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WARNING 


Every effort has been made to ensure that the information contained in this Guide is correct. 
However, it will be clearly understood that this book is intended as a guide only, that the information 
cannot be Guaranteed correct and that final responsibility must (as always) rest with the 
Shipmaster. 


At certain ports, items of navigational routeings and aids have been included as a means of 
general guidance only. Shipmasters should have in mind that full and due reference MUST 
ALWAYS be made to corrected charts of the area, to the appropriate Notices to Mariners, and all or 
any other navigational notices, warnings or amendments issued by proper Authorities and/or 
navigational aid services. 


The sketch maps are for general assistance and must not be used for navigational purposes. In 
particular, the shapes of buoys should be disregarded since these are indicated by varying symbols 


which may be consequent upon local usage and without resemblance to internationally applied 
symbols. 


PLANS 


All plans, unless otherwise stated, are reproduced by kind permission of the Port Authority. 


All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted in any form or 
by any means, electronic, mechanical, photo-copying, recording or otherwise without the prior permission of the publishers. 
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FOREWORD 


Shipmasters, Shipowners or Managers, Port Authorities, Administrators and Agents, are 
earnestly requested to assist our work in up-dating the Guide by providing written comment, 
information, amendments or corrections, plus additional details of any ports or terminals, to the 
following address: 

SHIPPING GUIDES LIMITED, 
SHIPPING GUIDES HOUSE, 
75 BELL STREET, 

REIGATE, 

SURREY, 

RH2 7AN, 

ENGLAND © 


All communications will be acknowledged and will be most useful, since it is only by this means 
that the Guide will remain of great value to the user and will be up to date and thoroughly 
professional in content. 

For assistance and guidance in the submission of information, a reprint of the items presently 
covered by the Guide is placed hereunder. Additional items will also be most welcome. 

N.B. PLANS, DIAGRAMS, DRAWINGS AND SKETCHES: As you will note, this 1991/92 edition 
of “Guide to Port Entry” contains over two thousand nine hundred port plans and mooring diagrams 
that have been reproduced from plans and drawings very kindly sent to us by numerous Port 
Authorities, Agents and shipboard personnel. We hope that the special plan section will prove 
interesting and useful. 

Presently however, the special plan section is to an extent incomplete, since there are many 
ports and mooring facilities for which we have not yet received the necessary plans for reproduction 
purposes. We are anxious to secure plans, diagrams, drawings or sketches of ports and facilities 
not presently shown in our special plan section, and therefore request that Port Authorities and/or 
Agents at the places concerned be kind enough to pass us this data together with the necessary 
permission for reproduction. We would also be very grateful if ship’s officers calling at ports not 
already covered in our special plan section, could find it possible to provide us with diagrams or 
sketches of the facilities which would be suitable for reproduction in our later editions and/or which 
might be re-drawn as required by our own art department prior to reproduction. 


PORT INFORMATION KINDLY REQUESTED 


PORT LIMITS: The seaward boundaries of the port within which a vessel is considered to be an 
“arrived ship” and (subject to Charter-Party Terms) laytime will commence. 


DOCUMENTS: The matter of documentation is one of the most important items to be included in 
the Guide, and we would like to be sure that ALL requirements are included in order that Masters 
will be in a position to prepare all necessary documentation before arrival and thus ensure speedy 
clearance. (E.g. Number of Crew Lists, Passenger Lists, Customs Documents, Health Documents, 
Manifests, Bills of Lading, Ship’s Papers, Ship’s Certificates, etc., etc.) 


PILOTAGE: Manner in which vessel approaching the port applies for a Pilot. That is, telegraphic 
address, telephone number or telex number of Pilot Station, amount of advance notice of ETA 
required, and VHF channel or frequency to be used when contacting Pilot Boat or Pilot Station. If 
possible, a description of Pilot Boat; particular light or sound signals to be made by vessels requiring 
a Pilot; the exact area where the Pilot Boat is located or where the Pilot has to be taken on board 
and also any alternative area in the event of bad weather and when Pilot Boat not on usual station; 
details of any specific requirements on the part of Pilots with respect to boarding and safety 
measures; location of anchorage for vessel awaiting a Pilot. 


ANCHORAGES: Boundaries, areas and depths of safe anchorages. 


RESTRICTIONS: Details of any restrictions imposed upon entry, for example at night time, or in 
accordance with state of tide and draft restriction. 


MAX. SIZE: Maximum permissible length, breadth, and draft for any vessel entering the port or 
for oil-carriers proceeding to installations outside the main port area, also state of tide governing 
these dimensions. 


HEALTH: Pratique procedure and action necessary to obtain Pratique. Also action necessary in 
the event of any suspected disease or fever on board. Also when Pratique is automatic, for example 
vessels entering after calling at another port in the same country. 


RADIO: Name and call sign of radio station through which it is best for a vessel to route ETA 
cables to Agent, Receivers, etc. Availability of telex communication with vessels equipped with 
telex. 


VHF: Fullest possible data concerning VHF Radio communication facilities in operation at the port 
including advices required from vessels approaching the port, arriving at the port, when 
manoeuvring within the port area, and when sailing. Details of standard communication procedures 
and numbers of Channels used in calling, further communication and safety, as may be applicable 
with respect to Pilotage, Tugs, Port Authority, Quarantine or other craft or shore-stations. 


RADAR: Details of existing Port Radar Service, also if the Master may contact the Radar Service 
by means of ship's radio or by VHF, and the frequency or Channel number to be used. Details of 
Vessel Traffic Management Service (V.T.S.). 


TUGS: Number and capacity of tugs available. Minimum number of tugs required for berthing and 
unberthing. Position where tugs normally join the vessel. Also whether usual for ship’s lines or 
tug’s lines to be used, and if optional, the usual charge for use of tug’s lines. 


BERTHING: Details of available berths, including length of quay, depth alongside, maximum 
permissible ship-draft at Low Water (indicating whether Salt or Fresh Water), whether load/ 
discharge is by shore equipment or by ship’s own gear, and other relevant data, together with 
advice of cargoes handled at respective berths. 


CRANES: Fullest possible information concerning type, safe working loads and numbers of shore- 
cranes available at respective berths for cargo handling. Details of heavy-lift cranes ashore or 
afloat, with lifting capacities. It is also helpful to Know at which ports, or berths within a port, that 
cranes are not available and a vessel is required to use her own gear. 


BULK CARGO FACILITIES: Details of berths and cargoes handled, length of quay, depth 
alongside, maximum permissible draft (indicating Salt or Fresh) at Low Water, berth equipment, 
maximum height of discharging-gear above High Water Level, and maximum Loading/Discharge 
rates. Cargoes intended to be covered by this heading are, Grain, Ores, Coal, Fertilisers, Sulphurs, 
Copra, etc. 


SPECIALISED CARGO-HANDLING FACILITIES: Details of berths, specially equipped for 
handling containers or Roll-on/Roll-off traffic; berths handling liquid chemicals or LPG carriers. 
Please note that it is also useful to know if the port does not have any of these facilities. 


BRIDGES: Details of any particular arrival times required in order to pass through particular bridges, 
and maximum clearances, that is height of bridge to waterline. 


STEVEDORES: Any particular ETA advices required in order to arrange gangs. Details of main 
commodities and average load or discharge rates. Normal working hours for general and bulk 
cargoes, also hours that overtime is possible. 


MEDICAL: Whether necessary for Agents to receive advance notice of required medical attention 
and the amount of notice required; also if hospital and dental facilities are available; also any other 
relevant medical information such as particular inoculations required, vaccination/fever certificates, 
etc., and if inoculations and vaccinations can be carried out. 


TANKERS: Diameter of load/discharge lines in order that Masters may know whether or not it is 
necessary to fit reducing pieces before arrival; slop (residue) discharge facilities, capacities, and 
maximum receiving rate; S.G., A.P.I. and temperatures of local types of oil (loading ports only). 
Number of tanker berths, depth alongside and maximum permitted drafts at these berths, average 
load/discharge rates. Prevailing wind on berth. If special moorings required. Are shore gangways 
available? Are facilities available to combat oil spills, if so what equipment available? Availability 
of shore steam. Ship to ship transfer facilities. 


DENSITY: (SALINITY): Average salinity of water in the port. 
FRESH WATER: Availability, method of delivery, rate of delivery and approximate cost per ton. 


FUEL: Grades (viscosities) available, amount of advance notice required, and method of delivery. 
lf bunkers supplied by vessel/barge, minimum/maximum quantity to be ordered. 


FIRE PRECAUTIONS: Any specific precautions particularly respecting tankers (that is, other than 
usual non-smoking precautions, etc.). 


CONSULS: Names of countries having Consuls at the port. 


REPAIRS: Whether all types of deck and engine repairs are possible, and if not then what types 
of repairs are able to be carried out. 


DRY DOCKS: Dimensions of largest dry dock and also the number of smaller docks. 


SURVEYORS: 
(1) Availability of Cargo Inspectors, such as Saybolt, Caleb Brett, Superintendents, etc. 
(2) Availability of Surveyors, such as Lloyd’s Register, American Bureau, Bureau Veritas, etc., 
also Salvage Association or U.S. Salvage. 


GANGWAY/DECK WATCHMEN: Whether service of watchmen is necessary or to be 
recommended and if so, the cost of watchmen. 


HATCHES: Whether opening/closing is normally carried out by crew or stevedores. 


CUSTOMS ALLOWANCES: (Tobacco/Wine, Spirits). Quantity permitted for each crew member 
to be held out of Bond. 


CARGO GEAR: Whether load/discharge effected by shore gear or by ship’s gear, and details of 
any special cargo equipment, e.g. heavy lift cranes, etc. 


REPATRIATION: If facilities exist for effecting crew changes and arranging any necessary 
repatriation. 


AIRPORT: Distance from airport and whether airport is served by regular airlines; otherwise number 
of flights per day or week and destinations. 


TIME: Local time in relation to GMT and dates/details of any alterations made to clocks during the 
year (Summertime). 


HOLIDAYS: Dates and details of official and local holidays and advice whether or not cargo work 
can be arranged on those days. 


POLICE/AMBULANCE/FIRE: Telephone numbers of these three services, that is, the nearest 
departments. 


EMERGENCY CO-ORDINATION CENTRE: Nearest Emergency Co-ordination Centre and details 
of telephone and telex numbers (e.g. U.S. Coast Guard, U.K. Coast Guard, S.A.R. etc.). This 
information is necessary because local Port Agents may not be suited to emergency matters and 
may not be contactable. 


TELEPHONES: Whether arrangements exist for placing telephones on board and if so the 
approximate cost for this connection. 


SERVICES: Details of any special services available, e.g. tank-cleaning equipment, facilities for 
discharge of tank-washings, compass adjusting, radio and radar repairs, supply of charts, nautical 
publications, sounding paper, course recorder paper, availability of Notice to Mariners, availability 
of safety equipment, possibility of extension of certificates. 


BANKS: Names, addresses and telex numbers of any banks in the area. 


STORING: 
(1) Can vessel be stored by barge or truck? 
(2) Regulations concerning barge storing, such as, can vessel store from barges during loading 
or discharging? If not, what are the regulations concerning storing? 
(3) Can trucks proceed alongside at the berth? If not, what is the approximate distance the truck 
is to remain from the ship? 
) Can fork lift trucks be used on the jetty to handle stores? 
(5) Customs Regulations in force regarding storing. 
) Can local Riggers be employed to assist with storing? 


SHIP SUPPLY SERVICE: Name, address, telephone no., telex no., etc., of ship supply service 
operators who are able to supply craft or helicopters for transfer of stores, crew and sick personnel. 
Also range, capacity and rendezvous points of supply craft and helicopters. 


SHORE LEAVE: Whether crew members are allowed ashore or not. 

IDENTIFICATION CARDS: Whether shore passes issued or whether Seaman’s Book is sufficient. 
REGULATIONS: Any particular or unusual regulations for the port. 

DELAYS: What delays in berthing, loading, discharging or bunkering can normally be expected. 


DEVELOPMENTS: Details of expected draft increases, new installations, berths, etc., expected 
in the foreseeable future together with expected dates of completion. 


SHIPMASTER’S/SHIP’S OFFICERS REPORTS: Information is earnestly sought from Shipmasters 
and other serving officers giving corrections, amendments and additions to existing information, 
together with their professional advices or comment upon recommended or required procedures 
for entering or sailing port, including advice of their experience of the port either generally or 
specifically. Useful items of experience and suggestions of other Shipmasters are of great value, 
and will be printed under a special heading. 


GENERAL: Any other information that you feel may be of value to the Shipmaster that is not 
already covered by the previous questions. 


AUTHORITY: Name, address, and other details of local Port Authority. 


AGENT: At the foot of many of the ports in this Guide we have an additional heading entitled 
“Agent”. The purpose of including this item has been to provide Shipowners, Managers, and 
Operators with prompt access to the name, address, telephone, telex numbers, and cable 
addresses, etc., of an experienced Agent at the port concerned. 


Of course, it will be understood that the Agents named in the Guide are not necessarily the only 
Agent at that port; however, demands on available space preclude the inclusion of other reputable 
Agency companies and we trust that other such companies will understand and appreciate the 
position. We have been obliged therefore to include details of one Agency company only, but by 
so doing we hope to have provided a further service to the user of the Guide. 


ROBERT PEDLOW, Editor, 
Shipping Guides Ltd. 


PUBLISHER’S NOTE 


“GUIDE TO PORT ENTRY” — 1991/92 EDITION 


With the issue of this Eleventh Edition of our publication we record the twentieth year of it’s existence 
as an aid to Shipmasters in carrying out their heavy responsibilities. It is our earnest hope that 
throughout this time we have managed to produce a publication of the highest professional standard 
and we have certainly made every effort to do so. 


As we have said in the past, none of our productions would have been possible but for the 
assistance received from Shipmasters and for the continuing guidance we have received from so 
many serving officers. We are greatly indebted to them. 


We also owe our sincere thanks to those many other marine organisations who have diligently 
pursued their endeavours to keep us well advised of the latest information concerning world ports. 
Very many thanks are due to them and the results of their efforts are to be found in these volumes. 


It is relevant to mention here that the ports of Germany are now contained within one section of 
this Guide, as are those of the Yemen and that the new name of Myanmar replaces that of Burma. 
Users of these volumes may also be aware that our publication date has been advanced by some 
two months and this is due to the advances in production so ably brought about by our Technical 
Director, Charles Watson. 


THE SHIP’S ATLAS. This publication continues to be in increasing demand throughout the world 
and we should advise that the end of 1991 will see the issue of the Fourth Edition. Many companies 
have selected this Marine Atlas as a suitable presentation to publicise their activities by purchasing 
in bulk numbers and having their company name gold-blocked upon the cover of the Atlas. Enquiries 
concerning this form of presentation should be addressed to ourselves. 


COLIN PIELOW 
Reigate 1991 
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Albania 


DURRES: 41.19 N. 19.28 E. 


DOCUMENTS: Completed on arrival. 
PILOTAGE: Compulsory. Arriving vessels should anchor and await Pilot 
in position Lat. 41° 15’ 08" N., Long. 19° 26’ E. Pilot available in daylight 
hours only. 
RESTRICTIONS: Vessels arriving from ports in Yugoslavia, Italy and 
Greece must give Notice of Arrival 48 hours in advance. Vessels arriving 
from ports in other countries must give Notice of Arrival 5 days in 
advance. Notice of Arrival is sent by radio to “Adetare Durres” with 
following information: Vessel’s name and flag; name of last port; draft 
on arrival; cargo description and distribution; particulars of vessel's 
tonnage and length. 

Entrance is through buoyed channel, depth 27 ft. 
MAX. SIZE: Controlled by berth depth. Max. draft 28 ft. 6 in. 

Also see “Shipmaster’s Report”. 
HEALTH: Free Pratique given when Pilot boards provided vessel's 
Health Declaration is satisfactory. 
RADIO: Vessels should maintain regular contact with Durres Radio up 
until time of entry into Albanian territorial waters, which extend 10 miles 
off shore. 
TUGS: Port Authority supplies tugs for mooring and unmooring on Pilot's 
recommendations. 
BERTHING: General cargo wharf No. 5, depth 26 ft. All other berths, 
depth 21 ft. 
MEDICAL: Doctor and hospital facilities available. 
TANKERS: One oil berth, at the East Mole, depth 23 ft. Tank cleaning 
facilities available. 
FRESH WATER: Available ex-wharf at all berths. 
FUEL: Limited quantity available for emergency only. 
REPAIRS: State shipyard can effect limited hull and engine repairs. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
AIRPORT: Rinas Airport, distance 35 km. 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year (January 1st and 2nd); Proclamation of the 
Republic (January 11th); Labour Day (May 1st); October Revolution 
(November 7th); Independence Day (November 28th); Liberation Day 
(November 29th). No work performed on Sundays and holidays. 
SHORE LEAVE: Crew may use Seamen's Club in port area. 
IDENTIFICATION CARDS: Shore passes issued by local police. 


SHIPMASTER’S REPORT: 1979 

Navigation: Incoming vessels are to anchor in position Lat. 41° 15’ N., 
Long. 19° 27’ E. (2.5 miles from breakwater) and await orders. The 
Danger Area shown on B.A. Chart No. 2701 is reportedly non-existent. 
Communications: The local radio station call sign ZAD is to be contacted 
on anchoring. The radio transmitter is sealed on berthing. The Agents 
have a telex machine which works intermittently. Telephone calls to 
Northern Europe possible but subject to delay. 

Pilot: Equipped with VHF Channel 16, boards at anchorage. 

Tugs: Two medium size tugs available for docking. One salvage tug 
stationed in port. 

Draft: Pilots advised 27 ft. 6 in. max. draft alongside and in approaches. 
Cargo Facilities: Loaded 14,000 tonnes of cement in 50 kg. bags from 
rail and road trucks. 3 shift system. Used both shore cranes and ship's 
derricks. As cargo comes from cement factory in interior by rail, 
presentation is very intermittent, and vessel rarely informed of working 
prospects more than a few hours in advance. Sundays are normally 
holidays. Loading rate averaged 1,000 tons approx. per working day but 
ranged from 200 tons to 1,700 tons, depending on labour and cargo 
availability. 

Formalities: ETA’s required 5 days and 2 days in advance, also include 
length, tonnage, flag, state of health, etc. 

Documents required: 6 Crew Lists, 2 Lists of Foreign Currency, 
2 Personal Effects Lists, 1 Health Declaration, 3 Stores Lists. Bond is 
sealed but Customs will open on request. 

Repair Facilities: Small shipyard for minor repairs available. 

Surveys: Agents advise that Government Surveyor available for radio 
surveys, etc. No Classification Society Surveyor available. 

Cash: Lek is currency — 1 Lek = approx. 14 US cents (7 Leks = $1). 
Foreign currency may be exchanged (approx. 5 days notice). 
Provisions: Government ship chandler. Fresh vegetables good, fish 
available at moderate prices, meat not recommended. 

Laundry: Available. Reasonable price, average standard. 

Crew: Repatriation is reportedly possible, however it takes 3 days to get 
an exit visa. 

Shore leave is permitted to Seaman's Club only until 2300 hrs. 
A special pass has to be obtained to visit the town (1500 hrs. to 1900 hrs. 
only). Tours to Tirana can be arranged by car, if one day's notice is 
given. Casual dress (jeans) also long hair prohibited outside dock gates. 

Gangway guards in attendance throughout stay. 

Considerable difficulty experienced in arranging tour for Chinese 
ratings. 

Port Facilities: Berthing facilities for 10 ocean-going vessels. Sufficient 

5 ton shore cranes available. Railway tracks to most quays. Main imports 

coal/coke. Exports, low grade chrome ore. Priority for Albanian vessels. 

One floating crane. Lack of mechanisation reduces work rate. No fork 

lifts or proper palletisation observed. 

Agency: Adtare (Government Agency) in port area. The Agents visit 

yoseo twice daily and speak adequate English and are reasonably 
elpful. 

Fresh Water: Available from barge at $1.50 per ton approx. 

Fuel Oil: Heavy oil and diesel oil delivered by road tankers (limited 

amounts). 

Local Regulations: Permission to immobilise engines must be obtained. 

Garbage is collected daily (compulsorily) in plastic sacks. Permission 

required prior to de-ballasting. 

Watchmen: Not required as gangway guards provided. 


AUTHORITY: Drejtorija e Portit Durres. 


ALBANIA 


SARANDE: 39.52 N. 20.02 E. 


DOCUMENTS, RESTRICTIONS: Refer to ‘Durres”’. 

PILOTAGE: Compulsory. On arrival vessels should anchor and wait for 
Pilot in position Lat. 39° 51’ 50” N., Long. 20° 10’ 10” E. Pilot available 
only during daylight hours. 

HEALTH: Free Pratique given when Pilot boards provided vessel's 
Health Declaration is satisfactory. 

RADIO: Durres Radio. 

BERTHING: Larger vessels work cargo at anchor only. Ship's gear used. 
FRESH WATER: Not available. 

FUEL: Not available. 

GENERAL: See “Durres” for General Information. 

AUTHORITY: See “Durres”. 


SHENGUJIN: 41.49 N. 19.35 E. 


DOCUMENTS, RESTRICTIONS: Refer to “Durres”’. 

PILOTAGE: Compulsory. On arrival vessels should anchor and await 
Pilot in position Lat. 41° 48’ N., Long. 19° 35’ E. Pilot available only 
during daylight hours. 

MAX. SIZE: Draft 18 ft. 

HEALTH: Free Pratique given when Pilot boards provided vessel's 
Health Declaration is satisfactory. 

RADIO: Durres Radio. 

TUGS: One small tug available. 

BERTHING: Two piers in harbour, one of which is used for larger 
vessels. 

FRESH WATER: Limited supply by barge. 

FUEL: Not available. 

GENERAL: See “Durres” for general information. 

AUTHORITY: See “Durres”. 


NOTES 
Please also advise Shipping Guides Ltd. 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Algeria 


ALGIERS (EI Djazair): 36.50 N. 03.00 5. 


DOCUMENTS: 

1 Cargo Manifest required for all cargo including that in transit for 

non-Algerian ports. 

8 Crew Lists. 
2 Crew and Passenger Personal Effects Lists. 
1 Stores List, including Bonded Stores. 
1 
2 
1 
1 


(See Plan) 


Currency Manifest. 

Lists of arms, ammunitions or Military Stores (or “Nil” Declaration). 
Private Bond and Beer List. 

Declaration of Health. 

1 Vaccination List. 

Immigration officials may require to inspect all discharge books or 
passports. Customs regulations are strictly interpreted. Care should be 
taken to ensure that all ships’ papers are perfectly in order. Vessels 
arriving with incomplete or inaccurate documentation have been 
subjected to severe delays and penalties. 

PILOTAGE: Compulsory. Available day or night. Pilot boards vessel 
about 0.5 miles from end of Wattier Jetty. Pilot boat is black with insignia 
of 2 white anchors. 

ANCHORAGE: Algiers Bay is crescent-shaped with Cape Caxine on 
the West and Cape Matifon on the East. Depth 25 m. — 30 m. Bottom 
is good holding ground, and vessels are sheltered from West and 
Northwest. 

RESTRICTIONS: None if Port Authority is advised by Radio Algiers or 
by Agent. 

MAX. SIZE: Vessels of 25,000 tons proceed normally. Length not 
restricted; maximum draft 38 ft. 

HEALTH: Health Officer boards vessel on arrival. 

RADIO: Algiers Radio, operates continuously. 

VHF: Harbour Master on Channels 16 and 12. 

TUGS: Three available of 600 to 800 h.p. and also one of 1,000 h.p. 
for towing in harbour; two larger available for open sea, 1,500-1,300 h.p. 
BERTHING: 54 berths available, total length of 9,519 m. plus 2 berths 
of 250 m. each for tankers. All general cargo berths have cranes with 
lift of 3 tons - 6 tons. 

Iron cargoes only handled at Berths No. 33/1, 2 and 3. Vessels 
handling general cargo will have to shift to one of these berths if they 
have iron amongst the general cargo. 
STEVEDORES: Available. 
MEDICAL: All assistance available. 
TANKERS: Quay de Lorient: 2 berths, with depth alongside 11.50 m. 
Deballasting facilities available. 

“LPG vessels” — See “Shipmaster’s Report”. 
DENSITY: Salt water. 
FRESH WATER: Delivered by pipe-line to quay, or by water barges. 
FUEL: Deliveries by pipe-line on most quays or by barge. Large vessels 
are supplied by barge in the roads. 
FIRE PRECAUTIONS: A special notice with instructions is delivered to 
tankers. Fire station established within port area. 
CONSULS: All principal countries are represented in Algeria. 
REPAIRS: All repairs available. 
DRY DOCKS: Two: one of 136 m. long, 18.50 m. width, and 8 m. depth. 
The second of 74.30 m. long, 15.50 m. width and 5 m. depth. 
GANGWAY/DECK WATCHMEN: Service by three experienced 
companies arranged by Agent. 
OPENING/CLOSING HATCHES: Normally opened by crew, or by port 
workers. 
REPATRIATION: Frequent departures for Europe by ship or plane. 
AIRPORT: Dar-el-Beida at a distance of 20 km. from Algiers; several 
flights daily. 
TIME: GMT plus 1 hour. 
HOLIDAYS: 1st January; 5th July; 1st November; Labour Day; 
Proclamation Day; plus religious holidays — Aid Seghir; Aid Kebir; New 
Year's Day (Egira); Achoura, and Mouloud. Friday is now considered 
as the weekly rest day in Algeria. 
POLICE/AMBULANCE/FIRE: Police 63.01.61; Fire Service 63.71.22. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
DEVELOPMENTS: The port is to be extended to the East to provide 
700 m. of container berths with a depth of 19 m. 


SHIPMASTER’S REPORT: January 1981. 
Approaches: BA. Chart Nos. 855 and 2555. 

Prominent land features clearly visible both visually and by radar. At 
night-time, anchored or underway, vessels are very difficult to identify 
due to background of shore lights. 

No. 2 Buoy marking Western extremity of prohibited anchorage area 
(Lat. 36° 49.3’ N., Long. 03° 07.2’ E.) unlit at time of visit. 

Anchorage: Anchorage prohibited East of line drawn from No. 2 Buoy 
to East of beacon on coastline at 03° 10’ E. Reasonable anchorage 
obtained two miles N.E. of Qk.FI. light at end of Northern breakwater in 
approximately 40 fathoms. No separate tanker or small vessel 
anchorages although small vessels generally appeared to anchor either 
between main breakwaters immediately East of Jettee de L'Est or close 
offshore with little regard to Eastern harbour entrance. Anchorage 
completely exposed to prevailing winds from N.E. and swells that 
accompany wind. 

Wind: Prevailing wind is from North to N.E. andis strongest during Winter 
months. Swe!l builds up quickly and causes harbour to be virtually 
untenable with many ships breaking loose from berths. Authorities close 
port and all ships leave berths generally when weather conditions have 
started to abate. Forecasts difficult to obtain. 
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VHF: Call “Algiers Harbourmaster” Channel 16, working on Channel 12. 
Range limited to about 6 miles. On arrival, vessel's information required 
and details of cargo to be loaded or discharged. French speaking is an 
advantage in which case call “Capitainerie du Port’. Very little warning 
of berthing instructions given. Agents can, apparently, be contacted 
through Harbour Master. 

Berthing: Berthing and unberthing only during the hours of daylight 
unless in extreme emergency. 

Pilot: Upon receipt of berthing instructions, vessel proceeds to a position 
approximately half mile East of Southern breakwater entrance. Pilot 
boards by pilot ladder, side appropriate to weather conditions but 
generally on port side, from pilot launch. Pilot ladder about 1 m. above 
water. 

Pilot also boards by launch when unberthing. 

Tugs: Two used for berthing and 3 for unberthing (bad weather). Two 
good ship's ropes to each tug. For berthing, forward tug taken on port 
bow and aft tug on starboard quarter, similar arrangement for unberthing. 
These positions to enable vessel to swing short round to port 
immediately after entering breakwater. 

Berth: Berth 37: Port side alongside “Brise lames Est” jetty in Area 9. 
Depth alongside 10.0 m. forward and 10.5 m. aft. Little or no tidal effect. 
Straight jetty with protruding dolphins of concrete construction and 
fendered by tyres mounted on timber and suspended from quayside by 
chains. 

Berth affected by swell from North/N.E. and vessels can surge up and 
down the quayside alarmingly. It is essential to have out as many 
moorings as possible and in particular good stern lines and forward back- 
springs. On this visit, 5 moorings parted and eventually necessary to 
have mooring winches manned continuously to counteract vessel's 
surging. This vessel (31,296 cu.m.) was largest gas vessel to have 
entered Algiers. 

Port gangway initially used but later replaced by “Board of Trade” 
gangway. It is advisable not to rig gangway before berthing due to 
quayside obstructions. 

Density: Density alongside 1026. 

Cargo: Butane discharge. Receiver's Sonatrach cannot accept cargo 
below +5°C, therefore heater required. Booster pump not required after 
initial problems resolved. Shore tank capacity is small and adjacent to 
gas-bottling/distribution plant. At first, Receivers were asking for 
maximum rate of discharge and then stopping cargo every two/three 
hours. After contacting Commercial Manager of Sonatrach, arrangement 
was made whereby shore plant emptied tanks before resumption of 
discharge and then discharge maintained at slow rate for several hours. 
Cargo discharged = 4,000 tonnes in 5 days. 

Contacts: Sonatrach Manager LPG Operations, Marketing Division — 
Gas Exports, 46 Boulevard Mohamed V, Algiers. Tel: 61-12-24. 

This person is responsible for all gas import/export contracts, works 
closely with Trammogas. 

Sonatrach Commercial Manager, Commercial Division, 46 Boulevard 
Mohamed V, Algiers. Tel: 61-12-24. 

Commercial Manager works closely with the Manager LPG 

Operations. 
Authorities: Algerian requirements are now well established and 
particularly applicable to this port. All items contained within the Bond 
are carefully checked and counted and any single discrepancy can result 
in largefine. All money (all currencies) collected in, declared on Currency 
Declaration and locked in safe. Customs did not rummage on this visit 
because all paper-work exactly to their requirements. 

No cargo documentation was in the vessel's possession for berthing. 
Customs satisfied with Master's Declaration that cargo papers were in 
transit between U.K. and Algeria. 

Agent: Compagnie Nationale Algerienne de Navigation (C.N.A.N.). 
Cable Address: CNAN, Algiers. Tel: 62-64-00 and 62-88-00. 
Chandler: Provided excellent quality fresh provisions at short notice and 
at reasonable price. Method of payment is by Cash Requisition through 
Agent. 

Fresh Water: Good quality and available on quayside. Shore meter 
inoperative. 

Bunkers: Available by barge. 

General: Repatriation can be easily arranged through Agents. Airport 
about 10 km. away with 5 daily flights to Paris and one to London. 
Disembarking personnel hand in Discharge Book plus 2 photographs to 
Agent a few hours before disembarking to clear Immigration formalities. 

Reasonable communication links with the U.K. and people most 
helpful. 

Shore leave unrestricted — personnel to carry Identity Cards. 


SHIPMASTER’S REPORT: September 1988. 
Documents: Vaccination List only required if vessel arriving from an 
infected area. 

All money must be declared, but need not be locked up. 
Restrictions: Entry possible day and night. 

Officials; As soon as vessel is anchored, Customs and Coast Guard 
board the vessel. 

Beer and wine are not sealed. 

Coast Guard inspects Load Line Certificate, Safety Construction 
Certificate, Safety Radio Certificate and Safety Equipment Certificate 
(including Liferaft Certificates). 

Fresh Water: Fresh water available at anchorage at short notice by barge 
of 80 tonnes capacity. 


SHIPMASTER’S REPORT: February 1989. 

There are no buoys marking the Northern limits of the anchorages. 
Ships anchor as they please, regardless of size of vessel. 

Pilotage is available around the clock. 

The Unknown Soldier Monument is very conspicuous and is a good 
landmark for finding the head of the South Entrance Breakwater if, by 
any chance, it is impossible to distinguish it, due to congestion at the 
anchorage. 


AUTHORITY: Capitainerie du Port. 


ANNABA: 36.58 N. 07.47 E. 


DOCUMENTS: Refer to “Algiers”. 
PILOTAGE: Compulsory when entering, leaving or shifting in harbour, 
vessels arriving during night and wishing to enter the basin must anchor 
at 2 nautical miles to East of Southern Lighthouse at main entrance (red 
occulting light) on steady sand bottom of 65 ft. to 100 ft. depth. 
ANCHORAGE: Quite good anchorage well protected against West or 
North winds at about 3 nautical miles to North of harbour with depths 
of 40 ft. to 60 ft. on rocky and sandy steady bottom. 
MAX. SIZE: Length 656 ft. draft 33 ft., breadth no restriction. Tankers 
Max. draft 39 ft. 
RADIO: Cable Agents giving ETA or to Harbour Master by cable or radio 
telephone via Annaba Radio Station which is permanently watching on 
2182 kHz. 
VHF: Harbour Master's Office can be contacted on Channels 16 and 14. 
TUGS: Two tugs available each of 700 h.p., both fitted with radio 
telephone and two fire appliances. 
BERTHING: Harbour is open to merchant navigation every day from 
0500 hrs. to 2200 hrs. In case of necessity vessel will be handled at 
any time. 

21 general cargo berths with depths 6.2 m. to 10.0 m. 
CRANES: 18 electric or diesel shore cranes with lifting capacities from 
3 to 6 tons; 1 electric shore sheers of 110 tons and 1 diesel-electric 
sheers hulk of 80 tons. 
BRIDGES: No bridges or power cables crossing port area. 
STEVEDORES: Available. Working hours (whole days), normal hours: 
0700 — 1020/1400 — 1720. Shifts: 0630 — 1230/1300 — 1900/2000 — 
0200. Working night and holidays, overtime 50%. 
TANKERS: Two tanker berths in outer port, entrance 43 ft. The first is 
at Lyon's Jetty consists of 2 dolphins 180 ft. apart, depth 33 ft. Second 
at South Jetty consists of 2 dolphins 180 ft. apart, depth 43 ft. Pipe-lines 
of 8 in. and 10 in. supply the oil installations. 
FRESH WATER: Plentiful supply of water alongside wharves at a rate 
of 8 t.p.h. to 14 t.p.h. By barge at the tanker berths. 
FUEL: Bunkers available. 
REPAIRS: One graving dock fitted with 2 rolling cradles on slipways, 
lifting capacity 100 tons and 200 tons. Divers and frogmen available. 
GANGWAY/DECK WATCHMEN: Performed by ship's crew. 
OPENING/CLOSING HATCHES: Performed by stevedores. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
GENERAL: Prevailing winds generally of N.W. and West. Storms from 
these directions are blocked by mountains which lie behind harbour. 
Harbour is only exposed to storms from East and N.E. which are very 
rare. There is practically no swell or surf into harbour. Tidal variation 
about 1 ft. and water level ranges about 31 in. dependent on season. 
Low waters from February to June and high waters from June to 
February. 


SHIPMASTER’S REPORT: September 1982. 

Position: 36° 54' N., 07° 46’ E. 

Name: Formally named Bone, in most of the charts is mentioned as 
Bone. 

Radio: Annaba Radio keeps watch also on VHF Channel 16 and working 
Channels 24, 25, 26, 27. 

Gangway/Deck Watchmen: Shore watchman is compulsory by Port 
Authorities. 

Opening/Closing Hatches: Performed by crew. 

Identification Cards: Shore passes are issued by Immigration Office and 
shore leave is allowed on presentation of the issued pass and Passport 
or Seaman's Book. 

Restrictions at Port: As soon as vessel anchors in Annaba Roads, Coast 
Guard comes on board and collects all documents and seals all Bonded 
Stores. Attention is to be paid on the correct counting of Bonded Stores, 
such as cigarettes, spirits, etc. Beer is not sealed and crew allowed 
200 cigarettes plus one bottle of spirits each. 

(a) It is strictly forbidden for ships to use their whistles or sirens in 
the harbour, exceptions when vessel being under way for 
preventing collisions. Strictly forbidden to call Pilot by means of 
whistle between 2000 hrs. and 0600 hrs. 

(b) All ships must keep on board sufficient crew in order to carry out 
all ship's handling, especially shiftings of vessel. Normally Master 
is informed by Port Authority and signs notice, but many times 
happened to inform vessel at any time to shift immediately. 

(c) It is strictly forbidden to carry out deballasting operations in the 
harbour waters, except after a systematic control has been made 
by the Master, the Dock Master or a Surveyor appointed by them, 
to prove that ballast water is clean. 

(d) Any repairs being made to the hull of the vessel, scraping, 
Painting, painting of Load Line marks must be authorised by the 
Captaincy. 

(e) Trials of the engines can only be done with an authorisation from 
Port Captain. 

cat Draft Allowed: 31 ft. for the berth of minerals — “Iron and 
oke”’. 


AUTHORITY: Directeur du Port. 


ALGERIA 


ARZEW (including Arzew El Djedid): 35.50 N. 00.08 W. 
(See Plan) 


LOCATION: The Port of Arzew extends between Lat. 35° 50’ N. and 
35° 52’ N. and Long. 0° 08’ W. and 0° 17’ W., at the N.W. end of the 
Gulf of Arzew. 

The Port of Arzew El Djedid is located in position Lat. 35° 48’ 06" N., 
Long. 00° 12’ 30" W. 

DOCUMENTS: 

3 copies Manifest. 

4 copies Crew List. 

2 copies Vaccination List. 

2 copies Arms & Ammunition List. 

All Log Books, Certificates and Registers will be inspected. 

Sailing: The Sailing Declaration must be made 2 hours at least prior to 
sailing time. 

APPROACHES: Landfall: By day recognition of Arzew is made easy by 
the high ground of Cape Ferrat. On entering the Gulf the lighthouse of 
the Island of Arzew is seen and in clear weather it is possible to 
distinguish to the East, the town of Mostaganem. The Arzew Mountain 
(225 m.) dominates the Bay of Arzew and the port. 

The storage tanks for hydrocarbons are visible from a long way off- 
shore. At night, vessels see firstly the oil flares of the different units in 
the industrial zone. These flares are visible in good weather for a 
distance of 25 miles. 


LNG Flare “42” Lat. 35° 50’ 31” N. Long. 0° 18’ 42” W. 
Refinery Flare Lat. 35° 49’ 40” N. Long. 0° 19’ 15” W. 
L.P.G. Flare Lat. 35° 49’ 58” N. Long. 0° 18’ 12” W. 
LNG Flare “12” Lat. 35° 49’ 07” N. Long. 0° 16’ 20” W. 

Lat. 35° 49' 04” N. Long. 0° 16’ 26” W. 
LNG Flare “22” Lat. 35° 48’ 32” N. Long. 0° 15’ 23” W. 


Lat. 35° 48’ 47” N. Long. 0° 15’ 21” W. 
Port Lights: Lighthouse on Arzew Island: Lat. 35° 52’ 34” N., Long. 0° 
17’ 20” W. 

Buoys: Junction Buoy (vertical red and white stripes), white light, 
position: Lat. 35° 50’ 29” N., Long. 0° 16’ 03” W. 

Madrague Buoy, East cardinal mark (“A System), white light, 
position: Lat. 35° 51’ 40” N., Long. 0° 16’ 20” W. 

Sea Water Intake Buoy (CEAZ complex): North cardinal mark (‘‘A” 
System), white light, position: Lat. 35° 50’ 06” N., Long. 0° 16’ 55” W. 

Working Buoy on Offshore Jetty: Black (starboard characteristics) with 
fixed green light, position: Lat. 35° 50’ 51” N., Long. 0° 17’ 16” W. 
Lights of the Port of Arzew: Breakwater: Green light, position: Lat. 
35° 51' 06” N., Long. 0° 17’ 04” W. 

Head of Offshore Jetty: White light, position: Lat. 35° 50’ 27” N., Long. 
0° 17’ 22" W. 

Secondary Jetty: Red light, flash every 3 secs., position: Lat. 
35° 50’ 59” N., Long. 0° 17’ 45” W. 

South Jetty: Red light, position: Lat. 35° 51’ 17” N., 
0° 17’ 55” W. 

Mole IV: Fixed green light (S.W.), position: Lat. 35° 51’ 28” N., Long. 
0° 17’ 44” W. 

Mole Ill: Fixed red light (S.E.), position: Lat. 35° 51’ 32” N., Long. 
LUG somber My 
Lights of the Port of Arzew El Djedid: 

West Jetty: Green light, position: Lat. 35° 49’ 26” N., Long. 
0° 15’ 22" W. 

East Jetty: Red light, position: Lat. 35° 49’ 05” N., Long. 0° 14’ 32” W. 
PILOTAGE: Pilotage is compulsory. The limit of the pilotage zone out 
to sea is the parallel of the lighthouse on Arzew Island. 

Pilots may ensure that anchoring is carried out in the roads for large 
vessels. The Pilot embarks in the waiting zone. The pilot ladder must 
be rigged on the lee side at a height of 1 m. above the water. For large 
vessels in ballast, the pilot ladder must give access to an accomodation 
ladder rigged at a height of 5 m. (approx.) above the water. 

Communications from tankers will be via the international radio station 
at St. Lys, which is in telex communication with the Arzew Terminal. 
Contact with the Arzew Terminal can be made on VHF Channel 16. 
Vessel will then be informed by the control room of the frequency to 
use, either Channel 12 or 14 for mooring purposes. 

ANCHORAGE: Vessels requiring to anchor on arrival normally use 
services of the Pilot. Anchorage fees are charged whether the Pilot is 
used or not. Sea bottom of rocks, sand and mud. 

The operations in the roads and the safeguard of accesses have 
brought about the reserved zones, forbidden areas, waiting and 
anchoring zones. 

The position of these zones is shown on the chart. 

a) The forbidden zone corresponds to the S.W. sector included 
between the parallel of Arzew Island (Lat. 35° 52’ 28” N.) and a straight 
line running at 45° from the land and passing through the following 
geographical point: Lat. 35° 50’ 27” N., Long. 0° 15’ 55” W. 

b) The waiting zone corresponds to the N.E. sector included between 
the North of the breakwater of the New Port and a straight line running 
at 45° to the West from the land, passing through the above geographical 
point. 

Vessels which have to anchor on arrival can request the services of 
a Pilot. 

The bottom is firm, constituted by sand, pebbles, and muddy shale. 
Use of Anchors for Manoeuvring: This is forbidden in the port except 
under conditions of force majeure. It is strictly prohibited in the passages 
and fairways, and in the vicinity of the pipelines. 

RESTRICTIONS: Vessels may enter or sail by day or night, weather 
conditions permitting. Tankers berthing on the sea-line berths may be 
restricted by bad weather, heavy wind or swell. 

Vessels sailing have priority over vessels entering. 

Port Closure: |In case of accident or unfavourable weather conditions 
the port may be closed for entry, for leaving or in both directions at the 
same time. Notice of closure is broadcast on VHF Channel 16. 


Long. 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


In general, the Port of Arzew may be closed for entry if: 

1. The swell is greater than 2 m. 

2. Winds are Force 6 (Beaufort) or greater. 

The Port of Arzew El Djedid may be closed for entry if: 

1. The swell is greater than 2 m. 

2. Winds are Force 5 (Beaufort) or greater. 

State of Vessel: Prior to entry into port, Masters must sign a declaration 
in which they state that the navigability of their vessel is perfect and that 
they are in possession of all certificates and documents required. 

Vessels which are required to operate at the sea-line must arrange 
their loading derricks prior to the manoeuvre. The strength of these 
loading derricks must be equal to or greater than 5 tonnes, their Safety 
Certificate is required on arrival. 

MAX. SIZE: See “Berths”. 

HEALTH: Free Pratique is not granted by radio. For tankers berthing at 
the sea line, Pratique may be granted by a visiting sanitary officer or by 
the Pilot when he boards, providing the Health Declaration is 
satisfactory. For vessels berthing inside the harbour, the Health Officer 
will board on arrival. 

Vessels calling at Arzew must advise their ETA 48 hours and 24 hours 
prior to arrival, naming the ports called within the last 10 days. 

Crew must be vaccinated against cholera. Vaccination books must 
be valid and a check is made before Free Pratique is granted. 
RADIO: Oran Radio and Algiers Radio both listen on international 
frequencies. Tankers normally use St. Lys Radio. 

Notice of Arrival: Vessels destined for Arzew must send to the Port 
Captaincy a message at least 48 hours in advance through a coastal 
station stating, date and time in GMT of their arrival in the port roads. 

The Notice of Arrival is to be confirmed 12 hours prior to arrival of the 
vessel in the port roads. 

VHF: Port Radio Service: 
Call-up Frequency: 

156.8 MHz., Channel 16, listening-out frequency. 
Working Frequencies: 

156.7 MHz., Channel 14, Arzew Port Captaincy. 

156.5 MHz., Channel 12, Arzew El Djedid Captaincy. 

156.65 MHz., Channel 13, Pilotage Station. 

156.6 MHz. Channel 10, Tug Station. 

156.55 MHz., Channel 11, Sea-Line. 

156.7 MHz., Channel 14, Tug Station. 

Vessels arriving at Arzew, and waiting in the roads, must listen out 
continuously on Channel 16. 

Vessels with their Pilot aboard must listen out on Channels 14 (Arzew), 
12 (Arzew El Djedid), 11 (sea-line): 

a) From the time the Pilot comes on board until arrival at the quay. 

b) From the departure from the quay until the Pilot disembarks. 

c) During the whole time the vessel is at the sea-line. 
TUGS: Tug service is compulsory for vessels of more than 1,500 g.r-t. 
8 tugs are operational with power ranging from 2,000 h.p. to 3,500 h.p. 

itis compulsory for tankers of up to or larger than 50,000 metric tonnes 
(d.w.t.) to use at least 3 tugs on entry. 

The tow lines, supplied by the ship, must be in perfect condition and 
appropriate for the manoeuvre. 

The route programme is drawn up by the Pilot, in agreement with the 
ship's Master. 

BERTHS: Arzew: 
Mole Ill: 258 m. long and 100 m. wide, with 5 berths for various cargoes 
with depths of water varying from 5 m. to 8 m. 


Berth Max. Products Loading Arms 
(Name/No.) oy d.w.t. Handled (Diameter) 
m.) 
Methane Terminal: 

North Berth 9.80 40,000 cu.m. methane 12 in. 

methanol 8 in. 

South Berth 9.80 40,000 cu.m. methane 12 in 
Jetee Secondaire: 

"S1” (Inner West) 10.0 30,000 ammonia 3x10 in. 

15,000 cu.m. refined products 3x8 in. 
LPG 3x12 in, 
residue and 
deballasting facilities 

“S2" (Outer East) 11.0 60,000 refined products 3x12 in. 

25,000 cu.m. LPG 3x12 in. 
bitumen 3x12 in. 
deballasting facilities 

Jetty Large: 

P1 (Middle Berth) 13.50 50,000 crude, gas oil, fuel oil,12 in. 

condensate 

P2 (Seaward/ 15.50 100,000 crude, gas oil, fuel oil,12 in. 

Outer 
Berth) 

PO (Inner Berth) 10.0 30,000 LPG, fuel oil, gas oil 8 in. 
Sea-line 26.0 100,000 crude, condensate 28 in. hoses 
Arzew El Djedid: 

Products 
Berth Depth Max. Size Handled 
(m.) 
M1 13.5 125,000 to 200,000 cu.m. LNG 
M2, M3 (2 berths) 13.5 125,000 to 200,000 cu.m. LNG 
M4, M5 (2 berths) 13.5 125,000 cu.m. LNG 
M6 13.5 125,000 to 200,000 cu.m LNG 
Bi 23.5 25,000 to 100,000 cu.m. crude, condensate 
B2 23.5 50,000 to 150,000 tons crude, condensate 
B3 26.5 100,000 to 250,000 tons crude, condensate 
O01 13.0 35,000 to 70,000 cu.m. LPG 
(See 
“Shipmaster's 
Report” dated 
March 1984) 


Berths M2/M3 and M4/Mé5 are operational, a hydraulic gangway with 
a crane (3 tonnes) is available on the service platform of these berths. 
The berths are equipped with a battery of 5 loading arms for LNG of 
16 in. x 66 in. of which one is for vapour return. Pumping rate !s 
2,500 cu.m.p.h. A bunker arm of 8 in. x 66 in. is provided. 
Nitrogen: Supply of nitrogen on M2/M3 is by tanker lorry. 


BERTHING: 

Coming Alongside and Mooring: Except in exceptional cases, vessels 
must be berthed bow facing out to sea. Each vessel is moored with its 
own lines. 

The number lines per vessel must in no event be less than 14, i.e. 7 
forward and 7 aft: 3 head lines (stern lines), 2 breast lines, 2 springs. 

Mooring lines of rope should be used preferably unless abnormal 
conditions prevail. 

Lines of steel wire, if used, must not be secured on tanker working 
decks, except if they are on constant tension winches, and pass through 
roller leads. 

It is recommended that mixed moorings be avoided. In particular, 
springs must be lines of the same material. 

The moorings must be suitably tightened, be inspected constantly, 
and adjusted every time it is necessary. 

Fire Wires: Towlines of steel wire, the so-called “fire wires’ must be 
positioned on the seaward side on the forecastle and the poop, with the 
eye of the wires being maintained 1.50 m. above water level by a 
watchman. On each fire wire a length of wire of 10.0 m. must be arranged 
on deck between the bollards and the lead. 

Gangways, Gangway Ladders, Pilot Ladders: The gangway OF 
gangway ladder must be easily accessible under all circumstances and 
provided with a safety net, being well lit at night. 

At the Port of Arzew El Djedid, at Berths M2/M3 and M4/M5, vessels 
are connected to shore by automatic gangways. 

The positioning of the pilot ladder or the gangway ladder on the 
opposite side to the quay is forbidden. 

Vessel’s stay at Berth: Any stay at a berth outside that of commercial 
operations must be authorised by the Port Captain. 

All vessels must only stay in port for the minimum time required. 

In the event of commercial operations not commencing immediately, 
or are stopped for any reason, the Port Captaincy may decide to call 
for the vessel to go out to the roads. 

Departure formalities may be required to be carried out in the roads. 

Masters must report any machinery damage which reduces their 
capability. Repair works of any kind are forbidden except where specially 
permitted by the Port Captain. 
Sealine: Use of ship's anchors will not be permitted when manoeuvring 
into berth. Two tugs are available to assist in berthing. On arrival vessels 
should have ready 8 mooring lines, 4 forward and 4 aft and a tow rope 
at each end as it will be necessary to position the vessel with her own 
gear before securing to the heavy wires. Good rope messengers should 
be ready at each end of the vessel to pick up these wires. 

There are 3 mooring buoys at the bow and 3 at the stern. All buoys 
are fitted with 5 in. wire ropes. Ships of moderate tonnage may be 
moored using 2 bow buoys and 2 quarter buoys only. Hoses will be 
lifted from both sides of the vessel using ship's gear and crew. 

The port and starboard derricks must be ready for use before berthing. 
The safe working-load must be at least 5 tons. The Loading Master can 
refuse to berth a tanker whose lifting tackle is not correctly rigged or in 
good working condition. 

Three 12 in. hoses are connected for loading, 2 on one side and 1 
on the other. Loading rates up to 5,500 t.p.h. 

Also see “Shipmaster's Report” dated March 1983. 
STEVEDORES: Vessels must cable their ETA at least 24 hours before 
arrival and confirm before 1700 hrs. on day prior to arrival or before 
1000 hrs. if vessel will arrive in the afternoon of the same day. Gangs 
are ordered before 0700 hrs. for mornings and at 1030 hrs. for 
afternoons. Shifts are from 0730 — 4050 hrs. and 1530 — 1650 hrs. Extra 
shifts from 0730 — 1330 hrs. and from 1330 — 1930 hrs. 

MEDICAL: All treatment of ship's crew is arranged by private doctors 
through ship's Agent. No hospital facilities at Arzew. Seriously injured 
crew are taken to Oran, 45 km. away, for hospitalisation. Vessels arriving 
with sick crew on board should notify Agents well in advance to make 
arrangements for hospitalisation on arrival. No patient is to be 
disembarked without notification to the Health Officer for his agreement. 
TANKERS: See “Berths’ and “Berthing”. 

BALLAST: Pilots are empowered to refuse to berth a vessel if in their 
opinion the vessel has insufficient ballast, or her trim is such that it would 
prevent safe loading. 

DENSITY: 1030. 

FRESH WATER: Provided by fresh water hydrants on M2/M3 
(El Djedid), Moles 1! and IV. Elsewhere fresh water can be supplied by 
a tug. 

FUEL: Two barges of 2,000 tons each are available. They deliver at a 
rate of 350 cu.m.p.h. These barges are intended for bunkering vessels 
with fuel oil (1000 sec. Redwood, 0.924), Bunker “C” (3000 sec. 
Redwood, 0.960), gas oil and diesel oil (40 sec. Redwood, 0.810 to 
0.840) and lubricants, both in the roads and at the quays. 

CONSULS: 

France (Consul-General), Tel: 33.10.13. 

Italy (Vice-Consul), Tel: 35.51.96. 

U.S.A. (Consul), Tel: 35.26.65. 

Spain (Consul-General), Tel: 33.21.65. 

U.S.S.R. (Consul). 

The Netherlands are also represented. 

WATCHMEN: Shore watchmen are compulsory for vessels loading 
fertiliser or discharging LPG or refined crude in the harbour area. 
For tankers loading at the sea line berth, watchmen are at Master's 
discretion. 

CUSTOMS ALLOWANCES: 200 cigarettes and an opened bottle of 
spirits per man. 

AIRPORT: International Airport at Es-Senia (Oran), distance 50 km. 
TIME: GMT plus 1 hour all year. 

TELEPHONES: Available only at methane berths. At the sea line berths 
tankers may communicate using VHF Channel 16 to Arzew Terminal. 
IDENTITY CARDS: On arrival, the Immigration Control inspect all 
passports or Seamen's Books. Shore passes are given at the harbour 
gate in exchange for passports, Seaman's Book, or in the case of French 
seamen, their identity cards. 


SERVICES: Launch Service: Available for ship's crew for transportation 
to the roads. 

GENERAL: Measures to be taken in the event of deterioration in 
weather conditions: In the event of a warning of high winds and bad 
weather, the Master must be prepared to stop loading and to make 
arrangements for suitable bal/asting. 

In the event of high wind or the threat of it, particularly from the North 
to the East, the following measures should be considered: 

Reinforcement of moorings. 

Ballasting. 

Taking a Pilot on board. 

Requesting aid of tugs. 

Stop loading — disconnection of arms. 

Sailing of the vessel. 

Light and Flag Signals: From their arrival in the Roads until they leave, 
all tankers not degassed or vessels carrying hazardous goods must 
exhibit the following signals: 

By day: A red flag. 

By night: A fixed red light visible all around the horizon, apart from 
regulation navigation lights. 

Wind: In Winter winds predominantly from the West. 

in Summer the main winds are those from the East to North sectors. 

Seasonal variations define two periods: the one of a windy Winter 

(October to April) and the other, the Summer, more calm (May to 
September). The average frequency of winds in excess of 10 m./sec. 
from the N.E. quadrant varies from 3.5% during the Winter to 2% during 
Summer, whilst that of winds from the S.W. quadrant varies from 5.1% 
to 1.3% between the same periods. 
Tide: The variation in water level arise from the superimposition of a 
half-daily lunar tide of low amplitude (15 cm. — 30 cm.), fluctuations in 
general level during the year and long period oscillations (tidal waves). 
Swell: Swell from North to East direction is preponderant, whilst that 
from other directions is negligible. 

79% of the time the amplitude is less than 1 m. 

3% of the time the amplitude is greater than 3 m. 

The bad weather period is from December to April, with the maximum 
risk in December. 

Currents: General Currents: Centre of current from East to West, 
—0.25%. 

Surface Currents: With N.E. wind between 30 km./h. and 35 km./h. 
currents in the same direction (0.8 km./h.) as far as the Madrague area 
where they turn to the South and even S.E. (0.3 km./h.). With S.W. wind 
at 25 km./h., the currents have the same direction as the wind and can 
reach speeds of the order of 1.2 km./h. 

Bottom Currents: There is a bottom current coming from Mostaganem 
(0.35 km./h.) which follows the coast. 

Accident on Board or in Port — Principal Steps to be Taken: 

In the event of accident, all fire-fighting means installed permanently 
on the moles, quays and in the port area are immediately placed at the 
disposal of Masters. 

If there is fire on board the vessel, the Master must, as soon as the 
source of the fire has been established, take every measure to extinguish 
it. 

If the Master considers that he cannot achieve this, he draws the 
attention of the port services by making a series of long blasts on his 
vessel's whistle, and requests that all possible available means be put 
at his disposal. At the same time he must: 

(1) Stop commercial operations. 

(2) Disconnect loading arms and hoses. 

(3) Close all openings leading to the tanks, pump room, 
bunkers, etc. 

(4) Place his vessel immediately in a position to sail so as to 
get away from the berth should the Port Authorities so 
request. 

Other vessels, as soon as they hear the siren of the vessel in trouble, 
must: 

(1) Stop commercial operations. 

(2) Disconnect loading arms and hoses. 

(3) Close all openings leading to the tanks, pump room, 
bunkers, etc. 

(4) Place the vessel immediately in a position to sail. 

(5) Prepare all means for fire-fighting. 

Fire-fighting means: 

These comprise: 

First strike means (foam, powder) installed at the loading points 

Fire-fighting network. 

A pump vessel equipped for fighting hydrocarbon fires. 

Tugs fitted for fighting fires of all kinds. 


SHIPMASTER’S REPORT: March 1983. 

Vessel — 140,000 d.w.t. tanker. 

Documents: 2 Immigration officials boarded and their launch circled the 
vessel first. They required 2 Shore Declarations each in quadruplicate, 
2 Arms and Ammunition Lists , 2 Narcotics Lists, 2 Crew Lists, 1 Crew 
Declaration and 1 Stores List. 

Agent required 2 Crew Lists, 1 Crew Declaration and 1 Stores List. 
Customs do not always board at Sea Berth but when they do are very 
strict. 

Cargo documents usually arrive on board before vessel leaves berth, 
otherwise vessel drifts off berth until documents delivered. 

Pilotage: There are 5 Pilots for the harbour. When a vessel is at the 
Sea Berth then 1 Pilot lives on board all the time. They change watches 
between 1400 hrs. and 1500 hrs. each day. 

Anchorages: Anchored in position with llot d'‘Arzew bearing 291°(T) x 4.0 
nautical miles. Bottom mud, good holding ground. Had a Force 8 WxS 
Wind and did not drag, with 10 shackles out. According to British vessel 
there, ships frequently do drag. 

Restrictions: Berthing daytime only, unberth anytime. 

Tugs: 3 tugs; 1 forward, 1 aft with ship's lines and 1 pushing which does 
not make fast. 


ALGERIA 


Berthing: Proceeded to Sea Berth and moored heading N'ly. Mooring 
buoys are referred to by Pilots as No. 1 (starboard bow) round to port 
bow and from port quarter to buoy on starboard quarter which is No. 6. 
Require two ropes at each end as ship's first lines to buoys. Wires with 
nylon tails not allowed as the buoy quick release hooks do not work and 
they say they cannot get the eyes off the buoys due to the weight. 
2 mooring boats used. 

Method of mooring in good weather with no wind was: 

1 ship’s rope to No. 3 Buoy, then 1 ship's rope to No. 1 Buoy, then 
1 ship's rope to No. 4 Buoy, then 1 ship's rope to No. 6 Buoy. Vessels 
are then positioned transversely and shore wires are taken onboard 
from No. 2 and 5 Buoys to position the vessel longitudinally. Then shore 
wires are taken from No. 3 and 4 Buoys, then No. 1 and 6 Buoys; when 
these are fast, ship's ropes are let go. Final moorings are 2 wires from 
No. 1, 3, 4 and 6 Buoys and 1 wire from No. 2 and 5 Buoys. 

According to echo sounder, depth of water was about 21.5 m. forward 
and about 18.5 m. aft. 

5 riggers board with Carpenter's stoppers and assist in mooring, 
unmooring and with hoses. They also live onboard and require 
SEONG aHON and feeding. Riggers change shifts at about 1000 hrs. 

aily. 
Loading: If loading condensate then 1 hose from each side with average 
loading rate of about 2,600 tonnes/hour. There is another hose on 
starboard side which is apparently used for crude oil. 
Ballast: Ballast is pumped to sea. 
Time: GMT plus 1 hour all year. 


SHIPMASTER’S REPORT: March 1984. 

Arzew el Jadid — Bethioua: LPG Berth No. D1. 

Berthing: Two tugs make fast close to East Entrance to the port — at 
the time of berthing the wind was from the N.N.E. at 20 knots gusting 
to 25 knots and the tugs were secured with great difficulty with the vessel 
positioned virtually in the entrance. 

Whilst berthing a third tug pushes amidships to hold the ship on the 
berth. 

Two tugs are used for unberthing. 

Tugs are secured using two lines (ship's lines). 

Manoeuvring area inside the breakwater is tight and | would not 
recommend berthing or unberthing operations in wind speeds exceeding 
15 knots. 

The max. length of vessel permitted on Berth D1 is 220 m. and the 
max. permitted draft is 12 m., — understand the first ship to use the jetty 
touched the bottom during berthing (35,000 tonnes shipment) no record 
of draft available. 

Moorings: Three head/stern lines, two breast lines and two back springs. 
Gangway: No shore gangway. 

Chiksans: 3X12 in. liquid loading arms, 112 in. vapour return line, 
18 in. bunker loading arm. Quick release clamps are fitted on chiksan 
arms. Disposition from West to East is; Bunker loading arm; Liquid 
loading arm; Liquid loading arm; Vapour return arm; Liquid loading arm. 

There is a facility for purging loading arms with nitrogen prior to 
disconnecting which was unproven during our call due to low nitrogen 
pressure. 

Cargo Pumps: 1500 cu.m. circulating pump. 31,650 cu.m. loading 
pumps. 
Vapour Return: Capacity unknown. 


SHIPMASTER’S REPORT: November 1986. 

Note: Forms below are for the Port of Arzew. There may be different 
requirements at other Algerian ports, but this should serve as a guide. 
Agent: 

inwards Declaration. | 

Outwards Declaration 

1 Narcotics List. 

1 Declaration of Arms and Ammunition or ‘Nil’. 

2 Crew Lists. 

Immigration: 

2 Crew Lists. 

1 Narcotics List. 

1 Ship's Particulars (Form supplied). 

Port Health: 

1 Crew List. 

1 Health Declaration. (IMO Form). 
Customs: 

1 List of Crew Effects. (Crew Manifest). 

1 Bonded Stores List. 

1 Slop Chest/Shop Store List. 

1 

1 

1 


Both filled out at the same time, 
Agent supplies forms. 


List of Ship's Currency. 

List of Currency held by crew. 

Declaration of Arms and Ammunition or ‘Nil’. 

1 Narcotics List. 

N.B.: Customs are very strict, make sure everything well in order for all 
their forms. (1 was informed by Agent that a Shipmaster had recently 
been fined US$9,000.00 due to the fact that he forgot to declare 
US$2,500 of the Chief Engineer's money, which he had been holding 
in the ship's safe). 


AUTHORITY: Entreprise Portuaire D'Arzew, 45 Rue Aissat Idir, B.P. 46, 
Arzew, Algeria. Tel: 377527, 377491, 377970. Telex: 12819, 12990, 
12982. 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


BEJAIA (Bougie): 36.45 N. 05.05 E. 


DOCUMENTS: Refer to Algiers. 

PILOTAGE: Compulsory within pilotage zone between Cap Carbon to 

the West and Ras Attia to the East. Contact pilot station by VHF Channel 

16 or Telex 83940. Tel. 92.35.03 (night). International code signals used 

to call Pilot who boards at the limit of pilotage zone. Pilot ladder should 

always be placed on port side. 

ANCHORAGE: Suitable anchorage in all weathers will be indicated by 

the Pilot. 

RESTRICTIONS: No night movements for tankers with LPG or refined 
etroleum cargoes. 

MAX. SIZE: Tankers: Length 260 m. Draft up to 13 m. Waiting zone for 

vessels in ballast; depth 10 m. 

Commercial Port: Draft between 7m.to9m. 

HEALTH: Free Pratique given by Brigade Maritime on arrival, unless 

suspected disease on board when Port Doctor will visit the ship. Pratique 

is automatic after calling at another Algerian Port. - 

RADIO: Alger Radio. 

TUGS: Available under direction of Pilot by VHF contact. Ship's lines 

always used. 2 tugs required for berthing and unberthing. 

BERTHING: 23 berths with depths 5.5 m. to 10.0 m. 

TANKERS: Sonatrach Oil Terminal: 3 loading piers for crude oil. 

Pier No. 1 for vessels up to 41.50 m. draft. 4x10 in. hoses. 

Pier No. 2 for vessels up to 12.50 m. draft. 4x12 in. hoses. 

Pier No. 3 for vessels up to 13.00 m. draft. 4x12 in. hoses. 

Maximum pressure allowed 3 kgs. 

Loading rates up to 4,000 t.p.h. 

BALLAST: All dirty ballast to be discharged ashore; 2 hoses available 
at each berth, can receive ballast up to 2,000 t.p.h. 

Vessels berthed at Piers No. 2 and 3 cannot discharge ballast 
simultaneously. 

Clean ballast may be discharged to sea, only if vessel is in gas-free 
condition. 

Thick slop residues may only be accepted subject to terminal 
operator's approval, but only in quantities of less than 100 tons. 
DENSITY: 1025. 

FRESH WATER: Available at Berths No. 2 and 3 only, subject to 
24 hours’ notice. preent rate about 15 t.p.h. 

FUEL: Available at all onatrach berths, subject prior arrangements. 
No barges. 

FIRE PRECAUTIONS: Anchors must be hove-up while vessel is moored 
in berth. A fire wire must be provided fore and aft for tug’s use if 
necessary. 

Tanker's fire-fighting equipment must be ready for use on fore and 
main deck. 

3 tugs are equipped with fire-fighting apparatus. 

CONSULS: France. 
REPAIRS: Very limited facilities. No dry docks. No possibility for radio/ 
radar repairs. 

No repairs may be carried out on board a tanker without first obtaining 
the Harbour Master's permission. 

WATCHMEN: Not compulsory but recommended. The Port 
Commandant may impose a guard on vessels carrying certain cargoes. 
CUSTOMS ALLOWANCES: 3 packets cigarettes and 1 bottle of wine 
or alcohol per man per day. 

REPATRIATIONS: Can be arranged via Algiers. 

AIRPORT: Dar-el-Beida International Airport at Algiers, 240 km. from 


(See Plan) 


Bejaia. 

POLICE/FIRE/AMBULANCE: Police, tel. 92.04.22. Ambulance/Fire, tel. 
92.00.02 or 14. 

TELEPHONES: None on board, but telephone exists at each tanker 


berth. 
SHORE LEAVE: Allowed, provided seamen carry identity cards or shore 


passes. 
aaa ae bed Port to be expanded to accept vessels of 30,000 
.w.t. 


SHIPMASTER’S REPORT: January 1987. 
While anchored at Bejaia waiting to berth, the vessel was boarded by 


No discrepancy between contents of bonded store and Stores List. 
No discrepancy between contents of general stores and Stores List. 


excuse. 

In order to avoid a “stiff” penalty (US$1,000.00) and delay to the 
vessel, a large quantity of stores were removed by the Coast Guard. 
They consisted of 12 bottles whisky, 12 cartons cigarettes, 4 bottles 
rum, 2 cases beer, tins of sardines, luncheon meat, corned beef, 
herrings and mandarine oranges, jars of mixed fruit jam, jars of 
marmalade, tins of mixed fruit, butter, biscuits, apples and 3 legs of 
mutton. 

A signed statement “for the use of Bejaia Customs” was written on 
the reverse side of the Stores List stating that 9.5 litres spirits and 10,600 
cigarettes and various souvenirs had been removed from the vessel. 

All crew accommodation was searched and all soap in excess of one 
tablet per cabin was confiscated. 


SHIPMASTER’S REPORT: February 1989. 

Vessel: 90,000 d.w.t. 

Anchoring: Vessel anchored without a Pilot after contacting Port Control. 
VHF: Pilot on Channel 8. 

Tugs: For berthing vessel used one tug on the starboard bow with 
2 ship's lines and one tug on the starboard quarter with 2 ship's lines. 
A third tug was used for pushing alongside. 


= 


Moorings: Vessel berthed port side alongside with 3 head lines, 2 breast 
lines and 2 springs, forward and aft. The head lines and stern lines are 
the first lines sent to the shore. 
Shore Passes: Immigration issue 
passports which are taken ashore. 


shore passes in exchange for 


SHIPMASTER’S REPORT: September 1989. 

Fresh Water: When berthed at the oil jetty, fresh water is available 
between 0400 hrs. and 1100 hrs. 

Officials: The following personnel boarded the vessel on arrival: The 
Agent, Shipper, Loading Master, Surveyor, 3 Customs Officers, 
3 Immigration Officers, Doctor and 2 Port Control Officers. 

Cargo Documents: The Cargo Documents are delivered on board after 
completion of loading. This can be from 10 minutes after completion to 
as long as 3 hours after completion. 

Shore Passes: On our last visit to the port, shore passes were in short 
supply so we made extra copies. On this visit we used some of the 
copies we made and the Immigration officials asked us to hand over 
any blank copies we still had remaining. 


AUTHORITY: Office National des Ports, Mole Casbah, B.P.94, Bejaia. 
Tel: 92.18.04/05, 92.35.03. Telex: 83055, 83940. 


DELLYS: 36.55 N. 03.55 E. (See Plan) 


DOCUMENTS: Documents which the Master of the vessel must prepare 
prior to arrival for necessary port formalities. 

(a) for the Agent of Societe Nationale des Transports Maritimes or 
Compagnie Nationale Algerienne de Navigation (The two Algerian 
National Shipping companies): 

2 Crew Lists. 

2 Stores Lists, including bonded material. 

2 Foreign Currency Lists. 

5 Cargo Manifests. 

2 Stowage Plans. 

4 Notices of Readiness. 

2 Original Bills of Lading. 

2 Crew and Passenger Personal Effects Lists. 

(b) For Customs: 

4 Cargo Manifest. 
1 Crew List. 
1 Foreign Currency List. 
1 Stores List. 
(c) For the Police (Immigration): 
1 Crew List. 


PILOTAGE: Compulsory when entering 
movements (shifting). Pilotage operations only take place during the 
daytime. To request the Pilot, call the Port Captaincy by VHF Channel 
16, or by using signals laid down in the International Signalling Code. 

The Pilot boards the vessel within the confines of the anchorage zone. 
The pilot ladder must be positioned on the starboard side. 
ANCHORAGE: The Bay of Dellys, being open from the North to the 
East, offers a very good anchorage against winds from the West of N.W. 

The anchorage zone is within an area defined by a line joining the 
points of Dellys and Garrouba. 

Depths vary between 13 m. and 24 m., and the bottom Is rocky. 
RESTRICTIONS: Movements of vessels (entering and sailing) are not 
permitted at night. 

MAX. SIZE: The maximum authorised draft is 18 ft. 

Overall length is limited to 100 m. for conventional vessels, and to 
105 m. for Ro/Ro vessels. 

HEALTH: No procedure is stipulated in order to obtain Free Pratique. 

Nevertheless, and in the event of illness or infection being suspected 

on board, advise the Port Captaincy by VHF Channel 16 or by telex 
rior to arrival in the roads. 

RADIO: Algiers Radio is operative 24 hours a day, receiving on 500 kHz 

and 2182 kHz and transmitting on 1792 kHz. 

VHF: The Port Captaincy operates on Channel 16. 

TUGS: None available. 

BERTHING: The port has 2 quays (Quay No. 1 and No. 4), which are 

used by commercial vessels. Berthing at these berths Is subject to the 

dimensions of the vessel. 

STEVEDORES: The stevedoring service operates from 0700 hrs. — 

1900 hrs. in 2 shifts, viz. 0700 hrs. — 1300 hrs. and 1300 hrs. — 1900 hrs. 

The gangs are ordered through the Port Captaincy by the SNTM 
CNAN Agent for general cargo, and by the receiver where bulk cargo 
is involved. The vessel must notify its ETA to the SNTM/CNAN Agent 
at least 24 hours in advance of arrival. 

As the port has no cranes, operations are effected by ship's equipment 
(cranes, derricks, etc.). 

The average rates of discharge are in the order of 23 t.p.h. per gang 
for bulk cargo and 40 t.p.h. per gang for general cargo. 


MEDICAL: There is a hospital at Dellys for all medical treatment 
required 

The SNTM/CNAN Agent must be advised prior to the arrival of the 
vessel so that they may make the necessary arrangements. 
DENSITY: 1025 
FRESH WATER: Drinking water only available at Quay No. 4. 
FUEL: Not available. Vessels can bunker at Algiers port (55 miles) or 
at Bejaia (approx. 65 miles). 
CONSULS: None 
REPAIRS: Not possible. 
GANGWAY/DECK WATCHMEN: Not compulsory, but recommended. 
The SNTM/CNAN Agent is instructed to provide vessels with watchmen. 
OPENING/CLOSING HATCHES: These operations are to be carried 
out by the ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 
crew member per week. 
REPATRIATION: This can be carried out via Algiers with frequent 
departures to Europe by air and by car ferry. 
AIRPORT: “Houari Boumediene” International Airport at Algiers, 80 km. 
from Dellys. 
TIME: GMT plus 1 hour. 
POLICE/AMBULANCE/FIRE: Police: Tel: 42.95.27. Fire Brigade/ 
Ambulance: Tel: 42.90.50. These services are located within the port 


area. 
SHORE LEAVE: Crew members must carry a passport or Seamen's 
Book, and report to the Port Police where a shore pass will be issued. 
GENERAL: The predominant winds in the Port of Dellys are from the 
West and N.W. 

Ro/Ro vessels destinated for the Port of Dellys must be equipped with 
bow thrusters. 
AUTHORITY: Direction du Port de Dellys, Entreprise Portuaire d’Alger, 
Dellys, Algeria. Contact: Mr. N. Hasseni, Port Director. Tel: 42.98.48/ 
42.93.77. Telex: 76089 Porde Dz; Mr. A. Chaouadi, Port Officer. 
Tel: 42.91.79. 


GHAZAOQUET (Nemours): 35.06 N. 01.52 W. (See Plan) 


PILOTAGE: Pilotage is compulsory and is provided day and night, 
unless the port is closed. Whilst awaiting the Pilot the vessel must keep 
watch on Channel 12 or 16 VHF. 

Pilotage Area: To the East: meridian passing through the Touent 
Coastguard Station. To the West: the meridian passing through the 
village of El Amadra. 

ANCHORAGE: Limit of the anchorage area: To the East meridian 01° 
51’ 00” Long. West as far as its intersection with parallel 35° 07’ 22” 
Lat. North. 

To the North: Parallel 35° 07’ 22” between its intersections with 
meridians 01° 51’ 00” and 01° 52’ 42”. 

To the West: Meridian 01° 52’ 42” of Long. West to half a mile to the 
West of the head of the North Jetty as far as its intersection with parallel 
35° 08' 22”. 

The Port of Ghazaouet offers roads with good holding ground, but by 
virtue of its position, vessels are exposed to all weather. 
APPROACHES: From seaward and during daytime the best landfalls 
for the roads is Tadjera mountain (861 m.) or the square mountain of 
Trara 18 km. to the East of Ghazaouet and the summit of the mountain 
chain of Djebel Fillaoucene visible at over a distance of more than 
20 miles offshore in clear weather. 

The outer channel is 225 m. wide and 12 m. — 20 m. deep and the 
inner channel 166 m. wide and 11 m. — 12 m. deep. There are 5 lights; 
1 at the Two Brothers’ Rock (Les Deux Freres), one at the end of the 
West jetty, one at the head of the old West jetty, one at the West end 
of the North jetty and one on the pier of the North jetty. 

MAX. SIZE: Max. length 180 m. Max. Draft 28 ft. 

RADIO/VHF: A port radio station, call sign “Ghazaouet Radio’, has been 
installed near the lighthouse. The VHF operating channels are 16, 24, 
25, 26, 27 and 28. 

TUGS: One tug of 1,700 h.p. available. 


BERTHING: 
Quay Basin Berth Length Depth 
No. No. (m.) (m.) 
1 Skikda 1-2-3 300 6.0 
2 Skikda 4-5 160 7.0 
3 Skikda 6 123 7.0 
4 Skikda 7 94 7.0 
5 D'Oran 8 101 7.0 
6 D'Oran 9 125 7.2 
Fe D'Oran 10 103 val 
8 D'Oran 11-12-13 200 7.6 
9 Machrek 14 120 9.0 
10 Machrek 15-16-17 300 9. 


SPECIAL CARGO HANDLING FACILITIES: Quay No. 1 is used for 
discharging fish and inflammable goods are handled immediately on 
arrival by trucks. Quay No. 9 is used for handling acid if the length of 
the vessel is less than 100 m. If vessel over 100 m., loading of acid 
takes place at Quay No. 10 (Berth No. 15). 

There is a grain silo at Mole Tlemcen (Quay No. 10; Berths No. 16 
and 17). Capacity of silo 30,000 tonnes. 


ALGERIA 


PORT EQUIPMENT: 
Quay Cranes: 
2 x 10 tonnes (Stothert) 
Mobile Cranes: 
1 =x 40 tonnes (Kato) 
1 x 27 tonnes (Petitbone) 
1 x 2 tonnes (Rapier) 


Forklifts: 
12 x 3 tonnes (Steimbok) 
3 tonnes (Komatsu) 
6 x 5 tonnes (Toyota) 
1 x 5 tonnes (Manitou) 
5 x 8 tonnes (Toyota) 
3 x 10 tonnes (Toyota) 
1 x 28 tonnes (Hyster) 
0 x 6 tonnes (Komatsu) 
Other Equipment: 
1 tractor (Sisu) for Ro—Ro traffic 
2 grain suctors (DK100) 
1 grain suctor (Vigan) 
STEVEDORES: Carried out by Port Monopoly — EPG. Work carried out 
in two shifts and from time to time a night gang is available. Working 
hours from 0700—1900. Port Director can extend working hours beyond 
1900 hrs. for vessels to complete operations and sail. 160 stevedores 
available. 
FRESH WATER: Available from hydrants along the quays. 
FUEL: This is not provided on a regular basis, however, small quantities 
are sometimes supplied by road tankers. 
POLICE/AMBULANCE/FIRE: Police tel. 32.10.26, Fire Brigade tel. 
32.10.14. Ambulance tel. 32.11.24. 
WEATHER: The strongest and most frequent winds are from the N.W. 
and with the entrance channel aligned East-West passage is dangerous 
since the currents generally follow the direction of the winds. 
ret (Ama No deballasting facilities available. Stores available through 
NAN. 
BANKS: B.E.A., Bd. Du ter Novembre, Ghazaouet. Tel: 32.11.68, 
S2ulsi50: 
C.P.A., Rue de la Republique, Ghazaouet. Tel: 32.10.51. 
B.N.A., Rue de la Republique, Ghazaouet. Tel: 32.12.80, 32.12.68. 
GENERAL: Lights: 
Ghazaouet Lighthouse: Lat. 35° 05' 09” N., Long. 01° 52’ 03” W. 
Passage Lights: Light on the Two Brothers (02), light on end of the 
West jetty, light on the West jetty head, light at the West end of the 
North jetty and a light on the mole of the North jetty. 
Max. Tide: 40 cm. 
Dominant Winds: Northeasterly and Northwesterly. 
Visibility: Excellent. 
DEVELOPMENTS: The following works are planned: the moles are to 
be re-surfaced and the fendering to be improved, a Ro/Ro ramp is to 
be built at Quay No. 6. Dredging work to take place. 
A maritime station for passenger vessels is to be constructed. 
Two cargo sheds to be built. First shed is at Mole Constantine 
(1,160 sq.m.) and the second at Mole Djanet (2,320 sq.m.). 


SHIPMASTER’S REPORT: 1982. 
Name: Ghazaouet (ex Nemours), Lat. 
OT 52" 218 Ww: 
Port Limits: As anchorage, a suitable one is within 1 mile of the port. 
The limits are observed around that area. 
Documents: Same as for Algiers. Also every vessel must have copies 
of Manifest and Bills of Lading, minimum 3 copies of each. 
Pilotage: Pilotage is compulsory for all vessels except those who comply 
with Article 178 of Maritime Code. Agents arrange for Pilot, who can be 
contacted on VHF Channels 16 and 14. On calling Channel 16 call 
“Ghazaouet Port Control”. Pilot boards in fair weather at anchorage or 
2 to 3 cables from the entrance. Pilot boat has a black hull. Pilot station 
is located at Quay “‘D”. 
Anchorages: No anchorage boundaries described. However anchorage 
in fair weather can be obtained in 15 to 20 fathoms of water which is 
about 3 to 5 cables North of Northern breakwater. Bottom is sand. 
Anchorage is not protected, it is mostly open and dangerous to winds 
from Northern semi-circle. 
Restrictions: Vessels can berth or sail any time of day or night. 
Max. Size: \t was not stated clearly. This vessel’s LOA is 147.5 m., and 
max. breadth of 21.5m. Berthing and unberthing was quite safe. 
Max. permissible draft as stated by Port Control is 10 m., but alongside 
this ship depth in places was 32 ft. Max. length stated which is possible 
for berthing is 170 m. 
Health: Pratique is granted after berthing. Two crew vaccination lists are 
to be submitted along with Maritime Declaration of Health (Algerian 
Form). 
Radio: At present there is no coast radio station. 
VHF: At Port Control VHF watch is kept during daytime and berthing/ 
unberthing. Calling Channel 16, working Channel 14. 
Radar: No radar facilities available. 
Tugs: There is 1 tug at present. Ship's lines are used. Tug joins the 
vessel outside the breakwater during fair weather. 
Berthing: There are 5 moles in Ghazaouet, details as follows: 

Mole Alger (A) — Quay No. 1. Depth alongside 7.5 m. to 8m. 

Mole De Batna (B) — Quay Nos. 2 and 3. Depth alongside 7 m. to 8 m. 

Mole Constantine (C) — Quay Nos. 4, 5, 6 and 7. Depth alongside 
8m. to 9m. 

Mole Djanet (D) — Quay No. 8. Depth alongside 8 m. to 9m. 

Mole Tlemcen (E) — Quay Nos. 9 and 10. Depth alongside 9 m. to 10 m. 
Specialities: 

Quay No. 1 — Dangerous Cargo. 

Quay No. 8 — Cereals. 

Quay No. 9 — Loading Acids. 

Quay No. 10 — Minerals. 
Cranes: As per available data. There are 2 cranes of SWL 10 tonnes, 
1 of 12 tonnes and 1 of 14 tonnes. Also there are 4 mobile cranes 
available, capacities are 22.5 tonnes, 1x5 tonnes and 124 tonnes. 
Bulk Cargo Facilities: The vessel carried corn in bulk. The cargo was 
discharged either into rail wagons or into trucks. Rate of discharge 
variable. If sufficient trucks or wagons available rate can reach up to 
600 tonnes per shift (approx). 


35° 06’ 00" N., Long. 


& 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Bridges: No bridges at Ghazaouet. 
Stevedores: Stevedores are arranged either by Agents or Receivers. 
No separate notice necessary by vessel. 
Medical: Doctors and hospital available at Ghazaouet. Agents to be 
informed in writing prior to anybody seeing the doctor. 
Density: Density was observed to be 1028. 
Fuel: None available. Gas oil may be supplied in barrels if sufficient 
notice given. 
Fresh Water: Available alongside each pier. Rate of delivery about 7 to 
40 tonnes per hour. 
Consuls: None. 
Surveyors: None. 
Gangway/Deck Watchmen: Agents arrange for same. As long as vessel 
is in port she must have shore watchman. Usual recommendation given 
in port is to lift gangway at night, if vessel not working cargo, at about 
2300 hrs. 
Customs Allowances: 200 cigarettes per man per week, 1 bottle of 
alcohol per man per week. : 
Time: GMT plus 1 hour. 
Telephone: Telephones are not available on board. 
Agents: Compagnie Nationale Algerienne de Navigation (CNAN). 
Telephone Numbers: The following important telephone numbers were 
obtained: 

Fire Brigade 32.10.14, Police 32.10.26, Pilots 32.13.45, Port Director 
32.12.20. 


AUTHORITY: Entreprise Portuaire de Ghazaouet, Rue de la Marine, 
B.P.217, ia. 32.12.20, 32.12.55. 
Telex: 18086. Contact: Med Maharar, Port Director/General Manager. 
Harbour Office: Mole de Constantine. Tel: 32.14.05, 32.12.32 and 
32.13.45. Telex: 
Captain. 


JWEL: 36.50 N. 05.47 E. 


DOCUMENTS: Same as “Algiers”. 

PILOTAGE: Pilot boards vessel off the breakwaters. Pilot working 
daytime only. Call Pilot on VHF Channel 16. 

ANCHORAGE: Off the breakwaters at a distance of 0.5 miles — 1 mile, 
depths from 12 fathoms to 20 fathoms. Anchorage not sheltered. 
TUGS: One tug available. 

BERTHS: There are six berths, one of which is a Ro-Ro berth. The 
South Quay 200 m. long and the North Quay 400 m. long. Max. draft 


10 m. 

CRANES: At the North Quay two cranes are available. All other 

equipment available. 

STEVEDORES: Work in two shifts from 0700 hrs. to 41300 hrs. and 

1300 hrs. to 1900 hrs. Fridays and holidays not worked. 

FRESH WATER: Available at Quays No. 1, 2, 4,5 and 6. 

SHORE WATCHMEN: At Master's discretion. 

CUSTOMS ALLOWANCES: 200 cigarettes and an opened bottle of 

spirits. Customs are very strict. 

CARGO GEAR: Stevedores use ship's cargo gear. 

REPATRIATION: Can be arranged via Agent. 

TIME: GMT plus 1 hour. 

IDENTIFICATION CARDS: On arrival Immigration Control inspect all 

passports and Seamen's Books. Shore passes are given at the harbour 
ate in exchange for passports, seamen’s books. 

AUTHORITY: Enterprise Portuaire de Jijel, Quai Sud, B.P. No. 87, 

Jijel 18.000, Algeria. Tel: (05) 465334. Contact: A. Mohamed, Chairman 

and General Manager. Captain B. Ahmed, Harbour Master. 


MOSTAGANEM (Mestaghanem): 35.56 N. 00.04 E. 
(See Plan) 


DOCUMENTS: 
7 Crew Lists. 


Certificates: All certificates are required in the case of an inspection from 
the Maritime Authorities or In the case of arrest. 
Coastguards & Customs: Visit by the Coastguards in the Roads. 

Visit by the Customs Officials at the quay. Manifests must be accurate. 
PILOTAGE: Compulsory. There are 3 Algerian Pilots; 24 hour service. 
Pilot boat is black with a white stripe. Vessels arriving after sunset, if 
no cargo work at night, will remain in the Roads until 0600 hrs. next 
morning. Vessels sail at any time during the night. 

ANCHORAGE: Vessels anchor about 0.5 miles from the Sea Jetty, 
recognisable by a lighthouse with a white light at its top (3 flashes, 
1 pause, 3 flashes, 1 pause). 

MAX. SIZE: Max. LOA 180 m. Max. depth of water 27 ft. 

HEALTH: Free Pratique !S granted upon berthing and producing Health 
Declaration and Vaccination List. If any Vaccination Certificates have 
expired, Free Pratique will be granted and Health Authorities will arrange 
the vaccinations on request. 


RADIO: Alger Radio, receiving on 2182 kHz., and working on 1792 kHz., 
on 24 hours basis. Also Oran Radio, listening on 2182 kHz., and working 
on 1735 kHz., on 24 hours service. Advisable to use the latter. 

VHF: At the Harbour Master's Office, working on Channel 16, officially 
24 hour service, English, French and Arabic spoken. 

TUGS: Two tugs available, request to be made to Pilot. 24 hour service. 
BERTHING: Eight berths available. Total length of quays, 1,100 m. 


Berth Length Depth 
No. (m.) (ft.) 
0 115 23 
1 140 24 
2 140 24 
3 132 24 
4 135 25 
5 135 25 
6 140 26 
7) 140 27 


Mey) 
CRANES: 2%6 tons and 3x15 tons. Also 5 additional cranes. 
STEVEDORES: Supplied by i 
from 0700 hrs. — 0100 hrs. Ship's gear to be used if cranes not available. 
MEDICAL: All facilities available. 
DENSITY: 1025. 
FRESH WATER: Available at certain quays, otherwise by tug. 
FUEL: No facilities. Vessels must proceed to Oran or Arzew for 
bunkering. 
CONSULS: None. 
REPAIRS: Only minor repairs can be carried out by workshop. Repairs 
on board with Port Captain's permission. 
GANGWAY/DECK WATCHMEN: Not compulsory, 
recommended by Port Authorities and Agent. 
OPENING/CLOSING HATCHES: Can be performed by ship's crew or 
by stevedores. 
CUSTOMS ALLOWANCES: 1 bottle of spirits and 1 carton of cigarettes 
are allowed for every Crew member. Anything in excess of this amount 
will be sealed. 
REPATRIATION: It is possible and easily arranged by Agent (CNAN). 
AIRPORT: At Oran, La Seine Airport, 80 km. distance, with 3 daily 
domestic flights to Algiers. 
TIME: GMT plus 1 hour. 
HOLIDAYS: See “Algiers”. 
SHORE LEAVE: No restrictions, except for some nationals. 
IDENTIFICATION CARDS: On leaving the vessel, Crew members to 
carry their passports, which will be kept at the harbour gate, whilst 


but strongly 


ashore. 

PORT REGULATIONS: No repairs to main engine, no lifeboat practices, 
no work on hull and anchors without prior permission from Port Captain. 
Offenders will be heavily fined. 

DEVELOPMENTS: A Ro/Ro berth and a general cargo berth under 
construction. Depth of water 30 ft. 

AUTHORITY: Entreprise Portuaire de Mostaganem, P.O.Box 131, 
Mostaganem. Tel: 26.81.85, 26.04.07. Telex: 14036, 14086. 

Contact: M. Tahar, Director General. 


ORAN (Wahran): 35.43 N. 00.39 W. 


DOCUMENTS: 
Inward Declaration to be completed and handed to the pilot. 
Crew List. 
Manifest of Arms on board. 
Cargo Manifest. 
Stowage Plan. 
Passenger Manifest. 
Seamen's Books. 
Health Declaration. 
Crew Declaration for Customs. 
Ship's Stores Declaration. 
PILOTAGE: Compulsory. Arranged by Agents’ basis vessels ETA. 
International Code signals used. Pilot boards at port entrance. 
ANCHORAGE: Anchorage is along the meridian of 00° 39’ West and 
the latitude of the 612 m. mark of Djebel-Khar. 
Large vessels anchor with the assistance of a port pilot. 
APPROACHES: The approaches to the port are indicated by: 
The lighthouse 11.5 miles to the East, with the addition of a radio 
beacon, in position Lat. 35° 51' 40" N., Long. 00° 29’ 19" W. 
Cap Falcon Lighthouse 9.5 miles to the West, in position Lat. 
35° 46’ 08” N., Long. 00° 47' 09" W. 
Access to the port: An access channel 150 m. wide and 24 m. deep |s 
indicated by a rotating white light in position Lat. 35° 43’ N., Long. 
00° 37’ W. 
Vessels entering or leaving the port must obligatorily use the 
navigation channels defined below: 
West Channel: 
A separation zone one mile wide is established, the axis of which 
connects the following geographical points: 
4. Lat. 35° 52’ 12" N. Long. 01° 12’ 06" W. 
2. Lat. 35° 48’ 36" N. Long. 00° 39’ 30” W. 
The external W.S.W. limit of the channel is fixed by the line joining 
the following geographical points: 
1. Lat. 35°52'12”N. Long. 00° 12’ 06" W. 
2. Lat. 35° 48’ 36" N. Long. 00° 39’ 30" W. 
On both sides of this separation zone, a safety zone |S instituted which 
is 1.5 miles wide. 
The main traffic lane !s orientated 090° — 270°. 


East Channel: 
A separation zone one mile wide is established, the axis of which joins 
the following geographical points: 
1. Lat. 35° 02’ 30" N. Long. 00° 26’ 44” W. 
2. Lat. 35°52’ 00" N. Long. 00° 34’ 44" W. 
The external Eastern limit of the channel is fixed by the line joining 
the following geographical points: 
1. Lat. 36°01’ 24” N. Long. 00° 24' 24” W. 
2. Lat. 35°51'00"N. Long. 00° 32’ 24” W. 
On both sides of this separation zone, a safety zone is established 
which is 1.5 miles wide. 
The principal traffic lane is orientated 032° — 212°. 
RESTRICTIONS: The port is open to navigation throughout 24 hours. 
MAX. SIZE: Length 800 ft. Draft 38 ft. 

HEALTH: Free Pratique is granted by the Maritime Health Brigade on 
arrival, provided no anomalies or illness have been discovered on board. 
Pratique is automatic for vessels coming from other Algerian ports. 

RADIO: Oran Radio, Arzew Radio and Boufarik Radio. 
TUGS: 1 x 1,200 h.p., 1 x 1,500 h.p. and 1 x 1,700 h.p. 
BERTHING: Mole 1: Tankers, depth alongside 39 ft. Mole 2: Tankers, 
depth alongside 33 ft. Cargo vessels: Twenty berths at quays with 
depths from 20 ft. to 33 ft. alongside. 
MEDICAL: Doctors and ambulances are available to give help to sick 
seamen. Visits are arranged by the ship's agent. 
FRESH WATER: Available on the quay. Employees of the Port 
Undertaking attend to connection and disconnection of hoses. 
FUEL: Bunkers can be delivered by barge belonging to NAFTAL, at a 
rate of 50 cu.m.p.h. — 150 cu.m.p.h. 
Lubricants are supplied by NAFTAL, by arrangement through the 
ship's agent. 
REPAIRS: Only minor repairs can be effected. 
WATCHMEN: Not compulsory but recommended. The Port 
Commandant may impose a guard on vessels carrying certain 
categories of hazardous cargoes. 
The accommodation ladder is to be raised at night. 
CUSTOMS ALLOWANCES: Three packets cigarettes and one bottle 
of wine or alcohol per man per day. 
AIRPORT: La Senia, 7 km. away. 
HOLIDAYS: 1st January, 1st May, 19th June, 5th July, 1st November. 
First Mouharem (Hegira Year), Aid-el-Fitr, Aid-el-Adha. 
AUTHORITY: Entreprise Portuaire d’Oran, Direction Generale, 
6 Avenue Mimouni Lahcene, B.P. 106, Oran, Algeria. Tel: 39.56.10, 
39.57.82, 39.37.82. Telex: 22422. Contact: The Director General. 
Capitainerie du Port, Mole Ibn-Batouta, Oran. Tel: 39.43.63, 39.23.37. 
Telex: 22308. Contact: Port Captain. 


SKIKDA: 36.53 N. 6.54 E. (See Plan) 


PORT LIMITS: South of a line joining Ras Filfila and Sirigina Island 
(096°-276°). Charter Party laytime starts at this line. 
DOCUMENTS: 
Harbour Master's Office: 

Ballast Declaration (for tankers). 

Certificate of Registry. 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Load Line Certificate. 

Radio Telephony and Telegraphy Certificates. 

Fire Extinguisher Certificate. 

Cargo Gear Certificate. 

IOPP Certificate. 
Quarantine: 

Completed Declaration of Health. 

Valid Derat Certificate. 

International Vaccination Certificates. 
Customs: 

2 Crew Declarations. 

1 Ship's Stores Declaration. 

1 Crew Effects Declaration. 

1 Currency List. 

1 Narcotics List. 

1 Arms Declaration. 
Immigration Office: 

2 Crew Lists. 

1 Arms Declaration. 

Complete 4 Declarations given by the Immigration Agent. 
Agency: 

2 Crew Lists. 

Clearance from last port. 

1 Ship's Stores Declaration. 

1 Crew Effects Declaration. 

1 Currency Declaration. 

1 Narcotics Declaration. 
PILOTAGE: Compulsory for vessels of 500 g.r.t. and over. Pilotage 
arranged by calling Harbour Office on VHF Channel 16, working on 
Channel 14. 

There are 8 Pilots available at the port. 
ANCHORAGE: Safe anchorage in the authorised areas in the Roads. 
See chart for location. 


ALGERIA 


RESTRICTIONS: No berthing at night for tankers, LNG and LPG 
vessels. Unberthing possible day and night. 

Old Port Turning Basin: Diameter 360 m. Depth 11.0 m. 

New Port Turning Basin: Diameter 550 m. Depth 14.0 m. 

Wind Limits in Port: Old Port: Force 7-8 (Beaufort Scale). New Port: 
Force 5-6 (Beaufort Scale). 

MAX. SIZE: New Port: Berth No. 3: Max. LOA 260 m. Depth 16.0 m. 
Max. draft 14.80 m. 

RADIO/VHF: Skikda Radio and Annaba Radio on VHF Channel 16. 
Boufarik Radio on 2182 kHz. Also see “Pilotage”’. 

ETA: 24 hours Notice of Arrival required by telex or radio through a 
coastal radio station. ETA to include: LOA, draft, nature of cargo and 
tonnage. 

TUGS: 6 tugs, 1,500 h.p.—3,400 h.p. Tugs compulsory for vessels over 


1,500 g.r.t. 
BERTHING: 
Old Port: 
No. of Max. 
Quay Berth Berths LOA Draft Remarks 
(m.) (m.) 
1 P4 1 150 8.00 Bitumen 10,000 tons 
2 12 1 155 8.53 General cargo 
3 11 1 145 6.50 General cargo 
4 10 1 140 6.40 Silo 
9 2 130 6.00 20,000 ton 
8 140 6.00 General cargo 
5 7 3 135 6.00 General cargo 
6 125 6.00 Ro/Ro berth 
6 5 1 150 6.40 Ro/Ro berth 
7 4 2 160 9.00 General cargo 
3 80 6.00 General cargo 
8 2 2 140 8.50 General cargo 
1 140 8.50 General cargo 
Marinele nes 2 290 10.50 General cargo 
1 190 11.00 
Suan 3 220 12.00 |} Refinery products 
P3 230 13.00 
New Port 
No. of Max. 
Quay/Berth Berths LOA Draft Remarks 
(m.) — (m.) 
General Quay 1 240 10.00 
P1 1 230 12.80 Tankers — Berth 
P2 1 230 12.80 from 50,000 tons 
P3 1 260 14.80 to 100,000 tons 
LNG Berth 
ab ; roe ees from 45,000 cu.m. 
. to 90,000 cu.m. 
LPG — Berth 
P5 1 180 10.50 40,000 cu.m. 
Ethylene Aromatique 
Al 1 140 10.50 30,000 cu.m. 


CRANES: 1 90 tonne floating crane. 1x 120 tonne mobile crane may 

be available. 

STEVEDORES: First shift from 0540 hrs. to 1230 hrs. Second shift from 

1240 hrs. to 1900 hrs. Stevedores arranged by Agent or cargo receivers. 

MEDICAL: Hospital and medical services are available. 

TANKERS: Loading and unloading operations by FMC Arms of 12 in., 

14 in. and 16 in. Also see “Berthing”. 

DENSITY: 1023. 

FRESH WATER: Limited supply available at piers. 

FUEL: Available by barge, arranged by Agent. 

CONSULS: None. 

REPAIRS: Arranged by Agent. Permission of Harbour Master's Office 

required before any maintenance or repairs undertaken. 

DRY DOCKS: None. 

SURVEYORS: None. 

GANGWAY/DECK WATCHMEN: Usually ship's crew and ship's 
angway. 

OPENING/CLOSING HATCHES: By ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes per man per week. 

REPATRIATION: Possible. A Declaration is to be made to the 

Immigration Office 24 hours in advance of any crew departures. 

AIRPORT: Constantine (Ain el-Bey) 100 km. from Skikda, Annaba 

(Saline) 130 km. from Skikda. 

TIME: GMT plus 1 hour. 

EMERGENCY COORDINATION CENTRE: Contact Port Control, on 

VHF Channels 16, 14 and 12. Tel: (08) 95.51.42. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Shore passes supplied by Immigration 

Office. 

GENERAL: Supplies: Agent requires 48 hours notice. 

Regulations: All tankers are inspected by a Port Officer and Check List 

is completed before start of loading. 


SHIPMASTER’S REPORT: 1979. 

Pilotage: Pilotage is compulsory. When entering the port, Pilot is 
arranged with the Harbour Control. When leaving, the ship contacts 
Harbour Control on VHF radio once all documentation has been 
completed and the vessel is ready to leave. There are 5 Pilots attached 
to the port. 

Anchorage: The anchorage is sheltered from the South through West 
to N.N.W. by hills, but is open from the North through to the East. 
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During our stay at the anchorage the wind varied from S.W. to North, 
and at times a large swell built up, obviously from a disturbance away 
from the coast. | found secure holding ground in 30 m. to 40 m. of water 
1 mile North of the main breakwater of Skikda harbour for the 3 times 
we had to anchor, with 4.5 shackles of cable out on the starboard anchor. 
Our vessel rode out several severe squalls when other ships in the 
vicinity were dragging their anchors. ¢ 

Radio: There is a local radio station working VHF only, call sign “Skikda 
Radio”, calling frequency Channel 16 and working frequency Channel 
26. Local telephone calls to Skikda are handled very quickly, but 
overseas telephone calls can be subject to long delays, this is because 
they first have to go on the land line to Alger (Algiers) and this line can 


be congested, the same delay is also experienced when telephoning 


There is a local Port Control radio, Call sign “Skikda Port Control”, 
calling frequency Channel 16 VHF, and working frequencies Channels 
12 or 14 VHF. When approaching the port ships should call the “Port 
Control” and give the following: 

(a) Ships Name. 

(b) Nationality. 

(c) Gross tonnage. 

(d) Draft. 

(e) Length overall. 

(f) Tonnage and type of cargo for discharge at Skikda. 
) Last port. 

After which stand-by on Channel 16 for instructions. When at the 
anchorage it is a good idea to contact the Port Control each day to see 
if they have any instructions. Control seem to give the ships as much 
prior notice of movement as they can, and the Pilot will call on Channel 


and gas tankers that use the port in what is called the “New Port’, which 
is a new port complex built 1 mile to the East of Skikda to handle the 
export of natural gas. The tugs are really too big for use with vessels of 
the size of our vessel (3,200 d.w.t., 4,597 g.r.t.). 

Stevedoring/Port Facilities: The stevedores are part of a nationalised 
concern. General cargo discharge or’ loading is carried out by a 
combination of shore cranes and ships gear. Dangerous cargo is 
discharged directly on to trucks. The main grain discharge berth is by 
the silo, this berth is out of action for grain at present as the machinery 
is under repair. Once the machinery is in full working order they expect 
to be able to produce figures of up to 3,000 tonnes per day. 

We lay at the other grain berth on the outer harbour wall where 
discharge was commenced with a mobile sucker into a hopper, however, 
on the second day of work the machine became inoperative. They did 
try to work with a mobile crane, but the condition of the quay was such 
that the crane was unable to find a secure platform for work so we had 
to wait for another berth to become vacant and discharge by shore crane 
with a grab into hopper then into lorries. Once on the final berth the 
discharge progressed quickly taking 3 working days. Working hours: 
0600 — 1220 hrs., 1300 — 4900 hrs. and 2000 — 0300 hrs. 

The port is well equipped with mobile machinery, i-e., forklifts large 
and small, mobile cranes of different types, however, maintainance 
appears to be a problem. There is a floating crane of unknown lifting 
capacity, there was no safe working load marked on any of the cranes. 

There is a firefighting launch in the harbour equipped with several 
nozzles, the tugs are also fitted for firefighting. 

Stores: A limited amount of fresh provisions can be obtained, including 
fresh meat, however, it is expensive. We found that items such as 
cooking oil, butter and flour simply could not be obtained. The ship 
chandler is part of the Agency so once again is part of a nationalised 


they reach the desperate stage for fresh water and stores. 
Authorities: Skikda is unique in the ports of Algeria in the fact that when 


Guard. This means that Coast Guard officers board when the ships have 
anchored, examine the crew declaration, stores list, bonded stores list, 
currency declaration, crew cabins, and then seal the Bond. If laying at 
anchor for a long time they will come out and give an issue from the 


Once inside the port the local Customs Authorities take over. They 
visit on arrival alongside and also require, crew declaration, stores list, 
bonded stores list, currency declaration; dangerous drugs list and crew 
lists. They will give an issue from the bond, but only sufficient for use 
whilst the ship is in port. 

The Port Health and Immigration Officers also board on arrival 
alongside. Port Health requires the usual Maritime Declaration of Health 
and a list of vaccination dates, and Immigration require a crew list. If 
going out of the dock gate crew need passport, Seamens |.D. card or 
discharge book for presentation at the gate where they are issued with 
a shore pass and book is left in Police care until crew member returns 
to the dock area. 

It is a Police regulation that a shore watchman is employed day and 

night. The Agency arrange this, deal with the paperwork and present 
the bill for signature. 
Agency: There is only one agency in the port. The agency Is Compagnie 
Nationale Algerienne de Navigation (CNAN), a copy of their instructions 
to Masters |s presented below. One man being appointed to look after 
each vessel. 


ant 


Notice: 
Compagnie Nationale Algerienne de Navigation: 
Agency of Skikda. 
Notice: 
Dear Captain, 

In order to fix all necessary arrangements for your call and give 
the best possible turn-around, you are kindly requested to follow the 
instructions hereunder stated: 

1. ETA to be addressed to: Traffic Department. Cable: CNALNAV 
SKIKDA. Telex: 92.815. Telephone: 95-57-51; 95-57-52; 95-50-29. 

ist ETA: 72 hours, 2nd ETA: 48 hours and confirm via Skikda Radio 
definite ETA 24 hours before arrival (and to Harbour Control). 

2. Specify nature and quantity of cargo on board for Skikda together 
with dangerous goods if any, and name and address of receivers of 
dangerous cargo. 

3. State details of heavy cargo and clarify whether to be unloaded 
with ship's gear or shore cranes. 

4. Bunkers: Should be ordered from the Agent 24 hours before 
arrival and must be received from suppliers at latest 24 hours before 
sailing. This is very important in order to avoid delay. 

5. Shipchandler: Requirements should be ordered from the Agent 
or direct from the suppliers immediately on arrival and delivered latest 
12 hrs. before sailing. The bills should be signed by Master before ship's 
departure. 

6. Medical Assistance: Medical visits are fixed twice a day: 0900 hrs. 
and 1500 hrs. Emergencies excepted. 

Master should declare Crew members for doctor, morning for 
afternoon visit. Afternoon for next morning. 

All medicine should be ordered only by Master by letter addressed to 
the Agent. 

Tf Disembarking/Embarking: All Customs and 
formalities should be arranged 24 hours before sailing. 

Master should declare Crew members for repatriation latest 24 hours 
before sailing, otherwise no disembarking will be arranged. 

8. Custom's Fine: All penalties for whatever should be the reason 
must be paid by Master to Customs 24 hours before ship’s departure. 

Working hours of Customs office as follows: 

Morning 0800 


Immigration 


Afternoon 41430 — 1700 hrs. 
Thursday 0800 — 1100 hrs. 
Friday No work 


on Friday and holidays office is closed. 

g. (a) Discharging and/or loading operations must be carefully 
checked by Master and all remarks should be mentioned on stevedoring 
time sheets out-turn reports. 

(b) Watchmen in holds are recommended in order to avoid pilferage. 

Expenses involved for watching will be Owners or Charterers account. 

10. The Agent will deliver to Master on arrival, “forms of call’s report”. 
These documents should be carefully filled in and returned before 
sailing. 


SHIPMASTER’S REPORT: May 1984. 

New Port, Berth No. 3. 

Pilotage: 8 Pilots, 4 of whom are Algerian. Foreign Pilots have difficulty 
when communicating with tugs as tug skippers speak French or Arabic. 
Documents: 

5 Crew Lists (indicate Nationality and Seamen's Book Number). 

1 Health Declaration. 

4 Stores Lists. 

3 Personnel Effects Deciarations. 

3 Arms and Ammunition Lists. 

3 Narcotics Lists. 

3 Foreign Currency Lists (including Crew's personal currency). 
Restrictions: Vessels are able to berth between 0600 hrs. and 2100 hrs. 
and unberth up until midnight. 

Vessels to have propeller immersed and be trimmed less than 3.0 m. 
by the stern. 

Entrance Channel: 1 Green buoy at the entrance, with plenty water 
on both sides. Channel dredged to 18 m. There is a sandbank on the 
port side of the inner entrance with less than 8 m. depth. Care is needed 
when leaving berth without Pilot (which seems normal practice here in 
Winter time.). 

Tugs: 4 tugs from 2,500 h.p. — 3,500 h.p. (2 tugs forward and 2 tugs 
aft). Ship’s ropes used. 

Berthing: Vessel berthed at No. 3 “Jetee du Large”, port side to. Depth 
of water 16.0 m. 4x16 in. loading arms, but only one available, rate 
2,200 cu.m.p.h. 412 in. arm for bunkers. 

The use of wire ropes for mooring is very difficult, some Pilots require 

rope moorings. 

VHF: Channels 16 and 14. 

Time: UTC plus 1 hour. From June 15th until end of December, UTC 
plus 2 hours. 


SHIPMASTER’S REPORT: June 1987. 
Documents: 

8 copies Crew List. 

3 copies Crew Declaration. 

3 copies Manifest (Ship's Stores, Currency (including Safes, etc.). 

1 copy Health Declaration. 

2 copies Currency List. 

6 copies Cargo Manifest. 

The Authorities are very strict, especially over currency (including 
Master's safe) and alcohol. A Ship's Fixture List is required which is tc 
include radios, computers, photocopiers, etc. 

Pilotage: Pilot boarded at entrance to breakwater. 
contacted on VHF Channel 14. 

Anchorage: \n depth of 20.0 m. with breakwater light bearing 108° T a 
a distance of 0.8 miles. 


Pilot may be 


Restrictions: Berthing times are flexible. The following are approximate 


times only. 
Summer Berthing 0600 hrs. — 2000 hrs. 
Winter Berthing 0900 hrs. — 1800 hrs. 


Summer Unberthing 0900 hrs. — 2000 hrs. 

Winter unberthing 0900 hrs. — 1800 hrs. 
VHF: Port Control operate 24 hours on Channels 16 and 12. 
Berthing: Vessel berthed at Berth No. A1 in Port Methanier to load 
ethylene. 

Vessel berthed starboard side to, inner berth on the inner breakwater. 
The port anchor is to be kept ready. A tug from the general cargo port 
pushes vessels alongside. A launch runs the moorings, 2 lines and 2 
springs forward and aft. The fendering is good. Ship's gangway used. 
Loading: Ethylene loaded at 200 tonnes p.h. Liquid and vapour arms 
are 8 in. 150 ASA. 

Vapour return to flare by way of shore compressor. 

The surveyors were helpful and documentation carried out quickly. 

Vessel stays alongside to cool to —100° C. 

Loading temperature — 99° C. 

Medical: Doctor and dentist available. Only emergencies handled on 
Tuesdays and Fridays. 

Fresh Water: Not available at berth or from barge. Limited quantities 
available by tug. 

Fuel: All grades available in harbour by barge. Also available at 
anchorage in good weather. 

Repatriation: There are direct flights to Paris and Marseilles from 
Constantine 100 km. away. 

Outward flights from Algiers, it takes 3 days to arrange clearance, 

tickets, etc. 

Holidays: Moslem holidays are Tuesday and Friday. 

Stores: Choice is limited and prices are high. Agent requires prior notice 
of vessel's requirements. 

Approximate costs (per kilo): Frozen Meat US$ 32.0, Potatoes US$ 2.0, 
Tomatoes US$ 3.0, Apples (eating) US$ 7.0 

Developments: In the near future the deep channel between the 20 m. 
contour and Berth No. P2 is to be dredged to 18.0 m. C.D. 

Buoy No. 6 has been moved to a new position of Lat. 36° 53.45’ N., 
Long. 06° 56.9’ E. No. 1 Buoy has been withdrawn. 

There is a new outfall for the chemical works just East of the inner 
breakwater, adjacent to Berth No. A1. 


AUTHORITY: Entreprise Portuaire de Skikda, B.P. 65, Avenue Reski 
Rahal, Skikda, Algeria. Te/: (08) 95.98.29. Telex: 87840 Epski. Contact: 
Harbour Master. Tel: (08) 95.51.42. Telex: 87907 Caski. 

AGENCY: General cargo ships: CATM, Port of Skikda. Tel: 
(08) 95.57.51/52. Telex: 87.815/87.948/87.077. 

Tankers: SNTM/HYPROC, Port of Skikda. Tel: (08) 95.65.68/95.92.73. 
Telex: 87091 and 87973. 


NOTES 
Please also advise Shipping Guides Ltd. 


ALGERIA 
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American Samoa NOTES 
Please also advise Shipping Guides Ltd. 


PAGO PAGO: 14.17 S. 170.41 W. 


DOCUMENTS: 

4 Copies Manifest. 

4 Copies Freight List. 

4 Copies Crew List. 

4 Copies Passenger List. 

4 Copies Stores List. 

Clearance from Last Port. 
PILOTAGE: Not compulsory. Two pilots available. Vessels must make 
arrangements 72 hours prior to ETA and communicate by VHF Channel 


Requesting Pilot: Request for pilot may only be made by the Agent or 
the owner's representatives at the Harbour Master's Office. 

Pilot Station: Pilot will board vessels at Pilot Station (Buoy No. 2) or 
Whale Rock Buoy, and off Tower Rock in extreme calm weather 
conditions. 

APPROACHES: Depth at entrance 55 m. to 73 m.,; fine basin with 55 m. 
to 73 m. but very exposed to heavy swell, making outer part of harbour 
unsuitable as anchorage. Harbour is small with numerous banks in its 


depth 11 m. to 45.8 m. Best anchorage for large vessels in 36.6 m. off 
Fagatogo village, West of former Naval Station. Anchorage also in outer 
harbour in good weather. 
ANCHORAGE: See “Approaches’’. 
RESTRICTIONS: Entering and berthing up to 2200 hrs., weather 
permitting. 
MAX. SIZE: Largest vessel: 43,000 tons. Max. draft 11.4 m. 
TUGS: 3 Tugs. 1 * 1,750 h.p., 1 * 1,530 h.p. and 1 x 300 h.p. 
BERTHING: The average depth of harbour is about 45.8 m., at Main 
Wharf 9.97 m. Station Main Dock, for handling general_ cargo is 
423.42 m. long, 18.29 m. wide and 9.74.m. depth alongside. Fuel Dock, 
for fuelling only, is 423.91 m. long, 13.71 m. wide and 10.08 m. depth 
alongside. Customs Dock, for handling general cargo, is 121.91 m. long, 
6.10 m. wide and 2.74 m. depth alongside. Between the Station Main 
Dock and the Fuel Dock is a new extension to the Main Dock of 
352.23 m. long, 20.73 m. wide where vessels with drafts up to 6.3 m. 
are allowed to berth alongside. Plans for dredging depth alongside up 
to 10.15 m. are underway, also for completion of the new dock. 
Private Wharves: TwO cannery wharves on North side of harbour, each 
extending to 121.91 m. with 7.01 m. alongside at L.W. Another wharf 
belonging to Southwest Marine Co. at North side of harbour is 152.44 m. 
long, 15.24 m. wide and 7.01 m. depth alongside. This whart is parallel 
with cannery docks. 
CRANES: 1 Mobile crane of 90 tons capacity and 1 mobile crane of 
60 tons capacity. Two floating cranes, one with a capacity of 25 tons 
and another with a capacity of 65 tons. Cranes of 2.5 tons to 35 tons 
capacity available. 
SPECIALISED CARGO HANDLING FACILITIES: Containers and Ro/Ro: 
Container ships up to 249.93 m. LOA with a maximum draft of 9.97 m. 
berth at the Main Dock. Six mobile container forklifts available for 6.19 m. 
containers. 
STEVEDORES: Working Hours: 0730 hrs. — 1600 hrs., Monday to 
Friday. Rate for general cargo 32 tons — 40 tons per hour. 
MEDICAL: Government owned Lyndon B. Johnson Tropical Medical 
Center at Faga’alu, Pago Pago, American Samoa 96799. 
TANKERS: Facilities for vessels up to 195.06 m. length and 10.1 m. 
maximum draft. Tanker discharge facilities include 1 * 42 in. pipeline 
for fuel oil, 1 x 6 in. pipeline for diesel oil, 1 = 6 in. pipeline for gasoline 
and 1 x 4 in. pipeline for kerosene. Rate of discharge unlimited. 
FRESH WATER: Available in unlimited quantities except during the 
three months commencing June 15th. 
FUEL: Diesel, gasoline and lube oil available. 
REPAIRS: Available through Southwest Marine of Samoa Inc. in Pago 
Pago. Tel: 644-4123, 633-2883. Telex: 525 SWM SB. 
AIRPORT: Tafuna International Airport is 11.2 km. from the port. 
HOLIDAYS: Local Holidays: New Year, President's Day, Good Friday, 
April 17th, Memorial Day, July 4th, Labour Day, Veteran's Day, 
Columbus Day, Thanksgiving Day, Christmas Day. 
POLICE/AMBULANCE/FIRE: Tel: 911, 633-1111, 633-1222. 
DEVELOPMENTS: Enlargement of existing container yard. 
GENERAL: Traffic — 1987: 973 vessels. Total 1,579,608 tons cargo. 
Floating Equipment: 240 ton barge and several other small craft. 
Stevedoring handled by 2 local stevedoring companies. 

Kneubuh! Maritime Services Corporation. Telex: 705. 

G.H.C. Reid Shipping & Stevedoring Co. Telex: 782514. 
Provisions: Fresh provisions and fruits, tinned foods in large quantities 
and meat available. Pork and poultry also available. Ice is available. 
Offshore Facilities: Four mooring buoys in inner harbour. 
Tides: Average rise and fall 1.2 m. 
AUTHORITY: Department of Port Adrninistration, Government of 
American Samoa, P.O.Box 1539, Pago Pago, American Samoa 96799. 
Tel: 633-4251, 633-4858, 633-4449. Contact: Mr. Leroy Ledoux, Port 
Director (Tel: (684) 633-4251). T. Tafaoa, Deputy Port Director (Tel: (684) 
633-4858). Captain J.A.Reid, Harbour Master (Tel: (684) 633-4251). 


Angola 


CABINDA: 05.32 S. 12.11 E. 


DOCUMENTS: 

7 Manifests for each port of origin of cargo for Cabinda, plus 1 copy 
of each Bill of Lading. 

Passenger Lists (Disembarking/in transit) even if “nil”. 

Crew Lists. 

Lists of ports previously visited. 

Lists of Crew vaccinations. 

Lists of Ships Stores. 

Personal Effects Lists. 

Firearms and Ammunition Lists (even if “nil’). 

Lists of Animals and Birds. 

Other forms intended for Customs, Health, etc., can be filled in on 

arrival. 

CERTIFICATES: Ship's register, certificates of deratting (valid) and 
certificate of life saving equipment. 

PILOTAGE: Government Pilots’ service is obligatory. Radiograms giving 

ETA to be sent to Agents via Luanda Radio (or by telegram from previous 

port), and anchorage to be used which is the closest to Cabinda, 

provided locations permit. The vessel is visited by port authorities, and, 

if necessary, the vessel may shift to another anchorage. 

When the cargo is for the account of Cabinda Gulf Oil Limited, the 

vessel must be moved closer to Malongo where the oil companies have 
their own berth for discharge of various cargo into barges. 
Tankers: The Mooring Master boarding area is located approximately 
3 miles W.S.W. of the Malongo SPM. The Mooring Master, from 
CABGOC, moves arriving tankers and assists in mooring to buoy. 
Assistance from a tug is unnecessary. Berthing operations are normally 
carried out during daylight hours. Unmooring is permitted at any time. 
Attention must be paid to oil wells and pipe-lines in that area. All 
platforms have lights which emit the letter “U” in Morse Code. Approach 
must be made from the West. 

It is requested that vessels have on their port side and at the stern a 
properly equipped and illuminated accommodation and/or pilot ladder. 

On the forecastle there must be 4 mooring cables. 1 steel cable of 
0.75 in. diameter with an eye and an appropriate shackle must be rigged 
on the derrick. 

ANCHORAGE: For vessels bound for Malongo, the anchorage is 
restricted where Cabinda Gulf Oil Limited is operating. See “Single Buoy 
Moorings”. 

MAX. SIZE: Cargo vessels, in the anchorage, with 32 ft. draft, may work 
at will. Vessels with greater draft can be accommodated further seaward 
but there is always the risk of swell hampering operations. 

Also see ‘Single Buoy Moorings”. 

CLEARANCE: Official authorities will board the vessel for clearance, 
normally after berthing/anchoring. 

In the event of arrival during the night, clearance will not be made 
before 0600 hrs. 

RADIO: A HF (SSB) radio telephone is installed in the Malongo 
Terminal, call sign “Malongo”, listening out throughout 24 hours, on the 
international frequency 2182 kHz. 

For communications up to approximately 50 miles, a VHF system is 
installed at Malongo, which uses the same call sign (Malongo Terminal) 
and is also manned throughout 24 hours. 

Initial contact on VHF, must be made on 156.8 MHz (Channel 16) 
and then by mutual agreement traffic can be passed on one of the 
following frequencies: 156.6 MHz (Channel 12); 156.45 MHz (Channel 
9); 156.7 MHz (Channel 14). 

Masters of vessels are requested to advise “CABGOC Cabinda” 72, 
48 and 24 hours in advance of the ETA, giving the name of the vessel, 
date and time of expected arrival, name of Master, and any other special 
information. 

SINGLE BUOY MOORINGS (OIL): 
Berth M: 

This terminal is called Berth “M” and is located about 8 miles W.S.W. 

of the Cabinda Gulf Oil Limited Terminal at Malongo. 

Position: Lat. 05° 26’ 11” S., Long. 12° 04’ 44” E. 

Water Depth: 75 ft. 

Identification: White light, 5 miles range, flashing every 20 secs. Morse 
Code Letter B (Bravo). 

Berthing: Night berthing only in an emergency. Unberthing day and night. 
Anchorage Area Position: Lat. 05° 27’ 21” S., Long. 12° 02’ 26” E. Water 
depth 130 ft. 

Approach to the anchorage area during night is facilitated by 
navigational aids on the platforms. 

Platform 84-22 Lat. 05° 26’ 37” S., Long. 12° 00’ 07” E. (white) 


(See Plan) 


ANWWNON® 


84-31 Lat. 05° 28’ 20" S., Long. 12° 00’ 06” E. (white) 
84-8 Lat. 05° 26’ 07” S., Long. 12° 03’ 13” E. (red) 
84-16 Lat. 05° 28’ 23” S., Long 12° 03’ 32” E. (green). 


Pilot Boarding Area: As above. 

Arrival Message: Masters are requested to advise CABGOC-Luanda 
(Angola) 7 days, 48 hours and 24 hours in advance of ETA. Export 
tankers with Telex facilities should contact Telex No. 3160 Malongo AN 
or 3498 Malongo AN. 

Radio: A Racon beacon is installed on Juliet Platform transmitting code 
signal “G". Juliet platform’s co-ordinates are Lat. 05° 24’ 50” S., Long. 
11° 59’ 29” E. and the Anchorage and Pilot Boarding Area is 
approximately 4.5 miles S.E. from Juliet Platform. 

Communications: HF radio telephone is installed in the Malongo 
Terminal, call sign “Malongo Terminal’, listening out throughout 
24 hours on the international frequency 2182 kHz. A VHF system is 
installed at Malongo Terminal, and is also manned throughout 24 hours. 
Initial contact must be made on Channel 16. 


ANGOLA 


Berth T: 

This terminal is called Berth “T" and is located about 25 miles W.N.W. 
from Cabinda Gulf Oil Limited Terminal. At this berth, a storage tanker 
named “Afran Ocean” is permanently moored and export tankers will 
berth alongside this vessel with the assistance of 2 tugs. 

Vessels berthing at Berth “T” should provide synthetic mooring lines, 
or mooring wires with synthetic tails. Vessels should have 6 mooring 
lines forward, 4 aft; 2 backsprings forward main deck and 1 backspring 
aft main deck. 

Position: Lat. 05° 13’ 10" S., Long. 11° 47' 12” E. 

Water Depth: Approx. 245 ft. 

Identification: White light, 5 miles range, flashing every 20 secs. Morse 
Code Letter D (Delta). 

Berthing: Berthing operations are carried out from 0600 hrs. to 1600 hrs. 
Unberthing operations during day and night time assisted by 2 tugs. 
Anchorage Area: The CABGOC Mooring Master on board the storage 
tanker “Afran Ocean” will instruct the Master of export tanker, but usual 
anchorage area is 2 miles North of the storage tanker. 

Pilot Boarding Area: Anchorage area. 

Arrival Messages: As per Berth “M”. 

Radio: A Racon beacon is installed on Lima Platform transmitting code 
signal “L". Lima Platform co-ordinates are: Lat. 05° 14’ 30” S., Long. 
11° 49' 44” E. 

Communications: As per Berth “M”. 

Incoming tankers should also contact storage tanker “Afran Ocean” 
via Atlantic Satellite 581-1240757 (Telex), 871-1240757 (Telephone). 
Max. Size: The SMB is designed for 2x 300,000 d.w.t. vessels. However 
hs fendering system in use limits the size of the export tanker to 155,000 

.w.t. 

Also see “Shipmaster’s Report” dated October 1986. 

BERTHING (SBM 1129 or Berth M): The berthing equipment is passed 
on board the vessel when the Berthing Master comes on board the 
tanker. 

Handling of Hoses: 2x12 in. hoses at Berth "M” (116 in. at Berth “T”) 
are connected to the manifold of the vessel on the port side. The handling 
of hoses is effected by the ship's crew, under the direction of a deck 
officer, in accordance with instructions of the Berthing Master. 

The derrick on the port side must be prepared with a wire of 0.75 in. 
diameter (minimum), with a minimum of 5 tons safe working load. 

The weight of hose is 5 tons. 

Ballast: Simultaneous deballasting and loading of cargo is required at 
the Cabinda terminals. Vessels must have the ability to load and 
deballast simultaneously, or load cargo, stop, deballast and finish 
loading cargo to maintain 30% of Summer deadweight. There are no 
facilities for receiving dirty ballast. At both terminals vessels must arrive 
with clean ballast sufficient for safe manoeuvring. Deballasting 
operations will be constantly checked by a representative of CABGOC, 
and the slightest evidence of pollution will cause permission for 
deballasting to be withdrawn. 

Cargo: The crude oil at Cabinda has densities varying from 26.3 API. 
to 34.6 API. Blend loaded has average of 32 API at Berth “M” (API 33.0 
at Berth “T”) . Some of this oil contains appreciable percentages of 
hydrogen sulphide, namely 8 p.p.m., which can cause a_ toxic 
atmosphere during loading. 

Loading: This is done by gravity at a rate of 25,000 bblis.p.h. at Berth 
“M” (30,000 bbis.p.h. by pumps at Berth "T”). About 30 minutes prior 
to completion, the representative of CABGOC must be advised so that 
the “Shutdown” between the vessel and the terminal may be co- 
ordinated. 

When the vessel has completed loading, the valves on the terminal 
must be closed. Only then may the vessel's manifold valves be closed. 

In an emergency the vessel may suspend loading operations. 

After completion of loading, the vessel will carry out a comparison 
between its own load measurements and those of the terminal. The 
verified quantity will be transmitted by radio and lists prepared and 
distributed — Bill of Lading and Manifest. 

Cargo documentation will be delivered to the Master of the vessel by 
the Mooring Masters and as quickly as possible. 

Tankers must be cleared very quickly so that there is no delay in 
departure. It is imperative that the Master declares prior to loading the 
tonnage required. Accurate meters ashore and on the storage tanker 
ensure that the ordered tonnage is supplied. 

SINGLE BUOY MOORING (LPG): LPG Berth. 

Please note that the “Berge Sisar” (75,680 cu.m.) is to be replaced 
by the “Berge Troll” (71,300 cu.m.). 

Pilotage: All manoeuvring of ships within the “Berge Sisar’ moorin 
area is to be done only in accordance with the advice of the CABGO 
Berthing Master, subject to the understanding that in all cases and 
circumstances the Master of the vessel being manoeuvred shall remain 
solely responsible on behalf of his vessel's Owner for the safety and 
proper manoeuvring of the vessel. 

Anchorages: Same as Berth M. 

Upon arrival at Anchorage/Pilot Boarding Area, the vessel’s Master 
shall tender Notice in writing that the vessel is in all respects ready to 
load. Such readiness shall include adequate cool down of and no 
contamination in cargo tanks. 

Upon receipt of Notice of Readiness, the vessel's agency 
representative, any Government Officials, together with appropriate 
CABGOC and “Berge Sisar” personnel will board the vessel for prompt 
clearance so that preparation can begin for mooring. 

The vessel shall not leave the Anchorage/Pilot Boarding Area until 
clearance in all respects has been received from the CABGOC 
Representative. 

Vessels are requested to have a pilot ladder safely and securely rigged 
in accordance with the requirements of SOLAS as instructed by the 
CABGOC Berthing Master. At night, adequate lighting must be Ne 
overside for the safe approach and boarding of Officials and CABGOC 
Representatives. 

The (a) Conditions of Entry Into and Use of the Port and (b)Agreement 
for Hiring of Tugs shall be presented to the Master for signature and 
shall apply. 
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Restrictions: \n the event of arrival during night, clearance will not usually 
be effected until 0600 hours. Berthing operations shall commence 
promptly after clearance is granted while unberthing may be performed 
at any time. 

Max. Size: The SPM buoy is designed to provide a safe mooring for the 
55,000 d.w.t. storage ship.Export vessels of 55,000 d.w.t., while moored 
to the storage ship, may safely ioad LPG while maintaining alignment 
of least resistance to wind, current, and waves. The maximum !oading 
allowed on the buoy by a full storage ship and export vessel is 140,000 
tons. The maximum allowable working pressure of the centre pipe shaft 
and valves is 400 p.s.i.g. 

Radio: Masters are requested to advise CABGOC — Luanda (Angola) 
7 days , 48 hours and 24 hours in advance of ETA, giving vessel's name, 
date and hour of expected arrival, Master's name, expected deballasting 
time, amount of cargo required, information on condition in cargo tanks, 
and any special requirements. 

Export ships with telex facilities should contact Telex No: 3160 

Malongo An or 3498 Malongo An. The “Berge Sisar” may also be 
contacted via satellite 805/905—1312105/LHVU. 
VHF: A high frequency (H.F.) radiotelephone system is installed at the 
Malongo Terminal and uses the call sign, “Malongo Terminal”. 24 hour 
watch is maintained on the International Calling frequency of 2182 kHz. 
After making the initial contact on 2182 kHz, agreement must be reached 
between the vessel and Malongo to move to any of the following 
frequencies: 2738, 2638, 2056, 2049 kHz. This facility is for medium 
range communications and should reach, under normal conditions, 
600 miles by day and about double this distance at night. 

For short range communications of approximately 50 — 80 miles, a 
VHF system is in operation at Malongo. It covers Channels 1 through 
78. CABGOC monitors 24 hours a day Channels 16 (156.8 MHz) and 
12 (156.6 MHz). The radio call sign is “Malongo Terminal”. 

Ship to ship communications will be on a separate frequency to be 
determined at a later date. Two hand-held R/T units will be distributed 
to both ships’ chief officers by the CABGOC Berthing Master. Receipts 
for these units must be signed by the chief officers. 

Tugs: 2 tugs assist with berthing. 

Berthing: LPG is loaded from the storage tanker “Berge Sisar’. This 
vessel has a capacity of 75,000 cu.m. and is moored to a single point 
mooring buoy located at a position with a minimum depth of water of 
100 ft. MLWS. 

The geographical location of the buoy is Lat. 5° 24.9’ S., Long. 
12;,01-3.'E: 

The “Berge Sisar’ receives the LPG at ambient temperature through 
a bow loading line from the SPM. The LPG is refrigerated and stored 
aboard the “Berge Sisar’. The “Berge Sisar” is equipped with fenders 
slung from davits on her starboard side; tankers will therefore berth 
portside alongside the “Berge Sisar” and receive refrigerated cargo from 
her. 

The export tanker will be moored alongside the “Berge Sisar” 
according to a mooring plan to be agreed between the Master of the 
“Berge Sisar’, the CABGOC Berthing Master and the Master of the 
export tanker. Fendering between the two vessels consists of 4 large 
fenders each 10 ft. in diameter by 20 ft. length at water line level, and 
5 secondary fenders positioned close to the freeboard deck. A mooring 
boat will be provided by CABGOC in order to run lines between the two 
ships. Vessels should provide synthetic mooring lines, or failing that, 
mooring wires with synthetic tails. This is necessary in order to provide 
sufficient elasticity in the mooring arrangement to take account of 
differential rolling periods of the two ships. Vessels should have 4 
mooring lines forward, 4 aft, 2 backsprings forward and 2 backsprings 
aft. 

The mooring system will be subject to variations. 

Storage Ship: The LPG Storage Ship is the Norwegian registered “Berge 
Sisar’. The vessel has the following characteristics. 


Length 737 ft. 
Breadth 112 ft. 
Draft 39 ft. 
Freeboard 41 ft. 


Dead Weight Tons 55,173 (Summer) 
Cargo Capacity 75,684 cu.m./500,000 bbis. 
No. Cargo Tanks 4 

The ship is equipped with 6100 ton refrigeration units to chill 
incoming liquids to —50°C and refrigerate storage tanks to remove heat. 
The ship is capable of storing propane, butane, and propane-butane 
mix. The ship has an emergency shutdown capability in the event of 
equipment failure. The system will shutdown pumps and provide for 
necessary valve closures to protect the ship. 

Determination of “Berge Sisar” onboard quantities will be by the ullage 
method. The quantities measured will be temperature corrected to give 
actual amount of each cargo tank. The storage tank will be sampled 
and analysed by chromatograph at least once per week. 

The ship is equipped with a stern thruster mounted aft to maintain 

relative positive to the SPM buoy. 
Hose Connection: CABGOC will advise on hose connection and will 
remain on board throughout the vessel's stay on the berth to co-ordinate 
the loading operation; therefore, adequate accommodation must be 
provided. 

The “Berge Sisar” will present 2x8 in. lines to the manifold of the 
exporting vessel. Normally, both of these hoses will be for loading of 
LPG and the third hose string will serve as a standby vapour return line, 
should this be required. Normally, vapours will not be allowed to be 
returned to the “Berge Sisar’. It will be the responsibility of the export 
tanker to co-operate with the CABGOC personnel in making the 
connection of the two hose strings to the manifold. 

The ‘Berge Sisar” is equipped on her starboard side with 2 hydraulic 
telescopic hose-handling cranes and 1 conventional derrick. The derrick 
is not considered suitable for hose-handling except under very 
favourable weather conditions. The telescopic cranes can lift two 8 in. 
liquid hoses. 
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With agreement between the two Ships’ Masters, 2 liquid hoses may 
be used, in which event they will be connected to the manifold/metering 
unit by means of one Y-reducer, from 14 in. 150 ASA to 28 in. 150 
ASA. Each hose is expected to have a flow of approximately 600 t.p.h. 
If 2 liquid hoses are used the export vessel shall be responsible for the 
safe handling of any vapours generated during loading. 

The hoses will be brought to a landing position on the export vessel 
approximately 20 ft. forward or aft of the manifold section. The hoses 
will be connected to the export tanker manifold by means of 90°, 60° or 
45° bends, and the 20 ft. of hoses resting on deck will be expected to 
absorb any normal movements between the 2 ships. 

The hoses are equipped with flap-valves as close as possible to the 
manifold on the export vessel. Normal flanges are 8 in. 150 ASA, but 
8 in. 300 ASA flanges can also be matched. Reference should also be 
made to the OCIMF publication “Standardisation of Manifolds for 
Refrigerated Liquefied Gas Carried for Cargoes from 0°C to —104°C. 

The export vessel will always have to use the manifold on its port side 

(port side to “Berge Sisar's’” starboard side). 
Loading: Notice of Readiness will not be accepted at time of arrival, 
unless the vessel is, in all respects, ready to load and the final safety 
check is completed and the cargo hoses are hooked up and tested with 
nitrogen. The Master of the export vessel is required to have the blank 
flanges removed from his vessel's port side loading manifold before 
mooring in order to expedite the connection of hoses. Two 8 in. 
connections will be used. 

While the vessel is being cleared, the CABGOC representatives will 
give the Master of the export vessels written specifications concerning 
the anticipated loading conditions, i.e. gravity, temperatures, loading 
rates, etc. 

There are no facilities available to discharge excess cargo should the 
vessel overload. It is, therefore, imperative that the export vessel's 
Master declare the tonnage he requires prior to loading. 

Cargo loading is by “Berge Sisar's” deep well pumps at a rate of 
approximately 14,000 bbls. (1,175 metric tons) per hour. 

Spot lights should be rigged on both wings of the bridge and on the 
forecastle of the export tanker to supplement the “Berge Sisar’s”’ lighting 
during transfer operations. 

About 30 minutes before the cargo loading is expected to be 
completed the CABGOC representative should be advised in order to 
co-ordinate the loading shutdown. 

When the vessel has completed loading the cargo, loading line valves 
on the “Berge Sisar’ will be closed; only then may the export vessel's 
manifold valves be closed. (In an emergency, however, the export 
vessel may shut down against loading with immediate notification to 
“Berge Sisar’). 

After completion of loading operations, both vessels will be ullaged. 
A Bill of Lading, Cargo Manifest, Ullage Report, Certificate of Quality, 
Certificate of Quantity, Certificate of Origin, and Time Log will be 
presented to the export ship Master for his acceptance and signature. 
The official quantity and quality of the LPG delivered onboard the export 
yeseel shall be determined by CABGOC equipment on the “Berge 

isar’. 

The number and size of LPG samples taken will be determined by 
CABGOC. “Cabinda LPG” will have varying gravities ranging from 0.505 


to 0.595 specific gravity. 


Fresh Water: Not available. 

Fuel: Not available. 

Repairs: Not readily available. 

MEDICAL: Arrangements can be made for a doctor to visit the vessel 
on arrival. There are hospital facilities. Serious cases are sent to Luanda. 
Crew must have certificates of inoculation against yellow fever and 
cholera. 

DENSITY: 1025. Influence of the current of the River Zaire varies 
according to the time of the year. 

FRESH WATER: Supply cannot be guaranteed. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: Very limited facilities. 

WATCHMEN: Not necessary. The authorities place a port policeman 
on board. 

OPENING/CLOSING HATCHES: By the crew or stevedores. 
CUSTOMS ALLOWANCES: Customs normally place no restrictions on 
the consumption of alcoholic drinks on board, but under no 
circumstances may alcohol be taken ashore. 

REPATRIATION: This can be arranged only when absolutely 
necessary, but solely via Luanda. 

AIRPORT: Small airport about 4 miles from the town served by the 
internal airline with only 1 flight per day to and from Luanda. 

TIME: GMT plus 1 hour. 

HOLIDAYS: ist January, 4th February, 27th March, 1st May, 2nd 
November, 11th November, 10th December, 25th December. 

No work is possible on any of these days. 
POLICE/AMBULANCE/FIRE: Police Tel. 22456; Ambulance Tel. 
22405; Fire Tel. Port Captain 22160/22159. 

SERVICES: None available. 

SHORE LEAVE: Shore leave for Crew members limited. Crew members 
who are not on board when the vessel leaves are detained and 
repatriated at the cost of the vessel. The vessel may also be fined. 
IDENTIFICATION CARDS: Supplied by the Agents and stamped by the 
Immigration police before any person comes ashore. 

DELAYS: Tankers are not normally delayed, but dry cargo vessels may 
be delayed if two or more vessels arrive simultaneously, due to a lack 
of sufficient barges. Also, delay in loading and unloading may be caused 
by rough seas. 

The ship's Agent is responsible for making any arrangements and 
providing any information concerning the above. 
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SHIPMASTER’S REPORT: June, 1983 (updated 1988). 

Malongo LPG Terminal: The m.v. “Berge Sisar" has a storage capacity 
of 75,000 cu.m., receiving product from “Foxtrot” gathering station. This 
LPG mix is received on board at sea temperature and after passing 
through R22 intercoolers especially fitted on the “Berge Sisar’, is 
dropped into one of the vessel's 4 cargo tanks. The vessel's normal 
refrigeration machinery is then used to handle the LPG mix. The “Berge 
Sisar” has been chartered to CABGOC for initially 5 years with yearly 
options after that up to another 5 years. The vessel is fitted with a 
helicopter landing pad over the poop, has a stern thruster which can be 
lifted and stowed when at sea and presently accommodates up to 20 
plus additional CABGOC personnel, who live on board. Export vessels 
must always berth on the storage vessel’s starboard side, “Samson” 
fenders are either floating at the water line (4 of them) or smaller ones 
are slung from davits and hang mid-way down the ship's side and also 
protect the starboard quarter. 

Approach: BA Charts are of little use in making a safe approach and 
great care must be exercised when approaching the area from the West. 
The Racon on “Juliet” Platform Lat. 05° 24’ 50” S., Long. 11° 59’ 29” E. 
transmits code signal “G" and the area is surrounded by numerous small 
platforms and flares. At night the flares are of such intensity as to make 
the sighting of smaller less well lit platforms very difficult. 

Pilotage: Pilots are not required for anchoring. They are known at this 
installation as Mooring Masters. Once the vessel has been cleared by 
the Angolan authorities and the Tank Analysis has been accepted, the 
Mooring Masters (normally 2) will board at the Anchorage and take the 
vessel for the approach to the “Berge Sisar’. One of the Mooring Masters 
will remain on board throughout the loading operation and he will be in 
communication with the Mooring Master on the “Berge Sisar’. Their 
priority duties are to maintain the vessel's head into the swell by the use 
of either the “Berge Sisar’s” stern thruster or the use of a tug pulling on 
the “Berge Sisar’s” port quarter. 

Anchorages: The designated anchorage area is Lat. 05° 27’ 21" S., 
Long. 12° 02’ 26” E. and is some 2 to 2.5 miles to the South of the 
“Berge Sisar”’. 

The anchorage has a depth of 130 ft. and during the months of May 
and June the vessel rode to 6 to 7 shackles with no problems. The 
predominant current during the above months is Northerly with an almost 
continuous SW'ly swell, sometimes moderating to very little and 
increasing suddenly to moderate to heavy. As the vessel tends to lie to 
the current the rolling encountered at anchor can be quite heavy. The 
current varies from 0.5 to 3 knots. 

Chemical Analysis and Safety Checks are carried out at the 
anchorage. The Analysis is very comprehensive and lengthy. All carried 
out by CABGOC Chemists who live on board ‘Berge Sisar’, safety check 
carried out by Officers of both vessels. NOR will not be accepted until 
Analysis clears vessel for loading. Please note that there must be no 
contamination and vessel must be cooled down ready to load. 
Contamination will include presence of Ammonia, Inerts or Oxygen. 

Also see “Agent”. 

VHF: Communications between the 2 vessels is maintained by the use 
of 2 VHF radios, 1 has a private Channel which is open to only the 2 
vessels and the “Foxtrot” gas collecting station which supplies the 
Product to the “Berge Sisar”. The other radio has communications to 
the Duty Mooring Master who is on either or both of the 2 vessels. 
Tugs: 2 tugs are based at Malongo and assist with all Tanker and LPG 
operations in the area. Once they have been designated for an operation 
other ship movements are delayed. The tugs are manned by British 
personnel. 

The 2 tugs are made fast on the starboard side, 1 just forward of the 

accommodation and the other at the break of the fo’c’sle. One wire is 
passed aboard by each tug. Once the berthing operation is completed 
one tug will standby while the other is made fast at the port quarter of 
the “Berge Sisar” and pulling in order to have the vessels heading into 
the swell. 
Berthing: Once the 2 vessels have been paralleled a fair distance away, 
2 headlines are sent away by the use of a launch from forward. The 2 
tugs and ship's engines are then used to bring the Export ship within 
heaving line distance. (The “Berge Sisar” uses air driven line throwing 
equipment.) Once heaving line contact has been made the “Berge Sisar”’ 
will send 2 of her breast lines across, 1 forward and 1 aft. These will 
then be used to pull the export vessel alongside and hold her there 
whilst other moorings are passed across. The mooring lines used by 
the “Berge Sisar’ have been supplied by CABGOC and are of the 
sheathed nylon type and extremely strong and durable (also very 
expensive). The final mooring consisted of 8 lines forward from the 
export ship and 6 from the “Berge Sisar’, whilst aft there were 6 from 
the export ship and 4 from the “Berge Sisar’. No restriction was placed 
on the mooring line size as was indicated by the “Transhipment 
Conditions” received before arrival, wherein it was stated that 16 x 10 in. 
lines were required by the export vessel. 

The 2 tugs are released after mooring is completed and are on 
“standby” until the transhipment is completed. 

At the beginning of the operation direct communication was via the 
“Berge Sisar's” gangway which was landed on the rails immediately 
forward of the 2 vessels’ aft superstructure at maindeck level, movement 
between the 2 vessels was allowed for by allowing the gangway to slide 
over the lower vessel's rails. Halfway through the operation as the export 
ship’s freeboard decreased and the “Berge Sisar’s” increased, the 
gangway was substituted by a personnel basket operated by crane. 
Loading: The LPG mix being produced at Malongo (Cabinda) will vary 
in SG as stated in the Loading Regulations from 0.505 to 0.595, 60/60. 
At the loadings undertaken in June 1983 it varied from 0.537 to 0.536. 
The make up was basically 65/35, Propane/Butane supplied at —34°C. 

Normal procedure will be to take two 8 in. liquid line anaconda type 
hoses, and one 8 in. vapour line hose. The “Berge Sisar” has a number 
of “angled” connections which are fitted immediately after the 12 to 8 in. 
reducer and allow the hose to be led off at angles between 30°, 45°, or 
90° from the manifold, this is to allow the hose string to be led off along 
the deck at the best angle to avoid sharp edges. Connecting and 
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unconnecting of hoses is done by close co-operation between export 
vessel and personnel on board “Berge Sisar’, CABGOC personnel are 
in no way involved in this operation. Before commencing cargo the hose 
is purged of air by purging with Nitrogen from the “Berge Sisar”, this is 
monitored at the drain connection of the export vessel's manifold until 
the Oxygen content is acceptable, below 6%. A shut-off valve is fitted 
at the export vessel end of the hose string and is used to clear the hose 
back to the “Berge Sisar” after loading is completed, Nitrogen is again 
used for this purpose. It is understood that the future intention is to fit a 
drain hose to allow liquid to be drained back to the “Berge Sisar’, using 
her own compressors to supply the pressure to clear the hose of liquid. 

The “Berge Sisar" is normally continuously receiving product from the 
“Foxtrot” gathering station. This liquid is supplied at sea temperature 
and once on board the “Berge Sisar” passes through R22 intercoolers 
fitted on top of the Cargo Control Room/LPG housing, the cooled product 
is then dropped into 1 of the 4 cargo tanks. The vessel's normal 
reliquification machinery then takes over the cooling process. The 
“Berge Sisar” is fitted with 3 R22 Howden screw compressors and 3 
LPG Howden screw compressors. Production from “Foxtrot” is 500 tons 
per day. 

During the loading operation no water was detected in the condensers 
on board our vessel. The product is slightly warmer than that normally 
found at shore based Terminals, loading at an average rate of 500 t.p.h. 
The tank pressures finally peaked at 200 mbs; considering the vessel 
had 250 tonnes of cargo already in each tank at a pressure of less than 
10 mbs. the incoming cargo could be regarded as on the warm side. 

The “Berge Sisar” is fitted with 2 hydraulic cranes in way of the 
manifold purely for hose handling, these cranes are of the type more 
usually seen fitted on the trench digging JCBs. 

After loading completed vessel will normally wait for documents at 
anchor for up to 2 hours. 

There is obviously no draft problems due to depth of water. The major 
problem is obtaining an accurate draft due to the continuous swell. The 
ranging of the tank measuring gauges on both vessels also leads to 
differences which are understandable and ‘Protest Noted”. 

Medical: Doctor is available ashore at the CABGOC Base at Malongo. 
Fresh Water: Not available. 

Fuel: Not available. 

Customs Allowances: The Bond will be sealed and if the vessel's 
anchorage is prolonged the Agent and Customs will board for cigarette 
issue. Boarding of the vessel must be carried out using the pilot ladder 
combined with the gangway. 

General: “Berge Sisar” has helicopter pad fitted over the poop and a 
hydraulic crane on the port quarter lifts all personnel on and off any 
launch delivering stores or personnel. 

The operation between the 2 ships is in line with |.C.S. Guide. Overall 
control of the operation whilst alongside is in the hands of the CABGOC 
“Gas Supervisor’. 

Master of “Berge Sisar”’ has no radio operator onboard. 
Communications are all carried out by Master through INMARSAT fitted 
in Master's Cabin. 


SHIPMASTER’S REPORT: October 1986. 
Vessel berthed at Berth “T” (Takula), see “Plan”. 
Documents: 
5 copies Crew List. 
5 copies Passenger List or ‘Nil’. 
5 copies Arms and Ammunition List. 
5 copies Narcotics List. 
5 copies List of Birds and Animals. 
5 copies List of Ports of Call. 
3 copies Crew Effects List. 
3 copies Vaccination List. 
1 copy Health Declaration. 
3 copies Stores List. 
Clearance from Last Port. 
Officials: The Agent, 1 Immigration Officer and 1 Customs Officer board 
after vessel is berthed alongside the “Afran Ocean”. 
immigration examine all passports or discharge books. Customs 
Officer issues Free Pratique. 
Loading Master and Cargo Surveyor live on board during vessel's 
stay. 
Tugs: 2 tugs are used for berthing and unberthing and stay in the vicinity 
of vessel at all times. One of the tugs is made fast to the stern of the 
“Afran Ocean” in order to keep the bow into the swell. 
There was a constant motion between the 2 vessels, much chafing 
of mooring lines and several ropes parted. 
Ballast: Vessels are required to retain on board at all times 30% of 
Summer d.w.t. with ballast and/or cargo. 


AUTHORITY: Inspector of Operations for Northern Ports, Cabinda. 

Cabinda Gulf Oil Company, C.P. 40, Cabinda, Republica Popular de 
Angola. Tel: Cabinda 391141, 391191. Malonga 22256/7/8/9. Cables: 
CABGOC, Cabinda. Telex: 3160 Malonga, An. Contact: W. M. Lewis, 
Director General. Captain M. Palumbo, Supervisor/Mooring Master. 

Luanda Office: C.P. 2950, Luanda, Republica Popular de Angola. 
Tel: 91141, 91191, 91241, 91291, 91341, 91391. Cables: CABGOC, 
Luanda. Telex: 3167 Luanda, An. 

Capitania do Porto de Cabinda. Tel: 22160. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


LOBITO: 12.20 S. 13.34 E. 


DOCUMENTS: Required on arrival: 

Health Certificate. 

Vaccination Certificates (cholera and yellow fever). 
Crew Lists. 

Passenger Lists (each for Landing and Transit). 
Lists showing Ports of Call. 

Lists of Articles held by Crew: cameras, binoculars, radio, Spirits, 
cigarettes, etc. 

Ship's Stores Lists. 

Dangerous Cargo Lists. 

Unfreighted Cargo Manifests. 

Freighted Manifest. 

Non-negotiable copies Bills of Lading. 

Cargo Plans (preferably before ship's arrival). 

Other necessary official forms prepared by Agent. 

SHIPS’ CERTIFICATES: Registered Tonnage Certificate, Derat 
Certificate to be shown. 

PILOTAGE: When Pilot required outside Harbour Entrance, vessel must 
request via Agent at least 12 hours before arrival. Otherwise Pilot boards 
inside Lobito Bay. Pilot boat: grey hull, white housing. 

ANCHORAGE: Lobito Bay excellent holding ground, depths over 33 ft. 
and easily accessible day and night the year round. 

RESTRICTIONS: Vessels may only enter harbour in daytime between 
0730 hrs. and 2000 hrs. Special permission from the Port Authority is 
required to enter during darkness. 

MAX. SIZE: Length 900 ft., draft 34 ft., max. depth 35 ft. — 37 ft. (normal 
tidal range: 3 ft. 3 in., maximum: 6 ft.). 

WEATHER: March/May rain season. Heavy wind and rain can effect 
cargo work. 

HEALTH: Pratique never given by radio, but granted after Port 
Authorities (including Doctor) board vessel between 0700-1900 hrs. 
Pratique granted if no contagious illnesses aboard, otherwise quarantine 
restrictions imposed. Ships calling from other Angolan Ports — except 
coasters — subject same procedure. 

RADIO: Because Lobito Radio (call sign CQZ) operating MW range 
200/400 miles only, all ETA messages, etc., must be routed via Luanda 
Radio (call sign CQW). Agent uses same routeing. 

TUGS: Tug (usually one only) joins vessel for berthing and sailing. Ships’ 
lines used. 

BERTHING: Unless Masters indicate preference, Port decides which 
side alongside. No vessels usually allowed berth after sunset. Sailing 
after dark allowed at Port Authorities’ discretion, up to 2400 hrs. No 
vessel permitted berth without Pilot. Before berthing, vessel must 
effectively cover water outlets, prepare accommodation ladder and have 
anchors “at the ready”. (Authority fine any vessel ejecting water or waste 
on to quays.) Ships carrying explosives not permitted berth before Port 
Captain inspects cargo. 

Passenger and Fruit vessels are given priority regarding berthing. 
STEVEDORES: Important that vessel gives accurate ETA at least 
24 hours in advance to enable Agent order necessary gangs. (Gangs 
ordered 0700 and 1500 hrs.) No work usually allowed at the weekend. 
MEDICAL: Radio before arrival if medical assistance necessary on 
entry. Good hospital facilities available, but specialised treatment and 
surgery is not. Yellow Fever and Cholera Vaccination Certificates 
inspected on arrival. 

TANKERS: No oil to be pumped overboard into Territorial waters. Heavy 
fines imposed for oil pollution, however slight. Three 8 in. diameter pipe- 
lines discharging into local storage tanks. No slop tanks available. 
One Tanker Berth, No. 8, maximum draft 35 ft. 

DENSITY: 1024. 

FRESH WATER: Normal requirements readily available and delivered 
by 3 in hose. Loading rate very slow as pressure usually low. 

FUEL: Fuel Oil (Ordinary) available, viscosity up to 1500 sec. Redwood. 
24 tel notice bunker requirements essential. Gas oil and Diesel 
available. 

CONSULS: At Lobito, Norwegian and Belgian Consulates and French 
Consular Agency. At Benguela — 30 km. from Lobito — Italian Vice- 
Consulate. 

REPAIRS: Small, slipway accommodating vessels up to 800 tons 
available. Limited engine and hull repairs: electric, oxy-acetylene 
welding, riveting, cleaning, repairs to auxiliary diesel and electric 
equipment and boilers. Floating dock for vessels up to 2,000 tons 
displacement. 

GANGWAY/DECK WATCHMEN: Compulsory, both day and night. 
OPENING/CLOSING HATCHES: When closed or opened by 
Stevedores, cost per time per hatch. (Crew allowed to carry out this 
operation.) 

CUSTOMS ALLOWANCES: No restrictions. 
supervises opening and resealing of bond. 
CARGO GEAR: Normal routine gear: wire and rope slings, nets, chain- 
slings, baskets, grabs, and shore-cranes (capacity 3-22 tons) available. 
Heavy lifts of over 10 tons must be discharged using ship's derricks. 
Two cranes 22 tons available, but not always accessible. 100 ton floating 
crane is available. 

REPATRIATION: Air communication via Luanda. 

AIRPORT: About 4 km. from Port. Airstrip unable to take heavy aircraft. 
TIME: GMT plus one hour. 

SHORE LEAVE: Nationals from countries having friendly diplomatic 
relations with Angola usually granted shore leave, see “I.D. Cards”. 
Shore leave during certain hours only. 

IDENTIFICATION CARDS: On arrival, all crews’ and passengers’ 
Passports must be handed to Immigration Police, who retain these and 
issue shore-passes. Passes must be carried at all times when on shore 
If lost, a fine is imposed. 

DELAYS: Congestion not unusual and berthing delays may vary from 
one to three days. Ships calling for bunkers have no priority but are 
sometimes berthed at sunset and fuel during night-shift. Discharging of 
bulk cargoes can be effected by shortage of suitable wagons 
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Customs Guard 


HOLIDAYS: 1st January; 4th February; 1st May; 17th September; 
11th November; 10th and 25th December. 

GENERAL: Ships should not: Dispose of any wastes into harbour or on 
to quays. Change mooring lines or lower lifeboats or immobilise main 
engine or use ship's sirens or radio station without prior permission from 
Authorities. Vessels must use watchmen 24 hours per day on adequately 
illuminated gangway. 

NOTICES: Supplied to Master by Agent. 

For your information, the following Regulations are in force at Lobito. 
Failure to comply with these instructions will result in fines being imposed 
on the vessel under your command. 

Over and above the Regulations listed hereunder, all international 
Regulations governing a ship's stay in port are also applicable. 

1. It is essential that an Angolan Flag be flown during the time the 

vessel is in Port. 

2. Maximum speed for vessels entering or leaving the harbour is set 
at 8 knots. 

3. All sound signals are prohibited excepting regulation signals whilst 
manoeuvring or in cases of distress. 

4. No boat may be lowered until permission for so doing has been 
received from the competent Authorities (Customs and Port 
Captain). Any boat thus lowered is allowed to make contact with 
land at one point only, i.e., the landing steps situated at the 
junction of the 2 quay walls. 

5. No member of the crew may go ashore without a pass signed by 
the Master and visaed by the Immigration Police. If a member of 
the crew is found to be ashore without a pass, the ship will be 
fined £1,315.00 in every instance. All shore passes must be 
returned to the Immigration Police before vessel's departure. 

6. Vessels are not allowed to make any communications by wireless 
during their stay in Port. 

7. Water from ship's condenser outlets or other exhausts may not 
be ejected onto the quay. A Fine of £1,000 will be applied if this 
instruction is not complied with. 

8. All lavatories on the side adjacent to the quay wall must remain 
locked and not used during the time the vessel remains alongside. 

9. No vessel is permitted to take salt water ballast whilst alongside 
the wharf. 

10. No vessel is permitted to test engines whilst alongside the wharf. 

11. No games whatsoever are allowed in the Port area; if members 
of the crew disrespect this regulation, heavy fines are applied to 
the vessel. 

12. No garbage, oily or petroleum substances, should be thrown in 
the Bay either at anchorage or alongside otherwise a fine will be 
imposed on the vessel by the Port Captain, Fine which ranges 
from £250.00 to £1,250.00 

13. The engines may not be put out of use without the authorisation 
of the Port Captain. 

14. No repairs whatsoever may be done on board without the Port 
Captain's authorisation. 

15. The following procedure is to be adopted whenever cargo or 
vessel suffer damage by Stevedores or Port staff: 

(a) Master or Chief Officer should request the Port Officer in 
charge of commercial operations to examine the damage. 

(b) The Chief Tally Clerk of our Company should also be present 
when examination is carried out. 

(c) Written notice must be delivered to the Port Officer and a 
copy sent to the Agent at the same time. 

Kindly take note of the foregoing Regulations and return 1 copy to us 

duly signed. 
Thank you, Agence Maritime Internationale S.A. 


SHIPMASTER’S REPORT: June, 1979. 

VHF: Port Authority not equipped with VHF. Agent (AGENANG) is 
equipped 

Currency: The currency is Kwinzas (Kz) 

Shore Leave: Immigration allow shore leave between 1800 hrs. and 
2200 hrs. The Master however, is allowed to visit agents or carry out 
Official duties outside these hours. 


SHIPMASTER’S REPORT: June 1979 (Updated 1988). 
Documents: Papers required for clearance: 

If these are prepared before arrival Agent will pass to Persons 
concerned. i.e. Port Health, Customs & Immigration. 

1 International Declaration of Health. 

(Lobito have no forms, best to use some other Port form that can be 
altered). 

1 List of Crews Vaccinations and date they expire. 

10 Crew Lists. 

10 Passenger Lists or “Nil” passengers. 

4 Arms & Ammunition Lists or “Nil” if none. 

2 Livestock Lists. 

6 Ports of Call Lists. 

Stores Lists. (Provisions, Deck & Engine) 2 lists. 

Crew Custom Effects List (Own form or free form) 2 sets. 

Narcotic Lists 2 sets or “Nil” Lists. 

Small Package Lists to be landed or “Nil” statement 2 copies. 

Manifests & Bills of Lading — 3 sets. 
Observations: 
The Main Lighthouse Light on the end of the Spit, and the 4 Channel 
Buoys are still lit. But on reduced candle power. Vessel is still required 
to enter the Bay and anchor without Pilot. Pilot only used when berthing. 
Caution is required at night as the buoys are difficult to pick up. Both 
by day and night it is better to only proceed about 1.5 miles into the 
Bay, as many trawlers are always anchored at the head of the Bay. The 
Berths consist of a right angled quay, with space for 4/5 ocean-going 
ships. (Depending on length.) The loading berth for ore cannot be used 
for general cargo, and as the loader is at present inoperative it is not 
used for loading ore. 

Shore leave is allowed but only from 1800 hrs. to 2200 hrs. daily. 
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No cargo worked on Sundays. 

Pilot will unberth vessels up to 2400 hrs. 

The only VHF is located in the Agent's office, it is manned during 
office hours. Calling Channel 16 thence Channel 11. 

Two Tugs are now used for berthing for vessels over 5,000 g.r.t. 

Lobito Radio Station is not manned, all traffic sent through Luanda. 

Continuous soundings give at least 26 m. from the entrance to the 
anchorage. 

Discharging is at 8 tons per gang man hour. 

Vessels swing at anchor twice daily to weak tide, rise about 1 m. 

Pilot comes out to anchorage in launch using accommodation ladder 
for boarding, tug is used for swinging vessels if necessary, as Bay is 
narrow. 

No provisions are available. 


AUTHORITY: Empresa Portuaria do Lobito, U.E.E., Caixa Postal No. 
16, Lobito, Republica Popular de Angola. Tel: 2710-2718. Telex: 8233 
Portlob An. Contact: Jose Gomes Salvador Estima, Director General. 


LUANDA: 08.48 S. 13.15 E. (See Plan) 


PORT LIMITS: A vessel to be considered an “arrived ship” should be 
anchored in the bay past a line drawn between the Ilha Light and across 
the bay to Fort S. Pedro. 

DOCUMENTS: 

8 Crew Lists. 

8 Passenger Landing and Transit Lists. 

2 Crew Lists, showing dates of Vaccinaion and Inoculation. 

6 Lists of Ports of Call (with arrival and departure dates). 

4 Stores Lists. 

4 Personal Effects Lists. 

6 Lists of Slop Chest Contents. 

3 Photo-copies of Bills of Lading. 

6 Cargo Manifests. 

6 Arms and Ammunitions Lists. 

6 Lists of Birds and Animals. 

6 Lists of Drugs. 

6 Mail Lists. 

Copies (if possible) of following Certificates will be taken ashore by 

Port Authorities: 

Loadline Certificate. 

Safety Construction Certificate. 

Radio-Telegraphy Certificate. 

Tonnage Certificate. 

All Passports checked and stamped. 

Shipmaster's Report: May 1989. 

The following are to be prepared by the vessel: 

1 copy Health Declaration (provided by Agent, to be filled in on arrival). 

2 copies Vaccination List. 

8 copies Crew List. 

5 copies Passenger List. 

8 copies Ports of Call List. 

3 copies Crew Personal Effects List. 

5 copies Birds and Animals List. 

3 copies Narcotics List. 

4 copies Ship's Stores List. 

3 copies Arms and Ammunition List. 

4 copies Dangerous Cargo List. 

Bill of Lading. 

SHIP CERTIFICATES: Tonnage and Derat Certificates. 

PILOTAGE: 72 hours notice of arrival, addressed Agents via Luanda 
Radio, plus message of arrival at least 6 hours prior arrival received 
during working hours (0700 hrs. — 1700 hrs.). VHF available. Pilot launch 
comes out from port. Anchorage for Pilot in Luanda Bay. No draft 
restriction at anchorage. Pilot not required for anchoring in bay. Pilotage 
compulsory. No special berthing Pilot. Pilot launch white — flying Pilot 
Flag (H). 

Pilot Boarding Station: Lat. 8° 44’ S., Long. 13° 16.5’ E. 
ANCHORAGES: Luanda Bay offers safe, sheltered anchorage at all 
times of the year. Good holding ground — sand/mud. No draft restnctions. 
RESTRICTIONS: Berthing in daylight only. Unberthing until midnight. 
MAX. SIZE: Length 1,000 ft. (alongside); breadth, no restriction; draft, 
34 ft. (alongside). Tankers, up to 55 ft. draft at the refinery buoys. 
WEATHER: March/May rain season. Heavy wind and rain can affect 
cargo work. 

HEALTH: Pratique may be granted by radio through Radio Luanda, 
addressed Port Health or via Agents. Accommodation ladder must be 
rigged for doctor on arrival. Pratique must be granted at each Angolan 
port. Pratique is not automatic. If infectious disease on board inform Port 
Health/Agents by cable. 

RADIO: Addressed “Luandaradio” for ETA, draft and requirements. Call 
sign CQW on 500 kHz, listening on “odd” hours only, throughout 
24 hours. Listening between 0600 — 1800 hrs. Call sign CQW3 on 13,023 
kHz on “even” hours only. Listening between 1800 hrs. — 0600 hrs. Call 
sign CQW on 8,565 kHz on “even” hours only. 

Shipmaster's Report: May 1989. 

It is not necessary to use Luanda Radio (D3E), vessel can send all 
information to Agent by telex and he will arrange requirements. 
TUGS: Two available (1,500 h.p. and 480 h.p.) and compulsory for 
berthing and unberthing. Tugs join vessel off berths. Ship's lines used 
(if tug lines requested — extra charges). 

BERTHING: Ships taken in strict rotation of arrival for berthing, except 
that passenger vessels have priority. There are 7 berths for import and 
export cargoes, all berths are available for oil bunkering. 


ANGOLA 


The quays are divided into 5 zones with depths alongside of 32 ft. 
maximum. 


Zone |. 1,380 ft. of which 900 ft. of quay length suitable for ocean- 
going vessels. 

Zone Il. 480 ft. quay length. 

Zone Ill. 900 ft. quay length. 

Zone IV. 540 ft. quay length. 

Zone V. 574 ft. quay length. 


Shoreside cranes of 3 tons and 5 tons, furthermore 2 cranes of 10 tons 
lifting capacity and also 1 mobile crane of 20 ton capacity for lifting 
heavy pieces only. 

A self-propelled floating crane, capable of lifting 100 tons, was recently 
commissioned — maximum and minimum reach of 46 ft. 6 in. and 9 ft. 
respectively, lifting to about 78 ft. approximately. 

BULK HANDLING FACILITIES: Ores in bulk are usually loaded at Zone 
Ill; no mechanical loading installation. 

The ore is shovelled from railway trucks into buckets; daily loading 
average 4,000 tons per 24 hours. 

Grain vessels will also be moored at Zone III alongside the grain shed. 
Discharging by means of tubes which are lowered into the holds and 
suck the grain out by an electrically propelled spiral fitted in the tube. 

The rate of discharging is about 100 t.p.h. and the grain is loaded into 
railway wagons, each of 30 ton capacity, via the adjacent warehouse. 
STEVEDORES: Gangs arranged by Agent/Shipmaster. Normal port 
working hours 0700 — 1200 hrs., 1400 — 1730 hrs. (overtime 1730 — 
2330 hrs.), Saturday 0700 — 1230 hrs. Sunday/holidays — no work. 
MEDICAL: For serious cases, as much advanced notice as possible 
should be given with all details available. Minor cases can be treated 
on arrival within half an hour without previous notice. Apart from 
Government Hospital, there are a number of private nursing homes with 
good facilities. Yellow Fever inoculations recommended. 

TANKERS: Two tanker terminals, No. 2 Quay and off-shore terminal. 
Drafts — No. 2 Quay (Products Berth) 34 ft. Off-shore terminal (Refinery 
Berth) two sets mooring buoys, one for tankers with max. length 230 m. 
and max. draft 55 ft. and the other for tankers not exceeding 100 m. 
with draft 40 ft. 

Shore Lines: Products Berth: 18 in. fuel oil pipe-line and 110 in. line 
for white products. 6 in. hoses for fuel oil and 10 in. hoses for White 
products. 

Refinery Berth: 12 in. crude oil submarine lines and 8 in. for fuel; 8 in. 
LPG line and 6 in. hose; 8 in. G.O./Kero line and 8 in. hose; 12 in. G.O. 
line and 2x8 in. hoses. 

Lub Oil: 110 in. sphere launching trap connected to ship’s manifold, 
100 ft. of 8 in. flexible hose between tap and floating pontoon, 0.5 miles 
of underwater 8 in. line from pontoon to shore tanks. 

DENSITY: About 1024. 

FRESH WATER: Fresh water available through quay pipe-lines, each 
hose delivering about 30 t.p.h. 

FUEL: Limited number of grades can be obtained subject to nomination 
well in advance. No barges available. 

FIRE PRECAUTIONS: For tankers loading/discharging alongside No. 2 
Quay — no vehicles allowed within vicinity and other vessels cannot berth 
within 40 m. of tanker’s stern or bow. 


CONSULS: 
Austria Germany F.R. Spain 
Belgium Great Britain Sweden 
Brazil Italy Switzerland 
Denmark Netherlands U.S.A. 
France Norway 


REPAIRS: Minor repairs and hull repairs above the water-line can be 
carried out. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Piracy: Vessels in the Inner 
Anchorage have been boarded by armed pirates. Cargo, radio and T.V. 
equipment and stores were stolen. 

1989: Vessel attacked by a gang of men dressed in army clothes and 
wearing fire arms. Stevedores and fork lift drivers had been seriously 
threatened by these men with the effect that the workers refused to work 
night shifts. About 50% of the discharged containers were spoiled or 
stolen. 

OPENING/CLOSING HATCHES: Can be carried out by crew or 
stevedores at vessel's option. 

CUSTOMS ALLOWANCES: No restrictions, but sales ashore is a 
serious offence. 

CARGO GEAR: No additional requirements provided valid test 
certificates aboard. 

REPATRIATION: Repatriation will not present any difficulties. 
AIRPORT: Distance from port 4.5 miles. 

TIME: GMT plus 1 hour all year. 

HOLIDAYS: Saints Day (1st January), Saints Day (15th August), Saints 
Day (1st November), Saints Day (8th December), Christmas Day (25th 
December). No cargo work on these holidays. 
POLICE/AMBULANCEJFIRE: Police 7408; Ambulance 25275; Fire 
22222. 

TELEPHONES: Can be placed on board. 

SERVICES: Tank cleaning possible but advance notice required. Radio, 
radar repairs possible, but spares rarely available. 

SHORE LEAVE: Crew members allowed shore leave subject 
Immigration approval provided inoculation certificates are valid. 
IDENTIFICATION CARDS: Provided by Agents for crew proceeding 
ashore. 

REGULATIONS: Mailboats have berthing priority over all other vessels, 
foreign passenger vessels next in precedence. 

DELAYS: Congestion rarely exceeds 36 hours. 

GENERAL: Ample water in bay for anchoring, and most vessels enter 
port without Pilot. Pilotage is compulsory for berthing/unberthing on 
quays, this service being available from 0700 hrs. to midnight. If Master 
elects to wait for Pilot outside port and another vessel proceeds direct 
to anchorage, the latter will be first on turn for berth. 
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DEVELOPMENTS: Plans for reclamation and new berths round to the 
Forte da S. Pedro da Barra. Container terminal nearing completion. 
3x27 ton Hyster lift on order. 


SHIPMASTER’S REPORT: May 1990. 

Luanda is the capital of the People’s Republic of Angola. As a port, 
it is one of the best natural ports in West Africa. But due to various 
reasons, the port is dirty, and has a low rate for handling cargo. 

There are 13 berths for ocean-going vessels, with depths from 
9.0 m. — 11.0 m. alongside at the Commercial Quay (See “Plan”). 

There are at least 40 shoreside cranes on the quay, including 
3x10 tons, 1x22 tons x 20m. and others of 3 tons — 5 tons lifting 
capacity. Some of them were broken and cannot be used. 

4x27 tons x 25 m. modern PPM motor cranes and 4 mobile cranes 
with 20 tons to over 50 tons lifting capacity respectively are used for 
handling containers in the open stowage area or for lifting heavy cargo 
only. The biggest crane appears to be damaged. Containers are usually 
discharged at Berth No. 2D to Berth No. 3E by ship's gear. 122 tons 
x 20 m. shore crane is available for use at this location. 

Fresh water is available West of Berth No. 1E through a quay pipe- 
line, but pressure is very low during daytime. During night-time the 
average rate is 10 t.p.h. — 15 t.p.h. This fresh water is not suitable for 
drinking. Price is U.S.$ 2.50. No fresh water is available on the quay 
East of Berth No. 1E. 

Luanda has a population of about 2 million people and stores and 
Provisions are very expensive. 

Soldiers/Police are stationed in the harbour day and night and 
occasionally shots can be heard. 

Shore leave is possible in the afternoon until midnight only. Visaed 
Passport is exchanged at the gate for a shore pass. 

Finding an anchorage in Luanda Bay by radar navigation is not 
difficult. The lighthouse, light beacon and light buoy were extinguished 
during the night. 

There were a few ocean-going vessels waiting for berths and some 
fishing vessels anchored in the bay. 

Pilot not required for anchoring in the bay, but compulsory for berthing 
or unberthing. A small tug of 700 h.p. assists when berthing. 

No armed pirates were encountered at anchorage or at the berth, but 
general cargo, especially foodstuff, was frequently stolen during the 
night. 

Entry inspection carried out at the anchorage during daylight hours 
by 6 officials representing Port Health, Customs, Immigration, Harbour 
Authority and Agency. The entry formalities were easy and the bonded 
Store was sealed. The Immigration Officers checked and visaed all 
Seamen's Books and a crew muster was required. Another 
8 Immigration guards inspected crew cabins. 

Documents required are same as shown in “Guide to Port Entry”. 
List of slop-chest contents was not required. 

VHF communications: Pilot Station on Channel 8, Port Control on 
Channel 16, but normally no one answers. 

Departure Inspection carried out at berth before sailing. The 
Immigration formalities are the same as entry inspection. Thereafter 
Immigration Clearance is issued. No other officials were onboard. Agent 
brought Port Clearance and Customs’ Clearance and returned 4 copies 
of Ship's Certificates at the same time. 


AUTHORITY: Servicos de Portos, Caminhos de Ferro, e Transportes. 


NAMIBE (Mocamedes) (incl. Porto Saco): 
15.11 S. 12.07 E. 


DOCUMENTS: 

Health Certificate. 

2 Vaccination Lists (yellow fever). 

8 Crew Lists. 

11 Passenger Lists (for each landing and transit). 

4 Lists showing Ports of Call. 

2 Lists of Articles held by crew/passengers, i.e. cameras, binoculars, 

radios, tobacco, etc. 

3 Ships’ Stores Lists. 

6 Dangerous Cargo Lists, i.e. all types of explosives. 

All foregoing to be signed by Master. Other essential Official forms 

prepared by Agent. 

Shipmaster's Report: May 1989. 

The following are to be prepared by the vessel: 

1 copy Health Declaration (provided by Agent, to be filled in on arrival). 

2 copies Vaccination List. 

8 copies Crew List. 

5 copies Passenger List. 

8 copies Ports of Call List. 

3 copies Crew Personal Effects List. 

5 copies Birds and Animals List. 

3 copies Narcotics List. 

4 copies Ship's Stores List. 

3 copies Arms and Ammunition List. 

4 copies Dangerous Cargo List. 

Bill of vore 
SHIPS’ CERTIFICATES: Registered Tonnage Certificate, Derat. 
Certificate, examined by authorities on arrival. 
PILOTAGE: Pilot boards in Bay — safe, natural bay with no reefs and 
easily accessible both day and night. Vessel must wait for Pilot and 
instructions before berthing. 
ANCHORAGE: No currents in harbour area, but slight prevailing winds 
constant. Good holding ground with depths over 34 ft. Approaches up 
to 45 ft. depth. Tidal range about 5 ft. 
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(See Plan) 


RESTRICTIONS: Berthing not permitted during hours of darkness. 
Unberthing permitted up till midnight. Authorities visit between 0700 hrs. 
and 1900 hrs. (approx.) only. 

Shipmaster's Report: March 1987: No night entrance permitted to 
Namibe Bay. We entered Saco Bay at 0315 hrs. for anchoring and when 
1 mile off, 5 red warning shots were fired at the vessel. 

MAX. SIZE: Mocamedes: Governed by berth depth 33 ft. alongside. 
Porto Saco: Vessels up to 14 m. draft. Largest bulk carriers handled. 
HEALTH: Pratique granted on arrival after “Health Guard” visit: boarding 
0700 — 1900 hrs. Normal quarantine restrictions imposed if contagious 
diseases aboard. Ships calling from other Angolan ports (except 
coasters) are subject same procedure. 

RADIO: Messages must be routed via Luanda Radio (call sign CQW). 
No ship/shore radio link. 

Shipmaster’s Report: May 1989. 

It is not necessary to use Luanda Radio (D3E), vessel can send all 
information to Agent by telex and he will arrange requirements. 
TUGS: Two tugs available of 2,200 h.p., fitted with VHF Channels 16 
and 29. Join vessel for berthing. Ship's lines used. Vessel under 5,000 
tons use 1 tug only. 

BERTHING: Unless Masters indicate preference, port decides berthing- 
side. No vessels berthed after sunset (except passenger ships), but 
sailing during nightshift permitted so long as prior warning given before 
1700 hrs. No vessel is allowed to berth without a Pilot. Before berthing, 
important that vessel covers all water outlets, prepares accommodation 
ladder and has forward anchors ready. Ships carrying explosives not 
permitted berth before Port Captain surveys cargo. 

CARGO FACILITIES: Mocamedes: The accommodation consists of 1 
concrete quay, length 1,350 ft. providing 3 berths. For the handling of 
general cargo, there are 4 cranes of 5 tons and 2 cranes of 3 tons, 
modern cargo handling devices. Also lightening possible. One 10 ton 
floating crane available, subject ample notice from Lobito. Dangerous 
Cargo is discharged alongside or into lighters, at the Port Captain's 
discretion. 

Porto Saco (Saco Bay): Ore is loaded at the pier in Porto Saco; length 
is 1,066 ft., width 59 ft. Depth alongside 54 ft. 6 in. at low tide, normal 
sea water, clear height from water level at ISHW up to unloader 
73 ft. 10 in. One mechanical loader of conveyor belt type; capacity often 
exceeds 3,500 metric t.p.h. Reach 65 ft. 6 in. approx. from fenders. 
Connections for supply of bunkers and water. 

STEVEDORES: Radio accurate ETA 24 hours in advance to enable 
Agent order required gangs. (Gangs ordered 0700 hrs. and 1500 hrs.) 
No Sunday work permitted for Cargo vessels. 

MEDICAL: If medical assistance required on arrival radio to Agent. 
Adequate hospital facilities available, but no specialised treatment or 
surgery. Yellow fever certificate inspected on arrival. 

TANKERS: No oil or waste products to be pumped overboard. Heavy 
fines imposed for breach of this regulation. Tankers discharge at Porto 
Saco — about 10 km. North of general cargo berths, situated Northern 
end of Mocamedes Bay. Maximum draft 54 ft., length of quay 1,066 ft. 
No dirty ballast facilities. 

Shore Lines: All 1 mile flight to installation. 

Benzine: 8 in. line and 8 in. or 6 in. hoses. 

Kerosine/Gas Oil: 8 in. line and 8 in. or 6 in. hoses. 

Fuel Oil: 10 in. line and 8 in. hoses. 


’ DENSITY: 1024. 


FRESH WATER: Available ex-wharf, rate 15 t.p.h. 

FUEL: Available from dockside pipe-line. At Porto Saco, rate 200 t.p.h. 
Bunkers may be taken during loading operations without delay. 

FIRE PRECAUTIONS: No special precautions except ships carrying 
explosives. Fire Brigade standby charge. 

CONSULS: None. 

REPAIRS: Only very minor voyage repairs. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Compulsory, day and night. 
OPENING/CLOSING HATCHES: When performed by stevedores, costs 
per hatch per time, but crew allowed to perform this task. 
CUSTOMS ALLOWANCES: No restrictions. Customs’ 
supervises opening and resealing of ships’ bonded lockers. 
REPATRIATION: Air communication via Lobito and Luanda. 
AIRPORT: Small airstrip which is unable to take heavy aircraft. 
TIME: GMT plus 1 hour. 

HOLIDAYS: See “Lobito”. 

SERVICES: None available. 

SHORE LEAVE: All nationalities from countries having friendly 
diplomatic relations are permitted shore leave. See “I.D. Cards”. 
IDENTIFICATION CARDS: Aili crew/passenger passports handed 
Immigration Police who issue shore Passes. Passes must be carried 
when on shore. 

DELAYS: Berthing delays are unusual. 

GENERAL: Ships must not dispose of wastes into harbour or on to 
quays, change mooring lines, lower lifeboats, immobilise main engine, 
use ship's siren, or ship's radio station without prior permission from 
authorities. Vessels must use watchmen for 24 hours per day on well- 
illuminated gangways and hoist Angola flag from 0800 to sunset. 
DEVELOPMENTS: Porto Saco (Iron-ore/Tanker berth) anticipated to 
augment present ore-loading equipment to enable loading ore-carriers 
up to 10,000 t.p.h. Dredging to projected depth of 65 ft. 


SHIPMASTER’S REPORT: March 1987. 
Restrictions: No night entrance into Namibe Bay, entry only permitted 
in daylight. 

When our vessel entered Saco Bay for anchoring and when 1 mile 
offshore, 5 red warning shots were fired at the vessel. 
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PALANCA: 06.57 S. 12.24 E. (See Plan) 


LOCATION: The loading terminal is located 230 km. N.W. of Luanda 
and approximately 20 nautical miles from the nearest coast in position 
Lat. 6° 57’ S., Long. 12° 24’ E. 
DOCUMENTS: 
Documents required by Immigration on Arrival: 
Immigration (DEFA) will check passports against tne Crew List. 
Following documents are required: 

5 copies Crew List. 

1 copy Ports of Call List. 

5 copies Passenger List. 

5 copies Animal List. 

5 copies Arms List. 

5 copies Narcotics List. 

For further information Shipping Agent should be contacted. 


PILOTAGE: Pilotage is compulsory and is carried out by a Pilot of Elf 
Aquitaine Angola who will remain on board during the entire stay of the 
vessel. 

The signals for calling a Pilot are those set out in the International 
Code; the Pilot may be contacted by VHF Channel 16. 

The Pilot will board the vessel in the anchorage. 

ANCHORAGE: A recommended anchor position for vessels coming to 
load at Palanca is located in position Lat. 6° 54.5’ N., Long. 12° 21’ E., 
3.5 miles N.W. of the loading terminal. 

It is prohibited to anchor in the prohibited area within 1 mile of the line 
of pipes connecting ‘PAL F2' to ‘PAL P1' and from ‘PAL P1’ to the storage 
vessel and at least 1 mile from the loading terminal. 

The sea floor is sandy and of good consistency for anchoring. Certain 
outcrops of flat rocks can delay holding of the anchor. 
RESTRICTIONS: There will be no mooring after 1500 hrs. local time. 

If tanker arrives after 1500 hrs. local time, Pilot will board the following 
day at 0700 hrs. local time. 

MAX. SIZE: The maximum allowable draft at the Palanca Terminal is 
unlimited, however, the Master of the lifting vessel must comply with 
international regulations concerning freeboard. 

Also see “Loading”. 

NAVIGATION AIDS: The production facilities of Elf Aquitaine Angola 
are protected by an area of prohibited navigation which extends 1 mile 
around all fixed installations. 

Access to this area is authorised only to vessels working for Elf 
Aquitaine Angola or authorised by it. 

This prohibited area is marked at night by white lights, emitting the 
letter ‘U’ every 15 seconds, placed at angles on the platform. 

Average height of the lights — 19 m. 

Range — 5 miles. 

Production platform ‘Palanca PAL P1': Lat. 6° 58’ 23” S., Long. 
12° 22' 33” E. Depth 48 m. 

Production platform ‘PAL F2’: Lat. 6° 56’ 43” S., Long. 12° 22’ 35” E. 
Depth 41 m. 

Floating storage (axis of rotation of the storage vessel): Lat. 6° 57’ S., 
Long. 12° 23’ 48” E. Depth 42 m. 

A sealine of 3,600 m. lies from the production platform (PAL P1) to 
the floating storage. 

In the event of reduced visibility (less than 1 mile) the floating storage 
vessel emits audible signals in accordance with the international collision 
regulations, consisting of the letter ‘U’ every 30 seconds. 
Platforms/Rigs: March 1987. 

The loading station is located at: 
Lat. 06° 57’ S., Long. 12° 23' 48” E. 
Platforms from loading station are located as follows: 

Texaco Rig Braspetro 6 354° at 5.3 miles. 

Pal F2 Production Platform 273° at 1.1 miles. 

Pal P1 Production Platform 214° at 1.8 miles. 

Other rigs as follows: 


Lat. Long. 
Trident VIII jack-up rig: 07° 15’ 53.77",|S:... 12° 26’ 38:42" E. 
Barracuda Drilling Tender: 07° 05’ 59” S. 12° 20’ 10.69” E. 
Alligator Drilling Tender: 07° 07' 42” S. 12° 20' 555 Es 
lle du Levant jack-up rig: 06° 55’ 58.30" S. 12° 26’ 24.16" E. 
Nedrill 6 semi-sub rig: 07° 24.17.6572 Sine 122 37/19.57.E; 


Additional rigs may operate in the vicinity of these platforms at any 
time. Consequently vessels coming to load at Palanca must refer to 
radio messages received prior to arrival. 

HEALTH: Health inspection is carried out by the chief doctor of the 
Border Health Police. 

Vg Health Authority of the Port of Soyo may grant Free Pratique by 
radio. 

In the event of a contagious illness on board, Health Authorities must 
be advised by radio before arrival. 


RADIO: Arrival Advice: Vessels should advise their ETA by radio 72, 
48 and 24 hours in advance to Elf Aquitaine Angola. 
Thereafter, they should give notice of any material changes in their 
expected hour of arrival. 
Vessels shall address their ETA to: 
Elf Aquitaine Angola 
Rua Marechal Broz Tito, No. 13, CP 2610, Luanda. 
Telephone: 90293, 90343, 90393 
Telex: 4130-4132 ELFANG 
Palanca: Floating storage vessel call sign: FNNO. 
Monitors traffic on 500 kHz on request only. 
Monitors radio telephone on 6342 kHz during daytime 0700-1700 LT. 
Monitors VHF Channel 16 permanently. 
gabicom Telex call number 1110253 permanently on AOR Sat NR 
SATCOM Phone call number 1110253 daytime on AOR Sat NR 871. 
All traffic for vessels using Tor/Telex and wireless telegraphy via 
Portishead/GKA. 


ANGOLA 


The following is part of a message sent to a vessel in March 1987. 

Quote 
5) Notices of ETA 

Please report to Palanca Offshore loading facilities 72 hours in advance 

of ETA, and again 48 hours and 24 hours before arrival. Please send 

telex to S/T Licorne Pacifique/FNNO (Palanca Terminal). 

Ship using INMARSAT Dial 005811110253+ 

Ship using Radiotelegraphy Address 
=TLX05811110253=Palanca 
Terminal/Licorne Pacifique 
FNNO. 

Dial 05811110253 in respect of 

the shore station procedure 

(Selcall: 16291). 

Telex and A/B Licorne Pacifique is: 1110253 FNNO X. 

For radio contact, please use VHF Channel 16 permanently. 

Licorne Pacifique/FNNO watch daytime one way SSB frequency 6342 
kHz. 

Please watch St-Lys Radio/FFL and Portishead Radio/GKA. 

Please copy your reports to the undersigned in Elf's Luanda office. 

Tix. Nr. is: 991-4130, or 991-4132, A/B Elfang An. 

Telegraphic Address is: =TLX09914130= Elfang An. 

The Terminal Superintendent on board of the loading station is Mr. C. 

Le Cossec. 

6) Please advise name of your Shipping Agent. 

7) Please advise name of Master, and vessel's flag. 
8) Please advise voyage number and last port of call. 
9) Please advise required deballasting time. 

10) Please advise if loading can be initiated during deballasting 
operations. 

11) Please confirm that your heating coils are sound and not leaking 
and that all cargo tanks are sound, and do not have any bulkhead 
or hatch leaks. 

12) Please advise quantity of slops on board, and if load-on-top 
procedure will be followed this voyage. 

Please advise if more info needed. 

Best Regards 

E. Gabriel - DJ 

Elf Aquitaine Angola 

Palanca Terminal Operator 

Unquote 

Best Regards 

Licorne Pacifique 

Unquote 

TUGS: Mooring is carried out by a work boat using personnel designated 

by Elf Aquitaine Angola. 

This vessel is at the disposition of the tanker, under the instructions 

of the Pilot, during the duration of the tanker's manoeuvring and its stay 
at the loading terminal. 
MOORING: Moorings at the loading terminal are furnished by Elf 
Aquitaine Angola. The vessel should be prepared to take on board 2 
hawsers: one at starboard and the other at the port bow, as close as 
possible to the centre line of the vessel, each mooring line being 
composed essentially of 45 m. of 14 in. circumference nylon and 6 m. 
of 64 mm. chain. This chain is intended to hold fast the nip of the hawser 
at the fairlead; and furthermore, in order to facilitate its taking on board, 
each hawser is furnished with an “in haul” of 12 in. circumference 
polypropylene, of approximately 150 m. in length for one and 100 m. in 
length for the other bow. 

The “in hauls” are passed to the vessel by means of a tender. The 
vessel must prepare 2 hawsers in advance to take these on board. These 
hawsers should be of the normal type used on board the vessel. 

Mooring shall be carried out upon arrival, time and sea permitting; 
however, the Pilot reserves the right to postpone mooring at night. 
Unmooring shall take place as soon as loading is completed, whether 
day or night. 

The port derrick should be rigged before arrival and have a minimum 
lifting capacity of 8 tons. 

The port side manifold should be prepared for connecting the 
16 in. hose. 

BALLAST: Vessels should arrive with sufficient ballast and correct trim 

in order to be able to manoeuvre with safety; such ballast may not be 

less than 30% of the deadweight of the vessel. Deballasting may be 
carried out only with the agreement of the Pilot. 

The storage facility at Palanca is not equipped with an oil separator. 
The vessel should therefore present itself with clean ballast. 

Any vessel presenting itself with dirty ballast may be obliged to depart 
the loading terminal and any resulting delay shall be entirely for its 
account; the acceptance of the Notice of Readiness shall be 
appropriately adjusted. 

The Master shall be responsible for overflow or leakage from the tanks 
or any other situation which can bring about accidental discharge of 
hydrocarbons. 

The scuppers shall be plugged during the duration of loading. 
LOADING: The Palanca loading station of Elf Aquitaine Angola is of a 
type for mooring only by the bow. 

The vessel shall moor by the bow with (2) hawsers, as with a SPM. 

The storage vessel is connected to a buoy by semi-rigid arms. This 
buoy is fixed to the sea floor by chains to 6 driven stakes. These 
anchoring chains extend to a radius of 450 m. around the buoy. 

The sea line is 3,600 m. long and 12 in. diameter and connects the 
floating storage tanker to the production platform, the buoy is connected 
to the sea line by 1x12 in. hose. 

For loading, a 20 in. floating hose ending in 1 x 16 in. hose connects 
the bow of the storage vessel to the intake manifold of the lifting vessel 
at a length of approximately 250 m. from the bow. The loading station 
is designed for mooring vessels of 40,000 d.w.t. to 280,000 d.w.t. Taking 
into account the usable capacity of the storage vessel and the rate of 
production, the quantity which can be loaded at Palanca shall be 
approximately 40,000 — 120,000 tons. 


Ship using Marine Radiotelex 
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For vessels whose deadweight is greater than 150,000 tons, prior 
agreement of the terminal shall be necessary at least 10 days in advance 
and a partial loading would be carried out for the first voyage. 

The depth of water at the buoy is 42 m. The storage tanker is “Licorne 
Pacifique” 338 m. in length and 53 m. at its greatest width, and has a 
usable capacity of 211,000 tons. 

Notice of Readiness: Notice of Readiness is to be addressed to Elf 
Aquitaine Angola. 

Connections: The loading of vessels is carried out by means of 1 x20 in. 
flexible floating hose of 256 m. in length terminating in 27 m. of 16 in. 
hose. Connection to the manifold on board is carried out by means of 
a 16 in. flange (150 ASA.). 

The operations to connect and disconnect the hoses will be executed 
by the ship's crew. During the entire duration of the vessel's stay at the 
loading terminal, the Pilot shall assure that a safety watch is kept on 
board, a representative of Elf Aquitaine Angola shall perform the function 
of chief of loading and remain in permanent contact with the storage 
vessel. ; 

The work boat shall remain at the disposal of the Pilot and shall make 
fast at the stern of the tanker. A ladder should be permanently 
maintained alongside in order to permit access. A preventer brace 
should be placed close to the ladder. 

Loading: Loading can be carried out at a maximum rate of 6,500 t.p.h. 
The maximum lifting for each loading is 120,000 tons. 

Inspection of the tanks after deballasting and of ullage after loading 
shall be done in the presence of the Chief of Loading, the representative 
of Elf Aquitaine Angola. 

Elf Aquitaine Angola shall place on board the vessel sealed samples 
representative of the cargo. 

20 minutes before the end of loading, personnel on board should make 
contact by VHF with the storage vessel so as to be able to stop the 
pumps at the appropriate time. 

The Master shall be entirely responsible for the operation of valves 
and for loading and safety on board. 

Palanca Crude Characteristics: 


API @ 60° F. 38.9 — 38.0 

Density in Vacuum @ 15° C. 830 — 834 kg./cu.m. 
Pour Point -3°C. 

Sulphur Content 0.05% 

Reid Vapour Pressure @ 37.8° C. 30 K. Pa 


Cargo (March 1987): 
Density in Vacuum 
API @ 60° F. 38.92 
Loading Temperature 28.1° C. 

MEDICAL: In Kwanda (Soyo), there is a doctor who can attend to needs 

of primary urgency. Urgent health evacuations to Luanda are carried 

out by Elf Aquitaine Angola at the expense of the vessel. 
The Agent of the vessel shall take charge of the evacuee upon his 
arrival in Luanda. 

FRESH WATER: Not available 

FUEL: Not available. 

REPAIRS: The repair shops at Luanda have limited facilities, information 

can be obtained from ship's Agents. 


829.9 kg./cu.m. 


AIRPORT: The airport is located 4 km. from the city of Luanda, there 


is on average 1 flight per day to Europe, except weekends. 

TIME: GMT plus 1 hour. 

WEATHER: The rainy season predominates in February, March and 
April. 

The dry season and cool season extends two to three months in June, 
July and August. 

Temperature of the Air: \n the rainy season, the temperature of the air 
varies from 23°C to 30°C with a relative humidity of approximately 91%. 

In the dry season the temperature varies from 18°C to 22°C with a 
relative humidity of approximately 86%. 

Temperature of the Sea: On the surface, the temperature of the sea 
varies from 30°C at the start of the year to 20°C in the month of July. 

Salinity varies from 28 to 35 grams per litre. 

Visibility: During the rainy season, particularly February, March, and 
April, the rain limits visibility to 0.5 miles. 

Tides at Palanca: The tides are diurnal, maximum height at Springs is 
1.9m. The average level is 0.95 m. 

Winds: The dominant winds are from the South, generally less than 
15 knots on the average. Strong winds have a short duration and blow 
from the East or S.S.E. in association with gales (70 km./hr.). 
Currents: In the Palanca region, currents can be extremely variable in 
force and direction but the general dominant current, flows toward the 
N.N.W., its speed on the surface can attain 1.8 knots. 

Swell: The predominant direction of the swell is from the S.S.W., the 
average height varies from 1.5 m. to 2.5 m. with a period of 12 seconds, 
the surface waves generated by local winds rarely exceed 2 m. 

The swell is strongest from May to October and at maximum 2 to 3 
days before Spring tide. 
GENERAL: 
Publications & Charts: 

French Chart No. 3357. 

American Chart H.O. No. 2203. 

French Pilot Book Volume C, West African Coast, Volume 2. 

French Light & Fog Signals, Series C. 

British Admiralty Africa Pilot Volume 2. 

Portuguese Chart No. 305 — 301. 

Pollution: It is forbidden to discharge cinders, flammable materials, 
objects and waste of any kind into the sea. 

Any object falling into the sea should be reported to Elf Aquitaine 
Angola at any time that it may be appropriate, Elf Aquitaine Angola may 
attempt to remove such objects from the sea. Such removal is done at 
the expense of the interested parties. 

Safety: The Master is solely responsible for safety on board his vessel. 

During the entire stay at the loading station, the Master must: maintain 
on board sufficient personnel so as to be able to manoeuvre the vessel 
without risk and to put into action appropriate fire fighting equipment; 
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maintain engines so as to be ready to manoeuvre; to attend to the 2 
hawsers so as to assure good mooring without abnormal wear; to keep 
a watch over the floating hose so as not to subject it to any wear or 
chafing which might cause deterioration. To keep watch so that the 
vessel does not collide with the storage vessel, whether as a result of 
a reverse in current or a severe change in wind direction or for any other 
reason. 

Territorial Waters: The sovereignty of the Popular Republic of Angola 
extends to a distance of 20 nautical miles from the shore line at low tide 
along the coast. 

The Angolan authorities exercise fiscal, customs, health, and 
immigration control on the high seas contiguous to the territorial waters 
up to a distance of 200 miles. 

Currency: The legal currency is the kwanza. 1 U.S. Dollar equals 
approximately 29 kwanza (1985). 

Storing: It is not possible to provision at the terminal. 

Transport: The means of transport of Elf Aquitaine Angola cannot be 
utilised by the crew of vessels coming to load at Palanca. There is no 
regular transport between Palanca and Luanda. 

Notice: The attention of the tanker Masters is drawn to tlie existence in 
Popular Republic of Angola to special legislation concerning the relations 
with the Republic of South Africa. 

Ordinance No. 106/83 dated October 11th 1983 first series of “Dario 
da Republica” (official Newspaper of the Popular Republic of Angola) 
and chiefly its article 6, which forbids the entrance into Angolan territorial 
waters, to vessels having a bond with the Republic of South Africa. 


SHIPMASTER’S REPORT: March 1987. 

Berthing will not be commenced after 1500 hrs. (local time). 

Pilot ladder to be rigged to the water as Pilot boards from rubber 
dinghy. On boarding, Pilot will go forward to inspect mooring 
arrangements. 

Shore gear lifted on board on the port side. 

Loading vessel moors bow to bow with storage vessel. 

Just before taking up mooring lines the tug makes fast aft. Vessel 
requires a heavy messenger to lift tug’s wire. Once vessel starts heaving 
mooring lines, Pilot goes forward and communicates with bridge on VHF 
Channel 72. 


AUTHORITY: Elf Aquitaine Angola, Rua Marechal Broz Tito No. 13, 
C.P. 2610, Luanda, Republique Populaire D'Angola. Tel: 90293, 90343, 
90393. Telex: 4130, 4132 Elfang. 


QUINFUQUENA: 06.20 S. 12.14 E. (See Plan) 


LOCATION: The Quinfuquena Terminal is located 15 miles South of the 
Zaire River entrance and consists of 2 loading points. Both loading points 
are single mooring points. 

DOCUMENTS: 

5 Lists of passengers disembarking or in transit, even if nil. 

5 Crew Lists. 

5 Lists giving previous Ports of Call. 

5 Lists of Crew Vaccinations. 

5 Stores Lists. 

5 Personal Effects Lists. 

5 No Animal Lists, even if nil. 

5 Arms and ammunition Lists, even if nil. 

Clearance from last port. 

PILOTAGE: Pilotage is compulsory. The pilot boarding area is inside 
the anchorage circle North of the loading points (See ““Anchorage”). 

The Pilot will indicate to the arriving vessel the loading point at which 
it will be loaded. At this times the Pilot will also confirm the anchoring 
position. 

Masters of vessels are reminded of their obligation to comply with 
Statutory rules and are requested to comply with the following: 

The Officer responsible for the embarkation or disembarkation of the 
Pilot must be a Watchkeeping Officer. 

The pilot ladder must be properly secured. 

The pilot ladder and immediate areas must be adequately illuminated. 

Means must be provided to enable the Pilot to pass safely and 
conveniently from the head of the ladder into the ship and on to the 
deck. 

The ladder must be in good condition. 

The length of the ladder should not exceed 30 ft. 

Whenever the distance from sea level to the point of access is more 
than 30 ft., a combination accommodation ladder/pilot ladder should be 
used. 

Spreaders are to be positioned at intervals of not more than 10 ft. 

Two manropes in good condition should be ready but not lowered 
unless so instructed by the Pilot. 

A lifebuoy with safety line must be available at the embarking 
disembarking area. The safety line must have a self-lighting light. 

The pilot ladder must be rigged on the lee side, clear from all 
discharges and water outlets. 

The ladder must be rigged in such a manner that each step rests 
firmly on the ship's side. 

Nylon pilot ladders must no be used. 

The use of pilot hoists is not recommended. 

If, in the opinion of the Mooring Master the pilot ladder is not safe, 
the Mooring Master may refuse to board the vessel and thus cause 
delay to the ship. Such delay would be for ship's account. 

The Master or responsible qualified Deck Officer must be on the bridge 
at all times when the vessel is manoeuvring. 


Vessels are requested to provide food and accommodation for the 
Loading Master. This accommodation should be equivalent to the 
minimum standard required for a Senior Officer. 

Ship's crew required for mooring operations and connecting 
disconnecting of the hose. 

APPROACHES: It is essential to be in possession of BA. Chart 3206. 

Good radar targets, visible on 24 mile range are: 

Moanda Oil Terminal in position Lat. 05° 56’ S., Long. 12° 10’ E. 

Essungo Platform in position Lat. 06° 14’ S., Long. 12° 09.8’ E. See 
B.A. Chart No. 3206. 

The Quinfuquena Oil Terminal, when a ship is alongside, otherwise 
poor echo. During the night a flare in position Lat. 05° 58’ S., Long. 
12° 25’ E. is seen at a distance of about 30 nautical miles. 

A steel structure radio mast 48 m. high with total height of 76 m. (28 m. 
above sea level) painted red and white with a red flashing light 2.5 sec. 
located in position Lat. 06° 14’ 30” S., Long. 12° 21’ 31” E. at the tank 
farm, can be observed from a distance of at least 25 miles. 

Aero Beacons out of order as well as the lights of Pta. da Moita Seca 
and Cabeca da Cobra. 

ANCHORAGE: Vessels awaiting mooring are requested to anchor 
inside an imaginary circle of 2 nautical miles diameter centred on Point 
“A” (See “Plan”) where: 

SPM bearing is 225° 

RMD bearing is 135° 

Essungo flare bearing is 327° 

This will place all anchoring vessels at a minimum of 1.5 nautical miles 
from each of the surrounding sea lines. 

At times the pilot may alter the anchorage location for one reason or 
another. 

The pilot's requests will always overrule anything written therein. 

The sea bottom in the area is sand and mud. Strict attention must be 
paid to all of the offshore installations in the area. 

In addition to the loading points, these installations include the 
Essungo and Cuntala Platforms, the 18 in. oil sealine from Essungo to 
shore, the 20 in. oil sealine from shore to the R.M.D., the 30 in. oil sealine 
from the R.M.D. to the S.P.M., the 8 in. oil sealine from Cuntala to shore, 
the 16 in. oil sealine between the S.P.M. and Essungo Platform and the 
16 in. sealine from the Southern Block Two Fields to the S.P.M. 

These facilities are all marked on the British Admiralty Charts and all 
vessels bound for Quinfuquena Terminal must have on board the British 
Admiralty Charts No. 3206 and No. 638. 

Anchoring is prohibited within a distance of 1.5 nautical miles from 
any of the offshore installations. All traffic is prohibited within a distance 
of 1 nautical mile of the loading points. 

RESTRICTIONS: Mooring carried out daytime only. Unmooring may be 
carried out at night. 

MAX. SIZE: See “Berthing”. 

Characteristics of Acceptable Vessels: 


S.P.M. R.M.D. 
Deadweight tons — maximum. 250,000 tons 150,000 tons 
Distance — Bow to Manifold — maximum. 160 m. 150 m. 
Draft at Loaded Condition. 72 ft. 47 ft. 
Segregated Ballast Tanks. Required Required 
(See “Ballast’’) 
Inert Gas System. Required Required 
Derricks — minimum SWL. 10 tons 10 tons 


HEALTH: Upon arrival, Government Officials and Agent board the 
vessel. The party comes by boat from the Kwanda Base near Soyo, 
which is situated about 20 nautical miles from the Terminal. The Agent 
is a local clerk, and speaks English. He boards the vessel on arrival and 
a few hours before departure. 

RADIO: /nitial Message: Companies intending to lift crude oil from 
Quinfuquena Terminal will have to notify Fina Petroleos de Angola — 
Operations by telex (Telex No. 3246 Petrol An), 7 days prior to the 
anticipated arrival date. 

This notification shall contain the following information: 

Name of tanker. 

Flag. 

Gross tonnage. 

Nett tonnage. 

Deadweight tons. 

Distance — bow to manifold. 

Anticipated draft at loaded condition. 

Nominated cargo quantity. 

Shippers. 

Agent. 

Consignee. 

Destination. 

ETA QQ Terminal. 

Deballasting time, if required. 

Subsequent Updated Messages: Vessels bound for Soyo Quinfuquena 
Terminal must give their ETA 72 hours, 48 hours and 24 hours before 
arrival, addressed to Fina Petroleos de Angola, Soyo. 

This can be transmitted via Portishead Radio (GKB) if addressed to 
M/V “Oil Panther, call sign GYEM for Fina Marine Superintendent Soyo”. 

Alternatively, ETA can be sent by telex to Fina Petroleos de Angola 
— Operations (Telex No. 3246 Petrol An). 

The message should contain: 

Vessel's name and Flag. 

Master's name. 

ETA at loading Terminal. 

Arrival draft. 

Last port of call. 

Deballasting time, if any. 

48 hours before arrival, radio contact can be made with Fina Petroleos 
de Angola Marine Office in Soyo on S.S.B. 8,291.1 kHz between 
0900 hrs. and 0930 hrs. GMT. 

A 24 hour radio watch is maintained on VHF Channel 11 at the 
Mooring Master's Office, call sign “Quinfuquena Pilot”. 


ANGOLA 


Ships are usually able to make VHF contact at a distance of 30 miles 
from the loading buoy. 

VHF: See “Pilotage” and “Radio”. 

A 24 hour radio watch is required on VHF Channel 11. 

TUGS: One tug, 3,300 h.p. available, also see “Current”. 
BERTHING: The new oil terminal, built for The FST Association, has 
been in operation since December 1979 and is situated 7.5 nautical 
miles offshore. 

The first loading point is of the RMD-type (Ready Made Dolphin). This 
is a rigid structure standing on the seabed. 

The second loading point is a Single Point Mooring Buoy (SPM). 

The RMD is located in about 72 ft. of water in the following position: 

Lat. 6° 19’ 45” S., Long, 12° 14’ 42” E. 

On the RMD 2 limits have to be observed: 

Max. draft 47 ft. 
Max. cargo intake 104,500 tonnes 

The RMD is equipped with a white navigation light and fog horn. 

Identification navigation light: Flash “U" 30 secs. 8.5 nautical miles. 

Identification fog horn: “U" 30 secs. 1 nautical mile. 

A 20 in. cement coated sea line connects the RMD with the shore in 
a position: 

Lat..6° 14’ 54” S., Long. 12°, 20! 57” E. 
The SPM is located in about 120 ft. of water in the following position: 
Lat. 6° 20’ 18” S., Long. 12° 09’ 48” E. 

Under normal departing conditions the SPM is designed to 
accommodate 250,000 d.w.t. tankers. 

A 30 in. sea line connects the SPM with the RMD. 

The SPM is equipped with a navigation light and fog horn. 

Identification navigation light: Flash “A” 15 secs. 5 nautical miles. 

Identification fog horn: 2 secs. on, 15 secs. off. 0.5 nautical miles. 
MOORING: In principle mooring operations are not carried out at night 
but unmooring operations are performed day or night. At times, if sea, 
current and weather conditions permit, night mooring can be considered. 
The Mooring Master will in all cases decide when mooring and 
unmooring operations shall be done. 

All mooring and unmooring operations are done by the ship's crew 
as indicated by the Mooring Master. 

On arrival, vessels must have the port derrick rigged and ready to be 
used. The SWL of the derrick should be 10 tons. 

A line-boat and a crewboat assist the vessels while mooring and 
unmooring. 

Notice of Readiness accepted between 0600 hrs. and 1700 hrs. 

The line-boat will bring the terminal mooring gear alongside, 
which has to be picked up with the ship’s derrick. It consists of: 
2x14 m.x56 mm. wire snotters; 2x100 ton SWL Crosby shackles; 
hose slings; 2 pelican hook chain stoppers; pressure gauges. 

Two messenger lines of minimum 400 ft. length must be ready on the 
forecastle. The wire snotters must be installed on the bitts as indicated 
by the Loading Master. 

The line-boat brings 210 in. pick up lines alongside the bow when 
the vessel is within a reasonable distance of the loading point. The 
messenger lines will be connected to the pick-up lines and taken on 
board until the chaffing chains pass through the fairleads. The chaffing 
chains are connected to the wire snotters by means of the 100 ton 
shackles. 

The fairlead should be a single Panama lead mounted on the centre 
line of the vessel suitable for receiving 23 in. chaffing chains. The 
approximate minimum inside dimensions of the inside of the fairlead 
have to be 40 cm. high and 60 cm. wide. 

Two sets of mooring bits should be situated at the forward end of the 
forecastle head. 

The bitts are to be located not less than 3 m. and not more than 10 m. 
from the centre Panama Lead and capable of handling 56 mm. diameter 
wires. 

Once the vessel is moored to the loading point, the floating hose is 
brought alongside and connected to the manifold by the ship’s crew. 
The floating hose is equipped with a 12 in. Camlock connection. The 
floating hose at both the R.M.D. and the S.P.M. is 16 in. The bow to 
manifold distance should not exceed 150 m. for the R.M.D. or 160 m. 
for the S.P.M. 

A pressure recorder will be installed on the ship's manifold. During 
the whole period that the vessel is moored to the loading point the line- 
boat will be made fast to the stern of the tanker. The vessel shall supply 
a good towline for this purpose and keep a second one on stand-by 
ready to be used. If available, buoyant lines are also preferred in this 
operation. 

BALLAST: Report: August 1989. 

On contacting Loading Master at QQ Terminal via our Soyo office we 
have been informed that tankers without segregated ballast tanks and 
tankers with clean ballast in clean cargo tanks are acceptable. For any 
further technical details please contact Fina Petroleos de Angola (telex 
3246 Petrol An), attention Operations Manager. 

LOADING: The loading rate is approx. 1,550 cu.m.p.h. Soyo crude oil 
approx. API 39.5. The temperature varies with the seasons. At the end 
of May, the loading temperature was 78° F. 

Tank Farm has a capacity of 800,000 barrels. 

During the whole loading operation, a crew member is stationed on 
the forecastle and one by the manifold. Forecastle must be in permanent 
contact with Duty Officer and Loading Master by radio if available. 

As the oil to be loaded may contain hydrogen sulphide, it is 
recommended to keep breathing apparatus and resuscitators readily 
available during cargo operations. 

Also see “Mooring”. 

MEDICAL: Assistance only available in an emergency. 

FRESH WATER: Not available. 

FUEL: Not available. 

SERVICES: Following are not available: Stores and provisions, cash, 
laundry service, dirty ballast facilities, national flags and ship supply 
service. 

Charts are not available. Vessels must have B.A. Chart Nos. 638 and 
3206 onboard when calling at the terminal. 
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REPATRIATION: Repatriation is available if necessary but can only be 
arranged via Luanda. 

MAIL: Mail sent from Europe, usually takes one week. 

SHORE LEAVE: Not allowed. 

WEATHER: 

Winds: The general direction of the trade winds is E.S.E. to S.S.E. The 
direction is affected by onshore/offshore breezes. 

The onshore breeze appears from the S.W. between 1000 hrs. and 
1100 hrs. and falls at sunset. It is then replaced by a light breeze from 
the S.S.E. to E.S.E. which blows until 0800 hrs. or 0900 hrs. 

From December till May thunder squalls from the N.E. occur. During 
the month of May the trade winds often blow night and day. 

From June to Contertioer (dry season) the winds are low. S.W. in the 
daytime and S. to S.W. with calm periods at night. At mid-September a 
stable S.W. breeze settles until the beginning of December. It then 
becomes more variable with calms at times. 

Hygrometry: The relative humidity is above 80% for 11 months of the 
year but in June falls to 50%. : 

Visibility: Fog appears more often during the dry season than during the 
rainy season. During the rainy season visibility is reduced by heavy 
showers. 

Tides and Current: \n general the current flow at Quinfuquena is in a 
Northerly direction and has an average velocity of 0.8 knots. The current 
direction and velocity are governed by two significant sources; the 
Benguela Current flowing North and the outflow of the Zaire River. At 
most times the Benguela Current is the most influential so the most 
common current direction is North. However, at times, especially during 
the rainy season (November to May) the effluent from the Zaire River 
may be so volumnous that it can over-rule the Benguela Current and 
reverse the direction of the current at Quinfuquena. At the RMD we have 
witnessed a 180° change of direction in 10 minutes. 

When this happens during the daylight hours it is possible to receive 
advance notice if the man on watch spots the muddy front from the Zaire 
River moving South. This notice allows the line handling tug crew and 
tanker crew to be in the best position to keep the tanker from contacting 
the protection ring of the RMD or the SPM. When it happens at night, 
however, the allowable reaction time is greatly reduced and any error 
or delay may allow contact of the tanker with the loading point. It is for 
such instances that the watches must be maintained and ready. 

Although, as stated previously, this phenomenon is more likely to 


happen in the rainy season, it can, and has happened in the dry season. 


Tidal currents in this area are minimal. They have an average velocity 
of 0.5 knots and a maximum of 2 knots. The tidal range is about 1.5 m. 
Swell: As far as swell is concerned 93% of the waves come from South 
(S.E. to S.W.). The average height of the swell is 1.5 m. during the rainy 
season and increases to 3 m. or 4 m. during the dry season. 
NOTICE: Notice to Masters 
Subject: Forecastle Head Watchman. 

Quinfuquena Terminal has certain peculiarities and your attention is 
drawn to the following. 

1. The tower is a “Rigid Mooring Device” and is standing on the sea- 
bed as opposed to a “Single Mooring Buoy” which is anchored to the 
sea-bed and therefore has some lateral movement. 

2. Normally your vesse! will ride to the Benguela Current (S'ly), 
however the Congo River outfall will occasionally produce an adverse 


current, which will change heading of your vessel to a Northerly direction 


in a very short period of time. 

Therefore a watchman must be placed on the forecastle head at all 
times, and at the slightest indication that the vessel is “Riding-up” to 
the tower, he must not hesitate to call the Mooring Master on board who 
will take the necessary action. 

A line-boat, which has the capacity to tow your vessel astern, clear 
of the tower, will be tied up to your vessel's stern at all times. 
fi anere ensure that a tow rope of a good quality is passed to the line- 

at. 


SHIPMASTER’S REPORT: April, 1981. 
Location: Lat. 6° 19’ 45" S., Long. 12° 14’ 42” E. 
Depth: Berth 21 m. 
Current: 0.6 knots. 
Bottom: Mud and sand. 
Max. Size: Max. draft 14.35 m. Max. Cargo 104,000 tonnes. 
Pilotage: Pilot boards 2 miles N.N.E. of Quinfuquena Tower. Vessels 
can enter at any stage of the tide, day or night. 
Tugs: One tug, used for docking and undocking and towing when no 
current. 
Customs/Immigration: Generally work during daylight only. 
Fresh Water: Not available. 
Bunkers: Not available. 
Doctor: Only available in an emergency. 
Charts: B.A. Chart Nos. 604 and 3206. 
Documents: Last Port Clearance, 3 Crew Lists, 3 Vaccination Lists, 
2 Stores Lists, 2 Crew Customs Declarations, 2 Animal Declarations, 
2 Firearms and Ammunition Declarations. 
Cargo: Hose connected to port side. Product loaded, crude oil. 
Coastal tanker may have priority at loading berth. 
Agent: 3 Agents located in Soyo. Compulsory to appoint ship agency. 
Anchorage: 2 miles N.N.W. of Quinfuquena Tower. Bottom mud/sand, 
depth 12 to 18 fathoms. 
Characteristics of Loading Point: The Loading Point of Quinfuquena is 
a tower structure called a “RMD" (Rigid Mooring Device) standing on 
the sea-bed with a base of 21 sq.m. At water level is an anti-collision 
ring or fender. The tower is marked by navigation light as follows: White 
showing Morse letter “U". Also fog-horn Morse letter “U”. 
Note: This light is unreliable in performance and visibility during 
operation is less than 1 mile. 
A flexible 20 in. hose connects the tower to a 20 in. shore-line. 
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Moorings: Moorings are from the tower, 2 lines 12 in. (braided) and 
2x3 in. chaffing chains leaching to 2x 200 m.x8 in. pick-up ropes. The 
chaffing chains are connected on the ship to 2 12 in. braided “Snotters” 
made up on the bitts. 

The ship must supply 2 messengers, a tug brings the 2 mooring pick- 
up lines to the ship and makes them fast, always on the port side of the 
ship even though the moorings are port and starboard. Ship's crew will 
make moorings fast. The ship shall also provide a mooring line to be 
used as a tow rope. At all times a tug will be made fast to the stern of 
the ship. 

During loading a member of the ship’s crew shall be posted forward 
to watch the mooring lines and to warn the Loading Master in case of 
the ship “reaching up to the tower”. 

Ship's crew will make moorings fast and connect the flexible hose. 

From the tower to the ship is 1 16 in. floating hose reducing to 12 in. 
aboard the ship. Ship’s derrick should be made ready, always on the 
port side. Derrick should have SWL 10 tons. Ship's crew will also rig 
cargo hoses under the supervision of the Mooring Master. 

Weather: Rainy Season: October through March. 

Visibility: Good all year round. 

Sea: Density 1025 but sometimes 1020 when River Congo outfall 
arrives. 

Tide: Usually not noticable until FULL moon period. Then is semi- 
daily. 1.20 m. at Springs. 

Wind: S.S.W./S.S.E. usually less than Force 4. 

Swell: S.S.W. usually less than 2.50 m. although during dry season 
can rise to 6.00 m. 

Current: Usually N.N.W. 0.60 knots but changes at periods of FULL 
moon — unpredictable. 

Also liable to change rapidly (in 10 minutes, 180° change) due to the 
arrival of the River Congo outfall. 

Telecommunications: VHF Channel 11 permanent watch while vessel 
at Quinfuquena Terminal. Call sign “Fina Marine” and “Q.Q. Pilot”. 

Radio messages addressed to Fina Soyo via Luanda Radio D3E. 
Navigational Warnings: Sub-sea pipe-lines run in the Quinfuquena area 
and drilling platforms are not marked on the chart. 

The most important cautionary notes concerning Quinfuquena area 
are as follows: 

1. Quinfuquena Loading Tower (Lat. 6° 19’ 45"S., Long. 12° 14’ 
42” E.). From this position a sub-sea pipe-line runs 052° to the beach 
crossing at Lat. 6° 14’ 50” S., Long. 12° 21’ 00" E. 

From the same loading tower a second sub-sea pipe-line runs 273° 
to approximate position: Lat. 6° 20’ 00” S., Long. 12° 07' 30” E., where 
anew SBM Buoy is expected to be operative in the near future. 

2. A production platform exists in approximate position: Lat. 6° 
14.2’ S., Long. 12° 10.0’ E. From this position a sub-sea pipe-line runs 
at 095° to the beach crossing at approximately Lat. 6° 14.5’ S., Long. 
12727-07-E; 


OPERATOR: Fina Petroleos de Angola S.A.R.L., C.P. 1320, Avenida 
Rainha Ginga 128, Luanda, Angola. Te/: 39.01.48/39.02.48/39.03.48 
(Ext. 336). Telex: 3246 Petrol An. FAX: (010-2442) 39.10.31. Cables: 
Fina, Luanda. Contact: Captain B. Diricq, and Captain R. Moeskups, 
Marine Superintendents. J.G. Campbell, Manager of Operations. 

Capitania do Soyo, Capitania do Porto do Soyo, Soyo, Republica 
Popular Angola. 

Ministerio dos Transportes e Communicacoes. 

Direccao National da Marina Mercante e Portos. 


NOTES 
Please also advise Shipping Guides Ltd. 


Antigua 


St. JOHN'S: 17.07 N. 61.52 W. (See Plan) 


PORT LIMITS: All the waters enclosed by an imaginary straight line 
running due West from Weatherill’s Point forming the Northern boundary 
by an imaginary straight line running due North from Shipstern Point 
forming the Western boundary and by the coast line running from 
Weatherill's Point to Shipstern Point forming the Eastern and Southern 
boundaries. 

DOCUMENTS: 

4 Crew Lists. 

2 Stores Lists. 

4 Passenger Lists. 

1 Customs Declaration. 

1 Declaration of Health. 

4 Copies of Manifest. 

Port Clearance from previous port. 

3 Copies of B/L. 

1 Copy Crew Personnel and Curio List. 

Fumigation and Derat Exemption Certificate to be shown. 
PILOTAGE: Compulsory. Messages should be received by Agents 
48 hours in advance. Pilot boat may be identified by pilot flag. 

Pilot boards at entrance of channel if vessel is proceeding to Deep 
Water Harbour. If vessel proceeding to Oil Berth, Pilot boards 2 miles 
North of Sandy Island. 

ANCHORAGES: Area between Fairway Buoy, South Warrington Buoy 
and No. 1 Channel Buoy. Approximately 7 cables N.N.W. of Pillar Rock 
Light. Depths 40 ft. — 45 ft. Anchorage for vessels up to 54 ft., 2 miles 
N.E. of Sandy Island. 

RESTRICTIONS: (a) No vessel is permitted to berth alongside before 
permission to do so is given by the Port Authority or unless such vessel 
is under the command of a Pilot. 

(b) Tidal variation is negligible. 

(c) Channel is 8,000 ft. long and 300 ft. wide. 

(d) Draft restriction is 32 ft. at berth. 

MAX. SIZE: Vessels of any size, but with a maximum draft of 45 ft. can 
anchor at the Outer Harbour. At berth max. draft is 32 ft.; length of dock 
1,200 ft.; and turning circle 1,200 ft. diameter. 

HEALTH: Pratique given at berth. Suspected infectious diseases must 
be notified to Port Health Inspectors in advance of vessel's arrival. 
RADIO: Cable and Wireless (W.I.) Ltd. via Barbados Radio 8PO. 
VHF: Port Authority maintains watch on Channel 16 during normal 
working hours. Watch is also maintained by Pilot and tugs on Channel 
16 one hour before ETA of any vessel. Tugs and Oil Terminal Pilot use 
Channel 6 during berthing operations. 

RADAR: Nil. 

TUGS: Two harbour tugs, each with 1,500 h.p. engines. Tugs join vessel 
in Approach Channel. Tugs lines normally used. No charge. 
BERTHING: Three berths on pier of length 1,200 ft.; maximum 
permissible shipdraft 32 ft. in salt water; loading or discharging can be 
done either by shore equipment or by ship’s own gear. 

CRANES: Authority owns 1 x 150 ton P & H mobile crane and 110 ton 
Coles mobile crane. 

2x75 ton cranes are available on dockside which are provided by a 
private contractor. 

Lift Trucks: Authority owns 1 large truck with adjustable spreaders 
capable of lifting fully loaded 40 ft. and 20 ft. containers. 

1x15 tons Container lift truck 

2 Champion truck tractors 

1 GMC truck tractor 

6x20 ft. container chassis 

2x40 ft. container chassis 

1x40 ft. container lift frame 

1x20 ft. container lift frame 

9x 2.5 tons forklift trucks 
BULK CARGO FACILITIES: None. 

SPECIALISED CARGO-HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: 48 hours notice is required to arrange gangs. Average 
load or discharge rate is 10 t.p.h. 

Working hours: 0700 — 1600 Monday to Friday and 0700 — 1100 on 
Saturday. Overtime possible weekdays and Sundays. 

MEDICAL: Agents should have at least 24 hours notice should medical 
attention be required. Hospital facilities are available and can be 
arranged by either Ship’s Agent or Port Authority. 

TANKERS: Sea /s/and: A concrete platform 180 ft. long with 4 mooring 
dolphins, overall length 750 ft. The jetty platform is protected by 5 foam 
filled Yokohama type fenders. Depth alongside 35 ft. at MLW. Max. draft 
32 ft. (deeper draft subject to Marine Terminal approval). Max. load 
displacement 22,000 tons. Berthing by tankers on South side only. Port 
side alongside with the assistance of 2 tugs. Mooring arrangements: 
2 head/stern lines, 2 breast lines, 2 springs. 

Distance to shore is 4,500 ft. 

Pipe-lines: 116 in. crude line with 112 in. hose; 1x8 in. gasoline 
line and 1 x8 in. distillate line each with 1x6 in.; 1x4 in. LPG line; 1 <3 in. 
fresh water line. One grade at the time with max. throughput of 
1,500 bbis.p.h. and max. back pressure of 120 p.s.i. 

Sea Buoy: A CBM of 5 mooring buoys (3 head buoys and 2 stern buoys) 
in 50 ft. of water. Max. draft 43 ft. Distance to shore 7,800 ft’ 1 16 in. 
crude line with 1x12 in. hose (both submarine). No slop residue 
discharge facilities available. 

Hose Connections: Port side amidships on Sea Island and Sea Buoy. 

All Bunker grades are available. The blender is on the jetty with 
meters. Lubricants are available. The bunker line is 10 in. with a 6 in. 
bunker hose. 

There are no slops or dirty ballast facilities. Ships to load are to arrive 
with clean ballast. 


ANTIGUA 


There are always two jetty attendants who are to be provided with 
meals 

It is possible to arrange a boat service between ship and shore but 
the ship's motor lifeboat can be used as well for this purpose and can 
sail in Antiguan waters without restrictions, provided the ship is cleared 
by the Authorities. 

DENSITY: 1025. 

FRESH WATER: Available at Deep Water Harbour, 24 hours’ notice 
required. Also at Oil Refinery Pier and by barge, but only in conjunction 
with bunker fuel deliveries. 

FUEL: All grades of marine fuel available at the Marine Pier. Also 
available at the Sea Buoy and by barges at Deep Water Harbour. 
FIRE PRECAUTIONS: (a) No open fires nor smoking are allowed near 
the open hatches or in the hold in which flammable or dangerous goods 
are stored, or at the place of discharge of shipment. 

(b) No person may set off or ignite any flare, rocket, explosive device, 
firework or make any bonfire or barbecue in any port area other than 
for emergency life saving or ship safety purposes, unless permission 
has been granted by management. 

CONSULS: American, Norwegian, Dutch, French, Danish, Swedish and 
Venezuelan. 

REPAIRS: All types of deck, but only minor engine repairs are possible. 
DRY DOCK: None. 

SURVEYORS: Department of Merchant Marine, Lloyd's and ABS. 
GANGWAY/DECK WATCHMEN: Services of watchman absolutely 
necessary. 

HATCHES: Opening and closing normally carried out by ship's crew. 
CUSTOMS ALLOWANCES: | carton of cigarettes, 1 bottle liquor. 
CARGO GEAR: Loading and discharging effected both by shore and 
ship's gear, but mainly by shore gear. 

REPATRIATION: Facilities exist for effecting crew changes and 
arranging for necessary repatriation. 

AIRPORT: Airport is 4 miles from the Deep Water Harbour, and is served 
by such international airlines as Eastern, Pan Am, American Airlines, 
Air Canada, B.W.1.A., B.A., L.I.A.T., Prinair, Air Guadeloupe, etc. 
TIME: Local time is GMT minus 4 hours. No adjustments made to clocks 
during the year. 

HOLIDAYS: 1st January; Good Friday; Easter Monday; Labour Day (1st 
Monday in May); Whit Monday; 1st Monday and Tuesday in August 
(Carnival); State Day (1st November); Christmas Day; Boxing Day; 
Queen's Official Birthday which is either the 1st or 2nd Saturday in June. 
POLICE/AMBULANCE/FIRE: Police Tel: 20125-6-7-8; Ambulance Tel: 
20251-2-3; Fire Tel: 20044. 

TELEPHONES: Arrangements exist for placing telephones on board. 
SERVICES: No special services exist e.g. tank-cleaning equipment, 
discharge of tank washings, compass adjusting, etc. However, 
arrangements can be made to carry out these services. 

SHORE LEAVE: Crew members are permitted to go ashore; there are 
abolutely no restrictions. 

IDENTIFICATION CARDS: Not necessary to show identification cards. 
However, may be called upon to present seaman’s book should the 
occasion warrant it. 

REGULATIONS: Users of the Port should be acquainted with Port 
Authority Act and Port Regulations. Copies of these can be purchased 
at the Government printers. 

DELAYS: Delays due to unavailability of berth are very infrequent. 
However, during the months of December to April, 24 hours delay can 
be expected. 

AUTHORITY: Antigua Port Authority, P.O.Box 1052, St. John’s, Antigua. 
Tel: 20050, 20053, 21273, 23439. Telex: 2179 Anport Ak. FAX: 809- 
462-1273. Contact: G. W. Benjamin, Port Manager. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Argentina 


Information for ports of Argentina, including drawings of port areas as 
reproduced in our plan section, have been compiled not only with the 
assistance of Port Authorities but also with the very kind co-operation 
of Centro de Navegacion Transatlantica of Buenos Aires to whom we 
are very much indebted. 

Shipowners and Masters wishing to be in possession of more detailed 
information concerning River Plate ports, Argentina South Atlantic ports 
and the Strait of Magellan, are advised to obtain a copy of the “C.N.T. 
Year Book” which is published by Centro de Navegacion Transatlantica, 
25 de Mayo 489, Buenos Aires. 

N.B. For practical purposes, we have sub-divided information for 
Argentina into three sections as follows: 

|. GENERAL. 
ll. RIVER PLATE PORTS. 
Ill. SOUTH ATLANTIC PORTS. 


|. GENERAL 


DOCUMENTS: Required Prior to Arrival: 

(a) At least 24 hours prior to the anticipated arrival of the vessel, a 
request for berthing must be presented to the General Port 
Administration in triplicate. There is a special form for this request, 
indicating the specifications of the vessel and the freight to be handled. 
for the assignment of the berth. 

Upon receipt of the allocation of the berth, the following authorities 
must be notified: 

a. The Chief of the Office of Maritime Health, to whom a request 
must be made 24 hours in advance for a Health Pratique. This 
must be made in duplicate, on a special form, to which a copy to 
the radio request for a Health Pratique must be attached. This is 
necessary to obtain authorisation to dock in the assigned berth, 
without a prior boarding by the Health Officer; 

b. The Naval Prefecture, to which the request for a Health Pratique 
must be presented indicating the date and time of arrival from 
the open seas at the Intersection (in Buenos Aires) and from the 
intersection at the assigned berth; 

c. The Chief of the Office of Overseas and Coastwise Shipping of 
the Naval Prefecture, to whom a request for pilotage must be 
made in duplicate, indicating the date and time of arrival, and 
designation of berth for the vessel. 


On Arrival: 
Type of Document Number and Distribution of Documents 
Basic Forms Prefecture Customs Immigration Health Total 


Additional Documents: 
1. General Declaration 1 
2. Cargo Manifest = 
3. Crew List 2 
4. Passenger List 2 

5. Ship's Store List - 
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. Crew's Effects Declaration 

. Maritime 
Declaration of Health - 
. Mail List (a) - 
. Entrance Declaration - 
10. Standardised Manifest cover 


ea 
Lod | 
7 i 


! 
DL) 

I 

\ 
yy Aaa 


11. Section request = 
(a) Delivered directly to Postal Service. 
Prior to departure: 
Type of Document 
Basic forms 
Additional Documents: 
1. General Declaration 2 
2. Cargo Manifest 
3. Crew List 
4. Passenger List 
5. Sailing Notice 
6. Sailing Declaration 

Request for Health Pratique: 

At least 24 hours prior to sailing, a request for the Health 
must be presented to the Naval Prefecture (4 sets). 

Other provisions: 

A representative of the Naval Prefecture and a Migrations Inspector 
board the vessel prior to sailing. 

(b) Masters should also have at hand for inspection as required all 
the various certificates such as Certificate of Registry, Postal Packet 
Permit, if pertinent, Freeboard, Measurement, Safety Equipment, Radio 
Installation, Bulk Cargo, Shifting Board Installations or equivalent, and 
Derat Certificate, or exemption. 

None of these documents requires an Argentine Consular visa. 

(c) Port Agents should also receive copies for their use and to 
facilitate any further contacts with the Authorities in case of need. In 
particular they require a large number of copies of Manifest, and from 
this they will prepare Spanish manifest, which must be presented to 
Customs within 48 hours of vessel's entry. A number of extra copies of 
Crew List are also needed, and 1 extra store list. 

(da) Every person figuring on the crew list of a vessel entering an 
Argentine port must possess documents proving his identity, such as a 
discharge book, passport or other documents in use in the country of 
origin, authorised by the competent Authorities. 

e) Vaccination Certificate: Members of crew must be provided with 
an International Vaccination Certificate, not more than 3 years old, which 
should be presented on arrival, together with the individual Identity Card. 
Failing this, the crew will be vaccinated by the boarding doctors. 

(f) Identity Cards: On arrival at an Argentine port, Masters of foreign 
vessels must deliver Identity Cards complete with photographs and 
finger-prints of each member of the crew, together with 2 copies of Crew 
List. One set is retained by the Migrations Department, and the other 
document remains in possession of the individual so that once identified, 
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Number and Distribution of Documents 
Prefecture Customs Immigration Health Total 
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Pratique 


the crew member may return to the country without the necessity of 
obtaining new documents. The Master is handed in exchange 1 copy 
of the Crew List, sealed and signed by the Immigration Officer to enable 
him to prove at other Argentine ports of call, that he has complied with 
the corresponding Regulation. 

No member of the crew, except the Master, is allowed to land until 
the Immigration Authorities have checked the crew with the Identity 
Cards. 

Masters may if necessary have the Identity Cards completed with 
photographs in the Argentine at the first port of arrival. In such cases it 
is advisable that Agents are advised in advance so that preparations 
may be made against vessel's arrival. The Authorities will not allow any 
members of the crew to be disembarked until they have presented their 
Identity Cards or have had their photographs taken. Agents must present 
these Identity Cards to the Authorities for stamping within 48 hours of 
arrival of the vessel. Immigration control is made at whatever hour the 
vessel arrives, forming part of the normal reception procedure. 

(g) The Stores Lists should be completed with great care as a 
specially trained searchers’ brigade has been visiting most ships as soon 
as Free Pratique is granted. 

Particular care must be taken to declare all sizes and measures in 
the metric system. A plea of a regrettable mistake is not accepted and 
fines, if legally applicable, can be severe. 

FREE PRATIQUE: Vessels take Pratique in port, and may enter and 
berth if they fulfil the following conditions: 

(a) Clean port of sailing and ports of call. 

(b) No persons with infectious or contagious diseases or with fever 
on board. 

(c) No cases during the voyage of disease of international concern, 
or of infectious diseases of an epidemic nature. 

To be able to obtain this privilege of taking Pratique in port, it is 
essential that Masters of all vessels arriving from abroad wireless their 
Agents, not more than 12 hours before arrival, that vessels under their 
command are in the sanitary conditions as required by Art. 45 of the 
regulations to enter port and go alongside. 

On receipt of this message, Agents will present to the Health 
Authorities the request for a berth, accompanied by the telegram sent 
by the Master, not less than 6 hours (nor more than 12) in advance, 
detailing sailing port and ports of call, and indicating the approximate 
hour of arrival. If the wireless message is in code, Agents will give the 
necessary translation, and be held responsible for any error in such 
translated version. 

The message may be sent either in English or Spanish, and we give 
specimen texts in both languages, which should be closely followed: 

“Addressed to Agency in Buenos Aires (or other port) 

solicitamos pedir libre platica telegrafica buque 

procedente de ....(2), con escalas en .... (3), con..... (4) 

tripulantes, (5) .. pasajeros Buenos Aires, (6) . . -Pasajeros transito 

punto. declaro no tener abordo persones afectadas por ninguna 
enfermedad pestilencial punto estado sanatario bueno. 


“captain (7).” 
or in English: 
“please request Free Pratique ms (orss)..................... (1), 
proceeding from... .... 2.6). f2)S Oona oe eee a (3), 
With oe. ae «es Pay coe Pirate vik CIEWS; (0): sto a Passengers 


for Buenos Aires,(6) passengers in transit stop hereby declare that 
nobody on board affected by any pestilential disease stop sanitary 
condition good. 
“master (7).” 
In each case the gaps must be filled in as follows: 
Port of vessel and flag. 
Port of commencement of voyage. 
. Full details of all ports of call. 
. Number of crew. 
. Number of passengers for Buenos Aires (or whatever port first 
entered). 
. Number of passengers in transit. 
. Full name of Master, and also of doctor if there is one on board. 

As there have been cases of insufficient information being received 
from vessels, and “added in” by Agents in the translation, the Authorities 
have established this standard form which Masters must follow in their 
messages, and which will accompany the request to the Health 
Authorities. 

This facility now refers to all Argentine ports, the message requesting 
Free Pratique to be sent to the vessel's Agent at first port of call, after 
which Free Pratique is automatic in all subsequent Argentine ports. If, 
however, a non Argentine port is called at en route, Free Pratique must 


N® ObwWn- 


again be requested at what will then become the “first Argentine port”. 


Agents will confirm to the vessel, by radio, the date and hour of 
granting of Free Pratique, and with this information in hand, vessel can 
enter port and go alongside. The Port Authorities will board as soon as 
the gangway is placed for their routine inspection, and until they have 
boarded, no one else should be allowed on board. 

Vessels which do not meet the sanitary requirements, or come from 
unclean ports, must fly the yellow flag on entering for the necessary 
inspection alongside. 


River Ports: Vessels proceeding to river ports get Pratique at destination. 


Vessels Lightening: Tankers and other ships lightening in River Plate 
waters, provided they comply with Art. 45, may later continue their 
voyage and go straight into berth at port of destination to take Free 
Pratique there. 
Sick Crew Members: If there is a sick person aboard, the international 
sign “W" must be flown on entering, and for Free Pratique, the customary 
yellow flag. 

Masters must report to the boarding Sanitary Authorities those 
members of the crew having venereal complaints. 


m 
Asian and African Ports: \n accordance with WHO requests, all vessels 


proceeding from these ports will be subject to an inspection of all galleys 
and store rooms. 


conv 
Pilots 


Infected Ports: Recent Cholera epidemics have caused the Health 
Authorities to tighten control. All persons on board vessels coming from 
ports in the countries named below must be in possession of the Anti- 
Cholera Inoculation Certificate, and from other zones as indicated as 
International Yellow Fever Vaccination Certificate. 

Cholera: The international certificate is valid from the sixth day of 
inoculation, and for 6 months. The countries at present under control 
are: 

Africa: Algeria, Burkia Faso (formerly Upper Volta), Benin, Cameroon, 
Chad, Ghana, Ivory Coast, Liberia, Mali, Niger, Nigeria, Senegal, Sierra 
Leone, Somalia, Togo. 

Asia: Burma, India, Indonesia, Malaysia (West), Muscat, Nepal, 
Pakistan, Philippines, Vietnam. 

Epidemics are not officially admitted in the Arab Republic of Egypt 
and Sudan, but the certificate is advisable as a precautionary measure. 

Other zones may be affected at short notice. 

Yellow Fever: The vaccination certificate is valid for 10 years, as from 
the tenth day of inoculation. It is required for all persons coming from: 

Africa: Angola, Ghana, Kinshasa, Nigeria, Sierra Leone, Sudan. 

South America: Brazil (territories of Roraima and Boa Vista), Colombia 
(Bolivar, Simiti, Boyaco and Paz de Ariporo). 

Inflammables: \t should be borne in mind that vessels carrying over 
25 tons and under 100 tons of inflammables, explosives, etc., must be 
inspected in the roads before entering whether they have asked for Free 
Pratique by radio or not, although this is still advisable as the one 
inspection is independent from the other. 

CLASSIFICATION OF ARGENTINE PORTS: In accordance with Article 
31 of the Pan American Sanitary Code, the National Health Department 
has classified the Argentine ports as follows: 

Clean Ports Class A — Buenos Aires, Rosario, Santa Fe, La Plata and 
Bahia Blanca. 

Clean Ports Class B — San Nicolas, San Lorenzo, San Martin, Villa 
Constitucion and Concepcion del Uruguay. 

Clean Ports Under the Vigilance of the Health Department — Mar del 
Plata, Necochea and Diamante. 

A clean port, in general, requires the absence of non-imported cases 
of cholera, yellow fever, pest, exanthematic typhus or any other 
contagious disease of a serious epidemic nature, that may be carried 
through international trade. The clean ports of Class A have competent 
staff and suitable sanitary equipment, also bacteriological laboratories, 
registers of disease and deaths, lazarettos, etc. 

The clean ports of Class B are those that have not got all the 
equipment required for Class A. 

FLAG: The flag of the Republic is three horizontal and equal bands of 
which the centre one is white, and the upper and lower, sky blue. 

The official colours, flown by Naval vessels and all official entities are 
distinguished by a rising golden sun in the centre of the white. 

All foreign merchant vessels must fly the Argentine flag from the 

highest mast while in territorial waters and ports, and fly their own 
national colours from the ensign staff. 
PILOTAGE: A. Ordering: For Recalada Station, minimum 48 hours in 
advance, for all other services Agents of the vessels to be piloted must 
apply, in writing, to the Pilotage Section of the Prefectura at their domicile 
before 1700 hrs. on the day before the service is to be effected, or on 
Sundays/holidays, before 1100 hrs. Pilots are obliged to render service 
in strict turn, in accordance with the register in the zone. 

Applications for Pilots presented outside the hours established will be 
accepted but they will be classed under the headings of “Extraordinary” 
or “Urgent” applications. Pilots should always be ordered by the Agency; 
only in exceptional cases may a Pilot be requested direct by a Master, 
when by reasons of force majeure, or change of destination arrival is 
unforeseen. Vessels which are unaware of their Agents name may also 
request a Pilot direct. In such cases the request should be made direct, 
by radio, to the Prefectura with full explanations of the circumstances. 

B. River Plate Zone: There are 3 pilot stations in this Zone, namely; 
Port of Buenos Aires, Intersection and Recalada. 

(i) Inwards from sea. Inward vessels for up river ports Buenos Aires 
or La Plata have to take a Pilot at Recalada, and must give 48 hours 
advance notice of arrival, both to Agents in Buenos Aires and direct to 
Recalada, call sign LSR 500 kHz (600 m.) Type A1, A2. 

The operator is on duty from 0800 — 1000 hrs., 1200 — 1400 hrs., 1600 
— 1800 hrs. and 2000 — to 2200 hrs. Communications can also be made 
on 462 kHz (649 m.). 

The second pilot station is at Intersection Km. 37 measured out of 
Buenos Aires. 

The Recalada Pilot takes all vessels to Intersection only, where 
another Pilot comes aboard, as follows: 

— if bound for Buenos Aires, a Port Pilot. 

— if bound for La Plata, a river Pilot to La Plata Roads where a La 

Plata Port Pilot takes over. 

— if bound for upriver, a River Pilot. 

(ii) Outwards to Montevideo. Vessels sailing from Argentine Plate 
ports to Montevideo must take an Argentine Pilot up to Montevideo 
Roads, not drop him at Recalada. 

(iii) Inwards from Montevideo. Vessels arriving from Montevideo 
come in charge of a Uruguayan Pilot to Intersection, where the second 
Pilot takes over as above: Uruguayan Pilots, when in Argentine waters 
are subject to all Argentine laws and regulations. 

(iv) Outwards to sea. Outward bound vessels (except for Montevideo) 
are obliged to disembark their Pilots at Recalada, except when 
prevented by weather, in which case the Pilot must land at first available 
port and his travelling expenses back to Buenos Aires are for vessel's 
account. 

Notice: Issued by the River Plate Pilot Association. 
Information for Masters 

We, the River Plate Pilot Association, welcome Masters and crew 
members visiting our country and wish them a pleasant stay. We also 
feel that in order to improve the fluent traffic of all merchant ships, it is 
convenient to inform Masters about some regulations connected with 
Pilots as well as recommend them to follow such procedures as: 


ARGENTINA 


1) Pilot's Category: Argentine Regulations state that Pilots have the 
same rights and category as Masters of merchant vessels and thus 
share the same prerogatives. Accordingly, the Pilot is entitled to the use 
of a cabin of his own during his stay on board. When vessels have a 
special cabin for the Pilot, no problem exists. But if this special cabin is 
not available, another cabin with appropriate facilities in adequate 
condition of hygiene and cleanliness should be supplied. 

2) Arrangement for Embarking and Disembarking Pilots: Strict 
observance of IMO Rules and Argentine Regulations should be kept 
regarding: 

a) distance from sea level to the point of access to the ship's deck. 

b) firm resting of accommodation ladder against ship's side. 

c) absolute clearance of all discharges. 

d) horizontal position of platforms. 

e) proper security and tightness of angle slope, stanchions, rigid 
handrails or handgrips. 

f) adequate lighting at night-time. 

g) the obligation of an officer to be always present to supervise all 
these procedures, maintaining radio contact with the bridge of 
the ship. 

If any of these recommendations were not strictly followed, the Pilot 
may refuse to board the ship. 

3) Duration of Pilotage: Masters should be advised that according to 
present Argentine Regulations the duration of the pilotage for a Pilot 
who is working alone is 6 hours. If the latter evaluates he can finish his 
duty, from the moment he goes to the bridge till he reaches his 
destination, in a period of no more than 8 hours, he will remain on duty. 
Otherwise he may anchor the vessel and rest for 6 hours. If the speed 
of the ship is such that the total duration of the pilotage is more than 
8 hours and the lost time at anchor for the Pilot's rest is desired to be 
avoided then 2 pilots should be engaged. 

4) Trim by the Stern: Masters of loading ships should take into 
consideration that later, when the ship is underway from “Zona Comun”’ 
to “Recalada Pilot Vessel’, it should be possible to trim the vessel no 
less than 0.45 m. (1 ft. 6 in.) by the stern or more in accordance with 
the Pilot's requirement. This will permit the ship to continue her journey 
with the convenient tide and avoid her staying at anchor for a very long 
period of time, given that with even keel it is imperative to wait for an 
extraordinary High Tide due, mostly, to strong Southerly winds. 

C. River Parana Zone: Comprises the River Parana from the port of 
Parana (Km. 600 from Buenos Aires) down to its mouth, and that part 
of the River Plate limited to the East by its left bank to Punta Negra 
(Uruguay), thence to Intersection, to the South by the North bank of the 
access channel to Buenos Aires Port, to the West the right bank of the 
River Plate from the entrance to Buenos Aires port to Kilometre 0 of the 
River Uruguay. 

On the River Parana, on distances exceeding 200 km. two special 
Pilots must be ordered, and therefore there will be 4 Pilots on board 
(2 special and the 2 on turn), and the vessel has to pay for each of 
them, i.e. 4 times the tariff. 

For distances of less than 200 km., the same ruling applies when 
continuous navigation is requested, which necessitates the employment 
of 2 Pilots on turn. However, when only 1 Pilot is asked for, only 1 
special Pilot is nominated, if specially asked for, and consequently the 
tariff is double. 

(i) Northbound: Pilots for navigation through this zone go on board, 
Northbound, at Intersection, whatever the destination. If for Uruguayan 
ports in the River Uruguay, the Uruguayan Port Pilot comes on board 
off Parana Bravo. 

(ii) From River Uruguay. Vessels from River Uruguayan Ports, either 
Argentine or Uruguayan, change their River Uruguay Pilot for River 
Parana Pilot at the mouth of the Parana Bravo. However, if proceeding 
from a Uruguayan port, it is preferable to send the Parana Pilot to the 
Uruguayan port, and drop the Uruguayan Pilot off Nueva Palmyra. In 
certain cases the Argentine Parana Pilot can also come aboard at Nueva 
Palmyra. 

(iii) Inside Parana River. There are 2 stations for despatching Pilots 
in the River Parana Zone; one at Buenos Aires and the other at Rosario. 
From the port of Buenos Aires Pilots will be cleared to take vessels to 
the Northern limits of the Zone, as also for vessels anchored at ports 
or places South of San Pedro, for any destination. 

From the Rosario station, Pilots will be despatched to vessels 
anchored within the Port of San Pedro, and all places to the North of 
the port, whatever their destination. 

At some of the smaller ports in this zone the Prefecture will, to avoid 
delay to the vessel, authorise the River Pilot to berth the vessel. This 
request must be made when ordering the Pilot, but Agents at the river 
port must also apply for a Pilot, and see that he is employed if available. 

Draft is ruled by the depth of water at Martin Garcia Bar, which is at 
present 24 ft.6in. at zero. This varies, and from time to time the 
Prefecture has authorized clearance of vessels up to 27 ft. Occasionally 
it happens, in spring, that there is less water in the river above Martin 
Garcia, but the Weekly Bulletin issued by the Authorities covers this and 
all determining depths on the river routes. 

(iv) To Montevideo. Vessels proceeding down river to Montevideo, 
take a Pilot at intersection to Montevideo Roads, where a port Pilot 
boards. 

(v) To La Plata. Vessels from up river ports for La Plata drop their 
River Pilot at Intersection, take another River Pilot to La Plata Roads 
(optional) and then a Port Pilot there. 

D. River Uruguay Zone: Comprises the River Uruguay from 
Concepcion de Uruguay, Km. 188 to its mouth, and that part of the River 
Plate mentioned under the Parana River Zone. All Pilots for this Zone 
will be despatched through the Buenos Aires Station. 

E. Bahia Blanca Zone: Comprises the Bay from a line joining the 
buoys at Punta Tejada and Punta Lobos, up to the ports. There Is no 
pilot vessel on station. The ordering of Pilots for the Bahia Blanca Zone 
is effected by the Overseas and Coasting Office at that port. As the 
official tug for taking Sea Pilots to meet incoming vessels is sometimes 
out of commission, Masters are requested to advise their Agents of the 
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ETA 48 hours in advance. The cost of a special tug is heavy, and on 
occasions a saving can be made sharing expenses if the tug can take 
out Pilots for other incoming vessels, and also embark those from 
vessels outward bound from Bahia Blanca. 

F. Southern Ports: South of Bahia Blanca and as far as Rio Grande 
pilotage is obligatory in port, when a vessel requires a Pilot, application 
should be made to the Pilots’ Office of the Naval Prefecture through 
vessel's Agents in Buenos Aires with at least 5 days advance notice. 
They go on board either at Buenos Aires, off Mar del Plata, or at other 
ports as required, and are authorised to operate in all of the Southern 
ports: San Antonio del Oeste, Madryn, Commodoro Rivadavia and the 
adjacent oil berths, Deseado, San Julian, Santa Cruz, Rio Gallegos, San 
Sebastian, Rio Grande and Ushuaia. 

Their duties are to act as Port Pilots for entering, mooring, unmooring 
and leaving any of these ports. 

Vessels from South Atlantic Argentine ports, for Montevideo should 
pick up an Argentine Pilot from Recalada to Montevideo Roads, but if 
such vessels pass further than 5 miles away from Recalada Lightship 
and pass direct to Montevideo Roads, there is no such obligation. 

G. Embarking/Disembarking: Accommodation ladder. The gangway 
should be lowered to about 3 m. above the surface of the water, and 
adjusted in such a way that the Pilot only needs to climb the rope for 
this distance, in order to step on to the gangway. This rope ladder must 
have all the steps resting firmly against the side of the ship, in 
accordance with the requirements of the Safety of Life at Sea 
Convention. Similarly, the gangway must rest against or be secured to 
the side of the vessel, and Pilots may refuse to board if these conditions 
are not complied with. 

RADIO: All times are given in GMT unless otherwise specified. 

Storm Warning, Met. Situation, Weather Forecasts and Notices to 
Mariners: Are transmitted in clear (A1) in Spanish and then English, 
daily, from the following stations: 


General Pacheco LSV 3220.5 kHz 0.5 kW 0130 hrs. Storm warning 
Buenos Aires Met. resume 
LSV2 5907.5 0.5 kw Forecast 
LSV 4 12100 1 kW 
LSV5 17520 1 kW 


and again at 1600 ‘ 
while LPD 5 transmits the same information on 512 kHz (5 kW) at 0148 
and 1630 hrs. 

The weather forecast covers the zone from Rio de Janeiro to Drake 
Strait and is valid until 1200 hrs. of the next day. The word “nil” is used 
if there is no information to report, as for example in storm warnings. 

Vessels at sea can request a forecast and state of the weather at any 
time from Meteoro Baires, through Pacheco — LPD on 4177, 4187, 8354, 
8374, 11531, 12561, 16708, 16748, 22220 and 22270 kHz. 


Radio Trelew LPZ 20 527kHz 3kW at1730 
Radio Comodoro 
Rivadavia LPX 2 474 kHz at 0400 


and 1800 as above. 
Vessels at sea in this area can request a forecast from Meteoro 
Comodoro Rivadavia through LPX 2. 
Notices to Mariners and Urgent River Notices: Are transmitted in 
Spanish and repeated in English by Radio Pacheco and Radio 
Comodoro Rivadavia. 


Radio LPD 5 512 kHz 5 kW A2 at 0030 hrs. Plate Area 
Pacheco LPD6 4268 kHz 0.25 kW Ai at 1230 

Comodoro LPX 2 474 kHz 3 kW A2 at 1330 2000 
Rivadavia LPX 27 4428.6 kHz 0.5 kW A3 at 0400 0800 


1200 2100 

This station only reports on Lat. 42° S. to 52° S. 

In both cases messages are repeated twice at intervals of 1 minute 
at the times indicated. Notices are repeated daily during 6 days from 
publication, preceded by the signal TTT, followed by the number of the 
notice, the letter R and then the text in this sequence: 

Zone, sea, river, province, locality, etc. 

Lat. and Long. if necessary 

News in question. 


Sign off with SHN to indicate the authority (Servicio Hidrografia Naval). 


If there is no notice to transmit, the stations will transmit “‘no hay avisos 
para navegantes”, ‘no notices for mariners”. 
Notices to Mariners, and Other Items, in Spanish Only: Notices to 
enh and other special information are given in Spanish only as 
‘ollows: 
Rosario — LSQ 38, 477 kHz, A1, at 1305 hrs.: 
Depth of water in the Parana River from Los Pajaros to Los Ratones 
and also the minimum depth between Santa Fe and Rosario. 


Concepcion del Uruguay — LSQ 57, 477 kHz, A1, 0.5 kW at 1300 hrs.: 


Information on the Uruguay River from San Javier to Gualeguaychu. 

Buenos Aires South Dock (Darsena Sur) — LSQ 9, 477 kHz, A1, 1.5 kW 
at 0400, 0500, 0600, 0700, 0800, 0900, 1000, 1100, 1200, 1300, 1400, 
1500, and 1545 hrs. except on Sundays and holidays. 
Depth of water on the gauge at Riachuelo. 

Buenos Aires Central de Comunicaciones (Prefectura Naval Argentina) 
— LSQ 4, 524 kHz, A2, from 05 to 10 minutes each hour: 
Depth of water indicated by the semaphores at Puerto La Plata and 
Riachuelo, and of the El Codillo Zone of the Punta Indio Channel 
referred to zero on the Oyarbide Tide Gauge which is between pairs 
of Buoys 24 and 25 in the Main Channel, and the new tide gauges 
referred to under “Buenos Aires”, Tidal Signals. 

Buenos Aires, Meteo (All A1) — LSV 3220.4; LSV 2, LSV 6, 5907.5; LSV 
4, 12100; LSV 5, 17520 kHz at 1705 hrs. 
Depth on the River Plate, River Parana, River Paraguay and River 
Uruguay zones. Buenos Aires, Radio Nacional LRA 870 kHz, A3, at 
0100, 1100, 1500, 1800 and 2100 hrs. 
Depths of water and met. forecast for River Plate Zone, this station 
also transmits tidal forecasts at 0100, 1000, 1315, 1600, 1900 and 
2200 hrs. 

Intersection River Plate — LOI, 524 kHz, A2: 
Continuous information on local depths of water, on request. 


26 


Recalada — LSR, 524 kHz, A1: 

Same as Intersection. 

Buenos Aires, Central de Comunicaciones (Navy) — LOL 457.2, 2162.5, 
4856, 8030, 13101, 17180, 22840 kHz, A1, at 0230, 0300, 1300, 1330, 
1930 and 2030 hrs. 

Urgent Notices to Mariners, and Notices to Mariners covering the 

Argentine Coast and river systems. 

Santiago River (La Plata) - LOM, 524 kHz, A2, 
from 05 to 10 minutes each hour: 

Depth of water on the semaphore at La Plata. 

From 10 to 15 minutes each hour: 

State of tides in El Codillo Zone of Punta Indio Channel, referred to 

zero on the Oyarbide Tidal Gauge (between pairs of Buoys 24 and 

25). 

All Atlantic ports also transmit local Notices to Mariners and weather 
forecasts in Spanish, the call signs and frequencies are indicated under 
each individual port, but between the powerful stations at Pacheco 
(Buenos Aires) and Comodoro Rivadavia, the whole coast is covered 
by the regular information given in both Spanish and English. 
Facsimile Reports: Buenos Aires also transmits facsimile reports, of 
which the following correspond to surface forecasts, valid for 24 hours, 
and weather on Mercator projection. 

0800/0815 and 2000/2015 hrs. 

From station LRO 69 5185 kHz 
and LRB 10720 kHz 

both of F4, white and black with a variation in frequency of plus 400 

minus 400 — 5 kW and referred to observations made 8 hours earlier. 

From the Antarctic, the Argentine Met. Station at the South Orkney 
Islands transmits an analysis of the Atlantic area at 0300 and 1700 hrs. 
from LOK on 4250 kHz and 13051.5 kHz. 

Traffic Control and Safety at Sea: The Prefectura Naval Argentina, in 

charge of shipping activities including safety at sea, maintains a control 

centre at Buenos Aires, and another at Mar del Plata (where several 
hundred fishing vessels operate). 

Objectives are to prevent collisions at sea or groundings and to keep 
a safe, expedite and orderly flow of traffic, as well as to alert safety and 
salvage systems when vessels need assistance. 

A— The Controlled Area, from Buenos Aires, covers from parallel 57° W 

passing through pair of Buoys No. 21 in the Main Entrance Channel to 

e line from San Isidro (Buenos Aires) to the mouth of the Parana Guazu 
iver. 

The Centre is on permanent duty in the following VHF-FM channels 

16 frequency 156.8 MHz for calls, assistance, urgency and safety. 

12 156.6 notices to mariners. 

14 156.7 annex to Channel 12. 

6 and 8 156.3/4 bridge to bridge use. 

Information all vessels in the area, both foreign and national, must inform 

the Centre of the following: 

1. On entering the systems. 

2. On leaving the systems. 

3. On crossing Km. 57 in the main channel. 

4. On arriving at Intersection. 

5. On crossing Km. 11 of the Access Channel to/or from Buenos 
Aires. 

6. When anchoring, mooring or unmooring. 

In each case, except 2 and 6, they will give the estimated hour of 
arrival at the next point en route. 

Vessels will also report, on Channel 16, the following: 

(a) Accident or fire on board. 

(b) Sighting another vessel in apparent difficulties. 

(c) Sighting any dangerous obstacle to navigation. 

(d) Any serious reduction in visibility. 

They will also advise, on Channel 12, as soon as possible, if any 
mark, light or navigational aid is damaged, missing, functioning badly or 
evidently out of position. Vessels must keep constant watch on Channel 
16 from entering the zone to leaving it, and immediately after using any 
of the other channels will continue to listen on Channel 16. If, for any 
reason, this is not possible, they will report this to Control Office by 
Channel 12. 

The Centre transmits as routine information urgent Notices to 
Mariners, ruling weather conditions every 4 hours from 0000 hrs. and 
depth of water at El Codillo, La Plata Port, Riachuela and Martin Garcia 
Bar 5 minutes after every hour. 

Also tide and met. forecasts at 0900 and 1500 hrs. Storm warnings, 
visibility reports and obstructions in channels will be transmitted 
immediately on being reported, and then included in the next routine 
transmission. 

Information can be requested from the Centre at any time. 

The Administration procedure is that figuring in the International Union 
of Telecommunications and/or the Manual for the Use of Mobile services. 

Time used in this service is local Argentine time, i.e. GMT minus 
3 hours. 

Language: Personne! on duty in the Control centre will use only 
Spanish. 

If mecessary recourse can be had to the Code groups in the 
International Signal Code in use, and the spelling and lettering tables 
therein, or to Code Q. 

B — Mar del Plata Centre controls the area from 35° 30’ S. to 41° S. In 

this zone the system is voluntary for foreign flag vessels. The Centre 

operates on the following frequencies: 


Coastal Frequency (kHz) Ship Frequency (kHz) 


One: Type A3 H_ 2182 LSO 20 2182 a 
2100 LSO 69 2100 d 
4409.4 LSO 70 4410.8 f 
8754.4 LSO 71 8220.4 g 
13189.5 LSO 72124105 i 
Ai A2 500 LSO 20 500 
Ai 437 LSO 20 437 
4325 LSO 21 4325 
12728 LSO. 57 12728 


yp = ae 


Two: The Mar del Plata Centre maintains a continuous listening watch 


on: Al A2 500 kHz LSO 20 
Al 4325 LSO 21 

A3 H 2182 LSO 20 

4110.8 LSO 70 

8220.4 LSO 71 


and also listens from 00 to 05 minutes each hour on A1 12728 kHz and 
from 45 to 50 minutes every hour on A3 H on 2100 and 12410.5 kHz. 

Vessels can use any of the frequencies listed under “one” after calling 
any of the frequencies in “two”. In radiotelephony, except for frequencies 
2100 kHz and 2182 kHz traffic will be routed in semi-duplex as per 
frequency pairs as indicated in “one” f, g and i. 

In this are Notices to Mariners and Safety information will be 
transmitted as follows: 
A3 H 2100 8754.4 

4409.4 7854.4 
4409.4 13189.5 
437 4325 0100 and 0600 Argentine time 
4325 12728 1300 and 1900 Argentine time 
Storm warnings or other urgent information will be transmitted in ASH 
and A1 on 500 kHz and 2182 kHz. 

Information: Vessels on entering or leaving the zone will indicate: 

1. Position, course, speed, whence proceeding, whither bound. 

2. Sailing from or entering ports in the area. 

3. Report geographical position every 12 hours counted from time 
of first advice, giving course and speed. 

4. Any change in course or speed which alters the normal route and 
time at which it occurred. 

5. Anchoring in or leaving the area. 

Happenings: All vessels will immediately advise the centre of: 

(a) Accident or damage to own or another vessel. 

(b) Sighting any object dangerous to navigation. 

(c) Any serious reduction in visibility, or unfavourable meteorological 

conditions. 

(d) Having observed if any lighthouse, beacon, buoy, etc., is not 

working properly or is out of its correct position. 

Language and Time: As in River Plate Centre. 

Time Signals: Time signals are transmitted from LOL Buenos Aires as 
follows: frequency 475.5, 2162.5, 4856, 8030, 13101, 17180, 22840 kHz, 
A1. at 0100, 1300 and 2100 hrs. GMT, using the modified modern 
American system, with dots every second from 54.30 to 54.50, a dash 
of 8 seconds ending with 4 half-second dashes, every minute to the 
hour, ending with a dash. 

LOL also transmits on 5, 10 and 15 MHz simultaneously in A1, A2, 
A3. Carrier waves are modulated in 1000 and 440 kHz alternately. 

Signal consist of dots every second, omitting the 59th second, and 
with 1 second interval before the next period commences. 
Transmissions is from 0800 to 0900, 1100 to 1200, 1400 to 1500, 1700 
to 1800, 2000 to 2100, and 2300 to 2400 hrs. Argentine time (GMT 
minus 3 hours daily), except Sundays and national holidays. 

At the end of each period of transmission the call sign is given in 
morse, and before each period the words Observatorio Naval Argentino 
are followed by the hour and minute corresponding to the 
commencement of the next signal. 

Modulation on 440 kHz corresponds to the note LA of the fifth octave 
in the musical scale. 

D/F BEACONS: A number of radio beacons specially for shipping have 
been installed down the coast, in addition to the air beacons which can 
also be used, though with less accuracy. 

There are 8 beacons, and 18 aerial beacons in use as follows: 
Practicos Recalada — Lat. 35° 10’ 06” S., Long. 56° 15’ 00” W. range 
150 miles (on the lightship) frequency 320 kHz, A2. 

Signal PR once 9.7 secs., followed by silence 2.3 secs., a long dash 
17 secs., silence 1 sec. dash 17 secs., silence 1 sec. PR repeat the 
cycle, PR again and final silence 14.3 secs., making a period of 
120 secs. (2 mins.). 

In good weather there are 2 transmissions every 2 minutes, from 02 


0005 and 0505 
0805 
1205 and 1605 


Argentine time (GMT —3) 
Argentine time (GMT —3) 
Argentine time 

Al 


ARGENTINA 


Bahia Blanca — (On the Recalada Lighthouse) Lat. 38° 59’ 33” S., Long. 
61° 15’ 38” W. range 350 miles frequency 310 kHz, A2, 0.2 kW. 

Signal BB 9.8 secs., silence 2.2 secs., dash 17 secs., silence 1 sec., 
dash 17 secs., silence 1 sec. BB and repeat cycle, then BB and final 
silence 14.2 secs., total period 2 mins. 

In good weather 2 transmissions 4 mins. apart from 04 and 34 minutes 
after the hour. 

In fog, 1 transmission every 4 mins. from 04 each hour. 

Bahia Blanca — (On the Light Buoy El Rincon) Lat. 39° 23’ 12” S., Long. 
62° 00’ 48” W. range 200 miles, frequency 310 kHz, Al and A2, 
0.15 kW. 

Signal RN once, 7 secs., silence 2 secs., 2 long dashes 41 secs., 
silence 2 secs. RN repeat cycle, but 1 sec. first silence after signal then 
as before repeat RN and final silence 250 secs., total 6 mins. 

In good weather, 2 transmissions from 02 and another 2 from 32 
minutes of each hour. 

In fog continuously from 02 each hour. 

Bahia Blanca — (On the Segunda Barranca Lighthouse) Lat. 40° 47' S., 
Long. 62° 16’ W. approx. range 200 miles, 310 kHz, A2. 

Signal SB 9.7 secs., silence 2.3 secs., dash 17 secs., silence 1 sec., 
dash 17 secs., silence 1 sec. SB and repeat cycle, repeat SB final silence 
14.3 secs., total period 2 mins. In good weather, 2 transmissions every 
30 mins., at 00/02 06/08 30/32 and 36/38 minutes on the hour, in fog, 
every 4 mins. 00/02, 06/08, etc. 

Punta Delgada-Los — Lat. 42° 46’ 00” S., Long. 63° 38' 00” W. range 
200 miles, frequency 315 kHz, modulation 1000 kHz modulated A2 
signal PD 9.7 secs., silence 2.3 secs., long dash 17 secs., silence 1 
sec., long dash 17 secs., silence 1 sec. PD repeat cycle, PD final silence 
14.3 secs. total period 2 mins., good weather 4 transmissions every hour 
at 04, 10, 34 and 40 minutes after the hour. In fog, 2 mins. transmission 
and 4 mins. silence from 04 of the hour. 
San Gregorio — Lat. 45°01'30’S., 

200 miles, frequency 295. kHz, A2, 2 kW. 

Signal IL 9 secs., silence 3 secs., long dash 17 secs., silence 1 sec., 
long dash 17 secs., silence 1 sec., IL repeat cycle. IL final silence 
15 secs., 2 mins. period in good weather 4 times every hour, 2 mins. 
each from 00, 06, 30 and 36 after the hour. 

In fog, one 2 minute transmission and 4 silence, from 00 in the hour, 

but fog transmission temporarily suspended. 
Cabo Blanco-Loa — Lat. 47° 12’ 12” S., Long. 65° 44’ 33” W. range 
200 miles (on the lighthouse) frequency 295 kHz, A1, A2, 0.15 kW signal 
CB 12 secs., 2 long dashes 37 secs., CB repeat cycle CB final silence 
250 secs., total period 6 mins. Good weather, twice from 08 and twice 
from 38 minutes after the hour; fog, continuously from 02. 

Temporarily out of service. 

Medical Advice: Medical consultations can be made, without charge, 
from vessels at sea with urgent illness or accidents on board. Messages 
should be brief, but clear and concise, describing the symptoms of the 
illness with all possible details, including age and sex of patient and 
informing what first aid equipment is available on board. 

For priority, messages should be preceded by the urgent signal XXX 
and be signed by the Master of the vessel. 

The Medical section of the International Signals Code, 1931, Volume 
2, can be used, as also clear language if it is necessary to amplify the 
message. 

Messages should be radioed to “Consulta Radiomedica’’ followed by 
the name of the coastal station used. 

All consultations are gratuitous, they must be composed in Spanish, 
and indicate in this order: 

Sex; Age; clinical antecedents; symptoms leading to the consultation; 
probable cause of the illness or conditions in which accident occurred; 
any other data which could assist diagnosis and facilitate treatment, 
such as pulse rate, temperature (in Centigrade) character and 
appearance of the wound, etc., and informing what first-aid equipment 
is on board. 

The following stations at Buenos Aires give continuous service for this 
purpose: 


Long. 65° 37' 51” W. range 


to 08 and 32 to 38 minutes each hour. LPD 4 44.5 kHz A1 A2 
In fog, one 2-minute transmission every 4 minutes from 02 minutes. CPD bs 4268 kHz At 
Punta Mogotes — Lat. 38° 05’ 32” S., Long. 57° 32' 28" W. range 120 LPD 86 8646 kHz At 
miles. (On the lighthouse) frequency 295 kHz, A2. LPD 32 13002 kHz At 
Signal PM once 9.8 secs., followed by silence 2.2 secs., dash 17 LPD 46 17045.6 kHz Alt 
secs., silence 1 sec., dash 17 secs., silence 1 sec. PM and repeat cycle. LPD 91 22419 kHz At 
PM again, final silence 14.2 secs., total period 2 mins. of the hour. LPD 44 4434.5 kHz A3 
In good weather 2 transmissions as from 06 and 36 minutes of the hour. LPD 8 8811.5 kHz A3 
In fog, continuous commencing on the hour. LPD 9 13180 kHz A3 
The Following Beacons, all on A2, may be of assistance 
Lat. Long. Freq. (kHz) Time 
Bs. Aires, Aeroparque OP 34° 31'18"S 58° 29’ 00" W. 260 continuous 
Bs. Aires, el Palomar PAL 34° 37’ 58° 36’ 400 from sunset, on req. 
Bs. Aires, Moron MOR 34° 40’ 58° 38’ 355 continuous 
Bs. Aires, Ezeiza EZA 34° 49 58° 32’ 365 continuous 
La Plata PTA 34° 53’ 57756’ 250 or 275 continuous 
Punta Indio PDI 357184 57° 16’ 325 09/2300 
Dolores DOL 36° 20' 57° 42’ 235 on request, range 120 miles 
Bahia Blanca BCA 38° 43’ 62° 12’ 330 daylight only, not Sundays/holidays, 
range 250 miles 
Comandante Espora EPO 38° 45 62° 10' 370 daylight 
San Antonio Oeste SAO 40° 44 64° 58’ 220 daylight 
Trelew TRE 43° 14 65° 19’ 205 daylight, range 300 m. 
Comodoro Rivadavia CVR 45° 47' 67° 30’ 230 daylight, range 230 m. 
Puerto Deseado ADO 47° 44' 65° 55’ 210 continuous 
San Julian SJU 49° 18’ 30” 67° 46’ 30" 375 occasional, range 150 miles 
Santa Cruz SCZ 50° 01' 68° 34' 245 occasional, range 250 miles 
Rio Gallegos GAL 51° 37’ 69° 17’ 330 09/2300 350 miles 
Rio Grande RGN 53° 47’ 57° 40° 365 on request 
Ushuaia USU 54° 49 68° 19° 235 on request 200 miles 
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TUGS: Use of tugs compulsory. Exceptions may be made to vessels 
with bow thrusters. 

Working Hours at Ports of the Interior: The working hours for towage 
services during the week are from 0700 — 1700 hrs. Saturdays 0700 — 
1100 hrs. 

Ordering of Towage Services: For a service to be performed during 
working hours this must be ordered 3 hours beforehand, and up to 
1600 hrs. on working days and 1200 hrs. on Saturdays. In Bahia Blanca 
and other ports this is up to 1100 hrs. 

Commencement of the Service: There is 30 mins. grace without 
surcharge. 

Overtime Rates: Working days from 1900 — 0700 hrs., 40 per cent. extra. 
Saturdays 0000 — 0700 hrs., 40 per cent. extra. At Buenos Aires and 
Bahia Blanca 1300 — 2400 hrs., 40 per cent. extra. At other ports 1100 
— 2400 hrs., 40 per cent. extra. Sundays and Holidays 0000 — 2400 hrs., 
80 per cent. 

Surcharges for Delays: These will be applied per hour or fraction of 
about 15 mins. 

Cancellations Without Charges: |n Buenos Aires it is possible to cancel 
a service 3 hours beforehand, and at Bahia Blanca 2 hours beforehand 
during working days. At other ports 1 hours’ notice is required. 
Cancellations With Penalty: There is a charge of a minimum of 1 hour 
for services ordered during working days and cancelled. On Saturdays, 
Sundays and Holidays, the minimum charge is 2 hours. 

LOAD LINE: Vessels are permitted to load to their Summer marks all 
year round at all River Plate Ports as well as Atlantic ports as far South 
as Cape Tres Puntas; inclusive (Lat. 47° 06’ S., Long. 65° 05’ W.) and 
provided they are Northbound or Eastbound. All ports in the River 
Parana, River Uruguay and the River Plate proper are fresh water. 

With regard to Loaded Draft, the mean draft and not the maximum 
must be taken into account, and this should not exceed the Load Line 
marks. 

On the mean draft an allowance will be made equal to the weight of 
the fuel vessel will consume until it reaches the Sea from up-river ports. 
No allowance is given to vessels leaving Buenos Aires or La Plata. 
LIGHTENING ANCHORAGE: Vessels wishing to lighten cargo and 
perform topping-off operations may do so in the following positions: 

Position No. 1 Lat. 34° 42.0’ S., Long. 57° 57.2’ W. 

Position No. 2 Lat. 34° 44.1’ S., Long. 56° 48.0’ W. 

Position No. 3 Lat. 34° 46.0’ S., Long. 56° 48.0’ W. 

Position No. 4 Lat. 34° 43.9’ S., Long. 57° 57.2’ W. 

For ships performing such operations in the River Parana, after 
passing Martin Garcia, the respective zone is between Km. 172 and 
Km. 173 in the River Parana Guazu, outside the channel. It is forbidden 
for ships not lightening or topping off to anchor at these points. 
SPEED: Maximum Speed in Ports, Channel and Rivers: Vessels 
operating in the proximity of an open port, close to quays or loading 
places where other vessels or barges are operating, will reduce speed 
to a maximum 6 knots. 

In particular this refers to 


Rosario between Saladillo and Punta Barrancos (La Florida) 
San Nicolas between Km. 347 and 351 
Ramallo between Km. 322 and 326 
Zarate between Km. 104 and 111 
Campana between Km. 96 and 98 


FUMIGATION: (a) Exemption: Vessels of foreign registry will be 
fumigated when proof is not shewn that fumigation has been effected 
by competent authority, and in a port duly authorised by the International 
Office of Public Hygiene, or that they have been exempted from such 
operation by the Health Ministry at authorised ports, within the last 6 
months. Vessels arriving with an expired Fumigation or Exemption 
Certificate, will be fumigated except where a request of 1 month's grace 
is made to allow vessel to return to home Country or a request is made 
for an inspection. Should the vessel be in either case in a sanitary 
condition and have no trace of rats, an Exemption Certificate will be 
granted. 

(b) Certificates are of no value if vessel is not in good sanitary condition. 
The Authorities will not recognize the validity of any Certificate or issue 
any Exemption Certificate to those vessels which in the opinion of the 
National Health Ministry, after inspecting the vessel, are not in a good 
sanitary condition. Both cyanide and sulphur (Clayton process) 
Fumigation Certificates are accepted by the Health Ministry. 

(c) Permit to Commence Loading of Vessels Ordered to Fumigate: No 
vessels which have had an annotation on their Free Pratique Certificate 
to the effect that they must be fumigated or inspected, are permitted to 
commence loading before these requisites are complied with. To this 
effect the necessary advice will be passed by the Customs or Port 
Authorities to the Health Ministry for intervention. 

(d) Ports Where Vessels can Fumigate: The sulphur fumigation is 
exclusively effected by the Health Ministry at the ports of Buenos Aires, 
La Plata and Rosario. The cyanide process is effected by private 
companies at practically every port of the Republic, provided sufficient 
notice is given, as at some ports it is necessary to bring the equipment 
from other ports. 

Masters are recommended to ensure that their vessels are in good 
sanitary condition and free from traces of rats on arrival. Even although 
vessels may be given a Free Pratique Certificate, this does not always 
free vessel from fumigation if on arrival at port of loading, the Authorities 
discover traces of rats on board. The granting of Free Pratique has, in 
fact, no relationship to the granting of fumigation exemption, and 
permission to load. 

(e) Weevil: The National Grain Board is very strict on inspecting for 
weevil on board vessels destined to load grain. 

TIDES: Following data indicates the tidal range at Spring and Neaps in 
feet and tenths of a foot indicating the Argentine chart number on which 
the respective datum is given, and the height to be added to or deducted 
from that datum at the various ports, which are given in North/South 
rotation. 
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Chart 
Springs Neaps number 

Martin Garcia 2 0.4 70 
Buenos Aires 3.2 0.8 176 
Mar del Plata 3.8 1.2 18 
Quequen/Necochea 5.2 2 18 
Puerto Belgrano 12.6 6.4 74 
(Bahia Blanca) 

S. Antonio Oeste 30.4 11.8 6 
Puerto Madryn 18.8 6 92 


Comodoro Rivadavia 19.6 7.4 30 (plus 0.6 feet) 
Puerto Deseado 17.2 6.2 21 

San Julian 28 9.2 H350 

Santa Cruz 39.8 9.4 2 

Rio Gallegos 39.4 9.6 H451/2 

Cabo Virgenes 37.8 7.4 203 (minus 2.5) 
San Sebastian 33.8 9.4 84 (minus 0.7) 
Rio Grande 22.6 7.6 67 (minus 2.1) 
Ushuaia 5.2 2.2 45 

and for comparative purposes. 

Montevideo 0.8 0.4 242 (plus 0.8) 
Punta Arenas 5.6 1 British chart 545 


DRY DOCKS AND FLOATING DOCKS: There are 2 dry docks at 
Buenos Aires and 2 at Bahia Blanca, and 5 floating docks at Buenos 
Aires, with smaller ones available at Rosario and Corrientes. 

The 4 dry docks are under the control of the Ministry of Marine as are 
some of the floating docks, but all are available for merchant vessels, 
and private repair companies are permitted to carry out work in these 
Government docks. 

(a) Applications for entering either Dry or Floating Docks are the same: 

Name and class of vessel; flag, characteristics; NRT as per Register; 
nature of repairs; estimated stay in dock, date when ready to enter dock; 
vessels’ Register number and plans of the hull for docking. 

Tank vessels must also supply a “Gas Free” certificate. 

(b) Buenos Aires: The 2 dry docks are at right angles in the North Basin, 
on the Northeast side and have the following dimensions: 


No. 1 493 ft. (150 m.), breadth at top of entrance 66 ft. (19.75 m.) 
gradient 1: 300. 
No.2 590 ft. (180 m.), breadth at top of entrance 92 ft. (22.10 m.). 


Vessels with large beam can only enter if their draft does not exceed 
20 ft. 
(c) Bahia Blanca.—The two dry docks are in the Naval Dockyard base. 


No. 1 is 705 ft. (215 m.) in length, width on sill 72 ft. 6 in. 
(22.12 m.). 
No.2 _ is 672 ft. 6 in. in length (closed) (205 m.). 


(d) Floating Docks: There are 7 in Buenos Aires, as follows: 


Lifting Capacity Length Internal Breadth 
No. 1 3,500 tons 413’ 126.10m. 56.0’ 17.10 m. 
No. 2 1,500 tons 300’ 91.50m. 41.0’ 12.50 m. 
No. 3 750 tons 216’ 65.79m. 44.0' 13.32 m. 
No. B 2,800 tons 397’ 110.00m. 60.7’ 18.05 m. 
No. C 1,000 tons 246’ 75.00 m. 51.4’ 15.68 m. 


All supply cranes, fire fighting equipment, compressed air, water 
pumps, electric supply — 380 V. and 110 V. AC or 220 V. DC. Telephone, 
sanitary discharge for ship's bilges and sanitary services on the dock. 
FUEL: Bunker stocks of diesel oil are available in bond at Buenos Aires, 
Bahia Blanca and Montevideo, thus these ports are the most convenient 
for taking Diesel bunkers. It is available at other ports, but has to be 
transported by lorry from Buenos Aires. Lorries are unable to go 
alongside at some of the elevator berths, and there are no oil barges at 
Rosario, San Nicolas, or Necochea. 

At Buenos Aires there are barges of 150 to 550 tons with tanks to 
carry all classes of oil. if smaller quantities are required transportation 
can be effected by lorries from the tanks, the cost being cheaper than 
barging. 

Oil can be transported by lorry to any berth in the Port of Buenos 

Aires. 
STEVEDORES: Working hours are officially 0700 — 1300 hrs.; 1300 — 
1900 hrs.; 1900 — 0100 hrs. and 0100 — 0700 hrs. From 1900 — 0100 hrs. 
and 0100 — 0700 hrs. there is a 100% surcharge on Mondays to Fridays, 
or 200% on Saturdays, Sundays or holidays. On Saturdays the second 
shift (1300 — 1900 hrs.) and on Sundays/holidays the 2 day shifts (0700 
— 1300 hrs. and 1300 — 1900 hrs.) are paid with 100% surcharge. 

In Parana River ports, shifts start and finish 1 hour earlier, except at 
Santa Fe. 

It is forbidden for a man to work more than 1 shift daily, unless no 
other labour is available at the halls, and the Port Captain agrees. 

Use of mechanical appliances is encouraged, and when the Port has 
not sufficient available, the Stevedoring companies hire this to the vessel 
to speed up operations. 

Stevedoring Damage: It is essential that Master and/or Agent leaves 
on immediate record any damage done to vessel or cargo by the 
stevedores, in order to assist in recovering the cost of repairs. 
Holidays and Non-Working Days: National Holidays: January 1st (New 
Year's Day), Good Friday, May 1st (National Workers’ Day), May 25th 
(National Independence Day), June 20th (Argentine Flag Day), July 9th 
(Independence Day), August 17th (Death of Gral. San Martin), 
December 25th (Christmas Day). 

Non-Working Days: Maundy Thursday, December 8th (Catholic 
Holiday). 

Drinking Water. A good supply of drinking water should be available on 
board, and in hot weather this must be iced. 

WATCHMAN: The use of watchmen is obligatory in all ports, and they 
are the auxiliary delegates of the Maritime Authority. One man per 
gangway must be placed. Masters may also place a crew member on 
watch, but in ports where there is an official service the official watchmen 
must be used. His duties are to control access to the vessel, control the 
shipment or discharge of prohibited articles, to revise all packages 


brought on board or landed, see that the moorings are in order, that the 
gangway is duly illuminated and that rat guards are in place. 

WHARF CLEANING: It is the Master's duty to see that the wharf is 
properly cleaned up before his vessel vacates a wharf. Port Authorities 
can do this, and charge the Agents of the vessel last berthed with the 


cost. 

HATCHES: Opening and closing normally carried out by the stevedores 
in each port. All hatches must be kept closed when vessels are not 
operating, and when leaving port, must be well battened down and 
covered with two tarpaulins. 

RAT GUARDS: All moorings must be provided with regulation pattern 
rat guards, 80 cm. diameter. 

As part of the rat control gangways must be painted white and fully 
illuminated at night. Fines are imposed for non-compliance. 
FENDERS: At all ports, vessel must be boomed off the quay at least 
1m. 50 cm. Any type of fender meeting this requirement will do, but at 
San Nicolas, special fenders are supplied. 

NIGHT LIGHTS: All vessels when made fast must illuminate that side 
towards the water with at least one screened light. When vessels are 
double berthed, the one lying second off must comply with this rule. 
Similarly, vessels moored with either stern or bows to shore must show 
a light over the anchor chain to seaward. Vessels laid up or being 
dismantled are exempt from this, but owners are responsible for any 
resulting damages. 

DESTINATION CHANGE: When at sea if there is any change in 
destination, within the Argentine, Masters must report this by radio to 
the Marine Prefecture, indicating the reasons for such change. 
DESPATCHES: Once despatch is granted, this is valid for 12 hours 
only, after which period new despatches must be requested, and 
reasons given for not sailing. In ports where local conditions impose a 
longer limit, the maximum allowable is 30 hours. 

SEAMEN’S INSTITUTES, HOME AND CHURCHES: There is one 
hostel for seamen, and five institutes operating in Buenos Aires and one 
in Rosario, as follows: 

Stella Maris (Apostleship of the Sea) 

Independencia 20 (corner Ing. Huergo). Tel: 33-0832 


ARGENTINA 


Open every day. Vessels visited daily. Hotel - Rooms, Meals, Bar. 
Information — Port Office, Books, Money Exchange, Souvenirs. 
Amusements — Dancing, table tennis, billiards, television, excursions. 
Salon Dance — Wednesdays, Saturdays and Sundays. 

Religion — Mass every Sunday at 1930 hrs., and in the morning on 
board ship by request. Confession at all times. Night prayer for all 
seamen. 

Football games arranged. Books freely exchanged. 

The Missions to Seamen 

Cochabamba 223. Tel: 33-0326 

Open daily from 1900 hrs., with dances on Tuesdays, Thursdays and 
Saturdays from 2100 hrs. Shop, post office, billiards (three tables), 
snooker, table tennis, television, bar (beer, no spirits), etc. 

There is a service of Holy Communion at 1900 hrs. every Sunday. 
Football games and excursions arranged. Vessels are visited. 
Sjomandskirke 
Ing. Huergo 1263. Tel: 33-3861 
Open daily from 0800 hrs. Library, billiards, table tennis, sightseeing 
visits arranged, as also football matches. Vessels visited every day. 

Church services every first Sunday at 1030 hrs. 

Axel Johnson Minne till Svenska Sjoman 
Juan de Garay 80. Tel: 33-7304 
Open daily from 1800 hrs. Library, sightseeing arranged. 

Details of religious services on board of Swedish Church in Azopardo 

1428 (round the corner from the Johnson Foundation). 

Dansky Kirke 

Carlos Calvo 257. Tel: 33-9154 

Danish seamen are welcome at the Norwegian Centre, while at the 
Church the office is open every Tuesday from 2000 hrs. to 2200 hrs. for 
assistance, and the Young People meet on Tuesdays and Fridays from 
2000 hrs. to 2200 hrs., all being welcome. 

Church services are at 1000 hrs. every Sunday, and on third Sunday 

in every month at 1600 hrs. 

Finnska Sjomens-Kyrken. Suommerimien Kirkko 

San Juan 234. Tel: 33-6797. Open daily 1800 hrs. to 2200 hrs. 
Rosario: The Missions to Seamen at Sarmiento 209. 


ll. RIVER PLATE PORTS 


Acevedo Buitrago Ing. Rocca San Lorenzo Villa Constitucion 
Acindar Campana La Plata San Martin Zarate 
Atucha Concepcion del Uruguay Ramallo San Nicolas 
Borghi Diamante Rocca San Pedro 
Buenos Aires Ibicuy Rosario Santa Fe 

Montevideo Distance Table 

Recalada Practicos Montevideo and Buenos Aires to Parana and intermediate ports 

Recalada Practicos La Plata Nautical miles 
La Plata 118 102 Interseccion Practicos 
Interseccion Practicos 108 92 Buenos Aires 
Buenos Aires 128 112 30 Martin Garcia 
Martin Garcia 145 129 47 37 Ibicuy 
Ibicuy 205 189 107 97 117 Campana 
Campana 243 227 145 135 155 98 41 Zarate 
Zarate 238 222 140 130 150 93 36 RaniPadta 
San Pedro 239 223 141 131 151 94 37 72 67 Obligado 
Obligado 249 233 151 141 161 104 47 82 77 10 Ramallo 
Ramallo 261 245 163 153 173 116 59 94 89 22 San Nicolas 
San Nicolas 276 260 178 168 188 131 74 109 104 37 27 15 Villa ‘Constitucion 
Villa Constitucion 285 269 187 177 197 140 83 118 113 46 36 24 Rosarle 
Rosario 310 294 212 202 222 165 108 143 138 71 61 49 34 San ‘Lorenzo 
San Lorenzo 326 310 228 218 238 181 124 159 154 87 77 65 50 41 Birordana 
Grondona 343 327 245 235 255 198 141 176 171 104 94 82 67 58 33 shota 
Gaboto 348 332 250 240 260 203 146 181 176 109 99 87 72 63 38 22 Diamanis 
Diamante 374 358 276 266 286 229 172 207 202 135 125 113 98 89 64 48 33 Alvear 
Alvear 385 369 287 277 297 240 183 218 213 146 136 124 109 100 75 59 44 48 Santa Fe 
Santa Fe 400 384 302 292 312 255 198 233 228 161 151 139 124 115 90 74 59 63 26 Bajada Grande 
Bajada Grande 406 390 308 298 318 261 204 239 234 167 157 145 130 121 96 80 65 69 32 21 6 
Parana 410 394 312 302 322 265 208 243 238 171 161 149 134 125 100 84 69 73 36 25 10 4 


THE RIVER PLATE 


The River Plate, or Rio de la Plata, is formed by the rivers Parana and 
Uruguay, and is one of the greatest river systems in the world, the Basin 
covering nearly four million square kms. It is some 150 miles long, and 
the mud and sand in the waters give a thick brownish colour. Tides are 
small, but the water level is subject to frequent and sudden fluctuations 
on account of the weather. 

The official depth at zero of the long entrance channel from Recalada 
to ey: Port of Buenos Aires is presently (this varies slightly from time to 
time): 


Width of Alternative 
Channel Depth Width Depth 
(m) (my) (m)_— (m) 
Punta Indio 100 9.20 200 8.00 
Intermedio 100 9.75 200 9.15 
Paso Banco Chico 100 9.91 200 9.15 
Buenos Aires Roads, Km. 37 100 9.75 200 9.30 
Access Channel, Km. 37-7.3 100 9.00 —_ a 
North Channel, Km. 7.3-0.9 100 9.60 _ _— 
South Channel, Km. 6.2-0.1 140 8.20 —_— _— 


From Recalada Lightship West the Bay is all fresh water. 

Vessels drawing 31 ft. or even 32 ft. (fresh water marks) frequently 
navigate safely. The tidal rise and fall is from 3 ft. to 5 ft., but the state 
of the river is influenced to a far greater extent by the force and direction 
of the wind. There is no guarantee that a vessel drawing 31 ft. may not 
be caught by low water caused by a North wind, which carries the water 
seawards. Just as a North wind will reduce the depth of water, so a 
Southerly or Southeasterly wind raises it considerably, often several feet. 


Winds from S.W. to E.N.E. through North make the level drop, North 
being the strongest in this sense. 

E.N.E. to S.S.W. winds make the water rise, S.S.E. having the greatest 
influence. 

Between S.W. and S.S.W. or N.E. and E.N.E. the influence of the 
winds is much less. 

Vessels often touch bottom, or even bump slightly, but as the bed of 
the river is soft mud and silt, one never learns of these ships reporting 
damage. The Plate Pilots, of course, warn Masters of this not infrequent 
occurrence. The docks and basins in the port also have soft mud 
bottoms, except for the entrance between North Basin and Dock 4, and 
it is quite customary to see vessels lying safely aground when loading 
or discharging. 


RECALADA LIGHTSHIP: Vessels enter the Plate system passing the 
Recalada Lightship, 16.8 miles South of Montevideo at Lat. 
35° 10' 06” S., Long. 56° 15’ W. At this point it is obligatory to take an 
Estuary Pilot, if proceeding West, and a minimum 24 hours’ notice must 
be given both to Agents in Buenos Aires and to Recalada Lightship. 

The Recalada Lightship and pilot station is a small vessel, whose hull 
is painted in vertical black and white stripes, 2m. wide, and with an 
orange/red housing. 

Apart from the usual pilot lights (white above red) there is a lantern 
on the foremast, with a white flash every 8 seconds (1 second light, 7 
seconds eclipse) placed at 19 m. above river level, range 12 miles. 

The lightship also has a fog signal, period 30 secs. sounding for 3 
secs. and silent for 27 secs. 
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Radio call sign is LSR on 500 kHz type A1, transmitting in clear every 
hour from 05 to 08 and 35 to 38 minutes. Operator on watch 08-10, 
12-14, 16-18 and 20-2200 hrs., also listens on 462 kHz using 437 kHz 
as working frequency. For ship to ship 468 kHz or 156.3/156.4 MHz. 
2182 kHz and 2065 kHz are used in A3 H/J as well as 4125/4239.5 in 
A1 or 3860.5 in A3, for P 3 156.8 or 156.7 MHz. 

Punta Indio Channel 

The term “Adjacent Zone” comprises the zones of the main channel 
of the River Plate which extends 500 m. to either side of the buoy at 
Km. 57 and Buoy No. 30 at Punta Indio Channel, likewise 300 m. on 
each side, outwards, of the pairs of buoys marking the Punta Indio 
Channel between Buoy Nos. 30 and 1. 

Vessels navigating in these zones have equal privileges to those 
navigating the Punta Indio Channel, which comprises the zone of the 
general channel of the River Plate between Buoy No. 30 and the 
Recalada Lightship following the route buoyed for ocean going vessels 
by the Ministry of Public Works. 

Vessels drawing over 24 ft. entering or leaving the River Plate are 
obliged to traverse the Punta Indio Channel from Buoy Nos. 1 to 30, 
and the Adjacent Zones existing between Buoy No. 30 and Km. 57. 

Westbound traffic, after Passing Buoy No. 30 will leave Buoy No, 31 
on the port side, and continue along the North adjacent zone to Km. 57. 

Eastbound, when water level permits, after passing Km. 57 will keep 
to the South adjacent zone as far as Buoy No. 32, then to the North 
leaving Buoy No. 31 to starboard and then heading for pair of Buoys 
No. 30. Should the water level not allow this at Km. 57, vessels will 
follow the North adjacent zone to Km. 66, then take the South zone to 
Buoy No. 32 and then as above, leaving Buoy No. 31 to starboard. 

Vessels drawing 21 ft. and up to 24 ft. inclusive must follow the route 
of the general channel and the corresponding Adjacent Zones and may 
make use of the Punta Indio Channel or not, depending on the depths 
of the river. 

Vessels drawing 19 ft. but under 21 ft. must use the general channel 
of the River Plate and the corresponding Adjacent Zones, but can only 
use the Punta Indio Channel between Buoy Nos. 19 and 23 when depth 
of the river makes this advisable. 

Vessels drawing less than 19 ft., wishing to follow the route of the 
main channel, may do so through the corresponding Adjacent Zones 
but are forbidden to navigate along the Punta Indio Channel unless there 
are no other ships in that channel, which by reason of their draft, must 
navigate there. They must use the adjacent North Zone when 
Westbound, or South Zone if Eastbound. 

Between pairs of Buoys No. 20 and 30 no crossing is permitted in the 
channel, neither is overtaking allowed. The Eastbound vessel should 
adjust speed to avoid such crossing with an entering (Westbound) vessel. 
INTERSECTION: This pilot station, near Km. 37 and 166 km. West from 
Recalada is on the South side of the principal channel, at Lat. 
34° 41' 04" S., Long. 57° 57’ 05” W. 

Call sign is now LSP on 500 kHz or other frequencies as for Recalada. 
Operator on duty from 0800 — 1000, 1200 — 1400, 1600 — 1800 and 
2000 — 2200 hrs. 

At this point the estuary Pilot concludes his stint, inwards, or takes 
over outwards, and Port Pilots for Buenos Aires take over or finish. 
Similarly up river Pilots for vessels bound for Uruguay or Parana Rivers 
take over or deliver vessels here. 

If, owing to the bad weather or force majeure, the launch cannot 
transfer Pilots, by day the blue flag with the letter “P” normally flown at 
the fore will be struck, or by night the red and white pilot lights will be 
extinguished, and a red light exhibited at the stern. 

At Intersection vessels anchor while waiting for draft to proceed to the 
Parana or Uruguay Rivers, as well as those awaiting berth in Buenos Aires. 

The holding ground here is not good, being soft mud. All ships drawing 
more than 15 ft. must, before leaving Martin Garcia or Interseccion 
outward bound, ascertain the state of the channel from LSP (Radio 
Interseccion) who will give the departure time, draft, and speed of 
vessels navigating in the channel. Only after receiving this dual 
information can Masters and Pilots decide to proceed, and then must 
communicate time, draft and speed to Radio Interseccion. Vessels 
drawing less than 15 ft. can navigate freely between Martin Garcia and 
Interseccion, but must give way to vessels of deeper draft. 
INTERSECTION TO MARTIN GARCIA: No vessel may cross the bar 
drawing more than 7.92 m. (26 ft.) (often less) and with a minimum 
speed of 10 knots. For those with less than 10 knots but not below 8 
knots, vessels of 5,600 tons or over cannot exceed a draft of 6.70 m. 
(22 ft.) or those of lesser tonnage, 6.85 m. (22 ft. 6 in.). 

If speed is below 8 knots but above 5 knots, the maximum draft 
admissible is 6.1m. (20 ft.) but such vessels must request a clear 
channel. Ships of less than 5 knots, and tug convoys will request special 
permission from the Naval Prefecture. 

From Intersection (Km. 38) to Martin Garcia (Km. 106) vessels will 
anchor near Km. 37 until there is sufficient water, with 1 ft. under the 
keel and a rising tide or river. If it is calculated that the vessel will have 
S ft. clear through the whole passage, she may leave, but on a falling 
or stationary river, she must adjust speed to avoid the difficulties 
between Km. 37 and Km. 79. 

From Martin Garcia to Intersection, vessels drawing 22 ft. 6 in. or more 
will leave when conditions assure 1 ft. 6 in. of water under the keel. It 
is essential to radio LSP as above to check on tides, etc. Such vessels 
coming down river must also communicate to LSP the passing of Km. 
101 and 38, while those going up river must advise passing Km. 38, 72 
and 101. 

In the sector Intersection/Martin Garcia vessels may anchor in any 
suitable place until depth of water permits them to go upstream on a 
rising river. 

No vessel drawing over 4.6 m. (15 ft.) may cross or overtake another 
between Km. 47/52; 57/72; 83.5/95 and 100/106; Should a crossing 
appear necessary in any of the prohibited zones between Km. 38 and 
79, the ship which commenced to navigate with 6.8 m. (22 ft. 6 in.) and 
with 0.45 m. (1 ft. 5 in.) under keel will hold back or manoeuvre to avoid 
crossing, except when the vessels which sailed from Intersection did so 
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on a falling tide. if the crossing were to occur between Km. 83.5 and 
Km. 96 or Km. 100 to Km. 106 the vessel Proceeding upriver will 
manoeuvre or regulate speed. Nevertheless, if crossing appears 
inevitable, any vessel affected by such a manoeuvre has the right to 
lodge a protest on arriving in port or at Intersection. 

Vessels drawing 6.7 m. (22 ft.) or more are recommended to cross 
between Km. 72/74, 80/82 and 96/98. Those drawing less than 6.7 m. 
(22 ft.) may cross between Km. 52/56 and 98/100 provided that they 
keep 0.9 m. (3 ft.) beneath their keel. 

In any case of grounding which may obstruct navigation, totally or 
Partially, owners must take immediate action to remove the obstruction, 
including immediate lightening of the ship without waiting for any 
summary report. 

MARTIN GARCIA BAR: The Island itself, in Lat. 34° 11! S., Long. 
58° 17’ W. is an almost circular mass of granite, about 26 m. high and 
some 3 miles in circumference. Shores are muddy but also rocky. 

It commands the entrance to the Rivers Parana and Uruguay, and all 
vessels using these rivers must pass within 0.5 miles of the shore on 
the South side, or within less than 1 mile by the Northern Channel. There 
is an Argentine Naval detachment there. 

Important: It is always said that Martin Garcia Bar rules the rivers; this 

iS not strictly correct as, usually in the second half of the year, there 

may be less water in the stretches above Rosario, and at times even 

below San Nicolas to San Pedro, where new shallows keep forming 

which have constantly to be watched. Caution should be used, therefore, 

from July to January in this connection. 

Lighthouse: At an elevation of 38m. a light is shown from a circular 

stone tower standing 13 m. high in the centre of the island. 

Tidal Signals: These are made from a signal mast placed alongside the 

lighthouse. See “Plan”. 

Day Signals: See “Plan”. 

Night Signals: — (White flash) 

(Red flash) 

(Green flash) 


Cycle: 30 seconds 

Long flash: 2.5 sec. each. 
Short flash: 6/10 sec. each. 
Rising tide: One long. 
Falling tide: Two short. 
Above zero: 

For each m.: One long. 

For each 10 cm.: One short. 
Below zero: 

For each m.: One long. 

For each 10 cm.: One short. 
Zero: 

One green and one red, both short. 

Depth of water here varies from hour to hour, with no pattern, and is 
not dependant on the depth of water in the Parana. The only relation 
between the River Parana and Martin Garcia and San Pedro Bars, 
seems to be that with a full and strong river, the water which is blown 
into the Plate Estuary by Southerly winds against the strong head of the 
river, makes deeper water than a similar Southerly wind opposed to a 
smaller stream from the river. Likewise, the water blown out to sea by 
Northerly winds causes lower depths when the river is running strongly 
than when it is low. The effect is almost that of a new or full moon on 
the lunar tides. 

It must always be remembered, therefore, that the dominant factors 
from Martin Garcia seawards are the direction and force of the wind. A 
Southerly wind will bank up the water, while a Northerly wind will blow 
it out. There may be, say, 30 ft. in the Parana, with a strong North wind, 
and less than 20 ft. on Martin Garcia. With the wind in the S.E., the 
depth at Martin Garcia can rise in a few hours up to 30 ft. 

A prudent course is never to attempt to cross Martin Garcia drawing 
more than 25 ft. even with the river at its highest. 

Martin Garcia lies at Km. 99.4 from Buenos Aires, via Intersection, 
i.e. at Km. 62.4 from Intersection. 

Vessels continue North to Km. 140, at which point the Uruguay and 
Parana Rivers meet to form the River Plate. This is Opposite Nueva 
Palmira in Uruguay, and at this point the River Uruguay buoy numbers 
start from Km. 0, while the Parana numbering continues from 140 on 
through the Parana Bravo, which is the Northerly arm of the extensive 
Parana Delta. 

WEATHER: The yearly average direction of winds of Force 7 or more, 
as observed at Recalada Lightship shows: 

NU ENE ES Ges San We Ae 

0.8 ty See esta rd 1.9 1.3 
expressed in per cent of winds observed, the least frequent being the 
North. Division is relatively even over the year, with perhaps August 
showing a higher incidence of storms. 
The average velocity of winds from the various directions, over the year, 
is 6.8 knots on the coast or 12.5 knots at Recalada Lightship, the highest 
figures being from S.E., S. and S.W. at 8.3, 9.3 and 9.2 knots 
respectively. 

Percentagewise the direction of the winds through the year is 


remarkably even: 

No NE E) »S.E.-S. SW. W. NW. "calm 

12.7 158 144 142 113 97 68 92 58 
Visibility in the Plate area is normally good; rain storms may temporarily 
affect it, but these are usually of short duration. Fog (visibility less than 
1,000 m.) or mist (visibility 1/2,000 m.) occurs from April to October, with 
June showing the highest percentage of fogs (13%). North winds seem 
to favour the forming of fog, as these figures show. 
Direction Calm N NE E E Ss Sw W NW 
fog (%) 11 24 17 5 12 6 0 3 13 
Fog on the river forms by a cooling from below of warm air which drifts 
from E. or N.E., and is formed only when the temperature of the air is 
greater than that of the water. If the current augments its velocity, the 
fog lifts and visibility improves at sea level. Shore fogs usually affect 
only the coast and are of short duration. 
Rain falls, on average, 92 days a year, with a total of 1,089 mm. yearly 
in Buenos Aires, spread evenly through the year with a high in January 
of 113 mm. 


White flashes 
Red flashes 


Green flashes 


Green and red flashes 


Humigity is high, on average 77% with 82% Winter, and 71% Summer 
months. 

Electric storms are not frequent, and usually limited in extent. 

Average yearly temperature is 16.6°C, in Summer 22.2°, Autumn 17.2°, 
Winter 11.2° and Spring 16°. Extremes correspond to January 43.3° (all- 
time high) and minus 5.6° in July. 

ACTION OF THE WIND ON TIDES: In this large body of enclosed and 
shallow water winds up and down its axis raise or lower the water level 
very appreciably. 

Cross winds in general have much less effect, and the inner and centre 
sections of the Plate show greater variations than the outer part. We 
show below a table as estimated by the Hydrographic Office, based on 
many years observations showing the variations, in cm., due to speed 
and direction of the winds. The values quoted must be applied to the 
astronomic tidal figures to arrive at a net level over datum. 

Four new tide-gauges have been installed — 2 in Punta Indio Canal, 
at Km. 99 and Km. 180, and 2 up-river. Eventually four more will operate 
at Palermo, Banco Ortiz, Martin Garcia and Atalaya. Connected to the 
Hydrographic Office, the date will be incorporated into the regular tidal 
bulletins. 

Table showing variations in river level according to force and direction 
of wind in the River Plate 
expressed in centimetres. 
Kilometres/hour 
10 20 30 40 50 60 70 80 sign 


N. 18 30 39 48 60 72 84 96 minus 
N.N.E 9 21 30 36 45 57 69 81 minus 
N.E. 3 6 9 24 39 57 69 81 minus 
E.N.E 3 6 9 12 18 33 42 51 plus 
Ex 6 12 24 36 48 60 72 84 plus 
E.S.E 9 24 39 57 69 81 93 105 plus 
S.E. 21 39 57 72 87 102 114 126 plus 
S.S.E 30 45 66 81 96 114 132 150 plus 
Ss. 18 36 57 66 78 99 108 120 plus 
S.S.W 12 24 39 48 57 69 78 87 plus 
S.W. g 12 18 24 33 52 51 60 minus 
W.S.W 6 12 18 30 39 51 60 69 minus 
W. LS) 15 27 36 45 54 63 72 minus 
W.N.W 12 21 30 36 45 54 66 78 minus 
N.W. 12 21 33 39 48 60 69 78 minus 
N.N.W 15 24 36 45 54 63 re) 87 minus 


(Source: Naval Hydrographic Service) 

The tidal forecasts transmitted regularly over LRA (870 kHz), in 
telephony, in Spanish are, therefore, a combination of astronomical tide 
figures and meteorological influences on this basis. 

Wind direction also affects the hours of the tide. In general, time of 

high water is not affected, but low water can be delayed or advanced 
by the wind force. 
MITRE CHANNEL: The new channel, 5 miles off shore and 28 miles 
long was opened in 1976. It is between Km. 12 of the access channel 
to Buenos Aires and Km. 56 of the Parana de las Palmas branch of the 
River Parana, opposite San Fernando. 

It was dredged to depth of 32 ft. with a width of 130 m. but silting up 
and lack of dredging have reduced the depth to 29 ft. 

At present, ships going up river are allowed to use the channel but to 
proceed only as far as Zarate, with a draft of not more than 27 ft. (a 
maximum draft of 28 ft. is permissible but 2 ft. safety margin must be 
kept below the keel) and, because of the sharp bends in the river, the 
length must not exceed 220 m. 

All the ships navigating down river can use the channel en route to 
ports in the Plate or to the sea, and the draft is limited to 27 ft. and the 
length to 220 m., as above. 

The Mitre Channel shortens the distance between Buenos Aires and 
the grain loading ports up river by 36 miles compared to the Martin 
Garcia route. Both routes are almost the same distance from 
Intersection. Campana is brought 95 miles closer to Buenos Aires, and 
Intersection about 90 miles. 

The big advantage of the Mitre Channel is that ships can navigate 
with a draft of 27 ft. compared to an average 24 ft. via Martin Garcia, 
and without the risk of having to wait for more water at the bar, especially 
if drawing over 24 ft. This applies to ships loading grain at up-river ports 
and to those proceeding to and from Campana. 

Vessels proceeding up river to ports beyond Zarate must still use the 
old Martin Garcia route. It is expected that such vessels drawing up to 
27 ft., will soon be allowed to use the Mitre Channel, but some of the 
pe in the river above Zarate will probably have to be straightened 
out first. 

Ships coming down river from Km. 456, just above San Lorenzo, or 
further South, if intending to proceed via the Mitre Channel must not 
draw more than 27 ft. As a point of interest, the depth of the river from 
Rosario to San Pedro is, on average, more than enough for ships to 
load to the 27 ft. maximum fixed, at present, from Km. 177 to Zarate. 
The Hydrographic Office records the river level, and can estimate ahead 
prospects of the depth of the water, and Owners should consult Agents 
before committing a vessel. 

The regulations state that vessels over 120 m. in length or 18 ft. in 
draft may navigate only in day-time. The maximum speed is 12 knots, 
unless expressly agreed with the coastal radio station. 

In the stretch between Zarate and Km. 177 (the junction with Parana 
Guazu) navigation down river is without restrictions but up river it is 
limited to pushed convoys not more than 225 m. long or 28 m. wide or 
9 ft. draft, to ferry boats or to vessels not over 35 m. long or drawing 
not more than 11 ft. At night time, navigation is permitted to ships with 
a length or draft not more than 12 m. or 18 ft., respectively, to pushed 
Cores as above, and towed convoys not over 180 m. long or 28 m. 
wide. 

Vessels over 35 m. long which cannot communicate with another by 
VHF or with the Coastal stations must not cross or overtake in the bends 
and stretches given below, and in any case, no vessel over 60 m. in 


ARGENTINA 


length may do so; between Km. 175/177; 156/158; 148/149; 138/142: 
134/137; 130/132; 124/128; 118/120; 105/108; 99/101; 89/91; 46/52.4. 
Any vessel navigating up stream in the Parana de las Palmas and 
meeting another coming down in the stretch 175/177 (i.e. the fork of the 
Parana de las Palmas — Parana Guazu), must regulate its speed until 
the other has cleared the sector. Similarly, if coming down river towards 
the Parana de las Palmas a vessel sighting another between Km. 230/ 
235 of the Parana Guazu must regulate her speed until the other has 
left the stretch. Also, any vessel in the River Parana or Parana Guazu 
about to enter the Parana de las Palmas and sighting another coming 
up that branch of the river, is obliged to regulate her speed until the 
other has cleared Km. 177. 

Ships over 35m. long or 11 ft. draft must not anchor outside the 
waiting zones which are between Km. 62/75; 108/111; 120/123; 149.5/ 
153, and those under 35 m. in length or 11 ft. draft must not anchor in 
the dredged channel between km 46.5 and 56 or in the bends and 
stretches between Km. 177 and 46, indicated above, or off Campana 
between Km. 95/99. 

It is prohibited to extract sand or to practice nautical sports and water- 
skiing along the route. 

Ship navigating between the Mitre Channel and the port of Buenos 
Aires may turn either at Km. 12 (the junction of the Mitre Channel and 
the Access Channel) or at Intersection depending on the weather, cargo 
and manoeuvrability of the ship, and with the prior consent of the Traffic 
Control of Buenos Aires. At Km. 12 at least 1 tug must be used for ships 
between 120 and 200 m. in length, and 2 tugs, if over 200 m. 

Ships over 120 m. long when turning at Campana to come down river, 
must use one tug. Permission from the Zarate Coastal station is required 
for berthing and unberthing. 

When passing under the Zarate-Brazo Largo Bridges, ships must have 
an anchor at the ready and an emergency electric generator on stand- 
b 


Ferries crossing the rivers must coordinate their movements with other 
vessels navigating, through the Zarate Coastal Station. 

In the stretches where crossing is not allowed in the Parana de las 
Palmas, vessels longer than 60 m., going down river, must blow 3 blasts 
on the whistle — 1 long, 1 short, 1 long — to indicate that their length is 
more than 60 m. 

All ships must reduce speed, consistent with their steerage-way, in 
the following stretches: off the ports of Zarate and Campana; when 
passing under Zarate-Brazo Largo Bridges; between Km. 69/70 (local 
quay). 

Pilotage regulations are that of Buenos Aires port. Pilots take vessels 
between Intersection and Km. 12 of the Access Channel. However, 
revised regulations make an exception for Parana Pilots who are now 
authorised to operate on this stretch when vessels are proceeding to 
and from the Mitre Channel/Parana de las Palmas. This avoids the 
inconvenience and expense of having to send out the port Pilot by tug 
to Km. 12 or to bring him back, and the alternative of having to embark 
and disembark him at Campana. 

When ships are coming to Buenos Aires from up-river ports, the port 
Pilot is sent out on the tug needed to turn the vessel at Km. 12, and 
vice versa. 

PARANA RIVER: Maximum drafts permitted up to Km. 585 (Santa Fe) 
are governed by the Martin Garcia Bar, and must also, logically, take 
into account river conditions. 

The River Parana rises in Brazil, and is formed by a junction of a 
number of rivers, the principal tributary being the Paraguay River. 

It is a great river at all times, conveying an immense volume of water 
to the Atlantic. The Northern bank is comparatively high and rocky, the 
Southern bank low. 

The stretch above Rosario is entirely riverlike in behaviour with an 
annual flood, rising and falling yearly. From Rosario to Martin Garcia 
Bar, where the river joins the Uruguay River to form the River Plate, 
there is also an annual flood, but this part is also influenced by the Plate 
tides. This section can be divided into two, from San Pedro to Villa 
Constitucion where the tidal fluctuations are always felt, and from Villa 
Constitucion to Rosario where the tide makes its influence felt only in 
periods of low water in the river. 

Maximum depth in the river is normally reached in March and the low 
in September, but it is irregular in behaviour. There is a possibility that 
the series of dams being built in Brazil for hydro-electric purposes may 
eventually regularize the river by permitting some control over the 
seasonal increases. 

When the river commences to fall, care must be taken in calculating 
loaded draft a few days ahead, as the official figures may be reduced 
one or more feet without warning. 

HIGH AND LOW WATER: Maximum and minimum figures registered 
between Rosario and San Pedro in the last ten years. 


Jan. Feb. March April May June 

High Max. 32’ 32’ 8” 33°77” 36' 3” 37' 9” 30’ 5” 
Min. aie 29' 2’ 29’ 2” 28' 7" 2045" 25’ 3” 

July Aug. Sep. Oct. Nov. Dec. 

High. Max. 32' 7" 28’ 2” 29' 9” 31/5! 30' 7” 31' 4" 
Min. cane 23’ 6" ee eye ol 26’ 6” 26’ 3” 

Jan. Feb. March April May June 

Low Max. 31°39” 31° 4" bs DR 33’ 7” 36’ 6” 29’ 9” 
Min. 24' 2” aon a ciple 26’ 3” 24’ 9” 

July Aug. Sep. Oct. Nov. Dec. 

Low Max. 29' 9’ ay 25"6? 25' 8" 30’ 29’ 6” 
Min. 23’ 9” ote" ra aS 23’ 3” 24’ 3” 24’ 3” 


MAXIMUM DRAFT UP RIVER: When vessels by reason of their loaded 
draft have to complete loading at Buenos Aires or La Plata, they should 
never load deeper than 2 ft. less than the offical draft on the River 
Parana. 

In the sector San Lorenzo/River Plate, when the height of the river is 
4 ft. or more, 1 ft. must be calculated below keel depth; when the river 
is under 4 ft., 2 ft. clearance must be calculated. 

In the sector Parana (Santa Fe)/San Lorenzo, when the height of the 
river on the hydrometer at Santa Fe is 5 ft. 7 in. or more over zero, 2 ft. 
must be calculated under the keel with vessels of under 50 fiscal units, 
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or 2 ft. 6 in. over that size. When the depth on the hydrometer is less 
than 5 ft. 7 in. (1.70 m.) then 2 ft. 6 in. and 3 ft. 6 in. respectively must 
be allowed. 

These safety margins for the Parana/San Lorenzo/Santa Fe zone refer 
to river navigation; in access channels and ports a margin of 1 ft. is 
sufficient. 

The references to river height refer respectively to Rosario and 
Santa Fe. 

A falling or rising river will also be taken into account. 

BRIDGES: A road and rail bridge has been built from Zarate (Km. 107 
on Parana de las Palmas) across the various islands and arms of the 
Parana to Brazo Largo (Km. 180 on the Parana Guazu). The span on 
this arm of the river is over 200 m. and clearance at high water 45 m. 

A bridge from Resistencia (Capital of the Chaco Province) connects 
with Corrientes (Capital of Corrientes Province). This does not affect 
ocean shipping, beyond that going to Asuncion, and the clearance of 
the main span is 40 m. above high river level. 

Two bridges have also been built over the River Uruguay, one at 
Paysandu, which will not affect ocean shipping, and another at Puerto 
Unzue to Fray Bentos, in Uruguay. This latter has a 220 m. span with 
36 m. clearance above river level. . 


SHIPMASTER’S REPORT: 1979. 
General: This river and its approaches serve the major ports of 
Montevideo, Buenos Aires and Rosario and numerous smaller ports. 

The hinterland and Pampas of this area is of major importance as a 
grain exporting market and frozen meat exporter. 

For the most part the river is shallow giving a maximum draft 
depending on suitable tide of 33 ft. 

Although Argentina is self sufficient in oil, from her wells in the South, 
with prices around 70p per gallon (20.7.79) cheap by world standards, 
she imports about 300,000 tonnes of LPG per annum mainly from the 
Gulf and Venezuela. 

The majority of the LPG is shipped during the Southern Winter with 
approximately eight 30,000 tonne shipments annually. 

Shipments from Venezuela are in smaller vessels of the 15 — 
30,000 cu.m. size. 

All LPG is for the Account of Gas Del Estado, the state Gas 
Corporation, who tender for contracts from the major Gas traders 
generally bi-monthly. 

The storage capacity at Doc Sud Buenos Aires is about 20,000 tonnes. 

Currency is the Pesos which is very much orientated towards the US 
dollar. The dollar is used for most commercial transactions. 
Approaches to The River Plate: 

Chui D/F (ALRS 5046) on Brasilian border is good. 

A good longitude is obtained by 200 m. line. On chart BA. 3064 the 
bank in the region of Lat. 35° 08’ S., Long. 53° 34’ W. is pronounced. 

Cape St. Maria comes in at 35 miles on radar. 

Punta Jose Ignacio is distinct on radar at 22 miles, light observed at 
19 miles. 

Isla Lobos observed at 26 miles on radar. 

Astrong N.E. current set is apparent from the 200 m. line to Isla Lobos, 
particularly so about 40 miles East of Lobos. Pta Del Este Light is difficult 
to pick out from the shore lights. This area is an important holiday resort 
area. A new light has been established: FI. R. ev. sec. position Lat. 
34° 51.8’ S., Long. 54° 44.0’ W. Vis. 25 miles. 

Anchorages: On 2 occasions the vessel has anchored well East of Zone 
Alpha before proceeding to lighten. Once each in position Lat. 

35° 10’ S., Long. 55°32’ W. in 15m. and Lat. 34° 57.5’ S., Long. 
55° 37.5’ W. in 13 m. 


It is wise to pay out plenty of cable as the wind can increase quickly. 


There are 3 lightening or Topping Off anchorages — Alpha the most 
commonly used one being 10.5 miles South of Montevideo Pta Brava, 
Delta 39 miles to East and Bravo 36 miles to S.W. are little used. 

Areas as marked on Argentina Charts H. 113 and H. 116 are not 
rigidly binding and it is as well to take advantage of the deeper water 
3 miles to East of Zone Alpha. 

There are 3 D/F stations in the area. 

Carrasco (CAR) as Admiralty light and Radio signals (ALRS) 5036 
good — Montevideo Airport. Continuous Aero 24 hours. 

South Airport (CRO) 305.7 m. — Lat. 34° 50.5’ S., Long. 56° 01.5’ W. 
Aero Cont. 24 hours 

Pta Gorda (BC) 340 m. — Lat. 34° 54’ S., Long. 56° 05’ W. Aero Cont. 
24 hours. 

Banco Ingles North Buoy moved position about 1.2 miles East to Lat. 
35° 05.4’ S., Long. 55° 52’ W. light very weak. 

The foul areas marked on Argentina Chart H. 113 and BA. 1749 (C) 


do not exist according to the Masters of local lightening ships and Pilots. 


A — Lat. 35° 03.0’ S., Long. 55° 59.0’ W 
B — Lat. 35° 03.0’ S., Long. 56° 04.0’ W. 
C — Lat. 35° 08.8’ S., Long. 56° 12.7’ W. BA 1749 
D — Lat. 35° 09.0’ S., Long. 56° 15.9’ W. 
E=abat. 35° 1:120':S., Long. 56° 14.0’ W. 
The D/F on Isla Flores (ALRS 5038) is not operating and the light is 
very weak. 
The 2 buoys to S.W. of Zone Alpha to Recalada are in position but 
no lights observed on Passing them (20.7.79) 
Communications: VHF: Montevideo Movement Control (ALRS 6-H1010) 
speaks little English. We tried to contact them on arrival but got no 
response. The Agents advise vessel to cable anchoring positions to its 
call sign ‘CWC 104’. 
Recalada pilot station works on Channel 12, English reasonable. 
Interseccion pilot station works on Channel 12, English reasonable. 
Lightening vessel “Permian Gas” — Channel 68. 
Lightening vessel “Lavoisier” — Channel 8. 
Bulk Topping off vessel on station Zone Alpha ‘Arylanza’ of Argentina 
= with cranes works Channel 6. 
enerally ail Spanish communications — ALRS G 2655, 2670, 2680. 
Montevideo R/T: Punta Carretas (CWF) 6020 transmits 2182 or 2768. 
Spanish and good English. Telephone only Montevideo area. Good. 
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Argentina: ‘Pacheco’ LPD, LPL, LPQ 5905 (no English). 
Weather: Generally the weather in this region has been well 
documented. Reading publications one gets the impression at times that 
it can be severe all the time in mid winter. But this is not the case, 
although one should be on the guard all the time, we had very good 
weather during a stay of 16 days in July, generally light winds, clear 
skies, and little rain. Although quite quickly the opposite can happen. 

Visibility can be excellent, up to 20 miles. 

Forecasts for the area are predominately in Spanish. 

The Fascimile that is published for Buenos Aires LRB, LRO 5910 was 
not received on any frequency. 
Tides: Again very well documented. Generally out at Zone Alpha the 
tide is not strong and has little effect. Getting into Recalada and farther 
West to Interseccion the tide has a big effect and can alter very quickly 
with the wind. 

The tides strength is. very marked in the shipping channels from 
Recalada Westwards to Buenos Aires. 


Density: At Zone Alpha 1019 
At Recalada 1012 
At Km. 45 1005 


Lightening: As previously mentioned there are three Zones for 
transhipping cargo and topping off. The most commonly used area is 
Zone Alpha the limits of which are not obligatory. 

Before lightening can commence the ship has to be cleared by 
Customs/Immigration who come from Montevideo after travelling up 
from Buenos Aires. They either board by tug or by the first lightening 
tanker. 

9 persons board with 4 persons leaving when formalities are complete 
leaving 5 persons onboard — 6 when Pilot boards at Recalada. They 
consist of Agency Representative, Immigration, Customs, Prefectura of 
Police, Gas Del Estado rep. etc. Those that stay being Agent, Police 
(1), Customs (1), Surveyor (1), Gas Del Estado (1). As long as vessels 
paper work and passes have been well prepared the formalities are 
quickly dealt with. Generally vessels proceed to Zone Alpha when the 
Officials/Lightening Tanker is due otherwise needless standby is 
required because of the close proximity of other lightening operations 
and draft. 

We anchored with Pta Brava 320°x 10.4 miles, depth at HW 12.5 m. 
Plenty of cable on port anchor is required, say up to 8 shackles to guard 
against any sudden gusts of wind. On occasions up to 10 shackles have 
been out. 

Ships passing through this area are required by Argentina Law to 
proceed at slow speed, but rarely do with some narrow scrapes. Zone 
Alpha is joint Uruguay/Argentina territory. 

Pratique: Cable to be sent (in Spanish) to Agent 12 hours before initial 
arrival. Granted when officials board. 

Notice of Readiness: Send cable when vessel has anchored, N.O.R. 
received when Agent boards at Zone Alpha. 

Mail: Agent will bring out mail at Zone Alpha and also give to Interseccion 
Pilot who boards after lightening at Km. 45 if requested in advance. 
Money: If requested well in advance Agent will bring money out at Zone 
Alpha. This helps when berthing at Doc Sud as people can get ashore 
quickly without waiting for money. 

Time: The Time Zone used at Alpha is Argentina time GMT — 3 hours. 
Uruguay time is on GMT — 2 hours. 

Lightening Tankers: At present there are 2 vessels in this operation, 
however a 3rd vessel may soon be allocated. In the Past numerous LPG 
ships of different owners have been used. 


“LAVOISIER": A small semi-pressurized tanker of Argentina registry 
owned by Navigas. 

Vessel has 3 Yokohama fenders floating and 2 small fenders hanging 
aft. Very good co-operation maintained — vessel was very efficient. The 
chief officer speaks little English but Master and one Second Mate spoke 
very good English. All very helpful. 

Lines: 3+1 each end in moderate weather. No STBL lines. 

Hose: 6 in. Braided wire (wear gloves) — 18 m. total length — 150 ASA 
couplings. 

Tanks: 6 tanks max. temperature: —6°C 4 bar. 

Capacity: Approximately 2,800 tonnes. 

Rate: 300 t.p.h. Butane, 90 t.p.h. Propane which has to pass through 
heater for pressurization. 

B.P.: Max. 8 bar. 

Gangway: Use STBL gangway aft. 

Radio: Use STBL UHF sets. 

Vessel will take motors, etc., ashore if she is returning to Doc Sud for 
repair by Cromwell Engineering. 

“PERMIAN GAS": Liberian Flag — call sign A8UR. Chartered by Gas 
Del Estado. 

Has 2 Yokohama fenders and tyres forward and aft. Not very 
satisfactory as operations have to be broken off in any type of wind. 

Lines: 3+1 plus two from STBL F & A. 

Hoses: 6 in. 300 ASA with 300/150 spool piece. Compoflex type with 
rope lagging. Total length approximately 18 m. 

Tanks: 6 semi pressurized — 6 bars 2 grades handled — not together. 

Capacity: 5,200 tonnes max. 

Rate: 350 t.p.h. 

Gangway: From STBL, a short BOT type. 

Radio: Motorola UHF sets from ‘Permian Gas’. 

Navigas are purchasing another LPG vessel about the same size as 
‘Permian Gas’ and should be on station in October 1979. Generally the 
transferred cargo is taken to the smaller outports up the River Plate and 
down the coast, the vessel can be away for up to four days. 

With a mixed cargo of Butane/Propane of 30,000 tonnes two to three 
weeks is the normal length of stay in the River Plate. 

Pilot: Pilot does not board at Zone Alpha. 

Pilot boards at Recalada pilot station at the end of the buoyed channel 
Canal Indio. Pilot vessel is an old coastal troop transport and has been 
on station for 10 years. It is painted with red upperworks and black and 
yellow striped hull. 


Pilots board from small white launches which lie alongside the pilot 
vessels lee side. 

Only 1 ship handled at one time, the launch returns to the pilot vessel. 
Long delays can occur if ships have got bunched up inwards and 
outwards. 

Will use hoist, but have gangway and fixed pilot ladder arrangement 
ready. Make good lee otherwise Pilot will not board. Inwards pass to 
North of pilot vessel. Outwards to the South. Pilots generally speak good 
English. 

Pilot vessel new position: Lat. 35° 10.8’ S., Long. 56° 06’ W. 

Racon shows up well at 20 miles. No D/F. No boarding with wind 
speed above 30 m./sec. No anchoring within 1 mile of pilot vessel. Make 
arrangements for Pilot through Agent via Recalada or Pacheco Radio 
Station at least 48 hours in advance. 

One Pilot to Interseccion Pilot Station, about 7 hours depending on 
tide. If stopping at Km. 45 for lightening, Pilot stays on board and 
changes at Interseccion. 

In the vicinity of Recalada numerous vessels are anchored so its a 
case of having to proceed with caution. 

Canal Indio: From Recalada to Interseccion, 95 miles. 

This channel is marked by light buoys leads to the deeper water off 
Banco Chico near La Plata and is 50 miles in length to Canal Intermedio 
with a bend at Codillo. 

Generally the depth is 28 ft. CD but patches of 27 ft. have been found 
between Recalada Pilot Station and No. 1 buoys. 

We attempted to manoeuvre with a draft of 28 ft. 9 in. but constantly 
grounded near the wreck buoys East of No. 1 buoys. 

The channel from Recalada to No. 1 buoys passes South of the wreck 
buoys, these wreck buoys should not be confused for channel buoys 
as has happened in the past. 

Generally the max. draft is 31 ft. with a tide of 1.20 m. 

Pilots always seem to think of drafts in terms of feet and tide heights 
given out in metres. 

Vessels of up to 33 ft. have safely transitted. 

Once inside the channel at No. 1 buoys the channel is very marked 
and steeply shelving. 

The wreck at No. 17 buoys is to be lifted by a Japanese crane barge 
early in 1980. There is no passing at this point. 

No dredging has been undertaken for five years in Canal Indio but it 
is hoped to resume in 1980 after Canal Nord and Sur have been dealt 
with. 

On the day we left (20.7.79) three Spanish built suction dredgers 
arrived (“Buenos Aires”, “Terra Del Fuego” and “La Plata’’) with three 
more to follow. It is reported that a total of 20 dredgers have been 
contracted for, partly Government owned as are the Spanish built 
dredgers and partly German contract work. 

It is hoped dredging will start in Canal Nord and Sur late 1979 moving 
to Canal Indio in 1980 and Canal Mitre 1981. 

The buoys are often missing or the lights out. 

24 hours transit of all vessels is undertaken. Vessels of less than 22 ft. 
navigate outside the channel when deep draft ships approach in channel. 

Vessels of less than 18 ft. navigate outside channel at all times. 

No overtaking from Codillo Bend to Recalada. 

Tides can be strong. 

Km. 99-Racon not working (as BA.1749) 

Tides given on VHF every hour plus 5 minutes in cms. 

As long as no hinderances with ships ahead or draft a speed between 
manoeuvring full and full sea speed is requested. 

La Plata Km. 45 Lightening: Further lightening is undertaken off La Plata 
in the deep water position: Lat. 34° 44.5’ S., Long. 57° 49.5’ W. 

Pilots report that the foul area just South does not exist. 
Interseccion: Pilots changed here after lightening at Km. 45. 

Canal Accesio Buenos Aires: This channel is 15 miles in length and 
leads from Interseccion pilot vessel to the junction of Mitre Canal, Canal 
Nord and Canal Sur. 

It has a depth of 31 ft. CD min. and is probably the deepest of all the 
channels in the area. 

It presents no problems after final lightening. 

The Beacon at Km. 14 on the North side of the channel has been 
destroyed. 

At Km. 14 a forward tug can be engaged at extra charge. This is well 

worth the additional expense to get the vessel around the bend into 
Canal Sur and over the shallows. 
Canal Sur: This relatively short length of channel leading to the Doc Sud 
area is 4 miles in length. It presents the worst problems with regard to 
draft in all the channels but the bottom is of soft mud and no grounding 
damage has been reported. 

Ships invariably always bottom and the channel is kept open by the 
dredging action of vessels. 

The worst area is the Eastern end between Km. 8.2 and Km. 7 with 
a poor area continuing to Km. 5. 

The after tug is taken at Km. 8.2. 

The least depth is 22 ft. CD which means vessels up to 24 ft. 6 in. 
can normally transit and up to 26 ft. with very high tides. 

We had 60 cm. tide with a draft of 24 ft. and had to use full power 
with the vessel listing 5° to starboard when we got to the edge of the 
channel — Southern edge. The tugs were invaluable at this point. 

Pilots report Southern edge of channel worst area. (One large LPG 
ship recently aground for 2 days at draft of 25 ft. 6 in. — 60 cm. tide and 
falling. Vessel aground between Km. 8.2 to 7.6.) 

As soon as Canal Accesio is left at Km. 10.1 steep shelving occurs 
which is very marked on Echo Sounder and vessel is bottoming. 

No night movements of LPG carriers. 

At Km. 1 another shallow area of 21 ft.6 in. CD is reported but we 

experienced no difficulty in this region. 
Tugs: As previously stated forward tug can be taken at Km. 14 and after 
at Km. 8.2. When outward bound forward tug leaves at Km. 11 (extra 
charge) and after tug at Km. 5. 

Tugs power varies from 2,000 h.p. to 3,500 h.p. 
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2 good lines are given to each tug through centre leads fore and aft, 
they will need them with large LPG carriers when turning in the narrow 
confines of Doc Sud. 

Ante Puerto Sud: Vessel is swung in this area so as to enter Doc Sud 
stern first. 

Clearance is very tight. 

Pilot requires both anchors ready and engines prepared for maximum 
astern power. 

Tide depth gauge on North inner entrance. 

In Darsena 2 there are 2 floating dry docks capable of handling ships 
up to 15,000 d.w.t. 

In Darsena 1 a Navy Synchrolift of 10,000 d.w.t. capacity has recently 
been constructed (vertical hoist type, not ramp type). 

The new dock outside at Km. 1 in position: Lat. 34° 38’ S., Long. 

58° 20’ W., has been completed but not dredged. This is to be 
undertaken 1980/81 and is intended for large LPG carriers for Gas Del 
Estado. The breakwater is completed and extends to Lat. 34° 37.9’ S. 
— 550 m. in N.E. direction. 
Doc Sud: Least depth 33 ft. CD. In section 2 on the East side is the oil 
complex with Gas Del Estado berth North end section 2, South side of 
bend, East wall second berth. On West side are grain and frozen meat 
berths. Ships always berth head out. Starboard side to East wall, port 
side to West wall. 

Narrow entrance which large vessels frequently hit, particularly the 
knuckle on East side which should be guarded against with fenders. 
From Interseccion to completion of tie up about 4.5 hours. In all of Doc 
Sud no engine movements are permitted. This is a new regulation. 

If using midship gangway this has to be turned forward before arrival 
so as to land on small pipe jetty. If gangway is aft vessel has to use 
fixed section or hire boat on the offshore side. 

Mooring: 2 headlines, 2 breastlines and 2 springs each end, the leads 
are not very good. Springs onto dolphins. Dolphins have poor fenders 
so advise use ships fenders. 

Manifold: 12 in. — 150 ASA liquid, 8 in. — 150 ASA Vapour return, VRL 
has to be left open. 

Tanks: Max. tank pressure on arrival to be 50 mbs. 

Pumping: 500 to 700 t.p.h. 

Berthing: Daylight hours only. 

Labour: Shore labour for connection. 

Surveyor: Surveyor from independent firm joins at Zone Alpha and 
makes survey together with Chief Officer before and after each 
transhipment and at Doc Sud. Generally paper work after each transfer 
takes about 1 hour. Ensure that signed statement of complete cargo 
discharged obtained. 

Samples: An attempt is made to take samples at Zone Alpha. 

Fresh Water: By Barge. 

Stores: Arrange by Barge, very difficult otherwise. 

Repairs: Cromwell Engineering: — ‘Cromeng' generally good. By boat. 
As previously stated vessel can land motors etc. by lightening tanker if 
returning to Doc Sud for Cromwell to pick up. 

Taxis: Difficult to obtain. Best obtained via Gas Del Estado office. Doc 
Sud is outside Buenos Aires municipal boundary so off meter. Meter 
starts at Boca Bridge. Generally about £6 into town in daytime and £10 
back at night. No difficulty in getting taxi back at night, try and agree 
fare. Do not go ashore alone. 

Do not take much money with you. Have shore pass. About 20 minutes 
to town if no delays. 

Customs/Immigration: Board at Zone Alpha and again at Doc Sud and 
on Departure. 
Formalities: 
2 Store lists per department (Deck and Engine combined) (Argentine 
Official Papers). 
1 copy taken off at Zone Alpha, 1 copy for customs at Doc Sud. 
2 Copies Internationa! Maritime Declaration Health (Standard Form) 
1 copy Zone Alpha, 1 copy Doc Sud. 
2 Crew Personnel Declarations — (Argentina Forms) 
Both Zone Alpha. 
30 Crew lists (Ships form) 

One is stamped by Immigration at Zone Alpha for Doc Sud. No officials 
onboard at Doc Sud. 

Crew Passes — Fichas — Argentine Official Forms. 

One for each crew member must contain photo. We used ships 

Polaroid camera. (Two heads to a shot.) 

Stamped at Zone Alpha and must be handed back before departure 

Doc Sud for stamping and then given to Master. 

2 Vaccination Lists (Ships form) 

Each time the vessel shifts/heaves up anchor the Agent onboard has 
to make out a departure declaration for Master to sign and give to Police 
onboard. 

As long as vessel has Argentina papers and photocopier onboard no 
difficulties should exist. 

Bond: Not sealed, quite in order and usual as long as ships staff only 
consume liquor. 

Publications: These notes are in addition to information contained in: 
BA Charts 1749, 1751, 3561, 3064. Argentine Charts H 113, 116, 118, 
— 1979 

Publications: NP 5 supp-2/78, NP 275 2 & 6 79/78, “Guide to Port 
Entry”. C.N.T. Year Book 78/79. 


SHIPMASTER’S REPORT: July/October 1983. 

Navigation on the River Plate and River Parana: INWARD: The Uruguay 
Traffic Control System and Radar Monitoring now extend from the border 
with Brazil to the Recalada Pilot. Vessels are required to report course, 
speed, and ETA on passing each designated control point. 

Recalada Pontoon was not heard on M/F radio and all messages 
were passed through General Pacheco. Recalada was slow to answer 
on VHF, and probably the watchkeeper has to call a Pilot to speak 
English (The ability to speak Spanish is a very marked asset trading to 
Argentina). 
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It is preferable to keep North of “Zone Alpha” and then to head for 
the small passenger ship that is the Recalada pilot vessel, Racon only 
about 8 miles. 

The dredged channel is quite narrow with strict limitations about 
overtaking in certain areas. Averagely ballasted ships can pass outside 
the line of buoys. Subject to the Pilots advice it may be possible to use 
heavy oil for the 90 miles (7 hours) to La Plata Anchorage. 

The Intersection Pontoon has been withdrawn and the operation is 
now based ashore in La Plata. 

The 2 River Pilots are ordered for a suitable tide time to approach the 
Martin Garcia Channel. Each Pilot requires a cabin with bathroom en- 
suite, the Masters sea cabin may be refused. One Pilot had a very few 
words of English, the other none. Their use of English numbers was 
uncertain, so the Officer of the Watch must be very vigilant. The Pilots 
listen to 2 VHF Channels and their own radio, which makes the bridge 
very noisy. 

The vessel proceeds always at Best Full Speed but it was difficult to 
get any programme from the Pilots because of the language problem. 

The vessel anchored at 10 minutes notice at Km. 80 for oncoming 
ships in narrow channel. Then had to heave up as quickly as possible 
to get over the bar before tide fell. ; 

Speed was reduced turning into the Rio Parana Guazu at Km. 121. 
The vessel had to stop and drift for sometime waiting for oncoming ships 
to clear the bridge at Km. 180. This bridge can only be Passed in daylight 
and had a clearance of 45m. in the prevailing floods which were 
estimated to be 4 m. over normal tide. If unable to Pass before sunset, 
it is necessary to anchor and wait till the next day. 

The vessel anchored for the night at Km. 243 to avoid a dangerous 
bend in the dark at about Km. 273. However, had to anchor again at 
5 minutes’ notice for fog at Km. 270. This later cleared and vessel 
proceeded to anchorage off San Nicolas. 

Two anchors were employed, but the order to let go was given much 
earlier than the indicated place which caused some surprise (due to 
language difficulties). 

The inspection party of Agent, Customs, Coastguard, Port Health, 
Grain Surveyor and Photographer boarded shortly after the River Pilots 
left. The forms had been put onboard on leaving La Plata Anchorage 
and were only completed in time by exceptional effort. The entry 
formalities were complete in about 1 hour, while the Grain Surveyor took 
about 1.5 hours. 

A Harbour Pilot put the ship alongside, and took her off on Sailing. An 
anchor was dropped for use on sailing. 

The river is quite narrow and sparsely marked. The Pilots navigated 
by the tops of the trees sticking out of the flood water. Some salient 
points were marked by a single lighted beacon. Buoys marked critical 
sections. However, these could be capsized by the accumulated weight 
of vegetation floating down the river. Progress was erratic and diesel 
was used throughout the River Pilots guidance. 

OUTWARD: The normal route down river is the Mitre Canal with a 
draft of 27 ft., however, this had silted up to 21 ft. The vessel loaded to 
23 ft. (fresh water) to pass via the Martin Garcia. There is a similar bridge 
and restrictions on this route. 

The vessel anchored at Km. 210 to wait for daylight for the bridge. 
Then used the River Parana Bravo to pass into the main river. This was 
very narrow and twisting in places, the Pilot was observed to be using 
reverse helm on the canal effect from the banks. 

The vessel next anchored at Km. 117 to await a suitable height of 
tide before passing over the Martin Garcia Bars. However, the hourly 
VHF broadcasts showed that the tide did rise as predicted, and the 
vessel had to wait for the next tide. 

The Regulations are that a minimum clearance of 1 ft. is required with 
a rising tide. The dredged channel is 100 ft. wide with minimum depths 
of 20 ft. — 21 ft. 

The vessel sailed on the next tide and past the tide gauge at Martin 
Garcia when it was 1.3 m. 

The Pilot watched the forward echo sounder reading and reduced 
speed whenever it came down to 1.0 m. However near Km. 70 the vessel 
first took a sheer to port, which hurriedly corrected by starboard helm. 
Then she took a list to port and the engine was increased to full speed 
to push through the shallow. Near Km. 69 the vessel again felt the ground 
and seawead, again the engine was put to full speed to push through. 

At Km. 49 the vessel took a list but continued her progress. The crew 
working on deck at these times reported hearing rubbing noises. 

The vessel anchored at La Plata Anchorage and the River Pilots lett. 
The Recalada Pilot boarded almost 4 hours later as the tide was rising 
and the vessel sailed for Sea Channel. 

At 22 ft. 6 in. salt water the vessel was not as unrestricted as when 
coming in. It was necessary to slow down in order to allow a deep laden 
vessel to clear the channel before we entered it. | understand that the 
normal maximum at the top of the tide is 31 ft. 

Again subject to the Pilots advice it may be possible to use heavy oil 
for this passage. 

The Pilot spoke good English and readily gave advice on the river 
and approaches. 

We were bound for Bahia Blanca to complete loading. The Pilot 
advised that the banks had extended Eastward from the land, and 
Westward from the sea shoals, so that local knowledge was necessary 
for the most direct route. Tankers from the South lighten at Zone Brava 
and then come up to No. 1 Buoys ona North-Easterly heading (at 31 ft.) 
to avoid the encroaching shoals. 

It was apparent that the buoys had been moved to new positions to 
allow for the movement of the shoals. 
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BAHIA BLANCA ANCHORAGE: The vessel had been warned that there 
was a delay of 30 days at Bahia Blanca. The Buenos Aires newspaper 
listed 37 ships at that port. On arrival it was found that there were 

15 ships in the Buoy No. 17 Anchorage, 11 ships in the Buoy No. 11 
Anchorage and 10 ships between Buoy Nos. 1 and 4. The local Port 
Control Radio Station speaks no English, however a Spanish speaking 
Officer keeping anchor watch kindly translated for us and advised that 
we could anchor off Buoy No. 4. The arrival telegram was sent from that 
position. 

Contacting other company ships already anchored, it appeared that 
the actual time to wait was nearly 60 days. The ability to speak Spanish 
is an untold blessing on the Argentine coast. The Sea Pilots appear to 
be fluent in English, but the River Pilots and Radio Watch Keepers have 
no English nor French. The ability to consult ships in the nearer 
anchorages was most helpful. 

The chart shows 3 radio beacons off the port, which are supposed to 
be in continuous synchronised operation. However we could only find 
one operating from 4 to 10 minutes past the hour and the half hour in 
clear weather. El Rincon and Recalada Bahia Blanca seemed to 
alternate day about. 

A water boat of 350 tons capacity will come as far as Buoy No. 11 at 
a flat charge of US$3,500. 


BAHIA BLANCA: 28th July, 1983. 

The vessel part loaded at San Nicolas where she was advised of 
30 days’ waiting at Bahia Blanca, the completion port. 

The vessel was assisted by a Spanish speaking Officer keeping 
anchor watch to contact the Port Radio Station and permission was 
given to anchor near Buoy No. 4 due to the congestion. Arrival was 
reported by cable to the Agents from that position. The initial berthing 
prospect was quoted as being 8th September, then as time past this 
was amended to 22nd September and 4th October. The ship did actually 
berth on the 5th October. 

Informatively Lloyds List was found to have shown 57 days delay with 
38 ships waiting soon after the ship's arrival. It would seem that the 
formula should be 2.0 — 2.5 days per ship waiting. 

The delays were extended by ‘go-slow’ strikes, and at least two 
instances of contaminated cargo ex-silo. 

Communications to and from Agents normally only by telegram. The 
Port Radio Station call sign ““L4Z” — “Lima Quatro Zulu”, another Control 
Station is "L2N" — “Lima Dos Novembre”, VHF Channel 12 is watched 
with Channel 14 for working. 

The pilot boats are modern fast launches using the call sign “Sierra 
Papa” 21, 30 etc. If there is a Pilot on board for your ship he may call 
up in English. The boats work to order and do not Stay on station. 

For a ship of 25,000 g.r.t. the shift from the Pilot Anchorage (Buoy 
No. 11) to the Commercial Ships Anchorage (Buoy No. 17) was quoted 
as US$1,700 in July 1983. However, unless bunkers are needed there 
is only limited benefit from moving into this anchorage. 

The Monacci Agency uses a ferry operator who has large very old 
white cabin cruisers, the costs were quoted in August 1983 as US$500 
per ship visited. In September the cost was quoted as US$700 per ship 
visited. They operate from Port Rosales which dries out at LW. The 
Agency appeared to use the boats once a week only. 

A water boat also operates from Port Rosales, with a nominal capacity 
of 350 tons. The cost per trip in July 1983 was quoted at US$3,500 plus 
the amaunt of water supplied. In September this was quoted at 
US$5,200 plus. It normally pumps in with 2 hoses in 3.5 hours. However 
in this vessel the available ullage was not even and the water boat 
stopped pumping and disconnected as soon as the first tank was full. 
Thus it delivered only 250 tons for the same fee! Thus it would seem 
necessary to ensure that there is at least 175 tons of ullage available 
for each of the 2 hoses. As the berth dries out where the boat secures, 
it may be that they will not delay by pumping only 1 hose so that they 
can get back alongside in the one tide. 

The Monacci Agency uses one Shipchandler only, who has to deliver 
via the same launch described above. There is another Chandler who 
uses a different boat but the details are not known. All provisions sent 
to ships have to be cleared by the Customs with quite substantial service 
fees, quoted as US$100 — $150 per delivery. The Customs also restrict 
the amount of rice that can be supplied. Of the fresh vegetables and 
fruit delivered the quality was not good, and condemnations had to be 
made when they were unpacked. The provisions came only with delivery 
notes, and the bills for August, September and October were prepared 
on board after the completion of loading! Those ships who have been 
to Bahia Blanca before take as much provisions as they can in the river 
ports, where quality and value are better, and delivery easier. 

The Monacci Agency have VHF Channel 9 in their Port Rosales Office 
for use with their own fleet, and the Bahia Blanca Boarding Agency 
carries a walkie-talkie, with 60 VHF Channels, but normally on Channel 
22A (the U.S. Coastguard Channel). They do not make this information 
known to the ships under their Agency. 

In general they seem very reluctant to talk to ships, probably only a 
few of their staff speak English. Messages sent only to Monacci were 
never acknowledged and often not acted upon. Messages sent to 
Sudocean in Buenos Aires always acknowledged and acted upon. The 
use of telex numbers is preferred at least for routine messages. 
Medical: Three men went to the doctor from the Inner Anchorage and 
stayed ashore for 6 days until the next weekly ferry trip, the hotel bills 
being apparently cheaper than the hire of the launch. When the vessel 
finally berthed after almost 70 days at anchor 12 men were medically 
treated and prescribed for on board plus additional tests, etc., for 4 
ashore. The total fees came to about US$1,000. 

Grain Berths: There are 3 berths in use at Engeniro White No. 9 with a 
Sailing draft of 38 ft. 6 in. (port side to, stern in), take bunkers by road 
tanker. Currently about 800 t.p.h. for 16 hours including overtime from 
one belt. The plant has been damaged (possibly by a dust explosion), 
and one belt is out of use at this time. Berth Nos. 5 and 6 are rated at 
36 ft. 6 in. sailing draft, port or starboard side to, according to tide when 
off the berth, bunkers by barge. (Berth Nos. 7 and 8 are shallower, but 


was in use). This berth loaded 21,750 tonnes in 48 hours into the vessel. 
However, the subsequent vessel required 5 days for the similar amount 
due to shortage of cargo in the silos. No. 9 silo seems to be fed by road 
vehicles, while 5/6, 7/8 are fed by rail. 

At both berths the vessels take the ground and dry out up to 10 ft. — 
12 ft. at LW. The bottom is said to be soft mud, and every ship loading 
to the authorised drafts goes aground. The vessel has to wait for the 
rising tide in order to finish and be certain of the drafts. 

On sailing the drafts are read by the Prefectura Naval (Coastguard) 
and both the Harbour and River Pilots. Thus it is necessary to be very 
precise when finishing. No surveyor examined the vessel after the initial 
hold cleanliness inspection by the National Grain Board. 

On sailing (head out), with 2 tugs, the ship would not swing to port 
into the line of the flood tide and the ship came very close to the opposite 
bank before the port anchor was dropped. The beacons which are 
charted as being in deeper water are in fact well up on the mud bank 
and the channels appear much narrower. Two tugs were used inward 
and outward with twin ships ropes from offshore fairlead forward and 
centre aft. Swinging in the pilot hoist when berthing was a race against 
time. There are some floating fenders alongside Berth Nos. 5 and 6 but 
the upper works of the elevator system are very close to the edge. Bridge 
wings apparently often touch. 

The passage outward depends on the conditions of the day. A ship 
at 37 ft. 2 in. sailed directly out to sea because of fresh onshore winds. 
Another of 38 ft. 4 in. took 4 days to reach the sea. She had to anchor 
at Buoy No. 18 from one daylight tide to the next, then the port was 
closed for naval movements, then anchor again at Buoy No. 11, before 
finally clearing the port. The tide predictions can be increased or 
decreased by as much as 5 ft. due to the weather prevailing. 
Anchorages: One ship in the Commercial Ships Anchorage found that 
she had 4 lengths of her own chain fouled around the anchor when she 
hove up. She had to hire a barge to lay the chain on so that it could be 
cleared. The quotation was said to be US$5,000 but the bill presented 
was for US$18,000. The vessel was arrested when the bill was 
challenged. It would seem a wise policy to change anchors from time 
to time. Also when anchored off Buoy No. 18 to wait for the next HW 
over the bar, another ship's anchor and chain was picked up. It was 
necessary to put a wire onto the other cable and lower the ship's anchor 
out from under to clear it. The delay was about 45 minutes but the ship 
was still able to make the tide. 

There is a dredged channel between Buoy Nos. 7 and 8 but in fact 
the shallow area extends from Buoy No. 9 to Buoy Nos. 3 and 4 and 
speed needs to be restricted to reduce the squat. 

At this time British subjects were not allowed ashore. 


Outline of Official Argentine Forms: 
Personal effects of the crew. 

In vertical columns the following items: 

Radio sets 

Typewriters 

Sextant 

Gramaphones 

Gramaphone discs 

Binoculars 

Photographic cameras 

Spirits 

Tobacco 

Plug Tobacco 

Cigarettes 

Packets of cigarette papers 

Boxes of matches 

Number of caged birds 

Soap 

Sundry other effects such as musical instruments new or used, new 
clothes, etc. 

All electronic items, such as radios, cassettes, calculators, televisions, 
declared by type, makers name, model name, serial number on separate 
sheets which then attached to the original declaration. The original 
columns for such equipment must be marked “nil” so that no duplicate 
declaration is made. The ship's electronic items, as above, plus VHF, 
radars, walkie-talkie sets, the main radio equipment, etc. must all be 
declared on separate sheets in the above detail. 

The authorities require two copies of every declaration, one of which 
is kept at the Port of Entry and the other travels on the ship with the 
clearance for landing at each subsequent port. i.e. “travelling manifest’. 

The ship should have its own copy for reference, as neither of the 
above may be on board while in port. 

The Health Declaration is in the standard form and can be filled in 
quickly, but the Customs forms and the identity cards take a lot of time 
and it is better to have a rough copy ready for copying out on arrival. 
The official forms are not available outside Argentina, and are too big 
for photocopying. Photographs are required for the identity card, but if 
advised a photographer will board with polaroid ‘mini Portrait’ outfit and 
charge accordingly. 

Crew lists should be in the IMO format with full details of date and 
place of birth, plus the type of identity document (passport or 
seaman’'s book). 

6 copies arrival, and 6 copies each departure! Company crew lists 
said rege acceptable provided ALL the information required has been 
inserted. 

The identity cards can be photocopied and this would allow them to 
be prepared at sea before arrival. 

The inspection party was 6 strong with Coastguard, Agent, Customs, 
Grain Surveyor, etc. Formalities including holds took about 1.5 hours 
with all documents prepared since sailing from La Plata. This was a 
rush to be avoided. (The vessel was cleared at the loading port up-river.) 

British subjects not allowed ashore, all British passports and S.N.I.C.’s 
taken ashore and not returned until the vessel was cleared outward and 
Pilots on board. 
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Store List Deck Engine Refrigerating 
Aluminium Paint 
Paint driers 
Paints assorted in pastes 
Paints assorted in liquid 
Enamels assorted 
Varnishes assorted 
Red lead 
White lead 
Paint Powder 
Coils Manilla rope (new) 
Steel cable (new) 
Hemp rope (new) 
Tarpaulins (new) 
Tarpaulins (used) 
Burlap (new) 
Separation clothes 
Oil engine 
Oil cylinder 
Oil solidified 
Packing assorted 
Methylated spirit 
Binoculars 
Nanometers 
Typewriters (new or used) 
Micrometers 
Monographs 
Ammunition, firearms, explosives, etc. 
such as: 
Deck flares 
Rockets 
Rockets sticks 
Rockets signals 
Friction tubes 
Blue lights 
Lifebuoy lights 
Company's signals 
Cartridges 
Carbines 
Guns 
Revolvers 
Rifles 
Rocket Projectors 
Gunpowder 
Other portable firearms and explosives 
(Red Hand flares) 
Orange Smoke floats 
Deck and Engine Stores considered to be in 
excess of normal requirements 
(Fuel Oil) 
(Diesel Oil) 
Signed Chief Officer/Chief Engineer/Master. 


Cabin Stores: 


Bitters Cameras 

Brandy Wireless sets Portable 
Champagne Micrometers 

Gin Monographs 

Fruit Juices Binoculars 

Liquors Assorted Perfumes 

Rum Thermometers clinic 
Cider Alkaloids such as: 
Table Wines Morphine 

Strong Wines (Sherry, Port) Cocaine 
Sparkling Wines (Phenobarbital) 
Vermouth (Butobartbitine) 


Whisky 

Other beverages (Vodka, 
Chinese Wine, Beer) 
Tobacco (cut)(Chinese) 
Tobacco plug 

Cigars 

Cigarettes 

Alcohol (spirits of wine) 
Jams (assorted Marmalade,) 


Preserved fruits (in syrup) 

Electric vacuum cleaners 

Electric irons 

Electric toasters 

Electric kettles 

Electric Rice cooker 

Articles said to be in excess of 
normal requirements: 

Fruition declared as follows: 


Jellies White sugar 
Caviar Cooking oil 
Pickles Tea 
Pickles for crew Coffee 
(Cooking wine) Evaporated Milk 
Tobacco (50 mg./can) Rice 
Playing Cards (new) Flour 
Typewriters (new and used) Cheese 
Calculating machines Butter 

(new and used) Fresh eggs 


Frozen Meats 

Everything must be in units of the metric scale. Items in full time use 
normally not necessary to declare but extra items in quantities more 
than for normal use must be declared. 

All electronic items were declared on a separate sheet giving type, 
makers name. Model type, serial number. No item can be declared 
twice. 

Instructions for the Compiling of Argentine Official Port Arrival Forms: 

1. Immigration Department — Crew Identity Card: This form is required 
by all crew members without exception in order to enter and depart from 
Argentine Ports. As well it is the only document valid for authorities. 
Therefore, special care must be taken by the bearer in order not to 
damage or lose said document as, eventually, inconvenience will arise. 
Furthermore, details in order to complete this form are printed in both 
Spanish and English. Particulars required of person, family names, 
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status, when/how engaged. Fingerprints. One original card is required 
for each crew member. 

Important: Each form must carry the photograph of the bearer. In this 
respect, Masters are kindly to inform Agent with anticipation if 
photographer will be required on arrival. 

2. eee Department — Deck and Engine Stores, Cabin Stores, 
personal effects of crew: Each form is required in original and 1 copy, 
the latter will travel with the ship from port to port. The ship will require 
one for her own records. 

Store List (Green form): Instructions and details for filling this form are 
printed on it in Spanish and English. 

Important: Even though items Fuel Oil and Diesel Oil are not listed 
on the form they must be declared in the blank spaces. 

Cabin Store List (Yellow form): Instructions and details for filling this 
form are on it in Spanish and English. 

Important: Even though the item coffee is not included in this form it 
must be declared in the blank spaces. 

Personal Effects of Crew (Pink form): Instructions and details for filling 
this form are printed on it in Spanish and English. 

N.B. Very important. Recently as per terms of local Customs Regulation 
Number 325/80, every vessel calling Argentine ports is compelied to 
declare every electronic item to Customs with their respective make, 
model, and serial number. 

Consequently, and in order to avoid confusion, we suggest to declare 
on both the Pink and Yellow forms all items except electronic equipment 
(such as TV sets, VHF's, Radars, etc. which must be declared on an 
additional page (any kind) stating clearly their type, make, model and 
serial number particulars. The Yellow and Pink forms should be 
endorsed ‘plus sheets declaring electronic items.’ These additional 
sheets will also have to be signed by the owners of the equipment. 
We believe that the above proceedure will prevent and avoid a possible 
“double declaration” which is also very important. Therefore everything 
declared on the additional page is not, must not, be declared on the 
above Pink/Yellow forms. 

3. Coast Guard (Prefectura Naval) 

Crew List. 12 copies for first port. 
The preferred form is in the IMO format with headings in Spanish. The 
crew list must be completed according to the following points: 

1. Name of ship 

2. Port of Arrival/Departure 

3. Date of Arrival/Departure 

4. Nationality of ship 

5. Arrival port (last port) 

6. Kind and number of identity document (seaman’s book or 
Passport) 

7. Given name, family name (not initials) 

8. Number as per crew list 

9. Rank 

10. Nationality 

11. Date and place of berth 

12. Date, signature and stamp of Master 
This form is used for clearance on arrival and again on departure. 

4. Sanitary Authorities: 

Maritime Health Declaration. One Original form, printed in Spanish and 
English, international format. One Vaccination list to be attached to the 
above, showing cholera and yellow fever if from Africa. 


SHIPMASTER’S REPORT: September 1986. 

Report pertaining to recent call at the Rio de la Plata region for 
ae of a cargo of approximately 53,000 tonnes of Sahara Blend 
crude oil. 

The discharge operation encompassed two lighterages and 
subsequent completion at the Navipar Oil Terminal off Zarate. The cargo 
in question was consigned for Paraguay, and is moved onwards from 
the storage terminal by flat river barges (barge trains) up-river for 
distances of over 1,200 miles. 

56,000 d.w.tonnes. Product/Crude oil carrier, on voyage charter to 
European Charterers, and laden with a consignment of crude oil from 
: North African port, consigned for discharage at Zarate to Navipar Oil 

0. 

Due to various draft restrictions applicable at the different areas in the 
Rio de la Plata estuary and the Rio Parana, 2 lighterage operations had 
to be conducted prior to achieving suitable drafts for passage to the 
Navipar Oil Terminal, off the port of Zarate. 

The vessel arrived at Lighterage Zone designated as “Charlie” on the 
morning of the 27th, drawing 12.35m. (40.5 ft.) aft in salt water, 
(12.63 m. (41 ft. 05 in.) aft in fresh water). This lighterage area lies off 
Cabo San Antonio and is bound by the following co-ordinates: Latitudes 
35° 59’ S. and 36° 05’ S.; Longitudes 56° 30’ W. and 56° 38’ W. 

The chartered lighter vessel was found awaiting our arrival and the 
Master of the lighter undertook the STS berthing operation himself once 
our vessel was anchored and brought up. The port anchor was used 
and the lighter was secured on the starboard side. Similarly un-mooring 
was also undertaken by the Master of the lighter and our vessel weighed 
anchor only after the lighter was cast off and clear. ICS/OCIMF STS 
Guidelines were followed in the main. The lighter provided 2 
“Yokohama” type pneumatic fenders adequately suited for the purpose. 

A quantity of approx. 17,000 tonnes was off-loaded to this lighter to 
achieve an even keel draft of 9.56 m. (31 ft. 04 in.) and the discharge 
was Carried out using only 1 hose of 8 in. diameter, provided by the 
lighter. This quantity of 17,000 tonnes was based on the permissible 
transit drafts for Canal Indio and Intermedio, to reach La Plata Roads. 
The permissible drafts for these canals at the time was declared as 31 ft. 
initially but amended by the Pilotage Authorities to an acceptable 
31 ft. 06 in. due to higher water available at that time. 

The passage from Lightering Zone “Charlie” to Recalada Pilot Station 
was laid well East of Banco Rouen and Banco Ingles, this being 
advertised as the only safe route despite the lengthier distance involved. 
The lighter vessel, even despite drawing a draft of only 26 ft. also utilised 
these courses. 
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However, waters in these areas in general are quite shallow, and 
underkeel clearances of only 1 ft. were experienced (as expected), 
especially near the approaches to Recalada Light Vessel. Speeds had 
to be reduced to reduce squat. 

The Recalada Pilot boarded the vessel from a small motor cutter when 
the vessel was about 2 cables from the Light Vessel. It may be noted 
here that Recalada Pilots insist on boarding vessels only with a 
combination accommodation ladder and pilot ladder system, irrespective 
of vessel's freeboard. 

The Recalada Pilot demands full sea speeds, even with deep laden 
drafts and almost no underkeel clearance. On debate however it was 
agreed to proceed at full manoeuvring speed only. 

The Pilot was received at Recalada on the early morning of the 29th 
and the vessel was anchored at the La Plata Lighterage Roads shortly 
after noon the same day. 

The 2nd lighter vessel however failed to arrive till the evening of the 
31st and the vessel had to therefore remain at La Plata Roads till that 
time. 

STS operations with the 2nd lighter were also effected as with the 
first, only this time the starboard anchor was in use and the lighter 
berthed alongside on the port side. 2 “Yokohama” type rubber 
pneumatic fenders were again provided by the lighter. 

A quantity of approx. 6,000 tonnes was discharged to this lighter at 
La Plata Roads to achieve a draft of 28 ft. (FW), this being the 
permissible draft for transiting the Emilio Mitre Access Channel to Rio 
Parana Las Palmas. 

Transfer operations were completed on the night of the 31st but the 
vessel could leave the anchorage only in the morning of the 1st as transit 
of the Mitre Canal during hours of darkness is prohibited. 

The Parana River Pilot boarded vessel on the morning of the 1st and 
the vessel duly transited the canal to arrive at a selected anchorage in 
the river at approx. Kilometre Mark No. 80. The vessel had to anchor 
in the river mainly due to the berth being occupied by the previous lighter 
vessel engaged in discharging her cargo at the Terminal. 

Communications on the VHF with the Terminal were established and 

were good (Spanish), and the vessel weighed anchor on the following 
day to berth almost immediately after the departure of the lighter from 
the Terminal, the precise timing being attributed to the good 
communications. 
Navipar Oil Terminal: The Terminal belonging to the Navipar Oil Co. lies 
at Km. No. 111, only a short distance up-river from the Port of Zarate. 
It has 2 berths; one being used for off-loading import cargoes from deep 
sea vessels and lighters, and the other being used for loading flat river 
barges for transhipment of the same cargo onwards to Paraguay up- 
river at a distance of over 1,200 miles. 

The berth jetty was a bit fragile and the fendering inadequate for 
berthing vessels of this size and tonnage. 

Use of tugs (expensive) can be dispensed with as steady river currents 
provide good control of the vessel. Both the berthing and unberthing 
Operations were effected quite satisfactorily by the Pilots. 

The berth is located immediately down-river of a bend and this seems 
to provide a “lee" from the major flow of the river current, the axis of 
which would be probably hitting off the opposite side of the berth before 
continuing downstream. 

Sufficient water for 28 ft. draft was available at the berth and the vessel 
never rested upon the bottom. The river tides were also at Neap and 
this too contributed to prevent sitting on the bottom. Due attention to 
vessel's trim is also required. 

The Navipar Terminal, which is basically a storage facility for import 
of crude oil for onward shipment by river craft to Paraguay, is provided 
with only 1 main shore line for crude oil of 14 in. diameter. The storage 
tanks are located atop a hill at a distance of some 2.5 km. and in the 
absence of any booster facilities, substantial back-pressure was 
experienced throughout the discharge operation, causing problems 
especially towards the end strippings. This is apparently the bane of all 
vessels Calling here for discharge. 

Two hoses of 8 in. diameter only were provided for the discharge. 

The vessel finally completed all discharge on the night of the 4th, once 
again being prevented from unberthing due local regulations prohibiting 
movement during hours of darkness. The vessel could therefore only 
unberth on the morning of the 5th. Mention must be made here that 
local coastguards permit a maximum of 2 m. trim on the vessel. 

The return passage in ballast was made via the Martin Garcia Channel 
to Recalada, this route resulting in substantial Savings in costs at the 
sacrifice of some 60 miles additional steaming time. 

A point of interest is the rail/road Bridge Spans across the Rio Parana 
Las Palmas at Km. 105 (slightly down-river from Zarate) and the Rio 
Parana Guazu at Km. 177. Both these spans can only be crossed during 
daylight as per local regulations. However, the Martin Garcia Channel 
can be transited at any time as with Canal Indio and Canal Intermedio. 

Drafts available at the Martin Garcia Bar however are less and usually 
only 20 ft. — 21 ft. at Zero datum. Therefore in order to avoid anchoring 
to await tide, the draft, if possible could be minimised for the available 
depth for the transit only. 

The vessel cleared the Martin Garcia Channel and arrived La Plata 
during the night of the 5th, and the Recalada Pilot was finally dropped 
in the morning on the 6th. 

Manoeuvring in the Mitre Channel and in the Rio Parana had its own 
peculiarities but the Pilots attending the vessel were found to be very 
professional. A typical pecularity was the failure of the vessel to respond 
to hard-over helm albeit continue to swing in the opposite direction — 
the swing itself not having been induced but more of a shearing-off of 
the vessel's head, caused by the particular flow pattern of the heavily 
silt laden waters across and over the bulbous bow at high speeds, as 
reported by the Pilot. To counteract this shear the speed was 
immediately reduced and the vessel responded to the corrective helm 
rapidly. 

Port Customs, Regulations and Formalities: Whilst requirements to meet 
the formalities and regulations governing the area in question were very 
much as described elsewhere in the “Guide”, it may be worth mentioning 


here that for this operation a contingent of 3 Shore Officials boarded the 
vessel soon after the 1st lighter was fast at Zone “Charlie” on the 
morning of the 27th (they having travelled aboard that vessel to the 
lighterage area) and set up residency on board from that time till the 
vessel was finally fast alongside the Terminal at Zarate on the evening 
of the 2nd. 

These officials comprised of representatives from the Customs, 
Prefectura, and Immigration. The Customs Official is appointed to 
oversee Cargo quantities on arrival and transferred, and also clear the 
vessel inwards. The Prefectura Official is appointed to check vessel's 
movements within the port, anti-pollution watch, etc. The Immigration 
Official for inward clearance only. 

Two Independent Cargo Inspectors appointed for the operation also 
stayed on board throughout the vessel's stay in the port and were 
responsible for all gauging, sampling and calculation of cargo quantities 
on board and that transferred, including effecting gauging of the lighter 
vessels and finally to determine shore outturn. 

Further, two representatives from the Agents were also assigned to 
the vessel; whilst one remained permanently on board throughout the 
vessel's stay, the other functioned as a courier between ship and shore, 
using whatever means of transportation were available to him, even 
using the returning pilot boats to La Plata. 

These representatives from the Agents proved beneficial to the vessel 
as all liaising, courtesies, translations, co-ordination with the shore 
including Pilots, and a lot of sundry chores of the like were handled by 
them. The paperwork here was voluminous besides being all in Spanish 
and each lighterage area and the berth were to be treated as 
independent calls as far as clearing papers were concerned, and in this 
respect the Agent's representatives were valuable. 

Pilot offices here require some lengthy notifications; at least 24 hours 
notice for Recalada Pilots and minimum 12 hours notice for Rio Parana. 
If the vessel is delayed more than 12 hours from the ETA given to the 
pilot office in writing by the Agents, the booking stands cancelled and a 
fresh requisition for Pilot services has to be raised. Since again the 
minimum notices are incurred, it becomes apparent that if ETAs are not 
kept updated frequently, unnecessary delays to the vessel can be 
incurred in awaiting Pilots. 

Ship's Radio facilities were abundantly utilised by the shore personnel 
in liaising with their offices, especially from the lighterage areas, and a 
substantial Radio bill amounted. 

Communications from the Navipar Terminal at Zarate, to the city of 
Buenos Aires some 60km. away, were good and the Agents 
representatives could maintain a good rapport with their offices there. 

Permission to effect Crude Oil Washing operations was granted and 
the vessel effected same through the discharge. 


ATUCHA: 33.58 S. 59.16 W. 


“C" category port. Km. 132 — River Parana de las Palmas Province of 
Buenos Aires. 

Situated on the left bank (from seaward) of the Parana de Las Palmas 
at Km. 132, 15 miles upstream from Zarate, and 80 miles by river from 
Buenos Aires, via Mitre Channel. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

BERTH: A small berth 33m. long with two dolphins in 44 ft. built 
especially for the discharge of heavy material for the new Atomic Energy 
Plant. There is a 300 ton heavy lift crane on the concrete platform. The 
plant is now in full operation. 

AUTHORITY: There is no port authority here, the port comes under the 
jurisdiction of Zarate. 


BUENOS AIRES: 34.36 S. 58.22 W. 
“A” category port 
Refer to beginning of Argentina and River Plate Ports. 
Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 
APPROACHES: Access is by the “Punta Indio” channel which requires 
constant dredging and commences just West of the Recalada Lightship, 
which is situated 30 km. due South of Montevideo. The channel with 
28 ft. 6 in. on a width of 100 m. or 23 ft. over 200 m. winds up to the 
Outer Roads, which are some 37 km. from the Port. Direct entrance is 
by a channel, dredged to 29 ft. 6 in. with a 50 m. width, and 28 ft. 6 in. 
on an 80 m. width, to within 10 km., where the channel divides into North 
Channel, serving the New Port and Madero Port berths, and South 
Channel, for the rest of the port. North Channel at present has a depth 
of 25 ft. with a width of 50 m. or 19 ft. with 80 m. width. South Channel 
has 23 ft. 6 in. with a width of 35 m., or 21 ft. 6 in. over 50 m. All depths 
given here and elsewhere refer to the zero of the Riachuelo tidal indicator 
and semaphore in Buenos Aires port, which practically corresponds to 
the level of the ordinary lowest water, and is marked 0.72 m. under the 
average medium level of tides. Tides average 3 ft., but the principal 
factor is that of wind, which can raise or lower the water by 5 ft. or more. 
The Mitre Channel (depth 29 ft. 06 in.) enters the access channel at 
Km. 12, and under existing regulations the Mitre Pilot ceases his job 
there, and a Buenos Aires Port Pilot will either take the vessel into 
Buenos Aires or out to Intersection, or vice versa. This involves use of 
tugs for the changeover, unless the vessel goes only to Campana or 
comes from there, when the Buenos Aires Pilot can travel by land. 
When large passenger liners or LASH vessels are entering or leaving, 
it is possible to have the access channel closed to all other traffic for a 
pecs of four hours on account of the narrowness of the dredged 
channel. 


(See Plan) 


ARGENTINA 


ROADS: The Outer Roads are between Buoys 25 and 37, according to 
draft. The Inner Roads are between Buoys 12 and 15. Intersection 
Pontoon, or Pilot station, is at Buoy 37, North side. 


PORT: The port, which is artificial, comprises: 

Puero Madero North Basin, Docks 4, 3, 2, 1 and South 
Basin. 
Basin A, B, C, D, E and F. 
First and Second sections. 
On the South side of the South Channel 
before reaching S. Dock 
On the South side of the South Channel 
between Liquid Gas Basin and South Dock. 
On the North side of the South Channel. 
The Districts known as Boca and Barracas. 


New Port 
South Dock 
Liquid Gas Basin 


Inflammables Basin 


East Basin 
Riachuelo 


TUGS: From vessels drawing up to 22 ft., service is rendered by a bow 
tug from Km. 5, and a stern tug from Km. 1, or vice versa, and to or 
from Kms. 8 and 4 respectively when draft exceeds 22 ft. 

Stand-by time will be charged if a vessel is delayed in entering or 
leaving by bad weather, fog, low water, no berth, etc., plus usual Sunday/ 
holiday surcharge. 

Tug hours now coincide with ordinary port working hours and time is 
counted from the hour they leave their moorings and until they return. 

When a vessel is leaving port, and tugs are ordered to accompany 
her beyond normal limits, an overcharge will be made on an hourly basis. 

Once a vessel is moored, all further service in the same section will 
be charged by hour. If the vessel shifts section, this movement is charged 
plus the sections traversed. 

A special compensation charge is made when tugs are ordered but 
not used. 

For the services of tugs supplying electricity or steam, charges are 
made per day and per hour, varying with the size of the tug. 

If vessels do not use their engines while under tow, a surcharge of 
50% is made. 

Tow ropes must be supplied by the vessel, but can also be hired. The 
towage company is not responsible for breakages, fouling of propeller, 
expenses of diver or any other consequence. 

Also see “General” before first port. 


BERTHING: 

Puerto Madero (Central Zone): This is the oldest part of the Port. Ocean 
going vessels mainly operate in North Basin, and Docks 4 and 3. 

North Basin: Built in the form of an irregular pentagon, with the entrance, 
100 m. wide in one angle. The two piers at the entrance are 200 m. and 
225 m. long, respectively. The West side is 390 m. long and the South 
377 m., North 326 m., and with a depth presently 22 ft. 

As the basin was built for a depth of 21 ft., and later dredged, when 
vessels load deeper than 20 ft. they should be careful to keep well off 
the quay wall to prevent grounding. Up to three vessels can discharge 
at anchor. 

There are 2 dry docks in the basin, and a repair shop. 

Usually only 1 berth, Section 6, is used for loading/discharging 
operations and can be used for containers. Sections 1 and 2 are used 
by vessels repairing or laid up, while Sections 3 and 5 are for Navy use. 
The warehouse of Section 7 is used by the Custom House. 

Dock 4: Connected to North Basin by a lock 197 m. long, and 25 m. 
wide. The dock itself is 630 m. long and 160 m. wide, with 19 ft. of water. 

On the West side there are 4 warehouses, each 4 storeys high and 
123 ton cranes. Berths, or sections, numbered 1 to 4. 

On the East side, section No. 5-8 (No. 6 reserved for State vessels) 
open area for handling containers and heavy lifts. Electric gantry cranes 
on rails of 6.3 tons capacity. 

Between Berths 6 and 7 on the East side there is a large open space 
where vessels or lighters can discharge direct to trucks or to railcars. 
Trucks may also go alongside at the other berths, at all of which there 
are railway lines, but space is limited. 

The dock heads are used for discharging sand and gravel from barges. 
Dock 3: South of Dock 4, connected by a cutting 70 m. long by 20 m. 
wide, with a swing-bridge. This dock is 690 m. long and 160 m. wide, 
depth 18 ft. 

On the West side, Berths 1 to 5, there are 4 four-storey warehouses, 
and there are 133 ton cranes. Section No. 3, forms part of the open 
space for general discharge and storage. 

On the East side, there are 2 elevators used for storage. 

Between the elevators, on the East side, there are open spaces where 
vessels may berth and discharge lumber or drummed cargo, but this 
section is limited to medium and small vessels only. 

Dock 2: This is connected with Dock 3 by a cutting 80 m. long, and 
20 m. wide, with a swing-bridge. The Dock is 570 m. long by 160 m. 
wide and 15 ft. deep at zero. 

On the West side there are 4 berths, and 133 ton cranes. The area 
has been cleared, but at Berth No. 3 there is a warehouse for cargoes 
for Paraguay. 

LASH barges are discharged at Berth No. 1. 

The East side is used for laid-up vessels. 

Dock 1: Connects with Dock 2 by a cutting 80 m. long, 20 m. wide, with 
14.5 ft. This dock is chiefly used by Government-owned river craft. 

The West side has 4 sections (No. 1-4), each with a Customs 
warehouse. Section 4 is used for cargoes for Bolivia. 

On the East Side there is an elevator for shipments of grain to nearby 
countries. 

South Basin: This basin is connected with Dock 1 by a lock 184 m. long 
by 20 m. wide, with a swing-bridge. 

The basin is 1,029 m. long and has a width of 100 m.—-200 m. and a 
depth of 4.00 m.—5.80 m. The dock is used by ferries to Montevideo and 
Ascuncion and Ro/Ro service to Santos and Colonia. 
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New Port: The New Port, lies to the North of Puerto Madero, and 
entrance is via the Northern Channel. A breakwater extending from the 
North anteport protects the basin of the New Port from rough seas, and 
extends as far as Basin D, from which point another breakwater protects 
Basin E. Between the two, a channel is kept dredged for the movement 
of coasters to and from upriver. Basin F is used entirely for small coasters 
and river craft. 

The 5 basins of this part (excluding F, coastal) offer good 

accommodation for the larger vessels entering Buenos Aires, and in all 
the berths there is sufficient water (depths 8.0 m.—10.0 m.) to float any 
vessel which can navigate the entrance channels. Max. draft should not 
exceed 9.90 m. Basins are numbered from South/North. 
Basin A: Used by passenger vessels as well as general cargo. A landing 
Station for passengers has recently been opened here and all vessels 
carrying over SO passengers must land them here, shifting later to 
another berth if necessary. 

The basin is 365 m. long by 140 m. wide, with 870 m. of wharfage. 
Northern side can accommodate 2 medium/large ships. Western side 
is frequently reserved for the Argentine Navy. On the S.W., passenger 
section, there is room for 1 vessel. On the S.E. another berth is available 
if the vessel operating at the Maritime Station is medium size only. 

Pier Head No. 1 is 100 m. long, but is mostly used as waiting berth 
for river going vessels. There are two railway lines on each side of the 
basin, and also at the back of the deposits. There are five warehouses 
and a total of 143 ton cranes. 

Basin B: Used for general cargo vessels, is 565 m. long on the North 
side, 464 m. on the South and 140 m. wide at the Western end, with 
1,165 m. of wharfage. 

The South side has 3 sections. Berth No. 1 at the dock head is an 
Open area with 235 ton gantry cranes for containers. Berths No. 2 & 3 
have a customs shed and are equipped with 5x3 ton cranes. 

The North side, Berths No. 5, 6 and 7, are reserved for the State fleet. 
Berths No. 5 and 6 equipped with 73 ton cranes and No. 7 equipped 
with 2x6 ton and 1x35 ton gantry cranes. 

The West wharf, length 151 m., is equipped with 1x6ton and 
1x12 ton electric gantry crane on rails. 

Basin C: This is 495 m. long on the North, 585 m. on the South and 
140 m. wide at its Western end, with 1,284 m. 

On the South side there are 3 warehouses, built 15 m. back from the 
quay to facilitate operations. There are 86 ton cranes. 

On the North and West sides there are no sheds, and this is used for 
operating directly to or from trucks or rail cars. 

There are 7x3 ton cranes on the North and 3 on the West side. 

On Pier Head No. 3 which is 236 m. long there are 2x6 ton cranes 
and 1x12 ton crane. Berth reserved for state fleet. 

Railway tracks are fitted with a third rail for narrow gauge traffic. 

The South side of this basin is reserved for ELMA (State Fleet). 

The North side 1/2/3 is used for grain. 

Basin D: This is 495 m. long on the North, 585 m. on the South and 
150 m. wide at its Western end, with 1,300 m. of wharfage. 

Along the Southern side is the Grain Elevator, which occupies all the 
water front and extends also along Pier Head No. 4 — 295 m. Capacity 
is 170,000 tons. It can deliver 13,500 t.p.d. to a total of 3 vessels. 

On the North side a Container yard has been operating with 25,000 
sq.m. of pavement and 1 shed, 100 m. long, 10 m. high and 30 m. wide. 
There are also 2 side loaders for 20/22 tons and 7 for 35 tons. Eventually 
the flooring will be extended to twice the area. 20 ft or 40 ft. Containers 
can be handled by 4x35 ton gantry cranes and 1 Liebherr “T 100”. 

For vessels with a reduced number of Containers, Basin E, North 
side, can also be employed, using the same concentration area at the 
Ericson yard. 

Also see “Developments”. 

Basin E: The basin is 495 m. long on the North side, 585 m. on the 
South and 150 m. at the West end. Coal is discharged on the North side 
and there is also a warehouse there for other cargoes, although basically 
this basin is used for coal. 

On Pier Head No. 5, which is 523 m. long, the Power plant discharges 
its coal or oil. There is 1 oil intake and 2 travelling grabs, capacity 4 tons 
each, and also a 30 ton crane. 

On the South side of this Basin vessels operate loading or unloading 
fruit and generals. 

On the West, or shore side of the basin there are 20 tanks (more 
building) for caustic soda, present capacity 7,400 cu.m. These are all 
steel tanks, and there are 11 lines to the pier. There are truck loading 
installations in the plant, and a weighbridge, but no fire-fighting 
installations. Wine tanks are also being built. 

Basin F: This faces North, and is used for river craft only, pusher barges 
and tugs, while on the land or West side there are discharging facilities 
for sand hoppers. 

Pier Head No. 6, between Basins E and F is 310 m. long, with room 
for 1 vessel only, and with 2 intakes for fuel oil and a 7.5 ton travelling 
grab for discharging Coal, Capacity 150 t.p.h. 

South Dock: 

First Section: The first section has continuous quays on both sides, and 
a width of 90m., widening to a turning basin before reaching the 
connecting channel to the second section. 

Before the turning basin are 8 steel tanks for chemical or vegetable 
oil products, total capacity 5,260 cu.m., with 26 in. stainless steel lines 
and 24 in. steel lines, maximum discharge rate is 175 t.p.h. 

Nearer the basin itself are 28 tanks, capacity 14,494 cu.m. plus 8 
more tanks in the installation for use both with caustic soda and other 
chemicals or alcohol. Only one tank (No. 3) of 320 cu.m. is of stainless 
Steel, the others are all steel. 

The West quay is 911 m. long, and the East side 1,109 m., both in 
use for liquids and general. 

The old Freezing plant is inactive and on the East side of the turning 
basin there is an elevator Capacity 6,500 tons, 4 tubes and 3 chutes, 
plus another storage shed for 19,100 tons grain. Only 1 tube at a time 
may be used at 400 t.p.h. 
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At warehouse 10 there are 3 steel tanks Capacity 10,600 cu.m. with 
a 10in. line used for caustic soda, and by the grain board elevator 
11 tanks capacity 23,640 cu.m. for vegetable oils. 

On Pier A there are 41 tanks, Capacity 18,580 cu.m. with 2 load lines 
for use with inflammables, handling usually caustic soda, fatty acids, 
tallow dodecilbencene and vegetable oils. 

At Piers E and G there are 19 tanks total Capacity 21,058 cu.m. for 
alcohol and chemical products, with 4 lines to the pier. 

At F and G there are also 15 tanks, capacity 8,199 cu.m. for caustic 
soda, alcohol and chemical products. 

Pier G has a further 6 tanks, total 3,259 cu.m. for any kind of chemical 
products, with 5 lines to the pier. 

Second Section: The connecting channel is 90 m. wide, with earth 
banks. Jetties for discharging petroleum are placed along the East side, 
while on the West there is a continuous quay 1,000 m. long, on which 
there are 4x3 ton cranes and 8x 1.5 ton cranes for discharging sand. 

There are 7 berths, 5 of which are for general use, 1 for the Power 
plant for discharge of coal, with a 5 ton grab, and 1 elevator berth, Unit 
10, capacity 23,500 tons. The loading bridge has 5 turrets, each with 
2 tubes and 1 chute. Only 1 can load at a time, rate 400 t.p.h. 

There are also 6 tanks, total 4,698 cu.m. for use with Tung oil with 
1 line to the pier. 

There are 8 petroleum jetties on the East side for the discharge of 
tankers and loading oil barges ex-shore tanks. The jetties are marked 
A to H. On reaching a draft of 23 ft. 6 in. vessels must shift to New Port. 

The gangways to the mooring dolphins for tankers are in a very 
precarious state, which may lead to the closing of this sector. 

It will be seen that there has been a considerable increase in number 

and capacity of tanks, all for private companies. In South Dock there 
are 134 tanks, capacity 87,147 cu.m. 
Liquid Gas Basin: The Liquid Gas Basin lies on the South side of the 
channel, immediately East from the Inflammables Basin, and consists 
of a central mooring platform 520 m. long, with 4 pairs of dolphins and 
2 mooring dolphins at each end, all joined by a foot gangway. The basin 
is protected by a breakwater 850 m. long. The Gas lines are insulated 
to carry liquid gas at minus 45°C. 

ee berth can accept vessels up to 45,000 d.w.t. Depth at zero tide 
is 33 ft. 

As with the Inflammables Basin, all transit to land is by launch. 
Inflammables Basin: This is situated outside the South Channel in front 
of Km. 0.500 and about 300 m. distant from the axis of the Channel and 
at a right angle. The dimensions are as follows: length: 616 m. on the 
East side, 425 m. on the West side, 180 m. on the S.W. side and 72 m. 
on the South side. The dock walls at the entrance are 44 m. long on 
each side. The entrance is 50 m. wide. All the dock walls of this basin 
are of cement, as well as the intakes and landing dolphins. It has 7 jetties 
for mooring vessels. The present tank storage in South Dock lies to the 
S.E. of this basin at a distance of about 1,000 m. Depth alongside 26 ft. 

Ocean going tankers discharge at the piers on the West side. There 
are no facilities for reaching the city by land and therefore all the transport 
of officials, crew, stores, etc., must be done by launch. 

The oil for the Y.P.F. tanks on the East side of the Basin and the 
M.O.P. workshops is sent from South Dock by piping under the South 
Channel. 

East Basin: At the entrance to the South Anteport, a breakwater and 
2 new basins have been constructed. 

Basin No. 1 is used exclusively by the Port Works Department for 
laying up and repairing dredgers and other maintenance craft. It also 
contains a dry dock and a shipyard. Depth of water is 24 ft. in the basin 
but only 16 ft. at the entrance. 

Basin No. 2, in form an irregular quadrilateral, is separated from No. 
1 by a mole, and is 146 m. wide at the entrance, 170 at the base and 
with walls 372 m. long to the S.E. and 294 m. long to the West, allowing 
a number of vessels to berth. Alongside this mole is the SEGBA Power 
Plant. Depth in the basin varies from 24 ft. to 14 ft. at the entrance. 

From No. 2 there is a mole parallel to the South Access Channel, 
260 m. long, with a central salient 120 m. long, and 2 side salients 15 m. 
long each, and at 55 m. from the central mole. This is used by tankers 
discharging fuel for the Power Plant. There is 1 crane, 16 tons, and a 
narrow gauge railway line. 

The breakwater has been built on the South side of the access channel 

as a protection for the basins, and commences 100 m. South of the light 
buoy on. Km. 1 of this canal. 
South Anteport: The construction of the Inflammables Basin, and of 
the East Basins, before arriving at the entrance to South Dock, Riachuelo 
or South Basin has created an Anteport. The North part has a mole 
384 m. long from East Basin No. 1 to South Basin. This is used by the 
Port Works Department for workshops, deposits and offices. 

The Prefecture has an office here, on top of which is a mast 2 m. 

high, used as a signal station. A white-edged red flag by day ora flashing 
red light by night indicates that a vessel is entering by the Southern 
Channel from Km. 8 to the Anteport. This signal will remain until the 
vessel reaches the Anteport, and signifies that the Channel is closed to 
all except tugs, sand hoppers and river Passenger craft, provided draft 
does not exceed 14 ft. 
Riachuelo: This is a narrow, winding stream which flows to the Plate 
by way of the South Channel. It has a depth in its axis of 21 ft. and from 
17 ft. to 19 ft. at the berths, while the banks being sloping can cause 
trouble with moorings on a falling tide. Ocean-going vessels rarely use 
this now, except for occasional discharge of timber, and it is used mainly 
by lighters and coastal craft, as well as by laid up vessels and what are 
now virtually wrecks. 

This is the old-time Boca and Barracas area. 

DENSITY: Fresh water. 
FRESH WATER: There are hydrants at all berths, with very few 
exceptions, at which vessels can take water at a charge per cu.m. 

There are no hydrants in the inflammable Basin, and only at Berth 
No. 1 on either side of Basin E in the New Port. 

Delivery rate varies from 5 to 10 t.p.h., depending on the number of 
vessels taking water, time of day, etc. An extra charge is made in 
overtime. 


FUEL: Available by barge. 


CARGO: Classification of Import Cargo: Argentina being a tariff 
protected country, all cargo landed is subject to Customs control. 

To facilitate control, there are Custom House warehouses on the city 
side of the dock zone, on the quays, in the South Dock, and others 
away from the quays. The Dock Zone is enclosed. 

The transport of all goods from vessels is currently effected by State 
owned vehicles. There are no longer any private warehouses. 

All fine cargo, cargo in cases, and most baled cargo must be 
discharged to Custom House Warehouses, direct from the ship, by 
means of dock cranes. 

Other cargo in cases, barrels, etc., which might be damaged if stowed 
in the open air, also cargo which from its nature might damage other 
cargo stowed with it must go to the Custom House warehouses away 
from the quays, and is conveyed there by port railway wagons that take 
the cargo from alongside the ship. This same class of cargo can also 
be sent to private fiscal warehouses and is similarly conveyed there from 
the ship's side by railway wagons. 

Cargo that can be stowed in the open air without risk of damage, such 
as cases of glass, motor cars, sanitary ware, etc., is also conveyed from 
the ship's side by railway wagons to open spaces (plazoletas) within the 
dock zone, reserved for the stowage of such cargo. 

Certain classes of cargo, such as bales of gunnies, jute, rice, 
agricultural implements, and all articles the nature of which can be seen 
at a glance, can be discharged direct to consignees’ carts, motor lorries, 
etc., from the ship's tackle. Also certain classes of rough cargo, such 
as coal, lumber, iron, cement, etc., must be discharged direct in this 
way. 

The Custom House, in order to expedite despatch, has enlarged the 
list of goods that can be discharged in this manner, and also authorises 
the carrying out of these operations outside ordinary working hours, 
which has hitherto been prohibited. 

Storage of goods in Custom House Deposits is limited to six months, 
counting from the date of the vessel’s entrance to port. 

All classes of cargo can be discharged into lighters (by permit from 
the Custom House). 

Discharge to lighters can take place in all sections of the port. 


Use of Special Deposit Called ‘‘Transit'’ for Reception of General 
Cargo: 

In order to facilitate the discharge of vessels with general cargo for 
delivery to Fiscal Warehouse, the Custom House Authorities have 
authorised the direct discharge from vessels to a special warehouse 
which receives all the cargo as it comes out of the hold, labour being 
supplied by Agents. 

This facility is only available at certain sections of the port and 
whenever a vessel discharges at a berth where there is a “Transit” 
deposit, this must be used unless the vessel carried homogeneous cargo 
or of such a nature that it does not require the use of the “Transit” 
deposit. 

The cargo discharged in these special warehouses must be delivered 
by the Agents at ship's expense, into the Customs warehouses. 

Cargo in transit to or from Paraguay is now stored in sections of 
Warehouse No. 5 of Dock 4. The goods may remain in the warehouse, 
once onwards transportation has been arranged, for 3 days, where the 
ocean carrier is operating, or in a special shed in Section 1 of Dock 2, 
where the river vessels load for that country. 

Cargo in transit for other countries can be deposited in any approved 
space. In all cases, special permit must be obtained in order not to lose 
the status of “transit cargo”. 


Time Limit for the Permanency of “In Transit'’ Cargo in Lighters: 
Maximum time limit is set at 90 days, but it is possible to renew this, 
while on the expiry of such authorisation, the cargo must be discharged 
to fiscal warehouses, and be subject to all the rules and conditions 
governing this operation. 

The Custom House is authorised to grant an extension of time when 
the interested party requests this before expiration date, and providing 
the causes are, in the opinion of the Custom House Authorities, justified. 

Cargo in transit that is discharged by mistake to fiscal deposit, has to 
be removed from there within 48 hours; otherwise it must be added to 
the cargo manifest as a surplus discharge. 

A tariff in the style of railway tariffs is in force with a variety of charges, 
all depending on the class and nature of the cargo that is being trans- 
shipped. Therefore, Shipowners, their Agents and Forwarding Agents 
should, in every case, communicate with their Agents in Buenos Aires 
to ascertain the exact cost of these charges. Subsequently to the new 
tariff being enforced, various increases were declared, so that the extra 
freight on cargo trans-shipped is now an important item to be considered 
when accepting through bookings. 


Delivery of Cargo: The receiver of the merchandise or holder of the Bill 
of Lading must deliver this document to the Custom House to clear the 
goods. The merchandise, whether for deposit of direct despatch is 
delivered to the Consignees without the intervention of the Master of 
the vessel or the Agents. The Bill of Lading remains with the Custom 
House, under whose control the cargo is delivered. The Custom House 
verifies the legitimacy of ownership, and whether all the import dues or 
services have been paid on the merchandise before leaving warehouse. 


ARGENTINA 


Collection of Freights on Imported Goods: \n the Argentine, the Custom 
House releases the cargo, and not the Agent, therefore the only means 
of ensuring collection of freight when payable at destination, is for the 
Agent to place a judicial embargo on the entire cargo. This action 
necessitates the Consignee first obtaining the Agent's conformity to the 
documents before the Custom House will accept them and deliver the 
goods. 

Without an embargo the Agent, once he has presented the Cargo 
Manifest, cannot intervene between the Custom House and Consignee. 
Not even the retention by Shipper of all the signed original Bills of Lading 
is a safeguard, because the Custom House, which is only concerned 
with the delivery of the cargo to the lawful Owner and is in no way 
concerned with the freight payment, will deliver the cargo against 
production by consignee of a bank guarantee that the Bills of Lading 
will be forthcoming in due course. 

From the foregoing it may be gathered that freight should always be 
prepaid when possible. 

The Custom House usually does not release the cargo, if the Bills of 
Lading are claused “Payable at destination”, until the importer produces 
an account for freight, duly receipted by the Agent, but this is not a 
sufficient cover, as the Customs are not under any legal obligation to 
effect this control, and therefore cannot be held responsible for the freight 
of goods delivered without it being paid. 


Cargo Discharged to or Loaded from Vehicles: The Custom House 
Administrator has authorised the access of vehicles of all classes to the 
quays of this port for the reception or delivery of cargo of any class, size 
or weight. 

It is necessary for the importers, exporters or Custom House brokers 
to obtain a permit for this, and the applicant is held responsible for any 
damage to port installations caused by said vehicles. Sufficient space 
must be left between truck and sheds to allow passage of Port Authority 
vehicles and fire engines. 

The authorities will not be responsible for any accidents to the 
vehicles, their crew or their cargo. The vehicles must be so handled as 
not to interfere with the railway traffic. 


Discharge of Inflammables: This is now permitted in the Port of Buenos 
Aires under strict security control. 


Discharge of Sulphur: \t is compulsory to have a motor launch fire 
extinguisher alongside vessels during the discharge of sulphur. An extra 
man is also required at each hoid for carrying water to the stevedores. 


Delivery of Fresh Fruit: The Custom House allows the consignees of 
fresh fruit to take away their cargo immediately on vessel's arrival, upon 
presentation of a special permit endorsed by a bank and Agents, and 
whereby the receivers guarantee presentation of the Bill of Lading in 
due course. 


Placing of Lighters between Vessel and Wharf: When lighters are placed 
between the vessel and the wharf for the convenience of discharging a 
vessel's hold, full Port Service Dues are charged. 

Lighters may be placed between the vessel and the wharf when the 
vessel's work to shore is not interfered with thereby. In such cases the 
vessel will continue to pay full dues. Lighters are, in fact, not considered 
as occupying any berth unless they are allotted a special berth by the 
Custom House to load or discharge. It is only when lighters are so 
commissioned by the Custom House, that a vessel going alongside 
these lighters would be charged in the category of a vessel lying second 
off. 


Discharge of Heavy Lifts: There are 3 floating cranes, one for lifts of up 
to 60 tons, another of 100 tons and a new one of 250 tons. The first 
two may have lost part of their capacity. The 250 ton crane can navigate 
carrying its cargo, so making special movement of the vessel 
unnecessary, but the two smaller cranes must operate between ship 
and shore in swivelling movement. 

There is also a floating crane capacity 30 tons belonging to the Navy, 
and two others, each 75 tons capacity, belonging to the State Fleet. 

Hire counts from getting the crane alongside, and in condition to work, 
until work is completed, plus an extra hour to compensate crews from 
getting the crane back to its mooring place. Slings must be supplied by 
the lessee, and no responsibility is accepted for damage or breakage, 
the charge being on a tonnage/hour basis. 

The 250 ton crane is not self propelled, and has a length of 45 m., 
23 m. beam and a draft of 5 m., displacing 1,400 tons. If required it can 
be used in salvage operations, towage being for account of lessee. 

Normally these cranes, except for the 250 ton crane, navigate under 
their own power, but the Craneman has the right to employ a tug or tugs 
for lessee’s account when he considers it necessary and two tugs are 
also generally employed. 


Wharf Cranes: The hire of shore cranes is charged by the Port 
Administration to the Agents of the vessel requesting their use. Special 
permission must be obtained for overtime work, and also to have shore 
cranes handle ship's machinery, ballast, or any other non-commercial 
commodity. 


Movable Cranes: Charged per hour from arrival until work finishes. 
These are used for shifting cargo from one wagon to another, or for 
shifting cargo for convenience of consignees. 


Advertisements: Advices of arrival of vessels with cargo, inspections of 
general cargo and notices of general average are published in the local 
press. 


Notarial Protest and Extensions: When vessels arrive with cargo it is 
customary to note protest before a Public Notary, for which there are 
fixed fees per page to be filled in, plus further fees should an extension 
be necessary later. 
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TIDAL SIGNALS: See “Plan”. 
Signals by Day: See “Plan”. 
Signals by Night: 
(White flash) Cycle: 
(Red flash) Long flash: 2.5 secs. each. 
(Green flash) Short flash: 6/10 secs. each. 
White flashes Rising tide: One long. 
Falling tide: Two short. 
Above zero: 

For each metre: One long. 

for each 10 centimetres: One short. 
Below zero: 

For each metre: One long. 

For each 10 centimetres: One short. 
Zero: 

Green and red flashes One green and one red, both short. 

A weekly bulletin is issued by the public works ministry and widely 
distributed among Pilots and Agents reports depths referred to the zero 
of the Riachuelo Indicator in channels, Passages, basins and berths and 
it is possible to know the real depths at that moment in each part of the 
port area. ’ 


30 seconds. 


Red flashes 


Green flashes 


GENERAL: Port Zone: No one is permitted to enter the port zone on 
Sundays or holidays, or any working day after 1800 hrs., unless supplied 
with a pass. Visitors to ships must have cards issued by the Agents and 
approved by the authorities. 

There are several access gates open during day time, but after 

working hours and on Saturdays/Sundays and holidays only those at 
Cangallo Street (by Dock 4) and Maipu (New Port) are open on a 24- 
hour basis. 
Allotment of Berths: Vessels to discharge are allotted berths by the Port 
Authorities in strict turn, as from arrival in the roads, and according to 
the nature of the cargo to discharge or load and its quantity. A certain 
time is granted for completing operations, though an extension can 
usually be obtained, the Port Authority reserving the right to order a 
vessel out if operations are not completed on time. 

Berths are allotted in South Dock when the greater part of a vessel's 
cargo is for the factories in that zone. 

Berths at the Elevators: These are allotted in accordance with the 
certificate given by the National Grain Board, and in strict order of arrival 
in the roads. 

Time Limit for Occupying Berths and Commencing Operations: Vessels 
which do not commence operations within 4 hours of the first ordinary 
period, are liable to have the berth given to others. Similarly those which 
suspend operations without due cause may lose the berth. 

ELMA Berths in New Port: Any vessels may solicit one of the reserved 
berths, if vacant, but must shift as soon as a State vessel requires the 
berth. 

Discharge of Inflammables: Consignees must take delivery from 
alongside. Should Customs clearance for such cargo not be ready, it 
must be discharged into lighters and the authorities will indicate where 
it must be placed. 

Entrance: Vessels can enter or leave at any time of day or night, with 
advance notice to the authorities. 

Movements: Vessels are not allowed to shift if their Graft is not at least 
10 in. less than the depth of water on the semaphore, with a rising river. 
No vessel can interrupt the operations of another to shift within the port, 
but if ready to sail, the other vessel must facilitate its departure whatever 
the hour may be. 

All vessels moored alongside one another, at the quay, must 
reciprocally facilitate their operations, and open out when the vessel on 
the inside finishes her operations, and must leave or change berth. They 
must also make room for lighters with cargo for the vessel next to the 
quay, outside working hours. 

When a vessel has to shift along the quay up to one ship's length to 
discharge or load from another hatch, neither towage nor pilotage is 
necessary when the shift is between the forward hatches, or the after 
hatches. Prior permission must be obtained. 

Shifting from North to South or Vice Versa: There is no set rule, but 
usually vessels going from say, South Dock to New Port, will let tugs 
go and sail out to Intersection Roads to turn round and take up tugs 
again in the North Channel. It is also Possible to have tugs follow out 
to Km. 9, where the North and South Channels meet, turn there and 
come into the new berth with the same tugs, if length of vessel permits. 

It is for the Master and Pilot to decide where the vessel will turn, 

depending on weather, draft, current, etc. 
Opening of Dock Bridges: The established time table, twice an hour is 
not observed, and Agents arrange for this when a vessel is ready to 
move through. Vessels should not attempt to pass the lock gates if 
clearance is less than ten cm. and the river is not rising. It must be 
remembered that the sole of the locks in each case is of concrete. 

It is frequent in Madero docks to see vessels resting on the soft muddy 
bottom. 

Prefecture Control: On both entering and leaving the Prefecture Officers 
may check with the crew list that all members of the crew are on board, 
particularly on sailing. 

Draft on Sailing: Must be checked by the Pilot and Master, and duly 
recorded in the Pilot's book. Load lines are strictly checked; in case of 
hogging, drafts fore and aft are taken while in sagging marks will prevail. 
Shiftings and Manoeuvres: \n port are carried out under the 
responsibility of the Master, but Pilots are also responsible, at least to 
the Prefecture, since they are under direct authority and at the same 
time considered assessors to the Prefecture. 

Trim: Also controlled, no list is allowed, and maximum tolerance for 
difference of draft fore and aft is 6 ft. to 7 ft. according to vessel's length 
overall. Vessels should not be down by the head. 

Hatchways: All hatches must be kept closed when a vessel is not 
ae Ria If hatches are found open when a vessel is idle, the vessel is 
ined. 
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Garbage: A garbage barg 
away the garbage, which 
ready for lowering into the bar 
barge to take off refuse from hol 


@ goes round the port every morning to take 


must be left in drums slung over the stern 


ge. It is also possible to arrange for a 
ds, old dunnage, bedding, etc. Collection 


is often a rushed affair, and good watch must be kept for the barge. 
Fines are imposed if garbage is not removed. 
Working Hours: Ordinary working hours are now fixed as from 0700 to 
1300 and 1300 to 1900 hrs. Tugs are now also on this same time table. 

Overtime can be worked from 1900 to 0100 hrs. and from 0100 to 


0700 hrs., but Stevedores are n 


ot allowed to take two consecutive shifts. 


Custom House guards and other official workers follow the same 


schedule from Monday to Friday 
Sundays and holidays. 


CONSULS: 
Algeria 
Australia 
Austria 
Belgium 
Bolivia 
Brazil 
Bulgaria 
Canada 
Chile 


China, Peoples Rep. of 


Colombia 
Costa Rica 
Cuba 
Czechoslovakia 
Denmark 


Dominican Rep. 


Ecuador 

El Salvador 
Finland 
France 
Germany F.R. 
Great Britain 
Greece 
Guatemala 
Haiti 
Holland 
Honduras 
Hungary 
Iceland 
India 
Indonesia 
lran 

Ireland 
Israel 

Italy 
Jamaica 
Japan 
Korea, Rep. of 
Lebanon 
Liberia 
Mexico 
Nicaragua 
Norway 
Pakistan 
Panama 
Paraguay 
Peru 
Philippines 
Poland 
Portugal 
Rumania 
Sierra Leone 
South Africa 
Spain 
Sweden 
Switzerland 
Syria 
Thailand 
Turkey 


United Arab Republic 
R. 


U.S.S. 
U.S.A. 
Uruguay 
Venezuela 
Vietnam 
Yugoslavia 
Zaire 


TELEPHONE: There is no s 


Montevideo 1889 

Sta. Fe 846 

French 3671 

Defensa 113, 8th floor 
25 de Mayo 611 2nd floor 
Paraquay 580 2nd Floor 
Manuel Obarrio 2967 
Suipacha 1111 25th floor 
San Martin 439 9th floor 
Sucre 3001 

Sta. Fe 782 8th floor 
Libertador 1146 

Virrey del Pino 1810 

F. Alcorta 3240 

L.N. Alem 1064 9th floor 
Maipu 844 5th floor 
Quintana 585 10 Piso 
Talcahuano 1038 

Sta. Fe 846 

Sta. Fe 846 

Maipu 938 

Luis Agote 2412 

R. S. Pena 547 

Lavalle 1759 

Viamonte 1167 


_ Maipu 66 1st floor 


Rodriguez Pena 336 2nd floor 
Cnel. Diaz 1874 

J. A. Roca 610 7th floor 
Paraguay 580 3rd floor 
Mariscal Castilla 2901 
Ocampo 2901 

Sta. Fe 782 7th floor 
Arroyo 916 

M. T. Alvear 1149 
Corrientes 127 4th floor 
Azcuenaga 1035 

F. Alcorta 3221 

Lib. Gral. Sn Martin 2354 
Florida 142 

Cordoba 1367 
Venezuela 146 2nd floor 
Esmeralda 909 3rd floor 
Alvear 1402 
Talcahuano 1038 5th floor 
Maipu 464 3rd floor 
Corrientes 330 3rd floor 
Castex 3123 

Av. M. Aguado 2870 
Cordoba 315 3rd floor 
Arroyo 962 

Cordoba 1233 

M. T. Alvear 590 

Guido 1760 

Tacuari 147 

Sta. Fe 846 

Callao 956 

Av. Belgrano 265 9th floor 
R. S. Pena 852 8th floor 
Guido 1530 

R. Pena 1741 
Sarmiento 669 3rd floor 
Corrientes 545 6th fioor 
Esmeralda 909 4th floor 
Cordoba 1184 

R. Pena 1012 

Cerrito 1070 


, but earn overtime on Saturdays, 


Tel: 41-0271 
32-6841 
72-7095 
33-0066 
31-7365 
31-7743 
83-7458 
32-9081 
49-8271 
73-1950 
31-4381 
42-6181 
73-4349 
80-3917 
32-6901 

392-2381 
42-6408 
42-6192 
32-0600 
32-2425 
32-9424 
80-7070 
34-2838 
46-4662 
45-8796 
34-8778 
40-0484 
83-0767 
34-3454 
31-3020 
80-6622 
83-9314 
32-4360 

392-4481 
42-9841 
31-4872 
83-1031 
83-4633 

821-0466 
49-5543 
42-0723 
37-8375 
32-1904 
44-0355 
42-9651 

392-6536 
31-3374 
80-5068 

821-9681 
32-3524 

392-2630 
40-9573 
31-8991 
41-0078 
38-3001 
31-6941 
42-2113 
33-3690 
46-8779 
42-8542 
42-1552 
46-3211 
49-4129 
32-2786 
46-6533 

411309 
44-0902 


pecial installation for vessels in port. Many 


Agents have one or more lines of their own, which can be placed on 


board, if there are connection: 
company makes a connectin 


vessel, plus the usual charges for the service. 
REPAIRS/DRY DOCKS: Syncrolift with capacity 40,000 d.w.t. 

DEVELOPMENTS: Port access to be dredged to 32 ft. for a width of 
460 ft. At a later stage dredging of the port to 35 ft. will be undertaken. 


SHIPMASTERS’ REPORT: September 1980. 
Documents: In addition to the Papers mentioned in the “Guide” the 
following papers were requested. 


2 Vaccination lists. 


3 Arms lists. 


2 Crew lists with the numbers of the passports. 
1 List of loading ports of the last voyage with dates of arrival and 


departure. 


'S available in that sector. The telephone 
Ig charge each time, at a high cost to the 


The |.D. cards were checked before departure and stamped again. 
AUTHORITY: Administrador de! Puerto Buenos Aires. 


CAMPANA: 35.15 S. 58.58 W. (See Plan) 

(Province of Buenos Aires) “B” category port. 

N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate’ — Shipmaster's Report dated July/October 
1983. 

On the left bank (from seaward) of the Parana de las Palmas arm of 
the Delta from seaward, 155 miles by river from Buenos Aires, Martin 
Garcia, or 60 miles via Mitre Channel. 

The port is mainly used for receiving and despatching petroleum and 
its products. There are also facilities for handling timber and general 
cargo, as well as steel tubes for the petroleum industry, both for internal 
requirements and for export, which are made here. 

PILOTAGE: Compulsory. 

RESTRICTIONS: Draft is controlled by depth of water at Martin Garcia 
Bar. Daily draft forecasts made by local authorities. See “Mitre Channel” 
(in River Plate section). 

MAX. SIZE: Max. LOA 225 m. Up to 27 ft. draft, dependent on local 
river conditions. 

HEALTH: Free Pratique can be obtained in the usual way, by notifying 
Buenos Aires Agents. Tankers lightening part of their cargo in Buenos 
Aires Roads, can take Pratique here, provided that the convoy formed 
by the tanker and barges follows up to Campana, and no one on board 
has any contact with shore until after the medical visit. If the vessel is 
“unclean” however, Pratique is taken before lightening. 

RADIO: Use Buenos Aires stations for overseas, but for traffic control 
this comes under Zarate VHF (Channel 14) LSO 23. 

TUGS: See “General” before first port. 

BERTHS: Siderca Wharf: Km. 98.5. Owned by Dalmine Siderca S.A. 
Length 185 m. Depth 35 ft. Discharge of iron ore by travelling crane with 
grab, outreach 22 m. from fender line. Airdraft 23 m. Discharge rate 350- 
400 tonnes p.h. 

Steel tubes are loaded by ship's gear at a rate of 150-180 tonnes p.h. 
per gang per shift (6 hours). 

National Mole: Length 116 m. Depth alongside 20 ft. (5 m. off the wharf 
the depth is 25 ft. (upstream) and 27 ft. (downstream). 33 ton electric 
cranes. 

Carboclor: Located 1,500 m. downstream from Esso Jetty “E”. Privately 
owned by Carboclor Industrial Quimicas S.A. Berth consists of a small 
jetty with dolphins. Depth alongside 32 ft. Liquid chemicals loaded and 
discharged at rates up to 1,000 cu.m.p.h. 

Tolueno: Located 500 m. downstream from Carboclor Jetty. Privately 
owned berth with depth of water 20 ft. Berth consists of a concrete 
platform (20 m.x8m.) with connections for loading and discharging 
liquid chemical products to coasters. 

Esso — Jetty H: See “Tankers”. 

There are 2 towers, one on each dolphin, 27 m. from each end of the 
tanker platform. Chutes are able to swivel 180° and delivery rate for 
petroleum coke is 4,000—-5,000 tonnes per day. Airdraft 17 m. 
MEDICAL: Doctors and hospital available. 

TANKERS: Esso Refinery Berths: 

Jetty A: For discharge of dirty ballast and tank washings. Max. LOA 
100 m. Depth alongside 20 ft. 

Jetty C: Max. size 36,000 d.w.t. Max. LOA 250 m. Depth alongside 
40 ft. Berth consists of a platform on piles with 9 pipelines for crude, 
fuel oil, gas oil, petroleum and slops. 

Jetty H: Max. size 38,700 d.w.t. Max LOA 230 m. Depth alongside 
45 ft. Berth consists of a concrete platform (16 m. long) on piles with 15 
connections for loading/discharging of crude oil, refined products and 
slops. 

Jetty G: Max. size 5,000 d.w.t. Max. LOA 100 m. Depth alongside 
18 ft. Berth consists of a concrete platform (14 m. long) on piles with 13 
connections for crude oil, refined products and slops. Vessel lies against 
2 dolphins. Fresh water available. 

Jetty E: Max. size 5,000 d.w.t. Max. draft 27 ft. Berth consists of 
concrete platform on wooden piles and 2 concrete dolphins. Tugs 
compulsory for berthing and unberthing. There are 20 connections for 
crude oil, refined products, additives, lubricants and slops. 

DENSITY: Fresh water. 

FRESH WATER: Available at Esso Moles and National Mole. 
FUEL: Available at Esso berths and by trucks or barges. 
CONSULS: Italy. 

REPAIRS: Can be effected. 

AUTHORITY: Administracion de los Puertos Parana. 


CONCEPCION DEL URUGUAY: 32.29 S. 58.12 W. 
(See Plan) 


Km. 183 — Uruguay River (Province of Entre Rios) ““C” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

On the left bank of the River Uruguay from seaward, 182 miles from 
Buenos Aires. 

APPROACHES: Access to the port is by a channel 1,000 m. long, 75 m. 
wide, which is 19 ft. at zero. 

The roads of the port extend from the buoy marking the entrance to 
the channel, and about 2 km. up river, where vessels may anchor if 
awaiting berth. 

Access is governed by the water on the Montana and Altos y Bajos 
passes, where there is normally no more than 19 ft. over zero and this 
draft should be taken as a determining factor. 

PILOTAGE: Compulsory. Pilots for Uruguay River board off Buenos 

Aires Entry Channel. 

aera Ter af In Uruguay River, about 900 m. North of Entry Channel 
uoy. 
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RESTRICTIONS: Day and night navigation allowed. Channel dredged 
to 21 ft. LW. Depth on bars, 19 ft. LW. 
MAX. SIZE: Maximum permitted draft in Uruguay River is 19 ft. plus 
height above zero minus 1.0 ft. Fresh water, according to local 
conditions. 
HEALTH: When the vessel enters the jurisdiction of Prefectura Naval 
Argentina, Prefectura Rio Uruguay, from about km.116, radio agent and 
advise the number of passengers and crew on board and health 
condition of vessel, on VHF Channel 16 — call sign L8T (Lima 8 Tango). 
RADIO: The port station “L8T” transmit daily information about the 
condition of the Uruguay River from San Javier to Gualeguaychu. The 
radio gives the news everyday at 0055, 0655, 1255 and 1855 hrs. 
TUGS: Vessels can enter or sail to the Quays No. 3,4,5,6 and 7 without 
tug. It is compulsory to use tugs at other quays. 
BERTHS: There are two berths for general cargo and one berth for 
tankers. There is an elevator of 20,000 tons capacity, working with two 
tubes of 500 t.p.h. each. Due to the silting alongside quay, vessel should 
be prepared to be fendered about 1.5 m. off the quay. 
MEDICAL: All medical facilities available. 
TANKERS: One berth for tankers up to 19 ft. draft. 

YPF Berth: Eight hose connections, 12 in. and 6 in. diameter. 
DENSITY: Fresh water. 
FRESH WATER: Available, there are several hydrants of 1.5 in. 
diameter on the mole. 
FUEL: Available by tank truck from local suppliers. 
REPAIRS: National and privately owned workshops for all types of minor 
repairs. 
DRY DOCKS: One, owned by Ministerio de Obras Publicas, length 
70 m. 
REPATRIATION: Can be arranged subject to Immigration formalities. 
AIRPORT: Situated 10 km. away at Gualeguaychu, with daily services 
to Buenos Aires. 
CONSULS: There are Italian, French, Uruguayan and Spanish 
representatives. 
POLICE/AMBULANCE/FIRE: Police Tel: 22222. Ambulance Tel: 
27792/22464. Fire Service Tel: 23333. Vida (Emergency) Tel: 27889/ 
27858. Hospital Tel: 22464. 
TELEPHONES: Arrangements can be made for placing telephone on 
board. 
SHORE LEAVE: Permitted subject to Immigration control. 
AUTHORITY: Prefectura Naval Argentina, Prefectura Concepcion del 
Uruguay. 

Capitania del Puerto Concepcion del Uruguay, Spiro y Estrada, 
3260 Concepcion del Uruguay, Entre Rios — RCA, Argentina. 


DIAMANTE: 32.05 S. 60.33 W. (See Plan) 


Km. 533 — River Parana (Province of Entre Rios) “B’” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 
Also see “River Plate’ — Shipmaster's Report dated July/October 
983 


On the right bank of the River Parana from seaward, above Rosario 
and 240 miles and 276 miles from Buenos Aires via the Mitre Channel 
and Martin Garcia respectively. 

APPROACHES: There is ample depth of water in the port for vessels 
with 24 ft. draft, but draft is governed by the water on the various bars 
on the river, the shallowest above Rosario being Isla de los Pajaros, at 
Km. 468 to Km. 473 where 2 ft. keel clearance is required. 
PILOTAGE: There is no resident port Pilot, and Pilot has to be ordered 
from Rosario. Minimum 10 hours notice required. The river Pilot ends 
his duties in the Outer Roads. Vessel must sail to make Los Pajaros 
Pass in daylight. 

HEALTH: Vessels arriving directly from abroad must take Free Pratique 
at San Nicolas or Rosario, with the usual pre-advice to Agents there, 
which is essential for preparation of Notice of Readiness. 

RADIO: Nearest station is Rosario LSQ 38, on 477 kHz. A1 LSQ 
broadcasts daily, at 1305 hrs., the depth of water in the Parana River 
from Los Ratones to Los Pajaros, and also the minimum depth between 
Santa Fe and Rosario. 

TUGS: Tugs available from Santa Fe. No tugs required for berthing. 
One tug required for unberthing vessels under 160 m. LOA and 2 tugs 
if over 160 m. LOA. 

BERTHS: Grain is loaded from the elevator at the North end of the port, 
Section 4, where there is 30 ft. Only one vessel may load at a time. 
Loading rate is up to 600 tons per tube per hour, work being possible 
with 2 tubes simultaneously. Max. LOA 250 m. 

It is possible to load a second vessel, lying second off, if the beam of 
the vessel alongside permits. 

Storage capacity in port is about 50,000 tons, of which 20,000 tons 
are in elevator at section 4. 

There are tanks for vegetable oil with a capacity of 4,000 tons. 
Pumping rate is about 120 t.p.h. to vessels’ tanks. 

STEVEDORES: Working hours: 0600 hrs. — 1800 hrs. Monday to Friday 
and 0800 hrs. — 1200 hrs. on Saturday. Overtime if required 1800 hrs. 
— 2400 hrs. and 0000 hrs. — 0600 hrs. 

FRESH WATER: Available at the elevator berth. 

FUEL: Not available. 

MEDICAL: Hospital available. 

DENSITY: Fresh water. 

CONSULS: None. Outward bound consulate despatches should be 
requested from Rosario or Buenos Aires. 

REPAIRS: Only minor repairs possible. 
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IBICUY: 33.39 S. 59.15 W. 


Km. 218 — River Parana (Province of Entre Rios) “B" category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Situated 3.5 miles up the River Ibicuy, on the right bank of the River 
Parana Pavon from seaward, 117 miles from Buenos Aires by river. 

With the closing of the rail ferry from Zarate this port has now been 
closed down, and is unlikely to reopen. 


LA PLATA: 34.54 S. 57.55 W. 


(Province of Buenos Aires) “B” category port. 
N.B. Refer to beginning of Argentina and River Plate ports. 
Also see “River Plate” — Shipmaster’s Report dated July/October 


1983 


(See Plan) 


main entrance channel to Buenos Aires at Km. 57. It can be dredged 
to 28 ft. maximum. La Plata Roads extend for 3.5 miles from the moles. 
PILOTAGE: Compulsory. Coming from the sea, or Montevideo, the 
Recalada or Uruguayan Pilot will take the vessel to La Plata Roads 27 ft. 
where a La Plata Port Pilot comes aboard. 

From up river to La Plata, the River Pilot is dropped at Intersection, 
where a new Pilot takes the vessel to La Plata Roads for the Port Pilot 
to come aboard. 

ANCHORAGE: Four miles S.E. of Recalada. 
RESTRICTIONS: Vessels navigating in the Entrance Channel have 
preference over those in the River Santiago, and those which by reason 


of size must turn at Four Mouths have priority over others in their vicinity. 


There must be no crossing or overtaking of vessels over 60 m. long 
or 9m. beam, or 20 ft. draft and for this reason vessels ready to sail 
from Gran Dock will not let go while any vessel is entering by the 
Entrance Channel. 

Vessels over 190 m. in length can only manoeuvre in daytime, with 


a minimum visibility of 1,500 m. and with a wind not exceeding 10 knots. 


Regulations for the Santiago River Channel prohibit movement 
between sunset and sunrise for vessels over 140 m. long, or drawing 
Over 24 ft. Vessels over 11 m. beam Cannot cross or overtake, and 
vessels in this channel must not interfere with those moving in Four 
Mouths (Cuatro Bocas). 

Depths: Access Channel: Length 12 km. Depth at zero tide is 23 ft. 08 in. 

Turning basin: Depth 26 ft. at zero tide. 

Channel to Puerto Ing. Rocca (Propulsora) dredged to 28 ft. 

MAX. SIZE: Max. LOA 215 m. Draft: 24 m. beam — 25 ft. draft; 24 m. — 
33 m. beam — 23 ft. draft; both drafts are with 3 ft. under keel. 

Vessels with a beam in excess of 33 m. require special permission to 
use the channel. 

HEALTH: Free Pratique — radio messages should be sent direct to 
Agents in La Plata if vessel is entering direct. 

RADIO: Station LOM 524 kHz, A2. State oilfields have a VHF service, 
range 50 km. for communication with their vessels on 156.5 MHz during 
the first 15 minutes of each hour. 

TUGS: Two tugs must be used, each of a minimum 820 h.p. Normally 
join vessel in entrance channel. Also see “General” before first port. 
BERTHS: The port comprises Rio Santiago, Gran Dock and the 
Propulsora berth, 5 km. up the river Santiago. also known as Port 
Ingeniero Rocca. 

Rio Santiago: The grain elevators on the West side of the Entrance 
Channel are no longer in use. The berth is 450 m. long, due West of 
the Four Mouths Turning Basin. Four tanks for reception of liquid 
chemicals have been installed here, capacity 2,300 tons. Depth 
alongside 23 ft. 

Gran Dock: (Also see “Tankers”). 

Berths No. 10 and 11 are used by Copetro for the export of coke. 

Berth No. 11 is equipped with a conveyor belt and can deliver 
5,000 tonnes in 12 hours (2 Shifts). A similar system is being installed 
at Berth No. 10. 

The depth alongside Berth No. 11 is 26 ft. and at Berth No. 10 the 
depth is 23 ft. 

There is a turning basin at the head of Gran Dock with a width of 
200 m. where vessels up to 175 m. LOA can turn. 

Prior to berthing, vessels must swing and berth head out. 
Propulsora: A cold rolling steel mill has been built inland and a 5km. 
channel dredged to 28 ft. from “Cuatro Bocas”. There is one berth here, 
154 m. long, though vessels of up to 220 m. length with beam of 31.5 m. 
with special permission can berth. Depth alongside 28 ft. The material 
used in the mill is imported in coils, and exports of cold rolled sheets 
and wire are also handled. There are two cranes, 30 ton and 32 ton 
Capacity and combined rate of discharge is 500t.p.h. Work is 
continuous. 

Some 600 m. from the wharf itself, there is a turning basin 300 m. 
diameter. Vessels go in bow first, as there is less water to the South 
end of the wharf, and turn in this basin before returning down channel 
to La Plata proper. Only one vessel can operate at a time here. Vessels 
are secured to bollards on shore at the bow, and a mooring buoy astern. 
2 tugs required for berthing and unberthing. 

TANKERS: Gran Dock: The dock has a total length of 2,500 m. but the 


complete loading from barges, to the maximum draft permitted for the 
River Plate. 
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On the West side, Berths No. 6 and 7 are operated by Petroquima 
and Berths No. 8 and 9 are connected by pipeline to the YPF Refinery 
on the East side. 

MOORING: Vessels of up to 150m. length will employ 4 men for 
mooring, and those over 150 m., 6 men. Mooring hours in ordinary time 
are from 0600 — 1800 hrs. on week days, 0600 — 1200 hrs. on Saturdays. 
There is a 50% extra from 1800 — 2400 hrs. on week days or from 1200 
— 1800 hrs. Saturdays, and 100% at all other times. 

SEMAPHORE: For night signalling of the depth of water in the access 
channel, the system is similar to that at Martin Garcia and Riachuelo, 
Buenos Aires. By day Signals are hoisted on a tower at Km. 4,460 on 
the access channel arm if tide is rising. If the river is Stationary or falling, 
no flag is hoisted. 

MEDICAL: Doctors and hospital facilities available. 

FRESH WATER: Delivery by barge, capacity 300 tons and pumping 
with barge’s own pump, 100 t.p.h. There are also connections at the 
berths in Gran Dock. 

FUEL: Available alongside in Gran Dock and by barge or truck. 
CONSULS: Following countries are represented in La Plata: Italy, 
Norway, Peru and Spain. All other consuls at Buenos Aires. 
REPAIRS: All repairs can be effected except those requiring a dry dock. 
SHORE LEAVE: Allowed, provided crew members in Possession of 
Identification Cards. 

AUTHORITY: Capitan de Puerto de La Plata. 


RAMALLO: 33.32 S. 59.59 W. (See Plan) 


Km. 326 — River Parana (Province of Buenos Aires) “B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

— see “River Plate” — Shipmaster's Report dated July/October 
1983. 
APPROACHES: The port is on the left bank of the Parana from seaward, 
where the river is divided into two by the Isla de las Hermanas. 
Access Channel: The entrance is from the main river channel about 
5 miles from the port. The channel is buoyed but not lighted. The depth 


to order the Pilot from Rosario, 

RADIO: Agents at San Nicolas must be contacted either through Buenos 
Aires Radio, or via Rosario, LSQ 38, on 477 kHz, Al. 

TUGS: Tugs are not necessary but if required must come from Villa 
Constitucion. 

BERTHS: Grain Board Mole: There is an elevator, capacity 20,000 tons 
and two loading belts, load rate 250 tonnes p.h. each. The berth, for 
one vessel 180 m.—200 m. length, consists of a small jetty (length 
150 m., depth 30 ft.) and several dolphins and two mooring buoys. 
Fiplasto Mole: Used for discharge of fuel to the hardboard factory, from 
tankers. There are two dolphins with 23 ft. depth alongside. As the 
current runs fast here, vessels may roll with any wind, and it is 
recommended to put out more ropes than usual, both fore and aft. 
MEDICAL: Attention available, but no hospital. 

FRESH WATER: Not available, except by drums from a tank on the 
National Mole. 

FUEL: Not available. 

CONSULS: None, consular clearances can be effected at San Nicolas. 
REPAIRS: No repair facilities. 


ROSARIO: 32.57 S. 60.33 W. (See Plan) 


Km. 420 — River Parana (Province of Santa Fe) “B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

APPROACHES: Outer Roads, between Buoys 410 and 413. 
PILOTAGE: The port Pilot will come on board between Km. 410/415, 
by launch. Vessel should whistle for him if not here to meet the ship 
(2 long, 1 short). 

ANCHORAGES: 7 vessels can anchor at Km. 425 (Rosario Roads) and 
3 vessels can anchor at Km. 407 (Punta Alvear Roads). Both anchors 
should be used. 

RESTRICTIONS: Fog: In thick fog, special permit must be obtained to 
enter or leave. There is an average of 6 days fog per month in the period 
April/August but only 1 day per month in the rest of the year. Electric 
Storms are frequent. 

Maximum Speed in Zone: From Saladillo stream North, there is a limit 
of 6 knots, up to Punta Barrancas. 

There are no restrictions as to length and breadth of vessels, but draft 
and size of vessels are subject to river depth, which is very variable and 
no standard information can be given. Vessels up to 27 ft. draft are 
permitted to navigate the River Parana up to Rosario and San Lorenzo, 
provided vessels speed exceeds 10 knots and that there is at least 1 ft. 
keel clearance. Above Rosario controlling depth 22 ft. Vessels loading 
in Parana Ports must keep close contact with Agents for daily forecasts 
of admissible draft crossing Martin Garcia Bar to avoid risk of overloading 
and consequent delays. 

HEALTH: Free Pratique, use Radio LSQ 38, on 477 kHz, or via Buenos 
Aires Radio. 

RADIO: All messages through Pacheco Radio, call sign LPD, operating 
on 425 kHz. Pilots equipped with VHF radio Channel 16 


TUGS: Two tugs are available, controlled by Port Authority. See 
“General” before first port. 


BERTHING: 
Berth Length Depth Remarks 
(m.) — (ft.) : 
FACA 130 30 _ Floating jetty. Air draft 14m. Max. LOA 


240 m. Grain loading, rate 1,000-1,200 
tonnes p.h. Storage 19,000 tons. 
Private elevator. Max. air draft 21 m. 
Grain loading, rate 1,000 tonnes p.h. 
Storage 7,000 tonnes. 


Genaro Garcia 140 35 


Unit ll 80 30 Ajr draft 13.0 m. Max. LOA 220 m. 
Grain loading, rate 400 tonnes p.h. 
Storage 80,000 tonnes. 

Unit IV 145 29 Aijr draft 12.0 m. Grain loading, rate 


400-500 tonnes p.h. Storage 
35,000 tons. 


Sheds 2,000 28 Bulk cargoes (grain by-products and 
3-17 Sugar) by belt, rate 150-200 tonnes p.h. 
Bolivian 820 28 §8cranes. Bolivian imports and exports. 
Free Zone 
Sheds 300 28 Storage and export of sugar. 
A,B,C, 
Paraguay 350 29 Leased to Paraguay. 
Free Zone 

Sheds F to J 550 29 5 shedsx10,000 tonnes capacity for 
grain by-products. Loading by portable 
conveyor belts. Sheds H and | are 
waiting berths. 

New Whart 609 30 5 electric cranes travel length of wharf. 
(26.3 tons, 2x 12.5 tons and 1 x20/ 
35 tons). Sulphur and manganese ore 
discharged to trucks. Privately owned 
sheds for storage of grain by-products. 
2 fixed conveyor belts, rate 190 tonnes 
p.h. 

At the South end there are 3 lines for 
loading vegetable oil, rate 500 tonnes 
p.h. Storage capacity 50,000 tonnes. 

Unit VI 250 31 Grain elevator berth. 9 chutes, 5 belts, 
rate 1,500 tonnes p.h. (300 tonnes p.h. 
per belt). eee capacity 125,000 
tonnes. Max. LOA 250 m. Max. air draft 
13.5 m. 

Unit VII 215 30 Grain elevator berth. Storage 80,000 
tonnes. Rate 1,000 tonnes p.h. Berth 
not in use. Control room destroyed by 
fire. 

Carnes 175 — Meat and products loaded by ship's 

Argentinas gear. 
Punta Alvear 144 35 _ Private grain elevator 14 km. below 


Rosario. 3 towers. 2 towers deliver 
1,800 tonnes grain or 1,200 tonnes by- 
products per hour. Storage 55,000 
tonnes in silos and 15,000 tonnes in 
sheds. Max. air draft 21 m. 
Cranes: There are a large number of electric cranes, and the port is 
built in such a way that with few exceptions all cargo discharged must 
be handled by shore cranes. If the river is high, and shore cranes cannot 
operate to the vessel, the ship may discharge to shore, for the shore 
crane to place on railway cars, etc. 

Bills of Lading covering lifts of 2.5 tons or more should be claused in 
such a manner that any extra expense in landing them is for account of 
the cargo. 

Allotment of Berths: May depend on the availability of grain to the 
particular shipper, but normally berths are allotted in order of arrival. 
Fenders: Vessels must use fenders for keeping them off, and can use 
their own or hire from the port. 
STEVEDORES: Working hours: 0600-1200 and 1200-1800 weekdays 
and Saturday morning. Other times are on overtime rates. Gangs 
supplied according to vessels requirements by private companies under 
Government supervision. 
Normal capacity per gang, per shift: 

20 to 25t.p.h. frozen meat. 

120 to 140 tons per shift general cargo. 
MEDICAL: Private and state-owned hospitals. All facilities available. 
TANKERS: Discharge at Moles 3 and 4. 
FRESH WATER: Only available at the berths on the Southern part of 
the port, except at the new wharf. 
FUEL: All grades available by barge, but cost is high. 
CONSULS: The following countries are represented at Rosario: 


Bolivia Lebanon Spain 

Chile Netherlands Sweden 
Finland Nicaragua Switzerland 
Germany F.R. Norway Syria 
Greece Paraguay Uruguay 
Italy Peru 


REPAIRS: All repairs excluding dry docking, can be effected. 

ptt pita ALLOWANCES: 60 cigarettes per day, and 2 bottles spirits 
each man. 

AIRPORT: 16 km. from port. Daily flights to Buenos Aires. 

Bok AMBUEANC CRABS Police 29071; Ambulance 45600; Fire 
20147. 

TELEPHONES: Can be placed aboard. 

SHORE LEAVE: No restrictions. 


SHIPMASTER'’S REPORT: February 1988. 
River Plate Passage and Loading at Rosario. 

The vessel had ordered a pilot for 0200 hrs. but due to favourable 
winds arrived at 0100 hrs. The pilot vessel advised in English that the 


ARGENTINA 


Pilot would only be available at 0200 hrs and the vessel reversed course 
for a time. 

Draft had been reduced to 21 ft. to facilitate passage in the adjacent 
zones and near Martin Garcia. Pilot boarded at 0215 hrs. and vessel 
proceeded at near to sea speed on fuel oil for the 6.75 hours to the 
Common Zone off La Plata. The two River Pilots were standing by and 
the pilots were exchanged without anchoring, and the ship resumed its 
upriver passage. The River Pilot ascertained that shipping was light, and 
that it was not considered necessary to anchor for any oncoming traffic. 
The ship changed to fuel oil and proceeded at near to sea speed. 
Passage was North of Martin Garcia Island to Nueva Palmyra, where 
the ship turned into the Rio Parana Bravo. 

A dredger was working at km. 299 and the Pilot requested reducing 
the maximum draft to 20 ft. to allow the use of the secondary channel, 
which was duly done. The vessel anchored off Rosario with two anchors 
at 0400 hrs., 26 hours after taking the first pilot. 

An inspection party of 6 persons boarded at 0715 hrs. and the vessel 
was cleared at 0800 hrs. The holds were concurrently inspected and 
the ship passed fit for grain at 0830 hrs. This was passed by walkie- 
talkie to the local agency, who in turn telephoned Buenos Aires Agency 
who in turn gave Notice of Readiness to the National Grain Board in 
Buenos Aires. 

The vessel had a set of port entry papers from a previous call, and 
there was no delay. The Customs required the completion of a ‘Draft 
Survey’ statement with draft and details of the weights on board. No 
copy was given to the ship, but as the Chief Officer was inspecting 
hatches at the time it needs to be prepared for. 

The Harbour Pilot boarded at 1000 hrs. and the vessel was all fast 
alongside a dolphin berth called Unit 4 by 1230 hrs. in a heavy downpour. 
The hatches were inspected by a second surveyor, and ‘fogged’ by a 
section of the Grain Board for the prevention of insects (though none 
had been found). 

The stevedores’ working hours were from 0600-2100, or 15 hours 
per weekday, with 6 hours on Saturday. No work on Sunday. Access 
was by a small gangway lowered from one of the two elevator towers 
on to the ship. This berth had only 2 towers, each with 2 booms. The 
ship's loading plan was amended to avoid having to shift the ship. Moving 
ahead against the current is said to require pilot, and main engine. 

One of the towers was experiencing difficulties and the loading rate 
was less than that forecast. The vessel had nominated 24,946 tonnes 
to load to not exceed 27 ft. 03 in. F.W. draft. The River Authorities 
published daily readings of the available depth of water on each section 
of the river. It is necessary to keep the ship close to even keel towards 
finishing in case of a sudden drop in the permitted river draft. 

Provisions could not be delivered from the shore due to the pedestrian 
only form of access. In fact the mooring boat was hired to bring the 
stores to the ship’s offside. However, it was of limited capacity and 
charged extra to the bill. This applies to the majority of the terminals, 
which are mounted on top of the high river bank, while ships berth 
offshore on dolphins that may be fixed or floating. Cash payment in 
United States Dollars is preferred and in general, the provisions were 
considered to be of good quality. 

Difficulties were experienced with the shore cargo figure being about 
2.7% in excess of the ship's draft calculation. The vessel's sailing was 
delayed for an hour, but no correction appeared to be possible. Letter 
of Protest submitted and the Statement of Facts endorsed. Receipts are 
submitted daily, and each needs to be endorsed individually. Shortages 
appear to be not uncommon but with no means of obtaining rapid positive 
corrections to documents. 

The departure inspection party consisted of one person and the vessel 
proceeded upriver to turn off No. 1 Unit. The Harbour Pilot left near the 
South or No. 6 Elevators, and then proceeded with the River Pilots. The 
vessel passed the dredger by arrangement, atkm. 299 and then 
anchored at km. 244 to await daylight. Vessel hove up about one hour 
before sunrise and was turning into the Rio Parana de las Palmas at 
sunrise. This is a very narrow and sinuous river that leads into the Mitre 
Canal. Some mornings fog was experienced in the early sections. There 
are very, very few aids to navigation, a string of buoys indicates one 
side of a dredged channel. 

Once the fog had lifted, a clear run through until the Common Zone 
off La Plata where the Sea Pilot boarded. Fuel oil was used for the 
majority of the time, excepting during the twilight time and fog periods. 

The Sea Pilot arrived and the pilots were exchanged without anchoring 
and the vessel continued to Recalada. However, at 26 ft. draft, vessel 
bumped over a mudlump in the channel. Pilot disembarked at 2230 hrs. 
Due to shallow water, slow speed maintained until 2400 hrs. 


AUTHORITY: Rosario Port Administration. 


SAN LORENZO: 32.45 S. 60.38 W. (See Plan) 


Km. 442 — River Parana (Province of Santa Fe) ‘B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate" — Shipmaster’s Report dated July/October 
1983. 

On the right bank of the River Parana from seaward, 16 miles above 
Rosario and 238 miles by river from Buenos Aires via Martin Garcia or 
202 miles via the Mitre Channel. 

The port includes the separate sections of Puerto Borghi, Puerto San 
Lorenzo and Puerto San Martin. 

PILOTAGE: Available, 6 hours’ notice required. 

APPROACHES: Access is controlled by the passes Destileria and 
Borghi above Rosario. 

ANCHORAGE: Vessels may anchor in the roads between buoys 447 
and 449. 
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MAX. SIZE: Up to 27 ft. draft depending on river depths. 

HEALTH: Vessels coming in from abroad, should take pratique in 
Rosario Roads, advising Agents there in good time. 

RADIO: Use Radio Rosario LSQ 38, on 477 kHz A1. This broadcasts, 
in Spanish at 1305 hrs. daily, depth of water in the river between Santa 
Fe and Rosario. 

TUGS: See “General” before first port. 

BERTHS: Puerto San Martin: 

Terminal Vl: Km. 458. New Privately owned jetty for handling of grain 


1,600 t.p.h. for by-products. Depth alongside 40 ft., but sailing draft 


Products 750 tonnes p.h. Storage capacity of silos 36,500 tonnes. There 
lines for vegetable oil, rate 900 tonnes p.h. Storage 


The depth alongside is 35 ft. Sailing draft is restricted by Paso 


PASA Wharf: Km. 452. Private berth. Vessels berth against 2 dolphins 
which are 80 m. apart and send lines to mooring buoys fore and aft. 
Maximum sailing draft on average river level is 21 ft. if Proceeding bow 
if vessels proceeds stern first with the 
assistance of 2 tugs (or one tug for vessels with bow-thruster) and turning 
down stream the vessel can load to 25 ft. 5 in. 


2% 10 in. lines at a rate of 300 tonnes p.h. 

Storage capacity of the silos and cells is 85,000 tonnes and the tank 
Capacity for vegetable oil is 30,000 tonnes. 
El Transito Wharf: Km. 449. Privately owned berth Operated by Bunge 


overall length between dolphins is 100 m. Headlines are sent to a buoy. 
Delivery rate 300 — 
500 tonnes p.h. Vegetable oil is loaded by 2 pipelines at 600 tonnes p.h. 


Vessels may experience difficulty loading end hatches. The berth is 
at an angle to the current which is strong and with shifting, the assistance 
of a Pilot and linesmen is often required. 

The berth is being reconstructed and additional chutes are to be 
provided in order to avoid shifting. 

San Lorenzo: 
State Gas Whart: Berthing for small vessels loading liquid gas. The berth 
receives propane at 200 Cu.m.p.h. and butane at 150 cu.m.p.h. 


Grain and by-products loaded by 3 chutes. Loading rate with 2 chutes 
is 1,200 tonnes p.h. for grain and 900 tonnes p.h. for by-products. 
Storage Capacity 35,000 tonnes. 

Sulphur is discharged by ship's gear using grabs and conveyor belts 
to stockpile. Rate of discharge 300-500 tonnes p.h. Depth alongside 34 ft. 
Port Borghi: 


STEVEDORES: Working hours — 0600/1200, 1200/1800, in ordinary 
time, and in overtime, if required, from 1800/2400, 0000/0600. 

FRESH WATER: Smail quantities available; Masters are recommended 
to take elsewhere if Possible. 

FUEL: Available. 

CONSULS: Consular clearances must be made at Rosario. 
REPAIRS: Small repairs attended to. It is also Possible to bring 
specialists from Rosario if bigger jobs have to be handled. 
AUTHORITY: Administracion de los Puertos Parana Medio. 
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SAN NICOLAS: 33.20 S. 60.13 W. (See Plan) 


Km. 343 — River Parana (Province of Santa Fe) “B" Category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

On the left bank of the Parana River, from seaward, below Rosario, 
and 188 miles (via Martin Garcia) by river from Buenos Aires. 
PILOTAGE: Compulsory. 6 hours’ notice required to bring Pilot from 
Rosario. 


The entrance channel to the port from the river is kept dredged to 
24 ft. 6 in. at zero. 
MAX. SIZE: Draft up to 24 ft. depending on river conditions. 
August 1988: Max. Sailing draft San Nicolas to San Pedro 28 ft. 
RADIO: Use LSQ 38, Rosario, on 477 kHz A1. 
TUGS: None needed at the New Port or Buitagro berths, as vessels 


” before first port. 

BERTHS: Customs Wharf: Consists of a 537 m. long berth, with depth 
29 ft. There are no sheds on the dockside, but one railway line exists, 
and there are 7 portal cranes (420 tons and 3x27 tons). 


600 — 800 tonnes p.h. 
Power Plant: Length of wharf 200 m. Coal and oil discharged to power 
plant. 2x16 ton cranes discharge coal at 250 tonnes per hour each to 
the belt and stockpile. 

1200 ton fixed crane, which can lift 140 tons out of a hatch, or 
180 tonnes from the deck. Max. outreach 25 m. 
Puerto Buitagro lies South of the Ramallo brook, and comes under the 
district of Ramallo, although administered by the San Nicolas port 
authorities. It handles all the movement of the State Steel Mill, Somisa, 
the capacity of which is presently being increased to Produce 2,500,000 
tons of steel per year. 


Depth alongside the North end is approximately 30 ft. At the South 
end, the depth is less and requires regular dredging. 

Work is carried out in 3x8 hour shifts and Somisa employs all its own 
labour. 
MEDICAL: Doctor, hospital facilities available. 
DENSITY: Fresh water. 
FRESH WATER: Available at berths. 
FUEL: Available, but must be delivered from Buenos Aires, Campana 
or San Lorenzo by truck. 
CONSULS: None. 
REPAIRS: Possible. 


SAN PEDRO: 33.42 S. 59.39 W. (See Plan) 


Km. 277 — River Parana (Province of Buenos Aires) “B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

On the left bank of the Parana River from seaward, below Rosario 
and 151 miles from Buenos Aires, by river. 
APPROACHES: There are no bars below this port, except Martin 
Garcia, and vessels can therefore load to the limits of either Martin 
Garcia or Mitre Channel at its maximum of 30 ft. 

The roads are 1,500 m. down-stream from the entrance channel. Also 
see “Berthing”. 
PILOTAGE: Compulsory. Pilot to be requested 6 hours in advance 
through Agent. Pilot comes from Rosario and boards in the roads. 
ANCHORAGE: Vessels can anchor if necessary about 500 m. from 
wharf. 
HEALTH: Free Pratique should be requested 24 hours in advance via 
Agents at Buenos Aires as there is no radio here and the Doctor must 
come from San Nicolas. 
RADIO: None; use Rosario LSQ 38, 477 kHz A1, or Buenos Aires. 
TUGS: See "General’” before first port. 


BERTHING: Access channel from the roads is kept at over 32 ft. Draft 
in all the Overseas Basin is well beyond 30 ft., soundings taken in April 
1977 showing 45 ft. in the centre and a minimum of 28 ft. at plumb of 
the wharf (taken on a river height of 2.48 m.) the loading gallery, at 35 m. 
high, has 7 tubes, and an overall length of 110 m. Tube radius is 16 m., 
and extension to the telescopic arms is available. Vessels moor bows 
to the N.E., swinging in the basin East of the wharf, with a maximum 
turning length of 225 m., and turn on their engines, use of tugs not being 
necessary, since wind problems are minimal with the high cliff close in. 

Vessels moor port side to with three lines from the bow, two astern 
and two springs from midships aft. Max. LOA 225 m. Maximum beam 
is 32 m. Air draft 18 m. Depth alongside 30 ft. 

Elevator capacity is 7,000 tons in one, plus 24,000 tons in a second 
elevator which came into use in early 1978, and another 90,000 tons in 
underground chambers connected by belts to the main elevator. At the 
moment only one belt is working, capacity 500/600 t.p.h. A second belt 
is to be installed with a similar capacity shortly. Hand trimmers are 
available if needed and there are also centrifugal trimmers for use on 
the tube. Any bagging needed must be done on board. 

By-products are also loaded over a second berth at the head of the 
wharf, 88 m. wide at this point, taking vessels of up to 150 m., shifting 
as needed. Loading is over portable conveyor belts, of which there are 
three in use, loading 40/50 t.p.h. each. The by-products are loaded ex- 
truck onto the conveyors, and can be stored in a shed on the main mole. 

There are no cranes or railway lines, in the port, the station being 
some 4 km. away, and the grain enters by truck from the large hinterland 
nearby. 

ha eoeniel basin, N.W. from the main basin, can only take river 
barges, maximum depth being 11 ft., and some by-products enter there. 

Authorisation has been granted for a second grain berth to be installed 
on the South side of the overseas basin, which is 100 m. wide. This will 
be a privately owned berth, with elevators for 150,000 tons, and an 
estimated yearly tonnage of 500,000 tons. 

MEDICAL: All medical assistance can be obtained. Hospital. 
DENSITY: Fresh water. 

FRESH WATER: Available at the berths. 

FUEL: Not available. 

CONSULS: None; consular clearances effected at San Nicolas. 
REPAIRS: Minor repairs can be effected. 


SANTA FE: 31.40 S. 60.37 W. (See Plan) 


Km. 585 — River Parana (Province of Santa Fe) “B’” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster’s Report dated July/October 
1983. 

Situated on the Santa Fe river, a tributary of the Parana, 90 miles by 
river from Rosario and 312 miles from Buenos Aires (Via Martin Garcia) 
or 276 miles via Mitre Channel. 

APPROACHES: Entrance to the port is through an access channel, 

6,085 m. long, and with 23 ft. at zero. 

On this section of the river, from Rosario to Santa Fe, vessels must 
keep 2 ft. under the keel if measuring less than 50 fiscal units, or 2 ft. 6 in. 
if over. This applies when the hydrometer at Santa Fe indicates over 
1.70 m. of water over zero. If the hydrometer measures less than 1.70 m. 
(5 ft. 7 in.) then vessels must have 2 ft. 6 in. and 3 ft. 6 in. respectively 
under the keel. 

PILOTAGE: Port Pilot comes aboard in the Parana, at the mouth of the 

entrance channel. 6 hours advance notice is required for the Pilot to be 

in position. 

ANCHORAGE: Although partially dredged in 1975, restrictions have not 

been lifted and vessels can only enter or sail between 0900 hrs. and 

1700 hrs., and if unable to enter within this period must wait in Diamante 

Roads (km. 533) and follow radio instructions from the Prefecture. If the 

Diamante Roads have already been passed, a vessel may lie below 

Punta Alvear, or eventually at km. 568 (Animas de Paracao) but must 

immediately notify the Santa Fe Prefecture. 

Vessels sailing must leave with sufficient margin to be able to pass 
“Los Pajaros” (km. 468/473) in daylight, and avoid anchoring in the 
sectors indicated above as reserved for Northbound vessels. 

Exceptionally vessels under 160 m. LOA may anchor in Diamante 
Roads, if they leave in daylight and arrive in the roads before sunset, 
and provided there is no other ship anchored there. These instructions 
apply under normal hydrological conditions, and with unusual changes 
in water depth may be changed by the Prefecture. 

SIGNALS: There is a signal station on the top of the tower of the new 

elevator (unit 1) in visual and radio contact with the control station tower 

at the river end of the access channel, where the signals are hoisted. 

It is also possible to observe movement in the roads from here. 

The signals in the entrance channel are: 

By day (shown at both ends of the access channel) 

White globe, 60 cm. diameter Channel free for overseas vessels. 

Red biconic mark Exit only for overseas vessels. 

Green cone Free movement of coastal vessels. 

Yellow cone Movement of coastal vessels 

allowed, but with precaution. 

By night (interior signal staff only) 
White flashes Entrance free for overseas 
vessels. 

Exit free for overseas vessels. 

Free movement for coastal 
vessels. 

Coastal movement only with 
restrictions. 

Absence of signal — signifies port and channel closed. 


Red flashes 
Green flashes 


Green and red flashes 


ARGENTINA 


All vessels will await the corresponding signals, which can be asked 
for by whistling, repeating 1 long, 3 short, for overseas vessels, or 2 
short, 1 long, for coasters. 

Should the absence of signals be due to a failure of the system, 
instructions will be sent by the Authorities. 

NAVIGATION: /n the Channel: Maximum speed in the entrance channel 
is 5 knots, however, the Pilot can advise on other speeds. 

Movement by night is possible, but usually Pilots will not take a vessel 
out after 1500 hrs., since navigating the passes down river might oblige 
a vessel to lie in the roads, and turning there would require the use of 
2 tugs, it being easier to wait until through transit down stream is 
possible. 

During fog. Usual international precautions must be observed, but if the 
fog is very thick, entrance or departure of vessels is prohibited without 
special permission. There are no official statistics as to frequency of fog, 
but in the period May/August there may be 5 to 6 foggy days a month, 
and in the rest of the year one or two a month. 

HEALTH: As there is no radio station here, Master should radio Agents 
with the usual request for Free Pratique. 

RADIO: Regulations in this port state that Agents or Consignees must 
give written notice to the Port Authorities 24 hours before ETA, with 
details of vessel, cargo carried etc., or if in ballast, indicating for account 
of whom the vessel will load. 

ETA should be confirmed if there is any change, since the port Pilot 
and tugboat must be sent out to the main river to meet the vessel. This 
will also allow the preparation and presentation of the Notice of 
Readiness without delay. 

Radio LSQ 38, on 477 kHz A1, at Rosario, transmits river depth at 
1305 hrs. GMT. 

TUGS: 21,800 h.p. and 1600 h.p. One tug is required by all vessels 
over 20 Fiscal units and up to 165 m. LOA, with a second tug standing 
by at Km. 592 unless the Pilot calls for its services (high winds, etc.). 

Vessels over 165 m. will have a second tug standing by in the roads. 
Outbound vessels over 20 fiscal units will take two tugs, and let go the 
stern tug at Km. 592, the bow tug continuing until the roads are reached. 
However, if sailing from Basins 1 or 2 or the Terminal berth and with no 
other vessels in the way, one tug only may be taken, provided the wind 
is below 22 knots. 

Also see “General” before first port. 

BERTHS: The port is composed of four parts: 

Dock No. 1, with stone wharves, 564 m. frontage on the East and 672 m. 
on the Western side, 120 m. wide and well equipped with cranes, and 
sheds; 24 ft. at zero. 

Between Dock 1 and Dock 2, on the pierhead are tanks for vegetable 
oil, capacity 4,000 tons and pumping capacity 2/300 t.p.h. 

Dock No. 2 lies parallel to Dock 1, and has a piling frontage 900 m. long 
on the East, 720 m. on the West and 120 m. wide. 22 ft. at zero. 

Both docks are served by broad and narrow gauge railway lines. 
Derivation Channel. 2,178 m. long, lies to the West of Dock 2. It has 
open banks, with no stone or wooden frontage. There are a number of 
dolphins and mooring facilities. It is reserved for Inflammables and there 
are also two deposits for Quebracho logs and for bones. Although there 
are railway lines, there are no cranes or facilities for handling cargo. 
Vessels awaiting orders or effecting repairs can lie up in the Eastern 
side of the Channel, North of the Esso plant. Shell and YPF plants on 
the Western side, where vessels may take on bunkers. 

Coastal Wharf. Concrete wharf, 810 m. long, lying between the West 
side of Dock 1 and the Elevator at Unit 1. It has 4 dolphins and can 
berth and work 2 vessels simultaneously in 24 ft. 

Allotment of berths. Allotted by the port by order of arrival. If berthing in 
the Derivation Channel, spars must be placed to fend the vessel off the 
bank, and an anchor may also be cast, but this must be done under the 
direction of the port Pilot. 

Loading Grain. There are 2 units, comprising 3 elevators in use. Unit 1 
on the South end of the West quay of Dock 1, next to the coastal section, 
can berth 2 vessels in 24 ft. The elevator has a capacity of 50,000 tons, 
and the loading gallery has 8 spouts with 3 belts, so that both vessels 
can operate simultaneously, although no more than 3 spouts can be in 
use together, with a load rate of 300 tons each, rising to 400 tons in 
favourable conditions, or when only 1 vessel is loading. 

Unit 2 is now composed of the ex-Bunge Elevator on the Northwest 
of Dock 2, capacity 12,000 tons, and with 6 tubes, loading 
simultaneously by 2 at a rate of 200t.p.h. each, and also of the De 
Ridder Elevator, on the S.W. side of the dock, capacity 6,000 tons, and 
with 2 tubes, capacity 200 t.p.h. each. 

STEVEDORES: Working hours: 0600 hrs. — 1800 hrs. on weekdays and 
0600 hrs. — 1200 hrs. on Saturdays. 

MEDICAL: Doctors and hospital facilities available. 

TANKERS: Berths owned by Esso, Shell, and YPF in Derivation 
Channel. 

FRESH WATER: From hydrants in Docks 1 and 2, or by tug in the 
Derivation Channel. 

FUEL: Available by truck. 

CONSULS: At Santa Fe the following countries are represented: Italy, 
Paraguay, Spain. Other consuls at Rosario and Buenos Aires. 
REPAIRS: Can be arranged. There are several tugs and lighters 
equipped to render assistance to vessels. 

CUSTOMS ALLOWANCES: For consumption on board each man 
allowed 40 to 60 cigarettes a day and 1 litre of spirits a week. 
AIRPORT: 17 km. from Santa Fe, regular flights to Buenos Aires and 
other Argentine cities. 

POLICE/FIRE/AMBULANCE: Police: Tel. 21141; Ambulance: 36220 
and 24687; Fire: 21212. 

TELEPHONES: On board connection is only made for naval vessels. 
SHORE LEAVE: Allowed, provided Crew members in possession of 
identification cards. 

AUTHORITY: Administracion de los Puertos Parana Medio. 
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VILLA CONSTITUCION: 33.15 S. 60.17 W. (See Plan) 


Km. 365 — River Parana (Province of Santa Fe) “B” Category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

On the left bank of the River Parana from seaward, 25 miles below 
Rosario and 197 miles (via Martin Garcia) by river from Buenos Aires. 
PILOTAGE: Port Pilot compulsory. Order through Agent 6 hours prior 
to arrival. 
ANCHORAGE: 
Km. 363.5. 
MAX. SIZE: Up to 25 ft. draft depending on river depths. 
RADIO: Rosario LSQ 38, on 477 kHz, Al. 

TUGS: Vessels over 110m. LOA must use 1 tug when entering, sailing 


Anchorage for 6 vessels between Km. 361.5 and 


not required at Puerto Acevedo. Also see “General” before first port. 
BERTHS: Elevator Berth: Owned by the Grain Board. Length of pier 


Coastal/Overseas Wharf: Depth alongside 25 ft. Max. LOA 220 m. Grain 
and by-products loaded by portable conveyor belts at 150 tonnes per 


otherwise known as Puerto Acevedo, where a large Steel mill is installed. 


The mole is 110 m. long by 34 m. wide, in 29 ft. and is used for the 
loading of steel Products. It is fitted with 2x12 ton electric cranes on 
rails. Vessels of any length can moor, but must shift to present distant 
hatches. 

The new wharf with length of 170 m. and depth alongside 32 ft. is 
used for discharge of iron ore. 1x 10 ton overhead crane with grab, rate 
80 tonnes p.h. 

Port Pilot from Villa Constitucion attends here. Fresh water available 

I 


MEDICAL: Doctor and hospital facilities available. 

FRESH WATER: Obtainable. (See above). 

FUEL: Not available. 

CONSULS: Consular despatches must be taken at Rosario. 
REPAIRS: Can be effected, if necessary bringing men and equipment 
from Rosario, or San Nicolas. 


ZARATE: 34.09 S. 59.05 W. 


“B" Category port. Province of Buenos Aires. 

Km. 108. Situated on the West bank of Parana River, 150 or 65 miles 
by river from Buenos Aires, and 5 miles upstream from Campana. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

ee see “River Plate” — hipmaster's Report dated July/October 
1983. 
MAX. SIZE: Up to 26 tt. depending on river depths. 
TUGS: See “General” before first port. 
BERTHING: The river here is wide and deep, but the old moles are no 
longer in use, having been silted up, with a maximum of 10 ft. at the 


(See Plan) 


Province the rail ferry has been closed down, 
any new port works being undertaken here. 

The Naval Prefecture at Zarate remains in charge of transit under the 
bridges and Pilots must maintain VHF contact with Zarate while in this 
zone (Channel 14). (LSO 23) Vessels not Carrying VHF must use 
medium wave. 

Shipmaster's Report: July 1983. 

The river at Zarate is wide and deep but the 8 old wharves are no 
ones used by oceangoing vessels and have silted up to depths of 10 ft. 
or less. 

MEDICAL: Doctor and hospital facilities available. 

TANKERS: Navipar Oil Terminal: See “River Plate” — “Shipmaster's 
Report” dated September 1986. 

FRESH WATER: Available. 

FUEL: Not available, 

CONSULS: Italy is represented locally. All other consuls at Buenos 
Aires. 


by long hose, rate 15 t.p.h. Consult Agent before Ordering tugs. REPAIRS: Small repairs-can be effected. 
Ill. SOUTH ATLANTIC PORTS 


Bahia Blanca Mar del Plata Punta Ancla Rio Gallegos 

Caleta Cordova Necochea Punta Ciguena Rio Grande 

Caleta Olivares Puerto Belgrano Punta Colorado San Antonio del Este 
Caleta Olivia Puerto Deseado Punta Medanos San Julian 


Comodoro Rivadavia Puerto Madryn 


Punta Quilla 


San Sebastian 


Galvan Puerto Rosales Quequen Ushuaia 
Ing. White 


Distance Table 
Montevideo and Buenos Aires to Ushuaia and intermediate ports 
Nautical miles ‘ 


Recalada Practicos 


F La Plata 
Montevideo 16 ’ 
Recalada Practicos 118 102 Interseccion Practicos 
La Plata 108 92 190 Buenos Aires 
Interseccion Practicos 128 «112 30 20 Mar del Plata 
Buenos Aires 206 190 292 302 302 Necochea y Quequen 
Mar del Plata 279 263 365 355 375 73 Atoyo Pareja / 
Necochea y Quequen 452 436 538 528 548 246 173 _ Ingeniero White 
Arroyo Pareja 466 450 552 542 562 260 187 14. San Antonio 
Ingeniero White 626/610. 712 . 702, 722. 434, 361 280 294 © Madryn , 
San Antonio 871 655 757 747 767 479 405 316 330 297 COomodoro Rivadavia 
Madryn 850 834 937 927 947 658 584 500 514 411 274 Deseado 
Comodoro Rivadavia 891 875 978 968 988 700 642 568 582 473 345 156 San Julian 
Deseado 1015 999 1101 1091 1111 823 762 62 696 603 473 293 153 Santa de 
San Julian 1076 1060 1162 1152 1172 884 823 743 757 664 534 354 214 96 pag ii 
Santa Cruz 1181 1135 1237 1227 1247 959 898 818 832 720 609 429 289 171 114 ah td Aes ts |p 3} 
Gallegos 1167 1151 1253 1243 1263 975 918 838 asp 759 629 449 309 200 146 67 Magellan Straits 


Ushuaia 


Virgenes (Lighthouse) 1182 1166 1268 1258 1278 990 933 853 S67, «774 644 454 324.215 161 82. 15 
Magellan Straits 1376 1360 1462 1452 1472 1184 1135 1808 1094 1009 875 703 564 487 450 390 333 315 
BAHIA BLANCA: 38.47 S. 62.16 W. (See Plan) APPROACHES/PILOTAGE: Entrance Channel. Commences at Rincon 


(Incl. Galvan, Ingeniero White, Puerto Belgrano, Puerto Rosales, 
Punta Ancla and Punta Ciguena.) 

(Province of Buenos Aires) “B” category port. 

Also see “River Plate” — Shipmaster’s report dated July/October 1983. 
N.B. Refer to Argentina, Section |. 
PORT LIMITS: Berthing priority is fixed when vessel arrives at No. 11 
Buoy in the channel entrance. 

Final berthing marks the commencement of time authorised for 
loading and/or discharging. 
DOCUMENTS: Required by foreign vessels. 

Registration Certificate. 

International Tonnage Certificate. 

International Freeboard Certificate. 

International Safety Certificates. 

General Declaration, Crew List and List of Passengers (signed by the 

Master). 

Sailing Clearance Certificate from Port of origin or from last port of 

Call, whichever the case may be. 
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recommended to sound and Stay outside the 10 fathom line until daylight 
or fog has cleared. Pilots must be requested 24 hours in advance. See 
VHF". 


Locations where the Pilot can be taken on board are: Buoy 11, Buoy 
22 and exceptionally Buoy 1 (at Master's request). 


Pilot vessels intended for this service are: Launch "Skipper" — length 
18.40 m., beam 5.6 m., depth 2.60m., 85 h.p. engine, capacity 10 
persons, steel hull; Launch “Carumbe” — length 18.6 m., beam 3.6 m., 
depth 1.20m., 105 h.p. engine, capacity 10 persons, wooden hull; 
Launch “Alo” — length 10.46 m., beam 2.71 m., depth 1.74 m., 105 h.p. 
engine, capacity 10 persons, wooden hull. 

The Bay Pilot takes the vessel to the Bahia Blanca roads, which 
commence for Ing. White and Puerto Nacional between Naposta Brook 
and the South Elevator. For Galvan he takes the vessel as far as the 
South Elevator. At either of these points the port Pilot comes aboard for 
actual berthing operations. 

Vessels bound for Punta Ciguena, Punta Ancla, Rosales or Puerto 
Belgrano, take on their port Pilot (ordered in advance through the Agents 
by radio), at Buoy 17. 

In the access channel the following regulations must be observed: 

(a) in the areas included between the pairs of Buoys 07-08, 12-16, 
and 26-29, it is prohibited to approach or cross in front of any vessel 
which because of its draft has to remain in the centre of the channel, 
such vessels always having priority. 

(b) in the event of two vessels meeting whose drafts do not permit 
them to depart from the centre of the channel, the vessel leaving port 
has priority, the vessel entering having to effect such necessary 
manoeuvres so as to not interrupt its navigation. 

The access channel is 180 m. wide and is marked with light Buoys, 
which permits navigation by night. Between Buoys 12-16 the depth is 
30 ft. and in the access channel to port Ingeniero White, between pairs 
of Buoys 24 and 29, the depth is 33 ft. with a width of 170m. The 
maximum draft for vessels navigating the channel is 38 ft. 6 in., and 
dredging operations are in hand to bring the depth to 40 ft. at LW. 

Buoys 01, 02, 03, 04, 05, 06, 09, 18, 19, 20 and 21 are mid-channel, 
and all illuminated. There is a degaussing Buoy between Nos. 18 and 
19, conical, painted blue and white checks. 

Special warning. At very low neaps, and with strong North winds there 
may be up to 5 ft. less water than is shown on charts. 

Tidal range is 12.6 ft. at springs to 6.4 ft. at neaps, but as much as 19 ft. 
has been observed with S.W. winds, whose action is similar to the Plate 
winds. 

Inner Roads. From Ing. White to Galvan there is room for two vessels 
drawing 32 ft. to anchor, as well as a number of vessels drawing 24 ft. 
The access channel to Galvan has been dredged to 32 ft. for the new 
Inflammable berths, and a turning basin 400 m. in diameter at 33 ft. 
dredged due South of Galvan pier. The Inflammable berths are at 40 ft. 


Report: November 1987. 

The following telex was sent to a vessel by their local Agent. 

Quote 

Bahia Blanca Pilot Service: 

Please note that pilot service at Bahia Blanca is very strict regarding 
compliance with regulations which refers to vessel's draft declaration. 

Shipping Agents must declare in writing on special form for request 
of pilots, vessel's draft forward and aft, as accurately as possible. 

Not more than one per cent of error is accepted. 

Should the difference between drafts declared by Agents when 
requesting pilots and the actual arrival/departing drafts of vessel be in 
excess of one per cent, high fines will be imposed by Coast Guard (pilot 
service). 

Kindly acknowledge receipt. 
Unquote 


Quote 

Bahia Blanca — Information — Important: 

Regulation No. 122/85 of Argentine Coast Guard addressed to all 
Shipping Agents. Free translation. 

We herewith request you to inform all vessels consigned to your 
agency, timely prior arrival to his port, that in accordance with Regulation 
O.M. 06/82 and Law 17.094, vessels must report when abeam of 
“Rincon” Light Buoy to Coast Station of Coast Guard “Bahia Blanca 
Prefectura Radio” L2N and L2H on Channel 12 and 14 respectively of 
VHF, the following details: 

A) Name of vessel 

B) Flag (Nationality) 

C) Call Sign 

D) LOA, Extreme Breadth, Draft, Speed 
E) Origin 

Furthermore, and in addition to the aforegoing, vessels calling this 
port must be informed, regarding the obligation to anchor at Buoy 4 and 
await the authorisation of the Naval Authority to anchor at Zone “Alpha” 
and/or “Bravo” according possibilities. 

Please note, that the non-compliance of above mentioned Regulations 
will place the Masters of the vessels and/or their representatives in a 
position to be fined in line with these regulations. 

Unquote 


Please note FYG, Zone Alpha refers to Buoy 11 and Zone Bravo to 
Buoy 17. 


ANCHORAGE: Anchorage for merchant vessels: Buoy 11, 7. The 
anchorage area has been rendered suitable for merchant vessels. This 
area is limited by six lit (white) buoys which mark a zone approx. 6 miles 
by 1.6 miles. Depth of water in the area is 10.5 m. 

Punta Ancla Oil Loading point: Constituted by a revolving buoy of the 
“Swedish” type, situated 1.25 miles to the East of the mid-channel buoy 
No. 9. It is recommended that vessels do not navigate in this area nor 
anchor to the North of the axis of the channel. 

Punta Ciguena Oil Loading Point: One mile to the South of Punta 
Ciguena is the oil loading point; its alignment for anchorage is 
036.7° formed by the front and rear buoys. 

Ingeniero White Roads: The port roads are considered to be from the 
mouth of the Naposta stream to the front of the Ingeniero White South 
Elevators Quays, and roads “B” as far as the quays of Puerto Galvan. 
At high tide, the banks cannot be seen. 


ARGENTINA 


RESTRICTIONS: Port is experiencing silting therefore depths should be 
checked prior to arrival/fixture. Long delays may be expected. 

Puerto Galvan: Night entries are not authorised, sailings being subject 
to favourable weather conditions. 

Shipmasters’ Report: 1979. 

The Port Authority will not allow vessels with a list to sail. 

MAX. SIZE: Entry into the port is allowed for vessels up to 230 m. LOA 
with a keel clearance of 1 ft.; in the access channels the safety margin 
is 2.5 ft. In accordance with the current dredging conditions, this allows 
operation with 34 ft. 9 in. draft. (38 ft. 06 in. reported in January 1988). 
HEALTH: It is necessary to present: Crew List, Derat Certificate and 
Inspection Certificate of Maritime Health. 

The Ship's Agent carries out all orders for obtaining free pratique. The 
health inspection takes place normally at the mooring berth, and is 
effected by the doctor who comes on board. Notice must be given 24 
hours in advance of ETA, with indication of the port from which the 
vessel has recently left together with any intermediate ports of call. 
Likewise, an indication must be given of any illness on board, particularly 
anything of an abnormal nature. 

The Master of the vessel must indicate the number of crew members, 
passengers if any, and the non-existence of “plague” diseases: Cholera, 
Yellow Fever, Exanthematous Typhus, Recurrent Fever and Bubonic 
Plague. Also there is a requirement for declaration that there is no 
transmittable illness on board. 

RADIO: LPW 2 on 500 kHz. A2, working frequency 431.5 or, LPW 45 
on 4415.8. A3. 

For weather forecasts in English, use either Radio Pacheco at Buenos 
Aires LPD 5 on 512 kHz. A2, or Radio Comodoro Rivadavia LPX 2 on 
474 kHz. A2. 

VHF: Pilots now use VHF, and Channel 12 is set as a “listening channel’ 
during transit of the entrance and the Naval Base at Belgrano acts as 
receiver/repeater. 

Channel 8 is kept for manoeuvring in port, after contacting tugs and 
walkie-talkies are used by Pilots and tugs in this band. 

Any “bridge to bridge” communications will use Channel 6, returning 
later to Channel 12. 

Channel 9 is reserved for oil tankers for Punta Ancla or Punta Ciguena. 

Channel 4 is reserved for Navy use in the Navy Base, but may be 
used in emergency. 

RADAR: No service available. 

TUGS: No tugs are required at Punta Ancla or Punta Ciguena. For 
Rosales and Puerto Belgrano tugs are requested from the Naval Base 
at Puerto Belgrano, and make contact between buoys 24 and 25. 

For the other ports (White, etc.) tugs come alongside in the anteport, 
where the port Pilot boards. 

Argentine vessels are berthed by the Bay Pilot at any of the berths, 
but foreign flag vessels take a Port Pilot, who comes on board at the 
Inner roads on one of the tugs, regulations for which are as follows: 

Vessels over 3,000 tons gross require 2 tugs, those from 500 to 
3,000 tons, 1 tug, and under 500 tons none. 

For the Iron mole, vessels up to 10,000 tons do not need a tug, from 
10,000 to 15,000 gross, 1 tug and over 15,000 tons 2 tugs. 

For Puerto Galvan, vessels over 3,000 tons gross take 2 tugs on 
entering, and one on leaving provided they berth bows outwards, 
otherwise they need 2 tugs. Between 1,000 and 3,000 tons, vessels 
take 1 tug when entering and leaving if they berth bow inwards. If 
mooring bow outwards they must take 2 tugs on berthing, but require 
none on leaving. 

These rules are for normal weather conditions. Masters can ask for 
more tugs, or alternatively not pass cables to the tugs if this could be 
dangerous to the vessel or tugs, but in this case, tugs must accompany 
the vessel during the manoeuvre to act in emergency. 

BERTHS: N.B. Agents must give 5 days’ advance Notice of Arrival of 
vessels to the Authorities, and check this with 48 hours confirmation of 
arrival. Tankers are exempt from this rule but must confirm arrival time 
at Buoy No. 4, 48 hours in advance. Precedence for berthing granted 
in accordance with arrival at Buoy 11 at the entrance channel. All 
requests for free pratique by radio are made in the usual manner to 
Agents, with 12 hours advance notice. 

The ports in the Bahia Blanca area are, from East to West: 


Punta Ciguena ‘ 
adjacent to each other between buoys 21 and 
Puerto Rosales 22 of the access channel. 


Puerto Belgrano 

Ingeniero White approx. 14 miles West of Puerto Belgrano. 
Puerto Galvan approx. 2 miles West of Ing. White. 

Punta Ciguena and Punta Ancla 

At Punta Ancla (near Buoy 21) there is a SBM in 60 ft. depth. The 
buoy is 2,000 m. offshore. The size of tanker is governed by the depth 
in the access channel of 38 ft. 6 in. The oil is pumped to tanks 10 miles 
away at about 3,000 cu.m.p.h. The tanker is connected to 2 12 in. lines. 

At Punta Ciguena (Buoy 22) there is also a similar SBM. 

Puerto Rosales 

Puerto Rosales is a port used by launches servicing ships anchored 
in the roads for crew changes, provisioning, repairs, etc. YPF, in 
particular, use it in support of their tankers. 

Puerto Belgrano (Naval Base) 

The entrance channel, 2 miles West of Punta Ciguena buoys, is 
1.7 miles long, 150 m. wide and dredged to 30 ft. at zero. 

Being a Naval base, care must be taken to observe regulations. In 
daytime signals are hoisted at the head of Mole C, and at night lights 
are shown at a height of 34.5 m. from the signal station, being visible 
for ten miles. A strong green light prohibits entry, and a white light above 
green prohibits sailing from the port. Two green lights, vertical, both 
entry and leaving prohibited. 

Gunnery Exercises. Captains are warned that in order to avoid any 
danger, the greatest care should be taken when navigating or anchoring 
in the security zone, between the coast and an imaginary broken line 
which passes through the following: 

(A) Lat. 39° 00’ 01” S. Long. 61° 37’ 01” W. 

(B) Lat. 39° 05’ 02” S. Long. 61° 40’ 01” W. 
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VILLA CONSTITUCION: 33.15 S. 60.17 W. (See Plan) 


Km. 365 — River Parana (Province of Santa Fe) “B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

On the left bank of the River Parana from seaward, 25 miles below 
Rosario and 197 miles (via Martin Garcia) by river from Buenos Aires. 
PILOTAGE: Port Pilot compulsory. Order through Agent 6 hours prior 
to arrival. 

ANCHORAGE: Anchorage for 6 vessels between Km. 361.5 and 
Km. 363.5. 

MAX. SIZE: Up to 25 ft. draft depending on river depths. 

RADIO: Rosario LSQ 38, on 477 kHz, A1. 

TUGS: Vessels over 110 m. LOA must use 1 tug when entering, Sailing 
or moving. If wind speed over 22 km.p.h. 2 tugs must be used. Tugs 
not required at Puerto Acevedo. Also see “General” before first port. 
BERTHS: Elevator Berth: Owned by the Grain Board. Length of pier 
175 m. Depth alongside 27 ft. The Northside Berth can accommodate 
vessels of 230 m. LOA but due to reach of spouts the South Berth 
accepts vessels of 180 m. LOA. Delivery is by a maximum 2 spouts at 
any time (1 spout to each berth or 2 spouts to one berth) at rate of 350/ 
450 tonnes p.h. per spout. Storage in vertical silos 55,000 tonnes and 
underground silos 155,000 tonnes. 

Coastal/Overseas Wharf: Depth alongside 25 ft. Max. LOA 220 m. Grain 
and by-products loaded by portable conveyor belts at 150 tonnes per 
hour. Storage capacity 8,000 tonnes. 

Puerto Acevedo. Two km. South of Villa Constitucion is Acindar Mole, 
otherwise known as Puerto Acevedo, where a large steel mill is installed. 
The port is under the jurisdiction of Villa Constitucion and pending a 
definite resolution as to Villa Constitucion Roads, vessels awaiting berth 
anchor off the Acindar mole. 

The mole is 110 m. long by 34 m. wide, in 29 ft. and is used for the 
loading of steel products. It is fitted with 2x12 ton electric cranes on 
rails. Vessels of any length can moor, but must shift to present distant 
hatches. 

The new wharf with length of 170 m. and depth alongside 32 ft. is 
used for discharge of iron ore. 110 ton overhead crane with grab, rate 
80 tonnes p.h. 

Port Pilot from Villa Constitucion attends here. Fresh water available 
by long hose, rate 15 t.p.h. Consult Agent before ordering tugs. 


MEDICAL: Doctor and hospital facilities available. 

FRESH WATER: Obtainable. (See above). 

FUEL: Not available. 

CONSULS: Consular despatches must be taken at Rosario. 
REPAIRS: Can be effected, if necessary bringing men and equipment 
from Rosario, or San Nicolas. 


ZARATE: 34.09 S. 59.05 W. 


“B” Category port. Province of Buenos Aires. 

Km. 108. Situated on the West bank of Parana River, 150 or 65 miles 
by river from Buenos Aires, and 5 miles upstream from Campana. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate’ — Shipmaster’s Report dated July/October 
1983. 

MAX. SIZE: Up to 26 ft. depending on river depths. 

TUGS: See “General” before first port. 

BERTHING: The river here is wide and deep, but the old moles are no 
longer in use, having been silted up, with a maximum of 10 ft. at the 
National Mole. With the opening in 1978 of the rail road bridge over both 
branches of the Parana (de las Palmas and Guazu) to the Entre Rios 
Province the rail ferry has been closed down, and there is no sign of 
any new port works being undertaken here. 

The Naval Prefecture at Zarate remains in charge of transit under the 
bridges and Pilots must maintain VHF contact with Zarate while in this 
zone (Channel 14). (LSO 23) Vessels not carrying VHF must use 
medium wave. 

Shipmaster's Report: July 1983. 

The river at Zarate is wide and deep but the 8 old wharves are no 
pak oc! used by oceangoing vessels and have silted up to depths of 10 ft. 
or less. 

MEDICAL: Doctor and hospital facilities available. 

TANKERS: Navipar Oil Terminal: See “River Plate” — “Shipmaster's 
Report” dated September 1986. 

FRESH WATER: Available. 

FUEL: Not available. 

CONSULS: Italy is represented locally. All other consuls at Buenos 
Aires. 

REPAIRS: Small repairs can be effected. 


(See Plan) 


ee 


II. SOUTH ATLANTIC PORTS 


Bahia Blanca Mar del Plata Punta Ancla Rio Gallegos 

Caleta Cordova Necochea Punta Ciguena Rio Grande 

Caleta Olivares Puerto Belgrano Punta Colorado San Anionio del Este 
Caleta Olivia Puerto Deseado Punta Medanos San Julian 
Comodoro Rivadavia Puerto Madryn Punta Quilla San Sebastian 
Galvan Puerto Rosales Quequen Ushuaia 

Ing. White 


frank. ob lal a: a eS ee Se Oe NGS Yn 
Distance Table 


Montevideo and Buenos Aires to Ushuaia and intermediate ports 
Nautical miles 


Recalada Practicos 


Montevideo 16 Ca'Plata ; 

Recalada Practicos 118 102 Interseccion Practicos 

La Plata 108 92 19 . Buenos Aires 

Interseccion Practicos 128. 192 30 20 Mar del Plata 

Buenos Aires 206 190 292 302 302 Necochea y Quequen 

Mar del Plata 279 263 365 355 375 73 ~ Affoyo Pareja i 

Necochea y Quequen 452 436 538 528 548 246 173 make “Aa 

Arroyo Pareja 466 450 552 542 562 260 187 14 ae crane 

Ingeniero White 626 610 712 702 722 434 361 280 294 ty Comoddft: Rivadavia 

San Antonio 671 655 757 747 767 479 405 316 330 227 euidatin 

Madryn 850 834 937 927 S47 658 584 500 514 411 274 San atea, 

Comodoro Rivadavia 891 875 978 968 988 700 642 568 582 473 345 156 San CRE 

Deseado 1015 999 1101 1091 1111 823 762 682 696 603 473 293 153 ee 

San Julian 1076 1060 1162 1152 1172 884 823 743 757 664 534 354 214 96 ‘ * 
Santa Cruz 1151 1135 1237 1227 1247 959 898 818 832 729 609 429 289 171 114 ~ Vifgenes (Lighthouse) 
Gallegos 1167 1151 1253 1243 1263 975 918 838 852 759 629 449 309 200 146 67 Magellan Fret 
Virgenes (Lighthouse) 1182 1166 1268 1258 1278. 990 933 853 867 774 644 454 324 215 161 82 15 Ushuaia 
Magellan Straits 1376 1360 1462 1452 1472 1184 1135 1808 1094 1009 875 703 564 487 450 390 333 315 


a a 


BAHIA BLANCA: 38.47 S. 62.16 W. (See Plan) 


(Incl. Galvan, Ingeniero White, Puerto Belgrano, Puerto Rosales, 
Punta Ancla and Punta Ciguena.) 

(Province of Buenos Aires) “B” category port. 

Also see “River Plate” — Shipmaster's report dated July/October 1983. 
N.B. Refer to Argentina, Section |. 
PORT LIMITS: Berthing priority is fixed when vessel arrives at No. 11 
Buoy in the channel entrance. 

Final berthing marks the commencement of time authorised for 
loading and/or discharging. 
DOCUMENTS: Required by foreign vessels. 

Registration Certificate. 

International Tonnage Certificate. 

International Freeboard Certificate. 

International Safety Certificates. 

General Declaration, Crew List and List of Passengers (signed by the 

Master). 

Sailing Clearance Certificate from port of origin or from last port of 

call, whichever the case may be. 


46 


APPROACHES /PILOTAGE: Entrance Channel. Commences at Rincon 
Light Buoy, which is a whistling Buoy, fitted with radar reflectors and is 
stationed some 17 miles S.S.W. from the Recalada Lighthouse. It is a 
large Buoy, painted with black and white vertical Stripes, it can shift or 
be extinguished, being rather exposed. In case of doubt vessels are 
recommended to sound and stay outside the 10 fathom line until daylight 
or fog has cleared. Pilots must be requested 24 hours in advance. See 
“VHP". 

From this Buoy vessels must proceed past Buoys 1 to 10, and the 
Bay Pilot comes aboard near Buoy 11 (39° 05’ S. and 61° 48’ W.). There 
is no pilot ship on station, and vessels arriving at this point after sunset 
must stand off until daybreak, unless a Pilot has been ordered and is 
approaching, when vessels can anchor and wait near Buoy 11. To avoid 
delay and waiting time, Masters should keep Agents well advised by 
radio to station LPW 2, which listens from 0700 to 2400 hrs. on 500 kHz. 
from 19 to 25 minutes past each hour, every hour. As the coast is shallow 
here, with South or East winds it is advisable to stand well off at night 
as there is also a tidal current favoured by these winds. 

Locations where the Pilot can be taken on board are: Buoy 11, Buoy 
22 and exceptionally Buoy 1 (at Master's request). 


Pilot vessels intended for this service are: Launch “Skipper’’ — length 
18.40 m., beam 5.6 m., depth 2.60 m., 85 h.p. engine, capacity 10 
persons, steel hull; Launch “Carumbe” — length 18.6 m., beam 3.6 m., 
depth 1.20m., 105 h.p. engine, capacity 10 persons, wooden hull; 
Launch “Alo” — length 10.46 m., beam 2.71 m., depth 1.74 m., 105 h.p. 
engine, capacity 10 persons, wooden hull. 

The Bay Pilot takes the vessel to the Bahia Blanca roads, which 
commence for Ing. White and Puerto Nacional between Naposta Brook 
and the South Elevator. For Galvan he takes the vessel as far as the 
South Elevator. At either of these points the port Pilot comes aboard for 
actual berthing operations. 

Vessels bound for Punta Ciguena, Punta Ancla, Rosales or Puerto 
Belgrano, take on their port Pilot (ordered in advance through the Agents 
by radio), at Buoy 17. 

In the access channel the following regulations must be observed: 

(a) in the areas included between the pairs of Buoys 07-08, 12-16, 
and 26—29, it is prohibited to approach or cross in front of any vessel 
which because of its draft has to remain in the centre of the channel, 
such vessels always having priority. 

(b) in the event of two vessels meeting whose drafts do not permit 
them to depart from the centre of the channel, the vessel leaving port 
has priority, the vessel entering having to effect such necessary 
manoeuvres so as to not interrupt its navigation. 

The access channel is 180 m. wide and is marked with light Buoys, 
which permits navigation by night. Between Buoys 12-16 the depth is 
30 ft. and in the access channel to port Ingeniero White, between pairs 
of Buoys 24 and 29, the depth is 33 ft. with a width of 170m. The 
maximum draft for vessels navigating the channel is 38 ft. 6 in., and 
dredging operations are in hand to bring the depth to 40 ft. at LW. 

Buoys 01, 02, 03, 04, 05, 06, 09, 18, 19, 20 and 21 are mid-channel, 
and all illuminated. There is a degaussing Buoy between Nos. 18 and 
19, conical, painted blue and white checks. 

Special warning. At very low neaps, and with strong North winds there 
may be up to 5 ft. less water than is shown on charts. 

Tidal range is 12.6 ft. at springs to 6.4 ft. at neaps, but as much as 19 ft. 
has been observed with S.W. winds, whose action is similar to the Plate 
winds. 

Inner Roads. From Ing. White to Galvan there is room for two vessels 
drawing 32 ft. to anchor, as well as a number of vessels drawing 24 ft. 
The access channel to Galvan has been dredged to 32 ft. for the new 
Inflammable berths, and a turning basin 400 m. in diameter at 33 ft. 
dredged due South of Galvan pier. The Inflammable berths are at 40 ft. 


Report: November 1987. 

The following telex was sent to a vessel by their local Agent. 

Quote 

Bahia Blanca Pilot Service: 

Please note that pilot service at Bahia Blanca is very strict regarding 
compliance with regulations which refers to vessel's draft declaration. 

Shipping Agents must declare in writing on special form for request 
of pilots, vessel's draft forward and aft, as accurately as possible. 

Not more than one per cent of error is accepted. 

Should the difference between drafts declared by Agents when 
requesting pilots and the actual arrival/departing drafts of vessel be in 
excess of one per cent, high fines will be imposed by Coast Guard (pilot 
service). 

Kindly acknowledge receipt. 
Unquote 


Quote 

Bahia Blanca — Information — Important: 

Regulation No. 122/85 of Argentine Coast Guard addressed to all 
Shipping Agents. Free translation. 

We herewith request you to inform all vessels consigned to your 
agency, timely prior arrival to his port, that in accordance with Regulation 
O.M. 06/82 and Law 17.094, vessels must report when abeam of 
“Rincon” Light Buoy to Coast Station of Coast Guard “Bahia Blanca 
Prefectura Radio” L2N and L2H on Channel 12 and 14 respectively of 
VHF, the following details: 

A) Name of vessel 

B) Flag (Nationality) 

C) Call Sign 

D) LOA, Extreme Breadth, Draft, Speed 
E) Origin 

Furthermore, and in addition to the aforegoing, vessels calling this 
port must be informed, regarding the obligation to anchor at Buoy 4 and 
await the authorisation of the Naval Authority to anchor at Zone “Alpha” 
and/or “Bravo” according possibilities. 

Please note, that the non-compliance of above mentioned Regulations 
will place the Masters of the vessels and/or their representatives in a 
position to be fined in line with these regulations. 

Unquote 


Please note FYG, Zone Alpha refers to Buoy 11 and Zone Bravo to 
Buoy 17. 


ANCHORAGE: Anchorage for merchant vessels: Buoy 11, 7. The 
anchorage area has been rendered suitable for merchant vessels. This 
area is limited by six lit (white) buoys which mark a zone approx. 6 miles 
by 1.6 miles. Depth of water in the area is 10.5 m. 

Punta Ancla Oil Loading point: Constituted by a revolving buoy of the 
“Swedish” type, situated 1.25 miles to the East of the mid-channel buoy 
No. 9. It is recommended that vessels do not navigate in this area nor 
anchor to the North of the axis of the channel. 

Punta Ciguena Oil Loading Point: One mile to the South of Punta 
Ciguena is the oil loading point; its alignment for anchorage is 
036.7° formed by the front and rear buoys. 

Ingeniero White Roads: The port roads are considered to be from the 
mouth of the Naposta stream to the front of the Ingeniero White South 
Elevators Quays, and roads “B” as far as the quays of Puerto Galvan. 
At high tide, the banks cannot be seen. 


ARGENTINA 


RESTRICTIONS: Port is experiencing silting therefore depths should be 
checked prior to arrival/fixture. Long delays may be expected. 

Puerto Galvan: Night entries are not authorised, sailings being subject 
to favourable weather conditions. 

Shipmasters’ Report: 1979. 

The Port Authority will not allow vessels with a list to sail. 

MAX. SIZE: Entry into the port is allowed for vessels up to 230 m. LOA 
with a keel clearance of 1 ft.; in the access channels the safety margin 
is 2.5 ft. In accordance with the current dredging conditions, this allows 
operation with 34 ft. 9 in. draft. (38 ft. 06 in. reported in January 1988). 
HEALTH: It is necessary to present: Crew List, Derat Certificate and 
Inspection Certificate of Maritime Health. 

The Ship's Agent carries out all orders for obtaining free pratique. The 
health inspection takes place normally at the mooring berth, and is 
effected by the doctor who comes on board. Notice must be given 24 
hours in advance of ETA, with indication of the port from which the 
vessel has recently left together with any intermediate ports of call. 
Likewise, an indication must be given of any illness on board, particularly 
anything of an abnormal nature. 

The Master of the vessel must indicate the number of crew members, 
passengers if any, and the non-existence of “plague” diseases: Cholera, 
Yellow Fever, Exanthematous Typhus, Recurrent Fever and Bubonic 
Plague. Also there is a requirement for declaration that there is no 
transmittable illness on board. 

RADIO: LPW 2 on 500 kHz. A2, working frequency 431.5 or, LPW 45 
on 4415.8. A3. 

For weather forecasts in English, use either Radio Pacheco at Buenos 
Aires LPD 5 on 512 kHz. A2, or Radio Comodoro Rivadavia LPX 2 on 
474 kHz. A2. 

VHF: Pilots now use VHF, and Channel 12 is set as a “listening channel’ 
during transit of the entrance and the Naval Base at Belgrano acts as 
receiver/repeater. 

Channel 8 is kept for manoeuvring in port, after contacting tugs and 
walkie-talkies are used by Pilots and tugs in this band. 

Any “bridge to bridge” communications will use Channel 6, returning 
later to Channel 12. 

Channel 9 is reserved for oil tankers for Punta Ancla or Punta Ciguena. 

Channel 4 is reserved for Navy use in the Navy Base, but may be 
used in emergency. 

RADAR: No service available. 

TUGS: No tugs are required at Punta Ancla or Punta Ciguena. For 
Rosales and Puerto Belgrano tugs are requested from the Naval Base 
at Puerto Belgrano, and make contact between buoys 24 and 25. 

For the other ports (White, etc.) tugs come alongside in the anteport, 
where the port Pilot boards. 

Argentine vessels are berthed by the Bay Pilot at any of the berths, 
but foreign flag vessels take a Port Pilot, who comes on board at the 
Inner roads on one of the tugs, regulations for which are as follows: 

Vessels over 3,000 tons gross require 2 tugs, those from 500 to 
3,000 tons, 1 tug, and under 500 tons none. 

For the Iron mole, vessels up to 10,000 tons do not need a tug, from 
10,000 to 15,000 gross, 1 tug and over 15,000 tons 2 tugs. 

For Puerto Galvan, vessels over 3,000 tons gross take 2 tugs on 
entering, and one on leaving provided they berth bows outwards, 
otherwise they need 2 tugs. Between 1,000 and 3,000 tons, vessels 
take 1 tug when entering and leaving if they berth bow inwards. If 
mooring bow outwards they must take 2 tugs on berthing, but require 
none on leaving. 

These rules are for normal weather conditions. Masters can ask for 
more tugs, or alternatively not pass cables to the tugs if this could be 
dangerous to the vessel or tugs, but in this case, tugs must accompany 
the vessel during the manoeuvre to act in emergency. 

BERTHS: N.B. Agents must give 5 days’ advance Notice of Arrival of 
vessels to the Authorities, and check this with 48 hours confirmation of 
arrival. Tankers are exempt from this rule but must confirm arrival time 
at Buoy No. 4, 48 hours in advance. Precedence for berthing granted 
in accordance with arrival at Buoy 11 at the entrance channel. All 
requests for free pratique by radio are made in the usual manner to 
Agents, with 12 hours advance notice. 

The ports in the Bahia Blanca area are, from East to West: 


Punta Ciguena ; 
adjacent to each other between buoys 21 and 
Puerto Rosales 22 of the access channel. 


Puerto Belgrano 

Ingeniero White approx. 14 miles West of Puerto Belgrano. 
Puerto Galvan approx. 2 miles West of Ing. White. 

Punta Ciguena and Punta Ancla 

At Punta Ancla (near Buoy 21) there is a SBM in 60 ft. depth. The 
buoy is 2,000 m. offshore. The size of tanker is governed by the depth 
in the access channel of 38 ft. 6 in. The oil is pumped to tanks 10 miles 
away at about 3,000 cu.m.p.h. The tanker is connected to 2x 12 in. lines. 

At Punta Ciguena (Buoy 22) there is also a similar SBM. 

Puerto Rosales 

Puerto Rosales is a port used by launches servicing ships anchored 
in the roads for crew changes, provisioning, repairs, etc. YPF, in 
particular, use it in support of their tankers. 

Puerto Belgrano (Naval Base) 

The entrance channel, 2 miles West of Punta Ciguena buoys, is 
1.7 miles long, 150 m. wide and dredged to 30 ft. at zero. 

Being a Naval base, care must be taken to observe regulations. In 
daytime signals are hoisted at the head of Mole C, and at night lights 
are shown at a height of 34.5 m. from the signal station, being visible 
for ten miles. A strong green light prohibits entry, and a white light above 
green prohibits sailing from the port. Two green lights, vertical, both 
entry and leaving prohibited. 

Gunnery Exercises. Captains are warned that in order to avoid any 
danger, the greatest care should be taken when navigating or anchoring 
in the security zone, between the coast and an imaginary broken line 
which passes through the following: 

(A) Lat. 39° 00’ 01” S. Long. 61° 37’ 01” W. 

(B) Lat. 39° 05’ 02" S. Long. 61° 40’ 01” W. 
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VILLA CONSTITUCION: 33.15 S. 60.17 W. (See Plan) 


Km. 365 — River Parana (Province of Santa Fe) “B” category port. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate” — Shipmaster's Report dated July/October 
1983. 

On the left bank of the River Parana from seaward, 25 miles below 
Rosario and 197 miles (via Martin Garcia) by river from Buenos Aires. 
PILOTAGE: Port Pilot compulsory. Order through Agent 6 hours prior 
to arrival. 

ANCHORAGE: Anchorage for 6 vessels between Km. 361.5 and 
Km. 363.5. 

MAX. SIZE: Up to 25 ft. draft depending on river depths. 

RADIO: Rosario LSQ 38, on 477 kHz, A1. 

TUGS: Vessels over 110 m. LOA must use 1 tug when entering, sailing 
or moving. If wind speed over 22 km.p.h. 2 tugs must be used. Tugs 
not required at Puerto Acevedo. Also see “General” before first port. 
BERTHS: Elevator Berth: Owned by the Grain Board. Length of pier 
175 m. Depth alongside 27 ft. The Northside Berth can accommodate 
vessels of 230 m. LOA but due to reach of spouts the South Berth 
accepts vessels of 180 m. LOA. Delivery is by a maximum 2 spouts at 
any time (1 spout to each berth or 2 spouts to one berth) at rate of 350/ 
450 tonnes p.h. per spout. Storage in vertical silos 55,000 tonnes and 
underground silos 155,000 tonnes. 

Coastal/Overseas Wharf: Depth alongside 25 ft. Max. LOA 220 m. Grain 
and by-products loaded by portable conveyor belts at 150 tonnes per 
hour. Storage capacity 8,000 tonnes. 

Puerto Acevedo. Two km. South of Villa Constitucion is Acindar Mole, 
otherwise known as Puerto Acevedo, where a large steel mill is installed. 
The port is under the jurisdiction of Villa Constitucion and pending a 
definite resolution as to Villa Constitucion Roads, vessels awaiting berth 
anchor off the Acindar mole. 

The mole is 110 m. long by 34 m. wide, in 29 ft. and is used for the 
loading of steel products. It is fitted with 2x12 ton electric cranes on 
ret Vessels of any length can moor, but must shift to present distant 

atches. 

The new wharf with length of 170 m. and depth alongside 32 ft. is 
used for discharge of iron ore. 1x 10 ton overhead crane with grab, rate 
80 tonnes p.h. 

Port Pilot from Villa Constitucion attends here. Fresh water available 
by long hose, rate 15 t.p.h. Consult Agent before ordering tugs. 


MEDICAL: Doctor and hospital facilities available. 

FRESH WATER: Obtainable. (See above). 

FUEL: Not available. 

CONSULS: Consular despatches must be taken at Rosario. 
REPAIRS: Can be effected, if necessary bringing men and equipment 
from Rosario, or San Nicolas. 


ZARATE: 34.09 S. 59.05 W. 


“B” Category port. Province of Buenos Aires. 

Km. 108. Situated on the West bank of Parana River, 150 or 65 miles 
by river from Buenos Aires, and 5 miles upstream from Campana. 
N.B. Refer to beginning of Argentina and River Plate Ports. 

Also see “River Plate’ — Shipmaster’s Report dated July/October 
1983. 

MAX. SIZE: Up to 26 ft. depending on river depths. 

TUGS: See “General” before first port. 

BERTHING: The river here is wide and deep, but the old moles are no 
longer in use, having been silted up, with a maximum of 10 ft. at the 
National Mole. With the opening in 1978 of the rail road bridge over both 
branches of the Parana (de las Palmas and Guazu) to the Entre Rios 
Province the rail ferry has been closed down, and there is no sign of 
any new port works being undertaken here. 

The Naval Prefecture at Zarate remains in charge of transit under the 
bridges and Pilots must maintain VHF contact with Zarate while in this 
zone (Channel 14). (LSO 23) Vessels not carrying VHF must use 
medium wave. 

Shipmaster's Report: July 1983. 

The river at Zarate is wide and deep but the 8 old wharves are no 
longer used by oceangoing vessels and have silted up to depths of 10 ft. 
or less. 

MEDICAL: Doctor and hospital facilities available. 

TANKERS: Navipar Oil Terminal: See “River Plate” — “Shipmaster's 
Report’ dated September 1986. 

FRESH WATER: Available. 

FUEL: Not available. 

CONSULS: Italy is represented locally. All other consuls at Buenos 
Aires. 

REPAIRS: Small repairs can be effected. 


(See Plan) 


————— 


Ill. SOUTH ATLANTIC PORTS 


Bahia Blanca Mar del Piata Punta Ancla Rio Gallegos 

Caleta Cordova Necochea Punta Ciguena Rio Grande 

Caleta Olivares Puerto Belgrano Punta Colorado San Anionio del Este 
Caleta Olivia Puerto Deseado Punta Medanos San Julian 
Comodoro Rivadavia Puerto Madryn Punta Quilla San Sebastian 
Galvan Puerto Rosales Quequen Ushuaia 

Ing. White 


Team. ahi a TEE a EN SS 060 ELST ION 
Distance Table 


Montevideo and Buenos Aires to Ushuaia and intermediate ports 
Nautical miles 


Recalada Practicos 


La Plata 

Montevideo 16 ; ' 
Recalada Practicos 118 102 [nterseccion Practicos 
La Plata 108 92 19 Buenos Aires 
Interseccion Practicos 128 112 30 20 Mar del Plata 

; Necochea y Quequen 
Buenos Aires 206 190 292 302 302 RiateP area 
Mar del Plata 279 263 365 355 375 73 y ' d eon 
Necochea y Quequen 452 436 538 528 548 246 173 ae ae ans ; 
Arroyo Pareja 466 450 552 542 562 260 187 14 oe pei 
Ingeniero White 626 610 712 702 722 434 361 280 294 « ae so heeaaa 
San Antonio 671 655 757 747 767 479 405 316 330 227 Como eudalay hh 
Madryn 850 834 937 927 S47 658 584 500 514 411 274 ps ees 
Comodoro Rivadavia 891 875 978 968 988 700 642 568 582 473 345 156 ani ChE 
Deseado 1015 999 1101 1091 1111 823 762 682 696 603 473 293 153 Gan 
San Julian 1076 1060 1162 1152 1172 884 823 743 757 664 534 354 214 96 sre a 
Santa Cruz 1151 1135 1237 1227 1247 959 898 818 832 729 609 429 289 171 114 _~ Virgenes (Lighthouse) 
Gallegos 1167 1151 1253 1243 1263 975 918 838 852 759 629 449 309 200 146 67 Magellan Straits 
Virgenes (Lighthouse) 1182 1166 1268 1258 1278. 990 933 853 867 774 644 454 324 215 161 82 15 Ushuaia 
Magellan Straits 1376 1360 1462 1452 1472 1184 1135 1808 1094 1009 875 703 564 487 450 390 333 315 


iret a 


BAHIA BLANCA: 38.47 S. 62.16 W. (See Plan) 


(Incl. Galvan, Ingeniero White, Puerto Belgrano, Puerto Rosales, 
Punta Ancla and Punta Ciguena.) 

(Province of Buenos Aires) “B” category port. 

Also see "River Plate” — Shipmaster's report dated July/October 1983. 
N.B. Refer to Argentina, Section |. 
PORT LIMITS: Berthing priority is fixed when vessel arrives at No. 11 
Buoy in the channel entrance. 

Final berthing marks the commencement of time authorised for 
loading and/or discharging. 
DOCUMENTS: Required by foreign vessels. 

Registration Certificate. 

International Tonnage Certificate. 

International Freeboard Certificate. 

International Safety Certificates. 

General Declaration, Crew List and List of Passengers (signed by the 

Master). 

Sailing Clearance Certificate from port of origin or from last port of 

call, whichever the case may be. 
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APPROACHES /PILOTAGE: Entrance Channel. Commences at Rincon 
Light Buoy, which is a whistling Buoy, fitted with radar reflectors and is 
stationed some 17 miles S.S.W. from the Recalada Lighthouse. It is a 
large Buoy, painted with black and white vertical stripes, it can shift or 
be extinguished, being rather exposed. In case of doubt vessels are 
recommended to sound and stay outside the 10 fathom line until daylight 
or fog has cleared. Pilots must be requested 24 hours in advance. See 
“VHF”. 

From this Buoy vessels must proceed past Buoys 1 to 10, and the 
Bay Pilot comes aboard near Buoy 11 (39° 05’ S. and 61° 48’ W.). There 
iS no pilot ship on station, and vessels arriving at this point after sunset 
must stand off until daybreak, unless a Pilot has been ordered and is 
approaching, when vessels can anchor and wait near Buoy 11. To avoid 
delay and waiting time, Masters should keep Agents well advised by 
radio to station LPW 2, which listens from 0700 to 2400 hrs. on 500 kHz. 
from 19 to 25 minutes past each hour, every hour. As the coast is shallow 
here, with South or East winds it is advisable to stand well off at night 
as there is also a tidal current favoured by these winds. 

Locations where the Pilot can be taken on board are: Buoy 11, Buoy 
22 and exceptionally Buoy 1 (at Master's request). 


Pilot vessels intended for this service are: Launch ‘Skipper’ — length 
18.40 m., beam 5.6m., depth 2.60m., 85 h.p. engine, capacity 10 
persons, steel hull; Launch “Carumbe” — length 18.6 m., beam 3.6 m., 
depth 1.20m., 105 h.p. engine, capacity 10 persons, wooden hull; 
Launch “Alo” — length 10.46 m., beam 2.71 m., depth 1.74 m., 105 h.p. 
engine, capacity 10 persons, wooden hull. 

The Bay Pilot takes the vessel to the Bahia Blanca roads, which 
commence for Ing. White and Puerto Nacional between Naposta Brook 
and the South Elevator. For Galvan he takes the vessel as far as the 
South Elevator. At either of these points the port Pilot comes aboard for 
actual berthing operations. 

Vessels bound for Punta Ciguena, Punta Ancla, Rosales or Puerto 
Belgrano, take on their port Pilot (ordered in advance through the Agents 
by radio), at Buoy 17. 

In the access channel the following regulations must be observed: 

(a) in the areas included between the pairs of Buoys 07-08, 12-16, 
and 26—29, it is prohibited to approach or cross in front of any vessel 
which because of its draft has to remain in the centre of the channel, 
such vessels always having priority. 

(b) in the event of two vessels meeting whose drafts do not permit 
them to depart from the centre of the channel, the vessel leaving port 
has priority, the vessel entering having to effect such necessary 
manoeuvres So as to not interrupt its navigation. 

The access channel is 180 m. wide and is marked with light Buoys, 
which permits navigation by night. Between Buoys 12-16 the depth is 
30 ft. and in the access channel to port Ingeniero White, between pairs 
of Buoys 24 and 29, the depth is 33 ft. with a width of 170m. The 
maximum draft for vessels navigating the channel is 38 ft. 6 in., and 
dredging operations are in hand to bring the depth to 40 ft. at LW. 

Buoys 01, 02, 03, 04, 05, 06, 09, 18, 19, 20 and 21 are mid-channel, 
and all illuminated. There is a degaussing Buoy between Nos. 18 and 
19, conical, painted blue and white checks. 

Special warning. At very low neaps, and with strong North winds there 
may be up to 5 ft. less water than is shown on charts. 

Tidal range is 12.6 ft. at springs to 6.4 ft. at neaps, but as much as 19 ft. 
has been observed with S.W. winds, whose action is similar to the Plate 
winds. 

Inner Roads. From Ing. White to Galvan there is room for two vessels 
drawing 32 ft. to anchor, as well as a number of vessels drawing 24 ft. 
The access channel to Galvan has been dredged to 32 ft. for the new 
Inflammable berths, and a turning basin 400 m. in diameter at 33 ft. 
dredged due South of Galvan pier. The Inflammable berths are at 40 ft. 


Report: November 1987. 

The following telex was sent to a vessel by their local Agent. 

Quote 

Bahia Blanca Pilot Service: 

Please note that pilot service at Bahia Blanca is very strict regarding 
compliance with regulations which refers to vessel's draft declaration. 

Shipping Agents must declare in writing on special form for request 
of pilots, vessel's draft forward and aft, as accurately as possible. 

Not more than one per cent of error is accepted. 

Should the difference between drafts declared by Agents when 
requesting pilots and the actual arrival/departing drafts of vessel be in 
excess of one per cent, high fines will be imposed by Coast Guard (pilot 
service). 

Kindly acknowledge receipt. 
Unquote 


Quote 

Bahia Blanca — Information — Important: 

Regulation No. 122/85 of Argentine Coast Guard addressed to all 
Shipping Agents. Free translation. 

We herewith request you to inform all vessels consigned to your 
agency, timely prior arrival to his port, that in accordance with Regulation 
O.M. 06/82 and Law 17.094, vessels must report when abeam of 
“Rincon” Light Buoy to Coast Station of Coast Guard “Bahia Blanca 
Prefectura Radio” L2N and L2H on Channel 12 and 14 respectively of 
VHF, the following details: 

A) Name of vessel 

B) Flag (Nationality) 

C) Call Sign 

D) LOA, Extreme Breadth, Draft, Speed 
E) Origin 

Furthermore, and in addition to the aforegoing, vessels calling this 
port must be informed, regarding the obligation to anchor at Buoy 4 and 
await the authorisation of the Naval Authority to anchor at Zone “Alpha” 
and/or “Bravo” according possibilities. 

Please note, that the non-compliance of above mentioned Regulations 
will place the Masters of the vessels and/or their representatives in a 
position to be fined in line with these regulations. 

Unquote 


Please note FYG, Zone Alpha refers to Buoy 11 and Zone Bravo to 
Buoy 17. 


ANCHORAGE: Anchorage for merchant vessels: Buoy 11, 7. The 
anchorage area has been rendered suitable for merchant vessels. This 
area is limited by six lit (white) buoys which mark a zone approx. 6 miles 
by 1.6 miles. Depth of water in the area is 10.5 m. 

Punta Ancla Oil Loading point: Constituted by a revolving buoy of the 
“Swedish” type, situated 1.25 miles to the East of the mid-channel buoy 
No. 9. It is recommended that vessels do not navigate in this area nor 
anchor to the North of the axis of the channel. 

Punta Ciguena Oil Loading Point: One mile to the South of Punta 
Ciguena is the oil loading point; its alignment for anchorage is 
036.7° formed by the front and rear buoys. 

Ingeniero White Roads: The port roads are considered to be from the 
mouth of the Naposta stream to the front of the Ingeniero White South 
Elevators Quays, and roads “B” as far as the quays of Puerto Galvan. 
At high tide, the banks cannot be seen. 


ARGENTINA 


RESTRICTIONS: Port is experiencing silting therefore depths should be 
checked prior to arrival/fixture. Long delays may be expected. 

Puerto Galvan: Night entries are not authorised, sailings being subject 
to favourable weather conditions. 

Shipmasters'’ Report: 1979. 

The Port Authority will not allow vessels with a list to sail. 

MAX. SIZE: Entry into the port is allowed for vessels up to 230 m. LOA 
with a keel clearance of 1 ft.; in the access channels the safety margin 
is 2.5 ft. In accordance with the current dredging conditions, this allows 
operation with 34 ft. 9 in. draft. (38 ft. 06 in. reported in January 1988). 
HEALTH: It is necessary to present: Crew List, Derat Certificate and 
Inspection Certificate of Maritime Health. 

The Ship's Agent carries out all orders for obtaining free pratique. The 
health inspection takes place normally at the mooring berth, and is 
effected by the doctor who comes on board. Notice must be given 24 
hours in advance of ETA, with indication of the port from which the 
vessel has recently left together with any intermediate ports of call. 
Likewise, an indication must be given of any illness on board, particularly 
anything of an abnormal nature. 

The Master of the vessel must indicate the number of crew members, 
passengers if any, and the non-existence of ‘plague’ diseases: Cholera, 
Yellow Fever, Exanthematous Typhus, Recurrent Fever and Bubonic 
Plague. Also there is a requirement for declaration that there is no 
transmittable illness on board. 

RADIO: LPW 2 on 500 kHz. A2, working frequency 431.5 or, LPW 45 
on 4415.8. A3. 

For weather forecasts in English, use either Radio Pacheco at Buenos 
Aires LPD 5 on 512 kHz. A2, or Radio Comodoro Rivadavia LPX 2 on 
474 kHz. A2. 

VHF: Pilots now use VHF, and Channel 12 is set as a “listening channel’ 
during transit of the entrance and the Naval Base at Belgrano acts as 
receiver/repeater. 

Channel 8 is kept for manoeuvring in port, after contacting tugs and 
walkie-talkies are used by Pilots and tugs in this band. 

Any “bridge to bridge” communications will use Channel 6, returning 
later to Channel 12. 

Channel 9 is reserved for oil tankers for Punta Ancla or Punta Ciguena. 

Channel 4 is reserved for Navy use in the Navy Base, but may be 
used in emergency. 

RADAR: No service available. 

TUGS: No tugs are required at Punta Ancla or Punta Ciguena. For 
Rosales and Puerto Belgrano tugs are requested from the Naval Base 
at Puerto Belgrano, and make contact between buoys 24 and 25. 

For the other ports (White, etc.) tugs come alongside in the anteport, 
where the port Pilot boards. 

Argentine vessels are berthed by the Bay Pilot at any of the berths, 
but foreign flag vessels take a Port Pilot, who comes on board at the 
Inner roads on one of the tugs, regulations for which are as follows: 

Vessels over 3,000 tons gross require 2 tugs, those from 500 to 
3,000 tons, 1 tug, and under 500 tons none. 

For the Iron mole, vessels up to 10,000 tons do not need a tug, from 
10,000 to 15,000 gross, 1 tug and over 15,000 tons 2 tugs. 

For Puerto Galvan, vessels over 3,000 tons gross take 2 tugs on 
entering, and one on leaving provided they berth bows outwards, 
otherwise they need 2 tugs. Between 1,000 and 3,000 tons, vessels 
take 1 tug when entering and leaving if they berth bow inwards. If 
mooring bow outwards they must take 2 tugs on berthing, but require 
none on leaving. 

These rules are for normal weather conditions. Masters can ask for 
more tugs, or alternatively not pass cables to the tugs if this could be 
dangerous to the vessel or tugs, but in this case, tugs must accompany 
the vessel during the manoeuvre to act in emergency. 

BERTHS: N.B. Agents must give 5 days’ advance Notice of Arrival of 
vessels to the Authorities, and check this with 48 hours confirmation of 
arrival. Tankers are exempt from this rule but must confirm arrival time 
at Buoy No. 4, 48 hours in advance. Precedence for berthing granted 
in accordance with arrival at Buoy 11 at the entrance channel. All 
requests for free pratique by radio are made in the usual manner to 
Agents, with 12 hours advance notice. 

The ports in the Bahia Blanca area are, from East to West: 


Punta Ciguena ; 
adjacent to each other between buoys 21 and 
Fuerte Hoeales 22 of the access channel. 


Puerto Belgrano 

Ingeniero White approx. 14 miles West of Puerto Belgrano. 
Puerto Galvan approx. 2 miles West of Ing. White. 

Punta Ciguena and Punta Ancla 

At Punta Ancla (near Buoy 21) there is a SBM in 60 ft. depth. The 
buoy is 2,000 m. offshore. The size of tanker is governed by the depth 
in the access channel of 38 ft. 6 in. The oil is pumped to tanks 10 miles 
away at about 3,000 cu.m.p.h. The tanker is connected to 2x 12 in. lines. 

At Punta Ciguena (Buoy 22) there is also a similar SBM. 

Puerto Rosales 

Puerto Rosales is a port used by launches servicing ships anchored 
in the roads for crew changes, provisioning, repairs, etc. YPF, in 
particular, use it in support of their tankers. 

Puerto Belgrano (Naval Base) 

The entrance channel, 2 miles West of Punta Ciguena buoys, is 
1.7 miles long, 150 m. wide and dredged to 30 ft. at zero. 

Being a Naval base, care must be taken to observe regulations. In 
daytime signals are hoisted at the head of Mole C, and at night lights 
are shown at a height of 34.5 m. from the signal station, being visible 
for ten miles. A strong green light prohibits entry, and a white light above 
green prohibits sailing from the port. Two green lights, vertical, both 
entry and leaving prohibited. 

Gunnery Exercises. Captains are warned that in order to avoid any 
danger, the greatest care should be taken when navigating or anchoring 
in the security zone, between the coast and an imaginary broken line 
which passes through the following: 

(A) Lat. 39° 00’ 01” S. Long. 61° 37’ 01” W. 

(B) Lat. 39° 05’ 02” S. Long. 61° 40’ 01” W. 
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(C) Lat. 39° 02’ 05" S. Long. 61° 47’ 09" W. 
(D) Lat. 38° 58’ 02” S. Long. 61° 51’ 00" W. 
Danger Zone. Situation Lat. 38° 53’ S., Long. 62° 06’ W. (approx.). 

During gun practice at the Naval Base of Puerto Belgrano, navigation 
is prohibited in the circular area of 180° from the central point of the 
Signal Station which extends from 152° to 332°. The boundary of this 
area passes 9 miles off the Signal Station. 

While gun firing is being carried out, the Signal Station will hoist during 
the day 2 "B” flags of the International Code on the same yard-arm. 
This signal will be hoisted half an hour before practice commences and 
will be furled when firing ceases. 

At night the signals will be substituted by 3 vertical lights, the top one, 
red, and the following two, white. In addition a searchlight will sweep 
the zone every 15 minutes, casting a beam of 3 minutes duration. 

The Prefecture of Ingeniero White will notify all ships in good time of 
the expected hour and date on which firing practice will commence. 

Should exercises not commence on the date and hour fixed for same, 
the fire signal will be hoisted half an hour before the appointed time, 
and on the other yard-arm, the flag “N” (negative of the International 
Code). These signals will be shown for half an hour from the time they 
are hoisted. 

During exercises, the firing intervals will be signalled in the following 
form: during day, by hoisting “N” flag, and at night by 2 vertical lights; 
the top one white, and the bottom one, green. 

Ingeniero White (See Plan) 

Berths 1, 2, 3 and 4: Reserved for auxiliary vessels. 

Berths 5 and 6: Assigned for loading cereals, length 300 m., dredged 
to 29 ft. Berth has 12 tubes and 2 belts of 480 t.p.h. capacity. Max. LOA 
230 m. Max. sailing draft 37 ft. 06 in. 

Berths 7 and 8: Same as Berths 5 and 6. Max. LOA 200 m. Max. sailing 
draft 36 ft. 06 in. 

Berth 9: Assigned for loading cereals. Possibly general cargo using 
ship's derricks. Length 234 m., dredged to 40 ft. Berth has 5 tubes with 
a total capacity of 1,000 t.p.h. Max. LOA 230 m. Max. sailing draft 38 ft. 

Also see “Shipmaster's Report” dated February 1988. 

DEBA Wharf: Berth for discharging coal to power station. Since accident 
at No. 9, the berth has been used for loading grain from trucks. There 
are 4 travelling gantries on rails, each with a belt and chute and a rate 


of 150 t.p.h., giving a max. rate of 600 t.p.h. Max. sailing draft 38 ft. 06 in. 


Iron Quay: Being dismantled. 

Berth 10: Out of service. 

General Cargo Quay, Berths 17, 18 and 19: Witha total length of 430 m., 
Depth 20 ft. Has 4 cranes of 1,500 kgs. capacity. 

Berth 20: Length 211 m., and dredged to 25 ft. (6m. from the quay). 
Berth has 4 cranes of 3 tons capacity. On these quays there is a useful 
working width of 25 m. on which it is possible to work with wagons and 
lorries. 


Shipmasters Report: February 1982. 

Ingeneiro White Elevators: 

Documents: 6 Crew Lists. 

Approaches & Pilotage: The line of buoys from the Rincon Light Buoy 
No. 1 cannot be relied upon and a vessel should remain to the South 
by some miles as the weather is frequently altering the relative positions 
while shoaling at No. 5 is considerable. 

The Outer Bar between the No. 7 and 8 pairs is shoaling from the 
West but if the tide is low or falling after half tide, it is worth trying to 
call Bahia Blanca Pilots on Channel 16 VHF for advice on the relative 
depths prevailing. This bar is not dredged with any regularity and 
soundings are taken less frequently than with the Canal Principal, hence 
a vessel entering to anchor with a deep draft from loading “up coast” 
is cautioned regarding the “alleged” 10 m. prevailing. 

The anchorage is not good, being of uncertain bottom nature and 
dragging is frequent. There is more space near to Buoy 11, the position 
of which has been altered, but the strongest winds are from the South 
and South West hence any dragging leaves little margin if in this section. 

Pilotage is available from Buoy 6 at DOUBLE fees for both boat and 
Pilot. 

The pilot launch is a large black high speed launch with white 
wheelhouse and “Prefecturar” in white on the starboard side ‘‘Praticos” 
on port side. The Pilots usually give a call when leaving their base at 
Puerto Rosales thus affording about 1 hour's warning. The Pilot 
messages are also sent from the Puerto Rosales Control Centre of the 
Prefecturar or Coast Guard who will supply the Pilot with tidal information 
obtained from the radio connected gauge to the East of the Outer Bar 
and showing a green light. This is essential as, despite the large modern 
dredger operating almost exclusively in the Canal Principal, there are 
depths well under the 10 m. claimed, especially near Buoy 13 Red and 
between 13 and 14 on the East side of the channel where the movement 
of the bank is not yet controlled. 

It is planned to dredge a new channel directly towards Rincon Buoy 
but parallel to the coast to the East of the inner buoyed anchorage, but 
this is only now being subjected to surveys for assessing the dredging. 

The buoyed channel from Belgrano inwards to the eievators is subject 
to problems as the buoys shift their positions and dredging has to be 
frequent to be effective throughout yet the loading berths are reported 
to require little work to keep their 30 ft. depth. 

Stevedores: An 18 hour day can be worked. 


Puerto Galvan (See Plan) 

Berth 1: Assigned for general cargo, with a length of 150m., and 
dredged to 25 ft. No cranes. 

Berth 2/3: Length of 270 m., and dredged to 25 ft. Berth has an elevator 
for loading oil-seed by-products, rate 800 t.p.h. Vegetable oil loaded by 
Pipeline at 450 t.p.h. Max. LOA 225 m. 

Berth 5: Assigned to general Cargo, with a length of 150 m., and dredged 
to 29 ft. Berth has 2 modern cranes with a Capacity of 35 tons at 16 m. 
radius, and 20 tons at a 27 m. radius. Containers handled. 

Berth 6: Assigned to general Cargo, with a length of 115 m., and dredged 
to 25 ft. No cranes. 
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Berths 7, 8, 9 and 10: Assigned to auxiliary craft and possibly general 
cargo for small craft with lengths of 60 to 65 m., dredged to between 
15 ft. and 20 ft. 

Inflammable Quay: 2 berthing fronts of 370.80 m. each, dredged to 40 ft. 

Each berth has a platform of 30.80 m. length and 20.80 m. width. 

Berth No. 1 is intended for oil and its derivates, and Berth No. 2 for LPG 

and petrochemical products. Minimum LOA permissible is 110 m. 

CRANES: The Puerto Belgrano Naval Base has a floating crane of 

50 ton capacity, which can be hired. Also see “Berthing”’. 

SPECIAL CARGO HANDLING FACILITIES: The cranes located at 

Berth 5 of Puerto Galvan are suitable for handling small containers and 

have grabs of 8 cu.m. Capacity for operation with bulk cargo (minerals, 

by-products, etc.). 

The port has mobile cranes of up to 45 tons capacity. The stevedoring 
companies have vehicles with automatic elevators and various 
equipment basically suited for loading boxes of fruit, loading and 
discharge of boxes of trozen fish, etc. There are no special facilities for 
Ro/Ro traffic. The elevator quays have special installations for bulk 
loading of cereals. 

BRIDGES: There are no bridges in the access channel or in the port. 

STEVEDORES: Permanent stevedores available, no prior advice being 

required for their availability. The vessel requiring labour must present 

their order 45 minutes prior to the contracting time to the Port Captaincy 
at the Contracting Centre. 

Contracting times are 0630, 0930, 1230, 1530 and 1830 hrs. (on this 
shift contracting is also made for night working). 

The usual working period is from 0700 to 1900 hrs. from Monday to 
Friday, and from 0700 to 1300 hrs. on Saturday. Nevertheless, it is 
possible to operate 24 hours a day, including Sundays and Holidays, 
but premium rates for this will apply. 

MEDICAL: All kinds of medical treatment are available, there being 

various state and private hospitals. For very specialised treatment, in 

extreme cases, evacuation to the city of Buenos Aires is possible. 

TANKERS: See “Berthing” — Punta Ciguena and Punta Ancla. 

DRY DOCKS: Capacity of the dry docks are: 

No. 1 215m. LOA, width on the sill 22.12 m. or at 34 ft. above the sill, 
26.25 m. 

No. 2 235.45 m. LOA, afloat, or 205 m. closed there is also a floating 
dock for smaller vessels 65.8 m. LOA, beam 13.46 m., capacity 
up to 750 tons. 

The dry docks are located at the Puerto Belgrano Naval Base, and 
vessels of the Argentinian Navy have priority of usage. 
SURVEYORS: American Bureau, Norske Veritas, Bureau Veritas, 
Lloyds (insurance only). 

HATCHES: Work on deck is prepared by the stevedores during working 

hours. Preparation of the gangway to be effected by the ship's crew. 

Stevedores only will close and open hatches with mechanical means. 

Covered ways will be closed and opened by the stevedores. 

LOAD-LINE: Vessels North- or East-bound may load to Summer Marks 

all year round. 

WEATHER: Average velocity of winds is 11 knots, direction North and 

N.E. 30%, and West and N.W. 32%. 

Rainfall averages 558 mm., with July/August the driest months. 

Maximum temperature in Summer about 31°C, with an absolute 
maximum of 42.5°C, and a minimum of about’ 15° C. In Winter, 
maximum of about 15°C, average minimum 3.5° C, and absolute 
minimum minus 8.8° C. 

DENSITY: 1025. 

FRESH WATER: Available at any berth at Ing. White, Galvan and Puerto 

Poin Appt at 10 t.p.h. and by barge at anchor (capacity 350 tons). 

FUEL: All grades available ex-wharf or by barge. 

GANGWAY/DECK WATCHMEN: Vessels Agent must ask Port 

Authority for watchman. 

FIRE PRECAUTIONS: Tankers, during loading or discharge operations, 

whether in port, in the roads, at loading points or to other vessels, will 

comply with the following requirements: 

All conduits for loading or discharge of hydrocarbon oils which are 
land-based for connection to a tanker vessel, must have insulated 
installations, or, in the absence of same, non-conductive hoses must be 
used in such a way as to constitute an insulating circuit between the 
main pipe-line and the connecting flange with the ship. 

Pipe-lines carrying hydrocarbon oils, converging on the quay, must 
be earthed in an effective manner, in the immediate section adjacent to 
the existing insulating flange on the quay or in the section of hose which 
is not electrically conductive. 

In the event of pipe-lines being used with cathodic protection 
connected to the vessel with non-conductive loading hoses, insulating 
flanges must be fitted at their ends. If the pipe-line does not have 
cathodic protection, it must be earthed conventionally. 

At the commencement of and during operations, tankers must fly the 
“B" flag during hours of sunlight and during the rest of the day a red 
light in adequate safety conditions. 

It is necessary to check that the connecting hoses for loading and 
discharge operations are in good condition, do not show any cracks or 
any signs of deterioration. 

It is necessary to check that the connecting flanges, when they are 
bolt-connected, are fixed with all the bolts which they require, and when 
they are of another type, they must fulfil also the maximum requirements 
of mechanical efficiency for prevention of oil leaks. 

Beneath each of the connecting flanges must be installed drip trays 
to prevent product reaching the water or the quay; in the same context, 
all loading deck scuppers must be blocked. 

Loading hoses must be installed in such a way that there are no sharp 
bends nor sudden changes of direction. In the event that the hoses have 
to rest on sharp edges, adequate protection must be used, to prevent 
any possibility of wear. 

In the event of excessive movement in the berthing area, either during 
bad weather or due to the manoeuvring of an adjacent vessel, pumping 
of the product must be Stopped. Likewise, if there is any untoward 
occurrence, such as fire or explosion on the quay or in the quay safety 


area, on adjacent vessels, or in the event of electric storms of great 
intensity, or if leakage of the product is observed, pumping must be 
stopped. 

In the event of operations at loading points with long pipe-lines 
connected to the land, approved communication systems must be used 
between vessel and the shore to permit the need to stop operations 
immediately in the event of damage to the pipe-line or any other 
untoward occurrence. 

Whenever it may be necessary to keep open any observation cover 
of a tank the flame prevention fabric must be positioned. 

Constant vigilance must be maintained at the access to the vessel 
and on deck to prevent the entry of unauthorised persons. 

With the exception of very high frequency equipment, which are safe 
for use, the vessel's radio/electrical equipment must not be used, the 
wireless room being sealed. 

Loading and discharge of tanks must be effected solely by the 
corresponding pipe-line, the usage of the integral outlets of the tanks 
being prohibited. 

Double berthing of vessels is not permitted, unless they are carrying 
out operations of lightening, repairs or in the event of emergency. 

A foam extinguisher must be placed next to the connecting flange of 
a hose, and the fire pump must be maintained operational, except where 
the latter incorporates a remote control system which is approved. 

The hose at the loading point and on the main deck must have a 
proper sealing joint in its unions. 

The sealed doors on the main deck must remain closed. 

Tankers effecting operations between one another, in the roads or at 
suitable anchorages, must have main engines ready to manoeuvre at 
all times; likewise, the necessary personnel for operations of anchors, 
chains and mooring equipment. 

Masters or Owners are obliged to order cessation of any operation, 
and to request, if necessary, the collaboration of the Maritime Authorities, 
whenever at the operations quay or in its safety area, in the vessel 
operating under their control, the requisite safety stipulations are not 
being met. 

During degassing operations, those involved with cleaning, repairs 
and maintenance, tankers must comply as follows: during degassing 
operations, no passengers or other unauthorised persons must be on 
board the vessel. 

Whilst gasses are being liberated during the degassing process, the 
use of galleys must be reduced to a minimum, and open flame burners 
must be sealed, except boilers and heaters. Under the same 
circumstances, openings to quarters on deck must be kept closed, so 
as to obviate any contamination, and smoking must not be permitted 
anywhere in the vessel. 

Boilers must not be lit up, and the combustion pattern must not be 
altered. 

On decks no rags, or absorbent material impregnated with fuel may 
be deposited. Such material must be placed in adequate receptacles, 
with covers, for transporting away from the vessel. 

When opening covers, and parts of them have to be struck, only anti- 
spark tools must be used. 

Tankers effecting minor repairs, which do not involve cutting or 
welding of metals but cause sparks or other risky operations of a similar 
nature, must carry out such work only at the quays in the oil area 
appropriately equipped, or outside the oil area. When work of a greater 
magnitude is carried out, this cannot be effected at the special quays, 
except where reasons of emergency dictate, and in any case only after 
prior permission has been obtained from the Prefecture. 

All degassing operations or opening of tanks not certified as being 
gas-free are prohibited in the ports, docks, breakwaters, piers or quays 
intended for operation with combustible or inflammable products or 
hydrocarbon derivates. 

The tasks of washing or cleaning of tanks in port, docks, breakwaters, 
piers or quays intended for operation with combustible or inflammable 
products or hydrocarbon derivates may only be effected when a 
Certificate for Safety of Work has been issued. 

Cleaning or degassing of tanks is prohibited in vessels carrying out 
movement operations of combustible or inflammable products which are 
hydrocarbon derivates in ports, docks, breakwaters, piers or quays. 
CONSULS: Belgium, Chile, Denmark, Greece, Italy, Netherlands, 
Norway, Peru, Portugal, Spain, Sweden. 

REPAIRS: All classes of repairs possible including dry-docking. 
CUSTOMS ALLOWANCES: 60 cigarettes and 1 litre of liquid per day. 
No cigarettes or alcohol may be taken ashore. 

REPATRIATION: Possible. 

AIRPORT: Regular air service with Argentine cities. 

TIME: GMT minus 3 hours. 

HOLIDAYS: (a) National holidays — January 1st, Good Friday, May 1st, 
May 25th, June 20th, July 9th, August 17th and December 25th. 

(b) Not worked — Holy Thursday — December 8th. Nevertheless, the 
port can work; The stevedores receive an extra of 75% on their pay. 
POLICE/AMBULANCE/FIRE: Argentine Naval Prefecture is 
responsible for port safety, Tel: 71720/71727/71833. Ingeniero White 
Volunteer Fire Brigade, Tel: 70115. Ambulance of the Port and Maritime 
Chamber can be requested from the hospital at Ingeniero White, Tel: 
70267. 

TELEPHONES: There are no facilities for installation of telephones on 
vessels at the quay. The offices of Maritime Agents, stevedoring 
contractors and official bodies have telephones and telex. There are 
public telephones at the dock gates at Puerto Ingeniero White and 
Puerto Galvan. 

SERVICES: These can be obtained via private firms. 

SHORE LEAVE: No restrictions. 

IDENTITY CARDS: Seaman's Book is sufficient. 

REGULATIONS: 

a. Owners and Maritime Agents must communicate to the Port 
Captaincy and Port Administration the intention to position the vessel 
for loading and/or discharge five days in advance (exception to this is 
made for tankers and grain ships). 
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b. ETA at buoy 11 must be confirmed 48 hours in advance (including 
tankers and grain vessels), indicating overall length, estimated draft on 
arrival and departure, and type of operation to be effected, with 
specification of tons, packages or volumes to be loaded or discharged. 

c. At anchorage at buoy 11 or on passing it, in the event of direct 
entry, ETA must be confirmed. This time gives the priority for entry, 
provided the previous communications have been made. 

d. Minimum quantities authorised for loading and discharge are: 

Cereals 10,000 tons per day 
Fruit 21,000 boxes per day 
Loading frozen fish 600 tons per day 
Discharge of frozen fish 200 tons per day 
Other cargoes: The Port Administration determines this in each 
individual case. 

e. These and other regulations with regard to the operations of loading 

and discharge, obligation to free quays, etc., are recorded in a Circular 
issued jointly by the Port Captaincy and the Port Administration. 
DELAYS: Normally, there are no delays in berthing of vessels, although 
occasionally during the peak period for cereal exports grain ships may 
be delayed. It can be considered that vessels load as quickly as they 
can receive if the cargo is in port. 
DEVELOPMENTS: With the dredging work already carried out in the 
entry channel, and that which is to be effected in the access to the 
elevators, it is expected that vessels of up to 40 ft. draft can operate. A 
study carried out under the auspices of the P.N.U.D. is on the point of 
being implemented, under which a notable improvement will be made 
in the loading conditions of cereals by means of the construction of a 
new elevator, remodelling those already in existence, construction of 
three quays in place of those already there, construction of waiting 
berths, etc. 

Construction of 3x160,000 tonnes silos is to be undertaken. 
Construction of the first silo will start in August 1988 and the silo will be 
ready in September 1989. The second silo will be ready in December 
1989 and the third ready in March 1990. 

The facility is expected to handle vessels of 150,000 d.w.t. 


SHIPMASTER’S REPORT: July 1980 

Documents: See ‘Guide to Port Entry’. 

Pilotage: Pilot boards at Buoy No. 11 and requires 48 hours’ notice. 
Pilotage compulsory. Vessels are not able to dock or undock at berths 
19 or 20 without the aid of a Pilot. 

Restrictions: Vessels are able to enter and leave during hours of 
darkness. 

Max. Size: LOA 200 m. Max. draft: 36 ft. The mean tidal range is 12 ft. 
Keel clearance of | ft. required. 

Tugs: Vessel is required to use tugs. 3x 1,250 h.p. and 11,200 h.p. 
available. 

Radio: Bahia Blanca Radio (LPW). Telephone Nos. of the radio station 
are 29347,22418 and 22413. 

VHF: Pilot and Port Authority on Channel 16. 

Berthing: Vessel berthed at general cargo berth No. 19 which is 21 miles 
from the entrance. Max. size of vessel that can safely berth is 200 m. 
LOA and 32 ft. draft. The least depth of water in the channel from sea 
to berth is 36 ft. and the mean tidal range at the berth is 12 ft. Nature 
of bottom of the berth is mud/silt. 

Consuls: Greece, Germany, Spain, Italy, Sweden, Chile, Norway and 
Denmark. 

Services: The following services are available: Fresh water, fresh 
provisions, minor repairs, dry dock, machine shop, airport, surveyors, 
laundry services, bunker fuel oil, gas oil, lubricating oil, doctor and 
hospital, groceries and meats. There are no slop facilities. 

General: Vessel arrived at pilot station at buoy No. 11 at 0800 hrs. as 
arranged, but had to wait until 0900 hrs. for Pilot to come alongside. 
Whilst waiting it was very difficult to keep vessel in position between 
sandbanks with floodtide running. 

Approach to port not the best as only one buoy lit and the first two 
buoys missing completely of the first five approach buoys. 

Vessel docked about one hour before high water, starboard side-to 
at berth No. 19. Draft of vessel, forward 13 ft. 11 in., Aft 20 ft. 07 in. 

As expected vessel was aground at low water. Vessel was sounded 
round and it was estimated that water at berth on low water 17 ft. forward 
and 20 ft. aft (difficult to be accurate as all soundings showed very soft 
silt). 

As loading progressed vessel was aground as much as 2 hours before 
low water. 

Intakes for this vessel are all on the port-side, but even so the intakes 
are only just above mud level, which naturally meant that the fire main 
could not be used at low water (being choked with mud), and the toilets 
were being flushed with solid mud. 

| asked the docking Pilot when he next expected the berth to be 
dredged (in the past dredging had taken place during the month of 
January) he stated that “the dredger they have is old and new dredgers 
are expected”, however, the Government is concentrating on developing 
Puerto Madryn. 

Many local trawlers have already moved their home base to the South. 

Berth No. 20 has | believe slightly more water. River berth now 
unusable as the mooring bollards are missing. 


SHIPMASTER’S REPORT: February 1988. 

The vessel arrived from the River Plate and anchored independently 
in anchorage “A”. Contact was made with Bahia Blanca Port Control 
(L2N) on VHF Channel 12 when passing El Rincon light buoy (Buoy 
No. 4) and again on anchoring. The Agent also checked the vessel's 
progress by their own VHF, and requested a telegram confirming time 
of anchoring. 

Anchorage “A” was occupied by 6 ships increasing to 8 ships soon 
after we arrived. Of these, 5 vessels were delayed by lack of cargo 
papers to load for the Middle East. Anchorage “B” held some 11 ships, 
but all were Argentine tankers and not part of the queue for the grain 
berths. 
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After a 5 day wait, the vessel was ordered in for loading. Arriving off 
Ingeniero White about 2.5 hours before high water, swinging round to 
Starboard without tugs, close above the first red beacon. The vessel 
waited with 2 lengths of cable in the water, making fast tugs during the 
interval. 

3 ship's lines required for the two-funnelled tug aft, and 2 lines required 
for the Japanese “duckpeller” type tug forward. This was reversed on 
departure, with the two-funnel tug forward. The vessel berthed stern first 
starboard side to Nos. 5/6 Berths at 0100 hrs. Inspection party of one 
man (Coast Guard) boarded. 

Loading commenced at 0700 hrs. and continued until 2200 hrs. As 
No.7/8 was empty the ship had the use of 4 pipes for a while. Otherwise 
2 of the 12 pipes may be used. Loading rates varied but might average 
600 t.p.h. for two pipes. 

The depth in berth was found to be 25 ft. 03 in. on the fenders, and 
28 ft. when vessel slid some 8 ft. off the fenders during low tide. Work 
continues while the ship is aground. Half day worked on Saturday and 
no work on Sunday. 

It is the preferred practice that the vessel finished the cargo on the 
rising tide, after coming afloat so that draft and list can be checked. 

The departure draft is read by the Coast Guard, Harbour Pilot and 
River Pilot. It is illegal for a grain ship to sail witha list. The Sailing draft 
had been 38 ft. 00 in. but reduced to 37 ft. 06 in. while negotiations were 
going on for 37 ft. 02 in. and later 36 ft. 06 in. The controlling bar being 
between Buoys No. 12 and 15, the dredger is out of use due to a broken 
cylinder block requiring a replacement from Europe. 

A new wharf has been built slightly downstream to service a power 
station, but has been equipped to load grain from road transport. The 
depth is said to be 39 ft. below chart datum. 

The No. 9 Berth silo has been damaged by a series of explosions 
and is out of use. Alternative arrangements have been made for a 
mixture of temporary towers and mobile conveyors to load grain from 
road transport. It is reported that this system has many problems and 
delays. Other than for ships over 220 m. it is possibly the last choice 
for loading from the 4 berths. 

Provisions were delivered alongside, but still with a Customs, 
Stevedores and transport surcharge. A number of cases of vegetables 
were sent back as not being of adequate quality. The village of Ingeniero 
White is conveniently close by for personal shopping, shop hours being 
0800-1200 and 1600-2000 and banks, etc. from 0800-1300. 

The Argentine Press had reported that a contract was to be signed 
between the Argentine Government and a Russian consortium to dredge 
Out and recondition the Port of Bahia Blanca. The figure of 45 ft. at high 
water was being discussed, but how far in the future and how long it 
would be sustainable, is unknown. 

On sailing at the beginning of neap tides, the vessel was anchored 
at Buoy 17, to await the next high water. Vessel then anchored again 
near Buoy 11 to await the next tide, after which the ship was able to 
proceed independently after reporting to VHF Channel 12 (L2N) to 
confirm that the tide had actually risen. 

A shortage of displacement compared with the stated loading figures 
was also experienced of about 2.5%. Though reported on the Saturday 
before sailing on the Monday, apparently there was no way of obtaining 
Correction of blatant errors. All concerned were aware of the problems 
in the previous port of Rosario. 

The Approach buoys were in a mixed state, Buoys El Rincon to No. 4 
could be seen to be in a staggered line. Speed was restricted from Buoy 
No. 2 due to limited depth under keel. The direction from No. 4 to No. 
5 to No. 6 bent to the Southwest. The No. 7 port hand (black) buoy was 
missing. The No. 8 port hand (black) and No. 10 port hand appeared to 
be displaced Southward. No. 11 was missing, while an unknown rogue 
buoy was floating about to the Southwest of that position. 

No. 9 and No. 10 were believed to be extinguished. 


AUTHORITY: Capitan de Puerto Bahia Blanca. 


COMODORO RIVADAVIA: 45.51 S. 67.27 W. 

(Province of Chubut) “B” category port. 

N.B. Refer to Argentina, Section 1. 

On the San Jorge Gulf, 947 miles South of Buenos Aires. 
PILOTAGE: Compulsory. Pilot ordered by Agent 48 hours in advance 
of arrival. 

ANCHORAGE: Anchorage within the five or six fathom line offers little 
difficulty for regular work to lighters, but the reserved zone off the YPF 
Pier must be respected. 

RESTRICTIONS: Port should be entered at high water in daylight only. 
Tidal range from 19 ft. 6 in. to 7 ft. 4 in. 

MAX. SIZE: Dry Cargo, Length 150 m., draft 15 ft. Tankers up to 30 ft. 
draft. 

RADIO: For radio regarding free pratique, or reporting ETA call LPX 2, 
on 474 kHz. This station transmits weather forecasts in English at 
0400 hrs. and 1800 hrs. GMT. 

TUGS: See “General” before first port. 

BERTHS: The main part of the port consists of: 

National Wharf: At the end of the breakwater built over the Punta Borja 
reef, and still unfinished. It is L shaped, presently 1,160 m. long with a 
depth of 17 ft. (Max. draft 15 ft. ). On the inner side the depth is 15 ft. 
The breakwater gives some protection from the S.W. and S.E. winds, 
but vessels with large superstructure should not go alongside, and it is 
recommended to leave the pier after work is finished each day in case 
North or West winds blow strongly. 

Cranes: 160 ton (often under repair), 3x7 tons and 2 mobile cranes 
Pa 5 tons and 25 tons capacity. YPF have 2 floating cranes for heavy 
lifts. 
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General Mosconi Pier: Built over the Coronel Reef a short distance North 
of the town. It has a length of 956 m. and 21 ft. at low water. It is used 
exclusively for discharging Cargo consigned to YPF and for loading their 
oil and other products, so that special permission from YPF is required 
to operate here. There are 2x15 ton cranes and 14 ton crane on the 
mole. 

The privileged zone extends 150 m. either side of an imaginary line 
Projected from the mole, and 2,500 m. seawards, reserved for tankers 
loading YPF products, and other vessels cannot Moor in this area. There 
are S mooring buoys, two each side of the mole near to its head, the 
fifth is 200 m. from the beacon at the sea end of the mole bearing 020°. 
CARGO: It is advisable to stow inwards Cargo aft for this port, as lighters 
lying at hatches one or two receive little Protection from sea and swell, 
and in any case, owing to the limited number of lighters, vessels usually 
work with two or three gangs at most. 

To avoid loss of time, it is the custom in this port to leave the sling 
loads “as is” in the lighters and therefore a larger quantity than usual 
of slings have to be hired from the Agents. 

It is advisable to establish in Bills of Lading that lighterage is at the 
risk of the cargo. 

MEDICAL: Hospital available. 

TANKERS: The oil berths within the Comodoro Rivadavia port area are, 
from North to South: 

Caleta Olivares, at 45° 46’ S. and 67° 22’ W. 

A loading berth for crude, with berthing in daytime only. A minimum 
of 6 hours advance notice of arrival must be given to Agents in Comodoro 
Rivadavia. There is a launch which assists in mooring to the 4 buoys, 
which are cylindrical painted black and clearly numbered. There is 
another cylindrical buoy, also black, but unnumbered marking the end 
of the line. 

Loading is through 1x14in. line at 550 cu.m.p.h. 
communications maintained with the shore. 

Caleta Cordova, at 45° 43' S. and 67° 21' W., some 12 miles North of 
Comodoro Rivadavia. 

SBM: Located 3 miles offshore and 1.5 miles South of Astra Beacon. 
Max. size 100,000 d.w.t. Depth 95 ft. 1x30 in. pipeline for loading crude 
and 1x14in. line for deballasting. Loading rate for crude is 
3,500 cu.m.p.h. 

When SBM under repair, vessels moor to 6 buoys in a depth of 34 ft. 
and load at a rate of 1,200 Cu.m.p.h. through a 14 in. line. Ship's anchors 
also used. . 

Caleta Olivia, the third oil-loading berth, is South of Comodoro Rivadavia 
at 46° 26' S. and 67° 31' W. 

A small wharf, 70 m. long, is used for discharge of lighters or landing 
boats at high tide only. Stores are available here, and the small town is 
connected by phone with Comodoro. 
SBM: 3,000 m. offshore. Depth 115 ft. Max. size 100,000 d.w.t. Crude 
oil is loaded through a 30 in. pipeline at 3,800 cu.m.p.h. 
Buoy Mooring: Located 2 miles South of the SBM and 2,000 m. offshore. 
Loading rate 1,000 cu.m p.h. 
WEATHER: Average wind velocity 17 knots, with 79% from S.W., W. 
or N.W. 

The port is open to N.E. and E. winds. 
Rainfall is scarce, 189 mm. yearly, evenly distributed. 
Temperature: Summer maximum is 25.5° and minimum 13.4°C, while 
in Winter maximum averages about 11° and minimum 3°. 
FRESH WATER: Obtainable at National Whart and General Mosconi 
Pier. Ships supply own hoses. 
FUEL: Fuel oil and diesel available at the General Mosconi Pier in 
Comodoro Rivadavia. 
CONSULS: Belgium, Chile, Greece, Italy, Netherlands and Spain. 
REPAIRS: Urgent repairs can be Carried out by the oil companies, and 
there is a permanent service of divers, equipped to operate to 150 ft. 
WATCHMEN: Recommended. Normally arranged by Agent. 
HATCHES: According to port regulations, stevedores open and close 
hatches at commencement and end of cargo operations. 
CUSTOMS ALLOWANCES: Only sufficient for normal daily 
consumption on board. Custom House. Fully authorised for import/ 
export cargo, including reception of explosives for commercial use. 
AIRPORT: Situated 11 km. from port. Daily services to Argentine cities. 
POLICE/FIRE/AMBULANCE: Regional Hospital 2451; Clinica Central 
2282; Police 2778; Fire Brigade 2505. 
TELEPHONES: No connection aboard vessels. 
DEVELOPMENTS: Dredging to increase depth to 26 ft. alongside 
wharves. 
AUTHORITY: Capitania de Puerto de la Patagonia. 


VHF 


MAR DEL PLATA: 38.00 S. 57.32 W. 


(Province of Buenos Aires) “B” category port. 
N.B. Refer to Argentina, Section 1. 

On the Atlantic Coast, 302 miles from Buenos Aires. 
APPROACHES: The port is some 3 miles South of the main town, 
sheltered by 2 breakwaters (Northern arm 1,099 m. long, Southern arm 
2,750 m., entrance, facing North 300 m. wide). Both breakwaters carry 
roads and access is open to all traffific, so that car headlights and street 
lighting can cause confusion at night on taking the Southern bearing. 
DEPTHS: The dredged channel is Officially 100 m. wide, but dredging 
iS Now only occasional, and the official depth is 24 ft. and tidal ranges 
3 ft. 8 in. Spring to 1 ft. 2 in. Neaps, with constantly forming sandbanks 
off the South breakwater. 

There is often a heavy swell in this port, causing vessels to range in 
all berths, fenders being essential. It is safer to lie outside in 36 ft. to 
42 ft. if awaiting berth than in the anteport within the breakwaters. 
PILOTAGE: Pilotage compulsory. Pilots requested through Agent, at 
least 12 hours in advance. 

Pilot boat about 8 m. long, grey-white in colour. Pilot boards 
approximately 1 mile from port entrance. 


(See Plan) 


ANCHORAGE: The best anchorage bears 191°0n the Southern 
breakwater light beacon and 313° on the Cape Corrientes Buoy, or even 
farther out. Holding ground is good and strong winds may safely be 
ridden out here, even with a big swell. 

MAX. SIZE: Draft dependent on state of tide. Keel clearance of 2 ft. 
required. Normal maximum draft 27 ft. O6 in. at HW, but greater in best 
possible conditions. 

RADIO: For radio regarding free pratique or reporting ETA call LPM 2 
on §12 kHz. A2. English weather forecasts from Radio Pacheco, Buenos 
Aires, LPD 5, on 512 at 0148 and 1630 hrs. GMT. 

TUGS: Use of tugs is obligatory; vessels over 1,000 N.R.T. must use 
2 tugs. 

Also see “General” before first port. 

BERTHING: Big swell causes vessels to range, therefore Masters 
recommended have ready fenders for use at berth. Vessels can enter 
or sail any time day or night. 

There are three basins (A, B, C) in the commercial port, of which the 
smaller fishing vessels or inshore craft use the most Southerly basin 
(A), and the trawlers the Coastal basin (B). Here an extension of the 
marine railway and dry docking facilities is now ready. 

Basin C: The basin has an Elevator (Berths No. 12 and 13) on its 
Northern side, capacity 25,000 tons, with 8 tubes and 2 belts, load rate 
350 t.p.h. per belt. Air draft at LW is 12.5 m. 

In addition to the elevator berth there are Berths No. 7 to 11. 

Lengths: No. 7— 178 m.; No. 8, 9 and 10 — Total length 500 m.; No. 11 
— 134 m.; No. 12 and 13 — 276m. 

Depths: No. 7, 8, 9, 12 and 13 — 26 ft.; No. 10 — 24 ft. and No. 11 — 
21 ft. 

Pier 6: Cruise Ship Pier: Max. LOA 220 m. Depth alongside 30 ft. 
CRANES: Mobile cranes with capacity up to 20 tons available for hire. 
STEVEDORES: Gangs engaged by Port Authority according to vessels 
requirements. 

Normal capacity per gang, per shift: 

150 to 175 tons fish (direct transhipment). 

70 to 100 tons general cargo. 

Working hours: 0700 — 1300 and 1300 — 1900 weekdays and 0700 — 
1300 on Saturday. 

MEDICAL: Masters should telegraph Agent in good time expected date 
and hour of arrival. Hospitals and sanatoriums. 

TANKERS: Tankers berth at Pier 7 (length 260m.) or at the 
“Inflammables Berth’. Depths alongside 22 ft. — 22 ft. 06 in. Products 
handled are petroleum products and liquid gas. 

DENSITY: Sea water. 

FRESH WATER: Available at all berths, delivery from 1 t.p.h. to 2 t.p.h. 
(rates better during night); at the Northern tourist berth through 
3 hydrants, total 60 t.p.h. Being slightly salty it is not recommended for 
boiler use. 

FUEL: Fuel oil and diesel available at Pier No. 7 and by truck. 
CONSULS: French, Italian, Portuguese, Spanish, Uruguayan. 
REPAIRS: All types of repair possible, except dry-dock repairs. Divers 
available. 

WATCHMEN: Compulsory. Arranged by Agent. 

OPENING/CLOSING HATCHES: Can be performed by crew, but in any 
case subject to charter party terms. 

CARGO: Loading marks. Vessels can load to their Summer marks all 
year round if sailing Northbound. 

Import cargo. This is a fully authorised Custom house. Berth 9 in the 
central basin is the most appropriate berth for handling import cargo, 
there being little space on shore at the other berths. Berth 7, the pierhead 
here, has 30 ft. and is also reasonably suitable for discharging, but in 
the Northern basin there is little or no room for depositing cargo 
alongside. 

Import of Potatoes. |s permitted here, this being near the main potato 
growing region but permission must be obtained for the discharge of 
certified seed potatoes. 

WEATHER: Wind. There is no really predominating wind, 42% being 
from W., N.E. and N.W., average velocity being 11 knots. 

Rain. Rainfull averages 941 mm. evenly distributed. 

Temperature. Summer maximum about 25° and 13° minimum, while in 
Winter the maximum averages 14° and minimum 3.5°. Absolute 
maximum and minimum are 41.6° and minus 6.7° C. 

REPATRIATION: Can be arranged. 

AIRPORT: Six miles distant. Two regular lines: Austral and Aerolineas 
Argentinas, 2 services/day between Mar del Plata and Buenos Aires. 
HOLIDAYS: None. Work every day during year. 

TELEPHONES: No telephones are available on board or on the berth. 
DELAYS: In accordance grain elevator capacity. Normally none. 
IDENTIFICATION CARDS: Compulsory. Arranged on 
immediately after arrival. 

DEVELOPMENTS: Dredging to obtain depth of 30 ft. in channel and 
port. 

AUTHORITY: Captain of the port: Port Administrator. 
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PUERTO DESEADO: 47.46 S. 65.54 W. 

(Province of Santa Cruz) “B” category port. 

N.B. Refer to Argentina, Section 1. 

988 miles South of Buenos Aires. The port is situated on the right 
bank of the river, and at its mouth. There is a meat packing plant. 
APPROACHES: The approaches and entrance to the harbour are 
determined by two pairs of beacons as range or leading lights. Care 
must be taken not to confuse the installed portal cranes, each 18 m. 
high, with the beacons, which are painted the same colour. 

, woe is 27 ft. on the bar, at low water: tidal range is 17 ft. 6 in. to 
ini“ fas 


(See Plan) 


ARGENTINA 


PILOTAGE: Compulsory. Agent requires 48 hours’ notice of arrival for 
Pilot to come from Puerto Madryn. If vessel Southbound, arrangements 
can be made for boarding at Puerto Madryn or Comodoro Rivadavia. 
RADIO: For radio regarding free pratique, or reporting ETA call LPO 5 
on 461 kHz. A1. For weather reports in English, listen to Comodoro 
Rivadavia LPX 2, on 474 kHz., at 0400 and 1800 hrs. GMT. 

TUGS: See “General” before first port. 

BERTHING: With a narrow entrance channel flow of tides often exceeds 
5 knots. There is a mud and gravel bank almost opposite and slightly 
West of the wharf, some 200 yards out from it, with only 16 ft. at zero. 
Commercial Wharf: Length 266 m. Depth alongside 27 ft. The Eastern 
part (119 m.) is served by 2x6 ton cranes. Mobile crane of 6 tons 
capacity also available. 

MEDICAL: Attention available. 

FRESH WATER: Available at the wharf, but in limited supply in Summer. 
FUEL: Available by truck from Comodoro Rivadavia. 

CONSULS: Italy and Spain. 

REPAIRS: Minor repairs only. 

WEATHER: Conditions are generally good, and winds seldom exceed 
40 knots. If anchored awaiting Pilot or berth, care should be taken to 
watch for strong winds against the current. When a strong W. wind blows 
there can be heavy dust storms, which impede proper visibility; in such 
cases it is advisable to keep position by radar and stand off or anchor 
until the visibility improves. 

Yearly average for winds is 14 knots, 63% of the time from W., S.W. 
or N.W. 

Rainfall is low, 202 mm. yearly with an average 74 days a year evenly 
distributed. Maximum temperature in Summer months is 35.6°C., while 
in Winter maximum ranges to 15.6° and minimum to minus 8.6°. 
DEVELOPMENTS: A new dock with length 250 m. to be constructed. 


PUERTO MADRYN: 42.46 S. 65.02 W. 


(Province of Chubut) “B” category port. 
N.B. Refer to Argentina, Section 1. 

On the Atlantic coast, 767 miles South of Buenos Aires. One of the 
most sheltered and deepest harbours in Argentina. 

PILOTAGE: Compulsory. Agent required 12 hours notice for ordering 
Pilot. Pilot boards 0.5 miles East of pier. 

ANCHORAGE: At least 1.5 miles East of pier. Depth 60 ft. 

RADIO: For free pratique, or reporting ETA call LPZ 20, at Trelew, on 
427 kHz. A1, and for weather forecasts to LPX 2, at Comodoro Rivadavia 
in English, at 0400 and 1800 GMT, on 474 kHz. 

Vessel to advise Agent, 5 days in advance of arrival, ETA, vessel 
particulars and cargo particulars. Further advices required 48 hours and 
12 hours prior to arrival. 

Vessels with containers are to give 10 days and 48 hours notice. 
TUGS: Not necessary but if required they are ordered from Bahia 
Blanca. 


(See Plan) 


BERTHING: 

Berth Length Depth Remarks 

No. (m.) (ft.) 

1 217 44-55  Aluar S.A. vessels have 
priority. Max. LOA 220 m. 
Bulk discharge by grab at 
300 t.p.h. 

2 217 45-55 Max. LOA 175 m. General 
and containers. 

3 139 33-42 2x6 ton cranes. General, 
ingots, fruit, fish, containers. 

Waiting 250 20-24 Waiting Berth. Can be used 


for cargo using ship's gear. 
CRANES: 2 mobile cranes, capacity 40 tons and 10 tons. 2 electric 
gantry cranes on rails at Berth No. 3. 1x10 ton grab crane at Berth No. 1. 
MEDICAL: Attention available. 
FRESH WATER: Available at 20 t.p.h. 
FUEL: By truck from Comodoro Rivadavia, Neuquen or Bahia Blanca. 
CONSULS: Italy and Spain. 
REPAIRS: Minor emergency repairs only, also divers available. 
WEATHER: Winds mainly West, with a yearly average of 8.3 knots but 
reaching 15 knots in Summer months. 
Rainfall scarce, average 173 mm. evenly distributed throughout the year. 
Temperature. Summer maximum is 27°C and minimum 13°, and in the 
rest of the year maximum 21° minimum 8°. 
Tidal range is 18 ft. 8 ins. and 6 ft. 
HATCHES: According to Port Regulations, stevedores open and close 
hatches at commencement and end of cargo operations. 
CUSTOMS ALLOWANCES: Sufficient for daily requirements only. 
AIRPORT: Trelew distant 64 km. Scheduled flights to Buenos Aires and 
other cities. 
POLICE/AMBULANCE/FIRE: Police and fire tel. 249. Hospital 240. 
TELEPHONES: No arrangements for placing telephones on board. 
SHORE LEAVE: Crew members allowed ashore but must be provided 
with identification cards. 
IDENTIFICATION CARDS: Required. 
DELAYS: Possible delays due congestion owing berth shortage and 
tide. 


SHIPMASTER’S REPORT: July 1980 

Pilotage: Compulsory. Pilot requires 24 hours notice. At present the pilot 
boat is small with only about 1 ft. freeboard therefore vessels do not 
berth or unberth in any sort of wind, sea or swell. 

Restrictions: Vessels can berth and unberth at any state of the tide, day 
or night. 

Tugs: None available. Vessel able to dock and undock without aid of 
tugs. 
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Health: Authorities require 72 hrs. notice. 

Radio: Bahia Blanca (LWP) and General Pacheco (LPD). 

Documents: See “General” before first port. 

Services: Fresh water available. Limited amount of fresh provisions 
available. Minor repairs possible. Airport, Doctor and hospital available. 
Groceries, meats and laundry services also available. Dry docking 
facilities, surveyors, fuel and slop facilities not available. 

Consuls: No Consular representative. Nearest at Buenos Aires. 
Anchorage: In position Lat. 42° 44’ S., Long. 65° 00’ W. 

Berthing: Vessel berthed at a general cargo berth in position Lat. 
42° 44’ S., Long. 65° 01’ W. Berth being about one mile from the pilot 
Station. Any medium sized vessel able to dock at the southern berth 
(general cargo berth). Vessel able to dock and undock at any stage of 
the tide day or night. 

Density: 1025. 

Cargo Handling Facilities: There is a Bulk Aluminium berth opposite the 
general cargo berth. Two small cranes of approximately 2.5 tonnes 
Capacity available. No floating cranes or Ro-Ro facilities. No facilities 
for handling containers or palletised cargoes. 


PUNTA COLORADA: 41.41 S. 65.00 W. (See Plan) 


PILOTAGE: Pilotage is obligatory, and 72 hours advance notice must 
be given in Buenos Aires for the Pilot to travel down. 

MAX. SIZE: No. 1 Berth: 60,000 dwt. (approx.) LOA 220 m. Draft 
11.58 m. 

No. 2 Berth: 25,000 d.w.t. (approx.) LOA 175 m. Draft 10.05 m. 
BERTHING: The mechanical loading arm for iron ore movement from 
Sierra Grande iron ore mines has been placed at Punta Colorada, a 
small peninsula, mid-way between Point Pozos and Point Porfido, the 
neck of land often being under water at high tide. After grinding and 
concentrating at the mines, which are some 25 km. due West from the 
Coast, the slurry is pumped to the pelletizing plant at Punta Colorada, 
stockpiled there and taken by conveyor some 1,600 m. to a retractable 
loading arm. This has a loading rate of 2,000 t.p.h., and turns on an arc 
permitting it to load over a length of 112 m., without shifting position of 
the vessel. There is 42 ft. at Berth No. 1 at LWST, vessels lying due 
North/South as shown on the plan and 35 ft. in Berth No. 2 lying East/ 
West. 

The port is privately owned and run by the Mining Company. 
OPERATOR: Hierros Patagonicos S.A. 


FONTA MEDANOS: About 280 km. South of Buenos 
ires. 


New deep-water port under construction. On completion, expected to 
accept vessels up to 50 ft. draft. 


PUNTA QUILLA (Santa Cruz): 50.07 S. 68.25 W. 
(See Plan) 


(Province of Santa Cruz) “C” category port. 
N.B. Refer to Argentina, Section 1. 

On the estuary formed by the Rivers Santa Cruz and Chico, 1,172 
miles South of Buenos Aires. 
APPROACHES: The entrance to the port is by a channel 10 miles long. 
The Santa Cruz Lighthouse and 9 other beacons determine 4 Pairs of 
leading lights for the approaches and entrance to the harbour, which 
can be entered only at HW, as both in the bar, either North or South 
Passage, there are shoals on the leading lines, and also just before 
taking the anchorage in front of the town. 
PILOTAGE: Compulsory. Agent requires 48 hours notice to order Pilot 
from Puerto Madryn. 
Ena: Good anchorage 2 miles from the entrance with 40 ft. 
at LW. 
RADIO: For radio regarding free pratique or reporting ETA call LPT 2 

1 kHz. A2. For weather forecasts in English tune to Comodoro 

Rivadavia LPX 2, on 474 kHz, at 0400 and 1800 hrs. GMT. 
TUGS: None. 
BERTHING: Wharf with length 160 m. with dolphins 60 m. off at each 
end ti berths on both sides. Depth alongside 40 ft. at LW. Range of 
tide 30 ft. 
CRANES: 16 ton, 1x25 ton (private) and 145 ton (private) mobile 
cranes. 
STEVEDORES: Working hours: 0700 — 1300, and 1300 — 1900. 
MEDICAL: Attention available. 
FRESH WATER: Available, rate 15 t.p.h. 
FUEL: Available to supply vessels only. 
WEATHER: A dry zone, with an average of 186 mm. rain, spread over 
72 days throughout the year. Wind averages 11 knots. 
Tidal range is 39 ft. 8 in. to 9 ft. 4 in. 
CONSULS: None. 
REPAIRS: Minor repairs only. 
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QUEQUEN/NECOCHEA: 38.35 S. 58.42 W. (See Plan) 


(Province of Buenos Aires) “B" category port. 
N.B. Refer to Argentina, Section 1. 

On the Atlantic Coast, 375 miles South of Buenos Aires, Necochea, 
is on the right bank, and Quequen, on the left bank of the Quequen 
River. The ports, whose administration is centered in Quequen, are the 
outlet for a very rich agricultural zone. 

APPROACHES: The port is at the mouth of the river, protected by two 
breakwaters, the Western arm being 1,192 m. long, lying from N.W. to 
S.E., and the Easterly arm 572 m. long and lying North/South. The 
passage between the arms is 210 m. wide, and the entrance channel 
proper 90 m. wide. 

PILOTAGE: Compulsory. Pilots must be applied for as usual through 
Agents at least 24 hours ahead, using Radio Pacheco LPD 5 on 512 
kHz, A2, since there is no radio station at Quequen. This can be done 
by phone from Buenos Aires or other ports if vessels are not coming 
from abroad. 

No Pilots will come out in bad weather. The small pilot boat is painted 
grey, with a yellow deckhead, and the Pilot comes aboard about 
1.5 miles off the South end of the breakwater. 

ANCHORAGES: Not advisable to anchor in bad weather due extremely 
dangerous winds from West through South to East. Anchorage in open 
sea 800 m. — 1,500 m. from cliffs. 
RESTRICTIONS: Day and night entry possible. Vessels with length in 
excess of 175m. require channel navigation permit obtainable from 
Maritime Prefecture. 
MAX. SIZE: Max. Draft.: 

Up to 175 m. LOA = 31 ft.0 

Up to 185 m. LOA = 30 ft. 01 in. 

Up to 195 m. LOA = 29 ft. 01 in. 

Up to 205 m. LOA = 28 ft. 01 in. 

Up to 215 m. LOA = 27 ft. 01 in. 

Vessels with LOA 215 m.—220 m. must not enter without permission. 

Vessels must have an under keel clearance of 1 ft. in calm weather 
on a rising tide and 2 ft. clearance on a falling tide. 

Tidal range: 2 ft. (Neaps) and 5 ft. 2 ins. (Springs). 

Also see “Shipmaster's Report” — February 1982. 

HEALTH: Free Pratique is now given only when alongside, or in the 
pool. Master should advise agent in advance of health situation aboard. 
If proceeding from another Argentine port, health inspection not required. 
Derat Certificate to be shown. 

RADIO: For radio regarding free pratique, or reporting ETA call Radio 
Pacheco LPD 5, on 512 kHz. There is no station here and advice to 
Agents can be given by phone or telegraph from Buenos Aires or other 
ports, also Costera dei Mar de Plata (LPM). 

TUGS: Two tugs must be used both on entering and leaving and these 
come alongside at the entrance, and are also needed for movements 
in the port. Both are old, however, and with insufficient power for anything 
other than work inside the port. Ship's lines used. 

Two vessels cannot be in the entrance channel at the same time. 
Should the weather make it imprudent for the safety of the ship and/or 
tugs to make fast ropes in any position, the tugs will continue at the side 
of the vessel to be engaged when necessity arises. In every case tugs 
must be paid for, used or not, and any damage done by the non use or 
late engagement of the tugs will be attributable to the vessel. 

Also see “General” before first port. 


BERTHING: 
Quequen 
Berth Length Depth Remarks 
No. (m.) (ft.) 

1 200 31 Gin. lines for loading vegetable oil. 
Pellets loaded by conveyor at 200 t.p.h. 

2 100 26 Gin. lines for loading vegetable oil. Rate 
350/400 t.p.h. Storage Capacity 
39,000 tonnes (Berths No. 1 & 2). 

3 220 32 Private elevator berth. 2 loading belts 
(600 t.p.h. each) and 1 pipe fitted with 
trimming gear. Air draft 14.0 m. Storage 
capacity 70,009 tonnes. 

Vegetable oil by pipeline, rate 1,200 t.p.h. 
Storage capacity 5,000 tonnes. 

4 230 30 National Grain Board. Silo Capacity 

5 80,000 tonnes. 4 belts serving 8 tubes. 
Delivery rate 300/350 t.p.h. to 2-3 tubes 
each. Air draft 14 m. 

6 120 32 Max. LOA 220 m. Elevator berth. 2 belts 
serving 7 tubes. Rate 600 t.p.h. (2 tubes). 
Grain and by-products also loaded by 
conveyor at 200 t.p.h. 

Necochea 

Er ) General cargo, cement and logs by ship's 

8 450 30 gear. Grain by-products by portable 

9 conveyor at 200 t.p.h. 


10 Cold stores. Loading and discharging 
fresh and frozen fish. 

Fishing vessels. 

Power station berth. Discharge of fuel oil. 


11 200 19 
12 22 


WEATHER: Winds, average velocity is 7 knots, with 46% from N., N.E. 
and E., and only 29% from S.W., W. and N.W. 

Rainfall. Averages 909 mm., evenly distributed. 

Temperature: Summer maximum averages 26°C and minimum 14° with 
an absolute maximum of 39.9°, while in Winter the maximum is around 
13° and the minimum 4°, with an absolute recorded minimum of — 4°. 
Tidal range is 5 ft. 2 in. spring to 2 ft. neaps. 

MEDICAL: Attention available. 

TANKERS: Fuel oil discharged. (See “Berthing’’). 

DENSITY: Salt water. 


FRESH WATER: Obtainable from hydrants on the wharves, vessel must 
supply hoses. Rate 6 t.p.h. — 10 t.p.h. 

FUEL: Advance notice essential as deliveries by truck from Buenos 
Aires, Mar del Plata, or Bahia Blanca. 

CONSULS: Danish, Greek, Italian and Spanish. 

REPAIRS: Minor repairs only. 

WATCHMEN: Compulsory. 

HATCHES: Opened/closed by stevedores additional charge made. 
REPATRIATION: Through Buenos Aires. 

AIRPORT: 5 miles distant. Daily flights to Buenos Aires. 

TIME: GMT minus 3 hours. 

HOLIDAYS: Vessels worked every day of year. 
POLICE/AMBULANCE/FIRE: Police, Necochea 2148 and Quequen 
6008; Ambulance, Necochea 2350 and Quequen 6052; Fire, Necochea 
4900. 

TELEPHONES: No arrangements for placing aboard. 

SERVICES: Any special services required, technicians sent from 
Buenos Aires. 

SHORE LEAVE: Not permitted. 

DELAYS: Daily cargo work 18 hours/day. One waiting berth available. 
Delays up to four days can occur in January and February. 


SHIPMASTER’S REPORT: February 1982. 

Approaches: The channel is being maintained by a new dredger at 
28 ft. 02 in. this allows a sailing draft of 30 ft. 02 in. providing the swell 
on the bar is less than 1.3 m. as decoded by the Pilots from observations. 

The pool inside the breakwaters and the swell mole are used for 
swinging before berthing if the weather is good, and after loading if wind 
prevents this, hence NO anchoring is permitted in this area. 

The tugs meet the vessel just outside the breakwaters and two lines 
each are the normal requirement (ship's lines), but these have to be 
sent away quickly when directed or else the vessel cannot swing in 
favourable weather. A deep sea tug has joined the tug fleet. 

Berthing: All vessels wait at anchor in the roads where the holding 
ground is of mixed type. The strong Southerly winds must be watched 
and rise of the barometer. 

A vessel of some 42,000 tonnes deadweight was accommodated 
head out at the main elevator berth, while two vessels waiting to sail 
were accommodated at the Ultramar II berth, each 183 m. overall, and 
without hindering the berthing and loading operations of a 31,700 ton 
bulk carrier. It should be noted that the inner vessel took the ground at 
29 ft. draft when the tide was low; dredging is planned here when the 
newly restored berths on the Necochea side are completed and dredged 
to 10 m. as a lay-by and general cargo wharf. However, the nature of 
the piling is preventing much increase in depth at this old wharf. The 
limited number of shoots will prevent much use of this berth when it is 
again in use. 

All linseed oil and similar cargoes are being handled at the berth to 
the East of the Overseas Wharf on the Quequen side but the lack of 
water makes taking the ground normal for tankers at low water while 
the swell effect is marked. 

Density: This varies with the season and the flow of water down the 
River Quequen. A flash flood destroyed the footbridge above the elevator 
and this is now mainly cleared away but no extension has been planned 
as yet for the adjacent elevator berth. Thus the density can range from 
salt to near fresh in season. 

Fresh Water: Very slow rate of delivery and very salty (500 Parts). 
Shore Leave: Permitted as soon as Argentine Identity Cards have been 
processed. 

Developments: The Ultramar | Berth has 8 tubes and can pour four at 
350 tonnes/h. each. Work now proceeds according to who pays the 
overtime, but an 18 hour day is available on most weekdays, from 
0700 hrs. to 0100 hrs. 


AUTHORITY: Capitania de Puertos de Quequen y Mar de! Plata. 
Contact: Francisco Cesar Gallo, Chief of Operations Division. 


RIO GALLEGOS (including Punta Loyola): 
51.33 S. 68.59 W. 


(Province of Santa Cruz) “B” category port. 
N.B. Refer to Argentina, Section 1. 

About 8 miles up the river, 1,247 sea miles South of Buenos Aires. 
PILOTAGE: Compulsory. Agent requires 48 hours’ notice to order Pilot 
from Puerto Madryn. 

ANCHORAGE: Good anchorage when awaiting tide is off Punta Loyola 
in 30 ft. or on the Northern coast in front of Punta El Gancho or between 
Punta Bustamante and Isla Deseado, this latter in the case of N.W. 
storms only. 

RESTRICTIONS: Entrance to the anchorage is buoyed. The Northern 
Channel has a shingle bank bar 13 ft. at low water. The Southern 
Channel is more sheltered and the current not so strong. Rio Gallegos 
is a tidal port, the height of tide being as much as 40 ft. at times. 

The port is characterised by the intensity of the currents, up to 6 knots, 
and should be entered on a rising tide there being only 22 ft. in the pool 
of the port at low water. 

RADIO: For radio regarding free pratique, or reporting ETA call LPG 2 
on 486 kHz. A2. For weather reports in English tune to Comodoro 
Rivadavia LPX 2 on 474 kHz. at 0400 and 1800 hrs. GMT. 

TUGS: The Coal Board operate a small tug. 

BERTHS: Commercial Wharf: Length 45 m. Vessels moor to chains on 
the shore and berth at high water. At low water, vessels are aground 
on shingle which is levelled by the Port Authority from time to time. 
Vessels work cargo with ship's gear and 2 mobile cranes (45 tons and 
10 tons) when ship's gear cannot reach the quay at LW. 

Coal Wharf: “T" shaped jetty with loading platform 60m. in length. 
Loading of coal is by 2 chutes at 1,000 t.p.h. from half tide (flood) to half 
tide (ebb), which is approximately 5-6 hours. Vessels which do not wish 
to go aground can only work for 2-3 hours, as they have to go out to 
anchor and return to complete loading. 


ARGENTINA 


There are pipelines for receiving clean petrolem products. The storage 
tanks are 1,500 m. upstream. 
Punta Loyola: Length of berth 185 m. Vessels berth against dolphins 
with mooring dolphins at each end giving an overall mooring length of 
375 m. Depth alongside 45 ft. at LW. Range of tide 12 ft. Tankers of 
60,000 d.w.t. load crude oil, eventually coal will also be loaded. 
MEDICAL: Doctor available. 
FRESH WATER: Available at the Coal Wharf and the Commercial 
Wharf. 
FUEL: Available at the Coal Wharf and by truck. 
CONSULS: Chilean, Spanish and Italian. 
REPAIRS: Workshop facilities for small repairs. 
AIRPORT: Daily air service to Buenos Aires. 
WEATHER: Winds. Characterised by constant winds from W. and S.W. 
averaging 16 knots during the day. In Spring and Summer 25 knots 
rising to 75 knots at times. Easterly winds are rare, usually with rain. 
Rain. There are usually about 100 days with rain, in total 222 mm. 
distributed from April to October. 
Temperature. Average maximum temperature in Summer is 18°C, 
maximum recorded being 29°, Summer minimum is 5.8° while in Winter 
the average maximum is 6.5° and minimum minus 11°. 
Tidal range is 39 ft. 4 in. spring and 9 ft. 6 in. neaps, tides of over 40 ft. 
have been registered. 
AUTHORITY: General Ports Administration. 


SAN ANTONIO ESTE: 40.49 S. 64.54 W. (See Plan) 


PILOTAGE: Pilotage is compulsory and ordered via vessel's Agent 
48 hours prior to arrival. Pilot supplied by Puerto Madryn Pilot station. 
ANCHORAGE: In San Matias Gulf, 5 miles South of entrance to bay. 
BERTHS: A new pier with a length of 200 m. at the head has been built. 
The outer berth accepts vessels of 170 m. LOA, occasionally 178 m. 
and the Inner Berth accepts vessels of 147 m. LOA. Depth alongside 
30 ft. 

Vessels over 111 m. require a tug. 

Max. draft in the initial stages will be 26 ft. 
STEVEDORES: Working hours: 0700-1300 and 1300-1900 Monday to 
Friday and 0700-1300 on Saturday. 
MEDICAL: Hospital at San Antonio Oeste. 
FRESH WATER: Available. 
FUEL: Available by truck from Bahia Blanca. 


SAN JULIAN: 49.18 S. 67.43 W. 


(Province of Santa Cruz) “C” category port. 
N.B. Refer to Argentina, Section 1. 

In the Bay of San Julian, 1,111 sea miles South of Buenos Aires. 
APPROACHES: Access is well buoyed, but vessels must wait for high 
tide to enter. 

PILOTAGE: Compulsory. Agent requires 48 hours’ notice of arrival in 
order to arrange Pilot from Puerto Madryn. 

ANCHORAGE: Best anchorage situated in front of the town, in 22 ft. at 
LWS. When heaving anchor care must be taken as the 3 knot current 
drives vessels towards the shore. Puerto Scholl is the best of several 
anchorages. 

RADIO: For radio regarding free pratique, or reporting ETA call LPY on 
428.5 kHz, A2. For weather forecasts in English, tune LPX 2, Comodoro 
Rivadavia on 474 kHz, at 0400 and 1800 hrs. GMT. 

TUGS: See “General” before first port. 

BERTH: Length 60m., with dolphins 60m. off each end. Depth 
alongside 30 ft. 

Loading of frozen fish, sea products and other cargoes is by ship's 
gear. 

MEDICAL: Doctor, and hospital available. 

FUEL/FRESH WATER: Not available. In emergencies, water could be 
supplied in drums. 

CONSULS: Chile and Spain. 


(See Plan) 


USHUAIA: 54.49 S. 68.18 W. (See Plan) 


PILOTAGE: Compulsory. Vessels to give Agent 48 hours’ notice in order 
to arrange Pilot. 

RADIO: For Free Pratique or reporting ETA, vessels call “LPC 2” on 
512 kHz or “LPC 27” on 4428.6 kHz. 

TUGS: In an emergency, naval tugs can be provided. 

BERTHING: Length of berth 180 m. In addition, there are 3 dolphins off 
the S.E. end of the berth, giving an overall berthing length of 250 m. 
The depth at the head of the berth is 30 ft., decreasing to 18 ft. at the 
shore end. Vessels can berth either side of the wharf. 

CRANES: 245 tons mobile cranes. 

STEVEDORES: Work is carried out in 2 shifts of 6 hours each. 
Weekdays 0700 hrs. — 1900 hrs. and Saturdays 0700 hrs. — 1300 hrs. 
MEDICAL: Hospital available. 

TANKERS: YPF Pier: The pier is 1 km. N.E. of the Commercial Pier. 
Length 85 m. Vessels berth starboard side to and moor to 4 dolphins. 
Depth alongside 35 ft. Tankers discharge clean products to storage 
tanks. 

FRESH WATER: Available at both piers. 

FUEL: Available at the YPF Pier, advance notice required. 
CONSULS: Chile and Italy. 

REPAIRS: Possible. 

AIRPORT: There is a regular air service to Buenos Aires. 
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Please also advise Shipping Guides Ltd. 
GEORGETOWN: 07.55 S. 14.20 W. (See Plan) 


DOCUMENTS: Crew and Passenger Lists, Health Documents, 
Manifests and Bills of Lading if discharging cargo. 

PILOTAGE: No pilots are available and not required as it is an open 
anchorage. 48 hours notice of ETA is required. Call Ascension Island 
Radio on 2182 kHz. or VHF Channel 16. 

ANCHORAGE: Anchorage positions are available and will be given as 
bearing and distance in feet from Bates Rock Beacon, available from 
Harbourmaster by telex or “Turtle” Channel 6 or 16 (See Ascension 
Island Chart No. 1691 dated April 1985). Depths at anchorage from 
11 to 31 fathoms. Abandoned cables are in the area and if picked up 
should be released without cutting, if possible. Regular mailship always 
takes precedence for anchorage and cargo facilities. 

RESTRICTIONS: Advisable for ships or yachts arriving at night to wait 
until daylight unless contact is made with “Turtle” on Channel 16 or 6 
and specific instructions are given for berthing. Occasionally a floating 
pipe-line connects tankers at anchor in Clarence Bay with the Pierhead. 
HEALTH: Pratique should be requested when giving ETA. 

RADIO: VHF Channel 6 or 16 “Turtle” or Ascension Radio 2182 kHz. 
Shipping Agents Ascension Island Services, Telex 3219. Harbour 
Authority, the Administrator, Telex 3214. 

RADAR: None. 

TUGS: No tugs available. 

BERTHING: No alongside berthing. “See Anchorages.” 

Cargo Facilities: Cargo has to be discharged by ships’ cranes onto 
lighters. Lighters pull alongside Pierhead where cargo is off loaded. 
Pierhead cranes can handie weights up to 20 tons. 

MEDICAL: Facilities available. 48 hours notice required if possible. 
Georgetown has a 12 bed hospital. Dental facilities usually available. 
Vaccination and inoculation certificates not normally required. 
TANKERS: Anchorages available. Tankers for English Bay should 
anchor off Clarence Bay until boarded, it is not normally possible to put 
tankers into English Bay after 0900 hrs. 

FRESH WATER: Not normally available. 

FUEL: Not normally available. 

CONSULS: No Consulates. British Administrator attends to all 
requirements. 

REPAIRS: Only minor repairs can be effected. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Preferable that this done by crew to 
avoid delays in starting discharge. 

REPATRIATION: No facilities for crew changes. Repatriation can 
usually be arranged but only in the case where a person has been 
hospitalised or in extreme compassionate cases. No civil airlines call at 
Ascension but RAF (to UK) or USAF (to Antigua twice weekly) can 
usually assist. Master of vessel required to give guarantee in writing that 
all hospital fees and air fares will be honoured by his shipping line Agent. 
TIME: Always GMT. 

HOLIDAYS: Cargo vessels can be discharged during public holidays — 
no night work. 

SERVICES: Offshore Services: Ascension Island Services. Contact the 
Senior Manager. 

SHORE LEAVE: Limited facilities ashore make shore leave 
impracticable for most crews but Immigration Officer ready to consider 
special limited arrangements at the request of the Master. Yachts are 
normally granted 48 hour stay with daytime shore leave. 

GENERAL: There are no facilities for visitors on the island. With certain 
exceptions no-one is allowed to land at Ascension without an entry 
permit. 

AUTHORITY: Office of the Administrator, Ascension Island, South 
Atlantic. Tel: Georgetown 6311/6313. Telex: 3214 Govt. Av. FAX: 247- 
6152. Contact: The Administrator. 
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Australia 
GENERAL 


AUSREP: (See Plan) 


1.0 Functions of the Sea Safety Centre: 

The International Convention for the Safety of Life at Sea requires 
governments to °.... ensure that any necessary arrangements are made 
for the rescue of persons in distress at sea, around its coasts’. The 
Australian Government, being a signatory to the International 
Convention for the Safety of Life at Sea, established the then Marine 
Operations Centre in April 1972. 

The present Sea Safety Centre is a part of the Department of 
Transport and Communications’ Maritime Operations Division, situated 
in Canberra, in the Australian Capital Territory. The Centre is Australia’s 
Maritime Rescue Co-ordination Centre. 

The principal function of the Centre is the co-ordination of marine 
search and rescue (SAR) activity, other than incidents involving the 
defence forces, within the area of Australian responsibility, which is 
shown on the plan (see ‘plan’. 

The facilities of the Centre are available to all seafarers whether they 
are private boating enthusiasts, commercial fishermen or professional 
seamen of the merchant fleets of the world. 

The Centre is operated 24 hours a day by co-ordinators with 
considerable marine, and in some cases, aviation qualifications and 
experience. These officers have specialised knowledge of search and 
rescue procedures. 

Communications are the very heart of all search and rescue co- 
ordination and the Centre is well equipped with a network giving 
worldwide coverage. The network includes telephone, telex and satellite 
systems, with radio communications provided by the Overseas 
Telecommunications Commission, which maintains the coast radio 
maritime communication stations (MCS) network in Australia. These 
MCS provide the links between a ship and shore, and have direct lines 
to the Centre. 

A functional part of the SAR framework is the Australian Ship 
Reporting System (AUSREP) which was introduced in December 1973 
on a voluntary basis. In 1981 legislation was passed making AUSREP 
compulsory for all Australian-flag vessels, and for foreign vessels under 
the circumstances which are explained in the general instructions on 
the following pages. On voyages where participation is not compulsory, 
ships are encouraged to do so whenever they are in the AUSREP area. 

In addition to the Centre’s functions in the SAR role, it is also the 
section of the Department of Transport and Communications responsible 
for: 

(i) co-ordination and promulgation of navigational 
(NAVAREA_ X), Australian Coastal Navigation 
(AUSCOAST) and weapons practice warnings; 

(ii) operation of the Licensed Foreign Fishing Vessel Reporting System 
in the 200 nautical miles Australian Fishing Zone. 


warnings 
Warnings 


2.0 Australian Ship Reporting System General Instructions: 


2.1 Introduction: 

Legislation has been passed by the Australian Parliament which 
makes participation in the Australian Ship Reporting System (AUSREP) 
compulsory. This is included in the Navigation Act 1912 as Division 14 
Part lV. AUSREP is a ship reporting system established in accordance 
with the International Convention for the Safety of Life at Sea. Its 
objectives are: 

(i) to limit the time between the loss of a vessel and the initiation of 
search and rescue action, in cases where no distress signal is sent 
out; 

(ii) to limit the search area for a rescue action; 

(iii) to provide up-to-date information on shipping resources available 
in the area, in the event of a search and rescue incident. 

The coverage of AUSREP and the Australian Search and Rescue 
(AUSSAR) area, as advised to the International Maritime Organisation 
(IMO), is identical to the International Civil Aviation Organisation search 
and rescue regions around Australia. It is illustrated in the map (See 
“Plan") together with the co-ordinates of the area. 


2.2 Applicability of Navigation Act 1912 Division 14 Part IV: 
Division 14 Part IV of the Act and the Regulations apply to: 

(a) All Australian-registered ships engaged in trade and commerce, 
interstate or overseas while in the AUSREP area. 

(b) Ships not registered in Australia but engaged in the coasting trade 
between Australia and an external Territory, or between external 
territories, while in the AUSREP area. 

(c) Ships not registered in Australia, but demised under charter parties 
to charterers whose residences or principal places of business are 
in Australia, while in the AUSREP area. 

Foreign ships, other than the above-mentioned vessels, from their 
arrival at their first Australian port until their departure from their 
final Australian port. However, they are encouraged to participate 
from their entry into and final departure from the AUSREP area. 

Australian fishing vessels proceeding on overseas voyages, while 
in the AUSREP area, but not including those vessels operating 
from Queensland ports, which may call at ports in Papua New 
Guinea as an incidental part of their fishing operations. A definition 
of “overseas voyage” is given in Section 6(1) of the Navigation Act 

1912 (Cwlth). 
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2.3 Offences: 
The Navigation Act provides penalties involving fines of up to $10,000 
for infringements of reporting provisions. 


AUSTRALIA 


2.4 Operating Authority: 
Department of Transport and Communications through the Sea Safety 
Centre, Canberra. 


Signal Address: Sea Safety Canberra 


Telephone: Canberra (062) 74 8912, 74 8913, 74 8914 
Telex: 62349 (computer connected) 
Facsimile: Canberra (062) 57 2036 


2.5 Main Features of AUSREP: 

On departure from an Australian port or on entering the AUSREP 
area, a Sailing Plan (SP) is sent to the Centre where a computerised 
plot is maintained of the vessel's position. Position Reports (PR) are 
sent each day at the time nominated by the Master so that a report is 
received at least every 24 hours. Should a vessel at any time, be in a 
position more than 2 hours steaming from the position that would have 
been predicted from the last SP or PR, then a Deviation Report (DR) 
must be sent. Failure to do so will result in the search being concentrated 
in the wrong area in the event of a missed report, and the possibility 
that survivors from a stricken ship may not be found. On arrival at the 
ship's destination or on departure from the AUSREP area a Final Report 
(FR) is to be sent. AUSREP is a positive reporting system in that, should 
an expected report become overdue, actions which include worldwide 
communication checks, the alerting of ships in the vicinity and the 
launching of search aircraft, will be initiated. Masters should note that 
in some parts of the AUSREP area the ability to conduct an air search 
is restricted by aircraft range limitations (See “Plan”). 

Dates and times contained in AUSREP reports are to be in Universal 
Co-ordinated Time which is indicated by the suffix ‘Z’. 

3.0 AUSREP Format Components: 

The following list shows all the AUSREP format components. The full 
list of components do not have to be included when sending AUSREP 
reports. Masters should include those components shown in the 
examples given for each report, others may be included at the Master's 
discretion or when relevant to the type of report being sent. 

The following format complies with IMO Resolution A. 598(15) of 
November 1987. 

. Vessel name and call sign. 

. Date/time of position (UTC). 

. Position (Lat. and Long.). 

. Geographical position (not to be used in AUSREP messages). 

Course. 

Speed (vessel's anticipated average speed until next report). 

Name of last port of call (when entering from overseas). 

. Date/time and point of entry into AUSREP system (point of entry 
is the latitude/longitude at which the vessel is entering the 
AUSREP area, or the Australian port from which the vessel is 
departing). 

|. Next overseas destination and estimate time of arrival. 

J. Whether Pilot is carried on vessel (notification required on all 
Great Barrier Reef passages). 

K. Date/time and point of exit from AUSREP system (point of exit is 
the latitude/longitude at which the vessel is leaving the AUSREP 
area, or the Australian port the vessel is to arrive). 

L. Route (vessels intended track — state Rhumb Line/Coastal/Great 
Circle/Composite). 

M. Coast radio maritime communications stations monitored (include 

INMARSAT number if fitted). 

Pe Nominated daily reporting time. 

de 
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. Draft. 
. Cargo. 
*Q. Defects or other limitations. 
*R. Pollution (reports of any pollution seen). 
S. Weather conditions in area (optional). 
T. Ship's agents. 
U. Ship type and size. 
V. Medical personnel carried (Sail Plan only). 

W. Number of persons on board. 

*X. Remarks. 

“Harmful substances, Marine Pollution and Dangerous Goods refer 
Appendix A. 

4.0 Types of Reports: 

4.1 Sailing Plan Report (AUSREP SP): 

A sailing plan report is sent to the Centre either within 24 hours prior 
or up to 2 hours after entry into the AUSREP area, or departure from a 
port within the AUSREP area. 

The SP contains information necessary to initiate a plot and give an 
outline of the intended passage. 

Should a vessel not sail within 2 hours of the time stated in the SP 
the plan is cancelled and a new SP sent. 

If the Master of a foreign vessel departing from an Australian port for 
one outside Australia does not intend sending position reports, this is 
indicated in the SP by the inclusion of NOREP in place of the nominated 
daily reporting time. 

4.2 Commencement of Active SAR Watch: 

Masters should be aware that if a vessel lodges an SP prior to entering 
the AUSREP area, active SAR watch on their vessel WILL NOT 
COMMENCE until a report is received by the Centre indicating the vessel 
has entered the AUSREP area. 

4.3 Mandatory AUSREP SP Components: 
AUSREP SP 

A, F, H, K, L, M,N, V. 

Notes: (i) refer to Section 3.0 for components; 

(ii) include component ‘G' when entering AUSREP from 
overseas, Or component ‘I’ when leaving AUSREP to an 
overseas destination; 

(iii) if ship intends to transit Great Barrier Reef/Torres Strait 
notification is required regarding Pilot (see “J” in Section 
No. 3.0). 

(iv) other sections of the basic format may be included at 
Master's discretion: for example ‘X’ if report required to be 
passed to AMVER, or details of name/call sign change since 
last report. 
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4.4 Example of SP on Entering AUSREP Area: 


Format Example 
AUSREP SP AUSREP SP 
A. Vessel name and call sign A. LOLLIPOP/V2LZ 
F. Speed Po, 12 
G. Name of last port of call (when G. Port Said 
entering from overseas) 

H. Date/Time and point of entry into H. 020400Z 0448S 
AUSREP system 07555E 

K. Date/Time and point of exit from K. Adelaide 180600Z 
AUSREP system (Australian port 
of arrival) 

L. Route L. 129 to Cape Leeuwin 
then direct coastal 
route 

M. Coast radio/maritime M. GKA, 9VG, VIP, VIS 

communications stations (INMARSAT 1290617) 
monitored (marisat number if 
fitted) 
Nominated daily reporting time 06002 
(UTC) : 
V. Medical personnel V. No medic 
X. Remarks X. Pass to AMVER, 


name/call sign 

changed from 

SWEETAPPLE/ABAB 

since last report. 
Message transmitted: AUSREP SP A LOLLIPOP/V2LZ F 12 G Pt Said 
H 020400Z 0448S 07555E | Adelaide 180600Z L 129 to Cape Leeuwin 
M GKA VIP VIS INMARSAT 1290617 N 0600Z V no medic X to Pass 
to AMVER, name/call sign changed from SWEETAPPLE/ABAB since 
last report. 


4.5 Example of SP submitted on departure from a Port within AUSREP 
Area to a Port outside AUSREP Area: 
(May be submitted up to 24 hours prior to sailing and up to 2 hours after 


departure). 

Format Example 

AUSREP SP AUSREP SP 

A. Vessel’s name and call sign A. LOLLIPOP/V2LZ 

F. Speed Fins t2 

H. Date/Time and departure port for H. 020500Z Fremantle 
this voyage 

|. Next overseas destination and I. Jakarta 090600Z 
ETA 

K. Date/Time and point of exit from K. 080600Z 1200S 
AUSREP area 10700E 

L. Route (vessels intended track) L. To 2900S 11327E then 

1200S 10700E 

M. Coast radio/maritime M. GKA, VIP, VIO, PRI, 
communications stations 9VG. (INMARSAT 
monitored 1290617) 

N. Nominated daily report time N. 0400Z 

V. Medical personnel V. No medic 


X. Remarks X. |Report to AMVER 
Message transmitted: AUSREP SP A LOLLIPOP/V2LZ F 12 H 020500Z 
Fremantle | 090600Z Jakarta K 080600Z 1200S 10700E L to 2900S 
11327E to 1200S 10700E M GKA VIP VIO PRI 9VG (INMARSAT 
1290617) N 0400Z V no medic X report to AMVER. 

Note: In the case of a foreign vessel whose next port of call is outside 
Australia, if the Master does not intend to send position reports, this 
should be indicated in the AUSREP SP by inclusion of the group NOREP 
in paragraph N. 


4.6 Example of SP submitted on departure from and to a Port both 
within AUSREP Area: 
(May be submitted up to 24 hours prior to sailing and up to 2 hours after 


departure). 

Format Example 

AUSREP SP AUSREP SP 

A. Vessel’s name and call sign A. LOLLIPOP/V2LZ 
F. Speed | Spaeth F< 


H. Date/Time and point of entry into H. 212200Z Adelaide 
AUSREP system (Australian port 
of departure) 

K. Date/Time and point of exit from K. 


AUSREP system (Australian port 


Melbourne 231400Z 


of arrival) 
L. Route (vessel's intended track) L. Coastal direct 
M. Coast radio/maritime M. Via VIM 
communications station 
monitored 
N. Nominated daily reporting time N. 01002 
V. Medical personnel V. No medic 


X. Remarks xX. Ni 
Message transmitted: AUSREP SP A LOLLIPOP/V2LZ F 12 H 2122002 
Adelaide | Melbourne 231400Z L Coastal direct M VIA VIM N 01002 
V no medic. 


4.7 Example of SP submitted when transiting AUSREP Area from and 
to a Port not in AUSREP Area: 


Format Example 

AUSREP SP AUSREP SP 

A. Vessel's name and call sign A. LOLLIPOP/V2LZ 

F. Speed Be « 18 

G. Name of last port of call G. Durban 

H. Date/Time and point of entry into H. 120800Z 3550S 
AUSREP system 07500E 


lL. Next overseas destination and l. 


Surabaya 190200Z 
estimated time arrival 


K. Date/Time and point of exit from K. 1723302 0806S 


AUSREP system 10107E 
. Route L. Rhumb line 
M. Coast radio/maritime stations M. VIP, 9VG, PKI 
monitored 
N. Nominated daily report time N. 0600Z 
V. Medical personnel carried V. No medic 
X Remarks X. Pass to AMVER 


Message transmitted: AUSREP SP A Lollipop/V2LZ F 15 G Durban 
H 120800Z 3550S 07500E | Surabaya 190200Z K 172330Z 0806S 
10107E L RL M VIP 9VG PKI N 0600Z V no medic X pass to AMVER. 


4.8 Position Report (AUSREP PR): 

Each day at the nominated daily reporting time given in the SP, a PR 
should be transmitted to the Centre. The first PR is required within 24 
hours of the SP, and daily thereafter at the nominated daily reporting 
time, including the day of arrival at, or departure from the AUSREP area. 
The information contained in the PR will be used by the Centre to update 
the plot. The PR must reflect the position, course and speed of the ship 
at the time of the report. If it is found necessary to alter the nominated 
daily reporting time, the alteration should be shown in the PR sent before 
the change. 

If any PR is sent at a time other than previously nominated by the 
ship, the time of this PR must not exceed 24 hours from the previous 
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port. 

The ETA at the Australian destination, or AUSREP area boundary, is 
always confirmed in the last PR of a Passage. It may also be amended 
in any report whenever the Master is aware of a revised ETA. 


4.9 Mandatory AUSREP components for a PR: 
Mandatory AUSREP format components for a PR are: 
AUSREP PR 


ABO Ge 

4.10 Example of a PR: 

Format Example 

AUSREP PR AUSREP PR 

A. Vessel’s name and call sign A. LOLLIPOP/V2LZ 
B. Date/Time of position (UTC) B. 030400Z 

C. Position C. 0748S 07940E 

E. Course Es 129 

F. Speed : F<) eye 

X. Remarks (for example, change of X. ETA now 060200Z 


reporting time or revised ETA) 
Message transmitted: AUSREP PR A LOLLIPOP/V2LZ B 030400Z 
C 0748S 07940E E 129 F 8.5 X ETA now 060200Z. 
4.11 Deviation Report (AUSREP DR): 
Should a vessel, at any time, be in a position more than 2 hours 
steaming from the position that would be predicted from the last SP or 
PR, then a deviation report must be sent. 


4.12 Mandatory AUSREP components for a DR: 
Mandatory AUSREP format components for a DR are: 
AUSREP DR 

A, B, C + (extra components — see example below). 


4.13 Example of a DR: 


Format Example 

AUSREP DR AUSREP DR 

A. ‘Vessel name and call sign A. LOLLIPOP/V2LZ 
B. Date/Time of position (UTC) B. 050200Z 

C. Position C. 3900S 14500E 


(Then include whichever format components are affected by the 
deviation). 
Speed FOKD 
I Destination and ETA |. Adelaide 080200Z 
X. Remarks (include reason for X. Reduced speed due to 
deviation, for example, reduction main engine problems. 
in speed due weather, change of 
route or port of destination, etc.) 
Message transmitted: AUSREP DR A LOLLIPOP/V2LZ B 050200Z 
C 3900S 14500E F 9 | Adelaide 080200Z X reduced speed due to main 
engine problems. 


4.14 Final Report (AUSREP FR): 

When the vessel approaches the Australian destination and arrives 
at a position where VHF contact is made with the local Harbour Authority 
or pilot station, which under normal conditions is within 2 hours steaming 
of the pilotage, a FR is sent to the Centre. Under no circumstances 
should a FR be sent more than 2 hours before arrival. Alternatively, if 
the arrival is outside radio watchkeeping hours, the FR may be phoned 
immediately after berthing, but no later than 2 hours after arrival. If it is 
known that the vessel is to anchor or berth where telephone facilities 
are not available, then the FR should be passed through the appropriate 
coast radio/maritime communications station. 

For a vessel departing from the AUSREP Area the FR is to be sent 
after crossing the area boundary, and not later than the next nominated 
daily reporting time. 


4.15 Mandatory AUSREP components for an FR: 
Mandatory AUSREP format components for an FR are: 
AUSREP FR 


A, K, X. 

4.16 Example of an FR on arrival at a port in AUSREP Area: 
Format Example 

AUSREP FR AUSREP FR 

A. Vessel’s name and call sign A. LOLLIPOP/V2LZ 
K. Date/Time and port of arrival K. 080200Z Adelaide 
X. Remarks (must include the X. Final Report 


words Final Report 
Message transmitted: AUSREP FR A LOLLIPOP/V2LZ K 0802002 
Adelaide X Final Report. 


4.17 Example of FR, vessel departing AUSREP Area: 


Format Example 
AUSREP FR AUSREP FR 
A. Vessel’s name and call sign A. LOLLIPOP/V2LZ 


0700302 1100S 
10631E 
Final Report 


K. Date/Time and point of exit from K. 
AUSREP area 

X. Remarks (must include the x. 
words Final Report 

Message transmitted: AUSREP FR A LOLLIPOP/V2LZ B 070030Z 

1100S 10631E X Final Report. 


4.18 Method of Passing Reports: 
In an Australian port: 

A reverse charge telephone call or telex may be used when making 
an AUSREP or SAR message. INMARSAT calls are acceptable at 
senders expense. 

It is advisable to communicate all reports direct from the ship to the 
Centre to avoid delays associated with intermediate agencies: 
Telephone (062) 68 7920 (reverse charge); Telex: 62349; Facsimile 
(062) 57 2036. 

At Sea: 

All reports are addressed SEA SAFETY CANBERRA and may be 
sent free of charge through any Australian maritime communication 
station controlled by the Overseas Telecommunication Commission. 
Schedules and frequencies are given in Admiralty List of Radio Signals, 
Vol. 1, and in the Marine Information Manual — Australia. Reports passed 
through INMARSAT will be accepted but will be at the senders expense. 
All reports sent by voice should include the mandatory components 
including the identifying letter. 


5.0 Overdue Reports: 

TO AVOID UNNECESSARY SEARCH ACTION IT IS MOST 
IMPORTANT that ships report at the nominated reporting time each day 
and send their FINAL REPORT when leaving the AUSREP area. If a 
ship is unable to pass a Position Report due to unserviceable radio 
equipment or illness of the radio officer, all attempts must be made to 
pass a signal to this effect through another vessel, harbour or other 
shore authority, either by VHF, signalling lamp, or use of emergency 
transmitter. 

Action taken by the Centre 

As a positive reporting system; if an expected report is not received 
by the Centre within 2 hours, necessary steps are taken to ascertain 
the safety of the vessel. The following is an outline of the action that will 
be taken should a report become overdue. Circumstances may dictate 
more rapid action. 

1. During the first 2 hours internal checks will be carried out. 

2. Vessel will be listed on traffic lists requesting Master to furnish the 

overdue report. 

3. At6 hours overdue broadcast of ship's call sign with (JJJ/REPORT 
IMMEDIATE indicator*) will precede traffic lists indicating concern 
due to non-receipt of PR/FR. An all station (CQ) inquiry may be 
initiated. 

4. Extensive communication checks with Australian and overseas 
radio stations, owners, agents and other vessels are carried out to 
trace the last sighting or a contact with the vessel with the aim of 
confirming her safety. 

5. At 24 hours overdue the JJJ/REPORT IMMEDIATE broadcast may 
be upgraded to the Urgency Signal XXX/PAN indicator. Search 
planning will be in progress and details included in NAVAREA X 
and facsimile weather broadcasts via AXM and AXI. By the time 
the report is 24 hours overdue, positive action will have been 
initiated to locate the vessel. This action will include the launching 
of search aircraft where possible. However, as indicated in 
paragraph 2.5, due to aircraft range limitations the resources 
available for an air search decrease with distance from an 
Australian base. The maximum distance offshore, that can be 
covered by an air search is on chartlet (See “Plan”). 

* This signal consists of the vessel's call sign followed by JJJ/(RTG) or 
report immediate (RTF). Any sighting of, or communication with, this 
vessel by any other vessel should be reported immediately to the CRS/ 
MCS stating time of contact, position and estimated course and speed 
of the vessel overdue for report. 


6.0 Notes on Procedures: 

6.1 Date/Time Group: 

Dates and times contained in AUSREP reports are to be in Universal 
Co-ordinated Time (UTC) which is indicated by the suffix ‘X’. 

Example: 5 November 1982, 0600 LMT (UTC 9 hrs.) transmitted as 
0411002. 

6.2 Latitude and Longitude: 

Latitude 

Four figure group indicated by suffix ‘S’ (south). 

Example: Latitude 06° 15’ 46” South. Transmitted as 0616S. 
Longitude 

Five figure group indicated by suffix ‘E’ (east). 

Example: Longitude 82° 06’ 24” East. Transmitted as 08206E. 

6.3 Intended Route: 

Indicate Great Circle or Rhumb Line with way points being followed, 
expressed in latitude or longitude. Courses are not required if way points 
are mentioned. 

6.4 Speed: 

Anticipated average speed vessel will make till next report time. 

6.5 Course: 

True course anticipated until next reporting time. When more than one 
course will be steered enter ‘various’. If course shown as ‘various’, the 
Centre will interpret this as being the normal courses a vessel will follow 
on that particular passage. However, if the above assumption does not 
apply, clarification should be made. 

6.6 Radio Stations Monitored: 

List stations which the vessel normally works to contact managers, 
owners, charterers and agents, etc., in addition to Australian maritime 
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communications stations monitored. If the ship is fitted with INMARSAT, 

the number should also be included. 

6.7 Nominated Daily Reporting Times: 

When nominating their daily reporting time, Masters of single-radio- 

operator-ships will appreciate that reports nominated during the last 

single-operator-period of the day, if not received, cannot be followed up 
until the next radio watch period. This may cause considerable delay in 
activating any SAR action that may be required. It is therefore desirable 
that reports are transmitted during the first single-operator-period of the 
day. 

If any position report is different from the PR time, the next report 
should be no more than 24 hours from that PR time. 

6.8 Two Hour Rule: 

Should a vessel, at any time, be in a position more than 2 hours steaming 

from the position that would be predicted from the last SP or PR, a 

deviation report MUST BE SENT. 

6.9 Severe Weather: 

Vessels which anticipate passing through areas of severe weather 

conditions or are experiencing severe weather, are urged to report their 

position at more frequent intervals to the Centre. The time of their next 
anticipated Position Report should be included under Remarks. 

6.10 Reports to AMVER: 

Whilst participating in AUSREP, Masters may also wish their reports to 

be forwarded to New York for inclusion in the AMVER plot. This should 

be indicated in report remarks, and will particularly relate when sending 
the Final Report when vessel leaves the AUSREP area. 

6.11 Reports to JASREP: 

Reports from ships to JASREP are not forwarded by the Centre unless 

exceptional circumstances apply. Ships are requested to pass these 

reports direct. 

6.12 Computer Processing by the Centre: 

To enable efficient processing by the Centre's computer, ships are 

encouraged to send reports in IMO format as detailed throughout. 

APPENDIX A: Detailed Reporting Requirements: 

A.1 Dangerous Goods Reports: 

Primary reports should contain items A, B, C, M, Q, R, S, T, U of the 

standard reporting format; details for R should be as follows: 

R_ 1. Correct technical name or names of goods. 

. UN number or numbers. 

. IMO hazard class or classes. 

. Names of manufacturers of goods when known, or consignee 
or consignor. 

. Types of packages including identification marks or whether in 
portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

. An estimate of the quantity and likely condition of the goods. 

. Whether lost goods floated or sank. 

. Whether loss is continuing. 

. Cause of loss. 

If the condition of the ship is such that there is danger of further loss of 

packaged dangerous goods into the sea, items P and Q of the standard 

reporting format should be reported; details for P should be as follows: 
P 1. Correct technical name or names of goods. 
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2. UN number or numbers. 

3. IMO hazard class or classes. 

4. Names of manufacturers of goods when known, or consignee 
or consignor. 

5. Types of packages including identification marks or whether in 
portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

6. An estimate of the quantity and likely condition of the goods. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 

Note: The detailed reporting requirements in Section 3 of the appendix 
are based on MSC/Circ. 360 for dangerous goods reports and 
Resolution MEPC.22(22) for harmful substances reports and 
marine pollutant reports. 

A.2 Harmful Substances Reports: 

In the case of actual discharge, primary harmful substances reports 

should contain items A, B, C, E, F, L, M, N, Q, R, S, T, U, X of the 

standard reporting format. In the case of probable discharge, item B 

should also be included. Details for P, Q, R, T and X should be as 

follows: 
P 1. Oil or the correct technical name of the noxious liquid 
substances on board. 

. UN number or numbers. 

. Pollution category (A, B, C or D), for noxious liquid substances. 

Names of manufacturers of substances, if appropriate, where 

they are known, or consignee or consignor. 

. Quantity. 

. Condition of the ship as relevant. 

. Ability to transfer cargo-ballast-fuel. 

. Oil or the correct technical name of the noxious liquid 

discharged into the sea. 

UN number or numbers. 

. Pollution category (A, B, C or D), for noxious liquid substances. 

Names of manufacturers of substances, if appropriate, where 

they are known, or consignee or consignor. 

An estimate of the quantity of the substances. 

Whether lost substances floated or sank. 

. Whether loss is continuing. 

. Cause of loss. 

. Estimate of movement of the discharge or lost substances, 

giving current conditions if known. 

. Estimate of the surface area of the spill if possible. 

. Name, address, telex and telephone number of the ship's 
Owner and representative (charterer, manager or operator of 
the ship or their agent). 

. Actions being taken with regard to the discharge and the 
movement of the ship. 
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2. Assistance or salvage efforts which have been requested or 
which have been provided by others. 
3. The Master of an assisting or salvaging ship should report the 
particulars of the action undertaken or planned. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 
The Master of any ship engaged in, or requested to engage in an 
operation to render assistance or undertake salvage should report, 
as far as practicable, items A, B, C, E, F, L, M,N, P, Q, R, S, T, U, 
X of the standard reporting format. 
A.3 Marine Pollutants Reports: 
In the case of actual discharges, primary marine pollutants reports 
should contain items A, B, C, M, Q, R, S, T, U, X of the standard reporting 
format. In the case of probable discharge, item P should also be 
included. Details of P, Q, R, T and X should be as follows: 


P 1. Correct technical name or names of goods. 

2. UN number or numbers. 

3. IMO hazard class or classes. 

4. Names of manufacturers of goods when known, or consignee 
or consignor. 

5. Types of packages including identification marks or whether in 
portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

6. An estimate of the quantity and likely condition of the goods. 

1. Condition of the ship as relevant. 

2. Ability to transfer cargo-ballast-fuel. 

R_ 1. Correct technical name or names of goods. 

2. UN number or numbers. 

3. IMO hazard class or classes. 

4. Names of manufacturers of goods when known, or consignee 
or consignor. 

5. Types of packages including identification marks or whether in 
portable tank or tank vehicle or packed in vehicle, freight 
container or other transport unit. 

6. An estimate of the quantity and likely condition of the goods. 

7. Whether lost goods floated or sank. 

8. Whether loss is continuing. 

9. Cause of loss. 

T 1. Name, address, telex and telephone number of the ship's 
owner and representative (charterer, manager or operator of 
the ship or their agent). 

X 1. Action being taken with regard to the discharge and movement 


of the ship. 
2. Assistance or salvage efforts which have been requested or 
which have been provided by others. 
3. The Master of an assisting or salvaging ship should report the 
particulars of the action undertaken or planned. 
Particulars not immediately available should be inserted in a 
supplementary message or messages. 
The Master of any ship engaged in or requested to engage in an 
operation to render assistance or undertake salvage should report, 
as far as practicable, items A, B, C, M, P, Q, R, S, T, U, X of the 
standard reporting format. 


APPENDIX B: See Page 59 


APPENDIX C: Check List for AUSREP reports: 
AUSREP REPORTS CHECK LIST 
PR FR DR 


SP 

Calder ti yonprtiinte! APA Spicy name/call sign 

hil i ae Oe date/time of position 

es ee ee ee 
eed een TN OE 

(a COS ee ee 


%%o last port of call, only when 
entering from overseas 


H date/time and point of entry 
(lat/long) into AUSREP area 
or Australian port of 
departure 

oa a ee a next overseas destination 


and ETA 


J % whether pilot is carried on 
vessel 


K t date/time and point of exit, 
either the next Australian port 
OR lat/long when leaving the 
AUSREP area 


a lt an 
weer + MCS _monitored/INVARSAT 
oem 


QO|NpMJO|wWI[yS 


NUMBER 


een 
N P lasorlbos oe Greed nominated daily reporting 
time 
V i Se |__| medical personnel carried 
eam See 


X 


et [remarks 
* Mandatory. 


%% This information is only required when entering or departing the 
AUSREP area. 

t Include these only if affected by the deviation. 

% Notification of pilot required for all Barrier Reef passages. 


More detailed information about these message components will be 
found in Section 3.0 (AUSREP format components). 
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FEDERAL SEA SAFETY AND SURVEILLANCE CENTRE: 
Information Notice 

The International Convention for the Safety of Life at Sea, requires 
governments “to ensure that any necessary arrangements are made for 
the rescue of persons in distress at sea, around its coasts”. The 
Australian Government being a signatory to the International Convention 
for the Safety of Life at Sea, established the Marine Operations Centre 
in April 1972 to comply more fully with the Convention's requirements. 

The Centre was subsequently renamed as the Australian Coastal 
Surveillance Centre (ACSC) in 1978 with the introduction of an enhanced 
coastal surveillance function and renamed again in 1984, as the Federal 
Sea Safety and Surveillance Centre (FSS&SC). This recent change 
reflects the Centre's primary role of Search and Rescue, as the coastal 
surveillance function has been largely transferred to the Coastal 
Protection Unit of the Australian Federal Police, which is co-located 
within the Centre. 

The Federal Sea Safety and Surveillance Centre is a part of the 
Department of Transport's Maritime Safety Division, situated in Canberra 
in the Australian Capital Territory. The FSS&SC is in fact Australia's 
Maritime Rescue Co-ordination Centre. 

The principal function of the FSS&SC is therefore the co-ordination 
of marine search and rescue activity, (other than incidents involving the 
defence forces), within the area of Australian responsibility, which is 
geen in the general instructions of the Australian Ship Reporting 

ystem. 

The FSS&SC works in close liaison with the State Authorities who 
are responsible for SAR activity within port limits, and where their 
facilities permit, for small craft such as pleasure boats and fishing 
vessels in near coastal waters. The State police are the local SAR 
Authority around the Australian coastline, and are often assisted by the 
various volunteer coastal associations. 

For incidents which occur further out to sea and those beyond the 
resources of the State Authorities, Defence Forces and Civil marine/ 
aviation facilities are used to perform the air or sea search and the 
resulting rescue. 

The facilities of the FSS&SC are available to all seafarers whether 
they are private boating enthusiasts, commercial fishermen or 
professional seamen of the merchant fleets of the world. When a vessel 
is in distress and lives are at stake, no effort is spared to search for and 
rescue Survivors. 

The FSS&SC is manned continuously 24 hours a day by co-ordinators 
with considerable marine and in some cases aviation qualifications and 
experience. These men have specialised knowledge in search and 
rescue procedures to analyse the various situations that may arise and 
devise methods to resolve them. 

Communications are the very heart of all search and rescue co- 
ordination and the FSS&SC is well equipped with a network of telephone 
and telex systems giving a complete coverage throughout Australia, and 
overseas to other international marine authorities, such as the U.S. 
Coast Guard at Honolulu, San Francisco, and New York, Lloyd's 
Intelligence, London and the Japanese Maritime Safety Agency in 
Tokyo, to name only a few. 

Apart from telephone and telex links, radio communications play a 
major role when co-ordinating a SAR incident. The Overseas 
Telecommunications Commission (OTC) maintains the coast radio 
stations (CRS) around the Australian coastline, and it is these radio 
stations which provide the vital link between the ship and shore. The 
CRS also have direct telex lines to the FSS&SC. 

When advice is received at the FSS&SC of a distress, or any 
information likely to be related to distress, the duty co-ordinator will 
initiate whatever action he considers necessary depending on the type 
of incident reported, whether it be a single flare sighting, a report of a 
vessel or yacht overdue, a vessel grounding, or a radio received distress 
message. 

Also operated at the Federal Sea Safety and Surveillance Centre as 
a functional part of the SAR framework is the Australian Ship Reporting 
System (AUSREP), the area of operations being the same as for the 
Australian SAR Organisations. AUSREP was introduced in December 
1973 on a voluntary basis to enable mariners to familiarise themselves 
with the reporting system. Since then legislation has been passed which 
makes AUSREP compulsory for all Australian flag vessels and foreign 
vessels under certain circumstances which are explained in the 
AUSREP Instructions and the relevant Marine Notice. However, all ships 
are encouraged to participate whenever they are in the AUSREP area. 

In addition to the Centre's functions in the SAR role, the FSS&SC is 
also the section of the Department of Transport responsible for: 

i) Co-ordination and promulgation of Navigational Warnings 
(NAVAREA X), Australian Coastal Navigation Warnings 
(AUSCOAST) and weapons practice warnings. 

ii) Operation of the Licensed Foreign Fishing Vessel Reporting 
System in the 200 nautical miles Australian Fishing Zone. 

In all aspects of the Federal Sea Safety and Surveillance Centre's 
activities, over 2,000 incidents a year are handled, ranging from co- 
ordination of full scale search and rescue operations, planning 
evacuation of medical cases at sea, plotting the movements of oil slicks 
and spillage to receiving reports of illegal fishing by foreign fishing 
vessels and various flare sightings, around Australia’s 12,000 mile 
coastline. 

PILOTAGE: Coastal and Reef Pilotage: Licensed pilots are available 
for the whole of the Queensland coast, including Torres Strait, the Inner 
Route of the Great Barrier Reef, the Great North East Channel, and the 
reef entrances at Hydrographers Passage, Palm Passage and Grafton 
Passage. See “Torres Strait” for details. 

Recommendations on Pilotage: The attention of Masters is drawn to the 
IMO and Australian government recommendations on Pilotage in Great 
Barrier Reef waters. See “Torres Strait”. 

Authority: The Queensland Coast and Torres Strait Pilot Service, 11th 
Floor, 66 King Street, Sydney, N.S.W., 2000 or G.P.O. Box 1573, 
Sydney, N.S.W., 2001. Tel: (02) 292125. Cables: Torres Sydney. Telex: 
Torres AA120269. FAX: (02) 2903513. Contact: Perry Sutton or 
Stephen Radford (secretaries) 


APPENDIX B: Ship's particulars: 


Information contained in this form will only be used for the purpose 


of safety of life at sea. 
EXAMPLE 


Basic Vessel Details 


Vessel Size (Length and 


1 35000 DWT 
Deadweight Tonnage 85 metres 0 


Hull Colour Black 


Superstructure Colour 


White/ Aft 
and Position pe 


Normal Complement 


2 
of Vessel 6 


Doctor or Medical Personnel Carried 


Yes [J No ([] 


Owner Operator Details 


Registered Owner's 


Rania Orange White Inc. 


Telephone 
(Business) 
Telex 9999 
Address 


Sydney 99-9999 


Facsimile 11-1111 


999 Black Street 
Sydney NSW 2699 


Complete this section if Registered Owner is NOT the actual vessel 
operator 


Management , 
Company's Name Green Ship Management 
Telephone (Business) 
Telex 8888 


Address 


Sydney 88-8888 
Facsimile 22-2222 


999 White Street 
Sydney NSW 2688 


Please provide details of TWO contacts ashore (e.g. Marine 
Superintendents) who could supply current information on the 
vessel 


Name Mr Black 
Telephone (Business) Sydney 22-2222 


Sydney 33-3333 


Telephone (Home) 


Address 888 Grey Street 
Sydney NSW 2677 


Telephone (Business) Sydney 44-4444 


Sydney 55-5555 


Telephone (Home) 


Address 777 Blue Street 
Sydney NSW 2655 


Main Australian Agent 


Agent's Name Blue Agency 
Melbourne 44-4444 


77-7777 


Telephone (Business) 
4444 


99 Yellow Street 
Melbourne Vic 2599 


Telex 
Address 


Facsimile 


AUSTRALIA 


Please attach two colour photographs of your vessel; one beam on, 
the other aerial (if possible). If you are unable to supply photographs, 
please sketch the vessel — illustrating main features and colours. 


Ship Classification 


Classification 


} ist 
Society's Name HOVE S HBGtSIOS 


Telephone (Business) 


London 99-9999 


Telex 9999 Facsimile 88-8888 


Address 333 Indigo St 


London U.K. 


Classification Society 


‘ Lloyd's A 
Representative's Name lout s:Ageat 


Telephone (Business) Sydney 66-6666 


Telex 6666 


Address 


Facsimile 33-3333 


777 Violet Street 
Sydney NSW 2655 


Emergency Position Indicating Radio Beacons (EPIRBs) 


jmumver| Frenenies | Maniac | 
2 


121.5/243 MHz Black Electronics 
Sydney 

White Electronics 
Perth 


Where 
Stored 


Battery 
Duration 


48 Hrs 


Liferafts 


121.5/406 MHz Bridge 48 Hrs 


Wings 


Radar Characteristics 


ee Frequency Pulse Repetition Pulse Width 
yp MHz Frequency (MHz) (milliseconds) 


Decca 1226 9400 850/1700/3400/750 | 1.0/0.25 


Scan Rate 
(seconds) 
2 


Ratheron 1450 750 0.4 


Search and Rescue Radar Transponder (SART) 


9.3 Giga Hz Nippon Electronics Tokyo Lifeboats 


Position Fixing Aids Fitted (e.g. SATNAV) - Please list below 


SatNav, DF, Loran, Radar, Omega, Decca 


INMARSAT Number (if fitted) 
11223344 


Is there a helicopter landing/transfer position? 


Yes (J 


No [] 


Location No. 4 Hatch 
Size 26 metre diameter Maximum weight 
deck can support 


Please list any other details you consider relevant or which may assist search 
and rescue co-ordinators 


30 Tonnes 


See attached photograph 


Date 


26th January 1989 
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PILOT LADDERS: The Merchant Services Guild of Australia has 
advised that as from 1st December, 1975, Pilots will not board any ships 
on which the height from sea level to point of access exceeds 9 m., 
unless prior written assurance is given by the owner or Agent that 
arrangements have been, or will be, made to satisfactorily alter the ship's 
construction or equipment at the earliest opportunity. The only 
acceptable means for boarding ships with freeboard in excess of 9 m. 
is by a pilot ladder secured at an opening in the ship's side, or by an 
approved combined system of pilot ladder and accommodation ladder. 
The notice has been issued by the M.S.G.A. as, although the “9 m. rule” 
has been part of Australian and SOLAS regulations for some years, their 
members have found that a high number of vessels are not fully 
complying. 


HOLD LADDERS: The Department of Transport in Canberra has 
handed down a ruling on this matter. 

In future, all vessels loading or unloading at Australian ports require 
to be fitted with hold ladders which comply with specifications detailed 
in Marine Order No. 12 of 1986, part 32. Contrary opinions of local 
surveyors are academic. A vessel arriving without approved ladders 
would require to be made the subject of an application for exemption 
by the agents. 

Obtaining exemption requires application to the Department of 
Transport Regional Director, at state level. Such exemption will normally 
be granted within 24 hours of receiving a written request. This exemption 
only applies to operations which do not require W.W.F. labour. 

For the guidance of owners, we precis below details of the required 
ladder types:— 

Bulk Carriers: Bulk carriers, and other vessels exclusively used in bulk 
trade, must be fitted with a vertical entrance section with a maximum 
length of 25 m. and a bottom vertical section with a maximum length of 
6 m. The section joining these two must be of stairway design with hand- 
rails and access platforms. 

General Cargo Vessels: Vessels with tweendecks may be fitted with 
vertical ladders provided the distance between each deck does not 
exceed 6 m., and provided that a person may step on to the tweendeck 
and rest in safety. Intermediate decks used as resting stages are to be 
fenced off. Where the distance between decks exceeds 6 m., stairway 
must be fitted for the full length. 

Full details of the requirements, including maximum angles of ladders, 
dimensions of steps, platforms, etc., may be obtained from the vessel's 
agent. 


HEALTH: The Procedure for Clearance of ships at ALL ports in Australia 
is as follows: 

An overseas vessel approaching a port should by radio supply the 
Agent not more than 24 hours and not less than 12 hours prior to arrival, 
answers to the following questions: 

Note: Masters or Medical Officers who wilfully make a false statement 
in answer to questions A - H, are liable to a fine not exceeding $5000 
or imprisonment for a period not exceeding two years. 

Question 
. Name, Type and Nationality of vessel? 

. Where from and Departure Date? 

. Where Bound and ETA First Port? 

. ETD and Name of Next Port? 

. Details of any cases of illness during the last 21 days with 

a fever of 38°C or above, and 
(a) Accompanied by rash, Jaundice or Glandular swelling, or 
(b) Accompanied by diarrhoea lasting longer than 24 hours. 

F. Are there any animals or plants (other than ornamental 
pot plants in the accommodation areas) on board? 
G. eld you carried livestock in the last six months? 
If Yes - 
List Type, Ports Visited and Cleaning performed 
sinced last livestock voyage- 
H. Date of Derat/Derat Exemption Certificate? 


Answer 


mMmOoOwWD> 


Optional section (Answering this Section may assist in the clearance of 
your vessel when it arrives in port). 
|. If the vessel is carrying ballast water, will you be Yes/No 
discharging ballast while in Australian waters. 
J. If the Answer to Question | is YES, have you - 
(a) Exchanged ballast water at sea during the voyage and 
logbook cerifications of time and coordinates when 
reballasting occurred: or 
(b) Certification that the area where ballasting took place 
is free from Toxic Dinoflagellates? or 
(c) Is your vessel part of a compliance arrangement for 
ballast water control accepted by Australian Quarantine 
and Inspection Service? 


Note 1. The granting of Pratique to a vessel does not release it from 
being subject to quarantine. Goods required separate clearance. 

2. Radio Pratique may be given to all vessels except stock vessels, 
provided satisfactory answers are given to the quarantine questionnaire. 
Stock vessels will require a satisfactory report from Agricultural 
Quarantine. Vessels which do not send answers to the questionnaire 
must be prepared to stop at the Quarantine Line. 

3. When Radio Pratique has been issued a Quarantine Officer will 
board to deliver the Certificate of Pratique after the vessel has berthed. 

4. Vessels must fly the “Q” flag until after Pratique has been granted 
by radio or otherwise. The Agent must deliver the answers to the 
questionnaire to Quarantine as directed by the Regional Director of the 
Commonwealth Department of Primary Industries and Energy. 
Authority: Department of Primary Industries and Energy, G.P.O.Box 858, 
Ne ops A.C.T. 2601. Tel: (062) 72-3933. Telex: 62188. FAX: (062) 72- 
5161. 
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Medical: 

(a) There are now no requirements for Vaccination/Fever Certificates 

in Australia, except for a Yellow Fever Certificate if a person has 
visited an area infected in the previous 6 days. 

(b) Inoculations and vaccinations can be carried out at most ports in 
Australia by arrangement with a general practitioner through 
Shipping Agents. Yellow Fever can be done through a number 
of centres, and shipping agents should be contacted for 
information in this regard. 

Services: 

(a) Most ports in Australia can provide renewal or extension of the 
International Derat Certificate. 

(b) Refuse disposal services are available at all Declared Ports in 
Australia (see “Notice to Masters" below). The charges for these 
services are under Quarantine Regulation 33(c) (see “Appendix” 
below). 

Notice to Masters of Vessels: Quarantine Regulation 33(c) — Refuse 
Disposal Charges. 

A vessel shall, while the vessel remains in or near a declared port 
make available for collection by an authorised collector, all animal waste, 
organic refuse, galley scraps or quarantineable waste from the vessel. 
Removal and destruction of disposal of waste from a sea vessel at a 
port being: 

(a) Adelaide, Port Pirie, 
Wallaroo, Thevenard, 
Darwin 


$30 plus $2 per person on board the 
vessel on each day or part of a day 
on which a service is provided, 
subject to a maximum daily charge 
of $1,000. 

$90 plus $6 per person on board the 
vessel on each day or part of a day 
on which a service is provided, 
subject to a maximum daily charge 
of $3,000. 

$45 plus $3 per person on board the 
vessel on each day or part of a day 
on which a service is provided, 
subject to a maximum daily charge 
of $1,500. 


Appendix: Ports declared under Quarantine Regulation 33(c): 
Victoria Geelong 
Melbourne 
Portland 
Westernport 
Adelaide 
Port Pirie 
Wallaroo 
Thevenard 
Port Lincoln 
Whyalla 
Fremantle 
Bunbury 
Albany 
Esperance 
Darwin 
Brisbane 
Maryborough 
Bundaberg 
Gladstone 
Port Alma 
Mackay 
Bowen 
Townsville 
Lucinda 
Mourilyan 
Cairns 
Thursday Island 
Weipa 
Burnie 
Devonport 
Hobart 
Launceston 
Stanley 
LOAD LINE ZONE: Extended Tropical Load Line Zone: At the request 
of the Australian Government, IMO has issued to Member Governments, 
a circular advising that commencing 1st May, 1986, Australia intends to 
permit Australian flag vessels and, where approved by other 
Governments, vessels flying their flag, to load to Tropical Load Line 
marks at the ports of Dampier, Port Hedland and Port Walcott between 
1st May and 30th November each year. 

In effect, a ship loading at any of these ports and bound for a port in 
the Summer Zone, e.g. Japan or North Europe, will be permitted to 
submerge its Summer Load Line by an amount commensurate with the 
fuel, etc., that will be consumed during passage through the Seasonal 
Tropical Area and the Tropical Zone to the North of these ports. 

SHIP SUPPLY SERVICE: The National Safety Council of Australia has 
some capability in this regard as follows: 

NORTH QUEENSLAND COAST: Approximate area from Cape York 
(Lat. 10° 42’ S., Long. 142° 35’ E.) to abeam Rockhampton (Lat. 23° 
25' S., Long. 150° 50’ E.), up to 100 nautical miles offshore. Helicopter 
is based at Townsville (Lat. 19° 15° S., Long. 146° 46’ E.) and 
approximate transit time can be calculated by 100 knot cruise speed. 

Contact: National Safety Council of Australia, Queensland Division, 
Townsville S.A.R., 16 Belinda Street, Aitkenvale, Queensland, 4814. Tel: 
(077) 79 6511, (077) 75 3647. Facsimile: (077) 79 6356. 

VICTORIA COAST: Approximate area from Merimbula in New South 
Wales (Lat. 36° 54’ S., Long. 149° 54’ E.) round S.E. point of Australia 
and along Southern coast of Victoria to Portland (Lat. 38° 19’ S., Long. 
141° 28’ E.). Helicopter cruise speed 100 knots, aircraft based at Morwell 
in Victoria (Lat. 38° 13’ S., Long. 146° 28’ E.), operating up to 
100 nautical miles offshore. 


(b) Melbourne, Western 
Port, Portland 


(c) Any other seaport 


South Australia 


Western Australia 


Northern Territory 
Queensland 


Tasmania 


Contact: National Safety Council of Australia (Head Office), P.O. Box 
700, Traralgon, Victoria 3844. Facsimile: (03) 267 7770. Telex: 35369. 

The helicopter types would be Bell 212 twin turbine medium lift 
machines which are equipped for Search & Rescue & Emergency work, 
including winch, infra-red scanner, VLF/OMEGA navigation system, 
Radar, ADF 320 for location of marine beacons, medical equipment, 
oxygen, etc. They carry crewmen with a ship to aircraft winch capability 
including stretcher recoveries. 

The NSCA operates an Emergency service only (i.e. not commercial 
work) and is available 24 hours a day throughout the year. Request for 
this service should be passed directly to the Australian Coastal 
Surveillance Centre. Aircraft carry Marine VHF and will normally make 
initial contact on Channel 16 using ships name as call sign. 

There is some possibility that the area covered by the NSCA will be 
increased later in 1984. 

GRAIN CARGOES: Guidelines for Grain Cleanliness Surveys: On 
arrival a vessel fixed to load grain must have holds clean, dry and free 
from loose rust scale, residues of previous cargoes or insect infestation. 
Ships’ crews cannot clean after the vessel has arrived at an Australian 
port and so every opportunity must be taken to prepare the holds 
enroute, as using shore labour is extremely costly and results in delay. 

Special attention must be paid to the cleaning of the high areas in the 
holds, including angles and ledges formed by hatch beams, cable 
casings, etc. The surveyors will also investigate access openings and 
spaces and also MacGregor type hatch covers. Rust scale and residues 
trapped between the leaves may, on closing the covers, fall and 
contaminate the cargo. 

Loose rust scale must be removed by high pressure hose or chipping 
and scraping. Areas where insect infestation may occur, in addition to 
those mentioned above, include wooden bulkhead sheathing, inside 
burlap seals, and also in the dry store. Grain surveys include a check 
on the dry store and cases have occurred where a vessel's holds are 
acceptable but a grain certificate has not been issued because of 
infestation in the store. 

The discovery of traces of live insects can result in an order for 
spraying or fumigation being issued. Whilst spraying can be carried out 
quickly and with minimal delay, a full fumigation requires the vessel to 
be placed under gas for 48 hours. Whilst this is carried out the crew will 
be required to be accommodated ashore. 

If holds are painted, either during drydocking or at sea immediately 
prior a grain loading, hatch covers should, if possible, be opened to 
allow paint fumes to escape. The temptation to paint over loose rust 
scale or cargo residues must be resisted as such measures will be 
spotted very quickly by the surveyor. 

These notes, whilst covering all aspects of hold preparation, are not 

exhaustive and a check should be made before fixing. 
Fire Precautions on Grain Ships: A fire in the hold of a bulk grain vessel 
whilst on passage which forced the ship to return to the load port has 
prompted the Australian Federal Government to issue Marine Notice 
No. 26 (1988) on the subject. The apparent cause of the fire was grains 
of Barley coming into contact with the Permanent Hold Lighting. It is 
believed that grain lodged at the extremities of the light tube holder thus 
providing the contact necessary for combustion. 

In this case, the Lighting was located on the sides of the Hold rather 
than the usual deckhead location, but owners are reminded it is 
important to have the Hold Lighting SWITCHED OFF and Fuses 
removed when loading grain. 

TIME: Daylight saving is adopted in some States in accordance with 
table below: 


Western Australia GMT + 8 hours No change 
Northern Territory GMT + 9.5 hours No change 
Queensland GMT + 10 hours No change 

South Australia GMT + 9.5 hours GMT + 10.5 hours 
Victoria GMT + 10 hours GMT + 11 hours 
Tasmania GMT + 10 hours GMT + 11 hours 


New South Wales GMT + 10 hours GMT + 11 hours 
Date of change may vary by as much as 14 days fron state to state 
(normally late October to early or mid-March). 


SHIPMASTER’S REPORT: July 1983. 

Radio/Health: | sent a request for Free Pratique to the Commonwealth 

Director of Health, Sydney, that being my first port, but the radio operator 

pce a our Radio Officer to address the message to Quarantine 
ydney. 

There was no advice as to the vessel having been granted Free 
Pratique when the Port Health Authorities boarded the vessel in Sydney. 
| was told that the Radio Pratique must be requested 18 — 24 hours 
prior to arrival from the Agents (see “Health” above). 

The questionnaire to be answered was Form 106 No. 3.13. 
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ABBOT POINT, Queensland: 19.52 S. 148.05 E. 


(See Plan) 
PORT LIMITS: See “Shipmaster's Report”. 
DOCUMENTS: See “Townsville”. 
PILOTAGE: Compulsory. Prior notice confirming ETA 24 hours before 
arrival to be given through local Agent. Boarding ground is Lat. 
19° 48.5’ S. Long. 148° 05’ E. or as directed by Pilot vessel. 

Maintain listening watch on VHF Channel 16/67. Standard IMO pilot 
ladder rigged as per IMO recommendations. Usually starboard side 1 m. 
above water. 

Coastal and Reef Pilotage: Pilotage through Hydrographers Passage, 
Palm Passage, Grafton Passage and the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. For information about Hydrographers Passage see “Hay 
Point”. 

Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See ‘Torres Strait”. 

ANCHORAGE: Lat. 19° 49’ S., Long. 148° 06.5’ E. in 25 m. 
RESTRICTIONS: Ballast condition, propeller fully immersed with 
ann trim 1.8 m. by the stern and forward draft not less than 2% 
of LOA. 

No restrictions on time, however berthing at discretion of Harbour 
Master with regards to weather conditions. 

Engines must not be immobilised whilst alongside without prior 
permission of Harbour Master. 

Unberthing in accordance with state of tide and draft. Under keel 
clearance required is 10% of deepest draft plus 0.61 m. 

MAX. SIZE: Optimum max. size vessel is 297 m. LOA and 47.5 m. 
beam, however, consideration given to larger vessels provided that 
mooring arrangements on board vessel are satisfactory. 

With a rise of tide of 3.5 m., vessels may sail with a draft of 18.26 m. 
HEALTH: Standard Australian Regulations and procedures apply, radio 
pratique is available. 
VHF: Abbot Point Security maintains listening watch on VHF Channel 
16. Pilot vessel and tugs, call on VHF Channel 16 and work on VHF 
Channel 6. 
TUGS: 2 twin screw Zed-Pellor tugs of 56 tonnes bollard pull are 
available. One line launch is also available for berthing. Tugs’ lines 
always used. 
BERTHING: One berth only which is a bulk coal loading facility, serviced 
by conveyor and shiploader. Length of berth fendering 268 m. Plus 4 
mooring dolphins. Depth of water in approaches is 17.2 m. below datum. 
Depth of water at berth is 19.4 m. below datum. 

Shiploader has a rated capacity of 4,600 tonnes/p.h. 
DENSITY: 1026.5. 
FRESH WATER: Not available. 
FUEL: Not available. 
GANGWAY/DECK WATCHMEN: Ship's crew as watchman, ship’s 
gangway used. 
AIRPORT: Townsville Airport, 210 km. by road. 
TIME: See “General” before first port. 
EMERGENCY CO-ORDINATION: Through Abbot Point Security using 
VHF Channel 16, internal telephone 212 or external (077 862244). 
TELEPHONE: Provided on berthing. 
GENERAL: Provisions available on request. 

Nearest town is Bowen, 32 km. by road, Bowen has full facilities. 


SHIPMASTER’S REPORT: March 1986 (Updated 1990). 

Port Limits: The area comprised within a line commencing at the 
intersection of the HW mark and the meridian of Long. 147° 59’ E. and 
bearing 000° (T) along that meridian to its intersection with parallel of 
Lat. 19° 48’ S.; thence bearing 090° (T) along that parallel to its 
intersection with meridian of Long. 148° 08’ E.; thence by that meridian 
bearing 180° (T) to the intersection of that meridian and the High Water 
mark, thence by that High Water mark generally in a Northwesterly 
direction to the point of commencement and including all navigable rivers 
communicating with that area and the banks and shores and foreshores 
thereof. 

Abbot Point is within a Permanent Tropical Zone, within the Great 
Barrier Reef. 

Tropical Zone: 1st April/30th November. 

Summer Zone: 1st December/31st March. 

Anchoring Position: Indicated on Chart AUS. No. 255 — Abbot Point and 
Approaches. In position: Lat. 19° 49’ S., Long. 148° 06.5’ E. 

Pilot Boarding Position: \ndicated on Chart AUS No. 255 — Abbot Point 
and Approaches. Lat. 19° 48.5’ S., Long. 148° 05’ E. 

Pilot boards by pilot boat, tugs and Pilot stationed at Bowen. This 

chart is well recommended. 
Abbot Point: Australia’s most Northerly deep-water coal shipping port, 
situated about 20 km. North of Bowen. The port is established under 
the auspices of the Harbours Corporation of Queensland. Developed by 
the MIM Holdings Ltd. and operated by the Abbot Point Bulkcoal Pty. 
Ltd. Development began in 1981, and operations commenced in 1984. 
Coking coal from Collinsville and steaming coal from Newlands are the 
only two MIM products handled. 

Heavy duty railway, using modern rolling stock, and multiple diesel 
electric locomotives conveys coal from the fields to the 450 hectare site. 
Loading Procedure: Coal travels on conveyors via a 1,350 tonne surge 
bin. There are 2 weightometers and an automatic continuous sampling 
plant. The conveyor system extends along a 100 m. rock causeway and 
a 2.8 km. approach trestle, which also supports a roadway to the deep- 
water whart and shiploader. 

Size of Vessels: From 20,000 d.w.t. to 165,000 d.w.t. Larger vessels 
have been considered on individual merits. 

Depths: Approach depth, (stated) 17.2m. Alongside berth (stated) 
19.4 m. 

Tugs: 255 tonne bollard pull. Tugs’ lines used. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Line Boats: One for vessel berthing. 

Berthing: |n normal circumstances vessels will berth starboard side to. 
However, be prepared to berth either side to in accordance with the 
Harbour Master's requirements. 

In normal conditions draft is to be adjusted so that the propellor is 
fully immersed and vessel trimmed approximately 1.8 m. by the stern. 
The arrival draft must be cabled to the Harbour Master and Agent who 
will advise any adjustment required. 

To ensure maximum safety all vessels using heavy mooring wire ropes 
are requested to have the ends terminating in a9 m. rope spring finished 
with a standard eye for placing over the bollards and hooks. All mooring 
ropes and wires should have a 6 m. tail of light rope spliced into the 
eye. 

Hooks on mooring bollards are electrically operated and self release. 
Pilot Ladder: Constructed and rigged in accordance with SOLAS 
requirements. 

Berth: Length of trestle from shore to berth — 2.75 km. 

Length of Berth: (Extent of fender system 264 m. approximately). 

Length between extreme mooring dolphins — 466 m. 

Length of Berthing Basin: 512 m. ’ 

Width of Berthing Basin: 70 m. 

Depth at Berthing Basin: 19.4 m. 

There are 7 breasting dolphins, equipped with Bridgestone energy 
absorbing cell-type rubber fenders. 

Height of top of fenders above datum 7.5 m. approximately. 

Height of underside of fenders above datum 0.9 m. approximately. 
Ship Loader: Type: Travelling gantry with luffing boom. 

Design rate maximum capacity: 4,600 tonnes/p.h. 

Length of travel: 212 m. 

Boom operating range: +12° to — 10°. 

Maximum outreach from fender line: 34 m. 

Height above datum (plus 12°): 27.5 m. 

Height below datum (minus 10°): 19.5 m. 

Travel speed variable from 3 m./min. to 30 m./min. 

Stowage Factor: “Steaming coal: approx. 1.11 cu.m./tonne. Angle of 
repose from 35° — 50°. 

Coking coal: approx. 1.05 cu.m/tonne. Angle of repose 33°. 

“Vessel achieved a better stowage factor loading steaming coal. 
Final Quantity: \t has to be remembered when requesting to stop loading 
that there is about 3,000 tonne on the belt, which must be run off. 
Loaded Tonnage: Calculated on draft survey. (Vessel experienced 
S.W'ly winds Force 4 and swell of about 1 m.). Intermediate draft surveys 
are conducted if loading by grades, hatches, or more than one port 
discharge. 

Cargo Completion: Vessels must vacate berth without delay, subject to 
tidal conditions. 

Arrival Notice: At least 7 days prior to arrival cable to “Abbotcoal Bowen” 
Telex: AA47689 (MIMABB). 

(a) Name of vessel. 

(b) Type of vessel. (If O.B.O. confirm that vessel is ‘Gas Free’). 

(c) ETA. 

(d) Total cargo quantity required. (Subject to C/P requirements and 

allowances). 

(e) Hatch loading sequence, Pour by Pour. 

Reference to (b) above — Master to advise Agent and Harbour Master. 

1. Date vessel discharged last oil cargo. 

2. Time and place of last Gas Free Certificate. 

3. Location and amount of slops on board (and assurance that slop 
tanks inerted or pressed-up). 

48 hours prior to arrival — advise ETA. 

24 hours prior to arrival — confirm ETA and Hatch Number (‘1st Pour’). 
Also advise Harbour Master of ETA/Berthing Draft/and ballast water is 
not contaminated. 

6 hours prior to arrival call Abbot Point on VHF Channel 16 and confirm 
ETA. Radio Pratique granted and Hatch Number 1st Pour. . 
Note: To avoid delays to berthing and to avoid tug cancellations it is 
important that all adjustments to ETA’s are advised to all parties. 

All hatches to be clean/dry and opened before berthing. 

Hatch lids are to be clearly numbered, for easy identification, no 
responsibility attached to shore loading personnel if any infringement to 
this requirement. 

All loading is expressed in metric tonnes of 1,000 kg. 

Pratique: Radio Pratique is available. Send message to the “Quarantine 
Officer” through the ship’s Agent, not more than 24 hours prior to arrival. 
(This stipulation is not enforced). The Agent will keep vessel advised. 
Text of the message is in accordance with the advised procedure in the 
Sailing Directions for Entry to First Australian Port. 

lf Radio Pratique has not been granted prior to berthing ensure that 
there is no contact with the wharf or employees by crew until Pratique 
is granted. 

Shore Leave: Crew are permitted to go ashore after Immigration and 
Customs Clearance. The Agent can arrange a minibus service to Bowen 
and return. Cost about Australian $85.00 for the round trip. The trip to 
Bowen is 30 minutes. 

Telephone: A telephone is placed onboard. No STD calls, only overseas 
operator service on a reverse charge basis. 

Restrictions: Access to whart and loading plant is restricted. 

Persons requiring access (crew members/visitors) must wear safety 
helmets, safety shoes and adequate eye protection, and comply with all 
safety regulations. 

Abbotcoal are not responsible for accidents incurred by personnel 
who use their wharf gangway. 

Pedestrian access along the wharf approach is not permitted. 

Special authorisation is required for private vehicles and visitors, within 
the port area and wharf access. 

Access to the remainder of the port site is strictly forbidden. 

Derat Examination Certificate: Quarantine doctor will arrange for 
renewal. Cost Australian $45.00. 
Consuls: None available. 
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Repatriation: Can be arranged. Coach leaves Bowen for Townsville, 
with direct flights to New Zealand and Brisbane for other international 
connections. 

Fresh Water/Fuel/Diesel: Not available from wharf, there are no facilities. 
Ship Chandler: Will attend vessel if necesary. Bonded stores are also 
available. Prices may be high due to transportation costs. 


AUTHORITY: Department of Transport, Division of Harbours and 
Marine, P.O.Box 889, Bowen, Queensland 4805. Tel: (077) 861268, 
861933. Telex: 47435. FAX: (077) 862719. Contact: Captain C. |. Wood, 
Harbour Master Bowen/Abbot Point, Tel: (077) 861775. 


AGENT: Sub-Agent of Patrick Agencies, Brisbane. 


ADELAIDE, S.A.: 34.51 S. 138.30 E. (See Plan) 


PORT LIMITS: Northern Limit: a line drawn due East from Lat. 
34° 40.42’ S., Long. 138° 22.55’ E. to shore. 

Southern Limit: a line drawn due East from Lat. 34°51.30'S., 
138° 24.80’ E. to shore. 

Western Limit: a line drawn between Lat. 34° 40.42'S., Long. 
138° 22.55’ E. to Lat. 34° 51.30’ S., Long. 138° 24.80’ E. 
DOCUMENTS: See “Melbourne”. 

If first port of call, Customs and Quarantine Officers board at pilot 
station. If intermediate port and vessel has pratique, boarding is done 
at the wharf. The loadline and freeboard of all tankers arriving with full 
cargo are inspected by the Department of Navigation. 

PILOTAGE: Advance notice 24 hours, telegraphic requests through 
ship's Agent. VHF Channel 16. Call sign “Adel. OH” Pilot launch orange 
hull, yellow deck house, “Pilot’’ on each side in black letters. Give pilot 
launch good lee and safe pilot ladder. Pilot boards 1.5 miles seaward 
of Entrance Beacon. 

ANCHORAGE: 0.5 mile West of Entrance Beacon. 

RESTRICTIONS: Controlling depth in channel to container berth 
39 ft. 4 in. (12.0 m.) and to Inner Harbour 30 ft. (9.1 m.) ISLW. All vessels 
to maintain 1 ft. (0.3 m.) keel clearance in berth at all times. 

Night berthing/unberthing subject to Harbour Master's approval. 
Keel Clearance: 10% of draft with a minimum of 3 ft. (0.9 m.) under keel 
at all times. 

MAX. SIZE: Inner Harbour — length 200 m. OA; draft 31 ft. (9.4 m.) 
Neaps, subject to tide; 34 ft. 06 in. (10.5 m.) Springs. Outer Harbour 
(Container Berth) — length 945 ft. (288 m.) OA; draft 37 ft. (11.3 m.) 
Neaps, subject to tide; 39 ft. (11.9 m.) Springs. 

HEALTH: Including Document A in short form. Also see “Melbourne”. 
RADIO: Adelaide Radio VIA. 

RADAR: Decca Type RR 1219 installed in signal tower. 

TUGS: 4 tugs available. 

BERTHING: Tug power as required by Pilot. Depth at berths: Inner 
Harbour: 27 ft. (8.2 m.) — 36 ft. (11 m.). Outer Harbour: 36 ft. (11.0 m.) 


—*40 ft. (12 m.). 
Berth saa) LW. tm) Type Cargo Cranes 
9 133 8.2 Ro/Ro ship Containers 
ramp 
13&14 303 9.1 Conventional Steel & scrap 4/6.5t travelling 
240 10.0 Ro/Ro shore Containers, 25t fixed 
ramp Ro/Ro 
27 204 10.7 Bulk loading Cereals 2 loaders, 
800t/hr 
29 245 9.8 Lay-up and _ 
Repair 
H 304 11.0 Bulk loading Cement clinker Loader 
Osborne 
1 208 9.8 Bulk Sugar, dry & 6/9t travelling 
2 159 9.4 liquid bulk cranes 
O.H. 2 183 11.0 Passenger Passengers + 
terminal 
O.H. 4 214 11.0 Ro/Ro quarter Containers —_ 
ramp 
O.H. 6 298 12.0 Container Containers 1x35t and 
berth 1x45t 
container 
crane 
60t on hook 
O.H. 1 185 11.0 General Sheep 


STEVEDORES: No advance ETA required. 

MEDICAL: Contact Quarantine Department in ample time. 
TANKERS: Vessel carrying inflammable cargoes or not gas-free 
restricted navigation during darkness. “Leak free” advice to Harbour 
Master to be given through Agent. 500 tons slop discharge facilities. 
6 Berths. Unauthorised persons not allowed on board. 


Berths: 
“J” Shell Co. Depth alongside 8.2 m. 
“L” Mobil Oil Co. Depth alongside 8.5 m. 
“M" «B.P. Lid. Depth alongside 8.5 m. 
“N" Caltex Co. Depth alongside 8.5 m. 


O.H.4 B.P. Ltd. Depth alongside 11.0 m. 

OSB. 1 Terminal Properties. Depth alongside 9.8 m. 

DENSITY: Slightly denser than sea water; not affected by tide. 
FRESH WATER: Inner Harbour: Through Hydrants at 12—15 t.p.h. Outer 
Harbour: 120 t.p.h. 
FUEL: Fuel oil, thin fuel oil, diesel, gas oil. 48 hours notice required. A 
bunkering barge capable of transporting 1,000 metric tons of bunkering 
oils operates in the port. The use of this bunkering barge will enable 
vessels to bunker without leaving their loading berths or using road 
tankers. 


CONSULS: The following countries are represented: 


Austria Guatemala Norway 
Belgium Italy Peru 
Denmark Japan Philippines 
Finland Lebanon Portugal 
France Liberia Sweden 
Germany F.R. Netherlands USA 
Greece 


REPAIRS: All repairs possible. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Optional except for white spirit 
tankers. Cost varies according to time of shift. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CERTIFICATES: 

Last Port Customs Clearance. 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment. 

Light Dues Receipt. 

Ship's Articles (British Vessel). 
CUSTOMS ALLOWANCES: Each Crew member 200 cigarettes or 
40 cigars or 8 oz. tobacco. Limited amounts of spirits per man. 
CARGO GEAR: Accordance Australian Regulations. See “Melbourne”. 
REPATRIATION: Available. 
AIRPORT: Adelaide Airport 8 miles, regular airlines. 
TIME: See “General” before first port. 
HOLIDAYS: Xmas Day, Waterside Workers’ Picnic Day (late January), 
Good Friday, Anzac Day (25th April), Adelaide Cup Day (3rd Monday 
in May), Eight Hours Day (2nd Mon. October). Restricted holidays, 
Boxing Day, New Year's Day. 
TELEPHONES: Port Adelaide Police 49-6111, Ambulance (Wharf) 
461616, Fire Brigade 471515. 

Note: $30 connection fee plus cost of calls. 
SERVICES: Garbage disposal, cleaning out and fitting out and compass 
adjusting. 
IDENTIFICATION CARDS: See “Melbourne”. 
AUTHORITY: Dept. of Marine and Harbors, P.O. Box 19, 293 St. Vincent 
Street, Port Adelaide, S.A. 5015, Australia. Te/: (08) 470611. 
Telex: AA 82525. FAX: 470605. Cables: Depmah. Contact: Port 
Manager, Port Adelaide. 


AGENT: Patrick Agencies, POB 30, 3 Todd Street, Port Adelaide, S.A. 
5015. Tel: (08) 47-4655. Telex: AA 82624. Fax: (08) 47-6139. Seagram 
Code: SARIKPAT. 


ALBANY, W.A.: 35.02 S. 117.53 E. (See Plan) 


PORT LIMITS: All the waters of King George Sound and Princess Royal 
Harbour Westward of a line drawn from Herald Point to Bald Head. 
DOCUMENTS: See “Melbourne”. 
PILOTAGE: Compulsory service provided by State Marine and 
Harbours Department. Pilot boards vessel with King Light — bearing 292°, 
distance 3 miles. 
ANCHORAGE: King Point Light, bearing 292°, distance 3 miles, or as 
directed by Agent's radio message. There is a Prohibited Anchorage of 
0.5 miles radius from a position on the line of main leads midway 
between Buoy Nos. 1 and 2. 
RESTRICTIONS: The Entrance Channel from King George Sound to 
Princess Royal Harbour has a width of 550m. land to land. The 
Navigation Channel therein being 145 m. wide, with a depth of 12.8 m. 
— 12.2 m. LWOST. Depth of Swinging Basin in the harbour is 12.20 m. 
and vessels with a draft of 11.50 m. can work No. 3 Berth and 9.8 m. 
No's. 1 and 2 Berths. Although some margin is allowed at the Harbour 
Master's discretion, dependent upon weather and tidal conditions, (HHW 
0.9 m.). Vessels can be berthed day or night. 
MAX. SIZE: LOA 200 m., beam 29 m., draft 11.5 m. at Berth No. 3 and 
9.8 m. at Berth Nos. 1 and 2, deadweight 38,000 tonnes. 
HEALTH: Master should supply answers to a prescribed questionnaire 
24 hours before arrival. Details of the questionnaire can be obtained 
from vessel's Agent and answers should be radioed to Agent, who will 
arrange pratique. 
RADIO: Perth Radio or Esperance Radio. 
VHF: Call sign is “Albany Port” and is normally open 0830 — 1630 hrs. 
Monday to Friday except holidays. Otherwise by special arrangement 
Channels 6, 12 and 16. 
TUGS: Motor tug available, bollard pull 27.4 tons. Normally ships lines 
are used. 
BERTHING: 
King George Sound: Safe anchorages are available. 
Princess Royal Harbour: The following berths are available: 

Land Backed Wharf: A continuous wharf face of 608 m. allocated into 
3 berths. Berth No. 1: 209 m., depth 10.4 m. Berth No. 2: 172 m., depth 
10.4 m. Berth No. 3: 227 m., depth 12.2 m. There is no swell at any of 
these berths. 

Max. permissible ship draft at LW is 11.5 m. at Berth No. 3 and 9.8 m. 
at Berth Nos. 1 and 2. 

Load/discharge is by ship's gear other than loading of grain on Berth 
No. 3 which is by shore equipment. 

The wharf berths are served by road. 
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Berth Uses: No. 1 Wharf has a transit shed with a floor space of 

4,300 sq.m. and is used mainly for general cargoes. Whilst the berth 

has not been constructed to receive Ro/Ro vessels, it has been possible 

to work them at this berth. 

No. 2 Whart is used for loading of livestock and the discharge of rock 
phosphate, sulphur and for general cargoes. This wharf has also been 
designed as a secure wharf for petroleum products discharge. 

No. 3 Wharf is a general purpose berth and has been designed for 
receiving Ro/Ro vessels and container traffic, although it is used mainly 
for the loading of bulk grain. 

CRANES: No cranes are available and ships use their own gear. 

BULK CARGO FACILITIES: All berths are capable of receiving bulk 

cargo via ships gear and grabs into hoppers and road trucks. 

No. 3 Wharf has a grain loading facility consisting of conveyors, 
3 loading booms and spouts of which any 2 can operate together. The 
design loading rate (wheat) is 1,600 t.p.h. The facility is also designed 
to load 50,000 d.w.t vessels, although vessels up to 67,000 d.w.t. have 
been accommodated on occasions. 

STEVEDORES: No ETA required. Private companies. ETA by 1330 hrs. 

in order to commence on any shift of the following day. (Labour can be 

confirmed the next day). 

Normal Working Day: Day Shift (Ordinary Time) 0730 to 1430 hrs. 

Evening Shift (Time and a Half) 1430 to 2130 hrs. Night Shift (Double 

Time) 2300 to 0600 hrs. Saturday (Double Time) 0730 to 1430 hrs., 

Sunday (Double Time and a Half) 0730 to 1430 hrs. and 1430 to 2130 hrs. 

MEDICAL: No advance notice except in case of serious illness to be 

included in arrival cable, ample hospital facilities available. 

TANKERS: Discharging facilities are provided only at No. 2 Wharf where 

the hose is 200 mm., connecting to a 300 mm. main. Loading facilities 

are provided on all 3 berths from 100 mm. hoses. 

Max. drafts at these berths are Berth Nos. 1 and 2, 9.8 m. and Berth 
No. 3, 11.5 m. 

DENSITY: Average salinity of water in the port is 1026 — 1027. 

FRESH WATER: Available at all berths at a rate of approximately 60 — 

80 t.p.h. Unlimited quantities available. Supply by 62 mm. hoses metered 

individually or if more hose required from 200 mm. main meter. 

FUEL: Light marine diesel oil is available at all berths from pipe-line or 

road tanker. Pipe-line approximately 100 t.p.h. 

FIRE PRECAUTIONS: During receival of fuel Berth No. 2 is isolated 

and all Australian Association of Port and Marine Authorities’ guidelines 

complied with. 

CONSULS: None. 

REPAIRS: A slipway of 340 tonne capacity is available. Small repairs 

only are dealt with by Board of Trade Engineers. Shore based facilities 

for minor engine repairs. Local shipwrights are available. 

SURVEYORS: Cargo Inspectors: S.G.S., C.A.S.C.O. and Associated 

Marine Surveyors, W.A., Lloyd’s Register, American Bureau, Bureau 

Veritas available at 4 hours notice. 

GANGWAY/DECK WATCHMEN: Gangway watchmen required on all 

Australian crewed vessels and foreign fuel tankers. 

HATCHES: Normally carried out by ships crew. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes or 

40 cigars or 250 gm. tobacco; spirits 1 litre per person. 

REPATRIATION: Crew changes and repatriation can be carried out with 

little difficulty. 

AIRPORT: Airport located 11 km. from port with domestic flights to Perth. 

TIME: See “General” before first port. 

HOLIDAYS: As for Fremantle, except W.W.F. Picnic Day being late 

January. 

POLICE/AMBULANCE/FIRE: Police Tel: 41 1411; Ambulance Tel: 41 

1666; Fire Tel: 41 2122. 

EMERGENCY CO-ORDINATION CENTRE: State Emergency Service 

contacted through Police Tel: 41 1411. 

TELEPHONES: Telephones are available at all berths. Arrangements 

made through Agents. 

SERVICES: Some radio and radar repair facilities available. Minor 

electrical and mechanical repairs. 

BANKS: Commonwealth Trading, 261 York Street. Tel: 41 2022. 
Australia & New Zealand, 23 Albany Highway. Tel: 41 1300. 
National Commercial, 250 York Street. Tel: 41 2655. 

Rural & Industries, 232 York Street. Tel: 41 1288. 

Westpac Banking Corp., 281 York Street. Tel: 41 1722. 

STORING: Vessels can be stored by launch in King George Sound or 

alongside the berth by road. Stores can be loaded during cargo 

operations. Forklifts can use all wharves. For stores Customs Form 43 

to be submitted giving details of stores. For any storing in excess of 

3 hours W.W.F. labour must be engaged. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Not normally experienced unless waiting for another vessel 

on grain loading or deep draft Berth No. 3. 

SHIP SUPPLY SERVICES: Fremantle Tug Operators, c/o Hall's 

Shipping & General Agencies, Port Road, Albany, W.A. 6330. 
Bairstow AG & ME, 13 Alicia Street, Albany, W.A. 6330. 

Ocean Services Albany, P.O.Box 42, Albany, W.A. 6330. 

Servicing of ships in this area is done by launch, as helicopters are 
not readily available to take off sick personnel. Ocean Services Albany 
operate launches and a 50 ft. tug which are used for servicing ships in 
the area. 

The transfer of personnel, sick seamen and transport of stores is 
carried out by launch or tug. Communication is done by VHF. 
GENERAL: Quarantine incinerator available. 

AUTHORITY: Albany Port Authority, 85 Brunswick Road, Albany, W.A. 

Postal Address: P.O.Box 175, Albany, W.A. 6330. Tel: (Office) (098) 41 

2844, (Transit Shed) 41 2759. FAX: (098) 41-7566. Contact: B. J. E. 

Hudson, General Manager. 

AGENT: Patrick Agencies, P.O.Box 42, Port Road, Albany, W.A. 6330. 

Seagram Code: 6ARIKPAT. Tel: (098) 41 3538. Telex: via Fremantle 

92434 Rikpat. Fax: (09) 3358672. 
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ARDROSSAN, S.A.: 34.26 S. 137.55 E. 


DOCUMENTS: See “Melbourne”. 

PILOTAGE: Compulsory (except for B.H.P. vessels). 24 hours notice 
required. Pilot boards one mile East of berth. 

APPROACHES: Navigation Beacon: The light beacon, flashing white 
every second, marks the Northern side of the seaward limit of the 
dredged exit channel. 

Lead Lights: Lead light towers line up on a grid bearing 249°. Towers 
are located approximately 10 m. from the clifftop edge and approximately 
610 m. from clifftop edge. 

MAX. SIZE: Max. size 46,000 d.w.t. for berthing and loading. 
HEALTH: Officials board at berth. 24 hours notice required. 

VHF: Manned weekdays 0730 hrs. — 1200 hrs. and 1245 hrs. — 1615 hrs. 
TUGS: Available from Port Adelaide. 

BERTHING: 

B.H.P. Jetty: 

Length 931 m. “T” head — 6 Dolphins and 2 mooring platforms. Total 
berth length 409 m. Continuous fendering installed from Dolphin No. 2 
to Dolphin No. 5 for 160 m. length. Depth of-water — 9.2 m. MLWS. 

Loading is via a belt conveyor system. A fixed loading boom 
necessitates vessel warping along ‘“T" head during loading. 

Loading rates: Dolomite 2,400 t.p.h. 

Wheat 800 t.p.h. 
Barley 800 t.p.h. 


(See Plan) 


Boom: 
Height of chute above MLWS — 16.18 m. Loading chute extends 
across vessel from wharf face — 16.1 m. 
TIDE: Average rise and fall 1.8 m. — 2.4 m. max. 3.1 m. at Spring tides. 
STEVEDORING: Arranged with private companies. 
Operations: Working hours are flexible to suit vessel's requirements. 
Working Hours — Night Shift 0001 — 0800 hrs. 
Day Shift 0800 — 1600 hrs. 
Afternoon Shift 1600 — 2359 hrs. 
FRESH WATER: Small quantities can be made available by special 
arrangement. (Flow rate is approximately 3 tonnes/hour). 
FUEL: Not available. 
AUTHORITY: BHP Steel International Group, Long Products Division, 
Ardrossan, South Australia 5571. Tel: (088) 373106. Telex: AA 89520. 
Cables: Hematite Ardrossan. Contact: R. Bennett. 


AGENT: Sub-agent of Patrick Agencies, Adelaide. 


BALLAST HEAD, Kangaroo Is.: 35.45 S. 137.48 E. 
(See Plan) 


In Eastern Cove, Kangaroo Island. Private bulk loading installation from 
which charter vessels load gypsum for shipment to factories in Eastern 
Australian states. No facilities for discharging cargo and no Customs, 
health or other government departments’ facilities available. 
DOCUMENTS: For vessels chartered to carry gypsum to Eastern 
Australian ports, Bills of Lading prepared on completion of loading. 
PILOTAGE: No Pilots resident at Ballast Head but pilotage can be 
arranged through Harbour Master, Port Adelaide if required. 
ANCHORAGE: Sea approach is unobstructed, with deep water 
anchorage and turning basin of Eastern Cove, 4.5 km. wide and 
extending 0.8 km. South of berth. Minimum depth about 10.5 m. Sand 
bars exist immediately South of berth but well inside line of dolphins. 
RESTRICTIONS: Vessels may proceed to anchorage at any time, but 
can berth only during daylight hours. Loaded vessels can leave berth 
or anchorage at any time without concern for tide conditions. 

Port can experience dodge tides. Port classified as unsafe by 
Department of Marine and Harbours. Vessel must be ready to depart 
berth at any time. 

MAX. SIZE: Vessels of 27,000 d.w.t. are regularly loaded. However, 
before confirmation of vessels suitability can be given, dimensions of 
vessel must be advised to ensure conformance with berth and loading 
requirements. Ships must exercise extreme care in berthing to avoid 
damage to dolphins or head frame. Max. approach velocity 0.15 m./sec. 
HEALTH: Pratique must be obtained at Port Adelaide. 

RADIO: Ship-shore VHF radio. Call sign “Ballast Harbour’. 
Frequencies, 156.80 MHz for distress and calling; 156.60 MHz for 
working. 

Arrival Advice: At least 8 hours notice of ETA is required to S.A. Gypsum 
Adelaide Office, Tel: (08) 3481400 or Kingscote (0848) 22457. 

TUGS: No tugs are available, but can be arranged from Port Adelaide, 
if required. However, a launch is available for running ships’ lines, and 
must be used. 

BERTH: The berth consist of a line of 10 dolphins running North/South, 
293 m. overall length forming a T-head jetty with loading conveyor 
gantry. Depth of water alongside 26 ft. (7.9 m.) LWOST. Berthing signals 
by radio instruction or mast head. 

Loading Facility: Loading equipment consists of conveyor system to 
fixed loading gantry supporting luffing boom conveyor. Discharge from 
boom conveyor feeds into an adjustable Banana Spout that can be 
rotated through 360°. Boom conveyor operates only in horizontal position 
and loading chute does not telescope. Fixed loading gantry situated at 
centre of line of berthing dolphins. Distance from face of fenders to centre 
line of loading spout is 12.0 m. Distance from low water level to outlet 
end of loading chute in loading position — 8.2 m. Maximum handling rate 
of rock Ean on conveyor system, 850 t.p.h. 

MEDICAL: Doctor available at Kingscote, 40 km. distant. Hospital also 
at Kingscote. 

FRESH WATER: Not available. 

FUEL: No facilities available. 
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GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CONSULS/REPAIRS/DRY DOCKS/REPATRIATION: No 
available. 

AIRPORT: Kingscote Airport approximately 30 km. distant. Regular air 
service to Adelaide — at least one flight daily. 

TIME: See “General” before first port. 

HOLIDAYS: Loading carried out on any day except Christmas Day but 
at least 24 hours notice of ETA required for loading on public holidays. 
POLICE/AMBULANCE/FIRE: Police station, Kingscote 2.2018; 
Ambulance, Kingscote 2.2037 or 2.2028; Fire, Kingscote 2.2200. 
TELEPHONES: No arrangements exist for placing telephones on board. 
SERVICES: None available. 

DELAYS: Berth accommodates only one vessel at a time, but once 
berthed the loading continues without break until completion except for 
the time taken to shift ship from hatch to hatch and to check draft. 
AUTHORITY: Department of Marine and Harbours, P.O.Box 19, G.P.O., 
Port Adelaide, South Australia. Tel: (08) 470648. Telex: 82525. 
Contact: M. G. Florance, Harbour Master, 23 Esplanade, Kingscote, 
Kangaroo Island. Tel: (0848) 22457. Fax: (0848) 33120. 

CSR Building Materials, P.O.Box 58, Rosewater East, South Australia 
5013, Australia. Te/: (08) 348-1400. FAX: (08) 348-1423. Contact: State 
Manager, Gyprock SA. Tel: (08) 348-1400. Mine Manager, New Lake 
Gypsum Quarry, Kangaroo Island. Tel: (0848) 33077. 


facilities 


BARROW ISLAND, W.A.: 20.49 S. 115.33 E. 
(See Plan) 


LOCATION: The port is situated on the Eastern side of Barrow Island, 
Western Australia. The moorings are located approximately 9.875 km. 
offshore at Lat. 20° 48’ 57” S., Long. 115° 33’ 09” E. Refer to the current 
hydrographic Chart No. AUS 742 for further information. 

PORT LIMITS: 7 nautical miles radius from intersection point at Lat. 20° 
46' 50” S., Long. 115° 27’ 54” E. 

DOCUMENTS: Refer to “Melbourne” - also see “Health”. 
PILOTAGE: Pilot Boarding: The pilot ladder shall be available to the 
Pilot/Mooring Master and be kept at a proper height for his safe use for 
boarding and disembarkation. When the distance from the water to the 
deck exceeds 9.0 m., the pilot ladder shall be rigged with the 
accommodation ladder or an approved mechanical pilot boarding 
appliance used. Tanker shall provide adequate lee for embarking and 
disembarking Pilot/Mooring Master. 

Restrictions: Unless otherwise approved by the Pilot/Mooring Master, 
berthing shall take place: 

a) during ebb tide; 

(b) provided there is no strong wind or strong wind warning in force 
for the port area; and 

(c) in daylight (unless the tanker is equipped with adequate 
searchlights to enable night berthing provided that a tanker 

: making its first visit to the port will be berthed in daylight only). 
Accommodation: The tanker shall provide  victualling and 
accommodation for the Pilot/(Mooring Master and 2 WAPET operators 
and victualling for the 3 man Mooring Boat crew. 

Also see “Anchorage”. 

NOTICE OF READINESS: The Notice of Readiness is accepted: 

(a) where the berth is available, at such a time as the tanker is all 
fast in the berth, i.e. when all mooring lines and the preventer 
lines are made fast; 

(b) where the berth is not available, 6 hours after the tanker drops 
anchor at the Arrival Position (see “Anchorage’); 

(c) in the case of a tanker: 

i) making its first call at the port; or 

ii) with inadequate searchlights (see ‘‘Restrictions’’). 6 hours 
after sunrise following arrival or when the tanker is all fast in 
the berth, as defined in (a) above, whichever occurs first. 

Laytime ceases for the period of time taken for the tanker to move 
from the anchorage and is resumed when the tanker is all fast at the 
berth as defined in (a) above. 

ANCHORAGE: Arrival position: On arrival at the port, the tanker should 
proceed to a position (“Arrival Position’), approximately 2 nautical miles 
off the moorings at a bearing of 300° from the onshore tanks 
(conspicuous) and anchor there if waiting to berth. The Pilot/Mooring 
Master will board the tanker at this position. 

Crane/Derrick: The tanker shall arrive with a crane/derrick rigged on the 
starboard side and in all respects ready to lift the deck hose, and other 
equipment from the mooring boat at the Arrival Position. 
RESTRICTIONS: Tanker Size Limits: Slab Side: A tanker will be 
accepted for loading at the port provided that the “slab side”, being the 
product obtained by multiplying the overall length by the moulded depth, 
shall not exceed 4,418 sq.m. and will be permitted to load to a total 
displacement tonnage of 105,000 tonnes. 

Minimum Water Depth/Underkeel Clearance: The minimum water depth 
in the vicinity of the berth is 13.2 m. A copy of the latest hydrographic 
certificate of the depth of the water is available from the Pilot/Mooring 
Master on request. 

To provide a safety margin, should sailing be delayed for any reason, 
underkeel clearance shall be maintained at all times up to and including 
the low water following the tanker's projected sailing time as follows: 

(a) for tankers up to 33 m. beam - not less than 1.56 m.; or 

(b) for tankers over 33 m. beam - as determined by WAPET. 
Searchlights: To permit berthing during darkness, the tanker shall be 
equipped with a searchlight with a minimum diameter of 300 mm., fitted 
to each port and starboard bridge wing to provide a wide scanning range 


Arrival Condition: Tanker shall arrive ballasted to at least one quarter 
of its Summer deadweight tonnage, with propeller (and bow thruster if 
fitted) submerged, unless directed to carry more ballast by the Pilot/ 
Mooring Master during adverse weather. 


HEALTH: Tankers arriving from foreign ports must make prior 
arrangements for Quarantine and Customs Clearance through their 
agents. Port Walcott, Western Australia, is the nearest port where 
Customs and Quarantine Clearances can be obtained. 


RADIO: ETA: Any tanker proceeding to the port shall notify WAPET at 
Barrow Island: 


Telephone 091 84 6007 

Telex AA99125 

Facsimile 091 84 6134 
Perth (all hours) 

Telephone 09 325 0181 

Telex AA 92008 

Facsimile 09 325 7441 


of its ETA not less than 96 hours before arrival, amending or confirming 
the ETA at intervals of 48 hours, 24 hours and 12 hours before arrival 
at the port. Failure to provide these notifications may result in a Pilot/ 
Mooring Master not being available on the tanker's arrival. The tanker 
shall also include in its original ETA message: 

(a) details of the quantity and condition of ballast; 

(b) inert gas system tested and working; 

(c) capability to carry out closed system loading; 

(d) arrival draft 


VHF: Communications with Pilot/Mooring Master: 
Approaching the port: 

Tankers shall listen to Marine VHF Channel 16 when within 100 
nautical miles of the port. 

The Pilot/Mooring Master can be contacted during daylight working 
hours or at other times by prior arrangement on International Maritime 
VHF frequencies, call sign “Barrow Island”: 

Channel 16 156.8 MHz Safety and Calling; 
Channel 14 156.6 MHz Barrow Island working 
channel; or 
Channels 8 and 12 can also be used. 
During Berthing and Loading: 

WAPET will provide portable UHF radios for communications between 
the tanker and the terminal during berthing, loading and unberthing. 
Channels used are: 

Channel 1 
Channel 2 


469.775 MHz 
469.800 MHz 


TUGS: No tugs available. 

Mooring Boat: WAPET will provide a suitable mooring boat and crew 
to handle the tanker’s mooring lines to the buoys and bring the preventer 
lines and swamped mooring lines to the tanker. The mooring boat will 
stand by during loading and unmoor the tanker on completion. 


PORT FACILITIES: Pilot/Mooring Master: WAPET shall provide a Pilot/ 
Mooring Master to: 

(a) assist in piloting the tanker in and out of the moorings; 

(b) advise on connecting and disconnecting the loading hose; 

(c) advise on matters concerning the safety of the tanker and port 
facilities. 

Moorings: An 8 point mooring system consisting of 6 mooring buoys 
and 2 swamped moorings are installed. 

Preventer Lines: Preventer lines are permanently connected to each 
mooring buoy. The preventer lines and swamped mooring lines are 
constructed as follows: 

(a) 76 m. of 44 mm. wire rope (except No. 4 mooring buoy which 
has 153 m. of 40 mm. FSWR); 

(b) 77 m. of 80 mm. polyester superline: 

(c) 47 m. of 25 mm. FSWR; and 

(d) 30 m. tail of 32 mm. polyester. 

WAPET will provide stoppers for making fast the preventer lines and 
swamped mooring lines to the tanker’s mooring bitts. 

Crude Oil Handling Facilities — Onshore: The onshore storage and 
pumping facilities include: 

(a) 5 x 200,000 bbl. (31,782 kilolitre) floating roof tanks; 

(b) 2 (gas engine driven) centrifugal loading pumps rated to deliver 

up to 15,400 bbls. (2,000 tonnes) per hour of Barrow Island Crude 
Oil with up to a maximum pressure of 100 p.s.i. at the tanker rail; 

(c) one diesel driven stand-by loading pump; 

(d) associated computer control and monitoring equipment; 

(e) limited facilities for receiving dirty ballast. See “Deballasting”. 
Crude Oil Handling Facilities — Marine: The submarine pipeline is 
comprised of 2 sections: 

(a) 9,875 m. of 510 mm. x 9 mm. steel pipe with a 50 mm. concrete 
external weight coating. The seaward end of the section of the 
pipeline is marked with a spar buoy; and 

(b) a flexible rubber hose at the seaward end of the pipeline 
described in (a) measuring 45 m. of 400 mm. and 16 m. of 
300 mm. hose (which flexible rubber hose is referred to as the 
“Loading Hose’). The seaward end of the loading hose is marked 
with a white conical buoy and is fitted with a 300 mm. ball valve. 

Fittings and Connections available at the Port: WAPET will make 
available the following fittings to connect the loading hose to the tanker's 
manifold: 

(a) 90° elbow — 300 mm. x 300 mm. 

(b) 45° elbow — 300 mm. x 300 mm. 

(c) flexible deck hose — 5,486 mm. x 300 mm. vat? 4 ) 

(d) reducer spool — 300 mm. x 254 mm. Cer a") 

(e) adaptor spool — 254 mm. USAS (flange pitch circle diameter 
14.75 in.) to 10 in. British Standard (flange pitch 15 in.) 

(f) flange gaskets and grease. 


(USAS Flanges) 
1 =) 


AUSTRALIA 


BERTHING/UNBERTHING: Tidal Berthing: Berthing and unberthing at 
the port shall take place during ebb tide unless otherwise approved by 
the Pilot/Mooring Master. 

Slack water at the mooring occurs approximately one hour after high 
and low water. The direction of the tidal stream is approximately 245° 
on flood and 065° on ebb and attains a rate of about 1 knot at Springs. 
Refer to the Australian National Tide Tables for the times and heights 
of the tides. 

Unberthing: Unless otherwise directed by the Pilot/Mooring Master, the 
tanker shall unberth: 

(a) during ebb tide after completion of loading; or 

(b) after consultation with the Master when there are strong winds 
at the port area or a strong wind warning has been issued for the 
area. 

Mooring Lines: The Master shall ensure that the mooring lines are run 
off the winch sufficiently to enable it to be passed to the mooring boat 
for running to the mooring buoys. To speed up the running of the first 
line, the mooring winch should be in single gear. On completion of 
mooring, the brake on each mooring winch should be securely screwed up. 
Preventer Lines: The preventer lines and swamped mooring lines are 
to be hove onboard with a messenger of at least 24 mm. diameter, 
supplied by the tanker, to the warping drum of mooring winch and then 
made fast to the bitts, being stoppered off, using “Chinese” of “West 
Country” method, with stoppers supplied by WAPET. 

Propeller: The propeller shall not be turned over with the main engine 
while the loading hose is connected or after it has been disconnected 
without first notifying the Pilot/Mooring Master. 

MOORING EQUIPMENT (TANKER): The tanker shall be equipped with 
mooring equipment which complies with the minimum specifications 
described in this Regulation. 

Mooring Winches: The mooring winches shall: 

(a) be power operated and capable of warping the tanker; 

(b) have mooring line permanently attached; 

(c) be capable of making fast mooring lines or preventer lines by 
securing brake on winch; 

(d) have warping drum capable of handling preventer lines and 

swamped mooring lines; 

(e) number at least 8 and be located: 

(i) foc’sle head — one each, port and starboard; 

(ii) aft main deck — one each, port and starboard; and 

(iii) poop deck — 4. 
Mooring Bitts: The tanker shall have at least 8 sets, each set to be of 
a size and be located near a mooring winch to enable making fast the 
preventer lines or the swamped mooring lines as the case may be. 
Mooring Lines: The mooring line on each mooring winch shall have: 

(a) a minimum breaking strain of 80 tonnes; 

(b) minimum length of 200 m.; 

(c) if wire lines, a fibre tail of at least 10 m. with strength equivalent 

to the wire line. 
Bow Anchors: The anchors shall: 

(a) be located one each port and starboard bow; 

(b) have a minimum of 10 shackles (shots) of chain in tankers up to 
50,000 tonnes load displacement and a minimum of 12 shackles 
in tankers over 50,000 tonnes load displacement; 

(c) comply with a classification society recognised by the Australian 
Department of Transport and Communications. 

LOADING EQUIPMENT: The tanker shall provide the following items 
to handle the loading hose: 

Crane/Derrick: A crane or derrick capable of lifting the 5 tonne flexible 
loading hose and work platform shall be provided on the starboard side. 
Work Platform: A work platform to facilitate safe connection of the loading 
hose shall be provided and constructed in accordance with Australian 
Standard No. 1657. (See “Plan”). 

Personnel: The tanker shall provide competent personnel to perform, 
supervise and approve all work to connect and disconnect the loading 
hose. 

Manifold Specification: The tanker's manifold shall be capable of being 
bolted to the 12 in. USAS flanges of the deck hose and be in compliance 
with the “Oil Companies International Maritime Forum (OCIMF) 
Guidelines”. (See “Port Facilities — Fittings and Connections available 
at the Port”.) 

Connection: When the loading hose and work platform are secured to 
the tanker’s rail, the blank flange on the end of the hose is removed and 
the deck hose connected to the tanker’s manifold using elbows and 
adaptors as required. 

Note: During 1989 the Operator intends to change the hose connection 
method from the indirect method, using adaptors, deck hose and 
overside working platform, to the direct method, where the tail hose of 
the submarine hose string is bolted to the ship's manifold. 

The Operator has incorporated a quick release coupling, to enable 
the hose to be disconnected and dropped quickly in the event of an 
emergency. It is felt that this method will be easier to use on a common- 
user basis. 


SPECIFIC GRAVITY OF CARGO: Barrow Island Crude Oil has a 
density range between 0.832 and 0.84 at 15° C. and a temperature 
range between 23° C. and 32° C. 


LOADING: Commencement Checks: The submarine pipeline is left full 
of crude oil between tanker loadings. When all hose connections have 
been made and approved, and safety checks outlined in the International 
Safety Guide for Oil tankers and Terminals have been completed the 
ball valve on the loading hose is opened. 

Gravity Loading: The tanker's manifold is opened and crude is loaded 
by gravity until the checks are completed on the tanker and clearance 
is given by the Pilot/Mooring Master to start the onshore loading pumps. 
Inert Tanks: The tanker's cargo tanks should be inerted by a system 
designed, constructed and tested in accordance with the International 
Convention for the Safety of Life at Sea, 1974, as amended by the 1978 
Solas Protocol. 
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WARNING Against Back Pressure: The submarine pipeline and loading 
hose may be damaged if subjected to sudden increases in pressure. 
Back pressure on the loading hose at the tanker's rails must not exceed 
100 p.s.i. To avoid damage to the loading equipment the tanker shall 
ensure that: 

(a) The flow of crude oil shall not be shut off by closing the tanker's 
valve or the ball valve on the loading hose without the prior 
approval of the Pilot/Mooring Master; 

(b) As many tanks as possible are open during loading. At least 
2 tanks must be open while onshore pumps are operating at full 
speed. If the tanker considers it necessary to load into one tank, 
or to otherwise reduce the loading rate for safety or its operations, 
the tanker shall notify the Pilot/Mooring Master in sufficient time 
to reduce the loading rate; 

(c) The tanker shall advise the Pilot/Mooring Master when 
200 tonnes of crude oil are required to complete loading so that 
the onshore pumps can be eased down slowly; 

(d) The tanker shall advise the Pilot/Mooring Master when 50 tonnes 
of crude oil are required to complete loading so that the onshore 
pumps can be stopped and loading completed by gravity; and 

(e) On completion of loading, the tanker’s manifold valve is to be 
closed slowly to minimise the surge pressure of oil in the pipeline. 

Availability of Deck Machinery: The tanker shall ensure that the deck 
machinery is available for immediate use at any time throughout the 
loading operation. 

Test Calls During Loading: The tanker shall advise the terminal on the 
hour of the back pressure of the loading hose at the tanker’s rail. WAPET 
personnel onboard the tanker shall so advise the terminal on the half 
hour. Should a test call be missed and the terminal be unable to establish 
contact with the tanker, the terminal will stop the pumps and further 
loading until communications are restored. 

Disconnection of Loading Hose: On completion of loading and when 
the tanker’s manifold valve is closed, the tanker shall make every effort 
to drain the deck hose and the tanker's manifold outboard of the manifold 
valve. 


DEBALLASTING: The tanker shall wherever possible arrive at the port 
with clean segregated ballast which can be discharged overboard during 
loading. However, if required, dirty ballast may be pumped ashore 
through the submarine pipeline by means of the tanker’s pumps, using 
the following procedure unless otherwise directed by the Pilot/Mooring 
Master: 

(a) The Master shall obtain a receipt from the Pilot/(Mooring Master 
for the dirty ballast pursuant to Marine Order 12/85 after the 
discharge of any dirty ballast at the port; 

(b) At least one third of the tanker’s Summer deadweight tonnage of 
crude oil must be loaded before deballasting, to minimise the 
effect of sudden change in sea and weather conditions and to 
use the crude oil to displace ballast from the submarine pipeline. 
The displacement of the submarine pipeline is approximately 
1,947 kilolitres (1,680 tonnes); 

(c) After the operation in (b) is complete, the tanker will pump all 
ballast ashore at a rate to ensure that the pressure at the tanker's 
rail shall not exceed 100 p.s.i. At this pressure the discharge rate 
is approximately 1,270 kilolitres (1,120 tonnes) per hour; 

(d) When all ballast is discharged, the tanker will displace the ballast 
in the submarine pipeline by pumping ashore Barrow Island 
Crude Oil. The tanker shall effect the change over from ballast 
to crude oil as quickly as possible to keep the oil/water interface 
intact; 

(e) The tanker will advise the Pilot/Mooring Master when 1,750 
kilolitres (1,500 tonnes) of crude oil have been pumped. WAPET 
will notify the tanker when the water/oil interface is detected 
ashore at which time the tanker shall stop pumping to enable 
loading to recommence. 


SAFETY/POLLUTION: 
Safety: 

(a) Tankers will not be accepted which could possibly contravene 
the International Convention for the Safety of Life at Sea 1974 
as amended by the 1978 Solas Protocol. 

(b) The tanker shall be in a state of readiness at all times to leave 
the moorings. 

Pollution: 

(a) Tankers shall comply with the relevant provisions of: the 
International Convention for the Prevention of Pollution from 
Ships as defined as the “Convention” in the Pollution of Waters 
by Oil and Noxious Substances Act 1978 of the State of Western 
Australia and the Protection of the Sea (Prevention of Pollution 
from Ships) 1983 of the Commonwealth; those Acts; and other 
legislation of the State or Commonwealth pertaining to pollution. 

(b) The dumping of rubbish overboard at the port is prohibited. 


GENERAL: Port Facilities: Mail forwarded to Barrow island for the tanker 
or its crew will be delivered by the Pilot/Mooring Master. Mailing address 
is “Name of tanker, Barrow Island, Western Australia 6712”. 

None of the following services are available at the port: 

(a) Customs or Quarantine; 

(b) ship's agency, repairs, surveying, bunkers or potable water; 

(c) medical, consular, telephone, accommodation or laundry; 

(d) tugs. 

If a tanker requires any of the above services, most can be obtained 

at the port of Dampier. WAPET's prior approval should be obtained if 
the attendance of any person to the tanker requires the services of the 
mooring boat. 
Discretionary Acceptance: A tanker will be accepted for loading at the 
Port provided it conforms to the minimum requirements described in 
these Regulations. WAPET may at its discretion refuse to moor or load 
any tanker which does not conform to the requirements or is deficient 
in any manner whatsoever. 
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Responsibility of Owner: The onus is exclusively on the Master or Owner 
to ensure that the tanker is seaworthy and that all equipment is and 
remains in good working order. Failure by WAPET to reject any tanker 
not meeting the requirements will not relieve the Owner of liability. 
Cathodic Protection: Tankers equipped with impressed current cathodic 
protection systems shall ensure the system is switched off prior to 
approaching the moorings until the tanker is unberthed. 
AUTHORITY: West Australian Petroleum Pty. Limited, 233 Adelaide 
Terrace, Perth. Postal Address: Box C 1580 P.O., Perth, W.A. 6001. 
Lio Nd 325 0181. Telex: Wapet AA 92008. Cables: Wapet. FAX: (09) 
7441. 

Barrow Island Tanker Terminal: Tel: 091-846007 (hours 0700 — 1630) 

Telex: 99125. FAX: (091) 84 6134. 


BOTANY BAY, N.S.W.: 34.00 S. 151.14 E. 


DOCUMENTS: 

2 Crew Lists (Form M. & S. Il). 

Stores List (Form 42 A). 

Personal Effects List (Form 5). 

2 copies Health Report (Form A Q360). 

3 copies Ports of Call List (Form C & E 886). 
PILOTAGE: Compulsory. Ordered by Agent basis Master's ETA. Pilot 
boards outside Botany Bay Heads in position Lat. 34° 01.1’ S., Long. 
151° 17.5' E. Vessels waiting for Pilot not to proceed West of Long. 
151° 15’ E. Pilot vessels fitted with VHF for communication with other 
ships. Watch maintained on Channel 13 while at sea and messages 
conducted on Channel 6. 
APPROACHES: Channel to Kurnell berths and swinging basin 12.2 m. 
minimum depth. Channel to port (Port Botany) 213 m. wide and dredged 
to a minimum depth of 19.2 m. Swinging basin in port area has been 
dredged to 14.6 m. 
RESTRICTIONS: Tankers not berthed at Kurnell after sunset. Mooring 
normally effected 2 hours before HW at Kurnell No. 3. 
MAX. SIZE: 


(See Plan) 


Berth Max. Length Max. Draft Remarks 
Kurnell No. 1 183 m. 8.8m. 
6 2 200 m. 10.7 m. 
bs 3 253 m. 11.6 m. 
BulkLiquids Berth 245 m. 14.0m. Max. D.W. onboard 


40,000 tonnes 
HEALTH: See “Health” before first port. 
RADIO: Sydney Radio. 
VHF: A continuous watch is kept by the Port Operations and 
Communications Centre on Channels 16 and 12 (call sign ‘Sydney 
Maritime’) and all traffic movements and approval for entry or departure 
are controlled from the Centre on Channel 13 (call sign ‘Sydney Harbour 
Control’). 

All vessels proceeding to the Port of Botany Bay are required to advise 
‘Sydney Maritime’ by VHF or ‘Marboard’ at least 4 hours and again 
2 hours prior to their estimated time of arrival at the Port. 

All vessels (with exempt Masters only) preparing to proceed to sea 
are required to cail “Harbour Control” on Channel 13 at least one hour 
prior to departure for permission to proceed. 

Also see “Sydney”. 

TUGS: Three tugs permanently stationed at Botany Bay. 
BERTHING: 


Berth Length Depth Remarks 
(m.) (m.) 
Brotherson Dock 
ANL Container Terminal 
No. 1 320 15.30 Max.LOA 310 m. 
No. 2 275 15.30 
No. 3 275 15.30 
CTAL Container Terminal 
No. 4 312 15.30 
No. 5 312 15.30 
No. 6 312 15.30 
Bulk Liquids 185 19.00 
Tanker Berths 
Kurnell No. 1 183 9.80 
No. 2 200 11.8 
No. 3 = 13.2 Multi-Buoy Berth 


Brotherson Dock: Six berth container terminal dredged to 15.0 m., 
swinging basin at entrance dredged to 13.1 m. Northern terminal leased 
to National Terminals Australia Ltd. —- 42 hectares, wharfage 1,000 m. 
comprising 3 berths each with ro/ro ramp and 35 tonne gantry cranes. 
Southern terminal leased by Container Terminals Australia Limited — 
44 hectares, wharfage 936 m., comprising 3 berths. 
SPECIALISED CARGO HANDLING FACILITIES: 
Ro-Ro Facilities: There are 3 Ro-Ro ramps at the NTA Terminal. 

All 3 ramps are 8.32 m. wide between the kerbs. They can be worked 
by fork lifts with a 30 ton lifting capacity and an axle load of 
800 kilonewtons. 


Each main ramp is 21.4 m. long 
Each link spain is 5.5 m. long 
Total length 26.9 m. 


Container Cranes: 

NTA: 3 x 35 tonne rail mounted gantry cranes, and 1 x 25.4 tonne luffing 
crane at Berth No. 3. An additional single lift crane of 35 tonnes available 
March 1990. 

CTAL: 3 x 36 tonne twin lift container gantry cranes, 1 x 84 tonne heavy 
lift crane and 1 x 35 tonne twin lift crane. 


TANKERS: See “Berthing” and ‘Developments’. 

Kurnell Nos. 1 & 2: Operators: Caltex Oil Refining Pty. Ltd. Finger pier 
with 2 berths; No. 1 — Eastside. No. 2 — Westside. Crude 126 in. 
1x18 in. lines — 8 in. hoses. Fuel 1 x24 in. 112 in. lines — 8 in. hoses. 
White 6 in. — 16 in. Bunkers and FW ex-wharf. Slop facilities up to 
8,200 tons. Berthing and unberthing at all tides, berthing during daylight 
hours only, can unberth after dark. Vessels restricted by length or deep 
draft restricted to movement one hour either side of tide. 

All vessels turn prior to berthing and are always heading out. At Berth 
No. 1 port side alongside, Berth No. 2 starboard side alongside. 
Kurnell No. 3 Berth: Operators: Caltex Oil Refining Pty. Ltd. Vessel 
moors using both anchors forward and ropes to 5 buoys and 7 swamp 
moorings, semi-circle (astern). Hoses connected midships — 2x12 in. 
to submarine line (crude). Bunkers, fuel and diesel. Fresh water 70 t.p.h. 
ex-pipe-line. 

After embarking the Pilot, vessel proceeds on the main entrance leads, 
(312°), until abeam of Bumbora, or entering the arc of visibility of Bare 
Island Light, then turn to port on the leading beacons line 271° 22’. In 
the meanwhile, the Maritime Services Board Superintendent has joined 
the vessel and taken up station on the forecastle. The vessel continues 
on the leading beacons line until the drop marks ashore are in line and 
then drops starboard anchor and turns to starboard to drop port anchor. 
After dropping the second anchor, the vessel goes astern (with the aid 
of tugs) until the hose pick-up buoys are abeam of the vessel's starboard 
manifold. When finishing up 8 shackles of chain will be in the water, so 
the vessel has to be equipped with minimum 12 shackles of chain on 
both anchors. The anchoring procedures vary with the individual Pilot. 
Some Pilots (now that a larger area has been dredged) prefer to drop 
first the port anchor and then starboard, depending on wind speed and 
direction. 

Ships initially connect their own ropes to the mooring buoys and later 
pick up the preventer wires. Weather conditions may warrant the 
connection of a second ship's rope to the buoys. 

Vessels moor with their anchors at 45° angle. 

Usually 3 tugs are being used for vessels berthing and 2 tugs for 
vessels unberthing. Ship's ropes are being used for towing ropes. 

An accommodation ladder should be rigged on the port side and pilot 
ladders on both sides. 

The sequence of letting go the mooring ropes and heaving up the 

anchors depends on the wind direction. 
Bulk Liquids Berth: Bulk liquid chemical and petrochemical cargoes 
piped to adjacent tank farms. Berthing and unberthing undertaken at all 
hours and at all stages of the tide. Vessels over 215 m. LOA berthed 
and unberthed in daylight hours only. 

Vessels usually turn prior to berthing and go port side alongside 
heading out. 


BALLAST: Tank Cleaning and Dirty Ballast Facilities: A.O.R. Berth Nos. 
1 and 2: Maximum quantity acceptable 8,255 tons. Rate 1,000 t.p.h. 

Only clean, oil free ballast water may be discharged overboard, after 
written permission received from Port Authority which is difficult to obtain. 

Severe penalties will be imposed by the Authorities for any 
infringement of Harbour Regulations, and when doubt exists with regard 
to whether the ballast is clean and oil free, then the shore reception 
facilities may be used. 


DENSITY: 1025. 

FRESH WATER: Available at all berths, rate 30 t.p.h. 

FUEL: Marine fuel and diesel oil available at Kurnell Berth Nos. 1, 2 
and 3, and at Brotherson Dock by barge (450 tons). 

FIRE PRECAUTIONS: Normal restrictions. 

REPAIRS: Most repairs. Tankers are not allowed to be immobilised. 
Container vessels may be immobilised with the approval of the Harbour 
Master. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Available. 

AIRPORT: 6 km. — regular airlines. 

TIME: See “General” before first port. 

HOLIDAYS: Container Terminals work 360 days per year. 
POLICE/AMBULANCE/FIRE: Tel: 000. 

TELEPHONES: At Wharf and Kurnell Berth No. 3. AOR Ltd. 
SERVICES: Compass adjusting only. 

IDENTIFICATION CARDS: See “Melbourne”. 

DELAYS: Normal only. 


GENERAL: Weather: The area is subject to severe squalls during 
Summer months. These line squalls can be seen approaching from the 
South and their passage is confirmed by strong S.-S.E. winds. Winter 
storms are caused by the passage of cold fronts moving up the coast 
from the South. Winds shift rapidly from N.-N.W. to S.W. then S. to S.E. 
increasing in force and building up swell from S.E. 

Propellers: The turning of propellers while a vessel is secured to a berth 
is not permitted unless permission is granted by the Harbour Master. 


DEVELOPMENTS: A crude oil berth is planned to the South of the 
existing Bulk Liquids Berth. The berth will accommodate vessels up to 
120,000 tonnes deadweight and appropriate dredging in the Entrance 
Channel and the Swinging Area will be carried out. 

A second Bulk Liquids Berth is planned to the South of the existing 
Bulk Liquids Berth. Berth will be completed late 1991. 
AUTHORITY: Maritime Services Board of New South Wales, G.P.O. 
Box 32, Sydney, NSW 2001, Australia. Te/: (02) 240 2111. Telex: MSB 
SY AA 24944. Cables: “Marboard”. 

Maritime Services Board of New South Wales, Botany Bay Division, 
Private Bag No. 5, Post Office Maroubra, NSW 2035. Australia. 
Tel: (02) 3494555. Telex: 72570. FAX: (02) 3497955. 


AGENT: Patrick Agencies, Sydney Branch, Level 11, Westpac Plaza, 

60 Margaret Street, (G.P.O. Box 3918), Sydney, N.S.W. 2000. Tel: 

tate oe Telex: 20618. FAX: (02) 251-1158. Seagram Code: 
| : 


AUSTRALIA 
BOWEN, Queensland: 20.01 S.148.15£. (See Plan) 


The channel was sounded in 1988 and a least depth of 7.0m. was 
found. The depth in the swinging basin was 5.5 m. 

The seaward end of Wharf No. 1/2 has been demolished. 

The coal loading facility on Wharf No. 3 has been removed. 
AUTHORITY: Department of Transport, Division of Harbours and 
Marine, P.O.Box 889, Bowen, Queensland 4805. Tel: (077) 861933. 
Telex: 47435. FAX: (077) 862719. Contact: Captain C. |. Wood, Harbour 
Master. 


BRISBANE, Queensland (including Fisherman Islands, 
Hamilton, Pinkenba): 27.27 S. 153.04 E. (See Plan) 


PORT LIMITS: A vessel is considered an “arrived vessel” when it is at 
the Pilot boarding grounds off Caloundra. 

DOCUMENTS: See “Melbourne”. 

PILOTAGE: Notify Agent approximately 1 week in advance. Confirm 
ETA to Duty Harbour Master 24 hours before arrival at pilotage ground, 
plus max. draft. Master of vessel to radio ETA Pilot boarding ground 
8 hours before arrival. Messages should be addressed: Shipserv 
Caloundra Signal Station. 

Contact Caloundra Signal Station by VHF Channel 16 when within 
range. Pilot boards S.E. of Cartwright Point in position, Lat. 26° 43’ S., 
Long. 153° 10.6’ E. Pilot vessel white hull with words “Pilots” in black 
letters. Orange superstructure. Place ladder about 6 ft. from water. 

Pilot ground is 44 miles from entrance to river. River then navigable 
to ocean going vessels for 14 miles from the mouth. 

Same Pilot remains to berth vessel. Pilotage time about 5 hours. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait’ 
for details. 

Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See “Torres Strait”. 

APPROACHES: Good navigation conditions in Moreton Bay except in 
exceptionally heavy weather in N.W. channel. Minimum depth in N.W. 
channel 13 m., in Bar Cutting 11.6 m., in Swinging Basin at Luggage 
Point 11.7 m., to Hamilton 9.1m., and to Bulimba Point 8.8m. (all 
LWOST). Dredged channels in Moreton Bay minimum 300 m. width. 
River Cuttings 120 m. width, Bar Cutting 180 m. width. 

In Moreton Bay and Brisbane River the mean spring rise is 2.13 m. 
above LWST and mean neap rise is 1.74 m. above LWST. The lowest 
neap tide 1.22 m. above LWST and maximum spring tide 2.7 m. above 
LWST. The visibility is generally good except in cyclonic weather when 
heavy rain. 

RESTRICTIONS: Berthing times dependent on vessel's draft in relation 
to state of tide. 

MAX. SIZE: Waterline length in river 250 m. at 9.7 m. draft. Draft at 
HWOST for tankers 12.2 m.; for cargo vessels 9.7 m. 

HEALTH: See “Melbourne”. Doctor boards at river entrance or at berth. 
Available 24 hours per day. 

RADIO: Most traffic channelled through VIB, coastal radio station 
Brisbane. VHF Channel 16, 156.8 MHz. 

RADAR: Continual watch kept at Caloundra Head, and Lytton Hill Signal 
Station. 

TUGS: Five tugs available, 2x63 tonnes, 1x33 tonnes and 
2x42 tonnes bollard pull. Tugs are privately owned. Tugs join vessel 
approaching the berth, or as may be required elsewhere in the river. 
Line boats available. 


BERTHING: 
Depth 
Berth Length LWOST 
(m.) (m.) 


Bulimba Reach 
Capricorn Wharves 
Mercantile Wharves 
Newstead Wharf 


No longer in service for commercial 
cargo purposes 


ANL Ro-Ro Wharf = 220 9.1 
Hamilton Reach 
Brett's Wharf (3 berths) 470 9.1 
Hamilton Wharves No. 1 140 9.1 
No. 2 240 10.4 
No. 3 170 10.4 
No. 4 210 9.5 
Cairncross Dock 340 9.1 
Maritime Wharves No. 1 170 9.1 
No. 2 257 10.2 
No. 3 271 10.4 
Quarries Reach 
Sugar Wharf 270 10.1 
Borthwick’s Wharf 190 8.0 (tallow 
tankers only) 
Pinkenba Wheat Wharf No. 1 210 10.1 
No. 2 190 10.1 
Shirley's Wharf 210 10.1 
Consolidated 
Fertilisers Wharf 220 10.4 
Queensland Cement & Lime 220 9.8 (import 
bulk clinker) 
Fisherman Islands: 
Containers No. 3 300 12.0 
No. 4 280 12.0 
No. 5 270 12.0 
Coal Wharf 240 13.0 
Grain Wharf 240 13.0 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


CRANES: 
Location No. Capacity 
(Tonnes) 
ANL Whart 2 25 
Hamilton No. 4 4 6 
Fisherman Islands No.4&5 3 2 at 60 and 


1 at 45 (Portainers) 

Fisherman Islands No. 3 1 80 (Portainer) 

BULK LOADING FACILITIES: Hamilton Wharf Berth No. 4: Gross 
handling rate for loader is 700 t.p.h. Movable conveyor system services 
110 m. of wharf. Rutile Sand — Daily rate 7,000/8,000 tonnes. 
Pinkenba No. 1: 2 belt conveyors serving 7 loading spouts of which 4 
can be used simultaneously. Nominal handling rate is 1,200 t.p.h. 
Pinkenba No. 2: Single shiploader. Loading rate for grain 1,000 t.p.h. 
Coal Whart: Single shiploader, loading rate for coal 3,300 t.p.h. 

Grain Wharf: Single shiploader, loading rate 2,200t.p.h. Storage 
capacity 57,000 tons. 

BRIDGES: Gateway Bridge in Quarries Reach. Clearance 57.4 m. at 
highest tide. Vessels with structures exceeding 45 m. above waterline 
must obtain approval of Harbour Master to pass under bridge. 
STEVEDORES: Ample labour available for all cargo working except rush 
periods. 

Normal capacity per gang per shift: 60 tons break bulk; 75 tons 

palletised cargo. 
TANKERS: Port and Harbour Regulations stipulate that tankers use 
large coir/nylon springs for attaching vessel's fore and aft springs to the 
mooring bollards on the wharves except where tension winches are 
fitted. The springs are supplied by wharf owners. 

Moorings should consist of at least 4 parts out each end in addition 
to 2 back springs both fore and aft. If these lines are not tended and 
taut at all times the vessel cannot be considered to be securely moored. 
In addition to the above 2 lines have to be made fast: 1 fore-line from 
the main deck and 1 aft-line from the main deck. 

A rat guard is to be properly fixed to each mooring line and where it 
is not possible to place a guard on the forward or after spring lines, a 
piece of tarred rag or hessian should be attached. 

A Radar Station at Lytton at the mouth of the Brisbane River conducts 
a 24 hours, all weather watching brief over all ships entering or leaving 
the port of Brisbane. 

The load-line and freeboard of tankers arriving with full cargo may be 
inspected by the Department of Navigation. 

All officials or crew wishing to go to or leave the Ampol Terminal at 
Fisherman Island or B.P. Terminal at Luggage Point must do so by 
launch. Masters should contact the local Agents to arrange. 

Ampol Refinery, Fisherman Island: Dolphin berth. Berth length 330 m., 
depth 12.8 m. Grades handled: 

Crude Oil discharge, 48 in., 3,353 m., 150 p.s.i./3,500 cu.m.p.h. max. 

Fuel Oil, Diesel Oil, Gas Oil, loading 48 in., 3,353 m., 290 cu.m.p.h. 
max. 

No dirty ballast facility. 

Port side alongside. 

B.P. Refinery, Luggage Point: Dolphin berth. Berth length 280 m., depth 
12.8 m. LWOST. Grades handled: 

Crude Oil discharge 2x12in., 1,402 m., 150 p.s.i./3,500 cu.m.p.h. 
max. 

Fuel Oil, Diesel Oil, loading 212 in., 1,402 m., 300 cu.m.p.h. max. 

No dirty ballast facility. 

Port side alongside. 

Ampol Products Wharf, Lytton: T-head and Dolphins. Berth length 
280 m., depth 9.8 m. LWOST. Grades loaded: 

Fuel Oil, 1x8 in., 1,676 m., 200 cu.m.p.h. max. 

Gas Oil, 3x8 in., 762 m., 1,500 cu.m.p.h. max. 

Ballast, 2x8 in., 1,676 m., 1,000 cu.m.p.h. max. 

Kerosene, 28 in., 1,676 m., 1,000 cu.m.p.h. max. 

Diesel Oil, 18 in., 1,676 m., 350 cu.m.p.h. max. 

Dirty Ballast: 2x8in., 762m., max. 6,000 tons, 
1,000 cu.m.p.h. 

Starboard side alongside. 

B.P. Products, Bulwer Island: T-head and Dolphins. Berth length 
240 m., depth 11.0 m. LWOST. Grades loaded: 

All products: Loading 1x8in., 2,764m., 550 cu.m.p.h. max. 
Discharge 18 in., 183 m., 150 p.s.i., 1,000 cu.m.p.h. max. 

LPG: Loading 16 in., 671 m., 45 cu.m.p.h. max. 

Dirty Ballast: 1x8in., 90m., max. 4,460 tons, 
1,000 cu.m.p.h. max. No ballast with chemicals acceptable. 

Either side alongside. 

Shell, Pinkenba: T-head and Dolphins. Berth length 220 m., depth 
11.0 m. LWOST. Grades discharged: 

Fuel Oil, Diesel Oil, Bitumen, 
1,000 cu.m.p.h. max. 

Gas Oil, Ballast, Kerosene, Chemicals, 18 in., 427 m., 150 p.s.i., 
850 cu.m.p.h. max. 

Lub Oils, 1x8 in., 732 m., 150 p.s.i., 320 cu.m.p.h. max. 

No dirty ballast facilities. 

Starboard side alongside. 

Mobil, Coimslie: T-head and Dolphins. Berth length 190 m., depth 6.5 m. 
LWOST. Grades discharged: 

Ballast, Kerosene, Gas Oil, Chemicals, 1x8 in., 577 m., 150 p.s.i., 
750 cu.m.p.h. max. 

Fuel Oil, Diesel Oil, 1x8 in., 577 m., 150 p.s.i., 800 cu.m.p.h. max. 

Lub Oils, 1x8 in., 577 m., 150 p.s.i., 300 cu.m.p.h. max. 

LPG, 1x2 in., 91 m., 15 cu.m.p.h. max. 

No dirty ballast. 

Either side alongside. 

Maritime Wharves Pty. Ltd., Hamilton: T-head and Dolphins. Grades 
discharged: 

Ballast, Kerosene, Gas Oil, Fuel Oil, Diesel Oil, 1x8 in., 1,676 m., 
150 p.s.i., 750 cu.m.p.h. max. 

No dirty ballast facilities. 

Starboard side alongside. 
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max. rate 


max. rate 


1x8in., 427m., 150 p.sii., 


All berth depths must be confirmed prior to arrival. 

Gas freeing facilities not available, but chemist available to issue Gas- 

free Certificate. There are slop discharge facilities at both refineries. 
Operator’s Reports: Caution: Buoys may sometimes be found in 
positions other than charted due to the effect of bad weather conditions 
or being deliberately moved as required by natural channel and bank 
movements. The channels and banks are constantly changing due to 
the effect of tidal streams accentuated by bad weather conditions. Tidal 
streams set obliquely across channels and great caution is required. 
Approaches: Caution on draft: The tidal situation in the entrance 
channels, Moreton Bay, Brisbane River Bar and swinging basin of 
Luggage Point is rather complex. Masters of crude vessels, bound for 
the Ampol or B.P. refineries and not regularly trading to these terminals 
should, prior to loading, contact the refineries through their agents and 
ask for the maximum allowable draft. This is in order to avoid 
dead-freight claims if not loaded to maximum draft or the necessity for 
lightering prior to entering the river if too deeply loaded. There is only 
one small (bunker) barge available and long delays may be experienced 
if lightering is required. 
Traffic Control and Regulations: The Port Authority of Brisbane operate 
in the Port of Brisbane an advisory type of traffic control under the control 
of a certified officer in charge of the Harbour Control Signal and Radar 
Station Lytton Hill. 

All shipping movements on Brisbane River shall be advised to the 
officer in charge and no vessel, with a length of 61 m. or more, shall 
enter any of the dredged cuttings or leave her berth except at a time 
approved by the Harbour Master's office. A ship about to enter the 
Brisbane River shall advise the Signal Station at least 30 minutes prior 
to that time. 

No tanker movements in the Brisbane River during the hours of 
darkness unless approved by the Harbour Master. Normally no 
permission will be granted to enter the port and to berth between sunset 
and sunrise, but as a rule unberthing and departure will be approved if 
on flood tide and heading out. 


Shell Terminal: 
a) Description: 

The terminal is located at Pinkenba and connected with the berths 
Pinkenba No. 1 and No. 2 with an 8 in. pipeline of about 5,700 ft. length. 
Normally Pinkenba No. 1 is used for tankers. 

The facilities consist of two continuous wharves, meeting under a 
small angle of respectively 153 m. and 168 m. length. There are mooring 
posts along the wharf and on the river bank up and downstream of the 
berths. Ship's gangway is used. 

The berths are also used by bulk grain carriers and berthing priority 
is in order of arrival. 

b) Berthing and Unberthing: 

Harbour Regulations restrict berthing to daylight hours only. Since it 
is normally required that tankers berth heading downstream, berthing is 
in fact restricted to daylight flood only. Normally permission will be given 
for night time unberthing on flood tide and departure. All berths in the 
Brisbane River are subject to siltation and maximum allowable draft 
should be checked prior to loading for this port. 

Pilots usually use 2 tugs for berthing and unberthing. 

Vessels turn in the Pinkenba Cutting prior to berthing with assistance 
of tugs. If necessary, anchor is used. 

Standard mooring configuration is 3 head lines, 3 stern lines, 1 breast 
line forward and aft, and 1 backspring forward and aft. 

Since ranging may be expected due to passing ships, it is 
recommended to double the back springs and to use the shore side 
nylon springs provided. A breasting dolphin about 75 ft. downstream of 
the wharf has been installed in order to decrease the overhang of longer 
vessels. 

c) Cargo Operations: 

The berths are used for the discharge of white products, base lube 
oils and solvents. If flammable products are being discharged barricades 
will be erected, with guards. 

Ship’s boom is used for hose connecting and disconnecting. 

Port Authority inspectors may attend. 


B.P. Crude Berth: 
a) Description: 

The B.P. Crude Berth is an island berth, consisting of a central platform 
with 2 breasting dolphins and 2 mooring dolphins at either side, located 
at Luggage Point on the Northern side of the Brisbane River entrance. 
There is no fendering on the face of the central platform. There is 
1 x 20 in. crude oil pipeline from the berth to the B.P. Refinery on Bulwer 
island of about 6,000 ft. length. In addition there is an 8 in. bunker line 
and a 3 in. fresh water line. 

2 x 12 in. Wheaton Loading Arms and 1 x 8 in. Wheaton Loading 
Arm, all with Camlock couplings. 

Shore gangway. No ballast or slop facilities. 

b) Berthing and Unberthing: 

Since the direction of the face of the berth is under an angle with the 
direction of the ebb tidal stream and no berthing is permitted during the 
hours of darkness, the berthing is limited to the daylight flood tide. If 
vessel is loaded to maximum draft this will be on the end of the flood. 

Vessels turn in the swinging area off the berth, with the assistance of 
tugs and starboard anchor if necessary. Pilots use 2 tugs for vessels 
up to 700 ft. LOA and 3 tugs for longer vessels. Normally there are no 
restrictions on unberthing and vessels can unmoor and depart at all 
times and at all stages of the tide. 

Standard mooring configuration is minimum 3 head lines, 3 stern lines, 
1 breast line forward and aft, and 1 backspring forward and aft. 

c) Cargo Operations: 

Two loading arms are used for the discharge of crude oil. 

Larger quantities of fuel oil are back loaded through the 20 in. crude 
oil line, smalier quantities through the 8 in. bunker line. 

An inspector of the Port Authority may attend. 


B.P. Products Berth: 
a) Description: 

The B.P. Products Berth is located on Bulwer Island, nearly 3 miles 
upstream of the B.P. Crude Berth. The berth is a T—head jetty with 
2 breasting dolphins, 2 mooring dolphins and mooring posts on the river 
bank. There is no fendering on the face of the T—head. 

b) Berthing and Unberthing: 

Since the Port Authority objects to turning loaded tankers off the berth, 
berthing is normally restricted to the daylight flood tide and vessels turn 
in the swinging area off the berth prior to going alongside. Starboard 
anchor is used for turning if necessary. 

Pilots use 2 tugs for berthing and 1—2 tugs for unberthing. 

Standard mooring configuration is 3 head lines, 3 stern lines, 1 breast 
line forward and aft, and 1 back spring forward and aft. In connection 
with ranging due to passing ships, it is recommended to double the back 
springs. Mooring lines should be tended at all times while alongside. 

Ship's gangway is used. 

c) Cargo Operations: 

Ship's boom is used for hose connecting and disconnecting. Ballast 
and slop facilities are available. Shore connects and disconnects hoses. 

An inspector of the Port Authority may attend. 

Ampol! Crude Berth: 
a) Description: 

The Ampol Crude Oil Berth is at Fisherman Islands on the south side 
of the Brisbane estuary. It consists of a central platform with 1 breasting 
dolphin and 2 mooring dolphins at either side of the platform. The face 
of the platform is fitted with fendering. There is a 28 in. crude oil pipeline 
of about 10,866 ft. length from the berth to the Ampol refinery situated 
on the site of Fort Lytton. Shore gangway. Slop and facilities are usually 
not available but in an emergency the 8 in. bunker line can be used for 
this purpose. 

b) Berthing and Unberthing: 

As pilots object to turning loaded vessels in the Brisbane River if this 
can be avoided and berthing being restricted to daylight hours, vessels 
usually berth stemming the first of the ebb tide at approximately 
1.5 hours after the HW at the Pile Light. 

Pilots use 2 tugs for vessels up to 700 ft. LOA and 3 tugs for longer 
vessels. Normally vessels can unberth and depart at all times and at all 
stages of the tide. 

The controlling depth alongside the berth is 12.8 m. below chart 
datum. Maximum allowable draft 41 ft. (depending on height of tide). 
Maximum LOA 850 ft. 

Standard mooring configuration is minimum: 3 head lines, 3 stern 
lines, 1 breast line forward and aft, and 1 back spring forward and aft. 
c) Cargo Operations: 

3 loading arms are used for the discharge of crude oil. 

An inspector of the Port Authority may attend. 

AMPOL Products Berth: 
a) Description: 

The Ampol Products Berth is located 2 miles further up the south bank 
of the river from the Crude Berth at Lytton Rocks Cutting. There is a 
road from the refinery main gate direct to this berth (1 mile). The berth 
is a T-head jetty with 2 breasting dolphins and 4 mooring dolphins. 

b) Berthing and Unberthing: 

Vessels usually berth head down river and consequently berthing is 
restricted to the daylight flood tide and vessels turn in the swinging area 
at Pinkenba prior to going (starboard side) alongside. Port anchor is 
used if necessary. 

Two tugs are being used for berthing and one tug for unberthing. 

Unberthing normally at daylight floodtide. 

Standard mooring configuration: 3 head lines, 3 stern lines, 1 breast 
line forward and aft, and 1 back spring forward and aft. It is 
recommended to double the back springs. Mooring lines to be tended 
at ai! times while alongside. 

Ship's gangway is used. 

c) Cargo Operations: 

Ship's boom is used for hose connecting and disconnecting. A number 
of products are loaded through common pipeline. Ballast and slop 
facilities are available. Shore connects and disconnects hoses. 

An inspector of the Port Authority may attend. 

DENSITY: 1025 (possibly less during cyclone conditions). 
CONSULS: 


Austria 30 Argyle St., Breakfast Creek. 262.8955 
Belgium 12 Brookes St., Bowen Hills. 854.1920 
Bolivia 210 Queen St., Brisbane. 221.1606 
Chile 26 St. Leonard's St., Coorparoo. 847.1122 
Cyprus 280 Sir Fred Schonell Drive, St. Lucia. 371.5105 
Denmark 633 Wickham St., Fortitude Valley. 854.1855 
Finland Waterfront Place, 1 Eagle St., Brisbane. 229.8733 
France NAB Bldg., Adelaide & Creek Sts., 

Brisbane. 229.8201 
Germany (F.R.) AMP Place, 10 Eagle St., Brisbane. 221.7819 
Greece 215 Adelaide St., Brisbane. 228.5811 
Italy 158 Moray St., New Farm. 358.4344 
Japan 17th Floor, 12 Creek St., Brisbane. 221.5188 
Malaysia 6th Level, 300 Queen St., Brisbane. 229.5222 
Mexico 26 Ashton St., Toowong. 870.9188 
Nepal 20 Cassandra St., Chapel Hill. 378.0124 
Netherlands North Point, 231 North Quay, Brisbane. 236.1664 
New Zealand 7th Floor, 288 Edward St., Brisbane. 221.9933 
Norway 633 Wickham St., Fortitude Valley. 854.1855 
Papua New Guinea 16th Floor, 307 Queen St., Brisbane. 221.7915 
Portugal 14th Floor, 379 Queen St., Brisbane. 229.2233 
Spain 2nd Floor, 131 Elizabeth St., Brisbane. 221.7915 
Sweden 1st Floor, 30 Heschel St., Brisbane. 236.2797 
Switzerland 15 Corowa St., Wavell Heights. 266.9782 
U.K. BP House, 193 North Quay, Brisbane. 236.2575 
U.S.A. 4th Floor, 383 Wickham Tce., Brisbane. 839.8955 
Uruguay 26a Curtin Ave., Hamilton. 868.1181 


AUSTRALIA 


FRESH WATER: From mains, generally at 35 t.p.h. Contact local agent 
to confirm. 

FUEL: Oil bunkering available at all oil wharves. Also by road tanker at 
cargo berths. Distillate diesel fuel or fuel oil. Largest bunkering barge is 
1,400 tons for fuel oil. 

REPAIRS: All major repairs undertaken, including main propulsion 
diesel engines, steam turbines, boilers, reduction gearing servicing, 
propellers, tailshafts, stern bearings, all engine-room repairs, deck gear, 
radar, radio and sonar equipment, fitting-out berths. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Normally by crew, but can be hired. 
OPENING/CLOSING HATCHES: Performed by stevedores/crew. 
CUSTOMS ALLOWANCES: See “Melbourne”. 

CARGO GEAR: Heavy lift facilities up to 45 tons available at certain 
wharves. 

IDENTIFICATION CARDS: See “Melbourne”. 

AIRPORT: International flights to Canada, Fiji, Hawaii, Hong Kong, 
Japan, New Caledonia, New Zealand, Papua New Guinea, Philippines, 
Singapore, United Kingdom, U.S.A. and Vanuatu. 

TIME: See “General” before first port. 

HOLIDAYS: New Year's Day; W.W.F. Picnic Day; Australia Day; Good 
Friday; Easter Monday; Anzac Day; Queen's Birthday; Christmas Day; 
Boxing Day. 

Close Holidays — Christmas Day, Good Friday, Anzac Day, Labour 
Day, W.W.F. Picnic Day (No labour available these days). Some public 
holiday dates vary from year to year. Consult Agent for current 
information. 

POLICE/AMBULANCE/FIRE: Tel: 000 and ask for service required. 
TELEPHONES: At most wharves. Can be connected on board. 
DEVELOPMENTS: It is anticipated that construction of a new general 
cargo wharf will commence mid—1990. 

GENERAL: De—Bunkering: |n order to load more cargo, a vessel 
de—bunkered whilst alongside and re—bunkered in Moreton Bay in deep 
water and was thereby able to load an additional 600 tons of cargo 
(October 1987). 

AUTHORITY: Port of Brisbane Authority., Port Centre, 369 Ann Street, 
G.P.O. Box 1818, Brisbane, Australia 4001. Tel: (07) 8330833. Telex: 
AA42780. FAX: (07) 8393591. Cables: Portbris. Contact: Mr. G.J. Martin, 
Acting Principal General Manager. 

AGENT: Patrick Agencies, 4th Level, Elders House, 10 Felix Street, Box 
1460, G.P.O., Brisbane, Queensland 4000. Seagram Code: 4BRIKPAT. 
Tel: (07) 221-2275. Telex: AA40260. FAX: (07) 221-0124. 


BROOME, W.A.: 17.59 S. 122.14 E. (See Plan) 


PORT LIMITS: East limit: From Fall Point (17° 59.1’ S., 122° 20.3’ E. 
approx.) in a direction 180° — 4.5 miles to position 18° 03.6’ S., 
122° 20.3’ E., thence. 

South limit: In a direction 270° — 10.5 miles to position 18° 03.60’ S., 
122° 09.35’ E., thence. 

West limit: In a direction 000° — 8.25 miles to position 17° 55.40’ S., 
122° 09.35’ E., thence. 

North limit: In a direction 090° about 3.1 miles to the shore 
(17° 55.40’ S., 122° 12.60’ E. approx.) 
CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: No resident Pilot. Inform Marine and Harbour Department, 
Fremantle ETA 2 weeks in advance. Pilot boards approximately 292° 
(T) distant 4.5 miles from Gantheaume Point. 

RESTRICTIONS: Channel between Channel Rock and Middle Bank 
dredged to 5.3 m. LWOST. Vessels of more than 5.2 m. draft restricted 
to height of tide for arrival/departure. HWOST 8.38 m. HWONT 5.24 m. 
MAX. SIZE: Draft 9.15 m. 

VHF: Channels 6, 12 and 16. 

TUGS: None. 

BERTHING: 2 berths. Outer berth max. length 186 m., 9.75 m. LWOST. 
Inner berth length 146 m., depth 8.5 m. LWOST. 

STEVEDORES: 2 gangs working 0800 hrs. — 2000 hrs. and 0000 hrs. 
— 0700 hrs. 

CARGO GEAR: See “Melbourne”. 

FRESH WATER: Up to 100 tons available. Rate up to 20 t.p.h. at a cost 
of $1.10 per 1,000 litres. 

FUEL: Diesel oil available, provided prior notice given to BP or Shell 
Agents. 

REPAIRS: Minor repairs possible through Port Engineering Services 
and Broome Slipways. 

TIME: See “General” before first port. 

GENERAL: Tides: Both ebb and flood in direction of line of jetty. Tide 
has apparent ebb period of 8 hours, flood 4 hours. Slack water 2.5 hours 
prior HW and LW. Information given by radio. 

AUTHORITY: Marine and Harbours Department, P.O. Box 402, 1 Essex 
Street, Fremantle, Western Australia 6160. Te/: (09) 335-0888. 
Telex: AA 92136. FAX: (9) 335-0850. Contact: Superintendent of 
Navigation and Pilotage. 

Marine and Harbours Department, P.O.Box 46, Broome, Western 
Australia 6725. Tel: (091) 921304. FAX: (091) 921778. Cables: Harbour 
Master Broome. Contact: Port Manager. 


AGENT: Sub-agent of Patrick Agencies, Fremantle. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


BUNBURY, W.A.: 33.19 S. 115.38 E. (See Plan) 
DOCUMENTS: 
No. of 
Copies Form Notes 
2 = Official Crew List + 
Attachments 


(Form M & S 11) 
6 Ships Crew List For Distribution to Customs, 
Quarantine Officers & Agents. 
Refer Form G29 - Notice to 


Masters. 


1 Crew's Possessions (Form 5) 


1 Ships Stores (Form 42A) Complete Part 1 only. 

2 Loading Ports List (Form B921) Only if entering with Cargo. 

1. Ships Pets (QA 76 Form E) Nil return required. 

h Shipmasters Bond (QA 5) Only if Ship has Pets on 
Board. 

1 Animal Cargo (QA 3) Only if Animal Cargo on 


Board. 
2 Form F. Q360 Primary : 
Health Report 
If Passengers on Board: 
3 List of Passengers 
Disembarking in Australia 
(Form M308) 
5 List of Passengers not 
Disembarking in Australia 
(Form M309) 
In addition to the above Forms the following certificates need to be 
sighted. 
1. Last Port Clearance. 
2. Ship's Registry. 
3. Load Line. 
4. Safety Radio. 
5. Safety Construction. 
6 
7 
8. 


To be Divided into Ports of 
Disembarkation 


. Safety Equipment. 
. International Oil Pollution Prevention Certificate and Attachment. 
International Tonnage Measurement Certificate. 

PILOTAGE: Compulsory with exception of British ships whose Master 
holds an exemption certificate for the port. Radio Harbour Master, 
Bunbury 24 hours and 4 hours notice. VHF Channel 16 — pilot boat and 
tug. Base set not manned continuously but pilot boat may be contacted 
1 hour before arrival. Pilot boat painted white with black rubbing strip, 
black gunwhale, centre house with orange top. Word “Pilot” painted on 
sides. Pilot boards 1.5 — 2 miles from breakwater. Boarding area is with 
North Shore leads in line bearing 157° — 337° and 1 mile from Breakwater 
Light seawards — no alternative area. Anchorage — main lighthouse 
bearing 195° distance 1.5 — 2 miles. 
ANCHORAGE: Between Latitudes 33° 16’ S. and 33° 17’ S. and 
Longitudes 115° 36’ E. and 115° 37’ E. 

Holding ground is good, but unprotected during bad weather 
conditions. In such conditions Masters are advised to remain at a 
minimum of 5 miles off the coast. 

RESTRICTIONS: Vessel may berth and sail at night, but this will be 
dependent on priority of other vessels, labour availability, and weather 
conditions. 
Channel Limitations: 
Depth in Approaches 13.4 m. at Chart Datum. 
Depth in Inner Harbour 12.2 m. at Chart Datum. 
Stepped to 12.8 m. at seaward end, at Chart Datum. 
Pe sea in Approaches to Outer Harbour 9.6 m. at Chart Datum. 
ides: 

Maximum predicted H.W. Springs 1.3m. above Chart Datum. 

Minimum predicted L.W. Springs 0.0 m. above Chart Datum. 

Heights are subject to atmospheric conditions; up to 0.3 m. either side 
of predicted height. 

MAX. SIZE: Outer Harbour: Max. length 220 m. Deepest permissible 
loaded draft 9.0 m. at No. 1 berth and 8.7 m. at No. 2 berth. 

Inner Harbour: Max. length 244 m. Max. draft 11.6 m. 

HEALTH: Quarantine inspection required if Bunbury is first Australian 
port. Quarantine inspection for Health Clearance — hours of inspection 
0600 — 2200. Also see “Melbourne”. 

RADIO: Perth Radio. 

VHF: The Base Station is “Port of Bunbury”, Call Sign “VZ6PO", 
which monitors Channel 16. 

It is not manned continuously, but a listening watch is kept prior to a 
vessel's expected arrival, except when the Master has previously been 
advised by radio to anchor and await pilot. 


TUGS: 2 tugs available. “Capel” (42 tonne bollard pull) and “Elgin” 
(42 tonne bollard pull). Join vessel off berth. Ship’s lines used if 
necessary. The tugs are normally manned from 0700 hrs. to 1600 hrs. 
weekdays. At other times overtime is charged. 


BERTHING: 
Outer Harbour: 
No. 1 Breakwater (Landbacked) Berth: Primarily a specialised bulk 
berth, length 184 m., with a travelling mechanical Shiploader, rated at 
800 tonnes per hour, linked with adjacent storage for the export of 
Mineral Sands. Vessels up to 210m. in length have been safety 
accommodated at this berth. 

Deepest Permissible Draft: 9.2 m., plus an allowance for tide. 
No. 2 Breakwater (Landbacked) Berth: General purpose berth, length 
184 m., equipped with a travelling mechanical bulk grain shiploader rated 
at 250 t.p.h. 

Deepest Permissible Draft: Southwest end 8.0 m. and Northeast end 
9.0 m., plus an allowance for tide. 

Weighbridge: Capacity 50 tonnes, platform 15m. x 3m. 

Original Wooden Cargo Jetty: Now disused, and not maintained. Not 
suitable for laying up. 
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Inner Harbour: 
No. 1 Berth: Primarily a specialised Woodchip loading berth, length 
381 m., equipped with a fixed mechanical loader, rated at 1,000 t.p.h., 
linked to adjacent storage. Vessels should prepare extra long flaked 
back springs on the main deck amidships for hauling the vessel along 
the berth during loading operations. 

There is provision for discharging petroleum products by pipeline to 
nearby tank storage facilities. 

Shore connections are 2 x 200 mm. hoses with ASA 150 flanges, 
pace ‘ x 100 mm. hose with ASA 150 flange (For bunkering diesel oil 
only). 

No. 2 Berth: General purpose berth, length 240 m., equipped with mobile 
hoppers for bulk discharge. Large ship's side storage area available. 
There is a rail spur on to this berth. 

Weighbridge: Capacity 60 tonnes, platform 18 m. x 3m. 

‘A’ Berth: Specialised Bulk Alumina loading berth, utilised by Alcoa and 
Worsely Mining Companies. Equipped with a travelling mechanical 
shiploader rated at 2,000 t.p.h., linked to adjacent storage. 

Vessels up to 230m. in length, and 36m. beam, may be 
accommodated without shifting ship during loading. 

There is also provision for discharging bulk liquid caustic soda through 
‘Chicksan’ connections to adjacent storage tanks. Connection is 12 in. 
bore with 19 in. outer diameter flange. 

Deepest Permissible Draft in Inner Harbour at all berths is 11.6 m. 
Air Draft of Mechanical Loaders: 

No.1 Breakwater Berth 

No.2 Breakwater Berth 

No.1 — Inner Habour 

A Inner Habour 
Outreach of Mechanical Loaders: 

No.1 Breakwater Berth 


12.0 m. above chart datum 
11.6 m. above chart datum 
17.0 m. above chart datum 
13.5 m. above chart datum 


12.2 m. from Wharf Face. 
+4.6 m. with spout at 30°. 
5.0 m. from Wharf Face. 
+12.0 m. with spout 
extensions. 


No.2 Breakwater Berth 


No.1 — Inner Harbour 18.5 m. from Wharf Face 
over a length of 163 m. 
‘A’ Inner Harbour Mechanical trimmer 


permanently attached. 
Hopper Limits (No.2. Inner Harbour): 


Ship side to hopper centre 4.3 m. 
Hopper height 6.1 m. 
Head clearance under hopper 3.5m. 


Bulk Discharging Rate (No.2 Inner Harbour): Free grabbing average of 
100 t.p.h. per grab. 


Stack 
Wharf Loading Limits: Vehicle Tonnes 
sq.m. 
No.1 Breakwater Berth Standard Semi Trailer 1.7 
No.2 Breakwater Berth 10 tonne Mobile Crane 3.4 
No.2 Inner Harbour ‘Towmotor AH60' 60T. 4.4 
“Scheuerle’ 96 wheel 350 T. 
‘MS18' 14.7 T. 
Height Above 
Fendering System Levels: c/D 
No.1 Breakwater Berth Horizontal Rubber Fenders 3.0 m. 
-No.2 Breakwater Berth —‘ Timber Facing 1.0 m. 
No.1 Inner Harbour ‘Bridgestone’ C1600H 
Rubber Fenders 2.0 m. 
No.2 Inner Harbour Horizontal Rubber Fenders 2.5m. 
Vertical rubber Fenders over 
65 m. section. 1.5m. 
‘A’ Inner Harbour “Seibu’' H1400 Timber Faced, 
Rubber Fenders. 0.5m. 
All Wharf Deckings 3.66 m. 


Gangway: 
No.1 Breakwater Berth 
No.2 Breakwater Berth 
No.1 Inner Harbour 
No.2 Inner Harbour Ship's Gangway 
‘A’ Inner Harbour Shore Gangway 
A 6 m. brow is available from the Port Authority. 

BULK HANDLING FACILITIES: See ‘Berthing’. 

Stowage Factors: (Average): 


Ship's Gangway 
Ship's Gangway 
Shore Gangway 


cu. ft./ton cu.m./ton 
IImenite 14 0.40 
Rutile 14 0.40 
Zircon 14 0.40 
Leucoxene 14 0.40 
Synthetic Rutile 25 0.71 
Kaolin Clay 27 0.77 
Spodumene 24 0.68 
Alumina 36.5 1.03 
Woodchips 85 2.40 
Wheat 43.5 1.23 
Oats 56.5 1.60 


STEVEDORES: Weekdays — ETA to be advised by 0600 hrs. for labour 
requirements on that day. Week-ends — ETA required by 0600 hrs. 
Friday. 

MEDICAL: Medical attention available. Hospital facilities available 
Vaccinations and valid certificates required. 
TANKERS: One tanker discharge berth — (See 
Facilities’ — Woodchip Berth). 

DENSITY: 


“Bulk Handling 


Outer Harbour 1024 — 1025 
‘A’ Inner Harbour 1022.5 - 1024 
Berths No.1 & 2 

Inner Harbour 1023 — 1026 


FRESH WATER: Readily available at 25 t.p.h. — 100 t.p.h. — 70 cents 
per kilolitre 


FUEL: Furnace oil by road ex-Fremantle. Marine and light diesel by 
road. 

CONSULS: Vice-Consul for Norway. 

REPAIRS: Ship repairs, engineering, electrical and electronic repairs 
can be arranged through agent. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Preferably by crew. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes initially 
and thereafter as required in reasonable quantities. Wine and/or Spirits, 
open bottles of spirit on arrival not to exceed 1 quart and thereafter as 
required in reasonable quantities. 

CARGO GEAR: Must comply with Australian Loading and Unloading 
Safety Regulations. See “Melbourne”. 

REPATRIATION: Facilities available. 

AIRPORT: Light aircraft landing strip only. 

TIME: See ‘General’ before first port. 

HOLIDAYS: Days on which work cannot be performed: Good Friday, 
Christmas Day, Waterside Workers’ Picnic Day, Anzac Day. 
POLICE/AMBULANCE/FIRE: Emergency Number Bunbury 000. 
TELEPHONES: Available on application. 

DELAYS: Generally no delays. 

IDENTIFICATION CARDS: See “Melbourne”. 

SHIP SUPPLY SERVICE: Contact: Danzas Shipping, P.O. Box 52, 
Bunbury W.A. 6230. Tel: (097) 214866. Telex: AA93045. Fax: 
(097) 912671. 

GENERAL: 

Charts: Australian Charts No. 115, 334, 335, 755, 756, 4726. 
Publications: Australia Pilot, Volume V. 

Oily Water Disposal: Privately owned road tankers with limited capacity 
available. 

Stores: Available through local providoring companies, including bonded 
stores. 

Services: Electricity, garbage disposal, and other sundry services by 
arrangement with the Port Authority. 

Seamen's Club: Flying Angel Club situated near Outer Harbour. A bus 
can be made available by arrangement with the Chaplain. 
AUTHORITY: Bunbury Port Authority, P.O.Box 4, Bunbury 6230, 
Western Australia. Te/: (097) 21-2800. Telex: 92211. FAX: (097) 218253. 
Contact: Mr. B. P. Cunningham, General Manager. 


AGENT: Patrick Agencies, Unit 2, 58 Stirling Street, Bunbury, W.A. 
6230. Tel: (097) 219922. Telex: Via Fremantle 92434. Cables: Rikpat. 


BUNDABERG, Queensland: 24.45 S. 152.24 E. 
(See Plan) 


PORT LIMITS: Along the major arc of a circle radius 4 miles, centred 
on South Head light (24° 45.6’ S., 152° 24.7’ E. approx.), commencing 
at a point (24° 44.3’ S., 152° 20.6’ E. approx.), extending in a Northerly, 
Easterly and Southerly direction to a point near Bargara (24° 48.6’ S., 
152° 27.6’ E. approx.). 
CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
DEPTHS: (Datum) Channel 7.6 m.; Swinging Basin 7.6 m., Sugar Berth 
10.0 m.; Oil Berth 10.0 m. Keel clearance normally 0.9 m. 
PILOTAGE: Compulsory. Radio not less than 24 hours ETA; VHF 
Channel 16. 
Pilot boards 2.5 miles East of South Head Lighthouse. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 
Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See “Torres Strait”. 
RESTRICTIONS: Length 182.87 m. maximum. Vessels not to pass out 
through sea reach on ebb. Channel width 76 m. Also see “Delays”. 
RADAR/VHF: No radar service. Bundaberg Port Authority office, craft, 
a and pilot launch can be contacted on VHF Channel 16 during office 

ours. 
TUGS: One tug, 33 tonnes bollard pull, owned by Queensland Tug & 
Salvage Co. Pty. Ltd., and one work boat of 4 tons bollard pull, owned 
by the Port Authority, which may be used for pushing, are available, 
both fitted with VHF. Ship's lines or tug’s lines are used, and no charge 
for tug’s lines. 
BERTHING: No. 1 Bulk Sugar Berth 190 m. long. No. 2 Oil, Molasses, 
Aqua Ammonia, 80 m. long. 
SPECIALISED CARGO HANDLING FACILITIES: Bulk Sugar Berth: 
Loading by movable gantry at 1,400 t.p.h. 
Bulk Molasses: Loading rate 240 t.p.h. No facilities for containers or 
Roll-on/Roll-off traffic. 
Oil Berth: Facilities for discharge all petroleum products and aqua 
ammonia and loading molasses. 

MEDICAL: Hospital facilities available. 
TANKERS: 10 in. lines. No slop discharge facilities. Oil tankers, 
discharge only. Molasses tankers, load only. Depth alongside tanker 
berth 10.0 m. Datum. 

DENSITY: Average density about 1025. 

FRESH WATER: Available, delivered by hose, variable loading rate and 
quality (bore water) 12 t.p.h. Cost 50 cents per 1,000 litres. 

FUEL: All grades available, 24 hours notice required. 

CONSULS: None. 

REPAIRS: Almost all types of deck and engine repairs possible. 

DRY DOCKS: No dry dock. Slipway for small vessels only. Mobile and 
floating cranes may be hired. 


AUSTRALIA 


SURVEYORS: 

(1) Cargo surveyors available (Lloyd's Agent). 

(2) Classification surveyors available from Brisbane. 
GANGWAY/DECK WATCHMEN: Not necessary, but available. 
OPENING/CLOSING HATCHES: By crew. 

CARGO GEAR: No additional local regulations. See “Melbourne”. 
IDENTIFICATION CARDS: See “Melbourne”. 

REPATRIATION: Facilities exist. 

AIRPORT: Airport 2 miles from city serviced by regular internal airlines. 
TIME: See “General” before first port. 

HOLIDAYS: Normal Queensland holidays observed but cargo worked 
regardless of holidays. 

POLICE/AMBULANCE/FIRE: Dial 000 from the port. 

EMERGENCY CO-ORDINATION CENTRE: Bundaberg Harbour 
Master (Captain G. Price). Tel: (Office) 538208. Telex: 49751. 
TELEPHONES: Telephone connection placed at tanker berth and sugar 
berths. 

BANKS: Major Australian Banks have branches in Bundaberg. 
STORING: See “Prelims”. 

(1) Yes. 

(2) Yes at sugar berth. No at oil berth. 

(3) Yes. 

(4) Yes. 

(5) Same as other Australian ports. 

(6) No. None available. 

DELAYS: Vessels can berth at any state of the tide provided there is 
0.9 m. under keel clearance. Vessels sail on flood tide only. 

AUTHORITY: Bundaberg Port Authority, P.O.Box 55, Bundaberg, 
Queensland 4670. Tel: (071) 512247, 512248. Port Office Tel: 594233. 
Cables: Bundaberg Port Authority. FAX: (071) 528099. Contact: Mr. D. 
Antrobus, Port Authority Secretary. Captain G. Price, Harbour Master. 


AGENT: Sub-agent of Patrick Agencies, Brisbane. 


BURNIE, Tasmania: 41.03 S. 145.55 E. (See Plan) 


PORT LIMITS: Within all waters that are bounded by an imaginary circle 
having a radius of 5 nautical miles and centred at the Eastern end of 
the Island Breakwater situated in Emu Bay. 

APPROACHES: Port situated on Western shore of Emu Bay and easy 
of access. Bay is 2 miles wide and 1 mile deep facing in a Northerly 
direction. The bottom is sand and clay interspersed with patches of reef 
and rock, particularly in the South Eastern sector of Bay. Vessels may 
anchor on main leads in vicinity of Pilot Boarding Ground, but it is not 
advisable remain at anchor during strong on-shore winds. Port protected 
by 2 breakwaters: the inner, founded at inner end of Blackmans Reef, 
lies in a 110° direction and is 380 m. long. The other, an island structure 
488 m. long and protecting the port from Easterly weather, lies in a 130°/ 
310° direction, with its N.W. end bearing 045°, 213 m. from the S.E. end 
of the Inner Breakwater. 

DOCUMENTS: Also see “Melbourne”. Port Authority requires Inward 
Manifests to be lodged on arrival. Agents supply Manifests and non- 
negotiable copy Bills of Lading to Customs for checking prior to vessels 
arrival. 

PILOTAGE: Prior advice through local Agents, ETA by radio telegraphy 
through Melbourne Radio (VIM) or Hobart Radio (VIH) to Burnie Port 
Authority. Immediate advice VHF Channels 16 and 12. 

Pilot launch — 14 m. white launch with buff cabin, name “Miowera”’. 
International Signals apply. Boarding area on main harbour leads 210° 
(T) with Round Hill Point Lighthouse bearing 155° (T). Ladder 1.5 m. 
from water, manropes, no boat rope. 

ANCHORAGES: See “Approaches”. 

RESTRICTIONS: Maximum length 280 m. 24 hour service. 

MAX. SIZE: (See “Restrictions’). Tankers at Island Breakwater to 
10.9 m. draft at all states of tide. 

HEALTH: Pratique automatic when from other Australian ports. When 
from overseas Radio Pratique should be applied for 12-24 hours before 
arrival to vessel's Agent. 

RADIO: Melbourne Radio (VIM). 

RADAR/VHF: No radar service. Port equipped with VHF, R/T operating 
International Maritime Bands. Pilot vessel, tug, and other floating plant 
similarly equipped. “Burnie Harbour” on VHF Channels 16, 12, 14 and 
67 continuously. Pilot vessels and tugs on Channels 16, 12, 6 and 67. 
TUGS: Tug(s) join East of Island Breakwater. Usually lashed alongside 
with tug’s lines (no extra charge). When on towing duty, usually ship's 
line. 140 tonne bollard pull tug stationed in the port. Additional tugs 
available from nearby ports. 

BERTHING: Ocean Whart: Being reclaimed. 

McGaw Pier: Being reclaimed. 

Berth No. 4 has 183 m. of effective berthage with a dredged depth of 
10.0 m. The axle loading on this berth is unlimited. There are two transit 
sheds serving both berths with an area of 3,000 sq. m. and an axle load 
of 10 tonnes. A stern loading ramp is being constructed at the inner end. 

Berth No. 5 a modern pre-stressed concrete berth, is 213 m. in length 
with a large mooring dolpin off the seaward end. Vessels of 250 m. in 
length are accommodated. The width of the apron is 13.4 m. and axle 
loading is 50 tonnes. The berth incorporates a bulk loader with a capacity 
in excess of 1,000 tonnes per hour. The berth is also suitable for general 
cargo and container operations. The dredged depth at the berth proper 
is 11.0 m. At the inner end provision is made for the quarter ramps of 
the largest Ro/Ro vessels. There is a bulk tallow loading point at this 
berth. 

Berth No. 6 is a modern pre-stressed concrete berth 198 m. length 
and dredged to 11.5 m. Axle loading is 50 tonnes. 


71 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


A twin lift 65 tonne portainer is available at this berth which can 
accommodate vessels (including Ro/Ro quarter ramp) of 280m. in 
length. The berth is dredged to 11.5 m. 

There is a storage shed of 1,500 sq. m. and a bulk tallow loading 
point is on this berth. 

Berth No. 7 is 83 m. long and 35 m. in width and has 3 large mooring 
dolphins on the seaward end which enables vessels of 220 m. in length 
to berth. The berth is dredged to 10.0 m. 

A modern slewing container handling crane of 50 tonnes capacity is 
on this berth. This crane may be hired when not required for terminal 
operations. Stern loading facilities are provided by 8.5m. wide ramp. 
Axle load is 50 tonnes. 

Mobile cranes available if required. 

BULK CARGO FACILITIES: 

Conveyor Loader: At bulk berth for export of zinc, lead and copper 
concentrates to 1,000 t.p.h. 

Inward Bulk: Berth and crane at Berth No. 6. 

Sulphuric Acid: Loading and discharging facility at Island Tanker Berth 
and bulk berth, with rate of 1,000 t.p.h. 

STEVEDORES: Labour to be ordered (1) by 1400 hrs. for following day 
(weekdays), (2) by 1300 hrs. Friday for Saturday and Sunday, (3) by 
1400 hrs. Sunday for Monday. 

MEDICAL: Notify Agent prior arrival of extra requirements other than 
pratique. General Hospital 1 km. from port. Cholera revaccinations 
arranged by prior notice. 

TANKERS: Berth No. 1 (Tanker Berth) is 85 m. long and 30 m. wide, 
sited on South side of Island Breakwater. 11.3 m. of water in this berth, 
which will accommodate vessels of up to 250 m. in length. Diameter of 
lines are 250 mm. No residue discharge facilities. 1 berth, maximum 
draft 10.9 m. 

DENSITY: 1025 to 1028. 

FRESH WATER: All wharves — hose from wharf hydrants. Rate 
adequate. 

FUEL: Diesel and heavy fuel available from road tankers. 

FIRE PRECAUTIONS: Normal. 24 hour ferry service to be maintained 
to tanker berth. 

CONSULS: None. 

REPAIRS: Limited repairs carried out. Foundries and machine shops 


nearby. 
GANGWAY/DECK WATCHMEN: Watchmen commonly used. Penalty 
rates apply on weekends and holidays. 
OPENING/CLOSING HATCHES: Stevedores will close hatches. 
SHIP CERTIFICATES: 

Tonnage Certificate. 

Safety Construction. 

Safety Equipment. 

Safety Radio Telegraphy. 

Load Line. 
CUSTOMS ALLOWANCES: 200 cigs. or 250 grams tobacco. Beer is 
carried outside the bond. One bottle spirits per man every 10 days. 
CARGO GEAR: Australian Navigation (Loading & Unloading) 
Regulations apply. 
REPATRIATION: On crew member signing off Agent requires passport 
or identification card. Agent handles repatriation details and notifies 
Immigration Department, Hobart, re movements of crew member. 
AIRPORT: Daily services: 17 km. distant. 
TIME: See “General” before first port. 


HOLIDAYS: Cargo work performed on all holidays except Christmas 


Day, Good Friday, WWF Picnic, Anzac Day, Labour Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 30-5211; Ambulance Tel: 31- 
2111; Fire Tel: 31-1155. 

TELEPHONES: Telephones are available at all wharves, through Port 
Authority. 

AUTHORITY: Burnie Port Authority, P.O.Box 216, Burnie, Tasmania 
7320, Australia. Tel: 004-313444. FAX: 004-314690. Telex: AA59003. 
Cables: Burmar. Contact: Captain M. J. Boss-Walker, Harbour Master. 


AGENT: Sub-agent of Patrick Agencies, Melbourne. 


BUSSELTON, W.A.: 33.38 S. 115.20 E. 
(PORT CLOSED) 


This port is closed to commercial shipping and it is unlikely that the jetty 
will be re-opened. 

Jetty partly demolished by cyclone in 1978. 

AUTHORITY: Busselton Shire Council, P.O.Box 84, Southern Drive, 
Busselton, Western Australia 6280. Te/: Busselton 521011. Contact: 
The Shire Clerk. 


CAIRNS, Queensland: 16.56 S. 145.47 E. (See Plan) 


CERTIFICATES/DOCUMENTS/CARGO GEAR: See ‘Melbourne’. 

PORT LIMITS: Commencing at the HW mark on the Northernmost tip 
of Taylor Point and bounded thence by a line bearing approximately 
83° 52’ T. (83° 30’ A.M.G.) for a distance of about 15.66 nautical miles 
(29,000 m.) to a point on the LW mark on the Northernmost tip of the 
coral reef surrounding Green Island, thence by that aforesaid LW mark 
generally in an Easterly and South-Easterly clockwise direction around 
the aforesaid coral reef to its Easternmost tip, thence by a line bearing 
180° T. (179° 38’ A.M.G.) for a distance of about 9.34 nautical miles 
(17,300 m.) to a point on the HW mark on the Northern shore of Fitzroy 
Island, thence by that HW mark generally in a South-Westerly, South- 
Easterly and North-Easterly direction anti-clockwise around the 
aforesaid Fitzroy Island to a point on the Southern shore of that Island 
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where the HW mark intersects with the Southerly projection of the 
aforesaid line from the Easternmost tip of the coral reef surrounding 
Green Island to the Northern shore of Fitzroy Island, thence by a line 
bearing 180° T. (179° 38’ A.M.G.) for a distance of about 4.10 nautical 
miles (7,600 m.) where it intersects with a line bearing 90° T. (89° 38’ 
A.M.G.) and distant about 5.78 nautical miles (10,700 m.) from a point 
on the HW mark on the Northern bank of Bubbabadoo Creek at its 
confluence with the Pacific Ocean, thence by the aforesaid line bearing 
270° T. (269° 38’ A.M.G.) for about 5.78 nautical miles (10,700 m.) to 
the aforesaid point on the HW mark on the Northern bank of Bubbabadoo 
Creek at its confluence with the Pacific Ocean, thence by that HW mark 
generally Northerly and Westerly back to the point of commencement 
including all navigable rivers, creeks and waters communicating with the 
area described above. 

PILOTAGE: Pilotage is compulsory for vessels 35 m. in length and over, 
and is available 24 hours a day. 

Vessels requiring the services of a Pilot should cable their Agent or 
the Harbour Master from the last port of call giving the probable time of 
arrival and estimated draft, to enable the Pilot to be at the pilot boarding 
ground on their arrival. 

The pilot boarding ground is approximately 4 km. seaward of the 
Fairway beacons, at position Lat. 16° 48.7’ S., Long. 145° 50.6’ E. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait and also Grafton Passage is conducted by 
licensed pilots of the Queensland Coast and Torres Strait Pilot Service. 
See “Torres Strait” for details. 

Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See “Torres Strait”. 

APPROACHES: Through Grafton Passage, which is 34 km. long and 
8 km. wide, and free of any encumbrances, and is lighted by a group 
flashing light on Fitzroy Island which is visible in clear weather for a 
range of 47 km. 

Channel: 10 km. long, 76.2 m. wide, 8.5m. LWOST — defined by 
beacons 183 m. apart spaced at intervals of approximately 915 m. and 
1,220 m. 

After passing through the channel, the inlet widens to 458 m. opposite 
the main wharves. The inlet runs for 8 km. with various depths. 
Swinging Basin: The swinging basin has the following dimensions: 


Diameter Depth 
320 m. 8.2 m. 
300 m. 8.5m. 
285 m. 9.0 m. 


RESTRICTIONS: Under-keel Clearance: Vessels are required to have 
an under-keel clearance of at least 0.60 m. when navigating in the port. 
MAX. SIZE: Largest Vessel: “Royal Viking Star’ — gross tonnage 28,221 
and overall length 206 m. 

Largest Cargoes: Raw Sugar: “Eiru Maru” 30,961.5 tonnes, 9.3 m. 
draft. 

Bulk Molasses: “Team Augini" 18,793.5 tonnes, 7.925 m. draft. 

Petroleum Products: ““W. M. Leonard” 25,533 tonnes, 8.687 m. draft. 
PRATIQUE: Available 24 hours per day, 7 days a week. Also see 
“Melbourne”. 
RADIO: Arrival Advice: Vessels bound for the port are required to advise 
their ETA 72 hours before arrival, and again at 48 hours, 24 hours and 
12 hours. 

Also see “VHF”. 
VHF: A VHF radio service is maintained by the Cairns Port Authority on 
Channel 16 (156.8 MHz), call sign “Cairns Harbour”. 

Radio communication with the Piermaster's Office is also available 
on HF frequencies 2112, 2182, 2436, 2524, 4535 and 4620 kHz. 

The Piermaster's Office maintains a 24 hour listening watch on VHF 
Channel 16; 27.88 MHz, Marine CB; and HF 2182 kHz. 

The port working channels are VHF Channel 12 (156.6 MHz) and 
Channel 6 (156.3 MHz). 

Communication with the Pilot Service is initially on VHF Channel 16 
“Cairns Pilots”, then on Channel 12 for working. 
TUGS: 2 tugs, one with a bollard pull of 15 tonnes and one of 10 tonnes 
are available in the port. 

A third tug with a 24 tonne bollard pull can be made available from 
the nearby port of Mourilyan. 

Vessels with an LOA of more than 100 m. will be required to use tugs 
for manoeuvring in the port. 

Normal requirements (which may be varied by the Pilot, subject to 
weather conditions and limitations of vessels) are as follows: 


LOA No. of tugs 
Between 100 m. and 130 m. 1 
More than 130 m. 2 
Vessels proceeding to or from Wharf No. 12 1 


, which do not require swinging 
As a general rule, twin-screw vessels will not require a tug aft and 
vessels fitted with a bow-thruster will not require a tug forward. 
Launches for running lines etc. are also available, together with punts 
and catamarans. The launch ‘Floreat’ is used for channel soundings 
and is also available for other purposes. 


BERTHING: 
Berth Length Depth Remarks 
No. (m.) (m.) 
1 91.5 8.6 Passenger vessels 
2 91.5 8.6 Passenger vessels 
3 91.5 8.6 General cargo 
4 91.5 8.6 General cargo 
5 91.5 8.6 General cargo, bulk molasses 
6 137 8.8 General cargo, container, Ro/Ro, 
bulk tallow 
8 122 9.1 Fertiliser discharge, oil discharge 
10 _ 9.5 Oil and LPG 
11 — _ Royal Australian Navy 
12 183 10.7 Sugar export 


BULK HANDLING FACILITIES: 
Bulk Sugar Terminal Loading: 

(a) 1 travelling gantry loader, consisting of a luffing boom supported 
from a shore based structure (mobile). 

(b) Maximum distance from wharf edge to loading unit 14.2 m. 

(c) Maximum length of traverse of loading unit 143.2 m. 

(d) Maximum length permissible for ship using bulk berth — wharf 
length 183 m. plus dolphin in line with wharf and 39.6 m. distant each 
end. No limit anticipated. 

(e) Maximum beam permissible for ship using bulk berth 24.4 m. 

(f) Maximum clearance of loading unit at highest high water (for non 
retracting loader), not applicable, boom of loader at horizontal working 
position 13.5 m. above high water level but boom is capable of being 
lifted to a vertical position. 

(g) Average loading rate 1,500 tonnes per hour. 

Fertiliser Discharge: Discharged at Berth No. 8 by ship's gear. Max. 
LOA 188 m. 
Bulk Molasses Terminal: 

Total capacity of 12,700 tons with 10 in. pipe-line to wharf. Loading 
rate 305 t.p.h. 
Bulk Tallow Tanks: 

Rear of No. 6 Wharf. 2 tanks; one with a capacity of 304.8 tons and 
one with a capacity of 813 tons. Loading rate of 100t.p.h. through 
16 in. line. 

Container Handling Facilities — Ro/Ro: 

There are facilities at No. 6 Wharf for handling containerised and 
unitised cargoes, including a 25 ton stiff-legged derrick crane and a 
Roll-on/Roll-off stern ramp. There is adequate assembly area adjacent 
to the wharf. 

STEVEDORES: Port quota 18 men. Portsmith Stevedoring Pty. Ltd. 
Working Hours: Day shift 0800 hrs — 1500 hrs. Evening shift 1600 hrs. 
— 2300 hrs. 

MEDICAL: Doctor, dentist and 3 hospitals in Cairns. 

TANKERS: Tankers berth at Berth No. 10. Max. LOA 189 m. Berth is 
served by various oil pipe-lines and L.P. gas pipe-lines to company 
depots. 

FRESH WATER: Fresh water is available on all wharves. Rate of supply 
is 70 t.p.h. 

FUEL: Oil bunkering facilities are available at Berth No. 10 which is 
connected by pipe-line to adjacent oil tank farm installations. 

DRY DOCK: A dry dock, 61 m. long and 12.2 m. wide accommodates 
vessels up to 58 m. in length. De-watering rate is 303-379 litres per 
minute. Draft of vessels which can be accommodated is equivalent to 
the height of tide at the particular time. 

Slipways: Tropical Reef Enterprises has slipway facilities at Senrab 
Point to handle vessels up to 3,000 tons. North Queensland Engineers 
and Agents Pty. Ltd. slipway in Smith Creek is able to handle vessels 
to 61 m. in length. Travel lift up to 100 tons available. 

AIRPORT: Cairns International Airport. 

SURVEYORS: Det Norske Veritas. Tel: (070) 576521. 

Captain H. Ellis. Tel: (070) 517262. 

Lloyd's Register of Shipping. Tel: (070) 512589. 

Moloney, Brian & Associates Pty. Ltd. Tel: (070) 534278. 

Rannard & Associated Pty. Ltd. Tel: (070) 516580. 
REPATRIATION: A growing number of international airlines operate 
regular services from Cairns International Airport. Flights are available 
to Honolulu, Vancouver and other U.S. West Coast ports, Singapore, 
Bangkok, Tokyo, Manila, Hong Kong, Port Moresby, Auckland and 
Christchurch. 

HOLIDAYS: New Year's Day; January 26th (Australia Day); Good 
Friday and Easter Monday; Anzac Day (April 25th); Labour Day 
(May 7th); Queen's Birthday (June 11th); Christmas Day and Boxing 


ay. 
POLICE/AMBULANCE/FIRE: Tel. 000. 
TELEPHONES: There are plug-in points available to shipping from Nos. 
1 to 6 Wharves, and No. 8 Wharf. 
BANKS: 

Australia & New Zealand Banking Group Ltd., 15 Spence Street, 
Cairns. Tel: (070) 50 4711. 

Bank of Queensland Ltd., 17 Spence Street, Cairns. Tel: (070) 51 
9188. 

Citibank, Abbott Street, Cairns. Tel: (070) 51 1400. 

Commonwealth Bank, 25 Grafton Street, Cairns. Tel: (070) 51 0499. 

National Australia Bank Ltd., 63 Abbott Street, Cairns. Tel: (070) 51 
5844. 

Westpac Banking Corporation, 61 Abbott Street, Cairns. Tel: (070) 51 
1544. 
DEVELOPMENTS: Planning is currently underway for construction of 
Stage 2 of the cruise liner terminal and widening of the channel to 90 m. 
AUTHORITY: Cairns Port Authority, P.O.Box 594, Cairns, North 
Queensland 4870. Tel: (070) 523888. Telex: 48256. FAX: (070) 521493. 
Contact: Mr. G. J. Mann, General Manager — Seaport. 
AGENT: Patrick Agencies, Ro-Ro Terminal No. 7 Wharf, Cairns Port 
Authority, Cairns, North Queensland 4870. Tel: (070) 51-5211/5445. 
Telex: 48412. Seagram Code: 4CRIKPAT. Fax: (070) 515082. 


AUSTRALIA 


CAPE FLATTERY, Queensland: 14.59 S. 145.21 E. 
(See Plan) 


SHIPMASTER’S REPORT: April 1987 (Updated 1990). 


LOCATION: Cape Flattery is situated approximately 130 miles north of 
Cairns on the East coast of Queensland. The Port exports bulk silica 
sand and is within the boundaries of the Great Barrier Reef. 

Entrance through the reef for larger vessels can be made through 
Grafton Passage (East of Cairns), or through One and a Half Mile 
Passage about 30 miles E.N.E. of the Port, this latter entrance should 
only be transversed with local knowledge as the area of the passage is 
unlit and there are no navigational marks on the reefs. 

PORT LIMITS: The area comprised within a line commencing at a point 
on the H.W. mark at Latitude 14° 50’ S. on the mainland at the northern 
extremity of Lookout Point, thence by a line due east for 2.0 nautical 
miles at its intersection with Longitude 145° 15.8’ E., thence in a S.E'ly 
direction for about 7.2 nautical miles to the intersection of Longitude 
145° 22.1’ E. and Latitude 14° 55.2’S. Thence in a S.S.E'ly direction for 
a distance of about 4.5 nautical miles to the intersection of Longitude 
145° 23’ E. and Latitude 15° 00’ S., thence in a W'ly direction for a 
distance of about 2.7 nautical miles to a point on the H.W. mark to the 
point of commencement together with all navigable waters, rivers, creeks 
communicating with that area, and the banks, shores and foreshores 
thereof. 

DOCUMENTS: 

2 copies Crew List (Form 11), Pages 1 and 2. 

1 copy Crew Declaration (Customs Form 5). 

1 copy Ship's Stores Consumed in Australia (Form 42A). 

1 copy Loading Ports List (Form B 921). 

2 copies Ship’s Report Inwards (Customs Form 1). 

1 copy Department of Primary Industry (Animal Declaration)(Form E). 

1 copy Health Declaration (Form F). 


The Agent brought a full set of papers with him and acts for Customs 
in the event that they do not attend. 

PILOTAGE: When approaching Australia from the N.W. the Maritime 
Safety Committee of the International Maritime Organisation recommend 
using a Great Barrier Reef Pilot for ships of length 100 m. or over, also 
loaded tankers, chemical carriers and liquefied gas carriers. Cable 
Address: ‘Torres’ Sydney, Telex: AA20269 or “Torind” Thursday Island, 
Telex AA48822. 

Local Pilotage: Pilotage is compulsory and the Pilots are stationed in 
Cairns. 

It is necessary to give 48 hours notice of E.T.A. at the Pilot Boarding 
Ground with an update at 24 hours, via Agent at Cairns. The Pilot will 
board 3 miles north of the wharf or at either anchorage. At present 
berthing will be carried out in daylight hours only. The Pilot boat has a 
black hull with brown upperworks and has VHF Channel 16 and other 
working channels, it also doubles as one of the mooring boats. 

Also see ‘Cairns’ — “Pilotage”’. 

ANCHORAGES: On approaching the port, and if not berthing on arrival, 
vessels should anchor on the North side of the Cape and maintain a 
listening watch on VHF Channel 16. The recommended anchorage is 
defined by a line joining the following co-ordinates: 

(a) Lat. 14° 52.81’ S., Long. 145° 15.74’ E. 

(b) Lat. 14° 52.99’ S., Long. 145° 16.72’ E. 

(c) Lat. 14° 54.03’ S., Long. 145° 16.67’ E. 

(d) Lat. 14° 54.49’ S., Long. 145° 18.86’ E. 

RESTRICTIONS: Berthing may be suspended in winds exceeding 
20 knots. Loading is usually stopped if wind exceeds 40 knots. Distance 
from the waterline to the top of the hatch coaming not to exceed 35 ft. 
Arrival Condition: Vessels should arrive in a condition where the vessel 
is trimmed by the stern with the propeller completely immersed and the 
forward draft not less than 2% of the vessel's overall length. 

MAX. SIZE: Max. d.w.t. 170,000 tons. Max. draft 14.0 m. 

HEALTH: Customs and Health Clearance can be obtained off Cairns if 
using Grafton Passage. If approaching from the North, arrangements 
for clearing the ship must be arranged through Agent at Cairns. 

Note: Application for Radio Pratique was refused although all in order. 
Port Health Inspection: Dry stores and fridges are inspected by 
Government Inspector from Cairns, garbage bins must be properly 
covered. No garbage collection available. Because of the restrictions on 
the environment in this area, no waste or garbage should be disposed 
of into the sea. It should be noted that a Scientific Research Station is 
situated on nearby Lizard Island, any waste materials may well be 
monitored, resulting in heavy fines if Masters of vessels are found guilty 
of disposing of garbage in this area. 

RADIO/VHF: See “Pilotage” and “Anchorage”. 

TUGS: No tugs available. The two 40 ft. mooring launches are not 
allowed to tow. 

BERTHING: Because of the exposed position of the wharf, vessels 
should ensure that all mooring lines are in good condition and to facilitate 
the handling of lines, each should have a 30 mm. rope tail attached to 
the eye, about 6 m. in length. This is required for handling of the fore 
and aft lines by the launches. Anchors and windlass must be in good 
working order as the normal routine is to berth starboard side to using 
the port anchor, which can be hove home after vessel is all fast. Vessel 
lies on the east side of the wharf head outward. This ship (29,000 d.w.t.) 
used 2 breast lines and 2 backsprings at each end plus 2 long drifts on 
the head and stern lines. All lines should be prepared and made ready, 
prior to berthing approaches to avoid delays and complications during 
berthing procedures. Forward breast lines are normally positioned first. 
Ballast: On arrival all vessels must have clean ballast water as, being 
in close proximity to the Great Barrier Reef,any polluted ballast will not 
be tolerated. There are no facilities at Cape Flattery to transfer dirty 
ballast ashore. 

Hold Inspection: Cleanliness required is of a higher standard than that 
required for grain cargoes. Should the ship fail inspection, the crew have 
the privilege of painting. No indications of rust will be tolerated. 
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Loading Arm: The loading arm is a single stacker type with telescopic 
chute and trimmer. Slewing angle 45° to 115°. Luffing +17° to —15°. 
Travelling distance 139 m. Outreach 21.5 m. from face of the fenders. 
Loading rate about 1,200 t.p.h., clearance water to boom at dolphins is 
a minimum of 15 m. 

Cargo: High quality Silica Sand in bulk. Crew covers with vinyl sheeting 
on completion of each hold. 

Prior to sailing the Loading Master requires:- 

4 copies Notice of Readiness 

4 copies Stowage Plan 

4 copies Statement of Facts. 

MEDICAL: As there is no hospital or doctor, emergency cases only are 
flown to Cairns. 

FRESH WATER: Not available. 

FUEL: Not available. 

HATCHES: Hatches are opened and closed by crew. Once open the 
stevedores prefer not to close them again for fear of cargo contamination 
by loose scale or dirt falling from the underside of the hatch covers. 
AIRPORT: There is a landing strip for light aircraft on the north side of 
the Cape. As there are no roads or rail service, this is the only means 
of transport for pilots, Agents and Port Officials who are all based in 
Cairns. 

CERTIFICATES: The following Certificates were examined: Ship's 
Register, Load-line, Safety Equipment, Safety Construction, Safety 
Radio, !.0.P.P. Certificate and De-Rat. Cargo Equipment and hold 
accesses must conform to Australian Regulations. 

SHORE LEAVE: No shore leave as Cape Flattery is in an Aboriginal 
Reserve. 

WEATHER: The wharf is exposed to the weather which for most of the 
year (9 months) is the S.E. Trades. The wharf lies in a direction of about 
150° T. The berthing of vessels will be determined by the strength of 
the winds and currents at the time of berthing. The current usually runs 
under the wharf in a N.E'ly direction, ranging up to 1 knot and may be 
stronger during the wet season (December to March). After N'ly winds 
it does occasionally set S'ly or S.W. 

Because of the exposed area and the wharf facilities, vessels 
alongside must remain with their engines ready as the weather can 
deteriorate rapidly and the vessel may have to vacate the berth at short 
notice, therefore any work on the vessel's engines is prohibited. 
GENERAL: 

Surveys: Draft surveys are carried out although somewhat hampered 
by the fresh S.E'ly winds. Shore scale seems unreliable. 

Shippers: Cape Flattery Silica Mines Pty. Cables: “Flattrysand”. 
Telex: AA48381. 

Stores: There are no supplies of stores available. Anything required by 
the local population that cannot be shipped by plane must come by 
lighter from Cairns. 

AUTHORITY: Cape Flattery Silica Mines Pty. Ltd., Box 6212, 
Mail Centre, Cairns, Queensland 4870, Australia. Tel: (070) 515099. 
Telex: AA 48381. FAX: (070) 518960. Cables: 4C Flatry, Cairns. 
Contact: A. Temperley, General Manager. 


AGENT: See “Cairns”. 


CARNARVON (Including Useless Loop & Cape Cuvier) 
W.A.: (See Plan) 


(A) CARNARVON: 24.53 S. 113.40 E. 


BERTHING: Jetty closed. 

Carnarvon-Sharks Bay Shipping Services have operating at Carnavon 
2 small tugs which are available 24 hours a day for servicing vessels at 
Useless Loop, Shark Bay or for any other emergency services which 
they may be required. 

(B) CAPE CUVIER: 24.13 S. 113.23 E. (See Plan) 
LOCATION: Cape Cuvier is situated on the N.W. coast of Australia 
approximately 75 km. N.N.W. of Carnarvon. 

PORT LIMITS: This port is now incorporated in the Port of Carnarvon 
the limits of which have been extended as follows:— 

“A line due West for 4 nautical miles from a point on the mainland in 
Lat. 24° 10’ S. and Long. 113° 26’ 4.5” E., and thence in a S.S.W. 
direction to Cape Ronsard at the North End of Bernier Island” and then 
as for Carnarvon to the starting point. 

DOCUMENTS: The following documents are currentiy required and 
must be completed prior to arrival and sailing. 


Form 42A: Ship's Stores Consumed in Australia. 

Form M&S—11 (2 copies): Crew List. 

Form W080: Boarding Report. 

Form W283: Loading Ports List. 

Form 5: List of all Articles Owned or in Possession 
of Master, officers and crew. 

Form QA4: Quarantine Notice. 

Form QAS (if required): Ship Master's Bond. 

Form F Q360: Primary Health Report. 


Ship's Stationery: Crew List. 

APPROACHES: Red Bluff about 12 miles North of Cape Cuvier can be 
picked up by radar at a distance of about 20 miles. Cape Cuvier is easily 
identified by large white salt hill. 

The berth is floodlit at night when a vessel is being loaded. 
PILOTAGE: Facilities provided by vessels for Pilot boarding at Cape 
Cuvier must comply strictly with SOLAS regulations in all aspects. 

Pilot, supplied by Department of Marine and Harbours, will board 
approximately 1 mile North of jetty-head. 
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Any delays to vessels berthing due to non-compliance with Solas 
regulations (IMO current resolutions) will be for owners account. 
Guidelines for all ships calling at Cape Cuvier: From past experience 
we have found it necessary to insist that all vessels intending calling at 
Cape Cuvier must supply plans showing winch layouts and deck 
machinery. In the case of older type vessels it is in the owners interest 
that a Department Pilot checks the vessel before arrival. The best way 
to organise this is to send the vessel to Dampier on the first voyage of 
the charter or fly the Pilot to wherever the vessel is. 

The winches are the controlling factor and must be in first class 
working condition. There must be no rust on the brake drums and all 
brake linings must be renewed. If the vessel is old it may be necessary 
to machine the brake liner so that the brakes will grip. The worm drive 
brake lever must be free and greased and be able to apply considerable 
pressure on the brake linings without running out of thread. 

The winch reels must be capable of taking 250 m.x80 mm. rope on 
vessels over 35,000 d.w.t. and 250 m.x70 mm. for vessels under 
35,000 d.w.t. A minimum of 4 winches each end and we would prefer 
6 winches if possible as it makes the operation safer and easier with 
big savings on renewing ropes. The winch drums must be at least 
800 mm. wide by 600 mm. in depth or similar total volume. 

The winches must be capable of supplying full power for long periods 
so steam or hydraulic lines and associated machinery must be in first 
class working order. 

The leads must be good with all rollers working. The 2 centre winches 
are used for 310 m.x36 mm. wires so they must have provision for 
securing the wire to the side of the drum. Roller leads (aft only) must 
have a 75 mm. top bar to prevent the wires from jumping off the rollers 
when the vessel is trimmed by the stern. 

The Pilot will remain on board for the entire loading and will be 
responsible for moving the vessel in the berth. Good accommodation 
with toilet and shower facilities and meals must be provided. 

Finally, vessels with cranes and/or timber posts must pay extra special 
attention to the winches, because a brake failure could result in serious 
damage to the ship loading boom and the ship. 

Remember — the condition of the winches control the safety of the 
vessel while in the berth. 

Failure to adhere to the above even if a roller is not working could 
result in long and costly delays to the ship. 


ANCHORAGE: Recommended anchorage is in position with the jetty 
bearing approximately 200° (T) at a distance of 1.5 miles. Depth at 
anchorage is about 15 fathoms. 3 cables off the shore, the depth is 
about 9 fathoms. Holding ground is good. 


RESTRICTIONS: No berthing at night. Also see “Pilotage”’. 


MAX. SIZE: Vessels of 75,000 d.w.t. call on a regular basis. Depth 
alongside is 15.85 m. 


HEALTH: In the case of each vessel arriving from overseas the following 
information must be sent to the Port Health Authorities between 12 and 
24 hours before arrival, addressing the message to Quarantine 
Carnarvon prefixing the message SHIPSERVE (a copy of which 
message is required to be sent also to Dampier Salt (Operations) Pty. 
Limited (Telex No. 99283)): 

1. The expected hour and date of arrival of the vessel. 

2.° Confirmation that the Master has individually inspected all persons 
on board within 24 hours before arrival. 

3. Particulars of any cases of serious illness on board. 

4. Confirmation that all persons on board are satisfactorily vaccinated 
against cholera and in possession of valid Vaccination Certificate. 

5. Request for permission to enter Port. 

On receipt of quarantine message, Dampier Salt (Operations) Pty., 
Limited, will advise anchorage position if vessel is not berthing on arrival. 

Vessels must also ensure International Quarantine signals are 
displayed at all times until cleared by the Quarantine Officer. 

Quarantine inspections are normally carried out at the berth where 
the Quarantine Doctor/Officer may grant Free Pratique. 

Whilst berthed at Cape Cuvier all food and organic waste must be 
kept in efficiently sealed containers and frequently doused with a soluble 
disinfectant. No garbage may be thrown overboard. 

RADIO: Carnarvon Radio. 
Weather Broadcasts: Vessels are advised to listen to daily weather 
broadcasts by: 

1. Perth Radio (VIP) at 0100 hrs. GMT and 1200 hrs. GMT, on 484 
kHz, 8597 kHz, 12294 kHz or at 0200 GMT and 1000 GMT on 16947 
kHz or 22315 kHz. 

2. Broome Radio (VIO) at 0118 and 1230 hrs. GMT on 440, 4323.6 
and 6407.5 kHz (locai forecast). 

3. Carnarvon Radio (VIC) at 0148 and 1130 hrs. GMT on 476, 4323 
and 6407.5 kHz (local forecast). 

Vessels Arrival Requirements: Cape Cuvier is a First Port of Entry and 
all vessels bound for the berth are required to radio to Dampier Salt 
(Operations) Pty. Limited, Telex No. 99283 (FAX: 411248. Cables: 
6 CDPR SALT C), through the normal recognised coastal radio stations, 
i.e. Broome Radio VIO, Carnarvon Radio VIC or Perth Radio VIP the 
following information additional to Port Health messages (see “Health’): 

1. 10 days before intended arrival at the port, the estimated time of 
arrival and whether or not the port is the first port of call in Australia 

2. 7 days before intended arrival at the port, confirmation or any 
variation of the advice previously given. 

3. 4 days before intended arrival at the port, confirmation or any 
variation of the advice previously given. 

4. 48 hours before intended arrival at the port — estimate time of arrival 
at the Pilot boarding ground and also advise the vessel's estimated draft 
fore and aft. 

5. 24 hours before intended arrival confirmation or any variation of 
the advice previously given. 

6. 12 hours before intended arrival, final confirmation of time of arrival 


In addition to the requirements above, all vessels are required to radio 
the Superintendent of Pilotage, Department of Marine and Harbours, 
Fremantle, Telex No. 94784 the messages referred to in 1, 2 and 3 so 
that arrangements can be made to fly a Pilot to Carnarvon. 48 hours 
and 24 hours ETA’s to be sent direct to Harbour Master, Department of 
Marine and Harbours, Carnarvon. 

Note: Because of the isolated location of Cape Cuvier and the need to 
organise transport for the various berth services it is imperative 
that ample notice is given on arrival times. This is particularly so 
for weekend arrivals. Failure to adhere to these requirements may 
jeopardise vessels berthing to the detriment of owner's account, 
and could result in substantial costs and delays. 

VHF: Call sign: Cape Cuvier. Available frequencies: Channels 6, 8, 12, 

16, 67. Loading Operation Frequency: 155.97 MHz. Emergency Working 

Frequency: Channel 67. 

A continuous watch must be maintained by the vessel on VHF 
Channel 16. All vessels approaching the Port or at anchor must maintain 
a continuous watch on this frequency. Disregard of this requirement is 
a contravention of Berth By-Laws and may adversely affect expeditious 
berthing. 

TUGS: A contractor operates the tugs and line launches which are 

available at all hours. 

The following craft are available to assist in berthing and unberthing. 

Line launch — 13 m. twin screw work boat. 

“Leaders Creek" — tug. Bollard pull 16.0 tonnes. Length 21.4 m., 
breadth 7.32 m., draft 3.8m. Main engines 2xV12 Caterpillar 3412 
1,800 r.p.m., 852 b.h.p. each. Twin screw Kort nozzles. 

“Boolathana” — tug. Bollard pull 25.0 tonnes. Length 24 m., breadth 
8 m., draft 3.4 m. Main engines 2xV12 Caterpillar 398 1,400 r.p.m., 
850 b.h.p. each. Twin screw kort nozzles. 

BERTHING: 

Salt Loading Berth: Situated at Lat. 24° 13’ S., Long. 113° 24’ E. The 

berth is used only for salt loading. 

A central timber decked wharfhead carrying a fixed position, stiff arm, 
slewing and luffing conveyor boom shiploader with deflector. 

Six mooring buoys anchored to the seabed. 

Vessels moor to buoys and warp themselves into position for loading 
each hold. The shiploader generally has the capacity to load 2 adjacent 
holds for each warped position of the vessel. 

The principal berth dimensions are as follows: 

Natural seabed level: R.L. — 17.8 m. 

Minimum distance between vessel and jettyhead structure: 14.5 m. 

Berth length 670 m. between fore and aft mooring buoys Nos. 2 and 5. 

Berth width 180 m., between breasting mooring buoys Nos. 3 and 4, 
and minimum vessel stand-off from jettyhead (14.5 m.). 

R.L. 0.0 m. is Indian Spring Low Water at Cape Cuvier. The maximum 
tidal range at Cape Cuvier is 1.7 m. 

The principal shiploader dimensions are as follows: 


Jettyhead area: 18 m.x18 m. 
Jettyhead deck level: R.L. 13.2 m. 
Shiploader boom underside: R.L. 16.2 m. 
Shiploader boom outreach: Approx. 30 m. 
Shiploader boom luff: incline 45° 

decline 15° 
Shiploader boom loading arc: incline 18° 

decline 15° 
Shiploader boom slew: + 90° 
Shiploader boom conveyor width: 1,600 mm. 
Shiploader boom conveyor speed: 3.1 m./sec. 
Shiploader boom conveyor capacity: 3,500 t.p.h. 


Also see “Loading”. 
MOORING: 

Ships Mooring Lines: 

1. Vessels shall provide the following lines: 

6x250 m.x80 mm. diameter polylines on forecastle deck. 

6250 m.x80 mm. diameter polylines on afterdeck. 

All lines to have a reinforced soft eye, 1 m. long in the outer end. 

2. All vessels shall provide satisfactory ships lines on both fore and 
after decks such to pick up the 36 mm. diameter steel wires, 2 from 
each mooring buoys Nos. 2 and 5. 

3. All working and spare lines supplied by the vessel are to be in first 
class working condition. 

Note: If vessel cannot supply lines, Dampier Salt (Operations) Pty. Ltd. 
will supply at no cost for berthing only. 
Mooring Equipment — Supplied by Dampier Salt: 

1. Dampier Salt shall supply 2x 265 m. x36 mm. diameter steel wires 
from each of mooring buoys Nos. 2 and 5. These lines are to be run 
back to the vessel and secured on drum winches to act as the fore and 
aft longitudinal mooring lines. 

2. Dampier Salt (Operations) Pty. Limited shall supply all ropes 
necessary for stopping off polylines. 

Berth Operating Conditions: Unless the Pilot otherwise directs, berthing 
operations will generally be restricted to the following conditions: 

Winds: Zero winds from Northern quadrants and below 25 knots within 
the Southern sector between East and West. 

Swells: Up to a mean amplitude of 2 m. as recorded on the berth 
wave rider. 

Ballast: The vessel to maintain ballasted state with the propeller 75% 
immersed and a stern trim. 

Berth Occupancy: Unless the Pilot otherwise directs, berth occupancy 
will generally be restricted to the following conditions: 

Winds: Below 35 knots from the Southern quadrants. Below 10 knots 
from the Northern quadrants. 

Swell: Up to a mean amplitude of 2.5 m. as recorded on the berth 
wave rider. 

Mooring Procedure: 

1. Preparation before Berthing — Two central drums, both fore and 
aft, are to be left bare ready to receive the 36 mm. diameter wires when 
these wires are landed on board from mooring buoys Nos. 2 and 5. 
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Suitable polylines are to be readied to be run out from the vessel to 
pick up the steel wires. The length of these polylines is to be a minimum 
250 m. All other drum winches fore and aft are to be equipped with 
polylines 250 m. long and 80 mm. diameter. A minimum of 4 working 
polylines 250 m.x80 mm. must be available on each of the fore deck 
and after deck. If insufficient winch drums are available for these lines 
then they are to be coiled down on the deck. Two spare 250 m. x80 mm. 
polylines must be held coiled in readiness on each fore deck and after 
deck. 

2. On berthing — Immediately prior to berthing, a number of shore 
based personnel! will board the vessel to assist in handling lines during 
berthing. As instructed by the Pilot, polylines will be run out as both 
breasting lines and to pick up the steel wires from the fore and aft 
mooring buoys. Polylines unable to be held on drum winches will be 
taken up on warping winches, stoppered off and placed on bitts. 

The Pilot will give instructions as to how much tension is to be applied 
to each line. 

3. On Warping — During the shiploading operation, it will be necessary 
to shift the vessel such that the shiploader can load the vessel in 
accordance with the loading schedule. Normally, the shiploader will load 
only two hatches from the one positioning of the vessel. 

The shore-based personnel will board the vessel to assist in line 
handling for the warping operation The tugs will also assist as required. 

Under the direction of the Pilot, lines shall be played out or taken in 
such to warp the vessel to the next loading position. 

4. On unberthing — All lines shall be dropped or taken in as instructed 
by the Pilot. The shore personnel will assist in line handling. 
LOADING: 

Condition to Load Salt: 

1. Ensure that vessel’s holds are thoroughly washed and all traces of 
the previous cargo are removed. 

2. Ensure that vessel's holds are thoroughly lime washed with slaked 

lime (calcium hydroxide — Ca(OH), and that no other substances are 
mixed with it. 
Note: Limewashing is a pre-requisite of vessel's loading. If vessel's holds 
are not considered by an independent Marine Surveyor to be in a 
condition of cleanliness normally acceptable to Dampier Salt 
(Operations) Pty. Limited the vessel may not be loaded until such time 
as the Surveyor is satisfied that the holds meet the standards set by 
Dampier Salt (Operations) Pty. Limited. 

In the event that holds are not acceptable, the Master may be required 
to sign a “Letter of Indemnity” accepting the cargo on behalf of the 
Operating Line, acknowledging that holds are in the condition described 
in the report by the independent Marine Surveyor. 

Provided the vessel's holds are acceptable to the Surveyor as being 
“clean” the Surveyor will issue a Hold “Cleanliness Certificate”. 

The above stipulations are necessary to avoid any contamination or 
other effects on the quality of the product loaded and are required by 
both Shippers and Receivers. Limewashing also assists in protecting 
the vessel's holds against adverse action caused by the salt. 

3. Ensure that mooring lines are laid out in readiness for berthing in 

accordance with “Mooring Procedure”. 
Loading Procedure: The vessel is to ensure that the first 2 holds to be 
loaded have the hatch covers removed on berthing. On berthing the 
vessel will be positioned by the Pilot such that the loading can commence 
immediately upon acceptance of the notice of readiness and verification 
that vessel's holds are clean to standards set by Dampier Salt 
(Operations) Pty. Limited. 

An independent Marine Surveyor appointed by Dampier Salt will agree 
all draft readings and ballast soundings with the Chief Officer prior to 
commencement of loading. 

The Marine Superintendent from Dampier Salt (Operations) Pty. 
Limited will board the vessel immediately following mooring to check 
that the vessel is ready to load, and then commence the loading 
operation. This Officer will agree with the Chief Officer a loading 
sequence, loading schedule, warping procedures, draft problems (if any) 
and any other matters relating to the loading of the vessel. Warping 
procedures shall be confirmed with the Pilot. 

The Marine Superintendent will draw up a loading schedule, after 
consultation with the Master, nominating the approximate hold loading 
duration, times of warping and the estimated time of completion of 
loading, and sailing time. 

An Operations Supervisor will normally remain on board the vessel 
for the duration of loading in order to liaise with the Chief Officer on 
matters concerning the loading procedures. 

A belt weightometer is used by Dampier Salt (Operations) Pty. Limited 
to indicate loading rates and tonnages ‘oaded in each hold. This 
instrument has an accuracy’ of +1.5%. It is the practice of Dampier Salt 
(Operations) Pty. Limited for the Surveyor and Chief Officer to agree a 
preliminary draft survey when the second last hold is approximately 80% 
loaded. This survey then allows the correct loading of the remainder of 
the cargo so as to ensure correct trim and prevent inadvertent 
overloading. The final loaded cargo tonnage is determined by draft 
survey, calculated by and agreed between the Surveyor and Chief 
Officer. 

No labour is available at Cape Cuvier to board the vessel for any 
shipboard duties other than handling of mooring lines. Trimming is by 
conveyor discharge at the end of the loading spout only. 

Salt — General Specifications: Stowage factor of Salt. Normal stowage 
density 32 cu.ft. per long ton or 0.89 cu.m. per metric tonne. Angle of 
repose 33°. 

STEVEDORES: Dampier Salt Pty. Ltd. 

MEDICAL: Master to advise by telex via coastal radio if any crew 
members require medical or dental services. Prior advice will generally 
ensure adequate arrangements can be made to accommodate such 
requests. Insufficient notice, or advice only on berthing may jeopardise 
the chances of obtaining normal medical/dental treatment. Emergency 
medical treatment is normally available through Carnarvon Regional 
Hospital. 

DENSITY: 1025. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


FRESH WATER: Not available. Due to possible loading delays caused 
by adverse weather it is recommended that vessels arrive with all fresh 
water tanks full. 

FUEL: Not available. 

REPAIRS: There are no ship repair facilities. However, vessels may 
carry out repairs of a limited nature but only with the prior approval of 
Dampier Salt (Operations) Pty. Limited and the Harbour Master. 

DRY DOCK: None. 

WATCHMEN: No shore watchmen available. 

HATCHES: To be opened/closed by ship’s crew. 

CUSTOMS ALLOWANCES: 200 cigarettes in opened carton, or 0.25 Ib. 
cigars, or 0.5lb. tobacco, and one opened bottle spirits per crew 
member. 

An Australian Customs Boarding Officer is resident in Carnarvon. 
Regulations of Australian Department of Customs and Excise apply to 
the Port. 

CARGO GEAR: Not required. Salt one is by conveyor belt. 
REPATRIATION: Road connection to Carnarvon, which is 97 km. 
distance from Cape Cuvier, thence air connection with Perth where 
international flights available. ; 
AIRPORT: Private airfield only, about 25 km. from port of Cape Cuvier. 
Carnarvon has a daily air service to Perth. Connecting flights for other 
Australian cities and also for overseas destinations are available from Perth. 
TIME: See ‘General’ before first port. 
GENERAL: Port is gazetted under Western Australian legislation and 
controlled under Ports and Harbours Regulations. 
Charts and Publications: 

Australian Pilot Volume V 

Australian Chart AUS 329 (N.W. Cape to Pt. Cloates) 

Australian Chart AUS 330 (Pt. Cloates to Quobba Pt.) 

Australian Chart AUS 331 (Quobba Pt. to Geraldton) 

British Chart BA 1055 (Bedout Island to Cape Cuvier) 
Winds: The local wind pattern usually shows a marked diurnal variation 
in both wind speed and direction, typical of the local sea breeze cycle. 
Wind intensity under the diurnal system regularly attains an intensity of 
more than 20 knots and blows from the Southern quadrants of the 
compass. 

The mooring area is protected to some extent from Southerly winds 

by the cliffs at the Cape which are approximately 120 m. high. 
Swell: A predominant high energy, long period swell system emanates 
from the deep sea to the S.W. This system is both diffracted and 
refracted locally by the topography of Cape Cuvier Point and travels 
Eastward across the bay. Analysis shows that open sea swell patterns 
to amplitude of 3.5 m. are generally dispersed by diffraction and 
refraction at the Cape to an amplitude in the berth of generally less than 
2m. The period of these waves is generally in excess of 8 seconds and 
can be up to 30 seconds. Wave lengths are in the order of 250 m. 

Superimposed on the long period swell system are the effects of the 
diurnal wind system which generate local wind waves of a shorter period 
of about 5 seconds. In this instance wave lengths are in the order of 
20 m. Depending on wind direction, this short period swell is also 
diffracted and refracted by the Cape. 

When local or storm winds blow consistently from the Northern 
quadrants for a duration of the order of 12 hours, the inshore berth 
location is subjected to the same type of wind wave climate as the 
offshore open sea location. 

Current: The mean velocity profile in the berth of currents is some 
5.3m. per second (0.1 knots) setting exclusively to the N.W. The 
maximum current speed recorded is 31 cm. per second (0.6 knots), this 
being a storm generated current. 

Tides: For operational purposes, the tidal predictions for Carnarvon are 
usually considered accurate for Cape Cuvier. 

A maximum tidal range of 1.7 m. can be expected at Cape Cuvier. 

Cyclones: The local cyclone season extends from mid November to end 
of Aprii with an average of one cyclone per year which will influence the 
area near Cape Cuvier. Cyclones in the area generally travel in a 
Southerly direction parallel to the coast prior to crossing the coast and 
moving inland. Whilst offshore the cyclone can generate dangerously 
high waves in the port which is unprotected from the North. Wave heights 
resultant from cyclonic conditions may reach 10.5 m. in the berth area. 
Wind velocities in excess of 60 m./sec. (120 knots) may also be 
experienced. 
Weather Effects on Berth Occupancy: Berthing may be delayed due to 
strong winds or heavy swell and vessels may on occasion be required 
to return to anchor before completion of loading if the berth is affected 
by inclement weather conditions. 

In these cases, the decision to vacate the berth will be made by the 
Pilot or the Harbour Master. 

Ordering Stores: Telex advice of any and all stores and provisions 
requirements should be given to Agent at least 4 days prior to arrival. 
Stores orders received later than this may not be able to be filled. 
Access to Vessel: 

At Anchorage: Whilst at anchorage, access will be by authorised 
personnel only from the line launch or one of the tugs. 

In Berth: Whilst in berth, access will normally be from a rope ladder 
and catwalk on the shiploader boom. On these occasions the shiploader 
supervisor will direct the timing and positioning of the shiploader boom 
sucn to minimise inconvenience to the shiploader operation. 

Vessels Engines: Vessel's engines are not to be demobilised whilst the 
vessel is in berth. Adverse weather conditions affecting the area may 
require the vessel to be moved. Vessels in the berth will be on notice 
to shift at all times. 

OPERATOR: Dampier Salt (Operations) Pty. Ltd., Lake Macleod 
Division, P.O.Box 501, Carnarvon, W.A. 6701. Tel: (099) 412677. 
Telex: AA 99283. Cables: BCDPRSALTC. FAX: (099) 411248. 
AUTHORITY: Department of Marine & Harbours, 1 Cliff Street, 
Fremantle, Western Australia 6160. Te/: 335-0888. FAX: (9) 335-0850. 
Contact: J. M. Jenkins, General Manager. 


AGENT: See “Fremantle”. 
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(C) USELESS LOOP (Shark Bay): 26.05 S. 113.24 E. 


DOCUMENTS: See “Melbourne”. 
PILOTAGE: Compulsory. Notice for Pilots is by ‘Shipserv’ message to 
Superintendent of Pilotage, Department of Marine and Harbours, 
Fremantle, 7 days, 48 hours and 24 hours prior to arrival. 
APPROACHES: Vessels from the North proceed direct to Denham 
Channel, vessels from the South can navigate through Naturaliste 
Channel with caution using Chart AUS 331. All vessels must anchor at 
pilot boarding ground situated 1 mile North of Denham Channel 
Lat. 25° 52’ S., Long. 113° 15’ E. and wait for further instructions on 
VHF Channel 16. Vessels must provide a good lee for pilot boat with 
ladder always on starboard side unless otherwise ordered. It is important 
that final ETA is correct and must be amended if necessary to Harbour 
Master via Carnarvon or Perth Radio. It is important that vessels arrive 
in full or good ballast condition otherwise they may be unable to berth. 
Pilots remain on board during transit to Useless Loop, when berthed 
alongside jetty and until disembarkation in above position. 
RESTRICTIONS: Continuous strong ‘“Southerlies’ may result in 
abnormal tides which could result in large vessels having to leave berth 
prior to completion of loading on rare occasions. 
TUGS: None. 
BERTHING: One berth. Owned and operated by Shark Bay Salt Pty. Ltd. 
Conveyor belt system from Salt Stock Pile to ship gross rate 800 t.p.h. 
for salt, 600 t.p.h. for gypsum. Dolphin type jetty length 189 m. runs 
approximately North and South directions and 2.1.cables from Topper 
Island. Min. depth at berth 10.06 m. LWOST. Rise of tide approximately 
0.91 m. Winds predominantly S.E./S.W. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: Not available. 
AUTHORITY: Department of Marine & Harbours, 1 Cliff Street, 
Fremantle, Western Australia 6160. Tel: 335-0888. FAX: (9) 335-0850. 
Contact: J. M. Jenkins, General Manager. 


AGENT: See “Fremantle”. 


CHALLIS: 12.07 S. 125.00 E. 
JABIRU: 11.55 S. 125.00 E. 


LOCATION: The Jabiru and Challis Oilfields are in the Timor Sea, about 
680 km. West of Darwin and some 300 km. off the Kimberley coast of 
North Western Australia. 

“Jabiru Venture” — Lat. 11° 55’ 33” S., Long. 125° 00’ 23” E. 

“Challis Venture” — Lat. 12° 07’ 17” S., Long. 125° 00’ 43” E. 
DOCUMENTS: Masters should endeavour to complete the following 
forms ready for collection on arrival by Customs Officers if Jabiru or 
Challis is their vessel's first Australian destination. 

3 Crew List (Form M&S 11 and attachment). 

1 Ship’s Stores Consumed (Form 42A). 

+ List of Crew’s Possessions (Form 5). 

3 Ship’s Log — Ports of Call (Form B.921 (Formerly Form C&E 886)). 

2 Health Report of all Persons Aboard (Form Q360). 

1 Animal Cargo (Form QA3). 

1 Ship's Pets (Form QA4). 

1 Ship Master's Bond regarding Animals Carried (only if pets on board) 

(Form QA5). 

The Customs Officer in attendance will advise any other documentary 
requirements, and provide forms if necessary. 

Because the “Jabiru Venture” and “Challis Venture” are not 
designated ports, offtaking vessels should have their Agents apply for 
Certificates of Permission for Entry to Australia at other than a 
designated port as required under Section 58 of the Customs Act. 

Customs Authorities have advised that permission will generally be 
granted. However, Customs Officials retain the right to board offtake 
vessels for inspection at their discretion and Masters of offtake tankers 
are required to provide accommodation and mess facilities for visiting 
Customs Officers. 

PILOTAGE: Pilotage is compulsory. The Facility Master will transfer to 
the offtaking vessel when it reaches a distance of 3 nautical miles from 
the Facility and will act as Pilot during approach and mooring. 

Two Berthing Superintendents from the Facility will board with the 
Facility Master and will remain on board the offtake vessel for the time 
the vessel is moored, at the discretion of the Facility Master. Suitable 
accommodation is to be provided for these personnel. 
APPROACHES: The “Jabiru Venture” is equipped with a radio direction 
finding (RDF) beacon with a frequency of 436 kHz. Call sign is ‘JVX’ 
and range is 100 nautical miles. The beacon transmits continuously. 

The “Challis Venture” is equipped with a radio direction finding (RDF) 
beacon with a frequency of 404 kHz. Call sign is XCHA and range is 
100 nautical miles. The beacon transmits continuously. 

The Facility Master will advise by radio the bearing on which offtaking 
vessels should approach. 

Hazard to Navigation: A wave rider buoy is located at Lat. 11° 58.58’ S., 
Long. 125° 04.05’ E. 

ANCHORAGE/RESTRICTIONS: There are prohibited anchoring areas 
in the vicinity of the Timor Sea production areas. If a vessel cannot moor 
on arrival at one of the Facilities and wishes to anchor, it must be within 
the Permitted Anchoring Areas. Contact should be made with the Master 
of either Facility for information and guidance on this matter 

Vessels should make every endeavour to arrive with propeller and 
rudder fully submerged and trim should not exceed 10% of the after 
draft. Masters should note that in event of arrival with excessive trim or 
too light in draft, N.O.R. will not be accepted and berthing will be refused. 


READINESS: Restricted Berthing Hours: Notice of Readiness shall only 
be effective during the hours 0700 to 1600 when prevailing weather 
conditions permit safe mooring. Offtake vessels which complete loading 
at night may be required to remain moored until first light, at the 
discretion of the Facility Master. 
Notice of Readiness: Arriving offtake vessels may not tender Notice of 
Readiness until 3 nautical miles from the “Jabiru Venture” or “Challis 
Venture” as the case may be. 
MAX. SIZE: Generally 150,000 d.w.t. Larger vessels may be accepted 
at Operator's discretion. 
HEALTH: Australian Government Requirements: A Radio Pratique 
message should reach the vessel's Agent no more than 24 hours, and 
no less then 12 hours before arrival, as per the following instructions. 
Please answer the following questions, indicating NIL where 
necessary, and answer them in order. If answers are not correct, or not 
in the correct order, it could cause unnecessary delay to vessel berthing. 
. Name, type and nationality of vessel. 
. Itinerary for last 21 days. If over 21 days give name of port and 
date of departure. 
. Name of first Australian port and ETA. 
. Number of crew. 
. Number of passengers. 
. Have you had any deaths on the voyage? If so please give details. 
. Have you had any cases of illness during the last 21 days with 
a fever of 38° Celsius or above, and 
(a) Accompanied by rash, jaundice or glandular swelling; 
or 
(b) Accompanied by diarrhoea lasting longer than 24 hours. 

H. Have you had persons suffering from venereal disease during 
the voyage? 

|. What live fish, birds, reptiles or other animals are you carrying 
(ship's pets should be mentioned)? 

J. Have you carried livestock on previous voyages in the last 6 
months? If ‘Yes’ please advise type of livestock, date of voyage 
and ports visited. Have all stock carrying compartments been 
thoroughly cleaned and disinfected? 

K. Request Radio Pratique. 

RADIO/VHF: 
Advice of Arrival: incoming vessels must advise ETA 72 hours before 
intended arrival and give the following information: 
(a) Name of vessel and radio call sign. 
(b) HF radio telephone frequencies, if so equipped. 
(c) INMARSAT identification number and which satellite in use. 
(d) Arrival draft and trim. 
To: Operations Manager, 
BHP Petroleum Pty. Ltd., 
Lot 1876, Pruen Road, 
Berrimah, N.T. 0828, 
Australia. 
Telephone: (089) 221-122. 
Facsimile: (089) 844-139. 
Telex: AA85146. 
Cables: Hempet Darwin. 
ETA should be confirmed or varied, as appropriate, 48 hours and 
24 hours before arrival. 
This information should also be transmitted to the Facility (See 
“Communications with the Facilities’). 
Communications with the Facilities: Both Facilities have radio 
communication hours of 0600 — 1800 local time (2030 — 0830 GMT). 
“Jabiru Venture”: 
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Call sign VJJJ 
INMARSAT number 
for telex 583-1543604 JABV X 


INMARSAT number 
for telephone 
“Challis Venture”: 


0011 873 1543604 


Call sign VLN 4720 
INMARSAT number 
for telex 583 1543357 CHAV X 


INMARSAT number 
for telephone 0011 873 1543357 

The Facilities are on the Indian Ocean INMARSAT, or the Pacific 
Ocean INMARSAT depending on conditions. 

Incoming vessels may use 4125 kHz. or 
radiotelephone communications with either Facility. 

The “Jabiru Venture” and “Challis Venture” will listen for incoming 
offtake vessels between 2030 hrs. to 0830 hrs. GMT on: 4125 kHz. and 
VHF Channel 16. The “Jabiru Venture” will also listen on 500 kHz. 

“Jabiru Venture” will use VHF Channel 6 as working frequency. 

“Challis Venture” will use VHF Channel 8 as working frequency. 

TUGS: A workboat is available for line handling. 
BERTHING: Two Floating Production Systems — the converted 140,000 
d.w.t. tanker “Jabiru Venture” and the purpose built 115,000 d.w.t. barge 
“Challis Venture” are fitted with process facilities and a metering system 
to enable stabilisation of crude oil and offtake to visiting tankers. 

Offtaking tankers are moored in tandem astern of either of the Floating 
Production Facilities by a 60 m. long hawser. Crude oil is delivered 
through a 16 in. floating hose system in each case. 

The “Jabiru Venture” has around 155,000 kl. total crude oil storage 
capacity (approximately 975,000 bbls. or 126,000 metric tonnes). Oil is 
delivered to offtaking tankers at a rate of approximately 3,400 kl. 
(21,400 bbis.)/hr. 

The “Challis Venture” has around 135,000 kl. total storage capacity 
(approximately 845,000 bbls. or 110,000 metric tonnes). Oil is delivered 
to offtaking tankers at a rate of approximately 5,000 kl. (31,500 bbls.)/hr. 
Standard of Offtaking Vessels: Generally, vessels between 25,000 d.w.t. 
and 150,000 d.w.t. can be accommodated. Larger vessels may be 
accepted at Operator's discretion. 

Offtaking vessels require a manifold derrick or crane rated at 
10 tonnes SWL. The offtake vessel should be fitted with a centre 
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Panama type fairlead, bow chain stoppers or Smit-bracket, capable of 
handling the 78 mm. diameter chafing chain. Vessels under 100,000 
d.w.t. may connect to a Smit-bracket using a 54 mm. chain assembly. 
If the vessel is not fitted with bow chain stoppers or Smit-brackets, the 
mooring hawser will be secured using a 115mm. diameter x 26m. 
snotter rope supplied by the Facility. 

Offtaking vessels should have manifolds and associated equipment 
conforming to Oil Companies’ International Marine Forum (OCIMF) 
standards. 

On arrival, both the Facility and the offtake tanker will be subject to a 
safety check by BHP Petroleum to ensure that safety standards are met 
before delivery of crude oil begins. This safety check will be carried out 
as per the International Safety Guide for Oil Tankers and Terminals. 

Given the particular specific requirements of the “Jabiru Venture” and 
“Challis Venture” floating production and storage facilities, offtake 
vessels should ensure that their mooring systems are checked for 
suitability and safety before finalisation of charter arrangements or arrival 
at either Facility. 

Offtake vessels will be required to provide accommodation for any of 
the following people for the duration of offtake: 

2 Berthing Superintendents from the Facility. 

Independent Surveyor. 

Customs Officers. 

Shipping Agent. 

Mooring: Neither tug nor supply boat services are required. The Pilot, 
the 26 m. snotter rope and hose coupling tools will be transferred to the 
offtaking vessel by the Facility workboat. When the offtake vessel is 
“onsite” the 60 m. hawser will be made fast to the bow of the offtake 
vessel. 

In case emergency disconnection is required the offtake vessel should 

provide a long handled axe on the forecastle. 
Requirements for Vessels on Station: Offtake vessels are required to 
keep their engines on continual ‘stand-by’ and be ready to respond to 
requests for engine movement immediately. Vessels may be required 
to move astern to prevent creeping up or jack-knifing. 

The hawser system has a working load of 200 tonnes and offtake 
vessels may use astern power to keep station. All engine movements 
should be made with due care, however. A log of engine movements is 
to be kept and a copy given to the Facility Master on departure. 
Watches: A qualified officer with authority to manoeuvre is to keep a 
bridge watch whilst the offtake vessel is on station. A qualified seaman 
is to keep a mooring watch at the bow at all times. Reliable 
communications are to be established between the bow and the bridge. 
Connection of Hose: After the mooring hawser has been made fast, the 
workboat will pull the floating hose to the offtaking vessel. The hose- 
end must then be lifted on board using the offtaking tanker’s manifold 
derrick or crane. 

The connection of the hose is the responsibility of the offtake vessel's 
crew, who should endeavour to complete this task as quickly as possible 
under the guidance of the Berthing Superintendents from the Facility. 

The hose-end connection is a 16 in. ‘Camlock’ quick release coupling 
and will fit standard 16 in. ANSI 150 Ib. flanges. 

Manifold adaptors/extenders to suit the above should be supplied by 
the offtaking vessel. 

Delivery will be suspended for safety reasons during visits by 
helicopters to either Facility, (for approximately 2 hours), should flights 
be necessary and/or if weather conditions exceed safety limits. 

The floating hose is fitted with a self-sealing breakaway coupling for 
emergency disconnection. 


Typical Cargo Properties: 
Jabiru Crude: 


Density at 15°C. 0.8139 
API gravity 42.3 
Viscosity at 20°C. 3.45 cst. 
at 40°C. 2.41 cst. 
Pour Point 15°C. 
Reid Vapour Pressure 31.0 kPa (4.5 p.s.i.) 
Challis Crude: 
Density at 15°C. 0.8272 
API gravity 39.5 
Viscosity at 20°C. 3.04 cst. 
Pour Point SKS, 


Reid Vapour Pressure 23.5 kPa (3.4 p.s.i.) 

Offtake tankers going into cold seas may require heating coils. 
MEDICAL: Medical and dental services are not available at Jabiru or 
Challis. In emergencies, medical evacuation to Darwin (3.5 hours flying 
time by helicopter and plane) can be arranged. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: Repairs are not permitted whilst moored to either Facility. 
TIME: See “General” before first port. 

SHORE LEAVE: Not possible. 


GENERAL: 

Services: The remote, deep-sea location of Jabiru and Challis severely 
limits the provision of services. Offtaking tankers should ensure that they 
carry supplies adequate for a return journey. 

Visitors: Access to the “Jabiru Venture” is by a 2 hour light aircraft flight 
from Darwin to Troughton Island, and then a 1 hour helicopter flight to 
the “Jabiru Venture”. 

Because of the limited capacity of scheduled flights each week, the 
difficulties in arranging extra flights and the severe accommodation 
constraints on board the “Jabiru Venture’, Operator requests the co- 
operation of all parties in ensuring that the number of visitors is kept to 
a minimum. 

For safety reasons Operator prefers to make no flights to or from the 
“Jabiru Venture” whilst offtake is underway so any visitors should travel 
the day before offtake begins. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Customs and Department of Transport Officers, independent 

surveyors, ship's Agents, buyers representatives and any others 
intending to visit should seek the permission of: Operations Manager, 
BHP Petroleum, Darwin. Tel: (089) 221122. Fax: (089) 844-139. Telex: 
85146. Cables: Hempet, Darwin, at least 2 days before scheduled 
offtake. (Earlier advice would be appreciated). 
Access to the ‘‘Jabiru Venture" or '‘Challis Venture’’: Access to either 
the “Jabiru Venture” or the “Challis Venture” is by a 2 hour light aircraft 
flight from Darwin to Troughton Island, and then a 1 hour helicopter flight 
to the Facility. 

Because of the limited capacity of scheduled flights, the difficulties in 
arranging extra flights and the severe accommodation constraints on 
board each Facility, the attendance of visitors is not normally possible. 

Customs and Department of Transport officers, independent 
surveyors, ships’ agents, buyers representatives and any others 
intending to visit should seek the permission of: 

Operations Manager, 

BHP Petroleum, Darwin. 

Telephone: (089) 221-122. 

Facsimile: (089) 844-139. 

Telex: 85146. 

Cables: Hempet, Darwin. 

Laytime: The “Jabiru Venture” facility has a delivery rate of 3,400 kI./hr. 
(21,400 bbl./hr.) and, allowing for start-up and slowdown periods, a 
110,000 kI. (692,200 bbI.) cargo will require up to 36 hours pumping. 
“Challis Venture” Facility has a delivery rate of 5,000 kI./hr. (31,500 bbl./ 
hr.) will require up to 26 hours pumping for the same size cargo. 

Early Departure: By arrangement, offtaking vessels may depart before 
nett quantities have been determined. Documents will then be finalised 
using telex communications. 

Fire Fighting: Each Facility has only firefighting equipment required for 
itself. It can give no aid to offtake vessels in case of fire. In the event 
of an emergency on board an offtake vessel or on one of the Facilities, 
the offtake vessel will be released. 

Pollution Control: For control of small oil spills, the “Jabiru Venture” 
holds dispersant-which can be dispensed from the “Jabiru Venture’s” 
workboat, or from a helicopter should this be considered necessary. 

The costs of countering any pollution caused by oil which has passed 
the last flange of the delivery hose will be recovered from the offtake 
vessel. 

No refuse is to be dumped overboard. The IMO convention on the 
dumping of waste at sea applies. 

Any waste water discharged should have an oil content of no more 
than 15 p.p.m. 

Stores: Not available. 

-_ Ballast: Dirty ballast, slops or refuse cannot be accepted by either 
acility. 

Weather: Prevailing winds are Southerly from May to October. 

The wet season is during the Summer months — November to April — 
and at that time prevailing winds are Northwesterly. 

During the Summer months, the Timor Sea is subject to occasional 
cyclones. In January and February, in particular, weather and sea states 
may prevent mooring and/or loading for periods of a few days. 

The limiting significant wave height for mooring is 2.2 m. On this basis 
mooring will be feasible 85% of the time. For tankers already moored, 
the design limits for the hawser will be approached when significant 
wave height reaches 2.8 m. and winds reach 36 knots. On this basis, 
loading will be feasible 93% of the time. Should safety limits be exceeded 
during loading, the Facility Master will require the offtake tanker to 
uncouple. 

Charts: 

Australian: AUS. 314. 

British: B.A. 1047, B.A. 942A. 

The charts listed above cover the general area and the Jabiru site. 
OPERATOR: BHP Petroleum Ltd., Lot 1876, Pruen Road, Berrimah, 
Northern Territory 0828, Australia. Te/: (089) 221122. Telex: AA 85146. 
FAX: (089) 844139. Cables: Hempet, Darwin. Contact: Operations 
Manager. 


COFFS HARBOUR, N.S.W.: 30.18 S. 153.09 E. 


PILOTAGE: Compulsory. Pilots boards in position Lat. 30° 18’ 36” S. 
Long. 153° 09’ 42” E. 

APPROACHES: Depth at entrance 9.4 m. No bar. 

ANCHORAGE: Vessels awaiting berth may anchor, in reasonable 
weather, on the line of the leads with the outer end of the jetty bearing 
approximately N.N.W. 

HEALTH: Coffs Harbour is a first port of entry for quarantine purposes 
for the coast of New South Wales. Vessels requiring Pratique should 
not enter the boat harbour area inside the inner breakwaters. A 
quarantine mooring ground has been established between the boat 
harbour area and a line 3 miles off the Northern face of the main jetty. 
VHF: Pilot and Port Authority on VHF. 

BERTHING: Southern Berth 189 m. long. Depth of 7 m. at outer end 
shoaling to 5.3 m. at inner end. Suitable for ships 91 m. to 121 m. long, 
any breadth, and 6 m. mean loaded draft. 

Northern Berth 168 m. long (approx.) depth 5.8 m. — 6.4 m. Occasional 
heavy swell in harbour and vessels use anchors at berth. Unmarked 
anchorage off the jetty has a sand bottom. Boat harbour on Northern 
side and launching ramp on Southern side. Berths connected to the 
N.S.W. railway system. 

CRANES: Two diesel electric travelling cranes, capacity 5 tonnes. 
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STEVEDORES: Working Hours: 0800 to 1900 hrs.; weekdays, except 
Thursday, 0800 to 1700 hrs. Saturdays, 0800 to 1700 hrs. Sunday by 
arrangement. 
FRESH WATER: Available at berths, 13.6 cu.m.p.h. 
FUEL: Oil available in drums, or 45.5 cu.m. rail tankers available at 
berth if ordered 24 to 48 hours in advance. 
REPAIRS: Light repairs effected. 
AIRPORT: Nearest at Newcastle. 
HOLIDAYS: See ‘Sydney’. 
AUTHORITY: MSB Waterways Authority, P.O.Box J 23, Coffs Harbour 
Jetty, Coffs Harbour, Australia 2450. Tel: 066-523311. FAX: O066- 
527382. Contact: J.Jauncey, Harbour Master. 

Captain R. Pook, The Pilot Station, Gregory Street, South West Rocks, 
N.S.W. 2431. Tel: (065) 66-6140. 


AGENT: See “Sydney”. 


DAMPIER: W.A.: 20.38 S. 116.45 E. (See Plan) 


LOCATION: Port Dampier is located on the N.W. coast of Australia in 
the Dampier Archipelago. Legendre Island in position Lat. 20° 21’ S., 
Long. 116°51'E. forms the N.E. extremity of the Archipelago and 
Rosemary Island in position Lat. 20° 28’ S., Long. 116° 37' E. forms the 
N.W. extremity of the Archipelago. 

The port facilities are constructed: 

adjacent to Parker Point in Lat. 20° 39’ S., Long. 116° 43’ E. 

East Intercourse Island in Lat. 20° 39.03’ S., Long. 116° 40.4’ E. 

Mistaken Island in Lat. 20° 39.2’ S., Long. 116° 39.6’ E. 

Withnell Bay LNG: Lat. 20° 35.2'S., Long. 116° 45.7’ E. 

Dampier Public Wharf: Lat. 20° 36.9’ S., Long. 116° 44.8' E. 

PORT LIMITS: A vessel is considered to be an arrived vessel from the 
time of crossing the quarantine line, which runs due East from Courtenay 
Head Lighthouse. 

APPROACHES: From the 100 fathom line in Lat. 19° 20’ S., Long. 
116° 20’ E., achannel 15 miles wide, leading 157° was surveyed by the 
Royal Australian Navy in 1963 and found to be clear of dangers. This 
approach is recommended for ships arriving from the North and N.E. 
Ships arriving from the West pass North of Tyrell Rocks situated to the 
N.W. of the Monte Bello Islands and then should pass not less than 
5 miles to the North of Rosemary Island on the Latitude of Legendre 
Island Light. 

ARRIVAL ADVICE: Dampier is a First Port of Entry and all ships bound 
for this port are to radio through the normal recognised coast stations, 
addressing their messages “Pilharb Perth’ and prefixing the message 
“6D” for loading iron ore at Hamersley Iron. 

(a) In the case of vessels arriving from overseas. 

(i) 10 days before intended arrival at the port ETA and whether the 
port is the first port of call in Australia. 

(ii) 7 days before intended arrival at the Port, confirmation of any 
variation of the advice given pursuant to paragraph (i) above 
including in the message the forward and after arrival draft. 

(b) In the case of all vessels, cable “6D Pilharb Perth’. 

(i) 72 hours before intended arrival at the Port advising ETA at the 
Pilot boarding ground East of Malus Island, including in the 
message if not previously given the forward and after arrival draft 
and deepest departure draft. 

(ii) 48 hours before intended arrival, confirmation or any variation of 
ETA. 

(iii) 24 hours before intended arrival, confirmation or any variation of 
ETA 


(c) In addition to this information, Masters of OBO vessels are to 
furnish the information required under “General” — “Gas-freeing”’. 
Arrival Information: Every vessel intending to /oad a cargo of iron ore 
at Dampier shall on departure from the last port of call cable the following 
information, addressing the message HAMIRON DAMPIER. 

(a) ETA, quantity of cargo required, deepest departure draft, and 
distance between keel and hatch coaming. 

Example: Name of Ship, ETA PM20/4, 108000 k/t, 16.46 m., 
24.15 m. 

(b) 7 days before intended arrival at the Port confirmation or any 
variation to the above and indicate loading order by hatches of 
the products to be lifted. 

Example: Name of Ship, ETA 1000/4, 108000 k’t, 16.46 m., 
24.15m., 1/10000 Fines, 7/10000 Fines, 9/10000 
Fines, 2/10000 Lump, 4/10000 Lump, 6/10000 Lump, 
3/8000 Fines, 5/10000 Fines, 2/8000 Lump, 6/6000 
Lump, 7/5000 Fines, 3/8000 Fines, Trim 3000 
Fines. Total 108000 k’t. 

Arrival Advices: Every vessel intending to discharge cargo at Dampier 

shall on departure from the loading Port or 7 days before arrival, 

whichever occurs first, cable the local Agent the following information: 

ETA, quantity and nature of cargo to be discharged, stowage and the 

deepest arrival draft. 

Example: Name of Ship, ETA AM/4, 4700LT. General 1/1200, 2/200, 
3/1500. 

Note: Berthing and sailing times must be fixed with Pilbara Harbour 

Services or Mermaid Sound Port & Marine Services prior to 1500 hrs. 

each weekday and 1500 hrs. on Friday for service between the hours 

of 2359 Saturday to 0830 Monday. It is therefore imperative that ample 
notice is given on arrival times particularly for weekend arrivals. 

PILOTAGE: Pilotage is compulsory for all vessels entering, leaving and 

manoeuvring within the Port except those of a tonnage of 150 tons or 

less and those whose Masters hold a valid pilotage exemption. Pilotage 
services operate from the pilot cutter “Pilbara Mercury” and Bell 206B 

Jetranger helicopter for Hamersley Iron. Pilotage for Woodside is by 

pilot boat “Burrup Pilot’ and Puma helicopter. 

Pilot boarding and disembarking arrangements must comply with the 

SOLAS regulations and be properly rigged and attended. 


Pilot Boarding Ground: The area bounded by lines of Lat. 20° 24’ 00” S. 
and 20° 24'30"S. and meridians of Long. 116° 44'30"E. and 
116° 43’ 00" E 

Helicopter — Landing Requirements: Pilots will board suitable vessels 

by means of a helicopter which will land on a hatch cover. Normally this 

applies to bulk carriers and not general cargo vessels. The helicopter 
will not be used for oil tankers, which will, with other vessels unsuitable 
for helicopter operations, be boarded by launch. The helicopter used is 

a float equipped Bell 206B Jetranger weighing 769 kilos and is fitted 

with VHF Channels 16 and 11. 

Where a vessel is to be boarded by helicopter, the vessel must meet 

the following criteria: 

1. Mark on the hatch top, a termination area consisting of a square 
having sides of 11.7 m. in length. For day and night operations 
this mark must be in WHITE paint — all markings to be at least 
13 cm. in width. 

2. Surrounding the termination area there shall be an area not less 
than 10.67 m. in width in which there shall be no obstructions 
likely to hazard the rotor systems. 

3. The combined termination area and obstruction free area shall 
constitute the helipad areas. 

4. Within the termination area there shall be no obstructions likely 
to hazard the flotation systems. 

5. The touchdown area shall be so situated within the termination 
area that when the floats are positioned within the touchdown 
area, the main rotor shall be contained within the termination area. 

. Paint the letter “H” in WHITE paint in the centre of the square, 
having sides of 2.0 m. and 13 cm. wide. 

. Paint ALL handrails, lugs, ventilators and other obstructions on 
the hatch top in WHITE. 

. Ensure that ALL derricks, cranes, aerials, etc., are clear of the 
approach paths to the termination area. 

. The helipad shall be illuminated with floodlights positioned at both 
wings of the ship's bridge with the beams crossing over the 
helipad. 

10. A flag or pennant must be illuminated so the helicopter pilot can 
assess the wind direction and strength. 

11. Ships departing the port must wash down the helipad before the 
helicopter lands (day and night). 

12. All loose objects must be removed from the helipad area. 

13. All crew members should be kept clear of the landing area, any 
hats worn by crew approaching the helicopter must be secured 
by a chin strap, crew must not attempt to approach the helicopter 
unless requested to do so by the helicopter pilot. When the ship's 
Pilot has disembarked, an officer should be available to guide 
him to the bridge. 

14. Before making the initial landing the helicopter pilot will visit your 
ship and, 

i) Decide whether your vessel is suitable for helicopter operations. 
ii) Discuss with you any alterations which may be necessary to 
make landings possible. 

The following is the radio procedure to be complied with: Before landing 

the helicopter Pilot must receive clearance from.the Master by VHF 

Channel 11. 

i) Call sign of the helicopter will be “Dampier Pilot Helicopter’. 

ii) Phrases to use for landing. 

Helicopter; 

(Name of Ship) this is Dampier Pilot Helicopter, | request clearance 

to land. 

Ship; 

Dampier Pilot Helicopter this is (Name of Ship). You are cleared to land. 

Example: 

Helicopter; 

“Senwa Maru" this is “Dampier Pilot Helicopter”, | request clearance 

to land. 

Ship; 

“Dampier Pilot Helicopter” this is “Senwa Maru” you are cleared to 

land. 

HEALTH: Radio Pratique is now in force for the Port of Dampier. Piease 

send Radio Pratique message to Agency Telex Number not more than 

24 hours before arrival or less than 12 hours before arrival. See “General 

— Health” before first port. 

On receipt of quarantine messages Harbour Master will advise 

anchorage position if vessel not berthing on arrival. 

Inspections may be carried out at the jetty or at anchorage at the 

discretion of the Quarantine Officer. 

Rat guards are to be maintained on all mooring lines while vessels 

are berthed in Dampier Harbour. 

RADIO: Perth Radio — VIP. Broome Radio — VIO. Also see “Arrival 

Advice” and “Tankers”. 
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VHF: 
Call Sign Dampier Port Control 
Frequency Channels 16, 67, 11, 13, 68, 78 and 79. 
Channels 78, 79, 11, 13 and 68 are port working 
frequencies. 
Channel 72 Can be used vessel to vessel. 
Channel 67 Emergency working frequency. 


Continuous watch is also maintained on VHF Channel 11, the working 
channel for general port traffic information. 
TUGS: Pilbara Harbour Services Pty. Limited own and operate 4 tugs, 
workboats and lines launches which are available to shipping on a 
24 hour service. 

The following craft are available to assist in berthing and unberthing 
and for hire: 


“Pilbara Star’ 4,800 h.p. Bollard Pull 55 tons 
“Pilbara Saturn” 4,800 h.p. Bollard Pull 55 tons 
“Pilbara Neptune” 1,900 h.p. Bollard Pull 28 tons 
“Pilbara Jupiter” 2,600 h.p. Bollard Pull 47 tons 


Three (3) Lines Launches 
One (1) Workboat — 400 h.p. 
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Mermaid Sound Port & Marine Services (Woodside) also own 4 tugs 
and one pilot boat to assist in the berthing of vessels at Withnell Bay 
LNG berth. 


“King Bay" Bollard Pull 50 tonnes 
“Withnell Bay” Bollard Pull 50 tonnes 
“Hearson Cove” Bollard Pull 60 tonnes 
“Cowrie Cove” Bollard Pull 60 tonnes 


MOORING: Mooring lines are taken ashore by lineboat. Vessels using 
heavy wire ropes are required to have the ends terminated with a 9 m. 
rope spring finished with a standard eye for placing over the bollards 
and slip hooks. 

All mooring ropes and wires to have a 6 m. tail of light rope spliced 
into the eye to facilitate the transfer from the boat to the dolphin. 

Vessels shall be ready in all respects to commence loading on 
completion of mooring, hatches cleaned and opened. 

LOADING IRON ORE: Vessels loading iron ore are recommended to 
exhibit either on top of the hatch lids or on the deck or coaming adjacent 
to the hatch, numerals identifying the hatch. These are to be of such a 
colour and size as to be clearly visible to the shiploader operator 
stationed at the end of the shiploader boom. 

Reference to loading is to be made by hatch, not hold and all weights 
are to be expressed in metric tonnes. 

Confirmation in writing of the cargo booking is delivered on board prior 
to berthing by the Pilot. 

This document contains four copies of the loading sequence. The first 
copy is retained on board, the remainder completed and passed to the 
shiploader operator immediately on berthing. Attention is drawn to the 
run off quantity required to be loaded to clear the conveyors at the 
completion of loading. 

Red, green and white list lights, clearly visible to the shiploader 
operator are recommended fittings on all vessels loading iron ore. 
A fixed white light shall indicate the vessel is upright. 

Masters are cautioned the loading of iron ore is carried out by draft. 
Frequent “on the run” draft checks between hatch changes should be 
carried out. Whilst shiploading sequences are equipped with weight 
scales, these figures are to be used only as a guide and reference to 
them will not relieve the Master of the responsibility of adequately 
maintaining draft checks and supervising the loading accordingly. 

Final confirmation of tonnages on board will be the result of a draft 
survey carried out by the Master and the Company's surveyor. 

Ballast shall be adjusted to ensure at high water a minimum clearance 
of 1.0m. is maintained between the vessel's structures and the 
shiploader. Ballast to be discharged at a rate which prevents disruption 
to loading, final trimming and completion. 

Subject to tide, ships shall be ready to vacate the iron ore berths on 
completion of loading and have all gear tested and available for use on 
departure. 

Ships departing during the hours of darkness will require to have fitted 
on the fore mast a small steering light visible from the bridge. 
STOWAGE FACTORS: The following stowage factors are provided for 
guidance: 

Lump Ore 2.50 tonnes/cu.m. Fine Ores 2.55 tonnes/cu.m. 
PARKER POINT ORE JETTY: The ore jetty consists of a tubular steel 
pile structure carrying a deck and rail traverse of a slewing boom 
shiploader. 

9 multi-spring pile dolphins fitted with Yokohama air block fenders are 
situated clear of the ore jetty structure and vessels berth port side 
alongside, mooring to these dolphins. See “Plan” for standard mooring 
pattern. 

Iron ore is the only product handled over this facility and following are 
principal dimensions: 

Length of jetty: 


268.9 m. 
Depth of water alongside: 17.20 m. (LAT) 


Travel of shiploader: 180 m. 
Radius of ore delivery from fender facing: 23.8 m. 
Height under side boom at LAT: 23.00 m. 
Total length of fendering, No. 1 to No. 9 dolphins: 344.8 m. 


Rated capacity of shiploader: 7,500 tonnes/hr. 

The ore jetty is connected to the East Intercourse Island departure 
channel by a 170 m. wide departure channel dredged to 15.35 m. (LAT) 
in 1982. 

Parker Point ore loading facility accommodates vessels up to 
140,000 d.w.t. 

The maximum departure draft from this berth is dependent upon tidal 
conditions and adequate under keel clearance. 


EAST INTERCOURSE ISLAND ORE JETTY: The ore jetty consists of 
a tubular steel pile structure carrying a deck and rail traverse of a slewing 
boom shiploader. 

Nine multi-spring dolphins fitted with Yokohama air block fenders are 
situated clear of the ore jetty structure and vessels berth starboard side 
alongside, mooring to these dolphins. See “Plan” for standard mooring 
pattern. 

Iron ore is the only product handled over this facility and the following 
are principal dimensions: 


Length of jetty: 341.4 m. 
Depth of water alongside: 21.50 m. (LAT) 
Travel of shiploader: 230.0 m. 
Radius of ore delivery from fender facing: 25m. 
Height under side boom at LAT: 25.0 m. 
Total length of fendering, No. 1 to No. 9 dolphins: 429.8 m. 
Rated capacity of shiploader: 9,000 tonnes/hr. 
Basin length: 430.0 m. 
Basin width: 84.0 m. 


The ore jetty is connected to the open sea by a 167.7m. wide 
departure channel dredged to 15.35 m. (LAT). 

East Intercourse Island ore loading facility accommodates vessels up 
to 250,000 d.w.t. The maximum departure draft from this berth is 
dependent upon tidal conditions and adequate under keel clearance. 

Also see “Shipmaster’s Report” - February 1987. 
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DAMPIER PUBLIC WHARF: (Materials Offloading Facility — M.O.F.) 

The approach to the wharf has a least depth of 7.5 m. LAT. 

The wharf consists of a concrete deck supported by tubular piles. 

Access is by a concrete approach bridge 35 m. long and 7 m. wide. 
Priority Use Agreement: Masters should be aware that a “priority use” 
agreementis in place between the Port Authority and Woodside Offshore 
Petroleum. Under certain circumstances this will mean that a vessel 
working cargo will be obliged to move off the wharf and wait whilst a 
vessel carrying Woodside cargo berths, discharges and sails. Neither 
the Port Authority or Woodside accept any responsibility for costs 
incurred by this procedure. 
Advice of Arrival: \f Dampier is the first Port of Entry into Australia, 
vessels should radio through the normal recognised coast stations, 
addressing their messages to both their Agents and the Dampier Port 
Authority, telex No. 198230. 

In the case of vessels arriving from overseas: 

(i) ETA 7 days before their intended arrival, their draft and details of 

cargo to be worked. 

In the case of all vessels, cable: 

(i) 72 hours before intended arrival at the Port advising estimated 
time of arrival at the Pilot boarding ground including in the 
message, if not previously given, the forward and aft arrival draft 
and details of cargo to be worked. 

(ii) 48 hours before intended arrival, confirmation or any variation of 
estimated time of arrival. 

(iii) 24 hours before intended arrival, confirmation or any variation of 
estimated time of arrival. 

(iv) Coastal vessels may not be able to advise their ETAs in 
accordance with these rules. Where possible the Master should 
advise his ETA as soon as practical. 

Coastal vessels should advise whether the Master holds a current 
pilotage exemption certificate and, if so, the date of last time that 
he visited the Port. 

Prior to departure from the Loading Port, Masters shall forward by 
first class airmail a copy of the vessel's Inward Manifest to the Port 
Authority showing description and weight of the cargo to be discharged 
at Dampier — a Manifest. 

Principal Dimensions: 
Western Berth: 


Dredged basin: Chart datum minus 10 m. over 280 m. x 63 m. 


Wharf face: 112m. 
Main cargo working 
area: 46 m. x 31m. 
Secondary area: 66 m. x 15m. 
Height of deck: 6.8 m. above chart datum. 
Deck area: 1420 sq.m. 


40 m. North of main deck. 

Dolphin ‘A’ 39 m. South of main deck. 
Dolphin 'B’ 125 m. North of main deck. 
Main deck, breast and 

mooring bollards: Total 14 x 50 tonne capacity. 

Fendering consists of tubular rubbers which are designed to offer a 
satisfactory mooring face for vessels in winds of up to 40 knots. 
Bunkers and Fresh Water: Bunkers can be delivered from road tanker. 
Fresh water is available. 

SERVICE WHARF: General cargo is not received at this wharf. Vessels 
are acceptable up to a max. draft of 7.19 m. (LAT). 

The wharf consists of steel sheet pile cells constructed in water of 
surrounding depths of 6.51 m. (LAT). 

A berthing basin 243.8 m. long and 38.10 m. wide has been dredged 
to a depth of 7.73 m. (LAT) on the Western side. 

The wharf is 69.5 m. in length and faced with piles on which are 
secured rubber fenders. Mooring buoys are positioned off the N.E. and 
S.W. extremity of the wharf and head and stern lines are secured to 
these buoys. 

Tankers delivering oil products are accommodated at this wharf. 

See “Plan” for standard mooring pattern. 

MISTAKEN ISLAND SALT BERTH: The Salt Berth owned and operated 
by Dampier Salt Limited consists of a tubular steel pile approach 
structure carrying conveyor belt to a fixed position, cantilever shiploader. 

7 multi-spring pile mooring dolphins are situated clear of the shiploader 
platform, ships generally berth starboard side alongside. 

Due to the fixed nature of the loader, ships have to be warped along 
the line of dolphins, to bring each hatch in sequence under the loading 
boom. 

This wharf was built by Dampier Salt Limited, for the handling of salt 
from their salt pans, situated 6.4 km. from the wharf. The following are 
the principal dimensions: 


Breasting Dolphins: 
Mooring Dolphins: 


Total length of fendering No. 1 to No. 7 dolphins: 358.2 m. 
Depth of water alongside: 12.00 m. (LAT) 
Outreach of loader boom from line of fendering: 18.29 m. 
Height under side boom at LAT: 20.01 m. 


Rated capacity of shiploader: 

See “Plan” for standard mooring pattern. 
Underkeel Clearance: Underkee! clearance of 1.0 m. required whilst 
alongside. On departure vessels up to 35,000 d.w.t. to maintain 1.0 m. 
keel clearance and vessels over 35,000 d.w.t. to maintain 1.5 m. keel 
clearance. 

Condition to Load Salt: 

1. Ensure that vessel's holds are thoroughly washed — to remove all 

traces of the previous cargo. 

2. Ensure that vessel's holds are thoroughly lime washed with slaked 
lime (Calcium Hydroxide — Ca(OH),) and that no other substances 
are mixed with it. 

3. Vessels should ensure that mooring lines are laid out in readiness 
for berthing. See “Plan”. 

Note: Limewashing: This requirement is a pre-requisite of vessels 
loading. If vessel's holds are not deemed, by an independent Marine 
Surveyor, to be in a condition of cleanliness normally acceptable to 
Dampier Salt (Operations) Pty. Limited, the vessel may not be loaded 
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2,800 long tons per hour. 


until such time as the Surveyor is satisfied that the holds meet the 

standards set by Dampier Salt (Operations) Pty. Limited. This may mean 

that unacceptable vessels will be laid at anchor until the holds are 
deemed to be acceptable for loading salt. The Master may be required 
to sign a “Letter of Indemnity” accepting the cargo on behalf of the 

Operating Line — with holds in a condition described in a report by the 

independent Surveyor, if the holds are not acceptable. In these cases, 

no Cleanliness Certificate will be issued by the Surveyor. 

Provided the vessel's holds are acceptable to the Surveyor as being 
“clean” the Surveyor will issue a Hold “Cleanliness Certificate”. 

The above stipulation is for the contamination effects on quality control 
and is a requirement of both Shippers and Receivers of the Salt. 
Limewashing also protects the vessel against adverse action on the 
vessel's holds caused by the salt. 

Loading Procedure: The vessel is to ensure that the first two holds to 

be loaded have the hatch covers removed on berthing. On berthing the 

vessel will be positioned by the Pilot such that the loading can commence 
immediately upon acceptance of the Notice of Readiness and verification 
that vessel’s holds are sufficiently clean to standards determined by 

Dampier Salt (Operations) Pty. Limited as acceptable to load. 

An independent Ships’ Surveyor, retained by Dampier Salt 
(Operations) Pty. Limited will take all draft readings during the berthing 
operation in order that the commencement of loading will not be delayed. 
Ship's arrival condition and ballast readings prior to commencement of 
loading will be agreed between the Chief Officer and Surveyor. 

An Operations Supervisor from Dampier Salt (Operations) Pty. Limited 
will board the vessel immediately following mooring to check that the 
vessel is in readiness to load, and then commence the loading operation. 
This Officer will then agree with the Chief Officer loading sequence, 
loading schedule, warping procedures, draft problems (if any) and any 
other matters pertaining to the loading of the vessel. 

He will draw up a loading schedule confirming with the Chief Officer 
the approximate hold loading duration, times of warping and the 
estimated time of completion of loading, and sailing time. 

An Operations Supervisor will remain on board the vessel for the 
duration of loading in order to liaise with the Chief Officer concerning 
the procedures and times to move the vessel so as to load each hold 
in warp sequence and maintain critical draft, where applicable. 

A belt weightometer is used by Dampier Salt (Operations) Pty. Limited, 
to indicate loading rates and tonnages loaded in each hold. 

This instrument has a proven accuracy of + 1.5%. It is the practise of 
Dampier Salt (Operations) Pty. Limited, for the Surveyor and Chief 
Officer to agree a preliminary draft survey when the second last hold is 
approximately 80% loaded. This survey then allows the correct loading 
of the remainder of the cargo so as to ensure correct trim and prevent 
inadvertent overloading. The final loaded cargo tonnage is determined 
by draft survey, calculated by and agreed between the Surveyor and 
Chief Officer. 

No labour is available at Dampier to board the vessel for any shipboard 
duties. Trimming is by conveyor discharge at the end of the loading 
spout only. Any subsequent trimming required must be undertaken by 
the ship's crew. 

Stowage Factor: Stowage density 32 cu.ft. per long ton or 0.89 cu.m, 

per metric tonne. Angle of repose 33°. It has been found that the cargo 

does not shift during the vessel's voyage to discharge port. 

Typical Specification — Australian Salt NaCl (Sodium Chloride): 
Appearance: Generally clear, white and free from organic matter. 
Additives: Nil additives in final washed product. 

Component: 


(percentage by weight) Average 
Moisture content: 2.25 
Calcium content: 0.03 
Magnesium content: 0.02 
Potassium content: 0.01 
Sulphate content: 0.11 
Chloride content: 58.97 
Water insolubles content: 0.02 
Heavy metals: less than 15 ppm. 
NaCl content: 97.50 
Chemical analysis expressed in combined form: 
NaCl 97.50% 
CaSO, 0.12% 
MgSO, 0.05% 
MgCl, 0.04% 
KCI 0.02% 
Moisture 2.25% 
Insolubles 0.02% 


Location of Berth in Relation to Dampier Township: 

The berth although geographically in close proximity to the township 
of Dampier is in fact a journey of some 40 km. by road. The only land 
access to the berth being through Company property. During shiploading 
and/or replenishing of the salt stockpile on Mistaken Island, there is a 
continuous 24 hour per day movement of large heavy haulage trucks 
along a narrow causeway which makes the movement of private 
vehicles, taxis or individuals extremely hazardous. Therefore access to 
the township through Dampier Salt property is strictly controlled and 
limited. 

Vessel Arrival Requirements: 

Dampier Salt do not operate an agency but still have shipping officers. 
All vessels calling at the Salt Berth are attended by a nominated Dampier 
Salt (Operations) Pty. Ltd. Shipping Officer. 

Services Required: 

1. Master to advise by telex via coastal radio if any crew members 
are required to attend doctors or dentists. Prior advice will 
generally ensure adequate arrangements can be made to 
accommodate the requests. Insufficient notice, or advice on 
berthing may jeopardise the chances of obtaining normal medical 
dental treatment. Emergency medical treatment is available at all 
times. 


2. Telex advice of any and all stores requirements should be given 
to Dampier Salt (Operations) Pty. Ltd., at least 4 days prior to 
arrival. Stores orders received later than this may not be able to 
be filled, although the majority of items normally requested are 
carried locally by the ships’ providores. 

Prior telex advice will ensure the maximum supplied — whilst advice 
to the Agent on arrival may not be sufficient time to fulfil the full 
requirements of the vessel. 

STEVEDORES: Subject to application. Apply: Hammersley Iron Pty. Ltd. 
MEDICAL: Doctors are permanently resident at Dampier and Karratha 
and a modern General Hospital is situated in Karratha. 


TANKERS: Woodside Offshore Petroleum — Withnell Bay Berth: 
Max. d.w.t. (approx.): 160,000 tonnes. 
Length of berth (approx.): 270 m. 

Depth alongside: 13.2 m at LAT. 

Storage capacity: 6,000 cu.m. for condensate loading 

10,000 cu.m. for LNG loading. 

Telegrams Required from Vessels Intending to Load Woodside 

Condensate: 

1. On departure from last port of call: 

A. To: (Agent's telegraphic address) Dampier TIx. No. . . . advise: 

(a) ETA and Arrival Draft Dampier. 

(b) Type and complement of moorings available. 

(c) Quantity and condition of ballast (segregated, dedicated clean 
ballast, dirty ballast) and rate — no tank washing slops, ballast 
containing lead, heavy metals, chemicals accepted ashore. 

(d) Acceptable loading rate and if concurrent, ballast discharged. 

(e) Confirmation readiness to load nominated cargo . . . tonnes NWS 
Condensate approx. density 15°C ... Temp... °C. 

(f) Prepare port side manifold with derrick/crane min. SWL 5 tons. 

(g) Confirm accept quick connection/disconnection couplings to 
following requirements. 

(i) Distance centre of flange to drip tray top more than 
685 mm. 

(ii) Distance between adjacent flanges centre to centre more 
than 1200 mm. 

(iii) Clear distance behind flange face 230 mm. 

(iv) Vessel flange thickness — 8 in. ANS1 150 28.4mm. — 
31.6 mm.; 10 in. ANS1 150 30.2 mm. — 33.4 mm.; 12 in. 
ANS1 150 31.8 mm. — 35.0 mm. 

(v) Vessel flange diameter — 8 in. ANS1 150 341.3 mm. — 
344.5 mm.; 10 in. ANS1 150 404.8 mm. — 407.0 mm.; 
12 in. ANS1 150 481.0 mm. — 484.4 mm. 

(h) (i) All navigation, equipment/engines operational. 

(ii) No tank leakage. 

(iii) Inert gas system (if fitted) operational. 

(iv) All cargo systems/transfer equipment inspected, tested, 
leak free and operating correctly. 

(v) Stress calculations for cargo transfers, ballasting and 
bunkering made and within recommended safety limits. 

B. To: “Shipserv Pilharb Perth’ (Telex: 99610 Phspl) — Harbour 

Master advise ETA and whether first Australian port. 

2. 7 days prior to arrival: Advise ETA and arrival drafts. 

3. 3 days prior to arrival: Advise ETA. 

4. 2 days prior to arrival: Advise ETA. 

5. 24 hours prior to arrival: To “Shipserv (Agent's telegraphic address) 

Dampier Telex: (Agent's Telex No.). 

Advise ETA and confirmation answers question (h). 

Answer to Radio Pratique Questionnaire. 

6. Coastal Vessels: Should advise the above requests as soon as 

possible. 

Note: All requests for tugs, etc, must be made during office hours. 

Therefore it is essential that vessels advise Agents an accurate ETA 

prior to 1200 hrs. on Friday when the vessel expects to arrive between 

1600 hrs. Friday and 0900 hrs. Monday. 

Also see “Service Wharf”. 


FUEL/WATER/REPAIRS: Fuel for ships’ bunkers is not available. 

A limited supply of fresh water is available in an emergency. 

Stores and provisions can be arranged. For large orders Masters are 
recommended to cable their Agent giving 7 days notice of their 
requirements. 

Minor ship repair work can be arranged through ship’s Agents. 
However, Masters requiring major work are recommended to cable their 
Agents advising their requirements in advance. (Note: Port of Dampier 
By-Law No. 23). 


GANGWAY/DECK WATCHMEN: Crew. 

OPENING/CLOSING HATCHES: By crew. 

CARGO GEAR: See “Melbourne”. 

SHIP CERTIFICATES: See “Melbourne”. 

REPATRIATION: Limited facilities available. 

AIRPORT: Daily service to Perth. Karratha Airport is 15 km. from the 
port. 

TIME: See “General” before first port. 


TELEPHONES: Ship-to-shore telephones are available at all berths for 
ship-to-shore communications. Ships and jetty telephones are barred 
access to STD and trunk line facilities. 


WEATHER: The Archipelago is situated in the cyclone belt’with an 
incidence of about three cyclones per year in an area extending from 
Port Hedland to North West Cape. 

The cyclone season lasts from November to April. 

Prevailing winds are Easterly in Winter and Westerly in Summer but 
surrounding hills give considerable protection. Forces in excess of 
20 knots are seldom experienced. 

The port facilities are situated in sheltered waters and experience only 
slight seas and occasional low Northerly swell in the Summer months. 


AUSTRALIA 


TIDES: Tidal streams are weak within the Archipelago, the flood flowing 
to the South with a maximum strength of less than one (1) knot at Spring 
tides in the berthing area. 

Spring tidal range is 5.3 m. 

Neap tidal range is 3.2 m. 

Mean sea level is 2.7 m. 

(Lowest Astronomical Tide). 

Dampier is a standard port in the Australian National Tide Tables, 
published by the Hydrographer Royal Australian Navy. 


SERVICES: A Walport film exchange is available — contact ship's Agent. 

A sealed road connects Dampier with Perth extending North to Port 
Hedland. This highway provides all weather access from the State 
capital. 

A bus service operates between Dampier and Perth and Dampier and 
Port Hedland. 

Postal and telegraphic facilities are available at Dampier Post Office. 

Business Hours: 0900—1230 hrs., 1330-1700 hrs. weekdays. 
Customs: A sub-collector of Customs and staff are resident in Dampier 
and regulations of the Department of Business and Consumer 
Affairs—Bureau of Customs will apply. 
Police: A police sergeant and police officers are stationed at Dampier. 
Township: Dampier is a modern township built overlooking Hampton 
Harbour at the S.W. extremity of the Archipelago. It has a population of 
approximately 3,000 and an enclosed air-conditioned shopping centre 
and hotel-motel cater for everyday requirements. 


SEAFARERS’ CENTRE: A seafarers’ centre operated by the Mission 
to Seamen Flying Angel Club is located on the Esplanade, Dampier, 
overlooking the Hampton Harbour. The centre is equipped with a shop 
and recreational facilities. Telephone: (091) 83-1424. 


GENERAL: Gas-freeing of Vessels: The port requirements regarding 
gas-freeing of OBO or other vessels presenting at the port are as follows: 
The Master of an OBO vessel shall cable the Harbour Master Port of 
Dampier addressing its message ‘6D Port Auth” or (091) 442144 (Fax), 
of 198230 (Telex) 72 hours before intended arrival at the port, advising: 

(a) Nature of the preceding three cargoes the vessel has carried. 

(b) Date and place last oil cargo was discharged. 

(c) Statement on the condition of the slop tanks and whether these 
are pressed up or fully inerted and sealed. 

(d) The date and place of issue of the Gas-Free Certificate carried 
on board. 

1. Where vessels have been issued with a Gas-Free Certificate prior 
to their call at Dampier, such vessels can berth on arrival or 
whenever the berth is free. 

2. Where vessels arrive at the Port of Dampier without a Gas-Free 
Certificate on board, such vessels must be issued with a Gas- 
Free Certificate before berthing. 

3. No Gas-Free Certificates signed by the Ships’ Masters will be 
accepted. 

4. Gas-Free Certificates will be acceptable only from an industrial 
chemist or any other competent person approved by the Port 
Authority. 

Charts and Publications: 

1. Australian Pilot Volume V 

2. Australian Chart No. 741 

3. Australian Chart No. 57 

4. Australian Chart No. 58 

5. Australian Chart No. 59 

Vessels Arriving to Discharge General Cargo: 

(a) Owners are required prior to accepting cargo for Dampier, to 
submit a copy of the vessel's General Arrangement Plan for the 
purpose of ascertaining the vessel's acceptability in sufficient time 
to permit recommendations to be made on the positioning and 
stowage of the cargo. 

(b) Prior to departure from the loading port, Masters shall forward by 
first class air mail a copy of the vessel's cargo plan showing the 
nature, description and weight of the cargo to be discharged at 
Dampier — Cargo Manifest. 

The documents referred to in (a) and (b) above shall be forwarded to 

Dampier Port Authority, P.O. Box 285, Dampier, W.A., 6713. 

Also see “Arrival Advices”. 


REGULATIONS: 
140. Leakage and Spillage 
The Master of a vessel within the Port shall ensure that: 

(a) if any leakage or spillage occurs during the loading on to, or 
unloading from, the vessel of flammable liquid, the loading or 
unloading shall be forthwith stopped, all valves shall be closed, 
and the Harbour Master shall be forthwith notified; and, 
if any leakage or spillage of oil or oily ballast water on to the deck 
occurs, scupper plugs are not removed and steps are taken 
forthwith to prevent oil or oily ballast water from going overboard. 
Penalty: $2,000. 

138. Communication to be Maintained 

(1) The Master of a vessel within the Port engaged in cargo operations 
involving dangerous goods shall ensure that: 

(a) 2 suitable independent telephone or radio systems for 
communicating between the vessel and the shore are available 
and 

(b) throughout the cargo operations, all reasonable endeavours 
are used to maintain communication between the vessel and 
a responsible person on the shore by means of each of the 2 
systems referred to in paragraph (a). 

Penalty: $2,000. 

(2) For the purposes of sub-Regulation (1) (a), a radio system is not 
suitable unless each unit is portable and is carried by a person 
nominated for the purpose of maintaining communication in 
accordance with sub-Regulation (1) (b). 
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134. Certain Preliminary Requirements 
(1) The Master of a vessel within the Port shall ensure the loading on 
to, or unloading from, the vessel of flammable liquid is not 
commenced until: 

(a) agreement has been reached between the persons on the 
vessel and those on the shore who are responsible for the 
loading or unloading upon a plan for the procedures to be 
followed; 

(b) an effective barricade has been erected on the wharf to prevent 
access to the vessel or pipeline hose connections by persons 
not concerned in the loading or unloading; 
satisfactory provision has been made for watchmen to be in 
attendance: 

(i) to prevent the entry on to the vessel of persons not 
authorised to do so under Regulation 133; 

(ii) to take possession from persons about to board the vessel 
of matches, mechanical lighters, and other appliances 
capable of producing ignition; and 

(iii), generally to assist in complying with these regulations and 
to carry out such directions as may be given under these 
regulations; and, 

all persons concerned in the loading or unloading fully 
understand the stand-by requirements for normal stopping of 
shore pumps on completion of loading or unloading and the 
emergency stop procedures applicable to both the vessel and 
the terminal. 
Penalty: $2,000. 
A barricade shall be taken not to comply with the requirements of 
sub-Regulation (1) (b) unless: 
(a) it encloses an area of the wharf extending to at least 30 m. 
beyond each end of the vessel concerned and to at least 30 m. 
measured from, and at right angles to, the side of the vessel 
that is closest to the wharf; and, 
it is erected and maintained by, under the authority or under 
and in accordance with the direction of, or otherwise to the 
satisfaction of, the Harbour Master. 
Provision made for watchmen shall be taken not to comply with 
the requirements of sub-Regulation (1) (c) unless it is made by, 
under the authority or under and in accordance with the direction 
of, or otherwise to the satisfaction of, the Harbour Master. 
Where a vessel within the Port is to be loaded with, or unloaded 
of, flammable liquid, the Master of the vessel shall ensure that, 
before loading or unloading is commenced, a box or satchel on 
which the words “Emergency Documents”, in black letters, are 
clearly displayed is placed on the wharf in a prominent and readily 
accessible position at least 30 metres from the vessel and that the 
box or satchel contains: 

(a) details of the plan referred to in sub-Regulation (1) (a), 
including particulars of relevant times, sequences and rates; 

(b) a list of the characteristics of: 

(i) the cargo, if any, on board the vessel; and, 

(ii) the flammable liquid to be handled 
and details of the position where it is or, as the case may be, 
is to be stowed; 

(c) a crew list, including reference to persons joining or leaving 

the vessel while it is in the Port; and, 

(d) a plan of the general arrangement of the vessel. 

Penalty: $2,000. 
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122. Firefighting Equipment 

The Master of a dangerous goods vessel within the Port shall ensure 

that at all times while a vessel is berthed at a wharf or is handling 

dangerous goods: 

(a) fire hoses complete with nozzles have been run out fore and aft, 
connected up, and are ready for immediate use; 

(b) the vessel's supply of water for firefighting is available; 

(c) the vessel's firefighting equipment is otherwise ready for immediate 
use; 

(d) the vessel's International Ship-Shore Fire Connection is connected 
to the fire hydrant of the vessel that is nearest to a gangway; and, 

(e) a hose is connected between the vessel's International Ship-Shore 
Fire Connection and a shore hydrant unless a fire tug is standing 


by. 
Penalty: $2,000. 


119. Alternative Escape Route. 

The Master of a dangerous goods vessel berthed at a wharf within the 
Port shall ensure that the outboard side accommodation ladder or 
lifeboat is turned out as an alternative means of escape. 

Penalty: $2,000. 


99. Compliance with Certain Requirements 

(1) The Master of a vessel having on board flammable liquid or on to 
which flammable liquid is being loaded shall ensure that, in 
handling the flammable liquid, the requirements of the International 
Safety Guide for Oil Tankers and Terminals (Third Edition) 
published by the International Chamber of Shipping as amended 
from time to time are complied with in addition to the other 
requirements of these regulations. 
Penalty: $2,000. 
The Master of a vessel having on board liquefied flammable gas 
or on to which liquefied flammable gas is being loaded shall ensure 
that, in handling the liquefied flammable gas, the requirements of 
the International Chamber of Shipping Tanker Safety Guide 
(Liquefied Gas)(1979 Edition) published by the International 
Chamber of Shipping as amended from time to time are complied 
with,in addition to the other requirements of these regulations. 
Penalty: $2,000. 
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100. Safety Testing of Certain Vessels 
(1) In this regulation: 
“the rules” means Rules for the Safe Handling and Storage 
of Dangerous Substances and Oil in Port Areas (1984 
Edition) 
made by the Association of Australian Port and Marine 
Authorities as amended from time to time; 
“hot work” means any construction, demolition, alteration, 
repair or maintenance involving burning, welding, riveting, 
grinding, drilling, grit, sand or shot blasting, or any other 
heat, fire or spark producing operation. 
(2) Subject to sub-Regulation (4), the Master of a vessel within the 
Port shall not cause or permit: 
(a) ore in bulk to be loaded on to the vessel into tanks or spaces 
in which flammable liquid has previously been carried; or, 
(b) 7 ee. work to be carried out in or near tanks or spaces in 
which: 

(i) flammable dangerous goods have previously been carried; 
or, 

(ii) danger may arise from breathing the atmosphere, 
unless he first obtains: 

(c) a Certificate of Test in accordance with the rules from an 
approved person, to the effect that: 

(i) the appropriate standard safety designation of the tanks 
or spaces into which the ore is to be loaded in or near 
which the hot work is to be carried out is, in accordance 
with the rules “Safe for Men — Safe for Hot Work’. 

(ii) the appropriate standard safety designation of every other 
tank or space on the vessel is, in accordance with the 
rules, “Safe for Men — Safe for Hot Work’; or “Not Safe 
for Men — Safe for External Hot Work Only”, and, 

(iii) every such other tank or space on the vessel has been 
inerted or filled with water; and, 

(d) in the case of hot work to be carried out as described in 
paragraph (b), the written approval of the Harbour Master. 
Penalty: $2,000. 
(3) The Harbour Master may exempt the Master of a vessel from the 
requirements of sub-Regulation (2) if he is satisfied that: 

(a) flammable liquid has not, or for the purposes of sub-Regulation 
(2) (b) flammabie dangerous goods have not been carried in 
the tanks or spaces into which the ore is to be loaded or in or 
near which the hot work is to be carried out during the last 3 
voyages on which cargo has been carried in those tanks or 
spaces; and, 

(b) since flammable liquid was or, for the purposes of sub- 
Regulation (2) (b), flammable dangerous goods were last 
carried in the tanks or spaces they have been properly cleaned 
and ventilated and a certificate as described and to the effect 
described in sub-Regulation (2) (c) has been obtained from 
an approved person, and any such exemption may be given 
subject to the taking of such other precautions as are specified 
by the Harbour Master. 

An exemption under sub-Regulation (3) shall have effect according 

to its tenor. 

(5) Application to the Harbour Master for an exemption under sub- 
Regulation (3) may be made in writing setting out a description of 
the cargo carried on each of the last 3 voyages and the dates on 
which they were loaded and the application shall be accompanied 
by a copy of the certificate referred to in sub-Regulation (3) (b) 
that the Harbour Master is satisfied is authentic. 


SHIPMASTER’S REPORT: February 1987. 
Vessel (LOA 335 m., breadth 52 m., d.w.t. 274,726 tonnes) berthed at 
Port Dampier, East Intercourse Island Ore Jetty in February 1987 for 
loading iron ore. The vessel was the largest to visit the port and the 
Harbour Master advised us that movements would only take place during 
daylight hours. 

Sailing draft calculation as follows: 
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Depth in Channel 15.35 m. 
plus Tide 
minus 1.70 m. under keel clearance 


The pilot was transferred on arrival and departure by helicopter. 


AUTHORITY: Dampier Port Authority, P.O. Box 285, Dampier, Western 
Australia 6713. Tel: (091) 44 2222. Telex: 198230. FAX: (091) 44 2144. 
Contact: Captain G. F. Hammonds, Harbour Master. Captain S. James, 
Deputy Harbour Master. 


AGENT: Pilbara Harbour Services Pty. Ltd. 


DARWIN, N.T.: 12.28 S. 130.50 E. (See Plan) 


PORT LIMITS: A line between Charles Point and Lee Point defines the 
seaward limits of the port. 
DOCUMENTS: Vessels arriving at Darwin as their first Australian port 
will require the following documentation: 
Crew Lists, Form M & S 11. 
Passenger Lists, Forms M308, 309, 310. 
Port of Call Lists. 
Crew Personal Effects List, Form 5. 
Barber's and Ship's Stock, Form 5AA. 
Stores List, Form 42A. 
Animal Pets Aboard, Form QA4. 
Ship's Log. 
Last Port Clearance. 
Safety Certificates:Construction 
Equipment 
Loadline 
Radio 
International Oil Pollution Prevention 
Equipment (Tankers Only). 

Where possible, cargo manifests and stowage plans should be 
forwarded by airmail, ahead of the vessel to the local Agents. 

Enquiries regarding Customs Allowances should be directed to either 

the vessel's agent or to the Customs Officer at time of boarding. 
PILOTAGE: Darwin buoyage is IALA “System A”. Pilotage is 
compulsory for all craft exceeding 25 m. LOA unless a current Pilotage 
Exemption is held by the Master. 
Pilot Boats: Pilot boats are dark blue with the word “Pilot” in white on 
either side. Decks and upperworks are yellow and white with red visibility 
patches. Both boats are fully seagoing and equipped with radio, radar, 
fire and salvage pumps, as well as equipment for treating oil pollution. 
Boarding: The usual pilot boarding point is 1 nautical mile N.W. of 
Channel Rock Buoy (No. 6). Pilot boarding arrangements must be 
according to the International Maritime Organisation Regulations. 

Vessels awaiting pilotage may anchor between 1 and 2 nautical miles 
N.W. of Channel Rock Buoy, in 25 m. of water, sand bottom and good 
holding ground. 

Special arrangements can be made for deep draft vessels, whereby 
the Pilot will board one mile Eastward of Charles Point Patches Buoy 
(No. 5) situated at Lat. 12° 20.4’ S., Long. 130° 40.5’ E. Vessels awaiting 
pilotage from Charles Point Patches Buoy may anchor 2 nautical miles 
North of the buoy, where there is not less than 20 m. of water and good 
holding ground. 

In the case of bad weather, the pilot boat will lead ahead to sheltered 
waters, using VHF-FM radio for communication. 

Also see “Radio”. 

Coastal Pilotage: Pilotage through Clarence Strait, to or from Torres 
Strait or Gulf of Carpentaria ports, is conducted by pilots of the 
Queensland Coast and Torrest Strait Pilot Service. See “Torres Strait” 
for details. 

ANCHORAGE: Masters familiar with the Port may be invited to proceed 
to the Quarantine Anchorage area, 0.3 to 0.5 of a nautical mile West of 
Quarantine Buoy (No. 10), situated at Lat. 12°286'S., 
Long. 130° 49.9’ E. The Quarantine Anchorage area offers good sand 
holding ground in not less than 15 m. of water. 

Also see “Health”. 

RESTRICTIONS: Tankers are only allowed to berth during daylight 
hours but may depart at night, subject to weather. 

MAX. SIZE: Ships up to 246 m. LOA and 12.83 m. draft have been 
accepted at Berth No. 1 by special arrangement, depending on tide 
conditions. 

HEALTH: Quarantine Reporting: A vessel approaching the Port and 
requiring pratique, should send a message to the Quarantine Office not 
more than 24 hours and not less than 12 hours before arrival, containing 
the following information: name of vessel, ETA, number of passengers, 
number of crew, number of passengers disembarking, and last port of 
departure and date. The message should also state whether or not there 
is any disease on board, whether or not livestock have been carried 
within the last 6 months, and whether or not there are any animals or 
birds on board at present. 

On arrival the health report should be given to the Quarantine Officer, 
2 copies being furnished on the prescribed form (Q360 Form A), one of 
which will be signed by the Quarantine Officer and returned to the 
Master. A Passenger List and Crew List together with a List of 
Passengers Disembarking including their permanent address within the 
country is also required. (Commonwealth Health Department — 
Quarantine Regulations — Part Ill: 18, 19, 20 and 21.) 

The telegraphic address of the Quarantine Department is “Quarantine 
Darwin Telex AA85658". 
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Health Clearance: The Quarantine Officer will clear vessels at all times, 
subject to the provision of suitable lighting during the hours of darkness. 
A gangway should be made available for the use of the Quarantine 
Officer. The appropriate day or night signal should be displayed until 
clearance is obtained. (By night — red over white lights.) Subject to 
receipt of a satisfactory message, wharfside clearance or radio pratique 
may be available on request. 

Quarantine Anchorage: The Quarantine Anchorage is 0.3 to 0.5 nautical 
miles West of Quarantine Buoy (No. 10). Vessels requiring to use the 
anchorage may be subject to pilotage. 

RADIO: Ships at sea should work Perth (VIP) or Sydney (VIS), these 
being the major West and East area stations. Darwin Radio (VID) should 
be worked as early as possible and full use made of Satcom and Telex. 
ETA: Notice of ETA and request for a Pilot must be made to the Harbour 
Master not less than 24 hours before anticipated arrival at Channel Rock 
Buoy (No. 6), situated at Lat. 12° 25.1’ S., Long. 130° 46.9’ E. 
Communications: Telex messages should be addressed to Telex 
AA85605, answer-back code ‘Harbour’. Telegraphic address is 
“Shipserv Norport”. 

Confirmation of ETA is required at least 2 hours before arrival at 
Channel Rock Buoy. Such confirmation, or any amendment to ETA, 
should be made on VHF-FM Channel 16 (156.8 MHz) or the Port 
Working Frequency of VHF-FM Channel 10 (156.5 MHz). Both Channels 
are continuously monitored. 

VHF-FM Channel 16 is for calling and distress only; Channel 10 should 
be used for routine working. 

The standard Colregs signals may be used by vessels requiring a 
Pilot. 

VHF: Communication within the port is by VHF-FM radio using the 
following frequencies: 

Channel 16 — 156.800 MHz Distress and calling 

67 — 156.375 MHz Distress 
10 — 156.500 MHz General Port working and routine 
business 
12 — 156.600 MHz Tug working 
6 — 156.300 MHz Intership 
Call sign is “Darwin Harbour”. 

Ships arriving off the port should make contact on Channel 16 and 
shift to Channel 10 for routine working. This can be done as part of 
“Notice of Arrival” which is required 2 hours before ETA Channel Rock 
Buoy. 

RADAR: A low power radar installation covers the commercial port area 
but is not part of the Traffic Management System. Both the pilot boats 
are radar equipped. 

TUGS: Coastal Tug and Barge Pty. Ltd. operate a tug of 1,000 kw and 
20 tonne bollard pull. The tug has fire fighting facilities onboard. 

Line Boats: Frances Bay Marine offer 2 small metal work boats for line 
handling and limited picket boat service. 

Launches: Launches up to 50 passenger capacity are available for 
services to vessels at anchor. 

Those and other vessels, including landing barges up to 20 tonne 
d.w.t., can be contacted through the Port Office. 

BERTHING: (See table below). 

No. 1 Berth (Iron Ore Wharf): No. 1 Berth is a dolphin type berth with 
a face length of 142 m. Two mooring dolphins are positioned 69 m. East 
and West of the berth, which can routinely accommodate vessels up to 
240 m. LOA and 12 m. draft. 

The berth is used mainly for the import of bulk petroleum products 
and acids, as well as the export of livestock, bulk ores and ore 
concentrates. In addition, No. 1 Berth can be utilised as a Ro/Ro berth 
for vessels with large starboard quarter ramps, such as first and second 
generation PAD and SCAN carriers. Bunker fuel up to 45 cSt is available 
by 15 cm. pipe-line. 

The wharf is equipped with a travelling belt loader, designed for ores 
and similar dry bulk cargoes. The loader has a transit distance of 140 m. 
along the wharf and an outreach of 14 m. beyond the fenders. The high 
water air-draft of the loading boom is 11 m. The loader is connected by 
travelling belt to the shore stockpile area, a distance of approximately 
450 m. Bulk cargoes can be loaded at a maximum gross rate of 
1,000 tonnes p.h. 

A variety of product lines are installed to handle petroleum and acid 


cargoes: Black oil 30 cm. 
White Oils 25 cm. 
Distillates 20 cm. 
Marine Diesel 15 cm. 
LPG 10 cm. 


Sulphuric Acid 10 cm. 
Discharge rates up to 300 tonnes/p.h. (1,000 kPa) can be accepted 
on each of the main pipe-lines. 


Main Depth 
Berths Cargoes Alongside Length 
(m.) (m.) 
No. 1 Petroleum 12.0 —12.6 142 
Livestock 
Mineral Ores 
No. 2 West Containers 11.8 150 
Dry Bulk 
Piped Cement/Lime 
No. 2 East Containers 8 150 
Dry Bulk 
No. 3 West General 9.0 — 10.0 146 
No. 3 East Dry Bulk 9.0 —- 12.6 146 
General 
No. 4 West Fishing 4.5 -—7.0 140 
No. 4 East Fishing 45 -6.0 140 
Fishermen's Wharf Fishing 4.0 200 


Height Max. Deck Width of Special 
above datum Loading Apron Facilities 
(m.) (Tonnes/sq.m.) (m.) 
10.4 3.0 12.0 Travelling Belt 
Loader, 
Cattle Race, Ro-Ro 
9.5 2.5, 35.0 Container Crane, 
Ro-Ro 
Container Crane 
9.5 4.0 35.0 — 
10.6 2.8 12.2 _ 
10.6 2.8 34.0 _ 
9.2 4.2 11.9 _ 
9.2 4.2 9.0 =— 
8.5 1.0 21.0 — 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


No. 1 Berth is also equipped with a cattle race, 200 m. in length, for 
the live export of cattle and buffalo. The ship loading ramp is workable 
at any stage of the tide. Livestock are delivered into the cattle race 
directly from road trains. 


No. 2 Berth West (New Fort Hill Wharf): No. 2 Berth West, 150 m. in 
length, was opened in 1981 to form the first stage of the Port of Darwin's 
present development programme. 

Maximum deck loading is 2.5 tonnes/sq.m. and height of deck is 9.5 m. 
above datum. Minimum depth alongside is 11.8 m. Bunker fuel up to 
45 cSt is available by 20 cm. pipe-lines. The berth is fitted with pipe- 
lines for the discharge of bulk cement. 

Power: 3 outlets, 65 amp, 415 volt, 3 phase. 

Ro/Ro Facility: In 1982 the “Linkspan” Ro/Ro facility was installed at 
the Western end of No. 2 Berth, establishing the berth as the centre for 
Ro/Ro operations. 

The Ro/Ro facility consists of an extendable version of the “Linkspan” 
ship-to-shore semi-buoyant bridge 77 m. in length, connecting with a 

_35 m.x42 m. pontoon and is workable at all tidal levels. 

The pontoon can be extended, retracted and ballasted, thus enabling 
Ro/Ro vessels of any size or type — side-loading, end-loading, quarter- 
loading (port or starboard) — to use the Port of Darwin. 

For example, when extended: 

The pontoon forms a corner berth for use by ships with their own 
ramps. Non-ramp ships can be loaded or discharged over extendable 
finger flaps. 

Ships with port or starboard quarter ramps or stern ramps, lying port 
side to the wharf, can be handled with equal ease. Vehicles discharged 
over a starboard quarter ramp make a 125° turn on the pontoon to reach 
the end of the “Linkspan’’, 

Large international Ro/Ro vessels, such as first and second 
generation PAD and SCAN carriers, can lie at the No. 1 Berth, working 
cargo over their starboard quarter ramps. 

When the pontoon is retracted, its outer end forms an extension of 
No. 2 Berth West. The facility can then be used for vessels like car 
carriers, with side doors or starboard shoulder ramps. 


No. 2 Berth East: No. 2 Berth East is a 150 m. extension to No. 2 Berth, 
giving a total wharf length of 300 m. 

Maximum deck loading is 4 tonnes/sq.m., enabling containers to be 
stacked 4 high and catering for forklift axle loads of 80 tonnes. Deck 
height above datum is 9.5 m., with minimum depth alongside 11.8 m. 

Both No. 2 Berths, West and East, are served by an I.H.1./ Sumitomo 
rail-mounted, single lift gantry container crane. The crane has a 
container handling capacity of 30 TEU per hour and a heavy lift capacity 
of 70 tonnes. A 10cu.m. grab is available for the handling of bulk 
cargoes. 

Power: 3 outlets, 65 amp, 415 volt, 3 phase. 


No. 3 Berths, West and East (Outer Stokes Hill Wharf): No. 3 Berths, 
West and East, comprise the outer side of a concrete decked, steel piled 
whart with a 300 m. trestle approach. Total length of the two berths is 
292 m., with a least depth of 9m. Height above datum is 10.6 m. 
Permissible wheel loading for standard type vehicles is 6 tonnes, while 
maximum deck loadings are 2.8 tonnes/sq.m. with some local 
restrictions. 

Power: 6 outlets, 65 amp, 415 volt, 3 phase. 

Both berths are used mainly for general break bulk cargo, as well as 
by rig tenders, timber carriers, passenger ships, survey vessels and 
visiting naval craft. No. 3 Berth East, is also used for dry bulk imports, 
such as sulphur and clinker, which are landed by ship's grab. Bunker 
fuel up to 45 cSt is available by 12 cm. pipe-lines. 


No. 4 Berths, West and East (Inner Stokes Hill Wharf): These berths, 
on the inner side of Stokes Hill Wharf, are reserved for smaller vessels 
such as prawn trawlers, tugs and the like. Maximum length of vessel is 
restricted to 40 m. 

Total length of the berths is 280 m., with a least depth alongside of 
4.5m. Height above datum is 9.5 m., with maximum deck loading of 
2.2 tonnes/sq.m. Bunker fuel up to 45 cSt is available by 12 cm. pipe- 
lines. 

Power: 4 outlets, 65 amp, 415 volts, 3 phase. 


Fishermen's Wharf: The facility has a concrete deck on steel piles with 
an overall length of 200 m. The least depth is 4 m., deck height is 9.5 m. 
above datum and deck loading is 1.0 ton/sq.m. 

Facilities include shore power at 415V., 3 phase, 65 amp and 415 
volts, 15 amp, single phase at 7 outlets, bunkers and fresh water. The 
wharf is designed as an assistance to the fishing industry and is situated 
adjacent to Darwin Ship Maintenance Services repair works, with its 
400 ton synchrolift dock. Full cold and dry storage facilities are under 
construction. 


Darwin Fishing Harbour Mooring Basin: A fishing boat mooring haven 
with lock acess is now operational adjacent to Frances Bay Small Ships 
Facility. Max. LOA 35m. Draft 4.0m. Beam 15m. 85 berths are 
available with shore power, fresh water and sanitary facilities. 


Storage Facilities: One cargo shed suitable for the under-cover and 
secure storage of break bulk cargoes is located at No. 3 Berth West 
(Stokes Hill Wharf). Total floor area is approximately 1,750 sq.m. 

The port's two main cargo sheds are situated in the Container Depot, 
adjacent to Kitchener Drive. The sheds have a total floor space of 
approximately 7,000 sq.m. Used predominantly for container storage, 
the sheds are equipped with 60 power points for refrigerated containers. 

The Container Depot has an additional 18,000 sq.m. of open storage 
space, able to accommodate 600 TEU when double stacked. 

The first stage of the Darwin Container Terminal, immediately adjacent 
to No. 2 Berth West, was completed in May, 1983. Fitted with 64 power 
points for refrigerated containers, the Terminal is currently able to 
accommodate approximately 450 TEU when double stacked. 

The Terminal’s capacity is being gradually increased as land-backing 
of No. 2 Berth West progresses. 
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CARGO HANDLING EQUIPMENT: An extensive range of cargo 
handling equipment is maintained by the Port Authority and the 
Stevedores. 

Fork lifts vary in lifting capacity from 2.5 tonnes to 27 tonnes. 

Mobile cranes of up to 16 tonnes lifting capacity are owned by the 
Port Authority. Larger mobile cranes of 70 tonnes can be hired locally. 

A variety of tractors and trailers (6.1 m. and 12.2 m.) are available as 
internal transfer vehicles and for ro/ro container operations. 

Container Crane: No. 2 Berths, West and East (New Fort Hill Wharf) 
are equipped with an I.H.I./Sumitomo rail-mounted, single lift gantry 
container crane. 

The crane has a handling capacity of thirty 6.1 m. (or fifteen 12.2 m.) 
containers per hour and a heavy lift capacity of 70 tonnes at 50% 
outreach. It is equipped with a 10 cu.m. grab for bulk cargoes. 
Selected Data — Container Crane: 


Containers per hour 30 TEU 
Bulk capacity 10 cu.m. grab 
Capacity at 100% outreach 35 tonnes 
Capacity at 50% outreach 70 tonnes 
Outreach from fenders 32m 
Total outreach 35m 
Height to bottom of boom 30m 
Total height 50m 
Total height (boom raised) 70 m. 
Total weight 850 tonnes 
Speed of travel on rails 27 m./min. 


BRIDGES: There are no bridges or other restrictions to prevent access 
to the Port by vessels of not more than 12 m. draft. Ships of greater 
draft may need await tide at Charles Point Patches. 
STEVEDORES: Working hours from 0800 — 2200 hrs. (2 shifts) Sundays 
to Fridays, extension to 2400 hrs. if vessel sails. Saturdays to 1200 hrs. 
with extension to 1500hrs. if vessel is sailing. Night shifts by 
arrangement. Weekend and Monday labour (including mooring gangs) 
must be ordered by 1300 hrs. Friday. Average rate on breakbulk general 
is 9 tonnes/p.h per gang. 
MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: See “Restrictions” and “Berthing”. 
Precautions: Governed by Australian Ports Association standards. 
Copies of Port tanker rules are supplied on arrival and will be amplified 
by Pilots if necessary. 
DENSITY: The usual water density of 1025 may reduce to 1022 during 
the wet season owing to river run-off. 
FRESH WATER: Good quality potable water is available in unlimited 
quantities at al! berths. Delivery rate is approximately 30 tonnes/p.h. per 
connection. 
FUEL: All grades of fuel up to 45 cST and lubricants are available. 
CONSULS: The following Consuls are located in Darwin: 
Honorary Consul for Belgium 
Mr. P. Barr, G.P.O. Box 2140, Darwin, N.T. 0801. 
Honorary Consul for Finland 
Vacant. 
Honorary Consul of France. 
Mr. T. Maryon, G.P.O.Box 3665, Darwin. 
Honorary Consul for Germany (F.R.) 
Mr. H. Maschke, P.O. Box 38995, Winnellie, N.T. 0821. 
Honorary Consul for Greece 
Mr. P. H. Paroulakis, G.P.O.Box 3070, Darwin. 
Consulate of Indonesia 
Dr. J. Halim, M.D., G.P.O.Box 1953, Darwin. 
Honorary Consul for Italy 
Mr. G. Nicolosi, P.O. Box 40838, Casuarina, N.T. 0811. 
Honorary Consul-General for Japan 
Mr. R. Morris, G.P.O.Box 1616, Darwin. 
Honorary Consul for Philippines 
Mr. R. Matthewson, P.O.Box 10, Berrimah. 
Honorary Consul for Portugal 
Vacant. 
Honorary Consul for Switzerland 
Mr. P. H. Fuchs, 46 Wells Street, Darwin. 
Honorary Consul for Sweden 
Mr. H. Bradley, G.P.O. Box 330, Darwin, N.T. 0801. 
REPAIRS: Routine maintenance and boilermaking assistance to light 
engineering standards. There is no foundry in the Port. 
DRY DOCKS: A “Syncrolift” facility with S.W.L. 400 tons operates at 
Frances Bay (length 40 m., breadth 9 m., depth 4.0 m.). 
SURVEYORS: Representatives of most Cargo Surveyors and 
Classification Societies can be brought from interstate or overseas at 
short notice. Lloyd's Agent at the port represents most of the 
Classification Societies and both Commonwealth and N.T. Surveyors 
are appointed at the Port. 
GANGWAY/DECK WATCHMEN: Gangway watchmen are compulsory 
for all foreign going vessels over 3,000 g.r.t., can be supplied by the 
Stevedores at union award rates. Hold watchmen are not necessary. 
Shed or gate watchmen may be required during the handling of 
hazardous cargoes. 
Gangways: Various shore gangways are available for hire from the 
Stevedores. 


OPENING/CLOSING HATCHES: Ship's hatches are usually handled 
by W.W.F. labour while the vessel is alongside. 


CUSTOMS ALLOWANCES: Australian Commonwealth Regulations 
apply. 

Customs Officers board all vessels upon arrival, with the exception of 
Intermediate Port vessels. For such vessels, Officers board Mondays to 
Fridays between 0800 hrs. and 1600 hrs. 

Prior notice of arrival is required, including details of passengers and 
crew leaving the vessel at Darwin. 

Requests for the services of Customs Officers should be made 
through the vessel's Agents. 


REPATRIATION: Scheduled aircraft connect with all Australian states 
several times daily. Direct overseas connections include New Zealand, 
Singapore, Bali and Brunei. All facilities exist for changes of crew and 
repatriation of seamen. 
AIRPORT: International connections possible. 
TIME: See “General” before first port. 
HOLIDAYS: Cargo is not worked on Christmas Day, Good Friday, Anzac 
Day or Picnic Day (first Monday in August). 

Gangs for mooring and unmooring vessels can be made available at 
all times. 
POLICE/AMBULANCE/FIRE: All emergency services are available 
through the Harbour Office. Automatic fire alarms are installed 
throughout the Port and alarms can be raised or emergencies reported 
on Channel 16 at any time. 


Police 27.8888 
Fire 81.2222 
Ambulance 27.9000 
Hospital 20.7211 


EMERGENCY CO-ORDINATION CENTRE: Any maritime emergency 
will initially be handled through the Harbour Office. The responsibility 
may eventually be transferred to another authority depending on the 
magnitude or complexity of the emergency. 

TELEPHONES: This service is available aboard ships at all berths by 
prior arrangement through the Agents. Standard rates apply. 
SERVICES: A Compass Adjuster resides at the Port. 

BANKS: No foreign bank branches exist in the Northern Territory but 
local banks represent most overseas finance houses. 

STORING: Vessels can be stored by truck or by launch if at anchor. 
Vehicles and boats may not approach tankers while working cargo. 
Forklifts and shore cranes can be used to assist stores loading. Local 
labour is available to assist storing. The usual Customs Regulations 
apply regarding drawback of duty or tax. 

SHORE LEAVE: When Immigration and Customs requirements have 
been satisfied, there are no restrictions on crew members’ shore leave. 
Identity cards or shore passes are not necessary. 

A Telephone interpreter service is available by telephoning 82 2111 
at any time. Most major European and Asian languages are included. 
DELAYS: Berthing delays are very infrequent. Occasional labour 
shortages develop when several general cargo vessels are working. 
GENERAL: 

Charts and Documents: Refer to: 

AUS 27, 28, 309 

Admiralty Pilot Vol V 

Admiralty List of Lights (Vol K) 

Admiralty Tide Tables (Pacific) 

Admiralty National Tide Tables (AHP11) 

Marine Information Manual Australia 

A copy of the Port Handbook and (in season) the Port Cyclone 
Procedures will be issued to Masters of arriving vessels. 

Restrictions and Regulations: Vessels must not immobilise main 
engines without permission from the Harbour Master. 

Tankers: Tankers will not be allowed to immobilise at any time of year 
while working cargo. Petroleum tankers and other carriers of hazardous 
liquid bulk cargoes will be issued on arrival with a copy of port 
“Procedures for Tankers’, which sets out in full the procedures to be 
carried out in case of fire, oil spill or other accident. Tankers are not 
berthed before sunrise or after sunset but can depart any time. 

Anchorage: Anchorage is prohibited in area between Emery Point, 
Mandorah and Bullocky Point, where high voltage power lines cross the 
harbour bottom. Anchorage is not advised in the foul area South of 
Channel Rock Buoy, which is obstructed with wartime wreckage. 

Cyclone Procedures: Darwin is within the Southern Zone of tropical 
revolving storms. The season extends from November to April and the 
Port and environs may be more or less affected at any time during that 
period. All vessels entering the port during the “Cyclone Season” are 
supplied with copies of the Port procedures which set out in detail the 
various stages of alert and warning, together with actions to be taken 
in the case of an approaching cyclone. Ships may be placed on short 
notice for sea and required to maintain themselves in seagoing condition 
at all times. 

Allocation of Berths: The allocation of berths is determined by the 
Harbour Master. 

Signals: The Port of Darwin adheres to the International Code of Signals 
and the International Rules for Prevention of Collision. 

Two special emergency sound signals are used in the Port. In the 
case of fire, the morse letter F (- - — -) should be continuously sounded 
on the ship’s whistle or siren. In the case of oil spill or other pollution of 
the harbour waters, the morse letter P (- — — -) should be continuously 
sounded. 

Tides: Darwin is a standard port (No. 6323) and full predictions are given 
in the Australian National and Admiralty Tide Tables. Maximum range 
is 7.92 m., with a mean range of 3.72 m. Tidal streams at Springs may 
exceed 3 knots in channels and reach 3 knots at berths. 

Visibility: Visibility in the district is usually good but may be affected by 
dust during the “Dry Season” and humidity during the “Wet Season”. 
Fog is virtually unknown. During the “Wet Season" severe 
thundersqualls with heavy rain frequently occur. These are usually brief 
but gusts may reach 60 knots and the wind generally shifts through 360°. 
Vessels at anchor should veer a good scope of cable and have a second 
anchor ready for immediate use. 

Electricity: Shore power connections are installed at all berths 415 va, 
3 phase, 65 amp or 15 amp (see ‘‘Berthing’"’). 

Garbage Disposal: The dumping of garbage into port waters is strictly 
prohibited. 

The Port Authority provides a free garbage collection and disposal 
service, for which purpose a modern oil-fired incinerator is operated in 
the Port Area. 

Delivery and collection of bins can be arranged by contacting the 
—— Office on No. 2 Berth (Tel: 81 6701) or through the Shipping 

gent. 
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Port Security: The Port Authority operates its own security service, 
staffed by Port Authority personnel. Patrols throughout the Port area 
take place around-the-clock. 

The Container Depot (adjacent to Kitchener Drive) and the Container 
Terminal (adjacent to No. 2 Berth, West) are enclosed by high security 
fences which are locked when the areas are not being worked. 

The storage sheds in the Container Depot are kept locked when not 
being worked as are the Transit sheds on Berth Nos. 3 and 4, when 
being used to store cargo. 

Requests for additional security for special cargoes should initially be 

addressed to the Port Authority. 
AUTHORITY: Darwin Port Authority, P.O.Box 390, Darwin N.T. 5794. 
Tel: (089) 81 6701 (all hours). Telex: AA85605 Harbor. FAX: (089) 81 
1175. Contacts: Mr. M.N. Bartlett, Director Marine and Port. Capt. J.A. 
Mayor, Manager Operations. Mr. B.K. Newell, Manager Administration. 
Mrs. F. Chan, Manager Marketing. Captain R.J. Wilson, Harbour Master. 
Captain R. Thangiah, Assistant Harbour Master. 


AGENT: Sub-agent of Patrick Agencies, Sydney, NSW. 


DEVONPORT, Tasmania: 41.11 S. 146.22 E. 
(See Plan) 


PORT LIMITS: Within all waters that extend 3 miles seawards bounded 
on the Eastward by an imaginary line drawn 000° — 3 miles from the 
coastline and intersecting the most Easterly point of Wright Island and 
to the Westward by an imaginary line drawn 000° — 3 miles from the 
Western side of the entrance to the River Don. 

DOCUMENTS: See “Melbourne”. 

APPROACHES: Port situated 1 mile inside Mersey River, the entrance 
to which is sheltered by the Mersey Bluff on the West and by a 
breakwater on the East bank. There is good anchorage in vicinity of 
boarding ground, but it is inadvisable to remain at anchor during periods 
of strong on-shore winds. The Inner Harbour provides good all-weather 
shelter. There is a swinging basin which can accommodate vessels of 
length 200 m. or more, especially where tugs are used. 

PILOTAGE: Compulsory. 24 hour service for all vessels where Masters 
are not in possession of a valid Exemption Certificate. Pilots will board 
when required at a position within 400m. of a point Mersey Bluff 
Lighthouse bearing 242° by 1.93 km. 

Masters of vessels requiring the services of a Pilot are advised to 
radio the Harbour Master, Devonport, their ETA and vessel's arrival draft 
12 hours prior to arrival. 

ANCHORAGE: The quarantine anchorage is defined as to the North of 
a line running East and West through the Mersey Bluff Lighthouse. 
Vessels must lie clear of the fairway into the River. 

RESTRICTIONS: Approach channel 26 ft. (7.9 m.) LWOST. Tidal range 
is 2.44m. average, 2.56m. Spring. Enquiries should be made for 
vessels exceeding 30 ft. (9.6 m.) draft and 600 ft. (180 m.) length. 
MAX. SIZE: LOA 200 m., max. draft 9.6 m. Also see “Restrictions”. 
TIDES: Lowest Recorded Tide Minus (—)0.48 m. 


Mean High Water Spring Tides 2.89 m. 
Mean High Water Neap Tides 2.62 m. 
Mean Low Water Neap Tides 0.59 m. 
Mean Low Water Spring Tides 0.33 m. 


HEALTH: Pratique is mandatory for all vessels arriving from overseas 
ports. Agents normally make necessary arrangements. 

VHF: 24 hour listening watch — Channel 16, switching to Channels 12 
and 67 as required. Call sign is “Devonport Harbour Control’. 

TUGS: Conventional 1,130 b.h.p. (bollard pull 23 tonnes) plus smaller 
tug 250 b.h.p. immediately available. Additional tugs, as required, 
available at reasonable notice. 

BERTHING: 

Berths on West Side: 

No. 1 Berth: Length 167 m., depth alongside 7.0 m. 

No. 2 Berth: Length 189 m., depth alongside 7.3 m. 

No. 3 Berth: Length 168 m., depth alongside 7.5 m. 

Cargo Shed: On whart 2,676 sq.m. 

No. 4 Berth: Length 198 m., depth alongside 10.5 m. 

Cold Store: For meat, vegetables and dairy produce 7,200 cu.m. 
Additional cold storage facilities of 38,000 cu.m., capacity available 
within 3 km. of the port. 

No. 5 Berth: LPG/Stock Berth: Max. length vessel 110 m., max. draft 
6.8 m., depth alongside 7.0 m. 

Berths on East Side: 

No. 1 Berth: Length 115 m., depth alongside 7.0 m. 

Ferry Berth: Passenger Terminal. Roll-on/Roll-off. 9.14 m. wide stern 
loading ramp. Wharf decking 4.57 m. above LWOST. Assembly area of 
2.1 hectares of heavy duty open space. Cargo shed — 855 sq.m. 

No. 2 Berth: Length 182 m., depth alongside 16.5 m. Roll-on/Roll-off 
facility. Travelling slewing crane of 25 tonnes capacity. 3.2 hectares of 
heavy duty open space and 60 power points for refrigerated units. 

All wharves are floodlit for night work and are under T.V. surveillance. 
Ample fresh water at a rate of 32 — 40 tonnes per hour available at a 
nominal charge. Three phase power, telephones and _ victualling 
available to all berths. Bunkering by road tankers only. Garbage disposal 
by arrangement. Other cranage available — floating crane 35 tonne 
capacity, 2 mobile cranes of 6.5 tonne and 4 tonne capacity, 2 large 
forklifts — capacities 20,321 kilos and 23,133 kilos and numerous small 
forklifts. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


TANKERS: 1 berth with 250 mm. discharge lines for black and white 
products. 
BULK HANDLING FACILITIES: 
Wheat: One berth with discharge connections to 12,000 tonne silo. 
Tallow: One berth with loading connections to 1,500 tonne silo. 
Ores: One berth with facilities for loading and discharging using crane, 
hoppers and conveyors. 
Livestock: One berth suitable for ships up to 90 m. in length with adjacent 
holding facilities. 
STEVEDORES: Agents for ships arrange stevedores. 
MEDICAL: An out-patients department of the local generai hospital is 
available 2 km. from the port. Lie-in facilities are available at the hospital 
proper 8 km. from port. 
FRESH WATER: Available ali wharves. 40 t.p.h. 
FUEL: Road tanker delivery only. 
REPAIRS: The Port Authority can carry out limited repairs. Fuller repairs 
can easily be arranged to be carried out by the numerous engineering 
firms in the vicinity of the port. Underwater diving service is available 
with facilities for photography, welding, survey and repairs. 
SURVEYORS: Cargo Inspectors: For Devonport, the appropriate Cargo 
Inspector would be R. M. Davies and Associates, Wynyard. Tel: (004) 
42 2435. 

Surveyors: There are no surveyors in the Devonport area but, Lloyd's 
Agents are readily available in Launceston, just over 1 hours’ drive way. 
GANGWAY/DECK WATCHMEN: Arranged by Agent. 

CARGO GEAR: Australian Navigation (Loading and Unloading) 
Regulations apply. 

HOLIDAYS: Work all days except Christmas Day, Good Friday, Anzac 
Day, Labour Day, Picnic Day W.W.F. 

POLICE/AMBULANCE/FIRE: Fire 24-1886 (Other than alarm, 24- 
1887); Police 23-7511; Ambulance 24-5077. 

EMERGENCY CO-ORDINATION CENTRE(S): 

1. At Sea in Australian Waters: Under the AUSREP system which 
became effective from 1st April, 1982, all Australian and foreign vessels 
from arrival at first port until departure from the last port, must report at 
least once every 24 hours, a position report and destination, to the 
Australian Coastal Surveillance Centre, Canberra (A.C.S.C.), who are 
responsible for the Australian SAR area, the largest in the world covering 
one nineth of the earth’s surface. In the event of a report not being 
made, SAR operations will begin within 24 hours of a missed report. 
Although not mandatory until first port of arrival, foreign vessels would 
find it in their best interests to inform Canberra of their arrival in 
Australian waters and their departures therefrom. 

2. Alongside: \n addition to the emergency numbers listed (Police/ 
Ambulance/Fire), there is a State Emergency Service responsible for 
major emergencies. In Devonport the Harbour Master is the local co- 
ordinator, but the service can be contacted direct on Burnie 31-3160 or 
31-4144. The service is manned 24 hours a day. 

AIRPORT: Devonport (Pardoe) Airport is situated approximately 8 km. 
from the port with approximately 6 flights per day each way to/from 
Melbourne (the services are reduced on Sundays). There are also intra- 
island services. Facilities at the airport are being increased and an 
increase in the intake of flights should follow. 

TIME: See “General” before first port. 

TELEPHONES: Available each berth. 

SERVICES: Shipwrights and carpenters available at 24 hours notice. 
Underwater diving services available. 

BANKS: There are no American or European banks in the area, 
although all the Australian banks are usually affiliated to one or other of 
the major banking houses. There has been a Commission Report (the 
Campbell Report), submitted to Federal Parliament recommending that 
foreign banks be allowed to trade in Australia, but as yet, the report has 
not been acted upon. 

The normal method of credit card usage is by Bankcard, issued by 
the Australian banks. These can be obtained outside Australia through 
the overseas branches of Australian banks, particularly those situated 
in London. Visa, American Express and Diners Club cards are also 
accepted by certain banks and establishments. Access usage is no 
longer permitted. 

STORING: Vessels are normally stored by truck and not barge. On all 
berths, except No. 2 West, trucks are able to proceed alongside a vessel. 
At No. 2 West, trucks can approach within about 30 metres. The same 
applies to fork lift tucks. The ship's Agents are normally responsible for 
arranging labour for storing. 

SHORE LEAVE: Once Customs and Immigration requirements have 
been met, there are no restrictions upon crews except those imposed 
by the Master and that they must have rejoined their ship by sailing 
time. For non-English speaking crews, there is a telephone interpreter 
service in the following languages: Chinese, Greek, Croatian, Serbian, 
Italian, Spanish, Polish and Vietnamese. 

GENERAL: Ballast: Discharge of ballast water and sediment from ships 
as per Commonwealth Department of Primary Industry and Energy AQIS 
Notice No. 90/1. 

DEVELOPMENTS: Channel widening and deepening continue. 
AUTHORITY: Port of Devonport Authority, 48 Formby Road, Devonport, 
7310 Tasmania. Postal Address: P.O.Box 478, Devonport, 7310 
Tasmania. Tel: (004) 24-0911. FAX: (004) 246418. Contact: Mr. R.J. 
Barnard, Acting General Manager. Captain R. J. Thompson, Harbour 
Master. 


AGENT: Sub-agent of Patrick Agencies, Melbourne. 
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EDEN (Twofold Bay), N.S.W.: 37.04 S. 149.55 E. 
(See Plan) 


PILOTAGE: Compulsory, boarding ground is 1.5 miles East of Lookout 
Point Lighthouse (position Lat. 37° 04.5’ S., Long. 149° 56.5 E.). 
APPROACHES: Entrance depth into Twofold Bay is 36 m. Bottom sand. 
Tidal data: Higher HW 1.3 m., Lower HW 1.1 m. 

MAX. SIZE: Woodchip Berth can accommodate vessels up to 50,000 


g.r.t. 

VHF: Channels 16, 12, 72 and 8 available. 

TUGS: 1 tug of approximately 25 tonne bollard pull. 3x 12 m. work boats. 
BERTHING: 

Woodchip Loading Berth: “T” Head jetty with centre loading point 
located at Mungaroo Point. Berth consists of a pier, extending from the 
shore with a 6 point mooring buoy system. Berth can accommodate 
vessels up to 50,000 g.r.t. Loading rate 700t.p.h. Depth alongside 
12.5 m. 

Breakwater Wharf: Situated on Eastern side of Snug Cove inside 
breakwater. Fendered concrete wharf 105 m. long. Depth at inner end 
3.0 m. mid-point 6.0 m. and outer end 8.3 m. 

Multipurpose Jetty: Situated in the centre of Snug Cove, concrete 
decked steel pile jetty 200 m. long. Depth at outer end 7.0 m., which 
extends for 100 m. inshore. 

Mooring Jetty: Situated at the Western end of Snug Cove, concrete 
decked steel pile jetty 150 m. long, used only for fishing vessels. 
Private Jetty (H. J. Heinz): Situated at the cannery at Cattle Bay. Length 
145 m. Depth at outer end 5.2 m. 

STEVEDORES: By arrangement. 

TANKERS: Tankers moor to buoys South of the breakwater and 
discharge through a submarine pipeline to the shore. Max. length of 
vessel 180 m. Max. draft 10.3 m. 

FRESH WATER: Available at Breakwater Wharf and Multipurpose Jetty. 
FUEL: Distillate and diesel fuel available. 

REPAIRS: Slipways, and repair facilities for fishing craft only available. 
Minor repairs can be effected. 

DRY DOCKS: None. 

AIRPORT: Merimbula, 17.7 km., with daily flights to Sydney and 
Melbourne. 

HOLIDAYS: See “Sydney”. 

GENERAL: Access:-By road only to berths. 

Navigation Information: Australian Pilot Vol. lI, Sailing Directions N.S.W. 
Coast (10th Edition). Charts: AUS 806, AUS 191. 

Customs: Proclaimed First Port of Entry, Customs Tel. (064) 961667. 
Fax: (064) 963181. Documents as for Port Kembla. 

AUTHORITY: Illawarra Ports Authority, Port of Eden, Pilot Station, Eden, 
NSW 2551. Tel: (064) 961719. FAX: (064) 963024. Contact: Captain M. 
Saunders, Harbour Master. Tel: (064) 961719. 


AGENT: See “Sydney”. 


ESPERANCE, W.A.: 33.52 S. 121.53 E. (See Plan) 


DOCUMENTS: The following documents should be available for 
inspection: 

Ship's Papers, including the following Certificates: 

(a) Register. 

(b) Load Line. 

(c) Safety Equipment. 

(d) Safety Radio. 

(e) Safety Construction. 

(f) Australian Light Dues Receipt. 

(g) Articles of Agreement and Account of the Crew (or equivalent). 

(h) Western Australian “Port Bill’ — Tonnage Dues Receipt. 

Valid Derat or Exemption Certificate. 

Crew's Identity Documents. 

International Vaccination Certificates of all persons aboard. 
PILOTAGE: Pilotage is compulsory except where Exemption 
Certificates are held. Radio “Harbour Master — Esperance” 48 hours 
and 24 hours before arrival. VHF Channel 16 — pilot boat and base set. 
Base set not manned continuously but pilot boat may be contacted 
1 hour before arrival. Pilot boat painted white with black rubbing band 
and white centre house. Word “Pilot” painted on both sides of house. 
Pilot boards 1.5 miles N.E. of Gull Island. Pilot ladder and ancillary 
equipment must comply with international regulations. Lee to be 
provided against swell. 

It is more usual for vessels to approach from the Westward. In this 
case use may be made of either West or Causeway Channels. 
Approaching from the Eastward is not recommended during the hours 
of darkness or in weather which is in any way restricting visibility. 
ANCHORAGE: Vessels proceeding to anchorage should anchor in an 
E.N.E. direction from the Eastern extreme of the breakwater. Good 
holding is found in depths ranging from 14.5 m. — 27.5 m. However, 
plenty of cable should be veered and at least 6 shackles is 
recommended. In the most boisterous conditions vessels have held well 
with from 6 to 8 shackles out. However, the vessel should always be 
watched. A pilot ladder and not accommodation ladder is recommended 
for vessels at anchor due to the swell conditions which normally prevail 
at the anchorage. 

MAX. SIZE: Max. departure displacement 45,000 tons. 


PRATIQUE: Vessels requiring “Free Pratique’ are cleared between 
0600 hrs. and 2000 hrs. daily. 

Vessels may be cleared outside these hours upon request and at the 
discretion of the local Medical Officer. 

Vessels are cleared alongside and rarely at anchor. 

Please also note that a Health Message is required at the First Port 
of Entry from overseas. This is to be despatched within the period 12 
hours and 24 hours prior arrival at the First Port of Entry, and to advise 
the following information: 

Name of vessel, and ETA. 

Last port of call. 

Date of departure. 

Number of crew on board. 

Number of passengers on board (if any). 

Confirmation that all on board have valid vaccinations and details of 

any sickness. 
RADIO: Esperance Radio, call sign VIE (operative from 0700 hrs. to 
2000 hrs.). Perth Radio, call sign VIP (continuous). 

Port VHF limited to Channels 6, 9, 12, 16 and 67. Call sign “Esperance 
Harbour’, range 70 miles. 

TUGS: One tug with 30 tonne bollard pull will be used. 


BERTHING: The Inner Harbour consists of one land-backed berth of 
244 m. (No. 1). A second berth of 213 m. in length adjoining the first is 
to the S.E. (No. 2). The depth in the approach Channel, manoeuvring 
area and alongside is 12.8m. Maximum draft permitted is 11.5 m., 
pending maintenance dredging. On occasions it may be possible to 
exceed this draft but reference must be made to the Harbour Master 
before so doing, who may at his discretion permit an increase dependent 
on tide and prevailing weather conditions. 

At all berths shore coir and/or nylon springs may be used to 
supplement ships moorings. 

24 hour port but entry not generally carried out at night. 


STEVEDORES: 16 men. Working hours: 0800 — 1700 hrs., 1800 — 
2400 hrs., 0000 — 0700 hrs. No work from 1700hrs. Saturday to 
0800 hrs. Sunday. ETA to Agent by 1600 hrs. previous day for labour 
requirements Tuesday to Friday. For weekend requirements ETA to 
Agent by 1600 hrs. on Thursday. For Monday labour ETA to Agent by 
1600 hrs. Friday. Notice for labour pick-up has to be posted by 1700 hrs. 


MEDICAL: Advance notice not 
hospitalisation available. 
TANKERS: Tankers berth at No. 2 Berth, Inner Harbour. Tankers berth 
during daylight hours only but may be permitted to sail at night at the 
discretion of the Harbour Master. 

Tanker discharge line 14 in. reduced to 8 in. at discharge manifold. 
Average discharge rate 465 tonnes per hour. 

DENSITY: 1026-1028. 

FRESH WATER: Available at all berths; one hose 40 t.p.h., two hoses 
70 t.p.h. charge, $1.30 per kilolitre. 

FUEL: Available by road tanker only. Advise Agent of grade and quantity 
at least one week before arrival. 

CONSULS: Nearest at Fremantle. 

REPAIRS: Welding, rewinds, under-water inspections. Large structural 
repairs not possible. 

DRY DOCKS: None. 

SURVEYORS: 

(1) Harbour Master acts as Cargo Inspector. 

(2) Harbour Master represents Lloyd’s Register on request. 
OPENING/CLOSING HATCHES: Preferably handled by crew or as per 
charter party. 

GANGWAY/DECK WATCHMEN: Shore watchman is supplied at 
entrance to Tanker Berth in the case of tankers only. Shore watchmen 
are available if requested by vessel. It is more normal for ship to provide 
gangway watchmen from crew. Irrespective a gangway watchman must 
be on duty at all times at any berth. 

CARGO GEAR: Inner Harbour berths, one link belt bulk loader used for 
grain and gypsum at No. 1 Berth. Rates achieved for commodities — 
gypsum 850 t.p.h., grain 500 t.p.h., phosphate and sulphur 100 t.p.h. 
per ship's grab. 

Mobile Cranes: P. & H. Omega 20, 18 tonnes capacity and Cranvel 
8 tonnes capacity. 

Permanent sheep yards are erected at No. 1 Berth with holding 
capacity of 11,500 head. Races and loading ramps available for both 
sheep and cattle. 

REPATRIATION: Facilities exist for repatriation of crews. 

AIRPORT: Feeder airline services connect with Perth and international 
flights. 13 flights per week in either direction. Airport is 25 km. from 
harbour area. 

TIME: See “General” before first port. 

POLICE/AMBULANCE/FIRE: Police 711900; Ambulance 711711; Fire 
712328. 

EMERGENCY CO-ORDINATION CENTRE: Contact Port Authority. 
TELEPHONES: Available all berths. 

BANKS: Commonwealth Banking Corporation transacts business with 
all American and European banks. Postal address — P.O.Box 486, 
Esperance, 6450. 

STORING: See “Prelims”. 

(1) By truck. 

(2) Storing can be completed during loading or discharging. 

(3) Trucks can unload at ship's side. 

(4) Fork lifts can be operated. 

(5) Normal Customs procedures apply. 

(6) Storing usually completed by ship's crew although other labour 
may be used. 

SHORE LEAVE: Crew allowed ashore provided Immigration Act 
complied with in relation to Identification Cards. 

IDENTIFICATION CARDS: See “Melbourne”. 

DELAYS: Not normally encountered. 


required. Normal facilities and 
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SHIP SUPPLY SERVICE: There are no ship supply services operational 
in the Esperance area. 

In the case of emergencies, arrangements have been made to fly in 
a helicopter on charter or on less urgent cases make use of the locally 
based tug. 
AUTHORITY: Esperance Port Authority, P.O.Box 35, Esperance, W.A. 
6450. Tel: (090) 71 2111. Telex: Esport AA91057. FAX: (090) 713765. 
Contact: C. A. Stewart, General Manager. After hours (090) 711884. 
Captain |. R. Harrod, Harbour Master. Te/ : (090) 711463. 


AGENT: Sub-agent of Patrick Agencies, Fremantle. 


EXMOUTH, W.A.: 22.20 S. 114.10 E. (See Plan) 


SHIPMASTER’S REPORT: October 1984 (Updated 1988). 


DOCUMENTS: 

2 copies Crew List, 2 on Form M.S. 11. 

1 copy Form 42A, Stores List (Ship's Bond). 

1 copy Form 5. Personal Effects Declaration. 

2 copies Form C & E 886. Dates and time of Departure from Overseas 

Ports of Loading. 
“2 copies Form 0360. Health Report. 1 copy retained by Master. 

Form 40. Application for Clearance. 

Form QA3. Quarantine Notice and Declaration. If animals on board 

as Cargo. 

Form QA4. Quarantine Notice. 

Form QAS. Shipmaster's Bond (Pink, Yellow). If ship's pets on board. 

Forms in respect of Colonial Light Dues (if applicable). 

“Forms obtained from Customs Boarding Officer on arrival. 

Customs Officials, etc. board at berth. 

PILOTAGE: Pilotage compulsory. Pilot boards 1 mile N.E. of jetty, from 
the line launch. 

ANCHORAGES: 1.5 miles N.E. of jetty. 

RESTRICTIONS: Berthing/sailing during daylight only. Berthing carried 
out at slack water. Berthing at Point Murat Pier is under the command 
of the Australian Deputy Commander, Royal Australian Navy at Exmouth 
and all enquiries should be directed to him. 

HEALTH: See “General” before first port. 

VHF: Port VHF system as such is non existent — consists of handheld 
portable set of very limited range, and generally during office hours only. 
TUGS: None. 

BERTHING: Straightforward approach from sea on recommended track 
to Learmonth. Reasonably deep water and no navigational hazards in 
vicinity of track. 

Berth is a ‘T' head jetty with a face 48.75 m. in length with mooring 
and breasting dolphins. Distance between outer dolphins is 320 m. 
Wharf decking is 6.1 m. above datum with depth alongside 12.0 m. 
Berthing Operations: Berthing is usually starboard side to. Jetty is 
approached with bow slightly canted into berth and when approx. 100 m. 
off jetty, port anchor is let go to 1 shackle on deck and anchor dredged 
into berth. Forward slipline is sent away as soon as possible by mooring 
boat and when close enough, other lines sent by heaving line. It is 
essential to get either breastlines or springs ashore as soon as possible 
in order to hold vessel in position. 

It may be necessary, once vessel is held alongside berth to change 
some of the moorings, as it was on this occasion. Final moorings as follows: 
Forward: 

1 Slip line (effectively 2 headlines). 

1 Head line. 

2 Breast lines (from starboard shoulder to bollard on inshore side of 
jetty). 

2 Springs. 

In addition port anchor on bottom, 1 shackle on deck. 

ft: 


1 Stern line-slip line (effectively 2 stern lines). 

1 Stern line. 

2 Springs (from poop to North end of dolphin). 

2 Breast lines (from aft maindeck to bollard on inshore side of dolphin). 

A number of points arose from the mooring/unmooring operations: 

Firstly, | am of the opinion that the anchor should be dropped further 
from the jetty, in order to assist the unmooring due to absence of tugs. 
This would be no problem if an offshore wind could be guaranteed, but 
the wind is invariably onshore. Secondly, mooring gangs are slow in 
getting ropes to their destination which proved to be the biggest hazard. 

Care must be taken when mooring to ensure that the final ropes aft 
(in this case the springs) are on separate winches in order to clear the 
propeller as soon as possible — any delay when unmooring on an ebb 
tide could result in vessel drifting onto the aft isolated dolphin. The ideal 
time to unmoor would be on a flood tide and using the anchor to warp 
clear of the jetty. Unfortunately, things at sea are rarely done under ideal 
conditions, hence my comment regarding letting go the anchor sooner. 

The mooring points on the jetty are themselves far from ideal 
considering the strength of the ebb stream which can be compounded 
by a strong offshore breeze. Breast lines end up as very short, almost 
vertical leads, especially when light. In this case the vessel was partially 
ballasted prior to arrival, which somewhat alleviated this problem. 

However, having made all the bad points about the berth, | must add 
that the shore staff were very co-operative and a fast discharge is normal. 

Also see “Restrictions” and “Plan”. 
DISCHARGING: 1 line only. Permanent line on jetty connected to ship’s 
manifold amidships with hoses. Shore line 300 mm.x1 km. Max. back 
pressure 150 p.s.i. High rate of discharge (up to 1,200 cu.m./hr. due 
empty shore tanks). 

No water clearance required after discharge as line rests in Gas Oil. 
Grades: As far as can be ascertained only Gas Oil delivered to Exmouth. 
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BALLAST: No tank cleaning or dirty ballast facilities. 

DENSITY: 1025. 

FRESH WATER: Very limited quantities available. Not available in dry 
season. 

FUEL: Very limited quantities of Gas Oil. 

REPAIRS: No facilities. 

GENERAL: No contact with receivers (U.S. Navy). Liaison is with a 
Royal Australian Navy Officer on secondment to U.S. Navy. 
Immobilisation of Engines: Not recommended due to strength of current 
and poor mooring facilities. 

Stores, etc.: No laundry facilities. Very limited quantities of bread, milk, 
etc., available from local shops. Any large amounts of stores require to 
be ordered approx. 3 weeks in advance. 

AUTHORITY: Department of Defence, Naval Communications Station 
— Harold E. Holt, P.O.Box 125, Exmouth, W.A. 6707. Contact: Naval 
Controller of Shipping. 


AGENT: Sub-Agent of Patrick Agencies, Fremantle. 


FREMANTLE, W.A.: 32.03 S. 115.44 E. (See Plan) 


(A) FREMANTLE 
(B) KWINANA 


(A) FREMANTLE 


DOCUMENTS: See “Melbourne”. Also Inward and Outward Manifests 
accordance Regulation Nos. 142 and 143 and schedule. These 
documents supplied by ship's Agents. 

APPROACHES: Channel leading from Gage Roads into Cockburn 
Sound presently 45 ft. (13.7 m.) deep, planned to be deepened to 55 ft. 
(17 m.) to take ships of 120,000 tonnes. 

PILOTAGE: Pilotage is compulsory in the Port of Fremantle, except for 
ships not exceeding 150 g.r.t., and for coastal and inter-state ships, the 
Masters of which hold operative Pilot Exemption Certificates. There are 
2 pilot boarding grounds: the outer boarding ground which is situated 
3.5 nautical miles N.E. of Bathurst Point, Rottnest Is., and the 
compulsory pilot boarding ground in Gage Roads to the Westward of 
Hall Bank Buoy, which is approximately 2 miles from the entrance to 
the Inner Harbour. 

Note: Pilotage is compulsory from the Outer Boarding Ground for ships 
drawing 11.0 m. or more. 

It is necessary for all vessels to give 24 hours notice by radio 
telegraphy of the expected time of arrival at Fairway Buoy, followed by 
a second notice, confirming or amending the previous notice, 2 hours 
ahead of the expected arrival time in that locality. 

Ships requiring a Pilot at the non-compulsory ground must include 
this requirement in their 24 hours Notice of Arrival. 

Two pilot vessels available, one has royal blue hull, white 
superstructure and the other, a fast pilot launch, is painted international 
orange. Pilots may be contacted by VHF Channel 12. 

Usually pilot ladder is required on the port side for vessels inward and 
starboard side for vessels outward, even when the wind is in the East, 
unless Easterly wind is very strong as there is nearly always a West to 
N.W. swell. If in doubt call Port Signal Station on VHF Channel 12. 

Pilot does not board vessel at anchor. 

Pilot ladder to be 4 ft. — 5 ft. above sea level with manropes slightly 
shorter. Boat-rope not required. The ladder should be clean and conform 


with Regulation 17 of SOLAS. The vessel should be making 3 — 4 knots. 


SOLAS Regulations are strictly adhered to i.e. Single length of ladder, 
non-slip surface (Aluminium NOT acceptable), 12 in. spacing between 
steps, no more than 2 replacement steps, all ropes on ladder and 
manropes to be manila and not covered (nylon and polypropelene not 
acceptable), Regulation 17(a) part (VII) and (VIII) very important, 
a responsible officer to standby and not a sailor. 

Pilots preference is a ladder. 

ANCHORAGES: Gage Roads, Owen Anchorage and Cockburn Sound. 
RESTRICTIONS: /nner Harbour: Approach channel from 600 m. 
seaward of North Mole dredged to 13.4 m., thence 13.2 m. to East end 
of Berth No. 2. Basin 13.0 m. and 11.0 m. 

Outer Harbour: Main approach channels dredged to minimum of 45 ft. 
(13.7 m.) below datum — secondary channels leading to Alumina 
Refinery Jetty and Steelworks Jetties dredged to minimum of 38 ft. 
(11.6 m.) below datum. 

MAX. SIZE: Limited by draft. Minimum under-keel clearance of 1.0 m. 
required. 

Outer Harbour: Up to 41 ft. 6 in. (12.6 m.) draft. 

inner Harbour: At Berths No. 4, 5, 6, 7, 8 and 9, draft of 41 ft. (12.5 m.) 
is available; at all other berths up to 34 ft. 6 in. (10.5 m.) draft but with 
suitable tide and by special permission of Harbour Master up to 35 ft. 
(10.6 m.) draft. 

Tankers: The maximum ship draft acceptable at the Oil Refinery Jetty 
at Kwinana is 41 ft. 6 in., this being the maximum draft permitted in the 
approach channels. 

HEALTH: No restrictions except quarantine. Doctor not normally 
available between 2200 hrs. and 0600 hrs. See ‘Melbourne’. 

Port Quarantine Regulations: 

(a) The accommodation, galley and other areas must be free from 
cockroaches and rodents. 

(b) Garbage cans, either belonging to the ship or to Fremantle Port 
Authority, when used must be at all times covered with satisfactory tops. 

(c) Rat guards must be fitted to all lines and regularly checked 
including weekends where the Department of Health have increased 
their inspections. Where however, the vessel has been inspected by a 
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Quarantine Officer and found to be free of rats, the Master is not required 
to fit rat guards. As per Quarantine (General) Regulations. 

It is also to be noted that regardless of the existence of current Derat 
or Derat Exemption Certificates, all vessels are inspected for rodents. 
RADIO: VIP Perth. 

VHF: Port Authority signal station manned 24 hours. Keeps watch 
principally on Channel 16, 14, 12, 8 and 6. Channels 14 and 6 are 
exclusively assigned to tug use. Channel 12 for ship/shore contact. 
TUGS: Inner Harbour: 3 available up to 4,800 h.p., join vessel in Gage 
Roads — extra charge if tug’s line is used. 

Outer Harbour: 2 special tugs equipped as fire tenders are also 
available. Tugs join ships approx. 2.5 miles from berths — extra charge 
if tug’s line is used. 

BERTHING: /nner Harbour: Victoria Quay — continuous quayage 
5,359 ft. (1,643 m.); 8 berths. 

North Quay — continuous quayage 1,787 m.; 10 berths. Container 
berth (No. 11 & 12) 1,407 ft. (429 m.); 2 berths. 

In the Inner Harbour, all berths along Victoria Quay are dredged to a 

minimum of 36 ft. (11 m.) below datum. Along North Quay, Berths No. 1 
and 2 — 11.0 m., Berth No. 3 — 11.5 m., Berths No. 4, 5, 6, 7, 8 and 9 — 
13.0 m., Berths No. 10, 11 and 12 — 11.0 m. 
Outer Harbour: Alumina Refinery Jetty, length of berth 344m., 
depth 38 ft. (11.6 m.). Steelworks Jetty No. 1, length of berth 195 m., 
depth 36 ft. (11.0 m.). Steelworks Jetty No. 2, length of berth 268 m., 
depth 40 ft. (12.2 m.). Oil Refinery Jetty, see “Tankers’ below. Bulk 
Cargo Jetty, length of berth 480 m., depth 44 ft. (13.4 m.). 

A bulk grain jetty of 955 ft. (291 m.) depth 55 ft. (16.8 m.) has been 
constructed at Kwinana to serve Co-operative Bulk Handling Ltd's grain 
terminal. 

The jetty is equipped with conveyors and ship loaders capable of 
handling bulk grain at the rate of 5,000 t.p.h. It will eventually be able 
to handle vessels up to 100,000 d.w.t. Max. sailing draft 41 ft. 06 in. 
CRANES: 2 ‘twin lift’ portainer cranes, 2 single lift container cranes, 
35 tonne capacity luffing crane, quay cranes of 7.5 tonne and 3 tonne 
capacity, mobile cranes of up to 25 tonne capacity, also 80 tonne floating 
crane is available. 

STEVEDORES: Shipboard stevedoring by private contractor, shore side 
by FPA and others — usually arranged by ship's Agent. ETA should 
include particulars of cargo, showing heavy lifts, dangerous or 
hazardous cargoes, hatch stowage, gangs required, etc. 

MEDICAL: Notice not necessary but advisable if treatment required. 
Full hospital facilities available. Cholera vaccinations essential if ship 
comes from affected areas. International certificates must be current. 
TANKERS: Kwinana Oil Refinery Jetty: 2 berths for tankers up to 752 ft. 
(229 m.) — depths 12.5 m. and 13.0 m. 1 berth for tankers up to 860 ft. 
(262 m.) — depth 13.6 m. Oil separation tanks ashore serve each berth. 
DENSITY: Salt 1025, generally at all tides. 

FRESH WATER: Available 24 hours a day, delivered by up to 8 hoses 
each of 50 tonnes/p.h. $2.14 per kilolitre (July 1989). 

Note: Seasonally a water shortage in the Fremantle area may limit 
the amount of water which can be supplied to ships. 

FUEL: Marine fuel (2 grades); Marine diesel. Notice 14 days then 
48 hours. 

FIRE PRECAUTIONS: Ship’s watchman to be on duty. Ship heading 
out. Fenced off on land. Buoys 50 ft. (15 m.) out from ship marking 
prohibited area. 


. CONSULS: 
Austria Germany F.R. Norway 
Belgium Guatemala Philippines 
Denmark Italy Portugal 
Finland Japan Sweden 
France Netherlands U.S.A 


REPAIRS: All types of deck and engine repairs possible. 
DRY DOCKS: Shiplifters: Jervois Bay 7,520 tonnes; Australia 
Shipbuilding Industry 2,600 tonnes and Swan Dock 1,100 tonnes. 
GANGWAY/DECK WATCHMAN: Watchman required — member of 
crew, or shore-based watchman available. 
OPENING/CLOSING HATCHES: By arrangement between ship's 
Agent and Stevedore. 
CERTIFICATES: Health; Derat; Load Line; Ship's Register; Articles. 
Also see “Melbourne”. 
CUSTOMS ALLOWANCES: According to local Customs Dept. 
CARGO GEAR: Strict surveillance of cargo handling gear by Common- 
wealth Government Dept. of Transport Australia. Also see “Melbourne”. 
REPATRIATION: Facilities exist for repatriation of crews. 
AIRPORT: 17 miles (23 km.) to Perth International Airport. 
TIME: See “General” before first port. 
HOLIDAYS: Extraordinary Holidays — Port Closed: Labour Day (1st 
Monday in March); Good Friday; Anzac Day (25th April); Union Picnic 
Day (celebrated on the first Tuesday in November); Christmas Day (25th 
December). 
Ordinary Holidays: New Year's Day (1st January); Australia Day 
(celebrated on a Monday late in January); Easter Monday; State 
Foundation Day (1st Monday in June); Boxing Day (26th December). 

On ordinary holidays waterside labour available to work ships in 
following categories: 

(a) Scheduled passenger ships. 

(b) Marine casualties. 

(c) Ships that can complete cargo handling operations prior to the 

next engagement of labour. 

POLICE/AMBULANCE/FIRE: 

Ambulance — 277 9999, 277 8899 or 000. 

Fire — 335 2201, 335 6262 or 000. 

Police — 430 5244 on 000. 

Port Security — 24 hours. 

Rockingham Fire Brigade — 527 1827. 
TELEPHONES: Telephones can be supplied to any vessel — installation 
time plus proportion of annual rental plus cost of calls. 
SERVICES: All special services available 
IDENTIFICATION CARDS: See “Melbourne”. 


REGULATIONS: Normal port regulations. Special Regulations for 
tankers berthing at Oil Refinery Jetties. 

SHIP SUPPLY SERVICES: Stirling Marine Services Pty. Ltd., P.O.Box 
892, Fremantle, W.A. 6160. Tel: (09) 3358444. Telex: AA92821 
Towboat. 

Services: Passenger launches for crew ferries, agents, providores to 
vessels at anchor in Gage Roads and Cockburn Sound. Stores lighters 
and fresh water up to 150 tonnes per trip. Draft survey, paint punts, lines 
running. 


Other Operators — Seaborne: 

Australian Offshore Services, 111 St. George’s Terrace, Perth, W.A. 
6000. 

Brambles Manford, 191 St. George’s Terrace, Perth, W.A. 

Finbar International, 42 Magnet Road, Canningvale, WA. 6155. 

Tidewater Port Jackson Marine Pty. Ltd., 94a Murray Road, Bicton, 
W.A. 6157. 

Atlas Offshore, c/o TNT Australia Resource Development or Union- 
Bulkships Pty. Ltd., 17 Henry Street, Fremantle, W.A. 6160. 

Western Marine Service Co., 17 Mews Road, Fremantle, W.A. 6160. 


Other Operators — Airborne: 

Merifield Helicopters Pty. Ltd., 28 Broadway, Nedlands, W.A. 6009. 

Mayne Bristow Helicopters Pty. Ltd., Jandakot Airport, Jandakot. 

Jayrow Helicopters W.A. Pty. Ltd, 320 Great Eastern Highway, 
Redcliffe, W.A. 6104. 

Vowell Air Services (Helicopters) Pty. Ltd., Hope Road, Jandakot 
Airport, 6164. 

Lloyd Helicopters Pty. Ltd., 64 Canning Highway, Victoria Park, 
W.A. 6100. 

Westcoast Helicopters Pty. Ltd, P.O.Box 108, Belmont, W.A. 6104. 
DEVELOPMENTS: Dredging of Inner Harbour to 13.0 m. completed. 

Reconstruction of Berth No. 9 (Inner Harbour) to give 1,180 m. from 
Berth No. 4. 
AUTHORITY: Fremantle Port Authority, 1 Cliff Street, Fremantle, 
Western Australia 6160, P.O.Box 95, Fremantle, 6160. Te/: (09) 430 
4911. After hours (09) 430 4962. Telex: AA 92951. FAX: (09) 336 1391. 
Cables: “Fremport’, Fremantle, W.A. Contact: Captain E.J. Atkinson, 
Harbour Master. Mr. A.T. Poustie, General Manager. 


AGENT: Patrick Agencies, P.O. Box 656, 10, Phillimore Street, 
Fremantle, W. Australia 6160. Tel. (09) 335-6311. Telex: AA 92434. 
Seagram Code: 6FRIKPAT. Fax: (09) 335-8672. 


(B) KWINANA 


The following information was produced by Alcoa of Australia Ltd. 
Also see Section (A). 


ALUMINA LOADING: 

BERTHING: Berthing and loading will be facilitated if the vessel arrives 

with sufficient ballast for navigation requirements and retains as much 

ballast as possible for as long as possible without delaying the loading. 
To aid the Pilot in lining up the vessel at the first hatch to be loaded 

it is necesary to advise the distance from the centre of the hatch to the 

front of the bridge. A pilot marker is then placed on the jetty. 

Mooring Arrangements and Shifting Ship: 

1. It is the vessel's responsibility to provide adequate mooring lines 
and to tend them properly whilst at the berth. A vessel with under 
strength or insufficient moorings will be considered unseaworthy. 
The quality of equipment and supervision shall be such that the 
ship is able to remain in the berth, in all normal weather 
conditions, without undue surging backwards and forwards or 
drifting off the wharf face. 

If, due to drift, it becomes apparent that the loading chute is 
endangered, loading will cease immediately. Time lost in such 
an event could be treated as a vessel delay. 

2. Normal moorings at Kwinana, would consist of 3 headlines, 3 
stern lines, a breastline at each end, a forward and an after spring. 
Vessels loading more than 25,000 tonnes or loading in 5 or more 
hatches are required to put out a stern line to the swamped 
mooring shoreside. 

3. As the shiploader is of the fixed type, vessels are loaded by 
warping them backwards and forwards along the jetty so as to 
position the various hatches underneath the loading chute. If the 
ship is to be moved ahead, normally the sternlines and forward 
spring are slackened, whilst heaving on the headlines and the 
after spring. To move astern, the process is reversed and the line 
to the swamped mooring is used. 

4. The loader spout must be completely withdrawn and retracted to 
its “parked” position, and the gangway removed from the vessel's 
side prior to commencement of warping. 

It is imperative not to commence warping the vessel without visual 
contact and agreement with shore personnel to proceed. 

5. You will be advised 30 minutes before completion of each hold 
and we request your co-operation in providing your crew for 
vessel movements as promptly as possible. 

6. The arrangement of mooring cells and bollards is such that even 
when shifting between adjacent hatches the breastlines typically 
change their angle by up to 60° relative to the fore and aft line of 
the ship, thus losing most of their effectiveness. It is usually 
necessary therefore to relocate the breastlines at each shift by 
carrying the ends along the wharf from cell to cell. In the case of 
long shift ship (e.g. from No. 2 to No. 7 hatch) it may also be 
necessary to move head or sternlines and springs, since they 
a become unsafe or ineffective through being too short or too 

long. 
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7. IMPORTANT — SPRING LINES 
Unless care is exercised by the crew there is a tendency for the 
slackening spring to fall beneath the fender line and then snag 
there when being taken up. It can also “hold up” on the ship's 
side. 
This can create an extremely hazardous situation when it frees 
and whips up the ship's side and beyond. 
In the event of a line snagging, it is absolutely imperative that no 
crew member look over the side to check the cause or be in an 
area that could be subject to the whip of the line when freed (see 
“Plan’). It is suggested that the possible snagging be checked 
from the comparative safety of the wing of the bridge and the 
crew liaise with the Shore Supervisor regarding clearing the snag. 
To minimise the possibility of springs fouling the underside of the 
dock fenders it is strongly recommended that: 
(i) A messenger line attached to a “D" shackle be used on the 
slackening spring to keep the spring alongside the ship and 
above the fender line. 
(ii) The spring should not be slackened excessively. 


8. Because of the frequency of shifting, the ship's crew will be on 

almost continuous standby. No matter how experienced the crew, 
tiredness may affect their ability and judgement. 
Normal seagoing practice dictates the responsibility of loading to 
the Chief Officer. At this berth he should be given sufficient 
support to ensure that he is not unduly fatigued. It will also help 
if the number of moves between hatches is kept to the minimum 
compatible with the vessel's strength and design limitations. 


Line Priorities: Many ships are not fitted with sufficient self-tensioning 
or self-stowing mooring winches to be able to work all mooring ropes 
direct from the winch drums. Where only 2 or 3 such winches are fitted, 
it is important that they be used to the best advantage. We recommend 
that the following priorities be observed: 
1. Forward 
(a) Two head lines, for warping ship ahead. (May be turned up 
on windlass warping drums). 

(b) For'd spring — for warping astern. 

(c) Breast line — for holding alongside. 

(d) Third head line, extra breast lines, etc. 


(a) Two stern lines, for warping astern. 
(b) Line to swamped mooring — for warping astern. 
(c) After spring — for warping ahead. 
(d) After breast line — for holding alongside. 
(e) Third stern line, extra breast line, etc. 
3. Where a breast line cannot be secured directly to a winch or 
warping drum, a second breast line should be provided. 


Cleanliness/Draft Survey: Prior to loading, the vessel's holds and hatch 
covers will be inspected by an Independent Surveyor engaged by Alcoa 
or the Consignor. 

This Surveyor will also conduct a Draft Survey in conjunction with the 
Chief Officer. 


Shipping Foreman: Alcoa's Shipping Foreman supervises the loading 
of the vessel and will liaise with the Chief Officer. Hatch stowages and 
order of loading should be advised to the Foreman prior to 
commencement of loading. 

Pollution: We are obliged by Fremantle Port Authority Regulations to 
report any pollution caused by vessels at our berth. 


GENERAL: 

Jetty Approach: The Alcoa Jetty is located on the East side of Cockburn 
Sound and is approached from Gage Roads via the Success, Parmelia, 
Stirling and Calista Channels. 

Vessels in ballast and subject to weather and draft limitations may as 
an alternative use the Woodman, Jervoise and Medina Channels within 
Cockburn Sound, 

Alumina loaders berth on the Northern side of the jetty, 
port side. Loaded Caustic Tankers berth on the Southern side, starboard 
side to. 


Max. Draft 
Fremantle Approach — Gage Roads 13.10 m. 
Cockburn Approach — Parmelia and Success Channels 12.65 m. 
Alcoa Kwinana — Jetty Approach 
Northern — Woodman, Jervoise and Medina Channels 8.53 m. 
Southern — Sterling & Calista Channels 11.00 m. 
Anchorage — Gage Roads on sand 
Cockburn Sound on clay 16.45 m. 


Refer Chart AUS.117 for detail. 


Facilities, Supervision and Manning: The berth consists of 8 cells, each 
18.9 m. in diameter spanning 335.3 m. No. 1 Cell is 152.4 m. from the 
shore. No. 8 Cell is 487.7 m. from shore. 

There is a maximum of 12.2 m. depth of water alongside the jetty and 
vessels are restricted to a maximum of 11.00 m. 

The jetty runs due West from the Plant site. Loading vessels will berth 
port side to, heading West and discharging vessels berth starboard 
side to. 

The loading berth is fitted with line haul winches, guides, bollards, 
quick release hooks and cleats to assist in line-handling operations. 
There is also a heavy line astern to “swamped mooring”, to which the 
ship's line can be attached to assist between hold moves. This heavy 
line should be let go upon completion of loading to enable Alcoa staff 
to recover it before Pilot arrives. 

All line handling on the jetty is carried out exclusively by Alcoa staff 
and ship's crew are prohibited from handling lines on the jetty. 

A remote controlled gangway is situated on Cell 4 adjacent to the 
“loader”. 
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The loader operator controls the gangway and will put it in position in 
response to the call button either from the ship for those wishing to go 
ashore or at the foot of the gangway for those boarding. Signs indicate 
location and operation of call device. However, discharging vessels on 
the South side must provide their own access. A safety net is required 
under the gangway which must be provided and fitted by the vessel. 
(Refer Navigation ‘Miscellaneous Equipment’ Regulations). 

Dock Access Restrictions: Due to the construction of the jetty which 
provides limited access for vehicles, it is necessary to restrict traffic to 
ensure maximum access for emergency vehicles. 

The overall control of movements at the jetty is strictly under the 
direction and control of the Alcoa Foreman who liaises with Security 
Staff on personnel and vehicle access. 

Directions given by Alcoa shipping and security staff must be complied 
with immediately. 

Access to the jetty by personnel and vehicles will be restricted where 
the access of emergency vehicles or safety is jeopardised. 

Access to the dock will be allowed at the discretion of Alcoa 
‘supervisory staff whose decision is final. 

(a) When the safety of personnel and vehicles is not endangered. 

(b) A vehicle is on lawful business providing services to Alcoa or to 

the vessel, i.e. provisions, laundry, lubricating oils, servicemen 
and emergency services, etc. 

(c) Company vehicles servicing equipment or transferring personnel. 

(d) Vehicles delivering baggage, large parcels, carrying persons 

requiring medical attention or Pilots and Masters to and from the 
vessel. 

(e) No hindrance to emergency vehicles will occur. 

(f) When a vehicle does not exceed 15 tonnes all up weight. 

(g) At the Master's request. 

Vehicles are not to remain on the jetty unattended for any reason, 
and must complete their business and be removed from the jetty 
promptly. Alcoa reserves the right to remove vehicles from the jetty 
without consulting the owner or driver, should the need arise and will 
accept no responsibility for accidental damage to the vehicle should this 
occur. Persons proceeding in an unsafe manner on the jetty will be fully 
responsible for any claims made due to their actions. 

No bunkering facilities are available on the dock, however a barge 
from Fremantle is available for the transfer of fuel oils, subject to weather 
conditions. 

Road tanker delivery of fuel oil is prohibited on the dock. 

Water is normally available at 50 tonnes per hour from connections 
on the dock. 

Provisions, laundry and engineering services have access to the 
vessel from the dock. 

The movement of flammable materials over Alcoa property is strictly 
controlled and permission must be sought from the Transportation 
Officer before any transfer to or from vessels at the berth. 

General Information: The jetty is 17 km. from Fremantle by road with no 
public transport services readily available. 

Alcoa Security Personnel will provide first aid for minor injuries and 
an ambulance is available at the plant for urgent transferring of patients 
to hospital, however, normal medical needs will be arranged by the 
Agent. 

There is a phone in the jetty office. All local calls are free. This phone 
also provides the facility for interstate or overseas calls but on a 
“reversed charges” basis only. 

Access to and from the jetty is normally by means of a remote 
controlled gate and it will be necessary to follow the instructions on the 
notice boards at the gates to gain entry or exit. 

Besides voice communications with the main Security Office there is 
remote control television surveillance of the whole dock area. 
LOADING: 

Description of Product: A fine white powder Al,O,, density 0.99 cu.m. 
(36 cu.ft.) per tonne. 

Stowage factor: 1.05 cu.m. per tonne in a bulk carrier. 

Transportable Moisture Limit (TML) 12% 

Average Moisture Content (this product) 0.40% 

Absorbs moisture, not to be loaded in heavy rain. Is chemically inert 
and will not contaminate or damage other cargo except through dust 
effect alone. No inherent vice. 

Ship Loader — Dimensions, Loading Rate and Limitations: The non- 
traversable, lifting and slewing loader is located on the fourth cell, 
318.2 m. from the shore. 

The loader is an open spout feed type with a dust control box fitted 
mo Se load chute and is fed by conveyor systems from storage bins 
ashore. 

NOTE: Vessel is required to move under its own power, to enable 
loader spout positioning over hold. Fullest co-operation of vessel's crew 
and officers is required to minimise non-loading time. 

The loader is capable of a maximum of 1,300 t.p.h. whilst loading and 
allowing for vessel movements, achieves an average overall loading 
rate of 750 t.p.h. from start to finish of loading, depending on vessel's 
configuration and hold capacities. 

All cargo is weighed continuously by a Weightometer, accurate to 
within 2.0%, which permits a record of hatch tonnages. However the 
Weightometer is a guide only and must not be relied on as total cargo 
loaded is determined by draft survey. 

The loader spout is capable of being raised and lowered and the 
supporting boom swings horizontally through approximately 20° West to 
15° East of North at maximum extension of boom. 

HW to underside of loader boom in operating position is 17 m. 

Fender face to vertical centre line of spout extended is 17.45 m. 

Fender face to vertical centre line of spout retracted is 7.85 m. 

Loader chute fully lowered is 7.32 m. below HW mark. 

Loader chute fully raised is 8.61 m. above HW mark. 

HW is 3.66 m. below top of cell. 

Variation between HW and LW rarely exceeds 1.22 m. 

Loader boom must be fully retracted to raise and lower for vessel 
berthing and departure. 
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Alumina Vessel Limitations: 


Length Overall 200.00 m. 
Breadth 30.00 m. 
Draft 11.00 m. 


Height of hatch coaming (or any equipment in way of loader access) 
not to exceed 15.85 m. above waterline. 

Ship's beam; the distance from shell to inside of fore and aft coaming 
at centre hatches, not to exceed 7.92 m. 

Vessels with division in holds or centre line bulkheads unacceptable 
for loading at this facility. 

Projections outside main hull line must not exceed 0.5 m. 

All drains, hatch wells, bridges, etc., to be dry and sealed, vents to 
be closed before loading. 

Cargo to be protected against sweat, however not necessary to cover 
steel bulkheads. 

Recommended that winches and engine room skylights be covered 
to avoid dust nuisance. 

Vessels not fitted with easily closed hatch covers, should have hatch 
tents or tarpaulins prepared to quickly cover open holds during adverse 
weather. 

Hatch/Hold Cleaning: Holds must not be cleaned whilst vessels are 
secured at Alcoa Berths. 

Vessels whose holds have not been passed as suitable for loading 
alumina, must make arrangements to have those holds brought up to 
the required standard. As cleaning cannot take place at Alcoa berth, the 
vessel must move to a suitable berth within the port, for this purpose. 
Working Times: 7 days per week, 24 hours per day, however, we request 
that berthing and sailing movements avoid shift change times of 0630 — 
0730 hrs., 1430 — 1530 hrs. and 2230 — 2330 hrs. daily. 

Berthing and Sailing: Any time, subject to weather, Pilot and tug 
availability. 2 tugs are required for berthing. 

Vessels in excess of 10.20 m. draft and/or 185 m. in length overall 
require 1 tug for sailing. 

Vessels in excess of 11.00 m. draft require 2 tugs for sailing. 
Survey: Holds will be inspected for cleanliness by a qualified surveyor 
appointed by Alcoa or the Consignee prior to loading commencing. Holds 
must be free of all rust scale, residues of previous cargo, dry and swept 
as required for wheat cargo. Alcoa has no responsibility for vessel 
cleanliness. 

A qualified surveyor will also carry out a full draft survey in conjunction 
with the Chief Officer. 

Documentation: On completion of ioading, an Alcoa Officer will attend 
on board to complete all documentation. 

The vessel's Agent compiles the Notice of Readiness, Time Sheet/ 
Statement of Fact, Manifest and any supplementary documents required 
by Charterers and Owners. 

The details for the Timesheet/Statement of Fact will be taken from 
the shore log maintained by the Shipping Foreman. 

The Alcoa Officer compiles the Bills of Lading, Weight Certificates and 
provides details of times, hold quantities etc., for completion of required 
documents. 


CAUSTIC DISCHARGE: 
APPROACH & BERTHING: During daylight hours, vessels approach 
from Cockburn Sound via Southern Channels assisted by 2 tugs and 


‘Pilot, drop the port anchor in the vicinity of Cell 8, then move astern 


parallel to the jetty until the vessels's discharge manifold is in line with 
the South Side Alcoa discharge boom on Cell 3. 

The vessel is secured and Alcoa staff connect the discharge boom to 
the vessels's discharge manifold. 

At present no gangway is provided by Alcoa and vessels must provide 
and rig suitable access. 

A safety net must be rigged by the vessel under the gangway that 
complies with the Navigation (Miscellaneous Equipment) Regulations. 
MAX. SIZE: Vesse/ Dimension Limitations: 


Maximum Length Overall 213 m. 
Maximum Breadth Not a limiting factor 
Maximum Draft 11.0 m. 


(But subject to an additional allowance for tides granted by FPA). 

If possible, tankers should ballast whilst discharging cargo, minimising 
height above water line to avoid damage to the metal discharge boom 
and to reduce time from completion until sailing. 

Due to the fendering system and cellular structure of the jetty, 

minimum limitations also apply but these affect only smaller tankers and 
each nomination is judged separately. 
DISCHARGING: Discharge Facilities — Dimensions and Capabilities: 
Articulated metal boom — single point discharge, 0.3 m. (12 in.) diameter 
pipe and ASA150 flange. Connected by 0.406 m. (16 in.) diameter pipe 
to surge tank at foot of jetty. 

Pumping head 12.192 m. (40 ft.) to top of surge tank. Surge tank 
335 m. from vessel's side. 

Maximum throughput not to exceed 2,000 tonnes per hour governed 
by the following limitations: 

(a)Discharge pressure not to exceed 1,241.06 kPa per sq.m. (180 p.s.i.). 
(b)Minimum operating pressure 662 kPa (96 p.s.i.). 

Survey: Upon arrival at the Company's berth, a Company-appointed 
surveyor will collect the loadport sample(s) from the vessel's Chief 
Officer and will take samples from each of the holds containing caustic 
soda for Kwinana discharge. The Surveyor will also perform an ullage 
survey on these holds and determine the quantity of caustic soda 
solution discharged. This quantity and analysis of the referred samples 
will be used to determine the 100% NaOH (DMT) quantity of caustic 
soda delivered. 

The Dry Tank Certificate will be signed by the Company's Surveyor 
upon satisfactory completion of discharge. 

Description of Product: Sodium Hydroxide (NaOH) generally known as 
caustic soda or lye is a commercially important alkaline, shipped for 
Alcoa as approximately 50% NaOH aqueous solution. It has the 
appearance of water, is odourless and does not appear dangerous. 


However, it is one of the harshest chemicals and requires stringent 
safety precautions. It is especially corrosive to eyes and skin and this 
means that: 
Following eye contact, washing with water must commence within 
10 seconds if permanent injury is to be avoided. 
Following skin contact, washing with copious quantities of water 
should commence immediately, to prevent slow-healing chemical 
burns. (saponification). 
The wearing of adequate protective clothing and proper training of all 
personnel is extremely important. 

Waste disposal and clean up can be effected by flushing small 
quantities with water and by neutralising larger amounts with acid 
(preferably acetic acid). 

Waste disposal must conform with State and Federal Laws. 
Handling: Only necessary staff required to control pumping should be 
in the vicinity of caustic equipment whilst pumping is in progress. 

All persons should wear approved clothing, gloves, helmets, shoes 
and eye protection whilst handling equipment. 

If caustic comes in contact with skin or eyes, fresh water should be 
liberally applied and Alcoa security personnel contacted for assistance 
to enable the proper treatment to be given quickly. 

Documentation: Notice of Readiness and Time Sheet compiled by the 
vessel's Agent will be signed upon completion of discharge and prior to 
departure by Alcoa’s Representative. 

Working Times: 7 days per week, 24 hours per day, however, we request 
that berthing and sailing movements avoid shift change times of 
0630 — 0730 hrs., 1430 — 1530 hrs. and 2230 — 2230 hrs. daily. 
Berthing and Sailing: Anytime subject to weather, quarantine, Pilot and 
tug availability. 


OPERATOR: Alcoa of Australia Limited, P.O.Box 252, Applecross, W.A. 
6153. Tel: (09) 3165111. Telex: AA 93910. FAX: (09) 364 8920. Cables: 
Kwinalumin — Perth. Contact: G. G. Trimble, Marine Administrator. 


GEELONG, Victoria: 38.09 S. 144.22 E. (See Plan) 


PORT LIMITS: A line in a 150.5° direction from a beacon 1.5 chains 
West of the Little River entrance intersecting with a line in a 
009° direction from the N.W. extremity of Sproat St., Portarlington. N.B. 
— This seaward limit passes 2 cables Eastward of No. 1 beacon Pt. 
Richards channel. 

DOCUMENTS: 

3 Crew Lists Form M&S 11. 

Store List Form 42A. 

Articles owned or in possession of Master, officers or crew, Form 5. 

Ship's Log — Ports of Call Form B.g.21. 

1 Form QA 3 — Animal Cargo. 

1 Form QA 4 — Ship's Pets. 

2 Form QA 5 — Shipmaster’s Bond. 

2 Form AQ 360 — Health Reports. 

PILOTAGE: See “Melbourne”. Radio ETA to “Seapilots Melbourne” 
24 hours prior arrival advising deepest draft. Pilot station equipped with 
radio-telephone continuous watch on 2182 kHz., and VHF Channel 16. 
Pilots carry portable sets. 
ANCHORAGES: 
1. Quarantine. As directed. 
2. Explosives. 
(a) Outer: 088° from Pt. Wilson Beacon 3.52 miles. Circle 0.25 miles 
(463 m.) radius. Depth 9.7m. 
(b) Inner: 077° from Pt. Wilson Beacon 1.77 miles. Circle 0.15 miles 
(278 m.) radius. Depth 6.4 m. 
3. Vessels over 9.1 m. draft: outside No. 2 Beacon Pt. Richards and 
South of the line of prolongation of the Pt. Richards Channel. 
Least depth 12.5 m. 
4. Vessels over 8.4 m. draft: East of and within 1 mile of No. 17 Beacon 
Pt. Richards Channel. Least depth 9.1 m. 
5. Inner Harbour: As directed: 

Note: Vessels desiring launch communication with the shore will 
normally anchor South of the Hopetoun Channel. 

Masters of vessels are cautioned (a) that the bottom of the Inner 
Harbour is soft mud and is not good holding ground and (b) that vessels 
should not be immobilised unless with the express permission of the 
Harbour Master. Vessels at anchor should retain the maximum quantity 
of ballast on board. 

RESTRICTIONS: The maximum draft for any vessel to navigate in port 
waters is 10.5 m. 

The movement of vessels in the channels with a draft of 10.0 m. or 
more will be regulated by the Harbour Master, and is subject to the 
actual tidal rise. 

Times for entering the channels and/or departing from the various 
ners for these vessels can be obtained from the Harbour Master's 
Office. 

Night Navigation: Except for special vessels, all vessels over 200 m. 
LOA require daylight for navigation in the port, being defined as 
30 minutes before sunrise to 30 minutes after sunset, applicable from 
the entrance to the Wilson Spit Channel. 

Vessels in Ballast: For safe navigation, the ship's propeller should be 
immersed and the bow deep enough for adequate vision from the bridge, 
e.g. 170 m. —200 m. LOA and draft 4.5 m. forward and 7.0 m. aft. Tanker 
230 m. LOA, draft 5.5m. forward and 8.0 m. aft. Containerships, 
Livestock Carriers, etc., must have adequate forward vision from the 
wheelhouse. 

MAX. SIZE: Tankers: 256 m. length with 10.5 m. draft. Other vessels: 
Enquiries should be made with regard to vessels over 200 m. length. 
Max. beam 45 m. 


AUSTRALIA 


HEALTH: An overseas vessel approaching the port requiring Pratique 
shall send a message to the Quarantine Officer not more than 24 hours 
and not less than 12 hours before arrival containing the following 
information: name of vessel, ETA, number of passengers, number of 
crew, number of passengers disembarking, port of departure and date, 
disease on board. 

By supplying by radio to Agent the answers to 12 questions on the 
form Q.2 (see “General — Health” before first port), the vessel may be 
permitted to berth prior to the granting of Pratique. 

On arrival the health report shall be given to the Quarantine Officer, 

2 copies being furnished on the prescribed form, 1 of which will be signed 
by the Quarantine Officer and returned to the Master. 
RADIO: Coastal radio station for local messages “Radio Melbourne” 
VIM. The Port of Geelong Authority maintains a Signal Station at Point 
Henry at which a 24-hour watch is kept. (Lat. 38°7'51"S., Long. 
144° 25' 28” E.). The building is a cream brick tower 11.3 m. in height 
to the roof, situated at the Northern end of the high land of Point Henry, 
and is surmounted by a white signal mast. Movement of traffic within 
the port is controlled through the Signal Station. Communication is 
affected as follows: 

1. Telephone. Geelong 48 — 2700. 

2. Radio Telephone VHF F/M (International Channel). 

(i) Channel 16. 156.8 MHz. Calling (continuous watch). 

(li) Channel 12. 156.6 MHz. Working. 

(iii) Channel 8. 156.4 MHz. Pilots and Tugs (continuous watch). 

(iv) Channel 6. 156.3 MHz. Tugs. 

(v) Channel 67. 156.375 MHz. Safety. 

These frequencies are the same as those operated by the pilot 
launches, Point Lonsdale Signal Station, Melbourne Harbour Control 
and all Port Phillip tugboats on commercial towage. 

TUGS: Vessels normally towed from Hopetoun Channel to berth, 
extended towage if required. 3 large tugs available. Use of tug’s line 
optional. Tugs equipped with VHF Channels 6, 8, 12 and 16. 
BERTHING: 


No. Length Depth Use and facilities 
(m.) (m.) 
Cunningham Pier 4 328 9.7 Gen. cargo — cargo shed 137m. x 
15m. 
Bulk Grain Pier 2 201 11.0 Bulk grain export. Gantry extends 
154 m. of berth. 
Corio Quay South 1 1 183 9.7 Stern loading ramp for Roll-on/ 


Roll-off. Rail access. 
Dry bulk load/discharge. Rate of 
loader 600 t.p.h. 


Corio Quay North 1 1 183 11.0 


2 1 183 11.0 Rail access Four 6 t. Portal cranes. 
Gen. cargo shed 91 m. x 30.5 m. 
Corio Quay North 3 1 161 9.7 Gen. cargo shed 97.5 m, x 27m. 
Lascelles Wharf 1 1 173 11.0 Dry bulk cargo. 
2 1 173 11.0 Siwertell bulk unloader. Rate 
600 t.p.h. Cargo shed 30 m. x 27m. 
3 1 275 11.0 Single lift Portainer crane — 


Container Berth. 
Petroleum products. 
Crude oil, chemicals 
and LPG export. 


Refinery Pier 1 & 2 2 213 11.0 
3&4 


Pt. Wilson 
Explosives Pier 2 168 9.1 Dangerous cargo. Commonwealth 
Government controlled. 
Pt. Henry 1 152 11.0 Bulk alumina and allied products. 


Unloading gantry. 
STEVEDORES: Labour ordering: Day labour must be ordered by 
1000 hrs. the preceding day. Twilight shift and midnight shift must be 
ordered by 1400 hrs. Saturday labour must be ordered by 0900 hrs. 
Friday, Sunday labour by 1100 hrs. Friday (day and twilight shift), 
Sunday midnight before 1100 hrs., Friday. Monday labour is ordered at 
1000 hrs. Sunday. Special requirements exist for labour requirements 
on public holidays. 
MEDICAL: Comprehensive medical facilities available, including 459- 
bed Geelong Hospital. If vessel to be in port less than 24 hours it is 
advisable to radio Agent informing him of medical requirements prior to 
vessel's arrival. 
TANKERS: Refinery Pier. 4 berths, depth alongside 11m. Pumping 
platform 4.9 m. above low water, wharf 3.7 m. above low water. One- 
ton crane at each berth and accommodation ladder. 

No. 1 and 2 Berths: Pier 887 m. long, direction 315°, berth 213 m. 
approx., suitable for ships up to 180 m. LOA. Ships moor to 2 spring 
dolphins 61 m. apart; pumping platform set back 1.7 m. from line of these 
dolphins. 

No. 3 and 4 Berths: A branch from the main pier, direction 330°, berth 
275 m. approx., suitable for ships up to 260 m. LOA. Ships lie alongside 
a concrete sprung berthing beam 73 m. in length. No. 4 Berth equipped 
with 4 rubber coned fenders, capstans and 90 tonnes S.W.L. mooring 
hooks for berthing large vessels. Distance between backspring bollards 
35 m. Hoses 8 in. — reduction from 10 in. available. 

Ballast: Tank Cleaning and Dirty Ballast Facilities: Line 12 in. 
Maximum quantity restricted by ullage in shore tank. Rate 900 t.p.h. 
Berths 1, 2, 3 and 4. All ballast must be discharged via the shore 
reception facilities even though oil free. Severe penalties will be imposed 
by the Authorities for any infringement of harbour regulations. 

Geelong Port Authorities take a serious view of any form of oil pollution 

within the harbour, and Courts impose heavy penalties on offenders. 
Essential Master advises ship personnel before berthing of necessity 
for extreme care to ensure no oil spillage occurs. 
Port Authority Circular: Mooring Ropes: In the light of new Tanker 
Terminal Safety requirements based on recent I.M.O. recommendations, 
some modification of the former stipulation regarding wire rope moorings 
may now be considered. Where backsprings are crossed on Refinery 
Berths 1 and 2, rope remains the preferred mooring. Otherwise where 
sliphooks are provided, wire moorings will be accepted, whereas they 
are not acceptable on bollards. 

Please ensure that tank vessels entering the port have either rope 
moorings, wires with rope tails, or that vessels with wire moorings are 
berthed in locations where the wire eyes are placed on sliphooks. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


DENSITY: Normally 1025, may decrease to 1023 after much rain, or 
increase to 1027 in Summer after prolonged dry spell. 
FRESH WATER: Available at all berths from shore hose at 40—50 t.p.h. 
Charge 73c per kilolitre plus service charge. 
FUEL: Marine fuel to 650 sec. and diesel fuel available Corio Quay 
North and Lascelles Wharf; all grades to 3,500 sec. available at Refinery 
Pier berth. 
FIRE PRECAUTIONS: Stringent restrictions against burning or welding 
on vessels carrying dangerous cargoes. Standard fire precautions. 
CONSULS: See “Melbourne”. 
REPAIRS: All services available. Most Melbourne repair and service 
firms will also undertake work in Geelong. 
DRY DOCKS: Rippleside Slipway: 1,000 tons on 47.85 m. B.P. and 
repair workshop. 
GANGWAY/WATCHMEN: Shore gangwayman compulsory. Penalty 
rates after hours. 
OPENING/CLOSING HATCHES: Crew or stevedores, to Master's 
requirements. It is normal to request bulk carriers to arrive at berth with 
‘ all hatches open. 

CERTIFICATES: 

Derat Certificate (Health Requirement). 

Ship's Articles (British) (Customs requirement). 

Ship's Register (Customs requirement). 

Load Line Certificate (Customs requirement). 

Safety Equipment Certificate (Customs requirement). 

Safety Radio Certificate (Customs requirement). 

Last Port Clearance (Customs requirement). 
CUSTOMS ALLOWANCES: 200 cigarettes or 250 gm. tobacco or 
40 cigars. Spirits: Any bottle opened not to exceed 1 litre. 
CARGO GEAR: Australian Navigation Act requirements. 
“Melbourne”. 
IDENTIFICATION CARDS: See “Melbourne”. 
REPATRIATION: Possible without difficulty. 
AIRPORT: Nearest major commercial airport is Tullamarine, 50 miles 
distant, from which there are frequent interstate and international flights. 
Airport accessible by road in about 1 hour 15 minutes (direct bus). 
TIME: See “General” before first port. 
HOLIDAYS: Closed holidays: Christmas Day; Waterside Workers’ 
Picnic Day; Labour Day; Good Friday; Anzac Day (Tanker operations 
excepted). Other holidays: Australia Day; Easter Monday; Queen's 
Birthday; Geelong Cup Day. 
POLICE/AMBULANCE/FIRE: Police 26 2800; Ambulance 22 2555; Fire 
21 2755. 
TELEPHONE: Placed aboard on arrival; ship charged for calls and 
service. 
SERVICES: Cleaning, painting, fitting out, etc., fumigation. Good fresh 
stores available. 
SHORE LEAVE: No restrictions. 
AUTHORITY: Port of Geelong Authority, 65 Brougham Street, (P.O.Box 
344), Geelong, Victoria 3220. Tel: (052) 22 1644. Telex: AA38648. FAX: 
052-216883. Contact: P. G. Morgan, Chairman, Captain |.S. Edwards, 
Harbour Master. 


AGENT: Patrick Agencies, 2 Moorabool Street, P.O.Box 37, Geelong, 


Victoria 3220. Tel: (052) 22 1155. Telex: AA 32658. Fax: (052) 218119. 
Seagram Code: 3GRIKPAT. 


See 


GERALDTON, W.A.: 28.46 S. 114.36 E. (See Plan) 


PORT LIMITS: Inner Harbour includes all that area of water in Champion 
Bay bounded by a line drawn from Gregory Street, Geraldton, along the 
foreshore to a point due South of the Western extremity of the 
breakwater; thence along the breakwater to the Western extremity of 
the Eastern breakwater; thence S.E. to the foot of the said Gregory 
Street, and also including the Entrance Channel thereto. 

Outer Harbour includes all that area of water in Champion Bay and 

Geelvink Channel bounded by an imaginary line drawn from Point Moore 
lighthouse true West as far as Longitude 114° 30’ E. thence true North 
to the shore of the mainland about 2.75 nautical miles (North and West 
from Woolawar Gully), but excluding the waters of Geraldton Inner 
Harbour and the Entrance Channel thereto. 
ETA: “6GDMH Harbour Master Geraldton” requires 48 hours and 
24 hours notice prior arrival. The 24 hours message should be timed to 
be delivered before 1630 hrs. local time on the day before arrival so that 
arrangements can be finalised, when possible, in working hours. Please 
also indicate fore and aft draft in the 48 hours’ notice. Vessels with telex 
facility may send these ETAs to telex No. 91285. 

Masters are advised for medical and or other emergencies; the 
Harbour Master should be contacted through Principal or Local Agents. 

Vessels arriving in ballast are requested to retain all clean ballast until 
after berthing. Discharging ballast before arriving may preclude berthing 
if strong wind conditions prevail. 

DOCUMENTS: Quarantine Notice and Declaration QA3 Form A, 
Quarantine Notice QA 4 Form E2, Shipmaster’s Bond QA 5, Departure 
Notice, 2 Crew Lists. Also see “Melbourne”. 

PILOTAGE: Compulsory. Pilot boards North and West of the Fairway 
Buoy (Lat. 28° 45.97' S., Long. 114° 32.61’ E.) 

All vessels are advised not to approach Eastward of the Fairway Buoy. 

Pilot ladder and accessories, including access to vessel, must comply 
in all respects with current IMO/SOLAS requirements. Failure to comply 
will incur delays. 

At NO time will mechanical pilot hoists be utilised due to swell 
conditions. 

ANCHORAGE: The anchorage for vessels off the Port of Geraldton is 
in the vicinity of the Fairway Buoy. 

Vessels must not anchor Eastward of the Fairway Buoy or within 
0.5 nautical miles of the buoy. 

RESTRICTIONS: Swells up to 5.0 m. in outer approaches. 

Movement of loaded vessels may be restricted by Harbour Master. 
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Bluff Point Leads or Outer Channel: Depth of water 10 m., minimum 
LWIS width of channel 180 m. 

Curved Section of Channel: Depth of water 9.7 m. to 9.4 m. LWIS. 

Inner Harbour Channel and Manoeuvring Area: 9.1 m. LWIS. Depth 

alongside Berths No. 2-5 is 9.4 m. LWIS. 
MAX. SIZE: Length 213 m.; Beam 30.4 m. Permissible drafts: 8.7 m. at 
LW — 9.1 m. at 0.8 m. of tide, 9.3m. at 1.1 m. tide, provided swell at 
Waverider Buoy does not exceed 3m. Vessels wishing to load to 
maximums dependent on tide prevailing should contact Harbour Master 
before so doing. 

Vessels in excess of the above will be accepted at the discretion of 
the Harbour Master. Vessels up to 233 m. LOA and 32.3 m. beam have 
been handled. 

HEALTH: First Port of Entry, radio Port Authority not less than 12 hours 

prior to arrival advising state of health. Also see “Melbourne”. 

RADIO: VHF available for communications with Pilot. Channels 6, 9, 12 

and 16. Continuous watch not maintained. 

tet 2 x 30 tons bollard pull. Tugs used at discretion of Harbour 
aster. 

BERTHING: The whart is divided into 4 berths numbered 1, 2, 3 and 4 

from East end, 3 berths 167 m. in length and the fourth 281 m. 

No. 1. Berth has a transit shed with a 1,000 ton capacity, and an old 
shed which has been used for bulk storage of wheat and salt. The berth 
is used as a general purpose berth. 

No. 2. Used as the tanker berth, and also for the discharge of bulk 
phosphate, sulphur and allied cargoes. Also for loading bulk cargo other 
than wheat. General cargo can also be handled and facilities are 
available for the holding and loading of sheep. Has an unobstructed 
apron of 27.5 m. for almost the full length of berth. 

No. 3. Berth mainly for loading of bulk grain. There are 2 loading 
gantries on the wharf each capable of loading wheat at the rate of 
400 t.p.h. 

No. 4. It is possible to use No. 4 for general purposes, but a loading 
gantry and conveyor system at the berth is used for loading mineral 
sands. Max. rate 1,000 t.p.h. Air draft for loader not to exceed 11 m. (To 
be increased by 2.0 m. by November 1988). 

No. 5 Berth is situated to the West of the main wharf and runs in a 
N.N.E. direction. The berth is 213 m. in length with mooring dolphins 
either end. Currently the berth is used for general purposes. 
CRANES: Gottwald 260-69 container crane available. 

The Portainer crane has the following capabilities: 

80.0 tons at 13 m. — 15 m. radius 

40.0 tons at 28 m. radius 

26.4 tons at 37 m. radius 
STEVEDORES: 35 men. Working hours 0800 — 1700, Monday — Friday. 
Extended shifts Monday — Thursday. Evening shifts all days except 
Saturday. 

FRESH WATER: At each berth at 25 t.p.h. 

FUEL: Light diesel oil at 80 t.p.h. 

FIRE PRECAUTIONS: Fire fighting unit available. 

REPAIRS: Engine and engineering repairs can be carried out. Arrange 
through Agents. 

GANGWAY/DECK WATCHMEN: Normally done by ships’ crew. 
OPENING/CLOSING HATCHES: Done by ships’ crew. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes or 


- 40 cigars or 8 oz. tobacco and limited amounts spirits per man. 


CARGO GEAR: See “Melbourne”. 

REPATRIATION: Crew changes can be carried out with little difficulty. 
AIRPORT: Local airport 11 km. East of town. International — Perth, 
430 km. to the South. 

TIME: See “General” before first port. 

HOLIDAYS: Christmas Day, Boxing Day, Easter, Labour Day, Anzac 
Day, Queen's Birthday, Foundation Day. 
POLICE/AMBULANCE/FIRE: Police 64 1511; Ambulance 21 3255; 
Fire 21 2222. 

TELEPHONES: Available at each berth (ordered through Agent). 
SERVICES: Compass adjustment, radio and radar repairs available. 
Contact Agents. 

BANKS: Commonwealth, Westpac, Rural & Industries, A.N.Z. Banking 
Group, National Australia Bank. 

STORING: See “Prelims”. 

. Stored by truck. 

Not applicable. 

. Trucks allowed alongside. 

. Fork lifts allowed. 

. Storing of ships must abide by Customs Regulations. 

6. Waterside workers would be employed to assist with storing if 

required. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

DELAYS: All subject to weather conditions. 

DEVELOPMENTS: The Inner Harbour may be dredged to 13.2 m. 
GENERAL: Mineral Sands Loading: We would like to remind Owners 
of the very stringent hold cleanliness requirements for vessels loading 
mineral sands, particularly rutile and zircon. 

Owners will be aware that these sands are refined very high quality 

products and Surveyors require vessels to be completely free of all 
chemical residues, especially loose rust scale, before presenting for 
loading. Any work required must be done by shore labour, which is costly 
and time consuming. 
AUTHORITY: Geraldton Port Authority, P.O.Box 1064, Geraldton, 
Western Australia 6530. Tel: (099) 212699. FAX: (099) 217886. Contact: 
Harbour Master, Department of Marine & Harbours, P.O.Box 296, 
Geraldton, Western Australia 6530. Tel: 213340 or 215255. 
Telex: 91285. FAX: (099) 641797. 


AGENT: Patrick Agencies, 10 Francis Street, P.O.Box 67, Geraldton, 
W.A. 6530. Tel: (099) 21-6744, 21-6976. Fax: (099) 641 924. Telex: 
91696 A/B Rikpat. Seagram Code: 6GRIKPAT. 


OAaRON= 


GLADSTONE, Queensland: 23.51 S. 151.15 E. 
(See Plan) 


PORT LIMITS: Inside a line commencing at a point 1.5 miles North of 
East Point, Facing Island; thence to the outer extremity of Jenny Lind 
Bank, and thence by a line to Tiber Point. 

DOCUMENTS: See “Melbourne”. 

PILOTAGE: ETA’s may be sent through Brisbane or Rockhampton 
Radio Stations, not less than 24 hours before arrival, followed by 
amended advices where necessary as takes pilot launch 2 hours to 
reach Pilot Boarding Ground from town. Pilotage compulsory for all 
merchant ships. Pilot boards at the Fairway Buoy which is approx. 
28 km. West of Bustard Head. VHF Channel 16 may be used to contact 
pilot station, call sign “Gladstone Harbour Control"; 24 hour watch 
maintained. Pilot boat also has VHF. Pilot boat orange launch and 
displays usual signals. 

Boarding of Pilots may be possible by helicopter if vessel meets 
certain requirements. The decision will be made after radio 
communication with the vessel. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See “Torres Strait”. 

ANCHORAGE: Good anchorage inside Gatcombe Head about 7 cables 
South of Bushy Islet in 8 to 10 fathoms, sand and mud, North of Facing 
Island Leads. 

RESTRICTIONS: The port is served by an entrance channel, some 
10 km. long, with a bottom width of 183 m., dredged to 15.7 m. at 
LWOST. 

The max. allowable draft of a vessel passing through the channel is 
determined by the following formula: 

Allowable draft in metres = 15.7 m. + tide height —1.5 m./2.0 m.* 

*—1.5 m. (for vessels less than 85,000 d.w.t.) and —2.0 m. (for vessels 
of 85,000 d.w.t. or greater). 

The max. daily tide height is 4.9 m. 

The min. daily tide height is 2.7 m. 

Tankers carrying petroleum products may enter during hours of 

darkness only at Harbour Master's discretion. 
MAX. SIZE: The Port can accommodate vessels of up to 16.4 m. draft 
on any day of the year. The maximum draft for entrance channels is 
dependent on tidal conditions. Length and breadth dependent upon 
wharf to which vessel is to proceed. 

Principal wharves are: 


Auckland Wharf No. 1 Depth 11.30 m. at LW 
n = No. 2 is 11.30 m. id 
* ‘. No. 3 11.30 m. 
Barney Point yi EAL CI Lh Lee 
South Trees East orile oO las S 
. i West 12.80 m. > 
Clinton Coal Facility "18.80 m. 
Smelter Wharf Se 200-1: 
Clinker Wharf "10.40 m. 4 


HEALTH: A system of Radio Pratique has been adopted for vessels 
calling at Gladstone as a first port in Australia provided they are regular 
callers from disease free areas. 

All vessels requiring Pratique must radio answers to a series of 
questions regarding crew health, etc. to ship's Agents 24 hours prior to 
arrival. 

See ‘General-Health” before first port. 

RADIO: Radio messages passed to Agents via any coastal radio station. 
All shipping cables to Agents, etc., should be prefixed “Shipserv” to 
enable delivery destination outside ordinary postal hours if necessary. 
VHF: Shipping movements are controlled by VHF Radio, the base 
station being operated by the Harbour Master and his Staff. 


AUSTRALIA 


TUGS: 3 tugs in service with bollard pulls of 46, 42, and 42 tonnes. 
Tugs normally join vessel in vicinity of South Trees Point. Tug's lines 
always used when vessels are piloted. There is no extra charge for use 
of tug’s lines. 

BERTHING: Large vessels loading coal at either Auckland Point Whart 
or Barney Point Wharf normally swing and berth starboard side to, head 
to sea, on flood tide. Smaller vessels using these berths either port or 
starboard side to, depending upon tide. Vessels discharging bauxite at 
South Trees Island Wharf, berth at periods of slack water (high or low) 
only. Vessels loading alumina at this wharf berth either on flood tide or 
slack water — never on ebb tide. 

Auckland Point Wharves: With total length of 640 m., there are 3 berths 
at Auckland Point, owned and operated by the Gladstone Port Authority. 

No. 1 Berth: Coal is exported through this berth over 2 bulk shiploaders 
each with a capacity of 800 tonnes/p.h. These loaders travel a distance 
of 142 m. along the wharf and are joined by 2 conveyors to the coal 
stockpile area. Capacity of the stockpile is 300,000 tonnes. Depth of 
water at berth is 11.3 m. LWOST 

No. 2 Berth: This berth handles the export of grain (wheat, grain 
sorghum, oil seeds) from the rich grain growing areas of the Dawson/ 
Callide Valleys and the Central Highlands. Grain is stored in the 
adjoining complex of silos and storage sheds. 

Total Port capacity for storage of grain is over 82,000 tonnes. Taken 
from the storage areas by conveyors, the grain is loaded onboard 
vessels by 2 mobile gantry shiploaders at a combined rate of 
1,600 tonnes/p.h. The berth depth is 11.3 m. LWOST. 

No. 3 Berth: Petroleum products imported through this berth are stored 
in the tank farms constructed by the major oil companies on reclaimed 
land adjacent to the berth. This vital fuel is then distributed throughout 
Central Queensland. General cargo and special heavy lift vessels also 
use this berth. The berth depth is 11.3 m. LWOST. 

Barney Point Wharf: This wharf with a total length of 205 m. is owned 
and operated by Thiess Dampier Mitsui Coal Pty. Ltd. Coal from the 
T.D.M. Mine at Moura and Thiess Brothers Mine at Blackwater is 
exported through this facility. Coal from the Moura Mine is carried 
180 km. to the port over the direct Gladstone to Moura railway line. The 
stockpile area has a capacity of 400,000 tonnes. Shiploading is done 
by a single 2,000 tonnes/p.h. mobile shiploader. The berth depth is 
15.0 m. LWOST. 

South Trees Wharf: Owned and operated by Queensland Alumina 
Limited, this facility handles all cargoes for the giant alumina refinery. 
Bauxite is imported from Weipa (in North Queensland) and alumina is 
exported to all parts of the world. The other components necessary for 
the alumina process — caustic soda and fuel oil are also imported over 
the wharf. 

Depth at the berth is 12.8 m. LWOST. 

Boyne Wharf: Constructed to serve the needs of the Gladstone 
aluminium smelter, the wharf is 250 m. long and will cater for vessels 
up to 60,000 tonne capacity. 

A causeway 710 m. long provides access to the wharf and to a sealed 
area (400 m. x 50 m.) for storage of aluminium billets. On the wharf is 
a 400 tonnes/p.h. mobile unloader to handle petroleum coke used in the 
smelting process. 

Depth at the berth is 15.0 m. LWOST. 

Fisherman's Landing Wharf: Most Northerly of the wharf centres, the 
wharf at Fisherman's Landing will export clinker from the Queensland 
Cement Limited's Clinker Plant. The limestone is mined in the Mount 
Larcom area, crushed and pumped down to the plant in slurry form. 
After processing, the clinker is exported to Brisbane to be used in the 
manufacture of cement. 

The clinker will be loaded by a 2,000 tonnes/p.h. pivoting bulk 
shiploader. The shiploader will load vessels of 25,000 tonne capacity. 

Depth at the berth is 10.4 m. LWOST. 

Clinton Coal Facility; Owned and operated by Gladstone Port Authority. 
The Facility has 2 berths at 18.8 m. depth. Shiploader and unloading 
operations at rate of 4,000 tonnes/p.h. Berths presently cater for vessels 
from 25,000 d.w.t. to in excess of 220,000 d.w.t. and of 16.4 m. draft 
and 55 m. beam. 


BULK HANDLING FACILITIES: 


Auckland Point Auckland Point South Trees South Trees Clinton 
Location No. 1 No. 2 Barney Point East West Facility 
Number of Units 2 2 1 1 2 1 
Mobile Mobile Mobile Mobile Mobile Mobile 
Type of Unit Gantry Gantry Gantry Gantry Gantry Grab Gantry 
Loader Loader Loader Loader Unloader Loader 
Length of Travel (metres) 142 139.5 149 192 184 593 
(Combined) (Combined) 
Max. Outreach from if spot 19.3+ 16.2 25.6 24.45 42.8 
Wharf (metres) Trimmer/Jetslinger 
available 
Throw of Trimmer (metres) Noe N/A 11.0 N/A N/A N/A 
Max. Beam of Vessel (metres) 32.0 32.0 35.4 35.4 35.4 55.0 
Capacity (t.p.h.) 1,600 1,600 2,000 1,200 2,000 4,000 
(Combined) 
Commodity Handled Coal Grains Coal Alumina Bauxite Coal 
Storage (Tons) 300,000 82,000 400,000 238,000 1,000,000 2,500,000 


STEVEDORES: Special ETA advice necessary if week-end labour 
required and must be ordered by 1400 hrs. on previous Friday. Monday 
labour for vessels arriving after Friday must be ordered by 1500 hrs. on 
Friday. The only commodities requiring shore labour are bulk grain and 
general cargo. 


TANKERS: Diameters of discharge lines 12 in., (0.305 m.) and 8 in. 
(0.203 m.) for white oils and 6 in. (0.152 m.) black oils, no slop discharge 
facilities. Main tanker berth at Auckland Point Wharf (Berth No. 3), 
minimum depth alongside 11.30 m. LWOST. Black oil also discharged 
at South Trees Island Wharf for use in alumina plant only. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


MEDICAL: Dependent duration stay in port, prior notice for medical 

attention not required (other than notice of infectious diseases). Hospital 

facilities available. Current vaccination certificate for each member of 

crew required. 

DENSITY: Average density 1024-1028. 

FRESH WATER: Available all wharves. Fresh water hydrants placed at 

intervals along wharves. 

FUEL: Fuel oil is available by bunker lines at Auckland Point No. 1 and 

No. 3 Berths and South Trees Island Berths. (Fuel oil at South Trees 

Island is available to Queensland Alumina’s vessels only). Lubricating 

oils and diesel are available by road tanker. Coal (high carbon content) 

also available. 

FIRE PRECAUTIONS: Where petroleum and goods of dangerous 

inflammable character are being unloaded, watchman shall be employed 

to collect matches from all persons in vicinity and to patrol wharf within 

the limits in which petroleum cargo is being handled. Every vessel 

carrying inflammable liquids when in any Queensland port shall display 

red flag, not less than 1 m. (3 ft.) square with white circular centre 15 cm. 
* (6 in.) in diameter. 

CONSULS: None. 

REPAIRS: Minor engine and deck repairs are undertaken. 

DRY DOCKS: None available. Slipway capable of lifting vessels up to 

125 tons displacement with max. beam 23 m. and max. draft forward 


of 6 ft. 

GANGWAY/DECK WATCHMEN: Services of watchmen is_ not 
recommended except in the case of petroleum tankers previously 
mentioned. 

OPENING/CLOSING HATCHES: Either by ship’s crew or shore labour. 
SHIP CERTIFICATES: List of certificates usual for Australian ports. 
See “Melbourne”. 

CUSTOMS ALLOWANCES: 0.5 lb. of tobacco or 200 cigarettes, to be 
opened. 1 only 26 ounce bottle, to be opened. 

CARGO GEAR: To be in accordance with Commonwealth Navigation 
(Loading and Unloading Safety Measures) Regulations. 
See ‘Melbourne’. 

REPATRIATION: Facilities for effecting crew changes and necessary 
repatriations can be arranged. Prior notice required. 

AIRPORT: Airport approximately 3 km. from port and is regularly served 
by 2 internal airlines. Daily flights to Brisbane with connections with 
overseas airlines. 

TIME: See “‘General’’ before first port. 

HOLIDAYS: Only 5 official holidays in year when it is not possible to 
arrange cargo work: Christmas Day; Anzac Day (25th April); Labour Day 
(1st Monday in May); Good Friday. 

POLICE/AMBULANCE/FIRE: Telephone number of these services in 
cases of emergency only is “000” and ask to be connected to the 
required service. Emergency call to Hospital is 72.1033. 
TELEPHONES: Public phones available on wharf. 

SERVICES: No tank cleaning facilities. No slop facilities. 

SHORE LEAVE: Crew members allowed ashore provided vaccination 
certificates in order. 

IDENTIFICATION CARDS: See ‘Melbourne’. 

DELAYS: No unusual delays other than berth availability or unusual 
tidal conditions. 

GENERAL: No cranes on wharves. Mobile cranes available for hire. No 
lighterage facilities. Electricity available to ships. Passengers not 
normally embarked or disembarked this port, as no facilities for them. 
DEVELOPMENTS: Investigations into the deepening of harbour 
channels are being carried out to enable vessels of 200,000 d.w.t., to 
be fully loaded. 

Tide/Draft Table: The Harbour Master at Giadstone has issued a tide/ 
draft table following the completion of the dredging programme. A copy 
of the full table is available from Agent's office, but we quote below 
examples of drafts extracted from the full table: 


Tabulated Vessels up to Vessels over 
tide height 85,000 d.w.t. 85,000 d.w.t. 

(m.) (m.) (m.) 

2.2 16.0 ghette 

2:5 16.3 15.8 

2.8 16.6 16.1 

3.1 16.9 16.4 

3.4 17.2 16.7 

3.7 17.6 17.0 

4.0 17.6 17.1 

4.3 17.7 17.2 

4.6 17.8 17.3 

4.9 18.0 tS 


AUTHORITY: Gladstone Port Authority, P.O.Box 259, Yarroon Street, 
Gladstone, Queensland 4680. Tel: (079) 76 1333. Telex: GI Port AA 
49480. FAX: (079) 72 3045. Contact: Mr. B. J. Jordan, Secretary. 


AGENT: Patrick Agencies, P.O.Box 296, 136 Goondoon Street, 
Gladstone, Queensland 4680. Tel. (079) 72 2088. Telex: AA 49431. 
Fax: (079) 72 4823. Seagram Code: 4GRIKPAT 
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GOVE, N.T.: 12.12 S. 136.40 E. 


DOCUMENTS: 
2 Crew Lists Form M. & S. 11 (3 at outports). 
5 Passenger Lists, Forms M. 308 and 309. 
1 Loading Ports List, Form B921. 
3 Barber's stocks and stock in ship's shops and canteens, 
(Form 5) continuation of the back, Form 5 AA. 
1 List of Customable Articles, Form 5 (crew). 
3 Return of Goods of Barber's stock, etc., Form 5 AA. 
1 Stores List, Form 42 A. 
1 Annual Declaration, Form QA76. 
2 Primary Health Report, Form Q360. 
1 Clearance from Last Port. 
Ship's Log. 
1 Derat Certificate. 
1 Light Dues if paid previously. 
PILOTAGE: Compulsory for vessels proceeding to Nabalco Facilities. 
The Pilot will board at the anchorage position. 
Coastal Pilotage: Pilotage services between Gove and Darwin via 
Clarence Strait, or to Torres Strait, are conducted by pilots of the 
Queensland Coast and Torres Strait Pilot Service. See ‘Torres Strait” 
for details. 
ANCHORAGE: Melville Bay affords good holding ground, the bottom 
being either sand or mud and the depths ranging up to 48 ft. (14.64 m.) 
West of Dundas Point. Vessels awaiting a berth should anchor 
approximately 1.5 miles (2.41 km.) Westward of West Woody Island 
close by the Fairway Buoy. The Quarantine Officer and Customs Officer 
normally clear vessels alongside the berth, but may on occasions board 
at the anchorage. 
A vessel is considered to be an “arrived ship” for purposes of laytime 
when she enters the Quarantine Anchorage. 
We quote below Australian Notice to Mariners No. 510/1978. 
Gove Harbour — Quarantine Anchorage Altered: 
(a) A pecked line is to be inserted joining the following positions: 
From Lat. 12° 11.12’ S., Long. 136° 37.5’ E. on the Harbour Limit 
to 
Lat. 12° 09.58’ S., Long. 136° 37.5’ E. thence to 
Lat. 12° 09.58’ S., Long. 136° 39.6’ E. and thence to 
Lat. 12°11.12’ S., Long. 136° 39.6’ E. on the Harbour Limit 
On Plan, from Long. 136° 39.6’ E. in the N. border to 
Lat. 12° 11.12’ S., Long. 136° 39.6’ E. on the Harbour Limit. 
(b) The Legend Quarantine Anchorage is to be inserted within the 
area of 1(a). 
RESTRICTIONS: Approach Channel to bulk cargo and tanker jetties 
has minimum depth 13.8 m. 
Approach Channel to general cargo jetty has minimum depth 11.59 m. 


(See Plan) 


PRATIQUE: The Port of Gove has been declared Port of First Entry for 
health clearance of vessels arriving from overseas. 

Vessels will usually be cleared alongside the berth. 

If Pratique is required, vessel must provide a Primary Health Report. 

Radio Pratique may be granted if answers to the “Australian 
Quarantine Questionnaire” are received 12-24 hours prior to vessel's 
arrival. See “General — Health” before first port. 


. RADIO: Notice of Arrival: Prior to arrival, vessels are requested to radio 


the following information: 
(i) For all vessels: 
(a) ETA Gove -— 72 hours out 
— 48 hours out 
— 24 hours out 

(b) Anticipated draft forward and aft. 

(ii) For bulk carriers, anticipated hatch loading plan, loading 
sequence and quantity required in each pour. 

(c) For petroleum tankers, approximate quantities to be 
discharged and grade of product desired for first discharge, 
and order of unloading various grades if more than one 
grade is carried. 

Radio messages should be addressed to “Gobaux”, Darwin. The call 
sign of the radio station at Darwin is VID. Radio messages will be passed 
by teleprinter to Gove. 

Cable messages for Nabalco should be addressed to “Shipserv”, Gove. 


VHF: The Nabalco Harbour Master's Office maintains a listening watch 
on Channel 16 during office hours. VHF frequencies used are 16, 12 
and 6. Call sign “Gove Harbour’. 


TUGS: There are 3 work boats available for hire in the port, max. h.p. 
2000. Tug's lines are used in most instances, but no extra charge is 
made. 


BERTHING: Bulk Cargo Wharf: The bulk cargo wharf runs in a N.W.; 
S.E. direction and bears 189° true 2,440 m. (8,000 ft.) from West Woody 
Island triangulation point. The wharf has a ‘T’ head which is connected 
to the shore by an access bridge 946 m. (3,120 ft.) long and 3.05 m 
(10 ft.) wide. 

The Northern branch of the wharf head constitutes the bauxite 
alumina berth and the Southern branch the bulk liquids berth. 

The bauxite/alumina berth is mounted with a travelling, luffing 
shiploader with telescopic trimming spout having an outreach of 31 m. 
(101 ft. 6 in.) from the fender line. The distance of travel along the berth 
is 164.2 m. (540 ft.). The clearance beneath the spout at maximum 
elevation for loading is 16.7 m. (55 ft.) above chart datum (LWOST) at 
berth side. 

The shiploader has a designed capacity of 2,000 tonnes/p.h. for 
bauxite and for alumina. 

The shiploader is connected by a belt conveyor system to the bauxite 
stockpiles and to the alumina silos, 3,202 m. (10,500 ft.) and 2,592 m. 
(8,500 ft.) distant respectively from the wharf head 


The bulk liquids berth consists basically of mooring dolphins and 
fenders associated with a pipe bridge support. Three pipe-lines are 
provided namely: 

(1) 46cm. (18 in.) diameter for bunker fuel oil. 

(2) 30cm. (12 in.) diameter for caustic soda. 

(3) 25.4 cm. (10 in.) diameter for diesoleum, petroleum and aviation 

kerosene. 

During the tanker discharging operations, connection between ship 
and shore is provided by 20.3 cm. (8 in.) diameter flexible hoses with 
BS Table “F"’ 8-hole fittings at each end. 

If other types of fittings are required to effect discharge, arrangements 
should be made by the tanker vessel to provide such items. 

The length of each pipe-line is approximately 1,982 m. (6,500 ft.) 
covering the distance from bulk liquids berth to shore tank farm. 

A depth of water of 13.9 m. (45 ft. 08 in.) below chart datum (at low 
water ordinary Spring tide) is available at both the alumina/bauxite and 
bulk liquid berths. 

This will allow simultaneous occupancy by a tanker and bulk carrier, 

each of up to approximately 60,000 d.w.t., under ordinary conditions. 
A minimum clearance under the keel of 10% of the draft is required 
for berthing and unberthing. 
General Cargo Wharf: This wharf extends in a S.E. direction from the 
Eastern side of the land strip leading to Dundas Point. The wharf bears 
315° (T) x 1,342 m. (4,400 ft.) from Half Tide Rock and is a substantial 
structure 94 m. (310 ft.) long by 27.89 m. (91 ft. 6 in.) wide connected 
to the shore by an access jetty 287.2 m. (950 ft.) long and 5.49 m. (18 ft.) 
wide. 

The wharf has been designed for vessels of max. length of 182.8 m. 
(600 ft.) and of up to 20,000 d.w.t. to berth at each side under normal 
conditions. Vessels of up to 30,000 tons can be accommodated under 
suitable tidal conditions. 

The depth of water alongside is 11.59 m. (38 ft.) below chart datum 
(LWOST) on both sides of the wharf head. 

Fisherman's and Light Cargo Whart?: This wharf is located near Harbour 

Island in Melville Bay. It is administered by V. B. Perkins Pty. Ltd. Total 

wharf length is 48.0 m. and width 18 m. Max. wharf loading by vehicles 

4.5 tonnes/sq.m. The minimum available depth alongside is 5.0 m. 

Ramps: 2 Landing barge ramps accommodating landing barges up to 

1,500 g.r.t. A 28 tonne SWL fork lift is available for cargo operations. 

CRANES: 8 mobile cranes, capacities between 5 tonnes and 90 tonnes. 

STEVEDORES: No local stevedoring companies. 

MEDICAL: Medical services and a large modern hospital with 

comprehensive theatre, medical and surgical facilities, at Nhulunbuy, 

9 miles from the port. 

TANKERS: See ‘Berthing”. 

DENSITY: 1025. 

FRESH WATER: Available at all berths. 

FUEL: Available at Fisherman's and Light Cargo Wharf only. 

REPAIRS: Limited facilities, minor repairs only. 

SURVEYORS: Local Pilots conduct draft, on-hire and bunker surveys, 

however, Lloyd’s Surveyor available from Darwin or Cairns. 

HATCHES: Opening and closing carried out by ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 litre of spirits per crew 

member. 

REPATRIATION: Facilities exist for effecting crew changes and 

repatriation. 

AIRPORT: Gove is served by commercial flights to and from Darwin on 

5 days a week and by commercial flights several times a week from 

Brisbane and Sydney via Cairns. Services to other parts of Australia 

and the rest of the world are frequent from Darwin. 

TIME: See “General” before first port. 

SHORE LEAVE: After clearing inwards crew members may proceed 

ashore with special permission. 

IDENTIFICATION CARDS: May be required. 

REGULATIONS: It is forbidden to take firearms, alcoholic beverages 

and foodstuffs ashore. 

DEVELOPMENTS: A new shiploader dust free system with extended 

skirt will be introduced late 1990. The air-draft will be reduced. 

AUTHORITY: Nabalco Pty. Limited, P.O.Box 21, Nhulunbuy, N.T.0881. 

Tel: (089) 87 5211. Telex: 85045 (Port Telex). FAX: (089) 872-596. 

Cables: Gobaux. Contact: Captain W. J. Gibson, Port Superintendent. 
Gove Port Office Tel: (089) 875347. 


AGENT: Agency undertaken by Nabalco Pty. Limited. 


GROOTE EYLANDT (Milner Bay), N.T.: 
133/52:S+136.25\E) (See Plan) 


LOCATION: Milner Bay is situated on the Northwestern corner of Groote 
Eylandt which is itself situated in the Southwestern area of the Gulf of 
Carpentaria. 

It is a “Port of First Entry” to Australia. Customs, Quarantine Doctor, 
Police, are in residence on the Eylandt. 
PORT LIMITS: The waters in Milner Bay bounded by a line commencing 
at the HW mark on the N.W. coast of Groote Eylandt in position Lat. 
13° 50'05"S., Long. 136°24'29"E. and proceeding in a 
260° 44’ 10" direction to a point in Lat. 13°50'28”"S% Long. 
136° 22’ 03” E. at the high-water mark on the East coast of Connexion 
Islet; thence by a line following the contour of the coast of Connexion 
Islet at the HW mark to “Boulder” in position Lat. 13° 50’ 46” S., Long. 
136° 20' 14” E.; thence by a line bearing 151° 30’ to a position Lat. 
13° 53’ 34" S., Long. 136°21'47"E.; thence by a line bearing 
80° 44’ 10” to a point being Lat. 13° 52’ 54” S., Long. 136° 25’ 58” E. 
thence by a line following the contour of the coast at high-water mark 
to the point of commencement. 


AUSTRALIA 


DOCUMENTS: 

3 Crew Lists. 

5 Passenger Lists. 

1 Port of Call List. 

3 Stores Lists. 

1 Crew's Personal Effects List. 

Derat. Certificate. 

Clearance from Last Port. 

PILOTAGE: Compulsory to Ore Jetty. 

There is a Port Superintendent and a Port Officer at Milner Bay who 
will assist Masters in berthing and departing from the jetty. Approaching 
Groote Eylandt from the Northwards, vessels should steer to a position 
10 miles North of the Northeast Islet, which is rocky on the Northern 
coast and rises to grassy hills. From the above position, steer to pass 
about 3 miles North of Chasm Islet until the recommended track on chart 
AUS. 14 is reached. This track, 221° passes about 1 mile East of Brady 
Rock (light Gp. Fl. (3) ev. 12 secs.) and continues on this course until 
Bickerton Island Light (Fl. 5 secs.) bears 250° when the course should 
be altered to steer for Hand Islet on the recommended track (250°) until 
reaching the position to alter course to 195° to pass down the middle of 
Warwick Channel. It is recommended to remain on this course until 
reaching the patch South of Connexion Island. 

lf vessels enter via the Connexion Passage, care must be taken to 

avoid the 5.4 m. fathom patch off N.W. Bluff and keep clear of the 8.2 m. 
patch about 3.5 miles N.E. of Connexion Islet. 
Coastal Pilotage: Pilotage services between Gove and Darwin via 
Clarence Strait, or to Torres Strait, are conducted by pilots of the 
Queensland Coast and Torres Strait Pilot Service. See ‘Torres Strait” 
for details. 


ANCHORAGES: Good holding ground is found 1.6 miles West of the 
jetty where there is a good sand bottom free of obstructions with about 
20 m. of water. Due to currents up to 3 knots in the area, it is advisable 
to use at least 6 shackles. Quarantine is granted at this anchorage. 


MAX. SIZE: The max. LOA is 223m. and max. breadth 32.2 m. 
The max. draft is 12.5 m. 


PRATIQUE: Vessels are granted Pratique at the Anchorage 1 mile West 
of the wharf or at the Jetty. 


RADIO: The Port is able to communicate with vessels which are fitted 
with VHF radio through normal international Maritime Channels and the 
call sign is “Milner Bay”. However, the shore station is only open during 
office hours unless prior telegraphic arrangement is made. Office hours 
are 0800 to 1645, Monday to Friday. 

It is requested that vessels arriving at any hour of the day should 
monitor VHF Channel 16 as sometimes attempts are made to contact 
vessels outside of office hours. Channels available are 16, 67 and 
06 (private). 

ETA’s are requested at least 72, 48 and 24 hours prior to arrival. 
Telegraphic address is: Hematite, Alyangula, Telex AA85886 
(Answerback ‘Milbay’). Telephone No. (089) 876011. 

VHF: Port — Channels 16, 06 and 67. 

Tugs — Channels 16, 12, 06 and 67. 

TUGS: 2 tugs available. 1 x30 tonne bollard pull and 1 x 16 tonne bollard 
pull. 

Normally join the vessel 0.75 miles from berth. 

Ship's lines taken for berthing. 

BERTHING: The ore-loading jetty is situated in approximately Lat. 
13° 51.5' S., Long. 136° 25’ E., with a depth of water alongside of 
12.5m. MLWOST with a tide range of 1.8m. Two small tugs are 
available to assist in berthing vessels. The jetty consists of a central 
landing 98.75 m. long and 10.97 m. wide, with two breasting dolphins 
on the North and South ends of the central landing. A roadway extends 
from the shore to the central landing, virtually parallel to and on the 
North side of the loading conveyor belt. Local Tidal Information may be 
obtained from the Port Superintendent on arrival. 

The line of dolphins is offset 8° from the jetty stem which runs out 
411.5 m. from the shore in a 249° 45’ direction so that care must be 
exercised in placing the vessel for loading. All breasting dolphins are 
fendered with vertical timbering. When berthing, vessels should keep 
well clear of the loading head in the centre of the jetty, as it is possible 
that a vessel on a too fine approach could cause damage to the loading 
boom with the flare of the bow. 

Vessel must have rat guards in position at all times (except while 
shifting ship), otherwise they will be liable to a fine. As Groote Eylandt 
is a reserve this requirement is rigidly enforced. 

Loading rate is 900 t.p.h. —1,100 t.p.h. and the vessel is required to 
shift ship to load each hatch as the loading boom is fixed. Shore labour 
is available to shift lines, etc., as required. Shore labour will not trim 
manganese ore, which is dump loaded from the conveyor. 

This is a seasonal tropical loading zone from 1st April to 30th 
November. 

MEDICAL: There is a Medical Centre and medical staff available if 
necessary. Valid vaccination certificates are required, covering the 
requirements of the Australian Government Department of Health. 
FRESH WATER: Available. Rate 9 tonnes/hour. 

STORES: Not available. 

FUEL: Not available. 

FIRE PRECAUTIONS: A permanent fire-fighting facility is installed on 
the ore-loading jetty. It is an automatic system which starts as soon as 
a fire hydrant is turned on, and delivers a 140 p.s.i. through a 2.5 in. 
hydrant with a 5 TPI V thread connection. 

All shore hoses are 2.5 in. and are equipped with fog nozzles. Foam 
equipment is also available on the jetty with an output of approximately 
1,000 gallons per minute. Fire-fighting lines on the jetty deliver salt water 
only. International shore connection available. 

CUSTOMS ALLOWANCES: 200 cigarettes, 1 bottle spirits, 3 bottles of 
beer per man. 
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REPATRIATION: Can be effected to most countries from Groote Eylanat 
via Darwin which is serviced by Qantas and British Airways. Due to the 
remoteness of Groote Eylandt, repatriation of crew members should only 
be considered in a ‘Force Majeure’ circumstance. All necessary 
bookings and reservations are made through the local airline office and 
Seamens'’ Discount Fares, where applicable, are utilised. 
AIRPORT: Ansett N.T. operate a 3 times a week jet service to and from 
Darwin. Air Queensland operate a twice weekly service to and from 
Cairns. 
TIME: See “General” before first port. 
ACCOMMODATION: Visitors accommodation in the GEMCO township 
of Alyangula, is severely limited and shipowners who are arranging for 
a change of personnel at Groote Eylandt are requested to ensure that 
the arrival of crew members at Groote coincides as closely as possible 
with the arrival of the vessel. 
NOTARY PUBLIC: A Notary Public is not available. 
HOLIDAYS: Cargo worked on most holidays by arrangement. 
WEATHER/WIND/TIDE: Tides cause some eddying in both the 
- Connexion and Warwick Channels, but these cause no concern provided 
normal care is exercised. 

Prevailing winds from May to October are S.E. and blow strongly at 
times during the day but ease off considerably after sunset. 

There are occasional heavy fogs in the area in June and July in the 
early morning and these sometimes persist until 1000 hrs. or 1100 hrs. 

From November to May the wet season prevails with winds blowing 
mainly from the N.W. with heavy rains and occasionally, more than 
moderate seas. 
SHORE LEAVE: The area is an Aboriginal reserve and shore leave is 
allowed in the town area only provided the vessel has a permit which 
is supplied by the Agent on berthing. 
IDENTIFICATION CARDS: Seamen calling at this port have to be in 
possession of Seamen's Identification Cards, Form M315, issued by the 


Commonwealth of Australia, however, certain nationalities are exempt. 


Facilities at Groote Eylandt are severely restricted and the Port 
Authorities recommend seamen should be provided with the required 
card before arriving at Groote Eylandt. For information, we would advise 
that Greek nationals are not exempt from this requirement, but nationals 
of Great Britain, Norway, Japan, Hong Kong, India and the People’s 
Republic of China are. 

AUTHORITY/AGENT: The Groote Eylandt Mining Company Pty. Ltd. 
act as ships’ Agents in all cases. 

Groote Eylandt Mining Company Pty. Ltd., Post Office, Alyangula, 
Groote Eylandt, N.T. 5798. Tel: Alyangula (089) 874272, 874251. Telex: 
AA 85886 Milbay. FAX: (089) 876359. Cables: Hematite Alyangula. 
Contact: Captain M.C.H.Worner, Port Superintendent. Captain R.B. 
Dunn, Port Officer. 

Mail for vessels to be addressed to: “Vessel’s Name’, Groote Eylandt 
Mining Co. Pty. Ltd., Groote Eylandt, N.T. 5798. 


HAY POINT (including Dalrymple Bay), Queensland: 
21.16 S. 149.18 E. (See Plan) 


PORT LIMITS: The seaward Port Limits extend from the North shoreline 
at the entrance to Bakers Creek by a line in an East North Easterly 
direction to Lat. 21°10’ S., Long. 149° 20’ E. thence East to Lat. 
21° 10’ S., Long. 149° 30’ E., thence South to Lat. 21° 18’ S., Long. 
149° 30’ E. thence West to the shore South of Hay Point. 

A vessel is considered to have arrived when it anchors within Port 
Limits or if proceeding directly alongside at the time when the Pilot 
boards. 

DOCUMENTS: The documents required by the Customs Department 
are: 

2 Crew Lists. 

1 Declaration of Dutiable Goods (Australian Customs Form 5) 

1 Ports of Call List showing previous 6 ports 

1 List of Dutiable Stores and Drugs held on board (Australian 

Customs Form 42A) 
Last Port Clearance. 
The Customs Officer will also wish to sight the following documents: 
Ship’s Register 
Safety Radio Certificate 
Safety Construction Certificate 
Safety Equipment Certificate 
Loadline Certificate. 


The documents required by the Department of Health are: 
2 Declarations of Health (Australian Government Department of 
Health Form Q.360) 

1 Crew List 

1 Vaccination List 

1 Ports of Call List. 

The Quarantine Officer will also wish to sight a current Derat 

Exemption Certificate. 
PILOTAGE: Pilotage, which is compulsory is provided by the 
Queensland Department of Harbours and Marine, whose Pilots are 
stationed at the port. Vessels should notify the Harbour Master, through 
their Agents of their ETA 24 hours before arrival and they will be advised 
of the Pilot boarding area. The boarding areas are generally 2.3 miles 
S.E. or N.E. of Hay Point Wharf, depending on whether the vessel is 
berthing port side or starboard side alongside. 

Vessels must make a good lee for the pilot boat and have a pilot 
ladder rigged in accordance with the provisions of the Navigation 
(S.O.L.A.S.) Regulations. 

Boarding of Pilots may be possible by helicopter if vessel meets 
certain requirements. The decision will be made after radio 
communication with the vessel. 
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Coastal and Reef Pilotage: Pilotage through Hydrographers Passage, 
Palm Passage, Grafton Passage and the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See “Torres Strait’. 

Hydrographers Passage: Masters’ attention is drawn to Sailing 
Directions for Hydrographers Passage compiled by the Australian 
Department of Transport. Relevant extracts are: 

“Hydrographers Passage shortens the route between Hay Point and 
Japan via Rossel Island by approximately 220 miles.” 

"Vessels too deep to pass through Torres Strait in safety and bound 
for ports in the Singapore to Europe (via Suez) range may find it shorter, 
and with a greater likelihood of favourable weather and currents, via 
Hydrographers Passage, East and North of Papua New Guinea, and 
through Sagewin Strait, than the alternative route via Bass Strait and 
the Great Australian Bight.”’ 

“The Commonwealth Department of Transport strongly recommends 
that all vessels engage the services of a pilot for transit of 
Hydrographers Passage." 

NOTES: In 1987 the R.A.N. surveyed Diamond Passage in the Coral 
Sea. Use of this channel and Jomard Entrance now results in a voyage 
reduction of about 245 miles. 

The route via Hydrographers Passage, Diamond Passage and North 
of Papua New Guinea to Suez is approximately 125 miles shorter than 
the Great Australian Bight route. 

During the Southern Winter months, vessels bound for Europe via the 
Cape of Good Hope have found better sailing conditions and obtained 
a faster voyage by taking the route North of Papua New Guinea rather 
than the Great Australian Bight. 

Vessels loading in central Queensland during the period from 1st April 
to 30th November and bound North via Hydrographers Passage or the 
Inner Route to Torres Strait are able to load to the Tropical! Load Line. 

For details of the IMO recommendation on pilotage, ordering a pilot, 
and communications arrangements see “Torres Strait”. 


ANCHORAGE: No. 1 Anchorage generally used by vessels which will 
be berthing port side to, is situated 2.3 miles S.E. of Hay Point Wharf. 
No. 2 Anchorage for vessels berthing starboard side to, is situated 
2.3 miles N.E. of Hay Point Wharf. Ships will be advised of their 
anchorage position before arrival but the attention of Masters is drawn 
to the restricted area between Nos. 1 and 2 Anchorages where 
anchoring is prohibited. Also see “Plan”. 


RESTRICTIONS: A vessel arriving at the port must have its propeller 
totally immersed and be trimmed not more than 2.5 m. by the stern. 
Maximum departure draft is dictated by the height of tide and is 
calculated on the basis of maintaining an underkeel clearance in the 
departure channel equal to 10% of draft + 0.6 m. Channel depth is 
13.4 m. and vessels on maximum draft will sail 1 hour before HW. 
While alongside vessels must maintain a minimum underkeel 
clearance of 1.5 m. 
Vessels over 100,000 D.W.T.: We have been advised that restrictions 


.in excess of the published draft calculations exist for vessels in excess 


of 100,000 tonnes deadweight calling at the port. 

The restrictions depend on to which side the vessel berths to at Hay 
Point No. 1 or the Dalrymple Bay berth. Hay Point No. 2 is not affected. 
The following apply: 

Hay Point No. 1 
Vessels berthing port side to: Normal draft calculations apply. 
Vessels berthing starboard side to: Normal draft calculations less 
additional 1.2 m. 
Dalrymple Bay 
Vessels berthing starboard side to: 
Vessels berthing port side to: 


Normal draft calculations apply. 
Normal draft calculations less 
additional 0.9 m. 

The state of the tide determines which side to each vessel will berth. 
However, by arrangement with the shippers the vessel can wait for a 
more suitable state of tide to enable the vessel to berth on the side 
where draft restrictions do not apply. This can result in delays of up to 
4 hours. 


MAX. SIZE: The designed maximum size vessel for the berths is 
200,060 d.w.t. 
HEALTH: Radio Pratique may be requested through a vessel's Agents, 
between 12 and 24 hours prior to arrival. This is generally granted if 
there are no unusual circumstances. See “General” before first port. 

On receipt of quarantine message the Agent will obtain from the 
Harbour Master an anchorage position and advise vessel not berthing 
on arrival. 

Inspections may be carried out at the jetty or at anchorage at the 
discretion of the Quarantine Office. 

Pratique is available in the berth on a 24 hour basis, 7 days per week. 

Rat guards are to be maintained on all mooring lines whilst the vessel 
is alongside. 

Whilst in the vicinity of the port, vessels are required to store garbage 
aboard in containers approved by the Quarantine Inspector. 
RADIO: Radio messages can be sent through Sydney Radio (VIS) but 
within 24 hours of arrival Townsville Radio (VIT) provides a faster 
service. 
Advice of Arrival: Dalrymple Bay: The Port of Hay Point is a First Port 
of Entry and all vessels bound for this port to load at the Dalrymple Bay 
Coal Terminal facilities are to radio through the normal recognised 
coastal radio stations or by telex the following arrival notifications, 
addressing their messages to: 

Cables: Shipserv Dalbay Mackay. 

Telex: AA 46374. 


The following ETA notices are required: 


(i) 7 days before the intended arrival at the port, or on departure 
from the last discharge or loading port, whichever is the sooner, 


advising: 
ETA at the port. 


Whether the port is the first port of call in Australia. 


Arrival condition (ballast or part loaded). 


Cargo requirement. 
Full or part cargo. 


(ii) (a) 48 hours before intended arrival at the port advising: 
ETA at the Anchorage Area/Pilot Boarding Ground within port 


limits. 


Confirmation of tonnage intended to load. 


Forward and after arrival draft. 


Planned forward and after sailing draft. 


Stowage plan. 
Hatch loading sequence plan. 


Distance between keel and hatch coaming. 
(b) Masters of vessels calling to load part cargo only shall advise 


the following additional information: 


If arriving part loaded: 
Berthing displacement. 
Previous loading port. 
Stowage of loaded cargo. 


If completing loading at subsequent port(s): 


Next loading port. 


(c) Masters of O.B.O. vessels are to furnish the following 


additional information: 


Nature of the preceeding 3 cargoes the vessel has carried. 
Date and place last petroleum product was discharged. 
Statement on the condition of the slop tanks and whether these 
are pressed up or fully inerted and sealed. 

The date and place of issue of the Gas Free Certificate carried 


on board. 


Confirmation or variation of previously advised ETA at the port. 


(iii) 24 hours before intended arrival at the port advising: 
Confirmation or variation of previously advised ETA at the 


Anchorage/Pilot Boarding Ground. 


(iv) Immediately upon arrival at the Anchorage/Pilot Boarding 
Ground, as designated, within port limits, advising: 


Arrival/anchorage time. 
Chart position. 


Declaration that vessel is in all respects ready to load, with clean 
hatches, and hatch covers opened on berthing. 


First pour. 
Actual arrival draft forward and aft. 


BERTHS: The Port of Hay Point currently consists of 3 coal loading 


berths as follows: 


Central Queensland Coal Associated Berth No. 1: 


Berth Alignment 

Dredged Depth 

Dredged Width 

Dredged Length 

Nominal Loading Rate 

Shiploader Travel Distance 

Air Draft (From Chart Datum) 

Max. Height of Fenders Above C.D. 


350° True 

16.76 m. Below Datum 
60.96 m. 

342.90 m. 

4,000 t.p.h. 

188.98 m. 

24.0 m. 

9.2 m. 


Central Queensland Coal Associates Berth No. 2: 


Berth Alignment 

Dredged Depth 

Dredged Width 

Dredged Length 

Nominal Loading Rate 

Max. Shiploader Travel Distance 

Normal Shiploader Travel Distance 
(Between Limit Switches) 

Air Draft (From Chart Datum) 

Max. Height of Fenders Above C.D. 


Dalrymple Bay Coal Terminal Berth No. 1: 


Approach Trestle: 
Approach Trestle Length 
Trestle Conveyor Capacity 
Wharf: 
Design Vessel — Maximum 
Design Vessel — Minimum 
RL Top of Front (seaward) Rail 
Number of Berthing Dolphins 
Number of Mooring Dolphins 
Distance between extreme 
Berthing Dolphins 
Distance between extreme 
Mooring Dolphins 
Berthing Dolphin Fender Type 


Berth Depth 

Channel Depth 

Maximum Predicted Spring Tide 
MHWS 

MHWN 

Available Draft in Channel at MHWS 


with Underkeel Clearance” of 2.27 m. 


Available Draft in Channel at MHWN 


with Underkeel Clearance” of 2.15 m. 


Wharf Conveyor Belt Width 
Wharf Conveyor Belt Speed 


330° True 

17.06 m. Below Datum 
60.96 m. 

365.76 m. 

6,000 t.p.h. 

191.41 m. 


184.40 m. 
24.0 m. 
10.0 m. 


3,850 m. 
7,200 t.p.h. 


200,000 d.w.t. 
20,000 d.w.t. 
+ 17.6 I.w.d. 
7 

4 


254 m. 


490 m. 

Bridgestone — C2250H 
—R1 Cell Type 

—20.0 m. I.w.d. 

—13.4 m. |.w.d. 

6.7 m. 

5.49 m. 

4.23 m. 


16.6 m. 
15.5 m. 


2,000 mm. 
4.94 m./sec. 


*Underkeel Clearance = 10% of draft +0.61 m. 


AUSTRALIA 


Moorings: Due to the open sea nature of the berths vessels with wire 
rope moorings should have a synthetic tail at least 10 m. long fitted to 
assist in mooring and to reduce breakages. 

VHF: Call sign “Hay Point Harbour’. A continuous watch is maintained 
on Channel 16. Working Channels are 14 and 12. Vessels arriving at 
the anchorage should confirm ETA 2 hours before arrival and then notify 
anchoring time. A continuous watch should be maintained on Channel 
16 while at anchor. 

TUGS: 2 tugs each of 75 tonnes bollard pull are available to service 
vessels using the Central Queensland Coal Associates wharves and 
2 Z-peller tugs each of 55 tonnes bollard pull are available for the 
Dalrymple Bay Terminal. Tugs normally join vessel at pilot boarding 
area. Tugs lines are used. 

LOADING: Dalrymple Bay: Vessels shall be ready in all respects to 
commence loading on completion of mooring with holds clean and 
hatches open and present detailed loading plan, agreed to by the 
Terminal, which clearly shows hatch quantities with loading sequence 
and quantity of coal to be reserved for trimming, by hatches, including 
anticipated sailing draft. 

Ballast shall be adjusted to ensure at HW a minimum clearance of 
1 m. is maintained between the vessel's structure and the shiploader. 
Ballast to be discharged at a rate which prevents disruption to loading, 
final trimming and completion. 

Loading Procedures: A portable radio and telephone will be placed on 
board for communications during shiploading operations. 

The loader operator is in direct radio and telephone contact with the 
Control Room and the Production Foreman at all times. 

The responsible ship's officer may direct the shiploader operator at 
any time. 

The manner in which the coal is stowed is the sole responsibility of 
the Master or his nominee and his instructions and directions will be 
complied with within the limits of the Terminal facilities. Any changes in 
loading sequences must be immediately relayed to the Production 
Foreman. 

The coal is reclaimed from the Terminal stockpiles by bucketwheel 
reclaimer or received direct from the rail receival pit and, after passing 
through a 1,000 tonne capacity surge bin and the automatic sampling 
station, is conveyed at a nominal rate of 6,300 t.p.h. to the shiploader, 
a distance of 3,880 m. 

In the case of problems during loading, the Production Foreman may 
be contacted via the shiploader operator or the Control Room, the 
telephone numbers of which are listed on the Terminal Loading Plan, a 
copy of which is retained by the Master. 

On directing the shiploader operator to stop loading during normal 
operations, there will be between 150 to 200 tonnes still to be received, 
being coal that has to be cleared from the wharf belt to permit the loader 
to move from South to North. 

At the completion of loading the operation is first stopped at the 
reclaimers and the whole system emptied of coal. The surge bin and all 
reclaim, jetty, wharf and shiploader belts have at the moment of stopping 
a variable amount of coal, depending on the position of the reclaimers, 
shiploader and the feed rate in use. The amount of coal may be up to 
3,355 tonnes. 

All coal contained on the outloading conveying system must be run 
off into the vessel on completion of loading. The Production Foreman 
will be able to give an estimate of the quantity to be expected. An 
allowance for these tonnages must be made during the final stages of 
loading. 

It is essential for the efficient operation of the loading system that a 
minimum quantity of 250 tonnes be requested for the final pour. Smaller 
quantities cannot be handled effectively. 

Red, green and white list lights, clearly visible to the shiploader 
operator, are recommended fittings on all vessels loading coal. A fixed 
white light shall indicate the vessel is upright. 

The Shiploader Operator has been instructed to observe the trim lights 
and to keep the vessel upright during loading and to stop loading in the 
event of a hatch becoming too full. 

The sole responsibility for the correct and safe loading of the vessel, 
as is customary, rests with the Master and it is stongly recommended 
that a responsible officer is on deck at all times directing and supervising 
the loading by mechanical shiploader to a spout trimmed condition. No 
mechanical or manual trimming will be undertaken by the Terminal 
Company. The vessel is to provide sufficient lights on board for night 
loading and shall open and close hatch covers. 

Vessels nominated to load consignments for more than one parcel 
shall complete each parcel before starting the next. 

Masters are cautioned that loading of coal is carried out by draft. 
Frequent “on the run” draft checks between hatch changes should be 
carried out. Whilst shiploading sequences are equipped with weight 
scales, these figures are to be used only as a guide. Reference to these 
will not relieve the Master of the responsibility of adequately maintaining 
draft checks and supervising the loading accordingly. No guarantee of 
accuracy can be given of these belt weight scales. 

On directing the Shiploader Operator to stop loading in an emergency 
there will be about 150 tonnes to receive as the belts do not stop 
instantaneously. The loader may then be moved from North to South 
only, or loading resumed in the same hatch. 

Subject to tide, ships shall be ready to vacate the loading berth on 
completion of loading and have all gear tested and available for use on 
departure. 

Draft Survey: Weight determination of coal loaded onto vessels is carried 
out by Draft Survey, utilising the ship’s scales to the nearest tonne, 
conducted by a Surveyor acceptable to the Terminal Company. 

Immediately the vessel is berthed, the Surveyor will carry out an initial 
Draft Survey to determine all weights on board. The Surveyor will review 
the proposed loading plan and be available to advise the Master on the 
loading sequence and quantities most appropriate to the Terminal 
facilities and equipment and early despatch of the vessel. 

During the final stages of loading, the Surveyor will attend the vessel 
and be available to advise the Master as required on the final trimming 
and cargo distribution. 
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Immediately on completion of loading the Surveyor will carry out the 
final survey and issue a Certificate of Weight in respect of the entire 
cargo loaded. 

The Master or his nominee is required to assist the Surveyor in 
determining the quantity loaded and its hatchwise stowage. 

Properly certified accurate and legible ships scales shall be made 
available to the Surveyor. 

Gas-Freeing of Vessels: The Master of every O.B.O. vessel shall include 
the following information with the 48 hour arrival notice (ETA), addressed 
to: 

By Radio: “Shipserv Dalbay Mackay”. 

By Telex: AA 46374. 

(a) Nature of preceding 3 cargoes the vessel has carried. 

(b) Date and place last petroleum product was discharged. 

(c) Statement on the condition of the slop tanks. 

(d) Date and place of issue of the Gas-Free Certificate carried on 

board. 

See “Radio — Advice of Arrival’. 

No Gas-Free Certificate signed by the Ship's Master will be accepted. 

The Master of an O.B.O. vessel shall not allow his ship to berth at 
the Terminal facilities unless the vessel is certified to be gas-free and a 
Certificate of Test has been issued by an authority acceptable to 
Dalrymple Bay Coal Terminal Pty. Ltd., certifying that the tanks, holds 
and/or spaces are free from explosive, flammable and injurious gases, 
fumes and vapours and slop tanks are pressed up or fully inerted and 
sealed, and such certificate is still valid. 

Slop tanks pressed up or fully inerted and sealed shall not be opened 
whilst the vessel is alongside the berth. 

All costs in connection with the inspection, testing and issue of a 
Certificate of Test in relation to a tank or hold or space for the purposes 
of these requirements shall be borne by the Owner of the ship. 

A Notice of Readiness will not be accepted from an O.B.O. vessel 
unless it is certified gas-free in accordance with the above requirements. 
Shiploader: 


Maximum Loading Rate 7,000 t.p.h. 
Shiploader Conveyor Belt Width 2,500 mm. 
Shiploader Conveyor Belt Speed 3.2 m./sec. 
Maximum Operating Wind Speed 72 k.p.h. 
Maximum Reach of Chute 

from Front Rail 41.5 m. 
Fender Face from Front Rail 7.5m. 
Maximum Reach of Chute 

from Fender Face 34.0 m. 
Shuttle Travel 21.7 m. 
Shiploader Longitudinal Travel 214 m. 
Highest Boom Working Position +12° 
Lowest Boom Working Position 6: 
Distance from 0.0 |.w.d. to Underside 

of Boom in +12° Position at 

Fender Face (Air Draft)** 30.3 m. 


Cyclone Security Tie down to strongpoint 

**Dimension shown provides for a clearance of 0.6 m. but location of 
Control Cabin and hatch covers should be checked for each berthing. 
MEDICAL: Hospital and dental facilities available in Mackay 37 km. by 
road. Agent should if possible be notified at least 24 hours before arrival 
of medical attention required, or on Friday if arriving over weekend. 
DENSITY: Average 1024. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: See “Brisbane”. 
REPAIRS: Minor repairs only. Vessels not permitted to immobilise at 
berths. 
DRY DOCKS: None. 
SURVEYORS: Cargo and Draft Surveyors in attendance at berths. On 
hire and gas-free surveys can be carried out. Arrange through Agents. 
Department of Transport Surveyor — see “Gladstone”. 
GANGWAY/DECK WATCHMEN: None available. 
OPENING/CLOSING HATCHES: To be opened and closed by ships 
crew. 
CUSTOMS ALLOWANCES: 200 cigarettes, 26 oz. bottle spirits every 


10 days. 
REPATRIATION: Readily available through Mackay Airport which has 
daily connections to Brisbane and worldwide. 
AIRPORT: At Mackay 37 km. by road. Serviced by Australian Airlines 
and Ansett. Regular daily flights to Brisbane and Sydney. 
TIME: See “General” before first port. 
HOLIDAYS: Public holidays as for Brisbane. Loading operations are 
unaffected except for Christmas Day. 
POLICE/FIRE/AMBULANCE: Police Tel: 512000. Ambulance Tel: 
572 222. Fire — contact relevant terminal operating company. 
EMERGENCY CO-ORDINATION CENTRE: Australian Coastal 
Surveillance Centre, Canberra. Search and Rescue Tel: (062) 475 244. 
TELEPHONES: Available on each berth. 
SERVICES: Compass adjusting and radio, radar or ayro repairs can be 
arranged if prior notice is given. 
BANKS: Major Australian banks are represented in Mackay. Contact 
through ships’ Agent. 
SHORE LEAVE: Permitted. Nearest city is Mackay 37 km. away. 
IDENTIFICATION CARDS: Citizens of certain non-Commonwealth 
countries require identification cards. 
GENERAL: Charts and Publications: Australian Pilot Volume il. 
Australian Chart No. Aust. 249. Sailing directions and other information 
for the Ports and Harbours of Queensland. Ports of Queensland and 
their services. 
Weather Conditions: The Port of Hay Point is situated in the cyclone 
belt. An incidence of about 2 cyclones per year can be expected on the 
Queensland coast, usually during the cyclone season between 
November and April. 

Prevailing winds are South-Easterly and velocities in excess of 
25 knots are infrequent. 
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The port facilities are sheltered from major swell by the Great Barrier 

Reef. However, prolonged South-Easterly winds of more than 20 knots 
can occasionally make conditions unsafe alongside and Masters are 
advised to order Pilot and tugs in sufficient time should these conditions 
occur. 
Tides: Tidal streams are generally weak, reaching a maximum strength 
of 2 knots at Spring tides. The flood tide sets 150° and the ebb sets 
330° parallel to the berth with the direction of the stream changing about 
1.5 hours before the predicted tide times. 


Maximum Predicted Spring Tide 6.70 m. 
Minimum Predicted Spring Tide —0.10 m. 
Mean Spring Tidal Range 4.75 m. 
Mean Neap Tidal Range 2.24 m. 
Mean Sea Level above Chart Datum 3.11m 


The Port of Hay Point is a standard port in the Australian National 
Tide Tables published by the Hydrographer, Royal Australian Navy and 
in the Official Tide Tables for Queensland published by the Department 
of Harbours & Marine. 

The minimum underkeel clearance of 10% of the vessel's loaded draft 
plus 0.61 m. allows a maximum drafted vessel to sail 1 hour before HW. 
The least depth in the channel is —13.41 m. |.w.d. 

The Harbour Master has advised maximum permissible drafts relative 
to predicted height of tides, for general guidance, which may be 
amended from time to time at the Harbour Master's discretion to suit 
prevailing conditions. 

AUTHORITY: Harbours Corporation of Queensland, P.O.Box 2595, 
Brisbane. Contact: Assistant Director, Harbours Management. Tel: (07) 
224 2111. FAX: (07) 229 5914. 

Harbour Master, Hay Point — Captain J. Watkinson. Tel: (079) 563 254. 

FAX: (079) 563 367. 


AGENT: Sub-Agent of Patrick Agencies, Brisbane. 


HOBART (including Risdon), Tasmania: 
42.53 S. 147.20 E. (See Plan) 


PORT LIMITS: ‘Harbour’ means so much of the waters of the River 
Derwent and its Estuary as lie to the Northward of a line drawn from the 
Derwent Light (on the Iron Pot Islet) to Kelly Point, on North Bruny; 
together with so much of the D’Entrecasteaux Channel as lies to the 
Northward of a line drawn from the Southern end of Partridge Island to 
Southport Island; and together with all bays and estuaries opening either 
into the said River Derwent or the said D'Entrecasteaux Channel. 
DOCUMENTS: As for all Australian Ports. 

PILOTAGE: Pilotage is compulsory for all vessels exceeding 35 m. in 
length. For vessels bound for Hobart (including Risdon) the pilot 
boarding ground is on a line drawn from White Rock Lighthouse (Chart 
AUS 171 — Lat. 42° 58.7’ S., Long. 147° 23.9' E., Fl. W. 3 secs., 13 m., 
8 nautical miles); to Crayfish Point on the Western bank of the River 
Derwent. Notice of ETA and request for a Pilot must be advised at least 


. 24 hours in advance and confirmation or amendment of this ETA must 


be made not less than 2 hours prior to the vessel's arrival at the pilot 
station. Channel 16 VHF is continuously monitored and ETA may be 
confirmed or adjusted on this frequency using the call sign “Hobart 
Harbour”. Vessels can generally establish contact on Channel 16 at 
ranges in excess of 50 nautical miles from Hobart and are requested to 
do so. Fax: (002) 310693. Port Tower — Fax: (002) 346116. 

The pilot boat is 13.1 m. LOA, white upper works, blue hull with the 
word ‘Pilots’ on each side. 

ANCHORAGE: Vessels awaiting Pilot may anchor 1 mile S.E. of 
Crayfish Point or 1 mile S.W. of White Rock Light, depending on weather 
conditions. Depth of water is 20 m. with good holding ground. Vessels 
wishing to proceed to the Quarantine Anchorage will require a Pilot. 
RESTRICTIONS: Navigation within the Port of Hobart is on a 24 hour 
basis with the following exceptions: 

(i) Vessels of 25 m. or more in length will not be permitted to pass 
under the Tasman Bridge from Monday to Friday inclusive 
between the hours of 0700 to 0915 and 1600 to 1830. 

(ii) At Risdon vessels exceeding 175 m. in length and of a draft more 
than 10 m. may be restricted from departing berth during the 
hours of darkness if such vessel has to swing to proceed to sea. 

The following overhead clearance restrictions exist within the Port of 
Hobart: 

(i) The centre line of the Main Navigation Span of the Tasman Bridge 
is 45 m. above MHWS. 

(ii) The overhead clearance of the power cable just South of the 
Electrolytic Zinc Company Whart at Risdon is 45.7 m. above 
MHWS. 

MAX. SIZE: The maximum depth of water at the entrance to the River 
Derwent is 15.2 m. Ships of up to 12.6 m. draft can be accommodated 
at Macquarie No. 4 Berth. There is no restriction as to length and beam. 
Max. draft available at Risdon is 10.7 m. 

HEALTH: Australian Commonwealth Rules apply. 

Requests for Radio Pratique should be forwarded to the Quarantine 
Office, Hobart through the vessel's Agent. They should be in writing and 
include answers to the Radio Pratique questionnaire. 

Where delivery of the request for Radio Pratique by the Agent is 
difficult or impossible, such as night time or at weekends, the request 
and answers to the questionnaire may be given by telephone on the 
strict understanding that the Agent delivers the written documents as 
soon as practicable on the next working day. 

On receipt of a request for Radio Pratique, the vessel's Agent will be 
informed whether Radio Pratique will or will not be granted and it will 
be the responsibility of the vessel's Agent to inform the vessel. 


RADIO: Hobart Radio — call sign VIH. Hours of duty EST (add 1 hour 
for Summer Time) Monday to Saturday inclusive 0730 hrs. — 1730 hrs., 
Sunday 0800 hrs. — 1600 hrs. 

RADAR: There is no Port Control Radar but the pilot boats are radar 
equipped. Minimal fog may occur during April to July but shipping is 
seldom delayed because of it. 

VHF: The Marine Board of Hobart maintain a listening watch on Channel 
16 and Channel 67 on a 24 hour basis from the Port Control Building 
Hobart. When contact has been established all traffic must be passed 
through Channel 12. Tugs are worked on Channels 6 or 8. Vessels can 
usually establish contact on Channel 16 at ranges in excess of 
50 nautical miles and are requested to do so. (See also “Pilotage”’). 
TUGS: Five tugs as available for assisting vessels. Their bollard pulls 
vary from 10 tonnes to 25 tonnes. Vessels bound for Risdon will pick 
the tug up just North of the Tasman Bridge. A nominal additional charge 
is made for the use of tugs’ lines. 


BERTHING: 

Hobart: 

Macquarie No.4: Common user container/general cargo berth. Quay 
length 244 m., water depth 12.6 m. 3 ha. of sealed cargo area, adequate 
reefer holding points, rail siding connecting into main rail system, wharf 
apron, axle loading 70 tonnes. It is equipped with a 35 tonne container 
gantry crane. 

Macquarie No. 2/3: Common user deep sea berth suitable for quarter 
ramp vessels. Quay length 328.3 m., depth 10 m. to 14.7 m. 
Macquarie No. 1: General cargo berth, quay length 168.9 m., water 
depth 6.2 m. to 9.8 m. 

Elizabeth St. Pier: Used for discharge and storage of vehicles. Quay 
length 153 m., water depth 7 m. to 11.3 m. 

Princes No. 1: Common user Ro-Ro berth for vessels equipped with 
their own ramps. Quay length 138 m., water depth 7.2m. Used by 
William Holyman & Sons, ramp is fixed with an axle load SWL of 
40 tonnes. 

Princes No. 2: General cargo and bulk wheat discharge bertn. Quay 
length 167.7 m., water depth 8.0 m. 

Macquarie No. 5/6: Terminal leased to Union Steamship Co., comprises 
2 Ro/Ro berths with adjustable ramps each having an axle loading SWL 
of 59 tonnes. Quay lengths 135 m. and 189 m., water depth 10.1 m. to 
11.2m. A marshalling area provides 4.4 ha. of fenced hardstanding. 
Macquarie No. 5 is equipped with a 35 tonne container gantry crane. 
Selfs Point Oil Wharf: Dolphin type berth with a wharf face length of 
98 m., length over dolphins of 258 m., and a water depth of 14.0 m. 
Facilities are available for discharge of all black and white products 
including LPG. In addition vessels may obtain supplies of marine fuel 
oil and marine diesel oil for bunkers. 

Risdon: 

Owned by the Electrolytic Zinc Company of Australasia, situated 
2 miles above the Tasman Bridge on the Western side of the river. Quay 
length 400 m., water depth 10.4 m. to 10.7 m. Imports of raw and semi- 
processed materials such as zinc concentrates, phosphate rock, muriate 
of potash etc., are discharged by a conveyor system. Exports of 
manufactured zinc, cadmium, sulphate of ammonia are loaded via 
2 modern gantry type cranes of 24 tonnes SWL, also equipped with 
12 tonne grabs. 

Facilities are available for sulphuric acid to be loaded into tankers at 
a 151 m. acid wharf with a minimum depth of 7.9 m. 


CRANES: One 35 tonne container handling gantry crane with 34 tonne 
capacity, 31 m. from face of fendering. Maximum spreader height above 
wharf 27 m, Also rail length 225 m. 

1x31 tonne crane; 1x15 tonne crane; forklifts ranging from 170 kg. 
to 24,000 kg., 3 tow-motors; and 112m. tri-axle trailer container 
handling crane. 
BRIDGES: See “Restrictions”. 
STEVEDORES: 3 shifts, 7 days a week, O800hrs. — 1500hrs., 
1500 hrs. — 2200 hrs., 2200 hrs. — 0500 hrs. “Midnight” shift available 
only in special circumstances during the months of July, August, 
September. 
MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: See “Berthing”. 
DENSITY: Varies from 1016 at Risdon to 1025 at Hobart. 
FRESH WATER: Fresh water is available at all wharves. Delivery is 
effected via hydrants at convenient points along the wharves. Hose 
connections are 64 mm. diameter standard thread and delivery rates 
from 40 tonnes to 60 tonnes per hour per connection. 
FUEL: All grades of fuels and lubricants available. Vessels may be 
supplied at Selfs Pt. Wharf (see “Berthing”) or by road tankers. 
CONSULS: Consulates exist for the following countries: 


Denmark Greece Norway 

Finland Italy Sweden 

France Japan Switzerland 
Germany F.R. Netherlands United Kingdom 


REPAIRS: Facilities available for minor engine and hull repairs. Several 
repair firms are situated in Hobart. 

DRY DOCKS: No dry docks, however a modern slipway owned and 
operated by the Marine Board is available for vessels up to 1,200 tonnes 
displacement. 

SURVEYORS: A Commonwealth Surveyor is available and Lloyd's 
Agents also represent other Classification Societies. 
GANGWAY/DECK WATCHMEN: Can be supplied at Union award 
rates. Watchmen will be required during discharge/loading of dangerous 
cargoes. 

OPENING/CLOSING HATCHES: Normally handled by stevedores while 
alongside or by ship's crew before arrival. 

CUSTOMS ALLOWANCES: Australian Commonwealth Regulations 


apply. 

CARGO GEAR: Discharge/loading is usually by ship's gear except at 
Risdon and Macquarie No. 4. However a number of cranes are available 
for hire from the Marine Board (see “Berthing” and “Cranes’”). 


AUSTRALIA 


REPATRIATION: All facilities exist for crew changes and repatriation of 
seaman. Scheduled aircraft connect with all states several times daily 
where services operate world-wide and there is also one overseas flight 
per week via New Zealand. 

TIME: See “General” before first port. 

HOLIDAYS: No work will be performed on Waterside Workers’ Picnic 
Day (January); Labour Day (March); Good Friday; Anzac Day (25th 
April); and Christmas Day (25th December). Work is restricted to certain 
types of vessels and conditions on New Year's Day (1st January); and 
Boxing Day (26th December). 

POLICE/AMBULANCE/FIRE: Automatic fire alarms are _ installed 
throughout the port and emergencies can be reported to Port Control 
on Channel 16, 24 hours a day. Otherwise fire, police and ambulance 
calls may be reported by dialling 000. 

TELEPHONES: Available at all wharves and may be placed on board 
vessels. Standard rates apply and coin operated telephones are 
available for use by ship's crews. 

SERVICES: A number of Compass Adjusters are available. 

SHORE LEAVE: No restriction on crew shore leave or need for shore 
passes as long as Immigration and Customs requirements have been 
satisfied. 

AUTHORITY: Marine Board of Hobart, P.O.Box 202 B, 1 Franklin Wharf, 
Hobart, Tasmania, 7001. Tel: (002) 351000. FAX: (002) 310693, Port 
Tower (002) 346116. Contact: Captain J.B.N. Hodgson, Harbour Master. 


AGENT: Sub-agent of Patrick Agencies, Melbourne. 


LAUNCESTON, Tasmania (including Inspection Head, 
Beauty Point, Bell Bay): 41.27 S. 147.07 E. (See Plan) 


PORT LIMITS: A line drawn from Low Head to Hebe Reef thence to 
West Head defines the seaward limit of the Port of Launceston (including 
Port Dalrymple which comprises Bell Bay, Beauty Point Harbour and 
Long Reach). 

Seaward Position of Port: Lat. 41° 03’ S., Long. 146° 45' E. 

A vessel is considered to have arrived when at the Pilot Boarding 

Ground. 

Charts: Aus. No. 167 and 168. 

DOCUMENTS: Agents prepare Bills of Lading and Shipping Documents. 
Only documents required Crew List and Passenger List. Light Dues 
receipt is necessary if payment is made before arrival. 

PILOTAGE: The Pilot service is provided by the Port Authority and is 
compulsory for all vessels over 50 g.r.t. unless a valid Pilot Exemption 
Certificate is held for the Port of Launceston. 

Contact Harbour Master by radio giving ETA 24 hours before arrival, 
and give updated ETA to “Bell Bay Control” on VHF radio 3 hours before 
arrival. “G" flag to be flown on daylight arrival. Harbour Master also on 
Telephone and Telex (see “Authority”). 

Pilot boards from launch (fitted with VHF Channels 12, 16, call sign 
“Tamar Pilot’), 1.4 nautical miles N.W. of Low Head Lighthouse. 
ANCHORAGE: 

Position (a) Low Head Lat. 41° 03’ 32” S., Long. 146° 47’ 18” E. 
(b) 1.15 miles 280° from (a) 
(c) 0.90 miles 308° from (b) 
(d) 0.85 miles 038° from (c) 
(e) 0.90 miles 128° from (d) 
thence 0.85 miles 218° to (b) 
RESTRICTIONS: Navigation of Lower Reaches: 

(a) Draft Limitations: Determined by a 1.4 m. clearance under the keel 
giving maximum permissible draft at LW 9.0m. (at zero tide), and 
maximum permissible draft at HW 11.1 m., increasing to 11.5 m. at 
Pilot's discretion. 

(b) Size Limitations: Vessels over 170m. LOA enter and depart 
according to the time limitations below. For vessels exceeding 250 m. 
LOA and/or 45 m. beam contact Harbour Master. 

(c) Time Limitations: 

Entry: Vessels over 170 m. LOA enter on flood tide only. Earliest entry 
is 30 minutes after LW at George Town. Vessels then enter according 
to draft through to 30 minutes after HW at George Town. Pilots board 
approximately 15 minutes before these times. 

Departure: Vessels over 170 m. LOA single up for departure within 
the following limits: Large vessels berthed at Woodchip Berths — from 
1 hour before, up to HW or LW (George Town) depending on draft and 
tide. Vessels berthed at all other down river berths — from 1 hour before 
to 1 hour after HW or LW (George Town) depending on draft of vessel 
and tide. 

Shifting of Vessels: The shifting of vessels of any size from berth to 
berth within the Port will be undertaken 24 hours a day, subject to any 
special requirements at the berth. 

(d) Night Navigation (Entrance Channel): 

Entry: Vessels over 200 m. length at Pilot's discretion. 

Departure: Vessels over 180 m. length at Pilot's discretion. 
Navigation of Upper Reaches: The Upper Reaches are navigable to the 
City of Launceston. 

Limitations: Length 100 m., draft 5.4 m. 

Special Navigation Conditions: Contact Harbour Master for vessels and 
conditions outside these limits. 

Datum: Lower Reaches: LAT (Lowest Astronomical Tide)=AHD* minus 
1.977 m. Upper Reaches: LWOST (Low Water Ordinary Spring 
Tide)=AHD minus 2.260 m. 

*AHD = Australian Height Datum. 

Tidal Range: George Town — average 2.3 m. Launceston — average 
3.8m. 
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Depths Alongside: 
Eastern 
(At Lowest Astronomical Tide) 
No. 1 Bell Bay, 
Comalco (Private) 10.8 m. 
No. 2, Bell Bay, 
(A.N.L. Ro/Ro and Container) 8.4m. 
No. 3, Bell Bay, 
(Temco, Bulk and General) 11.2 m. 
No. 4, Bell Bay, 
(Tankers) 11.2 m. 
No. 5, Bell Bay, 
Multi-Purpose 
(Ro/Ro and Container) (see “Plan”) 9.0m. to 12.4m. 
Long Reach, 
Thermal Power Station 12.3 m. 
Long Reach, 
No. 1, Woodchip N. (Forest Resources) 11m: 
Long Reach, 
No. 2, Woodchip S. (A.P.P.M.) 11.2 m. 
Western 
(At Lowest Astronomical tide) 
Inspection Head 
(Bulk Wheat and Tallow) 9.9m 
A.M.C. Jetty, Beauty Point (Private) 9.7m 
Launceston 
Kings Wharf 
R.A. Ferrall Shiplift — Contact 
Kings Wharf Harbour 
Cattle Jetty Master 
Wheat Berth 
Ship Repair Facilities: Launceston 
Fitting Out Berth: Contact 
Town Pier Harbour 
Wm. Hart Graving Dock: Master 
Dock Ramp 


HEALTH: Organised by ship's Agent. Notify Agent prior to arrival. 
Pratique automatic if vessel visits other ports in Australia prior calling 
Launceston, otherwise contact: Health Department, Commonwealth 

Dept. of Health, Quarantine Dept., Ship Inspection Service, ANL 

Terminal, Bell Bay, Tas. 7252. (P.O.Box 132, George Town, Tas. 7253). 

Tel: (003) 82 2224. 

Radio Pratique: The Master of any vessel arriving from overseas should, 

not more than 24 hours and not less than 12 hours before arrival, 

transmit to the Quarantine Officer, if necessary through the Agent, 

a statement giving the following details: 

A. Name, type and nationality of vessel. 
B. Itinerary for last 21 days. If over 21 days from last port, name of 
port and date of departure. 

Name of first Australian port and ETA. 

Number of crew. 

. Number of passengers. 

. Any deaths on board during the voyage? Give details. 

Any cases of illness during the last 21 days with a fever of 38°C 

or above, and: 

(a) accompanied by rash, jaundice or glandular swelling, or 

(b) accompanied by diarrhoea lasting longer than 24 hours. 

H. Persons suffering from venereal disease during the voyage? 

|. Live fish, birds, reptiles or other animals being carried (including 
ship’s pets). 

J. Livestock carried on previous voyages in the last 6 months? 
Please advise type of livestock, date of voyage and ports visited. 
Have all stock-carrying compartments been thoroughly cleaned 
and disinfected? 

K. Do you request Radio Pratique? 


Onmso 


RADIO: Melbourne VIM or Hobart VIH. 


VHF: Port Control: (manned 24 hours). Tel: Bell Bay (003) 820111, 
820175. Telex: Bell Bay AA58640 PBBAY. Telefax: Bell Bay (003) 
821695. Telegraphic Address: Harbmaster Launceston. Radio Call Sign: 
“Bell Bay Control’. Pilot Call Sign: “Tamar Pilot’. 
Radio Service: The P.L.A. Port Control Room at Bell Bay is manned 
24 hours and operates a radio service on the following frequencies. 

VHF Channel 16 (156.8 MHz) International distress and calling. 

VHF Channel 12 (156.6 MHz) Working frequency. 

VHF Channel 67 (156.375 MHz) Alternate calling and distress. 

HF 2182 kHz International distress and calling (for emergency use 
only). 

Call Sign: “Bell Bay Control”. 

Assistance Afloat: Contact Port Control. Assistance Ashore: Contact 
Port Control. Emergency Assistance: Contact Port Control. 
Port Office: The “Port Office” at Bell Bay includes the Harbour Master's 
Office and the “Port Control” room. The Harbour Master, with the Deputy 
Harbour Master and Assistant Harbour Master/Pilots control shipping 
movements, berth and shed allocations, cargo storage areas and 
equipment requirements. 

Tugs, linesboats and linesmen are ordered by the ‘Port Office” staff 
on behalf of vessels’ Agents. 

It is therefore essential that any change in a vessel's ETA or ETD be 
communicated to the “Port Office’ as soon as possible. 
TUGS: Towage services are operated by North Western Shipping and 
Towage Co. Pty. Ltd. with 2 ship handling tugs (over 30 ton bollard pull) 
based at Inspection Head Wharf. Both are fitted with radar; both have 
fire monitors, and one has foam. 
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“Yorktown” built 1972, 249 g.r.t. LOA 29.49 m. Speed 10.5 knots with 
bollard pull of 33 tons, type 1.4mW, twin screw. 

“Farm Cove” built 1971, 209 g.r.t. LOA 29.42 m. Speed 12 knots. 
Bollard pull 32 tons. Twin screw. 

Other tugs are available at several hours notice from other ports. 
Launches are available for small ship and barge handling. 

> tugs are equipped with VHF radio with Channels 6, 8, 12, 16 
and 67. 


BERTHING: 
Bell Bay: On the Eastern shore within 8 nautical miles of the entrance. 


No. 1, Comalco Berth (Private): 

A concrete decked and piled wharf, providing facilities for handling of 
aluminium and bulk cargoes. Length of wharf: 152.4 m.; width 18.95 m. 
Width of apron: 9.1 m. Mooring dolphins: 5 with outermost 2 at 330.4 m. 
apart. Width of approaches: 6.1 m. Depth alongside: 10.8 m. at LAT. 
Height of deck above datum: 5.40 m. 

Cranes: 212.5 ton portal, electric, luffing, slewing, grabbing, 
travelling cranes. (Manufacturer: Stothert & Pitt). 

Lifting capacity/speed: 12.5 ton grab full; 6.25 ton (cargo) at 91.44 m./min. 
Max. radius: 20.57 m. Min. radius: 7.01 m. Tail radius: 5.33 m. Max. 
outreach from wharf fenders: 13.96 m. Max. backreach from wharf 
fenders: 27.19 m. Centre of crane to outer edge of wharf fenders: 6.61 m. 
Max. height of hook above wharf deck/max. radius: 19.81 m. Max. height 
of bottom of grab above wharf deck/max. radius: 8.23 m. Max. depth of 
bottom of grab below wharf deck/max. radius: 15.24 m. Length of travel: 
Full length of wharf. Rated capacity: 300 tonnes/p.h. each. Average 
“alumina” complete discharge: 225 tonnes/p.h. each. Average “pitch” 
complete discharge: 300 tonnes/p.h. each. 

Wharf deck loading: 2.7 tonnes/sq.m. (5 cwt/sq.ft.). 

Axle loading: 20 tonnes. 

Cargo bin: Uncovered concrete cargo bin 133.27 m. long x 8.53 m. 
wide x 3.66 m. deep runs along back of wharf. Alumina is now being 
discharged by self-unloading vessels to hoppers then by conveyor to 
the smelter. 

Other bulk cargoes: Discharged to hoppers then road-hauled to the 
works. 

Oil fuel: Via 200 mm. pipe; base of tanks is 30.48 m. above whart 
level. Manifold is in centre of wharf. 

Wharf power: Nil. 

Telephone: Ship Tel: (003) 82 1482, when connected. Agents Tel: 
(003) 82 1471. Comalco switchboard (003) 82 5111. 

Fresh Water: Available at maximum rate of 50 tonnes/p.h. per 
connection. 

Bunkering: Road tanker. 


No. 2, A.N.L., Ro/Ro, and Container Berth: A specially designed terminal 
for the Bass Strait and vehicular deck ships equipped with stern loading 
facilities capable of carrying wheeled and mobile cargo to maximum of 
120 tonnes gross weight. 

Length of wharf: 86.6 m.; width 38 m. Mooring dolphin: 227.9 m. East 
of ramp end. Fender dolphin: 116 m. East of ramp end. Depth alongside: 
8.4 m. at LAT. Height of deck above datum: 5.03 m. 

Cranes: (a) 25 ton portal, electric, horizontal luffing, slewing, travelling 
wharf crane for handling containers and unit loads. (Manufacturer: 


-Stothert & Pitt). 


Max. radius: 32m. Min. radius: 10.67m. Tail radius: 5.79 m. 
Max. outreach from wharf fenders: 24.39 m. Max. backreach from wharf 
fenders: 39.62 m. Centre of crane to outer edge of wharf fenders: 7.62 m. 
Max. height of hook above wharf deck/max. radius: 18.29 m. Max. depth 
of hook below wharf deck/max. radius 12.19 m. Length of travel: 28 m. 
Max. hoisting speed: 24.38 m. per min. (25 ton). 48.77 m. per min. (no 
load). Max. lowering speed: 36.58 m. per min. (25 ton). 

(b) 40 tonne mobile harbour crane is available for use at this berth 
in case of breakdown. For details refer “Cranes” section. 

Ro/Ro ramp: 8.23 m. wide with max. vehicle width of 8.14 m. and 
capacity in excess of 120 tonnes. Axle loading on ramp: 63 tonnes 
(forklift). Gross loads in excess of 120 tonnes can be accommodated 
with reference to Chief Engineer. 

Wharf deck loading: 2.7 tonnes/sq.m. (5 cwt./sq.ft.). Wharf axle 
loading: 14.5 tonnes; forklift — 43.6 tonnes. 

Marshalling area: 4.72 ha. 

Rail: Shipside. Rail loop services marshalling area. 

Reefer outlets: 102 for 120 refrigerated containers, each 415v, 
30 amp. Wharf power: 1x240v, 10 amp. 

Telephones: Ship (Master) Tel: ((003) 82 1366. Ship (Crew) Tel: (003) 
82 1593. Agents Tel: (003) 82 1084. 

Fresh Water: Available at maximum rate of 50 tonnes/p.h. per 
connection. 

Bunkering: Road tanker. 


No. 3, Bell Bay Wharf (Temco, Bulk and General): A concrete decked, 
steel piled wharf providing for handling of general and bulk cargoes. 

Length of wharf: 152.5 m.; width 20.4 m. Mooring dolphins: 236.9 m. 
apart. Depth alongside: 11.7 m. at LAT. Height of deck above datum: 
5.18 m. 

Cranes: 19 tonne slewing, luffing, grabbing, travelling crane with 
trailing hatch hopper on rails. (Manufacturer: Caillard Levage). 

Lifting capacity: 19 tonne with grab; 25 tonne with hook. Lifting 
capacity/radius: 19 tonne at 30 m. max. radius; 25 tonne at 24 m. max. 
radius. Max. radius 30m. Min. radius: 10m. Tail radius: 6m. 
Max. outreach from wharf fenders: 22.49 m. Max. backreach from wharf 
fenders: 37.51 m. Centre of crane to outer edge of wharf fenders: 7.51 m. 
Max. height of bottom of grab above wharf deck/max. radius: 18 m. 
Max. height of hook above wharf deck/max. radius 22 m. Max. depth of 
bottom of grab below wharf deck/max. radius: 14 m. Length ot travel: 
Length of wharf for 108 m. Associated equipment: Trailing hatch hopper 
with operator's cabin. Estimated unloading rate (grab): 500 tonnes/p.h. 
Average loading rate (grab): 660 tonnes/p.h. 


Whart deck loading: Deck and approaches: 4.3 tonnes/sq.m. (8 cwt. 
sq.ft.) except. Deck between crane rails: 2.7 tonnes/sq.m. (5 cwt./sq.ft.). 
Up to 140 tonne loads on suitable transporters can be accommodated 
with reference to Chief Engineer. Axle loading on deck/pavement: 
20 tonnes; 17.8 tonnes (forklift). 

Transit shed space: 744 sq.m. 

Whart power: 2x 415v, 30 amp.; 2x 240v, 10 amp. 

Telephones: Ship Tel: (003) 82 1768. Agents — Stevedores Tel: (003) 
82 1437. Temco — Wharf Office Tel: (003) 82 1411. Customs Tel: (003) 
82 1526. 

Fresh Water: Available at maximum rate of 50 tonnes/p.h. per 
connection. 

Bunkering: Road tanker. 


No. 4, Tanker Berth: AT” head concrete decked, timber berth. Vessels 
up to 212 m. length have been accommodated. Length of wharf: 25.5 m.; 
width 12m. Mooring dolphins: 262 m. apart. Fender dolphins: 61 m. 
apart. Depth alongside: 11.2 m. at LAT. Height of deck above datum: 
5.33 m. Axle loading: No vehicles allowed on deck without reference to 
Chief Engineer. 

Pipe-lines: (a) 2x 250 mm.; one for black and one for clean oil. 

(b) 1x100 mm.; for discharge of LP Gas, 440 kPa (64 Ib/sq.in.). 

(c) 1x75 mm. vapour return line. 

Manifold is 19 m. from downstream fender. 

Tanks: Bottom of tanks in tank farms 33 m. above manifolds on wharf. 

Wharf power: Nil. 

Telephones: Ship: (flame proof connection) Tel: (003) 82 1755. 
Watchman Tel: (003) 82 1179. 

Fresh Water: Available at max. rate of 50 tonnes/p.h. per connection. 

Bunkering: Fuel oil 100 mm. and 150 mm. connections, rate of 50/ 
60 tonnes/p.h. Diesel oil by road tanker, 75 mm. connection at 18 tonnes 
per 1 hour 15 minutes. 


No. 5, Multi-Purpose Berth (General, Container and Ro/Ro): A concrete 
decked, steel piled, heavy duty berth designed for Ro/Ro, container, 
conventional and bulk cargoes. 

A steel decked bridge 24.4m. longx7.2 m. wide connects West 
marshalling area to the wharf. Length of wharf: 313.6 m. Mooring 
dolphin: Behind wharf 37.3 m. East of wharf end. Depth alongside: 
9.0m. to 12.4m. at LAT (see Plan’). Height of deck above datum: 
5.05 m. 

Cranes: (a) 50 ton portal, electric, horizontal luffing, slewing, travelling 
wharf crane equipped with spreaders and other equipment for the 
handling of 6.1 m. and 12.2 m. ISO containers and grabbing by special 
arrangement. (Manufacturer: Deer Park Engineering). Lifting capacity/ 
radius: 40 ton at 32 m.; 50 ton at 22.86 m. Max. outreach from wharf 
fenders: 23.67 m. (40 ton); 14.53 m. (50 ton). Max. backreach from wharf 
fenders: 40.33 m. (40 ton); 31.19 m. (50 ton). Centre of crane to outer 
edge of wharf fenders: 8.33 m. Max. height of hook above wharf deck/ 
max. radius: 24.38 m. Max. depth of hook below wharf deck/max. radius: 
9.14 m. Length of travel: Length of wharf. 

(b) 40 tonne mobile harbour crane, with standard capacity of 
40 tonnes (under hook) and heavy lift capacity of 100 tonnes (under 
hook). (Manufacturer: Favco-Gottwald). 

Standard load/radius limits: 40 tonnes at 11 m. to 31 m., then reducing 
to 26.0 tonnes at 42 m. Heavy liftload radius limits: 100 tonnes at 11 m. 
to 17m. then reducing to 26.0 tonnes at 42m. Max. radius: 42 m. 
Min. radius: 11m. Max. outreach from wharf fenders: 33.67 m. 
Max. backreach from wharf fenders: 50.33 m. Centre of crane to outer 
edge of wharf fenders: 8.33 m. Max. height of hook above wharf deck/ 
max. radius: 32 m. Max. depth of hook below wharf deck/max. radius: 
15m. Associated equipment/spreaders, etc.: Equipped with remote 
controlled swivel gear, load leveller and fully automatic spreader for 
handling containers, general cargo and bulk materials. 

For further details see “Cranes”. 

Ro/Ro Ramp: 8.23 m. wide stern loading ramp with max. vehicle width 
of 8.14 m. and capacity in excess of 100 tonnes. 

Axle loading on ramp: 52.4 tonnes (forklift). Gross loads in excess of 
100 tonnes can be accommodated with reference to the Chief Engineer. 

Wharf Deck Loading: 3.23 tonnes/sq.m. (672 Ib./sq.ft.); 1985 
extensions: 5 tonnes/sq.m. (9.3 cwt./sq.ft.). 

Wharf Axle Loading: 

(a) Deck and pavement: 50 tonnes. 
(b) 1985 deck extension: 80 tonnes. 

Marshalling Area: East: 1.8 ha.; West: 1.5 ha. 

Total of 3.3 ha. or 3.8 ha. including wharf decks. 

Transit Shed Space: 2,675 sq.m. Sheds are fitted with exhaust fans 
for pre-shipment storage of primary produce. 

Rail: At ship side, full length of berth. 

Reefer Outlets: 72 for 144 refrigerated containers. 

Wharf Power: 5x 415v., 30 amp.; 6x 240v, 10 amp.; 1x 415v., 60 amp. 

Telephones: Ship (East end) Tel: (003) 82 1840, (West end) Tel: (003) 
82 1129. Agents: Tel: (003) 82 1880. First Aid: Tel: (003) 82 3174. 
Customs: Tel: (003) 82 1526. 

Fresh Water: Available at max. rate of 50 tonnes/p.h. per connection. 

Bunkering: Road tanker. 


Bell Bay Industrial Area: 

(a) P.L.A. Cold Stores: Cold storage capacity of 22,864 cu.m., 
consisting of 6 chambers each with temperature of —23°C., plus self- 
levelling ramp and forklift service garage. 

(b) Stockyards: Area 595 sq.m. 

(c) Incinerator: Quarantineable waste disposal, with average 
destruction rate of 325 kg.hr. over a 6 hour period, equipped with 
hydraulically operated loader and ram. 

(d) Weighbridge: 16 m. long, weighing up to 50 tonnes. 

(e) Butane Gas Storage Sphere: (Gas Corporation of Tasmania) — 
capacity of 600 tonnes. 


AUSTRALIA 


Long Reach: On the Eastern shore within 12 nautical miles of the 
entrance. 


Thermal Power Station Berth (H.E.C.): 

A “T” head concrete decked, steel piled wharf, 26.2 m.x 13.4 m. with 
a concrete approach from land 3.66 m. wide. 

Mooring Dolphins: 2 at 262 m. apart. 

Fender Dolphins: 2 at 61 m. apart. 

Depth Alongside: 12.3 m. at LAT. 

Height Above Datum: 5.66 m. 

Whart Deck Loading: 488 kg./sq.m. (100 Ib./sq.ft.). 

Axle Loading: 14.3 tonnes. 

Pipes for Discharge: 3x 250 mm. lines, feeding into 2300 mm. lines 
to 3x 15,000 tonne tanks: head 0.00 m. when tank is empty to 18.29 m. 
when tank is full. Pipe connections are “Chicksan” booms. 

Wharf Power: Nil. 

Telephone: Ship Tel: (003) 82 1377. 

Fresh Water: Available at max. rate of 30 tonnes/hr. per connection. 

Bunkering: Road tanker to 20 tonne all-up weight. 


No. 1 Woodchip Berth — Northern (Forest Resources): 

A berthing face 217 m. long. Approach from land is a bridge 78.7 m. 
long x3.81 m. wide. 

Fender Dolphins: 5. 

Mooring Dolphins: 2 at 482 m. apart. 

Shore Trip-Hooks: 2 at 213.4m. apart. Steel walkway between 
dolphins is 1.22 m. wide. 

Depth Alongside: 11.5 m. at LAT. 

Height of Deck above Datum: 5.64 m. 

Woodchip Loader (fixed): Situated on central dolphin with loading rate 
of 700 tonnes/p.h. Clearance with boom horizontal 22.10 m. above 
datum. 

Wharf Power: Nil. 

Telephones: Ship Tel: (003) 94 7193. Agents Tel: (003) 94 7303. 
Customs Tel: (003) 82 1526. Forest Resources Switchboard Tel: (003) 
94 7303. 

Fresh Water: Available at max. rate of 30 tonnes/p.h. per connection. 

Bunkering: Not available. 


No. 2 Woodchip Berth — Southern (Associated Pulp and Paper Mills Ltd.): 

A berthing face 229 m. long. Approach from land is by a causeway 
and a bridge 18.7 m. longx4.7 m. wide. 

Fender Dolphins: 5. 

Mooring Dolphins: 2 at 482 m. apart. 

Shore Trip-Hooks: 2 at 210.3m. apart. Steel walkway between 
dolphins is 1.07 m. wide. 

Depth Alongside: 11.2 m. at LAT. 

Height of Deck (Loading Dolphin) above Datum: 6.86 m. 

Woodchip Loader (Fixed): Situated on central fender dolphin with 
loading rate of 700 tonnes/p.h. Clearance with boom horizontal 20.57 m. 
above datum. 

Axle Loading on Deck and Approach: 14.3 tonnes; 50 tonnes (forklift). 

Wharf Power: Nil. 

Telephones: Ship Tel: (003) 94 7377. Customs Tel: (003) 82 1526. 
A.P.P.M. Switchboard: Tel: (003) 94 7201. 

Fresh Water: Available at max. rate of 30 tonnes/hr. per connection. 

Bunkering: Not available. 


Beauty Point Harbour: On the Western shore within 6.5 nautical miles 
of the entrance. 


Australian Maritime College Jetty (Private): 

A‘T” head concrete jetty, constructed for A.M.C. Seamanship Centre 
training vessels. A side pontoon plus lifeboat deck exist on Northern 
side of jetty approach. 

Length: 60 m., width 9 m. 

Mooring Dolphins: 2 at 115 m. apart. 

Depth Alongside: 9.7 m. at LAT. 

Height of Deck above Datum: 4.5 m. 

Wharf Deck Loading: 1.5 tonnes/sq.m. (2.8 cwt./sq.ft.). 

Axle Loading: 14.3 tonnes. 

Telephones: A.M.C. Seamanship Centre Tel: (003) 83 4455. 


P.L.A. Small Boats Marina: 

Suitable for ocean-going craft. Constructed as a pontoon and catwalk 
type with amenities block, car park and picnic area adjacent. 

Total Berths: 52. 

Fresh Water: Available. 

All enquiries should be directed to: The Secretary, Port of Launceston 
Authority, P.O.Box 257C, Launceston, Tasmania 7250, Australia. Tel: 
(003) 820111. Telex: AA58730, AA58640. Telefax: (003) 821695. 


Inspection Head Wharf (Bulk Wheat, 
Processing): 

No. 1, Northern end: 180.6 m. long, width 28.1 m., concrete decked 
and steel piled. 

No. 2, Southern end: 153.6 m. long, width 34.3 m., concrete decked 
and piled. 

Total Length: 334.3 m., providing 2 overseas berths. 

Mooring Dolphins: 2 at 452.2 m. apart: Northern dolphin: 45.5 m. from 
end of wharf. Southern dolphin: 72.4 m. from end of wharf. Depth 
Alongside: 10.0 m. at No. 1 at L.A.T. and 9.5 m. at No. 2 at L.A.T. Height 
of Deck above Datum: 5.33 m. Swinging Room: 270 m. off North end 
of wharf. 210 m. off No. 2 berth. 

Cranes: 5 ton stiff leg derrick crane on S.W. corner of No. 2 wharf. 
Max. radius: 13.72 m. Min. radius: 4.57 m. Max. outreach from whart 
fenders: 8.06 m. (West); 11.66 m. (South). Max. backreach from wharf 
fenders: 19.38 m. (East); 15.78 m. (North). Centre of crane to outer edge 
of wharf fenders: 5.66 m. (West); 2.06 m. (South). Wharf Deck Loading: 
2.7 tonnes/sq.m. (5 cwt./sq.ft.). Axle Loading: 12.1 tonnes. Heavy lifts 
can be accommodated on Southern approach with reference to Chief 
Engineer. 


Tallow and General; Fish 
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Transit Shed Space: Shed No. 1A: 972 sq.m. (Bulk wheat capacity: 
2,463 cu.m.). Shed No. 1B: 976 sq.m. (Bulk wheat capacity: 
1,841 cu.m.). 

Cold Storage: Cold Store No. 5: 629 cu.m. Cold Store No. 6: 102 cu.m. 
Fish Processing: Shed No. 2A: Export. Shed No. 2B: Local. 

Wheat Loaders: 2 “Neuro” unloaders (Tasmanian Grain Elevators 
Board) rated at 250 tonnes/p.h. 

Tallow Storage: 

Tanks 1600 tonnes; 
6x 100 tonnes; 
1x50 tonnes (settling); 
Total Capacity 1,250 tonnes 

Loading Capacity 200 tonnes/p.h. 

Pipe-lines 1100 mm., 1*152 mm. 

Wharf Power: 8 240v, 10 amp.; 8x 415v, 30 amp. 

Telephones: No. 1 Wharf: Ship Tel: (003) 82 1665. Agents Tel: (003) 
82 1647, 83 4111. Stevedores Tel: (003) 83 4141. Customs Tel: (003) 
83 4131. Bulk Tallow Plant Tel: (003) 83 4455. 

. No. 2 Wharf: Ship Tel: (003) 82 1664. Asst. Harbour Master Tel: (003) 

83 4266. Wharf Office Tel: (003) 83 4211. 

Fresh Water: Available at max. rate of 30 tonnes/p.h. per connection. 
Bunkering: Road tanker. 


Launceston: On Eastern shore 35.4 nautical miles from the entrance. 


King's Wharf: (P.L.A. Plant Berth and Flinders Island Services): 

A concrete decked and piled wharf providing a total berthing length 
of 295.4 m. Equipped with 50 ton bollards every 18.3 m. 

Depth Alongside: Subject to siltation. 

Height of Deck above Datum: 5.64 m. 

Wharf Deck Loading: 1.3 tonnes/sq.m. (2.5 cwt./sq.ft.); ship building 
area; 2.7 tonnes/sq.m. (5 cwt./sq.ft.) main deck. Axle Loading: 
12.7 tonnes. Transit Shed Space: 2,463 sq.m. Rail: Siding services the 
adjacent P.L.A. Pileyard). 

Wharf Power: 5 415v., 30 amp. 

Telephone: Connection by Telecom. 

Fresh Water: Available at max. rate of 30 tonnes/p.h. per connection. 

Bunkering: Road tanker. 

Next section of wharf has been demolished and replaced with a timber 
piled and decked walkway 277.3 m. long used as P.L.A. Plant Berth. 


Stock Berth: 

A “T” shaped timber deck 27.3 m. long connected to holding and 
receiving yards by an adjustable gangway near the centre of a berth 
57.5 m. long. 

Depth ep oe Subject to siltation. Height of Deck above Datum: 
5.64 m. Rail: Siding adjacent. 


Wheat Berth: 

A concrete decked and timber piled wharf with facilities for bulk 
unloading; used as lay-up and P.L.A. Plant Berth, but no longer used 
for bulk wheat discharge. Wharf Length: 13.81 m. Depth Alongside: 
Subject to siltation. Height of Deck above Datum: 5.61 m. Wharf Deck 
Loading: 2.7 tonnes/sq.m. (5 cwt./sq.ft.). Axle Loading: 13 tonnes. Rail: 
Siding adjacent. 

Wharf Power: Available. 

Telephones: Connection by Telecom. 

Fresh Water: Available at max. rate of 30 tonnes/p.h. per connection. 

North of this is a walkway 34 m. long with mooring hooks. South is a 
mooring dolphin 21 m. from the wharf. 

CRANES: The Port Authority operates a range of mobile cargo handling 
and wharf equipment and floating plant which is available for hire. 
Mobile Cargo Handling and Wharf Equipment: 

Mobile Harbour Crane: Favco-Gottwald (HMK 280-89) mobile harbour 
crane, with standard capacity of 40 tonnes (under hook) and heavy lift 
capacity of 100 tonnes (under hook). 

Standard Load/Radius Limits: 

40 tonnes at 11 m. to 31 m., then reducing to 39.3 tonnes at 32 m., 
28.2 tonnes at 40 m., 26.0 tonnes at 42 m. 

Heavy Lift Load/Radius Limits: 

100 tonnes at 11 m. to 17 m., then reducing to 92 tonnes at 18 m., 
85tonnes at 19m., 78tonnes at 20m., 59.7tonnes at 24™m., 
43.2 tonnes at 30 m., 28.2 tonnes at 40 m., 26.0 tonnes at 42 m. 

These limits may vary depending on berth and crane position. Any 
further details are available on enquiry from the Chief Engineer. 

Max. radius: 42 m. Min. radius: 11 m. Max. height of hook above wharf 
deck/max. radius: 32 m. Max. depth of hook below wharf deck/max. 
radius: 15 m. Hook speed: With no load: 84 m./min.; with 27 tonnes: 
63 m./min.; with 40 tonnes: 44 m./min. 

Set up time on this crane is fast with outrigger pads positioned by the 
operator. Change of position can be effected by the operator from cabin. 

The cabin adjusts in height from the standard 17 m. up to 24 m. above 
wharf deck at the operator control. 

Closed circuit TV installation permits the operator a clear view of the 
hook activities. 

Operations by the crane can be carried out throughout the port area 
and consideration will be given to use within the industrial area. 

The crane usually travels in an upright position but can be lowered 
automatically to a height of 6 m. 

Associated equipment/spreaders, etc: Equipped with remote 
controlled swivel gear, load leveller and fully automatic spreader for 
handling containers, general cargo and bulk material. 

Also see “Berthing”. 

BULK CARGO FACILITIES: See “Berthing”. 

SPECIALISED CARGO-HANDLING FACILITIES: See “Berthing’. 

BRIDGES: No bridges for large overseas shipping. Some inter-state 

vessels proceeding to Launceston will pass under Batman Bridge — 

27 m. mast height allows 0.9 m. clearance at HW. 

STEVEDORES: Agent for ship arranges stevedores. 

MEDICAL: Agents should be notified to prepare for medical attention 

- hospitalisation. Hospitals at Launceston, Beaconsfield and George 
own. 
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TANKERS: See “‘Berthing”. No. 4 Bell Bay Tanker Berth, Long Reach 
Thermal Station Berth and No. 1 Bell Bay Comaico Berth. 

DENSITY: 1012 to 1028, depending on rainfall. 

dept WATER: Fresh water available at all berths. Delivery 30 t.p.h. 
by hose. 

FUEL: Direct pipe-line bunkering from Mobil Bell Bay tank farm or road 
tanker is available at Berth No. 4 or by road tanker at all other berths 
except Woodchips Berths. 

Also see Spek Ee 
FIRE PRECAUTIONS: Tankers governed by the Association of 
Australian Port and Marine Authorities “Rules for the Handling of 
Dangerous Goods and Oils in Ports”. 

CONSULS: None. 

REPAIRS/DRY DOCK: William Hart Graving Dock: Situated on South 
bank of North Esk River adjacent to Charles Street Bridge. A steel and 
concrete graving dock with a clear width at the entrance of 12.8 m., 
capable of accommodating vessels up to 62.5 m. in length. 

Maximum permitted draft: 3.66 m. 

Depth Alongside Dock Ramp: 3.0 m. to 4.0 m. at LWOST, subject to 
siltation. Depth maintained by dredging. Design keel loading: 
33.9 tonnes/m. 

Telephones: Launceston Marine. Tel: (003) 342844. 

Fitting Out Berth: Town Pier: (Forms part of William Hart Dockyard). 

A concrete decked berth. Length: 135.8 m. Depth Alongside: 3.0 to 
4.0 m. at LWOST, subject to siltation. Depth maintained by dredging. 
Height of Deck above Datum: 4.98 m. Deck Loading: 2.7 tonnes/sq.m. 
(5 cwt./sq.ft.). Axle Loading: 14.3 tonnes. 

Wharf Power: 1x240v, 10 amp. 

Fresh Water: Available to max. rate of 30 tonnes/p.h. per connection. 

Shore reception facilities are available for dirty bilge and fuel: 

154,552 litres (12,000 gal.). 

122,730 litres (5,000 gal.). 

1x 16,800 litres (3,698 gal.). 
R.A. Ferrall Shiplift: Adjacent to Northern end of King’s Wharf. A shiplift 
docking complex 105.3 m.x25 m. with a lifting platform 60 m.x18 m. 
operated by 16 synchronised lifting winches. 

A transfer system is provided for up to 3x700 tonne displacement 
vessels leaving the platform free for larger vessels. 

Maximum Vessel Size: Length 65 m., beam 18 m., draft 5.5 m. (over 
4m. subject to tide and blocking, etc.). Displacement 2,160 tonnes 
(ship); 3,120 tonnes (barge). 

Depth Alongside: 4.5m. to 5.6m. at LWOST, subject to siltation. 
Depth maintained by dredging. Design Keel Loading: 55 tonnes/m. 
Height of Deck above Datum: 5.64 m. Crane: 17.5 ton stiff leg derrick 
crane covers Northern section of docking platform. 

Lifting capacity/max. radius: 15 ton at 25.87 m.; 17.5 ton at 19.81 m. 
Min. radius: 6.40 m. Max. height of hook above deck/max. radius: 
9.75 m. Max. depth of hook below deck/max. radius: 9.14 m. 

Deck Loading: Rear wharf: 4.2 tonnes/sq.m. (7.87 cwt./sq.ft.); Inner/ 
outer decks: 5.3 tonnes/sq.m. (9.69 cwt./sq.ft.). Axle Loading: Platform: 
4.8 tonnes (forklift). Rear wharf: 58.8tonnes. Inner/outer decks: 
26.7 tonnes (with max. weight vessel); 45 tonnes (if less than 1,500 
tonne weight vessel). Transfer System Capacity: 704 tonnes. 

Telephones: Launceston Marine. Tel, (003) 342844. 

In addition to facilities mentioned above, Port of Launceston Authority 
employees carry out ship repairs afloat at Bell Bay and Lower Reaches 


. berths on interstate and overseas vessels. Such work is normally carried 


out simultaneously with cargo operations. 

SURVEYORS: Lloyd's, AB and N.V. are represented. Contact: John 
Waugh, Mechanical Engineer, Port of Launceston Authority, Tel: (003) 
32 9711. Telex: AA58730. FAX: (003) 32 9726. 

GANGWAY/DECK WATCHMEN: Most vessels supply their own. May 
be supplied if required. Tidal port makes this requirement necessary. 
HATCHES: Opening/Closing usually by stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes or 250 grams of tobacco 
per man; 1 opened litre spirits per man; stores sealed on arrival. 
CARGO GEAR: See “Berthing’’. Certificates of loading gear and derrick 
tests to be produced. Also see “Melbourne”. 

REPATRIATION: Arranged through ship's Agents. 

AIRPORT: Approx. 64 km. from Bell Bay and 15 km. from Launceston. 
Served by Ansett and Australian Airlines. 

TIME: See “General” before first port. 

HOLIDAYS: Good Friday, Anzac Day, Christmas Day and New Year's 
Day close holidays, work on other holidays may be arranged through 
Agents. 

POLICE/AMBULANCE/FIRE: Port Radio Control must be advised in 
the event of fire. Inspection Head 831141; 831204; 831109 (fire calls 
only), Bell Bay 821566; 821680; 821717 (fire calls only). 
EMERGENCY CO-ORDINATION CENTRE: The Port of Launceston 
Authority is a founder and active member of the Bell Bay Industrial 
Mutual Aid Group. 

Trained assistance in emergency operations is rapidly available from 
the adjacent industrial complexes to offset the delay in obtaining full 
Emergency Services from Launceston. 

Port Control is equipped with a direct line to the State Emergency 
Service offices in Launceston and Hobart, and can be quickly converted 
into an Emergency Operation Centre. 

All Emergencies: Contact: Port Control. Radio: Channel! 16. Tel: (003) 
82 1222. 


TELEPHONES: Ship-to-shore phones available. 


STORING: Vessels stored by truck; Customs require stores be “entered 
for export’. 


SHORE LEAVE: When Immigration and Customs requirements have 
been satisfied there is no restriction on crew shore leave so long as 
they rejoin the vessel on departure. There is no need for identity cards 
or shore passes except in so far that non-English speaking persons may 
wish to identify themseives. 


SHIP SUPPLY SERVICES: Various providoring companies available. 

In cases of emergency upon request, the pilot boat has been used 
for removing sick crew members, taking small quantities of stores and 
repair people to vessels outside the port. Water has been supplied in 
small quantities from the tugs to vessels anchored off the port. 

There is no all weather anchorage outside the port and in many 
instances it would be more appropriate to bring a vessel to anchor within 
the port at Bell Bay for any required services. 

In the case of serious emergency and a vessel was unable to enter 
the port, depending upon circumstances, Coastal Surveillance, 
Canberra would if needs be, organise a helicopter to be sent from 
Melbourne. 

GENERAL: Surveys: Surveys, including Damage, Draft, On and Off 
Hire, Protest, Classification Society, Commonwealth D.O.T. and Gas 
Free Certification can be arranged through Harbour Master's office or 
ship's Agent. 
Services: Ship Chandlers, P&! Club, radio repairs and divers. 
References: Australian Pilot Volume 2. AUS Charts No. 167 and 168. 
Distances: From Hebe Reef Light to Launceston 
Nautical Miles 

Hebe Reef Light 

Yellow Rock Beacon 

Shear Rock Beacon 

Bombay Rock Beacon 

Point Effingham 

Inspection Head Wharf 

Bell Bay No. 3 Wharf 

Point Rapid 

Drumstick Island Light 

Barrett's Point 

Swan Point Beacon 

Rosevear's Tide Gauge 

Dilston Light 

Tamar Island 

No. 7 Beacon 

King's Wharf No. 1 Light 37.1 
Floating Plant: Launches: Two 10 m., fibreglass, twin-hulled, diesel 
powered, high speed launches: ‘“McClarron” and “Dalrymple”. 
“McClarron” is fitted with SSB HF, VHF and 27 MHz radio; “Dalrymple” 
is fitted with VHF and 27 MHz radio. Both launches are used for 
workboat/rescue/patrol/VIP and river sounding. 

Launch “Captain Gibson”: A 16.2 m. steel launch equipped with radar, 
VHF radio and used as a pilot launch. 

Launch “Wm. Robinson”: A 11.1 m. steel launch equipped with VHF 
radio and used as a relief pilot launch and a harbour workboat. 

Launch: “Carrington”: A 15.3 m. steel launch equipped with VHF and 
27 MHz radio. Vessel has a bolilard pull of 6 tonnes and is used as a 
harbour workboat. 

Other Floating Plant: Two flat top barges 24 m.x7.77 m. One flat top 
barge 34 m.x7.31 m. 

Other Plant: A variety of construction and maintenance plant such as 

pumps, welders and sand-blasting equipment, etc., may be made 
available for special requirements. Details will be supplied upon 
application. A variety of other and specialised units are also available 
at 24 hours’ notice from contract hirers to the Authority. 
AUTHORITY: Port of Launceston Authority, P.O.Box 257C, Launceston, 
7250 or Mobil Road, Bell Bay 7252, Tasmania, Australia. Tel: (003) 
820111. Telex: AA 58640 Plaun. Cables: Portlaun. FAX: (003) 821695. 
Contact: C.A. Kittel, General Manager. Captain R. Wallace, Harbour 
Master. 


AGENT: Sub-Agent of Patrick Agencies, Melbourne. 
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LUCINDA, Queensland: 18.32 S. 146.20 E. (See Plan) 


LOCATION: Lucinda is a first port of call and is situated in position Lat. 
18° 32’ S., Long. 146° 20’ E. This port is approximately 680 miles North 
of Brisbane. 

PORT LIMITS: See “Plan”. 

PILOTAGE: Location of pilotage boarding ground for the bulk sugar 
loading berth is Lat. 18° 30’ S., Long. 146° 24’ E. 

The pilot vessel is equipped with VHF Channels 16, 12 and 6. 
No regular watch is kept. 

For the inshore berth the pilot boarding ground is in position 
Lat. 18° 15’ S., Long. 146° 03.5’ E. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait, and also Palm Passage is conducted by 
licensed pilots of the Queensland Coast and Torres Strait Pilot Service. 
See “Torres Strait” for details. 

HEALTH: Pratique available 24 hours a day, 7 days a week. This is 
carried out alongside. 

TUGS: Required for all movements. 

BERTHING: Sugar Wharf: The sugar wharf has an approach jetty from 
the shore 5.76 km. in length. The berth is 224 m. long. 

The wharf is used for the export of bulk sugar which is loaded via a 
travelling gantry. 

The depth of water at LWOST is 13.6 m. 

The mean Spring rise is from 0.5 m. to 2.9 m. whilst the mean water 
neap rise is from 1.2m. to 2.1 m. 

The sugar berth was constructed to accommodate vessels of 
40/45,000 d.w.t. with loading rate of up to 1,420 tonnes/p.h. at the 
offshore deepwater wharf. Berth starboard side to. The maximum all up 
weight of vehicles allowed on wharf is 5 tonnes gross. There is a height 
clearance of 2.1 m. on apron. 

There are 3 sheds and are confined to bulk sugar storage only. Total 
capacity 231,000 tonnes. (400,000 tonnes shipped out in 1980). 

Inshore Berth: Length 133.35 m. Depth 9.0 m. Channel depth 3.3 m. 
Berth officially closed in May 1989. 


AUSTRALIA 


FRESH WATER: Not available. 

FUEL: Not available. 

GENERAL: Stores: Available from Townsville but should be ordered 
prior to arrival. 

AUTHORITY: Department of Transport, Division of Harbours and 
Marine, P.O.Box 1921, Townsville, Queensland 4810. Tel: 71-5135. 
Telex: 47124. Cables: Harbour Master — Townsville. FAX: (077) 212628. 
Contact: Harbour Master, Townsville. 


AGENT: See “Townsville”. 


MACKAY, Queensland: 21.06 S. 149.14 E. (See Plan) 


PORT LIMITS: Along Lat. 21° 03.9’ S. from Long. 149° 13.5’ E. to Long. 
149° 22.08'E., thence 180°(T) to Lat. 21°10.0’'S. in Long. 
149° 22.08’ E. thence 270°(T) to Long. 149° 20.1' E., thence 250°(T) to 
Lat. 21° 12.96’ S., Long. 149° 11.5’ E. 
CERTIFICATES/DOCUMENTS/CUSTOMS ALLOWANCES: 
“Melbourne”. 
PILOTAGE: Compulsory, service obtained by radio to Agents at least 
24 hours before ETA. Pilots will board in position Lat. 21° 06.94’ S., 
Long. 149° 15.22’ E. To allow time for manoeuvring, vessels should be 
under weigh at the Pilot boarding time. Masters are advised not to 
manoeuvre West of a line between Slade Island and Flat Top Island. 
ANCHORAGES: Prohibited Anchorages: 

(a) Lat. 21° 07.63’ S., Long. 149° 13.20’ E. 

(b) Lat. 21° 07.63' S., Long. 149° 15.70’ E. 

(c) Lat. 21° 06.78’ S., Long. 149° 16.55’ E. 

(d) Lat. 21° 05.82' S., Long. 149° 13.45’ E. 
RESTRICTIONS: None. Day or night access. 
MAX. SIZE: Vessels up to 650 ft. berthed at Breast Wharf subject to 
Harbour Master's approval, state and height of tide, daylight, and draft, 
etc. 
HEALTH: See “Melbourne”. Inspection at anchorage or at berth. 
RADIO: See “Brisbane”. A VHF Port Radio Statior, has been established 
at Mackay Harbour. Frequency: Channels 67, 16, 13, 11 and 6, call sign 
“Mackay Harbour”. Hours: Continuous. 
TUGS: Two tugs available, 1 x 13.5 ton bollard pull and 1 x30 ton bollard 


pull. 
BERTHING: 


See 


Berth Length Depth 

No. (m.) (m.) 

Breast Wharf 1 123.00 10.6 
2 198.12 10.6 

3 198.12 10.6 

4 182.88 10.4 

5 130.00 12.5 


Dredged length of No. 1 — 250 m. 
Dredged length of No. 5 — 250 m. 
Slack water entry. Swinging basin 28 ft. (8.3 m.) LWOST. Mean high 
neap tide rise 13 ft. 4 in. (4.1 m.). Mean high spring tide rise 18 ft. 1 in. 
(5.5 m.). 
SPECIALISED CARGO HANDLING FACILITIES: 
Sugar Loading Gantry 
(a) Loader Height: Clear height of loader in horizontal position from 
top of the pier, 26 ft. (7.9 m.). Height of pier above LW, 34 ft. 
(10.4 m.). Can be used in lifting slope “V" position up to 14° above 
horizontal. Max. vessel's hatch height above sea surface with 
which vessel may start loading even at HW, 35 ft. (10.7 m.). 
(b) Outreach: Max. outreach of loader from side of pier, 40 ft. 
(12.2 m.). Breadth of permanent fender from side of pier, 2 ft. 6 in. 
(0.8 m.). The chute can be traversed along the boom for a max. 
distance of 20 ft. (6.1 m.). 
(c) Movable Range. Length of movable range along pier, 445 ft. 8 in. 
(135.8 m.). 
(d) Capacity: Average loading rate 1,400 tonnes/p.h. 
(e) Total storage capacity 727,000 tonnes. 
Container/Unit Load Facilities 
Berth: Length 600 ft. (183 m.); depth 34 ft. (10.4 m.); width 100 ft. 
(30.5 m.). Wharf deck: 126 ft. x60 ft. plus 2 ft. 6 in. breadth of permanent 
fender (38 m.x 18 m. plus 0.8 m.); height above low water 28 ft. (8.5 m.) 
Crane: 25 tons (25.4 tonnes) capacity at 110 ft. (33.5 m.) radius. 
Grain: 8 grain silos, capacity 30,000 tons. Rate (Nominal) 1,000 t.p.h. 
STEVEDORES: As much notice as possible. 
TANKERS: Berth at Breast Wharf. Load rate for bulk molasses 300 t.p.h. 
through 18 in. (46 cm.) dockline. 8 in. (20.3 cm.) (Caltex) dockline for 
white petroleum. 10 in. (25.4 cm) dockline (Mobil) for black petroleum 
products. 8 in. (20.3 cm.) dockline (CSR) for export of industrial alcohol. 
4in. (10.2 cm.) dockline (gas supply) for import LPG. 6 in. (15 cm.) 
dockline for export of tallow. Facilities at No. 2 Berth for discharge of 
aqua ammonia. 
DENSITY: Sea water. 
FRESH WATER: Available all berths, rate of load 45 tons (45.7 tonnes) 
per hour. 
FUEL: Available at Breast Wharf and North Pier Berth by pipeline and 
all berths by road tanker. 
FIRE PRECAUTIONS: Normal requirements. 
REPAIRS: Small repairs can be carried out. Oxy-welding and electric 
welding plants, compressors and air tools available. Salvage divers 
available. 
WATCHMEN: Not obligatory. 
OPENING/CLOSING HATCHES: Normally by crew, but can be done 
by stevedores if required. 
CARGO GEAR: See “Melbourne”. 
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REPATRIATION: Facilities available. 
AIRPORT: Daily service to Brisbane and thence to world-wide 
destinations. 
TIME: See “General” before first port. 
HOLIDAYS: Bank holidays as for Brisbane, plus Waterside Workers’ 
Picnic Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 51-2000, Fire Tel: 572244, 
Ambulance Tel: 572222. 
TELEPHONES: Ships’ extension telephones may be connected at all 
berths. 
IDENTIFICATION CARDS: See “Melbourne”. 
SHIP SUPPLY SERVICES: Broken Bay Light Salvage and Diving 
Services, P.O.Box 233, Mackay, 4740. 39 Main Street, Dundula, 
Q. 4740. Tel: (079) 521592. 
Services: Underwater video inspections and recording of ships hulls, 
propellers, rudders, state of marine fouling and zinc blocks including 
damage inspection and report. 
Transport of lubricating oils and essential items. 
Transport of personnel. 
Rendezvous Points: Offshore Mackay and Hay Point. (Other rendezvous 
points can be arranged through ships Agents.) 
Communications: Vessel carries both SSB and VHF. 
Initial contact possibly through Mackay Port Authority. 
Vessel: 12 m. steel salvage and general purpose vessel. 
Roylen Cruises Pty. Ltd., Tel: (079) 57 2595; 57 2596. Telex: 48515. 
P.O.Box 169 Mackay, Harbour Road, Mackay, North Queensland 4740. 
The barge “Tambai II" is available for charter, for the transportation 
of stores, oil, bulk distilate and water. 
AUTHORITY: Mackay Port Authority, P.O. Box 96, Mackay, Queensland 
4740, Australia. Tel: (079) 551155. FAX: (079) 552868. Contact: E.N. 
Lever, Secretary. Captain J. Bloom, Pier Master. Captain S. Roscoe, 
Harbour Master. 
AGENT: Sub-agent of Patrick Agencies, Brisbane. 


MARYBOROUGH (Urangan), Queensland: 
25.18 S. 152.54 E. (See Plan) 


PORT LIMITS: The area between the mainland and Great Sandy Island 
from a line joining Hook Point and the Eastern extremity of Inskip Point 


to the parallel of 25°7'S. latitude, including all rivers, creeks and ~ 


navigable waters in the above named area. 

TIDES: The mean Spring rise is 10 ft. (3.048 m.), while the mean Neap 
rise is 8 ft. (2.438 m.) at Urangan. 

BERTHING: Berth demolished April 1986. Port not presently used for 
commercial shipping. 

MEDICAL: The Hospital, situated at 185 Walker Street, Maryborough 
may be contacted on telephone number 238222. 

FRESH WATER: Not available. 

CONSULS: None. 

REPAIRS: Limited small repairs can be carried out. 
POLICE/AMBULANCE/FIRE: 

Fire Services: For emergency calls, dial "000" and ask the operator 
for the Fire Brigade. General enquiries should be directed to telephone 
number 212535. The Brigade Station is situated at 98 Lennox Street, 
Maryborough. 

Police Services: For emergency calls, dial “O00” and ask the operator 
for the Police. General enquiries should be directed to telephone number 
212211. The Police Station is situated in Lennox Street, Maryborough. 

Vessels at Urangan should ring Hervey Bay Police on 281122. 

Ambulance Services: For emergency services, dial “000” and ask the 
operator for the Ambulance. General enquiries should be directed to 
telephone number 212244. The Brigade is situated at 155 Neptune 
Soe Maryborough and at 118 Torquay Road, Hervey Bay (Tel: 
281211). 

AUTHORITY: The Harbours Corporation of Queensland, GPO Box 
2595, Brisbane 4001. Tel: 2242111. Telex: Harbrs 40760. Cables: 
Harbours. FAX: 229 5914. 

Local Authority: Captain J. Price, Harbour Master, P.O.Box 476, 
Bundaberg, Queensland 4670 or P.O.Box 123, Gladstone, Queensland 
4680. Tel: (071) 538208. Telex: 49751. FAX: (071) 528 528. 


AGENT: See “Brisbane”. 
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MELBOURNE, Victoria (including Maribyrnong River, 
Holden Oil Dock, Port Melbourne, Williamstown and 
Yarraville): 37.50 S. 144.58 E. (See Plan) 


PORT LIMITS: Vessels at anchor off Gellibrand Light are considered 
“arrived” for the purposes of priority of berthing. 


DOCUMENTS: 
No. of copies 
required 

Form M & S 11 (List of crew) 3 
Form 42A (Store List) 1 
Form 5 (Articles owned or in possession of Master, 

Officers or crew) 
Form B921 — Green — Loading Ports List 
Form QA3 (Declaration of animals carried as cargo), 

only if on board 
Form QA4 (Declaration of ship's pets) 
Form QA5 (Shipmaster's Bond to cover ship's pets) 1 
Form A Q360 (Health Report) 2 

Of the above, Forms 42A and 5 need only be compiled at first port of 
call in Australia. Passenger — individual Passenger Cards are utilised 
therefore no List of Passengers required. Agents require 7 copies of 
Manifest of cargo on board and at least 1 set copies Bills of Lading. 
These normally received by airfreight or airmail direct from Agents at 
ioading port outside Australia therefore not necessary for Masters to be 
in possession of either Manifest of cargo on board or appropriate copies 
of Bills of Lading. 
Shipmaster's Report: October 1988. 

4 Crew Lists. 

1 Ship’s Stores Consumed. 

1 List of Crew's Possessions. 

4 Ports of Call Lists. 

1 Animals in Cargo List (‘‘Nil” return not required). 

1 Ship's Pets List (“Nil" return not required). 

2 Shipmaster’s Bond. 

2 Health Reports. 

All Ship's Certificates required. 

All the above to be filled in on Australian forms. 
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PILOTAGE: The Pilot Boarding Ground for Port Phillip lies 3 miles to 
5 miles S.W. from the Point Lonsdale Lighthouse. The preferred 
boarding position, because of the dangerous tidal conditions at Port 
Phillip Heads, is with the Point Lonsdale Lighthouse bearing 043° at a 
distance of not less than 3 miles off. 

At Western Port the preferred boarding ground is 3 miles due South 
of West Head. 

Both pilot stations are manned by a Pilot in Charge at all times. A 
continuous watch is kept on VHF Channels 16, 13 and 12 at Queenscliff. 
A listening watch, for emergencies only, is also maintained on 2182 kHz 
radio telephone at Queenscliff. At Western Port, the pilot station can be 
contacted by calling on VHF Channels 16 and 14. 

VHF Procedure: 

Two hours prior to arrival at the boarding ground, VHF contact should 
be made on Channel 16 by calling “Port Phillip Sea Pilots”. Please give 
position, course and speed; and ETA at Pilot Boarding Ground. 

Following the initial contact a listening watch should then be kept on 
VHF Channel 12 for vessels bound for Port Phillip or Channel 14 for 
vessels bound for Western Port. 

The pilot launch will make contact when abeam of Point Lonsdale or 
West Head outward bound to give final boarding directions. 

Tides at Port Phillip Heads: (See cautionary notice on Charts AUS. 143 

& 158.) 

In the entrance the tidal stream runs at its strongest at times of High 
and Low Water, and the ebb stream may at times exceed 9 knots. You 
will be required to be in a position WESTWARD of the tidal stream in 
the fairway when embarking a Pilot. 

Low powered vessels and vessels of over 10.5 m. draft should indicate 
such condition in their first telegram/telex, as the time of their passage 
through the Port Phillip entrance may be governed by the tidal stream. 
Requirements for Embarkation of Pilots: 

1. Make a good /ee for the pilot launch with the wind and sea well 
abaft the beam on the weather side, and a speed of about 7 knots. 

2. The pilot ladder constructed and rigged in accordance with |.M.O. 
requirements (see Chapter V of SOLAS 1960 for pilot ladders, and 
Aust. D.O.T. Notice No. 12/1976), also Commonwealth of Australia 
Navigation (Orders) No.15 of 1983. The ladder should be clean, 
properly fitted with spreaders, well clear of all discharges and outlets, 
and all outboard fittings which might foul the pilot launch. The bottorn 
of the ladder should be 1.5 m. or 5 ft. above the water. The distance 
from the waterline to the point of access must not exceed 9 m. 

3. Two clean manila manropes of not less than 24 mm. dia. and not 
more than 32 mm. dia. are to be securely made fast to the ship, and 
must not be made fast to the ladder at any point. The manropes 
must not be longer than the ladder. 

4. Where the ladder is rigged over a bulwark, two stanchions are to 

be securely fitted in the top of the bulwark, one on each side of the 

ladder, and steps are to be provided from the top of the ladder to 
the deck. 

A heaving line is to be provided for mail and the Pilot's bag. 

By night a bright light is to be provided, shaded to show downwards 

and forward to clearly illuminate the ladder and the ship's side. 

Tripping lines and boat ropes are not to be used. 

An officer should be in attendance at the ladder, with life-saving 

appliances ready for immediate use. 

An approved pilot hoist may be used if permission is obtained from 

the Port Phillip Sea Pilots. 
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Masters are urged to have all gear kept in first class condition, to have 
it inspected regularly, and to ensure always that the ladder and 
manropes are securely made fast. Serious accidents have occurred 
through inattention to these matters. 

Should the gear and the manner in which it is rigged not be 
satisfactory, pilotage services may be withheld. 


RESTRICTIONS: See “Max. Size”. 


AUSTRALIA 


Vessels ETA: MOST IMPORTANT - For effective use of Pilots, it is 
essential that the Master of a vessel requiring a Pilot for either Port 
Phillip or Western Port, advises the Pilot Office on Telex: AA36920 
Pilots, not less than 24 hours before arrival, his ETA and deepest draft. 
Changes in the ETA of more than 1 hour should be amended 
immediately, and the final ETA confirmed 4 hours before arrival. 


MAX. SIZE: In the Port of Melbourne, draft and length limitations for navigation of vessels are determined by the Port Phillip Sea Pilots, and these 
divisions are outside the jurisdiction of the Port Authority, the Port of Melbourne Authority. 


Maximum lengths and drafts in metres of vessels navigating by day and night to and from berths in the Port of Melbourne: 


‘ston? pet ft 


Maintained | Maintained Depth| ss Day 


Max. 
Channel| Berth Length 


Max. 
fi 
Berth 


Swanson Dock 


eaae 


10 
Night 
Max. 
Max. Draft 
Draft Any 
LW Tide Remarks 


Vessels over 228 m. by day and over 213 m. by 
night will only be swung when berths to seaward 
of 31 1/2 South Wharf are clear. Some additional 
limitations may be applied to swinging by night 
if an outer Swanson Dock berth is occupied. 
Specially identified vessels will be piloted at the 
discretion of the Pilot Service. 

N.B. Port Phillip Bay South Channel depth 
restricts draft to 11.3 m. at all times, or up to 
11.9 m. with tide. 


Specially identified vessels over 213 m. will be 
piloted to B and C Berths by night. 


Within Victoria Dock by night vessels up to 
192 m. may berth head in, or depart head out. 
Specially identified vessels up to 204 m. will be 
piloted by night. 2 Victoria Dock head out only. 


ie) 


@ 
lll lelie 


Max. length 137 m. if 6VD or 9VD occupied 
Head in only to 9VD 
Head in only 


Head in only at 22VD 


Vessels over 120m. must not be swung 
upstream of Victoria Dock Entrance 


Vessels over 120m. must not be swung 

upstream of Victoria Dock Entrance. 

By night vessels up to 183 m. can berth head- 

in provided that: 

(1) All berths (including 21 South Wharf) to 
seaward of the allocated berth are clear on 
the South side, or 

(2) All berths on the North side are clear up to 
the opposite berth to that allocated and the 
berth immediately downstream of the 
allocated berth is clear. 

By day specially identified vessels up to 198 m. 

can berth head-in at 17 — 18 South Wharf 

provided that all berths on the North side up to 
the opposite berth to the allocated berth is clear. 

Departure will be by day only when all berths on 

the North side and seaward on the South side 

are clear. 


When berthing at night, 21 South to be clear, 
head in only 


Head in if over 91m. If beam over 25m. 5 
Yarraville must be clear. At night, if beam over 
18 m., 5 Yarraville to be clear (tug requirement). 


Head in if over 91 m. Identified vessels required 
1 Maribyrnong and 5 Yarraville clear 


Upstream 190m. of Berth No. 6 is 10.3m., 
sere a 9.8m. 


| 94 | —_ |Max. beam 26.83 m. 


Australian flag tankers up to 250 m. in length will 
be handled at Gellibrand Pier at night. 


Appleton Dock 12.0 
Victoria Dock 
2,3, 4, 19, 
20, 21 11.0 — _ 
5 9.4 8.5 8.5 
6 9.4 8.8 8.8 
8 9.4 _— — 
9,10 9.4 8.5 8.8 
14 9.4 8.8 8.8 
16, 17 11.0 0.0 0.4 
22, 23, 24 11.0 8.5 8.5 
North Wharf 
9 8.5 f é 
South Wharf 
Lom lGialaao 8.5 8.5 183 7.9 7.9 a 
19 
21 
25, 26 
27 — 32 
Maribyrnong 
1 
Yarraville 
1 10.0 1H 178 178 6.5 
5 10.0 9.4 178 178 — 
6 10.3/9.8 | 10.3/9.8 190 aA a 
Holden Dock** | 13.1 | 100 | 183 | penser | 175. 
SSee_pefee fafa = pepe 


“This depth extends out from the berth for 9 m. then increases to channel depth. s*See “Developments”. 
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cle Ga See en Sete et a ee 10 


Maintained Depth 


Berth Channel| Berth 


Breakwater Pier 11.2 | 11.8 213 | 10.6 178 10.6 = 905m = TOOK, 181m. = 43h. Of 
228 7.6 jeg = BOK 119m oR 


Webb Dock 


1 7.0 
2 7.0 
3 10.0 
4,5 12.5 


Station Pier 
OW, OE, IE 10.6/10.9] 10.9 10.0 
IW 10.6/10.3} 10.3 9.7 


Princes Pier t 
Ow, IW 10.6/ 9.3) 9.3 259 8.7 
OE 10.6/10.9] 10.9 259 10.0 
IE 10.6/10.3} 10.3 259 9.7 


+ Princes Pier out of commission. 


Night 
Max. 
Max. Draft 
Draft Any 
LW Tide Remarks 


ee 
oo 
222 


250m. = B20f 118m =38f Bin 
228m = 750 113m =37ft tin 

222m = 730t. 112m.=36ft Qin 

6.4 ca 21gm.— 700f 110m. = 36H tin 

5 m. = 109m. = 35H Qin 

6.4 — 204m. = 669f. 107m = 35ft Tin 

: 198m = 650M 106m = 34ft Qin 

9.4 _— 192m. = 630f 104m = 34ft 1in 

113 ‘hs 190m. = 623f 103m =33ft gin 

. 183m. = 600f. 102m =33f 6in 

178m. = 585tt 100m. = 32ft. 10in 

175m. = 574 98m = 32f 2in 

168m. = 550f. 97m = 31tt 10in 

165m. = 541 94m =3Ot 10in 

305 10.0 a 152m. = 500H 93m =30f 6in 
ay 150m. = 492f, 92m = 30th 2in 

9.7 144m = 472f 91m. = 29f 10in 

137m. = 450f. 89m. = 29f 2in 

136m = 4461 88m. = 28ft 10in 

120m = 394f 87m = 28f 6in 

8.7 = 91m. = 298 85m = 27111 in 

516m = 169 79m =25ft 11in 

259 10.0 — 265m.= 87h 77m =25ft Bin 
9.7 a 25m. = 82h 76m. = 24ft 11in 

: 71m =23h 4in 

70m. = 23h Oin 

65m 21ff. 4in 

64m. = 21f Oin 


° 
a 
3 
n 
= 
° 
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An under keel clearance of 0.6 m. is required when navigating in the Port, but vessels over 183 m. require 10% of draft when navigating the River 


or Webb Dock. 


The clearance under Westgate Bridge is 51.6 m. (clearance under painting gantry 49.7 m.) from Australian Chart Datum (zero on tide gauge). 
Max. draft LW refers to Australian Chart Datum. All movements are subject to weather conditions. 


Shipping Channels Depth 
Channel (m.) 
Fawkner Beacon to No. 11 Beacon 13.1 
No. 70 Beacon to Port Melbourne 10.6 
No. 11 Beacon to No. 23 Beacon 13.1 
No. 21 Beacon to Webb Dock 12,5 
No. 23 Beacon to Swanson Dock 13.1 
Appleton Dock 12.0 — 10.7 
No. 24 Victoria Dock to Victoria Dock Entrance 11.0 
Victoria Dock Entrance 11.0 
Victoria Dock Entrance to and including No. 21 South Wharf 9.4 
No. 21 South Wharf to Floating Dock 8.5 
Holden Basin to No. 1 Maribyrnong 10.3 — 10.0 


Swinging Basins Diameter Depth 
att (m.) (m.) 
Victoria Dock (Outside) 274 11.0- 9.7 
Victoria Dock (Inside) 350 11.0 
Appleton Dock 366 12.0 
Swanson Dock 329 13.1 
Holden 305 13.1 — 10.3 
Port Melbourne 490 10.9 
Gellibrand Pier 396 13.1 -—11.2 
Webb Dock 390 13.1 -— 11.2 


Channel Junction (Port Melbourne and 420 
Williamstown Channel) 


———————————— 


ANCHORAGE: Quarantine Anchorage: If, from Quarantine Regulations, 
Southerly gales, or other causes, it is necessary to anchor off the old 
Quarantine Station, a vessel drawing more than 6 m. should anchor to 
the Northward of the light, Fl. WG. 3 secs. adjacent to the red brick 
chimney 24 m. high, with the light bearing 195°; 3 to 6 cables off-shore, 
in depths of from 11 m. to 15 m. and at night in the white sector of the 
light visible from 126° through South to 199°, preferably with the light 
bearing 195° and Port Lonsdale Light bearing 280°. 
Queenscliff Anchorage: |In anchoring off Queenscliff, care should be 
taken to keep clear of West Channel Fairway by bringing up as near as 
possible to N.W. side of channel. A good berth in a depth of 12 m. and 
in red sector of low light, may be obtained with High Lighthouse bearing 
284° distant 0.5 miles, and fixed green light at Queenscliff Pier Head 
bearing 326°. 

Vessels awaiting berths in the Port of Melbourne are normally directed 
to anchor at Pilot's discretion South of Gellibrand Buoy and clear of the 
Melbourne Ship Channel. 

Tank Cleaning: The Director Melbourne Ports, the responsible authority 

for the waters of Port Phillip Bay, has issued a circular which requires 

all Masters to notify The Director Melbourne Ports if they intend to anchor 
in the waters of Port Phillip for the purpose of cleaning tanks, gas freeing, 
cooling down or repairs. 

BRIDGE: Clearance under Westgate Bridge is 51.5m. at LW. (See 

“Max. Size”). 

PRATIQUE: All overseas vessels at first port of entry to Australia or at 

any subsequent ports, subject to quarantine until pratique granted or 

until vessel released from quarantine. If examinations and inspections 
satisfactory vessel granted pratique for all Australian ports. A list of 
names and addresses of passengers also required at first port of entry. 

24 hours quarantine clearance of overseas vessels available. Treatment 

of Crew members for illnesses other than quarantineable diseases 

arranged by private practitioners through ship's Agent. 

Radio Pratique: Concession of Radio Pratique is available to all 
vessels except those which carry stock animals. Following requirements 
to 33 met in the case of a vessel requiring Radio Pratique or permission 
to berth. 

(a) (1) The Master of the vessel or his Agent must make a request 
(using Form Q2) to the Department of Health within the period 
of 24 hours prior to the arrival of vessel giving answers to all 
questions on the form. 

(2) If the answers given are satisfactory Radio Pratique will be given 
for Melbourne from a specified time and date enabling the vessel 
to proceed to the berth without displaying the quarantine signal. 

(3) A Quarantine Officer will board the vessel at the berth, if the 
answers given on the Declaration of the Health (Q360) are found 
to be satisfactory pratique may then be granted for all Australian 
ports. 
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(b) Notwithstanding that pratique for all ports may have been granted, 
Master will still be responsible for reporting any case of infectious 
disease which may subsequently occur whilst vessel is in Australian 
waters. 

Should a case of infectious disease (not being a quarantineable 
disease) occur on board whilst vessel is at sea in Australian waters, 
Master will be required to advise by radio Commonwealth Regional 
Director of Health for State in which next port situated, who will arrange 
for a Quarantine Officer to see case on arrival, Master will not be required 
to fill in a Supplementary Health Form and vessel will be permitted to 
proceed direct to berth without flying “Q” flag. 

Should a case of suspected quarantineable disease occur on board 

whilst at sea in Australian waters, Master is required to radio details tc 
the Commonwealth Regional Director of Health for State in which next 
port situated and await instructions. Commonwealth Regional Director 
of Health will decide according to circumstances whether to inspec’ 
vessels outside Quarantine Line or permit it to proceed to berth and wil 
advise Master. 
(c) Should it come to notice in any particular case that Radio Pratique 
has been granted as a result of a wireless message sent in accordance 
with sub-paragraph (a) whereas in fact wireless message contains false 
information, matter will be investigated thoroughly and reported to the 
Director-General of Health who will decide whether radio pratique wil 
be denied in future to vessel on which Master and the ship's surgeor 
hold responsibility. 


RADIO: Melbourne Radio VIM. 

A Shipping Control Centre referred to as “Harbour Control” is 
established on the southern side of Victoria Dock entrance. It is a twc 
storied structure supported on a rectangular tower with an overall heigh 
of 39.6 m. 

Movement of traffic within the Port of Melbourne is controlled by the 
Director Melbourne Ports through Control Officers operating from this 
Centre who direct all shipping movements in and out of the port, anc 
co-ordinate all ancillary services connected with shipping movements 
on a 24 hour basis. 

The radio call sign is “Harbour Control’, and the following frequencies 
and Channels are available. 

Continuous watch kept on: 

156.3 MHz Channel 6 Intership operations. 

156.4 MHz Channel 8 Port operations. 

156.6 MHz Channel 12 Port operations. 

156.650 MHz Channel 13 Port operations. 

156.8 MHz Channel 16 Calling and safety. 

156.375 MHz Channel 67 Safety of persons and vessels. 
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All vessels fitted with VHF radio shall, when navigating or at anchor 
within the Port of Melbourne, keep a continuous listening watch on 
Channel 12. 

When approaching the Port of Melbourne, radio communication is 
made with Harbour Control initially on Channel 12 and then on a Channel 
as directed for berthing instructions and information regarding the 
movement of other vessels. Vessels entering the port shall not pass 
Fawkner Beacon, Charles Grimes Bridge or Shepherd Bridge without 
permission from Harbour Control. This shall not apply to vessels less 
than 20 m. in length except when such vessel is towing or licensed to 
carry passengers. 

A vessel anchored or berthed in the Port shall not leave its anchorage 
or berth without permission from Harbour Control and acts during the 
currency of the permission which shall be 15 minutes. This shall not 
apply to vessels less than 20 m. in length except when such vessel is 
towing or licensed to carry passengers. 

Vessels proceeding inwards are to report their positions to Harbour 
Control where applicable when passing Fawkner Beacon, Breakwater 
Pier and Westgate Bridge. 

Vessels proceeding outwards are to report their positions to Harbour 
Control where applicable when passing Westgate Bridge, Breakwater 
Pier and Fawkner Beacon. If vessels are departing from Webb Dock or 
Port Melbourne they are also to report when leaving berth. 

The following procedure is followed in respect to the navigation of 
vessels in the vicinity of Webb Dock and is given for guidance. 

1. If inward-bound river traffic has not reached No. 12 Beacon by the 
time a vessel is ready to depart from Webb Dock, the inward-bound 
vessel will generally be directed to wait until the departing vessel has 
cleared Webb Dock and is able to cross to the correct side of the 
channel. (In practice this takes about 5 minutes). 

2. It is incumbent on a vessel not to depart from Webb Dock unless 
there is sufficient time for the vessel to cross to the correct side of the 
Channel without hindering any vessel which may be navigating between 
the Williamstown Breakwater and the River Entrance. 

3. Permission to depart from Webb Dock will usually be given if: 

(a) Inward bound traffic has not passed No. 12 Beacon. 

(b) Outward bound river traffic has not passed Westgate Bridge. 

Permission to depart does not relieve the vessel departing from Webb 
Dock of its responsibility under paragraph 2. 

A Precautionary Area off Point Gellibrand, comprises an area within 
defined limits where ships must navigate with particular caution and 
within which the direction of traffic flow is recommended as follows: 
Caution: 

(a) When entering, transiting and leaving the Precautionary Area, 
vessels at all times should keep to Eastward when inward bound 
and to Westward when outward bound. 

(b) Any inward bound vessel shall not hinder: 

(i) Any vessel using the Port Melbourne or Williamstown 
Channels. 

(ii) Any vessel which is outward bound which is within or which 
is about to enter the Precautionary Area. 

(c) It is essential for vessel navigating within the Port to maintain 
radio contact with Harbour Control and directly with one another. 

Vessels when inward bound may use the area to the East of the Port 
Melbourne Channel. Yachts and other pleasure craft should keep to the 
East of the Port Melbourne Channel as far as possible and avoid at all 
times hindering the movement of larger vessels, particularly those 
constrained by size and draft to the shipping channels. 


RADAR: A radar based automated ship monitoring system provides 
coverage over the whole of Port Phillip Bay, upto Point Henry on the 
Western side of the Bay, and seaward of Point Lonsdale over a 20 mile 
radius. 

Harbour Control Tower: The central site of operations, provides 
advisory navigational information on request, and covers the approaches 
to Melbourne. 

Point Lonsdale Signal Station is a secondary operations site and 
covers areas from Port Phillip Heads to Hovel Pile (South Channel) and 
West Channel Pile (West Channel). 


TUGS: Tugs attend for inward-bound vessels at or in vicinity of 
Gellibrand Light for vessels proceeding either up river or to Port 
Melbourne berths. On departure and should vessels require attendance 
down river, service terminated in vicinity of river entrance. Tugs present 
for service at any point required by Owner or Agent. Ships lines, or tug 
lines at a charge. Crews of tugs will not accept wire tow line. Wire tow 
line with rope end of 5 or 6 fathoms acceptable, rope section being 
available for tugs towing hook. 


BERTHING: 
North Wharf 
Depth Length 
of of Miscellaneous 
Berth Water Berth Information 
No. m. m. 
8 4.0 130 
9 8.5 128 Bulk Cement 
10 8.5 121 
1 137 
12 182 
13 137 Small craft only 
14 133 
15 201 


AUSTRALIA 
Appleton Dock 


Depth Length of Miscellanous 
Berth Berth Channel _ Berth information 
No. m. m. m. 

B 10.7 12 192 Overseas Container, unit load, 
conventional cargo. 

Cc 10.7 12 192 Patrick Stevedores Crane at B and C. 

D 10.7 12 252 ~=*F-.G.. Strang Crane "D” also 1x6 
tonne electric crane B and C. 
Berths B, C, D enclosed in security 
compound. 

E 10.7 12 144 Dry Bulk Cargoes, Scrap Metal, 
37.5 tonne and 16 tonne 
electric grabbing cranes. 

F 10.7 12 200 Rail facilities to above berths. 

South Wharf 
Depth Length 
of of Miscellaneous 
Berth Water Berth information 
No. m. m. 

12 6.0 117. ~~ Small craft only. 

13 152 Small craft only. 

14 4.6 105 Livestock, Ro/Ro Container, Unit 
Load and Conventional Cargo 
Handling, 25 tonne Derrick Crane. 
Security compound. 

15 8.5 171 

16 8.5 159 4.05 hectares stacking area behind 
Berths No. 15-19 for timber imports 
and motor vehicles. 

iY. 8.5 159 

18 154 

19 164 

21 9.4 243 Stacking area 1.3 hectares. 

25 8.5 111 

26 85 154 } Bulk cement. 

4 we Berths No. 15-32 enclosed in 

28 9.4 146 security compound. 

29 9.4 146 

30 9.4 183 

31 9.4 183 

32 9.4 253 

Victoria Dock 
Depth Length 
of of Miscellaneous 
Berth Water Berth information 
No. m. m. 

2 9.4 171 Entire dock system enclosed by 

3 9.4 158 — security compound. 

4 9.4 188 Nos. 2-4 Berths — rail facilities 
available. 

5 9.4 255 

6 9.4 165 Ro/Ro Container Unit Load 
Terminal, Tasmania and New 
Zealand Service. 

8 8.5 186 

9 9.4 164 

7 Wi ne Out of commission 

13 9.4 200 

14 9.4 180 

15 8.5 120 PMA use only. 

16 11.0 197 Ro/Ro and Lo/Lo 

17 11.0 197 Lo/Lo, 1x 36 tonne single-lift 
container crane. 

19 9.4 145). Small 

20 9.4 146 craft 

21 9.4 165) only. 

22 9.4 174 

23 9.4 174 

24 9.4 174 


SPECIALISED CARGO HANDLING FACILITIES: 
Port Melbourne 
Depth Length 


of of Miscellaneous 
Berth Locality Water Berth Information 
No. m. m. 
OE: Station Pier 10.9 223 Principal Overseas 
O.W. Station Pier 10.9 257 Passenger Terminal 
I.E. Station Pier 10.9 220 Ro/Ro Terminal for 
I.W. Station Pier 10.3 220 Tasmanian passenger/ 
vehicle ferry. 
Webb Dock 
Depth Length 
Berth of of Miscellaneous 
No. Water Berth information 
m. m. 

1 7.0 137 Lay-up only. 

2 7.0 140 ~~ Ro/Ro loading, Container and Unit 
cargo facilities for interstate and 
overseas trade. 

3 10.0 183 125 tonne travelling electric crane. 

a 12.5 225 1 single lift container crane 35 
tonne. A single lift container crane 
30.5 tonne. Ro/Ro ramp. 

5 12.5 315 Movable Ro/Ro ramp, 1 single lift 


container crane 35 tonne. 
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Swanson Dock 
1W. 


Ww 13.1 Overseas container cargo. 
2wW. 13.1 765 4 container cranes twin lift, 45 tons 
3W. 13.1 each. 
4w. 13.1 175 
1B: 13.1 Overseas Container Cargo. 
Common User Berths. 
26: 13.1 884 2 container cranes twin lift, 45 
tonnes each. 
3 container cranes single lift, 36 
oa Ee 13.1 tonnes each. 
4E. 13.1 
Yarraville Area 
lepth Length 
Berth of of Miscellaneous 
No. Water Berth information 
m. m. 
1 an 178 Anhydrous Ammonia and Sulphuric 
Acid. 
5 9.4 178 Bulk Raw Sugar. 
6 9.8-10.3 66-190 Bulk Chemicals. 
Holden Oil 
Dock 10.0 183 Bulk Oil (See “Developments’”). 
Maribyrnong 
1 10.0 178 Bulk Petrochemicals, 


Molasses, Lub. Oil and Tallow. 
Williamstown Area 
West Side Breakwater Pier 
u Ie 213 L.P. Gas. 
East Side Gellibrand Pier 
11.8 289 
See also ‘Tankers’. 


Bulk Crude Oil 


STEVEDORES: ETA Advices: Firm ETA, if possible, before noon on 
previous day to- arrival. If not possible no later than 1500 hrs. on day 
previous to arrival. 


MEDICAL: No advance notice necessary for medical attention required 
on vessel's arrival. All hospital facilities available. No inoculations 
required for vessels coming to Australia but Master should possess 
International Health Cards for each member of crew. 


TANKERS: (Also see “Anchorage”). Holden Oil Dock at Yarraville 
suitable for tankers up to 183m. length. Depth alongside 10.0 m. 
Max. beam 26.83 m. 

Williamstown: Gellibrand Pier, depth alongside 11.8 m. can accom- 
modate tankers up to 290 m. length. Discharge via Chiksan arms. 

Breakwater Pier, depth alongside 11.8 m. accepting tankers up to 
228 m. length. 

Maribyrnong: No. 1 Berth, depth 10.0 m. can accommodate tankers up 
to 178 m. length. Petrochemical and molasses berth, depth alongside. 
9.8m. 

Ballast: Slop facilities only at Holden Oil Dock. 

Safety Requirements: The Port of Melbourne Authority is introducing 
the following safety requirements for all tankers berthing at Melbourne 
and Masters of such vessels likely to call at Melbourne should be notified 
accordingly. 

(a) A declaration required from the Tanker Master prior to arrival at 
Melbourne listing the following information which must be in the 
hands of the PMA at least 24 hours prior to the tanker’'s arrival: 

(i) Is the hull leak free? 

(ii) Is inert gas system fitted and fully operational? 

(iii) Is crude oil washing system fitted and fully operational? 

(iv) Are there any defects to the tanker, machinery or 
equipment which would affect safe pilotage, berthing, 
cargo or ballast operations? 

(v) Have stress calculations for the envisaged programme of 
cargo transfer, ballasting and bunkering been made? 

(vi) Is bed hull stress calculated within recommended safety 
limits? 

The following special information is required for liquefied gas tankers: 

(vii) Are all cargo tanks and lines oxygen free? 
(viii) Is reliquefication or boil-off control equipment in good 
working order? 

(b) The following items will be required from the tanker Master 
immediately upon berthing for stowage in the ‘Emergency 
Document’ box: 

(i) A list of the characteristics of the cargo on board and to 
be handled, and position of stowage. 
(ii) Cargo Transfer Plan, schematic type, 2 copies required. 
Plan to include times, sequence and rate. 
(iii) Crew List. 
(iv) Tanker’s general arrangement plan. 

It is recommended that the declaration required from the Tanker 
Master regarding Section (a), Questions 1-8, be despatched by telex in 
an abbreviated form to Melbourne Harbour Control, Telex: HBRCON 
33437, prior to the vessel berthing in Melbourne. Below is set out a 
sample telex message: 

HBRCON 33437 
ATTENTION — PORT EMERGENCY SERVICE 


QUESTIONS |, lll, V, VI Yes 
QUESTIONS Il, IV No 
QUESTIONS Vil, Vill Not applicable 
F BLOGGS 


MASTER, M.V. “SEASPRAY” 
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New Safety Requirements at Tanker Berths: Dated 31st January, 1984. 
3.2.3.3. Emergency Towing Wires: The Master of a ship having on 
board dangerous substances shall ensure that immediately after the ship 
has berthed, wire hawsers of adequate strength to allow the ship to be 
towed from the Berth are placed over the outboard side at the fore and 
aft ends of the ship: 

1. such wires shall have an eye in the outboard end and be made 
securely fast to the ship at the inboard end, and shall be tended 
and adjusted to remain within 1 m., of the water level to meet 
changes in the draft of the ship; 

2. in order that sufficient wire can pay out to enable the tugs to tow 
effectively, 55 m. of slack wire or such other lengths as required 
by the Port of Melbourne Authority shall be retained between 
bollard and fairlead; and 

3. to prevent the slack wire from running out, it shall be stopped by 
rope yarn or other easily broken means. 

Access Between Tanker Terminal and Ship: 

The Master shall provide safe access to the ship by means of a 
properly rigged Gangway. Where practicable the gangway shall: 

1. be adjacent to the ship's accommodation; and 

2. be clear of cargo hoses and the ship and shore cargo manifolds. 

Where a fire or explosion in the shore cargo manifold area could block 
the escape route of persons from the ship, the Master shall ensure that: 

1. the outboard accommodation ladder is turned out and rigged 
ready for immediate lowering; and 

2. the outboard lifeboat is lowered to the embarkation deck and kept 
ready for immediate launching. 

Moorings: 

The Master shall ensure that any mooring wire used to secure the 
ship is fitted with a rope pennant unless: 

1. the mooring wire is secured on the Berth with a quick release 
device, or 

2. permission to use mooring wires without pennants has been given 
by the PMA. 

Anchors Ready for Letting Go: 

The Master shall ensure that immediately after the ship is secured at 
the berth an anchor is walked back clear of the hawse and is kept ready 
for letting go. 

Operation of Sea and Overboard Discharge Valves: 

Except where the PMA otherwise permits, the Master of ship handling 
liquid bulk dangerous substances or oils shall ensure that all sea and 
overboard discharge valves connected to cargo or ballast pumps are 
kept closed. 

Any valve required to be closed by the above shall be secured by 
lashing or, in the case of remotely operated valve, by a suitable means 
or marking to prevent the accidental operation of the valve. 

Radio Procedures: 

The Master of a ship having on board liquid flammable bulk dangerous 
substances shall ensure that, whilst the ship is at a berth, the main radio 
transmitting aerials are earthed. 

The Master of ship having on board liquid flammable bulk dangerous 
substances shall ensure that, prior to the ship's radar or radio equipment 
being serviced: 

1. permission is obtained from the PMA, and 

2. any conditions imposed by the PMA are observed. 


DENSITY: 1000 — 1019. 


FRESH WATER: Water available at wharf face at 30 m. intervals. Rate 
50-100 t.p.h. 


FUEL: 24 hours notice required. All grades 1-1500 secs. Marine Diesel 
Light Marine Diesel. Gas Oil 34 sec. Red No. 100F. Bunker Fuel 600 
sec. Red No. 100F. Light Diesel 37 sec. Red No. 100F. 

At Gellibrand and Breakwater Piers. Minimum notice 48 hours; prefe: 
notice 4 to 5 days. 

Tanker fuel oil 450 SSF at 122°F. Volume — unlimited if 4 to 5 days 
notice given. 


FIRE PRECAUTIONS: Copy of “Anti-Pollution Notice” is handed tc 
Master of tankers on arrival. 

Anti-Pollution Notice: Your attention is drawn to the comprehensive 
legislation in force to prevent pollution of any sort in the Port o 
Melbourne. Visual checks are made on all ships and on an offence being 
detected immediate prosecution may follow. 

You are warned that the polluting by oil is an indictable offence 
entailing a fine of up to $50,000 plus costs of cleaning and damage tc 
the environment. 

Due to the poor natural flushing of Port Philip and Hobson's Bays an\ 
pollutants discharged into these Bays tend to have a long lasting effec 
and can cause serious environmental damage. 

All Scuppers and overside deck openings shall be securely plugged o 
blocked during the handling of any dangerous goods or oil or ballas 
water. 

Discharge of oily ballast water or bilges is not permitted within the Por 
of Melbourne. Permission of the Director Melbourne Ports must bi 
obtained prior to taking in or discharging any ballast including wate 
ballast. 

Tank washings must not be discharged overside in the Port o 
Melbourne. 

Sewage holding tanks must not be pumped out in the Port of Melbourne 
While a vessel is lying alongside any wharf, all discharge outlets sha 
be properly screened or protected to ensure that discharges shall no 
fall upon the wharf. 

Garbage and refuse must not be dumped overside but must be kept fo 
disposal ashore as directed by the Port Authority or kept on board. 
immediate notification shall be given to Harbour Control in the event c 
any spillage of oil into Port waters. 


CONSULS: The following countries are represented by consuls in 
Melbourne: 

Austria Iceland Peru 

Barbados Indonesia Philippines 

Belgium Italy Portugal 

Brazil Japan Senegal 

Canada Malaysia Seychelles 

Chile Mauritius Spain 

China Mexico Sweden 

Denmark Monaco Switzerland 
Dominican Republic Nauru Thailand 

Ecuador Netherlands Turkey 

Finland New Zealand United Kingdom 
France Nicaragua U.S.A. 

Germany F.R. Norway Venezuela 

Greece Panama Yugoslavia 
Honduras 

REPAIRS: All major repairs possible. 

DRY DOCKS: Floating dock 156m. x 24m., lifting capacity 


8,000 tonnes. 25 tonne cranes. 

GANGWAY WATCHMEN: Shore/Gangway Watchman compulsory. 
OPENING/CLOSING HATCHES: Normally carried out by Stevedores. 
Ship's crew may if required by vessel to do so. Crew may close hatches 
prior to sailing; but if Stevedores instructed to do so, they then claim 
right to finish, unless ship sails before completion of work. 

SHIP CERTIFICATES: Register — showing vessel's name, port of 
registry, gross and nett tonnages and Owner. Loadline Certificate which 
must be current. Safety Radio Certificate. Safety Equipment Certificate. 
Light dues receipt, ship's Articles (British), Clearance from previous port. 
CUSTOMS ALLOWANCES: 200 cigarettes in an opened carton or 
0.5 Ib. cigars or 0.5 Ib. tobacco. 1 bottle spirits (opened). 

CARGO GEAR: This must comply with Australian Regulations, as 
issued by the Ministry of Shipping and Transport. 

When working cargo with ship's gear, certificates should be available 
to attest to identification and good condition of all such gear. If vessel 
on first visit to Australia and certificates not available, a declaration by 
Master will be accepted provided gear in order. On subsequent visits 
certificates and identification of each item of gear must be readily 
produced. 

REPATRIATION: All facilities available for effecting crew changes and 
repatriation — namely sea, air and rail. 

HOLIDAYS: Sunday, Christmas Day, Good Friday, Labour Day, Picnic 
Day, Anzac Day: with exception of Sunday are regarded as “close 
holidays” and waterside workers cannot be required to work on these 
days. Only work of special nature performed on these days by 
agreement. 

Following ordinary holidays observed: Boxing Day, New Year's Day, 
Australia Day, Easter Monday, Queen's Birthday, Melbourne Cup Day. 

On Boxing Day and New Year's Day, waterside workers will work on 
following classes of vessels only, namely: 

(a) Passenger ships to sail on schedule. 

(b) Ships to finish and sail before next pick-up of labour. 

(c) Ships which in opinion of local Board of Reference, should be 

declared “Urgent Vessels”. 

(d) Marine casualties. 

On remaining ordinary holidays work performed if required by an 
employer. Work performed on holidays subject premium rates of pay. 
POLICE/AMBULANCE/FIRE: Fire, Ambulance, Security — Port 
Emergency Service. Tel. 611-1603 or, by VHF Radio Channel 16 
“Melbourne Port Emergency”. 

TELEPHONES: Telephone can be placed aboard at all berths. Trunk 
calls cannot be made from shipboard phones. 

SERVICES: Tank cleaning. Compass adjusters available. 

SHORE LEAVE: Crew allowed ashore. Visitors to ship after dark require 
permit issued by Master. No passport required while ashore. 
IDENTITY CARDS: Not required to be carried by crew going ashore in 
Australia. However, Section 23 of the Migration Act 1958/1964 provides 
that Masters of vessels entering Australia from overseas shall have in 
their possession an identity card in an approved form for each member 
of crew. These provisions included in the Act to ensure positive 
identification available to departmental officers should any Seaman, not 
being an Australian citizen, desert vessel. Should vessel arrive in 
Australia without required Seamen's identification cards, seamen are 
unable to go ashore until photographer called to vessel in order to 
photograph each crew member, and identification cards completed. 

Following nationalities need not complete identification card required 
under Migration Act provided Crew members in possession of relevant 
Seamen's Identity certificates/discharge book; Canada, Denmark, Fiji, 
Ghana, Hong Kong, India, Israel, Italy, Japan, Malaysia, Norway, South 
Africa, South Korea, Pakistan, United Kingdom. 

Masters of vessels, Australians and New Zealanders are not required 
to have such an Identification Card. 

Masters are reminded that Crew members’ travel documents and 

Commonwealth of Australian Forms M.315, where applicable, are to be 
retained in the custody of the Master at all times, and are to be produced 
to Customs Boarding Officers upon demand. 
DEVELOPMENTS: Holden Oil Dock: The PMA is upgrading Holden Oil 
Dock in order to provide modern, efficient and cost effective facilities for 
its customers, and a safer environment for port workers and the 
community in general. 

Holden Oil Dock is located at Yarraville, North of the West Gate Bridge, 
and is the specialised petroleum product berth in Melbourne. ‘It is the 
only bulk liquid berth connected via pipelines to both the PRA Altona 
Refinery, and the storage facilities of all the Melbourne based oil 
companies. It is also the only bulk liquid berth provided with rail sidings 
connected to the V/Line network. 

The current berth is land bound on three sides. Commissioned in 
1970, the facility is 20 years old, has reached the end of its structural 
life, and is technologically sub-standard for modern ship sizes and 
minimum industry fire fighting guidelines. 


AUSTRALIA 


In order to minimise disruption to the industry, while reconstructing in 
the minimum time and in the same location, the PMA will provide a 
temporary berth in the approach to the existing dock (see “Plan’”). 


Projected Allowable Guaranteed Berthing 
Schedule Length Draft Beam DWT Depth Arrangement 
(m.) — (m.)_— (m.) (Tons) (m.) 

Until Head In 

1 August 1990 = 183 94 26.5 - 10.0 (Bow upstream) 
1 August 1990 Head Out 

to May 1991 183 94 26.5* 28,000 10.0 (Bow 

Downstream) 

From May '91 183°" 11.9 unrestr’d 40,000 13.1 Head Out 


* 


Beam may be increased to 28.5 m. 
** Length may be increased to 200 m. 

Applications for these increases are to be made on single visit basis 
with the Berth Allocator, Tel: 611-1850. 

All dates nominated are as of 27th June 1990, and must be confirmed 
with the Manager Navigation Services, Tel: 611-1807. 
AUTHORITY: Port of Melbourne Authority, Building A, World Trade 
Centre, Melbourne. Postal Address: P.O.Box 4721, Melbourne, 3001, 
Victoria. Tel: (03) 611-1777. Telex: 34211. FAX: (03)611-1905. Cables: 
“Harbor, Melbourne”. Contact: Port Director. 


AGENT: Patrick Agencies, Box 4329 GPO, 3rd Floor, 45 William Street, 
Melbourne, Victoria, 3001. FAX: (03) 614-6890. Seagram Code: 
3MRIKPAT. Tel: (03) 614-6333. Telex: AA. 30456. 


MOURILYAN, Queensland: 17.36 S. 146.08 E. 
(See Plan) 


PORT LIMITS: Mourilyan Harbour, the area to the West of a line joining 
Hall Point and the outer extremity of the North Head. 
ARRIVAL: Requirement for vessels in ballast; minimum forward draft 
to be 2% of overall length, minimum after draft — propeller immersed. 
Draft to be notified to Agent in arrival telegram. 
CERTIFICATES/DOCUMENTS/CUSTOMS ALLOWANCES: 

See “Melbourne”. 
PILOTAGE: Order Pilot through Agent, as early as possible. Confirm 
through Agent or direct to Harbour Master, Innisfail. Pilot vessel, located 
in Mourilyan Harbour, watches on VHF Channel 16 when vessel 
expected to berth (Channels 12, 8, 14 and 6 available). Pilot vessel 
white with orange cabin and blue trim. Pilot boards 2 miles East of 
harbour entrance. Approved pilot ladder and good lee required, not 
accommodation ladder. Vessels awaiting Pilot anchor in boarding 
position above, good holding. Leading beacons — in line 270° T, showing 
fixed red neon. Entrance beacons flashing — red port, green starboard. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait and also Grafton Passage is conducted by 
licensed pilots of the Queensland Coast and Torres Strait Pilot Service. 
See “Torres Strait” for details. 
Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See “Torres Strait”. 
RESTRICTIONS: Berthing takes place for most vessels at or near slack 
water, day or night. Large vessels berthed during daylight only. On 
Spring tides, entry restricted to at or near slack water. No turbine- 
powered vessels accepted. Night-time sailings permitted. Vessels 
entering or leaving — Forward draft not to be less than 2% of overall 
length and propeller to be immersed. 
MAX. SIZE: LOA 183 m. and beam 30.0 m. or LOA 175 m. and beam 
32.2 m. 
Draft Arrival: Limited by swing basin, maximum depth 7.1 m. less 0.6 m. 
keel clearance, all vessels swing and berth port side to main wharf. 
Draft Departure: Limited by entrance depth of 8.53 m. less 0.91 m. keel 
clearance. 
HEALTH: See “Pilotage’”’. Also see “Melbourne”. 
RADIO: VIT Townsville (MF). 
TUGS: 2 tugs stationed at Mourilyan. Tug usually required for 
unberthing. Tug normally pushing or using tug’s lines, no extra charge. 
BERTHING: Ships always berth port side to at Mourilyan. One sugar 
and molasses berth, length 193 m. depth 10.0 m. LWOST. 
BULK HANDLING FACILITIES: Mobile bulk sugar loading gantry, rate 
1,400 t.p.h. Bulk molasses loading rate 300 t.p.h. 
STEVEDORES: No waterside workers employed. Normal ETA advices 
to Agents for arrangement of bulk-loading staff. 
MEDICAL: Hospital facilities available, Port Health Doctor also general 
practitioner. 
DENSITY: Usually 1024 — 1027 irrespective of tide. After heavy rains, 
particularly January-April, considerable freshening occurs to 1008. 
FRESH WATER: Good water readily available, shore hoses from wharf 
face. Approx. 25 t.p.h. capacity. $1.00 per 1,000 litres. 
FUEL: Limited quantities of fuel oil and diesel oil available by road- 
tanker. 
CONSULS: None. 
REPAIRS: No major facilities available. Most types of welding, light 
machinery, and pipe-fitting can be arranged. Technicians can usually 
be obtained for radar, etc., with advance notice by radio to Agents. 
GANGWAY WATCHMEN: Not normally required. 
HATCHES: Worked by crew. 
CARGO GEAR: See “Melbourne”. 
CREW I.D. CARDS: See “Melbourne”. 
REPATRIATION: Possible. 
AIRPORT: Nearest airport at Cairns, 110 km. Regular flights available. 
TIME: See “General” before first port. 
HOLIDAYS: Various national, state and local holidays. Cargo usually 
worked on all holidays except Christmas Day. 
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POLICE/FIRE/AMBULANCE: Ring 000 on shore public telephone. 
TELEPHONE: No telephone aboard. 

SHORE LEAVE: Not normally restricted. Distance to nearest township 
(Mourilyan) 10 km., to Innisfail 17 km. No public transport services from 
harbour. 

DELAYS: Awaiting daylight or tide or, exceptionally, awaiting vacancy 
of berth or moderation of weather. No delays usually in loading. 
GENERAL: Port normally used only for export of sugar and molasses. 
Deadweight (cargo on board on arrival) restrictions may apply to certain 
classes of vessel. Agents will advise details if applicable. 
AUTHORITY: Department of Transport — Queensland, Marine and Ports 
Division, P.O.Box 34, Innisfail, Queensland 4860. Tel: 070-611599. 
FAX: 070-613592. Contact: Captain D. J. Plume, Harbour Master. 


AGENT: Sub-agent of Patrick Agencies, Cairns. 


NEWCASTLE, N.S.W.: 32.55 S. 151.48 E. (See Plan) 


PORT LIMITS: To seaward, all waters enclosed by a radius of 3 miles 
from Nobbys Lighthouse. Vessels are prohibited from anchoring in the 
following area: 

Within the area enclosed by an imaginary line 057° from the green 
light on the outer extremity of the Northern Breakwater and a line 
127° from the red light on the Southern Breakwater to the positions 
where both these imaginary lines meet the arc of a circle of 3 nautical 
miles distant with the navigation light of Nobbys Head as its centre. 
DOCUMENTS: See “Melbourne”. 

PILOTAGE: Compulsory. As much notice as possible through Maritime 
Radio, Sydney (VIS), amending 2 hours prior arrival. Amendment 
through Channel 9 VHF, to Harbour Control. Telegraphic address 
“Marboard”. Pilot vessel painted high-visibility orange, “Pilots” on deck- 
house in black paint. 

Pilot Boarding Ground: Vessels will be advised on VHF Channel 9 by 
the signal station, but will normally be 3 miles — 5 miles off the 
breakwater. A good lee, speed 3 — 5 knots, no boatrope, ladder to be 
approximately 3.0 m. above water with manropes. 

Slack Water Inward Movements: The Harbour Master has advised that 
when two inward vessels of over 240 m. LOA are programmed on the 
one tide, the first vessel must present itself 3 miles due East of Nobby’s 
Signal Station within 10 minutes of the due Pilot Boarding time. Failure 
to meet this requirement, which may result in the second vessel facing 
lengthy delays, by missing the tide, may prompt the Harbour Master to 
provide services to the second vessel. Owners should ensure that 
Masters are aware of this requirement. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

ANCHORAGE: Anchorages in the Approaches: While no anchorages 
are recommended off the Port for all weathers, good anchorage can be 
found in Stockton Bight from 1 to 2 miles North of the end of the Northern 
Breakwater or 2 to 3 miles East of the end of the Southern Breakwater, 
in fair weather. Due to the heavy confused sea in South to S.E. weather, 
vessels anchored should weigh and proceed out to sea till the weather 
moderates. 

RESTRICTIONS: Entrance Channel dredged to 15.2m. ISLW — A 
minimum keel clearance of 10% draft required. Certain berths within port 
may only be worked during slack water or early ebb tide. Vessels over 
700 ft. navigate in daylight only (inward). 

MAX. SIZE: Max. d.w.t. for bulk cargo vessels dependent on 10% under 
keel clearance on entry or departure. 

Steelworks Channel Facility: Max. length of 290 m., max. beam 43 m., 
max. draft 15.2 m. plus tide less 1/11th to provide 10% under keel 
clearance. Depth in loading basin 16.5 m. 

E.g. With a tide of 1.2 m. max. draft is 14.92 m. (tidal range this port 
Om. — 2.1 m.). 

K.C.L. Loader — Kooragang Island: LOA 290 m., max. beam 47 m. 
Depth in loading basin 16.5 m. 
HEALTH: Refer to ‘Melbourne’. 

Newcastle is a first port of entry for quarantine purposes for the coast 
of New South Wales (see page 266 of Sailing Directions). There are no 
quarantine anchorages in the Port and vessels proceed directly 
alongside a berth for quarantine examination. Masters of vessels are to 
ensure that no persons board or land from their vessel until Free Pratique 
is granted. 

RADIO: All radio messages through Sydney (VIS). 

RADAR/VHF: Nobbys Head Signal Station equipped with radar. Max. 
range 64.0 miles. Contact signal station on VHF. Normal VHF watch 
held on Channel 9. Also see “Sydney-VHF". 

TUGS: Tugs usually come alongside shortly after entering breakwater. 
Tugs lines available for use. 
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BERTHING: See “Restrictions”. 
Depth at 
Length 1.S.L.W. 
(m.) (m.) 
200 6.9 


Berth Remarks 
Merewether Street 
Whart 
Lee Wharf 
No. 1, 2 and 3 
Lee Wharf No. 4 


Lay-up Berth 
519 9.1 
Lay-up Berth 
Bulk cargoes, lead, zinc, 
general. 


140 9.1 


Lee Wharf No. 5 171 9.7 
No. 1 Throsby 183 11.0 
No. 2 Throsby 201 10.0 
Western Basin No. 155 9.1 
No. 2 _ _ 
No.3 244 


Containers, general 

Bulk motor spirit, bunkering. 

Lay-up Berth. 

No longer in use. 

Grain, 4x 1,000 t.p.h. 
Movable loading heads. 
Silo 6,000,000 bushels. 

Continuation of No. 3. 
General cargo. 30 ton 
portainer crane also 
available. Stern ramp at 
Northern end of berth. 

Berth length with dolphins 
500 m. 

*Depth 11.6 m. for 46 m. 
width. Depth in 
approaches 13.1 m. 
Clearance from bottom of 
chute to 1.S.L.W. is 
15.2 m. 


= 


No. 4 


Eastern Basin 
No. 1-2 
Basin Loaders 


11.6*° 


State Dockyard 
No. 3 Berth 
No. 4 Berth 


213 
117 


Waiting berth — repairs. 
Waiting berth — water, light 
and power available at 

both berths. 


ON 
no 


Dyke Berths 

No. 1&2 533 Bulk zinc and lead 
concentrate at No. 2. 
Loading head — 1,500 

tonnes per hour. 

Lay-up berth. 

Coal loading berths in 
Steelworks Channel. 3 
loading heads, loading 
rate 2,500 tonnes per 
hour each. 

Coal Transhipment Berth. 


No. 3 
No. 4&5 


183 


No. 6 = _— 

Kooragang Island 

No. 2 183 11.6 Cement, clinker, phosphate, 
sulphur. Located 2 miles 
up river — part of 
“Kooragang Reclamation 
Scheme”. Bulk discharge 
and loading. 2 ship 
“loaders/unloaders’’, rate 
650 t.p.h. each. 

2500 t.p.h. vacuum 
unloaders for alumina and 
petroleum coke. Dolphins 
North and South giving 
total distance of 316 m. 
110,500 t.p.h. coal 
loader (8,000 t.p.h. into 
vessels 180,000 d.w.t.). 
(Stage | of Ill). 

Kooragang Coal Loader. 
Coal loading head. Rate 
8,000 — 10,500 t.p.h. 


No. 3 190 13.5 


No. 4 290 16.5 


Steelworks Wharves: These wharves consist of a long shore berth 
situated at the Broken Hill Pty. Co. Ltd., Iron and Steelworks on West 
side of North harbour Port Waratah and is owned by the Company. 
Length of wharf is 810 m. Diameter of Swinging Basin is 580 m. with a 
depth of 12.8 m. at I.S.L.W. 

Depths of Water at Berths at |.S.L.W.: 


No. 2 Berth 9.6m 
No. 3 Berth 9.6m 
No. 4 Berth 7.9m 
No. 5 Berth 12.8m 
No. 6 Berth 7.9m 


At Nos. 2 and 3 Berths there are 610 ton luffing cranes. Height of 
decking of wharf I.S.L.W. is 4.5 m. 

At the Northern or top end of the wharf, No. 5 Berth, the Company 
discharges their ironstone and limestone direct from ships by means of 
three powerful travelling grabs. The length of whart allocated for this 
discharge of ore is approximately 275 m. 

The Company's private railway lines, which are connected with the 
Government Railways, run direct to the wharf and their steel products 
are loaded direct from truck, to ship's hold. 

Beyond the wharfage accommodation before mentioned, there is a 
coke berth, No. 6 Berth, comprised of dolphins. This berth is 162 m. 
long x 7.0m. wide, including the dolphins on which is erected a 
mechanical coke loading plant for loading direct into vessels’ holds. 
Depth of water available at this berth LS.L.W. is 7.9 m. 

The channel leading to the Steelworks Wharves is 12.8 m. LS.LW. 
Facilities at Wharves: Water, telephones and shore power are available 
at most wharves in the Port. A Maritime Services Board Patrol Officer 
meets all vessels berthing at all except the Steelworks Wharves to 
arrange supply of services required. 


BULK HANDLING FACILITIES: See “Berthing”. 

Notice: |ssued by Maritime Services Board of N.S.W. 

Air Draft at Nos. 4 and 5 Dyke Berths: The max. permissible air draft 
of vessels loading at Nos. 4 and 5 Dyke Wharves is 18.5 m. This is the 
distance of the hatch covers above chart datum, and not the distance 
between the hatch covers and the water level. This fact should be 
brought to the Master's attention. The air draft at No. 4 Kooragang 
(Kooragang Coal Loader) is 21.0 m. 

To assist the Master or Cargo Officer, a mark has been placed on the 
shiploaders indicating when the limit is being approached so that action 
can be taken by the ship to ensure that the limit is not passed. 
Trimming Procedures: As laid down in “Coal Vessels — Working Code 
— N.S.W. Ports”, a copy of which is in the hands of all Agents and 
Shippers, attention is drawn to Clause 4: 

“On arrival at the loading berth, the vessel's Master or Cargo Officer 
shall nominate the hatches required for trimming purposes to attain the 
vessel's final draft and no more than 2 hatches shall be designated for 
this purpose. No more than 5% of the vessel's total required tonnage 
may be reserved for trimming purposes, and trimming will not be 
permitted in discreet quantities of less than 0.5% of the vessel's total 
required tonnage”. 

In the past this Clause has been ignored but it will be policed more 
stringently in the future. 

Coal Loading: We draw the attention of both Owners and Masters to 
the Port Manager's advice which is reported below: 

1. Subsequent to the harbour deepening and completion of 
development projects on Kooragang Island, the larger vessels 
have caused the surge problems to manifest itself again. The surge 
problems are considered serious and are caused by hydraulic 
interaction of passing vessels. 

2. Therefore, for reasons of safety to vessels and personnel 
employed on ship loading, extreme care will be taken with the 
loading of geared vessels. Loading will cease and shiploader be 
removed from the vessel when shipping movements occur in the 
Steelworks Channel. 

The M.S.B. requests that, as detailed in the coal operation guidelines, 
all vessels due to load coal supply a hatch tonnage list together with a 
proposed loading sequence to the Senior Supervisor 7 days prior to 
arrival. 

Coal shippers have been requested to ensure that Masters are 
advised in good time of the stowage factors of the coal to be loaded, to 
allow accurate calculation of hatch tonnages. 

The Maritime Services Board of N.S.W. have issued a notice regarding 
the practice of trimming vessels by the head and their handling 
characteristics. 

The notice states that a marginally greater forward draft than aft has 
little effect on a vessel's manoeuvrability and handling and is acceptable. 
It has been noted, however, that vessels have been prepared for sailing 
with the head down by anything up to 0.75 m. which can make steering 
control and handling extremely difficult. 

In the light of this problem the M.S.B. has announced that where 
vessels are found to be excessively trimmed by the head the services 
of an additional tug may be required during manoeuvring. 

Apart from the extra costs involved in hiring another tug it may be 
that, if the vessel's condition is not noticed until sailing time, a delay 
may occur whilst another tug is made available. Stand-by charges will 
also be incurred whilst awaiting the extra tug. 


MEDICAL: All hospital facilities available. 
TANKERS: No. 2 Throsby Wharf. Berth length 201 m., depth alongside 
10.0 m. Largest vessel 200 m. length. 
Bulk Berth Kooragang. Berth length 183.0 m., depth alongside 11.6 m. 
Both Berths — flexible discharge hoses. 200 mm. dia. 8 hole ASA 
flanges. 
DENSITY: Density varies considerably throughout port, with particular 
reference to upstream rains. 
FRESH WATER: Available all berths, 4 — 15 t.p.h. delivery, dependent 
on other demands. 
FUEL: Normal bunkering available by either road or barge, or pipe-line 
at Inflammable Liquids Wharf. 
FIRE PRECAUTIONS: Written notice to Fire Brigade for tankers. 
CONSULS: The following countries are represented at Newcastle: 
Belgium, France, Greece, Netherlands, Norway and Sweden. 
DRY DOCK: Floating Dock: A floating dock, operated by Forgacs is 
moored in Throsby Basin, opposite the Inflammable Liquids Berth. This 
dock has a lifting capacity of 15,000 tonnes; length overall 195 m.; clear 
width of entrance 33.5 m.; maximum draft of vessels is 8.5 m. Adjacent 
to the floating dock are repair workshops and two patent slipways, one 
of 1,250 tons capacity and one of 300 ton capacity. 
SURVEYORS: (1) Cargo Superintendents Co. (A’Asia) Pty. Ltd., 
A. Fowler and Associates, Griffith Australia Services Pty. Ltd, 
S.G.S. Australia Pty. Ltd., S.G. Webb & Co. Ltd. 
(2) American Bureau of Shipping, Bureau Veritas, Lloyd's Register, 
Norske Veritas. 
GANGWAY/DECK WATCHMEN: Safe and efficient gangway to be 
provided at all times. 
OPENING/CLOSING HATCHES: Dependent on type of Cargo and hatch 
(coal, wheat, ship's crews closing hatches). 
CERTIFICATES AND CUSTOMS ALLOWANCES: See “Melbourne”. 
CARGO GEAR: No additional other than wire preventers to derrick 
heads if rope guys used. Also see “Melbourne”. 
REPATRIATION: Normal facilities available. 
AIRPORTS: Two, approximately 7 miles from city. Several flights daily 
to Sydney. 
TIME: See “General” before first port. 
HOLIDAYS: Christmas Day; Good Friday; Labour Day; Picnic Day; 
Anzac Day are regarded as close holidays and waterside workers cannot 
be required to be worked on these days. On Boxing Day, New Year's 
Day, waterside workers will work on following classes of vessel only: 


AUSTRALIA 


(a) Passenger ships to sail on schedule; (b) ships to finish and sail 
before next pick-up of labour; (c) marine casualties; (d) other vessels 
which are agreed between employer and WWF branch officials in the 
port concerned; if there is no agreement on a port basis, agreement as 
to any such ships, to be reached at Federal level. 

On remaining ordinary holidays, work performed as required by an 
employer. Work performed on holidays subject to premium rates of pay. 
No Saturday afternoon work unless vessel is proceeding to sea. 
POLICE/AMBULANCE/FIRE: Dial “000” for Emergency. 
EMERGENCY CO-ORDINATION CENTRE: All emergency situations — 
refer to Australian Coastal Surveillance Centre. (Free call S.T.D. or 
reverse charge). Canberra (062) 476666. 

SERVICES: Compass adjusters available. 
STORING: See “Prelims”. 

(1) Yes. 

(2) No restriction, except on tankships, where stores are generally 
hand-trucked to vessel. Dispensation may be given to use vehicle or 
barge under certain circumstances. 

(3) Yes. Exception is No. 2 Throsby which is a dolphin berth. 

(5) Normal to Australian ports. 

(6) Yes. Most unusual practice, extremely costly. 

CREW I.D. CARDS: See “Melbourne”. 

DEVELOPMENTS: Berth improvements to take place at the 
Inflammable Liquids Berth and Eastern Basin site for containers/general 
cargo facility. 


SHIPMASTER’S REPORT: 

Harbour control: VHF Channel 13. 

Anchorage: Liable to the weather — attention to be paid to the Easterly, 
South Easterly and Southerly winds which can suddenly blow strongly 
within 1 hour's time. Best anchorage: 108°, two miles from South 
Breakwater. Not recommended to anchor North of Latitude 32° 55’ S. 


AUTHORITY: M.S.B. Hunter Ports Authority, P.O.Box 663, Cnr. Scott 
& Newcomen Street, Newcastle N.S.W. 2300, Australia. Tel: (049) 
272400. Telex: MSBNEW AA28761. FAX: (049) 264596. Cables: 
Marboard. Contact: G. Connell, Managing Director. Captain N. Morrison, 
Harbour Master. 


AGENT: Patrick Agencies, 78 Hannell Street, (P.O.Box 63), Wickham, 
Newcastle, N.S.W. 2293. Telephone: (049) 69.2955. Telex: 28192. FAX: 
(049) 69-5014. Seagram Code: 2NRIKPAT. 


PORT AUGUSTA, S.A.: 32.29 S. 137.46 E. 


CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: One mile N.W. of Eastern Shoal North Beacon. The 
regulation pilot ladder secured four steps up from water and manropes 
are required. Boat ropes not required. 

RESTRICTIONS: 16 ft. low water. Minimum 2 ft. under keel. No 
navigation at night. Max. length 450 ft. overall. Tug required for vessels 
410 ft. and over. 

TUGS: From Port Pirie or Whyalla. 


BERTHING: 
No. 1 South 370 ft. Depth 20 ft. 
No. 2 Centre 400 ft. PD h20 ttt: 
No. 3 North 420 ft. / —1 Bat 


Total length of wharf 1,190 ft. 
FRESH WATER: 10t.p.h. 
REPAIRS: Minor repairs only. 
TIME: See “General” before first port. 
TELEPHONE: Police 42-3000; Fire Brigade 42-2000; Hospital 42-2011. 
AUTHORITY: Department of Marine and Harbours, Ellen Street, Port 
Pirie, South Australia 5540. Tel: (086) 321455. Cables: DMH Pirie. 
FAX: (086) 325918. Contact: Captain C. Marshall, Harbour Master/Port 
Manager. 


AGENT: See “Adelaide”. 
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Please send. corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


PORT BONYTHON, S.A.: 33.01 S. 137.46 E. (See Plan) 


OPERATOR: Santos Ltd., 39 Grenfell Street, Adelaide, South Australia 
5000. Tel: (08) 218-5111. Telex: 82716. Fax: (08) 212-5476. 
LOCATION: Port Bonython is situated on the Western shore of Spencer 
Gulf, South Australia, about 160 nautical miles from the entrance to the 
Gulf. The port includes the new Liquids Terminal (Lat. 33° 01’ =. 
Long. 137° 47’ E.), which is located about 9 nautical miles from the 
Port of Whyalla. 

PORT LIMITS: See “Plan”. 

DOCUMENTS: 

3 Crew Lists. Form M&S 11 Parts 1 and S. 

1 Crew Personal Effects. Form 5. 

1 Stores List. Form 42a. 

3 Loading Port List (and Ports of Call). 

1 Animal and Pets aboard. Form QA4. 

To be sighted: 

Official Log Book. 

Last Port Clearance. 

Seamen's Identification Card or Passport. 

Safety Certificates:— Construction, Equipment, Safety Equipment, 
Load line, Radio, International Oil Pollution Prevention, Light Dues. 
PILOTAGE: Pilotage is compulsory for all vessels when within the port 
limits. Pilots will board inward bound vessels at a position approximately 
165° (T) distance 5 nautical miles from the Whyalla Entrance Beacon 
(No. 1 Beacon). 

Deep draft ships will use the buoyed channel to the East of Fairway 
Bank. Outward bound, ships will disembark the Pilot at the Entrance 
Buoy 165° (T), distance 6.7 nautical miles from No. 1 Beacon. 

Pilot ladders must be rigged and the embarkation and disembarkation 
of pilots must be supervised by a responsible deck officer. Adequate 
lighting must be provided at night. All pilot ladders and accommodation 
ladders must be clean, in good condition and must comply with the IMO 
SOLAS Regulations. 

Spencer Gulf shoals gradually from the entrance and careful 
navigation is needed in the Northern part. Recommended routes for 
large ships are described in “Approaches”. If required, a Department of 
Marine and Harbors Pilot may be embarked, by prior arrangement, off 
the Port of Wallaroo (Lat. 33° 56’ S., Long. 137° 37' E.). 
APPROACHES: Approaches and Entrance to Spencer Gulf: 

FROM THE EAST: 

Vessels approaching from the East should set a course to pass no 
closer than 10 nautical miles clear of Cape Borda Lighthouse, from 
where a course may be set to enter the Gulf between Wedge and 
Althorpe Islands. Tracks can be subject to strong cross sets due to the 
tides. On entering the Gulf a safe course should be set to pass to the 
West of Tiparra Reef Beacon, (Lat. 34° 04’ S., Long. 137° 23.5’ E.). 

Vessels with local knowledge sometimes pass to the North of 
Kangaroo Island, using Backstairs Passage and Investigator Strait. 
FROM THE WEST: 

Vessels approaching from the West should set a course to pass 
10 nautical miles South of South Neptune Island Lighthouse, and thence 
into the Gulf by the previously mentioned track. Mariners are cautioned 
against passing within 5 nautical miles of South Neptune Island. 
Northern Spencer Gulf: 

Although good depths are available in the Northern part of the Gulf, 
accurate navigation is essential because the navigable widths are not 
great for deep draft ships, and the coast lines are low lying and 
featureless. The deep water channel off Tiparra Reef is only 4 nautical 
miles wide. From there, set a course to pass Westward of Middle Bank. 
A buoy marks the Southern end of Middle Bank and the navigable width 
for a deep draft ship at that point is less than 3 nautical. miles. 

From Middle Bank Beacon, steer to pass West of Yarraville Shoal 
Beacon, keeping clear of Planck Shoal (8.8 m.) and a 10m. patch 
Northward of Middle Bank, both of which are marked by buoys. 

After passing Yarraville Shoal Beacon, a course should be set to the 
Pilot Boarding ground. 

Departure: The outward passage down the Spencer Gulf is the exact 
reverse of the inward passage, with the same need for very exact 
navigation until past Tiparra Reef. 

ANCHORAGE: Inward bound vessels awaiting Pilot or Customs should 
anchor in the vicinity of the pilot boarding ground. Water depth is about 
16 m. with good holding in sand. 

RESTRICTIONS: Except for fishing vessels of less than 500 g.r.t. and 
port service vessels, no vessel may be navigated within the port limits 
at night without prior approval of the Harbour Master. There are at 
present no facilities for handling general cargo. 


MAX. SIZE: Maximum size ships permitted at Port Bonython Terminal: 


Oil tankers: 110,000 d.w.t. 

LPG carriers: 45,000 d.w.t. or 75,000 cu.m. capacity. (Larger sizes 
can be handled at the discretion of the Harbour Master). 

Maximum length overall — 265 m. 

Maximum draft — 15.8 m. 
Minimum size ships: 
LPG carriers: 3,000 d.w.t. or 5,000 cu.m. capacity. 
Maximum permitted berthing displacement: 110,000 tonnes. 
Draft: Unless with the Harbour Master's special permission, no vessel 
may navigate within the port or lie alongside the berth with a clearance 
underkeel of less than 20% of her maximum draft. 
HEALTH: Radio Pratique: Vessels arriving from overseas and wishing 
to proceed direct to the berth must apply for clearance by radio. At least 
24 hours before arrival the answers to the Commonwealth Quarantine 
Form ‘Q2' must be radioed to the ship's Agent who will submit the 
information in writing to the Quarantine Officer. (See “General” — 
“Health” before first port). If the answers are acceptable, approval to 
berth or Radio Pratique will be granted. 
Note: Until clearance is received, no persons other than Port Health 
anes and Customs and Excise Officers will be allowed to embark or 

isembark. 
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Livestock: Masters are reminded that strict quarantine laws are in force 
in Australia regarding pets or livestock of all sorts. No animals or animal 
products may be landed without written permission. 


RADIO: Adelaide Radio should be worked. 

Not less than 24 hours prior to the arrival of the vessel at the port, 
the Master or Agent of the vessel shall convey details to the Harbour 
Master, of the vessel's expected time of arrival at the port, draft fore and 
aft, the vessel's last port of call and whether the water-ballast is clean. 

If the vessel is scheduled to proceed direct to the berth on arrival the 
Master shall confirm to the Harbour Master the ETA at least 4 hours 
prior to arrival. 

Declaration Prior to Arrival in Port: 

The owner of a vessel having Dangerous Goods or Oil in Bulk on 
board shall make a declaration in writing to the Harbour Master at least 
48 hours prior to the arrival of the vessel in port providing the following 
information: 

(a) Is the hull leak free? 

(b) Is an inert gas system fitted? 

(c) Is the inert gas system, if fitted, fully operational? 

(d) Is a crude oil washing system fitted? 

(e) Is the crude oil washing system, if fitted, fully operational? 

(f) Are there any defects to the vessel, machinery or equipment, 
which may affect safe pilotage, berthing, cargo or ballast 
operations? 

(g) Have stress calculations for the envisaged programme of cargo 
handling, ballasting and bunkering been made? 

(h) Is the hull stress calculated within recommended safety limits? 
Additional information required for liquefied gas tankers. 

(i) Are all cargo tanks and lines free of air? 

(j) Is ie pepliquetayon or boil-off control equipment in good working 
order? 

(k) Any other particular information required by the Marine Authority? 

If any changes in conditions on board the vessel occur, after the 
declaration has been made, the Marine Authority should be advised 
without delay. 


VHF: Port Bonython Terminal has facilities for telex, telephone and VHF 
radio communication. VHF Channel 16 is monitored continuously by 
Santos at Port Bonython and by the Harbour Master's Office at Whyalla, 
when manned. 

Jetty Head: Ships at the berth must remain in communication with the 
control room at all times, using a portable two-way radio. The control 
room can contact the Harbour Master, tugs or emergency services by 
telephone, VHF or UHF radio. 

Report: 1988. 

Contact should be made with Whyalla Port Control which has 
Channels 6, 8, 12, 16 and 67. Santos have listening watch VHF base 
station with Channels 9, 12, 13, 14, 16, 67 and 72. 

When a vessel is within a distance of 20 miles from the pilot boarding 
position, the Master of the vessel shall ensure that an efficient VHF 
radio-telephone listening watch is maintained on Channel 16. 

The Master of a vessel arriving at the port shall establish contact with 
the Port Control Station by means of VHF radio-telephone when not 
less than 15 miles from the Pilot boarding position. 

BHP Co. Ltd. will relay messages to the Harbour Master after hours. 
Call “Whyalla Harbour Control" on VHF Channel 16. 


RADAR: The pilot vessel is equipped with radar. There is a jetty head 
approach speed radar. 


TUGS: The tugs ‘Taminga’ and ‘Turmoil’, based at Whyalla, are used 
for berthing/unberthing. Both tugs are owned by the Adelaide Steamship 
Co. Ltd. ‘Turmoil’ is a conventional single screw tug. ‘Taminga’ is 
equipped with fully rotating propulsion nozzles and foredeck towing 
winch. She is also fully equipped as a fire-fighting tug and carries 14,000 
litres of foam concentrate. 
Additionally there is a large tug based at Port Pirie. 

Tug Details: 


Taminga 32m.LOA 3600 h.p. 
50 tons bollard pull ahead 47 tons bollard pull astern 
Turmoil 31m.LOA 2250 h.p. 


30 tons bollard pull 
Mooring Boats: Two mooring boats are available ex-Whyalla, the 
‘Mudgee’ and the ‘Wanilla’, both of 350 b.h.p. 


BERTHING: The Port Bonython jetty is 2.4 km. in length and has a jetty 
head at right angles to the jetty. The jetty head is 140 m. in length. 
Berth Layout: 

1. The berth, capable of handling ships up to approximately 
110,000 d.w.t., consists of a concrete loading platform erected 
on steel piles. The minimum depth ba oe the berth is 20 m. 
at datum. In the immediate approaches, the depth exceeds 17 m. 
at datum along the berthing line over a distance of 600 m. either 
side of the berth centre. No dredging has been carried out and 
no siltation is anticipated in the berth area. The berth is orientated 
088° — 268° (T), approximately in line with the tidal currents. 

2. Four breasting dolphins (BD1 to BD4) equipped with ABF rubber 
fenders hold large vessels clear of the loading platform. A row of 
fender piles immediately in front of the platform is capped with 
timber-fendered steel berthing beam against which smaller ships 
can lie. 

3. Four mooring dolphins (designated MD1 to MD4), consisting of 
raked steel piles with concrete caps, lie to the East and West of 
the breasting dolphins. Both mooring and breasting dolphins carry 
quick release hooks for the ship's mooring lines. 

4. Deck heights above mean high water springs (M.H.W.S.) are: 

Loading platform + 10.74 m. 


Breasting dolphins +" 3.5m. 
Mooring dolphins a2 5.5m. 
Continuous fender + 1.0m. 


5. Distances, centre-to-centre, between the ABF fenders are 

approximately: 

BD1 — BD2: 35 m. 

BD2 — BD3: 70 m. 

BD3 — BD4: 35 m. 

bs pei Arrangements: 

1 eneral Requirements: 

The suggested mooring patterns for different classes of ship 
are shown on Plans M1 to M6. The Pilot will advise the Master 
on mooring requirements. Any known defect or limitation in the 
ship's mooring system must also be reported to the Pilot before 
arrival. 

Moorings must be properly tended so that the lines are bearing 
an even load and the vessel is kept close alongside at all times. 
Back springs should be as long as possible. Wherever practical, 
all moorings that are led to a particular point should be of the 
same type, i.e. either all rope or all wire, not mixed. 

Readouts in the jetty control room indicate the load on each 
mooring hook. If the readout shows any line to be slack or 
apparently overloaded, the operator will notify the ship and the 
officer-in- charge shall promptly have the moorings adjusted. 

2. Mooring Details — 3,000 d.w.t. (5,000 cu.m.) LPG Carrier 

(Plan M1): 

Head and stern lines (3 at each end) are run to the outer 
breasting dolphins. Breast lines are run to the inner breasting 
dolphins BD2 and BD3 using either the 25 tonne bollards or the 
mooring hooks. Springs are run to the 25 ton bollards on top of 
the continuous fender. 

3. Mooring Details — 25,000 d.w.t. Tanker (Plan M2): 

Head/stern lines are run to the mooring dolphins. Two breast 
lines are required at each end, either to the inner mooring 
dolphins or to the breasting dolphins. Springs (2 at each end), 
must be of adequate length. 

4. Mooring Details — 14,000 d.w.t. (22,000 cu.m.) LPG (Plan M3): 

Two breast lines and two springs are required fore and aft. In 
the example shown the after breast lines lead forward but 
adequate transverse restraint is provided by the stern lines to 
MD2. 

Smaller ships may run lines to the bollards on BD2, BD3 and 
fender top, provided the lines do not exceed 25 ton breaking 
strength. 

5. Mooring Details — 45,000 d.w.t. (75,000 cu.m.) LPG (Plan M4): 

If practicable, five lines should be run to the mooring dolphins 
at either end (e.g. 3 head lines and 2 for'd breast lines or 2 head 
lines and 3 for'd breast lines). Two foresprings and 2 back springs 
are also required. 

6. Mooring Details — 70,000 d.w.t. Tanker (Plan M5): 

At least 4 lines are to be run at each end, i.e. 2 head/stern 
lines and 2 breasts or 3 head/stern lines and 1 breast line. Two 
fore springs and 2 back springs should be run if practicable. 

7. Mooring Details — 110,000 d.w.t. Tanker (Plan M6): 

Three head/stern lines and 2 breast lines must be run from 
either end of the ship. Two fore springs and 2 back springs are 
required, ensuring that the drift on these lines is as long as 
possible. 

8. The Pilot will advise the Master on all mooring requirements. 
LOADING: Equipment: All vessels must be in a sound state of repair, 
with main engines, mooring winches, anchors and windlasses all in 
proper working order. 

Certification: All vessels must be in possession of a complete and valid 
set of safety certificates. All officers to be properly qualified and in 
possession of recognised certificates of competency. 

All LPG vessels to be in possession of a Certificate of Fitness under 
the terms of the IMO code for construction and equipment of ships 
carrying liquefied gas in bulk, also an appropriate Classification Society 
Certificate. 

Complies with International Transport Federation (I.T.F.) Rules and 
Regulations as are applicable and in operation from time to time. 

Is entered into a Protection and Indemnity Club (P. & |.) acceptable 

to the Buyer and Seller's Representative. 
Cargo Requirements: Vessels will not be accepted for loading unless 
the tanks to be loaded and the ship's piping are free of any liquid or 
vapour which would knowingly contaminate or degrade the product. The 
Mote died assumes no responsibility for cleanliness of ship's tanks for 
loading. 

All vessels nominated to load crude oil or condensate must be a 
subscribing member of the TOVALOP (Tanker Owners Voluntary 
Arch Concerning Liability for Oil Pollution) scheme at the time of 
their visit. 

Gas carriers must be properly cooled down or inerted. Reliquefaction 
equipment must be in good working order. 

Tank washing, gas freeing, inerting or cooling down are not permitted 

at the berth unless prior consent is received. 
Loading Arrangements: The jetty has been designated to load 
refrigerated LPG, crude oil and condensate. There are 10 loading arms, 
all fitted with hydraulic couplings and quick-release devices. Pennant 
controls are operated from No. 2, 4, 6 and 9 arms. 

Maximum loading rates at the berth are approximately: 


Crude oil 5,000 tonnes/hour 
Condensate 3,600 tonnes/hour 
Butane 1,000 tonnes/hour 
Propane 1,000 tonnes/hour 


Loading Arms — Safe Envelope: 
Surge: The maximum allowable movement of any arm in surge (parallel 
with the wharf) is + 3 m. from the centre line. 
Outreach: The maximum outreach, perpendicular to the wharf, 
measured from the fender face is: 

(a) 300 mm. (12 in.) crude arms at a minimum operating height of 

+ 4.14 m. above LWS: 4.8 m. 
(b) 300 mm. (12 in.) crude arm at height above + 5.6 m.: 7.6 m. 
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(c) 150 mm. (6 in.) liquid propane arm : 6.8 m. 

(d) All 250 mm. (10 in.) arms: 7.6 m. 

Height: Maximum of 10.5 m. above platform deck for 300 mm. (12 in.) 
arms, less for smaller arms. Maximum allowable heights of ship's 
manifold above waterline allowing for tidal range etc., is given in Table 
(See “Loading Arms”). 

Note: If any arm moves beyond the given limits, the E.S.D. system will 
automatically be activated. 

Ship's Manifold Requirements: Details of the loading arms and Ship's 
Manifold Requirements are given in Table (See “Loading Arms"). The 
arms are numbered 1 to 10, reading in order from the Eastern end of 
the jetty head. 

Loading Operations — Crude or Condensate: 

1. The Master of the vessel should ensure that his vessel is securely 
moored alongside at all times. All tension winches to be on 
manual brake. 

2. There must be sufficient crew members, with responsible officer 
supervision, on board at all times, to deal with any emergency. 
At least one member of the duty watch shall be visible on deck 
at all times. 

3. The terminal will cease cargo operations and may order tugs to 
attend if any movement of the vessel will endanger loading arms, 
or in the absence of a proper deck watch on the vessel. 

4. All doors, portholes and openings from the outer deck to 
accommodation or machinery spaces (other than the pump room) 
shall be kept closed, except for entry/exit purposes. All ventilators 
through which gas can enter shall be closed and mechanical 
ventilation shall be stopped if gas is being drawn into the system. 
Window type air conditioning units must not be used. Normal air 
conditioning or mechanical ventilation may be used on full 
recirculation mode only. 

5. All cargo tank lids must be closed and secured and venting of 
vessel's tanks must take place only through the venting system. 

6. All ullage openings must be covered with wire gauze screens, 
secured with weighted ullage plugs. 

7. Should an accumulation of gas become apparent, loading should 
be stopped or loading rate reduced at the discretion of the Marine 
Supervisor or the responsible ship's officer. 

8. Vessels in excess of 10,000 d.w.t. shall have an efficient means 
of readily calculating bending moments and shear stresses in the 
vessel's hull at all stages of loading or deballasting. 

Loading Operations — LPG Vessels: 

In addition to the rules applicable when loading crude oil or 
condensate, vessels loading LPG shall complete Section ‘C’ of the 
Safety Check List and also observe the following conditions: 

1. Vessel's Master is to advise the maximum loading rate required, 
the maximum working temperature and pressure of the ship's 
tanks and details of the previous 3 cargoes carried. 

2. Ship's relief valves to be set at maximum working pressure. 

3. Ship's tanks to be purged of air to the satisfaction of Terminal 
loading officer, prior to loading. Oxygen content of tanks must be 
less than 2% by volume. 

4. Personnel to be made aware of the danger of “frost burns”. 

5. The loading arms must be drained and cleared of liquid and all 
pressure removed prior to disconnection. Nitrogen is connected 
to the arms for purging. 

6. Tanks and pipelines to be gradually and evenly cooled down 
before loading to avoid any excessive thermal stresses. 

7. Ship's E.S.D. system to be operating satisfactorily. The closing 
of valves may be tested and timed. 

8. Due account should be taken of the high coefficient of volumetric 
expansion when determining closing ullages, and IMO filling ratio 
to be strictly adhered to. At least 2 independent methods of 
determining ullage space to be provided. 

9. All vapours to be returned ashore or recycled and not permitted 
to be released to atmosphere. 

10. Ship's scuppers in the cargo area must be kept OPEN while 
loading LPG to allow liquid to escape overside in the event of 
spillage. 

Jetty Emergency Shutdown and Surge Relief Systems: 

1. The emergency shutdown (E.S.D.) system to stop loading can 
be activated from the shore or the jetty control room. It is also 
activated automatically in the event of the following occurring. 

Electrical power failure. 

Excessive pipeline pressure. 

Surge in loading pump supply current. 

Loading arm extending outside of safe envelope. 
Low level in shore tank. 

2. The E.S.D. valves are power operated, backed up by emergency 
power and gas motors. Activating the E.S.D. system stops the 
loading pumps and closes the following E.S.D. valves: Tank 
suctions, valves at shore end of jetty, valves at loading arms. 
All valves in the shore E.S.D. system have a closure time of 
30 seconds. 
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3. Prevention of Pressure Surge Damage: 

Serious damage to piping and equipment could result from 
pressure surge if ship's automatic valves were slammed shut 
while loading at maximum rates. For this reason records of tests 
or manufacturer's data on the ship's valves will be required by 
the terminal. If suitable test data is not available the Master may 
be asked to operate the system to allow timing of the valves. 

A surge relief system incorporated in the jetty loading lines has 
been designed to cater for surges resulting from the following 
conditions: 

(a) Crude Oil and Condensate 
Loading rate = 6,950 cu.m.p.h. 


Ship's E.S.D. valves: Closing time for ball valves = 5 sec. 
Closing time for gate valves = 10 sec. 
(b) Propane 
Loading rate = 2,412 cu.m.p.h. 
Ship's E.S.D. valves: Closing time for ball valves = 5 sec. 


Closing time for gate valves = 15 sec. 

Butane 

Loading rate = 2,484 cu.m.p.h. 

Ship's E.S.D. valves: Closing time for ball valves = 5 sec. 
Closing time for gate valves = 15 sec. 

Separate surge drums are provided on the loading platform for 
butane and propane. The crude oil/condensate header relieves 
into the jetty sump. The capacity of these systems is limited. 

If the Marine Supervisor considers the ship’s valve closure 
times to be too short he may ask for them to be locked off or he 
may order loading at a reduced rate. If loading time is unduly 
prolonged through this cause, the extra time may be charged 
against the ship. 


(c) 


Loading Arms: (Port Bonython) 


LOADING ARMS 
Height above 
Size waterline 


Arm Coupling 
(All 150 ANS!) 


No. Service 


Crude 
Condensate 
Ballast 


Propane 
Liquid 


Vapour 
hose 
connection 


Propane 


10 in. or 
12 in. 


t 


Unrestricted, except for safe access. 


Cargo Measurement: 

1. Cargo quantity and quality will be determined by an S.G.S. or 
similar independent surveyor. Custody of all products will take 
place at the ship's manifold. 

2. Shore measurement and sampling will determine quantity and 
quality as follows: 

(a) Crude Oil and Condensate: 
Quantity will be determined by shore tank dips. 
Quality will be determined by a sampling device designed to 
automatically take a pre-determined number of samples, 
proportional to the rate of flow during loading. 

(b) LPG: 
Quantity will be determined on tank dips and allowance made 
for the increased vapour space. Quality will be determined 
by proportional sampling. 

3. Ship's tanks measurements will only be used when shore 
measurements are not possible. 

Product Loading Data: 


Product and S.G. at Temp°®C Max. Vapour Max. 
Loading Arm Size 15°C Pressure Loading Rate 
tonnes/hr. 

Crude Oil 0.788 (approx) 20° 62 kPa 5,000 
300 mm. 
Condensate 0.720 (approx) 20° 62 kPa 3,600 
300 m. 
Propane 0.505 —42° 1434 kPa 1,000 
250 mm. 
Propane 0.505 —42° 1434 kPa 300 
150 mm. 
Butane 0.575 =05°% 483 kPa 1,000 
250 mm. 


SHIP'S MANIFOLD REQUIREMENTS 


Height above deck Set back to face of ship's 
or other obstruction manifold or reducer if requ'd 


Min. below From ship's | From ship's Min. dist. 
lower edge of side side between ship's 
manifold flange Max. Min. manifolds 


BALLAST: One receiving tank is available with a normal working 
capacity of 15,000 cu.m. If given 48 hours’ notice a maximum of 
26,000 cu.m. can be handled. All ballast, other than that contained in 
the ship’s permanent ballast tanks, must be discharged ashore. Ballast 
water containing tank cleaning chemicals or lead contaminants cannot 
be accepted owing to possible detrimental effects to the plant effluent- 
treating system and must be retained on board. It is an offence to allow 
discharge or escape from the ship of any liquid containing oil or other 
contaminating material. 

Treated ballast from shore tanks may be discharged into the harbour, 
during daylight only, subject to the restrictions and conditions listed in 
the Port Rules. 

MEDICAL: There is a fully equipped base hospital at Whyalla. Medical 
attention can be arranged through the Agent. Only first aid facilities are 
available at the jetty. 

DENSITY: Usually 1030. 

FRESH WATER: Proposed fresh water supply rate of 25 t._p.h. Fresh 
water is of poor quality and it is not recommended for loading. 

FUEL: Not available. 

FIRE PRECAUTIONS: There are 7 fire monitors at the jetty head. 

1 each side of loading (manifold) platform, 50 m. apart and 12 m. 
above platform. 

1 each end on jetty head in line with outer breasting dolphins 45 m. 
East and West of loading platform and 12 m. above. 

2 at inboard end of loading platform and 2.5 m. above platform for 
fighting platform fires. 

1 adjacent to Administrative Block 100 m. inboard of loading platform. 
SURVEYORS: A Lloyds’ Surveyor is available in Adelaide. There is an 
ABS Agent in Whyalla. 
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REPAIRS: Repair work or maintenance involving welding or burning or 
work which may immobilise a vessel's engines may not be carried out 
on any vessel within the port without the written consent of the Harbour 
Master. Chipping, scraping or hammering is prohibited on any vessel 
where there is inflammable liquid on deck or inflammable vapour about 
the vessel. Only repairs of an emergency nature will be permitted on 
vessels while berthed. 

Repairs to electrical equipment, i.e. radios, radar and outside electrical 
systems will not be permitted during loading operations. 

Some routine maintenance is available at Whyalla. 
GANGWAY/DECK WATCHMEN: No = gangway watchmen are 
employed. There are Security personne! employed by Santos within the 
complex and at the entrance gates. 

AIRPORT: There is a regular air service from Whyalla to Adelaide. 
TIME: See “General” before first port. 

POLICE/AMBULANCE/FIRE: All emergency facilities are available. 
There is an ambulance and fire truck within the Santos complex. Police 
are available from Whyalla. See “General” — “Telephone Numbers’. 
TELEPHONES: There is a “gold pay phone” in the Administration block 
on the main jetty adjacent to the head of the jetty. 

REGULATIONS: Masters shall ensure that their vessels and crews 
comply with the requirements of the S.A. Harbours Act, The inflammable 
Liquids Act and the Stony Point Port Rules. 

TIDES/CURRENTS: ides: For tidal predictions for the area, the Whyalla 
tide tables should be used. 

Current Speed: Strong tidal currents occur in the berth area and 
approaches with maximum ebb streams running about 30% faster than 
maximum floods. At spring tides, every 2 weeks, the current may reach 
a maximum of 1.7 knots (88 cm./sec.) on the ebb and 1.3 knots 


(67 cm./sec.) on the flood. At King” tides, twice per year, peak current 
speeds will be about 10% higher. The current speeds given are for an 
average depth of about 10 m. Near-surface currents, which will affect 
small vessels, run about 10% faster than the 10 m. average. 

Current Direction: Both flood and ebb currents generally set slightly 
across the berth, towards the shore. The peak flood stream averages 
12° on to the berth. The peak ebb stream averages 7° on to the berth 
but varies between 16° ‘on’ and 2° ‘off’ the berth. 

CHARTS: Recommended charts are: 


BA.2389 ‘St. Vincent and Spencer Gulfs’. 

BA. 407 ‘Spencer Gulf.’ 

Aus. 136 ‘Approaches to Whyalla and Port Pirie.’ 
Aus. 778 ‘Pt. Lowly to Port Augusta.’ 

Aus. 777 ‘Winceby Island to Point Riley.’ 

Aus. 776 ‘Williams Island to Winceby Island.’ 


For description of coastline, anchorages, weather notes, etc., refer to 
the Australia Pilot, Volume 1. 
GENERAL: 
Provisions: Fresh and preserved foods and other stores are available 
through the Agent. Vessels may be stored at anchor, or alongside 
subject to safety requirements. 
Stores Handling: 

1. Loading of stores from the jetty, unless carried by hand is strictly 
forbidden during cargo operations. Stores may be taken during 
deballasting with the approval of the Marine Supervisor and 
agreement of the Master, provided the following regulations are 
complied with: 

(a) All tank hatches and ullage plugs within 16 m. (50 ft.) of the 
stores handling area should be battened down. 

(b) Any cargo operation which may allow vapours to escape on 
to the deck should be stopped whilst stores are being 
handled, e.g. pumping of strippings into an after tank. 

(c) Metal drums or heavy metal parts likely to cause a spark 
should be landed on rubber matting and not be allowed to 
contact the vessel's deck. If no matting is available, 
deballasting should be suspended and all tank lids/openings 
battened down whilst metal items of stores are landed on 
deck. The above items must not be dragged or rolled along 
the vessel's deck. 

(d) Gas cylinders should be carried by hand or transported on a 
rubber tyred trolley. They must not be rolled along the deck 
of a vessel or jetty. 

2. A derrick of 1 tonne S.W.L. is located near the shore gangway. 
This derrick may be used for loading stores, with the permission 
of the Marine Supervisor, provided the preceeding regulations 
are observed. 

3. The handling of stores from an approved barge may be carried 
out during the cargo operations provided that the barge is secured 
aft, and the stores are loaded on to the poop of the ship. Cargo 
should be stopped while the barge comes alongside or departs, 
and all barge personnel should observe the same SMOKING 
REGULATIONS as are observed on the ship. This may mean the 
complete prohibition of smoking on the barge while it is alongside 
the ship, or within 400 m. of the ship. 

Visitors: No persons other than Port Health Officials and Customs and 
Excise Officers are allowed to embark or disembark from a vessel until 
clearance has been obtained and the Master's permission has been 
granted. Embarking and disembarking must be by gangway only. 
Walking through the plant is not permitted. 
Intoxicated Persons: No person who appears in an intoxicated condition 
will be allowed on or off the vessel unless under adequate supervision 
of a ship's officer. Particular attention should be paid to crew members 
returning from shore leave. 
Rabies Control: Strict quarantine regulations are enforced in Australia. 
Pets are to be kept onboard in an enclosed area and are not permitted 
to be landed for exercise or for any other reason unless permission is 
given in writing by a Port Health Officer. The presence on board of any 
pets must be reported to the Marine Supervisor. 
Garbage Disposal: The dumping of garbage of any description in the 
harbour is strictly forbidden. Arrangements can be made for the 
collection of garbage from ships at anchor or alongside. 
Note: The ship's Agent will arrange for the garbage to be collected by 
a launch and must not be landed on the loading berth or dolphins. 
Weather Forecasts: Gale warnings and strong wind warnings are 
broadcast over the marine VHF bands. Ships at the berth will be promptly 
advised of any warnings received by the terminal radio. 
Mooring of Boats Alongside Tankers: Small craft are prohibited from 
approaching or remaining alongside tankers unless approval has been 
given by the Marine Supervisor or from the Harbour Master. 

Stores barges should be positioned aft of the cargo deck. 
Access to Jetty Area: 

1. Vehicular Traffic: (Diesel vehicles only). 

Only vehicles approved by Santos and displaying a permit issued 

by the Harbour Master will be allowed on the jetty. 

A safe vehicle is provided to transport ships’ crews or other 

persons to and from the berth. 

Duly authorised stores vehicles will normally be permitted to 

unload at the services platform, located some 50 m. inshore of 

the jetty head. 

2. Personnel: 

(a) Only authorised persons will be allowed into the jetty area. 
Ship's personnel must have a pass signed by the vessel's 
Master for clearance by the security guard at the entrance 
gate. Master is to clear all personnel visiting the vessel. 

(b) New crew members signing on must be cleared by the Master 
or his deputy. 

(c) Ship's Agent is to advise the Terminal of details of stores 
chandlers or other services required by the vessel. The driver 
of any authorised delivery vehicle to furnish suitable 
documentation as to his identity and company. 
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Oil Spill Clean-up Equipment: The following equipment is held at an oil 
spill base close to the water's edge. 
Oil Booms: 
2,000 m. Seaboom: Inflatable curtain type. 
1,000 m. Vikoma Beach Guardian. 1,000 m. Shoreline Barrier. 
200 m. Sorbent Boom: For removal of light oil film. 
Vacuum Recovery Equipment: 
Two Vivovac units. One Hivac unit. 
One Vacuum truck, 4-wheel drive, with suction unit and 2,730 litre 
sludge tank. 
Oleophilic Skimmers: 
Two Mark 4 DP and one Mark 6 DP units. 
Pollution Craft: 
One 8.1m. Shark Cat, diesel powered, shallow draft, capable of 
carrying spray equipment. 
Floating Tanks: 
Portable Flexi-tanks, 100 tonnes capacity. 
Coastal Spray Units: 
Two Harrier BWN units. 
Dispersant: 
8 tonnes Corexit 9527 concentrate. 
2 tonnes Corexit 7664 concentrate. 
Sorbent Materials: 
Assorted synthetic recoverable pads. 
Pumps: 
One sludge pump, two 76 mm. diesel pumps, portable. 
Two ‘Lovell’ Trailers: 
Fully equipped with manual clean-up equipment. 
Tanker Berth — Fire-Fighting Equipment: 
Fire Pumps: 
3 electric and 3 diesel pumps, located at pumping station midway 
along approach jetty, capacity 113,750 litres/min. @ 1,240 kPa. Plant 
fire pumps also start automatically if fire water demand causes drop 
in pressure, giving 5,005 litres/min. @ 1,240 kPa. 
Foam Equipment: 
Foam ring-main fed by separate pumps. 
Storage tank capacity 9,100 litres 3% foam. 
Live Hose Reels: 
4, each with 30.5 m. x 38 mm. hose. 
Fire Boxes: 
4, each with 3 x 40 m. lengths of 38 mm. hose. 
2 x 40 m. lengths of 63.5 mm. hose. 
Water and foam nozzles. 
Extinguishers: 
2 x 9 kg. chemical extinguishers in fire boxes. 
1 x 909 kg. dry chemical unit. 
2 x 22 kg. mobile dry chemical units. 
Breathing Apparatus: 
1 MSA self contained breathing apparatus and 
1 MSA resuscitation apparatus are stored at main control room. 
Fire Tender: 
1,820 litres 
2,730 litres 3% foam concentrate. 
1 x 909 kg. dry chemical unit. 
Telephone Numbers: 


Ambulance (St. John’s Ambulance) 45 7777 
B.H.P. Whyalla 40 4444 
Doctor (Dr. White, Whyalla) 45 9277 
Emergency Services, Santos 40 3100 
Fire Brigade 45 8999, A/H 45 4202 
Harbour Master 45 5666 

Captain Wilson AJH 45 7682 

Captain Mansfield AJH 45 5744 
H.M. Customs 45 7419 
Hospital 45 8711 
Oil Pollution (Terminal Emergency Services) 40 3100 
Police 45 7088 
SANTOS Ltd. 

Port Bonython Terminal 40 3100 

Marine Superintendent A/H 45 1895 
Adelaide Steamship Co. Ltd. 45 8733 
Ship Chandlers 

Bridge, KB 45 5603 
Taxi 45 7711 


SHIPMASTER’S REPORT: November 1984. (Updated 1986). 
Approaches: Recommended charts: BA 2389, 407; Aus. 136, 778, 777, 
776. Passage up the Gulf is straightforward with fairly good radar echoes 
returned from the rather low lying coast. The lights of Whyalla and the 
flare at Bonython serve as useful guides. 

The area is intensely fished and considerable interference may arise 
from concentrations of fishing vessels from Port Lincoln and Whyalla. 
All fishing vessels have been cautioned to keep clear of the Bonython 
Departure Channel but this instruction is largely ignored. 

Documents: Normal port entry procedure and papers. 

Pilotage: The Pilot boards from a yellow hulled launch in a position 165°, 
distance 5 miles from Whyalla Entrance Beacon and the usual strict 
observance of IMO/SOLAS pilot ladder regulations is required. Ladder 
about 1.5 m. from water. 

Pilots work Channels 16, 12 and 6 on VHF and the launch will 
approach from Whyalla itself. Once the Pilot is boarded, the vessel 
proceeds to the berth up the Western Channel or Eastern Channel, 
depending on tidal flow, while loaded vessels depart from the newly 
marked departure channel with the Pilot disembarking at the Entrance 
Buoy. 

Time of pilotage to first line ashore, about 1.5 hours. 

Max. Size: See “Berthing”. 
VHF: See “Pilotage”. 

The name rhymes with “python” and the correct pronunciation will 

avoid embarrassment over the VHF. 
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Tugs: Two tugs are available (from Whyalla): “Taminga” 3,600 h.p. and 
“Turmoil” of 2,250 h.p. Despite my reservations, the Pilot assured me 
that they are perfectly adequate for pulling loaded vessels off the berth 
against the fresh onshore winds that predominate. Mooring boats are 
available for running lines to the dolphins. 

Berthing: Consists of a new liquids handling terminal situated at the 
Northern end of the Spencer Gulf, about 9 miles from the Port of Whyalla, 
in position Lat. 33° 01’ S., Long. 137° 47’ E., by the promontory noted 
on the charts as Stony Point. 

The berth is designed to handle crude carriers up to 110,000 tonnes 
and LPG vessels up to 75,000 cu.m. 

The oil handling facility has been in use for 2 years while the LPG 
facility has only come into operation within the last few months, this 
vessel being the second LPG ship to load there. 

The berth consists of a "T” head jetty at the end of a 2.5 km. trestle. 

Mooring arrangements are good and the berth is well fendered. 

Within the next few months a 24 hour berthing operation will be put 
into effect although it is as well to obtain prior advice from the Agent 
since it occasionally suits their operation to berth vessels during daylight. 

The Japanese company Idemitsu apparently invested a huge 
proportion of the cost of the project and it was at their insistence that 
the cargo lines are dedicated to their own product and with no cross- 
connection available. 

Loading: Notice of Readiness is tendered and accepted at time of vessel 
being secured. 

The maximum outreach of the loading arms is no more than 4.0 m. 
beyond the ship's side which necessitates the use of low extensions to 
the manifold. The arms also require a minimum distance of 2.0 m. 
between them and this precludes the simultaneous loading of 2 grades 
since they require a VRL to maintain an overpressure in their shore 
tanks. 

At the moment LPG production is about 1,000 tonnes per day and 
they only envisage shipments every 6 weeks or so. 

Quoted rates for the 2 products at the moment are 2,400 cu.m./hr. 
Our overall average was 890 tonnes/p.h. on each grade with occasional 
hourly rates up to 1,000 t.p.h. 

It will be necessary to shift ship on changing grades to line up the 
Chicksans/manifolds for the second grade. 

Despite the length of pipe-line both products were cold. Butane at 
minus 4°C and Propane at minus 42°C. 

Surveys are carried out on board but the final B/L figures are based 
on measurement of the shore tanks; on this occasion both sets of figures 
compared quite well. 

Port Regulations do not allow the venting of tank vapours to 
atmosphere and in the event of a vessel arriving under inerts excess 
pressure will be vented to the shore flare. A charge for loss of product 
being made accordingly. Similarly, if they have doubts about 
contamination (ammonia) in the ship's tanks, this would also be led to 
the flare. Continuous sampling is done ashore. 

It was not made clear whether a vessel would be asked to leave the 
berth to ‘cool down’ (Harbour Master's comment: March 1986 — two chill 
downs have been conducted alongside the jetty to date) and it is thought 
that this would be a matter for discussion/decision on an individual basis. 
Tug hire, at 40,000 Aus. dollars per berthing operation is expensive. 

The ship will be subjected to the normal D.O.T. inspection during her 
visit. They will not necessarily be carried out prior to loading. Very 
thorough, especially on safety gear, lifting gear and documentation. © 

We received excellent co-operation throughout at all levels and stages 
of the operation. Since this was only their second cargo they were, 
perhaps, taking particular care, but there is no reason to expect this co- 
operation to deteriorate in the future. 

Also see “Fire Precautions”. 

Fresh Water: Available from the jetty; the local personnel do not advise 
taking any since it is most unpleasant (reportedly) to drink. 

Fuel: Not available. 

Fire Precautions: The terminal's safety regulations require the vessel to 
prepare a comprehensive loading plan which must include hull stresses 
for each stage of the operation. 

Repairs: With the Whyalla Shipyard closed, these may be difficult to 
arrange. 

Surveyors: Nearest Lloyd's Surveyor resides at Adelaide. 
Gangway/Deck Watchmen: A substantial shore gangway is provided. 

Strict security control is exercised throughout the complex and 
authorisation for visitors must be obtained. They are especially wary 
about intoxicated personnel boarding or leaving the vessel and may ask 
for a ship's Officer as escort. 

Airport: There is a local airport which facilitates the delivery of spare 
gear, etc. 

Storing: The local chandlers have a very good working relationship with 
the terminal personnel and there is little problem in loading foodstuffs 
and small stores/spares. The usual restrictions apply to the movement 
of metal objects. 

There is a 1 tonne crane on the jetty (Eastern end) which may be 
used for storing. 

Meat and fish prices are very good, together with most local produce. 
Beers other than the local South Australian brands may be difficult to 
obtain (coming from Adelaide) and are more expensive. 
ci Leave: Security will arrange for transport to and from the ship to 
the gate. 

It is some 20 km. into town and the cost (one way) of a taxi is 30 
Australian dollars. The Agent will be able to arrange a mini-bus service. 
AUTHORITY: Department of Marine and Harbors of South Australia, 
P.O.Box 102, Whyalla, South Australia 5600. Tel: 086-455666. 
Contact: Captain A.G. Wilson, Harbour Master. 


AGENT: Sub-Agent of Patrick Agencies, Adelaide. 
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PORT GILES, S.A.: 35.02 S. 137.46 E. 


PORT LIMITS: As marked on Chart AUS. 125 (plans in the Gulf of St. 
Vincent). From a position the HW line in Lat. 35° 00.5’ S. in a direction 
090° 7 miles, thence 180° 1.75 miles, thence 270° 6.7 miles (approx.) 
to the shore. 

DOCUMENTS: All documents necessary for first entry vessels are as 
for other Australian ports (i.e. Customs, Health, etc.) 

PILOTAGE: Compulsory. Pilot boarding ground is 2.5 miles East of the 
seaward end of the Port Giles Jetty. Pilot vessel “Carina”, approx. 9m. 
LOA, orange hull, yellow superstructure, “Pilot” in black on topside. 
Vessels proceeding to Port Giles, 24 hours’ notice required to 
Department of Marine and Harbors, Port Adelaide. 

ANCHORAGE: MacDonnel Sound, 7 miles from berth. 
RESTRICTIONS: Daylight berthing only. Sailing at any time. 

MAX. SIZE: Vessels to 40,000 d.w.tonnes able to load fully and depart 
at lowest tide. Normal limit 206 m. LOA and 40 m. beam. 

HEALTH: Radio Pratique available within 24 hours of arrival provided 
sufficient information supplied. Quarantine/Health Officer will still board 
vessel in order to grant formal Pratique. Vessels arriving from other 
Australian ports have automatic Pratique, but Health Officer may still 
attend the vessel on arrival. 

RADIO: ETA messages for Agent, Harbour Master, etc., may be routed 
through any Australian coastal station, the closest being Adelaide Radio 
(VIA) not less than 24 hours prior to arrival. 

VHF: Channels available at Port Giles 16, 12, 6. Channel 16 used for 
general calls to Port Adelaide Outer Harbour, Signal Station. Call sign: 
Port Adelaide Outer Harbour. Messages on Channel 12. Hours of 
operation: 24 hours per day. Messages will be relayed to Port Giles. 
RADAR: No radar service. 

TUGS: By arrangement from Port Adelaide. 

BERTHING: Berth dimensions: Length 256 m. (840 ft.), width 39.6 m. 
(130 ft.), depth 11.6 m. (38 ft.), draft subject to keel clearance 0.6 m. 
(2 ft.). Vessels berth on North side of jetty, either head in or head out 
depending upon weather conditions. 

CRANES: None. 

BULK LOADING FACILITY: 5 booms with luffing and swinging ability. 
Loading rate; 2 or more booms 800 tonnes per hour, 1 boom 400 t.p.h. 
Chute clearance low water: 15.54 m. Cargo handled: barley, wheat, 


peas. 

SPECIALISED CARGO HANDLING FACILITIES: None available. 
BRIDGES: None. 

STEVEDORES: Ordering of labour organised through Agent and Grain 
Handling Authority. 

MEDICAL: Ambulance — Yorketown (088) 521200. Doctor available in 
Yorketown. 

TANKERS: No facilities available. 

DENSITY: 1027. 

FRESH WATER: Available at 15 tonnes per hour ship/shore hose. 
FUEL: By road tanker, by arrangement. 

CONSULS: None at Port Giles. Services available from Adelaide. 
REPAIRS: None available at Port Giles. Available from Adelaide. 
DRY DOCKS: None. 

SURVEYORS: (1) Cargo Surveyors available through Agents, from Port 
Adelaide. 

(2) Lloyd's Surveyor should be organised through principal Agents. 
Lloyd's Agents is at Port Adelaide. 

Other Classification Society Surveyors also available in Australia with 
sufficient notice to Agents. None are resident in Port Giles. 
GANGWAY/DECK WATCHMEN: Gangway watchmen not available. 
HATCHES: Ship's crew. 

CUSTOMS ALLOWANCES: Normal Australian allowances. 

CARGO GEAR: Bulk grain loading only. 

REPATRIATION: Crew changes and repatriation possible. 

AIRPORT: Nearest regular airport, Adelaide. 

TIME: See “General” before first port. 

HOLIDAYS: New Year's Day; Australia Day (January); Good Friday; 
Easter Monday; Anzac Day (April); Adelaide Cup Day (May); Queen's 
Birthday (June); Labour Day (October); Christmas Day and Proclamation 
Day (December 26th). 

The bulk loading plant operates on all public holidays except Good 
Friday and Christmas Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 
52 4205, Edithburgh Tel: 52 6024). 

Ambulance Tel: 52 1200 (Edithburgh Tel: 52 6000, Stansbury Tel: 
52 4100). 

Fire Tel: 52 1000. 

EMERGENCY CO-ORDINATION CENTRE: Tel: (062) 475 244. 
TELEPHONES: Ordinary hours 0830 to 1630 to connect $60.00 and 
disconnect $60.00. Overtime hours to connect $84.00 and to disconnect 
$84.00. Rental $1.14 per day. 

SERVICES: Tank and hold cleaning services available with prior 
arrangement. 

BANKS: Not available at Port Giles. Nearest banks at Yorketown. 

State Bank of South Australia, 25 Warooka Road, Yorketown. Tel: 
52 1570, Telex: 82082. 

A.N.Z. Banking Group Ltd., 40 Warooka Road, Tel: 52 1211. 
STORING: See “Prelims”. 

1. Truck. 

2.- 

3. Normal road access. 

4. Forklift trucks can use jetty. 

5. Normal Customs bond regulations apply. 

6. Ship's crew. 

SHIP SUPPLY SERVICE: Not available. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Normal Australian !.D. cards necessary, but 
not required to be carried ashore. 

REGULATIONS: No unusual regulations. 


521100 (Stansbury Tel: 
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DELAYS: Not normal only if another vessel is at berth loading. 
DEVELOPMENTS: None in foreseeable future. 

AUTHORITY: Harbour Master, Department of Marine and Harbors, Box 
125, Yorketown 5576. Te/: (088) 526 130. 

Head Office: Department of Marine and Harbors, P.O.Box 19, Port 
Adelaide, South Australia 5015. Te/: (08) 470611. Telex: AA 82525. FAX: 
(08) 470605, 470606. Contact: Captain D.E. Kemp, Harbour Master. 
Port Manager. 


AGENT: Sub-agent of Patrick Agencies, Adelaide. 


PORT HEDLAND, W.A.: 20.18 S. 118.35 E. (See Plan) 


PORT LIMITS: An arc of a circle of 10 nautical miles radius with centre 
at Hunt Point Beacon No. 47 (Chart Aus. No. 53). 

APPROACHES: 

General Description: To seaward of the Port Limit is the “Pilotage Area” 
which extends out to a distance of 20 nautical miles from Hunt Point. 
Although this area and the navigation beacons therein come under the 
jurisdiction of the Commonwealth Government, a pilotage service can 
be provided by the Port Hedland Port Authority as directed by the 
Harbour Master. 

The Inner Harbour commences from a line drawn between Hunt Point 
Beacon (No. 47) and Airey Point Beacon (No. 46). 

The Channel extends from the Inner Harbour through the Port Limit 
and out to Beacon'’C.1", some 22 nautical miles offshore in the Pilotage 
Area. 

The Channel has varying depths in order to make maximum use of 
the tidal range. These depths are:- 


Inner Harbour 14.6.m. Beacon 16 14.6 m. 
Hunt Point 14.1 m. Beacon 12 14.9 m. 
Beacon 30 14.2 m. Beacon 4 15.8 m. 
Beacon 24 14.4 m. Beacon 2 16.2 m. 


The turning basin in the Inner Harbour is dredged to 9.1 m. The 
perimeter of the turning basin is marked by buoys which exhibit a flashing 
yellow light at night. The Channel is marked by beacons which are set 
back 23 m. from the toeline of the dredged channel. Leading lights are 
established to assist with navigation in a number of channel sections. 

From the departure basin to Hunt Point Beacon (No. 47), the channel 
has a large bend for most of its length, involving vessels turning through 
an angle of some 70°. The channel width is generally greater than 
300 m., narrowing to some 244 m. at Hunt Point. Depths up to Hunt 
Point varies from 14.6 m. to 14.1 m. The current pattern is complex but 
on the flood tide a pronounced set to the Western Bank is experienced. 

From Hunt Point to Beacons 36/37 is a bend involving a single curve 
with a radius of 2,540 m. Depths of 14.1 m. are available in this area. 
Channel widths are up to 240 m. and currents generally follow the line 
of the channel. 

From Beacons 36/37 to Beacons 30/31 the channel section is known 
as Goldsworthy Straight. The depths in this section are 14.2 m. and the 
channel batter width is 193 m. In the section closest to Beacons 36/37 
the current is parallel to the channel; in the Northern half of the section, 
the current on the flood tends to set South Easterly and North Westerly 
on the ebb. 

The section between Beacons 30/31 and 19/20 is known as the 
Newman Straight and depths are 14.4 m. to 14.6 m. with widths varying 
from 183 m. to 200 m. The current again sets South Easterly and North 
Westerly. From Beacons 19/20 to the end of the channel at Beacons 
15/16 the depth is 14.6 m. with a width of 200 m. 

The Outer Channel is outside Port Limits but within the Pilotage Area. 
The width of the channel varies from 250 m. at Beacons C13/C14 to 
470 m. at Beacons C1/C2 and is well marked by 13 beacons. 

Drying coral ledges covered with a thin layer of sand extend from the 
shoreline near the harbour entrance, for a distance of up to 0.75 nautical 
miles. To seaward of these ledges there are some detached sand banks 
extending out to 1.5 nautical miles. A Spoil Bank extends seaward from 
the foreshore and is situated to the East of the dredged channel. It dries 
for most of its length, acting as a breakwater during Easterly winds. 

The most conspicuous object is the Mt. Newman Mining Company's 
Crushing Plant situated in position 20° 19.05’ S., 118° 35.26’ E. The Port 
Control Tower in position 20° 19.0’ S., 118° 34.5’ E. and Finucane Island 
Water Tower in position 20°18.1'S., 118°33.94'E., are also 


conspicuous as is the water tower in position 20° 18.55’ S., 118° 36.7’ E. 


Seaward Approaches: Separate inwards and outwards routes extend 
to and from Port Hedland. Vessels approaching the port should, unless 
constrained by draft, follow the recommended inwards track to the East 
of the main channel. Before entering the Pilotage Area, vessels must 
call “Port Hedland Harbour’ on VHF Channel 16 and receive approval 
to enter. Vessels must not enter without receiving approval. In addition 
vessels should then confirm their ETA and draft and seek advice as to 
the movement of other vessels, berthing instructions and other 
appropriate information. Where it is necessary for deep draft vessels to 
use the main channel, approval to do so must be obtained from “Port 
Hedland Harbour” on VHF Channel 16 prior to entry at “C1” and “C2”. 

Vessels should call Broome Coastal Radio Station for details of any 
Emergency Notice to Mariners which may affect the Port Hedland 
Approaches. 

On occasions, and especially when required by draft to use the main 
channel, vessels inwards may encounter vessels outward bound 
displaying signals as prescribed by Rule 28 of the International Rules 
for the Prevention of Collision at Sea. As outward bound vessels are 
generally deeper, and therefore more constrained, they will as a general 
tule have preference. 

Mariners are advised to pay due regard to the strong currents which 
exist off the coast, especially during Spring Tides. The height of Mean 
High Water Springs is 6.8 m., Mean High Water Neaps 4.7m. and 
maximum range is approximately 7.3m. The flood tide sets in an 
Easterly direction, whilst the ebb sets North Westerly (maximum rate 
approximately 1.5 knots). Vessels may request the exact height of the 
tide by calling “Port Hedland Harbour” on V.H.F. 
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DOCUMENTS: 

2 Copies Health Report Q360 for Quarantine Office to be 
accompanied by Crew List showing Vaccination dates. 

1 Copy Store List Form 42A. All narcotics and restricted drugs to be 
oe by type, size and quantity. Report is to include lifeboat 

its. 

1 List Crew Possessions. Form 5, including Declaration Sheet. In 
declaring goods, quantity, description and value to be stated. In 
the case of all watches, radios, cameras, binoculars and the like, 
maker's name or brand and serial numbers must be shown. 

1 Crew List and Form M & S 11. Comprised White Cover Sheet, 
2 copies plus Green Listing Sheet, 2 copies. 

1 List Ship's Pets. QA4. If any pets, including any animal, bird or fish 
on board to be accompanied by 1 pink QA5. 

Identification Card. Form M315. One per crew member, except as 

detailed below. 

With reference to Seamen's Identification Cards, a Passport size 
photograph of the seamen is sufficient. A side-face photograph is not 
required. Seamen in possession of the following National travel 
documents are no longer required to have an Identification Card in 
Commonwealth of Australia Form M315. 


Canada Passport or Seaman's Identity Certificate 

Denmark Seaman's Book 

Fiji Passport or Seaman's Certificate of Nationality 
and Identity 

Ghana Passport or Seaman's Certificate of Nationality 
and Identity 

Hong Kong Seaman's Identity Book 

India Seaman's Identity Book or Seaman's 
Continuous Certificate of Discharge 

Israel Seaman's Book 

Italy Libretto de Navigaziona 

Japan Mariners Pocket Ledger 

Malaysia Passport or Seaman's Identity Card 


Identity Book 
New Zealand 
Norway 


Seaman's Document of Identity 
Pakistan 


Seaman's Identity Card or Continuous 
Discharge Certificate 

Seaman's Record Book and Certificate of 
Discharge or Seaman's Identity Certificate or 
Certificate of Naturalisation or Identity 
Seaman's Certificate Book 

Passport or Seaman's Record Book and 
Certificate of Discharge 

“United Kingdom Passports may be held for surrender only if grantee 
is agreeable, otherwise an Australian Identification Card must be 
available. 

Masters are reminded that crew members’ travel documents and 
Commonwealth of Australia Forms M315, where applicable, are to be 
retained in the custody of the Master at all times and are to be produced 
to Customs Boarding Officers upon demand. 


South Africa 


South Korea 
United Kingdom* 


PILOTAGE: Pilotage is provided within Port Limits and within a “Pilotage 
Area” that extends some 10 nautical miles outside Port Limits. 

Port Limits embrace the area up to the High Water Mark within an arc 
of radius 10 nautical miles, from Hunt Point Beacon (No. 47). 

The Pilotage Area embraces the area up to the High Water Mark 
between Port Limits and an arc of radius 20 nautical miles, from Hunt 
Point Beacon (No. 47). 

The Master of any vessel other than a vessel exempted under the 
Port's Regulation 74, shall not cause or permit the vessel to enter of 
depart from or move within the Port or the Pilotage Area without having 
first taken on a Pilot, unless authorised to do so by the Harbour Master. 

Regulation 74 exempts from Pilotage the following vessels: 

(a) all vessels which do not exceed 35 m. in length overall; 

(b) all coasting and interstate vessels exceeding 35m. but not 
exceeding 65 m. in length overall the Masters of which hold a 
current Pilotage Exemption Certificate valid with respect to the 
Port; 
all vessels owned and operated by the Western Australian 
Coastal Shipping Commission exceeding 65 m. but not exceeding 
135 m. in length overall the Masters of which hold a current 
Pilotage Exemption Certificate valid with regard to the Port; 
subject to the consent in writing of the Harbour Master first being 
obtained, vessels which are not registered in the Commonwealth 
of Australia exceeding 35 m. but not exceeding 65 m. in length 
overall, the Masters of which hold a current Pilotage Exemption 
Certificate valid with respect to the Port; and 

(e) vessels of war. 

It is intended that only outbound vessels of 150,000 d.w.t. or more 
will be required to take a Pilot beyond Port Limits into the Pilotage Area. 
However, if a Master requests the services of a Pilot then the Port will 
meet that request where in the opinion of the Harbour Master it is 
reasonable to do so. Generally speaking vessels under 150,000 d.w.t. 
will be authorised by the Harbour Master to proceed without a Pilot in 
the Pilotage Area. Within Port Limits vessels will require a Pilot unless 
exempted by Regulation 74. 

Pilots employed by the Port Authority receive extensive training, both 
locally and overseas. It takes an average 2 years before a Pilot is classed 
as an “unrestricted” Pilot, that is to say he is allowed to handle any size 
of vessels and is not restricted to a certain tonnage. All unrestricted 
Pilots have attended Shiphandling Courses at the Port Revel Marine 
Research and Training Centre at Grenoble, France, where the principles 
of shiphandling are studied. 

The Port has been modelled on the simulator at the Australian 
Maritime College at Launceston, Tasmania, ensuring that Pilots receive 
training in all areas of the channel experiencing a variety of wind, tide 
and vessels. 


(c) 


(d) 
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Helicopter Boarding: Pilots will board suitable vessels by means of a 
helicopter which will land on a hatch cover. Normally this applies to bulk 
carriers and not general cargo vessels, oil or gas tankers - vessels such 
as these are not suitable for helicopter and will be boarded by launch. 
The helicopter is a float-equipped Bell 206B Jetranger weighing, when 
filled to capacity, 1,360 kilos. It is fitted with VHF in the Marine band. 

Where a vessel is to be boarded by helicopter, the vessel must meet 

the following criteria:- 

(a) A hatch cover capable of supporting 2,722 kilos, that is, 
possessing a load density of not less than 380 Kg./sq.m. and with 
minimum dimensions of 10.16 m. If cambered, then the angle 
should not exceed 7.5°. 

(b) Mark a Termination Area on the hatch cover with a circle of not 
less than 15 cm. width and 10.16 m. diameter. 

(c) Mark a Touch Down Area within the termination area with a letter 
“H” having sides of 2.0 m. and width 13 cm. or a spot not less 
than 30 cm. in diameter. The Touch Down Area is to comprise 
a square space having sides measuring no less than 7.0 m., the 
centre of which will be concentric with that of the termination area, 
and shall be free of lifting lugs, wedges, ventilators and any other 
obstructions which are likely to hazard the flotation system. When 
the floats are positioned within the touchdown area as described 
above, the main rotor shall be contained within the termination 
area. 

(d) The markings in (b) and (c) above shall be white or yellow on a 
dark background. 

(e) Paint on handrails, lugs, ventilators and other obstructions on the 
hatch cover, should be a distinctive colour which shall be highly 
visible by day or night. 

(f) Surrounding the termination area, there shall be an area not less 
than 7 m. in width in which there shall be no obstructions likely 
to hazard the rotor system (i.e. higher than 0.5 m. above the hatch 
cover level). Two approach paths, at least 150° apart in azimuth, 
each approach path having a minimum of 20.32 m., and being 
free of all obstacles, for an approach gradient of 40°, up to a 
height of 200 ft. 

(g) The combined termination area and obstruction-free area in (f) 
shall comprise the Helipad Area. No ship's personnel shall be 
within this area during helicopter operations unless they are below 
hatch cover level. 

(h) Ensure that all hatch wires, derricks, cranes, aerials, etc., are 
clear of the approach paths to the Helipad Area. All loose objects 
must be removed from this area. 

(i) The approach paths to the helipad across both sides of the ship 
shall be free of obstructions higher than 0.5 m. above hatch cover 
level. 

(j) An officer shall be available to escort the Pilot to and from the 
helipad area. 

(k) Ships departing the Port must wash down the helipad before the 
helicopter lands (day and night). 


In Addition for Night Operations: 

(a) The termination area shall be illuminated with floodlights situated 
outside the helipad area, with the light beams directed downwards 
on to the hatch cover, in such a manner as not to blind the 
helicopter pilot. 

(b) An illuminated wind indicator shall be displayed in a conspicuous 
position clear of the helipad area and easily visible from the air 
(e.g. a wind sock or answering pennant). 

(c) On request, when other ships are in the area, provide a means 
of identification by flashing a light towards the helicopter on 
approach. 


Mimimum Fire Fighting Requirements: 

(a) Officer-in-Charge, with two others, each of the latter manning a 
fire hose, and all three wearing highly visible coloured vests. They 
should be stationed clear of, but close to the termination area. 

(b) Fire hose nozzles of the dual purpose type. 

(c) Inductors and dipsticks connected to hoses for use with foam. 

(d) Drums of foam-making compound FC3034 (FFE Number) or 
equivalent, one at each fire hose position and sufficient to make 
14,000 litres of foam. 

(e) Dry powder extinguishers — 45 kg. 

(f) Carbon dioxide extinguishers — 16 kg. 

(g) One fire proximity suit. 

(h) Fire resistant blankets and gloves. 


Radio Procedure Ship/Helicopter: Before landing, the helicopter pilot 
must receive clearance to land on VHF Channel 16, as follows:- 

“(Name of Ship) this is Port Hedland Pilot Helicopter, request 
clearance to land”. 

con Hedland Pilot Helicopter this is (Name of Ship), you are clear 
to land”. 

Vessels should be ready to advise the helicopter of the relative wind 

across the deck. 


Boarding by Pilot Boat: When boarding by pilot vessel, it is most 
important that a lee be given to allow the Pilot to board. Generally ships 
will be requested to be underway prior to pilot boarding. Failure by ships 
to afford a lee may result in the pilot being unable to board, with 
consequent delay. 

All vessels, where the Pilot is boarding by boat, must rig a ladder in 
accordance with ‘International Maritime Organisation SOLAS 
Regulations”. Under SOLAS Chapter V, Regulation 17 amended in 1973 
by I.M.O.’s Resolution A263 (VII!) and in 1979 by Resolution A426 (XI), 
the following points are stressed: 

(a) The rigging of the pilot ladders 
disembarkation of Pilots thereby, 
responsible officer of the ship. 

(b) Every pilot ladder shall be secured in a position clear of any 
possible discharges from the ship, and so that each step rests 
firmly against the ship's side. 
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and the embarkation and 
shall be supervised by a 


(c) Every pilot ladder shall be secured in a position where the pilot 
can gain safe and convenient access to the ship after climbing 
not less than 1.5 m. and not more than 9.0 m. 

(d) Whenever the distance from the water to the point of access to 
the ship exceeds 9.0m., access must be by means of a 
combination of a pilot ladder and an accommodation ladder. 

(e) Adequate lighting must be provided at night. 

(f) Manila manropes of between 28 mm. and 32 mm. in diameter 
should be rigged on.each side of the ladder for its full length. 

(g) The ladder should be clean. 

Failure by Masters to comply with the requirements outlined above 
has, in the past in Australian ports, resulted in delays to shipping and 
in some instances heavy costs against the vessel concerned. 

Pilot Ladder Specifications: 


Length of spreaders not less than 1,800 mm. (5 ft. 10 in.) 
Length of steps not less than 480mm. (1 ft. 7 in.) 
Width of steps not less than 115mm. = (4.5 in.) 
Thickness of steps not less than 25 mm. (1 in.) 
Side ropes’ 
circumference not less than 60 mm. (2.25 in.) 
diameter not less than 20mm. (0.75 in.) 


Spacing of steps 
Recommended space between top of 
one step and underside of the one 


300 mm. — 380 mm. (1 ft. — 1 ft. 3 in.) 


above 310 mm. (12.25 in.) 
Recommended clear space between 

pairs of side ropes (not specified by 

SOLAS). 400mm. = (1 ft. 4 in.) 


The size and spacing of components can vary considerably from one 
pilot ladder to another within the requirements of the SOLAS 
Regulations. 

ANCHORAGE: When vessels are required to anchor they should do so 
clear of the main channel but inside the Port Limits. The holding ground 
is reported as being good on both Eastern and Western sides of the 
channel. Vessels should not anchor in the designated Spoil Ground 
Dumping Areas or in the Prohibited Anchorage as indicated on Charts 
AUS. 53 and AUS. 52. 

Departure: \f the Master wishes to anchor outside prior to proceeding 
to sea, he must advise the Pilot when leaving the berth, and the Pilot 
will advise suitable anchorage. The Master will advise the Pilot of 
estimated time of departure in order that this may be reported to the 
Port Control. 

RESTRICTIONS/MAX. SIZE: Vessels of up to 315 m. LOA are now able 
to use the port by day and by night, whereas prior to improvements 
these vessels were restricted to daylight movements only. 

Subject to the following conditions the port may be used by vessels 
up to 330 m. LOA: All movements in the channel confined to daylight 
hours; wind speed not to exceed a steady 25 knots; inward movements 
to be confined to times when the currents are the minimum possible for 
the tide. Owners of such vessels should provide the Port Authority with 
a general arrangement plan at least 2 weeks prior to vessel's arrival. 

To determine the maximum allowable departure draft a computer 
programme has been established which takes into account a number 
of factors which make the calculation of departure draft more complex 
than before. These factors include the varying channel depths, and the 
varying heights of tide throughout the passage of a vessel from the Inner 
Harbour out to “C1” Beacon, a distance of some 45 km. and involving 
a transit time of about 3 hours from departing the berth. Also included 
are the sea state, the required Under Keel Clearance, an allowance for 
the varying speeds of ships and an allowance for the variation in tide 
heights between those predicted for the Inner Harbour and those 
experienced offshore. 

The following scales of Under Keel Clearances cover 3 different sea 
states and have been established after investigation of all pertinent 
factors by the Authority's engineering consultants on this matter and the 
Port Hedland Port Authority. The sea state is measured by a wave rider 
buoy in a position to the West of Beacon No: 15 at the seaward end of 
the dredged channel. Data from this buoy is relayed by radio signal to 
the Port Control Tower. 

Under Keel Clearance: 


Location Swell Type A Swell Type B Swell Type Cc 
Harbour 1.20 1.20 1.20 
Hunt Point 1.30 1.40 1.60 
Beacon 30 1.40 1.80 2.30 
Beacon 24 1.60 2.00 2.60 
Beacon 16 1.60 2.00 2.60 
25 km. (Beacon “C14") 1.80 2.20 2.90 
39 km. (Beacon “C4") 2.10 2.70 3.50 
44 km. (Beacon “C1”) 2.20 2.90 3.70 


The swell types are: 

Type A - Swells less than 0.25 m. in amplitude. These occur for 
approximately 64% of the time. 

Type B - Swells of 0.25 m to 0.50 m. in amplitude. These occur for 
approximately 30% of the time. 

Type C - Swells greater than 0.50 m. in amplitude. These occur for 
approximately 6% of the time. 

The UKC scales take account of any likely increase in swell conditions 
in the 12 hours prior to sailing. The maximum loading drafts will be 
determined by the Port Authority at 12 hours prior to sailing and will not 
be varied in this period. 

It is pointed out that “overdraft” will not take place because the UKC's 
(and the loading drafts) contain an allowance for any likely increase in 
swell conditions in the interim 12 hour period. 

A comprehensive analysis of actual recorded transit times for 
departing vessels over the last three years has been undertaken from 
which an ‘average’ transit time to Beacon C1 has been derived. In 
addition, this ‘average’ transit time has been divided up to match the 
critical points along the channel, such as Hunt Point, Beacon 30, Beacon 
24, Beacon 16, 25 km., 39 km. and 44 km. (Beacon C1). 
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The ‘average’ times are: 


Last Lines to Harbour 5 minutes 
‘A’ Berth to Hunt Point 31 minutes 
B’ Berth to Hunt Point 31 minutes 
Hunt Point to Beacon 30 29 minutes 
Beacon 30 to Beacon 24 17 minutes 
Beacon 24 to Beacon 16 15 minutes 
Beacon 16 to 25 km. 12 minutes 
25 km. to 39 km. 36 minutes 
39 km. to 44 km. 12 minutes 


The ‘average’ times are then increased to allow for longer transit times 
as the tidal range and deadweight increase. The formula is as follows: 
To Hunt Point plus 1.25 x tide range + 0.0000375 deadweight 


To Beacon 30 __— plus 2.25 x tide range + 0.0000625 deadweight 
To Beacon 24__ plus 2.25 x tide range + 0.0000687 deadweight 
To Beacon 16 __— plus 2.25 x tide range + 0.0000810 deadweight 
To 25 km. plus 2.35 x tide range + 0.0000975 deadweight 
To 39 km. plus 2.65 x tide range + 0.0001462 deadweight 
To 44 km. plus 2.75 x tide range + 0.0001625 deadweight 


Three vessel classes have been decided upon in relation to 
deadweight viz: 

150,000 d.w.t. Class _ i.e. vessels with deadweight greater than 
125,000 tons but less than 175,000 tons 
200,000 d.w.t. Class i.e. vessels with deadweight greater than 
175,000 tons but less than 225,000 tons. 
250,000 d.w.t. Class i.e. vessels with deadweight greater than 
225,000 tons but less than 275,000 tons. 

Some typical examples of transit times from last lines to 44 km. are: 


Vessel Size Tide Range Transit Time 
(d.w.t.) (m.) (minutes) 
150,000 2.0 182 
150,000 4.0 187 
150,000 6.0 193 
200,000 2.0 190 
200,000 4.0 196 
200,000 6.0 201 
250,000 2.0 198 
250,000 4.0 204 
250,000 6. 209 


The Port Authority computer programme which is used to determine 
maximum drafts and departure times also maintains the minimum UKC 
at each of the channel control points if the vessel is 15% faster or 20% 
slower than the above transit times. 

This is required because it is not necessarily known at departure 
whether a vessel will be a ‘fast’ or ‘slow’ vessel. The above lower and 
upper bounds on transit times were derived from the analysis of actual 
transit times for large vessels departing Port Hedland over a 3 year 
period and is an ongoing analysis. 

Arrival drafts: 

The port experiences strong winds on occasions and in order to minimise 
windage during transit of the channel and berthing, vessels should be 
ballasted to the following minimum arrival drafts: 

D.w.t. Forward Draft Aft Draft 
(m.) (m.) 


Up to 10,000 2.0 No more than 0.6 m. 
10,000 to 20,000 2.0 to 2.5 of the propeller 
20,000 to 30,000 2.5 to 3.0 to be exposed 
30,000 to 50,000 3.0 to 5.0 6.5 

50,000 to 100,000 5.0 to 7.0 6.5 to 7.5 
100,000 to 150,000 7.0 to 8.0 7.5 to 8.5 
150,000 to 200,000 8.0 to 8.5 8.5 to 9.5 
200,000 to 250,000 9.0 9.5 to 10.0 


All vessels should advise their intended arrival draft to the Harbour 
Master 24 hours prior to their arrival. Vessels which do not meet these 
minimum draft requirements may have their berthing delayed. Vessels 
which may have difficulty in meeting the above drafts should notify the 
Harbour Master accordingly. 

Vessels over 100,000 d.w.t. may be ordered to vary their drafts prior 
to berthing, because of tidal conditions which may affect air draft under 
the ship loader. 

PRATIQUE: Masters of all vessels arriving from overseas and wishing 
to proceed direct to a berth must apply for clearance by radio. 

At least 24 hours before arrival the answers to the following questions 
should be radioed to the Ship's Agent who will submit the information 
to the Quarantine Officer: 

Name, type and nationality of vessel. 

Itinerary for last 21 days. If over 21 days from last port, please 

give name of port and date of departure. 

Name of first Australian Port and ETA. 

Number of crew. 

Number of passengers. 

coe you had any deaths on the voyage? If so, please give 
etails. 

Have you had any cases of illness during the last 21 days with 

a fever of 38°C or above, and 

(a) accompanied by rash, jaundice or glandular swelling, or 

(b) accompanied by diarrhoea lasting longer than 24 hours. 

H. Have you had persons suffering from venereal disease during 
the voyage? 

|. What live fish, birds, reptiles or other animals are you carrying? 
Ships’ pets should be mentioned. 

J. Have you carried livestock on previous voyages in the last six 
months? If yes, please advise type of livestock, date of voyage 
and ports visited. Have all stock-carrying compartments been 
thoroughly cleaned and disinfected? 

K. Do you request radio pratique or radio approval to berth? 

If the answers to the above are acceptable, “Approval to Berth” or 

“Radio Pratique” will be granted. 

Vessels from overseas which do not submit health reports must 

anchor at the Quarantine Line and await quarantine clearance. Until 
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clearance is received, no persons other than the Pilot, Port Health 
Officials and Customs and Excise Officers will be allowed to embark or 
disembark. Until cleared, vessels must show the appropriate day or night 
quarantine signals. 

Whilst alongside in Port Hedland rat guards must be placed on all 

lines. 
RADIO/VHF: Vessels trading to Port Hedland use Sydney, Darwin and 
Broome Radio Stations. There is no Radio Station in Port Hedland. 
Broome Radio transmits navigation warnings including alterations to 
navigation aids to Port Hedland. 

Vessels bound for Port Hedland should advise the Harbour Master 
48 hours and 24 hours before their arrival, indicating their draft, fore and 
aft, and last port (Address: Harbour Master, Telex No. AA 99213, Port 
Hedland. If telex number not included messages may be delayed). 
VHF: Port Control Tower: This communication centre is normally 
manned 24 hours a day and is equipped with 5 VHF radios covering 
the entire marine band. The International Call sign is “Port Hedland 
Harbour’. All VHF communication is recorded on an 8 track tape 
recorder. 

Orders concerning shipping movements, allocation of berths and 
related matters are passed to ships, Pilots and berthing gangs through 
the Control Tower. In addition, relevant shipping information, in particular 
changes to orders out of office hours, are also passed to agents, customs 
and quarantine as required. 

Vessels are required to obtain permission from the Control Tower 
before entering, leaving or moving from place to place within the Port 
and are required to verify equipment serviceability. This verification on 
completion, must in the case of non-piloted vessels, be passed to the 
Tower by radio or other suitable means. Where a vessel is piloted then 
a completed card must be handed to the Pilot. 

During the cyclone season in North West Australia, ships alongside 

will be instructed to set and maintain watch on VHF Channel 16 during 
the early stages of the “alert” phase. 
Use of VHF: Vessels equipped with VHF must maintain listening watch 
on Channel 16 at all times when anchored inside the Port Limits. Should 
a vessel at anchor wish to communicate by VHF with another vessel 
then it must first advise “Port Hedland Harbour” who will allocate a 
working channel. 

The Control Tower is equipped with a Krupp Atlas 8600 ARPA radar 
with a stated range of up to 72 nautical miles. 

Other equipment includes a telex (receiving telexes only), wind, tide 
and wave recording instruments and an Aldis signalling lamp. The Port 
Control Tower will advise current tide (height above chart datum) and 
wind strengths on request. 

A Marine Citizens Band radio and an H.F. scanner are also installed 
and a listening watch is maintained on 27.88 MHz. for distress calls from 
private pleasure craft. This service is provided on an honorary basis for 
the Port Hedland Sea Search and Rescue Group and any other user. 
TUGS/LAUNCHES: Six tugs, operated and managed by Adelaide 
Steamship Industries, are stationed in Port Hedland. The fleet consists 
of: 


Gross Brake Bollard Type 

Tonnes (h.p.) Pull (tonnes) 
M.V. Warang 425 3600 50 Z-pellor 
M.V. Warilla 425 3600 50 Z-pellor 
M.V. Corunna 427 3600 50 Z-pellor 
M.V. Coongan 427 3600 50 Z-pellor 
M.V. Talga 309 2640 35 Single Screw 
M.V. Degrey 312 3156 52 Twin Screw 


Tugs can also be utilised for the shipment of fresh water to vessels 
at the outer anchorage at the rate of approximately 80 tonnes per tug. 

Stirling Marine Services Pty., Ltd., also operate launches and 
workboats, ranging from 10 m. to 13 m., which are available for use as 
ferries, line boats, etc. 
BERTHING: There are 5 berths situated within the Inner Harbour, two 
of which are owned and operated by the Port Authority, two by the 
Mt. Newman Mining Company and one by Goldsworthy Mining Ltd. 
Goldsworthy Pier: This is situated on the Western side of the Harbour 
on Finucane Island, and lies S.W. of Hunt Point Beacon (No. 47). The 
face of the jetty extends over a distance of 177m. and lies in the 
017°— 197° direction. It consists of seven breasting dolphins with 
Bridgestone cell fenders on Nos. 1,2,4,6 and 7 Firestone Burleigh 
floating fender units on Nos. 3 and 5. 

There are two dolphins ahead and three astern of the jetty to facilitate 
the mooring of vessels. These dolphins are set back from the line of the 
berth face and have no fenders. 

The distance from the Northern Mooring Dolphin to the Southern 
Mooring Dolphin is 430 m. and the dredged mooring basin 426 m. long, 
61 m. wide, has a depth of 17.0 m. below datum. The shiploader has 
an overall length of travel of 225 m. and a max. capacity of 4,500 t.p.h. 

Vessels will normally berth port side to, heading out to sea. Ship's 
gangways should be rigged prior to berthing on the off-side as gangways 
are not acceptable on the jetty. A launch service is available to ferry 
personnel to the town. Ship's personnel are not allowed on the loading 
facility. Provision for a future second loading berth ahead of the existing 
jetty has been made. 

The height of the shiploader underside in the raised portion above 
chart datum is 24.1 m. 

The loader is not completely retractable behind the berth face but 
retracts to a position 0.84 m. behind the fender line. 

Fresh water and fuel are not available at this berth. 

No. 1 Berth: This landbacked berth lies in a 347° — 167° direction and 
has a length of 213 m., with a mooring dolphin 58 m. from the Northern 
end. Depth alongside is 11.0 m. It is protected by a “Raykin” fender 
system. The height of the wharf deck is 9.5m. above datum with an 
apron width of 22 m. Three access ramps connect to a dry cargo storage 
shed. adjacent to the berth. The storage shed has a floor area of 
487 sq.m. and a further 12,100 sq.m. of open hard standing space is 
available alongside the shed for the holding or movement of cargo. The 
berth, shed and open area are all floodlit for security and working of 
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cargo. General cargo is normally handled by forklift vehicles to and from 
the vessels or loaded direct on to road trucks. Vessels up to 230 m. 
LOA can be accommodated at this berth which is equipped with 
1 x 102 mm. and 2 x 203 mm. bunker points (diesel only), fresh water 
hydrants, power and telephone connections. Vessels wishing to have 
telephones placed on board should advise their agents at least 48 hours 
prior to arrival. 

No. 3 Berth: No. 3 Berth is constructed of steel piles with a steel and 
concrete decking. The wharf runs in a1 17°-297° direction for a distance 
of 183 m. with dolphins 46 m. ahead and astern to facilitate the mooring 
of vessels. The height of the wharf deck is 9.5 m. above datum with an 
apron width of 13 m. The full length of the wharf is protected by a 
“Raykin” fender system. On this wharf is a cargo shed with an area of 
1,600 sq.m. supported by a further open hard standing area of 
4,200 sq.m. immediately behind the shed. As with No. 1 Berth, all areas 
are floodlit, and cargo is handled by forklifts to or from the storage areas. 
Depth alongside in the mooring basin, which is 275 m. long, is 13.2 m. 
and vessels up to 230 m. L.O.A. may berth. 

A mechanical bulk loading facility with a capacity of 1,500 t.p.h. is 
owned and operated by the Leslie Salt Company on this wharf. 

Fresh water is available at 50 t.p.h. and bunkers can also be obtained 
through 203 mm. outlets. 

A public telephone offering STD facilities is located on the Eastern 

corner of this berth. 
Mount Newman Whart: This wharf consists of 2 adjacent berths known 
as “A” and “B” Berths, which form a_ continuous line in a 
117°-297° direction from a position East of the No. 3 Berth towards 
Nelson Point. 

The westward berth is known as “A” Berth and is equipped with No. 2 
shiploader whilst the eastward berth is known as “B” Berth and is 
equipped with No. 1 shiploader. 

The overall length is 658 m. and the shiploaders can travel from one 
berth to another with an overall travel between stops of 564 m. 

The wharf has a berth pocket 65 m. wide, 679 m. long, dredged to 
19.0 m. below chart datum and has, in addition, a mooring dolphin 
located between this berth and the No. 3 Berth approximately 44 m. 
from the Western end, with access being gained via a walkway from 
the MNM “A” Berth. 

The whart is equipped with 47 Bridgestone rubber fender assemblies, 
each comprising 2 cell-type rubber energy absorbing units fronted by a 
steel panel which, in turn, is faced with low-friction polyurethane wear 
material. The wharf itself is of steel pile construction with concrete 
capping, equipped with bollards and quick-release hooks along each 
berth 


The two shiploaders are fully retractable and have an average loading 
capacity of 6,000 tonnes per hour each. Shiploader No. 1 has a boom 
reach of 25.8 m. from the fender face and the height of the underside 
of the shiploader is 24.5 m. above datum. Shiploader No. 2 has a boom 
reach of 28.9 m. and a height above datum of 27.5 m. 

Vessels will normally swing on entry and berth starboard side to the 

berths. Starboard gangways should be rigged prior to arrival so that no 
delay is incurred in the boarding of Quarantine and Customs Officers 
upon berthing. Bunkers are not available on these berths, although 
emergency supplies of fresh water may be requested. Fresh water 
outlets are available, situated at the whart face, close to the bridge 
position of vessels mooring. , 
STEVEDORES: Two supervisors and two foremen, employed by 
Con Aust (W.A.) Pty. Ltd., are permanently based in Port Hedland. 
Other stevedoring agencies will arrange for their supervisors to attend 
vessels at the Port according to the ship's requirements. 
Waterside Labour: All employment of shipside and shoreside labour for 
the working of cargo vessels is drawn through the local Waterside 
Workers’ Federation pool. The maximum port allocation for Port Hedland 
is 55 men but the current strength is 16 men. Casual labour is 
requisitioned, as and when required, to supplement the permanent 
workforce. Under the present manning arrangement, two gangs can be 
requisitioned. Each gang can work a 12 hour shift, thus enabling a 
vessel, if necessary, to be worked 24 hours daily. Shipside labour is 
worked under the supervision of contract Stevedores but all shoreside 
labour is under the supervision of the Port Authority. 

There are 5 “closed holiday” days on which labour cannot be supplied 
for the working of cargo, these being — Labour Day, Good Friday, Anzac 
Day, W.W.F. Picnic Day and Christmas Day. 

Normal working days are Monday to Friday with Saturday, Sunday 
and Public Holidays attracting penalty rates. 

Payments to Waterside Workers for their labour is based on the 
following schedule. 

1000 hrs. to 1600 hrs. Monday — Friday: Ordinary Time 

1600 hrs. to 2200 hrs. Monday — Friday: Time and One Half 

2200 hrs. to 1000 hrs. Monday — Friday: Double Time 

0001 hrs. to 2400 hrs. Saturday: Double Time 

0001 hrs. to 2400 hrs. Sunday and Public Holidays: Double Time 
and One Half 

A normal engagement from Monday to Friday is for a minimum of 

6 hours and 7 hours on weekends and Public Holidays. Day gangs start 
time is 1000 hrs. with the evening gangs commencing at 2200 hrs. No 
stevedoring operations are carried out on any of the private wharves 
within the Port. 
MEDICAL: Medical attention may be arranged through the Agent. No 
person will be attended unless he is provided with a letter from the 
Master authorising such treatment. All charges incurred will be charged 
to the vessel. 

The Government operated Regional Hospital of approximately 110 
beds, caters for most medical and dental requirements. Where 
necessary, seriously ill patients are flown to Perth in aircraft of the Royal 
Flying Doctor Service. The local ambulance service is well organised 
both in equipment and manpower, and additionally, the pilot helicopter 
may be chartered for the emergency uplift of sick or injured seamen 
from vessels standing offshore. 
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TANKERS: Connections: 10 in. lines with 8 in. flexible hoses. Discharge 
rates depend on grade and consignee. 
Local Installations: Shell, B.P. and Ampol. 
DENSITY: Average 1026. 
FRESH WATER: See individual berths. 
FUEL: See individual berths. 

Bunkering Agents: B.P. Australia Ltd., Tel: 73-1422. Shell Co. of 
Australia Ltd., Tel: 73-1365. Ampol Ltd., Tel: 73-1042. 
CONSULS: At present, there is no Consular representation at Port 
Hedland. 
REPAIRS: Comprehensive repairs can be effected. Radar, radio and 
Decca servicing and repairs are available. Welding, engineering, fitting 
and turning, electrical, plumbing, refrigeration and air conditioning, diving 
and building services are located in close proximity to the Port. Limited 
fumigation facilities are available. Sand-blasting equipment, cranes, 
compressors, etc., may be hired. 
SURVEYORS: Commonwealth Marine Surveyor: A Marine Surveyor of 
the Federal Department of Transport, Surface Transport Group, is based 
in Karratha, Tel: 852640. 
Marine Surveyors: A firm of Marine Surveyors is based in the Port. 
Comprehensive survey inspections and reports can be prepared by 
Caleb Brett (Tecmar), telephone 73 2310 (after hours 73 1035). 
CARGO GEAR: Ship's gear used. Mobile cranes up to 70 tons capacity 
may be hired. Crane of 120 tons capacity owned by Mount Newman 


0. 
The following mobile equipment is owned and operated by the Port 
Authority: 
2 x 6.0 tonne Forklifts 
2 x 5.0 tonne Forklifts 
1 x 10.0 tonne Mobile Crane 
1 small tractor/F.E.L. 
When not engaged on cargo operations this equipment is available 
for hire. 
AIRPORT: An average of 5 return jet flights operate daily between Perth 
and Port Hedland. A weekly international flight operates between Port 
Hedland and Bali in Indonesia. In addition, several charter companies 
operate from the Port Hedland Airport, which offers a high standard of 
service comparable to that of city terminals. 
TIME: See “General” before first port. 
HOLIDAYS: See. “Stevedores”. 
POLICE/AMBULANCE/FIRE: Police 731444; Ambulance 731800; 
Fire 732555; Hospital 732144. 
CERTIFICATES: The following documents should be available for 
inspection: 
Ship's papers, including the following certificates: 
(a) Register. 
(b) Load Line. 
(c) Safety Equipment. 
(d) Safety Radio. 
(e) Safety Construction. 
(f) Australian Light Dues Receipt. 
(g) State Light Dues Receipt 
(h) Articles of Agreement and Account of the Crew 
(or equivalent). 
(i) Oil Record Book. 
(j) Register of Cargo Gear. 
(k) Gas Free Certificates for OBO's. 
Valid Derat or Exemption Certificate. 
Crew's Identity Documents. 
International Vaccination Certificates of all persons aboard. 
STOWAGE FACTORS: Basis of most recent stowage factors of iron 
ore cargoes loaded at Port Hedland have been approximately as follows: 


Fine Ore 2,723 kg. per cu.m., 
or 0.3672 cu.m. per tonne. 
Lumpy Ore 2,355 kg. per cu.m., 


or 0.4247 cu.m. per tonne. 

2,643 kg. per cu.m., 
or 0.3784 cu.m. per tonne. 

However, as these factors sometimes vary from cargo to cargo, it is 
recommended that Masters check with loading Agents for each shipment 
before finalising stowage plans. 

DELAYS: Delays of port operations, including delays of other vessels 
waiting for berth, caused by a vessel which for any reason is not 
prepared and able to move from the berth when so ordered, are 
chargeable to the vessel which causes such delays. 

PROVISIONS: Supplies of food, liquor, cigarettes, etc., are readily 
available in Port Hedland. 

Providores will generally meet vessels on arrival but early advise to 
the ship's Agent of a vessel's requirements is desirable. 

SHIP SUPPLY SERVICE: Stirling Marine Services Pty. Ltd., P.O.Box 
81, Port Hedland, W.A. Tel: (091) 731651. Fax: (091) 731343. 
Services: Pilot boat services to vessels that cannot be serviced by 
helicopter. Passenger launches for Agents, crew ferries, providores to 
vessels at anchor in Outer Anchorage or berth at Goldsworthy Berth. 
Stores run, garbage collection and line running. 

GENERAL: Tonnage Dues: All vessels entering the Port, excluding 
Commonwealth or fishing vessels, are subject to payment of a tonnage 
fee based on the GRT of the vessel. No additional fee by way of berth 
usage or berth occupance levy is charged against ships lying alongside 
the Authority's two berths. 

Mooring Gangs: Gangs for the mooring or unmooring of vessels using 
the Authority's berths are supplied from the W.W.F pool under Port 
Authority supervision. For vessels under 1,000 GRT 4 men are required 
for the tie-up with 3 men for the let-go. On vessels over 1,000 GRT, 
6 men are engaged for the mooring and 4 men for the unmooring. For 
larger vessels involving the handling of wire hawsers 10 men may be 
required for both movements. Engagements for mooring/unmooring are 
for a minimum of 4 hours per man. However, where the service is 
supplied to more than one vessel in the minimum time period, then the 
cost incurred is proportioned between the vessels involved. 
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Payment of labour rates for mooring gangs is based on the waterside 
workers rate (see ‘“Stevedores’). 

Seafarers Centre: This centre, which is jointly administered by the 
Mission to Seamen, British Sailors Society and the Apostolatus Maris, 
is located in Wedge Street, adjacent to the Port Authority workshop. 

Church Services can be arranged to suit individual denominational 
needs. 

A licensed bar is operated. There is a gift and souvenir shop together 
with facilities for international telephone calls, foreign money exchange 
and library exchange. Recreational facilities include pool tables, darts, 
table tennis, and T.V. Bus tours may be arranged. 

The Centre opens as follows: 

Monday to Friday 1100 — 1400; 1800 — 2230 
1800 — 2230 


Saturday 
Sunday 1600 — 1900 

All facilities are offered during those hours, and a warm welcome is 
always extended to all seamen visiting the Centre. 

Oil Pollution: The main stocks of oil dispersant and spray equipment, 
as required by the Department of Transport under the National Plan for 
use on the North West coastline, are stored in Port Hedland. 

Further information on this service can be obtained from the 

Commonwealth Marine Surveyor. 
Explosives Regulations: Port Hedland Port Authority Regulations 
concerning the Regulation of Ships, Handling of Cargo, Inflammable 
Liquids and Oils, Noxious, Dangerous and Inflammable Goods and 
Explosives are obtainable from the Port Authority. 

It is a requirement of the Port Authority that a copy of these 
Regulations be displayed on each vessel carrying Inflammable, Noxious, 
Dangerous and Explosive Goods. 

Whistle Signals: It is an offence to sound a ship's whistle whilst alongside 
a harbour berth unless permission is obtained from the Port Control 
Tower - Call sign “Port Hedland harbour’. 

Weather Conditions: For full details refer to “Australia Pilot Vol. V". The 
season for cyclones on the North West coast of Australia is during the 
Summer months - November to April - with an average of one cyclone 
per year. 

A weather observation station at the Port Hedland Airport is equipped 
with long distance weather radar and this unit, together with similar 
stations at Broome, Learmonth and Dampier - aided by meteorological 
satellite data - has proven invaluable in cyclone tracking. To further aid 
this service, six hourly weather reports are invited from Masters by the 
Commonwealth Department of Meteorology. 

Climate: Port Hedland’s climate ranges from extremely hot and, at times 
humid during the Summer to pleasantly warm days and cool nights 
during Winter (May to September). 

Using averages taken over 80 years, Port Hedland’s coldest month 
is July, with an average maximum temperature of 27°C and a minimum 
of 12°C. The hottest month is December, with an average daily maximum 
of 37°C and a minimum of 24°C although during Summer maximum 
temperatures of 46°C are not uncommon. 

The average yearly rainfall is 307 mm. and rain falls on an average 

of 31 days per year. However, this amount of rain can fall in a very short 
period during the cyclone season and long very dry spells without rain 
can be experienced. 
Crew Members Left Ashore at Time of Departure: Masters are requested 
to have all vouchers and lists of personal effects in triplicate covering 
crew members remaining ashore, whether hospitalised or deserters, 
prepared for delivery to the Agent as early as possible. 

A letter of authorisation is required when the Agent is expected to 
provide hotel accommodation, meals, medical attention, transportation 
or travel expenses and/or cash advances for account of vessel. 

No crew member may be signed-off any vessel trading between 
Australian ports and overseas ports without prior permission of the Sub- 
Collector of Customs. 

Agents will be required to sign maintenance guarantees covering 
seamen landed for hospital treatment or repatriation. 

Personal Effects landed by crew members are subject to examination 
by Customs Officers. 

Stowaways: No unauthorised person should be allowed aboard the 
vessel. Cases of attempted stowaway have occurred, and Masters 
should take all necessary care and precautions to prevent same. 

Any stowaways aboard on arrival should be reported to the Customs 
Boarding Officer in order that he may take the necessary steps to prevent 
their unauthorised landing. It should be noted that all responsibility for 
the repatriation of stowaways is for account of the vessel concerned. 
Services: Watchmen, security patrols, garbage disposal, laundry and 
dry cleaning services are available and can be arranged through ships’ 
agents. 


AUTHORITY: Port Hedland Port Authority, P.O.Box 2, Port Hedland, 
Western Australia 6721. Tel: (091) 73 1400 (office hours: 0800 — 
1630 hrs.). Port Control Tower; (091) 73 1019 (24 hours). Telex: 99213. 
FAX: (091) 73 1760. Contact: J.R.D. Sandison, General Manager. 
Captain |. Baird, Harbour Master. 


AGENT: Sub-agents of Patrick Agencies, Fremantle. 


AUSTRALIA 
PORT HUON, Tasmania: 43.10 S. 146.59 E. (See Plan) 


For Additional Information see “Hobart”. 

PORT LIMITS: ‘Harbour’ means so much of the waters of the River 
Derwent and its estuary as lie to the Northward of a line drawn from the 
Derwent Light (on the Iron Pot Islet) to Kelly Point, on North Bruny; 
together with so much of the D’Entrecasteaux Channel as lies to the 
Northward of a line drawn from the Southern end of Partridge Island to 
Southport Island; and together with all bays and estuaries opening either 
into the said River Derwent or the said D'Entrecasteaux Channel. 
DOCUMENTS: As for all Australian Ports. 

PILOTAGE: Pilotage is compulsory for all vessels exceeding 35 m. in 
length. For vessels bound to Port Huon from the North, via the 
D’'Entrecasteaux Channel, the Pilot boarding ground is on a line drawn 
from the Iron Pot Lighthouse (Chart AUS. 171 — Lat. 43° 03.7’ S., Long. 
147° 25.5’ E. Gp.Fl. (3) W 9 secs. 20 m. 11 nautical miles); to Kelly’s 
Point on the Northern tip of Bruny Island. For vessels bound to Port 
Huon from the South, the Pilot boarding ground is on a line drawn from 
the Southern end of Partridge Island (Chart AUS. 173 — Lat. 43° 24.6’ S., 
Long. 147° 06.0’ E.) to Southport Island. Notice of ETA and request for 
a Pilot must be advised at least 24 hours in advance. Confirmation or 
amendment of this ETA must be made not less than 6 hours prior to 
the vessel's arrival at the pilot station. For additional information on this 
section see “Hobart”. 

ANCHORAGE: There are no safe anchorage positions South of the pilot 
line. However, vessels wishing to anchor may be guided by the Pilot on 
VHF to positions in the D'Entrecasteaux Channel where there is good 
holding ground. 

RESTRICTIONS: Navigation is on a 24 hour basis, however the draft 
of Pees navigating within Hospital Bay, Port Huon, is restricted 
to 9.0 m. 

MAX. SIZE: Vessels of up to 190 m. long and 9.0 m. draft can be 
accepted at Port Huon Wharf, while vessels of up to 160 m. in length 
and 8.0 m. draft are about the maximum for the Australian Paper 
Manufacturers’ Wharf. 

HEALTH: The local medical practitioner boards vessels after berthing 
and acts for the Commonwealth Dept. of Health. Immigration/Customs 
Officers travel by road from Hobart and board after Pratique has been 
granted. Quarantine Authorities must be informed of suspected disease 
or fever at least 18 hours before arrival. 

RADIO/VHF: See “Hobart”. 

TUGS: Tugs from Hobart are available for assisting vessels. However, 
because of the distance involved additional notice is required, and tug 
charges are at higher rates. 

BERTHING: 

Port Huon Pier: The East side has a quay length of 172.6 m., with a 
water depth of 7.6 m. and the West side a quay length of 203.4 m., with 
a water depth of 9.8 m. This wharf is primarily used for the import of 
sodium sulphide as required by A.P.M. 

Australian Paper Manufacturers Wharf: The berthing head has a length 
of 82 m., with mooring buoys ahead and astern of the vessel and a 
water depth of 8.2 m. This wharf is used exclusively for the loading of 
wood pulp. 

MEDICAL: A local doctor is available and a hospital is situated at 
Franklin (4 miles). 

STEVEDORES: Labour allocated and supplied from Hobart. 

FRESH WATER: Available only at Port Huon Pier. 

FUEL: Limited supplies provided by road tanker from Hobart (40 miles). 
Fruit ships usually call at Hobart for bunkers. 

GANGWAY/DECK WATCHMEN: See “Hobart”. 

OPENING/CLOSING HATCHES: See “Hobart”. 

CARGO GEAR: At Port Huon Pier, discharge/loading is by ship's gear 
and at A.P.M. Wharf a fixed conveyor belt system from the shore is used. 
TELEPHONES: A telephone is connected to all vessels on arrival. 
AUTHORITY: Marine Board of Hobart (see “Hobart’’). 


AGENT: See “Hobart”. 


PORT KEMBLA, N.S.W.: 34.28 S. 150.54 E. (See Plan) 


PORT LIMITS: In the absence of any specific clause in the Charter 
Party, the local custom is that a vessel, having obtained Pratique, is 
considered to be an “arrived ship” when it is anchored off the port and 
reported as such to “Port Kembla Harbour’. 

The port Limits are within an arc 2.5 nautical miles radius from the 
end of the Eastern Breakwater. 
CERTIFICATES/DOCUMENTS/HEALTH/CUSTOMS 

ALLOWANCES/CARGO GEAR: See “Melbourne”. 

PILOTAGE: Pilotage is compulsory for all foreign vessels and Australian 
Masters without an exemption; this service operates 24 hours per day. 
Pilots equipped with VHF. 

The pilot boarding station is in position 1.6 miles North of Entrance 
Buoy. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

RESTRICTIONS: An artificial harbour, formed by two breakwaters with 
an entrance of 305 m. and a depth of 16.75 m. ISLW at the entrance. 
Leading from the Outer Harbour there is an Inner Harbour Basin, which 
is entered through a 165 m. wide channel, having a depth of 15.25 m. 
ISLW. The port consists of the Outer Harbour and the Inner Harbour. 
In the Outer Harbour the swinging basin is approximately 457.2 m. with 
a minimum depth of 10.70 m., and in the Inner Harbour the swinging 
basin is approximately 365 m. with a depth of 15.25 m. 

Under Keel Clearance: \Inward vessels not less than 1.37 m. Outward 
vessels not less than 8% of vessel's draft (draft = 15.25 m. x height of 
tide + 1.08). 
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MAX. SIZE: The deepening project at Port Kembla has been completed 
and the port can now handle vessels in the 150,000 d.w.t. range for ore 
discharge and coal loading. Vessels arriving part loaded or in ballast 
are required to be as near as practicable to an even keel and at no less 
than half loaded draft to facilitate ship handling in the strong winds 
common to this port. 

The depths are now as follows: 

Entrance Channel 15.25 m. ISLW. 
lron Ore Discharge Berths: 

No. 1 Depth alongside 13 m. ISLW. 

No. 2 Depth alongside 15.75 m. ISLW. 

New Coal Berth: Max. LOA 300 m. Max. beam 45 m. Max. airdraft 23 m. 
Grain Terminal: Max. LOA 290 m. Max. beam 45 m. Max. sailing draft 
15.20 m.—15.88 m., depending on tide. UKC of not less than 8% required 
for loaded vessels. 

Arrival Draft: The Maritime Services Board of New South Wales has 
issued a notice regarding the arrival condition of vessels at Port Kembla. 
This notice covers ballasting and trim on arrival. According to the Board, 
some vessels have arrived trimmed too deeply by the stern, which 
makes it unsafe to enter port. 

Agents and Masters are advised that to ensure a safe entry at all 
times, the arrival draft should never be less than 2% of the vessel’s LOA 
at the head and 3% of LOA at the stern. Failure to ensure that these 
conditions are met may result in delays to entry. 

PRATIQUE: Quarantine service is available 24 hours a day with Radio 
Pratique available. 

RADIO: A continuously manned signal station (Port Kembla Harbour) 
maintains constant contact with the Pilot, pilot tender, tugs and launches. 
In addition, a VHF radio-telephone system (Sydney Radio on Channel 
16) provides communication for vessels at sea or at anchor. 

Whilst anchored off the Port of Port Kembla, it is necessary to maintain 
radio watches, as officially a vessel is at sea until entering the 
breakwaters into the port. 


TUGS: At the present time 4 tugs are available, 24 hours per day, 
provided previous notification is given. 

The tugs have bollard pulls ranging from 40 tonnes to 45 tonnes. 

Vessels over 244 m. LOA proceeding to the New Coal Berth require 
4 tugs and vessels 184 m. — 244 m. require 3 tugs. 

BERTHING: Outer Harbour: 

No. 3 Jetty: Length 289.6 m. Width 20.7 m. Depth 11.8 m. to 4 m. 

No. 4 Jetty: Length 228.6 m. Width 15.5 m. Depth 10.8 m. to 4.6 m. 
Facilities for discharging sulphuric acid and anhydrous ammonia. 
Inflammable Liquids Berth: T-head with 2 EMCO loading/discharging 
heads and dolphins, can accommodate vessels up to 182.9 m. long. 
Depth 10.7 m. This berth is also used for bunkering, however, no priority 
is given for bunkering ships over tankers. 

No. 6 Jetty: Length 298.7 m. Width 30.5 m. Depth 9.8 m. to 7.3 m. 
4X7.1 ton and 217 ton cranes for general cargo by both rail and road. 
Bunker facilities available by road. 

Inner Harbour: 

Broken Hill Pty. No. 1 Products Berth (Private): Length 192 m., depth 
11 m. 4X10.2 ton cranes. Bunker facilities available. 

Broken Hill Pty. No. 1 Bulk Berth (Private): Length 278 m., depth 13 m. 
Discharging by 2x17 ton grab unloaders, each nominally 600 t.p.h. 
Outreach 32 m. Loading by conveyor-fed loading head — coke 700 t.p.h. 
and coal 1,000 t.p.h. Bunker facilities available. 

Broken Hill Pty. No. 2 Bulk Berth (Private): Length 310 m., depth 
15.75 m. Discharging by 135 ton grab unloader, nominally 2,000 t.p.h. 
Outreach 32 m. Bunker facilities available. 

Broken Hill Pty. Ro-Ro Terminal (Private): Depth 11 m. Accommodates 
starboard quarter ramp vessels up to 183 m. 

Broken Hill Pty. No. 2 Products Berth (Private): Length 221 m., depth 
12.2 m. 2X30.5 ton cranes. 

Ro-Ro Terminal: Depth 9.2 m. Accommodates stern ramp vessels up 
to 170 m. in length. 

New Coal Berth: Shiploading: The berth is dredged to 16.25 m. below 
LW and the access channel to 15.25 m. to permit 110,000 tonne cargoes 
to be loaded in Stage |. The geometry of the berth and shiploaders will 
permit the loading of 10,000 d.w.t. to 150,000 d.w.t. vessels. 

The berth is equipped with 2 shiploaders with a peak capacity of 
approximately 2,500 tons each. The loaders function in the same manner 
as the reclaimers with one machine loading coal at full capacity whilst 
the other positions itself at the next hatch. 

In Stage | the new berth will handle all of the coal. Simultaneous 
loading from two berths will become necessary in Stage Il when the 
most appropriate second berth arrangement would be developed. 

Old Coal Berth: Length 240 m. Depth 13.0 m. 2 shiploaders load 300 
tonnes/hr. Direct loading through either the rail tippler or road hopper to 
1 loading head. Also see “Shipmaster's Report”. 

Multi-Purpose Berth: Maximum length 300 m. Depth alongside 16.25 m. 
This berth handles vessels of similar size to the New Coal Berth. 

New Grain Terminal: Maximum length of ship 290 m. Depth alongside 
16.3 m. The berth and loading facilities are capable of loading ships of 
420,000 d.w.t. Grain will be loaded by 2 shiploaders with a loading rate 
of 2,500 t.p.h. each, 1,600 tonnes per hour whilst trimming. Storage 
capacity 260,000 tonnes. 

STEVEDORES: The Association of Employers of Waterside Labour 
(AEWL). controls labour in the port, the present total strength being 230 
men (not including B.H.P. and coal loader labour). 

Working times: 


14st shift: 0730 to 1430 hrs. — Monday to Friday, Sunday 
2nd shift: 1500 to 2200 hrs. — Monday to Friday, Sunday 
3rd shift: 2300 to 0600 hrs. — Monday to Friday, Sunday 
14st shift: 0730 to 1130 hrs. — Saturday only 


or: 
0730 to 1430 hrs. — Saturday only. 
There are sufficient forklifts, tractors, bulldozers, etc., available to 
handle all general and bulk cargoes as necessary. 
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MEDICAL: There are sufficient doctors, dentists, etc., to handle all 
eventualities; also two well equipped modern hospitals. 
TANKERS: Max. length of vessel 183 m., depth alongside 10.67 m. 
DENSITY: Average 1025. 
FRESH WATER: Fresh water is available at all berths. 
FUEL: Furnace and diesel oil is obtainable by pipe-line at the 
inflammable liquid berth and also at the B.H.P. discharge berth and 
B.H.P. No. 1 loading berth. Bunkers are available by road tanker at 
No. 6 Jetty, the coal loading berth and the multi purpose berth. No 
bunkering barges are available. 

Delivery capacity by pipe-line is approx. 120 t.p.h. Delivery capacity 
by road tanker is approximately 20 t.p.h. 
REPAIRS: There are no drydocking facilities, but several marine 
engineering companies operate here, who can handle most types of 
repairs. 
HOLIDAYS: See “Sydney”. 
GANGWAY/DECK WATCHMEN: Carried out by Shore Watchmen. 
OPENING/CLOSING HATCHES: Crew or stevedores. 
CREW IDENTIFICATION: See “Melbourne”. 
TIME: See “General” before first port. 


AIRPORT: Kingsford Smith International Airport, Sydney. 
TELEPHONES: Pilot station 740761; Signal station 744571. Telephones 
available. 


SHIP SUPPLY SERVICE: Off-shore service may by provided by: 
Stannard Bros. Launch Services Pty. Ltd., No. 4 Jetty, Port Kembla, 
N.S.W. 2505. 
CB. Air, Albion Park Aerodrome, Albion Park Rail, N.S.W. 2527. 
T.N.T. Air Charter, 2 Hayes Road, Rosebery, N.S.W. 2018. 


SHIPMASTER’S REPORT: December 1982 (Updated 1990). 

Old Coal Berth (No. 1 Coal Berth). 

Restrictions: The following information is required prior to arrival 
berthing: 

1. Stem of each type of coal. 

2. Stowage, tonnage and type of coal each hold. 

3. Commencing holds — basis two loading heads. 

4. Trimming holds. 

5. Expected departure draft. 

6. LOA, gross and nett tonnages. 

The vessel must conform with the following criteria: 

Vessels must not present for loading with hatch coaming more than 
17.4 m. above ISLW. 

Minimum size of hatch openings (without prior arrangement with 
harbour authority) when using trimming head 4.9 m. x 4.9 m. 

Whilst Under Keel Clearance during loading operations is usually left 
to the discretion of individual Masters, the Harbour Master recommends 
0.3 m. 

Vessels of 244 m. and over enter during daylight and vessel of 265 m. 
and over leave during daylight. 

Due to the short travel range of the loading gantries it is recommended 
that with the larger size vessels, i.e. LOA 228.6 m. and upwards, to 
avoid moving along the berth during the final phases of loading that 
loading be programmed to complete in the centre hatches. 

Max. Size: Max. LOA 240 m., max. beam 45 m. Max. loaded draft 
11.4 m. + tide —0.3m. 

Berthing: The berth is constructed with a concrete decking on steel piles 
and has a length of 215 m. Bollards are placed at 18.29 m. intervals 
with provision for mooring lines beyond the actual berth. Maximum pull 
load of each bollard is 85.63 k/t. Depth of water at the berth is 11.60 m. 
ISLW with a bottom of natural sand and clay. This depth extends for a 
distance outward from berth of 12.19 m. and for a distance alongside 
of 267 m. 

Depth after 12.19 m. distance outward from berth is 13 m. ISLW 
increasing to 15.25 m. ISLW in the main channel. 

Vessels usually berth port side alongside. 

Bulk Cargo Facilities: There are two loading gantries at ship's side which 
have a travelling range along the berth of 150 m. 

Each fitted with a telescopic loading chute with a trimming head 
attached which has the effect of throwing the coal in any given direction. 

Each boom has an outreach from the wharf fender of 19.8 m. 
Maximum angle of raise is 80°, working range of boom is horizontal to 
11° below the horizontal. 

For the purpose of estimating expected loading time it is 
recommended that with both loading heads in use a figure of 1,400 t.p.h. 
be used. 


SHIPMASTER’S REPORT: January 1983 (Updated 1990). 
Documents: The following forms, are to be completed and presented to 
the Customs Boarding Officer upon your arrival at the first Australian 
port. 


No. of 
Copies 
Form Required Note 
Form M&S 11 (Crew List) 2 — 
Ship's Crew List 3 — 
Form 5 (Crew's 1 Refer Form G29 (Instructions 
Possessions) to Master) 
Form C & E886 (Ports of 3 Show all ports from first 
Call) overseas loading port. 
Form QA3 (Animal Cargo) 1 Refers to cargo only. One for 
each relevant port. Nil 
return not required. 
Form QA4 (Ship's Pets) 1 Nil return required. 
Form QA5 (Shipmaster's 1 Required only if ship has pets 
Bond) (in duplicate) 
Form 42A 1 Part 1 only 


No. of 
Copies 
Form Required Note 
Forms Required if Passengers On Board 
Form M308 (List of To be divided into ports of 

Passengers disembarkation 

Disembarking in 

Australia) 

Form M309 (List of 5 — 

Passengers not 

Disembarking in 

Australia) 

Pilotage: Embarkation of Pilots: Masters of vessels are requested to 
carry Out the following procedure when embarking a Pilot: 

1.1 Make a good lee for the pilot launch and proceed at a speed 
of about five knots. 

1.2 The pilot ladder, clean and fitted with spreaders at intervals, is 
to be rigged well clear of all discharges and outlets, and of all 
outboard fittings which might foul the pilot launch. The bottom 
of the ladder is to be maintained at a position approximately 
1.5m. above the water. The distance from waterline to point 
of access must not exceed 9 m. 

1.3 Two clean 24 mm. in diameter manilla manropes are to be 
rigged with knots in the end only. The manropes are to be 
securely made fast to the ship. On no account must they be 
made fast to the ladder at any point. 

1.4 Where the ladder is rigged over a bulwark, two stanchions not 
less than one metre in length are to be securely fitted in the 
top of the bulwark, one on each side of the ladder. Steps are 
to be provided from the top of the bulwark to the deck. 

A heaving line is to be provided for mail and the Pilot's bag. 
By night a bright light shaded to show downwards and clearly 
illuminate the ladder and ship's side is to be in position before 
the pilot launch approaches. 

1.7 Tripping lines and boatropes are not to be used. 

Note: Masters are urged to have all the abovementioned gear kept in 
first class condition and to have it inspected frequently and to ensure 
always that the ladder and manropes are securely made fast. 
Serious accidents have occurred through inattention to these 
matters. Should the abovementioned gear and the manner in 
which it is rigged be not satisfactory, pilotage services may be 
withheld. 
VHF: It is necessary to maintain a VHF watch on Channel 9, whilst 
anchored off the port. 
Berthing: Outer Harbour: 

The under mentioned rules are provided for the guidance of Masters 

of vessels berthed in the Outer Harbour, Port Kembla. 

(a) Main engines should not be taken adrift or major repairs 
commenced unless arranged by prior consultation with the 
Harbour Master. 

(b) Power for main engines should be available at four hours’ notice 
during normal weather conditions. 

(c) Upon the International Code Signal XT being hoisted at the Signal 
Station, or by night the exhibition of two all round red lights 
therefrom, power for main engines should be available at one 
hour's notice. 

(d) Sufficient crew should be maintained on board to enable removal 
of vessels from jetties to be effected if such removal is considered 
necessary for the safety of the vessel and/or other vessels. 

Inner Harbour: New Coal Berth is located between Berth 12 and Berth 
14. See “Plans”. 
Port Kembla Coal Loader — Stage 1 
1 — Navigation restrictions 
Vessels — LOA 
— Beam 

Approach channel depth 

Berthing basin depth (sand bottom) 

Underkeel clearance while moving 

Tide variation — mean high of high tides 

Sailing restrictions: 

Weather conditions — Pilot's discretion 

Inward movements — No restrictions 

Outward movements — 244 m. and over daylight in 

— 265 m. and over daylight out. 
(New navigational aids are being installed and tested. If these are 
satisfactory the daylight restriction will be lifted) 
Vessels normally berth port side to berth. 


pare 
ou 


295 m. 

45 m. 
15.25 m. below ISLW 
16.25 m. below ISLW 
8% draft 

1.4m. 


Tug requirements: over 244 m. — 4 tugs 
183 m.—244m. -— 3 tugs 
under 183 m. — 2 tugs 

2 — Berth 
Length of berth face 287.12 m. 


Length between extreme mooring bollards 400 m. 
Length between centres of end fenders 250 m. 
Fendering — 8 Seibu Type W 2000H x 1500L buffer fenders at 35.64 m. 
centres. 
Bollards — 10100 tonne quick release hooks 
— 6120 tonne quick release hooks 
— 2x100 tonne storm bollards 


3— Shiploaders — 2 travelling shuttling bridge type (only one in operation 
at a time). 
Nominal loading rate 
Outreach (+ reach of chute when tilted) 32 m. (+8 m.) 
Throw — pivoting spoon type 5 m. maximum 
(dependent on flow characteristics and moisture content) 


5,000 t.p.h. 


Air Draft 22.40 m. above ISLW 
Shiploader travel: park to park 235 m. 
common range 185 m. 


AUSTRALIA 


4 — Operating Authority 
Maritime Services Board of N.S.W. 
Box 32 G.P.O. Circular Quay West 
Sydney 2001 Sydney 2000 
Telex: Sydney Head Office Msbsy AA24944 
Pt. Kembla Cl. Ldr. Msbptk AA29270 


Repairs: There is an efficient diving service -Commercial Diving Service 
Pty. Ltd., (Shipping repair and maintenance division underwater), 
3 South Avondale Road, Dapto P.O.Box 126, Dapto 2530, N.S.W., 
Australia. Neil Johnson Tel: (042) 61 4179. Keith Johnson Tel: (042) 61 
4980. 
Telephones: Placed on board on arrival at New Coal Berth. 
Telephone Numbers: 

The Maritime Services Board of N.S.W. 


OMGot es. sere hire bee ep, Ce, Le ee 74.0203/74.0204 

PROCSIUGI TTR ce a ie cc cee tt rtertireser tee eae 74.0761 

Signal Stationers & Oss esta, Paar etre) eis, ee ae 74.4571 

Stannard Bros. (for moorings) .................0.e0005 74.1045 
General: 


Pollution: The Board views very seriously any kind of pollution. The 
regulations provide for heavy penalties on conviction. Attention is invited 
to the following: 
1. Oilof any description — Discharge or escape from a ship — Penalty 
up to $50,000. 
Failure to inform of discharge or escape: Penalty up to $10,000 
Cost of dispersing or dealing with oil: May be recovered from 
Master or Owner. 
2. Other Pollutants — (Including dangerous goods) 
Discharge or escape into port : Penalty up to $400. 
3. Dangerous Goods 
Failure to keep pipe-line or hose gastight and free from leakage: 
Penalty up to $200. 
Failure to keep dangerous goods which have escaped in as small 
an area as possible: Penalty up to $200. 
Failure to report escape of dangerous goods from a pipe-line or 
hose within 24 hours: Penalty up to $200. 


AUTHORITY: Maritime Services Board of N.S.W., Cnr. Military and 
Darcy Roads, Port Kembla. Postal Address: P.O.Box 89., Port Kembla, 
N.S.W. 2505. Tel: (042) 740201. Telex: AA 29271. Cables: 2 PMSB Port 
Kembla. FAX: (042) 762142. Contact: M. Muston, Managing Director. 
Captain W. Hoogendoorn, Deputy Harbour Master. 

AGENT: Patrick Agencies, National Bank Building 1st Floor, 147 Crown 
Street, Wollongong, NSW 2500. Postal address: P.O.Box 465, 
Wollongong East. Tel: (042) 285666. Telex: AA 29025. FAX: (042) 28 
3852. Seagram Code: 2KRIKPAT. 


PORT LATTA, Tasmania: 40.51 S. 145.23 E. 
(See Plan) 


DOCUMENTS: 

Cargo Plan. 

4 Crew Lists, Commonwealth No. MS11. 

1 Customs Store List, Commonwealth No. 42A. 

1 Personnel Effects, Commonwealth No. 5. 

1 Quarantine/Animals, Commonwealth No. QA4 and QAS5. 

Last Port Clearance. 

3 Lists of Ports of Call. 

Also see “Certificates”. 

PILOTAGE: Compulsory pilotage from anchorage to berth. Pilot remains 
on board throughout loading. Pilot station equipped VHF radio Channels 
16, 12, 14, 67 and 74. Pilots and line boats stationed at small boat 
harbour, Port Latta. Pilot boards at anchorage (2 miles N.E. of seaward 
end of jetty). Vessels communicate with Port Latta Marine Department 
on normal ship-shore frequencies, through Australian coastal stations, 
addressing message to “Pickands Wynward” prefixed “Shipserv”. ETA 
required 10 days, 2 days, 1 day prior. Accommodation ladder to be 
rigged and ready on port side. 

ANCHORAGE: 1 mile radius from point with Rocky Cape Light. Bearing 
130° (T) x 5 miles (16 fathoms). 

RESTRICTIONS: Tankers and vessels over 100,000 tonnes d.w.t. berth 
in daylight only. Other vessels berth on arrival, day or night, weather 
permitting. Minimum depth of water in berth and approaches 15.25 m. 
(50 ft.) at I.S.L.W. A static 1.5 m. (5 ft.) under keel clearance required 
at all times, or 10% of draft whichever is the greater, plus 0.5m. 
allowance for movement of vessel. 

MAX. SIZE: LOA 245 m. (804 ft.), beam 38.5 m. (126 ft.), draft 16.0 m. 
(52.5 ft.). Vessels in excess by prior consultation. 

HEALTH: Commonwealth appointed Quarantine Officers will board 
vessel at anchorage or berth when Port Latta is first port of call. Minimum 
12-24 hours advance notice of pratique to Agent. Quarantine Officer 
requires 1 copy Crew List. Derat Certificate can be issued at this port. 
RADIO: Radio messages addressed to “Shipserv. Pickands, Wynward” 
and Agent. 

TUGS: One tug is available “Spring Cove”, 1,825 h.p. 27 tons bollard 
pull. Tug is on 30 minutes standby notice when in berth. 

Large second tug required for berthing of ships of 80,000 d.w.tonnes 
and over. Large tug, 2,500 h.p. (40 ton bollard pull) to stand by in lieu 
of “Spring Cove” when at berth. 

N.B. Second tug comes from Burnie (3 hours’ steaming). 

2 line boats are available. On call 24 hours when a vessel is in berth. 
Licensed to carry 5 passengers. Used to transport all persons and goods 
ship to shore. 

Tug will join vessel at anchorage. Tug stationed at Port of Stanley 
and will stay with vessel throughout loading. The use of tug or ship line 
is at discretion of Pilot. 
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BERTHING: Special towage may be required. Confirm with Harbour 
Authority. Propeller submerged with vessel at or near even keel. Vessels 
usually berth port side alongside using starboard anchor. 
Accommodation ladder to be rigged and ready on port side. 

Mooring lines required. 

(a) Under 100,000 tonnes deadweight. Seven (7) 220 m. (722 ft.) 
lines forward includes backspring. Similar aft. 

(b) 100,000 tonnes deadweight plus. As for (a) and in addition one 
(1) 220 m. wire forward and one (1) 220 m. wire aft. All mooring lines 
must comply with Classification Society requirements. Ore berth where 
vessel secures 3.9m. (12.8 ft.) clear of loading facility to three (3) 
mooring buoys forward and three (3) aft. Backsprings to protection 
dolphins. Polypropylene or similar material instead of nylon required. 
Confirm with Harbour Authority. 

Main engines required to be on thirty (30) minutes standby notice. 

Mooring winches to be fully operational and maximum power available 
at all times. 

LOADING/DISCHARGING: A 1,830 m. (6,000 ft.) long steel structure 
from the shore carries the ore conveyor and oil pipe-lines. 

Shiploader: Two (2) radial arm type (one loading at any given time). 
Rate: 3,000 long tons per hour maximum (2,750 nominal). 

Working Hours: 24 hours/day, every day weather permitting. 
Outreach: (a) Central: 24.82 m. (81.4 ft.). (b) Max. slew: 17.82 m. 
(58.5 ft.). 

Throw: Max. 3.9 m. (12.7 ft.). Working Trajectory 1.8m. (5.9 ft.). 
Height: (Air Draft) above H.W. 16.46 m. (54 ft.) minus 1.5 m. (5 ft.) for 
safety clearance. 

Travel: 79.25 m. (260 ft.) for one loader. Total coverage both loaders 
164.6 m. (540 ft.) including 6.1 m. (20 ft.) dead area between loaders. 
Stowage factor iron ore pellets 0.4767 cu.m./tonne. Angle repose 27°. 
MEDICAL: Minimum of 24 hours notice required by Agent to arrange 
doctor. Hospitals situated at Smithton, 19 miles; Wynyard, 25 miles. 
TANKERS: Berth in daylight, weather permitting. Hose 10 in. diameter, 
discharge line only, no facilities for receiving ballast or slops. Maximum 
permitted draft 45 ft. (13.7 m.). 

Oil/Ore vessels require Gas Free Certificate prior to landing. 

A floating pipe-line connecting facility to vessel is handled by line 
boats. 

DENSITY: 1025-1027. 

FRESH WATER: Limited quantity from tug — 70 tons. 

FUEL: Not available. 

FIRE REGULATIONS: Standard Mines Department fire regulations. 
CONSULS: No consulates. 

REPAIRS: Carried out by local contractors through Agent. 
OPENING/CLOSING HATCHES: Ship's responsibility. 
CERTIFICATES: Required: Derat., Safety Equipment, 
Registered Tonnage, Safety Construction, Safety Radio. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes or 8 ozs. tobacco 
per man. Wine/Spirit, 1 quart per man, bottle/bottles must be unsealed. 
CARGO GEAR: None required. 

REPATRIATION: Agents can arrange repatriation and crew changes. 
AIRPORT: Nearest airport 25 miles at Wynyard with daily domestic 
flights to mainland for international flight connections. 

TIME: See “General” before first port. 

HOLIDAYS: Cargo loading continuous throughout public holidays. 
POLICE/AMBULANCE/FIRE: Police, Stanley 581104; Ambulance, 
Smithton 521221; Fire, Stanley 581202. : 
TELEPHONES: Arrange through Pilots. 
SHORE LEAVE: Arrange through Pilots. Sufficient crew remain on 
board to handle vessel for clearing berth — to include ten (10) competent 
deck crew, five (5) forward and five (5) aft. 

IDENTIFICATION CARDS: See “Melbourne”. 

GENERAL: Chart: Port Dalrymple to Circular Head, AUS 798. 

Tide Predictions: See “Port of Stanley” — Australian National Tide 
Tables. Mean Spring range of tide 2.5 m. (8.42 ft.). Correction for Port 
Latta — 0.6 m. 

Officials: Marine Supervisor, Quarantine Officer, Customs Clearance 
Officer and Agent will board on arrival, weather permitting. 
AUTHORITY: Savage River Mines, Marine Department — Port Latta, 
P.O.Box 353, Wynyard, Tasmania 7325., Australia. Tel: Wynyard (004) 
423451. Telex: Pickand AA 59019. Cables: Pickand Wynyard. 
Contact: D. C. Schmidt, General Manager. 


AGENT: Sub-agent of Patrick Agencies, Melbourne. 


Load Line, 


PORT LINCOLN, S.A.: 34.42 S. 135.50 E. 


PORT LIMITS: 
Northern Limit: From Pt. Boston Light in a direction 059°*3 miles. 
Southern Limit: From Cape Donington Light in a direction 059° x3 miles. 
Eastern Limit: A line joining outermost ends of North and South limits. 
DOCUMENTS: See “Melbourne”. 
PILOTAGE: Compulsory. Pilot boards 1.0 miles S.E. of Boston Point. 
APPROACHES: Depth in approach Channel 30 ft. (Proper Bay) — 
14.2 m. (Main Pier). 
VHF: Radio telephone in operation. Channels 6, 12, 16 and 67. 

Office hours 0845 — 1700, Monday — Friday. 
TUGS: 1 tug available. 
BERTHING: Kirton Point Jetty oil tanker berth at “T” head, berthing 
space 900 ft. (275 m.), depth 32 ft. (9.75 m.). Shipping Pier depth 27 ft. 
(8.2 m.) and 28 ft. (8.5 m.). 

Two bulk grain loading berths 350 m. long, depth 14.93 m., with 
2 travelling loaders with combined capacity of 4,000 tonnes an hour and 
an outreach of up to 35.5m. on each side of jetty. Vessels up to 
60,000 d.w.t. can be accommodated. 
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(See Plan) 


A berth, 247 m. long, depth 12m. to accommodate general cargo 
including bagged grain, phosphate rock and sulphur vessels. 

B.H.P. Jetty (Proper Bay) jetty and berth with mooring dolphins. 
Distance between outer dolphins 882 ft. (270 m.). Depth 34 ft. (10.4 m.) 
MLWS. Channel depth 9.1 m. Loading rate 1,900/2,000 t.p.h. Max. beam 
permissible 80 ft. (24 m.). Max. LOA 183 m. 

FRESH WATER: Available at jetty and shipping pier. Not available at 
B.H.P. (Proper Bay) Berth, 

FUEL: Diesel and limited fuel oil by road tanker only. 

AIRPORT: There is a scheduled 1 hour air service to Adelaide with up 
to 6 flights a day. 

EMERGENCY CO-ORDINATION CENTRE: Australian Coastal 
Surveillance Centre-Canberra. Tel: (062) 475344. Telex: AA 62349. 
STORING: See “Prelims”. 

(1) Yes. 

(2) Operations at Harbour Master's discretion. 

(3) Yes, right alongside. 

(4) Yes. 

(5) Normal Australian Regulations. 

(6) Yes. 

AUTHORITY: Department of Marine and Harbours, P.O.Box 354, Port 
Lincoln, South Australia, 5606. Tel: (086) 82 3633, 82 3723. Telex: AA 
82525. FAX: 086 826725. Contact: Captain R. J. Cobban, Harbour 
Master and Port Manager. 

For Proper Bay: Broken Hill Proprietary Co. Ltd., P.O.Box 21, Whyalla, 
South Australia 5600. 


AGENT: Patrick Agencies, 79, Liverpool Street, Harwill Court No. 11, 
P.O.Box 1592, Port Lincoln, South Australia 5606. Tel: (086) 82 1011/ 
1167. Telex: AA 80932. Fax: (086) 82 1182. Seagram Code: SLRIKPAT. 


PORT PIRIE, S.A.: 33.10 S. 138.08 E. (See Plan) 


PORT LIMITS: As per broken magenta lines passing through Ward Spit 
Beacon, to the North, and Eastern shoal North Beacon, to the South, 
of entrance to Germain Bay on Chart AUS 136. 
CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: Compulsory. The Pilot Boarding Station is South-West to 
West and within 1 mile of Eastern Shoal North Beacon. 

The regulation pilot ladder should be secured so that the lowest step 
is 1.5 m. clear of the water. Manropes must be provided but a boat rope 
is not required. 

Pilotage distance is 17 miles and time occupied is approximately 
2 hours. 

ANCHORAGE: Vessels awaiting a Pilot should anchor near the Pilot 
Boarding Station which is good holding ground. 

Exempt vessels only may anchor within Germain Bay. However, 
anchorage near Cockle Spit is not recommended for vessels of light 
draft under adverse weather conditions. 
hl tebe sate SIZE: is ties width 92 m. 

Daylight: Max. length 185.0 m. ; fate 

Max beam’ 30.0 m. OA | ie. Port Limits 
At Night: Max. length 180.0 m. OA (outward). Max. length 160 m. OA 
(inward). Max. beam 28.0 m. 

Vessels over these lengths and beams at Harbour Master's discretion. 

The entrance, river channel and harbour area are dredged to 6.4 m. 
LWOST. The keel clearance of any vessel proceeding in the harbour or 
channel should be 0.76 m. and vessels over 22.0 m. the minimum keel 
clearance should be 0.91 m. 

Max. draft at HWOST is 8.1 m., keel clearance of 0.9 m. required. 

Vessels have sailed from the port under suitable tidal conditions with 
drafts in excess of 8.23 m. 

Note 1: It is recommended that the maximum draft should be decreased 
by 0.20 m. when “fixing” vessels in advance, to allow for possibility of 
the tide being less than that predicted due to weather conditions. 

Note 2: The LW heights should be considered when fixing deep vessels 
to ensure that the vessel always remains afloat in the berth. 
HEALTH: For first port vessels, Radio Pratique is available 24 hours 
prior to arrival, after satisfactory response to information sought by 
Agent, formal Pratique will be granted after berthing. 

In the event of suspected disease or fever on board, authorities must 
be informed prior to Pilot boarding. 

RADIO/VHF: Port Pirie is serviced by VHF Channels 16, 12, 8, 67 and 6. 
Vessels arriving at the port should advise “Port Pirie Harbour’, as soon 
as contact can be established, of their ETA and draft, also the position 
anchored, if applicable. Exempt vessels should advise same and seek 
clearance to enter the port. Listening watch is kept from 0845 hrs. to 
1700 hrs., Monday to Friday, (except public holidays) or by arrangement. 

There is no visual signal station. 

There is no radio telegraph station at Port Pirie. All such messages 
are handled through “VIA” Adelaide and are forwarded to or from Port 
Pirie by land-line. 

TUGS: Two tugs, bollard pull 11 tonnes and 22 tonnes. 
BERTHING: Vessels are normally berthed in the order of first arrival at 
the Pilot Boarding Station and are usually swung prior to berthing. 

Main engines must not be immobilised and static engine tests must 
not be made without prior approval of the Harbour Master. 

Berths: Vessels berthed at No. 1 should not exceed 152.40 m. (500 ft.) 
OA length. 

At Berth Nos. 2, 3, 5, 6, 7, 8, 9 and 10 the OA length limit of 183.0 m. 

applies, provided adequate berthing space is available. 


Dredged to: 
Berth Depth Width Length Normal usage 
No. m. ft. m. ft. m. ft. 
1 7.32 24 24.38 80 152.40 500 General 
2 823 27 3048 100 182.89 600 Silo-Bulk Grain 
3 7.32 24 3048 100 198.13 650 Tankers 
40 $679 30 _ — 106.68 350 Tugs & Launches 
5 8.23 27 30.48 100 198.13 650 Concentrates — 
Overseas 
6 823 27 30.48 100 182.89 600 Concentrates — 
Overseas 
7 823 27 #3048 100 144.79 475 Concentrates — 
Interstate 
8 8.23 27 3048 100 179.84 590 Lead & Zinc Pigs 
9° 823 27 30.48 100 179.84 590 Lead & Zinc Pigs 
10° 823 27 30.48 100 158.51 520 Coke, Coal and 
Limesand 
11 3.6 12 2438 80 47.71 150 Acid 


*Fuel oil can be discharged at these berths, for B.H.A.S. 

CRANES: 67.5 ton electric cranes are available as under: 

No. 7 Berth — 2 for concentrate loading (Interstate only). 

Berths Nos. 8 and 9 and 10 — 4 cranes plus the 2 cranes from No. 7 if 
not required at that berth. 

BULK HANDLING FACILITIES: The boom of the shiploader is 70 ft. 
(21.3 m.) in length and when lowered to the horizontal position for 
pouring should plumb the midship line of most ships loading from this 
machine. The “jet-trimming slinger” at the lower end of the loading chute 
is capable of throwing a stream of ore some 60 ft. (18.3 m.) through 
360° and can be directed to any position within the vessel's hold. 

Bulk wheat and barley can be delivered ex-silo on a conveyor belt 
which is capable of delivery at the rate of 800 t.p.h. Five outlets are 
available but the maximum is 800 t.p.h. 

MEDICAL: All medical and dental facilities available. 

TANKERS: One oil berth (No. 3). Cargoes of flashpoint above 60° may 
be handled. 

DENSITY: Between 1033 and 1035. 

FRESH WATER: Fresh water available all berths at rate of approx. 
15 t.p.h. 

FUEL: There are no bunkering facilities at any berth. Limited quantities 
of diesel oil may be obtained by road tanker. 

REPAIRS: Subject to special arrangements. 

SURVEYORS: Classification Society Surveyors available by prior 
arrangement. Private surveyors available. 

GANGWAY/DECK WATCHMEN: Compulsory for all vessels. Costs 
vary according to times, etc. 

HATCHES: Opening/closing carried out by ship's crew. 

CUSTOMS ALLOWANCES: As per Australian Regulations. 
REPATRIATION: Facilities available. 

AIRPORT: There are no regular flights to or from the port. Charter 
aircraft can be arranged. 

Transport to Adelaide is by bus or train. Bus transport is most frequent 
— duration of journey 3 hours. 

TIME: See “General” before first port. 
POLICE/AMBULANCE/FIRE: Emergency Numbers: 


Police 32 1200 
Fire 32 3000 
Ambulance 32 1111 


EMERGENCY CO-ORDINATION CENTRE: In an emergency whilst at 
anchor or in the vicinity of the port (i.e. not berthed), contact can be 
made with “Port Pirie Harbour’, if during working hours. Outside those 
hours, radio contact with Adelaide Radio (VIA). Both contact points will 
immediately contact appropriate local or regional emergency 
organisation. 

TELEPHONES: All vessels in port will have telephones placed aboard 
by Agent. Local calls only available. 

STORING: By truck alongside vessel. Forklifts can be used if required. 
SHORE LEAVE: Unrestricted. 

IDENTIFICATION CARDS: As per Immigration Authority Regulations. 
GENERAL: Tides: MHW Springs 2.65 m., Neaps 1.65 m. Generally tidal 
heights of 2.74 m. or over occur at Springs about 50% of the days of 
the year. However, tides are affected by weather and may be up to 
0.61 m. above or below predictions. 

AUTHORITY: Department of Marine and Harbours, Ellen Street, Port 
Pirie, South Australia 5540. Tel: (086) 321455. FAX: (086) 32 5918. 
Cables: DMH Pirie. Contact: Captain C. Marshall, Harbour Master/Port 
Manager. 


PORT STANVACG, S.A.: 35.06 S. 138.28 E. (See Plan) 


The Marine Terminal is situated on the Eastern shore of the Gulf of 
St. Vincent, 18 miles South of Port Adelaide in Lat. 35° 06’ S., Long. 
138° 28' E., bearing 219°, 4.0 miles from Marino Light. Mariners are 
referred to current hydrographic chart AUS 780. 

The Terminal berths are open and unprotected. Consequently at all 
times a vessel must be in a suitable condition, with sufficient deadweight 
and personnel on board to vacate the berth immediately on short notice. 

The Terminal comprises a buoyed sea-berth served by a 34 in. 
submarine pipe-line, for the discharge of crude oil tankers of up to 
175,000 tonnes displacement and a product berth for vessels up to 
32,000 tonnes displacement. The product berth is attached to the 
oe end of a pier which extends in a direction of 300°(T) from the 
shore. 

The Terminal operates 24 hours per day, seven days per week. 
Vessels are berthed in daylight, subject to tides and/or suitable weather 
conditions and may depart at any time. Cargo handling operations are 
continuous whilst a vessel is in the berth. 


AUSTRALIA 


DOCUMENTS: Inward clearance is effected on board the vessel by the 
Customs Boarding Officer after the vessel has berthed. This official is 
also the Superintendent of the Mercantile Marine Office. 

The following documents are required: 

Clearance from last port. 

Crew List in duplicate on Form M & S 11, and in addition 3 copies on 

plain paper. 

Store List on Form 42A (1 copy). 

Dutiable articles owned by Master and Crew on Form 5 (1 copy). 

Form C & E 886, Loading Port List (1 copy for each Australian port 

of discharge). 

Cargo Manifest (B/L). 

Livestock Notice (Form QA4) if any livestock on board, plus 

Shipmaster's Bond (Form QAS) in duplicate. 

Necessary forms will be supplied by the ship's Agent on a vessel's 
first visit to the terminal. 

Clearance outward is granted on board before sailing. No documents 

are required by the Master when clearing outwards — the ship’s Agent 
handles all clearance documents at the Customs House. 
PILOTAGE: Prior to berthing at Port Stanvac vessels will be boarded 
by a Company Mooring Master in the anchorage area. The Mooring 
Master will advise the Master on the pilotage of the vessel to the berth 
and in respect of mooring and unmooring of the vessel. At the offshore 
moorings he will also advise on the hoisting and lowering of the 
submarine hoses and on loading/unloading. He will remain on board 
while the vessel is moored at the off-shore berth. The Mooring Master 
will carry out his duties subject to the authority of the Master of the 
vessel. 

Vessels are requested to have a pilot ladder and manropes, rigged 
on the leeward side for the safe embarkation and disembarkation of the 
Mooring Master. At night the ladder area should be efficiently illuminated. 
Pilot ladder and manropes should remain rigged during vessel's stay in 
port, whilst in the offshore berth. 

If the vessel's freeboard is more than 9 m. then the accommodation 
ladder should be rigged in conjunction with the pilot ladder. 
ANCHORAGE: Vessels awaiting to berth at Port Stanvac are advised 
to anchor in the following positions unless instructed otherwise: 

Crude Oil Vessels: Using starboard anchor, with Marino Rocks 
Lighthouse bearing 065°(T) distance 3.5 miles in 11 fathoms of water. 

Product Vessels: With Marino Rocks Lighthouse bearing 065°(T) 
distance 3.0 miles in 11 fathoms of water. 

Holding ground in these anchorages is good with a hard sand bottom. 
RESTRICTIONS: Approaches from the West through Investigator Strait; 
from the East, through Backstairs Passage. 

Minimum depth in channel to jetty berth is 40 ft. (12.2 m.). Minimum 
depth in channel to Sea Line Berth is 60 ft. (18.3 m.). 

Height of tide, 9.0 ft. (2.7 m.) HHW, and 4.6 ft. (1.4 m.) LHW. 

MAX. SIZE: Crude Oil Discharge Berth: Max. size limitations for vessels 
using the off-shore berth are: 

(a) LOA 300 m. 

(b) Beam, no limitation. 

(c) Draft 15.55 m. 

(d) Displacement 175,000 tonnes. 

Note: Vessels LESS THAN 65,000 d.w.tonnes need to be referred to 
Adelaide Refinery for suitability to berth. 

Products Berth: Max. size limitations for vessels using the product berth 
are: 

(a) LOA 183 m. 

(b) Beam, no limitation. 

(c) Draft 9.75 m. 

(d) Displacement 32,000 tonnes. 

Note: Ships at the Product Berth must have a parallel flat side at the 
lightship waterline of a minimum of 61 m. and maintain a minimum 
freeboard whilst loading of 1.7 m. Vessels with dimensions less than 
these may be allowed to load lubricating oils only through a floating hose 
whilst moored by a “Baltic Moor’. 

HEALTH: Vessels will be boarded by the Department of Health Officer 
either at the anchorage or in the berth. 

If Radio Pratique (see ‘‘Radio”) has not been obtained prior to arrival 
international quarantine signals must be exhibited until the vessel is 
cleared by the Department of Health Officer. 


RADIO: Arrival Message: Masters are requested to radio their Agents 
7 days before their estimated arrival at the port, giving the following 
information: 

ETA 


Number and nationality of crew aboard. 

Crew's state of health. 

Advise if the hull is free of leaks. 

Whether bunkers are required and, if so, the quantity. 

The number of crew members, if any, who require the services of a 

Doctor or a Dentist. 
Advise if inert gas system is in good working order and conforms to 
SOLAS. 

Advise if ship has C.O.W. on board and if crude oil washing is required 

at Port Stanvac and conforms to SOLAS. 

Further ETAs should be sent 72 hours, 48 hours and 24 hours prior 
to arrival. The 24 hours message must also confirm that the hull is free 
of leaks. If there is any change to the 24 hours ETA then advice should 
be promptly transmitted. 


VHF: Port Stanvac Refinery is equipped with VHF radio operating on 
the following frequencies: Channel 16 (156.8 MHz) calling and standby 
only; Channel 14 (156.7 MHz); Channel 9 (156.45 MHz). 

Masters of vessels proceeding to Port Stanvac are required to 
establish VHF radio contact with Port Stanvac (call sign “Port Stanvac”’) 
as soon as possible prior to arrival to confirm the vessel's ETA. Masters 
will be advised on which Channel they should maintain a listening watch 
while in the Port Stanvac area and to receive instructions related to 
berthing, cargo operations and other matters. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


TUGS: Depending upon conditions and ship size, 1, 2 or 3 tugs may 
be used to assist in berthing crude oil vessels. These tugs are stationed 
at Port Adelaide and take about 3 hours to reach Port Stanvac. The 
tugs’ hawsers are always used for berthing. 

Tugs are not normally used for berthing at the Product Berth. 
BERTHING: Crude Oil Discharge Berth: 

Vessels are moored heading approx. 270° using ship's port and 
starboard bow anchors and 6 mooring buoys in a crescent around the 
stern. Three Swamp moorings. 

Vessels should be equipped with at least 6 mooring lines of at least 
220 m. of good quality, to secure in the berth. If a vessel is only equipped 
with mooring wires these should be fitted with fibre tails of at least 15 m. 
in length. The mooring buoys are fitted with 40 mm. diameter preventer 
wires of sufficient length to reach a vessel moored in the berth. These 
preventer wires will be taken from the buoys to the ship by launch and 
must be secured on board under the supervision of the mooring Master's 
Assistant. 

Atter the vessel is securely moored, the ship's crew under the direction 
of a officer, and supervised by the Mooring Master, will by means of the 
ship's derrick or crane lift separately 2 12 in. submarine hoses for direct 
connection to the ship's manifold. The weight of each 12 in. hose is 
approximately 4.5 tonnes with the ship in loaded trim and about 5 tonnes 
when in the light condition. 

When bunkers are required the 10 in. submarine hose will be lifted 
and connected at the same time as the discharge hoses. The weight of 
this hose is approximately 3.5 tonnes. 

Vessels should have in place, on the manifold, reducers or spools to 
suit 12 in. A.S.A. flanges, and a reducer or spool to suit the 10 in. A.S.A. 
bunker hose. 

Vessel's derrick should be rigged with a SINGLE WIRE RUNNER, 
with a shackle on its working end. All gear to have a safe working load 
of 5 tonnes. 

Two good messenger ropes of at least 25 mm. diameter and 50 m. 
in length for heaving-in preventer wires should be available. 

It is recommended that the patent “Carpenter's Stopper” provided by 
shore be used in handling the heavy 40 mm. preventer wires. 

Maximum discharge pressure allowed is 1,000 Kpa (150 p.s.i.) at the 
ship's manifold. 

Product Berth: The Product Berth has a fixed all round green light 
mounted on top of the hose boom. 

ort eer are berthed port side alongside heading in a direction 
240°(T). 

Mooring line requirements are that vessels may be required to use 
8 mooring lines, in good condition. The headline can be a wire rope but, 
if so, must have a 15 m. synthetic tail. The stern line must be a floating 
synthetic line so as not to foul the propeller on berthing. 

The bow and stern mooring buoys are each fitted with 1x40 mm. 
diameter preventer wire. These wires will be taken to the ship by launch 
and secured on board under the supervision of the Mooring Master. 

The berth is equipped with a Woodfield Flow Boom which handles all 
loading hoses, except the 2 solvent hoses. There are 214 in. lines 
which are for transferring white oils and taking off clean ballast. There 
are 2 x 16 in. lines for transferring black oils and taking off dirty ballast. 
Each of these 4 lines uses a 10 in. hose. In addition there are 2x6 in. 
solvent lines utilising 6 in. hoses and 112 in. line using an 8 in. hose 
for loading lube oils. 

Typical loading rates are: 

Black oils 1,600 tonnes/p.h. both lines. 


White oils 1,400 tonnes/p.h. both lines. 
Solvents 100 tonnes/p.h. each line. 
Lub oils 500 tonnes/p.h. one line. 


Multiple grades can be loaded simultaneously if segregation and 
safety are assured. 

Ballast at 700 tonnes/p.h. is discharged through a 16 in. line to shore 
tanks with a receiving capacity of some 11,000 cu.m. On completion of 
deballasting clean salt water is to be discharged for approximately 
15 minutes. 

Notice of Readiness: Notice of Readiness will be accepted when vessel 
is securely berthed or, if berth is occupied, from the time the vessel is 
‘brought up’ at anchor off the port in, or adjacent to, the recommended 
anchorage. 

Draining of Hoses: Crude oil discharge hoses are cleared by creating 
a vacuum on the submarine crude oil line. All product hoses are drained 
by gravity and ship's personnel are requested to co-operate with the 
Terminal Operators to ensure complete draining of hoses. Drip trays 
must be placed in position to catch any oil which may remain in the 
hoses and oil absorbent material must be in readiness to absorb and 
clean up any small leaks. 

Emergency Signal: Should normal ship to shore communication fail, the 
emergency signal to stop the flow of oil will be one or more blasts of 
the ship's whistle each blast of NOT LESS THAN 10 SECONDS 
DURATION. In the case of a fire this should be supplemented by a 
continuous sounding of the ship's general alarm system. Steam or air 
should never be shut off the whistle whilst the ship is in port. 

Signals: Vessels discharging or loading shall, by day, display the 
international code inflammable flag and by night, a red light, where it 
can be clearly seen and visible all around the horizon. 

MEDICAL: Medical and Dental treatment is available if required. The 
Agent should be informed of the treatment required. 

FRESH WATER: Fresh water at approximately 25 cu.m.p.h. is available 
at the product berth. 

There is no fresh water connection at the Crude Berth. Crude oil 
vessels requiring water must arrange, via their Agents, for water to be 
brought by tug from Port Adelaide. Tug hire is expensive and is for the 
account of the ship. Transfer of water from a tug to a ship must be 
carried out at the anchorage. 

FUEL: Fuel oil is available at the Crude Oil Berth, fuel oil and diesel oil 
are available at the Product Berth. 

CONSULS: Most nations, with the exception of the Arabian countries 
and the Panama Republic, have Consulates in Adelaide. 
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REPAIRS: Port Stanvac is an open roadstead and while vessels are 
moored at either berth, the main engines must be maintained in 
readiness to enable the vessel to leave the berth under full power at all 
times. No engine repairs which may interfere with this requirement will 
be permitted. 

No welding, hotwork or scaling is permitted on vessels whilst at either 
berth. All repairs must be carried out in the anchorage. There are 2 
repair firms in Adelaide capable of handling emergency voyage repairs. 
Details of any emergency repairs should be included in the ETA 
message. 

CUSTOMS ALLOWANCES: All dutiable goods declared on Form 5 (see 
“Documents”), should be ready for possible collection and sealing by 
Customs. Non Australian crew members are allowed to retain: 200 
cigarettes (opened carton) or 0.5 lb. tobacco or 40 cigars or 300 Biddies 
and 1 opened bottle (quart) of liquor. 

TIME: See “General” before first port. 

BALLAST: No dirty ballast may be discharged into the sea. 

Ballast disposal facilities are available at the Product Berth, maximum 
capacity is 11,000 cu.m. 

There are no shore ballast facilities for the off-shore berth. 
POLLUTION: Extreme care must be taken to avoid pollution of water 
by oil. A $50,000 fine, plus the cost of any clean-up can be imposed on, 
nabs others, a Master of any vessel which causes pollution of the sea 

y oil 

The contents of engine-room and pumproom bilges must not be 
discharged into the sea. All pumproom and sea suction and overboard 
discharge valves must be securely lashed before loading or discharging 
operations commence. 

If vessels need to unlash sea suction valves, the Mooring Master must 
first be informed. The ship's pumps must be started and a vacuum 
obtained before opening any sea valve. 

The area around the ship's manifold and overside in the vicinity of 
the submarine hoses, when in the off-shore berth, shall be efficiently 
illuminated at night during loading and discharge operations. 

All deck scuppers must be plugged and sealed before commencement 
of loading or unloading. 

A stand-by warning must be given to the Terminal Operator not less 
than fifteen (15) minutes before any cargo transfer is completed. When 
topping off, the loading rate will be reduced by the Terminal Operator 
as required. “ 

SHORE LEAVE: Port Stanvac is an open, unsheltered roadstead and 
it is emphasised that vessels must be in readiness to vacate the berth 
immediately on receiving instruction to so do. 

There will be a launch available for transporting crew members ashore 
for shore leave. The launch is restricted to carry a maximum of 10 
persons. The launch will only be available on completion of mooring and 
hose connecting service and will be limited to a maximum number of 
trips at set times. 

At Anchorage: 0800, 1200, 1800 and 2300 hrs. from Launch Dock. 

At Berth: Daytime by arrangement with Mooring Master. 

Night — 1800, 1930, 2100, 2230, 2400, 0130, 0300, 
0430, 0600 and 0730 hrs. from Launch Dock. 

Crew members failing to be present for the last return trip of the launch 
from shore to ship will be required to make their own arrangements for 
transport to the ship. 

Vessel's crew members and visitors are not allowed to walk through 
the Refinery. Access from the wharf to the Main Gate, and vice versa, 
must be by car or taxi only. Taxis may be ordered through the Main 
Gate personnel. Taxis are free as far as the Main Gate. 

GENERAL: Gangway: A shore gangway is provided at the Product Berth. 

Ship’s accommodation ladder should be rigged on the leeward side 
in the off-shore berth. 

Garbage: The dumping of garbage into the sea at Port Stanvac is 
STRICTLY PROHIBITED by law. PENALTY $2,000 FINE. 

Laundry: Laundry facilities are available in Port Adelaide. Master should 
advise requirements to his Agent prior to arrival. 

Stores and Provisions: A limited amount of stores such as bread, milk, 
fresh vegetables and fruit, not exceeding a gross weight of 5 cwt., will 
be permitted to be delivered by the company launch. In such instances, 
it will be the responsibility of the vessel ordering such stores to make 
available a sufficient number of ship's crew to be taken to the launch 
harbour by the company launch in order to handle the stores into the 
launch for eventual transportation to the vessel. On no account is the 
launch crew to handle ship's stores. Arrangements for the handling of 
stores should be made through the Mooring Master on board the vessel, 
or the ship's Agent. 

Stores ordered in excess of the above quantities must be arranged 
via the ship's Agent, and must be transported to the vessel direct from 
Port Adelaide by barge. The cost of this facility is expensive. 

Masters are advised that whenever possible they should arrange to 
receive stores at other ports where facilities for storing may be more 
convenient. 

The company will not accept responsibility for any stores handled at 
the Terminal. 

Tides, Current and Depths of Water: The predicted tide times at Port 
Stanvac are approximately 10 minutes earlier than the tidal predictions 
for Outer Harbour, Port Adelaide. However, the times and heights may 
be affected quite markedly by the prevailing weather conditions. The 
tidal current flows in a N.S. direction and on occasions may reach 1 knot. 

The lowest recorded depth of water at the Product Berth is 40 ft. 
MLWS and at the Crude Oil Berth is 61 ft. MLWS. 

Weather: From September to May, the prevailing winds are from the 
South, S.E. to East. During the remainder of the year, winds are 
generally from North, West to S.W. At times winds may reach gale force. 
AUTHORITY: Petroleum Refineries (Australia) Pty. Ltd., Adelaide 
Refinery, G.P.O.Box 1905, Adelaide, South Australia 5001. Te/: 382- 
1133. Telex: AA 82003. FAX: (08) 382-0962. Cables: Petrefine. Contact: 
R. M. K. Sweeney, Marine Co-ordinator. 

AGENT: See “Adelaide”. 


PORT WALCOTT, W.A.: 20.37 S. 117.11 E. (including 
Cossack and Point Samson (defunct), Cape Lambert 
(operational) and Dixon Island (possible future) 

(See Plan) 


PORT LIMITS: The new seaward port limits are as follows: 

All that portion of sea bed bounded by lines starting from: 

(a) The High Water Mark of the Indian Ocean at the Northernmost 
Northern extremity of Dolphin Island. 

(b) Thence Southeasterly to a position Lat. 20° 28.0'S., 
aly Wate Cea be Se 

(c) Thence Easterly to a position Lat. 20° 39.9’ S., Long. 117° 17.0’ E. 

(d) Thence South to a position Lat. 20° 30.9’ S., Long. 117° 31.6’ E. 

(e) Thence South to the intersection of the High Water Mark of the 
Indian Ocean and the meridian of 117° 31.6’ E. 

DOCUMENTS: See “Melbourne”. 

PILOTAGE: Pilots resident at Wickham. 24 hours service. Pilotage is 

compulsory anywhere in the port, except that, with permission, ships 

may enter port and proceed via the Eastern route to anchorage. Ships 

should not enter via Bass Pass except with Pilot. 

Pilots will, generally, board and leave ships by means of a small 
helicopter. Ships which cannot accept a helicopter must advise the 
Harbour Master at least 48 hours prior to arrival. All crew members 
should keep well clear of the hatch on which the helicopter will land. 
Helicopter is fitted with marine VHF radio. Call sign “Port Walcott Pilot 
Helicopter’. 

Pilotage will be provided, on request, from No. 1 Buoy. However this 

will only be just prior to a ship berthing. Ships may anchor, inside port 
limits, to the East of No.1 Buoy. 
Pilot Ladders, Hoists, etc: On arrival, Pilots will accept a pilot hoist, a 
pilot ladder not exceeding 9 m. in length, an accommodation ladder if 
the weather is suitable or a combination of pilot ladder and 
accommodation ladder. 

Owing to swell conditions, a clean pilot ladder is required for departure. 
This should be rigged so that it is 1 m. above sea level and provided 
with 2 clean manropes. 

This ladder is required to comply with Australian Standard 
Specification No. 1267 of 1975 which is based on the requirements of 
the SOLAS Convention and the Navigation Act. 

A pilot hoist or accommodation ladder is not considered suitable for 
disembarking. 

Whilst in the berth, the appropriate accommodation ladder is used for 
access to the ship. 
APPROACHES: Approaches are marked by 5 light buoys. The first is 
in position Lat. 20° 23.45’ S., Long. 117° 25.34’ E. and is fitted with a 
3 cm. Racon — morse code “K”. From a position about 1 mile East of 
this buoy, ships should proceed on a course 183° for 7 miles, then 252° 
for 10 miles to the anchorage area. Ships should not attempt to enter 
via Bass Pass. 
Exit Channel: Marked by some 28 buoys and beacons. Pilotage is 
compulsory for all ships in this area. 
ANCHORAGE: Recommended Anchorages: 

Bearing of Jarman Island Lighthouse. 


Long. 


No. 1 191°6 miles No. 7 208°x8 miles 
No. 2 201°x6 ” No. 8 215°x8 ” 
No. 3 196°x7 No. 9 222°x8 

No. 4 205°x7 No. 10 204°x9 

No. 5 213°x7 No. 11 210°x9 

No. 6 200°x8 No. 12 217°x9 


For smaller ships: 
‘F' 175°x6.7 miles and ‘A1' 184°x5.2 miles. 

RESTRICTIONS: Max. draft for different tidal heights in order to obtain 

10% U.K.C. 

Based on the availability of 16.0 m. at low water. 


Tide Draft Tide Draft Tide Draft Tide Draft 
(m.) — (m.) (m.)  (m.) (m.) (m.) (m.)  (m.) 

2.9 17.18 SF as, 90 45 18.63 5.3 .19.36 
3:07:27 3.8 18.00 4.6 18.72 5.4 19.45 
3.1 17.36 3.9 18.09 4.7 18.81 §.5 19.54 
3.2: 17.45 4.0 18.18 4.8 18.90 5.6 19.63 
3.3 17.54 46) Ger, 4.9 19.00 SF) 19.72: 
3.4 17.63 4.2 18.36 5.0 19.09 5.8 19.81 
G0. -Agoee 43 18.45 §21...°19538 5.9 19.90 
3.6 17.81 44 18.54 D2n019.27. 6.0 20.00 


Controlling Depths for ships to the Service Jetty is 8.2 m. and Ore Jetty 
12 m. For sailing from the Ore Jetty — 16.0 m. 

For vessels bound for Lambert Service Jetty — 8.2 m. 

Berthing of ore carriers is usually carried out at about 1 hour — 2 hours 
before HW. 

Part loaded ore ships are restricted to berthing at HW. The turning 
area has a least depth of 12 m. and a U.K.C. of 1.5 m. is required. Drafts 
of up to 13 m. may be accommodated, but ships are strongly advised 
to contact the Harbour Master for advice prior to arrival. 

Ships of 190,000 d.w.t. and above to berth in daylight only. 

Sailing from the Ore Jetty is at 1 hour before HW. No variation can 
normally be permitted. The 18 mile exit route is ‘graded’ from 16 m. to 
17.4 m. to accommodate tidal variations. 

Drafts for sailing are calculated by adding the height of tide to the 
controlling depth and then deducting one eleventh of that total to give 
an U.K.C. of 10% of draft. : 

Owing to tidal peculiarities, berthing at the Lambert Service Jetty is 
either at about 2.5 hours before HW or 3.5 hours after HW. 

MAX. SIZE: 


Berth No. 1 Berth No. 2 
DWT 225,000 290,000 
LOA 355 m. 355 m. 


Beam 50 m. 55 m. 
Largest ship to date (July 1984), the ‘Weser Ore’ 274,326 d.w.t. LOA 
335 m. and beam 52 m. 


AUSTRALIA 


TIDES: Spring range is 5.8 m. (19 ft.). 

RADIO: Send ETA advices to “Shipserve-Harbourmaster-Portwalcott” 
7 days and 24 hours prior to arrival. 

VHF: VHF communications are available on a limited basis — a watch 
being kept on both Channels 16 and 14. Hours are approx. 0830 — 1200 
and 1300 — 1630 Monday to Friday. The station is also manned if it is 
thought that urgent communication is necessary. 

HEALTH: Pratique may be given by radio. Pratique is automatic if having 
called at another Australian port. 

TUGS: Two tugs, “Roebourne” and “Wickham”, are available for use 
at Cliffs Jetties only. Each is 3,200 h.p. with a bollard pull of 50 tons. 
They are twin screw with Kort nozzles. One line launch is available. 
Tugs supply towing equipment. 

BERTHING: 

Cape Lambert Service Jetty is owned by Robe River Iron Associates 
(R.R.1.A.). The neck is 457.20 m. long and the berthing head is 155.45 m. 
long. Off each end of the head is a mooring dolphin some 27.43 m. 
away. This permits a vessel of about 190.50 m. long to berth. There is 
a min. depth of 10m. at LW. The height of the jetty, above LW, is 
10.67 m. Cargo is handled by ship's gear. The jetty is designed for road 
transport only. It was built to normal Australian standards and 110 ton 
locomotives have been landed. This is not a common-user berth and 
permission must be obtained from the Port Authority before any cargo, 
other than R.R.1.A. cargo, is handled. 

Lambert Ore Jetty is owned and operated by R.R.1.A. It extends 2.67 km. 
to sea in a 046.75° direction. It is double sided and capable of handling 
ships up to 290,000 d.w.t. Max. beam at No. 1 is 50 m. and No. 2 is 
55 m. The depth of water in No. 1 (South) Berth is 18.5 m. and in No. 2 
(North) Berth is 19.5 m. Ships should arrange their trim so that there is 
always a clearance of 1 m. when in the berth. There is a single shiploader 
designed to operate at 6,000 t.p.h. Ships berth ‘head out’ and are 
secured to dolphins, parallel to the jetty. These dolphins are 7.62 m. 
above LW. The height of the jetty is 18.6 m. above LW and the boom 
of the shiploader is about 30.5 m. above LW. Max. distance between 
hatches is: No. 1 Berth, 234 m. and No. 2 Berth, 236 m. 

CRANES: 25 ton mobile cranes. 

STEVEDORES: Labour for stevedoring purposes is controlled by the 
Association of Employers of Waterside Labour. Requests for labour 
should be made through an Agent or Stevedore. Hours of work are 
usually 0800 — 2130 and 2130 — 0630. This labour operates at Lambert 
Jetty. 

TANKERS: Usually berthed ‘head-in’ at the Lambert Service Jetty as 
the deeper water (10.67 m.) is at the seaward end. Discharge is through 
an 8 in. pipe-line which is situated about the centre of the berth. Tankers 
at the Lambert Ore Jetty are moored with 2 anchors and stern moorings 
to the berth. 

A basin has been dredged to accommodate tankers. Discharge is 
through either a 24 in. or 12 in. pipe-line via a pair of “Wheaton Arms”. 
FRESH WATER: Fresh water available at both wharves — ships supply 
own hoses with 2.5 in. quick release fittings. 

FUEL: Not available. 

CARGO GEAR: See “Melbourne”. 

AIRPORT: At least 1 jet flight per day to Perth from Karratha, flight time 
2 hours. 

TIME: See “General” before first port. 

STORES: Dry, chiller, freezer and Bond stores are available. It is 
suggested that ample notice be given. 

CERTIFICATES: Ore/Oil carriers require inspection by surveyor if 
previous cargo was oil. Gas-free Certificates over 24 hours old are not 
accepted. 

CHARTS: AUS 55, 740, 741, 326 and 327, plain or Decca are available 
at Harbour Master's Office, also AUS 56 and Aust. Nat. Tide Table. 
Notices to Mariners, U.K. & Aust. are available for inspection. 
REPATRIATION: Carried out regularly. 

TELEPHONES: Not available at the berths. 

HOLIDAYS: Iron ore is loaded 24 hours per day, except for one 24 hour 
period over Christmas (usually 2300/24th to 2300/25th December). 


SHORE LEAVE: Crew members are allowed ashore by pre-arranged 
bus or taxi — nearest town is 10 miles away. 


SHIP SUPPLY SERVICE: Port Walcott has limited ship-to-shore 
transport with the only non-fishing commercial craft being R.R.1.A. owned 
tugs (2) and workboat. All these craft are available for emergency use. 

Charter craft are available from either Lombardo Marine Group at Port 
Dampier or Elder Prince Marine at Port Hedland or Mitchell Marine 
Services at Point Samson. 

The local ship's Agents are conversant with the availability of charter 
craft and ship Masters and Owners would be well advised to operate 
through their Agent. 

A helicopter Pilot Service commenced at Port Walcott in July, 1984. 
This service may be available for emergency use. Contact should be 
made through the Harbour Master's Office. 

Harbour Master Port Walcott, Department of Marine and Harbours, 
P.O.Box 61, Wickham, W.A. Tel: (091) 871106. 

Elder Prince Marine Services Pty. Ltd., Port Hedland. Tel: (091) 
731651. 

Lombardo Marine Group Pty. Ltd., Karratha. Tel: (091) 853344. 


GENERAL: Port Walcott is connected by sealed roads to the towns of 
Wickham, Roebourne, Karratha, Dampier and Port Hedland, each of 
which has a hospital and other facilities. The sealed road also extends 
to Perth, some 1,580 km. away. 

Charts: AUS 740, AUS 741, AUS 742, AUS 326, AUS 327, AUS 58, 
AUS 56 and AUS 55 are stocked, either plain or in Decca (LD8) 
configuration. These charts are available at the Harbour Master's office. 
British and Australian Notices to Mariners may be inspected at this office. 
Tides: Spring range is 5.70 m. (18 ft. 9 in.). 

Stores: Providores operate here. Freezer, chiller, dry and Bond stores 
are available but advance notice is preferred. 
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Seamen's Club: A Mission to Seamen is situated in Wickham about 
16 km. from ore berths. This club is attached to the Wickham Club Inc. 
and visiting seafarers are welcome as guests. A small bus (15 seater) 
will be made available on request. This bus is driven by volunteers and 
is operated at mutually convenient times. 

Access: Access from the ship to the shore is by means of ship's 
accommodation ladder to a dolphin at the ore jetty and by means of a 
brow at the Service jetty. 

Moorings: 1. Any wire ropes should terminate in a fibre rope tail of at 
least 20 m. length, including eye. 

2. Spring lines should be laid out on deck, prior to coming alongside, 
for a distance of approx. 80 m. from the ship's lead. In the case of wires, 
the rope tail would be included in this 80 m. This arrangement should 
permit easy lowering vertically to the appropriate dolphin. 
AUTHORITY: Department of Marine and Harbours, P.O.Box 61, 
Wickham, W.A. 6720. Tel: (091) 871106, 871 187. Outside office hours 
871313, 871581. Contact: Captain J. Tunmore, Harbour Master. Office 
located at Point Samson. 


AGENT: Sub-agent of Patrick Agencies, Fremantle. 


PORTLAND, Victoria: 38.20 S. 141.36 E. 


PORT LIMITS: As much of the waters 
of a line bearing due North from Point 
Portland Bay. 

DOCUMENTS: Refer to “Melbourne”. 
PILOTAGE: Compulsory except for exempt Masters. Pilot boards about 
0.75 miles N.E. of main breakwater. Pilot is available 24 hours. 24 hours 
notice required. 

Approach from the West: A safe course into Portland Bay can be 
maintained by rounding Lawrence Rocks at a distance of 1.5 miles and 
altering until a course of 330° can be steered, which will clear the 
Southern side of the Bay between Point Danger and Portland by 
1.5 miles. Steer this course until Whaler Point Lighthouse bears 
270° about 2.5 miles distant where course can be altered for the harbour 
entrance. 

Approach from the East: |s a straight course after rounding Lady Julia 
Percy Island, 18 miles from the breakwater. 

ANCHORAGE: Portland Bay is clear of all hazards and safe anchorage 
may be found 0.25 to 0.5 miles North and N.E. of the Main Breakwater 
and for smaller vessels between the Lee Breakwater and Whaler Reef. 
Holding ground is good, and excellent shelter is obtained from Westerly 
weather. Anchoring is not recommended in strong Easterly or South- 
easterly weather, as there may be a confused sea and swell. 
Quarantine Anchorage: Eastward of the Meridian drawn through a 
position 000° from Main Breakwater light. 

RESTRICTIONS: The Harbour is bounded by 2 breakwaters, enclosing 
101 hectares. The entrance is 244 m. wide. 

Swinging Basin: Between the two breakwaters, bounded by No. 6 Berth 
and the Lee Breakwater and the turning circle is 440 m. in diameter. 

Depth of water in the harbour is based on a datum of 0.082 m. above 
LWOST, which ensures a depth of not less than 11m. under all tidal 
conditions. Mean rise and fall is approximately 0.75 m. but the prevailing 
wind and atmospheric pressure have a certain influence on the tide. 
MAX. SIZE: The largest vessel to use the port to date was with a 
departure draft of 11.89 m. 

Also see “Tankers”. 

HEALTH: Portland is a First Port of Entry. When requiring Pratique, 
inform the Port Health Officer of the ETA, number of crew and 
passengers and the state of health of the complement. Use the prefix 
“Shipserv” for all cabled messages. Ail requirements as for Melbourne. 
RADIO: Maritime VHF operating on Channels 12 and 16 is installed in 
the Harbour Master's Office and on the tugs. 

Listening on Channel 16 between 0800 hrs. and 1700 
shipping is expected. 

Radio Advice of Arrival: Address ETA telegrams to the Harbour Master, 
using the prefix “Shipserv”. 

TUGS: 11,600 h.p. and 12,500 h.p. available. 

BERTHING: The Main Breakwater extends 1,280 m. in a North-South 
direction from Battery Point with its Northern extremity in 14 m. of water. 
There are 2 berths at the inshore end known as No. 1 and No. 2, 
K. S. Anderson Wharf. 

Depth alongside No. 2 Berth, is 11 

10.5 m. (this draft may be increased 
Harbour Master). 
No. 1 K.S. Anderson Berth: Dredged to 12.2 m. for a length of 212 m., 
with a max. draft of 11.6 m. with similar variance conditions as apply to 
No. 2 Berth. K.S. Anderson Wharf is 396 m. in length and is primarily 
utilised as a bulk grain loading wharf. Two mobile shiploaders operate 
over the length of the wharf. Shiploaders are 27 m. high and are capable 
of delivering 1,200 t.p.h. of grain. 

In addition to bulk grain, K.S. Anderson Wharf is suitable for loading 
and discharging general and Ro/Ro cargo. 

No. 5 Berth: A multi-purpose, heavy duty wharf is located on the East 
side of No. 2 Quay. No. 5 Berth has an alongside depth of 11 m. with 
a maximum draft of 10.5 m. and is 240 m. in length. Facilities adjacent 
to No. 5 Berth include a bulk tallow installation, a 7,230 cu.m. capacity 
cool/cold store and a 2.6 hectare container park. 

No. 6 Berth: At right angles to K.S. Anderson Wharf, length 228.6 m., 
depth 11.0 m. with a maximum draft of 10.5 m. It is designed and built 
for handling bulk cargoes, but is also utilised for loading livestock, 
woodchips and general cargo. As the case with No. 5 Berth., a tallow 
line runs to No. 6 Berth. 


(See Plan) 


of Portland Bay as lie Westward 
Danger to the opposite shore of 


hrs. and when 


m. SW, whilst the Max. draft is 
if written application made to 


s Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Special Purpose Bulk Berth: Constructed. to service the shipping 
requirements of an aluminium smelter at South Portland. Berth is located 
on the Main Breakwater 198 m. North of K.S. Anderson Wharf. Depth 
alongside — 12.2 m. Max. draft 11.7 m. 

Cold Stores: 7,230 cu.m. capacity situated on No. 2 Quay. 

Container Storage Park: A container park of 2.6 hectares is situated on 
No. 2 Quay. Capacity is 80 refrigerated and 500 conventional containers. 
STEVEDORES: There are 68 registered members and in excess of 100 
casual waterside workers available. 

Hours of work are from 0800 — 1700 hrs., from 1700 — 2300 hrs. and 
midnight — 0700 hrs. 

Extended shifts are allowed to be worked to 1900 hrs. each day 
(except Thursday and Sunday) when no twilight labour is available. 

Pallets can be manufactured locally by prior arrangement. 

Vessels can be serviced expeditiously under skilled supervision 
including fitting out for grain, battening out for freezer or general cargo 
and securing cargoes to departmental requirements. Ample supplies of 
dunnage are available. 

MEDICAL: Medical, dental and optical services are available. 

TANKERS: S.L. Patterson Berth and Lee Breakwater protrudes in an 
Easterly direction from point 3.7 cables South of Whaler Point Light- 
house for a distance of 1,180 m., with its extremity in 12.2 m. of water. 

The S. L. Patterson Berth is situated on this breakwater about 457 m. 
from the seaward end. 

The wharf is 76m. in length and 
38,000 d.w.t. Depth alongside is 10.4 m. 
is 10.5 m. 

Berthing and unberthing of tankers is on a 24 hour basis, at the 
discretion of the Harbour Master. 

The Shell Company of Australia Limited, and Ampol Petroleum 
(Victoria) Pty. Limited have pipe-lines to the berth. Average discharge 
rate is approximately 300 t.p.h. This wharf can also be utilised as a grain 
survey berth and as a fitting out repair berth 
FRESH WATER: Obtainable in unlimited quantity at all berths at a 
loading rate of up to 100 t.p.h. at K.S.A. Berth and 160 t.p.h. at Berths 
No. 5 and 6. 

FUEL: Available ex-road tanker. 
REPAIRS: There are a number of repair and light engineering firms 


designed for vessels up to 
LW. Maximum draft permitted 


capable of repairs to shipping. 

GANGWAY/DECK WATCHMEN: Shore gangway watchman are 
compulsory. 

AIRPORT: An air service is maintained between Portland and 


Melbourne. 3 flights daily connecting with all interstate and international 
services. 

POLICE/AMBULANCE/FIRE: Fire Brigade 232998; Police 231999; 
Ambulance 231666; Hospital 231033, after hours, general patients 
231400. 

TELEPHONES: At all berths. Tanker Berth No. (055) 231852. K.S.A. 
No. 1 — (055) 231122, K.S.A. No. 2 — (055) 231633, No. 6 Berth — (055) 
231286, No. 5 Berth — (055) 231111, S.P.Berth — (055) 234804. 
DEVELOPMENTS: 

1. New berth extending to No. 5 is completed and in operation. Berth 
designed to take ingot trade from new smelter nearing second stage 
completion. 

2. New special purpose bulk berth, constructed for sole use of Alcoa 
smelter works for offloading alumina is completed and in operation. 

3. Plans to increase present depth of 12.2 m. to 13.7 m. in 1991/1992 
in areas of grain wharves and turning circle to 12.2 m. in 1992. 
GENERAL: Provisions: Plentiful and available at short notice. Bonded 
stores are at present only available from Melbourne at approximately 
24 hours notice. 


SHIPMASTER’S REPORT: November 1984. 

Bulk Loading Facilities: Bulk grain at No. 1 and No. 2 Berths K.S. 
Anderson Whart. As the shiploaders are fed by 1 conveyor belt, only 1 
ship can be loaded at a time. 


AUTHORITY: Port of Portland Authority. P.O.Box 292, Portland, Victoria 
3305, Australia. Tel: (055) 250900. Telex: AA 55853. FAX: (055) 235905. 
Cables: Shipserv. Contact: Captain D. O'Donnell, Operations Manager 
Harbour Master, A/H Tel: (055) 231077. Captain V. Vijayapalan, Harbour 
Master/Pilot, A/H Tel: (055) 235255. 


AGENT: Patrick Agencies, 77 Bentinck Street, P.O.Box 133, Portland, 
Victoria 3305. Tel: (055) 23-4011 (office). Telex: Rikpat AA 55865. FAX: 
(055) 235174. Seagram Code: 3PRIKPAT. 


RAPID BAY, S.A.: 35.32 S. 138.12 E. 


LOCATION: On Eastern shore of St. Vincent's Gulf about 55 sea miles 

South of Port Adelaide. 

PORT LIMITS: 1 mile radius of jetty head. 

DOCUMENTS: As for Port Adelaide if overseas entry. 

PILOTAGE: Pilotage not compulsory. Pilot available from Adelaide if 

required. Call “Rapid Bay” on VHF Channel 16 for clearance to berth. 

No launch for lines. Ample supply of heaving lines to be available on 

approaching berth — grappling hooks used from ashore. 

ANCHORAGES: In fair weather, anchor 1 mile due North of jetty head. 
In bad weather, best to anchor in Nepean Bay (Kangaroo Island). 

RESTRICTIONS: Daylight berthing only recommended. 

MAX. SIZE: LOA 165 m. Jetty 188 m. long, in 113° — 293° direction. 

HEALTH: Customs informed of ETA which is first port of call from 

overseas or if on overseas documents 

RADIO: ETA cables should be by telegram to “Adelcem Adelaide. S.A.’ 

Tel: 08-490400 


VHF: Channel 16 for calling. 
Channel 12 for relaying berthing and loading instructions etc. 
Station not manned at all times. 
RADAR: Not available. 
TUGS: None available. 
BERTHING: Generally starboard side to as tide nearly always sets S.W. 
Prevailing wind S.W. — S.E. 
Max. draft 28 ft. MLWS. 
Fixed head loading boom. 
Vessel warps along wharf. 
Loading rate approx. 1,500 t.p.h. 
CRANES: None. 
BULK CARGO FACILITIES: “T” shaped jetty 1,600 ft. long. 
“T” shaped jetty 737 ft. long. 
Depth 28 ft. MLWS. 
Height of chute above water MLWS 10.2 m. 
Fixed chute extends 10.8 m. beyond jetty fender line. 
Maximum loading rate 1,500 t.p.h. 
Cargo — limestone. 
SPECIALISED CARGO HANDLING FACILITIES: None. 
STEVEDORES: None available. 
MEDICAL: Require notice on arrival or by telegram. No hospital 
available. Nearest at Victor Harbour. Nearest doctor at Yankalilla 
(16 miles from Rapid Bay). 
TANKERS: No facilities. 
DENSITY: 1030. 
FRESH WATER: Not available. 
FUEL: Not available. 
FIRE PRECAUTIONS: Normal precautions. 
CONSULS: None. 
REPAIRS: No facilities. 
DRY DOCKS: None. 
SURVEYORS: Lloyd's Surveyors and Agents available from Adelaide. 
GANGWAY/DECK WATCHMEN: None available. 
HATCHES: Controlled by crew. 
CUSTOMS ALLOWANCES: If first port of call, Customs will attend from 
Adelaide. 
CARGO GEAR: Loading by fixed boom on jetty head. 
REPATRIATION: No facilities. 
AIRPORT: Nearest airport at Adelaide approx. 60 miles from Rapid Bay. 
TIME: See ‘General’ before first port. 
HOLIDAYS: All public holidays, however, loading crew can be arranged. 
POLICE/AMBULANCE/FIRE: Police Tel: (085) 58.2014 (Yankalilla). 
Ambulance Tel: (085) 52.2111 (Yankalilla and Victor Harbour). Adelaide 
Brighton Cement Ltd. owned ambulance on site. Fire Tel: (085) 58.2000 
(Yankalilla). 
TELEPHONES: On shore only. 
SERVICES: None. 
SHORE LEAVE: At Master's discretion. 
IDENTIFICATION CARDS: Not required. 
REGULATIONS: Normal. 
DELAYS: None. 
DEVELOPMENTS: None. 
AUTHORITY: Department of Marine and Harbours, P.O.Box 19, 
293 St. Vincent Street, Port Adelaide, South Australia 5015. Tel: (08) 
470611. Telex: AA 82525. FAX: 470605. Contact: Captain R. Buchanan, 
Director — Port and Marine Operations. Captain D. Malcolm, 
Senior Maritime Officer —- Marine Safety. 


AGENT: Sub-Agent of Patrick Agencies, Adelaide. 


ROCKHAMPTON, (Port Alma) Queensland: 
23:24 S: 150.33 'E. (See Plan) 


CERTIFICATES/DOCUMENTS: All documentation carried out by ship's 
Agents either in Rockhampton or at main Agent's office. Also see 
“Melbourne”. 

PILOTAGE: Agent notifies Pilot of ETA, and boarding time then 
determined by Pilot, taking into consideration circumstances prevailing. 

Pilot boards from 50 ft. white launch. Pilots can be contacted by VHF 
Channels 8, 12 and 16, or radio-telephone 2182 and 2760 kHz. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait” 
for details. 

Pilotage recommendations: The attention of Masters is drawn to the 
IMO and Australian government recommendations on pilotage in Great 
Barrier Reef waters. See “Torres Strait”. 

ANCHORAGES: Anchorage for Port Alma is Timandra Buoy, 
perenne 13 miles from Port. Vessels Cleared to enter may anchor 
at Sea Hill. 

RESTRICTIONS: Channel depth 24 ft. LWOST. Berth depth 32 ft. 
heed Keel clearance of 2 ft. required. Max. draft dependent on height 
of tide. 

HEALTH: Port Alma is a First Port of Entry for overseas vessels and 
full quarantine and customs facilities are available when required. 
Adoctor is in attendance for Quarantine purposes, and there is a 
quarantine anchorage at Sea Hill Point on the approach channel. 

The Port is also a designated timber port, and facilities are available 
for the issue of Derat Certificates. Fumigation services for both ships 
and cargo are provided by private firms based at Rockhampton, and 
under the control of the Commonwealth Department of Health. 
RADIO: VIR Rockhampton. 

VHF: Port Authority call sign: “Port Alma Wharves” Channel 16, 67, 6 
ar 12. Listening watch on Channel 16 when vessel due at Fairway 
uoy. 
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TUGS: Tug assistance obtainable if required, from Port of Gladstone. 
BERTHING: Berth at Pilot's discretion after receiving advice from Agent 
as to ETA. Berths allocated by Port Manager. 

Berth No. 1: Berth has a concrete deck 18.5 m. wide and 169 m. long 
(554 ft.) constructed to take a superimposed weight of 5 cwt. per sq.ft. 
This berth is suitable for all general cargo, including frozen meats and 
other meatworks products. There is a mooring dolphin situated 43 m. 
(140 ft.) North of this berth, which can safely accommodate mooring 
lines from vessels required to moor over the North end of the berth. 
Berth No. 2: Berth has a concrete deck 18.5 m. wide and is 122 m. long 
(400 ft.), constructed to take a superimposed weight of 7 cwt per sq.ft. 
This berth is suitable for all types of cargo including containers, 
explosives and ammonium nitrate and is equipped with a fixed leg crane 
with a S.W.L. of 25 tonnes. The pivot point of the crane is situated 22 m. 
(72 ft.) from the junction of Berths No. 1 and No. 2 and 7.3 m. (24 ft.) 
from the outside line of the berth fenders. The S.W.L. of 25 tonne is at 
radius of 33.5 m. (110 ft.) with the hook 24.3 m. (80 ft.) above the deck. 
There is a mooring dolphin situated 49 m. (160 ft.) South of this berth, 
which can safely accommodate mooring lines from vessels required to 
moor over the South end of the berth. 

This berth is in a continuous line with Berth No. 1, to provide 291 m. 

Nara ft.) of mooring space plus the above mentioned dolphins at either 
end. 
Berth No. 3: Berth consists of 4 berthing dolphins in line with No. 1 and 
2 Berths with mooring dolphins at both ends to give an overall length of 
238 m. (780 ft.). It is normal practice to place head lines on South end 
of No. 2 Berth from larger vessels using the dolphin berth. There is a 
distance of 49 m. (160 ft.) between the South end of Berth No. 2 and 
the mooring dolphin. All dolphins are of concrete construction. 

This berth is currently used for loading bulk salt and discharge of 
petroleum products. 

Dry Shed Storage: A store shed is provided adjacent to Berth No. 1 and 
is available to shippers by prior arrangement. It is of steel frame 
construction with non-flammable metal walls. The western wall has 
continuous sliding doors and at each end (i.e. North and South) there 
are double metal roller doors. A sliding metal door is situated at the 
centre of East wall giving an opening of 6 m. (20 ft.). 

Container Terminal: The Port Authority has a container terminal available 
for use subject to prior arrangements. This terminal is suitable for both 
dry cargo and refrigerated cargo containers. Concrete pads have been 
designed to take containers stacked 2 high and electrical hook up points 
are adjacent to each pad. 

The terminal is serviced by road and rail, has full security fencing, 
flood lights for night operation, with office space and telephone. 
Equipment: The Port Authority has available 1 fork-lift truck of 6,000 
pound lift capacity. Stevedores also have one fork-lift truck. 


BULK HANDLING FACILITIES: The loading section of this facility is 
situated on Berthing Dolphin No. 2 and is in a fixed position, hence it is 
necessary to shift ship during loading operations. The unit is designed 
for a loading rate of 1,000 t.p.h. A weigh hopper is not provided and 
final tonnage loaded is responsibility of vessel's Loading Officer 
calculated by draft survey. 

A. Height from wharf deck to underside of loading boom in working 
position is 23 m. (75 ft.). 

B. Height from wharf deck to trimmer in retracted position is 16 m. 
(52 ft.). 

C. Maximum extension of telescopic chute and trimmer in working 
position is 21 m. (68 ft.). 

D. Maximum outreach of loading head is 16.5 m. (55 ft.). 

E. Trimmer can be rotated and trimmer belt can be raised or lowered 
at the direction of the Deck Officer in charge of loading. 

F. Dolphin berth deck is 6.4 m. (21 ft.) above water line at MLWOST. 


CRANES: A 25 ton crane (fixed leg) is available on Berth No. 2 to handle 
containers and other cargo. 

STEVEDORES: Agent advises Stevedoring Company of ETA. 
Requisitions to be lodged for labour before 1300 hrs. on previous day. 
No requisition can be lodged from 1300 hrs. Friday to 1300 hrs. Monday. 
MEDICAL: All medical requirements carried out by Agent. Hospital 
available 40 miles from Port Alma. 

TANKERS: Two petroleum companies have terminals at the Port (Esso 
Australia and Ampol Petroleum) and bunkers can be arranged through 
ship's Agents. Petroleum products are discharged at Berth No. 3. 
10 in. discharge lines. No slop facilities. 1 berth 32 ft. LWOST. 
Hazardous Cargo: The Port is authorised to handle exposives and other 
hazardous cargo. Fire protection service. 

FRESH WATER: Fresh water available by road transport only, 
necessitating road haul of 40 miles, average cost $40.00/1,000 gallons. 
FUEL: Fuel oil and other bunkers can be arranged by road tankers from 
fuel terminals situated in Port Alma. Contact ship's Agent in advance. 
FIRE PRECAUTIONS: Rockhampton Port Authority has trained fire 
fighters on regular staff. Fire pumps and hoses available. 

CONSULS: See “Brisbane”. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Crew. 

OPENING/CLOSING HATCHES: Crew. 

CUSTOMS ALLOWANCES: Under supervision by Custom's 
Department, 200 cigarettes or 1 Ib. of tobacco each 10 days. Wine/ 
Spirits, no definite information available. 

CARGO GEAR: As per the Navigation Act. See “Melbourne”. 
REPATRIATION: Facilities available. 

AIRPORT: Regular services 43 miles from Port Area. 

TIME: See “General” before first port. 

HOLIDAYS: Christmas Day, Good Friday, April 25th and Waterside 
Workers’ Picnic Day. 

POLICE/FIRE/AMBULANCE: Tel. No. 000. 40 miles distance. 
TELEPHONES: No provisions for placing telephone on board ship. 
Public telephone on Wharf. 

IDENTIFICATION CARDS: See “Melbourne”. 
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GENERAL: The Port is serviced by both road and rail and land is 
available if required by Shippers subject to negotiation. 

The Port Authority has fire fighting equipment to meet requirements 

for handling hazardous type cargo and provides linesmen and line 
Launch for mooring of vessels. 
AUTHORITY: Rockhampton Port Authority. P.O.Box 9, Rockhampton, 
Queensland 4700. Tel: (079) 311281. FAX: (079) 221700, Port Office 
(079) 346928. Contact: J. P. Stanley, Port Manager. Tel: (079) 346931 
(Port Office), (079) 331728 (after hours). C.R. Munro, Acting-Pier 
Master, (after hours: (079) 346103). 


AGENT: Sub-Agents of Patrick Agencies, Gladstone. 


SALADIN MARINE TERMINAL, W.A.: 21.24 S. 115.03 W. 
(See Plan) 


LOCATION: The Saladin Marine Terminal is located on the North 
Eastern side of Thevenard Island, Western Australia. The moorings are 
located 3.5 nautical miles offshore at Latitude 21° 24.3' S., Longitude 
115° 02.8’ E. 

Refer to the current hydrographic chart AUS-743 for further 
information. 

PILOTAGE: The Pilot/Mooring Master will board at the Arrival Position 
which is 2 nautical miles West of Saladin Buoy. Tankers should have 
their port crane/derrick ready to lift the hose connection equipment 
onboard. 

Pilot Boarding: The pilot ladder shall be available to the Pilot/Mooring 
Master and be kept at a proper height for his safe use for boarding and 
disembarkation. When the distance from the water to the deck exceeds 
9.0 m., the pilot ladder shall be rigged with the accommodation ladder 
or an approved mechanical pilot boarding appliance used. The tanker 
shall provide an adequate lee for embarking and disembarking the Pilot 
Mooring Master. 

Pilot/Mooring Master: 

WAPET shall provide a Pilot/Mooring Master to: 

(a) Assist in piloting the tanker in and out of the moorings, 

(b) advise on connecting and disconnecting the loading hose and 

(c) advise on matters concerning the safety of the tanker and 

Terminal facilities. 
Accommodation for WAPET Personnel: The tanker shall provide 
victualling and accommodation for the Pilot/Mooring Master and 2 
WAPET operators and victualling for the 4 man mooring vessel crew. 
Operations Log: The Pilot/Mooring Master shall keep an Operations Log 
of the times of all operations, delays, quantities loaded, ballast 
discharged and arrival and departure drafts. 

Prior to the disembarkation of the Pilot/Mooring Master, the tanker's 
Master shall sight and verify the times and details contained in the 
Operations Log, sign the log in the space provided and affix the tanker’s 
official stamp thereto. 

Should the Master so require, the Pilot/Mooring Master will sight, verify 
and sign the tanker's Record of Operations prior to his disembarkation. 

Also see "VHF". 

APPROACHES: The approach channel to the Marine Terminal is 
10 miles long and marked by navigation buoys, fitted with lights and 
radar reflectors. 

Tankers should not navigate outside the designated approach channel 
as areas outside the channel have been incompletely surveyed. 
Saladin Marine Terminal Approach Channel: 


Name/Number Buoy Top 
Position Colour Mark Light 

“Saladin” Yellow with 2 Triangles Q (9) 15 sec. 
(West Cardinal) broad black Apex to Apex 
Lat. 21° 23.9’ S. band 
Long. 114° 55.5’ &. 
1. (Starboard) Green Triangle FI.G (2) 5 sec. 
Lat. 21° 24.0' S. Apex up 
Long. 114° 56.4’ E. 
2. (Terminal) Red Square FI.R (2) 5 sec. 
Lat. 21° 23.8' S. 
Long. 114° 56.3’ E. 
3. (Starboard) Green Triangle FI.G (3) 8 sec. 
Lat. 21° 23.2°°S. Apex up 
Long. 114° 57.8’ E. 
5. (Starboard) Green Triangle FI.G (4) 10 sec. 
Lat. 21°.22.5".S. Apex up 
Long. 114° 58.6’ E. 
7. (Starboard) Green Triangle IQ G (2) 10 sec. 
Lat. 21° 21.9’ S. Apex up 
Long. 114° 59.7’ E. 
9. (Starboard) Green Triangle IQ G (3) 10 sec. 
Lat. 21° 21.8’ S. Apex up 
Long. 115° 00.3’ E. 
11. (Starboard) Green Triangle Q G (4) 6 sec. 
Lat. 21° 21.8’ S. Apex up 
Long. 115° 00.7’ E. 
15. (Starboard) Green Triangle Q G (5) 10 sec. 
Lat. 21° 22.6’ S. Apex up 


Long. 115° 01.8’ E. 


After passing Buoy No. 15 a course is shaped to proceed to a position 
between 1.5 miles and 1.7 miles from the moorings. Course is altered 
to starboard to make a final approach to the moorings on a base course 
of 210° (T), on apredetermined transit with the Lead (Range) Spar Buoys 
and the Rear Lead (Range) Mark on Thevenard Island. 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


RESTRICTIONS: Berthing: Unless otherwise approved by the Pilot 
Mooring Master, berthing shall take place: 

(a) during FLOOD tide, accordingly to do so, the tanker must be at 

the Arrival Position at least 3 hours before high water; 

(b) provided there is no strong wind or strong wind warning in force 

for the Terminal area; and 

(c) in daylight (unless the tanker is equipped with adequate search 

lights to enable night berthing provided that a tanker making its 
first visit to the Terminal will be berthed in daylight only). 

Masters are warned that anchor holding ground is poor throughout 
the area. 

Unberthing: Unless otherwise directed by the Pilot/Mooring Master, the 
tanker shall unberth: 

(a) during the FLOOD tide after completion of loading; or 

(b) after consultation with the Master when there are strong winds 

at the Terminal area or a strong wind warning has been issued 
for the area; 
(c) in daylight (unless the tanker is equipped with adequate search 
lights to enable night unberthing). 
Arrival Condition: The tanker shall arrive ballasted to at least one quarter 
of its Summer deadweight tonnage, with propeller (and bow thruster if 
fitted) submerged, unless directed to carry more ballast by the Pilot/ 
Mooring Master during adverse weather. 
Search lights: To permit berthing and unberthing during darkness, the 
tanker shall be equipped with a searchlight with a minimum diameter of 
300 mm. fitted to each port and starboard bridge wing to provide a wide 
scanning range. 
Tidal Berthing: Berthing and unberthing at the Marine Terminal shall 
take place during the flood tide unless otherwise approved by the Pilot/ 
Mooring Master. 

The direction of the tidal stream is approximately 120° on flood and 
300° on ebb and attains a rate of 1.3 knots at springs. 

MAX. SIZE: Tankers will be accepted at the Marine Terminal with: 

(a) A loaded displacement of between 40,000 tonnes and 180,000 

tonnes, 

(b) a maximum beam of 47 m. and 

(c) a maximum slab side area of 6,384 sq.m., being the product of 
the overall length and moulded depth. 
Minimum Water Depth/Underkeel Clearance: The minimum water depth 
in the vicinity of the berth and in the approach channel is 15.60 m. 
A copy of the latest hydrographic certificate of the depth of the water is 
available from the Pilot/Mooring Master on request. 

To provide a safety margin, should sailing be delayed for any reason, 
the following underkeel clearances shall be maintained at all times, up 
to and including low water, following the tanker's projected sailing time: 

(a) Under normal conditions 2.0 m. or 

(b) when a swell in excess of 0.5m. is running, the underkeel 

clearance may be increased at the discretion of the Pilot/Mooring 
Master. 
NOTE: Minimum water depth yet to be confirmed. 
RADIO: Arrival Advice: Any tanker proceeding to the Marine Terminal 
shall notify WAPET of its ETA not less than 96 hours before arrival, 
amending or confirming the ETA at intervals of 48 hours, 24 hours and 
12 hours before arrival at the Arrival Position. Failure to provide these 
notifications may result in a Pilot/Mooring Master not being available on 
the tanker’s arrival. 

The tanker shall also include in its original ETA message: 

(a) Details of the quantity and condition of ballast. 

(b) Confirmation that the inert gas system is tested and working. 

(c) Confirmation of the capability to carry out closed system loading. 

(d) Advice of the arrival draft. 

(e) The distance from the bridge conning position to the bow. 

(f) The Master's full name for the preparation of Bills of Lading. 

These ETA messages shall be sent to each of the following centres: 


Barrow Island (office hours or by arrangement). 
Telephone 091 84-6007 
Telex AA 99125 
Facsimile 091 84-6134 

Perth (all hours). 
Telephone 09 325-0181 
Telex AA 92008 
Facsimile 09 325-7441 

Thevenard Island (office hours or by arrangement). 
Telephone 091 84-6188 

091 84-6154 

Facsimile 091 84-6137 


Notice of Readiness: 

Subject to any agreement between the Owner and the vendor of the 
crude oil to be lifted provided WAPET is provided with a copy of that 
agreement not less than 5 days before the ETA, Notice of Readiness 
will be accepted: 

(i) where the berth is available — at such time as the tanker is all 
fast in the berth, i.e. when all mooring lines, preventer lines and 
swamped moorings are made fast; 

(ii) where the berth is not available — 6 hours after the tanker is at 
the Arrival Position; 

(iii) in the case of a tanker making its first call at the Terminal or with 
inadequate search lights (See “Restrictions") 6 hours after 
sunrise following arrival or when the tanker is all fast in the berth, 
as defined in (i) above, whichever occurs first. 

VHF: Communications with Pilot/Mooring Master: 
1. Approaching the Terminal: Tankers shall listen to VHF Channel 16 
when within 100 nautical miles of the Terminal. 

The Pilot/Mooring Master can be contacted during daylight working 
hours or at other times by prior arrangement on the following 
international maritime VHF frequencies, call sign “Saladin Terminal” 
Channel 16 — 156.8MHz. — Safety and Calling; Channel 14 
(156.6 MHz.) — working channel. 

2. During Berthing and Loading: WAPET will provide portable UHF 
radios for communications between the tanker and the Terminal onshore 
control room during berthing, loading and unberthing 


Channels used are: 
Channel 1 469.775 MHz. 
Channel 2 469.800 MHz. 

TUGS: Mooring Vessel: WAPET will provide a suitable mooring vessel 

and crew to handle the tanker’s mooring lines to the buoys and bring 

the preventer lines and swamped mooring lines to the tanker. The 
mooring vessel will stand-by during loading and unmoor the tanker on 
completion. 

MOORING: The tanker shall be equipped with mooring equipment which 

complies with the minimum specifications described below. 

Mooring Winches: The mooring winches shall: 

(a) Be power operated and capable of warping the tanker, 

(b) have mooring line permanently attached, 

(c) be capable of making fast mooring lines by securing brake on 
winch, 

(d) have warping drums capable of handling preventer lines and 
swamped mooring lines, 

(e) if equipped with constant tension devices, have these devices 
disconnected and the brake fully applied, 

(f) number at least 8 and be located: 

(i) Poop deck — four, 

(li) fo’c’s'le head — one each port and starboard, located in such 
a position that the port and starboard swamp mooring lines 
may be hove in and made fast to adjacent mooring bitts. (A 
single winch in this position, located so that ropes may be 
similarly handled from either side may be aceptable), and 

(iii) aft main deck — one each port and starboard. Tankers fitted 
with only one winch in the aft main deck area will be accepted 
provided a line can be deployed mechanically from that winch 
to each beam. On tankers fitted with only one winch where 
only one of the two lines can be handled (hauled or veered) 
at once, berthing may be delayed in marginal weather. A 
tanker will not be accepted where only one mechanical line 
can be deployed and the other would be handled by hand. 

Mooring Bitts: The tanker shall have at least 8 sets, each set to be of 

a size and be located near a mooring winch to enable making fast the 

preventer lines or the swamped mooring lines as the case may be. 

Mooring Lines: The Master shall ensure that the mooring lines are run 

off the winch sufficiently to enable them to be passed to the Mooring 

Vessel for running to the mooring buoys. To speed up the running of 

the first line, the mooring winch should be in single gear. On completion 

of mooring, the brake on each mooring winch should be securely 
screwed up. 

(a) The mooring line on each mooring winch shall have a minimum 
breaking strain (MBL) of 80 tonnes. Tankers with mooring lines 
with a MBL of less than 80 tonnes will be accepted at the 
discretion of WAPET. Tankers with mooring lines of less than 
80 tonnes MBL may be subject to greater than normal delays 
awaiting berth in marginal weather conditions. 

) Each mooring line shall have a minimum length of 220 m. 

(c) Each mooring line, if wire, shall have a fibre tail (attached to each 
wire) of at least 10 m. with strength equivalent to the wire line, 
plus 25%. Prior to arrival, fibre tails should be carefully inspected 
for damage and any suspect tails replaced. 

Bow Anchors: The anchors shall: 

(a) Be located on each port and starboard bow, 

(b) have a minimum of 10 shackles of chain in tankers up to 50,000 
tonnes load displacement and a minimum of 12 shackles in 
tankers over 50,000 tonnes load displacement and 

(c) comply with a Classification Society recognised by the Australian 
Department of Transport and Communications. 

Moorings: An 8 point mooring system consisting of 6 mooring buoys 

and 2 swamped moorings are installed in the berth layout. (See “Plan’”). 

Preventer Lines: Preventer lines are permanently connected to each 

mooring buoy, by 4m. of 56 mm. U2 stud linked chain. The preventer 

lines and swamped mooring lines are constructed as follows: 

(a) 76 m. of 52 mm. wire rope 

(b) 76 m. of 88 mm. polyester superline 

(c) 47 m. of 26 mm. FSWR and 

(d) 30 m. tail of 32 mm. polyester. 

Each of the preventer lines and swamped mooring lines are to be 
hove onboard with a messenger of at least 24 mm. diameter supplied 
by the tanker to the warping drum of the mooring winch, then made fast 
to - a being stoppered off, using the “Chinese” or “West country” 
method. 

WAPET will provide stoppers for making fast the preventer lines and 
swamped mooring lines to the tanker’s mooring bitts. 

Anchor Trenches: Two areas, 140 m.x160 m. have been prepared to 

receive the tanker's anchors. These areas have trenches 6 m. wide, 

2m. deep and 140 m. long at 20 m. intervals, cut into them to provide 

a holding ground for the tanker’s anchors. The bottom is solid rock 

outside these area, with a sparse covering of sand. 

HOSES: Crane/Derrick: The tanker shall provide a crane/derrick rigged 

on the port side (with a minimum SWL of 10 tonnes) to hoist the flexible 

loading hose and assist in its connection to the tanker’s port after 
manifold. The crane/derrick will be used during loading to suspend and 
take the weight of the loading hose. 

Connection: When the flexible loading hose is hung-off at the tanker's 

rail, and the tail/rail hose has been lowered to manifold level, the blank 

flange on the end of the hose is removed and the tail/rail hose is bolted 
to the quick-release spool (QRS) previously connected by the WAPET 

Operators to the tanker’s manifold. The QRS will only be activated in an 

emergency, and under no circumstances should it be tampered with 

during loading. A pressure gauge is provided inboard of the QRS at the 
top of the spool and a drain line at the bottom of the spool. 

Personnel: The tanker shall provide competent personel to perform, 

cape and approve all work to connect and disconnect the loading 

ose. 

Manifold Specification: The tanker's manifold shall be capable of being 

bolted to the 12 in. USAS flange of the tail/rail hose and be in compliance 
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with the “Oil Companies International Maritime Form (OCIMF) 
Standards for Oil Tanker Manifolds and Associated Equipment.” 
Fittings and Connections Available at the Marine Terminal: WAPET will 
make available the following fittings to connect the loading hose to the 
tanker's manifold: 

(a) 300 mm. to 300 mm. 150 USAS drain spool, with 25 npt and 

15 npt spigots for drain line and pressure gauge; 

(b) 300 mm. 150 USAS quick-release spool (QRS) with a slipping 
flange at its outboard end to ease tail/rail hose bolt alignment; 
(c) hanging-off connecting chain and specially modified “blank 

stopper” for use with QRS; 
(d) nylon straps and associated slings to suspend loading hose from 
tanker's crane/derrick runner; and 
(e) flange gaskets and grease. 
Also see “Loading”. 
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LOADING: Crude Oil Handling Facilities — Onshore: 
The onshore storage and pumping facilities include: 

(a) 3 x 350,000 bbl. (55,618 kilolitre) floating roof tanks; 

(b) two gas turbine centrifugal loading pumps rated to deliver up to 
20,000 bbl. (2,500 tonnes) per hour of Saladin Crude Oil; and 

(c) associated control and monitoring equipment. 

Crude Oil Handling Facilities — Marine: 
The submarine pipeline is comprised of the following 2 sections: 

(a) Linking the shorebase facilites on Thevenard Island to the Marine 
Terminal is 6,426 m. of 584 mm. x 12.7 mm. steel pipeline, the 
seaward end of which is marked with a spar buoy. 

(b) At the seaward end of the pipeline described in (a) there is a 
flexible rubber hose measuring 75 m. of 400 mm. and 9 m. of 
300 mm. tail/rail hose (which flexible rail/tail hose is referred to 
in these Regulations as the “Loading Hose”). The “Tanker” end 
of the tail/rail hose is fitted with a 300 mm. locking butterfly valve. 
The seaward end of the loading hose is marked with a yellow 
conical buoy. 

Commencement Checks: The submarine pipeline is left full of crude oil 
between tanker loadings. When all hose connections have been made 
and approved, and safety checks outlined in the International Safety 
Guide for Oil Tankers and Terminals have been completed, the butterfly 
valve on the loading hose is opened. The butterfly valve on the loading 
hose will be bolted in the open position before loading commences and 
should be checked frequently during the course of loading. 

Loading Commencement: The tanker's manifold is opened and crude 
oil is loaded by running the onshore turbine pumps at very slow speed. 
Once checks for flow have been completed on the tanker, the Pilot/ 
Mooring Master will be advised to increase the loading pump speed. 
Inert Tanks: The tanker's cargo tanks should be inerted by a system 
designed, constructed and tested in accordance with the International 
Convention for the Safety of Life at Sea, 1974 as amended by the 1978 
Solas Protocol. 

Warning Against Back Pressure: The submarine pipeline and flexible 
loading hose may be damaged if subjected to sudden increases in 
pressure. Back pressure on the loading hose at the tanker's rail must 
not exceed 700 Kpa./100p.s.i. To avoid damage to the loading 
equipment the tanker shall ensure that the following precautions are 
taken. 

(a) The flow of crude oil shall not be shut off by closing the tanker's 
valve or the butterfly valve on the tail/rail hose without the prior 
approval of the Pilot/Mooring Master. 

(b) As many tanks as possible are to be open during loading. At least 
2 tanks must be open while onshore pumps are operating at full 
speed. If the tanker considers it necessary to load into only one 
tank, or to reduce the loading rate for safety or its operations, the 
tanker shall notify the Pilot/Mooring Master in sufficient time to 
reduce the loading rate. 

(c) The tanker shall advise the Pilot/Mooring Master when 
200 tonnes of crude oil are required to complete the loading so 
that the onshore pumps can be eased down slowly. 

(d) The tanker shall advise the Pilot/Mooring Master when 50 tonnes 
of crude oil are required to complete loading so that the onshore 
pumps can be reduced to minimum speed. 

(e) On completion of loading, the tanker's manifold valve is to be 
closed slowly to minimise the surge pressure of oil in the pipeline. 

Availability of Deck Machinery: The tanker shall ensure that the deck 
machinery is available for immediate use at any time during the loading 
operation. 

Test Calls During Loading: Using the means of communication specified 
in “VHF”, the tanker shall advise the onshore control room each hour 
on the hour of the back pressure of the flexible loading hose at the 
tanker's rail. WAPET personnel on board the tanker shall so advise the 
onshore control room each hour on the half hour. 

Should a test call be missed and the Terminal be unable to establish 
contact with the tanker, the onshore control room will stop the pumps 
and further loading until communications are restored. 

Disconnection of Flexible Loading Hose: On completion of loading and 
when the tanker’s manifold valve is closed, the tanker shall make every 
effort to drain the manifold outboard of the manifold valve, between the 
manifold valve and the tail/rail hose end butterfly valve. A drain cock for 
this purpose is provided in the spool attached to the manifold. 
Suspension of Loading during Strong Winds: During periods of strong 
winds the Pilot/Mooring Master may advise the tanker’s Master to 
discontinue loading and disconnect the loading hose. 

The loading hose may be hung-off ready to slip or be laid down. 
Density of Cargo: Saladin Crude Oil has a specific gravity of 
approximately 0.7900 at 15° C. 


BALLAST: There are no facilities at the Saladin Marine Terminal to 
receive ballast. Tanker shall arrive at the Saladin Marine Terminal with 
clean segregated ballast which can be discharged overboard during 
loading. 

TIME: See “General” — “Time” before first port. 
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GENERAL: Discretionary Acceptance: A tanker will be accepted for 
loading at the terminal provided it conforms to the minimum requirements 
described in these regulations. WAPET may at its discretion refuse to 
moor or load any tanker which does not conform to the requirements or 
is deficient in any manner whatsoever. 

Responsibility of Owner: The onus is exclusively on the Master or Owner 
to ensure that the tanker is seaworthy and that all equipment is and 
remains in good working order. Failure by WAPET to reject any tanker 
not meeting the requirements will not relieve the owner of liability. 
Cathodic Protection: A tanker equipped with Impressed Current 
Cathodic Protection Systems shall ensure the system is switched off 
prior to approaching the moorings until the tanker is unberthed. The 
Master will be required to sign a declaration to the effect that the 
Impressed Current Cathodic Protection System is turned off before the 
tanker is allowed to berth. 

Propeller: The propeller shall not be turned over with the main engine 
while the flexible loading hose is connected or after it has been 
disconnected without first notifying the Pilot/Mooring Master. 

Safety: 

(a) Tankers which could possibly contravene the International 
Convention for the Safety of Life at Sea 1974 as amended by 
the 1978 Solas Protocol, will not be accepted. 

(b) The tanker shall be in a state of readiness at ail times to leave 
the moorings. 

Pollution: Tankers shall: 

(a) Comply with the relevant provisions of the International 
Convention for the Prevention of Pollution from Ships defined as 
the “Convention” in the Pollution of Waters by Oil and Noxious 
Substances Act 1987 of the State of Western Australia and the 
Protection of the Sea (Prevention of Pollution from Ships) 1983 
of the Commonwealth, those Acts and other legislation of the 
State or Commonwealth pertaining to pollution; 
ensure that no rubbish is dumped from the tanker at or near the 
Marine Terminal; 
provide evidence to WAPET that the tanker is enrolled in the 
Tanker Owners Voluntary Agreement concerning Liability of Oil 
Pollution including TOVALOP supplement thereto effective 
20 February 1987; 

(d) provide evidence to WAPET that the tanker has in force 
insurances and certificates as are required of the owner of ships 
under Australian Law; and 

provide evidence to WAPET that any cargoes carried by the 
tanker are either owned by, or deemed owned by, a member of 
CRISTAL, being the Contract Regarding an Interim Supplement 
to Tanker Liability for Oil Pollution dated January 14th 1971, as 
amended from time to time. 

SERVICES: General Facilities: Mail forwarded to Thevenard Island for 
the tanker or its crew will be delivered by the Pilot'Mooring Master. 

Mailing address is: 

“Name of Tanker, Thevenard Island, Western Australia, 6711.” 

None of the following services are available at the Terminal: 

(a) customs or quarantine; 

(b) ship's agency, repairs, surveying, bunkers or potable water; 

(c) medical, consular, telephone, accommodation or laundry; 

(d) tugs. 

if a tanker requires any of the above services, most can be obtained 

at the Terminal of Dampier. WAPET's prior approval should be obtained 
if the attendance of any person to the tanker requires the services of 
the mooring vessel. 
AUTHORITY: West Australian Petroleum Pty. Limited, 233 Adelaide 
Terrace, Perth. Postal Address: Box C 1580 P.O., Perth, W.A. 6001. 
Tel: (09) 325 0181. Telex: Wapet AA 92008. Cables: Wapet. FAX: (09) 
325 7441. 
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SPRING BAY, Tasmania: 42.33 S. 147.56 E. 
(See Plan) 


DOCUMENTS: As for all Australian ports. 

PILOTAGE: Compulsory. Pilot boards from a tug (black hull, red funnel 
with black top), on a line joining Pt. Home Lookout and Stapleton Pt. 
(see Chart AUS 170). ETA is usually sent to vessel's Agent 72 hours 
prior to vessel's arrival and confirmed 24 hours and 6 hours before arrival 
at the Pilot station. ETA should also be sent to Harbour Master, Hobart, 
VHF Channel 16, call sign “Hobart Harbour’. The tug from which the 
Pilot boards leaves Spring Bay Wharf 30 minutes before a vessel is due 
at the pilot station, and also keeps a listening watch on VHF Channel 16. 
ANCHORAGE: A good anchorage can be found in depths of 22m. 
approximately 1.25 miles South of Windlass Bay. 

RESTRICTIONS: The whart is used exclusively by vessels loading wood 
chips from Tasmanian Pulp and Forest Holdings. The main wharf, on 
which the wood chip loader is situated, is 243.8 m. long with additional 
dolphins (3) and a mooring block for head, stern and breast lines. Ships 
are normally berthed starboard side to. The shiploader is a fixed 
structure and vessels loading are required to move up and down the 
whart using their own lines. At present vessels are only berthed during 
daylight hours, but may leave during the hours of darkness at the 
discretion of the Pilot, lights have been installed on the wharf for this 
purpose. Should a vessel require to immobilise her engines, application 
must be made to the Harbour Master; if permission is granted a tug will 
be required to stand by alongside. 

MAX. SIZE: The minimum depth alongside the wharf is 10.7 m. and the 
mooring dolphins and ship loading facilities were designed to accom- 
modate specialised ships with an overall length of 210 m. No difficulty 
envisaged in working ships having an overall length up to 243.8 m. 
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HEALTH: The local medical practitioner boards vessels after berthing 
and acts for the Commonwealth Department of Health. Immigration’ 
Customs Officers travel by road from Hobart and board after Pratique 
has been granted. Quarantine Authorities must be informed of suspected 
disease or fever at least 18 hours before arrival. Also see “Melbourne”. 
RADIO: Hobart Radio, call sign VIH. Hours of duty EST (add 1 hour for 
Summer Time). Monday-Saturday inclusive 0730 — 1730 hrs. Sunday, 
0800 — 1600 hrs. 

TUGS: 1 tug is stationed at Spring Bay. When a ship is due a second 
tug is despatched from Hobart and remains in the port area throughout 
the vessel's stay. One of the tugs is used to embark and disembark the 
Pilot as well as assisting in berthing and unberthing. Should tugs be 
required to stand-by during loading operations an additional charge will 
be made in respect of crews’ wages etc. It is customary to use the tug's 
lines, for which an additional charge is made. 

MEDICAL: A local doctor is available and well equipped health clinics 
are situated at Triabunna (3 miles) and Orford (7 miles). 

DENSITY: 1025. 

FRESH WATER: Limited supplies are available from wood chip factory. 
FUEL: None laid on to the wharf. In an emergency limited supplies could 
be provided by road tankers from Hobart. 

FIRE PRECAUTIONS: No special fire precautions other than non- 
smoking or lighting of fires or use of naked lights. 

CONSULS: None, nearest at Hobart. 

REPAIRS: No facilities available for major repairs, but the wood chip 
factory may be able to assist in minor repairs. Local Hobart firms 
available. 

GANGWAY/DECK WATCHMAN: None available. 
OPENING/CLOSING HATCHES: Hatches opened by the ship's crew. 
CERTIFICATES: Register, Load Line Certificate, Derat Certificate, Light 
Dues, Articles of Agreement, Clearance from previous Port. 
CUSTOMS ALLOWANCES: See “Melbourne”. 

REPATRIATION: Facilities available through Hobart. 

AIRPORT: Hobart Airport is situated 49 miles from Spring Bay Wharf. 
Frequent services operate to the mainland and New Zealand from where 
services operate world wide. 

TIME: See “General” before first port. 

HOLIDAYS: See “Hobart”. Ships may be loaded on days which are 
regarded as holidays in Hobart. 

POLICE/AMBULANCE/FIRE: Police, 573116; Ambulance, 573129; 
Fire, 573187. 

TELEPHONES: A telephone is connected to all vessels on arrival. 
IDENTIFICATION CARDS: See “Melbourne”. 

AUTHORITY: Marine Board of Hobart, G.P.O.Box 202B, Hobart 7001. 
Tel: (002) 351000. FAX: (002) 310693, Port Tower (002) 346116. 
Contact: Captain J.B.N. Hodgson, Harbour Master. 


AGENT: See “Hobart”. 


STANLEY, Tasmania: 40.46 S. 145.18 E. (See Plan) 


LOCATION: The Port of Stanley on the Northern coast of Tasmania is 
situated on the Southern side of Circular Head. (Lat. 40° 46’ S., Long. 
146° 18’ E). It is protected by the Breakwater Pier. The ore loading 
facility owned by Savage River Mining Co. (Port Latta) lies about 
5 nautical miles to the S.E. 
PILOTAGE: Pilotage is compulsory. The Pilot boards one nautical mile 
S.E. of the Breakwater. 
RESTRICTIONS: Depth in approaches 9.0 m. at LWOST. The nature 
of the bottom is sand. 
VHF: “Stanley Harbour” on Channels 6, 12 and 16. 
TUGS: 1 x30 ton bollard pull. 
BERTHING: Breakwater Pier: Length 161 m. Depth 8 m. Cargo shed 
55 m.x15 m. 
Roll-on/Roll-off Berth: Length 61 m. Ramp 6.4 m. wide. Depth 8.8 m. to 
5.8 m. at the inner end. One stiff leg jib crane with capacity 17 tonnes. 
FRESH WATER: Available. Rate 18 t.p.h. 
FUEL: Fuel oil and diesel oil available. 
REPAIRS: Minor repairs possible. 
GENERAL: Road and Rail Access: Road access to both berths. Rail 
on Breakwater Pier. 
Tidal Deta: Mean High Water Springs 2.8 m. 
Mean High Water Neaps 2.5 m. 

References: Australia Pilot Vol. Il. Charts: AUS.353, AUS.798. List of 
Lights NP Vol. “K”. Australian National Tide Tables AHP 11. 
Imports: Wheat, explosives, bentonite, ammonium nitrate. 
Exports: Timber, agricultural products. 
AUTHORITY: Marine Board of Circular Head, P.O.Box 61, Stanley, 
Tasmania 7351. Tel: (004) 581271. FAX: (004) 581442. Contact: H.G 
Wilkens, Manager. 

Marine Board of Hobart, (see Hobart’). 


STRAHAN, Tasmania: 42.10 S. 145.20 E. (See Plan) 


PORT LIMITS: “Port of Strahan” means all waters of Macquarie Harbour 
and all bays and estuaries opening into that harbour, but not beyond an 
imaginary line bearing 000° (True) for a distance of 1.20 km. from Watts 
Hill and thence bearing 090° (True) to the shore line. 

DOCUMENTS: As for all Australian Ports. 

PILOTAGE: Pilotage is compulsory for all vessels exceeding 35 m. in 

length. All Pilots are stationed at Hobart and special arrangements must 

be made in advance if a Pilot is to be provided. Usual minimum notice 

is 24 hours by contacting Marine Board of Hobart by telephone (002) 

351000, or Fax (002) 310693, (002) 346116 (Port Tower). The Wharf 

Officer at Strahan may be contacted on telephone No. 004.71 7291. 

The Pilot Boarding Ground is outside the bar (Chart B.A. 3531 — 

Lat. 42° 12.0’ S., Long. 145° 13.0 E.). The pilot launch is fitted with VHF 

radio (Channels 16, 12, 8 and 6) and the Pilot will advise the ship by 

radio of the time he intends to board. 

ANCHORAGE: There are no safe anchorage positions outside the Port 

of Strahan. The fairway is unprotected from the weather and during 

North-Westerly gales the outside bar breaks heavily making entry 

impossible. 

RESTRICTIONS: 

(i) | Navigation within the port for vessels requiring a Pilot is only during 
daylight hours. 

(ii) The entrance to Macquarie Harbour is 70 m. wide and very strong 
tidal streams can be experienced — up to 6 knots. 

(iii) The tides are unpredictable. In Westerly gales the flood tide can 
run for 20 hours and when the wind backs to the South the ebb 
can run out for 20 hours. 

(iv) A bar having a least depth of 5.5 m. exists outside the entrance, 
however the lead depth in the inner channel is 4.0 m. 

MAX. SIZE: Largest vessel recently — “Pacific Bold", LOA 66.45 m., 

draft 4m. 

HEALTH: Australian Commonwealth Rules apply. The local medical 

practitioner boards vessels after berthing and acts for the 

Commonwealth Department of Health. 

RADIO: See “Hobart”. 

TUGS: None available and not required. 

BERTHING: One wharf — depths varying from 3.7m. to 5.5m. 

alongside. The port is now mainly used by fishing vessels. 

MEDICAL: The nearest hospital and doctor at Queenstown (30 miles). 

FRESH WATER: Limited fresh water available from town water supply. 

FUEL: Bunkers may be obtained by road tanker. 

GANGWAY/DECK WATCHMEN: None available. 

OPENING CLOSING HATCHES: Hatches are opened by ship's crew. 

AIRPORT: A small airport is located 3 miles from Strahan. 

AUTHORITY: Marine Board of Hobart, (see “Hobart”). 


AGENT: See ‘Hobart’. 


SYDNEY, N.S.W.: 33.55 S. 151.12 E. (See Plan) 


PORT LIMITS: Seaward Port Limits: An arc of a circle of 3 nautical 
miles radius, centred on Hornby Light (which is at Lat. 33° 50.1'S., 
Long. 151° 16.8’ E.). 

DOCUMENTS: 2 copies Form M&S11 (List of Crew); 1 copy Form 42A 
(Store list); 1 copy Form 5 (Articles Owned or in Possession of Master, 
Officers or Crew); 3 copies Form C&E886 (Ports of Call); 1 copy Form 
QA3 (Declaration of Animals Carried as Cargo); 1 copy Form QA4 
(Declaration of Ship's Pets); 1 copy Form QA5 (Shipmaster's Bond to 
Cover Ship's Pets); 2 copies Form AQ360 (Health Report). Of the above, 
Form 42A and Form 5 need only be compiled at the first port of call in 
Australia. 

Ship's Agents are required to submit 2 copies of Cargo Manifest, and 
at least 2 sets of Bills of Lading. These are usually received direct from 
the loading port, and so need not be on board. 

Ships carrying dangerous goods must obtain special approval to enter 
port (see “Entry and Departure Restrictions’). 

Shipmaster's Report: October 1988. 
First Port: See “Melbourne”. 
Second Port: 3 Crew Lists. 

2 Ports of Call Lists. 
PILOTAGE: Compulsory for seagoing commercial ships (unless 
specifically exempted). Preliminary arrangements for a Pilot must be 
made through a local Agent accredited by the Port Authority. 

All seagoing commercial ships (including those exempted from 
pilotage) are to report to “Sydney Maritime” on VHF Channel 12 when 
4 hours, and again when 2 hours, from the port. When 5 miles from the 
Port such ships are to report to “Harbour Control” on VHF Channel 13. 
Also see “VTS and VHF”. 

“Harbour Control” will instruct the ship what time to be at the Pilot 
Boarding Ground or, if no Pilot booking has been received, will advise 
the ship to contact the Agent. The Pilot Boarding Ground is at Lat. 
33° 50.1’ S., Long. 151° 21.6’ E., which is 4 miles due East of Hornby 
Light. Ships are not to proceed Westward of the Pilot Boarding Ground 
without specific instruction by ‘Harbour Control” or the pilot vessel. 

The pilot vessel is a 15 m., aluminium, semi-planing vessel, with 
metallic grey hull and yellow-orange topsides; the word “Pilot” is 
Prominently displayed on each side of the deckhouse. The pilot vessel 
Operates from a shore base within the harbour. When proceeding to a 
ship the pilot vessel will call on VHF Channel 13 and, after changing to 
a working frequency, will give Pilot boarding instructions. 

In general, a ship which is about to take Pilot should steer a course 
which puts the sea on the quarter opposite to that on which the pilot 
ladder is rigged. The ship should have about 7 knots headway as the 
pilot vessel comes alongside. 
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The bottom of the pilot ladder is to be 2.5m. to 3m. above the 
waterline. The ladder is to be rigged (if possible) through an opening in 
the bulwarks or guard rails (or through a door in the ship's side). If there 
is no available opening in the bulwarks or guard rails, steps (with 
handrails) shall be securely fastened inside the bulwarks or guard rails, 
leading from the top of the bulwarks or guard rails to the ship's deck. 

On each side of the ladder there is to be a clean handrope of 32 mm. 
(diameter) manila rope. The handropes are to be led through stanchions, 
one metre high, fixed to the ship's bulwarks or guard rails. There are to 
be no knots in the handropes. A tripping line may be used, but is to be 
attached not lower than the bottom spreader (which is to be the fifth 
step from the bottom). 

If the highest point of a pilot ladder would be more than 9 m. above 
the waterline the pilot ladder is to be rigged in combination with an 
accommodation ladder. The accommodation ladder is to be secured so 
as to prevent it swinging away from the ship's side. The pilot ladder, 
and the handropes, are to be secured to the ship's side above the lower 
platform of the accommodation ladder. The Pilot must be able to transfer 
safely and easily from the pilot ladder to the accommodation ladder. The 
accommodation ladder is to be rigged so that a person ascending the 
ladder is moving towards the ship's bow. The lower platform of the 
accommodation ladder is to be horizontal. The lowest point of the 
accommodation ladder is to be 6 m. to 7 m. above the waterline. 

Pilot hoists are not favoured. If a hoist is used in a ship with freeboard 
not exceeding 9m., a conventional ladder (with handropes) must be 
rigged immediately alongside the hoist, so that the Pilot can transfer 
safely and quickly to the ladder if the hoist fails. If a hoist is used in a 
ship with freeboard exceeding 9 m., a combination ladder must be rigged 
immediately alongside the hoist. Note particularly that a Pilot hoist is 
not accepted as an alternative to a combination ladder. 

Master's should note that the Port Authority places great emphasis 
on the safety of its pilots. Delays may occur if boarding arrangements 
are found to be substandard. 

Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait is conducted by licensed pilots of the 
Queensland Coast and Torres Strait Pilot Service. See “Torres Strait" 
for details. 

ANCHORAGES: There is no recommended anchorage off the port, but 
ships frequently anchor close Northward, off the suburb of Manly (see 
Chart Aus. 200). The Port Authority cautions any ship anchoring off the 
port to keep a close anchor watch, because the area is susceptible to 
sudden, unpredicted changes of weather. Within the port there are 
several short-term anchorages (see “Berthing'). Mooring buoys are 
available for ships awaiting orders (see under “Berthing”). 

Restricted Area: There is a Restricted Area off the port bounded by a 
line drawn from North Head in a direction 090° (T) and a line drawn from 
Hornby Light in a direction 130° (T) and the arc of a circle of 3 nautical 
miles radius centred on Hornby Light. The mid-entrance markers, in line 
294° (T), divide the Restricted Area into 2 sectors. The Northern sector 
is “Area A"; only ships which are entering the port may pass through 
“Area A”. The Southern sector is “Area B”; only ships which are leaving 
the port may pass through “Area B”. Anchorage is prohibited within the 
whole of the Restricted Area. The ship is not to be navigated along the 
line of the mid-entrance markers. 

RESTRICTIONS: Entry and Departure Restrictions: Tankers which are 
not gas-free are not permitted to manoeuvre West of Bradley's Head 
during the hours of darkness. 

Arrival at the following berths is restricted to daylight hours: All tanker 
berths, Point Piper Anchorage and Snails Bay Dolphins. Departure from 
the following berths is restricted to daylight hours: all tanker berths, and 
Nos. 1 & 2 Snails Bay Dolphins (by consultation with pilots). 

Arrival at, and departure from, Sydney Cove Passenger Terminal is 
not permitted during peak operating periods for commuter ferries (0730 
— 0930 and 1600 — 1830 Mondays to Fridays). 

Except as indicated above, manoeuvring is generally permitted at any 
time of day. (For tidal restrictions. see ‘“Restrictions-Underkeel 
Clearance”). 

Ships carrying dangerous goods must not enter port unless the ship's 

Agent has obtained from the Port Authority a certificate of “Approval for 
Vessel Carrying Dangerous Goods to Enter Port”). 
Underkeel Clearance, Tidal Restrictions and Minimum Draft: Ships 
underway outward-bound are to maintain a minimum _ underkeel 
clearance equivalent to 10% of ship's draft; for inward-bound ships this 
requirement is increased by 0.2 m. The controlling depth for calculating 
underkeel clearance is the berth depth (see “Berthing” or “Tankers’) 
except at No. 1 Gore Bay (controlling depth 13.7 m.) and No. 2 Gore 
Bay (controlling depth 10.2 m.). 

While alongside, ships are to maintain a minimum underkeel 
clearance of 0.6 m., except at No. 7 Glebe Island and No. 1 Balmain 
where the required clearance is 0.3 m. 

Tankers proceeding to No. 1 Gore Bay with a draft exceeding 10.0 m., 
or length overall exceeding 250 m., or beam exceeding 36.5 m., or 
deadweight exceeding 80,000 tonnes, are to take Pilot 1.5 hours before 
slack water. The absolute maximum permitted draft is 13.7 m., but the 
actual draft is to be such that, in the approach channel of 13.7 m. depth, 
the required underkeel clearance is achieved at 1 hour before slack 
water. Ships using the berth for the first or second time are further 
restricted by 0.7 m. and 0.4 m., respectively. 

At other berths in Gore Bay, and at Snails Bay Dolphin berths, ships 
with a draft exceeding 10.0 m. are to arrive and depart berth at or near 
slack water. 

At the AGL Wharf, Mortlake, ships are to berth at slack water. 

Ships departing Balls Head berths with a draft exceeding 10.0 m. are 
to depart on the flood tide. 

The departure of ships from No. 1 Balmain and No. 7 Glebe Island is 
timed to give the required underkeel clearance at 1.5 hours after time 
of departure. 

In all other cases berthing and unberthing is at any state of tide, 
provided the required underkeel clearance is maintained. 
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The minimum permissable draft for a ship manoeuvring within the port 
is equivalent to the following percentages of the ship's length overall: 

Ships not exceeding 100,000 tonnes deadweight: Forward 2%, 
Aft 3%. 

Ships exceeding 100,000 tonnes deadweight: Forward 3%, Aft 4%. 
MAX. SIZE: In general, the maximum permitted size of ships is governed 
directly by berth length and depth (see “Berthing” and “Tankers”) and 
by depth in approaches. Also see “Bulk Loading Facilities” and 
“Restrictions — Underkeel Clearance”. 

HEALTH: All overseas ships (at First Port of Entry into Australia and at 
any subsequent ports in Australia) are subject to quarantine until 
Pratique is granted, or until the ship is released from quarantine. 
(Treatment of crew members for illnesses other than quarantineable 
diseases is carried out by private practitioners arranged through the 
ship's Agent). Vaccinations are not normally required (see “Medical’’). 

Radio Pratique may be requested by any ship, 12 to 24 hours before 
arrival in port (or upon shorter notice in exceptional cases). The request 
is normally made through the ship's Agent, but a ship's Master can send 
the request direct to the Duty Shipping Quarantine Officer (telex 
AA25310) via Sydney Radio. The request must include answers to the 
following questions: 

A. Name, type and nationality of ship? 

B. Itinerary for last 21 days? (If over 21 days from last port, give name 
of port and date of departure). 

C. Name of first Australian port, and ETA? 

D. Number of crew? 

E. Number of passengers? 

F. Have you had any deaths on the voyage? If so, give details 

G. Have you had any cases of illness during the last 21 days with a 
fever of 38 degrees Celsius or above, and accompanied by: (a) rash, 
jaundice, or glandular swelling; or (b) diarrhoea lasting longer than 
24 hours? 

H. Have you had persons suffering from venereal disease during the 
voyage? 

|. What live fish, birds, reptiles or other animals are you carrying? 
(Ship's pets should be mentioned). 

J. Have you carried livestock on previous voyages in the last six 
months? If so, advise type of livestock, date of voyage, and ports visited. 
Have all stock-carrying compartments been thoroughly cleaned and 
disinfected? 

K. Do you request Radio Pratique, or radio approval to berth? 

Note that if the Radio Pratique request is telexed or telegrammed 
(whether by Master or Agent) it may be in an abbreviated form, such 


Ss: 

“A: Southern Express, container ship, Italian. B: London, Lisbon, Cape 
Town. C: Sydney 151600H. D: 20. E to H: nil. T: one dog. J: nil, K: Radio 
Pratique.” 

It is normally the ship’s Agent who is informed whether or not Radio 
Pratique has been granted. This information is only radioed direct to the 
ship if the Master made application direct. A “Q" flag need not be 
displayed if Radio Pratique has been granted. Such Radio Pratique is 
valid only for the ship's first port of entry. (If the ship's berthing is delayed 
the Radio Pratique will remain valid for the port, provided conditions on 
the ship do not change). After the ship has berthed, a Quarantine Officer 
will board to confirm that there has been no change in circumstances 
since the Radio Pratique message was sent. When satisfied, the 
Quarantine Officer will issue a Pratique Certificate valid for all Australian 
ports. 

If Radio Pratique is not confirmed (or not requested) the “Q” flag (or 
quarantine lights at night) must be displayed. The Quarantine Officer 
(and Customs Officers) will board ship inside Sydney Heads (unless 
radio permission to berth has been granted). The Quarantine Officer will 
examine all persons having illness or infectious disease, as notified by 
the ship’s Master. The Quarantine Officer will also receive the “Primary 
Health Report”. When satisfied, the Quarantine Officer will issue a 
Pratique Certificate for all Australian ports. The “Q” flag may then be 
lowered, and the ship may proceed to her berth. 

Notwithstanding that Pratique for all ports may have been granted, 
the Master will still be responsible for reporting any cases of infectious 
diseases which may subsequently occur while the ship is in Australian 
waters. Such report is to be made by radio if the ship is at sea when 
the case is discovered. 

RADIO: Sydney Radio (call sign “VIS") provides a full range of 
Radiotelegram (RTG), Radiotelephone (RTF), Very High Frequency 
(VHF), and Telex Over Radio (TOR) services. 

VTS/VHF: There is a “Port Operations Centre”, which controls the 
Vessel Traffic Management System of the port. The Centre operates 
continuously. It may be contacted by VHF (see below) or by telephone 
(02) 364 2000, telex AA 27568 MSBOPS, or facsimile (02) 27 7804. 
The Centre operates the following VHF stations: 

Call sign “Sydney Maritime” — calling and working Channel 12. Area 
of coverage from 50 miles North of Newcastle to 50 miles South of Port 
Kembla and 50 miles to seaward (through an interconnected system of 
remote stations). Initial contact with the port should be made through 
this station (see “Pilotage”). “Sydney Maritime” also receives arrival 
messages from ships bound for Newcastle, Botany Bay and Port 
Kembla, and relays these messages to the port concerned. 

Call sign “Harbour Control” — calling and working Channel 13. Area 
of coverage — within 5 miles of the port. This station controls the Vessel 
Traffic Management System (VTS) for the port; broadcasts navigational, 
meteorological, and tidal information at 5 minutes past each hour; and 
allocates channels for ship/tug communication (such channels comprise 
77, 72, 8 and 6, in that order of preference). 

Ships within 5 miles of the port must maintain continuous listening 
watch on Channels 16 and 13 (or Channel 16 alone, if a dual watch is 
not possible). Ships underway within the port must maintain continuous 
listening watch on Channel 13. 

When the ship arrives at 5 miles from the port, “Harbour Control” is 
to be notified (see “Pilotage”); and the ship is to obtain permission from 
“Harbour Control” prior to entering the port. One hour prior to ship's 
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departure “Harbour Control’ is to be notified; and the ship is to obtain 
permission from “Harbour Control” prior to departing the berth. 

Both inwards and outwards ships are required to report (to “Harbour 
Control”) passing each of the following locations (if applicable): Sea 
Buoy, Bradley's Head, Fort Denison, and Longnose Point. During 
daylight hours the ship is to display a numeral pendant indicating to 
which area of the port she is bound; this signal is very important, because 
it gives the ship right-of-way over pleasure vessels). 

Safety, urgency and distress calls should be made on VHF Channel 
16, which is continuously monitored by both “Sydney Radio VIS" and 
“Sydney Maritime”. 

TUGS: There are 7 modern, twin-screw tugs with bollard pulls of 
30 tonnes to 45 tonnes. These tugs are operated by: 

J. Fenwick and Co. Pty. Ltd., P.O.Box 82, Balmain, NSW 2041. 
Tel: (02) 810.0178. Telex: AA25067. Fax: (02) 818 5858. Tug booking 
direct line (02) 810 2361. 

Waratah Towage Pty. Ltd., 37 Pitt St, Sydney, NSW 2000. Tel: (02) 
27 7931. Telex: AA25195. FAX: (02) 251 1937. Tug booking direct line 
(02) 27 7165. 

A fleet of small tugs is operated by: 

Stannard Bros. Launch Services Pty. Ltd., P.O. Box 92, Balmain, NSW 
2041. Tel: (02) 810 0537. FAX: (02) 810 6114. This company also 
provides the port's lines persons. 

Orders for tugs for Saturday and Sunday should be placed by 
1530 hrs. on Friday. Orders for tugs for weekdays should be placed by 
1530 hrs. the previous day. Orders must be placed by the ship's local 
Agent. 

Tugs normally join a ship in the vicinity of Fort Denison. Tugs always 
take a ship's line when they are to tow from their hook, but may use 
their own line when making fast alongside. There is no extra charge for 
using tugs’ lines. 


The general requirement for tugs is: 
LOA under 30 m. None 
LOA 30 m. to under 75 m. 1 small tug 
LOA 75 m. to under 100 m. 2 small tugs or 1 large tug 
LOA 100 m. to under 130 m. 1 large tug and 1 small tug 
LOA 130 m. to under 185 m. 2 large tugs 
LOA 185 m. to under 250 m. 3 large tugs 
LOA 250 m. and over (by consultation with Harbour Master) 
For tankers and bulk carriers exceeding 125 m. LOA the general 
requirement is varied as follows: 


carrying less than 25,000 tonnes cargo 2 large tugs 
carrying 25,000 to under 45,000 tonnes cargo 3 large tugs 
carrying 45,000 to under 80,000 tonnes cargo 4 large tugs 
carrying 80,000 tonnes cargo, and over 5 large tugs 


The general requirement is reduced in the following circumstances: 

One less tug (inwards and outwards) if ship has a bow thruster which: 

(a) was found to be effective when the ship previously called; and 

(b) is currently operational. 

One less tug (outwards) if: 

(a) the ship is berthed “head out’; and 

(b) any berth ahead of the ship is clear; and 

(c) weather is fine. 

If both of the above circumstances apply, the total reduction is one 
only. 

The general requirement is increased in the following circumstances: 

One extra tug if the ship is a car-carrier exceeding 20,000 gross (as 
calculated by the Port Authority). 

For a ship without main propulsion: 

one extra tug if ship does not exceed 20,000 gross; 

two extra tugs if ship does exceed 20,000 gross. 

The requirement at mooring buoys is: 


Inwards Outwards 
LOA under 75 m. None None 
LOA 75 m.to under 185m. 1 largetug 1 large tug 


LOA 185 m. to under 230m. 2 large tugs 1 large tug 
LOA 230 m. and over 2 large tugs 2 large tugs 

Tug assistance is not required at anchorages unless the ship exceeds 
215 m., in which case 2 tugs are required for a deep-draft ship, and one 
for a partly-laden ship. Such tugs stand-by the ship throughout the period 
of anchorage. 

Except at No. 7 Glebe Island, no tugs are necessary for a shift-ship 
not exceeding 30 m. along the berth. One tug is required for a shift-ship 
of more than 30 m. along the berth. A harbour removal to another berth 
necessitates the full number of tugs as determined by the preceeding 
paragraphs. 

Special variations are made to the above requirements for ships which 
have especially good, or poor, handling characteristics, and for large 
ships which are frequent users of the port. All of the above requirements 
may by increased in the event of adverse weather. 


BERTHING: Except as indicated in “Bulk Cargo Facilities” and 
“Specialised Cargo-Handling Facilities” loading and discharging is by 
ship's gear (also see “Cranes”). Except where otherwise indicated the 
quoted depth is the least depth over the entire berth length; in many 
cases a greater depth is available if the ship does not require the full 
berth length. 


Nominal 
Berth Length Depth Function 
(m.) (m.) 
Sydney Cove 
Passenger Terminal 300 10.5 Passengers 


(Note: No. 7 Sydney Cove has been demolished). 


No. 3 Darling Harbour 229 11.1. General/Ro-Ro/Lo-Lo 
No. 4 Darling Harbour 285 11.1. General/Ro-Ro/Lo-Lo 
No. 5 Darling Harbour 340 10.8 PAD/ScanCarriers Facility 
No. 8 Darling Harbour 244 10.2 General/Ro-Ro/Lo-Lo 


(Note: No. 6 and No. 7 Darling Harbour have been permanently 
decommissioned.) 


Nominal 
Berth Length Depth Function 
(m.) (m.) 

No. 9 Darling Harbour 174 10.4 General/Ro-Ro/Lo-Lo 
No. 10 Darling Harbour 178 9.8 General/Ro-Ro/Lo-Lo 
No. 7 Pyrmont 156 9.2 General 
No. 8 Pyrmont 157 10.5 General 
No. 9 Pyrmont 164 10.2 General 
No. 10 Pyrmont 150 10.0 General 
No. 12 Pyrmont 165 9.1 General 
No. 13 Pyrmont 234 9.6 General/Passengers 
No. 16 Pyrmont 58 8.5 General 
No. 19 Pyrmont 144 8.8 (See note after No. 20) 
No. 20 Pyrmont 163 9.6 Lay-up only 


(Note: A greater length than 163 m. can be accommodated at 
No. 20 Pyrmont by extension into No. 19 — when not otherwise in 
use). 


No. 21 Pyrmont 225 9.7 Lay-up berth 

No. 22 Pyrmont 163 8.6 Lay-up berth 

No. 23 Pyrmont 183 9.6 Car-carrier berth 

No. 24 Pyrmont 161 9.2 General 

(Note: No. 25 Pyrmont has been permanently decommissioned). 

C.S.R. Coal Wharf 71 5.2 Coal wharf 

C.S.R. North Wharf 113 7.0 C.S.R. sugar — gypsum 
wharf 

C.S.R. South Wharf 166 9.0 C.S.R. sugar — gypsum 
wharf 


Blackwattle Bay: 


Cement Wharf 95 5.3 Bulk Cement Terminal 

Coal Wharf North 120 3.8 | C & A Cement 

Coal Wharf South 120 3.4 Aggregate 
No. 1 Glebe Island 234 11.7 Patricks Terminal (Lo-Lo) 
No. 2 Glebe Island 234 12.0 Patricks Terminal (Lo-Lo) 
No. 7 Glebe Island 229 11.7 Timber, Cars, Misc. Cargo 

and Lay-up 

No. 8 Glebe Island 120 8.4 ICI Soda Ash Terminal 
No. 1 Balmain 336 11.6 MSB Coal Terminal 
No. 3 White Bay 279 10.5 Cars/General 
No. 4 White Bay 265 11.0 Cars/General 
No. 5 White Bay 203 11.0 | Union Co. Terminal 
No. 6 White Bay 203 11.3 Ro-Ro Ramp 
Balls Head North 130 4.8 C&A lay-up berth 
Balls Head South 150 10.8" C & A Coal Terminal 
‘(The quoted depth is available only over outer 130 m. of berth length). 
Balls Head Coastal 165 5.5 C & A Coal Terminal 
Snails Bay Dolphins: 

No. 1 215 10.6 Lay-up 

No. 2 215 10.1 Lay-up 

No. 3 215 10.2 Lay-up 

No. 4 215 11.0 Lay-up 
Buoy Moorings: 

No. 4 Athol Bight 275 radius 11.9 Lay-up 

No. 5 Athol Bight 187 radius 14.2 Lay-up 

No. 6 Athol Bight 220 radius 11.9 Lay-up 

No. 1 Point Piper 260 radius 13.5 Lay-up 


For tanker berths (see “Tankers’). Road access is available to all 
fixed berths. Rail access is available to the following berths: No. 1 
Balmain; Nos. 3 and 4 White Bay; Nos. 1, 2 and 7 Balmain; Nos. 9, 10, 
12, and 13 Pyrmont. The Royal Australian Navy has extensive fixed 
berthage, buoy berths, and dolphin berths in the port. 

RADAR: There is a limited port radar service covering the approaches 
to the port and the outer harbour area. Ships seeking radar information 
should contact “Harbour Control” (see “VTS/VHF”). 

ae Nos. 9 and 10 Darling Harbour: 1 portal crane 26.4 tonnes 

WL. 

Nos. 1 and 2 Glebe Island: (comprising “Patrick's Terminal”). 2 single 
lift portainer cranes 35.5 tonnes SWL under spreader, 62 tonnes under 
hook. A third portainer crane (single lift, 35.5 tonnes SWL under 
spreader, 80 tonnes under hook). 

No. 4 White Bay: One twin lift portainer crane 45.7 tonnes SWL. (The 
second portainer at White Bay has been permanently removed). 

Nos. 3, 4, 5 Darling Harbour: 3 mobile container-handling cranes (‘‘Coles 
Colossus”), owned by Patrick’s Stevedoring Co. Pty. Ltd. Two of these 
cranes are “4200 Series” and have a tower height of 18 m.; a jib length 
of 27 m.; SWL 26 tonnes at 28 m. radius, 34 tonnes at 9 m. radius. 
The third crane, a “6000 Series” model, has a tower height of 18.7 m.; 
a jib length of 34.5 m.; SWL 29.5 tonnes at 33 m. radius, 45 tonnes at 
12m. radius. 

Navy Dockyard, Garden Island: One fixed crane, SWL 254 tonnes. 
Based at Cockatoo Island Dockyard: One floating crane, SWL 152 
tonnes. 

BULK CARGO FACILITIES: (For berth lengths and depths — see 
“Berthing"). (Ships may berth without hold ballast, because loading units 
are fully retractable). 

CSR North and South Wharves: Bulk raw sugar unloading facility. 
The berth has 2 gantry grab cranes. 

No. 8 Glebe Island: \CI bulk soda ash unloading berth. The berth has 
a mobile gantry with 2 pneumatic suction nozzles. Handling rate 
125 tonnes/p.h. (maximum); 80 tonnes/p.h. (average). Maximum beam 
13.7 m. Maximum length overall 100 m. Maximum draft: unrestricted for 
the size of ship using the berth. (Also see “note” at end of this section). 
No. 1 Balmain: MSB coal loading berth. The berth has 2 electric gantries 
with average total loading rate of 800 tonnes/p.h. (maximum rate 
1,250 tonnes/p.h.) Maximum beam 32.3m. (but larger will be 
Considered). Maximum length overall 245 m. Maximum draft: during 
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loading, maximum draft depends on height of low water (minimum 
underkeel clearance 0.3 m.; berth depth 11.6 m. at datum); topping-off 
is permitted on last flood tide before sailing; final draft is governed by 
requirement to maintain 10% underkeel clearance in the approach 
channel of 12.2m. depth. (Also see “Restrictions” — “Underkeel 
Clearance”. Maximum hatch coaming height 14.9 m. (Also see “note” 
at end of this section). 

Balls Head: C & A coal transhipment terminal. Maximum loading rate 
2,000 tonnes/p.h. Maximum beam 33 m. Maximum length overall 190 m. 
Maximum draft: during loading, the maximum draft depends on height 
of low water (minimum underkeel clearance 0.6 m.; berth depth 10.7 m. 
at datum, over outer 130 m. of berth length); topping-off is permitted on 
the last flood tide before sailing; maximum final draft 12.1 m. (Also see 
“Restrictions” — “Underkeel Clearance”). 

Note: Nos. 7 and 8 Glebe Island and No. 1 Balmain are in close proximity. 
To allow a ship to berth or unberth at No. 1 Balmain it is frequently 
necessary to shift astern a ship at No. 7 Glebe; in the astern position it 
is usually only possible to load the ship's forward hatches. A similar shift 
is sometimes necessary to allow a ship to berth or unberth at No. 8 
Glebe Island. A concession in tonnage rates is allowed when a ship at 
No. 7 Glebe Island is shifted, but full rates are charged for Pilot, tugs 
and linesmen. 

SPECIALISED CARGO HANDLING FACILITIES: Containers: Nos. 1 
and 2 Glebe Island comprise a container terminal (Patrick's Terminal). 
Containers are also handled at Nos. 3, 4 and 5 Darling Harbour, using 
mobile cranes (see “'Cranes"). 

Roll-on/Roll-off: Ships equipped with angled stern ramps are handled at 
Nos. 3, 4, 5, 8, 9 and 10 Darling Harbour. Nos. 5 and 6 White Bay 
comprise a Ro-Ro terminal for the trans-Tasman trade (Union Company 
Terminal); No. 5 Berth is equipped with a shore ramp. 

Car-carrying: Car-carrying ships with side ramps and/or angled stern 
ramps are handled at Nos. 8, 13 and 23 Pyrmont, No. 8 Darling Harbour 
and Nos. 3 and 4 White Bay. 

Liquid Chemicals: Small quantities of liquid chemicals are handled at 
the tanker terminals (see “Tankers”). 

Bulk Oils: Handled at the tanker terminals (see “Tankers”). Vegetable 
and lube oils are occasionally handled at dry cargo berths. 

Liquefied Gas: The ACL Wharf, Mortlake, occasionally handles small 
LPG carriers (see “Tankers"). 

Note: The sister port of Botany Bay has a major facility for the handling 

of liquid chemicals, bulk oils and liquefied gas. 
BRIDGES: The majority of the port's berths lie beyond the Sydney 
Harbour Bridge, which is a single span, steel arch bridge. Maximum 
headway is 53.4m. above chart datum at the centre (prominently 
marked). For 45 m. on either side of the centre there is not less than 
53.0 m. headway. For a further 64 m. on either side there is not less 
than 51.5 m. headway. For a further 73 m. on either side there is not 
less than 49.9 m. headway. When in use, a painting gantry reduces 
these headways by 2.8 m. 

Blackwattle Bay Cement and Coal Wharves lie beyond Glebe Island 
Bridge, which has a swing span opening of 18.7 m. width. The AGL 
Wharf, Mortlake, lies beyond Gladesville Bridge, but its headway is 
ample for the size of ship able to berth at Mortlake. 

STEVEDORES: Patrick's Stevedoring Co. Pty. Ltd., G.P.O.Box 3918, 
Sydney, NSW 2001. Tel: (02) 660 5855. Telex: AA75754. Fax: (02) 660 
2769. 

Conaust (NSW) Pty. Ltd., G.P.O.Box 4084, Sydney, NSW 2001. 
Tel: (02) 552-1600. Telex: AA72061. Fax: (02) 552 1032. 

Patricks Stevedoring operates: 

Patrick's Terminal — a container terminal at Nos. 1 and 2 Glebe Island. 
Equipment includes 2 rail mounted transtainers; 6 rubber-tyred 
transtainers; 2 portainer cranes; and heavy fork-lifts. 

The PAD/ScanCarriers Ro-Ro Facility at No. 5 Darling Harbour. 

General, Ro-Ro, Lo-Lo, and Bulk stevedoring operations at any 
common-user berth in the port, using a fleet of 75 fork-lifts; 3 Coles 
cranes; and ancillary equipment. 

Conaust Stevedoring provides General, Ro-Ro, Lo-Lo, and Bulk 
stevedoring services at any common-user berth in the port, using a fleet 
of 79 fork-lifts, and ancillary equipment. Conaust has a depot at Rozelle 
Bay for packing and unpacking containers, and for bonding and storing 
of containerised cargo and break-bulk cargo. 

Normal hours of work at common-user berths are: 

Mondays to Fridays: 0730-1430 (day shift) (basic rate); 1500-2200 
(twilight shift) (1.5 times basic rate); 2300-0600 (midnight shift) (double 
rate). 

Saturdays: 0730-1130 (double rate), or 0730-1430 (double rate). 
(Saturday worked only if the ship can complete cargo). (Continuous 
working of passenger ships and bulk oil ships is possible, by special 
arrangement). 

Sundays: 0730-1430 (day shift) (2.5 times basic rate); 1500-2200 
(twilight shift) (2.5 times basic rate); 2300-0600 (midnight shift) (double 
rate). 

Labour for Monday to Friday shifts must be ordered not later than the 
morning of the day previous to requirement. Labour for Saturday and 
Sunday shifts must be ordered not later than Friday morning. Firm ETA's 
are consequently very important; the ship’s agent should be advised 
immediately if the ETA changes, so that labour orders can be amended. 

Main commodities handled are: 

imports — containers; motor vehicles; CKD’s; lumber; paper products; 
heavy-lifts; steel; bulk oil and general cargo. 

Exports — containers; steel; coal; grain and other bulk cargoes and 
general cargo. 

The private terminals employ their own labour force of stevedores. 
MEDICAL: Ship's agents can arrange medical attention without prior 
notice, but notice should be given if possible. Full hospital, medical, 
dental and ophthalmic services are available. If the ship has passed 
through a yellow fever zone crew must be inoculated against yellow 
fever. Otherwise, no inoculations or vaccinations are necessary, but they 
can be carried out if required. 
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TANKERS: 
Nominal 
Berth Length Depth Company 
(m.) (m.) 

No. 1 Gore Bay 265 14.0 Shell Co. of Aust. Ltd. 
No. 2 Gore Bay 190 41.1. Shell Co. of Aust. Ltd. 
No. 3 Gore Bay 172 9.4 Shell Co. of Aust. Ltd. 
No. 1 Berrys Bay 162 8.2 BP Aust. Ltd. 
No. 2 Berrys Bay 183 9.4 BP Aust. Ltd. 
Ballast Point 172 9.4 Caltex Oil (Aust.) Pty. Ltd. 
Chowder Bay 172 12.0 Royal Australian Navy 
AGL Mortlake 100 3.8" Australian Gas Light Co. 

*(The quoted depth is available only over the outer 85 m. of berth 


length). 

All berths are located in sheltered areas and are seldom affected by 

wind; no special moorings are required. Shore gangways available No. 1 
Gore Bay only. Each terminal has first-response equipment for oil spills, 
and can readily call upon other terminals’ equipment. The Port Authority 
has an oil spill combat team on continuous duty with an extensive range 
of oil spill combat equipment. Industry and Government have local, 
regional and national contingency plans for oil spill combat. Ship-to-ship 
transfers are seldom undertaken at this port, but floating fenders are 
available. 
Cargo handling: No. 1 Gore Bay: Line diameters 1x102 mm. and 
4x254 mm.; maximum discharging rate 4,000 tonnes/p.h. (with crude 
oil, using 2 hoses); 350 tonnes dirty slops, 6,000 tonnes dirty ballast 
(total for terminal); S.G. 0.645 to 0.98; maximum temperature 
50°Celsius; shore steam is available. 

No. 2 Gore Bay: Line diameters 5x152 mm. and 1203 mm.; 
maximum discharging rate 2,000 tonnes/p.h.; S.G. 0.645 to 0.98; 
maximum temperature 50°Celsius. 

No. 3 Gore Bay: Line diameters 2x 102 mm. and 10x152mm.; 
maximum discharging rate 400 tonnes/p.h.; S.G. 0.845 to 0.98; 
maximum temperature 50°Celsius. 

No. 1 Berrys Bay: Not currently in use. 

No. 2 Berrys Bay: Line diameter 203 mm.; maximum discharging back 
pressure 1,050 kiloPascals; no slop facilities; S.G. 0.98 to 0.99; 
max. temperature 45°Celsius; shore steam available only for fuel oil. 

Ballast Point: Line diameters 102 mm., 203 mm. and 254mm.; 
maximum discharging rate 1,000 tonnes/p.h.; no slop facilities; S.G. 0.84 
to 0.95; maximum temperature 60°Celsius; no shore steam available. 

AGL Mortlake: Line diameter 152 mm.; maximum discharging rate 500 
tonnes/day; no slop facilities; S.G. 0.855; average temperature 
20°Celsius; no shore steam available. 

DENSITY: The relative density throughout the port is 1025. 

FRESH WATER: Fresh water is readily available at all berths. There is 
no restriction on quantity. The water is clean and sweet, and contains 
fluoride. 

At fixed berths, delivery is from the town mains. Delivery rate is 
approximately 30 tonnes p.h. The charge at common user berths (as at 
April 1989) = $0.8 per kilo Itr. Hiring or usage of shore hoses attracts 
a further $0.5 per kilo Itr. 

Charges at private berths are generally the same. At buoy or dolphins 
berths delivery is either by a large or by small tug with barge under tow. 
The charge is approximately $7.50 per kilo Itr. in each case. 

The amount of fresh water supplied per tug or barge varies between 
40 and 140 tonnes, depending upon the transport used. The delivery 
rate varies between 35 tonnes p.h. and 60 tonnes p.h. 

Hiring Rate for tug from Harbour Lighterage = $155 per hour. (Tel: 
660 1922). Hiring Rate for a barge = 675 per day. 

Where possible at least 24 hours’ notice is required for vessels 
requiring fresh water at buoys or anchorage. 

FUEL: Fuel (and a wide range of lubricants) is available from: 

Ampoi Ltd, Locked Bag 1, P.O. Box Ermington, NSW 2115. Tel: (02) 
858 8011, (02) 858 1088. Tix: AA121325. Fax: (02) 858 2914. Grades: 
Marine Bunker Fuel Oil, 10-300 centistokes at 50°C. Light Marine Diesel 
Oil, 2.1-7.4 centistokes at 40°C. Gas Oil or Distillate, 2-5.8 centistokes 
at 40°C. Orders accepted 0700 to 1540 (Mon-Fri). 48 hours’ notice. 

BP Australia Ltd, P.O.Box 14, Miisons Point, NSW 2061. Tel: (02) 
922 9451. Tix: AA20311. Fax: (02) 959 4291. Grades: Interfuel — 
viscosity 38.2 centistokes at 40°C. Light Diesel Oil — viscosity 2.721 at 
40°C. Orders accepted 0700 to 1400 (Mon-Fri). One week's notice. 

Caltex Oil (Australia) Ltd, P.O.Box 3916, Sydney, NSW 2001. Tel: 
(02) 250 5888. Tix: AA120244. Fax: (02) 25 2804. Grades: Marine Fuel 
Oil, 180 centistokes (max.) at 50°C. Marine Diesel Oil, 3.5 centistokes 
at 40°C. Distillate, 3 centistokes at 40°C. Orders accepted 0700 to 1630 
(Mon-Fri). 36 hours’ notice. 

Mobil Oil Australia Ltd., P.O.Box 1592, Sydney, NSW 2001. Tel: (02) 
817 0411. Tix: AA20408. Fax: (02) 816 4563. Grades: Bunker Fuel, 32- 
130 centistokes at 40°C. Diesel Gas Oil, 3 centistokes. Orders accepted 
0730-1600 (Mon-Fri). 48 hours’ notice. 

Shell Co. of Australia Ltd., P.O.Box 63, Parramatta, NSW 2150. Tel: 
(02) 682 8666. Tix: AA177553. Fax: (02) 682 8667, (02) 78 8667. 
Grades: Marine Fuel Oil, 100 to 380 centistokes at 50°C. Light Marine 
Diesel Fuel, 1.8 to 5.8 centistokes at 40°C. Gas Oil (Distillate), 1.8 to 
4.8 centistokes at 40°C. Orders accepted 0800 to 1630 (Mon-Fri). 
48 hours’ notice. 

Delivery by pipeline at tanker berths. Delivery at other berths — heavy 
fuel by bunker barge only (“Amorena’: minimum 150 tonnes, maximum 
per load 1,100 tonnes; “Esar Sydney”: minimum 100 tonnes, maximum 
per load 1,500 tonnes); light fuel and lubricants (bulk or drummed) by 
barge or truck. 

WASTE DISPOSAL: Metropolitan Liquid Waste Disposal: Tel. 412 1388. 

Liquid waste in bulk or drums is accepted at the Lidcombe and/or 
Castlereagh Depots. 

Charges as from 1 April 1989 are as follows: 

Tankers containing bulk liquid waste accepted at Lidcombe Depot 
only $114 per tonne. 

Drum Material non-flammable $170 per tonne. 

Sludge $20 per tonne. 
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FIRE PRECAUTIONS: There are no additional requirements beyond 
those internationally practised. 


CONSULS: The following countries maintain consulates in Sydney: 


Argentina Greece Papua New Guinea 
Austria Honduras Paraguay 
Belgium Hungary Peru 

Brazil Iceland Philippines 
Bulgaria India Poland 
Canada Indonesia Portugal 
Chile Israel Romania 
China Italy Seychelles 
Colombia Japan South Africa 
Costa Rica Korea Spain 

Cuba Lebanon Sri Lanka 
Czechoslovakia Malaysia Sweden 
Denmark Malta Switzerland 
Dominica Mexico Thailand 
Ecuador Morocco Tonga 
Egypt Nepal Trinidad and Tobago 
Fiji Netherlands Turkey 
Finland New Zealand Uruguay 
France Norway U.S.S.R. 
Germany F.R. Pakistan U.S.A. 
Great Britain Panama Yugoslavia 


REPAIRS: Cockatoo Dockyard Pty. Ltd., Cockatoo Island, Sydney 2000. 
Tel: (02) 818 9201. Tix: AA21883. Fax: 818 1289, 818 3763. 

Storey and Keers Pty. Ltd., P.O.Box 93, Balmain 2041. Tel: (02) 810 
0461. Tix: AA20149. 

Groom Bros. Pty. Ltd., 18 Munro St., North Sydney 2060. Tel: (02) 
957 3855. 

Cockatoo Dockyard is experienced in all types of repairs of steam, 
gas turbine and diesel machinery. Cockatoo provides extensive hull 
repair facilities; a machine shop for light, medium and heavy machinery; 
a “NATA" — registered metrology section; an electrical and electronic 
repair division; a hydraulics shop; a clean room (to 5 microns); water/ 
grit blasting of hulls; metal bonding; shafting; general docking repairs 
and painting; slipping facilities for ships up to 400 tonnes. These services 
are available continuously. 

Storey and Keers is experienced in engine, structural and plumbing 
repairs, pipework, painting and cleaning. 

Groom Bros. is experienced in hull and engine repairs, overhauls, 
pipe renewals and steel febrication. 


DRY DOCKS: Sutherland Dock, Cockatoo Island — length 210 m. 
Fitzroy Dock, Cockatoo Island — length 145 m. 
Captain Cook Dock, Garden Island — length 347 m. 
(Captain Cook Dock is a Naval facility, but is available to merchant 
ships). 


SURVEYORS: Private cargo inspectors are available from many 
companies, including: 


Name Telephone Adaress 
Avdall and Bozier (02) 906 1277 121 Alexandra St., Crows Nest 2065 
Capt. Downes and Assoc’s (02) 969 1444 8 Lavoni St., Mosman 2088 
Gibson, Minto and Aiton (02) 810 0501 c/o Patrick's Terminal 

Sommerville Rd., Glebe 2037 

Marine Surveyors to Aust. (02) 929 5967 30 Glen St., Milsons Point 2061. 
Mathias and Assoc’s (02) 871 1026 1 Vickery Ave., Carlingford 2118 
Oil Superintendence Aust. (02) 389 8050 10 Denison St., Bondi Junction 2022 
Pacific Marine Surveyors (02) 94 3437 51 Jackson St., Balgowlah 2093 
J. F. Rahilly and Assoc’s (02) 371 5505 20 Vaucluse Rd., Vaucluse 2030 
Stuart Lye and Assoc’s (02) 94 7243 52 Cutler Rd., Clontarf 2093 
Toplis and Harding (02) 428 1477 46 Burns Bay Rd., Lane Cove 2066 


The following classification societies maintain surveyors at the port: 


Name Telephone Telex Facsimile 
American Bureau of 

Shipping 231 6422 AA27122 221 3775 
Bureau Veritas (02) 419 4977 AA26352 419 5128 
Germanischer Lloyd (02) 957 6150 AA72081 954 4095 
Lloyd's Register (02) 262 1424 AA26164 290 1145 
Nippon Kaiji Kyokai (02) 233 7751 AA71391 223 3051 
Det Norske Veritas (02) 922 1966 AA26447 929 8792 


GANGWAY/DECK WATCHMAN: (Shore) Gangway watchpersons are 
available if the ship is unable to supply a crew member. The stevedoring 
companies are able to supply such a watchperson. The approximate 
cost per 24 hours was (in March 1989) Monday — Friday A$921.75, 
Saturday A$1224.78, Sunday A$1298.49, Public Holidays A$1445.91. 
A Gangway Watchperson is not required for vessels under 3,000 tonnes 
gross. Additional Watchpersons can be provided upon (Agents) request. 


HATCHES: Hatches are normally opened and closed by ships’ crew. 
However, if it is necessary to close hatches during loading in order to 
load containers on deck, the hatches are usually closed by wharf labour. 


CUSTOMS ALLOWANCES: 200 cigarettes (or equivalent in tobacco 
products), and 1 litre of alcohol (opened) per crew member. 


CARGO GEAR: Except as indicated under “Bulk Cargo Facilities” and 
“Specialised Cargo Handling Facilities” loading and discharging is by 
ship's gear. (also see “Cranes’). 

Lighters, of 100 to 400 tonnes capacity, are available from: 

Harbour Lighterage Pty. Ltd., Oxley St., Glebe, NSW 2037. Tel: (02) 
660 1922. 

Stannard Bros. Launch Services Pty. Ltd., P.O Box 92, Balmain, NSW 
2041. Tel: (02) 810 0537. Telex: AA20194. Fax: (02) 810 6114. 
REPATRIATION: Full facilities are available for effecting crew changes 
and arranging any necessary repatriation. 


AIRPORT: Sydney (Kingsford-Smith) Airport is 9 km. from the city 
centre. There are frequent flights to and from many national and 
international destinations, served by: Air India, Air New Zealand, Air 
Niugini, Alitalia, Ansett Airlines of Australia, Australian Airlines, British 
Airways, Cathay Pacific Airways Ltd., Continental Airlines, Garuda 
Indonesian Airlines, Japan Air Lines, KLM Royal Dutch Airlines, 
Lufthansa, Malaysia Airline System (MAS), Philippines Air Lines, Qantas 
Airways, Singapore Airlines, South African Airways, TWA Trans World 
Airlines, Thai International, United Airlines, UTA French Airlines and 
Yugoslav Airlines (JAT). 

TIME: See “General” before first port. 

HOLIDAYS: (Throughout New South Wales): January 1st*, (New Year's 
Day) January 26th*, (Australia Day); Good Friday and Easter Monday**; 
April 25th* (ANZAC Day); second Monday in June (Queen of Australia's 
Official Birthday); first Monday in August (Bank Holiday); first Monday 
in October (Labour Day); 25th December* (Christmas Day); 26th 
December" (Boxing Day). 

“When any of these dates is a Sunday the next day (Monday) is a 
holiday. When 26th December is on a Monday the next day (Tuesday) 
is a holiday. 

**Easter Day (the Sunday between Good Friday and Easter Monday) 
is generally the first Sunday after the first full moon after 21st March. 
POL!ICE/AMBULANCE/FIRE: There are numerous stations around and 
adjacent to the port. The telephone number for all emergency services 
is 000 (tell the operator which service is required). 

Both “Sydney Maritime” and “Harbour Control” (See “VTS/VHF”) 
have direct lines to the emergency services. The Port Authority has an 
a service tug, with fire-fighting capability, on continuous 
standby. The Water Police service has patrol launches on continuous 
duty, and can summon helicopter assistance at short notice. 
EMERGENCY CO-ORDINATION CENTRE: In the event of an 
emergency within the port appropriate contingency plans will be 
implemented by the port's Duty Harbour Master (for Marine 
emergencies) or the Police (for shore emergencies). 

For marine emergencies beyond the port area the central authority 
(for the whole of Australia) is: Federal Sea Safety and Surveillance 
Centre, Canberra: 

Tel: Reports and Enquiries (062) 47 6666 (toll-free). 

“Ausrep” Enquiries (062) 68 7920. 

Search and Rescue (062) 47 5244. 

Telex: AA62349. 

Fax: (062) 57 2036. 

TELEPHONES: Telephones can be placed on board (by prior 
arrangement through ship's Agent) at all fixed berths owned by the Port 
Authority; at Snails Bay Dolphin Berths; and at most private berths. 
Telephones are not available at buoy berths, but VHF link calls can be 
freely made (even at fixed berths) by calling Sydney Radio on Channel 
26 or Channel 23 (but check channel free before calling). 


SERVICES: Sullage, garbage, and bilge slops disposal services are 
available. Shore Power (240V/15A/50Hz and 415V/30A/50Hz or 415V/ 
60A/50HZ2) is available at many fixed berths. Extension of certificates is 
possible. Many other services are available, including: compass 
adjusting; radio and radar repairs; charts and nautical publications; 
sounding and course recorder paper; Notices to Mariners (Australian, 
New Zealand, British, USA and Indian); and safety equipment. 


BANKS: Almost 100 banks have branches or representative offices in 
the port, including the following (all addresses suffixed “Sydney NSW 
2000") 

Australia & New Zealand Banking Group Ltd., 20 Martin Place, Tel: 
(02) 227 1911. Telex: AA29800. 

Australian Bank Ltd., 17 O'Connell St., Tel: (02) 264 8000. Telex: 
AA72253. 

BNP Banking Group (Banque Nationale de Paris), 12 Castlereagh St., 
Tel: (02) 232 8733. Telex: AA20132. 

Bank of America, 167 Macquarie St., Tel: (02) 221 1588. Telex: 
AA25041. 

Bank of New Zealand, 333 George St., Tel: (02) 290 6666. Telex: 
AA23240. 

Barclays International Australia Ltd., 25 Bligh St., Tel: (02) 233 6622. 
Telex: AA71237. 

Commonwealth Bank, Cnr. Pitt St. and Martin Pl., Tel: (02) 238 3155. 
Telex: AA120345. 

First National Bank of Boston, Qantas International Centre. Tel: (02) 
241 1466. Telex: AA27087. 

First National Bank of Chicago, 50 Bridge St., Tel: (02) 233 2875. 
Telex: AA23189. 

Hong Kong Bank Group, 14 Martin Place, Tel: (02) 225 1888. Telex: 
AA24866. 

Lloyd's Bank International Ltd., 35 Pitt St., Tel: (02) 239 5555. Telex: 
AA26115. 

Midland International (Australia) Ltd., Cnr King and Clarence Streets, 
Tel: (02) 290 8800. Telex: AA24197. 

National Australia Bank Ltd., 313 George St., Tel: (02) 239 0399. 
Telex: AA20300. 

National Westminster Bank Ltd., MLC Centre, Tel: (02) 232 8744. 
Telex: AA24491. 

Nordic Bank pic, AMP Centre, Tel: (02) 232 6866. Telex: AA26425. 

Overseas Chinese Banking Corp. Ltd., 17 Bridge St., Tel: (02) 235 
2022. Telex: AA74295. 

Overseas Union Bank Ltd., 23 Hunter St., Tel: (02) 233 4211. Telex: 
AA75872 

State Bank of New South Wales, 55 Elizabeth St., Tel: (02) 226 8000. 
Telex: AA74239. 

Svenska Handelsbanken, 50 Bridge St., Tel: (02) 223 1866. Telex: 
AA72841. 

Swiss Bank Corp, Australia Sq., Tel: (02) 251 1833. Telex: AA122270. 
Pi a Banking Corp., 60 Martin PI., Tel: (02) 226 3311. Telex: 

891. 
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STORING: See “Prelims”. 

Ships can be stored by truck at all fixed berths, and by barge at all 
berths. 

Dry cargo ships can take stores while the ship is working cargo; trucks 
and barges are permitted alongside. Tankers can also take stores while 
the ship is working cargo; barges are permitted alongside, but trucks 
are stopped at least 30 m. from the ship. 

Fork-lift trucks are available only at dry cargo berths. Stores are 
normally loaded by ship's crew, but shore labour is available if required. 

An “Application to Take on Board Ship's Stores” (Form 43) must be 

lodged with Customs by the ship's Agent. Once approval has been given 
by Customs, the Agent lodges an “Entry for Exportation of Customable 
and Excisable Goods” (Form B958) to allow goods to be delivered from 
bond. 
SHIP SUPPLY SERVICE: Supply by Water Transport: Supply craft, if 
available, will be provided by Stannard Bros or Harbour Lighterage if a 
vessel requests ship stores to be delivered at an anchorage or buoy 
mooring within the Port. 

Should a vessel, which has been anchored off the Port for a protracted 
period, require stores replenishment in quantity, the normal procedure 
would be to enter the port, and anchor “on the bank” to enable stores 
to be loaded relatively quickly and in quantity. 

Should a vessel anchored off the port require delivery of individual 
(limited) packages of stores, then this could be supplied, subject to 
weather and sea condiitons. 

Supply by Helicopter Services: 
A. Commercial: 

The following helicopter companies will provide stores transportation 

services if requested. 
(a) Heli-Aust Bankstown 

24 hour service 

Tel: 707 4236. Fax: 708 9061. 
(b) Heli-flite 

24 hour service 

Tel: 680 1511. Fax: 899 1315. 

The following helicopter services (Non-Commercial) are available in 
cases of emergency, i.e. evacuation of a sick/injured crew member(s) 
or delivery of essential medical supplied, or similar cases of an 
emergency nature. 

B. Non-Commercial: 
(a) Services — Westpac 

Tel: (02) 311 3499 or 

Tel: 311 3122 (emergency only) 
(b) Care-flite 

24 hour emergency service 

Tel: 633 6111. 
SHORE LEAVE: There are normally no restrictions on crew members’ 
shore leave. Crew members are not required to carry identification 
documents while ashore (see “Identification Cards”). 
IDENTIFICATION CARDS: Under Section 23 of the Migration Act 1958/ 
64, Masters of ships entering Australia from overseas are required to 
have in their possession an identity card (in an approved form) for each 
member of the crew (other than for crew members exempted as below). 
This provision is included in the Act to ensure that positive identification 
is available to Customs officers if a crew member deserts the ship. Cards 
can be prepared after arrival of the ship, but shore leave will be delayed 
until this has been completed (a photograph is required). 

The following persons are not required to possess identification cards: 
citizens of Australia; citizens of New Zealand; Masters of all ships. 

Citizens of the following countries need not complete identification 
cards, provided they possess a relevant Seaman's Identity Book or 
Discharge Book: Canada, Denmark, Fiji, Ghana, Hong Kong, India 
Israel, Italy, Japan, Malaysia, Norway, South Africa, South Korea, 
Pakistan, and United Kingdom. 

All of the above documents must remain in the Master's custody at 
all times, and must be produced upon demand by Customs Officers. 
REGULATIONS: There are regulations concerning oil, noise and smoke 
pollution; carriage and handling of dangerous goods; and safety. In the 
event of an alleged breach of such regulations the ship’s Master may 
authorise the Agent (if agreeable) to accept any subsequent summons 
to appear in court on behalf of the Master; this avoids delaying the sailing 
of the ship. 
DEVELOPMENTS: 
decommissioned. 
Sydney Cove: No. 7 has been demolished. 

Walsh Bay: All berths have been permanently decommissioned and are 
to be redeveloped for non-port purposes. 

Darling Harbour: No. 7 Darling Harbour has been decommissioned; 
No. 26 has been permanently decommissioned; all berths Southward of 
No. 26 have been demolished, and the area has been redeveloped for 
non-port purposes. 

Pyrmont: No. 25 has been permanently decommissioned, and is being 
redeveloped for non-port purposes. 


SHIPMASTER’S REPORT: December 1982. 

Bulk Loading Facilities: The coal Berth at Sydney is No. 1 Balmain at 
the head of White Bay above Sydney Bridge. The berth was upgraded 
a year ago but is not ideal for Panamax vessels, mainly due to location 
and draft problems. 

The coal comes to the dock by train and is transferred onto the loading 
belt. There are 2 loading heads and together can load at 20,000 tons a 
day. Air draft not known but is in excess of 15 m., which allows this 
vessel to berth with hold ballast out. Vessels berth head in, starboard 
side to so loaders can reach all hatches. 

The amount a vessel can load is governed by the tide. Once a vessel 
is declared for a tide and loading is resumed she is committed to sail 
on that tide. 

Tugs: 4 tugs required for sailing, these are certainly necessary as vessel 
has to come stern first down the dock before being able to swing off 
Peacock Point. 


Woolloomooloo: All berths have been 
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Draft Restrictions: The shallowest channel patch is off Miller's Point, 
approximately 45 minutes after unberthing. 
Depth of Water at Load Berth: — 11.6 m. 

Vessels must keep 0.3 m. below the keel at all times. This means that 
vessels can load at the berth to 11.3 m. plus prevailing low tide. 

Depth of water in Channel — 12.2 m. 

Vessels must have 10% of draft below the keel on sailing. For vessels 
loading in excess of 11.3 m. draft the prevailing tide will have to be taken 
into consideration for both loading at the berth and sailing. Vessels 
completing on a tide must ensure that once past LW they sail on that 
tide. 

For guidance only | have set out below a list showing berth and 
channel drafts against the prevailing tide. Please ensure that the 
Berthing Master gives his approval of the draft prior to vessel advising 
other Parties. 


Max. Berth Channel Max. Depart. 10% under 
Tide Draft Depth Draft Keel 
(m.) (m.) (m.) (m.) (m.) 
1.0 12.3 13.2 12.00 1.20 
11 12.4 13.3 12.09 1.21 
1.2 12.5 13.4 12.18 1.22 
1.3 12.6 13:5 12.27 1.23 
1.4 12.7 13.6 12.36 1.24 
AS 12.8 13.7 12.45 1.25 
1.6 12.9 13.8 12.54 1.26 
hey, 13.0 13.9 12.64 1.26 
1.8 13.1 14.0 12.73 1.27 
1.9 13.2 14.1 12.82 1.28 
2.0 13.3 14.2 12.91 1.29 


AUTHORITY: The Maritime Services Board of New South Wales, 
Sydney Ports Authority. Postal address: P.O.Box 32, Sydney, N.S.W. 
2001. Office address: 14th Floor, M.S.B. Tower, 207 Kent Street, Sydney 
2000. Tel: (02) 364 2111. Telex: 72046 Msbspt. FAX: (02) 27 7892. 
Contact: Captain J. Briggs, Harbour Master, Sydney Ports Authority. 
(See also under “VTS/VHF”’ for details of Port Operations Centre 
numbers). 


AGENT: Head Office: Patrick Agencies, P.O.Box 3918, Level 11, 
Westpac Plaza, 60 Margaret Street, Sydney, N.S.W. 2000. Tel: (02) 
233-6722. Telex: AA. 20618. FAX: (02) 251-1158. Seagram Code: 
2SRIKPAT. 


TALISMAN MARINE TERMINAL, W.A.: 19.30 S. 116.56 E. 
(See Plan) 


LOCATION: The Talisman Marine Terminal is located about 120 km. 
North of Karratha, off the West Australian Coast. 

Position of FPTP buoy: Latitude 19° 39’ 47.72" S. 
Longitude 116° 56’ 21.19" E. 
British Admiralty No. 1055. 
Australian Charts No. 326, 327 and 741. 
Terminal Limits: The area within a radius of 2,000 m. from the FPTP 
buoy is a prohibited area and must not be entered without a Terminal 
Mooring Master on board. 
PILOTAGE: The Mooring Master will board incoming tankers in the 
Anchorage Area or another agreed location. 

Also see “Mooring”. 
MINIMUM STANDARDS OF ACCEPTANCE: 
Size: Vessels calling at the Terminal should not be more than 100,000 
metric tons Summer deadweight with a maximum allowable distance 
from the bow to the midship manifold of 112 m. 
Vessel Loading: Vessels loading at the Terminal must comply with the 
latest SOLAS and MARPOL conventions and protocols. Vessels found 
to be deficient or substandard in safety requirements will not be 
permitted to moor and load. 
Deballasting: Vessels must arrive at the Terminal with clean ballast. 
Vessels should be able to deballast concurrently with loading. Vessels 
unable to do so will be allowed 6 hours to complete this operation. 
Prolonged deballasting will necessitate either removal from the berth or 
the commencement of loading. The Terminal is not responsible for any 
free water or deadfreight. 
Inert Gas System: All vessels must be equipped with an Inert Gas 
System conforming to SOLAS regulations. This must be operable 
throughout the vessel's operation at the Terminal. Tanks are to be 
monitored by the vessel's crew to ensure the correct atmosphere is 
maintained. Vessel’s crew must co-operate to provide access for the 
Terminal operator to test tank atmospheres upon request. 

The Terminal reserves the right to check the condition of tanks on 
arrival and throughout the operation. In the event of prolonged failure 
of the Inert Gas System or when tank atmospheres depart from industry 
accepted limits, the vessel wil be removed from the berth. 

Mooring Equipment: Vessels calling at the Terminal are to be equipped 
with the correct mooring equipment for their size, as specified in the 
OCIMF “Standard of Equipment Employed in the Mooring of Ships at a 
Single Point Mooring”. The minimum acceptable dimensions of the 
centre bow fairlead are 600 mm. wide x 450 mm., set low in the bulwark 
as per OCIMF guidelines. 

Hose Connecting Equipment: Vessels are to be equipped with a loading 
manifold in accordance with the OCIMF “Standards for Ships Manifolds”. 
Flanges are to be prepared to accept 12 in. ANSI, 150 Ib RF flanges. 
Derricks and rigging are to be not less than 10 tons SWL, certified. 
Certificate of Deratisation and General Cleanliness: Vessels are to be 
in possession of a valid Certificate of Deratisation or Deratisation 
Exemption and other deinfestation measures as appropriate. Should a 
vessel be infested with rats, vermin or insects which could be a threat 
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to the health or well being of terminal personnel, then the vessel will not 
be accepted. 

Loading Rates: The Terminal can load at a maximum rate of 
15,725 b.p.h. through 1 x 12 in. hose. Vessels which cannot accept this 
loading rate will be rejected. 

Air Conditioning: Due to the climatic conditions of the area, vessels 
without a working air conditioning system pose a threat to the safety of 
loading operations. All doors and portholes must be kept closed during 
loading of Talisman crude. Only in exceptional circumstances, and when 
a vessel has demonstrated its ability to comply with all conditions of the 
|.S.G.0.T.T. Safety Check List, will a vessel without air conditioning be 
accepted for loading. 

Crew: Vessel's crew must be qualified to the requirements of the 
International Convention on Standards of Training, Certification and 
Watchkeeping for Seafarers 1978. If any infringement of safety 
regulations or the inability of ship's crew to operate safely and efficiently 
is observed, then the vessel will be removed from the berth. 
Insurance: The vessel owner or bareboat charterer is to be a party to 
TOVALOP and have insurance covering the liabilities under the 
ens tent Convention of Civil Liabilities for Oil Pollution Damage 1969 
(F.C.). 

The cargo to be loaded will be covered by CRISTAL, and/or the 
International Convention on the Establishment of an International Fund 
for Compensation for Oil Pollution Damage 1971 (F.C.) 

Closed Loading: Tankers are expected to conduct operations using a 
closed loading method. The loading of any vessel which is unable to 
comply will be at the discretion of the Mooring Master. 

NAVIGATION AIDS: THE FPTP and FPSO within the Talisman field 
restricted area are equipped with navigation lights displaying the 
following characteristics. 


FPTP: 
Make Orga Type FML 302 EX. 
Colour: Yellow polycarbonate lens. 
Range: 10 miles (approx.). 
Signal: Morse code “U" every 12 seconds. 


peel is provided with sunswitch, battery pack and solar panels. 
FPSO: 


Make: Orga Type FML 301 SA. 

Colour: Yellow glass lens. 

Range: 10 miles (approx.) 

Signal: Morse code “U” every 15 seconds. 


The FPSO is also equipped with a foghorn for use during foggy 
conditions. 

Range: 2 miles. 

Signal: Morse code “U" every 30 seconds. 

ANCHORAGE: For tankers required to anchor, the recommended 
anchorage area is located due North of the Talisman Marine Terminal 
at Latitude 19° 27’ 37.62” S. and Longitude 116° 58’ 21.66" E. 

This position represents the centre of a circle with a radius of 2,000 m., 
depth 80 m. — 85m. Anchoring within the Terminal limits is strictly 
prohibited. 

HEALTH: See “Radio”. 
RADIO/VHF: Initial Message: All incoming tankers must advise the 
Terminal of their best estimated time of arrival at the anchorage area 
on departure from their last port of call and 72 hours, 48 hours and 
24 hours before arrival. 

Time to be used for ETA is local time, which is GMT plus 8 hours 
throughout the year. Any appreciable change of ETA should be advised 
accordingly. 

The first message should also include: 

(a) Name and nationality of tanker and radio call sign. 

(b) Cargo requirements. 

(c) Deballasting time. 

(d) Maximum loading rate. 

(e) Arrival draft, fore and aft. 

(f) Distance in feet from the bow to the tanker's loading manifold. 

(g) Last port of call. 

(h) Confirmation that vessel has clean bill of health. (If there is any 
sickness on board give all available information as to the possible 
type of sickness). 

Additionally, as per the Commonwealth of Australia Quarantine Act 
of 1908, the following Radio Pratique questionnaire must be completed 
24 hours prior to arrival at the Terminal for submission by Terminal 
personnel. 

A. Itinerary for last 21 days. If over 21 days from last port, please 

give name of port and date of departure. 

_ Name of first Australian port and ETA. 

. Number of crew. 

. Number of passengers. 

. Have you had any deaths on the voyage? If so, please give 
details. 

. Have you had any cases of illness during the last 21 days with 

a fever of 38° C or above, and 

a) accompanied by rash, jaundice or glandular swelling, or 

b) accompanied by diarrhoea lasting longer than 24 hours. 

G. Have you had persons suffering from venereal disease during 
the voyage? 

H. What live fish, birds, reptiles or other animals are you carrying? 
Ship's pets should be mentioned. 

|. Have you carried livestock on previous voyages In the last six 
months? If yes, please advise type of livestock, date of voyage 
and ports visited. Have all stock-carrying compartments been 
thoroughly cleaned and disinfected. 
NOTE 1: Masters or Medical Officers who wilfully make a false statement 
in answer to any question render themselves liable to a fine not 
exceeding $5,000 or imprisonment for a period not exceeding 2 years 
NOTE 2: The granting of Pratique to a vessel does not release from 
being subject to quarantine any goods onboard the vessel. Goods 
including passengers and crew baggage, ships store and cargo require 
separate quarantine clearance. 
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VHFIFM Radio Communications: The Terminal maintains a continuous 
watch on Channel 16 and Masters are to establish radio contact when 
they are within range. After initial contact, the Terminal is able to select 
any of the 80 available public VHF channels for use as a working 
channel. 

VHF communications may be the best means of avoiding delay in 
berthing and vessel turnaround time. While in the Terminal area the 
ship's radio will be under the sole control of the Master. The Terminal 
facility radios will be under the sole control of the FPSO Master or his 
designated alternate. 

Masters are reminded that if tankers are requested to anchor to await 
berthing, it is their responsiblity to maintain a CONSTANT listening watch 
on Channel 16 to receive Terminal instructions. 

Any delay due to a failure to maintain a constant listening watch on 
Channel 16 will be for the ship's account and will not be included in 
calculation of the laytime. 

Frequencies for HF/SSB: |n the event that incoming tankers are unable 
to contact the Terminal by any of the above methods, the Terminal also 
maintains a continuous watch on the following HF/SSB frequenices: 


Call Sign: 3FYS2. 
Working: 2000 — 2100 kHz (as agreed) 
Watch: 2182 kHz. 


Perth Radio Station: In the event that incoming tankers are unable to 
contact the Terminal on the foregoing VHF/FM frequencies, or by HF/ 
SSB, Masters should request Perth Radio to relay the necessary 
information to Marathon Petroleum Australia, Ltd. by telex or telephone. 
Perth Radio Telex: 


Call Sign: VIP 
Selcall: 0331. 
Frequencies Perth Tx Perth Rx Operation 
kHz kHz 
VIP 31 4352.5 4173 Continuous 
VIP 33 8707.5 8346.5 Continuous 
VIP 40 13075 12496 Continuous 
VIP 35 17200 16663 2300 — 1500 GMT 
VIP 32 6497 6269 1500 — 2300 GMT 
VIP 36 22564 22195 On Request 
Perth Radio — Radio Telephones: 
Frequencies Perth Tx Perth Rx Operation 
kHz kHz 
404 4366.7 4072.3 On Demand 
415 4400.8 4106.4 Booked Calls 
806 8734.4 8210.5 On Demand 
811 8749.9 8226.0 Booked Calls 
815 8762.3 8238.4 Booked Calls 
1226 13178.3 12407.5 On Demand 
1229 13187.6 12416.8 Booked Calls 
1604 17242.2 16469.3 Booked Calls 
2212 22630.1 22034.1 Booked Calls 


TUGS: A support vessel will assist in mooring tankers. It is under the 
direct control and supervision of the Mooring Master. 

TERMINAL FACILITIES: The Terminal consists of the “Acqua Blu”, a 
tanker of 68,865 Summer deadweight metric tons converted to a floating 
production, storage and offloading facility (FPSO), soft-moored to a 
floating production and transfer platform (FPTP). Production from the 
Talisman No. 1 well, located subsea, flows through a flexible riser to 
the fluid swivel on the FPTP, and then through a flexible jumper to the 
processing equipment on the deck of the FPSO. The FPSO and buoy 
are connected by an 18 in. circumference hawser 50 m. in length. To 
accommodate motion, the hawser is attached to the FPTP turntable, 
allowing the FPSO and any attached export tanker to rotate 360° around 
the FPTP in response to current, wind and wave conditions. Total crude 
oil storage capacity of the FPSO is 325,000 barrels. The maximum 
amount of crude oil available for a single lifting to an export tanker is 
approximately 285,000 barrels. Export tankers will be moored in tandem 
bow to bow and loaded by means of a floating hose from the bow of 
the FPSO to the midship manifold of the tanker. 

BERTHING: Order of Berthing: Vessels will normally berth in the order 
of arrival, but due regard will also be given to nominated date ranges, 
and such other matters as Marathon deems relevant to a fair and 
necessary berthing order. 

Hours of Operation: Conditions permitting, the Terminal will operate 
24 hours a day, 7 days a week. Tankers will only be berthed during 
daylight hours. Unmooring may be carried out at any hour. 

Vessel Anchoring: |\f a tanker cannot be scheduled to berth on arrival 
(e.g. another vessel is in the berth, or the port is closed due to adverse 
weather condition, or for other reasons), the Master will be advised by 
radio and requested to anchor. (See “Anchorage”). 

Notice of Readiness: The Mooring Master will act on behalf of the 
Terminal to sign acknowledgement of each tanker's Notice of Readiness, 
which should be tendered at time of arrival at the anchorage. Due to 
restricted berthing, Notice of Readiness will only be accepted from 
0600 hrs. to 1800 hrs. or on completion of mooring if outside this range. 
Terminal Closed: The Terminal will be closed when weather or other 
conditions make unsafe either berthing or remaining moored to the 
FPSO, and a Notice of Readiness will not be accepted during periods 
when the Terminal is closed. All decisions regarding the opening and 
Closing of the Terminal are at the discretion of the Terminal Operator, 
but if the Terminal is closed the Master will be given written notice of 
the time and duration of the closure. 

The Terminal Operator reserves the right to refuse to berth a specific 
tanker if its condition or facilities are unsafe for berthing or loading, even 
though the berth may be open to other tankers. Various combinations 
of wind, sea and tidal conditions in combination with the size, length, 
ballasted trim and handling qualities of a vessel can affect the decision 
to berth at the Terminal. All these factors have to be evaluated before 
a final berthing decision is made and in the event a vessel is rejected 
for any of the aforesaid reasons the Terminal will supply the vessel and 
Owners/charterers with written reasons for non-acceptance. 
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The decision of the Terminal Operator to permit a vessel to berth shall 

be final. On receipt of such permission, berthing will be at the discretion 
of the Master in agreement with the Mooring Master. 
MOORING: Mooring Operations: The Mooring Master will board 
incoming tankers at either the Anchorage Area or another agreed 
location. He may be accompanied by representatives of the Australian 
Customs Service and the Health Department. The Mooring Master will 
advise the ship's Master on approach to the FPSO, mooring and 
unmooring, connecting and disconnecting hoses, and all other 
operations within the Terminal area including all manoeuvering of the 
tanker. The Master, or one of his qualified deck officers must be on the 
bridge at all times while the tanker is being manoeuvered. 

Tankers due for mooring must have a pilot ladder or hoist securely 
rigged on the starboard side. Vessels with a freeboard of more than 
30 ft. shall have an accommodation ladder rigged so that the lower 
platform is not more than 10 ft. above the water level wih a short pilot 
ladder rigged for access to the platform. Upon the approach of the 
Mooring Master on the support vessel, the tanker will provide a good 
lee on the starboard side. Tankers shall also have the starboard derrick 
rigged and manned, ready for use. 

The Mooring Master and any assistant(s) who will advise the tanker 
crew during mooring and hose connection, will normally board tankers 
from the support vessel which also serves as a standby safety boat 
throughout the loading operation. Immediately following boarding the 
support vessel will proceed to the starboard derrick area of the tanker 
where mooring and hose connection equipment will be lifted onboard. 
Sufficient crew must be available on deck to transfer the mooring 
equipment from the derrick area to the forecastle. 

The following equipment, provided by the vessel, shall be ready for 
use on the forecastle head when the Mooring Master boards: 

(a) One mooring rope 500 ft. in length, polypropylene or other man- 

made fibre, situated forward. 

(b) Two messenger lines, minimum 3.5 in. circumference x 300 ft. 

natural fibre. 

(c) A selection of shackles, wire strops and tools (sledge hammer, 

crowbar, etc.). 
Approach to the FPSO involves manoeuvering at close quarters. It is 
therefore imperative that all measures are taken to ensure that there is 
no loss of power or steering during these manoeuvres. 

Prior to mooring, the support vessel will be situated near the bow of 
the FPSO with 1 x 8in. circumference polypropylene pick-up rope 
150 m. in length secured by a 54 mm. chafe chain to the main mooring, 
which consists of a Samson 2 in 1 braided nylon 6.6 rope, 21 in. in 
circumference and 50 m. in length. 

During the approach of the tanker towards the bow of the FPSO, the 
ship's crew, with the advice of the Mooring Master, will prepare the 
forecastle for the mooring operation. This will include passing the 
messenger rope through the centre-line bow fairlead (or other fairleads 
designated by the Mooring Master), this point lowering the end to sea 
level. The mooring attachment will also be prepared, and will be, in order 
of preference: 

(a) Bow stopper (AKD) 

(b) Bitts 

Vessels which, in the Mooring Master's opinion, do not have a suitable 
method of attaching the mooring will be refused permission to berth. 
Should bitts have to be utilised, or should the towing bracket be located 
at a substantial distance from the fairlead, snotters of 2 in. diameter 
(maximum) wire or 14 in. — 16 in. rope will be required. Supply of this 
equipment is the responsibility of the tanker. 

Upon the close approach of the tankers bow, the support vessel will 
manoeuvre alongside the port shoulder and attach the mooring pick-up 
rope to the ship's messenger line. The tanker will then heave up the 
messenger and pick-up rope, carefully picking up the slack as the tanker 
approaches the bow of the FPSO. 

The pick-up rope should be continually hove in as the tanker nears 
the FPSO bow. The distance between both bows will be continuously 
relayed by radio to the Mooring Master on the bridge from the forecastle. 
When the pick-up wire has been brought inboard through the fairlead, 
it may be necessary to adjust the direction of pull and assist the chain 
through the fairlead. Action required by the tanker’s crew in this respect 
will be advised by the Mooring Master. The support vessel will stand by 
the bow of the tanker to provide any assistance required by the Mooring 
Master. 

When the chain is inboard, depending upon the method of attachment 
available, the connection will be made. 

After the connection to the mooring is made, it may be necessary to 

run the engines astern to ensure the tanker does not come in contact 
with the FPSO. The Mooring Master will then advise “Finished with 
Engines’, but at no time during the tankers stay at the Terminal shall 
the engines be immobilised. 
BALLAST: As there are no ballast or slop reception facilities at the 
Terminal, all vessels must arrive with clean ballast suitable for 
discharging directly to sea in accordance with the standards set by the 
International Conventions. Vessels arriving with ballast unsuitable for 
discharge to sea will be rejected for loading. Any tanker rejected because 
of contaminated ballast or sea pollution will automatically invalidate her 
Notice of Readiness and will lose any priority of loading. Vessels 
discharging contaminated ballast overboard shall be subject to the anti- 
pollution laws of Australia. Penalties for pollution are severe. 

Vessels arriving at the Terminal should have sufficient ballast to 
ensure safe handling and manoeuverability in the prevailing weather 
and sea conditions and in accordance with good seamanship practice. 

Vessels should have the ability to deballast concurrent with loading 
operations with 2-valve separation maintained. Permanent ballast 
should not be discharged before the vessel has loaded at least the 
equivalent amount of cargo. 

The Mooring Master or his assistant will witness the tank inspection 
prior to loading, but will not sign certificates attesting to the emptiness, 
cleanliness or suitability of tanks for loading. The ullaging of the slop 
tank and determination of oil content will also be witnessed. 
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LOADING: Hose Connection: Upon completion of the mooring 
operation, the loading hose will be connected to the tanker starboard 
manifold which must have been prepared to accept a 12 in. ANSI 150 Ib. 
RF flange prior to berthing. The hose connection will be made by the 
ship's crew who must be under the supervision of a responsible deck 
officer. The Mooring Master or his assistant will advise on the correct 
procedures to be adopted. 

Depending on the freeboard of the tanker, the weight of the hose to 
be lifted could approach 10 tons, and all tankers calling at the Terminal 
must have their starboard derrick rigged to lift at least this amount. 

A support vessel will tow the tanker end of the hose to a position 
below the manifold area and connect the ship's cargo runner to the hose 
pick-up chain. The hose will then be lifted to a position above the main 
deck so that the hang-off chain can be made fast to the hose bitts in 
such a way that the hose flange will closely align with the required 
manifold flange. The hose end will then be lowered to the deck for the 
blind flange to be removed. The hose flange will be connected to the 
manifold by a Camlock coupling. 

When the hose is connected, the hose length between the manifold 
and rail will remain supported on 2 slings by the ship's derrick. This is 
to ensure that there is no undue strain on any part. 

Talisman Crude Oil Specifications: Talisman crude oil is expected to 
have properties within the range outlined in the following table: 

Gravity at 60° F 36° — 40° API. 

Salt Content Nil — 0.01 % WT. 


B.S. & W. Nil — 0.25 % Vol. 
Sulphur 0.01 — 0.06 % WT. 
Pour Point Max. 80° F. 
Viscosity 2.2 — 3.0 CST. 


Reid Vapour Pressure 3-12 PSI. 

Loading Operation: When the officer-in-charge on board the tanker has 
declared the vessel ready to load, with all necessary valves open, the 
hose-end butterfly valve will be opened and the Mooring Master will 
instruct the Terminal to commence loading at a slow rate. The rate will 
not be increased until the tanker has confirmed that the hose connection 
is tight, that cargo is being received in the selected tanks and that no 
leakage is taking place through the sea valves. Thereafter, the loading 
rate will be increased to a maximum of 15,725 b.p.h. 

Throughout the loading, a responsible deck officer shall be in charge 
of operations, either on deck, or in the cargo control room. In addition, 
an efficient deck watch, in constant contact with the cargo control room, 
must be maintained at all times. 

Additionally, one man must be stationed on the forecastle at all times 
to observe and report on the mooring condition, i.e. the state of the 
mooring and the distance and direction of the tanker to FPSO. 

Loading rates can be reduced on request at any time. Except in an 
emergency, 10 minutes’ notice should be given to the Terminal when 
rate reduction is required. Valves must not be closed against the oil 
flow without permission from the Terminal. Part or full closure of valves 
during loading is extremely dangerous and can cause extensive 
damage to equipment. The Master will be held liable for any damage 
arising from such malpractice. 

if, for any reason, radio communication between the tanker and the 
Terminal is lost, the Terminal will stop loading until communication is 
re-established. In the absence of radio contact, oil flow can also be 
stopped by sounding the Emergency Flow Stop Signal, consisting of 
continuous long blasts on the ship's whistle. : 

The volume of oil loaded is accurately available at all times from the 
Terminal, and periodic comparisons should be made between tanker 
and Terminal. The question of vessel or Terminal responsibility to stop 
cargo on loading the required quantity will be discussed and agreed 
before loading commences. 

Any request for the Terminal to stop the flow of cargo at a 

predetermined quantity must be in writing. The request must include the 
statement by the ship's Master that the Terminal operator will not be 
held responsible for any error, and that in the case of the vessel being 
overloaded, the excess cargo cannot be pumped back to the FPSO. 
The ship's Master will also be held responsible for any spills caused by 
this request. 
Hose Disconnection: On completion of loading, and when the tanker is 
informed by the FPSO control that all flow has ceased, the hose-end 
butterfly valve will be closed first, followed by the ship's manifold valve. 
The hose will then be disconnected from the manifold (sufficient drip 
trays must be available to contain any oil remaining in the spool pieces 
and reducer) and the blind flange will be replaced on the hose. The 
weight of the hose will be taken on the derrick and pick-up chain to allow 
the hang-off chain to be released from the hose bitts and reconnected 
to the eye on the hose flange collar. The hose will then be lowered to 
the water where the support vessel will be in attendance to remove the 
cargo hook and tow the hose clear. 


UNMOORING: Departure Procedures: Immediately after the loading 
hose is disconnected and transferred to the custody of the support craft, 
unmooring of the vessel will commence. On advice from the Mooring 
Master, the mooring hawser will be pulled in by the tanker and the snotter 
and attachments disconnected. In some cases it may be necessary to 
steam the vessel ahead to relieve the weight on the mooring. As soon 
as the mooring is released, the engines will be ordered astern and the 
vessel will back away from the FPSO. During the move astern, the 
mooring hawser will be lowered into the water by the pick-up rope. 

When the vessel is safely clear from the FPSO, the Terminal mooring 
equipment will be taken from the forecastle to the starboard derrick to 
be transferred to the support craft, together with the hose connecting 
equipment. 

Any remaining cargo calculations and paperwork will be completed 
before the vessel sails. When such paperwork has been completed, the 
vessel will make a good lee on the port side to disembark Terminal 
personnel. Upon disembarkation of all such personnel, the vessel is 
clear to proceed to sea. 
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Cargo Documentation and Inspection: Documents such as the Bill of 
Lading, Quality Certificate, Quantity Certificate, Time Loading Report, 
Certificate of Origin, Cargo Manifest and Master's Receipt for 
Documents/Samples etc., will be prepared at the Terminal. When the 
tanker has been loaded, the documents will be completed and taken 
onboard the tanker for the Master's signature. Signing of these 
documents by the Master will take place at the same time final departure 
clearance formalities are being carried out. 

Immediately upon completion of loading, the official Bill of Lading 
quantity will be relayed to the Mooring Master by radio. In the event of 
a dispute, the vessel will be requested to recheck the measurement and 
calculations of the quantity, but the Mooring Master will not witness such 
measurement and calculations. After both tanker and FPSO figures have 
been verified, should an appreciable difference still exist, receipt of a 
Letter of Protest will be acknowledged by the Mooring Master. 

Notes of Protest, if any, should be handed to the Mooring Master for 
further delivery to Marathon. Please note that the Mooring Master will 
acknowledge receipt of the Note of Protest only, and is not authorised 
to approve such letters. 

From time to time, owners, charterers, consignees or other interested 
parties may appoint third party oil inspectors to survey the loading 
operation on their behalf. Any delays caused by oil inspectors, shall be 
considered “vessel delays”. 

EMERGENCY CO-ORDINATION: Regional Industry Controller, 
ARegion — Shell Oil, Dampier, W.A. Contact: R. Priestley. 
Tel: Office (091) 831-297, Home (0911) 831-688. 

SAFETY: Safety Requirements: Vessels visiting the Terminal must 
comply with the minimum safety requirements specified in the 
International Safety Guide for Oil Tankers and Terminals (|.S.G.O.T.T.). 

Terminal operations are of a special nature in that vessels must soft- 
moor in tandem to an FPSO which is equipped with a production facility 
and ground flare. As a consequence, Terminal requirements may be 
more stringent than those specified in 1.S.G.0.T.T. These requirements 
will be enforced. 

When the Mooring Master boards the vessel, he will present to the 
Master a safety booklet containing details of the Safety & Fire 
Regulations, Safety Check List and a letter to the Master. After the 
booklet is completely read and understood, and the Safety Check List 
completed, the Regulations will be signed by both the Terminal 
representative and the ship's Master. 

Safety and fire regulations will be strictly adhered to, and Terminal 
representatives will make periodic checks to ensure that they are being 
enforced. If any infringements of these regulations are observed, they 
will be brought to the attention of the Master or his deputy for corrective 
action. If such action is not taken immediately, the Mooring Master will 
take such measures as appear most appropriate to deal with the 
situation and shall advise the Master accordingly. 

WEATHER: Weather, Currents and Tidal Streams: Because the 
Terminal is an open, unsheltered mooring, there may be times when 
mooring operations will be difficult to inadvisable. Under these 
circumstances, the terminal will be closed until conditions improve 
accordingly. 

Currents: The Terminal is just East of the branch of the Western 
Australian Current which flows N.E. along the continental shelf and West 
of the return current flowing along the coast. Currents are quite intense 
for open ocean and a maximum current of 1.4 knots can be expected 
during Spring tides. 

Tides: A maximum tidal range of 4.0 m. can be expected between the 
lowest astronomical tide and highest astronomical tide. 

Winds: During the Australian Winter (June — September), E.S.E. winds 
prevail. Winds of 10 knots or less occur 60% — 80% of the time. Gales 
are rare. 

During Summer, (December — March), prevailing winds will be from 
the S.W. Wind speeds are more variable during the Winter, but speeds 
of 10 knots or less can still be expected 60% — 75% of the time. While 
art are uncommon, hurricane force winds are associated with some 

ummer tropical storms. 
Waves: Except during tropical storms, or during other isolated, severe 
storms, seas are generally mild. Seas of 2.0 m. or less can be expected 
95% of the time. Larger seas are more prevalent during the Winter months 
when swells as high as 4.0 m. can be generated during Easterly gales. 

Predominant swell periods are between 5 seconds and 11 seconds, 
although longer period swells are possible. Most of the swells come from 
the W-S.W., with some shorter period swells from the East and N.W. 
during Winter. 

Tropical Cyclones: During an average season, four or five tropical 
cyclones develop in the S.E. part of the Indian Ocean which is North 
and West of Australia, and one or two of these usually reach hurricane 
strength. While a tropical cyclone can form in any month, December 
through April is the most active period off the N.E. coast of Australia. 
Winds in severe hurricanes have exceeded 130 knots, and seas of 30 ft. 
or more can be expected in open water. 

Relative Humidity: Humidity ranges from 80% — 84% on Summer 
mornings to as low as 60% on Winter afternoons. Annually, the relative 
humidity averages 74%. 

Temperature: Air temperature is relatively constant throughout the year. 
Temperatures are between 67° F. and 88° F. for 99% of the time. 

Fog and Visibility: Visibility is good throughout the year. Although fog 
does occur, at worst it occurs less than 1% of the time in January. Heavy 
showers are the most frequent visibility obstruction. 

Rainfall: Total rainfall is less than 16 in. per year, hence the region is 
classified as dry tropical. Precipitation is mainly from January through 
May or June. Thunderstorms are observed in the area on about 20 days 
each year. 

SERVICES: Fresh water, fuel, stores and other services are available 
at Dampier (130 km. South of the Terminal). 

OPERATOR: Communications with the Talisman Marine Terminal 
should be made via: Marathon Petroleum Australia, Ltd., 239 Adelaide 
Terrace, 7th Floor, Perth, W.A. 6000. Mailing address: P.O. Box 6192 
East Perth W.A. 6004, Attention: Operations Superintendent 
Tel: (09) 325 1988 Telex: 95454. 


THEVENARD, S.A.: 32.09 S. 133.39 E. 


PORT LIMITS: As marked on Chart AUS. 
Thevenard). 

DOCUMENTS: All documents necessary for first entry vessels are as 
for other Australian ports (i.e. Customs, Health, etc.). 

PILOTAGE: Compulsory. Pilots board approximately 2 miles seaward 
of Entrance Beacon (3 miles seaward of No. 1 Light Beacon). Pilot vessel 
“Eyre” 15 m. LOA orange hull and yellow superstructure. “Pilot” in black 
on superstructure. Vessels awaiting Pilot for extended periods should 
anchor approx. 235°— 4 miles from Entrance Beacon. Vessels 
approaching pilot station should take care not to approach the Entrance 
Beacon before Pilot has boarded owing to restricted sea room. 
ANCHORAGES: Outer Anchorage as above. Inner Anchorage for 
vessels awaiting berth available in Murat Bay. This is a safe anchorage 
for several vessels at one time, with good holding ground. Pilotage is 
necessary to Inner Anchorage. 

RESTRICTIONS: Daylight berthing only. Sailing at any time. Sailing 
times depending on tide. Tides may be greatly effected by prevailing 
weather conditions — adverse weather can cause a large depression 
below the predicted height. Channel depth 8.2 m. (27 ft.) LW. There is 
a minimum depth of 5.5 m. (18 ft.) in the swinging area off the berths. 
MAX. SIZE: LOA 180 m., beam dependent on LOA as determined by 
Suez Canal formula, but not more than 28 m.. 

Arrival drafts: As vessels are permitted to discharge clean ballast 
whilst alongside, drafts should be as follows: Fore: 2 m. (min.). Aft: 6 m. 
(max.). 

HEALTH: Radio Pratique available within 24 hours of arrival providing 
sufficient information is supplied. Quarantine/Health Officer will still 
board vessel in order to grant formal Pratique. Vessels arriving direct 
from other Australian Ports have Automatic Pratique, but Health Officer 
will still attend the vessel on arrival. 

RADIO: ETA messages for Agents, Harbour Master, etc. may be routed 
through any Australian coastal radio station, the closest being Adelaide 
Radio (VIA), not less than 24 hours prior to arrival. 

VHF: Channels available: 16, 12, 8, 6 and 67. 

Channel 16 used for general call up, and Channel 6 usually used for 
Port operations. Call Sign: Thevenard Port Control. Hours of operation: 
Monday to Friday 0845 — 1700 hrs. except Public holidays, or by 
arrangement. 

TUGS: One tug of 11.4 tonnes bollard pull (650 h.p.), “Wandana”. 


BERTHING: Berth dimensions: Length 198 m. (650 ft.). Width 30 m. 
(100 ft.). Draft subject to keel clearance of 0.76 m. (2 ft. 6 in.) for vessels 
up to 8.2 m. (27 ft.) draft, and 0.91 m. (3 ft.) for vessels over 8.2 m. 
(27 ft.) draft. One wharf, 2 berths, depth alongside 9.8 m. (32 ft.). Head 
in or head out berthing dependent on prevailing weather conditions at 
time of berthing. 

CRANES: Nil. 


BULK CARGO FACILITIES: Movable gantry and conveyor bulk loading 
plant. Single loading spout for each berth, however loading of only one 
vessel at a time is possible. The plant will be manned on a two shift 
basis for 24 hours, with overtime as necessary for vessels loading 
gypsum or salt, and from 0800 hrs. to 2300 hrs. (two shifts), overtime 
as required. Grain loading possible from 0800 hrs. — 2300 hrs. every 
day of the week. 
Bulk Handling Plant Rates: Wheat 400/450* tonnes per hour. Oats 200 
tonnes per hour. Barley 480 tonnes per hour. Gypsum 900 tones per 
hour. Salt 800 tonnes per hour. 

“Dependent on which silo grain is taken from. 
SPECIALISED CARGO HANDLING FACILITIES: None. 
BRIDGES: None. 
STEVEDORES: Ordering of labour organised through Agents and Grain 
Handling Authority. Loading rates as above. 
MEDICAL: One private medical practice available (2 Doctors). Also one 
dental practice. District hospital located at Ceduna (distance 4 km.). 
Ambulance service also available, with connecting air ambulance 
service for transport to Adelaide, if necessary. Vaccination certificates 
as for all Australian ports. 


DENSITY: Average density 1027 — 1028. 
FRESH WATER: Available at 20 tonnes per hour. 
FUEL: Diesel oil available from permanent bunkering facility. Fuel oil 
available by road tanker providing sufficient notice is given of 
requirements (approximately 10 days). 
FIRE PRECAUTIONS: Usual precautions necessary, having in mind 
danger of grain dust. Local Fire Brigade available. International shore 
connection should be connected. 
CONSULS: None. 
REPAIRS: Minor repairs possible. 
DRY DOCKS: None. 
SURVEYORS: (1) Cargo Surveyors available — will be arranged by 
Agents as required. 

(2) Lloyd’s Surveyor should be organised through principal Agents. 
Lloyd's Agent is at Port Adelaide. 

Other Classification Society Surveyors also available in Australia with 
sufficient notice to Agents. None resident at Thevenard. 
GANGWAY WATCHMEN: All vessels, regardless of nationality, must 
employ shore based Watchman, on shift basis, during any periods the 
vessel is not, or is unlikely to be, loading. Approx. cost $14.24 per hour 
plus overtime penalties. 
HATCHES: Opening and closing by ship's crew. 
CUSTOMS ALLOWANCES: Normal Australian allowances. 
CARGO GEAR: Bulk loading only. 
REPATRIATION: Can be achieved. Arrangements should be made 
through ship's Agent. 
AIRPORT: 7 km. to airport. Kendell Airlines, 6 flights per week. 16 seater 
aircraft. Charter flights can be arranged. 
TIME: See “General” before first port. 


(See Plan) 
1200 (Approaches to 


AUSTRALIA 


HOLIDAYS: New Year's Day; Australia Day (January); Good Friday; 
Easter Monday; Anzac Day (April); Adelaide Cup Day (May); Queen's 
Birthday (June); Labour Day (October); Christmas Day and Proclamation 
Day (December 26th) 

The bulk loading plant operates on all public holidays except 
Good Friday and Christmas Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 252001. 

252404. Fire Tel: 252000. 

EMERGENCY CO-ORDINATION CENTRE: “Coastwatch” (Australian 
Coastal Surveillance Organisation) free telephone call from all Australian 
ports by STD or reverse charge (062) 475244. 

TELEPHONES: Telephones placed aboard ship on arrival. Cost approx. 
$40.00 plus $1.50 per day rental. 

SERVICES: Tank and hold cleaning facilities available. 

BANKS: 

Australia and New Zealand Banking Group Ltd., Poynton Street, 
Ceduna, S.A. 5690. Tel: 252202. 

State Bank of South Australia, Poynton Street, Ceduna, S.A. 5690. 
Tel: 252060. 

Westpac Banking Group, Ponyton Street, Ceduna, S.A. 5690. 
Tel: 253000. 

STORING: See “Prelims”. 

1. By truck. 

2 


Ambulance Tel: 


3. Wharf access available for trucks. 

4. Wharf access available for fork lifts. 

5. Normal Customs Bond Regulations apply. 

6. Labour available for storing. 
SHORE LEAVE: No restriction. 
IDENTIFICATION CARDS: Normal Australian ID cards necessary, but 
not required to be carried ashore. 
REGULATIONS: No unusual regulations. 
DELAYS: May be experienced due to awaiting tide or awaiting loading 
of other vessels during periods of heavy shipping. 
AUTHORITY: Department of Marine & Harbours, Thevenard, S.A. 5690. 
Tel: (086) 252077. FAX: (086) 253100. Contact: T.M. North, Port 
Manager/Harbour Master. 

Department of Marine & Harbours, P.O.Box 19, Port Adelaide, S.A. 
5015. Tel: 47-0725. Telex: 82525. Cables: Harbors. 


AGENT: Sub-Agents of Patrick Agencies, Adelaide. 


THURSDAY ISLAND, Queensland: 10.35 S. 142.13 E. 
(See Plan) 


DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: Pilotage compulsory. ETA 24 hrs. before arrival stating 
max. draft and direction from which vessel arriving to: Harbour Master, 
Thursday Island. Further amended ETA if necessary prior to arrival. Pilot 
boards 1.5 miles West of Goods Island or Scott Rock as required. 
Harbour Master will advise boarding ground after receipt of max. draft 
and direction from which vessel arriving. Pilot vessel white hull, orange 
top, flying pilot flag. Vessel awaiting Pilot to anchor West of Black Rock 
in Normanby Sound or South of Tuesday Islets. 

Also see ‘Torres Strait”. 
ANCHORAGE: West of Black Rock in 5.5 fathoms. Nurses’ Home over 
shoulder of Black Rock 098° (T) with two white beacons S.E. side Goods 
Island in line 005° (T). 
RESTRICTIONS: Daylight movements only. Draft restricted to 23 ft. 
(7.01 m.) LWOST. Deep draft vessels subject to tide. 
RADIO: Thursday Island ‘VIil" via telex to Harbour Master's office, for 
ETA’s etc. Thursday Island Radio maintains continuous VHF watch on 
Channels 16 and 67 from 2100 hrs. UTC to 1000 hrs. UTC. 
VHF: Call sign “Thursday Island Harbour’. Listening watch during 
working hours. Channels 67, 16, 12 and 6. 

Torres Straits Pilots on VHF Channels 16 & 12. Pilot vessel on VHF 
Channels 16 and 6. Call sign “Reef Pilots". Watch maintained when 
vessels are expected. 


RADAR: None. 

TUGS: No tugs. 

BERTHING: Wharf Length Depth 

’ (m.) (m.) 

Main 30.0 4.00 
Engineers 27.5 4.20 
Caltex 22.9 5.50 
Horn 12.5 4.00 


There are barge ramps at Main Wharf and Horn Island Wharf. 
CRANES: None. 
STEVEDORES: 0800 hrs., pick up for day work. 1000 hrs., notice for 
night work. 1600 hrs., Friday notice for week-end work. Mainly general 
cargo handled. Approximately 8 t.p.h. 
MEDICAL: Notice of required medical attention with ETA message to 
Harbour Master. Hospital, four doctors available. Vaccinations etc., as 
per Commonwealth of Australia requirements. 
DENSITY: Salt at all states of tide. 
FRESH WATER: Not available to shipping. 
CONSULS: Nil. 
REPAIRS: Deck and engine repairs, excluding large castings. 
FUEL: Bulk distillate available at Caltex Jetty, approx. 20 t.p.h. 
GANGWAY/DECK WATCHMEN: Crew member on gangway sufficient. 
OPENING/CLOSING HATCHES: By Stevedores. 
CERTIFICATES: Normal Commonwealth of Australia requirements. 
See “Melbourne”. 
REPATRIATION: Available. 
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AIRPORT: Airport on Horn Island, 2 miles by launch, 4 miles by bus. 
Seven flights per week. Air Queensland regular airline. Private charter 
plane available. 

TIME: See “General” before first port. 

HOLIDAYS: Normal Queensland Public Holidays. No cargo can be 
worked on Christmas Day, Good Friday, Anzac Day. 
POLICE/AMBULANCE: Police 69 1520. Ambulance 69 1501. 
TELEPHONES: STD facilities available with several public boxes 
available on the island. 

SERVICES: Garbage disposal. Apply to Harbour Master. 

DELAYS: As wharf space limited and berthing is on a “first come, first 
served” basis, delays vary with amount of shipping. 

AUTHORITY: Harbours Corporation of Queensland, Department of 
Harbours and Marine, P.O.Box 109, Thursday Island, Queensland 4875. 
Tel: (070) 691405. Telex: Harti 48869. Cables: Harbourmaster Thursday 
Island. FAX: (070) 691768. Contact: Captain P. J. Quirk, Harbour 
Master. 


AGENT: Sub-agent of Patrick Agencies, Brisbane. 


TORRES STRAIT: 


PILOTAGE SERVICES: Licensed pilots of the Queensland Coast and 
Torres Strait Pilot Service are available for Torres Strait, the Inner Route 
of the Great Barrier Reef, the Great North East Channel and the reef 
entrances at Hydrographers Passage, Palm Passage and Grafton 
Passage. 

In addition, pilots are available for pilotage through China Strait and 
Raven Channel in Papua New Guinea and also Clarence Strait near 
Darwin, by arrangement with the Sydney office. 


.M.O. RECOMMENDATION ON PILOTAGE: The attention of Masters 

is drawn to the IMO recommendation on pilotage in Great Barrier Reef 

waters, which recommends that: 
...ships of 100 metres in length and over, and all loaded oil 
tankers, chemical carriers or liquefied gas carriers, 
irrespective of size, use the services of the Queensland Coast 
and Torres Strait Pilot Service when navigating in the Torres 
Strait and Inner Route of the Great Barrier Reef between 
Booby Island and Latitude 16° 40’ S., or through the Great 
North East Channel or Hydrographers Passage. 


AUSTRALIAN GOVERNMENT RECOMMENDATION ON PILOTAGE: 
The attention of Masters is also drawn to an additional recommendation 
by the Australian Government that Masters unfamiliar with the other 
areas of the Great Barrier Reef not included in the 1.M.O. 
recommendation, which includes Palm Passage and Grafton Passage 
and extends to all vessels using Hydrographers Passage irrespective 
of size, take a Pilot. 
BOARDING STATIONS: 
TORRES STRAIT: 

Booby Island — Lat. 10° 36’ S., Long. 142° 50’ E. 

Goods Island — Lat. 10° 34’ S., Long. 142° 06’ E. 


QUEENSLAND COAST: 
In any port or at the following offshore stations: 


Brisbane Pt. Cartwright — Lat. 26° 43’ S., Long. 153° 11’ E. 
Gladstone North Point — Lat. 23° 44’ S., Long. 151° 22’ E. 
Whitsunday 

Region Edward Island — Lat. 20° 12’ S., Long. 149° 14’ E. 
Cairns Cairns Fairway — Lat. 16° 50’ S., Long. 145° 50’ E. 


Note: Masters of ships transiting the Inner Route to or from New Zealand 
or Southern Australian ports are advised that a facility now exists to 
board and land pilots by helicopter off Edward Island in the Whitsunday 
Region (see above). The boarding ground lies on the direct track outside 
the Whitsunday Passage and involves no deviation. 


BARRIER REEF ENTRANCES: 
Hydrographers 
Passage Blossom Bank — Lat. 19° 47’ S., Long. 150° 24’ E. 
Palm Passage Pith Reef — Lat. 18° 13’ S., Long. 147° 07’ E: 
Grafton 
Passage Euston Reef — Lat. 16° 39’ S., Long. 146° 14’ E. 


GREAT NORTH EAST CHANNEL: 
Port Moresby Basilisk Beacon — Lat. 9° 34’ S., Long. 147° 06’ E. 


NORTHERN TERRITORY: 
At or outside the ports of Darwin, Gove and Groote. 


NEW SOUTH WALES: 
At or outside Port Kembla, Botany Bay, Sydney or Newcastle. 


ANY OTHER PLACE: 
By arrangement with the Sydney office. 


PILOT TRANSFER METHOD: Pilot transfers are conducted by launch 
in all areas except Hydrographers Passage (Blossom Bank) and 
Whitsunday (Edward Island) where a land-on helicopter only is used, 
and at Palm Passage (Pith Reef) where a daylight only, land-on 
helicopter or launch is used. 

In other boarding areas, and subject to aircraft availability and the 

suitability of the ship, transfers by land-on helicopters may be possible 
and Masters should request this service when ordering a pilot through 
the Sydney office. 
MAXIMUM DRAFT AND UNDER-KEEL CLEARANCE: The 
Queensland Coast and Torres Strait Pilot Service will accept for pilotage 
through Torres Strait, the Inner Route and Great North East Channel 
ships with a maximum draft of 12.2 m. 
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GANNET AND VARZIN PASSAGES (BOOBY ISLAND) & PRINCE OF 
WALES CHANNEL: Gannet and Varzin Passages and the Prince of 
Wales Channel, as the main tidally restricted areas, control the passage 
of deep draft vessels. Throughout this area, which extends for some 
30 miles from Gannet and Varzin Passages, through the Prince of Wales 
Channel and to the Herald Patches Buoy, the following minimum Under 
Keel Clearances (UKCs) apply: 
Gannet and Varzin 


Drafts Passages P.O.W. Channel 
up to 11.90 m. 1.0m. 1.0 m. 
11.90 m. up to 12.2 m. 1.0 m. 10% of draft 


Masters of deep draft vessels are advised that speed reductions may 
be necessary while transiting Torres Strait. 


Tide Gauges: Radio-transmitted tide gauges operate from Booby Island, 
Goods Island, Turtle Head and Ince Point. These gauges can be 
monitored throught a vessel's transit to ensure an adequate UKC is 
maintained. 

The tidal information in Torres Strait is continuously recorded and 
periodically updated. Check Hydrographic Surveys are also periodically 
carried out by the Royal Australian Navy Hydrographic Service. 

Advice about any increase in maximum draft will be promulgated in 
Notices to Mariners and other nautical publications. 

TO ORDER A PILOT: 

TORRES STRAIT: 

South and East Bound via Inner Route or Great North East Channel: 
Five days prior to arrival — Advise 2S Torres Sydney the ETA and 
boarding ground required (Booby or Goods Island), the maximum draft, 
and destination. 

24 hours and 6 hours prior to arrival — Advise Torind — Telex 41 48822 
Thursday Island, confirming ETA. 

Masters should keep in mind when advising of any changes in ETA 
that pilot launches are based at Thursday Island and take 2 hours for 
the trip to Booby Island and one hour to Goods Island. 

Masters of deep draft vessels will receive advice from Torind advising 
them when predicted tidal conditions will permit a transit of Gannet and 
Varzin Passages and the Prince of Wales Channel on the day of arrival. 
Northbound via the Inner Route: \f in an Australian port — instruct the 
Agent to arrange a Pilot with the Sydney office, giving as much notice 
as possible, advising the departure port, ETD, the ship's maximum draft 
and destination. 

If from an overseas port and requiring a pilot at any offshore pilot 
boarding ground — 5 days prior to arrival advise the Sydney office of 
ETA at the nominated boarding ground, maximum draft and destination. 

This message will be acknowledged by Sydney office and Masters 
will be advised of future ETA update requirements. 

Westbound via Great North East Channel: Five days prior to arrival at 
Basilisk Beacon (off Port Moresby) — Advise the Sydney office of ETA, 
maximum draft and destination. 

This message will be acknowledged by Sydney office and Masters 
will be advised of future ETA update requirements. 


HYDROGRAPHERS PASSAGE (See also “Hay Point’): Four days prior 
to arrival at Blossom Bank — advise the Sydney office of ETA, maximum 
draft, destination and confirm suitability for land-on helicopter transfer. 

24 hours and 6 hours prior to arrival — Advise 4M Torres Mackay or 
4M Helijt (Telex 146085) Hamilton Island confirming or amending the 
ETA. 


PALM PASSAGE: Five days prior to arrival at Pith Reef — Advise the 
Sydney office of ETA, maximum draft and destination. 

This message will be acknowledged by Sydney office and Masters 
will be advised of future ETA update requirements. 


GRAFTON PASSAGE: As for Palm Passage. 


COMMUNICATIONS: 
RADIO MESSAGES: ETAs should be given in UTC/GMT/Z and 
indicated in message. 

All messages addressed to Torres Sydney will be acknowledged. 


VHF: Pilot launches and helicopters used by the Service keep a listening 
watch on Channel 16 when on station. In the Cairns area the Service 
maintains a long-range VHF watch on Channel 20. At Hydrographers 
Passage ships will be asked to change to Channel 9 after initial contact 
is made on Channel 16. 

The call sign for Service launches and helicopters is “Reef Pilots’. 

Vessels approaching Torres Strait from the West should make contact 
on Channel 16/20 with the Thursday Island base pilot station 2 hours 
prior to reaching the Pilot Boarding Ground. Channel 20 has extended 
range and if no contact has been made on Channel 20, ‘Reef Pilots’ 
should be called on Channel 16. 


INTERNATIONAL RADIO WATCH HOURS: All vessels are requested 
to maintain International Radio Watch hours when between Carpentaria 
Light Vessel and Gubbins Reef in the Inner Route or Bramble Cay in 
the Great North East Channel, (see Australian Notice to Mariners 
No. 415/1975). A continuous VHF watch on Channel 16 should be 
maintained over the same area in accordance with the SOLAS 74 
requirements (Chapter IV Reg. 8, as amended 1981). 


REFERENCES: Australian Pilot, Vol. 3, 1973; pp 81 & 234-237. 
Australian Notices to Mariners Nos. 138/1970, 415/1975, 37/1978. 


AUTHORITY: The Queensland Coast & Torres Strait Pilot Service, 1 ith 
Floor, 66 King Street, Sydney, N.S.W. 2000, or, G.P.O. Box 1573, 
Sydney, N.S.W. 2001. Tel: (02) 292125. Cables: 2S Torres Sydney”. 
Telex: Torres AA 120269. FAX: (02) 2903513. Contact: Perry Sutton of 
Stephen Radford (Secretaries). 
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TOWNSVILLE, Queensland: 19.15 S. 146.50 E. 
(See Plan) 


PORT LIMITS: Jurisdiction: The Townsville Port Authority exercises 
jurisdiction over the Port of Townsville. 

Commencing at the HW mark at the most Northern extremity of Cape 
Cleveland, thence by a line to a point Lat. 19°05’ 30"S., Long. 
146° 52’ E., thence by a line due Westward to 146° 45’ E., thence by a 
line due South to HW mark at a point on the mainland, thence by HW 
mark to the point of commencement and including all navigable rivers 
communicating with that area and the banks and shores and foreshores 
thereof. 

The Harbour Master, representing the Department of Harbours and 
Marine, controls the movement of vessels within the port area whilst the 
allocation of berths and moorings is controlled by the Port Authority. 
APPROACHES: The approach to Cleveland Bay from the Southward 
is clear of dangers, with the exception of Salamander Reef, the Four- 
foot Rock, and the Twenty-foot Rock, all these lying within a radius of 
3 miles of Cape Cleveland Lighthouse. 

To clear these dangers, passing North of them bring Mount Marlow 
in transit with the extremity of Hawkings Point, bearing 265° (258° Mag.) 
before approaching within 5 miles of Cape Cleveland, which will then 
bear 252° (245° Mag.). Proceeding into Cleveland Bay a depth of not 
less than 8.2 m. will be obtained by keeping North of the line Mount 
Marlow in line with Hawkings Point. 

Approaching Cleveland Bay from the Northward, passing East of 
Magnetic Island a vessel should keep at least half a mile off Magnetic 
Island shore to obtain not less than 11 m. of water at LWOST. The shore 


is steep to except for Orchard Rocks off the N.E. extremity of the island. 


There is good holding ground everywhere in Cleveland Bay and 
vessels awaiting Pilot should anchor according to draft and as close to 
the Fairway Beacons as possible. 

ENTRANCE CHANNELS: Depth in the 92 m. wide entrance channels, 
which are marked by ten pair of lighted beacons, is 10.3 m. LWD. 

The Sea Channel is 1.75 miles in length and Platypus Channel 
3.5 miles; the channels alter in direction at Beacons No. 6 and No. 7. 
For detailed information see Queensland Sailing Directions. 
DOCUMENTS: Customs: 

3 Crew Lists — Form M & S—11. 

Passenger Lists, if applicable. 

Lists of Ports of Call. 

Form 42A — Ship's Stores. 

Form 5 — Articles Owned by or in the possession of Master, Officers 
and Crew. 

1 Form QA4 — Quarantine Notice. 

2 Forms QA5 — Quarantine Shipmaster’s Bond. 

2 Inward Manifests. 

1 Bill of Lading. 

1 Form 40 — Application for Clearance and Guarantee to Pay Duty. 
PILOTAGE: Pilotage is available 24 hours a day, 7 days a week, subject 
to notice. Unless a Master is the holder of a Current Certificate of 
Exemption, pilotage is compulsory and vessels requiring the service 
should cable draft and probable time of arrival to their Agent, or to 
Harbour Master, Townsville, from their last port of departure, or advise 
by radio at least 24 hours before arrival (Telex: Hartow 47124). 

The pilot vessel is equipped with VHF Radio, having international 
frequencies 16 and 67 and all bape frequencies. 

Vessels are boarded within one half-mile of Fairway Beacons, but for 
vessels within draft of less than 7.5 m., pilots prefer to board about a 
half mile East of No. 6 Beacon, off the Platypus Channel entrance. 
Coastal and Reef Pilotage: Pilotage through the Inner Route of the Great 
Barrier Reef to Torres Strait, and also Palm Passage, is conducted by 
licensed pilots of the Queensland Coast and Torres Strait Pilot Service. 
See “Torres Strait” for details. 

ANCHORAGES: Boundaries: Orchard fRocks/Cape Cleveland. 
Cleveland Bay Depths 8.2 m. to 12.2 m. 
RESTRICTIONS: There are no restrictions on the movement of vessels, 
provided under keel clearance of 0.9m. is maintained. Under keel 
clearance of 0.6 m. is required at all times when the vessel is made fast 
to a berth. 
Harbour Depths: 

Sea Channel 

Platypus Channel 

Deep Draft Swing Basin, to Berths 1, 2 and3 

Swing Basin, to Pier Berths and No. 4 

“No. 1 (Tanker) Berth 

“No. 2 Berth 

“No. 3 (Portainer Crane only) Berth 

No. 3 (including Ro-Ro) Berth 

“No. 4 (General Cargo and Ro-Ro) Berth 

“No. 6 (East Side, General Cargo) Berth 

“No. 7 (West Side, Minerals) Berth 

“No. 8 (East Side, Freezer) Berth 

*No. 9 (West Side, Bulk Sugar Gantry) Shed 

No. 10 (Container/Ro-Ro Berth) 

Between Nos. 4 and 6 (77 m.) 

Between Nos. 7 and 8 (84 m.) 

Between Nos. 9 and 10 (142 m.) 
* Depths at 4.5 m. off fender piles. 
HEALTH: Pratique: Townsville is a First Port of Entry and notification 
of quarantine inspection requirements should be made not more than 
24 hours nor less than 12 hours in advance. Inspections may be carried 
Out at all hours at the wharf or at the quarantine anchorage, at the 
discretion of the Quarantine Officer. Rat guards are to be maintained 
on all mooring lines while vessels are berthed in the Townsville Harbour. 
RADIO: Townsville Radio. The Port Radio Station “Townsville Harbour’ 
pies jodlhenag watch on VHF Channel 16. Working Channels 6 
and 12. 
VHF: Continuous watch maintained on Channel 16. Call sign “Townsville 
Harbour’. Channels 6 and 12 also available. 
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AUSTRALIA 


MAX. SIZE: 
Max. Length Wharf Deck 
Berth No. Length of Vessel Above Datum 
1 274 m. 238 m. 5.18 m 
2 256 m. 238 m. 5.79 m. 
3 256 m. 238 m. 5.79 m. 
3 Ro/Ro pad _— 4.81 m. 
4 247 m. 238 m. 5.18 m. 
4 Ro/Ro pad —_ 4.81 m. 
6 122 m. 160 m. 5.09 m. 
7 183 m. 195 m. 5.09 m. 
8 213 m. 220 m. 5.49 m. 
9 230 m. 228 m. 5.49 m. 
10 160 m. 152 m. 4.99 m. 


Generally, the limit in size of vessels entering the harbour will be 
238 m. in length and 34 m. beam. Large vessels will only be taken into 
No. 4 Berth on condition that no vessels are berthed at No. 3 Berth 
closer inshore than mark No. 18 on arrival and mark No. 16 on departure 
and that a vessel berthed at No. 6 Berth is shoreward of No. 4 mark on 
both arrival and departure of a vessel at No. 4 Berth. 

When tankers of over 213 m. in length are being berthed at No. 1 
Berth, no vessel at No. 2 Berth is to be seaward of mark No. 33. 

Decking of all wharves is between 4.81 m. and 5.79 m. above datum. 
Largest Single Cargo: Inward 56,506 tonnes of bulk oil. Outward, 43,772 
tonnes of raw sugar. 

Deepest draft vessel, 12.06 m. Longest vessel, 262.08 m. Largest 

vessel (Tanker) 85,180 d.w.t. 
TUGS: Under licence from the Authority, North Queensland Marine 
Towage Pty. Ltd., operates 2 tugs, one with 28.75 tonnes and one with 
30 tonnes bollard pull, which are available to shipping at all hours. 
Additional tugs, if required, may be brought from neighbouring ports. 
Tugs are equipped with VHF and SSB radios. 

The necessity to use tugs is at the sole discretion of the Harbour 
Master, and depends upon the vessel size, draft and the berth being 
occupied. 

BERTHING: Cargo Handling: 

No. 1 Berth (isolated) is used exclusively by tankers for bulk oil 
discharge and by all types of vessels for bunkering. 

No. 2 Berth (Eastern Breakwater) is a general purpose wharf and is 
designated “Special Berth” for certain cargoes. The berth is equipped 
with 25.4 tonne, 32 m. radius travelling jib crane for container and unit 
load handling. 

No. 3 Berth (Eastern Breakwater) is equipped with a container crane 
which is leased to Townsville Transport & Services Pty. Ltd. and is 
operated and controlled by Northern Shipping & Stevedoring Pty. Ltd. 
Both of these companies are part of the M.I.M. Holdings Group. The 
crane has lifting capacity of 55.9 tonnes and its equipment includes an 
extendable spreader to suit all sizes of containers, a grab of 7.6 cu.m. 
capacity and a heavy lift hook. Maximum height of lift above wharf deck 
is 27m. whilst the outreach over rail and road services is 23.77 m. 
Distance between bogies is 32.61 m. The crane traverses the full length 
of Berth No. 3. A recently constructed landing pad at the berth allows 
simultaneous use of the container crane and stern angle ramp for 
Ro/Ro traffic. 

No. 4 Berth (Eastern Breakwater) has a landing pad, supported by 
steel piling, to service stern angle ramp Ro/Ro vessels. The molasses 
pipeline to this berth is capable of loading up to 400 tonnes p.h. 

No. 6 Berth (No. 1 Pier E.) is a general purpose berth with oil bunker 
pipe-line facilities. 

No. 7 Berth (No. 1 Pier W.) supports a bulk shiploader through which 
passes mineral concentrates, phosphate rock and ores up to 102 mm. 
aggregate at the rate of 1,000 t.p.h. The berth is also equipped with bulk 
molasses loading pipe-line facilities. 

No. 8 Berth (No. 2 Pier E.) services the export frozen beef trade with 
cargoes drawn from freezer stores erected on the pier. It also serves 
as a general purpose berth. 

No. 9 Berth (No. 2 Pier W.) is the raw sugar loading berth. A bulk 
shiploader delivers sugar to carriers at the rate of 1,500 t.p.h. 

No. 10 Berth (Ro/Ro Berth) is equipped with a stern ramp for Ro/Ro 
traffic. 

Wharf Sheds: No sheds are available for general cargo storage at the 
Port. Both free and bonded warehousing is available within 4 km. of the 
wharves. 

Storage Facilities: Oils — All major Oil Companies operate ocean 
terminals close to the Port. 

Raw Sugar — 2 storage sheds of 285,000 tonnes total capacity. 

Molasses — 3 bulk storage tanks of 35,000 tonnes total capacity. 

Concentrates — 115,000 tonnes covered storage area. 

Frozen Meat — 2 cold stores on Berths No. 8 and 9, total capacity 
2,500 tonnes. 

Open space storage for Rock Phosphate, Sulphur, Crude Lead and 
Refined Copper. 

Container Terminals: No. 3 Berth, with an area of 1.2 hectares, has 
storage accommodation for 184 dry containers. 

No. 10 Berth, with an area of 2.6 hectares, can accommodate 400 
containers, 18 of which may be connected to refrigeration power outlets. 

Northern Shipping and Stevedoring Terminal with an area of 
1.6 hectares has a holding capacity of 160 refrigerated containers and 
400 dry containers. 

Container Terminals work 24 hours per day, seven days per week to 
effect speedy turn around of shipping. 

STEVEDORES: Port Labour: The Waterside Worker labour strength is 
currently 52 men plus a supplementary force of aproximately 22 men. 
Working Hours: Shifts are worked as follows: 
Monday to Sunday: Midnight to 0700 hrs. 
0800 hrs. to 1500 hrs. 
1600 hrs. to 2300 hrs. 

(Only use twilight shift (1600 hrs. to 2300 hrs.) for container ships if 
in Port). 

All above shifts can be extended 2 hours to finish. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


MEDICAL: Advance notice not particularly required unless urgent 
assistance required. Hospital facilities available. Health book inspected 
by boarding doctor. 


TANKERS: Diameter of load/discharge lines: white fuel 10 in., black fuel 
12 in. No residue discharge facility available. One tanker at berth at any 
time. Max. permitted draft at berth 31 ft. 


DENSITY: Average density 1025 at all times. 
FRESH WATER: Fresh water is available at all berths. 


FUEL: Bunker fuel oil and distillate is available through pipe-lines at 
Berth Nos. 1, 6 and 7. Road tankers are used to bunker small ships at 
other berths. 


FIRE PRECAUTIONS: Fire Fighting Equipment: Throughout the Port 
there are 19 hydrants in conspicuous red boxes which are connected 
to flaked hoses with spray nozzles. The opening of a hydrant 
automatically brings an electric pump into operation. 

The various oil terminals at Townsville have a stock of over 10,000 
litres of foam additive. 

Tankers required to have safety fire wires lead off fo’c’s'le head and 
run as far aft as possible. Vessels are at all times to be capable of 
manoeuvring with main engines. 


DRY DOCK: Ship Repair: A slipway situated on the Eastern side of 
Ross Creek is capable of accommodating vessels up to 67 m. in length 
and 800 tonnes deadweight. A modern ship repair workshop is attached 
which has a lathe for shafts up to 7.2 m. in length. 

Floating Dry Dock: Located on the Western side of Ross River, capable 
of accommodating vessels up to 30m. in length and 300 tonnes 
deadweight. A repair workshop and abrasive blasting facility is available. 


GANGWAY/DECK WATCHMEN: This service is arranged through the 
ship's Agent. 


OPENING/CLOSING HATCHES: Optional for either crew or stevedores. 


SHIP’S CERTIFICATES: 
Passenger Ship Safety. 
International Load Line. 

Ship Safety Construction. 
Ship Safety Equipment. 
Ship Safety Radiotelegraphy. 


CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 250 grams 
tobacco on arrival and then can be purchased by the packet from bar 
on board. Wine and/or spirits: 1 opened bottle (26 oz.) spirits or wine 
on arrival and then spirits by the glass and wine by the bottle, from the 
bar on board. 


CARGO GEAR: Australian Navigation Department requirements. 


REPATRIATION: Full facilities exist for effecting crew changes and 
arranging repatriation. : 


AIRPORT: Townsville Airport is located 6.5 km. from the city, and two 
major airlines each operate four services daily to Brisbane with 
connecting flights to other State capitals. 


TIME: See “General” before first port. 


HOLIDAYS: Cargo can be worked on all holidays except Christmas 
Day, Good Friday, Anzac Day, Labour Day and the Waterside Workers’ 
Picnic Day. 


EMERGENCY TELEPHONE NUMBERS: Police, Ambulance or Fire 
“000", and ask to be connected to service required. Non-emergency 
numbers. Police 72 3000, Ambulance 79 3722, Fire Station 71 2111, 
Hospital 81 9211. 


TELEPHONE: Ship to shore telephones are available at all berths. Oil 
tankers berthed in the port are required to have on board a flash proof 
telephone of a type approved by Telecom Australia. 

Ship's telephone lines are barred access to STD and trunk facilities. 


SERVICES: Services available for compass adjusting, radio and radar 
service. A floating boom and an oil skimming device is available to deal 
with oil spills. Chemical dispersants are used for minor spills. 

A garbage collection vehicle will ca!l at each ship which has ordered 
the service before 0800 hrs. each day or at other times as directed by 
the Quarantine Officer. All garbage must be kept in plastic bags, tightly 
sealed (bags supplied on arrival) on board the vessel until the arrival of 
the collection vehicle. 

Ship's crew is required to deliver garbage to the collection vehicle. 


SHORE LEAVE: Crew members allowed shore leave. 


AUTHORITY: Townsville Port Authority, P.O. Box 1031, Townsville, 
Queensland, Australia, 4810. Tel: (077) 72 1011. Telex: Naport 
AA47334. FAX: (077) 211254. Cables: Nausport. Contact: Mr. B. W. 
Holden, Secretary. 


AGENT: Sub-agent of Patrick Agencies, Brisbane. 
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TRIAL BAY, N.S.W.: 30.51 S. 153.03 E. 


LOCATION: Approximately 220 nautical miles North of Sydney and 
40 miles South of Coffs Harbour. The area behind the breakwater 
affords good anchorage and shelter and has a tanker terminal only. 
See Chart AUS. 220 (Plan of Trial Bay). 
PILOTAGE: Pilotage is compulsory. A Pilot boarding position has been 
established at Lat. 30° 51’ 42” S., Long. 153° 03’ 12” E. 
VHF: A listening watch is maintained at the pilot station, South West 
Rocks during office hours or when shipping is expected at the port. 
TANKERS: A mooring system comprising 5 marker and mooring buoys 
and accommodating 18,000 tonne tankers, has been established 
approximately 053°x6.75 cables from Monument Point Light. 
A submarine pipe-line for discharge of petroleum products extends from 
the buoys in a 169° direction to the shore terminal. 
The tanker terminal receives only refined products. 
AUTHORITY: The Pilot, The Pilot Station, Gregory Street, South West 
Rocks, N.S.W. 2431. Tel: (065) 66-6140. Contact: Captain R. Pook. 


AGENT: Sub-agents of Patrick Agencies, Sydney Branch. 


VARANUS ISLAND TERMINAL: 20.38 S. 115.36 E. 
(See Plan) 


LOCATION: The onshore terminal is situated on Varanus Island which 
is the largest of the Lowendal group of islands. The offshore Tanker 
Terminal is situated 2.0 miles offshore in Lat. 20°38'S., Long. 
115°36’E. (see “Plan’). Masters are referred to the current 
hydrographic chart Aus. 742 for further information. 

PILOTAGE: The Pilot and 2 Operators will board via a launch in position 
Lat. 20° 38’ S., Long. 115° 42’ E. All vessels should ensure that a good 
lee is provided and the derrick or deck crane is ready to pick up the 
terminal equipment container from the launch. Accommodation and 
meals are to be provided for Pilot, 2 operators, cargo surveyor and 
Agent's representative if applicable. 

Pilot ladders should be rigged in accordance with all relevant 
S.O.L.A.S. Regulations. 

ANCHORAGE: The recommended anchoring position is Lat. 20° 38’ S., 
Long. 115° 40’ E., but due to the variable holding qualities of the whole 
area it is recommended that Masters exercise the utmost caution when 
anchoring and whilst laying at anchor. 

APPROACHES: Water Depth: Within the 0.5 nautical mile mooring circle 
there is a least depth of 20.4 m. within the conical approach area (060°/ 
240° and 120°/300° boundaries) depths in excess of 20.4 m. are found. 
Although attention is brought to the 20.1 m. patch and the 20.2 m. patch 
as indicated on the hydrographic survey certificate, at this stage it is 
envisaged that the maximum draft of vessels using the port would be 
17.0 m. 

Departure: After completion of loading, a vessel's departure should be 
as prompt as practicable. Once clear of the berth and the Pilot has 
disembarked it is recommended that the Master follows the 
recommended course laid down on the appropriate hydrographic chart. 
RESTRICTIONS: See “Mooring” - Paragraph (d). 

MAX. SIZE: The terminal is designed to accommodate vessels from 
20,000 d.w. tonnes to 140,000 d.w. tonnes. The largest dimensions 
being: 

(a) Deadweight 140,000 tonnes (approximate). 

(b) Length overall (LOA) 300 m. 

(c) Beam 46 m. 

(d) Draft 17 m. 

Vessels exceeding the following dimensions cannot be 
accommodated at the Loading Terminal unless express permission is 
granted by Hadson Energy Ltd. 

RADIO: ETA and Arrival Messages: Vessels proceeding to the Varanus 
Island loading terminal shall notify Hadson Energy Ltd. (see Operator’), 
their estimated time of arrival, not less than 96 hours before arrival, 
amending or confirming the ETA at intervals of 48 hours and 24 hours 
before arrival at the Terminal. Failure to comply with the above 
procedure may result in the Pilot not being available on the vessel's 
arrival. 

Ballast Water: Quantity and condition of ballast water on board to be 
advised in the 96 hour message. 

Although facilities exist for a minimum quantity of dirty ballast or slops 
to be pumped ashore, acceptance of such ballast will be in accordance 
with the Department of Land Management, relative to the contaminants 
of such ballast. 

Declarations Prior to Arrival: The following declarations are to be 
included and verified in the 24 hour message: 

(a) Is the hull leak free? 

(b) Is an inert gas system fitted? 

(c) If fitted, is the inert gas system fully operational? 

(d) Are there any defects to the vessel, machinery and equipment, 
which may effect safe pilotage, berthing, cargo or ballast 
operations? 

(e) Have stress calculations for the envisaged programme of cargo 
handling and ballasting been made? 

(f) Is the hull stress calculated within recommended safety limits? 
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VHF: A 16 hour listening watch is maintained on international marine 
VHF Channel 16 between 0600 hrs. and 1800 hrs. local time. Vessels 
should tune their VHF sets to Channel 16 when within 100 nautical miles 
of the Lowendal Islands and as soon as practicable thereafter contact 
the Island Radio Room and confirm the vessel's ETA at the Pilot 
Boarding Station. 
VHF Marine Channels available: 

Marine Channel 16 calling and distress. 

Marine Channel 67. 

Marine Channel 9 working Channel. 

Marine Channel 74 working Channel. 


TERMINAL FACILITIES: 

ONSHORE: 

Storage: 3 tanks with storage capacity of 750,000 bbls. (119,250 cu.m.). 

Pumps: The 3 cargo pumps are rated at 1,654 cu.m.p.h. each. (In 

February 1987, 2 pumps only available. Average rate 2,700 cu.m.p.h.). 
Also see “Ballast”. 

OFFSHORE: 

Pipe-line: A 4,200 m. longx762 mm. (30 in.) pipe-line leads from the 

shore to the Tanker Terminal. At the pipe-line end manifold (PLEM) 

there is a valve at the 406 mm. (16 in.) take off prior to connection to 

the submarine hose. 

Hose: The submarine hose is 73.15 m. (240 ft.) long, consisting of 

8x9.144 m. (30 ft.) sections, including (from the PLEM) 4406 mm. 

(16 in.) hoses, 2x406mm. (16in.) buoyancy chamber hoses, 

1x406 mm. (16 in.) to 305 mm. (12 in.) reducer and 1305 mm. (12 in.) 

rail hose. At the end of the 305 mm. (12. in) hose there is a butterfly 

valve spool piece and a 12 in. flange fitted with camlocks for connection 

to the ship's manifold. The weight of hose to be handled by the ship is 

4.0 tonnes when full of crude oil. 

Moorings: The mooring consists of an 8-leg Multi-Point Mooring (MPM), 

with 4 buoyed legs and 4 swamped legs. 

Although the ship's anchors will be laid out during the berthing, due 
to the variable seabed holding qualities, swamped moorings (legs 4 and 
5) will be picked up and tensioned to back up the ship's anchors. 

It should be noted that an additional 30 m. of polypropylene rope has 
been added to all pennant buoy lines. 


LOADING: 

1. Prior to arrival vessels must have the starboard derrick or crane 
rigged and ready for pick up of the submarine hose. 

The PLEM is marked by a spar buoy and the end of the submarine 
hose is marked by a pick-up buoy. 

When the vessel is in position and secured to the satisfaction of the 
Master and Pilot(Loading Master the submarine hose pick-up shall 
commence. Once pick-up has commenced the propeller must not be 
turned until the hose is disconnected and laid back onto the seabed 
unless it is turned by use of the turning gear only. 

2. Once the hose is connected and all ship/shore safety check lists 
have been satisfactorily completed, the butterfly valve and ship's 
manifold valve will be opened and gravity loading will commence. Once 
the ship's checks are completed and clearance given, the loading pumps 
will be started.* 

3. During loading at least one ship’s tank is to be open to the inflow 
of oil and the inflow of oil is not to be shut off by closing ship's valves 
or the hose valve without prior approval of the Pilot/Loading Master. In 
order to reduce back pressure at the ship's rail, as many tanks as 
possible should be open during loading. In any event the ship's rail back 
pressure should not exceed 150 p.s.i. 

4. The Pilot/Loading Master is to be informed when 200 tonnes is 
required to complete loading so that the loading rate can be eased down, 
and again at 50 tonnes so that the loading pumps may be stopped and 
the loading completed by gravity. When loading is completed the ship's 
manifold valve is to be closed slowly. When the manifold valve is closed 
the butterfly valve will be closed. 

5. During loading the tank tops should be kept closed at all times, 
ullage plugs should be kept closed at all times except when sampling, 
gauging, thieving or inspecting. 

6. Portable UHF radios will be supplied for communication between 
the tanker and terminal. Hourly checks between tanker and terminal will 
be required so that undetected radio failure can be minimised. 

“During loading operations, a responsible deck officer must be present 
to supervise the ship's crew and approve the hose connections. 


BALLAST: 

1. Ballast Reception: The dirty ballast water pond has a capacity of 
250,000 bbis. (39,750 cu.m.). 

2. Deballasting: Vessels should arrive at a ballasted draft acceptable 
to the Pilot. If the ballast is dirty then during fine weather a lesser amount 
of ballast may be acceptable subject to approval of the Hadson 
Energy Ltd. Production Manager. 

3. Clean Segregated Ballast: This ballast water will be discharged 
consecutively within the loading. The Pilot/Loading Master must be 
notified prior to any deballasting and at least one quarter of the Summer 
deadweight must be loaded before deballasting commences. 

4. Dirty Ballast: Masters should notify Hadson Energy regarding 
contaminants in ballast. The ballast water may be tested by Hadson 
Energy and may not be accepted ashore into the island facilities should 
it contain excessive contaminents unacceptable to the DCALM (Dept. 
of Conservation and Land Management) for underground disposal. 

5. Dirty Deballasting: When one quarter to one third of the Summer 
deadweight has been loaded, loading will cease and the vessel may 
commence deballasting subject to No. 4 above. 

_Pumping will continue until all the ballast water is discharged, crude 
oil previously loaded will be pumped ashore to clear the submarine pipe- 
line. The Pilot/Loading Master is to be informed when 1,600 cu.m. of 
crude oil has been pumped. When the water-oil interface is detected 
Onshore, the ship's pumps are requested to be stopped. Loading will 
then recommence as per “Loading” — Item No. 2. which see. 
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MOORING: Mooring Equipment: All tankers must have sufficient 
equipment for mooring at the Terminal: 

(a) A minimum of 4 sets of bitts are required on the after deck and 
a set of bitts on the port and starboard side at the after end of the main 
deck forward of the bridge front. A set of bitts on the port and starboard 
side of the main deck forward and a minimum of 4 sets of bitts on the 
forecastle. All the above mentioned sets of bitts must be able to accept 
preventer lines or swamp moorings which must be hove tight and made 
fast. 

(b) A minimum of 4 tension winches on the after deck and 2 tension 
winches on the after end of the main deck with at least 220 m. of good 
quality mooring line on each winch are required. Suitable drum capacity 
is required on these winches to heave tight all 4 preventor lines. 
Sufficient winches forward to heave tight the swamp moorings for making 
fast. 

(c) Prior to berthing vessels should have on the after deck and the 
after end of the main deck, 2 mooring lines securely joined together 
giving an effective length of approximately 440 m. 

(d) Only vessels fitted with adequate bridge wing searchlights will 
berth at night. 
TIDES: Tide Times & Height: The times of high and low water occurring 
at the moorings approximate to the Barrow Island times as published in 
the Australian National Tide Times. The heights of tide may be taken 
as the same as Barrow Island. The above tidal information can only be 
taken as a guide as times, direction, height, and rate of flow may vary 
dependent upon weather conditions. 
Tidal Flow: The tidal flow at the Tanker Terminal is approximately 
173°/353° and may attain a speed of 2 knots at Spring tides. 
MEDICAL: No services available. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: No facilities available. 
CONSULS: None. 
SURVEYORS: None locally. 
GENERAL: Agency: No ship's agency services are provided by Hadson 
Energy Ltd. Tankers arriving from foreign ports must make prior 
arrangements for quarantine and Customs clearance through their 
Agents. Dampier Agents and Customs attend on arrival, Customs only 
on departure. 
Services: Laundry and Stores not available locally. 

Ship's crews cannot be accommodated ashore on Varanus Island. 


OPERATOR: Hadson Energy Ltd., P.O. Box 477, West Perth, Western 
Australia 6005. Tel: (09) 481-8555. Telex: AA 197288 Helwa. FAX: (09) 
481-8881. Contact: G.J. Jeffery, Manager of Operations. N. Jones, 
Production Manager. 


WALLAROO, S.A.: 33.56 S. 137.37 E. (See Plan) 


PORT LIMITS: Chart Aus.777. A line following the coast line at the HW 
mark between Point Riley and Point Hughes; thence a line drawn 
270° from Point Hughes for 1.5 miles and thence a line drawn 360° to 
meet a line 270° from Point Riley for 1.5 miles. 

DOCUMENTS: All documents necessary for first entry vessels are as 
for other Australian ports (i.e. Customs, Health, etc.). 

PILOTAGE: Pilots board approximately 1 mile seaward of Entrance 
Beacon. Pilotage is compulsory. Vessels awaiting Pilot for extended 
periods should anchor 1 mile — 2 miles to seaward of Entrance Beacon. 
Vessels approaching pilot station should take care not to approach the 
Entrance Beacon before Pilot has boarded due to restricted sea room. 
ANCHORAGES: Outer Anchorage as above. Inner Anchorage for 
vessels awaiting berth available in Wallaroo Bay. This is a safe 
anchorage with good holding ground. Pilotage is necessary to Inner 
Anchorage. 

RESTRICTIONS: Daylight berthing only. Sailing at any time. Sailing 
times dependent upon tides. Tides may be greatly effected by prevailing 
weather conditions. A high pressure system in Bight may cause tides 
to be depressed below predicted levels and conversely a low pressure 
system may cause tides to be above predicted heights. Channel depth 
8.45 m. (27 ft.9in.) LW. There is a minimum depth of 8.40 m. 
(27 ft. 6 in.) in the swinging basin off the berths. 

Underkeel Clearance in Channel: 

1. Less than 21.3 m. beam, clearance 0.6 m. 

2. 21.3 m. — 27.4 m. beam, clearance 0.75 m. 

3. Over 27.4 m. beam, clearance 0.90 m. or 10% of draft. 

MAX. SIZE: LOA 190 m., beam 28 m. Consideration may be given to 
accommodating larger vessels on a restricted draft. 

Arrival Drafts: As vessels are permitted to discharge clean ballast whilst 
alongside, drafts should be as follows: 2 m. minimum forward and 8.5 m. 
maximum aft. 

HEALTH: Radio Pratique available within 24 hours of arrival providing 
sufficient information is supplied. Quarantine/Health Officer will board 
vessel after arrival in order to grant formal Pratique. Vessels arriving 
directly from other Australian ports have automatic Pratique, but Health 
Officer will attend the vessel on arrival. 

RADIO: ETA messages for Agents, Harbour Master, etc. may be routed 
through any Australian coastal radio station, the nearest being Adelaide 
Radio (VIA), not less than 24 hours prior to arrival. 

VHF: Channels available, 16, 12, 8, 6, 67. Channel 16 used for general 
call up, and Channel 6 is usually used for port operations. Call sign; 
Wallaroo Port Control. Hours of operation; Monday to Friday 0845 hrs. 
to 1700 hrs. except Public Holidays, otherwise by arrangement. 
TUGS: One tug “Kalanbi’, 11.4 tonnes bollard pull (650 h.p.). 
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BERTHING: Jetty extends 870 m., W.N.W. from the foreshore abreast 
the town. There are 3 berths on either side of the jetty, extending over 
a length of 400 m. from the outer end. 

Coir springs are provided at all berths and vessels may lie alongside 
in all weathers. Vessels may be required to berth either head to sea or 
head in, dependent upon weather conditions prevailing at the time of 
berthing. 


Width 

Dredged 
Berths Length Depth Area 
(m.) (m.) (m.) 
No. 1 North 83.5 9.45 24.4 
No. 2 North 290.0 9.45 36.4 
No. 3 North 68.6 7.32 24.4 
No. 1 South 207.7 9.30 24.4 
No. 2 South 152.0 8.22 30.0 


CRANES: None. 

BULK GRAIN FACILITIES: No. 2 North Berth — 5 fixed manoeuvrable 
spouts. Served by a conveyor bulk loading plant. Rated at 800 t.p.h. 
Maximum working clearance of spout above LW 17.4m. Maximum 
coverage spout tip from W.F.A. 20.12 m. The plant is manned on a 
2 shift basis from 0800 hrs. to 2300 hrs. daily, Sunday to Friday and 
from 0800 hrs. to 1200 hrs. Saturdays. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: Ordering of labour organised through Agents and Grain 
Handling Authority. 

MEDICAL: 2 private medical practices available, also 1 dental surgery 
located in adjacent town (12 km.). District hospital is located at Wallaroo. 
Ambulance service also available and may be used to transport seriously 
injured patients to Adelaide if required. Vaccination certificates as for all 
Australian ports. 

TANKERS: No facilities available. 

DENSITY: Average density between 1028 — 1030. 

FRESH WATER: Available at 17 tonnes/p.h. By prior arrangement may 
be boosted to 60 tonnes/p.h. 

FUEL: Available by arrangement in small quantities from Adelaide. 
FIRE PRECAUTIONS: Usual precautions necessary, bearing in mind 
danger of grain dust. Local fire brigade available. International shore 
connection should be in position. 

CONSULS: None. 

REPAIRS: Minor repairs available locally, marine engineers available 
from Adelaide. 

DRY DOCKS: None. 

SURVEYORS: (1) Cargo Surveyors available — may be arranged by 
Agents as required. 

(2) Lloyd’s Surveyor should be obtained through principal Agent. 
Lloyd's Agent is situated at Port Adelaide. 

(3) Other Classification Society Surveyors also available in Australia. 
GANGWAY/DECK WATCHMEN: All vessels regardless of nationality 
must employ a shore based watchman on a shift basis once the vessel 
is in the loading berth ready to load. Approximate cost $14.25 per hour 
plus shift penalties. 

HATCHES: Opening and closing by ship's crew. 

CUSTOMS ALLOWANCES: Normal Australian allowances. 

CARGO GEAR: No shore based cargo gear apart from bulk grain plant. 

Other berths - ship's gear. 

REPATRIATION: May be arranged through ship’s Agent. 

AIRPORT: None. Bus connection twice daily to Adelaide. 

TIME: See “General” before first port. 

HOLIDAYS: New Years Day; Australia Day (January); Good Friday; 

Easter Monday; Anzac Day (April); Adelaide Cup Day (May); Queen's 

Birthday (June); Labour Day (October); Christmas Day and Proclamation 

ORY (December 26th). The bulk loading plant operates on most public 
olidays. 

POLICE/AMBULANCE/FIRE: Police: Tel. 

232069. Fire: Tel. 232000. 

EMERGENCY CO-ORDINATION CENTRE: “Coastwatch” (Australian 

Coastal Surveillance Organisation) free telephone call from all Australian 

ports by STD or reverse charge 062-476666. 

TELEPHONES: Telephones placed aboard on arrival. Cost approx. 

$60.00 plus $1.08 per day rental plus calls. 

SERVICES: Tank and hold cleaning services available. 

BANKS: State Bank of South Australia, Owen Terrace, Wallaroo. 

STORING: See “Prelims”. 

1. By truck. 

2.- 

3. Wharf access available for trucks. 

4. Whart access available for forklifts. 

5. Normal Customs Bond Regulations apply. 

6. Labour available for storing. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Normal Australian ID cards necessary, but 
not required to be carried ashore. 

REGULATIONS: No unusual regulations. 

DELAYS: May be experienced due to awaiting tide or awaiting bulk 
loading berth during grain season. 

AUTHORITY: Department of Marine and Harbours, Wallaroo, South 
Australia 5556. Tel: 088-232307. Contact: Captain |. Thompson, 
Harbour Master. 

Head Office: Department of Marine and Harbours, P.O.Box 19, Port 
Adelaide, South Australia 5015. Telex: AA82525. 


AGENT: See “Adelaide”. 


211200. Ambulance: Tel. 
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WEIPA, (including Albatross Bay), Queensland: 
12.42 S. 141.41 E. (See Plan) 


PORT LIMITS: Seaward boundary commencing at a point at HW mark 
on the Western Extremity of Duyfken Point, thence by a line in a 173° (T) 
direction to the HW mark at Boyd Point. 

DOCUMENTS/HEALTH: See “Melbourne”. 

PILOTAGE: Vessels requiring Pilot may apply to Harbour Master, Weipa 
48 hours before arrival, confirming ETA 24 hours before. Vessels to give 
Harbour Master their draft. Generally speaking minimum berthing draft 
should be, forward 2% of vessel's length and aft, the propeller completely 
immersed. 

Pilot boat is 15 m. (length), named “Richard Hildebrand” and painted 
white and orange. It may be contacted on VHF Channel 16. Pilot boards 
1 mile S.W. of Fairway Beacon. 

ANCHORAGE: Anywhere in Albatross Bay except between 2 lines 
situated 1 mile North and South respectively of the line of leads and 
extended to the port limits. 

RESTRICTIONS: Weipa Approach Channel is 7.8 miles long with a 
minimum depth of water 11 m. (36 ft. 1 in.) LWOST. Usually vessels up 
to 30,000 d.w.t. enter channel at any stage of the tide. Vessels of over 
30,000 d.w.t. enter at any stage of the flood up to 2.5 hours before HW. 

Usually vessels up to 30,000 d.w.t. can berth at any state of the tide. 

Vessels of over 30,000 d.w.t. due to their departure draft and existing 
tug power must berth starboard side alongside and can do so at any 
stage of the flood tide. Vessels normally depart 1 hour 15 minutes before 
HW. Some vessels up to 30,000 d.w.t. can depart on LW. 
MAX. SIZE: Maximum LOA 254 m. (835 ft.) Beam 35.3 m. (116 ft.) Draft 
depends on height of tide and 90 cm. (3 ft.) keel clearance is required. 
HEALTH: Weipa is not classed as a First Port of Entry. See “General 
— Health” before first port. 

The Comalco Health Officer from the town visits the vessel on arrival. 
RADIO} Forcomal, Sydney Radio and within 48 hours Thursday Island 
Radio. 

VHF: Call “Weipa Harbour’ on Channel 16 on arrival 1 mile S.W. of 
Fairway Beacon. Tugs operate on Channels 6, 8 and 12. Vessels to 
advise Weipa Harbour” passing Fairway Beacon inward and outward 
and on arrival at and prior to departure from the wharf. 

RADAR: No Port Radar. 

TUGS: Vessels entering North of Cora Bank, tugs join at No. 25 Beacon. 
Vessels entering South of Cora Bank, tugs join at No. 19 Beacon. Tugs 
are usually used in the lashed up position using tug’s lines. 

3 tugs are available of 23, 24 and 43 Tonnes bollard pull, of which 
only 2 are in use at any one time. 

BERTHING: Loading and discharge at Humbug Point generally by ship's 
gear but mobile cranes may be hired if required. 

Evans Landing Wharf is generally only used for petrol and distillate 
discharge. 

BULK HANDLING FACILITIES: 2 Bauxite Berths, Lorim Pt. West old 
berth and Lorim Pt. East which is an extension of the previous old berth. 
Depth alongside Lorim East 12.5 m. (41 ft.) Lorim West 12.5 m. (41 ft.). 

Loading rates are Lorim West 3,500 t.p.h. Lorim East 6,000 t.p.h. 
If there are vessels at both berths loading simultaneously the rates are 
West 3,500 t.p.h., East 4,500 t.p.h. However, only one berth at a time 
is usually loaded. 

Bulk kaolin loader in operation at Lorim Point West. Loading rate 
800 t.p.h. 

CRANES: 2x70 tonne P.&H. 1x31 tonne P.&H. 1x26 tonne P.&H. 
2x12tonne Austin and Weston. 1x12 tonne B.H.B. 1x8 tonne 
Cranville. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: No special advice required. None available for working 
on ships. 

MEDICAL: Inoculations per Australian Regulations. No notice required 
for medical attention. Urgent cases flown out and treated at Cairns or 
Thursday Island. Hospital facilities available for minor cases. 
TANKERS: 8 in. discharge lines. Tankers berth at Evans Landing and 
Lorim Point. 

DENSITY: Dry Season 1024. Wet Season 1012. These figures can vary 
considerably. 

FRESH WATER: Available at all berths. 5 t.p.h. 

FUEL: Not available. 

FIRE PRECAUTIONS: Observe general safety precautions. 
STORES: Very limited stores are available. In emergency large orders 
could be supplied only if several days notice given by radio, as they 
have to be flown from Cairns. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Work carried out by crew. 

SHIP CERTIFICATES: Ship's Register, Load Line, Safety Radio and 
Safety Equipment Certificates. See also “Melbourne”. 

CONSULS: None. 

REPAIRS: Not available. 

DRY DOCKS: None. 

SURVEYORS: Lloyd's Surveyor available at Cairns. 

CUSTOMS ALLOWANCES: See “Melbourne”. 

CARGO GEAR: See “Berthing’. 

REPATRIATION: Can be arranged. 

AIRPORT: 10 km. from port. Served by major airline. 

TIME: See “General” before first port. 

HOLIDAYS: Vessels are loaded and berthed or sailed at any time. 
POLICE/AMBULANCE/FIRE: Police 697119, Ambulance 697444, 
Fire 697444. As no telephone supplied contact “Weipa Harbour” on 
Channel 16 for these services. 

SERVICES: Not available. 

BANKS: Commonwealth Trading Bank, 
Queensland, 4874. Tel: 733238. 

SHORE LEAVE: See “Melbourne”. 
IDENTIFICATION CARDS: See “Melbourne”. 


Rocky Point, Weipa, 


REGULATIONS: Vessels may not immobilise without written permission 
from the Harbour Master. 

DELAYS: The only delays to be normally expected are as under 
restrictions, i.e. awaiting tides. 

DEVELOPMENTS: The Alumina Plant at Weipa has been deferred 
indefinitely. 

AUTHORITY: Department of Transport, Division of Harbours and 
Marine, P.O.Box 489, Weipa, Queensland 4874. Tel: 070-697170. 
Telex: 48871. FAX: 070-697339. Cables: Harbour Master Weipa. 
Contact: Captain P.J. Zeally, Harbour Master. 


AGENT: Sub-agent of Patrick Agencies, Gladstone. 


WESTERN PORT, Victoria: 38.21 S. 145.14 E. 
(See Plan) 


GENERAL DESCRIPTION: Western Port is an extensive bay. Within 
its limits are 2 large islands, namely French Island occupying the middle 
of the bay and Phillip Island fronting the bay to seaward and forming 
2 entrances to the Port. The Western and main entrance which is easy 
of access has a minimum low water depth of 14.9 m. and is available 
for vessels of deep draft. The Eastern entrance is narrow and tortuous 
and is available only for small vessels. The rise of tide within the bay is 
some 2.20 m. at Neaps and 3.00 m. at Springs. 

DECLARATION: Declaration Prior to Arrival: The Master of a ship which 
carries liquid bulk dangerous substances or oil in bulk, other than oil 
fuel used for the propulsion or operation of the ship, shall ensure that 
the Port Authority is advised, in writing, with answers to the following 
questions at least 48 hours prior to arrival in the port: 

1. Is the hull leak free? 

2. Is an inert gas system fitted? 

3. Is the inert gas system, if fitted, fully operational? 

4. Is a crude oil washing system fitted? 

5. Is the crude oil washing system, if fitted, fully operational? 

6. Are there any defects to the ship, machinery and equipment, 
which may affect safe pilotage, berthing, cargo or ballast 
operations? 

7. Have stress calculations for the envisaged programme of cargo 
handling, ballasting and bunkering been made? 

8. Is the hull stress calculated within recommended safety limits? 

Additional information required for liquefied gas carriers: 

9. Are all cargo tanks and lines free of air? 

10. Is the re-liquefaction or boil-off control equipment in good working 

order? 

PORT LIMITS: The Port Authority considers a vessel to be arrived when 
she crosses an imaginary line between West Head and Point Grant. 
ANCHORAGES: Anchorage within port between Southern edge 
Tortoise Head Bank, and Northern shore of Phillip Island. Anchorage 
4 miles in length, East to West, and 1.25 miles wide, depths 16 m. — 
27 m. at Western end, decreasing 11 m. — 20 m. at Eastern end. 

An anchorage area having a least depth of water of 8.5 m., has been 
established adjacent to Long Island Jetty. 
DOCUMENTS: Application for berth, tugs, mooring launches, 
telephones, and notification to load or unload, to be delivered by ship's 
Agent to the Port Authority not less than 24 hours before arrival. 

Customs Documents required: 
Form M&S 11 Crew List and attachments, 3 copies. 


Form M 42 A Stores List, 1 copy. 
Form 5 Articles owned by or in possession of crew, 1 copy. 
Form C & E 886 Ports of Call since commencement of voyage, 
3 copies. 
Form QA 3 Quarantine Form. (Animals carried as cargo), 1 copy. 
Form QA 4 Quarantine Form. (Animals carried as pets), 1 copy. 
Form QA 5 Ship Master's Bond re animals carried, 1 copy. 
Form Q 360 Health report of all persons on board, 2 copies. 
Inwards Manifest, 1 copy. 
Outwards Manifest, 1 copy. 
Form 40 Application for clearance. 


PILOTAGE: Pilotage compulsory for merchant vessels except those 
specially exempted. Pilots for Western Port are available at any time 
provided notification of ETA is given 24 hours in advance and confirmed 
6 hours prior to arrival. Pilot for Western Port will board from a launch, 
painted orange and showing the signals and lights prescribed for such 
vessels, by day approximately 3 miles Southward from West Head. By 
night in the white sector of McHaffie’s Point Light, with Cape Schank 
Light bearing 295° (White), at the entrance to Western Port. Pilot launch 
IS equipped with VHF Channel 16 (156.8 MHz). Port working channel 
is VHF Channel 14 (156.70 MHz). A speed of 7 knots must be 
maintained. 

In adverse weather, vessels to 9.75 m. draft may board Pilot adjacent 
to yellow buoy 2 miles — 084° from Flinders Jetty Light. At night buoy 
shows Fl. Y. 4 secs. 

Port Authority's Office requires notification of vessel's ETA at Fairway 
Buoy 24 hours prior to arrival. Confirmation of ETA is required 6 hours 
Prior to arrival. To minimise delays in co-ordinating Port services vessels 
expecting to arrive between the hours 0900 to 1700 hrs. should ensure 
Port Authority receives confirmation by 0830 hrs. that morning. 

Vessels expecting to arrive between the hours 1700 to 0900 hrs. 
Should confirm ETA by 1530 hrs. that afternoon. 

Vessels expecting to arrive during a weekend period should indicate 
ETA by 1530 hrs. on Friday, then follow above procedure. 

Telex Number of this Office is AA 34051. 


AUSTRALIA 


RESTRICTIONS/MAX. SIZE: Depth Below Keel Required: 10% of draft 
up to 30 ft. (9.14 m.), 4 ft. (1.2 m.) between 30 ft. (9.14 m.) and 40 ft. 
(12.19 m.), 5 ft. (1.5 m.) over 40 ft. (12.19 m.). 

Oil jetties can accommodate vessels of up to 165,000 tonnes. (See 
information relating to acceptance of large tankers into Western Port.) 
See “Tankers”. 

RADIO: Advice to Ships Masters on Western Port Harbour Control: 
GENERAL INFORMATION 

1. Radio Watch A continuous radio watch will be kept by 
Harbour Control on VHF Channel 16. 
Main working channel is 14. 

2. Pilot Boarding Ground Position 3 mile x 180° from West Head 
will be identified as position “A”. 
Position of Fairway Buoy (ISO. 2 sec.) will 
be identified as position B”. 

INWARD BOUND VESSELS 

1. Vessels shall report to Harbour Control at least 1 hour before arrival 
at position “A” or “B”, giving ETA position “A” or “B", deepest 
draft and information re-hull leaks and health of crew, etc. 

2. Vessels must request permission to enter port. It is an expressed 
condition of entry that any malfunction or impairment of machinery, 
steering and propeller indicators which could cause restrictions in 
the manoeuvring ability of the vessel, is reported to Harbour Control 
and to the Pilot when engaged. 

3. Vessels shall advise Harbour Control when passing Fairway Buoy 
(position “B’’). Sea lashings to be removed from anchor cables and 
anchors made ready for immediate use. 

4. Vessels shall advise Harbour Control when rounding Sandy Point 
and request VHF Channel for berthing operations and tugs. 

5. Vessels shall report to Harbour Control (Channel 14) when all fast, 
finished with engines and tugs dismissed. 

OUTWARD BOUND VESSELS 

1. Vessels shall contact Harbour Control 1 hour before fixed time of 
departure advising if they will/will not be ready to sail in 1 hour's 
time. 

2. Vessels will be advised at sailing time by duty Harbour Master re 
permission to sail, port movements, etc. 

3. When vessels clear their berth and tugs dismissed and proceeding 
they shall report this to Harbour Control (Channel 14). 

4. Vessels to advise Harbour Control when (a) Rounding Sandy Point. 
(b) Clear of Port. 

VESSELS PROCEEDING TO ANCHORAGE 

1. Vessels inward and outward to an anchorage are to use the same 
procedure as in above for inward and outward vessels respectively. 
Vessels will be advised if required to anchor and what anchorage 
to use. Whilst at anchor vessels shall keep a continuous listening 
watch on Channel 14. 

2. Vessels shall advise Harbour Control when they have anchored 
and also when vessels are underway again from an anchorage. 

ENGINE TRIALS AND LIFEBOAT DRILLS, ETC. 

1. Vessels wanting to carry out engine trials shall first obtain 
permission from the duty Harbour Master. 

2. When lifeboat drills are to be held and boats swung out and put 
into the water the duty Harbour Master shail be given prior notice. 

3. All vessels in the port shall notify Harbour Control (Channel 14) of 
any distress signals sighted or any untoward occurrence. 


RADIO PRATIQUE: Radio Pratique is available. The following 
procedure shall apply. In a period of 12-24 hours before the expected 
arrival of the ship, the ship's Agent shall present to the Port Quarantine 
Officer, via the Port Authority Office, a completed questionnaire giving 
details of ship's itinerary, health and quarantine status, etc., and request 
permission to berth, or Radio Pratique, as required. The answers to the 
questions should have been obtained by radio from the ship immediately 
prior to presenting the form to the Quarantine Officer and should include 
vessel's ETA at the Pilot Station. The ship's Agent shall advise the 
Quarantine Officer when the ship has berthed and the Quarantine Officer 
will then board the ship and will require the completed Declaration of 
Health forms in duplicate. If all the standard conditions are satisfactory, 
a Certificate of Pratique will be issued. 


3. Fairway Buoy 


TUGS: Two tugs are available both of 3,800 kW. and 50 tonnes bollard 
pull. Tugs join vessel at Sandy Point. Tug’s line used. Tugs are fitted 
with VHF and radar and fire-fighting equipment. Additional tugs available 
from Melbourne given 24 hours notice. 


BERTHING: Berthing subject to Port Authority's direction. 2 oil berths, 
2 steel works berths (one is Ro/Ro), 2 tug berths and 1 repair berth are 
available. 
Stee! Industry Wharf (2 Berths) (16.5 n.m. from Entrance): Berths are 
owned and utilised by BHP Coated Products Division. Approach channel 
has a depth of 9.1 m. Depth alongside both berths is 12.1 m. Swing 
basin diameter 457 m. Steel works is 2.5 Km. from berth. 
Stee! Industry Wharf No. 1: Ro/Ro Berth — Vessels with stern door or 
starboard quarter ramp up to 15,000 tonnes. 

Ramp details: Length 28 m. (curved), width 8.5 m. Ramp made up of 
7 sections which are hydraulically operated to allow accommodation of 
various types of stern loading/discharging vessels. 

Ramp section is approximately 3 m. proud of stern berthing fenders. 

Starboard Quarter Ramp details: Concrete landing pad ashore 
appropriate for a quarter ramp of 10.17 m. width, 50.3 m. length overall, 
and angled at 31.5° to ship's centre line. Stern of vessel approximately 
17 m. off ramp for stern door vessels. 
Steel Industry Wharf No. 2: Conventional General Cargo Wharf. 152 m. 
long, 24m. to 15.6 m. wide. Reinforced concrete wharf with wooden 
fendering. A mooring dolphin is provided 30 m. N.E. No. 2 Berth is 
adjacent and extends in a N.E. direction from No. 1 Berth. 

Max. size of vessel: 200 m. length overall. 

Tidal range at berth: Between 2 m. and 3 m. 

Nature of Bottom: Mud, clay and some rock. 
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Vessel can dock/undock during hours of darkness, subject to tidal 
conditions. 

Vessels moor using ship's lines to Port Authority's requirements. 

Pilots used, unless Master holds special exemption. Water available. 

Bunkers by Road Tanker only, subject to Port Authority's approval. 

Engines may be immobilised whilst ship is alongside, subject to duty 
Harbour Master's approval. 

Stores and supplies can be delivered from dock or by launch. 
STEVEDORES: Western Port is a class “B” port for stevedoring 
facilities. Port Waratah stevedores available. Require ETAs of vessels 
from Agent. Ordering time for labour: Tuesday-Friday, by 1430 hrs. 
previous day. Saturday-Sunday, by 1430 hrs. previous Friday. Monday, 
by 1430 hrs. previous Sunday. All close holidays observed. 


MEDICAL: Four qualified medical practitioners available and 20-bed 
Nursing Hospital. Agent should receive prior notice of particulars of 
vaccinations required. 


TANKERS: 
Information Relating to Acceptance of Large Crude Tankers into the 
Port of Western Port: 

The following parameters should be used by ship charterers and 
agents as a guide to determine the acceptability of large tankers into 
Western Port. 


1. Displacement tonnage in arrival ballast condition to 110,000 tonnes. 


2. LOA to 300 m. 

3. Draft in ballast condition to 9.5 m. 

4. Distance from manifold centreline to water line: 16.5 m. at Crib 
Point jetty, 17.5 m. at Long Island Point jetty. 

Distance from manifold flange to ship's side: Minimum 1.0 m., 
maximum 4.5 m. to 5.0 m. 

5. Only clean ballast from segregated ballast tanks is permitted to be 
discharged into Western Port Bay (i.e. no ballast water from any tank 
capable of carrying oil is permitted to be discharged into Western Port 
Bay notwithstanding the cleanliness of the tank or the previous cargoes 
carried in the tank). 

There are no ballast reception facilities at Crib Point. Esso can accept 
up to 16,000 tonnes of ballast without difficulty and up to 20,000 tonnes 
with 1 week’s notice. Quantities in excess of 20,000 tonnes may, in 
exceptional circumstances, be accepted by Esso but only after 
consultation with the terminal management. 

6. Consultation with Port Authority is required prior to fixing any vessel 
over 100,000 d.w.t. or having loaded draft over 13.0 m. into or out of 
Western Port. 

Crib Point Jetty: (2 Berths, 13 n.m. from Entrance): Berths are State 
owned and utilised by Esso (Australia). The approach channel has 
14.3 m. below chart datum, swing basin has a diameter of 610 m., and 
depth of 14.3 m. 

No. 1 Crib Point: Capable of accommodating 165,000 tonne tankers 
with a depth alongside of 15.8 m. Shore gangway used at this berth. 
Grades Handled — Crude oil direct from LIP via 42 in. line. 

Hose and pipeline diameters: 

Crude: 4X12 in. diameter hoses. 224 in. diameter pipelines. Pumping 
rate up to 5,000 t.p.h. Max. back pressure 150 p.s.i. Hoses connected 
by shore labour. Airdraft to manifold 16.5 m. above MHW. Ballast 
capacity — Nil. 

No. 2 Crib Point: State owned and now used as a repair berth only. 
Capable of accommodating vessels to 95,000 tonnes deadweight 
(in ballast) with a depth alongside of 12.8 m. Shore gangway available. 
Two dolphins provided 61 m. apart. 


Long Island Jetty (7 Berth 15.5 n.m. from Entrance): Berth is State 

owned and utilised by Esso (Australia). The approach channel has a 

depth of 14.3 m., swing basin has a diameter of 548 m. and a depth of 

14.3 m. There is a depth of 15.8 m. alongside the berth. Berth used for 

export of Gippsland Crude and LPG. Can accommodate vessels up to 

165,000 tonnes. Shore gangway used. 

Long Island Terminal — General: 

Tank Height above sea level — Crude Base 13.7 m. Tank Full 28 m. 
LPG Base 7.6 m. Tank Full 36.6 m. 


Distance of tank farm Crude 3 km. 
to Jetty — LPG 1 km. 
Hose and Pipe-line diameters: 
No Hoses. “Chicksan” arms used. Airdraft to manifold 17.5 m. 
above MHW. 


Crude: 2X16 in. and 1x12 in. diameter loading/ballast arms. 230 in. 
diameter pipelines. 
Max. pumping rate 7,250 t.p.h. Max. back pressure 125 p.s.i. 
LPG: 3x12in. diameter loading/vapour arms. 120 in. diameter 
refrigerated pipeline. 1*x12in. diameter vapour pipeline. 1x4 in. 
diameter pressure pipeline. 

1x8 in. diameter loading arm for refrigerated and pressure LPG is 
also fitted with a 4 in. vapour return line. 

Max. pumping rate — refrigerated products 1,400 t.p.h. 

— pressure product 45 t.p.h. 


Following are requirements for LPG carriers loading at Long Island 
Point Jetty: 

1. Vessels to present at loading port with cargo tanks precooled and 
ready to load fully refrigerated butane and must contain a liquid butane 
heel. Similar procedure for propane. 

2. Vapours in the ship's tanks must not contaminate the product in 
any way that may cause the quality specification to be exceeded in any 
particular case. 

3. Vapours in the ship's tanks should not react with the product in 
any way to cause a hazard or prevent the vapours from being returned 
to the shore compressor system. 

4. The ship's tanks must be free of sulphur compoundsiL.G. 
odourants. 
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Manifold connection requirements: 

Distance manifold flange to ship's side Min. 0.91 m. (3 

Max. 3.66 m. (1 

Height C/L manifold flange above water level/ 
vessel Lightest Condition: 

Manifold spacing 


ft.) 
2 ft.) 
17.04 m. (55.9 ft.) 
Min. 1.83 m. (6 ft.) 
Max. 3.66 m. (12 ft.) 
Min. 7.6 m. (2 ft. 6 in.) 
Max. 1.60 m. (5 ft. 6 in.) 
Flange connection 305 mm. (12 in.) 150 ASA to match Chicksan Arms. 
Connection to be approximately mid way between stern and stem to 
enable satisfactory mooring of vessel.. 
Hoses will not be permitted for the loading of refrigerated LPG. 
Compliance with standard safety check list is required. 
Reducers: Terminal has 6 in., 8 in., 10 in. and 12 in. ASA Reducers. 
Arms connected by Esso. 
Ballast Facilities: Normal capacity 16,000tonnes and up to 
20,000 tonnes with one week's notice. Quantities in excess of 
20,000 tonnes may, in exceptional circumstances, be accepted by Esso, 
but only after consultation with the terminal management. 
Pollution: Cases of discharging dirty ballast or oil spillage will be 
investigated and vessels are liable to fines and/or detention. Vessels 
shall not discharge into the waters of the port any part of the contents 
of their cargo, slop or ballast tanks (this includes clean ballast) or tank 
washings or bilges which are liable to pollute these waters. Masters shall 
ensure that pipe-lines and equipment are clean before using them for 
discharging anything into the waters of the port. Scuppers shall be 
plugged effectively and no leakage or spillage from any vessel shall be 
allowed to leak or be swept overboard. 
Masters of vessels must seek permission from the Port Authority 
before pumping anything into the waters of the bay. 
The State of Victoria has stringent laws in force concerning the 
pollution of the sea by oil. 
Smoke emissions controlled under the Clean Air Act which will operate 
under the jurisdiction of the Environment Protection Authority. 
Ballast (Tankers): All ballast contained in tanks connected in any way 
to the vessel's cargo carrying system, is to be discharged to shore 
tankage. 
Fire Precautions: Tankers shall not immobilise main engines whilst 
alongside jetties. Vessels must observe Port Rule 113 (Dangerous 
Goods and Oil in Ports) 1974. No oil cargo handling or physical 
preparation for same permitted unless firewatch tug is on duty. 
Tank Washing/Gas Freeing: Permitted alongside subject to approval 
from the Port Authority. All tank washings to be discharged ashore. 
Garbage: No garbage or rubbish shall at any time be jettisoned into the 
waters of the port. The Master, Owner or Agent of a ship shall, through 
the Port Authority, make all arrangements for garbage and rubbish to 
be collected from ships within the port and to be delivered to the port 
incinerator for destruction. 
Bunkers: Small quantities of marine fuel are available from road tankers. 
Fresh Water: Available, approximate rate 100 t.p.h. Approximate price 
$1.00 per 4.5 cu.m. Delivered from hydrants at Jetty Heads at all Berths. 
Density; Average density between 1025 and 1030 oz. per cu.ft. 
Mooring: Vessels secure to oil jetties using ship's lines and shore 
preventer wires, at all times. See “Plan”. 


CONSULS: None. 

REPAIRS: Facilities for medium size deck and engine repairs. All repairs 
subject to Port Authority's approval. 

SURVEYORS: Cargo Inspectors: Caleb Brett, Cargo Superintendents 
available from Melbourne. All major classification societies, surveyors 
and insurers represented as for Melbourne. 


Height of C/L manifold flange above deck 


GANGWAY/DECK WATCHMAN: A shore watchman may be hired. 
Cost borne by the vessel. 
CERTIFICATES: 

Clearance from last port. 

Ship's Register. 

Articles of Agreement. 

Official Log Book. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

IMO Certificate of Fitness for LPG Carriers. 

Light Dues Certificate (receipt). 

Pratique Certificate from last port (if to be used in this port). 
CUSTOMS ALLOWANCES: (a) Tobacco: each crew member permitted 
either 200 cigarettes or 250 gm. of pipe tobacco, or 250 gm. of Fine Cut 
Tobacco out of Bond. (b) Wine and/or Spirit: each crew member is 
allowed 1 litre of wines or spirits (opened). 

CARGO GEAR: No shore cranes. All vessels must comply with 
Commonwealth of Australia Regulations prescribed under the 
Navigation Act. 

REPATRIATION: Facilities available. 

AIRPORT: Nearest major commercial airport is Tullamarine, 55 miles 
distance, from which there are frequent interstate and international 
flights. Airport accessible by road in about 2 hours by taxi-car. 
HOLIDAYS: Oil terminals work on all holidays. Steel Works observe 
close holidays. 

POLICE/AMBULANCE/FIRE: Police Hastings 790222; Ambulance 
Frankston 7832222: Fire. Hastings 791345, and Crib Point 839221. 
TELEPHONES: A telephone service will be installed onboard every ship 
berthed at the tanker terminals. STD (Subscriber Trunk Dialling) is not 
available from these telephones. Trunk calls may be obtained by dialling 
0176 and reversing the charges. 

SERVICES: Licensed compass adjuster available. Underwriters 
Representatives available. Radio and radar repairs available. 

BANKS: American and European bank offices are represented from 
Melbourne. 


EMERGENCY CO-ORDINATION CENTRE: Port Emergency Plan is 
activated by Duty Harbour Master with Co-ordination Carica initially 
established in the Port Authority Office, Stony Point. 

STORING: Vessels may be stored by barge or truck. At tanker terminals 
storing is not allowed during loading or discharging operations. Trucks 
and forklifts are restricted to a point 60 m. from jetty head. Bonded stores 
are handled under Customs supervision. Local labour is available to 
assist with storing. 

SHORE LEAVE: Crew members permitted shore leave, and launches 
can be supplied to vessels at anchor, provided vessels have pratique, 
and have been cleared by Customs. 

IDENTIFICATION CARDS: Required for all nationalities except the 
United Kingdom, Canada, South Africa, Japan, Israel, Norway, 
Denmark, Fiji, Hong Kong, Malaysia, and South Korea. Also see 
“Melbourne”. 

DELAYS: No delays anticipated. Port operates 24 hours per day. 
AUTHORITY: Port of Melbourne Authority, P.O.Box 4721, Melbourne 
3001. Tel: 03-611-1777. Telex: AA 34211. 

Local Authority: Manager Western Port, Port Authority Office, 
Stony Point Road, Crib Point, Victoria 3919. Tel: 059-839406. 
Telex: AA 34051. FAX: 059-838684. 


AGENT: See “Melbourne”. 


WHYALLA, S.A.: 33.02 S. 137.36 E. (See Plan) 


LOCATION: Situated on Western shore of Spencer Gulf opposite to and 
27 miles by sea from Port Pirie. Open to all Southerly winds, which 
seldom interfere seriously with operations. 

BUOYAGE: “IALA” Buoyage system “A” has been adopted. 

The system is that the port hand beacons are red in colour, lights red, 
topmarks can shape and even numbered. The starboard beacons are 
par in colour and lighting, topmarks cone shape and odd numbers. 

ACILITIES: Jetty for iron ore loading, and dredged harbour with one 
main wharf for steel and general cargo, and for bulk cargoes of coal, 
coke, limestone, pig iron, salt, etc. Harbour berths are safe berths. 
DOCUMENTS: See “Melbourne”. 

PILOTAGE: Compulsory except for Australian vessels whose Masters 
hold Exemption Certificates. Pilots board 1.6 miles - 143° from Fairway 
Buoy. Vessels requiring Pilot should request service in sufficient time 
enable Pilot be ordered before 1600 hrs. Monday to Friday and should 
show prescribed signal within at least 10 miles of Whyalla. If delayed 
berthing, Master informed by radio and recommended anchor at Pilot 
boarding station (see above). 

ANCHORAGES: Quarantine line extends in direction 241° from Black 
Point to Coast Southwestward of port. Quarantine anchorage shown on 
Australian Chart AUS.135, lies Southeastward of quarantine line and 
Eastward of jetty. Anchor in close proximity to Pilot boarding area. 
Vessels should not anchor on harbour or jetty leads, but should anchor, 
draft permitting, approximately 1 mile North of Outer Fairway Beacon. 
Holding ground good with hard clay and sand bottom. 
RESTRICTIONS: Vessels will not be moved within port by Pilot unless 
at least 10% of max. draft in water beneath keel. 

Also see “Berthing”. 

PRATIQUE: Whyalla is a Port of First Entry. 48 hours’ notice of request 
for Pratique required. Pratique granted at anchorage or in berth. Also 
see “Melbourne”. 

Also see “Australia-General” before first port — Answers required to 
questions in Quarantine form by radio. 

RADIO: Cable “SWHYBHPTWHY Whyalla” also local Agent (a) on 
departure from previous port advising ETA and total cargo for discharge 
Whyalla (if any); (6) 48 hours prior arrival giving ETA; (c) 24 hours prior 
arrival giving ETA; (d) advise any alteration in ETA; (e) advise estimated 
draft on arrival fore and aft. These cables necessary in order ensure 
loading and labour. Cables to be signed with Master's name. Cables 
sent outside working hours should be prefixed “Shipserv”. In event 
vessel arriving direct from overseas port requiring Pratique, following 
additional advice to be cabled: No. of crew, nationality, and whether 
health vaccination certificates required. 

VHF: Port equipped with VHF. Service maintained 24 hours a day. Call 
sign “Whyalla Harbour”. 

TUGS: All tugs fitted VHF radio. 4 tugs available between 5 and 45 tons 
bollard pull. Wire towropes not to be used unless risk of damage to tug 
undertaken by ship. Charge for use of tug’s lines. Orders for tugs to be 
made at least 2 hours before required and not later than 1530 hrs. 
Monday to Friday. Ferry services undertaken to ships at anchorage 
outside harbour when requested. 

BERTHING: Iron ore loading jetty no longer in service, lies near Eastern 
side of town is 2,273 ft. long with T head formed by 6 dolphins. At night, 
the dolphin shows fixed white light, 

No. 2 Jetty: Max. length of vessel 250 m. Depth of water alongside 
11.6 m. LW. Approach Channel depth 10.7 m. LWOST. Swinging basin, 
depth 10.7 m.. LWOST. 

_ Stowage factor iron ore, 13 cu. ft. — 15 cu. ft. per ton. No stevedoring 
incurred and generally cargo loaded lower holds and no trimming 
necessary. 

Whyalla Harbour: About 1.25 miles to North of Iron Ore Jetty. Entrance 
Channel 120m. wide and approx. 3,050 m. length. Water depth in 
Channel and basin 10.0 m. LWOST. Depth of water at Harbour Wharf 
10.7 m. LWOST. 4 berths, full wharf 2,300 ft. 

DENSITY: Density of water approximately 1028 to 1035 therefore 
vessels must load light. 

STEVEDORES: Shift work 21 hours per day on continuous 7 day roster. 
At least 24 hours notice for labour requirements. 

MEDICAL: Resident doctors and hospital available. 

FRESH WATER: Available at No. 2 Jetty and all wharves. 


AUSTRALIA 


FUEL: Bunkering not normally undertaken. Fuel oil, coal and diesel oil 
available at Whyalla Harbour Wharf in emergencies only. 

REPAIRS: Consult ship's Agents before maintenance or repairs 
undertaken. 

SURVEYORS: The following Surveyors available anytime if advance 
notice given: (1 hour flight from Adelaide). 

Uoyad's Register: 149 Brebner Drive, Westlakes, Adelaide, South 
Australia 5021. Tel: Adelaide 353 5166. After hours: Adelaide 267 2554 
and 294 7478. Telex: 89973 (LRADL). 

Bureau Veritas: 20 Divett Street, Port Adelaide, South Australia 5015. 
Tel: 47 5924. Telex: AA88593. 

STORES: Marine and bonded stores can be procured by arrangement 
with Adelaide. 5 days notice required. 

Lloyd's agents are Adelaide Steamship Co. Ltd. 

GANGWAY/DECK WATCHMAN: Available at ship's option. 
REPATRIATION: Air, road and rail facilities available. 
STORING: See “Prelims”. 

Storing at the Blast Furnace Whart: 

1. Vessels can be stored by trucks. 

2. Vessels can store during loading or discharging if the vessel can 
provide cranes and labour for this purpose. Barges not used at this 
wharf. Storing must not cause any delay to stevedoring operations. 

Stevedoring operations cease between the hours of 0700 to 0800; 
1500 to 1600; 2300 to 2400. 

3. Trucks can proceed alongside at all berths. 

4. Forklifts are available for hire and can be used at all berths. 

5. Application to load stores should be made to Customs by 
submitting a requisition showing details of items required, prior to 
loading. 

At least 24 hours notice is required by Customs during business hours, 
Monday to Friday. 

Form 957 (Entry for Exportation) is then completed showing all details 
and value of the goods, and signed by the Ship Owner or his Agent, 
and lodged with Customs within 7 days. 

6. Shore labour is not available for storing. 

Storing at the Ore Loading Jetty: 

Modest amounts can be loaded by launch on the port side using ship's 
cranes. Launch charge $211.00 per hour. 

Small orders can be manhandled to ship's starboard side at the jetty. 

Vessels always berth head out, starboard side to the ore jetty. 
AMBULANCE: In event of accident contact Agent or BHP 419 or BHP 
2205. After hours BHP 699. St. John’s Ambulance Services (Tel: 45- 
7777) available 24 hours daily or call “Whyalla Harbour” on VHF 
Channel 16. 

Aerial Ambulance available for transfer of patients to a metropolitan 
hospital. 

EMERGENCY CO-ORDINATION: Whyalla Police Tel: 45 7088. 

State Emergency Service Tel: 45 0272. 

Local Emergencies within B.H.P. Area, including Ships Alongside: 
e.g. Accidents, fire, flooding, deaths, electrical faults causing hazards, 
oil spills and other pollution. 

Dial ‘OO’ on B.H.P. Interworks black telephones or ‘500’ on cream 
telephones. 

BANKS: A.N.Z. Banking Group, Forsyth Street, Whyalla. 5600. 
Tel: 45 7122 

Commonwealth Banking Corporation, Forsyth Street, Whyalla. 5600. 
Tel: 45 8666. 

National Bank of Australia, Forsyth Street, Whyalla. 5600. 

Tel: 45 8033. 

Westpac Banking Corporation, Forsyth Street, Whyalla. 5600 
Tel: 457155. 

SHORE LEAVE: Crew members permitted shore leave, and launches, 
at ship's option, provide regular schedule to anchorage — weather 
permitting. 

AUTHORITY: Port Authority: B.H.P. Steel International, Long Products 
Division, P.O.Box 21, Whyalla, South Australia 5600 Te/: (086) 404444. 
Telex: AA 80270. Cables: “Hematite” Whyalia. Contact: Superintendent 
Shipping and Stevedoring. Telex: 183722. FAX: (086) 404787. 

Department of Marine & Harbours, P.O.Box 102, Whyalla, South 
Australia 5600. Te/: Business: (086) 45 5666. After hours: 45 7682 or 
45 5744. Cables: HMWHYBON. FAX: (086) 455256. Contact: Captain 
A.G. Wilson, Harbour Master. 

Department of Marine & Harbours available as Cargo Inspectors and 
Independent Surveyors. 


AGENT: Sub-agent of Patrick Agencies, Adelaide. 


WYNDHAM, W.A.: 15.27 S. 128.06 E. (See Plan) 


PORT LIMITS: All waters in the Cambridge Gulf South of a line 
extending from Cape Dussejour to the summit of Hill 437 on Lacrosse 
Island, thence to Cape Donett. 
CERTIFICATES/DOCUMENTS/HEALTH: See “Melbourne”. 
PILOTAGE: Compulsory for all vessels entering the port except those 
whose Masters have pilotage exemptions. Pilot Boarding Ground, 
Nicholl’s Point bearing 214° distance 5.2 miles (Lat. 14° 58.2’ S., Long. 
128° 10.3’ E.). By special arrangement, and if the vessel has no charts 
and subject to weather, the Pilot will board at the Outer Pilot Boarding 
Ground, Lacrosse Island Light bearing 351° distance 4.7 miles. 

Harbour Master/Pilot is no longer stationed permanently at Wyndham. 
So early advice (10 days) is essential and should be sent to Supt. 
Pilotage, Department of Marine and Harbours, Fremantle, Telex: 94784, 
so that arrangements can be made to fly a Pilot to Wyndham. 48 hours 
and 24 hours prior to arrival give ETA to Harbour Master, Department 
of Marine and Harbours, Wyndham. 

The approaches Channel has a minimum depth of 6.4 m. LWOST. 
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ETA: Shipserve “Harbour Master Wyndham” required 48 hours and 
24 hours notice prior arrival. The 24 hours message should be timed to 
be delivered before 1630 hrs. local time on the day before arrival so that 
arrangements can be finalised, when possible, in working hours. 

Indicate max. draft in the 48 hours notice. 

APPROACHES: Generally speaking, it is preferable to arrive at the pilot 
station at daybreak. Approach Medusa Bank Buoy and pass Westward 
(buoy bearing 090° distance 1 mile). Steer 180° until Lacrosse Island 
Lighthouse bears 040°, distance 2 miles. Alter course to 145° to a 
position with Shakespeare Hill and Cone Hill in transit (086°), Cone Hill 
distance 4 miles. The course should then be altered to 225°. Course 
clears Guthrie and East Banks and puts Black Cliff right ahead. 

It will be noted that a conspicuous hill (un-named) is sighted 
immediately behind Black Cliff Point and these together form an 
excellent lead down this part of the Gulf to a position off Islet Point. 
From this point onwards pilotage is fairly complicated. There is a 
submerged wreck off the jetty, which must be considered when berthing 
and unberthing. Large vessels may only navigate the Hare Channel at 
half tide or better, as there is a 6.4 m. patch in the fairway. 
RESTRICTIONS: The max. length of vessel permitted to navigate the 
Gulf is 189 m. overall. Longer vessels fitted with bow thrusters have 
used the port by special permission. 

The Gulf is not navigable during hours of darkness at present. 
MAX. SIZE: Length 190 m., draft 8.8 m. 

HEALTH: Wyndham is a First Port of Entry. Masters are required to 
radio Port Health Authority, Wyndham, not less than 12 hours prior to 
arrival at pilotage station and giving state of health of the vessel. 
Examination for pratique is usually conducted after arrival alongside and 
nobody is permitted ashore until doctor's examination is completed. 
TUGS: None. 

BERTHING: There is a jetty of 283 m. in length. The Southern 210 m. 
having a least depth of 9.14 m., there is slightly less water at the Northern 
end. 

Ordinary moorings are used. A launch is on station to run lines. There 
is no tug available. 

STEVEDORES: Working hours: 0730 — 1130 hrs., 1230 — 1630 hrs., 
1630 — 1830 hrs. When no extension of work, labour finishes at 1630 hrs. 

Labour is organised by the A.E.W.L. WWF conditions prevail, 2 gangs 

are available. Prior advice as to labour requirements, hatches to be 
worked, etc., is of great assistance to stevedores. 
CARGO HANDLING: By ship's gear only direct to motor transport. 
1x12 ton Coles slewing crane available, provided sufficient notice is 
given. Fork-lift trucks and pallets are used for handling general cargo 
where suitable. 

A container park and facilities for handling and storage of reefer and 
dry containers ashore has been installed. 

Bulk Loader on South Berth, grain loading rate 120 t.p.h. 

FRESH WATER: Available at both berths. Supply is 10 t.p.h. approx. 
FUEL: Not available. 

REPAIRS: No facilities. 

TIME: See “General” before first port. 

AUTHORITY: Marine and Harbours Department, P.O.Box 220, 
Wyndham, Western Australia 6740. Tel: (091) 61 1006, 611203. 
FAX: (091) 611244. Contact: Milton J. Reynolds, Port Manager. 
Tel: (091) 611227 (after hours). 


AGENT: Sub-agent of Patrick Agencies, Fremantle. 


YAMBA, N.S.W.: 29.26 S. 153.21 E. (See Plan) 


PORT LIMITS: One nautical mile Eastwards of the ends of the North 
and South Breakwaters defines the seaward limits of the port. 
DOCUMENTS: 

Crew Lists M&S 11. 

Port of Call Lists. 

Passenger Lists Forms M308, 309, 310 (2 each). 

Crew Personal Effects List Form 5. 

Store List Form 42A. 

Animal Pets aboard Form QA4. 

Ship's Log. 

Last Port Clearance. 

Safety Certificates: Construction, Equipment, Safety Equipment, 

Loadline, Radio. 

Where possible, cargo manifests and stowage plans should be 
forwarded by airmail ahead of the vessel to the local Agent. 
PILOTAGE: The Clarence buoyage is IALA “System A’. Pilotage is 
compulsory for all craft exceeding 30.48 m. LOA, unless a current 
Pilotage Exemption is held by the Master. 

Notice of ETA and request for a Pilot must be made to the Harbour 

Master not less than 24 hours before ETA at breakwater. Cable address 
is “Pilot Yamba”. Confirmation of ETA is required 2 hours before arrival 
breakwater. Channel 16 VHF is continuously watched 1 hour before last 
given ETA and ETA may be confirmed or adjusted on this frequency. 
Pilot boat is 15 m. LOA and is a black hulled tug with black funnel and 
white superstructure, called “Francis Freeburn”. The usual international 
signals may be employed by vessels requiring a Pilot. The Pilot boarding 
point may vary according to weather and sea conditions, if possible it 
will be 1 nautical mile seaward of the breakwater, otherwise Pilot will 
either issue instructions or lead vessel into the river and board just inside 
breakwater entrance. Pilot boarding arrangements must be according 
to IMO rules. Vessels awaiting Pilot or suitable tide may anchor between 
1 and 2 miles East of the breakwater entrance — sand bottom and good 
holding ground. 
ANCHORAGE: Masters familiar with the port and pilotage vessels may 
proceed to an anchorage downstream of the Harwood Bridge for 
berthing at Harwood Sugar Mill in 5.0 m. of water or to a position midway 
between Freeburn Island and Illuka Wall in 6.0 m. of water for vessels 
berthing at Goodwood Island wharf. Also see ‘'Pilotage”. 
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RESTRICTIONS: Vessels can enter the port day or night. The only 
restrictions would be on bar conditions and the height of tide in relation 
to vessel's draft. 

MAX. SIZE: Generally,there is no restriction on length, max. beam would 
be approximately 70 m. to get through a 91 m. passage in a rock reef 
inside the breakwater entrance. The main restriction is draft of vessel 
which is 3.7 m. plus height of tide, such tides being almost identical to 
Sydney in both height and time. 

HEALTH: Australian Commonwealth Rules apply. 

RADIO: Sydney Radio (VIS) or Brisbane Radio (VIB) are the long range 
area stations. 

VHF: The base station with call sign “Yamba Harbour Control’ is 
situated behind the Wooli Head Lighthouse. A continuous watch is not 
maintained, only on prior notice that a vessel is due. Initial calls are 
made on Channel 16, another Channel will be used after contact has 
been made. The pilot vessel, which also acts as tug, if required, has 
Channels 16, 12, 6, and 8. 

RADAR: There is no Port Control Radar. 

TUGS: There are no commercial tugs, the pilot vessel may act as a tug 
if required either by the Master of the vessel or on advice from the Pilot. 
The “Francis Freeburn” is 460 b.h.p. and five tonnes bollard pull. 
BERTHING: Main general cargo berth is Goodwood Island Wharf. This 
is a concrete decked, concrete piled wharf with timber and rubber fender 
piles. Permissible wheel loading 4.2 tonnes, wharf 70 m., deck floor 
2,600 kg./sq.m. Vessels of greater than 70 m. length can secure at the 
berth as bollards are available 24m. and 30 m. up and downstream 
respectively from the wharf. The least depth alongside the whart is 7.0 m. 
There are no sheds on the wharf, however a large stacking area is 
available, the wharf being designed mainly for timber export/imports. 
Ship's cargo gear is usually employed, but mobile cranes up to 50 tonnes 
are available at reasonable notice for extended hire. 

There are no Roll-on/Roll-off traffic berths or berths for handling liquid 
chemicals or LPG carriers. The berth at Goodwood Island is suitable for 
loading or discharging explosives. 

STEVEDORES: Working hours are from 0800 — 1900 hrs. 5 days per 
week, weekends by arrangement, also second and third shifts by 
arrangement. 

MEDICAL: Full hospital facilities at Level 2 available without prior notice, 
Level 3 on transfer to Grafton or Lismore with specialist services. 
FRESH WATER: Good quality potable water available in unlimited 
quantities at 30 tonnes/p.h. per connection, ship's hoses used at the 
present time. 

FUEL: Nearly all grades of fuels and lubricants are available by road 
transport with arrangements being made through Agent. 

CONSULS: Nearest at Sydney or Brisbane. 

REPAIRS: Routine maintenance and boilermaking assistance to light 
engineering standards. The nearest foundry is in Ballina, 1 hour's drive 
from the port, operated by the same firm that does the maintenance and 
boilermaking. 

DRY DOCK: A slipway of 1,200 tonnes displacement is available. 
SURVEYORS: Lloyd's Agents who also represent other Classification 
Societies and Surveyors can be brought from Sydney or Brisbane at 
short notice. 

GANGWAY/DECK WATCHMEN: Gangway and deck watchmen are not 
normally used in this port but can be obtained at Union award rates, 
with prior notice to the Agent. 

HATCHES: Opening/closing normally handled by stevedores whilst 
alongside or by ship's crew before arrival. 

CUSTOMS ALLOWANCES: Australian Commonwealth Regulations apply. 
CARGO GEAR: Discharge or loading of cargo at Goodwood Island 
Wharf is by ship's gear, however mobile cranes up to 50 tonnes capacity 
are available for extended hire at short notice. 

REPATRIATION: Scheduled aircraft to Sydney are available twice daily 
at Grafton Airport, 1 hour's drive away. Rail connections to and from 
Sydney are also available at Grafton. All facilities exist for changes of 
crew and repatriation of seamen with prior notice to Australian Customs 
at Coffs Harbour. 

AIRPORT: See “Repatriation”. 

TIME: See “General” before first port. 

HOLIDAYS: Christmas Day, New Year's Day, Anzac Day and Good 
Friday. 

POLICE/AMBULANCE/FIRE: All emergency services are available 
through the local wharf office. 


Police: lluka 46 6019: Maclean 45 2444. 
Fire: If unanswered Tel: 42 0222. 
Ambulance: Maclean 54 2420/45 2020. 


EMERGENCY CO-ORDINATION CENTRE: All emergencies are Co- 
ordinated through Canberra. 

TELEPHONES: This service is available aboard ships at Goodwood 
Island Wharf by prior arrangement through the Agent, local calls only, 
account rendered through the Port Authority. 

SERVICES: A compass adjuster resides at the port. 

STORING: Vessels can be stored by trucks, all “under Bond" goods 
are subject to Australian Bureau of Customs control. Trucks can proceed 
alongside vessel at berth during storing. Fork lift tucks can be used on 
wharf to handle stores. Local riggers can be employed to assist storing. 
SHORE LEAVE: When Immigration and Customs requirements have 
been satisfied, there is no restriction on crew shore leave, so long as 
they rejoin the vessel before departure. 

IDENTIFICATION CARDS: There is no need for identity cards or shore 
passes except in so far as non-English speaking persons may wish to 
be able to identify themselves. 

DELAYS: Berthing delays are very infrequent, only possible delay would 
be due to adverse bar conditions. 

AUTHORITY: M.S.B. Hunter Ports Authority, P.O.Box 663, Newcastle, 
NSW 2300. Tel: (049) 272400. Telex: 28761. FAX: (049) 264596. 
Local Office: Captain G. W. Gray, Pilot Station, Yamba, NSW 2464. Tel: 
(066) 462002. FAX: (066) 461596. 


AGENT: See “Sydney”. 


YAMPI SOUND, W.A. (Cockatoo Island and Koolan 
Island): 16.08 S. 123.38 E. 


COCKATOO ISLAND CLOSED MAY 31ST, 1986. WHARF 
FACILITIES TO REMAIN SERVICEABLE UNTIL CLOSURE OF 
KOOLAN ISLAND IN 1993. 


PORT LIMITS: The port limits, which are not marked on the charts of 
the area extend from a position in Lat. 16° 13'13”"S., Long. 
123° 32' 32” E. in a Northerly direction for 10 miles to about midway 
between Bathurst and Irvine Islands, thence Eastward for 15 miles, 
thence Southwards to the mainland passing nearly 0.75 miles Eastwards 
of Koolan Island. The Southern limits of the port includes all the 
intermediate coastline between the Eastern and Western limits as 
defined above. 

DOCUMENTS: The following documents should be prepared prior to 
arrival if Yampi is the first port of entry to Australia: 

Health: 

2 copies — Form Q360 
Customs: 

2 copies — Form M&S 11 (List of Crew) 

1 copy — Form 42A (Store List) 

1 copy — Form 5 (Articles owned or in possession of Master, Officers 

or crew) 

3 copies — Form C&E (Ports of Call) 

1 copy — Form QA4 (Declaration of Ship's Pets) 

1 copy — aa 8 QAS (Shipmaster’s Bond) — completed only if pets on 

oard 

3 copies — Crew List — unofficial 

3 copies — Ship's Bonded Stores — unofficial 

The following Certificates are required to be produced if Yampi Sound 
is the first port of entry to Australia: 

Loadline Certificate 

Safety Radio Certificate 

Safety Equipment Certificate 

Safety Construction Certificate 

State Conservancy Dues (receipt) 

Custom's Clearance from last port 
PILOTAGE: Yampi Sound is not a compulsory pilotage area. However, 
the Company's Port Officer holds a foreign-going Master's Certificate, 
is well versed in local conditions and will act as Pilot for Masters requiring 
his service. Koolan Island Pilot Boarding Place 270° x 2 miles from Nares 
Pt. Light. The Port Officer will board at the Quarantine Anchorage. 

An approved pilot ladder as per SOLAS Regulations is required. 

As a Westerly wind is quite common, Masters are advised that their 
vessel should retain maximum ballast prior to berthing operations. 
ANCHORAGE: Yampi Sound is a well sheltered deep water port with 
good all weather anchorages. 

The Quarantine Anchorage is located on the Eastern side of Yampi 
Sound, with Nares Point bearing 090° True, distance 2 miles. 

MAX. SIZE: Koolan Island: LOA, 280m. Breadth, 43.0 m. Draft 
nb 16.25 m., however loading permitted to deeper drafts on rising 
tide. 

HEALTH: Yampi Sound is a First Port of Entry to Australia, and valid 
Vaccination Certificates are required. Radio Pratique is forwarded to 
Port Office, Koolan Island, who will forward it to quarantine by facsimile 
to Broome. The doctor is normally available during daylight hours only, 
excepting emergencies. 

Customs normally board upon vessel berthing. 

RADIO: The port is able to communicate with vessels which are fitted 
with VHF radio through the normal international maritime channels. The 
call sign is “Koolan Island’. A continuous listening watch is maintained 
on Channel 16 when vessels are due. The port working channel is VHF 
Channel 12. 

Masters of vessels destined for Yampi Sound are required to advise 
their ETA by radio on departure from the previous port, and at 72 hours, 
48 hours, and 24 hours prior to arrival, depending on the vessel's 
departure from that port. 

TUGS: The following vessels are available for shipping movements 
within Yampi Sound. 


Latrobe — 2 x 1,000 h.p. Tug — 30 tonne bollard pull. 
Fullerton Cove —2 x 1,250 h.p. Tug — 35 tonne bollard pull. 
Wirana — Line launch. 


Also available for general cargo work is 

Dampier Barge — Dumb barge 200 tonne capacity. 

TIDES: Tidal streams within Yampi Sound generally set Easterly with 
the flood, and Westerly with the ebb tide. At Koolan Island Wharf, the 
tidal stream sets Eastward except for a period from 0.5 hours before to 
2.5 hours after HW when the tidal stream sets Westward. 

At Spring tides these streams are most pronounced, however may 
become confused at Neap tides. 

Further advice on tides and tidal movement can be obtained from the 
Company's Port Officer. An automatic tide gauge is in operation — with 
tide board clearly visible. 

LOADING ZONES: A Summer Loading zone exists at Yampi Sound 
with the exception of a Seasonal Tropical Allowance from 1st May to 
30th November. 

BERTHING: 

Koolan Island: The loading berth at Koolan Island consists of a 
Substantial, well fendered wharf 170.7 m. long with the centre located 
approximately Lat. 16° 08.3’ S., Long. 123° 44.3’ E. Additional mooring 
dolphins are located each end of the wharf to accommodate vessels of 
up to 160,000 d.w.t. with a maximum beam of 44 m. 

The depth of water alongside the wharf is 17.0 m. at LWOST with a 
tidal range of up to 10.67 m. 

The shiploader consists of a travelling, retractable, luffing, conveyor 
boom capable of loading iron ore at a rate of 3,000 t.p.h., and can move 
a distance of 118.9 m. along the wharf. Larger vessels may be required 
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to shift along the berth during loading operations, the vessel's Master 
being fully responsible for shifting operations at all times. 

Loading is normally continuous with the exception of closed holidays 
such as Christmas Day, Anzac Day, Good Friday, etc. 

General cargo handling facilities at this wharf include a 33 tonne 
travelling and luffing crane on the Eastern end. Shore labour is available 
only for use as mooring gangs, and loading and handling of cargo on 
the wharf only. There are no ship foremen. 

FIRE PRECAUTIONS: There are no fire services available, except the 
Company Fire Brigade and the safety of the vessel, due to the isolated 
nature of the berth, remains the responsibility of the Master at all times. 

International shore connections are readily accessible at Koolan 
Island Wharf adjacent to the fire hydrants. 

MEDICAL: There is a resident doctor on Koolan Island and a small 
medical centre. However, the nearest hospital facilities are at Derby, 
140 km. from Yampi Sound, and all patients are transferred by aircraft. 
AIRPORT: There is an airstrip located on Koolan Island and flights by 
the Company's Charter Aircraft connect with the Australian airline 
system at Derby, 140 km. from Yampi Sound. 

TIME: See ‘General’ before first port. 

POLICE/AMBULANCE/FIRE: In an emergency the Port Officer should 
immediately be informed. 


Emergency telephone numbers: Koolan 
Medical 333 
Fire Brigade 222 
Port Officer —- Home 487 
Office 584 
Agency Officer — Home 553 
Office 285 

Policeman — Home 910400 
Office 400 


SERVICES: Stores, laundry service, fresh water, repair facilities and 
divers are not readily available. An A.N.Z. Bank sub-branch operates 
on Koolan Island. 

Fresh water can be supplied in an emergency while moderate 
amounts of stores are obtainable if sufficient notice has been given 
beforehand. Cash can be obtained. 

Bunkers are not available, distillate is available to small craft in 
moderate quantities only after prior arrangement. 

The facilities in the townsite of Koolan Island are very limited and 

include a Post Office, Supermarket, Shop, Savings Bank, A.N.Z. Bank, 
Open Air Cinema, and a Private Club. There is a swimming pool, tennis 
courts, squash courts and golf club. 
SHORE LEAVE: Identity cards are not necessary for shore leave. The 
townsite on Koolan Island is 10 km. from the wharf. Transport to the 
townsite is limited, however transport may be arranged through the 
Agency Officer. Seamen and visitors are not permitted to walk near the 
quarry areas, and are cautioned to keep clear of all machinery. 

Permission must be obtained before seamen and visitors proceed 
ashore. Blasting in the main pit takes place at irregular intervals, 
indicated on the board at the end of the wharf. 


REGULATIONS: Whilst in the Port of Yampi Sound, Masters are 
respectfully requested to observe the appropriate Quarantine 
Regulations, particularly in regard to the following matters: 

Garbage, waste oils and tank cleaning compounds should not be 
discharged into the sea whilst in Yampi Sound. 

Rat guards should be used at all times. 


GENERAL: The sole export from Yampi Sound is iron ore which is 
quarried on Koolan Island by B.H.P. Minerals Ltd. 

The first shipment of iron from Koolan Island was made in 1965. 

The largest shipment loaded to date is 143,144 tonnes from Koolan 
Island by Australian vessel “Iron Kembla’. 

From November to March Yampi Sound is near the Southern 
extremities of the N.W. monsoonal influence and cyclones can be 
expected during this period. The effects of cyclones are more prevalent 
in this area early in this period, however cyclonic conditions have been 
experienced at Yampi Sound during November/April. 

During the season November to March (known locally as the “Wet”), 
the prevailing winds are Westerly, strong at times, particularly during 
the afternoon. Rain and thunder squalls are also frequent during the 
“wet’, and Master's are warned to be watchful for local storms 
(Cockeyes), as the accompanying winds can be gale force. 

The season April to October (known locally as the “Dry”) brings a 
period of very little rain and frequent periods of strong South-Easterly 
winds during the mornings, giving way to light Westerly sea breezes in 
the afternoons. No cyclones are likely during this period. 

Koolan Island 
Depth of Water 


Berth 17.00 m. (55.75 ft.) 
Turning Basin 20.10 m. (66 ft.) 
Channel 20.10 m. (66 ft.) 
Tide, Rise and Swell 
Spring Rise 10.70 m. (35 ft.) 
Neap Rise 2.10 m. ( 7 ft.) 
Mean Rise 4.63 m. (15 ft.) 
Swell Usually Nil 
Keel Clearance 0.91 m. ( 3 ft.) 
Draft of Ballast Condition 6.40 m. (21 ft.) 


Loader Facilities 


Outreach 15.85 m. (52 ft.) 


Throwing Distance 4.57 m. (15 ft.) 
Clear Height from HWOST 45 ft. 
Berthing Side Normally 
Starboard side 
Stowage factor 13 
Angle of Repose about 25° 
Nature of bottom Mud 
Radio Pratique Available 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Time, berthing and unberthing Usually daylight NOTES 
berthing only. ; i= , 
Unberthing upon Please also advise Shipping Guides Ltd. 


completion. 
AUTHORITY: B.H.P. Minerals Ltd, Koolan Island, W.A. 6733. 
Tel: (091) 910575. Telex: 99883. Contact: Manager. 
AGENT: B.H.P. Minerals Ltd., Koolan Island. Telex: 99855 BHPKNI. 
Fax: (091) 910584. Contact: Captain W. Johnson, Port Officer. 
Ship's mail and any correspondence should be addressed: c/o B.H.P. 
Minerals Ltd., Koolan Island, Derby, Western Australia, 6733. 
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HORTA, Faial: 38.32 N. 28.38 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 
For Customs 

Arrival Declaration. 

Manifest of Cargo for Discharge or in Transit. 

Provisions List. 

Request to Commence Load/Discharge. 

For Port Health 

Derat Certificate or exemption. 

Health Clearance from Last Port. 
For Port Captain 

Seaworthiness Certificate. 

Certificate of Registry. 

Tonnage Certificate. 

PILOTAGE: Can be called by 2 long and 1 short blast on the whistle, 
or by International Code flag ““G". Radio contact with pilot station can 
be made by VHF Channel 16; Tel: 2182; via radio station CUG, or in 
cases of urgency, through the Horta Naval Radio Station CTH. 

Pilot launch painted black with “Pilotos” painted on each bulwark. If 
requested by Master, Pilot will board at entrance of Faial-Pico Channel 
or Faial-St. George Channel. Otherwise Pilot will board at port entrance. 
Vessels waiting for Pilot must remain 1.5 miles from the breakwater with 
Ponta de Doca Lighthouse in line with Avia Larga Lighthouse on Pico 
Island. 

ANCHORAGE: The best holding ground is with the breakwater light in 
line with the tower of San Francisco church bearing 272°, and with llheu 
Negro in line with Casa Joao Catita bearing 203°. Another line of good 
soundings is in the open Channel dos Ingleses. 

MAX. SIZE: For berthing, max. draft 22 ft. Depth in the artificial port is 
36 ft. at HW. Depth at buoy moorings: 33 ft. Vessels of any draft can 
anchor outside the port. 

HEALTH: If vessel has not touched any contaminated port, Pilot will 
haul up signal “TO” and Health Inspector will give Free Pratique. Master 
is obliged to send the Maritime Declaration of Health given by the Pilot 
to shore within one hour together with a Crew List and Cargo Manifest. 
lf vessel has suspected case of fever on board or is coming from a port 
in acontaminated zone, Pratique will only be given after Health Inspector 
has boarded. 

RADIO: Commercial station CUG and Naval station CTH. 

TUGS: None available. 

STEVEDORES: Gangs are provided by local stevedores syndicate 
when requested by Master or Agent. 

MEDICAL: Doctors and hospital facilities always available. 

FRESH WATER: Can be provided by one water barge, capacity 
100 tons. Also available from 3 hydrants on quay, rate 50 t.p.h. 

FUEL: Gas oil and gasoline available by pipe-line on quay. 
CONSULS: 

France Germany F.R. Netherlands 

Greece Italy Norway 
REPAIRS: Machinery and small electronic repairs can be effected. 
GANGWAY/DECK WATCHMEN: Police Guard or Coast Guard (Policia 
Maritima). 

OPENING/CLOSING HATCHES: Performed by stevedores. 
CUSTOMS ALLOWANCES: Up to 150 grammes tobacco and small 
allowance wine or spirits for each man. 

REPATRIATION: Can be arranged. 

AIRPORT: Several flights during the day from Faial Airport, 10 km. from 
the port, to Lajes Airport and International Airport at Santa Maria. There 
is a daily boat service to Pico and several weekly to other islands. 
TIME: GMT minus 1 hour in Winter. GMT in Summer (See “Ponta 
Delgada”). 

HOLIDAYS: 1st January; 25th April; 1st May; 10th June; 24th June; 
15th August; Corpus Christi; 5th October; 1st November; 8th December; 
25th December. 

POLICE/AMBULANCE/JFIRE: Police 22022; Ambulance 115; Fire 
22333 and 115. 

TELEPHONES: Can be connected on board vessels berthed alongside. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Junta Autonoma do Porto da Horta, Avenida Gago 
Coutinho S. Cabral 7, 9900 Horta, Azores. Tel: 22164, 22165, 22166. 
Telex: 82716 Japorh-P. Fax: 22523. Contact: Port Director. 


(See Plan) 


PONTA DELGADA, San Miguel: 37.44 N. 25.40 W. 
(See Plan) 


DOCUMENTS: 
1 Store List. 
4 Crew Lists. 
4 Landing Passenger Lists. 
4 In-Transit Passenger Lists. 
2 Manifests of Cargo being landed. 
1 In-Transit Cargo Manifest. 
Ship's Register. 
Load-line Certificate. 
Safety Equipment Certificates (London Convention). 
Derat Certificate. 
Shipmaster’s Report: April 1990 (Research Vessel). 
2 Stores Lists (Deck, Engine, Catering, Bond) — Form C 132. 
5 Crew Lists. 
2 Crew Effects Declarations — Form C 142. 


AZORES 


PILOTAGE: Good deep approach. Harbour Pilot boards 0.5 miles S.E. 
of breakwater. Radio Harbour Master direct or through Agent ETA 
48 hours notice. ETA message to include draft, reason for calling, type 
of bunker required, fresh water required, oil products needed, nature of 
repairs and what cargo, if any, aboard. 

Pilot station with visual signal tower and radiotelephony, at entrance 
of port installations. Telephone number 2.35.50. Pilot's motorboat — 
Pilotos in capital white letters printed both sides hull, as well as flag “P” 
hoisted during day or 1 red and 1 white light at night. 

When necessary, Pilot motorboat will complete identification by 
flashing word “Pilotos”’. 

Besides usual signals of ICS, Pilots’ station, when necessary, will hoist 
on main signal tower the following: 

By Day — Flag “X” of ICS — Wait outside Harbour (for Portuguese or 
foreign ships regularly visiting Ponta Delgada); Flags “OG” of the ICS 
— Wait outside Harbour (for all other ships); 

By Night — Two green lights (one above the other) — Wait outside the 
Harbour (for Portuguese and foreign ships). 

ANCHORAGE: Outside artificial harbour, in roadstead and off 
breakwater, anchorage suitable for all ships whose drafts are too deep 
for admission into artificial port — over 40 ft. depth. Good holding ground. 
RESTRICTIONS: Vessel! considered adversely trimmed when more 
than 10 ft. “by the stern” or 2 ft. “by the head”. 

MAX. SIZE: Up to 38 ft. draft. 

HEALTH: The Pilot requests Master to hoist quarantine flag when vessel 
comes from an infected port, or when sick people carried on board. Port 
doctor then boards for inspection and nobody allowed to board or leave 
vessel before completion of inspection. 

Animals: \mportation and transit of all birds and small animals allowed 
but valid Health Certificate and valid Rabic Vaccination Certificate 
required. 

RADIO: San Miguel Radio, call sign CUG. Transmitting on 1663.5 kHz. 
Receiving on 2182 kHz. Radio telephone frequencies 4415.8, 8792.8, 
and 13175.5 kHz. 

RADAR/VHF: Harbour radar covers range of 20 sea miles; controls 
inside harbour waters. VHF location — main signal tower. Call sign — 
“Pilotos”. Operating 24 hours on Channel 16. Range 20 to 25 miles. 

Calls must be made on Channel 16 and then shift to Channels 20 or 
22 as indicated by Port Operations Station. Channel 14 used for 
communications between tug, Pilot station, Pilot aboard, during 
manoeuvres of mooring and unmooring. It should be understood that 
the Port Operations Station is not to be used for ship's business with 
Agents or Shippers of cargo. 

TUGS: Two tugs, 1,100 h.p. and 3,400 h.p. operated by Junta Autonoma 
available for assistance during berthing and unberthing. 
BERTHING: 

No. 1 — Quay for small craft. 

No. 2—West Quay, 1,069 ft. long, min. depth alongside, LW, 20 ft. 

No. 3— Central Quay, 678 ft. long, min. depth alongside LW, 27 ft. 

No. 4— East Quay, 2,023 ft. long, min. depth alongside, LW, 40 ft. 

Mooring buoys in depths ranging from 20 ft. to 30 ft. 

MEDICAL: Large well-equipped hospital. Santa Casa da Misericordia 
de Ponta Delgada, telephone number 2.23.22 and Clinica de Bom Jesus, 
telephone number 2.53.52. 

TANKERS: Vessels carrying explosives, inflammable liquid or any other 
dangerous cargoes, before entering port, must hoist International Code 
Signal “B” at foremast during day and a red light at night. Upon boarding 
vessel the harbour Pilot enquires from the Master whether there are 
explosives and any other dangerous cargoes on board. Masters 
requested to supply accurate information as to quantity and nature in 
order to enable Port Authorities to select a suitable berth or anchorage 
for vessel. 

Constant Readiness: Vessels carrying dangerous cargoes, while 
moored, must maintain engines and propulsion machinery in readiness 
to leave the port under full power, if necessary. 

STEVEDORES: Available. Early advice to Agent recommended. 
FRESH WATER: Available at all quays ex-hydrants. 

FUEL: Bunkers are readily available but, for their own convenience 
Masters should telegraph Agents quantity and type of bunkers required. 
In order to avoid possible delays to their own and other vessels, Masters 
are requested to replenish bunkers at the time suggested by their 
Agents. 

GANGWAY/DECK WATCHMEN: Customs Guards are on duty upon 
the quay and at the entrance of the wharf. Customs guards are also 
placed on board and those assigned for this duty should be provided 
with meals (at regular meal times) and sleeping quarters on board. 
CUSTOMS ALLOWANCES: Storerooms will be sealed but a 
reasonable quantity of stores, estimated as indispensable for 
consumption, may be removed before sealing. This amount should be 
ready for removal from the storeroom prior to arrival at berth. 

CARGO GEAR: Electric Cranes: 1x25 tons. 1x12 tons. 2x6 tons. 
1X3 tons. 

Mobile Cranes: 115 tons. 

Fork Lift Trucks: 2.5 tons — 42 tons. 


CONSULS: 
Belgium Tel: 2 30 11 Italy Tel: 2 42 46 
Brazil Tel: 2 26 38 Mexico Tel: 2 27 04 
Chile Tel: 2 32 26 Netherlands Tel: 2 22 04 
Denmark Tel: 2 42 91 Norway Tel: 2 27 83 
Dominican Rep. Tel: 2 53 90 Panama Tel: 2 20 45 
Finland Tel: 2 35 59 Spain Tel: 3 26 40 
France Tel: 2 71 27 Sweden Tel: 2 26 38 
Germany F.R. Tel: 2 39 35 Turkey Tel: 2 26 67 
Greece Tel: 2 41 29 U.S.A Tel: 2 22 16 


REPAIRS: Engine or other repairs can be undertaken. Repairs to electric 
installations, motors and refrigerating systems can also be undertaken 
as well as repairs to wireless stations (including VHF, radio-telephone 
equipment, radar, echo-sounders, direction-finders, gyro-compasses, 
steering-gear, Sal logs and cinema projectors). 
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Workshops duly equipped to badeaake hull and engine repalts, Divers NOTES 
and equipment also available for some uni erwater work. Small tugs, F es ; 
motor-launches and lighters. Small slipway for vessels up to 200 ft. long. Please also advise Shipping Guides Ltd. 
No dry-docking available. A sea-going salvage tug, owned by Junta 
Autonoma is stationed in the port. 

REPATRIATION: Can be arranged. 
AIRPORT: 3 km. from Ponta Delgada. Daily flights to Lisbon by TAP- 
Air Portugal and to all other islands of the Azores, by SATA Airlines. 

Daily connections with flights of TWA and TAP-Air Portugal, to and 
from Europe and United States or Canada. 

TIME: GMT minus 1 hour in Winter. GMT in Summer from 0000 hrs. 
last Sunday in March to 0100 hrs. (local time) last Sunday in September. 
HOLIDAYS: 1st January — New Year's Day, 25th April (Liberty Day), 
1st May (Workers Day), June 10th (Portugual Day), Corpus Christi, 
August 15th, October Sth, November 1st, December 1st, Monday before 
Ascension Day. Government offices close on afternoon of Maundy 
Thursday and on afternoon of Christmas Eve. Most firms close on 
Shrove Tuesday and Good Friday. 

POLICE/FIRE/AMBULANCE: Police Tel: 22022; Fire Tel: 22333; 
Ambulance Tel: 22022 or 115. 

TELEPHONES: Any ship moored alongside can be connected to the 
city’s telephone network, upon request through the ship's Agent. 
SERVICES: Fresh and dry provisions available all the year round. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: No Crew members allowed ashore without 
landing cards, which are supplied by Agents. 

REGULATIONS: Ballast: Vessels must arrive with sufficient ballast to 
permit safe handling. 

Ratguards: It is advisable to use ratguards while moored alongside. 
Scupper Covers: Boards or other suitable devices must be used to cover 
outlets from lavatory discharges, etc., to prevent fouling of pier or craft 
alongside. 

Garbage: It is absolutely forbidden to dispose of cinders, garbage, or 
any other refuse inside the harbour or within the territorial waters limit. 
Non-compliance is subject to heavy fines. 

GENERAL: Visual storm signals are shown on Main Signal Tower. 
AUTHORITY: Junta Autonoma do Porto de Ponta Delgada, Rua Teofilo 
Braga 1, 9500 Ponta Delgada, San Miguel, Azores. Tel: 25221-25225 
(5 lines). Telex: 82287 Portos P. FAX: 23390. Contact: Luis Brandao, 
Port Director. 
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Bahamas 
FREEPORT: 26.31 N. 78.46 W. 


DOCUMENTS: 
(a) Inwards: 


(See Plan) 


Immigra- 
tion Agents Total 
1 1 


Description Customs 
Crew Lists 2 
. In Transit Passenger List 2 2 2 
Disembarking Passenger List 2 2 2 
Stores List 2 — = 
Gift Shop Inventory 2 
Crew's Declaration 4 
Ship's Report Inwards 
(supplied by Agents) 2 
. Maritime Declaration of Health 
(supplied by Agents) 1 _— _ 1 
. Cargo Manifest for Freeport 4 — 2 6 
. Landing cards supplied by Agents to be completed by each 
disembarking passenger. 
. Baggage Declaration forms supplied by Agents to be completed by 
each disembarking passenger. 
. Clearance from Last Port will be collected by Customs. 
. Derat Certificate should be available for inspection. 
If vessel's previous port of call was in Bahamas items (7), (8) and 
(13) need not be complied with. 
When vessel requires Consular Despatch to country such as 
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Venezuela, 2 extra copies items (1), (4) and (6) should be supplied. 


(b) Outwards: 


Immigra- 

Description Customs tion Agents Total 
1. Ship’s Report Outwards 

(supplied by Agents) 2 — — 2 
2. List of Embarking Passengers 

(if any) 2 2 2 6 
3. Outward Manifest Freeport 

Cargo 2 -- 2 4 


If vessel clearing for another Bahamian port item (1) does not have 
to be complied with, but copy of next port's manifest required. 
PILOTAGE: Compulsory for passenger vessels exceeding 199 gross 
tons and freighters exceeding 399 gross tons. Pilotage is compulsory 
for tankers berthing at Borco Dock, but vessels calling for bunkers only 
may anchor and bunker by barge without using Pilot services. However, 
pilotage recommended. Pilot station located in position in which Freeport 
Light bears 050° True, distance 2 miles. Approaching Freeport, 
particularly from North West, keep at least 3 miles from shore, and, 
when off port, remain at pilot station until boarded by Pilot. Pilotage area 
extends from pilot station to offshore refuelling moorings, anchorage to 
West of harbour entrance and harbour. Pilots available any time of day 
or night. Harbour Control Tower maintains a 24 hour watch for radio 

signals. Borco on VHF Channel 13 only. 

Vessels can communicate by RT on 2182 kHz, and once they have 
established contact will normally be asked to switch to one of the 
following frequencies: 2638 or 2738 kHz. Vessels can also communicate 
by VHF Channels 16 and 14. Freeport call sign on all frequencies is 
ZFP 81 or Freeport Harbour Control. Give ETA 48 hours in advance, 
with subsequent corrections as necessary. 

The Restricted Area has been extended to 1 nautical mile radius from 
the Eastern end of No. 2 Jetty (Inner Jetty). Vessels are prohibited from 
anchoring in this area. No other vessels (with the exception of Borco or 
Harbour Company vessels) should enter the Restricted Area owing to 
the fire hazard created by the handling of inflammable liquids emitting 
explosive vapours. 

Additionally, a 2 nautical mile area centered on the Eastern end of 
No. 2 Jetty (Inner Jetty) has been established. Any vessel closing the 
port from seaward in order to take on stores, land crew members, take 
on bunkers, fresh water, etc., other than a vessel going alongside the 
jetties or entering the harbour, should remain outside this 2 mile limit. 

Unauthorised entry into these areas does not carry a penalty, 

however, the prudent mariner is advised that in any investigative 
proceedings into accidents within these areas, due account will be taken 
of any failure by a vessel to observe the 2 nautical mile and 1 nautical 
mile limits as indicated. 
ANCHORAGES: There is a good offshore anchorage approximately 
2,500 ft. to the N.W. from the entrance channel for a distance of 1.5 
miles (submarine cable in existence) which is sheltered from Northerly 
winds. The bottom of the sea is lime and coral rock covered by sand 
and loose lime. 

Anchorage area is exposed during periods when strong Southerly 
winds prevail. During these periods, vessels may drag their anchors. 
Mariners are therefore advised to use anchorage areas with caution. 

A vessel can anchor in depths of 14.6 m. to 18.3 m. (48 ft. to 60 ft.) 

to the West of the harbour entrance with No. 1 Jetty (Outer Jetty) in 
transit. Anchorage is not recommended for vessels greater than 60,000 
d.w.t. and vessel should be prepared to vacate the anchorage at short 
Notice, particularly if the wind sets in from between S.E. and West. 
Pilotage is not compulsory but recommended and is available upon 
request. 
APPROACHES: The following landmarks are prominent when 
approaching the port: Borco Refinery 3 chimneys. 369 ft. above MLW. 
White with red bands showing 3 sets of 4 red lights at night. Visible 
approx. 20 miles. Flames occasionally visible from Borco stacks. 
Bahamas Cement Company storage silos just to West of harbour 
entrance. Visible approx. 15 miles. 

Currents in the area are not predictable and are largely wind induced. 
Harbour is approached through straight channel 1,800 ft. in length, 
500 ft. width and with controlling depth of 32 ft. below MLW. Turning 
basin, 2,000 ft. by 1,800 ft. Vessels may enter and leave harbour on 
24 hour basis, weather permitting. 


BAHAMAS 


Vessels using Freeport Harbour are advised that an Aero Beacon 
situated in the Dock 1 area transmits continuously on 209 kHz. the group 
“ZEP" at a rate of 7 words per minute. The output is rated at 100 Watts. 
Reception by surface craft has been registered at 60 — 70 nautical miles 
distance. 


MAX. SIZE: Tanker Berths. 


Depth 
Alongside 
Berth d.w.t. (MLW) Max. Draft 
No. 3 up to 38,000 50 ft. 40 ft." 
4 gee 80,000 54 ft 47 ft." 
5 90,000 80 ft 50 ft." 
6 312,000 87 ft 82 ft. 
7 65,000 53 ft 40 ft." 
Heading 
East 
42 ft. 
Heading 
West 
8 ae 100,000 56 ft. 50 ft.*t 
9 tout 130,000 68 ft. *"$ 
500,000 92 ft. 91 ft. 


10 sealed 
“Drafts on Berth Nos. 3, 4, 5, 7, 8 and 9 are limited by depths over 
submarine pipe-lines in berth approaches. 
+47 ft. if headed S.E. 
$46 ft. arriving/47 ft. departing. 
HEALTH: Pratique granted by Customs Boarding Officer after Maritime 
Declaration of Health Form completed by Master and Derat Certificate 
examined. Important that vessel should not commence refuelling nor 
work cargo until cleared. A vessel arriving from another Bahamian port, 
e.g. Nassau, does not require Pratique. If any suspected disease or 
fever on board, Pratique may be withheld, pending examination by 
Government Medical Officer. 
RADIO: Recommended that radio messages giving ETA, etc., be 
transmitted via Miami Radio. 

Tankers proceeding to Borco Installation should transmit the following 
information within 6 hours of clearing at last port: 

(a) name of tanker; 

(b) name of port at which the tanker last called; 

(c) date and hour of estimated time of arrival at Freeport. 

It is imperative that the Master of each tanker shall establish 
communications with the refinery at least 72 hours prior to the estimated 
time of arrival, and that the refinery be notified of any change in ETA. 
Four hours before arrival at Freeport the Master should establish contact 
by VHF radio and advise on vessels precise ETA. Any berthing 
instructions will be passed to the Master at this time. 

Radio Telephone: A continuous watch is maintained by the Control 
Tower of Freeport (Bahamas) Harbour on 2182 kHz and on VHF 
Channels 16 and 14. 
Working frequencies are: 
Medium Frequencies: 

2638 kHz — Ship-to-Shore 

2738 kHz — Ship-to-Shore 

2782 kHz — Freeport Harbour (Private frequency). 
VHF: Channel 14 

In addition, Freeport Harbour can communicate on: 

2031.5 kHz — Miami Marine. 

2118 kHz — Miami Marine. 

2198 kHz — Nassau Marine. 

2670 kHz — Coast Guard 

As far in advance of the time of arrival as possible, but not less than 
1 hour, vessels should establish radio communication with “Freeport 
Harbour Control” to amend or confirm the ETA. 

TUGS: Borco Towing (Bortow) provide 3 tugs for assisting in berthing 
and unberthing. These are of 4,500 h.p. In addition there are 2 chartered 
tugs of 4,000 h.p. 

BERTHING: 17 berths, depth alongside up to 30 ft. 

STEVEDORES: Freeport Harbour Company, Ltd., are the sole 
stevedoring company. Some limitation on labour availability and difficult 
to obtain more than 2 gangs at any one time. Normal discharging rate 
10 d.w.t. per hook per hour. Port Authority operate forklift trucks ranging 
from 3 to 18 tons capacity. First ETA at least 48 hours prior arrival, to 
ensure labour booked in time. 

CRANES: Forklift trucks ranging from 5,000 Ibs. to 18,000 Ibs. capacity, 
as well as a mobile crane with a lifting capacity of 12 tons, are owned 
by Freeport Harbour Company. Mobile cranes up to 35 tons capacity 
may be hired from local companies. 

SPECIALISED CARGO HANDLING FACILITIES: Cement: Bahamas 
Cement Company own and operate the whole of Basin No. 3 (1,365 ft. 
by 350 ft. by 636 ft. — depth 30 ft. at MLW), with bulk handling facilities. 
Roll-on/Roll-off: Basin No. 1: 2 ramps for 2 vessels (passenger/car ferry 
type) at S.E. end. Depth 28 ft. MLW. Both ramps approx. 4 ft. above 
MHW. 


Basin No. 2: 2 ramps for 5 landing ship type vessels at S.E. end. Depth 
15 ft. MLW. 1 ramp 4 ft. above MLW (4 vis.), the other 0 ft. (1 vi.). 
LPG: There is an LPG and Chemical Berth in Basin No. 4 (Berth No. 
14) which accommodates coastal tankers. 
Basin No. 4: Berths No. 12-15 used for bunkering vessels up to 600 ft. 
LOA. 

Berth No. 14 used for bulk chemicals (Shell) and gas. Berth No. 12 
used for wet docking. 

Berths No. 14 (West) and No. 12 (West) accommodate ships and 
barges for loading of rock for export. 
MEDICAL: No port Medical Officers. Persons requiring attention must 
proceed approximately 7 miles to Freeport's hospital and dental clinic, 
or to Antoni Clinic or Lucayan Medical Group Clinic which approximately 
same distance from port area. Holistic Health World also approximately 
7 miles from Freeport Harbour. Advance notice to Agent desirable but 
not essential. 
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TANKER BERTHING FACILITIES: There are 4 off-shore loading 
platforms (sea islands) situated between 2,500 ft. and 3,600 ft. from the 
shore line at Pinder's Point. There are 2 berths on each platform making 
a total of 8 berths which can accommodate tankers ranging in size from 
16,000 to 500,000 d.w.t. 

Inside the harbour at Dock 1 are facilities for handling smaller vessels, 
mainly barge loading and import/export of refined products on a small 
scale. This is the only Mogas import berth for the island. 


Borco Dock 1: The No. 1 Dock area is the centre of Bortow's 
Operations. Bortow is responsible for the maintenance and provision of 
all marine transport associated with the off-shore operation. Bortow 
provides tug-boats, mooring boats, personnel carriers, pilotage service 
and bunker barge facilities, the barges being used to bunker and water 
vessels in the harbour and in the anchorage. 

The working length of the dock is 600 ft., it will accommodate vessels 
up to approximately 18,000 d.w.t. with a maximum draft of 27 ft. 

Bortow provide a bunkering service. This service is given to vessels 
visiting the Port of Freeport, (cruise ships, cargo ships), and to vessels 
anchoring outside the port solely to purchase, bunker fuel. The barge 
service is also used occasionally at Borco's marine facilities when it is 
more convenient to bunker a vessel by barge. Bunker fuel supplied to 
the above mentioned vessels ranges from diesel oil to heavy fuel oil, 
blends being made in between to suit individual customer requirements. 

Products imported or exported via the No. 1 Dock loading facilities 
are: 
Imports: 1. Premium Gasoline. 

2. Regular Gasoline. 

3. Heavy Fuel Oils for Bunkering. 

4. Heavy Fuel Oil, to be supplied as bunker fuel to visiting 
tankships. 

Exports: 4. Diesel oil to small craft for inter-island distribution. 


2. All grades of fuel oil into barges or tankships when 
scheduled for delivery to the Out-Islands or the East Coast of 
U.S.A. 

3. Kerosene. 

4. LPG. 


Note: Tankships, except for gasoline imports and local sales of kerosene 
and LPG, normally only use the No. 1 Dock facilities during occasions 
of extreme bad weather. 


Loading Platforms: The 3 loading platforms which accommodate 
Berths Nos. 3 & 4, 5 & 6, 7 & 8 are of fully enclosed, box like type of 
construction the interior of which contain equipment for the operation of 
each respective platform. 

The platform serving Berth Nos. 9 & 10 is of a slightly different design 
in-so-much that it is of an open type construction with no between decks 
storage space. 

All of the platforms are situated in an elevated position approximately 
40 ft. above sea-level and are supported by piling structures sunk into 
the sea-bed. 

The platforms serving Berth Nos. 3 & 4, 7 & 8 and 5 & 6, 9 & 10 are 
interconnected by cat-walks which extend in a N.W./S.E. direction, in 
line with prevalent weather conditions. The overall lengths of these 
structures are approximately 2,040 ft. and 3,000 ft. respectively. . 

Each loading platform is entirely self-sufficient in that they each have 
their own power supply, fresh water, office and store-rooms, fire fighting 
and anti-pollution equipment, slop systems, storm water systems and a 
host of contributory operating equipment. Communication systems 
amount to P.B.X. Telephones, Magneto Telephones (inter-Jetty 
communication) and 2 VHF Radio systems. 

Two fresh water lines extend from the shore, one to Berth Nos. 9 & 
10 and the other to Berth Nos. 3 & 4. Fresh water is then supplied to 
Berth Nos. 5 & 6 via Berth Nos. 9 & 10, and Berth Nos. 7 & 8 via Berth 
Nos. 3 & 4. This water supply can also be used to water tankships 
alongside the platforms. 

To enable tankships to be safely secured alongside the loading 
facilities, each platform and associated cat-walk unit has mooring 
dolphins with quick-release mooring hooks and integral capstans. 


Berth Nos. 3 & 4: Situated approximately 2,500 ft. from the Pinder's 
Point shore-line with a platform size of 94 ft.x 100 ft.x 12 ft. in depth. 
Submarine sea lines available are: 


130 in. Diameter Crude Oil Line. 

2x24 in. - Fuel Oil Lines. 

1X20 in. Diesel Oil Line. 

1X20 in. Kero/Jet Line. Mothballed 
1X20 in. Naphtha Line. 

2x20 in. Dirty Ballast Lines. 

1x18 in. Bunker Fuel Line. 


These pipe-lines terminate at 12 in. Chiksan marine loading arms — 
counter balanced and hydraulically powered. 


Berth Nos. 5 & 6: Situated approximately 3,600 ft, from the Pinder's 
Point shore-line with a platform size of 100 ft.x 144 ft.x12 ft. in depth. 
Submarine sea lines available are: 


Berth No. 5. 
2x30 in. Diameter Crude Oil Lines. 
1x24 in. h Fuel Oil Line. 
1x20 in. Diesel Oil Line. 
1x20 in. Kero/Jet Line. | Mothballed 
1x20 in. Dirty Ballast Line. 
1x18 in. Bunker Fuel Line. 
Berth No. 6. 
2x30 in. Crude Oil Lines. 
1x24 in. Fuel Oil Line. 
1x20 in. Dirty Ballast Line. 
1x18 in. Bunker Fuel Line. 


These pipe-lines terminate at 16 in. Chiksan marine loading arms of 
the same design as on Berth Nos. 3 & 4. 
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Berth Nos. 7 & 8: This platform was completed and handed over in 
1973. Situated approximately 2,500 ft. from the Pinder's Point shore- 
line with a-platform size of 110 ft.x90 ft.x 12 ft. in depth. 

Submarine sea lines available are: 


2x24 in. Diameter Fuel Oil Lines. 
120 in. i Diesel Oil Line. 
120 in. Kero/Jet Line. 
1x20 in. Naphtha Line. 
1x20 in. Dirty Ballast Line. 
1x18 in. Bunker Fuel Line. 


There is no crude oil facility available at this berth. Crude oils will be 
handled by Berth Nos. 6, 9 & 10 under normal conditions. 

The above listed pipe-lines terminate at 12 in. Chiksan marine loading 
arms, again similar in construction to the berths mentioned previously. 
6 arms service each berth of which 2 are bunker lines and the remaining 
4 for product loading. 

Berth Nos. 9 & 10: This platform, the most recent addition to the 
marine loading facilities at Borco was completed and handed over in 
1974. 

Situated approximately 3,600 ft. from the Pinder's Point shore-line 
with a platform size of 190 ft. x 125 ft. (No below deck space) this facility 
is of a rather different design to the other loading platforms namely: 

The platform is of a completely open design with major operating 
equipment sited on the top surface. Ancillary equipment such as slop 
and storm water systems are situated below the platform. Because of 
its design, equipment is more readily available and build up of 
hydrocarbon vapours is eliminated. 

Other features incorporated within the platform design are: 

1. Weather recording station. 

2. Meter (bunker) proving systems — electronically controlled. 

3. Berthing approach system for Berth No. 10 which is used by the 

Pilots as an aid in safety moving vessels on or off the berth. 

Submarine sea lines available are: 

1x20 in. Diameter Bunker Fuel Line. 


1x24 in. Fuel Oil Line. 
1x20 in. se Ballast Water Line. 
1x42 in. ‘i Crude Oil Line. 
1x30 in. : Crude Oil Line. 


As can be readily seen this platform is a crude oil/fuel oil loading! 
discharging facility only, white oil products are not available. The above 
stated lines terminate at 10 Chiksan marine loading arms, again similar 
in construction to those on other platforms. The service per berth as 
below: 


Berth 1x12 in. Diameter Bunker Fuel. 
No. 9. 
1X12 in. Ballast. 
1x12 in. Fuel Oil. 
2x12 in. Crude Oil. 
Berth 1x16 in. Diameter Bunker Fuel. 
No. 10. 
1x16 in. Ballast. 
116 in. Fuel Oil. 
2x16 in. Crude Oil. 


Also see “Shipmaster’s Report”. 
BALLAST: Facilities are provided for discharge of dirty ballast at the 
tanker jetties. Each jetty is connected by a 20 in. ballast pipe-line. These 
lines have been tested to 350 Ib. pressure and are designed for 150 Ib. 
working pressure. 

DENSITY: Salt water. Rise and fall of tide between 3 ft. and 3 ft. 6 in. 
FRESH WATER: Fresh water available by pipe-line in the harbour. 
Average pumping rate 18 t.p.h. per connection with maximum 2 
connections in the harbour. Fresh water also supplied by barge to the 
tanker berths at the rate of about 30 t.p.h. and to vessels at anchorage. 
FUEL: All grades available. 24 hours notice desirable. Bunkering 
facilities are provided at each tanker jetty. 116 in. pipe-line provides 
“C" fuel and intermediate fuel, and 116 in. pipe-line provides marine 
diesel and gas oils. Fuel also available to vessels at anchor by barge. 
CONSULS: No Consuls in Freeport. 

REPAIRS: Only minor repairs. 

SURVEYORS: 1. Caleb Brett (Bahamas) Ltd., 1st Floor Administration 
Building, Freeport Harbour, P.O.Box F-2428, Freeport, Bahamas. 
Tel: (809) 352-7608. Telex: (297) 30029. Cables: Brettcalcabhm. 

2. E. W. Saybolt & Co., S.A., 24C Kipling Building, P.O.Box 2049, 
Freeport, Bahamas. Tel: (809) 352-7616. Telex: (297) 30042. Cables 
Saycosa. Additional offices South Riding Point, Grand Bahama, Harbour 
Area, Freeport. 

3. Epic Petroleum Inspection Co. Ltd., P.O.Box F-2525, 25 Churchil 
Building, Freeport, Bahamas. Tel: (809) 352-2525, 352-4139, 373-4840 
Telex: 30051. 

GANGWAY/DECK WATCHMEN: Not necessary as security guards 
patrol port area 24 hours a day. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
SHIP CERTIFICATES: Derat Certificate required. 

CUSTOMS ALLOWANCES: 50 cigars or 200 cigarettes or 1 Ib. tobaccc 
and 1 quart of spirits per man. 

CARGO GEAR: Currently no cranes based permanently in harbou 
area. However, mobile cranes can usually be made available, enous 
essential shipowners consult Agents before accepting heavy lift 
requiring shore facilities for discharge 

IDENTIFICATION CARDS: Port personnel and agents wear |.D. cards 
issued by Freeport Harbour Co. 

REPATRIATION: Facilities for crew changes and repatriation by air. 
AIRPORT: Approximately 5.5 miles from harbour, served by following 
airlines: Bahamas Air, T.W.A., Eastern Airlines, Air Canada and Par 
American Airways. 

TIME: GMT minus 5 hours. Summertime, from April to October, GM" 
minus 4 hours. 

HOLIDAYS: No cargo work in the port on following days: New Year’ 
Day; Good Friday; Easter Sunday; Christmas Day; Labour Day (1s 
Friday in June); Whit Monday; Independence Day (July 10th); Boxin 


Day (December 26th); Emancipation Day (1st Monday in August); 
Discovery Day (October 12th). Work ceases 1700 hrs. on day preceding 
above holidays and commences 0800 hrs. on day after. 
POLICE/AMBULANCE/FIRE: Police Tel: 352-8333. Police Station at 
Passenger Terminal (Deck No. 1) and another approximately 2 miles 
from harbour, and operates several radio-controlled vehicles. 
Ambulance Tel: 352-6735. Ambulance based at Rand Memorial Hospital 
which approximately 7 miles from harbour. Fire Tel: 352-8888. Fire 
Station approximately 7 miles from harbour and at present consists of 
2 fire-trucks with auxiliary vehicles. 
TELEPHONES: Can be placed on board at certain berths. There is a 
connecting charge. 
SHIP SUPPLY SERVICE: Lucaya Shipping and Trading Co. Ltd., 
P.O.Box F-3240, Freeport, Grand Bahama, Bahamas. Tel: (809) 352- 
3581. Cables: Caytrade. Telex: 30 711. 

Services may be performed by launch or tug boat 2.5 to 3 miles off 
the port; at a berth in the harbour or at anchorage. 


SHIPMASTER’S REPORT: December 1984 (updated 1990). 
Pilotage: Pilot boards from pilot boat. 
Radio: With 5 day message Receivers require the following: 
Name of vessel and call sign. 
Deepest arrival draft. 
Gross bbls. at observed temperature on arrival (estimated). 
Average temperature in °F on arrival (estimated). 
Expected discharge rate in bbis/hr. assuming unrestricted by shore 
facilities. 
Maximum freeboard 55 ft. 
No. and size of cargo manifolds. 
No. of hours required to ballast. 
Ship's loaded gross bbls. at 60°F less retained slops. 
Ship's slop quantity on arrival load port indicating oil and water in bbls. 
Indicate if Loading On Top (L.O.T.). 
Which slop tank. 
Indicate ship experience factor for last 5 cargoes excluding initial 
voyage after dry dock. 
Was Letter of Protest noted, if so give brief details. 
VHF: Channel 13 for working Pilots. 
Tugs: Usually 2 tugs, 1 of which will put up 2 headlines and 2 quarter 
lines, the other just 2 headlines. Depends on weather conditions as to 
which tug is forward and which aft. 


AUTHORITY: Freeport Harbour Company, Ltd., P.O.Box F-2465, 
Freeport, Grand Bahama. Tel: (809) 352-9651/4 or (809) 352-9088. 
Telex: 30020. FAX: (809) 352-6888. Cables: Freharco. Contact: Captain 
Michael O'Brien, Port Director. Jackson L. Ritchie, Assistant Port 
Director (Operations). 


NASSAU: 25.05 N. 77.20 W. (See Plan) 
DOCUMENTS: 
(a) Inwards: 
Immigra- 
Description Customs tion Agents Total 
1. Ship's Report Inwards 
(supplied by Agents) 2 — — 2 
2. Maritime Declaration of 
Health (supplied by Agents) 1 _— — 1 
3. In transit passenger manifest 2 1 2 5 
4. Disembarking passenger 
manifest z 1 2 5 
5. Crew Lists 2 —_— 1 3 
6. Crew Curio List 1 —_ — 1 
7. Stores List 2 _ 1 3 
8. Gift Shop Inventory 1 — _- 1 
9. Cargo Manifest 3 — 3 6 
10. Derat. Certificate — should be available for inspection. 
11. Clearance from last port to be given to Customs. 
12. Immigration landing cards must be completed by all passengers. 


(These are supplied by Agents.) 

. Customs Declaration forms must be completed by all disembarking 

Passengers. (These are supplied by Agents.) 

. Cargo Tally books — two per hatch where Nassau cargo is to be 
discharged. 

If vessel's previous port of call was in Bahamas items 1, 2 and 10 

need not be complied with. Item 9 — two cargo manifests supplied 

to Agents should show freight charges in detail. 

Note: All non-Bahamian passengers finally disembarking at Nassau 
must be in possession of return ticket or have proper Bahamas 
Immigration Entry Permit. 

(b) Outwards: 
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Immigra- 

Description Customs tion Agents Total 
1. Ship's Report Outwards 

(supplied by Agents) 2 - ay 2 
2. List of embarking 

passengers 2 1 2 5 
3. Manifest covering cargo 

loaded 3 a 3 6 


Note: If vessel clearing for another Bahamian port, item 1 does not 
have to be complied with, but copy of next port's manifest 
required. 


BAHAMAS 


PILOTAGE: Presently no signal station and Masters requested 
telegraph ETA at least 48 hours in advance with subsequent 
amendments as necessary to Agents, who will inform Pilots. Pilot 
normally boards in approximate position one mile North of Western end 
of Hog Island (Paradise Island). When port closed due to bad weather 
a red flag will be displayed at Western end of Hog Island by day and 
red light in same location at night. Vessels may anchor in vicinity of pilot 
station where depth of water allows. There are three Pilots and boats 
are clearly marked “Pilot” and display international pilotage signals. 
Pilots are accustomed to boarding by pilot ladder. Pilots on VHF 
Channels 16 and 14. 

ANCHORAGES: Anchorage just off Nassau Harbour extends over area 
North and East of Western point of Hog Island to approximately half a 
mile off shore, where it becomes too deep. 

RESTRICTIONS: No restrictions apart from adverse weather conditions 
or excessive draft which may make it advisable to enter on certain state 
of tide. 

MAX. SIZE: No restriction on length or breadth but safe draft is 
considered 35 ft. Largest vessel to enter harbour to date is QE II. Safe 
draft cargo pier 25 ft. 


HEALTH: Provided vessel healthy Customs grant Free Pratique on 
receipt International Declaration of Health form completed and signed. 
If any suspected disease or fever on board Master should advise Agent 
by cable, who will inform appropriate authorities and advise Master 
clearance procedure. Once vessel obtained Free Pratique in one 
Bahamas Port and proceeds another there are no further procedures at 
next port. 

RADIO: Communications can be directed through Nassau Harbour 
Control, which came into existence in 1974, in an effort to control 
shipping and movements in and out of the harbour of Nassau. 

VHF frequencies used are Channels 6, 9, 14, 16, 12, 68, 73, 74, 79, 
20, 65 and 66. 

Single Side Band frequencies used are 2082.5 — 2182 kHz. Also 
transmits 2522 kHz, receive 2126 kHz upper sideband. 

AM Radio Ship-to-Shore frequencies are 2182 kHz. 

TUGS: Tugs normally join vessel at entrance to turning basin. Usual for 
vessels to provide tow line. 

BERTHING: No specific requirements but due to congestion essential 
that Agent is kept well informed of ETA. 

CRANES: There are 2 lift cranes for Container Handling at the Union 
and John Alfred Wharves. Both wharves are geared exclusively for 
container traffic, but a limited amount of break bulk cargo is handled at 
the Union Wharf. 

At the Union Whart is an “American” Truck Crane of 120 ton capacity 
geared to handle 20 ft. and 40 ft. containers with a 100 ft. boom used 
in Lo/Lo method. 

The John Alfred Wharf is served by a Manitowac Track/Crawler crane 
of 130 ton capacity with a 150 ft. boom. Here 20 ft. and 40 ft. containers 
are landed by Lo/Lo method. Also available 135 ton mobile crane. 

The Union Wharf encompasses a total berth length of 546 ft., while 
at the John Alfred Wharf berth length is limited to 500 ft. 

BULK CARGO FACILITIES: There are no facilities for this type of cargo. 
BRIDGES: No bridges affecting entrance to main berths. 
STEVEDORES: Master should include in ETA number gangs required 
and tons per hatch for discharge, as shipping documents do not always 
arrive in advance. Discharge rate approximately 10 t.p.h. 

MEDICAL: Full medical services available. In serious cases requiring 
immediate attention Agent should be advised so that doctor may board 
on arrival. 


TANKERS: Limited facilities provided for tankers at Clifton Point on S.W. 
side of Island. Vessels moor to dolphins offshore and discharge through 
submarine pipe-line. Vessels proceeding Clifton Point (unless otherwise 
advised) should pick up Pilot off Nassau and clear Customs. Only oil 
imports are for domestic purposes and there is no oil refinery. Max. draft 
Clifton Point 36 ft. 

Tugs: 2 tugs of about 2,000 h.p. each are used to assist in berthing. 
A third tug is due by July 1988. Usually 1 tug assists when leaving. 
Cautionary Advice: |n the past few years several Caribbean berths/ 
fendering systems were damaged during berthing operations, the 
absence of towing line, between tanker and tug(s) being a contributory 
cause. It is recommended that the Master discuss berthing practices 
with the Pilot before the approach and insist that a towing line be passed. 
Berthing: The vessel is moored port side to the pier. The starboard 
anchor is used at times. This procedure is sometimes reversed. Mooring 
is usually carried out during daylight hours, but vessels unmoor and sail 
at all hours. A boat takes the headlines to the buoy first, then the forward 
and aft breastlines, the springlines to the platform last. Six ropes forward, 
the same number aft. The boat remains in attendance at the pier to 
transport personnel and crewmen, during the discharge. 

Hoses and Boom: One or more 8 in. diameter hoses are used for clean 
products. Two or more grades can be pumped simultaneously. 

The platform is fitted with oil cargo pipe-lines as follows: 

1 LPG line, owned by Tropigas/Taylor, 6 in. 

1 distilled products line, Texaco, 8 in. 

1 diesel oil line, Bahamas Electric Co., 12 in. 

1 jet fuel/diesel oil line, Esso, also Shell, 12 in. 

1 Avgas/Mogas line, Shell, also Esso, 8 in. 

1 fuel oil line, Bahamas Electric Co., 10 in. 

Tankers carrying more than one grade to Clifton Point should lay out 
the cargoes in such a way that two or more grades can be discharged 
simultaneously. 

1x10 in. diameter hose is used for dirty products. Maximum pressure 
allowed on the hoses is 125 p.s.i. 

Vessel’'s cargo boom is required for lifting cargo hoses. 

On completion of discharge, vessel's Butterworth or fire hose is 
connected to special hydrants on the cargo pipe-lines, to flush back the 
cargo hoses to the vessel's slop tanks. 

DENSITY: 1025. 
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FRESH WATER: Available Prince George Wharf on old section but not 
yet provided on new deep water pier. Rate 10 — 15 t.p.h. from hose 
connections on dock. Public Water Department supplies hose end 
connections. Price approximately $9.55 per 1,000 gals. depending on 
amount required. No water barges available. 
FUEL: No fuelling facilities available with exception of small quantities 
diesel which may be delivered by Tanker Truck (4,000 gals.) by prior 
arrangement. 

Small tankers can deliver fuel (80,000 — 100,000 gals.). 
FIRE PRECAUTIONS: No special requirements. Vessels carrying 
explosives should notify Agent in advance so that Authorities may be 
advised. 


CONSULS: 
Telephones 
Country Status Location Office Home 
Austria Honorary Consul Nassau 74258 74258 
Belgium Honorary Consul Nassau 32371 74233 
Canada Honorary 
Commercial Agent Nassau 55591 31305 
Cyprus Honorary Consul Nassau 24292 36189 
Denmark Honorary Consul Nassau 42265 42265 
France Honorary 
Consular Agent Nassau 32371 74233 
Honorary 
Consular Agent Freeport 352-7831/2 373-4611 
Germany F.R. Honorary Consul Nassau 32156-8 51230 
Greece Honorary 
Vice-Consul Nassau 24097 52025 
Guyana Honorary Consul Nassau 35491 34880 
Iceland Honorary 
Consul General Nassau 28956 57709 
Israel Honorary Consul Nassau 28956 34095 
Italy Honorary 
Consular Agent Nassau 24416 42013 
Japan Honorary Consul Nassau 35654 Unlisted 
Mexico Honorary Consul Nassau 52863 
Monaco Honorary Consul Nassau 51166 74050 
Netherlands Honorary Consul Nassau 28210 22334 
22275 
Norway Honorary Consul Nassau 24614 41112 
Peru Honorary Consul Nassau 57511 52177 
Sweden Honorary Consul Nassau 77944 77944 
77785 
Switzerland Honorary Consul Nassau 28349 


REPAIRS: Only limited repairs and requirements should be passed to 
Agent in advance of vessels arrival. 

GANGWAY/DECK WATCHMEN: Vessel to supply own watchman if 
required. 

OPENING/CLOSING HATCHES: Roller hatches usually opened and 
closed by vessel’s crew but older wooden hatches and tarpaulins 
handled by stevedores. 

SHIP CERTIFICATES: Only certificate normally required for inspection 
is Derat Certificate. 

CUSTOMS ALLOWANCES: Quantity should be reasonably based on 
individual requirement and length of stay in port. Actual amount is at 
discretion of Customs Officer clearing vessel. 

REPATRIATION: Crew changes can be arranged but accommodation 
expensive and not always available at short notice. 

AIRPORT: Extremely good air services. At certain periods airlines 
become fully booked and suggested that reservations be made in 
advance. 

TIME: Local time (Eastern Standard Time) 5 hours behind GMT. Daylight 


Saving Time 4 hours behind GMT applicable 27th April to 26th October. 


HOLIDAYS: New Year's Day (1st January); Good Friday; Easter 
Monday; Whit Monday; Independence Day; Labour Day; Emancipation 
Day; Discovery Day (12th October); Christmas Day (25th December); 
Boxing Day (26th December); Cargo can be worked on all holidays 
except Labour Day and Christmas Day. 
POLICE/AMBULANCEJFIRE: Poiice 24444; Ambulance 22221; Fire 
919. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Most specialised services unavailable, e.g. radar, radio, 
gyro, tank cleaning, compass adjusting. If Agent given sufficient notice 
arrangements can be made for technicians to be flown from Miami. 
SHORE LEAVE: No limitations. 
IDENTIFICATION CARDS: Not required. 
DEVELOPMENTS: Cruise ship facilities to be increased from 7 berths 
to 11 berths. 

Facilities will include an additional pier 1,200 ft. long and 100 ft. wide 
with berthing on both sides. 

Entrance widening from existing 400 ft. to 700 ft. 

Increase in size of turning basin from 1,500 ft. to 1,700 ft. diameter. 

Dredging of dock area to 37 ft. 

Completion expected early 1990. 
GENERAL: (a) Bonded Stores only available to passenger vessels 
regularly calling Nassau. (b) Passenger Vessels: Is of assistance to 
Agent to know how many passengers disembarking and how many in 
transit. 
AUTHORITY: Port Authority of Nassau, P.O.Box N-1417, Nassau, 
Bahamas. Tel: 809-32-22049, 28832 and 67354. Telex: 20590 Bahport. 
Cables: Port Department, Nassau, Bahamas. Contact: Leon H. Flowers, 
Port Controller. 
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SOUTH RIDING POINT: 26.37 N. 78.14 W. (See Plan) 


LOCATION: The terminal is situated at South Riding Point on the South 
coast of Grand Bahama Island, about 35 miles East of Freeport. 

At a distance of 4,000 ft. offshore, the Sea Island Mooring Dolphin 
extremities are positioned thus: 

No. 1 Mooring Dolphin: Lat. 26° 36’ 43.7” N., Long. 78° 13’ 49.5" W. 

No. 6 Mooring Dolphin: Lat. 26° 36’ 46.7" N., Long. 78° 13' 33.6" W. 
BAHAMIAN FLAG: Bahamian national flag shall be flown during 
daylight hours by all vessels within Bahamian territorial waters. 
DOCUMENTS: Incoming: 

Prepared by Ship: 

3 Copies of Declaration Form Y14. 

3 Crew Lists. 

2 Stores Lists. 

2 Crew Declaration forms. 

4 Copies of Bills of Lading. 

In addition the ship will have to supply a clearance from last port of 
call, Derat Certificate, vaccination lists and the usual ships papers viz: 
Register, Safety Construction, Radio, Safety Equipment, Loadline 
Certificate. Oil Record Book must be up to date and available for 
inspection. 

All vessels must have a valid certificate of insurance or other financial 
security in respect of civil liability for pollution damage. 

Prepared by Agent: 

1 Copy of Maritime Declaration of Health. 

2 Copies of Inwards Report. 

Customs and Immigration: After pratique has been granted, an 
immigration and customs inspection is carried out. The Master will be 
required to furnish particulars including: 

(a) Name and nationality of vessel. 

(b) Last port or ports of call. 

(c) Nature of cargo. 

(d) Number of crew. 

(e) Number of passengers. 

(f) Port of destination and name of Agent. 

(g) Number of days since departure from last loading/unloading port. 

Copies of the Crew List and stores remaining on board will be required 
before clearance is granted. 

Masters of vessels must take every precaution to ensure that no drugs, 
wine or alcoholic liquors are supplied, sold or conveyed to any person 
at the terminal. 

Outgoing: 
Prepared by Agent: 

4 Copies of Outward Cargo Manifest. 

2 Copies of Outwards Report. 

Port Clearance Certificate. 

In order to comply with Immigration regulations, crews should be 
checked before sailing and any missing seaman reported to the Agent. 
In the case of seamen left ashore for any reason, Masters are requested 
to furnish a letter accepting responsibility for all expenses incurred, 
advances if any, and instructions for repatriation. 

Documentation and Clearance: 

Documentation on completion of cargo operations is normally 
attended to prior to the vessel vacating the berth. In cases where 
excessive documentation is anticipated a vessel may be asked to leave 
the berth to complete this standing off. In such cases launches would 
be made available to transport documents and personnel in order to 
expedite the vessel's departure. 

Early Departure Procedure (EDP) is available on request. 
PILOTAGE: Berthing and operational instructions will be given by South 
Riding Point Control on vessel's arrival at South Riding Point. 

A vessel will be deemed to have arrived when in a position, 3 miles 
South of the sea island and in this position the Berthing Master will board 
from a tug. 

Before a vessel is allowed to proceed the Master will be required to 
sign the following forms: 

(a) Conditions of use of sea berths and inner harbour at South Riding 

Point (See “Appendix |’). 

(b) Tug Requisition (See “Appendix lI"). The Master will also be 
provided with copies of the Fire and Safety Regulations (See 
“Appendix IIIA and IIIB") and a Ship/Shore Safety Check List 
Form (See “Appendix IVA and IVB"). 

APPROACHES: Vessels approaching South Riding Point from the 
Eastern entrance of Northwest Providence Channel are recommended 
to make departure from Great Stirrup Cay Lighthouse Gp. FI. (4) 15 sec. 
14m. and head directly for South Riding Point Terminal. 

Preliminary extensive soundings by U.S. Hydrographic Department 
indicate no underwater obstructions up to 100 fathom line within 
Northwest Providence Channel. 

Landmarks: Conspicuous towers are sited adjacent to South Riding 
Point Terminal in the following positions: 
1. Position: Lat. 26°36’ 40” N., Long. 78° 20’ 51” W. Steel framework 
tower painted red and white, 175 ft. above sea level. 
Light: Air Occ. R. 4 sec. 1 F.W. 2 F.R. vert. 

2. Position: Lat. 26° 36’ 51” N., Long. 78° 19’ 25" W. Steel framework 
tower painted red and white, 407 ft. above sea level. 
Light: Air Qk. Fl. R. 2 F.R. vert. 

3. Position: Lat. 26° 37’ 06” N., Long. 78° 18’ 47” W. Steel framework 
tower painted red and white, 211 ft. above sea level. 
Light: Air Occ. R. 8 sec. 1 F.R. vert. 

4. Position: Lat. 26° 37’ 44” N., Long. 78° 14’ 20” W. Steel framewort 
tower painted red and white, 241 ft. above sea level. 
Light: Air 2 F.R. vert. 

5. Position: Lat. 26° 42’ 44” N., Long. 78° 09’ 27” W. Steel framewor 
tower painted red and white, 270 ft. above sea level. 

Light: Air Occ. R. 3 sec. 1 F.R. vert. 
The F.6M. light exhibited from a white painted wooden mast clos* 
East of High Rock Settlement in position: Lat. 26° 37.3' N., Long 
78° 16.1’ W. is kerosene lit and is therefore unreliable. 
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An observation airship/balloon is sited just North of the Terminal in 
position: Lat. 26° 38’ 00" N., Long. 78° 14’ 22” W. 

It is clearly visible from seaward, painted silver and at night a bright 
Qk. Fl. strobe light marks position. When in use it rises to a distance of 
10,000 ft. above the ground. 

A conspicuous parabolic dish antenna is situated in position: Lat. 
26° 37' 30" N., Long. 78° 17’ 58” W. The antenna has a face diameter 
of 85 ft. and maximum height above sea level is 134 ft. 

The large buff-painted oil storage tanks are visible behind the sea 
island. The terminal frontage is backed with pine trees and scrub. 
Lights: A light, Fl.R. 3 seconds, is exhibited from a height of 140 ft. 
above sea level on top of the sea island control building on the central 
platform, whilst Nos. 1 and 6 mooring dolphins are marked by quick 
flashing red lights. 

Two leading line (range) towers mark the 300 ft. wide approach 
channel centre line. Lights with clear lenses, each 2.5 seconds flash, 
0.5 seconds eclipse, are exhibited from the top of the towers at 
elevations of 39.4 ft. and 53 ft. The towers are located at Lat. 
26° 37' 21.7” N., Long. 78° 13’ 10.2” W., and Lat. 26° 37’ 22.8” N., Long. 
78° 13' 11.5" W. respectively. Daymarks are attached as follows: 

Leading mark: A 9 ft. triangle at the base of the tower. 

Rear mark: A 9 ft. x 6 ft. diamond immediately below the light. 

Both marks are painted with ‘dayglo’ orange. 

Two leading line beacons are located, one on each of the two inner 
harbour breakwaters. These are to guide deep laden vessels into the 
inshore sea island berth (No.2) when approaching from the West. 

Leading mark — a 9 ft. triangle. Rear mark — a 9 ft. x 6 ft. diamond. 

Both marks are painted with ‘dayglo’ orange. Above each mark is 
situated a white fixed light visibility approximately 4 miles. 

Buoys: Red and Black Buoys mark the outer channel entrance to the 
inner harbour whose light characteristics of red and green respectively 
are each 2.0 seconds flash, 2.0 seconds eclipse. 

Four international orange buoys with quick flashing white lights mark 
the contour of 50 ft. sea bed between the Sea Island and the shore. 
ANCHORAGES: Three white buoys mark the seaward boundary of a 
designated anchorage area in the following positions: 

“West Anchorage Buoy: Quick Flash (Green) Lat. 26° 35’ 51” N., 
Long. 78° 17’ 27" W. 

Lat. 26° 35’ 57” N., 
Long. 78° 16’ 19” W. 

Lat. 26° 36’ 00" N., 

Long. 78° 15’ 33” W. 

“These two buoys are presently not there, but will possibly be replaced 
in the future. 

These anchorage buoys are laid in 15 fathoms and vessels wishing 
to anchor should drop their anchors in the transit line of the buoys which 
will provide ample swinging room for typical shuttle vessels of up to 
100,000 tons d.w.t., in ballast conditions. No attempt should be made 
to anchor Eastward of the East Anchorage Buoy. 

Whilst holding ground is considered good and is of sand, limestone 
and soft coral, vessels should maintain their engines at short notice 
readiness, especially during periods of strong onshore winds. 

In all cases, vessels wishing to anchor should contact the duty 
Berthing Master, who will advise on anchorage procedures and whose 
services are available for pilotage on request and at operational 
convenience. 

é Apes or the lowering of anchors is prohibited at the Sea Island 
erths. 

Vessels wishing to stand off until berth readiness are recommended 
to use Westerly aerial tower (Lat. 26° 36’ 40” N., Long. 78° 20’ 51” W.) 
as Westerly boundary of standing off ground in order to avoid congestion 
with Freeport traffic. 

HEALTH: On completion of mooring, Customs officials acting on behalf 
et Health and Immigration authorities will board the vessel to grant 

ratique. 

RADIO: Vessels loading for South Riding Point should communicate 
ETA date to the terminal immediately after clearing loading port. They 
should also indicate cargo figures, draft and cargo disposition if 
multigrade, together with preferred discharge sequence. Intention to 
crude oil wash should be advised at this stage and supported with details 
of vessel and crew's experience. 

Variations of this original ETA date should be communicated 
throughout the voyage. 

Vessels proceeding to South Riding Point Terminal to load should 
communicate their ETA immediately upon clearing departure port, 
indicating draft, condition of ballast, amount of slops, previous cargo and 
intended lifting. 

All vessels should upgrade ETA’s 72, 48 & 24 hours prior to arrival. 
VHF: Station “South Riding Point Shore Control” located at the terminal 
IS equipped with VHF radio maintaining continuous watch on Channel 
16. After making successful contact, vessels will be required to change 
to a working frequency, where information will be exchanged regarding 
berthing, manifold connections, quantity of ballast and deballasting time 
required. 

The terminal is also equipped with approved intrinsically safe VHF 
walkie-talkie radio sets and vessels will have this additional 
communication with the terminal after boarding by the Berthing Master. 
TUGS: 3 x 4,200 h.p. diesel tugs are stationed at the terminal. Each 
tug has a bollard pull of 50 tons. 

All tugs are equipped for fire fighting and can deliver water at the rate 
of 2,000 gallons per minute through direct or fan spray nozzles. The 
tugs have foam making and oil dispersant equipment. 

The tugs are owned and operated by South Riding Point Holding Ltd. 
Conditions of hire are given in Appendix Il. 

Small Craft: The terminal has one diesel engined personnel/general 
Purpose carrier for up to 25 persons and 2 line handling boats. Both of 
the latter are equipped for anti-pollution duties. Launches are available 
for hire when operationally convenient. 

Small Craft Landing: A landing is situated on the West side of the 
Platform of the oil berths and there are additional landing stages at 
mooring dolphins Nos. 1 and 6. 


*Mid Anchorage Buoy: Quick Flash (White) 
East Anchorage Buoy: Quick Flash (Red) 
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BERTHING/UNBERTHING: Responsibilities: In all circumstances, the 
Master of any vessel shall remain solely responsible on behalf of his 
owners, for the safety and navigation of his vessel. 

Tugs: Tank lids and openings should be securely closed before tugs 
are made fast. Tug utilisation in berthing operations will be as required 
by the Berthing Master who will meet the vessel in position as directed 
off the sea island. Masters of calling vessels are reminded of their 
obligation to comply with statutory pilot ladder rules and associated safe 
access regulations 

Mooring System: The Berthing Master will advise the Ship's Master of 
minimum mooring requirements. Usual moorings consist of 2 springs, 
3 breast and 4 head/stern lines at each end. 

The berths have double and triple quick release hooks of 150 and 

100 tons capacity. Mooring and berthing dolphins have electrically 
operated capstans with 2 ton line pull at 100 ft. per minute in association 
with mooring assemblies. 
Ship Connection: The positioning of the vessel's deck manifold in 
relation to the loading arms on the berth must be carried out to a close 
tolerance to the requirements of terminal personnel and as directed by 
the Berthing Master. 

Loading arm connection will be made to ship's manifold by the sea 
island crew. 

Independent oil measurement representatives will attend for ullaging 
and sampling and/or inspection of cargo tanks in vessels discharging 
or loading. 

Unberthing: Tug attendance and numbers will be dependent on weather 
conditions and on the advice of the Berthing Master. 

BERTHING FACILITIES: The Sea Island has two berths interconnected 
for tanker to tanker transfer and to the shore tanks and inshore berths 
by 236 in. diameter submarine lines. One line for ballast/slops and 
another for crude. 

The island is 1,470 ft. long with a central platform 48 ft. above datum 
and 3 mooring dolphins 25 ft. above datum on each side. 

The berths are equipped with a Sonar Doppler system for docking 
assistance with clock meter display indicators and associated lights 
showing distance off berth and speeds of approach. Current meters are 
sited on the sea island together with meteorological instruments and 
public address system. 

There are 4 fixed and 4 oscillating foam/oil dispersant monitor units 
on the platform. 

The berths have a sacrificial anode cathodic protection system and 

ships that have an impressed voltage cathodic protection system should 
turn it off in the vicinity of the sea island. 
Berth No. 1: Tankers of 50,000 to 500,000 d.w.t. can dock at this outer 
berth which is equipped with a self levelling and articulated gangway 
and 4x16 in. diameter Chicksan loading arms with quick release 
couplings in sizes 16 in., 14 in. and 12 in. diameter. 

Water depth at the berth is 100 ft. 

Berth No. 2: Tankers of 35,000 to 100,000 d.w.t. with a max. LOA of 
900 ft. can dock at this inner berth which is equipped with a self levelling 
and articulated gangway and 412 in. diameter loading arms with quick 
release couplings in sizes 12 in., 10 in. and 8 in. diameter. 

Water depth at the berth is 85 ft. 

Inshore Berths: Two berths are available within the inner harbour, each 
of which is equipped with a ship/shore gangway and 4x12 in. loading 
arms with quick release couplings in sizes 12 in., 10 in. and 8 in. 
diameter. 

Though further development is proposed, use of the inner harbour is 
Sunenty restricted to vessels not exceeding 675 ft. LOA and 36 ft. loaded 

raft. 
Product Transhipment: May be undertaken with product storage planned 
for the future. 

An ethanol plant is presently being constructed on North side of inner 
harbour (see “Plan”). Completion postponed for the present.. 

Small Boat Harbour: This harbour is at the S.W. corner of the inner 
harbour and has a water depth of 25 ft. The harbour is used by the 
Company’s tugs and small craft. 

LOADING/UNLOADING: 

Procedure: Once the vessel is secure, the Berthing Master, who also 
acts as Loading Master, will advise the Master and Chief Officer of their 
cargo programme and discuss the vessel's ability to comply. Any 
adjustments will be mutually agreed at this stage and be reflected on 
the Loading/Discharging instructions which the Master will sign. (See 
“Appendix VII"). 

Ballast Water: Ballast water can be received in the terminal oil and water 
separation tanks through one of the submarine or onshore lines at rates 
of up to 5,000 t.p.h. On no account may ballast water be otherwise 
discharged in territorial waters, unless vessel has segregated ballast 
system. 

Dirty ballast and slops from ships’ cargo tanks which, on the previous 
voyage, carried product including fuel oils or any crude requiring heat, 
cannot be accepted ashore. In such cases, vessels must arrive with 
clean ballast for shore reception. 

During ballast operations at the berths, strict observance of rules and 
regulations governing the opening of sea valves is necessary and in 
correct sequence with ballast pump commencement to eliminate the risk 
of oil spills. Vessels may be required to ballast concurrent with discharge 
and throughout all cargo operations, maintain draft and trim conditions 
consistent with prevailing weather conditions, on the advice of Berthing 
Master. 

Control: A responsible Ship's Officer is required to be on duty 
continuously. 

The Terminal Operators in the control buildings offshore and onshore 
continuously monitor the cargo transfer rates and status of the onshore 
tanks or shuttle tankers receiving cargoes direct from VLCC’s. The 
Ship's Officer will be advised immediately of changes necessary in the 
pumping programme. 

The Terminal Operator in the offshore control room will activate all 
cargo movements from the tanker's manifold to or from shore tanks/ 
receiving shuttle tankers. 
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Mooring Lines: It is the responsibilty of the Ship's Master to ensure that 
all mooring lines are kept tight. Berthing Master will constantly check a 
vessel's moorings and may at any time direct lines to be adjusted as 
circumstances warrant. 
Tension Winches: When a vessel is fitted with tension winches, the latter 
must be set to manual operation and the brakes securely applied. 
MEDICAL: The Rand Memorial Hospital in Freeport is open on a 24- 
hour emergency service and two medical clinics, Lucayan and Antoni 
are open during regular office hours. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: Facilities for minor repairs to electrical, radio and mechanical 
equipment are available in Freeport but should these be required 
Masters should give as much advance notice by radio as possible. 
SURVEYORS: Saybolt, Caleb Brett, Charles Martin, Redwood and Epic 
represented on Grand Bahama. 

Lloyd's have agency in Freeport. Classification and Salvage 
Association Surveyors available from Florida. 
TIME: Bahamian Standard Time is 5 hours behind GMT. Daylight Saving 
Time is observed from the end of April through the end of October when 
clocks are advanced one hour. 
EMERGENCY CO-ORDINATION CENTRE: Bahamas Air Sea Rescue 
Association, Freeport. Telephone Nos.: Base Station 809 373-2264, 
Mobile Radio Telephone 809 352-9889, Daytime 0800 — 1700 hrs. 809 
352-8826. 
TELEPHONES: The Sea Berths have a telephone connection to the 
shore and to the Freeport exchange. Calls are restricted to emergency 
use only. All other calls should be made from agency offices ashore. 
STORES: Stores are not available at the terminal but may be obtained 
through the auspices of ships’ agencies and chandlers. All deliveries to 
vessels are restricted to daylight hours and operational convenience. 
Transportation and handling must be arranged and attended by the 
vessel's Agent and it is imperative that advance terminal approval is 
obtained since responsibility cannot be accepted for custody should 
operational considerations cause delivery delays. 
BANKS: Chase Manhattan, Mall and Pioneer Way, P.O.Box F-2432, 
Freeport, Grand Bahama. 

Citibank N.A., on the Mall, P.O.Box F-2681, Freeport, Grand Bahama. 

Barclays International, Mall & Pioneers Way, P.O.Box F-2404, 
Freeport, Grand Bahama. 

Royal Bank of Canada, Bank of Nova Scotia, Canadian Imperial Bank 
of Commerce, Bank of Montreal. 
STORING: See ‘Prelims’. 

(i) Storing at Terminal discretion. Terminal launches normally 
employed. Small barges may be used by prior arrangement. 

(ii) Storing permitted during cargo transfer using stern lifting devices 


only. 

(iii) At the Inner Harbour berths, trucks would be permitted by way of 
the stern only. 

(v) Usual Customs regulations. 

(vi) Labour usually supplied by chandler. 
LAUNDRY: Limited services are available in Freeport but in view of the 
distance from the terminal (35 miles) and the relatively short time at 
berths, Masters are advised not to depend on such services. 


WEATHER: From November to May, average temperatures in the 70's 
Fahrenheit prevail, with low humidity and little rain. From June to 
October, average temperatures rise into the 80's with relatively high 
humidity and rainfall of between 5 in. and 9 in. per month. 


SEA CONDITIONS: Prevailing winds are from the S.E. During the Winter 
season numerous cold fronts transit the area producing a normally 
predictable wind veer to S.W. then Northerly with the passage of the 
front. A strong frontal system may cause seas and swell of up to 10 ft. 
but these quickly subside following frontal passage. 

Current in the vicinity of the Sea Island seldom exceeds 1 knot and 
runs predominantly East and West. Tidal ranges above datum are Low 
Water 0 — 0.5 m. and High Water 0.8 — 1.5 m. 


SAFETY: TERMINAL SAFETY REGULATIONS: With the object of 
protecting all concerned against the possibility of fire hazards, oil and 
smoke pollution, vessels calling at South Riding Point Terminal must 
comply with the following safety regulations or other regulations which 
may be issued by the proper authorities from time to time. 

Dangerous Area: The whole of the sea island and the onshore terminal 
are declared Dangerous Areas and the use of naked lights and smoking 
therein is strictly prohibited except in those places expressly designated 
by the Master of a vessel and the Terminal Manager. 

A copy of the “Fire and Safety Regulations” (See “Appendix IIA and 
IIB”) is given to the Master of every vessel by the Berthing Master on 
boarding and it is the responsibility of the Master to see that these 
regulations are strictly observed. 

Inspection: The Berthing Master will conduct a safety inspection prior 
to the commencement of loading/unloading and at regular intervals 
thereafter to ensure that all safety regulations are being enforced. 

A comprehensive list of safety requirements are detailed on a Ship/ 
Shore Safety Check List (See “Appendix IVB") and must be signed by 
the Master of the vessel or his delegate and the Berthing Master. 
Galley Fires: Only approved steam or electric galleys in selected 
locations in the after part of the vessel, as agreed to by the Master and 
the Berthing Master, are permitted. 

Boiler Tubes: Boiler tubes must not be blown whilst vessel is alongside 
and emitting smoke is strictly prohibited while vessels are in the vicinity 
of the terminal. Every precaution must be taken to prevent sparks and 
soot particles escaping from the funnel. 

Firewires: Firewires of steel must be made fast and hang over the 
outboard bow and quarter whilst alongside to enable tugs to connect 
readily in an emergency situation. Firewires must be tended on board 
1 cargo operations in order to maintain towing eyes at water 
level. 
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Deck Scuppers: Deck Scuppers must be securely plugged and 
cemented before loading/discharging operations commence. Approved 
mechanical means of closing scuppers may be acceptable. 

Spillage Trays: See “Oil Pollution — Minor Leakages Onboard”. 

Main Engine(s): Immobilization is prohibited whilst alongside a terminal 
berth. Minor engine repairs may be effected after receipt of written 
permission from the Berthing Master and providing the repair will not 
affect the prompt sailing of the vessel in an emergency or upon Cargo 
completion. 

Maintenance Work: No chipping, scaling, hot work or work of any kind 
that would cause a spark is allowed while alongside a berth. 
Ventilation: When loading or discharging cargo or ballast, all open ullage 
pipes and sighting ports shall have installed approved flame arresters. 

Cargo tank lids shall be closed and secured throughout all loading or 
discharging operations. 

Lights: Lights, electric fittings and hand torches must be of types 
approved by a recognised classification society or government authority 
for use in a vapour laden atmosphere. 

Radio Equipment: Radio, radar or other electronic equipment must not 
be energized while a vessel is at berth except approved explosion proof 
equipment. 

This does not mean that essential servicing of ship's radio equipment 

cannot be performed alongside berths. Suitable arrangements for 
ensuring safety during this work should be made between the Ship's 
Master and the Berthing Master and will require a work permit. 
Stores: inflammable or explosive ship's stores shall be kept in a safe 
place securely fastened. 
Bilge and Dirty Ballast Water: Disposal of bilge and dirty ballast water 
over the side is strictly prohibited by the authorities and any pollution of 
the sea through these mediums will result in heavy claims and fines. 
The terminal will, in case of an oily discharge, take such steps as may 
be deemed necessary to fight the pollution before it spreads. 

If the discharge is due to faulty equipment or material on the vessel 
or to negligence on the part of ship’s personnel, the terminal shall be 
indemnified for any expenses incurred in connection with the 
preventative action taken. (See Oil Pollution — “Oil Spills”). 
International Code Flag ‘B’: International Code Flag ‘B’ shall be flown 
during the day and a red light exhibited by night by all vessels during 
cargo or ballast operations. 

Transfer Cargo Operations: Transfer cargo operations shall not be 
started, or if started, shall be discontinued by the Berthing Master or 
Terminal Control if any of the following conditions prevail: 

(a) During severe electrical storms. 

(b) If fire breaks out at berth or on vessel. 

(c) Should any condition develop which represents a hazard to the 

vessel or terminal facilities. 
Fire-Fighting Equipment: Fire-fighting equipment of vessels alongside 
must be kept ready for use at all times. 
Gas-Freeing: Gas-Freeing of vessels alongside sea island berths will 
not be permitted. 
Earthing and Bonding: All metal on the shore side of an insulating flange 
should be electrically continuous to the sea island or inshore berths 
earthing systems and all metal to the seaward side should be electrically 
continuous to the vessel. 

Insulating flanges are fitted on each loading arm. 

Small Boats or Craft: Small boats or craft will not be permitted to moor 
alongside a vessel during cargo or ballast operations, unless special 
permission has been granted by the Berthing Master. 

Permitted Entry: Only persons holding authorized passes will be 
permitted entry to the terminal or sea island. The terminal reserves the 
right to refuse admission. 

Safety Responsibilities: Nothing in these regulations will relieve Masters 
of their responsibilities in observing the normal safety, fire prevention 
and security regulations. The Berthing Master is authorized to advise 
and request Masters to take additional measures to ensure a higher 
degree of safety if they find that circumstances warrant such action. 


FIRE FIGHTING: 

Responsibilities: The Fire and Safety Officer is responsible for all fire 
fighting operations at the sea island and the onshore terminal. 

Fire Alarm: Do not hesitate to raise the alarm in the event of fire however 
small it may be. 

The ship's fire alarm at the terminal will be one or more blasts of the 
ship's whistle or siren, each blast of not less than 10 secs. duration 
supplemented by a continuous ringing of the ship's bell and continuous 
sounding of the general alarm system. 

The fire alarm at berths or elsewhere within the terminal or harbour 
area will be a continuous blast on the sirens sited on the onshore and 
offshore control buildings. 

Action Ship — Fire On Your Ship: 

1. Raise alarm. 

2. Fight fire and prevent it spreading. 

3. Inform terminal of details. 

4. Cease all cargo operations and then close all valves. 

5. Standby to disconnect loading arms. 

6. Bring engines to standby. 

Action Ship — Fire On Other Ship: You will be advised of necessary 
instructions to: 

1. Cease all cargo operations and then close all valves. 

2. Standby to disconnect loading arms. 

3. Bring engines and crew to standby ready to unberth. 

Action Shore: The operator in the control room will immediately contact 
the Fire and Safety Officer by phone or VHF radio. The Fire and Safety 
Officer will then direct operations. 

1. Raise alarm. 

2. Cease all cargo operations and then close all valves. 

3. Fight fire and prevent fire spreading. 

4. Standby to disconnect loading arms. 

5. Inform all ships of details. 

6. Terminal emergency procedure is immediately effective. 


Emergency Situation: During an emergency situation on board a vessel 
alongside, the Berthing Master will be in charge of organising the 
preliminary fire-fighting/anti-pollution procedures assisted by the 
operators in the Control Room and at the berths until the Fire and Safety 
Officer at the terminal takes over the direction of all fire fighting 
operations. 

The Berthing Master is to make use of all available means at his 
disposal, such as tugs, launches, terminal equipment and other facilities 
to assist the vessel and protect lives and terminal facilities. 

OIL POLLUTION/ACCIDENTS: 

Oil Spills: Oil spills from whatever source must be reported immediately 
to the Berthing Master or Terminal Control. Cargo movements will be 
ordered suspended upon such a report or upon observation of pollution 
by terminal personnel and they shall not resume until the source of 
leakage is determined and controlled and the pollution dispersed or 
contained. The terminal maintains adequate anti-pollution equipment to 
attend to minor spills and this will be mobilised promptly. Clean-up costs 
in regard to pollution known to be the responsibility of a vessel using 
the facility will be billed to that vessel. The terminal shall also be 
indemnified against any fines and claims for damages resulting from 
such pollution (See “Appendix V”). Vessels discharging oil into 
Bahamian waters are liable to fines not exceeding $120,000. 

Minor Leakage Onboard: Spillage trays or other receptacles should be 
placed under the flange connection at the vessel's manifold. Oil 
absorbing material in suitable quantity should be available for immediate 
use in the event of oil leakage on deck. 

Damage to Facilities: lf a Master has reason to believe that damage 
has been caused to berth, other vessels, craft or terminal property by 
his vessel, he should immediately notify the Berthing Master in writing. 
(A Typical Accident Form See “Appendix V1"). 

GENERAL: Charts: The best available charts of the area at present are 
U.S. Defense Mapping Agency Hydrographic Centre N.O. 26326 and 
British Admiralty No. 390. 

Currency: Currency is the Bahamian dollar which is on a par with the 
U.S. dollar. U.S. dollars are generally acceptable anywhere without 
changing to local currency. 

Garbage: Garbage or refuse disposal overside at berths or in terminal 
approaches is strictly forbidden. 


APPENDICES: 
Appendix |: 
South Riding Point Holding Ltd. 
South Riding Point Oil Terminal, Grand Bahama 
Contractual Berthing Conditions 

This Agreement is made between SOUTH RIDING POINT HOLDING 
LTD., its servants and Agents and its Sub-Contractors (hereinafter 
called “the Terminal’) and the Owners and Charterers of the vessel 

i we RIN a ae earn bee er tie iehek tenigtc be 9 (hereinafter called “the vessel’’). 

In consideration of the Terminal permitting the vessel to berth at and 
to use the terminal and its facilities or providing to the vessel tug line 
handling services, ferry services or other ancillary services connected 
with the use of the terminal by the vessel, the undersigned Master of 
LU terol ca eer ne rR tf dew Salen arn elenesns linemen ete for andon 
behalf of the Vessel agrees to the following conditions. 

1. The Terminal shall not be liable for any loss or damage suffered 
by the vessel howsoever arising including negligence on the part of the 
Terminal in connection with or by reason of the use or intended use of 
the Terminal by the vessel. 

2. The Vessel will indemnify the Terminal in respect of all liability to 
third parties including costs and any other expenses and interest arising 
out of claim in connection with or by reason of the use or intended use 
of the Terminal by the vessel howsoever arising including negligence 
on the part of the Terminal. The vessel will indemnify the Terminal in 
respect of any penalties and fines incurred by it in connection with or 
by reason of the use or intended use of the Terminal by the vessel. The 
vessel will indemnify each party referred to in this Agreement collectively 
as ‘the Terminal” in respect of any liability to any other party referred 
to as ‘the Terminal’ by reason of the use or intended use of the Terminal 
= the vessel howsoever arising including negligence on the part of the 

erminal. 

3. The vessel will indemnify the Terminal in respect of any damage 
or loss including financial loss suffered by the Terminal in connection 
with or by reason of the use or intended use of the Terminal by the 
vessel, howsoever caused including negligence by the Terminal. 

4. It is agreed that if the vessel sinks or grounds or otherwise 
becomes, in the opinion of the Terminal, an obstruction or danger in 
any part of the port or its approaches the Terminal may in its sole 
discretion take any steps it deems necessary to remove the obstruction 
or danger and any expenses of such removal shall be payable by the 
vessel's Owner or Charterer. 

5. The obligations of the vessel hereunder shall be joint and several. 
_ 6. The obligations of the vessel hereunder shall be without right of 
limitation of liability. 

7. If any one or more of the provisions or part of this Agreement 
should at any time for any reason be declared invalid or void or otherwise 
inoperative by a court of competent jurisdiction, such declaration or 
decision shall not affect the validity of this Agreement as a whole. 

8. This Agreement cannot be varied other than in writing signed by 
all parties. 

9. This Agreement shall be governed by and construed in accordance 
with English Law and all disputes arising hereunder shall be and hereby 
are referred to the High Court of Justice in England. 

Time na 

Signed on behalf of the 
Owners and .Charterers of the... .....5--.00csseeecaencns 


Signed on behalf of 

South Riding Point Holding Ltd., 
its servants and Agents, 

and Sub-Contractors. 


BAHAMAS 


Appendix Il: 
SOUTH RIDING POINT HOLDING LTD. 
Requisition 


VESSEL PARTICULARS: 


Berthing/unberthing?. 2: 2. 25. eee eee hee ee 
WOQSS ee trts rete: o ussu lace cs eaten mee eos 
Time Connected ............ Time Released ............ 
Time Connected ............ Time Released ............ 
Time Connected ............ Time Released ............ 
Time Connected ............ Time Released ............ 
We hereby request and authorise SOUTH RIDING POINT HOLDING 
LTD. to provide tug or tugs, line handling boat or boats, crew boat or 
boats and line handling, ferry and other services and a Berthing Master 
or Masters in order to assist in the navigation, berthing and unberthing 
of the vessel, and all matters related thereto, and the performance of 
the vessel's business at or near South Riding Point and at the facilities 
of South Riding Point Holding Ltd. We hereby agree that all such 
assistance and services rendered by you are requested and accepted 
by us on your usual terms and conditions printed overleaf and which we 
have read, understand, approve and accept: 


Date 
Time Signed 
Master 
for and on behalf of and with 
the authority of the Owners 
and Charterers of the 
Appendix IIIA: 


Safety and Fire Regulations 
To be posted in prominent positions on board ship. 
The following Fire Regulations and Smoking Restrictions should be 
brought to the notice of all personnel on board and must be strictly 
enforced. 

SMOKING IS PROHIBITED while alongside berths EXCEPT in the 
following rooms in the after part of the vessel specified by Master. 

Masters and Officers must ensure that these SMOKING 
RESTRICTIONS are strictly adhered to. 

Only approved electric and steam galleys, in selected locations in 
afterpart of the vessel, agreed to by the Master and the Shore 
Authorities, are permitted. 

CIGARETTE ENDS AND HOT MATERIALS MUST NOT BE 
THROWN INTO THE WATER AT ANY TIME. 

No chipping or scaling is allowed whilst alongside. Overside hull 
painting is not allowed on jetty side of vessel. 

All ship's scuppers on main deck must be plugged and cemented oil 
tight. 

Approved mechanical means of closing scuppers may be accepted. 

All vessels moored at these berths must have the eye of a steel hawser 
Paid out to the water's edge and securely made fast on board on the 
offshore bow and quarter, to be of sufficient strength to enable tugs to 
take the vessel to a place of safety. Main engines must be available for 
use at all times whilst alongside the jetty. 

Fire hoses on forward and after decks to be rigged and ready for 
instant use. 

It is the responsibility of the Master to ensure that the mooring lines 
of his vessel are tight at all times. 

Alarm in case of fire 

1. The ship's fire alarm at the terminal will be one or more blasts of 
the ship's whistle or siren, each blast of not less than 10 seconds 
duration supplemented by a continuous ringing of the ship's bell and 
continuous sounding of the general alarm system. 

2. The fire alarm at berths or elsewhere within the terminal or harbour 
area will be a continuous blast on the sirens sited on the onshore and 
offshore control buildings. 

Overflow or escape of oil into the water 

In the event of an overflow and/or escape of oil into the water, loading 
will be suspended immediately on the vessel concerned. Loading will 
not be resumed until the area has been cleared of oil and conditions 
declared safe. 

Terminal safety and fire inspections 

It is the duty of the Berthing Master to make periodical inspections on 
board vessels at berth in respect of any breach of the Terminal Safety 
and Fire Regulations. 

Inspectors must be allowed free access on board all vessels at all 
times for this purpose. 

IN ALL CASES OF EMERGENCY CONTACT SOUTH RIDING POINT 
CONTROL. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Appendix IIIB: 
Instructions in case of fire 

Ship’s fire alarm at terminal 

One or more blasts of the ship's whistle or siren each blast of not less 
than 10 seconds duration supplemented by a continuous ringing of ship's 
bell and continuous sounding of the general alarm system. 

Terminal fire alarm 
Continuous long blast on all fire sirens. 
Action Ship 

Fire on your ship 

Raise alarm 

Fight fire and prevent fire spreading 

Inform terminal of details 

Cease all cargo operations and then close all valves 

Stand by to disconnect hoses or arms 

Bring engines to standby 
Fire on other ship at terminal 

Cease all cargo operations and then close all valves 

Stand by to disconnect hoses or arms 

Bring engines to standby and crew to stand by ready to unberth 

Action Shore 

Fire on terminal 

Raise alarm 

Cease all cargo operations and then close all valves 

Fight fire and prevent fire spreading 

If required stand by to disconnect hoses or arms 

Inform all ships of details 

Terminal Emergency Procedure is immediately effective 

In case of fire, terminal will direct movement of vessels. 

Do not hesitate to raise the alarm. 


Appendix IVA: 

South Riding Point Holding Ltd. 

P.O.Box F-2530 Freeport, Grand, Bahama. 

The Master,S.S:)/MVennecineoes: aaa iw foam eetileath es we 

Dear Sir, 

South Riding Point Transhipment Terminal Safety Requirements 

Responsibility for the safe conduct of operations on board your ship 
while alongside our terminal rest with you as Master. Nevertheless, since 
our personnel, property and other shipping may suffer serious damage 
in the event of accident aboard your ship, we wish, before operations 
start, to seek your full co-operation and understanding on the safety 
requirements set out in the Ship/Shore Safety Check List. 

These safety requirements have been drawn up by a number of 
international terminal operators in conjunction with a representative 
section of the international tanker industry. They are based upon the 
provisions of the codes of safe practice currently accepted by the oil 
and tanker industries. We therefore expect you and all under your 
command to adhere strictly to them throughout your stay alongside this 
terminal. We, for our part, will ensure that our personnel do likewise and 
co-operate fully with you in the mutual interest of safe and efficient 
operation. 

In order to assure ourselves of your compliance with these safety 
requirements, we shall, from time to time, instruct a member of our staff 
to visit your ship and, after reporting to you or your deputy, join one of 
our officers in a routine inspection of cargo decks and accommodation 
spaces. 

If we observe infringements on board your ship of any of these safety 
requirements we shall bring this immediately to the attention of yourself 
or your deputy for corrective action. If such action is not taken ina 
reasonable time we shall adopt such measures as appear to us most 
appropriate to deal with the situation and shall notify you accordingly. 

If you observe any infringement of these requirements by terminal 
staff, whether on the jetty or on board your ship, please bring this 
immediately to the notice of our representative who is nominated as your 
contact during your stay in port. Should you consider any immediate 
threat to the safety of your ship arises from any action on our part, or 
equipment under our control, you are fully entitled to demand an 
immediate cessation of operations. 

WE RESERVE THE RIGHT IN THE EVENT OF CONTINUED OR 
FLAGRANT DISREGARD OF THESE SAFETY REQUIREMENTS BY 
ANY SHIP, TO STOP ALL OPERATIONS AND ORDER THAT SHIP 
OFF THE BERTH FOR APPROPRIATE ACTION TO BE TAKEN BY 
THE CHARTERERS AND OWNERS CONCERNED. 

Terminal Manager 
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Appendix IVB: 
Ship/Shore Safety Check List 

Vessel: Barth ies rigtwaws . snide. 
The safety of operations requires that all questions be answered 
affirmatively after checking by both Ship and Terminal representatives. 
If an affirmative answer is not possible, the reason should be given and 
agreement reached upon appropriate precautions between the Ship and 
the Terminal. 


nnn nn ee Sa 
Terminal 


Ship 
Represent-Represent- 
ative ative 


1. Is the Ship securely moored? 

2. Are emergency towing wires correctly positioned? 
3. Is there safe access between Ship and Shore? 
4 
5 


. Is the Ship ready to move under its own power? 

. Is there an effective deck watch in attendance on 
board and adequate supervision on the 
Terminal? 

6. Is the agreed ship/shore communications system 
operative? 

7. Have the procedures for cargo/ballast handling 
been agreed? 

8. Has the emergency shut-down procedure been 

9 

0 


agreed? 

. Is fire fighting equipment on board and ashore 

ready for immediate use? 

. Are cargo hoses/arms in good condition and 

properly rigged? 

11. Are unused cargo and bunker connections 
blanked? 

12. Are scuppers effectively plugged? 

13. Are sea and overboard discharge valves, when 

notin use, closed and lashed? 

14. Are all cargo and bunker tank lids closed? 

15. Is the agreed tank venting system being used? 

16. Are flame screens within the tank venting system 
in position and in good condition? (Give date 
of last inspection) 

17. Are hand torches of an approved type? 

18. Are portable R/T sets of approved design? 

19. Are the ship's main radio transmitting aerials 
earthed? 

20. Are electric cables to portable electrical 
equipment disconnected from power? 

21. Are all external doors and ports in the amidships 
accommodation closed. 

22. Are all doors and ports in the aft accommodation 
that are required to be in fact closed? 

23. Are unsafe air conditioning intakes closed? 

24. Are window-type air conditioning units 
disconnected? 

25. Are SMOKING requirements being observed? 

26. Are GALLEY requirements being observed? 

27. Are NAKED LIGHT requirements being observed? 

28. Is the quality of the Inert Gas satisfactory? 

(Give O, Content) 

29. Is ballast water in permanent segregated ballast 
tanks clean and suitable for overboard 
discharge? 

30. Are C.O.W. requirements being observed? 

We have checked with each other the items listed on this check list 
in the course of a joint inspection and have satisfied ourselves that the 
entries we have made are correct to the best of our knowledge. 


For Ship [110 11 aa SR Pe FIBA nce taluas Signature. ...:.... 

For Terminal Name:............- Position: ..... Signature......... 
TUE, ce on ohio “Orie, int DE ha cca ssa ts are eee nait th Nad 

Repetitive Time & date 

Checks B.M. initials 

Remarks: 

Orig: Ship 


c.c. Berthing Master 
c.c. Sea Island 


Appendix V: 
South Riding Point Transhipment Terminal 
The Master, 
SO es aos a? ot Ciasenin® ¥> <2 He Ks 
Dear Sir, 


responsible for any expenses incurred as a result of the oil spill and 
subsequent clean-up operation, in addition to fines which may be 
imposed by the Authorities. 
You are requested to furnish the Terminal management with an 
extract of your “Oil Transfer Log” and a written reason for this incident 
Yours faithfully, 


For: South Riding Point Holding Ltd 
cng eve? oe , Master 


Appendix VI: 
South Riding Point Transhipment Terminal 
vt 19. . 
The Master, 
s.s./M.Vv Le Sl. icies.11, chVemts. saa 
Dear Sir 
Aba Rx a, race seh NOUFS ON i irererehi Ars .. the vessel under your 


command was involved in an incident, as a result of which, the following 
damage was Caused: 


The foregoing report is based on preliminary examination and must 
be considered an interim statement of damage pending survey 
examination of the areas concerned. 

In consideration therefore of ‘Conditions of Use of Sea Berths and 
Inner Harbour” and “Condition of Hire of Tugs”, we hereby hold you 
responsible for this damage. 

Please acknowledge receipt of this letter by signing the attached 
copies. 

Yours faithfully, 


For: South Riding Point Holding Ltd. 


cc: Ship's Agents. 


Appendix VII: 
South Riding Point Holding Ltd. 
South Riding Point Transhipment Terminal 
To: Master, 


This serves to introduce Captain................... who is duty 
Berthing/Loading Master. 

As Loading Master, he will be responsible and available at all times 
throughout your stay for all liaison aspects of your cargo operations and 
safety alongside. 

Please bring all cargo, safety or documentation queries to his 
personal attention. 

Your co-operation in this regard will serve to assist in our rendering 
to your vessel, an efficient dispatch from South Riding Point. 

Terminal Manager 
Appendix VIII: 
South Riding Point Holding Ltd. South Riding Point Terminal Crude 
Oil Washing Check List 
Deters fee nen oe 
Yes No 
1. Has terminal been notified? Seat eae AR 
2. Is oxygen analysing equipment tested and 
working satisfactorily? ar 
3. Are tanks pressurised with good quality Inert Gas 
(max. 5% O,)? : 
4. Is tank washing pipe-line system isolated from 
water heater and engine room? 
5. Are all hydrant valves on tank washing line 
securely shut? 
6. Are all valves to fixed tank washing machines 
shut? 
rf 


Alongside 
1. Is quality of Inert Gas in tank(s) satisfactory 
(max. 5% O,)? 3teo 
2. Is Inert Gas pressure satisfactory? oc 


Before Washing 

1. Are valves open to machines on selected tanks? 
Are responsible persons positioned around the 
deck to watch for leaks? 
3. Are tank ullage gauge floats lifted on tanks to be 

washed? 

4. Is Inert Gas System operating? 
5. Are all tanks closed to outside atmosphere? oh 
6. Have tanks positive Inert Gas pressure? Se ae eee 
He eta rete Master/Chief Officer. Time and Date........... 


N 


pi ib Washing 


4. Is positive pressure available on Inert Gas 


After Washing 
1. Are all valves between discharge line and tank 
washing line shut down? 
2. Has the tank washing main pressure been 
equalised and line drained? 
3. Are all tank washing machine valves shut? d ati 
1° Page agar iee. Master/Chief Officer. Time and Date........... 


BAHAMAS 


NOTICE: 

South Riding Point Holding Ltd. 
P.O.Box F-2530 Freeport, Grand Bahama 
South Riding Point Terminal. 

To: Master 


Dear Sir, 

During your stay at South Riding Point Terminal, your co-operation is 
requested with regard to shipboard visitations by Terminal staff. 

With the exception of official visits necessary to the satisfactory 
performance of cargo and safety operations, none of our terminal staff 
should board your vessel. 

We are particularly concerned in cases where food and drink have 
been unofficially provided by visiting ships and we would respectfully 
request that you bring to the attention of your crew, the need to disregard 
any requests of this nature. 

We trust that your compliance and understanding will avoid any 
embarrassment for your vessel whilst alongside and that as a result our 
operating attentions will be rendered more efficient. 

Thank you. 


Terminal Manager 


AUTHORITY: Operator: South Riding Point Holding Ltd., P.O.Box 
F-2530, Freeport, Grand Bahama, Bahamas. Tel: South Riding Point 
Terminal (809) 348-3471/4. Telex: 30-047, 30-067. FAX: (809) 348- 
3573. Contact: Captain J. B. Moncrieff, Marine Operations Manager/ 
Harbour Master. Captain D. M. Cummins, Marine Superintendent. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Bahrain 
GENERAL 


ANCHORING: It is compulsory for all ships entering Bahrain waters for 
reasons other than berthing at Mina Sulman, ASRY, Bapco, Alba, or 
other private jetties to obtain a prior written permission from the Port 
Director before anchoring in Bahrain waters. All ship's Agents are 
required to submit to the Harbour Master at the end of each month, a 
list of all vessels managed by their Agency which entered Bahrain 
waters. 

PORT OPERATIONS SERVICE: The following has been received from 
the Customs & Ports Directorate, State of Bahrain. (Harbour Notice 4/ 
84). 
The above service is to be established based initially in the radio room 
of Mina Sulman. All information concerning the movement of vessels 
within the area under the jurisdiction of the ‘Bahrain Ports Authority’ will 
be conducted through the Bahrain Ports Operations and Information 
Service, hereinafter referred to by its call sign ‘Bahrain Port Control’. 
This service will be manned continuously throughout 24 hours, with a 
duty Pilot available for advice on request. Close liaison will be maintained 
between Owners/Agents, Marine Terminals of Bapco, Alba, ASRY and 
AIS Co. and other private wharves within the Mina Sulman area. 
Communications: (a) All vessels having gross tonnage of more than 
50 g.r.t. and any vessel engaged in towing shall carry fixed or portable 
VHF radio equipment capable of operating on port operation channel in 
addition to Channel 16. 

(b) A Port Operations VHF radio channel has been introduced, 
Channel 74 (156.725 MHz). All vessels must monitor this Channel when 
transiting the port limits or approach channels, or at anchor and 
communicate with ‘Bahrain Port Control’ as required. 

Reporting Procedures: The Master of the inward bound vessels shall 
on coming within VHF radio range of ‘Bahrain Port Control’ give the 
vessel's ETA at Sitra Beacon, and shall at the same time advise of his 
vessel's draft and any other information requested, and of any 
circumstances which may affect the seaworthiness or handling capacity 
of the vessel. To facilitate keeping track of a vessel's whereabouts, 
vessels should inform ‘Bahrain Port Control’ when passing the following 
seamarks as appropriate: 

Deep Draft Channel N.E. Approach Channel via Sitra 

Inwards Buoy 


Bahrain Light Vessel Sitra Inwards Buoy 


No. 3 Beacon Vidal Buoy 

Bahrain Approach Buoy No. 27 Buoy 

No. 14 Buoy Sitra Beacon 

No. 27 Buoy Middle Ground Buoy 


Sitra Beacon When berthed or at anchor 
Middle Ground Buoy 
When berthed or anchored 

The Master of an outward bound vessel shall inform ‘Bahrain Port 
Control’ within 15 minutes prior to commencing navigation in the area, 
and again immediately prior to such navigation commencing. During the 
outward passage he shall report to ‘Bahrain Port Control’ when passing 
the above seamarks as appropriate. 

The Master of a vessel berthed, moored or anchored within the area 

of jurisdiction and who wishes to move his vessel to another berth, 
mooring or anchorage within that area shall request permission from 
‘Bahrain Port Control’ prior to moving and report when finally secured, 
anchored or moored. 
Special Directions: (a) The deep draft channel is primarily for vessels 
confined by their draft to use it. No vessel inward bound shall proceed 
beyond No. 3 Beacon without seeking prior approval from ‘Bahrain Port 
Contral’. No vessel outward bound shall proceed beyond Bahrain 
Approach Buoy without seeking prior approval. 

(b) The Master of any vessel proposing to anchor should inform 
‘Bahrain Port Control’ of the position it is intended to anchor the vessel. 
This notice shall be given in sufficient time to enable ‘Bahrain Port 
Control’ to give a special direction to the Master to place the vessel in 
an alternative anchorage if required. 

(c) Any vessel engaging in towing, except tugs engaged in berthing/ 
unberthing operations shall inform ‘Bahrain Port Control’ of the length 
of tow, speed of tow and anticipated passage. Such vessels must seek 
approval before commencing such operation within the area of 
jurisdiction. 

Interpretation: \n these directions: ‘Port Limits’ means the area of water 
enclosed by straight lines drawn from the following positions: 

A. Latitude: 26° 13’ N. Longitude: 50° 32’ E. 

B. Latitude: 26° 22’ N. Longitude: 50° 32’ E. 

C. Latitude: 26° 22’ N. Longitude: 50° 47’ E. 

D. Latitude: 26° 06.7' N. Longitude: 50° 47’ E. 

E. Latitude: 26° 06.7’ N. Longitude: 50° 38’ E. 

‘Area of jurisdiction’ includes the marine terminals of Mina Sulman, 
Bapco, Alba, ASRY and AIS Co. and ali other private wharves within 
the Mina Sulman area, also the deep draft and N.E. approach channels. 
Commencement: A full V.T.M.S. “Vessel Traffic Management System” 
is in force and based in the control tower at Mina Sulman. 
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MINA SULMAN: 26.12 N. 50.37 E. 


DOCUMENTS: 

International Declaration of Health. 

5 Crew Lists. 

Ship's Report (given by Customs on arrival). 

Cargo Gear Register (Blue Book). 

Agents to submit Cargo Manifest 3 days before vessel's arrival. 
Exports to Bahrain: Shipping documents for exports to Bahrain should 
include a Certificate of Origin bearing the stamp of a Bahrain embassy 
or consulate, where such representation does exist. Alternatively the 
stamp of any other Arab embassy or consulate will be acceptable. 

Compliance with the above regulation will help process the clearance 
of goods without delay. 

PILOTAGE: Mina Sulman Pilots board at Sitra Beacon. Pilotage 
compulsory except for naval vessels and small locally-owned craft 
whose Masters are familiar with the port and control. 

Port equipped with 3 pilot cutters and a number of mooring launches 
and work boats. 

Pilot cutters mostly blue with white-painted wheel-house and cabin 
accommodation. 

ANCHORAGE: Normal anchorage in vicinity of No. 27 Buoy. 
Approximate position Lat. 26° 10’ N., Long. 50° 47’ E. Sitra Anchorage 
now restricted anchorage and may only be used by special permission 
of Port Authorities. 

MAX. SIZE: Vessels up to 300 m. may enter port subject to tide. Depth 
of channel 9.75 m. New berths dredged to 10.9 m. Finger pier, depth 
30 ft. (9.1 m.). 

HEALTH: Port Health Authorities board vessel on arrival at berth 
alongside Deep Water Jetty and grant Pratique. 

RADIO: Vessels intending call Mina Sulman should advise Agents via 
Bahrain Radio, call sign AQM, their ETA, draft, hatch distribution and 
any other requirements, giving as much notice as possible. Agent to 
give Coastguard 72 hours notice of ETA. 

VHF: Vessels equipped with VHF should, when within range, contact 
Bahrain Port Control on Channels 16 or 74. VTM System in operation. 

Also see “General” before first port. 

TUGS: 4 tugs available, 2 x 800 h.p. and 2 x 1,600 h.p. Tugs usually 
join vessel between Channel Buoy Nos. 7 and 8 or 9 and 12 during final 
approach to Deep Water Jetty. Tugs fitted with VHF. Bollard pull up to 
28 tons. 

BERTHING: Finger pier 800 m. long, berthing on both sides with 10 
berths each of 150 m. in length for vessels up to 9 m. draft and 3 general 
cargo berths each 200 m. in length with depth of 10.9 m. 

Two container berths (Berth Nos. 15 and 16) each 300 m. in length 
and 10.9 m. depth equipped with 4 container handling gantry cranes, 
2 x 30.5 tons and 2 x 35 tons capacity with 38 m. outreach. 

Berths for coastal vessels, length of quay 285 m. with depth of 7 m. 

Small Ro/Ro ramp for vessels up to 5.5 m. draft. Width of ramp 15.5 m. 

Each general cargo berth is provided with modern fork lift trucks, 
trailers and units to facilitate the movement of cargo. 

Pallets are available to assist cargo handling. Shore mobile cranes of 
various capacities ranging up to 200 tons available from private 
companies. Cargo handling equipment of various types also available. 
Storage Facilities: Storage facilities consist of 14 sheds (one of which 
is located in the container terminal area) having an area under roof of 
1,000,000 sq.ft. in addition hard surfaced yards and the container 
terminal stacking/parking area provide extensive storage capacity. 

Hyundai Jetty: Lat. 26° 11’ N., Long. 50°39’ E. Length of jetty 175 m., 
depth alongside 9 m. Berthing permitted between 0600 and 1800 hrs. 
GRAIN HANDLING: Two portable pneumatic suction/blowing units are 
used. Capacity 75 t.p.h. each. Wheat is discharged into 20 ton trailers, 
which takes about 8 to 12 minutes for each trailer. 

STEVEDORES: Stevedoring gangs shall be ordered and paid for by 
ship's Agents. 

Working Hours: The port will operate on a 2 shift basis 6 days per week. 
Additional work on Fridays and Public Holidays are subject to extra 
charges. 

Saturday to Thursday — 0700 hrs. to 2300 hrs. (Container Terminal, 
24 hours a day, 7 days a week). 

Working hours are subject to change at the discretion of the Por 
Authority. Requirements for Port Labour must be submitted by Ship's 
Agents to the Port Authority by 1400 hrs. for work during the first shift 
on the following day and by 1000 hrs. on the same day for work on the 
second shift. 

Special overtime to finish and sail a ship may be granted afte’ 
2300 hrs. 

MEDICAL: As per present local regulations all crew for medica’ 
treatment have first to be reported to the Public Health Department from 
where patient, if required, will be referred to Government hospital 0’ 
specialists. 

FRESH WATER: Well water available and can be delivered on berth: 
at Deep Water Jetty at rate of approximately 20 t.p.h. per hose. Frest 
water also available by barge with capacity of 300 tons. 

FUEL: Bunkers available alongside in Mina Sulman and also providec 
by barge of 8,700 barrels capacity, which is owned by the Bahrair 
Petroleum Company. All usual grades of commercial oil available 
48 hours’ notice required. This can also be arranged by local Agents. 
REPAIRS: Good facilities for both hull and engine repairs which can be 
effected by the principal slipway company. Facilities exist to receive 
single vessels of 1,000 d.w.t., and a tower crane capable of a 15 tons 
lift at 40 ft. Also see “Dry Dock”. 

SURVEYORS: Available on request through Agent. 

DRY DOCK: Asry Dry Dock: The dry dock measures 375 m.x75 m. 
the bottom structure being strong enough for double dockings. 

This is the first repair dock in the world specially designed for shallow 
draft VLCCs. With the sill beam at 9 m., it can accept vessels of 34 ft 
draft. 

Four dockside arms, two per side, give access to almost the entiré 
surface of a VLCC hull for cutting, welding, shotblasting and cleaning 
painting purposes, without the need for scaffolding. 


(See Plan) 


Manoeuvring Basin: The manoeuvring basin dredged to 10 m. allows 
ships of up to 32 ft. draft to dock at any time. If necessary, ships may 
lie directly on the basin's sandy, levelled bottom. 
Jetties: The 2 finger jetties are 170 m. long x 21 m. wide and can 
accommodate at least 4 large vessels for in-water repairs. 
Mechanical Shop: The mechanical shop is equipped with 36 major 
machine tools, plus additional supporting services. 
Plate Shop: The plate shop is equipped with 45 machine tools and 
portable equipment, plus additional supporting services. 
Pipe Shop: The pipe shop is equipped with 26 machine tools and 
portable equipment, plus additional supporting services. 
Electrical Shop: The repair capability in the electrical shop is 
summarised as follows: 

Motor rewinding 

Transformer and operating coil rewinds 

Generators (main and auxiliary), large motors; strip, inspect, clean, 

replace bearings and rebuild 

Rewiring (limited facility) 

Switchboards: clean and repair 

Motor controllers: find fault and repair 

Air conditioning equipment: servicing and repair 

Engine and bridge control panels (limited repair facility). 

Navigational equipment (radar, DF, UHF, gyro compass, auto pilot, 

echo sounder) repairs are carried out by manufacturers’ agents, who 
are fully represented in Bahrain. 
Cranes: Four rail cranes of 15 tons lifting capacity and 75 m. outreach 
are located on the 2 finger jetties and adjacent to the dry dock. In 
addition, 1 rail crane of 100 tons lifting capacity and 61 m. outreach is 
located adjacent to the dry dock. 

These five rail cranes cover about 90% of Asry’s outdoor production 
area. For the remaining production areas, 4 mobile cranes each of 
20 tons capacity and 2 hydraulic lifting platforms of 80 tons each are 
available. 

Inside the workshops, overhead cranes of 6, 15, 25 and 160 tons 
lifting capacity are available. 

Floating Crane: A floating crane of 200 tons lifting capacity, specially 
designed to reach any point on the deck or superstructure of a VLCC 
in ballast condition, is available. This lifting equipment is installed on a 
pontoon which has an overall length of 35.5 m. and a beam of 23 m. 
The crane is of the luffing type, which permits the height of the hook to 
be maintained while the outreach can be adjusted in travel. 

Tugboats: The yard has a fleet of 6 tugboats, each of 32 tons bollard 
pull, which have been specially designed to manoeuvre large ships both 
in the yard and at sea. 

Each tugboat has an overall length of 33 m. and a moulded beam of 
8.5 m., with a draft fore and aft of 2.55 m. and 3.05 m. respectively. 

The main engine is rated at 2,400 b.h.p. at 500 revs. per minute in 

accordance with DIN 6270A, and provides each tug with a normal free 
navigation speed of 12.5 knots. 
Tank Cleaning Station: Asry’s tank cleaning station is the 35,000 d.w.t. 
tanker “White Beach’, which has been fully converted for the purpose. 
lt is able to receive, by a continuous segregation system, slops, dirty 
ballast and tankwashing water at a rate of up to 1,500 t.p.h. 

The cleaning station is fully equipped to supply steam, electrical 
power, distilled water and compressed air. Temporary storage of 
bunkers is also available. 

Largest vessel so far to enter dry dock was 411,000 d.w.t. 

Largest vessel to be repaired was 508,000 d.w.t. 

Total workforce is 1,400 persons. 

GANGWAY/DECK WATCHMEN: Not customary to employ deck 
watchman. 

REPATRIATION: It is possible for whole crews or just individual crew 
members to join or leave vessels at Bahrain. As much notice as possible 
should be given to Agents to enable arrangements to be made for their 
reception, hotel accommodation and transportation. 

AIRPORT: Bahrain International Airport regularly served by main 
international airlines, with frequent services to Europe, U.S.A., Far East, 
and Australia. Also frequent inter-Gulf flights. 

TIME: GMT plus 3 hours. 

HOLIDAYS: Public holidays in accordance with Muslim calendar as 
follows: 3 days during Eid Al Fitr; 3 days during Eid Al Adha; 3 days 
during Muharram; 12th R’Awal Prophet's Birthday; Accession of H.H. 
The Amir, 16th December; 25th December; 1st January. Apart from 
6 days, two during each of the religious anniversaries, all holidays will 
be worked in the port as on Fridays, the Sabbath day. 

TELEPHONES: Can be provided at each berth on Deep Water Jetty. 
In case of emergency, dial 286 for ambulance; 301 for Duty Police 
Officer; 200 for Fire Brigade. 

SERVICES: Bahrain well provided for services including repairs, stores 
and supplies, fumigation surveys, adjustments, radar and gyro compass 
repairs, professional diving, and underwater brushing. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: These cards necessary for any crew 
member wishing to proceed ashore. Identification card is surrendered 
to Immigration Authorities at main entrance to port in return for a pass. 
On return to port, the pass is surrendered and seaman's identity card 
returned to him. 

AUTHORITY: Ministry of Finance, Customs and Ports Directorate, 
P.O.Box 15, Bahrain. Tel: 727173. Telex: 8642 Mina Bn. 8643 Harbour 
Bn. Cables: Stateport. FAX: 725534. Contact: Captain Saleh Al 
Musallam, Harbour Master. Eid Abdullah Yusuf, Director of Ports. 


AGENT: Gulf Agency Co. (Bahrain) W.L.L., P.O.B. 412, Manama, 


, Bahrain. Tel: 530022 (10 lines). Telex: 8211 (A/B “GAC BN”). FAX: 


(973) 530063. Cables: “Confidence”. 


BAHRAIN 
SITRA: 26.09 N. 50.40 E. (See Plan) 


Bahrain Port incorporates all the harbours on the N.E. Coast of the 
Bahrain Islands. The Port Limits extending approximately Westwards 
and Southwards from Bahrain Approach Buoy. 

The Bahrain Government Harbour Master at Mina Sulman has 
jurisdiction over Bahrain Port including the marine terminals of Mina 
Sulman, BAPCO, ALBA, ASRY, GIIC and all other private wharves within 
the area. 

Sitra Marine Area is situated at the entrance to the Port of Mina 
Sulman and the Khor Khaliya which is protected by the islands of 
Bahrain, Sitra and Muharraq, and the ASRY-GIIC Causeways. 

Sitra Inner Anchorage lies on the Northern side of the Fairway 
between Sitra Beacon and Mina Sulman and is afforded some protection 
during the prevailing N.W. winds by Muharraq Island and the ASRY- 
GIIC Causeways. 

OPERATORS: 

1. The Gulf Industrial Investment Company — GIIC: GIIC operates a 
plant producing iron pellets from imported ores. 

Enquiries regarding its facilities should be sent to The Arab Iron & 
Steel Company (E.C.), P.O.Box 50177, Hidd, Bahrain. Tel: 673311. 
Telex: 9993 GIIC Bn. 

2. Aluminium Bahrain — ALBA: ALBA operates a plant producing 
aluminium ingots from imported alumina and coke. 

Enquiries regarding its facilities should be sent to Aluminium Bahrain, 
P.O.Box 570, Manama, Bahrain. Telex: 8253 Alba Bn. Cable address: 
Metalba, Bahrain. Tel: 661751. 

3. Bahrain National Gas Company B.S.C. - BANAGAS: BANAGAS 
operates a plant producing refrigerated butane and propane which are 
exported over BAPCO's Wharf. 

Enquiries regarding its facilities should be sent to Bahrain National 
Gas Company B.S.C., P.O.Box 29099, Rifa’a, Bahrain. Tel: 756222. 
Telex: 9317 Bangas Bn. 

4. The Bahrain Petroleum Company B.S.C. (Closed) - BAPCO: The 
company operates the Bahrain Refinery and related facilities on behalf 
of the Government of the State of Bahrain and Caltex Bahrain. Petroleum 
products for Banoco, Caltex, Banagas and GPIC are handled at the 
BAPCO Terminal. 

Enquiries regarding port information should be sent to The Bahrain 
Petroleum Company B.S.C. (Closed), Bahrain Refinery, Bahrain. Telex: 
8218 Bapshp Bn. Cable address: Bapco, Bahrain. 

5. Gulf Petrochemical Industries Company (B.S.C.) — GPIC: GPIC 
operates a plant producing refrigerated liquified ammonia and methanol 
which are exported over BAPCO’'s Wharf. 

Enquiries regarding its facilities should be sent to Gulf Petrochemical 
Industries Company (B.S.C.), P.O.Box 26730, Manama, Bahrain. 
Tel: 731777. Telex: 9897 Kemia Bn. 

See individual berths for limitations and procedures. 

SPECIAL FEATURES: 

1. The Sitra Marine Area encompasses the marine facilities provided 
by the following companies: BAPCO, ALBA, ASRY, GIIC. 

BAPCO has 6 berths for ocean-going vessels and 1 berth where small 
vessels of up to 240 ft. in length and 16 ft. draft may be berthed. 

ALBA has a jetty with 2 berths; the outside berth being used for bulk 
carriers unloading coke and alumina ore and the inside berth being for 
vessels loading metal products. 

ASRY has 2 jetties 400 ft. apart, with a solid quay wall providing 
6 berths as well as the drydock 375 m. in length by 75 m. wide. 

GIIC has 1 jetty with offlying dolphin providing 2 berths, the Eastern 
Berth being utilised for offloading iron ore, whilst the Western side is 
used for loading. 

2. BAPCO Marine Officers advise and assist Masters in berthing, 
unberthing, mooring and navigating their vessels in the Sitra Marine 
Area. 

3. All vessels entering Bahrain Port must have accredited Agents. 
They should also establish radio contact with BAPCO via “Bahrain 
Radio" (A9M), at least 48 hours prior to arrival, giving a firm ETA, arrival 
draft, and their requirement for bunker fuels. 

4. The laws of Bahrain are in force in the Port and crew members 
are advised, for their own protection, to abide by them. 

5. All vessels must display international quarantine signals when 
approaching the Port and keep them displayed until Pratique is granted. 
The national flag of Bahrain is to be flown at the foremast head during 
the vessel's stay in the port. 

6. Safety is a prime concern and Masters must comply with all Safety 
Regulations. 

DOCUMENTS: Crew List 3 copies. Passenger List 3 copies. Customs 
Declaration 2 copies. Health Declaration 2 copies. Log Book for 
Inspection by Customs Officers. 

Cargo and bunker documents are delivered to the vessel as soon as 
possible after the vessel has been cleared on quantity and quality. 
Delays are sometimes incurred. As a result, BAPCO reserves the right 
to unberth a vessel and deliver documents by launch so as to minimise 
berthing delays to subsequent vessels. 

Early Departure Procedure (E.D.P.) is available on Master's request. 
The Tanker Owners Voluntary Agreement concerning Liability for Oil 
Pollution: All tankers carrying or loading/discharging at BAPCO any 
persistent hydrocarbon mineral oil, such as crude oil, fuel oil, heavy 
diesel oil and lubricating oil, whether or not carried as cargo, shall be in 
possession of a TOVALOP (Tanker Owners Voluntary Agreement 
concerning Liability for Oil Pollution) Certificate. NO other certificates 
will be accepted. 

PILOTAGE: Pilotage is not provided between Bahrain Light Vessel and 
Sitra Anchorage. Pilotage is compulsory from Sitra Beacon inwards. 

There are 2 Pilotage Authorities for Bahrain Port both of which co- 
ordinate through Bahrain Port Control. 

1. The Bahrain Pilots, under the Bahrain Government's Harbour 
Master, handle all vessels bound for the Khor Khaliya. This includes the 
main Mina Sulman Whartage, the wharves of Hyundai on the West side 
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of the ASRY/GIIC Causeway and the private company wharves on the 
North Sitra Industrial Estate. 

2. The Sitra Pilots, under BAPCO’s Port Officer, the Port Captain 
Sitra, handle all vessels having business with the marine terminals of 
GIIC, ALBA, ASRY and BAPCO. 

The Sitra Pilot will normally board the vessel in a position 0.5 miles 
South of Sitra Beacon from either an orange hulled pilot cutter, tug or 
a tow-boat displaying the normal pilot vessel signals. 

The Sitra Pilots will only embark or disembark from vessels providing 
the regulation pilot ladder. 

The Sitra Pilots will normally hand over control of the tugs to the ASRY 
Dock Master at a mutually agreed position close by ASRYs dock and 
jetties for completion of berthing. The ASRY Dock Master in consultation 
with Sitra Pilot will arrange for the number of tugs to be used in these 
operations. 

For vessels bound for GIIC, ALBA or BAPCO's jetties the Sitra Pilot 

will decide on the number of tugs to be used in the berthing and 
unberthing operations. Normally, 2 tugs are used. 
Harbour Pilotage: Under no circumstances will any vessel, irrespective 
of size, berth alongside Company wharves unless a Sitra Pilot is on 
board and the correct documentation signed. A Sitra Pilot will also be 
on board a vessel for the unberthing operation. However, under special 
circumstances certain small vessels may be allowed to unberth without 
a Pilot on board, providing the Pilot has given permission immediately 
prior to unberthing and B.P.C. have been informed. 

The services of the Sitra Pilot are provided without charge. 
Boarding: The Company Mooring Master may board the vessel from 
either a pilot cutter, tug or a tow-boat displaying the normal pilot vessel 
signals. 

If no berth is available, vessels should anchor in the prescribed 
anchorage until such time as a berth is available. Every endeavour will 
be made to give the Master berthing instructions prior to the boarding 
of the Mooring Master, and to this end, Masters are requested to 
maintain a continuous watch on the VHF. In cases where it is impossible 
to give prior berthing instructions, the Master and Chief Engineer are 
requested to co-operate with the Company by getting the vessel's 
engines ready for use with the least possible delay. 


APPROACHES: General: 
1. Without accepting any responsibility, the following suggestions are 


made for the benefit of Masters who are not familiar with Bahrain waters. 


2. The buoyed channel from Sitra Anchorage to the Bahrain Light 
Vessel is primarily for vessels confined by their draft to use it. Vessels 
intending to transit this channel must obtain clearance from Bahrain Port 
Control prior to entering. 

3. The buoyed channel has a min. depth of 13.25 m. (43 ft. 6 in.) at 
Chart Datum. This permits unrestricted use at all states of the tide for 
vessels drawing up to 12.2 m. (40 ft.). 

4. Vessels in excess of 12.2 m. (40 ft.) 
13.4 m. (44 ft.) are restricted to tidal ranges. 

5. Vessels with drafts of less than 9.2 m. (30 ft.) are requested to 
make use of Sitra Inward and Vidal Buoys. 

6. The colour of beacon structures and buoys are often obliterated 
by Guano. 

7. For details of the buoys, lights and beacons see the section marked 
“Sitra Channel Marks”. The entrance and near approaches to Mina 
Sulman are marked by aids not described herein. a 

8. The “Alteration of Course” positions in the following directions are 
based upon a radius of turn of 5 cables. This may necessitate an 
increase in engine revolutions, together with full helm in some vessels. 
(a) Inward Under 9.2 m. (30 ft.) 

(i) From a position (Lat. 26° 27.8’ N., Long. 51° 00’ E.) 2.5 miles 
S.E. of No. 3 Beacon (Lat. 26° 28.5’ N., Long. 50° 57.4’ E.) a 
course should be set to position 0.75 miles North of “Sitra Inward” 
Buoy (Lat. 26° 21.2’ N., Long. 50° 49.7’ E.) (Qk. Fl. (9) 15 sec.) 
leaving the “Caisson Wreck” Buoy (Lat. 26° 24.2'.N., Long. 50° 
52.7’ E.) (Qk. (6) + L. Fl. 10 sec.) at least 0.5 miles to starboard. 
From the position above a course should then be set towards 


and up to a maximum of 


(ii) 
(iii) 


No. 16 Buoy (Lat. 26° 12.9’ N., Long. 50° 46.3’ E.) (Fl. Y. 6.sec.). 


When the vessel has reached a position with No. 16 Buoy, 
1.5 miles ahead, course can be adjusted to due South, passing 
Westwards of “Vidal” Buoy (Lat. 26° 14.1’ N., Long 50° 47.2’ E.) 
be (2) R. 10 sec.) until “Sitra Beacon” (Fl. 3.3 sec.) bears due 
est. 
If instructed by B.P.C. or the Pilots to proceed in to meet the Pilot, 
course should be altered to pass South of No. 18 Buoy (Lat. 26° 
10.3’ N., Long. 50° 43.9’ E.) (Qk. R.) to the pilot station 0.5 miles 
due South of Sitra Beacon; thus keeping clear of the Deep Water 
Channel. 
All vessels, unless otherwise instructed should proceed to an 
anchorage South of No. 27 Buoy (V. Q. (6) + L. Fl. 10 sec.). 
Inward Over 9.2 m. (30 ft.): 

(i) Vessels wishing to utilise the Deep Water Channel should follow 
the reciprocal of the courses described for the “Recommended 
Deep Water Departure Channel”. 

(ii) Vessels with drafts of between 9.2 m. (30 ft.) and 12.2 m. (40 ft.) 
may be required by B.P.C. to depart from the marked channel at 
certain points to allow freedom of movement for vessels with 
drafts in excess of 12.2 m. (40 ft.). 

(b) Deep Water Departure Channel 

(i) The Pilot will normally leave vessel after having crossed the Sitra 
Middle Ground Bar; 2 cables South of “Sitra Beacon” (Fl. 3.3 
yay with the vessel proceeding to close North of No. 18 Buoy 
(Qk. R.). 
When No. 18 Buoy comes abeam, course should then be altered 
to 090°(T) which will bring Sitra Beacon dead astern, bearing 
270°(T) to pass South of No. 27 Buoy 
As No. 27 Buoy (South Cardinal Yellow above Black Pillar Buoy) 
(V. Q. (6) + L. Fl. 10 sec.) comes abeam to port, course should 
be altered to 022°(T). 
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(iv) 


(v 


— 


(ii) 


(iti) 


(iv) When Buoy Nos. 21, 23 and 25 are sighted in line bearing 344°(T) 
course should be altered to 344°(T). 
(v) On course 344°(T) Buoy No. 25 (Green Cone) (FI. G. 5 sec.) and 
Buoy No. 23 (Green Conical) (Qk. Fl. G.) will be passed close 
on the port side and Buoy No. 16 (Yellow Can) (FI. Y. 6 sec.) on 
the starboard side. 
As No. 21 Buoy (East Cardinal) (V. Q. (3) 5 sec.) comes abeam 
to port, course should be altered to 015°(T), which should bring 
Buoy No. 12 (Yellow Can) (FI. Y. 2 sec.) dead ahead and Buoy 
No. 21 dead astern. The bearings of these buoys should be 
watched closely to estimate and correct for cross set which is 
sometimes quite strong on this course and the next. On this 
course No. 14 Buoy (Yellow Can) (FI. Y. 10 sec.) will be left to 
starboard. 
On No. 19 Buoy (Green Conical) (Fl. G. 3 sec.) coming abeam, 
course should be altered to 002°(T) bringing Buoy No. 15 (Green 
Conical) (Occ. G. 5 sec.) dead ahead. Buoy No. 12 (Fl. Y. 2 sec.) 
will then be left close to starboard and No. 17 Buoy (Green 
Conical) (Qk. Fl. G.) will be left to port. 
In order to pass over a cable Eastwards of Buoy No. 15, course 
should be altered to 016°(T) as Buoy No. 10 (Yellow Can) (FI. 
(3) Y. 10 sec.) comes abeam to starboard and then altered to 
356°(T) as Buoy No. 15 comes abeam to port. This course would 
pass 3.5 cables West of Bahrain Approach Buoy. It may be 
advisable to reduce engine revolutions shortly after steadying on 
course 356°(T), in order to be able to increase revolutions, if 
aang to provide better steerage on the next course over the 
ar. 
When the Bahrain Approach Buoy bears 051°(T) course should 
then be altered to 051°(T). As this heading is approached, it 
should be found that Buoys No. 8 (Red Can) (Fl. R. 2 sec.) and 
No. 6 (Red Can) (Fl. (3) R. 6 sec.) are in line to starboard, as 
Bahrain Approach Buoy comes abeam at 2.5 cables, and then 
should commence to open. Buoys No. 13 (Green Conical) (Fl. G. 
5 sec.) and No. 11 (Green Conical) (Q. G.) are parallel to the 
course on the port side of the vessel, give clearance on the 
13.1 m. (43 ft.) patches and given the extent of the bar which 
should be traversed at Slow Speed. 
On No. 11 Buoy coming abeam to port, course should be altered 
to 054°(T) passing between No. 9 Buoy (Green Conical) (FI. G. 
10 sec.) and Buoy No. 4 (Red Can) (Q. R.), followed by Buoy 
No. 7 (Green Conical) (Fl. G. 5 sec.) to port. 
When Buoy No. 2 (Red Can) (FI. (2) R. 10 sec.) bears East, 
course should be altered to 071°(T) to pass close South of Buoy 
No. 5 (Green Conical) (Fl. G. 3 sec.). 
Buoy No. 5 should be close abeam to port, when the course is 
altered to 057°(T) and speed reduced in readiness to cross the 
spit which extends in a Southerly direction from No. 3 Beacon 
(Fl. 6 sec.) and which has a minimum depth of 13.25 m. (43 ft. 
6 in.) at Chart Datum. 
When Buoy No. 1 (Green Conical) (Q. G.) bears 040°(T), course 
should be altered to 040°(T) bringing the Bahrain Light Vessel 
(Gp. Fl. (3) 20 sec.) on the starboard bow. 1.5 miles after Buoy 
No. 1 has been left to port, the minimum depth of water is greater 
than 50 ft., and it is safe to go full ahead. 
Masters can expect to have to make adjustments from time to 
time, to the recommended courses, due to set. Effects of tide and 
current should be watched for at all times. 
Sitra Channel Marks: 


(vi) 


(vii) 


(viii) 


(ix) 


(x) 


(xi) 


(xii) 


(xiii) 


(xiv) 


Bahrain Light 26° 33’ 00" N. A light vessel painted Gp. Fl. (3) every 20 secs 
Vessel 51° 03’ 30” E. Red with the word Range 15 miles. Racon. 
‘Bahrain’ in white on 
both sides of the vessel 
No. 1 Buoy 26° 28’ 39” N. Starboard hand buoy, Quick Green 
50° 58’ 30" E. Green conical 
No. 2 Buoy 26° 25’ 58" N. Port hand buoy, Red can. Gp. Fl. (2) Red every 
50° 52’ 56” E. 10 secs. 
No. 3 Beacon 26° 28' 30" N. Black framework tower Fl. every 6 secs 
50° 57’ 21" E. 47 ft. high with Radar Geographical Range: 
Reflector 12 miles. 
No. 4 Buoy 26° 23’ 41” N. Port hand buoy, Red can. Quick Red. 
50° 49' 14" E. 
No. 5 Buoy 26° 27’ 06" N. Starboard hand buoy, Fl. Green 3 secs 
50° 56’ 11” E. Green conical. 
No. 6 Buoy 26° 22’ 26” N. Port hand buoy, Red can. Fi. (3) Red every 6 secs. 
50° 47° 21" E 
No. 7 Buoy 26° 24’ 56" N. Starboard hand buoy, Fi. Green 5 secs 
50° 50' 57” E. Green conical 
No. 8 Buoy 26° 22’ 12” N. Port hand buoy, Red can. Fl. Red every 2 secs 
50° 47’ 00" E 
No. 9 Buoy 26° 23' 47” N. Starboard hand buoy, Fl. Green 10 secs. 
50° 48’ 53" E. Green conical 
No. 10 Buoy 26° 17' 50" N. Port hand buoy, special FI. (3) Yellow every 
50° 46' 32” E. Yellow can. 10 secs 
No. 11 Buoy 26° 22’ 43" N. Starboard hand buoy, Quick Green 
50° 47° 30” E. Green conical 
No. 12 Buoy 26° 16’ 44” N. Port hand buoy, special FI. Yellow every 2 secs. 
50° 46’ 28" E. Yellow can 
No. 13 Buoy 26° 22’ 13” N. Starboard hand buoy, Fi. Green 5 secs 
50° 46’ 48" E. Green conical 
No. 14 Buoy 26° 14’ 42” N. Port hand buoy, special FI. Yellow every 10 secs 
50° 46’ 00" E. Yellow can 
No. 15 Buoy 26° 18' 16" N. Starboard hand buoy, Occulting Green every 
50° 46’ 22” E. Green conical 5 secs 
No. 16 Buoy 26° 12’ 52” N. Port hand buoy, special Fl. Yellow every 6 secs. 
50° 46’ 17” E. Yellow can. 
No. 17 Buoy 26° 16’ 59" N. Starboard hand buoy Quick Green 
50° 46’ 05" E. Green conical 
No. 18 Buoy 26° 10’ 15" N. Port hand buoy, Red can. Quick Red 
50° 43° 53" E 
No. 19 Buoy 26° 15° 54” N. Starboard hand buoy Fi. Green 3 secs 
50° 46’ 00" E. Green conical 
No. 21 Buoy 26° 13’ 52” N. East Cardinal Black Very Quick (3) 5 secs. 
50° 45’ 41" E. Yellow Black Pillar 
No. 23 Buoy 26° 12’ 37" N. Starboard hand buoy Quick Green 
50° 46’ 05" E. Green conical 
No. 25 Buoy 26° 11’ 47" N. Starboard hand buoy Fi. Green 5 secs. 
50° 46’ 21” E. Green conical 


No. 27 Buoy 26° 10’ 28 


South Cardinal Yellow 


Very Quick (6) + L 


50° 45’ 32 Black Pillar Fi. 10 secs. 
Caisson Wreck 26° 24' 14” South Cardinal Yellow Quick (6) + L Fl. 15 secs. 
Buoy 50° 52’ 40” Black Pillar 
Sitra Inward 26° 21' 03 West Cardinal Yellow Quick (9) 15 secs 
Buoy 50° 49° 41" Black Yellow Pillar 
Vidal Buoy 26° 14° 04 Port hand buoy, Red can. Fl. (2) Red every 
50° 47° 10 10 secs. 
Bahrain 26° 21° 38" West Cardinal Yellow Very Quick (9) 10 secs 
Approach 50° 46° 40" Black Yellow Pillar 
Buo' 
Sitra Banton 26° 10° 20 Black framework tower Fl. every 3.3 secs 


Sitra Beacon 26° 10’ 16 
Guard Buoy 50° 42’ 51” 
South Shoals 26° 09° 25" 


50 ft. high, with Radar 
Reflector & Racon 
Starboard hand buoy, 
Green conical 

Pile structure, 20 ft. high 


Range: 11 miles 
Fl. Green 3 secs. 


Gp. Fl. (2) Red 4 secs 


Beacon 50° 41° 47” 

North Range 26° 10’ 02" Pile structure, 20 ft. high. Fl. Red Green 2'/> secs 
Beacon 50° 39° 55” 

South Range 26° 09" 18" Pile structure, 20 ft. high. FI. Red every 4 secs 
Beacon 50° 41° 01" 


Sitra Middle 26° 10’ 01" 


South Cardinal Yellow 


Very quick (6) + L. FI. 10 
secs. 
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Ground Buoy 50° 40° 33” Black Pillar 

Seistan Wreck 26° 09° 22" North Cardinal Black Very Quick FI. 
Buoy 50° 43° 12” Yellow Pillar 

Alba Beacon 26° 09' 14” Pile structure, 20 ft. high. Scintilating Fl. Green 

50° 40° 23) 

GIIC 26° 11' 17 Green Conical Quick Fl. Green. 
North 50° 41° 22 

GIIC 26° 11' 07 Green Conical Fi. Green 3 secs. 
South 50° 41' 33 


ANCHORAGE: The normal anchorage for arriving vessels waiting 
orders or tide is 1 mile South of No. 27 Buoy. 

The whole of the navigable waters to the West of Sitra Beacon are 
restricted for anchorage unless specific permission has been granted 
by Bahrain Port Control. Pilotage is compulsory West of Sitra Beacon. 

The area South of a line joining Sitra Beacon and Sitra Middle Ground 
Buoy is the fairway to Mina Sulman, and the approaches to ALBA, GIIC, 
ASRY and BAPCO terminals and as such anchorage is prohibited. 

The area North of this line joining Sitra Beacon and Sitra Middle 
Ground Buoy and bounded on the North by ASRY Drydock and GIIC, 
is Sitra Inner Anchorage. 

Vessel may ONLY anchor in Sitra Inner Anchorage after specific 
permission has been granted by Bahrain Port Control, as this area is 
also the approaches to the ASRY Drydock and GIIC jetty. Permission 
will be granted for vessels working with ASRY, working barges, or taking 
bunkers by barge. 

Vessels should not immobilise their engines without having received 
on board written permission from the Port Authority. 

A CONTINUOUS WATCH ON VHF CHANNEL 74 MUST BE 
MAINTAINED. 

RESTRICTIONS: Berthing carried out night and day. 

Explosives: Merchant vessels carrying explosives are not permitted to 
enter the Sitra Inner Anchorage, unless permission has been granted 
and anchorage allocated. Masters of such vessels will be advised by 
Bahrain Port Control to anchor in the Explosives Anchorage in a position 
1.5 miles S.E. of Sitra Beacon. 

Merchant vessels carrying explosive material are not permitted to 
enter the limits of BAPCO's Oil Wharves including the ALBA facilities. 
Tidal Information: 

The Standard Port for the area is Mina Sulman. 


High Water Low Water 
No. Place Mean Mean Mean Mean 
Springs Neaps Springs Neaps 

Standard Port Standard Port 
4252 Mina Sulman 2.4m. 1.9m. 0.6m. 1.0m. 
(7.9 ft.) (6.2 ft.) (2.0 ft.) (3.3 ft.) 

—0030 hours —0030 hours 
4251 Sitra 2.2m. 1.7m. 0.4m. 0.8m. 
(7.2 ft.) (5.6 ft.) (1.3 ft.) (2.6 ft.) 

—0037 hours —0037 hours 
4250a_ = Bahrain Approach 2.1m. 1.7m. 0.4m. 0.8m. 


Buoy (6.9 ft.) (5.6 ft.) (1.3 ft.) (2.6 ft.) 

For vessels with drafts in excess of 12.2 m. (40 ft.) the following notes 
are recommended: 

1. During Neap Tides vessels with drafts up to 12.8 m. (42 ft.) can 
navigate the channel at all stages of the tide. 

2. Tidal Sailings: The rise of tide must be utilised to pass through the 
shoal areas between Bahrain Approach Buoy and No. 3 Beacon over 
the HW period at reduced speed. Departing vessels should be underway 
from No. 27 Buoy not later than 3.5 hours before the next predicted HW 
at Mina Sulman, or at a time not later than that which would allow vessels 
to make the passage between Bahrain Approach Buoy and No. 3 
Beacon at a reduced speed of 8 knots, having the full benefit of the tide, 
and passing Bahrain Approach Buoy 1.5 hours before the predicted HW 
at Mina Sulman. 

MAX. SIZE: See individual berths for limitations. 
HEALTH: Bahrain Port Health Regulations are based on International 


Sanitary Regulations adopted by World Health Organisation, May 1951. 


In accordance with International practice, quarantine signals must be 
prominently displayed by all vessels approaching Bahrain Port. 

Pratique is normally granted by the Bahrain Government Port Health 
Officer or the Agent's Representatives, or for healthy vessels scheduled 
for immediate berthings in the Sitra Marine Area by the BAPCO Pilot. 

No persons, excepting the Bahrain Coast Guard, Agents’ 
Representatives and Pilots are permitted to leave or board a vessel until 
Pratique has been granted. 

A radio message should be sent to the Government Port Health 
pide Bahrain, advising last Bill of Health and present health conditions 
aboard. 

Rat guards should be properly placed on all mooring ropes as soon 
after berthing as practicable. 


BAHRAIN 


Bahrain Port is not classed as a “Plague Port” but all crew members 
must have in their possession valid certificates of vaccinations and 
inoculations against cholera in accordance with current Health 
Regulations. 

The Bahrain Government Port Health Officer is available by 
arrangement through vessel's Agent. The Port Health Officer, in addition 
to official duties, will provide consultation and treatment for other than 
quarantine purposes. 

Derat and Derat Exemption Certificates are obtainable in Bahrain. 
Requests should be made through the vessel's Agent. 

RADIO: The company does not operate a coast radio station, long 
distance radio communication being routed through Bahrain Radio. 

All vessels are requested to keep the company, on cable address 
“Bapcoship Bahrain”, fully advised regarding ETA. Vessels fitted with 
telex may contact BAPCO by telex through A9M on Telex: 8218 Bn 
(answerback being BAPSHP) but messages to the vessel from BAPSHP 
will all be relayed through Bahrain Radio for onward transmission. 

It is requested that vessels provide an ETA, arrival and departure 
drafts, not later than 48 hours steaming time from Sitra. 

Long distance radio communication should all be routed through 
Bahrain Telecommunication Company's Coast Station “Bahrain Radio” 
(A9M) of P.O.Box 14, Manama, Bahrain, to which a regular watch should 
be maintained. 

All communications to the Company should be quoted in GMT, and 
the appropriate letters, GMT, inserted after the time. 


Telex to All Cargo Loaders: 
MASTER 
BAHRAINRADIO 

A) We hold cargo nomination barrels/M.Tons .......... 


Date: 


B) To assist us expedite the loading/turnaround of your vessel 
please provide the following information: 
1) ETA at 72/48/24 hours prior arrival and when 50 miles from 
Bahrain L/V confirm ETA. 
2) Names of last three ports of call. 
3) Arrival draft, fore and aft and berthing displacement. 
4) Maximum departure draft. 
5) Distance bow to manifold in metres. 
6) Is vessel ready to berth/load on at. ‘val? 
7) Is a TOVALOP Certificate available for the Berthing Pilot's 
inspection? 
8) Is vessel part loaded? Quantity. 
9) Hours required to discharge ballast. 
10) If required, hours to mop/clean ship's tanks after 
deballasting. 
Order of loading, and maximum loading rates. 
Slops on board: volume, contents. 
a) Do you wish to discharge same? 
b) Are slops segregated? 
c) If not segregated, do you agree to load on top? 


13) If intending to load into ship's dirty tanks. 

14) If comingling of cargo required. 

15) Will the vessel's tanks be under IGS pressure on arrival. 
16) Will you release the IGS pressure for visual inspection by 


independent Surveyor? 

If no, do you accept responsibility for the quality of the first- 

in product to approximate feet levels or until there is 

sufficient product in tank(s) to readily obtain a sample. 

Do you require to inert tanks whilst alongside a berth? 

For your information, this is only permitted when absolutely 

necessary and when approved by shore. All delays to 

subsequent vessel(s) awaiting same berth and/or loading 
facilities as a result of this operation will be for your vessel's 
owner's account. 

C) When passing Bahrain Light Vessel: VHF contact with “Bahrain 
Port Control” and “Bapco Terminal” should be maintained at all 
times on Channel 74. 

D) Advise Port Health by radio of present health conditions. 

BAPCOSHIP 


ADDIOVGG OV enon cers nce eaters 


17) 


Prepared by: 


Bahrain Radio (A9M) (SELCAL 4650) 
Frequencies in kHz 


Type Time 
(GMT) Calling Working Listening 
W/T, M/F Continuous 500 487, 442, 516 900, 480. 454, 
Continuous 4302 4284 4181.2- 4282.4 
0300 - 2000 8448 8454 8362.4 - 8364.8 
W/T, H/F 0400 - 2000 12709 12698 12543.6 - 12547.2 
0400 - 2000 17175.2 17169 16724.8 - 16729.6 
0700 - 0800 17169 17169 16724.8 - 16729.6 
1245 - 1315 17169 17169 16724.8 - 16729.6 
3 2182 and as 
R/T, M/F Continuous 2182 2607, 2656 requested 
Continuous 4125 4125 
4394.6 4100.2 
Continuous 6215.5 6215.5 
R/T,H/F 8718.9 8195 
By W/T 8734.6 8210.5 
arrangement 13125.6 12354.8 
17285.6 16512.7 
22612.9 22016.9 
: Ch. 26, 27, 82, Ch. 16, 26, 27, 
R/T, VHF Continuous Ch. 16 84 82, 84 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


UE EES EEEI EERE EERE 


Frequencies in kHz 


Type Time 
(GMT) Calling Working Listening 
Continuous 4350 4170.5 
Continuous 8716 8355 
Telex Continuous 13086.5 12506.5 
Continuous 17202 16665 
Continuous 22584 22215 


OI 2 Sac sett sl CAE Ra at ee 
Bahrain Radio is equipped with Marconi Spector “ARQ” and “FEC” 
equipment type U2221. The equipment conforms to CCIR 
Recommendation 476. There are 4 operating positions with 
answerbacks 8474A AQM BN, 8474B A9M BN, 8474C A9M BN, and 
8474D AQM BN. For direct contact ships should call in the Master (ARQ) 
mode as A9M monitors in the Slave mode. During a link call AQM will 
work as Master once contact has been established. Bahrain Radio 
accepts telex tapes from local clients to be passed on to ships fitted 
with radio telex on Telex: 8221 Bahrad Bn. The address should include 
the ship's name, call sign, and SELCAL number. 
Sitra Port Control 

Call sign “Bapco Terminal”. 

R/T, VHF Continuous Channels 16, 74. Channels 6, 8, 9, 12, 14 are the 
working channels. 

When within 50 miles of Bahrain, communication should be 
established on VHF with BAPCO Terminal. 

Vessels must maintain a continuous watch on VHF Channels 16 and 74. 

When passing “Bahrain Light Vessel” or “Sitra Inwards Buoy” they 
should also establish and maintain watch with Bahrain Port Control on 
Channel 74. 

A separate radio message should be sent to the Government Port 
Health Officer, Bahrain, advising last Bill of Health and present health 
conditions on board. 

The Radio and Radar equipment of any vessel must not be operated 
whilst alongside Company wharves. 

VHF: See ‘Radio’. 

BAHRAIN PORT CONTROL: A Vessel Traffic Management System has 
been established and is responsible for co-ordinating and regulating the 
flow of marine traffic in all waters within the port limits and the Deep 
Draft and N.E. Approach Channels. 

It is required that all vessels in excess of 50 g.r.t. inform Bahrain Port 
Control, on VHF Channel 74, prior to leaving a berth or anchorage, or 
immediately after berthing or anchoring, and when passing the following 
sea marks inwards and outwards: 

Deep Draft Channel 
Bahrain Light Vessel 
No. 3 Beacon 

Bahrain Approach Buoy 
No. 14 Buoy 

No. 27 Buoy 


N.E. Approach 


Sitra Inwards Buoy 
Vidal Buoy 
No. 27 Buoy 
Sitra Beacon Sitra Beacon 
Middle Ground Buoy Middle Ground Buoy 
TUGS: The assistance of Company tugs is normally available on a 
24 hour basis. 
When assisting in berthing and unberthing operations, the tugs are 
under the direct orders of the Sitra Pilot. : 
The Company normally has 2 tugs on station. Each tug is fitted with 


fire pumps and monitors and can provide limited assistance fighting fires. 


The Sitra Pilot will decide upon the number of tugs to be used in 
berthing and unberthing operations. Normally, 2 tugs are used in each 
instance. 

If the assistance of a tug is required for purposes other than berthing 
or unberthing, the request should be directed to the Superintendent — 
Marine Operations, Sitra, via the vessel's Agents. 

Towboats: Normally there are 3 tow-boats of 365 h.p. on station. 
Primarily intended for other harbour duties, these tow-boats are available 
for assisting in the berthing/unberthing of the smaller class of vessel. 
BERTHING: Berthing and unberthing operations are conducted on a 
24 hour basis at the discretion of the Sitra Pilot; wind, weather, tide and 
other circumstances permitting. 

Full power must be available on the main engines and the vessel must 
be sufficiently ballasted for the operation envisaged. The Sitra Pilot will 
decline to berth vessels if they are not properly equipped with 
satisfactory mooring lines, or if deck appliances are inoperable, or if 
steering gear, telegraphs and whistles are not in an efficient condition. 
The Master should notify the Pilot of any defects or peculiarities 
pertaining to his vessel. 

Minimum Manoeuvring Drafts for Tankers: Due to the exposed location 
of the wharves, vessels are required to be sufficiently ballasted with 
clean ballast water ballast before coming alongside. 

Acceptable ballast drafts are those calculated by the following IMO 
formulae: 

Draft amidships (2.0 + 0.02L) m. 

Trim not to exceed 0.015L. 

Where L = Length overall. 

Minimum tanker drafts normally acceptable are: 


LOA Forward Aft 
150 m. (490 ft.) 3.9 m. (12.8 ft.) 6.1 m. (20.0 ft.) 
175 m. (570 ft.) 4.2 m. (13.8 ft.) 6.8 m. (22.3 ft.) 
200 m. (650 ft.) 4.5 m. (14.8 ft.) 7.5 m. (24.6 ft.) 
225 m. (730 ft.) 4.9 m. (16.0 ft.) 8.1 m. (26.6 ft.) 
250 m. (820 ft.) 5.2 m. (17.0 ft.) 8.8 m. (28.9 ft.) 


Ballast draft should be sufficient to completely immerse the propeller. 
Pilots may decline to berth vessels if they are not sufficiently ballasted. 
Trim: Whilst alongside the berth the period of undesirable trim shall be 
minimised. 

Anchors: The “Offshore” anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berth. Anchor 
buoys are NOT to be used. 
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Handling Mooring Lines: BAPCO provides a shore gang for handlin 
mooring lines on the wharves. This service is directed by the BAPCO 
personnel on the wharf. 

Vessels berthing at BAPCO wharves must be equipped with at /east 
5 lines forward and 5 lines aft, in addition to backsprings fore and aft. 
These lines must be of sufficient length to enable moorings to be 
“doubled up” in bad weather. Method of mooring will be at the discretion 
of the duty Pilot. 

Constant tension winches to be set on manual brake. 


BAPCO TERMINAL: Two main wharves were constructed, lying 146° — 
326° to handle ocean-going vessels, with a special services coastal 
tanker wharf lying 023° — 203°. 

Whilst bunkers (fuel oil, marine diesel and gas oil) are available on 
all berths, the main wharves handle all normal petroleum products with 
specialities handled on particular berths for dependent clients: 

Berth Nos. 
BANOCO/CALTEX 

Asphalt 

Pressurised LPG 

Blended Fuel Oil 

Caustic/T.E.L. Imports 
BANAGAS 

Butane/Propane (Vapour Return/Main) 

(Main/Vapour Return) 
GPIC 


Ammonia/Methanol 
Methanol/Ammonia 


2,4,7 


No. 1 Island Wharf: No. 1 (island) Wharf consists of 1 main central 
platform supported on steel piles with 4 inter-connected mooring 
dolphins, 2 positioned to the North-West and 2 to the South-East; giving 
the wharf an overall length of 281 m. (923 ft.). This wharf, which is 
supplied by submarine pipe-lines, provides 2 berths protected by 4 
breasting dolphins each side. The latter precludes berthing freighters. 
Limitations: 


Max. Berthing 
Charted Sailing Berthing Displace- 
Berth LOA Depth Draft Draft ment 
5 Min: 165m. 14.00 m. 13.40 m. 12.19 m. 71,500 
(540 ft.) (46 ft. O in.) (44 ft. 0 in.) (40 ft. 0 in.) L. Tons 
6 Max: 274 m. See table below 10.67 m. 
‘(900 ft.) (35 ft. O in.) $ 


Notes: 1. Maximum distance manifold to ends of 145 m. (475 ft.), except 
for manifold to stern on No. 6 where 137 m. (450 ft.) applies. 
2. Approximates to 110,000 d.w.t. in ballast. 


LOA Manifold/Stern Maximum Draft 
(m.) (ft.) (m.) (ft.) (m.) (ft.) 
213 700 106 350 13.41 44.00 
228 750 114 375 12.95 42.50 
243 800 121 400 12.65 41.50 
259 850 129 425 12.50 41.00 
274 900 137 450 12.19 40.00 


In order to ensure the required underkeel clearance of 2.0 ft. is 
maintained, the maximum drafts of vessels berthed at Berth No. 6 will 
be dependent upon the distance manifold to the stern (nominally LOA) 
and tidal conditions throughout the berth occupancy. 

However, the above maximum draft tabulated against LOA may be 
increased by the /owest tidal level predicted in the British Admiralty Tide 
Tables for Mina Sulman during the period of 72 hours following the time 
that the vessel actually berthed at Berth No. 6. 

Example: 

(a) Vessel 800 ft. berthing on 16.3.88 may load to 12.65 m. + 0.2 m. 
= 12.85 m. (42 ft. 2 in.). 

0.2 m. being the minimum predicted level above Chart Datum within 
the 72 hour period after berthing, i.e. at 1242 hrs. on 19.3.88. 
Vessel 900 ft. berthing on 12.3.88 may load to 12.19m. + 0.7 m. 
= 12.89 m. (42 ft. 3.5 in.). 

0.7 m. being the minimum predicted level above Chart Datum within 
the 72 hour period after berthing, i.e. at 0917 hrs. on 15.3.88. 


(b) 


No. 2 Wharf: No. 2 Wharf is a pile driven ‘T’ head structure with 3 
interconnected dolphins, 2 positioned to the N.W. and 1 to the S.E., 
giving the wharf an overall length of 508 m. (1,666 ft.), and providing 
four berths. Both outside berths (Nos. 1 and 2) and the N.W. Inner Berth, 
No. 3 are protected by berthing beams. This wharf is connected by a 
road trestle 518 m. (1,680 ft.) to a causeway 3 miles from the main island 


of Sitra. 
Limitations: 
Maximum Berthing 
Charted Arrival Sailing Displace- 
Berth LOA Depth Draft Draft ment 
1 250 m. *' 12.80 m. 10.67 m. 12.19m. 58,930 M.T. * 
(820 ft.) (42 ft. 00 in.) (35 ft. O0in.) (40 ft. 00 in.) (58,000 L.T.) 
2) 250 m:? 12.95 m. 10.67 m. 12.34 m. 58,930 M.T. 
(820 ft.) (42 ft. O06 in.) (35 ft. 00 in.) (40 ft. 06 in.) (58,000 L.T.) 
3 170 m. 11.89 m. 10.00 m. 10.36 m. ** 35,561 M.T 
(560 ft.) (39 ft. 00in.) (33 ft. O0in.) (34 ft. 00 in.) (35,000 L.T.) 
4 160 m. 11.89 m. 08.10 m. 10.36 m 15,240 M.T. 
(525 ft.) (39 ft. O0in.) (26 ft. O06 in.) (34 ft. 00 in.) (15,000 L.T.) 
Notes: 


*1. May be exceeded dependent upon configuration of vessel and vessel 
utilising other berth. 

*2. 10.97 m. may be permitted under suitable tida! conditions. 

*3. Maximum windage 5,000 sq.m. 
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Coastal Tanker Wharf: This whart is a pile driven structure, fendered on 
its Eastern side only and connected by a catwalk to the Causeway 
At its outer end is a warping dolphin. 


Limitations: 

Vessel Charted Draft Never 
Berth LOA Depth To Exceed 

7 73.1 m. 5.48 m. 4.88 m. 
(240 ft.) (18 ft. 0 in.) (16 ft. O in.) 

or with special permission 

73.1 — 79.2 m. 4.88 m. 4.26 m. 

(240 — 260 ft.) (16 ft. O in.) (14 ft. O in.) 


BAHRAIN NATIONAL GAS CO.: 

General: Butane and propane are stored at Sitra storage tanks at 
0.5 p.s.i.g., and —5°C and —42°C, respectively. Maximum storage 
capacity is 188,000 bbis. (29,890 cu.m.) per product. 

Product is pumped to the loading arms via a 16 in. insulated loading 
line by 2 pumps, each with a capacity of 5,000 b.p.h. There is a 10 in. 
vapour return line. The vapour return line can be routed to a tank or to 
flare as required. Note that if during the loading, pressure on the vapour 
return line exceeds 1.25 p.s.i.g. at the flare, then a control valve may 
shut against the vessel. This may happen without prior warning. 

The loading line and the vapour return line are in the configuration as 
per plan (see “Plan” — Sitra Wharf No. 2). Loading and vapour return 
operations are accomplished via Chicksan type arms, the arms having 


12in., 150 A.S.A. rating, and 8 in., 150 A.S.A. rating flanges respectively. 


As propane and butane cargoes are loaded through a single shore 
system it may be necessary for the shore tank to be switched in order 
that the loading system content is displaced to the vessel with the other 
product. Masters are requested to maintain an accurate assessment of 
the cargo loaded at all times and inform the wharf staff as required. 

Vessels MUST advise Terminal personnel of any need to shut down 
loading, even on an emergency basis, so that the Terminal emergency 
shut down system can be activated BEFORE on-board valves are shut 
to the loading hoses/arms. 

Atmospheric venting is not permitted alongside the wharves. Vessels 
which are “hot” will be required to load a quantity of coolant, unberth 
and purge and cool down in the holding anchorage. 

Arrival Communications: Vessels intending to load LPG at Sitra will be 
contacted approximately 72 hours prior to arrival, and will be required 
to furnish the following information to BAPSHP BN: 

1. Names of last 3 ports of call and ETA at 72, 48 and 24 hour intervals 
to No. 27 Buoy. 

2. Arrival draft, departure draft, and berthing displacement. 

3. State of readiness to berth/load and composition of vapours in 
ships tanks. If “hot’’, quantity required for cooling down procedure. 

4. Order of loading, disposition of cargo to load and maximum loading 
rate. 

5. Disposition of cargo already on board, and if intend co-mingling. 

6. Ships particulars: 

(a) Length overall. 

(b) Distance bow to liquid connection. 

(c) Distance bow to vapour return connection. 

(d) Maximum freeboard of manifold during cargo operations. 

(e) Minimum freeboard of manifold. 

7. Bunker requirements. 

8. Radio “Porthealth Bn” with present health conditions. 

This information should be updated every 24 hours or sooner should 
any major alterations to the original be made. 

Arrival Procedure: VHF communications should be established with: 

(a) BAPCO Terminal to obtain the latest berthing schedule. 

(b) Bahrain Port Control to whom vessels should pass their intended 
passage route and timings from Bahrain Light Vessel to No. 27 
Buoy, and obtain clearance. 

Should the berth be unavailable, vessels will be directed to the Sitra 
Holding Anchorage, which is 1 mile South of No. 27 Buoy. Vessels 
carrying out cooling down procedures will also use this designated 
anchorage. 

LPG vessels will not under normal conditions use the Sitra Inner 
Anchorage but if special circumstances warrant then permission must 
be first obtained from Bahrain Port Control. 

Berthing and unberthing operations are at all times governed by 
prevailing weather conditions and the larger freeboard of LPG vessels 
will be taken into account when considering berthing prospects. 

Mooring arrangements will be generally similar to those outlined for 
BAPCO Berths, but particular attention should be given to extra 
moorings when warning of imminent weather change is received. 


oe PETROCHEMICAL INDUSTRIES CO.: BAPCO Berths No. 1 
and 2. 
General: Ammonia and methanol are manufactured and stored at the 
GPIC plant situated 2 miles from the berths on the Southern side of the 
causeway. Ammonia is stored in 2 tanks at atmospheric pressure and 
at a temperature of —33°C with a total capacity of 40,000 tonnes. 
Methanol is stored in 2 nitrogen blanketed tanks at atmospheric pressure 
and ambient temperature with a total capacity of 40,000 tonnes also. 

The product pipe-lines, together with the ammonia vapour return, and 
the control and instrumentation pipes, are routed along a maintenance 
Causeway on the North side of the main causeway to close Westwards 
of the Coastal Tanker Berth after which they are carried on top of piles 
close South of the wharf road trestle to the North corner of No. 4 Berth. 

The 16 in. ammonia loading line and the 10 in. vapour return line 
terminate at a combined 10 in. and 6 in. Chicksan type arm. Methanol 
'S Similarly routed through a 16 in. loading line to a separate 10 in. 
Chicksan type arm. 

Both products can be loaded each utilising 2 pumps at a maximum 
Capacity of 1,200 tonnes per hour. 
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Methanol is a typical hydrocarbon product and is handled similarly to 
other products on the wharf. 

Ammonia is a toxic product and should be handled with additional 
caution. The GPIC office on the wharf contains breathing apparatus sets 
and other equipment for emergencies. 

Arrival Communication: Vessels intending to load ammonia or methanol 
will be required to provide the following information to GPIC (Telex: 9897, 
Answerback Kemia Bn) via Bahrain Radio: 

1. Names of last 3 ports of call. 

2. ETA at 72, 48 and 24 hour intervals to No. 27 Buoy. 

3. Arrival draft, departure draft and berthing displacement. 

4. State of readiness to berth/load and composition of vapours and 
temperatures of ship's tanks. Noting for ammonia loadings that the 
vapour return line can only be utilised if the tanks are filled with gaseous 
ammonia. 

5. Order of loading, disposition of cargo to load and maximum loading 
rate requested. 

6. Disposition of any cargo already on board. 

7. Ship particulars: 

(a) Length overall. 

(b) Distance bow to liquid connection. 

(c) For ammonia loadings: Distance bow to vapour return. 

(d) Maximum freeboard of manifold during cargo operations. 

(e) Minimum freeboard of manifold. 

8. Loading arms terminate with flanges of: 

(a) Ammonia liquid — 10 in. x 300 ASA. 

(b) Vapour return — 4 in. x 150 ASA. 

(c) Methanol — 10 in. x 150 ASA. 

(d) Methanol rise — 10 in. 

Vessel requested to inform if suitable sized and constructed adaptors 
not on board, giving manifold size flange required. 

9. Any deficiencies in vessels equipment, safety appliances. 

10. Bunker requirements. 

Vessels are required to radio “Porthealth Bn" with present health 
conditions. 

Arrival Procedure: VHF communications should be established with: 

(a) Bahrain Port Control to whom vessels should pass their intended 

passage route and timings from Bahrain Light Vessel to No. 27 
Buoy, and obtain passage clearance. 

(b) BAPCO Terminal to obtain the latest berthing schedule. 

Both on VHF Channel 74. 

Should the berth be unavailable, vessels will be directed to Sitra 
Holding anchorage, which is 1 mile South of No. 27 Buoy. 

All the normal BAPCO Terminal procedures and regulations will apply 
in conjunction with additional safeguards. 

In addition to the mooring lines required (5 head lines and 5 stern 
lines), 2 fore and 2 aft backsprings must be rigged. These backsprings 
must be of the same type of construction (nylon, polyprop, or wires with 
same length tails). 

Access to the T” head will be restricted. 

Loading Masters: GPIC provide Loading Masters, independent of 
BAPCO, who will make all necessary arrangements, inspections and 
checks for the loadings. 

The BAPCO Wharf Superintendent and his delegates have the 
responsibility for the overall safety and security of the wharf and access 
to the wharf will be restricted during ammonia loading operations. 
Loading Information: As the loading pumps for ammonia have to be 
cooled down prior to operations the ship's maximum acceptable loading 
rate, up to 1,200 tonnes/p.h. cannot be changed after receipt of arrival 
telex. 

The max. loading rate utilising 2 shore pumps is 1,200 tonnes/p.h. 

Before commencement of any cargo operations the GPIC Loading 
Master and the vessels Loading Officer must mutually agree on the 
procedures for Normal and Emergency Stoppage. 

Vessels must advise the GPIC Loading Master of any need to shut 
down loading, even on an emergency basis, so that the Terminal shut 
down systems can be activated before on-board valves are shut against 
the loading arms. 

In the event of an emergency disconnection the loading arms will 
automatically rise about 2 m. above its current operating position with 
an arm full of product, leaving 1 quick closing valve connected to the 
vessel. 

Prior to commencing operations the GPIC Loading Master and the 
ship’s Loading Officer will mutually agree on the correct sampling 
procedure for the vessel. 

Gas masks, breathing apparatus and first aid equipment must be 
checked for full serviceability and be ready to hand prior to commencing 
any operations. 

Prior to and on completion of loading, the loading arms will be purged 
with nitrogen to displace the product on to the vessel. 

During ammonia loadings the vapour return line should be used to 
assist in the displacement of the shore tanks. However, this will only be 
carried out if the ship's tanks are filled with gaseous ammonia. It is not 
permitted for the ship to vent inert gas or other vapours into the vapour 
return line. 


ALUMINIUM BAHRAIN: 

General: Berthing and unberthing operations are conducted on a 
24-hour basis at the discretion of the Sitra Pilot; wind, weather, tide and 
other circumstances permitting. 

Owing to the confined area of operations and the strong cross currents 
experienced on the Inner Berth some arriving vessels may have to 
anchor South of No. 27 Buoy for slack water. 

Full power must be available on the main engines and the vessel must 
be sufficiently ballasted for the operation envisaged. The Sitra Pilot will 
decline to berth vessels if they are not properly equipped with 
satisfactory mooring lines, or if deck appliances are not operable, or if 
steering gear, telegraph and whistles are not in an efficient condition. 
The Master should notify the Pilot of any defects or peculiarities 
pertaining to his vessel. 
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Due to exposed location, vessels alongside the Inner Berth may 
experience considerable surging in rough weather and careful watch 
should be kept on mooring ropes. Slack lines present a hazard to the 
safety of vessels moored alongside. It is recommended that at least half 
hourly routine checks on moorings are carried out. The use of shore 
storm moorings are mandatory for vessels moored at ALBA Inner Berth. 
Vessels requesting additional lines to be run out, etc., will be given every 
assistance by shore staff. 

Anchors: The “offshore” anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berth. Anchor 
buoys are not to be used. 

Gangways: Vessels shall provide an efficient gangway, which shall be 
adequately lighted during the hours of darkness and be of sufficient 
length to provide safe access when the vessel is discharged. 

Mooring Charges: BAPCO will make a charge for the use of tugs/tow- 
boats and services rendered during berthing and unberthing operations, 
and for tugs utilised holding/repositioning vessel if required during 
periods of inclement weather. 

Smoking: Smoking is strictly prohibited on the ALBA jetty except at 
approved “Smoking Points’. The Port Captain, Sitra has approved 
vessels berthed alongside the ALBA jetty as “safe places’ for smoking 
except during bunker operations. This approval may be withdrawn by 
ALBA's Marine Superintendent or his delegate if any condition arises 
which in his opinion is likely to prove hazardous. 

The Master shall be responsible for ensuring that the crew of the 

vessel are informed of the safe places so approved and that they comply 
with the regulations. 
Swimming: Swimming is not permitted in the vicinity of the ALBA jetty. 
Vessels’ Engines: The main engines and all gear must be in an operable 
condition and in a state of immediate readiness whilst alongside the 
jetty. 


Fire Wires: Vessels berthed at the ALBA Jetty must have the eye of a 
wire hanging over the offshore bow and quarter to enable tugs to connect 
up readily in an emergency. The wire shall be suitable for the intended 
purpose and shall have sufficient scope on deck for free running. These 
wires must be tended to keep the eyes at sea level. 


Shore Leave: Shore leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at ALBA’s berths must use transport 
provided by the Agent between the ALBA Storage Island and ALBA 
Security Gate where they must show their shore leave pass, BAPCO 
2564. It is not permitted to walk along the causeway between the Storage 
Island and ALBA Security Gate. All persons going ashore must hand in 
either their valid passport or Seaman's Continuous Discharge Certificate 
to the Immigration Officer and be cleared by the Customs Officer, both 
of whom are located in BAPCO's Sitra Shipping Office. 


Communications: Vessels should provide their Agent through Bahrain 
Radio with: 

1. ETA at least 72 hours in advance. 

2. Names of last 3 ports of call. 

3. Arrival drafts fore and aft. 

4. State of readiness to berth/load/discharge. 

5. Bunker requirements. : 

This information should be updated should any major alterations to 
the original be made. 

They should also radio “Porthealth Bn” with present health conditions. 


When within VHF range communications should be established with: 


(a) Bahrain Port Control 
and 

(b) BAPCO Terminal to obtain the latest berthing schedule from Sitra 

Pilots. 

During cargo operations while a vessel is alongside ALBA jetty, VHF 
Channel 8 or private channel P1 are used for contact with the wharf 
staff. Masters are requested to maintain a watch on this channel. There 
are no facilities for providing vessels alongside with telephones. 


ALBA Whart: Description: The ALBA wharf is a pile driven, “L” shaped 
structure, 171 m. (562 ft.) long with a reinforced concrete decking. A 
mooring dolphin is situated 47.5 m. (165 ft.) to the N.W. and a warping/ 
mooring dolphin 60 m. (197 ft.) to the S.E. These dolphins give the wharf 
an overall length of 281 m. (924 ft.). 

Depths at this wharf are as follows: 

Outer Berth: 10.10 m. (33 ft.) at Chart Datum. 

This allows vessels with a draft of 9.45 m. (31 ft.) to berth at all states 
of the tide. Vessels with drafts in excess of 9.45 m. (31 ft.) will only be 
berthed when there is a minimum of 0.7 m. (2 ft.) underkeel clearance 
at the next low water. 

Inner Berth: Forward: 9.15 m. (32 ft.) at Chart Datum. Aft: 10.35 m. 
(34 ft.) at Chart Datum. 

Limitations: Outer Berth: Vessels over 97.5 m. (320 ft.) must have a 
minimum parallel body of 76.2 m. (250 ft.), when displacement is under 
45,000 tonnes and a minimum parallel body of 116 m. (380 ft.) when 
displacement is over 45,000 tonnes, up to a maximum of 57,500 tonnes. 

Vessels with a displacement in excess of 45,000 tonnes must make 
the initial landing on fender panels 1, 2, 5 or 6. 

Smaller vessels with a LOA of between 40 m. (140 ft.) and 97.5 m. 
(320 Sep be berthed on one group of fenders either 1, 2 and 3 or 
4, 5 and 6. 

Inner Berth: The Inner Berth is designed to accept vessels of up to 
12,000 d.w.t., with a max. LOA of 165 m. (540 ft.) and with a max. beam 
of 21 m. (68 ft.). 

Facilities: Bulk carriers will be unloaded on the Outer Berth by 2x10 
ton mt grab equipped cranes, with max. outreach of 28.6 m. 
(94 ft.). 

Metal exports will be loaded at the Inner Berth using ship's gear or, 
possibly, on the Outer Berth where the jetty cranes will be used. 
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GULF INDUSTRIAL INVESTMENT COMPANY: 
Gulf Industrial Investment Company (G.1.1.C.), P.O. Box 50177, Hidd, 
Bahrain. Tel: 673311. Telex: 9993 GIIC Bn. 


Berthing/General: Under normal circumstances, berthing and 
unberthing operations are conducted on a 24 hour basis at the discretion 
of the Sitra Pilot; wind, weather, tide and other circumstances permitting. 

Owing to the confined area of operations for ore carriers arriving at 
the maximum permitted drafts for the berth, and the strong cross currents 
experienced on the berth, arriving vessels may have to anchor South 
of No. 27 Buoy for slack water. 

Full power must be available on the main engines and the vessel must 
be sufficiently ballasted for the operation envisaged. The Sitra Pilots will 
decline to berth vessels if they are not properly equipped with 
satisfactory mooring lines, or if deck appliances are inoperable, or if 
steering gear, telegraphs and whistles are not in an efficient condition. 
The Master should notify the Pilot of any defects or peculiarities 
pertaining to his vessel. 


Approaches: The area surrounding the wharf and its approaches have 
been dredged for deep drafted vessels. 

To assist in the pilotage, leading beacons and marker buoys have 
been installed. The beacons, rear (Gp. Fl. (2) 2 sec.) 12 m. and front 
(Qk. Fl.) 9 m. are situated parallel and 320 m. to the West of the wharf 
centreline, and provide clearance for maximum drafted vessel turning 
from the Main Fairway into the dredged area. The buoys, GIIC South 
(Fl. G. 3 sec.) and GIIC North (Fl. 3 sec.) mark the Eastern edge of the 
dredged area for unloading berth approaches. 


Anchors: The “offshore” anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berth. Anchor 
buoys are not to be used. 


Gangways: Vessels shall provide an efficient gangway, which shall be 
adequately lighted during the hours of darkness and be of sufficient 
length to provide safe access when the vessel is light. 

Gangways shall not obstruct the ship unloader or ship loader railways, 
or obstruct the movement of these appliances. 


Main Deck Access: The area between the ship's hatches and the 
dockside rail shall be prohibited for personnel access during the ship 
loading/unloading operations. All personnel shall be informed 
ee and suitable barriers installed and “No Entry” notices clearly 
posted. 

Under no circumstances shall ship's crew ascend the shore loader! 
unloader or pass under the conveyor belts. 


Illumination: Proper illumination shall be provided on the vessel's 
working decks, hatches, holds, and other working areas during the hours 
of darkness. 


Swimming and Fishing: Swimming and Fishing or any other recreational 
activities from or on the jetty are strictly prohibited. 


Fire Wires: Vessels berthed at the GIIC jetty must have the eye of the 
wire hanging over the offshore bow and quarter to enable tugs to connect 
up readily in an emergency. The wire shall be suitable for the intended 
purpose and shall have sufficient scope on deck for free running. These 
wires must be tended to keep the eyes at sea level. 


Shore Leave: Shore Leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at GIIC’s berths must hand in either 
their valid passport or Seaman's Continuous Discharge Certificate to 
the Immigration Officer and be cleared by the Customs Officer who are 
located at GIIC main entrance. 

All persons landing from and rejoining vessels lying at GIIC jetty must 
eon transport provided by the Agent between the Jetty and the Security 

ate. 

Access to the plant area shall be strictly prohibited. 


Fire Points: The jetty is provided with fire fighting water and six hydrant 
points located along the berth. 


Mooring Charges: BAPCO will make a charge for the use of Pilot, tugs’ 
towboats and services rendered during berthing and unberthing 
operations. 


Communications: Vessels should provide their Agent through Bahrain 
Radio with: 
1. ETA at least 72 hours in advance. 
2. Last 3 ports of call. 
3. Arrival drafts fore and aft and berthing displacement. 
4. State of readiness to berth/load/unload. 
This information should be updated should any major alterations to 
the original be made. 
They should also radio “Porthealth Bn’ with present health conditions. 
When within VHF range communication should be established with: 
(a) Bahrain Port Control, to whom vessels should pass their intended 
passage route and timings from Bahrain Light Vessel to No. 27 
Buoy and obtain passage clearance. 
(b) BAPCO Terminal to obtain the latest berthing schedule from Sitra 
Pilots. 
Whilst alongside vessels will be provided with a telephone to 
communicate with the plant operators. In an emergency, vessels may 
utilise VHF Channel 68 to communicate with GIIC Terminal. 


GIIC Wharf: Description: Situated to the North of Sitra Anchorage, and 
on the South side of the pelletising plant, is a 300 m. finger jetty 
constructed on concrete piles with a 35 m. wide concrete deck connected 
to the island by a 145 m. trestle. There are 2 mooring dolphins, one 
situated 75 m. to the South of the jetty, on the jetty centreline, and the 
other 79 m. to the North of the discharge berth. The jetty consisting of 
2 berths, the discharge berth for iron ore on the Eastern side, and 4 
loading berth for pellets on the Western side. 2 shore grab cranes, each 
with capacity 1,500 t.p.h. are available. 
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Parameters: 
Unloading Loading 
Length 300 m. 300 m. 
Depth of water alongside at CD 13.4 m. 13.4 m. 
Max. deadweight in tonnes 100,000 60,000 
Max. displacement in tonnes 130,000 85,000 
Max. freeboard to top of hatch 18.4 m. 16.5 m. 
Max. outreach of appliances 29.5 m. 19.6 m. 
Max. length of ship 290 m. 240 m. 
Max. permissible draft of vessel for 
manoeuvring at all states of the tide 12.8 m. 12.8 m. 


BALLAST: The discharge of dirty ballast within the territorial waters of 
Bahrain is strictly prohibited. As a further measure to avoid pollution by 
oil of the Marine environment, Masters of tankers are requested not to 
pump any oil overboard within the Gulf area. 

Vessels should arrive with all ballast clean. 

In special circumstances limited quantities up to 200 tons slops may 
be accepted at a certain charge per barrel. The use of these facilities 
is entirely at vessel's risk. 

In the event of a vessel spilling oil in Sitra Harbour the Company will, 
at its discretion, clean up the oil and recover costs by charging the 
vessel. 


MEDICAL: Advance notice to Agents preferable. Good hospital and 
medical facilities. 

Emergency hospital cases will be treated as such, and will be handled 
by the vessel’s Agent or by Company facilities, whichever is first 
available. Under normal conditions, the vessel's Agent should handle 
all personnel from vessels other than “Company” vessels. 


RESIDUES: Limited slop tank facilities for oily residues at all berths. 


LOADING/DISCHARGING: Readiness: The following will apply in 
regard to Notice of Readiness. 

Notice of Readiness to load is a warranty on the part of the Master 
that the vessel is in all respects ready to load and that the tanks, pipes, 
pumps and accessories of the vessel are fit to receive the cargo to be 
loaded. 

The Master or his representative is required to hand to the Company, 
a written Notice of Readiness to load. Receipt of such Notice of 
Readiness by the Company does not necessarily imply acceptance. 

The Company will make every effort to accept Notice of Readiness 
when tendered on arrival, provided vessel is in all respects ready to 
load. The Company will endeavour to load vessels upon arrival and/or 
as promptly as a berth is available. 

Arrival, where used above, means when the vessel passes Sitra 

Beacon when proceeding straight to the berth or passing North Range 
Beacon on departure from Mina Sulman, or the time of anchoring in the 
area South of No. 27 Buoy providing that the presence of the vessel is 
made known to BAPCO Terminal on VHF or BAPCOSHIP (Tel: 755662) 
via Bahrain Radio, at the time of anchoring. 
Responsibility: Loading will not start until the vessel’s Loading Officer 
reports the vessel is ready to receive cargo and the Company's Loading 
Master is satisfied with the preparations for loading. Any inspection made 
by the Company's Loading Master in this regard is performed without 
the Company assuming any liability. 

All operations on board the vessel in connection with loading and 
discharging are the responsibility of the vessel. 

A Company Loading Master will be available throughout the loading 
to offer advice to the Master on loading procedures and loading hazards. 

Warning is given of the danger of closing a valve against an incoming 

oil stream. This procedure will create excessive pressures which may 
result in damage to the loading hoses, vessel's pipe-lines or Terminal 
facilities. Vessels will be held liable for damages resulting from failure 
to observe this precaution. 
Hose Handling: Without assuming any liability on behalf of BAPCO, 
BAPCO employees will assist in connecting and disconnecting hoses 
to vessels. A ship's officer must be present, and the ship's deck officer 
on duty must approve the hose connection on board. 

All unused cargo, bunker and ballast lines must be effectively and 
positively isolated during loading. 

Bee has air operated hose handling rigs on Berth Nos. 1, 2, 3, 5 
and 6. 

BANAGAS has separate liquid and vapour return chicksan arms for 
RLPG on Berth Nos. 1 and 2. 

GPIC has combined Chicksan arms for ammonia liquid and vapour 
return, and separate Chicksan arms for methanol, on Berth Nos. 1 and 2. 

The vessel's hose rigging derricks should be in a constant state of 
readiness to give additional assistance as necessary. BAPCO 
employees will not operate ship's derricks or winches. 

For convenience, vessels should have fittings conforming to the 

templates or provide adaptors. This is not mandatory, but expedites hose 
rigging and guarantees a good connection. 
Cargo Inspection Service: The service of the Bahrain Government, 
Ministry of Development and Industry, Oil Inspection and Gauging 
Inspectors are available for the inspection and certification of the 
condition of a vessel's tanks, pipes, pumps and appurtenances. the 
Agent will, upon request, arrange for the services. 

This Cargo Inspection Unit also carries out quantity and quality checks 
as required. 

BAPCO will not issue any certificate purporting to state that vessel's 
tanks, pipes, pumps and appurtenances are clean or acceptable for 
receiving cargo. In the event a BAPCO Representative either alone or 
accompanied by the Bahrain Government Petroleum Inspector, inspects 
the vessel, BAPCO will make no representation nor assume any 
responsibility in connection with the condition of vessel's tanks, pipes, 
pumps and appurtenances, nor will BAPCO assume any liability for 
Contamination of cargo aboard ship caused by same. 
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Loading Rates: This table prescribes the approximate maximum loading 
rates of products available at the wharves: 


Up to Sea Hoses 
Product bbis.p.h. Lines No. x Size (in.) 
Motor gasoline 12,000 3 2x8 
Naphtha 12,000 2 2x8 
Jet fuel (JP4) 10,000 2 2x8 
Kerosene 8,000 2 2x8 
White diesel 12,000 3 2x8,1*«12 
Black diesel 2,000 1 1x8 
Fuel 30,000 3 2x12, 1x8 
Press. LPG 400 1 1x3 
RLPG 10,000 12 in. Chicksan 
Ammonia 1,200 t.p.h. 10 in. Chicksan 
Methanol 1,200 t.p.h. 10 in. Chicksan 


Loading rates of kerosenes and jet fuels are restricted due to static 
electricity hazards. These rates, dependent upon individual tank pipe- 
line diameter and ship's current loading pattern, will be made available 
by the BAPCO Loading Master. 

A maximum pressure of 150 p.s.i. is allowed on the loading hoses. 

Discharging Rates: The discharge rates will be governed by the 

vessel's pumps, which must be limited to 150 p.s.i. at the manifold. 
DENSITY: Average 1030. 
FRESH WATER: Limited quantities of well-water available at BAPCO's 
Wharves. It is saline and is mainly used for washing purposes. The use 
of this water in boilers and evaporators unless pretreated, will cause 
scale formation. 

There is a nominal delivery charge. 

Only in cases of extreme emergency will vessels be berthed at 
BAPCO Oil Wharves for water alone, and this at an additional docking 
charge. 

There is no water available on the ALBA or GIIC Wharves except by 
barge. 

Water is made available from lighters in the Sitra Anchorage. 
Requirements should be requested well in advance through the vessels’ 
Agents. 

FUEL: Facilities: Bunkers can be supplied at all oil berths and can be 
loaded simultaneously with bulk cargo. 

Bunker quantities are measured by “Brodie” positive displacement 
meters. 

Chief Engineers are requested to avail themselves of the opportunity 
of checking the opening and closing counter readings on the meters 
supplying bunkers to the vessel. 


Product Bunkering Rates are approximately 
Bbis./hr. Tons/hr. 

Fuel oil 2,500 360 

Marine diesel 1,500 200 


Bunker Barge Service: BAPCO operates a bunker barge service 
principally to supply diesel and gas oil to vessels at Mina Sulman. This 
service is also available to vessels in the Sitra Marine Areas, but delays 
may occur due to adverse weather conditions. This service only operates 
to the West of Sitra Beacon except under special circumstances when 
vessels may be bunkered in the Explosives Anchorage. 

This service is maintained by the barges “BAPCO 1”, “BAPCO 2” 
and “BAPCO 3’, and applications for use should be via the vessel's 
Agent and it is desirable to give as much notice as possible. The 
minimum notice for diesel and gas oil deliveries is 48 hours, weekends 
excluded. 

“BAPCO 1”: This self-propelled barge has the following capabilities 
of loading/discharging: 


Maximum Capacity Gas Oil 
Diesel/gas oil bbis. 7,700 
tonnes 1,000 
Discharge bbis.p.h 100 — 1,500 
Rates t.p.h 30 — 200 


“BAPCO 2” and “BAPCO 3”: These dumb barges have the following 
capabilities each: 


Diesel 
Gas Oil 
Capacity bbis.p.h. 1,300 
tonnes 170 
Discharge bblis.p.h. 50 — 760 
Rates t.p.h 5 — 100 


Lubricating Oils and Greases: A full range of Caltex lubricants and 
greases are available at Bahrain. 

In order that lubricating oils may be promptly delivered, Masters of 
vessels or their Agent's are requested to telex their requirements at least 
48 hours prior to their arrival to “Caltex Bn”, Telex: 7039. 

Empty lubricant containers are not accepted at Bahrain. 
GANGWAY/DECK WATCHMEN: An officer must be on deck during all 
loading or discharging operations. A deck watch must be maintained for 
moorings and hose connections. 

TOBACCO ALLOWANCE: No restriction. 

WINE AND/OR SPIRIT ALLOWANCE: Ship's requirements. Bond 
sealed but can be re-opened upon application. Liquor trafficking between 
vessels alongside wharves or between vessels and shore strictly 
prohibited. 

CONSULS: Embassies are established in Manama, Bahrain. 
SURVEYORS: The American Bureau of Shipping, Norske Veritas, 
Hellenic Register and Lloyd's Register of Shipping have surveyors 
stationed in Manama, Bahrain. 

REPAIRS: Local marine repair companies can undertake limited repairs 
of general nature. 

Also see “Mina Sulman’”. 

REPATRIATION: Facilities for crew change (except Eastern Block) and 
repatriation by sea or air. 

AIRPORT: An international airport served by regular airlines located on 
Muharraq Island, about 15 miles from Sitra. 

TIME: GMT plus 3 hours. No changes during year. 
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HOLIDAYS: Holidays do not affect operation of Port, which operates 
24 hours a day, 7 days a week. Friday is the official day of rest. 
TELEPHONES: No facilities for placing telephones on ships. 
NAVIGATION: The Superintendent — Marine Operations will be 
available for advice concerning navigation of channel. 

Navigation Warnings: Attention is drawn to the service provided by the 
Middle East Navigational Aids Service (MENAS) in promulgating 
navigation warnings covering the whole of the Gulf area. 

Mariners are requested to report any _ hazard/obstructions 
encountered, observed failure of or alterations to navigational aids, etc., 
to: 

Middle East Navigational Aids Service, 
Post Box 66, Bahrain, 
or if the information is urgent, radio/cable to 
Megulite, Bahrain or to Telex: 8246 Menas Bn. 
Printed Navigation Notices: 

(a) The notices promulgate all navigational 
permanent or semi-permanent nature. 

(b) Each notice, which is serially numbered, remains in force until 
specifically cancelled by a later notice, when the information in 
the notice is: 

(i) Known to have been promulgated in British Admiralty 
Notice to Mariners. 
(ii) No longer valid. 
(iii) Considered sufficiently promulgated. 

(c) These printed notices are distributed to various Agents, Port and 

Harbour Authorities, where they can be viewed. 
Radio Navigation Warnings: 

(a) The warnings relate to navigational information which may 
immediately effect the safe navigation of ships at sea. 

(b) These warnings are serially numbered, with the prefix “NAV” and 
authenticated by the signature “Megulite’’. 

(c) The warnings are broadcast by Bahrain Radio (A9M) on 487 kHz 
on receipt and at 0518, 0918, 1318 and 1718 GMT. For further 
details consult the latest edition of ‘Admiralty List of Radio 
Signals” Volume V. 

(d) Each radio warning is rebroadcast for a period of from 24 hours 
to one month, depending upon the nature of the information it 
contains. At the end of which period it is either self-cancelling or 
superseded by a new warning. 

WEATHER: Winds: The direction and strength of winds in this area vary 
and change at very short notice without any prior indication. However, 
the prevailing wind is from the N.W. 

For a more complete description of winds in the Gulf, refer to the 

“Sailing Directions’. 
Weather and Temperature: The local weather during the period May 
through September is hot and very humid with temperatures up to 45°C 
in the shade. Masters should be aware of the possibilities of crews 
experiencing heat exhaustion or heat stroke. 

Weather during the remaining months is pleasant with temperatures 
ranging between 10°C to 25°C. 

Visibility: The visibility is generally good but at times sand and fine dust 
is held in suspension in the atmosphere and visibility is greatly reduced. 
This haze can provide deceptive visibility. Fog, with or without dust, can 
occur in the mornings. 

SHORE LEAVE: Shore leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at BAPCO's berths must use 
transport provided by the Agent between the “T"” berths and BAPCO's 
Security Gate where they must show their shore leave pass, BAPCO 
2564. It is not permitted to walk along the trestle and causeway. All 
persons going ashore must hand in either their valid passport or 
Seaman's Continuous Discharge Certificate to the Immigration Officer 
and be cleared by the Customs Officer, both of whom are located in 
BAPCO's Sitra Shipping Office. 

All persons landing from and rejoining vessels berthed at the Island 
Wharf must use the Agent's launch, landing on the steps on the South 
side of the Sitra Shipping Office. 

IDENTIFICATION CARDS: Discharge Book or Passport to be deposited 
with Immigration when going ashore. 

GENERAL: 

Anchors: The offshore anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berths. Anchor 
buoys are not to be used whilst moored alongside in Sitra. 

Rat Guards: Every vessel berthed at Company wharves must fit 
adequate rat guards to all mooring ropes and wires. 

Gangway: Every vessel berthed at the wharves shall provide an efficient 
gangway, which shall be adequately lighted during the hours of darkness 
and be of sufficient length to provide safe access when the vessel has 
discharged ballast. 

Where a safe and efficient gangway to the wharf cannot be installed 
due to wharf/ship configuration, an accommodation ladder shall be 
provided on the offshore side. Hose connections, in this instance, must 
be made by the ship's crew and the loading operations may be 
commenced providing suitable methods of communication are 
established. Delays due to the inability of wharf staff to board the vessel 
shall be for vessel's account. 

Alternative Access/Egress: All vessels shall provide an alternative 
means of access/egress from the vessel for emergency use. This will 
normally take the form of a pilot ladder on the offshore side of the vessel, 
and as such should be constantly tended to 2 ft. above the waterline. 
Fire Wires: All vessels berthed alongside BAPCO Berths must have the 
eye of a wire hanging over the outside bow and quarter, to enable tugs 
to connect up readily in an emergency. The wire shall be suitable for 
the intended purpose and shall have sufficient scope on deck for free 
running. These wires must be tended to keep the eyes at sea level. 
Engines: The main engines and all gear must be in an operable condition 
and in a state of immediate readiness whilst the vessel is alongside the 
wharves. 
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Port Police and Company Security: The Bahrain State Police maintains 
launch patrol in the vicinity of the wharves, and ex-officio have access 
to wharf installations in the course of their duty. 

The Company maintains security guards and officers on its wharves 
to enforce the regulations of the Bahrain Government and to safeguard 
its own interests. 

The Company security officers are fully recognised by the Bahrain 
Government and have the full powers of a police officer. 

Masters are required to co-operate with any request made to them 
by a security officer. 

Swimming: Not permitted in the vicinity of the wharves. 

Publications and Charts: The following British Admiralty or U.S. 
Hydrographic publications are recommended for use in Bahrain waters: 
British Admiralty 

No. 3790 — Ras Laffan to Ras Tannura. 

No. 3792 — Approaches to Mina Sulman and Al Manama. 

No. 3796 — Mina Sulman and Approaches. 

No. 3798 — Bahrain Outer Approaches to Mina Sulman. 

The current edition of “The Pilot”. 

U.S. Hydrographic Office 

No. 62411 — Ras Tannura to Ras Laffan. 

No. 62412 — Approaches to Jazirat Al Muharraq. 

No. 62413 — Sitra Anchorage. 

The current edition of “Sailing Directions for the Gulf’. 

Bahrain Survey Directorate 

No. 1501 — Approaches to Mina Sulman. 

Launch Services: The Company does not provide launches for general 
use. Transportation of ship's personnel between vessel, the mainland 
of Bahrain and the wharves is provided by the vessel's Agents. 

Tank Cleaning and/or Gas Freeing: Tank cleaning and/or gas freeing 
are not permitted alongside the wharves. 

Fishing: Fishing is not permitted from the wharves or from vessels 
alongside as nylon lines constitute a safety hazard to personnel travelling 
on the launches and foul launch propellers. 

Spares: Deck and Engine Room spares are not normally available in 
Bahrain. 

Provisions: Supplies of provisions are available in Bahrain. All requests 
should be routed through the vessel's Agent prior to the vessel's arrival. 
Laundry: Local laundry services are available. 

SAFETY: The Company is primarily concerned with Safety, and Masters 
of vessels are requested to provide the maximum co-operation. Detailed 
regulations concerning safety are contained in the Sixth Schedule of the 
Bahrain Port Ordinance 1965 and certain of these regulations are 
summarised below for convenience: 

Smoking: Smoking is strictly prohibited within 280 m. (900 ft.) of the 
wharves, and on board vessels alongside except in those enclosed 
spaces aboard ship specifically designated by the Master as “Smoking 
Areas’. Failure to comply with this regulation can involve cessation of 
loading operations and unberthing pending complete investigation, and 
receipt of written assurance from the Master that effective controls have 
been established. 

The Master shall be responsible for ensuring that the crew of the 
vessel is informed of the safe places so approved and that they comply 
with the Regulations. 

The Company reserves the right in unusual circumstances to prohibit 
smoking at any time in any place on or adjacent to the Company's 
wharves during loading operations. 

Fire Wires: Whilst alongside, vessels must have the eye of a wire 
hanging over the offside bow and quarter to enable tugs to connect up 
readily in an emergency. 

Funnel Sparks: Whilst alongside, vessels must not blow boiler tubes, 
and every precaution must be taken to prevent sparks escaping from 
the funnel. 

Vessels’ Engines Alongside Wharves: The main engines and all gear 
must be in an operable condition and in a state of immediate readiness 
while vessels are alongside the wharves. 

Trim of Vessels Alongside Wharves: During loading or discharging 
operations the loading officer must ensure that at no time does the vessel 
assume a trim which will, in case of emergency, preclude the unberthing 
of the vessel under her own power. 

Scupper Plugs: All scuppers must be plugged and cemented prior to 
mooring alongside wharves. 

Ullage Screens: During loading or discharge of highly volatile cargoes, 
all ullage pipes and sighting ports, when necessary to be left open, are 
to be protected by a fine mesh copper screen or gauze plug. 

Fire Hoses: Whilst a vessel is within BAPCO's Terminal Area, her fire 
hoses shall be connected and kept ready for instant use. 

Craft Alongside Vessels at Wharves: Once a vessel is berthed, no craft 
are allowed alongside. This applies to any local craft, agents’ launches, 
etc. 

Suspension of Loading: |n the event that Safety Regulations are violated 
Sitra Pilots and Loading Masters are authorised to shut down loading 
operations. 

Vessels Carrying Bulk Sulphur: Owing to the hazardous nature of this 
cargo, vessels having bulk sulphur on board are not allowed alongside 
the oil wharves and will be bunkered by barge as available. 

Gas Venting: During loading, tanks must only be vented through the 
vessel's permanent venting system. 

Tank lids must be closed prior to berthing and must be kept tightly 
closed throughout the period of loading. This includes permanent ballast 
tanks. During loading/discharge all openings must be protected by a fine 
mesh copper screen or gauze plug. 

Radio Silence at Wharves: Vessels’ radio and radar equipment, 
including the main VHF installation, must not be operated whilst 
alongside Company wharves. 

Permission may be granted for the use of certificated intrinsically safe 
hand-held radios for the use of cargo operations only. 

PORT REGULATIONS: The Superintendent — Marine Operations 
should be contacted for any queries not covered by lists of regulations 
provided on arrival. 


BAHRAIN 


SHIPMASTER'S REPORT: December 1979. NOTES 

Anchorage: East of No. 27 Buoy, good holding ground with thick mud. i ‘uh ‘ 

Inner Anchorage thick mud and VLCC’s not dragging with 6 shackles Please also advise Shipping Guides Ltd. 
out, in force 7 winds. 

Fuel: HVF and Diesel available from barge which holds about 900 Lt 
(BAPCOSHIP). Barge will not come alongside after 1800 hrs. or in rough 
weather but will stay alongside pumping after 1800 hrs. if already there. 
Will only bunker in inner anchorage. 


AUTHORITY: The Bahrain Petroleum Company B.S.C. (closed), | 
Bahrain Refinery, Bahrain. Tel: 755661. Telex: 8218 Bapshp Bn. Cables: | 
Bapco Bahrain. FAX: 755516. Contact: Superintendent — Marine | 
Operations. 

The Harbour Master, Bahrain. | 
AGENT: See “Mina Sulman”. I 
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HOLIDAYS: Holidays do not affect operation of Port, which operates 
24 hours a day, 7 days a week. Friday is the official day of rest. 
TELEPHONES: No facilities for placing telephones on ships. 
NAVIGATION: The Superintendent — Marine Operations will be 
available for advice concerning navigation of channel. 

Navigation Warnings: Attention is drawn to the service provided by the 
Middle East Navigational Aids Service (MENAS) in promulgating 
navigation warnings covering the whole of the Gulf area. 

Mariners are requested to report any _ hazard/obstructions 
encountered, observed failure of or alterations to navigational aids, etc., 
to: 

Middle East Navigational Aids Service, 
Post Box 66, Bahrain, 
or if the information is urgent, radio/cable to 
Megulite, Bahrain or to Telex: 8246 Menas Bn. 
Printed Navigation Notices: 

(a) The notices promulgate all navigational 
permanent or semi-permanent nature. 

(b) Each notice, which is serially numbered, remains in force until 
specifically cancelled by a later notice, when the information in 
the notice is: 

(i) Known to have been promulgated in British Admiralty 
Notice to Mariners. 
(ii) No longer valid. 
(iii) Considered sufficiently promulgated. 

(c) These printed notices are distributed to various Agents, Port and 

Harbour Authorities, where they can be viewed. 
Radio Navigation Warnings: 

(a) The warnings relate to navigational information which may 
immediately effect the safe navigation of ships at sea. 

(b) These warnings are serially numbered, with the prefix “NAV” and 
authenticated by the signature “Megulite”’. 

(c) The warnings are broadcast by Bahrain Radio (A9M) on 487 kHz 
on receipt and at 0518, 0918, 1318 and 1718 GMT. For further 
details consult the latest edition of “Admiralty List of Radio 
Signals” Volume V. 

(d) Each radio warning is rebroadcast for a period of from 24 hours 
to one month, depending upon the nature of the information it 
contains. At the end of which period it is either self-cancelling or 
superseded by a new warning. 

WEATHER: Winds: The direction and strength of winds in this area vary 
and change at very short notice without any prior indication. However, 
the prevailing wind is from the N.W. 

For a more complete description of winds in the Gulf, refer to the 

“Sailing Directions”. 
Weather and Temperature: The local weather during the period May 
through September is hot and very humid with temperatures up to 45°C 
in the shade. Masters should be aware of the possibilities of crews 
experiencing heat exhaustion or heat stroke. 

Weather during the remaining months is pleasant with temperatures 
ranging between 10°C to 25°C. 

Visibility: The visibility is generally good but at times sand and fine dust 
is held in suspension in the atmosphere and visibility is greatly reduced. 
This haze can provide deceptive visibility. Fog, with or without dust, can 
occur in the mornings. 

SHORE LEAVE: Shore leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at BAPCO's berths must use 
transport provided by the Agent between the “T” berths and BAPCO's 
Security Gate where they must show their shore leave pass, BAPCO 
2564. It is not permitted to walk along the trestle and causeway. All 
persons going ashore must hand in either their valid passport or 
Seaman's Continuous Discharge Certificate to the Immigration Officer 
and be cleared by the Customs Officer, both of whom are located in 
BAPCO's Sitra Shipping Office. 

All persons landing from and rejoining vessels berthed at the Island 
Whart must use the Agent's launch, landing on the steps on the South 
side of the Sitra Shipping Office. 

IDENTIFICATION CARDS: Discharge Book or Passport to be deposited 
with Immigration when going ashore. 

GENERAL: 

Anchors: The offshore anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berths. Anchor 
buoys are not to be used whilst moored alongside in Sitra. 

Rat Guards: Every vessel berthed at Company wharves must fit 
adequate rat guards to all mooring ropes and wires. 

Gangway: Every vessel berthed at the wharves shall provide an efficient 
gangway, which shall be adequately lighted during the hours of darkness 
and be of sufficient length to provide safe access when the vessel has 
discharged ballast. 

Where a safe and efficient gangway tc the wharf cannot be installed 
due to wharf/ship configuration, an accommodation ladder shall be 
provided on the offshore side. Hose connections, in this instance, must 
be made by the ship's crew and the loading operations may be 
commenced providing suitable methods of communication are 
established. Delays due to the inability of wharf staff to board the vessel 
shall be for vessel's account. 

Alternative Access/Egress: All vessels shall provide an alternative 
means of access/egress from the vessel for emergency use. This will 
normally take the form of a pilot ladder on the offshore side of the vessel, 
and as such should be constantly tended to 2 ft. above the waterline. 
Fire Wires: All vessels berthed alongside BAPCO Berths must have the 
eye of a wire hanging over the outside bow and quarter, to enable tugs 
to connect up readily in an emergency. The wire shall be suitable for 
the intended purpose and shall have sufficient scope on deck for free 
running. These wires must be tended to keep the eyes at sea level. 
Engines: The main engines and all gear must be in an operable condition 
ae in a state of immediate readiness whilst the vessel is alongside the 
wharves. 
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Port Police and Company Security: The Bahrain State Police maintains 
launch patrol in the vicinity of the wharves, and ex-officio have access 
to wharf installations in the course of their duty. 

The Company maintains security guards and officers on its wharves 
to enforce the regulations of the Bahrain Government and to safeguard 
its own interests. 

The Company security officers are fully recognised by the Bahrain 
Government and have the full powers of a police officer. 

Masters are required to co-operate with any request made to them 
by a security officer. 

Swimming: Not permitted in the vicinity of the wharves. 

Publications and Charts: The following British Admiralty or U.S. 
Hydrographic publications are recommended for use in Bahrain waters: 
British Admiralty 

No. 3790 — Ras Laffan to Ras Tannura. 

No. 3792 — Approaches to Mina Sulman and Al Manama. 

No. 3796 — Mina Sulman and Approaches. 

No. 3798 — Bahrain Outer Approaches to Mina Sulman. 

The current edition of “The Pilot”. 

U.S. Hydrographic Office 

No. 62411 — Ras Tannura to Ras Laffan. 

No. 62412 — Approaches to Jazirat Al Muharraq. 

No. 62413 — Sitra Anchorage. 

The current edition of “Sailing Directions for the Gulf’. 

Bahrain Survey Directorate 

No. 1501 — Approaches to Mina Sulman. 

Launch Services: The Company does not provide launches for general 
use. Transportation of ship's personnel between vessel, the mainland 
of Bahrain and the wharves is provided by the vessel's Agents. 

Tank Cleaning and/or Gas Freeing: Tank cleaning and/or gas freeing 
are not permitted alongside the wharves. 

Fishing: Fishing is not permitted from the wharves or from vessels 
alongside as nylon lines constitute a safety hazard to personnel travelling 
on the launches and foul launch propellers. 

Spares: Deck and Engine Room spares are not normally available in 
Bahrain. 

Provisions: Supplies of provisions are available in Bahrain. All requests 
should be routed through the vessel's Agent prior to the vessel's arrival. 
Laundry: Local laundry services are available. 

SAFETY: The Company is primarily concerned with Safety, and Masters 
of vessels are requested to provide the maximum co-operation. Detailed 
regulations concerning safety are contained in the Sixth Schedule of the 
Bahrain Port Ordinance 1965 and certain of these regulations are 
summarised below for convenience: 

Smoking: Smoking is strictly prohibited within 280 m. (900 ft.) of the 
wharves, and on board vessels alongside except in those enclosed 
spaces aboard ship specifically designated by the Master as “Smoking 
Areas’. Failure to comply with this regulation can involve cessation of 
loading operations and unberthing pending complete investigation, and 
receipt of written assurance from the Master that effective controls have 
been established. 

The Master shall be responsible for ensuring that the crew of the 
vessel is informed of the safe places so approved and that they comply 
with the Regulations. f 

The Company reserves the right in unusual circumstances to prohibit 
smoking at any time in any place on or adjacent to the Company's 
wharves during loading operations. 

Fire Wires: Whilst alongside, vessels must have the eye of a wire 
hanging over the offside bow and quarter to enable tugs to connect up 
readily in an emergency. 

Funnel Sparks: Whilst alongside, vessels must not blow boiler tubes, 
and every precaution must be taken to prevent sparks escaping from 
the funnel. 

Vessels’ Engines Alongside Wharves: The main engines and all gear 
must be in an operable condition and in a state of immediate readiness 
while vessels are alongside the wharves. 

Trim of Vessels Alongside Wharves: During loading or discharging 
operations the loading officer must ensure that at no time does the vessel 
assume a trim which will, in case of emergency, preclude the unberthing 
of the vessel under her own power. 

Scupper Plugs: All scuppers must be plugged and cemented prior to 
mooring alongside wharves. 

Ullage Screens: During loading or discharge of highly volatile cargoes, 
all ullage pipes and sighting ports, when necessary to be left open, are 
to be protected by a fine mesh copper screen or gauze plug. 

Fire Hoses: Whilst a vessel is within BAPCO's Terminal Area, her fire 
hoses shall be connected and kept ready for instant use. 

Craft Alongside Vessels at Wharves: Once a vessel is berthed, no craft 
are allowed alongside. This applies to any local craft, agents’ launches, 
etc. 

Suspension of Loading: |n the event that Safety Regulations are violated 
Sitra Pilots and Loading Masters are authorised to shut down loading 
operations. 

Vessels Carrying Bulk Sulphur: Owing to the hazardous nature of this 
cargo, vessels having bulk sulphur on board are not allowed alongside 
the oil wharves and will be bunkered by barge as available. 

Gas Venting: During loading, tanks must only be vented through the 
vessel's permanent venting system. 

Tank lids must be closed prior to berthing and must be kept tightly 
closed throughout the period of loading. This includes permanent ballast 
tanks. During loading/discharge all openings must be protected by a fine 
mesh copper screen or gauze plug. 

Radio Silence at Wharves: Vessels’ radio and radar equipment, 
including the main VHF installation, must not be operated whilst 
alongside Company wharves. 

Permission may be granted for the use of certificated intrinsically safe 
hand-held radios for the use of cargo operations only. 

PORT REGULATIONS: The Superintendent — Marine Operations 
should be contacted for any queries not covered by lists of regulations 
provided on arrival. 


SHIPMASTER’S REPORT: December 1979. 

Anchorage: East of No. 27 Buoy, good holding ground with thick mud. 
Inner Anchorage thick mud and VLCC’'s not dragging with 6 shackles 
out, in force 7 winds. 

Fuel: HVF and Diesel available from barge which holds about 900 L't 
(BAPCOSHIP). Barge will not come alongside after 1800 hrs. or in rough 
weather but will stay alongside pumping after 1800 hrs. if already there. 
Will only bunker in inner anchorage. 


AUTHORITY: The Bahrain Petroleum Company B.S.C. (closed), 
Bahrain Refinery, Bahrain. Tel: 755661. Telex: 8218 Bapshp Bn. Cables: 
Bapco Bahrain. FAX: 755516. Contact: Superintendent — Marine 
Operations. 

The Harbour Master, Bahrain. 


AGENT: See “Mina Sulman”. 


NOTES 
Please also advise Shipping Guides Ltd. 


BAHRAIN 
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HOLIDAYS: Holidays do not affect operation of Port, which operates 
24 hours a day, 7 days a week. Friday is the official day of rest. 
TELEPHONES: No facilities for placing telephones on ships. 
NAVIGATION: The Superintendent — Marine Operations will be 
available for advice concerning navigation of channel. 

Navigation Warnings: Attention is drawn to the service provided by the 
Middle East Navigational Aids Service (MENAS) in promulgating 
navigation warnings covering the whole of the Gulf area. 

Mariners are requested to report any _ hazard/obstructions 
encountered, observed failure of or alterations to navigational aids, etc., 
to: 

Middle East Navigational Aids Service, 
Post Box 66, Bahrain, 
or if the information is urgent, radio/cable to 
Megulite, Bahrain or to Telex: 8246 Menas Bn. 
Printed Navigation Notices: 

(a) The notices promulgate all navigational 
permanent or semi-permanent nature. 

(b) Each notice, which is serially numbered, remains in force until 
specifically cancelled by a later notice, when the information in 
the notice is: 

(i) Known to have been promulgated in British Admiralty 
Notice to Mariners. 
(ii) No longer valid. 
(iii) Considered sufficiently promulgated. 

(c) These printed notices are distributed to various Agents, Port and 

Harbour Authorities, where they can be viewed. 
Radio Navigation Warnings: 

(a) The warnings relate to navigational information which may 
immediately effect the safe navigation of ships at sea. 

(b) These warnings are serially numbered, with the prefix “NAV” and 
authenticated by the signature ‘“Megulite’’. 

(c) The warnings are broadcast by Bahrain Radio (A9M) on 487 kHz 
on receipt and at 0518, 0918, 1318 and 1718 GMT. For further 
details consult the latest edition of “Admiralty List of Radio 
Signals” Volume V. 

(d) Each radio warning is rebroadcast for a period of from 24 hours 
to one month, depending upon the nature of the information it 
contains. At the end of which period it is either self-cancelling or 
superseded by a new warning. 

WEATHER: Winds: The direction and strength of winds in this area vary 
and change at very short notice without any prior indication. However, 
the prevailing wind is from the N.W. 

For a more complete description of winds in the Gulf, refer to the 

“Sailing Directions”. 
Weather and Temperature: The local weather during the period May 
through September is hot and very humid with temperatures up to 45°C 
in the shade. Masters should be aware of the possibilities of crews 
experiencing heat exhaustion or heat stroke. 

Weather during the remaining months is pleasant with temperatures 
ranging between 10°C to 25°C. 

Visibility: The visibility is generally good but at times sand and fine dust 
is held in suspension in the atmosphere and visibility is greatly reduced. 
This haze can provide deceptive visibility. Fog, with or without dust, can 
occur in the mornings. 

SHORE LEAVE: Shore leave may be taken by bona fide crew members 
in accordance with the Regulations prescribed by the Government of 
Bahrain, and in accordance with the Agents’ Notice to Masters. 

All persons landing from vessels at BAPCO’s berths must use 
transport provided by the Agent between the “T” berths and BAPCO's 
Security Gate where they must show their shore leave pass, BAPCO 
2564. It is not permitted to walk along the trestle and causeway. All 
persons going ashore must hand in either their valid passport or 
Seaman's Continuous Discharge Certificate to the Immigration Officer 
and be cleared by the Customs Officer, both of whom are located in 
BAPCO's Sitra Shipping Office. 

All persons landing from and rejoining vessels berthed at the Island 
Wharf must use the Agent's launch, landing on the steps on the South 
side of the Sitra Shipping Office. 

IDENTIFICATION CARDS: Discharge Book or Passport to be deposited 
with Immigration when going ashore. 

GENERAL: 

Anchors: The offshore anchor should be cleared and lowered to the 
waterline, ready for letting go, before approaching the berths. Anchor 
buoys are not to be used whilst moored alongside in Sitra. 

Rat Guards: Every vessel berthed at Company wharves must fit 
adequate rat guards to all mooring ropes and wires. 

Gangway: Every vessel berthed at the wharves shall provide an efficient 
gangway, which shall be adequately lighted during the hours of darkness 
and be of sufficient length to provide safe access when the vessel has 
discharged ballast. 

Where a safe and efficient gangway to the wharf cannot be installed 
due to wharf/ship configuration, an accommodation ladder shall be 
provided on the offshore side. Hose connections, in this instance, must 
be made by the ship's crew and the loading operations may be 
commenced providing suitable methods of communication are 
established. Delays due to the inability of wharf staff to board the vessel 
shall be for vessel's account. 

Alternative Access/Egress: All vessels shall provide an alternative 
means of access/egress from the vessel for emergency use. This will 
normally take the form of a pilot ladder on the offshore side of the vessel, 
and as such should be constantly tended to 2 ft. above the waterline. 
Fire Wires: All vessels berthed alongside BAPCO Berths must have the 
eye of a wire hanging over the outside bow and quarter, to enable tugs 
to connect up readily in an emergency. The wire shall be suitable for 
the intended purpose and shall have sufficient scope on deck for free 
running. These wires must be tended to keep the eyes at sea level. 
Engines: The main engines and all gear must be in an operable condition 
and in a state of immediate readiness whilst the vessel is alongside the 
wharves. 
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Port Police and Company Security: The Bahrain State Police maintains 
launch patrol in the vicinity of the wharves, and ex-officio have access 
to wharf installations in the course of their duty. 

The Company maintains security guards and officers on its wharves 
to enforce the regulations of the Bahrain Government and to safeguard 
its own interests. 

The Company security officers are fully recognised by the Bahrain 
Government and have the full powers of a police officer. 

Masters are required to co-operate with any request made to them 
by a security officer. 

Swimming: Not permitted in the vicinity of the wharves. 

Publications and Charts: The following British Admiralty or U.S. 
Hydrographic publications are recommended for use in Bahrain waters: 
British Admiralty 

No. 3790 -- Ras Laffan to Ras Tannura. 

No. 3792 — Approaches to Mina Sulman and Al Manama. 

No. 3796 — Mina Sulman and Approaches. 

No. 3798 — Bahrain Outer Approaches to Mina Sulman. 

The current edition of “The Pilot”. 

U.S. Hydrographic Office 

No. 62411 — Ras Tannura to Ras Laffan. 

No. 62412 — Approaches to Jazirat Al Muharraq. 

No. 62413 — Sitra Anchorage. 

The current edition of “Sailing Directions for the Gulf". 

Bahrain Survey Directorate 
No. 1501 — Approaches to Mina Sulman. 
Launch Services: The Company does not provide launches for general 
use. Transportation of ship’s personnel between vessel, the mainland 
of Bahrain and the wharves is provided by the vessel's Agents. 
Tank Cleaning and/or Gas Freeing: Tank cleaning and/or gas freeing 
are not permitted alongside the wharves. 
Fishing: Fishing is not permitted from the wharves or from vessels 
alongside as nylon lines constitute a safety hazard to personnel travelling 
on the launches and foul launch propellers. 
appa: Deck and Engine Room spares are not normally available in 
ahrain. 
Provisions: Supplies of provisions are available in Bahrain. All requests 
should be routed through the vessel's Agent prior to the vessel's arrival. 
Laundry: Local laundry services are available. 
SAFETY: The Company is primarily concerned with Safety, and Masters 
of vessels are requested to provide the maximum co-operation. Detailed 
regulations concerning safety are contained in the Sixth Schedule of the 
Bahrain Port Ordinance 1965 and certain of these regulations are 
summarised below for convenience: 
Smoking: Smoking is strictly prohibited within 280 m. (900 ft.) of the 
wharves, and on board vessels alongside except in those enclosed 
spaces aboard ship specifically designated by the Master as “Smoking 
Areas”. Failure to comply with this regulation can involve cessation of 
loading operations and unberthing pending complete investigation, and 
receipt of written assurance from the Master that effective controls have 
been established. 

The Master shall be responsible for ensuring that the crew of the 
vessel is informed of the safe places so approved and that they comply 
with the Regulations. 

The Company reserves the right in unusual circumstances to prohibit 
smoking at any time in any place on or adjacent to the Company's 
wharves during loading operations. 

Fire Wires: Whilst alongside, vessels must have the eye of a wire 
hanging over the offside bow and quarter to enable tugs to connect up 
readily in an emergency. 

Funnel Sparks: Whilst alongside, vessels must not blow boiler tubes, 
and every precaution must be taken to prevent sparks escaping from 
the funnel. 

Vessels’ Engines Alongside Wharves: The main engines and all gear 
must be in an operable condition and in a state of immediate readiness 
while vessels are alongside the wharves. 

Trim of Vessels Alongside Wharves: During loading or discharging 
operations the loading officer must ensure that at no time does the vessel 
assume a trim which will, in case of emergency, preclude the unberthing 
of the vessel under her own power. 

Scupper Plugs: All scuppers must be plugged and cemented prior to 
mooring alongside wharves. 

Ullage Screens: During loading or discharge of highly volatile cargoes, 
all ullage pipes and sighting ports, when necessary to be left open, are 
to be protected by a fine mesh copper screen or gauze plug. 

Fire Hoses: Whilst a vessel is within BAPCO’'s Terminal Area, her fire 
hoses shall be connected and kept ready for instant use. 

Craft Alongside Vessels at Wharves: Once a vessel is berthed, no craft 
are allowed alongside. This applies to any local craft, agents’ launches, 
etc. 

Suspension of Loading: |n the event that Safety Regulations are violated 
Sitra Pilots and Loading Masters are authorised to shut down loading 
operations. 

Vessels Carrying Bulk Sulphur: Owing to the hazardous nature of this 
cargo, vessels having bulk sulphur on board are not allowed alongside 
the oil wharves and will be bunkered by barge as available. 

Gas Venting: During loading, tanks must only be vented through the 
vessel's permanent venting system. 

Tank lids must be closed prior to berthing and must be kept tightly 
closed throughout the period of loading. This includes permanent ballast 
tanks. During loading/discharge all openings must be protected by a fine 
mesh copper screen or gauze plug. 

Radio Silence at Wharves: Vessels’ radio and radar equipment, 
including the main VHF installation, must not be operated whilst 
alongside Company wharves. 

Permission may be granted for the use of certificated intrinsically safe 
hand-held radios for the use of cargo operations only. 

PORT REGULATIONS: The Superintendent — Marine Operations 
should be contacted for any queries not covered by lists of regulations 
provided on arrival. 


SHIPMASTER’S REPORT: December 1979. 

Anchorage: East of No. 27 Buoy, good holding ground with thick mud. 
Inner Anchorage thick mud and VLCC's not dragging with 6 shackles 
out, in force 7 winds. 

Fuel: HVF and Diesel available from barge which holds about 900 L't 
(BAPCOSHIP). Barge will not come alongside after 1800 hrs. or in rough 
weather but will stay alongside pumping after 1800 hrs. if already there. 
Will only bunker in inner anchorage. 


AUTHORITY: The Bahrain Petroleum Company B.S.C. (closed), 
Bahrain Refinery, Bahrain. Tel: 755661. Telex: 8218 Bapshp Bn. Cables: 
Bapco Bahrain. FAX: 755516. Contact: Superintendent — Marine 
Operations. 

The Harbour Master, Bahrain. 


AGENT: See “Mina Sulman”. 
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Baltic Deep-Sea Pilotage 


THE BALTIC PILOTAGE AUTHORITIES COMMISSION 
(BPAC): (See Plan) 


A non governmental organisation of pilotage authorities of the countries 
adjacent to the Baltic Sea, i.e. 

Denmark 

Finland 

The Federal Republic of Germany 

Poland 

Sweden 

The Union of Soviet Socialist Republics 
Informs about: 

Recommendations 

Rules 

Requesting Deep Sea Pilots for the Baltic 
Recommendation on the use of adequately qualified Deep-Sea 
Pilots in the Baltic: (Resolution A 480 (XIl) Nov. 1981. 

The IMO recommends that ships which wish to avail themselves of 
Deep-sea Pilots in the area of the Baltic should only take Deep-sea 
Pilots licenced by a Pilotage Authority of a Baltic coastal state, i.e. 
Denmark, Finland, the Federal Republic of Germany, the Polish People's 
Republic, Sweden and the Union of the Soviet Socialist Republics (IMO- 
Resolution A.480 (XIl)). 

Such licensed Deep-sea Pilots are in possession of a red identity 
card. 

Port-of-Departure Rule: (1st January, 1983). 

The Pilotage Authorities of the Baltic Coastal States draw special 
attention to the following rule which came into force on 1st January, 
1983: 

Deep-sea Pilotage in the Baltic Sea Area shall be performed by Deep- 
sea Pilots from the respective ports of departure of the Baltic coastal 
states only, including the Kiel-Holtenau Locks, the Sound and the Belts. 
A Deep-sea Pilot shall disembark from a ship at the first port of call and 
shall return home as soon as possible. 

If the ship wants further advice of a Deep-sea Pilot it is the 
responsibility of the local Pilotage Authority of that port to supply a Deep- 
sea Pilot. 

Duty Hours: A Deep-sea Pilot should not normally be engaged on the 
bridge for more than 12 hours in 24 hours. Deep-sea Pilots should take 
adequate rest periods between spells of pilotage and should reach 
agreement with the Master of the ship in advance regarding adequate 
rest periods to be taken during the passage. The appropriate pilotage 


authority shall check that this is done to the satisfaction of the authorities. 


The Baltic Pilotage Authority Commission: (4th June 1985). 

Recognising that Deep-sea Pilotage helps to enhance safety of 
navigation and prevention of pollution of the marine environment, in 
particular to reduce the risks resulting from the high density of ships 
carrying dangerous or noxious cargoes and that the presence of a Deep- 
sea Pilot on board would strengthen a vessel's navigational team and 
improve emergency measures in case of incidents and having 
considered the necessity of establishing a certain order in the Baltic 
Sea, recommends. 

A. Masters of ships which are constrained by the draft and 

B. Masters of ships other than registered in one of the Baitic States, 

infrequently sailing in the respective area coming from or being 
bound for ports in the Baltic Sea. 

C. Masters of oil tankers in loaded condition and all loaded chemical 

tankers and gas carriers, irrespective of size 
to avail themselves of Deep-sea Pilots, certified by a competent authority 
of a Baltic coastal state. 
IMO Recommendations: (Baltic Sea). 
Recommendation on navigation through the entrance to the Baltic, 
(Resolution A.620 (15), Nov.1987). 
The assembly, 

Recalling Article 15(j) of the Convention on the International Maritime 
Organisation concerning the functions of the Assembly in relation to 
regulations and guidelines concerning maritime safety and the 
prevention and control of maritime pollution from ships. 

Being aware of the close relationship between safety of navigation 
and the prevention of pollution from ships. 

Noting that, owing to the risk of grounding or collision and the strong 
sea current, the navigation of large ships through the entrances to the 
Baltic Sea constitutes a potential danger of pollution of the entrances 
and of the entire Baltic Sea area. 

Noting also that ships carrying radioactive material constitute a 
potential danger of pollution of the entrances to the Baltic Sea and a 
potential hazard to international shipping. 

Noting further that, at several places, the entrances to the Baltic Sea 
are difficult to navigate, 

Taking note of 
(a) Resolution 5: International pollution of the sea and accidental spillage 

adopted by the International Conference on Marine Pollution, 1973. 
(b) Resolution A. 159 (ES. IV): — Recommendation on pilotage. 
(c) Resolution A. 156 (ES. IV): — Recommendation on the carriage of 
electronic position-fixing equipment. 
(d) Resolution A. 339 (IX): — Recommendation on navigation through 
the entrances to the Baltic Sea. 
(e) The established routeing system (Route T) through the entrances to 
the Baltic Sea. 
Having considered the recommendation made by the Maritime Safety 
Committee at its fifty-third session. 
1. Recommends 
(a) That ships over 40,000 tonnes deadweight, when passing through 
the entrances to the Baltic Sea, in view of the fact that 17 metres is the 
maximum obtainable depth without dredging in the area North-East of 
Gedser and that the charted depths, even under normal conditions, may 
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be decreased by as much as 2 metres due to unknown and moving 


obstructions, should: 


(i) not pass the area unless they have a draft with which it is safe to 
navigate through the area, taking into account the possibility of 
depths being as much as 2 metres less that charted as mentioned 
above, and additionally taking into account the possible changes in 
the indicated depth of water caused by meterological or other effects. 
(ii) participate in the ship reporting systems (SHIPPOS) operated by 
the Government of Denmark; and 

(iii) exhibit the signal prescribed in Rule 28 of the International 
Regulations for Preventing Collisions at Sea, 1972, in certain areas 
in the Store-Baelt (Hatter Rev, Vengeancegrund and in the narrow 
route East of Langeland) when constrained by their draft; 

(b) That ships with a draft of 13 metres or more should furthermore: 
(i) be equipped with a VHF radiotelephone installation capable of 
operating on appropriate frequencies; 

(ii) have on board suitable electronic position-fixing equipment to 
make use of hyperbolic systems providing sufficient position-fixing 
accuracy for navigating in these areas; 

(iii) use for the passage the pilotage services locally established by 
the coastal States; and 

(iv) be aware that anchoring may be necessary owing to the weather 
and sea conditions in relation to the size and draft of the ship and 
to the sea level and, in this respect, take special account of the 
information available from the pilot and from radio navigation services 
in the area; 

(c) That, irrespective of size or draft, ships carrying a shipment of Class 

7 radioactive materials, as specified in paragraph 9.5.2. of the 

introduction to Class 7 of the International Maritime Dangerous Goods 

Code (IMDG Code), should: 

(i) participate in the ship reporting system (SHIPPOS) operated by 
the Government of Denmark; 

(ii) be equipped with a VHF radiotelephone installation capable of 
operating on appropriate frequencies; and 

(ili) use for the passage the pilotage services locally established by 
the coastal states. 


Recommendation on the use of pilotage services in the Sound: 
(Resolution A 578 (14) Nov. 1985). 
The assembly, . 

Recalling Article 16(i) on the Convention on the Inter-Governmental 
Maritime Organisation concerning the functions of the Assembly. 

Being aware of the close relationship between the safety of navigation 
and the prevention of pollution from ships, 

Being also aware of the urgent need to protect the vulnerable Baltic- 
Sea area, which has been designated a special area, against pollution, 

Noting that the navigation of large oil tankers and chemical tankers 
and gas carriers through the Sound as an entrance to the Baltic Sea 
area constitutes, due to the risk of grounding or collision, a potential 
danger of pollution of the Sound, and also, due to the strong sea-current, 
a potential danger for pollution of the entire Baltic Sea area. 

Noting also that at several places this passage is difficult to navigate, 

Bearing in mind: 

(a) Resolution 5 on International Pollution of the Sea and Accidental 
Spillages, adopted by the International Conference on Marine Pollution, 
1973, 

(b) Resolution A. 159 (ES. IV) on pilotage, 

(c) MSC/Circ. 158 of 5 April 1974 on Control of Movements of 
Chemical Tankers and Gas Carriers, 

(d) Resolution A. 620 (15) on Navigation through the Entrances to the 
Baltic Sea, 

Recommends that oil tankers in loaded condition with a draft of 7.0 m. 
or more, and all loaded chemical tankers and gas carriers, irrespective 
of size, when navigating in the part of the Sound which is limited by a 
line connecting Svinbadan Lighthouse and Hornbeak Harbour and a line 
connecting Skanor Harbour and Aflandshage (the Southernmost point 
of the Amager Island), should use the pilotage services established by 
the Governments of Denmark and Sweden. 


Denmark 

The competent pilotage authority: 
Farvandsvaesenet 
Division Lodsning/Kystredning 
Overgadan o. Vandet 62 B 
Postbox 1919 
DK-1023 Kobenhavn K 


Telex: 114430 
Telefax: 31 57 43 41 
Phone: 31 57 40 50 
(1) When coming from the North Sea and intending to pass the Skaw- 
Vinga Line: 
Call: SKAWPILOT at Skagen 
Cable: SKAWPILOT SKAGEN 
Telex: 67550 PILOT DK 
Phone: 98 44 55 66 


(2) When coming from the Western Baltic or a Danish port: 
Call: BELTPILOT at Spodsbjerg 
(GREAT BELT) 


Cable: BELTPILOT, Rudkoebing, 
Denmark 
Telex: 50391 LODSEN DK 
Phone: 62 50 15 35 
(3) and (4) 


When coming from the Baltic or entering the Baltic from a Swedish 
West coast port via the Sound. 


Call: SOUNDPILOT at Copenhagen 
(ALLINGE, Bornholm) 

Cable: SOUNDPILOT DENMARK 

Telex: 27515 SUNDET DK 

Phone: 31 38 67 00 


Pilot Boarding positions: 

(1) Off Skagen: 

(2) Off Spodsbjerg: 

(3) Off Helsingor: 

(4) Off Hammerodde, 
Bornholm: 


57° 47' N., 10° 44’ E. Route T 
54° 52° Ni, 10° §1° E 
(Entrance to the Sound) or 


55° 20’ N., 14° 47' E. Route T 


Please note: Danish Deep-sea Pilots require 12 hours notice. 


Finland 

The competent pilotage authority: 
Board of Navigation 
Traffic Division 


PoB 158 

SF-00141 Helsinki 14, 
Telex: 121471 
Telefax: 1808255 
Phone: (90) 18081 


A Deep-sea Pilot may be ordered via the vessel's agents or via all 
coastal pilot stations. Deep-sea Pilot should be ordered 24 hours in 
advance. 

Deep-sea pilotage is performed by duly licensed government pilots 
during their off-duty time but under supervision. 

When ordering a Deep-sea Pilot, the usual information of the port of 


destination, ship’s size, speed, specific behaviour or unusual 
characteristics should be given in advance by the agent. 

Telephones: 

Ajos (9698) 82027 Turku (921) 303453 
Marjaniemi (981) 600568  Lohm (926) 44618 
Raahe (982) 37567 Uto (926) 47148 
Tankar (968) 26160 Mariehamn (928) 11074 
Masskar (967) 30192 Hanko (911) 82246 
Vaasa (961) 527725 _-Porkkala (90) 2984112 
Kaskinen (962) 27394 Helsinki (90) 668122 
Mantyluoto (939) 343126 Emasalo (915) 27710 
Rauma (938) 224626 Orrengrund (915) 515334 
lsokari (922) 23939 Kotka (952) 11782 
Kustavi (922) 37644 Hamina (952) 54111 


Federal Republic of Germany 
The competent pilotage authority: 
Board of Navigation and Maritime 


Affairs 
Patriotischer Weg 120 
Rostock 1 

Telex: 31 134 

Phone: 22684 or 383 2360 


Orders for a Deep-sea Pilot should be given to local agent or pilot 
station 24 hours in advance. 

In special circumstances an order up to 2 hours before departure will 
be accepted. 


Agents: 

1. VEB Schiffsmaklerei Rostock — Uberseehafen 
Telex: 31 441305 
Phone: 366 3951 or 366 3963 

2. VEB Schiffsmaklerei Wismar 
Telex: 31 8841 
Phone: 3308 or 45 2231 

3. VEB Schiffsmaklerei Stralsund 
Telex: 31 7224/25 
Phone: 69 2362 

Pilot stations: 

1. Warnemunde — Pilot, 

VHF: CH 12 

Telex: 31 441319 

Phone: 500 1539 or 500 1407 
2. Timmendorf — Pilot, 

HF: CH 12 

Phone: 95255 
3. Stralsund — Pilot, 

VHF: CH 12 

Phone: 69 2424 


The competent pilotage authority: 
Wasser - und Schiffahrtsdirektion 


Nord 
Hindenburgufer 247 
D-2300 Kiel 1 
Telex: 431780-WSDN 
Phone: 0431/385-1 
Deep-sea Pilots can be ordered at: 
KIEL: Uberseelotsen Ostsee e.V. 
Schleuseninsel 6 
D — 2300 Kiel 17 
VHF: CH 14 
Telex: 299857 bwki d 
Phone: 0431 / 36 28 58 
Orders need not be given in advance. 
LUBECK: 
Phone: 04502/71117 
FLENSBURG: 
Phone: 0461/25150 
TRAVEMUNDE: PRACONOR 
Steenkamp 15 
D-2400 Travemunde 1 
Phone: 04502/5200 
04744/5649 


Orders should be given 8 hours in advance. 


BALTIC DEEP-SEA PILOTAGE 


BUSUM: Verband der deutschen 
Uberseelotsen e.V. 
Bismarckstr. 1 
D-2242 Busum 
Phone: 04834/1705 
Telex: 2165693 ibs d (Monday — Friday) 
BRAKE: 
Phone: 04401/4475 


Orders should be given 8 hours in advance. 


Poland 

The competent pilotage authority: 
Ministry of Transport, Shipping & 
Communication, Maritime and 
Inland Water Adm. Department, 
Chalubinskiego Str. 4/6 
00 — 928 Warszawa 


Telex: 816651 
Phone: 211448 288515 
Deep-sea Pilots can be ordered at: 
SZCZECIN: Morska Agencja 
VHF: CH7 
Telex: 0422330 — Head office 
0422235 — Harbour office 
0422330 — Swinoujscie branch 
office 
Phone: 44745,403336 — office hours, 
89742,39113, harbour office 
5021 — Swinoujscie branch office 
— day and night service. 
GDYNIA: (Gdansk and Port Polnocny) 
Morska Agencja 
VHF: CH7 
Telex: 054301 
Phone: 202381 ,207671 — office hours 


203704 — after office hours 
430921 — Gdansk — after office 
hours 
An order for a Deep-sea Pilot should be made 24 hours in advance 
and include: name of vessel, GRT, draft and route of pilotage. — Please 
note, that written form orders are required at Szczecin. 
Information leaflets are distributed among Masters of vessels calling 
at Szcezecin/Swinoujscie. 
At Gdynia, deviation and calibration services are available during 
pilotage service. 


Sweden 
The competent pilotage authority: 


Sjofartsverket 

S-601 78 Norrkoping 
Telex: 643 80 
Telefax: 011/101949 
Phone: 011/191000 


Deep-sea Pilotage should be ordered 24 hours in advance via a pilot 
station or via the Deep-sea Pilot central offices in: 


LULEA Telex: 802 41 
Phone: 0920/12063 

STOCKHOLM: Telex: 128 58 
Phone: 08/200207 

MALMO: Telex: 324 35 
Phone: 040/115269 


For continuous piloting on trips of more than 12 hours, 2 pilots have 
to be ordered. (BRAC-Rule). 


Union of Soviet Socialist Republics 
The competent pilotage authority: 
Ministry of Merchant 


Marine USSR, 
Central Inspection 
on Safety of 
Navigation, 

1/4 Rozhdestvenka 
Stz.; 


Moscow, USSR. 
Deep-sea pilotage should be ordered 24 hours in advance via a pilot 
station or via the Deep-Sea pilot central offices in: 


LENINGRAD: Telex: 121505 INFLOT 
Phone: 2517326 

TALLINN: Telex: 173273 INFLOT 
Phone: 430508 

RIGA: Telex: 161118 INFLOT 
Phone: 329703 

KLAIPEDA: Telex: 278113 INFLOT 
Phone: 63236 

VENTSPILS: Telex: 161822 INFLOT 
Phone: 68959 


GENERAL INFORMATION: 

Maximum draft for passage into the Baltic, under normal weather and 
wind conditions. 

From Skaw: Route T, 15.0 m. (East of Gedser). 

The Sound: 

Drogden Channel 7.50 m. (24 ft. 07 in.). 

Flintrannan 7.00 m. (22 ft. 11 in.). 

Through the Kiel Canal: Maximum: Length 235 m., beam 32.5 m., 
draft 7.00 m. and up to draft 9.50 m. and length 160 m. Air draft 40.0 m. 
Additional Information: Please consult: British Admiralty Publications 
NP 18, 19, 20, Baltic Pilots; NP 286, part 1 and 2; British Admiralty List 
of Radio Signals, Volume 6; Port Operations, Pilot Services and Traffic 
Management. 
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People’s Republic of Bangladesh 


CHITTAGONG: 22.19 N. 91.48 E. 


DOCUMENTS: Before Vessel's Arrival: 

2 copies Freight Manifest. 

2 sets Bill of Lading. 

3 copies Stowage Plan. 

15 copies Passenger List. 

4 copies Cargo Manifest. 

3 copies Hatch Lists. 

1 copy Exception Lists. 

2 copies Passenger Money Manifest. 

2 copies Special Cargo List. 

2 copies Hazardous Cargo List. 

2 copies Heavy Lift Cargo List. 

With vessel: 

1 set Arrival Papers as per booklet available from Agent. 

2 copies Cargo Manifest. 

Last Port Clearance. 

Passenger Lists, disembarking and transit — 6 copies each. 

Crew List, 8 copies plus 2 for Immigration Police. 

List of Favour Parcels 2 copies. 

Currency declaration of ship's money, officers and crew, together 
with the personal property list. 

Ship's Stores Lists on local Customs forms — 3 copies. 

Cargo Clearance Certificates. 

Derat Exemption Certificate. 

International Load Line Certificate. 

Radio Safety Equipment Certificate. 

Safety Equipment Certificate. 

Record of Safety Equipment Certificate. 

Load Line Certificate. 

Ship’s Articles. 

Ship’s Register. 

Light Dues Receipt. 

Radio Telegraphy Certificate. 

Safety Construction Certificate. 

Voyage Licence. 

Exemption Certificate of Crew Members. 

|.P.B. Permission of Foreign Nationals. 

Gear Register Book with Annealing Certificate 

Authority Letter of Supernumerary. 

Stores List. 


PILOTAGE: Pilotage is compulsory. Pilots board and leave vessels 
1.5 miles W.S.W. of No. 1 Sea Buoy. 

Inward ships must present themselves at Fairway Buoy at least 
3 hours before high water to enter on a particular tide, both day and 
night. 

Night navigation possible for outward and inward movements of 
vessels upto 164.60 m. and 137.15 m. LOA respectively. 


APPROACHES: Since South Patches lightvessel is missing, it is 
advisable to make for Elephant Point/Cox’s Bazaar, and then shape 
course to pass West of South Patches. Due allowance must be made 
for the state and rate of tide. In this area, the tide runs in a North-South 
direction. 

Once it is ascertained that the vessei is West of South Patches, course 
can be shaped to pass 8-9 miles off Kutubdia Lighthouse. The buoys 
indicating the channel to Chittagong Outer Anchorage are mostly out of 
place or missing and cannot be relied upon. The buoys are unlit and 
without radar reflectors and navigating in their vicinity during hours of 
darkness can be hazardous. 

Vessels must reach pilot grounds at mouth of River Karnaphuli 3 hours 
before high water of a particular tide. Both tides used for handling 
vessels. 


ANCHORAGE: The Anchorage is considered safe and the holding 
ground is good. The bed of the river is soft mud and is harmless in case 
of grounding. 

Holding ground off Kutubdia fairly good but strong tides render it 
necessary to pay-out extra length of cable. 

Spring tides at outer anchorage are very strong (6 to 8 knots) and at 
times of freshets the rate may be more. It is advisable to keep engines 
ready at all times during Spring tides, and maintain continuous and 
efficient anchor watches. 

Ship Masters approaching Chittagong Roads are advised not to 
attempt to cross bow of vessels at anchor/underway to avoid drifting on 
them resulting in probable collision in view of the prevailing strong 
current at Outer Anchorage. However, if it is inevitable to cross, Ship 
Masters may do so with caution by giving a wide berth to the vessel at 
anchor/underway considering the minimum velocity of the current being 
6 knots and other marine factors. 

He mess at the outer anchorage should maintain a deck watch forward 
and aft. 


RESTRICTIONS: Night sailings both inward and outward are permitted, 
however with restriction on the vessels of up to 164.6 m. length for 
outward and 173.2 m. for inward. Night sailing not permitted for vessels 
with the bridge on the bow, vessels with the bridge aft are allowed but 
only up to 152.4 m. in length. 

Draft: Normally between 7.5 m. and 9.14 _m., depending on state of 
Karnaphuli draft restrictions. Published monthly. 

Power Lines: The minimum clearance of Power Transmission Lines 
crossing over the River Karnaphuli from CPA Dock Office Tower — 
21 (approx. Lat. 22° 18.04’ N., Long. 91° 48.47’ E.) on the opposite bank 
of the River Karnaphuli is 52 m. from jetty level and the transmission 
lines are charged at 132 kV. Mariners are advised to navigate with 
caution. 
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MAX. SIZE: Anticipated safe drafts are predicted three months in 
advance. The depth of water over the Outer, Inner and Gupta Bars is 
maintained at 4.42 m. at low water throughout the year. The bars are 
situated at distances of half, one and 4.75 miles from the entrance. In 
order to calculate the draft for entering and leaving port, the depth of 
4.42 m. over the bars is added to the height of water in the tide tables 
for day tides. Also see “Tankers”. 

Shipmaster’s Report: 1985. 

Vessel with deep draft must go in on full tide and advice on this should 
be sought from a local source (Agent), and not rely on tables only, as 
local factors may affect the tidal situation considerably. 

HEALTH: All vessels must send the standard quarantine messages by 
radio. Vessels which have touched ports between Port Sudan and 
Durban, on the East Coast of Africa including these two ports, or any 
other yellow fever port or other port on the continent of Africa, or ports 
which are declared from time to time as quarantine areas, are suspected 
vessels on account of yellow fever or jigger, or other infectious disease 
as the case may be and may not have communication with the shore 
till declared by the Port Health Officer, who attends only between sunrise 
and sunset, except in special circumstances. The incubation period for 
yellow fever is 9 days, but vessels arriving later than 9 days are still not 
free from quarantine because there is no incubation period for jigger. 
RADIO: Chittagong Radio Control. MF/RT distress frequency 2182 kHz. 
SSB equipment with 200 mile range also available. 

Arrival Advice: ETA advice should reach Agents 72 hours and 
confirmation cable at least 24 hours before arrival at the Pilot Station. 
While advising ETA Masters should bear in mind that W/T messages 
generally take minimum 12 hours to reach Agents. 

The radio message should contain the following information: 

1. Name of vessel. 

2. ETA Pilot Station. 

3. g.r.t: 

4. n.r.t. 

5. d.w.t. 

6. Length. 

7. Date and Hour sailed last Port of Call. 

8. Quantity and description of cargo to discharge. 

9. Next Port of Call. 

10. Classification of Vessel and Nature of cargo carried. 
11. Name of Master. 
12. Max. arrival fresh water draft. 

VHF: Port VHF Service: The Harbour Master can be contacted day and 
night on Channels 16 and 12. Calls may be connected to the public 
telephone system via Channel 27. 

Private VHF Service: 


(i) Location: Port Office. 
Call Sign: “Port Radio Control”. 
Position: Lat. 22° 19’ 30” N., Long. 91° 50’ 00” E. 
Watchkeeping: From 0830 — 1700 hrs. continuous. 
Frequency: 156.80 MHz. 
(ii) Location: Port Signal Station. 
Call Sign: ARH 24. 
Position: Lat. 22° 14’ 03" N., Long. 91° 50’ 34” E. 
Watchkeeping: (i) Duration of daylight Flood tide: beginning 
every hour. 
(ii) Duration of night Flood tide only when ship- 
movements are being performed: every half 
hour. 
Frequency: 156.80 MHz (Channel 16) (short range about 
7 miles from Pilot Station to Anchorage). 
(iii) Location: Pilot Vessel: Capt. Fuhrmann P.V. Rahnuma 
Call Sign: AQEG. 
Watchkeeping: (i) Duration of daylight Flood tide: every half an 
hour. 
(ii) AS above. 
Frequency: 156.80 MHz (Channel 16). 
(iv) Location: Patrol Tugs Kandari 7 and Kandari 8. 
(S. T. Khalid — under repair). 
Call Sign: AQEF. 
Watchkeeping: (i) Duration of daylight Flood tide: every half an 
hour. 
(ii) AS above. 
Frequency: 156.80 MHz (Channel 16). 
(v) Location: Sea-Tug “Suljuq”. 
Call Sign: AQEP. 
Watchkeeping: Duration of daylight Flood tide and in 
emergencies. 
Frequency: 2182 kHz. 


Remarks: Vessel should shift to some other Channel after contact has 
been made on Channel 16 (International Frequency 156.80 MHz). 

A cable to be sent to Port Health Officer before arrival requesting free 
pratique, stating issuance date of Derat (Exemption) Certificate. 
RADAR: No service available. 

TUGS: Available, under direction of Pilot. 


BERTHING: Chittagong port has 17 jetties (including 2 pontoon jetties) 
provided with shore cranes and railway tracks and with transit sheds. 
Vessels up to 186 m. LOA with day's draft may be berthed at a concrete 
main jetty. Depth of jetty berths range from 7.01 m. to 9.14 m. and depth 
at moorings ranges from 6.24 m. to 9.19 m. and above. Besides above 
jetties, there are jetties for the following: 

Grain Silo Jetty: Grain silo has storage capacity of 170,000 tonnes, 
equipped with necessary equipment for unloading, storing from ship's 
tackle direct. Vessels up to 186 m. LOA can take berth at the jetty. 
T.S.P. Jetty: Triple Super Phosphate Complex having storage capacity 
of 127,500 tonnes has been constructed adjacent to TSP Jetty and is 
equipped with necessary equipment for unloading/storing rock 
phosphate from ship's tackle direct. Vessels up to 175.25 m. are able 
to berth at TSP Jetty. 


Cement Clinker Jetty: Cement clinker plant having storage capacity of 
40,800 tonnes is adjacent to Chittagong Cement Clinker Jetty. The jetty 
is equipped with necessary equipment for unloading/storing cement 
clinker direct from ship's tackle. Vessels up to 175.25 m. are able to 
berth at the Cement Clinker Jetty. 

Further there are 9 river moorings, out of which River Moorings 
Nos. 4, 5 and 6 are equipped with pontoons and shore connections for 
oil in bulk and River Mooring No. 7 for crude oil discharge in bulk. 
River Moorings Nos. 2, 3 and 8 are for dry cargo for overside work. 
River Mooring No. 9 is for repair of vessel/lay-by berth. River Mooring 
No. 10 for LASH vessels. 

Container yard of 14,108.55 sq.m. and back-up yard facilities are 
available for handling container/container cargo vessels. Further there 
is one lighter jetty for vessels up to 70 m. with dry cargo and 5 lighter 
jetties for coastal and inland vessels/tankers. 

CRANES: Variety of cargo handling equipment, maximum lifting 
capacity 125 tons. 

TANKERS: Crude oil tankers up to a draft of 10.36 m. can be handled 
at the Outer Anchorage. 

Clean tankers enter the river and berth at petroleum jetties inside the 
port, restricted to length of 170.73 m. overall, and subject to published 
river draft. 

Tankers up to 60,000 d.w.t. discharge into lighters at Kutubdia 
anchorage where depth is 7 fathoms. 

Also see “Shipmaster’s Report” — May 1986. 

MEDICAL: Doctors and Hospital facilities available. 

DENSITY: From 1000 to 1004. 

FRESH WATER: Available from quays. Also available at outer 
anchorage. Require 3 — 4 days notice. Capacity of water barge about 
500 tons. Supply daylight hours only. 

FUEL: All grades available at oil berths. Otherwise supplied by barge. 
The Government have occasionally suspended sale of bunkers to 
foreign vessels. 

DRY DOCK: Construction of a dry dock is in progress. 

REPAIRS: Facilities for repairs available. Ships’ engines may not be 
dismantled or immobilised whilst at berths or moorings without the prior 
sanction of the Port Authority. 

HATCHES: Opened by ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes or 0.5 Ib. of tobacco and 
1 bottle of wine/spirit per week per man or 2 pints of beer per day. 
REPATRIATION: Possible. 

STEVEDORES: Available through Agent. Working hours: Monday to 
Thursday and Saturday day shift, 0730 — 1200 and 1330 — 1700 hrs. 
Night shift, including Friday 2000 — 2400 and 0000 — 0400 hrs. Friday, 
day shift, 0700 — 1200 and 1400 — 1700 hrs. 

HOLIDAYS: Eid-e-Milad, Shaheed Day, Independence Day, Bengali 
New Year, May Day, Buddhu Purnima, Shabe Barat, Jamatul Wida, Eid- 
ul-Fitr, Durga Puja, Revolution Day, Eid-ul-Azha, Muharram, Victory 
Day, Christmas. 

POLICE/AMBULANCE/FIRE: Call ‘Port Control’, Channels 12 and 16, 
call sign “S2YA” or Tel: 505021/505041. 

CARGO GEAR CERTIFICATES: International Cargo Gear Test 
Certificates not more than 12 months old must be presented to the Dock 
Labour Inspector before a vessel is allowed to use derricks/winches. 
Annealing and testing of gear at Chittagong is an expensive process. 
In certain cases dispensation can be obtained at the discretion of the 
Dock Labour Inspector. 

AIRPORT: Patenga Airport about 5 miles from city. 

SHORE LEAVE: Allowed, prior permission from Immigration arranged 
by Agent. 

GENERAL: Berthing Priority: All concerned are reminded that vessels 
loading/carrying cargo/mixed-up cargo or loading/carrying cargo in less 
than 3 holds, or unequally stowed in more than 3 holds, or with in- 
operative ships derrick, will be classed as Grade-II ships and shall be 
given berth conveniently, and if required, shall be shifted to another 
berth/mooring or outer anchorge convenient to the Port Authority. 

Frequent breakdown in the machinery and engine of a ship, will also 
entail her being classed as Grade-II ship and the consideration for 
priorities will rest on the Administration. 

This will be strictly followed with effect from January 1st, 1984, and 
no further consideration will be entertained from that date. 
Hydrological and Hydrographical Data: The width of the navigation 
channel (5.49 contour) varies from place to place. Effective width is 
between 243.90 m. to 304.88 m. A minimum channel width of 250 m. is 
maintained. 


Tidal Works: At Patenga 3.35 m. 
At Khal (Channel) No. 10 2.74 m. 
At Sadarghat 2.29 m. 


Max. velocity of current opposite Khal (Channel) No. 10: 
Spring Tides (S.W. Monsoon): 4.5 to 5.5 knots 
Neap Tides (S.W. Monsoon): 2.5 to 3.5 knots 
Spring Tides (Winter Months): up to 3 knots 
Neap Tides (Winter Months): up to 2 knots 
Freshet Ebbs (Winter Months): up to 8 knots 
Meteorological Data: 
Temperature: 32.10°C Max., 13.40°C Min. 
Rainfall: 24.25 Max., 0.10 Min. 
Normal Pressure: 


1018.80 Max. 0000 GMT. 
1000.90 Min. at 0600 hrs. 
1016.20 Max. { 0300 GMT. 
1002.30 3=Min. 0900 hrs. 
1013.00 Max. f 1200 GMT. 
1000.00 Min. \ 1800 hrs. 


The following cautionary notice has been issued by the Chittagong 
Harbour Master: 

“Shipmasters trading to Chittagong are informed that a hot sultry day/ 
afternoon, followed by “Still” air conditions in the early evening, usually 
result in thunderstorms. The peculiarity of these thunderstorms is that 
they approach from the North and West in the form of a line squall, and 
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are accompanied by intense lightning activity, thunder, rain and cyclonic 
rotation winds which may reach a velocity upwards of 50 knots. 

When percursory signs of such a “North-Wester” storm exist 
shipmaster's must exercise great caution, have a responsible Officer on 
watch and attend carefully to moorings. Vessels at fixed moorings and 
pontoon jetties must exercise extreme caution when a North-Wester 
storm is blowing.” 

Mooring: Vessels moored alongside the pontoon jetty and vessels 
moored alongside each other must ensure that adequate numbers of 
rat guards are used to prevent movement of rats between ship/shore 
and ship/ship. 

TIME: GMT plus 6 hours. 

DEVELOPMENTS: Two multi-purpose berths of length 450m. and 
10.0 m. depth with back-up facilities are located downstream of No. 13 
Berth to cater for the increased flow of containers. More cargo handling 
equipment will be procured in phases (16 forklift trucks, 8 tractor-trailer 
units, 27 cranes — including 19 x 6 tons and 1 x 30 ton mobile). 

For maintenance or dredging of the navigational channel CPA is going 
to acquire a hopper dredger. Outer and inner bars to be dredged to 
9.1 m. and 7.1 m. respectively. 


SHIPMASTER'’S REPORT: September, 1979 

Pilotage: Pilot boards 2 miles W.S.W. of No. 1 Sea Buoy. 

Radio: Chittagong Radio Co. 

Radar: No Radar service. 

Restriction: Normally up to 7.5 m. depending on state of Karnaphuli draft 
restrictions, published every 4 months. 

General: At the anchorage vessels should strictly guard against river 
thieves who board the vessel to steal hawsers, drums and dunnage. 


SHIPMASTER’S REPORT: May 1986. 

The route from Singapore to Chittagong was passing Pu. Perak, South 
Preparis Channel thence West of South Patches thence passing 
Kutubdia Island keeping to the deepest water. When Kutubdia Island 
Light bearing 109.5°x7 miles course altered 014° to make for position: 
Lat. 22° 05.6’ N., Long. 91° 46.2’ E. and from there into the Outer 
Anchorage. In this last area the minimum chartered depth is 8.5 m. 
therefore with the vessel on even keel draft of 10.95 m. (FW) required 
to stage across the shallows on the tide. 

The S.W. monsoon had set in giving Westerly Force 4 winds in the 
Anamdan Sea and S.W. Force 4 —5 in the Bay of Bengal with a confused 
S.W./N.W. swell. There was a strong Southerly — going current in the 
Bay of Bengal. The swell decreased considerably after passing South 
Patches. 

The vessel anchored to await HW to cross the shallows in position 
Kutubdia Light bearing 046° 15.04 miles. There was another vessel 
anchored nearby on the position previously chosen. Unable to raise 
Chittagong on VHF from this position. After anchoring the wind veered 
N.W. and several squalls passed in the next few hours with gusts up to 
Force 9 — 10. These having passed through Chittagong Anchorage 
earlier. 

The next morning proved fine with light winds and little swell and with 
HW at Chittagong 0840 hrs. (3.4 m.); Kutubdia Is. 0642 hrs. (3.25 m.); 
Normans Point 0717 hrs. (3.60 m.) aimed to cross the shallows with one 
metre under keel clearance and pass position: Lat. 22° 03’ N., Long. 
91° 45’ E. at 0700 hrs. at the top of HW, allowing 0.25 m. for swell and 
0.2 m. for squat at 6 knots. The density off Kutubdia Island was 1015. 

The under keel clearance was not identified as the Sal Accord ceased 

to function under 2.0 m. (its minimum) and the chart recorder trace 
disappeared into the base line noise even at minimum settings. The 
seascape hovered around the one metre but when crossing the bar later 
did not give the same 1 ft. under keel clearance that was known from 
the tide guage. 
Lightening Operations: The vessel anchored in Chittagong outer 
anchorage ‘A’ at 0840 hrs. in position Patenga Beacon 091°3.1’. There 
were quite a few ships anchored in and outside this anchorage, mostly 
lightening, but there was room to have sufficient water under the vessel 
at LW and have 5 cables clear of other ships. Estimate the maximum 
current was 4 knots but no problems experienced with 6 shackles in the 
water. 

The first coaster arrived at 1050 hrs. with the Agent and Shore Officials 
onboard. After ullaging and sampling the cargo, gas/oil parcel, was 
started at 1310 hrs. Several coasters were used working both sides of 
the vessel and 11 trips were made. The vessels varied in size from 
850—1,000 tons with one coaster of 1,500 tons. 

Hoses were brought out with the first coasters and appeared in good 
condition but one set had obviously been used recently for black oils 
and although this was pointed out to the Shore Supervisor they were 
not changed. During the lightening to one of the coasters at the start, 
there was a blockage, which was found to be that one length of the hose 
had the inside stripped causing the blockage, this was changed and no 
further problems. The decks were well manned throughout the 
operations and there was no evidence of any smoking on the coasters. 
The discharge rates varied as the the requirements of the different 
vessels, but each side was given a separate line and tank so that 
quantities could be accurately measured onboard. 

These coasters usually only use car tyre fenders when lightening 
vessels. Their shoulder is well padded with tyres and then more spread 
at intervals along the sides. The first coasters arrived with additional 
fenders made up from floating hoses. Originally one for each side. One 
being sufficient for the smaller vessels as their parallel body is short 
when in the light condition and subject to the most movement. | would 
have preferred two of these fenders for the larger vessel M.T. ‘Doel’ but 
the wire pennant parted while being brought off. As it happened the M.T. 
‘Doel’ was well handled throughout and with their ropes being well 
tended there were no problems in just using one fender. The coasters, 
because they normally use the tyre fenders, were not well protected on 
the quarters but this was soon rectified by moving some of the tyres and 
having additional ones supplied. The hose fenders were fitted with 
polypropylene rope pennants shackled to a wire strop attached to each 
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end of the hose. These did give problems caused by snatching with the 
movement and was solved by having them made fast to the coaster and 
ends passed over to us when they left to pass to the next vessel. 

The weather was variable during the lightening but mostly the wind 

Southerly Force 4/5, this being near fore and aft caused the coasters 
to lay well alongside and to pitch rather than corkscrew, thus there was 
no danger from their superstructures. Once the wind veered to the N.W. 
and freshened to Force 7 gusting to Force 9 giving a rough sea. Luckily 
there were no vessels alongside at the time. This occurred at the change 
of tide and caused the vessel to sheer about as the squalls came through 
the anchorage. The rain squalls can be easily seen on the radar at 
30 miles and seem to occur in the early evening, so the radar can give 
adequate warning. 
The River Passage and Berth: Once the lightening has been completed 
the vessel has to wait for a daylight high tide to cross the bar into the 
river. The berthing programme can be obtained from Port Control by 
VHF after 1600 hrs. on the previous evening. On this occasion the 
notified Pilot boarding time was given as 0730 hrs. We had planned on 
being ready to weigh anchor at 0645 but at 0600 hrs. Port Control 
ordered us to heave up and come in for the Pilot. We were ready so 
we weighed and the Pilot boarded at 0704 hrs. (pilot ladder needs to be 
3 m. above the water as the Pilot boards from a large tug). We then had 
to wait along with the other vessels at the pilot station all stemming the 
current until 0825 hrs. when there was sufficient water on the bar for us 
to cross. The Pilot had been keeping in contact with the Signal Station 
on VHF as the Signal Station monitors the tide guage. 

Once the bar is crossed the river passage is quick. When off the berth 
the vessel is turned short round to starboard and may require the use 
of the starboard anchor. The turn is helped by a tug but this pushes and 
does not make fast. Once the vessel is round and stemming the tide 
the port anchor is made ready and when in position for the berth it is 
let go. The starboard head line is then run to the port head buoy. Then 
the port head line to the starboard buoy and the vessel is heaved across 
the berth into position while the after lines are run in the same fashion. 
Engines are required to prevent the vessel falling back on to the aft 
buoys. The final moorings are 3 lines each side to the opposite buoy 
thus 6 lines crossed each end. 

The hoses come from a floating pontoon that is moored with another 
that is brought round to be between the pontoon and the ship. Access 
is by boat from shore. 4 extra men are supplied at the berth to help with 
the moorings and there are 2 mooring boats and a launch. 6 watchmen 
were supplied at the anchorage from the start and stayed with the ship 
in the anchorage and on the berth. The watchmen did a fair job and the 
vessel had no problems with thieves. 

The Agents’ telex was only working intermittently but found we could 
pass messsages via their branch office in Dhakra. Also found that the 
3 VHF stations for the port had calling frequency VHF Channel 16 they 
then went to the working channel, mostly Channel 12, but often they 
had to be contacted on the working channel. Chittagong Radio calling 
is Channel 16 and working 24/26; was weak but workable. 

While lightening there was difficulty for the Supervisors as there is no 
direct contact with the installation other than making a link call. However, 
one of the coasters has VHF and if it can be persuaded to keep it on 
then some sort of contact can be maintained. 


AUTHORITY: Chittagong Port Authority, Bandar Bhaban, 
P.O.Box 2013, Chittagong, Bangladesh. Telex: 66264 Port BJ. Cables: 
Potasraya. 


MONGLA (Bagerhat), formerly Chalna Port: 
22.29 N. 89.36 E. (See Plan) 


PORT LIMITS: To the North: A line drawn due East-West from a point 
in position Lat. 22° 38’ 00” N., Long. 89° 20’ 00" E. to a point in position 
Lat. 22° 38’ 00” N., Long. 89° 40’ 00” E. 

To the South: A line drawn due East-West from a point in position Lat. 
21° 27' 00” N., Long. 89° 20'00"”E. to a point in position Lat. 
21° 27' 00” N., Long. 89° 40’ 00” E. 

To the East: A line joining the point in position Lat. 22° 38’ 00" N., Long. 
89° 40'00"E. to a point in position Lat. 21°27'00"N., Long. 
89° 40’ 00” E. 

To the West: A line joining the point in position Lat. 22° 38’ 00” N., Long. 
89° 20' 00” E. with the point in position Lat. 21° 27’ 00"N., Long. 
89° 20' 00” E. 

The centre of the permanent port jetty is in position Lat. 22° 29.32’ N., 

Long. 89° 35.57’ E. 

DOCUMENTS: See “Chittagong”. 

ARRIVAL ADVICE: Inward ships must present themselves at Mongla 
Fairway Buoy at least 3 hours before HW at Hiron Point to enter on a 
particular day. 

The Master should send the following information to port via Khulna 
Radio call sign S3E and pilot station call sign S3K 24 hours prior to 
arrival at Mongla Fairway Buoy. 

. ETA Mongla Fairway Buoy. 

. Fresh water draft. 

Speed available. 

. Vessel’s length. 

. Vessel’s gross tonnage. 

. Fresh water requirements. 

. Flag of vessel. 

. Local Agent. 

APPROACHES: Approaching from the East vessels should carefully 
monitor soundings and try to stay between the 10 and 20 fathom lines 
and alter course to North when at swatch of no ground. Vessels should 
sight Mongla Fairway Buoy (FI. 1 long 10 sec. with Racon (M)) on this 
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course and should then contact pilot station for further instructions. Due 
care should be taken to appreciate the tide condition because vessels 
have been known to drift North/Northwest during strong floods and run 
aground in the shallows. Approaching from the West, vessels should 
manoeuvre to keep to the South of the 20 fathom line and steer a course 
of about 045°(T) when Western end of swatch of no ground is reached. 
This course will take the vessel to Mongla Fairway Buoy. Due care 
should be taken to guard against Northerly set during flood times. When 
approaching from S.E. or S.W. similar action as before should be taken 
on reaching the edges of swatch of no ground. Due care should be given 
to avoid the wreck of m.v. “Cherry Laju” in position Lat. 21° 26.4’ N., 
Long. 89° 30.2’ E. 

PILOTAGE: Compulsory. Master should in addition to usual ETA to 
Agents keep in touch with pilot vessel stationed at Hiron Point about 45 
miles from the base calling S3K. Pilot vessels are equipped with radio 
and maintain regular watches on 500 kHz from 0600 to 0800, 1000 to 
1200, 1400 to 1600 and 1800 to 2000 hrs. local time. If a message is 
not being picked up, by Khulna Radio call sign S3E, it should be relayed 
through Chittagong Radio or the pilot vessel. 

Ships over 17 ft. draft are usually piloted on the flood to cross the bar 
and the pilot vessel, which has been in contact with the incoming ship, 
leaves from Hiron Point in time to coincide with the arrival of the vessel 
at the pilotage ground, situated about 5 cables S.W. of B-18 Buoy where 
ships can anchor. The channel from Fairway up to the B-18 Buoy has 
been marked with lighted buoys and pilotage is carried out by the Master. 

In rough weather and especially during the monsoon, ships are led 
into calm waters by the pilot vessel, which maintains close radio contact, 
and Pilots board inside the river. 

Night navigation is allowed for vessels up to 450 ft. in length subject 
to the following conditions:— 

(a) Ship's radar, gyro-compass, steering system should be in perfect 
working order. 

(b) Weather conditions should be good. 

(c) Booking for sailing should be done at least 24 hours in advance. 

(d) Minimum manoeuvring speed should be 10 knots. 

(e) Maximum draft allowed 21 ft. 

(f) A boat will be employed with a searchlight to remove all country 
boats, barges and any other obstacles in the channel within the harbour 
limit. 

ANCHORAGE: Mongla port consists of a sheltered deep-water 
anchorage at Mongla on Pussur River. 

Depth of water 19 ft. to 45 ft. at LLWD. Distance from sea 65 miles. 
RESTRICTIONS: Entrance to the Pussur River is about 6 miles wide at 
the mouth and has a bar over about 5 miles where the depth is 3 fathoms. 
MAX. SIZE: Ships drawing up to 7 m. can cross the bar in all seasons. 
In S.W. monsoons vessels up to 8.0 m. can be accommodated on spring 
tide. Also see “General”. 

HEALTH: On arrival at the mouth of the Pussur River, vessels are 
required to radio “Quarantine” Khulna, giving health report, to avoid 
difficulties with Port Health Authorities. 

RADIO: At present coast station Khulna Radio of Telegraph and 
Telephone Dept. maintain 24 hours W/T watch on 500 kHz call sign 
(S3E). In addition to the T & T system, the port has harbour control 
station (call sign S3K) at Mongla and pilot station (call sign S3K) at Hiron 
Point to maintain 24 hours W/T watch on 500 kHz. The station at Hiron 
Point guides incoming and outgoing vessels from fairway to pilot grounds 
and vice versa and remains in touch with Khulna Radio, Mongla S3H 
and ships anchored at Hiron Point for movement of Pilots, mooring of 
vessels, etc. 

VHF: The pilot station and harbour control of Khulna and Mongla are 
equipped with VHF Channel 16. 

TUGS: 3 powerful tugs available to assist in emergency. Not required 
for berthing. 

BERTHING: 8 swinging moorings and 18 anchor berths. 5 jetties also 
available. 

CRANES: Cranes of 3, 5, 40 and 100 tons are available at the new 
jetties. 

STEVEDORES: Plenty of labourers available. 

TANKERS: Oil is not handled at the port at the present time. 
DENSITY: The density of water at the Outer Bar varies from 1005 to 
1025 and at Mongla from 1002 to 1015. 

FRESH WATER: Available by barges. 

FUEL: Fuel oil can be arranged in limited quantities if sufficient advanced 
notice given. 

FIRE PRECAUTIONS: Fire fighting tugs are available. 

CONSULS: None. 

REPAIRS: Minor repairs can be arranged through Khulna shipyard. 
DRY DOCKS: A dry dock for sea-going vessels is under construction 
at Chittagong. 

SURVEYORS: Llioyds/NKK. P&I Club and private surveyors are 
available at Khulna. 

TIME: Six hours difference exists between GMT and local time. 
HOLIDAYS: Eid-ul Azha, Moharram, Eid-I-Miladun Nabi, Independence 
Day, Jamat-ul-Bida, Eid-ul-Fitr, depending on the sighting of moons 
calculated in the basis of moon months. 
POLICE/AMBULANCE/FIRE: Police telephone number 222 and for 
other purposes Assistant Harbour Master's telephone No. 61460 is 
available. 

TELEPHONES: No arrangement is available at the anchorage for 
placing telephones on board the vessels. 

SHORE LEAVE: Crew members of foreign vessels are allowed to 
disembark ashore subject to Immigration permission. 
GANGWAY/DECK WATCHMAN: On receipt of orders from the Master 
the Stevedores will arrange to supply watchmen by day and night. 
Piracy: Acts of piracy have taken place at the port. 

HATCHES: Opening and closing of hatches is normally carried out by 
the stevedores. 

CARGO GEAR: Goods loaded and unloaded by the ship's gear, 
handling equipment and crane available at the port jetty. 


REPATRIATION: Local shipping Agents are responsible for arranging 
repatriation of the crew. 

AIRPORT: Jessore, which is 70 miles from the port. 
IDENTIFICATION CARDS: Seaman's’ Book is 
identification. 


sufficient for 


REGULATIONS: Crew members are not allowed to undertake chipping 
painting of vessels whilst in the port. This is to be done by licenced 
contractors. 


DELAYS: No unusual delay in the port. 

GENERAL: Port of Mongla Authority 

INSTRUCTIONS FOR MASTERS OF VESSELS: 

1. As these are fresh water drafts, the incoming ships should give 
necessary allowance. The outgoing ships may have to leave 
anchorage a day earlier to take advantage of next A.M. tide at 
Outer bar. 

2. Inward ships must present themselves at Fairway Buoy at least 
3 hours before high water at Hiron Point to enter on a 
particular day. 

3. Masters should send the following information to Port Khulna, via 
Khulna Radio (call sign S3E) and pilot station S3K, 24 hours prior 
to arrival at Mongla Fairway Buoy: (a) ETA Mongla Fairway Buoy; 
(b) fresh water drafts on arrival; (c) anticipated fresh water drafts 
at the time of sailing; (d) speed available; (e) length; (f) gross 
tonnage; (g) fresh water requirements; (h) nationality; (i) local 
Agents. 

In addition to Khulna Radio (call sign S3E) Harbour Control 
Station (call sign S3H) and pilot station (call sign S3K), maintain 
24 hours W/T watch on 500 kHz. The ships are strictly to follow 
the instructions given by the Pilot while crossing the Outer Bar 
and anchor 5 cables S.W. of B-18 Buoy at Hiron Point and wait 
for the Pilot. The time of crossing the Outer Bar is given by the 
pilot station under instructions from the Pilot. QTG service 
available. VHF on Channels 16 and 11 available at pilot station 
Hiron Point, Harbour Control Mongla and Port Control Khulna. 

4. Important: Ships due to enter must keep W/T and VHF Channel 
16 watch while crossing Outer Bar and International Radio watch 
while waiting for Pilot at Hiron Point and in the vicinity of Fairway 
Buoy. Whilst navigating in Port Limits, W/T and VHF Channel 16 
watch would be maintained as advised by Pilot. 

5. All vessels entering port shall display their signal letters and the 
mooring/anchor berth in addition to pilot flags. They are also to 
display their signal letters while waiting for Pilot at Hiron Point 
and/or in the vicinity of Fairway Buoy. 

6. The Port can reduce these declared drafts without notice. 

7. Ship Owners and their Agents are advised to consult the Harbour 
Master's Office regarding incoming and outgoing deep draft 
vessels well in advance. 

8. Outward Ships of deep drafts will leave the anchorage with the 
first of flood at Mongla. 

9. Vessels entering or leaving Port must have full power on main 
engine and deck machinery and both anchors must be available 
for use at all times. 

10. Masters are advised to manoeuvre with great care and make good 
lee while receiving and disembarking Pilots. A neat and clean 
pilot ladder as specified in Merchant Shipping (Pilot Ladders) 
Rules 1967. Manropes and boat ropes should be ready on lee 
side. A responsible Officer must be present on the deck near the 
pilot ladder while Pilot boards/disembarks and a lifebuoy must be 
kept handy near the pilot embarkation/disembarkation point for 
emergency use and also bulwark ladder for climbing down on 
deck. 

11. In spring tides, ships of less than 10 knots shall not be permitted 
to transit the river. However, if permission is given under special 
circumstances, a suitable tug will have to be hired from the Port 
to escort the vessel within the Port limits. Requests for the tug 
must be made at least 24 hours in advance. 

12. In adverse weather if boarding is not possible at Hiron Point, the 
pilot vessel will lead incoming ships up to Sibsa (Akrampoint), 
where the Pilot will board in sheltered water. 

13. Vessels of 600 ft. length or more are required to have a tug 
Standing-by during in and outward river passage and if the length 
is more than 650 ft. a tug may be required to standby throughout 
her stay in the Port at the discretion of Port Authority. 

14. The length of vessels entering the Port is restricted to 750 ft. and 
may be increased depending on the season and circumstance of 
the case and normally only 2 vessels of more than 600 ft. can be 
accommodated at a time. 

15. Masters of the visiting vessels are advised to ensure that while 
their ships are in the anchorage, no Officer or crew travels to and 
from ships in native boat, sampan or any other boat, not 
authorised by the Port Authorities to ply in the anchorage for 
carrying passengers. 

16. Masters of the visiting vessels are also advised to post 3 
watchmen on duty, one on the forecastle, one aft and one on 
gangway all the time the ships are at the anchorage. The 
watchmen shall be provided with lifebuoys for use in emergency. 

17. While the vessels are in Port, the Masters are to ensure that no 
ship's crew is employed for chipping, painting and working 
overside. 

18. In port limits, wireless communication with any station except 
those operated by Port or Khulna Radio (S3E) is strictly 
prohibited. 

19. In case of emergency whilst at anchor/mooring in harbour limits, 
the Assistant Harbour Master should be immediately contacted: 
(a) by use of lamp signal to signal tower; (b) by W/T on 500 kHz, 
call sign S3H; (c) VHF Channel 16. 


BANGLADESH, People’s Republic of 


20. Masters of vessels are advised that more than 8 barges or 4 flats 
(one flat being equivalent to 2 barges) should not be allowed to 
lie alongside. Under adverse conditions, this permissible number 
may further be reduced. 

21. Whilst in anchorage limits, adequate anchor watch should be 
maintained and power on main engines and deck machinery 
should be available on immediate notice, specially during spring 
tides and inclement weather. 

22. Fire hoses should be rigged and water kept running when working 
Cargo of jute, jute goods and any other inflammable cargo. 

Harbour Master, Mongla Port Authority, Bagerhat. 


Requirements and Instructions for Securing to Single Swinging Buoy. 
1. Wire snotter. Length = 1 m. wire size = 10 mm. 
2. Slip wire with eyes. Length = 100 m. Wire size = 20 mm. 
3. Nylon mooring rope. Length = 100 m. 
4. 1 mooring shackle. 
5. 1 small shackle, 5 tons. 


Procedure for Preparing Chain for the Buoy (See ‘‘Plan’’) 
(a) Secure port anchor and break the chain. 
(b) Pass the mooring shackle through the last open link. 
(c) Pass the wire snotter through the 5th transverse link, counting 
from the chain end and then connect the eyes of the snotter with 
the small shackle. 
(d) Lower the chain through the fair lead or Panama lead from the 
port side, 2 transverse links into the water. 
(e) Lower the slip wire from the port side down to the water level. 
(f) Keep the nylon rope ready on the starboard side for lowering 
to the mooring party. 
(g) When the vessel is close to the Buoy pass the nylon line to 
the mooring boat and make fast the vessel to the buoy with the 
nylon mooring rope. 
(h) Connect the chain. 
(i) Pass the slip wire and make it fast, keep it slack so that the 
weight is taken by the anchor chain. 
(j) Let go the mooring rope and take it onboard. 


AUTHORITY: Mongla Port Authority, P.O. Burirdanga, Mongla, 
Bagerhat, Bangladesh. Tel: 62331, 61997, 60503. Telex: 27241 Mport 
BJ. Cables: Port Mongla. Contact: Md. Nazrul Hussain, Acting 
Chairman. Captain Azizul Hassan, Harbour Master. Te/: 60810, 61460, 
60503. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Barbados 


BRIDGETOWN: 13.06 N. 59.38 W. 


DOCUMENTS: 

8 copies Crew Lists. 

5 copies Passenger Lists. 

1 copy Health Certificate. 

4 copies Ship Particulars. 

1 copy Vaccination Report on Crew. 

1 copy Vaccination Report on Passengers. 

Derat Certificate. 

2 copies Manifest. 

1 copy Bill of Lading. 

1 copy Clearance from Last Port. 

2 copies Ship Stores List. 

2 copies Crew's Declaration List. 

1 copy Animal Declaration List. 

Vessel should be entered within 24 hours and articles deposited in 
Shipping Office if staying longer than 48 hours. 
Immigration: 

1. List of passengers: (a) in-transit; (b) landing. 

2. All disembarking passengers must fill out an E/D Card. 

3. List of Crew, and if necessary, list of crew who will be landing. 


(See Plan) 


PILOTAGE: Pilotage is compulsory for all vessels entering Bridgetown 
Harbour, except in cases of warships where pilotage is optional. Agents 
of vessels intending to visit the port are required give ETA as early as 
possible and to submit details on Form A in accordance with the 
Barbados Harbour's Regulations, 1961, and in advance of the vessel's 
arrival. Notification of arrival and request for services on Saturday should 
be known to the Harbour Master by 1100 hrs. local time on the previous 
Thursday if there is to be no delay. Notification of arrival and requests 
for services on Sundays should be made known to the Harbour Master 
by 1200 hrs. on the previous Friday if there is to be no delay. 

Pilot Station: Located 0.8 km. West of Fairway Buoy (Admiralty Chart 
No. 502). There is no alternative station in bad weather. Usual Jacob's 
ladder in good condition should be rigged on port side of vessel when 
approaching the harbour. 

Signal for pilot boat — International Code Letter ‘‘G” by day. Blue light 
by night. Call and watch on VHF Channel 12 — 156.60 MHz and HF — 
SSB 2182 kHz. Pilotage vessels, (power driven launches) are 
approximately 10 m. in length. One launch is painted grey and two 
launches are painted blue, white and gold. 

ANCHORAGES: Quarantine Anchorage as indicated Admiralty Chart 
502. Explosive anchorage as indicated on chart. Carlisle Bay Anchorage 
see Chart 502. 

RESTRICTIONS: Bridgetown Deep Water Harbour offers 24 hours 
service to ships with draft up to 9.6 m. 

Tankers: May enter and leave any stage of tide, day or night, except 
Needham's Point where daylight berthing only. 

MAX. SIZE: Max. length permitted in Deep Water Harbour 244 m. 
Vessels of greater length allowed to berth if fitted with bow thruster (up 
to 293 m.). Draft 9.6 m. Oil Carriers Pier outside Deep Water Harbour 
max. draft 11.6 m. 

Also see “Tankers”. : 
HEALTH: Pratique may be obtained by radio or from Pilot or Health 
Officer on arrival. In case of suspected disease Port Doctor should be 
notified by radio through Agents. 

Procedure for Granting of Pratique: 

1. The radio request should be sent not more than 18 hours and 
not less than 4 hours before the expected time of arrival. 

2. The message should be addressed to the Shipping Agent, who 
will inform the Medical Officer of Health (Port) of the contents of 
the Message. 

3. The Medical Officer of Health will inform the Shipping Agent 
whether or not Pratique is granted, and the Shipping Agent will 
inform the Master, by radio, of the decision. 

4. The Medical Officer of Health wiil inform the Officer on duty at 
the Signal Station whether or not Radio Pratique has been 
granted, and the Officer on duty at the Signal Station will inform 
the Berthing Master and the Public Health Inspector of the 
decision of the Medical Officer of Health. 

5. The Berthing Master on boarding a ship which has been granted 
Radio Pratique will authorise lowering of “Q” flag, if still flying. 

6. The Berthing Master on boarding a ship which has not requested 
Radio Pratique will inquire as to the presence of any illness in 
the ship; if there is no illness, he will grant Pratique in his capacity 
of Visiting Officer, and will ensure that the ‘'Q’”’ flag is lowered. 

7. If Radio Pratique has been refused or if the Berthing Master is 
informed that there is illness in the ship, the “Q" flag must be 
kept flying and the Public Health Inspector will board the ship, 
and if satisfied will grant Pratique; if he is not satisfied he will 
refer the matter to the Medical Officer of Health (Port). 

8. Disembarking passengers (not passengers in transit) and any 
Crew members being signed off will be kept segregated on the 
ship until their Vaccination Certificates have been inspected by 
the Public Health Inspector. 

9. No person except the Berthing Master, the Public Health 
Inspector, the Medical Officer of Health or the Immigration Officer 
will be permitted to board a ship before Pratique has been 
granted. The granting of Pratique is indicated by the lowering of 
the “Q” flag. 

Notes: From the foregoing it will be seen: 

(i) that healthy ships will be granted Pratique either by radio or 
by the Berthing Master; 

(ii) that ships with any illness on board will be granted Pratique 
by the Public Health Inspector or the Medical Officer of 
Health; 
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(iii) that the Public Health Inspector will board a ship for the 
following reasons only: 
a. when Radio Pratique has not been granted and the 
Berthing Master cannot grant Pratique; 
b. to inspect Vaccination Certificates of disembarking (not 
in-transit) passengers and signed off crew members. 
(iv) that to avoid misunderstanding and delay the “Q” flag must 
be lowered as soon as Pratique is granted. 

10. A ship with disembarking passengers may be granted Pratique 
and permitted to work e.g. load or unload cargo, provided that 
disembarking passengers are kept segregated on the ship until 
Vaccination Certificates have been inspected and immigration 
formalities completed. 

RADIO: Cable and Wireless, Barbados Radio: Call sign 8 PO. 24 hours 
watch is maintained on 500 kHz. ETA to include name and nationality 
of Master, number and nationality of crew. Name of last and following 
ports of call and quantity and grades of cargo to be discharged, if any. 
VHF: Barbados Radio VHF Channels 16 and 26. Barbados Port 
Department VHF Channels 12 and 16. 
TUGS: Two tugs available namely “Barbados” and “Culpepper” 1,700 
and 1,500 h.p. respectively. 2 tugs for vessels of 20,000 n.r.t. or over, 
and 1 tug for vessels of 10,000 n.r.t. or over or 167.64 m. in length. The 
tug will meet the ship at the entrance to the harbour. For vessels under 
550 ft. in length having bow thrusters the tug will be optional. 
BERTHING: Harbour is situated on the North-Western side of Carlisle 
Bay, approximately 0.75 miles (1.21 km.) N.W. of the Molehead of the 
careenage. The harbour is dredged to 9.75 m. LWOST and was 
constructed by joining Pelican Island to the Mainland by reclamation, 
providing 702 m. of quay space and 829 m. of protective breakwater, 
and offering berths for eight ocean-going vessels. All berths are 
equipped to supply fresh water, bunker fuel and telephone service. 
erth 


Length Width Depth Remarks 
(m.) (m.) (m.) 

No. 1 152 23 9.7 

Nos. 2 and 3 366 15 9.7 

No. 4 184° 24 9.7 Container berth. 
*215 m. with 
dolphins. 

Breakwater 522 outer arm 9.3 9.7 Passenger 
vessels. 

307 inner arm _— 9.7. Bulk sugar and 

molasses. 

Shallow Draft 156 15.2 6.7 Inter-island 
vessels, max. 
draft 6.8 m. 

Bulk Handling dolphins = 11.5 Max. LOA 

Facility 183m. 

Black Rock — _ — Max. LOA 
122 m., max. 
draft 7.5 m. 

Spring Garden — _ — Max. LOA 
103 m., max. 
draft 4.9 m. 


Cold Storage Facilities: Cold Storage facilities of the Port of Bridgetown 
are supplied by BICO Ltd., who are sub-contracted by the Barbados 
Port Authority to handle all locally consigned and Trans-shipment reefer 
cargoes . 

The facility abounds the Harbour perimeter and has four receiving 
doors. 

4x 20 ft. reefer containers may be stripped simultaneously or 2 x 20 ft. 
and 2x40 ft. containers. The receiving rate is in excess of 350 tonnes 
per day. 

Storage capacity is 2,100 tonnes frozen (— 18°C), 300 tonnes chilled 
cargo (+2°C). 

Cargo movements are effected by seven Clark 1.5 tonne capacity 
Forklift Trucks. 

Power supply is guaranteed by ‘Ring’ circuit feed supplemented by 

standby generator. 
CONTAINER HANDLING FACILITIES: The extensions to the Harbour 
were completed in 1978 and included the provision of a Container Berth, 
a Container Shed and an open land area for the development of a 
Container Stacking Park and other ancillary requirements for the making 
of a Container Terminal. 

Phase | of the development of this area was completed in 1980 and 
included the paving and lighting of the area adjacent to the Container 
Quay for the provision of a Container Park, a Container Control Office 
and an area for the stuffing and unstuffing of Containers. 

Phase II of the development of the Terminal was completed in 1981. 

In January, 1981, a new Container handling unit, the Ferranti 830 L 
Straddle Carrier, was introduced to the Terminal which was followed by 
another unit in 1982 and 2 Valmet Straddle Carriers in 1985. An 
additional Valmet Straddle Carrier was acquired in 1987. These units 
are capable of handling fully laden 40 ft. Containers. 

These units supplement 2 Lancer Boss 2500 CH sideloaders for the 
handling of fully laden 20 ft. Containers and one Lancer Boss Front end 
loader with adjustable spreader for handling empty Containers. 

In addition, there are ample Tractor Trailer units to cope with the 
present movement of Containers. 

During 1982, the ‘old Container Park’ was re-opened to provide further 
space for the stacking of trans-shipment Containers and also the North 
Gate was opened to facilitate the free movement of Containers to and 
from the Port. 

The Terminal is geared to handle 75,000 Container movements 
annually. 

The Container Terminal consists of the following: 

a. Container Berth 

b. Container Shed (C.F.S) 

c. Container Park 

The Container Berth is 188 m. long, with one breasting dolphin 
providing an additional 36 m. of berthing space. 


This berth can accommodate a vessel up to 205 m. in length and a 
maximum draft of 9.60 m. 

The Container Shed (C.F.S.) has a floor area of 5,314 sq.m. and is 
used for the storing of cargo to be stuffed into containers or for cargo 
unstuffed from containers. 

The Container Park can accommodate a total of 2,000 containers in 
lane stacked positions (2 high). 

The full Container Park can stack 320 containers, the empty Container 
Park can stack 744 containers and the Trans-shipment Park can stack 
840 containers (2 high). 

Space for 320 additional boxes (full) has been provided. 

The Container Control Office directs the movement of the Seven 
Container Handling Units in the delivery, receiving and spotting of 
containers by means of UHF communication equipment. 

A 40 ton gantry crane was purchased in 1987. 

A new Engineering Workshop completed in early 1984 ensures that 
equipment at the Terminal is readily available and that ‘downtime’ is 
kept to a minimum. 

CRANES: 1 x 91,000 Ibs. ‘Manitowoc-4100". Radius 60 ft. 

BULK HANDLING FACILITIES: Grain: The bulk unloading facility of 
Barbados Mills Limited is primarily used for wheat, corn and soyabean 
meal. It consists of a 6 storey workhouse, 14-"Lippe”’ type metal silos 
each with a capacity of 1,000 tonnes and a 669 sq.m. flat storage 
warehouse of re-inforced concrete capable of receiving and storing 
2,400 tonnes. 

The dock consists of a 557 sq.m. apron on steel piling with 4 breasting 
dolphins of similar construction in line with the end of the dock and 
parallel to the shoreline. There is a lightweight steel catwalk between 
the dolphins and the dock apron. 

Grain enters the Terminal by means of a 762 mm. wide covered 
conveyor belt running 68.5 m. to the workhouse where it is cleaned of 
tramp metal, sticks, dust, etc. and weighted before being directed to one 
of the silos or the flat storage. 

The conveyor belt has a capacity of 200 tonnes per hour and is 
equipped with one tonne hopper mounted dockside over the belt to 
accommodate self-discharging vessels. In addition the facility has a drag 
conveying system for conventional bulk vessels and an electrically 
driven portable suction system that can be used separately or in 
conjunction with the drag system 

Diesel powered skid steer tractors with buckets are used for clean- 
up of the holds. 

Sugar and by-products: All sugar from Barbados’ six sugar factories is 
transported to the Bulk Sugar Terminal at the Bridgetown Port in special 
trucks with bins, which are the property of Sugar Transport Limited. 

The Bulk Sugar Installation at the Bridgetown Port has a capacity of 
81,284 tonnes and is 171 m. long with a width at floor level of 43 m. 

The Bulk Sugar Installation has been in operation since 1961, and is 
serviced by a fleet of 27 sugar trucks with bins. 

Barbados Molasses Terminals were resited at the Bridgetown Port 
from Needham Point in 1963, commencing operations in 1964. There 
is a capacity of 11,356 cu.m., and this is stored for local consumption 
and export. There is a storage charge from July 1st to the start of the 
following crop. 

In 1981, a new tank was constructed to facilitate T/S Molasses. This 
tank has a capacity of 20,000 tonnes, and is presently leased to the 
United Molasses Company of England which is a subsidiary of the Tate 
& Lyle Group of Companies for handling T/S Molasses within the 
Caribbean region. 

Barbados Fancy Molasses is owned and operated by Jason Jones 
Ltd., DaCosta & Musson Ltd., Plantations Trading Company Ltd., and 
Evelyn Roach, Ltd. 

There is a capacity of 14,006 cu.m. of which 99.5% is for export and 

the balance for local consumption. 
Description of the Bulk Sugar Installations: The storage shed has a 
capacity of 81,284 tonnes of sugar and is 171 m. long with a width at 
floor level of 43 m. The side retaining walls are 4.6 m. high and the roof 
slopes from the top of these walls to a height of 31 m. at the apex. 

Sugar is delivered from the factories in 7 tonne containers fitted to 
road lorries and is received at the reception area at the East end of the 
store. After weighing, the container is discharged through a side top- 
hung door on the container into a reception hopper. This hopper feeds 
a 1.65 m. conveyor belt which runs the full length of the store 
underground through a reinforced concrete tunnel. At the Western end 
of the store the conveyor, used for both reception and reclamation of 
sugar, rises above ground level through an enclosed steel gantry which 
slopes upwards to the top of a distribution and weigher tower. Here the 
Sugar falls on a second conveyor belt which slopes back up to the top 
of the store and extends some 122 m. through the store at a high level. 
This conveyor is fitted with a mobile take-off and high speed thrower 
capable of throwing the sugar some 15.25 m. in any direction. 

In the floor of the store and over the tunnel carrying the reception/ 
reclamation conveyor belt, 57 louvred hoppers with 0.46 sq.m. openings 
are spaced along the entire length of the store. During shipment, sugar 
's run at a controlled rate on to the underground belt which carries it to 
the top of the weigh tower where it is diverted into the feed hopper of 
an automatic 10 tonne Servo-Balans scale. After weighing, the sugar 
falls on to a third which carries the sugar 165 m. through an underground 
tunnel to a transfer house near the breakwater. At this point the conveyor 
system turns through an angle of 45° and the sugar is transferred to a 
fourth conveyor which rises out of the ground from the transfer house 
and continues 152.5 m. in a covered steel gantry to the first of the three 
towers which house the power and control units for the ship outloaders. 
These towers, which are 38 m. apart, each carry 18.25 m. cylindrical 
boom, with 1.65 m. conveyor belt, which can be raised and lowered like 
a crane jib and can be slewed through an arc of 80°. A high speed 
thrower is suspended in the hold of the ship from a telescopic chute at 
the end of each boom. 

During shipment a loading rate of 500 tonnes per hour can be 
maintained through one outloader or this loading rate can be distributed 
between two or three outloaders if necessary. 
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The conveyor system enables sugar to be recirculated within the store 
if desired. When a ship is loading at the same time as sugar is being 
received, however, the freshly delivered sugar must go direct to the ship 
mixed with additional sugar from store. 

The store is open along the eaves of the roof and forced ventilation 
is possible by running extractor fans installed on both sides of roof near 
apex. 

STEVEDORES: Gangs must be ordered before 1500 hrs. on day 
preceding date of arrival and 1000 hrs. on Saturday for Sunday or 
following Monday. Average rate of cargo discharged: 

Bag Stuff, 22 tonnes (weight) per hour. 

General Cargo, 12 tonnes (weight) per hour. 

Ships specially equipped for handling palletised cargo, 30 tonnes/p.h. 

Average rate of loading of cargo: General cargo 12 tonnes; Bag 

Stuff 18 tonnes. 
MEDICAL: Agents should receive advance notice of required medical 
attention as soon as possible. Modern 800 bed hospital. Private clinics 
and usual medical facilities available. 
TANKERS: Vessels arriving during darkness for Needham's Point 
Terminal should anchor in Carlisle Bay. Services of a Pilot are not 
compulsory but a Pilot must be taken to berth and unberth. Daylight 
berthing only. 
Oistin: Submarine discharge. Max. LOA 172 m. Max. draft 10 m. 
Needham’'s Point: Mobil Oil Barbados Ltd. Multi-buoy mooring Max. 
LOA, 198 m. Max. draft, 11.6 m. Depth at MLW, 12.19 m. Nature of 
bottom, sand on coral. Daylight berthing only. Vessels may berth and 
unberth any stage of tide. No fuel or dirty ballast facilities. Fresh water 
available by tug. Product handled, crude oil. Sealine taken aboard on 
starboard side. One 12 in. (30 cm.) pipe-line, length 498.35 m. connected 
to 1x10 in. hose. Pumping rate 300 t.p.h. max. pressure, 50 p.s.i. 
Esso Standard Oil S.A. Ltd.: 2 berths. Esso Jetty outside breakwater. 
“T"-Head finger jetty. Max. LOA, 244 m. Max. draft, 11.6 m. Depth at 
MLW 55 ft. Vessel berths port-side alongside. 

Deep-water Harbour Oil Pier: Max. LOA 244 m. Max. draft 9.14 m. 
Depth at MLW, 9.75 m. Vessels berth either side alongside. 

Fuel and fresh water available. No facilites for receiving dirty ballast. 


Load/ 
Berth Grade Pipe-line Length Discharge Hoses 
Handled (in.) (ft.) Rate (t.p.h.) — (in.) 
Esso Jetty Bunker C 1x16 2000 400 1x8 
Marine Diesel 1x12 2000 270 1x8 
Light Marine 
Diesel/gasoil 1x8 2000 150 1x8 


Max. Pressure 100 p.s.i. 


Also see“Shipmaster’s Reports”. 
DENSITY: 1025. 
FRESH WATER: Easily available. Delivery 20 t.p.h. per hose. Delivery 
by hose-pipe through hydrants installed in each berth. 
FUEL: Modern bunkering facilities are supplied by Esso Standard Oil 
on a 24 hour basis, however, a minimum of 24 hours advance notice is 
required. This may be done through an Esso branch in the previous port 
of call. Bunkering is done alongside at the bunker pits, which are supplied 
with Bunker “C” fuel, marine gas oil and marine diesel oil. A blend of 
Bunker “C” and diesel intermediate fuel can also be supplied, as well 
as marine lubricants. Small yachts and schooners can also be bunkered, 
and at the Esso Bay Street Jetty, fishing boats and pleasure craft can 
be supplied with diesel fuel. Loading and discharge facilities consist 
mainly of an 8 in. pipe-line for gas oil, a 12 in. pipe-line for marine diesel 
and a 16 in. pipe-line for fuel oil. These pipe-lines run underground for 
approximately 1 km. from the Bridgetown Port to a bulk terminal at 
Holborn, Fontabelle. Pumps located at the terminal are used for 
deliveries to the Port. 

The speed of delivery to the Bridgetown Port varies widely depending 
on the size of the vessel being bunkered. Pumps are rated to deliver 
from a minimum of 25 tonnes/p.h. to a maximum of 300 tonnes per hour. 

There are 16 refuelling points along the berth of the Bridgetown Port. 
These permit any vessel with a maximum draft of 9.6 m. to be refuelled 
at any point within the port. 

CONSULS: Consulates, Embassies and High Commissions: 


Austria Dominican Republic Japan 

Belgium Ecuador Netherlands 
Brazil Finland Norway 
Canada France Sweden 

China Germany F.R. United Kingdom 
Colombia Iceland United States 
Cyprus Israel Venezuela 
Denmark Italy 


SURVEYORS: Lloyd's Register, Bureau Veritas, A.B.S., N.K.K., G.L. 
and Det Norske Veritas. 

OPENING/CLOSING HATCHES: By stevedores. 

SHIP CERTIFICATES: Load Line Certificate, Certificate of Registry, 
Safety Certificates. 

CUSTOMS ALLOWANCES: Two packages or 100 cigarettes per 
person. Wines and spirit allowance at discretion of Customs Officer. 
REPATRIATION: Facilities for crew changes available. 

AIRPORT: Served by regular lines. Distance from harbour about 
13 miles (20.92 km.). Island is served by flights from Europe and from 
North America. 

TIME: GMT minus 4 hours. DST (Daylight Saving Time) 1 hour 
advanced is now being used from 16th April to 22nd October every year. 
HOLIDAYS: New Year's Day, Errol Barrow Day (January 21st), Good 
Friday, Easter Monday, May Day (1st Monday in May), Whit Monday, 
Kadooment Day — Crop Over Festival (1st Monday in July), Caricom 
Day (1st Monday in August), United Nations Day (1st Monday in 
October), Independence Day (November 30th), Christmas Day 
(December 25th), Boxing Day (December 26th). 

TELEPHONES: All berths equipped with telephone lines. 
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IDENTIFICATION CARDS: Desirable for entrance to port from shore 
leave. 
BANKS: The following international banks service Barbados: Some are 
located within very close proximity to the Bridgetown Port. 
Barbados Development Bank 
Barbados National Bank 
Bank of Nova Scotia* 
Barclays Bank International Ltd.* 
Canadian Imperial Bank of Commerce 
Caribbean Commercial Bank 
Citibank N.A. 
Royal Bank of Canada 
The main offices are located in Bridgetown. Service hours are: 
0800 — 1500 hrs. Monday through Thursday. 
0800 — 1300 hrs. and 1500 — 1730 hrs. on Friday. 
*Extended hours Monday through Thursday 0800 — 1500 hrs. 
SHIP SUPPLY SERVICE: The Barbados Port Authority operates 2 tugs 
and 1 heavy duty launch which is used when requested by Agents for 
transporting to super-carriers, stores and crews which are sometimes 
changed at this port. Service available on 24 hours basis and advance 
notice required. 
The Ship Chandlers are as follows: 
J. N. Goddard and Sons Limited, 
Broad Street, 
Bridgetown. 


Hanschell Larsen & Company Limited, 
Kensington, 

Fontabelle, 

St. Michael, Barbados. 


Stanfield Scott & Company Limited, 
Spring Garden Highway, 
St. Michael, Barbados. 


The cost of tug hire is Bds.$600.00 per hour and that of the launch 
is Bds.$150.00 per hour. 

Ships can lie safely on 100 fathoms depth at a distance of 2 miles 
West of the Signal Station. 


SHIPMASTER’S REPORT: 

Pilotage: Compulsory. Pilot boards 0.5 miles West of breakwater. Ladder 
usually required on the port side. 

Restrictions: Vessels able to enter and leave at any stage of the tide. 
Pilots usually commence berthing and unberthing operations at 
daybreak. 

Max. Size: Max. draft 32 ft. 

Tugs: Available. Use of tugs depends on which berth the vessel uses 
and which side to and size of vessel. 

Radio: Barbados Radio. 

VHF: Pilot on Channels 16 and 12. 

Berthing: Vessel berthed at Berth No. 2 which is close to the entrance. 
Bulk handling facilities available. There is ample equipment for handling 
palletised cargoes, and ample storage space for breakbulk and 
palletised cargoes, there is also storage space for containers and 
sufficient equipment for handling 20 ft. and 40 ft. containers. 
Accommodation ladder required. 

Services Available: Fresh water, fresh provisions, repair facilities, 
machine shop, airport, Lloyd’s Surveyor, laundry services, telex, bunker 
fuel oil, diesel oil, lubricating oil, doctor, hospital, groceries and meats. 


SHIPMASTER’S REPORT: October 1989. 
Documents: 

2 copies Crew Manifest. 

2 copies Stores List. 

1 copy Unmanifested Cargo. 

4 copies Cargo Manifest. 

Officials and Oil Company Representatives board the vessel at the 
anchorage on arrival. 

An Oil Company representative boards the vessel at the berth and 
accepts the Notice of Readiness. He also boards prior to departure for 
signing of quantity discharged and issues Clearance. 

The bond was not sealed. 

Pilotage: Compulsory. Pilot boards at anchorage. On occasions, small 
vessels are allowed to unberth without a Pilot if moored at Spring 
Gardens. 

Approaches: The Shell/Texaco offshore mooring is at Spring Gardens, 
which is just North of the main harbour, next to the power station, which 
is conspicuous. The grain silo near the main breakwater is also 
conspicuous. 

Anchorage: Tankers waiting for clearance should anchor in the 
explosives anchorage which is just North of the main breakwater. 

We anchored in Carlisle Bay with the Careenage Breakwater light 
bearing 053° at a distance of 0.3 miles, depth 12.0 m. This anchorage 
is safe but the Port Authorities do not like tankers mooring here as this 
is too close to the town. 

A new fishing harbour has been constructed in the Northern part of 
Carlisle Bay which is West of the town. 

Channel: Vessel approached the berth through a channel marked by 
4 buoys. These buoys are lit when required. The buoys are liable to shift 
but are promptly reset in position by the Oil Company. 

Restrictions: No night berthing permitted, vessels are permitted to 
unberth through 24 hours. 

Max. Size: The maximum draft at Spring Garden is 5.0 m. Maximum 
LOA 100 m. The maximum beam is approximately 25 m. 

Radio/VHF: Barbados Radio (8PO). Barbados Port Department on VHF 
Channels 16 and 12 but were difficult to raise. 

Tugs: Tugs stand-by on arrival and departure but are generally not used. 
Berthing: Vessel moored with 3 shackles on the port anchor and a 
starboard bow line to a buoy. Lines were sent from each quarter to 
2 buoys. Vessel berthed head out. 
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A small boat is used to run lines to the buoys and will also be used 
for connecting the hose. The boat is also available for running crew 
ashore but there is a charge for this service so it is best to use the ship's 
lifeboat. 

The maximum permitted wind force for berthing is Force 5. The wind 

is generally from offshore and is generally calm to slight. 
Berth: Spring Garden Buoy Mooring: The mooring is designed for 
vessels with a stern discharge line which can be connected to the 
undersea line which goes ashore at the power station. This undersea 
line has a 3in. flange and is connected at the water's edge by the 
boatman. At the time of our visits (October, November and December), 
the undersea line was under repair. This did not create any difficulties 
as all local LPG and product vessels have their own hoses. Normally, 
the undersea line is picked up by the vessel's stern crane/derrick. 
Pumping is permitted 24 hours when using the undersea lines but 
daylight only pumping is permitted when using the floating hose, which 
is best taken back aboard at night. 

Water skiers and swimmers like using the hose. 

The pumping rate is about 300 bbis.p.h. There is no night pumping for 
kerosene or LPG. When using the floating hose, vapour is pumped to 
clear lines. 

Shell have a surveyor locally and also provide a radio. Texaco do not 
have a surveyor locally and use one of the ship's portable radios for 
communication. 

General: It is a 30 minute walk along the beach to Bridgetown where 

telephone calls may be made via Cable and Wireless. 

‘ iat are plenty of hotels and beach/water sports immediately to 
and. 

If arriving at around 0600 hrs., the vessel may be delayed if cruise 
ships are arriving at the same time, in which case the vessel may not 
be berthed until 0800 hrs. or 0900 hrs. (Later in November we were 
delayed until 0930 hrs.) 

On departure in mid-afternoon we were delayed 3 hours and we 
requested permission to unberth without a Pilot but this was not granted. 

When near the Explosives Anchorage keep a careful lookout for the 
“Atlantis” Tourist submersible, which is sometimed in the area. 

The Shell tanks have a capacity of 200 tonnes. 

Provisions may be obtained from Goddard's Supermarket which is 
near the Esso station. The supermarket is 35 minutes’ walk and prices 
of imported items are high. 


SHIPMASTER’S REPORT: January 1990. 
Berth: Oistins Bay. 
Anchorage: Vessels anchor at Bridgetown Explosives Anchorage for 
clearance (B.A. Chart No. 502). 

If request made to Port Control, vessel may anchor East of the 
breakwater elbow. 

Occasionally a backswell off the breakwater may be running, making 
it difficult for Customs Officers and officials to board. 

The anchorage in Oistins Bay is 3.5 cables Northwest of Kendal Point 
or 4.5 cables Southwest of the Fishing Jetty. 
Pilotage: Pilotage is available throughout 24 hours and is compulsory 
for berthing. The pilot boards in Bridgetown Anchorage from the pilot 
boat ‘‘Clarence Lewis” which has a blue hull and white superstructure. 
The time for transit to Oistins Bay is about 45 minutes. 
Max. Size: Max. LOA 150 m. Max. draft 8.5 m. 
Tugs: One tug is required to standby when berthing at Oistins Bay but 
not required for sailing. Tug comes from Bridgetown. 
Berth: See B.A. Chart No. 502. The vessel moors to 3 buoys. Two lines 
are sent to a buoy on the port bow, 1 line is sent to a buoy on the port 
quarter and another line is sent to a buoy on the starboard quarter. The 
starboard anchor is used with 3 shackles in the water. 

The mooring is sheltered from Easterly winds. 
Loading: The ship's port manifold should be prepared for receiving an 
8 in. hose which lays on the sea bed and is marked by an orange marker 
buoy. The line handles aviation jet fuel to the nearby shore tanks. Ships 
can pump to a maximum pressure of 8 Bar. 

On completion of discharge the tanks are gauged ashore, this takes 
about 2 hours. 

Night-time pumping and sailing are permitted. 

Cargo operations are co-ordinated with Shell/Texaco on VHF 
Channel 9. 
General: Clearance: Vessels can only clear inward during daylight hours. 
Documentation is same as for Spring Gardens (See “Shipmaster's 
Report” October 1989). 

Mooring boat: The mooring boat will run the crew ashore and back to 
the ship. Call on Channel 9 for service. 


AUTHORITY: Barbados Port Authority, University Row, Bridgetown, 
Barbados, W.I. Tel: 436-6883. Telex; 2367 Portman WB. Cables: 
Portman. Contact: Mr. P. B. Parker, General Manager. Mr. R. Alleyne, 
Harbour Master. 

AGENT: Hanschell & Harrisons Shipping Ltd. P.O.Box 304, Bridgetown, 
Barbados. Tel: 69918 or 60720. Telex: 2267 Shipagnt. Cables: 
Shipagent Barbados. 


Belgium 


ANTWERP: 51.14 N. 04.23 E. (See Plan) 


DOCUMENTS: 

Ship's Register. 

2 Lists Passengers in Transit. 

2 Lists Passengers Disembarking. 

2 Personal Effects Lists. 

3 Crew Lists indicating full date and place of birth, nationality and 

No. of Identity Document (Seaman's Book or Passport). 

2 Stores Lists indicating alcoholic beverages in bottles and size of 

bottles. 

International Health Declaration. 

Manifests and usual ship documents. 

PILOTAGE: Access to River Scheldt is: 

(a) Via Wielingen and Scheur Channels (West) (Wandelaar Station) 
where Belgian sea pilot cutter is stationed near A.1. Buoy. Cutter has 
black hull with a white number on bow, yellow funnel with black top, red 
flag with white letter “P”’. 

(b) Via Oostgat Channel (North) (Steenbank Station) where Dutch 
sea pilot cutter is lying near the Middelsteen Bank Buoy. 

The pilot cutters of both cruising stations can be called by the signals 
of the international code. They can also be contacted on VHF Channel 6. 
ETA: Pilot cutter Wielingen or pilot cutter Oostgat should be given at 
least 4 hours notice before arrival at the pilot cutter, respectively via 
Ostend Radio (OST) to “Pilotage Ostend” or via Scheveningen Radio 
(PCH) to “Pilotage Flushing”. 

In case pilot service is suspended because of weather conditions, 
Flushing Pilot Station can be contacted on VHF Channel 14. At Flushing, 
the Sea Pilot disembarks and the River Pilot boards the vessel and pilots 
her to the riverside berths or to the locks. For vessels bound for a berth 
in the docks, the Dock Pilot takes over in the lock until the vessel is 
moored in berth. 

DEEP SEA PILOTAGE: See “Brixham” or “Cherbourg”. 
ANCHORAGE: There is sufficient anchorage for deeply loaded vessels 
at all times around the A.1 Buoy, and for smaller vessels around the 
MSB Buoy. There are unlimited possibilities for anchoring at Flushing 
Roads. Anchorage on the river is limited. 

RESTRICTIONS: No restrictions on night entry. Tankers larger than 
2,000 g.r.t. destined for berths on the river upwards of Boudewijn-Van 
Cauwelaert-Locks are not allowed to transit during hours of darkness. 
LOCKS: Right Bank: Royers Lock, length 590 ft., width 72 ft. 2in., depth 
at high tide 36 ft. 4 in. 

Van Cauwelaert Lock, length 885 ft., width 115 ft., depth at high tide 
49 ft. 2 in. 

Boudewijn Lock, length 1,180 ft., width 147 ft., depth at high tide 
50 ft. 10 in. 

Zandvliet Lock, length 1,639 ft., width 187 ft., depth at high tide 
60 ft. 8 in. 

Berendrecht Lock, length 1,639 ft., width 223 ft., depth at high tide 
60 ft. 8 in. 

Kattendijk Lock, length 360 ft., width 81 ft. 4 in., depth 20 ft. 7 in. 
Left Bank: Kallo Lock, length 480 ft., width 165 ft., depth 52 ft. 6 in. 

Also see “Developments”. 

MAX. SIZE: Maximum size of vessels (draft) depends on the tide. 

At HW under normal weather conditions and depending on tidal 
conditions, vessels with a draft of up 49 ft. may enter. It is advisable to 
check with pilot service in each case what maximum draft will be allowed 
for a specific large vessel. 

HEALTH: No special requirements to obtain Free Pratique. Vaccination 
Certificates must be valid. Recent Derat Certificate required. In case of 
epee illness aboard, advise Agent. 

RADIO: Cable Agents ETA Flushing, max. fresh water draft, and 
requirements via Ostend Radio-OST or OSU (radio telephone). Radio 
Antwerp-OSA operates only on medium frequency. 

RADAR/VHF: A radar chain established from Hansweert to Doel, but 
only used to help Pilot determine position. Masters can keep close 
contact for information, day and night, on the following Channels: Pilot 
cutter Channel 6 — Flushing Radio Channel 14 — Zandvliet Radio 
Channels 12 and 14, when in appropriate sector — Harbour Office 
Channel 18 — A radar chain, using, depending on the zone, the VHF 
Channels 19, 21 or 4 for communication, is established between 
Hansweert and Doel, but only used to assist the Pilot to determine 
position. 

Vessels not equipped with VHF can rent a portable portaphone. The 
Scheldt Information Service gives information by VHF within an area 
extending from the sea to the mouth of the river Rupel, situated upstream 
of Antwerp. On every full hour plus 5 minutes until that hour plus 
10 minutes, vessels should switch to Channel 16 to listen to the traffic 
list and navigation reports, issued by Antwerp Radio. 

On every full hour plus 55 minutes, Flushing Radio (Channel 14) and 
Zandvliet Radio on every hour plus 35 minutes (Channels 12 and 14) 
transmit information regarding visibility, water level, hindrances, 
anchorages, etc. 

As soon as one of the stations reports a decrease of visibility under 
3,000 m., visibility reports are transmitted by Antwerp Radio on every 
hour plus 48 minutes. 

TUGS: Tugs for berthing at a riverside berth or entering the lock are 
ordered at River Pilot's request according to weather conditions and 
tide. Generally at Lieftkenshoek for Van Cauwelaert and Baudouin Locks 
and between Saftingen and North Ballast Fort for Zandvliet Lock. For 
Super-tankers, tugs may join at Bath. Ship’s lines are usually used for 


towage. If ship asks for tug lines there will be an extra charge per line. 


The number of tugs required in the dock area shall be mentioned on 
the “hailing bill”. Eventually, “according to Dock Pilot's advice” can be 
mentioned. 

Tugboats on the Scheldt belong to private companies. There are 26 
tugboats. They can assist the vessels up to the entrance in the lock. 


BELGIUM 


Inside the dock area the service is supplied by the Port Authority 
(municipal tugs). 33 tugs available, up to 2,200 h.p. 

BERTHING: Deeply loaded vessels normally moor at their berth in the 
docks 2 hours after high water or earlier, depending on geographical 
location of the berths. 

BULK HANDLING FACILITIES: Container Terminals: Private terminals 
with gantries from 40 tons to 70 tons lifting capacity. 


Hansadock : 1 terminal, 4 mobile cranes and 1 gantry on order. 

Leopolddock =: 1 terminal with 2 gantries (45 tons). 

Churchilldock : 3 terminals with in total 4 gantries. 

Delwaidedock : 4 terminals with in total 10 gantries, 2 gantries on 
order. 

New Scheldt 


container terminal: 2 gantries installed and 2 on order. 

4 container cranes at railroad container terminals; 9 quay-cranes 
(32 tons and 35 tons) suitable for container handling; 4 mobile container 
cranes. 

Grain: 
1. Sobelgra Terminal at Sixth Harbour dock has 5 elevators with 
capacity of 400 t.p.h. each for unloading and 2 loading towers of 
400 t.p.h. each for loading seagoing vessels. Elevators are 
combined with conveyor belts for direct transhipment or storage in 
silo (106,000 tons). Water depth 48 ft. in dock for seagoing vessels, 
24 ft. in dock for barges. Quay length 1,200 ft. 

2. Grain handling plant of S.A. des Magasins a Grains (SAMGA) at 
Lefebvre Dock. Quay length 500 m., draft 32 ft. fresh water, silo 
120,000 tons, 5 elevators on quay plus use of floating elevators. 
Discharge rate 1,100 t.p.h. Loading rate 1,400 t.p.h. into barges. 

3. Smaller installation of De Trouw (silo 10,000 tons) and De Molens 
van Antwerpen (silo 4,000 tons). 

4. Cargill Terminal for seeds at Canaldock B1: Storage capacity 
30,000 tons. 

Potash: Plant situated at Quay Nos. 152/160 in the Albert Dock, can 
accommodate vessels up to 35 ft., fresh water draft. Loading rate up to 
6,000 tons per day. Storage capacity 322,000 cu.m. 
Ore/Coal/Phosphate: 

Antwerp Bulk Terminals (ABT): Terminal at Delwaidedock (Quays 
No. 750-752), quay length 1,000 m. Depth 55 ft. (+600 m. for barges); 
2x50 tons travelling and 5x25 tons bridges and conveyor belt system. 
Discharge rate 2,500 t.p.h. 

ABT: Terminal at Canaldock (Quays No. 508-514): 5 bridges of 
25 tons for non-ferrous ores. Quay length 500 ft., depth 50 ft., 
max. discharge rate 3,000 t.p.h. average discharge rate 2,400 t.p.h. 
ABT also operates a terminal on the left bank (available quay length 
700 m.) with mobile cranes. Also see ‘‘Report-December 1984”. 

Coal Terminal Vioeberghs: 3 cranes 10 tons. Quay length 300 m., 
Several smaller installations for coal. 

Sulphur: Transhipment installations of Duval Sales (Antwerp Cleaning 
and Storage) near Boudewijn Lock with covered storage over 
100,000 sq. ft. 

Soda: The Solvay concern has built specialised warehouses on the 
South Quay of the 5th Harbour Dock, comprising 14 silos with a capacity 
of 6,700 tons of soda products. This installation is equipped with 
10 cranes, 3 transporter bridges and 4 km. of conveyor-belt. 
Fertilisers: Besides quays of chemical plants such as Bayer and BASF 
there are specialised terminals for fertilisers mainly at 3rd Harbour Dock 
(Manuport) and Canaldock B1 (Manufert), Ferchimex (the latter used 
for fertiliser, sulphur, phosphates etc.) and Albert Dock (Northern 
Shipping Service). 

Total covered warehousing space for chemical fertilisers is 38,405 sq. m. 

Other specialised installations include: 

Refrigerated storage: 444,000 cu.m. 
Tank storage capacity: 10.7 million cu.m. 
CRANES: 


Container cranes (35/53 tons) 20 
Quay cranes (2.5/100 tons) 387 
Floating cranes (5/800 tons) 12 
Mobile cranes (5/90 tons) 122 
Loading bridges (15/50 tons) 21 
Grain elevators on quay 15 


STEVEDORES: To enable Agents to order gangs, important to obtain 
ETA Flushing before arrival. Latest time to order gangs, normal day shift 
0800 — 1545 hrs. before 0630 hrs. same day. First shift 0600 — 1345 hrs., 
before 1400 hrs. previous day; second shift 1400 — 2145 hrs. before 
1230 hrs. same day; night shift 2200 — 0545 hrs. before 1500 hrs. same 
day. First shift Monday, 0600 — 1345 hrs. before 1400 hrs. previous 
Friday. Failure to give exact ETA may result in losing 12 hours to 24 
hours and the cost of gang's idle time. No work performed on Saturday 
and Sunday unless overtime paid. 
MEDICAL: Ample medical attendance in the port. Hospital facilities 
available. 
DENSITY: Fresh water in the docks, slightly brackish in the river. 
FRESH WATER: All berths supplied by shore connections. Fresh water 
also available by barge. 
FUEL: All grades available. Minimum 24 hours advance notice 
preferred. All grades can also be supplied by barge. Tankers may not 
refuel by barge whilst working cargo or ballast. 
FIRE PRECAUTIONS: No floating objects allowed alongside during 
loading/discharge/ballasting. 
TANKERS: Five important refineries and oil storage installations, 
located at Antwerp have a total tank storage capacity of 6,947,000 cu.m. 
The total quantity of crude oil refined amounts to nearly 40 million tons 
yearly. In the vicinity of the Van Cauwelaert Locks, S.I.B.P. and Esso 
have important plants. R.B.P. is established in the 4th Port Basin, 
whereas Belgian Refining Company and Nafta (B) have their installations 
along the Canal Dock B-2. In the Southern sector of the port, on the 
River Scheldt and of an earlier construction, the Oil Terminal Antwerp 
South is situated with restricted length of 650 ft. 

Also see following Table. 
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Rate 
No. Bunkers tonnes 
of Max. ex- per hour Shore facilities Spares 
Installation Berths Quay No. Draft FW Installation load/disch. for dirty ballast Stores 
Ltd | aF 
Fina 7 Pier 2 34 0 Yes Loading: 1500 Yes Light by truck 
Pier 3/4 32 4 Discharging: 6000 Heavy by barge 
Jetties 
429/435 40 0 
Esso 5 Pier 1/4 18 6 Yes Loading: 5000 Yes By barge 
Discharging: 6000 
Nynas Universal 3 279-285 39 0 Yes Loading: 1500 No By barge 
Refining 281/283 40 0 Discharging: 4000 
Gamatex 1 623 38 0 No Loading: 1500 No By barge 
Discharging: 2000 
Nafta B 2 641 North 50.20 No Loading: 2000 No By barge 
641 South 32 0 Discharging: 3000 
Belgian Refining 2 661-665 46 0 Yes Loading: 650 Yes Light by truck 
Company Discharging: 6000 Heavy by barge 
South Pier 2 River Quay 29 OLLW Yes Loading: 2200 Max. By barge 
River Scheldt (tidal) 32 OHW Discharging: 1400 500 tons 


Chemicals, Minerals and Edible Oils: 


No. of Max. Storage 

Installation Berths Quay No. draft FW Capacity 
ft. in. cu.m. 
Havenbehandelingen S.A. 2 273/275 36 0 290,000 
Noordnatie S.A. 2 239/241 35 0 175,000 
Panocean-Eurotank NV 7 387/399 36 6 459,000 


LPG Terminal: Antwerp Gas Terminal at Left Bank for LPG tankers. 
The first phase of the construction of AGT is now completed. It 
includes construction of 4 spheres of 3,300 cu.m. each and 3 jetties. 
These are the Main Jetty, the Secondary Jetty and the Barge Jetty. Each 
jetty is “T’ shaped and is equipped with Wiese loading arms provided 
with an emergency shut-off/disconnecting device. The minimum water 
depth at the Main Jetty is 11.85 m. enabling tankers handling up to 
75,000 cu.m. to berth. 
Antwerp Cleaning and Storage CY NV: This terminal situated between 
the Boudewijn Lock and the Bayer plant, is able to receive ballast water 
from tankers and other seagoing vessels, and is fitted with separators 
with a capacity of 600 t.p.h. 
CONSULS: The following countries are represented: 


Argentina Iceland Panama 
Austria India Paraguay 
Bangladesh Indonesia Peru 

Bolivia Ireland Philippines 
Cameroon Israel Poland 
Chile Italy Portugal 
Colombia Ivory Coast Ruanda 
Costa Rica Japan Senegal 
Cuba Liberia Sierra Leone 
Denmark Luxembourg South Africa 
Dominican Republic Madagascar Spain 
Ecuador Malta Suriname 

El Salvador Mexico Sweden 
Finland Monaco Switzerland 
France Morocco Thailand 
Germany F.R. Nepal U.K. 

Greece Netherlands Turkey 
Greek Maritime Office Nicaragua U.S.S.R 
Guatemala Norway U.S.A 
Honduras Pakistan Zaire 


REPAIRS/DRY DOCKS: The Mercantile-Beliard N.V. owns within its 
premises 8 private drydocks for vessels up to about 150,000 d.w.t., and 
19 private repair berths. 

Besides carrying out general repairs, conversion and dry-docking of 
ships, the yard can carry out licensed repairs and are spare parts 
suppliers for the following diesel engines: 

Burmeister & Wain; Doxford; Fiat; Gotaverken; Mann; Pillstick and 
Sulzer. They also are an approved repair centre for Lips and Kamewa 
propellers. 

Dimensions of Private Dry Docks: 


No. Length Width Depth 
(m.) (m.) (m.) 

1 146.30 18.50 5.85 
2 166.40 21.15 6.50 
3 192.60 26.00 7.25 
4 206.60 27.00 FAS) 
¥ 225.00 29.78 8.25 
5 255.00 39.40 8.70 
8 270.00 37.29 8.25 
6 312.35 50.00 9.20 

Facilities: 


Gritblasting machines for ship’s sides and ship's bottom. 

Tank cleaning (2 barges available). 

Tank storage barges. 

Testing plant for anchor chains and cargo gear (up to 300 tonne test 

capacity). 

Dynamic balancing plant for motors, turbines, up to 11 tonne. 

Lifting capacity in drydocks and workshops. 

Floating crane and heavy mobile cranes. 

Specialised fuel valve repair shop. 

Apart from above yard, various smaller repair firms are available to 
carry out deck and engine repairs. They have qualified labour, 
specialised workshops but no drydock facilities. For example Messrs. 
Longueville Bros., Messrs. Locomar Inc. and Messrs. S.K.B. 
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SURVEYORS: American Bureau of Shipping. Tel: 232.28.66; Bureau 
Veritas. Tel: 233.79.30/31; Det Norske Veritas. Tel: 232.69.16; 
Germanischer Lloyd. Tel: 233.74.16; Lloyd's Register of Shipping. Tel: 
232.09.40; Registro Italiano. Tel: 233.78.60. 


GANGWAY/DECK WATCHMEN: Not compulsory but recommended in 
general and specially for ships berthed at river quays because of rise 
and fall of tide. 


OPENING/CLOSING HATCHES: Normally opened/closed by crew. 
Stevedores usually helping lift beams. Tramp vessels according to 
charter party. 


SHIP CERTIFICATES: 

Registered Tonnage Certificate. 

Derat Certificate. 
CUSTOMS ALLOWANCES: 200 cigarettes or 20 cigars or 250 gm. 
tobacco per man. Spirits 0.25 litres per head. 
REPATRIATION: All arrangements for crew changes and repatriation 
can be made. 
AIRPORT: Zaventem Airport (distance 50 km.) served by regular 
airlines. Antwerp Airport Deurne (distance 15 km.) only regular service 
with Amsterdam and London (3 flights per day). Plans to extend. 
TIME: Summertime: April to September (April to October) GMT plus 2 
hours. Remainder of year, GMT plus 1 hour. 
HOLIDAYS: New Year's Day; Easter Monday; 1st May; Labour Day; 
Ascension Day; Whit Monday; 21st July; Assumption (15th August); 1st 
November; 11th November; Christmas Day. Plus the replacement days 
when New Year's Day; 1st May; 21st July; Assumption; 1st November, 
11th November or Christmas Day fall on a Saturday or a Sunday. Cargo 
work can be arranged when labour available and at surcharge 100%. 
POLICE/AMBULANCE/FIRE: Harbour Police Tel: 232.18.40; Alarm and 
Accidents Tel: 101; Ambulance and Fire Tel: 100. 
TELEPHONES: At shipyards and oil terminals telephone is placed on 
board or in the vicinity without extra cost for local calls. Long-distance 
calls at special request. 
SHIP SUPPLY SERVICE: 
Ship-to-Shore Supply Operators: 

Alpina Transports & Affretements n.v., Ankerrui 2, B-2000 Antwerp. 
Tel: 03/231.66.90. Telex: 33759. 

Clayton of Belgium n.v., Rijksweg 30, 2680 Bornem. 
Tel: 03/889.11.31. Telex: 31715. 

Continental Lines n.v., Klipperstraat 15, 2030 Antwerp. 
Tel: 03/541.68.40. Telex: 72368. 

1.B.S. Technical Marine Supply (Antwerp) n.v., ljzerlaan 12/14, 2008 
Antwerp. Tel: 03/231.11.28 — 03/231.11.56. Telex: 35153. 

Kopcke Belgium n.v., Sint Michielskaai 21, 2000 Antwerp. 
Tel: 03/238.58.46. Telex: 31916. 

Mercantile-Berliard n.v., Hansadok 403, 2030 Antwerp. 
Tel: 03/541.04.20. Telex: 31219. 

Offshore Europe n.v., Begijnenvest 113, 2000 Antwerp. 
Tel: 03/231.87.70. Telex: 34129. 

Titan Supply Company n.v., Sint Pietersvliet 3, bus 2, 2000 Antwerp. 
Tel: 03/234.00.66. Telex: 32655. 

Unie van Redding-en Sleepdienst n.v., Jordaenskaai 15, 2000 
Antwerp. Tel: 03/232.38.80. Telex: 31864. 

p.v.b.a. World Wide Offshore, Westdijk 72, 2100 Deurne. 
Tel: 03/886.99.11. Telex: 34472. 


IDENTIFICATION CARDS: Required. 


DEVELOPMENTS: Berendrechtlock operational since April 1989. 

This lock will be able to accommodate fully laden vessels of up to 
125,000 d.w.t. and partly laden vessels of up to 250,000 d.w.t., with a 
length of 500 m. between outer gates, a width of 68 m. between walls 
and 17.75 m. water depth. 

New container terminal under construction in the river South of 
Berendrechtiock. Completion in April 1990 with 1,406 m. quay length 
and depth 14.0 m. Surface area 55.4 hectares. Four container gantries 
to be installed. 

Left bank of River Scheldt: First dock for cargo handling with total 
quay length of 4,500 m. now in operation. (Already in operation are 3 
terminals for forest products, dry bulk commodities and scrap). Other 
terminals to follow. 

At the left bank the lock (Kallo Lock) is finished. The construction of 
docks is continuing. 


Other works/investments recently finished, under-way or planned for 
the near future include: new bridges over the locks; a high bridge over 
the docks at Quay Nos. 100 — 101; new dredging equipment. 

A study project for a second container terminal on the Scheldt, North 
of Zandvliet Lock, has been started. 


REPORT: December 1984. 
Bulk Handling Facilities: 


1. ABT. 
Canaldock B.1 Berths: 
LOA: No restriction (see ‘Remarks’’). 
Draft: 54 ft. fresh water at berth (see “Remarks’”’). 
Beam: Discharge coal: No restriction. 
Discharge ores: Crane Nos. 1 — 3 outreach 41.6 m. 
(see “Remarks’’). 
Crane Nos. 4 — 5 outreach 49.0 m. 
(see Remarks’). 
Clear height from waterline to top of hatch coaming: 
Crane Nos.1—3: 17m. 
Crane Nos.4—5: 21m. 


2. ABT. 
Delwaidedock Berths 
LOA: No restriction (see “Remarks"). 
Draft: 55 ft. fresh water (see “Remarks”). 
Beam: No restriction (see “Remarks”). 
Clear height from waterline to top of hatch coaming: 24 m. 


Remarks: 

Drafts are based on fresh water. 

For vessels over 270 m. (884 ft. 10 in.) LOA, drafts have to be reduced 
as follows: 

LOA 270 m. (884 ft. 10 in.) up to 280 m. (917 ft. 8 in.): 6 in. per 10 ft. 
(3.05 m.) exceeding 270 m. 

LOA over 280 m.: 6 in. per 10 ft. exceeding 270 m. and 3 in. per 10 ft. 
exceeding 280 m. 

The maximum LOA allowed is 300 m. 

The maximum beam in the Zandvlietlock is 45 m. 

Sailing: Maximum draft allowed is 12.19 m. from Zandvlietlock. 


Tankers: (Oil-gas-chemicals) — empty or loaded — not gas free. 

As from 1.11.1984 the regulations below and the tanker checklist are 
applicable. 
Regulations: 

14th August, 1984 — Royal Decree for the Assessment of the Minimum 
Requirements with which some Tankers, which intend to call at a Belgian 
port, have to comply. (Free translation) ("*). 

Article 1 § 1. The Owners and Operators, their employees, 
mandatories or representatives, of oil, gas and chemical tankers with a 
Belgian port as destination (loaded or in ballast but not yet free of 
vapours or dangerous residues) must notify the following information: 

(a) Name and call sign of the vessel. 

(b) Nationality of the vessel. 

(c) The overall length and draft of the vessel. 

(d) Port of destination. 

(e) ETA in the port of destination or at the pilot station. 

(f) General nature and quantity of the cargo. 

(g) In case of carriage of chemicals in bulk, whether or not the vessel 

is in possession of a fitness certificate in accordance with the 
IMO Code for the construction and equipment of vessels carrying 
dangerous chemicals in bulk or in case the vessel carries liquefied 
gas in bulk, whether the vessel is in possession of a fitness 
certificate in accordance with the IMO Code for the construction 
and equipment of vessels carrying liquefied gases in bulk. 
Any defects or incidents which may affect the normal and safe 
manoeuvrability of the vessel, are detrimental to a safe and fluent 
navigation, or constitute a hazard to marine environment and 
surroundings. 

§2. The Masters of such vessels can be put in charge of these 
notifications. 

§3. When the destination of the vessels is a Belgian coastal port the 
data mentioned in §1 must be notified to the Maritime Control of Traffic 
of the Ostend Pilotage before Belgian territorial waters are entered. 
When the destination of these vessels is another Belgian port, this data 
must be notified to Flushing Radio before Belgian or Dutch territorial 
waters are entered. 

Article 2 § 1. Before entering Belgian or Dutch territorial waters the 
Masters of the vessels referred to in Article 1 have to truthfully and 
accurately fill in the check-list to this decree and to hand a copy of it to 
the Pilot for his information. 

§2. If additional copies of this list are requested by the competent 
Authorities they have to be transmitted to them without delay. 

Article 3. During the navigation in territorial waters the Masters of the 
vessels referred to in Article 1 and which intend to call at a Belgian port 
or which have left this port have to: 

(a) Notify the competent Authorities of all defects and incidents which 
are liable to reduce the manoeuvrability of the vessel under 
normal safe conditions, to detrimentally influence the safe and 
fluent navigation or constitute a hazard to the marine environment 
and surroundings. 

Establish as soon as possible a radio-telephonic communication 
with the appropriate coastal stations, preferably in VHF, more 
particularly with the nearest radar station — if it exists — and 
maintain this communication. 

Call upon the services of radar stations Particularly in conditions 
of restricted visibility. 

This decree will be effective on 1st November, 1984. 

(*) This decree results from the directive 79/116/EEC of the Council of 
European Communities of 21st December, 1978, modified by the 
directive 79/1034/EEC of same council of 6th December, 1979. 
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BELGIUM 


SHIPMASTER'S REPORT: April 1988. 

Pilotage: Pilot boards at Wandelaar or Steenbank. Pilots boarding at 
Steenbank can only use Oostgate Channel with prior permission of 
Flushing Control and then only with a maximum draft of 5.5m. 
(dependent on tide) and for IMO Class 2 vessels if individual tanks are 
under 1,500 cu.m. 

For the outward passage the Antwerp Agent telexed Flushing Control 
on behalf of the vessel, as using Oostgate and Steenbank saves over 
60 minutes over Wandelaar if proceeding North or East. 

Anchorage: The Netherlands Authorities are very particular about IMO 
Class 2 vessels anchoring in Netherlands waters if bound for Antwerp. 

Wielingen North near Flushing cannot be used by IMO Class 2 

vessels. Therefore vessel is to wait at Wandelaar (A1 Buoy) or at 
Antwerp. 
Entering: Full speed permitted in the Scheldt. Passage from Wandelaar 
to Antwerp takes about 6 hours. If docking at Industriedock, vessel uses 
the old lock (Van Cauwelaert). There are often considerable delays on 
ral and leaving. We waited for 3 hours outwards before entering 
the lock. 

There are no fenders in the locks so ship's fenders have to be made 
ready. Tyres are not officially allowed. 

Tugs: When entering the locks from the river it is advisable to use a 
small tug at the stern. 

For Esso Berth in Industriedock we took 2 tugs, one each at the bow 
and stern using the ship's lines. This is advisable as manoeuvring room 
is very limited when barges are present. For the outward passage it is 
advisable to have one stern tug. 

Berthing: Esso 383-Industriedock: Vessel berthed starboard side to. 
Depth alongside 12 m., max. draft allowed is 9.0 m. 

Esso 379-Industriedock: This berth is just ahead of No. 383. Max. 
draft allowed 11.0 m. The berth has a modern dolphin type jetty with 
good fenders and mooring facilities. A mooring boat runs ropes. 
Cargo: Berth 383: Ethylene is handled through a 6 in. liquid line and a 
3 in. vapour line, both on the same Chicksan. 

Storage tanks of 10,000 cu.m. are situated close to the berth. 
Maximum pressure 200 kg. Storage temperature — 102° C. Gas returned 
to ship. Maximum allowed pumping rate 600 cu.m.p.h. We achieved a 
full rate of 300 cu.m.p.h. (172 t.p.h. average). The terminal personnel 
not in attendance at jetty while pumping. 

Berth 379: Propane and Butane handled at this berth. 

General: A very good hydraulic gangway is provided. Stores are allowed 
up to 50 m. from the ship's side. No jetty cranes available. Fresh water 
available through meter. We used Antwerp Radio for telephone calls as 
telephone on jetty out of order. This method was efficient but subject to 
interference from Ostend and PCH. 


AUTHORITY: Port of Antwerp General Management, Town Hall, B-2000 
Antwerp. Tel: (03) 220.8367, 220 8375/77. Telex: 31807. FAX: (03) 220 
8585. Contact: F. Suykens, General Manager. 

Branch Office: Study and Prospection, Kolveniersstraat 19, 2000 
Antwerp. Tel: (03) 231 1772. Contact: J. Burvenich, Adviser. 


AGENT: Cobelfret N.V., Sneeuwbeslaan 14, 2610 Antwerp, Belgium. 
Tel: (03) 829.90.11. Telex: 32650 Cobeag B. Fax: (03) 830.36.11. 


BRUSSELS: 50.51 N. 04.22 E. (See Plan) 


DOCUMENTS: Same as Antwerp and to be handed to Agent at Antwerp 
Roads, where clearance obtained. 

PILOTAGE: Notice of ETA Antwerp Roads should be given 24 hours 
beforehand to Antwerp Agent, who will apply for upper Scheidt Pilot. 
This Pilot takes over at Antwerp Roads and brings ship up Rivers Scheldt 
and Rupel to Wintam Lock. Canal Pilot boards Wintam Lock. Boatmen 
service on canal optional, but advisable for ships over 164 ft. length and 
according weather conditions. Boatmen for possible mooring Wintam 
Lock Entrance always available. All locks equipped with VHF. Call and 
answer on Channel 13. 

ANCHORAGES: Use of anchors strictly regulated on canal and only 
permitted certain areas in emergency. 

RESTRICTIONS: Ships proceed upstream from Antwerp to Wintam day 
and night accordance state of tide, direction of current, length and draft. 
MAX. SIZE: Overall length: 344 ft. 06 in.; Extreme breadth: 48 ft. 02 in.; 
Max. draft: 19 ft. 

HEALTH: See “Antwerp”. 

RADIO: See “Antwerp”. 

VHF: All locks and tug boats equipped with VHF. 

TUGS: Normally tug joins vessel Wintam Lock. Ship's lines always used. 
Although not compulsory, towage advisable in accordance length and 
draft or weather conditions. 

BERTHING: No specific requirements for berthing in canal. Owing to 
dense traffic, ships should moor strongly. 

The Brussels’ Harbour extends over a length of 12.5 km. between 
Brussels (Sainctelettesquare) and Grimbergen (Pont-Brule). 

The Inner Port offers: 14 km. of quays and mooring berths 220,000 
sq.m. of wharf areas. 390,000 sq.m. of storage areas. 169,000 sq.m. of 
warehouses. 

Materials Quay: Length: 710 m. Number of berths: 15. Depth: 3.5 m. 
Barges Quay: Length: 710 m. Number of berths: 15. Depth: 3.5 m. 
Equipment: 1 private installation for cargo handling. 

Shipowners Quay: Length: 920 m. Number of berths: 15. Depth: 4.2 m. 
Equipment: 6 private installations for cargo handling. 

Steamers Quay: Length: 920 m. Number of berths: 15. Depth: 4.2 m. 
Equipment: 7 private installations for cargo handling. 

Factories Quay: Length: 2,000 m. Depth: 4.2 m. (along the quay wall: 
3.20 m.) 
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Leon Monnoyer Quay: Length: 1,800 m. Number of berths: 20. Depth: 

6.5 m. Equipment: 11 private cranes from 3 to 10 tons lifting power. 

9 private installations for cargo handling. 

Heembeek Quay: Length: 360 m. Number of berths: 4. Depth: 6.5 m. 

Equipment: 9 private installations for cargo handling. 

Industrial Harbour Section: Length: 6,000 m. Number of berths: 60. 

Draft. 6.5 m. Equipment: 59 private installations for cargo handling, 

(electric cranes from 1 to 10 tons lifting power, grain elevators, belt 

conveyors, suction devices.) 

Maritime Canal: Length: 20 km. Depth: 6.5 m. Equipment: 26 private 

installations for cargo handling. 

SPECIALISED CARGO HANDLING FACILITIES: Private cargo 

handling facilities exist in the whole of the Industrial Maritime Canal for 
rain, coal, fertilisers, liquid chemicals and L.P.G. 

BRIDGES: Ships can reach outer harbour with clearance of 100 ft. and 

pass under fixed bridges to inner harbour with clearance of 20 ft. Road 

bridges open on demand. Railway bridges open according timetables, 

which subject to change. 

STEVEDORES: Arrangements made by Agents. 

MEDICAL: No notice required for medical attendance. Hospital facilities 

available. In case of accident or emergency call phone number 900. 

No particular inoculations or certificates required. 

TANKERS: Oil usually imported by tank barges. No slop facilities. Max. 

draft permitted for wine tankers, gas tankers and acid carriers: 19 ft. 

DENSITY: Canal is fresh. 

FRESH WATER: Fresh potable water delivered from shore in Wintam 

Lock at average rate of 3 t.p.h. during passage through lock, and in 

outer harbour at maximum rate of 20 t.p.h. according diameter of hose. 

FUEL: All grades available. At least half a day notice should be given. 

FIRE PRECAUTIONS: The usual precautions to be taken by tankers 

and ships handling inflammable or dangerous goods. 


CONSULS: 
Algeria 02 5337.81.33 537.82.41 
Denmark 4 217.11.31 
Finland 512.98.93 
France 217.31.79 217.24.63 
Germany F.R. 770.58.30 
Greece 217.76.14 
Iceland 512.59.65 
Italy 537.19.34 537.90.56 
Liberia 344.49.40 
Luxemburg 733.99.77 
The Netherlands 511.39.60 
Norway 736.20.45 
Panama 512.66.30 
Portugal 538.47.90 
Spain 511.73.90 
Switzerland * 512.78.43 
Tunisia 4 734.91.78 
United Kingdom 9 219.11.65 


REPAIRS: No shipyards in Brussels, but in Boom and Temse, not far 
from Brussels, and Antwerp. Minor deck and engine repairs by small 
shipyard on canal. 

GANGWAY/DECK WATCHMEN: Services of shore watchmen optional. 
OPENING/CLOSING HATCHES: Carried out by ship's crew. 
REPATRIATION: Arrangements for repatriation can be made with 
Maritime Authorities on Antwerp Roads or at Brussels with the Harbour 
Authorities. Consuls in Brussels arrange for crew changes or 
repatriations (Consulates closed Saturdays, Sundays and Holidays). 
AIRPORT: Brussels Airport served by regular airlines. Air terminal 
situated in town centre, directly connected with Airport by special railway. 
HOLIDAYS: Official Holidays: January 1st (New Year), Easter Monday, 
May 1st (Labour Day), Ascension Day, Whit Monday, July 21st (National 
Holiday), August 15th (Assumption Day), November 11th (Armistice 
Day), December 25th (Christmas). Most offices closed on Saturdays. 
POLICE/AMBULANCE/FIRE: General call, Ambulance/Fire: 100; 
Police: 101; Fire: 02/219.46.90. — 512.22.22. Police 02/517.96.11. 
TELEPHONES: Only placed for warships at one particular berth. 
SHORE LEAVE: Crew members allowed ashore without restriction. 
IDENTIFICATION CARDS: Required. 

REGULATIONS: At night only main gate of outer harbour on right bank 


is open. 
DEVELOPMENTS: Complete schedule for modernising canal, including 
building a larger lock, widening and deepening canal. 
GENERAL: Bus 47 near left bank and street-car 58 near right bank of 
outer harbour, lead to town centre (10 minutes). General Information 
Office situated on de Broukeresquare (town centre). Ship stores can be 
obtained, but no bonded stores. 
AUTHORITY: “S.A. du Canal et des Installations Maritimes de 
Bruxelles” (Port of Brussels Authority), Place des Armateurs, 6, 1020 
Bruxelles. Tel: 02/425.10.00. Telex: 62207. FAX: (02)425.10.00. Cables: 
Bruportus. Contact: General Manager. 

Harbour Master: Rue de L’Avant-Port 2, Boite 1, 1210 Brussels. 
Telex: 64361. 


GHENT: 51.02 N. 03.44 E. (See Plan) 


PORT LIMITS: As a rule, the Notice of Readiness must be given in 
writing and will generally not be accepted by the receivers before the 
ship has berthed. Exceptionally, when the berth is occupied, the notice 
can be tendered as soon as the vessel has dropped anchor at Flushing 
or Terneuzen Roads, or has moored at a waiting berth. Strictly speaking, 
ports limits are at the border between the City of Ghent and the town 
of Zeizate, i.e. at about 3 km. from the Dutch border. 
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DOCUMENTS: 
Documents Needed for Customs: 

1 Cargo Manifest No. 125. 

1 Store List. 

1 Crew List, with the list of personal effects of the crew, such as 

cameras, guns, cigars, cigarettes, tobacco, alcohol. 
Documents Needed for the Water Bailiff: 
1 Crew List. 
1 Passenger List. 
Tonnage Certificate. 
Oil Register. 
Certificate for Civil Liability when the ship carries more than 2,000 
tons of oil in bulk. 
PILOTAGE: For seaward approach, position of pilot-cutters and ETA- 
messages: see “Flushing”. Pilotage is compulsory for all ships, except 
those in ballast having a draft of less than 22 decimetres (7.2 ft.). All 
vessels proceeding to Ghent have to pass the locks at Terneuzen. The 
Canal-Pilot normally boards a ship bound for Ghent when she passes 
Flushing. Ships coming from the North always have a Dutch Sea-Pilot 
on board who brings the ship to the Terneuzen Locks where a Dutch 
Canal-Pilot takes over. 
Pilotage Regulations: Reporting of the ETA at one of the pilot stations 
at sea in the estuary of Scheldt must take place in the following manner: 

1. The ETA must be reported not less than 6 hours before that time. 

2. For the pilot station “Wandelaar’, via Ostend-Radio (OST) or via 
other appropriate communication channels. The message is to be 
addressed to “Pilotage Ostend”. 

The text of the message is to consist of: 

(a) The words “ETA Pilot Wandelaar”’. 

(b) The ETA as a group of 4 digits in GMT. 

(c) The draft of the ship, stating the units used. 
(d) The Port of Destination. 

3. For the pilot station “Steenbank" via Scheveningen-Radio (PCH) 
or via other appropriate communication channels. The message is to 
be addressed to “Pilotage Flushing”. 

The text of the message is to consist of: 

(a) The words “ETA Pilot Steenbank’’. 

(b) The ETA as a group of 4 digits in GMT. 

(c) The draft of the ship, stating the units used. 

(d) The Port of Destination. 
ANCHORAGE: The roads of Terneuzen offer a safe and spacious 
anchorage outside the fairway, at the so-called Pit of Terneuzen and at 
the Everingen Channel. Depth is at least 49 ft. 
RESTRICTIONS: Navigation day and night. There are no restrictions 
for entering the locks at LW for vessels with a draft not exceeding 32 ft. 
MAX. SIZE: In normal practice, length 256 m., breadth 34 m., draft 
12.25 m. Fresh water. Also see “Shipmaster's Report’. 
RADIO: All cables to Agents, receivers, etc. to be sent via Ostend Radio 
(call sign OST), eventually via Scheveningen Radio (PCH) for vessels 
coming from the North. Also see “Pilotage”’. 
VHF: Contact pilot-cutters via Channel 6, Flushing Radio via Channel 
14 and Terneuzen Harbour via Channels 3 or 11. All communications 
with the Harbourmaster's Office in Ghent should go via Channels 5 or 
ht. 
RADAR: See “Antwerp”. 
TUGS: Tugs needed for entering the locks usually meet the vessels 
near Buoy 23. The Master decides whether to use own lines or not. 
BERTHING: All the docks in the port have direct access to the sea- 
canal. The quay at Sidmar Steel Factory has a depth of 13.5 m. but the 
draft is limited to 12.25 m. 
CRANES: All the docks mentioned above are equipped with handy, 
powerful cranes, the majority of which are owned by the Port Authority. 

At the Sifferdok there are 4 multi-purpose cranes of 40 tons and 3 
tobogans. The Sifferdok and Zuiddok each have two bulk-handling 
gantry cranes of 15 tons and 10 tons respectively. Two floating cranes 
of 25 tons are also available. 

At the Port Arthur Quay there are 10 cranes of 5 tons, 8 cranes of 
15 tons and 2 tobogans owned by Manuport. 

BULK CARGO FACILITIES: 

Sifferdok: The installations of Euro-Silo at the end of the dock offer 
facilities for all kinds of grain and derivatives. Quay length: 475 m. 
Storage capacity: 130,000 tons heavy grain. A warehouse for flat storage 
of 40,000 tons of heavy grain. Equipment: 2 pneumatic discharge towers 
of 500 t.p.h. each; 2 screw unloaders of 700 t.p.h. each; 2 mobile cranes 
for grab discharge of barges; 2 train unloading stations of 500 t.p.h. 
each. 2 mobile and 1 fixed loading tower of 600 t.p.h. each; 2 loading 
stations for trains of 600 t.p.h. each. The Compagnie Belge de 
Manutention (CBM) situated on the left bank of the Sifferdok specialises 
in the handling of bulk cargoes such as pyrites, ores, phosphates, coal, 
cokes etc. Equipment: 2 15 ton and 2 10 ton cranes for grab discharge 
and 2 mobile cranes of 40 tons. Also mechanical shovels for the 
discharge of bulk goods into rail-wagons. Storage capacity: 2,500,000 
tons. 

The same commodities are also handled by CBM at the Zuiddok; grab 
discharge with 10 ton cranes. 

Rodenhuizedok: The new grain silo “Ghent Grain Terminal’ can 
accommodate vessels up to 80,000 tons. For unloading there are 2 
mobile pneumatics and 1 fixed tower with a total capacity of 1,800 t.p.h. 
For loading there is 1 mobile post and 1 fixed post with a total capacity 
of 1,600 t.p.h. Vertical storage capacity of the silo is 60,000 tons. 
Horizontal storage capacity 250,000 tons. Quay length: 670 m. 
Sidmar: Stee! plant situated on the right bank of the ship-canal to Ghent, 
with 1,050 m. quay length of which it is the exclusive user. Maximum 
depth at terminal: 13.50 m. Equipment: for the loading of steel sheet 
and coils, 1x25 ton and 1x35 ton crane. For grab discharge: 2 portal 
cranes of 25 tons each and 115 ton crane. 

SPECIALISED CARGO HANDLING FACILITIES: Specialised berths 
where equipment for handling fertilisers is available are No. 27 
(Grootdok) and No. 83 (Sifferdok); cranes for grab discharge, funnels 
and conveyor belts. 


Liquid chemicals are currently handled at the Rhone-Poulenc factory 
in Rieme on the left bank of the ship-canal, most commonly liquid 
sulphur, phosphoric and sulphuric acid. No berths for LPG-carriers exist 
in Ghent. 

Containers can be handled on the right bank of the Sifferdok (see 

Cranes”). 

One double Ro/Ro berth with a fixed concrete ramp is situated at 
Quay No. 101/102 and has a ramp on each side of 20 m. width. 

Fruit Terminal at Sifferdok, Quay 100 with discharge capacity of 4,000 
cartons per hour. 


BRIDGES: There are 3 bridges across the Ghent/Terneuzen Canal, 
namely at Sluiskil, Sas-van-Ghent and Zelzate. They open day and night, 
on signals by Pilots. 

High tension cables cross the canal at the Rodenhuize and 
Langerbrugge power-stations. Maximum air draft permitted: 48.90 m. 
STEVEDORES: Will be advised by Agents of ETA. Gangs must be 
ordered by noon in order to commence at 0600 hrs. next working day 
(morning shift); by 1700 hrs. to commence at 0750 hrs. next morning 
(normal working day); by 0700 hrs. to commence at 1400 hrs. same 
day (afternoon shift); by 1300 hrs. to commence at 1325 hrs. (half 
working day). 

MEDICAL: Agents to be advised by radio or cable if urgent medical 
assistance required. Ample hospital facilities available. 

TANKERS: There are 3 tanker berths for seagoing vessels, 2 owned 
by Texaco in the Petroleum Dock and 1 owned by Oiltanking Cy. in the 
Rodenhuizedock. Each berth can accommodate ships of 70,000 tons 
with a draft of 12.25 m. maximum. 

Texaco have load/discharge lines of 10 in., but all kinds of fittings are 
available. They also have 2 tanks for the reception of dirty ballast 
(120,000 bbls.) and 2 tanks for the reception of oil residue (10,000 bbis.). 

The diameter of load/discharge lines at the jetty operated by Oiltanking 
Cy. is 8 in. No tanks for ballast or slop discharge available. Vessels to 
discharge with own pumps. 

DENSITY: Water in the docks and the Ghent-Terneuzen Canal is 
practically fresh. 

FRESH WATER: (For seagoing vessels). Supply by barge. Within 
normal working hours at 248 Fr. per cu.m.; outside normal working hours 
at 326 Fr. per cu.m., with a supplement ranging from 3.020 Fr. to 9.080 
Fr. Minimum of 10 cu.m. always charged. Rate of delivery: 440 t.p.h. 
FUEL: All grades are delivered either by barge or truck. At least 24 
hours’ notice required. 


CONSULS: 
Austria Tel. 22.40.22 Mauritania Tel. 88.86.48/ 
Central African 25.41.07 
Republic 28.10.81 Netherlands 25.18.16 
Chile "25.69.92 Norway Stes) 
Denmark "25.65.62 55.75.34 
El Salvador 25.44.29 Pakistan 25.63.43 
Finland 23.96.86 Peru ty 2aSrels, 
France 25.97.30/ Senegal a ooo 
25.97.43 Spain "30.13.24 
Germany (F.R.) 25.91.68 Sweden "24.19.91 
Greece 25.58.91 Tunisia "= 26.19:92 
India "26.34.23 U.K. 25.68.75 
Italy ite. 73.85 Zaire 23.20.45 
Korea "22.68.03 


REPAIRS: Practically all kinds of deck and engine repairs are possible. 
Radio and electronic apparatus can also be repaired. 
DRY DOCKS: There are 2 dry docks for ships with following dimensions. 
(1) length: 120 m. breadth: 13m. draft: 5m. 
(2) length: 70m. breadth: 11m. draft: 3.90 m. 

rs bcp pda All major Classification Societies have branch offices in 

ntwerp. 
GANGWAY/DECK WATCHMEN: Not compulsory, but recommended. 
Cost per watchman: Fr. 5995 per shift; Fr. 7165 per night shift and 
Fr. 8645 per shift on Sundays and holidays. 
HATCHES: Opening and closing is normally done by crew, if not 
otherwise specified by Charter-Party. 
CUSTOMS ALLOWANCES: 200 cigarettes or 50 cigars or 250 gm. 
tobacco or 100 cigarillos. Wine is practically free. Spirits, one opened 
bottle per crew member. 
CARGO GEAR: Either shore or ship's gear may be used. Public 
property: 58 cranes with lifting capacity from 5 to 15 tons. Two floating 
cranes of 25 tons. Two multipurpose cranes of 40 tons. 
REPATRIATION: All arrangements for crew changes and repatriation 
can be made. 
AIRPORT: Brussels (70 km.) or Antwerp (60 km.). 
TIME: Summertime, GMT plus 2 hours, from beginning of April to end 
of September. Otherwise, GMT plus 1 hour. 
HOLIDAYS: New Year; Easter Monday; Labour Day (ist May); 
Ascension; Whit Monday; National Day (21st July); Assumption (15th 
August); All Saints (1st November); Armistice (11th November); 
Christmas Day. Work on these days possible at special overtime rates. 
POLICE/AMBULANCE/FIRE: Dial 100 for any emergency. Dial 101 for 
Police assistance. Harbour Master's Office: 51.04.57 or by VHF, 
Channels 5 and 11. 
TELEPHONES: Only placed on board visiting warships. 
SERVICES: All kinds of special services are available, e.g. tank- 
cleaning, reception of waste oil, discharge of tank-washings or slops, 
compass adjusting, etc. 

STORING: See “Prelims”. 

(1) Truck. 

(2) — 


(6) Yes. 
SHORE LEAVE: No restriction of any kind. Seaman's book is sufficient. 


BELGIUM 


BANKS: Banks near to the Port: 


Bank Brussel Lambert open from 0900 hrs. until 1230 hrs. 


Muidepoort 8 1400 hrs. until 1600 hrs. 
9000, Ghent Friday until 1700 hrs. 
Tel: 51.02.39 

Kredietbank open from 0900 hrs. until 1230 hrs. 
Doorzelestraat 7 1400 hrs. until 1630 hrs. 
9000, Ghent 
Tel: 25.61.41 


Generale Bankmaatschappij 


open from 0900 hrs. until 1230 hrs. 
Stapelplein 31 


1400 hrs. until 1600 hrs. 


9000, Ghent Friday until 1700 hrs. 
Tel: 23.13.86 

A.S.L.K. open from 0900 hrs. until 1230 hrs. 
Voormuide 39 1330 hrs. until 1600 hrs. 
9000, Ghent Friday until 1830 hrs. 
Tel: 25.62.06 Saturday 0900 hrs. until 1200 hrs. 


SHIPMASTER’S REPORT: July 1983. 

Terneuzen: Terneuzen locks are used to come into the canal system to 
Ghent. The authorities are extremely strict on the draft being 12.25 m. 
or less so Masters should be warned when loading max. cargo for Ghent 
not to go over 12.25 m. 


AUTHORITY: Havenbedrijf Der Stad Gent, J.F. Kennedylaan 32, 9020 
Gent. Tel: (091) 51 05 50. Telex: 11460. FAX: (091) 515406. 
Contact: Captain A. De Wilde, Director General. 


AGENT: Cobelfret N.V., Einde Were 248, 9000 Ghent, Belgium. 
Tel: (091) 25.21.86. Telex: 11732 Cobgnt B. Fax: (091) 25.60.01. 


LIEGE: 50.38 N. 05.35 E. 


APPROACHES: Depth on Albert Canal from Antwerp to Kanne, 3.2 m., 
and from Kanne to Liege, 3 m. Depths on River Meuse range from 2.4 m. 
at Namur to 3 m. in Liege. Merksem Bridge on Albert Canal, 6.7 m. air 
draft and Arches Bridge on River Meuse has 6.8 m. air draft at normal 
times. At times when water is high make enquiries at the “Office de la 
Navigation” (Tel: 041-67.70.48). 

MAX. SIZE: Largest Vessel: LOA 97.2 m. Max. beam 11.7 m. Max. draft 
1.8m. —2.8m. 

BERTHING: 22.1 km. of public quays; 8 km. of private quays; port 
facilities at Monsin are now operational. One sheltered dock, 110 m. 
long, 26 m. breadth equipped with 4 warehouses, 10,000 sq.m. total 
storage area, good road and rail connections. 170 berth marina. 
Ro/Ro Facilities: Ramp at the Port de Seraing for loads up to 1,200 
tonnes. 

CRANES: 110 gantry and mobile cranes. 

BULK HANDLING FACILITIES: All quays have facilities to load and 
discharge bulk cargoes. Silos for storage of sand and gravel also 
available. 

TANKERS: Facilities at Wandre. Storage capacity of 240,000 cu.m. 
Liquefied Gas Terminals: Facilities for storage (6,650 cu.m.) and 
distribution of butane and propane. 

FRESH WATER: Available. 

AIRPORT: At Bierset, distance 20 km. 

DEVELOPMENTS: Albert Canal is being improved. 

AUTHORITY: Port Autonome de Liege, Quai de Maestricht 14, B-4000 
Liege, Belgium. Tel: (041) 235909. Telex: 42656 Port Lg B. Contact: 
R. Planchar, General Manager. R. Janssens, Business Manager. 
A. Lejeune, Harbour Master. 


NIEUWPOORT: 51.09 N. 02.43 E. 


DOCUMENTS: Immigration requires: 

Ship's Papers 

2 Crew Lists 

2 Passenger Lists 

Passport or Seaman's Books 
PILOTAGE: Compulsory. Pilot station at inner end of West Pier. 
ANCHORAGES: Good anchorage available in roads. 
MAX. SIZE: Largest vessel 82 m. LOA, 5 m. draft. 
VHF: Pilots operate on Channel 9. 
TUGS: No tugs available. 
BERTHING: Harbour entrance formed by two parallel piers running N.W. 
— S.E. giving access to inner harbour through straight channel. Wharf 
of 1,200 m. length. Depth in channel and harbour 3 m. at MLWS. Tidal 
range 4m.—5™m. 

Yachting harbours with a capacity of 2,000 yachts. 
CRANES: 3 ton and 5 ton cranes available. 
MEDICAL: Hospital facilities at Veurne (10 km.). 
FRESH WATER: Available. 
FUEL: Light and heavy gas oil available. No coal. 
REPAIRS: Small repairs only. 
AIRPORT: Middlekerke, 10 km., distant. 
AUTHORITY: Maritime Commissioner (Harbour Master), Langestraat 
89, 8450 Nieuwpoort, Belgium. Tel: 058-233045. Contact: J. Van der 
Mijnsbrugge, Harbour Master. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


OSTEND: 51.14 N. 02.55 E. 


DOCUMENTS: 

2 Crew Lists or Passenger Lists. 

4 Cargo Manifests. 

2 Copies Bills of Lading. 

3 Freight Lists prepared by Agents. 

2 Customs Provision Lists prepared by Agents. 

General Declaration prepared by Agents. 

Customs Declaration outward bound prepared by Agents. 
PILOTAGE: (a) From Pilot boat between “S.W. Akkaert” and “A.1” 
lightbuoys. Black hull, white number forward on both sides of hull, yellow 
funnel black top. Displays by day at top of mast, red square flag with 
letter “P” in white; by night lights prescribed by International Regulations. 
Contact pilot boat: Channel 6 VHF. Morse or flag signal: G.8. In low 
visibility: sound signal G.8 to be made at least 3 seconds after usual 
fog signal. Pilot boat answers with sound signal “H” at least 3 seconds 
after sounding prescribed fog-signal. 

Anchorage awaiting Pilot: Anchor to the N.W. of S.W. Akkaert 
Lightbuoy. Depths at least 18 m. MLLWS. Advice from pilot boat VHF 
Channel 6. If Pilot boat not on station, shipping informed by Ostend 
Radio in radiotelephonic frequency 2761 kHz (108 m.) announced on 
2182 kHz (137 m.) on following hours: 0103 — 0803 — 1303 — 1603 and 
2103 GMT. 

(b) From Pilot Station Ostend. ETA to “Pilot Station Ostend” via 
“Radio Ostend” at least 3 hours before arrival. Harbour Pilot boat will 
meet as far as Lat. 51° 15’ 30” N., Long. 2° 52’ E. Pilot boat shows by 
day: red square flag white “P”; by night: international prescribed lights. 
Anchorage: Lat. 51° 15’ 30” N., Long. 2° 52’ 48” E. Depths: at least 7 m. 
MLLWS. Pilot Station Ostend operates VHF Channel 9 (only for Pilotage 
matters). 

RESTRICTIONS: Traffic signals in accordance with IALA are shown at 
end of Eastern harbour entrance pierhead. 

MAX. SIZE: Entrance of lock to Commercial Docks restricted to max. 
length 124 m., max. beam 57 ft. 6 in. and draft max. 24 ft. Entrance to 
lock of Fishing Port restricted to ships with max. length 90 m., max. 
beam 50 ft. and max. draft 23 ft. Harbour channel restricted to 30 ft. 
draft. 

HEALTH: Pratique obtained from Belgian Pilot. Any advice on health 
matters also obtainable from Pilot services. 

RADIO: Ostend Radio — OST. 

TUGS: Government tug 1250 h.p. available, meets outside harbour. Tug 
lines optional; (if demanded from Government tug) charge according to 
tariff (69/701 100). 

BERTHING: According draft. Any specific instructions given by Harbour 
Pilots or Agents. 

BULK HANDLING FACILITIES: Ro/Ro berths in timber dock and on 
deep water quay with facilities for loading and unloading containers. 
STEVEDORES: ETA advices week-days before 0600 hrs. For Saturday 
or Sunday work advise before 1500 hrs. Fridays. All stevedoring 
arrangements made by Agents. 

MEDICAL: Advance notice to Agents for medical attention 6 hours 
before arrival. Hospital services available. Medical information can be 
obtained on R/T via Ostend Radio. 

TANKERS: Only small coastal tankers. Only discharge in Fishing Port. 
Max. length 285 ft., max. beam 50 ft., max. draft 23 ft., or Ostend-Bruges 
canal, max. length 312 ft., beam 57 ft., max. draft 21 ft. (16th May — 16th 
October); max. 18 ft. (16th October — 16th May). 

FRESH WATER: Available quayside in docks. Rate delivery approx. 
15 t.p.h. 

FUEL: All grades. 


(See Plan) 


CONSULS: 
Austria Germany F.R. Portugal 
Chile Guatemala Sweden 
Denmark Monaco United Kingdom 
Finland Norway Uruguay 
France 


REPAIRS: All types deck and engine repairs. 

DRY DOCKS: In Fishing Port 2 slipways available, one 1,000 tons 
deadweight, the other 500 tons; a 1,750 tons shiplift along the waterway. 
One floating dry dock of 5,700 tons in Government berths. 
GANGWAY/DECK WATCHMEN: Not necessary. If required, cost 
approx. +5,500 frs. per shift of 8 hrs. 

OPENING/CLOSING HATCHES: Normally carried out by crew. Can be 
done by stevedores but will then be charged. 

CERTIFICATES: Load Line, Tonnage, Radar and Radio Certificates. 
TOBACCO ALLOWANCE: 200 cigarettes or 100 cigarillos or 50 cigars 
or 250 gm. tobacco. Fresh supply weekly. 

WINE AND SPIRIT ALLOWANCE: 1 litre per man in opened bottles. 
CARGO GEAR: No additional requirements. 

REPATRIATION: Through Immigration Officers and Maritime Police, 
Tel: 500925 and 500926. 

AIRPORT: 3 miles from port, served by regular airlines. 

TIME: Local time GMT plus 1 hour. GMT plus 2 hours in Summertime. 
HOLIDAYS: New Year (1st Jan.); Easter Monday (changeable); Labour 
Day (ist May); Ascension Day (changeable, in May); Whit Monday 
(changeable); Independence Day (21st July); Our Mary Ascension Day 
(15th Aug.); All Saints’ Day (1st Nov.); Armistice Day (11th Nov.); 
Christmas Day (25th Dec.). Cargo work can be arranged on those days 
at sufficient notice. 

POLICE/AMBULANCE/FIRE: Police Tel: 701111 
Ambulance Tel: 900; Fire Tel: 701010 and 701086. 
TELEPHONES: No arrangements for placing on board. 
SERVICES: Compass adjusting, radio and radar repairs. 
DEVELOPMENTS: New deep water quay with max. depth 8.0 m. LLW, 
to be increased to 10 m. in the near future. 

AUTHORITY: Stad Oostende, Havendirectie, Slijikensesteenweg 1, 
8400 Ostend. Te/: 059-321669, 059-321687. Telex: 81281 (Osthav B). 
FAX: (059) 330387. Contact: Raphael Ghys, Harbour Master — Director. 
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and 701057; 


ZEEBRUGGE: 51.20 N. 03.12 E. 
BRUGES: 51.13 N. 03.13 E. 


PORT LIMITS: A line drawn between the seaward end of the East and 
West jetties. 
DOCUMENTS: 

1 List of Dangerous Goods. 

2 Crew Lists or Passenger Lists. 

4 Cargo Manifests. 

2 copies Bills of Lading. 

3 Freight Lists (prepared by Agents). 

2 Customs Provision Lists (prepared by Agents). 

1 General Declaration (prepared by Agents). 

1 Customs Declaration, outward bound (prepared by Agents). 

Certificate of Registry. 

Tonnage Certificate. 

Bill of Health. 

Derat Certificate. 

Oil Record Book. 

Certificate of Insurance in respect of Civil Liability for Oil Pollution 

Damage. 

Safety Certificates. 

PILOTAGE: Compulsory. Notice of ETA and request for a Pilot must 
be made at least 6 hours in advance to ‘‘Pilotage Oostende”, through 
Oostende Radio, Channel 16. Message to contain ETA Pilot, draft and 
destination. Direct calls to pilot vessel should be made on Channel 6. 

The Pilot boards the vessel near the A1 Buoy (14 miles N.W. of the 
port, co-ordinates Lat. 51° 22.5’ N., Long. 02° 53.5’ E.) or for small 
vessels near the Zand-1 Buoy (Pas van het Zand). 

From Zand-1 Buoy (entrance “Pas van het Zand”). Applications to 
pilot station “Wandelaar’, via Ostend Radio, VHF Channel 16, 
Pilotage Service Addresses: Ostend: Sir Winston Churchillkaai 2, 
B-8400 Oostende. Tel: 059-55.28.11. 

Zeebrugge: Loodswezenstraat 30, B-8380 Zeebrugge-Brugge 5. 
Tel: 050-54.50.72. 

ANCHORAGE: Safe anchorage in Zeebrugge Roads for vessels 
drawing up to 9.70m. Vessels drawing more than 9.70 m. will be 
anchored if needed around “A1” Buoy. 

RESTRICTIONS: Vessels with a draft of over 12.0m. are dependent 
on tide for entry. 

Access Channel: ‘Pas van het Zand”, beaconed; 4,600 m. long, 300 m. 
wide; depth Z (—12.5 m.) LLWS over a width of 300 m.; direction N.W./ 
S.E 


(See Plan) 


TIDES: Tidal Currents: Rising tide: direction S.W./N.E., average velocity: 
2 knots. Outgoing tide: direction N.E./S.W., average velocity: 2 knots. 
Tidal Differences: Mean tide: +4.35 m. at HW; +0.70 m. at LW; +4 m. 
from 50 minutes before HW to 1.20 hours after HW; +3m. from 
1.40 hours before HW to 2.50 hours after HW. 

Spring tide: +4.70 m. at HW; +0.40 m. at LW. 

Neap tide: +3.82 m. at HW; +1.05 m. at LW. 
MAX. SIZE: Vessels up to 350 m. and 55 m. beam can be accepted in 
outer harbour. Max. draft is 14m. (keel clearance 1.80 m.). Inner 
Harbour: LOA 400 m., beam 48 m. and draft 51 ft. (to be increased to 
55 ft.). 

For Bruges: Max. beam 19 m., max. draft 5.90 m. 
HEALTH: Pratique is normally given at pilot station provided health 
situation satisfactory. Any advice on health matters also obtainable from 
pilot service. 
RADIO: Ostend Radio (VHF Channel 16) used for all messages. 
VHF: Pilotage: A1 Buoy on Channel 6, port entrance on Channel 9 
(continuous watch). Port Control: (V.T.S.): Channel 71 (continuous 
watch). Lockmaster and inner port: Channel 13 (continuous watch). 
Tugs: Channel 71 (continuous watch) working on Channel 71, 13 and 8. 
TUGS: Tugs join the vessel near “Zand-Buoy”. 

Tugs available on 1 hour's notice; extra tugs available on 4 hours 
notice. 

From “Zand-Buoy” more than 5 tugs can be available with notice of 
4 hours. Tugs range from 1,500 h.p. to 4,000 h.p. (17 to 38 tons bollard 
pull). Applications to Zeebrugge Port Control VHF Channel 71. 

Towage service address: Unie van Reddings-en Sleepdiensten 
(U.R.S.) c/o Ruys & Co., Leopold || dam, 8380 Zeebrugge-Brugge 5. 
Tel: 050-54.42.60. Telex: 81332. 
Salvage: Via Ostend Radio, Via Port Control VHF Channel 71; or via 
URS 


BERTHING FACILITIES: Outer Harbour: 
Harbour Mole: 


Quay No. Length Depth at LLWS 
(m.) (m.) 
101, 102, 103 450 10.5 
104, 105, 106 (part) 375 9.0 
106 (part), 107, 108, 109 746 7.2 


Cranes: 68 ton, 2x8 — 16 tons and 23 ton. 

Quays No. 106 and 107 used by North Sea Ferries. Two pontoons 
each with a ramp connected to a central platform. Two Ro-Ro ships can 
be loaded/discharged at the same time. 

Car Ferry Terminal: Quays No. 111, 112 — 2 public Ro/Ro berths. Quay 
No. 201 — 1 private berth. Quay No. 110 — One double deck, double 
lane ramp. 

Ramps: 253 m. Width of the bridge, including 2 separate protected 
footpaths for passengers: 7.10 m. Max. load capacity: 400 kg./sq.m. 
(heavy articulated loads to a maximum of 60 tons with an axle load of 
20 tons over 4 wheels). 

Berths: 2, on both sides of a line of 6 dolphins with a diameter of 
10 m., linked with a gangway length: 145 m. Water depth: 7 m. at LLWS. 

Ships: Max. length allowed, no limitation. Max. beam allowed: 
21.20 m. with the ship's axis in line with the ramp axis (ships of 33 m. 
beam, however, can berth obliquely, or out of axis). 

Western Peninsula: Area: 18 ha. Total quay length: 1,615 m., of which 
1,525 m. with a water depth of — 13 m. (LLWS), quay height 8 m. above 
LLWS. 


West Quay: Quay No. 201: 90 m. of connecting quays. Quay No. 202, 
203: 725 m. for Ocean Container Terminal Zeebrugge (15 ha). Gantry 
cranes: 2x45 ton, 130 ton. Storage area 10,000 TEU. Straddie 
carriers: 10x35 ton. Forklifts 15x2 ton - 30 ton, 1 trailer tractors, 
2 tractors, slots for reefer container. 

North Quay: Quay No. 204: 205 m. for OCZ and waiting quay. 

East Quay: Quay No. 205, 206: 595 m. Quay No. 206 for discharge 
and loading of refined petroleum products. 

Quay No. 207: Jetty for lighters with refined petroleum products. 

The Train Ferry Terminal (T.F.T.): Area: 4 ha. Quay No. 208: Berth for 
train ferry ships. Length: 195 m. Width: 25 m. Water depth: —6.70 m. 
LLWS. 1 ramp, length: 50 m. Width: 9.6 m. Max. size: 193 m. LOA, 
18.5 m. width. Draft 4.0 m. 

The Short-Sea Container Terminal (S.C.T.): Area: 9.5 ha. Quay Nos. 
210, 211, length 270 m. Terminal for loading/discharging container 
vessels. Water depth: —7 m. LLWS. Quay height: 7.30 m. above LLWS. 

2 berths for container vessels. 2 gantry cranes (Peiner) of 30 ton 
SWL. 2 Peiner straddle carriers (30 tons). Fork lift trucks and tractors. 
Capacity 2,200 TEU's. 

The Swedish Quay: Area: 12.4 ha. Quays: No. 702, 703, 704 and 705. 
Length 825 m. Water depth: —14m. to —18m. LLWS. Quay height: 
8m. LLWS. Includes Sea-Ro terminal. 

Sea-Ro Terminal: Area: 12.4 ha.; 2 Ro/Ro berths (702,703) equipped 
with MacGregor pontoon (50 m. x 33 m.); 1 Ro/Ro berth (705) equipped 
with ramp; mobile crane. 

The Britannia Harbour: (former working harbour). Quays No. 612 and 
613 equipped with a pontoon for Ro-Ro vessels. Water depth —8 m. to 
-5m. LLWS. 

LN.G. Terminal: Ships up to 280 m.; draft 11.80 m.; water depth 
~13.0 m.; 3 L.N.G. tanks, each 81,000 cu.m.; length of jetty 320 m. 
Other Installations: Bunkering station: 5 tanks, total capacity: 20,450 
cu.m. (bunkering from lighter, however, is possible on all quays). 

Gas freeing station (near Bunkering station), capacity : 4,000 cu.m. 
in gaseous nitrogen. 

Maritime station: Equipped for the embarkation and disembarkation 
of cruise-ship passengers (hall, banking services, refreshment rooms, 
etc.). 

Tank storage for molasses, 10 tanks with a total capacity of 87,350 
tons. 


Inner Port at Zeebrugge: The water level in the inner port is at Z 
(+3.50 m.) LLWS. 

Pierre Vandammelock: Length: 500 m., width 57m., sill depth: Z 
(—15m.) LLWS. The water depth in the lock is (15m. +3.50 .) = 
18.50 m. 

The Old Sealock: Length: 210 m., width: 19.70 m., sill depth: —5.50 m. 
LLWS. The usable water depth in the lock varies between 5.50 and 9 m. 
The Connection Dock: Length: 3,200 m. from P. Vandammelock to 
Baudouin Canal. Width: 210 m. at sealock exit, widening to 400 m. in 
first section, 600 m. in front of East quay of North inlet basin, and again 
400 m. in front of West quay of same basin to Baudouin Canal Depth: 
from sealock to North inlet basin Z (—15 m.) from North inlet basin to 
Baudouin Canal Z (—5 m.) 

The North Inlet Basin: Length: 1,130 m. with a width which varies 
between 275 m. (South end) and 225 m. (North end). Depth Z (—11 m.) 

Quays: East Quay Nos. 402, 403, 404, 405: Length 830 m. Belgian 
New Fruit Wharf 400 m. quay (402, 403) has 1 fully insulated shed. 
BNFW: 4 fully insulated sheds. 

Zeebrugge Shipping & Bunkering Terminal, Quay (405) has one 
insulated shed and one open timbershed. 

Cranes: 2 electric travelling cranes 8 — 16 ton, 2 mobile Gottwald 
cranes 8 ton, mobile Gottwald crane 20 ton and 2 cargoveyors. 

West Quay Nos. 408, 409, 410, 411, 412: Length 1,130 m. Combined 
Terminal Operators (CTO) Quay Nos. 408, 409, 410 (part) has 600 m. 
quay. Equipped with a Ro-Ro pontoon and a general cargo warehouse 
(6,000 sq.m.), forklifts 3 — 42 tons, tugmasters, flatbeds, bagging 
installation. Zeebrugse Behandelings Maatschappij (ZBM) has 530 m. 
quay (No. 410 part, 411, 412). 

Cranes: 1 electric crane 40 ton, 3 electric cranes 8 — 16 ton, 2 mobile 
Gottwald cranes 40 ton. 

South Inlet Basin: Width 400 m. First section has quay wall of 390 m. 
length with depth 18.5 m. 
The Prince Philip Dock: Length: 560 m., width: 200 m., depth: 8.40 m. 

North Sea Ferries (disused): Ro-Ro platform length 24 m., width 
7.8 m. max. load 60 ton, 20 ton per axle. 

The Former Ferrydock: Length: 500 m. Width: 130 m. Depth: 8 m. 

The Baudouin Canal: Length between the old sealock and the bridge 
at Dudzele: 5.5 km. Width at water surface: 70 m. Width at bottom: 22 m. 
Depth: 6.40 m. Quays, with a length of 450 m., in front of the coke and 
glassworks. 

The Turning Area behind the Old Sealock: Length: 500 m. Width: 175 m. 
Depth: 8 m. 


Inner Port at Bruges: 

The Baudouin Canal: Length between the bridge at Dudzele to the 
entrance of the West dock: 4,950 km. Width at water surface: 125 m. 
Width at bottom: 77 m. Depth: 8 m. 

The East Dock: Length: 370 m. Width: 90 m. Depth: 8 m. 

The West Dock: Length: 550 m. Width: 90 m. Depth: 8 m. 

The Industrial Dock: Length: 1,080 m. Width: 125 m. Depth: 8 m. 

The Junction Lock: Length: 115 m. Width: 12 m. Sill depth: 4 m. 
Quays: Cranes: 2x5 ton, 28 ton. 


Berth No. Dock Length 
1 — 2 —3 (Quenastkaai) East Dock 389 m. 
4 — 5 (Kaap Hoornkaai) East Dock 228 m. 
6 (Albertakaai) East Dock 148 m. 
7 — 8-9 (Graaf Visartkaai) West Dock 315m. 
10—-11-12-13-14 

(Julius Sabbekaai) West Dock 520 m. 


BELGIUM 


BULK HANDLING FACILITIES: Cereals: 
Borlim nv: Head Office: Lanceloot Blondeellaan, B-8380 Zeebrugge- 
Brugge 5. Tel: 050-54.48.61. 
Storage capacity: 9 silos, total capacity: 35,000 tons. Discharge 
Capacity: 150 t.p.h. Loading capacity: 300 t.p.h. 
Shore and quay length: total shore length: 160 m., actual quay length: 
9m 


Dumingra, Pathoekeweg 32, B-8000 Brugge 1. Tel: 050-31.51.61. 

Storage capacity: 2 silos, 11,300 tons. 

H.E.L.B., Krakeleweg 34, B-8000 Brugge 1. Tel: 050-31.50.24. 

Storage capacity: 95 cells, 10,000 tons. 

Voeders Huys, Krakeleweg 28, B-8000 Brugge 1. Tel: 050-31.80.38. 

Storage capacity: 84 cells, 8,000 tons. 

WACO, Pathoekeweg 68a, B-8000 Brugge 1. Tel: 050-31.80.08 — 016- 
24.26.43. 

Storage capacity: 34 cells, 15,000 tons. 

C.T.O., Noordelijk Insteekdok: V.S.A., kaai B-8380 Zeebrugge 
-Brugge 5. Tel: 050/545464. Telex: 61608 — flatsilo of 32,000 cu.m. — 
bagging installation. 

Coal and Ore: Zeebrugse Behandelings Maatschappij (ZBM). 
Noordelijk Insteekdok V.S.A. kaai, B-8380 Zeebrugge-Brugge 5. 
Tel: 050/544266. Head Office: Compagnie Belge de Manutention (CBM), 
Doornzelestraat 71, B9000 Gent. Tel: 091/257501. Telex: 12872. Area 
13.8 ha., 530 m. quay. Total width 250 m. in North inlet basin. 
STEVEDORES: 24 hours notice required to arrange gangs. 
MEDICAL: Hospital at Bruges, Blankenberge and Knokke. Facilities 
available without prior notice. 

TANKERS: Length of quay: 595m. with depth 13.1 m. at LLWS. 
Discharging facilities for Zeetank. 

Zeetank: Discharging rate: gasoil 500 t.p.h., fuel 800 t.p.h. Manifold 
136 m. from South end of quay. 

Additional Storage: 


Total 
Company No. of Tanks Capacity 
Refined products: (cu.m.) 
Zeetank 11 146,000 
Petrover 4 12,500 
Detavernier 3 5,500 
L. Francois 2 4,000 
Groep Rosseel 2 4,000 
Lambert & Dauw 3 3,500 
Traen Gebr 9 10,000 
Glue 
Merckx - 4,200 
Molasses 
Tameco ~ 29,700 


Cleaning Station: Euroservices nv, Minister Beernaertstraat 9, B-8380 
Zeebrugge-Brugge 5. Tel: 050-54.42.61. Telex: 81.138. 

The nitrogen plant operated by Euroservices nv offers gasfreeing and 
cleaning facilities for liquid gas carriers. The station is equipped with a 
ground flare and provides the necessary equipment to change grade 
with the shortest delay. 24 hour service is guaranteed (Quay No. 1). 
Fire Fighting Equipment: The ship's fire fighting equipment must be kept 
ready for use at all times whilst the ship is at the jetty. Fire hoses must 
be stretched forward and aft, and connected to the fire main, complete 
with nozzles and ready for immediate use. The vessel's fire fighting water 
supply must always be available with, if practicable, 1 pump maintaining 
pressure on the main. 

It is also recommended that during unloading operations, 2 charged 
fire extinguishers should be placed in the immediate vicinity of the 
manifold, one on each side. 

Fire Fighting Outline: \n all cases of fire, either on the ship or on the 
jetty, first aid fire fighting will be undertaken by the personnel on the 
scene with whatever equipment is available. The direction of all fire 
fighting aids including tugs fire fighting equipment etc. will be exercised 
by the Master and/or Senior Texaco personnel present until the arrival 
of the fire brigade, when overall direction of the fire fighting will be 
assumed by the senior officer of the fire fighting brigade present. Senior 
Texaco personnel present will then provide advice and assistance where 
possible to the fire brigade. 

DENSITY: 1025. 

FRESH WATER: Available from the berths, rate 30 t.p.h. 

FUEL: All grades of fuel and lubricants available. Can be supplied ex- 
wharf or by barge provided advance notice given. There are 5 tanks 
(total capacity 20,450 cu.m.). 

Bunker Station: Belgische Bunkeroliemaatschappij, Administrative 
Office: Wetstraat 33, B-1040 Brussels. 

Head Office: Zeebrugge Shipping and Bunkering Co., Minister 
Beernaertstraat 9, B-8380 Zeebrugge-Brugge 5. Tel: 050-54.42.60. 
Telex: 81.138. 

The bunkering station situated at the end of the mole delivers all 
grades of marine fuel. Supplies can be effected directly ex-wharf (Quays 
No. 1 and 2) or by barges and tank lorries throughout the port. The 
depot is offering 24 hour service. 

Operators are Messrs. Belgische, Bunkeroliemaatschappij. 
CONSULS: Denmark, France, Netherlands, Norway, Portugal, Spain 
and Sweden. 

REPAIRS: Ships’ maintenance and repairs: Slipway on the transverse 
quay of the Prince Philip Dock in the inner port at Zeebrugge. 

Management: MBZ. Operated by: nv Valcke Freres, Tijdokstraat 26, 
B-8380 Zeebrugge-Brugge 5. Tel: 050-54.41.79. Telex: 81.426. 

Actual maintenance of ships is done by the company commissioned 
by the shipowner. 

Slope: Length: 248 m., width of the cradle: 17.50 m., capacity: ships 
up to 1,000 tons. 

Transfer area: Length: 85 m., width: 25 m. 

Equipment: Tower crane: Lifting height: 30 m., max. reach: 30 m., 
lifting capacity: 1.8 tons with jibs at 29 m., 6 tons with jibs at 11 m. 

Several ships can use the slope and the transfer area simultaneously. 
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Area of the adjacent grounds: 3.8 ha., which can be used by various NOTES 
ship repairers. , ; ; 
SURVEYORS: Available from Antwerp. Please also advise Shipping Guides Ltd. 


GANGWAY/DECK WATCHMAN: Available. Only required when 
handling explosives. 

OPENING/CLOSING HATCHES: Normally by crew. 

CERTIFICATES: Registry, tonnage and usual certificates. 

CUSTOMS ALLOWANCES: Each crew member 200 cigarettes or 
200 gm. tobacco. Officers: 1 open bottle of spirits. 

CARGO GEAR: Discharge of general and containers is usually by shore 
gear. Heavy lifts by mobile crane or ship's gear. 

REPATRIATION: Brussels Airport. All facilities exist for changes of 
crews and repatriation of seamen. 

AIRPORTS: Ostend Airport: Situated at 30 km. from Bruges and 
Zeebrugge. Especially suited for regular daily flights to the U.K. (Gatwick 
and Southend). Also charters and private business flights. 

Brussels Airport: 120 km. from Bruges and 135 km. from Zeebrugge (to 
be reached via E40-motorway and Circular road R1 around Brussels) 
or by rail (1.5 hour ride). 

More than 50 airline operators have landing rights at Brussels Airport. 
An average of 200 take-offs and landings take place every day, of which 
80% to and from European airports and 20% to and from outside Europe. 
These flights are either direct or indirect via the closest transit airports 
of Amsterdam, Paris, London, Frankfurt. 

TIME: GMT plus 1 hour. Summertime GMT plus 2 hours. 

HOLIDAYS: None. 

POLICE/AMBULANCE/FIRE: All emergency services are available 
through the Port Control, VHF Channel 71. Ambulance and Fire: Tel: 
100. Police: Tel: 101. 

TELEPHONES: This service is available aboard ships at all berths by 
prior arrangement through the Agents. 

SHORE LEAVE: When Immigration and Customs requirement have 
been satisfied there is no restriction. 

IDENTIFICATION CARDS: Seaman's Book is sufficient. 
REGULATIONS: Port regulations and regulations concerning the 
handling of dangerous goods and explosives must be observed. 
DELAYS: None. 

SHIP SUPPLY SERVICE: Off-Shore Facilities: Facilities for supply of 
fresh water or stores and for transport of personnel by sea-going tugs 
available from Zeebrugge. 

Contact: Ruys Borlim Agencies Zeebrugge. Tel: (050) 54.72.62. Telex: 
81827. Fax: (050) 54.49.42. 

DEVELOPMENTS: A deep draft bulk handling quay with a water depth 

of 18.5 m. will be built in the inner port of Zeebrugge. 

AUTHORITY: Maatschappij van de Brugse Zeevaartinrichtingen NV 

(MBZ), Louis Coiseaukaai 2, B-8000 Brugge, Belgium. Tel: 050- 

44.42.11. Telex: 81201 Porbrg B. FAX: 050-44.42.24. Cables: Ports 

Hs i M. Michiels, General Manager. R. van Havere, Harbour 
aster. 

Harbour Master's Office: P. Vandamme House, Isabellalaan 1, 8380 

Zeebrugge — Brugge 5. Tel: (050) 54.32.40, 54.32.33 (Port Control); 

(050) 54.32.34 (Port Administration). FAX: (050) 54.32.24. 

Sealock Operations: P. Vandamme Sealock: P. Vandamme House, 

Isabellalaan 1, 8380 Zeebrugge — Brugge 5. Tel: (050) 54.32.31. 

Kapitein Fryattstraat 1, B-8380 Zeebrugge-Brugge 5. Tel: 050-54.40.12. 


AGENT:  Cobelfret N.V., Ferry Operations and Agency, 
Loodswezenstraat 21, 8380 Zeebrugge, Belgium. Tel: (050) 54.53.12. 
Telex: 82381 and 81924 Cobzee. Fax: (050) 54.53.48. 
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Belize 


BELIZE: 17.29 N. 88.11 W. (See Plan) 


PORT LIMITS: Usually upon arrival at English Caye Pilot Station for 
vessels arriving from North and East and at anchorage in Belize Harbour 
for vessels arriving from South inside the reef. 

DOCUMENTS: 

Crew Lists — 5 copies for local use plus 10 Spanish copies for Consular 
Clearance. 

Passenger Lists — 5 copies for local use plus 10 Spanish copies for 
Consular Clearance. 

Stores List — 3 copies for local use plus 10 Spanish copies for Consular 
Clearance. 

Manifests — 8 copies. 

Customs Documents — Clearance for last port and crew declaration. 

Health Documents — International Declaration of Health plus one copy 
crew vaccination list. 

Ship's Papers and Certificates should be available on request. 
PILOTAGE: A Pilot is always on station at English Caye. Contact can 
be made with the pilot station on VHF Channel 16. Vessels consigned 
to Eurocaribe can make contact on Channel 16 VHF. 

ANCHORAGES: Depths in harbour anchorage area vary due to a 
natural slope; for example, a vessel drawing 14 ft. can anchor within 

0.25 miles; 16 ft. 0.5 miles; 20 ft. 1 mile and so on Southward. Masters 

should refer to Pilot for this information. 

MAX. SIZE: Size and length, within reason is not a problem. Tankers 

bringing oil to the Esso storage depot secure to buoys fore and aft. 

Max. draft 19 ft. 6 in. 

PRATIQUE: Granted by Customs after boarding in harbour or at berth. 

RADIO: Most ships’ Agents man their own radio stations and usually 

stand-by on Channel 16 VHF with alternative Channels 6, 11, 12, 13 

and 14. Eurocaribe on VHF Channel 16 working 6, 11, 12, 13 and 14. 

TUGS: Tugs are not normally necessary but small tugs are available. 
BERTHING: Main berth — length 220 ft., depth 17 ft. (approx.). Ro-Ro 

berth is 70 ft. wide, vessel lies alongside dolphins. 

STEVEDORES: Gangs usually require 2 hours notice during normal 

working hours. Work rates average between 3 tons and 10 tons per 
ang hour. 

MEDICAL: Hospital facilities are available. 

TANKERS: Undersea pipe-line 8 in. in diameter. 

Hand-pump discharging rate 250 to 300 g.p.m., also gravity flow. 
Normal discharge rate 2,000 barrels per hour. 

DENSITY: Density varies with outflow from rivers during wet season 
(July-December). 

FRESH WATER: Very scarce and expensive if vessel cannot berth at 
dock. 

FUEL: Light diesel oil 45/48 available subject to Government Approval. 
Can be supplied at buoys with 8 in. dia. pipe (reductions to 4 in. available 
or by barge). Also available by truck if vessel able to dock. 

FIRE PRECAUTIONS: None. 


CONSULS: 
Belgium Lebanon 
Denmark Nicaragua 
El Salvador Norway 
Holland Sweden 
Honduras Germany F.R. 
Embassies: France Panama 
Mexico United States 
High Commission: _ British 


REPAIRS: Only small minor repairs possible. 
SURVEYORS: Lloyd's and A.B.S. 
GANGWAY/DECK WATCHMEN: Not required. 
HATCHES: Stevedores open and close hatches except McGregor type. 
CUSTOMS ALLOWANCES: 200 cigarettes plus 1 bottle spirits (0.20). 
CARGO GEAR: Ship's gear; heavy lift cranes are available up to 
115 tons for vessels which can reach the dock. 
REPATRIATION: Possible, regular air services to and from Miami, New 
Orleans, and neighbouring Republics. 
AIRPORT: Belize International Airport 10 miles from Belize City. 
TIME: Normally GMT minus 6 hours. 
HOLIDAYS: Public Holidays: New Year's Day*; Baron Bliss Day (9th 
March); Good Friday; Holy Saturday; Easter Monday*; Columbus Day 
(12th October); Labour Day* (1st May); Commonwealth Day (24th May); 
St. George’s Caye Day* (10th September); Independence Day* (21st 
September); Carib Settlement Day (20th November); Christmas Day” 
(25th December); Boxing Day* (26th December). 

“No work whatsoever, all other days subject to overtime rates. 
POLICE/AMBULANCE/FIRE: All emergencies dial 90. 
EMERGENCY CO-ORDINATION CENTRE: None. Eurocaribe Ltd. 
have successfully handled salvage operations. 
BANKS: Barclays Bank International Ltd., P.O.Box 363, Albert Street, 
Belize City. Tel: 7211/2. Telex: 217. 

Atlantic Bank Ltd., 6 Albert Street, Belize City. Telex: 216. 

Royal Bank of Canada, 60 Market Square, Belize City. Tel: 3232. 
Telex: 229. 

Bank of Nova Scotia, P.O.Box 708, Belize City. Tel: 2601. Telex: 218. 
STORING: See “Prelims”. 
. Yes. 
i iy sock may store by barge during loading and discharging. 

es. 
Yes. 
. Prior arrangements must be made. 

6. Possible to use riggers, however, it is best to use crew. 
SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: Seaman's Book sufficient. 
REGULATIONS: None. 
DELAYS: Discharge and loading operations occasionally delayed by 
weather (rain) and sometimes by shortage of equipment (trailers, etc.). 


ARON 


BELIZE 


GENERAL: Starboard anchor usually used to make lee for operations 
on portside if vessel is at anchor. It is necessary for vessels to provide 
toilet facilities for stevedores. Feeding of Supervisors and Customs 
Officials is normal. 

SHIP SUPPLY SERVICE: There are numerous small craft each 
individually owned, which ply between the wharves and ships anchored 
in the harbour. These craft provide ship to shore transport of personnel, 
and/or essential stores and/or sick crew members. 


SHIPMASTER’S REPORT: February 1987. 
Port Limits: 3 miles from English Caye light and on leading lights. 
Documents: 

6 Crew Lists. 

2 Passenger Lists. 

2 Crew Decliarations. 

1 Health Declaration. 

8 Cargo Manifests. 

2 copies of Bills of Lading. 
Pilotage: Pilot ordered through Agents. Pilot boards outside reefs and 
asks vessel to go on to English Caye leading lights 2 — 3 miles from the 
leading lights. Pilotage to berth is straight forward in deep natural 
channel. Once vessel leaves this channel the waters shoal rapidly and 
20 ft. is the maximum draft, although the Pilot says he has berthed ships 
at 21 ft. Approach berth on 045° T and when starboard buoy almost 
abeam let go starboard anchor and manoeuvre into berth. First line to 
port aft buoy needs to be the best and to be doubled up. The stern is 
heaved around with this and as the wind was Northerly 10 — 15 knots 
it was taken steadily. Forward port buoy lines were run and vessel then 
heaved over to pipe-line buoy. Stern buoy line then run and vessel 
backed into position. Cable was out to 5 shackles on deck. Other buoy 
lines were run and on completion vessel was heading 108°T. Throughout 
our stay the weight remained on the port buoy lines as the wind stayed 
in the North. Very little tidal influence. 
Anchorages: None specified, numerous safe areas to anchor if required. 
Restrictions: Daytime berthing and unberthing. 
Max. Size: Limiting factor is 20 ft. draft. 
Health: Port Health Officer gives Free Pratique and ‘Q' flag to be flown 
until given. Renewed Derat Exemption here. 
Radio: All communication done via Sat Com. 
VHF: Pilot on Channel 16 and 6. Port working Channel is Channel 6 
which Agents and all use. Port not very busy so no problems. They have 
1 tanker per month. 
Radar: None. 
Tugs: None. 
Berthing: See “Pilotage”. 
Bridges: None. 
Medical: Doctors in the town but anything serious has to be flown out. 
Tankers: 1*8 in. submerged pipe-line through which all grades are 
pumped with water plug between each. Line to be left in gas oil. Max. 
B.P. is 140 p.s.i. and a general rate of 375 cu.m.p.h. was obtained on 
all grades. 
Density: 1021. 
Fresh Water: No means to supply at tanker berth. 
Fuel: Diesel with 48 hours’ notice. No fuel oil. 
Fire Precautions: Normal ship precautions; no help from shore. 
Repairs: Very minor repairs only. 
Dry Docks: None. 
Surveyors: Lloyd's, A.B.S. and B.V. 
Gangway/Watchman: None. 
Customs Allowances: 200 cigarettes and 1 bottle of spirits. Bond sealed. 
Repatriation: No problems with staff or crew changes. 
Airport: 12 miles from town. 
Time: GMT minus 6 hours. 
Police/Ambulance/Fire: None. 
Emergency Co-Ordination Centre: None. 
Telephones: None. 
Services: None. 
Banks: Royal Bank of Canada, Barclay’s Bank, Bank of Novia Scotia, 
and Atlantic Bank. 
Storing: Fresh vegetables only. Lobster in season January to March. 
Shore Leave: No restrictions and boat stays with ship all the time. 
Identification Cards: Not required. 
Regulations: None. 
Delays: Weather, daylight berthing and unberthing. 
Developments: None anticipated. 
General: Shore capacity: Avgas 2,400 bbls., REG Mogas 24,800 bbls., 
Premium Mogas 7,900 bbls., Avtur 22,800 bbls., gas oil 29,600 bbls. 


AUTHORITY: Belize Port Authority, P.O.Box 633, Ceasar Ridge Road, 
Belize City, Belize, Central America. Tel: 72439, 72449. Contact: 
Mr. A. Coye, Port Commissioner and Chief Executive. Mr. E. Crawford, 
Operations Manager. 
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People’s Republic of Benin 
COTONOU: 06.20 N. 02.32 E. (See Plan) 


PORT LIMITS: The area contained within an arc of a circle of 1 mile 
radius centred on the red light at the West Jetty. 
DOCUMENTS: (Also see “Shipmaster's Report”.) Once berthed the ship 
must be able to produce to the Port Authorities: 

6 copies Crew List. 

4 copies List of Ports of Call. 

6 copies Passenger List, and passengers in transit. 

6 Customs Declarations (personal effects list). 

2 Maritime Declarations of Health. 

3 Lists Provisions and Stores, including foodstuffs. 

10 copies Manifest. 

1 Bill of Lading. 

1 Declaration of Arms and Ammunition. 

3 Lists of Dangerous Cargo (unloading or in transit). 

6 Stowaway Lists. 

3 Vaccination Lists. 

Also international documents of ownership and safety. 
PILOTAGE/APPROACHES: Vessels must advise ETA to Port Authority 
“Dirport Cotonou” 24 hours prior arrival weekdays, and before midday 
Saturday for Sundays and before midday on day preceding holidays. 
Cable address pilot station “Commandant du Port, Cotonou”. Telex: 
5004 “Dirport Ctnou”. On approach to port vessels may also call pilot 
station on 2182 kHz or VHF Channel 16. Permanent radio watch kept 
by Port Coast-Guard Station. Pilot services permanent and operate night 
and day, Sundays and holidays, except for nights of 24th and 31st 
December from 1800 — 0600 hrs. Ships drawing more than 30 ft. must 
enter on high tide. On arrival in approaches, ships coming from West 
or South must steer a Northerly course in direction of lighthouse, and 
take Pilot about half a mile from fairway. If arriving from East, vessels 
should take Westerly course in direction of fairway and take Pilot about 
half a mile from fairway. Pilot boat is small cutter with black hull and 
white superstructure, by day carries flag “H” and by night carries 
statutory lights for pilot boats. Piloting obligatory for ships over 100 net 
tons. 

Fairway Buoy: Position Lat. 06° 20.4’ N., Long. 02° 26.8’ E. Light- 
flash “A” (- —) 10 secs. 

ANCHORAGES: In cases of bad weather or of waiting for Pilot, ship 
must anchor approx. 1 mile to South of lighthouse. Sound anchorage 
with sand bottom and depth 14 m. Forbidden to anchor within radius of 
700 m. from red light of West Jetty. 

Prohibited Anchorage: All the area to the West of the meridian of the 
West breakwater red light. 

RESTRICTIONS: No restrictions on hours of entry or departure. 

MAX. SIZE: See “Berthing” and “Tankers”. 

HEALTH: Free Pratique generally given by Agent. 

RADIO: Advisable give Agent 72 hours notice of ETA. Thereafter re- 
confirm 36 hours prior arrival. 

RADAR/VHF: No port radar service. VHF Channel 16, 14 and 12. 
R/T 2182 kHz. 

TUGS: Tug assistance performed by Port Authority of Cotonou and 
compulsory for every vessel over 500 g.r.t., mooring, unmooring, at berth 
or shifting. Extra charge for using tug’s lines. Vessels with length over 
100 m. require 2 tugs. 

BERTHING: Berthing quay 620 m. long, 10.0 m. depth, which will accept 
alongside a minimum of 4 ships working together. Harbour dredged up 
to 11 m. below chart datum and will permit almost all sizes of ships to 
work Safely. Railway line runs 4 m. side of quay, under ship tackles, and 
used only for heavy lifts. Berthing priority only given cargo ships and 
tankers which have specially reserved berths. Other ships berth 
dependent on berths available and in order of arrival. As well as 2 tanker 
berths there is loading berth for bulk palm-oil, one waiting berth at 
harbour entrance, and 4 quays with warehouses for import/export traffic. 
New Quay: Length 660 m. Depth alongside 11.0 m. Two conventional 
berths (360 m.), one container berth (200 m.) and one Ro/Ro berth. 

Facilities include a container storage area of 65,000 sq.m., 2 
warehouses of 6,000 sq.m. each, 1 transit warehouse of 4,000 sq.m. 
and an open storage area of 60,000 sq.m. 

STEVEDORES: Ship must advise Agent in advance of number 
stevedore teams required, and specify number of hours work required. 
This must be done 24 hours in advance on weekdays, and before midday 
Saturday for Sundays, and before midday on day preceding holidays. 
Loading and unloading rate: Working days — 600 tons for bagged cargo. 
400 tons for other cargo. Sundays and holidays, half above rates. Days 
counted as 24 hours starting from first break following berthing. For ships 
having to handle smaller quantities, assessment of time calculated in 
multiples of 300 tons for bagged cargo and 200 tons for other cargo, 
per 12 hours. Loading and unloading operations can be carried out on 
Sundays and public holidays if ship's Master wishes, with exception of 
Labour Day (May 1st), 26th October, 30th November, 31st December 
and Independence Day. 

MEDICAL: Well-equipped modern hospital in Cotonou. 

TANKERS: 2 tanker quays for ships of 215 m. length and 31 ft. draft. 
(Depth at seaward berth 11.0 m.). Unloading carried out by 100 mm. 
pipe-line. Loading of petroleum products carried out by pumping (80 
cu.m.p.h.) or by gravity (50 cu.m.p.h.). Products are aviation spirit 100. 
130, “Super” petrol, low-grade petrol, Kero Avtur, and gas oil. 

Also see “Seme Terminal”. 

FRESH WATER: Supplies available at all berths on quay by pipe-line 
of 100 mm. with reduction of 70 mm. (rate 25 t.p.h.). 

FUEL: Fuel oil of 1,500 seconds viscosity available at Berth No. 1 and 
at the Fishing Quay. Rate 50 to 80 cu.m.p.h. 

FIRE PRECAUTIONS: Port has following safety equipment: 2 tugs 
equipped with fire hose of 50 cu.m.p.h. 2 motor pumps of 30 cu.m.p.h., 
1 draining pump of 150 cu.m.p.h. In addition special security watches 
are kept on dangerous merchandise in classes 1a, 1b, 1c, 1d and 111c. 
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Normal watch up to 5 tons, double watch from 5 tons to 16 tons. Motor 
pump standing by from 16 — 50 tons. Tug standing by for quantities 
above 40 tons for inflammable liquids (flashpoint less than 55°C) and 
above 50 tons for other dangerous cargo. 

REPAIRS: Workshops for small repairs. No tank-cleaning facilities. 
DRY DOCKS: Only hauling gear of 250 tons for careening small ships 
and trawlers. 


CONSULS: 
Telephone Telex 
Germany F. R. 312967, 312968 5224 
Niger 314030 
Belgium 301875 
Ghana 300746, 300957 
France 300824, 300225 5209 
Nigeria 301142, 301879 5247 
China 301691, 301463 
USA 300650, 301798 
Netherlands 
Zaire 
Sweden/Norway 
USSR 312834 & 6 5204 
WATCHMEN: (See ‘Fire Precautions’.) Recommended that a 


watchman be on board. Can be arranged by Agents. 
OPENING/CLOSING HATCHES: Carried out by stevedores 
CUSTOMS ALLOWANCES: 200 cigarettes and 3 opened bottles of 
spirits for each crew member. 

AIRPORT: 5 km. from port. Regular flights to European destinations 
(5 departures a week for Paris). 

TIME: GMT plus 1 hour. 

HOLIDAYS: January 1st; January 16th; Easter Sunday 1st April; Labour 
Day (May 1st) — no cargo work; 26th October; 30th November; 31st 
December — no cargo work; Assumption; November 1st (All Saints’ Day); 
25th December (Christmas); Tabaski and Ramadan at the beginning of 
Lunar Year (Moslem holidays). 

POLICE/AMBULANCE/FIRE: Harbour Police 31-3942; First Aid 17; 
Hospital 31-2713 and 31-2717; Fire Brigade 18. 

TELEPHONES: A telephone can be placed on board at request of ship's 
Master. 

SHORE LEAVE: Crew must carry shore pass. 


SHIPMASTER’S REPORT: 1978. 

Documents: Before a vessel can be registered certain items are needed 

by Agents, who can send pilot boat to collect from anchorage. 
Regi- 
stra- 
tion 


Port 

Health Police Agent Customs 

Crew Lists 

Passenger List 

Ports of Call 

Store List 

Crew Declaration 

Animal List 

Arms & Ammunition 

Vaccinations List 

Cargo Plans 

Hatch List 

Cargo Manifests 

Dangerous Cargo 

Health Declaration 1 - - = 
Registration: There does not appear to be a firm set of priorities but 
some cargo can be worked at most berths while others are restricted to 
a single berth. Two tankers can discharge or load at the South end of 
the East Mole which may also be used for containers. 
Radio: Cotonou Radio was erratic and, on 2182, very poor via land line 
to the Agency Office. VHF is available on 16, 14 and 12 with Port Control 
and some Agents having their own sets or use that of a vessel alongside. 
Consuls: There is no British representation in Benin. All requirements 
can be obtained by driving to Lagos to the High Commissioner. 
Developments: A 40 tonne fork lift for containers etc. has been added 
to the cargo gear available but there are no cranes. 
Shore Leave: A Shore Pass (Visa de Passage) is required but single 
items are given to Senior Officers only, all others must share between 
2 or 3 persons. It takes 24 hours to obtain a valid pass via Agent from 
Police. 
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REPORT: March 1988. 

The Port of Cotonou is a well sheltered harbour enclosed by a 
1,200 m. long West Breakwater and a 4 cables long East jetty projecting 
S.S.W. from shore (East cross breakwater). It was opened to traffic in 
August 1965 and is managed by Port Autonome de Cotonou. 

The harbour is accessible to vessels of up to 210 m. in length and a 
max. draft of 10 m. The entrance is from the Ocean through a 0.6 mile 
long channel, 180 m. wide and 12m. deep. The harbour pool was 
dredged to 11 m. in 1975. Silting is reported along the North side of the 
West breakwater and the new Dock. However, dredging work should 
be soon carried out (mid-1988). 

Vessels drawing more than 30 ft. transit the channel on high water. 
Petroleum Berths: The inner side (Westerly side) of the East breakwater 
provides berthing facilities for tankers of up to 200 m. in length and a 
max. draft of 32 ft. There is no deadweight or displacement limitation. 
However, tankers of up to 40,000 d.w.t. can safely enter the harbour 
and moor starboard side to berth called “P II". Berth “P II" does not 
have fuel oil receiving facilities. Clean products are handled through 
1 x 8 in. flexible hose, rate 1,000 bbis./p.h. No facilities for dirty ballast. 
The fendering system consists of large cylindrical rubber fenders in 
excellent condition. 

Fuel oil is discharged at Berth “Q |" located at the very end of the 
main quay (East side). Vessels of up to 150 m. in length with a max 
draft of 8.0 m. can be accommodated. Vessels berth port side alongside. 


The quay is fenderless. There is no deadweight limitation. However, it 
would be unsafe to berth vessels larger than 15,000 d.w.t. Fuel oil is 
handled through 6 in. flexible hoses, rate 700 bblis.p.h. Max. back 
pressure 100 p.s.i. 

Fire coverage is marginal — 2 x 60 Ib. wheeled dry chemical fire 
extinguishers. 

Charts: British: 595 and 1861. U.S.: 57006, 57041 and 57100. 
Tides and Currents: The spring tide values are 1.50 m. and 0.20 m. 

Currents set across the entrance and may attain a rate of 4 knots. 
The predominant direction of the swell is from the third quadrant, 
reaching 12 ft. in length between June and September. 

The rainy season is mid-April to mid-July (tornado season). 
Anchorage: Vessels can anchor 1 mile South East of the lighthouse. 
Good holding ground in a depth of 48 ft. 

Pilotage/Towage: The Pilot boards 0.5 miles from the head of the West 
breakwater. Pilotage is around the clock, but between 2200 hrs. and 
0600 hrs. 2 hours’ notice is required. 

Towage is performed by the Port Autonome de Cotonou. 
2 x 1,400 h.p. tugs and 1 x 2,000 h.p. tug are available. 
Telecommunication: The service to other Francophone West African 
countries is good. There is usually no problem with calls to the U.S.A. 
placed through the operator. There is no coastal radio station. The Port 
Authority monitors VHF Channel 16 and SSB 2182 kHz. 

Repairs: There are no repair facilities. 

Supplies: Fuel and gas oil are available from SONACOP. Fresh water 
is available at all berths by pipe-line. Rate 25 cu.m.p.h. There are no 
barges available. Repatriation is possible. There are frequent air 
connections to Europe. 

Oil Surveyor: There is no representation of independent Surveyor 
Companies. 

Caleb Brett Ltd. is present in the surrounding countries (Togo and 
Nigeria.) 

SONACOP: Societe Nationale de Commercialisation des Produits 
Petroliers is a state owned company and is the sole distributor of 
petroleum products in the country. 

SONACOP operates a tankfarm which has a storage capacity of 
70,000 cu.m. (19 tanks). 

The national annual consumption of products is as follows: 
Clean (Mogas, Gas Oil, Kerosene, Avgas) 150,000 tons. 
Fuel oil 12,000 tons. 


AUTHORITY: Port Autonome de Cotonou, B.P. 927, Cotonou, Benin. 
Tel: 312890, 315280. Telex: 5004 Dirport. Cables: Dirport. Contact: 
Odon Brice Houncanrin, Port Director. Wetohossou Firmin, Harbour 
Master (Tel: 312782). 


AGENT: Scac Benin S.A., B.P. 433, Cotonou, Benin. Tel: (229) 331178, 
331198 and 331611. Telex: 5121. Cables: Ctnou Scac Benin. Fax: (229) 
330611. 


SEME TERMINAL: 06.18 N. 02.39 E. (See Plan) 


LOCATION: The loading terminal is located at Lat. 06° 18’ 23” N. and 
Long. 2° 39’ 32” E., about 4 nautical miles off the coast of the People’s 
Republic of Benin. 
Depth of water at the loading berth is 18 m. The bottom is sand, mud 
and shell. 
DOCUMENTS: See “Cotonou”. 
NAVIGATION AIDS: Beaconing: Four area marker buoy units in the 
IALA System A, i.e. each unit consisting of 4 beacons, are placed in 
position to mark the following installations: 
Platform No. 1: Lat. 6° 14’ 23” N. Long. 2° 41' 16” E. 
Platform No. 2: Lat. 6° 12’ 19” N. Long. 2° 41' 35” E. 
Platform No. 3: Lat. 6° 15’ 29" N. Long. 2° 42' 05” E. 
Seme Offshore Terminal: Lat. 6° 18’ 23” N. Long. 2° 39’ 32” E. 
PILOTAGE: A Mooring Master will be provided by the Operator. 
Boarding position will be agreed upon with the Mooring Master by 
radio upon arrival. 
It is the responsibility of the ship's Master to provide, rig and maintain 
: safe accommodation ladder for access to and exit from the vessel or 
ist. 
ARRIVAL: Temporary Anchoring: No berthing will be attempted 
between 1500 hrs. and 0700 hrs., unless approved by the Mooring 
Master, the same for leaving at night. 
Nae of Readiness can only be received between 0600 hrs. and 
hrs. 
In the event of arrival after 1500 hrs. and during the hours of darkness, 
a holding area is located at Lat. 6° 16’ 00" N. and Long. 2° 34’ 00” E., 
in bre depth of approximately 20 m. (66 ft.) The bottom is sand, mud 
and shell. 
RESTRICTIONS: See “Arrival”. 
MAX. SIZE: Maximum permissible draft is 14 m. (46 ft.). However, the 
Operator may reduce this draft should meteorological and _ tidal 
conditions prove unfavourable. 
HEALTH: Sanitary Boarding: The Mooring Master shall be entitled to 
conduct sanitary inspection. 
The Master shall supply: 
1. The Maritime Declaration of Health. 
2. The Vaccination Certificates for the crew. 
In case of infectious disease on board, the following institutions may 
be contacted: 


Polyclinique Tel: 301431/301420. 
Clinique les Graces Tel: 321171. 
Doctor Lam Tel: 300766. 


RADIO: Vessels should send their ETAs by telex to Tender Behanzin/ 
Tender Benin (Benin Cotonou 5134, 5173, 5174) via Rogaland Radio 
in Norway. 


BENIN, People’s Republic of 


Notice of Arrival: Vessels bound for the Seme Offshore Terminal must 
notify their ETA to Seme Oilfield Project (Attn. Loading Master) at the 
following times: 

(1) 7 days before arrival. 

(2) 72 hours before arrival. 

(3) 48 hours before arrival. 

(4) 24 hours before arrival. 

and then every 2 hours if any change in ETA. 

When within 12 hours before arrival, a continuous watch must be kept 
on the VHF Channel 16. 

The “7 days notification” need only be given if the sea passage in 
progress is in excess of 2 weeks’ duration. 

The ‘72 hours notification” must include the following information: 
Name of vessel (if available). 

Firm ETA (local time and date). 

Quantity of cargo required in barrels and metric tons. 
Estimated salt water arrival draft. 

Manifold fittings flange sizes and ASA, DIN or BSS rating. 
. Any special requirements. 

The “48 hours, 24 hours and 12 hours notifications” need only the 
notification of the name of the vessel and ETA plus any amendments 
to the details already provided in the “72 hours notification’. 

After the initial notification has been made, any change in ETA of 
more than 12 hours requires immediate notification to the Seme 
Terminal. 

VHF: During vessel's stay at the terminal, a permanent watch must be 
kept on the Channel 9 or 6. 

Communications: Normally, Channel 6 is used as the communicating 
channel between Seme Tank Farm, Seme Oilfield Project personnel 
and Seme Oilfield Project tugs. VHF sets for this purpose are supplied 
by the Operator. 

TUGS: An adequate number of tugs will be available for all mooring 
operations at all times, these will be directed and co-ordinated by the 
Mooring Master. 

The tugs available at the Seme Offshore Terminal are of the AHTS 
type, each with 2 = 2,640 b.h.p., generating a bollard pull of 50 tons. 

Normally, the attending tug(s) are ‘Tender Behanzin’ and/or ‘Tender 
Benin’. 

Mooring Boat: An adequately powered line handling boat is provided 
for running moorings, under the direction of the Mooring Master. Release 
of mooring lines will be performed by the mooring boat, except in an 
emergency. 

BERTHING: Loading Berth: This is a modified conventional buoy 
mooring (CBM) to which a Mediterranean style moor has been adopted 
for berthing operations. The centre-line is oriented in a direction of 
253° True, which relates directly to the bow heading. Under certain 
conditions, the vessel may be required to adopt a heading of + 10° from 
the established norm. 

Subject to draft, the berth can accommodate tankers up to about 
120,000 d.w.t. to load part cargo with Benin as first port of call. 
Mooring Equipment: There are 4 mooring buoys: 

Buoys No. 1 and 2 are connected to 260 m. x 76 mm. stud link chain 
terminating with a 7,500 kg. Stevin MK 3 anchor, having a design holding 
capacity of approximately 110 tons. 

Buoys No. 3 and 4 are connected to 310 m. x 76 mm. stud link chain 
terminating with a 10,000 kg. Stevin MK 3 anchor, having a design 
holding capacity of approximately 145 tons. 

Each buoy is equipped with 2 quick-release hooks. 

Special Moorings: These are carried aboard the attending tug and if 
their use is deemed necessary, the tug and the mooring boat will work 
in conjunction to put the lines aboard the tanker. First passing the eye 
over the mooring buoy hook and then passing the bitter end to the tanker 
to be made fast. 

Weather Criteria: The following criteria are for the weather conditions 
under which the tanker may remain berthed. 

Max. wind speed at 10 m. above sea level: 

1 hour mean — 20 knots (10.3 MS — 1) 

1 minute mean’ — 25 knots (13.0 MS — 1) 

Max. wave: — 2.5 HSTG 

Wind and/or waves to these values are not restricted to any particular 
direction. 

BALLAST: Ballast on Arrival: Ships must arrive with sufficient ballast 
and correct trim to be able to manoeuvre with complete safety. 

Deballasting will not be allowed without the consent of the Loading 
Master. 

Deballasting — Water Pollution: The vessel must approach the terminal 
with clean ballast. 

Any vessel approaching with polluted ballast may be forced to leave 
the terminal and shall be fully liable for ensuing delays. Acceptance of 
Notice of Readiness would also be amended accordingly. 

It is forbidden to dispose of cinders, burning materials, objects and 
waste of any kind in the sea. 

The Master shall be responsible for any leakage or overflow on board 
and any other difficulty which may involve an occasional jettisoning of 
hydrocarbon. Such leakage shall be stopped. 

Scuppers shall be securely blocked during the entire loading time. 

The Operator declines any liability related to non-compliance with 
International and Port Regulations the Mooring Master may discover. 

Non-compliance with the above regulations involves express 
notification to the Master or filing of a report. 

LOADING: Notice of Readiness: Notice of Readiness shall be tendered 
to the Loading Master (see “Arrival’). 

Connection of Flexible Hoses: Loading of vessels shall be carried out 
through a 12 in. flexible submerged hose. Connection to the manifold is 
by a 12 in. Camlock flange. The Operator may supply 10 in., 12 in. and 
16 in. adapters. 

The loading hose is equipped with a manually operated shut-off valve 
at ship's side of the hose end. 

The tanker derrick is to be rigged on the starboard side before 
mooring. The S.W.L. of the derrick hook shall be at least 4 tons. 


OTRO 
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During connection and disconnection of the flexible hoses, assistance NOTES 
of the crew will be essential, in particular for the handling of the winches ‘ hoe ; 
and derricks. During the entire stay of the vessel at the loading site, the Please ain advise 'Shipping Guides Ltd. 
Mooring Master shall ensure that a safety watch is maintained onboard. 
The Loading Master or his representative, performs the duties of head 
of loading and remains in touch with the terminal. 

The assisting vessels are to remain at the disposal of the Loading 
Master. 

A ladder must be kept permanently ready alongside the vessel so as 
to permit access by the team in charge of the flexible hoses. A boat 
rope must be rigged near the ladder. 

Loading: Loading may be carried out at a maximum rate of 
1,650 cu.m.p.h. or 11,000 bbis.p.h. 

Inspection of tanks after deballasting and ullages after loading is to 
be carried out in the presence of the Loading Master. 

The terminal shall place on board the vessel sealed samples 
representing the cargo. 

Thirty minutes before the end of loading, the vessel shall notify the 
terminal by VHF so that pumping may be stopped accordingly. 

The Master shall be fully responsible for operating the valves and for 
the safety of the cargo on board. 

MEDICAL: In cases of emergency, contact the three institutions 
mentioned in the section called ‘Health’. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: See “Cotonou”. 

REPAIRS: No facilities available. 

TIME: GMT plus 1 hour. 

SHORE LEAVE: Not possible. 

WEATHER: Meteorology: The rainy seasons (monsoon) extend from 
May to June and from September to October. 

The dry season extends over a period of 3 to 4 months, that is to say 
from November to February. 

Air aaa The air temperature varies on average from 24° C to 
36° C. 

Sea Temperature: The sea temperature varies from 21° C to 31° C. 
Visibility: During the rainy season, visibility can be reduced to less than 
one mile due to precipitation. 

Tides: The tides are of a semi-diurnal type. Max. amplitude is 2 m. 
Wind: The prevailing wind blows from the South and West, and is 
strongest from May through September. 

Currents: Maximum current that may be present is assumed to be 
3 knots, from direction around 260° (Guinea Current). Normally the 
current is well below the maximum from this direction. From other 
directions lower rate currents are to be expected (i.e. tidal current). 
Swell: Southwesterly swell is most frequent from April thorugh October. 
The higher waves are expected as a combination of locally generated 
Southwesterly wind, waves and swell. Wave heights above 3m. are 
relatively rare. 

GENERAL: Visitors: Except for personnel with specific tasks on board 
the vessel, the boarding of personnel takes place under the full 
responsibility of the Master. 

Chart: No. 595 (French). 

Sailing Directions: Africa Pilot, Volumes No. 1 and 2, published by the 
British Admiralty. 


REPORT: March 1988. 

Seme Terminal is located about 4 miles offshore. The Oil field is now 
run by local technicians assisted by contractors. 

Seme's output is around 6,000 barrels per day. 
Location: 06° 18’ 23” N., 02° 39’ 32” E. 
Anchorage: 06° 16’ N., 02° 34’ E. Depth 66 ft. Range of tide 6.0 ft. 
Current 2-3 knots. Bottom is sand, mud and shells. 
Radio: ETA Instructions: Advise Seme Offshore Terminal and Agent 7 
days, 72 hours, 48 hours, 24 hours and 12 hours prior to arrival of the 
following: ETA, quantity of cargo required, arrival draft and size of 
manifold fittings. 
VHF: Channels 16 and 6. 
Restrictions: Mooring and unmooring during daylight hours only 
(0700 hrs.—1500 hrs.) 
Pilot: The Pilot boarding position is agreed prior to arrival. 
Readiness: Notice of Readiness only received between 0600 hrs. and 
1400 hrs. 
Tugs: 2 * 2,650 h.p. 
Documents/Clearance: See “Cotonou”. 
Production Platforms: 


No. 1 06° 14’ 23" N., 02° 41’ 16” E. 
No. 2 06° 12' 19” N., 02° 41’ 35” E. 
No. 3 06° 15’ 29” N., 02° 42’ 05" E. 


Berth: Depth in approaches and at berth 60 ft. 

The berth is a conventional mooring buoy (CMB). Max. draft 
permissible 46 ft. Max. d.w.t. 60,000—80,000 tons. Larger tankers up to 
120,000 d.w.t. can be berthed to load part cargo if Seme is first port of 
call (Max. displacement 75,000 tons). 

The vessel berths on a heading of 260° to 4 mooring buoys. The use 
of wire ropes is not allowed. Synthetic hawsers are provided by the 
terminal. Vessels hose boom to be rigged for 4 tons SWL minimum. 
Loading: Seme Crude (API 22.6) is loaded through a single 12 in. hose 
which is connected to an undersea pipeline of 16 in. diameter and 
5 miles long. Loading rate 11,500 barrels per hour. 

Ballast: No facilities for dirty ballast. 
Services: None available. 


AUTHORITY: Seme Oil Terminal. Telex: 5173, 5174 Semoil Ctnou. 
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Bermuda 


HAMILTON, (incl. Freeport): 32.17 N. 64.47 W. 
(See Plan) 


NAVIGATIONAL WARNINGS: (Circulated by the Department of Marine 
& Ports Services) 
Government Notice No. 196 (27.4.79) 

The attention of all mariners is drawn to the dangers and hazards of 
close approach to the reefs which surround Bermuda, especially to the 
North and West of the Islands. They extend in places to a distance of 
12 miles from the visible land and are virtually unmarked by navigational 
aids at their extremities. 

Ships on passage with no intention of calling at Bermuda are advised 
to give the Islands a berth of at least 30 miles, observing that little 
distance is lost on the passage by so doing and nothing is gained by a 
closer approach. On the contrary, stranding or shipwreck has occurred 
all too often through the years with pollution of the surrounding reefs 
and beaches and destruction of the ecological life as well as possible 
ruin of the economy of the Islands. 

Ships making for Bermuda are advised to do so from the East and 
South as the only entrance to the sheltered waters is at the S.E. of the 
islands off St. George's. Here Pilots are available and can be embarked 
in daylight hours. Entry at night is dangerous and prohibited and close 
approach in dark hours should not be attempted without local knowledge. 


Government Notice No. 197 (27.4.79) 

Ships approaching Bermuda should contact the Bermuda Harbour 
Radio which is manned day and night on Channel 16 (VHF) or 2182 kHz 
or 500 kHz W/T giving vessel's name, call sign and position. Only after 
clearance has been given and instructions issued should ships — in 
daylight only — approach within 3 miles of St. David's Head on a heading 
between 240° and 300°. On no account should any other approach be 
made without local knowledge and large scale charts. 

Pilots are available in this area for those who require them and are 
compulsory for all commercial vessels making entry to these Islands. 


Notice to Boatmen. Admiralty Notices to Mariners: 
1114. North Atlantic — Bermuda Islands — Caution (15.6.79). 

5. Mariners are advised to navigate with extreme care in the 
approaches to Bermuda Islands, owing to the existence of 
extensive reefs which encircle the Islands and which are a 
constant hazard to navigation. North Rock Lt. (32° 28.5’ N., 
64° 46' W. approx.) and then outer seabuoys may not be 
reliable through lack of maintenance due to inaccessibility, 
except in very calm weather. 


NOTICES: Implementation of IMO-adopted Area to be Avoided. 

(1) Mariners are advised that at 0001 hrs. GMT on 1st December, 
1985 an Area to be Avoided (ATBA) will be established covering the 
offshore reefs on the Northern coasts of Bermuda. 

(2) The limit of a Restricted Area is to be: 

(a) Gibbs Hill Light (Lat. 32° 15.1’ N., Long. 64° 50.0’ W. approx.). 

(b) Lat. 32° 08.00’ N., Long. 64° 53.00’ W. 

(c) Lat. 32° 12.00’ N., Long. 65° 10.00’ W. 

(d) Lat. 32° 24.00’ N., Long. 65° 10.00’ W. 

(e) Lat. 32° 39.00’ N., Long. 64° 53.00’ W. 

(f) Lat. 32° 39.00’ N., Long. 64° 38.00’ W. 

(g) Lat. 32° 32.00’ N., Long. 64° 29.00' W. 

(h) St. Davids Light (Lat. 32° 21.8’ N., Long. 64° 39.0’ W. approx.). 

Bermuda Department of Marine and Port Services. 


DOCUMENTS: 
Ship's Register. 
Derat Certificate. 
Clearance from Previous Port. 
5 Crew Lists. 
5 Passenger Lists. 
2 Provision Lists. 
2 Crew Personal Effects Lists, i.e. cameras, binoculars, cigarettes, etc. 
6 copies Cargo Manifest if discharging. 
Cruise Ships: Customs require: 
(Note: Forms may be secured in advance for prospective vessels.) 
‘5S Crew Lists 
1 Crew Declaration 
*S Lists of All Disembarking Passengers 
‘5 Lists of All Transit Passengers 
*S Lists of All Non-United States Citizens in Transit (on ships from and 
returning to the United States) 
1 Stores List 
1 Declaration of Health 
Clearance from Vessel's Last Port of Call 
1 Bermuda Vessel Report (Customs No. 49). 
=n Plus 1 of each of these forms for Agents) 


1. A facility for examining disembarking passengers and luggage must 
be provided. No passenger or luggage is to be allowed to board the 
tender without Custom's approval. 

2. All documentation for passengers on vessels from, and returning 
to, the United States who are not U.S. Citizens must be seen by the 
Customs Official. , 

3. All disembarking passengers and luggage must be seen by the 
Customs Official. 

4. Persons purchasing a ticket in Bermuda must complete an 
Immigration Embarkation Card which should be lodged with the Purser 
on embarkation. Similarly persons arriving by air and leaving by sea 
Must lodge their duplicate immigration cards with the Purser on 
embarkation. It is required that the Purser pass all such cards to the 
Duty Customs Official prior to the vessel's departure. 


BERMUDA 


PILOTAGE: Pilot ordered by Agent on receipt of vessel's ETA (72, 48 
and 24 hrs.). Pilot boards vessel approximately 2 miles East of Island 
with St. David's Lighthouse bearing 240° True. Boats black hull with 
orange or white superstructure with “Pilots” or “Pilot Rescue” on side. 

If vessel's ETA alters, Bermuda Harbour Radio which in direct contact 
with Pilot station can be contacted by VHF Channels 10, 12, 16, 26. 
Pilotage is confined to daylight hours only with exception of vessels 
calling for medical aid — some of which handled off-shore. 
ANCHORAGES: Grassy Bay and Great Sound. These anchorages are 
used mainly by passenger liners as they are close to Hamilton Harbour 
and are protected from heavy weather. Also used by large vessels 
carrying out extensive repairs. 
RESTRICTIONS: Restricted by draft of 26 ft. and length 700 ft. Daylight 
piloting only. 
MAX. SIZE: Largest ship to enter to date, length 703 ft., draft 26.5 ft. 
HEALTH: Pratique granted on 24-hour basis and can be obtained by 
wireless by sending message via VRT to “Health Bermuda” requesting 
Free Pratique be granted. If any suspected disease or fever on board 
advise “Health” as well as Agent. 
RADIO: Bermuda Harbour Radio, controls channel traffic, call sign ZBM 
Bermuda. 
VHF: Operated by Bermuda Harbour Radio. Contact on Channels 10, 
12, 16, and 26. 

Bermuda (VRT) on Channels 16, 26 and 28. 

VTM system in operation. 
TUGS: 3 tugs available, 1 x 1,200i.h.p. and 2x3,200i.h.p. Tugs normally 
join vessel in harbour if requested. Tugs not compulsory and ordered 
depending on the size of the vessel and weather conditions. Tug’s lines 
used during normal tug operations. 
BERTHING: Docks and tugs are agreed upon between Agent and Pilot 
prior ship's arrival. 


Hamilton 
Length 
of Max. 

Berth Berth Draft Remarks 

No. 1 510 ft. 26 ft. Port layout allows ships in 
excess of 510 ft. in length to 
be accommodated. Primarily 
a passenger berth. 

Nos. 5 and 6 620 ft 26 ft. Primarily a passenger berth. 

No. 7 650 ft. 26 ft. | A small Ro/Ro ramp is 
provided at Berth No. 7 West. 

No. 8 450 ft 23 ft. Berth Nos. 7 and 8 provide 
facilities for container 
operations, with approx. 5.5 
acres of open area. Primarily 
a lay-by berth. 

No. 8 East 250 ft. 16 ft. 


Drafts are governed by depth of water in channel approaches to the 
Harbour, i.e. 26 ft. MLW. 
Freeport (West End Development Corporation) 32° 19’ N., 64° 50’ W. 
Commercial 800 ft. 32 ft. | Bulk cement and Shell 
(South Basin) Company of Bermuda 
bunkering facilities. 
Max. length of vessel 600 ft. 
Passenger ship berth for 
winds below 20 knots. 
Bearing surface 500 ft., 
consisting of 2 dolphins 
500 ft. apart with central dock 
300 ft. long. Vessels berthing 
must drop anchor about 
600 ft. from dock to facilitate 
vacating the berth. One or 
two tugs mandatory for 
berthing/unberthing, 
depending on size of vessel 
and weather conditions. 
Usually port side berthing. 


King’s Wharf 
(North Basin) 


1,000 ft. 34 ft. 


Murray’s Anchorage 

—_ 36 ft. 
The Great Sound 

—_ 34 ft. 
Five Fathom Hole 

—_ Unlimited 


STEVEDORES: Ordered by Agent after receipt of ETA. Average 
discharge general cargo 10 t.p.h. 
Gangs and Priorities: Basically Bermuda operates with a maximum of 
3 gangs although this can reduce when breakbulk or refrigerated cargo 
are being handled, or for the tying-up and letting-go of cruise ships. 
Gang Allocation Rules (BSA No. 97 15-3-79) are: 

1. The first vessel to arrive to have all available gangs. 

2. The second vessel to arrive to have 1 gang on arrival. 

3. The third vessel to arrive will get labour from 1 or 2 when it becomes 
available. 

4. When it is necessary for full utilisation of labour, all vessels must 
work maximum overtime in order to retain gangs. 
Hours of Work (Longshoremen): 

Straight time Monday/Friday 0800 — 1200 hrs. 

1300 — 1700 hrs. 
Monday/Friday 1800 — 2200 hrs. 
Saturday 0800 — 1600 hrs. 
Sunday and Public Holidays 0800 — 2200 hrs. 
Meal hours 0700 — 0800, 1200 — 1300, 
1700 — 1800 hrs. 

Note: Normally the port stops Sunday/Friday inclusive at 2200 hrs. 
Should work proceed past 2200 hrs. it would be at double time. If 
required by the Union, a half hour meal break could be taken between 
0400 hrs. and 0430 hrs. 


Double time 
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Work stops at 1600 hrs. on Saturday until 0800 hrs. on Sunday, unless 
vessel is being worked through to a finish for sailing that night or early 
the next day. 

Good Friday and Christmas Day are not worked on the Bermuda 
waterfront. 

CRANES: 1 x 225 ton Amhoist 9310, 1 x 165 ton P & H C-165. 
MEDICAL: No advance notice required for medical attention if other 
than critical cases. First-class hospital facilities available. Vaccination 
Certificates required for all seamen. 

TANKERS: Shell bunkering berth, Freeport, Ireland Island. Discharge 
lines 8 in. and 10 in. No slop discharge facilities. 

DENSITY: 1025. 

FRESH WATER: Available alongside at Berths Nos. 6-7, by truck 
(capacity 4 tons), or by barge. Order prior arrival to avoid delay. 
FUEL: Grades available from Shell or Esso: Bunker 'C" fuel oil, viscosity 
100 SSF at 122°F. Diesel oil. Viscosity 3616 at 100°F. 

CONSULS: 


Belgium France Norway 
Bolivia Germany F.R. Portugal 
Chile Greece Sweden 
Denmark Italy United States 
Finland Netherlands 


REPAIRS: All types minor deck and engine repairs can be carried out. 
Also major temporary repairs. Electronic repairs possible. 

DRY DOCKS: Only yacht slipways available. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Usually carried out by stevedores. 
TOBACCO/WINE ALLOWANCE: Customs allows about 1 carton 
cigarettes and limited amount of spirits per man. 

REPATRIATION: First-class facilities available for repatriation and crew 
changes. 

AIRPORT: Distance from airport 10 miles. Connections to all parts of 
world. Average 15/20 flights per day. 

TIME: Local time GMT minus 4 hours (October-April). GMT minus 
3 hours (0200 hrs., last Sunday in April — 0200 hrs. last Sunday in 
October). 

HOLIDAYS: New Year's Day; Good Friday; Bermuda Day (May 24th); 
Queen's Birthday (celebrated annually in June) June 17th in 1991; Cup 
Match (Thursday and Friday before first Monday in August); Labour Day 
(1st Monday in September); Remembrance Day (November 11th); 
Public Holiday (November 12th); Christmas Day, Boxing Day (December 
26th). 


POLICE/AMBULANCE/FIRE: 911. Air Sea Rescue 2971010. 
TELEPHONES: Can be placed on board vessel when alongside. 
GENERAL: Port of Freeport, Ireland Island, situated in the Port of 
Hamilton at the old British Dockyard is used mainly by the Royal Navy, 
Shell Bunkering and cruise ships in Summer. 

IDENTIFICATION CARDS: Redauired by all crew going ashore. 


SHIPMASTER’S REPORT: 

Pilotage: There are 10 Pilots who operate on a rotation basis. Least 
depth is in the Dundonald Channel and Two Rocks Passage 
approaching Hamilton. Passenger Vessels over 26 ft. anchor in Grassy 
Bay just North of the Dundonald Channel. Official max. draft is 26 ft. 
although | was told by the Harbour Master that they will take ships up 
to 26 ft. 06 in. 

Berthing: Vessel berths starboard side to, swinging on anchor with tug 
assistance. During a long stay vessels often have to shift up and down 
the wharf to make room for other ships making short calls. At one time 
the bow was overhanging the end of the quay by 100 ft. but even in this 
position ship can be well secured. 

Cargo Operations: Two container gangs can be worked at all times. At 
weekends additional men are available from other areas within the 
stevedoring firm and a third gang can be made up. 

Fresh Water: Not readily available in large quantities due to a water 
shortage. Price when available is $10.0 a ton. We managed without 
buying any in spite of a prolonged stay. 

Stores: Very expensive and would suggest only plan on buying 
essentials from supermarket in small quantities. 

Discharge Averages: 


Rolls of newsprint 22.07 tons per hour 


Vehicles and parts (Ro-Ro) 44.37 
Breakbulk 30.72 
Breakbulk items off container vessel 27.58 
Containers 19.19 T.E.U. 


AUTHORITY: Department of Marine & Ports Services, P.O. Box HM180, 
Hamilton HMAX, Bermuda. Tel: (809) 295-6575. Telex: 3505 Rgshp Ba. 
FAX: (809) 295-3718. Contact: K.G.R. Hallam, Port Director. Captain 
lan H. Clarke, Harbour Master. 
AGENT: Meyer Agencies Ltd., 35 Church Street, P-O.Box HM 510, 
Hamilton HMCX, Bermuda. Tel: 809-295-4176. Telex: 3361 Meyer BA. 
Fax: 809-292-4823. Cables: Meyerco Bermuda. 

Shipping, Freight, Insurance, Travel Agents. Marine repairs, Tug) 
Barge Operators, stevedoring Operators, Pandi Reps. 


196 


ST. GEORGE’S: 32.22 N. 64.41 W. 


NAVIGATION WARNINGS: See “Hamilton”. 

NOTICES: See “Hamilton”. 

DOCUMENTS: See “Hamilton”. 

PILOTAGE: See “Hamilton”. 

ANCHORAGES: (a) Five Fathom Hole, located at Eastern end of Island 
and is point where Pilots embark/disembark. Used by vessels not 
required to enter or those awaiting daylight. (b) Murray's Anchorage, 
used instead of Five Fathom Hole during times of heavy weather 
(daylight hours only). Also, by vessels unable enter St. George's Harbour 
and wishing to take on water, carry out repairs, etc. A stand-by 
anchorage for vessels waiting berth at Esso Oil bunkering pier and for 
vessels leaving this pier and awaiting daylight. (c) St. George's Harbour, 
when weather conditions such that Five Fathom Hole and Murray's 
Anchorage unsuitable to land ill/injured persons vessel proceeds directly 
to St. George's Harbour and anchors for short stays only. 
RESTRICTIONS: Entry to St. George's Harbour restricted waterline 
length of 600 ft. and by draft of 28 ft. Murray's Anchorage restricted by 
draft of 38 ft. H.W. 

MAX. SIZE: Largest ship to enter to date — length 628 ft. However, size 
controlled by max. draft of 28 ft., displacement and weather conditions. 
HEALTH: Pratique granted on 24 hour basis and can be obtained by 
wireless by sending message via VRT to “Health Bermuda” requesting 
Free Pratique be granted. If any suspected disease or fever on board 
advise Health as well as Agent. 

RADIO: Commercial radio station operated by Cable & Wireless Limited, 
call letters VRT Bermuda, on VHF 16, 26 and 28. Bermuda Harbour 
Radio controls Channel traffic, call sign ZBM Bermuda. 

VHF: Operated by Bermuda Harbour Radio. Contact on Channels 10, 
12, 16, and 26. 

VTS: System to be installed at the signal station at Fort St. George. 
TUGS: 3 tugs available, 11,200 h.p. and 23,200 h.p. Tugs normally 
join vessel in harbour if requested. Tugs not compulsory and ordered 
depending on the size of the vessel and weather conditions. Tug’s lines 
used during normal tug operations. 

BERTHING: Dock and tugs agreed upon between Agent and Harbour 
Master prior ship's arrival. 

St. George's as a Port of Discharge: Stevedores advised the 51st 
meeting (1974) of The Bermuda Shipping Association that as 
St. George's is no longer being used for cargo, all gear and equipment 
have been removed from the port. In the event of discharge taking place 
at St. George's there will be an ‘item of cost’ for transport of gear and 
equipment from Hamilton to St. George's. Similarly an ‘item of cost’ is 
applicable to discharge at Freeport (Dockyard). 
Berth Length Max. draft 
Penno’s Wharf 750 ft. 28 ft. 


(See Plan) 


Remarks 

Cruise ship or cargo-handling 
berth. Large area on Western 
end for bulk cargo discharge. 
Concrete jetty with steps for 
small boat berthing. Large 
vessels berthed at Pennos Wharf 
overhang up to 250 ft. over 
Hunter's Wharf in depths up to 
30 ft. 

No cargo-handling facilities. 
Capable of berthing 620 ft. cruise 
ships. 

STEVEDORES: Ordered by Agent after receipt of ETA. Average 
discharge general cargo 10 t.p.h. 

Also see “Hamilton”. 

MEDICAL: No advance notice required for medical attention if other 
than critical cases. First-class hospital facilities available. Vaccination 
certificates required for all seamen. 

TANKERS: Esso Oil Pier: Two dolphins, centre platform and walkways. 
Vessels up to 700 ft. in length and 38,000 d.w.t. can be accommodated. 
Discharge lines 8 in. and 10 in. No slop discharge facilities. 

Berthing: The berth was rebuilt in 1980 about 40 ft. further out (the old 
pier debris was left in place). Ships are moored to 4 buoys, forward and 
aft centreline and offshore on the beam also to bollards on the shoreline 
and on the 2 breasting dolphins. Ships normally approach from the North 
with 2 tugs alongside forward and aft. The anchor may be dropped and 
3 — 4 lengths of chain run out. A launch will take the mooring ropes, 
usually to the forward buoy first, to the aft buoy and then to the breasting 
dolphins. When the ship is in position, all other moorings are sent out; 
those to the shoreline last. The minimum number of ropes is: 2 to each 
of the offshore buoys, 1 to the fore and aft buoys and to 4 bollards 
ashore, 2 or 4 spring lines to the dolphins. Length of breasting lines 
must be minimum 750 ft. long to reach shore. 

Caution: The ropes to the buoys must be kept taut at all times; 
particular care must be paid to these moorings during the hurricane and 
Winter seasons. Occasionally ships may be berthed heading N.E. 
In strong winds from S.W. to N.E. vessel will not be berthed, nor 
be permitted to remain alongside if wind shifts onto the dock. 

Cargo: Two or more 8 in. hoses are used for the discharge of cargo. 
The ship's cargo boom may be used to connect or support the hose. 
Maximum pressure on the hose 100/120 p.s.i.g. There are several cargo 
lines. Tankers carrying more than one grade to St. George should 
arrange the cargo to permit discharging two or more grades 
simultaneously. Hand radios are used during the cargo operations. 
Requirements for Vessels Using the Esso Oil Terminal: 

1. Tankers and Large Vessels for Bunkers: 

(a) It is an Oil Terminal requirement that a Pilot remains on board at 

all times while alongside the Terminal. 

(b) Itis a Terminal requirement that all vessels on completion of either 
discharging or bunkering/ballasting leave the berth and proceed 
either to sea, or wait daylight. 

(c) One tug is mandatory for berthing and unberthing and a second 
tug depending upon weather and other conditions decided by the 
Master and Pilot, and the Agent will be informed accordingly. 


Hunter's Wharf =: 335 ft. 28 ft. 


Ordnance Island 160 ft. 26 ft. 


(d) Tug requirements for unberthing outside normal working hours 
must be discussed well in advance between Master and Pilot 
(and Agent informed) as it may take up to 6 hours before the 
second tug is available at the Terminal. Weather conditions, 
especially at weekends during the winter months, must be 
assessed and if any likelihood of strong Northerly winds, 
precaution should be taken of ordering a tug(s) or if necessary 
have a tug standing-by in readiness. 

(e) Max. draft alongside not to exceed 34 ft. (10.3 m.) and/or length 
700 ft., 38,000 d.w.t. unless under exceptional circumstances and 
permission authorised by Esso Management. 

2. Liquid Gas Carriers and Smaller Vessels for Bunkers: 

(a) It is mandatory to have a tug for berthing liquid gas carriers but 
depending upon conditions prevailing at the time, the Master and 


Pilot will decide whether or not a tug is advisable for unberthing. 


3. General: 

The over-riding factor must be for the safety of the ship at all 
times and the Pilot with his local knowledge and skill will advise 
the Master (who probably is unfamiliar with Bermuda waters) as 
to the advisability of the necessary assistance required. 
Pilot detention will be paid at an hourly rate from the time the 
vessel is secured alongside as this is not in his normal line of 
duty. He is retained at the request of the Terminal as a 
precautionary measure should the ship have to be moved at short 
notice. 

DENSITY: 1025. 

FRESH WATER: Available. Order prior arrival to avoid delay. 

FUEL: Grades available: Bunker “C” fuel oil, viscosity 122 SSF at 122°F. 

Diesel oil, viscosity 3616 at 100°F. 

CONSULS: See “Hamilton”. 

REPAIRS: All types minor deck and engine repairs can be carried out. 

Also major temporary repairs. 

DRY DOCKS: Only yacht slipways available. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Usually carried out by the stevedores. 

TOBACCO/WINE ALLOWANCE: Customs allow about one carton 

cigarettes and limited amount spirits per man. 

REPATRIATION: First-class facilities available for repatriation and crew 

changes. 

AIRPORT: Distance from airport 2 miles. Connections to all parts of 

world. Average of 15/20 flights per day. 

TIME: See “Hamilton”. 

HOLIDAYS: See “Hamilton”. 

POLICE/AMBULANCE/FIRE: Police 911; Ambulance 911; Fire 911: 

Air Sea Rescue 297-1010. 

TELEPHONES: Can be placed on board vessels when alongside. 

IDENTIFICATION CARDS: Required by all crew members going 

ashore. 

GENERAL: Esso Oil Berth, within Port of St. George, is purely a 

bunkering and petroleum discharge pier situated on the Southern side 

of Murray’s Anchorage. 

AUTHORITY: Department of Marine and Ports Services, P.O. Box HM 

180, Hamilton HMAX, Bermuda. Tel: (809) 295-6575. Telex: 3505 

RGSHP BA. FAX: (809) 295-3718. Contact; K.G.R. Hallam, Port 

Director. Captain lan H. Clarke, Harbour Master. 


AGENT: Meyer Agencies Ltd., Water Street, P.O.Box GE 48, St. 
George's, Bermuda. Tel: 809-297-1616. Telex 3361 Meyer BA. Fax: 
(809) 292-4823 

Shipping, Freight, Insurance, Travel Agents. Marine repairs, Tug/ 
Barge Operators, Stevedoring Operators, P and | Reps. 


NOTES 
Please also advise Shipping Guides Ltd. 


BERMUDA 
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Bolivia NOTES 


Please also advise Shipping Guides Ltd. 
GENERAL: Bolivia is completely land locked with no ocean ports. 


The country has special port facilities or ‘in transit zones’ in Brazil at 
Santos; in Argentina at Buenos Aires and Rosario, and to the Pacific at 
Matarani in Peru, also Arica and Antofagusta in Chile. 

Santos (Brazil): The railway is from Santos to Santa Cruz (Bolivia) via 
the Bolivian border town of Corumba, a total distance of 1,300 miles. 
The port has a shed for Bolivian and Paraguayan imports and exports. 

Buenos Aires and Rosario (Argentina): At the port of Rosario, a quay 
of 820 m., with land and sheds, has been made available for the 
discharge, loading, reception, dispatch and storage of Bolivian imports 
and exports. A railway runs from Rosario to La Paz via the Bolivian 
frontier town of Villazon, and another line past Salta to Santa Cruz via 
Yacuiba on the boundary, distances of 1,300 miles and 1,500 miles 
respectively. Buenos Aires has no ‘free zone’ for Bolivian cargoes. 

Matarani (Peru): The port has facilities for handling Bolivian imports 
and exports. There are storage sheds for general cargo, a mobile loading 
tower for ores and concentrates, and a mobile pneumatic tower for 
discharging bulk grain. Containers can be landed and sent through to 
Bolivia or stripped and the goods stuffed into local containers (railway 
owned, if possible) for transport to Bolivia. A railway unites the port with 
Puno on Lake Titicaca, where a steamer transports cargo to Guaqui 
and then by rail or road to La Paz (525 miles) or other Bolivian towns. 

There is also an unpaved road direct to La Paz and to other Bolivian 
cities, that is a useful alternative to the railway, but, as with the road 
from Arica, it is often in bad condition during the rainy period, December 
to April. A road from Ilo to the Bolivian frontier town of Desaguadero 
has been completed. 

Arica (Chile): The railway is the shortest route (283 miles) from a sea- 
port through to La Paz. There is also a road, on which trucks take about 
48 hours to transit between Arica and La Paz, but during the rainy 
season, December to April, the condition of this unpaved road so 
deteriorates that road transport can be delayed for up to 12 days. 

The port has a warehouse for Bolivian cargo and facilities for handling 
containers and dispatching them in bond by rail or road to Bolivia. 

Antofagasta (Chile): The railways transports the greatest tonnage of 
Bolivian imports (mostly bulk grain) and exports (minerals — ingots, ores 
and concentrates). 

It inks Antofagasta with La Paz via Oruro and is 729 miles long. There 

are branches to Cochabamba, and Potosi and Sucre. 
DOCUMENTS: In each port there are Bolivian Customs Authorities 
under the control of the Bolivian Consul. At none of the ‘in-transit ports’ 
are any special Consular despatches or documents needed by vessels, 
other than those required by the particular country. It is only necessary 
to present separate manifests for cargo in transit to Bolivia. 

However commercial invoices, and goods documentation does 
require consular intervention. 

Shippers must provide Bills of Lading and Consular Invoices and also 
attach suppliers invoices, certificates of origin and insurance policy. Most 
imports are handled under letters of credit. Documents must be made 
out in Spanish. At Ocean Port, forwarding Agents replace the Bill of 
Lading with a railway bill or trucking bill. There is no exchange control 
or shortage of foreign exchange in Bolivia. 

Claims are finally set up (shortages, condition, etc.) in Bolivia, and 
hook tallies, local port receipt to Bolivian Customs, railway or truck 
receipts, etc., all form part of the settlement. 

CONTAINERS: It is possible to despatch sealed containers right through 
to Customs in Bolivia for opening there. 

WEIGHTS AND MEASURES: All weights and measures are to be 
expressed in the metric system, except for lumber, in board feet. 
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Brazil 


GENERAL 


SHIP REPORTING SYSTEM: 


Information System of Maritime Traffic Control 
(SISCONTRAM) 

Description: 

A voluntary reporting system operated by the Naval Command for the 
Control of Maritime Traffic (COMCONTRAM). The limits of the search 
and rescue (SAR) area covered by the system are: 

(a) 04° 31’ N., 50° 59’ W. Brazil — Guyane border. 

(b) 05° 00’ N., 48° 00’ W. 

(c) 05° 00’ N., 40° 00’ W. 

(d) 07° 40’ N., 35° 00’ W. 

(e) 06° 22’ S., 16° 00’ W. 

(f) 06° 22’ S., 10° 00’ W. 

(g) 34° 00’ S., 10° 00’ W. 

(h) 34° 00’ S., 53° 00' W. Brazil — Uruguay border. 

In addition vessels are requested to participate in the scheme within 
the larger area of the Atlantic Ocean, South of 23° 30’ N. 
Requirement for messages. 

DEPARTURE MESSAGE (Type 1). This contains the vessel's Sailing 

Plan and should be sent: 

(a) On sailing from a port within the area. 

(b) Prior to entering the reporting area. 

ALTERATION OF ROUTE MESSAGE (Type 2). This should be sent 

whenever the ship has to modify the route or change the destination 

given in the Departure Message. 

POSITION MESSAGE (Type 3). This should be sent: 

(a) When the vessel is more than 25 miles off the planned route. 

(b) On a change in the navigational status of the vessel, e.g. stopped 
or damaged. 

(c) When the vessel observes a danger to navigation. 

ARRIVAL MESSAGE (Type 4). This should be sent: 

(a) When the last point on the pre-established route close to the port 
of arrival is reached. 

(b) When leaving the reporting area. 

Form of messages. 

Each message consists of a selection of items from the format list 
shown below. Message items should be separated by a stroke (/), 
omitted items by a dash between two strokes (/—/) and the end of the 
message by a double stroke (//). 

A. Vessel's call sign (4-8 characters). 

B. Vessel's nationality (2 character abbreviation of name). 

C. Vessel's name (up to 18 characters). 

D. Type of vessel. (CGO — general cargo, container, Ro/Ro; BLK — 
bulk carrier; PAS — passenger; TKR — tankers in general; TUG — 
tug; FSH — fishing. 

E. Message type (e.g. “3” indicates Position Message). 

F. Port of origin/departure (up to 18 characters). 

G. ETD in GMT (6 digits with suffix Z — represents time of departure 
from a port, time of entry into the area or time of position). 

H. ARRIVAL PORT (up to 18 characters). 

|. ETA in GMT (format as for G — represents time at last route point 

close to destination or time on leaving the area). 

J. SPEED (4 digits, knots and tenths of knots, e.g. 15.5 — this is 
estimated speed over pre-established route or new estimated 
speed if route has changed). 

L. POSITION’ (for message types 1 and 2 a minimum of 2 and 
maximum of 16 latitude and longitude groups, representing 
course change points, can be sent; each group should be 
separated by “/. Type 3 messages require a single latitude and 
longitude group). 

. COURSE CHANGE POINT NUMBER (2 digits representing the 
last pre-established course change point passed). 

. DATE/TIME (format as in G — time of transmission). 

. DOCTOR ONBOARD (Y for yes, N for no). 

. OTHER INFORMATION (Use codes from the International Code 
of Signals to provide additional information about the incident 
which caused the Position Message to be sent — maximum of 18 
characters). 

' Latitude (4 digits) in degrees and minutes N or S, e.g. 2125S; longitude 

(5 digits) in degrees and minutes E or W, e.g. 05125W. 

est MESSAGE (Type 1) consists of items A/B/C/D/E/F/G/H/ 

(J/O/LIN// 

ALTERATION OF ROUTE MESSAGE (Type 2) consists of items A/B/ 

C/D/E/G/H/1/J/L/N// 

aie’ MESSAGE (Type 3) consists of items A/B/C/D/E/L/G/M/I/J/ 

ARRIVAL MESSAGE (Type 4) consists of items A/B/C/D/E/H/I/N// 

Transmission of messages. 

Reports addressed to COMCONTRAMAR are free of charge and can 
be sent through one of the following Brazilian coast radio stations: Belem 
(PPL), Olinda (PPO), Rio (PPR), Juncao (PPJ). 

DOCUMENTS: 

Required prior to arrival: 

Notice of arrival: 

At least 24 hours prior to the anticipated arrival of the vessel, the 
following must be notified: the Captain of the Port, the Federal Maritime 
and Air Police, and Maritime Health. Likewise, the Cooperative of Health 
Inspector of Bahia (VHF radiotelegraph station, Channels 12 and 18) 
must be notified either directly or through the agency. (The Bahia 
Cooperative is a private institution, controlled by the Office of the Captain 
of the Port.) 

Information on cargo for the port: 

The agency should receive by airmail, at least 24 hours in advance 
of the anticipated arrival of the vessel, the following documents for 
distribution as indicated. 
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Documents Port Authority Customs Agency Total 
Cargo manifest 1 1 2 4 
Manifest of dangerous cargo 1 1 2 4 
Freighted bills of lading ~ 1 2 3 
Stowage plan 1 - 1 2 


All manifests not in the Portuguese language must be translated into 
Portuguese and put on a special form, (copia de traducao de manifesto 
de carga) copy of translated cargo manifest. 

Request for port services: 

At least 24 hours prior to arrival, the Brazilian Port Authority, Empresa 
de Portos do Brasil, S.A. (PORTOBRAS), must receive their berthing 
request, to obtain port services. 

Additional requirements: 

All communications with the above mentioned Authority must be made 
through a shipping broker. The Port Agent handles all cargo operations. 
The shipping broker may also be the Port Agent. 

On arrival: 


Type of Document Number and distribution of documents 
Port Maritime National 
Basic forms Captain(a) Customs Police Health Agency 
1. General Declaration(b) 1 1 1 - 1 4 
2. Cargo Manifest(c) 1 - - 1 2 
3. Crew List 3 1 2(d) 10 
4. Passenger List 3 3 2 2(d) 11 
5. Ship's Store List 3(a) 1(f) - 1 
6. Crew Effects Declaration 3 - - 
7. Maritime Declaration of 1 
Health 
8. Mail List - - - - 1(h) 1 
9. Health Pratique Book - - - 1 - 
from preceding 
Brazilian Port 
10. Entrance Declaration 1 - - - - 1 
11. Certificate of Customs a 
Inspection 
12. No-cargo Manifest - 1 - - 1 2 
13. No Passenger 1 1 2 1 2(d) 8 
Declaration 
14. List of Passengers in 1 - 1 1 - 3 
2 
1 
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transit 
15. Bills of Lading - 1 - - 1 
16. Declaration of On-deck 1 - - - - 
Cargo 
17. In-ballast Declaration 1 - - - - 1 


(a) These documents are delivered to the Office of the Captain of the 
Port, where their contents are recorded. They are then sealed and 
returned for the vessel's departure operation. 

(b) In addition to the special Entrance Declaration for the Office of 
the Captain of the Port, and the Certification of Customs inspection. 

(c) The manifest should include the number and contents of the 
containers, as well as an indication of unfreighted containers. 

(d) One copy for the exit gate of the harbour. 

(e) In the event that the next port of call should be Brazilian, an 
additional copy must be submitted, which is stamped by Customs. 

(f) If the drugs are not included on the ship's store list, a list of 
medicinal drugs (narcotics) must be presented to the Maritime Police. 

(g) Only for the first Brazilian port of call. There is a special form in 
the Portuguese language, but the LAFTA/OAS form will be accepted. 

(h) For delivery to the Postal Authority. 

Other requirements: 

The landing card requirement provision is still current, but it is not 
always requested. The agency delivers blank forms. The cards are filled 
out on board, and a photograph of the passenger or crew member must 
be affixed. The cards must be presented to the Maritime Police within 
48 hours after the arrival of the vessel, but in the meantime all interested 
persons may land. The cards must be returned to the Police before the 
vessel's departure. 


Prior to Departure: 

At least 24 hours prior to sailing, to avoid possible delays, the following 
documents must be processed: 
Customs: 

The original of the payment voucher covering the lighthouse and 
beacon fees, to obtain the clearance permit; 
Captain of the Port: 

A copy of the above mentioned voucher; Crew List, should there have 
been any crew changes; List of Passengers Embarked; upon 
presentation of these, the sailing permit is granted. 

Maritime Police: 

Passenger List or no-passenger declaration; Crew List, should there 

have been any crew changes. 
Postal Service: 
A certificate of mail delivery or a no-mail certificate must be obtained. 


In the event that the next port of call is Brazilian, the local authorities 
check the sailing permit issued by the four agencies mentioned above; 
if the next port of call is foreign, the sailing permit issued by the Captain 
of the Port suffices. 


Other Provisions: 

The agency must, within seven days following the departure of the 
vessel, deliver a copy of the cargo manifest of freight embarked in the 
port, and a copy of each bill of lading issued to Customs, PORTOBRAS, 
and SUNAMAN. 

FLAG: The Brazilian flag is a green ground with a yellow lozenge 
enclosing a blue sphere, with 21 white stars of which 5 form the Southern 
Cross and the motto ‘Ordern & Progresso’. 

This must be flown from the foremast when in Brazilian Ports, from 
0800 hrs. to sunset daily. 

The customs flag — blue with a white star — to be flown 24 hours a 

day after clearance is granted. 
FREE PRATIQUE: Vessels must report ETA via Agent 24 hours in 
advance, confirming 12 hours prior to arrival. The message must report 
that sanitary conditions are satisfactory or otherwise and an indication 
of the number of passengers intending to disembark and/or in transit. 
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On arrival the Port Health Authority will board, and further to the 
documents previously mentioned will require to sight vaccination 
certificates. 

The reception committee will only board by accommodation ladder, 
or gangway if the vessel is alongside, and must be met at the head of 
the ladder by a Ship's Officer. 

PILOTAGE: This is compulsory for all vessels over 200 g.r.t. There are 
specific boarding points shown on the charts for each port and vessels 
must wait there, flying flag G, either at anchor or under way. A safe rope 
ladder must be provided and must be properly illuminated. Pilots should 
be ordered at least 2 hours prior to arrival by ship’s Agent, or in the 
event of outlying ports 24 or 48 hours ahead (See each port). 

VHF: Vessels in coastal regions to maintain watch on Channel 16. 
STEVEDORES: Longshoremen are provided by the dock companies 
and paid for from the Port Charges. Stevedoring can be carried out 
either by ship's Agents or by contract. In all cases the number of men 
per gang and their salaries are fixed by Sunaman (Merchant Shipping 
Superintendency in the Ministry of Transport). 

The vessel is legally the employer of the labour, and as a result the 
vessel is responsible for any damage to the cargo, ship or any third 
party, by the stevedores. 

GENERAL BERTHING INFORMATION: 

A berthing priority in Brazilian Ports is given as follows:— 

(1) Warships, Brazilian or Foreign. 

(2) Regular Passenger Liners for whom immediate berthing facilities 

are available. if requested at least 24 hours in advance. 

(3) Cargo vessels, for whom there are special installations, are given 

preferential berthing rights. 

(4) Vessels with perishable cargoes are given priority berthing. 

(5) Vessels that can load and discharge simultaneously can obtain 

preference over others. 

As soon as Cargo operations finish, all vessels must leave their berth, 
or be removed by the Port Authority. 

FUEL: A monopoly on supply is held by PETROBRAS, and owners 
requirements must be made well in advance to the Petrobras offices in 
New York, London or Rio de Janeiro. Supplies are not plentiful, and in 
certain ports only certain grades are available. 

WATCHMEN: Services of Watchmen compulsory. 

POLLUTION: Very strict penalties are enforced, and fines are the same, 
however little pollution is caused. No dumping of any oil is permitted 
within 50 miles of the coast. 

Garbage: It is forbidden to dump any garbage in any harbour or river. 
In some ports garbage collection can be arranged. 

CREW: Crew members wishing to join a vessel, must carry a Letter of 
at ity for the ship's Agent. They must be signed on within 48 hours 
of arrival. 

For Crew members joining from abroad it is advisable to be in 
possession of a two year multiple entry visa, as only U.S. Consulates 
in Rio de Janeiro, Recife and Brasilia are authorised to issue visas. 
Seamen's Missions: 

Scandinavian Seaman's Mission 
Flying Angel Club 
German Seaman's Home 

The above Missions are in Santos, and can arrange football matches, 
tours, etc. There are no Missions in other ports. 

GENERAL: Operators and Masters of Liberian flag vessels should 
consult Agents well in advance respecting requirements for 
endorsement of Seamen's Books or Passports. : 


SHIPMASTER’S REPORT: July 1987. 
VHF: Arrival Reports: The Port Captain's Department of each port 
requires the vessel to make reports in a specified form: 

1. On entering, in English via Pilots or Port Control. 

2. On entering, (normally by Pilot in Portuguese). 

3. On leaving (normally by Pilot in Portuguese). 

Information to. include: Name, Call Sign, Flag, Last Port, where to 
berth, ETA and the anchorage position (probably in Latitude and 
Longitude). 

Customs: A regulation of 1950 is applied in some ports which requires 
the declaration of all ship’s stores and spare gear. Items such as 
propeller, tail shaft, anchor, tools, paints, etc., are confiscated and sold 
at auction after the vessel's departure if they are not declared. It is 


recommended to contact Agent for the requirements at the port of call. 


Pollution: No oil to be discharged within 50 miles of the coast and no 
garbage within 12 miles of coast. Patrols are made by aircraft. Fines 
are calculated on a flat rate, multiplied by the g.r.t. of the vessel, whether 
for 1 litre or 1,000 litres. Imprisonment up to 3 years. 


ALUMAR: 02.40 S. 44.21 W. (See Plan) 


LOCATION: Alumar Port is located at Sao Marcos Bay, on the West 
bank of Sao Luis Island, 5.5 miles South of the Port of Itaqui in position 
02° 40.5’ S., 44° 21.5’ W. 

The port was built in the confluence of the Rio dos Cachorros with 
the Estreito dos Coqueiros which was dredged to permit access to the 
Baia de Sao Marcos. 

The dredged access channel in the Estreito dos Coqueiros is located 
between the Islands of Sao Luis and Taua-mirim. 

DOCUMENTS: 
Documents Required on Arrival: 

6 copies Crew List. 

3 copies Stores List. 

3 copies Crew Personal Effects List. 

6 copies Passenger List (or Negative Passenger List). 

1 Ballast Declaration. 

2 copies of Manifest and 1 copy of each Bill of Lading, if with cargo 
for Alumar Port. 
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The following will be inspected: 

Crew and Passenger Vaccination Certificates. 

Ship’s Documents. 

Fuel, Diesel, Water quantities on arrival. 

Derating or Exemption Certificate. 

Cargo Papers: 
Master will receive copies of each document listed below: 

Notice of Readiness. 

Bill of Lading (non-negotiable copy). 

Cargo Receipt. 

Statement of Facts. 

Draft Survey Result. 

Cargo Manifest. 

Masters shall approve and sign the Notice of Readiness, Bill of Lading, 
Draft Survey Result, Statement of Facts and Cargo Receipt, as required 
by the shippers and Agents. 

Clearance: 

Ship's Agent will furnish clearance papers for sailing as well as the 
Cargo Manifest. 

PILOTAGE: Compulsory for all ships sailing to and from Alumar Port. 

They will board and disembark in the Pilots waiting area, abeam of 
Ilha do Medo, which is also used by the Port of Itaqui. 

ANCHORAGE: Masters shall contact the Pilot Station on VHF Channel 
16, prior to proceeding to the Anchorage Area. 

The waiting area is also used by the Port of ltaqui and is located at 
Lat. 02° 35.2’ S., Long. 44° 22.3' W. 

The area is a circle around the above coordinates with a minimum 
depth of 21.5 m. 

Brazilian Government Officials may board ships in the anchorage area 
for clearance formalities. 

A suitable and adequate ladder for this purpose must be provided 
soon after anchoring. 

It is extremely important that Masters comply with Brazilian Anti- 
pollution Laws while in Brazilian waters. 

RESTRICTIONS: The Access Channel is located between the Islands 
of Sac Luis and Taua-mirim. It is 3.0 miles long, with minimum width of 
120 m., and dredged to 7.0 m. 

The Turning Basin has been dredged to 7.0m. depth and has a 
diameter of 400 m. 

The Berthing Basin, located in front of the wharf, is 320 m. long, 50 m. 
wide and dredged to 11.0 m. depth. 

Maintenance dredging is periodically carried out to maintain these 
conditions. 

HEALTH: Free Pratique should be requested by radio 72 hours prior to 
arrival, by forwarding quarantine message to Port Health Authorities 
through the ship’s Agent. 

RADIO/VHF: Long distance radio communications shall be made 
through Embratel Coastal Stations. 

Alumar Port Operations may be called through VHF Channel 16 from 
the vicinity of the waiting area or from other areas when within range. 
Arrival Notice: The Master of an arriving vessel is required to cable to 
the Agent his ETA 15 days in advance or when sailing from previous 
port if distance is less than 15 days. 

Additional ETAs to be sent 5 days, 48 hours and 24 hours prior to 
arrival at Alumar Port. Any significant change in ETA should be advised 
immediately. 

48 hours message shall provide the following information: ETA, cargo 
tonnage by hatch number, arrival draft, ballast tonnage on board and 
deballasting time. 

TUGS: Tug service is compulsory for all vessels in Alumar Port. There 
are 2 tugs of 1,830 h.p. (27 ton bollard pull) permanently based at the 
port. 

BERTHING: The wharf consists of a 252 m. long x 19.6 m. wide concrete 
platform. 

There is a mooring dolphin at a distance of 50 m. from the West end 
of the wharf, and a mooring buoy with a 30 ton sinker, located 110 m. 
from the same West end of the wharf. 

The docking whart is fitted with 9 sets of fenders, spaced 29 m. apart. 
Bulk Cargo Unloader: Clamshell type ship unloader, with 1,200 t.p.h. 
unloading rate. 

Ship's air draft shall not exceed 20.3 m. at any stage of the tide. 
Alumina Loader: The linear type shiploader to load alumina, is rated at 
1,500 t.p.h. and has a 60 in. wide belt conveyor. Ship's air draft shall 
not exceed 14.0 m. at any stage of the tide. 

Caustic Unloading Facilities: The caustic unloading facilities are located 
at the West end of the main wharf. 

It consists of 16 in. fixed coupling system, which is to be fitted to 
flexible hoses supplied by the ship. The caustic soda shall be pumped 
by the ship. 

BALLAST: There are no shore facilities available at Alumar Port for 
receiving slops, dirty or contaminated ballast. 

Masters are cautioned that discharging of anything other than 
uncontaminated ballast will be subject to penalties as prescribed by 
Brazilian law. 

FRESH WATER: Potable water is available to ships at Alumar Port. 
Ships which require potable water shall notify Port Authorities before 
berthing. 

FUEL: Available by barge. Agent requires advance notice. 

TIME: GMT minus 3 hours. 

GENERAL: Weather: Sao Luis is located within the Intertropical 
Convergence Zone (I.T.C.Z.) and it is not on the route of Tropical 
hurricanes and cyclones. 

Local temperature ranges between 24°C. and 30°C., and mean 
humidity from 75% to 85%. 

Annual average rainfall is 2,250 mm., distributed in 2 well defined 
seasons: the rainy season from January to June and the dry season 
from July to December. 

Predominant winds, characterised as trade-winds, come from N.E. 
and E.N.E. 

Annual average wind speed is about 10 knots. 


Tides: Special care is required with the tides, which range from —0.3 m. 
to +7.10 m. during Spring tides. 

Tide level variation generates reversible currents all over the area. 
During Spring tides, approximately 3 hours after the beginning of the 
ebb or the flood tide, current reaches 5 knots to 6 knots. 

Charts: The following Nautical Charts should be consulted for navigation 
in the Baia de Sao Marcos area: 

Diretoria de Hidrografia e Navegacao — DHN — Brazilian Navy: 

Chart No. Title 

010 From Cabo Orange to Recife 

400 From Cabo Gurupi to Ilha de Santana 

411 Baia de Sao Marcos 

412 Vicinity of the Ports of Sao Luis and Itaqui 
413 Port of Itaqui 

414 Vicinity of the Island of Taua-mirim 

U.S.A. Defense Mapping Agency Hydrographic and Topographic 
Centre: 

Chart No. Title 

24020 Baia do Oiapoque to Rio Parnaiba 

24260 llha de Santana to Camocim 

24270 Cabo Gurupi to Ilha de Santana 

24271 Baia de Sao Marcos 
Fire Protection: The wharf is equipped with 4 hydrants with double outlet 
of 2.5 in. diameter and 60 m. flexible hoses. 
AUTHORITY: Porto da Alumar, P.O.Box 661, Sao Luis, Maranhao, 
C.E.P. 65000, Brazil. Tel: (098) 216-1392, 216-1878. Telex: (098) 2437, 
2438, 1058 (Port Operations). FAX: (098) 232-1272. 


ANGRA DOS REIS: 23.01 S. 44.19 W. 


(A) GENERAL CARGO SECTION. 
(B) TANKER SECTION. 


(See Plan) 


(A) GENERAL CARGO SECTION 


DOCUMENTS: See ‘General’ before first port. 
PILOTAGE: Pilotage compulsory for tankers, propane carriers, nuclear 
powered vessels, vessels carrying explosives and all foreign vessels. 

Pilot boards in position Lat. 23° 04’ S., Long 44° 14’ W. 

Request for pilot must be made 24 hours in advance via the vessels 

agent 
ANCHORAGES: In the Bay of Ilha Grande; approximately midway 
between the ports of Rio de Janeiro and Santos; offering excellent 
anchorages, amongst which may be mentioned: Enseada das Estrelas, 
Enseada do Abraao, Enseada das Palmas, Enseada Sitio Forte and 
Enseada de Aracatiba. 

The inspection area of the Port Health, Federal Receipt and Maritime 
Police authorities is covered by a radius of 300 m. around the point of 
co-ordinates 23° 00’ 42” S., 44° 18’ 41” W. 

Anchorage for vessels of more than 31 ft. draft and 10,000 g.r.t. 
23° 01' 54” S., 44° 19’ 18” W. 

Anchorages for vessels of 
23° 00' 48” S., 44° 18’ 30” W. 

Anchoring prohibited in the approach channel and manoeuvring basin. 
Quarantine Anchorage: 23° 06.47’ S., 44° 27.1' W. 

RESTRICTIONS: The Bay of Ilha Grande possesses two entrances, 
from the East and the West, permitting immediate access to the Port of 
Angra dos Reis from the direction of Rio de Janeiro or the Port of Santos, 
without any change of course. Both access Channels are adequately 
marked, enabling ships of up to 14m. draft to navigate in complete 
safety as far as the port basin about 1 mile from the wharf, where they 
may lie at anchor and take on cargo from tenders tied up alongside 
There is another basin with a mud bottom even nearer the wharf, 
eee anchorage and docking manoeuvres for ships of up to 10 m. 

raft. 

Access Channel: The port has an access channel 120 m. wide running 
in the direction 345° true, starting at the junction of the South and North 
channels, and is marked on Brazilian chart No. 1604. The tidal amplitude 
's 1.80 m. and the depth at the bar is 40 m. 

Near to Ilha da Francisca and the port, the depth is about 10.5 m. 
Manoeuvring Basin: The basin is 500 m. long and 320 m. wide and has 
a depth of 9.0 m. from the access channel up to the port where it is 
150 m. wide and 9 m. deep. 

HEALTH: Port doctor visits all ships on arrival and requires Maritime 
Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels from 
another Brazilian port automatically receive Free Pratique and should 
not fly Quarantine Flag. If suspected disease or fever on board it is 
advisable to cable Agent before arrival. 

TUGS: Available: 4 tugs of up to 600 h.p. 

BERTHING: Pier of 400 m. length with 340 m. of berthing space and a 
depth of 9.0 m. 

BULK CARGO FACILITIES: Silo for wheat and bulk grain with a 
Capacity of 10,000 tons, owned by Moinho Sul Mineiro S/A. There are 
2 suction plants of 60 t.p.h. each. 

CARGO FACILITIES: 2 electric cranes of 3.2 tons capacity, 1 crane of 
6.3 tons capacity and 2 electric cranes of 2 tons capacity. Mobile cranes, 
1 for 40 tons, and 10 for 22 tons. Verolme have an 80 ton floating crane 
available for hire. 

Also available for hire are 2 mechanical conveyors, each with 80 t.p.h. 
capacity. 

MEDICAL: All facilities available. If doctor needed on arrival or making 
emergency call to land sick persons, cable ETA 12 hours before arrival. 
FRESH WATER: Available at a rate of 8 cu.m.p.h. Connection is 4 in. 


less than 31 ft. or 10,000 g.rt. 
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FUEL: No facilities for supplying large vessels. Small vessels can be 
supplied with diesel oil. 

CONSULS: There are no Consuls in this port. They are situated in 
Rio de Janeiro. 

REPAIRS/DRY DOCKS: Various mechanical workshops for the 
execution of shipboard repairs, equipped with lathes, presses, planes, 
electric and acetylene welding, drills, power-saws and grindstones, etc. 
The large shipyards of Verolme with facilities to dry dock vessels up to 
600,000 d.w.t. are situated in the Bay of Jacuecanga, near the port of 
Angra. 

CUSTOMS ALLOWANCES: For each crew member, 2 cartons of 
cigarettes and 1 bottle wine or spirits. 

WATCHMEN: Gangway watchmen strongly recommended for any 
vessels working cargo with shore labour on board. Watchmen from shore 
not necessary for coal, iron ore and oil cargoes. 

TIME: The local time is GMT minus 3 hours. 

HOLIDAYS: ist January; 1st May; 29th June; 7th September; 8th 
December; 25th December; 31st December, also local holidays January 
6th, April 3rd and December 8th. 

TELEPHONES: Not available. 

GENERAL: Charts: No. 1600, 1602, 1604, 1608, 1609, 80, 81, and 30. 
AUTHORITY: Porto de Angra dos Reis, Av. Beira Mar S/No., Angra dos 
Reis 23.900, Rio de Janeiro, Brazil. Tel: (0243) 65-0273, 65-0602. Telex: 
223227 CDGB-BR. Contact: Fernando Mauricio de Lima Cavalcanti, 
Manager. 


(B) TANKER SECTION — TERMINAL MARITIMO DA BAIA DA 
ILHA GRANDE -— TEBIG. 


POSITION: 23° 03' 38” S., 44° 13’ 10” W. 
IMPORTANT FEATURES: 

1. Anchorage — (see Brazilian Nautical Charts No. 1600, 1602 and 
1609). 

Anchorage for tankers: The anchorage for tankers waiting for berth is 
a circle with one mile radius, its centre near Ponta Acaia. Bearing 075° — 
2.8 miles from Lage Branca light — (Lat. 23°09’ 00"S., Long. 
44° 23' 48" W., shown on Brazilian Nautical Charts Nos. 1600, 1602 and 
1609. 

2. Anchorage for lighterage: The same as for waiting for berth. 

3. Vessels are prohibited from anchoring in the areas near the 
Terminal piers, since these areas lie on the access channel for ships 
making for the Port of Angra dos Reis or leaving it through the Eastern 
bar. 

4. There is no assigned anchorage for Port Authorities clearance (for 
the time being). 

According to the Captain of the Port of Angra dos Reis, Free Pratique 
will be granted upon docking at the Terminal pier. 

5. Display of quarantine signals on approach to Angra dos Reis must 
be continuously maintained until Free Pratique is granted. These signals 
are: sunrise to sunset: Quarantine Flag. Sunset to sunrise: Signal lights 
red over white. 

6. In addition to quarantine signals, the Brazilian Flag must be flown 
from vessel's foremast throughout the vessel's stay in port. 

7. The access channel from anchorage to the manoeuvring area (near 
the pier) is about 8.75 miles long, 350 m. wide and 25 m. deep ina S.W. 
— N.E.'ly direction, beaconed with 18 resilient beacons (eight exhibit Fl. 
W. 5 sec. 3M. and ten exhibit Fl. R. 5 sec. 3M.). 

8. The manoeuvring area near the pier is 0.6 miles Northward and 
nearly 1.3 miles East-Westward and more than 30 m. (90 ft.) depth. 

9. Signals for emergency: Series of 7 short blasts followed by 1 long 
blast of the ship's whistle or siren. 

10. The Terminal operates around the clock. 

11. There are two “open L” shaped piers for accommodating oil 
tankers, projecting from Ponta do Leme into the sea, about 1,318 m. 
long in an East-Westerly direction. 

12. Pilotage is compulsory when making for the pier and commences 
near Ponta Acaia. 

DOCUMENTS: The Captain of the Port of Angra dos Reis authorises 
ship's clearance upon berthing alongside the Terminal piers. 

The following documents are required for immediate inspection by the 
boarding officials: 

Any and every document issued or related to ship's clearance at the 
Last Port of Call. 

5 copies Crew List. 

2 copies Stores List. 

2 copies Personnel Effects. 

3 copies Passenger List. 

3 copies Cargo Manifest. 

3 copies Bill of Lading. 

APPROACHES: A vessel making for TEBIG approaching by the channel 
Westward of Ilha Grande should steer for Lage do Coronel light column 
(a truncated pyramidal concrete column painted in red and black 
horizontal bands 4 m. in height situated in the middle of the rock (Gp. 
Fl. (2) R. 10 sec. 10M.) (Lat. 23° 06’ S., Long. 44° 24’ W.), bearing more 
than 000° which will lead Westward of Lage do Pendao de Fora. When 
Lage Branca light-column bears 090°, course should be altered so as 
to make for the swept channel, beaconed with 18 resilient beacons (FI. 
W. 5 sec. 3M. and Fl. R. 5 sec. 3M.) ina S.W. —N.E.'ly direction about 
9 miles long, 350m. wide and 25m. deep, which leads to the 
manoeuvring area near the “L” shaped piers. 

The “Terminal Maritimo da Baia da Ilha Grande — TEBIG” facilities 
are situated on the mainland, in front of the central part of Baia da Ilha 
Grande. 

Its “L” shaped piers extend about 1,318 m. from Ponta do Leme in 
an East-Westerly direction and have berthing space for tankers up to 
500,000 d.w.t. 

PILOTAGE: Pilotage is compulsory when making for the piers. 

Pilots moor, unmoor and supervise the movement of all vessels in the 
vicinity of the piers. Compulsory pilotage starts near Ponta Acaia in 
position Lat. 23° 09’ 00" S., Long. 44° 23’ 48” W. 
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Pilot will board the ship at this point from a launch or tugboat. Vessels 
must be equipped with satisfactory mooring equipment, lines, gear, etc., 
and ballasted to the satisfaction of the Pilot. 

It is the responsibility of the Master to notify the Pilot of any special 
conditions, difficulties or peculiarities such as engine or boiler 
deficiencies, defective navigational equipment, mooring lines, tackle, 
gear, or lack of necessary equipment which might impose hazards in 
connection with the handling, mooring, unmooring, discharging and 
loading of vessel. 

At the piers, vessels must be moored to the entire satisfaction of both 
the Pilot and Terminal Operators. 

If the Master or the Officer of the Watch is in any doubts as to the 
Pilot's actions or intentions, or if he does not agree with Pilot's actions 
considering the safe navigation or manoeuvre of his ship it is the 
responsibility of the Master to take the necessary steps according to his 
best judgement and to notify the Captain of the Port, in writing, through 
the General Manager of the Terminal. 

ANCHORAGE: Anchorage for tankers waiting for berth: Anchorage for 
tankers waiting for berth is within a circle with 1 mile radius, its centre 
near Ponta Acaia, with Laje Branca lighthouse bearing 075° (true), and 
2.8 miles away (Lat. 23° 09’ 00" S., Long. 44° 23’ 48" W.), shown on 
Brazilian Nautical Charts 1600, 1602 and 1608. 

Anchorage for Lighterage: Anchorage for lighterage is the same as for 
tankers waiting for berth (see above). 

Prohibited Anchorage: Vessels are prohibited from anchoring in the 
vicinity of the Terminal piers since the place lies on the access channel 
for ships making for Angra dos Reis or leaving it by the Eastern bar. 
Anchorage for Clearance: There is no assigned anchorage for Port 
Authorities clearance (for the time being). 

According to the Captain of the Port of Angra dos Reis, Free Pratique 
will be granted upon berthing at the Terminal pier. 

RESTRICTIONS: Access Channel: The swept access channel from 
anchorage to the manoeuvring area (near the pier) is about 9 miles long, 
350 m. wide and 25m. depth, running in a Southwest-Northeasterly 
direction and beaconed with 18 light beacons (FI.W. 5 sec. 3M. and 
FI.R. 5 sec. 3M). 

Manoeuvring Area: The manoeuvring area near the pier is 
approximately 0.6 miles Northward and 1.3 miles East-Westward and 
more than 30 m. depth. 

Tidal Amplitude and Streams: Local and diurnal tidal rise is 
pa ead 1.20 m. (4 ft.) above MLWS at neaps and 1.70 m. (5.5 ft.) 
in HWS. 

Tidal streams are West going during the in-going, tide, running nearly 
parallel to the pier, and East going during the out-going tide. 

If the wind is fresh from N.E., South or S.W., the tidal stream follows 
the direction of the wind. 

Tidal stream normally attains a rate from 1.0 to 2.2 knots. 

There are no remarkable tidal streams in this whole area. 

MAX. SIZE: See “Berthing”. 

HEALTH: Vessels entering are inspected by the Health and Customs 
Offices between 0730 hrs. and 1900 hrs.; but by previous application, a 
special visit may be granted outside this period on payment of an extra 
tax. 

RADIO: Radio Messages prior to arrival: ETA must be radioed by all 
Petrobras chartered vessels bound for TEBIG, 72 and 48 hours prior to 
arrival, to Petrobras as well as to Agent through PPR Radio Station 
(Official Angra Coastal Radio Station). 

Confirmation as well as any changes in the time of arrival must be 
radioed 24 hours prior to arrival. 

When within VHF range, ships must contact TEBIG for instructions. 

ETA radio messages must specify “local” or “GMT” time. 

SSB listening around the clock. 

VHF: TEBIG Central Radio Station is in the Control Room. Transceivers 
are monitored by Terminal Operators tuned to Channel 16 (Delta), 
24 hours a day. 

TUGS: General: TEBIG operates 33,720 h.p. tugs. 

Mooring and unmooring assistance is provided by these tugs which 
are fitted with fire pumps, water cannons and foam monitors to assist 
in fighting fires. 

At least one tug is on duty at all times in order to provide assistance 
should necessity of emergency or additional services arise. 

Tug/Ship Communications: The tugs are equipped with VHF 
radiotelephones so that continuous communications between ship and 
tugs may be maintained during docking and undocking manoeuvres. 

A 24-hour-a-day listening watch is maintained in order to comply with 
ship's or operational personal requests even if the vessel is already 
berthed. 

Should a radio failure occur when docking/undocking and manoeuvres 
are in progress, the following whistle signals must be used: 

Calling: 4 long blasts followed by 1 or 2 short blasts. Short blasts are 
intended to number the tugs needed, that is, one blast one tug, two 
blasts two tugs, and so on. 

Before towing line is made fast: 2 short blasts — stand by for pushing 
on the bow or picking up ship bow line. 3 short blasts — stand by for 
pushing on the stern or picking up ship stern line. 

After towing line is made fast: 1 long blast — pull to starboard. 2 short 
blasts — pull to port side. 3 short blasts — stop pulling. 

Manoeuvring alongside ship: 1 short blast — pull. 2 short blasts — push. 

Other ship's whistle signals for the tender craft: 

Calling: 2 long blasts followed by 1 short blast — calling pilot launch. 
1 long blast followed by 2 short blasts — calling motor launch. 

Tugs will acknowledge orders received by sounding a short blast; 
since tugboats are equipped with radio-telephone, orders may be given 
by radio. 

Unless otherwise ascertained, the Pilot gives orders to the fore tug 
sounding a mouth whistle and to the aft tug sounding the ship's whistle. 
Launches: 

Launches for Crew Members: The Terminal does not operate launches 
for crew transportation. Ships must contact Agent in order to have 
launches rented for such a purpose if needed. 
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Pilot's Launch: Pilots use either one of the manoeuvring tugs or pilot's 
station launch since TEBIG operates no launches for pilotage service. 
Small craft for assistance in manoeuvres: Assistance in handling 
mooring lines is rendered to TEBIG by contract with specialised firm 
including operation of two small diesel powered launches. 
BERTHING: TEBIG operates around the clock. Vessels may moor and 
unmoor at any hour except in severe adverse weather conditions. 
Pier Facilities: There are two “L" shaped piers for accommodating oil 
tankers up to 500,000 d.w.t., projecting from Ponta do Leme into the 
sea, about 1,318 m. (3,954 ft.) long in an East-Westerly direction. 


Outer Berth Inner Berth 
Name: P-1 P-2 
Location: South Side North Side 
Length: 570 m. (1,869 ft.) 570 m. (1,869 ft.) 
Depth: 36 m. (118 ft.) 36 m. (118 ft.) 


Loading Arms: 4x20 in.for oil and ballast 
1x12 in. for diesel oil 


and fuel oil 


4x16 in. for oil and ballast 
1x12 in. for diesel oil 
1x12 in. for fuel oil 


Ship's manifold maximum heights above loading arms platform level: 
Outer berth (P-1) 23.60 m. (77.5 ft.) 
Inner berth (P-2) 20.60 m. (67.5 ft.) 


Height of loading arm platform above MLWS: The height of the loading 
arm platform level referred to the MLWS is 7.20 m. (21.6 ft.). 

Max. allowed d.w.t. for operating ships: 

Outer berth (P-1) Up to 500,000 d.w.t. 

Inner berth (P-2) Up to 350,000 d.w.t. 
LOADING/UNLOADING: Equipment: The pier is equipped with the 
following lines for loading/unloading and/or bunkers (both berths): 

342 in. oil lines about 9,500 m. long; 10.5 kg./sq.cm. (150 Ib./sq.in.) 
maximum working pressure; 12,000 cu.m./h. maximum flow rate (each) 

1x26 in. line for ballast, about 1,800 m. long; 10.5 kg./sq.cm. (150 
Ib./sq.in.) maximum working pressure and 4,000 cu.m./h. maximum flow 
rate. 

2x20 in. lines for fuel oil, about 2,000 m. long; 10.5 kg./sq.cm. 
(150 Ib./sq.in.) maximum pressure and 1,800 cu.m./h. maximum flow 
rate (each). Maximum working temperature for both lines: 75°C (167°F). 

1x12in. line for diesel oil, about 1,500 m. long; 10.5 kg./sq.cm. 
(150 Ib./sq.in.) maximum working pressure and 1,070 cu.m./h. maximum 
flowrate. | 

1x8 in. line for drinking water, 3.2 kg./sq.cm. (45 Ib./sq.in.) working 
pressure and 133 cu.m./h. maximum flow rate. 

Auxiliary Facilities: Both berths are equipped with recording devices to 
measure continuously the ship’s speed and her distance to the pier, 
referred to the pier longitudinal axis. 

Both berths are also equipped with hydraulic powered accommodation 
ladders for easy access aboard ship. 

Cargo/Ballast Operation: 

General: The terminal is equipped with 2 slop tanks with a combined 
capacity of 42,000 cu.m. or 264,172 bbls. (21,000 cu.m. or 132,086 bbls. 
each). 

Discharge into the sea of any amount of oil or oil based products, 
either alone or in combination with ballast water, is strictly forbidden and 
heavily fined. 

TEBIG is particularly interested in having vessels complete the 
deballasting operation promptly after berthing in order to minimise time 
at berth. 

Simultaneous loading/deballasting or unloading/ballasting is allowed 
on properly equipped vessels. 

Hose Handling: Hoses are in use for fresh water supply only. For loading 
unloading operations the Terminal is equipped with 11 quick release 
flange connection loading arms of 150 Ib./sq. in. capacity. 

Nominal Flow Rates: The terminal lines allow oil discharging at a rate 
of 25,000 cu.m.p.h. and loading up to 13,000 cu.m.p.h. 

Cleaning Tanks: 

Discharging of oily water resulting from conventional tank cleaning is 
not allowed as a rule. Provided previously scheduled and accepted by 
Terminal, crude washing may be authorised. 

MEDICAL: In emergencies or cases of serious injury, TEBIG may assist 
with first aid. Medical treatment in case of serious illness must be 
requested by Masters to Agents. 

Dental treatment is available in Angra dos Reis. 

If the patient(s) cannot speak Portuguese or Spanish, an interpreter 
will be desirable for better understanding. 

FRESH WATER: Drinking Water: TEBIG is equipped for supplying 
drinking water through universal quick release 2.5 in. universal manifold 
from a 8in. line with a 133 cu.m.p.h. flowing rate. There are also 
threaded ended hoses with 2.5 in. thread and 7.5 pitch series, male and 
female. 

Boiler Water: TEBIG auxiliary area is equipped with 2 1,550 cu.m.p.h. 
tanks (each) for own use as well as for supplying ships with boiler water 
through a 8 in. line. 

FUEL: TEBIG is equipped with blending machines for mixing fuel oil 
and diesel oil in order to supply berthed tankers with any type of bunkers 
e.g. bunker C, marine gas oil, marine diesel oil and marine fuel with any 
grade of viscosity, and charging international prices. 

Orders for bunkers must be placed 48 hours in advance and 
addressed to: 

Divisao de Abastecimento de Navios, Departamento Comercial, Av 
Republica do Chile, 65 — ZC — 06, Rio de Janeiro 20.000 — RJ — Brasil 
Cable Address: Petrobrasecope. Telex: 031422 or 031423. 

Departamento Comercial may also be contacted through Owner's 
Agent. 

Lubricants: Orders for lubricants must be placed 15 days in advance 
and addressed to: 

Petrobras Distribuidora, Prava 22 de Abril, 36 — 4°. andar, ZC, 06 Rio 
de Janeiro 20.000, Ru, Brasil. Telex: 031422, 031423 and 031424. Tel 
242-9381 and 242-4901. 

Petrobras Distribuidora may also be contacted through owner's Agent 


CONSULS: There are no Consular representatives available in Angra 
dos Reis. The nearest city where such representatives can be found is 
Rio de Janeiro, where most of the maritime nations maintain Consulates. 
Agents may be able to contact Consulates if duly notified in good time. 
REPAIRS/DRY DOCKS: Ship Repairs: There is a shipbuilding yard, 
Verolme Estaleiros do Brasil, in Baia de Jacuacanga (km. 83 Estrada 
Rio-Santos) which may be used by vessels to effect limited repairs only, 
since it main activity is shipbuilding. 

There is no specialised personnel or well equipped workshops 
intended for ship repairs. 

In case of emergency repair or those which cannot possibly be 
postponed and which Verolme yards cannot effect, the following 
workshops may be contacted for limited repairs. 

Industria e Comercio Angrense Ltda. Rua do Comercio 495 — Loja 6. 

Oficina Mecanica Tres Irmaos, Rua Arcebispo Santos 209 — Fundos. 
Electronic Repairs: There are no workshops or specialised personnel 
for repairs in electronics available in Angra dos Reis. 

Agents may be able to take the necessary steps in order to comply 
with orders placed for repairs in electronics if contacted in good time. 
Compass and Radio Adjustments: Orders for compass and radio 
direction finder adjustments must be placed through Agents well in 
advance, considering that such services are not available in Angra dos 
Reis. 

SURVEYORS: There are no classification societies representatives in 
Angra dos Reis. However they may be called from Rio de Janeiro and/ 
or Bartoe upon Agent's request. ABS, LR and BV maintain offices and 
representatives in Rio de Janeiro. 

Petroleum Inspection: No Petroleum Inspection Services are available 
in Angra dos Reis. They may be contacted in Rio de Janeiro or Santos 
at the following addresses: 

Chas. Martin & Co., Rua da Lapa 200 — Conjunto 906, 20.000, 
Rio de Janeiro — RJ — ZC — 00. Tel: 242-4219, 245-5636. 

E. W. Saybolt & Co., Rua Bras Cubas, 3, 11100 — Santos — SP. 
Tel: 4-6638. 

Sociedade Brasileira de Superintendencia S/A (Redwood), Av. 
Presidente Vargas 466, 13° andar, Rio de Janeiro, RJ, 20.000. Tel: (021) 
233-3522. 

WEATHER: 

Winds: Easterly winds predominate but due to the Ilha Grande high 
mountains they may blow from several directions. S.S.W. winds due to 
cold fronts may cause heavy seas and swells in exposed areas. S.S.W. 
winds often blow in the afternoon period. N.N.E. winds are not infrequent. 
Wind speed ranges from 3 knots to 30 knots in the Terminal area. 

In the Autumn and Winter, cold fresh winds are common on the coast 
from Rio de Janeiro to Santos. In daytime the breeze tends to increase 
the East component, and at nightime the West component 
predominates. 

In protected areas (harbours, bays and channels in this area) S.S.W. 
winds starts about noon, when fresh to moderate winds cause the 
temperature to decrease; wind force decreases at night and an interval 
of calm follows, before the arrival of the sea breeze from N.N.E., about 
2000 hrs. (local time) until 1000 hrs. (local time). 

Rain: The average annual rainfall is about 2,000 mm. in the area. 
Visibility: The visibility in this area is generally fair to good. 

During Autumn and Winter fog is moderately frequent in the early 
morning. In Summer time, dry haze is comparatively frequent, causing 
the visibility to be reduced. 

Temperature: Local average temperature ranges from 18°C (64.4°F), in 
June and July, to 35°C (95°F), in December and January. 

Pressure: The pressure over the area is about 1,015 mb. in good 
weather. 

Humidity: Humidities are comparatively high, ranging from 76% to 81%. 
SHORE LEAVE: Ship's personnel are not permitted ashore for any 
purpose whatsoever until Free Pratique has been granted. Luggage and 
packages are subject to Customs Officers and/or Terminal Watcher 
inspection. As a rule shore leave is permitted with the above stated 
restrictions. Vessels are not permitted to sail unless all crew members 
are onboard. In case of seamen left ashore for any reason whatsoever 
all expenses are for ship's account. 

Passengers: Passengers will be permitted ashore if in possession of 
the required visas and documents. 

GENERAL: Charts: No charts or Pilot Publications are available either 
at the Terminal or Angra dos Reis. If necessary, Agents must be 
contacted for placing orders in Rio de Janeiro. 

The “Diretoria de Hidrografia e Navegacao” (Brazilian Navy 
Hydrographic Service) issues the following navigational publications: 

Chart Numbers: 1600, 1601, 1602, 1603, 1604, 1605, 1606 and 1609 
(soundings in metres) covering the area. 

A Brazil Pilot of the Brazilian Coast (Roteiro). 

List of Lights (Lista de Farois). 

Flags: Display of Quarantine signals on approach to Angra dos Reis 
and TEBIG facilities must be maintained until Free Pratique is granted. 
These signals are: sunrise to sunset: quarantine flag (“Q”). Sunset to 
sunrise: Signal lights — red over white. 

In addition to quarantine signals, the Brazilian Flag must be flown from 
vessel's foremast throughout the vessel's stay in port. 

Vessels entering or leaving Brazilian ports must display their ensign 
when within 3 miles of the entrance to a port or anchorage and, by day, 
also display their call letters in flags of the International Code of Signals. 
Cranes: Neither TEBIG and Angra dos Reis Port operate floating cranes. 
Verome Yards may rent a floating crane with 80 tons capacity. TEBIG 
does not operate barges or lighters. 

Provisions and Stores: Orders for provisions and/or stores may be 
placed through Agents. Since some items are only obtainable in Rio de 
Janeiro, orders must be placed as soon as possible. 

Laundry: No laundry facilities are available at TEBIG. There are however 
laundry facilities in Angra dos Reis which may be used through Agent, 
which must be contacted as soon as possible for such purposes. 

Mail Services: No Post Office Agency is available at TEBIG. Mail must 
be sent care of Agent and posted in Angra dos Reis. 


BRAZIL 


Cash Advances: TEBIG is not authorised to effect cash advances. 
Master must contact either Owner's Agent or FRONAPE for such 
purpose (FRONAPE must be contacted in the case of ships chartered 
by PETROBRAS). 

Customs Watches: Brazilian Customs Officials may be assigned on 
board according to Customs Regulations in order to enforce the said 
regulations. Meals must be supplied to these Officials at regular meal 
times. 

Contraband: Brazilian law is very strict in every aspect concerning 
smuggling. Masters are requested to instruct their crews about 
restrictions concerning trafficking goods of any kind including cigarettes, 
cigars, tobacco, alcoholic beverages, souvenirs, firearms, playing cards, 
narcotics. Trafficking in these articles or any others, between ships or 
between ships and Terminal employees or representatives, or anybody 
else is strictly prohibited and failure to comply with the law may result 
in several penalties. 

Items as above stated must be kept sealed under lock and key. 
Visitors: No visitors are allowed aboard ships berthed alongside unless 
duly authorised by Master and Terminal Superintendent and local 
Maritime Police. Unauthorised visitors will have to be reported to the 
Maritime Police. 

National Holidays: All ships in port must be fully dressed on the following 
National Holidays: September 7th and November 15th. 

Machinery in Readiness: When berthed alongside PETROBRAS' 
Terminal vessels must keep engines and propulsion machinery in 
readiness to leave the berth under full power on short notice. 

No repairs are allowed which would interfere with this requirement. 

Violation of this rule will entail towage from the berth at the vessel's 
expense and PETROBRAS will not accept any kind of responsibility for 
the resulting delay to the vessel. 

Refuse and Garbage: All deck scuppers must be kept plugged and, as 
far as possible, discharging of waste water from lavatories on terminal 
side must be prevented. 

TEBIG has no way to deal with ship's garbage or refuse. If absolutely 
necessary, Agent must be contacted for such a purpose. 

Fishing and Painting: Use of pier for painting ship's hull is not allowed. 
It is also forbidden to fish on the terminal side of the ship. 

General: Shore access to TEBIG is by car or by bus along BR-101 
Highway km. 81 Jacuacanga. 

TEBIG is 150 km. (about 93 statute miles) from Rio de Janeiro. 

There is a regular bus service between these cities. There is 
international telephone service available (Long Distance Direct Dialling) 
DDD (0243 for Angra dos Reis). The piers are equipped with two 
hydraulic powered accommodation ladders which allow personnel to 
board the vessel safely. 

At the ladder’s end, a lifebuoy is fastened to a 27 m. (29 yd.) long 
safety line. 

Telephone Numbers: \mportant telephone numbers of the Terminal: 

Executive Assistant of the Terminal 202* 


Operations Manager 203* 
Operations Supervisor (around the clock) 215, 280 and 283 
Operating Room (main) (around the clock) 215 and 280 
Operating Room (auxiliary) (around the clock) 244 
Pier (around the clock) 246 
Traffic and Facilities Section 241* 
Program and Control Section 240 and 204* 
Safety Section 260** 
Marine Section 234** 
Medical Section 2245. 


“to be called in working hours only 
**when needed out of working hours call 


SHIPMASTER’S REPORT: November 1981. 

Port Name: Although called “Terminal Maritimo de Baia de Ilha Grande” 
orders for this terminal are given for “Angra dos Reis’. Terminal called 
TEBIG. 

Anchorage: Outside the port about 3 miles West of Laje Branca. Except 
in special cases officials will not board vessel in this anchorage as a 
result of difficulties experienced in the past with sudden changes of 
weather. In the approaches to the port, to South and North of the buoyed 
channel, anchorage is possible with a max. draft of 21m. and port 
Officials will board vessels here, shore leave being possible by shore 
launch for crew. 

Pilotage: Pilots board off the seabuoy at the entrance to the buoyed 
channel to take vessel to terminal or inside anchorages. Outward bound 
the Pilot remains until the last pair of channel buoys. Pilots work ships 
for terminal only. 

Channel Lights: These are neither very bright nor very reliable. 
Pratique: There is no radio pratique and quarantine officials board with 
Customs and Immigration but ships should cable to Agents two days 
prior to arrival “Codicoes Sanitarias Abordo Satisfactorias”’. 
Formalities: 2 each Crew Lists, showing vaccination dates; 2 each Store 
Lists and Personal Effects; 8 Crew Lists. Ship's Certificates taken ashore 
by Agent to effect Clearance. 

Agents: Direct VHF communication from office to ships in anchorage or 
at terminal. Until recently weekend cables were erratic but telex is now 
installed. 

Shore Leave: By minibus from berth to Angra dos Reis (30 minutes) — 
taxis not allowed inside terminal gate (30 minutes walk from berth). 
No passes required. 

Crew Changes: Easily possible (via Rio de Janeiro, 3 hours by car) — 
sometimes difficulties with Customs for crew joining and leaving bringing/ 
taking radio/cassette players, Customs escort sometimes being required 
or ambiguous fines imposed. 

Fresh Water/Bunkers: Available at terminal. Lighter fuel oils are 
sometimes a mixture of heavier fuel and diesel oils. 

Tugs: Three terminal tugs of 4,000 h.p. each always available, fourth 
tug for larger ships (also 4,000 h.p.) berthing is sent from Rio de Janeiro. 
Two ship's lines are used to bow and stern tug (and care should be 
taken sending these as tugs inclined to steam off with them) and tug’s 
lines from shoulder tugs. 


215, 280 or 283 
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Berth: Single long finger pier, South side taking ships up to 500,000 
d.w.t and North side up to 350,000 d.w.t. Ships on North side feel current 
flow tending to push them off the berth and short “semi-breast” stern 
lines are preferable to ones with long drifts. Main deck springs are 
sometimes impractical to the shore as centre dolphin section of the pier 
is about 260 ft. in length and in many ship's springs would be too short. 
Otherwise plenty of mooring hooks and general pattern is 2 springs, 
three breast and four head/stern lines. 

Terminal: Communication by VHF; crude oil washing permission should 
be sought prior to arrival; usual check lists; terminal schedules of 
berthing and discharge are very variable. 


AUTHORITY: Terminal Maritimo da Ilha Grande-TEBIG, BR-101 km. 81 
— Jacuacanga, C.P. 73091, Angra dos Reis — RJ, CEP 23900, Brazil. 
Tel: 65-0358 PABX, Direct long distance dialling number DDD 0243 (for 
Angra dos Reis) followed by the telephone number (65-0358). 
FAX: 021.225.73 or 021.233.35. Contact: The Superintendent. 

Head Office: Petroleo Brasileiro S/A — Petrobras, Avenida Republica 
do Chile, 65-ZC-06-Centro — Rio de Janeiro — 20.000 Brazil. 

Divisao de Operacoes: Same address, as above, 12th Floor, 
(Operations Division). 

Captain of The Port: Almte. Julio Cesar de Noronha, Avenue No. 39, 
Angra Dos Reis. Te/: (0243) 65-0365. Contact: Captain Luiz Mendes, 
Captain of The Port. 


ANTONINA (Barao de Tefe): 25.26 S. 48.41 W. 
(See Plan) 


Also see “General” before first port and “Paranagua’”’. 

PORT LIMITS: The limits of the Port of Barao de Tefe extend from the 
Teixeira Point to the port quay. 

DOCUMENTS: See “Paranagua”. 

Inspection carried out at Paranagua. 

PILOTAGE: Compulsory in the port of Barao de Tefe and in the access 
channel. Also see “Paranagua”. 

ANCHORAGE: Only anchorage is in the vicinity of Teixeira Point (See 
DHN chart No. 1823). See “Paranagua” for quarantine and explosives 
anchorages. 

Anchoring in front of the quay is prohibited. 

RESTRICTIONS: Access Channel: This is marked on chart No. 1823 
of the DHN (National Hydrographical Directorate), the channel is 120 m. 
wide, running in a S.E. — N.W. direction, starting at the Island of Teixeira 
and proceeding as far as the manoeuvring basin. 

Critical Points: Itaucu de Baixo Rocks, Shallows of Fundao Grande 
and Joao Fernandes; average depth 5 m. Anchoring in the channel is 
forbidden, and to navigate it, it is necessary to have good visibility and 
daylight. 

Tide: The average speed reaches 3 knots on the ebb tides, average 
height during Spring tides — 2.2 m., Neap tides — 1.7 m. 

Berthing: Manoeuvring may only be effected in daylight and good 
visibility. Berthing always takes place on a rising tide. 

TUGS: To be requested from Paranagua. : 
BERTHING: The area for manoeuvring is 280 m. wide in front of the 
quay, with a length of 700 m. Variable depth between 6.5 m. and 7.5 m. 

Length of berth, Matarazzo Quay, length 200 m. (additional quay, 
length 150m. planned, being 45m. from Matarazzo Quay); depth 
alongside, 6.0 m. — 6.5 m.; Bollards 50 m. apart. 

Facilities: 5 warehouses, 12,200 sq.m. without cold storage; 1 vertical 
silo at Matarazzo of 8,500 tons capacity (not in operation); open air 
areas, 7,500 sq.m. 

Cranes: 1 of 6.5 tons on rails, 4 on tyred wheels of 9 and 3.5 tons, 
stacker trucks — 4 of 5 tons capacity, 4 of 2.5 tons and 5 of 2 tons. 
No rolling bridge, loaders or suction units available. 

Railway lines extending 3,100 m. but no locomotives available; 
6 wagons which are of the open type (28 ton capacity); 22 trucks on 
tyred wheels (3.5—7.0 tons capacity). 

No Ro/Ro or container facilities. No barges, pontoons or lighters 
available. 

STEVEDORES: See “Paranagua’”. 

MEDICAL: Hospital available. Tel: 432-1244. 

FRESH WATER: One hydrant at end of port quay, rate 30 cu.m.p.h. 
and 3 hydrants at Matarazzo Quay (100 m. apart), rate 30 cu.m.p.h. 

No water boat available. 

FUEL: Available to vessels alongside by road tanker. 

REPAIRS: See “Paranagua”’. 

AIRPORT: At Curitiba (Afonso Pena Airport) 65 km. away, or Paranagua 
for light aircraft 50 km. away. 

HOLIDAYS: Local: 6th November (City Anniversary), 15th August (City’s 
Patron Saint Day). 

CUSTOMS: Tel: 432-1221. 
POLICE/AMBULANCE/FIRE: Police, Tel: 
Brigade from Paranagua is used. 
TELEPHONES: Not available. 

SERVICES: Foodstuffs available. Rubbish collection is the responsibility 
of the Agent. 

GENERAL: Following received from a ship's Agent in 1980. 

The Port of Antonina is situated in the inner recesses of Paranagua 
Bay, about 15 miles from this port. Vessels demanding that port receive 
Free Pratique at Paranagua and proceed on voyage 1 hour before HW. 
As the channel has no light-buoys, navigation is only possible during 
day time. There are only 2 berths available at Antonina, and should both 
of them be occupied, vessels await in Paranagua, because there is no 
safe anchorage there. 

Vessels have to turn around before docking, and for this reason only 
small vessels should go there. 
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355 or 432-1234; Fire 


Official Maximum Drafts: Spring tide — HW: 21 ft. 
Neap tide — HW: 18 ft. 
LW: 15 ft. 
Stevedoring — Labour: 

a) Number of gangs available: Not restricted. 
Stevedores affiliated to their Union. 

b) Working hours: 


Normal hours: 0700—1100 1300-1700 
Night hours: 1900-2300 0000-0400 
Overtime: 1100—1300 1700—1900 

2300-2400 0400-0700 


c) Number of men in regular gang: 

Unitised cargo: 9 men. 
Break-bulk cargo 11 men 
Reefer cargo: 20 men 

d) Labour available all year round. 

e) Rigging and cleaning gangs available. 

f) Capable supervision is available. In addition to normal stevedore 
supervisors, agency employees give ample assistance to ships’ 
operations. 

g) Average tons worked per hour per gang, loading: Bagged cargo: 
average of 40 t.p.h. General cargo: average of 10/20 t.p.h. 

h) Average tons worked per hour per gang, discharging: 

Bagged cargo: average 20 t.p.h. 
General cargo: average of 10/15 t.p.h. 
Equipment/Gear: 

Shore gear, hooks, slings, etc., available. 

Heavy lift slings available to handle maximum 120 tons. 

Shore cranes: 

1 electric crane — capacity 25 tons — Outreach 25 m. 

4 electric cranes — capacity 6.3 tons — Outreach 25 m. 

4 electric cranes — capacity 3 tons -— Outreach 15 m. 

6 electric cranes — capacity 3.2 tons — Outreach 25 m. 

4 electric cranes — capacity 2 tons — Outreach 25 m. 

1 automotive crane on tyres — capacity 30 tons — Outreach 20 m. 
1 floating crane available, capacity 110 tons. 

Cargo is discharged onto railroad trucks and trailers. Export cargo is 

brought alongside by trucks, railway cars or trailers. 

Sideloaders also available. 

No container spreaders available. 

No lighters available. 

Warehouse’ Transit Cargo Sheds: 

a) Within the port area there are 31 warehouses of concrete 
construction, with tile roofs, with a total of 87,310 sq.m. of storage. 

b) A small refrigerated storage shed is available, used mostly for 
meat, fish, shrimps and fruit; its capacity is for 2,900 cu.m., and 
there are 9 chambers. 

Temperature: Range of 14°/15°F. One chamber can be brought down 
to, —13°F. 

c) Free time period allowed on cargo discharged from vessels is 
6 days. 

d) Storage always paid by importer/exporter. 

AUTHORITY: Administracao dos Portos de Paranagua e Antonina, 
Av. Conde Francisco Matarazzo, Antonina, Brazil. Tel; 432-1027. 
Port Captain, Rua Marques de Herval 216. Tel: 432-1384. 


ARACAJU: 10.55 S. 37.03 W. (See Plan) 


LOCATION: On the right hand bank of the Rio Sergipe, 3.24 nautical 
miles from the entrance. D.H.N. Charts 1000 to 1003 cover this area. 
PILOTAGE: Compulsory. 
APPROACHES: The access channel is 100 m. long and 2.9 m. deep. 
Tidal variation 2.3 m. 
BERTHING: Manoeuvring basin is 600 m. long with a depth of 12 m. 
The quay consists of 96 m. (concrete) and 80 m. (wood) berthing 
space, with depths of 6 m. and 7 m. available. Warehouse of 1,200 sq.m. 
and 50,000 sq.m. open storage available. 
CRANES: One 9 ton mobile crane available. 
BULK HANDLING FACILITIES: There are 3 silos, with a capacity of 
5,800 tons and one mechanical wheat loader, capacity 20 ton. A 40 ton 
weighbridge is also available. 
FRESH WATER: Available, delivery rate 25 t.p.h. 
CONSULS: Portugal (vice-consul). 
REPAIRS: Can be undertaken. 
AIRPORT: Nearest at Santa Maria, 13 km. distant. 
TIME: GMT minus 3 hours. 
HOLIDAYS: National: January 1st, April 21st, May 1st, September 7th, 
November 15th and December 25th. 
Regional: December 8th. 
Movable: Monday and Tuesday of Carnival, Ash Wednesday, Good 
Friday and Corpus Christi. 
Commemorative: August 28th, October 28th, October 30th and 
November 2nd. 
AUTHORITY: Administracao do Porto de Aracaju, Av. Joao Rodrigues, 
s/no., 49000, Aracaju, SE. Tel: (0792) 22-3314. Contact: Engineer 
Militino Rodrigues Ferreira, Administrator. Tel: (0792) 22-3217. 


ARATU: 12.47 S. 38.30 W. (See Plan) 


LOCATION: The port facilities of Aratu are located on the Eastern side 
of All Saints Bay in the Enseada do Caboto, between Marinho and 
Pereira Points, to the North of the Bar of Cotegipe and the Naval Base 
of Aratu, facing the Mare Island. 

Its areas of administration and jurisdiction correspond to the Bay of 
All Saints, limited to the South by parallel 12° 50’. 


DOCUMENTS: See “General” before first port and “Salvador”. 


PILOTAGE: Compulsory. Requests for Pilots are to be made to the Bay 
of Todos os Santos Pilots’ Association at Serra da Raiz Building, 5th 
Floor, Room 510 — Rua da Grecia 8, Tel: 242-2221 or by Channel 16 
VHF-FM of the coastal radiotelephone network. 

Requests must be made 2 hours in advance, specifying the time of 
the vessel's entry. 


APPROACHES: Access Channel: The access channel starts at Lat. 
12° 58' S., Long. 38° 31’ 55” W. with a minimum depth of 18 m. (see 
Chart 1108 of the NHD). The channel is marked by 8 light buoys, 4 to 
starboard with red lights and 4 to port with white lights and by the 
lighthouse at Areia Point. To the North of the Port of Aratu is the 
lighthouse of Cabrito Point which provides a good landmark day and 
night for vessels bound for the port of Aratu. The length of the channel 
is about 2 miles as far as the manoeuvring area, with a minimum width 
of 180 m. 

The improvement of the nautical signalling arrangement in the access 
channel to the port is planned, based on a study carried out by a Dutch 
firm and under an agreement which will be signed with the SSN. The 
following points are fairly clear and serve for direction finding purposes: 

(a) Furnaces of the Salvador Cement Company, at Sacopa Point, 

during the day; 

(b) USIBA terminal which has a red light at its top, serving as a 

reference point both day and night. 

(c) Construction at the top of the hill at Toque-Toque Point, during 

the day. 

(d) Church of Nossa Senhora das Neves on the Southern part of the 

Island of Mare during the day; 
(e) The lighthouses of Areia Point and Cabeto Point, both day and 
night. 
Existing Dangers: The shoal to the West of Sacopa Point and the banks 
of the Island of Mare are being permanently dredged. 
Manoeuvring Area: The area intended for berthing and unberthing of 
vessels is defined to the East and West by the 10 m. line, with variable 
width from 400 m. to 1,000 m., limited to the South by the 12° 46’ 09” S. 
parallel. Minimum depth 12 m. Depth at Bar 20 m. Max. height of tide 
2.8m. 
ANCHORAGE: The anchorage of Monte Serrat, must be used for 
visiting vessels and for manoeuvring. Anchorage is prohibited in the 
manoeuvring area and in the access channel (See chart). 

The visiting areas of the Port Health Authorities, Federal Receipt and 
Maritime Police are those defined by a radius of one mile around the 
points of co-ordinates Lat. 12° 58’ 07” S. and Long. 38° 32’ 18” W. and 
Lat. 12° 55’ 56” S. and Long. 38° 31' 37” W., as shown in chart 1.102 
of the National Directorate of Hydrography. 

Vessels may only come alongside the berth after having been visited 
by the authorities. The anchorage for free pratique coincides with the 
waiting area for Pilots and the permitted anchorage area (i.e. the 
anchorage area of Monte Serrat). 
MAX.SIZE: Solid Bulk Terminal: 65,000 d.w.t. 

Liquid Bulk Terminal: 45,000 d.w.t. 

Gas Products Terminal: 20,000 d.w.t. 
HEALTH: See “Anchorage”. 
TUGS: Salvador tugs used. 
BERTHING: To carry out operations of vessels going to the Port of 
Aratu and movement of their cargo and storage, the Port has specific 
Terminals, with an infrastructure capable of giving highly efficient 
operations as follows: 
Cargo: 

1. Solid Bulk Terminal — T.G.S. 

2. Solid Bulk Terminal — T.G.S. — 2. 

3. Liquid Bulk Terminal — T.G.L. 

4. Gas Products Terminal — T.P.G. 


Solid Bulk Cargo Terminal — T.G.S.: 

Finished in 1976, commenced operations in 1977 and has a basic 
formation of: 

A berthing pier; berthing dolphins (2) — South side; access bridge; a 
Storage area; silos and warehouses (private); various equipments. 

This terminal will also be equipped with a berth for solid bulk. 
Beginning of operations is expected in 1988. This dock will be equipped 
with a pier of approximately 175.05 m. in length; draft of 12 m. for vessels 
of up to 40,000 g.r.t. over which electric portico cranes and special 
Private facilities will be installed. 

The mooring dolphins will also be built with access by means of 
passageways from the pier. For storage and handling of bulk solids, 
which will be performed at this site, a complete infrastructure will be 
prepared on the re-fill, including highway/railway access. 

Handling of aggressive and/or corrosive solid bulk products currently 
Operated at TGS, such as sulphur and fertilizer as well as alumina, will 
be transferred to this pier. In addition to these products, all bulk currently 
handled at the Port of Salvador which, due to physical/chemical 
bh. could not yet be handled at Aratu, will also be transferred to 

IS dock. 

Mooring Pier: 

Constructed in reinforced concrete on pipes and with the following 
characteristics: 

Level +4.50 m.; width 37.50 m.;, length on the North side 153.20 m., 
on the South side 202.60 m.; distance between dolphins 286.60 m. (on 
the South berth). 
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North Berth: Depth 10.00 m.; largest permissible vessel 100,000 g.r.t.; 
distance between mooring points 24 m.; max. load on mooring point 
50 tons (9); cylindrical fenders, external diameter 0.80 m. x 1.50 m. (12). 

South Berth: Depth 11.00 m.; largest permissible vessel 100,000 g.r.t.; 
distance between mooring points 24 m.; max. load on mooring point 
50 tons (9); cylindrical fenders, external diameter 1.20 m. x 1.50 m. (24). 
Note: In a later phase, after extension, the depths will be increased as 
will be permitted loads. 


Mooring Dolphins: 
There are 2 berthing dolphins in reinforced concrete on pipes situated 
on the South side of the pier with the following characteristics: 
Distance from axis to axis, 286.60 m.; mooring capacity 100 tons; 
dimensions 10 m. x 10 m. 


Access Bridge: 

Constructed in protected reinforced concrete with the following 
characteristics: 

Level +4.5 m.; width 9 m., length 200 m.; load projected — Class 36. 

This acts as support for the conveyor belts, pipes, electrical supply, 
passage of vehicles and service equipment, ambulances and fire fighting 
equipment. 


Storage Open Area: 

For storage of various solid bulk cargoes in the open air, destined for 
import and export, with the following characteristics: 

Covered by asphalt concrete; total width 114 m.; total length 600 m.; 
total area 68,400 sq.m.; usable area 35,840 sq.m.; Permitted load 
30 tons/sq.m.; max. static load 475,000 tons. 

Note: By virtue of the diversification of solid bulk cargo moved and 
stored in the open air, the loads stated are subject to the action of wind 
and rain and special care is recommended with regard to positioning; 
protection and cleanliness at the storage area. 

Silos and Warehouses (Private): 

i. Alcan — Aluminio do Brasil Nordeste S.A. 

Installations for receipt and storage of calcinated aluminium, 
connected to the T.G.S. transport system, and constituted basically by: 

1 vertical metal Silo on a structure of reinforced concrete with top feed 
and discharge at the bottom through 9 outlets, capacity 10,000 cu.m. 

1 conveyor belt “B10” width 48 in. and 141 m. long. 

Note: Extension of these installations is planned by construction of 
more vertical silos. 

2. Nitrofertil — Fertilizantes Nitrogenados do Nordeste S.A. 
Installations for receipt of urea by road vehicles and rail trucks, storage 
under cover and shipment connected to the transport systems of T.G.S. 
and constituted basically: By a discharge station for road vehicles and 
railway trucks under cover and containing 4 silos and two 401—V—48 in. 
and 402—V—48 in. transporters, both with a capacity of 300 t.p.h. 

One warehouse constructed from reinforced concrete, with 50m. 
width and 200m. long and 40,000 tons capacity, equipped with 
10 dehumidifiers, 1 transporter (403-V—48 in. — 300 t.p.h.) with receipt 
from a moving handling unit with two outlets for stacking area, 1 Kratzer 
of 750 tons per hour for recovery and loading to the transporter 
404—V—54 in. — 730 tons, for shipment. 

One external transport complex for shipment, of 730 t.p.h., including 
4 transfer points and 3 conveyor belts 405—V-—54 in., 406—Va—48 in., 
406—Vb-—48 in. 

1 weighbridge for flow purposes installed in the transporter 404—V; 
1 administrative office; 1 sub-station. 

3. Caraiba Metais S.A. 

Installations for the receipt of copper concentrate, phosphate rock and 
coke, covered storage and delivery for metallurgy, through a direct duct 
silo and road and rail system, in the future railway silo with feed in the 
shed by loader and constituted basically by: 

1 covered shed with 15,000 sq.m. area and storage area of 
79,600 tons (concentrated copper 42,000 tons, phosphate rock 35,000 
tons and coke 2,100 tons). 

T.G.S. Equipment: 

The installations and equipment of T.G.S. are constituted by a semi- 
automatic system for movement of solid bulk cargoes by three lines of 
operation, that is to say: 

Import Line: 1. Situated on the pier there are the following installations: 

1 vessel discharger unit which is mobile with a nominal capacity of 
970 t.p.h. lifting capacity on the hook of 25 tons, its own weight 900 
tons, maximum load in the self-carrying silo of 600 tons, which uses 
grabs of the ‘clam shell’ or ‘trimmer’ large capacity type, with cycles of 
less than 60 seconds under normal conditions and two vibratory feeders 
for the Bla transporter with 700 t.p.h. each. Currently there are 7 grabs 
ranging between 4 cu.m. and 13.5 cu.m. 

2. Connecting the pier and the storage area: 

1 reversible conveyor belt Blb—48 in. — 1,200 t.p.h. — 1.6 m/sec. — 
442 m. 

3. Situated in the storage area: 

1 belt transporter B2—48 in. — 1,200 t.p.h. — 1.6 m/sec. — 247 m. 
1 mobile stacker, for piling bulk solid up to a height of 10.0 m., with a 
capacity of 1,200 t.p.h. 

The recuperation of stored merchandise for delivery to the user is 
performed by means of mechanical shovels with direct feeding to trucks. 

Railway wagon feeding is planned for the near future. 

Quantity control of bulk products is performed by means of vessel 
draft and/or highway scale, 60 tons capacity, installed at the Port 
entrance. 

Average unloading capacity (production) under normal conditions is 
500 t.p.h. 

Factors which reduce average production: 
Specific weight granulometrical and aggregation of bulk products. 
Improper stowage. 
Necessary clean-up of terminal between operations with different 
bulk products. 
Improper vessels (non-bulk carrying vessels). 
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Export Line: 

1. Situated in the storage area: 

1 mobile loader fed by shovel with a capacity of 12cu.m. with 
2 vibratory feeders of 700t.p.h. each; 1 belt transporter B3—48 in. — 
1,200 t.p.h. — 1.6 m/sec. — 238 m.; 1 transfer tower B2/Bib. 

2. Connecting the storage area and the pier: 1 reversible belt 
transporter Blb (See “Import’’). 

3. Situated on the pier: 1 transfer tower Blb/B7; 1 belt loader B7—54 in. 
— 1,200 t.p.h. — 1.6 m/sec. — 19m.; 1 transfer tower B7/BB; 1 belt 
transporter B8—48 in. — 1,200 t.p.h. — 1.6 m/sec. — 331 m.; 1 belt 
transporter B9-48 in. — 1,200 t.p.h. — 1.6 m/sec. — 81.0 m. 

One mobile shiploader, with a nominal capacity of 1,200 t.p.h. and 
equipped with a telescopic arm which includes a lifting movement and 
a 54 in. belt. There is a second shiploader on the opposite side. 

The recovery of cargo stored for feeding the hopper is performed by 
means of mechanical shovel, storage being performed either directly 
from dump trucks onto storage area, arranging the material by 
mechanical shovel for area reduction, or by means of wagon/truck 
unloading line which is described below. 

Wagon/truck unloading line: Located in the storage area, consisting 
of: 

1 underground wagon/truck unloading station, with 220 cu.m. silo 

and 2 vibratory feeders, capacity 700 t.p.h. 

1 B6-48 in. conveyor belt — 1,200 t.p.h. — 1.6 m./sec. 54.0 m. 

1 B2 conveyoy belt (See ‘Imports’’). 

1 Stacker (See ‘Imports’’). 
General comments on the T.G.S.: 

Maximum specific load permitted 3.88 tons per. cu.m. 

Maximum granulometry — 400 mm. diameter. 

Total length of the 8 conveyors — 1,848.0 m. 

Currently, the conveyor system is regulated to the primary phase, 
that is: 

Belt velocity — 1.6 m./sec. 

Maximum belt volume capacity — 1,000 cu.m. per ton. 

Maximum load capacity — 1,200 t.p.h. 

In addition to the equipment already mentioned, the T.G.S. has at its 
disposal 3 sub-stations, 1 system control house with synoptic panel and 
1 control building in the storage area. 

In order to perform operations, pre-established teams are assigned 
in advance, depending on the nature of the operation to be performed, 
which act within Codeba facilities. 

It should be noted that in operations for private facilities (Alcan, 
Nitrofertil, Urea and Caraiba Metais) both the equipment and the staff 
from the corresponding companies should work in a synchronised 
manner with the Codeba equipment and staff. For this purpose, the 
Terminal has an interlock system for basic functions and its own 
telephone communications system, which reaches specific areas, using 
VHF radio for remaining areas. 


Solid Bulk Cargo Terminal — T.G.S. — 2: Construction completed 1988. 
Operations commenced in 1989. The berth is equipped provisionally 
with a 16 ton electric portico crane. Length of berth 210 m., depth 
alongside 10.0 m. 2 berthing dolphins available. 


Liquid Bulk Cargo Terminal — T.G.L.: 

Completed in 1978, commenced operations in 1979, and is composed 
basically of: A berthing pier; 10 berthing dolphins; access bridge; 
platform; storage area (tanks); installations and equipment. 

Berthing Pier: \n this terminal, the berthing is defined by the dolphins 
which are located at the side of the operations platform. 

North Berth: Depth 10.6 m.; largest cargo vessel permitted, 35,000 
g.r.t./220 m. length; distance between fenders (2) 66 m.; maximum load 
—mooring heads — 50 tons (6); cylindrical fenders (2) — external diameter 
1.20 m. x 1.50 m. 

South Berth: Depth 11 m.; biggest cargo vessel permitted 25,000 g.r.t.; 
distance between fenders (2) 66 m.; maximum load — mooring heads — 
50 tons (6); cylindrical fenders (2) — external diameter 1.20 m. x 1.50 m. 

Note: Near the berth there is a slope which limits the operations here 
to the following: 

(a) Maximum vessel length — 120 m. (394 ft.) 

(b) Ships over 105 m. length must be equipped with bow thruster. 

(c) Ships of more than 80 m. (262 ft.) length must be assisted by a 

minimum of 3 tug boats and operations must be performed under 
favourable sea and weather conditions. 

(d) Time of manoeuvring is at the Pilot's discretion. 

Mooring Dolphins: 

There are 10 mooring dolphins made of concrete on pipes with the 
following characteristics 

Dimensions 10m. x 10m.; maximum level +4.60m.; mooring 
Capacity 50 tons. 

By virtue of the characteristics of the T-G.L. the dolphins are fitted 
with quick-release hooks to enable them, in case of necessity, to carry 
out prompt deberthing of the vessel. 

Access Bridge: 

Constructed of reinforced concrete on pipes with the following 
characteristics. 

Level — variable +10 m.; width — 9 m.; length — 324.60 m. 

Purpose — Access to the dolphins and platforms, passage for service 
vehicles, ambulance and fire fighting equipment. 

Support — There are two series of concrete supports on the bridge, 
level +4.65 and +6.55 m. for support and passage of pipe-lines. 
Platforms: 

Platforms made of concrete on pipes. 

Junction — On 3 levels with approximately 1,600 sq.m. 

Pumping — On only one level with access by metal ladder with approx. 
200 sq.m. 

Operation — On two levels: upper level with 566 sq.m. and lower level 
with 2,068 sq.m. 

For reasons of safety, vessels must not transmit forces to the 
operations platform of the T.G.L. 
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Storage Area (Tanks): 

Due to contracts with pre-established duration, signed with companies 
specializing in movement and storage of liquid chemical products, tanks 
and miscellaneous facilities were built in addition to equipment and 
installations on the pier and TGL feedback, capable of guaranteeing full 
Operation of transport and storage systems for chemical and 
petrochemical products from the area of their entrance, with a high 
degree of efficiency and operational flexibility. 

mee storage area operated by Tequimar — Terminal Quimico De Aratu 


A complex of 40 tanks in carbon steel, carbon steel lined with stainless 
steel, some for multiple purposes and others for a specific product only 
which will be handled and stored within rigid guidelines of security, 
distributed in concrete construction ducts. 

Installed capacity — with 40 tanks with 99,600 cu.m., thus: 

2 tanks of 300 cu.m.; 12 tanks of 750 cu.m.; 12 tanks of 1,500 cu.m.; 
8 tanks of 3,000 cu.m.; 2 tanks of 8,000 cu.m. and 4 tanks of 500 cu.m. 

Dichloroethane: Pipeduct for Dichloroethane (EDC) with 35 km. length 
connecting the terminal to the Camacari Chemical Complex. 

It is planned to increase the capacity by installation of more tanks in 
accordance with demand. 

Tank accessories: Blanketing with N.; heat installation with cooling 
serpentines; inlet and outlet valves motor-operated by remote tele- 
control; automatic level measuring with remote indicator; Automatic 
temperature measuring with remote indicator. central analogical 
computation system for control of stocks. 

System of Loading and Unloading of Vessels: 

Sleeves, 2 supports and 2 cranes for the movement of sleeves. 

Pier lines with flanged connection valves. 

10 pre-pumping tanks of 8 cu.m. on the pier — for sampling. 

10 pre-pumping tanks of 8 cu.m. in the storage area — for sampling. 

A complex of centrifugal ship-loading pumps with a nominal capacity 
of 250 t.p.h. 

Simultaneous transfer operation in all the pier lines. 

“Pig” device for internal cleansing and scraping of lines which handle 
various different products. 

A complex of pumps, of the screw type of 60 cu.m/h. used for draining 
the lines, pumping of samples and other emergency operations. There 
are also two more pumps with a capacity of 120 cu.m./h. intended for 
services which require greater outlet, for example transfer of liquids from 
one storage tank to another. 

Loading/unloading System for Truck Tankers: 

The operations of loading and unloading trucks are performed on 
bases located on parallel lines on jetties, at the points near the tanks 
or group of tanks. These bases (12) compose the “islands” under which 
are installed the pumps which permit loading or unloading trucks on one 
side or the other of the bases, by means of loading arms. 

All storage tanks are connected to the respective pumps. 

Auxiliary Units: 

There is in the port area a system of steam distribution, service air, 
drinking water, and nitrogen for all necessary operations and cleaning 
of pipe-lines in the terminal. 

Drinking Water System: 

A raised concrete storage tank with 15cu.m. and one made of 
carbonic steel, with 500 cu.m. Feed is made by the distribution mains 
operated by Codeba with meters. 

Steam System: 

A tubular frame boiler, fed by diesel oil with a capacity of 2 t.p.h. of 
steam at a pressure of 6 kg./sq.cm. 

The steam is intended for service stations and for cooling the Dutrex 
tanks and the lines with “steam-tracing”. 

One of the uses of steam is for the production of hot water for washing 
hoses. For this there are various water heating points distributed at the 
various points of consumption. 

Compressed Air System: 

The compressed air system consists of 2 (two) compressors of the 
two stage type with a capacity of 160 cu.m./h. at a pressure of 
7 kg./sq.cm. 

It is intended for feeding service stations and its main function is the 
drying of hoses after washing. 

Mask Air System: 

The air system for breathing consists of various stations distributed 

within the loading areas for lorries and vessels. 


Nitrogen System: 

Nitrogen is stored in a pressurized tank of 17.6 kg./sq.cm. with a liquid 
capacity of 34cu.m. The system with vaporiser was planned for a 
demand of 200 N cu.m/h., operating at a pressure of 5 kg./sq.cm. 

Nitrogen is used to inert tanks which require “Blanketing’”. It is also 
used for cleaning lines and for moving the ‘Pigs’. 


Firefighting System: 
The firefighting system 
installations. 

The water mains to combat fire using sea water through a ring of 
firefighting water which covers the tank area, the anchorage and those 
where work and administration is carried out. The capacity of the mains 
is 1,500 cu.m./h. being fed by 3 pumps of 500 cu.m./h. capacity each 
and a maximum pressure of 12 kg./sq.cm. Apart from the firefighting 
pumps, there is a “jockey” type pressurised pump of 50 cu.m./h. which 
maintains the mains continually pressurised at a pressure of 7 kg./sq.cm 

With a complex of extinguishers of CO, and chemical powder; a 

system for storage tank cooling; A system for foam firefighting; a system 
for fire alarm by means of local manually operated units; a system of 
communication of emergency by telephonic lines. 
Port Services: In view of foreman type contracts signed for pre- 
determined durations with Codeba, Tequimar may perform foreman 
services on its connections and those of others. However, it is up to 
Codeba to inspect such services as well as to control access to berths 
and vessel mooring. 
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installations and Equipment of Nordeste Terminais S.A.: 
Nordeste Tank Storage Area: 

A complex of 30 tanks in carbon steel, some for multi-purposes and 
others for specific products which will be operated and stored within rigid 
security guidelines and distributed in docks of containment made of 
concrete 

Installed Capacity: 16 tanks with 28,200 cu.m. and there are under 
construction another 14 similar tanks with a planned capacity of 
6,600 cu.m. 

Tanks under construction: 8 x 300 cu.m. and 6 x 700 cu.m. 

The capacity planned should bring up, after all phases of construction 
the total storage capacity to 63,000 cu.m. 

System of Loading and Unloading of Vessels: 

Sleeves, 2 supports and auxiliary arms for movement of sleeves. 

5 pre-pumping 1 cu.m. tanks — for sampling on the pier. 

5 pre-pumping 1 cu.m. tanks in the storage area, — for sampling. 

A complex of chemical centrifugal pumps for loading vessels with a 
nominal capacity of 204 cu.m./h. 

Simultaneous transfer operation in all the pier lines. 

Pig’ — device for cleaning the interior of lines which use different 
products. 
System of Loading and Unloading Lorries: 

The unloading operations of tanker vehicles are carried out in localized 
bases on the bridges which are nearest the tank or group of tanks in 
question. The bases are constituted by “islands”, equipped with 
80cu.m./h. and 204cu.m./h. pumps which enable simultaneous 
discharge. 

The loading operations of tanker trucks is centralised in a platform for 
loading tanker road vehicle's point in which it will be possible to load 
6 tanker lorries at a time by independent lines at each storage point. 
Drinking Water System: 

A raised tank made of concrete of 5 cu.m. and another one in carbon 
steel of 500 cu.m. Feed is made by the distribution network operated 
by Codeba with meters. 

Steam System: 

A flame-tubular boiler with a capacity of 1,000 kg./hr. 

The boiler is fed by BPF, the steam is destined for heating tanks with 
serpentines and service stations. 

Compressed Air System: 

Constituted by an Atlas Copco air compressor, continuously operated 
and which is used for feeding the service stations, cleaning and drying 
sleeves and tubes. 

Breathing Air System: 

Consists of various stations distributed in the loading areas for lorries 
and vessels. 

The stations are formed by batteries of fixed cylinders with hoses and 
individual masks. 

Nitrogen System: 

Nitrogen is stored in a pressurised tank 17.6 kg./sq.cm. with a liquid 
capacity of 27,800 litres. The nitrogen converts the inert atmosphere in 
the tanks which require “blanketting”. 

Firefighting System: 

Water; foam; chemical powder, 
System of Industrial Safety: 

Cooling of tanks; system of alarms; systems of communication of 
incidents. 

General Information and Recommendations: 

Both the piers of T.G.L. and T.G.S. were planned so as to enable 
future dredging to adapt to 20 m. for berthing of large bulk carriers up 
to 100,000 g.r.t. 

Safety in operation of vessels: 

It is important that safety rules be observed during operations with 
ships at the terminal. 

a. Special attention must be given during berthing to ensure that the 
vessel is properly moored avoiding any collision with dolphins and 
platforms or the breaking of hoses. 

b. One bow cable and one stern cable must always be available in 
the event of any vessel needing to be removed in the event of fire on 
board or on shore. 

c. Any repairs which require cutting, welding or other services involving 
the cree of heat on board or on the pier must be avoided wherever 
possible. 

Where such services are absolutely vital on board, a responsible 
person at the Terminal must be warned in advance so that the necessary 
precautions may be taken ashore. 

d. It is fairly common for bunkering to take place from barges on the 
offside of vessels moored at the Terminal. This practice requires certain 
security measures and must be avoided at all costs during the loading 
and discharge of the vessels. 

e. It is recommended that no movement of vessels takes place at 
T.G.S. whilst a tanker is mooring or unmooring at T.G.L. 

f. Both at T.G.L. and T.G.S., mooring and unmooring of vessels must 
only be effected with the aid of tugs in accordance with the instructions 
of the Port Captain. 

g. Itis recommended that all vessels berth with the bow turned towards 
the Access Channel provided that this does not cause difficulties in 
ensuring a proper berthing and thus permitting a rapid departure in the 
Case of emergencies. 

h. Deballasting operations are only possible by using the adequate 
installation as owned by the Terminal and which is in perfect condition 
for usage, together with the collection of residue and at all costs 
contamination and pollution of the area must be avoided. 

Before commencing discharge or loading operations and after having 
drawn up a movement plan for the liquid product, it is obligatory to carry 
Out a general safety inspection and of the conditions of installation 
including the system of communication between vessel and land and 
as proof of this a “Declaration of Inspection” must be drawn up on the 
appropriate form signed by a representative of the vessel and by the 
responsible person for the operation within the Terminal. One copy of 
this declaration must be sent to Codeba. 
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Gas Products Terminal — T.P.G.: 

The works began in July 1980 and operations began in 1983. The 
terminal consists of a pier for handling of liquefied gases, including only 
one mooring berth. The terminal is basically composed of: 

Operations platform 

Landing and mooring dolphins (6) 

Access bridge 

Access jetty 

Storage area/facilities and equipment 
Operations Platform: 

Platform is reinforced concrete supported by tubes of reinforced 
concrete supported by tubes of reinforced concrete of 100 cm. diameter 
connected to the coast on the one hand by a land connection and by a 
bridge. It is protected by impact from the vessels by mooring dolphins 
— one at each end. 

The platform will support the structures for the loading arms, tubes, 
pumps, auxiliary crane, the foam storage tank, the emergency gangway 
and operation and control buildings. 

Main characteristics: area - 33m. x 20m. = 660 sq.m.; level — 
+4.50m.; depth of the project — 10.9m.; permitted vessel size — 
20,000 g.r.t. length 180 m. 

Mooring Dolphins: 

The two mooring dolphins consist of a block of reinforced concrete of 
18m. x 10m. x 1.80m. supported by 6 concrete tubes 120 cm. 
diameter. 

Each one of the 4 dolphins consists of a block of concrete 
10 m.x 10 m.x1.5 m. supported by 4 tubes of 120 cm. diameter. 

All the dolphins are equipped with 10 mooring hooks of 50 tons each 
of the quick release type. 

Each of the mooring dolphins will be equipped with 3 fenders made 
of rubber and in a cylindrical shape with a diameter of 60 cm. x 150 cm. 

The mooring dolphins will be accessible by 4 concrete gangways and 
4 metal ladders on the sea side. 

Access Bridge: 

The access bridge consists of a superstructure made of reinforced 
concrete supported by reinforced tubes of 100 cm. diameter. 
Access Dock: 

The access dock is built of hard stone which is resistant to sea water. 
The land connection and the access bridge will carry the necessary 
ducts and piping and the access path arranged for 2 lines of traffic, thus 
admitting free access for vehicles. The control of access to the pier to 
persons and vehicles will be the responsibility of Codeba. 


Tank Park and Facilities of Terminal de Gases Ltda. — TEGAL 
Tanking Park: 
1 cryogen tank destined to storing ethene at 106°Centigrade and 
15,000 cu.m. capacity. 
Refrigerated sphere tank for butadiene at — 45°Centigrade and 
3,200 cu.m. capacity. 
1 sphere tank for MVC at ambient temperature. Capacity for 
3,200 cu.m. 
System of pumps. Flow: 250 cu.m./hr. 
4 “islands” for trucks loading/unloading. 
Flanged nets to connect land pipeducts. 
Crane to move nets. 
Tank Accessories: 
Automatic level measuring. 
Automatic temperature measuring. 
Thermal insulation of lines. 
Tegal complementary facilities: 
Nitrogen System 
Nz is stored in pressurized tanks at 17.6 kg/sq.cm., with net capacity 
of 34 cu.m. Compressed air, potable water and steam are supplied by 
Tequimar through interconnecting lines. 
Fire Defense System: 
Water supply is made by Tequimar. 
Other Facilities: 
Control Room. Room for JPG pier operators. 
Fertilizantes Nitrogenados do Nordeste, SA — Nitrofertil 
This company has at TPG, complete facilities for the operation with 
Ammonia, which includes a sphere/reservoir with 30,000 cu.m. capacity. 
PORT EQUIPMENT: The port has 3 loading shovels of 3 cu.m., 1 mobile 
crane up to 20 tons, 1 front stacker of 3.2 tons, 1 agricultural tractor, 
1 bob cat tractor, 2 fast action fire fighting trucks, 1 pump and tank truck 
for fire fighting. 
FRESH WATER: Small quantities available. 
FUEL: This is done by lighter and only at the solid bulk cargo terminal 
(T.G.S.). 
CONSULS: See ‘Salvador’. 
REPAIRS: There is a workshop under construction. 
DRY DOCK: There is a naval dry dock in Aratu capable of handling 
vessels up to 45,000 d.w.t. It has dimensions 230 m. by 30 m. wide. 
Depth 11.5 m. However, the access channel will only allow vessels of 
up to 10 m. draft, though this is expected to be increased shortly. 
AIRPORT: 2nd of July Airport at Salvador, 43 km. from the port. 
TIME: GMT minus 3 hours. 
HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
15th November, 25th December. 
Municipal: Fixed: 2nd February, 14th August. Movable: Good Friday. 
Traditional: Movable: Carnival — Tuesday (Mardi Gras) and Ash 
Wednesday — Corpus Christi. 
Fixed: St. John (June 24th), July 2nd, November 2nd. 
GENERAL: Useful Addresses: 
1. Terminal of Madre de Deus — Temadre. Baia de Todos os Santos. 
Products handled: oil and derivatives. Tel: 801-1821. 
2. Dow Chemical Terminal — Baia de Todos os Santos. Products 
handled: chemical products. Tel: 801-1011 and 801-2211. 
3. Terminal of Usina Siderurgica da Bahia — Usiba. Baia de Todos os 
Santos. Products handled: bulk ore. Tel: 594-8311. 
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4. Terminal of Fabica de Cimento Aratu. Baia de Todos os Santos. 
Products handled: cement and limestone. Tel: 594-9488. 

5. Terminal of Equipetrol. Baia de Todos os Santos. Products handled: 
preinspection of rig structures. Tel: 594-8811. 

6. Sao Roque Terminal (Petrobras). Estuary of the Paraguassu River. 
Products handled: rig parts and structures for oil drilling. Tel: 242-7997 
and 242-7797. 

7. Terminal of IMBASA — Industria de Mamona da Bahia, S.A. Baia 

de Todos os Santos. Products handled: vegetable oil (castor oil). 
Tel: 594-9133 and 594-9386. 
AUTHORITY: Cia. das Docas do Esta do da Bahia — CODEBA, 
Av: da Franca — S/No., Estacao Maritima, Municipio de Candeias, 
Estado da Bahia — Cep 43700 Brazil. Tel: (071) 243 — 5066. Telex: (071) 
1110. FAX: (071) 241 6712. Contact: Dr. Osvaldo C. Magalhaes. 


AREIA BRANCA (Salineiro Terminal): 
04.50 S. 37.03 W. (See Plan) 


LOCATION: In open sea 14 km. out from the continent, near to the town 
of Areia Branca. 
CLEARANCE: The Health Authorities of the Port and the Federal Police 
do not have representatives in the town of Areia Branca. Therefore, in 
the event of there being a necessity, the ship's Agent must communicate, 
sufficiently in advance, with the Port Authorities of Natal, when 
representatives will be sent to Areia Branca, to carry out vessel 
inspections. 
Addresses and telephones of Port Authorities: 
Port Captaincy Agency — Rua Joao Felix, 12 — Areia Branca. 
Telephone: 332-2211. 
Maritime Work Post — At the top of the CP-RN Agency Building 
at Areia Branca. An Advocate is employed with duties and 
representation at Areia Branca, in the Maritime Work Delegation 
— Telephone 332-2022. 
Federal Customs in Areia Branca: Telephones: 332-2425 and 
332-2426. 
PILOTAGE: Pilotage is obligatory, from the pilotage anchorage to any 
point in the Port area for vessels of more than 2,000 g.r.t. Pilots must 
be requested by radio, through the Agencia Maritima Ltd, Rua Cel. 
Aureliano, 37, P.O.Box 138, Tel: 222-1449 — or, at Rua Cel. Fausto No. 
481, Tel: 332-2001 and 332-2011 at Areia Branca. Contacts must be 
maintained with the Marine Agency with regard to the taking on of Pilots 
and this must be done a minimum of 10 hours in advance of the arrival 
of the Pilot at the point of embarkation by virtue of the distance between 
the town and the point of embarkation and the dependency upon the 


tide. 
ANCHORAGES: 

(a) For vessels of any g.r.t., awaiting berthing orders or awaiting 
repairs — between parallels 04° 49’ 18” S. — 04° 49’ 48” S. and 
meridians 37° 02’ 54” W. — 37° 03’ 48" W. 

(b) For vessels in quarantine — 

As above. 

(c) For pleasure craft — between parallels 04°54'00" S. — 04°54'18" S. 
and meridians 37° 07’ 24” W. — 37° 08’ 12” W. (Inner Area). 

(d) In the event that the Island Port is not working, due to damage 
to its equipment, the anchorages mentioned above will be used 
where the vessels will receive salt directly from barges. 

(1) Inner Area — Limits mentioned in (c) can be used with safety 
by vessels drawing up to 12 ft. of water. 

(2) Outside Area — between parallels 04° 51’ 12” S. — 04° 52’ 00" S. 
and meridians 37° 04’ 00” W. — 37° 05’ 12” W. can be used with 
safety by vessels drawing up to 22 ft. of water. 

(e) Restrictions: Anchoring is not permitted in the access channel 
nor in the manoeuvring area. 

Also see “Berthing”’. 

RESTRICTIONS: No night navigation. 

Vessels not directly concerned with port operations, must travel at a 
minimum distance of 1,000 yards off the Island Port berthing dolphins. 
APPROACHES: Access to the Terminal: The access to the terminal for 
vessels of medium tonnage is made by a channel 13 m. depth (length 
15 km., width 1.2 km.) at minimum level. This channel goes to the 
mooring point from Joao da Cunha Reef. 

Manoeuvring Basin: Length 2 km., depth of water 11 m., at minimum 
water level. 

Lighting and Buoys: The lighting and buoys are as follows: One light 
buoy at the beginning of the access channel; along this channel and in 
the manoeuvring basin are distributed a further 10 unlit buoys. 

Tidal Variation: From 0.10 m. to 3.90 m. 

TUGS: 21,680 h.p., 20 tons bollard pull. 

Normally there is no need for tugs for berthing or for unberthing except 
in the case of damage to machinery or when the action of the wind is 
sufficiently strong to throw the vessel against the dolphins (winds from 
the sector S.E. — S.W.), in which case the following regulations must be 
observed: vessels up to 10,000 g.r.t. must use 1 tug, in the event of the 
wind intensity being less than 25 knots, and 2 tugs if the wind intensity 
is greater than that level. Vessels over 10,000 g.r.t. must use 2 tugs, 
but it is not advisable to try to berth or unberth with winds greater than 
25 knots. 
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BERTHING: Manoeuvring Area: This is a strip 400 m. long in front of 
the dolphins, between the meridians 37° 02’ 24” W. — 37° 02’ 54” W. 
Depth: from 12 m. to 23 m. It is expressly prohibited to anchor anywhere 
in this area which is reserved for berthing and unberthing operations. 
Island Port Resources: 

Berthing Quay 

(1) For vessels: 

Constituted by 3 dolphins, each with a mooring head and a hook. 
Distance between the end dolphins, 78.6 m. The system of berthing is 
completed by 3 buoys. Depth: 12 m. 

Vessels berth port side to on 3 dolphins, using starboard anchor and 
moored to 3 buoys. 

(2) For Barges: 

Situated on the S.W. side of the artificial island there is a 195 m. long 
quay, for berthing barges. Depth: 6 m. 
River Mossoro: 
For vessels with less than 3.5 m. draft, dependent on the tide, entering 
or leaving the town of Areia Branca, there is a deviation due to the 
previously used channel being silted up, which makes it obligatory to 
have help from the local Pilots. 


BULK CARGO FACILITIES: Cranes/Stackers/Rolling Bridges/Loaders) 
Suction Units: 

The salt is transported from the storage area on the Island Port to the 
vessel's hold by means of a conveyor working at a speed of 1,500 t.p.h. 
At the end of the conveyor there is a rotary loader, supported on one 
side on a pivot on a metal transfer tower platform and on the other by 
a curved track structure. The loader permits only rotary movement 
(sector of 17°—22°) with also axial displacement and rise (with a range 
of 39 m.) which makes it possible to load two different vessel holds when 
necessary. 

Transport Along the Quay: 

The salt is unloaded from barges moored on the quay on the S.W. 
face of the island by 2 jib cranes, rolling bridge type, moving on a railway 
line and equipped with clam shell grabs, with nominal capacity each, of 
350 t.p.h., connected with weighbridges, hoppers and mats for formation 
of piles. It is possible to discharge the salt directly in the piles (storage 
area) or into the equipment which forms them, or even directly into the 
loading mat which makes it possible in this case to effect direct transfer 
of the salt into the vessels. 

The salt in the storage area is also moved by 2 loading shovels with 
a nominal capacity of 680 t.p.h. and 3 tractors. 
Pontoons/Barges/Launches/Lighters: 

The Rio Grande do Norte Docks Company (CODERN) has 5 self- 
propelled 452 h.p. barges with a capacity for transporting 520 tons of 
salt each, as well as 5 dumb barges with a capacity for transporting salt 
from Areia Branca and Macau to the Island Port. 

The SOPORMAR (Maritime & Port Services Company) has 6 barges 
in operation between Macau, Areia Branca and the Island Port. 
SPECIALISED CARGO HANDLING FACILITIES: No facilities for 
container or Ro/Ro traffic. 


STEVEDORES: On working days, Sundays and holidays, the working 
timetable is as follows: 
Day Period 

0700 to 1100 — Normal Day 

1100 to 1200 — Meal Break 

1200 to 1600 — Normal Day 

1600 to 1800 — Possible Overtime 

1800 to 1900 — Meal Break 
Night Period 

1900 to 2300 — Normal Night 

2300 to 0000 — Meal Break 

0000 to 0400 — Possible Overtime 

0400 to 0600 — Only to finish vessel 

0600 to 0700 — Meal Break 

Stevedores are carried out to the Island Port aboard launches which 
are hired by the ship's Agent. The journey from Areia Branca to the 
Island Port is made normally in a maximum of 2 hours. The time launches 
leave depends on the tide, by virtue of the limitations of the bar of the 
River Mossoro. 
MEDICAL: In the Island Port, there is an infirmary for first aid treatment, 
where there is always a nurse on duty. There is no doctor on duty. 
Nearest hospital is at Mossmoro, 50 km. away. 
FRESH WATER: In the Island Port there is an artesian well which 
permits a supply of water to berthed vessels via a pipe-line in the metallic 
structure at the berth. Capacity: 50,000 litres/hour. From the end of the 
pipe, supply is effected by means of 2.5 in. hoses. 
FUEL: Supply of diesel oil to vessels is possible through the self- 
propelled barges of the Rio Grande do Norte Docks Company 
(CODERN). Supply will be made preferably with the vessel anchored. 
Each barge has a capacity to supply up to 20,000 litres of diesel oil. 
Orders must be made 48 hours minimum in advance in order that the 
Rio Grande do Norte Docks Company (CODERN) can take the 
necessary steps for topping up the tanks at the Island Port. 
REPAIRS: Active shipyard authorised by SUNAMAM to construct 
vessels up to 1,000 tons gross carrying weight. They also carry out 
naval repairs and have workshops and underwater repair facilities. 
The Salineiro Terminal has a workshop capable of carrying out smal! 

repairs. 
EMERGENCY SERVICES: The Salineiro Terminal has 2 tugs used in 
port operations and which can be used in a situation of emergency in 
life saving and salvage operations. There is no organised service. 
GANGWAY/DECK WATCHMEN: The Rio Grande do Norte Docks 
Company (CODERN) has a group of watchmen, 25 strong, which works 
between the Island Port and the office in Areia Branca, there always 
being a minimum of 6 at the Island Port. 
AIRPORT: Nearest at Natal and Fortaleza, 300 km. distant, served by 
commercial flights. 
TIME: GMT minus 3 hours. 


HOLIDAYS: National: 19th January, 21st April, 1st May, 7th September, 
12th October, 15th November and 25th December. 

Movable Holidays: Monday and Tuesday of 
Wednesday, Good Friday and Corpus Christi. 

Commemorative Days: 28th August (Banks), 28th October (Public 
Officials), 30th October (Business), 2nd November (All Saints), 
28th January (Port Workers). 

Municipal Holidays: 6th January (Foundation of the City), 21st 
November (City of Natal Celebration), 15th August (City of Areia Branca 
Celebration). 

Local Holidays: 15th August — Our 
8th December — Immaculate Conception. 

POLICE: Tel: 332-2057. 

TELEPHONES: No facilities exist for placing telephones on board 
vessels. 

GENERAL: Charts: DHN Nos. 703 and 720 cover the port area. 
AUTHORITY: Companhia Docas do Rio Grande do Norte, Rua Princesa 
isabel 342, 59000, Natal, RN. Tel: (084) 222 3774 PABX. Telex: (084) 
2114. 

Local Office at Salineiro Terminal: Cais Tertuliano Fernandes 81, 
59620, Areia Branca, RN. Tel: (084) 332 2121 PABX. Contact: Heinz 
Zech, Director. 


Carnival, Ash 


Lady of the Mariners; 


BARRA DO RIACHO: 19.51 S. 40.03 W. _—_ (See Plan) 


PILOTAGE: Compulsory. Agent reports direct to Pilot Association at 
Vitoria, through VHF Channel 16. Pilots maintain 24 hour watch. 
APPROACHES: Access Channel: Depth 11.5 m., width 150 m. 
RESTRICTIONS: Vessels up to 110 m. length can enter and sail day 
or night. Vessels from 110 m. to 190 m. can enter during daylight hours. 
Max. breadth 35 m. 

The Manoeuvring Basin has diameter of 250 m. 
TUGS: Two tugs are required for berthing and unberthing. Tugs have 
no lines on board. The tugs are requested from Vitoria. 
BERTHING: Barra do Riacho Quay: Length 230 m., depth 10.7 m. 
Warehouse for export of cellulose 12,000 sq.m. 
CRANES: Not available. 
MEDICAL: Hospitals at Vitoria and Aracruz. 
FRESH WATER: Available. 
REPAIRS: No facilities. 
AIRPORT: At Vitoria. 
AUTHORITY: Portocel-Terminal Especializado de Barra do Riacho s/a, 
Caminho de Barra do Riacho s/n, Aracruz, Espirito Santo, Brazil CEP 
29190. Tel: (027) 250-1137. Telex: (27) 3244. FAX: (027) 250-1197. 
Contact: Osmar Luis Rebelo de Oliveira, Diretor-Superintendente. 


BELEM: 01.28 S. 48.29 W. (See Plan) 


PORT LIMITS: Subject to Charter Party Terms, vessel normally 
considered an “arrived ship” when at Val-de-Caes Anchorage, Icoaraci 
Anchorage, or alongside the quay. 

DOCUMENTS: See “General” before first port. 

PILOTAGE: Pilot usually ordered through vessel's Belem Agent, ETA 
at least 72 hours in advance and confirming not less than 24 hours prior 
to arrival. Vessels can apply direct to pilot station (on condition that local 
radio station is operating). Telegraphic address “Praticagem — 
Salinopolis”, and call sign of Salinopolis (or Salinas) Radio Station is 
PPL. Pilot boards at a point 7 miles North of Salinas Lighthouse; a red 
motor-launch is used. Launch carries a red flag with a black P; it also 
has a black P painted on each side and on cabin roof. If pilot boat not 
in position on arrival of vessel, position 7 miles North of the light is a 
safe anchorage. Masters who do not know area should approach Salinas 
with caution. Also see “Radio”. 

APPROACHES: The port is located on the right-hand side of the Bay 
of Guajara, running North/South, limited to the left by the island of Oncas 
19 km. long and other similar islands which are in front of the River Para, 
with 3 wide entry channels being provided i.e. 

1. Between the bar and the island of Fortim used by deep sea vessels 
and large coasters. 

2. Between the islands of Arapiranga and Cotijuba which is used by 
small coasters and the typical local river craft known as “gaiolas”. 

3. The Carnapijo Channel behind the island of Oncas which provides 
communication at high tide with the Bay of Marajo which measures from 
between 3,200 m. and 4,000 m. long in front of the island of Oncas with 
a shallow which divides it in the middle into two channels, one to the 
West with 12 m. to 20 m. depth at the foot of the above island and the 
other to the East next to the city and where the current port is located 
with 9m. to 10m. depth minimum water level when dredged. 
Comprehensive considerations make it that this latter channel to the 
East deserves special studies which allow the following details to be 
presented: 


Length 6,000 m. 
Width 90 m. to 180 m. 
Depth 6m. 
Average annual siltation 600,000 cu.m. 


The Turning Basin: The port has a wide turning basin 1,000 m. long, 
500 m. wide with a depth of water between 5m. — 6m., an annual 
Siltation of 400,000 cu.m., fully equipped with buoys and lights under the 
control of the Technical Council of the Directorate of Hydrography and 
Navigation of the Brazilian Navy. 


BRAZIL 


ANCHORAGE: Vessels with a draft greater than 26 ft. anchor off 
Icoaraci, 7 miles from the port where they work cargo. 

Vessels that are impounded anchor off Val-de-Caes. 

Vessels undergoing repairs anchor off the Naval base dock at Val- 
de-Caes. 

Vessels with a draft of less than 26 ft. anchor at Val-de-Caes. Co- 
ordinates: Lat. 01° 24'01"S., Long. 48°30’ W.; Lat. 01° 21’ 03"S., 
Long. 48° 29’ 03” W. and Lat. 01° 08’ 09" S., Long. 48° 28’ 03” W. 

Between Icoaraci and Val-de-Caes, there is a shallow spot at Tapana, 
which ships should approach with caution, although bottom is soft mud 
and sand. 

HEALTH: Maritime Police, Customs and Port Health board vessel on 
arrival at whichever anchorage is used, or alongside. Pratique granted 
on the presentation of documents. If port not first Brazilian port of call. 
Port Health Authorities not required, although Police and Customs will 
still board. After first Brazilian port, Port Health only required in cases 
of illness or death. The use of quarantine “Q” flag not necessary. Also 
see “General” before first port. 

RADIO: Salinopolis Pilot Station on VHF Channel 16, working on 
Channel 11. Suggested that ship contacts Belem Agent through 
Barbados Radio, and this is also usual way that vessels are contacted 
by Belem. An alternative to Barbados Radio is the United States radio 
station at Chatham, Virginia. 

TUGS: One tug, “Rio Acara’”, 700 h.p. 

BERTHING: The quays are of cement and sand construction on a base 
of stones, which is, in turn, on a bed of hard clay. The quay height is a 
max. of +4.50 m. to accommodate the max. tidal rise of up to +3.20 m. 

Soundings taken in 1979, for vessels alongside in relation to the 
hydrographic zero of the port are as follows: 


Length 
of quay Depth Location 
(m.) (m.) 
re 25 S. face and N. face of Marechal Hermes Dock 
300 5.0 to 6.2 Quay wall — Mosqueiro & Soure Shed and 
Warehouses 1 and 2. 
342 6.3 to 7.0 Quay wall — Warehouse 3, Maua Square and 
Warehouse 4. 
385 6.7 to 7.5 Quay wall — Warehouses 5, 6 and 7. 
100 8 Quay wall — Warehouse 8 
261 7.5 to 8.5 Quay wall — Warehouses 11 and 12. 
110 8.0 to 9.2 Quay wall — Ocrim Silo to the end of the Wall. 


Quay Equipment: 25 electric cranes (2.8 — 12.5 tons), 6 mobile cranes 
on pneumatic tyres (5 — 25 tons), 2 steam cranes, ranging from 2.5 to 
25 tons capacity. 1 self propelled floating crane of 200 tons capacity and 
1 steam operated floating crane with capacity of 20 tons at 37 ft. There 
are facilities for handling containers. 

74 Stackers (capacity 2,500 kg. — 25,000 kg.), 4 loaders (12,000 Ibs. 
— 4 tons), 55 lorries, 8 trucks, 6 conveyor belts, 14 weighbridges 
(1.5 tons — 60 tons) and 8,000 pallets. 
CARGO FACILITIES: 3 regular silos for grain, with a capacity of some 
10,800 cu.m. 2 irregular silos with a capacity of 1,537 cu.m. Average 
hourly discharge rate 200 tons. 

For grain suction there are 2 fixed towers, capacity 100 t.p.h. and 
40 t.p.h. and 1 mobile tower with capacity 60 t.p.h. 

The suction unit for 100t.p.h. has the following characteristics: 
1 mobile pneumatic suction tower for 100 t.p.h., 65 m. belt transporter 
of the elevated type with 200 t.p.h. capacity, including 2 end stations for 
drive of 40 h.p. each; 1 bucket-type elevator with 200 t.p.h. capacity, a 
height of 64 m., including an end drive station of 75 h.p.; 1 weighing 
tower with 200 t.p.h. capacity. 
STEVEDORES: Stevedoring gangs for day shifts 0630 and 1230 hrs. 
and 1630 hrs. for night shift. Loading and discharging rates exceptionally 
good, particularly if vessel working at anchorages into lighters. Any 
delays to vessels alongside can usually be put down to the lack of official 
clearances in case of loading export cargo. 
MEDICAL: Notice of required medical assistance should always be 
given in advance. There are a number of first-aid posts for minor 
complaints. Vaccination Certificates for smallpox are essential, and, 
although not required officially, yellow fever vaccinations recommended. 
TANKERS: At oil terminal of Miramar (Val-de-Caes) 8 km. from Belem, 
vessels of 18,000 d.w.t. old “T” berth, length 76 m. may berth or unberth 
at any state of the tide, subject to draft. Max. depth alongside berth at 
LW 26 ft., the same as that of approach channel. Mooring at this berth 
is to buoys inside the line of the “T” jetty. 77 tanks for liquid fuel leased 
to Petrobras, Shell, Texaco, Esso, Atlantic, Salgema and Paragas. 

New Berth: Close South of “T” shaped berth. Length of platform 40 m. 
Vessels moor to 4 dolphins. Berth equipped with 5 ton s.w.|. hand 
operated winches. 
DENSITY: Strong outflow of Amazon and its tributaries is such that water 
at Salinas is only semi-salt. In the river itself, the water becomes slightly 
brackish, and half way to Belem, is absolutely fresh. 
FRESH WATER: Fresh water only obtainable alongside main quay, and 
not at oil berth. Delivery rate 25 t.p.h. (2.5 in. line). Boiler water may be 
taken direct from the river at a point named Capim, near the entrance 
to Marajo Bay. 
FUEL: See “General” before first port. Available, but due to Brazilian 
Custom’s Laws, as much advance notice as possible should be given 
in order to obtain correct documentation. A minimum of 1 weeks’ notice 
recommended. 


CONSULS: 
Belgium France Peru 
Bolivia Great Britain Portugal 
Colombia Italy Spain 
Costa Rica Japan Sweden 
Denmark Mexico United States 
Dominican Netherlands Uruguay 

Republic Norway Venezuela 


REPAIRS: Deck and engine repairs of all types can be carried out by 
the Brazilian Naval Dockyard, or by repair shops of the Companhia 
Docas do Para. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


DRY DOCKS: At Naval Base, there is a dry dock measuring 730 ft. by 
74 ft. with a depth over the sill of 25 ft. There are also several small 
floating docks, but they are not adequate for sea-going vessels. 
GANGWAY/DECK WATCHMEN: The employment of gangway 
watchmen recommended. 

HATCHES: Hatches normally opened and closed by stevedores, but if 
it is raining they are inclined to shelter before closing. 

CUSTOMS ALLOWANCES: Custom’s Authorities do not normally 
search ship's crews, and reasonable quantity can remain in the 
possession of crew members. However, no attempt should be made to 
take more than a reasonable amount ashore. 

REPATRIATION: There are 3 international flights each week from 
Belem. Miami 1 flight per week, Wednesday. New York 2 flights per 
week, Monday, Friday. In addition, daily flights to Rio de Janeiro. Airport 
of Val-de-Caes is about 4 miles from the city centre. 

TIME: Local time GMT minus 3 hours. Summertime (1st December — 
28th February) GMT minus 2 hours. 

HOLIDAYS: New Year's Day (1st January); Carnival (variable); Labour 
Day (1st May); Corpus Christi (25th May); Independence Day 
(7th September); All Souls’ Day (2nd November); Proclamation of the 
Republic (15th November); Christmas Day (25th December). Work could 
be carried out on these days, but costs would be prohibitive. 
POLICE/AMBULANCE/FIRE: Maritime Police Tel: 234996; Ambulance 
Tel: 222523; Fire Brigade Tel: 23-3119. 

TELEPHONES: Telephones can be put on board vessels alongside 
main quay. 

IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
GENERAL: Tidal action in the Guajara Bay is extensive, with the 
“Pororoca” phenomenon which comprises the meeting of tidal water 
with masses of fresh water coming from the Brazilian Equatorial rivers. 
The tidal wave takes 3 hours 40 minutes to come from the Salinas 
Lighthouse to the South end of the port of Belem. Systematic 
measurements at times of spring tides show that the average height of 
water reaches 3.22 m. at high tide and in the quadratures 2.42 m. 
Maximum high and low water levels recorded are +4.21m. and 
—0.37 m. respectively. 

During the ebb, the waters coming up the Bay of Guajara are 
predominantly picked up by the Western channel current, with great 
speed, thus explaining the great depths at that point, and also in the 
Western channel the average ebb and flow speeds are 1.30 and 1.74 m. 
per second, respectively, and in the East channel they are respectively 
1.19 and 2.10 m. per second. At the extreme Southern point of the 
berthing quays the average flow speed record was 2.77 m. per second. 
AUTHORITY: Companhia Docas do Para, Avenida Presidente Vargas, 
41-20 Andar, CEP 66.000, Belem, Para, Brazil. Te/: 223-0056, 223-2066. 
Contact: Raul da Silva Moreira, Director-President. 


CABEDELO: 06.58 S. 34.50 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Contact Pilot's Headquarters by radio via vessel's Agent 
located at Joao-Pessoa (18 km. from Cabedelo). The messages are 
relayed by Natal Radio PPN or Cabedelo Radio. All messages are 
delivered by National Telegraph — Telegrafo Nacional. Pilots’ launches 
painted red with capital ‘‘P’’. 

Pilots may be requested through VHF (Channels 06, 12, 14, and 16 
— 156.30 MHz, 156.6 MHz, 156.70 MHz and 156.8 MHz). 
ANCHORAGE: While waiting for the Pilot, vessels should anchor 0.8 
miles E.N.E. of the light beacon. At the anchorage in the vicinity of the 
breakwater the depth of water is from 9.0 m. (29 ft. 06 in.) to 15m. 
(49 ft.) at low tide, and at the anchorage located South of the docks the 
depth of water is 5.50 m. (18 ft. 09 in.) at low tide. 
RESTRICTIONS: For Masters calling at Cabedelo for first time it is 
preferable not to enter during darkness. 
MAX. SIZE: Max. length 210 m., draft spring tide 30 ft., neap tide 28 ft. 
HEALTH: Also see ‘General’ before first port. If Master suspects 
contagious disease aboard he must report to Agent who will contact 
Brazilian Health Authorities at Joao-Pessoa. 
VHF: See “Pilotage”’. 
TUGS: None available. 
BERTHING: Berthing takes place in accordance with vessel's draft. 
Master must always give Agent vessel's draft arriving off Cabedelo. 
Length of quay, 602 m. 


(See Plan) 


Berth 

Length Depth Remarks 
(m.) (m.) 
125 9 Tankers, veg. oil, minerals, containers, 

general cargo 
135 9 General cargo, minerals, containers, wheat 
142 9 General cargo, minerals, containers, refrig. 
110 7.5 General cargo, bulk cargo and containers 
90 7.5 General cargo and bulk cargo. 


CRANES: 5 Portal cranes. 
Land 16.3 tons. 
STEVEDORES: Advise Agent ETA at Cabedelo 48 hours prior to arrival 
to make arrangements with dock and stevedores for discharging or 
loading. 

MEDICAL: For urgent cases recommended that vessel call at Joao 
Pessoa instead of Cabedelo as Joao Pessoa has better facilities. 
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1x1.5 tons, 2x3.2 tons, 1x5 tons 


TANKERS: Cabedelo not a loading port for petroleum products. Messrs. 
Esso-Brasileira de Petroleo and Petrobras Distribuidora S.A., have tanks 
for reception of gasoline, diesel and other petroleum products which are 
carried by Brazilian fleet of tankers “Fronape” — Frota Nacional de 
Petroleiros. At Cabedelo only Berth No. 1 is suitable for discharging 
petroleum products or to bunker vessels since pipe-line is only 
connected to Berth No. 1. Tankers enter and sail during dark hours from 
Cabedelo. Length of berth 200 m. Depth alongside 9 m. 
DENSITY: Varies from 1020 to 1025 at HW. 
FRESH WATER: Supplied by pipe-line alongside quays at rate of 
50 cu.m.p.h. 
FUEL: Available. Suppliers Messrs. Esso-Brasileira de Petroleo. Pipe- 
line at Berth No. 1 where vessels can bunker alongside. Pipe-line fuel 
oil, 8 in.; pipe-line diesel, 8 in. 
CONSULS: 

France — (083) 221.2010 

U.K. (083) 224.7005 
Other consulates at Recife 110 km. from Joao-Pessoa about 1.5 hours 
by road. 
REPAIRS: Minor repairs only. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMAN: Watchmen available. Masters have 
option to choose suitable times when their services are required. 
OPENING/CLOSING HATCHES: By stevedores. Crew assist when 
stevedores not familiar with modern hatches. 
CUSTOMS ALLOWANCES: 1 carton cigarettes per crew member at 
Customs discretion and 1 bottle of whisky or any other kind of spirit, 
subject to Customs discretion. 
REPATRIATION: Repatriation can be arranged via Recife or direct from 
Joao-Pessoa to Rio de Janeiro, Sao Paulo and Brasilia. 
AIRPORT: 9 km. from Joao-Pessoa. Utilised by National Lines whose 
planes make regular calls. 
TIME: GMT minus 3 hours throughout the year. 
HOLIDAYS: National Holidays: Fraternidade Universal (January 1st); 
Tiradentes (April 21st); Labour Day (May 1st); Brazil's Independence 
Day (September 7th); Nossa Senhora Aparecida (October 12th); 
Commemoration of the Republic (November 15th); Christmas Day 
(December 25th). 
State Holidays: Nossa Senhora da Conceicao (December 8th); Sexta 
Feira da Paixao (Movable); Sagrado Coracao de Jesus (Movable); 
Emancipacao Politica de Cabedelo (December 12th). 

Work is possible during holidays and Sundays, except on Good Friday, 
Labour Day and Independence Day. 
POLICE/AMBULANCE/FIRE: Police (located at Joao-Pessoa) 190. 
Cabedelo has a small Police Station but no telephone available. 
Ambulance is available. Fire Brigade (locate at Joao-Pessoa). 
TELEPHONES: Facilities for placing telephones on board. 
IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
AUTHORITY: Administracao do Porto de Cabedelo, Av. Presidente 
Joao Pessoa, Cabedelo, Paraiba, Brazil. Contact: Afonso Augusto de 
Toledo Navarro, Administrator. 


CARMOPOLIS: 11.03 S. 37.01 W. (See Plan) 


LOCATION: Terminal Maritimo de Carmopolis, (Tecarmo), operated by 

Petroleo Brasileiro SA, PETROBRAS, is located on the N.E coast of 

Brazil at the Atalaia Velha Beach, Lat. 11°00’ 30"S., Long. 

re 04’ 00" W. about 9 km. South of Aracaju City, capital of the State of 
ergipe. 

The mooring site is an open roadstead seaberth. It is located about 
3.8 miles from the beach and at the end of a submarine pipe-line marked 
by 1 lighted buoy, 4 miles Southwards from the bar entrance to the port 
of Aracaju. The geographical position of the berth is: Lat. 11° 02’ 35” S., 
Long. 37° 00’ 57” W. 

DOCUMENTS: See “General” before first port. 
ESSENTIAL REQUIREMENTS: Most essential requirements to be met 
by vessels loading: 

1. The ocean terminal consists of a conventional berth, i.e., tankers 
are moored with the ship's two anchors ahead and the terminal's six 
mooring buoys round the stern (See “Plans”’). 

2. The terminal is intended to load ships with crude produced in the 
nearby shore and sea oil fields. 

3. Loading is effected by a 26 in. diameter submarine pipe-line with 
a length of 7,500 m. from the mainland. It divides into two strings of 
hoses (North and South) through a “T” reducing piece. 

4. Ship’s manifold should be preferably equipped with one 10 in. flange 
(ANSI). 

5. Amidships, derrick or crane with a minimum capacity of 5 tons must 
be provided to hoist and connect the nominated string of hoses, normally 
on starboard side. Only one string is connected. 

6. Ship’s windlass (chain cables, brakes, windlasses, etc.) must be in 
perfect operational condition so that anchor and chains can be dropped, 
heaved in, adjusted, etc. 

7. A forward winch must also be prepared for heaving in the pick-up 
wire of the hose. 

8. Maximum permitted draft for the terminal is 15m. so that a 3m 
bottom clearance is assured to face extreme operating sea conditions. 

9. The mooring was designed to accommodate vessels up to 65,000 
d.w.t. however, in special favourable circumstances a 115,000 d.w.t., 
tanker has been moored. Ship's LOA (300 m.) and longitudinal position 
of ship's manifold are also limiting factors. 


10. By daylight a Mooring Master will board the vessel about 1 mile 
S.E. of the terminal sea buoys. He will advise on all manoeuvres relative 
to berthing, connecting and disconnecting hoses, etc. When arriving at 
night or for awaiting berth, Masters are requested to use the 
recommended anchorage. However, if weather conditions permit, ships 
may unmoor at night. 

11. One terminal loading supervisor and 9 working men will stay 
aboard 

12. Vessels are requested to have a pilot ladder long enough to reach 
the terminal's launch, rigged alongside the accommodation ladder, in 
order that the shore personnel may transfer to it after 2m. or 3 m. 

13. Being an open roadstead, vessels must keep engines on standby 
during their stay in the mooring. Steam must be kept on deck in case 
adjustments to anchor cables or mooring lines are found necessary. 

14. No ballast discharging facilities exist at the terminal. Vessels must 
arrive with necessary clean ballast. Brazilian laws are very strict with 
regard to the pollution of coastal waters and fines are heavy. 

15. Any emergency should also be immediately transmitted by radio 
telephone on Channel 16. When operating the vessel's and the 
Terminal's radiotelephones will remain to Channel 12, set apart for such 
use. 

16. Under no circumstances should vessels drop their anchors in the 
area between the sea buoys and the shore and the nearby submarine 
pipe-lines (North and South) from the oil production platforms. 
REMARKS: 

Non-compliance of just one of the above stated conditions (items 5, 
6, 8 and 14) could result in rejection of the ship as being unsuitable for 
this terminal. 

ARRIVAL: 

Mooring Turn: Arrival time is considered to be the time the vessel 
reaches the anchorage or the time the Mooring Master boards the 
vessel, whichever occurs first. However, Notice of Readiness will not 
be considered as the time of arrival unless the vessel is in all respects 
ready to load. Tankers are loaded in turn except when the Terminal 
Superintendent grants priority to a particular vessel out of turn, in special 
circumstances only. 

PILOTAGE: No Pilots exist in Carmopolis. All manoeuvres will be 
undertaken by the vessel's Master, with the help of a Carmopolis 
Mooring Master, who will board the vessel in the anchorage area and 
advise the Master on all operations such as mooring, connecting hoses, 
unmooring, loading, etc. It is important to emphasise that the services 
of the Mooring Master are afforded without charge and upon the express 
undertaking and condition that PETROBRAS shall not be liable for any 
damage or injury resulting from any advice, assistance or actions given 
or made by such Mooring Master. In the event it becomes necessary to 
disregard the Mooring Master's advice, in order to ensure safety of the 
vessel, the Master must forward a full written report of the circumstances 
for delivery to the Captain of the Port through the Terminal. It is the 
responsibility of the Master to notify the Mooring Master of any special 
conditions or peculiarities such as defective navigation equipment, 
tackle, gear or lack of necessary equipment which might impose hazards 
related to handling, mooring and loading the vessel. 

Vessel must be moored to entire satisfaction of the Mooring Master. 
The Mooring Master may require the vessel to Unmoor at anytime he 
deems necessary for the safety of the vessel or mooring or both or for 
an infringement of terminal or port regulations. 

Unsatisfactory conditions will be reported to the Terminal 
Superintendent who is empowered to reject the ship unless the reported 
deficiencies have been remedied. 

APPROACHES: As it is an open roadstead the access to the terminal 
oe be easily and safely approached either from the N.N.E. or from the 

S.W. 


The shore line runs of 035°/215°. Between the Sergipe and Vaza- 
Barris Rivers the coast is almost a straight dune-covered sand beach 
which offers a very few notable natural landmarks. 

Tankers must be aware of the existence of 4 oil fields with fixed 
production platforms which constitute in themselves good marks. 
Marking the bar of the port of Aracaju, located about 5 miles N.W. of 
the terminal berth, is a light exhibited from a conical white frame- work 
tower enclosing a central cylinder, 41 m. high, with a range of 14 miles 
(international No. G0230). There is a radio-beacon at the local airport 
with signal letters AR (- —- —- ) transmitting continuously on 355 kHz. 
Its geographical co-ordinates are: Lat. 10°59’ 27”S., Long. 
37° 04’ 22" W. Near to the terminal offices are 4 steel towers and a 
chimney of a natural gas plant. 

ANCHORAGE: The advisable anchorage site either for awaiting berth 
or daylight is determined by the following geographical co-ordinates: 
Lat. 11°04.1' S., Long. 36° 59.0’ W. Depth is 25 m. (82 ft.) MLWS. 

Occasionally Mooring Master will board arriving tankers whilst still 
underway nearby the anchorage area. This anchorage provides vessels 
with ready access to the berth. Holding ground in this area is very good, 
as the bottom is varied in character (mud and fine sand). It is 
recommended that vessels should stay at anchor for periods of not 
longer than 24 hours with the anchor in the same place, otherwise it will 
be difficult to heave up anchor. 

IMPORTANT: 

Under no circumstances should vessels drop their anchors in the area 
between the berth and the shore due to submarine pipe-lines. 
RESTRICTIONS: Mooring at the buoys will be effected in daytime only. 
Nevertheless loading and connecting hoses may sometimes be effected 
!n night-time under certain conditions. 

MAX. SIZE: The berth is designed to accommodate tankers up to 65,000 
d.w.t., however, under favourable circumstances and vessel Master's 
discretion a 115,000 d.w.t. tanker has been moored. The ship's final 
draft is usually 15 m. (49 ft.). This draft will usually afford a safe bottom 
Clearance 3 m. (10 ft.) even under the most severe sea conditions in 
which the loading operation is feasible. Depth is 18 m. (MLWS). 

ETA: Vessels bound for Aracaju or TECARMO should advise their ETA 
48 hours prior to arrival to radio station “PPS” (Official Coastal Radio 
Station) as well as to their Agent in Aracaju-SE (Cruz Irmaos & Cia.) 


BRAZIL 


whose cable address is Cruzirmaos, via the following coastal radio 
stations: Amaralina Radio (PPA) in Salvador — BA; Olinda Radio (PPO) 
in Recife — PE; or Rio Radio (PPR) in Rio de Janeiro-RJ. 

When vessel is within 50 miles of the terminal contact may also be 
made by VHF radiotelephone on Channel Delta/16 (156.8 MHz). The 
terminal keeps a 24 hour listening watch on this Channel. 

VHF: The radio and communication centre is located in the Oil Control 
Building. There is a VHF set operating 24 hours a day on Channel 16. 
Portable sets are taken aboard for the sake of safety and controlling the 
loading. No signal lamp (Aldis lamp) exists. 

TUGS: There are no tugs available to assist berthing and unberthing. 
BERTHING: The berth is of a conventional type, i.e., vessels are moored 
with two anchors ahead and synthetic mooring lines to the 6 sea buoys 
round the ship. 

Ships are loaded by means of a 26 in. diameter submarine pipe-line 
dividing into two strings of hoses (by a “T” piece) either of which will 
normally be picked up on the starboard side. The end of the submarine 
line is 3.8 miles off-shore in 18 m. of water. Both north and south strings 
are 10 in. and support a maximum pressure of 225 p.s.c. Only one string 
is connected to the ship The 10 in. hoses are connected to the ship's 
manifold, through a quick release connecting device, the flanges being 
of normal 10 in. ANSI pattern. 

MOORING: Vessels moor using both anchors forward with 2 lines to 
each buoy. 

Turnround: To promote the economical operation of the vessel, Masters 
are requested to co-operate with installation representative in minimizing 
their in-port time. Any delays which are considered unnecessary or 
extensive should be reported to the loading Operating Supervisor so 
that corrective measures can be taken in due time. 

HOSES: There is a submarine pipe-line from shore installations direct 
to the terminal, which are divided into 2 flexible hoses long enough to 
reach the ship's manifold. Usually, only 1 hose is connected, of 10 in. 
diameter. The nominal loading rate is about 3,000 cu.m.p.h. (18,870 
bbis.p.h.). Shore labour used to connect hoses. Hoses are lifted on the 
starboard side. 

The Mooring Master will guide the terminal's workmen in lifting, 
connecting and lowering the hose. As soon as the vessel is securely 
moored, one of the strings of hoses must be lifted to the rail by ship's 
gear (crane or boom). Sundry hose securing and connecting equipment 
(strops, gaskets, quick-release device, etc.) will be supplied by the 
terminal and put aboard the ship soon after arrival. Hose will normally 
be lifted and connected on the starboard side. 

LOADING: At the beginning and during the loading operation tankers 
are requested to observe the following: 

(a) Pumping will not start without the ship's and Mooring Master's 

permission. 

(b) The max. allowed pressure established by the ship will be 
maintained. 

(c) During operations a constant lookout by responsible men is 
required on the moorings and in the manifold area to keep watch 
on the connections. 

Also see “Hoses”. 

MEDICAL: Medical treatment and/or hospitalisation, if required are 
provided at Aracaju private hospitals. Dentists are also available in 
Aracaju. Agent will make such arrangements. 

For emergency cases (injury etc.), Petrobras first aid may be 

requested by the Master. 
BALLAST: Vessels should arrive at Carmopolis with minimum clean 
ballast to enable manoeuvring under prevailing weather conditions. 
Masters are encouraged to take advantage of the favourable weather 
which prevails most of the time to minimise ballast. Early radio contact 
with the terminal must be established in order to obtain the latest weather 
information so that he can decide on appropriate ballast. The terminal 
is particularly interested in having vessels complete the deballasting 
operation promptly after berthing in order to minimise time at berth. 
Simultaneous loading and deballasting is encouraged on properly 
equipped vessels. Vessels requiring excessive time to complete the 
deballasting operation will be given Letters of Deficiency. 

To avoid any possible pollution of the local waters, all tankers calling 
at the terminal to load must do necessary tank cleaning prior to arrival. 
Before arriving at the loading berth Masters must assure themselves 
that all tanks, pipe-lines, and pumps are free of oil. All tank cleaning 
should be preferably done 50 miles off the Brazilian coast. The terminal 
does not have facilities to receive any significant amount of oily ballast. 
If, after mooring a vessel is found to have oily ballast water aboard, it 
will be sent to sea to accomplish the necessary tank cleaning. A new 
Notice of Readiness to load must then be given. 

WEATHER: Weather conditions: Local weather and sea conditions may 
be considered as fair for tanker operations. 

Rain: The annual precipitation averages 1,103 mm. April, May and 
June are the rainy season. 

Visibility: Usually the visibility condition in this area is fair, except 
during squalls. 

Temperature: Actual temperatures ranging one year from a Low of 
18.2°C in June to a high of 30.8°C in February. 

Pressure: The annual average atmospheric pressure is 1013.2 mb. 

Relative humidity: During most of the year the relative humidity of air 
is about 82%. 

Remarks: Weather forecasts as well as Notice to Mariners are 

transmitted by PWZ and PPR coastal radio stations. For details refer to 
Brazilian Navy H.O. publication (Radio Aids) DH.8. 
Winds and Waves: Winds blowing from shore to sea are practically non- 
existent. Those blowing from 040° to 160° counter-clockwise are not 
worth mentioning. From October to March Eastern winds will prevail 
(070° to 110°), and between May and August SE winds will prevail, i.e. 
(120° to 160°). In April and September, winds will blow either from the 
East or the S.E. 78% of wind force will be about 2 and 4 on the Beaufort 
Scale. i.e. slight to moderate breeze. Seldom fresh gales (Force 8) have 
been observed. 19.7% of periods of calm and the rest 2.3% is of light 
air occurences (Force 1 to 3). 
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Essentially all waves near the Aracaju area are caused by the 
prevailing local winds. However, the changeable periods in which they 
occur, when the waves will give the false impression to the swell. 60% 
of the recorded waves were between 0.5 m. to 0.9 m. high. During one 
full year period of observations the studies have demonstrated that only 
1.4% of the operational time, the terminal will be closed for tanker 
loading, periods in which the waves are equal or higher than 2 m. 
Currents: Currents recorded in the terminal area are made up of 
diversified and simultaneous causes acting in different grades of strength 
and combination. The causes were identified as being winds, tides, 
salinity and also temperatures, none of them was outstanding enough 
to be regarded as the final prevailing cause. The currents chiefly run 
Parallel to the coast, but they do not vary greatly in set and drift. This 
lack of constancy affords evidence that it cannot be attributed to the 
Brazil current. Maximum recorded speed of current was one knot. It has 
been reported that upon N.E. winds and at ebb tides the current sets to 
S.S.W. with speeds higher than usual. 

Tides: The mean HW interval is 4 hours 46 minutes. Tidal velocity rarely 
exceeds 2 knots and the tidal range varies from 1.99 m. at Spring to 
1.05 m. At Neaps. 

CARGO: The cargoes are called Sergipano Crude Oil of an average 
AP1 33, temp. 90°F., Plataforma Crude Oil of an average API 40.3, temp. 
90°F. or Carmopolis Crude Oil of an average API 23.4, temp. 90°F. No 
heating required. 

FRESH WATER: No water available. 

FUEL: No bunkers available at Aracaju Terminal. 

SURVEYORS: Petroleum Inspection: Petroleum inspectors are not 
available in Aracaju, but may be requested. 

Chas. Martin & Co., Rua da Lapa 200, conj. 906, 20.000 — Rio de 
Janeiro. Tel: 242-4219, 245-5636 and 225-3507. 

E. W. Saybolt & Co., Rua XV de Novembro 70, P.O.Box 826, Santos. 
Tel: 341984. Telex: (013) 1004. 

AIRPORT: There is an airport at Aracaju. 

TIME: GMT minus 3 hours. 

CUSTOMS ALLOWANCES: Brazilian Laws are strict with regard to 
smuggling, and Masters are requested to instruct their crew not to retain 
cigarettes in carton lots, cigars, tobacco, alcoholic drinks, drugs, 
souvenirs, etc. 

By no means will any commercial transactions be tolerated be it either 
among terminal employees, crew members or anyone else. 
GENERAL: 

Charts and Publications: (a) Brazilian Charts: 1003 and 1000 and 60 
(Brazilian Navy Hydrographic Office). 

(b) Foreign Charts: No. 24210 and 24211 of the US NOO and No. 
1396, 3286 and 3977 of the H.D. (U.K.). 

(c) Brazilian HO publications: Sailing Directions DH 1-9, List of Lights 
DH 2, Radio Aids DH 8. 

No supply of charts, sailing directions or other publications are 
available in Aracaju, however if ordered in advance by Agent they may 
be obtained. 

Bonded Stores: Cigarettes, beverages or other goods are not available 
in Aracaju. 

Cash Advances: No cash advances are effected by the terminal. As a 
tule, the ship's agent will be able to handle this service when previously 
requested by radio. 

Classification Societies: In Aracaju, there are no A.B.S. or L.R. 
surveyors, however, they may come from Rio de Janeiro upon Agent's 
request. 

Consulates: No consular representatives exist in Aracaju. 

Lubricating Oil: Supplies of lubricating oil are expensive and available 
only in emergencies and in very small quantities. Purchase and delivery 
are difficult. 

Mail: There is regular Post Service in Aracaju. Letters should be sent 
care of the ship’s Agent. In turn, the letters will be delivered to the ship 
upon arrival. 

Provision and Stores: Limited. Provisions and stores are ordered 
through the ship’s Agent or through shipchandlers in Aracaju. 

Radio and Radar Repairs: Small radar and radio repairs may be effected 
in Aracaju provided that prior notice has been given to ship's Agents. 
Agency: Ships Agent: Cruz Irmaos & Cia., Av. Barao do Rio Branco, 
186/1208, P.O.Box 1, 49.000 — Aracaju-S.E., Brazil. Tel: (079) 222 6722. 
Cable Address: Cruzirmaos. 

AUTHORITY: Petroleo Brasileiro S.A. — PETROBRAS, Avenida 
Republica do Chile, 65 — Centro — Rio de Janeiro — 20.035 — Brazil. 

Divisao de Operacoes: Same address, as above, 12th Floor 
(Operations Division). 

Terminal: Terminal Maritimo de Carmopolis — TECARMO. Av. Melicio 
Machado Km. 2, Aracaju, Sergipe, Brazil CEP 49000. Te/: 079-2231901. 
Telex: (0792) 127. 


FORNO: 22.58 S. 42.01 W. (See Plan) 


PORT LIMITS: The port is situated in Arraial do Cabo, on the North 
coast of the State of Rio de Janeiro, and its limits are comprised by: on 
the sea side, waters of the Anjos; the creek, and by the intersection of 
the mountain range with the foot of Fortaleza Hill. Its entrance is located 
in the alignment of the last point of Santa Cruz Street (Rua Santa Cruz), 
and on the opposite side, terminates at the shelter breakwater quay 
commencement point. 
APPROACHES: The access channel is 700m. wide, with a bar 
(minimum depth 12 m.) between Cabo Frio and liha dos Porcos. 
PILOTAGE: Optional. 
ANCHORAGES: 
Forno Creek: Lat. 22° 58’ N., Long. 42° 01’ W. Depth 8.0 m. — 14.0 m. 
Anjos Creek: Lat. 22° 58’ N., Long. 42° 01’ W. Depth 7.0 m. — 12.0 m. 
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TUGS: Available from Rio de Janeiro or Macae on request by agent. 
BERTHING: Manoeuvring Basin: Depths of 12 m. — 13 m. available. 

Quay: Length 220m., depths up to 10m. for vessels up to 
30,000 d.w.t. 

Also see “Tankers”. 
CRANES: 3 jib cranes with a capacity of 5 — 6.3 tons. Other equipment 
includes 1x7 ton stacker truck and 1 tanker truck with 10,000 litres 
capacity. 
FRESH WATER: 8 tanks, 1450 cu.m., 160 cu.m. and 1100 cu.m 
Rate of delivery 20 t.p.h. 
FUEL: Available by road tanker. 
TANKERS: Caustic Soda: One tank with a capacity for storage of 
14,500 tons, used previously for molasses with a pipe system which 
extends up to the Dukes of Alba and which permits loading of vessels 
at the rate of 300 t.p.h.; there is a receiving bridge for the product when 
transported by lorries, and pumping houses. Not in use at present. 
Liquid Bulk Cargo: Pipes located at the Dukes of Alba, used for receiving 
fuel oil for the Companhia Nacional de Alcalis, Esso Brasileira de 
Petroleo and Petrobras Distribuidora. The same berthing area is 
frequently used also for vessels carrying chemical products such as 
caustic soda intended for Dow Quimica S/A., whose bulk cargo is moved 
by pipe-line connected to the storage tank. 
REPAIRS: No facilities available. 
AIRPORT: Macae and Campos. 
TIME: GMT minus 3 hours. 
HOLIDAYS: 1st May and 2nd November. No work possible on these 
days. 
GENERAL: Charts: Brazilian Charts No. 1503, 1505 and 1508. 
AUTHORITY: Porto do Forno, Rua Santa Cruz No. 15, 28.910 — Arraial 
do Cabo — RJ. Tel: (0246) 22-1105 and 22-1185. Contact: Gustavo 
Gurgulino de Souza, Director. 


FORTALEZA: (including Mucuripe), Ceara: 
03.41 S. 38.33 W. (See Plan) 


PORT LIMITS: From the end of the mole on a true bearing of 235° to 
the meridian of 38° 29.8’ W., thence to the coast. 

DOCUMENTS: See “General” before first port. 

PILOTAGE: By Associacao de Praticagem do Porto de Fortaleza. 
Address: Rua Dragao do Mar, 372. Tel: 212088. The Pilots board ships 
about 0.5 miles N.W. from the breakwater, call by International Code 
Signals. 

Pilot may be ordered through the vessel's Agent or Fortaleza Radio 
(PPC). One hour before arrival specifying time of arrival and from which 
point the Pilot is required. 

ANCHORAGE: Vessels awaiting Pilot may anchor W.N.W. of the 
breakwater head, distance 0.5 miles. Water depth 32 ft. 
RESTRICTIONS: Access channel Length 1,000 m., width 100 m., depth 
10 m. 

MAX. SIZE: Up to 27 ft. draft depending on the tide. 

HEALTH: The inspection area for Port Health and the other authorities 
is within 1,430 m. of position Lat. 03° 42’ 24” S., Long. 38° 29’ 18” W. 

All ships must be visited by Port Health Inspector. If vessel has 
passengers in transit for another Brazilian port, another visit will be 
required at port where passengers disembark. If ship's health condition 
satisfactory, Inspector will give Free Pratique immediately. Radio 
pratique available if Master able to declare satisfactory health condition 
before arrival. Free Pratique is valid for subsequent ports in Brazil. 

If there is a crew member to be hospitalised, the Health Inspector will 
issue pass to hospital on request of Master or Agent who will be made 
responsible for all expenses incurred. 

Inoculations for International Certificates can only be given by an 
employee of the Port Health Authority. 

Ships are inspected by Custom House and Health personnel at the 
anchorage. 

VHF: Port Radio on Channels 9, 10, 13 and 16. 

TUGS: One tug 1,680 h.p. available. 

BERTHING: 1,054 m. of berthing length, depth 3.6 m. — 10.0 m. Berths 
for five vessels. One grain elevator, capacity 150 t.p.h. Four lighters 
available capacity up to 70 tons each. 

Berth No. 1. 106 m. long, 18 ft. deep. 

Berth No. 2. 150 m. long, 20 ft. deep. 

Berth No. 3. 170 m. long, 22 ft. deep. 

Berth No. 4. 530 m. long, 33 ft. deep. 

Berth No. 5. 160 m. long, 33 ft. deep. 

Vessels are advised to take a Pilot and use a tug if available due to 
the peculiar port variations. 

Vegetable oils can be loaded in drums, 18/20 t.p.h. or ex-barge al 

100/125 t.p.h. 
CRANES: A 100 ton floating crane is on order. 7 diesel cranes 9 ton - 
50 ton capacity. 5 electric cranes 3.5 tons — 12.5 tons capacity. No. 3 
Berth has a travelling suction tower with 2 tubes, operating at 120 t.p.h 
TANKERS: Petrobras: Berthing platform length 90 m., width 28 m. 
depth 11.0 m. (1st phase), 12.0 m. (2nd phase). Capacity 34,000 g.r.t 
(1st phase), 50,000 g.r.t. (2nd phase). Length of access bridge 853 m., 
width 3.7 m. 

Loading Lines (planned): 1 x 18 in. (crude); 1 x 16 in. (fuel oil); 1x 12 in 
(asphalt); 1x10 in. (diesel oil and Naphtha); 1x12 in. (petrol/alcohol) 
1x12 in. (aviation kerosene); 112 in. (kerosene/diesel oil); 1x8 in 
(LPG); 1x6in. (LPG vapour); 1x6in. (drinking water); 110 in 
(ballast); 3x 12 in. (not designated) and 14 in. (steam). 

Lines available (1st phase): 16 in. (drinking water); 1x8 in. (fire 
water line); 1x12 in. (diesel/kerosene); 1x12 in. (petrol/alcohol) and 
116 in. (fuel oil/asphalt). 


FRESH WATER: 20 hydrants on the quay spaced 50 m. to 80 m. apart. 
Connections 2 in. Rate 20/30 t.p.h. 

FUEL: Boiler fuel available from 7 connections (6 in. and 8 in.), rate 
45 t.p.h., spaced along the quay. Diesel oil is available by road tanker. 
Also see ‘General’ before first port. 

CONSULS: None at Fortaleza. 

REPAIRS: Two workshops available for machinery repairs. No 
electronic repairs possible. 

REPATRIATION: Can be arranged. 

AIRPORT: Only internal services from local airport. 
POLICE/AMBULANCE/FIRE: Maritime Police’ Tel: 
Ambulance 21.34.34 and 21.22.22; Fire 23.13.81. 
TELEPHONES: Available on board through the Ceara Dock Co. 
SHORE LEAVE: Allowed under control of Maritime Police. 

IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
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SHIPMASTER’S REPORT: January 1981. 
Tugs: One available of 1,600 h.p., used for all berthing/unberthing 
operations. 
Berthing: Berth No. 5 has been dredged to take ships with a draft of 
10 m. Deep laden grain ships lighten at this berth by using shore cranes 
to discharge into lorries before shifting under the sucker towers. 

A dredger is based at Fortaleza and works continuously. 
Cranes: There are now 2 travelling suction towers for handling grain, 
each with 2 tubes, at Berth No. 3 where max. draft is 8 m. 


AUTHORITY: Companhia Docas do Ceara, Praca Amigos da Marinha 
Esplanada do Mucuripe, C.P. 1099, 60.000 _ Forteleza-CE. 
Tel; 224.20.33. Contact: Livio Silva de France, Director/President. 


ILHEUS (Malhado): 14.47 S. 39.02 W. (See Plan) 


PORT LIMITS: The Portis limited by the line which goes from the estuary 
of the river Almada to the llheus Grande, and then as far as the Southern 
end of the Pororocas Parcel. 

From there towards the Pernambuco Morro, and then going along the 
Pontal Coast towards the Airfield, and from this point to the Southern 
extremity of the Island of Frades, and then turning towards Pedra Point, 
and going from there following the left bank of the River Cachoeira, then 
continuing along the coast to the estuary of the River Almada. 
DOCUMENTS: See ‘General’ before first port. 

PILOTAGE: Pilotage is controlled by the Captaincy of the Port. It is 
compulsory for foreign vessels of any large tonnage; for oil tankers; for 
propane carriers; for vessels of any size carrying explosives and for 
chartered, oceangoing tug boats, whether Brazilian or foreign, that are 
not captained by a Brazilian officer or that do not include in their crew 
a Brazilian officer of the category of Nautical Officer or Master of Short- 
haul Cabotage. The Pilotage zone goes from the Ilheus Grande 
anchorage ground, marked on Chart No. 1201 of the DHN, to final 
berthing place. 

Request for Pilot: The request for a Pilot must be made with at least 
4hours’ advance notice. Pilot service in IIheus is provided by the Pilots 
Association of Ilheus, with offices in the Banco Economico Building — 
Room 406 — Tel: (073) 231-2206. 

ANCHORAGE: Marked on charts (DHN Chart No. 1201). 

Normal Anchorage: At the beginning of the access channel, with a depth 
of 12m. Anchoring in the 100 m. stretch along the Wharf and in the 
Access Channel is forbidden. 

Quarantine Anchorage: An area of 500 yards radius with its central point 
located at Lat. 14° 45’ 30” S., Long. 39° 01’ 00” W. 

RESTRICTIONS: Access Channel: Length 1,000 m., width 200 m., 
depth 10 m. 

Manoeuvring Basin: Length 560 m., width 200 m., depth 10 m. 
Navigation Dangers: The passage between the Itaipins reefs and the 
lhote de Itapitanga should be avoided. When sailing South of the Parcel 
dos Pororocas, the Ilheus Lighthouse should no be sighted at less than 
270° until the Ilhote de Ipitanga/IIheus Grande line has been crossed. 
HEALTH: Port doctor visits all ships on arrival and requires Maritime 
Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels from 
another Brazilian port automatically receive Free Pratique and should 
not fly Quarantine Flag. If suspected disease or fever on board it is 
advisable to cable Agent before arrival. Vessels can receive Pratique at 
any time. 

TUGS: Three private companies own tugs. 

BERTHING: There is a total of 432.5 m. of quay available (3 berths), 
depth alongside 10m. The wharf extends 110m. West from the 
breakwater. Loading rates for bagged cargo of cocoa and coffee 
approximately 30/45 t.p.h. per gang. Discharge of bulk wheat by grab. 
Tankers moor partially off the quay to a stern buoy. 

PORT EQUIPMENT: 1x24 ton mobile crane; 1 bucket loader of 
1.6 cu.m., 1 bucket loader of 1.25 cu.m., 2 portal cranes of 6.3 tons and 
3 portal cranes of 3.2 tons; 25 fork-lift trucks of 2 tons — 30 tons capacity. 
STEVEDORES: Arranged by Agent. 

MEDICAL: All facilities available. If doctor needed on arrival or making 
emergency call to land sick persons, cable ETA 12 hours before arrival. 
TANKERS: Almirante Jeronimo Goncalves Terminal owned by Frota 
National de Petroleiros. Buoy mooring. (Pipe-line 2,600 m. length — 
12 in. diameter). 

There is a wooden pier used solely for the movement of liquified gas, 
length 49.5 m., depth 7.0 m. 

FRESH WATER: Available. Rate 50 t.p.h. 
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FUEL: Supplied by Petrobras road tankers. 
CONSULS: Only in city of Salvador. 
REPAIRS: Workshop belonging to Port Administration. Minor repairs 
only. 
WATCHMEN: Compulsory. 
HATCHES: By stevedores. 
CUSTOMS ALLOWANCES: Only sufficient tobacco for daily use. No 
alcohol to be taken ashore. 
REPATRIATION: Can be arranged via Rio de Janeiro. 
AIRPORT: Situated at Pontal, 3 km. from the port. 
TIME: GMT minus 3 hours. 
HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
12th October, 15th November, 25th December. 
Municipal: Fixed: 23rd April, 28th June, 2nd July, 15th August. 
Movable: Good Friday and Corpus Christi. 
Traditional: Movable: Carnival — Tuesday (Mardi Gras) and Ash 
Wednesday. 
Fixed: 2nd November, 24th June. 
POLICE/FIRE/AMBULANCE: Police tel. 2530; Ambulance 2417. 
TELEPHONES: No connection to vessels can be made. 
SERVICES: Diving service available. 
SHORE LEAVE: Allowed with identity card. 
IDENTIFICATION CARDS: Necessary to go ashore. 


SHIPMASTER’S REPORT: December 1982 

Pilotage: Pilot is ordered by vessel’s Agent and can be confirmed by 
VHF on Channel 16. Locality of pilot station marked on chart. Pilot boat 
is wooden motor boat with white superstructure. 

Tugs: Two tugs available (one of 125 h.p. and the other 130 h.p.) assist 
when going alongside. 

Berthing: The pilot boat also assists in bringing the lines ashore. There 
is a total of 432.5 m. of quay available. Tankers and also general cargo 
vessels sometimes moor partially off the quay to a stern buoy. 


AUTHORITY: Port of Ilheus (Pormal), Avenida Almirante Aurelio 
Linhares No. 432, lIlheus, Bahia, Brazil. Te/: (code 073) 231-3318, 231- 
3212. 231-1962 (Management). Telex: 073-2118. 


IMBITUBA: 28.13 S. 48.38 W. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Compulsory. Pilot ordered by ship's Agent. The Pilots have 
a launch with VHF equipment which is normally moored within the port 
and can be contacted on VHF Channel 16. The point for awaiting the 
Pilot is in the anchorage, in the outer part of the port, (Chart 1.908 of 
the Directorate of Hydrography and Navigation). 

ANCHORAGE: The anchorage, near the port, is on the alignment Silo- 
Ponta da Ribanceira, with a depth of 12m., and sand bottom. It is 
sheltered from South, North and West winds, but not so from Easterly 
winds. 

RESTRICTIONS: The port is situated in an open inlet, with a width of 
approximately 3,000 m., but presenting in its external area the shallow 
water characteristic of the Rocks of Imbituba, with the lowest depth of 
8.7 m., and the Rocks of Aracaju, with the lowest depth of 6.9 m. The 
sea above the rocks is normally shallow, and it is dangerous to 
navigation, even for vessels of small draft. 

MAX. SIZE: There is no major restriction with regard to the length of 
vessels. The manoeuvring basin, inside the port, is 315 m. long and 
more than 10 m. deep. Vessels of a length of 200 m. operate normally. 
Max. draft 31 ft. 

HEALTH: See “Itajai”. 

RADIO: Messages from vessels for Agents or from the latter to vessels 
must be sent via the EMBRATEL, which has Coastal Stations at Laguna 
and Florianopolis. 

VHF: Port Authority on Channel 16. 

TUGS: One tug, “Mar de Espanha”, length 28 m., beam 8.3 m., draft 
3.7 m., displacement 276 tons and power 1,680 h.p. It has VHF 
equipment, and its use is advisable when berthing and unberthing. 
BERTHING: 


(See Plan) 


Depth Max. Size of Vessel Approx. 
Berth Length alongside Length Beam Draft d.w.t 
(No.) (m.) (m.) (m.) (m.) (m.) (Tons) 
101 200 9.5 190 28.0 9.5 38,000 
201 108 9.5 150 22.0 9.5 15,000 
301 250 10.0 220 28.0 9.5 60,000 
401 24 8.0 Ro-Ro Vessels particulars 


Berth 101 is used for shipment of coal. 

Berth 201 for general cargo, is an extension of Berth 101. 

Berth 301 for bulk cargo and general cargo. 

Berth 401 is a Ro-Ro terminal. 

CARGO HANDLING FACILITIES: Berth 101: A conveyor system with 
loading capacity of 350 t.p.h. and a shoot system (8,000 tons) with two 
grab cranes. This system has a capacity of loading of 500 t.p.h., giving 
a total nominal loading capacity of 850 t.p.h. of coal. 

Berth 201: Uses derrick or ship’s cranes, with the possibility of 
assistance from port cranes. 

Installations for unloading and storage of bulk liquid caustic soda are 
available at Berths 101 and 201. 

Berth 301: A continuous shiploader for coal at 1,000 t.p.h. and a multi- 
purpose crane with 16 tons capacity for bulk and general cargo handling. 
Installation for loading phosphoric acid at rate of 400 t.p.h. is available. 
CRANES: 28 tons electric rail-mounted grab cranes, 28.2 ton diesel 
crawler grab cranes and 116 ton electric rail-mounted multi-purpose 
crane. 
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STEVEDORES: Stevedoring service is carried out by port employees, 
with the addition per shift of personnel of the Imbituba Union of 
Stevedores, Imbituba and Laguna loading and discharge tallymen, 
Imbituba trimmers and workers in the Port Services of Imbituba. Working 
is 24 hours a day every day in the port, with the following shift 
arrangement: 

By Day: Common day work from 0730 hrs. to 1100 hrs., lunch from 
1100 hrs. to 1230 hrs., common day work 1230 hrs. to 1630 hrs.; first 
extension from 1630 hrs. to 1830 hrs., 2nd extension from 1830 hrs. to 
1900 hrs. 

By Night: Common night work from 1900 hrs. to 2300 hrs., meal break 
from 2300 hrs. to 2400 hrs., common night work from 0000 hrs. to 
0400 hrs., 1st extension from 0400 hrs. to 0600 hrs., 2nd extension from 
0600 hrs. to 0700 hrs. 

It is necessary to make a prior agreement between the Master of the 
vessel and the Agent to ensure the necessary number of shifts, and the 
availability of other resources for loading or unloading. 

MEDICAL: The Agent must be advised in advance as to the need for 
medical assistance. Imbituba has a hospital with 100 beds. Specialised 
medical assistance is available in Tubarao (45 km.) Criciuma (100 km.) 
and Florianopolis (100 km.), from the port on national highway BR 101. 
DENSITY: 1025. 

FRESH WATER: Fresh water supplied from hydrants on quays. Rate 
of delivery is 10 t.p.h. 

FUEL: Various grades of gas oil and diesel can be supplied by road 
vehicles. 

CONSULS: At Florianopolis and Porto Alegre. 

REPAIRS: Some types of deck and engine-room repairs are possible. 
SURVEYORS: Ship Surveyors available locally. 

WATCHMEN: Compulsory. 

OPENING/CLOSING HATCHES: Normally by ship's crew. 

REFUSE COLLECTION: Drums on Berths No. 1 and 2. There is no 
refuse collection on Berths No. 3 and 4. 

AIRPORT: At Florianopolis, 100 km. away from the port, where regular 
scheduled flights are handled. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
12th October, 15th November, 25th December. 

Municipal: 21st June, 2nd November, 8th December. 

Movable: Good Friday and Corpus Christi. 
POLICE/AMBULANCE/FIRE: Police call 550099, ambulance available 
in the harbour area and fire call 193. 
EMERGENCY CO-ORDINATION CENTRE: 
Tel. 550276.(Local station of Brazilian Navy.). 
AUTHORITY: Companhia Docas de Imbituba, Av. Graca Aranha, 226- 
8° Andar, Castelo, Rio de Janeiro, CEP 20030, Brazil. Tel: (021) 
2404445. Telex: (021) 23568 EACB BR. Cables: Imbitubadocas. 

At Imbituba: Av. Presidente Getulio Vargas S/N, Imbituba, 
Sta. Catarina, Brazil, CEP 88780. Tel: (0482) 550080. Telex: 
(0482) 421 DOIM BR. FAX: (0482) 55 0701. Contact: Port Manager. 


Delemar Imbituba 


ITAJAI: 26.54 S. 48.39 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Compulsory. To await or to receive Pilot, anchor from 
0.5 to 2 miles East of South Breakwater. 

Pilot Service has VHF Radio; telegrams can also be addressed to 
Pilots Service in Itajai (Servico de Praticagem-ltajai), but customary to 
send all advices to Pilot Service via Agents. Call Pilot on VHF Channel 
16 on arrival. 

Pilot Service has 2 launches painted red with a “'P” onside and on 
funnel. Launches always anchored inside port. In case of bad weather, 
vessel must wait for instructions in Porto Belo Bay, South of this port, 
and in case of bad weather on sailing, if impossible to disembark Pilot 
in entrance of bar, must be done in Porto Belo Bay. 

ANCHORAGE: Waiting anchorage situated in Enseada de Cabecudas, 
up to 2 miles distant from South Light, depth of 9m. in position Lat. 
26° 55’ S., Long. 48° 37’ W. 

RESTRICTIONS: Vessels can enter or sail at any tide with a max. draft 
of 26 ft. Vessels with a max. draft of 28 ft. may enter or sail at HW. 
Tanker movements in daylight only. Max. speed allowed in the access 
channel is 5 knots. 

Depths: Depth at Bar — 8.5 m. Access Channel — width 100 m., depth 
8.0 m. Manoeuvring Basin — width 250 m., depth 8.0 m. 

MAX. SIZE: Max. length 220 m. for dry cargo vessels. For tankers, max. 
length 160 m. 

HEALTH: When coming from abroad, vessel will be visited by Health 
Authorities, who issue Free Pratique after inspection. When coming from 
another Brazilian port, Free Pratique issued in previous port is sufficient. 
This document must stay on board, to be presented in subsequent ports. 
In case of sickness on board, after receiving Free Pratique, must contact 
Agent who notifies Health Service. 

RADIO: For telegrams (radio) direct from vessel to Agent, or vice-versa, 
Departamento de Correios e Telegrafos radio station in Itajai, Santos or 
Florianopolis, with prefixes: Santos PPS, Florianopolis PTC, Itajai PCC. 
TUGS: One tug “Anapolis”, 1,680 h.p. 

BERTHING: Previous communication required, time of priority based 
on time of arriving at bar. Length at quay, 740 m., depth alongside 8 m. 
Storage: 
Warehouse AZ-1 


(See Plan) 


Capacity 33,500 cu.m. 
Warehouse AZ-2 Capacity 53,500 cu.m. 
Warehouse AZ-3 Capacity 33,500 cu.m. 
Refrigerated Warehouse: Capacity 4,700 cu.m. 
Open Storage: 36,000 sq.m. (paved area). 
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Oil Storage: 23 Tanks. 14,060 cu.m. (petrol); 6,988 cu.m. (diesel oil); 
941 cu.m. (Paraffin); 6,686 cu.m. (fuel oil). 28 Gas Tanks — 3,112 cu.m. 

Chemical Products: Sodium Sulphate — 6,000 tons, Caustic Soda 
(Dow Chemicals) — 12,000 tons. 
Equipment: Stacker Trucks: 131.8 tons, 4x3 tons, 53.5 tons, 
3x5 tons, 3x7 tons and 137 tons for containers. 

Trucks: 1x30 tons, 3x25 tons, 14x tons, 1x10 tons, 1x2 ton, 
2x2.5 tons, 2x90 h.p. tractors, 1x70 h.p. tractor and 1x52 h.p. tractor. 


CRANES: 1x20 tons mobile crane for containers and 21.5 tons, 
1x4 tons, 15 tons and 23.2 tons Portal cranes. 


STEVEDORES: When vessel arrives in morning, advisable that Master 
advises in advance number of gangs he will need so that Agency can 
make arrangements. 

When discharging dry bulk cargo (grain or salt) trucks with special 
equipment used. 

Average for loading: (a) Timber 240 tons/gang day. (b) General Cargo 
100 tons/gang day. (c) Bags and Tobacco 200 tons/gang day. 

For discharging: (a) General Cargo 220 tons/gang day. (b) Bulk 240 
tons/gang day. 

Hours as follows: 0700 to 1100 hrs.; 1230 to 1630 hrs.; 1900 to 
2300 hrs.; 2400 to 0430 hrs. 


MEDICAL: In urgent cases, advise Agent requirements in advance. 
Hospital available (573 beds). Normally no special vaccination required, 
nor presentation of certificates. 


TANKERS: 5 oil terminals where vessels 155 m. length and 22 ft. draft 
discharge. 
Shell Terminal: 
Fuel oil 10 in. for discharging 8 in. for loading. 
Diesel 6 in. for discharging 4 in. for loading. 
Gasoline 6 in. for discharging. 
Kerosene 6 in. for discharging. 
Esso Terminal: 
Fuel oil 8 in. for discharging 4 in. for loading. 
Diesel oil 6 in. for discharging 4 in. for loading. 
Gasoline 6 in. for discharging. 
Kerosene 4 in. for discharging. 
Atlantic Terminal: 
Diesel 6 in. for discharging. 
Gasoline 6 in. for discharging. 
Kerosene 6 in. for discharging. 
Ipiranga Terminal: 
Diesel 6 in. for discharging. 
Gasoline 6 in. for discharging. 
Kerosene 6 in. for discharging. 
Heliogas Terminal: 
Gas 6 in. for discharging liquid 4 in. for discharging vapour. 


DENSITY: During low tide whole port is influenced by fresh water of 
River Itajai — Acu, situation changing completely at high tides. 


FRESH WATER: Available, supplied direct by hydrants (133 in.) along 
quay. Average supply 10 cu.m.p.h. 


FUEL: No bunkering facilities in the port. Small quantities can be 
supplied by truck. See “General” before first port. 


CONSULS: Argentina, Sweden and Chile. 


REPAIRS: Almost all repairs on engines or deck possible. 
SURVEYORS: Det Norske Veritas, Lloyd’s Register, Bureau Veritas and 
Germanischer Lloyd have local representatives. Independent marine 
surveyors are also available. 


WATCHMEN ON GANGWAY: Not compulsory, but recommended. 


OPENING/CLOSING HATCHES: By stevedores. 

CUSTOMS ALLOWANCES: Customs can liberate one or two cartons 
of cigarettes and one or two bottles of spirits, dependant on time vessel 
remains in port. 


REPATRIATION: Repatriation, normally made by Agents via Rio de 
Janeiro and/or Sao Paulo. 


AIRPORT: Situated about 10 km. from port. Daily regular flights to Sao 
Paulo, Porto Alegre, and Rio de Janeiro by Varig. 

TIME: 2nd Mar. — 30th Nov. GMT minus 3 hours. 1st Dec. — 1st Mar. 
GMT minus 2 hours. 

HOLIDAYS: New Year's Day (January 1st); Good Friday; Tiradentes 
(April 21st); Labour Day (May 1st); Corpus Christi; Proclamation of the 
Republic (November 15th); Independence Day (September 7th); 
Christmas Day (December 25th). 

Regional Holidays: June 6th and December 8th. 
POLICE/AMBULANCE/FIRE: Police 440123; Ambulance 443811; Fire 
Brigade 193. 

TELEPHONES: There are no facilities for placing telephones on board. 
IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation 
DEVELOPMENTS: Container area to be paved. 

AUTHORITY: Empresa de Portos do Brasil S.A., Administracao do 
Porto de Itajai— API., Av. Cel. Eugenio Muller, 622, P.O.Box 244, 88.300 
Itajai — SC. Tel: (0473) 44-0722 (23 lines). Telex: (0473) 121. FAX: (0473) 
440512. Contact: Luiz Antonio de Matos. 

Port Captain: Av. Cel. Eugenio Muller, 106. Tel: 44-2435. 


LAGUNA: 28.30 S. 48.46 W. (See Plan) 


LOCATION: The port is situated in the State of Santa Catarina on the 
left bank of the connecting channel of the Lake of Santo Antonio with 
the Atlantic Ocean. 
PILOTAGE: Compulsory. Tel: (0486) 440075. 
ANCHORAGE: Recommended anchorage is at the entrance off the bar. 
APPROACHES: The area is covered by D.H.N. Chart No. 1901. The 
access channel is 1,300 m. long, 80 m. wide and 6.2 m. depth. Tidal 
range 0.84 m. 
BERTHING: The manoeuvring basin measures 300 m. x 120 m., with 
a depth of 5.0 m. The quay is 300 m. long, depth alongside 5.0 m. Port 
used by fishing vessels only. 
Freezer Installations: |ce Factory. Capacity 50 tons/day. Ice Garner 
capacity 100 tons. Freezing Tunnel (2) with capacity of 48 tons/day at 

35°C. Freezer Capacity 800 tons at —30°C. Waiting Freezer. Capacity 
160 tons at —2°C. 
EQUIPMENT: 1 Electric Crane with capacity of 1.0 ton. 1 fish and ice 
separator machine. 
FRESH WATER: 715,000 litres capacity reservoirs. 
FUEL: Diesel oil available. 3 storage tanks. 
REPAIRS: Workshop for repairs in the port area. 
AIRPORT: Nearest commercial airport is at Florianopolis, 130 km. away. 
HOLIDAYS: In addition to National holidays, local holidays are 2nd 
February, 13th June and 18th June. 
AUTHORITY: Administracao do Porto de Laguna, Avenida Getulio 
Vargas 728, P.O.Box 39, 88790, Laguna, SC. Tel: (0486) 440183. 
Contact: Eng. Darcy Eduardo Coninck de Almeida Pedrosa, Port 
Administrator. 

Port Captain: Avenida Brito Peixoto 72, Laguna. Tel: 440196. 


MACEIO: 09.40 S. 35.44 W. (See Plan) 


PORT LIMITS: Limited to the North by the shore, to the South by the 
mole, to the West by the Atlantic Ocean and to the East by the access 
mole (Lat. 09° 41' S., Long. 35° 44’ W.). The Marine terminal of Salgema 
(Lat. 09° 41’ S., Long. 35° 46’ W.) is located between the beaches of 
Trapiche and Ouricuri where can be seen the distinctive cylindrical tanks 
for storage of the products of Salgema Industrias Quimicas S/A. There 
is amole emerging from Trapiche beach extending seawards 145°, for 
about 1,000 m., and at the end of which is a quay. From the mole and 
extending Southwards is a submarine pipe-line for disposal of residues 
from the terminal. 

The Sugar Institute (IAA) accepts Notice of Readiness only after 
having been signed by Surveyor to the effect that holds are in all respects 
ready to receive cargo. 

DOCUMENTS: See “General” before first port. 

Port Health, Customs and Maritime Police board vessels alongside. 
However vessels from Eastern bloc countries are boarded at the 
anchorage. 

PILOTAGE: Compulsory. A request for a Pilot can be made via the 
ship's Agent, 12 hours in advance, specifying the time of entry of the 
vessel, and from which point pilotage is required, via radio station 
Amaralina (PPA) or Olinda (PPO). The Pilot boards and leaves vessels 
0.5 miles to the West of the Peixe-Pau Buoy and 1 mile from the mole 
light. 

Pilots’ Association: Rua Sa e Albuquerque No.467-Room 17, Jaragua- 
Maceio-AL. Tel: 223-2203 and VHF radio on Channels 9, 13, 14 and 16. 
Listening Channel is 16. Vessels may anchor off Peixe-Pau Buoy in bad 
weather. 

ANCHORAGES: Vessels anchor outside the area marked as 
“Anchoring forbidden” on the Chart 901 of the DHN. 

Quarantine Anchorage: To the seaward of the Peixe-Pau Buoy. 

Vessels are not permitted to anchor in the port basin. 
RESTRICTIONS: Max. permitted speed between the Peixe-Pau Buoy 
and the port is 6 knots. 

No restrictions on length. On approaching the port attention must be 
paid to the shallows existing to the N.W. of the Peixe-Pau. The average 
depth is from 10 m. to 15m. Vessels may enter day and night. Pilot 
refuses to berth tankers after nightfall. 

MAX. SIZE: Vessels have loaded up to 33 ft. draft. 

HEALTH: No Health Authorities board vessel. In event of suspected 
disease or fever on board, advise Agent by cable so that Port Authority 
may take appropriate action. 

me Radio Olinda (Recife), call sign PPO. Radio Salvador, call sign 


TUGS: One tug available, bollard pull 20 tons. 
BERTHING: 6 Berths (4 for general cargo and 2 for sugar) available 
day and night, weather permitting. 

Sugar Terminal: Facilities for loading bulk molasses. Projected loading 
Capacity 1,000 t.p.h. of bulk sugar, 300 t.p.h. molasses. 

Sugar Wharf: 250 m. length. General cargo wharf 500 m. length. 
Depth alongside 33 ft. 

One quay for loading the products of Salgema industrias Quimicas 
S/A (Maritime Terminal of Salgema). This quay is located at ihe end of 
a mole some 1,000 m. long starting at Trapiche beach and extending 
Seawards 140° (Lat. 09° 41’ S., Long. 35° 46’ W.). 

The average depth of water in the port is 10 m., and at the Salgema 
Terminal 8.8 m. 

In order to be admitted with safety into the port and terminal, vessel's 
length must not exceed 250 m. and 157 m., respectively. 

The sugar quay has 10 bollards and the general cargo quay 16. 
At the Salgema Terminal Quay, only 1 vessel is berthed at a time. 
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Cargo Handling Facilities: There are 6 warehouses, 5 being 80 m.x 
80 m. for general cargo and 1 of 200 m.x50 m. for Demerara sugar 
(200,000 tons). 

There is a tank with a capacity of 4,000 cu.m. for alcohol and another 
for molasses with the same capacity. There is a refrigerated store with 
a Capacity of 200 tonnes. 

There is an open storage area covering the whole extension of the 
general cargo quay measuring 20,400 sq.m. 

There are 5 stacker trucks, 4 with a capacity of 2 tons and 1 of 7 tons. 

There are 2 mechanical sugar loaders with total capacity for ship- 
ment of 4,000 bags per hour, and 1 bulk sugar mechanical loader of 
1,000 t.p.h. capacity. 

There is 1 mechanical grain suction unit with capacity for unloading 
100 t.p.h.. There is 1 bulk grain distributor with scales for loading lorries. 
CRANES: 43.2 ton and 26.3 ton capacity electric cranes. 
STEVEDORES: ETA required 24 hours before arrival to arrange gangs. 
When work required Saturdays and Sundays, ETA must be sent on 
Friday. Loading/discharge — General: 8 t.p.h. per gang. Sugar 20 t.p.h. 
per gang. Grain 60 t.p.h. 

MEDICAL: No advance notice needed except if vessel due to arrive on 
Saturday/Sunday in order to arrange doctor and/or hospital. Hospital 
facilities available. 

TANKERS: 1 tanker berth. Max. draft 33 ft. 1 pipe-line 8 in. for gasoline 
and one 6 in. for diesel/kerosene. 

Tanks: Petrobras, 9 tanks with total capacity of 38,929 cu.m. 

Atlantic, 9 tanks with total capacity of 14,482 cu.m. 

|.A.A., 1 tank for molasses with capacity of 7,000 tonnes. 

FRESH WATER: Fresh water available. Pipe-line from water tower by 
gravity. Rate about 5 t.p.h. 11 points at the general cargo wharf and 5 
points at the sugar wharf. 

FUEL: Diesel fuel oil and fuel oil ‘A’ (PPF) is supplied by Esso, Texaco, 
Shell, Atlantic and Petrobras, by gravity from tanker trucks. The 
availabilities are minimal, as the storage capacity is small, at times there 
being no products available. Orders must be placed 24 hours in advance. 
Also see “General” before first port. 


CONSULS: Norway 2276 Portugal 2449 
Italy 3302 France 2126 
Spain 2640 


REPAIRS: Small repairs only can be effected. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: One carton cigarettes to be declared. One 
bottle alcohol, open, to be declared. 

REPATRIATION: Carried out by Recife Consulates. 

AIRPORT: Airport at Palmares, distance 30 km. Served by Varig, Vasp 
and Transbrazil. 

TIME: GMT minus 3 hours. 

HOLIDAYS: Work prohibited on Labour Day only. Other days on which 
work is considered overtime and charged as such are: 1st January, 
Good Friday, 7th September, 15th November and 25th December. 
Local Holidays: 16th September and 27th August. 
POLICE/AMBULANCE/FIRE: Police 221-5348; Ambulance 241-2288 
and 241-1488; Fire Brigade 223-2447 and 193. 

TELEPHONES: Telephone on quayside. If telephone required onboard 
48 hours notice required. 

IDENTITY CARDS: Foreign Crew members not permitted to go ashore 
without presentation of Identity Card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The Identity Card must be delivered on disembarkation to the 
Federal Police who will return it to the Crew member on re-embarkation. 
GENERAL: Prevailing winds: Summer months — N.E. Rainy season — 
S.E. with strong South winds during July/August/September and strong 
undertow during August/September. 

DEVELOPMENTS: The Salgema marine terminal has been built across 
the bay. It consists of a jetty 1,300 m. long. The loading platform will 
allow 18,000 d.w.t. vessels to load in 7.6 m. depth. 


Loading Caustic Soda 12 in. line 330/350 cu.m./hr. 
Ethylene Chloride 10 in. line 330 cu.m./hr. 
Ethylene Cryogenic 8 in. line 330 cu.m./hr. 


AUTHORITY: Administracao do Porto de Maceio, Rua Sa de 
Albuquerque, Jaragua, 57000 Maceio, Alagoa, Brazil. Tel: (082) 231- 
1999. Telex: 822153. Contact: Lafayete Pacheco Neto, Administrator. 


MANAUS: 03.08 S. 60.00 W. 


DOCUMENTS: See ‘General’ before first port. 
PILOTAGE: Pilots join vessel at Belem and make the round voyage 
back to Belem. Vessels entering via North Channel take a Pilot at 
Santana. No Pilots from Barra Norte to Santana. 
ANCHORAGES: Suitable places can be indicated by the Pilot. 
Anchorage for vessels over 3,000 g.r.t. Lat. 03°09’ 00” S., Long. 
60° 01' 48” W. 
Anchorage for vessels of less than 3,000 g.r.t. Lat. 03° 09’ 00" S., 
Long. 60° 02' 12” W. 
Vessels impounded or requiring 
Lat. 03° 08’ 30” S., Long. 60° 02’ 30” W. 
Vessels in quarantine Lat. 03° 08’ 48” S. Long. 59° 55’ 48” W. 
RESTRICTIONS: Passage across Barra Norte to be made at HW only. 
Berthing and unberthing preferably takes place at Manaus in daylight. 
MAX. SIZE: Entry to the Amazon via the North Channel; max. draft 30 ft. 
Via Belem; draft 29 ft. with a length up to 175 m. and draft 24 ft. with a 
length up to 210 m. 


(See Plan) 


considerable repairs 
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HEALTH: See “General” before first port. All ships must be visited by 
Port Health Inspector. If vessel has passengers in transit for another 
Brazilian port, another visit will be required at port where passengers 
disembark. If ship's health condition satisfactory, Inspector will give Free 
Pratique immediately. Radio Pratique available if Master able declare 
satisfactory health condition before arrival. Free Pratique is valid for 
subsequent ports in Brazil. 

If there is a crew member to be hospitalised, the Health Inspector will 
issue pass to hospital on request of Master or Agent who will be made 
responsible for all expenses incurred. 

Inoculations for International Certificates can only be given by an 
employee of the Port Health Authority. 


RADIO: Salinopolis Radio or Rio Radio. There is also Barbados Radio 
Station at Belem. 


TUGS: 1210 h.p. and 1 = 1,680 h.p. 


BERTHING: Arranged by Agent who asks permission from local Port 
Authorities to provide a berth. All berths suitable for vessels able to 
navigate the river. 

Two floating stages in “T” jetty form. 

Easterly stage 272 m. long. Floating roadway 252 m. 

There are 3 cranes on this stage. 

Westerly stage 275 m. long. Floating roadway. No cranes. 

Water depth 35 m. — 45 m. at both stages. 

Warping buoys must be used when leaving stages as there are no 
tugs. 

A third stage is planned. 

A stone jetty 500 m. long will shortly be available for year round 
operations, when it has been fitted with Portal cranes. 

Moageria Berth: Used for the discharge of bulk grain, one tube, rate 
30 t.p.h. 


EQUIPMENT: Electric Cranes: 33.2 tons capacity (on rails). 
Mobile Cranes: 3x10 tons capacity, 1x9 tons capacity, 115 tons 
capacity, 1x50 tons capacity. 
Floating Cranes: 1100 tons capacity (name — “Joao Pessoa”), 1* 15 
tons capacity. 
Fork Lifts: 143 tons capacity, 6x5 tons capacity, 82.5 tons capacity, 
3x25 tons capacity. 

Additional fork lifts with 10 tons capacity available. 
Trucks: 27 trucks for moving cargo. 2 heavy lift trucks with 45 tons 
payload. 2 trucks with 10 tons payload. 


STEVEDORES: Available. 
MEDICAL: Doctors and hospital facilities available. 


TANKERS: Copam Refinery Berth: A floating pontoon with buoy 
moorings ahead and astern. Vessel berths starboard side to, using port 
anchor. 

Facilities for crude discharge. Products only loaded. No dirty ballast 
facilities. 
No. 1 Terminal: Vessel lies to 4 buoys, and picks up a floating line, 
normally attached to the bank. Available for products only. 


DENSITY: Fresh water. 
FRESH WATER: Not suitable for drinking purposes. 


FUEL: Bunker C and Diesel. Available ex-barge or at the terminals. 

Petrobras Distribuidora S.A., Av. 7 de Setembro, 1251 s/511. Tel: 
232-5482. 

Shell do Brasil S.A., Rua Ferreira Pena 222. Tel: 232-5881. 

Texaco do Brasil S.A., Av. Presidente Castelo Branco 720. Tel: (092) 
234-2980. 

Esso Brasileira de Petroleo S.A., Rue Recife, Adrianopolis. Tel: (092) 
232-1886. 

Also see “General” before first port. 


CONSULS: Following countries are represented at Manaus: 


Belgium France Panama 
Bolivia Germany F.R. Peru 
Colombia Great Britain Portugal 
Denmark Italy U.S.A. 
Ecuador Japan 


REPAIRS: Very limited facilities available. 

GANGWAY/DECK WATCHMEN: Compulsory. 

OPENING/CLOSING HATCHES: Performed by stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes per man. Only normal daily 
consumption wine/spirits allowed. 

REPATRIATION: Can be arranged. 

AIRPORT: Regular daily international flights from Manaus Airport. 
TIME: GMT minus 5 hours. 

HOLIDAYS: National Holidays: 1st January, 21st April, 1st May, 
7th September, 12th October, 15th November, 25th December. 
Municipal Holidays: Good Friday, Corpus Christi, All Soul's Day, 
8th December (Devotion to Our Lady the Patroness Saint of Manaus). 
POLICE/FIRE/AMBULANCE: Civil Police Tel: 22113; Maritime Police 
22315; Fire 21155; Ambulance 21112. 

TELEPHONES: Arrangements can be made for telephone connections 
on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

SHIP SUPPLY SERVICE: Contact: Helijet Aero Taxi Ltd., Km. 4, Estr. 
T. Tapajos. Tel: (092) 236-2150 and (092) 236-7611 for helicopter 
air-lift service. 

AUTHORITY: Administracao do Porto de Manaus, Rua Taqueirinha 25, 
Centro, Manaus, Amazonas, CEP 69.000 Brazil. Te/: 232-4250. Telex: 
(0922) 109. Contact: Nelson Pedro de Aguiar Falcao, Port Administrator. 
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NATAL: 05.47 S. 35.12 W. (See Plan) 
LOCATION: Port situated on East bank of Potengi River, 2 miles from 


sea. 
PORT LIMITS: The port area is considered to be the estuary of the 
River Potengi between the parallels 05° 45’ 36” S. and 05° 46’ 42” S. 
DOCUMENTS: See “General” before first. 

Clearance: The visiting area for the Health Inspector of the Ports, 
Federal Customs & Maritime Police is close to the point of receipt of the 
Pilot (05° 45’ 06” S.—35° 11’ 18” W.). In special cases, these Authorities 
may permit visits to be made with vessels already berthed. Also see 
“Health”. 

APPROACHES: Access Channel: This is shown on Nautical Chart 802 
(DHN). Width 90 m. to 400 m. Minimum depth: 7 m. in relation to the 
Reduction Level of the Nautical Charts. Critical Points: The area between 
the entrance to the bar and the Manimbu Light. 

Tides: Average speed on ebb: 3.5 knots at high tide and 1.3 knots at 
periods of low tides. Average speed of the rising tide: 1.5 knots coming 
up river. 

PILOTAGE: Pilotage is obligatory from the point of receipt of the Pilot 
(05° 45’ 06” S. — 35° 11’ 18” W.) up to any point in the port area. 

Request for the Pilot must be made to the Pilots’ Association of the 
Rio Grande do Norte (Rua Silva Jardim, No. 1 — Ribeira Tel: 222-1613), 
with a minimum of 3 hours in advance of requirement. The Pilots 
Association has VHF, working on Channels 6, 8, 10, 11, 12, 13 and 
Channel 16 (for calling up), throughout 24 hours. Normally the Pilot will 
be on board within 2 hours, when the request has been made on working 
days, during the period between 0800 hrs. and 1800 hrs. Normally Pilots 
go out to vessels in a red launch with the letter “P” painted in black. 
When very strong winds are blowing, it is recommended that Masters 
manoeuvre vessels in order to allow the Pilot's cutter to come alongside 
on the lee side. 

ANCHORAGES: 
(a) For vessels of more than 3,000 g.r.t. — between the access 
channel and the right bank of the River Potengi, with effect from 
the parallel of 05° 45’ 30” S. to parallel 05° 46’ 00” S. 

(b) For vessels of up to 3,000 g.r.t. — between the access channel 
and the left bank of the River Potengi, with effect from paralle! 
05° 46’ 30” S. to parallel 05° 46’ 48" S. On anchoring, this must 
be done leaving a free area of a minimum of 80 m. in the access 
channel to the Almirante Ary Parreiras Base. 

(c) For quarantine vessels — the area between parallels 
05° 45’ 24” S. — 05° 45’ 36” S. and meridians 35° 11’ 06” W. and 
35° 11’ 24” W. 

(d) For pleasure craft — between the access channel and the right 
bank of the River Potengi, going from parallel 05° 45’ 48” S. to 
the parallel of 05° 46’ 00” S., near to the yacht club. 

RESTRICTIONS: 

(a) The maximum speed permitted for navigation in the River Potengi 
for vessels of over 20 g.r.t. is 8 knots. 

(b) The access channel to the port in the area included between the 
bar and the Manimbu Light does not permit simultaneous traffic 
of vessels going in opposite directions. 

Manoeuvring Area: Between the parallels of 05°46'30"S. - 
05° 46’ 06” S., in an area of 300 m. starting from the port quay and from 
the line which joins the North end of the quay to the North dolphin of 
the Terminal for PETROBRAS fuel. Depth: from 6m. to 11m. It is 
expressively prohibited to anchor any vessel in this area, which is 
reserved for the manoeuvres of berthing and unberthing. 

MAX. SIZE: Length 520 ft., draft up to 23 ft. 6 in. at spring tides. 
HEALTH: Official visit made on vessel's arrival if between 0700 hrs. and 
1900 hrs. Visits can be arranged at other times. 

The inspection area of the Port Health, Federal Receipt and Maritime 
Police authorities is 04° 45’ 06" S. and 35° 11’ 15” W. 

TUGS: Not available. 
BERTHING: 

(1) Port Quay: 400 m. long with 13 berthing bollards. Quay has a 
depth of 8 m. in front of warehouse A-2 and 7 m. in front of the 
rest of the quay, in relation to the reduction level of the Nautical 
Charts. 

(2) The PETROBRAS Fuel Terminal: Situated 200 m. downstream 
from the port quay, has a distance between dolphins of 100 m. 
and a depth of 8 m. in front of them (starting from a distance of 
20 m. in the direction of the port quay, the depth decreases to 
7 m.). 

There are no special rules; however, the process will be most rapid 
and safe if berthing is made port side to on an ebb tide and unberthing 
being effected on a rising tide. 

STORAGE FACILITIES: 

(1) Within the Port: 

Warehouses: 3 for general cargo. Usable total area: 3,945 sq.m. Total 
capacity: 18,200 cu.m. 

Cold Store: 1 with a usable area of 925 sq.m. and a capacity of 140 tons. 
It is rented for operation to the Companhia de Produtos do Mar 
(PRODUMAR). 

Open Storage Areas: 2 with a usable area of approx. 10,000 sq.m. 
Covered Storage Areas: 2 with an area of 800 sq.m. 

(2) In the Vicinity of the Port; 

Warehouses: 3 belonging to the Firma Comercio e Industria de Fibras, 
situated in the Avenida Hildebrando de Gois, 117 to 137. Usable total 
area: 2,400 sq.m. Total capacity 12,000 cu.m. 

Silos: 2 belonging to Natal Industrial S.A. and operated by the firm 
Moinho Natal. Total capacity: 4,800 tons. 

PORT EQUIPMENT: 

Cranes: 2 electric, jib type with a capacity for 2 tons. 

2 on wheeled tyres, with a capacity for 8 to 9 tons (but these are out of 
operation). 

Stackers: 16 Yale type, 8 of them in operation and 8 out of action. 
Rolling bridges: None. 


Loaders: None. 

Suction Units: 2 mobile on tyred wheels, with a real capacity of 10 t.p.h. 
From the suction units, the wheat is carried out along a subterranean 
gallery and from this, by a cargo transfer unit, and a transport platform 
to the silos of Moinho Natal. 

The Port Administration has 5 trucks, 3 tractors and 2 lorries. 
STEVEDORES: On working days, Sundays and Public Holidays the 
following is the work timetable: 

Day period 
0700 to 1100 — Common Day 
1100 to 1300 — Meal Break 2300 to 2400 — Meal Break 
1300 to 1700 - Common Day 0000 to 0400 — Common Night 
1700 to 1900 — Possible Overtime 0400 to 0600 — Possible Overtime 

0600 to 0700 — Meal Break 

LOADING: When loading sugar bags, only canvas-bottomed slings to 
be used. Shippers will not permit loading with ordinary rope slings. 
Suitable slings can be hired from shore. Six slings required for each 
working gang. 
MEDICAL: Hospitals and doctors available. 
TANKERS: Oil berth suitable for vessels up to 520 ft. length. 
FRESH WATER: 
(1) On the Port Quay 

The supply of water is made by the Companhia de Aguas e Esgotos 
do Estado do Rio Grande do Norte (CAERN). 

There are 12 hydrants spaced 22 m. apart with a discharge capacity 
of 6 t.p.h. 

(2) At the PETROBRAS Oil Terminal: 

The system of water supply is via one hydrant. 

FUEL: There are no oil barges. Supply of diesel oil for vessels moored 
at the Port Quay is made by means of tanker lorries. Vessels can also 
be bunkered at the Fuel Terminal of PETROBRAS, which has a 4 in. 
pipe and capacity for supply of 30 to 40 t.p.h. 

Orders can be made via the local ship's Agency, with a minimum of 

48 hours’ notice in advance. 

CONSULS: France, Italy, Lebanon, Portugal and Spain. 

REPAIRS: There is a Naval Base at Natal, which apart from providing 
service to naval vessels, also deals with merchant vessels requiring 
repairs. The Base has seven departments, Mechanical, Naval 
Carpentry, Electricity, Electronics, Sails, and Painting, and a Docking 
System comprising two floating docks and one office ship. The Goias 
Dock has a capacity for vessels up to 1,000 tons and 4.80 m. draft. 
There is a ballasting service. 

The City of Natal Dock has a capacity for vessels up to 2,800 tons 
and 5.80 m. draft. 

Apart from other facilities, the Base has maintenance, refrigeration 
and kitchen services, which can be placed at the disposal of vessels 
during repairs to their own installations. 

CUSTOMS ALLOWANCES: One opened bottle spirits and 200 
cigarettes per crew member per week. 

AIRPORT: There is the Airport of “Augusto Severo” (20 km. distance 
from the port) situated in the Municipality of Eduardo Gomes. There are 
direct flights to Fortaleza, Recife and the rest of the country. 
POLICE/AMBULANCE/FIRE: Police: Tel. 222-3656, Fire: Tel. 231- 
3581 or 193. 

EMERGENCY CO-CORDINATION: 

(a) 2 corvettes and 1 tug of the Grupamento Naval do Nordeste — 
These will be put into action by the command of the Third Naval 
District in cases of emergency on the request of the ship's Agent 
or his legal representative. 

(b) Tugs of the concerns which operate in support to the 
PETROBRAS platforms, actioned by the Captaincy in 
accordance with the RTM, and on request of the interested party. 

TELEPHONES: No facilities exist. 

HOLIDAYS: Local Holidays: 6th January — Holy Kings; 21st November 
~ Our Lady of Presentation (Padroeira). 

GENERAL: Garbage: There is no collection of rubbish by the Port 
Administration. It is the responsibility of every vessel to deposit their 
rubbish in a container on the quay which is collected daily by a lorry of 
the Department of Urban Cleansing of the Prefecture of Natal. 
AUTHORITY: Companhia Docas do Rio Grande do Norte (CODERN), 
Av. Hildebrando de Gois, Ribeira, Natal, Rio Grande do Norte, Brazil 
CEP — 59.000. Contact: Ivan Reis de Lima, Administrator. 


Night Period 
1900 to 2300 — Common Night 


NITEROI: 22.53 S. 42.08 W. 


LOCATION: The Port of Niteroi is situated in the inlet of Sao Lourenco, 
on the East coast of the Bay of Guanabara. The area is covered by 
D.H.N. Chart Nos. 1510, 1511 and 1512. 

APPROACHES: The access channel is 1,400 m. long, 70 m. wide and 
6 m. deep. 

PILOTAGE: Compulsory. 

ANCHORAGE: See D.H.N. Chart Nos. 1510, 1511 and 1512. 

MAX. SIZE: 20,000 d.w.t., previously lightened at Rio de Janeiro. 
BERTHING: The manoeuvring basin is 430 m. long, 250 m. wide and 
6m. deep. The quay is 450 m. long, 7 m. depth with 20,000 sq.m. of 
open storage. There are 2 warehouses with a capacity of 3,300 sq.m. 
CRANES: 11.5 tons electric jib crane and 120 tons mobile crane. 
BULK HANDLING FACILITIES: At the S.W. extremity of the port, in 
the external quay area, there is a wheat silo which is the property of 
Moinho Atlantico and comprises of 13 cylindrical cells with a static 
Capacity for storage of 15,000 tons. Its construction is of reinforced 
concrete. This silo is connected by a Radler type elevated transporter 
a ot ate suction unit of the ‘Buller’, type with a nominal capacity 
ie) t.p.h. 


BRAZIL 


PORT EQUIPMENT: Stacker trucks: 5 with a capacity of 2 to 10 tons; 
winch: 1 of 60 tons; tractor on wheels: 1; rolling bridges: 4 of 1,500 kg. 
FRESH WATER: Available ex-quay, 14 hydrants with 2.5 in. dia., rate 
20 cu.m./h. Also there are 2 barges, each with 100,000 litres capacity. 
FUEL: Available from Petrobras. 
REPAIRS: Can be undertaken. 
DRY DOCKS: “Almirante Guilhem” Floating Dock: Length 200 m. Inner 
width: 34 m. Clear width between fenders: 32.80 m. Moulded depth 
15.60 m. Height of keel blocks: 1.75 m. Max. draft over keel blocks: 
7.75 m. Lifting capacity: 15,000 tons. Cranes: 10 ton capacity. 
Slipways: 1. 100m. (length)x 12.5 m. (width)x5,200 tons capacity. 
2. 60m.x9.5m.x1,000 tons capacity. 3. 50m.x8.3m.x500 tons 
capacity. 
Above facilities operated by ENAVI. Tel: 719-9292. Telex: (021) 32049 
ENAV. 
HOLIDAYS: National Holidays: 1st January; 21st April; 1st May; 
7th September; 12th October; 15th November and 25th December. 
Regional Holidays: 24th June and 22nd November. 
Movable Holidays: Monday and Tuesday of 
Wednesday, Good Friday and Corpus Christi. 
Commemorative Holidays: 28th January (port workers); 28th August, 
28th October; 30th October; 2nd November (All Saints). 
AIRPORT: Santos Dumont and the International Airport of Rio de 
Janeiro. 
TIME: GMT minus 3 hours. 
GENERAL: Niteroi Port Authority serves traditionally the specific areas 
of the Municipality of Niteroi, apart from acting as a support base for the 
oil rigs which operate in the Campos Basin. It is able to receive Roll- 
on/Roll-off type vessels and this port acts as an important alternative 
for vessels of this sort which are intended for the Rio de Janeiro region. 
AUTHORITY: Porto de Niteroi, Av. Feliciano Sodre 215, 24.030 — Niteroi 
— RJ. Tel: (021) 718-3182, 719-5197, 717-2483. Contact: Engineer 
Antonio Manne, Manager. 


Carnival, Ash 


OBIDOS: 01.51 S. 55.35 W. 


LOCATION: Located on the left bank of the River Amazon in the town 
of Obidos, State of Para. 

MAX. SIZE: 7,000 d.w.t. 

BERTHING: Length of berth 35m. Depth alongside 10.0m. One 
warehouse of 420 sq.m. Open storage area of 600 sq.m. Floating 
pontoon of 39 m.x6.5 m. 1 mobile crane and 2 stacker trucks available. 

Marginal quay available for small vessels. 

AUTHORITY: Companhia Docas do Para, Avenida Presidente Vargas 
41 — 20 Andar, Belem, Para, Brazil. Te/7 223-0056, 223-2066. 


PARANAGUA: 25.30 S. 48.30 W. 


(%) Indicates information received from a ship's Agent’. 

PORT LIMITS: The port is limited by co-ordinates Lat. 25° 29’ 45” S. 
and 25° 30’ 12” S. Long. 48° 32’ 06” W. and 48° 30’ 00” W. which also 
include commercial and inflammable berths. 

DOCUMENTS: Also see General” before first port. 

The visiting areas for the Port Health, Federal Receipt and Maritime 
Police are those mentioned as areas 1, 2, and 3. See ‘“Anchorages”. 
Normally visits are made at the quay, after berthing. 

Documents for clearance inwards of foreign vessels: 

a) Certificate of Registration. 

b) Classification document for the vessel in the port of registration. 

c) International Load Line Certificate. 

d) Safety Certificate for Passenger Vessels or Safety Construction 
Certificate for Cargo Vessels. 

e) Safety Equipment Certificate for Cargo Vessels. 

f) Safety Certificate for Radio-telegraphy or Radio-telephony on 
Cargo Vessels. 

g) Exemption Certificate, in respect of the foregoing certificates, where 
applicable. 

h) Safety Certificate for Nuclear Vessels. 

i) Certificate or other Financial Guarantee in respect of the 
International Convention governing Civil Responsibility in Damage 
caused by Oil Pollution, 1969. 

Federal Receipt and Port Health Clearance. 
Bill of Lading for postal purposes, where the vessel carries mail. 
Copy of the payment docket in respect of the tariff for using 
lighthouses. 
Crew List. 
Written declaration from Master or Owner stating name and 
address of legal representative in the port. 
Cargo Manifest. 

National Vessels: 

(1) Up to date equipment roll, accompanied by extra-roll licences 
and those for extra tonnage. 

(2) List of Crew members in duplicate. 

(3) Inscription and Registration Pass Book (CIR) or pass books of 
personal inscription (CIP), for verification as deemed necessary; 

(4) List of passengers; 

(5) Load Capacity Sheet, for checking the categories of Crew 
members taken on board and checking the functions effected 
corresponding to the upper category; 

(6) Cargo manifest; 


(See Plan) 
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(7) Terms of Inspection in dry dock and afloat or Certificate of 
Regularisation of the vessel; 

(8) Provision of Register of the Maritime Tribunal, with statement of 
the name of the Master and his category or Document of 
Registration (CP-1); 

(9) Ship's Log. 

(10) Certificate of authorisation of the vessel's line or of extraordinary 
voyage, issued by the Superintendency of the National 
Mercantile Marine (SUNAMAM), except for “tramp” vessels. 
Certificate of Safety of Passenger vessels, for deep sea vessels 
and long distance coasting; 

Certificate of Safety of Construction of cargo vessels, for deep 
sea vessels and long distance coasting; 


(11) 
(12) 


(13) Certificate of Safety Equipment on cargo vessels for deep sea 
vessels and coasters; 

(14) Certificate of Safety of radio telegraphy and radio-telephony on 
cargo vessels, deep sea and coasting vessels; 

(15) Certificate of Exemption, corresponding to the certificates 
mentioned above; 

(16) Freeboard Certificate. 

(17) Certificate or other financial guarantee corresponding to the 
International Convention covering Civil Responsibility for 
Damages caused by Oil Pollution, 1969; 

(18) Passes issued by the Delegation of Federal Receipt (Customs), 
Port Health, Federal Police and Postal Authorities when the 
vessel carries mail bags (only for vessels destined for foreign 
countries); 

(19) List of relatives of the Master and the Crew; 

(20) Authentic Xerox copy of the last payment form of pension 


contributions to the INPS or FUNRURAL, paid by the Charterer 
or Owner; 
(21) Certificate of Tonnage or tonnage calculation notes. 
(%) Documents required on arrival and amount of each: 
Doctor Police Customs Agency Total 
Provision List = 3 
Crew List 1 
Voyage Memorandum - 
Personal Effects of Crew - 
Baggage Declaration (when 
disembarking Crew members) 
Health Declaration 
Free Pratique 
Vaccination List 
Clearance from last Brazilian 
port of call ~ 1 1 - 2 
Cargo Manifest from each 
port where cargo loaded 
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for Paranagua - - 1 - 1 
Bill of Lading from each port where 
cargo loaded for Paranagua - - 1 - 1 


Negative Cargo Manifest from each 
port of call where no cargo 
loaded for Paranagua - - 1 - 1 


PILOTAGE: Pilotage is compulsory for foreign vessels and tankers, 
propane carriers and those carrying explosive cargo under the Brazilian 
flag, of any GRT, from the point at which the pilot boards, shown on 
OHN Chart No. 1821, approaching the port by the South East or Galheta 
channels as far as the berth. 

Pilotage is optional for vessels of Brazilian flag of less than 500 GRT 
and for national or foreign support craft whilst they are operating in the 
Port of Paranagua with Brazilian crews or which have in their crew a 
Brazilian mariner of the category of Nautical Official or Master of 
Coasting. 

Pilotage can be requested via the Ship's Agent, 4 hours in advance, 
stating time of entry or departure of vessel. Vessels approaching 
Paranagua should contact Paranagua Radio, Channel 16 VHF, two 
hours prior to arrival in the Pilot waiting area. 

The Pilots’ Association maintains permanent watch on Channel 16 
VHF, passing traffic on VHF Channels 10 and 13. (Tel. 422-0530, 422- 
1560 and 422-1570). The greatest restriction for Pilots is the condition 
of the sea, which in Galheta Channel, with the sea above Force 4 — 
makes the passage of the pilot cutter difficult. 

ANCHORAGE: Vessels must anchor in the areas circumscribed by the 
coordinate points mentioned below: 

(a) Area “1” intended for vessels of less than 180 m. in length and 
a draft of less than 9.45 m. = 31 ft. Priority of anchorage is accorded in 
this area to vessels within these limits which have to be bunkered by 
TEFRAN-SEPAR, with fuel and lubricant oils for their own consumption. 


Point Latitude South Longitude West 
A 25° 29’ 32” 48° 31’ 28" 
B Ba Hee uh 48° 31' 28” 
Cc 20,240' 017 48° 33’ 31” 
D 25° 29’ 40” 48° 33' 31” 


(b) Area “2” to the South of the Galheta Channel: Intended for 
vessels in one of the following situations, or of the types and sizes 
mentioned below, with the order of priority being observed for 
anchorage.: 

1. Vessels of any size in quarantine; 

2. Vessels of any size operating with explosives; 

3. LASH type vessels; 

4. Vessels which require to bunker with fuel oil and/or lubricants, 
for their own use; and 

5. Vessels over more than 180 m. overall length. 


Point Latitude South Longitude West 
A 25° 29' 45" 48° 26' 14” 
B 25° 30’ 10” 48° 26' 14” 
Cc 25° 29' 46" 48° 27' 10" 
D 25° 30' 07” 48° 27' 10" 
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Area “2” to the North of the Galheta Channel: intended for vessels in 
one of the following situations, or of types and sizes mentioned below, 
observing the order-of priority for anchoring in which they are located: 

1. LASH type vessels. 

2. Vessels requiring to bunker with fuel oil and/or lubricants for their 
own consumption; and 

3. Vessels of more than 180 m. overall length. 


Point Latitude South Longitude West 
A 25° 29’ 08" 48° 26' 17" 
B 25° 29’ 30" 48° 26' 17” 
Cc 25° 29’ 34” 48° 29' 43” 


D 25° 29’ 10" 48° 29' 43” 

OBSERVATION: 1. Vessels which anchor in these areas must be 
positioned as closely as possible to the port of Paranagua, i.e. as close 
as possible to the Western limit of the area; and 

2. Whilst a vessel with specific priority is in these areas, and another 
arrives with greater priority, it will goto another area, allowing the arriving 
vessel to take up position. 

(c) Area “3” intended for vessels to be subjected to Health inspection 
by the Port health Inspectorate or authorised body. The Ship’s Agents, 
consigners of vessels involved in such cases, must, after obtaining from 
the pilot the estimated time of anchorage in this area, inform the 
corresponding authorities, sufficiently in advance, so that appropriate 
action may be taken. 


Point Latitude South Longitude West 
A 25° 29’ 46" 48° 27’ 10” 
B 25° 30’ 07" 48° 27' 10” 
Cc 25° 29' 48" 48° 28’ 00" 
D 25° 30’ 03” 48° 28'-00" 


(d) Area “4 intended for vessels with an overall length less than 
140 m., and a draft less than 6.1 m. (20 ft.). 


Point Latitude South Longitude West 
A 25° 29’ 16” 48° 30’ 19” 
B 25° 29’ 30” 48° 30' 19” 
Cc 25° 29' 16” 48° 31’ 28" 
D 25°29) 32%: 48° 31’ 28” 


(e) Area “5” intended for vessels of overall length more than 180 m. 
and draft less than 9.14 m. (30 ft.). 


Point Latitude South Longitude West 
“A 25° 29' 45" 48° 26' 14” 

B 20,30, 12- 48° 26’ 14” 

C ates 25° 30’ 05” 48° 24’ 45” 

D 25° 30’ 26” 48° 24’ 45” 

E 25° 30' 20" 48° 24’ 20” 

F 25°.30' 30” 48° 24’ 46” 


(f) Area "6" anchorage for the port of Antonina. 


Point Latitude South Longitude West 
A 25° 28' 34” 48° 37’ 41” 
B patos HH 48° 37’ 41” 
Cc 25° 28’ 30" 48° 38’ 37” 
D 25° 28' 47" 48° 38’ 37” 


(g) Area “7” intended, exclusively, for the anchorage and berthing of 
barges used in transport of “off-shore” platform structures. 


Point Latitude South Longitude West 
A 25° 32! 28” 48° 22’ 09" 
B 25° 32’ 42" 48° 22' 14” 
Cc 25° 32’ 28" 48° 22’ 35” 
D 25°32" 4a" 48° 22’ 16" 
= 25° 32’ 54” 48° 22’ 10" 


(h) Area “8” intended for vessels of overall length more than 180 m. 
and draft less than 8.20 m. (27 ft.) 
A 


25° 29' 26" 48° 24' 34" 
B 25° 29’ 44" 48° 24' 48” 
Cc 25° 30’ 00” 48° 23' 42” 
D 25° 30’ 17” 48° 23' 54” 


(i) The anchorage for sport and recreation vessels must be effected, 
preferably, in area 1 or in the River Itibere, and Cotinga Point, in 
accordance with the buoy restrictions. More details are available from 
the Captaincy of Ports Regulations. 

RESTRICTIONS: The access channels — Galheta and South East are 
marked on charts 1821 and 1822 of the National Brazilian 
Hydrographical Dept; the Galheta Channel, normally used, is dredged 
to a depth of 12.00 m. (39.37 ft.) with a width of 200 m., and a length 
of 12 miles. The official depth of the channel is 11.28 m. (37 ft.) at high 
Spring tides and 9.45 m. (31 ft.) at low tides. The critical points of the 
channel are between the pairs of buoys 3-4 and 7—8, where there are 
currents running across the channel, and with a heavy sea, waves break 
making the departure of pilot cutters difficult. In the S.E. Channel, the 
depth varies from 7.62 m. (25 ft.) to 6.4 m. (21 ft.) 

Tides: There is a difference of approximately one hour between the tide 
in the port and at the bar. At the Galheta Bar, the current may reach a 
speed of 4 knots during Spring tides. Also see “Berthing”. 

MAX. SIZE: See “Berthing”. 

HEALTH: Authorities visit vessels at the anchorage. Port Health Service 
Tel: 422-0594. 

(%) Note: Compulsory Sanitary Inspection, prior to docking, is carried 
out at special anchorage, for vessels proceeding direct from the foliowing 
countries: U.S.A., Mexico, all Central America, Trinidad, Colombia, 
Venezuela, Guyana, Suriname, French Guyana, all African countries, 
all Asiatic Countries, Australia, Polynesia. 

Special areas are provided for vessels according to their lengths and 
drafts. Also for Sanitary Inspection special areas are provided in the 
vicinities of Ilha das Cobras (Cobras Island). 
RADIO: Paranagua Radio, call sign PPG. VHF Channels 24, 25, 26 and 
27 for vessels navigating close to the port. 
TUGS: Private tugs owned by Wilson Sons S.A.:3 = 2,170 h.p. (bollard 
pull 33.4 tons), 1 x 1,200 h.p. (bollard pull 18.5 tons), 1 x 1,680 h.p. 
(bollard pull 18.4 tons). 

2 private tugs owned by CIA. de Navegacao das Lagoas. 


BERTHING: Manoeuvring Area: (A) The areas for vessel manoeuvres 
have a width of 700 m. along the whole length of the quay with varying 


depths 
1) Section “A” 
10.06 m. = 33 ft., at low tide. 
11.28 m. = 37 ft. at high tide 
2) Section “B" 


in section “B", between the mooring heads, from Numbers 01 to 18: 


11.28 m. = 37 ft., at full Spring tide 
10.67 m. = 35 ft., at full Neap tide 
7.62 m. = 31 ft., at low tide 


3) Sections “B” and “C" 
In Section “B”, from mooring head number 18 as far as Section “C”, 
and all along that section 
9.45 m. = 31 ft., at high tide 
7.62 m. = 25 ft., at low tide 
4) Inflammables Quay 
a) Pier No. 2 — Internal berth 


Max. drafts: 

9.14 m. = 30 ft., at Spring high tides 
8.23 m. = 27 ft., at Neap high tides 
7.01 m. = 23 ft., at low tide 


Max. vessel overall length = 176 m. 

b) Pier No. 2 — External berth 

Max. drafts: 

11.28 m. = 37 ft., at Spring high tides 

10.67 m. = 35 ft., at Neap high tides 

9.45 m. = 31 ft., at low tide 

c) Pier No. 1 — Propane berth 

Max. drafts: 

5.79 m. = 19 ft., at Spring high tides 

5.18 m. = 17 ft., at Neap high tides 

3.96 m. = 13 ft. at low tides 

Max. overall length of vessels = 145 m. 

At Section “B” berths, use of pontoons is obligatory for vessels of 
drafts greater than 27 ft. At the section “C”’ berths, it is convenient to 
use pontoons for vessels with drafts greater than 25 ft. 

(B) Restrictions: 

(i) Max. passage 50 m. = 164 ft. 

(ii) Max. speed over the bottom = 9 knots 

(iii) Vessels cannot move with trim or list when at the max. draft. 

(iv) The max. depths at Spring and Neap tides shown above can only 
be used frorn 3 days before to 3 days after two days of full or new moon 
and two days of fourth crescent or waning moon, respectively. 
Nevertheless, the Tide Table must be consulted for the day in question 
in order to ensure a sheet of water over the keel of the ship greater than 
or equal to 8% of the depth at Spring tides or equal to 15% at Neap 
tides. 

(v) Vessels with drafts between 35 ft. and 37 ft., inclusive, at Neap 
and Spring high tides, can only be moved with tugs, without using their 
propellers, along Section B” of the channel (area facing Warehouses 
01 and 02). 

(vi) At the internal berth of Pier No. 2, night manoeuvres can only be 
effected with adequate illumination so that the whole berth and the area 
next to the deck and bridge are clearly visible, and at the discretion of 
the Master of the vessel. 

(vii) At the internal berth of Pier No. 2, vessels can only manoeuvre 
during ebb tides and when the current is equal to or less than four tenths 
of a knot, i.e. the manoeuvres will be effected from commencement of 
ebb to a maximum of 2 hours afterwards; when the draft of the vessel 
\s equal to or less than 22 ft., manoeuvres can be effected during 2 hours 
prior to ebb maximum until the completion of ebb. 

(viii) In berthing manoeurvres at the internal berth of Pier No. 2, the 
minimum distance at which the end of the vessel (bow or stern) must 
be to the bridge is 10 m. 

Traffic in port: 

(a) No crossing or overtaking is permitted by vessels in the access 
channel if visibility is less than 2 miles. 

(b) Crossing or overtaking is not permitted when one of the vessels has 
a draft exceeding 7.92 m. (26 ft.), between pairs of buoys 1-2 and 
13-14. The vessel which has the current running at its stern, in this 
event, has preference in the manoeuvre, the other vessel being 
required to wait for it to pass. 

Stay in Port: 

After completion of operations, vessels must unberth within 1 hour, 
except where request has been made previously to the Port 
Administration and approval has been given. 

BERTHING FACILITIES: 

(a) Quays: 

(1) Commercial Quay: Total length 2,106 m. with the following depths: 
420 m. with a depth of 10 m.; 

1,170 m. with a depth of 8 m.; 
516 m. with a depth of 12.0 m.; 
Mooring bollards every 25 m. 

(2) Inflammables Quay — Secondary Pier (for Propane Carriers) 
berthable only on the outside, for vessels with max. length of 145 m. 
and draft up to 19 ft. 

Principal Pier (Pier No. 2) — berthable on both sides, external and 
intenal. Length of 184 m. and 174 m., bollards spaced 46 m., apart. 

(6) Warehouses/Cold Stores/Silos/Open storage areas: 

(1) Warehouses: 21 warehouses for general cargo, with total area of 
56,400 sq.m. and total volume of 282,000 cu.m. 

(2) Cold Stores: One cold store for 7,000 tons, operated by a private 
company on rental. 

(3) Silos: Two vertical silos with total capacty of 110,000 tons. 

Four horizontal silos with capacity of 68,000 tons. 

Privately-operated silos: 

One vertical of 10,000 tons. 
Nine horizontal silos, total of 285,000 tons. 
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(4) Open areas: General cargo — 27,000 sq.m. 
Heavy lifts 14,000 sq.m. 
Containers 22,000 sq.m. 
Fertilisers 3,000 sq.m. 
Next to the port area are many warehouses, providing a rear-area 
with a capacity of 1,000,000 tons. 
Also see “Bulk Handling Facilities”. 


CARGO HANDLING EQUIPMENT: 
Cranes: 1x40tons, 1x30tons, 4x12.5tons, 10x6.3tons and 
5x3 tons. 1130 ton (Lorain) mobile crane. 1 bridge crane for 20 ft. — 
40 ft. containers. 

Port Authority heavy lift floating crane: 100 tons capacity. 
Stacker Trucks: 8x7 tons, 8x5 tons, 15x3.5 tons, 182.5 tons and 
1x2 tons. 
Rolling Bridges: 31.5 t.p.h. (2 at Warehouse No. 8 and one at the cold 
store). 
Grabs: 31 x2 cu.m. — 3.8 cu.m. 
Tractors: 4245 h.p. — 105 h.p. 
Ro/Ro: 1 Ro/Ro ramp but dredging is required. 
Side Loaders: 236 tons (for containers). 
Suction Units: 2 fixed in the vertical silo (Warehouse No. 1). Rate 
75 t.p.h. each. 

There are no barges, lighters, workboats or pontoons. 


BULK HANDLING FACILITIES: 

Cargill (Berth 12): One loading tower of 500 t.p.h., movable over a 
distance of 172 m., capacity 20,000 tons (horizontal silo). Also capacity 
for 3,000 tons of bulk oil with capacity of 150 t.p.h. 

Sanbra (Berth 6): At warehouses 6, 6a and 6b. 2 fixed loading towers, 
each 100t.p.h., capacity 12,000 tons. Also two slightly movable 
elevators, with a total loading capacity of about 100 tons. 

At the same berth there is a loading tower, movable over 180 m., with 
a loading capacity of 500 t.p.h. which is connected to a silo of 80,000 
tons. Depth 9.45 m. Air draft 16.0 m. 

Gransol (Berth 4): At warehouses 4 and 5. One loading tower, 400 t.p.h., 
movable over a distance of 150 m. and one fixed, loading rate 100 t.p.h. 
Storage capacity 10,000 tons. 2x 12.5 ton portal cranes for containers 
at Shed 5. 

Socopar (Berth 2): One loading tower, 300 t.p.h., movable over 110 m. 
Storage capacity 64,000 tons. 

Port Silo (Berth 1): (Operated by the Port Administration) one loading 
tower, 300 t.p.h., movable over 150 m. Storage capacity 10,000 tons. 

Cargill and Sanbra can handle vessels loading to 42 ft. by using 
pontoons. Other installations, even with the use of pontoons, can only 
handle vessels loading to 30 ft. 

The new grain terminal at warehouse No. 13 with capacity of 164,000 
tons and 2 loading towers, movable over 162 m., loading capacity 
1,500 t.p.h. each. There are two additional vertical silos each with 
capacity of 110,000 tons. 

Cold Store: Capacity 7,000 tons. 

(%e) Liquid Bulk: Liquid bulk cargoes consist mostly of soya bean, castor, 
peanut and cotton seed oil. Messrs. Cargill have their own storage tanks 
and a loading installation capable of delivering 200t.p.h. All other 
shippers effect their shipments through portable pumps connected to 
tank-trucks. Loading capabilities of portable pumps: 30/50/80 and 
100 t.p.h. Shippers provide the pumps and hoses and particulars are: 

Hoses: Lengths 32 ft., 50 ft. and 100 ft. Diameters 2 in. and 4 in. 

Also see “Developments”. 

STEVEDORES: Working Hours: Daywork: 0700-1100 and 1300-1700, 
overtime 1100-1300 and 1700-1900. 

Nightwork: 1900-2300, 0000-0400. Overtime possible 2300-2400 and 
0400-0600. 

Same working hours are valid for Sundays and holidays with 
20%—100% surcharge. 

MEDICAL: All facilities available. Crew members should hold valid 
International inoculation certificates. 

TANKERS: 2 berths, length 185 m. (outside) and 174 m. (inside). Depth 
alongside 9.0 m.—11.0 m. Bollards 46 m. apart. (%) Max. drafts 31 ft. 
and 26 ft. respectively). 

Propane Quay: Length 142 m., depth 5.79 m. Bollards 46 m. apart. 
Dirty Ballast: Petrobras Terminal has tanks (capacity 4,500 cu.m.) for 
dirty ballast and contaminated oil. At Commercial Quay collected free 
of charge by road tankers. 

DENSITY: Salt water at entrance of the bar. Brackish water inside the 
Bay, which varies with the tides: At HW: between 1013 and 1024. 

At LW: between 1012 and 1013. 

FRESH WATER: 47 hydrants at 45 m. intervals available along the 
quays, rate up to 27t.p.h. There is a water barge with capacity of 
400 tons., pumping rate of 150 t.p.h. It is recommended that vessels 
advise Agent of their requirements prior to arrival, as the delivery rate 
is very low at some berths. 

FUEL: Bunker C, fuel oil, diesel oil, Navy Special and all types of marine 
fuel available. Rate of supply for vessels at the Inflammables Quay: 
Diesel oil: 50 t.p.h. and fuel oil and mixtures: 200 t.p.h. 

Bunkering of vessels in the roads or berthed at the Commercial Quay 
is by private barge — Empresa Transportadora “Estrela” Ltda., 1 self- 
propelled barge for diesel oil, capacity 185 tons, rate of supply 70 t.p.h., 
1 dumb barge for fuel oil and mixtures, capacity 590 tons, delivery rate 
140 t.p.h. Requests for bunkers must be made 96 hours minimum in 
advance through the Agencies. 

FIRE PRECAUTIONS: Fire fighting facilities: 4 conventional fire-fighting 
tenders. 1 chemical spraying vehicle. 

CONSULS: /n Paranagua: 

Denmark — Avenida Gabriel de Lara, 1471. Tel: 422-0605 

Italy — Avenida Manoel Ribas, 317. Tel: 422-0045 and 422-0046 
Norway — Avenida Gabriel de Lara, 1471. Tel: 422-0605 

Paraguay — Rua Roque Vernalha, 428 

Portugal — Avenida Arthur de Abreu, 29-5° andar — Sala 5 

Uruguay — Rua Doutor Leocadio, 112 — Sala 102 
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In Curitiba: 
Germany F.R. — Avenida Joao Gualberto, 1237. Tel: 52-4244 
Argentina — Rua Marechal Floriano Peixoto, 228-8° andar — Conj. 803 
Tel: 23-5141 
Austria — Rua Marechal Floriano Peixoto, 228-17° andar — Cjto. 1707 
Tel: 24-6795 
Belgium — Rua 15 de Novembro, 297 — Sala 303. Tel: 23-3346 and 23- 
3490 
Bolivia — Rua Presidente Faria, 334—4° andar — apt® 401. Tel: 22-4885 
El Salvador — Travessa Oliveira Bello, 67—1° andar. Tel: 22-0820 
Spain — Rua Visconde de Cerro Frio, 229 — Novo Mundo. Tel: 46-1714 
France — Rua Lourenco Pinto, 68. Tel: 22-4906 and 22-8866 
Honduras — Praca Rui Barbosa, 537. Tel: 24-9911 
Italy — Rua Barao do Cerro Azul, 198 2° andar. Tel: 22-3877 
Japan — Rua Marechal Deodoro, 51 6° andar — Conj. 601. Tel: 24-3861 
Mexico — Rua Comendador Araujo, 795. Tel: 22-0367 
Paraguay — Praca Osorio, Edificio ASA — 1° andar Sala 1002. Tel: 23- 
9010 — Ramal 45 
Peru — Rua do Rosario, 63. Tel: 24-2827 
Poland — Rua Agostinho Leao Junior, 234. Tel: 22-2472 
Portugal — Rua Marechal Deodoro, 126 — 8° andar. Tel: 22-4022 
Syria — Rua Ebano Pereira, 28 — 2° andar. Tel: 23-3875 and 24-6691 
Switzerland — Rua Marechal Floriano Peixoto, 228 — 8° andar Sala 807 
Tel: 23-7553 
Consulate General for the U.S.A. — Main office in Sao Paulo, Rua, adre 
Joao Manoel, 20. Tel: 37-5574. 
REPAIRS: Small structural and machinery repairs possible in the port. 
3 firms available. 
DRY DOCKS: None. 
SURVEYORS: Principal classification societies are represented in the 
town: 
Lloyd’s Register of Shipping; 
American Bureau of Shipping; 
Bureau Veritas; 
Nippon Kaiji Kiokai; 
Registro Italiano Navale; 
Germanischer Lloyd; 
Det Norske Veritas; 
Brazil Salvage S.A. 
Marine Surveyors: P & B — Consultoria Navel e Industrial Ltda. 
Inspect Consultoria e Peritagens Ltda. 
GANGWAY/DECK WATCHMEN: At least 1 watchman is compulsory 
on board every vessel alongside 24 hours per day. 
OPENING/CLOSING HATCHES: By stevedores. 
REPATRIATION: Possible. 
AIRPORT: Curitiba, 80 km. from the port for national connections. 
Paranagua, for medium distance carriers. Air taxi service also available. 
TIME: Local time 3 hours behind G.M.T. 
HOLIDAYS: National: 1st January; 21st April; 1st May; 7th September; 
2nd November; 15th November and 25th December. Local: 29th July 
and Corpus Christi (movable). 
POLICE/AMBULANCE/FIRE: Civil Police 422-0101 and 422-0172. First 
aid 422-0111. Fire 193. Maritime Police 422-0382. 
TELEPHONES: Request for installation should be made to the Traffic 
Section of the Port Administration. 
SERVICES: Cleaning services available. Electronic repairs possible. 
Rubbish collected daily from drums on quay. Deratting service available. 
Divers available. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: |.D. Card, Seamans Book or passport 
sufficient. 
DELAYS: Normally no delays. 
GENERAL: 
(%) Preferential Docking: Port Administration regulations for Preferential 
Docking are as follows: 
1. Preferential docking is granted to vessels operating with cereals and 
meats in bulk at the following berths equipped with special mechanical 
installations: 
Berth 1 — Vertical Silo, belonging to Port Administration 
Berth 2 _ -— Vertical Silo, belonging to Soceppar 
Berth 4/5 — Horizontal Silo, belonging to Gransol 
Berth6 -— Horizontal Silo, belonging to Sanbra 
Berth 12 — Horizontal Silo, belonging to Cargill 
Berth 13 — Horizontal Silo, belonging to Port Administration 
2. Preferential docking is granted to vessels discharging solid bulk 
cargoes (fertilisers, salt, minerals) using shore cranes and grabs at Berth 
11. Upon arrival of such vessels, should this berth be occupied, they 
may dock at any other berth, shifting to Berth 11 when it becomes 
available and only if Port Administration feel this necessary. 
3. Preferential docking is granted to vessels operating exclusively with 
containers at Berth 14. 
4. Preferential docking is granted to vessels operating exclusively with 
liquid gas and liquid bulk cargoes at the special inflammable berths. 
5. For vessels operating general cargo, docking will be granted at any 
berth according to time of arrival and in compliance with above 
mentioned preferential dockings. 
6. When a general cargo vessel docks at any preferential berth, this will 
be done on a conditional basis, having to vacate this berth upon arrival 
of any other vessel with preferential docking for that particular berth, 
provided there is another berth available. All expenses due to shifting 
will have to be paid by the interested party. 
7. Any vessels operating bulk and general cargo and docked at 
preferential berth will have to vacate this berth upon completion of 
loading/discharging the cargo, giving right to a preferential docking, if 
and whenever another vessel with the same rights should be awaiting 
this berth but only according to clause 6. 
a) Vessels docked at a preferential berth for a specific cargo may 
load/discharge simultaneously any other cargo provided this does 
not interfere or prejudice the loading of that specific cargo. 
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b) All vessels have a right to a maximum of three loading berths being 
allowed to shift from one berth to another without losing their priority 
and will do so according to clause 6. 

8. All vessels are entitled to up to three dockings. 

a) Only under special circumstances duly justified and only with the 
Port Administration consent may a vessel dock more than the times 
established in item 8. 

9. A vessel may only dock when its cargo is ready for shipment and 
port dues (exportimport) are duly paid for up to the following 
percentages: 

a) General and bulk cargo: 

1. Up to 50% of declared general cargo. 

2. Up to 50% of cargo declared at each loading berth. 

3. For the specific case of coffee the following percentages will be 
observed, duly verified by |.B.C. (Brazilian Coffee Institute): 
Upto 5,000 bags coffee declared 100% 

Up to 10,000 bags coffee declared 50% 

Up to 20,000 bags coffee declared 35% 

Up to 30,000 bags coffee declared 30% 

Up to 50,000 bags coffee declared 25% 

Up to 100,000 bags coffee declared 20% 

Over 100,000 bags coffee declared 15% 

For vessels arriving and initiating operations on a Monday 
morning or the day following a holiday, docking will be granted 
on a conditional basis, providing she has a minimum of 2,000 
bags of coffee ready for immediate operation and if by 1100 hours 
she did not fulfil above mentioned percentages she will have to 
undock having to cope with all expenses and placed at the end 
of the line of vessels awaiting a berth. 

b) Above mentioned percentages may be altered by the Port 
Administration at any moment and at their discretion. 

c) So as to be able to comply with mentioned rules, all agencies must 
declare, without forfeit, to the Port Administration when requesting 
normal docking or with priority, vessel's complete bookings. 

d) Any vessels not maintaining normal loading/discharging rates will 
be forced to undock taking last place in line of vessels awaiting 
berth. 

10. After load/discharge operations are completed, any auxiliary 
operations will have to be carried out at anchor unless duly authorised 
by Port Administration. 
11. In order to provide proper service for vessel's discharge, all agencies 
are obliged to hand over to Port Administration vessel's cargo manifest 
and a non-negotiable copy of all bills of lading, as well as furnishing 
time of arrival and any alteration of same. 
12. Any vessels undocking voluntarily due to lack of cargo will maintain 
first place in line of vessels awaiting berth. 
DEVELOPMENTS: New quay with length 350 m. and depth 13.0 m. to 
be constructed. These new berths will provide one additional berth for 
bulk carriers and one berth for container vessels. 
Terminal Maritima Cattalini: Under construction. Facilities consist of a 
private pier with berthing length of 280 m. and 15 tanks (36,000 cu.m.) 
for vegetable oil and chemicals. Loading/discharge rate of 400 t.p.h. — 
700 t.p.h., depending on product and vessel. Depth 37 ft. 

A shiploader rated at 1,500 t.p.h. (heavy grain) with travel of 175 m. 
will be available late 1990. 
AUTHORITY: Capitania dos Portos do Estado do Parana, Rua Benjamin 
Constant 535, Paranagua-PR. CEP. 83.220 Brazil. Te/: 422-3033. 
Contact: Captain Ronald Cardoso Guimaraes, Port Captain. 

Paranagua Port Authority Benjamin Constant 707, Paranagua-Re, 
CEP 83.200 Tel: (041) 422-3223. 

Administracao dos Portos de Paranagua e Antonina, Av. Governador 
Manoel Ribas, S/No. Paranagua, Brazil. Tel: 422-3311, 422-0282. 


PELOTAS: 31.47 S. 52.20 W. (See Plan) 


LOCATION: The port is located on the Northern edge of the Sao 
Goncalo channel. 

PILOTAGE: Available through Associacao dos Praticos da Lagoa dos 
Patos — Rua General Bacelar, 444 Rio Grande — RS. Tel: 21349. 
APPROACHES: The access channel is 80 m. wide with a depth of 
5.1m. 

TUGS: Delegates Services Administration tugs are used. 
BERTHING: Manoeuvring basin: 120 m. wide, depth 5.1 m. 

Quay: 500 m. long, depth 2.5 m. 

CRANES: 2 mobile cranes, with capacities of 50 tons each. Twelve 
stacker trucks with 1.8 tons capacity each. 

BULK HANDLING FACILITIES: One Samrig type silo with a capacity 
of 6,880 tons. 

STORAGE: 3 warehouses with an area of 7,160 sq.m., 6,000 sq.m. of 
covered storage and 1,160 sq.m. of open storage available. 

FRESH WATER: 7 hydrants spaced 65 m. apart with a discharge rate 
of 18 t.p.h. 

FUEL: Available. 

CONSULS: Italy (Consular Agency) and Portugal (Vice-consul). 
AIRPORT: 10 km. distant. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January, 21st April, 1st May, 7th September, 
12th October, 15th November and 25th December. 

Regional: 2nd February. 

Movable: Monday and Tuesday of Carnival, Ash Wednesday, Good 
Friday and Corpus Christi. 

Commemorative Days: 28th August (Banks), 28th October (Public 
Officials), 30th October (Commercial) and 2nd November (All Saints) 
AUTHORITY: Porto do Pelotas, Rua Conde de Porto Alegre, 1. 96.100 
— Pelotas — RS. Tel: (0532) 22.1125 and 22.1134. Contact: Engineer 
Jose Fernando Marques Ripoll, Harbour Manager. 


PONTA DA MADEIRA: 02.34 S. 44.23 W. (See Plan) 


LOCATION: The Ponta da Madeira Terminal is located on the East side 
of the Sao Marcos Bay, on Sao Luis Island, in the following position: 
Lat. 02° 34’ S., Long. 44° 23’ W. 

The Terminal is located approximately 8 km. South of Sao Luis City, 
which is the capital of the State of Maranhao. The Terminal is connected 
by highway to the city. 

The Ponta da Madeira Terminal belongs to and is administered by 
Companhia Vale do Rio Doce. 

The Terminal loads ore from Serra dos Carajas, which reaches the 
Terminal by means of the Carajas Railway. 

The Terminal's main installations are as follows: 

Car Unloading Station, 

Stockpile Area, 

Screening and Crushing Station, 

Sampling and Weighing Stations, 

Shiploader Dock, 

Tug Berth, 

Industrial and Administrative Buildings. 

DOCUMENTS: Crew members and passengers can only disembark 
after the ship has been visited and cleared by Customs and Federal 
Police Officers. 

Required documents for such inspection are as follows: 

Customs: 

Crew List, including each crew member's job title, place and date of 
birth and identification document's number. 

Ship's Supplies and Spare Parts List. 

Personal Effects List (personal items and baggage). 

List of Passengers in transit or disembarking, including ship's name, 
passenger's name, place and date of birth. 

Stores List. 

Maritime Police: 

General information concerning the ship. 

Complete Crew List, including each crew member's name, passport 
number or identification document's number, citizenship and date of 
birth. 

List of Guns on Board. 

List of Narcotics on Board. 

Complete list of passengers, including passenger's name, passport 
number, citizenship and date of birth. 

List of Stowaways, if any. 

Passengers and crew members must have valid passports to receive 
authorisation to land. 

Ship Masters shall warn all crew members that Brazilian Laws are 
very strict in every aspect concerning smuggling and that such laws are 
strictly enforced by Customs Officers. 

Masters shall make sure that all items, except cigarettes, tobacco, 
alcoholic beverages and personal souvenirs are stored in a room, which 
will be sealed by Customs Officers, during ship's stay at the Ponta da 
Madeira Terminal. 

Also see “Health”. 

After Port Authorities clearance, the ship’s holds will be inspected by 
the Terminal’s and Master's Representatives. Therefore, the ship's holds 
must be completely dry, clean and ready to be loaded, so that loading 
may be authorised. 

Should the ship's hold be in a satisfactory condition, the corresponding 
“Inspection Certificate’ shall be signed by the Terminal’s and the 
Master's Representatives. Otherwise the Notice of Readiness will be 
invalid until the ship is presented in compliance with all conditions. 

Ore/oil and OBO ships shall present the Gas Free Certificate to the 
Loading Inspector immediately after docking. Such certificate will be 
ee by the Ship Master or by an Inspector accredited by the Ship 

jwner. 

PILOTAGE: Pilotage is obligatory in the Sao Marcos Bay area, between 
the Pilot's waiting point and any docking and mooring point. 

The Pilot shall be requested, via Embratel’s Coastal Radio Stations, 
through the ship's Agent 48 hours in advance, specifying: Ship's arrival 
time, boarding point and the type of pilotage required. The request shall 
be confirmed 4 hours in advance. 

There is a Pilotage Office at the Terminal, equipped with VHF radio 
and telephone. The office of the Sao Marcos Bay Pilots Association is 
located at Rua Edmundo Calheiros No. 699-SLS 06-E 07, Bairro de Sao 
Francisco. Tel: (098) 227-1828. 

The Pilot boarding Point (as shown on Nautical Chart No. 413) is in 
the following position: Lat. 02° 28.9' S., Long. 44° 22.2’ W. 

At night, the pilot boat will display lights in accordance with 
international regulations. 

NAVIGATION AIDS: Radio Beacons: The following Radio Beacons are 
IN Operation in the area: 
Location 

Sao Marcos Lighthouse 


Characteristics 
RC 300 kHz — continuous. Modulation 
A2A and A3E Signal — SM Location — 
Lat. 02° 29’ S., Long. 44° 18’ W. 
RC 320 kHz — continuous. Signal — Al. 
Location — Lat. 01° 17’ S., Long. 
44° 54’ W. 
RC 280 kHz — continuous. Signal — SLI. 
Location — Lat. 02° 35’ S., Long. 
44° 14'W. 
For ships approaching, the Radio Beacon installed in the Sao Marcos 
Lighthouse shall be used. 
Racon: A Racon is installed in the Sao Marcos de Fora Light Float (BF3), 
Operating in the “X” and “S’" bands, symbol “C” — “Charlie”, active 
18 secs. and inactive 12 secs. 
Racons on lighthouses: 
Pirajuba: Symbol “Z” — Zulu. 
Aracagi: Symbol “Q” — Quebec. 
Santana: Symbol “B" — Bravo. 


Sao Joao Lighthouse 


Sao Luis Airport 
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Lighthouses: The following lighthouses are presently in operation in the 

Sao Marcos Bay area: Sao Joao, Mangunca, Pirajuba, Pirarema, 

Alcantara, \Ilha do Medo, Ponta de Areia, Sao Marcos, Aracagi and 

Santana. 

In addition to these, the Sao Marcos de Fora Light Float is installed 
close to the channel's entrance (Lat. 01° 34.92’ S., Long. 43° 50.5’ W.). 
Length 17.0 m., beam 6.7 m. and focal height 14.0 m. 

The location and characteristics of these lights are shown on Nautical 
Charts and also in the light lists. 

Lighted Buoys: The access Channel, the Turning Basin and the Inner 

Anchorage Area are marked by 28 lighted buoys with radar reflectors. 

APPROACHES: Access Channel: The Ponta da Madeira Terminal’s 

Access Channel starts approximately 12 miles south of the light float 

BF3. It is 55 miles long, lies in a general south - southwest direction, 

and is divided into the following sectors: 

From Buoy Nos. 1 and 2 up to No. 6 — 7.6 miles long in the direction 
208° — 028°. 

From Buoy No. 6 up to after No. 14 — 11.6 miles long in the direction 
238° — 058°. 

From Buoy No. 16 up to Nos. 19 and 24 — 33.6 miles long in the 
direction 213° — 033°. 

The channel's width is 1,000 m. along almost its entire extension, 
except for the sectors below, which have a minimum width of 500 m.: 

From Buoy Nos. 1 and 2 up to Nos. 3 and 4. 

From Buoy Nos. 5 and 10 up to Nos. 7 and 14. 

Between Buoy Nos. 15 and 22. 

The channel's minimum depth is 23 m. (75.5 ft.). 

ji es The Access Channel is being dredged to the minimum depth 

of 23 m. 

From April, 1986 onward, the minimum depth of the whole Access 
Channel will be 23 m. 

Turning Basin: The Turning Basin is limited by the berth to the East, by 

the parallel 02° 34.5’ S. to the South, and by Buoy Nos. 23 and 25 to 

the West. The Turning Basin is 0.8 miles wide and approximately 2 miles 
long. 

The Turning Basin’s depth varies from 23 m. in the docking area to 
35 m. close to Buoy No. 25. The bottom is generally sandy. 

Depths: |n the area corresponding to the channel's first sector, between 

Buoy Nos. 1 and 6, the lowest depths shown outside the channel are 

16.9 m. at 350m. N.W. of the channel's West bank and 17.9 m. at 

600 m. E.S.E. of its East bank. Ships entering the channel, if they expect 

to pass by loaded ships leaving, may navigate out of and close to the 

channel, being aware of the depths indicated on the Nautical Chart 

No. 410. 

Breakwaters: 2 breakwaters have been built, in order to lessen the tidal 

streams in the ships manoeuvring and docking area. The South 

Breakwater is 312m. long, from Ponta da Madeira, and the North 

Breakwater is 980 m. long starting at Boqueirao Beach. 

The North Breakwater is now L shaped with full length reduced by 
150m. The South Breakwater has had its outer 130m. lowered to 
2.75 m. depth below the water. Both modifications have improved the 
docking conditions. (See Plan’). 

ANCHORAGES: Outer Anchorage Area: If all points of the inner 

anchorage and intermediary anchorage areas are occupied, vessels 

must anchor in the outer anchorage area located N. and N.E. of Buoy 

No. 2 at the Access Channel's entrance. 

Intermediary Anchorage Area: |f vessels coming to the Terminal cannot 

anchor in the inner anchorage areas, they must anchor at the 

intermediary anchorage area when they are in ballast condition and have 

a draft of less than 14.0 m. The intermediary anchorage area is located 

in the Northwest part of the channel, between the bias of Buoys No. 6 

and 10, and forms a square of about 5 miles per side. 

It lies within the co-ordinates given below: 

(a) Lat. 01° 55’ 45” S. Long. 43° 59’ 48” W. 
(b) Lat. 01° 51’ 48” S. Long. 44° 02’ 42” W. 
(c) Lat. 01° 49’ 12” S. Long. 43° 58’ 24” W. 
(d) Lat. 01° 53’ 18” S. Long. 43° 55’ 36” W. 

The bottom of this anchorage area is covered by sand and fine sand 
with rock fragments. 

Inner Anchorage Areas: Two anchorage areas, called ‘Alfa’ and 

“Charlie” are available to vessels waiting to berth: 

(A) Area “Alfa” is intended for anchorage of vessels with a draft of over 
11.0 m. that must reach it at ebb tide. It is located in the West of 
the channel, close to Buoys No. 17 and 22, between the coordinates 
given below 

(a) Lat. 02° 22’ 05" S. 
(b) Lat. 02° 22’ 51” S. 
(c) Lat. 02° 24’ 30” S. Long. 44° 22’ 10” W. 
(d) Lat. 02° 25’ 17” S. Long. 44° 21’ 09” W. 

(B) Area “Charlie” is intended for anchorage of vessels with a draft of 
less than 11.0 m. It is located East of the channel, close to Buoys 
No. 19 and 24, within the coordinates given below. 

(a) Lat. 02° 27’ 12” S. Long. 44° 17’ 08" W. 
(b) Lat. 02° 25’ 23” S. Long. 44° 18’ 20” W. 
(c) Lat. 02° 26’ 44” S. Long. 44° 18’ 35” W. 
(d) Lat. 02° 22’ 49” S. Long. 44° 14’ 10” W. 

The bottom of this anchorage area is covered by fine, medium and 
coarse sand. 

RESTRICTIONS: The ships shall arrive at the Terminal with a draft 

compatible with docking, in accordance with the shiploader’s normal 

position, with a max. air draft of 22.4 m. The draft marks shall be clearly 
visible. 

MAX. SIZE: The min. depth along the dock’s berthing face is 23 m. 

(75.5 ft.). 

HEALTH: Free Pratique and Quarantine: Should a ship be in a 

satisfactory sanitary condition, the Master may request Free Pratique 

from the Maritime Authority at least 48 hours prior to the ETA. 

After receiving Free Pratique, the ship may be visited in the Inner 
Anchorage Area if the ship has to wait before docking or, otherwise, 
after docking. In the latter case, the ship may be loaded after the 
Authorities visit. 


Long. 44° 20’ 25” W. 
Long. 44° 19’ 22” W. 
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The following documents must be submitted to the Port Health 
Officers: 

Health Certificate, filled out in accordance with Sanitary Regulation 
No. 2 issued by the World Health Organisation. 

Ship's medical records. 

Crew and passengers vaccination certificates against yellow fever as 
well as their passports or identification papers. 

Complete crew list. 

Free Pratique request. 

List of passengers in transit or disembarking. 

The Ship's Master shall be ready to present, upon request, Derat or 
Exemption Certificates and the Health Certificate issued by the 
authorities at the last port of call. 

Should the ship's sanitary conditions be considered unsatisfactory, 
the ship must wait in the Quarantine Anchorage area indicated by the 
Port Captain. In this case, the quarantine (‘'Q”) flag must be continuously 
displayed, in accordance with International Signal Code. In this case, 
the ship's personnel cannot land. 

Quarantine Anchorage Area: Lat: 02° 35’ 24” S. Long: 44° 23’ 18” W. 
RADIO: Long distance radio communication shall be done via Embratel, 
by contacting one of the RENEC — National Coastal Station Networks, 
with priority and in the frequencies indicated below: 

PPL (Belem), on 8, 12 and 16 MHz. 

PPO (Olinda), on 8, 12 and 16 MHz. 

PPR (Rio de Janeiro), on 8, 12, 16 and 22 MHz. 

The ETA shall be based on the Sao Luis legal time (GMT minus 
3 hours). 

Arrival Advice: The following arrival information shall be transmitted, 
through the Coastal Stations to the Ponta da Madeira Terminal and to 
the Ship’s Agent. 

15 days before the estimated date of arrival, or when leaving the last 
port of call, for trips shorter than 15 days, inform the ETA. 

5 days before the date of arrival, inform: 

ETA. 

Cargo Plan and Loading Sequence. 

Arrival Draft and Departure Draft. 

Air Draft. 

Deballasting Time. 

Required Quantity of Fresh Water (150 ton maximum). 

48 hours before arrival, inform the Port Captain: 

ETA. 


Free Pratique request or Quarantine Message. 

Request instructions concerning Anchorage Area. 
24 hours before arrival, inform: 

ETA. 

Any modification concerning prior messages. 

Gas Free Condition. 

At least 4 hours before arrival, vessel shall contact Station PPB Sao 
Luis Radio (4,143.6 kHz), and the Ponta da Madeira Terminal (calling 
Channel 16-156.80 MHz, working — Channel 12-156.60 MHz. and 
Channel 13-156.65 MHz.) and the Ship's Agent. 

VHF: See “Radio” and “Tugs”. 
TUGS: 236 ton bollard pull, 1x 25 ton bollard pull and 2x 18 ton bollard 
pull. 4x40 ton bollard pull tugs under construction. 

Tugs must be used for turning, docking and undocking manoeuvres 
by ships operating at Ponta da Madeira Terminal. 

The ship's lines will be passed to the tug’s release hooks during’ the 
manoeuvres. 

Communications between the tugs and the Pilot shall be done via 
VHF Channel 13 (156.65 MHz.). 

The tugs and the mooring boats are operated by the Servedoce 
Consortium. 

BERTHING FACILITIES: The berthing dock has been designed to 
operate with 20,000 d.w.t. to 280,000 d.w.t. ships. 

The Terminal's Administration must be previously consulted about 
operation with ship's above 280,000 d.w.t. and below 20,000 d.w.t. 

The dock lies in the North-South direction, and it is approximately 
200 m. from Ponta da Madeira’s West end. 

The dock's structures are made cf reinforced concrete, supported by 
concrete piles with metallic sleeves, distributed as follows: 

4 breasting dolphins. 

6 mooring dolphins. 

Shiploader's runway. 

Support of the shiploader’s pivot. 

Access bridge, service road and walkways. 

The 4 breasting dolphins are located in front of the shiploader's runway 
(170 m.). The mooring dolphins, 3 to the North and 3 to the South, are 
inside the berthing line. The total distance between the outer mooring 
dolphins, in the North-South direction, is 490 m. The elevation of the 
breasting dolphins floor is +11.60 m. and that of the mooring dolphins 
is +11.0 m. in relation to the Tidal Datum shown on Nautical Chart 
No. 413. 

Shiploader: The Terminal is equipped with a linear type shiploader with 
the following characteristics: 

Nominal loading capacity 16,000 t.p.h. 

Width of the belt conveyor 2,200 mm. 

Maximum range from the docking alignment 46.30 m. 

Boom elevation in the horizontal position 35.50 m. 

Transverse travel 244.00 m. 

Slewing angle (for each direction) 46° 56’ 42.5” 

Vertical inclination angles +20.43° and —21.74° 

Maximum air-draft 22.40 m. 

Fenders: The 4 breasting dolphins are equipped with floating cylindrical 
rubber fenders, 7.5 m. long and with a diameter of 3.50 m. 

Mooring Equipment: The 4 breasting dolphins are equipped with 2 sets 
of 3 quick release hooks for 80 tons each and a capstan to hoist mooring 
lines. 

The 6 mooring dolphins are equipped with 1 set of 4 quick release 
hooks for 100 tons each and a capstan to hoist mooring lines. 
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MOORING/UNMOORING: Manoeuvres: In the Turning Basin, it is 
recommended that ships over 100,000 d.w.t. manoeuvre only when the 
tidal streams are below 3 knots. Ships under 100,000 d.w.t. may 
manoeuvre with streams up to 4 knots. 

Docking and undocking manoeuvres shall be done at low speed, 
preferably in countercurrent direction. 

The mooring lines must be sufficiently long to reach the most distant 
dolphins. 

Care must be taken with mooring lines passing from ship's stern to 
the mooring boats, in order to avoid accidents with the propellers of the 
ship and the boats. 

Ponta da Madeira Terminal's personnel are available and qualified to 
handle the ship's mooring lines during docking and undocking 
manoeuvres. 

The anchor on the ship's dock side shall be kept in the hawsepipe, 
in order to protect the dock's structure. 

All work required during ship's docking, loading and undocking 
operations, as well as those of opening and closing hatches and cleaning 
the ship's decks shall be done by the ship's crew members. It is strictly 
forbidden to throw garbage or wastes overboard. 

The ship shall dock with enough ballast to permit the start of loading 
operations immediately thereafter, within the maximum air-draft 
condition of 22.4m. Deballasting shall be done during the loading 
operation, at compatible flow rates, observing the air-draft limit. 

The ship shall dock with the hatches open for the loading operation. 
Should it be raining, the Ship's Master shall wait for the Terminal 
Administrations’s instructions to open the hatches. 

The gangway ladder shall be ready to be placed on the dolphin, during 
the docking operation. 

Soon after mooring, gangway must be lowered from the ship to the 
dock and ratguards must be placed on the mooring lines. 

While docked, the ship's engines shall remain on stand-by and ready 
for use. Any maintenance operation which may interfere with this 
condition can only be performed after Terminal Administration's 
authorisation. 

Immediately after qari the Loading Plan and Loading Sequence 
must be formally presented to the Terminal’s Loading Inspector. 

Ships are recommended to dock starboard side to in order to keep 
the bow to the North, thus avoiding a turn after undocking. 

During the docking operation, deballasting can only be done after the 
Loading Inspéctor's authorisation. 

Repair work in the deck area which may affect the loading operation 
is not allowed. 

Moored ships shall be in conditions considered as satisfactory by the 
Master, Pilots and by the Terminal. 

Mooring lines must be permanently tended so as to keep the ship in 
position. Mooring lines must be conveniently taut at all times. 

All cables with similar functions, breast lines, spring lines and head 
lines shali always be of the same type, size and material. 

If fibre tails are used on the wires, the same size and type of tail shall 
be used on all lines run in the same direction. 

Undocking: \n order to make the ship's docked period of time as short 
as possible, long before the loading operation is completed, the following 
shall be planned: 

The Pilot's boarding. 

The tugs shall be ready. 

The mooring boats shall be ready. 

The mooring personnel shall be ready at the dock. 

The water hoses shall be disconnected. 

All supplies needed shall be taken on board. 

The gangway ladder shall be removed. 

The mooring lines shall be loosened. 

In respect to the departure draft, the Port Captain's requirements must 

be strictly observed. 
LOADING: On rainy days, only the hold being loaded shall be open. 
Should the Terminal Administration consider the rain too heavy, the 
loading operation may be interrupted. In this case, the hold shall be 
covered. 

Ore distribution in the ship's hold is entirely the Master's responsibility. 
The Master shall send a representative to observe the loading operation. 

The Master shall control the ship’s draft, mainly during the final loading 
stages. 

The total cargo loaded will be determined by the ship's displacement. 

Shiploading operations are performed around the clock, Saturdays, 
Sundays and Holidays included. 

When the loading operation is completed, the ship shall undock soon 
after the checking. Ships cannot remain docked under any 
circumstances, unless otherwise authorised by the Terminal 
Administration. 

MEDICAL: Sao Luis has hospitals prepared for emergency treatment. 
DENSITY: 1017.6 at LW. 1019.3 at HW. 

FRESH WATER: At the Agent's request, the Terminal may supply fresh 
water up to a limit of 150 metric tons per ship, at a rate of 20 t.p.h. - 
40 t.p.h. Hose connectors with a diameter of 2.5 in. are available on the 
breasting dolphins. 

FUEL: The Terminal do not plan to provide bunkers to ships. 
PETROBRAS may fuel undocked ships by means of two barges with a 
capacity of 800 cu.m. each. The Ship's Agent shall request bunker 
services. 

FIRE PRECAUTIONS: The Terminal has a Fire Brigade, duly equipped 
and trained for fire fighting. There are hydrants and fire fighting guns at 
the docks. 

The tugs operating at the Terminal are equipped to fight ship's fires 

Should a fire occur on board, the ship must undock, for safety. 
Therefore, while moored, the ships must always have 2 towing cables 
lowered, one fore and one aft, on the offshore side, with the eyes about 
3m. above the water. Thus, during an emergency, tugs may undock 
the ship. 

The fire brigade personne! are not trained to fight fires on board. The 
Terminal shall not be deemed responsible for any kind of loss and/or 
damage to the ship's equipment or injury to personel. 


REPAIRS: Minor repairs possible at Sao Luis. 

SURVEYORS: There are no classification society surveyors in Sao Luis. 
REPATRIATION: Possible. 

AIRPORT: Tirical Airport is 26 km. from the Terminal and provides 
regular jet connections to several Brazilian cities. 

TIME: GMT minus 3 hours. 

Note: From November 2nd to March 1st, daylight saving time (GMT 
minus 2 hours) may be adopted throughout Brazil. 

EMERGENCY CO-ORDINATION CENTRE: The Brazilian government, 
complying with the 1979 Rescue and Salvage International Convention, 
and its corresponding duties, requests all foreign ships entering South 
Atlantic to send information concerning their navigation to 
COMCONTRAM (Command of the Merchant Ships Traffic Naval 
Control) through EMBRATEL's Coastal Station Network in accordance 
with PORTOMARINST No. 337801-A, dated January 3rd 1983, by Ports 
and Coasts Directorship. 

Foreign ships in operation in Brazilian waters, as well as Brazilian 
ships, must report their course. 

SHORE LEAVE: Possible. 

WEATHER/TIDES: Meteorological Conditions: Local climate, in 
accordance with the Koppen classification, is the Aw type, i.e., tropical 
with only one rainy season (from December to May). 

Temperature varies throughout the year between 23°C. and 31°C. and 
is usually around 27°C. 

The relative humidity is evenly high throughout the year. The monthly 
average varies from 75% to 85%. 

The mean annual rainfall is 1,944 mm. During the rainy season, the 
monthly average is 325 mm., with 15 rainy days per month. In the dry 
season (April to November), the monthly average is 50 mm., with 5 rainy 
days per month. 

Winds blow predominantly from the N.E., with a frequency of 25%. 
The velocity and freqency of the winds are as follows: 


Beaufort Scale 2 (4 to 6 knots) 39% 
3 (7 to 10 knots) 31% 
4(11 to 16 knots) 15% 


5 (17 to 21 knots) 1% 

Visibility is usually good in the Sao Marcos Bay area. The occurrence 
of fog is very rare. However, some mist may occur, which brings a slight 
reduction in visibility. 

The Sao Marcos Bay area is not subject to hurricanes or tornadoes. 
Heavy but short rain storms, however, are common in the rainy season. 

Weather forecasts are broadcast by Belem Radio — PPL — Coastal 
Station at the following times: GMT 0130, 0800 and 1930; The station's 
frequencies are 4,265.0 kHz, 8,502.0 kHz and 12,979.5 kHz, in A1. 

The PPL station operates on 4,125 kHz in A3J (telephone 
communication). 

Tides: The Sao Marcos Bay has semi-diurnal tides. 

The tide tables issued by the Diretoria de Hidrografia e Navegacao 
for the Itaqui Port shall be used. The Itaqui Port is approximately 
1,200 m. South of Ponta da Madeira. 

Based on measurements taken at Itaqui Port, the following data was 
collected: 

HAT (Highest Astronomical Tide) 7.00 m. 

MHWS (Mean High Water Springs) 6.27 m. 

MHWN (Mean High Water Neaps) 5.02 m. 

MSL (Mean Sea Level) 3.43 m. 

MLWN (Mean Low Water Neaps) 1.84 m. 

MLWS (Mean Low Water Springs) 0.59 m. 

LAT (Lowest Astronomical Tide) 0.20 m. 

HWF&C (High Water Full and Change) 7 h. 21 m. 

The tides phase and height vary along the Access Channel. In the 
channel's initial sector, around Buoys No. 1 and 2, tides occur 
75 minutes before Itaqui and the height is 60% of the tide height in the 
ltaqui Port. 

Nautical Chart No. 410 presents instructions for tide forecasting along 
the Access Channel, in relation to the Tide Forecast for the Itaqui Port. 
Tidal Streams: The water flows in the Sao Marcos Bay are governed 
by the tides. Predominant winds, due to their medium force, only cause 
small deviation in the tides induced streams. 

The minimum stream velocities occur at slack water, and the 
Heel dp occurs 3 to 4 hours after high tide and 2 to 3 hours after low 
tide. 

The stream flows N. and N.E. during ebb tide and, after slack water, 
their direction is reversed flowing S. and S.E. during flood tide. 

In the Turning Basin, the flood tide streams vary from 4.3 knots at 
Spring tide to 3.7 knots at neap tides. Ebb tide streams vary from 
5.1 knots at spring tides to 4.2 knots at neap tides. 

Nautical Chart No. 413 presents tables which enables the navigator 
to forecast streams, direction and velocity in the Turning Basin, as a 
function of the Tide Forecast Table for the ltaqui Port. 

In the Access Channel, the stream flows in the direction 040°-220° to 
060°-240°, at velocities as high as 2.5 knots. Currents flow faster inside 
the Sao Marcos Bay, reaching 5.1 knots in the Turning Basin. 

Waves: Waves, in that area, are caused by local winds. In the Turning 

Basin Area, waves of 1.10 m. in periods of 6.0 seconds may occur. 

GENERAL: Power Supply: Power will not be supplied to ships by the 
erminal. 

Supplies: The Agent must provide supplies for the ship. Supplies must 

be embarked before the end of shiploading or while the ship is undocked. 

pr The Terminal is not equipped to receive garbage from the 

ships. 

Dirty Ballast or Oily Residues: Terminal is not equipped to réceive dirty 

ballast or oily residues. 

Cleaning Tanks: The Terminal's personnel are not available to clean 

holds. This service is controlled by the Maritime Labour Office by means 

of qualified companies. 

Crew, Passengers and Visitors on Board: Authorisation for shore leave 
shall be given by the Ship's Master, after clearance by Port Authorities. 

Crew members must carry their personal identification documents 
whilst ashore. 


BRAZIL 


Only those persons duly authorised by the Terminal Administration 
may have access to the docks. 

Crew members leaving the Terminal may use taxis requested by 
means of the Terminal’s Guard Service. Private cars may not circulate 
in the Terminal's area. 

Pollution: Brazilian laws are very strict in respect to action which may 
cause pollution. Restrictions, penalties and fines are stated in the laws. 
While ships are docked, neither blowing of tubes nor tank washing is 
allowed. 

Authorities: All ships bound for Ponta da Madeira Terminal will be 
boarded as soon as possible in the Inner Anchorage Area or soon after 
docking, by the following Authorities representatives: 

Port Health Officers. 

Customs Officers. 

Federal Police (Immigration) Officers. 

Such Officers will visit the ship before loading operations are 
authorised, at any time of day or night, Saturdays, Sundays and Holidays 
included. 

These Authorities keep offices for their representatives within Ponta 
da Madeira Terminal's area. 

Docking Time: Docking time is considered as the time when, after 
passing the cables, the gangway ladder is lowered to the dock. 

Notice of Readiness: As ships arrive, if they have to wait in the Outer 
Anchorage Area, they shall, soon after anchoring, send the Notice of 
Readiness to the Agent, who will send the communication to the 
Terminal. When ships go to the Inner Anchorage Area or directly to the 
Terminal, the Notice of Readiness communication shall be sent as the 
ships pass by parailel Lat. 02° 31’ 18” S. 

Nautical Charts: The Access Channel, the Turning Basin, the anchorage 
area and the berthing dock are included on the following Nautical Charts: 

Diretoria de Hidrografia e Navegacao (DHN) — Brasil, Charts Nos. 
400, 410 411, 412 and 413; 

United States Hydrographic Office — HO, Charts Nos. 24.270 and 
24.271. 

British Admiralty, Charts Nos. 3958 and 535. 

On Nautical Charts issued by the Brazilian Navy, depths are 
indicated in metres and are referred to the Tide Datum level adopted 
for the chart of largest scale. 


SHIPMASTER’S REPORT: January 1990. 
Vessel: OBO 170,000 d.w.t. 

Approaches: Buoys visible at about 6 nautical miles on 3.cm. and 
10 cm. radars. 

Light float was radar visible at 18.6 nautical miles on ‘X'’ band and 
about 16 nautical miles on ‘S' band. 

Some of the buoy lights appear to be erratic and/or faint. This would 
appear to be caused by the swirling of the buoys in the strong current. 

Pilotage: Pilot will board at anchorage if vessel is anchored at the 
South end of Bravo Anchorage. 

Tugs/Berthing: Four tugs are used for berthing and unberthing a 
vessel of our size. Forward tug gives line through centre fairlead and 
ship's messenger required. After tug takes 2 ship's lines through centre 
fairlead. The other 2 tugs push and do not put up lines. 

The moorings we used were different from those advised by agent 
(2-2-4-2 at each end). Moorings are supposed to be on quick release 
hooks but these did not appear to work too well as we had to slack down 
all lines when unmooring. 

The mooring dolphins are all well numbered from 1 to 10 with No. 1 
being at the South end. 

Shore gangway was level with forward end of bridge which is 58.4 m. 
from stern on vessel with LOA 294.9 m. 

Pilot, tugs and Berthing Supervisor all communicate on VHF Channel 
iKy 


AUTHORITY: Companhia Vale do Rio Doce, Ponta da Madeira 
Terminal, P.O.Box 511, ZIP — 65.000 — Sao Luis, Maranhao — Brazil. 
Tel: (098) 221-5189, (098) 222-8722, (098) 222-8222. Telex: 
(098) 4572,4573. Contact: Candido Cotta Pacheco, General Manager. 


Head Office: Companhia Vale do Rio Doce, Av. Graca Aranha 26, 
P.O.Box 2414, 20005 Rio de Janeiro RJ, Brazil. Tel: 272-4477. 
Telex: (021) 23162 and 22071. Cable: Valeriodoce Rio. 


PORTO ABC NORTE: 02.48 S. 50.30 W. 


SHIPMASTER’S REPORT: October 1985 (Updated 1988). 


LOCATION: On the Rio Pacaja about 263 nautical miles from Belem. 
VESSEL: 7,405 d.w.tonnes, LOA 116.44m., beam 17.23 m., draft 
7.52 m. 10*5—10 ton derricks and 1 x60 ton derrick. Flush tweendecks. 
Vessel loaded logs and lumber. 

PILOTAGE/CLEARANCE: Sea Pilot boards at Salinopolis Pilot Station. 
Clearance is made at Belem Anchorage with the usual formalities for 
Brazil. 

Two River Pilots accompany the vessel to Porto ABC Norte and back 
to Belem. These Pilots are excellent. As no charts of the rivers exist, 
they draw their own charts. 

Two checkers, 1 Custom's Officer and 1 representative of Banco do 
Brasil accompany the vessel. During the trip up and down and including 
the time at the loading berth the bonded store will be opened by the 
Custom's Officer when requested by the Master. 

TUGS: No tugs available. 

BERTH: Wooden berth about 80 m. length, depth alongside depends 
on season. In October we sounded 7 m. The vessel sailed with 5.80 m. 
draft and even keel. 
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CARGO: Logs with weight up to 8 tonnes and length 12 m. 

Lumber sawn in packets. 

Average weight of logs and lumber about 1.4 tonnes/cu.m. All loading 
is done by ships own gear. 
MEDICAL: First aid station at Sawmill, no doctor available. 
GENERAL: Stores: Supplies not available. 
Transport: There is 1 small private plane owned by ABC Norte. 
AUTHORITY: ABC — Agropecuaria Brasil Norte S/A, Prod. E 
Exportacao, P.O.Box 1337, Belem, Para, Brazil, CEP 66.000. Tel: 
(091) 227-1655. Telex: (091) 1301 ABCA. Contact: Ronaldo Julio 
Kress, Director. 


PORTO ALEGRE (Including Santa Clara): 
30.05 S. 51.15 W. (See Plan) 


This information does not apply to Tramandai Oil Terminal which is listed 
separately. 

DOCUMENTS: See “General” before first port. 

PILOTAGE: Porto Alegre is situated 164 miles up the Lagoa dos Patos, 
a large fresh water lake, and vessels must take on a Pilot after receiving 
Pratique at Rio Grande, which lies at sea entrance of lake. Pilot and 
authorities board after arrival at Rio Grande Inner Anchorage. Pilots 
arranged by Agent upon receipt of vessel's radioed ETA via Rio Grande 
Radio (PPJ). Since 40-mile channel between Rio Grande and Lagoa 
dos Patos is unlit, vessels should proceed from Rio Grande only by 
daylight, allowing 3 hours to negotiate channel. Vessels over 12 knots 
may leave Rio Grande for Porto Alegre not later than 1700 hrs. in 
Summer, or 1500 hrs. in Winter. Vessels under 12 knots not later than 
1600 hrs. in Summer or 1400 hrs. in Winter. Entry must be made to Rio 
Grande at least 3 hours before these times to allow for clearance. 
ANCHORAGES: Inner harbour. Not normally used unless port 
congested. If vessels are too late for transit they must anchor at either 
end of the lagoon overnight. 

RESTRICTIONS: Vessels approaching Porto Alegre from the Lagoa 
should do so only by daylight since 30 miles access channel leading 
from the Lagoa to Porto Alegre poorly lit. If necessary, vessels should 
anchor off Itapoan Lighthouse at head of the Lagoa, to await daylight 
before proceeding. On arrival at Porto Alegre, Free Pratique must again 
be obtained, and Crew Lists, Store Lists, etc., again presented to 
authorities, who usually visit vessel in berth alongside or at anchor off 
Santa Clara. 

MAX. SIZE: Not recommended that vessel of more than 215m. LOA 
attempt to reach Porto Alegre. Max. safe draft is 17 ft. at any time. 

Also see “Tankers”. 

HEALTH: Vessels receive clearance on passing Rio Grande. No yellow 
flag required. Also see “General” before first port. 

RADIO: All messages should be routed via Rio Grande Radio (PPJ). 
VHF: On arrival at Porto Alegre, vessel can use the VHF station Porto 
Alegre Radio (PPP). Tel: (0512) 210322 or (0512) 141. Also VHF 
Channels 16, 23, 24, 25, 26, 27 and 28. 

Also, at short distances, when arriving at the port or manoeuvring 
within the port area, vessels are able to use the radio station (as yet 
without call sign) of the Porto Alegre Port Administration, Tel: (0512) 
245733. Also transmitting on VHF with 1 Watt, on Channels 16, 9, 10, 
11, 71, 12, 13 and 14. 

TUGS: 11,680 h.p. and 4 small low-powered tugs 220, 250, 280 and 
320 h.p. 

BERTHING: The berths are on the East bank of the river, and the jetties 
stretch over a distance of 8 km. 

Maua Quays: Berths “A”, “A1” to “A7” and “B”", “B1” to “B3". Length, 
1,482 m. Depth 17 ft. 

Navegante Docks: 2,433 m. long. 

Between Maua and Navegante there are several small jetties but none 

capable of handling ocean-going vessels. 
CRANES: Maua Quays: 73.2 ton portals (narrow gauge), 26.3 ton 
cranes (wide gauge), 112.5 ton (wide gauge), 43.2 ton portals 
(narrow gauge). 

There are no cranes available at Navegante Docks. 

BULK HANDLING FACILITIES: 
Samrig (Bunge) Terminal: Max. LOA 235m. Max. beam 35m. 
Max. draft 17 ft. Air draft 15.0 m. 

Storage capacity: 12,000 tons (meal) and 4,400 tons (vegetable oil). 

Loading rates: Meal 200t.p.h.; Beans 300t.p.h.; Vegetable oil 
200 t.p.h. 

Span of conveyor: 120 m. 

Bunge have main storage of 110,000 tons at a distance of 25 km. 
from the port. 

C.E.S.A. Terminal: Max. LOA 235 m. Max. beam 35 m. Max. draft 17 ft. 
Air draft 13.0 m. 

Storage capacity: 18,750 tons. 

Loading rates: Meal 100 t.p.h.; Beans 200 t.p.h. 

Span of conveyor: 90 m. 

Ciagran (Fecotrigo) Terminal: Max. LOA 235m. Max. beam 35m. 
Max. draft 17 ft. Air draft 18.0 m. 

Storage capacity: 35,000 tons (meal) or 50,000 tons (beans). 

Loading rates: Meal 150 t.p.h. or Beans 250 t.p.h. 

Span of conveyor: 80 m. 

Fertiliser Discharge: Discharged by automatic grabs at a rate of 
2,000 tons per day with 3 gangs. If buckets are used the rate is 
aoe oe t.p.h. per gang per day. Max. recommended air draft is 
14.0 m. 

BRIDGES: Vessels proceeding up-river from Porto Alegre to oil berth 
must pass under bridge with lifting-span. Span is lifted when approaching 
vessel sounds prolonged blast on siren. 
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STEVEDORES: Working Hours: 0730 — 1130, 1300 — 1700. Overtime 
1700 — 1900, 1900 — 2300 and 0000 — 0400 hrs. 

MEDICAL: Full facilities available. Crew members should hold valid 
international inoculation certificates. 

TANKERS: Proceed to oil and LPG berths on Gravatai River for 
discharge. These berths accessible only to small tankers of up to 
1,600 d.w.t. Also see "“Tramandai”. 

Santa Clara Terminal: 

Location: 29° 53’ 52” S., 51° 22’ 23” W. 

The port is on the Jacui River, 17 miles from Porto Alegre at Triunfo. 
Documentation: All formalities completed at Porto Alegre inner roads 
anchorage. 

Restrictions: Navigation during daylight only. Vessel has to pass under 
drawbridge with max. air draft of 34.0 m. 

Access Channel: Length 7,500 m. Breadth at water level 90 m. 
Breadth at bottom level 50 m. Turning Basin 320 m.x520 m. 

Max. Size: Max. LOA 140 m. Max. draft 17 ft. fresh water: This draft is 
required from Rio Grande onwards, including Lagoa dos Patos. 

VHF: Copesul Terminal can be contacted on Channels 16 and 12. Call 
sign “Santa Clara”. 

Berthing: Pier No. 1: Length of pier 42m. Berth for loading 
petrochemicals and ethylene. 

Pier No. 2: For loading Butadiene, Toluene, Benzene, Xilene, 
Propylene and MTBE. 

Pier No. 3: For discharging coal, and when possible, purging and 
loading of Propane and Butadiene. 

Loading Rates/Storage: 


Approximate Storage 

Rates Capacity 
(t.p.h.) (tons) 
Benzene 300 6,000 
Propylene 150 7,000 
Toluene 300 4,000 
Xilene 300 2,200 
Ethylene 130 21,000 
Butadiene 200 4,000 
Propane 180 8,100 
MTBE 2,500 


4,000 tonnes of Methanol discharged monthly. 
Nitrogen supply rate: 4,000 cu.m.p.h. (Price U.S.$ 90.00 per 
1,000 cu.m.). 
Fresh Water: Available. Rate 14 cu.m.p.h. 
Ballast: Up to 450 cu.m. of dirty ballast can be received. All other ballast 
discharged must be fresh water. 
Medical: Doctor and dentist in Porto Alegre. 
Repatriation: Possible. 
Also see “Shipmaster’s Report”. 
DENSITY: Fresh water at all times, unaffected by tides. 
FRESH WATER: Available from hydrants at all berths. Delivery rate up 
to 25 t.p.h. 
FUEL: Available, delivered by road tanker. Also see “General” before 


first port. 

CONSULS: 
Argentina Germany F.R. Portugal 
Austria Italy pain 
Belgium Japan U.K. 
Bolivia Norway U.S.A. 
Chile Poland Uruguay 


REPAIRS: All light deck and engine-room repairs possible. No dry- 
docking facilities available except for small vessels of up to 300 ft. LOA. 
SURVEYORS: ABS at Porto Alegre and Lloyd's at Rio Grande. 
GANGWAY/DECK WATCHMEN: Vessels at anchor and alongside 
must have a watchman. 
OPENING/CLOSING HATCHES: Usually done by stevedores. 
CUSTOMS ALLOWANCES: Each crew member allowed to keep out 
of bond 1 carton of cigarettes and 1 bottle of wine or spirits. 
TELEPHONES: Connections available from warehouses A, A2, A4, A6, 
B, B2, O, O2 and D4 (U.S.$ 4.00 per minute to U.K.). 
IDENTIFICATION CARDS: Not necessary. 
DEVELOPMENTS: 2 new dredgers are being used to deepen the 
channels leading to Porto Alegre, permitting a working draft Rio Grande’ 
Porto Alegre of 20 ft. 

A new grain elevator with a capacity of 60,000 tons is expected to be 
ready shortly. 


SHIPMASTER'’S REPORT: May 1990. 
Berth: Santa Clara, Berth No. 2. 
Max. Draft: 17 ft. fresh water. 
Tugs: 2 tugs of 350 h.p. available from Porto Alegre, ship's lines used. 
Mooring boat used. 
Berthing: Vessels enter basin and turn around to berth starboard side 
alongside (see “Plan’’). 
Moorings: 4 head lines, 2 forward springs, 2 after springs and 4 stern 
lines. 
Agent's Circular: This information is offered with the aim of providing a 
general view about vessels’ course from Rio Grande to Santa Clara - 
Copesul, including Terminal’s main characteristics. 
VESSELS’ COURSE FROM RIO GRANDE TO SANTA CLARA - 
COPESUL: All ships destinated to Santa Clara Terminal pass by Rio 
Grande, where they anchor at the “Area Golf" to receive port authorities 
on board for clearance and also pilot changing. 
Restrictions: 
Maximum permitted draft: 17 ft. fresh water. 
Maximum LOA: 140 m. (over this LOA it is advisable to have Port 
Authority and Pilot Association agreement prior to fixing the vessel). 
Salt water deballasting: Not allowed under any circumstances during 
the whole passage from Rio Grande to Santa Clara. 
Navigation in access channels: During daylight only. 


The voyage to Copesul — Santa Clara, is made in four stages as 
follows: 

(1) Forty mile channel passage. 

(2) Lagoa dos Patos of 66 miles where, during the night, ships anchor 
to await daylight and have safer navigation. 

(3) At dawn, vessel proceeds and enters Rio Guaiba Barr (itapua), 
with a distance of 29 miles from Itapua to Porto Alegre, where they 
anchor again for clearance (Port Authorities), but no pilot changes. 

(4) From Porto Alegre to Copesul, a distance of 17 miles, ships must 
pass under a drawbridge (crossing the Rio Guaiba). Pilot 
communicated with bridge operator by VHF. 

The bridge has the following times for passage: 

0800 hrs. — 1130 hrs. 
1330 hrs. — 1700 hrs. 

These times are fixed because of the intensity of road traffic. 
Characteristics of the bridge: 

When closed: 12 m. high. 

When opened: 35.50 m. high (air draft). 

Breadth: 51.50 m. 

Water depth under bridge: 20 ft. 

The bridge is also provided with VHF, telephone and signalling lights. 

After passing the bridge, ships enter the Rio Jacui Channel, with 50 m. 
breadth, dredged to a depth of 6.75 m. 

The narrowest passage is between Oliveira Island on the left, and 
Garcas Island on the right, where channels are of natural ground with 
a depth of 8.0m. — 10.0 m. 

The last stage of the dredged channels have the same characteristics 
as channels, and are provided with buoys, last buoys are No. 34 and 
No. 35, where there is the widest area named “Volta dos Caras”, before 
entering the Santa Clara Channel. 

Ships can anchor for waiting. However, there are cables of high 
voltage crossing at a height of 60 m. 

On the passage from Porto Alegre to Copesul, there are 2 emergency 
anchorages, at Humaita and Volta dos Caras. 

The bottoms of these anchorages are of sand and mud, the currents 
are always flowing outward and the East winds are not strong. 

From June until September, during the morning, it is very common 
for fog to form. It is usually clear at about 1000 hrs. local time. During 
this period there is also the possibility of very strong wind from the West, 
which can delay navigation and passage through the bridge. 

The terminal's access channel has the following characteristics: 

Length: 7,500 m. 

Breadth at water level: 90 m. 

Breadth at ground level: 50 m. 

Depth: 6.75 m. 

Turning Basin: 320 m. x 520 m. (with an irregular form — similar to 
a letter “P"’). 

Note: There are no official nautical charts from the bridge to Santa Clara 

Terminal, but only drawings showing the continuation of channel 

passage for this area. 

MAIN INFORMATION OF SANTA CLARA TERMINAL — COPESUL: 

Location: Triunfo, Rio Grande do Sul, Brazil. Lat. 29° 53’ 55” S., Long. 

51° 22’ 35” W. 

Maximum permitted draft: 17 ft. fresh water. 

Piers: 3 piers available for loading petrochemicals, each of 40 m. length. 

Pier No. 1: All products available. 

Pier No. 2: Operates with all products, except ethylene. 

Pier No. 3: Not possible to load ethylene, ethylbenzene and 

benzene. 

This pier is principally for loading/discharging of pit-coal, 
(used for steam generators to supply electricity for their 
own internal consumption), and can eventually provide 
purging and loading/discharging of butadiene and 
propylene. 

Dolphins: Two dolphins where vessels can berth when loading berths 

are occupied. 

Note: Pilot and tugs are used for all manoeuvers. The only way to get 

ashore when the vessel is berthed at dolphins is by vessel's boats. 

Main Products: 

Loading Rate: 
Benzene, Toluene 


and Xilene about 300 t.p.h 
Ethylene about 130 t.p.h. 
Butadiene about 200 t.p.h. 
Propylene about 150 t.p.h 
Ethylbenzene about 300 t.p.h 


Slops: Up to 350 cu.m. of dirty ballast can be received by the terminal 
(except salt water). 
Nautical Charts: If necessary, Agent can provide charts. 
Nautical Charts from Rio Grande to Porto Alegre: 
No. 2101 — Rio Grande Port. 
No. 2102 — Sao Jose do Norte and Setia Channel. 
No. 2103 — Sao Goncalo Channel Bar and Porteiras. 
No. 2104 — Pelotas and Surroundings. 
No. 2105 — Feitoria Channel. 
No. 2106 — Saco do Rincao. 
No. 2107 — Way out Porto Alegre Bar. 
No. 2108 — Itapua and Ponta do Arado Velho. 
No. 2109 — Ponta Grossa to Porto Alegre. 
No. 2110 — Rio Grande Port and Bar Surroundings. 
No. 2111 — Porto Alegre to Itapua. 
No. 2112 — Rio Grande to Feitoria. 


AUTHORITY: Administracao do Porto de Porto Alegre, Av. Maua 1050, 
Porto Alegre, Rio Grande do Sul, Brazil CEP 90010. Tel: (0512) 24- 
5733. Telex: (051) 2540 Contact: Paulo Elizeu Ody, Port Administrator. 
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PORTO TROMBETAS: 01.28 S. 56.23 W.__ (See Plan) 


LOCATION: The Porto Trombetas Bauxite Terminal is situated on the 
right bank of the Trombetas River, State of Para. The Trombetas River 
is a left hand affluent of the Amazon River. 

Geographical location: 

Lat. 01° 27’ 31” S., Long. 56° 22’ 48” W. 

The shortest route through the fairway from the North Bar of the 
Amazon River (North Entrance) to Porto Trombetas is approximately 
575 nautical miles. 

The distance between the Port of Belem, capital of the State of Para, 
and Porto Trombetas is approximately 880 km. by air and 611 nautical 
miles down river. 

The distance between the Terminal and Oriximina, the nearest town 
to Porto Trombetas, is 42 nautical miles. 


DOCUMENTS: 

At Anchorage on Fazendinha Roads: At anchorage on Fazendinha 
Roads (see Anchorage”) Port Authorities will board vessel for clearance 
and the following documents should be delivered to the Agent, assisting 
Port Authorities and Master: 

1 copy Health Maritime Declaration. 

2 copies Vaccination List. 

5 copies Crew List. 

3 copies Store List. 

3 copies Crew Personal Effects. 

3 copies Bonded Stores List. 

Last Port Clearance. 

Documents to be Presented: 

Derat or Exemption Certificate. 

General Declaration Form, which the Agent will present to the Master 
(to be filled in during clearance). 

After Customs and Sanitary Guards Inspections (which takes about 
1.5 hours) the Agency will deliver to the Master the Fazendinha 
Clearance to be presented to Port Trombetas Authorities. 

A new set of the above mentioned documents less Health Maritime 
Declaration and Vaccination List must be ready to present at Porto 
Trombetas during the clearance there. 

At Porto Trombetas: 
(a) Documents required: 

6 copies Crew List. 

2 copies Store List. 

2 copies Crew Personal Effects List. 

6 copies Passenger List. 

1 copy Ballast Declaration. 

At hand to show: 

Ship's Data, 

Fuel, Diesel, Water Quantities on Arrival, 

Derat or Exemption Certificate, 

Gas Free Certificate (if ore or oil vessel), 

(b) Cargo papers: Master will receive copies of each of the documents 
listed below: 

Notice of Readiness. 

Bill of Lading (non-negotiable copy). 

Cargo Receipt. 

Stowage Plan. 

Statement of Facts. 

Draft Survey Result. 

Manifest of Cargo. 

Master shall approve and sign the Notice of Readiness, Bill of Lading, 
Draft Survey Result, Statement of Facts and Cargo Receipt, as required 
by the Shippers and Agents. 

(c) Clearance: Ship's Agents will furnish clearance papers for sailing 

as well as the cargo manifest. 

(d) From Trombetas the envelope of cargo documents destined to 

Ansanav Santana will be delivered to such Agents together with 
a Sailing Information Form (given to the vessel's Master by 
Santana Agent on the up river call at Fazendinha). 


PILOTAGE: Pilot service is available between Porto de Santana and 
Porto Trombetas. They will board and disembark in the vicinity of Porto 
de Santana. The Pilots will stay on board at Porto Trombetas. 


ANCHORAGE: Anchorage at Fazendinha for Visit of Authorities and 
Embarkation/Disembarkation of Pilots: In order to avoid any delay due 
to entrance to Porto de Santana, the Port Captaincy of the State of Para 
and Federal Territory of Amapa has officially determined the Fazendinha 
area for visit of Authorities and embarkation/disembarkation of Pilots. 

Such area is located around Lat. 00° 04’ 06” S., Long. 51° 06’ 45” W. 

Whenever passing by the Port of Macapa, vessels bound for Porto 
Trombetas are supposed to contact Messrs. “AMSANAV SANTANA”, 
through VHF Channel 16. 

Messrs. AMSANAV SANTANA will arrange the visit of Authorities and 
embarkation of Pilots. 


RESTRICTIONS: 
Draft Restrictions: 
Amazon River North Bar: 
37 ft. fresh water at high tide. 
32 ft. fresh water at low tide. 
Trombetas River: 
36 ft. fresh water from August to December (ebb tide season). 
37 ft. fresh water from January to July. 
Remarks: These figures are subject to further confirmation with Shippers 
and vessel's Agent. 
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NAVIGATION: Nautical Charts: 

(a) The Nautical Charts issued by the Hydrographic Navigation 
Offices (Brazilian Navy) and listed below are used to navigate 
from the Amazon River North Bar to Porto Trombetas: 

200 Maraca to Machadinho Island. 

210 Vicinities (approach) of the North Bar to the Amazon River. 
220 From the North Bar to Porto de Santana. 

201 North Bar of the Amazon River. 

202 Bailique Island to Ponta do Capinal. 

203 Ponta do Capinal to Pedreira Islands. 

204 Pedreira Islands to Santana Island. 

205 Macapa to Santana Island. 

4101A Macapa to Mangabal Island (Santana Island included). 

4101B Mangabal Island to Comandai Island. 

4102A Gurupa to Almeirim. 

4102B Almeirim to Prainha. 

4103A Prainha to Costa do Ituqui. 

4103B Costa do Ituqui to Meio Island (Santarem included). 

4104A Meio Island to Santa Rita Island (Obidos included). 

4401A Obidos to Paru Lake (entrance Trombetas River included). 

4401B Paru Lake to Caipuru Lake (Oriximina included). 

4402A Caipuru Lake to Bacabal. 

4402B Bacabal to Erepecu Lake (Narrow Channel of Bacabal and 

Porto Trombetas). 

All charts and publications can be altered by Notice to Mariners 

(Brazilian Navy information service). 

(b) All nautical charts are available through the vessel's sub-Agents 

if required in advance. 
Navigation Inwards: 

(a) Undoubtedly the greatest difficulty for navigators coming from 
the sea is to cross the Amazon River North Bar sand banks. 
Bulk carriers navigating to Porto Trombetas will be in ballast, for 
this reason there should be no need for them to await the high 
tide, in so far as at low tide, it is possible for them to cross the 
bar with 9.75 m. (32 ft.) draft. 

(b) With adequate nautical charts, good radar and calibrated 
direction finder, an experienced navigator should be able to enter 
the North Bar of the Amazon River to Macapa without major 
difficulties. 

Navigation Outwards: 

(a) Navigation from Macapa to Ponta do Ceu offers no problem and 
it will not be necessary even to reduce speed. 

(b) The critical section for navigation is from Ponta do Ceu to the 
open sea as, in addition to the 32 ft. draft, ships have to take 
advantage of the tide to cross banks of the North bar, where they 
are affected by the adverse action of a strong current. 

Under such conditions ships have to be equipped with such 
facilities which will permit accurate positioning. 

If it is necessary to wait for a suitable stage of the tide, the 
river provides good bottom to anchor at several places along the 
navigable routes. 

Navigation Aids: 

(a) Radio Beacon: 

A radio beacon is installed at Ponta do Ceu. 
The main details are: 


Frequency: 290 kHz. 
Signal Letters: EH 
Working Hours: Continuous 


Geographical Position: Lat. 00° 45’ 40” N. 

Long. 50° 06’ 58” W. 

300 miles. 

Ao and A? (1,020 H2) 

(EH . . .), Twice in Ao during 
10 seconds and A? (1,020 H2) 
during 5 seconds. 


Range: 
Signal: 
Character of Signal: 


(b) Racon: 
Racon (letter M — Morse Code) is located at Bailique Lights 
position (Lat. 00° 59’ 24” N., Long. 49° 56’ 53” W.) with a range 
of about 25 miles. 
Mineracao Rio do Norte S.A. MRN is not responsible for the location 
and operation of the navigation aids. 

Tidal Information: The Hydrographic Navigation Office of the Brazilian 
Navy based on data furnished by the National Astronomical Observatory 
publishes an Annual Tide Table for the majority of Brazilian ports, 
including the North Bar of the Amazon River — the Brigue Island, Lat. 
00° 55’ N., Long. 50° 05’ W. and Porto de Santana. 

(See DG 16 — 14 Tabuas de Mare (Tide Tables DG 16 — 14). 

Outer Bar Tide: With reference to data published in the tide tables, Ilha 
do Brigue — Lat. 00° 55’ N., Long. 50° 05’ W., Charts 210, 202 and 201, 
the tidal time is local time (GMT minus 3 hours) and the tidal amplitude 
figures are shown in metres. 

In position “E”, Lat. 01° 34’ N., Long. 49° 09’ W., tidal time at and 
about this position is 4 hours earlier than shown in the tide tables for 
ilha do Brigue. Tidal amplitude is 48% of the figures shown in the tide 
tables. In position Lat. 01° 09’ N., Long. 49° 36’ W., tidal time at and 
about this position is about 2 hours earlier than indicated in the tide 
tables for Ilha do Brigue. Tidal amplitude is 63% of the figures shown 
on the tide tables. 

On Banco do Meio, tidal time at and about this position is 1 hour 
earlier than shown in the tide tables for Ilha do Brigue. Tidal amplitude 
is equal to the figures shown in the tide tables. Tidal currents in the area 
indicated as “Canal Grande do Curua”, are reported to coincide with 
the direction of the axis of channel in that area. 

Outer Bar Tide Current: On the Nautical Chart No. 210 information about 
tide current is furnished (see upper left side of the chart). 

RADIO: Arrival Advice: For Agency purposes vessel proceeding to Porto 
Trombetas shall send ETA North Bar of the Amazon River to Messrs. 
“AMSANAV BELEM”. For your guidance, one notice is required 72 hours 
prior to such arrival which means vessel's passage along Entrance Buoy 
located at Lat. 01° 14’ 30" N., Long. 49° 37’ 16” W. This procedure will 
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allow sub-Agents at Belem to convey Pilots to Fazendinha Anchorage 
Area accordingly. After passing along the mentioned entrance buoy, 
vessel shall proceed via North Channel of the Amazon River up to 
Fazendinha Anchorage Area located at Lat. 00°04’ 06"S., Long. 
51° 06' 45" W. During such sailing to Fazendinha Anchorage Area 
vessel will receive from Messrs. “AMSANAV BELEM” all information 
regarding eventual changes in position of buoys, operations of lights 
and other aids. 

When passing along Macapa (about 8 miles before Fazendinha 
Anchorage Area) Master is expected to be in contact with Messrs. 
“AMSANAV SANTANA” through VHF Channel 16. At that time all 
instructions for vessel's anchorage at Fazendinha in order to receive 
visitation of Authorities will be forwarded by Messrs. “AMSANAV 
SANTANA”. 

When leaving Fazendinha Anchorage Area, Master will be requested 
to inform Jocal sub-Agents of ETA at mouth of the Trombetas River to 
be re-transmitted to “DOCENAVE" Porto Trombetas. 

Before entering the Trombetas River, Master must obtain 
“Confirmation for Entrance” from Shipper's Dock Master through VHF 
Channel 16. 

TUGS: One tug of approximately 30 ton bollard pull and one line handling 
boat are available for berthing and unberthing. 

BERTHING: 

Bauxite Loading Terminal: The bauxite loading terminal is equipped to 
load ore carriers up to approximately the Panamax Size. 

The maximum loading rate is 6,000 tonnes p.h. but the average 
loading rate is estimated at 4,200 tonnes p.h. (also see Shipmaster's 
Report — May 1986). The pier is 100m. long and the maximum 
permissible air draft (the distance from the waterline to the top of the 
hatch coaming) is 13.50 m. at the high water period. The mooring system 
consists of four concrete dolphins upon metal piling and four mooring 
buoys. 

Accommodation for Vessels: 

(a) One vessel can be berthed at the loading dock. Two waiting 
vessels can be secured to mooring buoys about 1.8 miles 
downstream from the berth. A secondary waiting area is located 
West of the mouth of the Trombetas River in the vicinity of Lat. 
01° 54’ S. and Long. 55° 40’ W. There is good holding ground in 
this area and some protection from canaranas and other floating 
debris. 

(b) The movement of all vessels within the Trombetas River system 
is under the control of MRN. Up-bound vessels are not permitted 
to enter the Trombetas River without prior clearance from MRN. 
Such approval can be obtained by contacting MRN or 
DOCENAVE on VHF. In case such permission has not been 
received, the vessel shall anchor at the secondary waiting area 
in the Amazon River until it is granted. This is necessary because 
there are two areas within the Trombetas River where vessels are 
not permitted to pass. Vessels will normally be loaded at Porto 
Trombetas in order of arrival, provided that they are within their 
lay-day period as previously agreed with MRN. 

Berthing and Unberthing: For berthing and unberthing the width of the 
channel in front of the terminal is currently 300 m. 

Manoeuvring of vessels should be performed at Master's and Pilot's 
discretion. 

Fendering: No fenders are needed for docking. The terminal is equipped 
with permanent fenders. 

Anchor: The use of vessel's anchor during manoeuvring is permitted at 
Master's and Pilot's discretion. 

Loading Hours: 24 hours a day, Sundays and holidays included. 

Hold Condition: No cleaning crews are available. 

Holds should be cleaned prior to arrival and they will be inspected 
before acceptance of vessel. 

Loading Operation: The bauxite is transferred from the stockpile to the 
ship's holds through a conveyor belt system and automatic shiploader. 

The shiploader boom moves horizontally around its hinge with an 
angle of 53° 24’ 44” to each side. 

The loading operation usually starts soon after the vessel is alongside 
and cleared by the Authorities. 

The air draft (that is, the distance from the waterline to the top of the 
hatch coaming) is 13.5 m. (minimum) in July and 19.0 m. (maximum) in 
December. 

The stowage factor for dried bauxite is 25 cu.ft. per ton up to 28 cu.ft. 
per ton depending on moisture content of the bauxite. 

Careful check of vessel's draft and trim should be made by the ship's 
officers at all times during loading operations. Cargo is belt trimmed 
only. 

The cargo weight should be determined by the “ship's displacement’ 
method (light versus loaded draft survey). 

Tonnage on the conveyor belt system between stockpile and ship is 
approximately 275 tons. This tonnage must be discharged into the holds 
to complete the loading. 

MRN reserves the right to require any vessel to undock after loading 
and completing the necessary formalities in order to permit another 
vessel to berth or for any other reason. 

GENERAL CARGO WHARF: MRN handles general cargo at a general 
cargo wharf 350 m. downstream from the shiploader. 

MEDICAL: Medical service may be arranged at the MRN Hospital, in 
emergency. Health conditions in the region are good. No epidemics or 
tropical diseases are recorded in the region. 

BALLAST: Vessels are not allowed to discharge salt ballast into the 
Trombetas River. Salt ballast can be discharged into the Amazon River 
up till Almeirim Island. 

POLLUTION: No facilities are available at the terminal to receive slops, 
salt water or contaminated ballast. 

Discharge of any material other than clean ballast will be subject to 
heavy penalties as prescribed by the Brazilian law. It is not permitted to 
discharge salt water ballast into the Trombetas River. 

TANKERS: Tankers discharge bulk fuels at a floating pier situated about 
400 m. upstream from the Terminal. 


FRESH WATER: Available subject to prior consultation with MRN. 
FUEL: Not available. 

CONSULS: None. 

REPAIRS: Small repairs can be undertaken by MRN workshop in 
extreme emergency only. 

SURVEYORS: There is no Classification Society surveyor at Porto 
Trombetas. Whenever needed a surveyor can be appointed, who will 
come from any other Brazilian port by plane. 

P &/ Club: Not available at Porto Trombetas. Administrative assistance 
and legal advice on matters concerning ship's civil liability to third parties 
can be obtained from a representative in another Brazilian port who will 
come by plane. 

AIRPORT: The nearest international airport is Manaus (capital of the 
State of Amazon). There is a domestic airline service between Manaus 
and Santarem, Belem and Santarem, and Santarem-Porto Trombetas. 
TIME: Local time is GMT minus 4 hours. 

IDENTIFICATION CARDS: Crew and Passengers: There are no 
restrictions by the local authorities, but crew members and passengers 
should carry their identification papers when on shore. Visits to the 
industrial area require prior approval of MRN. 

GENERAL: 

Weather: 

(a) Rain: during the rainy season precipitation is usually heavy but 

of short duration. 

(b) Wind: from July to December, East and E.S.E. winds predominate 

and they are usually moderate with occasional strong gusts. 
From January to June calmness predominates followed by N.E. 
winds backing to S.W. with persistent showers. The predominant 
wind speed is 10 knots. 
(c) Haze is rare in the Amazon River, but it is more frequent in the 

Trombetas River, particularly early in the morning. 

Tide and Current: In the Porto Trombetas region, the current may reach 

2 knots during high water season (January to July). 

Temperature: An average of 30°C. 

Mail: Ship's and crews' mail should be addressed to: Vale do Rio Doce 

Navegacao S/A — “‘DOCENAVE", Porto Trombetas, State of Para, CEP 

68.275, Brazil. 

Telephone: Telephone communication between Porto Trombetas and 

the rest of Brazil and also international calls are available. 

Telegraph: There is no public station in Porto Trombetas. Telegrams 

from Porto Trombetas must be sent through the vessel's Agent. 

Services: 

Ship chandlers and laundry not available. 

Derat and Fumigation not available. 

Electricity not available for supplying vessels. 

Porto Trombetas Port Captaincy: The Brazilian Navy has installed an 
Agency at Porto Trombetas with the purpose of controlling all vessels 
destined to the port. 

MRN recommends that the Brazilian Pollution Regulations be carefully 
observed. 

The Port Captaincy is located in the vicinity of the shiploader and for 
any communications, this Port Authority can be reached at the following 
Telex and Telephone numbers: 

Telex: (091) 5458 

Telephone: (091) 549-1283 

(091) 549-2147 
Agency: 

All ships will be attended by Vale do Rio Doce Navegacao S.A. — 
DOCENAVE through its regional office in Porto Trombetas, and 
DOCENAVE's sub-Agents in Belem and Porto de Santana (Agencias 
Mundiais Ltda.): 

DOCENAVE's head office: 

Rua Voluntarios da Patria, 143 

Rio de Janeiro, State of Rio de Janerio 

22.270, Brasil 

Telephone: (021) 286-8002 

Telex: (021) 22142, 22249, 22730 

Cable Address: “DOCENAVE RIO DE JANEIRO” 

DOCENAVE's regional office: . 

Trombetas, State of Para 

68.275 Brasil 

Telephone: (091) 549-1114, 549-2238 

Telex: (091) 5622 

Fax: (091) 549-1397 

Cable Address: “DOCENAVE PORTO TROMBETAS” 

Manager: Mr. Edison Camargo 

“Home Phone: (091) 549-1201 
DOCENAVE’s sub-Agents: 

Agencias Mundiais Ltda. 

Rua Gaspar Viana 490 

P.O. Box 190 

Belem, State of Para 

66.020 Brasil 

Telephone: (091) 224-4822 

Telex: (091) 1148 and (091) 1799 

Fax: (091) 225-3607 

Cable Address: “AMSANAV BELEM” 

General Manager: Mr. R. J. Burnett 

“Home Phone: (091) 235-0359 

Operations Manager: Captain E. A. St'Roas 

“Home Phone: (091) 222-4078 

Assistant Manager: Mr. P. Niblett 

“Home Phone: (091) 235-1492 

Agencias Mundiais Ltda. 

Av. Senador Filinto Muller, 1445 

Porto de Santana, Federal Territory of Amapa 

68.935 Brasil 

Telephone: (096) 632-6669, 632-6629, 632-6663 

Cable Address: “AMSANAV SANTANA” 

Manager: Mr. Carlos Alberto Bandeira 

“Home Phone: (096) 632-6639 


BRAZIL 


SHIPMASTER’S REPORT: November 1980. 

Vessel visited Porto Trombetas on November 23rd until 25th, for 
loading a full cargo of bauxite ore. This port is situated on the righthand 
side of the Trombetas River, State of Para, a lefthand affluent of the 
Amazon River, approximately 575 nautical miles from the open sea. 

All vessels destined for Porto Trombetas are cleared inwards at 
Santana, Federal Territory of Amapa, as being the first Brazilian port of 
call. 

On arrival at Porto Trombetas, State of Para, the vessel was visited 
again by Customs and Federal Police in order to clear the vessel for 
this “Port of Call”. Again several documents were needed. On departure 
from Porto Trombetas a “Harbour Master's Clearance” is received which 
has to be handed over to the Santana Authorities, usually via the River 
Amazon Pilots leaving the vessel in Santana, in exchange for a 
clearance from that port, delivered by pilot launch. 


SHIPMASTER’S REPORT: May 1986 (updated 1988). 

Please see a comparison report over tidal predictions for Barra Norte 
(Rio Amazonas) for the 23rd May 1986. First method: Admiralty Tide 
Table Vol. 2/1986 NP 202/86. 

Second method: Tabuas dos Mares De-16-21/1986. 

There is an error of 3 hours 41 minutes between the two predictions, 
note also the difference in predicted heights. 

Upon arrival at Barra Norte, we only had in our possession the 
Admiralty Tide Tables. Referring to the time of HW given by these tables 
and using the rose of currents printed on Brazil chart 210, we were 
expecting a current setting in direction 310° at about 1.2 knots (HW+5) 
then later 270° at about 1.8 knots and 238° at about 2.2 knots. The 
correct currents were for these times: 050° — 4.1 knots, 040° — 2.2 knots, 
030° — 5.5 knots, using the HW times of Tabuas dos Mares. 

The difference between the two predictions is, of course prejudical in 
order to perform a safe and good navigation, keeping in mind that the 
navigator has no landmark for several hours. 

Tidal predictions for May 23rd 1986 at Barra Norte — Rio Amazonas: 

Admiralty tide tables: 


Time Height 
Standard Port HW LW HW LW 
Georgetown 0433 1051 32 0.2 
Guyana 1709 2302 29 07 

Seasonal change Standard port — = negligible 

Differences +0245+0251 -0.3 -0.1 
Aa) Porto he) 

Seasonal change Secondary port — - 
Secondary port 0718 1342 29 0.1 
1954 0153 26 ~105 


(24 May) 

Tabuas dos Mares: 23rd May 0546 — 0.8, 1059 — 5.8, 1812 — 0.5, 
2344 — 5.6. 

Loading: The loading rate of bauxite during my call was about 1,100- 
1,200 tonnes/hr. We loaded about 55,000 tonnes. 
Agents Questionnaire to Master: 

Fazendinha Anchorage, May 24th 1986. 

To the Master 
MiViis. 5 senses ts " 

Fazendinha 
Re.: North Channel — Amazon River 

Dear Captain: 

Please kindly report your observations during your transit in North 
Channel — Amazon River, (Nautical Chart No. 201 — 6th ed.). Any other 
information will be of good advice. 

North Bar Racon/Buoy Positions on February 29th 1988: 
Sea Racon-white light about 15 miles _ Lat. 01° 34.16’ N., Long. 49° 00.86’ W. 
Sea Buoy-red/white/red white light Lat. 01° 24.37’ N., Long. 49° 02.65' W. 


Buoy No. 2 Green Green light Lat. 01° 13.90’ N., Long. 49° 35.15’ W. 
Buoy No. 4 Green Green light Lat. 01° 08.00’ N., Long. 49° 40.00’ 
Buoy No. 6 Green Green light Lat. 01° 05.37’ N., Long. 49° 44.18’ 
Buoy No. 8 Green Green light Lat. 01° 01.97’ N., Long. 49° 46.10’ 


Buoy No. 10 Green 
Buoy No. 12 Green 


1 
1 
Green light Lat. 01° 00.18’ N., Long. 49° 46.2 
Green light Lat. 00° 57.23’ N., Long. 49° 48.8 

3 


Buoy No. 1 Red Red Light Lat. 01° 06.38’ N., Long. 49° 44.32’ 
Buoy No. 3 Red Red light Lat. 01° 03.38’ N., Long. 49° 46.70’ 
Buoy No. 5 Red Red light Lat. 01° 00.63’ N., Long. 49° 47.02’ W. 
Buoy No. 7 Red Red light Lat. 00° 58.70’ N., Long. 49° 48.87’ W. 


Radio Beacon Ponta do Ceu: Good, but have given bearings totally 
erroneous during one hour (from 1400 to 1500 LT). 

Racons: Guarah Light (range). First echo (weak) 31 nautical miles. 
Bailique Light (range). First echo 24 nautical miles. 

Lighthouses: Guarah Light; Bailique Light; Marinheiro Light; Ponta do 
Ceu; Santarem Light. Generally all good but probably too weak in case 
of restricted visibility due to rainfall. 

Remarks: Regret absence of fairway buoys or pillars on each side of 
the North Bar. Buoy No. 2 and following are too small and difficult to 
find on the radar. Navigator on duty 5 hours between Barra Norte and 
Buoy No. 2 without a good fix. 

It would be helpful if Agent sent by radio at least 2 days before arrival 
the following information concerning tides. 

1) Time of HW and LW at North Bar (we received it but at the time 
we were in North Bar (23rd May). The times given in the cable were for 
the 24th May). 

2) The direction and force of current following the current rose printed 
on chart 210 (Brazilian chart). 

Cable should be in the following form: 23rd May HW...LTLW... 
LT. Current HW 070/3.6 HW+1 050/4.1, HW+2 040/5.5, etc. 

It should be noted that the predicted times and heights in the Admiralty 
Tide Tables are erroneous. 

It should also be noted that for deep draft vessel, the most difficult 
and narrow navigation is from Buoy No. 2 to Santana Anchorage, and 
without Pilot (especially between Buoy No. 2 Buoy No. 10). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SHIPMASTER’S REPORT: September 1988. 

Vessel called at Porto Trombetas to load bauxite in bulk. This port is 
situated on the Amazon, approximately 60 miles from the mouth of Rio 
Trombetas and 590 miles from Amazonas No. 1 Light vessel. 

Pilots embark and disembark at the anchorage off Santana, and 
remain on board during the vessel's stay at Porto Trombetas. Customs 
and other state officials visited vessel at Santana anchorage. The Pilot's 
English language is sufficient for navigational commands only. The two 
Pilots on board were very experienced. 

Admiralty charts of the Amazon are not sufficient. All Brazilian nautical 
charts are available through the vessel's sub-agent in Santana if 
advance notice given. These charts were perfect for tidal height 
calculations. 

Vessel should cable request buoy positions on Canal Norte prior to 
arrival as the positions of the buoys and sandbanks change. 

High water at Barra Norte is 2 hours after Ilha do Curua or Canal 
Norte (buoyed channel, IALA Region B, seaward green buoy starboard 
hand). There are two Racons on the shore for fixing position, we could 
not find Amazonas No. 1 Light vessel, it may have drifted out of position. 

Navigation from Canal Norte to Santana in ballast or with shallow draft 
is not difficult. Laden Bulk Carriers on Canal Norte and Barra Norte must 
carry out good tidal height calculations. 


OPERATORS: Mineracao Rio do Norte S.A. — MRN 
Legal Domicile: 

Rodovia Br. 316, Km 3 

Ananindeua — Para. 

CEP: 67.000 

Telex: (91) 0977 

Telephone: (091) 235-3844 

Fax: (091) 235-3848 
Works: 

Mineracao Rio do Norte S.A. — MRN 

Porto Trombetas, Para 

CEP 68.275 

Telex: (91) 4036 

Telephone: (091) 549-1335 

Fax: (091) 549-1397 

Cables: “RIONORTE”. 

Contact: Mr. Oscar Sampaio (Dock Master). 
Main Office: 

Praia do Flamengo, 200 — 6° andar 

Rio de Janeiro 

CEP 22.210 

Telex: (021) 23352 

Telephone: (021) 205-9112 

Fax: (021) 245-5717 

Cable: “RIONORTE”. 

Contact: Dr. Julio Bueno (Commercial Manager) 


RECIFE (Pernambuco): 08.04 S. 34.52 W. (See Plan) 


PORT LIMITS: West of Longitude 34° 50’ W. and between Latitudes 
08° 00’ S. and 08° 07’ S. 

DOCUMENTS: Most of the documents required by the local authorities 
are presented by the vessel’s Agents after arrival. 

Master must have on hand, on arrival, the following documents: 

7 Crew lists. 

1 International Health Declaration completed and signed. 

Clearance from last port of call. 

Manifests of the cargo to be discharged. 

Copies of bills of lading of the cargo to be discharged. 

PILOTAGE: Compulsory. Pilots board the vessel at Southern end of 
Banco Ingles, at approximate position Lat. 08° 05’ S., Long. 34° 50’ W. 
Vessels must give accurate ETA to their Agents, not to the Pilot 
Association, however when within VHF range, vessel should 
communicate with the Pilot Association, if no instructions have been 
received from the Agents or the Pilot does not board upon arrival. 
ANCHORAGES: Most favourable position for ships to await pilot boat 
is 1.5 miles in direction 303° from ‘‘Picao"’, also just outside the 6 fathom 
line. In fine weather ships can sail to a position 8 cables from “Picao”’ 
in same direction just South of buoy. Anchorage in fine weather between 
above-mentioned places; in bad weather more than 1.5 miles in direction 
303° from “Picao” and North and South of line, in water of 7 fathoms 
and 8 fathoms depth. 

RESTRICTIONS: Vessels only enter port at night in cases of necessity. 
3 ft. under keel clearance required when heavy swell running. 

The port is situated between 2 channels, 1 to the North, the other to 
the South, which are the main fairways of the port. The Southern 
Channel is 850 ft. wide by 32 ft. 6 in. deep and the Northern Channel is 
32 ft. deep but with variable width. 

Tankers: May enter and leave during daylight only (0500 — 1800 hrs.). 
Also see “Tankers”. 

MAX. SIZE: Vessels 220m. in length can enter, max. draft 31 ft. 
Also see “Tankers”. 

HEALTH: Free Pratique is granted by radio at any time, day or night. 
Masters must radio to ‘Saporto Recife’, informing sanitary conditions 
of the vessel, reporting any case of sickness and requesting Free 
Pratique. 

RADIO: A very powerful radio station “PPO"-Olinda Radio now 
available, operating on radiotelephony and radiotelegraphy, with VHF 
and HF in all maritime frequencies. 

RADAR: No facilities available. 

TUGS: Pilot brings vessels to inner harbour where tugs available to help 
to go alongside; not practice for tugs to meet vessels on Outer Roads. 
3 tugs available, largest 1,680 h.p. Vessels up to 5,000 g.r.t. require 
1 tug. Vessels over 5,000 g.r.t. require 2 tugs. 
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BERTHING: Vessels arriving at Recife Roads with 26 ft. can enter pon 
on low tide and can go alongside from Sugar Terminal to Warehouse 
No. 9, over 26 ft. it is better to wait for high tides to enter, 31 ft. being 
the max. draft for entering Recife. 

Depth alongside wharves: 

Berth Nos.1—2 31 ft. 
Berth Nos.3-—6  30ft. 
Berth Nos.7—14 28 ft. —30 ft. 
Berth No. 15 27 ft. 

At anchorage (pool) in port, max. draft is 31 ft. Depth between 32 ft. 
and 26 ft., the max. rise of tide being 5 ft. Distance from the quay side, 
200 m. Manoeuvring space is 1,640 ft. or 500 m. with a depth of 28 - 
30 ft. max.; 590 ft. or 180 m. with a depth of 26 ft. 

SPECIAL CARGO FACILITIES: Cereals: Silos with unloaders. Silos 
capacity: 25,000 tons (CAGEP), 23,500 tons (Moinho Recife). 

Capacity of unloaders: 400 t.p.h. (Berth No. 1), 150t.p.h. (Berth 
No. 9), 150 t.p.h. (Berth Nos. 9 — 10). 

Sugar: Sugar Terminal: Warehouse capacity 200,000 tons, capacity of 
loader 1,000 t.p.h. 
Molasses: Tanks: Capacity to store 14,000 tons, capacity of loader 
120 cu.m.p.h. 
Cranes: 

1. Crane with capacity of 25 tons (Berth No. 2). 

4 Cranes with capacity of 3.2 tons 

3 Cranes with capacity of 5 tons 

15 Cranes with capacity of 1.5 tons 
3 Automobile cranes with elevated cab capacity of 8 tons, with 2 
clamshell and 2 graiffers. 

Fork Lifts: 

1 special fork-lift for containers with capacity of 40 tons. 

63 fork-lifts with capacity of 2.5, 3, 4 and 7 tons. 

Floating Crane: 1 floating crane, capacity 100 tons. 
STEVEDORES: Advise Agents of ETA at least 48 hours prior to arrival 
to make necessary berthing arrangements and hire dock labourers and 
stevedores in time. 
MEDICAL: In urgent cases communicate with Agents immediately by 
means of Radio at least 48 hours prior to vessel's arrival if possible. It 
is necessary for vessel to enter port to enable sick person to land 
because on outer roads there is too much swell. Not necessary to Dock. 
Port Doctor must be advised by Agents and will board to see sick person 
and grant permission to land in Recife temporarily. Hospitals available 
also First Aid Stations equipped with ambulances. Port Authority also 
equipped with ambulance. Crews should always have yellow fever 
inoculation certificates. 
TANKERS: Oil companies who keep petroleum products here are: 
Petrobras, Esso, Texaco, Shell and Atlantic. To discharge petroleum 
products tankers utilise 1x10 in. at Berth No. 1; 4x8 in. and 46 in. at 
No. 2; 28 in. and 26 in. at No. 3 and 18 in. and 110 in. at No. 4. 
Max. safe draft for a tanker to enter Recife is 30 ft. and entry must take 
place on high tide. 
DENSITY: Low water density in Summer time 1028. High water density 
in Summer time 1027. 
FRESH WATER: Supplied by Port Administration by means of pipe- 
lines in the docks. Vessels can be supplied alongside any quay; water 
fit for human consumption. 

The local Port Administration has 1 water barge, capacity 210 tons, 
for supply to vessels inside the breakwater. 

There are 71 hydrants, diameter 2.5 in., rate 15 — 20 t.p.h. 


FUEL: Fuel oil and diesel can be loaded from network along the quay. 


Berth No. 4: 3x8 in. and 3~6 in. 

Berth No. 5: 4x8 in. and 4x6 in. 

Berth No. 6: 3x8 in. and 3x6 in. 

All with capacity 150 t.p.h. (fuel — 8 in.) and 45 t.p.h. — 50 t.p.h. (diesel 
— 6in.) 

Fuel oil and diesel also available by road trucks with capacity 30 tons 
at Berth Nos. 7 — 15. 
Also see “General” before first port. 
CONSULS: The following countries are represented in Recife 
Pernambuco: 


Argentina Great Britain Netherlands 
Belgium Guatemala Norway 
Costa Rica Honduras Portugal 
Denmark Italy Spain 

El Salvador Japan Sweden 
Ecuador Lebanon Switzerland 
France Mexico United States 
Germany F.R. 


REPAIRS: Available but limited to small mechanical equipment. 
SURVEYORS: 1. Supervise and Superinspect are companies available 
to do cargo surveys. 

2. Lloyd's Register, A.B., B.V., Salvage Association and U.S. Salvage 
are available at the port. 
GANGWAY/DECK WATCHMEN: Compulsory. 
OPENING/CLOSING HATCHES: Normally by stevedores but crew 
helps when stevedores not familiar with hatches of modern vessels. 
CUSTOMS ALLOWANCES: One carton cigarettes and one bottle of 
spirits allowed each man at Customs discretion. 
REPATRIATION: Facilities by air available. 
AIRPORT: Situated 9 miles from docks. 228 flights per week. 
TIME: GMT minus 3 hours. 
HOLIDAYS: National Holidays: Fraternidade Universal (January 1st); 
Tiradentes (April 21st); Labour Day (May 1st); Brazil's Independence 
Day (September 7th); Nossa Senhora Aparecida (October 12th); 
Commemoration of the Republic (November 15th); Christmas Day 
(December 25th). 
State Holidays: Nossa Senhora da Conceicao (December 8th); Nossa 
Senhora do Carmo (July 16th); Good Friday, Sao Joao (June 24th). 
POLICE/AMBULANCE/FIRE: Harbour Police Tel: 2241024. Port State 
Fire Brigade Tel: 193. Ambulance (First Aid) Tel: 192. State Police Tel 
190. 


TELEPHONES: Can be connected on board if requested. 

BANKS: City Bank — Av. Marques de Olinda, 126. Tel: 224.7922. Telex: 
1) 1093. 

Ce enk of London — Rua Estreita do Rosario, s/no. Tel: 224.3729. Telex: 

(081) 1173. 

STORING: See ‘Prelims’. 

1. Vessel can be stored only by trucks. 

2. Vessel cannot store from barges. Storing must be done directly 
onto/from wagons and warehouses. 

3. Trucks can proceed alongside at the berth. 

4. Fork-lift trucks can be used on the jetty to handle stores. 

5. As a rule, when cargoes go to the warehouses they must pay in 
advance a fee corresponding to one month's rent, which costs 1% of 
the value of the cargo. If the cargo remains another month then 2% of 
its value must be paid as a fee. If the owner of the cargo doesn't clear 
it through Customs in 3 months it will be confiscated. Certain kinds of 
cargoes, such as, fertilizers, wheat, corn, oil derivated goods and rollers 
have an anticipated dispatch and there will be 6 days free-of-charge for 
them to take them out of the port. 

6. Local Riggers can be employed to assist with storing. 

IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
DEVELOPMENTS: Plans are underway to dredge the access channel 
to 11.5 m. It is also intended to construct new berths for general cargo 
and molasses tankers, and to modernise the existing berths. 

AUTHORITY: Administracao do Porto do Recife — Portobras, P.O.Box 
720, Praca Artur Oscar — s/no, Recife, PE, Brazil 50.000. Te/: 231.4044, 
231.4144. Telex: 1018. Contact: Milton Pires de Souza, Administrator. 


REGENCIA: 19.41 S. 39.41 W. 


This terminal is located on the East coast of Brazil in the State of 
Espirito Santo, approximately 80 km. to the North of Vitoria. It consists 
of an oil storage area, a pipe-line both on land and underwater with a 
diameter of 16 in., 4 km. long and a set of buoys for mooring vessels. 
Its purpose is storage and passing to production of oil products from 
the fields of the State of Espirito Leet principally the field of Lagoa 
Parda which is next to the terminal. 

The set of buoys is designed to handle vessels up to 50,000 g.r.t., 
permitting a maximum draft of 13 m. 

PILOTAGE: The area has Pilots to attend to the manoeuvring of vessels 
at the buoys. 
TIME: GMT minus 3 hours. 


RIO DE JANEIRO: 22.54 S. 43.12 W. (See Plan) 


(A) GENERAL CARGO SECTION. (B) TANKER SECTION. 


(A) GENERAL CARGO SECTION 

LOCATION: The port of Rio de Janeiro is located geographically in the 
inlet on the coast (Western) of the Bay of Guanabara, in the city of 
Rio de Janeiro, capital of the state of Rio de Janeiro. 

DOCUMENTS: See “General” before first port. 

CLEARANCE: All clearance is taken care of at the Quarantine 
Anchorage (Pratique, Custom’s, Immigration). Accommodation ladder 
must be rigged for this purpose. 

Shipmaster’s Report: Clearance also carried out alongside. 

After clearance by the Customs a dark blue flag with a white five- 

pointed star in the middle must be shown day and night during vessels 
Stay in port. Derat service is available. Inspection of the vessel will be 
made by inspectors to whom the valid derat or derat-exemption 
Certificate must be shown. 
PILOTAGE: The pilotage service is compulsory for national vessels of 
More than 42 ft. length and for foreign craft of more than 37 ft. length, 
in the following situation: From the Waiting Zone, in the anchorage (about 
2 nautical miles to the North of Rasa Island), for any anchorage within 
the Bay of Guanabara. 

Pilots board vessels at the following geographical point: 

Lat. 23° 02' S., Long. 43° 08’ W. 

Requests for pilotage service may be made via the ship’s Agent by 
telephone 24 hours ahead of the ship's arrival, or to Av. Rio Branco No. 
4—Room 1501, there being available a total of 33 Pilots. 

Pilots may also be requested by radio, via Station PPR — Radio Rio, 
Operating on frequencies 17,194; 13,105; and 8,364 kHz or via Channel 
16 VHF for general call-up. For pilotage and other purposes, using 
Channels 14 and 12. 


BRAZIL 


ANCHORAGE: The Bay of Guanabara is exceptionally sheltered from 

all winds encountered in the region. All vessels must pay maximum 

attention to the large number of areas and sectors where anchoring is 
prohibited, and which are shown on the nautical charts, and in particular 

on Brazilian Chart DHN No. 1501. 

Permitted areas: 

i Inspection by Customs, Health and Maritime Police: 

Lat. 22° 53’ S., Long. 43° 09’ W. 
2. For Warships: 
Lat. 22° 54’ S., Long. 43° 10’ W. 
3 For loading and discharge: 
Lat. 22° 53’ S., Long. 43° 11' W. 
4 For LASH and container vessels: 
Lat. 22° 53' S., Long. 43° 10’ W. 
§. For LASH vessel barges: 
Lat. 22° 53’ S., Long. 43° 10’ W. 
6 For vessels under repair or waiting for berths: 
Lat. 22°51’ S., Long. 43° 10’ W. — 43° 11' W. 
vi Vessels carrying explosives: 
Lat. 22° 51' S., Long. 43° 08' W. 

Prohibited Areas: Areas marked (DHN Chart No. 1501) where vessels 

must take special precautions: 

(a) Anchoring prohibited: Pay attention to aircraft at low altitude 
during landing and take-off. 

(b) Anchoring, fishing and the use of flames prohibited, due to the 
presence of pipe-lines, liquid gas storage areas, loading and 
discharge of inflammables. 

(c) Anchoring prohibited: Access to the Almirante Tamandre 
Terminal, of Petrobras S.A. 

(d) Prohibited area: No vessel, unless expressly authorised by the 
Commander in Chief of the Navy, may approach nearer than 
200 m. during the day, the islands of Boqueirao, Rijo, Nnanqueta, 
Milho, Arueiras, Viraponga and Tipiti—acu. 

Passage through the Boqueirao Channel is prohibited between 
sunset and sunrise. 

The prohibited area of the Island of Boqueirao is marked by 
light buoys, painted yellow and orange. 

(e) Anchoring is not permitted, due to the presence of various 
submarine cables, between the Island of Cotunduba and the 
Cagarras Islands, these cables coming ashore between the 
Copacabana and Leme Bridges. 

(f) Presence of double poles, approximately 20 m. apart, running 
along the path of the canalisation, enable only small craft to pass. 

(g) Anchoring prohibited: Presence of submarine cables and ducting. 

(h) Traffic by vessels under the Presidente Costa e Silva Bridge is 
only permitted between the designated pillars. 

Traffic under the main span is exclusively for vessels of more 
than 40 ft. draft or 50,000 d.w.t. 

(i) Area prohibited to navigation, unless expressly authorised: The 
area including the islands of Flores, Carvalho, Ananas and 
Mexingueiro is marked by fixed buoys, topped by rectangles 
painted yellow and orange, containing warning notices. 

(j) Area prohibited to navigation, unless expressly authorised. 


RESTRICTIONS: Port is accessible to all vessels at all times and states 
of the tide. Attention must be paid to messages sent by Rio Radio about 
forbidden areas due to Marine exercises with live ammunition along the 
coast near entrance to the port. 

Access Channel: Access to the port for large vessels is via a channel 
well dredged to a depth of 17 m., passing close to Copacabana Beach, 
and to the West of the island of Cotunduba. This channel goes as far 
as the port basin area, reaching also the oil terminals located inside the 
Bay of Guanabara. The safety depth located directly to the South of 
Leme Bridge is 20 m. 

The Access Channels to Gamboa, Sao Cristovao, Caju and the 
Mineral and Coal Area are dredged, respectively, to depths of 10 m., 
8.5 m., 6.0m. and 12 m. 

The total length of the main access channel is 18.5 km. There being 
a distance of 11.1 km. between the outer part of the Bay to the 
anchorages, and the other 7.4 km. in a Northerly direction, from the 
anchorages to the Almirante Tamandre Oil Terminal. Depths vary from 
20 m. to 35 m. 


Access Channel to the Quays: Length Width 
! (m.) —(m.) 
1. Maua Pier Quay — _ 
2. Gamboa Quay 3,000 250 
3. Sao Cristovao Quay 4,000 150 
4. Caju Quay 5,000 80 
5. PMC Quay (Oil Mineral & Coal) 3,000 150 


Manoeuvring Basin: Such basins are located in the actual access 
channels to the quays. Normally, vessels manoeuvre off the quay and 
in front of their intended berth. The areas available at the various quays 
are as follows: 


Length Width 
(m) —— (m,) 
1. Maua Pier Quay 400 200 
2. Gamboa Quay 3,000 250 
3. Sao Cristovao Quay 1,000 150 
4. Caju Quay 1,000 80 
5. PMC Quay 760 200 


MAX. SIZE: No limits for entering port. Draft limited by berth depth. 
HEALTH: Vessels from another Brazilian port automatically receive Free 
Pratique and should not fly quarantine flag. If suspected disease or fever 
on board it is advisable to cable Agent before arrival. Also see “General” 
before first port. 

RADIO/VHF: Rio Radio, call sign PPR. Working frequencies 17,194; 
13,105; and 8,364 kHz. VHF marine radiotelephone is available. 
Channel 16 for general call, Channels 14 and 12 for Pilot and harbour 
purposes. 


Bed 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


TUGS: There is adequate tow-boat service at Rio de Janeiro varying 

from 220 h.p. to 1,200 h.p., tariff being divided into sections — 200 h.p. 

to 600 h.p. and 601 h.p. to 1,200 h.p. The number of tugs to be employed 

in a service depends on the tonnage of the vessel and/or nature of the 
berth and respective approaches, as determined by the naval authorities. 

Ship's lines usually employed. 

Requirements: The assistance of tugs for mooring and departure 

operations is governed by the following rules: 

(a) Manoeuvring at the Gamboa and Sao Cristovao Quays: 
vessels up to 2,000 g.r.t. no tug. 
2,001 to 5,000 g.r.t. 1 small tug. 
5001 to 15,000 g.r.t. 1 large and 1 small tug. 
15,001 to 30,000 g.r.t. 2 large and 1 small tug. 
over 30,000 g.r.t. 2 large and 2 small tugs. 
(b) Manoeuvring at the Caju Quay (warehouses 31 to 33): 
vessels up to 2,000 g.r.t. without tug. 
2,001 to 5,000 g.r.t. 1 small tug. 
5,001 to 15,000 g.r.t. 1 large tug and 1 small tug. 
over 15,000 g.r.t. 1 large tug and 2 small tugs. 
(c) Manoeuvring at the Mineral and Coal Quay: 
vessels up to 2,000 g.r.t. without tug. 
2,001 to 5,000 g.r.t. 2 small tugs. 
5,001 to 15,000 g.r.t. 2 large and 1 small tug. 
over 30,000 g.r.t. 3 large and 1 small tug. 
(d) Manoeuvring at the Petroleum Terminals, Maua Pier and Docks: 
vessels up to 4,000 g.r.t. 1 small tug. 
4,001 to 15,000 g.r.t. 1 large and 1 small tug. 
15,001 to 30,000 g.r.t. (loaded) 2 large and 1 small tug. 
15,001 to 30,000 g.r.t. (in ballast) 2 large tugs. 
over 30,000 g.r.t. (ballast) 3 large tugs. 
over 30,000 g.r.t. (loaded) 3 large and 1 small tug. 

The following must also be observed: 

1. All vessels (tankers) manoeuvring at quays which are not terminals 
will be assisted by tugs as shown in section (d). 

2. The requirements in sections (a), (b), (c) and (d) will apply when the 
manoeuvre is effected under normal conditions. 

3. In abnormal conditions, and according to the Pilot's judgement, other 
necessary measures will be adopted to ensure safety of the 
manoeuvre. 

4. When a vessel is manoeuvring with the aid of a tug, the Pilot may 
call for a further tug with power compatible with the requirements of 
the manoeuvre. 

5. A tug will be considered as large where its power is in excess of 
600 h.p. 


BERTHING: Berth usually accessible day and night. Ratguards 
obligatory. 

For vessels loading iron ore, it is important that hatch coamings are 
not higher than 31 ft. above the water-line in order to pass under the 


loading belt. 
Berth Length Depth Use 
(m.) —— (m,) 

1 150 9.1. General cargo, containers, 
steel 

2 150 9.1 General, steel, chemical 
products, containers 

3 150 8.3. General, steel, chemical 
products, containers 

4 150 8.2 General, steel, containers 

Maua 1 165 7.3. General cargo, containers 

Maua 2 160 10.0 General cargo, steel, coal, 
minerals, containers, 
vehicles 

Maua 3 160 9.2 General cargo, coal, chemical 
products, containers and 
new vehicles 

Maua 4 160 8.3 General cargo, containers, 
steel, new vehicles 

5 280 8.8 General cargo, steel, wheat, 
containers 

7 150 9.1 General cargo, steel 
products, chemicals, 
containers 

8 150 10.3. General cargo, steel, coal, 
containers 

Frigorifico 150 8.5 General cargo, steel, 
containers 

10 150 8.8 General cargo, steel, 
containers 

11 150 9.1 General cargo, steel, 
containers 

12 150 8.3 General cargo, steel, 
containers 

Patio 8/9 150 9.2 General cargo, steel, fertiliser, 
coal, minerals, containers 

13 150 7.4 General cargo, steel, 
containers 

14 150 7.9 General cargo, steel, 
containers 

15 140 9.0 General cargo, steel, 
lubricating oil, containers 

16 140 8.8 General cargo, containers 

17 140 8.2. General cargo, containers 

18 140 7.2 General cargo, containers 

22 240 7.1. General cargo, wheat, coal, 
minerals, salt, containers, 
Ro-Ro 

Terminal de Sal 120 8.5 Coal, salt, containers 


230 


Berth Length Depth Use 
(m.) (m.) 

Parque de Carvao 790 8.0 General cargo, steel, fertiliser, 
chemical products, 
containers, Ro-Ro, new 
vehicles, coal, minerals, 
lube oil 

30 100 7.0 General cargo, steel, 
containers, Ro-Ro 

31 200 5.6 General cargo, containers 

Parque de 

Inflamaveis 550 6.4 General cargo, steel, 
petroleum, vegetable oil, 
chemical products, 
containers 

Parque de Minerio 480 12.0 General cargo, minerals, 
containers 

Parque de Minerio 280 13.0 Steel products and minerals 


Report: Companhia Docas do Rio de Janeiro advised the following in 
March 1990. 


Quay Length Depth 

i (m.) (m.) 
Pier Maua 680 8.8-10.0 
Cais da Gamboa 2,995 9.0-10.0 
Cais de Sao Cristovao 1,275 6.0-8.5 
Cais do Caju 873 5.0-6.5 
Cais do PMC 285 11.0-12.0 
Container Terminal 480 12.5 


CARGO FACILITIES: 

Passenger Station: 1 with an area of 2,035.5 sq.m. 

Storage Areas: Covered (14) with an area of 14,215.95 sq.m. 

Open — (20) with an area of 1,149,298.40 sq.m. 

Warehouses: Internal — 22 with a total area of 93,600 sq.m. 

External — 9 with a total area of 66,724 sq.m. 

Refrigerated: area of 27,864 sq.m., volumetric capacity of 66,240 cu.m. 

or 15,200 tonnes. 

Passenger Station — 1 with an area of 2,033 sq.m. 

English Mill Area — 1 with an area of 2,033 sq.m. 

Silos: 

Rio de Janeiro Mill: 

1 with 24 cells with 6,000 tons capacity 
1 with 40 cells with 12,000 tons capacity 
1 with 17 cells with 20,000 tons capacity. 

Da Luz Mill: 

1 with 42 cells with an individual capacity of 320 tons and a total 
of 15,000 tons. 

Guanabara Mill: 

10 with 1,500 tons capacity each. 
2 with 380 tons capacity each. 

Observation: There are 5 suction units for wheat discharge, with a 

nominal capacity of between 70 t.p.h. and 160 t.p.h. 

Terminals: 

Minerals: 

Movement capacity: 60,000 tons per day. 
Storage capacity: 250,000 tons 

Normal removal rate: 6,000 t.p.h. 

Length of transport conveyors: 2,129 m. 

Salt: 

An area of 2,157 sq.m. 

Containers: 

Container handling occurs as far as Caju Quay, and the areas 
adjacent to internal warehouse Nos. 30, 31, 32. Warehouse No. 32 
(internal) is used for containerised cargo and has a total area of 
50,000 sq.m. 

Container discharge can be effected on all quays intended for deep 
sea and coastal vesels, i.e. from the Maua Pier as far as internal 
warehouse No. 18. 

When a container is discharged on to the quay, this occurs onto trucks 
which go to the Terminal Area which can accommodate up to 2,673 
units (including 270 reefer containers). The equipment used for container 
discharge and handling comprises 2x32 ton portainers, 2x32 ton 
transtainers on rails, 4x10 ton fork-lifts, 6x32 ton top loaders and 
various supporting equipment. 

Also, the Caju Quay has facilities for loading and discharge operations 
of “LASH" type vessels. At the end of this quay, there was recently 
constructed a terminal for Ro/Ro vessels for intermodal purposes. Also, 
on the Caju Quay, there is an area for storage of heavy lifts, covering 
29,272 sq.m. 

EQUIPMENT: 

Cranes: Jib — 96 with capacities from 3 tons to 40 tons. 

On tyred wheels: 10, with capacities from 30 tons to 150 tons. 
Railborne: 1 of 12 tons. 
Stacker Trucks: 161 with capacities from 3.5 tons to 37 tons. 
Winches and Floating Cranes: Winch “Piaui’ with 250 tons capacity; 
Winch “Presidente Castelo Branco” with 
capacity of 200 tons. 

Tractors: On tyred wheels: 10 with capacity of 50 tons to 100 tons traction 
Track Mobile (Road/Rail): 6 with capacity of 700 tons to 1,500 
tons traction. 

Lorries: 40 

Trucks: 19, from 20 tons to 40 tons. 

Mechanical Shovels: 8, from 2.5 cu. yards to 4 cu. yards. 

Grain Suction Units: 3300 t.p.h., 2x70 t.p.h. (portable). 

Rolling Bridges: 196, from 1.5 tons to 2 tons. 

Launches: 4 with power from 35 h.p. to 150 h.p. 

Locomotives: 17, with capacity from 550 tons to 1,500 tons traction 

Underground Crushers: (for minerals): 1 for 2,000 t.p.h. (discharging 2 

wagons at once); 1 for 4,000 t.p.h. (discharging up to 6 wagons at once) 


STEVEDORES: Cable Agent ETA 36 hours before arrival in order to 
arrange gangs required. When arriving during week-ends or on Monday, 
Agent needs ETA on Friday afternoon. Loading/discharge rates: 

General cargo cases 7 to 8 tons per gang/hour. 

Bags 15 tons per gang/hour. 

Grain in bulk 1,000 tons per eight hours. 

Coal in bulk 7,000 tons per day. 

Loading iron ore 25,000 tons per day. 
MEDICAL: All facilities available. If doctor needed on arrival or making 
emergency call to land sick persons, cable ETA 12 hours before arrival. 
TANKERS: See “Section — B”. 
DENSITY: Salt water at entrance to bay. Further inland water often 
brackish, and density varies with tide. 
FRESH WATER: Available alongside from 87 points, loading rate 
50 t.p.h. Also available by barge, capacity 450 tons, loading rate 100 — 
200 t.p.h. 
FUEL: Available by barge at anchorage. Rate for fuel oil 350 t.p.h. and 
gas oil 200 t.p.h. Also see “General” before first port. 
CONSULS: Most countries have consuls in Rio. 
REPAIRS: All types deck and engine repairs can be effected. Five dry 


docks. Largest dry dock, length 259 m., breadth 34 m., max. draft 14 m. 


WATCHMEN: Gangway watchmen strongly recommended for any 
vessels working cargo with shore labour on board. Watchmen from shore 
not necessary for coal, iron ore, and oil cargoes. 
CUSTOMS ALLOWANCES: Each crew member allowed 2 cartons of 
cigarettes and one bottle wine or spirits. 
AIRPORT: Santos Dumont, in the centre of the city, and Rio de Janeiro 
International, located on Governor's Island (Ilha do Governador). 
POLICE/FIRE/AMBULANCE: Police 190; Maritime Police 263-3747; 
Ambulance 222-2121; Fire 232-1234. 
HOLIDAYS: Requests for operational services for these days must be 
made in advance (minimum of 24 hours). The only holidays not worked 
are 1st May and 2nd November. 
Fixed: 
National: 1st January 
21st April 
1st May 
7th September 
12th October 
25th December 


Regional: 20th January 


Movable: 

Monday and Tuesday of Carnival 

Ash Wednesday 

Good Friday 

Corpus Christi 
Commemorative Days: 

28th January (Port Day) 

2nd November (All Saints’) 

Federal and State Government Departments, as well as banks, do 

not work on Saturday. 
TIME: GMT minus 3 hours. 
TELEPHONES: Available at warehouses 1—8 on request to the Brazilian 
Telephone Company. 
SHORE LEAVE: Shore leave is permitted. 
IDENTITY CARDS: Foreign crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on disembarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
GENERAL: Vessels to fly signal letters when manoeuvring in port and 
special Brazilian Customs flag after reception. 
Charts: Brazilian Charts No. 1501, 1511, 1512 and 1531. 
DEVELOPMENTS: Caju Quay is being widened and dredged to 12 m. 
to provide 2 Roll-on/Roll-off berths, 1 sulphur and salt berth, and 1 heavy 
lift general cargo berth. 


SHIPMASTER’S REPORT: 1980. 

Clearance: Clearance of vessels undertaken at quarantine anchorage 

and alongside. 

Identification Cards: \dentification Cards required for foreign crews but 

e mene necessary. Cards must be shown when leaving and entering 
e dock. 

Visitors: No unauthorised persons are allowed on board. If unauthorised 

persons found on board, heavy fines are imposed. 

Entering and Leaving: When entering and leaving at night, the full name 

of the vessel has to be flashed on the Aldis Lamp to the naval signal 

Station. No VHF communications available. 

Ratguards: Should be in place when alongside. 

Flags: At all ports in Brazil the Authorities are very strict about flying of 

flags (no tangles). The “G” flag and “‘H” flag should be flown when Pilot 

required or on board. 


AUTHORITY: Companhia Docas do Rio de Janeiro, Rua Acre No. 21, 
4° Andar, CEP — 20.081 Centro Rio de Janeiro, R.J. Brazil. Tel: (021) 
233-4522. Telex: (021) 22.163-CDGB. Contact: Pedro Batouli, 
President. 

Porto do Rio de Janeiro (Riopor), Av. Rodrigues Alves No. 20, 
4° Andar, Rio de Janeiro, CEP — 20.081 R.J. Brazil. Tel: (021) 291-2122. 
Port Management - (021) 263 1518, 263 1796. Contact: Arnaldo Soares 
da Silva, Manager. 


(B) TANKER SECTION 
All information refers to the “Petrobras Terminal” — TORGUA unless 
otherwise stated. 
LOCATION: 

TORGUA is an oil terminal consisting of four (4) different mooring 
Sites all of them located inside Guanabara Bay. 

These four (4) mooring sites are linked to Ilha d'Agua and then to the 
mainland (Duque de Caxias Refinery-Reduc) by submarine pipe-lines. 


BRAZIL 


South Dock-Iisland (main) 

Lat. 22° 49.2' S. 

Long. 43° 09.2’ W. 

North Dock-Island (secondary) 

Lat. 22° 48.3' S. 

Long. 43° 09' W. 

Butadiene Dock-island 

Lat. 22° 48.2’ S. 

Long. 43° 09’ W. 
lIha Redonda Pier 

Lat. 22° 48.1' S. 

Long. 43° 07.2’ W. 
IMPORTANT FEATURES: 

1. Four mooring sites, in the vicinities of II|ha do Govenador (the 
largest of Guanabara Bay), are available for loading and discharging of 
crude oil, derivatives and LPG. 

2. Pilotage is compulsory for any shifting inside the bay. 

3. Safety Rules are strictly enforced. 

4. Display of quarantine signal — “Quebec” flag — must be maintained 
until Free Pratique is granted. 

5. Neither in port nor in Brazilian coastal waters may dirty ballast be 
pumped overboard. 

6. Emergency signal consists of a series of short blasts followed by 
a long one on the ship's whistle or siren. 

7. Tankers up to 135,000 d.w.t. operate at the terminal. Draft is 
15.8 m. (52 ft.) or below at LW. 

Remarks: Non-compliance of item 7 above stated will result in rejection 
of the ship as being unsuitable for this terminal. 

DOCUMENTS: 

Immigration and Maritime Police: The following documents have to be 
submitted to the boarding Maritime Police Officials: 

1 Copy Crew List. 

1 Copy General List. 

3 Copies Passengers List. 

3 Copies Passengers-In-Transit List. 

Health: The following documents have to be submitted to the boarding 
Health Officials: 

1 Copy Vaccination List. 

1 Copy Certificate of Derat Exemption. 

1 Copy Maritime Health Declaration. 

1 Copy List of Drugs and Narcotics. 

1 Copy Passengers-in-Transit List. 

1 Copy Passenger List. 

Customs: The following documents have to be submitted to the boarding 
Custom Officials: 

3 Copies Crew List. 

3 Copies Spare Parts List. 

3 Copies Stores List. 

3 Copies Provisions List. 

3 Copies Drugs and Narcotics List. 

(if not included in the Stores List). 

1 Copy Cargo Manifest. 

1 Copy Bills of Lading. 

2 Copies Passengers List. 

2 Copies Passengers-In-Transit List. 

3 Copies Crew Personal Effects List. 

3 Passengers Personal Effects List. 

Note: Supplies, stores, cigarettes, cigars, tobacco, alcoholic 
beverages, arms, ammunitions, souvenirs, playing cards, drugs and 
narcotics, medicines (not in use) etc., must be kept under lock and key; 
the doors of the storage rooms will be sealed by the Customs Officials 
and the seal must be kept unbroken throughout the vessel's stay in port. 

Any goods or personal effects omitted from the lists may be 
confiscated. 

Extracts of Sea Protest drawn out from the Log Book must be 
submitted to the boarding Customs Officials in case of accident which 
has caused damage or loss of cargo or part of it. 

Ship's Agent: The ship's Agent will need the following documents: 

3 Copies Passengers List. 

3 Copies Passengers-In-Transit List. 

3 Copies Crew List. 

The Agent will take care of necessary steps in order to grant the 
Disembarkation Cards. 

Leaving Clearance: Masters must appoint their ship's Agent at Rio de 
Janeiro and have their International Safety Certificates in force. It is also 
necessary for vessels Leaving Clearance: 

Leaving Permit from Customs. 

Leaving Permit from the Captain of the Port. 

Leaving Permit from the Maritime Police. 

Leaving Permit from Brazil Mail (Passe de E.C.T.). 

General: The Customs flag (blue with a white star) must be flown from 
the vessel's mast or yard throughout the vessel's stay in port. 

Special licence from the Captain of the Port must be granted for 
passengers bound for foreign countries and so their names must be 
given and their passports must be delivered to Agents at least 48 hours 
before they apply for the vessel's leaving permit. 

The number of disembarking passengers must be radioed to Agents 
at least 24 hours before the vessel's expected time of arrival. 
APPROACHES: The safe access to the Terminal is made through a 
main (deep but narrow) channel swept to 17 m. (56 ft.) that begins 
between the Island of Cotunduba and the Point of Leme. It extends as 
far as the East neighbourhood of the South Dock-Island East Berth. As 
long as the ship does not exceed 11.3 m. (37 ft.) the access can also 
be undertaken through the North — South axis passing by Ilha Cotunduba 
and the bar's entrance (secondary entry, larger but shallower). 

A long bridge (Rio-Niteroi), has been built, linking Ponta do Caju 
(West) to Ilha do Mocangue Grande (East) it crosses the swept channel. 
Three navigable spaces: — the central one 270 m. (886 ft.) wide; 63 m. 
(206 ft.) high at MLWS, the side ones with 170 m. (557 ft.) in width — 
will maintain the safe access for ships. 


East Berth (PP1) or 
West Berth (PP2) 


East Berth (PS1) or 
West Berth (PS2) 
East Berth (PAB) 


West Berth (IR) 
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A shoal (reef) in 11.5 m. (38 ft.) deep lies about 0.3 m. E.N.E. of Lage 
Is. just after the bar's narrow entrance (between Sao Joao and Santa 
Cruz Points). 

A wreck marked by a green buoy (CS) lies sunk nearly 1.3 miles 
Eastward of Cotunduba Is. 

When approaching the coast of Guanabara Bay entrance, vessels 
should keep a particularly sharp lookout for fishing boats and small craft. 
ANCHORAGE: Vessels should anchor N.E. of Ilha Fiscal for port 
authorities clearance (Lat. 22° 53' S., Long. 43° 09’ W.). After Pratique 
has been granted they should change anchorage site while awaiting for 
a berth alongside. 

Vessels should anchor clear of the 17 m. (56 ft.) swept channel. They 
must take care to avoid dropping their anchors on the route of submarine 
cable near to a line joining the islands of Villegagnon and Boa Viagem. 

For further information refer to Brazilian Charts No. 1501, 1511 and 

1512 (DHN-Navy Hydrographic Office). 
Prohibited Anchorage: Under no circumstances should, ships drop 
anchor Westwards and between South and North platforms due to the 
existence of submarine pipe-lines connecting Ilha D’agua to the 
platforms and to Ilha Redonda. 

Ships are also prohibited from anchoring in the fairway of the ferry 
boats plying between Rio and Niteroi. 

Also see “Pilotage’’. 

READINESS: Arrival is usually considered the time the vessel reaches 
the anchorage area or the time the Pilot boards the vessel, whichever 
occurs first. Notice of Readiness will be accepted at the time the tanker 
is in all respects ready to operate. 

PILOTAGE: Pilotage is compulsory after the ship's Free Pratique has 
been granted. 

Request for pilotage service may be made either to the Harbour Pilot's 
Working Co-operative (pilot station VHF Radiotelephone — Channels 16 
and 12. Listening period from 0600 to 1800 hrs. local time) or, through 
ship’s Agent, 24 hours beforehand. 

For tankers larger than 100,000 d.w.t. Pilots usually board the vessel 
outside the main channel's entrance. This will occur if weather conditions 
permit and in daylight only. Ships could also use, in most circumstances, 
a secondary entry channel with North-South axis passing through Ilha 
Cotunduba (larger but shallower) as long as their draft does not exceed 
11.3 m. (37 ft.). In certain cases and at the discretion of the Pilot, 
according to the prevailing conditions, ships will use this channel with 
a draft up to 12.5 m. (41 ft.). 

Ships may anchor 1.8 miles off the North of Ilha Rasa for awaiting 
the Pilot, who will board the ship and proceed by day or night according 
to ship’s draft, visibility conditions, etc. 

A pilot ladder must be safely rigged for immediate use and be long 
enough to reach the Pilot's launch. At night adequate lighting must be 
rigged so as to enable the Pilot to approach and board the vessel. In 
addition, a boat rope should be led along the side, from well forward. 

A lifebuoy with 27 m. (15 fathoms) of rope must be conveniently placed 
in the vicinity of gangway for use in emergency. Vessels should always 
make a lee. 

Tankers of 40,000 d.w.t. or over are requested to have a pilot ladder 
(preferably with a centre gripping line) rigged alongside the 
accommodation ladder in order that the Pilot may transfer to it after 
about 2 m. to 3 m. (6 ft. to 10 ft.). 

RESTRICTIONS: Ships usually moor and unmoor at any hour except 
when an unexpected event arises, such as breakdowns, gales, heavy 
squalls, etc. 

See “Pilotage”. 

TIDES: Tide and Tidal Currents: The mean tide level at Rio de Janeiro 
is 0.69 m. (2.2 ft.), Spring range 1.38 m. (4.5 ft.). The usual rate of the 
tide is about 0.7 knots; Springs run at 1.5 knots. The ebb runs much 
longer than the flood, especially after heavy rains. 

HEALTH: Free Pratique: Vessels must anchor N.E. from Ilha Fiscal for 
Port Authorities clearance. After Free Pratique is granted vessels must 
change anchorage for waiting. 

Vessels must remain at anchorage clear of the 17 m. (56 ft.) swept 
channel, and take good care not to drop anchor in the vicinity of the 
submarine cables along a line joining Pta. do Calabouco and Pta. 
Gragdata. 

RADIO: Vessels under charter to Petrobras bound for Rio de Janeiro 
should advise their ETA 48 hours prior to arrival to PPR as well as to 
their Agents when it will be the case, through PPR (Rio Radio — 
Government Coast Station). Confirmation or change of ETA should be 
cabled 24 hours before arrival. When within range, tankers may also 
call Torgua or Fronape VHF radio-telephone stations for instructions. 
All ETA’s should indicate whether it is local time or GMT. 

MAX. SIZE: Tankers up to 135,000 d.w.t. will operate in the terminal. 
Draft is 15.8 m. (52 ft.) at low water. 

Berthing capacity is limited by structural resistance of installation, 
actual depth of the swept channel and weather conditions. 
South Dock Island (Main) 

East Berth (PP1) — Tankers drawing up to 15.8 m. (52 ft.) draft can 
moor and unmoor at any time. 

Structural resistance of pier was designed to handle tankers up to 
105,000 d.w.t. but under special conditions this limit can be extended 
to 135,000 d.w.t. 

West Berth (PP2) — By day tankers drawing up to 12.8 m. (42 ft.) draft 
can moor according to the range of tide. 

11.9 m. (39 ft.) draft to a range of 0.0 m. (0.0 ft.) 

12.2 m. (40 ft.) draft to a range of 0.3 m. (0.98 ft. 

12.5 m. (41 ft.) draft to a range of 0.6 m. (1.98 ft.) 

12.8 m. (42 ft.) draft to a range of 0.9 m. (2.94 ft.) 

13.1 m. (43 ft.) draft to a range of 1.2 m. (3.94 ft.) 

By night only ships up to 22,000 d.w.t. will moor. 

Leaving at night only enough ballast and with own power, up to 
32,000 d.w.t. 

Shifting ship from East to West Berth only by daylight, draft 12.8 m. 
(42 ft.), fair weather and wind speed up to 2 Beaufort: 
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North Dock-Island (Secondary) 

East Berth (PS1) — Tankers up to 35,000 d.w.t. can moor either by 
day or night. 

At low tide, the maximum draft permitted is 10.3 m. (34 ft.). 

West Berth (PS2) — At night tankers up to 10,500 d.w.t. can 
manoeuvre. Whenever another tanker is already berthed to the 
Butadiene Dock-Island, night mooring to the North Dock-Island is not 
advisable. West-berthing will be undertaken with ebb tide, i.e. the set of 
the current is South, preferably. 

At low water max. permitted draft is 8.2 m. (27 ft.). 

Butadiene Dock-lsland (PAB) 

Manoeuvres will be undertaken at daylight only. Max. permissible dratt 
at low water is 8.5 m. (28 ft.). 
Ilha Redonda Pier (IR) 

LPG tankers can moor by day only, limitations concerning draft is 
8.5 m. (28 ft.) at most. Max. ship's LOA is 200 m. (656 ft.). 

Advisable Draft for Safe Manoeuvring: Although the amount of ballast 
carried on vessels is at the Master's discretion, the table below is 
recommended as a guide: 

Vessels of 30-40,000 tons, draft for'd 16 ft. aft 20 ft. 

Vessels of 40-50,000 tons, draft for'd 18 ft. aft 24 ft. 

Vessels of 40-70,000 tons, draft for'd 20 ft. aft 28 ft. 

Vessels of 70-100,000 tons, draft for'd 24 ft. aft 32 ft. 

Vessels over 100,000 tons, should have approximately one-third of 

the vessel's deadweight in ballast. 
VHF: The terminal radio and communication centre is located in the Oil 
Handling Control Room situated at Ilha D'agua. There is a R/T set 
operating 24 hours a day, on Channel 16 (Delta) and manned by terminal 
operators. 

It is strictly prohibited to use vessel's wireless transmitters in the por 
of Rio de Janeiro. 

Non-compliance with this regulation may result in a fine being imposed 
on vessel by the authorities. 

Transmitters: Radar and radio transmitting aerials must be switched off 
and grounded when ships are at berth. VHF communications with 
terminal and stand-by tug are permitted. 

TUGS: Tugboat assistance is rendered by two Petrobras 1,430 h.p. and 
one Petrobras 2,670 h.p. tugs. Private tugboats are also available. While 
rendering such assistance tugs act under the orders of the Harbour Pilot. 
All manoeuvring orders will normally be given by VHF telephone on 
Channel 13°(Alpha). However they usually keep watch on Channel 16 
(Delta). 

The tugs are usually stationed either at the terminal dolphin or “L” 
pier on Ilha D'agua and also in the Port of Rio de Janeiro. The Pilot in 
consultation with the Master, will decide the number of tugs required for 
each berthing or unberthing operation. Safety of the Terminal 
installations demands, at least, two tugboats, even for bow thruster 
equipped ships. In any case, all recommendations of Port Authorities 
must be followed. 

BERTHING: 
Petrobras: Torgua is an oil terminal consisting of four distinguished 
mooring sites located on different places inside the Guanabara Bay. 

All these mooring sites are linked to Ilha D’agua and then to the 
mainland (Duque de Caxias Refinery - REDUC) by submarine pipe- 
lines. Three of them are dock-islands, i.e. island-type offshore platforms 
lying near to the Eastern edge (about half mile away) of Ilha D’agua 
(where storage tanks, operation controlling room and part of the 
administrative staff are placed). Two of these dock-islands are squared 
platforms (South and North) with two berths each (East and West). The 
South one is designed for larger tankers consisting of two mooring and 
two breasting doiphins on each side of the platform. It is normally used 
for the discharge of crude oil. 

The North Dock-Island (smaller) has only two mooring dolphins on 
each side. Two berths (East and West) are also available. It is generally 
used for handling derivatives. 

The third Dock-Island (the smallest and round shaped one) is actually 
the dolphin of the North Dock-Island square platform. It is known as the 
“Butadiene Pier’ and only one vessel at a time can be berthed there 
(East) either for discharge of LPG or butadiene. Besides these three 
mooring sites there is a fourth located on Ilha Redonda (approx. 2 miles 
E.N.E. of Ilha D’agua). This installation comprises one single berth 
(West), head of a small pier. It handles LPG only. Four spherical storage 
tanks (7,000 tons) and 3 cylindrical (refrigerated) storage tanks 
(20,000 tons) can easily be seen from incoming vessels. 

Other Terminals: Manguinhos Terminal — Operators: Refineria de 
Petroleo de Manguinhos. At Manguinhos terminal a draft of 36 ft. is 
permissible. Conventional buoy berth in which two ship’s anchors and 
four buoys are used, one on starboard forward of the bow and three 
buoys aft. Two ship's lines run to each buoy. The terminal is situated in 
the inner harbour of Rio de Janeiro and close to the quays. Three 8 in. 
hoses from an underwater pipe-line are connected to the ship's manifold. 
Maximum back pressure is 100 p.s.i., at the ship's rail. Discharge rate 
is about 1,000 t.p.h. Care is to be taken that the vessel shall not exceed 
a draft of 40 ft. during discharge. Bunkering is permitted when 
discharging cargo. 


Riberia Terminal — depth alongside 30 ft. 


Shell Terminal - 31 ft. 
Texaco Terminal — 29 ft. 
CARGO INFORMATION: 
South Dock-isiand (main) 
Pipe-lines Hoses/Arms 
cum. 
m4 Volume per Dia. 
Grades No. cu.m. hour No. in. PSA 
For Loading ty eg hk hk 
Diesel oil 1 12 1 8 250 
Gasoline 1 12 80 "200 1 8 250 
Fuel oil (HPP, LPP) 1 12 90 800 2 84&12 250 
Water 1 6 22 50 1 2 150 
LPP crude oil 1 32 8,300 3,800 3 812/12 250 
Gasoline/Diesel 1 26 5,994 2,300 3 6/1212 250 
HPP crude oil 1 26 5,994 2,300 3 81212 250 


Pipe-lines Hoses/ Arms 
cum, 
Dia Volume per Dia 
Grades No. in cum hour No. in P.S 

Ballast slop 1 12 90 1 8 250 

North Dock-Island (secondary) 
For Loading and Discharging 

Alcoho! 1 26 465 1,200 2 8 250 

Gasoline 1 12 98 900 2 8 250 

Diese! oi! (Kerosene) 2 12 98 1,200 2 8 250 

Water 1 4 12 50 1 25 _ 

Fuel ol (HPP, LPP) 1 14 135 900 2(PS-1) 12 } 250 

2 (PS-2) 8/12) ; 
For Discharge 
Ballast pers 12 98 800 2 (PS-1) 12 | 250 
{ 1 10 73 600 2 (PS-2) 8/12 J 
Butadiene Dock-island 
For Loading/Discharge 

LPG Butadiene 1 8 623 200 2 4 250 

liha Redonda Pier (West Head Berth) IR 
For Loading 
LPG liquid 1 12 5.6 800 1 10(L) 350 
LPG vapour 1 8 3.2 - 1 6(V) 250 
For Discharge 
LPG liquid 1 12 56 800 1 10(L) 350 
LPG vapour 1 8 3.2 _ 1 6(V) = 


LOADING: Before any loading commences, the Officer on watch may 
be invited to be present at the sample taking from the shore pipe-line 
that will be used for the oil handling. Likewise, after the first 150 cu.m. 
have been loaded (about 20 minutes) a new sample will be taken. From 
such a sample the ship will receive 2 sealed and tagged bottles 
containing the cargo. 

At the beginning of diesel and kerosene loadings the vessel should 
concentrate the product in a single tank. As soon as the innage reaches 
0.70 m. high, then other tank valves may be switched. From that part 
of the cargo a sample is obtained and tested in the laboratory, if the 
results stand between acceptable stated specification limits, loading will 
go on without any drawbacks. During the loading of this first tank, the 
ship is requested to flush her pipes with the same grade being handled. 

Discharge of high pour point (HPP) oils will be regarded separately 
(as far as minimum pumping temperatures are concerned) in conformity 
with oil and ship characteristics. 

A time sheet form will be given to the ship's Master upon arrival. The 
form is regarded as a receipt for information on operational procedures, 
oil to be loaded, etc. 

Hose Connection: Pier crews are on duty continuously to handle oil 
hoses/arms and mooring lines. Mooring lines on board vessel will not 
be handled by Petrobras personnel. 

MEDICAL: Medical treatment and/or hospitalisation, if required, is 
provided in local clinics. Dentists are also available. For emergency 
cases (serious illness or injury) Torgua first aid may be requested by 
the Master, Internal Tel. No. 39. 

A nominal amount is charged for any supplies or medicines furnished 
by the terminal. 

FRESH WATER: Facilities may be arranged to supply water in North 
and South platforms only. Water supplying barges are also available. 
FUEL: The Terminal is equipped with blending valves and can deliver 
any type of fuel — as Bunker C fuel oil, marine gas oil, marine diesel oil 
and intermediates of any grade — concurrently with tankers working 
cargo, at international prices. 

The supply rates are about 300 tonnes/h. for Bunker C, 180 tonnes/h. for 
MGO and 450 tonnes/h. for intermediates. 

Orders for bunkers should be placed, a minimum of 48 hrs. in 
advance, to: Marine Fuel Division, Commercial Department. Telegraphic 
Address: Petrobrasecope. Telex number: 031422 or 031423. Rio de 
Janeiro — Brazil. 

Lubricating Oil: Marine |ubricant orders should be placed a minimum of 
15 days in advance and subject to confirmation, to: Petrobras S.A., 
Lubricants Management, Praca 22 de Abril, No. 36-40 Andar. Tel: 242- 
9381, 242-4901. Cables: Petroedipe. Telex: 031422, 031423 and 
031424 Rio de Janeiro, Brazil. 

BALLAST: All ballast should be pumped out to the terminal slop tanks. 
Under no circumstances should it be pumped into the sea even if the 
ballast is said to be clean. As soon as the ship is moored, the Terminal 
Representative must be told of the quantity of ballast on board and the 
estimated time to pump it out. Right after discharging a sludge ballast 
of high pour point (HPP) oil, tankers are asked to flush the line with 
water from the main suction inlets. The Terminal Representative must 
be notified 30 minutes before the ship will be out of ballast. 

There are two sludge tanks with a total capacity of about 17,000 cu.m. 
The terminal is particularly interested in having vessels complete the 
deballasting operation promptly after berthing in order to minimise time 
at berth. Simultaneous loading and deballasting is encouraged on 
properly equipped vessels. 

REPAIRS: Repairs of all kinds can be effected in Rio de Janeiro. There 
are floating cranes with a capacity of 100 tons. Divers service may be 
obtained. 

DRY DOCKS: Dry Docks to hold ships up to 33,000 d.w.t. are available. 
GANGWAY/DECK WATCHMEN: Port watchmen are compulsory on all 
vessels coming from overseas throughout the vessel's stay in port. 
SURVEYORS: Lloyd's Register of Shipping, American Bureau of 
Shipping and Bureau Veritas have representatives in Rio de Janeiro. 
Advance notice should be given in order to arrange for an appointment 
through Fronape or ship’s Agent. 

Cargo Inspectors: Chas. Martin & Co., Rua da Lapa, 200 — conj. 906, 
20.000 — Rio de Janeiro — RJ — ZC-00. Tel: 242-4219, 245-5636 and 
225-3597. 

E. W. Saybolt & Co., Rua Bras Cubas, 3 11.100 — Santos — SP. 
Tel: 4-6638. 

SGS do Brasil S.A., Av. Pres. Vargas 446, 13° Andar, 20.071 — Rio 
de Janeiro — RJ. Tel: 223-1252. Telex: (021) 23.588. 

TIME: The 30°W. (GMT minus 2 hours) is adopted for the oceanic islands 
including Fernando de Noronha. The 45°W. (GMT minus 3 hours) is 
adopted for all coastal states (for Estado do Para only the Eastward part 
Of a line starting from the mouth of the Rio Jari through Rio Amazonas 


BRAZIL 


until the mouth of Rio Xiangu and through this river until the borderline 
of Estado de Mato Grosso). 

SERVICES: Compass adjustment or radio direction finder calibration 
can be effected by competent hydrographers and Extra-Masters. 
Contact Agents or Pilot's station. 

SHORE LEAVE: Ship's Crew is not permitted ashore for any purpose 
whatsoever until Pratique has been granted. Luggage and packages are 
subject to Customs Official and/or Terminal Watcher's inspection. As a 
rule shore leave is permitted with the above stated restrictions. Vessels 
are not permitted to sail unless all crew members are aboard. In case 
of Seaman left ashore for any reason whatsoever all expenses are for 
ship's account. 

GENERAL: 

Turnround: To promote the economical operation of their vessel, Masters 
are requested to co-operate with Terminal Representatives in minimising 
their in-port time. Vessels requiring excessive time to complete 
operations will be given Letters of Defficiency (Protest). 

Gangway: All vessels using the port of Rio de Janeiro must provide a 
safe gangway. The use of rung ladders (sea ladders) is contrary to Port 
Regulations and Port Authorities will not board except by means of a 
safe gangway or accommodation ladder. A lifebuoy with 27m. (15 
fathoms) of rope must be conveniently placed in the vicinity of the 
gangway for use in emergency. It will be the responsibility of ship to 
provide and maintain this equipment. 

At night, the gangway must be adequately lighted. In addition, a boat 
rope should be led along the side, from well forward. In the near future 
a special safe gangway will be provided in the South and North Dock- 
Islands. 

Repairs: Repair and maintenance services for radar, radio, gyro 
compass, echo-sounder, etc., are available. The repair man should be 
contacted through ship's Agent. 

Stores: Provisions and stores are available. Requisitions should be 
conducted through the Agents. Ship chandlers are normally permitted 
to visit ships when specifically instructed by Agent. Bonded stores not 
available. 

Launches: Launch service for the transportation of personnel ashore 
must be arranged through ship's Agents. 

Laundry: Laundry service is available throughout each working day. 
Such service should be requested in the vessel’s ETA message to 
Agents. 

Photographing: The taking of photographs within the boundary of the 
terminal premises is prohibited. 

Ratguards: Ratguards must be fitted to all mooring lines. 

Sea Pollution: Brazilian law is very strict in regard to the pollution of 
harbour and coastal waters. Vessels should not discharge dirty ballast, 
ashes, refuse, etc., into the water. Heavy fines are imposed for violations. 
All overboard discharge valves from cargo tanks and bilges are to be 
conducted with the greatest care and vigilance in order that errors or 
delays in handling cargo valves may not result in overflows. All deck 
scuppers should be plugged to avoid harbour contamination should an 
oil spill occur. 

Similarly, any hull leakages will be subject to equal restrictions. To 
offenders, fines will be charged (besides resulting delay) according to 
ship's tonnage, i.e. 2% of the largest country's minimum wage per each 
ship's (gross) ton. 

Emergency Towing Wires: Two towing wire ropes (fore and aft) should 
be hung overboard to the water's edge in such way that tugs can easily 
make fast if an emergency situation arises. 

Shore Leave: Shore leave is normally permitted. Baggage and packages 
are subject to examination upon entering and leaving the Terminal 
property and vessels, either by Petrobras watchers or by Custom’s 
Officers. 

Cleaning: Several contractors in the area provide labour for tank 
cleaning and mopping. Masters having need of this service should 
submit their requirements to ship’s Agent who will contact and request 
a contractor to go on board to discuss details and estimate cost of work 
to be effected. 

It must be pointed out that the Master of the vessel is solely 
responsible for the fitness of the ship’s tanks for loading his next cargo, 
and will therefore be held liable for any contaminations of the cargo after 
loading, due to inadequate tank cleaning. Therefore it is up to him to 
decide the degree of tank cleaning necessary. He may, of course, seek 
advice from petroleum inspectors in this respect, whenever there is any 
doubt. 

Compass Adjustment & RDF Calibration: Compass adjustment or radio 
direction finder calibration can be effected by competent hydrographers 
and extra-masters. Contacts with Agents or through the Pilot Station. 
Charts: Brazilian No. 1501, 1511 and 1512. U.S. No. 24161 and 24162; 
British Admiralty No. 541. 

Customs Watches: Sometimes while vessel is in port, Brazilian Customs 
Officials are assigned on board to ensure compliance with Customs 
Regulations. Meals must be supplied to these Officials during regular 
meal hours. 

Important Telephone Numbers (PABX): 


Terminal's Executive Assistant 210° 
Operation Manager 260* 
Operation Supervisor 268 
Marine Section 205" 
Safety Section 240° 
Medical Section 239 


*to be used in working hours only. 
DEVELOPMENTS: A new berth is being built on Pombeba Island and 
dredged to 12 m. This is intended to relieve Ilha de Braes Port. 
AUTHORITY: Petroleo Brasileiro S.A. — Petrobras, Avenida Republica 
do Chile, 65 — 12 Andar, Rio de Janeiro, CEP 20.035, Brazil. 
Contact: Divisao de Operacoes (Operations Division), same address as 
above, 12th floor. 
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RIO GRANDE: 32.03 S. 52.05 W. 


DOCUMENTS: See “General” before first port. 

Shipmaster's Report: 1980. 

Also required: 2 Arms and Ammunition Lists, 1 Narcotics List, 1 List of 
Loading Ports of the Last Voyage with dates of arrival and departure. 
PILOTAGE: Compulsory for all vessels entering the Bar or requiring 
any shifting in the port area. Also compulsory for foreign fishing boats. 
The Pilot's boarding area outside the Bar is the circular area with one 
mile radius which centre is the Buoy No. 1 of the Approach Channel. 

Requests for a Pilot to be made by Agent, normally 4 hours in advance. 
Vessels can contact Pilots by VHF Channel 16. 

The Pilot's boat is easily identified as it is painted red and is well 

distinguished from the various boats used in the port. 
Priority to enter the Bar: Priority to enter the Bar is established by the 
anchoring time or arrival time at the outer anchorage or the Pilot's 
boarding area and vessels should, when anchoring, inform the Port 
Captaincy, by the 500 kHz. frequency of the coastal station EMBRATEL 
“PPJ”, the name of the vessel, port of registry, port of origin and date- 
hour of arrival. 

When berth is not available and all the inner anchorage areas are 
occupied, vessels arriving at the Port of Rio Grande should stay outside 
the Bar. 

Pilots: Associacao de Praticagem de Barra Estado R.S., Rua Carlos 
Gomes No. 742. Tel: (0536) 2-5615. 

ANCHORAGE: The official anchorage for vessels arriving at Rio Grande 
or that have to wait outside the Bar is the circular area within one mile 
radius, of centre Lat. 32° 12’ S., Long. 52° 02’ W. 

In order to increase the safety to navigation on the inner part of the 

channel, the Port of Rio Grande is divided into six areas as follows: 
PERMITTED ANCHORAGE AREAS: 
Area Alfa: Available for anchoring of up to maximum four vessels of 
200 m. LOA, outside the channel. Vessels over 200 m. LOA have to 
wait outside the Bar to await berth. In special conditions the Harbour 
Master may grant permission for those vessels to anchor at that area, 
to load or discharge, using one floating elevator and one barge. 

The area ALFA is limited by the following points: 

A1 —Lat.: 32° 10’ 00” S. 

— Long.: 52° 05’ 27” W. 
A2 —Lat.: 32° 10’ 00” S. 
— Long.: 52° 05’ 03” W. 
A3 — Lat.: 32° 08’ 00" S. 
— Long.: 52° 05’ 48” W. 
A4 -—Lat.: 32° 08’ 00” S. 
— Long.: 52° 06’ 06” W. 
AS — Lat.: 32° 08’ 24” S. 
— Long.: 52° 06’ 06” W. 
Area Charlie: Available for the anchoring of a maximum of two vessels 
of up to 180 m. LOA, to load or discharge, using one non-self-propelled 
floating elevator, or two floating elevators of which one has to be 
necessarily self-propelled. 

The area CHARLIE is limited by the following points: 

C1 —Lat.:'32°05’ 10”'S. 

— Long.: 52° 05’ 30” W. 

C2 —Lat.: 32°05’ 00” S. 

— Long.: 52° 05’ 48” W. 

C3 — Lat:: 32°05’ 18” S. 

— Long.: 52° 05’ 33” W. 

C4 —Lat:: 32° 05’ 18” S. 

— Long.: 52° 05’ 50” W. 

C5 —Lat.: 32° 06’ 00” S. 

— Long.: 52° 06’ 06” W. 

C6 -Lat.: 32° 06’ 00" S. 

— Long.: 52° 05’ 45” W. 
Area Echo: Available for the anchoring of a maximum of 5 (five) liner 
vessels of up to 170 m. LOA. 

The area ECHO is limited by the following points: 

E1 —Lat.:32°.04' 37”,S. 

— Long.: 52° 05' 25” W. 
E2” = Lat.: 32° 04".51"'S: 
— Long.: 52° 05’ 03” W. 
E3 —Lat.: 32°04’ 15”S. 
— Long.: 52° 04’ 07” W. 
E4 —Lat.: 32°04’ 00" S. 
— Long.: 52° 04’ 37” W. 
Area Golf: Available for the anchoring of vessels proceeding or coming 
from the Ports of Porto Alegre and Pelotas, inland vessels and vessels 
loading or discharging, using one non-self-propelled floating elevator, or 
two floating elevators of which one has to be necessarily self-propelled. 

The area GOLF is limited by the following points: 

G1_ — Lat.:.32°.03’ 27” S. 

— Long.: 52° 02’ 30” W. 

G2 —Lat.: 32° 03’ 36” S. 

— Long,: 52° 03' 13” W. 

G3 —Lat.: 32° 02' 21”S. 

— Long.: 52° 02' 24” W. 

G4 —Lat.: 32° 01’ 51”S. 

— Long.: 52° 02' 24” W. 

G5 —Lat.: 32°00’ 48”S. 

— Long.: 52° 02’ 40” W. 

G6 —Lat.: 32°00’ 48” S. 

— Long.: 52° 03’ 06” W. 

G7 —Lat.: 32° 02’ 32” S. 

— Long.: 52° 02’ 52” W. 

G8 —Lat.: 32° 02’ 45” S. 

— Long.: 52° 02' 57” W. 
PROHIBITED ANCHORAGE AREAS: 

There are three areas where vessels cannot anchor, two located in 

front of the Terminals of the Super Port and used for manoeuvring of 
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the vessels berthing or unberthing on those Terminals, and the third 
located on the fork of the main channel of approach to the New Por 
and channel of approach to Pelotas and Porto Alegre. 
Area Bravo: Limited by the following points: 
Bi —Lat.: 32° 08’ 00" S. 
— Long.: 52° 06' 06" W. 
B2 —Lat.: 32° 08’ 00” S. 
— Long.: 52° 05’ 45” W. 
B3 —Lat.: 32° 06’ 00" S. 
— Long.: 52° 06’ 06” W. 
B4 —Lat.: 32° 06’ 00" S. 
— Long.: 52° 05’ 45" W. 
Area Delta: Limited by the following points: 
D1 —Lat.: 32°05’ 00" S. 
— Long.: 52° 05' 46” W. 
D2 ~Lat.: 32°05’ 10”.S: 
— Long.: 52° 05' 30” W. 
D3 -— Lat.: 32°04’ 51” S. 
— Long.: 52° 05’ 03” W. 
D4 -—Lat.: 32° 04' 37” S. 
— Long.: 52° 05' 25” W. 
Area Foxtrot: Limited by the following points: 
F1 —Lat.: 32° 04' 00" S. 
— Long.: 52° 04' 30” W. 
F2.—Lat.: 32° 04',15"S. 
— Long.: 52° 04’ 00" W. 
F3 —Lat.: 32° 03' 34” S. 
— Long.: 52° 03' 27” W. 
F4 —Lat.: 32° 03’ 32” S. 
— Long.: 52° 03’ 35” W. 
FS. .— Lat.;,32°,03' 32” S. 
— Long.: 52° 04’ 30” W. 
RESTRICTIONS: According to the Brazilian legislation it is prohibited 
to spill oil or throw overboard any refuse on to the Port waters. The 
vessels that wish to de-ballast of throw overboard residues resulting 
from the washing or sweeping of holds should do so outside the Bar, in 
the circular area of 10 miles radius, with centre at the point 32° 00’ S. 
and 49° 00’ W., maintaining a course of 090° and speed of 10 knots. 
The Port Captaincy will grant permission to vessels that need to leave 
the Port and cross the Bar to do these operations. 

Vessels with draft up to 29 ft. handled day and night. Vessels over 
29 ft. in daylight only. 

No mooring/unmooring after 1900 hrs. on Sunday. 

MAX. SIZE: The deepest allowable draft in the approach channel to the 
Port is 40 ft. up to Portobras Wheat and Soyabean Terminal (TTS); from 
there inwards there is a variable and progressive reduction to the depth 
along the remaining part of the channel, ending with a depth of 10 m. 
alongside the New Port. 

Bar Entrance: Max. draft 40 ft. (36 ft. 06 in. in 1984 due to heavy silting). 
HEALTH: 

(a) Vessels arriving from a foreign port of call must receive a visit 
from Port Health Authority. Each passenger (whether to land or 
in-transit) and crew members must be in possession of valid 
international vaccination certificates. Also see ‘‘General” before 
the first port. 

Maritime Health Declaration has to be made out and handed to 
the doctor at the time of visit. When all papers have been 
examined and found in order, the doctor will authorise lowering 
of the yellow flag and hand over Free Pratique. 

In case of death, suspected disease, serious accident, etc., on 
board, before vessel arrives in port, Master should radio Agent 
giving full particulars so that necessary steps may be taken with 
Health/Police Authorities. 

RADIO: The Port of Rio Grande has a coastal station of the EMBRATEL 
network, “Juncao Radio”, operating on the international call sign “PPJ”", 
on a wavelength of 600 m. (500 kHz). There is telephone communication 
between radio station and shipping offices, so that, normally, messages 
are relayed without any appreciable delay. According to government 
regulations, EMBRATEL is to monitor/control all maritime traffic through 
its coastal stations, therefore only the tugs and launches used in the 
Port traffic are allowed to have VHF sets for manoeuvring, therefore all 
VHF traffic between Agent/ships is channelled through “PPJ" as Agents 
are not allowed to have their own VHF sets. 

TUGS: The Port of Rio Grande has 9 tugs (500 h.p. — 2,100 h.p.) used 
in the normal port operations and in refloating vessels. In order to 
discipline the requisition and employment, the tugs are grouped in 
accordance with their power: Small, Medium and Large. 

The tugs are normally requested by the Agents and placed at the 
disposal of the Pilot, who should use the tugs in accordance with the 
size and draft of the vessel, as follows: 

1. For berthing/unberthing manoeuvres (vessels in d.w.t.): 

up to 2,500 — optional 

from 2,501 to 5,000 — 1 small tugboat 

from 5,001 to 10,000 — 1 small and 1 medium 
from 10,001 to 20,000 — 1 medium and 1 large 
more than 20,000 — 2 large tugboats 

2. To turn vessels or to come in/go out stern first (vessels in d.w.t.): 

up to 2,500 — 2 small tugboats 

from 2,501 to 5,000 — 3 tugboats (1 medium and 2 small) 

from 5,001 to 10,000 — 3 tugboats (1 large and 2 small) 
BERTHING: O/d Port: Used by fishing boats and tugs. 
New Port: Has 1,890 m. of continuous quay with 10 m. depth. Has three 
rows of sheds for general cargo, plus a series of terminals along its 
length, mechanically equipped to facilitate loading and unloading 
operations. 
Container Terminal: Max. draft 37 ft. — 40 ft. (depth 46 ft.). Length of 
berth 250 m. and 50 m. Terminal equipped with 2 = 30 tons cranes, 3x37 
tons top loaders, 3x 15 tons frontal top loaders, 6 tractors and 15 lorries. 
Open storage area of 28,000 sq.m. which can accommodate 1,800 
TEUs. 
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General cargo vessels with draft over 29 ft. may use the terminal if 
container vessel not operating, but will have to vacate berth and return 
later if container vessel arrives. 

BULK HANDLING FACILITIES: Cesa Silo: Terminal used for storage, 
joading and unloading of grain in bulk. Storage capacity of 50,000 tons. 
Equipped with two loading/unloading towers of the pneumatic suction 
type with loading rate of 300 t.p.h. (beans) and 150 t.p.h. (pellets) and 
a discharging rate of 150 t.p.h. (maize or wheat). Travel of conveyor 
150 m. Air draft 20.0 m. Max. draft 29 ft. 

Companhia Riograndense de Adubos: This terminal handles raw 
material used in the manufacturing of fertiliser. The discharging 
operation is processed through grids with rate of 2,500 to 3,000 tons 
per day. The discharged cargo is transported by tip-up trucks to the 
plant, that has a storage capacity of 30,000 tons. Max. draft 29 ft. 
Samrig Terminal: Located on the fourth line of port warehouses. It is 
used for storage and loading of soyabean meal. It has a storage capacity 
of 35,000 tons and the loading is performed through a conveyor belt 
with a rate of 300 t.p.h. Travel of conveyor 170 m. Air draft 11.4 m. 
Max. draft 29 ft. 

DNPVN Terminal: It has a receiving grid used both for trucks and railroad 
wagons. Storage capacity of 56,000 tons (beans) or 39,000 tons (meal). 
It is mainly used for storage and loading of soyabeans, however, it can 
also be used for storage and loading of soyabean meal. Loading is done 
through a conveyor belt, 800 t.p.h. (beans) or 400 t.p.h. (meal). Travel 
of belt 215 m. Air draft 19.0 m. Max. draft 29 ft. 

Acos Finos Piratini: Terminal used for storage, loading and discharging 
of iron ore via conveyor belts. The discharging of vessels is performed 
at a rate of 600 — 800t.p.h. and the loading of barges at a rate of 
250 t.p.h. Storage capacity of 20,000 tons. 

Fertilizantes do Sul S/A-Fertisul: Receives raw material (liquid and solid) 
used for manufacture of fertilisers. To receive solid fertiliser the conveyor 
belt of Acos Finos Piratini’s installation is used, and, for liquid, there is 
a pipe-line running from Fertisul’s tanks to the New Port's Southernmost 
part. This pipe-line is used for phosphoric and sulphuric acid, while 
ammonia is received through a pipe-line running from the Bunker Pier 
to Fertisul’s special ammonia tank, located in the Super Port area. 

Discharging rate (approx.) as follows: 


Ammonia 400 t.p.h. 
Phosphoric acid 1,000 t.p.h. 
Sulphuric acid 600 t.p.h. 
Solids 400 t.p.h. 


Vegoil Terminal: Used for the receiving of, storage and loading of crude 
soyabean oil. Three tanks with storage capacity of 14,000 tons total. 
The oil is normally received from trucks or barges. Barges have a 
discharging rate of about 150/250 t.p.h. The loading is performed via a 
pipe-line running from the tanks to the New Port (Bomba Geral area) 
with a loading rate of 300 t.p.h. Max. draft 29 ft. 

Bianchini Terminal: 1 warehouse with storage capacity of 40,000 tons. 
Loading rate of 400 t.p.h. Uses conveyor belt system. Travel of conveyor 
140 m. Air draft 13.4 m. Max. draft 29 ft. 

AGEF Grain Terminal: Storage of soyabean and soyabean meal. 
Belongs to the Federal Railroad Administration and is linked to the 
DNPVN Terminal loading installations. Storage capacity of 24,000 tons 
(2 sheds). Max. draft 29 ft. 

Meat Reefer Warehouse: Has a total storage capacity of 8,200 tons. 
Barge Terminal: Basically it is an installation linked to Bianchini, 
SAMRIG, DNPVN and AGEF Terminals, used for discharging of 
soyabean meal/soyabeans from barges. It uses cranes with grabs to 
discharge the barges. The cargo is transported by a conveyor belt to 
the Terminals. 

The New Port has along its extension several cranes varying from 
3 tons to 12 tons, used for operations with general cargo and containers. 
Super Port: Port complex located at the 4th “Secao da Barra” on the 
West margin of the approach channel, with various terminals equipped 
with loading/discharging equipment conveniently suitable for the 
handling of bulk cargoes. 

Luchsinger Madorin Fertiliser Terminal: Located South of the bunker 
pier, has a T-shaped pier, 180 m. in length and max. draft of 36 ft. It 
has facilities for discharging sulphuric acid, phosphoric acid, liquid 
anhydrous ammonia and two conveyor belts for discharging of raw 
material used in the manufacturing of fertiliser. The storage capacity of 
Solid fertiliser is of 100,000 tons. On the inside part of the pier there are 
loading facilities for barges with a loading rate of 300 t.p.h. 

Discharging rates are as follows: 


Liquid ammonia 544 t.p.h. 
Sulphuric acid 500 t.p.h. 
Phosphoric acid 1,200 t.p.h. 
Solid fertiliser 500 t.p.h. 


Portobras Wheat & Soyabean Terminal: It is located South of Luchsinger 
Terminal with a solid pier 413 m. in length and draft of 37 ft., allowing 
for the berthing of vessels up to 80,000 d.w.t. Loading rate of about 
1,200 t.p.h. (beans) and 800t.p.h. (meal) and storage capacity of 
400,000 tons. Can receive cargo simultaneously from trucks and railroad 
wagons, at a rate of 250 — 500 t.p.h. It is the biggest Grain Terminal in 
Latin America. 

Cotrijui Grain Terminal: Located South of the new Portobras’ Wheat & 
Soyabean Terminal, it has a “T"-shaped pier of 265 m. length and max. 
draft of 37 ft. It can receive vessels up to 60,000 d.w.t. It has 8 sheds 
Of 25,000 tons capacity each and two tanks for storage of soyabean oil 
with capacity of 5,000 tons each. 8 tubes with air draft 11.5 m. and 
2 conveyor belts with air draft 15.0 m. Loading rate as follows: 


Soyabean 1,000 t.p.h. 
Wheat 1,000 t.p.h. 
Soyabean meal 400 t.p.h. 
Soyabean oil 400 t.p.h. 


Transhipment Dolphins: Located South of the Cotrijui Grain Terminal is 
used for transhipment of vessels over 200 m. LOA. Max. draft 37 ft. 

Meat Terminal: Located South of the Transhipment Dolphins, has a solid 
Quay of 300 m. in length and draft of 37 ft. It has a reefer warehouse 
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with 4 cold chambers with a total storage capacity of 10,000 tons. The 
pier has 2 gantry cranes for the loading/unloading of containers. 
EQUIPMENT: 
32 Portal cranes on rails, capacity 3.2 tons — 40 tons. 
2 Jib cranes, capacity 10 tons each. 
2 Portainers, capacity 30 tons each. 
1 Floating crane, capacity 100 tons. 

70 Forklifts, capacity 2.5 tons — 15 tons. 

4 Forklifts for containers, 3x20 tons and 137 tons capacity. 
2 Floating elevators for transhipping, capacity 300 t.p.h. each. 
1 Mobile crane, capacity 100 tons. 

6 Tractors. 

10 Trucks. 

20 Trailers, capacity 10 tons — 50 tons. 

8 Floating elevators with rates of 70 t.p.h. — 200 t.p.h. 
Self-propelled barges with capacity 1,500 tons — 2,000 tons. 
STEVEDORES: Working Hours: Straight time, 0730-1130/1300-1700 
(weekdays). During weekdays, labour for morning shift which 
commences at 0730 hrs., may be ordered up to 0715 hrs.; at 1245 hrs. 
extra gangs may, if necessary, be engaged for afternoon shift 
commencing at 1300 hrs. For night work, longshoremen (i.e. dock 
labourers distinct from stevedores) must be ordered before 1600 hrs.; 
stevedores, tally-clerks, etc., for night work may be engaged up to 

1845 hrs. for shift that starts at 1900 hrs. 

Sunday/holiday work must be ordered previous day, up to 1600 hrs. 
MEDICAL: Two hospitals available which have adequate facilities to 
deal with a majority of cases. 

TANKERS: Bunker Pier: Located approximately one mile North from 
the place called “Ponta da Mangueira’”’; it is a pier 228 m. in length and 
draft alongside of 33 ft. Primarily used for the receiving of crude oil and 
for the loading of bunker barges. There also are located the connections 
of the Fertisul Ammonia Terminal, Manah and CRA Phosphoric Acid 
Terminals. 

Copesul Terminal: Located North of the Petroleum Pier. Max. LOA 
170 m. Max. draft 29 ft. Max. d.w.t. 32,000 tons. Storage capacity 32,000 
tonnes. Loading rate for propylene 95 cu.m.p.h. — 190 cu.m.p.h. Length 
of berth 44 m. Distance between dolphins 203 m. 

DENSITY: New Port 1000; Anchorage and Super Port 1016. 

FRESH WATER: Along the New Port quay there are 28 connections 
for fresh water that is delivered at a rate of about 30 t.p.h. — 60 t.p.h., 
or less, depending on the number of vessels being supplied. Also 
available at the Wheat and Soyabean Terminals and the Liquid Bulk 
Terminal. The terminals in the Super Port area lack those facilities apart 
from the Bunker Pier which has 6 connections with a rate of 20 t.p.h. 
For ships anchored at the Inner Roads fresh water can be supplied by 
barges owned by the Port Administration, with capacities of 250 tonnes 
and 400 tonnes at a rate of 80 tonnes per hour. The barges require the 
assistance of tugs to tow them. 

FUEL: Can be supplied by truck (diesel), at the Bunker Pier (diesel and 
fuel) and ex-barges (diesel and fuel). Most commonly bunkers are 
supplied ex-barge. Suppliers are Petrobras, Shell, B.P., Exxon and 
Texaco. Stem has to be made previously abroad and price charged is 
the one in force on the day of delivery, 96 hours’ notice recommended. 
CONSULS/VICE-CONSULS: Great Britain, Denmark, Germany F.R., 
Italy, Netherlands, Norway, Paraguay, Portugal, Spain and Uruguay. 
REPAIRS: Two small repair shops equipped to carry out minor repairs. 
No dry docks. Radio, radar and gyro technicians available, but 
expensive. 

SURVEYORS: G.L. and N.V.; Lloyd’s and A.B.S. in Porto Alegre. 
GANGWAY/DECK WATCHMEN: Compulsory for all sea-going vessels 
to have a port gangway watchman, normally requested by the ship's 
Agents, to the Watchman Syndicate. Apart from the gangway watchman, 
it is advisable to employ a crew member as deck watchman to look after 
the ship's safety. 

OPENING/CLOSING HATCHES: Opening and closing of conventional 
hatches normally done by stevedores, without any extra cost, advisable, 
however, for steel hatches to be handled by crew. 

CUSTOMS ALLOWANCES: Each crew member allowed one carton of 
cigarettes (or the equivalent in pipe tobacco) and one bottle of spirits, 
per week. Ships that remain in port over a week may request customs, 
through their Agent, to open bond for another weekly issue. 
REPATRIATION: Seamen being repatriated have to proceed to Porto 
Alegre, by bus, where arrangements can be made for embarkation by 
air. 

TIME: GMT minus 3 hours. 

HOLIDAYS: National: 1st January”, 21st April, 1st May*, 7th September, 
12th October, 25th December’. 

Municipal: 2nd February, 29th June. 

Movable Feasts: Carnival (Monday and Tuesday), Ash Wednesday and 
Passion Friday. 

Commemorative: 28th August (Bank Holiday), 28th October (Civil 
Servants’ Day); 30th October (Commercial Employer's Day) and 1st 
November (All Souls’ Day). 

*No labour available. 

POLICE/AMBULANCE/FIRE: 
Ambulance 2.3801; Fire 2.1778. 
TELEPHONES: There are no facilities for placing telephones on board. 
IDENTITY CARDS: Foreign crew members are not allowed to go ashore 
without presentation of identity card, on which there is a photograph of 
holder and personal details. These cards are provided by the Agent 
upon arrival. The identity card must be delivered on disembarkation to 
the Federal Police, who will return it to the crew member on re- 
embarkation. 
GENERAL: Light and Power: The supply to the New Port is done by 
the State Company of Electric Energy (CEEE) with 13. 8 kV, 60 Hz. 
voltage that is lowered by 6 sub-stations along the quay, from 600 to 
1,000 kVA to 380 to 220 V. Along the quay, every 25 m. there is a power 
plug to connect the power to the port cranes with 300 A. Those plugs 
can also connect the power to the vessels along the quay. 


Police 2.1695; Hospitals 2.3802; 
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Flags to be flown. 

(a) Brazilian flag at the top of the foremast. 

(b) Yellow flag (to be hoisted until the doctor's clearance is given). 
Vessels arriving from a Brazilian port, with no disembarking passengers, 
must not hoist yellow flag unless there is sickness on board requiring 
presence of the Health Authorities. 

(c) Pilot flag. 

(d) Customs flag (to be hoisted after the vessel! is cleared by Customs 
and flown during the vessel's stay in port). 


SHIPMASTER’S REPORT: 1980. 

Flags: The Brazilian flag when flown as a courtesy ensign should at no 
time be allowed to get tangled. 

Identification Cards: Necessary but no photograph required. 
Repatriation: Transport to Porto Alegre is possible by air taxi. 
Garbage: Authorities are very strict with regard to throwing garbage 
overboard. 


SHIPMASTER’S REPORT: February, 1982. 

Pilotage: There are anchorages for three vessels between a position 
some 3 cables South of No. 12 Light Buoy to the vicinity of No. 14 Light 
Buoy. Here vessels can be in ample depth but, owing to the narrow 
channel, a Pilot must be retained aboard for, despite the current being 
outward the effect of the wind is critical. Despite the channel depth, there 
is a restriction to 38 ft. max. draft due to the inability of the dredging to 
guarantee more over the bar. 

Documentation: At least 10 Crew Lists are required but otherwise few 
formalities. 

Radio: This is one of the most efficient along the coast and both H/F 
and VHF are handled with commendable speed while W/T is equally 
available. 

Tugs: Depending upon weather and current conditions, at least one tug 
is required to turn a vessel at the anchorage to sail outwards. 

Fresh Water: The barge that delivered up to 400 tonnes is now 
condemned hence the only facility is a maximum of 45 tonnes from a 
tug, an expensive facility. 

Fuel: There are at least two bunkering barges, one a minor coaster, but 
the speed of delivery is low e.g. 100t.p.h. The depth of water at the 
tanker berth is 33 ft., hence loaded vessels ex-Argentine ports must 
remain in the stream. 

Remarks: The Agencies and Pilots appear to be well geared to the 
prospect of a steady use of the port for bunkering, water and stores, 
while the radio station helps in expediting all communications. 
Suggestions have been made for three dolphin type berths in place of 
the anchorages, use being made of the Eastern side of the channel. 


SHIPMASTER’S REPORT: November 1982. 

My vessel is 39,026 tonnes SDWT and was ordered to load a full 
cargo of Soya Bean Oil for discharge in Iran: 

Contained in my voyage orders was the instruction to inform Agents 
and suppliers of ETA at daily intervals 20/15/10/5/3/2/1 (My departure 
port was Bandar Abbas and routing was via Cape Agulhas). 

Documentation as per “Guide to Port Entry”. A “Nil” statement of 
drugs (excepting medical), firearms and ammunition in three copies is 
required. ' 

Courtesy flag from foremast at all times. 

My vessel loaded part cargo in Porto Novo (General Pumping Berth). 
The draft alongside was quoted to me as 29 ft. by my Agent but he 
stipulated actual draft was about 27 ft. with soft mud. The soft mud | do 
not dispute but my own sounding with the hand leadline indicated 
26 ft. 4 in. and | did not load beyond 26 ft. 

Loading rate never exceeded 250-300 tonnes per hour. After loading 
to 26 ft. draft | shifted ship to a pontoon berth (un-named) in position 
Lat. 32°07.22’S., Long. 52°06.15'W. (Farol da Barra Lt.H. 
084.8°x 1.34 miles). At this berth | again checked depth of water by hand 
leadline and got around 14m. which presented no difficulties; my 
Summer draft being 11 m. 

Loading at this pontoon berth was carried out by barge which varied 
in size from 3,000 tonnes to 1,500 tonnes; apparently they load in Porto 
Alegre and average turnaround tirne is about 5 days thus | anticipate a 
further week here before completing cargo as barges are not plentiful. 
Loading rate approx. 200-300 tonnes max. 

Passes complete with photographs are required by all ship's staff. 

At this pontoon berth launches are available to take crew members 
ashore but they are expensive and | would advise Masters to abstain 
from being too generous. 


SHIPMASTER’S REPORT: October 1983. 

Anchorages: The anchor was dropped in the Outer Roads off Rio 
Grande do Sul. The holding ground proved to be poor and the ship 
dragged anchor in a force 4 wind with less than a 2 knot tide, though 
anchored in 12 m. with 4 shackles in the water, i.e.: 9 times the depth. 
The nature of the bottom was mud with some shell, though marked 
gravel on the chart. While entering port the Pilot advised that ships 
frequently drag there, even with 8 shackles out. 

Berthing: From the anchorage to the No. 1 (sea) buoy was 2 miles 
thence 3 miles more to the berth. There was about 17.6 m. depth at 
Cotrijui, reducing to 14 m. in the dredged approach channel. 

The ship berthed at dolphins, in the first instance, port side to, just 
below the silo at Cotrijui. The village of Macaceo is just to the West of 
the dolphins. One floating elevator was then employed to start loading 
from a series of barges, pending the ship's turn at the faster, silo berth. 

The gross rate of loading from the floating elevator (there are several 
on the river; this one was owned by Corymar) was 77 t.p.h. At 0415 hrs. 
13th October, having completed loading 5,000 tonnes from 3 barges, 
the ship awaited the availability of the silo berth. At 1720 hrs. 18th 
October we left the dolphins to allow the next ship to berth there before 
dark and, after anchoring just upstream from the silo while the previous 
ship completed paperwork, berthed at Cotrijui silo, port side to, at 
2124 hrs. 18th October. 


236 


The berth and equipment are very worn and in a poor state of repair. 
It is hard to keep the ship alongside in the strong tides due to the 
configuration of the river bottom. A dilapidated shore gangway is used: 
there is nowhere to land a ship's gangway. There ought to be another 
bollard and fender amidships to square the ship on to the wharf, and 
place an after fore spring properly. However, the shore personnel were 
very helpful and co-operative. As the hatches finished they were actually 
trimmed, without having to be requested, by men equipped with shovels, 
The loading spouts, working 2 holds at a time, are heavy and less 
manoeuvrable than most silos. Therefore the cargo cannot be thrown 
sideways into the wings and ends of the hatches with any force, leading 
to a poorer stow. The loading rate was 372 t.p.h. Ships longer than 
250 m. have to have a tug pushing onto the wharf while loading, rather 
like some of the Mississippi berths. Cargo was completed at 0845 hrs. 
21st October, after which there was a relatively large amount oj 
documentation to be done. The ship sailed at 1249 hrs. 

There is a more modern complex called Portobras Wheat and 
Soyabean Terminal. Unfortunately, after only about 6 months in 
operation, there was a fire there and the Terminal no longer works. 
Fresh Water: Fresh water can be obtained from some berths but not 
Cotrijui silo or at the dolphins. It comes by dumb barge, capacity 
250 tonnes. 


REPORT: August 1985. 
Copesul Terminal: Copesul's Terminal at Rio Grande is partially ready 
to operate with a total of 6 chemical products planned. 

Shore installations and jetty were inaugurated 11th August, 1985, by 
vessel 173 m. LOA, 25,000 d.w.t. 

Vessel loaded 2,000 tonnes Toluene and 2,000 tonnes Benzene. 

Jetty: 140m. long, equipped with 2 mooring dolphins. Distance 
between dolphins 200 m. 

Capacity — 1 vessel max. 31,000 d.w.t. 

No air draft restrictions. 

Draft 29 ft. brackish water (intention is to bring draft up to 30ft 
brackish water). 

Vessels LOA — Harbour Master authorised berthing up to maximum 
200 m. LOA, although this in reality is impracticable as distance between 
dolphins is 200 m. and there would be no lead on head/stern lines. 

Shore installations have a storage capacity of 32,000 cu.m. 

At present operating with following liquid products: 

. Xylene. 

. Toluene. 

. Propylene. 

. Methanol. 

. Benzene. 

. Ethyl-Benzene. 

The jetty is connected with shore installations by 6x8 in. lines which 
are connected to 6 manifolds of 6 in. each. 

There are 7 pumps one connected to each line which have a loading 
capacity of 350 cu.m.p.h. each. 

Depending on vessels conditions, Copesul is able to load up to 
5 products simultaneously. 

The storage tanker ‘Aristoteles’ for Ethylene storage, is still docked 
at a shipyard in Porto Alegre, carrying out final surveys/repairs. It is 
expected ready at Rio Grande for the end of September, for the 
meantime Ethylene loading continues by transhipment at Inner Roads 
by m.t. “‘Tacosul’ (capacity for 450 tonnes) or from another ship. 

According to Harbour Master, intention is to stop transhipment vessel 
to vessel at Inner Roads (Area Echo) (presently being used to carry oul 
transhipments, two vessels at a time), however, it will be de-activated 
only after the ‘Aristoteles’ arrives Rio Grande for the loading of Ethylene 
According to Copesul, they intend to ask Harbour Master to also keep 
‘Area Echo’ option to carry out any eventual transhipment which may 
be necessary in the future in case of congestion at their shore terminal 


OnhoOnm— 


AUTHORITY: Administracao do Porto de Rio Grande, Av. Honoric 
Bicalho S/No., P.O.Box 198, 96.200 Rio Grande — RS — Brazil. Tel 
(0532) 32-3366, 32-3396. Telex: (0532) 423 Aprg. Contact: Eng. Newtor 
Garcia. 


SALVADOR (Bahia): 13.01 S. 38.35 W. 


LOCATION: Lat. 13° 00’ 37” S., Long. 38° 35’ W. 

PORT LIMITS: The Port is limited by the line East/West which passes 
through the Santo Antonio Lighthouse, bridging the frontier coast of the 
Island of Itaparica, and from there big to enter the bay through the 
same line East/West which connects the Continent and that towards the 
coast Northwards as far as parallel 12° 50’ and then from there going 
Eastwards towards the Continent. 

DOCUMENTS: (See “General” before first port.) 

Agent also fills out the “Entrada & Saida Capitania do porto” to be 
signed by Master. The particulars for this document are: 

Name of Master — name of ship — flag — code signal letters — tonnage 
gross and net — horsepower — engines: twin or single — type of ship. 
etc. — port of registry — tons of cargo to discharge — owners — Agents 
in port — last port of call — previous ports of call — next port of call - 
number of crew — number of disembarking passengers — number 0 
transit passengers — speed of vessel — also specifications of nature an¢ 
quantity of cargo in transit. 

Documents to be Supplied to the Ship Before Departure: 

1 “Clearing pass” from the Port Captain 


(See Plan) 


* Federal Police 
1 " fe = ” Post Office 
1 4) " " "Custom House 


1 Custom House negative cargo declaration for each following 
Brazilian port of call. 
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The Port Doctor will require the following information: Class, name and 
flag of ship — net register tonnage — name of Master and ship's Doctor 
~ number of officers and crew — name of Agent — all ports called at 
during voyage — number of days from first to previous ports of call — 
number of passengers disembarking and in transit — tons of cargo to be 
discharged — whether any sick persons or deaths occurring on board. 
The Customs will require the following information: Name of vessel — 
nationality — gross and net tonnage — H.P. of engines — name of Master 
— number of officers and crew — owner's name — name of Agent — all 
ports called at during voyage — ports of destination — days of voyage 
from first to previous ports of call — tons of cargo to be discharged — 
particulars of passengers. 

The Federal Police require the following information: Vessel’s name — 
nationality — gross and net tonnage — name of Master — number of 
officers and crew — name of Agent — port of departure and all ports of 
call — number of days from first and last ports of call — number of 
passengers disembarking and in transit — specification of embarking and 
disembarking ports of each transit passenger. 

Ships calling at Salvador are normally boarded by the authorities at 
any time, day or night, when required. If there is no special urgency, 
however, the visit is effected the following morning at 0630 hrs. 

The Inspection Area of the Port Health Authorities, Federal Receipt 
and Maritime Police is defined by a radius of 1 mile around the point of 
co-ordinates Lat. 12° 58’ 07” S., Long. 38° 32’ 18” W., the area around 
the point of co-ordinates Lat. 12°55' 56” S., Long. 38°31’ 37" W., 
indicated in chart 1102 of the NHD. 

Vessels may only come alongside after clearance by the Federal 

Receipt, Port Health Authorities and Federal Police. The free anchorage 
coincides with the pilotage waiting area and permitted anchorage 
(anchorage of Monte Serrat). 
PILOTAGE: Compulsory for all vessels entering Salvador and berthing/ 
unberthing at general docks or proceeding to other marine terminals. 
The following areas are considered as pilotage zones for vessels bound 
for the port: Monte Serrat Anchorage, the S.W. Anchorage to the Panela 
Bank and waiting and disembarking point for Pilots, shown on NHD chart 
1102. 

Also considered as pilotage area is all the internal area of the Bay of 
Todos os Santos (All Saints) to the North of the parallel passing through 
Monte Serrat. The area of the port of Salvador, inside the breakwater, 
is considered to be a compulsory pilotage area for vessels over 
4,500 d.w.t. 

Also considered to be an area of compulsory pilotage is all the zone 
North of parallel 12° 55’ 05” S., which passes through Monte Serrat, for 
vessels over 3,000 d.w.t., bound for the terminal ports and their access 
channels inside the Bay of Todos os Santos. Request for Pilot can be 
made through the ship's Agent, 2 hours in advance, specifying the time 
of entry of the vessel and from which point pilotage will be required. 

The Salvador Pilots’ Association has VHF-FM radio, at their office and 
on board the pilot launch, operating on Channels 16 and 11, listening 
out on Channel 16. 

The address of the Pilots’ Association is: Rua da Grecia No. 8, 
Tel: 242-2221, Edificio Serra da Raiz, 5th Floor, Room 510. 

Vessels should use the signal ‘Hotel’ to call up the Pilot at the pilot 
station (Chart 1102) and may use an audible signal for this purpose. 

The Amaralina (ERA) Radio Station maintains coastal communication, 
and can also be used to call the Pilot by vessels bound for Salvador. 
Amaralina Radio Station communicates with the Pilots by telephone. 
APPROACHES: The port has 2 access channels. The first, called the 
Inner Channel is on the city side with a minimum depth of 8 m. 

The second, called the Outer Channel is on the side of Itaparica Island 

and its depth varies from 13 m. to 55 m. 
Action of Tides: Tidal amplitude in the port of Salvador is 2.5m. on 
average, during the tides at the full moon. The flood tide in the port of 
Salvador runs for 5 hours to the N.N.E. and the ebb for 7 hours to the 
S.S.W., with a speed of 1.5 knots. During Spring tides, these tides can 
reach 2 to 3 knots. 

During ebb tides, it is suggested that the approach to the quay be 

made by the South Entrance, between the two breakwaters, so that 
there will be no need for a yaw action in the manoeuvring bay formed 
by the breakwaters. The ebb tide may cause the vessel to swing to the 
South, in the entrance between the breakwaters. 
Manoeuvring Area: The area intended for the manoeuvring of vessels 
for mooring or unmooring has a length of 100m. along the whole 
extension of the quay, with a draft of 27 ft. at any state of tide. In this 
area, and also in the access channel the anchorage of any vessel is 
expressly prohibited, except with the prior permission of the Port 
Captaincy. 


ANCHORAGES: There are 3 anchorages for waiting and inspection, 
see Chart 1102 of the NHD. 
South: To the South of Panela Bank, in position Lat. 12° 58’ 00” S., Long. 
38° 32’ 33” W. for waiting for the Pilot. 
North: In the vicinity of position Lat. 12° 56’ 01” S., Long. 38° 31’ 06” W. 
In the vicinity of position Lat. 12° 57' 01” S., Long. 38° 41' 01" W. 
There is a special anchorage for LASH vessels and for the operation 
of loading and unloading barges. It is located on the alignment of the 
North Light of the North Breakwater and the Monte Serrat Lighthouse, 
at a distance of 0.8 miles from this lighthouse, as shown on Chart 1102 
of the NHD, in note (1). 
Inside the breakwater and to the South of Fort Sao Marcelo there is 
an exclusive anchorage for the mooring of LASH vessel barges. 


PROHIBITED ANCHORAGE: Locations prohibited for anchorage and 
hed ii of foreign and national pleasure craft. Mooring and anchorage 
locations: 
(a) Bahia Yacht Club (Chart 1102) 
Lat. 12° 59’ 49” S., Long. 38° 32’ 00” W. 
(b) Aratu Yacht Club (Chart 1103) 
Lat. 12° 48’ 36" S., Long. 38° 28’ 49” W. 
(c) Area of the Bay of Itapagipe (Chart 1110). 


BRAZIL 


(d) Section included between the prohibited anchorage area and the 
LASH barge anchorage (Chart 1102), unless duly authorised by 
the CPBA. 

Areas where anchorage and navigation are prohibited. 

(a) All the area in front of Inema beach (Chart 1104). 

(b) Almirante Alves Camara Terminal (Chart 1105). 

(c) Manoeuvring bay for the quay at the port of Salvador (Chart 
1102), port of Aratu (Chart 1103), Terminal of USIBA (Chart 
1103), Dow Chemicals (Chart 1103), (only navigation prohibited.) 

(d) D. Joao Oilfield — location designation in Caution B of Chart 1110. 

RESTRICTIONS: There is sufficient depth of water in the Outer 
Anchorage to accommodate the largest vessels afloat with safety, and 
the anchorage can, in addition, take a considerable number of vessels 
at any one time. The average depth of water in the channel leading to 
the dock warehouses is 33 ft. (10 m.) except opposite Shed No. 2 where 
28 ft. (8.50 m.) is the max. depth. The dock quays are sheltered by two 
breakwaters, one running parallel with the shore for just over 0.5 miles. 
Because of the shallow draft opposite No. 2 Shed, all vessels entering 
or leaving the port with more than 28 ft. normally enter the Northern 
Channel. 

MAX. SIZE: Limit of Size of Vessels Navigating in the Channels: 

Access to Temadre: Length 250m., draft 12.8m., beam 40 m.; 

Access to Dow Chemicals: Length 170 m., beam 25 m., draft 10.3 m.; 
Access to USIBA: Length 170 m., beam 25 m., draft 10 m.; Access to 
the port of Salvador: Length 180 m., beam 30 m., draft 10 m. 

Aiso see “Berthing” and “Tankers” and Port of Aratu. 

ARRIVAL INFORMATION: Required before vessel's arrival: 

(a) Vessel — ETA; deepest draft. 

(b) Cargo — Quantity of cargo to be discharged and specification of 
hatch list. 

(c) Passengers — Number of passengers disembarking. 

(d) Bunkers — Quantity required. 

(e) Water — Quantity required. 

(f) Labour — Quantity required. 

(g) Any other information — Number of mailbags to be landed, etc. 

Specimen of telegram to be sent from previous port: 

. Vessel’s name. 

. ETA Salvador. 

Draft. 

. Number of passengers disembarking. 

Number of mail bags to be landed. 

Quantity of bunkers required. 

Quantity of water required. 

Number of gangs required. 

Any other information. 

FLAGS: On entering the port the vessel should fly the following flags: 


OBNDAAON= 


1. Brazilian flag on fore mast top. 

2. Quarantine flag when Salvador is first Brazilian port of call, or when 
there is a passenger for Salvador from a foreign port. 

3. Customs flag (white star on blue background) after the vessel has 
been visited. 

4. Flag ‘“B” if dangerous cargo on board. 
Pilot flag. 


PRIORITY: Passenger vessels and wheat vessels have priority over 
cargo ships and the so-called “navios mixtos”, i.e. cargo ships with a 
limited passenger accommodation. Passengers vessels are those that 
carry 60 or more passengers; except when loading 1,000 tons or over 
in which case they loose their priority. 

HEALTH: The Doctor only boards the vessel when Salvador is first 
Brazilian port of call or when there are passengers from abroad to 
disembark, in which case Master should advise Agent who will then take 
the necessary steps required by Port Health. A yellow flag should be 
flown if Port Health Doctor is required on board. 

RADIO: Master should always endeavour to contact Agent through 
Radio Amaralina Coastal Station, call sign ERA, and Agent will contact 
Master the same way. Since this station has a limited range, the Agent 
at Salvador may be contacted via Rio Radio when North-bound, or 
Olinda Radio/Fortaleza Radio when South-bound. 

TUGS: Always used for berthing and unberthing. At other marine 
terminals tugs are supplied from Salvador. For container and cargo 
vessels berthing at 10 m. quay, a tug is usually supplied to help vessel 
moor and unmoor. When coming alongside tug joins vessel inside port. 
8 tugs available 120 h.p. — 1,688 h.p. 

Rules for Using Tugs: 

!) At Temadre and Usiba. 

All berthing and unberthing of vessels with tonnage between 2,000 
g.-r.t. and 10,000 g.r.t. must be with the aid of 2 tugs. Vessels with 
gross tonnage between 10,000 and 50,000 g.r.t. must be assisted 
by 2 tugs of power above 1,000 h.p. Vessels over 50,000 g.r.t. 
must be assisted by 3 tugs of power greater than 1,000 h.p. 

Il) In the Port of Salvador and other marine terminals. 

All manoeuvres of berthing and unberthing of vessels with gross 
tonnage between 2,000 and 10,000 g.r.t. must be assisted by 2 
port tugs. All manoeuvres of vessels of gross tonnage above 
10,000 g.r.t. must be aided by 3 port tugs. Vessels of tonnage less 
than 2,000 g.r.t., according to the Pilot's judgment, may use a port 
tug, in special situations. 
In special situations, with winds from the East, according to the 
judgement of the Pilot, the use of tugs can be dispensed with for 
unberthing. 
BERTHING: No restrictions, but if draft over 28 ft. berthing and 
unberthing take place from 1 hour before HW until 1 hour after HW. 
Anchor used for berthing. Container and cargo vessels at 10 m. quay 
may unberth at any time. 

The Port of Salvador is protected by 1 breakwater (Northern 
Breakwater) and 1 mole (South Mole). There are two channels for 
vessels entering and leaving. On the wharf there are 9 warehouses and 
between some of the sheds sheltered storage spaces. 

Heavy lifts are left on the wharf until taken delivery, or discharged 
directly to trucks. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


There are 4 quays in the port: 


Length Depth Max. draft 
(m.) (m.) (ft.) 
Coastal Vessel Quay 683 7-8 warehouse 5 & 6 23.5 
Long Distance Quay 782 7-9 warehouse 7 & 
marine station 32.0 
Connecting Quay 238 8-9 
10 Metre Quay 370 9-10 


All warehouses (excl. No. 9) are fitted with overhead internal cranes. 

Explosives would be discharged into lighters at the proper anchorage 
for discharge of such cargo and taken to special deposits. Forewarning 
must be given for this cargo in order that arrangements may be made 
in advance. 

One grain discharger x 150 t.p.h., and 2 wheeled suction plants = 
60 t.p.h. each. 

Grain silos — 20,500 tons (Salvador Mill), and 13,357 tons (Bahia Mill). 

Industrial cold store of 2,300 cu.m. belonging to FRIUSA. 

All other goods are loaded/discharged at the wharf. 

Bulk Cargo Vessels: See ‘Aratu”’. 

Containers: 1 x30 ton crane for containers. 230 ton transtainers. 2x30 
ton fork lifts. Roll-on/Roll-off facilities available. 22,000 sq.m. storage for 
containers and 10,000 sq.m. for containers ex-Roll-on/Roll-off. 

Also see “Report dated November 1982. 

CRANES: 
Jib Cranes: 1x30 tons (for containers) 

4x3 tons 

2x5 tons 

153.2 tons 

36.3 tons 

212.5 tons 

113.5 tons 

1x75 tons 
Floating Cranes: 1100 tons 

STEVEDORES: The Agents at Salvador act as stevedores. 

The work at Salvador, especially loading, is considered amongst the 
best in Brazil, as a rule, sufficient gangs are available. 

Masks, gloves are supplied by the stevedores. All other material such 
as slings, nets, etc., shall be supplied by the vessel. 

The ordinary working hours are 0700 — 1100, 1300 — 1700 hrs., 
Monday to Friday inclusive. Saturday 0700 — 1100 hrs. 

For overtime work notice must be given the previous day. As it would 
be difficult to obtain permission before each overtime period, a general 
permission covering ship’s stay in port shall be obtained prior to arrival. 

1100 — 1300 hrs. Special permission must be obtained from the Dock 
Company which is only given to passenger vessels, or for cargo vessels 
to finish the cargo, or under special circumstances. 

1700 — 1900 hrs. Continuation period. Advice must be given to 
workmen at 1645 hrs. 

1900 — 2300, 0000 — 0400 hrs. Considered as night work. Advice 
must be given to the Dock Company at 1645 hrs. and to the stevedores 
at 1700 hrs. 

2300 — 2400 hrs. same as 1100 — 1300 period. 

0400 — 0600 hrs. Continuation period. Advice must be given to 
workmen at 0345 hrs. 

0600 — 0700 hrs. Second night continuation period. Can be worked 
under special circumstances to finish the cargo. Vessels discharging/ 
loading bulk cargoes, or loading/discharging reefer cargo, are allowed 
to work round the clock. 

To work on holidays, advice must be given to the Dock Co. before 

1700 hrs. the previous working day. For Sunday work advice must be 
given before 1100 hrs. on Saturday. The same applies for stevedores/ 
tally/coopers. 
CARGO INFORMATION: /nward Cargo: When cargo is discharged 
from the vessel it is checked, weighed and weight noted by the shore 
tally-clerk (for account of the ship), by the Dock Company tally-clerk and 
by the Custom House. If there is a difference in weight, the ship is held 
responsible and has to pay double duty on same. Once the goods have 
been checked and weighed ship's responsibility ceases. 

Goods are delivered to the consignees on presentation of the bill of 
lading to the Dock Warehouse. 

Transhipment Cargo: Foreign cargo for transhipment at Salvador must 
be so declared on the manifest, and after it has been discharged the 
Agents have to obtain special Customs permission to tranship it to the 
port destination and also sign a guarantee that the goods are going to 
that port and that duty will be paid there. They will be held responsible 
for that duty until a declaration issued by the Custom House at the port 
of destination is received by them and handed over to the local Customs. 

Transhipment charges vary considerably with the type of cargo and 
are very high compared with foreign freights. 

Outward Cargo: Generally, cargo to be loaded is deposited in the dock 
shed prior to vessel's arrival. 

Refrigerated Cargo: All reefer cargo is discharged directly to trucks, and 
vice versa. 

Dangerous Cargo: Vessels with explosives and inflammables on board 
are not permitted to come alongside. All vessels carrying this kind of 
cargo must fly the “B” signal and remain at the proper anchorage. 
Advance notice must always be given of any vessel carrying explosives 
and inflammables. Under special circumstances it may be arranged for 
vessels to come alongside if they only have a minimum quantity of 
dangerous cargo on board, and the hatch in which it is stowed is not to 
be opened at Salvador. 

When vessels are boarded by the Harbour Officials, the Master must 
hand to the Customs Officer and the Federal Police the Dangerous 
Cargo List. 

Corpses as Cargo: Notice should be given to the Port Authorities of 
such cargo carried, if possible, before vessel's arrival. 
Vegetable Oil in Bulk: Vegetable oil in bulk is loaded directly from lighters 
where the oil is deposited prior to vessel's arrival. Vessels are usually 
required to supply steam for pumping when they can. 
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Mobile Cranes: 


Loading and Discharging Rate: 
Average Daily Rates: 


Breakbulk 500 tons 
Iron Bars 1,400 tons 
Dry bulk 

(with grabs) 1,000 tons 
Containers 1,200 tons 


Heavy Lifts: For heavy lifts a request shall be made to the Dock Co. to 
use the 100 ton capacity floating crane. Heavy lifts may also be 
discharged directly to the quay with the vessel's own gear when, due 
to a light draft (under 24 ft.), they can come directly alongside without 
the use of a pontoon. It is recommended that the Agent be consulted 
before booking any heavy lifts for Salvador as the heavy lift crane is 
sometimes out of working order. 

Inflammables, Fuel and Diesel Oil, Etc., as Cargo: Bulk crude oil, diesel, 
fuel, inflammables, lubricants, etc., are discharged at the Madre de Deus 
Terminal, which belongs to the Government owned Petrobras. 
Damaged Cargo: When cargo is discharged, damaged or pilfered, it is 
immediately checked and weighed by the Dock Co. and the Customs 
and separately stored. 

The Insurance Co. makes a survey in the presence of the Dock Co. 
upon request of consignees. 

Bulk wheat is discharged to two mills at Salvador, namely the “Moinho 
Saivador’ and “Moinho da Bahia". Average discharging rates (23 hours 
work per day) are respectively 1,500 and 800 tons. 

Handling of Mail: Timely notice should be given to the Agents in case 
there is mail to be landed, stating the number of bags. 

As regards outgoing mail the Agents will be advised by the Post Office 
if there is any and issue the Post Office Pass. The bags shall be placed 
at the quayside, loading being for the account of the ship. 

MEDICAL: When vessels arrive over week-ends or during holidays 
advisable that Master cable Agent giving advance notice of medical 
attention required if case is serious. For routine medical attention no 
previous advice required as ample medical and hospital facilities 
available. 

TANKERS: All tankers loading/discharging inflammables, lubricants, 
etc., must do so at the Madre de Deus Terminal, which is privately owned 
by Petrobras, the Brazilian Government-run oil company. 

The Madre de Deus Terminal is a T-fashioned quay situated within 
All Saint's Bay, 18 miles from Salvador. All vessels calling at Madre de 
Deus must be cleared at Salvador where Agent and authorities board 
the vessel before proceeding to Madre de Deus. This terminal is 
equipped only to handle tankers. Water, bunkers and deballasting 
facilities are available. 

Max. drafts are 41 ft. for vessels loading and 37 ft. for discharging, 
and length 240 m. 

Five berths are available, pipe-line is 12 in. 

PP1. Max. size 65,000 d.w.t. Depth 13 m. 

PP2. Max. size 53,000 d.w.t. Depth 13 m. 

PP3. Max. size 16,000 d.w.t. Depth 13 m. 
These 3 berths can load or discharge both Crudes, White oils and 
Products. They are all fitted with deballasting facilities. 

PS1. Max. size 4,000 d.w.t. Depth 7.5 m. 

PS2. Max. size 2,000 d.w.t. Depth 5 m. 

Also see “Shipmaster's Report”. 

DENSITY: Salt water. 
FRESH WATER: Advance information recommended. Rate 20 cu.m./h. 
If several vessels are in need of supply, pressure may not be enough 
to supply all at once. No water barges available in the port, and all 
vessels are replenished alongside. 
FUEL: Diesel oil can be supplied alongside and at anchorage at 
Salvador, but fuel oil can only be supplied by Petrobras at the Madre 
de Deus Terminal, 18 miles up the bay. 

Lubricants are supplied in drums. Also see “General” before first port. 
CONSULS: 


Austria Great Britain Portugal 
Belgium Italy Spain 
Denmark Netherlands Sweden 
France Nicaragua Switzerland 
Germany F.R. Norway Uruguay 


REPAIRS: The Navy operates a dry dock at Aratu with the following 
capacity: 35,000 tons; length 230 m.; width 30 m.; depth 8.5 m. Various 
small vessels can be attended at the same time. There are a number 
of workshops in Bahia fitted for repairing vessels, but it is recommended 
that large repairs be effected at the Aratu dry dock. When time allows, 
repairs may be made whilst the vessel is alongside the wharf. There is 
no time-limit but, as a rule, a vessel is not supposed to remain idle at 
the whart if the berth is needed for another vessel which has to load 
discharge. 

SURVEYORS: Lioyd’s Agent: Expresso Mercantile Agencia Maritima 
Ltd., 340 Avenida Estados Unidos, Salvador. Tel: 242-7011. 

Bureau Veritas: 3 Rua Visconde Rosario, Salvador. Tel: 243-8222. 
American Bureau of Shipping: H. Taxman, 18 Avenida Estados Unidos. 
Tel. 242-0447. 

GANGWAY/DECK WATCHMEN: All foreign vessels must employ 4 
gangway watchman by law. Hold watchmen are optional, depending on 
request by Masters/Agents. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: Customs officials will place cigarettes and 
“souvenirs” belonging to crew members under lock and seal. Excepting 
the Master, each crew member may keep in his possession only 1 carton 
of cigarettes and 1 bottle of spirits with seal broken. The Customs will 
periodically renew the seals for vessels staying in the port for a lengthy 
period thus enabling new issues to crew. 

LIGHTERS: Soc. Alvarengagem de llheus are operating 4 lighters in 
the port with a combined capacity for about 670 tons. 
REPATRIATION: Most crew changes are made via Rio de Janeiro bul 
some are made via Recife and on direct flights Salvador/Lisbon. 
AIRPORT: Dois de Julio Airport is 31 km. from centre of town (40 km 
from the port). No direct flights to foreign countries but various daily 
connections available with Rio, Sao Paulo, etc. 


TIME: GMT minus 3 hours. 


HOLIDAYS: National: 1st January; 21st April; 1st May; 7th September; 
12th October; 15th November; 25th December. 

Municipal: Movable: Good Friday; Corpus Christi. Fixed: 24th June 
(Saint John); 8th December (Our Lady of Conception). 

Traditional: Movable: Carnival — Tuesday (Mardi Gras) and Ash 
Wednesday. Fixed: 2nd November (All Souls); 2nd July (Independence 
of Bahia). 

POLICE/AMBULANCE/FIRE: Fire Tel: 193; Police Tel: 190. 
TELEPHONES: Facilities available for placing telephones on board. 
REGULATIONS: Rat-guards must be used at all times, as the Port 
Health make periodic inspections on the quay. 

STORES: Ship chandler can supply meat, vegetables, tropical fruits, 
canned goods, etc., but no bonded stores for foreign goods available. 


DEVELOPMENTS: A new gas terminal is in operation near the Tequimar 
Liquid Terminal at Aratu. 


SHIPMASTER’S REPORT: September 1981. 

General: Salvador, capital of Bahia State is a large city combining the 
old with the modern. It is an important tourist resort for both Brazilian 
and overseas visitors. 

The tanker terminal, owned and operated by ‘Petrobras’ at Madre De 
Deus Island, is some 14 miles N.N.W. of Salvador in Dos Santos Bay,. 

The most unsettled weather occurs in March to May with heavy rain. 
Approach: Salvador is easily picked up on radar at maximum range with 
its high rise buildings situated on an elevated point called Pt. De Sto 
Antonio. 

Vivid flashing white lights from TV towers situated about 2 miles E.N.E. 
of Pta. De Sto Antonio can be seen long distances at night. BA. 540 
and 546 refer to Salvador. For Madre De Deus the Brazilian chart 1105 
is useful. 

Although the entrance to Salvador Bay (Todos os Santos) has good 
depths strong currents are found on rising and falling tide setting N.N.E. 
and S.S.W. respectively. 

Pilots: Pilots are embarked in the shelter of the Bay, 1 mile West of the 
Southern Breakwater. They use a small dark red launch. Pilots 
disembark in same position. 

Pilotage time to Madre De Deus is about 1.25 hours. 

VHF: Pilots: Call “Salvador Pilots” Channel 16, working 11, 13, 14. 
Range limited to about 6 miles South of Pt. Antonio. 

Tugs: Channel 13. 

Public Correspondence: ‘Salvador Radio’ Channel 16, working 24, 25, 

26, 27 local and international (IDD) calls. 
Arrival: Vessels proceeding to Madre De Deus Tanker Terminal will be 
required to anchor about 1.5 miles South of Pta. De Monte Serrat after 
embarking Pilot, for customs inspection, even if coming from another 
Brazilian port, generally takes about 1 hour. 

If waiting for berth at Madre De Deus vessels anchor off Salvador. 

Anchorage: South of Monte Serrat off Salvador in least depth of 13 m., 
plenty of sea room. 
Madre De Deus Terminal: The large tanker terminal, operated by 
Petrobras, was completed 15 years ago to serve the refinery at Mataeipe 
4 miles to N.E. Maximum draft is 42 ft. (12.8 m.) and maximum size up 
to 85,000 d.w.t. 

Least depth on approach to berth was found near Beacon No. 7. 2.5 
miles S.E. of “P1" Berth of 11m. Chart Datum. The terminal is set 
amongst wooded islands, the principal being Ilha dos Frades which has 
an inviting sandy beach. By sea to Salvador takes about 1.5 hours by 
launch. The road which branches inland to join the main Rio De Janeiro 
Highway is about 50 miles in length and journey time of 1.25 hours. 
Tidal streams off the berth are very strong with a 3 m. range at times. 
Rates of 4 knots are common. Vessels calling regularly at Madre De 
Deus will find the Brazilian charts useful, plus Brazilian Tide Tables 
which list the Terminal and adjacent areas. 

Berthing: Vessels are swung about 3 cables S.W. of the berths and use 
offshore anchor when berthing (about 3 shackles in water). At“P1" Berth 
Starboard anchor is used which is to assist in both berthing and 
unberthing. Also at “P1" Berth forward moorings go to a dolphin ahead 
of the Berth. At “P2” and “P3” Berths there is an off-lying dolphin astern 
of the berths (to West). Two powerful mooring launches are used, one 
each end. We used on “P1” Berth 4 head/stern lines, 2 breast and 2 
Springs each end. The forward breast lines to have any use should be 
brought down the deck to a lead about third of ship's length from forward. 

There are 2 large flat sprung fenders proud of Jetty face. 

Tugs: 2x 1,200 h.p. permanently stationed at Terminal, 2x1,000 h.p. 
tugs come from Salvador as required. 

For large vessels 3 tugs are used, generally pushing or tied up 
alongside with ship's lines. 

Berths: Total of 5 berths on 2 jetties for sizes up to 85,000 d.w.t. and 
42 ft. draft with following characteristics. 


Berth Draft Size Side to Berthing Product 
No. ft. d.w.t. 
P1 42 85,000 Port 6 hrs. either side Crude, 
HW Products, 
Refrig LPG 
P2 42 33,000 Either depends Any time Crude, 
on tide Products 
P3 36 = 33,000 Starboard On flood tide Crude, 
Products 
S1/S2_ 24 15,000 Below 120m. Any time Products, 
length any side Heated 
to over 120 m. LPG 


“S1" starboard 
side to and “S2” 
port side to. 


Density: Density at “P1" Berth 1025 at all states of tide. 


BRAZIL 


Discharge: Refrigerated LPG only at “P1" Berth. 

2 Chicksans — 10 in. vapour, 12 in. liquid, 150 ASA, both of Brazilian 
manufacture, similar to Santos. These are not now used due to leaks 
and discharge is by flexible hose to manifold on jetty. Shore will supply 
hose although we used our own for part of distance as they were already 
rigged with lower discharge pipe from Santos. Plenty of reducers 
available. As the vessel is off the quay face for about 5 m. due to fenders, 
approx. 20 m. of hose are used. 

No vapour return line at present. 

Discharge to tanks situated about 1.5 miles inland, varies from 
200 t.p.h to 400 t.p.h. with back pressure around 6 Bar. Communication 
with shore is poor with operator on quay speaking no English. 

3 refrigerated holding tanks of 1x 10,000, 2x5,000 tonnes nominal 
capacity plus 43,000 pressure spheres. The product is either heated 
into spheres and then transhipped into small coastwise tankers on berths 
“S1"/"S2" or pumped another 2 miles to a road tanker terminal near 
the refinery. Surveyor, SGS, has little knowledge of LPG calculations. 
5 chicksans to West of LPG arms are for products plus numerous flange 
connections with rubber pipes on jetty. 

Facilities: Fresh Water: On each berth, couplings American type. About 
15 t.p.h. dependent on how many vessels taking water. 

Fuel: On each berth both H.O. and D.O. available. 

Access: A roadway to each berth with weight restriction of 16 tonnes 
and permission to discharge stores etc., within 20 m. of ship’s side. 

Repatriation: Salvador Airport 1 hour from terminal. Local flight to Rio 
International Airport. 

Taxi: Costs £26 for round trip to Salvador. 

Repairs: Basic repairs possible from Salvador. 
if Doctor: From Salvador will come very promptly, organised through 

gent. 

Chandler: Principal chandler — Barbosa Costa, reasonable for basics. 
Communications: Telex — International. Phone — Good Internal and 
International Direct Dialing (1IDD). About £2 per minute to UK. There is 
a public call box in Jetty Operators Office which you can use to reverse 
charges overseas — very good and easy. 

Consul: Salvador has an Honorary British Vice-Consul which comes 
under Rio de Janeiro and was very helpful. 

Salvador: 241-3222. 

Brasilia: 0612-25298, 252710, 252625. 

Safety Equipment Certificate extended by 5 months through Brasilia 
and Salvador. 

Lloyds: Non exclusive surveyor in Salvador — ABS, nearest exclusive is 
Rio de Janeiro. 

Lifeboat: Can be lowered into water. A sandy beach on wooded island 
opposite terminal is popular with ships but watch tide — current rise and 
fall. 


REPORT: Received November 1982. 

Butane/Propane at Petrobras Terminal (Temadre): Capacity 20,000 
tonnes at minus 45°C. Discharge rate up to 500 tonnes per hour but 
dependant on vessel pumping rate. For daylight berthing vessels up to 
50,000 d.w.t., max. draft 40 ft., vessels up to 118,000 d.w.t. max. draft 
38 ft. Max. LOA 240 m. 

Butane/propane vessels with over 20,000 tons to discharge may 
transfer excess across the Terminal to smaller gas tankers, sometimes 
unrefrigerated. 

Larger vessels than limits shown have gone in. We had vessel 
(55,173 d.w.t./39 ft. 6 in. draft) earlier this month, which berthed by 
special dispensation of Port Captain, under considerable pressure from 
Petrobras. Vessel had less than 50,000 tons on board but limitation is 
on registered d.w.t., not cargo. Port Captain's Office now studying 
possible increase d.w.t. limit for 40 ft. draft vessels but not confirmed 
yet, so if you are working vessel over present limits please advise 
soonest and details. 

Remember vessels proceeding to Santos to complete discharge must 
arrive there with 28 ft. draft or less. Usually there is no difficulty here 
with transferring propane to butane tanks on board to correct trim. 


REPORT: May 1983. 

Refrigerated LPG Discharge: Pipe-line length 3,000 m., liquid line 
diameter 18 in., vapour line diameter 8 in. Discharge using 3 liquid hose 
lines with 8 in. diameter and 18 in. diameter vapour hose line. 


AUTHORITY: Companhia Das Docas Do Estado Da Bahia (CODEBA), 
Estacao Maritima De Passageiros, Avenida Da Franca, S/N, CEP 
40.000, Salvador, Bahia, Brazil. Te/: (071) 243-5066, 243-5165, 243- 
5965, 243-5765. Telex: 071-1110. Fax: (071) 241-6712. 

Porto De Salvador — Porsal, Avenida Da Franca S/N, CEP 40000, 
Salvador, Bahia, Brazil. Tel: (071) 243-5066, 243-5165, 243-5965, 243- 
5765. Port Control: 242-1341. Port Administration: 242-4570. Traffic: 
242-5998. Port Guard: 242-3497. Telex: 071-3359. 


SANTANA (Macapa): 00.03 S. 51.11 W. 


DOCUMENTS: Also see “General” before first port. 
6 Crew Lists. 
3 Crew Personal Effects Lists. 
7 Transit Passengers List or Negative Passengers List. 
3 (each) Stores Lists (engine, deck and bonded). 
5 Cargo Manifest or Ballast Declaration. 
7 Disembarking Passengers List (if any). 
3 Maritime Health Certificate. 
3 Vaccination Lists. 
Derat Certificate. 
Maritime Police Pass (when proceeding from Brazilian Ports). 
Clearance Certificate. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


PILOTAGE: No Pilots available either for the North Channel entrance 
and/or for docking and casting off operations. 

ANCHORAGE: In front of the port, protected anchorage between 
mainland and Santana Island, where vessels can safely anchor at any 
location. Bottom is mud. 

RIVER NAVIGATION: Outer bar transit restricted to 32 ft. at LW and 
37 ft. at HW. When loaded and outward bound, the Master should study 
carefully the tides and direction of currents. 

RESTRICTIONS: Vessels can depart at any stage of tide. Night transit 
in North channel is at Master's discretion. 

Channel transit restricted to 32 ft. in low water. Due to shifting of mud 
banks it is recommended that a set of up-to-date Brazilian nautical 
charts, covering from outer bar to Santana Port, should be used. 

The Hydrographic Office of The Brazilian Navy, based on date 
furnished by the Brazilian National Astronomical Observatory, publishes 
an annual tide table for the majority of Brazilian ports, including Barra 
Norte do Rio Amazonas-llha do Brigue — Lat. 00°55’N., Long. 
50° 05’ W. and Porto de Santana. 

Nautical charts and tide tables are available through the vessel's 

Belem (Para) Agent. 
Shipmaster's Report: The above is correct but we would advise you to 
add: “The charts and books are delivered by pilot launch off Salinopolis 
(the pilot station for the port of Belem), if ordered well in advance via 
Belem’s Agent. The meeting point, anchorage, can easily be reached 
on B.A. Chart No. 520 and is described in South America Pilot Volume 
1 (eleventh edition 1975), page 53, line R 41 — 45”. 

In certain periods, but mainly from April to August, there are large 
logs, trees, etc., drifting down river. 

MAX. SIZE: On East side of floating ore pier, general cargo pier has a 
depth alongside of 29 ft. Along floating ore pier depth ranges from 35 ft. 
to 90 ft. (at LW). 35 ft. on East end of pier. Tidal range about 9 ft. to 
11 ft. Tidal current at middle of river ranges from 2 to 3 knots, while 
close inshore along ore dock it runs approximately 1 — 1.5 knots. Amazon 
river water at Santana is fresh in spite of tides. 

Port of Santana: Alongside the floating ore pier, the tidal current 
continues to run for 60 minutes beyond the time computed from the 
table. In mid-stream, the delay in the change of current is 90 minutes, 
depending on the river flow. 


Report: September 1986. 

Max. LOA 707 ft. 08 in. 

Max. beam 95 ft. 02 in. 

Max. air draft 40 ft. 

Max. sailing draft 32 ft. LWOST. 37 ft. HWOST. 

HEALTH: Health authorities visit vessel arriving from abroad. Authorities 
require regular ship’s gangway to be lowered. Jacob's ladders not 
accepted. Also see “General” before first port. 

RADIO: Vessels scheduled to load ore at Santana must radio Belem 
(Para) Agents (preferably via Chatham, Amagansett or Belem Radio) at 
least 48 hours prior to ETA North Channel. Other means of 
communication not satisfactory and result in delay. 

TUGS: No tugs available. 

BERTHING: Private Floating Pier: Length 247 m. Depth of water 10.6 m. 
A retractable loading arm loads Manganese at an effective average 
loading rate of 1,000 long tons per hour for each hatch loaded. 

Also see “Shipmaster’s Report”. 

Macapa Pierhead: Length 18 m. Depth of water 8.8 m. Fitted with a 
65 ton crane, and used for general cargo handling. 

Recommended that amidship hatches be used for Santana cargo. 
Vessels berth according to direction of tidal current. Berthing operations 
assisted by a motor craft to place lines on shore, East of pier. On West 
side, lines moored to the bitts on floating fender. Linesmen available to 
assist berthing and shifting. Ore carriers have preference when docking. 

When berthing, use of the anchor must be avoided except in an 
emergency. 

STEVEDORES: Stevedores are available at Macapa about 25 km. by 
road from the port. Rates and other pertinent details must be arranged 
through the ship's Agents. Conveyor belt for ore loading fixed, 
consequently vessels must be shified by own winches to load various 
hatches. Effective average loading rate 1,000 t.p.h. Special caution must 
be taken not to pump all ship's ballast before loading starts, since the 
height of boom is 40 ft. above water level. Cargo belt trimmed only. 
MEDICAL: Medical attention may be arranged at Macapa through ship's 
Agent. 

TANKERS: Discharge at the Dolphins Pier, about 150m. West of 
floating pier. Depth 8.0 m. Pipe-lines lead to tanks ashore (distance from 
pier 1,000 m.). Storage tanks have capacities for 35,000 barrels of diesel 
oil, 9,500 barrels of gasoline and 60,000 barrels of fuel oil. There are 
no shore facilities available at the terminal for receiving slops, dirty or 
contaminated ballast. Masters are cautioned that discharging of anything 
other than uncontaminated ballast will be subject to penalties as 
prescribed by Brazilian law. 

(See Pollution Regulations in “General” before first port). 

DENSITY: The Amazon river water at Santana Port is fresh water at 
any stage of tide. Checking density during load operations is 
recommended. 

FRESH WATER: No drinking water available. 

FUEL: There is no suitable installation for fuel supply. See “General” 
before first port. 

CONSULS: None. Documents which are to be visaed by a Consul must 
be sent to Belem. 

REPAIRS: Only in cases of extreme emergency and then only minor 
repairs. 

GANGWAY/DECK WATCHMEN: Gangway watchman compulsory. 
OPENING/CLOSING HATCHES: Ore carriers: service carried out by 
crew. General cargo vessels: service executed by stevedores. 
CUSTOMS ALLOWANCES: Limited quantity for use during ship's stay. 
REPATRIATION: Effected by ship's Agent. No Immigration Authorities 
at Macapa. 
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CARGO GEAR: No additional requirements as to gear. A heavy-lift stiff 
leg derrick mounted on the pier. Boom: 60 ft., Mast: 37 ft. 6 in., Capacity: 
65 tonnes. Mobile crane (maximum lift 40 tonnes) available for discharge 
of general cargo from small vessels. 

AIRPORT: Macapa airport 25 km. from Santana near city of Macapa. 
Scheduled domestic flights from Belem to Macapa, a trip of 25 minutes. 
TIME: GMT minus 3 hours. 

HOLIDAYS: New Year's Day (January 1st); Tiradentes (April 21st); 
Martyr of Independence; Labour Day (May 1st); Independence Day 
(September 7th); All Saints’ Day (November 2nd); Proclamation of the 
Republic (November 15th); Christmas Day (December 25th). 
TELEPHONES: No facilities for placing telephones on board. 
IDENTITY CARDS: Foreign Crew members not permitted to go ashore 
without presentation of identity card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The identity card must be delivered on dis-embarkation to the 
Federal Police who will return it to the crew member on re-embarkation. 
GENERAL: 

Aids to Navigation — Radio Beacon — A radio beacon is installed at 
Ponta do Ceu, marking the entrance from the open sea to the river 
proper. It is operated by the Brazilian Hydrographic Office and the main 
details are: 


Frequency — 290 kHz 
Signal letter - EH 
Working hours — Continuous 


Geographical position — Lat. 00° 45' 40" N. 


Long. 50° 06’ 58” W. 


Range — 300 miles. 
Signal — AO and A2 (1020 H2) 
Character of signal — (EH.....) Twice in AO during 10 secs. 


and A2 (1020 H2) during 5 secs. 

Vessels have reported that certain times the beam may stray as much 
as 15°/20°. This straying is most noticeable during early evening and at 
dawn, less so during the night, and least during the daytime hours. 

Industria e Comercio de Minerios S.A. — ICOMI is not responsible for 
the location and operation of the various aids to navigation (lights, radio 
beacon, buoys, etc.). 

COMMUNICATION: Notices — Vessels scheduled to load ore at Porto 
de Santana, must send radio to Belem (Para) Agents (preferably via 
Chatham, Amagansett or Belem Radio) at least 48 hours prior to their 
ETA North channel. Agents forward this information via telephone to 
their representative in Macapa who notify the shippers. 

Telephone: Telephone communications between Porto de Santana and 
all Brazilian cities and also international calls, via Embratel (Brazilian 
Telecommunication Company) are possible every day, Sundays and 
holidays included. 

Telegraph: There is a public telegraph service in Macapa, operated by 
the Brazilian Post Office and Telegraph Department. 

Cable: International Cables are speeded by phoning them to the Agents 
in Belem (Para) who file them in the local cable offices there. 

Mail: Ship's or crew's mail should be addressed in care of the ship 
Agents in Belem (Para). Mail should not be addressed to Macapa or to 
Santana. 

POLLUTION REGULATIONS: Brazilian Legislation contains several 
sanctions and penalties applicable to those who cause pollution of any 
kind. The prohibition against the execution of acts which cause pollution 
and the respective penalties, both administrative and pecuniary, are 
principally contained in The Federal Law No. 5318, dated 26/9/67, and 
in the National Policy for Sanitation, in the Decree No. 221, dated 20/ 
2/67 — Fishing Code, in the Federal Decree 5798, dated 11/6/40, on 
Rulings for Maritime Traffic, and in the State Law (State of Rio de 
Janeiro) No. 6753, dated 10/12/71. 

The sanctions and penalties can be applied cumulatively against 
infractors, and among those, special attention is called to the penalties 
foreseen in Federal Law No. 5357, 17/11/67, of which the first article 
reads: 

“Article 1 — Vessels or maritime or river terminals of any kind, 

foreign or national, which discharge debris or oil in waters which 

are within a strip of 6 (six) nautical miles from the Brazilian coast, 
or in rivers, lakes or other stretches of water, will be subject to 
the following penalties: 

(a) Vessels, to the fine of 2% (two per cent) of the greatest 
minimum salary in force in the national territory, per gross 
register ton or fraction thereof: 

(b) maritime or river terminals, to a fine of 200 (two hundred) 
times the greatest minimum salary in force in the national 
territory. 

Sole paragraph — in the case of repetition the fine will be 
applicable in double”. 


In addition to the administrative and pecuniary penalties, under the 
new Brazilian Criminal Code, (Decree-Law No. 1004 of October 21, 
1969, which was put in effect as of January 1, 1974, according to Law 
5857/72, acts causing pollution constitute a violation punishable with 
imprisonment as follows: 

“Article 303 — Pollute lakes and rivers or, in inhabited places, the 
shores and the atmosphere, thus breaching provisions of federal 
laws or regulations: 
Penalty — Imprisonment up to 3 (three) years and payment of a 
5 to 25 day fine. 

Sole paragraph — If the crime is not wilful the penalty shall be 
imprisonment from 2 months to 1 (one) year”. 


SHIPMASTER’S REPORT: July 1982. 

The following concerns our recent visit to Santana to load bulk 
manganese ore, destined for Canada. The following should be read 
together with “The Pilot Book” and “Guide to Port Entry”. 
Communications: We were provided, by Charterers, with Agent's 
address, including cable address, in Santana. However cables sent here 
could not be delivered. All communications then sent to Agent in Belem 
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They responded with berthing instructions. Agent assured me that mail 
to Europe takes 5 to 6 days only. Incoming mail must be addressed to 
the Belem Agent and not direct to Santana. Agent has a VHF set but it 
is currently out of order. Contacted Macapa Radio on VHF Channel 16 
when passing but they did not pass the message on to Santana. 
DIF: When some 200 miles from the beacon at Pta. do Ceu, a clear 
sharp signal was obtained. However, when crossing the Barra Norte, 
the signal was poor with a spread of 10 to 12 degrees. Generally showing 
the correct bearing though and it is the only aid to navigation. 
Pilots: There are no Pilots available for the passage from sea to Santana. 
A competent Pilot boarded at the anchorage and aided the berthing 
operation. This same Pilot should have aided the sailing but he arrived 
late and vessel was already leaving the pier. | understand that vessels 
proceeding further up the River Amazon embark Pilot at Santana. 
A mooring boat and line handlers are provided. 
Charts: | found Admiralty charts adequate for the in-bound, light ship, 
passage. Purchased seven Brazilian charts from the Agent and these 
were invaluable for the outbound passage. Large important sections 
have been surveyed 1980. Similar detail to Admiralty charts but much 
better scale. 
Navigational Marks: Found all buoys and beacons as charted inbound. 
They are well laid out and are about adequate. Outbound found Barra 
Norte No. 2 Buoy missing. This fact was reported to Belem Agent. 
Inbound and outbound passages were mostly in daylight so | cannot 
vouch for the lights. 
Landfall: No. 2 Buoy was sighted at 14 miles on radar and visually at 
10 miles. All buoys showed well on radar. Pta. do Guara Lighthouse 
well defined on radar at 24 miles. The coast line Northward of Rio 
Araguari was clearly visible on radar at 24 miles. 
Tide Tables: Used Admiralty tables inbound. Predictions are based on 
Georgetown, Guyana. Crossing Barra Norte, inbound, could not make 
tidal streams conform with predictions. After berthing purchased 
Brazilian Tide Tables from Agent. The predictions for Santana were 
found to be similar in both sets of tables. However for Barra Norte found 
High Water some 4.5 hours and 2.2 m. difference between the tables. 
Sailed on basis of Brazilian predictions and found that tidal streams 
conformed much better. Inbound, light ship, the height of tide is not so 
important. Santana direction of tidal stream, which dictates berthing, is 
correct. Outbound use Brazilian tables and charts. The chart has a good 
tidal rose. 
Santana Anchorage: As another vessel was already alongside | passed 
the berth and anchored about 1 mile above the berth in a deep pool at 
the confluence of three creeks. Stayed here for some 36 hours and 
noted that the flow of tide continues for some 60 to 90 minutes after the 
Admiralty predicted High and Low Waters. 
Customs: Conscientious and efficient. A search of store rooms, cabins, 
lockers and cargo spaces was carried out. This took 1.5 hours and Agent 
assured me that this is normal. Two Customs Officers lived onboard 
throughout our stay. They come complete with spare seal should you 
wish to visit bonded stores. 
Immigration: All matters taken care of by the Agent. 
Port Health: Most thorough and meticulous. All medical books checked. 
The Brazilian Government is sponsoring a massive drive against Yellow 
Fever. Next morning Port Health Doctor returned to the vessel and 
vaccinated all who did not have proper documentation. International 10 
year certificates issued. 

Extended Derat Exemption for 6 months on proper form. 
Watchman: A shore watchman was provided. Very useful for keeping 
the canoe people off the vessel. Also useful as a runner to the Agent. 
Pier: The pier is 247 m. long, lies along 100°/280° and has a freeboard 
of about 4 ft. It floats on pontoons and is connected to the shore by 2 
arms. It has a wood faced rubbing strip. Adequate rams horn bollards 
are provided. There are 2 mooring buoys at the Western end of the pier. 
See “Plan” for moorings and soundings. 
Cargo: Vessel alongside for 48 hours and loaded 25,408.6 tonnes. 
Cargo pours out at a rate of some 800 tonnes per hour. Some time is 
lost shifting vessel up and down the quay to locate hatches under the 
chute. Our seven shifts accounted for 4.5 hours. When the tide is “kind” 
these shifts are easy enough, other times not so easy. Before the final 
pour into the last hatch operations were halted for 3 hours while samples 
were analysed. The belt weight was found to be accurate when 
compared to draft. There is no trimming. It lies where it falls. 
Chute: The loading chute floats on a separate pontoon. The air draft is 
40 ft. and of course is not affected by tide. The chute can be adjusted 
to pour across the ship thus taking care of vessels with varying beams. 
Language: Few shore people had any knowledge of English. 
No personnel aboard could speak their particular brand of Portuguese. 
Final documentation all completed in perfect English. 
Provisions: Fresh provisions were puchased and prices were 
reasonable. Used American dollars from Master's safe. 
Fresh Water: Fresh water is not available. The loading rig has a system 
of pouring water to keep the belt wet, but this is just river water. 


SHIPMASTER’S REPORT: April 1988. 

The passage to Santana is through the Amazon River and North 
entrance is declared safe for navigation without pilot. The distance from 
North Bar to Fazendinha Anchorage (boarding place for Immigration 
and Pilot) is about 172 nautical miles. The Buoy “BF-2” in position 
01° 34.2’ N., 49° 00.9’ W. is equipped with Racon (G) and marks the 
entrance of the river and North Bar. Vessels in ballast should not have 
any problem except for tidal stream, missing or out of position channel 
buoys, etc. The depth at the river mouth is subject to change to some 
extent and it is advisable to obtain latest position of buoys from Belem 
or Santana Agent. River transit in the night is risky due to unlit buoys. 
Otherwise the river is quite deep and wide. The shore Racons at Pta. 
do Guara and Ilha do Bailique were found functioning. The D/F bearings 
ee do Ceu and Salinopolis Stations can be relied upon to some 

ent. 
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There is no berthing at night and the vessel is taken alongside from 
Santana Anchorage during floodtide. There is a fixed loader and frequent 
warping of the vessel can be avoided by keeping loading changes to a 
minimum. 

On the outward passage in the river, the vessel anchored off Pointa 
do Ceu and the current was found to be quite strong. The North Bar 
(charted depth less than 10.0m.) is about 15 miles long and it is 
advisable to enter one hour before High Water. The vessel procured 
Brazilian charts and tide tables which were of great assistance. The 
tides at the North Bar are about 4 hours 4 minutes ahead of tide timings 
for Ilha do Brigue. 


AUTHORITY: Companhia Docas do Para, Porto de Macapa, Av. Felinto 
Muller, Santana, PA, Brazil. Contact: Agostinho Raiol da Cunha, 
Manager. 


SANTAREM: 02.25 S. 54.43 W. 


LOCATION: Also see “General” before first port. 

Santarem is located on the right bank of the Tapajos River which joins 

the Amazon River. 

APPROACHES: Bar: Width 1,100 m. depth 17.0 m. — 25.0 m. 

Access Channel: Length 2,590 m. width 1,500 m. minimum depth 
15.0 m. 

Manoeuvring Basin: Minimum width 1,500 m. minimum depth 15.0 m. 
MAX. SIZE: Max. draft 10.0 m. 

BERTHING: 520 m. of quay of which 380 m. is a pier, 2 warehouses 
with an area of 3,000 cu.m., open air area of 10,000 sq.m.; mechanical 
workshop, 60 ton weighbridge, administrative building, water tower and 
residence for the Port Administrator. 

2 deep sea vessels or larger coasters can come alongside, with a 
minimum of 10 m. depth of water, and at the same time, 2 vessels of 
lesser draft can be berthed in the inner area where the depth is 6 m. 

To handle river vessels, there is a marginal quay, with a minimum 
depth of 3 m. 

There are at present 26.3 ton cranes, with plans to install a further 4. 

1 mobile crane, capacity 9.1 tons 

The principal export is meat which is delivered by road. A cold store 
is to be built. 

FUEL: Fuel oil available at Petroleo Sabba private wharf. Also see 
“General” before first port. 

AUTHORITY: Companhia Docas do Para, Avenida Presidente Vargas 
41 — 20 Andar, Belem, Para, Brazil. Tel; 223-0056, 223-2066. 


(See Plan) 


SANTOS: 23.56 S. 46.19 W. (See Plan) 


PORT LIMITS: The Port of Santos is situated in the centre of the State 
of Sao Paulo, and the port installations spread over an estuary bounded 
by the islands of Sao Vicente and Santo Amaro. 

The port limits are: 

(a) Parallel alignment of 24° 02.7’ S., in the limits Morro do Munduba 

(Munduba Hill) and Ponta do Itaipu (Itaipu Point). 

(b) Mar Pequeno. 

(c) Channel of the Port of Santos. 

(d) Piacaguera Channel. 

DOCUMENTS: The following documents, etc., are required to be 
presented to the Authorities upon ship's arrival. 
Port Health Authorities: (Saude dos Portos - SAPORTOS): 

1 Crew List 

1 Free Pratique Certificate from the first Brazilian port of call, if any. 

1 Maritime Declaration of Health (only at the first Brazilian port). 
Derat Certificate. 

1 Vaccination List. 

To Custom House: (Delegalia da Receita Federal - D.R.F.): 

3 Crew Lists. 

3 Store Lists (Deck, Engines, Cabin, etc.) 

3 Lists of Crew's Personal Effects. 

1 Copy of each of the above Lists duly visaed by the Customs House 
of the previous Brazilian port of call, if any. 

1 Copy each Cargo Manifest plus 1 copy of each Bill of Lading 
covering cargo loaded at foreign ports for Santos, duly signed/ 
stamped by the Master. 

1 Customs House Sailing Pass from the last Brazilian port of call (if 
any). 

3 List (Master's Declaration) covering empty containers to be 
discharged at Santos (if any). 

Maritime Police/Immigration Authorities: (Delegacia da Policia Federal 
— D.P.F.): 

5 Crew Lists 

3 Stowaway Lists, if any. 

All valid Passports/Seamen's Books to be verified on vessel's arrival. 
Immigration Sailing Pass from the last Brazilian port of call, if any. 

Port Captaincy — (Capitania dos Portos do Estado de Sao Paulo): 

Master must fill out an Arrival Declaration giving all data concerning 
his vessel as well as the number of crew, passengers on board, 
ports of call, cargo loaded at this port, Agents, etc., which will be 
supplied by the Agents on vessel's berthing. 
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The following Ship's Certificates must also be presented on vessel's 
berthing: 
Certificate of Registry of the Vessel 
Cargo Safety Equipment Certificate 
Cargo Radio Safety Certificate 
Cargo Ship Safety Construction Certificate 
International Load Line Certificate 
Derat Certificate 
Port Captaincy Sailing Pass from the last Brazilian 
port of call, if any, must be presented on arrival. 
PASSENGERS: Whenever there are passengers on board, the following 
additional documents are required: 
(a) Passengers in Transit: 
1 Passenger List (Port Health Authorities) 
5 Passenger Lists together with the respective valid passport 
(Immigration) 
3 Passenger Lists (Customs House) 
1 Passenger List duly visaed by the Customs House of the previous 
Brazilian port of call, if any (Customms House). 
(b) Passengers Disembarking: 
5 Passenger Disembarking Lists to the Immigration Authorities 
2 Copies of Luggage Declaration duly signed/stamped by Master for 
the Customs. 
The valid passport to be verified on vessel's arrival by Immigration. 
3 Copies of Passenger Disembarking Lists for the Customs House. 
NOTE: All items missing from Stores Lists (deck, engine, radio, tools, 
etc.) and found during Customs inspection willl be confiscated. 


PILOTAGE: Pilot Station for Santos District is at Avenida Saldanha da 
Gama 64, Santos. Tel: 36-8036. Cables: Praticagem — Santos. VHF 
Stand-by on Channel 16 (24 hours). 

Pilotage is compulsory for all vessels carrying dangerous cargoes, all 
foreign vessels and Brazilian vessels of more than 500 g.r.t., when 
entering the Santos Fairway Area and Santos Port Inner Anchorage. 
Vessels shifting berth, changing anchorage and other special 
manoeuvres must have a Pilot on board. Local pilotage services include 
pilot boats for transporting the Pilots and mooring boats. Pilot boats are 
red and shall fly, exhibit, display, hoist and sound: 

(a) By day the pilot flag, being a red flag with a black letter “P”, 
displayed from the main top mast; 

(b) By night the lights as prescribed by Rule 29 of the Regulations 
for Preventing Collisions at Sea in respect of mechanically propelled 
pilot vessels; 

(c) During fog, mist, heavy rainstorms or any other weather conditions 
which in like manner causes visibility to deteriorate, the fog signal as 
prescribed by Rule 35 of the Regulations for Preventing Collisions at 
Sea in respect of mechanically propelled vessels. 

Incoming Vessels: |n order to avoid possible delay ships bound for 
Santos Port should act as follows: at least 2 hours in advance the inward 
vessel is to report by radio-telephony on VHF Channel 16, stating her 
ETA, draft and further information. Berthing instructions available at pilot 
station will be sent immediately after first contact. 

Vessels on Arrival: Arriving vessels awaiting berth may enter within Outer 
Anchorage without pilot assistance, taking care not to cross the buoyed 
channel and keeping clear of leading line “A” (021.5° True bearing) and 
maintaining continuous listening watch on VHF Channel 16. z 

Port Pilotage: In general, Pilots shall be picked up and dropped abreast 
of Palmas Island (near Parallel 24° 00’ 33” S.) about 0.6 miles off. Deep 
draft incoming vessels shall embark Pilot abreast of Ponta Grossa about 
0.9 miles off or as advised by pilot station. When unfavourable weather 
conditions prevail in the Santos Fairway area preventing Pilot boarding, 
vessels shall remain at anchor. In case of emergency, however, vessels 
shall follow the pilot boat as far as conditions allow Pilot to be safely 
picked up. If the Pilot is unable to disembark from an outward bound 
vessel, he shall be landed at the nearest port. 

Requesting a Pilot: According to the Brazilian Pilotage Agreement 
vessels requiring a Pilot shall make an application for a Pilot not less 
than 4 hours in advance by telephone, VHF or any other suitable means 
of communication (provided later confirmation in writing is furnished), 
also indicating the exact time the Pilot is wanted on board. Nevertheless, 
a prompt service can be provided under special arrangement. 

Pilot Ladders: Vessels engaging pilot services shall comply with the 
requirements respecting pilot ladders pursuant to SOLAS Rule 17. 
“H" Flag: Vessels carrying a Pilot on board shall hoist the international 
code signal “H" otherwise they willbe subject to a fine by the Harbour 
Master. 

Note to Masters: Pilot shall be supplied with meals when rendering 
services at their respective regular times. The Master shall give the Pilot 
all requested information concerning vessel's condition and 
characteristics and shall, on the completetion of the pilotage service, 
sign the Pilotage Certificate on the form submitted by the Pilot. Masters 
are advised to have the vessel's engines ready to work at their maximum 
output if necessary. 

Dangerous Goods: Ships carrying explosives and other dangerous 
cargoes shall give notice at least 2 hours before arrival and 1 hour before 
departure via cable, telex or VHF to pilot station stating: 

. Name and call-sign. 

. Nationality. 

. Draft and gross tonnage. 

Nature and quantity of dangerous cargo. 

Berth. 

ETAVETD. 

Agent. 


NOOO 


APPROACHES: Santos Approach: Santos Approach Fairway is 
marked on Chart No. 1701 of the DHN (Hydrographic Office), displaying 
all necessary information concerning beacons, buoys (buoyage system 
IALA "B"), depths, leading lines. 
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As projected depths appearing in Chart No. 1701 are still not available 
in certain sections, vessels shall observe “Notice to Mariners” or call 
the pilot station for actual depth. Mean depth is 12m. for Section A 
11.5 m. for Sections B and C and 12 m. for Piacaguera Channel (Section 
D). Along the general cargo quay depth does not exceed 36 ft. at HW 
and may get as low as 32 ft. at LW. (Also see “Developments’’). 
ANCHORAGE: The following anchorages shall be observed in the Pon 
of Santos area as indicated on Chart No. 1701 of DHN (Hydrographic 
Office) and permission to lie at anchor outside these areas shall be 
obtained in case of force majeure through the Harbour Master. Vessels 
are requested to note submarine cables near Anchorage Nos. 3 and 4 
and ocean outfall near Anchorage No. 4. 
(a) Anchorage No. 1 (Inner): Accessible for 3 vessels up to 180 m, 
LOA and with a maximum draft of 8.23 m. (27 ft.). 

(b) Anchorage No. 2 (Inner): 50 m. off beach, accessible for small 
and pleasure crafts. 

(c) Anchorage No. 3: For warships only. 

(d) Anchorage No. 4: For vessels up to 100 m. LOA and maximum 

draft of 5.79 m. (19 ft.). 

(e) Anchorage No. 5: For vessels up to 180 m. LOA and maximum 

draft of 9.75 m. (32 ft.). 
(f) Anchorage No. 6: For vessels up to 180 m. LOA and maximum 
draft of 9.75 m. (32 ft.). 

(g) Anchorage No. 7: For deep draft vessels. 

Restrictions: Anchoring in Anchorage No. 1 is allowed only for 24 hours, 
but an extension of stay may be obtained from Harbour Master's Office 
in special cases. Due to strong Northwesterly winds, common in this 
area, Masters are advised to have vessel's engines and crew on standby. 

Navigating and anchoring near military fortresses of Itaipu (‘‘Itaipu") 

and Guaruja (‘‘Andradas”) is prohibited. All craft are requested to keep 
clear of the areas of Morro do Itaipu (Itaipu Hill) and Morro do Munduba 
(Munduba Hill) within a range of 100 m. 
RESTRICTIONS/MAX. SIZE: Vessels drawing 36 ft. or more shal 
manoeuvre during HW by day light. Night manoeuvring in such cases 
are under study; meanwhile maximum draft at night is 34 ft. at HW for 
Sections B and C. (Note: Max. draft at Alemoa No. 2 is 35 ft. 6 in. and 
at Alemoa No. 1 it is 31 ft. 6 in.) 

In the Piacaguera Channel (Section D) vessels shall observe following 
limitations due to same reduced width and basin dimensions according 
to the latest dredging (1984): 

Maximum breadth 
Length overall 
Maximum draft 


33 m. 

228 m. (day), 215 m. (night) 
35 ft. 6 in. (salt water) 
36 ft. (fresh water) 

(a) Berthing at outer side of Cosipa’s Pier: 


Length 228 m. 
Breadth 33 m. 
Draft 36 ft. 
(b) Berthing at inner side of Cosipa's Pier: 
Length 228 m. 
Breadth 33 m. 
Draft 36 ft. 
(c) Berthing at Ultrafertil’s Pier: 
Lengt! 200 m. 
Breadth 33 m. 
Draft 31 ft. 


Note: Vessels negotiating the Piacaguera Channel shall employ 2 tugs, 
1 at least to be made fast. But vessels drawing more than 36 ft. shall 
navigate only by daylight assisted by 4 tugs within Saboo/Alemoa area 
and 3 tugs within Alemoa/Cosipa area (only 1 vessel at a time can pass 
through this channel). 


Tidal Information: Mean rise and fall is about 1.5 m.; spring tide stream 
may reach up to 1 knot at the flood and about 1.4 knots at the ebb. 
Exact figures are shown on the tide tables and tidal stream tables for 
the Port of Santos published by the DNH (Hydrographic Office). 
Speed Regulations: The allowed maximum speed in the channel is 8 
knots in order to secure safe navigation. Moored vessels must be passed 
in such a way that no hindrance or inconvenience from suction and 
backwash may be caused. 
RADIO: Santos Coastal Station, VHF Channel 16. Working 24, 25, 26 
and 27. S.S.B. facilities will be available at a later date. 
VHF: Ship Reporting System: Compulsory system in effect for vessels 
over 20 g.r.t. Call sign: PWS 88. Channels: 16, 11, 12, 13, 14, 68, 69, 
71 and 74. 
Procedure: 
1. Vessels should report: 
(a) On anchoring. 
(b) On leaving an anchorage. 
(c) Abreast of Ilha das Palmas (inward-bound). 
(d) Immediately before leaving berth (outward-bound). 
2. Reports should include: 
(i) Vessel’s name. 
(ii) Call sign. 
(iii) Flag. 
(iv) Port of departure (inward-bound). 
Destination (outward-bound). 
(v) Type of vessel. 
(vi) Anchorage or berth (inward-bound). 
Estimated date of arrival at destination (outward-bound). 
Estimated date of departure (inward-bound). 
Cruising speed (outward-bound). 
Vessels shifting anchorage or berth report vessel's name, call sign, 
and previous and present position. 
3. Reports are to be Portuguese (request assistance in transmission 
from Pilot, pilot station or Santos (PPS) Channel 16, as necessary). 
4. Vessels unable to contact the Control Post inform the Captaincy 
of the Ports of the State of Sao Paulo stating vessel's name, date, time 
(GMT) and reason for not reporting. 


HEALTH: Port Health Authorities consisting of 1 doctor and 2 assistants 
will check all vaccination certificates (cholera and yellow fever) and issue 
a Free Pratique Pass, which shall remain on board for presentation at 
subsequent Brazilian ports of call. Masters can obtain Free Pratique by 
radio, which does not mean that the doctor will not come on board, but 
only that other Authorities can board the ship before his arrival. 
Free Pratique by Radio: Master should radio to Agent (in Portuguese) 
as follows: 
Quote: 
Para Saportos Santos 
clo Agents (Cable Address) 
Navio Bandeira (vessel's flag) (vessel's name) 
Procedente (Last Port of Call) com (number of crew) tripulantes abordo 
stop Condicoes sanitarias abordo satisfatorias na conduzindo nenhuma 
pessoa com doenca infecto contagiosa stop 
Solicito livre pratica 
Comandante (Master's name) Unquote. 
TUGS: 14 tugs available, equipped with radios (VHF Channels 10, 13 
and 16) horse-power range from 1,010 h.p. — 2,360 h.p. 2 small tugs 
available, 505 h.p. — 545 h.p. 

The use of 2 tugs or more is compulsory in the Piacaguera Channel 
-— see “Approaches”. 

Vessels should dock, preferably against the tide. 

The assistance of at least 2 tugs will be obligatory in the following places: 

Saboo Quay — Points 1, 2 and 3. 

Warehouses 13, 26 and 9, where the pneumatic wheat unloaders are 
located; 

Piacaguera Channel: Cosipa, Alamoa, Ultrafertil and Dow Quimica 
Terminals and Barnabe Island. 

Alemoa Terminal — For vessels of 7,000 to 15,000 d.w.t. a third tug 
boat should be used as pusher. 

Outside the above mentioned areas, when employing tugs, the 
following minimum requisites should be observed: 

Vessels up:to'4,000 d:w:test icf. ya) Aue ee ee ee. optional 

Vessels from 4,001 to 7,000 d.w.t. ......... 1 tug up to 1,000 h.p. 

Vessels from 7,001 to 10,000 d.w.t. 2 tugs of up to 1,000 h.p. each. 

Vessels fromi1.0;001:,to/20,000'diw:t: anc). mekens: ots eeltecdet 

2 tugs more than 1,000 h.p. each. 
Vessels from 20,001 to 40,000 d:w.tis.:. eG ei eee cbt 
2 tugs more than 1,500 h.p. each. 

Vessels over 40,000 d.w.t...... 3 tugs more than 1,500 h.p. each. 
Note: Should no tug of the indicated power be available, tugs of 
immediately superior power should be requisitioned. 

Vessels with bow-thrusters may employ 1 tug instead of 2 in certain 
operating areas. (Not those mentioned above). 
Piacaguera Channel: 

Number of Tug Boats 


Ship's Gross Tonnage Minimum Maximum 
Up to 4,000 Optional 
From 4,001 to 10,000 2 large 2 large 
From 10,001 to 15,000 2 large 3 large 
From 15,001 to 30,000 3 large 3 large 
From 30,001 upwards 3 large 4 large 


Until such time as a fresh dredging is carried out at the turning basin 
at Alemoa, in the passage or ships drawing over 34 ft., destined to or 
proceeding from Cosipa, 1 tug should be standing by in order to push, 
if necessary, vessels operating at Pier Nos. 1 and 2. 

BERTHING: Berthing quays have 435 bollards with an average distance 
of 25 m. between them. 

Port Administration: Linear quays 9,562 m. Dolphin berths and jetties: 
1,918 m. 

Private Berths: 1,386 m. 


Length Depth 
; (m.) (m.) 
Continuous Quay: 
Single Use: 
General Cargo —ocean-going vessels 4,193 Asaig 
General Cargo — Coastal vessels 246 7 
Bulk Solids 990 8-11 
Bulk Liquids 631 10 
Double Use: 
Bulk Solids and Liquids 200 10 
Bulk Solids and General Cargo 2,267 7-13 
General Cargo and Passengers 373 11 
Diversified Use: 
Maritime Department 363 5-8 
Lighters and small craft 159 
Terminals: 
Port Administration: 
Bulk Solids — Conceicaozinha 567 13.5 
Bulk Liquids — Alemoa 841 7-12 
Containers 510 13:5 
Private: 
Bulk Solids — Cosipa 300 12 
Bulk Solids — Ultrafertil 294 10 
Bulk Liquids — Dow Quimica 253 10 
Bulk Orange Juice — Cutrale 286 9 
Bulk Solids — Cargil 250 13 


Wharves: Total length 6,013 m. Inner Harbour (Saboo New Quay) 
800 m. (depth 11 m.). Barnabe Island Pier 300 m. (depth 10 m.). 
Special Cargo Handling Facilities — Refrigerated Cargo: Refrigerated 
Cargo after discharge is deposited in the cold storage with capacity of 
4,000 tons. The Receiver is usually responsible for cartage and storage 
arrangements as well as for the required temperature to be maintained 
'N cold chambers. 

Bulk Cargo — Grain Elevators: There are 3 elevators in Santos from 
which wheat can be discharged direct into freight cars, owned by: Cia. 
Docas (with external silos) between Sheds 25 and 26; Moinho Paulista 


between Sheds 12A and 13; Moinho Santista between Sheds 8 and 9. 


Cosipa Terminal, depth 12 m.; Ultrafertil Terminal, depth 10 m. 


BRAZIL 


Fertiliser, Sulphur, etc, in Bulk: Can be discharged at any point along 
the quay where 6 ton cranes equipped with automatic motor-driven grabs 
or shovels are in operation. Alternatively, cranes with ordinary hand- 
filled buckets are used. The usual place for handling this type of cargo 
is by the Saboo Bend. 


Silos: Cargo No. Capacity (tons) 
Cereals 1 30,000 
Soya/Maize 2 80,000 
Salt 3 103,000 
Fertiliser 6 180,000 
Pelletised Veg. Products 7 125,000 


Special/Valuable Cargo: Special or valuable cargo, objects of art, 
precious metals, etc., are discharged without special formalities and may 
be kept in Shed 12A, where there is a special safe. 


CONTAINER HANDLING FACILITIES: 
Container Terminal: On left bank of Santos Estuary, opened September 
1981, with the following characteristics; 510 m. long wharf, depth 13 m., 
equipped with 5 portainers with the following main characteristics: 
Hoist capacity below spreader: 35 ft 
Rate (40 ft. containers): 20 containers per hour. 
Size of containers to be handled (ISO): 20 ft., 30 ft. and 40 ft. 
Handling capacity 140,000 per year. 
2 transtainers on tyres for 30.5 tons, 2 transtainers on rails for 35 tons, 
and 937.5 ton forklifts. 


BULK HANDLING FACILITIES: The Ultrafertil Terminal is situated East 
of the Cosipa Terminal and both make use of the same manoeuvring 
basin with depth of 10 m., connected with the Port of Santos by a 
dredged channel 8 km. long, 10 m. in depth and 60 m. in width. 


Cosipa Terminal: Consists of a pier 150 m. in length and 22 m. in width, 
built on concrete tubing, with a depth of 10 m., allowing for the berthing 
of vessels of up to 22,000 d.w.t. Future plans foresee the lengthening 
of the pier to 250 m. and a depth of 13 m., enabling it to receive vessels 
of 45,000 d.w.t. 

Equipment for the discharge of coal and ore is installed at the pier, 
capable of handling 600 t.p.h., as well as equipment for the loading of 
steel plates produced at the plant. 


Ultrafertil Terminal: An open dock in the form of an “L” built on concrete 
tubing, 240 m. in length and 15 m. in width. At its main point, vessels 
of 23,000 d.w.t. and drawing 10 m. may berth. The secondary point 
permits the berthing of vessels of up to 3,000 d.w.t. (liquid gas carriers). 

The terminal is especially equipped for the discharge of bulk solids at 
a rate of 500 t.p.h. and is likewise equipped with pumps and adequate 
pipes for the discharge of liquified gas. 


Macuco Novo Quay: Export terminal for cereals. Length 280 m. 
Max. draft for vessels is 13 m. Storage capacity 60,000 tons. Loading 
rate 3,000 t.p.h. 


Conveyor Belts: 

(a) 2 conveyor belts for salt, in front Warehouse No. 23, receiving 
product from the ship by means of grabs and transporting it to the mill 
of SALMAC S/A with capacity for 500 t.p.h. 

(b) 8 conveyor belts for fertilisers at Conceicaozinha Island with 
variable capacity from 500 to 2,000 t.p.h., depending on the product. 
Pellets: Length of quay 280 m., depth 13 m. with 3 warehouses, capacity 
80,000 tonnes. Connected by belts and loaders, capacity 2 x 
1,500 t.p.h. each, with automatic weighing machines. 2 hoppers with 
capacity of 500 t.p.h. and 800 t.p.h. each, permit simultaneous receival 
from wagons and trucks. 


Pellets and Fertilisers: Stretch of quay from Warehouse 17 to 
Warehouse 20. 5 loaders ( 4 x 600t.p.h. and 1 x 150 t.p.h.). Stocks 
held in Warehouses 19 and 20, and Warehouses V, VI, X, XV and XxXiIll. 
Salt: Stretch of quay in front of Warehouses 22 and 23. Electric cranes 
and belts provide capacity of 600t.p.h. Stocks discharged to 
Warehouses XII and XVII, and a special wooden warehouse. 


Grain: 3 terminals with unloaders and conveyor belts. 
(i) 3 unloaders ( 2x 150tp.h. and 1 x 60t.p.h.) between 
Warehouses 12-A and 13. Discharge to Paulista Mill. 
(ii) 3 unloaders (2x150t.p.h. and 1%x120t.p.h.) in front of 
Warehouse 26. Discharge to Codesp's silo. 
Silo capacities: Codesp — 30,000 tonnes, Santista — 34,800 tonnes, 
Paulista — 20,000 tonnes. 


Fertilisers: A quay, at Conceicaozinha, length 567 m. with 2 piers. Each 
pier is 283.5 m. long with a depth 13.5 m. minimum tide. Warehouse 
capacity 180,000 tonnes. 12 electric portico cranes, with grabs, and 
conveyor belts (7,000 m. and 300 t.p.h.). 

Coal: At Saboo, capacity 50,000 tonnes, serviced by electric cranes, 
grabs and conveyor belts. Rate 1,000 t.p.h. 


Roll-on/Roll-off: 6 Ro/Ro berths in operation. For vessels with straight 
ramps — at Saboo Quay (Warehouse 29) and Conceicaozinha. 
For vessels with angled or side ramps — at Saboo Quay (Warehouse 
35). 
Frozen Fruit Juice/Pellets: Terminal da Sucocitrico Cutrale S.A., used 
for the shipment of frozen fruit juice and “pellets” in general, which 
entered into operation in 1985: 
Depth of water: 13.3 m. 
Length of quay: 195 m. 
Length of quay including two dolphins: 257 m. 
Length of quay, from axis to each dolphin: 250 m. 
2 warehouses with capacity of 50,000 tons each, 
for storage of “pellets” 
1 shiploader with a capacity of 1,000 t.p.h. 
16 tanks for storage of concentrated juce with 
capacity of 11,000 tons each 
Installation for loading juice on to vessels 
at rate of 500 t.p.h. 
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CRANES: Heavy Lifts: Cia Docas operates 2 floating cranes — 1x 100 
ton, and 1x 150 ton. The 150 ton crane reaches 22 m. in height and can 
handle lifts within a radius of 10 m. 


Type No. Capacity 
Cranes 
Electric portico 179 1.5 to 30.0 tonnes 
On tyres 30 4.5 to 250.0 tonnes 
On belts 2 6.5 to 11.0 tonnes 
Conveyors/Piling up of 
containers 2 30.0 tonnes 
Portainers 5 20 units/hr. — 35 tonnes 
Transtainer 2 20 units/hr — 35 tonnes. 
Transtainers on tyres 2 30.5 tonnes 
EQUIPMENT: 
Forklifts 
Common 167 3.0 to 23.6 tonnes 
For rolls of paper 20 1.8 to 2.0 tonnes 
For containers 15 30 — 37.0 tonnes 
For inside containers 34 2.0 — 3.0 tonnes 
Floating cranes 2 150 and 250 tonnes 
Water barges 2 30 and 450 tonnes 


STEVEDORES: All longshoremen are in employ of Cia. Docas, which 
holds charter for general operations at Santos Docks. Their services 
can be requisitioned up to 1500 hrs. for vessels at berth/expected to 
berth next day. Stevedores ordered but not used shall be paid full day 
or night. Therefore, if the men should be kept standing by (inactive) at 
0700 hrs., their period runs up to 1700 hrs., and at 1900 hrs., their period 
runs up to 0400 hrs. 

Working Hours: 0700 — 1300, 1300 — 1900 and 1900 — 0400. 

Overtime: Sundays, holidays and meal hours. 

Port Workers: |n Brazilian ports there are 2 categories of workers 
engaged in handling cargoes in loading and/or unloading ships, namely: 

Longshoreman: In the employ of Dock Company, to work ashore 
operating the cargo from the ship's tackles to the warehouse or to 
wagons, lorries, etc. as well as in the reverse operation. 

Stevedores: They are called “autonomous” because they have no ties 
of fixed employment and they are engaged by Shipowners or their 
Agents to work on board the ships in loading and/or unloading 
operations. They are professional and qualified workers grouped in their 
respective syndicates or trade union. 

MEDICAL: Hospitals and Nursing Homes available. 

TANKERS: Discharge terminals at Saboo Quay, Alemoa and Ilha 
Barnabe. 

Alemoa Terminal: Allows simultaneous mooring of 2 tankers with 
capacity of up to 60,000 d.w.t. (80,000 tons displacement). Length of 
wharf 630 m. Depth of 12 m. at LW. Sixteen “Chicksan” arms available. 
Unloading rate 500 — 2,000 t.p.h. Distance between manifolds 180 — 
260 in. Connections 6 in. and 8 in. 

Report: May 1983 — Refrigerated LPG discharge is carried out through 
hydraulic arms, 116 in. diameter for liquid and 110 in. diameter for 
vapour. Pipeline length 1,000 m. 

Also see “Shipmaster's Report” — dated September 1981. 
liha do Barnabe: Length of dock 301 m., depth 10 m. The dock is used 
for loading, unloading and storage of liquid fuel. 

Saboo Quay: Connections — 6 in., 8 in. and 12 in. 

FRESH WATER: Adequate supply of fresh water is always available 
from hydrants (rate 40 t.p.h. — connections 7 threads per inch in 2 in. 
and 1.5 in.) along the quay (day and night) or from water-barges (440 
tons). Water barges (3) cannot supply more than 2 ships per day, their 
capacity being only 250 tons, which can be pumped into the ship's tanks 
at the rate of 80 t.p.h. Cia. Docas should be advised 24 hours in advance, 
priority being given to passenger vessels. 

FUEL: MFO, MDF, and gas oil can be supplied at Vallongo by Shed 
No. 1 or at the Saboo New Quay Extension, or by barge, if up to 300 
tons. Applications for supplies should be made a few days in advance 
to avoid delay in delivery. 

CONSULS: The following countries are represented in Santos: 

Argentina France Panama 


Belgium Germany F.R. Paraguay 
Bolivia Greece Portugal 
Chile Italy Sweden 
Denmark Netherlands ULK. 

El Salvador Norway Uruguay 
Finland 


REPAIRS/DRY DOCKS: 
Shipyards: Santos Dock Company, Wilson Sons S/A, and various others 
for small size craft. 
Repair Shops: Santos Dock Company, Wilson Sons S/A and various 
others for maintenance services and marine repairs such as: 
mechanical, boiler, electrical, electronic and refrigeration. 
Drydocks: Wilson Sons S/A. With capacity for vessels of 65 m. in length, 
12m. breadth and maximum drafts of 4.20 m. aft and 3.90 m. forward. 
Slipways: Santos Dock Company, with two cradles and capacity up to 
300 tons with a maximum of 45 m. in length and 11 m. breadth; there 
also exist innumerous slipways for small size craft. 

Many other repair shops and slipways of lesser capacity are available. 

All the main engine manufacturers (B & W, MAN, Sulzer, Mak, 
amongst others) have service representatives in Santos and many major 
repairs, including re-engining of ships, have been effected in this port. 
Metalock do Brasil, S.A.: General voyage repairs, including all usual 
mechanical services, machining, foundry, engine repairs and electrical 
services. 

Also specialised Metalock repairs, crank shaft in situ machining and 
chocking of engines and machinery. 
SURVEYORS: Practically all the Classification Societies are 
represented in Santos. Hold and derrick inspections as well as cargo 
surveys, are executed expertly, among others, by Perimar Ltd. a 
surveying firm which also performs testing, sampling and technical 
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research. Its address is: Rua Amador Bueno, No. 38, conj. 91, 9th Floor, 
P.O.B. 624, 11.100 Santos. Tel: 35.2677. Telex 013-1213. Cables: 
Perima Santos. 

P &1| Clubs: Most associations, British, Scandinavian, Polish, Japanese 
and Greek are represented by Pandibra Ltda. at the following address: 
Rua XV de Novembro 65, 8th Floor, P.O.B. 550, 11013 Santos. 
Telephone Exchange No: 34.7228. Telex: 013-1248. Cables: Pandibra 
Santos. Also Proinde Ltd., Rua Visconde Do Rio Branco 2, 11013 
Santos. Tel: 33.1230. 

WATCHMEN: It is compulsory to have 1 shore watchman at the 
gangway. 3 additional deck watchmen are recommended. 

Cases of piracy (Master held at knife point) are becoming common, 
especially at Alemoa Terminal. Also cases of armed pirates boarding 
have occurred. 

OPENING/CLOSING HATCHES: May be performed by ship's crew or 
by stevedores. 

AIRPORT: Situated at Sao Paulo, about 60 km. from Santos. Full 
international services. 

TIME: GMT minus 3 hours. 

HOLIDAYS: No work is accepted on the following days: Christmas Day; 
New Year's Day; Independence Day; Proclamation of the Republic Day; 
Easter; Good Friday; May 1st. 

On Christmas Day, no work available except on passengers’ luggage. 
Working overtime on holidays is possible provided application is made 
not later than 1500 hrs. on the preceding day. On Sundays work stops 
at 1900 hrs. for freighters, and is allowed to continue for passenger 
vessels when only handling luggage. 

Local Holidays: January 26th (City Anniversary) and September 8th 
(City’s Patron Saint) and Corpus Christi. 
POLICE/AMBULANCE/FIRE: Emergency Tel: 2170. Police 
(Warehouses 1-7), Tel: 31.5544. Police (Warehouses 8-28), 
Tel: 32.5497. Police (Warehouses 29-43), Tel: 36.9979. 
TELEPHONES: Every vessel berihing between Sheds 1 to 39 will have 
a telephone on board, available only for local calls. 

IDENTITY CARDS: |.D. cards not required. 

GENERAL: Flags to be shown by incoming/outgoing vessels: (a) 
National flag. (b) Brazilian flag. (c) Yellow flag — ‘‘Q” (whenever doctor's 
clearance is required and up to obtainment). (d) Customs flag (blue with 
a white star — to be flown 24 hours a day, after clearance is granted.) 


The following circular letter was handed to a Master by his Agent 
(May 1980). 


Re.: PORT REGULATIONS 
We kindly request your attention to the following regulations in force 
at this port, to which you should strictly adhere, otherwise, it will result 
to heavy fines being imposed by the local Port Captaincy: 

1. (a) Gala Flag: The gala flag is obligatory on the following dates, 
considered as official national holidays: 

September 7th (Independence Day) 

November 15th (Proclamation of the Republic) 
(b) Half Gala Flag: The half gala flag must be used on the 
following dates: 

January 1st (New Year's Day) 

April 21st (Tiradentes’ Day) 

May 1st (Labour Day) 

December 25th (Christmas Day) 
(c) Mourning Flag: On November 2nd (All Saints Day), the vessel 
should dress the flag in mourning. 

The regulations mentioned above should be followed whenever 
the dates are coincident. 

2. Brazilian Flag: The Brazilian flag is to be hoisted by the vessels 
in port, daily at sunrise and accordingly lowered at sunset. It must 
be hoisted in the correct position and must be double-faced, i.e., 
not printed and not painted on one side only. The two sides of 
the flag must be absolutely identical. 

3. Pilot Flag: The moment that a Pilot boards the vessel, his 
indicative flag must be hoisted immediately and should only be 
lowered at the time he leaves the vessel. The local Port Captaincy 
is imposing heavy fines on infringers. 

4. Pilot Rope: Whenever the use of this equipment becomes 
necessary, same should be immediately removed as soon as the 
Pilot leaves the vessel, otherwise, the Port Captaincy will impose 
heavy fines. 

5. Gangway: All vessels should arrange a net to be placed under 
the gangway in order to prevent accidents. Violators may be fined 
according to the Brazilian law, in the event a worker or a crew 
member falls from the gangway, for not having placed the said 
net as required. 

6. Bulbous Bow: |n accordance with the port regulations, during 
night time, from 1800 hrs. to 0600 hrs., a light should be placed 
at the bulbous bow, otherwise, the Port Captaincy will heavily fine 
the vessel. 

7. Refuse/Garbage: 

(a) Vessels when berthed alongside the quay or at anchor in 
the areas foreseen in the “Norms for Traffic and Permanency at 
Ports” must not leave hanging from the sides of the vessel 
containers or any other type of recipient for collecting refuse oF 
garbage. 

(b) Refuse/garbage originating from aboard the vessel during 
the ship's stay in port must be placed in containers or in drums 
or in any other type of collecting recipient, which must be kept 
with a lid or cover, on deck, until the time they are withdrawn from 
the ship. 

(c) The vessel not being in operation (loading or discharge), 
the deck must be clean and all dunnage wood should be properly 
stowed or lashed. 

(d) Refuse/garbage of any nature, specially in the case of 
solids which float, resulting from loading or unloading operations, 
must be discharged before the ship sails. 


ey ne ee 


< 


(e) In order that the regulation in item (d) may be controlled, 
Masters of vessels should enter or record in their logbooks, item 
26, the following: 

(i) Dumping of oil or refuse/garbage into the sea, date, hour, 
position, distance from the coast or island/s where same 
occured, kind of polluting substance dumped, approximate 
quantity dumped and reason why the material was not 
transferred to shore; and 

(ii) Register the transfer to terminals, barges alongside or 
lorries, with details of tugs, destination and approximate 
quantity which was transferred. 

(f) Refuse/garbage which are not polluting, as well as the 
results of the cleaning of reservoirs used for by-products of 
petroleum and holds where chemical products were used, must 
not be dumped into the sea. 

The above-mentioned regulations should be observed and seriously 
noted, since the Port Captaincy keeps day and night watch on the sea 
and shore, photographs are taken as evidence, and heavy fines are 
imposed, reasons why we are asking for your kind co-operation. 
Observation: In addition to regulations cited above, the Brazilian flag, 
as well as the flags signifying the “Call Sign” of the vessel — properly 


and correctly hoisted — must be flown on the arrival/entrance of the ship. 


PORT CIRCULAR: (See “Shipmaster’s Report” dated July 1983.) 
1 — Watch the Ship and the Cargo 

It is the duty of every ship's Master to look after the cargo and take 
the precautionary steps to ensure the full safety of the ship. The 
controlling of access to the vessel, as well as the activities performed 
on board should be exercised also by members of the crew under risk 
of infraction of article 141 of the RTM (Maritime Traffic Regulations), 
sections vii and ix. 

2- Illuminate the Ship and its Sides 

Bad visibility makes difficult the controlling actions thus giving 
favourable chance to illicit activities. Keep your ship illuminated, 
particularly the side on the sea side all along the ship's length. 

3 - Establish Communications for External Support 

The Port Authorities maintain a permanent service for fighting 
criminality. Install, whenever possible, a telephone line within easy reach 
to the ship’s watchman or ship's officer on duty. Ask for assistance over 
telephones 33-3238 and 33-3239 of the Federal Police Guard on duty. 

Remember that the Santos Radio Station is permanently listening on 
Channel 16 (VHF) and it can also pass on your request for assistance. 
4- Control the Access Leading to the Accommodation 

The cabins and other habitable compartments should be kept locked 
whenever their occupants are absent. Endeavour to also maintain locked 
the passage ways to the inner areas thus guaranteeing the entry and 
exit control of persons by the gangway watchman. 

5 - Maintain the Portholes Closed 

Open portholes may give easy access to undesirables. 

Close the portholes with the clamps properly secured whenever 
leaving the cabin or any other habitable compartment. 

6 - Do not Leave Valuable Objects Exposed 

Valuable objects exposed invite robbery or “opportunity”. Keep your 
valuable objects, money and jewellery, in a locked and safe place. 
7 — Maintain the Ladders Raised 

At the Inner Anchorage or at the Bar, make difficult the access to 
strangers by maintaining the accommodation and jacob's ladders raised. 

In port leave only the accommodation ladder lowered. 

8 — In case of Assault Set in Motion the Alarms 

In cases of threat of assault, do not hesitate in setting in motion the 
ship's alarm signals. This measure, in addition to warning the ship's 
crew members will discourage the infractor in the felonious practice. 

9 - Maintain the Contracted Watchman Under Control of the Ship's 
Officer on Duty 

Demand a good service from the watchman. Make him identify every 
person entering or leaving the ship. Facilitate his task by recommending 
the ship's crew to cooperate in the controlling. 

Do not permit the watchman to abandon the gangway, unless he is 
Substituted by another watchman or crew member. 

10 - Advise the Ship's Agent Regarding any Occurrence Relative to 
Pilferage, Robbery or Assault 

Besides the measures taken for immediate support, the occurrences 
relative to robbery or assault both in respect to the cargo as well as to 
valuables and objects belonging to the ship or members of the crew 
should be reported to the ship's agents for divulgement to the competent 
authorities. The authorities will use such information in order to guide 
themselves in regard to the adoption of other steps which may contribute 
to guarantee the safety of the ship and crew. 

SERVICES: Pollution control and tank cleaning services available. 
REGULATIONS: Should vessel use any type of small craft for 
embarking or disembarking, the landing on shore should take place 
within a Customs area. 

Vessels at anchor may not lower their accommodation ladder and 
vessels alongside may not lower the offshore gangway. 

Whilst in port, at anchor or berthed alongside the quay, vessels should 
collect garbage in adequate containers fitted with covers whilst those 
lying in open spaces should be kept with their covers on. 

Drainage of holds or tanks containing chemical products, oils or 
Polluting substances which may affect the flora and fauna, is prohibited. 

Painting and treatment of ship's sides and decks is authorised, the 
lowering of planks and craft for this purpose being permitted 
independently of licence from the Port Captaincy. 4 
DEVELOPMENTS: Dredging operations being carried out in order that 
vessels up to 45,000 tons with a draft of 12.3 m. can come into the port 
and go alongside Conceicaozinha. As a second phase, this dredging 
will be extended to the estuary to attain a depth of about 14 m. From 
on sored up to the Cosipa Channel, the dredging should reach a depth 

m. 

For the prolongation of the Macuco Quay, a depth of about 13 m. is 

contemplated. A section of another 375 m. with a depth of 11 m. and 
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another of 230 m. with a depth of 13 m. will be made in an extension of 
605 m. 

The following development goals are for the medium and long term: 

Enlargement from the Valongo Quay to Paqueta 1 and dredging to 
11.0 m. 

Enlargement of the Container Terminal (510 m). by 310 m. Container 
forklift of 37 tons on order. 

Construction of a Terminal destined for Roll-on/Roll-off operations. 

Pneumatic Discharger of 300 t.p.h. to be acquired for Warehouse 26. 
Crane of 32 tons — 40 tons capacity to be acquired for handling 
containers and heavy goods at Warehouse 37. 


SHIPMASTER’S REPORT: July 1980. 

Officers and crew should be very alert with regard to stealing. It is not 
uncommon for armed robbery to take place at the anchorage. Cargo 
has at times been stolen from containers. Also crew's effects have been 
stolen and on occasions the Master's safe has been robbed. 

Prior to departure, an inspection is made by the officer from the 
Harbour Master's Office. He will check the lashings of the deck cargo, 
the cleanliness of the deck and will ensure that the decks are clean with 
no garbage in bags, containers or cartons as it is feared that once the 
vessel is at sea the garbage will be dumped. There is a good garbage 
collection service in the port. 


SHIPMASTER’S REPORT: September 1981 
General: The Port Limits are a line from Ponta Itaipu in the West to 
Ponta Munduba in the East. 

In terms of trade the largest port in South America and the principal 
port of Brazil handling most of the Coffee exports. Situated on the 
confluence of several small rivers which have been canalised. The total 
length, including the extension of Canal de Piacaguera to the industrial 
complex at its Northern end, is 10 miles. 

General cargo wharves are continuous on the S.W. side for 5.5 miles. 
New container and dry bulk berths on N.E. side with recently completed 
rail link from Barnabe Island. 

Petroleum berths at Barnabe Island 5.5 miles from the port entrance 
on N.E. side and at Alemoa on South bank 7 miles from entrance. 

Brazilian Charts of Santos seem to be very difficult to obtain, after 
trying in Santos itself and Rio. B.A. 19 refers. 

Arrival: Vessels up to 32 ft. can leave/arrive 24 hours a day any time. 
Over 32 ft. depends on tide. Generally arrive and berth 2 hours before 
HW. 

Standard Quarantine message to be cabled through Agent 24 hours 

beforehand. 
Anchorage: Outer: The general area is to East and West of Channel. 
The various designated areas on B.A. 19 seem to have little relevance 
and vessel's position depends on draft. The closer in, the more the 
ground swell is apparent. Large vessels seem to favour 1.5 miles South 
of Ponta Grossa, with plenty of cable. 

Inner: Various river anchorages are used, all fairly to very full and 
require engines to keep clear of other vessels when swinging to tide. 
One anchor. Tugs used to swing vessel on heaving up. 

Approach: The coast being hilly with cliffs provides good positions. 
Bottom is gently shelving to 50 ft. at Outer Buoy, 4.5 miles from port 
entrance. 

Large ground swells are often encountered. 

Pilot: Pilot joins and leaves from dull red cutter between Buoy Nos. 7 
and 8, about 1.75 miles from Pt. Fortaleza the port entrance. He will not 
come outside as indicated on B.A. 19. Reasonable English spoken. 
About 1.5 hours from No. 7 Buoy (Pilot) to Alemoa Berths. Drafts quoted 
in feet and inches. 

For night-time sailing/arrival Pilot must be ordered before 1730 hrs. 
to move up to 0700 hrs. next morning. 

Channel: From No. 1 Buoy to No. 7 Buoy dredged to 48 ft. No. 1 to No. 
6 Buoy sufficient water outside channel for all vessels liable to use port. 

No. 6 Buoy inwards max. draft 36 ft. 6 in. to Industrial Complex at 
North end of Canal de Piacaguera. Not all berths of this depth. 

Buoyage South of No. 7 to No. 1 very liable to shift position and have 
lights extinguished. Not to be relied on at all. 

In Southerly winds the ground swell is very large and in deep draft 
vessels can make steering very difficult. 

We entered at 34 ft., 2 hours before HW and to negotiate the channel 
to No. 8 Buoy was a bit difficult. 

VHF: Pilot: Call “Santos Pilot”, Channel 16. Works 10 and 11. 

Bunkers: Call “Estrela”, Channel 12. 

Repairs: Work Channel 6. 

Public Correspondence: “Santos Radio’, call Channel 16, works 

Channels 25, 26 and 27. Local and international calls. Good and efficient. 
English good. 
Tugs: 15 ship-handling tugs in port, with power from 505 — 2,236 h.p. 
Large vessels generally have 4. Two ships lines used. Most vessels 
proceeding above Itapema Point, at new container berth take tugs 1 
ahead and astern 2 alongside. Down river tugs depart at Itapema Point. 
Berth — Alemoa: Alemoa Berths about 7.5 miles from sea on South bank 
comprise 2 concrete pile jetties at end of pier. The berths are owned by 
the Port Authority and leased to ‘Petrobras’ the state oil company for 
product and LPG transfers. 

Length of vessel depends on Turning Basin just off berths. Max. length 
is 300 m. 

Max. draft is 34 ft. Although at LW there is only about 32 ft. alongside 
berth face. Very soft mud. 

Large vessels berth portside to. Small coastwise vessels berth either 
way. Both berths capable of same product range. 

Density 1011 to 1015. 

Moorings — Alemoa: 3,3,2 each end. There is a small mooring launch 
which takes one line at a time. 

Fenders: 3 large timber faced flat fenders on rubber shock absorbers. 
Gangway: Difficult to land accommodation ladder. We used B.O.T. type 
which was very steep at completion, to after dolphin. 
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Lines — Alemoa: Each berth has 2 refrigerated Chicksans, at the Western 
end, one vapour 10 in. and one liquid 12 in. (Western most), both 150 
ASA couplings. Unfortunately both sets have severe leaks on all joints. 

After trying liquid arms at both Berth Nos. 1 and 2 we ended up by 
using our low discharge pipe with both our flexible hoses plus 2 shore 
hoses giving approximately 24m. length from ship side rail. The 
connection on shore main line (16 in.) to Chicksan was uncoupled and 
flexible hoses with reducer coupled up to main line. 

The Terminal say they are now going to construct a ‘Tee’ piece in line 
below Chicksan to by-pass same and take flexible hoses. 

At the Eastern end of both berths are liquid and vapour Butadiene 
Chicksans (8 in. and 6 in. respectively). These will be converted for 
‘VCM' use next year (1982). 

There are 2 sets of pressure/semi-refrigerated LPG Chicksans (liquid 
12 in. and 10 in., vapour 10 in. and 8 in.) situated between Butadiene 
and refrigerated Chicksans. 

Plus 4 ‘AVGAS' Chicksans on each berth. 

Max. air draft of LPG Chicksans is 20 m. HW. 

Discharge: Varies greatly from 100 t.p.h. to 600 t.p.h. depending on 
shore tank pressures. VRL always coupled to ship. 

Terminal say fastest discharge has been 1,200 cm. per hour on 
butane. We were only second refrigerated ship with import cargo to berth 
at jetty. 

Shore tank pressure problems seem to occur frequently and the VRL 
is often required for return to ship. 

Two points to watch are incompatible product being returned and liquid 
in vapour line arm which occurs when liquid/vapour cross-over valve on 
quay does not seat properly. This is a small auto valve about 5 m. 
inboard of Chicksan arms and should be checked before shore require 
VAL used. 

Reasonable co-operation, if the Manager or Assistant Manager can 
be contacted they are very helpful. 

On completion the terminal will blow hot vapour back. 

General: Fresh Water: From meter on jetty — both piers. Port Authority 
connect/disconnect and arrange in advance. About 10 tonnes per hour 
at £1.50 per tonne (9/81). 

Bunkers: By barge both heavy and diesel. Barges maximum capacity 
about 500 tonnes, pump at 150 t.p.h. Prices very competitive (9/81). 
Repairs: Several repair firms in area covering most types of work. We 
used ‘Metalock’ for motors and pipework. Collected and returned by 
launch. Very quick and competitive service. 

Lub. Oils: All obtainable but only by drums from barges at Alemoa. On 
dry cargo/non inflammable berths large quantities can be pumped from 
tank truck. 

All international oil companies have to use ‘Petrobras’. 

Transport: Agent advises from Alemoa use mini-bus at night due to 
‘muggings’, etc. We used a bus to town and everyone used their own 
taxi back. 

Mini-bus 8 seater, £5.50 per trip. 

Agent: All tankers have to use Petrobras Agent — ‘L. Figeiredo’ S.A. 
(cable ‘Doralice’). Seemed very efficient and was extremely attentive 
and helpful. 

Communications: Telex: International. 

Phone: S.T.D. (and works) very clear to U.K. 

Cables: Rio de Janeiro Radio, “PPR” — efficient. 

Brazilian Flag: Very particular. Must be lowered at sunset and hoisted 
again at sunrise and be in good condition. . 
Pollution/Garbage: Very strict. Garbage drums to be inboard with lids 
on them. Nothing to go overboard. Collection service available. 
Holidays: Difficult to get services on weekends and public holidays, so 
arrange well in advance. 

Formalities: Shore Passes: Some form of identification is required when 
going ashore. For this purpose an Official Brazilian Shore Pass is 
obtainable which should have crew members photograph and particulars 
on it. 

Personnel stopped by police and showing this pass seem to be in 
better position than those having no pass or foreign |.D. Card. 

Forms: Have large quantity of following ready: Crew Lists, Personal 
Declaration, Store List, Ship Information, Bond List, Vaccination, 
Personnel for Repatriation and Effects. Sight Ships Certificates. 

Generally no difficulties as long as everything ready. Bond will be 
visited. 

Repatriation: Through Sao Paulo Airport — a 2 hour drive from Santos. 

Customs have to check baggage on ship or baggage has to be landed 
before departure with full list of electronic equipment (Radios, etc. and 
cameras). 

Agent requires details of flight and passport numbers 3 days prior to 
departure. 

ALEMOA LPG STORAGE PLANT — SANTOS, BRAZIL 
General: The plant was opened in 1979. 

Basic design is by Technigaz of France and construction by a Brazilian 
company. Most of the equipment is of U.S. design made in Brazil under 
licence. This causes problems over maintenance and spares. 

The plant is a shipping terminal drawing LPG from refineries in the 
South of the country and from around Sao Paulo and re-shipping it to 
localities up and down the coast. 

Every so often there is a requirement for import feedstock, about 
10,000 tonnes every 2 months to boost local supplies. 

LPG can be pumped under pressure to Sao Paulo. 

Tanks: 4x 10,000 tonnes nominal capacity refrigerated LPG tanks with 
polystyrene insulation built by Chicago Bridge and Iron Co. in 1978. 

2 for Butane and 2 for Propane. 

2 pressure spheres of 2,500 tonnes nominal capacity. 

4 semi-refrigerated spheres of 3,000 tonnes nominal capacity. These 
will be converted for use to V.C.M. in 1982 a fact which considerably 
worries the maintenance staff. 

Plant: Each refrigerated tank has own Boil Off unit — total 4. 

2 Flash Gas Units can be connected to any tank to back up Boil Off 

units. 
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3 units convert pressure LPG from spheres to fully refrigerated LPG 
each with an output of 80 t.p.h. of condensate. 

The refrigerant used on all units is Propylene which is quite successful 
Freon R22 used to be used but considerable losses were being 
experienced plus it was more expensive. 

All units work on the cascade principle. The sea water cooling being 
derived from a pump house on the pier. 2 electric pumps backed up by 
2 diesel driven pumps all designed by Worthington. 

All compressors are of the piston type designed by Ingersoll Rand 
U.S.A. and constructed in Brazil under licence. 

Heaters, etc.: For transfer of refrigerated LPG to pressure spheres, 3 sea 
water heaters are employed. 

Two dessicant drying towers are employed from spheres to 
refrigerated storage. 

For refrigerated LPG transfer 8 Worthington deepwell pumps oj 
300 cu.m.p.h. are available. 

All anti-freeze used in the plant is alcohol derived from sugar cane 
which Brazil has pioneered for use in car engines. 


SHIPMASTER’S REPORT: July 1983 (Updated 1988). 

Documents: As per “Guide to Port Entry”. 

Pilotage: Compulsory, Pilot usually boards at No. 3 Buoy, but boarded 
this vessel at No. 9. One hour's notice required, given through Agent. 
Anchorages: As given on Chart, depths 10 m. — 13 m. To avoid pirates, 
anchor about 1 mile S.E. of Sea Buoy. 

Restrictions: Berthing possible 24 hours a day, at any stage of tide. 
sh if Size: Deepest draft with which vessels can safely enter port is 
36 ft. 

Health: Notice required by Quarantine is arranged by Agent. 

Radio: Santos Pilots, telephone numbers 104 and 312988. 

VHF: Pilots on Channels 16 and 11, Port Control on Channel 16. 
Tugs: Available. 

Berthing: Vessels berthed at Warehouse No. 37, Berth No. 2, 6 miles 
sis entrance to port. Berthing possible 24 hours a day, at any stage 
of tide. 

Depth of water in channel to berth 42 ft. 

Nature of bottom at berth — mud. 

Cranes: Ample on quay, varying from 1 ton to 40 tons SWL. Vesse 
used Salens equipment to handle palletised cargo. 

2 floating cranes available — 1x 150 tons, 1250 tons. 

Specialised Cargo Handling Facilities: 3 berths available for Ro/Ro 
vessels. 

Facilities for handling and storage of 20 ft./40 ft. containers. 
Stevedores: Ample union controlled labour. No private stevedores. 
Fresh Water: Available. 

Consuls: U.K. and others. 

Repairs: Can be undertaken. 

Dry Docks: None. 

Surveyors: Lloyd's and salvage surveyors are available. 
Gangway/Deck Watchmen: Pilfering was a very serious problem - 
suggest vessels take all precautions to prevent this. 

Airport: At Sao Paulo. 

General: Fresh provisions and ships’ laundry service available. 


AUTHORITY: Companhia Docas do Estado de Sao Paulo - CODESP 
— (Portobras), Conselheiro Rodrigues Alves Avenue, C.P. 27, Santos 
(SP) — CEP 11015. Tel: 35-1611. Contact: Helio Nascimento, Director 

Capitania dos Portos do Estado de Sao Paulo, Avenida Conselheiro 
Nebias No. 448, Santos, CEP 11.100. Contact: Captain Sergio Henrique 
Werneck Machado, Captain of the Port. 


SAO FRANCISCO DO SUL: 26.10 S. 48.34 W. 
(See Plan} 


(A) GENERAL CARGO PORT. 
(B) OIL TERMINAL (TEFRAN). 


(A) GENERAL CARGO PORT. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Not compulsory. Pilots join vessel at the Island Ilha da Paz 
about 5 km. East of bar, Pilot comes from inside with boat. Cables 
informing ETA to Agent. Pilot Station may be contacted on VHF Channe 


16. 

ANCHORAGES: Channel low tide 30 ft., high tide 35 ft. Port: low tide 

20 ft., high tide 30 ft. 

RESTRICTIONS: Bar draft: Max. 30 ft. Bottom: bar, channel and port 

sand and mud. Speed of current: channel LW 4 knots, HW 5 knots. 
Reports received in August 1976 indicate that the bar has now beer 

dredged to a depth of 8.50 m. 

HEALTH: Vessel must present Free Pratique issued at first call-por 

Port's doctor will visit vessel. 

RADIO: Call Agent. Sao Francisco do Sul, via Florianopolis Radio. 

TUGS: Three tugboats for shifting ships and barges, 11,680 h.p 

11,010 h.p. and 1250 h.p. 


BERTHING: 
Quay __ Length Depth Remarks 
(m.) (m.) 
1 225 9.75 Grain 
2 150 8.50 General Cargo 
3 150 7.00 General Cargo 
4 150 4.25 General Cargo 


CRANES: 2 cranes x 7 tons. 

Neither the Terminal Maritimo de Sao Francisco do Sul-Tefran — No 
Sao Francisco do Sul Port services operate either floating cranes 
barges or lighters. 


— 


BULK HANDLING FACILITIES: Located at Berth No. 1. 
Cocar Terminal: 


Meals Pellets. 
Air draft: 15 m. 
Storage capacity: 110,000 tonnes. 
Loading rate: 800 t.p.h. 
Conveyor belt: Span: 200 m. 
Reach: 18 m. 
Spouts: 2 


Loading is performed by means of 2 movable spouts; fed by conveyor 
belts from the silos. 

Loading operations usually performed around the clock. 

Vegoil: 

Forage capacity: 23,500 tonnes. 

Loading rate: 500 t.p.h. 

Loading is performed with a pipeline direct to the quay. 

Loading operations usually performed around the clock. 
STEVEDORES: Sufficient working force available, working hours 0700 
- 1100 hrs., 1300 — 1700 hrs. normal period; 1700 — 1900 hrs. days- 
overtime; 1900 — 2300 hrs., 2400 — 0400 hrs. overtime. 

MEDICAL: Medical attendance available, 2 hospitals, all medical care 
available. 

FRESH WATER: 13 hydrants on Quays 1 and 2, American type thread 
2in., capable of supplying 14 t.p.h. to 30 t.p.h. Also a private water 
barge of 100 tons capacity. 

FUEL: Oil for boilers, diesel engines, and gasoline are distributed by a 
private firm, Distribuidora Maritime Porto de Sao Francisco Ltda. by 
tanker trucks, coming from Itajai, where orders must be placed 12 hours 
in advance. 

CONSULS: Chile. 

REPAIRS: Minor deck and engine repairs possible, workshop in town. 
WATCHMEN: Recommended. 

OPENING/CLOSING HATCHES: By stevedores. 

CUSTOMS ALLOWANCES: 1 package of 200 cigarettes, and 1 bottle 
of spirits each man. 

REPATRIATION: No facilities for changing crews. 

AIRPORT: None, nearest in Joinville, with regular traffic, about 40 miles 
distant. 

TIME: GMT minus 3 hours. 

HOLIDAYS: 1st January; 15th April; 21st April; 1st May; 7th September; 
15th September; 15th November; 25th December; Holy Friday; Corpus 
Christi; 8th September; 8th December. 

TELEPHONES: Available at dock entrance. 

DEVELOPMENTS: The bar is expected to be dredged to a depth of 9 m. 


SHIPMASTER’S REPORT: January 1988. 

Location: The Port is situated on the Northernmost extreme part of the 
State of Santa Catarina, near the border of the State of Parana. 
Documents: 

3 copies Voyage Memorandum. 

1 copy Health Declaration. 

1 copy Vaccination List. 

8 copies Crew List. 

8 copies Passenger List. 

4 copies Personal Effects List. 

2 copies Narcotics List. 

2 copies Firearms and Ammunition List. 

2 copies Manifest. 

2 copies Clearance from Brazilian Port, including Free Pratique. 
Pilotage: Pilot Station is situated in position Lat. 26° 11’ 30” S., Long. 
48° 29’ 20” W. Pilots can be contacted on VHF Channel 16 or 11. There 
are presently 4 pilots who board at any time, weather permitting. 
Distance from the Pilot Station to the Port is 12 miles. 

Anchorage: Good anchorage inside the Bay. 

Communications: The city is linked to the rest of the Country/World with 
direct dialling telephone system and telex service. 

Tugs: Presently there are 2 tugs available to assist in docking/undocking/ 
Shifting. “Rio Preto” 1,680 h.p. belonging to Petrobras and “Lupus” 
1,100 h.p. belonging to Saveiros. 

Boat Services: Available for vessels anchored in the Bay. 

Berthing: The Port installations are situated on the section of the Sao 
Francisco River which provides a natural Bay which is considered a safe 
anchorage as it is surrounded by hills and no strong currents exist. 
Gone are 675 m. of quays, but 225 m. are for bulk carriers and tankers 

ier No. 1). 

Pier No. 1: Length 200 m. Depth alongside 32 ft. Vessels handling 
soya meal/oil receive priority. Pier No. 2: Length 175 m. Depth 26 ft. 
vag 3: Length 150 m. Depth 23 ft. Pier No. 4: Length 150 m. Depth 


There are no restrictions on length or beam. 

Mean tidal range 1.6 m. 

General cargoes handled at Piers 1, 2 and 3. 
Cranes: 2x7 tons, 2x40 tons (container handling). Most cargoes 
handled by ship's gear. 
Stevedores: Working hours: 0700-1100 and 1300-1700. Overtime: 
1700-1900, 1900-2300 and 0000-0400. Work can be extended to 
0600 hrs. in order to finish vessel. 
Bulk Handling Facilities: 
COCAR Terminal: (Meal, pellets, beans). 

Location: Berth No. 1. 

Draft: 32 ft. (Brackish). 

Airdraft: 15 m. 

Storage capacity: 110,000 tonnes. 

Loading rate: 600 t.p.h. 

Conveyor belt: Span 200 m. Reach 25 m. 

Spouts: 2. 

Loading: With two spouts (movable) direct from silos/conveyor belt, 

loading around the clock. 
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COCAR Terminal: (Vegoil). 

Location: Berth No. 1. 

Draft: 32 ft. (Brackish). 

Storage capacity: 23,500 tonnes. 

Loading rate: 400 t.p.h. loading by pipeline direct from quay, loading 

around the clock. 
MAFOR: (Grain discharge). 

Normally use “Redlers” which are hung from ship's derricks. Two 
types of Redlers used, one weighing 4,800 kilos and the other 
7,500 kilos. Also operating inside holds, one tractor weighing 10,600 
kilos and a bobcat weighing 2,300 kilos. 

Density: Salt water at the entrance of the Bar, brackish water inside the 
Bay varying during tides, 1016-1018 at H.W. and 1018-1020 at L.W. 
Medical: Medical assistance available at local hospital. 

Fresh Water: Supplied ex—hydrants, about 8—10 t.p.h. 

Fuel: Not available locally, however it can be arranged by trucks. 
Consuls: None. 

Repairs: Minor repairs can be performed by two local workshops. Divers 
available. 

Repatriation: Embarking and disembarking will be cleared by the Federal 
Police Authorities. Ship's Agents should be notified in advance of full 
flight details of arriving crew members. Crew will be met at Joinville 
Airport (2 flights daily from Sao Paolo). It is important to note that arriving 
crew must always carry Owner's letter stating Port, name of vessel and 
Agent's full style. 

Holidays: Public holidays: September 8th, Patron Saint of the City. 
General: 

Provisions: Several Ship chandlers can provide fresh vegetables. 
Bonded stores, etc. can also be supplied (all of Brazilian origin). 
Marine Note of Sea Protest: There is no Notary Public in Sao Francisco 
do Sul. 

Fines: Heavy fines are imposed by the Port Authorities (based on the 
tonnage of the vessel) for the following: Spillage of oil, slops, dumping 
garbage or any waste into the water; water spilled on to the quay; 
gangway net missing; ratguards missing; unauthorised persons on 
board; painting ship's sides/ship's draft without Port Authority's 
permission; bad condition of Brazilian flag; improper hoisting/lowering 
of Brazilian flag. 

Roads: Sao Francisco do Sul is linked with Joinville by good road, 
distance 45 km. 


AUTHORITY: Administracao do Porto de Sao Francisco do Sul, Avenida 
Engenheiro Leite Rebeiro 782, CEP-89230 San Francisco do Sul, Santa 
Catarina, Brazil. Contact: Clemintino Nascimento Moura, 
Superintendent. 


(B) SAO FRANCISCO DO SUL OIL TERMINAL (TEFRAN) 


LOCATION: Terminal Maritimo de Sao Francisco do Sul — TEFRAN, 
operated by Petroleo Brasileiro S/A - PETROBRAS, consists of an SBM 
whose body is 11 m. in diameter, weighing 143 tons and exhibits a light 
beacon Iso. Fl. Y. 3 sec. 6 m. 5 M. It is situated about 4 miles Eastward 
of Sao Francisco do Sul Island, its co-ordinates are: Lat. 26° 13’ 53”S., 
Long. 48° 25’ 03” W. Onshore base is located 18 km. from the town of 
Sao Francisco do Sul, which is 48 km. from Joinville City, both in Santa 
Catarina State. The main scope of TEFRAN is to receive, store and 
transfer oil to Refinaria Presidente Getulio Vargas — REPAR, a refinery 
in Araucaria, a town in the state of Parana. 

DOCUMENTS: See “General” before first port. 

Any and every document issued or otherwise related to ship's 
clearance at the last port of call is required for immediate inspection by 
the boarding officials. 

Immigration and Maritime Police: 

1 copy Crew List. 

1 copy General List. 

3 copies Passenger List. 

3 copies Passengers in Transit List. 

Health: 

1 copy Vaccination List. 

1 copy Certificate of Derat Exemption. 

1 copy Maritime Health Declaration. 

1 copy List of Drugs and Narcotics. 

1 copy Passengers in Transit List. 

1 copy Passengers List. 

Customs: 

3 copies Crew List. 

3 copies Spare Parts List. 

3 copies Stores List. 

3 copies Provisions List. 

3 copies Drugs and Narcotics List (if not included in the Stores List). 

1 copy Cargo Manifest. 

1 copy Bills of Lading. 

2 copies Passengers List. 

2 copies Passengers in Transit List. 

3 copies Crew Personal Effects List. 

3 copies Passengers Personal Effects List. 

NOTE: Supplies, stores, cigarettes, cigars, tobacco, alcoholic 
beverages, arms, ammunition, souvenirs, playing cards, drugs and 
narcotics, medicines (not in use) etc., must be kept under lock and key; 
the doors of the storage rooms will be sealed by the Customs Officials 
and the seal must be kept unbroken throughout the vessel's stay in port. 

Any goods or personal effects omitted from the list may be confiscated. 

Extracts of Sea Protest drawn out from the Log Book must be 
submitted to the boarding Customs Officials in case of accident which 
has caused damage or loss of the cargo or part of it. 
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Leaving Clearance: 

Masters must appoint their ship’s Agent at Sao Francisco do Sul and 
have their International Safety Certificates in force. It is also necessary 
for vessels Leaving Clearance: 

Leaving Permit from Customs. 

Leaving Permit from the Captain of the Port. 

Leaving Permit from the Maritime Police. 

Leaving Permit from Brazil Mail (Passe da E.C.T.). 

Anchorage for Clearance: The anchorage for Port Authorities clearance 
is the same as for vessels waiting for mooring. Port Authorities clearance 
is effected during office hours only. 

Display of quarantine signals must be continuously maintained until 
Free Pratique is granted. These signals are: sunrise to sunset — 
quarantine flag “Quebec”. Sunset to sunrise — signal light red over white 
light. 

min addition to quarantine signals, the Brazilian Flag must be flown from 
foreign vessel's foremast throughout the vessel's stay in port. 

Vessels arriving at anchorage sites 2 hours prior to sunset in clear 
weather can moor. If vessel arrives later berthing takes place the next 
morning. 

PILOTAGE: Pilotage is not compulsory in the area of the SBM, either 
when making for it, mooring at it or clearing the SBM. TEFRAN provides 
a duly trained Mooring Master for assistance to Masters of vessels 
operating at SBM. His services are presently rendered without charge. 

Mooring Master will advise vessel where to anchor. 

For approaching manoeuvres, and after mooring to the SBM, the 
Master of the vessel will be assisted by the Mooring Master who boarded 
the vessel in the proper site and will help the Master of the vessei as 
far as the operational activities in the area are concerned, such as: 
mooring, hose connections, discharge, hose disconnection and 
unmooring, as well as control of small crafts which render assistance to 
the vessel. 

It is the responsibility of the Master of the vessel to notify the Mooring 
Master of any special conditions, difficulties or peculiarities of the vessel 
such as defective navigational equipment, mooring lines, tackle, gear, 
helm, engine or boiler deficiencies or lack of necessary equipment which 
might impose hazards in connection with handling, mooring, unmooring 
and actually operating the vessel. 

The Mooring Master must be immediately advised about any acts or 
facts which may jeopardise the safety of the vessel or the system, as 
well as operational events which may possibly alter the existing 
conditions. 

The vessel must be moored to the entire satisfaction of both the Master 
and the Mooring Master. 

The Mooring Master will remain on board the vessel throughout the 
vessel's stay at the SBM and will notify the Terminal Superintendent 
about any operational failures; and the vessel may be ordered off the 
SBM and refused to be accepted in future, unless corrective action by 
the ship is immediately taken. 

The Mooring Master will notify the Master of the vessel, in writing, 
about disregard of the operational requirements established upon arrival 
of the ship. 

For boarding the Berthing Master prefers a pilot ladder and on 
disembarkation a combination of pilot ladder and accommodation ladder. 
APPROACHES: Refer to Brazilian Hydrographic Office Nautical Chart 
Nos. 1800, 1804 and 1830. 

Vessels approaching the SBM from the North, will first sight Ilha da 
Paz Lighthouse (Fl. W. 20 sec. 84 m. 23 M.), Morro Joao Dias, Morro 
Pao de Acucar and Morro de Ubatuba which are hills inland. A 
conspicuous cross stands on Morro Pao de Acucar. Vessels 
approaching in night-time, when at less than 15 miles from shore, after 
loosing sight of Ponta Caioba Light (FI. W. 5 secs. 15 M.) will sight Ilha 
da Paz Light which is the most prominent landmark for vessels bound 
for Sao Francisco do Sul Port and the TEFRAN SBM. 

Vessels approaching the SBM from the East, will sight the same above 
mentioned landmarks when near Sao Francisco do Sul. In the night- 
time Ilha da Paz Light will be first seen since its range is 23 miles. Ilha 
da Paz Light is the only landmark at night-time, except for the glare of 
the town of Sao Francisco do Sul lights which can be seen from a 
distance of 30 miles. 

Vessels approaching the SBM from the South, in the daytime, when 
less than 10 miles away from shore, may use Remedios and Tamboretes 
Islets as an indication of the nearness of the SBM; when nearer, will 
sight Morro Pao de Acucar, Morro Montao de Trigo, Morro Ubatuba and 
Morro Joao Dias, which are hills and can steer to Ilha da Paz Light. At 
night-time, after loosing sight of Ponta do Vigia Light (FI. W. 6 sec. 50 m. 
15 M.) near Itapocoroia, vessels will sight no long range lights until 
sighting Ilha da Paz Light. These vessels, in order to navigate safely, 
must keep away from Remedios and Tamboretes Islets which can be 
accomplished by keeping Eastward of the 20 m. line, 6 miles seaward. 
Eastward of this line there are no dangers. 

It is safe to sail using the radar, since the coast affords quite well 
defined lines and good radio wave reflections. Radar systems, with 
48 miles range or more, cover the area efficiently and make it possible 
to guide launches not provided with radar, when there is fog. 
ANCHORAGE: For vessels waiting either for Port Authorities Clearance 
or mooring or under repair, the advisable anchorage site is 1.3 miles 
North of the SBM, in the following position: Lat. 26° 12’ 30” S., Long. 
48° 25’ 00” W. The seabed is fine sand and mud. The depth is 22 m. 
Mooring Master will board arriving tankers in this position. 

In no case must vessels drop anchor near the SBM (within a circle 1 

mile in radius, centered on the SBM) within the area between the SBM 
and the coast or in the access channel to Sao Francisco do Sul River, 
due to existance of submarine pipe-lines and anchor chains on the 
seabed. 
RESTRICTIONS: The buoy is designed for tankers up to 200,000 d.w.t. 
but due to the depths in the area, the maximum draft allowable is 18 m. 
(59 ft.). Sometimes, due to bad weather, tankers have to wait for 
favourable weather conditions, so that mooring may safely be started. 
Mooring should be undertaken at daylight only. 
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MAX. SIZE: 200,000 d.w.t. Draft 18.0 m. 

HEALTH: Vessels bound for TEFRAN are inspected at the SBM by 
Health, Customs and Maritime Police Officials. Ship's Agent must apply 
beforehand for these visits. 

RADIO: Vessels bound for Sao Francisco do Sul Terminal, should 
advise their ETA 72 hours prior to arrival directly to vessel's Agent 
through a Coastal Station. This arrival message will be passed by the 
Agent to the Terminal. 

Tankers must have their VHF radios tuned to Channel 16 (VHF) or 
4125 kHz (SSB), around the clock when nearing the anchorage position, 
and send updated ETA messages until Mooring Master boards. Weather 
forecast and/or Sinoptic charts, if available aboard, must be shown to 
the Mooring Master when he boards. 


VHF: Vessels bound for TEFRAN must have their VHF radios tuned 
24 hours per day on Channel 16 (Delta) with maximum gain when 
nearing the area of the SBM. TEFRAN Control Room will contact the 
arriving vessels and inform their Master about pertinent matters and 
emergencies. After contacting the Terminal on Channel 16, this contact 
must be maintained through Channel 14. During mooring and unmooring 
operations and ship's stay at the SBM, the launches will keep in touch 
with the Mooring Master through VHF transceivers. 


TUGS: No tugs are available at the Terminal for assistance in mooring 
vessels. 

Launches: Launches under direction of the Mooring Master will assist 
Terminal and the vessel when mooring, unmooring, connecting and 
disconnecting hoses. They will also assist in personnel transportation, 
that is to say, crew members, agents, Port Authorities, suppliers, and 
authorised persons. 


BERTHING: The Terminal Maritimo de Sao Francisco do Sul (TEFRAN)} 
consists of facilities for receiving, storage and transfer of oil. 
Discharge System: The discharge system consists of an SBM 
connected to 2 parallel 20 in. diameter x 271 m. long (888.5 ft.) floating 
hoses. 
At the ship's tail end of the hoses there are 2 special 16 in. hoses - 
“Tanker Tail Hoses” or Ship Tail Hoses" — to be connected to the ship's 
manifold, provided with a butterfly valve and a blank flange (each flange 
is 16 in. in diameter Standard PSI-ANSI B.16.5). 
Two 16 in. x 53 m. (173 ft.) in length nylon hawsers are fastened to 
the SBM turntable for mooring of the vessels. 
On the upper part of the SBM there are 3 turning arms for securing 
the mooring hawsers and the hoses, as well as to balance the system. 
From the bottom of the buoy start 2 submarine hoses 20 in. in 
diameter, connected to the underwater manifolds of the submarine pipe- 
lines. 
Two x 11 km. long x 34 in. diameter submarine steel pipe-lines laid 
on the sea bottom following the general West-Easterly direction, connect 
the submarine manifold to the Terminal storage tanks. 
Under normal conditions discharge system allows a 10,000 cu.m./h., 
10 kg./cu.cm. (150 p.s.i.) pumping rate measured at the ship’s gauge. 
At the site where the pipe-lines reach the mainland there is a beacon 
showing an intermittent blue light indicating the general direction of the 
lines. 
The above described discharge system is shown on the Brazilian 
Nautical Chart No. 1804 issued by the Diretoria de Hidrografia e 
Navegacao da Marinha do Brasil (Brazilian Navy Hydrographic Office- 
DHN). 
Note: It is forbidden to navigate and to drop anchor within the area 
limited by two parallel lines 1 mile away from each side of the submarine 
Pipe-lines, between the SBM and the mainland as well as within a circle 
1 mile in radius centered on the SBM. 
Storage System: The storage system consists of 7 tanks which are able 
to receive crude oil directly discharged from the tankers moored at the 
SBM. 
The 5 tanks have the following main features: 
Type: Cylindrical vertical (floating roof). 
Diameter: 86.56 m. 
Height: 14.63 m. 
Nominal Volume: 86,114 cu.m. 
Operational Volume: 77,000 cu.m. 
Receiving Line: 36 in. diameter. 

Two tanks have the following main features: 
Type: Cylindrical vertical (floating roof). 
Diameter: 45.72 m. 
Height: 14.63 m. 
Nominal Volume: 23,850 cu.m. 
Operational Volume: 21,500 cu.m. 
Receiving Line: 36 in. diameter. 

The tanks are equipped with remote control valves and readings. 
monitored from the Operations Control Room. 

Neither the tanks nor the lines are heated. 

Ballast System: No conventional tank cleaning procedures are allowed 
The SBM is not provided with ballast line. 

Arrival: Arrival time is considered to be the time vessel reaches the 
anchorage site or the time the Mooring Master boards the vessel, 
whichever occurs first. However, Notice of Readiness will not be 
considered as the time of arrival unless the vessel is in all respects 
ready to discharge. 

To avoid delays the following items must be observed by the tanker 
keep the Terminal advised about any change in ETA; arrive with the 
port side derrick and an ordinary pilot ladder on lee side rigged, as well 
as the 2 manifold flanges to be used ready for connection of the hoses 
i.e. without blind flanges, reducers fitted if necessary, etc.; 2 good eye 
spliced (9 in. circumference at least) nylon ropes on forecastle head 
anchor well at home and secured with stoppers and brakes. If the ship's 
manifold flanges are not standard 150 p.s.i., ANSI-B.16.5-16 in. in 
diameter, the vessel must advise Terminal through the Agent before 
arriving. 
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Mooring: Mooring Master will advise on the way of securing the ship. 
Tankers are moored by 2 bow nylon hawsers of 16 in. circumference 
and 53 m. in length. Vessel’s messenger lines are shackled, one at a 
time, to the pick-up wires of the hawsers by the launch crew and hove 
in by the vessel's windlass until the lengths of the chafing chains are 
brought over the roller chocks/fairleads and shackled to the wire strops 
secured to the bollards. 

Hoses Connection: The Mooring Master will direct the Terminal’s 
working men in lifting, connecting and lowering the hoses. After the 
vessel is securely moored, the 16 in. floating hoses must be individually 
lifted to the rail by the ship's gear. Sundry hose securing and connecting 
equipment (strops, gaskets, nuts, bolts, wrenches, etc.) will be supplied 
by the Terminal and put aboard the tanker just after arriving. Hoses will 
be lifted by the ship's derrick on the PORT SIDE. Minimum lift of 8 tons 
capacity is required. Winds reaching about 8 Beaufort Scale and waves, 
3.0 m. high, may determine the operation to be interrupted and the hoses 
disconnected, according to the Mooring Master's judgement. 
Discharging: Pumping must not be started without permission of the 
Mooring Master. The maximum allowable pressure is 10 kg./sq.cm. 
(150 p.s.i.). While the vessel is moored, the vertical angle formed by 
the hawsers and the sea surface should not exceed 30° degrees, for 
safety of the SBM. If necessary the Terminal will require the ship to 
pump sea water through the hose lines in order to displace the remaining 
oil. 

Ballasting: When necessary, due either to excessive pitching or by being 
trimmed too much by the stern, pumping of ballast must be concentrated 
in the fore tanks, even though interruption of discharging becomes 
mandatory. 

As arule, the vessel must be ballasted at the same time the discharge 
is being carried out. Vessels which fail to do so, will be notified in writing 
and will be held responsible for the extra time spent at the SBM after 
the disconnection of the hoses. 

No dirty ballast or any oily residues must be pumped overboard, 
otherwise the vessel may incur a heavy fine from the Brazilian 
Authorities. 

Terminal Personnel On Board: The vessel is required to give proper 
treatment to the Terminal personnel assigned to work on board, including 
lodging and meals. As a rule, 7 people (1 Mooring Master and 
6 workmen) are assigned to duty onboard the vessel. 

Machinery in Readiness: When moored at the SBM, vessels must keep 
engines and propulsion machinery in readiness to unmoor and proceed 
under full power at short notice or to prevent riding upon the SBM. An 
Officer must also be on duty on the bridge. Should the ship not comply 
with above stated requirements, she may be considered unsuitable for 
mooring at the SBM. 

MEDICAL: Medical treatment and/or hospitalisation, if required, are 
provided at Sao Francisco do Sul or Joinville private hospitals. Serious 
illness will usually be treated in Joinville. Dental care is also available 
in Sao Francisco do Sul. For emergency cases (injury, etc.) TEFRAN 
first aid may be requested by the Master. As usual, Agent will make 
such arrangements. 

FRESH WATER: Neither TEFRAN nor Sao Francisco do Sul are able 
to supply either drinking or boiler water to vessels either moored or at 
anchor. 

FUEL: Neither TEFRAN nor Sao Francisco do Sul port can supply 
bunkers for vessels. 

Lubricants: TEFRAN has no way of supplying lubricants to vessels, 
either moored or at anchor. Nevertheless in urgent cases, Agents must 
be contacted in order to place orders for lubricants, 15 days in advance. 
Even then, lubricants can only be supplied in very limited quantities, due 
to the natural difficulties of transportation to moored ships. 

REPAIRS: Limited repairs may be effected by private workshops. 
Agents must be contacted 72 hours in advance in order to make the 
necessary arrangements to assist vessels needing repairs. 
WATCHMEN: Port watchmen have to be compulsorily assigned to duty 
onboard all vessels coming from overseas throughout the vessel's stay 
in port. 

CUSTOMS: Brazilian laws are strict with regard to smuggling and 
Masters are requested to instruct their crew not to retain cigarettes in 
carton lots, cigars, tobacco, alcoholic drinks, drugs, souvenirs, etc. 
These should be collected prior to arrival, listed with the items in the 
Customs Locker to be sealed by the Customs Officials and placed in 
the custody of the Master throughout the vessel's stay. No commercial 
transactions will be tolerated, be it among Terminal employees, crew 
members or anyone else. 

TIME: Local time is GMT minus 3 hours. 

CONSULS: Most maritime nations maintain consular representatives in 
Sao Francisco do Sul and Joinville. 

GENERAL: 

Charts/Publications: The Diretoria de Hidrografia e Navegacao da 
Marinha do Brasil (Brazilian Navy Hydrographic Office) has issued the 
following nautical charts of this area: DHN 1800, 1830, 1804, as well as 
Roteiro DH 1.8 (Brazil Pilot), Lista de Farois DH 2.11 (List of Lights) and 
Lista de Auxilio Radio DH 8.8 (Radio Aids List). 

No charts or navigational publications are available at TEFRAN or 
Sao Francisco do Sul. When necessary, Masters must contact ship's 
Agent, in advance, for placing orders for such items in Rio de Janeiro. 
Provisions and Stores: Orders for provisions and stores may be placed 
through the Agents or directly to shipchandlers. Most of the items are 
obtainable in Joinville but some may be found in Sao Francisco do Sul. 
Tidal Amplitudes: The tides in the area of the SBM present the same 
characteristics as those of the port of Sao Francisco do Sul. (Please 
refer to the Tide Tables issued by Diretoria de Hydrografia e Navegacao 
i eons do Brasil — Brazilian Navy Hydrographic Office - DG — 16 

High and low tides occur nearly 40 minutes before they occur in the 
port of Sao Francisco do Sul and the tidal amplitude at the SBM area 
'S a little below the ones of the said port. 

Weather Conditions: As a rule, the conditions in the area of the SBM 
May be considered fair, as far as operating conditions for the vessels 
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are concerned, except in the occurrence of gales from the South, which 
sometimes blow for more than 48 hours in Winter time. 

Winds: The strong winds recorded in the area originate from the South, 
caused by cold fronts or instability lines. One of the strongest recorded 
winds blew on May 18th, 1982, from N.W. reaching an intensity of 
130 km. per hour, for a short period of time. It was observed that at the 
same time the isobathic wind at the sea, blew from the South with an 
intensity of 40 km. per hour. 

Rain: The average annual rainfall is about 980 mm. 

Visibility: The visibility in the area is generally fair all year round, except 
in Winter time when sometimes fog may occur. 

Temperature: The local average temperature ranges from 8°C (46°F) in 
June, July and August, to 32°C (90°F) in January and February. 
Humidity: The relative humidity of the air is nearly 80% in the region. 
Currents: Currents in the area are not related to the local winds since 
the set, as well as swells result, as a rule, from deep sea winds which 
are not always in correspondence with local winds. 

According to the variation of the intensity of the high sea winds, it is 
possible to forecast the variations of the intensity of the currents in the 
area of the SBM. 

In the vicinity of the SBM, when there is no wind or there are only 
winds of low intensity, the currents of the area are strongly influenced 
by the tidal set of the bar of the port of Sao Francisco do Sul. 

Waves: Southerly winds are originated, as a rule by cold fronts. The 
waves caused by them are very seldom higher than 3.5 m. (11.4 ft.). 

The waves are, usually, 2.5 m. in height and have an 11 second period 
when Southerly winds blow during the Winter time, from June to October. 

The maximum wave height allowable for operating vessels moored 
at the SBM is 3 m. (9.8 ft.), depending on the conditions of the mooring 
lines and the tensions over them. 


AUTHORITY: Petroleo Brasileiro S.A-PETROBRAS, Avenida 
Republica do Chile, 65-12° Andar, 20035 — Rio de Janeiro — RJ. Contact: 
Chief of Operations Division. 


SAO LUIS (Including Itaqui), Maranhao: 
02.30 S. 44.07 W. (See Plan) 


LOCATION: /taqui: The Port of Itaqui is located in the bay of Sao 
Marcos, in the Municipality of Sao Luis, Capital of the State of Maranhao, 
almost at the edge of the N.E. region of Brazil, and 9 km. to the S.W. 
of the city, with which it is connected via a breakwater extending over 
the River Bacanga. 

The location, fairly sheltered, encompasses Itaqui Point and extends 
to the North as far as Madeira Point, where a Terminal is to be 
constructed for handling iron ore on behalf of Serra Dos Carajas, and 
to the South, reaches close to the Island of Tauamirim: it is formed by 
a re-entrance into the coast where the contours (depths) of 0 m., 5 m., 
10 m., and 15 m., are almost parallel and are between 30 and 40 m. 
apart. In front of Itaqui, at a distance of 400 m. from the quay, is the 
Island of Guarapira with maximum dimensions of 100 m. x 300 m. and 
stretching in a N.S. direction. 

The Area of Administration of the “Maranhao Docks Company” 
includes the Bay of Sao Marcos and the Islands located within it, being 
limited by a line which joins Tatinga Point on the mainland, to Sao 
Marcos Point on the Island of Sao Luis. 

(a) The Port of Itaqui is confined between the parallels of 02° 34’ S., 

and 02° 36’ S. and meridians 44° 21’ W. and 44° 24’ W. 

(b) The “Administrative Area” is confined by the following 
co-ordinates: 

Meridians of 44° 24’ W. and 44° 19’ W. 
Parallels of 02° 37’ S. and 02° 29’ S. 

(c) The Area of Jurisdiction encompasses the whole of the coast of 
the State of Maranhao, from the border with the State of Piaui as 
far as the frontier with the State of Para. 

DOCUMENTS: See ‘General’ before first port. 

PILOTAGE: Approaching coast, the Master must inform Agent via Coast 
Station Sao Luis — PPB (VHF Channels 16, 24, 25, 26 and 27) or Radio 
Marinha de Sao Luis —- PWM (HF). Pilot launch painted red and provided 
with conventional lights. Launch awaits at Ponta da Madeira or other 
places requested in limit by Brazilian Chart DHN—412. 

Vessel to notify Pilot service of ETA 6 hours before arrival. 
ANCHORAGE: Sao Luis: The following areas are reserved for the 
anchorage of vessels awaiting to enter port. 

(a) Location No. 1 for vessels of more than 2,000 g.r.t., up to 21 ft. 
draft and 135 m. overall (this is the nearest anchorage to the 
town). 

Location No. 2 for vessels up to 18 ft. draft (and that which follows 
No. 2). 

Location No. 3 for vessels up to 18 ft. draft (the nearest to the bar). 
These anchorages are situated between the parallels of 
02°°30"5" S.-and 02731" 5"'S: 

(b) Vessels impounded or requiring extensive repairs: 

Vessels up to 10 ft. — Lat. 02°31’ 9" S., Long. 44° 18’ 7” W. 
Larger vessels: Lat. 02° 30’ 0” S., Long. 44° 20’ 0” W. 

(c) Anchorage for vessels of less than 2,000 g.r.t. To the South of 
the partly submerged hull of the Maria Celeste between the State 
Warehouse and the Customs Warehouse. 

(d) Vessels in quarantine: Lat. 02° 29’ 5" S., Long. 44° 20’ 5” W. 
Vessels may not anchor in the approach channel or the turning 
basin. 
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Itaqui: The following anchorage zones for vessels arriving at Itaqui: 
(a) Vessels over 5,000 g.r.t.: Lat. 02° 35’ 5" S., Long. 44° 22’ 4” W. 
(b) Vessels impounded or requiring extensive repairs: 

Lat. 02° 35’ 1" S., Long. 44° 22’ 3” W. 
(c) Vessels in quarantine: Lat. 02° 35’ 4” S., Long. 44° 23’ 3" W. 
(d) Inspection anchorage: Lat. 02° 35’ 2” S., Long. 44° 22’ 4" W. 

RESTRICTIONS: 

Sao Luis: May only be entered during daylight hours and near HW. 

Itaqui: Cargo vessels may moor any time during the day or night 

depending on the state of the tide. Vessels bound for the oil terminal 

may only berth on the rising tide during the day. Berthing should 
commence 1 hour before HW. 

MAX. SIZE: For port of Itaqui, max. draft at LW is 34 ft. At HW, depth 

of 45 ft. to 48 ft. available depending on height of tide. 

HEALTH: (See “General” before first port.) Health Authorities visit 

compulsory, due to disinfection by Yellow Fever Service. 

Tankers bound for the oil terminal will be inspected at the terminal 
after mooring is completed. 


Vessels awaiting berths will be inspected at the inspection 
anchorages. 
RADIO: Radio Marinha, code, PWM, may be used for any message to 
the Agent. 
TUGS: Sao Luis: One tug 50 h.p. available. 
Itaqui: None. 


TANKERS: Discharge at Port of Itaqui. 
Tank Capacities: 


BERTHING: Sao Luis: See “Anchorage”. 
Itaqui: Administration Quay — Length 164 m., depth 12 m. 

Warehouse Quay — Length 164 m., depth 12 m. 

North Quay — Length 164 m., depth 12 m. 

South Quay — Length 164 m., depth 12 m. 

The 80 m. quay will be provided with a ramp for car ferries. 

Also see “Ponta da Madeira” and “Alumar”. 
CRANES: Sao Luis: 8 portal cranes (2x6 tons, 6x3 tons) 1x50 tons, 
2x3 tons, 16 ton on order. 
Itaqui: 6x3.2 ton (gantry), 2x6.3 ton (gantry) 

32.5 ton (mobile), 14.0 ton (mobile). 

19.1 ton (mobile), 24 ton (tracked mobile). 
BARGES: Sao Luis: 11 barges of 60 tons, 5 barges of 80 tons and { 
barge of 150 tons capacity. There are also 5 oil barges with a total 
Capacity of 1,090 tons. 
BULK HANDLING FACILITIES: 2 mobile grain elevators at Warehouse 
Quay serving Maranhao Wheat Mill, rate 150 t.p.h. The Maranhao Wheat 
Mill has silos with 12 cells, capacity 6,000 tons. Additional silos with 
2,000 tons capacity available. The rated capacity of the elevators wil 
be doubled in the near future. 
STEVEDORES: On receipt of vessel's ETA Agent provides the 
necessary gangs. Master to mention in his ETA cable the distribution in 
cargo hold enabling Agent to arrange for number of gangs required, 
When loading or discharging bagged cargo an average of 4,000 bags 
per 8 hours work per gang handled. 
MEDICAL: Advance notice by radio preferred, since medical assistance 
in S. Luiz is limited to 1 general clinic and 3 hospitals. 
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Esso Sabba 
No. of Volume No. of Volume 
Products Tanks (cu.m.) Tanks (cu.m.) 
Gasoline 2 4,003 2 4,800 
Kerosene 1 1,580 1 8,000 
Diesel Oil 1 3,200 2 5,500 


Jet Kerosene 
Liquefied Gas 
B.P.F. 


Texaco Petrobras Gas Butano 
No. of Volume No. of Volume No. of Volume 
Tanks (cu.m.) Tanks (cu.m.) Tanks (cu.m.) 
1 4,000 1 9,135 
1 400 1 1,544 
1 3,200 1 9,135 
2 1,600 
704 
1 4,032 
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FRESH WATER: Sao Luis: Fresh water available by barge, rate 60 tons 
per day. There is also an outlet at warehouse No. 4 on the quay. 
Itaqui: Available ex-wharf, rate 18 t.p.h. 

FUEL: Sao Luis: Fuel oil available to vessels alongside, delivery by road 
tanker. 

Itaqui: Diesel oil available to vessels alongside the Warehouse Quay 
and South Quay. 


CONSULS: 
France’ Tel. 1117 Spain Tel. 2664 
Portugal 1689 Norway "1888 
Denmark " 1507 Bolivia, no telephone 


Italian Consul at Itaqui. Tel: 2-04-08. 
REPAIRS: Shop for small repairs available. 
GANGWAY/DECK WATCHMEN: Normally done by the crew. 
OPENING/CLOSING HATCHES: Done by stevedores. 
CUSTOMS ALLOWANCES: No limit or restrictions. 
REPATRIATION: Possible. Last Port Clearance and Crew List required 
by Maritime Police. 
AIRPORT: 13 km. from centre of town (18 km. from Itaqui), with daily 
flights to North and South of country. 
TIME: GMT minus 3 hours. 
HOLIDAYS: January 1st; April 21st; May 1st; September 7th; November 
15th; December 25th (National holidays). July 28th; September 8th, 
December 8th, June 29th (local holidays); Maundy Thursday; Good 
Friday (Church holidays). On all holidays, except Good Friday, work 
permitted. 


POLICE/AMBULANCE/FIRE: Police Tel: 1150; First Aid Ambulance 
1943; Fire Brigade 1753. 

TELEPHONES: No facilities for placing telephones on board. 
IDENTITY CARDS: Foreign Crew members not permitted to go ashore 
without presentation of Identity Card, on which is a photograph of holder 
and personal details. These cards are provided by the Agent upon 
arrival. The Identity Card must be given on disembarkation to the Federal 
Police who will return it to the Crew member on re-embarkation. 
GENERAL: The Port of Itaqui is rail-connected with the whole of Brazil, 
with the exceptions of the States of Para (Belem) and Amazonas 
(Manaus). 

DEVELOPMENTS: Whari at Itaqui to be extended to 1,068 m. Depth 
will vary from 30 ft. to 40 ft. 

The existing petroleum berth will be replaced by the final extension 
of the wharf, although plans indicate the intended construction of a new 
Petroleum Berth on Guapira Island. 

New unloader for bauxite, coke and iron ore under construction, rate 
1,500 tonnes per hour. 

A 16,000 t.p.h. linear shiploader has been ordered for Itaqui. 

Also see “Ponta da Madeira” and “Alumar”. 

AUTHORITY: Companhia Docas do Maranhao, Rua da Paz 561, Sao 
Luis, Maranhao, Brazil. Contact: Washington de Oliveira Viegas, 
President. 
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SAO SEBASTIAO: 23.48 S. 45.24 W. (See Plan) 


LOCATION: Terminal Maritimo Almirante Barroso (TEBAR) is located 
on the West edge of the Sao Sebastiao Channel. Safe access is made 
through the South Entrance. The approximate geographical position of 
berths is Lat. 23° 48’ 3" S., Long. 45° 23’ 3” W. 

The port limits extend from Ponta do Araca-llha das Cabras to Pontal 

da Cruz-Pontal do Paquea. 
DOCUMENTS: The visiting area of the Port Health Authorities, Federal 
Revenue and others, is designated by the alignment: Ponta do Araca- 
llha das Cabras (South) and South limit of the zone of submarine cables 
(North). 

Inward clearance is effected on board immediately after docking by 
Government Port Officials and Agent's Representative. It is necessary 
that the following documents be ready on arrival. 

Any document regarding outward clearance of the ship at last port of 
Cali. 

5 copies Crew List. 

2 copies Store List. 

2 copies Personal Effects List. 

3 copies Passenger List. 

3 copies Cargo Manifest, (or more if available). 

3 copies Bill of Lading, (or more if available). 

2 copies Maritime Declaration of Health. 

Notice of Readiness (Addressed to Petrobras) 

List of vessel's particulars: call sign, n.r-t., g.r.t., d.w.t., speed, engine 

b.h.p., draft, total crew, officers, time of arrival, loading ports and dates 
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of sailing, quantity of cargo for Sao Sebastiao, quantity of cargo in 

transit for other ports, etc. 

PILOTAGE: Pilotage is compulsory between the intersection of the Sao 
Sebastiao Channel with the alignment of the co-ordinates: Lat. 
23° 43’ 18"S., Long. 45°20'12"W. and Lat. 23°43'S., Long 
45° 21’ 18” W. (North Bar — Chart DHN No. 1643) and the intersection 
of the Sao Sebastiao Channel with the alignment of the co-ordinates 
Lat. 23° 53’ 36" S., Long. 45° 28' 50” W. and Lat. 23° 52’ 42” S. Long 
45° 29’ W. (South Bar — Chart DHN No. 1644), except for Brazilian 
vessels less than 10,000 d.w.t. and which do not call at the port itself 
(passing only). 

Pilotage is compulsory in the port of Sao Sebastiao for: 

(a) Foreign vessels, tanker vessels, gas vessels and all vessels of! 

any g.r.t. transporting explosives. 

(b) All types of vessels over 500 g.r.t. bound for the Tebar Terminal 
Pilotage is optional for Brazilian vessels bound for Port of Sao 
Sebastiao except the above mentioned. 

The request for Pilots for entering should be made through the ship's 
Agents 24 hours in advance via Santos Radio Station (PPS) or Sao 
Sebastiao Radio (PTS) when the vessel's ETA is given. The ETA should 
be confirmed 3 hours in advance through Channels 13 or 16 (VHF) to 
the Pilot's Association of the Port of Sao Sebastiao. 

The positions for boarding and disembarking of the Pilot — are defined 
by the areas of the circles of 0.5 miles radius whose centres are the 
following coordinates (Chart DHN No. 1614): 

(a) North Bar: Lat. 23° 42’ S., Long. 45° 21’ W. 

(b) South Bar: Lat. 23° 53' 30” S., Long. 45° 29’ 30” W. 
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The Pilot's Association functions at Rua Manoel Ladislau de Mattos, 

27, Suite 24. Tel: 52-1332 — Sao Sebastiao. The Pilot's Association also 
has a branch office in Santos at Rua General Camara 5, Suite 606. Tel: 
38-1944, 36-8036, 36-8037 and 36-8038. 
APPROACHES: Approaching Channel: The channel of the port of Sao 
Sebastiao is 12.3 miles long. The South Bar Channel, dredged to 25 m. 
is 300 m. wide at its narrowest part, allowing entrance and sailing of 
vessels drawing up to 23 m. The North Bar Channel sounded to 18 m. 
is 550 m. wide at its narrowest part, allowing entrance and sailing of 
vessels drawing up to 10 m. 

Special attention should be paid by vessels drawing over 18 m. when 
navigating in the Sao Sebastiao Channel; Chart DHN Nos. 1614, 1644 
and 1643 show several cautions with depths of 20 m. and less in the 
proximities of the limits of the channel. “Caution A” on chart DHN 
No. 1643 should be strictly observed: Existence of submarine cable. It 
is forbidden to anchor within the marked area. 
Tidal Stream: The height of the tide in the port of Sao Sebastiao varies 
from (—) 0.2 m. at LW and 1.5 m. HW, having an average level of 0.66 m. 
The tide runs either Northerly into the channel or Southerly with 
characteristics of permanent flowing as if it was a river following the 
orientation as given by the channel. The current attains considerable 
speeds which might prejudice the manoeuvring of vessels in the channel, 
specially at times of entrance of a cold front when winds also attain a 
significant force. 
Whistling: Vessels approaching the port, prior to coming to Araca Point, 
must give a long blast on the whistle as a warning. 
ANCHORAGE: Anchorages for ships are identified on Charts DHN 1614 
and 1643. 

Position No. 1: For ships awaiting berths (delay less than 6 hours): 

Lat. 26° 49’ 15” S., Long. 45° 23’ 39” W. 

Position No. 2: For ships up to 150,000 d.w.t., length 300 m., draft 

18 m.: 
Lat. 23° 48’ 18” S., Long. 45° 22’ 54” W. 
Lat. 23° 48’ 00" S., Long. 45° 22’ 39” W. 
Lat. 23° 47’ 24” S., Long. 45° 22’ 30” W. 

Position No. 3: For larger ships and/or lightering of tankers: 

Lat. 23° 46’ 24” S., Long. 45° 22’ 12” W. 
Lat. 23° 45’ 42” S., Long. 45° 22’ 54” W. 
Lat. 23° 44' 54" S., Long. 45° 21’ 42” W. 
Lat. 23° 44’ 15" S., Long. 45° 21’ 24” W. 

Position No. 4: For ships in special conditions (quarantine, load/unload 
of explosives, etc.): 

Lat. 23° 49’ 51” S., Long. 45° 24’ 21” W. 

In the area comprised by the alignments — North Pier end with Itaguacu 

Point and South Pier end with Pontinha Lighthouse, anchoring will be 
permitted only in exceptional conditions and with authorisation from 
Delegacy of Port Captaincy. 
RESTRICTIONS: The terminal normally operates around the clock. 
Ships are moored and unmoored at any hour except when an 
unexpected event arises, such as breakdowns, gales, heavy squalls, 
and so on. 

Safe draft for passing along the dredged channel is 23 m. (75.5 ft.), 
no matter what existing conditions are, such as day or night, current set 
and drift, wind, tide or swell. However, at the discretion of Pilot, according 
to the prevailing above conditions vessels can use the channel with 
drafts up 24 m. (78.7 ft.) These figures are not final as they may change 
in time without previous notice. 

Remarks: The limitations mentioned above could result in rejection of 
the ship as being unsuitable for this terminal. 

Speed: Max. speed in port limits is 8 knots. 

MAX. SIZE: 

Position 1 (External Berth, South Pier): 26 m. (85 ft.) depth, for tankers 
up to 300,000 d.w.t., with max. draft of 23 m. (75 ft. 05 in.). 

Position 2 (Internal Berth, South Pier): 19 m. (62.32 ft.) depth, for 
tankers up to 155,000 d.w.t., with max. draft of 16.9 m. (55 ft. 06 in.). 

Position 3 (External Berth, North Pier): 19 m. (62.32 ft.) depth, for 
tankers up to 150,000 d.w.t., max. draft of 16.9 m. (55 ft. 06 in.). 

Position 4 (Internal Berth, North Pier): 13.7 m. (45 ft.) depth for tankers 
up to 65,000 d.w.t., max. draft 12.2 m. (40 ft.). 


HEALTH: Port doctor visits all ships on arrival and requires Maritime 
Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels from 
another Brazilian port automatically receive Free Pratique and should 
not fly Quarantine Flag. If suspected disease or fever on board it is 
advisable to cable Agent before arrival. 


RADIO: Vessels bound for Sao Sebastiao should advise their ETA 48 
hours prior to arrival to PPR (Rio Radio Government Coast Station). 
Confirmation or change of ETA should be cabled 24 hours before arrival. 
When within range, tankers may also call TEBAR or FRONAPE VHF 
fadio-telephone stations for instructions. All ETA’s should indicate 
whether it is local time or GMT. 

English is generally understood by Pilots and terminal representatives. 
Weather forecast as well as Notice to Mariners are transmitted by PWZ 
and PPR radio stations. Radio equipment should not be used at the 
pliers. Communication ship-to-shore will be by telephone. 

TUGS: Owned by Petrobras: 

1*2,360 b.h.p. — Bollard pull 25 tons (twin motors with controlled-pitch 
propellers — “Kamewa’"). 

23,170 b.h.p. — Bollard pull 40 tons (twin motors equipped with 
controlled pitch propellers — Seize). 

13,720 b.h.p. — Bollard pull 40 tons (twin motors equipped with Voith 

; Schneider system). 

Privately Owned: 
1*2,170 b.h.p. — Bollard pull 32 tons (twin motors equipped with 
Schottel system). 

While rendering such assistance, the tugboats act under orders of 
Harbour Pilot. These tugs are fitted with fire pumps and monitors 
(including mechanical foam to assist in fighting fires. The following ship's 
whistle signals code is used for tugs communications: 
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Calling: 
4 long blasts followed by 1 The number of short blasts will call 1 or 
or 2 short blasts. 2 tugs respectively. 
Before Towing Line is Made Fast: 
2 short blasts Prepare to push on the bow or to pick up 
line from ship's bow. 
Prepare to push on the stern or to pick 
up line from ship's stern. 
After Towing Line is Made Fast: 
1 long blast Pull to starboard 
2 short blasts Pull to port 
3 short blasts Stop pulling 
Manoeuvring Alongside Ship's Hull: 
1 short blast To pull 
2 short blasts To push 

Other ship's whistle signals are used for auxiliaries boats. 
Calling: 
2 long blasts followed by 
1 short blast 
1 long blast followed by 
1 short blast 

All orders received by tug will be acknowledged with a distinct short 
blast. 
As tugboats are provided with VHF, manoeuvring orders may be given 

y radio. 

Usually orders to fore tug are given by a mouth whistle and to aft tug 
by ship's whistle. 

Tugs are fitted with flashing signal lamps. 
Circular: \nstructions for employment of tugs during pilotage operations 
at the “Almirante Barroso” Maritime Terminal (TEBAR): 

1. To operate at “TEBAR” vessels over 15,000 d.w.t., should have 
tug of at least 15 tons bollard pull. 

2. The employment of tugs with adequate power is compulsory as 
from the Manoeuvring Area, both when berthing and anchoring 
at the Waiting Area. In case the vessel is without propulsion, a 
minimum of 3 tugs should be employed, 2 forward and 1 aft, with 
tow line fast. 

3. During the unberthing operations of vessels of any given tonnage, 
the employment of at least 2 tug boats of adequate power is 
compulsory. 

4. During berthing operations under normal conditions, the number 
of tugs to be employed should be, at least, the number of tugs 
indicated in table and as many as may be necessary to meet the 
following minimum requisites of bollard pull. 

5. When for the sake of safety the Pilot may consider necessary a 
number of tugs beyond the number mentioned, he may act 
accordingly, justifying same, shortly therafter, in writing to the 
Delegate of the Captaincy in Sao Sebastiao. 

6. When the condition of the sea, intensity of the wind or the visibility 
stop operations, the Pilot's Association should officially inform the 
Delegacy in Sao Sebastiao, accordingly. 

7. The Agents of the companies engaged in the services of tugs at 
“TEBAR” should submit to the Delegacy and the Pilot's 
Association in Sao Sebastiao copies of the static pull referring to 


3 short blasts 


To call small craft or Pilot (launch) 


To call motor-boat (launch) 


each tug. 

Deadweight Static Minimum number of Tugs 
Tons Traction Outer berths Inner berths 
(x 1000) in tons P1 P3 P2 P4 
up to 15 19 2 2 2 2 
15 to 30 30 2 2 2 2 
30 to 65 40 2 2 3 4 
65 to 100 50 2 3 4 — 
100 to 135 60 3 4 4 — 
135 to 200 70 4 4 4 — 
200 to 250 90 4° — — _ 
250 to 300 100 4 _ —_ _— 
300 on 130 4° _— — _ 


*Should extra tugs be available employment is recommended. 
GENERAL CARGO WHARF: Commercial Quay: Length 150 m., depth 
8.2 m. 6 bollards for berthing, spaced 30 m. apart. Fresh water available, 
3 hydrants, capacity 10 cu.m.p.h. each. Fuel available by road tanker in 
small quantities. 

Warehouses/Open Storage Areas: The covered storage area, available 
in the port area is 2,000 sq.m. and has a capacity of 12,000 cu.m. The 
open storage area for containers in the port area is 20,000 sq.m. and 
for heavy lifts 24,000 sq.m. 

The storage area outside the port area, covered and open, is 
10,000 sq.m. and belongs to the Companhia Nacional de Armazens 
Gerais Alfandegados (National Bonded General Warehousing 
Company). 

There are no cold stores or silos on the port quay. 

Cranes: 1x25 ton (private), 1x50 ton, 1x22 ton, 1x16 ton, 1x12 ton 
and 44.5 ton. 

Stackers: 212 ton — 13.5 ton. 

MEDICAL: Medical treatment and/or hospitalisation, if required, is 
provided in the private local hospital. Dentists are available in the area. 
For emergency cases (serious illness or injury) TEBAR first medical aid 
may be requested by the Master. Internal telephone number is 20. If 
patient does not speak Spanish or Portuguese, an interpreter should 
accompany him. 

TANKERS: The pier is located on the Western edge of the channel 
between the shore and Sao Sebastiao Island. Safe access for large 
tankers is possible through the South Entrance but smaller tanker of 
draft 35 ft. or less may enter through the North Entrance. 

The head of the jetty which is “T” shaped is 1,690 m. (5,544 ft.) from 
the shore, in position Lat. 23° 48.2’ S., Long. 45° 23.3’ W. 

The South Pier is 510 m. (1,673 ft.) length and the North Pier 380 m. 
(1,246 ft.). 

Also see “Max. Size”. 
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Loading Arms: 


Position 1 4x16 in. (cargo) 

2x12 in. (diesel oil/fuel oil) 
Position 2  3x16in. (cargo) 

2x12 in. (diesel oil/fuel oil) 
Position 3 2x12in. (cargo) 

2x 8in. (diesel oil/fuel oil) 
Position 4 Same as Position 3 


Reducers are available. All shore hoses are chiksan type arms. 
Maximum Height: Max. height of hoses above platform: Position 1: 
21.5 m. (70 ft.); Position 2: 17.8 m. (58 ft.); Positions 3 and 4: 16 m. 
(52 ft.). 

Pipe-lines: 2x34 in. diameter pipe-lines, 2,300 m. (7,500 ft.) link the 
South Pier to the shore tanks. 2x24 in. diameter pipe-lines, 2,000 m. 
(6,500 ft.) link the North Pier with the shore tanks. 

LOADING: Maximum Permissible Pressure: Both piers 10 kg./sq.cm. 
(150 p.s.i.). 

Pumping Rates: South Pier: 100,000 bbis.p.h. if using two 34 in. lines 
and 3 or 4 hoses; up to 50,000 bbis.p.h. if using one 34 in. line and 
3 or 4 hoses. 

North Pier: Up to 48,000 bbls.p.h. if using two 24 in. lines and 2 hoses; 

up to 24,000 bbis.p.h. if using one 24 in. line and 2 hoses. 
BALLAST: Brazilian laws are very strict in regard to the pollution of 
harbour and coastal waters. Vessels should not discharge dirty ballast, 
ashes, refuse, etc., into the water. Heavy fines are imposed for violations. 
All overboard discharge valves from cargo tanks and bilges are to be 
secured before any loading or discharging commences. All deck 
scuppers should be plugged to avoid harbour contamination should an 
oil spill occur. To offenders, fines will be charged (besides resulting 
delays) according to the ship's tonnage. Facilities for receiving dirty 
ballast are available. However, amount is dependent on space in shore 
tanks at the time. Capacity of tanks 12,000 cu.m. (75,000 bbls). 

The Terminal is particularly interested in having vessels complete the 
deballasting operation promptly in order to minimise time at berth. 
Simultaneous discharging/loading and deballasting/ballasting is 
eerie on properly equipped vessels. 

FRESH WATER: Fresh water can be supplied if necessary; however, 
supplies are limited to essential requirements (up to 400 tons). Rates: 
Minimum 91 t.p.h. Maximum 148 t.p.h. 

FUEL: The Terminal is equipped with blending valves and is able to 
deliver bunker “C”, fuel oil, marine gas oil, marine diesel oil and 
intermediates of any grade — concurrently with working cargo at 
international prices. 

The supply rates are about 300 t.p.h. for bunker “C”, 180 t.p.h. for 
M.G.O. and 450 t.p.h. for intermediates. 

Orders for bunkers should be placed, with a minimum of 48 hours 
notice to: 

Divisao de Abastercimento a Navios — Departamento Comercial, Av. 
Republica do Chile 65, 19.° andar, Rio de Janeiro — Brazil. Telegraphic 
Address: Petrobrasecope. Telex: 031422 and 031423. 

Lubricating Oils: Orders for marine lubricants should be placed at least 
15 days in advance and subject to confirmation to: Petrobras 
Distributidora, Praca 22 de Abril, 36, 4.° andar, Rio de Janeiro — Brazil. 
Telegraphic address: Petroedipe Telex: 031422, 031423 and 031424. 
Tel: 242-9381 and 242-4901. 

Simultaneous Bunkering and Discharging Operations: Considering that 
the loading/discharging hoses cannot be crossed with bunkering hoses, 
the simultaneous bunkering and discharging operations will depend on 
the position of the ship’s bunkering manifold. If the ship has 2 bunkering 
manifolds — 1 on each side of cargo manifold — the bunkering and the 
discharging may be effected at the same time. However, if a tanker has 
only 1 bunkering manifold at each board (located to the aft part in relation 
to cargo manifolds), this simultaneous operation will only be possible if 
the ship, is berthed port side at position 3 or starboard side at positions 
1, 2 and 4. Alternatively, upon completion of loading/discharging the 
ship will have to be shifted a few metres forward to receive bunkers. 
CONSULS: No consular representatives are reported to exist in the 
area. 

REPAIRS: Some repairs of minor nature can be effected in Sao 
Sebastiao. When alongside pier, vessels must maintain engines and 
propulsion machinery in readiness to leave the berth under full power 
on short notice. No repairs are permitted which would interfere with this 
requirement. The ship repairing firms usually have branch offices in Sao 
Sebastiao which are able to undertake many kinds of small repairs. 
If necessary they can avail themselves of personnel of Santos or Rio 
de Janeiro branches. 

SURVEYORS: Petroleum Inspectors: None available in Sao Sebastiao. 
If required, arrangements should be made well in advance. A 
representative of Chas. Martin and Co. is based in Rio de Janeiro and 
E. W. Saybolt & Co. in Santos. 

GANGWAY/DECK WATCHMEN: Compulsory. 

CUSTOMS ALLOWANCES: For each Crew member, 2 packets of 
cigarettes and 1 bottle of wine or spirits. While the vessel is in port, 
Brazilian Custom’s Officials are assigned on board to ensure compliance 
with Customs Regulations. Meals must be supplied to these Officials 
during regular meal hours. Brazilian laws are strict in regard to smuggling 
and Masters are requested to instruct their crews not to take cigarettes 
or other articles ashore. Cigarettes in carton lots, cigars, tobacco, 
alcoholic drinks, souvenirs, etc., should be collected prior to arrival in 
port, listed with the items in the slop chest and placed in the custody of 
the Master for deposit in the slop chest or closet which will then be 
sealed for the duration of the vessel's stay in port. By no means will any 
commercial transactions be tolerated, be it either among terminal 
employees, crew members or anyone else. Cigarettes or other stores 
in bond are not obtainable in Sao Sebastiao. 
POLICE/AMBULANCE/FIRE: Police Tel: 521-400. Fire (Petrobras) 
Tel: 522-711 or VHF Channel 16 to Tebar. 

REPATRIATION: Possible, but involves lengthy car ride to Sao Paulo 
or Rio de Janeiro. 

AIRPORT: At Ubatuba and Sao Jose dos Campos. 
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TIME: Local time is GMT minus 3 hours. 

HOLIDAYS: 20th January (Sao Sebastiao Day). 

SHORE LEAVE: The access pier is 1,600 m. long. The crew can use 
it to get ashore, but special passes are required for this purpose. There 
is, however, a launch service provided by Agent. 

TELEPHONES: No service at the Commercial Quay. At Tanker Terminal 
there are telephones in the control room. 

GENERAL: 

Brazilian Flag and Others: \n accordance with international practice, 
quarantine signals must be displayed by vessels when approaching 
Brazilian ports. These signals shall be displayed continuously until Free 
Pratique is granted and are: sunrise to sunset — quarantine flag 
“Quebec”; sunset to sunrise-signal lights red over white. 

Tankers will display the red flag “Bravo” during the day and a red 
light during the night throughout their stay in port indicating inflammable 
or explosive cargo. 

In addition to quarantine signals which are to be shown until Free 
Pratique is granted, the Brazilian Flag must be flown from foreign 
vessel's foremast throughout the vessel's stay in port. 

Vessels must provide themselves with this flag before arrival but if 
circumstances render this impossible, the flag may be supplied by ship's 
Agent. 

The Brazilian Flag must be of proper size, according to the d.w.t. of 
the vessel. 

National Holidays: By order of the local Port Authorities it is requested 
that all ships in port must be fully dressed on the following National 
Holidays: 7th September and 15th November. 
Watches: An efficient watch must be maintained on board the ship, deck 
and engine room and a sufficient number of crew members should 
always remain on board to cope with emergency or port operation 
Situations. 
Ratguards: Ratguards must be placed on all mooring lines. 
Visit of Authorities: In case the ship enters and berths directly, the official 
visit of Authorities together with the Agents will take place as soon as 
she is tied up and the gangway is lowered. However, if the ship is not 
berthed immediately upon arrival (e.g. in view of the pier being occupied, 
or any other reason), the visiting party will proceed to the ship by motor- 
boat as soon as she drops anchor. If the ship arrives after 2100 hrs. it 
is possible that Authorities will decide to visit the ship next morning at 
0800 hrs.; however, the ship is authorised to operate normally and crew 
members are allowed to go ashore. 
Seamen Left Ashore: Ships are not permitted to sail until all crew 
members are on board. Should, however, a crew member definitely not 
be found, his passport (or seaman card) and his international vaccination 
certificates must be given to the Agents, together with a letter requesting 
him to be repatriated. 
Weather and Tide Conditions: The weather at Sao Sebastiao is generally 
very favourable; however, strong winds and currents are frequent mostly 
during winter. 128 km.p.h. wind was registered last year. Swell is not 
observed in the channel. The winds are unpredictable for more than a 
few hours in advance; usually it blows from N.N.W. or S.S.W. As regards 
rain, the annual precipitation averages 2,000 mm. The visibility is mostly 
fair, although in Autumn and Winter it may become rather poor in the 
early morning. The temperature ranges from 15°C (59°F) in July to 39°C 
(104°F) in January. The relative humidity of the air is usually high, often 
exceeding 85%. The normal range of tides is around 1.2 m. (4 ft.). 
Although higher ranges of 2 m. (6.5 ft.) have been noticed during Spring. 
The currents are irregular but usually follow the direction of the wind; 
according to the intensity and the duration of the wind, the drift may 
range from 1 to 4 knots. 
Safety Precautions in Case Imminent Bad Weather: 
(a) Wind speed in excess of 30 knots and/or currents more than 
3 knots. 
Permanent inspection of mooring system. 
Pilot, tugboats and longshoremen in readiness. 
1 tug to be alongside ship berthed in PP-1 and another 
alongside ship berthed PP-3. 
Engine room-ready. 
Steam fed to winches. 
Reduce surface exposed to wind. 
Discontinue unloading and disconnect loading arms. 
(b) Wind speed in excess of 50 knots and current of more than 
4 knots. 
Do not loosen winch brakes to try to run cables. 
Man manoeuvring station. 
Call Pilot, tugboats and longshoreman. Discontinue loading 
unloading operation. 
Increase torque on brakes. 
Pass extra mooring lines. 
Disconnect loading arms. 
Remove gangways. 
Derat Certificate: In case the Derat Certificate has expired and needs 
to be renewed, a radio message should be sent to the Agent a few days 
before arrival, so that they are able to make the necessary arrangements 
with the Sao Sebastiao Port Health Inspector. 
Renewal of Vaccination Certificates: For the same reason mentioned 
above, the Master should send, beforehand, a radio message stating 
how many vaccinations of each kind will be required. The vaccinator 
has to come from Santos. 
Passengers: Passengers will be permitted to disembark if in possession 
of the required visa and documents for identification. 
Visitors: Only the personnel duly authorised by Port Authorities may 
come on board the ships; this excludes all visitors. Relatives of crew 
members may obtain from Port Authorities a licence to go on board. 
Constant Readiness: During the time the ship is berthed alongside, her 
engine and propulsion machinery should be in readiness to leave the 
berth on short notice. No repairs are permitted which would interfere 
with this requirement. 
Smoking: Smoking in open areas of the ship and on the pier, is strictly 
forbidden. The crew are not to throw lighted cigar or cigarette ends 
overboard. 
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Photography: The taking of photographs within the terminal is prohibited. 
Emergency Towing Wires: 2 towing wire ropes should be always 
hanging to the water's surface so that the tugs can easily make fast 
should an emergency arise. 
Gangways: All ships calling at Sao Sebastiao must provide a safe 
gangway. Authorities may refuse to board the ship if a safe gangway or 
accommodation ladder is not provided. At night, the pilot ladder must 
be adequately lit. The terminal is not equipped with platform ladder. The 
ship's ladder must be used. 
Lifebuoy: A lifebuoy with 15 fathoms (27 m.) of rope should be kept 
nearby the gangway for use in case of emergency. 
Ship's Fire-fighting Equipment: At least 2 fire hoses should be 
connected to hydrants on main deck: 1 forward and the other abaft the 
cargo valves manifolds. A third hose with an NPU nozzle and 2 
mechanical foam containers should be kept nearby the pump-room. The 
ship's main fire-extinguishing system should be kept under constant 
ressure. 
Minimum Draft for Safe Manoeuvring: Although the amount 2f ballast 
carried on vessels is at the Master's discretion, the table below is 
recommended as a guide: 

Vessels of 30 — 40,000 d.w.t. draft for'd 16 ft. aft 20 ft. 

Vessels of 40 — 50,000 d.w.t. draft for'd 18 ft. aft 24 ft. 

Vessels of 50 — 70,000 d.w.t. draft for'd 20 ft. aft 28 ft. 

Vessels of 70 — 100,000 d.w.t. draft for'd 24 ft. aft 32 ft. 

Vessels over 100,000 tons should be ballasted to approximately one 
third of the vessel's deadweight. 

Bond Wire: Before the connection of shore hoses, the bonding wire will 
be connected, by a terminal employee, to ensure a good grounding 
electric contact. 

Boiler Tubes and Sparks: Whilst alongside the pier, no boiler soot 
blowers may be used. The use of derricks is also forbidden (excepting 
the poop derrick, when lifting stores, provisions, etc.). Likewise, the use 
of objects and/or tools which may cause sparks is also forbidden. 

Fire Signal: Should fire break out in any part of the ship, the fire alarm 
should be given: a continuous sounding of 7 short blasts on the whistle, 
followed by a long one. 

Transportation of Stores, etc., from Shore to Ship: The terminal does 
not permit the carriage of items through the jetty. Consequently, the ship 
has to use the services of a motorboat, or a tugboat or of a floating craft 
(which is towed to the ship's side). The motorboat or the tugboat may 
only approach the ship by the sea side. No derricks may be used, 
although the terminal has no objection to the use of the poop derrick or 
crane (sea side). Depending on the nature and the weight of items 
involved, they may be taken on board using the gangway (sea side). 
Provisions and Stores: Provisions and stores are supplied by 
shipchandlers contracted directly by Owners or Masters or through the 
Agents. Usually they have to be brought from Santos, which requires a 
radio advance request, in view of the distance involved. It is hoped that 
in the near future provisions and stores in large quantities may be easily 
obtainable in Sao Sebastiao. Some items may be obtained in 
Caraguatatuba. 

Radio Equipment: When the tanker is berthed, its main transmitting 
aerials should be earthed. 

Laundry Facilities: Available at Sao Sebastiao. 

Communications: Telex and telephone available at the Agencies and at 
the terminal. 

Rubbish: Garbage bins are available at the Commercial Quay for 
berthed tankers and anchored vessels, garbage bins are available 
through boat acquired by Agent. Dry garbage facilities available for 
anchored and berthed vessels using boat acquired through Agent. 

Oil Pollution: The terminal is equipped with a system for oil pollution 
fighting in the sea. 

Compensation for oil pollution damage caused by tankers and cost 
of fighting pollution performed by terminal are owner's liability. 
REGULATIONS: 

Craft not directly engaged in the port's traffic should navigate at a 
minimum distance of 150m. from the Maritime Terminal and from 
vessels alongside and at anchor. 

Skin diving and underwater hunting are prohibited in the area assigned 
as being the Port of Sao Sebastiao. 

The line between Pontinha Lighthouse and the Cais Comercial 
(Commercial Quay) should be kept permanently clear due to the traffic 
of ferry boats. 

The passage through the Sao Sebastiao Channel of foreign flag 
vessels other than those destined for the port itself is prohibited. 

The maximum speed allowed between the limits of the port of Sao 
Sebastiao for vessels over 1,000 d.w.t. is 8 knots. 

Craft and vessels berthed on the external side of the Cais Comercial 
(Commercial Quay) and Maritime Terminal, on both sides, should 
maintain vigilance and be manned. 

All vessels which, for any given reason, may have to stay in the 
channel and port of Sao Sebastiao for more than 1 week, should 
communicate in writing to the Delegacy of the Port Captaincy the reason 
pete the fact and informing at the same time the expected time 
of stay. 


SHIPMASTER’S REPORT: 

Pilotage: Vessels normally sail and arrive by the Southern Entrance. 

Anchorages: The holding ground for VLCCs is not very good, but 

appears good for smaller vessels. (We had 3 cases of ships dragging 

during our two and a half weeks stay, all VLCCs.) The current runs 

Northerly or Southerly depending on the wind. 

Tugs: 5 tugs normally used for berthing and unberthing irrespective of 

vessel's size. 

Medical: Dental and routine medical matters available. Specialists are 

heat some miles away. For inoculations the doctor comes from 
antos. 

Fresh Water: Rates are dependent on number of vessels watering and 

can be as low as 10 t.p.h. 


BRAZIL 


Customs Allowance: 2 cartons cigarettes per man. Customs no longer 
stay on board the vessel. 

Repatriation: |s possible, but involves lengthy car ride to Santos or Rio 
de Janeiro. The best and nearest airport is outside Sao Paulo, where 
international flights are available. This is quicker than going to Rio. 
Telephone: Available in jetty control rooms. 

Shore Leave: When berthed the Agent can arrange a minibus service 
from the T-head of the jetty. 

Port Regulations: Vessels throwing or discharging anything into Brazilian 
waters are subject to a fine equalling 2% of the minimum Brazilian basic 
wage multiplied by the vessel's gross tonnage. Garbage disposal is 
difficult to arrange and they will only accept dry garbage. 

General: Communications are poor, no telex and messages have to be 
telephoned to Santos. Best method is to use ship's equipment when at 
anchor. 


AUTHORITY: Petroleo Brasileiro S.A. — PETROBRAS. 

Head Office: Av. Republica do Chile, 65, 23°, Andar, ZC-06, Caixa 
Postal 809, 20000 Rio De Janeiro — RJ, Brazil. Tel: 221-5577. 
Telex: 31.422. 

Transportation Department: Av. Republica do Chile, 65, 12°, Andar, 
20035 Rio De Janeiro — RJ.Tel: 221-5577 — Ramal 2401 

Terminal Almirante Barroso: Rua Guarda-Mor Lobo Viana, 1111. C.P. 
187, Sao Sebastiao, Sao Paulo, Brazil. Tel: (0124) 522.711. Telex: 
01137871. Cables: Tebar — Petrobras. Contact: Stael Prata Silva, 
Superintendent. Captain Jose Carios Do Carmo, Terminal Manager. 


Secretaria dos Transportes do Estado de Sao Paulo, Avenida Dr. 
Altino Arantes No. 410, Sao Sebastiao. Tel: 52-1524, 52-1338. 

Capitania dos Portos, Avenida Dr. Altino Arantes No. 544, 
Sao Sebastiao. Tel: 52-1555, 52-1550. 


SEPETIBA BAY, (Guaiba Island and Ilha Madeira): 
22.56 S. 43.50 W. (See Plan) 


See “General” before first port. 

LOCATION: About 50 miles West of Rio de Janeiro, is the site of a bulk 
iron ore terminal located off the S.E. end of Ilha Guaiba about 7 miles 
due North of the bay entrance. 

PILOTAGE: Compulsory for all ships entering the bay and berthing and 
unberthing at the ore facility. Pilots board in the vicinity of Lat. 
23° 08' 39” S., Long. 44° 04' 36” W. A pilot ladder, boat rope, and 
gangway must be properly rigged with the landing platform of the 
gangway lowered to within 5 m. (16.5 ft.) of the water. Adequate lighting 
should be provided at night. 

ARRIVAL INFORMATION: Vessels bound for Baia de Sepetiba should 
send an ETA to their Rio Agents, via Rio Radio, six days, 48 hours, and 
24 hours prior to arrival. Any significant change in this ETA should be 
corrected as soon as possible but not less than 8 hours prior to arrival. 
Also see “VHF”. 

ANCHORAGE: In the vicinity of the Pilot boarding area. Ships should 
not proceed beyond this point unless a Pilot is aboard and instructions 
have been received from Sepetiba Marine Operations to proceed. 
APPROACHES: Access Channel: The distance from the entrance at 
the bar to the port is 22 km. The Access Channel is dredged to 22.5 m. 
as far as the Manoeuvring Basin in front of the quay, where the depth 
is 12.5 m. 

MAX. SIZE: Ore: Max. draft 21.98 m. Max. air draft 21.6 m. Max. beam 
54m. 

HEALTH: Radio Pratique should be requested 72 hours prior to arrival 
by transmitting a quarantine message to the Port Health Authorities 
through the the ship's Agent. This message should contain the following 
information: name and nationality of vessel; last port of call; number of 
crew and passengers; general conditions of health on board. Also see 
“General” before first port. 

VHF: Vessels are requested to contact Sepetiba Marine Operations 
directly when within VHF radio-telephone range. Channel 16 is the 
calling channel and 11, 12 and 13 are the working channels. Anchoring 
or berthing instructions should be requested 4 hours prior to arrival or 
when within VHF radio-telephone range. 

TUGS: Tug assistance is compulsory for all manoeuvring in the vicinity 
of the pier and 3 powerful twin screw tugs are available for this purpose. 
All ships should be equipped with a wire cable tow line with a nylon 
pendant. Radio-telephone communication is maintained between the 
tugs and the Pilots on Channel 6. 

BERTHING: Ore: Facilities consist of a deep-water pier located about 
400 m. (1,312 ft.) South of the island. The South Berth has a depth of 
24 m. (78.75 ft.) alongside and the North Berth has a depth of 19 m. 
(62 ft.). A mooring dolphin at the West end of the pier provides an overall 
mooring length of 470 m. (1,541 ft.) alongside the South Berth. Bollards 
are spaced along both pier faces and quick release hooks and capstans 
are fitted for breast, bow and stern lines. 

Also see “Shipmaster’s Report” — dated May 1980. 

Coal: Terminal completed and fully operational. 

Operator: Cia Docks do Rio. 

Berth: Length 575 m. Depth 17 m. Max. draft 15 m. 

Equipment: 2 grab unloaders x 1,500 tonnes per hour and 2 grab 
unloaders x 800 tonnes per hour. 

Also see “Reports” — dated December 1980 and August 1984. 
BULK HANDLING FACILITIES: Ore: One travelling shiploader serves 
both berths and has a boom clearance of 22 m. (72 ft.) at shipside and 
max. outreach of 29.9 m. from fender line. Travel of loader 250 m. Ore 
is stacked in a storage area and is delivered to the shiploader by 
conveyor belt which is loaded by either of 2 stackers having an average 
Capacity of about 7,000 tonnes per hour each. 

Coal: See “‘Berthing” and “Reports”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


FRESH WATER: Available. 

FUEL: Supply is planned. 

AIRPORT: Santa Cruz. 

TIME: GMT minus 3 hours. 

HOLIDAYS: No port work on 1st May and 2nd November. 


SHIPMASTER’S REPORT: Ore Berth: May 1980. 
Agents: 

(a) Mineracoes Brasileiras Reunidas, (the operators and loaders). Av. 
Graca Aranha, 26, 17th Floor, Rio de Janeiro. Tel: 222-5171. Cables: 
“Brasilore”’. 

(b) Buarque & Cia, (ship's Agent appointed by the Solmer contract), 

Rua de Rosario, 113, P.O. Box 1542, Rio de Janeiro. Telex: 2121300 
BUCL. Cable: “Joarce’’. Tel: 221-2210, 221-9961. 
Arrival Telegrams: According to the charter party, telegraph “Brasilore” 
and ‘Joarce” when leaving the previous port of call, and repeat 72 hours 
and 24 hours prior to arrival. During the last 24 hours, a change of one 
hour or more in ETA must be reported. 

Radio clearance is requested through the intermediary of BUARQUE 
to whom it is necessary to quote in the 72 hours telegram the following: 
last port of call, number of crew members, passengers, state of health, 
date of deratting certificate, name of Master. 

BUARQUE replies to the first ETA telegram indicating the possibilities 
of direct entry or waiting. As MBR remains silent, it is advisable to ask 
BUARQUE to confirm the tonnage to be loaded and the quantity, more 
or less, of each type of ore involved. Olinda/PPO (Recife) and Rio/PPR 
stations are normally used. Good easy connections and no delay. Olinda 
is particularly well placed for communications with vessels approaching 
from the North. 

If the crew members have no Brazilian pass (even if made out in 
another port) ask for a photographer. 

General Information: 

The Port of Sepetiba, opened to ore traffic in 1974, belongs to 
Mineracoes Brasileiras Reunidas (MBR). It is the maritime outlet for a 
group of mines located some 1,200 km. inland. 

Situation: The terminal is located at the S.E. end of the island of 
Guaiba, in the East part of the Bay of Ilha Grande (Large Island), some 
50 miles to the West of Rio de Janeiro. 

The island is connected to the mainland by a railway bridge which 
brings the ore for shipment. 

The terminal administrative office is on Sai beach, 5 miles to the N.E. 
(and 120 km. from Rio by road). 

Local Time: GMT minus 3 hours. 

Pollution: Deballasting at sea only. The Authorities make pressing 
recommendations to avoid pollution, warning that fines are heavy and 
not alterable. 

Monetary Exchange: Only at the Agency can cruzeiros be obtained, 
but dollars are much sought after on land, even by small traders. 
Advantageous exchange rate. 

Navigation: 
Charts: Brazilian — 1601, 1602, 1603, 1608, 1610. 
British — 3970, 1683, 3970 
American — HO 24155, 24164, 24160. 

Landfall: No difficulties, using the mountains which are around the 
entrance: Ilha Grande to the West (1,037 m.) and Ilha de Marambaia to 
the East (620 m.). . 

Access: The approach channel, is in two straight parts, and is 
7.6 miles long. Buoys are not very visible either by day or by night, but 
perfectly detectable on radar. 

The width of the channel varies from 280 m. up to Buoy No. 7; 580 m. 
at Buoy No. 9 (bend); 330 m. up to Buoy No. 13; and then widens out 
into a manoeuvring basin 1.8 miles long and 0.5 miles wide. 

Draft: The channel has been dredged to 22.5 m., and the manoeuvring 
basin to 24.5 m. Vessels drawing 21.5 m. have used it on sailing. The 
Pilots recommend drafts forward of 30 ft. and aft of 36 ft. for the entry 
for a vessel of the tonnage 122,000 d.w.t. 

Currents: Along the coast, coming from the East, weak and 
counterclockwise. Inside, tidal currents may reach 1.5 knots. 

Tides: Twice a day but not equal every day. Tidal rise about 1 m. 

Times of entry and sailing: Night and day. 

Maximum vessel dimensions: Within the limit of the practicable draft 
of 21.5 m. No length restriction. 

Pilotage: Compulsory. The Pilot boards between 1 and 2 miles from the 
channel entrance. On sailing, he leaves the vessel between Buoy No. 8 
and No. 6. 

The pilot vessel has a white hull, a red roof and shows an alternating 
red light by night. Max. speed 9 knots. 

Call up on VHF Channel 16, work on Channel 13. 

For embarkation, lower the accommodation ladder to 5 m. above the 
water, and the pilot ladder to 1m. above the water. On leaving the 
vessel, he only uses the pilot's ladder (if the vessel is fully loaded). 

Anchoring: When awaiting the Pilot, vessels can anchor in 24 m. of 
water, 2 miles to the South or S.S.W. of the channel entrance (unmarked 
wreck, at a depth of 19 m. 1.5 miles to the S.E. of the entrance). 

Whilst waiting to berth, the Pilot anchors the vessel, either to the North 
of the second part of the channel between Guaiba Island and 
Mangaratiba Lagoon, in 15m. to 18m. of water. (Four vessels of 
150,000 tons would be able to lie there with ease). Or, to the East of 
Guaiba Island, outside the manoeuvring basin, in 25 m. to 30 m. of water. 

Holding is good in all these anchorages, but vessel exposed to the 
swell. 

Tugs: Three tugs of 4,000 h.p. available (MBR 1, 2 and 3). 

The tugs are taken at the entrance near Buoy No. 11. They are 
released on sailing, before Buoy No. 13. 

On entry and sailing, 1 tug forward and 1 astern, each taking 2 lines 
from the vessel. The third comes alongside amidships and passes 2 
lines to the vessel. Communication with the Pilot is by walkie-talkie. 
Berths: The pier is 400 m. long and orientated 238°/058°. It is connected 
to the Island by a bridge approximately 300 m. long carrying the 
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conveyor belt. Vessels can come alongside on the inside (N.N.W.) but 
for large ships only the outside (S.S.E.) is used. 

Berthing: Inside — starboard to quay 
Outside — starboard to quay after manoeuvring, or portside to the quay 
(according to the current). 

Fenders: Inside — two thicknesses of large tyres. Outside — metal 
panels fitted on thick rubber supports and shock absorbers. When 
heaving off, it is recommended not to slide against these fenders so as 
to avoid damaging them. 

Mooring lines: A strong swell is experienced at the quay, therefore 
good moorings are necessary. 4 lines at the bow, 2 to 4 amidships and 
2 astern. Two launches assist in passing lines. There are windlasses 
on the quay. The wire lines are positioned afterwards. 

Height of Quay: 5 to 7 m. above the water, dependent upon the state 
of the tide. 

Gangway: This is only used after the vessel is fairly well loaded. 
Handling: 

Equipment: A single conveyor belt, movable through 360°, 22 m. 
above water level. Personnel, installation and equipment belong to MBR. 

Advance Arrangements: Come alongside the quay with holds clean 
and open. Opening of hatches can be carried out during the approach 
manoeuvre. Inspection of tanks and slops takes place as soon as the 
vessel is alongside, and a gas-free certificate is issued. 

Working hours: 24 hours. 

Holidays: None. 

Capacity: The gear can supply 7,000 t.p.h. In reality, the net Capacity, 
with stops deducted was 3,100 t.p.h., and more than 40 hours had to 
be worked, stops and weighing included, to ship 120,000 tons. 

Weighing: As the weighbridge was not operating the only check 
therefore was reading the draft marks, fairly approximate as there was 
a swell, carried out by the Master and the draft surveyor (the latter issues 
the gas-free certificate). It appears that it is necessary to watch 
calculations closely, particularly as far as the incidence of sag on the 
deadweight (application on the MBR leaflets of the “Means of means’ 
rule which is less favourable than the “two-thirds rule” generally applied 
elsewhere). 

Formalities: 

On arrival: The Agent comes on board with Customs, Health and 
Immigration. Whilst the photographer is working, and the inspector 
checks the-holds, the following documents are handed over to the 
different authorities represented: 

1 Manifest of Ballast. 

9 Crew Lists. 

2 Passenger Lists. 

5 Stores Lists. 

4 Individual Declarations. 
1 Health Declaration. 

4 Notices of Readiness. 

Photographs for passes are brought back within 2 hours and the next 
morning where a night arrival is concerned. (May 1980 — done on the 
spot using a Polaroid). 

Customs: Seals placed on alcohol and tobacco. No _ individual 
limitations. 

On sailing the Agent delivers on board: 

2 Gas-free Certificates 
2 Visaed Notices of Readiness, ship's copy 
2 Notices of Readiness, Agency copy 
1 Sailing Pass 
1 Embarkation Pass 
2 Vessel Sailing Passes 
1 Draft Survey Results 
1 Weight Certificate per type of Ore Loaded 
2 Cargo Manifests 
2 Cargo Loading Statements 
2 Cargo Distribution Plans. 
Facilities: 

Shore access: The nearest town is Mangaratiba (7,000 inhabitants). 
To reach it, show your pass at the gatekeeper's office on leaving the 
port, take a bus (a few minutes) to the landing stage at the foot of the 
bridge between the island and the mainland. 

Take the launch (45 minutes) to Mangaratiba. 

From there, another bus goes to Rio (the bus company is EVAL) which 
takes about 3 hours, leaving every 2 hours. The first bus is at 0800 hrs. 
Price 18 cruzeiros. Last departure from Rio at 1800 hrs. (Bus station at 
the corner of the port, at the end of Avenida Francisco Bicalho). 

The Agent arranges the times of departure of the launches with 
vessels’ officers. 

Medical care: At Mangaratiba for urgent attention and minor treatment. 
More serious cases must be handled in Rio. 

Repairs: Small repairs possible using local personnel. For repairs of 
some importance, it is necessary to call in Verolme at Angra dos Reis 
or a shipyard in Rio. 

Stores: Some direct purchases possible in Mangaratiba. Limited 
choice. An order can be sent by telegram to the Agent who will make 
the necessary purchases in Rio, which will involve the cost of transport, 
and therefore high prices, particularly for small quantities. 

Bunkers: None available. 

Fresh Water: Available on the quay, but not drinkable. Output 60 t.p.h 

Telephones: Connection possible on request to the land network. 

Lifeboat practice: After prior agreement of Port Captain. 

REPORT: December 1980. Coal Berth. 
Location: Madeira Island — District of Itaguai — Rio de Janeiro. 
Geographical Coordinates: 

Latitude: 22° 56’ 11” South, Longitude: 43° 50’ 20” West. 
Access: 

Railroad — Wide gauge linking the Port to Japeri. 

Highway — Connecting BR-101 highway to the Northern and Southem 
highways. 

Ocean — Deep channel with 15 m. in the initial phase with 18 m. later 


Infrastructure: 

Electric Power — High tension line of 138 kva. 

Water — Guandu system, with great capacity. 

Available systems of communication: telephone, telex and radio. 

Hand-labour — Specialised and semi-specialised, available in the area. 

Supplies — Easily available in the area. 

Stages of the Project: 

1st Stage: The terminal has a capacity to transport 5.8 million tons of 
coal/year, added to the manoeuvring of 130,000 tons/year of alumina 
from Valesul. Termination expected in the 2nd half of 1981. 

2nd Stage: To be developed soon after the termination of 1st stage. 
Will be constituted of installations for the exportation of 18 million tons/ 
year of iron ore (2 berths); 4 million tons/year of steel products (3 berths) 
and a quay for the transport of natural gas, sulphur, fertilisers and 
containers. 

Construction being executed: 

Access channel — With 22km. extension and 200m. width. 
Manoeuvring basin of 11 m. depth where vessels will manoeuvre without 
cargo. 

Berthing quay: With 540 m. length and 39.25 m. width, allowing the 
berthing of 2 vessels (one of 90,000 t.d.w. and another of 50,000 t.d.w., 
or 2 of 65,000 t.d.w.) at South face, and 2 of 45,000 t.d.w. at North face. 
It will have 2 conveyor belts for coal and one for alumina, being 3 m. 
wide reserved for the installation of equipment in the 2nd stage. 
Access bridge: The access to the quay is by an “L” shaped bridge, 
750 m. in length and 22.5 m. width. 

Sea-wall: It covers the Southern part of Madeira Island with an extension 
of 4,000 m. It will also be utilized for the passage of coal conveyor belt 
lines, access roads, and in the 2nd stage, for the access of steel products 
and ore conveyor belt lines to the quay. 
Stocking area: Parallelogram-shaped, it will have 2,500,000 sq.m. and 
a stocking capacity of 500,000 tons. 
Rear stocking area: 
Reserved for cargo (coal, ore, solid and liquid bulks, etc.) 
5,050,000 sq.m. 
Reserved for the administration, maintenance and services 
1,200,000 sq.m. 
Reserved for small industries associated with the port activities 
800,000 sq.m. 


7,050,000 sq.m. 


Operational equipment: 

Quay equipments: Coal —2 dischargers of 1,500 t.p.h. each 

2 dischargers of 800t.p.h. each 
Alumina — 1 sucker of 300 t.p.h. 
Transport equipment: 
Coal — 2 conveyor belts of 4,500 t.p.h. each 
Alumina — 1 conveyor belt of 300 t.p.h. 
Piling equipment: 
Coal — 2 fork-lifts of 4,500 t.p.h. each 
2 recyclers of 3,000 t.p.h. each 

Centralised Control: Equipment is controlled by an automated Main 
Control Centre which will supervise the operations. 
Water supplying and fire fighting system: A 200 mm. duct, expected 
capacity of 200 litres/second. A reservoir of 1,500 cu.m. wiil supply the 
whole port including the fire line. 
Sewage: A compact modular station has been initially planned, and 
subsequently an underwater pipe-line. 
Buildings and auxiliary installations: 

Buildings for the Administration and Operations. 

Buildings for the Maintenance and Services. 

For the Communications Room. 
Expansion: So as to increase the capacity of the coal terminal to 
2.8 million tons/year, making a total of 8.6 million tons/year, 2 more 
dischargers will be required, one (1) with a capacity of 1,500 t.p.h. and 
another with 800 t.p.h. 


SHIP’S OFFICER‘S REPORT: August 1984. Coal Berth. 
Anchorage: There are 3 main anchorages used by vessels awaiting 
berthing at Ilha de Madeira Terminal, Sepetiba Bay. 

The first is the main waiting anchorage which serves the Pta. do Leme 
Oil Terminal, Ilha Guaiba Ore Terminal and Sepetiba Bay. This is 
Situated in the vicinity of Lat. 23° 08.8’ S., Long. 44° 04.5’ W. as marked 
on Chart No. 1683. Pilots will board here. 

The second anchorage is that which the Pilots prefer you to use as 
the waiting anchorage and is situated in the vicinity of Lat. 23° 03.7’ S., 
Long. 44° 03.0’ W. This area is also the preferred boarding station for 
the Pilot as vessels proceeding to Sepetiba Bay do not have the draft 
{o require them to use the approach channel to Ilha Guaiba Ore Terminal. 

The third anchorage area is the main waiting area for vessels bound 
for lha de Madeira Terminal and lies to the South of Ilha Jurubaiba, 
North of the main channel, as marked on Brazilian Chart No. 1623, from 
the vicinity of No. 4 Buoy to the vicinity of the corner to the North of 
No. 5 Buoy Northwards to the Latitude of 22° 58.0’ S. (Approx.). 
Pilotage: Pilotage is provided by the Rio de Janeiro Pilotage Authority 
who should be given the usual long-range ETA's etc., “Sepetiba Pilot” 
Should be called on VHF Channel 16/13 from about 4 hours before arrival 
off Pta. de Castelhanos (Lat. 23° 10.2’ S., Long. 44° 05.5’ W.) for 
instructions. Pilots will not move vessels in Sepetiba Bay after dark and, 
if there is a ship on the berth at Ilha de Madeira ready to sail they prefer 
to make one operation of it by Sailing the outward bound vessel before 
taking in the arriving vessel. Should they require an arriving vessel to 
anchor they prefer it to use the second anchorage mentioned above so 
that they may leave the outward vessel and transfer to the inward ship 
around that area. Pilotage is compulsory for all ships using the deep 
water channel in Sepetiba Bay. 

Tugs: There are three powerful twin-screw tugs which serve the ports 
In and around Sepetiba Bay. They are “MBR |", “MBR II” and “MBR 
lll". They are apparently based at Itacurca. At Ilha de Madeira Terminal 
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they tie up one on the bow, one on the stern and the third assisting as 
required amidships, using ship's ropes. 

Berthing: \|ha de Madeira Terminal is situated on Ilha de Madeira (Lat. 
22° 56.15’ S., Long. 43° 50.2' W.) and consists of a single long jetty 
lying approx. 086°/266° T. with a connected dolphin each end. The 
Eastern dolphin is also connected to the shore by a bridge in the direction 
357° T. (approx.) which carries the coal and Bauxite belts, service lines 
and the approach roadway. 

The main part of the jetty is 610 m. (approx.) long and can berth two 
ships on the outside which is protected by large pneumatic rubber 
fenders. These berths are served by 4 discharging gantries and two 
belts for the discharge of coal. At present only two of the gantries are 
operational but work proceeds on the other two and they should be 
ready in the near future. Ships berth port side at this jetty. There is a 
berth on the inboard side of the jetty at the Eastern end which handles 
Bauxite. The rest of the inboard side has bollards at the usual intervals 
but has no machinery serving it at present. 

The jetty was opened for use in February 1983 and development 
continues. Further development of the port is projected. 

The present limiting draft for arrival is considered to be 37 ft. with a 
limiting draft alongside of 41 ft. Further dredging etc. is projected to 
improve the approaches. 

Stevedores: Stevedoring appears to be under the control of: Servicos 
Maritimos e Portuarios Ltda., Matriz: Rua de Quitanda 191-5e andar Rio 
de Janeiro — RJ. Tel: 253 8899 Geral. Telex. 21214915 SMP BR. 
Repairs: All repair firms etc. are located in Rio de Janeiro, hence all 
major work must be done there. Minor work may be carried out in 
Sepetiba Bay. Divers, etc. would come from Rio if required. 

Supplies: All fuel must be obtained at Rio de Janeiro. Fresh water is 
supposed to be available on the berth but the berth is most unwilling to 
supply and only then in very limited quantities. The available hydrant is 
well forward and the shore will provide only sufficient hose to reach the 
deck. This hose is in extremely poor condition. 

Provisions are supplied by road from Rio and appear to be of good 
variety and quality. Bonded stores are available also. 

Services: All services are supplied through or at Rio de Janeiro. 
Communications: There is a good road to Rio de Janeiro and there is 
a rail link. The nearest airfield for international flights is at Rio de Janeiro. 


AUTHORITY: Porto de Sepetiba, Cais do Porto, Itaquai, 23.800 RJ 
Brazil. Tel: (021) 788-1421, 788-2548, 788-1358. Telex: (021) 36338 
CDRJ. Contact: Francisco X. Bastos do Amaral, Manager. 


TRAMANDAI (Rio Grande Do Sul): 29.59 S. 50.08 W. 
(See Plan) 


LOCATION: Almirante Soares Dutra Terminal: Terminal Maritimo 
Almirante Soares Dutra — TEDUT, is located 6 km. from Tramandai, 
which is 120 km. from Porto Alegre, Capital of the state of Rio Grande 
do Sul. The Buoys (SBMs) are positioned 2.05 miles and 3.35 miles 
from the shore and their geographical co-ordinates are: 

SBM No. 1 (West), Lat. 30° 00’ 40” S., Long. 50° 05’ 42” W. 

SBM No. 2 (East), Lat. 30° 01' 52” S., Long. 50° 04’ 35” W. 
DOCUMENTS: Also see “General” before first port. 

4 copies Cargo Manifest. 

4 copies Bill of Lading. 

Cargo's Quality Certificate. 

Time Sheet and Ullage Report from the Loading Port. 

Narcotics List. 

3 copies Crew List. 

3 copies Stores List. 

Crew's Baggage Declaration. 

Passenger’s List or Negative. 

PILOTAGE: Sea Pilot not required. On daylight arrivals the 
PETROBRAS launch will meet the ship 2 miles Northeastward from SBM 
No. 2, carrying the Mooring Master, Port Authorities, Terminal’s workers, 
equipment for mooring and connection of hoses. All manoeuvres will be 
undertaken by the vessel's Master with the help of a TEDUT Mooring 
Master who will board the vessel in the anchorage area and advise the 
vessel's Master on all operations such as mooring, connecting hoses, 
unloading, unmooring, etc. 

It is important to emphasise that the services of the Mooring Master 
are afforded without charge and upon the express undertaking and 
condition that PETROBRAS shall not be liable for any damage or injury 
resulting from any advice, assistance or actions given or made by such 
Mooring Master. In the event it becomes necessary to disregard the 
Mooring Master's advice, in order to ensure safety of the vessel, the 
Master must forward a full written report of the circumstances for delivery 
to the Captain of the Port through the Terminal. It is the responsibility 
of the Master to notify the Mooring Master of any special conditions or 
peculiarities such as defective navigation equipment, tackle, gear or lack 
of necessary equipment, which might impose hazards related to 
handling, mooring and unloading the vessel. Vessel must be moored to 
the entire satisfaction of the Mooring Master. Unsatisfactory conditions 
will be reported to Superintendent of the Terminal, who is empowered 
to reject the ship for future calls unless the reported difficulties have 
been remedied. 

ANCHORAGE: The advisable anchorage sites are: For tankers with a 
draft of 15m. (50 ft.) or less, the anchorage is in position Lat. 
29° 59’ 00” S., Long. 50° 04’ 30" W., or with SBM No. 1 (West) bearing 
213° at a distance of 1.5 miles to 2 miles, where depth is 20 m. (65 ft.) 

For tankers with a draft of more than 15 m. (50 ft.), the anchorage is 
in position Lat. 30° 00’ 00” S., Long. 50° 03’ 00” W., or with SBM No. 2 
(East) bearing 217° at a distance of 2 miles to 2.5 miles, where depth 
is 24 m. (79 ft.) 

The seabed in the anchorage area is fine sand and mud. Mooring 
Masters will board arriving tankers in those areas. 
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APPROACHES: See Brazilian Chart No. 2010. 

There are 3 conspicuous water towers named Tourist, Agrimer and 
Tramandai. There is also a meteorological watch steel tower nearby the 
pier in position Lat. 29° 58’ 32” S., Long. 50° 07’ 21” W. There is also, 
located side by side a lighthouse tower and a radio beacon steel tower, 
both at position Lat. 30° 00’ 27” S., Long. 50° 08’ 05” W. Characteristics 
of lighthouse: Flash (3) group — white 12 sec. — 25m. 15 M. 
Characteristics of radio beacon: Code FB — FOX/BRAVO — continuous, 
frequency 300 kHz, range 300 miles. 

SBMs'’ Light Characteristics: 


Flash Colour: Yellow 

Flash: 0.5 sec. 
Eclipse: 3.0 sec. 
Period: 3.5 sec. 


RESTRICTIONS: Due to the peculiar conditions of the terminal, mooring 
undertaken only at daytime. Sometimes the leaving of launches 
seawards depends on the height of tide and the strength of the waves. 
Tankers may have to wait for favourable weather conditions so that 
mooring may safely be started. 
MAX. SIZE: SBM No. 1 (West), designed for 105,000 d.w.t. tankers, 
max. draft 16 m. (52 ft.). SBM No. 2 (East), designed for 200,000 d.w.t. 
tankers, max. draft 19 m. (62 ft.). The distance between the vessel's 
bow and manifold must not be more than 100 m. for mooring to SBM 
No. 1 (West) or 150 m. for mooring to SBM No. 2 (East). 
HEALTH: Display of quarantine signal — “Q” flag — on approach 
Tramandai must be maintained until Free Pratique is granted. The 
National Brazilian flag should remain hoisted throughout vessel's stay 
in the terminal. Port Doctor visits all ships on arrival and requires 
Maritime Declaration of Health, Derat Certificate, 2 Crew Lists. Vessels 
from another Brazilian port automatically receive Free Pratique and 
should not fly Quarantine Flag. If suspected disease or fever on board, 
it is advisable to cable Agent before arrival. Also see “General” before 
first port. 
RADIO: Vessels bound for Tramandai should advise their ETA 48 hours 
prior to arrival direct to Fronape/Rio (through government coastal radio 
station) as well as to their Agents (through PPR — Porto Alegre Radio — 
government station). In turn these stations will send messages to the 
terminal. Confirmation or change of ETA should be cabled 24 hours 
before arrival. Vessels may also contact TEDUT’s radio-telephony 
station either in AM or SSB on the following channels and frequencies: 
VHF: Frequencies: 

Channel 6 — 156.30 MHz. 

Channel 9 — 156.45 MHz. 

Channel 11 — 156.55 MHz. 

Channel 12 — 156.60 MHz. 

Channel 13 — 156.65 MHz. 

Channel 14 — 156.70 MHz. 

Channel 16 — 156.80 MHz. 
SSB Frequencies: 

Channel 1 — receives 2,182 kHz. transmits 2,182 kHz. 

Channel 3 — receives 4,125 kHz. transmits 4.125 kHz. 

Channel 4 — receives 4,084.7 kHz. transmits 4,379.1 kHz. 

Channel 5 — receives 8,216.7 kHz. transmits 8,740.6 kHz. 

Channel 6 — receives 12,351.7 kHz. transmits 13,122.5 kHz. 

Permanent listening: VHF on Channel 14 and SSB on 4125 kHz. 

When within range, vessels equipped with radio-telephone should call 
first on Channel 16/DELTA-156.8 MHz and then change to another 
agreed Channel, preferably 14/CHARLIE-156.7 MHz for mooring 
instruction. All ETA’s should indicate whether it is locai time or GMT. 
Weather forecasts as well as Notices to Mariners are transmitted by 
PW2Z and PPR radio stations. 

LAUNCHES: Mooring, unmooring and connection operations are 
assisted by the terminal's launches. While rendering such assistance 
the boats act under orders of the Mooring Master. Usually 2 service 
boats are at his disposition. Besides operational assistance they 
undertake transportation of Mooring Masters, personnel, Agents, ship 
chandlers and Port Authorities. 

ARRIVAL: Arrival time is considered to be the time the vessel reaches 
the anchorage vicinity or the time the Mooring Master boards the vessel, 
whichever occurs first. However, Notice of Readiness will not be 
considered as the time of arrival unless the vessel is in all respects 
ready to discharge. In the event berthing is delayed by weather 
conditions, tankers will be unloaded in turn. If, however, the weather is 
so bad that the port is closed and vessels awaiting discharge have to 
go out to sea, TEDUT may discharge another vessel on reopening if it 
arrives before the return of other waiting vessels. More rarely, the 
Terminal Superintendent may grant priority to a particular vessel out of 
turn, in special circumstances only. 

MOORING: The Mooring Master will advise on the method of securing 
the ship. Tankers are usually moored by two bow nylon hawsers of 
15 in. circumference and 50 m. length. Vessel’s nylon messenger lines 
are shackled — one at a time — to the pick-up wires of the chafing chains 
by the launch crew and hove in (through the vessel's windlass warping 
bollard) until the lengths of the chafing chains are brought over the 
vessel's roller chocks/fairleads. Ship's engines may help the lead-in 
ropes (vessel's messenger) in coming up to the SBM. 

The following items must be observed: Anchors must be well at home 
and secured with stoppers and brakes. Windlass warping bollards must 
also be ready to lift chain stoppers, wire strops, shackles, senhouse 
slips, crowbar, hammer, spikes and other gear to be placed on board 
for mooring purpose (equipment supplied by TEDUT). Two good eye- 
spliced (9 in. at least) nylon hand-inlines must be be ready, at each side, 
on the fo'castle head, to be given to the launch, who in turn will shackle 
them to the hawser's pick-up wires (marked by little spar buoys). 
HOSE CONNECTION: The Mooring Master will direct the Terminal’s 
working men in lifting, connecting and lowering the hoses. After the 
vessel is securely moored, the 16 in. floating hoses must be individually 
lifted to the rail by the ship's gear. Sundry hose securing and connecting 
equipment (strops, gaskets, nuts, bolts, wrenches, etc.) will be supplied 
by the Terminal and put aboard the ship just after arrival. Hoses will be 
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lifted by ship's derrick, always on the port side. Minimum lift of 5 tonnes 
capacity required. When wind force reaches about 8 Beaufort Scale and 
waves are 3.5m. high, emergency disconnecting operation will take 
place, even at night time. 

UNLOADING: Pumping must not be started without permission of the 
Mooring Master. The max. allowable pressure is 7.5 kg./sq.cm. 
(110 p.s.i.). While the vessel is moored, the vertical angle formed by 
the nylon hawsers and the sea level should not exceed 30°, for safety 
of the SBM's turntable. When necessary, due either to excessive pitching 
or by being trimmed too much by the stern, pumping of ballast must be 
concentrated in the fore-tanks, even if interruption of unloading becomes 
mandatory. So the Mooring Master may require cargo to be discharged, 
in certain stages, either from aft or for'd compartments. 

As a rule, when unloading is over, the ship should have ballast on 

board at least 40% of her total d.w.t. tonnage. Besides the Mooring 
Master himself, some terminal workmen stay aboard ship. Therefore, 
room and meals for 1 officer and 6 crewmen should be supplied. Upon 
completion of discharge the Mooring Master will sometimes require the 
ship to pump sea water through the submarine pipe-lines to displace 
the remaining oil. 
BALLAST: No slop facilities are available for dirty ballast. Brazilian laws 
are very strict with regard to the pollution of coastal waters. Vessels are 
not allowed to discharge dirty ballast into the water. Heavy fines are 
imposed for violations. 

Tramandai is the largest Rio Grande do Sul seaside resort and any 
pollution of the sea in this area will cause damage to the beaches. 
Hence, no dirty ballast or any oily residues must be pumped overboard 
within a range of over 50 miles, if no safer alternative exists. 
MEDICAL: Medical treatment and/or hospitalisation, if required, are 
provided at Tramandai or Osorio private hospitals. Serious illness will 
usually be treated in Porto Alegre. Dentists are also available in 
Tramandai. For emergency cases (injury, etc.) TEDUT first medical aid 
may be requested by the Master. As usual, Agent will make such 
arrangements. 

FUEL: Not available. 

FRESH WATER: Not available. 

CONSULATES: No consular representatives are reported to exist in the 
area; however, there are consulates of most maritime nations in Porto 
Alegre. 

CONSTANT READINESS: Since moorings are in open roadstead, 
vessel's engines and gear must be ready with full power for immediate 
use through the period the vessel is moored and the ship must be able 
to clear the mooring immediately on the advice of the Mooring Master 
or Superintendent of the Terminal. 

Whenever necessary, vessels may use their own power to prevent 

riding upon the SBM. 
CUSTOMS REQUIREMENTS: Brazilian laws are strict with regard to 
smuggling and Masters are requested to instruct their crews not to retain 
cigarettes in carton lots, cigars, tobacco, alcoholic drinks, drugs, 
souvenirs, etc. These should be collected prior to arrival, listed with the 
items in the slop chest and placed in the custody of the Master for deposit 
in the chest or closet which will then be sealed for the duration of the 
vessel's stay at the mooring. 

By no means will any commercial transactions be tolerated, be it either 
among terminal employees, crew members or anyone else. 

TIME: Local time is GMT minus 3 hours. 

SHORE LEAVE: Depends upon agreement between ship's Master and 
Agency. 

GENERAL: Lighters not available. Launch connection with shore is 
entirely dependent on weather conditions and must be considered 
unreliable. 

AUTHORITY: Petroleo Brasileiro, S.A. — PETROBRAS, Terminal 
Maritimo Almirante Soares Dutra (TEDUT), Caixa Postal 19, 95590 
Tramandai-RS. Tel: (051) 6611942, 661 1342, 661 1088. (0512) 
212888, 212846. Telex: Petr 052 3003. FAX: (051) 661 1088, 661 1342 
(ext. 218). Contact: Nelson Nunes Toledo, Superintendent. 


TUBARAO (Including Praia Mole): 20.17 S. 40.15 W. 
(See Plan) 


PILOTAGE: Pilotage is compulsory between the anchorage and the 
berth. Request for the Pilot is made by port operators (CVRD) 4 hours 
in advance (minimum). The vessel should indicate the time of arrival of 
the vessel at the entrance and from which point pilotage is required 
Pilot may be contacted on the following VHF Channels: 16 for constant 
listening and 10, 12 and 14 for conversations. 

Compulsory pilotage area is from the anchorage area where the Pilot 
embarks, the access channel, the manoeuvring basin and the existing 
piers in the port. After a Pilot receives advice of vessels arrival it takes 
50 minutes for the Pilot to embark, this is done by a launch of the Vitoria 
Pilot Service. No difficulties are encountered when embarking except 
when the sea is very rough and there are strong winds. 

Pilotage Area: The inner maritime area is limited by the circumference 
of 2.5 miles radius, centered on the Tubarao South Light in the sector 
included between 340° and the island Boi, as far as the berth. 
APPROACHES: The access channel is 280 m. wide and dredged to 
22.5 m. and runs in a 345°-165° direction. The beginning of the channel 
is marked by a red light buoy in position Lat. 20° 19’ 36" S., Long 
40° 14’ 22.5” W. and a white light buoy in position Lat. 20° 19’ 41.5” S., 
Long. 40° 14’ 34.5" W. (See NHD chart 1401). 
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Tides: Tidal variation is small, on average, there being 2 high tides and 
2 low tides each day. The coastal current generally runs to the South 
with an average speed of 1 km./hour. The current is less constant in 
May and June. The maximum size waves, are 1.5 m. with wind coming 
from N.E. and 2.5 m. with S.W. wind. 

Manoeuvring Area: The manoeuvring area for berthing and unberthing 
has a width of 150m. along the whole length of the quay, the 
manoeuvring basin has a diameter of 500m. and depth of 18.0 m. 
Anchoring is prohibited in the access channel and the manoeuvring area 
except with prior permission of the Port Captain. 

Access Channel: Vessels destined for the Coal Terminal, located on 
the Northern edge of the access channel to the port of Tubarao, use 
this channel as far as slightly ahead of Buoy No. 5 (LF. ev. 3 secs.) 
turning to the N.E. to enter the terminal manoeuvring basin. 
ANCHORAGE: The anchorage area for vessels awaiting berths is Lat. 
20° 19.3' S., Long. 40° 15.1’ W. Vessels in quarantine must anchor in 
an optional area indicated on chart 1401. 

MAX. SIZE: See “Berthing” and “Tankers”. 

HEALTH: Free pratique may be obtained by radio, the message being 
sent to the ship's Agent by radio via PPO (Olinda), PPJ (Juncao), PPR 
(Rio) or PPL (Belem), at least 72 hours prior to the vessels arrival. 
Declaration of Health must be prepared and typed in order that it may 
be delivered to the doctor when he comes on board. 

RADIO/VHF: Vitoria Radio Station on VHF Channels 16, 12 and 13. 
TUGS: Two tugs of at least 1,500 h.p. are used when proceeding from 
the entrance to the manoeuvring area off the berth. When berthing 4 tugs 
and 1 launch assist. 


Name H.P. Bollard Pull 
Helio Ferrzaz 3,000 31.7 
Tubarao 1,900 29 
Itabira 1,530 16 
Carajas 2,540 39.4 
Trombetas 2,540 37.6 
B. Horizonte 1,680 20 
Guaiba 1,680 Zo 
Titan 2,170 36.6 
Arcturus 2,160 25 
Servemar 10 1,070 15 
Jamie 600 6 
Affonso 1,640 16.4 


BERTHING: Should a vessel be departing at the same time as another 
vessel is entering, the vessel which is leaving has priority and the vessel 
which is waiting to enter is to wait outside the entrance channel. Vessels 
are not permitted to pass each other in the channel or the manoeuvring 
basin. Should the weather conditions be poor, visibility restricted or too 
dark for the vessel to berth or unberth the decision to manoeuvre will 
be taken by the Pilot who may decide to change the operations to a 
more convenient time. 

Vale Do Rio Doce Co. 

Pier 1: Length 390 m. usable berthing length 350 m., depth on North 
Side and on South Side 16.0 m. Berthing is possible on both sides. Ship 
Loaders No. 1 and 2 can load vessels on both sides of the pier. 

Ship Loader No. 1: Max. height of hatch coaming above sea level 
12.50 m. Max. outreach of loading boom 24m. Nominal capacity of 
loader 6,000 t.p.h. Vessels max. LOA 330 m. Max. sailing draft 15.20 m. 
plus height of tide (average 1.3 m.). 

Ship Loader No. 2 (Seaward side of pier): Max. height of hatch 
coaming above sea level 17 m. Max. outreach of loading boom 33.50 m. 
Nominal capacity of loader 8,000 t.p.h. Max. length 330 m. Max. sailing 
draft 15.20 m. plus height of tide (average 1.3 m.). 

Pier 2: Max. LOA permissible 350 m., depth alongside 24 m. There 
are 4 dolphins each with 2 hooks and 4 dolphins each with 3 hooks. 

Storage Area: Old area 2 million tons, new area 4 million tons, factory 
area 1.7 million tons. 

This is a new pier now completed parallel and inshore of the existing 
pier for vessels of 250,000 d.w.t. Max. sailing draft 20.0 m. plus tide 
(average 1.3 m.). Vessels berth at seaward side only to avoid ranging. 
2 shiploaders, swivelling (20 m. airdraft). Load rate 12/16,000 t.p.h. 
No dirty ballast facilities. Heavy fines for pollution. 

Should Pilot wish to berth a bulk carrier on Pier No.1, South side, 
(Vale Do Rio Doce Co.) and there is a vessel at the Petrobras Terminal, 
the vessel at Petrobras Terminal will be removed prior to berthing of the 
bulk carrier. 

Praia Mole: The port is situated on the North side of the Bay of Espirito 
Santo in the approximate position Lat. 20° 17’ S., Long. 40° 14’ E., close 
to the Port of Tubarao. It is 12 km. from the centre of the town of Vitoria, 
capital of the State of Espirito Santo, connected by an ashphalted road. 

It is an artificial port in the open sea, functioning mainly to receive 
metallurigal and power generation coal and the shipment of metal 
products for export. 

The Port of Praia Mole consists of a terminal with coal receiving 
€quipment and a terminal with equipment for export of metal products. 
Coal Terminal: Built for the movement of 8 million tons/year in its first 
Stage and 12 millions of tons/year in its second stage. 

The pier is 730 m. long (operating on one side only) and the civil 
engineering work is finished. It should be able to receive vessels of 
15,000 d.w.t. to 170,000 d.w.t. at Berth No. 1, depth 17.0 m. and vessels 
up to 250,000 d.w.t. at Berth No. 2 after dredging this berth to 21 m. 
Present depth 18.0 m. Berth No. 1 length 330 m. Berth No. 2 length 
400 m. Manoeuvring basin — diameter 500 m. depth 18.0 m. 

The pier is fitted with 3 discharge units with a capacity of 1,800 t.p.h. 
each. The discharged coal is transported via three lines of conveyor 
belts (1 line already functioning) for storage in the Coal Storage Area 
of the port or taken directly to CST or CVRD. The Coal Storage Area 
will have a capacity of 11 million tons, with 520,000 tons at present. In 
the Coal Storage Area, for stocking and recovery of coal are planned 3 
Stackers and 2 recovery units, with capacities per machine of 2,200 t.p.h. 
and 4,400 t.p.h. respectively. (Currently, 1 stacker is undergoing 
operational tests, 1 recovery unit is being installed.) The coal recovered 

fom the area will be sent to the cellulos/cement industries for 
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pelletisation by CVRD, to CST or for Usiminas/Acominas by means of 
a system of loading wagons on the railway system, with a capacity of 
2,000 t.p.h. in the phase of current installation. 

Metal Product Terminal: Built for moving 3 million tons/year in its first 
stage and 4.5 million tons/year in its second stage. It comprises a 638 m. 
long quay with depth of 14.5 m. for taking vessels from 15,000 d.w.t. to 
70,000 d.w.t. 

On the quay 4 loaders for metallurgical products for vessels with 40 
tonnes capacity each. In the rear part of the quay will be formed an area 
for storage and handling products, with an area of 30,000 sq.m. in its 
first stage, and 100,000 sq.m. in its second stage (currently 60,000 sq.m. 
has been finished). This storage and handling area will have 10 rolling 
bridges with a capacity of 35 tons each and will be served by 5 railway 
lines along the quay. The railway lines are interconnecting CVRD to the 


quay. 
STEVEDORES: Services of stevedores not normally required. Crew 
open hatches. 

MEDICAL: Four hospitals available. 

TANKERS: Petrobras Terminal: The berth consists of 2 mooring 
dolphins which enable vessels of 160 m. LOA and draft of 7.9m. to 
berth. 

FRESH WATER: Available at all quays of the terminal, maximum 
quantity per vessel 150 tons. Requests for water must be made by Ships 
Officers immediately on berthing. If quantity greater than 150 tons is 
required 48 hours notice must be given in order to establish whether or 
not the additional quantity is available. 

FUEL: Diesel oil in quantities up to 100 tons can be supplied by 
Petrobras in road tankers at the berths, also vessels with Max. draft of 
8 m. and Max. LOA 160 m. can berth at the Petrobras Oil Terminal inside 
the breakwater to take bunkers and diesel. Vessels at Praia Mole 
bunkered by barge. 

Terminal Rates: 


Diesel oil — 100 t.p.h 
Fuel oil — 150 t.p.h 
Mixture — 80t.p.h 
Crude oil — 700 t.p.h 


REPAIRS: There is a naval repair shop in the area able to carry out 
normal repairs. 

AIRPORT: 8 km. from the port with connections to other cities within 
the country. 


HOLIDAYS: Confraternizacao dos Povos, January 1st; Passion Friday 
movable; Nossa Senhore da Penha, movable; Tiradentes, April 21st; 
Labour Day, May 1st; Independence of Brazil, September 7th; Our Lady 
of Vitoria, September 8th; All Saints, November 2nd; Proclamation of 
the Republic, November 15th; Christmas, December 25th. 
POLICE/AMBULANCE/FIRE: Police Tel: 227-0057. Fire Tel: 228-5193. 
TELEPHONES: Not available for placing on board. 


BANKS: The following banks have correspondents in other countries: 

Banco Frances e Brasileiro S/A: Credit Lionaise (France), Praca 
Presidente Vargas, 35 — Vitoria — ES. Telex: 2249. 

Banco Sudameris Brasil S/A: Sudameris Paris; Comerciale Italiani; 
Banque de Paris et Pais Bas; Dresden Bank, Rua Treze de Maio, 48 — 
Vitoria — ES. Telex: 2265. 

Banco Lar Brasileiro S/A: Chase Manhattan, Av. Governador Bley, 
137-145. Telex: 2.2174. 

Banco de Credito Nacional: Barclay's Bank — England; Av. Princesa 
Isabel, 53 — Vitoria — ES. 

Bradesco-Banco Brasileiro de Descontos S/A (Correspondente): Av. 
Jeronimo Monteiro, 400 — Vitoria — ES. Telex: 132. 


GENERAL: 
Smoking: Smoking on tankers and OBO vessels may only take place 
in compartments specified and as indicated by the Master of the vessel. 
Readiness: Vessels must be able to unmoor immediately in cases of 
emergency. Unmooring is done with the aid of tugs. 
Repairs: No repairs undertaken to the vessels engines or any other 
repairs which may impeed emergency unmooring. Should any repairs 
at all be necessary these can only be done with the authority of the 
Terminal. 
Deballasting: Discharge of dirty ballast is strictly prohibited. Failure to 
comply with this rule will result in fines. 
Fire Fighting: The ship's fire fighting equipment must be kept in 
readiness at all times. 
Rubbish: There is no collection service. 
Deratting Service: Not available. 
Stores: Specialising firms in the district, orders must be placed 24 hours 
in advance. 
Degassing and Unloading: 

a) All ore/oil and oil/bulk/ore vessels must have their holds and tanks 
gas free. 

b) Ore/oil vessels carrying inert gas must have their holds inerted to 
receive ore cargo and be free of explosive gas and/or rendered inert. 

c) The terminal Inspector must receive, prior to loading, a certificate 
stating that the vessel on berthing is free of explosive gases and has 
been rendered/or is inert. 

d) The operation of gas freeing is not permitted when the vessel is 
berthed or in areas deemed to be dangerous by the Terminal authority. 


SHIPMASTER’S REPORT: July 1987. 

The vessel shifted from Paul Quay at Vitoria on High Water, to 
complete loading of pig iron at No. 1 Pier (South Side) at Tubarao. 

The South Side of the Pier No. 1 has been modified for the shipment 
of Pig Iron, using the No. 1 loader, from pre-stacked cargo close by the 
pier. Front-end loaders carry wetted down cargo to the conveyor belts. 
There are no pre-load shaking griddies to remove the rust and residue, 
The ship's deck was covered in a heavy sludge, that had to be cut with 
a hose or shovelled up. 
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The No. 1 loader has no spout but could accurately place the cargo 
in the after, outboard and forward sides of the hold. However, for the 
near side, it could only drop a baffle plate in front of the cargo stream. 
This created a rough fan spray of cargo dropping nearly vertically close 
to the nearside hatch coaming. Only by rolling down the slope of the 
cargo could this pig iron be persuaded to the ship's side. 

Thus it is not possible to load the cargo level across the hold. The 
loader is, however, much superior to the equipment in Vitoria for airdraft, 
reach and flexibility. The duty officer supervised the loading throughout 
to obtain the most level stow that could be managed. 3,600 tonnes were 
loaded in 2 hours into the one hatch. 

Notes: It is understood that:- 

1. There is a surcharge of US$ 2.00 per tonne loaded at Tubarao, over 
and above the charges of Vitoria. The manufacturers, selling their 
goods F.O.B., refuse to pay this surcharge. They insist on shipping 
from Vitoria's limited berths. 

2. Only 3 draft surveys are allowed by the terminal operators while the 
ship is alongside the pier. Thus reducing delays and the number of 
parcels that can be loaded. 

3.’ The Pier is unsuitable for bringing bulldozers to the ship, and it is not 
possible to trim the cargo into the void spaces left by the boom. The 
terminal does not believe that trimming is necessary, and might not 
allow the time. There is a widespread disbelief that pig iron shifts. 

4. At all berths in Tuburao, the swell is such that draft surveys can be 
greatly affected. 


AUTHORITY: Companhia Vale do Rio Doce, Superintendencia do 
Porto-Tubarao, C.P. 1078, Vitoria, Espirito Santo, CEP 29000, Brazil. 
Tel: (027) 238-5544, 238-5945. Telex: (027) 2517. FAX: (027) 228-0612. 
Contact: Roberto W. Kenski, Port Superintendent. 


UBU: 20.47 S. 40.35 W. (See Plan) 


LOCATION: The Port of Ponta do Ubu is located on the coast of the 
State of Espirito Santo, approximately 40 nautical miles South of Vitoria. 
Geographic position of the Ponta do Ubu Beacon: 

Latitude: 20° 46’ 48” S. 

Longitude: 40° 34’ 40” W. 

DOCUMENTS: All ships are subject to routine arrival visits by the 
following port officials: 

Health Officers 

Customs Officers 

Maritime Police Officers 

Immigration Authorities 

Also see “Shipmaster's Report’. 

PILOTAGE: Pilotage compulsory for all ships sailing through the 
channel, berthing and unberthing in Ubu. Pilots will board in the area of 
anchorage. Pilots attending the Ponta do Ubu area are members of the 
“Associacao dos Praticos do Porto e Barra do Espirito Santo”. 

All ships must provide an accommodation ladder and rope ladder, 
freeboard permitting. The landing platform of the accommodation ladder 
should be approximately 5.0m. above the water. Boarding facilities 
should be adequately lighted. 

Ships should request anchoring and/or berthing instructions from 
Ponta do Ubu Marine Operations 4 hours prior to arrival at the pilot 
boarding area, or when within VHF range. 

Ships must not proceed beyond specified boarding area or anchorage 
unless so instructed by Ponta do Ubu Marine Operations. 
APPROACHES: The Ponta do Ubu area is under the jurisdiction of 
Diretoria de Hidrografia e Navegacao (DHN), an agency of Brazil's 
Ministry of the Navy. Ponta do Ubu appears on DHN Charts Nos. 70, 
1400 and 1402, and on Admiralty Chart No. 3972, U.S. Hydrographic 
Office Chart No. 24170 and Brazilian Coast Pilot (Roteiro) 

Lights in the Vicinity: 


llha Escalvada (Island) Gp. FI. (2) 6.0 sec. 

27 metres 9 miles 

Lat. 20° 42’ S. Long. 40° 24’ W. 
lIha do Frances (Island) Fi. 3.0 sec. 

48 metres 12 miles 

Lat. 20° 56’ S. Long. 40° 45' W. 
llha Branca (Island) Fi. 10.0 sec. 

5 metres 9 miles 

Lat. 21° 00’ S. Long. 40° 48’ W. 


Ponta do Ubu Lat. 20° 46’ 48” S._ Long. 40° 34’ 40” W. 

Channel: See DHN Chart No. 1402 as amended by Aviso aos 
Navegantes (Notice to Shipmasters) No. 194/85, 71/86, 96/86 — 113/86 
and E94/87. Maintained channel depth is 18.0 m. (59 ft.) referred to 
chart datum. 
ANCHORAGE: Anchorage instructions must be requested from Ponta 
do Ubu Marine Operations. Anchorage area position is Lat. 
20° 46’ 24" S., Long. 40° 32’ 33” W. Masters are advised to give due 
consideration to Brazilian antipollution regulations while in coastal 
waters. 

Brazilian Government officials may board ships in anchorage for 
clearance formalities. Suitable and adequately secured accommodation 
ladder for this purpose must be provided soon after anchoring. Life ring 
with line with a minimum length of 50m. should be on hand and 
adequate lighting provided. 

MAX. SIZE: Ships arriving in ballast are requested to comply with the 
following recommended arrival drafts, keeping in mind indicated 
shiploading rates and shiploader clearance height limitations. 
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Deadweight Recommended Arrival Draft 
Tons (m.) (ft.) 

30,000 to 40,000 6.1- 67 20 — 22 
40,000 to 60,000 6.7=- 7.3 22 — 24 
60,000 to 75,000 7.3-'79 24 - 26 
75,000 to 100,000 7.9-— 9.1 26 — 30 
100,000 to 150,000 9.1’— 11.0 30 — 36 
150,000 to 170,000 9.1— 11.0 30 — 36 


Ships unable to meet these suggested drafts due to insufficient ballast 
capacity, anticipated deballasting problems, etc., should so advise in 
48-hour ETA message, along with estimated deballasting time. 

Max. Arrival Draft: 10.0 m. plus height of tide (0.6 m.— 1.6 m.) at moment 
of berthing. 
Max. Departure Draft: 15.5 m. plus height of tide at moment of departure. 


Report 1988: 

Max. LOA 308 m 
Max. Beam 54 m. 
Max. Airdraft 19.0 m. 


Max. Sailing Draft 15.5 m. (plus height of tide at moment 
of departure). 

Berth — West 18.5 m. 
Berth — East 15.0 m. 
HEALTH: Radio Pratique should be requested 72 hours prior to arrival, 
by forwarding quarantine message to Port Health Authorities through 
the ship’s Agent. The information required is as follows: 

Name and nationality of vessel; name of the last port of call; port of 
destination and name of Agent; nature of cargo, if any; date and place 
of last derating or exemption certificate; number of crew and passengers; 
health conditions of all on board; vaccination status of crew and 
passengers; ETA and any other information that may be required by the 
quarantine officers. 

Radio Pratique does not constitute quarantine clearance, and the ship 
will require inspection upon arrival. Radio Pratique if granted, will enable 
ship to enter, berth, and commence loading prior to official quarantine 
clearance. 

The following documents shall be submitted to the Port Health 
Authority boarding on arrival: 

Maritime Declaration of Health, duly filled in as required by Sanitary 
Regulation No. 2 of the World Health Organization. Copy of up-to-date 
crew list. Vaccination Certificates of all Crew members as well as their 
seamen's books or pasSports. 

Quarantine inspection will be carried out at the pier, or at anchorage 
if required, weather permitting. 

Quarantine flag must be flown until Free Pratique is granted. 

Masters are advised to have all Vaccination Certificates, Derat 
Certificate and Clearance from Last Port ready for inspection. 

RADIO: Rio de Janeiro Coast Radio Station, call sign "PPR" (Telex 
491) operates on a 24 hr. basis on the following frequencies: 435 kHz, 
8,634 kHz, 13,105 kHz. 

The Master of an arriving vessel is required to cable his notice of ETA 
15 days (or when departing prior port, if sailing distance is less than 15 
days) then 5 days, 48 hours, and 24 hours prior to estimated time of 
arrival at Ponta do Ubu. 

Five day message shall contain ETA, cargo tonnage required by hatch 
number and whether vessel is O.B.O. or ore/oil carrier. 

48 hours message shall provide the following information: ETA, arrival 
draft, ballast tonnage on board and deballasting time. 

24 hours message. Cable your ETA, indicate if vessel is fitted with an 
inerted system and if compartments will be under control of said system 
during loading. Also include type, manufacturer's name and the society 
that approved the classification of the inert system. 

When within VHF range, Master is to contact the Marine Manager's 
office for additional information on docking schedule, anchorage 
arrangements and cargo information. 

VHF: Ponta do Ubu Marine Operations is equipped with VHF radio 
monitored 24 hours a day. 
Frequencies: 

Calling Channel: 16 (156.800 MHz) 

Working Channels: 156.375 MHz, 156.650 MHz, 156.700 MHz. 
TUGS: Tug service is compulsory for al! vessels at Ponta do Ubu. Tugs 
will operate in accordance with Brazilian regulations covering this matter. 

Available tugs: 3x 1,680 h.p., 20 ton bollard pull. Additional tugs 
should be requested by the Agent. 

All ships should be equipped with wire cable tow line with nylon 
pendant. 

All communication between tugs and Pilots is via VHF. 

Tugs will operate on the same Channel as the Marine Operations 
office. 

BERTHING: Vessels are subject to the berthing/unberthing regulations 
exercised by Port Authority for night-time manoeuvres. 

The Port of Ponta do Ubu is owned and operated by Samarco 
Mineracao S.A., and is used solely for the purpose of handling and 
shipping iron ore. 

The port consists of a breakwater protected pier, close to the shore 

with a dredged berth area and access channel. 
Product stockpiling and transportation prior to loading: A bucket wheel 
stacker-reclaimer and a stacker operate around a 3,608 ft. long stockpile 
area. The stockpile has a total capacity of 1,000,000 metric tons of 
pellets and 500,000 metric tons of pellet feed. 

During normal operations, pellets are stockpiled by the stacker- 
reclaimer, and pellet feed stockpiled by the stacker. Both pellet feed and 
pellets are reclaimed using the bucket wheel stacker-reclaimer. The 
reclaimed material is then conveyed to the shiploader for loading aboard 
bulk carriers, at rates of up to 8,000 metric t.p.h. 

When reclaiming pellets, the output from the pellet plant is bypassed 
through the stacker-reclaimer and combined with the reclaimed pellets 
for shiploading. When reclaiming pellet feed, the output from the pellet 
plant is conveyed to the stacker, while the pellet feed output is conveyed 
to the stacker-reclaimer, bypassing the machine and combined with 
reclaimed pellet feed for shiploading. 


Mean Depth Alongside 


A simple station is provided to monitor the quality of pellet feed or 
pellets being loaded into a given ship statistically. Samples are 
automatically cut from the shiploading conveyor system at preset 
intervals, without interrupting the loading operation. Each sample is then 
reduced in size, and subjected to a complete range of quality control 
tests 

Material reclaimed for shiploading by the stacker-reclaimer is 
conveyed to a rail-mounted travelling shiploader. The shiploader is 
designed to load vessels on either side of the pier. A loadout weigh 
scale located near the shiploader monitors the final product delivered 
for shipment. 

Port facilities: Port facilities at Ponta do Ubu are located in the open sea 
near the apex of a shallow indentation in the coastline where currents 
have provided 20 m. deep water within 2 km. of the shore. 

The existing depth of water in the dredged channel is minus 18 m. 

The main berth area was dredged initially to minus 19 m. 
Berthing: The breakwater protected pier consists of a 313 m. long by 
22 m. wide concrete deck, extending in a 022° 30’ direction. It projects 
from the Eastern portion of the breakwater to a distance of 685 m. from 
the shore. 

The pier has berths on both East and West sides. 

Shiploading: The mobile rail mounted pier shiploader has a 41.6 m. fixed 
length boom, with a 280° turning angle and a 19.0 m. air draft. Its nominal 
loading capacity is 9,000 metric t.p.h. 

Report 1988: 

Tidal range: 0.3 — 1.6 m. 

Max. outreach of boom from fender line: 26.1 m. 

Clearance of loading at HWOST: 25.0 m. 

Travel of loader: 173.0 m. 

Working ranger of loader: 240° 

Average loading rate to bulk carriers: 6,500 t.p.h. 

LOADING: Vessels will be generally loaded in turn, in their order of 
arrival, provided that: 

(i) They are in all respects ready to receive cargo; 

(ii) All the cargo is available at the terminal; 

(iii) It is in accordance with the instructions of the charterer or his 

Agent. 

Vessel shall present a detailed loading plan immediately on arrival, 
including hatch quantities, with loading sequence and quantity of ore to 
be reserved for fore and aft trimming by hatches. 

Ships will leave berth immediately on completion of loading, unless 
specific permission to do otherwise has been granted by Marine 
Operations. 

Loading hours, subject to change, are as follows: 24 hours operation, 
Sundays and holidays included. 

All ships must secure bilge systems while at Ponta do Ubu. 

Combination ore/oil and ore/bulk/oil carriers must ensure that ballast 
tanks and piping systems are free of oil contamination, prior to arrival. 
Gas-free condition of combination carriers must be confirmed prior to 
loading. Certification and inspection shall be arranged through the 
vessel's Agent. Vessels with inerted tanks shall be checked and 
monitored continuously during loading. 

MEDICAL: The medical facilities nearest to Ponta do Ubu are located 
at Guarapari, 15 minutes away by car. 

Vitoria has modern hospital facilities. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. 

AIRPORT: Guarapari (20 km.) for light aircraft (air taxi). 

Vitoria (70 km.) Airport Eurico Sales, connection to other Brazilian 
towns. 

TIME: Local time is GMT minus 3 hours. 

HOLIDAYS: Local holidays: Confraternizacao dos Povos — {st January; 
Passion Friday — movable; Tiradentes — 21st April; Labour Day — 1st 
May; Sao Pedro — 29th June; Independence of Brazil — 7th September; 
All Saints — 2nd November; Proclamation of the Republic — 15th 
November; Day of the City and Day of Our Lady of the Conception — 
8th December. 

POLICE/AMBULANCEJFIRE: Police (Guarapari) Tel. 261-0151. 
SERVICES: There are supermarkets at Guarapari. 

TELEPHONES: No facilities for placing telephones onboard. 
GENERAL: The Brazilian National flag shall be flown while in the Ponta 
do Ubu area. 

Line-handling port personnel will be available for handling ship's lines 
during berthing and unberthing. All shipboard work necessary for 
berthing, loading and unberthing, including, but not limited to, handling 
and tending moorings, opening and closing hatches and normal deck 
cleanup, shall be performed by the ship's crew. 

Ships must have main engines ready and maintain watch while 
alongside the pier, unless specific permission to do otherwise has been 
granted by Marine Operations. 

The nearest town is Guarapari, 15 minutes to the North by car. Vitoria, 
Capital of the State of Espirito Santo, is about 80 minutes by car to the 
North. Daily flights, operated by major Brazilian airlines, connect the 
State capital with the rest of the country. 

Ships causing oil pollution, dumping of waste, refuse, etc., in coastal 
waters will be liable for all resulting fines and cleanup costs. All ships 
must secure bilge systems while in the Ponta do Ubu area, and 
Combination ore/oil and ore/bulk/oil carriers must exercise alll 
precautions necessary to insure that ballast tanks and/or piping systems 
are free of oil contamination prior to arrival. Accidental and deliberate 
oil or oily mixture discharges in the area must be reported to Ponta do 
Ubu Marine Operations IMMEDIATELY. 

There are no shore facilities available at the terminal for receiving 
Slops, and dirty or contaminated ballast. Masters are cautioned that 
discharging of anything other than uncontaminated ballast will be subject 
‘0 penalties as prescribed by Brazilian law. 

Solid garbage and refuse disposal ashore can be arranged through 
Marine Operations. 
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Weather conditions and temperatures are moderate with year-round 
average highs of 27°C (80°F) and year-round average lows of 19°C 
(66°F). 

Winds recorded are less than 30 knots more than 95% of the time 
and prevailing winds are East to N.E. Local winds may have a Significant 
effect on the tide. 

There are no significant currents noticed in the turning basin. 

For general information about currents in the Ponta do Ubu area, use 
South Atlantic Pilot Charts and Brazilian Coast Pilot (Roteiro). 

Sea conditions are generally moderate. 

Meteorological bulletins are available 24 hours a day through Rio de 
Janeiro coast radio station, Radio Arpoador, call sign PPR. 17,194 kHz. 


SHIPMASTER’S REPORT: 1978 (updated 1988). 

Documents: Please refer to other Brazilian ports, vessel came from Rio 
de Janeiro so only the Agent and the Customs boarded and asked for 
3 Crew Lists, 1 Custom Store List and 1 Personal Effect List. We were 
told that to go ashore every Crew member needed a pass with picture 
attached but crew went to the near town of Guarapari after showing 
passport or an identity card at the gate. 

Pilotage: The Pilot boards about 2 to 3 miles outside the channel. He 
comes on board by Pilot boat based at Point Ubu and even though we 
were in very light condition wanted to use the pilot ladder. Pilots come 
from Tubarao and Vitoria. 

Tugs: Three tugs are based at Point Ubu namely the “Curitiba”, 
“Piracicaba” and “Aquidauana”. The first 2 are good and operate 
respectively on the bow and stern of the ship with 2 ship's nylon ropes. 
If vessel over 200 m. in length the Port Captain orders a fourth tug that 
must come from Tubarao (about 3 hours) and it is very helpful and 
powerful. 

VHF: Marine Operations answered us about 2 hours from berth 
(30 miles). 

Bulk Cargo Facilities: We were the sixth ship to load in this port, the 
loading rate is around 4,000/5,000 t.p.h. at present. 

Medical: Ship's Agent can arrange to send people to the doctor at any 
time or to the hospital in the near town of Guarapari. 

Density: Checked over 3 days and always found to be 1026. 

Loading: The Bill of Lading figures are taken from the weightometer 
which is believed to be extremely correct, but it showed a difference of 
1,000 long tons over 37,000 long tons loaded on the ship. A surveyor 
carried out a draft survey on arrival and it was said that it was a check 
on the weightometer, being normal check that was carried out for these 
early loadings but the real figures are taken from the weightometer. 
2,000 long tons before completion of loading we stopped for trimming 
and the scale showed about 1,000 long tons more loaded than the ship's 
figures. Because of this, the Terminal considered the ship's figures 
(survey) and to these figures they added according to the scale the 
quantity we requested to complete loading. 


OPERATORS: Samarco Mineracao S.A. 

Ponta do Ubu: Postal address: Caixa Postal 205, 29.200 Guarapari, .S. 
Brazil. Tel. 261-1344, 261-0448. Area code* 027. Telex 272204 (SASA 
BR). Contact: Afranio Camarao Sobrinho, Manager. 

Central Office: P.O.Box 1317. 1,122 Paraiba Street, 9th Floor, 30.130 
Belo Horizonte, MG, Brazil. Tel: 239-8787, Area Code*031. Cable 
Address: Samarco. Telex: 0313068. 

Rio de Janeiro office: 63 Almirante Barroso Avenue, Group 2817, 20036 
Rio de Janeiro, Brazil. Tel: (021) 262-4620. Telex: 31262. 

*Code for Brazil: 0055. 

AUTHORITY: Capimar, 66 Mandel Silvino Monjardim Square, Vitoria, 
Espirito Santo, Brazil. Tel: (027) 222-4622. Telex: 0272102. Cables: 
Capimar Vit. Contact: |var Marques de Souza. 


VILA DO CONDE: 01.33 S. 48.45 W. (See Plan) 


LOCATION: Situated on the right bank of the river Para, in the district 
known as Ponta Grossa, Municipality of Barcarena/Pa., about 40 km. 
from Belem. The port is an integral part of the industrial port complex 
built in the region of Barcarena, in conjuction with the two aluminium 
companies, Albras and Alunorte. 

APPROACHES: The access channel to the port is the same as for the 
port of Belem, as far as the front of the Island of Mosqueiro from there 
onwards, vessels proceed to the Port of Vila do Conde via the Bay of 
Marajo, no restrictions of depth in this stretch. They pass to the side of 
the islands of Cotijuba, Arapiranga and Carnapijo. 

BERTHING: Length of pier 251 m. width 45 m. Location: 01° 32’ 42” S., 
48° 45’ W. 

The external berth for solid bulk cargo has a depth of 20.0 m. at low 

tide; the internal berth for general cargo has a depth of 20.0 m. at low 
tide. The quay can take vessels up to 45,000 d.w.t. 
Equipment: 3 stackers and 1 mobile crane. Conveyor belt 4,500 m. long 
for moving aluminium, copra, pitch and bauxite. Suction plant with 
2 tubes and a capacity of 250 t.p.h. per tube. 

One covered warehouse measuring 50 m.x 150 m. 


SHIPMASTER’S REPORT: November 1986. 
Vessel: 38,100 d.w.tonnes. 
Berth: Albras Terminal. 
Location: Lat. 01° 32’ S., Long. 48° 45’ W. 
Pilotage: Call Salinopolis Pilots on VHF Channel 16. Pilots available 
24 hours and board on arrival. River Pilot will berth vessel. Same river 
pilotage for Belem and Vila do Conde. 
Approaches: Best approach to Salinopolis Pilot Station (Lat. 00° 31’ S., 
Long. 47° 22.5’ W.) is a course 167° heading for lighthouse. 

Pilot will board on bearing 167° and 8 miles from the lighthouse. 
A strong current sets in a Westerly direction. 
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Radio: PPL (Belem Radio) provides reliable services. 

Berthing: One berth for Alumina-in-bulk discharge. Length about 210 m. 
It is not possible to berth if wind greater than Force 4 as no tugs available. 
Whilst waiting to berth, vessel can anchor about 1 mile off the berth. 
There is sufficient sea room for turning around. Customs, Immigration 
and Health officials may board while at anchor. Berthing usually 
starboard side alongside, using one anchor. Jetty well fendered, but 
standby with fenders aft. 

Discharging: Cargo work possible throughout 24 hours. Two evacuators 
for discharging, can reach all hatches. Total capacity 600 t.p.h. For the 
last 800 tons in each hold rate is 150 t.p.h. 

Density: About 995 alongside berth. 

Fresh Water: Not available at berth. 

Fuel: Available at Belem. 

Watchmen: Two port watchmen compulsory, to be accommodated on 
board. 

Repatriation: Belem Airport well connected with Recife and Rio de 
Janeiro, for international flights direct to Europe and U.S.A. 

Time: Local time is GMT minus 3 hours. Summer time is GMT minus 
2 hours (begins on last Saturday in October). 

Shore Leave: No restrictions. Nearest small towns are San Francisco 
(20 minutes) and Vila do Conde (30 minutes) by car. Port Agent 
Transnav provides mini-bus. Belem in one hour from San Francisco by 
speed boat and two hours by regular boats. 

Provisions: All fresh provisions and bonded stores available from Belem 
ship chandlers only, can be ordered by telephone. The transportation 
costs added to the provisions bill. 


AUTHORITY: Companhia Docas do Para, Avenida Presidente Vargas 
41 - 20 Andar, Belem, Para, Brazil. Tel: 223-0056, 223-2066. 


VITORIA: 20.19 S. 40.17 W. (See Plan) 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Compulsory. Vessel approaching port should communicate 
with Agent through local radio station, giving date and hour of arrival at 
pilot station so that they can arrange for a Pilot to be at the roads on 
arrival. Communicate direct to Pilot Association through VHF Channel 
16. Pilots maintain 24 hour watch. 

ANCHORAGE: The official limits of the port are: 

Arc of a circle of 1 mile radius, seaward, with centre at Santa Luzia 
Cees: There is a 8.9 m. patch which will be removed in the near 
uture. 

Notice of Readiness is accepted as at time the Master radios advising 
vessel has anchored, SHINC, lay time starting 3 hours afterwards 
(subject to C/P). 

No draft limitations at anchorages. 

APPROACHES: Length of access channel 3.5 miles, width 120 m., 
depth 10.6 m. Maximum speed allowed 5 knots. 


RESTRICTIONS: All sailings are to take place on a rising tide. Vessels - 


of up to 205 m. can enter day or night. 

Vessels from 205m. to 242m. can enter during daylight hours, 
weather permitting. Vessels of this length must be assisted by 3 tugs, 
2 ati must be of at least 1,000 h.p. and the other of at least 
400 h.p. 

For turning in the manoeuvring basin, 2 tugs are required, one to be 
of at least 1,000 h.p. and the other of at least 400 h.p. 

MAX. SIZE: 35 ft. draft at HW and 32 ft. at LW. Also see “Tankers” and 
“Developments”. 

HEALTH: Free Pratique obtained by radio to Agents, addressed for 
“Saportos Vitoria” followed by ship's name, last port, ETA, and the letters 
ZT (meaning “my replies to the 6 questions on the port health declaration 
are negative”), and ZS (meaning “the sanitary condition of my ship is 
satisfactory”). Pratique is granted when this message is delivered by 
Agent to the port doctor. Also see “General” before first port. 

The Agent may send a reply containing the group ZY, meaning “You 
have Free Pratique”’. In any case the time of Pratique is registered as 
time that the ship's cable was received by the Health Authorities. This 
Pratique does not allow the crew to go ashore until after Customs 
clearance. 

Crew vaccinations are done free. 

The Port Doctor usually arrives onboard some time after the visit of 
Authorities and it is important to have the Health Declaration ready for 
handing to him by a responsible person (to avoid a fine). 

RADIO: Local radio station, Vitoria Radio, call sign PPT. This radio 
station normally used by Agents when cabling vessels. 
Operating Frequencies: 

2 MHz band on transmission frequencies 2086 and 2096.5 kHz and 
on the emergency frequency of 2182 kHz. 

4 MHz band -— transmission frequency 4403, 4382.2, 4403.9 and 
4143.6 kHz. 

8 MHz band on the transmission frequencies of 8291.1, 8780.9, 
8802.6 and 8774.7 kHz and reception 8278.8 kHz and 8257 kHz. 
VHF: Request Pilot on Channel 16 and 12 one hour before arrival. Upon 
notice it then takes Pilot 40 minutes to reach vessel. 

TUGS: Tugs join vessels at anchorage. Ship's lines used. Tugs have 
no lines on board. The lines given to tugs should be without wire as the 
swell usually prevailing causes severe sudden stresses on the tow lines. 

2 tugs of 1,680 h.p., (20 tons) and 4 tugs of 1,600 h.p. (22 tons). 

Vessels up to 2,000 g.r.t. require 1 tug, up to 10,000 g.r.t. require 
2 tugs and over 10,000 g.r.t. require 3 tugs for berthing. 

Vessels up to 2,000 g.r.t. require 1 tug and vessels over 2,000 g.r-t. 
require 2 tugs for unberthing. 
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BERTHING: 
Commercial Quay: No restrictions for vessels berthing at Nos. 4 and 5 
Warehouse, entrance and sailing at any stage of tide. Max. drafts are: 
No. 5 Warehouse — 23 ft. 08 in., max. length 582 ft. 
No. 4 Warehouse — 23 ft. 08 in., max. length 572 ft. 
No. 3 Warehouse — 25 ft. 08 in., max. length 396 ft. 
— 25 ft, max. length 297 ft. 
No. 2 Warehouse — 15 ft. 04 in., max. length 402 ft. 

Vessels at Nos. 2 and 3 restricted to sail on flood tide only. 

Paul Quay: Mineral and other solid bulk discharge: Max.draft 35 ft. 06 in., 
max.length 853 ft., limited to entry only at beginning of ebb tide; sailing 
at any stage of tide. Discharge by 3 mechanical grabs, daily unloading 
rate 15,000 long tons. 

Capuaba Quay: Length of quay: 2,145 ft. Depth: 30 ft. — 35 ft. 

General cargo warehouse of 4,000 sq.m. 

Open storage area of 120,000 sq.m. 

Road and rail access: 

Length of roadway: 10,236 ft. 

Width of platform: 52 ft. 

Length of bridge over River Aribiri: 413 ft. 
Length of railway: 2,165 ft. 

Vertical silo with capacity 30,000 tons in the first phase and 
90,000 tons in the final phase, and the horizontal silo of 40,000 tons. 
Export cereals (soya, maize, etc.), Ro-Ro, Various products, importation 
of wheat and containers. 

Operational speed: 2 towers of 600t.p.h. (loading) and 300 t.p.h. 
(discharging). 

Cells: 28 ft. diameter and 115 ft. high. 

Tower elevator: 276 ft. high. 

Belt transport: 2,625 ft. 

Cranes: 2 electric gantry cranes 6.3 tons capacity. 

2 electric gantry cranes 12.5 tons capacity. 
2 electric gantry cranes 32 tons — 40 tons capacity. 

Transtainer: 1 electric gantry transtainer 30.5 tons capacity. 

Atalaia Quay: The Quay is used to expand the grain berth at the 
Capuaba Quay. Max. draft 28 ft. 06 in. Max. length 364 ft. Vessels berth 
and sail on flood tide. 

Dolphins: Max. draft 31 ft. 09 in. Max. length 394 ft. 

Flexibras: Max. draft 22 ft. Max. length 426 ft. 

Ro-Ro: Max. draft 30 ft. Max. length 485 ft. 

Iron Ore Berths: 

Paul Quay: (Also see “Shipmaster’s Report” — February 1986). Max. 
draft 35 ft. length 524 ft. There is one loading area with a capacity of 
600/900 t.p.h. depending on type of ore. Max. reach beyond quay edge, 
49 ft. Width of pontoon, 14 ft. 


CRANES: 13 electric gantry cranes 1.5 — 12.5 tons capacity, 2 mobile 
cranes 15 — 27 tons capacity and 1 heavy iift crane 200 ton capacity. 


BRIDGES: Bridge under construction in position Lat. 20° 19’ S., Long. 
40° 17' W. 


STEVEDORES: On ETA cable general cargo ships should include 
number of gangs required. 
MEDICAL: No advance notice of required medical attention. Hospital 
facilities available. 
TANKERS: Esso and Shell Terminal: Berthing and unberthing can take 
place during day or night period, provided vessels draft does not exceed 
22 ft. Max. length permitted 531 ft. 5 in. with max. draft of 27 ft. Vessels 
must enter on ebb tide and sail at high tide. 
DENSITY: Average density at Vitoria 1025, but lower during rainy 
season. 
FRESH WATER: Fresh water available at Commercial Quay, Vitoria 
Iron Ore Berths, Paul Quay and Esso Terminal. Rate of delivery 30 t.p.h. 
A barge with capacity of 50 tons may be adapted to carry water. 
FUEL: Esso Berth: Bunkers can be taken here, supplied under gravity only. 
Max. draft 27 ft., and length restricted to 531 ft. Due to various factors, 
the taking of bunkers in Vitoria is not recommended, however, fuel is 
available by road tanker at the Commercial Quay. Rate 10,000 litres 
hour. 
Esso and Petrobras can supply Bunker “C”’, fuel oil and diesel oil, the 
last two being available by truck. 
CONSULS: Consular representatives available in Vitoria 
REPAIRS: Deck and engine repairs available. 
WATCHMEN: Compulsory at Commercial Quay in Vitoria. Not available 
at Vitoria Ore Terminals. 
OPENING/CLOSING HATCHES: Normally done by stevedores except 
in cases of modern vessels using MacGregor hatch covers, when crew 
asked to close hatches. 
CUSTOMS ALLOWANCES: Each Crew member allowed 200 
cigarettes out of the bond. One bottle, wine or spirits opened, for each 
crew member. 
REPATRIATION: There are flights daily from Rio de Janeiro to Vitoria. 
AIRPORT: Airport located 8 km. from centre of town and is served by 
daily flights to principle cities in Brazil. 
TIME: Local time GMT minus 3 hours. 
HOLIDAYS: January 1st; April 21st; May 1st; September 7th and 8th; 
October 12th; November 2nd and 15th; December 25th; Good Friday; 
Nossa Senhora da Penha and Corpus Christi. Only holiday when no 
stevedore work is possible is Good Friday; exception made to iron-ore 
loading. 
POLICE/AMBULANCE/FIRE: Police Tel: 190. Maritime Police Tel: 223- 
5000. Radio Patrol Tel: 227-2111. Ambulance Tel: 222-4646 
Emergency Hospital Tel: 223-0203. Fire Brigade Tel: 193. 
TELEPHONES: No facilities for placing telephones on board. 
IDENTIFICATION CARDS: Required with photographs to enable 
officers and crew members to go ashore. Agents supply forms. 


SHIPMASTER’S REPORT: February 1986. 
Vessel: 40,000 d.w.t. Length 625 ft. 5-hold bulk carrier. 
Berth: Paul Quay. 
Cargo: Loading pig iron. 
The following information was obtained during loading at Vitoria. 


Question: | What is the draft alongside the loading berth at low tide? 

Answer: 32 ft. brackish water. This is not true all the way along the 
berth, as for a length of about 50 m., by way of where 
No.2 hold was, there is a mound of mud, which is at a 
depth of 26 ft. at LW. This mud is very soft. 

Question: | What is the minimum air draft? 

Answer: 39 ft. This also can be more as the loading arm can be 
raised a further 6 ft., but of course then will not over reach 
the centre of the hold. There is no need to have ballast in 
No. 3 hold. 

Question: | What is the loading rate per hour? 

Answer: If the cargo is available and if the machinery does not break 
down 800 t.p.h. is possible. 

Question: | What is the water density at low and high tide? 

Answer: Low tide 1010, high tide 1024. 

Question: —__ How is the quantity of the cargo determined? 

Answer: The cargo arrives by train loads and the weight is known 
but there is no shore scale at the loading equipment and 
the weight is determined by draft survey. 

Question: What is the storage factor of the pig iron? 

Answer: 10.80 cu.ft. per long ton. 

Question: | Which side alongside? 

Answer: Always starboard side alongside and ship's gangway 
used. 

Question: Availabilty of fresh water? 

Answer: Yes, available at the berth. The vessel must use its own 
hoses. Unlimited amount. 

Question: | When are draft surveys taken? 

Answer: By Charterer's Surveyors, prior commencement of loading 
and on completion of loading. The Charterer’s Surveyors 
must be advised prior to commencement of loading of the 
quantity of bunkers and fresh water that the vessel intends 
to load. Draft survey determines the Bill of Lading. 

Question: | What are the working hours? 

Answer: 0600-2200 hrs. each and every day. 

Question: | How many loaders? 

Answer: One which moves on rails to which ever hold is to be 
loaded into. 

Details of the loader's dimensions. 

Height of loader arm from the jetty, 9.25 m. 

Height from the water level at LW to the quay 3.10 m. 
(Neap tides). 

Length of loader outreach 20.7 m. However, distance 
from loader on its rails to edge of the quay 6.25 m. and 
further deduction of 3.25 m. for thickness of fender. 

Question: — What are the facilities for bunkering? 

Answer: All bunkers are supplied in Brazil by Petrobras and at 


Victoria are supplied when the vessel is alongside and are 

ex-barge. Bunkering can be carried out during loading. 
Additional Information: Soundings taken on the starboard side of the 
vessel indicate an area of mud by way of No. 2 hold. 

The vessel moors starboard side alongside and two floating pontoons 
are placed between the ship and the jetty. These pontoons are 5.0 m. 
long and 3.5 m. wide. As already stated there is 26 ft. of water only at 
low tide at No. 2 hold. Therefore once the loading has reached almost 
that stage, for the vessel to remain afloat, it is neccessary to move the 
vessel further from the quay forward. The floating pontoons are placed 
one forward and one aft. If the vessel is hove in aft using the breast 
lines and the head lines slackened then the bow will come off the quay 
and an additional floating fender can be placed forward thus the vessel 
will lie against 2 fenders. There is then enough water to load to 9.75 m. 
forward at low tide. 

Local information says that some ships just ignore the mud (it is very 
soft) and just load to 9.5 m. without placing the additional fender in place. 
Once the vessel is lying alongside 2 fenders forward the loader arm can 
Still deposit the cargo into No. 2 hold in the centre of the hold but for 
No. 1 hold this would not be possible. Therefore, if possible, ensure that 
the cargo to be loaded into No. 1 hold is completed before moving the 
vessel off the quay and placing the second fender. 


SHIPMASTER’S REPORT: July 1987. 

Vessel reported Time, Latitude and Longitude of anchoring position 
to Vitoria Pilots, Vitoria Port Control and Vitoria Radio (PPV). A telegram 
was sent to the Agent's telex number via PPR, giving some details and 
Notice of Readiness. Notice of Readiness was accepted next morning 
after an evening arrival. Initial advice was a wait of 10 days, and an 
airdraft of 11.5 m. at high water. 

Vessel was ordered to Atalia Quay, by primary Charterers/Exporters 
after 6 days. This berth found to have 8.55 m. when using 2.5 m. stand- 
off fenders and only 7.47 m. on 1.0m. tyres. The stern overhung by 
35 m. — 60 m. and a shore gangway was used amidships. 

The berth was originally built for iron ore shipment, with a row of bins 
along the cliff face. 3 loaders, the middle out of order, have a range of 
about 110 m. travel. The loader couples to the door of the bin, and cannot 
Move while cargo is running. The boom has limited slew and could only 
reach 10.8 m. on to the ship when using the stand-off fenders (12.3 m. 
on the rubber tyres). The spout is manually guyed by ropes, which are 
then tied for the run of the bin. 4 wooden gratings were put on the tank 
oP with a fifth grating on their junction, to break the fall of the first pieces 
Of pig iron. 

The pig iron piled up to a height of 7 m. without covering the whole 
tank top, despite all efforts with the spout, and listed readily towards the 
quay. 

This vessel (45,000 d.w.t.) berthed with No. 3 hold ballasted to obtain 
the airdraft, and was obliged to load Holds No. 1 and No. 5 alternately 
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while deballasting 10,500 tonnes. This created very high bending 
moments even on the harbour condition figure. The ship was warped 
some 25 m. up and down the quay in order for the loaders to reach the 
hatches. 

The vessel finally ceased loading with a list towards the quay and 
waited for a bulldozer to be provided to trim the cargo. This is an extra 
charge, fiercely resisted by the shippers, and causes delay. While 
waiting, the list increased by 1° and pieces of pig iron would break away 
and roll down the pile dislodging other pieces on the way until some 
5 to 8 pieces would hit the shell plating with a loud clang. 

The tractor was used for 24 hours, concurrently with loading in other 
holds, to finish on the rising tide. 

All parcels of cargo were measured by Draft Surveyor, with some 
5 surveys for the 26,000 tonnes shipped. A claim was made for 
dead-freight on the shortage. 

The vessel returned to sea anchorage to await the secondary 
Charterer/Exporter's cargo. After a total delay of 8 days the vessel was 
ordered to Paul Quay, said to be 160 m. long. When berthed on 3.6 m. 
fenders a depth of 10.0 m. was found at zero tide. The stern overhung 
by 35 m., and access was by pilot gangway used with small shore brow. 
The after lines were all abreast on to hooks set into the ground. 

The single travelling loader is fed by conveyor belt, and can move 
while the cargo is running. The boom can also be slewed and luffed, 
while the spout is operated by hydraulic ram, maximum reach on board 
the vessel is 11.0 m. The operating range along the quay is about 120 m. 
and it was necessary to warp ship for No. 5 hold. 

The cargo was wetted in the wagon and then shaken on a tray before 
loading. The pig iron piled up to a height of 5m. and 6 m. above its 
sides, in a partly loaded hold. The shipper was required to hire another 
bulldozer to level out the pile, at a stated cost of US$ 1,100 for 24 hours. 
The bulldozer also helped to list the ship away from the quay. 

The loader is prone to breakdowns, and schedules may slip. The main 
stockyard for pig iron is said to be 20 km. away, making difficulties in 
positioning. 

Final loading is done on a rising tide to a draft of 10.66m. All 
measurements by draft surveys with multiple surveyors frequently in 
disagreement. Vessel sailed one hour before high water. 

The design of both berths is said to be for vessels of 28 m. maximum 
beam, so it is very frustrating for vessels of 31.5 m. beam. The Inspection 
party for Port Clearance totalled 7 persons. 

Radio: Local radio station now PPV, working only on VHF, with satellite 
relay further North. 

Tugs: Require 2 ship's lines from same fairlead, exactly even, when 
near Penedo. Tugs sometimes use their own very heavy rope for 
alongside work. 

Bridge: Span over navigation channel in position, said to be 55m. 
clearance. 

Density: Ranges from 1006 to 1026, according to season, position and 
tide. The average range for finishing loading 1018 to 1023. Pig iron 
cargoes require very many draft surveys. 

Trimming: Bulldozers available for trimming pig iron inboard at extra 
cost. 

Swinging Circle: Off Cupuaba Quay, said to be limited to 30 ft., with a 
6.7 m. rock on the North side. 

Berths: South side from West to East: 

Tanker pier with dolphins. 

Paul Quay — For export of pig iron. 10.0 m. depth at zero tide on 
pontoon fenders. Vessels load to 10.66 m. on rising tide 
to sail immediately. Airdraft said to 11.5 m. One loader 
with 11.0 m. reach inboard. 

Usiminas — For import of coal cargoes. 3 grabbing cranes, depth said 

to be 10.6 m. on pontoon fenders. 

Alcohol & Molasses Dolphins — largely unused. 

Atalaia Quay — For export of pig iron, 8.55 m. depth at zero tide on 

metal fenders 2.5m. from quay. Airdraft 11.5 m. 
3 loaders, (one out of order) reach 10.8 m. Vessels 
load to 9.14 m. on rising tide to sail immediately. 

Capuaba Quay — New construction. Silo plant at Western end, open 

quay with Ro-Ro berth at Eastern end. Ro-Ro 
vessels berth against dolphins and cliff face. 


SHIPMASTER’S REPORT: June 1988. 
Documents: We received telex from Agent prior to arrival requesting the 
following documents on arrival: 

13 copies Crew List. 

3 copies Personal Effects List. 

3 copies Bonded Stores List. 

1 copy Health Declaration. 

1 copy Vaccination List. 

3 copies Spares List (Deck, Engine Room, nautical spares, e.g. Main 
Gyro — 1 — no spare parts; Gyro Repeaters — 3 — no spare 
parts; Radar — 2 — no spare parts). 

Bridge: New bridge will soon be open to traffic — verticle clearance 55 m. 
Agent's Advice: Prior to arrival and on sailing advise “Concontramar 
Rio de Janeiro” the following: Vessel's name, Nationality, Call Sign, 
Port of Origin, Type of Vessel, Location and ETD. 

Do not leave garbage drums overboard. 

Do not leave Pilot Ladder over side. 

Keep Brazilian flag in good order — request new flag if necessary. 

Beware of thieves boarding at anchorage and on the offside when 
alongside berth. 

Contact Pilot Station on VHF Channel 16 on arrival to guarantee 
berthing position. 


AUTHORITY: Companhia Docas do Espirito Santo — CODESA, 
Empresa do Sistema Portobras, Av. Getulio Vargas No. 556, Vitoria , 
Espirito Santo, CEP 29000. Tel: (027) 222-1311. Telex: (027) 2118. 
Contact: Dirceu Cardoso, Director-Presidente. 


261 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Brunei Darussalam 
BANDAR SERI BEGAWAN: 04.53 N. 114.56 E. 


Brunei is an independent country governed by H.M. the Sultan with a 
Council of Ministers and Legislative Assembly. The capital town of 
Bandar Seri Begawan (formerly known as Brunei Town) is situated 
16 miles upriver from Muara Harbour which is at the mouth of the Brunei 
River. Use of the town wharf at Bandar Seri Begawan is restricted to 
small wooden coastal vessels operating within the Brunei Bay area not 
exceeding 80 ft. in length overall and 50 tons gross registered tons. The 
port of Bandar Seri Begawan comprises a reinforced concrete whart 
730 ft. long with a wharf apron 76 ft. wide and a passenger pier 124 ft. 


long with a wharf apron 63 ft. wide. Three transit godowns are provided. 


SURVEYORS: Cargo surveyors and non-exclusive Classification society 
surveyors are available. 

EMERGENCY CO-ORDINATION CENTRE: The Duty Officer, Search 
and Rescue Co-ordination Centre, Royal Brunei Armed Forces, 
Emergency Tel: 32777 or 31111 extension 462. 

BANKS: The Hong Kong and Shanghai Banking Corporation, Bandar 
Seri Begawan, Brunei. Tel: 22305/22306. 

The Chartered Bank, Bandar Seri Begawan, Brunei. Tel: 22386/ 
22458. 

The Bank of America, Bandar Seri Begawan, Brunei. Tel: 224911. 

The Citibank, Bandar Seri Begawan, Brunei. Tel: 23983/23984. 
SHIP SUPPLY SERVICE: 

1. Brunei Shell Petroleum Co. Ltd., Seria, State of Brunei Darussalam. 

2. O.I.L. Industrial Services Ltd., P.O.Box 2320, Bandar Seri Begawan, 
State of Brunei Darussalam. 

3. Jackson Marine Mashoor Pte. Ltd., P.O.Box 980, Kuala Belait, State 
of Brunei Darussalam. 

4. Marine Services Ltd., P.O.Box 489, Kuala Belait, State of Brunei 
Darussalam. 

AUTHORITY: Jurisdiction for land based operations in the Ports of 
Brunei: Controller of Ports, Ports Department, Muara Port, Muara, 
Brunei. Tel: 72240/72220 Cables: Ports, Brunei. 

Jurisdiction for water based operations in the Ports of Brunei: Director 
of Marine, Marine Department, H.M. Customs Building, Bandar Seri 
Begawan, Brunei. Te/: 22293/22294 Cables: Marine, Brunei. 

Contact: |. G. Faraker, Director of Marine. 


LUMUT: 04.43 N. 114.26 E. (See Plan) 


Lumut is a LNG exporting terminal. There are no other facilities at the 


port. 
DOCUMENTS: The Master will be required to provide 12 copies of the 


Crew List, Last Port Clearance and International Declaration of Health. 


PILOTAGE: The Berthing/Loading Master will board incoming vessels 
approximately 2 miles North of the berth. 

Masters are requested to provide a good lee for the launch to facilitate 
the boarding of the Berthing Master. The regulation pilot ladder should 
be rigged. é 
ANCHORAGE: Anchorage Area for vessels calling at Lumut (Anchorage 
“C”) is located approximately 2 miles North of the loading platform, in 
the area contained within the following limits: 

Latitudes: 4° 45’ N. and 4° 43.5’ N. 

Longitudes: 114° 25’ E. and 114° 27’ E. 
RESTRICTIONS: Lumut is not an all weather berth. Sea and swell 
conditions could cause delays by preventing buoy work, or by causing 
unacceptable ship movements either during berthing or in berth. 
Draft Calculations: There are three factors which are liable to limit the 
ship's draft: 

(i) The approaches to the berth where rolling is likely to reduce the 

clearance under the keel. 

(ii) The pitching movement of the ship in the berth, also likely to reduce 

the keel clearance. 

(iii) The vertical limits within which the loading boom tie rod can be 

safely connected to the ship's pedestal. 
Rolling in the Approaches to the Berth: The swept depth in the approach 
to the berth is 12.0 m. below A.C.D. 

An underkeel clearance of at least 0.60 m. (2 ft.) is to be maintained 
at all times after allowance has been made for roll. 

The following calculation applies: 


Depth of water below A.C.D. 12.00 m. 
Allowance for roll (0.30 m. per degree of roll) —0.60 m. 

11.40 m. 
U.K.C. —0.60 m. 
Maximum draft on arrival 10.80 m. 


Pitching in the Berth: The minimum depth in the berth is 11.80 m. below 
A.C.D. 

An underkeel clearance of at least 0.60 m. is to be maintained at all 
times after allowance has been made for pitching. 


Depth of water in berth below A.C.D. 11.80 m. 
Allowance for pitching —1.00 m. 

10.80 m. 
U.K.C. after allowing for pitching —0.60 m. 
Maximum draft 10.20 m. 


N.B. i. Tide height varies between —0.10 m. and +2.30 m. 
ii. Depth survey September 1989. 
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Vertical Limits Under the Loading Boom: Levels on the Loading Boom 
are referred to Seria Datum which 28.23 m. below A.C.D. Clearance 
should be calculated on the following lines: 

Distance from underside of keel to top of ship's tie rod 


pedestal 31.51 m. 
Draft, say —8.35 m. 
Distance from waterline to top of ship's tie rod pedestal 
23.16 m. 
Height of tide, say +1.00 m. 


Distance of top of ship's tie rod pedestal above A.C.D. 
24.16 m. 


Correction, A.C.D. to Seria Datum +28.23 m. 


Height of ship's tie rod pedestal above Seria Datum 
52.39 m. 
Allowance for pitching in swell waves +1.00 m. 
Range of heights of ship's tie rod pedestal above 
Seria Datum 51.39 m. 
53.39 m. 
This range must lie within the safe vertical operating limits of the 
loading boom, which is 50.40 m. to 53.70 m. above Seria Datum. 
When connecting the loading arms it is necessary to first haul down 
the boom rapidly in order to bring the base of the tie rod hood within 
the retarding section, i.e. to less than 55.90 m. above Seria Datum. A 
clearance of about 2.00 m. should then be maintained between the base 
of the tie rod hood and the top of the ship's pedestal before commencing 
the final stage of the haul down. In the example shown in this section 
the base of the hood would be brought down rapidly to a point about 
55.5 m. above Seria Datum. 


APPROACHES: 

Approaches to the Berth: Mariners are warned that drilling rigs may be 
encountered when approaching the Brunei coast. Latest Notice to 
Mariners should be consulted. 

HEALTH: A detailed shipping report has to be completed for the Brunei 
Government Marine Department. Agent will provide the forms for 
completion. 

If the vessel comes from an infected port or its state of health is 

suspect, the Medical Officer may board in order to inspect crew and 
relevant International Medical Certificates. 
RADIO: Arrival Advice: Confirm ETA at least 72 hours in advance, also 
declaring Bill of Health and estimated cooldown time required. 
Communications with Brunei Liquified National Gas (BLNG) LPS/13 and 
Agents (Jasra Harrison) is by Telex via Inmarsat. 72 hours and 24 hours 
from Lumut the Master should advise his ETA to BLNG and Agents. In 
addition, Brunei Shell Radio (Call Sign VSL—1) maintains a listening 
watch for LNG carriers at 0945, 1345 and 1745 local time (GMT + 8 
hours) daily, on 8354 — 8374 kHz, transmitting on 8558 kHz. 

Vessels should contact “Lumut Control” on Channel 69 when within 
VHF range and confirm ETA. 

VHF: A VHF station at Seria (call sign “Brunei Shell Radio — VSL-1”) 
maintains a continuous watch on Channel 16 with Channel 19 as a 
working channel. 

A VHF Station (Port Control) at Lumut (call sign “Lumut Control”) 
maintains a watch from 12 hours before vessel's ETA on Channel 69. 
Channel! 69 is normally used as a working channel, Channel 73 as 
alternative. 

TUGS: Available in an emergency only. 


BERTHING: This is an open sea berth situated approximately 4.5 km. 
offshore from the coastline 12 km. East of Seria. Moorings are to 3 buoys 
forward and to dolphins aft. 

Two mooring boats assist running moorings. The berthing approach 
is made from Westward. As vessel enters the buoy pattern, the port 
anchor is normally used underfoot to assist turning the ship. 

Head wires and stern wires are run as required. Head buoys are each 
fitted with 2 quick release hooks to take the nylon tails of ship's mooring 
wires. Stern wires are made fast to quick release couplings fitted to the 
seaward end of the stern mooring nylons on the dolphins. After moorings 
have been passed, vessel is warped into position with the ship's stern 
loading platform directly under the loading arms on the gantry. 

A loading platform, with loading gantry is situated approximately 
4.5 km. offshore. A trestle supporting the loading lines runs from the 
platform to the shore in a direction 150°T. A branch trestle 380 ft. long 
runs 240°T from the main trestle, about 350 ft. inshore of the platform, 
to the Marine Flare. Ship moors stern to the loading platform, using 
3 head buoys, and 4 stern dolphins. Heading in berth is 000°. 

No facilities other than LNG and gaseous nitrogen are provided at the 
platform. 

Design Concept: This is not an all-weather berth. 

It has been designed so that the berth may be safely used up to the 
following limiting conditions: 

Swell moderate (significant height 1.86 m.) 
Wind speed 30 knots 
Current velocity 0.5 knots 


or 

Swell slight (significant height 0.60 m.) 
Wind speed 45 knots 

Current velocity 1.0 knots. 

The higher swells are normally experienced from directions between 

N.E and N.W. and the limiting current conditions occur with the current 
setting across the line of the berth. 
Loading Platform: The ioading platform carries the crane. It is protected 
on its North, East and West faces by a heavy defence structure designed 
to prevent damage to the loading platform in the event of 4 
mismanoeuvre or mooring failure onboard the ship. No moorings are 
run to the loading platform. 


wom was 


Ship's Moorings: Nylon tails: 5x 200 ft.x 120 mm. diameter nylon rope 
tails of plaited construction with a leathered eye at both ends are 
provided for use on the forward wires at the Lumut berth. These are 
only for use at Lumut and should be fitted before arrival and 
disconnected after sailing. Seven Tonsberg connectors are provided for 
attaching the nylon tails to the mooring wires forward. 

Navigational Aids: The berth is designed for day or night mooring and 
unmooring. Navigational lights are provided on the mooring buoys and 
on the trestle head. 

SAFETY: Emergency shut down and disconnection systems are 
provided to protect the loading system in the event of a mooring failure 
or if the manifold reaches the edge of the loading crane envelope due 
to vessel movement. 

Any defects in mooring equipment must be reported promptly to 
Marine Department, BSP. 

Winch Brakes: Once the ship is moored, winch brakes must be fully 
applied thus ensuring that the designated holding power is obtained 
from the winch throughout the time that the ship is in the berth. 
Attention to Mooring Whilst in Berth: Moorings should not normally 
require attention during the time that the ship is in the berth other than 
the routine checking of winch brakes. 

It is important, however, to ensure that individual moorings do not 
become slack for any reason and should this occur the mooring should 
be tightened up to provide the initial tensioning required. 

The Berthing Master will indicate any change in tensioning in after 
moorings which could lead to a significant displacement of the ship's 
loading platform relative to the crane. 

lf it appears that the ship is in danger of moving out of the loading 
envelope very careful account must be taken of the prevailing wind, 
current and swell before taking any corrective action. Loading must be 
discontinued and the loading boom disconnected. 

Attempts should not be made to adjust moorings against a high load 
which may approach the heaving power of the winch. 

Preparation for Leaving Berth: Because of the berth's exposed nature, 
a careful check must be kept on conditions throughout the time that the 
ship is berthed in conjunction with the Berthing Master and preparations 
made to leave the berth if the design limits for the moorings are being 
approached. It should also be realised that the mooring boat is limited 
to operating in sea conditions of about 2.0 m. height and if this condition 
is exceeded, the boat may not be able to reach the head buoys and 
release the hooks. 

Unberthing: Standard Manoeuvre: Having singled up fore and aft, the 
ship can then be released from the moorings and steam out between 
the head buoys on a suitable course. 

LOADING: Hoses: Vessel loads through a special loading platform on 
the stern. The gantry supporting the loading arms is connected to the 
ship's loading platform by means of a tie rod. Loading/vapour/nitrogen 
arms and the tie rod are secured by quick release couplings. 

Shore Line System: 2x 450 mm. LNG loading lines from shore to loading 
platform. LNG can be loaded through both lines, or circulated back to 
shore on one line. Shore lines lead to 2x 400 mm. liquid loading lines 
in loading arms. A further line leads vapour back from ship's manifold 
to Marine Flare and/or gas compresssor to return gas to shore. A fourth 
line, the hybrid, may be used either for liquid/vapour return as required. 
Anitrogen supply line (shore to ship) is also included in the loading arm 
system. 

Ship to shore communication during loading is by direct telephone 
backed up by VHF Channels 69/73. 

During loading operations, an Emergency Shut Down System (ESDS) 
operates to stop cargo and disconnect loading arms safely in the event 
of an emergency. 

Berthing/Loading Master stays on board during loading operations. 
DENSITY: 1020 — 1025. 

FRESH WATER: Not available. 

FUEL: Not available. Bunkers can be obtained at Lutong (Miri). 
REPAIRS: Small emergency repairs may be carried out in Brunei Shell 
Petroleum Company's workshops. Request for repairs should be made 
in advance by radio. 

TIME: Local time is GMT plus 8 hours. 

SHORE LEAVE: Not permitted. 

GENERAL: Special Regulations: The Brunei national flag should be 
flown during hours of daylight. 

The ship's main radio transmitters must not be used whilst the vessel 
'S moored at Lumut. 

Immobilisation of Engines: Vessels are not permitted to immobilise main 
engines whilst at the berth. 

Stores and Laundry Facilities: Not available. 

Tank Cleaning and Dirty Ballast Facilities: Not available. 

AUTHORITY: Brunei Shell Petroleum Company Sdn. Bhd., Seria 7082, 
Negara Brunei Darussalam. Tel: (673) (03) 78443. Telex: BU 3133. 
Cables: Brunshell Seria. FAX: 78428. Contact: SMR/2, Head of Marine 
Offshore Operations. 

AGENCY: Agent for all Shell Owned and Chartered vessels calling at 
Lumut is Jasra Harrison, Jalan Sungei, P.O.Box 16, Kuala Belait, Brunei. 
Telex: BU 3315. Cable Address: Crosfield Kualabelait. 


BRUNE! DARUSSALAM 


MUARA PORT: 05.01 N. 115.04 E. (See Plan) 


PORT LIMITS: The sea area within Lat. 4°58’ N. and 5°05'N. and 
Long. 115° 03’ E. and 115° 10’ E. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

2 Dangerous Goods Lists. 

2 Manifests (plus 1 additional copy for Port Department). 

1 Health Document. 

PILOTAGE: Application for Pilot 24 hours in advance by telegraph 
through ship's Agents. Pilot boat awaits at Beacon No. 1, Lat. 
5° 03’ 39.9" N., Long. 115° 06’ 06.3” E. Pilot boat painted white with 
green awning. If on arrival No. 1 Beacon pilot boat not visible then ships 
should call “Muara Harbour Radio” on VHF Channel 16. Pilotage 
compulsory and available daylight hours only. Vessel should anchor in 
vicinity of No. 1 Beacon when awaiting Pilot. 

ANCHORAGES: Safe anchorages available vicinity No. 1 Beacon, S.E. 
of Tanjong Sapo Light (Lat. 4° 59.7’ N., Long. 115° 07.6’ E.) and in 
Muara Harbour 4 cables S.S.W. of the wharf. 

RESTRICTIONS/MAX. SIZE: Entrance to Muara Harbour restricted to 
daylight hours only at present. Minimum depth in dredged channel 32 ft. 
ACD. Max. length of vessel 600 ft. 

RADIO: See “Tanjong Salirong”. 

VHF: Ports Department VHF Channels 11, 12, 13, 14 and 16 in operation 
Mondays to Thursdays and Saturdays from 0745 to 1630 hrs. local time. 
Call sign “Muara Port’. 

RADAR: No port radar service available. 

TUGS: A Government owned tug is available to assist with berthing and 
unberthing ships. The tug has a 20 ton bollard pull, firefighting equipment 
and oil pollution dispersal equipment. 

BERTHING: Marginal wharf 1,400 ft. long with depth 32 ft. ACD 
alongside. Inner Berth 285 ft. long with depth 17 ft. ACD alongside. 
Mobile shore cranes available up to 30 tons Capacity. 

STEVEDORES: Provided by ship's Agents. Major commodities are 
general cargo and cement, oil well cement, tubulars, machinery and 
vehicles. 

MEDICAL: Hospital available 16 miles from port. Port Health Clinic 
outside port main gate. 

DENSITY: Salt water. 

FRESH WATER: Readily available at wharf, cost Brunei $4 per 1,000 
gallons. 

FUEL: High speed diesel available in small quantities. 

CONSULS: There are several Consulates, Embassies and High 
Commissions in Bandar Seri Begawan. 

REPAIRS: Minor deck and engine room repairs possible. 

DRY DOCKS: None. 

SURVEYORS: Lloyd's and American Bureau are represented. 
GANGWAY/DECK WATCHMEN: Not compulsory but available through 
Agents on request. 

HATCHES: Opening and closing by crew or stevedores at ship's option. 
CARGO GEAR: Loading/discharging normally effected by ship's gear 
but 30 tonne capacity mobile crane available from Ports Department on 
request. Slings, nets, tarpaulins, 30 ton Capacity low loader and 
container platform trailer available from Ports Department. 
REPATRIATION: There is no Shipping Office but ship's articles are 
countersigned by the Director of Marine on request. 

AIRPORT: International airport 12 miles from port. Regular services to 
Singapore, Hong Kong, Manila, Kuala Lumpur, Bangkok, Sydney and 
direct flights once weekly to United Kingdom. 

TIME: Local time is GMT plus 8 hours. No alterations in clocks 
throughout year. 

HOLIDAYS: Hari Raya Puasa, Hari Raya Haji, Chinese New Year (all 
dates moveable) Christmas Day. Work can usually be arranged on all 
holidays with exception of Chinese New Year when direct delivery to 
vehicles only available. 

POLICE/AMBULANCE/FIRE: Police 72333 and 22366. Ambulance 
22366. Fire 72255. 

EMERGENCY CO-ORDINATION CENTRE: S.A.R. Control Berakas, 
Telephone BSB-32777. 

TELEPHONES: Available onboard with prior arrangement with 
Telecoms Dept. 

SERVICES: Diver available, cold store facilities available. 

BANKS: 

Bank of America NT & SA, Suri Building Jalan Tutong, P.O.Box 2280, 
Bandar Seri Begawan. Telex: BU 2235. 

The Chartered Bank, 145 Jalan Chevalier, P.O.Box 186, Bandar Seri 
Begawan. Cable: Chartbank. 

CitiBank N.A., 147 Jalan Chevalier, P.O.Box 2209, Bandar Seri 
Begawan. Telex: BU 2224. 

STORING: See “Prelims”. 

1. Yes. 

2. Yes. 

3. Yes. 

4. Yes. 

5. Import goods on arrival to be deposited in Customs Warehouse or 
depending on quantity and weight may be stored outside warehouse. 
Dangerous goods are not to be stored in warehouse except with 
Customs approval. 

Export cargo to have Customs Declaration approved before storing 
onboard ship. 

6. Yes, but requires supervision. 

SHORE LEAVE/IDENTIFICATION CARDS: After clearance inwards 
Crew members are allowed ashore if in possession of discharge book, 
identity card or passport. 

AUTHORITY: Land Side: Controller of Ports, Ports Department, Muara, 
Brunei. Tel: 72240, 72220. Cables: Ports Brunei. 

Marine Side: Director of Marine, Marine Department, Bandar Seri 
Begawan, Brunei. Tel: 22294. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SERIA (Kuala Belait): 04.43 N. 114.19 E. 


LOCATION: Seria is an open sea berth port. At present 2 SBM's are 
in operation located approximately 5.4 miles off the coast in the following 
positions: 

SBM 1: Lat. 4° 42’ 51" N. Long. 114° 18’ 53” E. 

SBM 2: Lat. 4° 42’ 50” N. Long. 114° 19’ 44” E. 

Both SBMs are operated by Brunei Shell Petroleum Co. Sdn. Bhd. 
WARNING: Masters are requested to give the numerous drilling 
structures in this area a wide berth. 

A safe approach can be made from 5° 02’ N., 114° 10’E. on a course 
of 160° but caution remains necessary. 

Waiting tankers should only anchor in “Bravo” Anchorage. See BA. 
Chart No. 2109. 

FLAGS: The Brunei National Flag should be flown during hours of 
daylight. 
DOCUMENTS: Papers Required On Arrival: 

6 copies of the Crew List. If the vessel is stemmed for Japan, 6 extra 

copies are required from non Japanese flag vessels. 

2 copies of International Maritime Declaration of Health. 

2 Vaccination Lists on the first visit and subsequently an updated List. 

1 copy of Last Port Clearance. 

2 copies of Ship's Stores Declaration. 

2 copies Crews Effects Declaration. 

2 copies Cargo Declaration. 

2 copies Passenger List (if applicable). 

2 copies of all Ship's Certificates. 

The boarding clerk will supply and prepare the following documents 
for the Master's appraisal and signature: 

Marine Shipping Report. The form will be completed by the boarding 
clerk who will need to see the ship's papers. 

Quarantine Entry Declaration Form. 

Inward Manifest. 

Departure: Bills of Lading will be completed by the Berthing Master 
before the vessel sails. Generally 2 —3 hours after completion of loading. 
PILOTAGE: The Berthing Master and Mooring Assistant board incoming 
vessels 2 miles North of the SBM. The pilot launch leaves from the 
Kuala Belait river mouth. Low tides may restrict the launch in crossing 
the river bar for up to 6 hours. 

Masters are requested to provide a good lee for the launch to facilitate 
the boarding and lifting of radio sets and mooring equipment. 

The pilot ladder must be in good condition, fitted with spreaders, be 
properly rigged and secured, adequately lit at night and well clear of the 
ship's propellers. When the accommodation ladder is used it must be 
rigged well clear of the water with a pilot ladder below to gain access 
to the main ladder. 

Crew members must be in attendance at the ladder head where a 
lifebuoy and clean heaving line should be sited. 

The Pilot should be met at the ladder and escorted to the bridge. 
The Berthing Master and Mooring Assistant remain on board throughout 
and will require accommodation during the vessels stay. A Cargo 
Surveyor may also remain on board. 

APPROACHES: Approaches to the Berth and Anchorages: 

There are many oil field production structures off the coasts of 
Sarawak, Brunei and Sabah coupled with a large amount of exploration 
and drilling activity. These field structures both surface and subsurface 
pose a hazard to navigation and Masters are advised that they should 
give all these activities and fields a good wide berth. 

Safety zones have been declared around the major oilfields. No vessel 
may pass through or approach within 500 m. of single platforms. 
ANCHORAGE: A tanker anchorage is located approximately 3 miles 


North of the SBM berths in the area contained within the following limits: 


Lat. 4° 45’ N. and 4° 47’ N. 
Long. 114° 17’ E. and 114° 19’ E. 

Tankers should not anchor in any other locations due to the presence 
of many submarine pipe-lines throughout the oil field and adjoining areas. 
RESTRICTIONS: No port restrictions. 

MAX. SIZE: SBM 1: 320,000 tonnes d.w.t., max. draft: 17.33 m. 
Length between bow and manifold max. 168 m. 
SBM 2: 200,000 tonnes d.w.t., max draft: 15.81 m. 
Length between bow and manifold max. 168 m. 

An allowance of 1.5 m. may also be made for ‘Loading over the tide’, 
at the discretion of the Pilot and Terminal and dependent upon prevailing 
weather conditions. 

HEALTH: Customs and Health Requirements: 

A detailed shipping report has to be completed for the Government 
Marine Department. Agent will provide the forms for completion. 

If the vessel comes from an infected port or its state of health is 
suspect, the Medical Officer may board in order to inspect the crew and 
relevant International Medical Certificates. Customs Officers do not 
normally board incoming vessels but may do so with the Agent. 
RADIO: /nformation Required Prior to Arrival: 

Radio Advice: Confirm ETA at least 48 hours in advance also declaring 
state of Health, Master's name, number of crew, destination, and 
quantity of cargo required. 

This data is used to obtain the vessel's “Seria Port Clearance,” in 
advance. 

W/T Traffic should be passed through Singapore Radio, and 
addressed to Crosfield, Kuala Belait or Borneo Kuala Belait (Agents) as 
appropriate. 

The Agent will pass ETA’s to the BSP Marine Department and to Seria 
Oil Terminal. 

Vessels making their first call at Seria port will receive a message 
from the Agent describing the location of the anchorage and information 
on pilotage, radio stations and papers required on arrival. 

When within range, vessels are requested to make direct W/T contact 
with Brunei Shell Petroleum Company (Call sign “VSL-1” or Brunei Shell 
Radio) at the following local times (GMT + 8 hrs.) 0945 hrs. to 1000 hrs.; 
1345 hrs. to 1400 hrs.; and 1745 hrs. to 1800 hrs. 
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BSP will transmit on 8558 kHz, call sign Brunei Shell Radio, and listen 
out on 8354 to 8374 kHz. When contact is made on this frequency a 
standard information cable describing necessary derrick and mooring 
arrangements will be transmitted to the ship by BRUNSHELL. 

The ship's radio station must not be used whilst the tanker is moored 

to the SBM. 
Agent: Agent boards arriving vessels from 0600 hrs. to about 1800 hrs. 
VHF: A continuous watch on Channel 16 is maintained both by Brunei 
Shell Radio and by Seria Terminal. Vessels should contact either of 
these stations as soon as practicable, passing her latest ETA at Seria 
Pilot Station. While berthing, Channel 13 is normally used to 
communicate between bridge, mooring boat and forecastle. 

Brunei Shell Radio uses Channel 19 as working Channel and can link 
the ship with the Agents through the Government telephone system. 
TUGS: Available in emergency only. 


BERTHING: Berthing and unberthing is carried out night and day. 

Mooring can usually be safely carried out in sea/swell heights of 
between 2.0 m. and 2.5 m., operations are normally suspended if heights 
are in excess of 2.5m. The operation however is governed by the 
mooring boat performance in the sea conditions prevailing at the time. 

Wind speeds in excess of 20 knots make it difficult to prevent the 

“bow falling off" when on final approach. Berthing operations are as a 
rule suspended when wind speeds exceed 25 knots. Again this is 
governed by the mooring boat performance and the ship’s handling 
characteristics. 
Tanker Moorings: Tanker moorings from the buoys comprise of two 
300 mm. circumference two-in-one braided nylon endless grommet type 
mooring ropes complete with floating sleeves. They have a soft eye to 
each end, both ropes being 45.7 m. long and have a breaking load of 
396 tons when new. Fairlead chafing chains with triangle connecting 
plates are attached to the tanker end of the moorings. Each chain is 
7.6 m.x 76 mm. diameter stud link chain constructed of special quality 
U2 grade steel. Incorporated within the chain is a further connecting 
triangle plate for larger tankers. 

A 250 mm. circumference x 12m. polypropylene pick up rope is 
shackled to the end connecting triangle plate, the free eye of the rope 
being buoyed off for easy recovery by the mooring launch. 

The SBM end of the 300 mm. circumference nylon mooring ropes are 
pinned into a twin triangle plate which in turn is secured to lugs on the 
revolving turntable by short lengths of chain and connecting shackles. 

Only vessels with mooring arrangements as recommended by the 
O.C.1.M.F. Standards for Equipment Employed in the Mooring of Ships 
at Single Point Moorings will be accepted at Seria. Vessels not so 
equipped will not be berthed at the S.B.M. 

All vessels are moored with both mooring ropes and for this reason, 
two chain stoppers are preferred. Should a visiting tanker only have one 
bow stopper (i.e. 150,000 d.w.t. or less) mooring equipment comprising 
4120 mm. circumference two-in-one braided single type nylon snotter, 
25 m. long, with forelock shackles for connecting to the chafe chain 
triangle plate is lifted on board. This is normally taken directly onto the 
forecastle from the mooring boat after the pilot has boarded. Ship's crew 
should stand-by forward with a mooring rope which is lowered to the 
boat and the snotter shackled to the end. 

Mooring Equipment: Two portable UHF radios for ship/shore 
communications during loading are passed to the tanker when the 
Berthing Master boards approximately 2 miles North of the buoy. 

The mooring equipment is set out on the forecastle head during the 
tanker's approach to the SBM and must be so placed to be clear of any 
structure and other forecastle gear and equipment that may cut or 
damage it. 


LOADING: Load-on-Top: Unless the vessel has other instructions then 
the “Load-on-Top" system applies. 

Dirty ballast and slops cannot be accepted ashore. 

Position of Hose Connections: Starboard side amidships. 

Hose derrick should be rigged to lift at least 10 tonnes and the vessel 
to have the appropriate reducers fitted to take standard 400 mm. (16 in.) 
manifold hoses 150 ASA. Hose connection and disconnection by ship's 
crew. 

Pipe-lines and Floating Hose Strings 

Pipe-lines: 2 submarine sea lines are laid from the terminal to the buoys. 
A 800 mm. line, 10,000 m. long to SBM No. 1 and a 600 mm. line 
9,800 m. long to SBM No. 2. 

A600 mm. crossover line 1,700 m. long joins the “T" piece connection 
situated 1,250 m. from SBM No. 1 PLEM to the Western PLEM valve 
on No. 2 SBM. All lines are concrete coated and cathodically protected 
with aluminium anodes. 

The main sea lines terminate at “T” piece manifold PLEMs. 23 m. 
and 20 m. from the vertical axis of the buoy on SBM No. 1 and No. 2 
respectively. 

Two underwater hose strings in “Lazy S” configuration connect the 
manifolds to the underbuoy flanges. No buoyancy tanks are fitted on 
these strings. 

Connected to the SBM-1 are 2400 m. hose strings, 245 m. long, 
and to SBM-2 1400 mm. hose string, 245 m. long. 

Floating hose strings are electrically continuous except the tail end 
hoses, which isolate the cathodic protection of the SBM from the tanker 

Either floating hose string can be isolated to allow loading through 1 
hose, by closing the butterfly valves sited on the buoy turntable 
CARGO PARTICULARS: Crude Oil and Condensate only. 

Approximate loading temperature is 90°F. 

Approximate API: 


SLEB (Seria Light Export Blend) 35 
CE (Champion Export) 24 
BL (Brunei Light) 40 
BC (Brunei Condensate) 65 


Crude oil is loaded at SBM-1 and Condensate at SBM-2. 
Approximate loading rate at SBM-1 is 4,300 cu.m.p.h. and at SBM-2 
it is 2,500 cu.m.p.h. 


Ships are required to load cargo as rapidly as possible in accordance 
with the terms in their Charter Parties. They are expected to load as 
fast as Seria Terminal can supply or they can safely receive. The 
question of how fast a ship may load is the responsibility of the Master 
having regard to his Owner's instructions and Charter Party and 
experience of his crew. 

Loading is controlled by portable UHF radio sets taken on board with 
the Berthing Master. Incorporated in these sets is an emergency shut 
down button which when activated stops all the shore pumps. During 
loading, four hourly figure comparison checks in metric tons are required 
to ensure no subsea leaks develop undetected. 

DIRTY BALLAST: There are no tank cleaning or dirty ballast facilities. 
All ships must arrive with clean ballast, pumps and lines. Pollution in 
any form is strictly prohibited. 

MEDICAL: In cases where medical attention is required then the Agent 


will arrange for the patient to be taken by launch and car to the hospital. 


In cases of emergency involving serious injury or illness the Berthing 
Master or Brunei Shell Radio can initiate Brunei Shell Petroleum 
Company ‘Medivac Procedure’. Representation of the patients, remains 
with the Agent, who should be informed to immediately contact customs 
and immigration authorities. 

DENSITY: Varies 1020 — 1025 depending on season and rainfall. 
FRESH WATER: Not available. 

FUEL: Bunkers are not available at Seria. 

REPAIRS: Small emergency repairs to Shell owned and chartered 
vessels only may be undertaken at the Brunei Shell Petroleum Company 
workshops. There is a small yard at Kuala Belait which also undertakes 
repairs. 

REPATRIATION/JOINING: Crew members leaving or joining vessels 
at Seria require a valid travel document for travelling through Brunei 
State from the airport to Kuala Belait or vice-versa. However, the 
Seaman's Book may be used in lieu of a Passport by all Nationalities 
that have ratified the ILO’s (International Labour Organisation) 
Convention. 

Crew to be repatriated from Seria have their travel documents 
endorsed in Kuala Belait before travelling to Bandar Seri Begawan 
International Airport. The Immigration Office in Kuala Belait is open 
during normal office hours on Monday to Thursday and Saturday. From 
Bandar Seri Begawan International Airport flights depart regularly to 
Singapore, Manila, Bangkok, Hong Kong, Jakarta and Darwin. Crew 
arriving ashore on Friday and Sunday stay overnight in Kuala Belait. 
AIRPORT: At Bandar Seri Begawan; 1.5 hours by car from Kuala Belait. 
TIME: Brunei keeps local time of GMT plus 8 hours. 

SHORE LEAVE: No shore leave is allowed. 

WEATHER: The area is affected by squalls associated with 
cumulonimbus and thunderstorms. These squalls, though not isolated 
can be very severe and peak gusts of 75 knots are not uncommon. This 
peak gust is brief and settles to between 25-40 knots. All squalls are 
accompanied by torrential rain. 

SAFETY: Safety Regulations: As per International Safety Guide for Oil 
Tanker and Terminal (IOTTSG). 

Smoking is only permitted in two places jointly approved by the Master 
and Berthing Master. 

The position of the vessel relative to the SBM must be closely 
monitored by th Ship's crew, advising the Loading Master if vessel 
approaches the buoy. 

Engines must be kept available at all times. Immobilisation of main 
engines not permitted. 

Brunei Shell Petroleum Company reserves the right in the event of 
flagrant and continued disregard of safety requirements by any ship to 
stop all operations and order the vessel off the berth for appropriate 
action to be taken by Charterers and/Owners concerned. 

GENERAL: Refuse: No garbage, rubbish or refuse may be thrown 
overboard while the vessel is in Brunei Waters in accordance with 
Marpol V. 

Stores and Laundry Facilities: None. 

AUTHORITY: Brunei Shell Petroleum Co. Ltd., Seria 7082, Negara 
Brunei Darussalam. Tel: (673) (03) 78443. Telex: Bu 3313. Cables: 
“Brunshell” Seria. FAX: 78428. Contact: SMR 2, Head of Marine 
Offshore Operations. 


TANJONG SALIRONG: 04.53 N. 115.06 E. 


The log-loading anchorage at Tanjong Salirong is situated 12 miles 
above the Outer Bar at the mouth of the Brunei River. Vessels of up to 
21 ft. draft may cross the bar at HW. 
DOCUMENTS: (a) To be produced on arrival: 
Marine Department 

Boarding Report. 

1 Crew List. 

1 Passenger List. 
Customs Department 

2 Inward Manifests. 

1 Crew List. 

1 Passenger List. 

1 Port Clearance. 

1 Stores List. 

1 Arms List. 
Agents 

2 Inward Manifests. 

1 Crew List. 

1 Passenger List. 

2 Hatch Lists. 

1 Arms List. 


BRUNEI DARUSSALAM 


(b) To be supplied before ship's departure: 
Customs Department 

1 Outward Manifest. 

1 Passenger List. 

1 Crew List. 

1 Export Declaration. 

Immigration Department 

1 Passenger List. 

2 Crew Lists. 

Vessels 

2 Outward Manifests. 

Port Clearance. 

PILOTAGE: Bandar Seri Begawan: Pilotage is not compulsory. If a 
Pilot is required by a vessel proceeding to Bandar Seri Begawan a 
written request must be made at least 24 hours before ship is scheduled 
to arrive. This must include position where Pilot is required to embark 
(i.e. at Outer Bar or Sapo Point). 

Muara Harbour: Pilotage is compulsory. Application for a Pilot for 
entering Muara Harbour must be made by written request at least 
24 hours before arrival. Pilots board vessels in Brunei Bay at the 
Northern end of the entrance channel through Pelompong Spit. 
Tanjong Salirong: Pilotage is not compulsory. If a Pilot is required for 
vessels loading logs at Tanjong Salirong then application must be made 
24 hours in advance of arrival stating position where it is required for 
Pilot to embark (i.e. at Outer Bar or Sapo Point). A Customs Officer and 
Agent's clerk will proceed to Tanjong Salirong from Muara Harbour or 
Bandar Seri Begawan and will remain on board whilst vessel is loading, 
accommodation and food provided by ship. Stevedores and tally clerks 
provide their own food. 

ANCHORAGE: Vessels entering Muara Harbour without berthing space 
will be anchored 5 cables S.S.W. of wharf. If so desired ships may 
discharge perishable cargo at anchorage into lighters. Consignees must 
make arrangements with Agent to obtain permission from Customs, who 
will provide a Customs Officer to attend to discharge. 

HEALTH: (a) Immigration: Immigration Officer will board vessel and 
clear her inward after pratique granted by Port Health Authority. 
Immigration will require 2 copies of passenger lists and 2 copies of crew 
list. Vessels inward are cleared up to 2000 hrs. only. 

(b) Quarantine: For vessels coming from outside State of Brunei, Port 
Health Authority will board on arrival at wharf or anchorage. Port Health 
Authority requires complete copy of Entry Declaration of Health and 
copies of Passenger and Crew Lists. 

RADIO: 
State of Brunei 
Notice to Mariners No. 9 of 1984 
Brunei, North West Coast 

Establishment of Port and Harbour Radio Station 
Date: With immediate effect. 
Details: Mariners are advised that a Port and Harbour Radio Station, 
call sign “VSL3" and in plain language “Muara Harbour Radio” has been 
established in the Marine Department Signal Station located at the main 
entrance channel to Muara Harbour in position: 

Lat. 05° 02’ 21” North Long. 115° 05’ 20” East 
and has been put into operation for the convenience and safety of port 
and harbour users with immediate effect. Details of the radio equipment 
installed, hours of operation and operating procedures are as follows: 

2. A listening watch is kept on VHF Hague Plan Channel 16, (156.8 
MHz) radio telephone daily from 0745 hrs. until 1630 hrs., Brunei Time 
(GMT plus 8 hours). Working Channels are listed below: 

International VHF 


Hague Plan 

Channel Number Channel Allocation 
Channel 16 Calling and Safety 
Channel 11 Ship to Shore Working 
Channel 12 Ship to Shore Working 
Channel 13 Ship to Shore Working 
Channel 14 Ship to Shore Working 
Channel 8 Pilot and Tug Operations 


3. A listening watch is kept on medium frequency radio telephone on 
2182 kHz daily from 0745 hours until 1630 hours, Brunei Time. 
Single Side Band radio telephone working frequencies are as follows: 


Serial No. Frequency in kHz Frequency Allocation 
1 2222 Shore to Ship Working 
2 2767 Shore to Ship Working 
3 4170 Shore to Ship Working 
4 6445 Shore to Ship Working 
a 8065 Shore to Ship Working 
6 12016 Shore to Ship Working 
7 16112 Shore to Ship Working 


4. Additionally, the following equipment is available to assist ships in 

distress and with Search and Rescue operations: 
4.1 Auto Alarm equipment guarding the wireless telegraphy 
distress frequency of 500 kHz which is triggered by the first 4 
dashes of the International Distress Signal consisting of 124 
second dashes with a 1 second interval between each dash. 
4.2 Auto Alarm equipment guarding the radio telephone distress 
frequency of 2182 kHz which is triggered by the 2 tone alarm signal 
transmitted over a period of a least 30 seconds but not exceeding 
1 minute. 
4.3 Alistening watch is kept on the radio telephone aircraft distress 
frequency of 121.5 MHz daily from 0745 hrs. to 1630 hrs., Brunei 
Time. 
4.4 Radio Direction Finding equipment is available to automatically 
determine the bearing of a distress signal on wireless telegraphy 
500 kHz, radio telephone 2182 kHz, VHF radio telephone Channel 
16 (156.8 MHz) or VHF radio telephone 121.5 MHz. 

Charts Affected: B.A. No. 2134 and 2109. 

Authority: Director of Marine. 

Reference: MB 35/200/83 (68). 

Date: 11th February, 1984. 
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STEVEDORES: Stevedoring is in the hands of contractors who supply 
gangs as required. Working hours are 0730 hrs. to 1215 hrs., 1315 hrs. 
to 1600 hrs., 1900 to 2300 hrs. (overtime). Overtime is usually worked 
from 1900 to 2300 hrs., permission to work overtime is required from 
the Customs Department. No tally clerks available. All tallies to be made 
by ship's own tally clerks. 

MEDICAL: Government General Hospital is situated in Bandar Seri 
Begawan 16 miles from Muara Harbour. General Hospital is well 
equipped with facilities to carry out normal surgery. Inoculations and 
vaccinations given free of charge. 

FRESH WATER: Can be supplied from the wharf at Muara Harbour and 
Bandar Seri Begawan. No fresh water is supplied at Tanjong Salirong. 
No water-boat in State. 

FIRE PRECAUTIONS: Fire-floats are stationed at Fire Brigade sub- 
station near Customs sub-station in Bandar Seri Begawan. 
A Government tug with fire fighting capabilities is stationed at 
Muara Harbour. 

CONSULS: There are several Embassies, Consulates and High 
Commissions in Bandar Seri Begawan. 

HOLIDAYS: The Brunei Government working days are Monday to 
Thursday and Saturday, Friday and Sunday being holidays. Application 
must be made to Customs for working on Friday and Sunday and other 
public holidays. Brunei, being a Muslim State, insists on strict 
observation of all Muslim rites such as The Sultan's Birthday, Har Raya 
Puasa, Hari Raya Haji, etc. Chinese New Year is also observed. 
POLICE/AMBULANCE/FIRE: Emergency telephones numbers are: 


From Fire Ambulance Police 
Bandar Seri Begawan 22555 22366 22333 
Muara 72255 22366 72333 


AUTHORITY: The Director of Marine, Marine Department, 
H.M. Customs Building, Bandar Seri Begawan, Brunei. 
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Bulgaria 
BOURGAS: 42.30 N. 27.29 E. (See Plan) 


Well protected port at inner end of Bourgas Bay, with good roads, 
anchorage. 
DOCUMENTS: 

Master's Declaration. 

Cargo Plan. 

Custom's Manifest. 

Charter Party. 

Derat Certificate. 

Health Condition Certificate for Crew Members. 

Manifest and Consignment of Cargo. 

Provision List. 

Crew Lists. 

Passenger List. 

Crew Passports. 

PILOTAGE: Pilotage in Inner Roads compulsory for vessels above 
100 g.r.t. Application for Inner Roads Pilot must be made to Agents 
Inflot” at least 4 hours prior to arrival (if incorrect ETA given — pilotage 
fee is doubled). 

Outer Roads pilotage not compulsory. Vessels requiring Outer Roads 
pilotage must advise Agents “Inflot’ at least 12 hours before time 
required and give position of required pick-up point. 

Applications for Pilot should include Nationality and call letters; gross 
tonnage; date (2 figures); time (4 figures) when Pilot required; draft in 
metres (4 figures). 

APPROACHES: Through fairway, depth of channel 29 ft. 6 in. LW. 
ANCHORAGE: Outer Roads. Vessels anchored must keep close watch 
on Roads Signal Station for orders given by flag or signal lamp. Vessel 
ordered by Authorities to proceed to position Lat. 42° 39’ N., Long. 27° 
56’ E., for clearance and Pilot. 

RESTRICTIONS: Arrival and sailing from Western Port and Fish Port 
day and night. 

RADIO/VHF: Bourgas 500 kHz and VHF Channels 16 and 28. Port 
Control VHF Channels 16 and 11. Pilots VHF Channel 14. 

TUGS: Available and compulsory for vessels over 1,000 g.r.t. Tugs join 
vessels in the Roads. Tugs lines used. 

BERTHING: Compulsory piloting for vessels over 50 g.r.t. Container 
handling facilities available. 2 berths available for bulk carriers, 11 berths 
for general cargo ships. No specialised berth for Passenger vessels, 
conventional berth can be provided with 5 days notice. 

CRANES: Berths are equipped with electrical portal cranes with capacity 
from 3 tons to 32 tons. 100 ton capacity floating crane available. 
STEVEDORES: Available. Liner ships and chartered vessels on liner 
terms are obliged to use stevedore and tallyman service. 

MEDICAL: All facilities available. 

TANKERS: Oil port Drujba. Height of quay 2m. 

Berthing: At the S.W. corner of the Bay there are 2 “T” shaped berths, 
max. depth 40 ft. There are mooring dolphins for vessels length 250 m. 

There is an additional tanker berth for vessels loading only, to the 
South of the “T" shaped berths, depth 30 ft. 

Discharging: 2 = 8 in. hoses are connected to the pipe-line on the 
catwalk. Discharge rate 1,800 to 2,000 t.p.h. depending on the back 
pressure. The height limit of the hoses is about 54 ft. above sea level. 
The berth is protected from the prevailing N.E. wind. 

Report received 1977 states that the max. draft is 39 ft. — no length 
limitation. Max. draft at the Product Berth (gas oil) is 23 ft. 

Also see “Shipmaster’s Reports”. 

DENSITY: 1012 — 1014. 

FRESH WATER: Available through hose hydrants or ex-barge. 24 hours 
notice required. 

FUEL: From VTO “Transimpex” Tel: 45751. 72 hours notice required, 
diesel and gas oil available, also Shell and Castrol lubricants. 

FIRE PRECAUTIONS: Constant day and night duty, and direct 
telephone connection with port fire service. 

CONSULS: Turkey. 

REPAIRS: Small repairs only. 

DRYDOCKS: Floating dock with capacity 3,000 d.w.t. available. 
GANGWAY/DECK WATCHMEN: Vessels in Roads not permitted to 
have gangways down. Vessels alongside quay with lowered gangway 
must have manropes, safety net, life-buoys with rope of at least 30 m. 
ti attached, an Officer on duty at the gangway and must be lit at 
night. 

OPENING/CLOSING HATCHES: According to charter party. 
CERTIFICATES: 

Construction 

Safety Radio 

Classification 

Hull and Machinery 

Load-line 

Cargo gear 
CUSTOMS ALLOWANCES: Tobacco — 2 packets per crew member 
per day. Wines/spirits — for Master, as required, for crew — 1 opened 
bottle. No limits on board, no seals, crew are allowed to take 1 or 2 
packets of cigarettes ashore. 

REPATRIATION: Can be fulfilled if necessary. Replacement of crew by 
Bulgarian nationals is possible. 

AIRPORT: Internal and international flights. 

TIME: GMT plus 2 hours. 

HOLIDAYS: New Year (1st January); May Day (1st/2nd May); Day of 
Slavonic written language (24th May); Day of Freedom (9th/10th 
september); October Revolution (7th November). Time from 1300 hrs. 
on day before Sundays and Holidays until 0800 hrs. day after is non- 
working time, but loading and discharging carried out at overtime rates. 
TELEPHONES: Port Director Tel: 42293; Pilots Tel: 47168: Customs 
House Tel: 42301: Bulgarian Shipping Register Tel: 47132: Shipping 
Agency “Inflot” Tel: 45506. 


BULGARIA 


SERVICES: Tank cleaning and removal of sludge. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. Crew members are given shore 
passes. 

REGULATIONS: Given to Master on arrival. 

DELAYS: Possible while waiting for Pilot owing to bad weather or waiting 
turn for berth. 


SHIPMASTER’S REPORT: (Vessel 107,023 d.w.t.). 
Danger Area: Minefield area 43. 
Documents: 

Bill of Health. 

6 Crew Lists. 

3 Stores Lists. 

3 Personal effects Lists. 

Ship's documents (Register, Certificates, etc.). 

No money list required. 

Upon arrival Master receives Port Regulations (re: watchmen, 
ratguards, stoppage of propeller, waste disposal, pollution, etc.). 
Radio: Bourgas Radio, Port Control VHF Channels 16 and 10: Pilots 
VHF Channel 14. 

Density: Average 1012. 

!dentification Cards: Crew members are given shore passes and are 
allowed ashore until midnight. Persons with long hair are refused passes. 
Customs Allowances: No limits on board, no seals, crew are allowed to 
take 1 or 2 packets of cigarettes ashore. 

Repatriation: No difficulties. 

Airport: Daily flights to Sofia with connecting international flights. 
Tugs: 7 tugs available. 

Anchorage: Vessel ordered by Authorities to proceed to position Lat. 
42° 39’ N., Long. 27° 56’ E. for clearance and Pilot. After clearance 
vessel proceeded to Lat. 42° 40’ N., Long. 27° 49’ E. for lightening. 
Lightening: Vessel required to be lightened to 39 ft. Tankers come 
alongside; they carry good rubber fenders and one 10 in. discharge 
hose. Discharge rate varies from 1,500 — 1,800 t.p.h. according to 
tanker's requirements. 

Berthing: At the SW corner of the bay. There are two "T” shaped berths, 
max. depth 40 ft. Each berth consists of 3 platforms connected bya 
catwalk. Length of berth used was 125 m.There are mooring dolphins 
but the length of vessel is 259 m. so all lines were breast ropes and 
springs. 

Discharging: Two 8 in. hoses are connected to the pipe-line on the 
catwalk. Discharge rate, 1,800 to 2,000 t.p.h. depending on the back 
pressure. The height limit of the hoses is about 54 ft. above sea-level. 
Vessels are required to ballast if necessary before reaching this level. 
The Berth is protected from the prevailing N.E. wind. 

Dardanelles Entrance: (Canakkale, Turkey) Pilot station is at 
Seddulbahir. Call sign “Canakkale Pilot” VHF Channel 16. During 
Southerly gales Pilot boards close to Kanakkale Town. 

Bosporus: North entrance, pilot station at Kavagi, Pilot boards off 
Dikilikaya Light. Call Pilot on VHF Channel 16. 


SHIPMASTER’S REPORT: January 1984. 

Arrival: Prior to arrival in Bougas Roads vessel may contact Port Control 
on Channel 16, shifting to Channel 11. 

Anchorage: Port Control advise vessel that the anchorage limits are: 
Lat. 42° 28’ 18” N. and Lat. 42° 27’ 30” N. and Long. 27° 30' 54” E. and 
Long. 27° 29’ 48” E. 

Anchoring is not allowed North of this area. 

The Agent, Doctor, Customs and Harbour Master come on board and 
clear the vessel at the anchorage. 

Documents: 

1 copy Health Declaration. 

6 copies Crew List. 

4 copies Personal Effects List. 

4 copies Stores List 

4 copies Money Declaration List of Crew. 

Ship's documents (Register, Loadline, Safety Construction, Safety 
Equipment, Safety Radio. These documents are kept by the Harbour 
Master and returned before sailing). 

VHF: Bourgas Port Control Channels 16 and 11; Pilot Channel 14, 
Bourgas Radio Channels 16 and 28. 

Identification Cards: Shore passes are given to all crew members and 
any expired passport holders are not allowed to go ashore. Crew can 
stay ashore until 0400 hrs. 

Customs Allowance: No limits and no seal made on board. Crew can 
take ashore 2 packets of cigarettes. If the vessel receives any Bulgarian 
money (Leva) from the Agent, the Money List must be handed to the 
Customs Office. 

The doctor places under seal all meats from all countries, except 
chickens. Meats are not to be used during stay in port. 


SHIPMASTER’S REPORT: March 1988. 
Vessel: 40,000 d.w.t. tanker. 
Documents: 

7 copies Crew List. 

1 copy Vaccination List. 

1 copy Stores List. 

1 copy Crew Declaration 

Maritime Declaration of Health (including list of ports called in last 21 
days. 

Ship's Register. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Certificate of Financial Security. 

The vessel's certificates are retained ashore by the authorities until 
outward clearance is received. 

7 officials boarded for inward clearance and 4 officials boarded for 
outward clearance. 
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All ship's personnel are to be sighted by Immigration officials, inward 

and outward. 

Pilotage: The Pilot boards from a tug at the Inner Anchorage. 

Tugs: 2 tugs used for berthing. Tugs lines used. 

Berthing: Vessel berthed at Berth No. 1. 2 mooring boats assist and run 
the backsprings first. 

Moorings forward: 2 headlines, 2 breast lines and 2 spring lines. 

Mooring aft: 2 spring lines and 3 stern lines. 

No shore gangway. 

Cargo Handling: Slop facilities available. We discharged 450 tonnes. 

The Safety Inspector who boarded to sight the Oii Record Book also 
asked to see the slop discharge receipts. 

2x8 in. hoses used for loading. 

On completion of loading, paperwork takes about 1.5 hours. 

Pilot requires 30 minutes notice by VHF Channels 16, 14 or 11. 
Shore Leave: No shore passes issued. Seaman's Book or Passport are 
stamped by Immigration and used as shore passes. 

General: Vessel is allowed to take out sufficient meat for 2 days, 
remainder sealed. 

Overside painting permitted, except for ship's name, draft marks and 
load line. 


AUTHORITY: Shipping Corporation, 17 Panagyurishte Street, Varna, 
Bulgaria. 

Bourgas Port Complex, 8000 Bourgas, Bulgaria. Te/: 42293 (Port 
Director), 43140 (Harbour Master). Contact: M. Manolov, Port Director. 


AGENT: State Shipping Agency “Inflot’. Cables: “Bolinflot”. Telex: 083 
509, Tel: 45506, 42879. 


PORTS IN THE AREA OF PORT BOURGAS 

Port Nessebar: Situated on 18 miles North-eastern of Bourgas in the 
Bourgas Bay. Available 2 berths for passenger and other small ships 
with draft up to 19 ft. 


VARNA: 43.12 N. 27.57 E. 


Well protected port at inner end of Varna Bay. 
DOCUMENTS: 

Master's Declaration. 

Cargo Plan. 

Customs Manifest. 

Charter Party. 

Derat Certificate. 

Health Condition Certificate for Crew Members. 

Manifest and Consignment of Cargo. 

Provision List. 

Crew List. 

Passenger List. 

Crew Passports. 

PILOTAGE: Pilotage in Inner Roads compulsory, but not compulsory 
for Outer Roads. Vessels requiring pilotage at Outer Roads must radio 
Agents “Inflot” 24 and 12 hours prior to arrival giving position of required 
pick-up point, also: name of vessel; nationality and call letters; g.r.t.; 
length; draft in metres (4 figures); date (2 figures); time (4 figures). 

Pilot comes from Inner Port of Varna. In bad weather impossible for 
pilot boat to reach Outer Roads and vessel will be so informed by Agents 
“Inflot’ and instructed to proceed to anchorage in Varna Bay. 

Pilot boat is a patrol boat with yellow funnel and letter “P” on a blue 
strip and carries international recognition signals by day and night. 
APPROACHES: Through fairway, depth of channel 39 ft. 
ANCHORAGES: Outer Roads in area East of meridian 27° 56’ E., 
beyond fairways. Vessels anchored must keep close watch on Roads 
Signal Station for orders given by flag or signal lamp. 

RADIO: Radio Varna LZW 500 kHz. LZW 42 — 8532 kHz. VHF Channels 
26 and 16. Port Control VHF Channels 16 and 11; Pilots VHF Channel 


(See Plan) 


14. 

TUGS: Available and compulsory for vessels over 1,000 g.r.t. Ship's 
lines used. 

BERTHING: Compulsory piloting for vessels over 50 g.r.t. Depths at 
quays up to 31 ft. 2 berths with depths up to 36 ft. 10 berths with depths 
below 30 ft. available for general cargo vessels, 1 berth for containers 
and 3 berths for passenger ships. 

CRANES: Berths are equipped with electrical portal cranes with capacity 
from 3 tons to 32 tons, also 100 ton floating cranes are available. 
Container Terminal: Loading and discharging of 10 ft., 20 ft., and 40 ft. 
containers. The necessary specialized loading and discharging 
equipment is available. 

BRIDGES: When proceeding to and from Varna Lake, vessels pass 
under the new Asparuhov Bridge (41.72 m. above the water level). 
STEVEDORES: Available. Liner ships and chartered vessels on liner 
terms are obliged to use stevedore and tallyman service. 

MEDICAL: All facilities available. 

TANKERS: 2 berths, draft 30 ft. and 28 ft. 

DENSITY: 1013. 

FRESH WATER: Available through shore hydrants or ex-barge. 
24 hours notice required. 

FUEL: From VTO “Transimpex’’, Tel: 230475. No. 14 Chervenoar Meiski 
Bul. 72 hours’ notice required. Bunker “C”, diesel and gas oil available. 
Lubricants: Shell and Castrol — 48 hours notice required. 

FIRE PRECAUTIONS: Constant day and night duty and direct telephone 
connection with port fire service. 

CONSULS: U.S.S.R., D.D.R. Poland, Czechoslovakia, Cuba. 
REPAIRS: All kinds of repairs possible in ship-repair yard. 
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DRY DOCKS: Suitable for vessels up to 30,000 d.w.t. 

Floating Docks: 2 floating docks with lifting capacity of 4,500 tons and 
12,500 tons respectively. 

GANGWAY/DECK WATCHMEN: Vessels in roads not permitted to 
have gangway down. Vessels alongside quay with lowered gangway 
must have manropes, safety-net, life-buoys with rope of at least 30 m. 
length attached, an officer duty at the gangway and must be lit at night. 
OPENING/CLOSING HATCHES: In accordance with charter party. 
CERTIFICATES: 

Construction, Hull and Machinery, Safety Radio, Load-Line, 
Classification, Cargo Gear, Safety Equipment, International Oil Pollution 
Prevention Certificate, Tonnage, Certificate of Registry/Act of 
Nationality, Certificates of Competency of Master, Chief Officer, Chief 
Engineer, 2nd Engineer, Radio Officer and seamen. 

CUSTOMS ALLOWANCES: Tobacco: 2 packets per crew member per 
day. Wines/spirits: For Master, as required, for crew — 1 opened bottle. 
No limits on board, no seals, crew are allowed to take 1 or 2 packets 
of cigarettes ashore. 

REPATRIATION: Can be fulfilled if necessary. Replacement of crew by 
Bulgarian nationals is not possible. 

AIRPORT: Internal and International Flights. 

TIME: GMT plus 2 hours (1st October — 1st April). GMT plus 3 hours 
(1st April — 1st October). 

HOLIDAYS: New Year (1st January), Day of Liberation of Bulgaria from 
Ottoman domination, May Day (1st/2nd May), Day of Slavonic written 
language (24th May), Day of Freedom (9th/10th September), October 
Revolution (7th November). Time from 1300 hrs. on day before Sundays 
and holidays until 0800 hrs. day after is non-working time, but loading 
and discharging carried out at overtime rates. 

SERVICES: Tank cleaning and removal of sludge. Compass adjusting. 
TELEPHONES: Port Director 223479; Pilots 227023; Custom House 
225532; Lloyd’s representative 227167; Soviet Register 222651; 
Bulgarian Shipping Register 226122; State Shipping Agency “Inflot’ 
222669. State Shipping Inspectorate 225409. 

SHORE LEAVE: Allowed. 

REGULATIONS: Given to Master on arrival. 

IDENTIFICATION CARDS: Required. Crew members are given shore 
passes. 

DELAYS: Possible while waiting for Pilot owing to bad weather or waiting 
turn for berth. 

AUTHORITY: Shipping Corporation, 17 Panagyurishte Street, Varna, 
Bulgaria. Tel: 226316. Telex: 077424, 077524. Cables: OVT. 
Contact: A. Yonkov, Director-General. 


AGENT: State Shipping Agency “Inflot’. 
Telex: 077516. Tel: 222669, 222636, 225924. 


Cables: “Bolinflot’. 


PORTS IN THE AREA OF PORT VARNA: 

Port Varna-West: Situated 14 nautical miles from Port Varna. 7 berths 
available for bulk carriers, 3 berths for containers and 5 berths for general 
cargo vessels. Ships of max. 33 ft. draft proceed in one direction only, 
through 2 deep channels with Varna Lake between them, with limitation 
in speed up to 6 knots. A container platform for loading and discharging 
of 20 ft. containers and specialized loading/discharging equipment 
available. 

Ferry-boat Complex: Situated 13 nautical miles from Port Varna, next 
before Port Varna-West. Two specialised berths for ferries with max 
draft 26 ft. available. 

Port Balchik: Situated 18 nautical miles North of Port Varna, for ships 
with max. draft 24 ft. 1 berth for bulk carriers available. Entering and 
leaving the port with a Pilot commencing from the Outer Roads of Por 
Varna. 

Drujba (Port Topolly): Specialised port for wood materials. Situated on 
the Northern part of Varna lake, 8 nautical miles from Port Varna. 
3 berths for ships with max. draft 26 ft., 21 ft. and 15 ft. available. 
Port of the Thermo-Electrical Station Varna: Specialized port for coal, 
situated on the West part of Varna Lake, 8.5 nautical miles from Pon 
Varna. 2 berths for ships with max. draft 32 ft. available. 


NOTES 
Please also advise Shipping Guides Ltd. 


CAMBODIA 


Cambodia NOTES 
Please also advise Shipping Guides Ltd. 


KOMPONGSOM: 10.38 N. 103.29 E. 


PORT LIMITS: The seaward boundaries are fixed by the buoys “KS” 
to the South and “A” to the East (for cargo ships) and 2 miles N.W. of 
Rocher Carre (for tankers). 
DOCUMENTS: 

Entry form to be completed on arrival: 

23 Manifests of Cargo for Discharge. 

2 Manifests of Cargo in Transit. 

10 Crew Lists. 

7 Passenger Lists. 

7 Lists of Provisions. 

7 Lists of Crew Personal Effects. 

7 Lists of Arms and Ammunition. 

7 Lists of Drugs and Narcotics. 

Ship's Register. 

Passenger Safety Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Safety Construction Certificate. 

Load Line Certificate. 

Derat Exemption Certificate. 
PILOTAGE: Contact “Pilot Kompongsom” giving ETA 24 hours before 
arrival. Pilotage is compulsory for all vessels of more than 150 n.r.t. Pilot 
launch is a white motor boat carrying international pilot signals. Cargo 
Vessels: Pilot boards at Buoy KS. Tankers: Pilot boards 2 miles N.W. 
of Rocher Carre. Pilot station equipped with VHF simplex Channel only, 
Channel 16. 
ANCHORAGES: Southern Anchorage: Centred on Buoy KS at the 
entrance of the deep-water channel in depths of 10 m. — 12 m. 

Northern Anchorage: to the West of Buoy A, in depths of 10 m. — 11 m. 

Tanker Anchorage: 2 miles N.W. of Rocher Carre in depths of 
15m.—18m. 
RESTRICTIONS: Berthing daylight only, and unberthing day and night 
but delays may occur in bad weather during S.W. monsoon. 
MAX. SIZE: Cargo vessels: Draft 7.60 m. plus height of tide. Limited by 
entrance channel. Tankers: Length 220 m., and draft 11.50 m. 
HEALTH: Authorities board all vessels on arrival at the quay or in the 
outer harbour. Quarantine flag to be flown by all vessels even if coming 
from a Cambodian port. In case of suspected disease on board, contact 
“Sante Kompongsom” by radio before arrival. 
RADIO: Kompongsom Radio; call sign XUK, operating 24 hours daily. 
Medium wave: receiving on 500 kHz, transmitting on 500 and 458 kHz. 
Short wave: receiving on 8364 and 4185 kHz. Transmitting on 8480, 
8680, and 4342 kHz. 
TUGS: Available to assist berthing and unberthing. Join vessel in 
immediate vicinity of the berth. Vessel’s lines used. 3 tugs available, 
largest 1,500 h.p. 
BERTHING: Commercial Dock: West side, 2 berths for vessels up to 
9.50 m. draft. East side, 2 berths for vessels up to 7.50 m. draft. 

New basin, for vessels up to 6.50 m. draft. 
STEVEDORES: Working times from O700hrs. — 1130hrs., from 
1400 hrs. — 1700hrs., from 1900 hrs. — 2200 hrs. according to 
authorisation of Military. 
MEDICAL: Advance notice required of serious cases to arrange 
transportation to Phnom Penh. Local doctors and hospital available for 
non-surgical cases. Crew require cholera and yellow fever certificates. 
TANKERS: Oil Refinery Terminal situated at Pointe du Depart. 2 sea- 
line buoy berths in depths of 13 m. No slop disposal facilities. Hoses 
are lifted and connected by ship’s crew. 
DENSITY: 1022 in February; 1012 in July. 
FRESH WATER: Available at Commercial Dock at rate of 10 cu.m./hr. 
Very small quantities may be supplied by tug. 
FUEL: Only available supply by tanker-lorries in case of emergency. 
CONSULS: France, Tel: 2742. All other consuls at Phnom Penh. 
REPAIRS: Small repairs can be undertaken on board. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Performed by stevedores. 
CUSTOMS ALLOWANCES: Each crew member allowed 1 carton 
cigarettes and 1 bottle alcohol for 5 days. Master not included in this 
restriction. 
REPATRIATION: Can be arranged. 
AIRPORT: Ream Airport, 18 km. from Kompongsom, domestic flights 
only. Pochentong Airport at Phnom Penh 226 km. from Kompongsom, 
with international services. 
TIME: GMT plus 7 hours all the year round. 
HOLIDAYS: Work can usually be arranged on all days except at New 
Year, 13th, 14th and 15th April, and for 2 days near the end of September 
which is the Buddhist Festival of the Dead. 
POLICE/AMBULANCE/FIRE: National Police Tel: 2630; Police Aid 17; 
Fire 18; Ambulance 19. 
SHORE LEAVE: Allowed. Permission of Immigration Department is 
fequired to travel outside Kompongsom port area. 
Curfew: In force from 2200 hrs. — 0600 hrs. 
IDENTIFICATION CARDS: Seamen's Passports or Seamen's Books 
are taken by Immigration in exchange for a shore pass to be surrendered 
when vessel departs. 
DEVELOPMENTS: New wharves being built and access channels 
eepened. 
AUTHORITY: Direction du Port Autonome de Kompongsom. 
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Republic of Cameroon 


DOUALA: 04.03 N. 09.42 E. 

TIKO: 04.00 N. 09.24 E. 

LIMBE (Formerly Victoria): 04.01 N. 09.13 E. 
KRIBI: 02.56 N. 09.54 E. 


(See Plan) 


DOCUMENTS: 

5 Crew Lists. 

5 Lists of Port of Call. 

5 Passengers’ Lists. 

2 Crew Customs Declarations. 

2 Declaration of Provisions on Board. 

1 Arms and Ammunition. 

2 Stores Lists 

2 Manifests or Bills of Lading 
PILOTAGE: (With the exception of Kribi and Limbe (formerly Victoria) 
where ships work cargo at anchorage); Compulsory at Douala and Tiko. 
Ship's arrival must be notified at least 24 hours in advance, together 
with draft (F.W.) forward and aft. This must be confirmed. 

At Cape Limboh (Limbe) where ships can proceed alongside, pilotage 
is compulsory. 

For Douala, waiting anchorage at Base Buoy (Lat. 3° 54’ 12.3” N., 
Long. 9° 32’ 19.8” E.). Pilot called by VHF (16 — 14). 

For entry of Tiko, waiting is at Limbe Anchorage. 

ANCHORAGE: Base Buoy for entry at Douala (see “Pilotage”) 8 m. 
depth approx. For Limbe Anchorage on Roads in Ambas Bay about 9 m. 
depth. Anchorage for Tiko on the Bimbia. Kribi Anchorage by red conical 
buoy (Lat. 02° 56’ 36” N., Long. 09° 53’ E.) depth 6.30 m. — 7 m. 
RESTRICTIONS: Draft only, for ports of Douala and Tiko. Official level 
of Wouri Channel is 5.80 m. 

MAX. SIZE: At Kribi and Limbe Anchorage, no restrictions. 

Douala, max. length 200 m., max. draft 8.0 m. 

HEALTH: Free Pratique granted after compulsory checking of 
vaccination certificates against yellow fever. Health Officials hand the 
Master a special Health form to fill in. 

RADIO: (See “Pilotage”). Douala Radio limited to broadcasting for 
private individuals. VHF Channels 16 and 14 and R/T 2182 kHz. 

For vessels arriving at Douala, Masters should send a message to 
their Agent at least 48 hours prior to arrival, giving the following 
information: 

(1) ETA at Base Buoy (given in local time). 

(2) Cargo tonnage for discharge, and hatch distribution. 

(3) Number of gangs required. 

(4) Vessel's draft in fresh water. 

(5) Any other requirements, e.g. money, medical attendance 
alongside, etc. 

(6) Overall length. 

For vessels arriving on a Sunday or on a Public Holiday, Agents must 
be informed by 1100 hrs., the day before arrival. If overtime or night 
work is required by vessel, the Agent must be informed by 1700 hrs. 
the day before arrival. It is also possible to telex information from the 
last port of call as Douala Radio Station can sometimes be difficult to 
contact. 

VHF: Channels 16 and 14. 

RADAR: No radar. 

TUGS: Three tugs: 2,000 h.p., 1,100 h.p. and 900 h.p. are available on 
request to Cameroon National Ports Authority, Operations Head Office. 
Towage is compulsory for ships of 600 d.w.t. and more, and subject to 
Pilot’s advice. 

One tug is available at Cape Limboh, obtainable from the National 

Ports Authority. 
BERTHING: For Douala, there are 11 berths of 2,330 m. approx. Two 
of these berths have priority berthing for alumina carriers and 
occasionally tankers. Two other berths downstream from the port have 
priority berthing for container carriers. One of these berths has Ro/Ro 
accommodation with 2 dolphins 70 m. apart. 

There is a berth consisting of 2 dolphins and 4 buoys used for oil 
discharging. Tankers moor with 3 head and stern lines to the other outer 
mooring buoys — 2 breast lines to the inner mooring buoys and spring 
lines on the dolphins. 

At Douala, 9 berths have a depth of 9.50 m. approx. at LW. The tanker 
berths have a depth of 9.5 m. at LW (tidal range 2.20 m.). 

At the right bank (Bonaberi): There are two berths equal to 300 m. in 
length. One is mainly used by banana carriers (700 tonnes per day) and 
butane tankers, length 140 m. The other berth is equipped with a Goliath 
crane used by mineral carriers. These berths have a depth of 13 m. at 
LW. 

Channel from Base Buoy to Douala Port, minimum depth (dredged) 
5.5 m. Pilot usually boards at HW at Base Buoy. Vessel sails on flood 
tide only and swings off the berth. Ship’s watchman required, not 
compulsory to use shore watchman. Agents submit written request to 
feed men twice a day during loading. Loading intermittent from both rail 
trucks and lorries. 

Vessels have to shift alongside quay with their ropes if required. 
Decisions are taken every day after the Port Meeting which takes place 
at 1000 hrs. and 1600 hrs. in order to use optimal quay length. 
Limbe: At Cape Limboh (Limbe) one berth available admitting ships of 
130 m. in length. Length of quay 150 m. and depth alongside at LW is 
10 m. 3 quay cranes available. One mooring buoy (SBM) for ships 
loading Fuel Oil, max. draft 18 m. and max. tonnage is 90,000 tons. 
(Also see “Shipmaster's Report’). 

Kribi: One quay of 250 m. for export of timber, cocoa, coffee, flour, salt 
and palm products by barge. One crane available. 

CRANES: No berths alongside. Loading and discharging is carried out 
by ship's gear at anchorage. However, there are 2 cranes, one of 
100 tons and the other 25 tons for barges. 
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BULK CARGO FACILITIES: Douala: There is a rolling gantry at the 
right bank to transport cement to the cement site. Max. height of loading) 
discharging gear above HW is 2m. Max. loading/discharging rates — 
1,000 tons per day, length 150 m., depth 8.5 m. 

No. 2 Berth at left bank is equipped with a rolling gantry to transport 

aluminium. Max. height of discharging gear above HW level is 2 m., 
length 280 m., depth 9.5 m. 
SPECIALISED CARGO HANDLING FACILITIES: Containers: A 
modern container and Ro/Ro terminal has been created with a frontage 
of 600 m., dredged to 11.50 m. Facilities include 3 berths, the first 2 of 
which, with a total length of 400 m., are designed for full container ships 
and the last for Ro/Ro ships with side ramps. Additional facilities 
comprise 2 dolphins and 1 Ro/Ro ramp. The adjacent yard has a surface 
area of 23 hectares and a width varying between 400 m. and 500 m. 

At the back of this yard, there exists a stuffing and stripping container 
warehouse of 7,500 sq.m. 

The annual capacity of the Timber Port is 2,000,000 tons. There are 
2 gantry cranes. 

Timber: The equipment includes: 

— timber yard of 20 hectares served by road and rail, 

—a water surface of 20 hectares with 3 m. draft in the area next to 
the quay and 9.50 m. in the rest of the dock. This dock is capable 
of receiving 4 ships, 

— 150 m. quay frontage designed for the handling of floating timber. 
STEVEDORES: The number of stevedore gangs is requested from 
Charterer's Agents, taking into account size of cargo. 

MEDICAL: An appropriate Medical Service can be provided on request 
in case of an emergency, such as an epidemic on board. 

TANKERS: At Douala harbour, a berth of 180 m. can accommodate oil 
tankers of 12,000 tons when the tanker berth has a breakdown. No slops 
discharge. The depth at LW is 8.00 m. The tanker berth in the river can 
accommodate tankers of less than 180 m. 

At the tanker berth are found 3 connections of 8 in. for white products, 
discharge rate of about 250 t.p.h. to 300 t.p.h. Bunkers can be supplied 
but are not always available. 

Sailing from the tanker berth: Subject to draft, always on flood tide 
between 2 hours before HW and LW; sailing/mooring, day and night. 
1or2 tugs (optional) assist in mooring and sailing proceedings. 
A permanent tug assists during discharging. 

Also see “Berthing” and ‘“Shipmaster's Report” — dated 1982. 
DENSITY: 1012. 

FRESH WATER: Available at berth; supplied by hoses at 50 t.p.h. 
Available at Cape Limboh (Limbe, formerly Victoria). 

FUEL: Supplies arranged by Charterer's Agent who have their particular 
suppliers. Available at Cape Limboh (Limbe). 

FIRE PRECAUTIONS: In addition to the usual measures, the quay 
station for oil tankers is isolated during discharging, and there is also a 
permanent watch by tugs. 


CONSULS: At Douala. 
Telephone No. 


Australia 42.11.19 
Belgium 42.38.96 
Canada 42.37.19 
Chad 42.34.50 
Denmark 42.64.64 
Equatorial Guinea 42.26.11 
Finland 42.92.88 
France 42.92.50 
Great Britain 42.21.77 
Greece 42.44.53 
Italy 42.36.01 
Lebanon 42.62.65 
Morocco 42.14.44 
Netherlands 42.50.35 
Nigeria 42.48.81 
Norway 42.42.88 
Spain 42.23.95 
Sweden 42.42.88 
U.S.A. 42.34.34 
UNO 42.41.11 
Zaire 42.39.90 


REPAIRS: There is a ship repair unit having a 200 m. long quay for 
afloat repairs. 
DRY DOCKS: 3 floating docks of 10,000, 1,000 and 500 tons handling 
capacities are available. 
SURVEYORS: Lloyd's Register; Bureau Veritas; Germanischer Lloyd's 
A.B.S. and Det Norske Veritas. 
GANGWAY/DECK WATCHMEN: Ship's crew or 
Charterer's Agents at Master's option. 
Piracy: Acts of piracy have taken place at the ports by armed pirates. 
OPENING/CLOSING HATCHES: By ship's crew. 
CERTIFICATES: Safety, Radio, Sea-worthiness, Freeboard, Derricks 
etc. 
CUSTOMS ALLOWANCES: 100 cigarettes per person, not more than 
2 bottles of spirits per person in cabin. 
CARGO GEAR: Loading and discharging affected by ship's gear. 
REPATRIATION: Repatriation as well as crew changes can be arrangec 
after consultation with the responsible Consuls. 
AIRPORT: International airport is situated about 12 km. from Doualé 
Port. Regular airline flights to Europe daily during whole year. 
TIME: Local time GMT plus 1 hour. No change during year 
HOLIDAYS: Official Holidays: New Year's Day, 1st January; Youth Day 
11th February; Labour Day, 1st May; National Day, 20th May; Christmas 
Day, 25th December. Any other Day declared by Presidential Decree 
Variable Holidays: Easter Cay; Festival of the Sheep; End of Ramadan 
Assumption Day; Ascension Day. 

Even though there are public holidays, cargo work may be carried ou! 
by arrangements. 


arranged by 


POLICE/AMBULANCE/FIRE: Central Police Station, Tel: 42.55.25. 
Ambulance (Hospital Laquintinie), Tel: 42.68.88; (Polyclinique), Tel: 
42.18.40. Fire Brigade (in town), Tel: 18. Cameroon National Ports 
Authority, Tel: 42.01.33 or 42.73.22 or 42.33.42 (ext. 2440 or 2445). 
EMERGENCY CO-ORDINATION CENTRE: None at present apart from 
the Cameroon National Ports Authority, B.P. 4020 -— Douala. 
Tel: 42.01.33 and 42.73.22. Telex: 5270 KN. 
TELEPHONES: No telephone connections on board. 
BANKS: 
Standard Chartered Bank (formerly Boston Bank Cameroon, SA.), 
B.P. 1784 — Douala. Tel: 42.36.12. Telex: 5858KN. 
Meridien Bank Cameroon, B.P. 1132 — Douala. Tel: 42.98.05, 
42.52.91. Telex: 5580KN. 
Societe General de Banque au Cameroun (S.G.B.C.), Rue Joss, 
B.P. 4042 — Douala. Tel: 42.70.10, 42.12.31. 
Societe Camerounaise de Banque (S.C.B.), B.P. 4013 — Douala. 
Tel: 42.98.60, 42.50.56. Telex: 5208KN, 5665KN. 
Banque Internationale Pour le Commerce et I'Industrie du Cameroun 
(B.1.C.1.C.), B.P. 4070 — Douala. Tel: 42.28.19, 42.84.31. Telex: 5225KN. 
Banque Internationale Pour l'Afrique Occidental (B.1.A.O.) Cameroun, 
B.P. 4001 — Douala. Tel: 42.80.11. Telex: 5218KN. 
Societe Generale de Banque au Cameroun (S.G.B.C.), P.O. Box 404 
- Limbe. Tel: 32.23.83. Telex: 5610KN. 
Societe Camerounaise de Banque (S.C.B.), P.O. Box 42 — Limbe. 
Tel: 33.32.38. Telex: 5281KN. 
Banque International Pour |'Afrique Occidentale (B.I.A.O.) Cameroun, 
B.P. 244 — Limbe. Tel: 33.42.38, 33.24.38. Telex: 5661KN. 
Cameroon Bank, S.A., P.O.Box 48 — Limbe. Tel: 33.92.50. 
Banque International Pour le Commerce et I'Industrie du Cameroun 
(B.1.C.1.C.), B.P. 26 — Tiko. Tel: 35.12.27. 
Cameroon Bank B.P. 55 — Tiko. Tel: 35.11.34. 
Banque Internationale de L’Afrique de L'Ouest B.P. 54 — Kribi. 
Tel: 46.10.39. 
Societe Camerounaise de Banque (S.C.B), B.P. 124 — Kribi. 
Tel: 46.11.56. Telex: 5539KN. 
STORING: See ‘Prelims’. 
1. Yes. 
2. No regulations. 
3. Yes. 
4. No jetty. 
5. No Customs regulations in force. 
. Subject to arrangement. 
SHIP SUPPLY SERVICE: For details contact: Syndicat des 
Compagnies de Navigation et Consignataires de Navires au Cameroun, 
B.P. 73, Douala. 
SERVICES: Derat and fumigation. 
Stores: Fresh provisions of good quality, beer and soft drinks. 
SHORE-LEAVE: Permitted. 
IDENTIFICATION CARD: Seaman's Book and shore Pass are sufficient. 
REGULATIONS: Normal Port Regulations in force. 
DELAYS: No unusual delays. 
DEVELOPMENTS: A new fruit terminal, length 200 m., will be able to 
accept vessels with draft 9.5 m. The terminal will be operational in the 
near future, as and when equipment is installed. 


SHIPMASTER’S REPORT: March 1982. 

Sonara Refinery SBM at Cape Limboh Oil Terminal. 

The new refinery is situated at Cape Limboh (Limboh Point). The exact 
position of the SBM is Lat. 03° 59’ 16” N., Long. 09° 07’ 36” E. 
(B.A. Chart 1455). 

Type of Hose (Loading Hose): 16 in. ASA Serial 150 type barbell. 
Manifold Derrick: Should be of minimum SWL 10 tons. Connection is 
made on port side. 

VHF: Sonara Refinery keeps watch on Channel 14, make contact 
2 hours before arrival. 

Pilot: Pilot boards 1 mile South of SBM. 

Pipe-line: Submarine line is always kept filled with crude oil therefore if 
loading fuel oil, the vessel should be in position to receive about 
1,500 cu.m. of line contents inside the ship's slop tanks and on 
completion of loading fuel oil, the line contents must be pumped back 
into submarine line. 

Depth: Depth of water at berth is 21 m. 


[>] 


AUTHORITY: Cameroon National Ports Authority, B.P. 4020 — Douala, 
Republic of Cameroon. Tel: 42.01.33, 42.73.22. Telex: 5270KN. 
Contact: Director General. 


AGENT: Douala: Socopao Cameroun, B.P. 215 Douala. Tel: 42.64.64. 
Telex: (Shipping) Freight 5319; (Direction) Freight 5252/5214. 
Kribi: Socopao Cameroun, B.P. 38 Kribi. Tel: 46.10.58. Telex: 5688 
(in case of difficulties please contact Douala). Fax: 42.09.18. 
Cables: Freight Douala. 


CAMEROON, Republic of 


KOLE: 04.13 N. 08.33 E. (See Plan) 


LOCATION: The loading point is located at Lat. 04° 13’ 21”N., Long. 
08° 33’ 31” E. (approx. 285° — 26 miles from Cape Debuncha). 
DOCUMENTS: 

3 Copies Crew List. 

3 Copies List of Ports of Call. 

3 Copies Arms and Ammunitions List. 

3 Copies Animals List. 

3 Copies Store List. 

3 Copies List of the Passengers Landing or in Transit. 

Ships Manifest. 

PILOTAGE: Compulsory. Piloting shall be carried out by the Pilots of 
the Cameroon National Port Authority. Call signals for a Pilot are those 
provided for by the International Code. The Pilot may be contacted on 
VHF Channel 16 (156.8 MHz). 

The Pilot will board 2 miles S.W. of loading point “KLB-2” in position 
Lat. 04° 12’ N., Long. 08° 32’ E. 
ANCHORAGE: Vessels loading at Kole may anchor inside an area 
enclosed by the following coordinates: 

A 04° 12.3’ N., 08° 33’ E. C 04° 11.3’ N., 08° 33’ E. 

B 04° 12.3’ N., 08°34’ E. D 04° 11.3’ N., 08° 34’ E. 

Anchoring within the Prohibited Zone and less than one mile from the 
Kole loading point is prohibited. 
NAVIGATION AIDS: The Elf-Serepca operating facilities located in the 
Rio Del Rey are protected by a zone where navigation is prohibited. 
Permission to enter this zone can only be obtained from Elf-Serepca. 
See “Plan” for buoy top marks. 

Buoy A_ West Cardinal Lat. 04° 13’ N., Long. 08° 22’ 36” E. 


Light: VQ(9) every 10 seconds, white. 
Range: 5 miles 
Buoy B_ South Cardinal Lat. 04° 13’ N., Long. 08° 29’ E. 
Light: VQ(6) then long burst every 10 
Range: seconds, white. 
5 miles 
Buoy C_ East Cardinal Lat. 04° 13’ N., Long. 08° 36’ E. 
Light: VQ(3), every 5 seconds, white. 
Range: 5 miles 
Spar D_ East Cardinal Lat. 04° 18’ N., Long. 08° 41’ E. 
Light: Flashes Q(3), every 10 seconds, white. 
Range: 8 miles 
SparE North Cardinal Lat. 04° 26’ N., Long. 08° 34’ E. 
Light: Rapid continuous flashes, VQ, white. 
Range: 8 miles 
Spar F West Cardinal Lat. 04° 26’ N., Long. 08° 25’ E. 
Light: Rapid group flashes, VQ(9), every 10 
seconds, white. 
Range: 8 miles 
Spar G West Cardinal Lat. 04° 19’ N., Long. 08° 22’ E. 
Light: Group flashes, VQ(9), every 15 
seconds, white. 
Range: 5 miles 


In addition, all platforms and the floating storage facility “Serepca 1” 
within this zone are equipped with white lights which flash the letter "U" 
every 15 seconds. 

The main loading point “KLB 2”, is located at Lat. 04° 13’ 21” N., 
Long. 08° 33’ 31” E. It is a yellow buoy with a white light which flashes 
the letter “U" every 15 seconds (Range: 6 miles — radar reflector). 

The emergency loading point, “KLB 1”, is located at. Lat. 
04° 14’ 57” N., Long. 08° 33’ 07” E. and its markings are identical to 
those for “KLB 2”. 

A floating hose which can float around each buoy over a radius of 
260 m. is marked by small white intermittent lights. 

Fog Signals Inside of the Prohibited Area: 

Fog horns with a range of 2 nautical miles send the letter “U” every 
30 seconds when the horizontal visibility is below 1 mile at the following 
positions: 

Oil production platform “Ekoundou” Lat. 04° 16’ 28” N. 

Long. 08° 25’ 10” E. 

Lat. 04° 16’ 56” N. 

Long. 08° 34’ 03” E. 

Lat. 04° 15’ 42” N. 

Long. 08° 33’ 28” E. 

Lat. 04° 14’ 57” N. 

Long. 08° 33’ 07” E. 

Lat. 04° 13’ 21” N. 

Long. 08° 33’ 31” E. 

RADIO: The vessels should send their ETA to: Elf Serepca, B.P. 2214. 

Tel: 42.13.66 Douala. Telex: 5299 Kn Elferap. 

Via Coastal Station — Douala Radio. 

Call signal: “TJC 5”, “TJC 6” or “TJC 8”. 

The Coastal Station works on 500 kHz and 8718 kHz. 

Transmitter Power: 1 kw. 

Listening Hours: Permanent watch from 0500 — 2000 hrs. GMT on 
500 kHz, 15 minutes transmission at 0600 — 0700 — 0800 — 0900 — 1100 
— 1300 — 1500 — 1600 — 1700 — 1800 — 1900 hrs. GMT on the 8 MHz 
band. 

Kole Terminal — “Serepca 1” Floating Storage Facility: 
“Serepca 1” — Call sign: “TJAR”. 

Transmitter power: 400 W on 500 kHz. 

1 kW on 2182 kHz (BLU). 

1 kW on 8291.1 kHz (BLU) 
Radio watch on 500 kHz from 0800 to 0830 GMT. 

1600 to 1630 GMT. 

Radio watch on 2182 kHz and 8291.1 kHz at the same times. 
Continuous VHF watch on Channel 16 and working on Channels 11 and 
AZ, 
Arrival Advice: Advise “Elf Serepca” 72 hours, 48 hours and 24 hours 
before arrival, also advise any changes. 


Oil production platform “Kole” 
Floating storage “Serepca 1” 
KLB 1 Loading buoy 
KLB 2 Loading buoy 
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MAX. SIZE: Maximum permissible draft is 22 m. (72 ft.) at "KLB 2” and 
16 m. (53 ft.) at "KLB 1”. However, Elf Serepca may reduce these drafts 
should meteorological conditions be unfavourable. 

Minimum underkeel clearance 4.5 m. (15 ft.). 

HEALTH: Health inspection carried out by doctor or the Pilot. Master to 
have ready for inspection the following: 

Maritime Declaration of Health 

Derat Certificate 

Vaccination Certificate of the Crew 

In case of infectious disease on board, contact the Head Doctor or 
the Douala Border Health Police B.P. 1115 — Tel: 42.36.33, through the 
Harbour Master. 

TUGS: A motor boat is provided to assist with mooring. 
BERTHING: The Elf-Serepca Kole loading points are SPMs. 

The bow of the vessel is moored to a buoy consisting of a square 
(KLB 2) or cylindrical (KLB 1) float. The buoys are anchored by chains 
with 6 drilled piles. Moorings extend for a radius of 240 m. around the 
buoys. 

Buoys “KLB 1” and “KLB 2" and the floating storage facility 
“Serepca1” are respectively connected by 3,000m. long (36 in. 
diameter) and 4,600 m. long (24 in. diameter) sealines. Each buoy is 
connected to the sealine (PLEM) by 2 underwater 20 in. hoses. 

For loading, a 24 in. floating hose with 2x16 in. lines at its end 
connects the buoys to the tanker. 

The “KLB 2” loading point is designed for the mooring and loading of 
tankers from 50,000 to 250,000 tonnes D.W.; “KLB 1” is limited to 
150,000 tonnes D.W. maximum. Given the useful storage capacity, the 
quantity which may be loaded at Kole is limited to approximately 
120,000 tonnes. 

Water depth at Buoys “KLB 1” and “KLB 2” is 23.5 m. and 30.5 m. 

respectively at chart datum. 
Mooring: Mooring ropes shall be supplied by Elf Serepca. The vessel 
shall be ready to embark 2 mooring ropes, one on the starboard side, 
and the other on the port side. Each rope consists of 46 m. of nylon of 
13 in. circumference and a 8 m. chain, diameter 64 mm. Each rope is 
equipped with a polypropylene inhaul of 10 in. circumference and 150 m. 
long for one and 80 m. for the other. 

Messengers are passed to the vessel by a motor-boat. The vessel 
shall prepare 2 ropes at the bow for taking the messengers onboard. 

Mooring and connecting can be carried out by day as well as by night, 
weather and sea permitting. However, the Pilot reserves the right to 
delay night mooring. 

Sailing is carried out immediately after completion of loading, day and 
night. 

The ship's manifold shall be prepared on the port side for connection 
with the 2 16 in. flexible hoses. 

BALLAST/POLLUTION: 
Ballast on Arrival: Ship must arrive with sufficient ballast and correct 
trim to be able to manoeuvre in complete safety: 

The ballast must not be less than 30% of the deadweight. Deballasting 
will not be allowed without the agreement of the Pilot. 

The storage installation is not equipped to receive dirty ballast. The 
vessel shall, therefore, arrive with clean ballast. 

Any vessel approaching with dirty ballast may be forced to leave the 
loading point and delays arising therefrom shall be to the vessel's 
account. Acceptance of Notice of Readiness would be rectified 
accordingly. 

It is forbidden to throw into the sea any cinders, burning materials, 
objects and waste of any kind. 

The ship's Master shall be responsible for any spills or pollution and 
any other difficulties which may involve discharge of oil. The terminal is 
equipped with an anti-pollution first aid device. 

Scuppers shall be plugged during the whole loading time. 
LOADING: Notice: Notice of Readiness shall be sent to Elf Serepca. 
Connection of Flexible Hoses: Loading of the vessel shall be carried 
out through 1 line of 220 m. of 24 in. flexible floating hoses, terminating 
in 2x36 m. lengths of 16 in. flexible hose. 

Connection with the ship’s manifold shall be by 16 in. 150 ASA flanges. 
Elf Serepca can supply 16 in./10 in. and 16 in./12 in. reducers. 

The tanker’s derrick shall be rigged before mooring on the port side. 
The safe working load of the derrick hook shall be 10 tons minimum. 

During connection and disconnection of the flexible hoses, assistance 
of the crew is essential, in particular for the working of winches and 
derricks. During the whole stay of the vessel at the loading point, the 
Pilot shall ensure that a safety watch is maintained onboard. The Elf 
Serepca Representative carries out the duties of Head of Loading and 
remains in contact with the terminal. 

During the entire loading operation, the Elf-Serepca service vessel 
shall remain available to the tanker; after the loading hoses have been 
taken aboard the tanker, the service vessel can be used to move the 
tanker away from the buoy. A hawser shall be located at the stern of 
the tanker to be used for towing. 

A ladder must be kept permanently ready alongside the vessel so as 
to permit access by the team in charge of the flexible hoses. 

Loading: Loading may be carried out with a maximum flow of 
4,400 tonnes per hour. The maximum capacity of each part loading is 
approximately 120,000 tons. 

Inspection of tanks after deballasting and ullages after loading shall 
be taken in the presence of the Loading Supervisor representing Elf 
Serepca. 

The terminal shall place on board the vessel sealed samples of the 
cargo. 

Twenty minutes before the end of loading, the vessel shall notify the 
terminal by VHF so that pumping may be stopped accordingly. 

During Loading: All the hull valves shall be closed except those required 
for water circulation. 

The scuppers of the main deck shall be plugged. 

Two fire hoses shall be connected and placed, one at the bow, the 
other at the stern of the vessel. The fire pump shall be maintained under 
pressure. 


ao79D 


In case of electrical storms, loading may be stopped if necessary. 

In case of fire on board a vessel moored at the loading point the 
Master shall give the alarm by means of short whistle blasts at short 
intervals. He shall be responsible for the implementation of technical 
means of fire fighting, maintenance of stability and safety on his vessel. 
He shall take the required steps to leave should he be required to do 
so. 

MEDICAL: Hospitals, clinics and doctors in Douala. Transportation 
carried out by Elf at vessels expense. 

FRESH WATER: Not available. 
FUEL: Not available. 

TIME: GMT plus 1 hour. 
CONSULS: At Douala: 

French Consulate 

Federal German Consulate 

Netherlands Consulate 

Danish Consulate 

Norwegian Consulate 
REPAIRS: There are well-equipped repair workshops at Douala. 
AIRPORT: 4 km. from Douala. 1 or 2 flights daily to Europe. Several 
flights weekly to U.S.A. 

GENERAL: Charts: French Chart No. 5380 and British Chart No. 1860. 
Safety: During the vessel's stay at the loading point the Master shall: 

Maintain on board sufficient crew for handling of the vessel and 
moorings and fire fighting. 

Maintain the engines ready for manoeuvring. 

Ensure that the moorings function properly without any undue stress 
or wear. 

Ensure that the floating hoses do not wear out or rub, thus causing 
deterioration. 

Ensure that the vessel does not make contact with the buoy either by 
change in current or change in the direction of the wind or for any other 
reason. The service vessel moored at the stern of the tanker ensures 
correct positioning upon instructions from the Pilot, if necessary. 

Fire Fighting: \t is forbidden to: 

Smoke, utilise naked lights or tools liable to give rise to sparks outside 
the areas normally authorized on a tanker. 

Leave the anchors outside the hawse pipe. 

Make any repairs or carry out maintenance on deck. 

Turn the propellers. 

Utilise in the areas classified as dangerous any equipment or tools of 
a type not recognised for this use by a competent organization. 
Elf Serepca reserves the right to take any steps it may deem necessary 
in case of danger and in particular stop loading. 

Stores: Two ship chandlers at Douala can supply the vessel with any 
foodstuffs they need. But the distance between the Kole Terminal and 
Douala makes the process very difficult. 

Elf Serepca can, in no way, be in charge of the orders and the 
transportation of foodstuffs. 

Territorial Waters: The sovereignty of the Republic of Cameroon extends 
to 50 nautical miles from the lowest sea watermark along the coast. 
Currency: Legal currency is CFA Francs. 1 CFA Franc = 0.02 French 
Francs. 

Meteorology: The rainy season (monsoon) extends from May to 
September. The dry season extends over a period of 2 to 3 months that 
is to say from December to February. 

Air Me itor The air temperature varies on an average from 22° C 
to 30° C. 

Sea Temperature: On the surface, the sea temperature varies from 29° Cc 
at the beginning of the year to 25° C in July, August and September. 

Visibility: Owing to the Harmattan, a hot wind blowing from the Sahara, 
visibility can be reduced to 1 or 2 miles from December to February 
During the rainy season, and especially in June, July and September, 
visibility can be reduced to 0.5 miles due to rain. 

Tides: The tides are of a semi-daily type and the Kole cycle is 
15 minutes in advance of Bonny Town. Maximum amplitude is 2.30 m., 
mean amplitude is: Spring tides 1.80 m. Neap tides 0.90 m. 

Wind: Generally from the South and usually less than 15 knots. 

Strong winds last for a short period and blow from the East or the 
S.S.E. in connection with tornadoes. 

Current: In the Kole area currents may be of a very changeable speed 
and direction. However, the ruling currents are the tidal currents. 

Slack tide is S.S.E. and flood tide N.N.W. On the surface its speed 
can reach 3 knots. 

Swell: The direction of the swell is S.S.W. (210°). The average height 
is 2.5 m., period 8 seconds. The waves generated by the local winds 
are scarcely higher than 2 m. 


Swedish Consulate 
Monaco Consulate 
American Consulate 
Lebanese Consulate 


AUTHORITY: Elf Serepca, B.P. 2214 and B.P. 2215, Douala, United 
Republic of Cameroon. Tel: 421366. Telex: 5299 Kn Elferap. Contact 
Chef Terminal Marin. 


AGENT: See “Douala”. 


MOUDI MARINE TERMINAL: 04.07 N. 08.29 E. 
(See Plan) 


LOCATION: The Moudi Field, of which Tepcam is the operator, is 
situated in the Gulf of Guinea about 50 nautical miles West of the town 
of Limbe (Victoria) in Cameroon, in depths of 50 m. to 58 m. 

The Moudi Field comprises the following units: 

2 well platforms: VA (Lat. 4° 08' 11” N., Long. 8° 27’ 24” E.) and VB 
(Lat. 4° 09’ 22” N., Long. 8° 25’ 55” E.) 

1 production platform; VT (Lat. 4° 08’ 09” N., Long. 8° 27’ 25” E.) 

1 loading terminal consisting of: 1 floating storage unit (F.S.U.), the 
“Moudi” (Lat. 4° 08’ 09" N. Long., 8° 28’ 49” E.). 1 Single Point 
Mooring berth (S.P.M.) (Lat. 4° 07’ 00” N., Long. 8° 29’ 11” E.) 

DOCUMENTS: 

Maritime Declaration of Health. 

Derat or Exemption Certificate. 

Vaccination Certificates for crew and passengers. 

After ship's arrival at Moudi Marine Terminal, the Tepcam 

Representative boards and the Master signs the following documents: 

Notice of Readiness. 

Acknowledgement of receipt by the Master of Terminal Regulations. 

Safety check list before loading. 


Following commercial documents are filled out by Terminal and 
presented to the Master: 

Bill of Lading. 

Certificate of Quality and Quantity. 

Certificate of Origin. 

Cargo Manifest. 

Time Sheet and Loading Report. 

Ullage Report. 

Receipt for Samples. 

Receipt for Documents. 

The Tepcam Representatives on board the ship shall assist with the 
inspection of tanks after deballasting and ullage measurements after 
loading. 

PILOTAGE: Pilotage is mandatory and carried out by the Pilots of the 
National Port Bureau of Cameroon. 

The Pilot, the Terminal Representative, the Mooring Master, the Cargo 
Inspector and the Customs Officer must come on board the vessel 
before the vessel starts mooring to the buoy. 

On board the ship, the Pilot acts as a nautical adviser to the Master 
for handling the ship at the entry and exit of the pilot zone or for 
movements within this zone. 

His advice shall commit neither his responsibility nor that of Tepcam. 

Any ship mooring to the loading buoy is required to take the Terminal 
Pilot on board in the pilot zone extending from anchorage zone to the 
S.P.M 


The Pilot call signals are those in the International Code. The Pilot 
may be contacted by VHF Channel 16. 

Pilot Boat: 

The assistance boat insures the pilotage functions (transport of Pilot 
and Tepcam employees, transport of equipment required for mooring 
and hose connections). 

It is at the ship’s disposal under Pilot's instruction during the whole 
stay of the ship at the loading buoy for: 

Tug assistance (bollard pull 100 tons). 

Approach/Mooring assistance/launching of an inflatable dinghy, 

clearance of hoses. 
Exceptionally: 
Fire-fighting (2 guns, total delivery 600 cu.m./hr.) 
Anti-pollution Assistance (Dispersant and Anti-pollution Spray-ramp, 
25 cu.m./hr.) 

During operations, the assistance boat monitors permanently the 

operating VHF frequency and Channel 13. 


NAVIGATION AIDS: 
Fixed Platforms: The 3 fixed platforms, VA, VB and VT are all equipped 
with the following: 

4 white lights at the 4 corners, range 8 miles, flashing the letter 
U(- - —) operated by sun switch, 

2 fixed white boat landing lights, range 3.5 miles. 

2 foghorns, range 1.5 miles, emitting the letter “U", operated manually 
(visibility less than 1.5 miles). 

1 identification panel fixed to the South side displaying “Victoria VA", 
“Victoria VB", “Victoria VT", respectively in black letters 1 m. high 
on a yellow background. 

Platform VT is also equipped with a fixed red light on the crane, and 

fixed yellow and blue lights on the helideck. 

VA/VT catwalks and flare are equipped with 3 and 4 fixed equidistant 

white lights respectively. 

Floating Storage Unit (Moudi): The Moudi, a converted 220,000 ton 
tanker, carries the lights of a ship at anchor, 2 360° white lights, 1 in 
the bow and 1 in the stern. It is equipped with a foghorn, range 1.5 miles 
emitting the letter “U". It carries the inscription “Moudi” painted in white 
letters 1.5 m. high on the black hull at port and starboard in the bow 
and at the stern. 

a (buoy/hoses): The buoy, painted orange, is equipped with the 
Ollowing: 

1 fixed white light, range 5 miles, flashing the letter “U" every 15 secs, 

a hand-operated foghorn, range 2 miles, emitting the letter “U” every 
30 secs, 

a radar reflector. 

The floating hoses are equipped with 3 white winker lights (60 flashes 

per minute). 
The ship shall provide adequate and safe means to take the Pilot on 
board on the most sheltered side. 
Pilot Ladders: 

1. In all ships where the distance from sea level to the point of access 
'o, or from, the ship exceeds 5 m. (O.N.P.C. requirements), the ship 
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must be provided to embark and disembark Pilots by means of the 
accommodation ladder in conjunction with a pilot ladder. The ship should 
carry an accommodation ladder on each side, unless such ladder is 
capable of being transferred. 

2. The ladder should be sited leading aft. When in use, the lower end 
of the ladder should rest firmly against the ship's side within the parallel 
body length of the ship and within the mid-ship half section and clear of 
all discharges. Equally safe arrangements which might be more suitable 
for special types of ships should be acceptable. 

3. The length of the accommodation ladder should be sufficient to 
ensure that its degree of slope does not exceed 55 degrees. 

4. The lower platform of the accommodation ladder should be in a 
horizontal position when in use. 

5. Intermediate platforms, if fitted, should be self-levelling. Treads and 
steps of the accommodation ladder should be so designed that an 
adequate and safe foothold is given at the operative angles. 

6. The ladder and platforms should be equipped on both sides with 
stanchions and rigid handrails, but if handropes are used they should 
be tight and properly secured. The vertical space between the handrail 
or handrope and the stringers of the ladder should be securely fenced. 

7. The pilot ladder should be rigged immediately adjacent to the lower 
platform of the accommodation ladder and the upper end should extend 
at least 2 metres above the lower platform. 

8. Lighting should be provided at night such that the full length of the 
ladder is adequately lit. 

9. If a trap door is fitted in lower platform to allow access from and to 
the pilot ladder, the aperture should be not less than 750 mm. x 750 mm. 
In this case the after part of the lower platform should also be fenced 
as in paragraph 6, and the pilot ladder should extend above the lower 
platform to the height of the handrail. 

10. The accommodation ladder(s), together with any suspension 
arrangements or attachments, fitted and intended for use in accordance 
with this Recommendation should be the satisfaction of the 
Administration. 

ANCHORAGES: The anchorage zone is a circle 1 mile in radius centred 
about 2 miles E.N.E. from the SPM, at the point with coordinates: 
Lat. 4° 07’ 33” N., Long. 8° 31’ 04” E. 

Approach to the anchorage should be made from the East. With the 
S.P.M. as the centre, vessels should steer a course of between 210° 
and 330°. (See ‘“Plan”.) 

RESTRICTIONS: The danger zone in which routine navigation and 
fishing activities are prohibited is defined by the four points AA, BB, CC 
and DD, of which the coordinates are given below. The field installations 
are situated about half a mile inside the limits. 

AA: Lat. 4° 09’ 10” N., Long. 8° 29’ 43” E. 

BB: Lat. 4° 06’ 28” N., Long. 8° 29’ 43” E. 

CC: Lat. 4° 06’ 28” N., Long. 8° 25’ 24” E. 

DD: Lat. 4° 09’ 58” N., Long. 8° 25’ 24” E. 

Ship moorings and connections take place from 0600 hrs. to 1800 hrs. 
weather and sea permitting. They may be performed by night, on 
Tepcam preliminary agreement conditions. Departures from berth take 
place day and night. 

MAX. SIZE: The loading station is designed for the mooring and loading 
of ships from 50,000 d.w.t. to 280,000 d.w.t. 

The water depth at the buoy is 57 m. to hydrographic zero. 

HEALTH: Sanitary boarding is carried out by the Doctor in Chief of the 
Border Health Police. Pilots are entitled to carry out this inspection. In 
case of infectious disease on board, contact the Doctor in Chief of the 
Border Health Police through the Harbour Master before ship's arrival 
at the terminal. For the application of Health Regulations, the ship shall 
use the signals in the International Code of Signals. 
RADIO: Ships shall announce their arrival by telegram sent 72 hours 
before their planned arrival. This telegram, addressed to Tepcam shall 
be sent via Douala Radio and shall announce its ETA in GMT, as well 
as all information concerning the planned loading: 

Arrival ballast. 

Deballasting time. 

Max. loading rate. 

Cargo quantity. 

Derrick lifting capacity. 

Dimensions of manifold flanges. 

Forward anchoring system characteristics. 

Sanitary conditions. 

The ship shall repeat contact 48 hours and 24 hours before its arrival 
and correct its ETA if necessary. 

Communications between ship and base through Douala Radio 
should be in decameter or hectometer wave. 

Douala Radio works on frequencies 500 kHz, 8449 kHz and 
13,069 kHz. Call sign TIC 5, TJC 6 and TJC 8. 

During radio contacts preceding the arrival of the ship at the site, the 
ship shall receive instructions from the Terminal Superintendent for 
direct mooring or, on the contrary, standby anchorage in the zone 
defined. 

VHF: When 60 miles from the Terminal, the ship shall make contact by 
VHF on Channels 16 or 13 and then switch to the operating frequencies 
as indicated below. 

The ship shall then receive the instructions required for its mooring 
to the loading buoy. 

Port regulations are communicated as soon as possible to the Master, 
who shall acknowledge receipt by letter. 

Monitoring as well as safety frequency are provided on Channel 16. 

Also see ‘“Pilotage”. 

Communications between the ship and the Terminal are provided on: 

VHF Marine Total, Channel 69 (156.475 MHz) 

VHF (land) between base and Douala headquarters: 

Tx: 75.550 MHz Rx 80.550 MHz 
Tx: 75.650 MHz Rx 80.650 MHz 
Tx: 75.700 MHz Rx 80.700 MHz 

VHF Total field communication: 

Tx: 159.725 MHz Rx 155.125 MHz 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


TUGS: See “Pilotage — Pilot Boat’. 
BERTHING: The Moudi Loading Buoy is of the CALM type (Catenary 
Anchor Leg Mooring) with a single mooring point. 

It consists essentially of a cylindrical body 12 m. in diameter and 4.7 m. 
high, equipped at the bottom with a skirt projecting 1.7 m., and with a 
turn-table. The buoy is anchored by means of 6 chains extending in a 
radius of 380 m. around it. 

A 255 m. long line of 24 in. floating hoses terminates in 237 m. long 
extensions of 16 in. hoses equipped with 16 in. Camlock type quick 
couplings at the ends for buoy/ship connection. 

A mooring line and its accessories are used to moor the ship to the 
turn-table. 

The mooring personnel carrying out the polypropylene connection 
from the buoy to the “Messenger Line” of the ship are provided by the 
Terminal. 

Head of Loading: Representative of Tepcam co-ordinates all the 
following operations: 

Mooring 

Connection 

Loading. 

He is responsible for ensuring compliance with Port Regulations at 
the Terminal. His instructions shall not be questioned or disputed and 
he will not check the Pilot's action, who is the Harbour Master's 
representative at the Terminal. 

He may refuse or prohibit, after Pilot's advice, the entry of the ship in 
cases such as but not limited to: 

unfavourable weather conditions, 

ship insufficiently equipped or possessing defective equipment, 

insufficient or dirty ballast. 

He is in charge of obtaining the agreement to start loading. He makes 
sure of the correct application of safety instructions by the shipboard 
personnel and of the loading plan. 

Once the ship is moored, he may ask the Pilot's advice for an early 
removal from berth of the ship or may suspend loading of the ship for 
reasons such as but not limited to: 

safety 

bad weather 

non-compliance with instructions 

insufficient drainage of cargo tanks 

dumping of polluted water into the sea 

incidents affecting the loading buoy or the pumping installation. 

During loading operations he insures the radio co-ordination between 
the ship and the Terminal. 

Mooring Master: He acts under the direction of the Head of Terminal. 
Mainly in charge of inspection of specifically marine equipment, he shall 
assist and inform the Pilot and the Head of Terminal during approach, 
mooring, connection/disconnection and loading phases. 

Cargo Inspector: Nominated by the buyer, he is in charge of cargo 
control. 

Customs Officer: The attendance of an Agent of the Administration of 
Customs is compulsory onboard of lifting vessels. 

Mooring and Connection: The engines shall be in condition to deliver 
their maximum capacity if required. The ship’s port derrick shall be rigged 


to project 1 m. over the ship’s side and to lift a minimum load of 10 tons. 


The Pilot shall instruct the Master of the ship of the standard 
manoeuvres for berthing and mooring. : 

Mooring and connection operations shall be performed by the ship's 
crew. 

Once it is moored, the ship shall keep its engines ready to manoeuvre. 
No work reducing the ship's manoeuvring potential shall be undertaken 
without the approval of the Terminal Superintendent or his assistant. 

The ship's Master shall ensure that the mooring lines guarantee a 

secure mooring at all times. He shall make sure that the mooring units 
operate to satisfactory conditions, in order to minimise wear and to 
prevent their breakage. 
LOADING: When the ship is absolutely ready to perform loading 
operations, the ship’s Master shall present the “Notice of Readiness”. 
The “Notice of Readiness” shall not be accepted if the Terminal is 
closed. 

Once the mooring and hose connections have been completed, the 
check list shall be checked and signed jointly before the start of loading 
by the Tepcam Representative and the ship's Master. 

The Terminal Superintendent shall issue the order to start pumping, 
after the ship has confirmed that she is ready to load and shall notify 
the ship of the progress of loading operations. 

Radio connections shall be checked frequently. All information 
concerning flow rate, gas pressure, change in cargo tank, cumulative 
quantities, etc., shall be communicated between the ship and the control 
room. 

30 minutes before the end of loading, the ship shall advise the Loading 
Master in order to stop pumping in due time. 

In the case of a storm or leakage, loading shall be suspended. 

Measurement of the ullages, temperatures and draft after loading, for 
control purposes, shall be performed in the presence of the Tepcam 
representative. 

Throughout the loading period, the ship shall carry the following: 

- oy day, a red flag on the masthead ("B" flag of International 
ode), 
— by night, a red light visible 360°. 

This requirement shall also be valid for ships which are loaded, 
moored, or manoeuvring in the danger zone, and also for ships that are 
not declared “gas free”. 

The Terminal shall provide the ship with representative samples of 
the cargo. 

Lookout: During the whole stay of the vessel at the SPM, the Pilot 
ensures watch of safety on board. 

Permanent bow lookout: The Tepcam representative and the Pilot will 
demand permanent bow watch by a member of the ship's crew and shall 
be advised of the tanker’s position in relation to the buoy. 
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Permanent lookout at manifold: As soon as connections are made, the 
Tepcam representative shall demand permanent manifold watch by a 
member of the ship's crew and shall be advised of the configuration of 
the tanker rail hoses and if any leaks in the manifold. 

BALLAST: The Terminal is not provided with facilities for treating ballast 
water. Ships shall therefore arrive with clean ballast. The minimum 
arrival ballast shall be equal to about 30% of the ship's d.w.t., ensuring 
a draft consistent with safe manoeuvring, a reasonable trim and a 
propeller submerged, to the satisfaction of the Pilot. 

Inspection of the ballast to be unloaded shall be made on arrival, and 
any ship arriving with dirty ballast may be required to leave the buoy, 
and to bear responsibility for any delay resulting from this. The 
acceptance of the ‘Notice of Readiness” shall be corrected to show this. 

Deballasting operations shall only begin with the agreement of the 
Head of Loading and the Pilot. As a rule, loading operations shall not 
begin until deballasting is completed, if the ship is not fitted out for 
simultaneous deballasting and loading operations. An inspection of 
tanks shall be carried out after deballasting in the presence of the 
Tepcam representative. 

POLLUTION: It is prohibited to dump any objects or waste of any type 
into the sea. 

It is also prohibited to dump into the sea any liquid liable to ignite or 
to pollute the water. 

The ship's scuppers must be closed/plugged during the loading 
operations. 

A system designed to collect any drips and leaks shall be placed 
under the hose/manifold connection. 

In the case of water pollution caused by the ship, for any reason 
whatsoever, Tepcam declines any responsibility, and the ship shall be 
held responsible for the direct consequences of this pollution. In 
particular, the assistance costs incurred by Tepcam shall be passed on 
to the ship. 

Tepcam also declines any responsibility concerning any infringement 

by the ship of international regulations or Port Regulations that could be 
ascertained by the Pilot or any Tepcam employee. Written reservations 
will be expressed and report will be drawn-up. 
Objects falling into the sea: Any object falling into the sea shall be stated 
in a declaration to the Terminal Superintendent, who shall prescribe the 
measures to be taken for its recovery. Similarly, the recovery or removal 
of various objects or equipment stationed or deposited in the danger 
zone shall be carried out automatically, whenever the owner or operator 
of the said objects or equipment cannot or does not wish to perform this 
removal himself. 

Recovery and removal shall be carried out at the cost, risk and perils 
of the parties concerned. For any object, (or person) that has fallen into 
the sea, a written report shall be addressed to the Harbour Master. 
MEDICAL: Emergency cases are evacuated to Douala by Tepcam at 
ship’s expense. Douala has a hospital, clinics and several specialist 
doctors. 

FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: Consulates in Douala: 


Denmark Greece Norway 
France Lebanon Sweden 
Germany F.R. Monaco U.S.A 


REPAIRS Not available at Moudi Terminal. However, well equipped 
repair facilities are available at Douala. 

REPATRIATION: Not permitted. 

AIRPORT: The nearest airport is 4 km. from Douala. 1 or 2 flights daily 
for Europe, several flights weekly for the U.S.A. (with changes in 
Europe). 

TIME: GMT plus 1 hour. 

STORING: Not possible at Limbe. 2 maritime victualling companies are 
established in Douala. 

GENERAL: Usefu/ Publications: Ships planning to call at the Moud 
Marine Terminal shall refer to the following regulations and documents 

— Safety of Life at Sea, 

— IALA “A” system for Navigation Aids, 

— International Regulations for Preventing Collisions at Sea, 

— Marine Charts Nos. 5633, 5602, 6076 and 5380, of the Service 
Hydrographique de la Marine (French Marine Hydrographic 
Service), 

— Marine Chart No. 1860 from Hydrographic Office of the Navy, 

— ISGOTT (international Safety Guide for Oil Tankers anc 
Terminals (OCIMF/ICS Publication)). 

Meteorology: The year is characterised by 2 seasons: Rainy season 
from June to September, variable season from October to May with low 
rain frequency. 

The outdoor temperature varies on average from 22°C/72°F (July anc 
August) to 30°C/86°F (February to April). 

Water temperature at the surface varies from 25°C/77°F (June to 
September) to 29°C/84°F (February). 

The prevailing winds are 4 knots to 10 knots from the S.W. secto! 
throughout the year. The strongest winds, up to 45 knots, are rare an¢ 
occur from February to May, in October, and in December. They may 
accompany tornadoes generally travelling from East to West. 

Visibility is rarely very good and only rarely exceeds 11 nautical miles 

It may be reduced to a half mile by rainfall, especially from June to 
September. 
Tides, Currents, Waves: Tides at the Moudi site are of the semi-diurné 
type 35 minutes in advance of those at Bonny (Admiralty Tide Table 
Volume 2) or about 1.5 hours in advance of those of Limbe (Victoria 
(Service Hydrographique de la Marine). 

Surface currents, mainly influenced by the Guinea Currents, general) 
flow towards the S.W. and rarely exceed a speed of 1 knot. 

The predominant direction of waves is S.S.W., with a trough from 
0.6 m. to 1.2 m. from October to February, and a trough from 1.3 m. te 
1.9m. from February to September. Mean period 8 seconds t 
10 seconds. 


SAFETY: Nautical Safety Rules: Apart from export tankers using the 
loading buoy, entry into the “danger zone’ is prohibited to all ships 
except ships of the Administration or those necessary for the 
development or production of the Moudi Field. 

These vessels shall be equipped with fire-fighting facilities and shall 
not be left without surveillance. 

Moreover, it is prohibited in the “danger zone” to establish 
anchorages, permanent or otherwise, and ships or floating equipment 
are prohibited from dropping their anchors. 

Safety Rules Related to Weather Conditions: Throughout the presence 
of the ship at the loading buoy, the ship's Master shall ensure that the 
standard safety regulations are observed, and especially the following: 

Keep in service a sufficient portion of the crew in order to guarantee 
trouble-free manoeuvring of the ship and operating the preliminary 
fire-fighting facilities. 

Keep the engines ready to manoeuvre within a period specified by 
the Loading Master. 

Have a steel wire safety towline, in mousing arrangement, placed 
starboard bow and stern, in such a manner that the eye can be 
secured easily by an assistance vessel if the latter is present on 
the site. 

Fire-Fighting Rules: Any person who discovers a fire at the Terminal 
shall immediately sound the alarm. 

If the fire breaks out on the ship, the latter shall transmit the distress 
signals specified in the international regulations. 

Fire-Fighting: The ship's Master shall be responsible for the use of the 
technical fire-fighting facilities, and the maintenance of the ship's stability 
and safety. 

Throughout the presence of the ship at the loading buoy, the following 
is prohibited: 

Smoking, the use of naked flames or tools liable to generate sparks 
outside areas normally authorised on a tanker. 

Repairs, handling operations or work liable to generate sparks. 

The use, in zones classified as dangerous, of equipment or tools which 
are not of a type approved for this service by a competent agency. 

Turning of the propellers, except for steam-ships. 

Leaving open hatches and doors leading on to the main deck. 

Firing shots. 

As arule, the ships shall comply with the safety requirements specified 
in the International Safety Guide for Oil Tankers and Terminals. In 
particular, it shall: 

Position and connect 2 fire-hose nozzles in the bow and stern of the 
ship, ready for use. 

Keep the fire-fighting system under pressure. 

Position hand extinguishers of a suitable type near the manifold. 

Tepcam reserves the right to take any measures that it deems 

effective in case of danger and, in particular the postponement or 
interruption of loading operations. 
Emergency Measures: In the case of incidents/accidents which occur 
during loading, the Loading Master and the Pilot shall be notified 
immediately in order to take the measures imposed by the incident, 
promptly and in association with the Terminal Superintendent. 

In all cases, the Master shall be capable of coping with these situations 
rapidly and effectively. 

AUTHORITY: Operator: Total Exploration Production Cameroon 
(Tepcam), BP 1225, Douala, Cameroon. Tel: 42-32-91. Telex: 5698 Kn, 
5385 Kn. FAX: 42-43-59. Contact: S. Pras, Operations Manager. 


CAMEROON, Republic of 


NOTES 
Please also advise Shipping Guides Ltd. 
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Canada 


GENERAL (See Plan) 


PILOTAGE REGULATIONS: Vessels arriving from any point East of 
the Strait of Belle Isle, Cabot Strait or the Strait of Canso are required 
to give notice of ETA 24 hours in advance, second notice of ETA 
12 hours in advance and Final notice confirming or correcting the ETA 
4 hours in advance. With the first notice the following information should 
be supplied: 
(a) in the case of the first arrival of the ship in the compulsory pilotage 
area in any calendar year, 
(1)the name, nationality, call sign and Agent of the ship, 
(2)the length, breadth, moulded depth, deepest draft, speed and the 
largest net registered tonnage of the ship, and 
(3)the immediate and the ultimate destinations of the ship within the 
compulsory pilotage area, and 
(b) in the case of any subsequent arrival, movage or departure of the 
ship in the compulsory pilotage area in any calendar year, 
(1)the name, call sign, deepest draft, the speed of the ship and any 
changes in the information provided under paragraph (a), and 
(2)the immediate and ultimate destinations of the ship within the 
compulsory pilotage area 
The Laurentian Pilotage Authority advises that, where there is failure to 
give the required notices, without reasonable cause, the Authority is not 
required to provide the vessel with the services of a Pilot. 
NOTICE: Non-Canadian Ships Compliance Certificate: In September, 
1983, the Shipping Federation of Canada advised the following: 

We have been informed by the Canadian Coast Guard that many 
tankers are being diverted unexpectedly in mid-Atlantic to Canadian 
ports. Some of these vessels have never been involved in Canadian 
trade before and as a result do not have a Non-Canadian Ships’ 
Compliance Certificate and are therefore in breach of Canadian 
regulations. The regulations governing the issuance of the certificate 
apply to all non-Canadian oil tankers of 500 g.r.t. or more trading in 
waters South of the 60° parallel of North Latitude. The regulations hinge 
on the 1930 and 1966 Solas Conventions, the navigating appliances 
regulations, the oil pollution prevention regulations, the charts and 
publications, regulations, etc. The certificate is valid for two years and 
essentially indicates that the ship complies with other Canadian 
regulations. 

The Coast Guard has recently permitted several of these vessels to 
enter Canadian waters and has diverted the offenders to the nearest 
suitable port where ship inspectors ensure that the vessels meet 
Canadian standards prior to issuing a certificate. We have been informed 
by the Canadian Coast Guard that tankers which contravene the 
regulations will not be permitted to enter the Gulf of St. Lawrence. This 
diversion to an inspection port creates a loss of time for the shipowner 
and efforts must be made to correct the situation. 

In waters other than Canadian, an inspector of the government of the 
state in which the ship is registered and representatives of recognised 
classification societies are empowered to issue the non-Canadian ships’ 
compliance certificate on behalf of the Canadian Coast Guard. 


NOTICE TO MARINERS: 


NOTICE No. 10: Transmission of Estimated Time of Arrival: 
In the interest of marine safety Masters should give an early indication 
of the vessel's ETA to the appropriate Port Authority and in this respect 
comply with any published instructions relating to this requirement. At 
ports where instructions have not been published, the ETA should be 
radioed in sufficient time for Port Authorities to make arrangements for 
the arrival of the vessel, taking into account actual conditions such as 
tide, size and draft of the vessel and notice as necessary to alert Pilots 
and towing services. 

Notice to Mariners Nos. 25 and 26 also provides information on 
reporting procedures for specific areas. 

Authority: Department of Transport (CGSN). 


NOTICE No. 23: Canada — Ice Information, Routing and Requests 

for Icebreaker Assistance 

1 HUDSON STRAIT AND CANADIAN ARCTIC 
Arctic Canada Traffic System (Nordreg Canada). Mariners 
should be aware of the existence of the Arctic Canada Traffic 
System (Nordreg Canada) and the advantages of reporting to this 
system which is a voluntary Vessel Traffic Service (VTS) covering 
the waters of Ungava Bay, Hudson Bay and James Bay South 
of the parallel of 60° North Latitude and the waters to which the 
Arctic Waters Pollution Prevention Act applies. 

During the Arctic navigation season, a Nordreg office based at 
Frobisher Bay is staffed with an Ice Operations Officer who 
provides information on ice conditions and vessel routing in ice. 
Icebreaker assistance, when requested may be arranged through 
the Ice Operations Officer. For more detailed information on this 
VTS system, the definition of waters it covers and the 
requirements to make certain reports and obtain clearance, 
Mariners should refer to the current Annual Edition of Notices to 
Mariners. 

(a) For general information on ice conditions: 

Address: NORDREG CANADA, 
Canadian Coast Guard, 
Department of Transport, 
P.O.Box 718, 
Frobisher Bay, N.W.T. 
XOA OHO. 

Telephone: 819-979-5724 

Telex: 063-15529 

Radiogram: Ice Frobisher. 
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2 EAST COAST AND GULF OF ST. LAWRENCE 
During the Winter navigation season a similar service is provided 
to ships intending to transit or to operate in East Coast and Gulf 
of St. Lawrence waters. Access to this service can be obtained 
by contacting the Eastern Canada Traffic System (ECAREG 
CANADA). ECAREG communications procedures are specified 
in the current Annual Edition of Notices to Mariners. 

(a) For general information on ice conditions: 

Address: ECAREG CANADA, 
Canadian Coast Guard Traffic Centre, 
Maritimes Region, Canadian Coast Guard, 
Department of Transport, 
P.O.Box 1013, 
Dartmouth, N.S. 
B2Y 327. 
Telephone: (902) 426-6030 or (902) 426-6031 
Telex: 019-22510 
Radiogram: Ice Halifax. 
(b) For general information on ice conditions and _icebreaker 
assistance in Newfoundland waters, East of Cape Chidley and 
Long. 58° 00’ W., including Labrador Coast and Hamilton Inlet: 
Address: ECAREG CANADA 
Canadian Coast Guard, 
Newfoundiand Region, 
Department of Transport, 
P.O.Box 1300, 
St. John's, Newfoundland. 
A1C 5N5. 

Telephone: (709) 772-2083 or 2084 

Telex: 016-4530 

Radiogram: Ice St. John's. 


3 ST. LAWRENCE RIVER 
in the St. Lawrence River West of Long. 66° 00’ W. to Montreal, 
ship movement is under the general control of the Vessel Traffic 
Services (VTS) system and ice information and advisory services 
are handled through this system as follows: 
For general information on ice conditions: 
Address: Canadian Coast Guard Regional Information Centre, 
“Wing 2, Ground Floor, 
Port of Montreal Building, 
Cite du Havre, 
Montreal, Quebec, 
H3C 3R5. 
Telephone: (514) 866-1584, 1-800-371-7770 
Telex: 055-60641. 


4 CANADIAN GREAT LAKES 
Vessels entering Canadian waters of the Great Lakes may obtain 
ice information, routing advice and request icebreaker assistance 
by contacting the following address: 
Ice Operations Officer, 
Canadian Coast Guard, 
Department of Transport, 
16th Foor, Toronto Star Building, 
1 Yonge Street, 
Toronto, Ontario, M5E 1E5. 
Telephone: (416) 369-3918 
Telex: 06-23317 
Radiogram: Ice Toronto. 


5 GENERAL REMARKS 

A limited number of icebreakers are available for the support 0 
shipping and these are heavily committed. It is emphasised 
therefore, that it may not be possible to provide icebreake' 
support at short notice. In order to make the most efficient use 
of all available resources, it is important that the Canadian Coas 
Guard Traffic Centres be kept informed of the position anc 
projected movements of vessels in Canadian waters. 


Authority: Department of Transport (CGVO). 


NOTICE No. 25: Vessel Traffic Services (VTS). 
See Annual Canadian Notice No. 25 (not reproduced) and “Plans 
for areas. 


REPORT: February 1985. 

Herewith is an outline of requirements for chemical tankers which art 
scheduled to call Vancouver/British Columbia ports. 

1. Vessel must have on board a valid non-Canadian Ship‘ 
Compliance Certificate. 

2. Certificate of Fitness and date. 

3. Provide Agents with 7, 4, 2 and 1 day's notice prior to arrival. 

4. Advise Agents of the last 2 cargoes. 

5. Advise of any cargo in transit (quantity and type). 

6. Vessel is required, in Vancouver, to have a clear passage whil 
transiting the First and Second Narrows Bridge — with a minimum of! 
mile visibility. Vancouver Traffic Centre will advise vessel according) 
upon arrival. 

7. Canadian Coast Guard will attend on board upon arrival for safe 
inspection. 


In the case that a vessel arrives in Vancouver with ammonia on boare 
the vessel is permitted to load propane as a second cargo, providin 
they are fully segregated. 
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AMHERST HARBOUR, Quebec: 47.14 N. 61.50 W. 


LOCATION: Situated at the N.E. end of Amherst Is., which is part of 
the Magdalen Islands group. 

DOCUMENTS: Amherst is not a port of entry, clearance obtained at 
previous Canadian port of call. 

PILOTAGE: Not compulsory. 

ANCHORAGES: Available inside the harbour, depths 4.88 m. to 5.5 m. 
RESTRICTIONS: Navigation season from April 1st to December 15th. 
Channel depth 16 ft. at LWST. 

RADIO: Grindstone (VCN). 

TUGS: None. 

BERTHING: Transport Canada Wharf: Length 183 m., depth alongside 
5.18 m. at LW. 

STEVEDORES: Available. 

FRESH WATER: Available. 

FUEL: Diesel available. 

REPAIRS/DRY DOCK: Not available. 

AIRPORT: Flights to Charlottetown and Quebec Province. 
AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Region 
des Laurentides, 104 Dalhousie, Suite 121, Quebec, P.Q., G1K 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. Contact: Felix A. Boudreau, 
Harbour Master, Amherst. 


AMHERSTBURG, Ontario: 42.06 N. 83.08 W. 
(See Plan) 


PORT LIMITS: Southerly Port Limits commence at Buoys 43D and 44D 
and extend on the Canadian side of the International Boundary Line, 
Northerly to the Southerly limits of Windsor Harbour. 

DOCUMENTS: Vessels may clear Customs at Amherstburg upon 
request. No Customs Officer available at Amherstburg. Request to clear 
must be made through Windsor Customs Office. 


Pleasure craft 24 hour reporting Tel. 256-7811. 
Customs Office bridge (commercial) Tel. 254-0893. 
Customs Office bridge (auto) Tel. 253-7271. 
Customs Office tunnel (auto) Tel. 254-3575. 


PILOTAGE: Pilotage is compulsory as required by Seaway Regulations. 
ANCHORAGES: Windsor Harbour is the only recognized anchorage in 
Detroit River. 

RESTRICTIONS: Seaway draft is maintained in main channel and 
shallow draft channel of 21 ft. Water levels are affected by fluctuation 
of Lake Erie. A Low Water Warning is broadcast from Belle Isle on 
2670 kHz and 156.6 MHz on the odd hour plus 55 minutes when the 
water level in the West end of Lake Erie falls 1 in. or more below the 
lower level of the Lake Survey Centre's predicted range of levels shown 
in bulletins issued the 5th and 20th of each month during navigation 
season. Water levels are broadcast on FM radio from Group Detroit. 
MAX. SIZE: About 432 ft. long and 21 ft. draft is maximum for Allied 
Chemical Dock. 

HEALTH: Pratique is not necessary as vessel has passed all health 
requirements before entering Canada. 

RADIO: Messages may be sent and received via VBE Sarnia Radio. 
VHF: None available for port movement, except as established between 
vessels in Harbour. 

TUGS: Available, but not usually used. 

BERTHING: There is no public wharf. 

Canadian Coast Guard (C.C.G. Docks available on request for 
distress or emergency only. Contact by radio or telephone) has two 
docks: South — 250 ft. in length with approach depth 17 ft.; North — 
291 ft., with approach depth 17 ft. The old Town Coal Dock is converted 
into a public park. 

Allied Chemical is a private dock (length 300 ft.)which consists of 
3cement filled caissons protected with steel sheet piling. Import fuel oil 
and export liquid calcium. Vessels of over 400 ft. length call here 
regularly, draft approach alongside 21 ft. 

CRANES: Shore cranes are available for hire from Windsor, also floating 

barges with cranes, 100 ton capacity and 200 ft. boom if required. 

BULK CARGO FACILITIES: Conditions of various wharves does not 

warrant any usage for bulk cargoes. 

BRIDGES: No bridges within Amherstburg Harbour area. 

STEVEDORES: Stevedoring is arranged through Agents in Windsor. 

MEDICAL: Should medical attention be required it can be arranged 

through radio station VBE Sarnia by message to Canadian Coast Guard 

Base Amherstburg. Hospitals are available in Windsor with Ambulance 

Service. Injured seaman can be taken off if necessary by Canadian Coast 

Guard in vicinity of Amherstburg, when notified via VBE Radio Sarnia. 

TANKERS: Use private wharf of Allied Chemical Limited. 

DENSITY: Fresh water only. 

FRESH WATER: Fresh water could be supplied in an emergency by 

lank truck or contacting Public Utilities Commission. 

FUEL: Not available on docks, except by truck. 

FIRE PRECAUTIONS: Usual ship board fire precautions on board. 

CONSULS: None. 

a peda Small ship repairs can be carried out by local firms from 
indsor. 

DRY DOCK: None. 

SURVEYORS: None stationed in port, but arrangements can be made 

'o have an inspector when required. 

GANGWAY/DECK WATCHMEN: No regulations requiring watchman. 

CUSTOMS ALLOWANCES: Same as all Canadian Customs 

Regulations. 

CARGO GEAR: Ship's gear, unless pallets are used. 

REPATRIATION: Arrangements for crew change can be made. 


TIME: Local time is GMT plus 5 hours and Summer time plus 4 hours. 


CANADA 


HOLIDAYS: All Canadian Holidays, working time requires negotiating 
with local unions. 
POLICE/AMBULANCE/FIRE: Police — 969-6650, Ambulance — 736- 
5411, Fire — 969-6650. 
TELEPHONES: No telephone jacks available on any dock. 
SERVICES: Laundry can be done, but takes considerable time. 
Foodstuffs are available, including fresh produce. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Seaman's |.D. card is sufficient. 
REGULATIONS: No unusual regulations. 
DELAYS: Private owner's dock is only dock being used for cargo. 
AUTHORITY: 1. Canadian Coast Guard, 370 Dalhousie Street, 
Amherstburg, Ontario. Tel: 519-736-5449. Telex: 064-77655. 
Contact: |. Bill, Sub-District Manager. 

2. Wharfinger — Mr. N. Faucher, 200 St. Arnard Street, Amherstburg. 
Tel: 736-5451. 


BADDECK, N.S.: 46.06 N. 60.44 W. 


DOCUMENTS: 

4 Crew Lists. 

Customs Documents. 

Harbour Dues Receipt. 

Stores List. 

Derat Certificate. 

Safety Regulations. 

Clearance from Last Port. 

PILOTAGE: Compulsory. Pilot station at Table Head, see Canadian 
chart 4367. 

ANCHORAGE: Good anchorage in lake. Depths 50 ft. to 500 ft. 
RESTRICTIONS: Can be restricted by heavy fog, tide, ice. 

Great Bras d'Or: (Entrance to lakes restricted at Seal Island Bridge to 
vessels less than 119 ft. high). 

Entrance into the Bras d'Or Lakes via the Great Bras d'Or is from the 
Northward, through a 10 mile long fiord which varies in width from 
0.5 to 1 mile wide and flanked by high rolling hills. 

MAX. SIZE: Largest vessel to dock 497 ft. long, 66.7 ft. wide. Draft 28 ft. 
HEALTH: Pratique obtained at Sydney, N.S. 

RADIO: Sydney Radio 

TUGS: None. 

BERTHING: The dock is 330 ft. in length, with an approach way of 80 ft. 
length, making an “L” shape. Depth alongside at LW is 15 ft. at the inner 
end and 25 ft. at the outer end. 

MEDICAL: No advance notice required. Hospital available. 

DENSITY: In sea 35/1000. In lake 25/1000. 

FRESH WATER: Supplied at 20 t.p.h. 

FUEL: Diesel oil available by truck. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

SURVEYORS: Lloyds, ABS and BV available from Halifax. 
CERTIFICATES: Registry, Derat and Safety Certificates. 

CUSTOMS ALLOWANCES: Tobacco, 100 cigarettes per week or 
0.5 Ib. tobacco. Wine/spirit: None. 

HATCHES: Normally opened and closed by crew. 

AIRPORT: 55 miles. Served by regular airlines. 

TIME: GMT minus 4 hours. Advance 1 hour in Summer. 

HOLIDAYS: Sundays and Statutory holidays; New Year's Day; Good 
Friday; Easter Monday; Victoria Day; Canada Day; Labour Day; 
Thanksgiving Day; Remembrance Day; Christmas Day. 
POLICE/AMBULANCE/FIRE: 295 2350, 292 2032, 295 2110. 
TELEPHONES: None available for placing on board. 

AUTHORITY: Transport Canada, P.O.Box 1013, Dartmouth N.S., 
B2Y 4k2. Tel: 426-6508. Telex: 019-22757. Contact: William Beck. 

Local Authority: Transport Canada, Baddeck, Nova Scotia. 
Tel: 295-2502. Contact: Mr. MacRae, Harbour Master/Whartinger. 


(See Plan) 


BAIE COMEAU, Quebec: 49.15 N. 68.09 W. 


PORT LIMITS: Starting from a point on the Southern limit of Baie 
Comeau at Pointe St. Gilles Lat. 49° 12’ 10" N., Long. 68° 08’ 41” W. 
Thence, North-Eastward to Pointe St. Pancrace, Lat. 49° 15’ 14’N., 
Long. 68° 04’ 43” W. 

All waters inside of these points are understood to be part of Baie 
Comeau Harbour. 
DOCUMENTS: Baie Comeau is a Port of Entry. Customs and 
Immigration facilities are located in the Town of Baie Comeau. All 
vessels arriving from Foreign Ports will be boarded by Customs and 
Immigration Officers. 

The following forms are to be completed prior to arrival at the first 
Canadian Port: 

3 copies Immigration Crew List, IMM-200 

3 copies Crew Declaration, Y-14 

3 copies Ship's Stores, E-1 

3 copies Passenger List, IMM-264 

2 copies Quarantine Service, *Q-S-1 

“To be supplied by Quarantine Officer on arrival. 
ETA: Advise Agent 72, 24 and 4 hours before arrival. Include fuel and 
stores requirements. 
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PILOTAGE: Not compulsory. The services of a qualified Docking Master 
are available through the facilities of Cargill Grain Company. Docking 
instructions will be given by radio after receiving vessel's ETA. 

Normally the Docking Master boards from tug approximately 0.5 mile 

S.W. of Pointe St. Pancrace. 
ICE ADVISORY SERVICE: Ships inbound for Baie Comeau from 
seaward between December 15th and April 15th should advise the Ice 
Information Officer, Sydney, N.S., 36 hours prior to entering Cabot Strait 
stating their position, destination, whether loaded or in ballast. This 
procedure will facilitate the passing of ice information to the ship as 
necessary. 

On request, ice information is also available from Marine Radio 
Stations at Halifax, Camperdown, Seven Islands, Twillingate and 
Grindstone. The Canadian Broadcasting Corporation Maritime network 
also broadcasts ice information daily during the Winter navigation 
season. Supplementary ice information may also be obtained from 
Canadian Marine Service icebreakers. 

During the ice season, radio broadcasts of ice information are made 
twice daily from Marine Radio Stations as follows: 


Call Frequencies 


Cape Race, Nfld. VCE 420 kHz CW 
2582 kHz RT 
Fox River, Que. VCG 434 kHz CW 
2582 kHz RT 
Mont-Joli, Que. VCF 446 kHz CW 
2582 kHz RT 
North Sydney, N.S. VCO 489 kHz CW 
2582 kHz RT 
Halifax CFH 115.3 kHz CW 
6949.5 kHz 
8662 
12984 
17218.4 


RESTRICTIONS: Port open for shipping all year round. Deep water 
approaches without restrictions for any vessel able to berth alongside. 
MAX. SIZE: Up to 40 ft. draft at Cargill at LW. Size limited only by berth 
depth. 

RADIO: Mont-Joli Radio (VCF) 2582 kHz (VHF, CRM Co. Ltd., Wharf 
Office, base to ships on marine frequencies) (Channel 7A — 156.350 
MHz and Channel 16 — 156.800 MHz, call XJS94). 

HEALTH: Incoming vessels making Baie Comeau port of entry must 
obtain Pratique by wireless. Radio Pratique may be obtained between 
0900 hrs. and 1700 hrs. the day preceding arrival. Address message 
“Quarantine Quebec”: For the purpose of Radio Pratique, vessels are 
required to give the following information: 

. Name and nationality of vessel. 

. Ports called at during voyage. 

. Nature of cargo. 

. Number of crew. 

. Number of passengers. 

. Port of destination and name of Agent. 

. Number of persons without valid certificates. 

. Condition of health of all on board with details of any sickness or 
death which has occurred during the voyage. 

Ships arriving in English Bay in Quarantine will be inspected by Health 
Officer at anchorage or on arrival alongside. Should Officer board vessel 
at anchorage, proper accommodation ladder must be provided. 
TUGS: Available. Not compulsory except for Cargill Grain Terminal. 
BERTHING: 
Dock No. 1: Transport Canada: Berth 456 ft. long, max. depth 27 ft.; 
berth 360 ft. long, max. depth 25 ft. North Shore Paper Company: 
1,000 ft. wharf, max. depth 27 ft. Dock Pier: 2 berths, 422 ft. long, 20 ft. 
depth. 
Dock No. 2: Canadian Reynolds Metals Co., Ltd. Wharves consist of 
breakwater and approach jetty called Berth No. 1, 450 ft. long. Berth 
Nos. 2 and 3 in slip, 587 ft. and 551 ft. long respectively. The docking 
area is dredged to 30 ft. at low water at Berth No. 1 and 31 ft. at Berth 
Nos. 2 and 3 and flares out to marker buoy (FI. red Ev. 12 secs.) at 
Northern extremity and 1,000 ft. to its Southern extremity, where depth 
of water increases rapidly off shore from approximately 400 ft. East of 
breakwater. A port hand can buoy marks dredging out from S.E. corner 
of No. 1 Berth. 
Dock No. 3: Cargill Grain Terminal, North Pier, 2 loading berths, length 
585 ft., North side dredged to 40 ft., South side dredged to 38 ft. South 
Pier, 1 unloading berth, length 720 ft., North side only dredged to 29 ft. 
Quebec-Hydro Dock: Depth alongside 27 ft. (25 ft. depth at berth used 
by Quebec North Shore Paper Co.). 
CRANES: 100 ton stiff leg derrick at Canadian Reynolds Metal Co. Ltd., 
5 ton level luffing crane at No. 2 Dock. 

Mobile cranes available through local contractor. 
CARGO HANDLING FACILITIES: 

Canadian Reynolds Metal: 2 Pneumatic unloaders for Alumina and 
Coke, rate 140 t.p.h. each. at No. 3 Berth. 

Cargill Grain Terminal: North Pier: 2 vessels can be loaded 
simultaneously at a combined average rate of 1,200 t.p.h. (long tons). 
South Pier: Discharging rate 1,100 t.p.h. (short tons). 

STEVEDORES: Each terminal empioys own stevedores. 

Working Hours: Monday to Friday, 0800 hrs. — 1700 hrs. Sunday and 
holiday work possible with advance notice. 

MEDICAL: All facilities available. Local Hospital in Baie Comeau and 
Hotel-Dieu, Hauterive, 5 miles. 

DENSITY: 1000 — 1025. 

FRESH WATER: Delivered by pipe-line to the berths (April — October). 
FUEL: Available by pipe-line to Cargill Grain Terminal. Diesel oil and 
gasoline delivered by truck (Imperial, Gulf, Texaco and Shell). 
REPAIRS: Minor repairs may be effected through local contractors. 
DRY DOCKS: Nearest dry dock located at Les Mechins (48 miles from 
Baie Comeau). 
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CUSTOMS ALLOWANCES: 200 cigarettes for each man. Officers may 

be allowed 1 bottle wine/spirits, Master up to 5 bottles. 

AIRPORT: Daily service to Quebec and Montreal. 

TIME: GMT minus 5 hours. Daylight Saving Time: GMT minus 4 hours, 

applied from first Sunday of April until last Sunday of October each year. 

HOLIDAYS: New Years Day, Good Friday, Easter Monday, 

Queen's Day (4th Monday of May), Dominion Day (July 1st), Labour 

Day (1stMonday of September), Thanksgiving (2nd Monday of 

October), Remembrance Day (November 11th) and Christmas 

(December 25th and 26th). 

SHORE LEAVE: Crew members allowed ashore. No restrictions. 

IDENTIFICATION CARDS: Gate passes are issued at the gate to all 

Crew members when going ashore for the purpose of identity on their 

return. 

GENERAL: Charts: Canadian Charts No. 1220 and 1245. 

AUTHORITY: Transport Canada, Harbours and Ports Division, 

Canadian Coast Guard, 104 Dalhousie Street, Quebec G1K 4B8. 

Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 

oben: Leblanc, Harbour Master — Baie Comeau. Tel: (418) 296-4296, 
-6694. 


BAY ROBERTS, Newfoundland: 47.36 N. 53.26 W. 
(See Plan) 


DOCUMENTS: Documents as per Standard Canadian Requirements. 
PILOTAGE: Non-compulsory. Can be arranged by Coast Guard Traffic 
Management Centre, St. John’s. Tel: (709) 772-2083. 
ANCHORAGES: Good anchorage in outer area of Bay Roberts Harbour 
in depths of 5 to 6 fathoms. 

RADIO: Ship to Shore through St. John’s (VON). 

BERTHING: Deep water approach, channel depth approximately 60 ft. 
Navigable year round. 

Wharves: (1) Fisheries and Ocean's Wharf — Finger pier 181 ft. long 
(55 m.) and 40 ft. (12 m.) across the outer face. Depths alongside 20 ft. 
— 21 ft. LWOST. Concrete deck. Load limits 300 p.s.f., 15 tons 
concentrated load. 

(2) Fish Plant Wharves — Two finger piers; East Wharf 160 ft. long 
and 26 ft. across the outer face (49 m.x8 m.), and West Wharf 197 ft. 
long and 26 ft. across the outer face (60 m.x8 m.). Depths alongside 
East Wharf 11 ft. to 13 ft. (3.4m. to 4m.) and West Wharf 13 ft. (4 m.) 
LWOST. Load limits unknown. 

(3) Spencers Wholesale Wharf — Marginal wharf 263 ft. along the outer 
face (80 m.) with depths alongside 11 ft. to 14 ft. (3.4m. to 4.3m) 
LWOST. Load limits unknown. 

(4) Avalon Coal Salt and Oil Wharf — Marginal wharf 149 ft. long al 
the outer face (45 m.) with depths alongside 15 ft. to 19 ft. (4.6 m. to 
5.8 m.) LWOST. Load limits unknown. 

There are several smaller wharves and piers present. 

CRANES: Small mobile cranes only. 

STEVEDORES: Local labour; should be arranged by Agent. 
MEDICAL: Local clinic. Full hospital facilities at Carbonear, 15 km. 
distant. 

TANKERS: See “Berthing”. 

FRESH WATER: Available at Fish Plant Wharf. 

FUEL: Available at Fish Plant Wharf. 

REPAIRS: Limited welding can be arranged locally, nearest major repai! 
shops at St. John’s, 90 km. distant. 


SURVEYORS: Lloyd's Register, P.O.Box 5044, St. John’s, 
Newfoundland A1C 5V3. Tel: (709) 726-0543, (709) 368-2538 
(residence). 


GANGWAY/DECK WATCHMEN: Usually ship's crew. Ship's gangway 
used. 

REPATRIATION: Can be arranged by Agent via St. John’s airport. 
AIRPORT: At St. John's, 90 km. distant. 
POLICE/AMBULANCE/FIRE: R.C.M.P. Detachment at Harbour Grace. 
local fire station, ambulance service available. 

EMERGENCY CO-ORDINATION CENTRE: Coast Guard, Search 6 
Rescue, St. John’s, Newfoundland. Tel: (709) 772-5151. 

SHORE LEAVE: No restrictions. 

BANKING: Services available. 

GENERAL: Bay Roberts is covered by Chart No. 4572. 
AUTHORITY: Transport Canada, Harbours and Ports Directorate 
P.O.Box 1300, St. John's, Newfoundland, A1C 6H8. Tel: 772-5154 
Telex: 016-3369. FAX: 772-2193. Contact: D. A. Lester, Regioné 
Manager. 


BECANCOUR, Quebec: 46.24 N. 72.23 W. (See Plan) 


PORT LIMITS: Normally vessel has “arrived” when first line on the 
bollard (subject to Charter-party terms). 

DOCUMENTS: Crew Lists, Customs, Health, Manifests, Bills of Lading 
Ship's Papers, Certificates, etc. 

Customs, Health, Agents, Port Manager will board ship on arrival. 
PILOTAGE: First Pilot boards at Les Escoumins Pilot Station 
Exchanging Pilots off Quebec Pilot Station, on to berth in Becancour 
ANCHORAGES: Off berth or off main channel or, 5 miles (8 km.) Wes 
of harbour or 8 miles (14 km.) to the East off Batiscan, Que 


RESTRICTIONS: None. 
Winter Navigation: From December 10th to April following, every year 
or as soon as the floating aids to navigation have been lifted a second 
Pilot is compulsory from Les Escoumins to Montreal. 

Daylight navigation only between Quebec and Montreal. 

Normal navigation resumes as soon as the aids are floated, normally 
between 15th March and 15th April. 
MAX. SIZE: No restriction as to length, although 800 ft. (244 m.) is 
considered a respectable length. Chart datum depth 35 ft. (10.7 m.), 
average water level change 3 ft. (1 m.). 
HEALTH: Pratique may be requested through any Canadian Coast 
Guard Radio Station or VHF traffic control stations. 
TUGS: Not compulsory. Stationed in Trois-Rivieres and Quebec. 
Master's request. 


BERTHING: 

Berth Length Depth (C.D.) Remarks 

No. (m.) (m.) 

B-1 244 10.67 Outside by main channel. 
B-2 150 10.67 Inside basin/Ro-Ro ramp 

(22 m.). 

B-3 219 10.67 Inside basin 

B4 225 10.67 Inside basin 

B-5 292 10.67 Smelter plant berth 


1 suction system — 
700 tonnes per hour. 
Average water level 3ft. (1m.) above chart datum height. No 
reversing tide effects. Warehousing facilities, as required paved, lighted, 
open spaces 35 acres (14 hectares). Total stocking area 150 acres 
(61 hectares). 
CRANES: Up to 200 tons capacity, rental or ship's gear. 
STEVEDORES: Quebec Ports Terminals Inc. (exclusive to Becancour). 
Normal working hours 0800 — 1700 hrs. Overtime for night work, 
weekends and holidays can be arranged. Tel. 1-819-294-9911. 
BULK HANDLING FACILITIES: Self unloading vessels discharging at 
a rate of 2,000 t.p.h. 
A.B.|. smelter plant — bulk equipment: 2 vacuum ship unloaders 
(rate 700 tonnes p.h.) to discharge alumina and petroleum coke. 
Total stockpiling area: 150 acres (61 hectares). 
SPECIALISED CARGO HANDLING FACILITIES: Ro/Ro ramp 70 ft. 
(21 m.) wide. 
MEDICAL: Nicolet, Trois-Rivieres, emergency ambulance standing-by. 
TANKERS: Special tankers are loading chemical products from trucks 
regularly. 
DENSITY: 1000. 
FRESH WATER: From dock pipe-lines and hoses. Agent places order 
to Port Authority (Can $1.18 per metric ton). 
FUEL: Only by truck. Trois-Rivieres depot (35 tons truck). Rate: 20 to 
30 t.p.h. 
CONSULS: At Montreal and Quebec. 
REPAIRS: Piping and welding repairs, other limited ships repairs. 
DRY DOCKS: Quebec, Sorel, Montreal. 
SURVEYORS: ABS, Lloyd's, N.V., S.G.S. and private firms. 
GANGWAY/DECK WATCHMEN: Recommended. 
HATCHES: Opening and closing carried out by crew members. 
CARGO GEAR: Ship's gear or shore gear. Heavy lift crane 200 tons 
(mobile). 
REPATRIATION: Can be arranged without restrictions through Montreal 
International Airport by ship's Agent and Canadian Authorities. 
AIRPORT: Inter-provincial airport in Trois-Rivieres. International airports 
in Montreal and Quebec (1.5 hours). Regular arrival to and from many 
parts of the world. 
TIME: From first Sunday in April (every year) advance 1 hour to E.D.S.T. 
From last Sunday of October (every year) minus 1 hour from E.S.T. 
HOLIDAYS: Same as Quebec Province. 
POLICE/FIRE/AMBULANCE: Gentilly, (area code: 819) 298-2211. 
Becancour (area code: 819) 298-2223 
SERVICES: Commercial firms tank cleaning equipment facilities. 
Electronic aids to navigation repairs. 
SHORE LEAVE: Allowed with permission of Master. 
IDENTIFICATION CARD: Seaman's Book is sufficient. 
REGULATIONS: Copy of the operational regulations will be handed to 
Master on ship's arrival by Port Authority. 
DELAYS: Delays not experienced to date. 
GENERAL: The port facilities are administered and operated by “La 
Societe du Parc Industriel du Centre du Quebec” a_ provincial 
Peeling Corporation under the Minister of Industry, Commerce 
luebec. 
DEVELOPMENTS: The marine facilities of Becancour are part of an 
industrial park located within the Municipality of Becancour, Quebec. 
The port facilities are meeting the requirements of major industrial 
developments. 
AUTHORITY: “La Societe du Parc Industriel du Centre du Quebec”, 
1000, Boul. Arthur-Sicard, Parc Industriel Portuaire, Becancour, 
Quebec, Canada GOX 1B0. Tel: (819) 294-6656. FAX: (819) 294-9020. 
Contact: Captain Jean-Guy Chouinard, Port Director. 


BELLEDUNE, N.B.: 47.55 N. 65.51 E. 


A deep water harbour administered from Ottawa, Ontario and serving 
Belledune Fertilizers and other projects in the Bathurst area. This 
harbour is open to shipping all the year round. 
DOCUMENTS: See “Saint John”. 
PILOTAGE: Pilotage is not compulsory, however, should a Pilot be 
required, the services of a local Berthing Master Mariner are available 
on request. 

Regardless of pilotage, estimated times of arrival should be given to 
Belledune Fertilizers Ltd. 72, 48 and 24 hrs. before. 


CANADA 


ANCHORAGE: Vessels wishing to anchor will find no difficulty in 
obtaining an anchorage in more than 10 fathoms, approximately 1 mile 
to the Northward of the Belledune Breakwater. 
TUGS: None available. May be obtained from Halifax. 
BERTHING: One berth, length 550 ft., depth at LW, 34 ft. 
TIDES: Tides normally rise 6 ft. at springs and 3 ft. at neaps. Tidal 
current seldom exceeds 1 knot. 
STEVEDORES: Bulk cargoes handled by Belledune Fertiliser Ltd., and 
general cargo by Longshoremen. 
CRANES: Heavy-lift equipment available from private companies. 
Cranes up to 25 tons available. 
MEDICAL: Hospital at Bathurst. 
FRESH WATER: Available. Delivered by tank trucks upon arrangement 
with Belledune Fertilizer Ltd. 
FUEL: None locally. Can be obtained and delivered by tank trucks. 
CONSULS: None. 
REPAIRS: Minor repair facilities at Belledune Fertilizer Ltd. machine 
shop. 
STORES: All types of provisions as well as deck and engine stores can 
be obtained at Bathurst for delivery to Belledune. 
AUTHORITY: Canada Ports Corporation, 99 Metcalfe Street, 8th Floor, 
Ottawa, Ontario K1A ON6. Tel: (613) 957-6709. FAX: (613) 995-3501. 
Contact: T.A. Lauzon, Senior Port Manager. 

Local Representative: Belledune Fertilizer Ltd. Tel: (506) 522-5250. 
Contact: R. Boudreau. 


BOTWOOD, Newfoundland: 49.09 N. 55.20 W. 
(See Plan) 


DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 Crews Declaration (Can. Form Y14). 

3 Stores Lists (Can. Form E.1). 

Health Declaration (Can. Form QS. 2001). 

3 Cargo Manifests. 

3 Bills of Lading. 
PILOTAGE: Compulsory. Pilot boards in position Lat. 49° 19’ 44” N., 
Long. 55° 12’ 49" W. day or night. Send ETA 12 hours and 4 hours in 
advance. Pilot station and boat equipped with VHF. Coastal pilotage 
service from St. John's to Botwood available on request. 
ANCHORAGE: In Botwood Harbour, off the oil dock in depths of 10 — 
20 fathoms. 
RESTRICTIONS: Navigation season from mid-April to mid-January 
approximately. Ice-breaker assistance may be necessary in Winter 
months. Deep water approaches. 
MAX. SIZE: Up to 32 ft. draft. 
RADIO: Comfort Cove, St. John’s, St. Lawrence or Corner Brook. 
HEALTH: Health Officer boards on arrival. 
TUGS: None available. 
BERTHING: Pier No. 1: Owned by Price (Nfld.) Pulp & Paper Ltd., used 
exclusively for handling newsprint outward and caustic soda inward. Is 
500 ft. long; min. depth alongside 32 ft., is adjacent to newsprint storage 
shed, capacity 20,000 tons (standard newsprint). 
Pier No. 2: Berth unfit for use. 
Pier No. 3: 600 ft., owned by Private Interests, used for shipping 
concentrates, and discharging Bunker “C” fuel and sulphur inward. 
Min. depth alongside 32 ft. Concentrates loaded by 1 fixed conveyor. 
Ministry of Transport Finger Pier: Length 150 ft., min. depth alongside 
35 ft. Face is 23 ft. — 25 ft. Is connected by pipe-line to bulk fuel storage 
tanks, owned by Golden Eagle Refining Co. Ltd., and is used primarily 
for discharging of clean fuels. 
Ministry of Transport General Cargo Wharf and Shed: Wharf 269 ft. 
long, 103 ft. in breadth, cargo shed 20070 ft., 20 ft. clear height below 
steel girders. Apron of wharf is 33 ft. wide with access driveway 
extending around each end of shed to main roadway. Rear cargo doors 
from shed open at truck level to facilitate mechanical handling. Front 
and end doors are wharf level. 
MEDICAL: Doctors, hospital facilities available. 
TANKERS: Finger Pier length 200 ft. with berthing face length 30 ft. 
Depth alongside 32 ft. Berth owned by Irving Oil Ltd. and used 
exclusively for discharging oil products. 
FRESH WATER: Available at all berths. 
FUEL: Only light diesel available by tank truck. 
REPAIRS: Minor repair and diving services only. 
SURVEYORS: All major classification societies available from St. John’s. 
CUSTOMS ALLOWANCES: 200 cigarettes for each man. Officers may 
be allowed 1 bottle wine/spirits, Master up to 5 bottles. 
AIRPORT: Gander International Airport, 60 miles away. 
TIME: GMT minus 3.5 hours. Daylight Saving Time: GMT minus 2.5 
hours, applied from first Sunday of April until last Sunday of October 
each year. 
HOLIDAYS: Good Friday; Labour Day; Christmas Day and Boxing Day. 
No work performed on these holidays. 
BANKS: Bank of Montreal, 52 Water Street, Botwood, Newfoundland 
AOH 1E0O. Tel: 709-257 2957 
EMERGENCY CO-ORDINATING CENTRE: Canadian Coast Guard, 
St. John’s. Telex: 016-4530. Tel: 709-737-2083/4. 
SHORE LEAVE: Allowed. No restrictions. 
AUTHORITY: Ministry of Transport. 

Harbour Master: Gordon Roberts, P.O.Box 747, 
Newfoundland, AOH 1E0. Tel: 709-257-2182. 


Botwood, 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


BRIDGEWATER, N.S.: 44.23 N. 64.31 W. 


DOCUMENTS: See “Halifax’’. 

PILOTAGE: Not compulsory. Report ETA by radio-telephone or radio- 
telegraph to Superintendent of Pilots, Halifax, N.S. at least 12 hours 
before arrival at boarding station. ETA to be confirmed 3 hours before 
arrival. Pilot boards off Moshers Island Light. 

ANCHORAGE: At Dayspring, 2 miles below Bridgewater. 
RESTRICTIONS: Port is situated on La Have River, 10 miles from the 
sea. Channel path at LW, 20 ft. 

MAX. SIZE: Length 325 ft. Draft 20 ft. 

HEALTH: Pratique granted by Customs Officer who boards on arrival 
at the berth. Also see “Montreal”. 

RADIO: Halifax Radio. 

BERTHING: Transport Canada Wharf, berthing length, 1,073 ft. Depth 
alongside 21 ft. 

MEDICAL: Hospital services available. 

STEVEDORES: Available. 

FRESH WATER: Available ex wharf only on West side of river. 

FUEL: Diesel and gasoline from storage tanks in port. 

REPAIRS: Limited facilities for engine repairs. 

AIRPORT: Nearest approximately 90 miles away. 

HOLIDAYS: Dominion Legal holidays. 

POLICE/AMBULANCE/FIRE: Police Tel: 543-2464. Dawson Memorial 
Hospital Tel: 543-4603. 

BANKS: Bank of Montreal, Tel: 543-2415. 

Royal Bank of Canada, Tel: 543-7161. 

Bank of Nova Scotia, Tel: 543-8155. 

Canadian Imperial Bank of Commerce, Tel: 543-2451. 
AUTHORITY: Transport Canada, P.O.Box 1013, Dartmouth, N.S., B2Y 
4K2. Tel: 426-6508. Telex: 019-22757. Contact: William Beck. 

Local Authority: Transport Canada, Bridgewater, Nova Scotia. 
Tel: 543-8815. Contact: Glayden L. Conrad, Harbour Master. 


(See Plan) 


CAMPBELL RIVER, B.C.: 50.02 N. 125.14 W. (See Plan) 


SHIPMASTER’S REPORT: June 1989. 
VESSEL PARTICULARS: 
D.W.T. 


R 9,262 tons. 
LOA 119.62 m. 
Moulded Breadth 18.5 m. 
Moulded Depth 10.0 m. 
Departure Draft Forward 7.51 m. Aft 8.45 m. 


Cargo Loaded 8,400 tonnes copper concentrate. 

DOCUMENTS: See “Vancouver”. 
PILOTAGE: Compulsory. Pilot boards at Victoria. Confirm ETA pilot 
station by cable to “Pilots Victoria”, giving 24 hours, 12 hours and 
4 hours notice. Pilot uses a small tug or a pilot boat, depending upon 
the weather. The distance from Victoria Pilot to Campbell River is 
152 miles, which can be shortened by about 10 miles by using Active 
Pass. Active Pass is a very narrow channel and during daylight hours 
there are always ferries transitting both ways. Currents in Active Pass 
should also be considered. 

Change of Pilot takes place at Nanaimo, which is half way. Charges 
are very high if Pilot has done over 8 hours, therefore all ETAs/departure 
times, etc. should be well calculated. All vessels must follow traffic 
schemes on entering Juan de Fuca Straits. 

ANCHORAGES: Channel is narrow but deep. Tides are very strong. 
RESTRICTIONS: Please refer to depths at berth, length of pier and 
large range of tides. Linesmen are usually available between 0700 hrs. 
and 2200 hrs. on weekdays, therefore Charterers take vessels during 
these hours only. 

MAX. SIZE: See “Berthing’”. Ships of 30,000 d.w.t. have loaded at this 
pier. 

HEALTH: See “Vancouver”. 

RADIO: VAI/Vancouver Coast Guard Radio. 

VHF: See “Vancouver”. 

TUGS: There are 3 very small tugs available for berthing. 

BERTHING: Pier is about 120 m. long with dolphins about 22 m. fore 
and aft. Sea pilot only berths the vessel. These dolphins are joined by 
steel bridges. There are 2 bollards ashore for breast lines. There is a 
buoy at each end for bow and stern lines (see “Plan’’). All vessels to 
be moored at the terminal require on board at each end, forward and 
aft, 6 mooring lines of 3 in. to 3.5 in. diameter nylon or such approved 
material, each of at least 500 ft. length, without splices and in good 
condition. 

Three small tugs meet the vessel at berth. 

The following pattern of lines is used: 

1. Two lines each, head and stern lines to the buoys. 

2. Two lines each forward and aft as breast lines to shore mooring 
bollards. These lines are to be landed on the wharf where they are 
fastened to and hauled ashore by the messenger ropes. Both breast 
lines are to be attached to the messenger and hauled ashore in one 
motion. This operation is done by the linesmen. 

3. Two lines each forward and aft are to be provided as back springs. 
Please note that the weak bollards on the “Plan” should not be used. 

First lines recommended are springs fore and aft. This helps vessel 
to maintain her position alongside while the tugs are pushing at all times. 
One tug then assists in taking other lines to buoys, etc. There are 
4 strong fenders on the pier. Precautions must be taken as at L.W. ship 
may go below these fenders. 

The breast lines are to be sent ashore simultaneously at each end 
and kept tight at all times. 
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When breast lines are fast, head and stern lines are sent to the buoys. 

Finally last springs are made fast. 

Owing to large range of tides, moorings should be tended at all times, 
there have been cases where ships had to haul off due to negligence 
of same. 

The loading berth is named Westmin Resources Tyee Spit (also 
known as Campbell River Ore Berth/Dock). The shiploader does not 
have a long travel so the vessel has to shift along the berth for hatch 
loading changes. The currents in mid-channel are high, consequently 
caution must be exercised when shifting vessel along the berth. 

Care should be taken with the following: 

1. Shore leading breast lines must be kept taut at all times. If the vessel 
is small, care must be taken when shifting forward or aft as the breast 
lines may come into contact with existing cabins, etc. on the pier, and 
thus cause damage. 

2. No unnecessary slack is to be allowed in the leads of head and stern 
lines. 

3. All back springs are to be tensioned or paid out in accordance with 
the particular movement ahead or astern. 

4. If the tide is strong, shifting at slack water and use of tugs must be 
considered. 

5. If lines are to be shifted, linesmen should be ordered in advance. 
LOADING: Mainly copper concentrates are loaded at this berth. The 
vessel's holds should be free of any previous cargo residue, dry and 
free of loose scale. Loading starts and the Notice of Readiness is 
accepted after holds have been inspected by the surveyor. Surveyor is 
usually charterer's surveyor and also performs the duties of the Port 
Warden (Canadian Coast Guard Ship Safety Inspector). Shipments of 
Ore Concentrates from Canada are governed by the Canadian Code of 
Safe Practice for Solid Bulk Cargoes. The requirements of this code are 
basically same as IMO code. Prior to commencement of loading, the 
surveyor will require the shipper to produce a Certificate of Analysis for 
Moisture Content of the Copper Concentrate. The actual moisture 
content shown on the certificate must be less than the ‘Transportable 
Moisture Limit” which will also be shown on the Certificate. The surveyor 
will require proof that the vessel is structurally sound to carry this cargo, 
i.e. load density of the tanktop and that the shear force and bending 
moments will be within the allowable limits. 

Cargo is worked on a 24 hours basis on weekdays. Our vessel 
averaged a loading rate of 570 tonnes/hour. Cargo weight is determined 
by the Draft Survey. The loading scale was observed to have an error 
of 0.5% on the higher side. After loading, each hatch is trimmed flat by 
the bulldozer which weighs 9 tonnes. 

CRANES: Not available. 

MEDICAL: Services available. 

DENSITY: Varies according to time of year. We obtained 1023.5. 
FRESH WATER: Available with notice and is free of charge. 
CONSULS: At Vancouver. 

REPAIRS: Can be arranged from Vancouver. 

DRY DOCKS: At Vancouver. 

SURVEYOR: This port has a port warden. Other surveyors can be 
arranged from Vancouver. 

GANGWAY/DECK WATCHMEN: Not required. 

HATCHES: Operated by ship's crew. 

REPATRIATION: Possible from Vancouver, 40 minutes flight. There are 
frequent flights to Vancouver from Campbell River. 

TIME: See “Vancouver”. 

HOLIDAYS: See “Vancouver”. 

TELEPHONES: There is a telephone at the pier which belongs to the 
terminal. Facilities for using the telephone are arranged through the 
Agent. All overseas connections are through the operator. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GENERAL: Ship Chandlers are not available but most of the stores can 
be self purchased. There are a few banks in the city. Population of 
Campbell River city is 20,000. 


CANAPORT, N.B.: 45.12 N . 65.59 W. 


PILOTAGE: Compulsory. Government Pilot supplied by the Atlantic 
Pilotage Authority through “Fundy Traffic” and requires 4 hours notice. 
ANCHORAGE: Anchorage Area “C’, mud bottom with good holding 
under fair weather conditions but it should not be considered satisfactory 
in strong southerly gales. Vessels may anchor South of Lat. 45° 12’ N. 
without a Pilot. 

RESTRICTIONS: Presently daylight berthing only with no restrictions 
on unmooring. Delays may be experienced due to strong Southerly 
winds, and in periods of reduced visibility due to fog in the Summer and 
sea smoke in the Winter. 

MAX. SIZE: 350,000 tons Summer d.w.t. 400,000 tons may be accepted 
under favourable weather conditions. No restrictions on length. 
RADIO: The terminal will usually request the following information from 
the vessel prior to arrival: 

(a) Distance from bow to centre cargo manifold. 

(b) Hose boom SWL. 

(c) Distance from cargo manifold to ship's rail. 

(d) Height of manifold above deck. 

(e) Size of bow chock opening. Height and width. 

(f) Distance of bow chock opening to nearest bollard. 

(g) Distance of bow chock opening to mooring bracket (if fitted). 

(h) Number and size of cargo manifold connections. 

(i) Confirm that vessel is capable of maintaining 40% of d.w.t 
capacity during discharge with segregated clean and cargo tank 
ballast with 2 valve separation. 

(j) Slops, quantity, type and location. 

(k) Can vessel accommodate 2 Berthing Masters and 6 Canapor 
crew, who will remain on board? 


ETAs to be sent through Agent, 96, 72, 48 and 24 hours prior to 
arrival. Vessel to contact Canadian Coast Guard via Agents for 
permission to C.O.W. whilst discharging at Canaport. Canaport 
operations on VHF Channel 11 for mooring and UHF frequency for cargo 
operations. 

TUGS: One tug used to assist in mooring and unmooring, and one tug 
towing astern throughout discharge to keep the vessel clear of the SBM. 
Tugs’ lines used throughout. 

BERTH: SBM: Situated 4,100 ft. offshore from Mispec Point. Depth at 
LW 120 ft. and HW 150 ft. 

FRESH WATER: Available by tug whilst at anchor. 

FUEL: Bunker, IFO and MDO available by barge whilst at anchor. 
BALLAST: It is a terminal requirement that tankers maintain at any stage 
of the discharge sufficient cargo or ballast, or a combination of both, 
equal to 40% of S.d.w.t. Vessels of less than 150,000 tons S.d.w.t. may 
at the discretion of the Senior Berthing Master, be allowed to reduce 
this percentage to 30% after taking into account the expected weather 
condition. In addition, the vessel is to remain at a suitable trim compatible 
for safe manoeuvring and not to exceed 18 ft. by the stern. 

The commercial agreements require vessels to lift dirty ballast and 
discharge concurrently, failure to do so will not count for laytime and 
will be for the owner's account. 

GENERAL: Arrival: Hoses may be connected on either port or starboard 
sides with the weather conditions being the deciding factor as to which 
side is used. The Berthing Master will advise the vessel which side the 
hoses are to be connected prior to boarding. Both hose booms should 
be rigged to lift the mooring equipment from the tug and to lift 2* 16 in. 
hose tails weighing 8 tons each. Pilot ladder should be rigged one side 
of vessel with accommodation ladder on the other side. 

Mooring: Vessel secured to SBM with 2 nylon mooring hawsers and 
should have 2x3 in. messengers available to pass to the mooring 
launch. A hammer and crowbar should be available on foc’sle for use 
in connecting the chafing chains. The first line handled will be dependant 
on which side of the vessel the hoses are connected. 

Cargo Handling: 2 Berthing Masters and a Canaport crew of 6 persons 
remain on board throughout the discharge to assist in mooring, assist 
in hose connection and maintain foc’sle head lookout and co-ordinate 
the discharge. Vessel takes ballast part way through the discharge to 
maintain 40% of deadweight capacity whilst at the SBM. Vessel's 
engines must be ready for instant manoeuvring at all times. 

Cold Weather Precautions: During January and February air 
temperature is —7.5°C but temperatures below —20°C may be 
experienced. Masters are advised in order to protect their interest and 
to expedite the discharge, the following precautions should be taken 
prior to arrival to prevent freezing: 

(a) Any C.O.W. lines that contain, or suspected to contain water 

should be purged with dry crude oil. 

(b) Quality of anti-freeze or glycol in the deck |.G. pressure vacuum 
breakers should be checked. 

(c) Heat on-deck water seal. 

(d) Deck general service, fire and foam lines should be drained of water. 

(e) Steam powered deck machinery should be run continuously. 

(f) Deck hydraulics and machinery not fitted with ‘Arctic’ type 
hydraulic oil should be circulated continuously prior to arrival in 
order to be kept fluid. 

(g) Whesso type ullage gauges and C.O.W. machines should be 
drained of any accumulated water. 

(h) Any exterior fresh water pipes should be drained or lagged. 
The above list of precautions should not be considered 
exhaustive and will vary from ship to ship. 

SHORE LEAVE: By launch. 
REGULATIONS: The transfer of stores, spares, fuel and fresh water is 
carried out at anchorage. 


SHIPMASTER’S REPORT: February 1987. 
SBM Location: 45° 10.6’ N., 65° 59.7’ W. 
Pilotage: Pilot boarding area: 45° 10.6’ N., 66° 03.7’ W. 

Pilotage undertaken by Saint John Harbour Authority with the 
assistance of a Canaport Mooring Master, who takes up station on the 
forecastle. Communication is by Walkie-Talkie. 

Documents: 
|.0.P.P. (Also for Coast Guard Safety Inspection on arrival). 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Load Line Certificate. 
Ship's Register. 

3 copies Canadian Crew List (including place of birth). 

3 Vaccination Lists. 

1 International Maritime Declaration of Health. 

3 copies Stores List. 

3 copies Personal Effects List. 

Prior to Arrival: Pilot ladder rigged on port side and accommodation 
ladder/pilot ladder combination available on starboard side. Derrick 
rigged on port side to receive mooring gear and 2 x 16 in. hoses. One 
3in. (25mm. diameter) manila messenger on forecastle to pick up 
mooring pennant, one messenger starboard side for tug’s line and one 
messenger on poop for tug's line. 

Accommodation for 6 seamen, Mooring Master and Assistant Mooring 
Master to be prepared. Cold weather precautions (seasonal) to be taken, 
see Admiralty Pilot Volume 59. Ice reports received via Halifax Radio 
and Coast Guard VHF broadcast. Irving Oil and Coast Guard to be 
advised of discharge plan. 

The vessel is to maintain 40% of Summer d.w.t. at all times whilst 
deballasting/loading, and have two valve separation. 

Restrictions: Berthing daylight only. 

Health: Radio Pratique available through “Quarantine St. John”. Vessel 
to send standard message. 

Radio: Halifax Radio, Yarmouth Radio and Canadian Coast Guard 
Control - Bay of Fundy. 


CANADA 


Tugs: One tug with 35 tonne bollard pull in attendance assists Pilot in 
manoeuvring to buoy. Mooring launch/anti-pollution patrol in attendance. 
Mooring: 6 Irving Oil seamen assist ship's crew with mooring. 

Standard SBM bridle mooring to AKD bracket preferred. Alternatively 
shore supply wire snotters and shackles to forecastle bitts. Upon 
completion of mooring tug will proceed to aft end and place on board a 
towing wire which is connected to a quick-release hook (supplied by 
Irving Oil), secured to the vessel's poop bitts. 

Hoses: 2 x 16 in. standard ASA fitment (150 p.s.i. maximum working 
pressure) connected by ship's staff assisted by 6 Irving Oil seamen and 
Mooring Master. Oil is evacuated by sea water on completion of 
discharge by ship. 

Cargo Survey: Cargo ullages and water dips carried out by Irving Oil 
Surveyor and monitored by ship's staff. 

Tank Dry Certificate will be signed by Irving Oil Surveyor, if acceptable, 
prior to ballasting concurrent with discharge and on completion of 
discharge. 

Fresh Provisions: Plentiful and good quality but meats and fruits, etc., 
very costly in Winter months, bonded stores available. All stores are 
supplied by launch/barge depending on quantity at rate per hour basis, 
this also is expensive. Shore launch available. 

Discharge Rate: Maximum pressure of 150 p.s.i. at the rail is permitted 
and by using 3 pumps and maintaining 140 p.s.i., a rate of 50,000/53,000 
gross bbls. per hour was obtained. Final stripping ashore was part 
restricted by relatively high back pressure. 

General: Throughout discharge the bridge is manned by either the 
Mooring Master or his assistant, who remains in contact with shore, 
where strain gauges are available for tension on mooring ropes. Seamen 
are positioned, throughout the discharge, in two watches of three 
seamen, one on the forecastle, one at the top of the pump room and 
one in the manifold area. Ship's crew are required to be in attendance 
at all times and main engine on maximum 5 minutes notice. Ambient 
temperatures of minus 35°C were experienced during the hours of 
darkness with chill factor. 

Canadian Coast Guard will attend onboard for general safety 
inspection and sighting of !.0.P.P. Certificate and Non-Canadian Ship 
Compliance Certificate. Sailing and/or entrance to routing may be 
delayed due to malfunction of Navigational equipment and/or 
manoeuvring ability. Master's Declaration to be radioed at least 24 hours 
prior to arrival to Canadian Coast Guard, relating to the foregoing. 


OPERATOR: Canaport Ltd., P.O.Box 2055, Saint John, N.B., Canada. 
Tel: 506-633-3000. Telex: 014-47344. Contact: G.D. Cunningham, 
Canaport Superintendent. 


CARLETON, Quebec: 48.06 N. 66.08 W. 


APPROACHES: No hazards and good anchorage outside. Channel 
depth at 7 m. extreme low tide. Icebreaker assistance available in Winter 
if necessary. 

RADIO: Grindstone (VCN). 

TUGS: Available but not compulsory. 

BERTHING: Section No. 1: Length 140 m., max. draft 7.2 m. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Work possible on holidays and weekends with notice. 

MEDICAL: Hospital available locally. 

FRESH WATER: Available. 

FUEL: Diesel oil available. 

REPAIRS: Minor repairs possible. 

DRY DOCK: Nearest dry dock located at Les Mechins, 245 miles from 
Carleton. 

AIRPORT: Local airport. 

HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday in May), Dominion Day (July 1st), Labour Day 
(1st Monday in September), Thanksgiving (2nd Monday in October), 
Remembrance Day (November 11th) and Christmas (December 25th 
and 26th). 

TIME: GMT minus 5 hours. GMT minus 4 hours in Summer (first Sunday 
in April to last Sunday in October). 

GENERAL: 

Chart: Canadian Chart No. 4921. 

Formalities: Port of entry for Customs and Immigration. Quarantine 
services available by radio. 

Services: Bank, post office, railway, provisions and marine supplies, 
fumigation. 

AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, Quebec 
Province, G1K 4B8. Tel: (418) 648-3680. Telex: 051-3051. 
FAX: (418) 648-4236. Contact: J.G. Boudreau, Harbour Master, 
Carleton. Tel: (418) 364-7916, (418) 364-3053. 


CHANDLER, Quebec: 48.21 N. 64.40 W. (See Plan) 


LOCATION: Town on the Quebec shore entrance to Chaleur Bay, 
10 miles N.E. of Point au Maquereau, 16 miles W. of Cape d’Espoir. 
PILOTAGE: Not compulsory but available. Controlled by Atlantic 
Pilotage Authority, Halifax, N.S. Tel: (902) 426-2550. 
RESTRICTIONS: Navigation Season: All year round, ice breakers 
sometimes accompany vessels. 

HEALTH: Pratique is secured by radio through Quebec City. 

RADIO: Grindstone (VCN). 
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TUGS: None available or required. 
BERTHING: Transport Canada Wharf: East Side reserved for fishing 
vessels. 

West Side: Length 500 ft. Depth at LW 32 ft. 
STEVEDORES: Skilled labour available. 
Working Hours: Monday to Friday, 0800 hrs. — 1700 hrs. Sunday and 
holiday work possible with advance notice. 
FRESH WATER: Available. 
FUEL: Diesel oil available. Bunker ‘C’ can be brought in by rail. 
DRY DOCK: Nearest dry dock located at Les Mechins (185 miles from 
Chandler). 
REPAIRS: Machine shop available for minor repairs. 
SURVEYORS: Lloyd's at Quebec City. ABS at Montreal. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(from first Saturday of April to last Saturday of October). 
HOLIDAYS: New Years Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), Dominion Day (July 1st), Labour 
Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
SERVICES: Post office, bank, telephone, notary, telegraph, hospital, 
local airport, railway, provisions, marine supplies, fumigation and cranes. 
GENERAL: Formalities: Port of entry for Customs. Immigration services 
available by radio or telephone. Quarantine services available from 
Quebec City. 
Chart: Canadian Chart No. 4921. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, G1K 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 

Milton Molloy, Harbour Master — Wharfinger, C.P. 273, Chandler, 
Province Quebec, GOC 1KO, Canada. Tel. (418) 689-6949, 689-3147. 


CHARLOTTETOWN, P.E.I.: 46.14 N. 63.07 W. 
(See Plan) 


PORT LIMITS: A ship is considered to be ‘arrived’ when it reaches 
Pilot Boarding Station at Lat. 46° 00’ N., Long. 63° 08’ W. 
DOCUMENTS: 

Port clearance from previous port. 

3 Form QS.2001 Quarantine, if from other than U.S. port or St. Pierre 

et Miquelon. 

3 Form HA.282 Garbage Disposal Warning. 

2 Form IMM.200 Crew List, only Canadian documentation acceptable. 

3 Form E1 List of Ship’s Stores. May use own documentation. 

3 Form 71 Crew’s Declarations. May use own documentation. 

2 Form A6 Report Inwards. 

PILOTAGE: Pilotage is compulsory. One Pilot active with privately 

owned 40 ft. wooden boat, white hull, blue vertical strip midships. The 

pilot boarding station is in position Lat. 46° 00’ N., Long. 63° 08’ W.-No 

alternate area in event of bad weather. To avoid a delay in obtaining a 

Pilot, he may be contacted on VHF Channel 16. Master should report 

ETA at least 12 hours before the ETA at the pilot boarding station. The 

ETA must be confirmed or corrected not more than 6 hours later. The 

Master of a vessel that is to depart or make a move within the compulsory 

pilotage area must report to “Pilots Charlottetown” 6 hours prior to 

estimated time of departure. 

ANCHORAGES: Anchorage inside harbour at Three Tides — Lat. 

46° 13’ N. Long. 63° 08’ W. Average depth of water 30 ft. 

MAX. SIZE: Draft 30 ft. 

aaah Pratique procedure carried out by Customs Officers. (Form 
1). 

RADIO: VCA Charlottetown, Canadian Coast Guard. 

VHF: Canadian Coast Guard (VCA), Channels 16 and 26. 

RADAR: Service not available. 

TUGS: Not available. 

BERTHING: (1) Charlottetown Marine Terminal: West side, berthing 

length 500 ft. with depth ranging from 30 ft. at outer end to 10 ft. at inner 

end at low water; East side, berthing length 600 ft. with depth of water 

ranging from 32 ft. at outer end to 10 ft. at inner end at low water. Outer 

end has a berthing length of 230 ft. with a depth of water of 30 ft. at low 

water. Wharf used for loading and discharging general cargo; equipped 

with one unheated shed — 385 ft. long 50 ft. wide, one heated freight 

shed 385 ft. x60 ft. Electric light, water, oil and gasoline available. Mobile 

cranes available. 

(2) Ministry of Transport Wharf, 300 ft. wide, with a depth of 33 ft. 
alongside. Office and stores building, buoy test shop, etc. West side 
berth, 450 ft. long, with depth of 26 ft. for Coast Guard use only. 

(3) Texaco Canada Ltd. Wharf, 365 ft. long, with four large oil storage 
tanks. Mooring dolphins have been erected adjacent to the wharf and 
there is reported to be at least 28 ft. alongside at low water. 

(4) Irving Oil Ltd. Wharf, on edge of channel, about 600 ft. from Old 
Bridge Site. Use by Irving tankers only. 

CRANES: Shore cranes available. 

BULK CARGO FACILITIES: See “Berthing” — “Charlottetown Marine 
Terminal’. 

SPECIALISED CARGO FACILITIES: Berths not equipped for handling 
containers or roll-on/roll-off traffic. 

BRIDGES: None. 

STEVEDORES: Advise ETA before 1600 hrs. in order to commence 
0800 hrs. next day. 

MEDICAL: No advance notice required, ample hospital facilities 
available. 
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TANKERS: Charlottetown Marine Terminal: Outer end has a berthing 
length of 230 ft. with depth of water 30 ft., discharge lines 8 in., 10 in. 
and 12 in., no slop facilities. 

Texaco Canada: Wharf 365 ft. long with four large oil storage tanks. 
Mooring dolphins have been erected adjacent to wharf. Depth 28 ft., 
discharge lines 8 in. no slop facilities. 

Irving Oil Wharf: On edge of channel about 600 ft. from bridge. 
Discharge lines 8 in. and 10 in. Depth 30 ft., no slop facilities. 
DENSITY: 1025 oz. per cu.ft. 

FRESH WATER: Available at Charlottetown Marine Terminal. Order 
through Agent. Rate 12 t.p.h. 

FUEL: Delivered by tank truck. Most grades of fuel and diesel as well 
as marine lubricants can be obtained through supplier. 

REPAIRS: Minor repairs only. 

DRY DOCKS: Not available. 

GANGWAY/DECK WATCHMEN: Usually ship's crew. 
OPENING/CLOSING HATCHES: Stevedores work hatches which are 
not mechanically operated. 

CUSTOMS ALLOWANCES: 200 cigarettes or 2.0 Ib. tobacco or cigars 
att man per week. Wine and/or Spirit: 40 oz. of wine or spirits or 288 oz. 
of beer. 

CARGO GEAR: Vessel required to use own gear for loading and 
unloading. 

REPATRIATION: Crew changes and repatriation can be carried out with 
little difficulty. 

AIRPORT: 4 miles distant, with daily flights by Eastern Provincial 
Airways and Air Canada. 

TIME: GMT minus 4 hours, April to October; GMT minus 5 hours, 
November to April. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Victoria 
Day; Canada Day; Labour Day; Thanksgiving Day; Remembrance Day; 
Christmas Day; Boxing Day. Work can be arranged on these days. 
POLICE/AMBULANCE/FIRE: Police, 894-5513; Ambulance, 892- 
5311. Fire, 894-3113. 

TELEPHONES: No hookup available. 

BANKS: 

(1) Royal Bank of Canada, Confederation Plaza, Charlottetown, PEI. 

(2) Bank of Montreal, Confederation Plaza, Charlottetown, PEI. 

(3) Bank of Nova Scotia, Confederation Plaza, Charlottetown, PEI. 

(4) Toronto-Dominion, 192 Queen Street, Charlottetown, PEI. 

(5) Canadian Imperial Bank of Commerce, Queen 

Charlottetown, PEI. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required unless disembarking. Crew 
members should then possess Seaman's Book and/or Passports. 
DELAYS: If berth available, no delays in loading or unloading. 
Ice: The Harbour usually freezes over in late December and is clear of 
ice by late April. 

There are a number of days during the Winter when product cannot 
be loaded because of weather conditions. 

AUTHORITY: Transport Canada, Box 1202, Charlottetown, P.E.I., 
C1A7M8. Tel: (902) 566-7974. Telex: 014-44130. Contact: Paul 
McGonnell, Port Manager. 


Street, 


CHATHAM, N.B.: 47.02 N. 65.28 W. 
NEWCASTLE, N.B.: 47.00 N. 65.33 W. 


DOCUMENTS: 

Previous Port Clearance. 

3 Immigration Crew Lists. 

3 Ship Stores Lists. 

3 Crew Declaration. 

Derat Certificate. 

Health of Animals. 

Load Line Certificate. 

Safety Equipment. 

Safety Radio. 

Safety Construction. 

Ship's Register. 

3 General Declaration Inwards (A6). 

Cargo Manifests. 
PILOTAGE: Contact Agent for Pilot at least 12 hours in advance. Pilot 
boat, wooden hull, length 44 ft., grey, Pilot flag about 20 ft. above sea- 
level. From April 16th to December 9th Pilot taken aboard 2 miles North 
of Escuminac Breakwater. In event of very bad weather good anchorage 
Egmont Bay, PEI. Dec. 10th—April 15th Pilot boards at Eddy Point N.S. 
when inbound from East. In other cases Pilot boards at point of departure 
in Canada. 

From December 10th — April 15th a helicopter is available at 
Escuminac for Pilot boarding. 
MAX. SIZE: Max. draft 7.62 m. 
HEALTH: Pratique procedure carried out by Customs Officer. 
RADIO: Use Grindstone (VCN) or Charlottetown Radio (VCA), or 
Escuminac Pilot (VHF Channel 16). 
TUGS: Not required. 
BERTHING: Approx. 3 hours from pilot station to Berth. 11 wharves 
available. 
BRIDGES: Bridge at Chatham 35 m. clearance high tide. Hydro wires 
at Middle Island 41 m. at 60 degrees Fahrenheit at lowest point, channel! 
wide at this point, able to get 55 m. clearance. Morrisey Bridge, max. 
span opening is 30 m. Overhead cables at Morrisey Bridge. 
STEVEDORES: Notice at least 24 hours before arrival. 
MEDICAL: Hotel Dieu Hospital, Chatham and Miramichi Hospital, 
Newcastle. 
TANKERS: Hose connections 15 cm.; no slop discharge facilities. 


FRESH WATER: Available only at Government wharves at Chatham 
and Newcastle 

FUEL: All types by tanker truck. 

CONSULS: None. 

REPAIRS: Light repairs by Miramichi Foundry and Arvin Speciality 
Machines. 

SURVEYORS: Lloyd's Surveyor at Dalhousie. N.B., others at Halifax. 
GANGWAY/DECK WATCHMEN: Not necessary. 

CUSTOMS ALLOWANCES: 200 cigarettes/man/5 days. Spirits: 40oz. 
man/5 days. 

REPATRIATION: Facilities good. 

AIRPORT: Chatham. Daily flight to Montreal. 

TIME: Atlantic Standard, 4 hours difference GMT. Change from 
Standard to Daylight Saving first Sunday in April through last Sunday 
in October. (1 hour forward). 

HOLIDAYS: No work Labour Day, Armistice Day, New Brunswick Day. 
Other holidays may be worked on overtime. 
POLICE/AMBULANCE/FIRE: 


Newcastle Chatham 
Police: 622-2111 778-8351 
Ambulance: Through Police 773—3492/733-4321 

622-2500 773-9494 


Fire: 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard (Maritimes) 
Emergency Centre. Tel: 1-800-565-1633. 
STORING: 

(1) Vessels may be stored by truck. 

(2) Trucks may proceed alongside at the berth. 

(3) Fork-lift trucks may be used. 

(4) Local riggers may be employed to assist with storing. 
SHORE LEAVE: No restrictions. 
CREW IDENTIFICATION CARDS: Not needed. 
DELAYS: Not normally. 
GENERAL: Charts required (Canadian) 4023 — Northumberland Straits, 
4910 — Miramichi River, Sailing Directions — Gulf and St. Lawrence. 
Tides; Spring 1.75 m. Neaps; 1.22 m. Night navigation possible. 
AUTHORITY: Port Manager, Department of Transport, Box 32, 
Newcastle, New Brunswick E1V 3M2. Tel: (506) 622-0918 or 773-7542. 


CHEMAINUS, B.C.: 48.55 N. 123.42 W. 
CROFTON: B.C.: 48.51 N. 123.38 W. 


DOCUMENTS, PILOTAGE, HEALTH, CONSULS etc.: 
“Vancouver, B.C.”. 

ANCHORAGE: Available in Houston Passage. 
RESTRICTIONS: Channel depth 48 ft. MLLW. Restricted by berth size 
only. 

TUGS: Available. Tugs for Crofton are ordered from Chemainus. 
BERTHING: 


Refer to 


Chemainus: 
Berthing 
Wharf Length Depth at LW Remarks 
(ft.) ; 
MacMillan Bloedel 450 39 (North End) Crane 
19 (South End) available 
MacMillan Bloedel 560 53 (North End) 
30 (South End) 
Crofton: 
Stuart Channel No. 1 650 35 Check draft with 
(Max. LOA) Pilot 
No. 2 700 40 
(Max. LOA) 
No. 3 700 40 Check draft with 
(Max. LOA) Pilot. Vessels 
berth port side 


too. Ship’s gear 
used for cargo 
handling. 

No loading gear installed at Crofton berths. 

STEVEDORES: 22 gangs available. Refer to “Vancouver, B.C.”, for 

holidays, etc. 

MEDICAL: Doctors and hospitals facilities available at Chemainus, 

5 miles from Crofton. 

DENSITY: Salt water. 

FRESH WATER: Available at wharves. 

FUEL: Diesel oil available from Imperial Oil Wharf at Chemainus. 

REPAIRS: Repairs arranged from Victoria or Vancouver Shipyards. 

Minor repairs available locally. 

CUSTOMS ALLOWANCES: See “Vancouver, B.C.”. 

AUTHORITY: Transport Canada, 10007 Daniel Street, Chemainus. 

Tel: 246-3569. Contact: Harbour Master. 

Transport Canada, Chilco Street, Crofton. Tel: 246-9185. Contact: 
Harbour Master. 


CANADA 


CHICOUTIMI, Quebec: 48.25 N. 71.02 W. (See Plan) 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 Crews Declaration (Can. Form Y14). 

3 Stores Lists (Can. Form E.1). 

Health Declaration (Can. Form QS. 2001). 

3 Cargo Manifests. 

3 Bills of Lading. 

PILOTAGE: Pilotage is compulsory. Pilots board vessels that are 
Westerly-bound at Anse-aux-Basques and Easterly-bound at Quebec 
City. The Master of every ship inward bound in the Gulf of St. Lawrence 
and destined for ports West of Anse-aux-Basques must report his ETA 
to Pilots Montreal via Vessels Traffic Service on VHF Channel 14 
(156.7 mHz) or by other means of communication to Seven Islands 
Radio Station VCK, giving his ETA to Escoumains Pilotage Station and 
other pertinent information required. 

A minimum notice of 24 hours must be given to ensure the availability 
of Pilots at Anse-aux-Basques for vessels proceeding from the Gulf of 
St. Lawrence to Albert Maltais/Grande-Anse wharves. 

This notice must be confirmed 3 hours prior to arrival at the pilot station 
by radio-telegraph or radio-telephone as mentioned above. 

The pilot station for vessels upbound to Albert Maltais/Grande-Anse 
wharves is located at Anse-aux-Basques, 3 km. S.W. of Les Escoumains 
Wharf on the North shore of the St. Lawrence River. Pilot boats are 
constantly on service. 

ANCHORAGE: At St. Fulgence, 6 miles before Chicoutimi. 
RESTRICTIONS: Navigation season from mid-April to end November 
approximately. 

MAX. SIZE: See “Berthing”’. 

HEALTH: Pratique may be obtained by radio to Quarantine Quebec. 
Health Officer boards on arrival. 

RADIO: Riviere du Loup Radio Station. 

TUGS: None available. 

BERTHING: 

Grande-Anse Marine Terminal: 

Location: 

On the Saguenay River at about 54 nautical miles from junction of the 
Saguenay with the St. Lawrence. Latitude: 48° 24.1’ N., Longitude: 
70° 49.9' W. 


Wharf Length: 286 m. 

Depth: 13.8 m. at mean low tide. 
Berthing Capacity: Over 100,000 d.w.t. 
Storage: Transit shed — length 127 m. 


width 45 m. 
area 5,715 sq.m. 
Open storage — 5.5 hectares. 

Navigation Period: Year-round. 
Navigation Conditions: Currents: Variable currents of low velocity were 
observed according to certain conditions of the tide and vary in function 
of it. 
Ice: An icebreaker is available on call to escort vessels upstream and 
downstream when ice conditions are unfavourable for commercial 
navigation. 
Hydrography: The Saguenay is about 1,875 m. wide from the whart's 
frontage to the opposite shore line. This surface allows a movement of 
ships of large tonnages. 
Anchorage: There is an anchorage spot on the North river's side, 
upstream of the wharf. 
Winds: The particular topography of the site is a good protection against 
prevailing winds originating from West to South East. 


Albert Maltais Marine Terminal: 

Location: On the Saguenay River at about 60 nautical miles from junction 
of the Saguenay with the St. Lawrence. Latitude: 48° 27.0’ N., Longitude 
70° 59.2’ W. 


Oil Berthing Pier: Length: 40 m., with 2 dolphins at 91m. from 


each end. 
Dock: Length: 305m. 

Width: 150m. 

Depth: 9.1m. at mean low tide. 
Vessels: 10,000 d.w.t. 


Maximum draft: 7.8 m. 
Maximum length: 137 m. 


Berthing Capacity: 


Pipelines: Petro-Canada 41,000 cu.m. storage capacity 
Texaco 25,000 ” ‘3 7 
Ultramar 85,700 ” ‘ e 


Navigation Period: 
Navigation Conditions: 
Currents: Currents have been observed from strong to low, depending 
on the tides. 
Ice: The channel is closed from mid-December to mid-April. According 
to ice-melting, it is possible to have the channel navigable before the 
identified period. 
Anchorage: Ships can be anchored on the North side at the beginning 
of the channel. 
Winds: Prevailing winds originate from West to South East. 
Loading Ship: 
The working hours at Grande-Anse Marine Terminal are the following: 
0800 hrs. — 1600 hrs. 
1600 hrs. — 2400 hrs. 

for a work week of 7 workable days. 

The working hours are fixed according to users’ needs. After an 
8- hourshift on week time and week-end hours, the user must pay time 
and a half; on holidays and on Sundays, double. 

The rates are negotiable depending on the number of employees and 
their classification. 


From mid-April to mid-December. 
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Receiving and Storage of Commodities: Based on a 24-hour working 
day at straight time, depending on the volume. Otherwise, same 
conditions as “Loading Ship’, see above. 
MEDICAL: Doctors, hospital facilities available. 
TANKERS: Products handled: Gasoline and furnace oil. 
DENSITY: Fresh water. 
FRESH WATER: Available at Grande-Anse Marine Terminal. 
FUEL: Available at oil berth. 
REPAIRS: Minor machine shop repairs only. 
CUSTOMS ALLOWANCES: 200 cigarettes for each man. Officers may 
be allowed 1 bottle wine/spirits, Master up to 5 bottles. 
TIME: GMT minus 5 hours. Daylight Saving Time: GMT minus 4 hours, 
applied from first Sunday of April until last Sunday of October each year. 
HOLIDAYS: The local holidays for the stevedores are as follows: 

New Year's Day (January 1st) 

January 2nd 

Easter Monday 

Victoria Day (May 23rd) 

St. John the Baptist Day (June 24th) 

Canada Day (July 1st) 

Labour Day (September 7th) 

Thanksgiving Day (October 12th) 

Christmas Day December 25th) 

Boxing Day (December 26th) 
SHORE LEAVE: Allowed. No restrictions. 
AUTHORITY: Port of Chicoutimi, C.P. 760, 49 Lafontaine Street, 
Chicoutimi, Quebec G7H 5E1. Tel: (418)-543-0263. FAX: (418) 543- 
4633. Contact: Captain Serge Tremblay, General Manager. Guy Dufour, 
Pier Superintendent. 


CHURCHILL, Man.: 58.47 N. 94.12 W. 


DOCUMENTS: 
3 Crew Lists. 
3 Passenger Lists (if applicable). 
3 Ships Stores Lists. 
2 Quarantine Certificates. 
1 Certificate for Harbour Master to be prepared after approval. 
1 Certificate that Gyro Compass in order certified plus copy of 
manifest giving weight or measurement for each Bill of Lading. 
Certification by Local Collector of Customs. 
Arctic Pollution Prevention Certificates: Ships have arrived in Churchill 
without such certificates and have thus contravened the Arctic Shipping 
Pollution Prevention Regulations. This certificate states that a vessel is 
in class, complies with SOLAS conventions, and has all of the equipment 
required by the regulations such as two radars, etc. 

A certificate may be obtained from a surveyor employed by a major 
classification society named in the regulations. Ships unexpectedly 
diverted to Churchill should contact the Port Warden immediately on 
arrival at Churchill. 

Ship Masters are cautioned to ensure that they comply with the Arctic 

Shipping Pollution Prevention Regulations. 
PILOTAGE: Pilotage is not compulsory, but the pilotage fee is 
compulsory. Pilots board ships outside the harbour within a radius of 
5 miles from Eskimo Point. Fees will be advised by the Great Lakes 
Pilotage Authority. 

Vessels must advise their ETA at the port, and should also advise 
their time of arrival at Fairway Buoy. 

Requests for Pilots should be submitted through the local marine 
radio. Pilots embark from vessels at the Fairway Buoy. The tug “H. M. 
Wilson” is used as pilot boat. 

ANCHORAGES: Inside the harbour, there is anchorage room for one 
small vessel in 30 ft. of water about 0.75 miles N.W. of wharf. There is 
insufficient swinging room at this anchorage for large vessels. Large 
vessels anchor outside the harbour. The outside anchorage is exposed 
and vessels in a light condition may find it difficult to maintain their 
anchorage, particularly with a strong N.E. wind. 

RESTRICTIONS: Vessels are usually brought in just before high tide, 
although vessels may enter any time. 

MAX. SIZE: Max. length 600 ft. width 100 ft. and depth alongside wharf 
at zero tide is 31 ft. at three berths, 33 ft. at one berth, 22 ft. at Wolfe 
Berth and 20 ft. at the Coastal Berth. 

HEALTH: All vessels must fly yellow flag until cleared by authorities 
after docking. 

RADIO: Department of Transport, Marine Aeradio Station call sign VAP, 
Channels to be used: 16 for calls and replies, 12 for harbour control, as 
well as Channel 26. 

RADAR: Requirements as laid down by Arctic Pollution Prevention 
Regulations. 

TUGS: Tugs usually join vessels inside the harbour. Two tugs available. 
Ship's lines used. 

BERTHING: Max. allowable salt water draft at sulphur berth 32 ft., 
thereafter topping-up with the tide for a few more inches. 

Loading capacity for bulk grain is 60,000 bushels/hour. 

CRANES: 1100 tons capacity and 135 tons capacity. 
STEVEDORES: Gangs are available during whole of shipping season, 
no advance notice required. 

MEDICAL: Fully staffed and equipped hospital available, approximately 
1 mile from harbour. 

TANKERS: Discharge pipes 4 in. diameter. One berth available with 
max. depth of 33 ft. at zero tide. 
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(See Plan) 


FRESH WATER: Fresh water available at all berths. Water pumped 
through 2.5 in. pipe connected directly to ship, discharged at rate of 
approximately 60 t.p.h. 

FUEL: Bunker fuel requires 30 days advance notice. Arctic fuel available 
all times. 

CONSULS: None. 

REPAIRS: Most repair work. Fully equipped machine shop available. 
DRY DOCKS: None. 

SURVEYORS: By arrangement with Ship Safety at Thunder Bay. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Carried out by ship's crew. 
CUSTOMS ALLOWANCES: See ‘Montreal’. 

CARGO GEAR: Ship's gear. 

AIRPORT: Airport situated 5 miles from the harbour and served by 
Canadian North and Calm Air International Ltd., with 2 flights going North 
and 3 flights South every week (Monday, Wednesday and Friday). From 
June to October, flights South will be available Monday to Friday. 
TIME: GMT minus 6 hours. Daylight Saving Time (1 hour forward starts 
first Sunday in April and ends last Sunday in October). 

HOLIDAYS: New Year's Day (January ist); Good Friday; Easter 
Monday; Victoria Day (May 24th); Dominion Day (July 1st); Civic Holiday 
(First Monday in August); Labour Day (First Monday in September); 
Thanksgiving Day (Second Monday in October); Remembrance Day 
(November 11th); Christmas Day (December 25th); Boxing Day 
(December 26th). 

Arrangements normally made to have crews available for those days. 
POLICE/AMBULANCE/FIRE: Police Tel: 675-8821; Ambulance Tel: 
675-8881, Fire Tel: 675-2424. 

TELEPHONES: No facilities. 

BANKS: Royal Bank of Canada. 

STORING: Vessels may be stored by truck, which may proceed 
alongside. No forklift trucks available. Riggers may be employed. 
Customs regulations in force. 

SHORE LEAVE: Allowed, no restrictions. 

DELAYS: Little delay. 

AUTHORITY: Ports Canada, P.O.Box 217, Churchill, Manitoba, ROB 
OEO. Tel: (204) 675-8823. FAX: (204) 675-2550. Contact: A. W. Johnson, 
Operations Manager. 


CLARENVILLE, Newfoundland: 48.08 N. 53.56 W. 


DOCUMENTS: 

Crew List, Form 200 in duplicate. 

List of Ship's Stores, Form E1 in duplicate. 

Crew Declarations, Form Y.14 in duplicate. 

Manifests in triplicate. 

Bills of Lading in duplicate. 
PILOTAGE: Contact Pilot through St. John's Radio (VON). Pilot usually 
boards off St. John’s. 
ANCHORAGE: Good anchorages in Random Sound. 
MAX. SIZE: Largest ship 644 ft. long, breadth 84 ft., draft 26 ft. 
HEALTH: See “Montreal”. 
RADIO: St. John's Radio (VON). 
TUGS: None available. 
BERTHING: Newfoundland Hardwoods Wharf: Length 375 ft., depth at 
LW 28 ft. 
STEVEDORES: Available. 48 hours notice required. 
MEDICAL: Necessary for Agents to receive advance notice of medical 
attention required. Hospitals available in the community and St. John’s. 
Vaccination/Fever Certificates necessary for Pratique. 
FRESH WATER: Limited supplies available. 
FUEL: Light fuels only (no bunkers). 
CONSULS: At St. John's. 
REPAIRS: Minor repairs possible. 
OPENING/CLOSING HATCHES: By crew. 
CERTIFICATES: Load Line, Safety Equipment, Derat Certificates. 
CUSTOMS ALLOWANCES: Tobacco 200 cigarettes allowed per crew 
member per week. Wine and/or Spirit, 1 bottle of spirit allowed per crew 
member on the first voyage in each year. Each subsequent voyage in 
one year, 1 bottle allowed only to officers. 
REPATRIATION: Only available by air. 
AIRPORT: Gander International Airport located about 2 hours distance 
by road/served by regular airlines. 
TIME: GMT minus 3.5 hours. Daylight saving time from first week-end 
in April to last week-end in October, clocks advanced 1 hour. 
HOLIDAYS: See “Montreal”. 
POLICE/AMBULANCE/FIRE: 
Ambulance 466-2010. 
TELEPHONES: No facilities for placing on board. 
SERVICES: Only limited services available. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Canadian Coast Guard, P.O.Box 1300, St. John’s, 
Newfoundland, Canada. Tel: (709) 772-5154. Telex: 016-3369 
Contact: D. A. Lester. 


AGENT: Newfoundland Hardwoods Ltd. 


Police 466-3211; Fire 466-7777; 


COME-BY-CHANCE, Newfoundland: 
47.48 N. 54.01 W. (See Plan) 


LOCATION: The Newfoundland Processing Limited plant is located in 
Placentia Bay. The Terminal position is Lat. 47° 48’ 18”"N., Long. 
54° 00' 35” W. 
DOCUMENTS: 

3 copies Crew Declaration (Form Y14). 

3 copies Ship Stores List (Form E1). 

3 copies Immigration Crew List (Form IMM 200), only Canadian form 

accepted. 

2 copies of Bill of Lading or Manifest. 

In addition, Customs Clearance from last port, Derat Certificate, extra 
copy of Crew List, Vaccination List, Ship's Register, Radio Equipment 
Certificate, Safety Equipment Certificate, Load Line Certificate and Non- 
Canadian Ship Compliance Certificate. Oil Record log book should be 
up to date and readily available for inspection by Government Steamship 
inspectors. 

PILOTAGE: The Placentia Bay compulsory pilotage area is composed 
of 2 areas, namely:- 

Zone ''B” which starts off Argentia, approximately 30 miles from the 
terminal. Pilotage is compulsory for all vessels over 223 m. (731.62 ft.). 

Zone “A” which starts off Southern Harbour, approximately 6 miles 
from the terminal. Pilotage is compulsory for all vessels. 

Pilots: The pilot boarding station for vessels subject to pilotage Zone 
“B" is located near Red Island Shoal. The approximate position is:- 
Latitude 47° 22.3’ N. 
Longitude 54° 05.6’ W. 

The pilot boarding station for vessels subject to pilotage Zone “A” is 

located near Coombes Rock. The approximate position is:- 

Latitude 47° 42.3’ N. 

Longitude 54° 03.3’ W. 
Arrivals: To avoid a delay in ordering a Pilot, Masters of vessels bound 
for the Come-By-Chance Terminal must forward their request for Pilots 
to Pilots St. John's” as follows:- 
First notice 12 hours prior to the ETA (GMT) at the appropriate boarding 
station stating: 

(a) Which boarding station the Pilot is required at. 


(b) Name. 

(c) Call Sign. 

(d) Deepest draft. 
(e) Speed. 

(f) Agent. 


(g) Length, breadth, moulded depth, deadweight tonnage and the 
largest net registered tonnage. 

Second notice 3 hours prior to the ETA (GMT) at the appropriate 

boarding station. 

Departures/Movages: First notice 9 hours prior to the ETD (Local time). 
Second notice 3 hours prior to the ETD (Local time). 
Embarkation/Disembarkation: Masters of calling vessels are reminded 
of their obligation to comply with statutory rules and are recommended 
to comply with. the following: 

(a) The Officer responsible for embarkation/disembarkation of the 
Pilot is a watchkeeping officer. 

(b) The pilot ladder is secure. 

(c) The pilot ladder is adequately illuminated at night. 

(d) Means are provided to enable the Pilot to pass safely and 
conveniently from the head of the pilot ladder into the ship or on 
to the ship's deck. Portable stanchion, if used, should be 
independently secured to the rail or deck, one on each side of 
the ladder. 

(e) The ladder is in good condition and its treads remain horizontal. 
The treads to have a rough surface. 

(f) The ladder is rigged so that each step rests firmly against the 
ship's side. 

(g) Spreaders are provided not more than 10 ft. apart, to prevent the 
ladder from twisting. 

(h) Manropes should be available, but should not be lowered unless 
requested by the Pilot. 

(i) A lifebuoy with a self igniting light and a heavy line should be 
available. 

(j) The ladder should be rigged well clear of overboard discharge 
and deck scuppers. 

If the pilot ladder is not safe, the Pilot may refuse to board and thus 

Cause unnecessary delay to the ship. 

ANCHORAGE: Will be assigned by the Pilot in conjunction with 
Transport Canada, Coast Guard. 

RESTRICTIONS: Will be dispatched by Transport Canada to ship's Agent. 
MAX. SIZE: 


Berth No. 1 Max. Size — 325,000 d.w.t. 
LOA (berth) — 1,520 ft. 
Max. Draft —_ 85 ft. 
Water Depth —_ 110 ft. 

Berth No. 2 Max. Size — 70,000 d.w.t. 
LOA (berth) — 1,520 ft. 
Max. Draft — 45 ft. 
Water Depth _— 48 ft. 


HEALTH: Vessels arriving from a foreign port may obtain pratique by 
radio from “Quarantine St. John’s” at least 12 hours before arrival. 
Information required by Quarantine Officer shall include: 

Name and nationality of the vessel. 

Last port of call. 

Nature of cargo. 

Number of crew and passengers. 

Port of destination. 

Name of Agent. 

Conditions of health of all on board with details of any sickness or 

death incurred during the voyage. 
Animals if any. 


CANADA 


RADIO: The best radio stations to use en route to Come-By-Chance 
are: 

St. John's Marine Radio — call sign VON. 

Halifax Marine Radio — call sign VCS. 

St. Lawrence Marine Radio — call sign VCP. 

To avoid a delay in obtaining a Pilot, Masters of ships bound for 
Come-By-Chance must report by R/T, W/T or Telex, their ETA to Vessel 
Traffic Management at St. John's at least 24 hours before vessel's ETA 
at the pilot boarding station. The times should preferably be in GMT, 
but whatever time is used it should be expressly stated. ETA should be 
confirmed or corrected 12 hours and 6 hours prior to arrival at the pilot 
boarding station by R/T, W/T or Telex through VON Marine Radio 
Station, St. John’s or via any Coast Guard Radio Station. Also see 
“Pilotage”’. 

Pilotage messages may be forwarded through the nearest Canadian 
Coast Guard Radio Station. Direct requests can be made through 
St. John’s Traffic Centre on VHF Channel 11 and Placentia Traffic on 
VHF Channels 12 and 14. Placentia Traffic Tel. (709) 227-2181. 

The requirements for water, fuel and ballast should be made known 
to vessel's Agent in the 72 hour ETA. 

TUGS: Tugs will be stationed at Come-By-Chance to assist vessels in 
berthing and unberthing. 

BERTHING: The jetty extends 3,000 ft. from the shore. Berth No. 1 
(outside) can accommodate 325,000 d.w.t. tankers. Depth of water 
alongside 110 ft. Berth No. 2 (inside) can accommodate tankers up to 
70,000 d.w.t. Depth of water alongside 48 ft. 

Both berths are equipped with hydraulic operated loading arms which 
are fitted with a speed-seal hydraulically operated manifold coupling. 
Berth One 


Loading Arm Coupling Product 
(in.) 

1 16 Crude and Ballast 
2 16 Crude 

Ballast 

Clean Products 
3 16 Same as No. 2 
4 16 Not in Service 
5 10 Bunker “C” 


Note: Berth No. 1 is connected by 1 x 42 in. crude line to the tank farm 
which is at 90 ft. elevation and approximately 2,136 m. away. 
Berth Two 


Loading Arm Coupling Products 
(in.) 
6 10 Clean Products 
Ballast 
7 10 Same as No. 6 
8 10 Clean Products 
Ballast 
Fuel 
Residual 
9 10 Same as No. 8 
10 8 Bunker "C" 
1 10 Sulphur 
12 6 Propane (Manually Operated) 
13 4 Propane Vapour (Manually 


Operated) 
Note: The product tanks are approximately 1,707 m. away at elevations 
ranging from 80 ft. to 100 ft. 

Facilities for discharging ballast are available at both berths. The 
pumping distance is approximately 1,525 m. away to a tank at 62 ft. 
elevation. 

MEDICAL: Masters are requested to notify their Agents at least 72 hours 
prior to arrival, advising the number of crew to see the doctor and their 
complaint. The doctors work out of hospital which is about 48 km. from 
the berth. 

FRESH WATER: Limited quantities of fresh water available. Rate of 
60 U.S. gallons per minute. 

FUEL: Ship’s bunkers are available. Bunker requirements, including 
quantities and specifications, should be made known in the 72 hour 
message. 

FIRE PRECAUTIONS: Usual precautions for a refinery. 

CONSULS: The following countries have Consular Representatives in 
St. John’s: 


Brazil Germany F.R. Malta Spain 
Denmark Iceland Netherlands Sweden 
France Italy Portugal 


REPAIRS: The Agent should receive early advice of requirements, as 
most repairs are only available at St. John’s (Radio, radar, gyro, Satnav 
and Loran, etc.). The technicians for such equipment work out of 
St. John's. The following brand names have representatives in 
St. John's: Racal-Decca, Marconi, Kelvin Hughes, Furono, Atlas and 


Sperry. 

SURVEYORS: Stationed in St. John's: Lloyd's, B.V., N.K.K., A.B.S., 
Germanischer Lloyd, Italian Registry, U.S.S.R. Registry, China Corp. 
and Honduran Registry. 

GANGWAY/DECK WATCHMEN: Usually ship's crew. 

CUSTOMS ALLOWANCES: Each crew member is allowed 200 
cigarettes and one 40 oz. bottle of wine or spirits per week. 
REPATRIATION: No formal facilities, however crew changes and 
repatriation can be carried out. Prior notice to Agent is required. 
AIRPORT: Nearest airports are St. John’s, 152km. away, and the 
Gander International Airport, 206 km. away. 

TIME: GMT minus 3.5 hours. First Sunday in April clocks advanced 
1 hour. Last Sunday in October clocks retarded 1 hour. 
POLICE/AMBULANCE/FIRE: The Police are located in Clarenville. 


Telephone: 466-3211 
Hospital located in Clarenville. 
Telephone: 466-3411 


The Fire Department located at refinery. 
Telephone: 463-8811 (Ext. 14) 
There is a 24 hour medical clinic at Come-by-Chance, Tel: 542-3500. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


TELEPHONES: Available at agent's office. 


SERVICES: Supplies & Laundry: Stores and provisions have to be 
obtained in St. John's. In order to avoid delays, Agent should be notified 
prior to arrival, of the vessel's requirements. Stores and supplies will be 
delivered by barge, tug, or small boat. Laundry facilities are not available 
in Come-By-Chance, but if required will have to be sent to St. John’s. 
Therefore, early notification is required. 

Garbage: There are no garbage facilities available in Come-By-Chance. 
Garbage will have to be disposed of in accordance with Canadian and/ 
or International Rules and Regulations. 


TERMINAL REGULATIONS: With the object of protecting all concerned 
against the possibility of fire hazards, oil and smoke pollution, etc., 
vessels calling at Come-By-Chance must comply with the following 
Safety Regulations, as well as any prevailing Government Safety 
Regulations or other Regulations, which may be issued by proper 
authorities from time to time. 


(a) SMOKING and the use of naked lights is strictly prohibited on 
board vessels alongside the berths, except in those enclosed 
spaces aboard ship specifically designated by the Master as 
“SMOKING AREAS.” 

(b) FIRE WIRES of steel must be hanging over the side of the 
manifold off side bow and quarter whilst alongside to enable tugs 
to connect readily in an emergency situation. The towing eye 
should be lowered to reach the water line at the vessel's minimum 
draft on the berth. 

(c) BOILER TUBES must not be blown whilst vessel is alongside 
and every precaution must be taken to prevent sparks and soot 
particles escaping from the funnel. 

(d) SCUPPERS must be securely plugged before loading/ 
discharging commences and all possible care taken to avoid 
spillage on overflow. 

(e) SPILLAGE TRAY or other receptacle should be placed under the 
flange connection at the vessel's manifold. 

(f) OlL absorbing material in a suitable quantity should be placed in 
the proximity of the manifold. 

(g) ENGINE REPAIRS must not be made alongside if they will 
prevent the prompt sailing in an emergency, or upon completion 
of cargo transfer. 

(h) WORK on deck or hull that could cause sparks is not allowed. 

(i) INERT GAS GAUGING: At its discretion, Refinery may require 
that all crude carrying vessels arrive at the terminal with cargo 
tanks inerted and that tanks will remain inerted throughout 
discharge. If vessels are instructed to arrive with inerted tanks, 
Refinery retains the right to request depressurisation of the tanks, 
under A.P.| guidelines, to allow measurements by designated 
inspectors, subject to any restraints by regulatory agencies and 
to Master's satisfaction and consent that same is deemed safe 
for the vessel, such consent not to be unreasonably withheld. 
Vessels discharging at the Refinery are considered as having 
warranted that they are equipped with a properly working inert 
gas system and that officers and crew are experienced in the 
operation of same. Any time lost due to improper operation of the 
vessel's inert gas systems should not count as laytime. 

(j) CRUDE OIL WASHING: All vessels discharging crude oil at the 
Refinery will, at the discretion of the Refinery, be required to 
perform crude oil washing. Vessels are to provide any advance 
information or technical data that may be required relative to the 
conduct of such crude oil washing operations. Vessels are 
required to consent to crude oil washing of cargo tanks and 
consent to conduct same simultaneously with discharge of cargo. 
Any additional time consumed as a result of crude oil washing, 
up to a maximum of 6 hours or pro-rata on the basis of number 
of washed to the number of tanks loaded, shall constitute used 
laytime. 

(k) LIGHTS of any description other than those permitted and 
approved by a recognised Classification Society or Government 
Department for use in a vapour atmosphere are not allowed. 

(Il) CARGO: During cargo transfer or ballast operations or when not 
in a gas free condition, all vessels shall show a red signal during 
the day and a red light during the night. 

(m) TRANSFER OPERATION shall not be started, or if started, shall 
be discontinued by either the Duty Officer of the vessel or the 
Terminal Supervisor, when any of the following conditions come 
to his attention. 

1. During severe electrical storm. 

2. If a fire occurs on the vessel or terminal. 

3. If there is not sufficient competent personnel aboard the vessel 
or on the terminal to safely handle the cargo operations in 
progress. 

4. Should any condition develop which represents a hazard to 
the vessel or Terminal installation. 

(n) FIREFIGHTING equipment of ships alongside must be kept ready 
for instant use at all times. 

(0) GAS-FREEING is not allowed alongside the berths without 
permission of the Terminal Supervisor. 

(p) MOORING of boats or craft with mechanical propulsion alongside 
a vessel loading/discharging or in the process of deballasting is 
not allowed, unless special permission has been given by the 
Terminal Supervisor. 

(q) UNAUTHORISED or apparently intoxicated or disorderly persons 
shall be prohibited from entering the Terminal. 

(r) NOTHING in these Regulations will relieve Masters of their 
responsibilities in observing the normal safety fire prevention and 
security regulations. Terminal personnel are authorised to advise 
and request Masters of calling vessels to take additional 
measures to ensure a higher degree of safety, if they find such 
advice and request warranted. 
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(s) NON-COMPLIANCE with Safety regulations may result in 
discontinuation of cargo operations, which will only be resumed 
upon correction of the infringement and strict compliance with the 
regulations. A vessel will accordingly be held responsible for any 
cost and delay, which arise from non-compliance with the safety 
procedures as outlined. 

SHORE LEAVE: In order to comply with Immigration Regulations, crews 
should be carefully checked before sailing, and any missing crew 
member reported to Agent. 

In case of crew members left ashore for any reason, Masters are 

requested to furnish a letter accepting responsibility for all expenses 
incurred, advances (if any) and also instructions for repatriation. An 
Immigration Bond may be required. 
WEATHER: Ship's Officer's Report: The prevailing winds are from the 
S.W. in Summer and N.W. in Winter. Fog is experienced regularly in 
April, May, June and July, the latter two months being the worst. The 
fog is usually associated with a Southerly wind. 

There is no shelter afforded on the North, East and South sides of 
the quay and only a nominal amount on the West side. 

Local Pilots report that the range of tide is between 5.5 ft. and 8.5 ft. 
which can increase if the wind has been blowing from the South for any 
length of time. 

CHARTS: Canadian Hydrographic Charts, S.E. coast of Newfoundland. 
No. 4617 Red Island to Pinchgut Point. 

4618 L(D2) Head of Placentia Bay. 

4620 Come-By-Chance Harbour. 

4622 L(D2) Cape St. Mary's to Argentia Harbour 

and Long Island. 

GENERAL: Masters are strongly advised to contact their Agent 72, 48, 
36, 24, 12 and 6 hours with ETAs. In the 72 hour message Masters 
should advise all port requirements. 
AUTHORITY: Transport Canada, Canadian Coast Guard, 
Newfoundland Region, P.O. Box 1300, St. John's, Newfoundland A1C 
6HB. Tel: (709) 772-5154. Telex: 016-3369. FAX: 016-2193. Contact: D. 
A. Lester, Regional Manager, Harbours and Ports. 

Newfoundland Processing Limited, Come-By-Chance, Newfoundland. 
Tel: (709) 463-8811. FAX: (709) 463-8056. 


AGENT: Blue Peter Steamships Limited, P.O. Box 6030, St John's, 

Newfoundland, Canada, A1C 5X9. Tel: (709) 726-2440 (24 Hrs.). Telex: 

016-4510 Bluepeter SNF. Cables: Bluepeter SNF. Fax: (709) 726-2444. 
Come-By-Chance: Tel. (709) 463-8841. Fax: (709) 463-8846. 


CONTRECOEUR, Quebec: 45.53 N. 73.12 W. 
(See Plan) 


LOCATION: The Contrecoeur Transfer Dock is located on the South 
shore of the St. Lawrence River, approximately 25 miles East and 
downstream from Montreal. (Canadian Chart 1339, Admiralty 422). 
rpcieaer abe. HEALTH, RADIO, etc.: Refer to ‘Montreal’ and 
“Quebec”. 

PILOTAGE: Compulsory. River Pilot docks and undocks vessels. 
Boarding at all hours. 

ANCHORAGE: Available at Lanoraie 15 miles East of dock and Sorel 
20 miles East of dock. Also at Contrecoeur, off the berth. 
RESTRICTIONS: Hatch openings must not be less than 25 ft. 35 ft. 
Vessels will be required to vacate the berth immediately after completion 
of loading and/or discharging. Masters and/or Agents to advise ETA 
36 hours, 24 hours and 12 hours. If any change after 12 hours notice, 
Terminal to be advised immediately, otherwise charges for waiting time 
will be assessed. 

MAX. SIZE: 850 ft. length; 105 ft. beam; 35 ft. depth chart datum; fresh 
water, (subject river levels and recommended keel clearance, average 
river levels vary from +7 ft. above chart datum (April, May) to +3 ft. 
(Aug., Sept.) with extremes recorded of +10 ft. and +1.5 ft.). 

RADIO: Arrival Notice: Cable address: CONORE, Montreal. Master or 
Agent to advise the Terminal of vessel's ETA 48 hours, 24 hours, 
12 hours and 6 hours prior to vessel's arrival. 

Also see “Restrictions”. 

TUGS: Tugs not normally required for vessels docking including vessels 
in 50,000 to 65,000 d.w.t. range. One tug sometimes used for vessels 
undocking. 

BERTHING: Ships will be berthed in regular turn of vessels, providing 
they present with hatches open, ready for discharging and/or loading, 
based on the following reporting procedures; 

i) Downbound vessel reported out Cote Ste Catherine Lock before 
upbound vessel passes Trois Rivieres Pilot Station will have 
precedence and vice versa. 

ii) Downbound vessel reported clear of Montreal Wharf before 
upbound vessel passes Ile des Barques reporting station will have 
precedence and vice versa. 

iii) In cases of two upbound vessels, the first passing Trois Rivieres 
Pilot Station will be first in turn. 

Berthing Facilities: The dock is 1,500 ft. in length and is divided into 
two berths. Berth No. 1 is 750 ft. in length with dredged depth alongside 
of 35 ft. fresh water chart datum. It is fitted with two Wellman travelling 
towers equipped with 7.5 cu.yard grabs with outreach of 57 ft. from 
fenderline. The tower travel is 476 ft. centre to centre. Concrete pad 
measuring approx. 600 ft. x 140 ft. is located adjacent to Berth No. 1 
and can accommodate approx. 75,000 tons of material stowing less 
than 20 cu.ft./ton. 


Berth No. 2 is 485 ft. in length with dredged depth alongside of 22 ft. 
chart datum. It is fitted with a stationary boom shuttle for loading bulk 
materials into vessels. This shuttle is reversible for loading to trucks or 
rail cars. Bulk commodities can be handled: 

(a) Direct from vessel to vessel. 

(b) Direct from vessel to truck or rail cars. 

(c) Indirect from vessel to pad for stockpiling by truck or reloading to 

vessel. 

Unlimited storage capacity is available for stockpiling bulk materials. 
Material is reclaimed from dead storage area and returned by trucks to 
pad for reloading aboard vessels or into rail cars. 

The working capacity of discharging or loading free digging bulk 
materials with a stowage factor of less than 20 cu.ft./ton is as follows: 


Transferring direct from vessel to vessel.......... 1600 L/T per hour 
Discharging from vessel to dock ................. 1800 L’T per hour 
Loading from dock to vessel..................... 1800 L/T per hour 
Transferring from vessel to rail cars .............. 900 L’T per hour 


Transferring from vessel to trucks................ 1200 L'T per hour 
The railway siding on the dock property can accommodate 70 railway 

cars. Dock storage and dead storage areas are available by 

arrangement. Materials can be held in bond subject to Canadian 

Government Regulations. 

STEVEDORES: Available at following times: Regular working periods 

are from 0800 to 2400hrs., Monday to Friday. Under special 

arrangement, work performed outside regular hours. Periodically 

working around the clock. 

MEDICAL: Doctor and hospital available. 

FRESH WATER: Available. 

FUEL: Available. 

HOLIDAYS: Legal holidays are as follows: Good Friday, Ascension Day, 

Victoria Day, May 1st, St. Jean Baptiste Day, Canada Day, Labour Day, 

Thanksgiving Day, Remembrance Day. 

AGENCY: Contrecoeur Terminal does not handle ship agency. 

Shipowners or Charterers appoint their own Agents for attending ships’ 

requirements. 

AUTHORITY: Contrecoeur Terminal (A division of Iron Ore Company 

of Canada), 1920 Marie-Victorin, Contrecoeur, Canada JOL 1CO. 

Tel: 514-877-4002 (Traffic), 877-4001 (Manager). Telex: 05-267556. 

Cables: Conore. Contact: M. R. Morin, Manager. 


CORNER BROOK, Newfoundland: 48.57 N. 57.57 W. 


DOCUMENTS: 

3 Crew Lists — Form IMM.200. 

3 Crew Declaration — Y.14. 

3 Bonded Store List — E.1. 

2 Maritime Declaration of Health — Form QS 2001. (Not required from 

USA port). 
2 Manifests of Cargo (In Transit) and Manifest of cargo for discharge. 
Required by Agent: 

Vessel Expiry Dates for Canadian Customs: 

Load Line Certificate 

Radio Equipment Certificate 

Safety Equipment Certificate 

Derat Certificate 

Safety Construction Certificate 

Non-Canadian Compliance Certificate (Tankers only) 
PILOTAGE: Pilot launch is called Glenkim fitted with radio telephone, 
receives On 2182, 2558, 2134 and 2582 kHz. Radar and VHF onboard. 
Pilot Station, Frenchman's Head. Pilotage compulsory, operated by 
Atlantic Pilotage Authority with head office in Halifax. During the ice 
season, Pilots will board from tug /ndian Lake approximately 1 mile from 
Corner Brook Pulp and Paper Ltd. berths. The tug is also fitted with 
VHF. Also see “Radio”. 
APPROACHES: Corner Brook Harbour is approximately 20 miles inland 
from South Head. South Head commands the Southern entrance to the 
Bay of Islands. There are no off-lying shoals near the approaches. 
ANCHORAGES: Good anchorages in Outer Bay. Most convenient is in 
Humber Arm off Petitpas Cove in 15 to 20 fathoms. Masters requested 
to contact local Pilots regarding anchorage as a submarine cable enters 
waters of Humber Arm at Wild Cove and continues out of the bay to 
Frenchman's Head. 
MAX. SIZE: Max. size tankers handled — LOA 600 ft., max. draft 32 ft. 
at Corner Brook Pulp and Paper Ltd. No. 4 Berth. 
HEALTH: Pratique is granted when all crew have been vaccinated and 
No suspected sickness on board. Pratique is automatic when from a 
Quarantine port or non-quarantine port, provided Port Health Authorities 
have been established. Also see “Montreal”. 
RADIO: For short range: Stephenville Marine Radio operated by DOT. 
WT 500 and 416 kHz. RT call letters VOJ. Receives 2182, 2598, 2134, 
2582 kHz. For long range: Via Halifax Marine Radio. 
Advice of Arrival: (Vessels docking at premises of Corner Brook Pulp 
and Paper Ltd.) ETA messages should be sent (to cable address — 
“Krugship”) in GMT, 72, 48, 24 and 12 hours notice recommended. All 
messages sent to Agents will be given local Pilots and Customs. Cash 
requirements and other items requiring immediate attention on arrival 
Should be given in the 48 hours ETA. ) 

It is also recommended that notices advise number of gangs vessel 
can work, also if there is cargo for discharge, quantity and holds stowed. 
Other Port Users: Same as Corner Brook Pulp and Paper Ltd. except 
when destined for Westerm (1983) Ltd., send to cable address 

Westerm”. 

VHF: Humber Arm Harbour Master on VHF Channels 16, 14.12.4114; 
19A, and 24. Corner Brook Pulp and Paper Ltd. shipping office on 
Channels 16, 14 and 24. 


CANADA 


TUGS: Not available. 

BRIDGES: None. 

BERTHING: Corner Brook Pulp and Paper Ltd. Wharves located near 
centre of city waterfront. Consist of 4 berths, and are continuous. Run 
parallel with shore line. Total length 1,650 ft. Max. draft 28 ft. in No. 1 
Berth, elsewhere 32 ft. in No. 2 & 3 and 26 ft. in No. 4 at low tide. Fresh 
water and electric power available. 

Vessels loading normally dock port side to No. 2 Berth. Oil and caustic 
soda tankers discharge port side to No. 4 Berth. General cargo is 
normally discharged port side to No. 4 Berth. 

Canadian National Railway Wharf: Steel and concrete structure. Length 
of wharf 600 ft. Depth alongside 32 ft. Storage shed is 240 ft. long by 
35 ft. wide. Railway tracks on both sides of shed and accessible to ship's 
side. 

North Star Cement Wharf: Annexed to small Government Wharf. 
Combined length is 400 ft. Depth of water 24 ft. at Western end and 
17 ft. on inner end. Partly laden tankers of T-2 class discharge at this 
wharf. 

Imperial Oil Ltd.: Discharging pier depth of 30 ft. minimum at low tide. 
Full laden tankers of the T-2 class can discharge. 

Irving Oil Company Ltd.: Discharging pier with depth of water at Eastern 
end of 30 ft. and at Western end 26 ft. Tankers discharge with the 
forward draft restricted to 26 ft. 

Gulf Oil Ltd.: Discharging pier has a depth at Eastern end of 28 ft. and 
at Western end 22 ft. T-2 tankers may discharge with restricted drafts 
accordingly. 

Ultramar Canada Inc.: Discharge oil at North Star Cement Wharf. 
Department of Transport Wharves: Length of wharf is 1,200 ft. Steel and 
concrete structure. Depth of water alongside is 32 ft. to 34 ft. Shed 
measures SOOft. by 120ft. by 20ft. high, for a capacity of 
1,200,000 cu.ft. Fresh water is available. General cargo is handled. 
CRANES: Mobile crane available at Corner Brook Pulp and Paper Ltd. 
— capacity 11 tons from ship's hold, 18 tons from deck. 

Other port users: From local rental Agent. Maximum 65 tons. 
STEVEDORES: (Vessels at Corner Brook Pulp and Paper Ltd. 
premises) 

Working Hours: 


0800 to 1200 — 2 gangs 
1200 to 1230 — Lunch break 
1230 to 1630 — 2 gangs 
1630 to 2030 — 2 gangs 
2030 to 2100 — Meal break 
2100 to 0100 — 2 gangs 


Overtime: Can be worked Mondays to Saturdays (day gangs) 1630 to 
2100 hrs. if requested. 


MEDICAL: Hospital available. If ships’ Crew members require 
emergency medical attention on board immediately on arrival, this 
should be stated in message to Agents, together with ETA. Otherwise, 
doctor appointments can be arranged during regular office hours. 
TANKERS: It is recommended by local Pilots that oil tankers for North 
Star Cement Wharf arrive and sail in daylight, otherwise there are no 
special requirements except usual advance notice should be given to 
Agents in order to arrange linesmen. See “Berthing”. 
DENSITY: Average 1015. 

High water, Easterly wind 1025. 

High water, Westerly wind 1008. 

Low water 1005. 
FRESH WATER: Fresh water available at Corner Brook Pulp and Paper 
Ltd. berths — $1.00 per ton plus $40.00 service charge and Westerm 
(1983) Ltd. — $0.85 per ton plus $30.00 service charge. Fresh water 
also available at other docks. 
FUEL: (Vessels at Corner Brook Pulp and Paper Ltd. premises). Gas 
oil and marine diesel available by truck delivery from local oil companies. 

Other port users: Available at DOT docks by tanker trucks. 
CONSULS: Nearest consuls are in St. John’s approximately 450 miles. 


Brazil Iceland Spain 
Denmark Netherlands Sweden 
Dominican Republic Norway Germany F.R. 
France Portugal 


REPAIRS: Minor ship repairs carried out. No dry docks available. Radar 
and VHF repairs possible. 

OPENING/CLOSING HATCHES: (Vessels at Corner Brook Pulp and 
Paper Ltd. premises). Opening and closing hatches is normally done by 
ship's crew. Rigging ship’s gear is normally done by stevedores. 
CUSTOMS ALLOWANCES: On arrival per crew member: 3 Ib. tobacco 
or 300 cigarettes or 75 cigars. Two dozen beers or 60 oz. spirits. 
Additional issue will be made after 7 days in port. 2 Ib. tobacco or 200 
cigarettes or 50 cigars. 1.5 dozen beers or 40 oz. spirits. 
REPATRIATION: All necessary crew changes and repatriation facilities 
available. 

AIRPORTS: International Airport, 222 miles from Corner Brook, at 
Gander. Stephenville Airport, Air Canada and CP, 50 miles from Corner 
Brook. Deer Lake Airport, CP service available, 30 miles from Corner 
Brook. 

TIME: NST-GMT less 3.5 hours. Newfoundland Daylight Saving Time — 
GMT less 2.5 hours, first Sunday in April to last Sunday in October. 


HOLIDAYS: Following applies to ships docking at premises of Corner 
Brook Pulp and Paper Ltd. Newsprint Manufacturers and Shippers. 
January 1st — New Year's Day 
July — Dominion Day (normally first Monday in July) 
September — Labour Day (first Monday in September) 
December 25th — Christmas Day. No work is performed after 1600 hrs. 
on Christmas Eve (December 24th), nor on New Year's Eve (December 
31st). 
Sunday — As per Union agreement. Work can be performed at time and 
a half rates as follows: June, July and August — a maximum of 3 
consecutive Sundays. Remainder of the year — no restriction. 

Other port users: Similar to Corner Brook Pulp and Paper Ltd. 
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POLICE/AMBULANCE/FIRE: Police: Alongside Corner Brook Pulp and 
Paper Ltd., Ext. 274, Mill Guards. Local Police. Area Code: (709) 637- 
4400. 
Ambulance: Alongside Corner Brook Pulp and Paper Ltd., Ext. 274, 
Ambulance. City Area Code: (709) 634-5611. 
Fire: Alongside Corner Brook Pulp and Paper Ltd. Ext. 274, Mill Brigade. 
City Area Code: (709) 634-4333. 
Hospital: 634-5000. 
TELEPHONES: (Vessels at Corner Brook Pulp and Paper Ltd. 
premises). None available on board ships, but phones are on the wharf 
in nearby offices. 

Other port users: Can be available at installation and service costs. 
SERVICES: Compass adjuster can be engaged. 
SHORE LEAVE: Discretion of Master. No port regulations. 
IDENTITY CARDS: Every Crew member should be in possession of 
some form of identity card. 
GENERAL: Ice coverage can be expected between January 1st and 
April 15th. Shipmasters should contact “Ecareg Ice Halifax”, Nova 
Scotia, Tel: (Area code 902) 526-5664 or 426-5665. Telex No. 019- 
22625 for routing and Icebreaker assistance. 36 hours ETA in Cabot 
Strait is required. 
AUTHORITY: Corner Brook Pulp and Paper Ltd., P.O.Box 2001, Corner 
Brook, Newfoundland, Canada A2H 6J4. Contacts: Mr. Ellison Butt, 
Harbour Master. Tel: (709) 637-4282 or Terminal Manager, Westerm 
(1983) Ltd., Tel: (709) 639 8961. Telex: 061-44193 (Westerm Cnbk). 
Cables: Westerm. 

Mr. D. Kearley, Customs and Immigration, Tel: (709) 637 4494. 

Mr. W. G. Hull, Shipping Superintendent, Corner Brook Pulp and 
Paper Ltd. Tel. (709) 634-2810 or 637-3291. Telex: 016-44278 
(Krugship Cnbk.). Cables: Krugship. 


COWICHAN BAY, B.C.: 48.45 N. 123.36 W. (See Plan) 


LOCATION: Lat. 48° 44’ 50” N., Long. 123° 36’ W. Cowichan Bay is 
entered from Satellite Channel Southward of Separation Point and 
extends 4.8 km. Westwards, terminating in a large mud flat that is the 
estuary of the Cowichan and Koksilah Rivers. 
PILOTAGE: Compulsory, Pacific Pilotage Authority rates. 
APPROACHES: The bay is deep and without danger. The deep sea 
berths at the S.W. corner of the bay on the edge of the mud flat have 
deep, open water approaches. 
ANCHORAGE: Cowichan Bay Anchorage — 8 permanent anchorages 
in depths of approx. 40 m. — 50 m. on a line starting 700 m. S.S.W. of 
Skinner Point and ranging with 3 designated anchorage along the 
Northern side of Cowichan Bay to Separation Point and then on the 
Southern side of Satellite Channel with 5 designated anchorages from 
Separation Point to 1,000 m. North of Hatch Point. Anchorage can also 
be afforded to small vessels at Genoa Bay, in depths of 4.6 m. — 11 m. 
which has a rock marked by a beacon in the middle of its entrance, and 
two other rock hazards nearby. 
MAX. SIZE: Largest Vessel: LOA 200.51 m., beam 30.89 m. 
TUGS: Tug services at Cowichan Bay are provided by Falt Towing Ltd., 
1805 Pritchard Road, Cowichan Bay, B.C. VOR 1NO. Tel: 748-8175. Falt 
Towing has one 500 h.p. and two 300 h.p. tugs operating from Cowichan 
Bay and can supply additional tugs as required with a minimum of 
48 hours’ notice. 
BERTHING: Deep Sea Vessels: The CNR Wharf is owned by Canadian 
National Railways and is operated by Westcan Terminals Ltd., P.O. Box 
1442, 189 Dallas Road, Victoria, B.C. V8W 2X2. Tel: 386-1321. 
Telex: 049-7312. The deep sea wharf consists of two berths used mainly 
for loading forest products. 

Fy vale No. 1 (South end) has a length of 155 m. and a depth alongside 
of 9.3 m. 

Peet No. 2 (North end) has a length of 198 m. and a depth alongside 
of 8.3 m. 

At a distance of 3 m. from the wharf face the minimum depth alongside 
for No. 1 is 9.9m. and No. 2 is 9.7 m. 

Log bundles can be made available to adjust the vessel's position 
alongside for draft considerations. 

The South end of Berth No. 1 has a rail barge slip which connects to 
the rail car handling and loading facility at the terminal and the rail lines 
on Vancouver Island. 

Note: Berth depths alongside CNR Wharf taken from depth survey by 
Canadian Hydrographic Service April and May 1980. 

Small Vessels: There is a Government Wharf situated on the South 
shore for small vessels only, with depths of 5.2 m. — 6.1 m. alongside. 
A pile and timber breakwater protects several floats attached to the 
Eastern and Western sides of the wharf approach structure. The area 
inside the breakwater and East of the wharf has been dredged to a 
depth of 3.0m. A number of privately owned wharves and floats are 
re Westward of the Government Wharf, along the Southern shore 
of the bay. 

STEVEDORES: Westcan Terminals/Stevedores Ltd. offers 24 hour 
7 day cargo handling services. Shifts: first 0100-0430, 0500-0800; 
second 0800-1200, 1300-1700; third 1700-2100, 2130-0100. Work 
ceases 1200 hrs. on Christmas Eve and New Year's Day. 

MEDICAL: Full medical facilities available at the Cowichan District 
Hospital in the town of Duncan, 10 km. away. Dental facilities also 
available in Duncan. 

FRESH WATER: Available at berth by local water tanker truck and at 
berth or at anchor by water barge from Vancouver. 

FUEL: Diesel fuel, gasoline and other petroleum products are available 
in moderate quantities by tanker truck at berth. Heavy fuel and large 
amounts of bunkers available by bunker barge from Vancouver. 
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REPAIRS: See “Victoria”, B.C. for information on the graving dock and 
ship repair facilities in Esquimalt, a suburb of Victoria 60 km. S.S.W. of 
Cowichan Bay. 
SERVICES: The following general services are available in the 
Cowichan Bay/Duncan area or from Victoria, B.C. 
Decca: Racal Decca Canada Inc., 353 Harbour Road, Victoria, B.C. 
V9A 382. Tel: 388-6257. 
Fumigation: PCO Pied Piper, 3374 Burns Avenue, Victoria, B.C. V8Z 
3P2. Tel: 388-9721. 
International Garbage: C.W. Disposals Ltd., P.O.Box 279, Duncan, B.C. 
VOL 3X3. Tel: 746-4589. 
Laundry: Chemainus Laundromat & Dry Cleaners, 9870 Croft Street, 
Chemainus, B.C. VOR 1KO. Tel: 246-9912. 
Marconi: Canadian Marconi Co., 1 Burnside Road W., Victoria, B.C. 
V9A 1B2. Tel: 386-9414. 
Surveyors: Argus Marine Ltd., 2924 Wilkinson Road, RR 2, Mill Bay, 
B.C. VOR 2P0. Tel: 743-3463. Hull and cargo. 
Lloyd's Register of Shipping, non-exclusive surveyor for hull, 
machinery and cargo attached to Marine Design Associates below. 
Marine Design Associates, 493B Garbally Road, Victoria, B.C. V8T 
2J9. Tel: 384-4191. Telex: 049-7397. Hull, machinery and cargo. 
Welding: Duncan Iron Works Ltd., P.O.Box 855, RR 3, Allenby Road, 
Duncan, B.C. V9L 3Y2. Tel: 746-5147. 
AUTHORITY: Transport Canada, 6th Floor, 224 West Esplanade 
Avenue, North Vancouver, British Columbia V7M 3J7. Tel: 984-3800. 
Telex: 04-53235. 
Contact: Harbour Master — Victoria, Esquimalt, Crofton and Cowichan 
Bay, Tel: 388-3578. Mr. W. H. Briscoe, Government Wharfinger, 
Tel: 746-5215. 


DALHOUSIE, N.B.: 48.04 N. 66.22 W. 


DOCUMENTS: 

Ship's Register. 

Load Line. 

Safety Radio and Safety Equipment Certificates. 

Stores List and Crew Declaration (E—17, Y—14), if from foreign port. 

Pratique, if from a Foreign Port. 

Immigration Clearance from last Canadian Port. 

If from a Foreign Port, 2 copies of crew list. 
For Shipping Master: Ship's Articles if British or Canadian Registry. 
PILOTAGE: Telegram sent to Restigouche Pilots, Dalhousie, N.B., or 
to vessel's Agent. 6 hours minimum notice required except during Winter 
operations (January — April). Pilot vessel is a 40 ft. steel hull, black, grey 
superstructure, displays proper flag by day and proper lights by night. 
Pilots meet and board all inbound vessels in position Lat. 48° 03’ N., 
Long. 66° 15’ W. Pilots prefer pilot ladder for boarding. 
ANCHORAGES: Safe anchorage 1.5 miles offshore due East of harbour 
entrance. Pilots will board vessels for anchorage in from 6 to 12 fathoms. 
RESTRICTIONS: Tide restrictions if vessel exceeds 28 ft. on arrival. 
MAX. SIZE: Max. length 750 ft., beam 100ft., draft 34 ft. at the 
Government Wharf, including oil and bulk carriers. Vessels approaching 
these dimensions must berth at high water, port side to. Max. draft 
entering harbour and berthed starboard side to is 28 ft. because of 
restricted turning basin. 
HEALTH: See “Montreal”. 
RADIO: Fox River. 
TUGS: Available. 
BERTHING: To berth starboard side to at any berth vessel is requested 
to arrive 3 hours before high water. 
STEVEDORES: Contact Agents. 
MEDICAL: Hospital and doctors available. 
TANKERS: One 12 in. line with two 8 in. connections is laid to the 
Government Wharf. Depth alongside 34 ft. LWOST. 
DENSITY: Average density 1008. 
FRESH WATER: Available at all berths from hose lines on the dock. 
50 t.p.h. 
FUEL: Available by truck if necessary. Advance notice required. 
CONSULS: None. 
GANGWAY/DECK WATCHMEN: Available if requested. 
OPENING/CLOSING HATCHES: As in Charter Party. 
REPATRIATION: Facilities exist providing sufficient notice given. 
AIRPORT: 1 flight daily from Montreal to Dalhousie and return to 
Montreal. 
TIME: Daylight Saving during Summer months. Atlantic Standard 
otherwise. 
HOLIDAYS: Official Holidays: New Year's Day; Christmas Day; 
Dominion Day; Labour Day. 
POLICE: Telephone 684-5551. 
TELEPHONES: Made available upon prior arrangement. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not needed. 
AUTHORITY: Transport Canada, Harbours and Ports, P.O.Box 1270, 
Charlottetown, P.E.!. CIA 7M8. Tel: (902) 566-7973. FAX: (902) 
566-7948. Contact: Mr M.G. Cormier, Area Manager. 

Local Authority: Don Mealey, Harbour Master, Albertina Sullivan, 
Whartinger. 


(See Plan) 


DIGBY, N.S.: 44.38 N. 65.45 W. 


DOCUMENTS: See ‘Montreal’. 

PILOTAGE: Usually contacted through St. John radio station by VHF. 
12 hours notice required. Pilot usually meets ships at entrance to Digby. 
As long as adequate notice is given no waiting is experienced. 
ANCHORAGE: Good Anchorage N.E. from town 15 to 25 fathoms. 
MAX. SIZE: Length 400 ft. and 28 ft. depth at low water. 

HEALTH: See “Montreal”. 

RADIO/VHF: St. John Radio call sign VAR. 

TUGS: Not normally necessary, light towing available in case of 
necessity. 

DERTHING: Transport Canada Spur Pier 115.0 m. long ‘F’ shaped pier, 
12 m. wide, with 100.0 m. commercial berth with 6.7 m. depth alongside 
at normal low tide (rise in the tide 6.4m. — 8.5 m.). Berthing at outer 
boat basin can provide 100 m. with 4.6 m. depth alongside. 

FRESH WATER: Supplied by pipe-line under the wharf. 

FUEL: Diesel oil available only. 

CONSULS: None. 

REPAIRS: No major repair facilities available. 

GANGWAY/DECK WATCHMEN: Not necessary. 

OPENING/CLOSING HATCHES: Usually carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes per man, per week; 40 oz. 
alcohol per man per week for crew. 

REPATRIATION: Can be arranged. 

AIRPORT: Small local line based at St. John N.B. supplies service 
between St. John and Digby. Halifax International Airport 180 miles 


(See Plan) 


away. 
HOLIDAYS: New Year's Day (Jan. 1st); Good Friday; Easter Monday; 
Victoria Day and Queen Elizabeth Day (May 19th) Canada Day (July 
ist); Labour Day (Sept. 1st); Thanksgiving Day (Oct. 13th); 
Remembrance Day (Nov. 11th); Christmas Day (Dec. 25th). 
POLICE/FIRE/AMBULANCE: Police 245-2579; Fire 245-2121; 
Ambulance 245-2205. 

TELEPHONES: Available at cost of installation. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required or passport. 

AUTHORITY: Transport Canada, Office of Harbours and Ports — 
Maritimes Region, P.O.Box 1013, Dartmouth, N.S. B2Y 4K2. 
Contact: The Regional Manager, Tel: (902) 426-2588. 


FRASER PORT, B.C.: 49.12 N. 122.55 W. (See Plan) 


DOCUMENTS, ANCHORAGE, and further information: Refer to 
“Vancouver, B.C.”. 

PILOTAGE: Compulsory from Fraser River Sands Heads. Contact Pilots 
through Vancouver Pilots. 12 hours notice required. Pilot boards 1 mile 
off Sandheads. Contact pilot launch on VHF Channel 74. 

MAX. SIZE: Draft limited to 35 ft. on 13 ft. tide. 

HEALTH: Pratique and quarantine at Victoria B.C. 

TUGS: Available, normally join vessel on arrival. 

BERTHING: (North and South side of river). 

Fraser-Surrey Docks Ltd.: 5 general berths, total length 3,300 ft., 1 
sawdust/woodpulp bulk cargo berth. Depths alongside at LW: Berths 
No. 1 and 2 — 35 ft. Berths No. 3, 4 and 5 — 33 ft. Berth No. 6 — 30 ft. 
Water, power and telephone connections at all berths. Cargoes handled 
include forest products, steel, heavy lifts, bulk and general cargo, as 
well as Roll-on/Roll-off cargoes and containers. Terminal well equipped 
with fork lifts, front-end loaders, cranes to 250 tons and 2 40 ton Paceco 
Portainers. Operators are Fraser Surrey Docks Ltd. 

Fraser Wharves Ltd.: 1 berth, length 500 ft., width 45 ft., depth 35 ft. 
Berth for loading and unloading cars. 

Annacias Auto Terminals.: 2 berths. No. 1 length 700 ft., width 200 ft. 
depth 34 ft. No. 2 length 565 ft., width 60 ft., depth 34 ft. Situated at East 
end of Annacis Island for discharging of cars. 

Chatterton Petro-Chemicals Ltd.: 1 berth, length 610 ft., depth 27 ft. 
Berth connected to plant by 30 in. conveyor belt system for transfer of 
crude rock gypsum to the plant. Berth is upstream of the Patullo Bridge. 
Crown Forest Industries Ltd.: 2 berths, total length 1,300 ft., depth at 
LW 30 ft. Berth is upstream of the Patullo Bridge. 

MEDICAL: All services available. 

DENSITY: Varies with location and season. 

FRESH WATER: Available. 

FUEL: All grades available. 

CONSULS: At Vancouver. 

REPAIRS: Engine repairs only. 

AIRPORT: Nearest is Vancouver International. 
POLICE/AMBULANCE/FIRE: Ambulance 872-5151. 

SHORE LEAVE: Allowed. 

DEVELOPMENTS: Future developments call for channel improvement, 
1900) berthing facilities and intermodal facility — (16 hectare by 
AUTHORITY: Fraser River Harbour Commission, Suite 505, 
713 Columbia Street, New Westminster, B.C., Canada V3M 1B2. 
Tel: (604) 524-6655. Contact: R. C. Pearce, Port Manager. 


CANADA 


GASPE, Quebec: 48.50 N. 64.29 W. (See Plan) 
DOCUMENTS: 
Immigration Documents: 

Passenger Landing Cards (Tourist) 1 each passenger. 

1 Crew List from Immigration. 

2 Passenger Lists. 
Customs Documents: 

3 Inward Reports. 

3 Outward Reports. 

3 Ship Stores Lists (Form E.1). 

3 Crew Declarations (Form Y.14). 
National Health and Welfare: 

2 QS.1 Maritime Declarations of Health. 

Manifests required for cargo unloaded only. 
PILOTAGE: Not compulsory but recommended. Pilots available. To 
obtain Pilot, arrange by radio phone through marine radio station VCG 
at Fox River, Gaspe PQ, on receipt of message either to Agent (Robert 
Lagace, see Authority”) or Port Authority, Pilot and other arrangements 
can be made. 
MAX. SIZE: Vessels of 650 ft. and over have both docked and anchored. 
Tide has no effect as it is very sheltered. Government Wharf depth 35 ft. 
LW 


HEALTH: On arrival in Canadian waters Master applies for Radio 
Pratique by radio to Quarantine Officer at Quebec City. Master flies 
yellow flag on arrival and until Medical Officer decides it can be lowered 
or otherwise according to regulations. See also “Montreal”. 

RADIO: VCG Marine Station Fox River, Gaspe PQ. 

TUGS: Not necessary, no tugs available unless called for in emergency. 
Line boats available for docking, by arrangement. 

BERTHING: Transport Canada (Sandy Beach) Wharf: Wharf re-built in 
1986. Berthing length 600 ft., depth alongside at LW 33 ft. to 35 ft. outer 
face and about 26 ft. inner side; railroad tracks on wharf, oil tanks, 
electric light and water. 

STEVEDORES: Good stevedoring available at all times and hours. 
MEDICAL: Hospital and ambulance service. 

TANKERS: Oil lines on Transport Canada Wharf owned and used by 
Gulf Oil Canada, Irving Oil, Shell Canada Limited and Imperial Oil. These 
lines are privately owned. 

FRESH WATER: Available, arranged through ship's Agent. 

FUEL: Light and medium diesel available at all times. If bunker fuel 
required, on request it will be brought in by tanker car. 

CONSULS: None. 

REPAIRS: Only minor repairs. 

OPENING/CLOSING HATCHES: Done by ship's crew. 

CUSTOMS ALLOWANCES: On arrival officers and crew permitted 
1 bottle and 200 cigarettes and 1 |b. of tobacco for period of 1 week, 
further allowances of tobacco given after 1 week, as well as spirits to 
Master only. 

REPATRIATION: May be arranged by Agent subject to Immigration 
control. 

AIRPORT: Situated about 7 miles from the dock. Twice daily service to 
Quebec and Montreal. Connections to all parts from Montreal. Charter 
passengers and freight flights also available. 

HOLIDAYS: Saturday, New Year (January 1st); Good Friday; Victoria 
Day (May 19th); Confederation Day (July 1st); Labour Day (September 
1st); Thanksgiving Day (about October 13th); Remembrance Day 
(November 11th); Christmas Day (December 25th). There are a few 
other R.C. Church days on which some men are not obtainable. On 
most of these holidays stevedores and men are available. 
POLICE/AMBULANCE/FIRE: Police area 418 call 368-3232. Local 
RCMP area 418 call 368-2543. Ambulance Area 418 call 368-2835. 
TELEPHONES: Possible arrangements may be made with local 
telephone company for installations to vessel. 

SERVICES: Radar repairman available. 

Ship Supply Service and Shipping Agent: Calypso Agencies Inc., 
P.O.Box 890, Gaspe, Province Quebec, GOC 1RO. Tel: (418) 368-3648. 
Telex: 0142236. Cables: Calypso. Fax: (418) 368-7134. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Transport Canada, C.P. 1101, Gaspe, Province Quebec, 
Canada GOC 1R0. Tel: (418) 368-5351. Contact: L. Sinnet, Harbour 
Master. 


GOOSE BAY, Labrador: 53.22 N. 60.22 W. 


DOCUMENTS, HEALTH: See “Montreal”. 

PILOTAGE: Not compulsory. 2 Pilots available; 12 hours notice of arrival 
required with confirmation 8 hours and 4 hours before arrival. Contact 
Pilot on radio-telephone 2182 kHz (working 2716 kHz), calling “Victor 
Gulf Whiskey”. Pilot station at Rigolet (92 miles from Terrington Basin). 
ANCHORAGE: Good anchorage, with excellent holding ground in 36 ft. 
(11 m.), mud, can be obtained in the central part of Terrington Basin. 
Ships carrying dangerous cargoes must use the designated Explosives 
Anchorage situated 2 miles N.E. of Groves Point. 

RESTRICTIONS: Navigation season early June to end November 
depending on pack ice movements. Approach — Sandy Point Channel 
at entrance to Goose Bay and 15 miles from the dock has a width of 
300 ft. Harbour Master advises draft of 31 ft. HWF. Groves Point 
Channel at entrance to Terrington Basin and 1.5 miles from Main Dock 
has depth of 32 ft. HWF and width of 300 ft. 

Caution: When a tanker is seen to be leaving her berth in Terrington 
Basin or is in or approaching Terrington Narrows, she shall be granted 
the right of way, and other vessels must not be navigated into the 
narrows until the tanker is well clear of the channel. 
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Ice: The entry into Goose Bay Harbour is entirely dependent upon ice 
conditions at the seaward end of Hamilton Inlet. Ice begins to form in 
Terrington Basin between the latter part of October and mid November, 
with complete coverage occurring any time between early November 
and the beginning of December. During Winter the ice attains a thickness 
of about 42 in. (1.1 m.). Break-up generally occurs between the third 
week of April and the first week of June. 
MAX. SIZE: Max. draft at Government Wharf 19 ft. 06 in. 

Also see “Berthing”’. 
VHF: Pilot vessel on Channels 51 and 16. 
TUGS: There are no tugs. 3 landing craft available to assist. 
BERTHING: The main Government Wharf is situated 1.5 miles W.S.W. 
of Terrington Narrows; it has a berthing length of 810 ft. (247 m.) and 
was dredged to 30 ft. (9.1 m.) in 1971, but some silting has occurred 
and up-to-date depths should be obtained from the Harbour Master. 
There are 5 large storage sheds on the structure. The office of the 
Harbour Master is in a building on the main road leading from the wharf. 

Another Government Wharf is situated 0.4 miles N.W. of the main 
Government Whar; it has a depth of 21 ft. (6.4 m.) at the outer end. 
STEVEDORES: A local stevedoring company can provide labour for 
handling cargo. There are no fixed cranes on the wharves, but mobile 
cranes can be hired locally. 
TANKERS: There is a small oil wharf used for discharging petroleum 
products at the E.S.E. end of the main Government Wharf. It has a depth 
of 18 ft. (5.5 m.) at its outer end. 
DENSITY: 1000. 
FRESH WATER: Available alongside berths. 
FUEL: Light diesel oil available by pipe-line at the main Government 
Wharf. 
REPAIRS: Only minor repairs may be effected in emergency. 
AIRPORT: 1.5 miles distant. 
HOLIDAYS: New Year's Day; Good Friday; July 1st; Labour Day; 
November 11th; Christmas Day; Boxing Day. 
GENERAL: 
Communications: Telephone. Canadian Coastguard Radio Station (see 
“Radio Aids to Marine Navigation’). 
Transportation: Airfield with frequent scheduled service by Eastern 
Provincial Airways to other Newfoundland centres and the mainland. 
Scheduled cargo and cargo/passenger services during the navigation 
season by Chimo Shipping Limited and CN Marine. 
Mail: Post Office. 
Accommodation: Several motels. 
Medical: Hospital. 
Banks: Royal Bank and Bank of Nova Scotia. 
Police: RCMP detatchment. 
Supplies: Hudson's Bay Company store and several smaller stores. 


Customs: Port of Entry; the Customs Office is situated at Goose Airfield. 


AUTHORITY: Harbours and Ports Directorate, P.O.Box 1300, 
St. John’s, Newfoundland A1C 6H8, Canada. Telex: 016 3369. 
Contact: D. A. Lester. 

Transport Canada, Goose Bay. Contact: George Shiwak, Harbour 
Master. Tel: (709) 896-2569. 


GRAND BANK, Newfoundland: 47.06 N. 55.45 N. 
(See Plan) 


PORT LIMITS: A line drawn from Grand Bank Head to L’Anse au 
Loup Pt. defines the port limits. 

PILOTAGE: Pilotage is not compulsory, but recommended for those 
without local knowledge. A licensed Pilot can be arranged by giving 24 
hours notice of requirement to Pilots, St. John’s. The Pilot will board off 
St. John’s in position Lat. 47° 33’ 42” N., Long. 52° 37’ 54” W. or off 
Grand Bank Harbour provided the vessel's local Agent arranges for a 
boat to embark the Pilot. The Atlantic Pilotage Authority pilot boat No. 2 
is used at St. John’s; this boat guards VHF Channels 16 and 11 
(156.8 and 156.55 MHz.). Alternatively, Shipmaster’s may arrange to 
use local persons in the town for pilotage purposes. 

ANCHORAGES: Vessels may anchor in depths of 10 fathoms (18.3 m.) 
off Grand Bank, but the holding ground has been reported as poor. 
RADIO: C.G.R.D.O. station St. Lawrence, call sign VCP is the best 
station for vessels to route ETA cables to Agents, receivers, etc. Telex 
communication available 

BERTHING: The Western Breakwater (deck elevation 4.4 m.), about 
600 ft. (183 m.) in length, affords protection to the harbour entrance 
between the Western Pier and the Eastern Breakwater. In 1977, there 
was a least depth of 14 ft. (4.3 m.) alongside the Western Pier. Marine 
coastal vessels berth at this pier which is 240 ft. (73 m.) long. The deck 
of the wharf has an elevation of about 1.2 m. (4 ft.). A shed, 60 ft. by 
41 ft. (18m. by 12m.), is located adjacent to the pier. Least depth 
alongside 3.7 m. 

A fish wharf 245 ft. (75 m.) in length, situated on the East side of the 
harbour, had a least depth of 16 ft. (4.9 m.) alongside in 1977. A fish- 
packing plant is situated on the wharf. 

Marginal wharf length 1,140 ft., depth alongside 14 ft. — 18 ft. LWOST. 

A government whart is situated at the South end of the harbour. The 
harbour is open all year round. 

CRANES: Small mobile cranes only. 

MEDICAL: Cottage hospital within the town. 

FRESH WATER: Available. 

FUEL: Limited supplies of fuel and diesel oil available. 
GANGWAY/DECK WATCHMEN: Usually ship's crew, ship's gangway 
used. 

BANKING: Services available. 

EMERGENCY CO-ORDINATION CENTRE: Coast Guard, Search and 
Rescue, St. John’s Tel: (709) 772-5151. 
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SHORE LEAVE: No restrictions. 

GENERAL: Chart: 4611. 

AUTHORITY: Harbour Authority of Grand Bank, c/o Bruce Rose, P.O. 
Box 211, Grand Bank, Newfoundland, AOE 1W0. Tel: (709) 832-1672. 
Contact: Bruce Rose. 


GROS CACOUNA, Quebec: 47.56 N. 69.31 W. 


PILOTAGE: Compulsory. 

APPROACHES: Navigable entrance of 110m. width between 
breakwaters with a depth of 8.9 m. and 9.5 m. in basin and alongside 
wharf respectively. Occasional icebreaker assistance may be required 
during Winter. 

RADIO: Quebec Radio (VCC). 

TUGS: Not available and not required by power driven vessels. 
BERTHING: 


Berth Length Max. Draft 
No. (m.) (m.) 
1 135 10.2 


2 135 10.2 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Work possible on holidays and weekends with notice. 
MEDICAL: Hospital available locally. 
FRESH WATER: Available. 
FUEL: Diesel oil available. 
REPAIRS: Minor repairs possible. 
DRY DOCKS: Nearest dry dock at Lauzon (Quebec), 95 miles West of 
Gros Cacouna. 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, Queen's 
Day (4th Monday in May), Dominion Day (July 1st), Labour Day (1st 
Monday in September), Thanksgiving (2nd Monday in October), 
Remembrance Day (November 11th) and Christmas (December 25th 
and 26th). 
TIME: GMT minus 5 hours. GMT minus 4 hours in Summer (first Sunday 
in April to last Sunday in October). 
GENERAL: Chart: Canadian Chart No. 1234. 
Formalities: Port of Entry for Customs and Immigration. Quarantine 
service available from Quebec City. 
Services: Banks, post office, provisions, fumigation. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, Quebec 
Province, G1K 4B8. Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 
648-4236. Contact: R. Lebel, Harbour Master — Gros Cacouna. 
Tel: (418) 867-1784, (418) 682-7605. 


HALIFAX, N.S.: 44.39 N. 63.34 W. (See Plan) 
DOCUMENTS: 

Port Doctor: Form QS1; Crew Vaccination Certificates; Derat 
Certificate. 


Customs: Customs Clearance or Certificate From Last Port; Cargo 
List (if no cargo, words “In Ballast’ entered); Bonded Stores List 
(Form E.1); Crew Declaration for each crew member (Form Y14). 
Ship’s Register; Safety Radio, Load Line and Safety Equipment 
Certificates. 

Immigration: Crew List (Form 200) in duplicate in English; all crew 
Passports (returned prior to sailing). 

PILOTAGE: Compulsory. Essential send arrival notice by radio to avoid 
delay in waiting Pilot. 12 hour notice of ETA required and confirmed or 
corrected 3 hours before arrival. All times must be GMT. Radio 
messages should be addressed Marine Aid Centre, Chebucto Head. All 
pilotage messages subject to full tolls. 

When possible, Pilots will board in vicinity of Inner Automatic Light 
and Whistle Buoy situated about 2 miles N.E. of Chebucto Head. In 
heavy weather not always possible for pilot vessel to take up station at 
above position, but will proceed as far seaward as feasible to embark 
or disembark Pilot. 

In normal weather pilot vessel shall, in daytime, fly Pilot flag, and at 
night will show lights required by international regulations. In abnormal 
weather — fog, mist, snow, heavy rainstorms — when on station on 
pilotage duty, in addition to regular signals, will blow 4 long blasts at 
regular intervals. Vessel requiring Pilot should blow 4 short blasts on 
whistle at intervals until pilot boat sighted. Pilot boats equipped with 
radar and stand-by on radio telephone operating on frequency of 
156.8 MHz or Channel 16 under international VHF designations. 

ETA: For provisional clearance to enter the Halifax Marine Traffic 
Regulating Zone, vessels should supply the following information to 
“Halifax Traffic”: 

1. Position. 

2. ETA Zone Limit (Zone boundary is approximately 16 miles radius 

from Chebucto Head). 

. Destination and last port. 

Draft. 

. Description and weight of pollutants or any dirty cargo carried. 

Deficiencies in ship's navigational equipment, engine's steering 

gear or anchors. 

. Any leakage of pollutants or any damage which may result in 

pollution. 

. Pilots must be advised ETA 12 hours and 3 hours prior arrival at 
the Pilots Boarding Station, using GMT, to “Pilots Halifax’. 
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For final clearance to enter the Halifax Marine Traffic Regulation Zone: 

1. Report to “Halifax Traffic” on VHF Channel 14 or 2182 kHz, when 

approaching the zone boundary. 

2. Report to “Halifax Traffic’ when approaching zone boundaries 

approximately 8 and 4 miles radius from Chebucto Head. 

Vessels leaving Halifax are to report to “Halifax Traffic’ when 
approaching zone boundaries. ; 
ANCHORAGE: Vessels anchor in harbour in areas designated by 
Halifax Port Corporation.. 

RESTRICTIONS: Controlling depth in channels of approach 60 ft. in 
main harbour as far as the Narrows. Ice free all year. Ample turning 
room for the longest vessel. 

MAX. SIZE: Length and breadth unlimited. Can berth ships up to 60 ft. 
draft. Channel depth 60 ft. Tide range 3 ft. to 6 ft. 110,000 ton tankers 
with drafts 50 ft. enter harbour regularly. 

HEALTH: Quarantine — every vessel coming from port outside Canada 
shall be inspected by Quarantine Officer at a place specified by him. 


CANADA 


(Quarantine Station in Anchorage No. 1). Where sufficient information 
can be given by radio, Radio Pratique may be given between 0900 hrs. 
and 1700 hrs. local time (address “Quarantine Halifax’) and message 
should include (i) name and nationality of vessel, (ii) ports of call during 
voyage, (ili) nature of cargo, (iv) number of crew and passengers, 
(v) statement of health, (vi) name of Agent, (vii) ETA pilot station in GMT. 
A coastwise vessel, free from disease and arriving from a disease-free 
coastwise port, may be exempted quarantine inspection. 

RADIO: Halifax Marine Radio Station, Ketch Harbour. Radio-telephone 
and other services. Masters may contact Halifax Marine Radio on 500 
or 2,182 kHz, VHF on 156.8, working Channel 26 (161.9 and 157.3 MHz). 
RADAR: Marine Traffic Regulating Center at Chebucto Head. Working 
frequencies Sector One 156.7 MHz (Channel 14); Sector Two 156.6 
MHz (Channel 12). Call sign “Halifax Traffic”. 

TUGS: Join vessel inside harbour at Quarantine Anchorage. Tugs 
towing use vessel's lines. Tugs made fast alongside vessel for docking 
or undocking use their own lines at no extra charge. 
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BERTHING: 
Port Facilities 
Shedded 
Berth Number Whart Depth at Approx. Approx. Approx. 
(Usual Name) Length LW Size Area Open Space Remarks 
(m.) (m.) (m.) (sq.m.) (sq.m.) 
Ocean Terminals: 

20 224 12.1 181 x 29 5,250 _ Pipe-lines for tallow to storage 
tanks. Breakbulk. 

21 178 12.1 161 x 29 4,670 = Breakbulk. 

21 Upper Floor — — 161 x 29 4,670 —_ 

22 209 12.5 153 x 29 4,440 — Breakbulk. 

22 Upper Floor _ _— 153 x 29 4,440 _— Storage. 

23 213 9.7 161 x 31 4,990 — “Heated Shed 
Breakbulk general cargo 

24 137 8.8 — _ 3,728 Open Terminal 
— Containers, Steel, Heavy Lifts, etc. 

25 168 11.2 — _ 5,462 Open Pier (Restricted by Grain 
Galleries) — Bulk Cement. 

26 213 10.6 201 x 30 6,030 _ Fixed Marine Leg for discharging 
Grain. Hopper for self-unloading 
vessels. — Breakbulk general cargo. 

East End Pier A 97 8.8 > — _ _ 

27 207 13.4 202 x 31 6,250 —_— _— 

28 174 12.1 —_ —_ 4,660 Open Pier (Restricted by Grain 
Galleries). 

29 122 9.1 —_ —_ _— _ 

30 244 10.5 — _ 1,858 Open Area (part.) Ro/Ro Ramp. 
Containers, Steel, Heavy Lifts, etc., 
Cruise Passengers. 

31 _ 10.5 _ —_ 5,574 Open Terminal. Containers, Steel, 
Heavy Lifts, etc., Cruise 
Passengers. 

32 (East End A 1) 88 10.0 — — _ _ 

33 190 Tas 188 x 31 5,830 _ “Heated Shed. 

Breakbulk general cargo. 

34 190 8.2 126 x 31 3,906 1,953 “Heated Shed. 

Breakbulk general cargo, Containers 
Ro/Ro, etc. 

35 103 4.5 _ _ 3,411 Open Area — 15 m. Ro/Ro ramps 
(2). End loading for vessel on Berth 
36 and Berth 34. Containers, Ro/Ro, 
etc. Ro/Ro cargo — consolidation 
area. 

36-40 190 11.6 _— — 18,580.60 Open area. Containers. 

Halterm Limited: 

37 190 13.7 -— — 8,710 { Containers, Steel, Heavy Lifts, etc., 

38 (East End B) 91 a fy PS —_— os — Breakbulk general cargo. 

39 190 10.9 — _— _— Breakbulk general cargo. 

41 293 14.3 _ _— — Container berths, 4 x 40.8 tonne 

42 293 oles af co _— — Gantry cranes, berth 41 has 24.4 m. 
wide stern Ro/Ro ramp. 

Terminal fenced area 22.7 hectares. 
Consolidation shed 2,787.07 sq.m. 

Fairview Cove 660 13.7 _ — — Operator: Ceres Corp. 

Container Consolidation shed area: 

Terminal 21.17 hectares (space for expansion 
as required). Facilities 3x40 tonne 
dockside gantry cranes; Ro-Ro ramp 
end loading. 

Richmond Terminals: 

9 213 8.1 _ _ _ Oil pipe-lines to Storage Tanks. 

9A 240 8.1 154 x 37 5,698 _ 

9B 213 8.1 168 x 37 6,216 — Breakbulk General Cargo. 

9C 140 8.7 _ _ 6,131 


9D at i. ad 


‘Heat available as required. 


No Berth. Additional area created for 
storage area. 
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BULK HANDLING FACILITIES: Grain Handling Facilities: Halifax Port 
Corporation Elevator — Storage capacity 144,256 tonnes wheat 
equivalent. 

Max. Capacity: Berth 28: 1,000 tonnes per hour. (Wheat equivalent) 
(loading). Berth 26: 800 tonnes per hour. (Wheat equivalent) (unloading) 
BRIDGES: There are two: Angus L. MacDonald Bridge (Halifax- 
Dartmouth) min. vertical clearance at HW 158 ft.; A. Murray MacKay 
Bridge (narrows) min. vertical clearance at HW 157.7 ft. 


STEVEDORES: Available from several private companies. 


MEDICAL: Sick Mariners’ Service may be obtained for venereal disease 
only at the Federal Building, Suite 620, Bedford Row, Monday through 
Friday, Tel: 426-3998. Doctor always available either by telephone or 
telephone answering service. Information for emergency treatment 
outside these hours may be obtained from ship's Agent. Emergency 
hospitalisation can be obtained only at Camp Hill Hospital. 
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POLICE/AMBULANCE/FIRE: Police: Alongside Corner Brook Pulp and 
Paper Ltd., Ext. 274, Mill Guards. Local Police. Area Code: (709) 637- 
4400. 
Ambulance: Alongside Corner Brook Pulp and Paper Ltd., Ext. 274, 
Ambulance. City Area Code: (709) 634-5611. 
Fire: Alongside Corner Brook Pulp and Paper Ltd. Ext. 274, Mill Brigade. 
City Area Code: (709) 634-4333. 
Hospital: 634-5000. 
TELEPHONES: (Vessels at Corner Brook Pulp and Paper Ltd. 
premises). None available on board ships, but phones are on the wharf 
in nearby offices. 

Other port users: Can be available at installation and service costs. 
SERVICES: Compass adjuster can be engaged. 
SHORE LEAVE: Discretion of Master. No port regulations. 
IDENTITY CARDS: Every Crew member should be in possession of 
some form of identity card. 
GENERAL: Ice coverage can be expected between January 1st and 
April 15th. Shipmasters should contact “Ecareg Ice Halifax”, Nova 
Scotia, Tel: (Area code 902) 526-5664 or 426-5665. Telex No. 019- 
22625 for routing and Icebreaker assistance. 36 hours ETA in Cabot 
Strait is required. 
AUTHORITY: Corner Brook Pulp and Paper Ltd., P.O.Box 2001, Corner 
Brook, Newfoundland, Canada A2H 6J4. Contacts: Mr. Ellison Butt, 
Harbour Master. Tel: (709) 637-4282 or Terminal Manager, Westerm 
(1983) Ltd., Tel: (709) 639 8961. Telex: 061-44193 (Westerm Cnbk). 
Cables: Westerm. 

Mr. D. Kearley, Customs and Immigration, Tel: (709) 637 4494. 

Mr. W. G. Hull, Shipping Superintendent, Corner Brook Pulp and 
Paper Ltd. Tel. (709) 634-2810 or 637-3291. Telex: 016-44278 
(Krugship Cnbk.). Cables: Krugship. 


COWICHAN BAY, B.C.: 48.45 N. 123.36 W. (See Plan) 


LOCATION: Lat. 48° 44’ 50” N., Long. 123° 36’ W. Cowichan Bay is 
entered from Satellite Channel Southward of Separation Point and 
extends 4.8 km. Westwards, terminating in a large mud flat that is the 
estuary of the Cowichan and Koksilah Rivers. 

PILOTAGE: Compulsory, Pacific Pilotage Authority rates. 
APPROACHES: The bay is deep and without danger. The deep sea 
berths at the S.W. corner of the bay on the edge of the mud flat have 
deep, open water approaches. 

ANCHORAGE: Cowichan Bay Anchorage — 8 permanent anchorages 
in depths of approx. 40 m. — 50 m. on a line starting 700 m. S.S.W. of 
Skinner Point and ranging with 3 designated anchorage along the 
Northern side of Cowichan Bay to Separation Point and then on the 
Southern side of Satellite Channel with 5 designated anchorages from 
Separation Point to 1,000 m. North of Hatch Point. Anchorage can also 
be afforded to small vessels at Genoa Bay, in depths of 4.6 m. — 11 m. 
which has a rock marked by a beacon in the middle of its entrance, and 
two other rock hazards nearby. 

MAX. SIZE: Largest Vessel: LOA 200.51 m., beam 30.89 m. E 
TUGS: Tug services at Cowichan Bay are provided by Falt Towing Ltd., 
1805 Pritchard Road, Cowichan Bay, B.C. VOR 1NO. Tel: 748-8175. Falt 
Towing has one 500 h.p. and two 300 h.p. tugs operating from Cowichan 
Bay and can supply additional tugs as required with a minimum of 
48 hours’ notice. 

BERTHING: Deep Sea Vessels: The CNR Wharf is owned by Canadian 
National Railways and is operated by Westcan Terminals Ltd., P.O. Box 
1442, 189 Dallas Road, Victoria, B.C. V8W 2X2. Tel: 386-1321. 
Telex: 049-7312. The deep sea wharf consists of two berths used mainly 
for loading forest products. 

Berth No. 1 (South end) has a length of 155 m. and a depth alongside 
of 9.3m. 

Binyk- No. 2 (North end) has a length of 198 m. and a depth alongside 
of 8.3 m. 

At a distance of 3 m. from the wharf face the minimum depth alongside 
for No. 1 is 9.9 m. and No. 2 is 9.7 m. 

Log bundles can be made available to adjust the vessel's position 
alongside for draft considerations. 

The South end of Berth No. 1 has.a rail barge slip which connects to 
the rail car handling and loading facility at the terminal and the rail lines 
on Vancouver Island. 

Note: Berth depths alongside CNR Wharf taken from depth survey by 
Canadian Hydrographic Service April and May 1980. 

Small Vessels: There is a Government Wharf situated on the South 
shore for small vessels only, with depths of 5.2 m. — 6.1 m. alongside. 
A pile and timber breakwater protects several floats attached to the 
Eastern and Western sides of the wharf approach structure. The area 
inside the breakwater and East of the wharf has been dredged to a 
depth of 3.0m. A number of privately owned wharves and floats are 
loca Westward of the Government Wharf, along the Southern shore 
of the bay. 

STEVEDORES: Westcan Terminals/Stevedores Ltd. offers 24 hour 
7 day cargo handling services. Shifts: first 0100-0430, 0500-0800; 
second 0800—1200, 1300-1700; third 1700-2100, 2130-0100. Work 
ceases 1200 hrs. on Christmas Eve and New Year's Day. 

MEDICAL: Full medical facilities available at the Cowichan District 
Hospital in the town of Duncan, 10 km. away. Dental facilities also 
available in Duncan. 

FRESH WATER: Available at berth by local water tanker truck and at 
berth or at anchor by water barge from Vancouver. 

FUEL: Diesel fuel, gasoline and other petroleum products are available 
in moderate quantities by tanker truck at berth. Heavy fuel and large 
amounts of bunkers available by bunker barge from Vancouver. 
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REPAIRS: See “Victoria”, B.C. for information on the graving dock and 
ship repair facilities in Esquimalt, a suburb of Victoria 60 km. S.S.W. of 
Cowichan Bay. 
SERVICES: The following general services are available in the 
Cowichan Bay/Duncan area or from Victoria, B.C. 
Decca: Racal Decca Canada Inc., 353 Harbour Road, Victoria, B.C. 
V9A 3S2. Tel: 388-6257. 
Fumigation: PCO Pied Piper, 3374 Burns Avenue, Victoria, B.C. V8Z 
3P2. Tel: 388-9721. 
International Garbage: C.W. Disposals Ltd., P.O.Box 279, Duncan, B.C. 
VOL 3X3. Tel: 746-4589. 
Laundry: Chemainus Laundromat & Dry Cleaners, 9870 Croft Street, 
Chemainus, B.C. VOR 1KO. Tel: 246-9912. 
Marconi: Canadian Marconi Co., 1 Burnside Road W., Victoria, B.C. 
V9A 1B2. Tel: 386-9414. 
Surveyors: Argus Marine Ltd., 2924 Wilkinson Road, RR 2, Mill Bay, 
B.C. VOR 2P0. Tel: 743-3463. Hull and cargo. 
Lloyd's Register of Shipping, non-exclusive surveyor for hull, 
machinery and cargo attached to Marine Design Associates below. 
Marine Design Associates, 493B Garbally Road, Victoria, B.C. V8T 
2J9. Tel: 384-4191. Telex: 049-7397. Hull, machinery and cargo. 
Welding: Duncan Iron Works Ltd., P.O.Box 855, RR 3, Allenby Road, 
Duncan, B.C. V9L 3Y2. Tel: 746-5147. 
AUTHORITY: Transport Canada, 6th Floor, 224 West Esplanade 
Avenue, North Vancouver, British Columbia V7M 3J7. Tel: 984-3800. 
Telex: 04-53235. 
Contact: Harbour Master — Victoria, Esquimalt, Crofton and Cowichan 
Bay, Tel: 388-3578. Mr. W. H. Briscoe, Government Wharfinger, 
Tel: 746-5215. 


DALHOUSIE, N.B.: 48.04 N. 66.22 W. 


DOCUMENTS: 

Ship's Register. 

Load Line. 

Safety Radio and Safety Equipment Certificates. 

Stores List and Crew Declaration (E—17, Y—14), if from foreign port. 

Pratique, if from a Foreign Port. 

Immigration Clearance from last Canadian Port. 

If from a Foreign Port, 2 copies of crew list. 
For Shipping Master: Ship's Articles if British or Canadian Registry. 
PILOTAGE: Telegram sent to Restigouche Pilots, Dalhousie, N.B., or 
to vessel's Agent. 6 hours minimum notice required except during Winter 
operations (January — April). Pilot vessel is a 40 ft. steel hull, black, grey 
superstructure, displays proper flag by day and proper lights by night. 
Pilots meet and board all inbound vessels in position Lat. 48° 03’ N., 
Long. 66° 15’ W. Pilots prefer pilot ladder for boarding. 
ANCHORAGES: Safe anchorage 1.5 miles offshore due East of harbour 
entrance. Pilots will board vessels for anchorage in from 6 to 12 fathoms. 
RESTRICTIONS: Tide restrictions if vessel exceeds 28 ft. on arrival. 
MAX. SIZE: Max. length 750 ft., beam 100ft., draft 34 ft. at the 
Government Wharf, including oil and bulk carriers. Vessels approaching 
these dimensions must berth at high water, port side to. Max. draft 
entering harbour and berthed starboard side to is 28 ft. because of 
restricted turning basin. 
HEALTH: See “Montreal”. 
RADIO: Fox River. 
TUGS: Available. 
BERTHING: To berth starboard side to at any berth vessel is requested 
to arrive 3 hours before high water. 
STEVEDORES: Contact Agents. 
MEDICAL: Hospital and doctors available. 
TANKERS: One 12 in. line with two 8 in. connections is laid to the 
Government Wharf. Depth alongside 34 ft. LWOST. 
DENSITY: Average density 1008. 
FRESH WATER: Available at all berths from hose lines on the dock. 
50 t.p.h. 
FUEL: Available by truck if necessary. Advance notice required. 
CONSULS: None. 
GANGWAY/DECK WATCHMEN: Available if requested. 
OPENING/CLOSING HATCHES: As in Charter Party. 
REPATRIATION: Facilities exist providing sufficient notice given. 
AIRPORT: 1 flight daily from Montreal to Dalhousie and return to 
Montreal. 
TIME: Daylight Saving during Summer months. Atlantic Standard 
otherwise. 
HOLIDAYS: Official Holidays: New Years Day; Christmas Day; 
Dominion Day; Labour Day. 
POLICE: Telephone 684-5551. 
TELEPHONES: Made available upon prior arrangement. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not needed. 
AUTHORITY: Transport Canada, Harbours and Ports, P.O.Box 1270, 
Charlottetown, P.E.1. CIA 7M8. Tel: (902) 566-7973. FAX: (902) 
566-7948. Contact: Mr M.G. Cormier, Area Manager. 

Local Authority: Don Mealey, Harbour Master, Albertina Sullivan, 
Whartinger. 


(See Plan) 


DIGBY, N.S.: 44.38 N. 65.45 W. 


DOCUMENTS: See “Montreal’’. 

PILOTAGE: Usually contacted through St. John radio station by VHF. 
12 hours notice required. Pilot usually meets ships at entrance to Digby. 
As long as adequate notice is given no waiting is experienced. 
ANCHORAGE: Good Anchorage N.E. from town 15 to 25 fathoms. 
MAX. SIZE: Length 400 ft. and 28 ft. depth at low water. 

HEALTH: See “Montreal”. 

RADIO/VHF: St. John Radio call sign VAR. 

TUGS: Not normally necessary, light towing available in case of 
necessity. ; 
BERTHING: Transport Canada Spur Pier 115.0 m. long ‘F’ shaped pier, 
12 m. wide, with 100.0 m. commercial berth with 6.7 m. depth alongside 
at normal low tide (rise in the tide 6.4 m. — 8.5 m.). Berthing at outer 
boat basin can provide 100 m. with 4.6 m. depth alongside. 

FRESH WATER: Supplied by pipe-line under the wharf. 

FUEL: Diesel oil available only. 

CONSULS: None. 

REPAIRS: No major repair facilities available. 

GANGWAY/DECK WATCHMEN: Not necessary. 

OPENING/CLOSING HATCHES: Usually carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes per man, per week; 40 oz. 
alcohol per man per week for crew. 

REPATRIATION: Can be arranged. 

AIRPORT: Small local line based at St. John N.B. supplies service 
between St. John and Digby. Halifax International Airport 180 miles 
away. 

HOLIDAYS: New Year's Day (Jan. 1st); Good Friday; Easter Monday; 
Victoria Day and Queen Elizabeth Day (May 19th) Canada Day (July 
ist); Labour Day (Sept. 1st); Thanksgiving Day (Oct. 13th); 
Remembrance Day (Nov. 11th); Christmas Day (Dec. 25th). 
POLICE/FIRE/AMBULANCE: Police 245-2579; Fire 245-2121; 
Ambulance 245-2205. 

TELEPHONES: Available at cost of installation. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required or passport. 

AUTHORITY: Transport Canada, Office of Harbours and Ports — 
Maritimes Region, P.O.Box 1013, Dartmouth, N.S. B2Y 4kK2. 
Contact: The Regional Manager, Tel: (902) 426-2588. 


(See Plan) 


FRASER PORT, B.C.: 49.12 N. 122.55 W. (See Plan) 


DOCUMENTS, ANCHORAGE, and further information: 
“Vancouver, B.C.”. 

PILOTAGE: Compulsory from Fraser River Sands Heads. Contact Pilots 
through Vancouver Pilots. 12 hours notice required. Pilot boards 1 mile 
off Sandheads. Contact pilot launch on VHF Channel 74. 

MAX. SIZE: Draft limited to 35 ft. on 13 ft. tide. 

HEALTH: Pratique and quarantine at Victoria B.C. 

TUGS: Available, normally join vessel on arrival. 

BERTHING: (North and South side of river). 

Fraser-Surrey Docks Ltd.: 5 general berths, total length 3,300 ft., 1 
sawdust/woodpulp bulk cargo berth. Depths alongside at LW: Berths 
No. 1 and 2 — 35 ft. Berths No. 3, 4 and 5 — 33 ft. Berth No. 6 — 30 ft. 
Water, power and telephone connections at all berths. Cargoes handled 
include forest products, steel, heavy lifts, bulk and general cargo, as 
well as Roll-on/Roll-off cargoes and containers. Terminal well equipped 
with fork lifts, front-end loaders, cranes to 250 tons and 2 40 ton Paceco 
Portainers. Operators are Fraser Surrey Docks Ltd. 

Fraser Wharves Ltd.: 1 berth, length 500 ft., width 45 ft., depth 35 ft. 
Berth for loading and unloading cars. 

Annacias Auto Terminals.: 2 berths. No. 1 length 700 ft., width 200 ft. 
depth 34 ft. No. 2 length 565 ft., width 60 ft., depth 34 ft. Situated at East 
end of Annacis Island for discharging of cars. 

Chatterton Petro-Chemicals Ltd.: 1 berth, length 610 ft., depth 27 ft. 
Berth connected to plant by 30 in. conveyor belt system for transfer of 
crude rock gypsum to the plant. Berth is upstream of the Patullo Bridge. 
Crown Forest Industries Ltd.: 2 berths, total length 1,300 ft., depth at 
LW 30 ft. Berth is upstream of the Patullo Bridge. 

MEDICAL: All services available. 

DENSITY: Varies with location and season. 

FRESH WATER: Available. 

FUEL: All grades available. 

CONSULS: At Vancouver. 

REPAIRS: Engine repairs only. 

AIRPORT: Nearest is Vancouver International. 
POLICE/AMBULANCE/FIRE: Ambulance 872-5151. 

SHORE LEAVE: Allowed. 

DEVELOPMENTS: Future developments call for channel improvement, 
Toke berthing facilities and intermodal facility — (16 hectare by 
AUTHORITY: Fraser River Harbour Commission, Suite 505, 
713 Columbia Street, New Westminster, B.C., Canada V3M 1B2. 
Tel: (604) 524-6655. Contact: R. C. Pearce, Port Manager. 


Refer to 


CANADA 


GASPE, Quebec: 48.50 N. 64.29 W. (See Plan) 
DOCUMENTS: 
Immigration Documents: 

Passenger Landing Cards (Tourist) 1 each passenger. 

1 Crew List from Immigration. 

2 Passenger Lists. 
Customs Documents: 

3 Inward Reports. 

3 Outward Reports. 

3 Ship Stores Lists (Form E.1). 

3 Crew Declarations (Form Y.14). 
National Health and Welfare: 

2 QS.1 Maritime Declarations of Health. 

Manifests required for cargo unloaded only. 
PILOTAGE: Not compulsory but recommended. Pilots available. To 
obtain Pilot, arrange by radio phone through marine radio station VCG 
at Fox River, Gaspe PQ, on receipt of message either to Agent (Robert 
Lagace, see “Authority’) or Port Authority, Pilot and other arrangements 
can be made. 
MAX. SIZE: Vessels of 650 ft. and over have both docked and anchored. 
Tide has no effect as it is very sheltered. Government Wharf depth 35 ft. 


LW. 

HEALTH: On arrival in Canadian waters Master applies for Radio 
Pratique by radio to Quarantine Officer at Quebec City. Master flies 
yellow flag on arrival and until Medical Officer decides it can be lowered 
or otherwise according to regulations. See also “Montreal”. 

RADIO: VCG Marine Station Fox River, Gaspe PQ. 

TUGS: Not necessary, no tugs available unless called for in emergency. 
Line boats available for docking, by arrangement. 

BERTHING: Transport Canada (Sandy Beach) Wharf: Wharf re-built in 
1986. Berthing length 600 ft., depth alongside at LW 33 ft. to 35 ft. outer 
face and about 26 ft. inner side; railroad tracks on wharf, oil tanks, 
electric light and water. 

STEVEDORES: Good stevedoring available at all times and hours. 
MEDICAL: Hospital and ambulance service. 

TANKERS: Oil lines on Transport Canada Wharf owned and used by 
Gulf Oil Canada, Irving Oil, Shell Canada Limited and Imperial Oil. These 
lines are privately owned. 

FRESH WATER: Available, arranged through ship's Agent. 

FUEL: Light and medium diesel available at all times. If bunker fuel 
required, on request it will be brought in by tanker car. 

CONSULS: None. 

REPAIRS: Only minor repairs. 

OPENING/CLOSING HATCHES: Done by ship's crew. 

CUSTOMS ALLOWANCES: On arrival officers and crew permitted 
1 bottle and 200 cigarettes and 1 Ib. of tobacco for period of 1 week, 
further allowances of tobacco given after 1 week, as well as spirits to 
Master only. 

REPATRIATION: May be arranged by Agent subject to Immigration 
control. 

AIRPORT: Situated about 7 miles from the dock. Twice daily service to 
Quebec and Montreal. Connections to all parts from Montreal. Charter 
passengers and freight flights also available. 

HOLIDAYS: Saturday, New Year (January 1st); Good Friday; Victoria 
Day (May 19th); Confederation Day (July 1st); Labour Day (September 
1st); Thanksgiving Day (about October 13th); Remembrance Day 
(November 11th); Christmas Day (December 25th). There are a few 
other R.C. Church days on which some men are not obtainable. On 
most of these holidays stevedores and men are available. 
POLICE/AMBULANCE/FIRE: Police area 418 call 368-3232. Local 
RCMP area 418 call 368-2543. Ambulance Area 418 call 368-2835. 
TELEPHONES: Possible arrangements may be made with local 
telephone company for installations to vessel. 

SERVICES: Radar repairman available. 

Ship Supply Service and Shipping Agent: Calypso Agencies Inc., 
P.O.Box 890, Gaspe, Province Quebec, GOC 1RO. Tel: (418) 368-3648. 
Telex: 0142236. Cables: Calypso. Fax: (418) 368-7134. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Transport Canada, C.P. 1101, Gaspe, Province Quebec, 
Canada GOC 1RO. Tel: (418) 368-5351. Contact: L. Sinnet, Harbour 
Master. 


GOOSE BAY, Labrador: 53.22 N. 60.22 W. 


DOCUMENTS, HEALTH: See “Montreal”. 

PILOTAGE: Not compulsory. 2 Pilots available; 12 hours notice of arrival 
required with confirmation 8 hours and 4 hours before arrival. Contact 
Pilot on radio-telephone 2182 kHz (working 2716 kHz), calling ‘Victor 
Gulf Whiskey”. Pilot station at Rigolet (92 miles from Terrington Basin). 
ANCHORAGE: Good anchorage, with excellent holding ground in 36 ft. 
(11 m.), mud, can be obtained in the central part of Terrington Basin. 
Ships carrying dangerous cargoes must use the designated Explosives 
Anchorage situated 2 miles N.E. of Groves Point. 

RESTRICTIONS: Navigation season early June to end November 
depending on pack ice movements. Approach — Sandy Point Channel 
at entrance to Goose Bay and 15 miles from the dock has a width of 
300 ft. Harbour Master advises draft of 31 ft. HWF. Groves Point 
Channel at entrance to Terrington Basin and 1.5 miles from Main Dock 
has depth of 32 ft. HWF and width of 300 ft. 

Caution: When a tanker is seen to be leaving her berth in Terrington 
Basin or is in or approaching Terrington Narrows, she shall be granted 
the right of way, and other vessels must not be navigated into the 
narrows until the tanker is well clear of the channel. 
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POLICE/AMBULANCE/FIRE: Police: Alongside Corner Brook Pulp and 
Paper Ltd., Ext. 274, Mill Guards. Local Police. Area Code: (709) 637- 
4400. 
Ambulance: Alongside Corner Brook Pulp and Paper Ltd., Ext. 274, 
Ambulance. City Area Code: (709) 634-5611. 
Fire: Alongside Corner Brook Pulp and Paper Ltd. Ext. 274, Mill Brigade. 
City Area Code: (709) 634-4333. 
Hospital: 634-5000. 
TELEPHONES: (Vessels at Corner Brook Pulp and Paper Ltd. 
premises). None available on board ships, but phones are on the whart 
in nearby offices. 

Other port users: Can be available at installation and service costs. 
SERVICES: Compass adjuster can be engaged. 
SHORE LEAVE: Discretion of Master. No port regulations. 
IDENTITY CARDS: Every Crew member should be in possession of 
some form of identity card. 
GENERAL: Ice coverage can be expected between January 1st and 
April 15th. Shipmasters should contact “Ecareg Ice Halifax”, Nova 
Scotia, Tel: (Area code 902) 526-5664 or 426-5665. Telex No. 019- 
22625 for routing and Icebreaker assistance. 36 hours ETA in Cabot 
Strait is required. 
AUTHORITY: Corner Brook Pulp and Paper Ltd., P.O.Box 2001, Corner 
Brook, Newfoundland, Canada A2H 6J4. Contacts: Mr. Ellison Butt, 
Harbour Master. Tel: (709) 637-4282 or Terminal Manager, Westerm 
(1983) Ltd., Tel: (709) 639 8961. Telex: 0614-44193 (Westerm Cnbk). 
Cables: Westerm. 

Mr. D. Kearley, Customs and Immigration, Tel: (709) 637 4494. 

Mr. W. G. Hull, Shipping Superintendent, Corner Brook Pulp and 
Paper Ltd. Tel. (709) 634-2810 or 637-3291. Telex: 016-44278 
(Krugship Cnbk.). Cables: Krugship. 


COWICHAN BAY, B.C.: 48.45 N. 123.36 W. (See Plan) 


LOCATION: Lat. 48° 44’ 50” N., Long. 123° 36’ W. Cowichan Bay is 
entered from Satellite Channel Southward of Separation Point and 
extends 4.8 km. Westwards, terminating in a large mud flat that is the 
estuary of the Cowichan and Koksilah Rivers. 
PILOTAGE: Compulsory, Pacific Pilotage Authority rates. 
APPROACHES: The bay is deep and without danger. The deep sea 
berths at the S.W. corner of the bay on the edge of the mud flat have 
deep, open water approaches. 
ANCHORAGE: Cowichan Bay Anchorage — 8 permanent anchorages 
in depths of approx. 40 m. — 50 m. on a line starting 700 m. S.S.W. of 
Skinner Point and ranging with 3 designated anchorage along the 
Northern side of Cowichan Bay to Separation Point and then on the 
Southern side of Satellite Channel with 5 designated anchorages from 
Separation Point to 1,000 m. North of Hatch Point. Anchorage can also 
be afforded to small vessels at Genoa Bay, in depths of 4.6 m. — 11 m. 
which has a rock marked by a beacon in the middle of its entrance, and 
two other rock hazards nearby. 
MAX. SIZE: Largest Vessel: LOA 200.51 m., beam 30.89 m. 4 
TUGS: Tug services at Cowichan Bay are provided by Falt Towing Ltd., 
1805 Pritchard Road, Cowichan Bay, B.C. VOR 1NO. Tel: 748-8175. Falt 
Towing has one 500 h.p. and two 300 h.p. tugs operating from Cowichan 
Bay and can supply additional tugs as required with a minimum of 
48 hours’ notice. 
BERTHING: Deep Sea Vessels: The CNR Wharf is owned by Canadian 
National Railways and is operated by Westcan Terminals Ltd., P.O. Box 
1442, 189 Dallas Road, Victoria, B.C. V8W 2X2. Tel: 386-1321. 
Telex: 049-7312. The deep sea wharf consists of two berths used mainly 
for loading forest products. 

ane No. 1 (South end) has a length of 155 m. and a depth alongside 
of 9.3m. 

Berth No. 2 (North end) has a length of 198 m. and a depth alongside 
of 8.3 m. 

At a distance of 3 m. from the wharf face the minimum depth alongside 
for No. 1 is 9.9 m. and No. 2 is 9.7 m. 

Log bundles can be made available to adjust the vessel's position 
alongside for draft considerations. 

The South end of Berth No. 1 has a rail barge slip which connects to 
the rail car handling and loading facility at the terminal and the rail lines 
on Vancouver Island. 

Note: Berth depths alongside CNR Wharf taken from depth survey by 
Canadian Hydrographic Service April and May 1980. 

Small Vessels: There is a Government Wharf situated on the South 
shore for small vessels only, with depths of 5.2 m. — 6.1 m. alongside. 
A pile and timber breakwater protects several floats attached to the 
Eastern and Western sides of the wharf approach structure. The area 
inside the breakwater and East of the wharf has been dredged to a 
depth of 3.0 m. A number of privately owned wharves and floats are 
pry: Westward of the Government Wharf, along the Southern shore 
of the bay. 

STEVEDORES: Westcan Terminals/Stevedores Ltd. offers 24 hour 
7 day cargo handling services. Shifts: first 0100-0430, 0500-0800; 
second 0800-1200, 1300—1700; third 1700-2100, 2130-0100. Work 
ceases 1200 hrs. on Christmas Eve and New Year's Day. 

MEDICAL: Full medical facilities available at the Cowichan District 
Hospital in the town of Duncan, 10 km. away. Dental facilities also 
available in Duncan. 

FRESH WATER: Available at berth by local water tanker truck and at 
berth or at anchor by water barge from Vancouver. 

FUEL: Diesel fuel, gasoline and other petroleum products are available 
in moderate quantities by tanker truck at berth. Heavy fuel and large 
amounts of bunkers available by bunker barge from Vancouver. 
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REPAIRS: See “Victoria”, B.C. for information on the graving dock and 
ship repair facilities in Esquimalt, a suburb of Victoria 60 km. S.S.W. of 
Cowichan Bay. 
SERVICES: The following general services are available in the 
Cowichan Bay/Duncan area or from Victoria, B.C. 
Decca: Racal Decca Canada Inc., 353 Harbour Road, Victoria, B.C. 
V9A 3S2. Tel: 388-6257. 
Fumigation: PCO Pied Piper, 3374 Burns Avenue, Victoria, B.C. V8Z 
3P2. Tel: 388-9721. 
International Garbage: C.W. Disposals Ltd., P.O.Box 279, Duncan, B.C. 
VOL 3X3. Tel: 746-4589. 
Laundry: Chemainus Laundromat & Dry Cleaners, 9870 Croft Street, 
Chemainus, B.C. VOR 1KO. Tel: 246-9912. 
Marconi: Canadian Marconi Co., 1 Burnside Road W., Victoria, B.C. 
V9A 1B2. Tel: 386-9414. 
Surveyors: Argus Marine Ltd., 2924 Wilkinson Road, RR 2, Mill Bay, 
B.C. VOR 2P0. Tel: 743-3463. Hull and cargo. 
Lloyd's Register of Shipping, non-exclusive surveyor for hull, 
machinery and cargo attached to Marine Design Associates below. 
Marine Design Associates, 493B Garbally Road, Victoria, B.C. V8T 
2J9. Tel: 384-4191. Telex: 049-7397. Hull, machinery and cargo. 
Welding: Duncan Iron Works Ltd., P.O.Box 855, RR 3, Allenby Road, 
Duncan, B.C. V9L 3Y2. Tel: 746-5147. 
AUTHORITY: Transport Canada, 6th Floor, 224 West Esplanade 
Avenue, North Vancouver, British Columbia V7M 3J7. Tel: 984-3800. 
Telex: 04-53235. 
Contact: Harbour Master — Victoria, Esquimalt, Crofton and Cowichan 
Bay, Tel: 388-3578. Mr. W. H. Briscoe, Government Wharfinger, 
Tel: 746-5215. 


DALHOUSIE, N.B.: 48.04 N. 66.22 W. 


DOCUMENTS: 

Ship's Register. 

Load Line. 

Safety Radio and Safety Equipment Certificates. 

Stores List and Crew Declaration (E—17, Y—14), if from foreign port. 

Pratique, if from a Foreign Port. 

Imrnigration Clearance from last Canadian Port. 

If from a Foreign Port, 2 copies of crew list. 
For Shipping Master: Ship's Articles if British or Canadian Registry. 
PILOTAGE: Telegram sent to Restigouche Pilots, Dalhousie, N.B., or 
to vessel's Agent. 6 hours minimum notice required except during Winter 
operations (January — April). Pilot vessel is a 40 ft. steel hull, black, grey 
superstructure, displays proper flag by day and proper lights by night. 
Pilots meet and board all inbound vessels in position Lat. 48° 03’ N., 
Long. 66° 15’ W. Pilots prefer pilot ladder for boarding. 
ANCHORAGES: Safe anchorage 1.5 miles offshore due East of harbour 
entrance. Pilots will board vessels for anchorage in from 6 to 12 fathoms. 
RESTRICTIONS: Tide restrictions if vessel exceeds 28 ft. on arrival. 
MAX. SIZE: Max. length 750 ft, beam 100 ft., draft 34 ft. at the 
Government Wharf, including oil and bulk carriers. Vessels approaching 
these dimensions must berth at high water, port side to. Max. draft 
entering harbour and berthed starboard side to is 28 ft. because of 
restricted turning basin. 
HEALTH: See “Montreal”. 
RADIO: Fox River. 
TUGS: Available. 
BERTHING: To berth starboard side to at any berth vessel is requested 
to arrive 3 hours before high water. 
STEVEDORES: Contact Agents. 
MEDICAL: Hospital and doctors available. 
TANKERS: One 12 in. line with two 8 in. connections is laid to the 
Government Wharf. Depth alongside 34 ft. LWOST. 
DENSITY: Average density 1008. 
FRESH WATER: Available at all berths from hose lines on the dock. 
50 t.p.h. 
FUEL: Available by truck if necessary. Advance notice required. 
CONSULS: None. 
GANGWAY/DECK WATCHMEN: Available if requested. 
OPENING/CLOSING HATCHES: As in Charter Party. 
REPATRIATION: Facilities exist providing sufficient notice given. 
AIRPORT: 1 flight daily from Montreal to Dalhousie and return to 
Montreal. 
TIME: Daylight Saving during Summer months. Atlantic Standard 
otherwise. 
HOLIDAYS: Official Holidays: New Years Day; Christmas Day; 
Dominion Day; Labour Day. 
POLICE: Telephone 684-5551. 
TELEPHONES: Made available upon prior arrangement. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not needed. 
AUTHORITY: Transport Canada, Harbours and Ports, P.O.Box 1270, 
Charlottetown, P.E.|. CIA 7M8. Tel: (902) 566-7973. FAX: (902) 
566-7948. Contact: Mr M.G. Cormier, Area Manager. 

Local Authority: Don Mealey, Harbour Master, Albertina Sullivan, 
Whartinger. 


(See Plan) 
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DIGBY, N.S.: 44.38 N. 65.45 W. 


DOCUMENTS: See “Montreal”. 

PILOTAGE: Usually contacted through St. John radio station by VHF. 
12 hours notice required. Pilot usually meets ships at entrance to Digby. 
As long as adequate notice is given no waiting is experienced. 
ANCHORAGE: Good Anchorage N.E. from town 15 to 25 fathoms. 
MAX. SIZE: Length 400 ft. and 28 ft. depth at low water. 

HEALTH: See “Montreal”. 

RADIO/VHF: St. John Radio call sign VAR. 

TUGS: Not normally necessary, light towing available in case of 
necessity. 

BERTHING: Transport Canada Spur Pier 115.0 m. long ‘F' shaped pier, 
12 m. wide, with 100.0 m. commercial berth with 6.7 m. depth alongside 
at normal low tide (rise in the tide 6.4m. — 8.5 m.). Berthing at outer 
boat basin can provide 100 m. with 4.6 m. depth alongside. 

FRESH WATER: Supplied by pipe-line under the wharf. 

FUEL: Diesel oil available only. 

CONSULS: None. 

REPAIRS: No major repair facilities available. 

GANGWAY/DECK WATCHMEN: Not necessary. 

OPENING/CLOSING HATCHES: Usually carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes per man, per week; 40 oz. 
alcohol per man per week for crew. 

REPATRIATION: Can be arranged. 

AIRPORT: Small local line based at St. John N.B. supplies service 
between St. John and Digby. Halifax International Airport 180 miles 


(See Plan) 


away. 
HOLIDAYS: New Year's Day (Jan. 1st); Good Friday; Easter Monday; 
Victoria Day and Queen Elizabeth Day (May 19th) Canada Day (July 
ist); Labour Day (Sept. 1st); Thanksgiving Day (Oct. 13th); 
Remembrance Day (Nov. 11th); Christmas Day (Dec. 25th). 
POLICE/FIRE/AMBULANCE: Police 245-2579; Fire 245-2121; 
Ambulance 245-2205. 

TELEPHONES: Available at cost of installation. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required or passport. 

AUTHORITY: Transport Canada, Office of Harbours and Ports — 
Maritimes Region, P.O.Box 1013, Dartmouth, N.S. B2Y 4K2. 
Contact: The Regional Manager, Tel: (902) 426-2588. 


FRASER PORT, B.C.: 49.12 N. 122.55 W. (See Plan) 


DOCUMENTS, ANCHORAGE, and further information: 
“Vancouver, B.C.”. 

PILOTAGE: Compulsory from Fraser River Sands Heads. Contact Pilots 
through Vancouver Pilots. 12 hours notice required. Pilot boards 1 mile 
off Sandheads. Contact pilot launch on VHF Channel 74. 

MAX. SIZE: Draft limited to 35 ft. on 13 ft. tide. 

HEALTH: Pratique and quarantine at Victoria B.C. 

TUGS: Available, normally join vessel on arrival. 

BERTHING: (North and South side of river). 

Fraser-Surrey Docks Ltd.: 5 general berths, total length 3,300 ft., 1 
sawdust/woodpulp bulk cargo berth. Depths alongside at LW: Berths 
No. 1 and 2 — 35 ft. Berths No. 3, 4 and 5 — 33 ft. Berth No. 6 — 30 ft. 
Water, power and telephone connections at all berths. Cargoes handled 
include forest products, steel, heavy lifts, bulk and general cargo, as 
well as Roll-on/Roll-off cargoes and containers. Terminal well equipped 
with fork lifts, front-end loaders, cranes to 250 tons and 2 40 ton Paceco 
Portainers. Operators are Fraser Surrey Docks Ltd. 

Fraser Wharves Ltd.: 1 berth, length 500 ft., width 45 ft., depth 35 ft. 
Berth for loading and unloading cars. 

Annacias Auto Terminals.: 2 berths. No. 1 length 700 ft., width 200 ft. 
depth 34 ft. No. 2 length 565 ft., width 60 ft., depth 34 ft. Situated at East 
end of Annacis Island for discharging of cars. 

Chatterton Petro-Chemicals Ltd.: 1 berth, length 610 ft., depth 27 ft. 
Berth connected to plant by 30 in. conveyor belt system for transfer of 
crude rock gypsum to the plant. Berth is upstream of the Patullo Bridge. 
Crown Forest Industries Ltd.: 2 berths, total length 1,300 ft., depth at 
LW 30 ft. Berth is upstream of the Patullo Bridge. 

MEDICAL: All services available. 

DENSITY: Varies with location and season. 

FRESH WATER: Available. 

FUEL: All grades available. 

CONSULS: At Vancouver. 

REPAIRS: Engine repairs only. 

AIRPORT: Nearest is Vancouver International. 
POLICE/AMBULANCE/FIRE: Ambulance 872-5151. 

SHORE LEAVE: Allowed. 

DEVELOPMENTS: Future developments call for channel improvement, 
1900) berthing facilities and intermodal facility — (16 hectare by 
AUTHORITY: Fraser River Harbour Commission, Suite 505, 
713 Columbia Street, New Westminster, B.C., Canada V3M 1B2. 
Tel: (604) 524-6655. Contact: R. C. Pearce, Port Manager. 


Refer to 


CANADA 


GASPE, Quebec: 48.50 N. 64.29 W. (See Plan) 
DOCUMENTS: 
Immigration Documents: 

Passenger Landing Cards (Tourist) 1 each passenger. 

1 Crew List from Immigration. 

2 Passenger Lists. 
Customs Documents: 

3 Inward Reports. 

3 Outward Reports. 

3 Ship Stores Lists (Form E.1). 

3 Crew Declarations (Form Y.14). 
National Health and Welfare: 

2 QS.1 Maritime Declarations of Health. 

Manifests required for cargo unloaded only. 
PILOTAGE: Not compulsory but recommended. Pilots available. To 
obtain Pilot, arrange by radio phone through marine radio station VCG 
at Fox River, Gaspe PQ, on receipt of message either to Agent (Robert 
Lagace, see “Authority’) or Port Authority, Pilot and other arrangements 
can be made. 
MAX. SIZE: Vessels of 650 ft. and over have both docked and anchored. 
Tide has no effect as it is very sheltered. Government Wharf depth 35 ft. 
LW 


HEALTH: On arrival in Canadian waters Master applies for Radio 
Pratique by radio to Quarantine Officer at Quebec City. Master flies 
yellow flag on arrival and until Medical Officer decides it can be lowered 
or otherwise according to regulations. See also “Montreal”. 

RADIO: VCG Marine Station Fox River, Gaspe PQ. 

TUGS: Not necessary, no tugs available unless called for in emergency. 
Line boats available for docking, by arrangement. 

BERTHING: Transport Canada (Sandy Beach) Wharf: Wharf re-built in 
1986. Berthing length 600 ft., depth alongside at LW 33 ft. to 35 ft. outer 
face and about 26 ft. inner side; railroad tracks on wharf, oil tanks, 
electric light and water. 

STEVEDORES: Good stevedoring available at all times and hours. 
MEDICAL: Hospital and ambulance service. 

TANKERS: Oil lines on Transport Canada Wharf owned and used by 
Gulf Oil Canada, Irving Oil, Shell Canada Limited and Imperial Oil. These 
lines are privately owned. 

FRESH WATER: Available, arranged through ship’s Agent. 

FUEL: Light and medium diesel available at all times. If bunker fuel 
required, on request it will be brought in by tanker car. 

CONSULS: None. 

REPAIRS: Only minor repairs. 

OPENING/CLOSING HATCHES: Done by ship's crew. 

CUSTOMS ALLOWANCES: On arrival officers and crew permitted 
1 bottle and 200 cigarettes and 1 |b. of tobacco for period of 1 week, 
further allowances of tobacco given after 1 week, as well as spirits to 
Master only. 

REPATRIATION: May be arranged by Agent subject to Immigration 
control. 

AIRPORT: Situated about 7 miles from the dock. Twice daily service to 
Quebec and Montreal. Connections to all parts from Montreal. Charter 
passengers and freight flights also available. 

HOLIDAYS: Saturday, New Year (January 1st); Good Friday; Victoria 
Day (May 19th); Confederation Day (July 1st); Labour Day (September 
1st); Thanksgiving Day (about October 13th); Remembrance Day 
(November 11th); Christmas Day (December 25th). There are a few 
other R.C. Church days on which some men are not obtainable. On 
most of these holidays stevedores and men are available. 
POLICE/AMBULANCE/FIRE: Police area 418 call 368-3232. Local 
RCMP area 418 call 368-2543. Ambulance Area 418 call 368-2835. 
TELEPHONES: Possible arrangements may be made with local 
telephone company for installations to vessel. 

SERVICES: Radar repairman available. 

Ship Supply Service and Shipping Agent: Calypso Agencies Inc., 
P.O.Box 890, Gaspe, Province Quebec, GOC 1RO. Tel: (418) 368-3648. 
Telex: 0142236. Cables: Calypso. Fax: (418) 368-7134. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Transport Canada, C.P. 1101, Gaspe, Province Quebec, 
Canada GOC 1RO. Tel: (418) 368-5351. Contact: L. Sinnet, Harbour 
Master. 


GOOSE BAY, Labrador: 53.22 N. 60.22 W. 


DOCUMENTS, HEALTH: See “Montreal”. 

PILOTAGE: Not compulsory. 2 Pilots available; 12 hours notice of arrival 
required with confirmation 8 hours and 4 hours before arrival. Contact 
Pilot on radio-telephone 2182 kHz (working 2716 kHz), calling “Victor 
Gulf Whiskey”. Pilot station at Rigolet (92 miles from Terrington Basin). 
ANCHORAGE: Good anchorage, with excellent holding ground in 36 ft. 
(11 m.), mud, can be obtained in the central part of Terrington Basin. 
Ships carrying dangerous cargoes must use the designated Explosives 
Anchorage situated 2 miles N.E. of Groves Point. 

RESTRICTIONS: Navigation season early June to end November 
depending on pack ice movements. Approach — Sandy Point Channel 
at entrance to Goose Bay and 15 miles from the dock has a width of 
300 ft. Harbour Master advises draft of 31 ft. HWF. Groves Point 
Channel at entrance to Terrington Basin and 1.5 miles from Main Dock 
has depth of 32 ft. HWF and width of 300 ft. 

Caution: When a tanker is seen to be leaving her berth in Terrington 
Basin or is in or approaching Terrington Narrows, she shall be granted 
the right of way, and other vessels must not be navigated into the 
narrows until the tanker is well clear of the channel. 
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Ice: The entry into Goose Bay Harbour is entirely dependent upon ice 
conditions at the seaward end of Hamilton Inlet. ice begins to form in 
Terrington Basin between the latter part of October and mid November, 
with complete coverage occurring any time between early November 
and the beginning of December. During Winter the ice attains a thickness 
of about 42 in. (1.1 m.). Break-up generally occurs between the third 
week of April and the first week of June. 
MAX. SIZE: Max. draft at Government Wharf 19 ft. 06 in. 
Also see ‘“Berthing’’. 
VHF: Pilot vessel on Channels 51 and 16. 
TUGS: There are no tugs. 3 landing craft available to assist. 
BERTHING: The main Government Wharf is situated 1.5 miles W.S.W. 
of Terrington Narrows; it has a berthing length of 810 ft. (247 m.) and 
was dredged to 30 ft. (9.1 m.) in 1971, but some silting has occurred 
and up-to-date depths should be obtained from the Harbour Master. 
There are 5 large storage sheds on the structure. The office of the 
Harbour Master is in a building on the main road leading from the wharf. 
Another Government Wharf is situated 0.4 miles N.W. of the main 
Government Wharf; it has a depth of 21 ft. (6.4 m.) at the outer end. 
STEVEDORES: A local stevedoring company can provide labour for 
handling cargo. There are no fixed cranes on the wharves, but mobile 
cranes can be hired locally. 
TANKERS: There is a small oil wharf used for discharging petroleum 
products at the E.S.E. end of the main Government Whar. It has a depth 
of 18 ft. (5.5 m.) at its outer end. 
DENSITY: 1000. 
FRESH WATER: Available alongside berths. 
FUEL: Light diesel oil available by pipe-line at the main Government 
Wharf. 
REPAIRS: Only minor repairs may be effected in emergency. 
AIRPORT: 1.5 miles distant. 
HOLIDAYS: New Year's Day; Good Friday; July 1st; Labour Day; 
November 11th; Christmas Day; Boxing Day. 
GENERAL: 
Communications: Telephone. Canadian Coastguard Radio Station (see 
“Radio Aids to Marine Navigation’). 
Transportation: Airfield with frequent scheduled service by Eastern 
Provincial Airways to other Newfoundland centres and the mainland. 
Scheduled cargo and cargo/passenger services during the navigation 
season by Chimo Shipping Limited and CN Marine. 
Mail: Post Office. 
Accommodation: Several motels. 
Medical: Hospital. 
Banks: Royal Bank and Bank of Nova Scotia. 
Police: RCMP detatchment. 
Supplies: Hudson's Bay Company store and several smaller stores. 
Customs: Port of Entry; the Customs Office is situated at Goose Airfield. 
AUTHORITY: Harbours and Ports Directorate, P.O.Box 1300, 
St. John’s, Newfoundland A1C 6H8, Canada. Telex: 016 3369. 
Contact: D. A. Lester. 
Transport Canada, Goose Bay. Contact: George Shiwak, Harbour 
Master. Tel: (709) 896-2569. 


GRAND BANK, Newfoundland: 47.06 N. 55.45 N. 
(See Plan) 


PORT LIMITS: A line drawn from Grand Bank Head to L’Anse au 
Loup Pt. defines the port limits. 

PILOTAGE: Pilotage is not compulsory, but recommended for those 
without local knowledge. A licensed Pilot can be arranged by giving 24 
hours notice of requirement to Pilots, St. John's. The Pilot will board off 
St. John's in position Lat. 47° 33’ 42” N., Long. 52° 37' 54” W. or off 
Grand Bank Harbour provided the vessel's local Agent arranges for a 
boat to embark the Pilot. The Atlantic Pilotage Authority pilot boat No. 2 
is used at St. John’s; this boat guards VHF Channels 16 and 11 
(156.8 and 156.55 MHz.). Alternatively, Shipmaster’s may arrange to 
use local persons in the town for pilotage purposes. 

ANCHORAGES: Vessels may anchor in depths of 10 fathoms (18.3 m.) 
off Grand Bank, but the holding ground has been reported as poor. 
RADIO: C.G.R.D.O. station St. Lawrence, call sign VCP is the best 
station for vessels to route ETA cables to Agents, receivers, etc. Telex 
communication available 

BERTHING: The Western Breakwater (deck elevation 4.4 m.), about 
600 ft. (183 m.) in length, affords protection to the harbour entrance 
between the Western Pier and the Eastern Breakwater. In 1977, there 
was a least depth of 14 ft. (4.3 m.) alongside the Western Pier. Marine 
coastal vessels berth at this pier which is 240 ft. (73 m.) long. The deck 
of the wharf has an elevation of about 1.2 m. (4 ft.). A shed, 60 ft. by 
41 ft. (18m. by 12™m.), is located adjacent to the pier. Least depth 
alongside 3.7 m. 

A fish wharf 245 ft. (75 m.) in length, situated on the East side of the 
harbour, had a least depth of 16 ft. (4.9 m.) alongside in 1977. A fish- 
packing plant is situated on the wharf. 

Marginal wharf length 1,140 ft., depth alongside 14 ft. — 18 ft. LWOST. 

A government whart is situated at the South end of the harbour. The 
harbour is open all year round. 

CRANES: Small mobile cranes only. 

MEDICAL: Cottage hospital within the town. 

FRESH WATER: Available. 

FUEL: Limited supplies of fuel and diesel oil available. 
GANGWAY/DECK WATCHMEN: Usually ship's crew, ship’s gangway 
used. 

BANKING: Services available. 

EMERGENCY CO-ORDINATION CENTRE: Coast Guard, Search and 
Rescue, St. John’s Tel: (709) 772-5151. 
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SHORE LEAVE: No restrictions. 

GENERAL: Chart: 4611. 

AUTHORITY: Harbour Authority of Grand Bank, c/o Bruce Rose, P.O. 
Box 211, Grand Bank, Newfoundland, AOE 1WO. Tel: (709) 832-1672. 
Contact: Bruce Rose. 


GROS CACOUNA, Quebec: 47.56 N. 69.31 W. 


PILOTAGE: Compulsory. 

APPROACHES: Navigable entrance of 110m. width between 
breakwaters with a depth of 8.9 m. and 9.5 m. in basin and alongside 
wharf respectively. Occasional icebreaker assistance may be required 
during Winter. 

RADIO: Quebec Radio (VCC). 

TUGS: Not available and not required by power driven vessels. 
BERTHING: 


Berth Length Max. Draft 
No. (m.) (m.) 
1 135 10.2 


2 135 10.2 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Work possible on holidays and weekends with notice. 
MEDICAL: Hospital available locally. 
FRESH WATER: Available. 
FUEL: Diesel oil available. 
REPAIRS: Minor repairs possible. 
DRY DOCKS: Nearest dry dock at Lauzon (Quebec), 95 miles West of 
Gros Cacouna. 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, Queen's 
Day (4th Monday in May), Dominion Day (July 1st), Labour Day (1st 
Monday in September), Thanksgiving (2nd Monday in October), 
Remembrance Day (November 11th) and Christmas (December 25th 
and 26th). 
TIME: GMT minus 5 hours. GMT minus 4 hours in Summer (first Sunday 
in April to last Sunday in October). 
GENERAL: Chart: Canadian Chart No. 1234. 
Formalities: Port of Entry for Customs and Immigration. Quarantine 
service available from Quebec City. 
Services: Banks, post office, provisions, fumigation. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, Quebec 
Province, G1K 4B8. Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 
648-4236. Contact: R. Lebel, Harbour Master — Gros Cacouna. 
Tel: (418) 867-1784, (418) 682-7605. 


HALIFAX, N.S.: 44.39 N. 63.34 W. (See Plan) 
DOCUMENTS: 

Port Doctor: Form QS1; Crew Vaccination Certificates; Derat 
Certificate. 


Customs: Customs Clearance or Certificate From Last Port; Cargo 
List (if no cargo, words “In Ballast” entered); Bonded Stores List 
(Form E.1); Crew Declaration for each crew member (Form Y14). 
Ship's Register; Safety Radio, Load Line and Safety Equipment 
Certificates. 

Immigration: Crew List (Form 200) in duplicate in English; all crew 
Passports (returned prior to sailing). 

PILOTAGE: Compulsory. Essential send arrival notice by radio to avoid 
delay in waiting Pilot. 12 hour notice of ETA required and confirmed or 
corrected 3 hours before arrival. All times must be GMT. Radio 
messages should be addressed Marine Aid Centre, Chebucto Head. All 
pilotage messages subject to full tolls. 

When possible, Pilots will board in vicinity of Inner Automatic Light 
and Whistle Buoy situated about 2 miles N.E. of Chebucto Head. In 
heavy weather not always possible for pilot vessel to take up station at 
above position, but will proceed as far seaward as feasible to embark 
or disembark Pilot. 

In normal weather pilot vessel shall, in daytime, fly Pilot flag, and at 
night will show lights required by international regulations. In abnormal 
weather — fog, mist, snow, heavy rainstorms — when on station on 
pilotage duty, in addition to regular signals, will blow 4 long blasts at 
regular intervals. Vessel requiring Pilot should blow 4 short blasts on 
whistle at intervals until pilot boat sighted. Pilot boats equipped with 
radar and stand-by on radio telephone operating on frequency of 
156.8 MHz or Channel 16 under international VHF designations. 

ETA: For provisional clearance to enter the Halifax Marine Traffic 
Regulating Zone, vessels should supply the following information to 
“Halifax Traffic”: 

Position. 

ETA Zone Limit (Zone boundary is approximately 16 miles radius 
from Chebucto Head). 

Destination and last port. 

Draft. 

Description and weight of pollutants or any dirty cargo carried. 
Deficiencies in ship's navigational equipment, engine's steering 
gear or anchors. 

Any leakage of pollutants or any damage which may result in 
pollution. 

Pilots must be advised ETA 12 hours and 3 hours prior arrival at 
the Pilots Boarding Station, using GMT, to “Pilots Halifax’. 
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For final clearance to enter the Halifax Marine Traffic Regulation Zone: 


1. Report to “Halifax Traffic’ on VHF Channel 14 or 2182 kHz, when 
approaching the zone boundary. 
2. Report to “Halifax Traffic’ when approaching zone boundaries 
approximately 8 and 4 miles radius from Chebucto Head. 
Vessels leaving Halifax are to report to “Halifax Traffic’ when 
approaching zone boundaries. 
ANCHORAGE: Vessels anchor in harbour in areas designated by 
Halifax Port Corporation.. 
RESTRICTIONS: Controlling depth in channels of approach 60 ft. in 
main harbour as far as the Narrows. Ice free all year. Ample turning 
room for the longest vessel. 
MAX. SIZE: Length and breadth unlimited. Can berth ships up to 60 ft. 
draft. Channel depth 60 ft. Tide range 3 ft. to 6 ft. 110,000 ton tankers 
with drafts 50 ft. enter harbour regularly. 
HEALTH: Quarantine — every vessel coming from port outside Canada 
shall be inspected by Quarantine Officer at a place specified by him. 


CANADA 


(Quarantine Station in Anchorage No. 1). Where sufficient information 
can be given by radio, Radio Pratique may be given between 0900 hrs. 
and 1700 hrs. local time (address “Quarantine Halifax") and message 
should include (i) name and nationality of vessel, (ii) ports of call during 
voyage, (iii) nature of cargo, (iv) number of crew and passengers, 
(v) statement of health, (vi) name of Agent, (vii) ETA pilot station in GMT. 
A coastwise vessel, free from disease and arriving from a disease-free 
coastwise port, may be exempted quarantine inspection. 

RADIO: Halifax Marine Radio Station, Ketch Harbour. Radio-telephone 
and other services. Masters may contact Halifax Marine Radio on 500 
or 2,182 kHz, VHF on 156.8, working Channel 26 (161.9 and 157.3 MHz). 
RADAR: Marine Traffic Regulating Center at Chebucto Head. Working 
frequencies Sector One 156.7 MHz (Channel 14); Sector Two 156.6 
MHz (Channel 12). Call sign “Halifax Traffic”. 

TUGS: Join vessel inside harbour at Quarantine Anchorage. Tugs 
towing use vessel's lines. Tugs made fast alongside vessel for docking 
or undocking use their own lines at no extra charge. 
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BERTHING: 
Port Facilities 
Shedded 
Berth Number Whart Depth at Approx. Approx. Approx. 
(Usual Name) Length LW Size Area Open Space Remarks 
(m.) (m.) (m.) (sq.m.) (sq.m.) 
Ocean Terminals: 

20 224 12.1 181 x 29 5,250 = Pipe-lines for tallow to storage 
tanks. Breakbulk. 

21 178 12.1 161 x 29 4,670 —_— Breakbulk. 

21 Upper Floor — — 161 x 29 4,670 — 

22 209 hose 153 x 29 4,440 _ Breakbulk. 

22 Upper Floor — — 153 x 29 4,440 — Storage. 

23 213 9.7 161 x 31 4,990 _— “Heated Shed 
Breakbulk general cargo 

24 137 8.8 _ — 3,728 Open Terminal 
— Containers, Steel, Heavy Lifts, etc. 

25 168 11.2 —_— — 5,462 Open Pier (Restricted by Grain 
Galleries) — Bulk Cement. 

26 213 10.6 201. x 30 6,030 — Fixed Marine Leg for discharging 
Grain. Hopper for self-unloading 
vessels. — Breakbulk general cargo. 

East End Pier A 97 8.8 _ _ — = 

27 207 13.4 202 x 31 6,250 — _— 

28 174 eS | — a 4,660 Open Pier (Restricted by Grain 
Galleries). 

29 122 9.1 — — _ _ 

30 244 10.5 _ —_— 1,858 Open Area (part.) Ro/Ro Ramp. 
Containers, Steel, Heavy Lifts, etc., 
Cruise Passengers. 

31 _— 10:5 —_ —_— 5,574 Open Terminal. Containers, Steel, 
Heavy Lifts, etc., Cruise 
Passengers. 

32 (East End A 1) 88 10.0 —_ _— —_— — 

33 190 12.1 188 x 31 5,830 _ “Heated Shed. 

Breakbulk general cargo. 

34 190 8.2 126 x 31 3,906 1,953 “Heated Shed. 

Breakbulk general cargo, Containers 
Ro/Ro, etc. 

35 103 4.5 _ — 3,411 Open Area — 15 m. Ro/Ro ramps 
(2). End loading for vessel on Berth 
36 and Berth 34. Containers, Ro/Ro, 
etc. Ro/Ro cargo — consolidation 
area. 

36-40 190 11.6 = — 18,580.60 Open area. Containers. 

Halterm Limited: 

37 190 13.7 _ _ 8,710 { Containers, Steel, Heavy Lifts, etc., 

38 (East End B) 91 “fi es _— — Breakbulk general cargo. 

39 190 10.9 — _ — Breakbulk general cargo. 

41 293 14.3 — _ _— Container berths, 4 x 40.8 tonne 

42 293 13.7 _ _— _— Gantry cranes, berth 41 has 24.4 m. 
wide stern Ro/Ro ramp. 

Terminal fenced area 22.7 hectares. 
Consolidation shed 2,787.07 sq.m. 

Fairview Cove 660 13.7 — — — Operator: Ceres Corp. 

Container Consolidation shed area: 

Terminal 21.17 hectares (space for expansion 
as required). Facilities 3x40 tonne 
dockside gantry cranes; Ro-Ro ramp 
end loading. 

Richmond Terminals: 

9 213 8.1 — — _— Oil pipe-lines to Storage Tanks. 

9A 240 8.1 154 x 37 5,698 — 

9B 213 8.1 168 x 37 6,216 — Breakbulk General Cargo. 

9C 140 8.7 — —_ 6,131 


9D —s — os 


"Heat available as required. 


No Berth. Additional area created for 
storage area. 
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BULK HANDLING FACILITIES: Grain Handling Facilities: Halifax Port 
Corporation Elevator — Storage capacity 144,256 tonnes wheat 
€quivalent. 

Max. Capacity: Berth 28: 1,000 tonnes per hour. (Wheat equivalent) 
(loading). Berth 26: 800 tonnes per hour. (Wheat equivalent) (unloading) 
BRIDGES: There are two: Angus L. MacDonald Bridge (Halifax- 
Dartmouth) min. vertical clearance at HW 158 ft.; A. Murray MacKay 
Bridge (narrows) min. vertical clearance at HW 157.7 ft. 


STEVEDORES: Available from several private companies. 


MEDICAL: Sick Mariners’ Service may be obtained for venereal disease 
only at the Federal Building, Suite 620, Bedford Row, Monday through 
Friday, Tel: 426-3998. Doctor always available either by telephone or 
telephone answering service. Information for emergency treatment 
outside these hours may be obtained from ship's Agent. Emergency 
hospitalisation can be obtained only at Camp Hill Hospital. 
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TANKERS: 110,000 ton tankers, 50 ft. draft, use port regularly. 
Terminals — 9 berths operated by 5 oil companies. 

Imperial Oil, South Dartmouth, 3 piers, vessels up to 282 m.; 
max. draft 15.2 m., bunkering vessel also provides barge service. 

Irving Oil Co. Ltd.: 3 berths, ocean vessels any length, max. draft 
11.6 m.; located at Woodside. 

Texaco Canada Ltd.: Eastern Passage, 2 berths (1 berth any length 
vessel) draft up to 10.1 m., barge service provided in harbour. 

Ultramar Ltd.: Bedford Basin; 109.8 m. wharf (no restriction vessel 
length) depth 9.7 m.; located Burnside, Halifax — Dartmouth Marine 
Terminal. 

Also see “Berthing’’. 
Private Facilities: 


Depth 
Berth Length LW Remarks 
(m.) (m.) 
Dartmouth: 
Imperial Oil No. 3 67 11.6 Bunkering. 
No. 4 122 10.7. Bunkering. Refinery and 
Storage Tanks. 
No. 5 67 14.9 Bunkering. 
30 12.8 Crane: Height 45 m., 11 t. lift, 
unloading 180 t. per hour. 
Pipe-line for liquid salt to 
shore tank. 

Mobil Oil Dock 36 8.2 Offshore supply base — 
approx. 4.86 hectares. 

Irving Oil Dock A 94 11.16 Bunkering. Storage tanks. 

Irving Oil Dock B 

(L shaped) 85 — _ Bunkering. Storage tanks. 

Industrial Estates 

Wharf 152 7.6 Lay-up Berth. 
Eastern Passage: 

Texaco Wharf 168 10.1  Bunkering and oil storage. 
Refinery. 

Autoport — outside 201 13.7 { Approx. 36.4 hectares for 
vehicle storage. 

**Floating Dock— Ro/Ro side 

Autoport — inside 107 7.6 | loading and end loading. Pre- 
servicing available for import 
vehicles. 

Bedford Basin: 

Bedford Institute Dock at Bedford Institute of 
Oceanography — Department 
of Fisheries and Oceans. 

Ultramar 110 9.7 Storage Tanks. 

National 

Gypsum Ltd. 197 10.1 Loading capacity of 4,500 t. 


gypsum rock per hour. 

Diesel fuel is available. 
**Terminal Operation. 
DENSITY: Salt water all tides. 
FRESH WATER: Dock side only. No water barges. 50 t.p.h. per hose. 
FUEL: See “Tankers”. 
CONSULS: The following countries are represented in Halifax: 


Austria Germany F.R. Peru 

Belgium Iceland Portugal 

Brazil Italy Spain 

Britain Japan Sweden 

Denmark Netherlands United States of America 
Finland Norway 


REPAIRS: All types of repairs possible. 
DRY DOCKS: Floating dock 182.9 m. by 30.5 m. by 9.45 m. deep; Lifting 
capacity 22,680 tons. Graving dock — 172.9 m. long, 24.4 m. wide at 
keel blocks; clearance at top is 31.2 m.; max. draft over the keel blocks 
is 7.9 m., capacity 13,610 tons. Two marine railway slips at Dartmouth 
capable of hauling vessels from 36 to 2,720 tons displacement. 
Complete machine shop and other repair facilities as well as Salvage 
equipment available. 

New floating dock. Lifting capacity 36,000 tons. Dimensions 237 m. 
x 38m. x 9 m. draft. 
SURVEYORS: Surveyors and Cargo Inspectors available. 
GANGWAY/DECK WATCHMEN: Can be provided. 
OPENING/CLOSING HATCHES: Patent mechanical hatches by ship's 
crew. Wood and canvas hatch covers by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 1 Ib. per man per week; 200 
cigarettes per man per week. Wine/spirit allowance: 40 oz. bottle per 
man per week. 
CARGO GEAR: All ships liable to inspection by Government Inspectors. 
Gear Certificates to be produced, if required. Heavy-lift equipment: 59 
pieces ranging in single lift capacity to 300 short tons. Normally available 
on a few hours notice, including floating cranes. 
ao Halifax International. Regular services to Canada, USA and 

urope. 
TIME: Standard Time GMT minus 4 hours. Daylight Saving Time from 
first week-end in April to last week-end in October, clocks advanced 
1 hour. 
HOLIDAYS: New Year's Day (January 1st); Good Friday; Queen's 
Birthday (May 20th); Dominion Day (July 1st); Labour Day (September 
2nd); Thanksgiving Day (October 14th); Remembrance Day (November 
11th); Christmas Day (December 25th). Cargo work can be arranged 
on all holidays except Labour Day, Christmas Day and New Year's Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 4105. Harbour Police (Ports 
Canada) Tel: 426-3629. Ambulance Tel: 429-5151. Fire Tel: 4103. 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard Halifax 
Tel: 426-6030. Halifax Traffic Centre Telex: 22502. 
TELEPHONES: Service available at all berths. 
SERVICES: All services available including compass adjusting, tank 
cleaning, etc. 
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STORING: See ‘Prelims’. 

1. Yes. 3. Yes. 

2. Yes. 4. Yes. 
SHORE LEAVE: Crew allowed ashore. 
GENERAL: Extensive rail and road services plus extensive transit 
sheds, cold storage with 1,719,000 cu.ft. storage space. 


SHIPMASTER’S REPORT: May/July 1989. 
Documents: 

Original and 2 copies Ship's Stores Declaration (Form E1). 

Original and 2 copies Crew Effects Declaration (Form Y 14). 

Original and 2 copies Crew List (Form Imm. 200). 

Original Health Declaration (Form OS 2001). 

All the above are Canadian forms based on IMO forms. 
Certificates: The Agent requires advance notice of the expiry dates of 
the vessel's certificates, i.e. Safety Construction, Safety Equipment, 
Derat, Safety Radio, !.0.P.P. and Load Line. 

Pilot/Tugs: July 1989: Tugs required 12 hours notice but this may be 
amended within the 12 hours if the vessel is delayed. 

Weather: Fog is prevalent from May to July. 

Crude Oil Washing: ECAREG require notification if vessel intends to 
crude oil wash and date of Civil Liability Certificate. 

Crew Changes: The procedure for crew changes is the same as the 
U.S.A. (as described on back of U.S. Crew Lists). 


AUTHORITY: Halifax Port Corporation, P.O.Box 336, Halifax, Nova 
Scotia, Canada B3J 2P6. Tel: (902) 426-3643. Telex: 019-23591. 
FAX: (902) 426-7335. Contact: Captain R. Sherman, Harbour Master. 
D. F. Bellefontaine, President and Chief Executive Officer. 


5. None for local stores. 
6. Yes. 


HAMILTON, Ontario: 43.14 N. 79.41 W. (See Plan) 


For important General Information refer to St. Lawrence Seaway. 
DOCUMENTS: 

Inward Manifest 3 days prior to arrival of vessel. 

1 Steamship company release covering inward shipment. 

1 Loading List, 24 hours prior to vessel loading. 

1 Customs Report Outwards (A.7). 

3 Vessel's Outward Manifest within 3 days after departure of vessel. 
PILOTAGE: See “St. Lawrence Seaway”. 

MAX. SIZE: LOA 730 ft. Max. draft 26 ft. 

HEALTH: First port of entry. See “Montreal”. 

RADIO: VBG Toronto. 

Vessels Inbound: Call Burlington Bridge on radio telephone (VHF or 
AM) for clearance. Call Harbour Master's office for information about 
docking orders (VHF or AM). 

Vessels Outbound: Call Burlington Bridge for clearance. Call Harbour 
Master's office to advise next port of call. 

General: Harbour Master's office keeps radio watch on AM and FM 
working channels. Tug or linesmen may be ordered through the Harbour 
Master's office or Agent. 

TUGS: Join inside harbour entrance — ship's lines used. 

BERTHING: Arrangements made with Harbour Master. 

Berthing Capacities: The Port of Hamilton provides berthing facilities 
for all vessels capable of navigating the St. Lawrence Seaway which 
can handle maximum size vessels of 730 ft. length = 75 ft. beam with 
a draft of 26 ft. 6 in. 

The Hamilton Harbour Commissioners provide 7,306 m. of berthing 
and in addition 3,073 m. of berthing is available for private docks i.e. - 
The Steel Company of Canada, Dominion Foundries & Steel. 
Covered Storage Space: Total 59,270 sq.m. from which the Hamilton 
Harbour Commissioners utilise 39,947 sq.m. and leases to private 
operators: 

9,300 sq.m. to Seaway Terminals Pier No. 14 

Outside Storage Space: Total — 276,860 sq.m. Operated by The 
Hamilton Harbour Commissioners: 


Centennial Terminal 74,700 sq.m. 

Wellington Street Terminal 46,530 sq.m. 

Pier 23 13,000 sq.m. 
Leased to Private Operators: 

Pier 11 23,225 sq.m. 

Pier 12 55,740 sq.m. 

Pier 15 14,000 sq.m. 

Pier 24 35,000 sq.m. 

Pier 25 162,841 sq.m. 

Pier 26 100,000 sq.m. 


BRIDGES: Lift bridge at harbour entrance can be raised any time. 
STEVEDORES: Must be ordered prior to 1545 hrs. on previous day. 
MEDICAL: Hospital services available and doctors can be arranged. 
FRESH WATER: Available. 

FUEL: All types available. 

CONSULS: Consuls located in Toronto. 

REPAIRS: Available. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Performed by stevedores. 
CUSTOMS ALLOWANCES: See “Montreal”. 

AIRPORT: Hamilton CVC Airport (10 miles South), and Lester B. 
Pearson International Airport (30 miles East). 

HOLIDAYS: Normal Canadian statutory holidays apply and labour can 
be arranged at extra cost. See “Montreal” for details. 
POLICE/AMBULANCE/FIRE: Police 522-4925 or 911. 
TELEPHONES: Can be arranged on board. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Not required. 

DEVELOPMENTS: Pier No. 26 under construction. 

AUTHORITY: The Hamilton Harbour Commissioners, 605 James St. N., 
Hamilton, Ontario L8L 1K1. Tel: 416 — 525-4330. Telex: 061-8638 
FAX: (416) 528-6282. Contact: R. R. Hennessy, Port Director 
|. M. Noble, Harbour Master. 


HANTSPORT, N.S.: 45.04 N. 64.10 W. 


DOCUMENTS: See “Montreal”. 

PILOTAGE: Non-compulsory, but advisable. Rates by agreement. 
MAX. SIZE: Tidal port and no shipping arrives or departs at low water. 
Draft of largest vessel that entered port was 24 ft. A draft of 25 ft. can 
be taken in and out. 

HEALTH: Customs Officer acts as Quarantine Officer. 

RADIO: Ship-to-shore communications; through St. John N.B. or 
Yarmouth N.S. 

BERTHING: Berthing length 400 ft., no water at low tide, ships lie 
aground on mud alongside. There are railroad tracks on wharf, main 
and electric lights laid on. 

FRESH WATER: From pipe-line on Government wharf. 

FUEL: Oil by truck from various companies. 

REPAIRS: Hull repairs can be made at low water with vessel high and 


(See Plan) 


dry. 

SERVICES: Supplies: ship's stores can be secured in port. 
AUTHORITY: Mr. John’ Harvie, Harbour Master/Wharfinger, 
P.O.Box 35, Hantsport, Nova Scotia BOP 1P0. Tel: 684-3216. 


HARBOUR GRACE, Newfoundland: 47.43 N. 53.08 W. 


DOCUMENTS: 

Crew Lists. 

Names of passengers. 

Clearance from Last Port of call. 

Derat Certificate. 

Inoculation List of all cfew members and passengers. 

Manifest of Cargo. 

Copy Bills of Lading. 

List of Bonded Goods. 
PILOTAGE: Not compulsory, if required cable Agent. 
ANCHORAGES: Pilot will instruct Master. 
MAX. SIZE: Max. length 650 ft., max. draft 24 ft. low tide. 
HEALTH: See “Montreal”. 
RADIO: Route cables and telephone calls through St. 
Newfoundland Radio. 
VHF: Stand by on Channel 6. 
TUGS: Not available. 
BERTHING: Nothing specific, Pilot will have instructions; Agent should 
be given 24 hours arrival notice. 
CRANE: Available on request. 
STEVEDORES: Available. 24 hours notice required. 
MEDICAL: Port doctors available; hospital facilities; advance notice 
would be helpful in providing ambulance services if needed. 
TANKERS: Marine storage terminals for oil are served by Canadian 
tankers. 
FRESH WATER: Available, pipe-line delivery at piers, rate of delivery 
as required. 
FUEL: Diesel, gas oil, marine bunkering facilities in piers, available at 
any time, no notice required. 
CONSULS: Norway; Denmark; Spain; Portugal; France. 
REPAIRS: Deck and engine repairs available. 
GANGWAY/DECK WATCHMEN: Not necessary, available if required. 
OPENING/CLOSING HATCHES: By crew. 
CUSTOMS ALLOWANCES: Tobacco — each man 200 cigarettes per 
week. Wine and Spirit —- each man 40 oz. wine or spirits per week. 
AIRPORT: 1 hour 15 minutes drive, service by regular airlines making 
connection to all points in the world. 
TIME: GMT minus 3.5 hours. Clocks advanced 1 hour first Sunday of 
April each year and are put back 1 hour last Sunday of October each 
year. 
HOLIDAYS: New Year's Day; Good Friday; July 1st; November 11th; 
December 25th. Cargoes could be worked on these days with exception 
of Good Friday and Christmas Day. 
POLICE/AMBULANCE/FIRE: One telephone number for all services 
709-596-5014. 
TELEPHONES: Available at pier. 
SERVICES: Compass adjusting, radar repairs, RT repairs, gyro 
compass repairs, all types electronic equipment repaired. Divers 
available for surveys and underwater repairs. 
SHORE LEAVE: All crew members allowed ashore. 
IDENTIFICATION CARDS: Not required. 
REGULATIONS: Fishing vessels must advise of week-end arrival on 
Friday so that permit to take supplies can be obtained from Federal 
Dept. of Fisheries. 
AGENT: Cyril Babb Ltd., P.O.Box 160, Harbour Grace, Newfoundland, 
Canada AOA 2M0. Tel: (709) 596-5041/3011, (709) 722-2966. 
Teer 018-4183 Fishco Hrgc. FAX: (709) 596-7189. Contact: R. Lynch 
or R. Babb. 


John's 


HAVRE ST. PIERRE, Quebec: 50.14 N. 63.36 W. 


DOCUMENTS: Port of entry for Customs and Immigration. Quarantine 

Services also available. 

PILOTAGE: Not compulsory but available. 

prince Safe anchorage in 42 ft. — 90 ft. to be found in Eskimo 
arbour. 

MAX. SIZE: Largest vessel; 10,000 tons, draft 28 ft. 6 in. 


CANADA 


RADIO: Seven Islands — VCK. 
TUGS: None available and not necessary. 
BERTHING: Quebec Iron & Titanium Corp: Ore Loading Dock has 
640 ft. of berthing space, depth alongside 30 ft. at LW. 

Transport Canada Wharf: 450 ft. long, depth of 7.5 m. alongside at 
LW 


Tidal variation from 4.75 ft. — 7.75 ft. 
CRANES: 1 rail mounted crane available at the ore loading dock. 
BULK CARGO FACILITIES: Conveyor and loading boom (40 ft. 
extension) at ore loading dock. Capacity 3,500 t.p.h. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Sunday and holiday work possible with advance notice. 
MEDICAL: Hospital facilities available. 
FRESH WATER: Available ex-town mains supply. 
FUEL: Lubricants only. 
REPAIRS: Welding repairs can be undertaken. 
DRY DOCK: Nearest dry dock located at Les Mechins (153 miles from 
Havre St. Pierre). 
AIRPORT: Local airstrip with services. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(first Saturday in April to last Saturday in October). 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), Dominion Day (July 1st), Labour 
Day (1stMonday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
GENERAL: Chart: Canadian Chart No. 4429. 
AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Harbours 
and Ports Division, 104 Dalhousie Street, Quebec, P.Q., G1K 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 

R. Richard, Harbour Master, Havre St. Pierre, Quebec Province. 
Tel: (418) 538-3533, 538-3389, 538-2576. 


IQALUIT (Frobisher Bay), N.W.T.: 63.44 N. 68.32 W. 


LOCATION: An expanding settlement at the head of Frobisher Bay, 
Baffin Island. Navigation season, mid-July to mid-October depending on 
ice conditions. Port of entry. 

DOCUMENTS: See “Montreal”. 

PILOTAGE: No service as such but a senior port officer may assist 
vessels to moorings. 

APPROACHES: Anchorage in depths of 384m. to 40.2m. 
Approximately 925 m. East of Monument Island settlement. Minimum 
depths in approaches, 9.8 m. 

TIDES: Rise of Tide, 12.2 m., with strong tidal runs between islands. 
Low powered vessels generally navigate Pike Resor Channel at slack 
water, high or low tide if current unfavourable. This channel is mostly 
navigated during daylight hours. 

HEALTH: Free Pratique, if health certificate is in order. In the event of 
suspected disease or fever on board, report to Frobisher Bay 
Telecommunications Branch call sign VFF, R/T or W/T. 

RADIO: Frobisher Bay R/S VFF. Coast Guard Radio. 

TUGS: 2 landing craft (LCM's) each powered with two 130 h.p. diesel 
engines assist vessels in mooring, acting as tugs and running ship's 
stern lines to Innuit Head. 

BERTHING: Tankers of 160 m. length, 17.68 m. breadth and draft of 
9.1m., discharge approximately 243.8 m. off Innuit Head. Method of 
mooring is to stream both anchors in anchorage area and stern lines to 
mooring bollards situated on Innuit Head for this purpose. General cargo 
ships up to 12,000 tons also moor in this position. Vessels should be 
prepared for a quick departure in event of storm warnings, especially 
hazardous from N. and S. winds. Maximum length, breadth and draft 
determined by Master and Owners or Charterers. Delays can be 
expected due to tidal conditions. All general cargo, machinery, vehicles, 
etc., transferred from ship to shore and vice-versa via landing craft as 
no pier exists; beach gradient is gradual. Frequently barges cannot be 
discharged and re-floated until next rising tide. Delays expected for cargo 
vessels anchoring off Monument Island and discharging or loading by 
lighters during high winds and rough seas. 

STEVEDORES: Special arrangements are necessary for these 
services. 

MEDICAL: Hospital facilities available. 

DENSITY: From August 1st to September 15th, mean approx. 1024, 
increasing slightly as season advances. 

FRESH WATER: Small quantity in emergency. Approximately 
50 gallons per minute. 

Note: Due to tidal conditions considerable delay could result in delivering 
fresh water. 

FUEL: Only supplied in emergency, Arctic diesel Grade 1, viscosity 
quoted as minus 60. Arrangements to be made through Shell Canada. 
REPAIRS: Limited repairs, i.e. welding, R/T and radio. 
OPENING/CLOSING HATCHES: According to agreements. 
REPATRIATION: Crew changes can be effected by air passage to or 
from Montreal. 

AIRPORT: Distance approximately 0.8 km. from landing beach, 6 flights 
weekly to and from Montreal, weather permitting, via Nordair Ltd. of 
Montreal. 3 flights weekly to Ottawa via First Air. 

TIME: GMT minus 4 hours. Summertime kept from April to October. 
POLICE/AMBULANCE/FIRE: RCMP 5202; Ambulance 979-5231; 
Fire 6666. 

IDENTIFICATION CARDS: Required if arriving from a foreign country. 
AUTHORITY: Transport Canada, Ottawa. 

Transport Canada, c/o Beach Master, Frobisher Bay, Canada XOA 
OXO. Tel: (819) 797-6298 during season. Telex: 063-5529. Telegrams, 
c/o Canadian National Telegraph via VFF or VAW. Contact: Captain C. 
Cote. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


KINGSTON, Ontario: 44.12 N. 76.30 W. 


For important General Information refer to St. Lawrence Seaway. 
DOCUMENTS: See “Montreal”. 
PILOTAGE: Contact Pilotage Officer, in Cornwall, tel: 613-932-8740, 
USA Pilot Station, Cape Vincent 315-654-2900. 
ANCHORAGE: Good anchorage off Penitentiary. 
RESTRICTIONS: Channel! Depths — Controlling depth at low lake levels 
22 ft. until wharves in harbour approached. In upper harbour, controlling 
depth 17.5 ft. Depths vary from month to month. 

Navigating Season April 15th — December 15th. 
HEALTH: First port of entry. Quarantine at Quebec City for incoming 
ships from foreign ports. 
TUGS: Available. Necessary for handling ships in rough weather at 
Elevator and other docks. 
BERTHING: Docks extend West from North of bridge (La Salle 
Causeway) to Little Catariqui Bay — some 4 miles. Transport Canada 
455 ft, depth alongside 17 ft. Portsmouth Olympic Harbour — 
Environment Canada, under construction. Also smaller docks for coastal 
vessels and private docks, including Canada Steamship Lines Elevator 
dock 700 ft. long on East side 25 ft. alongside, and 600 ft. on West side 
depth 22 ft. La Salle Causeway 1,000 ft., 19 ft. alongside, used for 
berthing in Winter. James Richardson Wharf: Berthing length 800 ft., 
depth alongside 19 ft. 
BULK HANDLING FACILITIES: Canada Steamship Lines Elevator 
Dock: Large Upper Lake vessels are unloaded on East side by two 
travelling marine towers; canal-size vessels are loaded on the West side, 
6 loading spouts. The elevator capacity is 2,500,000 bushels, marine 
towers 35,000 bushels per hour. Canadian National Railways tracks run 
to the elevator and cars can be loaded with grain. This dock is also open 
to general cargo. 
STEVEDORES: From Toronto. 
MEDICAL: Hospitals, Kingston General and Hotel Dieu. 
FUEL: Bunker coal — normal stock 2,000 tons from lighters at wharf. 
Bunker “C” and diesel oil also available. 
FIRE PRECAUTIONS: No unusual precautions. 
REPAIRS: Most repairs possible. 
DRY DOCK: Will take ships of length 210 ft., beam 44 ft. Depth on sill 
13 ft. 
CUSTOMS ALLOWANCES: See “Montreal”. 
TIME: Eastern Standard Time GMT minus 5 hours. Daylight Saving Time 
from first week-end in April to last week-end in October, clocks advanced 
1 hour. 
HOLIDAYS: See ‘Montreal’. Port Officials always available. 
TELEPHONES: Ship-to-shore phone communications through Kingston 
(VBH). 
AUTHORITY: Transport Canada, P.O.Box 592, Kingston, Ontario K7L 


4X1. Tel: (613) 546-3335. Contact: E. Phipps-Walker, Harbour Master. 


KITIMAT, B.C.: 53.59 N. 128.46 W. (See Plan) 


PORT LIMITS: All waters of Kitimat Arm and Kildala Arm bounded by 
the high water mark, North of a line drawn from Hilton Point (Lat. 
53° 48'54”N., Long. 128°52' 16" W.) through Louis Point (Lat. 
53° 49’ 08” N., Long. 128° 45’ 38” W.) on Coste Island to Steel Point 
(Lat. 53° 49’ 35” N., Long. 128° 42’ 20” W.) on the mainland. Canadian 
Chart 3743. 
DOCUMENTS and General Information: Refer to “Vancouver”. 
PILOTAGE: Compulsory. Pilot boards at Cape Beale, West Coast, 
Vancouver Island, or Triple Island, off Prince Rupert. Pilotage Authority 
require 48 hours notice to allow Pilot to meet vessel at Triple Island or 
Cape Beale. 
ANCHORAGE: No vessel shall anchor in the fairway or dredged 
Channel approaching the wharf or otherwise in a position to interfere 
with or obstruct the docking or undocking of any other vessel. Pilot will 
instruct Master. Usual anchorage South of Eurocan Terminal, East side 
of Kitimat Arm. 
RESTRICTIONS: Approach to the port from the South is via Laredo 
Sound, Laredo Channel, Campania Sound, Whale or Squally Channels 
and thence via Douglas Channel. From the North via Brown Passage, 
Arthur Passage, Grenville Channel, Douglas Channel. The route from 
the South is approximately 120 miles, from the open sea and from the 
North approximately 130 miles. Entrance channel to Terminal Wharf 
No. 1 (red and black buoys with flashing light) is 732 m. long, dredged 
to a depth of 10.67 m. at low water, width varies from 244 m. at entrance 
to 183 m. In addition, a turning basin has been dredged to 10.67 m. at 
low water on the side of the channel opposite wharf, providing a turning 
basin 198 m. in width. The channel has mooring dolphins on West side, 
264 m. South of wharf No. 1 to accommodate vessels up to 16,000 d.w.t. 
while awaiting berth. 

Vessels may enter or depart any time of day or night. 
MAX. SIZE: LOA, 207 m. beam 27.4 m., draft 11m. Mean tide range 
4.2 m. Depth alongside at zero tide 10.67 m. 
HEALTH: (Radio Pratique Waived): Only in the event of suspected 
disease or fever on board — also request for Derat, contact the 
Quarantine Officer at Prince Rupert, B.C. Tel: (604) 627-1381. 
RADIO: Prince Rupert Radio “VAJ" 500, 2182, 1630. 
ETA: Notice of ETA must be given to Alcan, Eurocan or Agent at Kitimat 
at least 24 hours and 12 hours before arrival. Alcan, Eurocan or Agent 
may then assign a berth to the vessel but shall not be liable for any 
delay in providing berth or for failure to provide a berth. Vessels carrying 
bulk cargoes for discharge are instructed to request Alcan via radio or 
wireless telegraph through shore stations as to which hatches are to be 
opened on arrival alongside unloading berth to permit immediate entry 
of unloading devices. 
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TUGS: ve services available. 3 tugs, 500 h.p., 750 h.p. and 1,000 h.p. 
BERTHING: Alcan Terminal Wharf No. 1 (concrete caisson 
construction) is 229 m. long and has two pneumatic unloading towers 
discharging to a belt conveyor and a Kangaroo Crane for either bulk 
and general cargo duties. The wharf is connected by rail direct to 
Aluminum Co. of Canada smelter yard and to the Terrace — Kitimat 
spurline of CNR. 

Rivtow Straits Ltd. operates a weekly Ro/Ro barge service for 
containers and palletised cargo to and from Vancouver from a barge 
loading ramp located south of Alcan's mooring dolphins. 

Eurocan Terminal is located to the East of Ocelot Terminal and is 
137 m. long with mooring dolphins at South end. To the North of the 
terminal is located a hydraulic barge loading ramp. Dredged alongside 
to 1 Saad m. at LLW. Principle export cargoes are paper and packaged 
lumber. 

No container or LPG carrier facilities available. 

Ocelot industries Ltd., terminal is located South and East of Alcan’s 
facilities and is of concrete piles and consists of a loading platform with 
2 pads on either side with mooring dolphins to the North and South. The 
distance between breasting pads is approximately 78 m. and the overall 
length between dolphins is approximately 300 m. The berth area is 
approximately 430 m. long and 90 m. wide and is dredged to 13 m. at 
LLW. At the entrance there is a Q.F. flashing red buoy in line with the 
berth and another at the North end. F. W. range lights bearing 001° are 
located to the North and have a range of 4 miles. Principal export cargo 
is methanol. As an extension to the methanol plant, Ocelot is presently 
constructing a 500 tonne/day Ammonia plant, product will be shipped 
through existing whart facilities. A separate pipe-line and loading arm 
are under construction. 

STEVEDORES: ETA sent by cable 24 and 12 hours before arrival. 
MEDICAL: Kitimat General Hospital — complete medical service 
provided. 

DENSITY: Varies with state of tide, water depth and season of the year. 
FRESH WATER: Available at Alcan’s Terminal Wharf No. 1 and at other 
terminals by tank truck. 

FUEL: Only diesel oil available. 

CONSULS: Available at Vancouver, B.C. 

REPAIRS: Minor repairs only; nearest shipyard facilities Esquimalt or 
Vancouver. 

SURVEYORS: Cargo Inspectors: S.G.S. Supervision Service Inc. 
located at Kitimat. A.B.S., B.V. and Lloyd’s Surveyor available from 
Vancouver. 

GANGWAY/DECK WATCHMAN: Not necessary. 
OPENING/CLOSING HATCHES: Normally done by crew on bulk 
discharge. On general cargo, stevedores open and close hatches. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 0.5 Ib. tobacco. 
Liquor: 40 oz. per man, additional issue after 7 days. 
REPATRIATION: Facilities convenient for crew changes. 

AIRPORT: Three flights daily from Terrace to Vancouver International 
Airport. Limousine service from Kitimat to Terrace, distance 40 miles. 
TIME: GMT minus 8 hours. Daylight saving time from first Sunday in 
April to last Sunday in October. 

HOLIDAYS: New Year's Day, Good Friday, Victoria Day, Dominion Day, 
Labour Day, Thanksgiving Day, Christmas Day, and Boxing Day. 
POLICE/AMBULANCE/FIRE: Police 632-7111; Ambulance/Fire 632- 
9111 or 639-9111. 

EMERGENCY CO-ORDINATION CENTRE: Local fire chief, R.C.M.P. 
Kitimat. Tel: 632-7111 or Canadian Coast Guard, Prince Rupert. 
Tel: 624-9146. 

TELEPHONE: Telephone available at dock offices. 

STORING: Vessels can be stored by truck, which may proceed 
alongside the berth. Fork-lift trucks may be used to handle stores. 
Customs Regulations in force for bonded stores only. Riggers available 
to assist with storing. 

SHORE LEAVE: Permitted. 

AUTHORITY: Transport Canada, 224 West Esplanade Street, North 
Vancouver, B.C. V7M 3J7. Tel: 984-3800. Telex: 04-53235. Contact: 
Walter Koengeter, Harbour Master, P.O.Box 488, Ocelot Road, Kitimat, 
B.C. V8C 2R9. Tel: (604) 639-9400 (office), (604) 632-2937 (home). 


AGENT: Kitimat Shipping Agencies Ltd., P.O.Box 488, Ocelot Road, 
Kitimat, B.C. V8C 2R9. Tel: (604) 639-9400. Telex: 047-84523. 
Cables: Kitship. 


LES ESCOUMINS, Quebec: 48.20 N. 69.20 W. 


LOCATION: Situated on the North shore of the St. Lawrence River, 
25 miles East of the Saguenay River. 

APPROACHES: Depth in channel is 17 ft. LW. Tidal variation is from 
10.75 ft. — 17 ft. 

MAX. SIZE: Largest vessel, draft 15.5 ft. 

BERTHING: Transport Canada Wharf is 530 ft. long, with 15 ft. depth 
alongside at LW. There is a ferry berth, used from April 15th to December 
15th, for the Les Escoumins — Trois Pistoles Ferry. 

BULK CARGO FACILITIES: Pulpwood is loaded at Transport Canada 
Wharf by means of a conveyor (100,000 cords per season). 

FRESH WATER: Available ex-town mains supply. 

REPAIRS: Electronic repairs possible. 

AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Region 
des Laurentides, 4 Place Quebec, Suite 103, Quebec, P.Q., G1R 4X3. 
Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 
Contact: P. E. Veillette, Wharfinger, 304 Rte 138 Est, Les Escoumins. 
Tel: (418) 233-2150. 


LISCOMB, Nova Scotia: 45.01 N. 61.59 W. 


APPROACHES: Channel depth ranges from 3.6 m. to 9.1 m. 
BERTHING: Government Wharf closed as in a state of disrepair. 
CRANES: None available. 

TANKERS: Facilities closed. 

MEDICAL: Sheet Harbour Hospital, 30 km. 

AIRPORT: Halifax International Airport, 225 km. 

AUTHORITY: Department of Fisheries and Oceans, Small Craft 
Harbours Branch, 1721 Lower Water Street, 4th Floor, P.O. Box 550, 
Halifax, Nova Scotia B3J 2S7. Tel: (902) 426-8120. Telex: 019-21891. 
Contact: R.W. Young. 


LOUISBOURG, Nova Scotia: 45.55 N. 59.58 W. 


LOCATION: On the North side of N.E. arm of Louisbourg Harbour, S.E. 
Coast of Cape Breton Island, Nova Scotia. 
PILOTAGE: Compulsory. Pilot boards 5 miles to seaward. 
ANCHORAGE: Safe anchorage anywhere clear of the ship channel 
leading to docks. 
RESTRICTIONS: Navigation Season: Port open all year. No ice forms 
sufficiently to hinder shipping 
Channel depth: Lowest depth at low tide in ship channels is 30 ft. Draft 
of largest vessel (8,000 g.r.t.) to enter port was 30 ft. 6 in. Tides rise 
4ft. to 5 ft. 
HEALTH: Quarantine Station is in the South West harbour. Health 
officers board vessels at wharves. 
RADIO: Sydney Radio (VCO). 
BERTHING: (1) Small Craft Harbours Wharf: Berthing length 530 ft., 
depth alongside at LW 19 ft., used for general freight. The inner 181 ft. 
of the wharf is open faced creosoted timber cribwork. The next 217 ft. 
is of steel sheet pile encased creosoted timber pilework driven through 
remains of timber cribwork. The remaining outer stem portion and the 
“T” are of concrete crib construction. The limiting loads are 300 pounds 
per square foot on the timber cribwork section and 500 pounds per 
square foot on all other sections. 
(2) Louisbourg Fisheries Wharf: 300 ft. long and 60 ft. wide, of concrete 
construction. Across the head of the wharf there is 20 ft. to 21 ft. of water 
alongside at LW. From the head of the wharf towards shore the depth 
decreases from 20 ft. to 15 ft. In addition, there are several smaller 
wharves in the harbour with 20 ft. and less depth alongside at LW. 
Administered by Small Craft Harbours. 
MEDICAL: Hospital at Sydney. 
FRESH WATER: Available. 
FUEL: Fuel and diesel oils can be secured from tank wagons or in 
barrels — no ship storage in bulk. Light diesel oil on pipe-lines to wharves. 
REPAIRS: No facilities available. 
SURVEYORS: Lloyd's, Bureau Veritas and American Bureau at Halifax. 
GENERAL: Services: Post Office, Telegraph, Telephone, Customs. 
Trade: Exports: Fish. Imports: General Merchandise. 
Charts: Canadian Charts No. 4375 and 4376. 
Provisions: Available. 
AUTHORITY: Department of Fisheries and Oceans, Small Craft 
Harbours Branch, P.O. Box 1085, Sydney, Nova Scotia B1P 6J7. 
Tel: (902) 564-7362. Contact: E. P. Gibney, District Manager. 

Local Authority: C. G. Shaw, Transport Canada — Harbour Master and 
Fisheries and Oceans — Harbour Manager. Tel: 733-2117. 


MATANE, Quebec: 48.51 N. 67.35 W. 


PILOTAGE: Not compulsory but available. 

APPROACHES: Channel depth 8.5 m. (extreme low tide). 
RADIO: Mont-Joli, call sign VCF. 

TUGS: None available. Not required by power-driven vessels. 
BERTHING: 


Section Length Depth 
(m.) (m.) 
1 160 10.0 
2 90 5.0 
120 4.0 


3 i 
STEVEDORES: Working Hours: Monday to Friday, O800hrs. — 
1700 hrs. Sunday and holiday work possible with advance notice. 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), Dominion Day (July 1st), Labour 
Day (1st Monday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
reid DOCK: Nearest dry dock located at Les Mechins (30 miles from 

atane). 

TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(first Saturday of April to last Saturday of October). 
GENERAL: Formalities: Port of entry for customs and immigration. 
Quarantine services also available by radio or telephone. 
Chart: Canadian Chart No. 1236. 


CANADA 


SHIPMASTER’S REPORT: November, 1983. 

Pilotage: Optional; advisable on first visit. Pilot can be requested by 
telephoning (418) 562-3201 or 4083, or by contacting the Harbour 
Master's Office during office hours. 

Pilot boards vessel 1 mile off the entrance. 

Anchorage: In the river, 1 mile from the West breakwater, in depths of 
9m. — 18m. Bottom mud. 

Max. Size: Up to 30,000 d.w.t., length 175 m. (575 ft.) and max. draft 
8.5 m. (28 ft.). 

Health: Pratique is granted on arrival. 

Radio: Mont-Joli: VCF. 

VHF: Harbour Authority has no VHF. 

Berthing: Matane is on St. Lawrence River South Shore, 36 miles above 
Cap Chat. The new harbour is 2 miles West of the town and open to 
traffic throughout the Winter. 

Two breakwaters protect and form Matane harbour, which provides a 
commercial quay of 183 m. (600 ft.) with 8.2 m. (27 ft.) depth alongside. 

An underwater oil pipe-line extends 600 m. seaward N.E. and parallel 
with the N.E. breakwater. The seaward end in 6 m. of water, is marked 
by a buoy. 

Entry direct from the river. The 150 m. (500 ft.) wide entrance between 
the breakwater heads faces N.E. In the Autumn, strong N.E. winds send 
in a heavy sea. 

Max. tidal rise is 4.4 m. (14 ft. 6 in.). The mean tidal rise: MHWS 3.4 m. 
(11 ft.), MHWN 2.7 m. (9 ft.) and MLWN 1.2 m. (4 ft.). 

Stevedores: Good supply of labour available. 

Medical: Full range of medical services available. 

Density: 1013. 

Fresh Water: Laid on to berth. Has to be reconnected in Winter season, 
which makes it expensive. 

Fuel: Light fuel and diesel oil available. 

Customs: Matane is a port of entry. 

Airport: Daily flight to Montreal. 

General: Port used mainly for Canadian timber exports. 


AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, GiK 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 

G. Desrosiers, Harbour Master — Matane. Tel: (418) 562-0042, 
562-0986, 562-1842. 


MONT-LOUIS, Quebec: 49.12 N. 65.44 W. 


LOCATION: Village on Mont-Louis Bay, Gaspe Coast, South shore of 
the St. Lawrence, 16 miles West of Cape Magdalen. 

PILOTAGE: Not compulsory but available. 

ANCHORAGE: In the Bay in 6 fathoms, mud bottom. There is not much 
room to work out from this anchorage. 

RESTRICTIONS: Navigation season from April 15th. — December 1st. 

Some Masters have found the port and certain berths in it hazardous 
during bad weather. Shipmasters are advised to take the advice of the 
local ships’ Agents in this respect. 

Channel: Depth not less than 19 ft. at LW. Tides rise 9.5 ft. at Springs 
and 7 ft. at Neaps. 

RADIO: Fox River (VCG). 

TUGS: None available. 

BERTHING: (1) Transport Canada Wharf on West shore of bay. All 
access at this wharf is prohibited, at present this wharf is falling into 
ruins. 

(2) Transport Canada Wharf, located on the East side of the bay, 
403 ft. long and 47 ft. wide at outer end, having a depth of 30 ft. at its 
outer end. 
STEVEDORES: Working Hours: Monday to Friday, 0800 hrs. — 
1700 hrs. Sunday and holiday work possible with advance notice. 
MEDICAL: Hospital at Ste. Anne des Monts, 39 miles to the West. 
FRESH WATER: Available. 
FUEL: Diesel oil available. 
REPAIRS: Minor repairs only. 
DRY DOCKS: Nearest dry dock located at Les Mechins (56 miles from 
Mont Louis). 
SURVEYORS: Lloyd's Surveyor at Quebec City. ABS at Montreal. 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), Dominion Day (July 1st), Labour 
Day (1stMonday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
GENERAL: Services: Post Office, Telephone, Provisions. 
Charts: Canadian Chart No. 1230 (Mont-Louis Bay Inset). 
Transportation: Good highway connects with coastal villages and 
Quebec. No railroad. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, G1K 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 

G. Bernachez, Harbour Master — Mont-Louis. Tel: (418) 797-2491. 
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MONTREAL, Quebec: 45.30 N. 73.33 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

3 sets Customs Documents. 

3 sets Health Documents. 

3 sets Manifests. 

3 sets Bills of Lading. 

3 sets Ship's Papers. 

PILOTAGE: Compulsory. Pilots board inbound vessels at Anse-aux- 
Basques (near Les Escoumins) to bring ships as far as port of Quebec 
where Pilots are exchanged for the trip to Trois-Rivieres. Pilots are again 
exchanged at Trois-Rivieres before ships may proceed to Montreal. 

For further information refer to “Quebec”. 

ICE ADVISORY SERVICE: Ships inbound from seaward between 
December 15th and April 15th should advise “Ice St. John’s” 36 hours 
prior to reaching 58° 00’ W., Cabot Strait or the Strait of Belle Isle, stating 
the name of the vessel, the position, speed, destination, whether loaded 
or in ballast, Classification Society, Ice Class (if any) and agency in 
Canada. This procedure will facilitate the passing of ice information to 
the ship as necessary. 

Ice information is also available from Coast Guard Marine stations at 
regular scheduled broadcast times or upon request. For more 
information consult the “List of Radio Signals”. Updated ice charts are 
also transmitted by faxsimile from Coast Guard Radio Stations at 
scheduled broadcast times. 

Ice St. John's can be contacted through the following radio stations: 


(See Plan) 


VON St. John’s 
vcs Halifax 

voo Comfort Cove 
VCO Sydney 

VCM St. Anthony 
VAU Yarmouth 


Master should obtain Canadian Coast Guard publication “Ice 

Navigation in Canadian Waters”. This book will explain ice breaker 
procedure and sound advice for ice navigation. 
ANCHORAGE: Available at Lanoraie, approx. 3 miles above Sorel 
harbour limits, and at Pointe-aux-Trembles anchorage below Berth 110. 
Also opposite Grain Elevator No. 4. Boatmen services are available to 
vessels at anchor. 

Anchorages will be allocated by the Harbour Master (Montreal), 
through the Vessel Traffic Services Centre, Montreal. 

MAX. SIZE: Entry only restricted by draft. Main channel depth is 
10.67 m. Channel 243.8 m. wide at narrowest point. 

HEALTH: Except in case of coastwise vessels free of disease and 
arriving in Canada from ports or areas that are not infected, every vessel 
coming from a port outside Canada is inspected by the Quarantine 
Officer, and shall not make customs entry until it has received pratique. 

“Coastwise Vessel” means a vessel operating exclusively between 
Canada and the island of St. Pierre and Miquelon or between Canada 
and the United States, including Alaska. A “coastwise vessel’ loses 
coastwise status and is subject to quarantine inspection on its next 
arrival at a Canadian port when at any time it touches a foreign port 
other than those mentioned above. 

Where sufficient quarantine information can be given by wireless, 
Radio Pratique may be obtained between the hours of 0900 and-1700 
the day preceding arrival: 

(a) as! “Quarantine Halifax” by vessels bound for Halifax, Nova 

cotia. 

(b) From “Quarantine Saint John” by vessels bound for Saint John, 

New Brunswick. 

(c) From “Quarantine Quebec” by vessels approaching Canadian 

ports via the Saint Lawrence River. 

For the purposes of Radio Pratique vessels are required to give the 
following information: 

(a) Name and nationality of vessel. 

Ports called at during voyage. 

Date and place of last fumigation or Derat Exemption Certificate. 
Nature of cargo. 

Number of crew. 

(f) Number of passengers. 

Port of destination and name of Agent. 

(h) Number of persons without valid vaccination certificates. 

(i) Condition of health of all on board with details of any sickness or 

death which has occurred during the voyage. 

Vessels proceeding directly into the Seaway may now receive 
quarantine inspection and clearance while at anchor awaiting entrance 
to the Seaway. 

RADIO: All communications via Montreal Radio, call sign VFN. Vessel 
Traffic Services handle VHF traffic as follows: Between Yamachiche and 
Cap St. Michel, VHF Channel 9 (156.45 MHz.). From Cap St. Michel to 
Montreal, VHF Channel 10 (156.50 MHz.). Ship to ship communication, 
VHF Channel 6, (156.3 MHz.). Port radar service available. 

TUGS: 8 tugs, 1,000 h.p. — 1,600 h.p. 


BERTHING: 
Depth 
Berth number Wharf along- 
(usual name) length side Remarks 
(m.) (m.) 
Bickerdike Basin 
M-6 217.6 4.6 
M-5 | 7.62 
M-4 7.62 
m-3 {| 628.3 7.62 
M-2 7.62 
M-1 91.4 7.62 


296 


Depth 
along- 


side 
(m.) 


Remarks 


Bickerdike Pier 
7.6-8.83 Ro-Ro Ramp 
Shed 


Berth number Wharf 
(usual name) length 
(m.) 
East Side B-1 
B-2 568.7 
B-3 
North End 
B-12-N 152.4 
West Side 
B-4 
B-5 586.13 
B-6 
B-7 
B38 | 357.2 
Windmill Point Whart 
5W 141.7 
6W 152.4 
7W 163.9 
9 W to 10W 373.6 
11NE 90.5 
11NW 41.1 
12 284.6 
Alexandra Pier 
South Side 
Lower 3 163.0 
Upper 3 
Lower 5 197.8 
Upper 5 
End of Pier 
- 14E 107.3 
North Side 
Lower 4 162.4 
Upper 4 
Lower 6 215.2 
Upper 6 
No. 1 Pier 
South Side 15S 203.1 
North Side 15N 203.1 
King Edward Pier 
South Side 
Lower 7 
Upper i 
Lower 9 | 386.5 
Upper 9 
End of Pier 
16E 107.9 
North Side 
Lower 8 
Upper 8 
Lower 10 | 389.5 
Upper 10 
Section 16 16 178.0 
Jacques Cartier Wharf 
16 345.0 
17 190.0 
18 and 19 421.0 
Market Basin 
90.5 
23 152.4 
Sect. 25 — 42 inc. 
25 295.6 
27 252.6 
28 245.9 
29 252.0 
30 147.3 
31 154.2 
32 153.6 
33 151.4 
34 143.2 
35 168.8 
36 161.1 
37 163.6 
39 183.4 
40 185.6 
41 199.9 
42 187.7 
Laurier Pier 
43SW_) 133.1 
43SE 132.8 
Tarte Pier 
44S 225.5 
44E 95.7 
44N 263.3 
45 162.1 


8.83 
8.83 
8.83 
83 
8.83 | Shed 
8.83 
Ro-Ro Ramp, 
8.83 container cranes 
8.83 1 x 50 tons and 
1 x 35 tons 
9.14 
9.14 
9.14 
9.14 Grain unloading 
4.30 
4.30 
4.26-8.83  Berthing only 
10.2 Berth 3 and 5: Total 
berthing length of 
360.8 m. 
Passenger terminal 
‘Iberville’ upper shed 3 
10.2 Parking only 
Passenger terminal 
‘Iberville’ upper shed 5 
10.2 
10.2 
10.2 
10.7 Berthing only 
10.7 Berthing only 
10.7 Berthing only 
10.2 Berthing only 
10.7 Berthing only 
8.8 
10.7 Berthing only 
10.2 Berthing only 
8.83 Berthing only 
7.62 
7.62 
9.0 Shed 
9.0 Shed 
9.1 
9.1 
91 | Not available for 
9.1 Marine Traffic 
9.1 Shed 
9.1 Not available for 
Marine Traffic 
9.1 
9.1 Shed 
9.1 
9.1 
9.1 
9.1-10.7 | Shed 
10.7 } 
10.7 
10.21 Capable of handling 
10.21 containers. 
9.9 Salt Berth 
9.1 
9.1 Bulk Cement Facility 
9.41 


Depth 
Berth number Wharf along- 
(usual name) length side Remarks 
(m.) (m.) 
Sutherland Pier 
46 143.8 9.9 Shed 
46SE 162.1 9.9 Bulk sugar facility 
46E 69.1 9.9 
47 100.5 9.9 Coastal trade 
Max. berthing 
length 92.97 m. 
Sect. 48 — 56 Inc. 
48 196.2 9.9 
49 183.1 9.9 300 ton shore crane, 
not mobile. 
Shed 
Hochelaga 50 189.8 9.9-10.7 
Terminal | 51 239.5 10.7 Shed 
52 338.3 10.7 Shed 
Elevator { 54 } 394.7 10.7 31,500 t.p.h. loading 
No. 4 55 k 10.7 towers. Grain loading 
| 56 244.7 8.2 Grain unloading 
Vickers East 461.7 9.1 
Vickers West 264.8 9.1 
Sect. 57 — 58 Inc. 
57 197.8 9.1 One Bridge Crane — 
58 167.6 9.8 Dry Bulk 
Racine Terminal 
of ae EA 3 gantry cranes, 
i : 35 tons each, capable 
61 190.8 10.7 f tai handli 
62 2453 107 of container handling 
Cadillac Terminal 
Shed 
66 199.7 10.36 Ro/Ro 
67 223.1 10.36 From Section 66 
68 214.3 10.36 to Section 70, 
Container Terminal 3x35 ton and 140 ton 
70 178.7 10.7 travelling container 
cranes. 
Sect. 71 — 72 Inc. 
71 198.1 10.7 Two travelling cranes, 
72 171.8 10.7 30 tons each — 
Dry Bulk 
Boucherville Terminal 
73 192.9 10.7 Ro/Ro — One travelling 
74 192.9 10.7 container crane, 
45 tons 
Norco Terminal 
156.4 10.7 Oil discharging 
facilities. 
Section 77 
TL 249.0 10.7 
Cast Terminal 
78 Container Terminal 
79 489.4 10.7 2x50 ton portainer 
80 cranes. 
Section 93 
93 228.6 8.23 
GRAIN FACILITIES: 
Loading 
Loading capacity 


Capacity galleries bushels 
in bushels at berths per hour 


9,500,000 54-55 120,000 Unload at 56 with 3 
marine legs and a 
capacity of 100,000 
bushels/p.h. 

32,000 2 marine legs 
484.6 m. loading 
galleries. Unload at 
9W-10W with 
2 marine legs and a 
capacity of 72,000 
bushels/p.h. 


Elevator No. 


4 (Berths 54-56) 


Remarks 


5 (Berths 9W- 
10W) 


5,100,000 7W 


CRANES: Floating crane 275 ton capacity and many mobile cranes with 
Capacity up to 200 tons. 

STEVEDORES: Working hours 0800 to 1200, 1300 to 1700. 
MEDICAL: All medical facilities available. 


CANADA 
TANKERS: Petroleum Product Facilities: 


Depth 
Berth No. Wharf  along- 
(usual name) length side Remarks 
(m.) (m.) 
Montreal 
Petroleum 
Terminal 94 238.05 10.67 
Ultramar 95 
96 404.77 9.1-10.7 
97 
Texaco 98 
99 | 439.52 9.1-10.7 
100 
Imperial Oil 101 E 192.6 10.7 Total berthing length 
102E 192.5 10.7 384.96 m. 
102 W 97.5 4.6 
Shell Canada 103S 189.5 10.7 
103. N 189.5 9.1 
Sunoco Inc. 104 32.6 9.1 Can accommodate 
ships of 147.8 m. length 
Ultramar 105 116.1 9.1 Total berthing length 
106E 116.4 9.1 232.57 m. 
Petro Canada 109 139.0 10.7 Total berthing length 
110E 139.0 10.7 278.12 m. 
110 W 163.6 4.57 
Marien Street 
Wharf 110 31.08 3.7 


FRESH WATER: Available by pipe-line at most berths. 
FUEL: All grades can be delivered at oil companies’ terminals; also by 
bunker barges to vessels lying anywhere in the harbour. 


Dock and Location: Berth 94, East Montreal. 

Operator: Montreal Petroleum Terminal (Scotcan/Motoco Oil Co.). Tel: 
645-2241; 353-6821. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Crude oil, gasoline, stove oil, marine fuel oil, 
marine diesel fuel, No. 2 fuel oil, No. 6 fuel oil. 

Size of Pipe-lines: 16 in.; 12 in. and 10 in.; 10 in.; 12 in.; 12 in.; 12 in.; 
12 in. 

Storage Capacity (Barrels): 1,000,000; 430,000; 80,000; Production 
capacity: 15,000; 400,000; 300,000. 

Distance from Dock to Storage Tanks: 3.5 miles; 1,500 ft.; 1,500 ft.; 
3.5 miles. 

Length of Dock: 238.05 m. 

Depth at Dock: 10.67 m. 


Dock and Location: Berth 101 and 102 E. 

Operator: Imperial Oil Ltd., 10515 Notre-Dame E., Montreal East. 
Type of Dock: Loading and unloading, bunkering. 

Type of Cargo Handled: Crude oil, gasoline, stove oil, furnace oil, diesel 
fuel, bunker “C". 

Size of Pipe-lines: 16 in.; 12 in.; and 8 in.; 10 in.; 12 in.; 12 in.; 16 in. 
and 12 in. 

Storage Capacity (Barrels): 3,000,000. Total storage capacity rotated 
by products depending on seasonal demands. 

Distance from Dock to Storage Tanks: 2,800 ft. 

Length of Dock: Inside 97.5 m. Outside 385 m. 

Depth at Dock: 4.6 m. and 10.7 m. 


Dock and Location: Berth 103 S. & 103 N. Montreal East. 

Operator: Shell Canada Ltd., 10501 Sherbrooke St. East, Pointe-aux- 
Trembles, Que. Tel. Marine Bunkers and Lubricants: 866-7571. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Gasoline, stove oil, furnace oil, chemicals jet 
fuel, aviation fuel, marine diesel, bunker “C’, thin fuels 200 secs./ 
3,500 secs. 

Size of Pipe-line: 2-10 in.; 2-12 in.; 20 in. 

Storage Capacity (Barrels): 4,000,000. 

Distance from Dock to Storage Tanks: 1.75 miles. 

Length of Dock: 379 m. 

Depth of Dock: 10.7 m. S., 9.1 m.N. 


Dock and Location: Berth 104. 

Operator: Sun Oil Co. Ltd., 11055 rue Victoria. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Gasoline, No. 1 fuel oil, No. 2 fuel oil. 
Storage Capacity (Barrels): 7 tanks of 50,000; 2 tanks of 25,000. 
Distance from Dock to Storage Tanks: 500 m. 

Length of Dock: 32 m. but can accommodate vessels up to 148 m. 
Depth at Dock: 9.1 m. 


Dock and Location: Berths 105 and 106. 

Operator: Ultramar Canada Inc., 1155 Dorchester W., Montreal. Tel: 
871-9721. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Crude oil; gasoline; light fuels; marine gasoil; 
marine diesel; medium fuels 200 secs/3,000 secs; bunker “C”’. 

Size of Pipe-lines: 12 in. and 8 in.; 10 in.; 3-8 in. 

Storage Capacity (Barrels): 6,300,000 total storage capacity rotated by 
products depending upon production requirements. 

Distance from Dock to Storage Tanks: 1 mile. 

Length of Dock: 232.5 m. 

Depth at Dock: 9.1 m. 
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Dock and Location: Sections No. 109 and 110. 

Operator: Petro-Canada, 11701 Sherbrooke Street East, Montreal. Tel: 
252-5830. 

Type of Dock: Loading and unloading. 

Type of Cargo Handled: Gasoline; crude oil; No. 6 fuel oil; middle 
distilates. 

Storage Capacity (Barrels): 650,000; 900,000; 300,000; 540,000. 
Distance from Dock to Storage Tanks: 0.75 mile. 

Length of Dock: 278.0 m. 

Depth at Dock: 10.7 m. 

CONSULS: (Consul General unless otherwise stated) 


Tel: No. Tel: No. 

Argentina 866-3819 Korea 845-3243 
Austria 845-8661 Lebanon 276-2638 
Belgium 849-7394 Liberia 871-9121 
Benin Rep.(Consul) 849-3695 Luxembourg 845-4650 
Brazil 866-3313 Madagascar (Consul) 849-9646 
Great Britain 866-5863 Mexico 288-2502 
Chile 861-8006 Monaco 866-9190 
Colombia 849-4852 Netherlands 849-4247 
Costa Rica 866-8159 Nicaragua 486-5085 
Cuba 843-8897 Nigeria (Consul) (613) 236-0521 
Czechoslovakia 849-4495 Norway 842-6883 
Denmark 849-5391 Pakistan 845-2297/8 
Dominican Republic 843-6525 Panama 845-6016 
E. Caribbean Com. Peru 932-3692 
(Trade Officer) 866-7761 Poland 937-9481/2 
Ecuador 849-0200 Portugal 876-1604 
El Salvador (Consul) 876-8543 Romania (Trade Com.) 876-1792 
Egypt 937-7781/2 Rwanda (Consul) 527-2859 
Finland (Trade Com.) 861-1733 San Marino 871-3838 
France 878-4381 Senegal 285-8309 
Germany, F.R. 286-1820 South Africa (Consul) 878-9217 
Greece 845-2105 Spain 935-5235/6 
Guatemala 861-5919 Sweden 866-4019 
Haiti 871-8993 Switzerland 932-7181/2 
Honduras 849-4053 Syria (Consul) 363-2557 
Hungary (Trade Com.)849-9261/2 Thailand 842-0433 
Iceland 342-6451 Uruguay 866-0217 
Israel 288-9277 U.S.A. 281-1886 
Italy 849-8351 U.S.S.R. 843-5901 


Japan 866-3429 Venezuela 842-3417/8 
SURVEYORS: American Bureau of Shipping, Bureau Veritas, 
Det Norske Veritas, NKK, RIN, GL and Lloyd's Register of Shipping. 
GANGWAY/DECK WATCHMEN: Required. 

OPENING/CLOSING HATCHES: Always done by stevedores. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes; 50 cigars; 
tobacco, 2 Ib. per person over 16. Wine/Spirits, total of 40 oz. per person 
over age of 21. 

Subsequent issues may be authorised to crew members of foreign 
vessels, but the max. quantity any crew member may hold at any one 
time must not exceed 300 cigarettes, 75 cigars, 3 |b. tobacco 
and 60 oz. liquor. 

REPATRIATION: All facilities available. 

AIRPORT: International Airports at Dorval and Mirabel. 

TIME: GMT minus 5 hours. Daylight saving time applied from first 
Sunday of April to last Sunday of October. . 
HOLIDAYS: New Year's Day; Good Friday; Victoria Day; St. Jean 
Baptiste Day (June 24th); Labour Day; Thanksgiving Day; Christmas 
Day; Boxing Day 

POLICE/AMBULANCE/FIRE: Emergency telephones at berths, directly 
connecting berth with Police and Ambulance. 

BANKS: 

Bank of Canada. 

Bank of Montreal. 

Bank of Nova Scotia. 

Banque Nationale du Canada. 

BNP Canada Inc. 

Banque Provinciale du Canada. 

Canadian Imperial Bank of Commerce. 

Montreal City & District Savings Bank. 

Royal Bank of Canada. 

Toronto-Dominion Bank. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Port of Montreal, Port of Montreal Building, Cite du Havre, 
Montreal, Quebec H3C 3R5, Canada. Tel: (514) 283-7011. Telex: 05 — 
267699. FAX: (514) 283-7019. Contact: Dominic J. Taddeo, General 
Manager and Chief Executive Officer; Michel L. Lesage, Director of 
Operations. Captain Jean-Luc Bedard, Harbour Master. 


AGENT: Gibson Shipping Ltd., One Westmount Sq., Montreal, Quebec, 
H3Z 2P9. Tel: (514) 933-7371. Telex: 05-267618. Fax: (514) 937-1774. 


NANAIMO, B.C.: 49.10 N. 123.57 W. 


DOCUMENTS: 
3 copies Crew List Form IMM.200. 
1 copy Passenger List. 
3 copies Ship Stores E.1. 
3 copies Crew Declarations Y.14. 
1 Quarantine Certificate. 
Manifest from previous Ports. 
PILOTAGE: Compulsory. Pilots board off Victoria. Pacific Pilotage 
Authority — Tel: 666-6771. 
ANCHORAGES: Off Harbour entrance, Protection Island. 
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(See Plan) 


RESTRICTIONS: No restrictions on Nanaimo Assembly Wharf or Duke 
Point. Harmac Wharf restricted from 2045 to 0700 hrs. 

MAX. SIZE: Controlling depths: Harbour entrance, 17.37 m. at HW and 
13.41 m. at datum . Minimum controlling depth for inner portion of 
harbour: 8.5 m. over Meakin Channel and 7.3 m. over Middle Bank at 
datum. Mean range of tide 3.2 m., with maximum range of 4.9 m. 
HEALTH: Pratique granted at Victoria, B.C. 

RADIO: Vancouver Radio and Nanaimo Radio, VHF Channel 87. 
VHF: Nanaimo Radio on Channel 16. Vancouver Traffic Management 
on Channel 11. 

TUGS: Join vessel at Gallows Point, Protection Island. Ship's lines used 
if necessary. Available all hours in and out and as required by Pilot. 


BERTHING: Assembly Whart: 
Berth “A” — 182.88 m. long, LW depth 10.00 m. 
Berth “B” — 182.88 m. long, LW depth 12.20 m. 
Berth “C” — 182.88 m. long, LW depth 11.00 m. 
Coastwise — 60.96 m. long, LW depth 4.88 m. 
60 tonne barge ramp. 
Terminal Area — 15 ha. paved, 8,332 sq.m. warehouse space. 
Duke Point Deep Sea Terminal: 
Berth “D” — 170.0 m. long, LW depth 13.5 m. 
100 tonne barge ramp. 
Terminal area — 6 ha. of paved storage area. Additional 19.5 ha. of 
storage area available adjacent to barge ramp facility. 
Private Wharves: 
MacMillan & Bloedel Ltd: 
(1) Harmac Pulp Wharf — 115 m. long, LW depth 10.00 m. 
(2) Harmac Lumber Wharf — 137 m. long, LW depth 10.40 m. 
CP Rail Coastal Marine Wharf: 
N.E. side — condemned. 
S.W. side — (guide pier) — 79 m. long, LW depth 9.14 m. 
Canadianoxy Chemicals Ltd.: 
Wharf — 70.00 m. long, LW depth 9.20 m. 
Imperial Oil Ltd.: 
Wharf — 48.76 m. long, LW depth 6.10 m. 
Petro Canada Inc.: 
Whart — 14.00 m. long, 33.5 m. between dolphins, LW depth 4.88 m. 


BULK CARGO FACILITIES: 
Exports: Lumber, pulp and other related forest products. 
STEVEDORES: Ordered by Agent, 16 hours minimum notice. 


MEDICAL: No advance notice except in case of serious illness, to be 
included in arrival cable. Hospital facilities available. 


TANKERS: Tanker berths at private companies’ wharves where own 
line restrictions apply. See “Berthing”. 
DENSITY: Average density in port is 1019.5. 
FRESH WATER: Available at all berths. Delivery by hose at $0.95 per 
metric ton plus connection fee. 
FUEL: Bunkering by tanker truck and barge. 
FIRE PRECAUTIONS: No other specific precautions except during 
extreme heat when smoking may be prohibited on wharf adjacent to 
lumber. 
CONSULS: None. 
REPAIRS: Possible. 
DRY DOCKS: Nanaimo Shipyard - Max. 200 ft. and 600 tons. (Also see 
“Vancouver’). 
SURVEYORS: See “Vancouver”. 
GANGWAY/DECK WATCHMEN: Services not necessary but security 
uards are available. 
PENING/CLOSING HATCHES: Either crew or stevedores whichever 
to ship's advantage. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 1 Ib. tobacco 
and 15 cigars per crew member per week. Wine and/or Spirit: 40 oz. 
per week per crew member. Beer: No restrictions. 
REPATRIATION: Facilities exist in Vancouver. 
AIRPORT: Nanaimo Airport 16 km. South of port, serviced by various 
airline companies. 
Scheduled Seaplane service from Nanaimo Harbour to Vancouver 
Harbour. Charters available. 
TIME: Pacific Standard Time, 8 hours behind GMT. Daylight Saving 
Time in effect from early April to late October. 


HOLIDAYS: 

(1) Good Friday, Easter Monday, Victoria Day (May 24th), Canada 
Day (July 1st), British Columbia Day (August 1st), Thanksgiving, 
Remembrance Day (November 11th) and Boxing Day (December 
26th), crews are available at overtime rates by arrangement. 

(2) No cargo work on Labour Day, Christmas Day and New Year's 
Day except in the case of emergency. 

(3) Crews cease work at 1200 hrs. on December 24th until 01 00 hrs. 
December 26th; also from 1200 hrs. December 31st until 
0100 hrs. January 2nd. 


POLICE/AMBULANCE/JFIRE: Police: 753-2212, non emergency — 
754-2345; Fire: 753-1234, non emergency 753-7311; Ambulance 
758-8181. 

EMERGENCY CO-ORDINATION CENTRE: Nanaimo Emergency 
Rescue Centre: Tel: 758-6430. 

Coast Guard Search and Rescue Emergency — Tel: 1-800-742-1313. 
TELEPHONES: Available for each vessel. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not necessary. 

DEVELOPMENTS: Designing new non-cargo visiting vessel pier off of 
Cameron Island. Addressing deep sea channel dredging and 
improvement. 

AUTHORITY: Nanaimo Harbour Commission, P.O. Box 131, Nanaimo, 
British Columbia, Canada V9R 5K4. Tel: (604) 753-4146. 
FAX: (604) 753-4899. Contact: Port Manager (604-753-4146) oF 
Operations Supervisor (604-754-7701). 


O, 


or 


NANISIVIK, N.W.T.: 73.04 N. 84.32 W. (See Plan) 


DOCUMENTS: Standard Canadian documents, See “Montreal”. 
PILOTAGE: No pilotage. 

ANCHORAGE: Anchorage can be obtained 15 miles within the entrance 
of Strathcona Sound, 8 cables off the South shore of the Sound in a 
berthing depth of 69 m. (228 ft.), clay. Good anchorage is reported to 
be available in English Bay in a depth of 15 m. (48 ft.). 
RESTRICTIONS: Vessel must comply with Canadian Arctic Pollution 
Regulations which govern earliest and latest dates permitted within 
Arctic Zones depending on vessel's ice classification, nature and quantity 
of cargo and fuel. 

MAX. SIZE: Draft must not exceed approx. 40 ft. alongside dock. 
Mooring facilities feasible for vessels up to 50,000 tons gross but may 
prove awkward for those over 20,000 tons gross especially under S.E. 
wind conditions. 

HEALTH: See Iqaluit (Frobisher Bay). Customs Officer (R.C.M.P.) acts 
as Quarantine Officer. 

RADIO: Vessels bound North should pass messages through Iqaluit 
(Frobisher Bay) VFF until into Lancaster Sound where communications 
regarding ETA, etc. are relayed via Resolute Bay VFR. 

Nanisivik Mines no longer has regular HF radio communications 
available on frequency 4145.0 kHz for ship-to-shore contact. 

VHF: Channel 16 monitored once arriving vessels have entered 
Strathcona Sound en route to port of Nanisivik. Channel 6 monitored as 
standby. 

BERTHING: No special requirements. The dock consists of three 
parallel 70 ft. wide cells which are 55 ft. apart. The centre cell supports 
the shiploader. The right and left hand cells each have two bollards (see 
plan”) each with an additional bollard 150 ft. in from the dock face. To 
the East and West of the dock there are dolphins supporting single 
bollards. To connect to these the ship's bow and stern lines are towed 
ashore and attached to a 0.5 in. diameter = 600 ft. heaving line. Once 
ashore the lines are shackled to a 3.25 in. diameter x 380 ft. mooring 
line which is secured to the bollard. The lines are then taken up and 
made fast. 

CRANES: The only shore cranes available are mobile units when they 
are not in service by the mine. 

BULK CARGO FACILITIES: One fixed shiploading gantry capable of 
loading 100 tonnes per hour. The facilities are automatically shut down 
when winds exceed 50 m.p.h. 

STEVEDORES: As per contract with Nanisivik Mines Limited. 
MEDICAL: The community has a large modern nursing station with a 
full time nurse and occasionally a doctor. No advance notice required. 
Transportation provided by mine vehicles. For serious medical cases 
vessels should radio in advance so air transportation can be arranged 
to Iqaluit (Frobisher Bay) hospital. 

DENSITY: Density varied with ice conditions and tides. Note — When 
reading densities it has been found that different readings have been 
found at different depths due to ice melting. 

FRESH WATER: Available by tank truck through Nanisivik Mines 
Limited. 

FUEL: Not available. 

REPAIRS: Minor repairs only i.e. welding, etc., by mine personnel. 
SURVEYORS: Not available. Nearest availability is Montreal, Quebec. 
GANGWAY/DECK WATCHMEN: Not obligatory but recommended due 
fo sudden changes in wind and tide. Nanisivik Mines Ltd. provide 
gangway. 

OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: Standard Canadian allowance except no 
ad or alcohol permitted ashore. This restriction strongly upheld by 

.C.M.P. 

REPATRIATION: Crew changes may be effected TWICE weekly, 
Mondays at 1500 hrs. local time and Thursdays at 1500 hrs. local time, 
to Montreal, Quebec via Canadian Airlines International. 

Mine requires 1 week's advance notice through Administration 
Superintendent's Office for loading arrangements. Tel: (819) 436-7356. 
Fax: (819) 436-7435. 
ial Approx. 8 miles from dock, transportation provided courtesy 
of mine. 

TIME: GMT minus 4 hours during Summer months (shipping season). 
EMERGENCY CO-ORDINATION CENTRE: Canadian Coast Guard, 
Ottawa, Ontario. Tel: (613) 996-9788, Telex: 053-3128. 
TELEPHONES: Not available on or near dock. Phone calls can be made 
from the mill offices or in the community. 

BANKS: None available. 

STORING: See “Prelims”. Items 1, 2, 5, 6 not applicable. Items 3 and 
4: Trucks and forklift trucks can proceed alongside at the berth. 
SHORE LEAVE: Permitted. 

AUTHORITY: Nanisivik Mines Limited, Nanisivik, N.W.T., Canada 
a Contact: Mr. Bob Beechinor (Ship’s Agent). Tel: (819) 436- 


NEW RICHMOND (Black Cape), Quebec: 
48.08 N. 65.50 W. (See Plan) 


LOCATION: On the North Shore of (Cascapedia Bay) Baie des Chaleurs 

in the municipality of New Richmond. 

ANCHORAGE: Outside Black Cape Wharf. Masters are instructed not 

eancnor in the area of the effluent line to the West of the wharf (see 
jan’). 

RADIO: Ship to shore through Grindstone (VCN) or Fox River (VCG). 

Calling Frequency 2182 kHz. 

Arrival Advice: 72, 48, 24 hours prior to arrival. 


CANADA 


VHF: Consolidated Bathurst Inc. 
Frequencies: 156.500 kHz (Simplex) 
Channel No.: 10 (Marine traffic control) 
Station location: New Richmond, Quebec, Canada 
Co-ordinates: Lat. 48° 09’ 24” N., Long. 65° 50’ 06” W. 
Call Sign: X 00749 
Operating range is about 20 miles. 
TIME: Atlantic Standard Time. Daylight Saving time is observed. 
GENERAL: 
Charts: B.A. Chart No. 1715. 
Tides: Atlantic Coast Tide and Current Tables. 
Prevailing Winds: Southwest. 
Port of Reference: Pointe St. Pierre. 


SHIPMASTER’S REPORT: May 1979. 

Approaches: Straightforward. We used Canadian Chart 4486 — Baie 
des Chaleurs. The light on the end of the pier is a rotating beacon type, 
which shows both Green and White on one rotation. The pier is a good 
Radar target, but is not conspicuous from seaward in daylight. 
Anchorage: Vessels may anchor off the pier as convenient (See 
“Anchorage” above). We did not anchor, but we would imagine the 
holding ground to be good, as we found stiff clay in the vicinity of the 
pier. 

Berthing: There are no tugs or Pilots at New Richmond. In good weather 
conditions, such as we experienced, berthing and unberthing present 
no difficulties. Caution should be exercised, since the tide and prevailing 
winds set across the pier. 

An offshore anchor let go about 2 cables off the pier head, was found 
to be most useful arriving and leaving. We let the cable run to one 
shackle on deck. This is a little too much, for it was found necessary to 
slack away to 4 shackles in order to get the ship alongside. In good 
weather, the anchor just on the bottom should be sufficient. Line handlers 
should be arranged with Consolidated prior to arrival. There is no 
lineboat. 

We berthed head in, starboard side to, on the West side of the New 
Whart. 

The 17 ft. depth is only available for a length of 400 ft., so vessels of 

greater length will find their stern overhanging. For plan of soundings 
taken at LW (see “Plan’”). 
Departure: The vessel was backed easily down the pier, heaving in the 
cable at the same time and carrying down a bresting line to use as a 
check if necessary. One shackle of cable should be left out to assist 
with turning the vessel off the pierhead. This turn should be as short 
round as possible and care should be taken to keep as near as possible 
on the line of the axis of the pier while making it. We strayed a little to 
the Eastwards, but maintained a minimum depth of water of 11.5 m. 
while making the turn. 

The pier is unlighted and it is not advisable to berth during the hours 
of darkness. Sailing in the dark presents no problem, as the ship's 
decklights proved adequate. 

Density: 1016. 

Agency: Matters were attended to by the Consolidated Warehouse 
Manager. 

Documents: New Richmond was our second Canadian port and the only 
documents required were 2 copies of Crew List and clearance from 
previous port. 

Officials: The only official person encountered was the local Customs 
Officer, who was pleasant and obliging. 

Cargo Work: Normal hours of work are 0800 hrs. to 2200 hrs., with 
breaks from 1200 hrs. to 1300 hrs., 1500 hrs. to 1520 hrs. and from 
1700 hrs. to 1720 hrs. 

Vessel loaded 448 tonnes of Linerboard rolls, using 2 gangs and ship's 
gear. Rate of loading, nett time per gang-hour, was 27 tons. The stow 
was not of very good quality and a lot of chocking and securing was 
required on completion of loading. 

The cargo is brought down to the pier by road transport and waits 
some time there before being loaded. On a wet day, many rolls will get 
wet, as Consolidated do not have sufficient covers for all trailers. 
General: The pier is some miles from the town of New Richmond. 


AUTHORITY: Consolidated — Bathurst Inc., New Richmond, Quebec 
Province, GOC, 2B0. Tel: (418)-392-2133. Telex: 014-43111. FAX: (418) 
392-6668. Contact: J. Pierre Savard. 


NORTH SYDNEY, N.S.: 46.16 N. 60.13 W. 


DOCUMENTS: 

3 Copies Crew List IMM.200. 

3 Copies Ships Stores E1. 

3 Copies Crew Declarations Y14. 

Required ship information. 
PILOTAGE: Compulsory. Pilotage distance is approximately 12 miles 
and administered under the Atlantic Pilotage Authority. The area for 
Cape Breton Pilot embarkation is the Sydney Outer Buoy: Lat. 
46° 22’ N., Long. 60° 08’ W. To avoid delay in obtaining a Pilot, Masters 
must report by message addressed to Pilots, through Sydney Radio 
VCO or any coast radio station 24, 12 and 6 hours before vessel's ETA. 
ANCHORAGE: The land-locked harbour affords safe anchorage for a 
large number of any size vessels with depths ranging from 40 ft. — 60 ft. 
RESTRICTIONS: Open year round. During Winter months January/ 
March drift ice can be expected. However, vessels can be assisted by 
Canadian Coast Guard (Ice Operations). 

The controlling depth is 38 ft. at lowest normal tides with average rise 
and fall from 3 ft. — 5 ft. 
MAX. SIZE: See “Berthing”. 


(See Plan) 


299 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


HEALTH: See “Sydney”. 
RADIO: Eddy Point Vessel Traffic Management Centre, Lat. 45° 31’ N., 
Long. 61° 15’ W. Call Canso Marine Radio (VAX) VHF, MF. and R/T. 
TUGS: Lis are not necessary to dock powered vessels. 
BERTHING: 
Marine Atlantic: Private pier used for ferries carrying passengers and 
freight daily to Newfoundland. There is 1 transit shed and 2 ro/ro berths 
to handle passenger car, truck and rail car loadings. The depth of water 
varies from 20 ft. to 29 ft. 
Transport Canada Wharf: The 30.5 m. wide pier is 145 m. long with a 
depth of 7.0 m. — 7.6 m. on both sides. Pier accommodated with power, 
telephone, fresh water and night lighting. Paved open storage area and 
640 sq.m. transit shed provides facilities for handling various commercial 
cargoes. 
Private Freight and Fish Plant Wharves: Range up to 250 ft. in length 
and have a 12 ft. — 16 ft. depth at LW. 
FRESH WATER: Available at all wharves. 
FUEL: Fuel oil and diesel oil available. See “Sydney”. 
REPAIRS: Sydney Engineering & Dry Dock Co. Ltd., P.O.Box 100, 
Sydney, N.S. B1P 2G9. Tel: 902-564 4488. 

Atlantic Spring & Machine Co. Ltd., 40 King’s Road, Sydney, N.S. 
B1S 1A1. Tel: 902-564 5559. 

North Sydney Marine Railway Co. Ltd., P.O.Box 400, Commercial 
Street, North Sydney, N.S. B2A 3M4. Tel: 902-794 4791. 
DRY DOCK: The North Sydney Marine Railway operates 5 repair 
cradles, the largest being 125 ft. long and 35 ft. wide at bilge. This can 
accommodate vessels with a draft of 12 ft. forward and 14 ft. 6 in. aft 
and a displacement of 550 tons. A connecting machine shop is capable 
of making major repairs in hulls, engines and other parts. 
SURVEYORS: SGS Supervision Services Ltd., Dominion St., P.O.Box 
39, Whitney Pier, Sydney, N.S. B1N 3B1. Tel: 902-562 2344. Telex: 
019-35219. 
Ship Safety and Inspection: Suite 218, Cabot House, 500 King’s Road, 
Sydney, N.S. B1S 1B1. Tel: 902-539 8530. 
AIRPORT: Sydney. Regular service to. Halifax and Montreal 
International Airports. 
EMERGENCY CO-ORDINATION CENTRE: Canadian Coast Guard: Oil 
spills and other emergencies from Sydney Harbour area (no charge) 
ask operator for Zenith 49000. 
SERVICES: Radio, Radar and Decca repairs possible. Ship chandlers 
available. 
AUTHORITY: Sydney Harbour Ports, P.O.Box 248, North Sydney, Nova 
Scotia B2A 3M3, Canada. Tel: 902-794 3073/4631. Contact: Mr. J. 
Shaw, Executive Director. 


OCEAN FALLS, B.C.: 52.21 N. 127.41 W. 


DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 copies Inward Report (Customs A6). 
PILOTAGE: Compulsory. Pilots may be taken at Vancouver or Victoria. 
ETA to be given to Pilots 6 hours before arrival through radio station 
VAK. 
ANCHORAGE: In harbour, ample room for any size vessels. 
RESTRICTIONS: Channel depth 25 fathoms. 
MAX. SIZE: For berthing alongside, length 600 ft., draft 30 ft. 
HEALTH: Ships from overseas are given Pratique at William Head. 
RADIO: Vancouver Radio, VAK. 
TUGS: Not usually considered necessary. Can be made available by 
prior arrangement. 
Sreasin Ocean Falls Corporation owns 4 wharves depth alongside 
31 ft. at LW. 
FRESH WATER: Available from wharves, free of charge. 
CUSTOMS ALLOWANCES: 200 cigarettes or 2 Ib. tobacco may be 
held out of bond per person, and 40 ounces of alcohol. 
HOLIDAYS: Easter Monday; July 1st; Labour Day; Thanksgiving Day; 
Remembrance Day; Christmas and Boxing Day; New Year's Day. 
POLICE/FIRE/AMBULANCE: Police Tel: 957-2388. Fire Tel: 289-3828. 
SHORE LEAVE: Crew members allowed ashore. 
GENERAL: Ocean Falls Corporation Paper Mill ceased operations in 
1980 and it is very unlikely to resume in the near future. Ocean Falls 
Corporation is maintaining a caretaking operation (12 employees) until 
such a time that there is a decision made on the future of Ocean Falls. 
AUTHORITY: Ocean Falls Corporation, P.O.Box 730, Ocean Falls, B.C. 
VOT 1P0, Canada. Tel: 604-289 3355. Contact: F. A. MacDonald, 
Manager. 


OSHAWA, Ontario: 43.52 N. 78.50 W. (See Plan) 


PORT LIMITS: The limits of the Oshawa Harbour is defined as follows: 

All the waters of Lake Ontario within the following limits: Commencing 
at the high water mark of Lake Ontario where it intercepts the Easterly 
limit of Lot 1 of the broken front concession of the Township of East 
Whitby. 

Thence along the high water mark in a Westerly direction to a point 
where it intercepts the Westerly limit of Lot 17 of the broken front 
concession of the Township of East Whitby. 

Thence in a Southerly direction 3,000 ft. into Lake Ontario on the 
extension of the said Westerly limit of Lot 17. 
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Thence on a straight line in an Easterly direction to a point on a 
Southerly extension of the said Easterly limit of Lot 1, 3,000 ft. from the 
high water mark. 

Thence in a Northerly direction to the point of commencement. 

And all water-front property, wharves, piers, docks, buildings, shores 
and beaches in or along the said waters. 

DOCUMENTS: The matter of documentation is done through Hub 
Transportation Services Limited (Terminal Operator) in conjunction with 
the Customs Office located at the City of Oshawa. 

ANCHORAGES: Off the entrance of Lake Ontario. 

RESTRICTIONS: Draft 25.6 ft. at East Wharf and 22 ft. on West Wall. 
MAX. SIZE: Applies to maximum size of vessels entering seaway. 
HEALTH: Normal formalities are conducted at first port in Canada in 
the St. Lawrence Seaway or East Coast, and therefore the vessel is 
usually considered cleared prior to entering the Seaway system. 
RADIO: Toronto VOR or by telephone: (416) 576-0400. 

VHF: Not available. 

RADAR: None. 

TUGS: Tugs available at the harbour entrance. 

BERTHING: East Wharf — 730 ft., draft 25.6 ft. West Wharf — 900 ft., 
draft 22 ft. Discharging: Ship’s gear or shore equipment. 

East Wharf — General Cargo, Petroleum, Sugar, Steel, Automobiles. 

West Wharf — Gypsum, Salt, Petroleum Products, Coal, Steel. 
CRANES: Mobile cranes having a capacity of up to 300 tons are 
available at all times. The largest crane in the Great Lakes Is 
permanently stationed at Oshawa with a lifting capability of 326 tonnes 
BULK CARGO FACILITIES: Dry bulk cargoes with the exception of 
sugar, i.e. coal, salt and gypsum, are carried by self-underloaders and 
discharged by ship's gear. Sugar is discharged by mobile cranes using 
clam grabs at a rate of 225 — 250t.p.h. Present discharging gear by 
high water level, specific details will be made available on request. 
BRIDGES: None. 

STEVEDORES: The port stevedore (Hub Transportation Services 
Limited) employs members of the |.L.A., Local 1997, and 4 gangs are 
available from this local. 

The main commodities handled are unitised general cargo, 
containerised general cargo, import and export steel, and raw sugar. 

The productivity rate is above average, with general cargo usually 
reaching a level of 20 tons plus, per gang. Depending on units, weights, 
runs somewhere in the region of 60 — 125 tons per gang hour. Bulk 
commodities are usually discharged at a rate of 250 t.p.h. 

MEDICAL: A full range of medical services is available at the local 
Medical Clinic and Oshawa General Hospital. 

FRESH WATER: Fresh water available at East Wharf only. 

FUEL: Available on request. 

FIRE PRECAUTIONS: Usual regulations. 

CONSULS: All major consuls in Toronto, 29 miles away. 

REPAIRS: Available on request. 

DRY DOCKS: Contact: Hub Transportation Services Ltd. 
SURVEYORS: Classification Societies are represented by Lloyd’s, ABS 
and N.V. in Toronto. 

GANGWAY/DECK WATCHMEN: Not required at the Port of Oshawa. 
HATCHES: The opening and closing of hatches is normally carried out 
by ship's crew. 

CUSTOMS ALLOWANCES: In accordance with Canadian standards. 
CARGO GEAR: Wherever possible by shore crew. 

REPATRIATION: Possible. 

AIRPORT: Toronto International Airport. All major airlines, 45 miles 
West. 

TIME: EST. 

HOLIDAYS: Usual holidays with the exception that Ontario celebrate 
Civic Holiday which is the first weekend in August. Cargo work can be 
arranged. 

POLICE/AMBULANCE/JFIRE: Police Tel: 579-1234. Fire Department 
Tel: 725-6574. Ambulance Tel: 576-8711. 

TELEPHONES: Arrangements can be made through Bell Canada for 
telephones to be placed on board. A cost of approximately $24.75 
installation charge per line. 

SERVICES: All services available on request to Terminal Operator. 
SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Seaman's Book is sufficient. 
AUTHORITY: Oshawa Harbour Commission, 1050 Farewell Avenue, 
Oshawa, Ontario L1H 6N6. Tel: (416)-576-0400. Telex: 06-981229 
FAX: (416) 576-5701. Contact: Peter H. Cash, Harbour Master 
Donna Taylor, Chief Executive Officer. 


PASPEBIAC, Quebec: 48.02 N. 65.15 W. (See Plan) 


THE PORT IS CLOSED FOR MAJOR REPAIRS. ESTIMATED 
RE-OPENING FOR SHIPPING IS 1992. 


DOCUMENTS: See “Quebec”. 

PILOTAGE: Not compulsory but available. 
ANCHORAGES: Vessels anchor in 36 ft. in Paspebiac Bay. 
RESTRICTIONS: Navigation season May to December. 
MAX. SIZE: See “Berthing”. 
HEALTH: Customs Officers deal 
formalities. 

RADIO: Grindstone (VCN). 

TUGS: Available all year round. 
BERTHING: L-shaped wharf owned by Ministry of Transport provides 
1,141 ft. of quayage, with depths from 10 ft. — 22 ft. alongside. Berthing 
not possible due to dangerous condition of wharf. There is a small what 
for fishing vessels. 
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STEVEDORES: Working Hours: Monday to Friday, O800hrs. — 
1700 hrs. Sunday and holiday work possible with advance notice. 
FRESH WATER: Available. 
FUEL: Fuel oil available. 
REPAIRS/DRY DOCKS: There is a shipbuilding yard in the port for 
small to medium size vessels. 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(from first Saturday of April to last Saturday of October). 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), Dominion Day (July 1st), Labour 
Day (1stMonday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
GENERAL: Formalities: Port of entry for Customs and Immigration. 
Customs Officer acts as Quarantine Officer. 
Chart: Canadian Chart No. 4921. 
AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, G1iK 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 

Baptiste Parise, Harbour Master, Paspebiac. Tel: (418) 752-2145. 


PICTOU, N.S.: 45.41 N. 62.43 W. 


DOCUMENTS: 

Customs Report Inwards, Form A6 in duplicate. 

Clearance from last port. 

Stores List, Form E1 in duplicate. 

Crew Declarations, Form Y14 in duplicate. 

Crew List, Immigration Form 200 in duplicate. 

Quarantine Q25 in duplicate. 

Fumigating and Derat Certificate. 

Load Line Certificate. 

Inspection Certificate. 

Safety Equipment Certificate. 

Radiotelegraphy Certificate. 

Certificate of Register. 

If Pictou is first port of call in Canada, photostat copies of the ship's 
ocean bills of lading in duplicate to cover all goods for discharge in 
Canada. 

PILOTAGE: Normally arranged through Halifax as there is no radio 
station in Pictou. Various pilot boats in use. 

ANCHORAGE: Safe anchorage all over harbour in 40 ft. 
RESTRICTIONS: No entry restrictions except draft over bar at entrance 
to harbour, which is 22 ft. low water. 

MAX. SIZE: Government Pier 720 ft. long with 27 ft. water on both sides. 
HEALTH: Masters must complete Quarantine Form QS.25. Vessel may 
be quarantined by port doctor, if any disease on board. 

RADIO/VHF: Halifax, call sign, VCS, Channels 26, 59, 79. Alternate 
Charlottetown call sign VCA, Channel 59. 

TUGS: Not necessary for berthing. 

BERTHING: No specific requirements; berths usually available at all 
times. 

STEVEDORES: Usually 24 hours’ notice required for stevedores. 
MEDICAL: Hospital facilities available. Serious cases may be 
transferred to larger hospital at New Glasgow 8 miles distant, or to 
Halifax 100 miles distant. 

FRESH WATER: Supplied by town through 4 in. line. Water pressure 
110 p.s.i. 

FUEL: Diesel fuel available in quantity. 24 hours’ notice required for 
bunker fuel as it is only brought in on order. 

CONSULS: None. 

REPAIRS: Facilities to carry out all types of ship's repairs, including 
deck, engine, electrical and hull repairs. 

DRY DOCKS: Largest dry dock, 2,000 ton capacity, 250 ft. long, 
42 ft. beam. 

GANGWAY/DECK WATCHMEN: Not 
requested by ship. 

OPENING/CLOSING HATCHES: Usually by crew. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes per man. Issue 
may be made if ship is in port for long periods. Wine/Spirits: One bottle 
per man. 

REPATRIATION: Crewmen repatriated through Halifax. 

AIRPORT: Closest airport is Halifax International Airport approximately 
80 miles distant. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
sr first week-end in April to last week-end in October, clocks advanced 

Our. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Queen's 
Birthday (May 19th); Dominion Day (July 1st); Labour Day (1st Monday 
in September); Thanksgiving Day (2nd Monday in October); 
Remembrance Day (November 11th); Christmas Day; Boxing Day. 
Cargo normally not worked on holidays. Would have to be arranged with 
Stevedoring company. 
POLICE/AMBULANCE/FIRE: 
Ambulance 485-4381. 
TELEPHONES: Facilities available for placing telephones on ships. 
IDENTIFICATION CARDS: Not required. Customs and Immigration 
Officer should be notified if any crew member wants to travel any 
istance from port area. 

GENERAL: For larger and bulk cargoes stevedores should be notified 
Well in advance. Rates vary according to the type of cargo. 
AUTHORITY: Transport Canada — Harbour Master/Whartinger, Pictou, 
Nova Scotia. Tel: 485-5170. Contact: Robert Ross, Harbour Master. 
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POINTE AU PIC, Quebec: 47.37 N. 70.08 W. 


PILOTAGE: Available but not compulsory. 

APPROACHES: Depth of channel 7.0 m. at lowest low water. 
RADIO: Quebec Radio (VCC). 

TUGS: Not available and not required. 

BERTHING: Available length 120 m. with max. depth 8.2 m. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Work possible at weekends and holidays with notice. 

MEDICAL: Hospital locally. 

FRESH WATER: Available. 

FUEL: Diesel oil available. 

REPAIRS: Minor repairs possible. 

DRY DOCK: Nearest dry dock at Lauzon (Quebec), 70 miles from Pointe 
au Pic. 

HOLIDAYS: New Year's Day, Good Friday, Easter Monday, Queen's 
Days (4th Monday in May), Dominion Day (July 1st), Labour Day (1st 
Monday in September), Thanksgiving (2nd Monday in October), 
Remembrance Day (November 11th) and Christmas (December 25th 
and 26th). 

TIME: GMT minus 5 hours. GMT minus 4 hours in Summer (first Sunday 
in April to last Sunday in October). 

GENERAL: Chart: Canadian Chart No. 1234. 

Formalities: Port of Entry for Customs and Immigration. Quarantine 
service available from Quebec City. 

Services: Banks, post office, provisions, fumigation. 

AUTHORITY: Transport Canada, Harbours and Ports Division, 
Canadian Coast Guard, 104 Dalhousie Street, Quebec, Quebec 
Province, G1K 4B8. Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 
648-4236. Contact: P. Villeneuve, Harbour Master — Pointe au Pic. 
Tel: (418) 665-3469, (418) 665-6111. 


PORT ALBERNI, B.C.: 49.14 N. 124.50 W. (See Plan) 


PORT LIMITS: A line drawn 320° through Pill Pt. extending across 
Trevor Channel and Junction Passage (See Canadian Chart No. 3668). 
DOCUMENTS, HEALTH, CONSULS, ETC.: See “Vancouver”. 
PILOTAGE: Compulsory, contact through Vancouver Radio. Pilot 
boards at Cape Beale. 
ANCHORAGE: Three deep water anchorages available in harbour, 
each with a radius of 1,000 ft.,depths up to 66 ft. 
RESTRICTIONS: Depths in approaches 84 ft. MLLW. 
MAX. SIZE: “Panamax” size vessels. 
VHF: Channel 74 (VTS Tofino); Channel 6, tugs and inter-harbour traffic. 
RADAR: There is no Port Control Radar. 
TUGS: Available and required for berthing. 
BERTHING: Port Alberni Terminals, owned and operated by the Port 
Alberni Harbour Commission. Berth 3: 600 ft. long with a depth alongside 
of 40 ft., 50,000 sq.ft. covered storage and 17 acres of open storage. 

Port Alberni Terminals Berths 1 and 2: Berthing length is 1,050 ft. with 
50 ft. minimum depth at the South end of Berth No. 1 decreasing to 
37 ft. minimum at the North end of Berth No. 2. Storage sheds and 
forklifts. 40 ft. container handling capability. All forest products handled. 
Private: A smaller privately owned berth in the river is used for loading 
7,200 ton cargoes on specially covered newsprint barges. 
CRANES: 3 mobile cranes — 250 ton and 170 ton. 
BRIDGES: There are no bridges. 
STEVEDORES: 15 Gangs available. Refer “Vancouver” for holidays, 
etc. 
MEDICAL: Doctors and hospital facilities available. 
DENSITY: 1012, approximately. 
FRESH WATER: Available at wharves. 
FUEL: Supplies by barge from Vancouver or by truck to dockside. 
REPAIRS: Machine shop capable of major repairs. Also radar, radio, 
etc. 
SURVEYORS: Surveyors and Cargo Inspectors available from Nanaimo 
and Vancouver B.C. 
CUSTOMS ALLOWANCES: See “Vancouver”. 
TIME: Local time is GMT minus 8 hours (P.S.T.) or GMT minus 7 hours 
(P.D.S.T.) in Summer. 
POLICE/AMBULANCE/FIRE: R.C.M.P., Tel: 723-2424; Fire Hall, 
Tel: 723-1234; (Ambulance). 
EMERGENCY CO-ORDINATION CENTRE: V.T.S. Centre (‘Tofino 
Traffic’) Channel 74 (VHF) or Tel: (604) 726-7777. 
TELEPHONES: Service available at all berths. 
SERVICES: Garbage disposal and septic tank extraction by 
arrangement. 

Ship chandlers available. 
BANKS: Contact: Port Alberni Shipping Co. Ltd. Telex: Pasco Ttal 044- 
64553. Tel: (604) 723-7373. 
STORING: Vessels may be stored by truck, for regulations check with 
Terminal Manager. Trucks may proceed alongside. For distances check 
with Terminal Manager. 
DELAYS: No delays in berthing should be anticipated - one company 
scheduling — ice free port. 
GENERAL: Tides: 12 ft. range at Springs, 8 ft. range at Neaps. 
Loading: Carried out by ship's cranes or by mobile cranes if ship's 
equipment malfunctions. 
AUTHORITY: Port Alberni Harbour Commission, 2750 Harbour Road, 
P.O.Box 99, Port Alberni, B.C. V9Y 7M6. Tel: (604) 723-5312 (multi 
line). Port Alberni Terminals: 723-7922. FAX: (604) 723-1114. Contact: 
Denis J. White, Port Manager. Captain D. C. Drewe, Harbour Master. 
Mr. K. Fertuck, Terminal Manager. 
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PORT ALFRED (including Bagotville), 
Quebec: 48.20 N. 70.52 W. 


LOCATION: Ha! Ha! Bay, Saguenay River, about 60 miles from junction 
of the Saguenay with the St. Lawrence. 

Port Alfred, Ville de La Baie, is located within the limits of the National 
Harbours Board of Haut-Saguenay. 


DOCUMENTS: 
2 Crew Lists. 
2 Passenger Lists. 


(See Plan) 


3 Crew's Declaration (Can. Form Y.14). 
3 Stores Lists (Can. Form E.1). 
Quarantine (Can. Form QS.2001). 


3 Cargo Manifests. 
3 Bills of Lading. 
2 Stowage Plans. 


Harbour Master Dues receipt. 
PILOTAGE: Pilotage is compulsory. A minimum notice of 24 hours must 
be given to ensure availability of Pilot. This notice to be confirmed 12 
hours and 4 hours prior to arrival at pilot station. Reports stating ETA 
and Nett Reg. Tonnage of Vessel to be addressed to “Pilots Montreal’ 
and passed by the Marine Traffic Control communication system on 
VHF Channel 14 (156.7 MHz), or by any coast radio station. 

The Pilot station for vessels upbound to Baie des Ha! Ha! is located 
at Anse-aux-Basques, charted 2 miles S.W. of Les Escoumins Wharf 
on the North shore of the St. Lawrence river and for downbound vessel 


at Quebec City. 


ANCHORAGE: Vessels awaiting berthing facilities anchor off Anse a 


Philippe (48° 21’ N., 70°73’ W.). 


RESTRICTIONS: None. Vessels may enter or depart at any time of day 


or night. 


MAX. SIZE: Vessels of up to 39 ft. draft may berth at Duncan Wharf 
and 33 ft. and 36 ft. at Powell Wharf. Max. breadth 110 ft. LOA 800 ft. 


(243.8 m.). 


HEALTH: Pratique obtained by cable to Quarantine Quebec, and serves 
for duration of vessel's stay in Canada. See also “Montreal”. 

RADIO: Halifax Radio Station used by vessels while in Atlantic and Sept- 
lles Radio Station while in Gulf of St. Lawrence. 

VHF: VHF radio telephone Channel 66. 
TUGS: 2 Voith-Schneider tug-boats available 2,400 h.p. and 3,000 h.p. 
Join vessel 1 mile off wharves at Port Alfred. Ship's lines used. Tugs 
are compulsory for all vessels over 3,000 g.r.t. docking or undocking at 
Duncan Wharf and for tankers above 5,000 g.r.t., docking at Powell 
Wharf. Also, tugs will be compulsory when judged necessary by the 


management. 
BERTHING: 
N.H.B. Facilities 


Depth 


Wharf at Low 


length Water 


Berth 
(ft.) 
Bagotville 
Main Whart 
(outer face) 167 


Private Facilities 


Berth 
(m.) 


(ft.) 


28 


Depth 
at Low 


Length Water 


(m.) 


Remarks 


Utilisation and 
General Remarks 


ee, SE, A 


Port Alfred (Alcan 
Smelters and Chemical 
Ltd, Transport Division). 

(1) Powell Wharf 


South Side 346 
North Side 146 
Across outer 
end 67 
(2) Duncan Wharf 
South Side 386 
(3) Consolidated 
Bathurst 
North Side 183 


7.6 


Floor capacity 20,000 tons. 
Two 5 ton electric level- 
luffing gantry cranes (bucket 
or hook) operate on a 35 ft. 
apron. 


Berth No.1: Two electric 
unloading towers of 600 
t.p.h. and/or one “Screw- 
Type” unloader with a 
capacity of 450 t.p.h. 
Berth No.2: Two electric 
unloading towers of 1,000 
t.p.h each. 

Railway and truck 
transportation direct from 
wharf and conveyors to 
storage areas. 


ee eee aera 


DENSITY: Varies, 1002 — 1015. 
FRESH WATER: Available at al! berths. 


FUEL: A Shell Diesel oil station is located at 88 m. (288 ft.) from the 
Eastern end of No. 4 Powell Wharf, 2 oil pipes of 8 in. diameter 

FIRE PRECAUTIONS: Alcanport have a trained fire-fighting crew and 
fire hydrants installed at all strategic points. 


302 


STEVEDORES: ETA sent by cable 72, 24 and 12 hours prior to arrival 
is sufficient to arrange gangs. 
Working hours: The regular working hours at Port Alfred are: 
General commodities on Powell Whart: 
(a). From Monday to Saturday: 0800 to 1600 hours 
1600 to 2400 hours 

(b) For hours worked outside of above hours and on Sundays and 
holidays, premium will apply. 

At commencement of a working period (0800 or 1600 hrs.) a minimum 
of four (4) hours applies to any gang ordered as per procedure. 

All operations cease from 0001 hrs. Sunday to 0800 hrs. Monday 
except in extreme circumstances such as to complete a vessel within a 
maximum of two (2) hours. 

Rules: The following rules and regulations are now in effect for general 
commodities on Powell Whart: 

(a) All requests for labour must be done by telex or cable. 

(b) In order to insure that gang(s) will be available, it is imperative 
that the telex message be in Alcan office by 1400 hours the day before 
the gang(s) is (are) required. Failing this, it will be beyond Alcan contro} 
to obtain gangs. Also note that this goes for every day of the week, 
including Sunday for Monday work. The following is an example of the 
type of information required on telex or by telephone. 

— ETA of vessel. 

— Number of gangs required and number of carpenters. 

— Tonnage of commodities to be loaded or unloaded per hatch. 

— Instruction if machines (forklifts, etc.) can be used at the beginning 
of the operations. 

— if overtime approved when applicable. 

Nevertheless Alcanport reserves the rights as to the number of gangs 
to be placed on any vessel. 

Bulk commodities on Duncan Wharf: From 0001 hours each Monday 
to 2400 hours each Friday, the unloading towers will work three 8-hour 
shifts daily. Trimming available at the regular working hours. 


MEDICAL: General hospital at Chicoutimi located 13 miles away, in 
addition to local hospital. 


TANKERS: 1 12 in. (Fuel Oil) and 1x12 in. (Caustic Soda) discharge 
hoses. ASA fittings. No slop discharge facilities. One berth available for 
tankers at 39 ft. draft. (No. 4 Powell Wharf). 

Notice to Tankers: \t is important for all vessels discharging fuel oil or 
caustic soda that the following specific limits be strictly adhered to: 
Fuel Oil: Maximum temperatures 150°F, minimum 120°F, with maximum 
pressure of 115 p.s.i. to a minimum of 75 p.s.i. 

Caustic Soda: Maximum temperatures 110°F, minimum 90°F, with 
maximum pressure of 110 p.s.i. to a minimum of 60 p.s.i. 

The above specifications are for security purposes of pipe-lines, and 
official readings are those on charts on the dock. 

CONSULS: Dr. Francois Brochet, 1596 Avenue Begin, Chicoutimi. Tel: 
545-7098 

Norway: Mr. C.J. Tremblay, 1522-6th Avenue, Ville de la Baie, Que., 

Canada G7B 1R6. Tel: (418) 544-1488. 

REPAIRS: Only minor deck and engine repairs. 

SURVEYORS: Lloyd's at Quebec City. ABS and BV at Montreal. 
GANGWAY/DECK WATCHMEN: To be attended by ship's personnel. 
OPENING/CLOSING HATCHES: Done by crew on bulk discharging. 
On Pe sctiteg cargo, stevedores open and close hatches when required. 
CUSTOMS ALLOWANCES: One carton (200) cigarettes allowed fo! 
each crew member. Wine and/or Spirits, one bottle for Officers and crew 
and 5-6 bottles to Master. 

REPATRIATION: Facilities convenient for crew charges. 

AIRPORT: At Bagotville, 6 miles from dock, Daily service to Montreal 
Quebec City, Sept-lles and Baie Comeau. 

TIME: Eastern daylight saving time will prevail from early April 1989 tc 
late October 1989 (+4). The remaining part of the year is Easterr 
Standard time (+5). 

HOLIDAYS: ist & 2nd January, Easter Monday, 1st Monday in June 
St. Jean Baptiste Day (24th June), Confederation Day, 3rd Monday ir 
July, 2nd Monday of August, Labour Day & 25th December. 
POLICE/AMBULANCE/FIRE: Police 544-6804; Fire 544-6804 
Ambulance 544-3335. 

TELEPHONES: At the main office and public pay phone outside. 
SHORE LEAVE: Crew members allowed ashore. 

IDENTIFICATION CARDS: Not required. 

REPORTING: Notice to Masters of vessels approaching Canadiat 
waters during Winter months: 

Masters of vessels proceeding from sea inbound to Port Alfred (Ville 
de la Baie) Quebec must report, at least 24 hours before entering thé 
Gulf of St. Lawrence, to the Canadian Coast Guard, through Halifa’ 
Radio Station, N.S. or through any other Canadian Coast Station givin 
all pertinent information, i.e. name of ship, d.w.t., b.h.p., date built, ice 
class or non-strengthened, approximate draft and time entering Cabo 
Strait, destination. Then the Coast Guard should acknowledge and giv 
the vessel the recommended route. When a vessel is beset in ice, thé 
Master must radio for ice-breaker assistance, and in the case wher 
conditions improve and vessel makes progress, it must be reporte 
soonest to the ice-breaker in the vicinity or the Coast Guard so that tht 
breaker coming to the assistance is well informed of the new position 
GENERAL: Conditions for use of Alcan dock facilities: 

1. Notice of ETA, description and tonnage of the commodity to b 
loaded or discharged and the number of passengers to be landed 0 
embarked, must be given to Alcanport at least 48 hours and 24 hour 
before arrival. Alcanport may then assign a berth to the vessel but sha 
not be liable for any delay in providing a berth or for failure to provid 
a berth. 

2. Vessels shall not berth at Alcanport’s wharves before obtainint 
permission. Berthing instructions will be given on VHF Radic 
Channel 66. 

3. The normal berthing will be on a "First come, first served” bas' 
but the port management reserves the right to change priority. 


4. With a view of expediting the work of the port, Alcanport reserves 
the right, free of expense to itself, to order (a written three-hour notice) 
a vessel to vacate its berth or to shift from one berth to another at any 
time. If the vessel does not vacate its berth or does not shift in 
accordance with Alcanport's instructions, an additional dockage charge 
of $500.00 per hour or fraction thereof shall be payable in advance in 
cash to Alcanport, time to count three hours after notice to shift or vacate 
has been delivered in writing to the person in charge of the vessel. This 
clause shall not impair the right of Alcanport to compel removal of the 
vessel by any lawful means. 

5. Any object landed from a vessel on Alcanport's property is to be 
accompanied by a written permit signed by the Master or Officer-in- 
charge of the vessel; the said permit is to be handed to Alcanport’s 
gateman. 

6. Persons wishing to visit vessels berthed alongside Alcanport's 
wharves are required to have written permission, signed by the Master 
of the vessel. 

7. No person shall smoke or expose a naked light in any shed or 
warehouse owned or operated by Alcanport, or in any railway car while 
on Alcanport's property. 

8. Tugs are available on call for service in accordance with the 
charges and the Standard Towing Conditions. 

9. If an anchor is used during the berthing of a vessel at Port Alfred, 
the Master of such vessel is hereby requested to heave in the anchor 
on completion of berthing operations. 

The cost of any delay caused by any vessel due to not heaving in the 
anchor will be charged to the owner of such vessel. 

Gangways: 

10. Vessels berthed on Duncan Wharf or Powell Wharf are to provide 
safe and efficient gangways fitted with handrails and safety nets, (no 
ladders allowed). The bottom end of the gangway must rest on the wharf 
and be tied to the eyebolts of the rails on the wharf. Gangways are to 
be supervised by ship's personnel. 

Note: The safety net must be so installed that it will catch anyone that 
might fall off when embarking or disembarking the vessel. Also a life 
buoy with a lifeline must be placed at the bottom end of the gangway 
and ready for use at all times. In addition, at the Duncan Wharf, such 
a gangway must be positioned longitudinally in line with the vessel so 
as to permit free movement to the discharging towers from one berth to 
another as necessary. In cases where the gangway cannot reach and 
rest on the wharf, a small union gangway with handrails must be so 
placed so as to permit safe and free passage from the wharf to the ship's 
gangway. In order to avoid delays, we urge that these gangways be as 
ready as possible to be set out quickly on docking of the vessels. 

In addition there must be a free passage on ship's decks, free of 
hazards, so as to permit officials and stevedores to safely carry out their 
respective duties. Any failure to comply with the above rule may cause 
the shore personnel to refuse to board, and the cost for any delay 
incurred while the ship's crew rectify the situation will be charged against 
the vessel. 

Further, during the coldest months, all accesses including hatch 
covers must be kept free of ice. 

For vessels berthed on Powell Wharf only: 

There are 2 aluminium gangways available for rental at a minimal fee 
of $100.00 per 24 hours., or part thereof. It is to be noted that these 
gangways, as for vessels using their own, are to be under the 
responsibility and supervision of the ship's personnel at all times while 
in use by the vessel. 

WARNING: 

11. This is to advise vessels that Alcanport's wharves are equipped 
with underwater cathodic protection which prevents corrosion of the 
wharf structure. 

Any debris on the river bed, and especially metallic objects such as 
wire rope, cans, etc., will adversely affect this expensive system. We 
request your co-operation to ensure that no refuse of any nature be 
thrown overboard from vessels. This will avoid damage to the cathodic 
protection and also claims which we would be compelled to make in the 
event of damage being caused by refuse from vessels. 

tis unlawful to discharge or dispose of any ship's refuse at Port Alfred. 
(There is no incinerator in this region). 

Any ship approaching or manoeuvring near the wharves at Alcanport 
must ensure that divers working on the cathodic protection system are 
not under water. When divers are at work, the International Divers’ Flag 
\s displayed at the east end of the wharf or wharves involved. 

Sailing Directions: Canadian Hydrographic Service in Ottawa (Ontario). 
ahawranice Pilotage (below Quebec City). Canadian Charts Nos. 1202 
and 1203. 

Tide: Rise and fall 2.1 m. (7 ft.) to 6.7 m. (22 ft.). 

Transfer of Funds: All transfers of funds to Alcan Smelters and 
Chemicals Ltd., Transport Division, or to vessels as cash advance or 
otherwise through Alcanport, must be sent to: The Royal Bank of 
Canada, Bagotville Branch, 375 rue Bagot, Ville de La Baie, (Quebec) 
G7B 2N6. Tel: (418) 544-6836. 

AUTHORITY: Alcan Smelter and Chemicals Ltd., P.O. Box 10, Ville de 
la Baie (Sector Port Alfred) P.Q. Canada, G7B 3R1. Tel: (418) 544- 
3311. Telex: 051-36176. FAX: (418) 544-9622. Cables: ALCANPORT. 
Contact; J.L. Mongrain, Port Director. Gabriel Pedneault, Marine 
Superintendent. Claude Page, Agent (Tel: (418) 544-9674. 


CANADA 


PORT ALICE, B.C.: 50.22 N. 127.28 W. (See Plan) 


PILOTAGE: Compulsory. Pilots can be secured off Cape Beale, Barkley 
Sound, South end of Vancouver Island. Master should advise “Pilots 
Victoria” via Radio Station VAK giving their ETA Cape Beale. 
ANCHORAGE: Good anchorage within 0.5 miles of dock in 30 fathoms. 
HEALTH: The nearest station is at Victoria, B.C. Ships coming from 
foreign other than U.S.A. ports and having duplicate Pratique from same 
to British Columbia ports other than Victoria must obtain Radio Pratique 
through Victoria, B.C. 

VHF: Ship to shore communications on Channel 6. 

TUGS: 2 Small tug (335 h.p.) available to assist berthing and departure 
if required. 

BERTHING: Controlling depth from entrance of Quatsino Sound to Port 
Alice dock 24 fathoms. A draft of 25 ft. can be handled alongside dock 
and a vessel 525 ft. in length can be berthed with safety. 

Oil tankers with draft up to 35 ft. and 580 ft. in length can berth against 
berthing scow positioned between dock and oil tanker. (Width of scow 
35 ft.). 

Bulk Carriers with draft of 35 ft., 565 ft. in length are berthed 
approximately 16 ft. out from dock by means of log fenders. Gantry of 
monck cranes extending over apron of dock. Largest ship handled of 
this type, 29,500 d.w.t., draft 35 ft. 4 in. (Cargo loaded — Units of 
woodpulp). 

STEVEDORES: Working day of 12 hours. 

MEDICAL: 12 bed hospital, physician in attendance. 

FRESH WATER: Available. 

FUEL: Limited quantity of diesel oil. Fuel oil only available in an 
emergency from gravity hose on dock, vessel must supply hoses. 
CONSULS: None. 

REPAIRS: Minor repairs can be made in the company workshop. 
CUSTOMS: Customs board at Port Alice. 

CARGO GEAR: No shore cranes, ships use own gear. 

AIRPORT: 35 miles from Port Alice, daily service. 

HOLIDAYS: All Dominion legal holidays. 

GENERAL: Port Alice is a private port open to navigation all year round. 
Limited quantity of supplies available. 

AUTHORITY: Western Pulp Limited Partnership, P.O.Box 2000, Port 
Alice, B.C. VON 2NO. Canada. Tel: 284-3331. Telex: 610-975 7035. 
Cables: West Pulp Pa. Contact: L.W. Scott. 


PORT CARTIER, Quebec: 50.02 N. 66.47 W. 
(See Plan) 


LOCATION: Port Cartier is located on the North shore of the St. 
Lawrence River, approximately 25 miles, in a Westerly direction from 
Sept-lles (Seven Islands) at Lat. 50° 02’ N., Long. 66° 47’ W. 
DOCUMENTS: 
Immigration: 

Crew List Form IMM.200 in triplicate or IMO No. 6. 
Customs: 

Report Inwards (A.6) in triplicate. 

Crew Declaration (Y.14) in triplicate. 

Ship's Stores List (E.1) in triplicate. 

Ship's Register. 

The above forms will be supplied by mail on request. 

The Master shall also have ready for inspection by Customs: 

Certificates of Registry, Safety Construction, Safety Equipment, Derat, 
Safety Radio, Load Line, Clearance from Last Port. Any spares, 
materials for repair, or materials for furtherance must be declared on 
Form A6A on arrival. 

Also see “Health”. 

On Canadian or International Crew Lists, black pen or typewriter must 
be used. Blue is not acceptable because of copy reproduction difficulties. 

Designation and dates of expiry of all major trading certificates are 
required for outward clearance. 

Arrangements have been made so that loading can commence before 
Customs Entry has been completed, and Customs Outward papers will 
be completed so as not to interfere with immediate departure after 
completion of loading. 

Also see “Shore Leave”. 

PILOTAGE: Pilotage is compulsory at Port Cartier for docking, sailing 
and, at Port Authority's discretion, for changing berths. 

An exception is made in the case of Coasters or vessels less than 
350 ft. LOA unless requested by the Master, or, if considered necessary 
by the Port Authority. 

Pilot will board vessels from attending tug or harbour tender 
approximately 1 mile off the harbour entrance. 

It is the responsibility of all vessels to ensure that the pilot ladder is 
in good condition and in a safe position for the boarding of the Pilot. 

Frequencies for VHF communication with Pilot and Harbour Office. 
Calling 156.8 MHz. Receiving/transmitting 156.6 MHz. Internal harbour 
(tugs and Pilots) 156.35 MHz. 

Vessels over 40,000 d.w.t. shall also provide accommodation ladder 
with rope ladder alongside. The landing platform of the accommodation 
ladder should be approximately 20 ft. above the water. 
APPROACHES: The depth of water in the harbour is 50 ft. at MLW. A 
depth of 54.5 ft. at MLW is maintained in the channel for a width of 
200 ft. on each side of the centre line of approach into the harbour. For 
a distance of 300 ft. on both sides of this channel a depth of 40 ft. at 
MLW is maintained. 
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AIDS TO NAVIGATION: 
Fairway Buoy: A black and white vertically striped light and bell buoy 
“Mo (A)" (white light showing the morse code letter A) equipped with a 
radar reflector, marked “Port Cartier’ is in position: Lat. 50° 00' 12” N., 
Long. 66° 47’ 45.7” W. Removed during Winter season (mid November 
to mid April). 
Rear Range Light: F.G. 255 ft. backed by 10 ft. square fire orange 
daymarker. Lat. 50° 02’ 25” N., Long. 66° 46’ 45” W. 
Front Range Light: F.G. 151 ft. backed by 10 ft. square fire orange 
daymarker. Lat. 50° 02’ 10” N., Long 66° 46’ 52" W. 
Fog Horn: Signal — Continuous short pulses during poor visibility and 
fog off Port Cartier on request from vessel. Lat. 50° 01’ 52” N., Long. 
66° 47’. W. 
Corossel Island Light: White Gp. Fl.2 ev. 18 secs. 190 ft. 20 miles radio 
beacon. Fog signal ev. 30 secs. Lat. 50° 05’ 20” N., Long. 60° 22’ 44" Ww. 
Local Chart: Canadian Chart No. 1226 Port Cartier and Approaches. 
N.B.: All aids to navigation subject to change. ALL VESSELS NOT 
UNDER PILOTAGE MUST GET PERMISSION FROM THE PORT 
AUTHORITY BEFORE ENTERING THE HARBOUR, AND MUST ALSO 
OBTAIN PERMISSION BEFORE LEAVING ANY DOCK WITHIN THE 
HARBOUR LIMITS. 
ANCHORAGE: Anchorage areas have been established as follows: 
Designation 
Position 

Lat. 50° 00’ 57.0” N., Long. 66° 46’ 36.2” W. 
Lat. 50° 01’ 07.1" N., Long. 66° 45’ 44.5” W. 
Lat. 50° 01’ 16.4” N., Long. 66° 44’ 53.2” W. 
Lat. 50° 00’ 32.8” N., Long. 66° 45’ 44.5" W. 
Lat. 50° 00’ 22.7” N., Long. 66° 46’ 35.0" W. 
Lat. 49° 59’ 56.5” N., Long. 66° 48’ 43.0" W. 
. Lat. 49° 59’ 44.0” N., Long. 66° 49’ 32.8” W. 

Chart: (Last edition) 1226, dated 27-05-88. Publication — Gulf and 
River St. Lawrence Sailing Directions, 6th edition 1985. 


ONMNGOWY 


MAX. SIZE: Vessels of 100,000 d.w.t. and over must have a draft not 
exceeding forward 33 ft. and aft 38 ft. on arrival. Also see “Berthing” 
and “General”. 


HEALTH: All vessels should 24 hours before arrival and during normal 
office hours, 0900 — 1700 hrs. (holidays and Sundays excepted) radio 
— “Quarantine Montreal, Quebec” for Radio Pratique. Ships trading 
between Canada and the United States continuously and touching no 
other foreign port, since last granted Canadian Pratique, comply with 
the above, only on first trip to Canada. 

The information to be provided to the Quarantine Officer is: 

(a) the name and nationality of the vessel; 

(b) the ports called at during the voyage of the vessel; 

(c) the nature of the cargo on board the vessel; 

(d) the number of persons comprising the crew of the vessel; 

(e) the number of passengers on board the vessel; 

(f) the port of destination of the vessel and the name of the vessel's 
owner or, if the owner is not in Canada, the name of the vessel's Agent 
in Canada; 

(g) the condition of all persons on board the vessel and details of any 
death or illness occurring during the voyage; 

(h) whether the body of any person is being carried on the vessel; 


(i) the estimated time of arrival of the vessel at the port of destination; 


(j) the date and place of issuance of any Derat Certiiicate or Derat 
Exemption Certificate applicable to the vessel. 

Vessels inspected by Port Health Officer soon as possible, in berth 
or not. 

Masters shall have ready for inspection: 

Maritime Declaration of Health Form Q.S.2001 in duplicate. 

Derat Certificate. 


RADIO: Cable Address “Cartier Port Cartier. 

Vessels entering the Gulf from the Atlantic should keep watch on 
Halifax Radio for all traffic. Information as to time of reports and 
yet ge will be found in International Radio Aids to Navigation 

anual. 
Traffic List 420 kHz Even hours plus 50 GMT 
2582/161.9 Even hours plus 40 GMT 
Weather, Ice Reports and Notice to Shipping. 


Channel 21 Receiving Frequency 161.65 MHz (59) 
Channel 59 Receiving Frequency 2582 kHz (59) 
Channel 26 

and CW Receiving Frequency 161.9MHz (26) 


When vessels are 36 hours from Port Cartier, they should keep W/T 
watch on VCK Seven Islands Radio for traffic from this Port. 
VCK — Seven Islands: Tel: 418-968 3118. 


Channel Transmitting Receiving 

W/T Frequency 500 kHz 500 kHz 

R/T (HF) Channel 51 2182 kHz 2182 kHz 
Channel 57 2514 kHz 2118 kHz 

R/T (VHF) Channel 16 156.8 MHz 156.8 MHz 
Channel 12 156.6 MHz 156.6 MHz 
Channel 24 161.8 MHz 157.2 MHz 
Channel 26 161.9 MHz 157.3. MHz 
Channel 21 161.55 MHz 157.05 MHz 

Port Cartier Station 

R/T (VHF) Channel 12 156.6 MHz 156.6 MHz 
Channel 7A 156.35 MHz 156.35 MHz 
(Internal tugs and Pilot) 

Traffic Escoumins 

RT (VHF) Channel 14 156.70 MHz 156.70 MHz 


The Port Office telephone number is 418-768 2485, Telex number is 
051-8-6422 and the Fax No. (418) 768-2344. It is also fitted with VHF 
on the frequencies mentioned above. The office is open to receive 
messages on a 24 hour basis. Radio and radio telephone traffic by a 
ship at anchor in the area off Port Cartier is permissible. 
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THE ST. LAWRENCE WATERWAY TRAFFIC REGULATIONS: The 
zone extends from Long. 66°00’ W. to Montreal. In general, the 
regulations state that a ship must report to the Marine Traffic Regulator 
by contacting Channel Escoumins on 156.7 MHz, Channel 14 before 
entering Zone 1 (i.e. crossing Long. 66° 00’ W.). The Port of Port Cartier 
is in Zone 1. Ships have to maintain a continuous radio watch on Channel 
14, except when alongside. Authorisation to communicate on another 
Channel has to be requested from Channel Escoumins, unless the 
vessel is equipped with 2 radios. Clearance must be obtained from 
Channel Escoumins to move within the anchorage. 


ARRIVAL ADVICE: Also see “General”. ETAs — All vessels must advise 
ETA 72 hours, 48 hours and 24 hours before arrival. If any change in 
ETA of more than 1 hour occurs after transmission of the 24 hour ETA, 
the vessel must send a corrected ETA immediately. These ETAs shall 
be submitted in local time at Port Cartier. 

In the 72 hours ETA vessels will advise: Tonnage of cargo required; 
grain fittings, if any; quantity orders for supplies; bunkers, water and 
cash advance requirements; and bonded stores. 

In the 24 hours ETA vesseis will advise the estimated time for pumping 
ballast after arrival alongside. However, if because of weather or any 
other cause the estimated pumping time should change, the Port 
Authority will be notified immediately. 

All ships shall request docking instructions 2 hours before arrival. 


TUGS: Compulsory, with the exception of coasters or vessels less than 
380 ft. LOA unless requested by the Master, or, if considered necessary 
by the Port Authority. Meet vessel outside harbour under instructions 
from Pilot. Tug lines used at all times. Two tugs of 3,800 h.p. available. 


BERTHING: Harbour and Terminal: 

1. The North Dock is 2,600 ft. in length, the West 2,000 ft. being 
Berth Nos. 1 and 4 for ore loading and the East 600 ft. being Berth 
No. 4a for bentonite and limestone discharge. Facilities for oil receiving 
are located at Berth Nos. 1, 2, 3 and 4. 

Coastal vessels may also use Berth Nos. 1, 2 and 3 when permitted 
to do so by the Port Authority. 

2. The depth of water in the harbour is 50 ft. at MLT. A depth of 
54.5 ft. at MLT is maintained in the channel for a width of 200 ft. on each 
side of the centre line of approach into the harbour. For a distance of 
300 ft. on both sides of this channel a depth of 40 ft. at MLT is 
maintained. 

3. Vessels of 100,000 d.w.t. and over must have a draft not 
exceeding forward, 33 ft. and aft, 38 ft. on arrival. 

4. The harbour bottom is smooth rock and anchors are of little value, 
although Pilots may advise Masters as to the use of anchors under 
special circumstances. 

5. The faces of all berths are fitted with rubber and tyre fenders. 

6. Mooring bollards are positioned 75 ft. apart at Berth Nos. 1, 2 and 
3. There are also hooks at every pier at Berth No. 4. All bollards except 
those at Berth Nos. 2 and 5 are 4 ft. in extreme diameter and all mooring 
ropes and wires should have eyes at least 8 ft. in diameter. 

7. The East Breakwater Cells are cathodically protected. The cabling 
and anodes extend approximately 60 ft. from the cells, affording all round 
protection. The use of anchors, or equipment likely to damage this 
protection, is not permitted within these areas. 

Bentonite and Limestone: The bentonite and limestone discharging 
facility has a rated capacity of 1,500 t.p.h., with the discharge hopper 
being in a fixed location on Berth No. 4. 

MEDICAL: Hospital facilities are available at Port Cartier. All costs for 
medical and dental treatment required by seamen will be charged to the 
vessels in which the seamen are serving as crew members. All crew 
members requiring medical attention should be available upon the 
vessel's arrival alongside. 

TANKERS: No facilities for slop discharge. 

DENSITY: Has been known to vary slightly between 1025 and 1021, 
but is considered salt. 

FRESH WATER: Available to all vessels at Berth Nos. 1, 2, 3, 4 and5 
with connections conveniently located. Rate of approximately 20 t.p.h. 
The fresh water line is 6 in. with 2.5 in. standard Quebec hose, male 
connection of 7 threads to the inch. Necessary connections and hoses 
are to be furnished and handled by vessel. 

If required, fresh water can be supplied to vessels at anchor. Max. 
amount per trip 40 tons. 

FUEL: Available at Berth Nos. 1, 2, 3 and 4 for Bunker “C’’, marine 
diesel and/or any specialised blend and connections are positioned for 
ready supply to all vessels. All bunker requirements are directly supplied 
by Gulf Oil Canada Limited, and proper credits should be established 
Bunker “‘C” can be supplied at approximately 1,500 b.p.h. Marine diesel 
oil can be supplied at approximately 900 b.p.h., Bunker “C” line is 10 in 
with 8 in. reducer flange connection. Marine diesel oil line is 8 in. with 
4 in. reducer flange connection. There is no coal available at this port. 

Vessels nominated for Port Cartier and required to anchor awaiting 4 
berth, which in the meantime require bunkers, will be permitted to enter 
the harbour, if a berth is available with bunkering facilities, for the 
purpose of bunkering, and shall then return to anchor. The fee for this 
service shall be $3,780 (including second tug if used) plus applicable 
line handling charges. 

REPAIRS: Minor repairs can be effected. They must be supervised by 
the vessel's personnel, and will be the responsibility of the vessel. 
GANGWAY/DECK WATCHMEN: Not necessary. Security guards 
obtainable on request. 

OPENING/CLOSING HATCHES: Normally done by crew. 
REPATRIATION: Crew changes and repatriation can be carried out. 
AIRPORT: Nearest airport is Seven Islands about 40 miles by road 
Services to Quebec City and Montreal, 4 flights daily. 

TIME: Port Cartier is located in the Eastern Standard Time Zone (GMT 
minus 5 hours). Daylight Saving Time (GMT minus 4 hours) is observee 
from first Sunday in April to last Sunday in October. 

HOLIDAYS: See “General”. 
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CUSTOMS ALLOWANCES: Canadian Customs Regulations allow 
each crew member to have in his possession for his personal 
consumption 200 cigarettes, 50 cigars, 2 Ib. pipe tobacco and 40 oz. of 
spirits. All quantities must be declared on Crew Declaration Form Y-14 
along with all personal effects such as radios, cameras, tape recorders, 
binoculars, souvenirs, etc., plus serial numbers of these items. 

N.8.: Masters of vessels are advised that tobacco items and spirits in 
excess of these amounts in possession of crew members should be 
collected and placed in bonded stores prior to the vessel's arrival in 
order to speed up the clearance of the vessel. 

Canadian seamen returning from voyages to American or other 
foreign ports are permitted $100 value of duty free merchandise every 
quarter for periods outside Canada of over 48 hours and $300 once a 
year for periods outside Canada of 7 days. 
POLICE/AMBULANCE/FIRE: Police Tel: 766 2233. Ambulance/Fire 
Tel: (418) 768-2323. 

TELEPHONES: No direct connections to vessels. Available on berths. 
POLLUTION: The discharge of oil and garbage into the waters of 
Canada is prohibited by strictly enforced regulations which provide 
heavy penalties on summary conviction. Every precaution must be taken 
to prevent escape of oil from a vessel, but should such an escape occur, 
the regulations require that vessel immediately report it to the nearest 
Canadian Coastguard Officer or to the Chairman, Board of Steamship 
Inspection, Ministry of Transport, Ottawa. 

SERVICES: Electronic repair services to navigational equipment. 
Should be requested in advance. 

SHORE LEAVE: All ships arriving from a foreign port will be boarded 
by Customs and Immigration Officers. Ship's personnel are not allowed 
ashore until permission is granted by these Officers, nor shall crew 
members joining a vessel board without Customs permission. 
IDENTIFICATION CARDS: Not necessary. 

DELAYS: Occasionally Easterly weather conditions may delay vessels 
berthing. 

GENERAL: Vessels which have completed discharging of grain and are 
to load iron ore should have ratguards fitted to all mooring lines at all 
times. 

Ore Concentrate and Pellet Vessels: 

|. Advising Arrival: (See also “Arrival Advice”) 1. Each vessel 
operator or its principal shall notify Quebec Cartier Mining at least 2 
weeks prior to the expected arrival of each vessel at Port Cartier and 
Quebec Cartier Mining Company shall forthwith advise such vessel 
operator or principal whether it can accept the vessel at such time. An 
allowance of 3 days preceding and 3 days subsequent to the date so 
fixed will be made for the actual arrival of each vessel. If the vessel’s 
actual arrival is not within such 3 day period preceding or subsequent 
to the date fixed for its arrival, Quebec Cartier Mining Company may fix 
another arrival date for such vessel that will not interfere with other 
scheduled loading. Quebec Cartier Mining Company shall be kept fully 
advised of all vessel nominations, substitutions, cancellations, delays, 
sailing dates at Port Cartier of all vessels designated to accept delivery 
of ore at this Port. 

2. The submission of a Notice of Readiness by the vessel will 
constitute acceptance of all terms and conditions of this Advice to 
Vessels by the vessel, its Managers, Agents, Master, Operator and or 
Charterer. 

I. Loading Conditions: Ships will be loaded in regular turn of vessel's 
arrival off Port Cartier provided they present with hatches open and do 
not have ballast pumping time which will exceed minimum loading time. 
The 1 shiploader has a rated capacity of 9,000 tonnes/p.h. for 
concentrate and 7,200 tonnes/p.h. for pellets. A vessel which has 
berthed at the loading dock and is found to have a deballasting rate 
time which in the opinion of the Port Authority will not permit loading at 
maximum rate, may be ordered off the dock and moved to the standby 
berth or to anchorage until it is in a condition to accept its cargo at 
maximum loading speed. 

The vessel will then be returned to the ore loading berth in turn, 
following re-submission of Notice of Readiness. All moves to be at 
vessel's expense. Quebec Cartier Mining Co., Port Authority will be final 
arbitrator in case of dispute. 

Il. Loading Minimum and Vessel Specifications: Each vessel 
designated to accept delivery of ore at Port Cartier, must conform in 
construction to the following specifications and conditions: 

1. Not less than 4 ore hatches of at least 18 ft. square, except Great 
Lake Bulk Carriers where the minimum width of hatches shall be 9 ft., 
'o accept ore cargo direct from loading tower at Port Cartier. 

2. All vessels nominated must be suitable for the loading and the 
transportation of concentrates or pellets and capable of taking the entire 
cargo to be loaded in the lower holds without “‘peak-up” above the tween 
deck levels. The vessel shall load and stow cargo in accordance with 
the Canada Shipping Act and Regulations. 

3. Hatch opening sufficiently clear of obstruction on deck to permit 
free and direct contact with loading tower. 

4. Vessels may be loaded to a draft of 54 ft. if tides permit them to 
sail while maintaining a safe under keel clearance (at least 3 ft.) ona 
rising tide. 

lf a vessel requests to wait for a following higher tide in order to lift 
more cargo, and the Port Authority agrees, then this additional time is 
not to count and, if required by the current operational condition of the 
Port shifting is necessary, all additional shifting fees will be for the 
account of the vessel. 

5. Maximum Allowable Dimensions: Maximum allowable dimensions 
of vessels at the ore berth. 

LOA 995 ft. 

Beam 174 ft. Moulded depth 92 ft. (to top of hatch cover). 

Air draft under loader: 

MHW 42 ft. water line to top of hatch covers. 

MLW 52 ft. water line to top of hatch covers. 
Draft of Vessel Loaded: 

Draft at MLW 48 ft. loaded. 

Draft at MHW 54 ft. loaded. 
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IV. Special Regulations: 1. Any vessel which discharges a cargo of 
grain and is to load a cargo of iron ore will be considered in turn for 
loading only after the vessel has completed discharging grain and is in 
all respects clean and ready to receive iron ore. 

2. Loading plan should be available as soon as possible after arrival 
and must be presented to the ore loading foreman, in metric tons, on 
arrival at the berth. 

3. All shipboard work necessary for docking and loading, including 
but not limited to line handling and tending, opening and closing hatches, 
and normal deck cleanup, shall be done by the vessel's crew. 

4. Any Owner or Charterer with more than 1 vessel waiting turn to 
load may interchange his vessels, provided they are of comparable 
capacity (deadweight). Any interchange of turn must be arranged with 
and have the approval of Quebec Cartier Mining Company. 

5. All weights shown on the Bill of Lading and/or Manifest will be the 
same as recorded on the weighing facilities of Quebec Cartier Mining 
Company. 

6. The Port will be in operation 24 hours a day, 7 days a week; 
however, ore vessels will not be loaded on New Year's Day (January 
1st), and on Christmas Day (December 25th), nor will they be loaded 
from 0800 hrs. Sunday to 1600 hrs. Sunday, nor during the same period 
on the following holidays: Good Friday; St. Jean Baptiste Day — June 
24th; Dominion Day — July 1st; second Monday of July; first Monday of 
August; Labour Day — first Monday of September; Thanksgiving — 
second Monday of October; Boxing Day — December 26th. 

7. Arrangements have been made so that loading operations will 
commence as soon as possible after the vessel's arrival at the loading 
berth. 

8. Vessels usually dock port side to at Ore Berth. 


V. General Instructions in Preparing Vessels’ Holds to Accept Iron 
Ore Concentrate: Quebec Cartier’s iron ore is a type of iron ore 
concentrate which weighs on the average 192 Ib. per cu.ft., and stows 
at approximately 12/13 cu.ft. per gross ton. 

The iron ore contains an average moisture content from 2.5% to 3.5%, 
and could sometimes in the Summer Season be shipped at as high as 
5%. The character of this ore is self draining. It will retain moisture up 
to about 2.5%, but al! moisture over and above this will drain on 
compaction of the material, and also, if the ore is left for long periods in 
stock-pile or in the hold of a vessel, this drainage of moisture will 
sometimes leave a considerable quantity of water in the hold of the 
vessel, and could cause some inconvenience when discharging the 
cargo. For this reason all bilge strums or wells should be sounded 
regularly and pumped out at regular intervals, so as to keep the bottom 
of the hold as dry as possible. 

Quebec Cartier's iron ore is abrasive, and could cause damage to 
bilge pumps. Masters of vessels are advised to cover all bilge strums 
or wells with burlap in a similar manner as when receiving a grain cargo 
in bulk; so as to permit a free flow of the water and retain the iron ore 
in the hold of the vessel. 

All holds for the acceptance of this cargo should be clean prior to the 
arrival of the vessel. 


Vi. Pellet Stowage Factor: \ron ore pellets will stow at about 17 — 
18 cu.ft. per gross ton. 

All holds for the acceptance of this cargo should be clean prior to the 
arrival of the vessel. 


Vil. All vessels loading more than 18% of their cargo capacity in iron 
ore concentrate must present a Certificate of “Fitness to Load” as issued 
by the Canadian Ministry of Transport (Port Warden) prior to loading 
and a ‘Fitness to Proceed” prior to sailing. 

Port Warden costs will be charged to the vessel in accordance with 
the government tariff. 


Grain Vessels: Berthing and use of the Elevator Dock Facilities: 
Regulations, Terms and Conditions: 

(The term ‘Tariff’ refers to the Tariff issued periodically by the Elevator 
Company; the term ‘Company’ in this section refers to the Elevator 
Company). 

1. Application for Berth: For all vessels desiring a berth at the 
Elevator there shall be filed an Application for a Loading Berth at the 
Elevator Office, between 0900 — 1700 hrs. Mondays through Fridays 
and from 0900 — 1200 hrs. on Saturdays, except on holidays. Application 
shall be made in writing on forms supplied by the Company. Whether 
or not such Application Form is signed, the Owner and Charterer of each 
vessel shall be deemed to agree in consideration of the Company 
permitting the vessel to berth at the Elevator for the purpose of loading 
or discharging bulk grain, to abide by all rates, rules and regulations 
stipulated in the Company's current Tariff, and to acknowledge having 
taken communication of same and, without restricting the generality of 
the foregoing, to undertake and agree that the berthing of the vessel at 
the Elevator will be free of risk and expense to the Company. Owners 
and Charterers also agree to indemnify the Company against and hold 
it harmless from any and all damages whatsoever and howsoever 
caused which may be occasioned to its facilities or any of them by the 
vessel and in like manner to indemnify the Company against and hold 
it harmless from any and all claims of any nature whatsoever arising 
from damages which may be sustained by the vessel while berthed or 
during berthing or unberthing. Owners and Charterers shall in like 
manner be deemed to agree to make prompt payment of invoices as 
presented and in the case of export grain to deliver to Les Silos Port 
Cartier signed written evidence of the receipt on board of the grain 
according to the Les Silos Port Cartier Description and Tally (i.e. 
“Mate's Receipts’’). All charges shall constitute a lien against the vessel 
until paid. The Application for Berth shall be dated and timed and shall 
constitute a contract between the Company and the Owners and 
Charterers of the vessel, such that the latter shall be bound by the terms 
thereof and, without restriction, to comply with all the charges, rules and 
regulations stipulated in the Company's current Tariff. 
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2. Allocation of Loading Berth: Except as otherwise provided in 
these regulations, vessels shall be assigned a loading berth in the 
chronological order in which they file with the Elevator Office the signed 
Application for Berth, accompanied at the time of filing by the following 
documents: 

(a) Certificate issued by the Canadian Government Department of 
Agriculture and/or by the United States Department of Agriculture, Grain 
Division, as the case may be, that all cargo compartments are fit to load 
in compliance with the regulations of the respective departments. 

(b) Certificate of Readiness in all compartments issued by the Port 
Warden. 

(c) Evidence to the effect that the vessel has been entered at the 
Canadian Customs House. 

(d) Evidence to the effect that the vessel has been tendered to and 
accepted by the Charterer. 

Vessels are required to present alongside the Loading Berth with 
hatches open and gangway and gangway net ready. 

3. Allocation of Unloading Berth to Lake Vessels: Subject to the 
exceptions contained herein, but at all times in accordance with the 
provisions of the Canada Grain Act and Canadian Grain Commission 
Regulations, Lake vessels shall be assigned to an unloading berth in 
the order in which they arrive in port and file application and required 
documents for berth with the Company with evidence of vessel's 
readiness to discharge. 

(a) A hold of a vessel having been partially unloaded at another port 
shall not be accepted for unloading unless by prior express arrangement 
with the Company. 

(b) A hold of a vessel having a separation between more than one 
grade or kind of grain shall not be accepted for unloading. 

4. Berthing Prior to Receipt by the Company of Appropriate 
Certification: 

(a) At the sole discretion of the Company, a vessel may be allowed 
to berth alongside the Elevator prior to having received all the above 
certificates. If subsequently, the vessel fails to deliver such certification, 
it must, immediately on order of the Company vacate the berth. Nothing 
contained in this rule shall be deemed a waiver of any of the provisions 
of Item 5 hereinafter. 

(b) Any vessel, which has been allowed to berth at the Elevator having 
previously filed all the certificates enumerated in above item 2, and which 
subsequently is found by an Official Inspector unsuitable to receive grain 
for any reason, must, if required by the Company, immediately vacate 
the Elevator Berth. Nothing contained in this rule shall be deemed a 
waiver of any of the provisions of Item 5 hereinafter. 

5. Refusal or Failure to Vacate Berth: Any vessel which fails or 
refuses to vacate the berth when required by the Company for any 
reason whatsoever including being under arrest, except as provided 
hereinafter, in Item 9, shall be liable, in addition to any other charges 
due hereunder, to pay to the Company a charge of $1,500.00 per hour, 
or any part thereof after vacating notice has been given in writing to the 
Owner, Manager, Agent, Master, Mate, Operator or Charterer of the 
vessel. This charge shall be paid promptly and it is accepted that it 
accurately represents a minimum estimate of damages to the Company 
because of refusal or failure of the vessel to vacate. This payment shall 
not constitute a waiver on the part of the Company to claim greater 
actual damages that may be sustained as a result of the vessel's failure 
to vacate. i 

The Company shall have the right, authority and privilege to compel 
the removal of the vessel, by any lawful means, at the vessel's own risk 
and expense and shall not be liable for any damages, delay or other 
expenses, including legal costs, arising from the act of removal of the 
vessel, by whomsoever incurred. 

6. Berth Operations: The Company, in its sole discretion, may: 

(a) Alter the turn of vessels whether in berth or not, when confronted 
by an urgent need to receive or ship a particular grade or kind of grain 
or when in its judgment 

(i) This is necessary or desirable in order to facilitate elevator 
operation, or 

(ii) Conditions within the Elevator or approaches thereto render this 
necessary or desirable. 

(b) Require a vessel to load in overtime hours at vessel's own 
expense during all hours when labour can be available, continuously 
until loading is completed, or for any part of such hours as the Company 
may determine necessary. This rule may be applied whenever more 
vessels are in port than can be berthed at the Elevator, or in order to 
expedite the movement of vessels and/or grain, or to ensure the fullest 
possible use of the Elevator, or to eliminate any threat of actual or 
possible congestion of any other vessels. Any vessel unwilling to work 
overtime as directed in accordance with this rule shall vacate the berth 
without delay and the vacating vessel shall only be permitted to berth 
again at the Elevator after giving written agreement to load continuously 
until completed whether in regular or in overtime hours. Should any 
vessel refuse to vacate, it will be liable for damages described in 
above Item 5. 

(c) If a strike or other labour disturbance involving a vessel at berth 
or waiting for berth (whether by vessei’s crew or otherwise) or any other 
circumstance affecting a vessel and not attributable to the Company will, 
in the Company's judgment, tie up or impede operations at the dock, 
the Company may order such vessel out of berth or refuse to accept it 
at the berth. Should any vessel refuse to vacate, it will be liable for 
damages described in above Item 5. 

7. Vessel in Berth: Any vessel in berth shall at all times maintain 
appropriate Officers and crew aboard to permit shifting of the vessel or 
reception or discharge of cargo at any time of day or night including 
Saturdays, Sundays and Holidays. 

All vessels discharging or loading grain shall at all times have 
adequate rat guards on all mooring lines. 

8. Work Interruptions: When work is interrupted on account of rainy 
or other weather conditions, a vessel at its own expense may be 
required, at the discretion of the Company, to retain on standby, 
according to local labour rules, stevedore and other labour necessary 
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to the loading, up to a maximum of 4 hours in any stevedoring work 
period. Any vessel or its Agent failing to have such labour available, if 
so required, shall be, in addition to any other charges due hereunder, 
assessed a charge of $1,500.00 per hour for any period where work is 
subsequently ordered resumed by proper authority (after the weather 
interruption) but cannot be carried out for lack of labour. 

If such interruption occurs during an overtime period or on Saturdays, 
Sundays or Holidays, the usual charges for overtime periods will still be 
fully assessable and due in addition to the above charge. This rule shall 
be applicable unless otherwise agreed by the Company in writing. 

9. Completion of Loading: Upon completion of loading, a vessel 
shall not occupy the loading berth at the Elevator longer than is 
necessary to close the hatches, but in any event for not longer than 1 
hour. Vessels requiring extra time to set booms and derricks before 
making ready for sea or for any other reason may, at the time of docking, 
request written permission from the Company to do this work at the 
Elevator Berth, but it shall be at the sole discretion of the Company 
whether such permission is granted or not. Any vessel not granted such 
permission must vacate the berth immediately as required by the 
Company. Most vessels requiring extra dock time will be ordered to a 
lay-by berth, if available, or to anchorage, at vessel's expense. 

Failure to comply with this requirement will automatically cause the 
vessel or its Agents to be assessed an extra charge of $1,500.00 per 
hour or part thereof from the time that permission was refused. This 
charge shall not impair the right of the Company to compel removal of 
the vessel from the berth nor shall it constitute a waiver on the part of 
the Company to claim any greater damages that may be sustained as 
a result of vessel's failure to vacate. The Company shall have the right, 
authority and privilege to compel the removal of the vessel by any lawful 
means at the vessel's own risk and expense and the Company shall 
not be liable for any damages, delay or other expenses including legal 
costs, arising from the act of removal of the vessel, by whomsoever incurred. 
Port Expenditure: In addition to the port charges, the following charges 
will be applicable: 

1. Grain Inspection Fee. 

2. Charges as stipulated in the Company's Current Tariff. 

3. The Port Warden and D.O.A. and/or U.S./D.O.A. fees when 
applicable, charged at cost in accordance with the regulations. 
Unloading and Loading Facilities: The grain unloading berth is adequate 
for the largest lakers known and is equipped with 2 marine towers able 
to unload grain at a peak rate of over 2,240 tonnes (80,000 bushels) 
per hour. 

The loading berth can handle ocean vessels having up to the following 
maximum dimensions: 

Length Overall 900 ft. (see “Note” below). 

Beam 137 ft. for self-trimming bulk carriers. 

137 ft. for OBO-centre holds only. 

125 ft. for tankers, provided off-shore tank openings are 
a minimum of 15 ft. inside ship's side. 

47 ft. at MLW, subject to slight increase depending on 
state of tide. Port Authorities require vessels to have 
3 ft. under their bottoms at all times. 

53 ft. at MLW, to top of hatch covers. 

45 ft. at MHW, to top of hatch covers. 

Note: Vessels having in excess of 730 ft. LOA up to 900 ft. LOA, may 
be accepted at the Elevator, but only by prior arrangement with the 
Company, which reserves the right, at its sole discretion, to refuse to 
load any vessel over 730 ft. because of its length or other physical 
characteristics which makes it impracticable to load. 

The Port Cartier harbour as well as the grain loading berth have a 
depth of water of 15.2 m. (50 ft.). 

REGULATIONS: Also see ‘General’. 

1. Ships will leave the loading or discharging berth immediately on 
completion of loading or discharging. If any delays occur on 
documentation, crew members missing etc., ship will leave the dock and 
all matters will be handled from anchorage or another berth. 

2. Vessels ordered to anchor, should do so in the recommended area, 
see “Anchorage”. Failure to do so may result in delays to vessels from 
being boarded by Port and Government Authorities. Vessels at 
anchorage must remain 0.25 miles clear of the Harbour Approach 
Channel. 

3. Vessels arriving in ballast should ensure they are in good trim for 
safe handling into the harbour, bearing in mind the loading rate, so as 
not to cause any delay in loading due to deballasting. However should 
a vessel not be sufficiently ballasted at the time of proceeding into the 
harbour, the Pilot may request further ballasting, depending on the 
prevailing weather conditions. If in doubt the Master should contact the 
Port Office by Radio Telephone. 

4. Vessels should have main engines and deck machinery operable 
at all times when alongside the berth. Permission contrary to the above 
must be obtained from the Port Authority. 

5. All O.B.0. vessels not in possession of a valid Gas Free Certificate 
by an independent chemist will advise accordingly in the 72 hour ETA 
and arrangements will be made to have a chemist available on arriva 
at vessel's expense. Masters must present a valid Gas Free Certificate 
before Notice of Readiness may be tendered. 

6. Normally, vessels will be permitted entry to the harbour, to theif 
assigned berth in order of their arrival. However, the Port Authority may 
alter the order to assure in its sole opinion, efficient operation of the 
harbour. The Port Authorities shall be the final arbitrator in case 0! 
dispute. 

7. The Port Authority may require a vessel to vacate an assigned 
berth, proceed to anchor or standby berth and return to the assigne¢ 
berth to complete loading or discharging as soon as conditions permit 

8. Any vessel which fails or refuses to vacate the berth when require¢ 
by the Company, shall be assessed, in addition to any other charges 
due hereunder, an automatic charge of $2000.00 per hour or any pat 
thereof after vacating notice has been given in writing to the Owner 
Manager, Agent, Master, Mate, Operator or Charterer of the vessel. This 
charge shall be paid promptly and it is accepted that it accuratel) 
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represents a minimum estimate of damages to the Company because 
of refusal or failure of the vessel to vacate. This payment shall not 
constitute a waiver on the part of the Company to claim greater actual 
damages that may be sustained as a result of the vessel's failure to 
vacate. 

The Company, through the Port Authority, shall have the right, 
authority and privilege to compel the removal of the vessel, by any lawful 
means, at the vessel's own risk and expense and shall not be liable for 
any damages, delay or other expenses, including legal costs, arising 
from the act of removal of the vessel, by whomsoever incurred. 

9. A stand-by charge of $1500.00 per hour will be assessed against 
any vessel causing delay of ore loading alongside berth when such delay 
is caused by the vessel not complying with Port regulations and 
requirements. 


SHIPMASTER’S REPORT: December 1989. 

Radio: When the vessel is alongside it is simple and quick to walk to 
the agent's dock office and send a telex or telefax message. When the 
vessel is at anchor all cables have to be routed through VCK (Sept Iles 
Coastguard station) as agents are not permitted to occupy the VHF with 
long messages. If however the Port Warden has to visit the ship for an 
inspection, then it is again simple to have him take a message ashore 
for the agent to transmit as a telex, etc. 

Draft: Maximum departure draft 54 ft., depending on tide. 

Restrictions: Berthing during daylight hours, unberthing at any time. 
Tugs: 2 tugs for berthing and unberthing, tugs lines used. One tug is on 
standby 24 hours and will push vessel alongside if any difficulties 
experienced with moorings while alongside. Call Dock Office on VHF 
Channel 12. 

Bilges: A new type of material for covering bilges is available locally 
and is recommended by the Canadian Coastguard for holds carrying 
concentrates. 


AUTHORITY: Quebec Cartier Mining Company, Port Office, P.O.Box 
188, Port Cartier, P.O. G5B 2G8, Canada. Tel: 418-768 2400/768 2439/ 
768 2485. Telex: 051-86422. FAX: (418) 768-2344. Contact: L. S. 
McGee, Port Manager. A. Spence, Marine Supervisor. 


PORT COLBORNE, Ontario: 42.52 N. 79.15 W. 


Refer to “St. Lawrence Seaway” for important general information. 
DOCUMENTS: All documentation carried out by Authorities in Montreal. 
Only when vessels have called at United States port after departing 
Montreal will any changes in documentation be necessary, which will 
consist of a United States Customs Clearance Certificate, to be available 
on board. 

Immigration papers. 

1 copy QS2 (Health Certificate). 

3 Stores Lists. 

Crew Personal Effects List. 

Customs Clearance. 

All of the above will have been stamped in Montreal. 

PILOTAGE: Compulsory for ocean vessels over 250 tons gross. Pilots 
are available at Port Weller (upbound) and Sarnia (downbounda). 
Supervisor of Pilots located in St. Catharines. 

ANCHORAGE: In Lake Erie, beyond the 3-mile fairway buoy at entrance 
to Port Colborne Harbour. 

No anchorage available outside those allocated by the St. Lawrence 
Seaway Authority, except those vessels waiting to unload at N.H.B. 
facilities only can moor temporarily on the inner breakwater West of the 
N.H.B. elevator with permission from the N.H.B. elevator manager. 
RESTRICTIONS: Navigation season approximately from April 1st to 
December 31st. Channel depth 27 ft. dependent on Lake level. 

Limiting depth in the channel from Port Colborne piers to Bridge 21 
and 20 is 8.23 m. (27 ft.). From Bridge 21 and 20 North to Rameys Bend 
the limiting depth in the channel is 8.23 m. (27 ft.). The Welland Canal 
will accommodate vessels not exceeding 222.5 m. (730 ft.) in overall 
length and 23.16 m. (76 ft.) in extreme breadth. Permissible draft is 
7.92 m. (26 ft.). 

MAX. SIZE: 730 ft. length, 76 ft. beam, 26 ft. draft. 
HEALTH: Pratique granted at Quebec City for incoming vessels from 
foreign ports. 
TUGS: None available. 
BERTHING: 
Canada Starch Dock (Old Channel) Wharf No. 11: 
Type Grain Discharge into Hopper 


Equipment Ships’ Equipment 
Length 120 m. (390 ft.) between three dolphins 
Depth 8.23 m. (27 ft.) 


Rameys Bend, Wharf No. 12: 
Type Stone and Sand 


Equipment Tunnel and Belt Conveyor, Loading 
Length 1,797 ft. (547.7 m.) é 
Depth 27 ft. (8.23 m.). 

Operator Port Colborne Quarries Ltd. 


Robin Hood Dock, Wharf No. 13: 
T Elevator — Grain and Grain Products 


Length 1,000 ft. (304.8 m.) 
Depth 25 ft. (7.62 m.) 
Operator Robin Hood Flour Mills Ltd. 


CANADA 


Wharf No. 15: 
Type Sand 
Equipment Self-unloaders 
Length 850 ft. (259.1 m.) 
Depth 14 ft. (4.27 m.). 
Operators Beam Building & Supply Co. Ltd., and 
Underwater Gas Developers Ltd. 
Wharf No. 16: 
Type Unloads and loads bulk cargoes, marine 
diesel oil and coal bunkers available. 
Equipment 1 Belt Conveyor 7 in. — 8 in. Pipe-line 
Length 1,480 ft. (451.1 m.) 
Depth 27 ft. (8.2 m.) 
Storage Capacity 27,000 tonnes above. 
Operator Rochester & Pittsburg Coal Co. (Canada) Ltd. 


Fuelling Wharves: 


Wharf No. 17: 
Type Unloads and loads bulk cargoes using ship's 
or mobile gear 
Equipment Mobile repair equipment 
Length 1,120 ft. (341.4 m.) 
Depth 27 ft. (8.2 m.) 
Storage Capacity 225,000 tonnes. 
Operator Upper Lakes Shipping, Toronto 


Imperial Oil — Shell Canada, Wharf No. 18: 


Type Marine Diesel Fuel, Bunker “‘C” and Coal 
Length 1,650 ft. (502.9 m.) 
Depth 27 ft. (8.2 m.) 


Storage Capacity 170,000 Barrels. 


Maple Leaf Mills Ltd., Wharf No. 19: 


Type Grain Elevator 
Length 1,650 ft. (502.9 m.) 
Depth 27 ft. (8.2 m.) 


Storage Capacity 63,000 tonnes 


National Harbours Board, Wharf No. 20: 


Type Grain Elevator 

Length Holding Side 900 ft. (274.3 m.) 
Depth: Holding Side 19 ft. (5.79 m.) 
Storage Capacity: 84,000 tonnes. 

Operator Goderich Elevators Ltd. 


MEDICAL: Local hospital at Port Colborne. All assistance available. 
DENSITY: Fresh water. 

FRESH WATER: Available at West Side Wharf. 

FUEL: Bunker and diesel fuel available. ’ 
REPAIRS: Lay-up berth at West Side Wharf, 9.5 ft. — 13.5 ft. alongside. 
Local repair shops for boiler, engine and above deck repairs. 

DRY DOCK: At Port Weller. 

SURVEYORS: ABS at Toronto. Lloyd's at St. Catharines. 
AUTHORITY: St. Lawrence Seaway Authority, Western Region, 
P.O.Box 370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8. 
Tel: (416) 641-1932. Contact: J. B. McLeod, Regional Vice-President. 


PORT DALHOUSIE, Ontario: 43.12 N. 79.16 W. 
(See Plan) 


LOCATION: On the South shore of Lake Ontario 43 km. Southeast of 
Hamilton and 5 km. West of Port Weller, the Northern entrance of the 
Welland Canal. Port Dalhousie is now amalgamated with the City of 
St. Catharines. 

APPROACHES: Access to the port is through 2 parallel entrance piers 
projecting out into Lake Ontario, which lead into a wide basin utilized 
by recreational vessels. 

RESTRICTIONS: Navigation season: Usually April 1st to December 
30th. Channel depth: Limiting depth in the channel between the entrance 
piers is approximately 21 ft. to 23 ft. below Chart Datum (Elev. 242.8 ft.) 
and gradually reduces in depth towards the basin. 

RADIO: Ship-to-Shore communications: Through Toronto (VBG). 
TUGS: No towing facilities. 

BERTHING: The entrance to the harbour is between 2 parallel concrete 
piers 61.0 (200 ft.) apart. The East pier 701.1 m. (2,300 ft.) in length, 
extends out 457.3 m. (1,500 ft.) from the shore, 76.2 m. (250 ft.) beyond 
the outer end of the West Pier. Southward of the inner end of the 
entrance piers, the harbour widens out into a basin utilised by 
recreational vessels. 

MEDICAL: General Hospital and Hotel Dieu at St. Catharines. 

FUEL: Gasoline available. 

SURVEYORS: Lloyd's at St. Catharine, ABS at Toronto. 

CUSTOMS: Officers available at St. Catharines at any hour by previous 
arrangement. 

SERVICES: Supplies available. 

AUTHORITY: City of St. Catharines (Parks & Recreation Dept.), 
P.O.Box 3012, 320 Geneva Street, St. Catharines, Ontario, L2R 7C2. 
Tel: (416) 937 — 7210. Contact: Robert G. Christie, Harbour Master. 
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PORT HAWKESBURY AND STRAIT OF CANSO, N.S. 
(See Plan) 


PORT LIMITS: Port Hawkesbury and Mulgrave harbour limits are from 
a line joining Melford Point and Bear Head, and the Canso Causeway. 
DOCUMENTS: 

3 copies Crew Declaration, Form Y14 (IMO Form 5 acceptable). 

3 copies Store List, Form £1. 

3 copies Immigration Crew List, Form IMM 200. 

3 copies Inward Report, Form A6. 

2 copies Shipping Report, Form S1. 

3 copies Outward Report, Form A6. 

Completed Maritime Declaration of Health, Form QS 2001. 

Valid Derating Certificate. 

International Vaccination Certificates for crew members. 

Complete copy of Manifest for Goods to be Discharged in Canada. 

Clearance from Last Port. 

Tankers must be in possession of Canadian Compliance Certificate, 

valid for 2 years, or have arrangements made to receive one. 
ICE: Ice Advisory and Shipping Support Service is provided from mid- 
December to the end of the ice season. Information regarding ice 
conditions is broadcast regularly and special reports will be obtained on 
request from “Ice Halifax” through Halifax Radio (VCS). 

Masters are cautioned that it may be necessary to remove certain 
buoys in Chedabucto Bay and the Strait of Canso during the ice season, 
and it is recommended that Masters request information on their 
deposition prior to entering. 

PILOTAGE: Pilotage is compulsory. Pilotage boarding stations: 


Strait of Canso, Northern Approach: 45° 42’ 42” N. 
61° 29' 12” W. 

Strait of Canso, Southern Approach: 

(a) For vessels of 730 ft. and under: 45° 29’ 30" N. 
61° 11' 06" W. 

(b) For vessels over 730 ft.: 45° 24' 00" N. 
61° 01’ 00" W. 


Vessels must report by radio-telephone or radio-telegraph their ETA’s 
12 hours before the vessel's ETA. Time used must be GMT. ETA’s must 
be confirmed or corrected not more than 8 hours later nor less than 
4 hours prior to the new ETA. 

Canso pilot boat guards Channel 14 whilst in the area of Chedabucto 
Bay approach and Channel 12 whilst in the area of St. George’s Bay 
approach. 

ANCHORAGES: In the interests of safe navigation, anchorage berths 
for vessels of 65 ft. registered length have been established. 

Anchorages “A” to “F” are situated in Chedabucto Bay in water depths 
from 14 to 26 fathoms. 

Anchorages "G” to “O” are situated in Inhabitants Bay in water depths 
from 5 to 8 fathoms. 

RESTRICTIONS: Overhead power cable — clearance 178 ft. 

MAX. SIZE: Tankers of 50,000 d.w.t. can be accommodated at the Gulf 
Canada Ltd., Ocean Terminal. See also “Berthing”. 

HEALTH: Pratique will be granted on arrival at berth by boarding 
officers, but it is the Master’s responsibility to report by radio all details 
of any sickness or death occurring during the voyage to “Quarantine 
Halifax”. 

RADIO: Halifax (VCS) continuous year round. 500, A2; 2,182, A3; 156.8; 
F3 also 4, 6, 8, 12, 16, 22 MHz bands. 

Sydney (VCO) continuous year round. 500, A2; 2,182 A3, 156.8, F3. 

Canso (VAX) continuous year round. 2,182, A3; 156.8, F3. 

Grindstone, Magdalien Island (VCN) continuous year round. 500, A2; 
2,182, A3; 156.8 F3. 

Canso Locks (VAZ3) continuous during navigation season. 2,182, A3; 
156.8, F3. 

TUGS: No tugs in the area. 

BERTHING: Gulf Canada Ltd., Ocean Terminal, Point Tupper: Masters 
are required to establish communications with the terminal when within 
a distance of 35 miles of the terminal on VHF Channel 16, using call- 
sign “Gulf Control’. 

Situated at Wright Point and is a “T’-shaped structure providing one 
berth for tankers. Berth can accommodate vessels up to 50,000 d.w.t. 
with a least depth of 75 ft. 

Berth is equipped with 6 hydraulically operated loading arms each 
fitted with a speed seal hydraulically operated manifold coupling. 


Loading 
arm Coupling Purpose Rate 

1 8 in. Vessel bunker 2,500 b.p.h. 

2 12 in. Cargo bunker 12,000 b.p.h. 

3 12 in. As No. 2 

4 10 in. Premium gasoline 10,000 b.p.h. 
Regular gasoline 10,000 b.p.h. 

5 10 in. Stove oil 10,000 b.p.h. 
D-40 10,000 b.p.h. 
D-20X 10,000 b.p.h. 
D-25 10,000 b.p.h. 

6 8 in. Vessel bunker 2,500 b.p.h. 


Product tanks are situated 3,920 ft. for bunker to 6,400 ft. for gasolines 
from the berth. 

Vessels will be expected to berth with manifold blinds removed, sea 
valves sealed and locked, pumps and pipe-lines set ready to commence 
discharge of cargo or ballast immediately on connection of loading arms 
and on verification of the discharging/loading procedure between the 
Master or his delegate and the terminal's representative. 

On termination of the cargo transfer, the vessel will be required to 
vacate the berth, if loading, on the completion of gauging, sampling and 
documentation; if discharging upon ballasting to a draft consistent with 
the weather conditions prevailing. 

Suitably equipped vessels will be able to maintain VHF radio 
communication with the terminal control room during the cargo 
operation. 

Fresh water and fuel are available for calling tankers. 
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Nova Scotia Forest Industries Wharf: Situated at Madden Point and 
serves the pulp and paper manufacturing facility, the wharf is 425 ft. 
long, with dolphins extending a farther 100 ft. from each end of the whar, 
depth alongside 26 ft. at LW. Fresh water available, bunkers not 
available. 

Georgia Pacific Corporation Terminal: Situated at Point Tupper, this 
gypsum loading facility consists of a series of dolphins capable of 
mooring a ship over 700 ft. in length and has a min. depth of 32 ft. LW. 
Conveyor system from plant to centre of dolphins. No fuel oil or fresh 
water available. 

Port Hawkesbury Government Wharf: The 6.7 m. wide pier, 149.3 m, 
long. Provides a 80.0 m. commercial berth with 5.5 m. at LW. No fresh 
water or open storage area. Dockside power and telephone available. 
Mulgrave Department of Transport Wharf: Berthing length 940 ft., depth 
of water 18 ft. to 25 ft. Used for wood pulp and general cargo loading 
discharging rail tracks, fresh water available, fuel oil delivered by truck, 
No permanent hoists, mobile cranes upon request. 

MEDICAL: Masters are required to give early advice to their Agent 
regarding medical and dental attention requirements, hospitalisation 
cases will be referred, Antigonish, 40 miles distant. 

DENSITY: 1025. Influenced by Spring thaw run-off. 

FRESH WATER: Available in limited quantities. 

FUEL: Available at Gulf Canada Ocean Terminal for calling tankers only. 
Vessels requested to give 72 hours notice of requirement, quantity and 
specification. 

CONSULS: See “Halifax”. 

REPAIRS: Breton Industrial and Marine perform hull and machinery 
repairs to vessels afloat. Radio and radar service is available locally, 
the vessel's Agent should receive early advice of repair requirements. 
GANGWAY/DECK WATCHMEN: Usually ship's crew. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 50 cigars or 
2 Ib. tobacco per person per week. Wines/spirits: Total of 40 ounces per 
person over 21 years old. 

Subsequent issues may be authorised to crew members of foreign 
vessels, but the max. quantity any crew member may hold at any time 
must not exceed 300 cigarettes, or 75 cigars, or 3 pounds of tobacco 
and 60 ounces wines/spirits. 

Crew personal effects such as radios, tape recorders, binoculars, etc., 
should be declared on manifest. 

REPATRIATION: Crew changes and repatriation permitted. 
AIRPORT: Regular services by Air Canada from Halifax International 
Airport 150 miles distance, and from Sydney Airport 90 miles distant 
Charter flights by small aircraft can be arranged from Port Hawkesbury 
Airport to Halifax and Sydney. 

SUPPLIES: Provisions and bonded stores can be supplied locally bul 
Masters are advised that to avoid delays, their Agent should be notified 
prior to arrival on their requirements, particularly for deck and engine 
stores as these may have to be obtained from Halifax. 

Laundry facilities are available and in order to expedite the service, 
Masters should request their Agent to have a representative to attend 
on arrival. 

Supplies of stores will have to be conveyed to tankers at Gulf's Ocean 
Terminal by stores boat or barge. 

TIME: GMT minus 4 hours. First Sunday in April, clocks advanced 
1 hour, last Sunday in October, clocks retarded 1 hour. 
POLICE/AMBULANCE/FIRE: Police 625-2220; Ambulance 625-2928 
or 625-1911; Fire 625-2838. 

SHORE LEAVE: Permitted. 

CANSO CAUSEWAY CANAL: Max. vessel dimensions, length 715 ft. 
width 75 ft., draft 28 ft., vessels with draft greater than 28 ft. and no 
more than 30 ft. may proceed through with special permission of the 
Canal Superintendent. Depth of water on the North and South approach 
mooring berth is 32 ft. During the months December to April, Masters 
should consult with Ice Operations, Halifax, whether lock in operation. 
AUTHORITY: The Harbour Master, Port Hawkesbury, Nova Scotia 
Canada. 

Strait of Canso Industrial Development Authority, P.O.Box 610, Por 
Hawkesbury, Nova Scotia, Canada BOE 2V0. Tel: (902) 625-1631 
Telex: 019-37532. 


PORT HOPE, Ontario: 43.56 N. 78.17 W. 


TUGS: None. 

BERTHING: Two breakwaters form artificial harbour. Depth at entrance 
5 ft. — 10 ft. Town docks have 650 ft. total berthing length with 7 ft. - 
9 ft. alongside. Queen's Wharf is 1,200 ft. long with 6 ft. alongside. 
FRESH WATER: Available at Queen's Wharf. 

FUEL: Diesel fuel and gasoline available. 

AUTHORITY: Port Hope Harbour Commission, 56 Queen Stree 
(P.O.Box 117), Port Hope, Ontario L1A 3V9. Tel: (416) 885-4544 
Contact: E. M. Creighton, Chairman. 


PORT WELLER, Ontario: 43.14 N. 79.13 W. 


LOCATION: On the South shore of Lake Ontario, West End. Port Weller 
is the Northern entrance of the Welland Canal and is 5 km. East of Port 
Dalhousie. 

PILOTAGE: Master of ships requiring pilotage service in the Port Weller- 
Samia area should send a notice of their arrival by radio-telephone so 
as to avoid any delay in waiting for a Pilot. When Westbound, Master 
should order a Pilot 4 hours in advance of the ETA at Port Weller through 
Toronto Radio. When Eastbound, Masters should order a Pilot 4 hours 
in advance of their ETA at Port Huron light vessel or Rogers City. Both 
an accommodation ladder and a pilot ladder are required to assist Pilots 
boarding ships at Port Weller. 

District Supervisor of Pilots: P. Hansell. P.O.Box 2008, Station B, 
St. Catharines, Ontario L2M 6P5. Tel: (416) 934-2921. 
RESTRICTIONS: Channel depth: Limiting depth at entrance and 
through the Welland Ship Canal is 8.23 m. (27 ft.). Permissible draft is 
7.92 m. (26 ft.). The locks will accommodate vessels not exceeding 
222.5 m. (730 ft.) overall length and 23.16 m. (76 ft.) extreme breadth. 

Navigation season: April 1st to December 30th. 

HEALTH: Quarantine service at Quebec, P.Q., for incoming ships from 

foreign ports. 

RADIO: Ship-to-shore communications: Through Toronto Coast Guard 

Station (VBG). 

TUGS: Available from Port Weller Dry Docks Ltd. 

BERTHING: See “St. Catharines”. 

MEDICAL: Hospitals at St. Catharines. 

FUEL: Marine diesel fuel is available to vessels secured at the extreme 

North end of Wharf No. 2 through St. Catharines Fuels. Tel: 416 685- 

6511. 

REPAIRS/DRY DOCKS: Port Weller Dry Docks, Ltd., 222.5 m. (730 ft.) 

building dock, gate width 24.38 m. (80 ft.); 228.6 m. (750 ft.) graving 

dock gate width 24.38 m. (80 ft.); depth over sill 9.15 m. (30 ft.). Also 

365.8 m. (1,200 ft.) fitting out berth. Complete machine shop in 

connection; major conversion jobs and all kinds of hull and machinery 

repairs. Shipyard gantry crane, 45 tons capacity; shearlegs crane, 125 

tons capacity; two self-propelled cranes, 15 tons and a 55 ton level 

luffing gantry crane extending 609.6 m. (2,000 ft.) from the shipbuilding 

berth to the fitting out berth. Forged finished shafting available from 

Canada Foundries & Forgings Ltd. 

SURVEYORS: ABS at Toronto. Lloyd's at St. Catharines. 

GENERAL: Transportation: All vessels entering the Welland Canal from 

Lake Ontario, or vessels from Lake Erie to Lake Ontario, via the canal, 

use this port but no steamship line makes it a regular port of call for 

discharging or loading freight. Highway connects with St. Catharines, 
m. 


‘Holidays: Officials of canal available at all times during navigation 
season. 

AUTHORITY: St. Lawrence Seaway Authority, Western Region, 
P.0.Box 370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8. 
Tel: 416-641-1932. Contact: J. B. McLeod, Regional Vice-President. 


POWELL RIVER, B.C.: 49.52 N. 124.33 W. (See Plan) 


DOCUMENTS: 
Customs Clearance from last port. 
Manifest for goods to be off-loaded and “In Transit” cargo tonnage. 
Duplicate Pratique for vessels arriving from ports other than U.S. ports. 
Canadian Immigration Crew List, (Imm. 200) required in triplicate. 
Passenger List in triplicate. 
Seamen's passports and |.D. cards should be available when arriving 
from sea. 
Ship's Certificates. 
PILOTAGE: Payment compulsory. Incoming ships take Pilot at Race 
Rocks, near Victoria. Pilotage District of British Columbia. 
ANCHORAGE: No suitable anchorage is available in Powell River area. 
Vessels usually anchor in English Bay (Vancouver) or various 
anchorages Vancouver Island. 
MAX. SIZE: Up to 660 ft. LOA. 32 ft. draft. Tankers up to 615 ft. have 
berthed for discharging purposes (No. 2). 
HEALTH: Duplicate pratique for first port of call. See also “Montreal”. 
RADAR/VHF: No radar. Pilots are in contact with tugs and mill office 
using VHF Channel 10. 
TUGS: Two tugs available, to 500 h.p. 
BERTHING: Berth No. 1 requires a tug when berthing only. Berth No. 2 
Pilot's discretion. Accommodation: Channel depth 30 ft. — 35 ft. LW. Two 
private piers; Pier A with Berth No. 1, 500 ft. long, depth alongside 30 ft. 
LW, Berth No. 2, 482 ft. long, accepts vessels up to 660 ft. length, depth 
alongside 30 ft. LW. 
Note: Large vessels berthing at Pier A — Berth No. 2 have to berth stern 
first in order to accommodate the vessel's gangway. 
Three 10-ton elevators. Dock storage for 10,000 tons. The elevators 
are used for loading barges only. 
STEVEDORES: None. Local longshoremen only. Supercargoes are 
Sent from Vancouver to assist in loading vessels. Longshoremen are 
members of Papermakers’ Union. 
MEDICAL: Powell River General Hospital and port doctor available. 
Complete medical services provided. 
TANKERS: Bunker oil supplied by barges. 
FRESH WATER: Unlimited supply, $35.00 connection charge. 
FUEL: Fuel oil, diesel, and gasoline available. 
CONSULS: Available at Vancouver, B.C. 
GANGWAY/DECK WATCHMEN: On request. 


CANADA 


OPENING/CLOSING HATCHES: By crew prior to arrival and departure. 
CUSTOMS ALLOWANCES: 300 cigarettes, or 50 cigars, or 1 Ib. 
tobacco on arrival. Issues every 7 days. 60 oz. or 2 cases beer on 
arrival. Issues every 7 days. 
AIRPORT: 5 flights per day to Vancouver International Airport. 4 miles 
from docks. Charter flights available to Vancouver Island on request. 
TIME: Pacific Standard Time. 
HOLIDAYS: Union Contract. Usual holidays are New Year's Day, Easter 
Monday, Labour Day and Christmas Day. 
TELEPHONES: Ship's telephone available. No. 483-3326. 
SERVICES: Arranged by Powell River Shipping Services. 
STORING: No cargo or equipment to be lifted on or off ship except by 
mill crews. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Keep available for inspection. 
AUTHORITY: MacMillan Bloedel Ltd., 6270 Yew Street, Powell River, 
British Columbia V8A 42Z7. Tel: (604) 483-2884. Telex: 044755. 
FAX: (604) 483-2952. VHF: Channel 10 — 24 hours. Contact: J.D. 
Hughes, Product Distribution Superintendent. 

Bill Alton, Port Captain, 5802 Marlatt Avenue, Powell River, B.C. 
Tel: (604) 483-9474. 
AGENT: Powell River Shipping Services Ltd., Box 74, Powell River B.C. 
V8 4Z5. Tel: (206) 483-4232. Telex: 044-767. 


PRESCOTT, Ontario: 44.44 N. 75.31 W. (See Plan) 


For important General Information refer to “St. Lawrence Seaway”. 
DOCUMENTS: See “Montreal”. 

PILOTAGE: Arranged through Agents — Montreal. 

ANCHORAGE: Seaway Anchorage. 

MAX. SIZE: Up to 8.23 m. draft. 

HEALTH: See “Montreal”. 

RADIO: Seaway Stations. 

BERTHING: Ports Canada Facilities. 


Depth 
Berth Length alongside 
(m.) (m.) 

Grain Unloading Berth 395.0 8.23 
Grain Loading Berth 283.4 8.23 
Shed Berth 441.9 8.23 
Salt Dock Berth at Shed 441.9 8.23 
Salt Dock Berth Up-stream Pier 189.0 8.23 


Grain Facilities: Prescott Elevator, capacity 154,000 tonnes, 11 spouts 
available. Loading capacity 2,180 tonnes/hour, depending on type of 
vessel and conditions. 

STEVEDORES: Stevedores arranged by Montreal Agents. 

MEDICAL: Nearest hospital located at Brockville (20 km.). Ambulance 
service available at Prescott. 

DENSITY: No tide — seaway density. 

FRESH WATER: Available. 

FUEL: Arranged with Montreal Agents. 

CONSULS: None. 

REPAIRS: Small repairs available. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Ship's crew. 

CUSTOMS ALLOWANCES: Tobacco: No limit. Wine and/or Spirits: No 
limit. 

AIRPORT: Ottawa International Airport — 95 km. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
from first week-end in April to last week-end in October, clocks advanced 
1 hour. 

HOLIDAYS: See “Montreal”. Work can be arranged on holidays. 
POLICE/AMBULANCE: Prescott — Police 925-4252; Ambulance 925- 
2925. 

TELEPHONES: Arrangements can be made to place telephones on 
board. 

BANKS: Royal Bank of Canada, Toronto Dominion, Bank of Montreal. 
SHIP SUPPLY SERVICE: 

Canadian Coast Guard, Prescott Base, Transport Canada, Prescott, 
Ontario, KOE 1TO. Tel: (613) 925-2865. Two helicopters, several 
launches, medical services, 2 “medicboats”’. 

Orraids Limited, River Road East, Prescott, Ontario, KOE 1TO. Tel: 
(613) 925-4329. Marine equipment and supply. 

Port of Prescott, Ports Canada, Prescott, Ontario KOE 1TO. Tel: 
(613)925-4228. Anchorage for ships, small barge available for ship to 
shore crew member emergency, ambulance service 3 km. distance from 
port. 

Prescott Machine and Welding Inc., River Road East, Prescott, 
Ontario KOE 1TO. Tel: (613) 925-4277. Ship repairs. 

North Channel Marine, North Channel Road, Prescott, Ontario KOE 
1TO. Tel: (613) 925-2817. Tug service, marine contractors. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Ports Canada, P.O.Box 520, River Road East, Prescott, 
Ontario KOE 170. Tel: (613) 925-4228. FAX: (613) 925-5011. 
Contact: Mrs. C. Worth, Port Financial and Administrative Officer. 
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PRINCE RUPERT, B.C.: 54.19 N. 130.20 W. (See Plan) 


PORT LIMITS: Prince Rupert Harbour Limits are shown on Canadian 
Chart No. 3985 and described in British Columbia Coast Sailing 
Directions (Vol. Il), published by the Canadian Hydrographic Service. 
Porpoise Harbour and Ridley Island are included within the Prince 
Rupert Harbour limits. 

Charter-party terms govern when laytime will commence and, as such 
there is generally no specific geographical point at which a vessel is 
considered to be an “arrived ship”. 


DOCUMENTS: If first Canadian port: 

Crew List (IMM. 200) 3 copies. 

List of Ship's Stores (E.1) 3 copies. 

Personal Possession List (Crew Declaration Y.14) 3 copies. 

Maritime Declaration of Health (QS 2001) 3 copies. 

Calculation of stability for vessels loading bulk grain (82/0579). 
Certificates: 

Safety Construction. 

Safety Equipment. 

Derat. 

Safety Radio. 

Loadline. 

Certificate of inspection for chain or wire lashings if timber deck cargo 

to be loaded. 

PILOTAGE: Compulsory. Telegraphic address: ‘Pilots Victoria”, Tel: 
(604) 627-3015. Telex: 047-89133. 48 hours’ notice required with 
confirmation of ETA Pilot Station at 24 hours and 12 hours. VHF 
Channels 17, 77 and 16. Pilot boat, “Pacific Pilot Four’, 20 m. vessel 
with red hull and yellow/orange house. Boarding station 1 mile radius 
from Triple Islands (Lat. 54° 18’ N., Long. 130° 53’ W.). Heavy weather 
— follow pilot boat into sheltered waters when advised by Pilot. 


ANCHORAGES: Inside harbour limits — allocated by Harbour Master, 
Port of Prince Rupert. 
: Mcintosh Rock Beacon bearing 243°(T) = 6.1 cables, 42 metres. 
: Mcintosh Rock Beacon bearing 237.5°(T) x 12.1 cables, 35 metres. 
: Vigilante Island Peak bearing 048°(T) x 12.4 cables, 40 metres. 
: Vigilante Island Peak bearing 040.5°(T) x 6.3 cables, 42 metres. 
: Seal Cove Lt. bearing 128°(T) x 4.4 cables, 46 metres. 
Anchorages “A” — “E” have radii of 549 m. (1,800 ft.). 
V: Vigilante Island Peak bearing 333.5°(T) x 3.1 cables, 44 metres. 
Anchorage “V” has a radius of 396 m. (1,300 ft.) and is solely for log 
loading vessels not exceeding 170 m. LOA. 
X: Greentop IT Light bearing 218° (T) x 15 cables, 57 metres, silt and 
clay bottom. 
Y: Greentop IT Light bearing 316°(T) x 19.6 cables, 68 metres, 
silt and clay bottom. 
Anchorages “X” and “Y” have radii of 5.0 cables. 
Additional anchorages area available outside harbour limits in the 
vicinity of Prescott Island. 


RESTRICTIONS: Nil on Prince Rupert Harbour. Porpoise Harbour, slack 
water and daylight. Swept to 23 ft, at LW. 


mOoOWw> 


MAX. SIZE: The coal berth at Ridley Terminals will accommodate 
vessels up to 250,000 d.w.t., 325 m. LOA, 50 m. beam and 22 m. draft. 
Vessels of 247 m LOA have berthed at Fairview Terminal where there 
is 13.7 m. at low tide. 


HEALTH: Master shall complete and furnish promptly at the first Port 
of arrival in Canada, a Declaration of Health in the prescribed form. 
Advance radio notification to a quarantine station applies only if a 
condition of health irregularity occurs onboard. 
Masters should acquaint themsleves with Section 12 of the Quarantine 
Regulations. 


RADIO: Prince Rupert Coast Guard Radio ‘VAJ’ 500, 2182, 4125 and 
VHF Channel 16. 
VHF: Prince Rupert Vessel Traffic Services operate on VHF Channels 
41 and 71. Vessels should establish communications with “Prince 
Rupert Traffic” on VHF Channel 11 when 50 nautical miles West of the 
Queen Charlotte Islands. Vessels proceeding to Prince Rupert via 
Vancouver or Tofino Traffic Zones will be advised when to change 
frequencies to VHF Channel 11. 

Vessels wishing to communicate with the Port Authority during office 
hours may call “Prince Rupert Harbour Master” on VHF Channel 16 or 
12, or after hours via “Prince Rupert Traffic’ VHF Channel 71. 


TUGS: Join vessel off berth. Not all tugs have lines. No extra charge if 
tug’s line used. 

Mooring: Linesboat required at berths on Ridley Island. Linesmen 
available at all berths through ship's agent. 


BERTHING: DEEP SEA BERTHS: 
Fairview Terminal: (Forest Products, Mineral Concentrates, Grain By- 
products, peed. Heavy Lifts and General). 


KER Sedans RAY vale Prince Rupert Port Corporation. 
Lerigtt «to. 3G0t% 642 m. 
Geptec of nea IS 13.70 m. 
Open Area ........ 21.5 hectares 
Covered Storage... 4,583 sq.m. 
Rail Siding ........ 2,850 m. 
PPR res skate co 130 ton ramp 


Also see “Developments”. 
Ocean Dock: (Passenger Vessels, Max. LOA 150 m.). 


Warns. FRTRTE. Prince Rupert Port Corporation. 
Rerigths is? . FIN. S28 151 m. 
a pA Pees cic 7.90 m. 
Open Area........ 5,754 sq.m 
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Cruise Ship Lightering Dock: 
Owner: Prince Rupert Port Corporation. 

This facility is located 380 m. N.E. of Ocean Dock. It consists of a 
concrete pontoon 30 m. in length connected to the shore by a 30 m. 
steel ramp. 

Designed to handle passengers from cruise vessels too large to berth 
at Ocean Dock. The facility can handle two 12 m. tenders at any state 
of tide. The length of the ramp allows easy access by passengers 
confined to wheelchairs even at low water. 

PRG No. 2 — Ridley Island: (Grain Elevator). 
Owner: Prince Rupert Grain Ltd. Tel: (604) 627-8777. 


Berth: Ub ds ip SAE | Dolphin 

DSnguisvas. s.r. ee Berthing Dolphins 118 m. 

Mooring Dolphins 240 m. 

Hep, fener ae a ee 14.5 m. 

Bollard Pull........ 100 tonnes 

Max. Berthing 

Speed.......... 12.5 cm./sec. 

Shiploaders: 


Three - Tower Mounted — Spaced 50 m. apart. Slewing Boom. 
Shipping Bins...... 8 at 750 tonnes (28,000 bu.) 


Conveyor Routes .. 2 at 2,000 t.p.h. 
Elevator to Ship.... 600m. 
Shoreline to Ship... 200m. 


RTI, Ridley Island.: (Coal). 
Owner: Ridley Terminals Inc. Tel: (604) 624-9511. 


Wypests. A. ae Dolphin 
Lengeieeor: 6 Ae Berthing Dolphins 150 m. 
Mooring Dolphins 370 m. 
Max. ship size ..... LOA 325 m. 
Breadth 50 m. 


Max. guaranteed draft 20 m. 
Bollards; Yo. 29720. 75 and 100 tonnes. 
Shiploaders: 
2 x 4,500 t.p.h. capacity each. 
Quadrant type with elevating boom. 
Air draft on berthing — unlimited. 
Max. allowable working height 34 m. above LLW 
Outreach 43.0 m. 
Max. permissible combined hatch length 240 m. 
Storage capacity: 1.2 million tonnes. 
Stacker Reclaimer: 2 x 6,000 t.p.h. each. 
Berthing/Unberthing: At Master's discretion. 
Max. berthing speed: 15 cm./sec. 
Max. design impact: 15 cm./sec. 250,000 d.w.t. 80% laden. 
Tokyo Keiki approach velocity indicator is installed. 
Skeena Cellulose, Porpoise Harbour: (Woodpulp). 
Owner: Repap Enterprises (Montreal). 
Tel: (604) 628-3671. 


Length 2a 260. . 360 m. 

Depth. aunties Da 10.6 m. 

Berthing. ass 4: -tex Daylight, slack water only. 
STEVEDORES: Gangs arranged through Agent. 


Main Commodities for Export and Loading Rates: 

Packaged Lumber — 40,000 to 75,000 fbm per gang hour". 

Logs — up to 20,000 scrib per gang hour’. 

Pulp — 45 to 180 tonnes per gang hour”. 

Mineral Concentrate — up to 300 tonnes per hour. 

*Dependent on ship’s gear. 
Non-working Days: 

Ridley Terminals Inc.: Christmas Day. 

All other berths: Labour Day, Christmas Day, New Years Day. 
MEDICAL: Hospital facilities available. 
DENSITY: Variable, 1013 to 1025. 
FRESH WATER: Available at all berths. 
FUEL: All major companies represented. Marine diesel oil available i 
limited quantities and supplied by truck or barge. Masters should radic 
fuel requirements in advance of arrival. 
REPAIRS: Minor repairs to hull, machinery and electronics can be 
effected locally. 
DRY DOCKS: Two small slipways for 150 ft. vessels. 
SURVEYORS: SGS Supervision Services Ltd., P.O.Box 1082, Princ 
Rupert, B.C. V8J 4H6. Tel. (604) 624-9745. 

Rupert Marine Surveyors Ltd., P.O.Box 292, Prince Rupert, B.C. V8 
3P6. Tel: (604) 624-5330. 

Overseas Merchandise Inspection Co. Ltd., 1434 Sloan Avenue 
Prince Rupert, B.C. V8J 3X7. Tel: (604) 624-5105. 

Classification Societies are based in Vancouver and will attend é 
vessel in Prince Rupert upon request. 
GANGWAY/DECK WATCHMEN: Shore gangways available. Po’ 
Operating By-Law states that gangways shall be attended at all time! 
by a watchman or other responsible person and clearly illuminated @ 


night. 

OPENING/CLOSING HATCHES: This work is carried out by stevedore! 
except for specially constructed hatches such as MacGregor. 
CUSTOMS ALLOWANCES: Tobacco, 50 cigars and 200 cigarettes ar 
2 Ib. of tobacco. Wine and Spirit, 1 bottle per officer, (40 oz.) and Bee 
288 oz. or 24 pts. 

CARGO GEAR: Cargo Gear Book to be ready for inspection. 
REPATRIATION: Crew changes and repatriation can be carried out wit 
little difficulty. Connections for international flights are made @ 
Vancouver. 

AIRPORT: Two major airlines (Air Canada and Canadian Airlines) offé 
regular jet services to Vancouver, B.C. Travelling time to airport abou 
1 hour. 

TIME: Zone plus 8 Pacific Standard Time. First Sunday in April to las 
Sunday in October is Summer Time, clocks advanced 1 hour. 
HOLIDAYS: New Year's Day (no work); Good Friday; Easter Monda! 
Queen's Birthday; Dominion Day; Labour Day (no work); Thanksgivit 
Day; Remembrance Day; Christmas Day and Boxing Day (no work). 


POLICE/AMBULANCE/FIRE: Tel: 911. 

EMERGENCY CO-ORDINATION: Within Port Limits call “Prince Rupert 
Traffic’ on VHF Channel 71 or Tel: 624-4157. 

TELEPHONE: Placed on board if required. 

SERVICES: Compasses adjusted. No tank cleaning equipment or 
facilities for discharge of tank washings. Radios and electronic 
navigational aids may be serviced by local technicians. 

STORING: Stores are available without restrictions with handling 
equipment available. 

SHIP SUPPLY SERVICE: 

Tug Services: Minette Bay Ship Docking Ltd., 941-8th Avenue East, 
Prince Rupert, B.C. V8J 2N2. 

RivTow Straits Ltd., P.O.Box 65, Prince Rupert, B.C. V8J 3P4. 
Launch Services: Prince Rupert Water Taxi, P.O.Box 685, Prince 
Rupert, B.C. V8J 3S1. 

Minette Bay Marine Services Ltd., (see “Tug Services”). 

Helicopter Services: Northern Mountain Helicopters, Terrace Airport, 
Terrace. Tel: 638-1955. 

Vancouver Island Helicopters Ltd., P.O.Box 115, Prince Rupert, B.C. 

V8J 3P4. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

REGULATIONS: Vessels anchored in the harbour must have engines 
on stand-by and second anchor ready for letting go if wind speed attains 
25 knots. 

GENERAL: Navigation Characteristics: Large, deep, natural harbour 
with least depth of 35 m. at the entrance. Easy access and well lit with 
year round, ice-free navigation. 

Charts: The Port of Prince Rupert and the approaches are covered by 
Canadian Charts 3955, 3958 and 3985 and B.A. charts. The Canadian 
Hydrographic Service is gradually replacing existing charts with metric 
versions. The first of these metric charts is 3955. Mariners should consult 
Canadian Notices to Mariners issued weekly for the publication dates 
of additional new charts. 

Tidal Information: Type: Mixed, mainly semi-diurnal. Mean Tide: Range 
4.9 m., HHW 6.1 m. LLW 1.2 m. Large Tide: Range 7.7 m., HHW 7.5 m., 
LLW —0.2 m. 

Customs and Immigration: Officers board on arrival. 

DEVELOPMENTS: Fairview Terminal to be extended by 200m. 
Construction to commence mid-1988, be operational in 1990. 
AUTHORITY: Prince Rupert Port Corporation, 110 Third Avenue West, 
Prince Rupert, B.C. V8J 1K8. Tel: (604) 627-7545, emergency after 
office hours (604) 627-3074. Telex: 047-89192. FAX: (604) 627-7101. 
Contact: Terrence R. Andrew, General Manager and Chief Executive 
Officer. Captain Gordon Houston, Harbour Master. 


QUEBEC, P.Q.: 46.49 N. 71.12 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists (cargo vessels). 

8 Passenger Lists (passenger vessels). 

3 Ship’s Stores Lists. 

3 Crew Declarations. 

1 Maritime Declaration of Health. 

1 Complete Manifest of cargo to be discharged in all Canadian Ports. 

5 Manifest for local cargo. 

No bills of lading required to Local Authorities. 

Ship's Certificates: Load Line, Safety Equipment, Construction, Radio, 
Passengers, Cargo Gear, Derat. 

PILOTAGE: Compulsory from Les Escoumins and upstream. On arrival 
at Anse-aux-Basques, a ship takes on board a Pilot of the Laurentian 
Pilotage Authority to bring the ship to Quebec. Pilotage and payment of 
dues are compulsory. Pilots board inbound vessels at Anse-aux- 
Basques. The Master of every ship inward bound in the Gulf of the St. 
Lawrence and destined for ports West of Anse-aux-Basques must report 
ETA to Pilots Montreal, via Marine Traffic Control on VHF radio Channel 
14 or by other means of communication to Seven Islands Radio Station, 
giving any information Control may require. 

A minimum notice of 24 hours and 12 hours must be given to Montreal 
Pilot Station. This notice must be confirmed 6 hours prior to arrival at 
the Pilot station. 

Note: The 3 Pilot boats and pilot station keep watches on 156.45 MHz. 
(Channel 9) and have VHF facilities, which are only used for local 
instructions from one to the other. 

Pilot boats in operation: Canada Pilot No. 9 and No. 10 (10 knots) 
and Abraham Martin (20 knots). Hull painted blue, white superstructure. 
Pilot-jack welded on stack — all-steel vessels. Equipment: Radar — echo 
Sounder — radio VHF/all frequencies. A.M. — all frequencies — electric 
whistle — loud hailer — searchlight. 

Pilot station can either be raised by radiotelephone frequency 
156.8 MHz., by morse lamp — semaphore — by just blowing the code 
letter “G" consecutively or displaying code flag “G”. Exact location of 
pilot station Anse-aux-Basques, on North shore of St. Lawrence river. 
lat. 48°19.2'N., Long. 69° 24.9’ W. Pilotage ground limits are 
'ectangular distance of 2 miles from the station. In bad weather, pilot 
boats removed from station to more secure position and pilotage service 
held up until better conditions. Same procedure applies during severe 
e conditions. Any changes regarding pilot boat service obtained 
through Marine Traffic Control. 

Vessels using pilot boarding stations within St. Lawrence River — 

faway — Quebec Harbour — Lakehead, requested provide 
accommodation ladder. Landing platform of accommodation ladder 
Should be 10 ft. above water. 


(See Plan) 
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Vessels arriving Anse-aux-Basques without having previously stated 
ETA pilot station 24 hours and 12 hours in advance, or during such time 
as pilotage service held up for any reason, vessels normally proceed to 
anchorage off lle-aux-Basques on Southern side of river, where good 
anchorage ground can be found. Further instructions will be given to 
Vessel by Marine Traffic Control or pilot station on VHF or 156.55 MHz. 
ANCHORAGE: Due to submarine cables and other submarine 
installations, anchoring in the harbour is prohibited without permission 
of the Harbour Master. Permission for anchoring is to be obtained 
through Marine Traffic Control Centre. The official anchorage area 
extends Southwestward from the fixed blue light on Queen's Wharf Lat. 
46° 48' 34” N., Long. 71° 12’ 12” W. 

RESTRICTIONS: North Traverse — Depth of water in 11 mile dredged 
channel is 40 ft. at low tide to which depth add height of tide which, at 
times, may give up to 20 ft. maximum extra. 

RADAR/VHF: A marine traffic regulating system is in effect in the 
approaches to and in the Port of Quebec. The St. Lawrence River Vessel 
Traffic System (V.T.S.) extends from due South of Sept-lles to the upper 
limits of Montreal Harbour. All vessels over 100 gross tons and more 
than 20 m. in length are required to be fitted with VHF radiotelephone 
equipment and maintain a continuous listening watch on designated 
frequencies which are manned at all times at Control Centres located 
at Les Escoumins 156.45 (Channel 9), Quebec 156.55 (Channel 11) 
and Montreal 156.5 (Channel 10) and intended exclusively for marine 
traffic safety information and traffic regulatory control messages. The 
Master of a vessel must obtain clearance from the proper regulating 
Centre before entering waters under the Marine Traffic Regulating 
jurisdiction. A complete description of the system is available from the 
Port of Quebec Harbour Master. 

For vessels not provided with VHF equipment, portable VHF sets will 
be taken on board by Pilot. Rental charge for this service. Vessels 
approaching meridian of Longitude passing through Sept-lles from 
Eastwards should call Channel Quebec on 156.7 (Channel 14) for further 
instructions. 


BERTHING: 
Berth Depth Operator/ 
No. Length at LW Owner Remarks 
(m.) (m.) 
Vieux-Port 
4 240.0 3.8/5.4 Port of Quebec Corp. Light repairs 
— wintering 
5 180.0 5.1/6.6 Port of Quebec Corp. Light repairs 
— wintering 
14 178.0 6.2 Port of Quebec Corp. Port services 
17 210.0 7.5 Port of Quebec Corp. Coast Guard 
18 240.8 11.0 Port of Quebec Corp. Grain unloading 
19 192.0 8.0 Port of Quebec Corp. Waiting 
20 342.0 7.5 Port of Quebec Corp. Light repairs 
— wintering 
21 206.0 11.7. Port of Quebec Corp. Visiting ships 
22 325.0 10.7 Port of Quebec Corp. Passenger vessels 
24 167.6 10.0 Port of Quebec Corp. Not in use 
25 222.5 10.7 Port of Quebec Corp. General cargo 
26 240.8 11.0 Port of Quebec Corp. General cargo 
27 293.2 12.2 Port of Quebec Corp. Ro/Ro 
28 277.4 11.9 Port of Quebec Corp. Grain loading 
29 304.8 11.3. Port of Quebec Corp. Grain unloading 
30 224.0 10.0 Port of Quebec Corp. General cargo 
31 224.0 8.0 Port of Quebec Corp. General cargo 
46 210.0 6.7 Daishowa Forest products 
47 205.0 6.7 Daishowa Forest products 
Beauport 
50 210.3 11.3. Port of Quebec Corp. Liquid and solid bulk 
51 210.3 12.2 Port of Quebec Corp. Solid bulk 
52 211.0 12.2 Port of Quebec Corp. Solid and liquid bulk 
53 213.0 15.2 Port of Quebec Corp. Solid and liquid bulk 
54 213.0 15.2 Port of Quebec Corp. Solid bulk 


Anse au Foulon 


101 198.1 11.3 Port of Quebec Corp. General cargo 
102 134.1 11.3 Port of Quebec Corp. General cargo 
103 210.9 11.3. Port of Quebec Corp. General cargo 
104 210.9 11.3 Port of Quebec Corp. General cargo 
105 195.4 11.3. Port of Quebec Corp. General cargo 
106 195.4 11.3 Port of Quebec Corp. General cargo 
107 173.1 11.3. Port of Quebec Corp. Liquid and solid bulk 
108 180.1 11.3. Port of Quebec Corp. Liquid and solid bulk 
109 22.0 5.8  Petroles Irving Inc. Petroleum products 
South Shore 
70 152.2 8.2 ML. Davie Inc. Lay-by berth 
71 121.9 7.6 MLL. Davie Inc. Lay-by berth 
72 106.6 7.0 M.I.L. Davie Inc. Out-fitting wharf 
73 259.8 9.14 M.I.L. Davie Inc. Out-fitting wharf 
74 141.4 48 M.I.L. Davie Inc. Out-fitting wharf 
75 168.8 6.0 MLLL. Davie Inc. Floating dry dock 
76 182.8 7.6 MLL. Davie Inc. Lay-by berth 
77 169.7 5.7 M.I.L. Davie Inc. Lay-by berth 
78 168.2 5.0 M.L. Davie Inc. Lay-by berth 
79 121.9 40 MLL. Davie Inc. Lay-by berth 
80 91.4 — Le Groupe Small boats building 
Equimer Enr. and repairs 
81 220.0 10.0 Port of Quebec Corp. Lay-by berth 
86 295.0 10.6  Ultramar Canada Loading Petroleum 
products 
87 335.0 16.7. Ultramar Canada Unloading crude oil — 


150,000 d.w.t. and 
more. 


MAX. SIZE: No limit in length and breadth. Draft limited to 47 ft. Winter 
and 50 ft. in Summer. 
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TUGS: Tugs join vessels in stream and use ship's lines. 

4 tugs available, each equipped with radio-telephone. Two tugs of 
4,200 h.p.; one tug of 1,200 h.p. and one wes 7,200 h.p. 
HEALTH: Radio Pratique obtained through Seven Islands by wireless. 
In case of reported suspected disease instructions will be given by 
wireless. When Pratique granted, vessel automatically cleared for all 
Canadian Ports. 
RADIO: Seven Islands: Call sign VCK. Quebec: Call sign VCC, VHF 
Channel 16. 
CRANES: 100 mobile cranes up to 440 tonnes capacity. 
BULK HANDLING FACILITIES: Grain Elevators (see Table below): 
1. Bunge — Storage capacity: 225,000 metric tons, served by CN 
Railways. 
2. Gagnon & Boucher — Storage capacity: 76,000 metric tons, served 
by CN and CP Railways. 


A marine terminal facility on Piers 52 and 53 which include 5 bridge 
towers with a loading capacity of 3,100t.p.h., locomotive cranes to 
unload gondola cars, a track-mobile to shunt cars and other ground 
rolling stock to manipulate bulk material on paved pads, and two-way 
underground conveyor system to handle dry bulk cargoes at a present 
loading rate of 800 t.p.h. 2,000 ft. of dock frontage with a depth of at 
least 14.7 m. at LT and leased from Port of Quebec Corporation over 
14 million sq.ft. of land and operating 13,500 ft. of trackage on property 
connected to CNR. Public liquid storage facilities of 80,000 cu.m. for 
any liquid products serviced by 10 in. marine pipe-lines and a 8 in, 
loading rack. 

Storage facilities: 60,000 sq.m. of shed space (7 sheds), including 3 
insulated and heated buildings. 
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Bulk Handling Facilities 
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Loading Berths (Grain) 
Ni 


umber Length Depth 
of Berth of of 
Elevator berths No. berth water 
Bunge 1 28 277.4 m. 11.9m 
Unloading Berths 
Number Length 
of Berth of 
Elevator berths No. berth 
Bunge 1 18 240.8 m 
Bunge 1 29 304.8 m 
Gagnon & Boucher 1 107 173.1m 


STEVEDORES: Dead-line for orders: 1100 — 1600 — 2200 hrs. for 
periods starting 0800 — 1300 — 1900hrs.; 1 hour required before 


deadline to order gangs. 


MEDICAL: No advance notice required for medical attention. Hospital 


facilities available. 


TANKERS: No slop discharge facilities available. Eight tanker berths 
on public and private wharves. Depths from 5.8m. to 16.7m. See 


“Berthing”. 
DENSITY: Fresh water. 


FRESH WATER: Available to all berths, provided directly from the 
Corporation’s hydrants and hoses to vessels. Rate: St. Charles River 
piers, 30 t.p.h. Anse-aux-Foulons 30 t.p.h. with 1 line, and 2 lines 


60 t.p.h. 
FUEL: Available at any berth by truck. 
FIRE PRECAUTIONS: Only usual precautions; towing wire hanging 
overboard. 
CONSULS: 
Denmark: 5400 Boul. des Galeries, No. 400,, 


Quebec, Quebec G2K 2B5 Tel: 624-3333 
Finland: 801 Chemin St. Louis, No. 200, 

Quebec, Quebec G1S 1C1 Tel: 683-3000 
France: 1110 Ave des Laurentides, 

Quebec, Quebec G1S 3C3 Tel: 688-0430 
Italy: 376, 82 Rue Ouest, 

Charlesbourg, Quebec G1G 5L9 Tel: 627-1987 
Netherlands: 10 rue St-Anne, 

Quebec, Quebec G1R 3X1 Tel: 692-2175 
Norway: 2 Nouvelle-France, 

Anse au Foulon, Quebec, Quebec G1K 7A2 Tel: 525-8171 
Switzerland: 3293, 1 iere Avenue, 

Quebec, Quebec G1L 3R2 Tel: 623-9864 
United States of America: 2 Place Terrasse-Dufferin, 

P.O.Box 939, Quebec, Quebec G1R 4T9 Tel: 692-2095 


All other consuls located in Montreal and send representatives to 

Quebec on request. 

REPAIRS: Repairs of all types can be obtained. 

DRY DOCKS: Department of Public Works located within M.I.L. Davie 
Inc., P.O. Box 130, Levis, Quebec. “Champlain”, length 350.5 m., width 
at gate entrance 36.6 m. “Lorne” 190.2 m. long, 22.4 m. floor width, 
18.7 m. entrance breadth at high water and 7.8 m. depth on sill at high 
water. Floating dry dock 182.8 m. x 30.5 m. Also 3 outdoor berths and 
1 covered berth. 

SURVEYORS: 

Classification Societies: 

Lloyd's Register of Shipping, P.O.Box 248, Levis, Quebec G6V 6N8. 
Tel: 837-5763. 

American Bureau of Shipping, 276 St. Jacques W., No. 820, Montreal, 
Quebec H2Y 1N3. Tel: (514) 344-3029. 

Bureau Veritas, 360 rue St-Jacques, Suite 1206, Montreal, Quebec 
H2Y 1P5. Tel: (514) 288-6515. Telex: 05-24691. 

Det Norske Veritas, Gall Communications Inc., 2228 rue St-Antoine 
Quest, Montreal, Quebec H3J 1A7. Tel: (514) 937-5363. 

Cargo Surveyors: 

Services de Surveillance SGS Inc., P.O.Box 1606, Quebec, Quebec 

G1K 7J8. Tel: 661-6624. Telex: 051-3321. 
GANGWAY/DECK WATCHMEN: Watchmen at 
necessary, but could be obtained. 
OPENING/CLOSING HATCHES: MacGregor hatches must be opened 
by crew. All other cases recommended to be done by crew also, but 
stevedores would also under conditions specified in stevedoring 
contract. 
CUSTOMS ALLOWANCES: Tobacco, 8 oz. tobacco for 8 days, 
cigarettes: 1 carton per 8 days. Wine and/or Spirits, 40 02. only. Officers 
and Masters will have additional supply for entertainment daily on 
request to Customs. 
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gangway not 


Number Total hourly Number of 
of capacity travelling 
belts (metric tons) loaders 
3 3,000-3,600 3 
Max. hourly 
Depth Number capacity of Total max. 
of of each leg capacity 
water legs (metric tons) (metric tons) 
11.0 m. 2 1,200 2,400 
11.3m Self-unloading 2,500 2,500 
11.3m Self-unloading 600 


ee 


REPATRIATION: All facilities for effecting crew changes an¢ 
repatriation. 

AIRPORT: 20 km. from port, served by regular airlines. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
fom first week-end April to last week-end October, clocks advancet 
1 hour. 

HOLIDAYS: Longshoremen Official Holidays: New Year's Day; Goo 
Friday; Victoria Day (3rd Monday in May); Saint Jean Baptiste (June 
24th); Confederation (July 1st); Labour Day (first Monday of September) 
Thanksgiving Day (beginning of October); Armistice Day (Novembe: 
11th); Christmas Day. Cargo can be loaded or unloaded during each 
holiday except Labour Day and Saint Jean Baptiste Day. 

If a holiday falls on a Saturday or a Sunday, the following Monday; 
shall be deemed as a Holiday. 
POLICE/AMBULANCE/FIRE: Police (Harbour) Tel: 648-3645 
City Tel: 691-6911, RCMP Tel: 648-3733. Ambulance Tel: 522-1515 
Fire Tel: 648-6441. 

TELEPHONES: No existing facilities for placing telephone on board. 
TELEPHONE NUMBERS: 


Port Warden, Captain Serge Theoret Tel; 692-130 
Quarantine: Medical and Sick Mariners Service Tel: 648-301! 
Manpower and Immigration Tel: 648-362! 


Transport Canada — Marine Services: 


Regional Director: Jacques E. Clavelle Tel: 648-415 
District Manager: Richard Leduc Tel: 648-342 
Aids to Navigation: Jacques Champagne Tel: 648-357! 
Harbours and Property: Denis Galarneau Tel: 648-410! 
Marine Traffic Regulations: L. Misson Tel: 648-745! 
Steamship Inspector Service Tel: 648-323) 
Shipping Master: E. Lebars Tel: 648-32% 
Laurentian Pilotage Authority: P. Paquett Tel: 648-335) 


SERVICE: Any services needed. 
BANKS: 

Bank of Montreal, 800 Place d'Youville, Quebec, Quebec G1R 3P4 
Tel: 525-3774. Telex: 051-2241. 

Bank of Nova Scotia, P.O.Box 444, Quebec, Quebec G1K 7R9. 
Tel: 522-1571. Telex: 051-3713. 

Banque Nationale de Paris (Canada), 500 Grande-Allee E. — P.O.Bo 
579, Quebec, Quebec G1R 4R8. Tel: 647-3858. Telex: 051-3947. 

Canadian Imperial Bank of Commerce, 650 boul. St-Cyrille E 
Quebec, Quebec G1R 4V7. Tel: 529-2101. Telex: 051-2344. 

Federal Development Bank, 871 chemin St-Louis, Quebec, Quebe 
G1S 1C1. Tel: 648-3972. Telex: 051-3356. 

Lloyd's Bank, 2795 Boul. Laurier, C.P. 10550, Ste. Foy, Quebe 
G1V 4N4. Tel: 656-6941. Telex: 051-31522. 

National Bank of Canada, 150 boul. St-Cyrille E. — 18th Floor, Quebet 
Quebec G1R 2B2. Tel: 647-6100. Telex: 051-3946. 

Royal Bank, 700 Place d'Youville, Quebec, Quebec G1K 7S 
Tel: 648-6800. Telex: 051-2294. 

Toronto-Dominion Bank, 1150 Claire-Fontaine, Quebec, Quebec Gi 
5G4. Tel: 522-5684. Telex: 051-3573. 

SHORE LEAVE: No restrictions. 
DEVELOPMENTS: Regional container terminal at Beauport. 

Pa tee dpe facilities for dry bulk at Beauport. 
AUTHORITY: Port of Quebec Corporation, 150 Dalhousie Stree 
P.O.Box 2268, Quebec, Quebec G1iK 7P7, Canada. Tel: (418) 64 
3640. Telex: 051-2297. FAX: (418) 648-4160. Contact: Ross Gaudreau! 
General Manager. 


RIMOUSKI, Quebec: 48.25 N. 68.31 W. 


DOCUMENTS: See “Quebec”. Rimouski is a port of entry with Customs 
and Immigration Officers stationed at the port. It is also a quarantine 
sub-station. 

PILOTAGE: Not compulsory but available. Pilots board at entrance to 


harbour. 

APPROACHES: Rimouski is approached through a dredged channel 
with depth 5.4 m. (lowest tide). 

ANCHORAGES: Vessels anchor in the roads or near the East end of 
Barnaby Island. 

HEALTH: See “Documents”. 

RADIO: Mont — Joli (VCF). 

TUGS: Available but not necessary. 

BERTHING: There are 2 wharves, operated by Transport Canada. 


Section Length lepth 
(m.) (m.) 
1 210 7.3 
2 190 7.3 
3 125 7.3 
4 150 7.3 
5 150 7.3 


CRANES: Mobile cranes from 7 — 100 tons available. 
STEVEDORES: Working Hours: Monday to Friday 0800 hrs. — 1700 hrs. 
Sunday and holiday work possible with advance notice. 
FRESH WATER: Available ex-whart. 
FUEL: Bunker “C” and diesel available. 
REPAIRS: Minor repairs only. 
DRY DOCKS: Nearest dry dock located at Les Mechins (70 miles East 
of Rimouski). 
TIME: GMT minus 5 hours in Winter. GMT minus 4 hours in Summer 
(first Saturday in April till last Saturday in October). 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, 
Queen's Day (4th Monday of May), Dominion Day (July 1st), Labour 
Day (1stMonday of September), Thanksgiving (2nd Monday of 
October), Remembrance Day (November 11th) and Christmas 
(December 25th and 26th). 
BANKS: Bank Canadian National, 186 Ave. de la Cathedrale, Rimouski, 
G5L 5H9. 
GENERAL: Chart: Canadian Chart No. 1236. 
AUTHORITY: Transport Canada, Garde Cotiere Canadienne, Harbours 
and Ports Division, 104 Dalhousie Street, Quebec, Que G1K 4B8. 
Tel: (418) 648-3680. Telex: 051-3051. FAX: (418) 648-4236. 

Jacques St. Laurent, Harbour Master, Rimouski. Te/: (418) 723-6563, 
724-5734, 723-9025, or 735-2623. 


ST. ANDREWS (Bayside), New Brunswick: 
45.10 N. 67.08 W. 


DOCUMENTS: 
Clearance from Last Port. 
3 Copies of Crew List. 
Crew's Effects List. 
Stores List. 
2 Copies of Customs Entrance A-6 and Manifests. 
Current Safety Radio Certificate. 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Load Line Certificate. 
Derat Certificate. 
PILOTAGE: Not compulsory but strongly recommended. Pilot boards 
off East Quoddy Head, Campobello Island. Notice required 24 hours. 


(See Plan) 


_ The Pilot is a retired fisherman and he only gives advice on tide and 
_ weather. 


ANCHORAGES: Areas are available a few hundred metres off of the 
wharf face, 3 miles from the Wharf just East of St. Andrews and in the 


_ Vicinity of Campobello Island. All of the locations have over 70 ft. of 


water and good bottom. Those in the vicinity of Campobello can be 
feached by radio direction from the Pilot if shelter is needed and the 
Pilot cannot board. 

RESTRICTIONS: None have been imposed but daylight berthing and 
departures are recommended. 


_ HEALTH: Send advice to Saint John, New Brunswick at least 24 hours 
_ before arrival. 
' RADIO: Yarmouth, Nova Scotia. 


VHF: Bay of Fundy, Traffic Control Channel 14 (Tel: 506-648-4696): 
Pilot, Channel 11 (Tel: 506-752-2283). Port Stevedores and line crews, 


_ Channel 10 (Tel: 506-529-8866. Telex: 014 47321). 
' BERTHING: Sand Point Wharf: The wharf is located in position 


oe = 09° 35” N., Long. 67° 08’ 30” W. The wharf is in the form of an 
shape. 

The outer face has a length of 792 ft. and draft at LWOST of 34 ft. 
The inner face has a length of 260 ft. and draft of 25 ft. Mean tidal range 
at berth is 26 ft. The ebb tide and river flow set onto the wharf, the flood 
tides sets off the pier. 

The distance from the pilot station to the pier is 21 miles, with a 
minimum draft of 45 ft. There are navigation lights in the channel and 
the pier is lit at both ends. 

CRANES: Shore cranes are available in the 25 to 35 ton range but the 
Whart space limits the number of usable cranes to two. 

SPECIAL CARGO HANDLING FACILITIES: Conveyors are available 
'0 load bagged cargoes (i.e. potatoes). This equipment requires ship's 
crew to be very diligent in tending lines. 

There is a level open handling area of 490 ft. x 600 ft. adjacent to 
the wharf. 

MEDICAL: Doctor and hospital available. 
DENSITY: 1017 (varies with tide). 


CANADA 


STEVEDORES: Normal working hours are 12 to 16 hours per day 
(varying by commodity), 7 days per week. Cargoes handled regularly 
are bulk and cartoned frozen fish, lumber, potatoes, unitised pulp, frozen 
orange juice concentrate in drums. Transhipping is also done at the pier 
both across the pier and directly from ship to ship. 

FRESH WATER: Available. 

FUEL: MDO and IFO are available. Delivery is by truck. 
SURVEYORS: Located in Saint John. 

GANGWAY/DECK WATCHMEN: Ship's crew. Ship’s gangway used. 
Fixed accommodation ladders are only usable at or near high tide. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Tobacco each man 200 cigarettes per 
week. Alcohol each man 40 oz. of wine or spirits per week. 
AIRPORT: Nearest commercial airport at Saint John, New Brunswick, 
(45 miles), but a small public airstrip is located in St. Stephen, New 
Brunswick (16 miles). 

TIME: GMT minus 4 hours. First Sunday in April clocks advanced 1 
hour and last Sunday in October clocks retarded 1 hour. 

HOLIDAYS: New Year's Day; Easter Sunday; Thanksgiving Day; 
Christmas Day. 

SHORE LEAVE: No restrictions. 

GENERAL: 

Services: Fresh provisions, ship's laundry service. 

Chart: Use U.S. Chart (Calais to West Quoddy Head) No. 13328 for the 
pilot station to the pier and Canadian Chart No. 4011 for the entrance 
to Bay of Fundy and traffic control areas. 

AUTHORITY: Transport Canada, Harbours and Ports, Champlain 
Industrial Park, Bayside, St. Andrews, New Brunswick EOG 2X0. 
Tel: (506) 529-8939 (office), (506) 529-3429 (Residence). 
Contact: Milton Cross, Harbour Master. 


ST. CATHARINES, Ontario: 43.10 N. 79.16 W. 


Refer to “St. Lawrence Seaway” for important general information. 
DOCUMENTS: See “Montreal”. 
PILOTAGE: Commences in lower St. Lawrence River and is continuous 
from district throughout Great Lakes. See “Quebec”. 
ANCHORAGES: Good anchorage areas at both ends of the Welland 
Canal. 
MAX. SIZE: Max. size of vessel permitted in Welland Canal is LOA 
730 ft. (222.51 m.), beam 76 ft. (23.16 m.), draft 26 ft. (7.92 m.). 
HEALTH: Pratique granted at Quebec City for incoming vessels from 
foreign ports. 
RADIO: Toronto Radio (VBG), Buffalo Radio (WBL). 
TUGS: Tugs may be obtained from Port Weller Dry Docks Ltd. 
BERTHING: 

Port Weller Harbour East, Wharf No. 1: 


Type — Various and Sundry Partial Cargoes 

Equipment — Self Unloaders or Rented Cranes 

Length — 638 ft. (194.5 m.) 

Depth — 27 ft. (8.23 m.) 

Operator — St. Lawrence Warehousing Ltd., Hamilton, 
Ontario 


Port Weller Harbour West Wharf No. 2: 


Type — Coal, Sand, Zircon Ore, Bulk Sugar 
Equipment — Self Unloaders only 
Length — 1,288 ft. (392.6 m.) 
Depth — 27 ft. (8.23 m.) 
Storage 
Capacity — 76,500 tons. 
Operator — Seaway Terminals, Hamilton, Ontario 


Fourum Transport Ltd. 
St. Catharines Wharf, Wharf No. 3 (Homer Dock): 
No longer in commercial use. 
Length — 330 ft. (100.6 m.) 
Depth — 25 ft. (7.62 m.) 
Abreast of Wharf No. 3 is a turning basin with a depth of 7.62 m. 
(25 ft.) for ships of 106.68 m. (350 ft.) in length. 
BRIDGES: Vessels are instructed by Traffic control on the transit of the 
Canal. Generally no delay for bridges. 
MEDICAL: Medical and hospital facilities are available. 
TANKERS: There are limited berths suitable for small domestic tankers. 
DENSITY: Fresh water. 
FRESH WATER: None available except in emergency by tank wagon. 
FUEL: Bunker and diesel fuel oil available at the North end of Wharf 
No. 2 from St. Catharines Fuel Oils Ltd. and marine diesel oil and Bunker 
C from Champion Group. Tel: 416-685-6511. 
CONSULS: No consuls. 
REPAIRS: Deck and engine repairs are possible at Port Weller. 
DRY DOCKS: Situated at Port Weller able to accommodate vessels, 
LOA 730 ft. 
SURVEYORS: A.B.S. at Toronto. Senior Steamship Inspector, Mr. J. 
Aspin. Lloyd's at St. Catharines. 
GANGWAY/DECK WATCHMEN: At discretion of the Master. 
CUSTOMS ALLOWANCES: See “Montreal”. 
AIRPORT: International Airport at Toronto, 75 miles away. 
TIME: GMT minus 5 hours. Daylight Saving Time when clocks advanced 
1 hour, usually first Sunday in April until last Sunday in October. 
POLICE/AMBULANCE/FIRE: St. Catharines — Fire 684-4311; 
Police 416-688-4111. Welland — Fire 734-4511; Police 416-735-7811. 
Port Colborne — Fire 834-4511. 
SHORE LEAVE: Only when usual formalities are observed, e.g. 
Customs, Immigration, etc. 
IDENTIFICATION CARDS: Not needed. 
AUTHORITY: St. Lawrence Seaway Authority, Western Region, P.O. 
Box 370, 508, Glendale Avenue, St. Catharines, Ontario L2R 6V8. 
Tel: 416-641-1932. Contact: J. B. McLeod, Regional Vice-President. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SAINT JOHN, N.B.: 45.16 N. 66.03 W. (See Plan) 


PORT LIMITS: A vessel is considered to be an “arrived vessel” when 
it enters harbour limits. 

Seaward limits of the Port are as follows: 

From Cape Spencer Lighthouse (Lat. 45°11'42"N., Long. 
65° 54’ 37” W.) due South to position Lat. 45° 08’ 03” N. thence due 
West to intersect with the HW mark on the mainland near the Easterly 
entrance to Little Musquash Cove (Lat. 66° 17’ 12” W.). 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

3 Sets Customs Documents. 

3 Sets Health Documents. 
PILOTAGE: Compulsory. Pilot boarding station in vicinity of position: 
Lat. 45° 10’ 30” N., Long. 66° 03’ 30” W. Masters are reminded that it is 
essential to send ETA by radio directly to ship's Agent 24 hours prior to 
arrival, to avoid delay in waiting for Pilot. This ETA (in GMT or LMT and 
so stated) must be amended no later than 4 hours before arrival. Any 
material change in ETA must be corrected as soon as possible. A Pilot 
can also be ordered directly through VTM Fundy Traffic or any Coast 
Guard radio station at least 4 hours prior to arrival at pilot station 
(Tel: 648-4864). 

Pilots can be contacted through Fundy Traffic on VHF Channel 12. 

Vessels must report to the Coast Guard Vessel Traffic Management 
System prior to entering the Bay of Fundy. VHF Channels 14 and 12 
are monitored. Vessels must follow instructions from VTM regarding 
traffic control. 

ANCHORAGE: See chart. Also see “Plan”. 

RESTRICTIONS: Saint John is a tidal harbour experiencing 2 high and 
2 low tides every 24 hours; most vessels being handled between 
2-3 hours before to 2-3 hours after HW depending on berth. 

During the Spring each year, due to thaw conditions, a strong 
downflow (freshet) is experienced in the main harbour from the Saint 
John River. Vessels entering or departing from Courtenay Bay may be 
restricted to 28 ft. maximum draft and daylight movements only 
depending on conditions at the time. Freshet conditions normally occur 
between March and June and their duration depends on seasonal 
conditions. 

MAX. SIZE: Controlling depth in main channel is 30 ft. at LW. Vessels 
length and breadth unlimited. Also see “Tankers”. 


—_— 


Private Facilities: (Saint John) 


6 sets Cargo Manifests. 
6 sets Bills on Lading. 
3 sets Ship’s Papers. 


HEALTH: See “Montreal”. 

RADIO: VCS Halifax or VAU Yarmouth. 

TUGS: Available and considered necessary for docking and undocking 
large ships unless such vessels are equipped with thrusters. 2 tugs 
usually needed, both in and out. 

BERTHING: 27 berths. Dredging done each year to maintain depth. 
Due to rise and fall of tide, boatmen usually necessary for running lines 
and docking. All berths are tidal. Tidal range varies from 22 ft. — 28 ft 
(HW) and from 0 ft. — 7 ft. (LW). 


Port Canada Facilities: 


Wharf Depth 
Berth Length Low Tide Remarks 
(m.) (m.) 

Navy Is. 1a-1b 377 10.4 2 sheds — forest products ~ 
2 Ro/Ro facilities. 1 for axial 
ramps — 1 for starboard 
quarter ramps 

2a — 2b 312 10.6 Forest products and 
general cargo (Ramp under 
construction). 

3a — 3b 312 10.6 | Grain and general cargo 

Rodney A & B 295 12.2} Container Terminal — 3 

| cranes. 1. stuffing shed 

Rodney C & D 606 12.2 | (No. 8 — 36,750 sq.ft.) 

11 134 9.1 

12a — 12b 265 9.1 

13a — 13b 244 8.5 Heated shed 

14a —14b 244 7.8 

Long Wharf A 189 9.1 

Long Wharf B & C 280 10.7 Heated shed 

Pugsley North 92 10.7 Open Terminal 

Pugsley A/B 297 10.7 511 sq.m. 

Pugsley C 232 10.7 Heated shed 

Lower Cove 245 11.0 Open terminal — Ro/Ro 
facility, (starboard quarte 
ramp vessels) 

Broad St. A—B 274 6.7 Bunker oil — fitting out bert 

Barrack Point 245 11.0 Bulk facility — potash 


Utility and General Remarks 


Ce ee oe ee ee ee ——— 


Depth 
Berth Length at LW 

(m.) (m.) 

Lantic Sugar 134 9.1 
Irving Pulp and Paper 139 6.7 
D.O.T. Agency 407 7.9 
Irving Oil 506 12.2 
Marine Atlantic 253 6.7 

Rothesay Paper Ltd. 168 — 


Refinery — bulk sugar unloading — 2 cranes 
Loading bleached sulphite pulp 

East side of harbour 

4 berths Courtenay Bay — oil tankers. 
Terminal — ro/ro ferry for vehicles/passengers 
Ro-Ro loading towed barges in Courtenay Bay 


Grain Handling Facilities: (Saint John) 


Capacity in Loading galleries 
at berths 


Elevator bushels 


Maple Leaf Mills 
(West-side) 


1,500,000 3 


Loading capacity 
bushels per hour 


80,000 


Remarks 


Combined length of conveyor galleries i 
berths 2,000 ft. 


$s 


CRANES: Mobile cranes available. 

J. D. Irving, Limited, (Equipment Division), have available for rental 
mobile cranes with hydraulic boom from 8 tons to 75 tons, with 
conventional boom for 17.5 tons to 140 tons and crawler cranes with 
conventional boom from 25 tons to 300 tons. 

The above (and other equipment) available on prior request only. 
SPECIAL CARGO FACILITIES: Navy Island Forest Products Terminal: 
Operated by Forterm (Forest Products Terminal Corp., Ltd.). 

The terminal is located at Navy Island. Strategically situated for both 
rail and highway transport access, the spacious 80 ft. wide pierside 
aprons make shipside cargo loading easy. Berthing space of 1,235 ft. 
(376 m.) provides for 2 simultaneous loading operations at any given 
time. Loading records of up to 400 tonnes per hour, per hatch are 
recorded. 

Cargill Grain Ltd: A subsidiary of Canadian Pacific Enterprises Ltd., 
operates elevator “H" with a capacity of 1.5 million bushels under an 
agency agreement with the Saint John Port Corporation. 

This facility has the capacity to receive 80 carloads of grain per 8 hour 

day through automatic car dumpers. It also has a potential to deliver 
80,000 bushels of grain per hour to Berth No. 3. 
Rodney Container Terminal: Operated by Brunterm. Container terminal 
located at Rodney Terminal with 3x45 ton ship-to-shore cranes, 
15 toplitters plus a wide array of additional terminal handling equipment. 
The 3x45 long ton capacity cranes each have an outreach of 115 ft. 
and a back reach of 60 ft. 

Two of the cranes are designed with articulating rail trucks on each 
of their 4 legs, enabling them to operate on both berths at the 50 acre, 
L-shaped facility. Brunterm has a 2,000 ft. marginal berth and 1,200 ft. 
slip berth. Water depth (minimum) is 40 ft. 

Brunterm provides a full range of terminal services, including a 
33,788 sq.ft. on-site stuffing and de-stuffing shed and facilities for both 
electrical and cryogenic refrigerated containers. 

Barrack Point Potash Terminal: Two sheds, one of 75,000 tonnes 
capacity belonging to the Potash Company of America, a second of 
115,000 tonnes belonging to Denison Mines, share loading facilities at 
a Courtenay Bay berth owned by the Saint John Port Corporation. A 
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conveyor system moves potash to loading dock which is served by: 
single quadrantal-loader, with loading capacity of 2,700 tonnes per hou! 
Throughput at the Barrack Pt. Terminal is in excess of one million tonne 
annually. 
STEVEDORES: Stevedores required in morning must be ordered } 
1600 hrs. preceding day, and stevedores required in afternoon must & 
ordered by 1100 hrs. same day. 
MEDICAL: Hospital available, also Seaman's Clinic. 
TANKERS: Controlling depth in channel to tanker wharves at Courteng 
Bay is 18 ft. LW. Also see “Restrictions” and Canaport. 
FRESH WATER: Available from pipe-lines throughout the docks. 
FUEL: Fuel oil and diesel oil — ample stocks of fuel oil and diesel © 
are always available. Diesel and bunker fuel can be delivered by pipe 
line in Courtenay Bay (vessels restricted to navigation at HW). Irving 0 
operates a bunkering barge service and also delivers to ships by pipe 
line or by truck or tankwagon. Gulf, Crystal Oil Ltd. and Texaco Canaé 
Ltd. also supply vessels by truck. 
CONSULS: 

Belgian Consulate — Honorary Consul, Joz De Bedie, 6126 Regin 
Terrace, Halifax, N.S. Tel: (902) 425-6546. 

Danish Consulate — Eric L. Teed, Q.C., Seawood Lane, Wes 
Tel: 672-6856. 

Dominican Republic — Honorary Vice-Consul, John A. Drisco 
50 Broad Street. Tel: 693-1403. 

Finland — Thomas L. McGloan Jr., Q.C., Harbour Building. Tel: 6% 
7268. 

France — Honorary Consular Agent of France, Charles F. Whelly, ac 
122 Carleton Street. Tel: 693-1193. 

Italy — Honorary Consular Agent, Guy Gaetano De Giacint 
634 Queen Street, Fredericton, N.B. Tel: 454-2271. 

Netherlands — Honorary Consul, F. G. Elkin, 167 Prince William Stree 
Tel: 693-1403. 

Norway — Honorary Consul, Donald F. MacGowan, 40 Wellingt¢ 
Row. Tel: 652-3800. 

Sweden — Consul, G. A. McGillivray, Hilyard Place, Building / 
Tel: 642-1046. 


REPAIRS: Complete repair facilities and equipment available also 
salvage equipment. 
DRY DOCKS: Two. One 1,780 ft.x 125 ft.x53 ft. deep with 42 ft. of 
water over sills at high tide. Smaller one 440 ft. x60 ft. x34 ft. deep, 
22 ft. water over sills at high tide. 
SURVEYORS: 

Uoyd's Register of Shipping — A. L. Mcintosh, 133 Prince William 
Street. Tel: 652-6180. 

N.K.K., Tel: 672-1083. 

China Corporation Register of Shipping. Telex: 014-47512. Tel: 672- 


1083. 
GANGWAY/DECK WATCHMEN: Available. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 50 cigars or 
2 lb. tobacco per person over 16 years old. 

Wines/Spirits: total of 40 ounces per person over 21 years old. 

Subsequent issues may be authorised to Crew members of foreign 
vessels, but the max. quantity any Crew member may hold at any time 
must not exceed 300 cigarettes, 75 cigars, 3 Ib. tobacco, and 60 ounces 
wines’ spirits. 
REPATRIATION: Can be arranged. 
AIRPORT: Regular services by Air Canada from airport 12 miles from 
harbour. Also Canadian Airlines International and private charter flights. 
TIME: GMT minus 4 hours. In Summer, time is GMT minus 3 hours. 
HOLIDAYS: Sundays, New Year's Day, Good Friday, Victoria Day, 
Dominion Day, New Brunswick Day (1st Monday in August), Labour 
Day, Thanksgiving Day, Remembrance Day, Christmas Day and Boxing 
Day, of which Labour Day and Christmas Day are “No Work Days” for 
longshoremen. 
POLICE/AMBULANCE/FIRE: Available as follows: 

(a) Through “Fundy Traffic’ VTS (VHF Channel 12). 

(b) On regular phones — Dial 911. 
TELEPHONES: Telephones can be placed on board vessels at most 
facilities. Must be ordered ahead through Agent. 
SERVICES: All services available including compass adjustment. 
BANKS: 

Bank of Canada, 75 Prince William St. Tel: 693-1491. 

Bank of Montreal, 15 Market Square. (5 branches). Tel: 632-0202. 

Bank of Nova Scotia, One Brunswick Square, (King Street). 
(10 branches). Tel: 658-3365. 

Canadian Imperial Bank of Commerce, 44 King Street. (5 branches). 
Tel: 632-1110. 

Continental Bank of Canada, Courtenay Centre, Crown Street. 
Tel: 632-8110. 

Federal Business Development Bank, 75 Prince William Street. 
Tel: 648-4751. 

National Bank of Canada, 71 King Street. Tel: 693-2634. 

Royal Bank of Canada, 100 King Street. (5 branches). Tel: 632-8080. 

Toronto-Dominion Bank, 40 King and Germain Street. (2 branches). 
Tel: 657-6550. 
SHIP SUPPLY SERVICE: D.M.K. Marine Services Ltd., 58 Collins 
Street, Saint John, N.B. E2M 3P9, supply launch service to vessels in 
the vicinity when requested. 

Atlantic Towing Limited, 300 Union Place, Saint John, N.B. E2L 1B6. 


_ Tel: (506) 652-3540 24 hours. (506) 652-8090. Telex: 014-47518. 


) 


A fleet of 22 tugs ranging 8,500 i.h.p., providing: 

Ocean, coastal and harbour towing. 

Petroleum barging and deck load transport. 

Salvage and pollution control. 

Dredging, floating cranes and heavy marine winches. 
SHORE LEAVE: Crew allowed ashore. 
IDENTIFICATION CARDS: Not required. 


- AUTHORITY: Saint John Port Corporation, P.O.Box 6429, Station SAN, 
- Saint John, N.B., E2L 4R8. Tel: (506) 648-4869. Telex: 014-47281. 


} 
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FAX: (506) 648-4443. Contact: Kenneth R. Krauter, General Manager. 
Captain A. G. E. Soppitt, Harbour Master. 
Harbour Master is available 24 hours per day through Fundy Traffic. 


ST. JOHN’S, Newfoundland: 47.34 N. 52.41 W. 
(See Plan) 


DOCUMENTS: 
Quarantine: 
Completed Declaration of Health (QSI). 
Valid Derat. Certificate. 
International Vaccination Certificates. 
ustoms: 
Crew Declarations (Y.14). 
3 Ship's Stores (E.1). 
Inward Report (A.6). 
Complete copy of each Manifest for goods to be discharged in 
Canada. 
Clearance from Last Port. 
Immigration: 
2 Immigration Crew Lists (200). 
2 Tally Sheets (201). 
3 Passenger Manifests for passengers not disembarking. 
Immigration Contro! Cards for each person. 
CERTIFICATES: 
Construction Certificate. 
Safety Equipment Certificate. 
Radio Safety Certificate. 
Load Line Certificate. 
Cargo Gear Book. 


CANADA 


PILOTAGE: Compulsory. To avoid a delay in obtaining a Pilot, the 
Owner, Master, or Agent of a ship bound for St. John’s must report via 
any coast station by R/T or W/T the vessel's ETA 12 hours in advance 
of ETA. ETA’s must be confirmed or corrected not less than 3 hours 
prior to ETA. Time must be GMT. In message of ETA, the following 
information must be included. 

(1) Name/call sign of vessel 

(2) Nationality 

(3) Length, draft, and gross registered tonnage. 

Pilot Boarding Station: Lat. 47° 33’ 42” N., Long. 52° 37’ 54” W. (2 miles 
(3.22 km.) off entrance) 

St. John's Traffic Centre stand by on: VHF Channel 16 (156.8 MHz); 
VHF Channel 11 (156.55 MHz); Telephone: 772-2083. 
Berthing: 

(a) Pilot — compulsory. Shifting or ETD requires a 4 hour advance 

notification to Coast Guard Traffic Centre. 

(b) Berths arranged by Harbour Master in advance. 

(c) Two small tugs available. 

(d) Linesmen arranged through ship's local Agent. 

(e) Boatmen — arranged through ship's local Agents. 
ANCHORAGE: No anchorages near harbour. Safe anchorage in harbour. 
MAX. SIZE: No restrictions except draft max. 35 ft. 

HEALTH: Pratique, cable name and nationality of ship, ports of call 
during voyage, nature of cargo, number of crew and Passengers, port 
of destination and Agent, condition of health of all on board with details 
of any sickness, and whether all vaccinated. Also see “Montreal”. 
RADIO: St. John's Coast Guard Radio, call sign VON duplex R/T on 
2118 kHz, 2206 kHz, and 4110.8 kHz. 

TUGS: As required by Pilots. Normally ship's lines used. 2 small tugs 
available. 


BERTHING: 
St. John’s Port Corporation: 
Whart Depth at Remarks 
Berth length low water 
No. (m.) (m.) 
1 175 3.0-6.1 
2 165 9.4 
3 183 9.1 
4 119 9.1 Dangerous cargo berth. Note that 
explosives in small amounts to be 
approved by St. John's Port Corporation 
prior to arrival. 
5 160 8.8-9.1 
6 150 6.1-7.0 
4 120 7.0-7.9 (Repairs) D. F. Barnes machine shop — 
Shed No. 3 
8 150 7.9-9.1 
9 150 7.3-7.9 
10 150 9.1 
11 150 9.1 
lif, 180 7.9-12.2 Ultramar, also shedded berth — 
Shed No. 3 
18 76 12-15 Dolphins 
19 115 5.8-7.6 
20 162 5.5-8.2 
21 58 8.5-7.3 
SBB 122 2.7-1.2 Small fishing vessels only 


Private facilities: 


Depth, Utility & General 
Berth No. Length low water Remarks 

H Terminal 12 "4 7 o8 5 

arvey Terminals 3-8. ‘ 
Harvey Terminals 14 153 58-91 _ | Offshore services 
Harvey Terminals 15 107 8.2-9.5 Bulk cargo, container 

services 

Harvey Terminals 16 145 7.6-10.1 General cargo 
Mobil Oil 22 153 6.7-9.1 
Imperial Oil 23 145 7.6-10.1 
Irving Oil 24 69 9.5-10.4 
Fisheries College 25 137 4.9-7.3 

.N.D. 26 61 6.7-7.3 
Husky Bow Valley 27 153 5.5-7.0 
Ultramar 28 69 5.2-7.0 
Ultramar 29 114 5.2-7.6 
C.0.T.C 30 99 5.2-5.5 
M.O.T 31 183 7.0-7.6 
C.N.R 34 92 10.7 Dry dock 
C.N.R 35 122 7.6-8.5 Dry dock 
C.N.R 36 107 5.8-7.6 Dry dock 
C.N.R. oF The 6.7 Dry dock 
CRANES: Newterm Limited, mobile heavy lift crane 2220 tonnes, 
1150 tonnes. 


A. Harvey & Co., mobile heavy lift cranes 2x65 tonnes; 235 tonnes; 
1x50 Tonnes. 

STEVEDORES: Advise before 1600 hrs. ETA in order to commence 
1800 hrs. same day or 0800 hrs. next day. 

MEDICAL: No advance notice except in case of serious illness to be 
included in arrival cable, ample hospital facilities available. 
TANKERS: Discharge lines 6 in., 8 in., 10 in., 12 in. No slop facilities. 
Holyrood Refinery: 47.23 N. 53.08 W. 

A bunkering port of Ultramar Canada Ltd., situated in the South Arm 
of Holyrood Bay at the head of Conception Bay, S.E. coast of 
Newfoundland. 

Channel depth: 35 ft. right up to wharf. Tidal range is 4 ft. — 5 ft. at 
springs, and 3.5 ft. at neaps. Good anchorage in Holyrood Arm. 

One 275 ft. long berth, depth alongside 34 ft.6 in. high water, 
32 ft. low water, with moorings for Bow and stern lines on shore. Situated 
at Ultramar Refinery. 3 in. water mains for fresh water. 

DENSITY: 1025. 
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FRESH WATER: Fresh water available all berths. Order through Agent. 


Rate approx. 25 t.p.h. 


FUEL: Oil delivered by pipe-line at 8 berths, and by tank trucks at all 
other berths. Major grades of bunker fuel and diesel as well as marine 


lubricants can be obtained through suppliers. 


CONSULS: 
France 726-3837 
Portugal 726-6958 
U.S.A. 726-4524 
Brazil 726-7702 
Denmark 726-8000 
Sweden 726-8000 


REPAIRS: Most deck and engine repairs possible. 
DRY DOCKS: St. John's Dry Dock (owned by C.N.R.). Length at coping 
head, 173.9 m.; at floor head, 173.2 m.; maximum length of keel blocks 


Dominican Rep. 
Netherlands 
Norway 

Spain 

Germany F.R. 
Iceland 


579-5081 
726-2961 
579-5006 
726-1804 
722-1525 
722-4270 


167.1 m.; width at coping, 23.3 m.; depth of water over sill, 8.2 m. 
Machine shop is equipped for major repairs to hulls machinery. 


A modern synchrolift development project has been completed and 
now operational at the Newfoundland Dockyard. The synchrolift is a 
massive elevator designed to lift ships up to 3,640 tonnes out of the 


water for repairs. 


SURVEYORS: Lloyd’s Register, P.O.Box 5054, St. John’s, NF, A1C 
5V3. Tel: (709) 726-0543, (709) 368-2538 (Residence). 
GANGWAY/DECK WATCHMEN: 


gangway used 


OPENING/CLOSING HATCHES: Stevedores or ship's crew whichever 


to ship's advantage. 


CUSTOMS ALLOWANCES: Tobacco: Each man 200 cigarettes per 


Usually ship's crew. Ship's 


week. Wine and Spirit: Each man 40 oz. wine or spirits, per week. 
REPATRIATION: Crew changes and repatriation possible. 


AIRPORT: Distance 4 miles served by Air Canada and Canadian Pacific. 
TIME: GMT less 3.5 hours. First Sunday in April clocks advanced 1 hour. 


Last Sunday October clocks retarded 1 hour. 


HOLIDAYS: New Year's Day; St. Patrick's Day; Good Friday; 
St. George’s Day; Commonwealth Day; Discovery Day; Memorial Day; 
Orangemen’s Day; Labour Day; Armistice Day; Christmas Day; Boxing 


Day. 


Except for Easter and Christmas, the above holidays are normally 


taken on the nearest Monday to the festival date. 


POLICE/AMBULANCE/FIRE: Police 722-5111; Ambulance 726-3037; 


Fire 722-1234. Emergency No. 911. Ports Canada Police 772-4669. 


EMERGENCY CO-ORDINATION CENTRE: Coast Guard, Search and 
Rescue (St. John's, Newfoundland). Tel: (709) 772-5151. 

SERVICES: Compass adjusting, radar repairs, RT repairs, gyro 
compass repairs, all types electronic equipment repaired. Divers 


available for surveys and underwater repairs. 
SHIP SUPPLY SERVICE: Offshore Services: 


1. Seabase Limited, P.O.Box 5099, Suite 809, Atlantic Place, 


St. John’s, Newfoundland A1C 5V3. 
2. Harvey Offshore Services, P.O.Box 


Newfoundland A1C 5V6. 
Newfoundland A1C 5V5. 


4. Mobil Oil Canada Ltd., Box 62, Atlantic Place, St. John's, 


Newfoundland A1C 6C9. 


5. Husky Bow Valley, Box 79, Suite 810, Atlantic Place, St. John’s, 


Newfoundland A1C 6C9. 


Helicopter Services: Helicopter services are available from St. John’s 

Airport just minutes from the St. John's waterfront. These are operated 

by private interests as follows: 
1. Sealand Helicopters 


Newfoundland A1C 5V5. 


2. Universal Helicopters, P.O.Box 9025, Station “B", St. John’s, 


Newfoundland A1A 2X3. 


SHORE LEAVE: No Restrictions. 


Ltd., P.O.Box 


CREW IDENTIFICATION CARDS: Not required. 


REGULATIONS: Fishing ships must advise of weekend arrival on Friday 
so that permit to take supplies can be obtained from Federal Dept. of 


Fisheries. 


AUTHORITY: St. John’s Port Corporation, P.O.Box 6178, 3 Water 
Street, St. John’s, NF, A1C 5X8. Tel: (709) 772-4664, 772-4665, 772- 


St. 
3. Petro Canada Exploration Ltd., P.O.Box 5190, St. John’s, 


St. 


4666. FAX: (709) 772-4689. Contact: D. J. Fox, Port Manager. 


Captain H. Flight, Harbour Master. Te/: (709) 772-4667, 772-4668. 
Lieut. M.L. Kenny, Director of Ports Canada Police. Tel: (709) 772- 


4669. 


SARNIA, Ontario: 42.59 N. 82.25 W. 


Refer to “St. Lawrence Seaway” for important general information. 


DOCUMENTS: All documentation carried out by Authorities in Montreal. 
Only when vessels have called at United States port after departing 
Montreal will any changes in documentation be necessary, which will 
consist of a United States Customs Clearance Certificate, to be available 


on board. 
Immigration Papers. 


1 copy QS2 (Health Certificate). 


3 Stores Lists. 


Crew Personal Effects List. 


Customs Clearance. 


All of the above will have been stamped in Montreal. 
PILOTAGE: Notice of ETA should be given to Pilots at least 12 hours 
before arrival at Sarnia to avoid delays. Accommodation ladder and pilot 


ladder should be rigged in readiness. 
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John's, 


John's, 


RESTRICTIONS: Navigation season — ice forms about December 15th 

and breaks up about the middle of March. Vessels size restricted by 

Seaway locks. 

MAX. SIZE: Length 730 ft., beam 75 ft. 6 in., draft 25 ft. 6 in. 

HEALTH: Pratique granted at Montreal. 

RADIO: Sarnia Radio, call sign VBE, communicate on either AM or FM 

radio telephone. 

TUGS: Available. Tel: Sarnia 336-5588. 

BEAT: Over 2 miles of waterfront including main wharves listed 
elow: 

C.N.R. Dock, length 1,100 ft., depth alongside 23 ft.; Empire Hanna 
Coal Dock, length 900 ft., depth alongside 19 ft.; Elevator Dock, length 
900 ft., depth alongside 27 ft.; Dept. of Transport Dock, length 1,045 ft, 
depth alongside 27 ft.; Reid Aggregate Dock, length 500 ft., depth 
alongside 26 ft.; Imperial Oil Docks — Upper Dock, length 592 ft., depth 
alongside 23 ft.; Fueling Dock, length 928 ft., depth alongside 26 ft, 
Special Products Dock, length 284 ft., depth alongside 26 ft.; Lower 
Dock, length 720'ft., depth alongside 23 ft.; Polysar Corp. Dock, length 
600 ft., depth alongside 26 ft.; Dow Chemical Dock, length 680 ft., depth 
alongside 26 ft.; Sun Oil Dock North Dock, length 600 ft., depth 
alongside 26 ft.; South Dock, length 500 ft., depth alongside 26 ft.; Shell 
Oil Dock North Dock, length 1,000 ft., depth alongside 26 ft.; Middle 
Dock, length 500 ft., depth alongside 26 ft.; South Dock, length 500 ft., 
depth alongside 26 ft. 

MEDICAL: Hospital facilities at Sarnia. All assistance available. 
DENSITY: Fresh water. 

FRESH WATER: Available at all berths. 

FUEL: All grades available from Imperial Oil and Shell Co. berths. 
REPAIRS: Hull, boiler and engine repairs can be effected. No dry docks. 
AUTHORITY: Transport Canada, P.O.Box 325, Sarnia, Ontario, 
Canada N7T 7J2. Tel: (519) 337-5121. Contact: W. D. McCart, Harbour 
Master. 


SAULT STE. MARIE, Ontario: 46.28 N. 84.22 W. 
(See Plan) 


Refer to “St. Lawrence Seaway” for important general information. 
Note: The water depths quoted are at extreme low water, normally more 
water available. 

DOCUMENTS: See “Montreal”. 

PILOTAGE: River or local Pilots available on 24 hours’ notice 
U.S. Corps of Engineers, Sault area operate and control St. Mary's River 
Falls Canal and regulate traffic through all locks in both cities. 
HEALTH: Board of Health Officers can make a call to the ship. 
RADIO: Good ship-to-shore telecommunication available through 
Department of Transport Radio Station (UBB 800), Canadian Pacific 
Telecommunications and Canadian National Telecommunications 
United States Coast Guard maintain fully equipped Coast Guard Base 
and have radio communication for all frequencies in entire St. Mary’ 
River and Harbour area; they are available immediately for information 
pertaining to shipping in area and movement of ships in River. 
TUGS: Harbour tugs available when required, but prefer advance notice 
order avoid delays. In Sault Ste. Marie, Ontario tugs available. 
BERTHING: Transport Canada Dock, “L” shaped pier, length 500 ft. on 
East side 18 ft. deep. On South side, the river side, it is 356 ft. long 
20 ft. deep. This dock is used for discharging general cargo. No crane 
facilities for loading and unloading, unless ship's gear is used, mobile 
cranes have to be brought in. No tug required to berth or unberth a ship 
at this dock under normal weather conditions. 

Algoma Steel Corporation Dock. Situated above Canadian Canal wit! 
following berths available: 

(a) Coal and ore dock with a combined length of 2,800 ft. 

(b) Commercial dock on West side of slip 400 ft. long. 

(c) Limestone dock, “L-shaped dock on West side 355 ft. long anc 

on South side 450 ft. For loading finished steel. 

All 3 Algoma Steel Corporation docks 21 ft. 6 in. deep. Only materia 
consigned to or being shipped from Algoma Steel Corporation have 
access to these docks. 

Parks Canada Pier: Northeast pier at Canadian Canal which could bé 
used for berthing ships and also used occasionally to load or unloat 
cargo into trucks. This pier approx. 500 ft. long and mobile lifting 
equipment could be utilised here if necessary. Depth of water 18 ft. Pie 
mostly used as tie-up for making minor repairs afloat, for medicé 
purposes, or waiting for berth at Algoma Steel Corporation Dock 
Berthing and unberthing carried out any time, Sundays and holidays 
with exception of extreme bad weather, high winds, or fog. Canal Hour 
0700-2300. 

STEVEDORES: Available for loading and unloading at any berths 
Sault Ste. Marie area. 

TANKERS: Gulf Oil Canada Ltd. Dock: Berthing length 400 ft. Dept 
18.5 ft. The West side is the Government Dock, depth 22 ft. 12 tank 
(capacity 12,000,000 gallons). For fuel oil and gasoline. 

FRESH WATER: Available either by hose or by pumper truck at an 
dock. 

FUEL: Diesel bunkers available at any berths via tank trucks. No bunke 
“C” facilities available at Sault St. Marie. 

REPAIRS: Normal ship repairs are carried out on very short notice 
required. 

AUTHORITY: Canada Ports Corporation, 99 Metcalfe Street, Ottawé 
Ontario K1A ON6. Contact: Senior Port Manager. 

AGENT: The Algoma Stee! Corporation Limited, Marine Divisiot 
P.O.Box 757, Sault Ste. Marie, Ontario, Canada P6A 5N3. Tel: (70° 
945-3060. Telex: 067-77266. 
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SEPT ILES (Seven Islands), Quebec: 50.11 N. 66.23 W. 
(See Plan) 


LOCATION: The City of Sept-lles is located on the N.E. side of the Baie 
des Sept-lles, a sheltered circular basin screened to seaward by 7 small 
islands, on the North shore of the St. Lawrence River in Lat. 50° 11’ N. 
and Long. 66° 23’ W. 

DOCUMENTS: The following inward papers are to be completed prior 
to arrival and presented to custom officer on boarding: 


Health QS-2001 Quarantine Form __ in duplicate 
Immigration IMM-200 Crew List in triplicate 
Customs A-6 Report Inward in triplicate 
Customs Y-14 Crew Declaration in triplicate 
Customs E-1 Ship's Stores in triplicate 


Clearance from last port 

The above forms will be supplied by mail on request. 

Note: On Canadian or International Crew Lists, black pen or typewriter 
must be used. Blue is not acceptable because of copy reproduction 
difficulties. 

Designation and dates of expiry of all major trading certificates is 
required for outward clearance. 

Arrangements have been made so that loading can commence before 

customs entry has been completed, and customs outward papers will 
be completed so as not to interfere with immediate departure after 
completion of loading. 
Tankers: Charterers or Operators nominating tankers for discharge at 
Canadian ports should ensure that the vessel is provided with a ‘‘Non- 
Canadian Ship's Compliance Certificate” prior to sailing for Canada. All 
major Classification Societies are authorised to issue such a certificate. 
DOCKING MASTER: The use of a Docking Master is compulsory for 
vessels docking, shifting and leaving iron ore docks (I.0.C., Wabush 
Mines). When docking on arrival, Docking Master will board inside 
harbour limits in area of 50° 10’N. and 66°24’ W. Ships normally 
proceed to anchorage without assistance, which can be provided on 
request. 

All vessels shall provide rope ladder for boarding Docking Master on 
arrival and disembarking Docking Master on departure. Ladder must be 
well secured by adequate lashings to rail or deck. 

Power hoists, in good order and properly attended, are acceptable for 
boarding. In freezing temperatures however, they should not be used 
unless electrically powered. 

Shipmaster’s Report: August 1983: With all bridge and engine room 
equipment working well, we berthed in thick fog (visibility 50 yards — 
100 yards). Pilot and tugs most efficient. 

ANCHORAGE: Ships should anchor at least 1 mile off dock to facilitate 
ship movements in bay and should not proceed closer than 1 mile from 
dock while waiting for Docking Master to board. Vessels may be 
requested to shift anchorage if their position interferes with normal 
docking approaches. 

MAX. SIZE: Iron Ore Co. Loading Dock (Old): Length 800 ft., beam 
130 ft., draft 43 ft. Iron Ore Co. Loading Dock (New): Length 1,600 ft., 
beam 175 ft., draft 57 ft. Imperial Oil Dock: Length 775 ft., draft 40 ft. 

Vessels arriving in ballast to load at No. 2 Dock are requested to 
present in accordance with the following recommended arrival drafts to 
ensure safe handling procedures, keeping in mind indicated ship loading 
rates and ship loader clearances. These drafts are intended to mean 
minimum draft aft with normal vessel trim. 


Summer Recommended 
Deadweight Arrival Drafts 
Under 30,000 4.0m.to 4.6m. 
30,000 to 40,000 4.6m.to 5.2m. 


40,000 to 60,000 4.9m.to 5.8m. 
60,000 to 75,000 5.5m.to 6.4m. 
75,000 to 100,000 6.1m.to 7.3m. 
100,000 to 150,000 8.5m. to 11.0 m. 
150,000 to 200,000 11.0 m. to 13.0 m. 
200,000 to 250,000 13.0 m. to 14.0 m. 
250,000 and over 14m. and over 


Any vessels unable to meet these suggested drafts due to insufficient 
ballast capacity, anticipated deballasting problems, etc., should state 
this in 48 hours ETA, along with estimated deballasting time. 

Usually ships berth port side to. 

Note: Vessels have berthed with lesser draft than recommended when 
weather conditions permit. 
HEALTH: 
1. Vessels calling at Canadian ports no longer require Radio 
Pratique unless: 
(i) there is a condition of health irregularity aboard or, 
(ii) if vessel has called at an infected port during this same 
voyage or, 
(iii) if Derat Certificate is no longer valid or will soon expire. 

2. Only vessels to which any of the above conditions apply, should 
cable “Quarantine Quebec” giving name of vessel, last port of 
call and detail regarding health conditions aboard. 

RADIO: Sept-lles Radio, Canadian Coast Guard Station, Call sign 
VCK", Tel: (418) 968-3118, operates 24 hours a day. 
CW Calling frequency 500 kHz 


Working frequency 420 kHz 
RT Calling frequency 2182 kHz Ch.51 
RT (Working Transmitting 2514 kHz  Ch.57 
Frequency) Receiving 2118 kHz Ch. 57 
VHF Calling Frequency 156.8 MHz Ch. 16 
VHF (Working Transmitting 161.9 MHz Ch. 26 
Frequency) Receiving 157.3 MHz Ch. 26 
Transmitting 161.8 MHz Ch. 24 
Receiving 157.2 MHz = Ch. 24 
Port Operations 156.6 MHz = Ch. 12 


Traffic Lists 420 kHz — Odd hours plus 50 minutes GMT 


2582/161.9 0240 UTC — Every 4 hours 


CANADA 


Weather, Ice Reports and Notice to Shipping: A continuous marine 
broadcast is available on VHF Ch. 21, 161.65 MHz. and Channel 83B, 
161.775 MHz. Recorded information is updated continuously as received 
24 hours per day. 

Extended VHF communications facilities are also available in Mingan 
50° 16' 24"N.,  64°07'56"W. and Natashquan 50° 08' 40”N., 
61° 48' 00" W. 

Ore Carriers: 
Advising Arrival: Cable address “Iroccan” Sept-lles. 

Please advise ETA 96 hours, 72 hours, 48 hours and 24 hours out, 
including in 96 hours ETA the amount of cargo required in metric tons. 

Vessels sailing in ballast from Montreal, Sorel, Three Rivers or 
Quebec should send ETA on departure from these ports with corrected 
ETA later if necessary. 

Advise with 24 hour ETA probable ballast pumping time required on 
arrival. If any change in ETA or in ballast situation should occur after 
24 hour ETA, it should be advised as soon as possible. 

The Marine Services office is equipped with VHF radio on 156.6 MHz 
Channel 12, and also 156.35 MHz, Channel 18A. Vessels calling at 
Sept-lles should be fitted with these VHF Channels for efficient harbour 
communications. 

Use of Channel 12 restricted to vessel movements only. 

Docking Instructions: Ships are to request instructions 8 hours before 
arrival. These instructions will be given as promptly and concisely as 
conditions permit. 

Marine Services is set up to receive radio messages on 24 hour basis. 
Radio traffic by ships at anchor is permissible in Sept-lles harbour area. 
TRAFFIC REGULATIONS: Traffic Regulations for the Gulf and River 
St. Lawrence: 

1. Eastern Canada Traffic Zone Regulations (ECAREG) 

The zone extends from outside of Belle Isle and Cabot Straits to 
66° 00’ W. 

In general, it states that a ship crossing seaward boundary, 
either entering or leaving the zone, must report to ECAREG via 
any Canadian Coast Guard Radio Station. Clearance to move 
within the zone must be obtained from ECAREG and there are 
“calling-in-points” where a ship has to report. 

There are also additional reports to be made in case of any 
defects in machinery, navigational aids, accidents, stranding, 
pollution, etc. 

2. The St. Lawrence Waterway Traffic Regulations. 

The zone extends from 66° 00’ W. to Montreal. 

In general, the regulations state that a ship must report to the 
marine traffic regulator by contacting Channel Escoumins on 
156.7 MHz, Channel 14 before entering Zone 1. (i.e. crossing 
66° 00’ W.) The port of Sept-lles is in Zone 1. 

Ships have to maintain a continuous radio watch on Channel 
14, except when alongside. Authorisation to communicate on 
another Channel has to be requested from Channel Escoumins, 
unless the vessel is equipped with two radios. 

Clearance must be obtained from Channel Escoumins to move 
within the harbour. 

TUGS: Tug service is compulsory at Iron Ore Company docks and 
Wabush Mines Docks. Two tugs of 5,400 h.p. available. 

All communications between tugs and Pilots are by VHF. Tugs operate 
on 156.9 (Channel 18A). 

All ships should be equipped with wire cable towing line with nylon 
pendant for tug use in undocking. Ships not so equipped will be provided 
with tug tow lines. Docking Master to determine adequacy of ship's tow 
lines. 

CRANES: Heavy-lift cranes available. Max. capacity 150 tons. 
MEDICAL: Masters are requested to have ready for inspection ship's 
Derat Certificate. 

All crew members requiring medical attention should be available 
upon ship's arrival. Sick Mariners dues no longer apply for treatment of 
seamen. Agent will provide form of application to be given to doctor for 
crew members requiring medical attention. 

TANKERS: Berth at Oil Dock. (Max. draft 38 ft.) and Ports Canada 
facilities at Pointe-aux-Basques. 

FRESH WATER: Can be supplied at the approx. rate of 35 t.p.h. Hose 
is available on the dock but ship's crew are required for connecting and 
disconnecting. 

FUEL: Available on an emergency basis only and subject to inventory 
situation. All enquiries should be directed to BunkerEsso Montreal. 
REPAIRS: Major repairs, except dry dock, can be effected at Sept-lles. 
Repairs to be conducted under the supervision of ships’ personnel. 
BERTHING: 

Ports Canada -— Facilities 


Depth 


Berth Number Wharf at Low 


(usual name) length Water Remarks 
(ft.) (ft.) 

Pointe-aux-Basques 600 27 Small open section at East 
end of Shed No. 1 
2 General cargo sheds 
1 Bulk shed 

Oil Dock 300 38 Dolphins increase capacity 
for berthing. Max. size 
60,000 g.r.t. 

Mgr. Blanche Wharf 800 25 General cargo berth. 
2 sheds available. 

Town Wharf* 381 16 Used by coastal fishing boats. 

Pointe Noire Wharf 853 48 New wharf offering storage 


and transit area (30 acres), 
crane, Ro-Ro ramp and 
655 acres of land for port 
orientated development 
*This wharf has been transferred to Fisheries and Oceans Canada. 
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Private Facilities 


il acct dt 


Depth 
at Low Utilisation and 
Berth Length Water general remarks 
(ft.) (ft.) 
Wabush Mine Co. 650 41 General cargo and mooring 
Mooring Dock berth (East end). 
Loading Dock 950 41 Iron Ore loading berth (West 


end). Loading ore by means 
of 2 travelling boom 
conveyors. Total capacity 
8,000 long t.p.h. 
Iron Ore Company of Canada 


Waiting Berth 

Terminal 800 38 Mooring and general cargo 
receiving berth (West) 

Southeast Berth 

No. 1 Dock 800 38 Ore loading berth 2 travelling 
boom conveyors with a total 
average capacity of 
8,000 long t.p.h. 

No. 2 Dock 1,600 60 Total effective mooring length 


approx. 1,600 ft. 2 travelling 
shuttle boom loaders with 
764 ft. of travel. Max. design 
capacity 7,500 long t.p.h. 
each 


al it eR ar a ae Rn a a kk SR 

See also following information on The Ore Company berths. Vessels 

usually berth port-side alongside. 
Number 1 Dock: 2,200 ft. (670 m.) dock divided into 3 berths. The S.E. 
or Loading Berth is 800 ft. (224 m.) in length and is fendered with large 
truck tyres mounted over the dock face. The adjoining 800 ft. (244 m.) 
mooring or waiting berth is also fendered with large truck tyres. The 
third and last section, 600 ft. (183 m.) in length, is a Government Berth 
used for general cargo. 

Dredged depth at the loading berth is 38 ft. (11.6 m.) at MLW, 34 ft. 
(10.4 m.) at mooring berth. Designed depth at the Government Berth is 
27 ft. (8.2 m.). At the loading berth, iron ore is loaded into vessels by 
means of 2 travelling boom conveyors (travel 183 m.) with a max. design 
capacity of 4,000 tonnes/p.h. each. 

The distance from MLW to loaders in horizontal position is approx. 
35 ft. (10.7 m.). Loaders can operate at an angle of up to 12° from the 
horizontal. Vessels should present for loading with a maximum distance 
of 40 ft. (12.2 m.) from waterline to hatch coaming. Number 1 Dock is 
fitted with bollards spaced at 50 ft. (15 m.) centres. 
Number 2 Dock: Deepwater berth is located some 900 ft. (274 m.) Se. 
of original dock and extends approx. 230 ft. (70 m.) further into bay. This 
single berth is open cell construction with 9 parallel cribs giving total 
berthing face of approx. 925 ft. (282 m.). A tenth transfer house crib, 
inset from dock face and a dolphin, both structures fitted with mooring 
winch and bollards, are located approx. 150 ft. (46 m.) and 350 ft. 
(107 m.) respectively from N.W. corner of dock face. Two additional 
dolphins, also fitted with mooring winch and bollards, are situated in a 
line approx. 150 ft. (46 m.) inside dock face and approx. 100 ft. (30 m.) 
and 400 ft. (122 m.) from S.E. corner of dock. Dolphins are joined to 
main dock structure by catwalks. Total effective mooring length is 
approx. 1,600 ft. (488 m.). Cribs are fendered to waterline with triple sets 
of extra large truck tyres. Dredged depth is 60 ft. (18.0 m.) MLW. Dock 
is fitted with 2 travelling shuttle boom loaders with 764 ft. (233 m.) of 
available shiploader travel, and a maximum design capacity of 
7,500 long t.p.h. each. Number 2 Dock is fitted with bollards spaced at 
100 ft. (30 m.) centres. Recommended maximum airdraft for this berth 
is 17.0 m. 

Tidal characteristics Neaps 1.68 m. 
Springs 3.05 m. 
CUSTOMS ALLOWANCES: Each crew member is allowed to retain in 
his possession for his personal consumption 200 cigarettes, 40 ounces 
of spirits, 50 cigars or 2 pounds of pipe tobacco. All quantities must be 
declared on Crew Declaration form Y-14 along with all personal effects 
such as radios, cameras, tape recorders, binoculars, etc., plus serial 
numbers of each such item. 

Canadian seamen returning from voyages to American or other 
foreign ports are permitted $50 value of duty free merchandise every 
quarter for periods outside Canada of over 48 hours and $150 once a 
year for periods outside Canada of 7 days. 

TIME: Sept-lles maintains Eastern Standard Time (GMT minus 5) from 
last Sunday in October until first Sunday in April. Eastern daylight time 
(GMT minus 4) is maintained the balance of the year. 

SHORE LEAVE: Crew not allowed ashore until permission granted by 
the authorities. 

SAFETY: It is compulsory to have a net under the gangway. 
GENERAL: Customs of the Port: Ships will be loaded in regular turn of 
vessels, subject to cargo availability and providing they present with 
starting hatches open and do not have ballast pumping which will exceed 
expected loading time. This loading time should be calculated at the 
rate of 6,600 metric tons/hr. at Dock No. 1 and 10,000 metric tons/hr. 
at Dock No. 2. 

For establishing turn of vessels, a ship will be considered “arrived” 
at the time of crossing line between Pointe au Corbeau and Pointe aux 
Basques. 

Loading plans should be presented to the loading foreman on arrival. 

Ore-Oil and OBO vessels having discharged petroleum products at 
last port must advise this in first ETA. If gas-free certificate not already 
granted by independent chemist, arrangements will be made to have 
Chemist attend. The arrangement for such service implies no liability 
whatsoever on the part of Iron Ore Co. of Canada Marine Services. 
Expense for ship's account. 
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Ships will leave the loading dock immediately upon completion of 
cargo and secure for sea in the bay. If any delays occur on 
documentation, crew members missing, etc., ship will leave the dock 
and all matters will be handled from anchorage. 

Vessels must have main engine ready when alongside loading docks. 
Permission to perform work that would affect the readiness of the vesse| 
to leave berth in case of emergency must be obtained from Iron Ore 
Co. Marine Services before proceeding with such work. 

Services: Most supplies can be readily obtained at Sept-lles. Quantity 
orders should be included in 48 hour ETA. Requests for bonded stores 
should be included in 96 hour ETA. 

Launch service is available on request through Marine Services. 

Walport film exchange available. 

Ice Navigation in Canadian Waters: During the Winter, ECAREG 
CANADA (East of 66° 00’ W.) and the St. Lawrence River Vessel Traffic 
Management (VTM), West of 66° 00’ W. to Montreal, provide a service 
consisting of the promulgation of up-to-date information on ice 
conditions, routeing, the provision of icebreaker support where available 
and considered necessary, and organisation of convoys as required. 

Masters requesting this service should address their request to 
ECAREG CANADA through any convenient Canadian Coast Guard 
radio station which will handle the message free of charge. 

Basically, each system is under the surveillance of Canadian Coast} 
Guard Traffic Centres which Masters may contact for advice and 
assistance. These centres have access to a complete and current picture 
of the ice conditions prevailing and the anticipated trend of conditions 
The centres are therefore, well equipped to provide advice on the best 
route to follow. In order to obtain the maximum benefit from the service, 
it is essential that Masters report to the appropriate Canadian Coas! 
Guard Traffic Centre before their ships enter waters where ice may be 
encountered. 

Radio communications play a very important part in successful ice 
navigation. The Master relies upon the receipt of accurate ice information 
and advice upon which he can base his decisions as to his future course 
and progress. 

Ships proceeding independently throughout the Gulf of St. Lawrence 
when ice is present should report their positions and progress to “Ice 
Halifax” at 0800 hrs. and 2000 hrs. A.S.T. 

Radiogram: “Ice Halifax". Radio Station: Halifax, Call sign VCs. 

Ships inbound from sea to a port in Zone B should report to “lee 
Halifax” 36 hours before passing Cape Ray. Ships outbound should 
report to “Ice Halifax” 12 hours before departure. 

DEVELOPMENTS: In 1983, the Government of Canada announced é 
new project development in the Pointe Noire sector. 

The new project consists of building a 260 m. long wharf with ap 
existing depth of 14.5m. and more, the construction on an on-site 
access road including all services such as waterline of 400 mm., powe! 
and waste disposal services, embankments and dykes, as well as a 12 
hectares storage area. These new marine infrastructures will also perm! 
access to more than 265 hectares of land owned by Ports Canada fo 
industrial developments. 

General cargo as well as bulk commodities are handled in this sector 

In September 1989 a 1.2 billion dollar investment was announced fo 
the Pointe Noire sector. Consortium Alouette are to build an aluminiur 
smelter with a design capacity of 215,000 metric tons of finished 
products in the First Phase. A Second Phase could double this capacit) 
before 1995. 


SHIPMASTER’S REPORT: December 1989. 

Pilot: Pilot embarks and disembarks from tug. 

Radio: When the vessel is alongside it is simple and quick to walk tt 
the Agent's dock office and send a telex or telefax message. When the 
vessel is at anchor all cables have to be routed through VCK (Sept lle: 
Coastguard Station) as Agents are not permitted to occupy the VHf 
with long messages. If however the Port Warden has to visit the shit 
for an inspection then it is again simple to have him take a messag 
ashore for the Agent to transmit as a telex, etc. 

Tugs: The two tugs are on stand-by 24 hours. Tugs lines normally used 
For vessels of 200,000 d.w.t. and over, a third tug is used from Por 
Cartier. 


AUTHORITY: Ports Canada — Port of Sept-lles, 421 Arnaud St., Roor 
202, P.O.Box 280, Sept-lles, Quebec Province G4R 4KS. Tel: (418) 968 
1231. Telex: 051-8-4209. FAX: (418) 962-4445. Contact: Jean-Mauric 
Gaudreau, General Manager. 

Iron Ore Company of Canada, Marine Services, P.O.Box 900, Sept 
lles, Quebec, Canada G4R 4L5. Tel: (418) 968-7540 Telex: 051-8-4188 
Cables: \roccan Sept-lles. 


SHEET HARBOUR, N.S.: 44.50 N. 62.30 W. (See Plan 


DOCUMENTS: See “Montreal”. 

ICE: Open all year with aid of icebreaker during January, February an 
March. Ice forms about January 15th and breaks up between March 1! 
and 15th. 

PILOTAGE: Compulsory. Pilot boards off Sheet Rock Light. 
ANCHORAGE: Anywhere in harbour in depths up to 10 fathoms. 
MAX. SIZE: See “Berthing”. 

RADIO: Ship-to-shore communications: through Halifax (VCS). 
TUGS: None. 

BERTHING: Transport Canada Whar? Length 54.8 m. Depth at ul 
6.4 m. No railroad or handling facilities on wharf. Open storage aré 
alongside for handling general cargo. 

STEVEDORES: Skilled labour available. Gangs consist of 20 men. 
MEDICAL: Hospitals available. 
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FRESH WATER: Available by hose from mill. 

FUEL: Available 

REPAIRS: No facilities available. 

AIRPORT: Halifax 75 miles. 

TIME: GMT minus 3 hours in Summer. GMT minus 4 hours Winter. 
AUTHORITY: Transport Canada, Office of Harbours and Ports, 
Maritimes Region, P.O.Box 1013, Dartmouth, N.S., B2Y 4K2. 
Contact: The Regional Manager. Tel: (902) 426-2588. 


SHIP HARBOUR, Nova Scotia: 44.49 N. 62.53 W. 


ANCHORAGE: The best anchorage in the harbour is between Salmon 
Point and Whale Islet. 7.31 m. to 11.89 m. of water in mud bottom. 
BERTHING: Government wharf no longer usable. 

Tides: LWOST, 0.2 m. above chart datum. HWOST, 2.2 m. above chart 
datum. 

MEDICAL: Hospital at Sheet Harbour, 20 km. 

AIRPORT: Halifax International airport, 120 km. 

AUTHORITY: Transport Canada, 73 Tacoma Drive. (P.O.Box 1013). 
Dartmouth, Nova Scotia, B2Y 3Z7. Tel: 426-2588. Telex: 01922757. 


SHIPPEGAN HARBOUR, N.B.: 47.45 N. 64.42 W. 


CARAQUET HARBOUR, N.B: 47.48 N. 64.56 W. 
(See Plan) 


DOCUMENTS: See “Montreal”. 
PILOTAGE: Approaching vessel hoists flag ““G” and uses siren about 
1 mile before reaching fairway buoy. Pilot boat motorised 45 ft. vessel, 
approaches on leeside. Approaching vessels wait for Pilot about 1 mile 
from Fairway Buoy. 
ANCHORAGE: Good anchorage, usually by Fairway Buoy. 
RESTRICTIONS: Entry possible night and day, good vision, lighted 
buoys and beacon lights. 
MAX. SIZE: High tide: 23 ft. low tide: 17 ft. (Shippegan, max. tide: 20 ft.). 
HEALTH: See “Montreal”. 
RADIO: VCN Grindstone Radio and VCG Fox River. 
TUGS: Not required for these ports. 
BERTHING: Caraquet Wharf, 28 ft., Shippegan 25 ft. alongside outer 
side and 3.2 m. alongside at normal low water along the inside face of 
wharf. 
MEDICAL: No notice required, hospital available, as required when 
conditions warrant. 
FRESH WATER: Available. 
REPAIRS: Minor ship repairs and all electrical repairs. 
CUSTOMS ALLOWANCE: Tobacco, 200 cigarettes per week per man. 
Wine/Spirits, Spirits allowed to officers. Beer to crew. 
TIME: Atlantic Standard Time GMT minus 4 hours, Daylight saving time 
from first week-end in April to last week-end in October, clocks advanced 
1 hour. 
AIRPORT: Moncton, 150 miles, Chatham, 70 miles. 
POLICE/AMBULANCE/FIRE: Caraquet: Police RCMP 727-2828: 
Police Town, 727-3167; Fire, 727-2928; Hospital, 727-3435. Shippegan: 
Police, RCMP, 336-2210, Town, 336-2351. Hospital: 344-2261. 
AUTHORITY: Fisheries and Oceans Canada, Small Craft Harbours 
Branch, P.O.Box 717, Tracadie, N.B. EOC 2B0. Contact: Tilmon Hache, 
Harbour Manager (Shippegan). Te/: (506) 336-4010, 336-8583. 

Le Comite du Port de Caraquet, C.P. 3156, Caraquet, New Brunswick, 
Canada EOB 1KO. Tel: (506) 727-6145. FAX: (506) 727-7825. 
Contact: Rufin Doiron, Harbour Master/General Manager. 


SOREL, Quebec: 46.03 N. 73.09 W. (See Plan) 


' DOCUMENTS: 


2 Crew Lists. 

2 Passenger Lists. 

3 Crew Declarations (Canadian Form Y14). 

3 Store Lists (Canadian Form E.1). 

Health Declaration (Canadian Form QS.2001). 

3 Cargo Manifests. 

3 Bills of Lading. 

General Declaration. 
PILOTAGE: Compulsory. Under the Montreal Pilotage Authority. 
Vessels coming in from sea secure Pilots at Escoumins, Quebec and 
Three Rivers. 
ANCHORAGE: Safe and roomy anchorage 


is provided in the 
St. Lawrence River off Sorel 


in a basin 9 miles long by 0.5 miles wide 


with 30 ft. to 50 ft. water depth. There is no tidal influence at this point. 


RESTRICTIONS: Speed limits not to exceed 8 knots in the Harbour of 
rel. Sections 8, 9 and 10 reserved for D.O.T. vessels. 
MAX. SIZE: From St. Lawrence Ship Channel there is a clear approach 
or 10.67 m. draft vessels to Outer Dock No. 15 and from 6.10 m. to 
3.14 m. to almost all other docks. 
HEALTH: Pratique may be obtained by radio to Quarantine Quebec. 
Health Officer boards on arrival. 
Sorel is also an organised quarantine sub-station. (See “Canadian 
Uarantine Requirements” for full particulars). 


CANADA 


RADIO: St. Lawrence River Marine Traffic Control, call sign VFN Sorel 
and VBK Three Rivers. 

RADAR: Radar service may be obtained by VHF from Montreal (80 km.). 
TUGS: Tugs are available all year round at Sorel. Their use is advisable 
for all berths in the Richelieu River, for berths in Lanctot Basin and at 
Section 5 for ships exceeding 250 ft. in length or having low 
manoeuvrability. They are also needed for large ships at Sections 15 
and 21 when leaving with an Easterly destination. 

BERTHING: Following depths are expressed in metres reduced to chart 
datum and must be used as guidance only. For up-to-date information 
refer to Canadian Marine Chart No. 1338 (Sorel Harbour). 

Transport Canada Wharves: 

Dock 5, berth 182.88 m. long, 9.14 m. depth. Dock 6, berth 106.68 m. 
long, 8.80 m. depth. Dock 7, berth 152.40 m. long, 8.53 m. depth. Dock 
8, berth 160.02 m. long, 6.10 m. depth. Dock 9, berth 60.96 m. long, 
6.10 m. depth. Dock 10, berth 160.02 m. long, 6.10 m. depth. Dock 16, 
berth 160.68 m. long, 4.88 m. depth. Dock 17, berth 213.36 m. long, 
4.88 m. depth. 

Les Elevateurs de Sorel Ltee Wharves: (Private Wharves). 

Dock 11, berth 152.40 m. long, 7.32m. depth. Dock 12, berth 
106.68 m. long, 7.32 m. depth. Dock 13, berth 76.20 m. long, 7.32 m. 
depth. Dock 14, berth 187.45 m. long, 8.30 m. depth. Dock 15, berth 
189.58 m. long, 10.67 m. depth. 

Omnimar Inc. Wharf: (Private Wharf). 

Dock 18, berth 167.74 m. long, 4.27 m. depth. 
Marine Industries Ltd. Wharf: (Private Wharf). 

Dock 19, berth 182.88 m. long, 6.10 m. depth. 
Fer & Titane du Quebec Wharf: (Private Wharf). 

Dock 20, berth 335.28m. long, 9.14m. depth. Dock 21, berth 
335.28 m. long, 9.14 m. depth. 

CRANES: Mobile cranes up to 150 tons capacity available from local 
firms. 

BULK CARGO FACILITIES: (Public Wharves). Open storage space for 
approximately 20,000 tons available (75,000 sq.ft.) 

(Private Wharves). Les Elevateurs de Sorel Ltee: Steel and concrete 
grain elevators 5,500,000 bushels capacity, loading rate 144,000 
bushels/hr. Fer & Titane de Quebec: Electric mobile bridge capacity 
900 t.p.h. 

STEVEDORES: Available for loading and unloading at any berths. 
Working hours: 0800 hrs. — 1700 hrs. 

MEDICAL: Doctors and hospitals facilities available. 

DENSITY: Fresh water. 

FRESH WATER: Available by pipe-line or tank-trucks at all berths. 
FUEL: Available from major oil companies by tank-trucks. Can also be 
obtained by barges from Montreal (50 miles). 

CONSULS: Almost all countries, nearest offices at Montreal. 
REPAIRS/DRY DOCKS: Marine Industries Ltd. shops are equipped for 
steel shipbuilding, construction of engines and boilers and repair 
services of all kinds. The Company has two marine railways, one of 
which is the largest end-hauling marine railway in the world, capable of 
launching and dry-docking cargo ships up to 12,000 tons deadweight 
with transfer or building area admitting of the construction of 8 ships at 
the same time. Ships of 5,000 d.w.t or smaller can be launched on the 
second marine railway. The facilities include modern shops, gas and air 
plants, as required for the building and repairing of all types of hulls and 
machineries, while subsidiary and associated companies in the same 
vicinity for rolling mills, heavy and precision machinery, heavy forgings, 
all kinds of steel brass and metal castings, propellers, etc. Omnimar 
Ltd., has docking facilities for repairs afloat of equipment, engine and 
general ship repairs. 

SURVEYORS: Lloyd's. 

CUSTOMS: Sorel is a port of entry, customs board ships. 

CUSTOMS ALLOWANCES: 200 cigarettes for each man, Officers may 
be allowed one bottle wine/spirit, Master up to five bottles. 
REPATRIATION: Can be arranged through Department of Manpower 
and Immigration. 

AIRPORT: Nearest at Montreal (Dorval) 70 miles. 

TIME: GMT minus 5 hours. Daylight Saving Time: GMT minus 4 hours, 
applied from first Sunday of April until last Sunday of October each year. 
HOLIDAYS: New Year's Day, Good Friday, Easter Monday, St. John 
the Baptist Day, Dominion Day, Labour Day, Queen's Birthday, 
Thanksgiving (2nd Monday in October), Remembrance Day, Christmas 
Day, Boxing Day. 

POLICE/AMBULANCE/FIRE: Police/Fire 742-5656; Ambulance 742- 
9441. 

SERVICES: Ship's stores can be secured in Port. Tank cleaning 
equipment available. 

SHORE LEAVE: Crew members allowed ashore. No restrictions. 
REGULATIONS: Public Harbours Regulations. 

AUTHORITY: Transport Canada, Ports and Harbours, 15 Prince Street, 
Sorel, Quebec J3P 4J4. Tel: (514) 743-7931. Telex: 055-60882. 
Contact: Guy Gervais, Port Manager. 


SPRINGDALE, Newfoundland: 49.30 N. 56.05 W. 


LOCATION: Springdale is in Hall's Bay, a deep narrow inlet situated at 
the S.W. part of Notre Dame Bay, North coast of Newfoundland. 
RADIO: Comfort Cove (VOO). 
BERTHING: (1) Transport Canada Wharf, 262 ft. long and 40 ft. wide, 
with a depth of 20 ft. at the face. Used for general freight. Oil pipe-lines 
on whart. There is a red fixed electric light on outer end of wharf. 
(2) George Warr Wharf, berthing length 65 ft., depth alongside at LW 
28 ft. aft, 13 ft. forward. Shed 50 ft. x 30 ft. Used for general freight. 
No crane, electric light or water main on the wharves. Large ships 
load pulpwood at West Bottom. 


319 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


FRESH WATER: Not available. 

SURVEYORS: Lloyd's at St. John’s. ABS at Halifax. 

GENERAL: Services: Post Office, Telegraph. 

Trade: Sawn lumber and pulpwood is exported. General merchandise 
is imported. 

Charts: Canadian Chart No. 4591. BA Chart No. 3223. 

AUTHORITY: Transport Canada, P.O.Box 1300, St. Johns, 
Newfoundland A1C 6H8. Tel: (709) 772-2102. Contact: Harbour and 
Ports Department. 

Local Authority: Ted Robinson, Wharfinger. Tel: (709) 673-4343. 


SQUAMISH, B.C.: 49.41 N. 123.10 W. 


PORT LIMITS, DOCUMENTS, PILOTAGE, 

RESTRICTIONS, HEALTH, See “Vancouver”. 

MAX. SIZE: LOA 700 ft. 

TUGS: See “Vancouver”. 

BERTHING: Two berths, length 450 ft. and 500 ft. Depth alongside at 

LW 38 ft. and 40 ft. respectively. Forest products mainly handled by 

ship's own gear. Fork lift trucks of 2,700 kg. — 11,300 kg. available. Flat 

bed dual control, 40 ft. length trucks for delivery to vessels available. 

CRANES: None available 

MEDICAL: No advance notice required but in case of serious illness 

recommend Vancouver facilities. 

TANKERS: No facilities. 

DENSITY: 1025. 

FRESH WATER: Ample supply available by 1.5 in. hose at 60 gallons 

per minute. $0.99 Canadian per metric ton. 

FUEL, CONSULS, REPAIRS, DRY DOCK, SURVEYORS: See 

“Vancouver”. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: By Stevedores. 

CUSTOMS ALLOWANCES: See ‘Vancouver”. 

REPATRIATION: No facilities. 

AIRPORT: 50 miles to Vancouver Airport — regular airlines. 

TIME: See ‘Vancouver’. 

HOLIDAYS See “Vancouver”. 

POLICE/AMBULANCE/FIRE: Police (966) 898-9611. Ambulance 911. 

Fire (966) 898-9666. 

EMERGENCY CO-ORDINATION CENTRE: See “Vancouver”. 

TELEPHONES: Telephone can be put on board, $50 cost for 

connection. 

SERVICES: None available. 

BANKS: Bank of Montreal, Bank of Nova Scotia, Royal Bank of Canada. 

SHORE LEAVE: No restrictions. 

AUTHORITY: Transport Canada, P.O.Box 344, Garibaldi Highlands, 

rai VON 170. Tel: 898-9279. Contact: T. Biggin-Pound, Harbour 
aster. 

Operator: Squamish Terminals Ltd, P.O.Box 1520, Squamish, B.C. VON 

3G0. Tel: (604) 892-3511. Telex: 04-53374. FAX: (604) 892-5623. 

Contact: J. R. Wilburn, Traffic Manager. 


ANCHORAGE, 


STEPHENVILLE, Newfoundland: 48.30 N. 58.33 W. 
(See Plan) 


PORT LIMITS: Beginning at Indian Head (Lat. 48° 29’ 58" N., Long. 
58° 31’ 49” W.); thence running true 210° for 1,700 yards; thence 
running true 320° for 6,000 yards; thence running true north for a 
distance of 2,100 yards more or less to the high water mark. 
DOCUMENTS: 

Completed Declaration of Health 

Valid Derat Certificate 

3 Crew Lists (Form 200) 

3 Crew Declarations (Form Y14) 

3 Ship's Stores (Form E—1) 

3 Passenger Lists 

Manifests 

Clearance from Last Port 
PILOTAGE: Compulsory. Pilot boards at Fairway Buoy. Pilot ordered 
by reporting via any coastal radio station by radiotelephone or 
radiotelegraph to Pilots, Stephenville. 48, 24 and 12 hour ETA required. 
Time used must be GMT. The Pilot at Stephenville guards Channel 16 
(156.8 MHz.) and works Channel 11 (156.66 MHz.). 

Harbour Pilot: Capt. Melbourne, Phone: 643-4056. 

Stand by Pilots: Capt. W. Collins, Phone: 686-5046, Capt. D. Keeping, 
Phone: 686-5017. 
ANCHORAGE: No sheltered anchorage in the harbour; vessels are 
exposed to prevailing westerly winds. Limited swinging room and poor 
holding ground. 
RESTRICTIONS: A 75 m. wide x 2,200 m. long channel with a limiting 
depth of 10 m. has to be navigated to gain access to the turning basin 
which has a limiting depth of 9.2 m. There are 3 high spots immediately 
at the face of the wharf with a limiting depth of 8.5 m. Tidal range 1.1 m. 
at mean tides and 1.7 m. at large tides. Mariners are advised to obtain 
a copy of the Canadian Hydrographic Services Sailing Directions for 
Newfoundland and Chart No. 4885 and contact the Harbour Master for 
any changes in depth restrictions. 
RADIO: Stephenville Marine Radio, call sign VOU. Halifax Marine Radio 
is recommended for all messages. 
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BERTHING: 1 berth of 960 ft. Also dolphins can accommodate vessels 
of over 600 ft. Max. draft at dolphins approximately 27 ft. (8.2 m.). The 
largest vessel to enter port has been 640 ft. long and any anticipated 
larger vessels should be discussed with Port Officials. 
STEVEDORES: Ordered by Agent. 
MEDICAL: No advance notice required unless serious emergency. 
Hospital facilities available. 
TANKERS: Tanker berth is the main government wharf (960 ft. long). 
Discharge lines are: 16 in., 1x8 in. and 2x10 in. The pipe-lines and 
nearby tanks are owned by Harmon Corporation and are leased to users. 
DENSITY: Salt water. 
FRESH WATER: Available from pipes on dock at $1.00 per ton. Water 
pipe is operated by the Town of Stephenville. 
FUEL: Marine diesel available. Delivery by truck. 
CONSULS: Nearest Consuls are situated in St. John’s, which is 
approximately 500 miles away. 
REPAIRS: Minor repairs are possible locally. 
GANGWAY/DECK WATCHMEN: Usually crew. 
OPENING/CLOSING HATCHES: Normally carried out by vessel's crew, 
REPATRIATION: Can be arranged. 
AIRPORT: 5 miles from dock. 
TIME: GMT less 3.5 hours. Clocks advanced from first Sunday in April 
until last Sunday in October. 2 hours in 1988. 
POLICE/FIRE/AMBULANCE: Police 643-2118, 
Russell's Ambulance 643-2472, Hospital 643-5131 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard, St. John’s, 
Newfoundland. Tel: (709) 772-5151. 
TELEPHONES: Can be arranged through Newfoundland Telephone 
Company Limited, Market Division, P.O.Box 98, Corner Brook, Nfld 
Phone: 643-3197. Phone jack has already been installed on the dock. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required. 
GENERAL: Ice is navigable throughout the Winter season. Extra 
information can be obtained from Ice Operations in St. John's - 
Newfoundland, Tel: 709-737-2083. Cables: Ice Operations — St. John's 
— Canadian Coast Guard. 
AUTHORITY: Transport Canada, P.O.Box 1300, St. John’s 
Newfoundland A1C 6H8. Tel: (709) 772-5154. Telex: 016-3369. FAX 
2193. Contact: D. A. Lester, Regional Manager, Harbours and Ports. 

Local Authority: G. R. McLaughlin, Area Manager, Harbours and 
Ports, Stephenville, Newfoundland. Tel: (709) 643-3632. 

Mr J. Cochrane, Harbour Master. Tel: (709) 643-5625. 


Fire 643-2176, 


SUMMERSIDE, P.E.|.: 46.23 N. 63.47 W. 


DOCUMENTS: 

2 IMM.200. 

3jE-1,. 

1 Quarantine 2001. 

2 Passenger Lists. 

1 Customs Document A.6. 
PILOTAGE: 24 hours notice of ETA to Agent who notifies Pilot. Pilo! 
boards Fairway Buoy about 6 miles from wharf. 
ANCHORAGE: At Fairway Buoy in depths of 30 ft. — 35 ft. 
MAX. SIZE: 550 ft. length, 75 ft. beam, 24 ft. draft. 
HEALTH: Vessels coming from U.S.A. accepted without Pratique 
Vessel from other countries radio telephone for permission. See als 
“Montreal”. 
RADIO: Halifax N.S., Sydney N.S., Grindstone M.1., Charlottetown P.E! 
TUGS: None available. 
BERTHING: Transport Canada Wharf: Length (West side) 600 ft. Deptt 
at LW 26 ft. East side, length 600 ft. Depth at LW 19 ft. 

Additional Wharf: Length 300 ft., depth 17 ft. 

Holman Wharf: Length 300 ft., depth at LW 8 ft. 

Queen's Whart: “L” shaped wharf, head length 155 ft., depth 5 ft. 
STEVEDORES: 24 hours notice required. 
MEDICAL: Hospital facilities available. Current vaccination/feve’ 
certificates required. 
FRESH WATER: Available 30 t.p.h. 
FUEL: Limited quantities by road tanker. 
REPAIRS: Only minor repairs. 
OPENING/CLOSING HATCHES: Crew/Stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 1 carton per man per week 
Wine/Spirits: Spirits 40 oz. per man per week. Further allowances made 
if Master requests. 
REPATRIATION: Can be arranged. 
AIRPORT: Charlottetown Airport 39 miles away. 
TIME: Atlantic Standard Time with daylight saving in Summer. 
HOLIDAYS: New Year's Day; Good Friday; Victoria Day (19th May! 
Dominion Day (1st July); Remembrance Day (11th November) 
Thanksgiving (13th October); Labour Day (1st September); Christma 
Day. Plus all Saturday afternoons and Sundays. 
POLICE/AMBULANCE/FIRE: Police 436-9222; Ambulance dial ‘O” ca 
operator; Fire 436-4848. 
TELEPHONES: Telephones can be placed on board. 
SHORE LEAVE: Crew allowed ashore. 
IDENTIFICATION CARDS: Passports required. 
AUTHORITY: Transport Canada, Charlottetown, Prince Edward Islan 
Tel: 566-7973. Contact: Wendall Morrison, Harbour Master am 
Wharfinger, 2 Morrison Ct., Summerside P.E.!. Tel: (Office) (902) 436 
2924, (Home) (902) 436-5269. : 

Transport Canada, P.O.Box 1013, Dartmouth, Nova Scotia, B2Y 4K 


(See Plan} 
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SYDNEY, N.S.: 46.09 N. 60.12 W. 


DOCUMENTS: 

Crew's Declaration Y.14 in triplicate. 

Ship's Stores E.1 in triplicate. 

Crew Tally IMM.201 in duplicate. 

Report Inward A.6 in triplicate. 
PILOTAGE: Compulsory pilotage distance is approximately 12 miles 
and administered under the Atlantic Pilotage Authority. The area for 
Cape Breton Pilot embarkation is Sydney Outer Buoy: Lat. 46° 22’ N., 
Long. 60° 08' W. To avoid delay in obtaining a Pilot, Masters must report 
by message addressed to Pilots, through Sydney Radio VCO or any 
Coast Radio Station 24, 12 and 6 hours before vessel's ETA. 
ANCHORAGES: The land-locked harbour affords safe anchorage for a 


(See Plan) 


large number of any size vessels with depths ranging from 40 ft. to 60 ft. 


RESTRICTIONS: Berthing allowed day or night. “Harbour Ice”, January 
to March, “Drift Ice" April to May. Navigable with aid of ice breakers 
requested from Ice Control at Sydney. 

MAX. SIZE: Governed by least depth in channel of 11.6 m. at the lowest 
normal tides (average rise and fall 1.0m. — 1.5 m.). 

HEALTH: Sydney is an official quarantine station. Radio Pratique 
obtained between 0900 and 1700 hrs. local time by radio message to 
‘Quarantine Sydney”. Information required from vessel is as follows: 

Name and nationality of vessel. 

Name of three previous ports called at during voyage. 

Port of destination and name of Agent. 

Nature of cargo. 

Date and place of last deratting or exemption certificate. 

Number of crew and passengers. 

Condition of health of all on board with details of any sickness or death 

occurring during the voyage. 

Vaccination status of crew and passengers. 

The ETA and any other information that may be required by the 

Quarantine Officers. 

The ship will require usual inspection on arrival. However, Radio 
Pratique will enable vessel to enter port, dock and commence loading 
or unloading operations prior to official quarantine clearance. Vessels 
which have not applied for Radio Pratique and all vessels with suspected 
infectious disease aboard will remain in quarantine until cleared. 
RADIO: 


Station Call Letters Freq. kHz 
Sydney Radio vco 500 
Grindstone Island VCN 500 
Canso Radio VAX 500 
Halifax Radio VBO 530 
Cape Race VCE 500 


TUGS: Not necessary for docking powered vessels. 
BERTHING: Syd-Port Industrial Park: 

Main Jetty: The outer face of the main jetty is 259 m. long with a 11 m. 
depth at LW. The inner face is 244 m. with 8.0 m. LW depth. 

Inner Quay: The length of the East face wall is 228.6 m. with 6.0 m. 
at LWOST. The North face wall is 183 m. with a maximum LW depth of 
6.0 m. graduating to 3.0 m. LWOST. 

Services: The services include fresh water, sewage, electric power, 
all weather paved roads joining the Trans Canada Highway network and 
4,564 feet of rail sidings connecting to major Canadian and U-S. rail 
systems. 

Sydney Steel Corporation Piers: 

No. 1 Pier: Berthing length 425 ft. Depth at LW 28 ft. Now used 
primarily for the loading of coke oven by-products (light oil and coal tar). 
Equipped with railway connections and 4 in. pipe-line for fresh water. 

No. 3 Pier: (Bulk Discharge Berth) Berthing length 213 m. Depth at 
LW 11.6 m. Equipped to handle bulk cargoes by self-unloading boom 
type vessels and conventional bulkers. Tower to be modified to enable 
handling of steel scrap cargoes. 

No. 4 Pier: (Steel Loading Berth) Berthing length 218 m. Depth at LW 
12.5 m. Equipped with one mobile portal type 46 tonne capacity crane 
to handle the loading of finished and unfinished steel products (including 
25 m. steel rails) and the discharging of scrap and other general cargoes. 
Crane equipped with a 120 ft. hinged boom with a 60 ft. back reach. 
Travel distance 430 ft. Pier equipped with three railway tracks under 
centre section of crane and one track on the water side. Fresh water is 
available along with pipe-line for marine diesel and bunker fuel. 

Cape Breton Development Corporation Coal Piers: 

Coal Pier No. 4 has a berthing length of 246 m. with 9.14 m. of water 
alongside at LW. There is a 15,000 short ton storage pocket for coal 
and coke with an additional 2,000 tons loaded car storage over full bin. 
A conveyor belt system carries product to the pier head where it is boom 
loaded into vessels at an average rate of 2,000 short tons per hour. This 
pier, the main of a series of three is connected with the CN railway 
system. Equipped with 4 in. line for fresh water. 

Also see “Shipmaster’s Report” and “General”. 

Sydney Government Wharf: 

The berthing length of the West face is 242 m. with a 9.2 m. LW depth. 
The South face is 91 m. long sloping off to 4.5 m. LW depth. Facilities 
include a bonded warehouse (30m. x 60m.) and 30,480 sq.m. of 
bonded open storage with a rail spur line on the waterside with tailgate 
delivery in the rear. Fresh water and diesel bunkers also available. 
STEVEDORES: Available by phoning Rowe Freight & Marine Service 
Utd., (Tel: (902) 564-8452 Telex: 019-35275) 24 hours before ETA of 
vessel. Ships cargo gear is usually employed but mobile cranes up to 
125 tonnes are available at short notice for extended hire. 

MEDICAL: Two hospitals. 
TANKERS: 

Irving Oil Pier: Berthing length 24 ft. Depth alongside 23 ft. at LW. 
2x8 in. pipe-lines. 

Petrofina Whart: “T” head pier. Berthing length 74 ft. Depth alongside 
22 ft. 1x10 in. pipe-line. 

DENSITY: Average 1023. 


CANADA 


FRESH WATER: Available anytime, supplied through 2.5 in. hose at 
rate of 25 t.p.h., cost depending on tonnages, from $1.00 to 0.45 cents 
per ton, plus labour. 

FUEL: Marine diesel, bunker fuel and galley fuels are obtainable by 
pipe-line at Pier Nos. 2, 3 and 4. Rate of bunkering approximately 
100 t.p.h. 

Suppliers: Northern Petroleum Ltd., 48 Fairview Street, Sydney, N.S. 
B1iP 1P9. Tel: (902) 564-5152. 

Gulf Canada, 2020 University Street, Montreal, P.Q. H3A 2L4. 
Tel: (514) 284-7837. 

Petrofina Canada Inc., Marine Terminal, Sydney River, N.S. Tel: (902) 
539-6446. 

Irving Oil, Bulk Plant, Kings Rd., Sydney, N.S. Tel: (902) 564-5566. 
CONSULS: 

British and Canadian Shipping Master. 

Portugal Vice-Consul 794-3515. 

Honorary French Consular Agent, North Sydney 794-4800. 

Norwegian Vice-Consul, Sydney 564-9288. 

REPAIRS/DRY DOCKS: The Sydney Engineering and Drydocks consist 
of two wharfs (370 ft. and 425 ft. long) with marine rail slips of 3,000 
and 1,200 ton capacity and a 45 ton wharf crane. They have 
40,000 sq. ft. of production plants using skilled marine tradesmen. Also 
see “North Sydney”. 

SURVEYORS: See “North Sydney”. 

GANGWAY/DECK WATCHMEN: Crew sufficient. 
OPENING/CLOSING HATCHES: Crew. 

CUSTOMS ALLOWANCES: 200 cigarettes or 0.5 Ib. tobacco or 
15 cigars, each officer. 40 oz. of spirit per officer. 

REPATRIATION: Can be arranged. 

AIRPORT: Served by Air Canada and Air St. Pierre. 

TIME: Sydney is on Atlantic Standard Time from the last Sunday in 
October to the first Sunday in April, and on Atlantic Daylight Time from 
the first Sunday in April to the last Sunday in October. GMT minus 
4 hours on Atlantic Standard Time and GMT minus 3 hours on Atlantic 
Daylight Time. 

HOLIDAYS: Christmas Day; New Year; Good Friday; Dominion Day; 
Thanksgiving Day; Labour Day. No work as a rule from 0800 to 0800 hrs. 
next day. 

POLICE/AMBULANCE/FIRE: Police 564-4415; Ambulance 564-5507; 
Fire 539-3552. 

EMERGENCY CO-ORDINATION CENTRE: Canadian Coast Guard: Oil 
spills and other emergencies from Sydney Harbour Area (no charge) 
ask operator for Zenith 49000. 

SERVICES: Compass adjusting, tank cleaning. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seaman's identity cards. 

GENERAL: Loading Devco Coal: The Canadian Coast Guard has 
issued instruction for Masters loading Devco coal at Sydney. 

All Masters will receive the instructions before loading commences 
and Coast Guard surveyors will be in attendance prior to and during 
loading. 

One of the important instructions is that the vessel must be equipped 

with a suitable surface ventilation system. 
DEVELOPMENTS: A feasibility study is to be carried out at Sydney to 
assess the viability of a floating grain transfer terminal, linked by 
causeway to the shore. A vessel of 250,000 d.w.t. would be equipped 
with modern weighing and handling facilities and remain fixed to the 
harbour bottom. 

The channel may be dredged to 14.0 m. in 1990. 


SHIPMASTER’S REPORT: February 1988. 

Cape Breton’s International Coal Pier has only one fixed pipe and is 
very unsuitable and unsafe for larger vessels, especially during Westerly 
winds, so it is suggested that Masters give a Letter of Protest to whom 
it may concern immediately after berthing. It is also suggested that the 
Chief Officer checks the density and reduces it for water temperature 
as the water is brackish, otherwise they can have significant 
discrepancies in quantity of cargo to be loaded. 

Max. air draft permitted at pier is 30 ft. 


AUTHORITY: Sydney Harbour Ports, P.O. Box 248, North Sydney, 
Nova Scotia B2A 3M3. Tel: (902) 794-3073/4631. Contact: J. Shaw, 
Executive Director. 


TADOUSSAC, Quebec: 48.08 N. 69.43 W. 
PORT CLOSED TO SHIPPING. 


LOCATION: Situated on North shore of Saguenay River, about 5 miles 
North of junction with St. Lawrence River. 

ANCHORAGES: Available in Tadoussac Bay with depths from 7 — 18 
fathoms. 

RESTRICTIONS: Navigation season, April 1st to November 30th. 
MAX. SIZE: Max. draft alongside 20 ft. 

RADIO: Mont-Joli (VCF). 

TUGS: Available, not normally required. 

BERTHING: Transport Canada Wharf, length 235 ft., depth alongside 
28 ft. LW., situated in Tadoussac Bay 

FRESH WATER: Available. 

AUTHORITY: Transport Canada, Region des Laurentides, 104 
Dalhousie, Quebec. P.O.Box 2055, Quebec Terminus, Quebec G1K 
7M9. Tel: 694-3680 Telex: 051-3051. Contact: Denis Pelletier, 
Operations and Properties Manager. Pierre Tremblay, Harbour Master, 
Tadoussac. Te/: 235-4209. 
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THOROLD, Ontario: 43.05 N. 79.10 W. 


LOCATION: Town on Welland Canal, about 8 km. South of Port Weller 
and 32 km. North of Port Colborne, both ports being the entrances of 
the Canal linking Lake Ontario with Lake Erie. 

RESTRICTIONS: Channel! depth: Maximum permissible draft in the 
Welland Canal and approaches is 7.92 m. (26 ft.). Navigation season: 
April 1st to December 30th on the average. 

HEALTH: Incoming vessels obtain clearance at Quebec City when 
coming from a foreign port. 

RADIO: Ship-to-shore communications: Through Toronto Coast Guard 
(VBG) or Buffalo (WBL). 


BERTHING: 
Industrial Dock, Wharf No. 5: 
Type: Coal. 
Equipment: _Self-unloaders. 
Length: 152.4 m. (500 ft.) 
Depth: 5.50 m. (18 ft.) 
Operator: Industrial Docks & Supplies Ltd. 


Industrial Dock, Wharf No. 6: 


Type: Various Bulk and General Cargo Commodities. 
Equipment: 1—2.7 ton Crawler Crane, 1—3.2 ton Crawler Crane. 
Length: Dock Wall 121.9 m. (400 ft.), 

Berth 342.9 m. (1,125 ft.) 
Depth: 8.23 m. (27 ft.) 
Capacity: 90,000 tonnes. 
Operator: Industrial Docks & Supplies Ltd. 


Ontario Paper Pulpwood Dock, Wharf No. 7: 


Type: Unloads Pulp and Chemicals. 

Equipment: Ship's Gear 

Length: 186 m. (610 ft.) plus 210 m. (690 ft.) between dolphins 
at East end. 

Depth: 8.23 m. (27 ft.) 

Capacity: 90,000 Cords Pulpwood. 

Operator: The Ontario Paper Company Ltd. 


Ontario Paper Dock, Wharf No. 8: 

No longer in commercial use. 

Length: 132.3 m. (434 ft.) 
Depth: 7.3m. (24 ft.) 


Beaverboard Dock, Wharf No. 9: 
No longer in commercial use. 
Length: 306.3 m. (1,005 ft.) 
Depth: 8.23 m. (27 ft.) 


MEDICAL: Maplehurst Hospital, Thorold; St. Catharines General 
Hospital, and Hotel-Dieu Hospital, both in St. Catharines. 

REPAIRS: Minor repairs possible. 

DRY DOCKS: None. 

SERVICES: Supplies available. 

HOLIDAYS: Customs and Canal Officials always available during the 
season. 

AUTHORITY: St. Lawrence Seaway Authority, Western Region, 
P.O.Box 370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8. 
Tel: (416) 641-1932. Contact: J. B. McLeod, Regional Vice-President. 


THUNDER BAY:48.25 N. 89.13 W. (See Plan) 


For important General Information refer to “St. Lawrence Seaway”. 
DOCUMENTS: As inland Port all documentation carried out by 
Authorities in Montreal, prior arriving. Only when vessels have called at 
United States Port after departing Montreal, and prior arriving at Thunder 
Bay, will any changes in documentation be necessary; which will consist 
ofa Aaa States Customs Clearance. Certificates to be available on 
board: 
Immigration papers. 
1 copy QS 2 (Health Certificate). 
3 copies of Ships’ Stores. 
Crew Declaration. 
Customs Clearance. 
All of the above will have been stamped in Montreal. 
PILOTAGE: Pilots are obtained by Agent at Master's request, at which 
time the location of boarding the ship will be stipulated. Ship's Masters 
are able to contact Agent by ship-shore duplex through VBA Marine 
Radio, Thunder Bay. 
ANCHORAGE: Anchorage areas defined by Thunder Bay Harbour 
Commission but due to large area and number of entrances to Harbour, 
Masters are permitted considerable latitude in making own decisions. 
Usual areas are approximately 1 mile outside of Harbour breakwall, free 
of shipping lanes. However, Masters should be guided by the advice of 
Thunder Bay Harbour Commission Radio, VDX 30. 
HEALTH: Pratique granted at Montreal. 
RADIO: Two radio stations; VBA Thunder Bay, is Transport Canada 
station offering duplex services; VDX 30, Thunder Bay Harbour 
Commission is operated for the sole purpose of monitoring vessel 
arrivals and departures and as a safety advisor. 
VBA and VDX 30 both operate 24 hours per day during shipping 
season on following frequencies: 
VBA Canadian Coast Guard Radio Station, Federal Post Office 
Building, 244-33 South Court Street, Thunder Bay, Ontario P7B 
5L2. Temp. Tel. (807) 345-8084. 
(FM) Channels 16, 26, and 28 
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VDX 30 
(FM) Channels 12 and 18 
VBA: Thunder Bay Coast Guard Radio 
Telecommunications Operations Manager 
Canadian Coast Guard. 
244 Lincoln St., Room M 11. 
(807) 345-4918 
VDX 30: 
Thunder Bay Harbour Commission 
P.O.Box 2266 
Thunder Bay, Ontario 
(807) 345-6400 
TUGS: Arranged mutually by Shipmaster's and Agents on arrival in port. 
Ship lines used. Four tugs available. 
Tug Service: Gravel & Lake Services 
P.O.Box 2180 
Thunder Bay, Ontario 
(807) 345-7305 
Thunder Bay Marine Services, 
P.O.Box 2565, 
Thunder Bay, Ontario 
(807) 344-9221 
BERTHING: Navigational Channels for approaching or leaving the Pon 
of Thunder Bay are identified on Canadian Hydrographic Chart 2301 
Chart 2314 is the official chart for navigation within the Port. All vessels 
within the harbour limits are subject to Thunder Bay Harbour 
Commission By-Laws. 

The Port is divided into four sections: Main Harbour North, Main 
Harbour Centre, Main Harbour South and Delta Harbour. There are three 
entrances into Main Harbour and two entrances into Delta Harbour. The 
Port is accessible on a 24 hour basis. 

Berthing Facilities: 
Main Harbour North: 
Abitibi-Price — Thunder Bay Mill 


Berthing length 160 m. Forest Products 


Berthing length 22 m. Coal Wharf 
Port Arthur Shipbuilding Co. (PASCOL) 

Dry dock 228 m. Shipbuilding 

Marginal dock 427 m. and Repairs 
United Grain Growers “A” 

Berthing length 320 m. Grain 
Saskatchewan Wheat Pool 4A and 4B 

Berthing length 320 m. Grain 
Richardson Terminals Ltd. 

Berthing length 396 m. Grain 


Great West Timber 
Berthing length 250 m. 


Main Harbour Centre: 
Saskatchewan Wheat Pool 6 


Forest Products. 


Berthing length 292 m. Grain 
CNR High Dock 
North side berthing length 463 m. Dock only 


South side berthing length 463 m. 


Northern Wood Preservers 
Berthing length 189 m. 


Manitoba Pool Elevator 3 


Forest Products 


Berthing length 346 m. Grain 
Canada Malting Co. Ltd. 

Berthing length 305 m. Grain 
Saskatchewan Wheat Pool 7A 

Berthing length 500 m. Grain 
Saskatchewan Wheat Poo! 7B 

Berthing length 510 m. Grain 
United Grain Growers “M" 

Berthing length 378 m. Grain 
Manitoba Wheat Pool 

Berthing length 436 m. Grain 
Parrish & Heimbecker 

Berthing length 350 m. Grain 


Main Harbour South: 
Transport Canada — Coast Guard 
Berthing Length 122 m. 


Keefer Terminal 
Berthing length 196 m. 
Berthing length 365 m. 


Government Dock 
Helicopter Landing Pat 


General Cargo Facility 
Ocean Freight 

Lake Freight 

Marginal Wharf, Mobile 
Cranes, Water, 
Telephone, & Hydro 
Storage 


Great Lakes genefé 
cargo service 


Berthing length 215 m. 


Woodland Marine 
(At Keefer Terminal) 


Delta Harbour: 
Imperial Oil Ltd. 
Berthing length 2 dolphins 


Berthing for own 
Tankers 
Fuelling Facilities 


Dry Bulk Transhipmer 
Facilities 


Thunder Bay Terminals Ltd. 
Berthing length 223 m. 


incan Superior Ltd Ro/Ro Service for Rail 


Berthing length 366 m Cars 

Husky Oil Ltd. Berthing for own 
Berthing length 22 m. Tankers 

Shell Canada Ltd. Berthing for own 
Berthing length 28 m. Tankers 

Texaco Canada Inc. Berthing for own 
Berthing length 23 m. and 2 dolphins Tankers 

CP Rail Wharf 
Berthing length 223 m. Open Dock 


St. Lawrence Cement Co. 
Berthing length 90 m. 


Saskatchewan Wheat Pool 8 
Berthing length 305 m. 


Bernier's Welding Ltd. 
Berthing length 283 m. 


General Chemical Ltd. 
Berthing length 174 m. 


Superior Grain By-Products 
Berthing length 198 m. 


Western Grain By-Products 
Berthing length 160 m. 


N.M. Paterson & Sons 
Berthing length 274 m. 


Dow Chemical Ltd. 
Berthing length 60 m. 


Canadian Forest Products Ltd. 
Berthing length 350 m. 


Gulf Canada Ltd. 


Non-operating 
Non-operating 

Open dock only 

2 Breasting Dolphins 
Closed. Dock only. 
Grain By-Products 
Repair Dock 
Marginal Dock 


Forest Products 
Berthing for own 


Berthing length 46 m. Tankers 

Valley Camp “A” Dry bulk transhipment 
Berthing length 223 m. facility 

Valley Camp “B"” Dry bulk transhipment 
Berthing length 389 m. facility 


Ontario Hydro Generating Station 
Berthing length 207 m. 


Saskatchewan Wheat Pool 15 


Marginal Dock 


Berthing length 411 m. Grain 
Cargill Grain Ltd. 
Berthing length 518 m. Grain 


Abitibi-Price (Mission Mill) 
Berthing length 646 m. 


CRANES: Crane and Equipment Rentals: Thunder Bay Harbour 
Improvements Ltd., P.O.Box 2119, Thunder Bay, Ontario. Tel: (807) 344- 
7294. 

BULK HANDLING FACILITIES: 

Grain Elevators: Cargill, Saskatchewan 15, Parrish & Heimbecker 
(Superior), Manitoba Pool 1, United Grain Growers “M’”, Saskatchewan 
Pool 7, Canada Malting, Manitoba Pool 3, Saskatchewan Pool 6, 
Richardson, Saskatchewan Pool 4A, Saskatchewan Pool 4B, United 
Grain Growers “A", Western Grain By-products. 

Capacity for over 85 million bushels. 

ORY BULK FACILITIES: 

Valley Camping: System No. 1 — Free Flowing Dry Bulk facility has all 
weather covered conveyors, dumper pit, quadrant-type shiploaders. 
Length of berth 201 m. 

System No. 2 — Free Flowing Dry Bulk Transfer facility has ship 
loaders, dumper pit, radial stacker, mobile bucket wheel claimers. 

System No. 3 — Bulk Commodity dock has two gantry bridge cranes 
of 20 tons and 12 tons capacity. 

Storage available. 

Thunder Bay Terminals Ltd: System No. 1 — Coal Handling System has 
‘otary dumper, thaw shed, radial traversing stacker, radial traversing 
bucket wheel reclaimer, bridge-type shiploader with 360° rotating spout. 

System No. 2 — Dry Bulk Handling System has shiploaders, 3-car 
enclosed dumper shed (bottom dumping), 84 in. wide variable speed 
conveyor belts. 

Storage available. 

GENERAL CARGO FACILITIES: The Keefer Terminal is the principal 
general cargo berth available at Thunder Bay. The ocean vessel shed 
S 121.9 m. long, has a dock 198.1 m. long with a maximum apron width 
of 19.8 m. All types of import and export general cargo can be handled 
at this Terminal. Rental mobile cranes are available. 

MEDICAL: All facilities available and may be arranged through Agent 
or by calling 623-7451. 

DENSITY: Fresh water port. No tide. 

FRESH WATER: Available. Contact: Keefer Terminal, P.O.Box 2266, 
Thunder Bay, Ontario. Tel: (807) 345-6400. 

FUEL: Light diesel available by tank truck. Bunker “C" only in 
emergencies. Contact: Imperial Oil Limited, 1020 Pacific Avenue, 
P.0.Box 632, Thunder Bay, Ontario. Tel: (807) 623-1551. 

REPAIRS: Full repairs available. Includes mobile equipment by both 
land and water conveyances. 

Ship Repair and Building: Portship, P.O.Box 2690, Thunder Bay, 
Ontario. Tel: (807) 683-6261. 

Fabmar Industrial & Marine Fabricators, 1019 Pacific Avenue, 
Thunder Bay, Ontario P7C 2S7. Tel: (807) 623-5212. 

Western Engineering Services Ltd., 247 Kingston Street, Thunder 
Bay, Ontario. Tel: (807) 577-8411. 


Marginal Dock 


CANADA 


CONSULS: Following countries are represented at Thunder Bay: 

Denmark, Finland, Greece, Italy, Netherlands and Norway. 

DRY DOCKS: One available, length 227.69 m. by 29.87 m. Full service 
machine and welding shops on site. Portship (807) 683-6261. 
SURVEYORS: Surveyors and Weighers (Consulting): SGS Supervision 
Services Inc., 203 Briar Bay, P.O.Box 1101, Thunder Bay, Ontario. Tel: 
(807) 577-5751. 

Thunderbell Marine Consultants, 202-244 Camelot Street, P.O.Box 
2116, Thunder Bay, Ontario. Tel: (807) 344-7442. 

Steamship Inspection: Transport Canada, 325-33 S. Court Street, 
Thunder Bay, Ontario. Tel: (807) 345-6953. 

GANGWAY/DECK WATCHMEN: May be arranged through Agent. 
OPENING/CLOSING HATCHES: Normally done by crew. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes or 50 cigars every 
7 days. Spirit/Wine: Officers: 1 bottle liquor each 7 days. Crew: Beer 
only, at Master's discretion. 

CARGO GEAR: Normal safety certificate only required. No special port 
regulations. 

AIRPORT: Served by regular airlines with connections to any 
destination. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
from first week-end in April to last week-end October, clocks advanced 
1 hour. 

HOLIDAYS: During shipping season from April to mid-December on 
which stevedores do not work: May 24th, July 1st, September 1st, and 
Thanksgiving Day (October). Work can be arranged at overtime rates. 
POLICE/AMBULANCE/FIRE: Thunder Bay City Police Tel: 623-6471 
and 911. Fire and Ambulance contacted most easily through “VBA” 
Thunder Bay or Tel: 623-5123 and 623-4542 respectively. 
TELEPHONES: Telephones at each terminal/facility. 
SERVICES: 

Compass Repairs: Sperry Marine Systems, Thunder 
Telecommunications, Thunder Bay, Ontario. Tel: (807) 623-1211. 

Mr. Ron Thomson (setting only), 36 McKibbon Street, Thunder Bay, 
Ontario. Tel: (807) 344-6481. 

Garbage Removal: Thunder Bay Marine Services Ltd., P.O.Box 2565, 
Thunder Bay, Ontario. Tel: (807) 344-9221. 
Radio Repairs: Thunder Bay Communications, 1135-A Russell Street, 
Thunder Bay, Ontario. Tel: (807) 623-1211. 

Miskelly's Electronics Limited, 60 Squire Street, Thunder Bay, Ontario. 
Tel: (807) 345-3641. 

Missions to Seamen: Missons to Seamen, Keefer Terminal, P.O.Box 
3192, Thunder Bay, Ontario. Tel: (807) 344-8241. 

Ship Chandler: Frank's Locker Service, 142 S. Hardisty Street, Thunder 
Bay, Ontario. Tel: (807) 623-4322. 

Bay Quality Meats, 282 Bay Street, Thunder Bay, Ontario P7B 1R8. 
Waste Removal: A-1 Sewage Services Ltd., R.R. No. 5, Highway 17, 
Thunder Bay, Ontario. Tel: (807) 939-2712. 

Potter Plumbing Services Ltd., R.R. No. 1-2400 Rosslyn Road, 
Thunder Bay, Ontario. Tel: (807) 577-5221. 

GENERAL: All vessels entering, moving in, or departing Port of Thunder 
Bay required to contact VDX 30 prior making such move. Initial contact 
must be made before entry from area designated as ‘“‘Welcome Islands” 
giving particulars of destination within Harbour and routes to be 
traversed. 

AUTHORITY: Port of Thunder Bay, Thunder Bay; Harbour Commission, 
P.O.Box 2266, Thunder Bay Ontario P7B 5E8. Tel: (807) 345-6400. Fax: 


Bay 


(807) 345-9058. Contact: C. A. Cook, Port Manager. 
Captain R. J. Legros, Harbour Master. 
TORONTO, Ontario: 43.40 N. 79.25 W. (See Plan) 


For important general information refer to “St. Lawrence Seaway”. 


DOCUMENTS: Master should prepare for boarding of Customs, 
Immigration Officers: 
Customs: Crew Declaration Lists (in triplicate) and Ship Store Lists 
(in triplicate). 
Immigration: Crew List and Passenger List (in duplicate). 
PILOTAGE: As required by Great Lakes Pilotage Authority. 
ANCHORAGES: Vessels anchor in Humber Bay or in Inner Harbour. 
Anchorages allotted by the Harbour Master. 
RESTRICTIONS: Vessels may enter port area at any time. 
MAX. SIZE: The port has facilities to accommodate any vessel which 
can navigate the St. Lawrence Seaway Locks. 
Max. size of vessels permitted to transit the Seaway: 
(a) Ships not exceeding 730 ft. overall and 75 ft. 6 in. extreme breadth 
may transit. 
(b) Masts must not exceed 117 ft. above the water level. 
(c) Max. draft 26 ft. 
HEALTH: See “Montreal”. 
RADIO: Controlling radio station in the Toronto area is VBG Toronto. A 
port communications centre is located in the Harbour Master's Office 
and operated for emergency, safety and operational requirements. Ships 
entering Toronto Harbour should contact the Toronto Harbour Master's 
Office for information by radio telephone. Call sign XJF on frequencies: 
156.8 MHz — Safety 
156.6 MHz — Working and Calling 
156.7 MHz — Alternate Working 
TUGS: Not normally required but available. Tugs use ship's lines. 
BERTHING: 20 berths available, 2 of which are Ro/Ro berths. 
BRIDGES: Two bridges — Ship Channel Bridge and Keating Channel 
Bridge. Both lift bridges, no height restriction. 
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SPECIALISED CARGO HANDLING FACILITIES: The following 
companies offer berthage and storage for the bulk commodities 
indicated: 

Liquid Chemicals: Allied Chemical Co., Domtar (no waterside storage 
tanks, trucked directly from vessel). Liquiterminals at Berth No. 425. 
Cement: Lake Ontario Cement, Canada Cement Lafarge. 

Molasses: Gooderham & Wortz. 

Oil: Texaco, Imperial Oil, Sun Oil, Canadian Fuel Marketers, BP, Gulf, 
Shell, Roy-L Canadian Fuel, Milnes Fuel Oil, Caloil. 

Salt: Canadian Salt Co., Sifto Salt, Iroquois Salt. 

Chemicals: Domtar. 

Sugar: Redpath Sugars Ltd. 

Vegetable Oils: Rothesay Concentrates Co. Ltd., Liquiterminals Ltd., 
Victory Soya Mills. 

Grain: Victory Soya Mills. 


CRANES: Stationary dockside crane, capacity 300 short tons at Marine 
Terminal 35, floating crane 50 ton capacity and mobile crane 40 ton 
capacity available. 
STEVEDORES: General rule is 24 hours notice. 
To work ship at 1300 hrs., order gangs by 1030 hrs. the same day. 
To work ship at 1800 hrs., order gangs by 1600 hrs. the same day. 
To work ship at 0800 hrs., order gangs by 1530 hrs. previous day. 
MEDICAL: Doctor and hospital facilities available. 
TANKERS: Diameter of load/discharge lines are the American Standard 
8 in. Max. draft at berths is 26 ft. 
DENSITY: Fresh water. 
FRESH WATER: Available at all berths. 


FUEL: In most cases, vessels bunker in Montreal. Fuel available at 
12 hours notice, either by road tanker or at oil berths. 

Shipmaster’s Report: Fuel and lub-oils only delivered by road tankers 
and vessels are not allowed to bunker while alongside Redpath Sugar 
Berth. Bunkers not available on Sundays and holidays due to 
Department of Transportation regulations ruling that no trucks are 
allowed on highways those days. 


CONSULS: 

Belgium Germany F.R. Norway 
Brazil Greece Peru 
Colombia Guatemala Portugal 
Costa Rica Israel Spain 
Cuba Italy Sweden 
Denmark Japan Switzerland 
Ecuador Lebanon Thailand 

EI Salvador Mexico Turkey 
Finland Netherlands United States 
France Nicaragua Yugoslavia 


REPAIRS: Most repairs not requiring dry dock can be carried out in 
Toronto. Nearest dry dock is located at Port Weller, 30 miles distant. 
GANGWAY/DECK WATCHMEN: Crew member or hired by Agent. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CERTIFICATES: 

Certificate of Registry. 

Articles of Agreement. 

Log Book. 

Safety of Life at Sea. 

Safety Equipment Certificate. 

Safety Construction Certificate issued by the Country to which the 
ship is registered. 
CUSTOMS ALLOWANCES: Tobacco, Crew entitlement on first arrival 
in Canada — 200 cigarettes, 50 cigars, 2 pounds of tobacco. Wine and/ 
or Spirit, Crew entitlement on first arrival in Canada — 40 oz. of spirits, 
liquors or wines. 
CARGO GEAR: Vessel requires a tackle equipment book and a 
certificate covering cargo equipment which must be kept up to date and 
notated every 12 months by a competent person. Port of Toronto has 
modern equipment including stationary Atlas crane, 300 ton capacity; 
mobile container crane designed for loading and unloading 20 ft. and 
40 ft. containers; 56 ton overhead lift truck equipped with a 40 ft. 
spreader frame; 12 mobile cranes with capacity 16 tonnes — 46 tonnes. 
Two additional container handlers and 50 ton floating crane. Private 
cranes, ranging in capacity from 20 tons to 150 tons are available by 
arrangement. 
REPATRIATION: All facilities. 
AIRPORT: (1) Toronto Island Airport located at Western end of harbour. 
General aviation only with regular airlines. 

(2) Toronto International Airport approximately 15 miles distant. Airport 
is served by nine regular airlines. 
TIME: GMT minus 5 hours. Two alterations made to clocks during year 
(1) First Sunday morning in April, Eastern Standard Time to Eastern 
Daylight Time 1 hour ahead. (2) Last Sunday morning in October, 
Daylight Time to Eastern Standard Time 1 hour back. 
HOLIDAYS: Work can be arranged on any holiday at double time rate 
with the exception of Labour Day which is the first Monday in September 
of each year. No work is done on this day. 
POLICE/AMBULANCE/FIRE: Emergency numbers as follows: Marine 
Unit 324-0500; Port Security 462-1244; Emergency No. 911. 
ano phere No arrangements available for placing telephones on 

ard. 
SHORE LEAVE: No restrictions. 
a CARDS: Visitor passes available from port police 
office. 
AUTHORITY: The Toronto Harbour Commissioners, 60 Harbour Street, 
Toronto, Ontario, Canada M5J 1B7. Tel: (416) 862-2000. Telex: 06- 
219666. FAX: (416) 863-4830. Cab/es: Torport or Worldtrade Toronto. 
Contact: John Jursa, Director — Public Affairs. lan Brown, General 
Manager. Captain J.W. Brewster, Harbour Master and Director of 
Terminal Operations. 
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TROIS RIVIERES, Quebec: 46.22 N. 72.34 W. 
(See Plan) 


DOCUMENTS: 

1 set Crew List. 

1 set Passenger List. 

1 copy Health Document. 

3 sets Cargo Manifest or Bill of Lading. 

1 set Ship’s Stores List. 

1 set Crew Effects Declaration. 

1 copy Last Port Clearance. 

1 copy Ship’s Papers. 
PILOTAGE: Pilots take charge of vessel at Quebec for Trois Rivieres 
destination. See “Quebec” for further information. 
ANCHORAGES: No vessel shall, except in an emergency, anchor within 
the harbour without prior permission from the Port Manager and then 
only at such place as is assigned. The anchorage area used for Trois- 
Rivieres is located approximately 2 miles up river. 
RESTRICTIONS: Port open to navigation 12 months of the year. From 
January — March inclusive, vessels should be reinforced for ice. 
MAX. SIZE: Max. draft 10.6 m. (no tide). 
HEALTH: Trois-Rivieres is a Port of Entry. Port doctor at the service o 
vessels. Also see “Montreal”. 
RADIO: St. Lawrence River Marine Traffic Control call system letters 
VBK Trois-Rivieres. 
TUGS: Not usually considered necessary for berthing ships. However 
tugs can be made available upon advance notice. 
BERTHING: 20 berths are available, including 16 open and 4 shedded 
Total berthing length: 3,189 m., including 2 private berths. 
Ports Canada Facilities: 


Wharf Depth at 
Berth Length LW Remarks 
No. (m.) (m.) 
1 152.4 9.1 Shed 
2 121.9 9.1 
3 217.9 9.1 
4 117.3 6.4 
§ 91.4 6.4 
7 91.4 6.4 
9 99.0 6.4 
10 251.0 10.6 2 Sheds 
11 229.0 10.6 Shed/Ro-Ro ramp 
13 182.9 9.1 Shed 
14 152.4 10.6 Shed 
15 121.9 10.6 
16 175.3 10.6 
17 221 9.1 
19 221 9.1 
20 221 10.6 
Cap-de-la-Madeleine 122.5 9.1 
Ste Angele 197.8 4.8 
Private Facilities: 
Depth 
Aine Length LW Remarks 
(m.) (m.) 
Canadian Pacific Receiving pipe-line 
Products Wharf 226.8 9.1. for bunker oil. 
4x2.5 ton 
cranes for pulpwood 
Stone Consolidated Inc. 
(Wayagamack Division) 
Wharf 103.6 8.5 Receiving pipe-line 


for Bunker oil 


SS 


Grain Facilities: 


Loading 
Loading capacity 
Capacity galleries tonnes 


Elevators intonnes_ at berth per hour Remarks 

No. 1 ) 2 Marine legs at Berth 17 
No. 2 163,000 16 2,100 Unloading capacity 1,960 
No. 3 j tonnes per hour 


CRANES: Mobile cranes (private) up to capacity 200 tons available. 
STEVEDORES: Stevedores available through local stevedoring firms 
MEDICAL: If medical service is required upon arrival, call through No. 
(St. Lawrence River Marine Traffic Control System). Hospital facilitié 
available. 

TANKERS: Diameter of oil lines 8 in. and 12in. No slop discharg 
facilities. 4 tanker berths — 2 for 30 ft. draft and 2 for 35 ft. draft. 
FRESH WATER: Hoses connected to harbour hydrants at 14 berths 
rate 15 tonnes per hour. 

FUEL: Certain types of fuel oil, in quantity, supplied to ships by true 
Diesel oil is also available. 

CONSULS: At Montreal. 

DRY DOCKS: None. 

REPAIRS: Minor repairs done by local machine shops. 
GANGWAY/DECK WATCHMEN: Not necessary except if dangerov 
cargo on board. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes each and/or 2 Ib. tobacc 
Wine and/or Spirits: One bottle each. 

REPATRIATION: Can be arranged. 


hod 


TIME: EDST from first Sunday of April to last Sunday of October, then 
normal EST. 

AIRPORT: 5 miles distant. No scheduled flights. 

HOLIDAYS: New Year's Day (Jan. 1st and Jan. 2nd); Good Friday; 
Easter Monday; Victoria Day; St. Jean Baptiste Day; Canada Day; 
Labour Day; Thanksgiving Day; Remembrance Day; Christmas Day, 
Boxing Day (Dec. 25th and Dec. 26th). 

POLICE/AMBULANCE/FIRE: Police and Fire 374-3535; Ambulance 
373-0505, 376-1212, 376-1286; Poison Treatment 374-6211. 
SERVICES: Compass adjusting only. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Seamen's card and/or passport. 
AUTHORITY: Ports Canada, Port of Trois-Rivieres, 1545 du Fleuve, 
P.O.Box 999, Trois-Rivieres, Quebec G9A 5K2. Tel: (819) 378-3939. 
Telex: 05-837226. Fax: (819)378-2487. Contact: Paul Alain, Eng., 
Port Manager. 


TWILLINGATE, Newfoundland: 49.40 N. 54.45 W. 
(See Plan) 


PILOTAGE: Pilotage is not compulsory, however, a licensed Pilot is 
available if desired. A Pilot can be arranged by giving 24 hours notice 
of requirement to “Pilots, St. John’s”. 

The Pilot will board off St. John's in position Lat. 47° 33’ 42” N., Long. 
52° 37’ 54” W. or off Twillingate Harbour provided the vessel's Local 
Agent arranges for a boat to embark the Pilot. The Atlantic Pilotage 
Authority pilot boat No. 2 is used at St. John’s; this boat guards VHF 
Channels 16 and 11 (156.8 and 156.55 MHz). Alternatively, Shipmasters 
may arrange to use local persons in the community for pilotage 
purposes. 

ANCHORAGES: The anchorage in Twillingate Harbour is not good as 
itis open to N.E. winds that send in a heavy sea, and the holding ground 
is indifferent. The best anchorage is off the West shore N.E. of 
Twillingate Wharf Light in depths of 6 fathoms (11 m.). 
RESTRICTIONS: Navigable from April to February. 

BERTHING: The Government Wharf, on the West side of the harbour 
about 1.4 miles South of Cuckold Point, is 300 ft. (91 m.) long and 35 ft. 
(11.m.) wide. On the North side of the wharf, the outer 90 ft. (27 m.) 
decreases gradually from a depth of 34 ft. (10.4 m.) at the head to 21 ft. 
(6.4 m.), and the next 70 ft. (21 m.) gradually decreases to 13 ft. (4 m.). 
On the South side, the outer 90 ft. (27 m.) decreases from a depth of 
33 ft. (10.1 m.) at the head to 15 ft. (4.6 m.), and the next 90 ft. (27 m.) 
decreases to a depth of 5 ft. (1.5 m.). 

At the boat landing, at the root of the South side of the pier, there is 
a depth of 2 ft. (0.6 m.). The deck of wharf has an elevation of 10 ft. 
(3 m.). 

A shed 90 ft. (27 m.) long and 41 ft. (12m.) wide stands on the 
Government Wharf and is the base for the Canadian Coast Guard 
Search and Rescue Station. A bait depot is located adjacent to the 
Government Wharf. 

A rubble mound breakwater 560 ft. (171 m.) long extends West from 
the North end of Fishery Products Wharf, situated on the East shore 
near the head of the harbour, Three finger piers, with depths of 5 ft. to 
8 ft. (1.5 m. to 2.4 m.) alongside, extend 240 ft. (73 m.) South from this 
breakwater. 

At Jenkins Cove, on the N.E. side of the harbour, there is a Community 
Wharf 163 ft. (50 m.) long and 21 ft. (6 m.) wide with a least depth of 
11 ft. (3.4 m.) at the face. A wharf and fish storage shed extend at a 
right angle from the Community Wharf; this wharf is 175 ft. (53 m.) long 
with a depth of 3 ft. (0.9 m.) alongside the face. 

Another wharf, at Jenkins Cove, is 200 ft. (61 m.) long and 20 ft. 


(6.0 m.) wide with a reported depth of 15 ft. (4.6 m.) at HW at outer end. 


MEDICAL: Full hospital facilities available. Tel: (709) 884-2131. 
SURVEYORS: Not available locally. Lloyd’s Register, P.O.Box 5054, 
St. John’s, Newfoundland, A1C 5V3. Tel: (709) 726-0543, (709) 368- 
2538 (Residence). 
GANGWAY/DECK WATCHMEN: Usually crew. 
CARGO GEAR: Mobile crane can be arranged through Agent. 
AIRPORT: 100 km. by paved road to International Airport (Gander). 
POLICE/AMBULANCE/FIRE: 

Police: R.C.M.P. local detachment (709) 884-2811. 

Ambulance: Available locally (709) 884-2131. 

Fire: (709) 884-2224. 
EMERGENCY CO-ORDINATION CENTRE: Coast Guard, St. John’s. 
Tel: (709) 772-5151 or ask operator for Zenith 07021. 
BANKS: Scotia Bank (709) 884-2121. 
SHORE LEAVE: No restrictions. 
GENERAL: Chart No. 4548 covers the port. 
AUTHORITY: Transport Canada, P.O. Box 1300, St. John’s, 
Newfoundland, A1C 5HB8. Tel: 772-5154. Telex: 061-3369. FAX: 2193. 
Contact: D. A. Lester, Regional Manager. 


VANCOUVER, B.C.: 49.17 N. 123.07 W. (See Plan) 


The port is located in an excellent sheltered natural harbour, open to 

Navigation all year round with a minimum depth of 15 m. in the approach 
channel and at many berths. 
PORT LIMITS: The seaward boundary of the inner port within which a 
vessel is considered to be an “arrived vessel” is a line drawn between 
Port Atkinson and Port Grey at the entrance to English Bay. The seaward 
boundary of the outer port is running North-South between the North 
Arm of the Fraser River and the International Boundary and being 
5 miles offshore in the Straits of Georgia. 


CANADA 


DOCUMENTS: The following documents are required to be prepared 
prior to arrival: 

3 copies Canadian Customs Form E1-List of ship's stores. 

3 copies Canadian Customs Form Y14-List of crew's 

possessions. 

3 copies List of ship's slop chest stores for sale. 

3 copies Canadian Immigration Form 200-Crew List. 

1 copy Canadian Quarantine Form CS$1. 

Manifests and other documents are prepared by the Agent. 
PILOTAGE: Pilotage is compulsory. Pilots board at the Fairway Buoy 
off Victoria, Vancouver Island. ETA to be sent to “Pilots Victoria” at least 
12 hours before arrival and confirmed 4 hours before arrival. Distance 
to Vancouver — 135 km. 

Victoria Traffic Separation: Vessel Traffic Separations schemes are in 
effect — Straits of Juan de Fuca and Georgia Strait. Vessel Traffic System 
— VTS are under the control of the US Coast Guard (Seattle Traffic) and 
the Canadian Coast Guard (Vancouver Traffic) within the respective 
territorial limits. 

SECOND NARROWS TRAFFIC CONTROL: The following procedures 
are mandatory and apply to vessels intending to enter or move within 
the area defined in “Area” below. 

In addition, East of the line joining Point Grey (Lat. 49° 15' 54” N., 
Long. 123° 15' 44” W.) and Point Atkinson (Lat. 49° 19’ 50” N., Long. 
123° 15' 48" W.), the clearance and reporting procedures detailed in 
Vancouver Traffic Zone (G1130) are mandatory for the vessels specified 
in G1130. 

Call: CJU52. 

Location: CN Railway Bridge, Second Narrows. 

Frequency: Channel 12. 

Area: Second Narrows Movement Restriction Area (MRA) lies between 
the following limits: 

(a) West limit: Line due North from the light at the N.E. end of Terminal 
Dock to Neptune Terminals. 

(b) East limit: Line due North from Berry Point Light to the North shore. 
Procedure: (1) At least 12 hours before entering the MRA, the following 
vessels should advise Vancouver Harbour Master of their proposed 
transit time: 

(a) Vessels of 20 m. and over in length. 

(b) Towing vessels of 8 m. and over in length. 

(c) Towing vessels where breadth of tow is 20 m. and over, or length 
of tow is 30 m. and over. 

Any subsequent amendments should be notified. 

(2) All deep sea vessels (i.e. vessels requiring a Pilot) intending to 
pass through the Second Narrows bridges should report their intentions 
and ETA at CN Railway Bridge to the bridge operator on Channel 12 
when entering the harbour limits and before leaving a berth or anchorage 
in the harbour. ETA should be confirmed on arrival at the limit of the 
MRA. 

(3) Vessels requiring the lift span of the railway bridge raised should 
contact the bridge operator on Channel 12 — (1) prior to departing berth 
or anchorage. (2) upon entering port limits if direct from sea. This signal 
will be acknowledged by the bridge operator on Channel 12. 
ANCHORAGE: There are 28 designated anchorages in the port which 
are available during periods of congestion. 19 in English Bay, 5 in main 
harbour and 4 above Second Narrows. Main Harbour anchorages 
reserved mainly for vessels clearing for grain, bunkering or awaiting 
berths or tides, assignment is limited to a maximum period of 48 hours. 
Those outside mainly reserved for vessels expecting long waits. Main 
Harbour anchorages range from 9 to 21 fathoms and English Bay 
anchorage from 8 to 16 fathoms. Largest vessels using and expected 
to use Vancouver Harbour can be accommodated at designated 
anchorages. Holding ground is good and anchorages are protected. 
Requests for permission to anchor must be made to the Harbour Master. 
RESTRICTIONS: Min. depth at LW is 15.00 m. at the First Narrows. 
Min. clearance at HW is 60.36 m. under First Narrows Bridge (Lions 
Gate); Min. depth at LW is 13.3m. at the Second Narrows. 
Min. clearance at HW is 44.00m. under Second Narrows Bridge. 
Vessels are allowed to transit the Second Narrows Movement 
Restriction Area (MRA) under conditions contained in the Second 
Narrows MRA Standing Orders (during periods either side of slack water 
and stemming the tidal current). (All Oil Terminals and Pacific Coast 
Bulk Terminal lie above the Second Narrows.) 

Vessels carrying dangerous goods, tankers, combined carriers, must 
obtain special clearance from the Harbour Master prior to entry and/or 
departure. 

Canadian Coast Guard maintain and operate the Vessel Traffic 
System. 

All International and National pollution controls are strictly enforced. 
MAX. SIZE: Berthing for vessels up to 250,000 d.w.t. and draft up to 
75 ft. at Roberts Bank. 

HEALTH: Quarantine Regulations: Vessels need only apply by radio 
(Station VAK), where a condition of health irregularity is suspect, or the 
vessel has called at a country listed under the World Health Organisation 
as being infected with plague, or has an expired Derat Certificate. 
RADIO: VAI/Vancouver Coast Guard Radio. 

VHF: VAS/Vancouver Traffic located just North of the First Narrows 
Bridge. Manned 24 hours per day. Pilots on radio/telephone contact with 
Vancouver Traffic at all times. Vessels normally communicate on 
Channel 12 from lona Jetty/Cape Roger Curtis inwards. Other 
frequencies available for communication are 16, 6, 14 and 11. 
RADAR: Vancouver Traffic continuous radar surveillance from Point 
Grey/Point Atkinson inward Second Narrows. Anchorage assistance 
available. 

TUGS: Meet vessels East of First Narrows and off berth. Ship’s lines 
are used. Pilots communicate with tugs by VHF Channel 17. 

Attendant tugs are required to escort Deep Sea Vessels through the 
Second Narrows MRA in the vicinity of the Second Narrows Bridges in 
accordance with the Vancouver Port Corporation (Port of Vancouver) 
Second Narrows MRA standing orders. 
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BERTHING: Five vessel Inner Harbour anchorages, 3 anchorages at 
mouth of Indian Arm and one anchorage in position 49° 17’ 39.5" N., 
122° 58’ W. (all East of Second Narrows Bridge) for vessels awaiting 
Grain Inspection/Clearance etc., for a maximum period of 48 hours and 
19 large vessel anchorages in English Bay for vessels awaiting to berth 


are available. 


Terminal 


Canada Place 
Cruise Ship 
Facility 


Ballantyne 


Centennial 
Terminal 


Vanterm 


Lynnterm 


Fibreco 


Seaboard 
International 
Terminal 

Cassiar 
Terminal 


Neptune 
Terminal 


United Grain 
Growers 
Elevators 


Pacific 
Elevators 
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No. of 


Total 
Berths Length Depth 
(m.) (m.) 
5 746 9.0 
a 725 10.0 
v 1,304 9.0— 
18.0 
7 1,064 15.5 
4 838 15.0 
1 137m. 13.1 
(265 m. 
with 
dolphins) 
3 600. 12.0 
1 182 9.0 
3 717 
15.23 
2 427 
11.6 
3 560 


Remarks 


Cruise ship terminal 
326 m. (West Side) 

110 m. (North Side) 
310 m. (East side) 

General cargo. Cruise ships. 
Cargo sheds. 

Berth 
No. 1 (183 m.x10.7 m.); 
No. 2 (183 m.x 12.2 m.); 
No. 3 (179 m.x12.2 m.); 
No. 4 (183 m.x12.2 m.); 
No. 5 (Container Berth 
—195 m.x12.2 m.); 

No. 6 (195 m.x 12.2 m.); 
No. 7 (185 m.x 12.2 m.). 
3x40 tonne gantry cranes 
and 145 tonne mobile 
crane. Forklifts to 38 tonne 
capacity. Cargoes handled: 
lumber, pulp, general, 
containers. 

2 berths for container vessels 
(2x 281 m.) and 3 berths 
for conventional vessels 
(1228 m., 1x91 m. and 
1x 183 m.) 

3 berths equipped for tallow 
loading. 240 reefer plugs 
3x40 tonne gantry cranes. 
1250 tonne mobile crane. 

Storage and Shipping - 
Forest Products, Steel, 
General cargo, heavy lifts. 
Forklifts up to 41 tonnes. 

Bulk loading woodchips 
(1,200 t.p.h.) - up to 42,000 
d.w.t. and 11.5 m. draft. 


Forest products. Forklifts up 
to 40 tons. 


Asbestos/general 

Barge ramp (capacity 55 
tonnes). Shed storage for 
17,500 tonnes. 


12.19— No. 1 - Depth 15.23 m. Max. 


LOA 277 m. (152,000. 
d.w.t.) draft 13.7 m. No. 2 — 
Depth 13.1 rm. can load 
Panamax. No. 3 — Depth 
12.19 m. Max. size 50,000 
d.w.t. Cargo handled: Coal, 
potash, feed pellets, 
chemical fertilisers, 
phosphate rock and rape 
seed oil. Equipment: No. 1 — 
1 stacker/reclaimer 

4,000 t.p.h. and 1 reclaimer 
1,000 t.p.h. 2 shiploaders of 
3,000 t.p.h. No. 2 — 3 car 
dumper, 2 shiploaders of 
2,000 t.p.h. each 

(3,500 t.p.h. combined). No. 
3 — 2 bridges of 1,000 t.p.h. 
each. Hopper capacity 50 
tonnes each. 

There is tank storage for 
19,000 tonnes of canola oil 
which can be loaded at 
Berths No. 1 and 2. 


7.3- Depth: 7.3 m. (East Side), 


11.6 m. (West Side). 

2 belts x 500 t.p.h. each. 
Storage capacity: 102,000 
tonnes. Products handled: 
Grain and by-products. 


7.66 Berth No. 1 — Length 134 m. 


plus overhang.Depth 
10.6 m. Loading rate 
4x 16,000 bu./hr. 

Berth No. 2 — Length 182 m. 
plus overhang. Depth 
13.72 m. Loading rate 
4x 16,000 bu./hr. 

Berth No. 4 — Length 244 m. 
Depth 9.75 m. Loading rate 
2x 16,000 bu./hr. 

Cargo handled: Wheat, barley 
and rye. Storage capacity: 
199,150 tonnes. 


Terminal 


No. of 


Total 


Berths Length Depth 


(m.) 


(m.) 


Remarks 


Vancouver 
Wharves 


Pacific Coast 
Terminals 


Westshore Terminals 
2 


Alberta 
Wheat Pool 

Pioneer Grain 
Terminal 


Saskatchewan 
Wheat Pool 


B.C. Sugar 
Terminal 
Goodwin 
Johnson 
Canadian 
Occidental 
Petroleum C 
Imperial Oil 
Ltd. 
Shell Canada 
Petrocanada 
Inc. 
Chevron 
Canada Ltd. 
Transmountain 
Oil Pipeline 
Ltd. 


Canadian 
Occidental 


Dow 

Chemicals 
(Lynnterm 
No. 4) 


5 


2 


10.7— Berth No. 1, 2 & 3 — Length 


1,042 
12.8 
386 §=613.7 
493 10.05- 
15.24 
180 14.30 
460  =12.2- 
15.3 
130 9.1 
200 13.0 
150 
153 6.7 
165 10.1 
122 8.9 
58 10.2 
40 46 
200 9.1 
(Max.LOA) 
91.4 11.0 
(305 m. between 
dolphins) 
152 10.66 
200 11.7 


540 m. 

No. 4 & 5 — Length 502 m. 
Depths: No. 1 — 10.7 m. 
No. 2 &3— 11.3 m. No. 4 
&5-—12.8m. 

Facilities: No. 1: Car 
unloader, storage sheds, 
travelling shiploader. 
Extension with gantry 
unloader, completion late 
1990. Methanol receiving/ 
shipping systems, storage 
tanks. 

No. 2: Pulp and paper mobile 
equipment, storage sheds. 
Methanol shipping system. 

No. 3: Pulp and paper 
mobile equipment, storage 
sheds. 

No. 4 & 5: Railcar dumper; 
bottom-door railcar dumper, 
sulphur, potash, phosrock, 
fertiliser shipping/receiving 
systems. Storage silo, 
sheds, pads No. 4 berth 
has twin quadrant 
retractable shiploaders, anc 
the phosrock receiving 
system. No. 5 berth has a 
travelling shiploader 
trimmer. Storage capacity 
approximately 800,000 
tonnes. 

2 shiploaders: 1 2,500 t.p.h. 
and 11,800 t.p.h. Bulk 
liquids — 600 t.p.h. 

Storage capacity: Sulphur 
(200,000 tonnes), Ethylene 
Glycol (13,500 tonnes, 
Styrene Monomer (13,500 
tonnes). 

See “Roberts Bank” 

4x 380 t.p.h. spouts. 282,800 
tonnes storage for grain. 

2 loaders of 1,000 tonnes/hr. 
each. Storage capacity 
108,000 tonnes. Cargo 
handled: Grain, grain by- 
products, flax. 

Depths: 12.2 m. (inshore), 
15.3 m. (outshore). 5 
spouts at each berth. 
Loading rate up to 2,000 
tonnes/hr. 

(2 commodities maximum). 
Storage capacity 240,000 
tonnes of grain. Products 
handled: Wheat, canola, 
barley, grain by-products 
and durum. 

Sugar Gantry Cranes 


Log loading (500 cu.m./gang 
shift) 


Petroleum Products 


Petroleum Products 
Petroleum Products 


Petroleum Products 


Crude oil: 12 in. and 
24 in. lines 2 X 10 in. 
hoses for crude. Crude 
20,000-25,000 bbis./hr. 

Salt and Chemicals 
3x 11,000 tonne tanks an¢ 
27,000 tonnes ground 
storage. 

Caustic Soda (1,200 t.p.h.), 
Ethylene Dichloride 
(1,000 t.p.h.), Ethylene 
Glycol (800 t.p.h.) 

Storage: Caustic soda 
(40,000 tonnes). 

Ethylene Dichloride (30,000 
tonnes). 

Ethylene Glycol (17,000 
tonnes). 


There are a number of smaller terminals used principally by the coast 
ferry and towing services. 


Roberts Bank: 
Owners: British Columbia Investment Resources. 
Operator: Westshore Terminals Ltd: Roberts Bank, Delta, BC, V4K 3N2. 
Tel: 946-4491. Telex: 04-355799. 
Specialist handling: Coal and coke. 
Berth 1: Equipped with a single travelling shiploader. Berthing velocity: 
Maximum 12 cm./second for a 250,000 d.w.t. vessel fully loaded, 
approaching 90° to the berth face. Horizontal shuttle range of discharge 
route: 28.7 m. Maximum chute reach from berth face: With boom 
elevated 15° — 39.5 m.; with boom horizontal — 41.6 m.; with boom down 
- 10°— 40.9 m. Operational longitudinal travel along wharf: 243.8 m. 
Operating luffing range of shiploader boom: 15° above horizontal to 
10° below horizontal. Vertical telescopic range of discharge chute: 7.6 m. 
Vertical clearance under boom above HHWL at berth face: with boom 
elevated 15° — 19.6 m.; with boom horizontal — 14.8 m.; with boom down 
10°— 10.3 m. Water depth: 22.9 m. 
Berth 2: Equipped with 2 quadrant shiploaders. Berthing velocity: 
Maximum 12 cm./second for a 100,000 d.w.t. vessel fully loaded, 
approaching at 90° to berth face. Horizontal shuttle range of boom: 
22.86 m. Operating slewing arc of boom: 71°. Operating luffing range of 
shiploader boom: 18° above and below horizontal. Vertical clearance at 
berth face under boom above HHWL: 18.3m. with boom elevated 
18° and fully extended; 25.7m. with boom elevated 18° and _ fully 
retracted; 16.6 m. with boom horizontal. Vertical distance of bottom of 
trimmer above HHWL: 19 m. with boom elevated 18°, 6.7 m. with boom 
horizontal. Maximum boom reach from berth face: 34.9 m. with boom 
elevated 18° and fully extended; 12.04 m. with boom elevated 18° and 
fully retracted; 13.41 m. with boom horizontal and fully retracted. Water 
depth: 20.8 m. 
Also see “Shipmaster’s Report”. 
CRANES: Floating cranes, 45, 75 and 100 tons and mobile cranes of 
150 and 250 tons available. 
BRIDGES: See “Restrictions”. 
STEVEDORES: Gangs normally ordered day before ship's arrival, can 
be ordered same day for afternoon or evening work. 
MEDICAL: All services available. 
TANKERS: See “Berthing”. 
DENSITY: Density varies in different sections of harbour, according to 
times of year. 
FRESH WATER: Available at most berths or by barge. Hose supplied. 
Delivery 25 t.p.h. 
FUEL: All grades of heavy fuel oil and diesel oil are available, delivery 
by barge or tank truck. Suppliers are: 
Chevron, Shell, Imperial, Marine Petrobulk and Petrocanada. 
FIRE PRECAUTIONS: All vessels carrying dangerous materials to have 
suitable towing wires over offshore bow and offshore quarter. 
CONSULS: 
Australia — Consulate General 
Austria — Consulate 
Austria — Trade Commissioner 
Belgium — Consulate General 
Chile — Consul 
China, People’s Republic of — 
Consulate General 
Colombia — Consulate 
Denmark — Consulate 
Ecuador — Consulate 
El Salvador — Consulate 
Federal Republic of Germany — 
Consulate General 
Fiji - Consulate 
Finland — Consulate 
France — Consulate General 
Greece — Consulate 
India - Consulate General 
Indonesia — Consulate Venezuela — Consulate 
Italy - Consulate Yugoslavia — Consulate General 
REPAIRS: All types of engine and deck repairs. 
DRY DOCKS: Versatile Pacific Shipyards:. 


Japan — Consulate General 
Korea, Republic of — 
Consulate General 
Liberia — Consulate 
Mexico — Consulate 
New Zealand — Consulate 
Norway — Consulate General 
Peru — Consulate General 
Philippines — Consulate General 
Portugal — Consulate 
Spain — Consulate 
Sweden — Consulate 
Switzerland — Consulate 
Thailand — Consulate 
United Kingdom — 
Consulate General 
United States of America — 
Consulate General 


Length Inner Lifting 
Length over blocks width Capacity 
No. 1 220 m. 204 m. 36,000 tonnes 


45.8 m. 


Lay-by berths: 1x230 m. and 2x 165 m. Depth 10.0 m. 
SURVEYORS: (1) American Bureau of Shipping. Tel: (604) 683-7606. 

Germanischer Lloyd, Tel: (604) 738-6723. 

Lloyds Register of Shipping. Tel: (604) 985-0477. 

The Salvage Association. Tel: (604) 688-9548. 

Norwegian Veritas. Tel: (604) 985-0314. 

(2) A. S. Blakely Marine Surveyors Ltd. Tel: (604) 321-4166. 

Columbia Surveyors (Marine) Ltd. Tel: (604) 731-4101. 

General Testing Laboratories. (Div of SGS Supervision Services Inc). 
Tel: (604) 254-1647. 

Global Marine Services Ltd. Tel: (604) 688-0654. 

P. A. Haliburton. Tel: (604) 689-9738. 

R. T. Harrison. Tel: (604) 738-1120. 

Herring & Co. Surveyors Ltd. Tel: (604) 738-6723. 

E. Hill. Tel: (604) 682-3091. 

F. |. Hopkins Marine Surveyors. Tel: (604) 688-9233. 

Total Boat Marine Surveyors Ltd. Tel: (604) 656-5826. 

L. C. Langill. Tel: (604) 485-4782. 

SGS Supervision Services Inc. Tel: (604) 687-5636. 
GANGWAY/DECK WATCHMEN: If required, employment arranged 
through Agent. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores, 
except in cases of bulk carriers. 

AIRPORT: 30 minutes to Vancouver International Airport. 

TIME: Pacific Standard Time GMT minus 8 hours. Clocks will be 
adjusted to Summer Time (plus 1 hour) when advised. 
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HOLIDAYS: New Year's Day*; Good Friday**; Easter Monday**; Victoria 
Day**; Canada Day**; British Columbia Day**; Labour Day’; 
Thanksgiving Day**; Remembrance Day**; Christmas Day**; 
Boxing Day**. 

*“Non-working holidays. 

“*Labour available at premium rates. 

Work ceases at noon on December 24th and resumes at 0100 hrs. 
December 26th; ceases at noon on December 31st and resumes at 
0100 hrs. January 2nd. 

POLICE/AMBULANCE/FIRE: Police 911; Ambulance 879-4511; Fire 
Vancouver 911; Air-Sea Rescue 732-4272; Ports Canada Police 
666-3131. 

TELEPHONES: Are placed on board vessels at all berths. 

BANKS: 

Algemene Bank Nederland NV 

Bank Canada 
Bank of America Canada 
Bank of British Columbia 
Bank of Canada 
Bank of Montreal 
Bank of Nova Scotia 
Bank of Tokyo, Canada 
Banque National de Paris 
Barclays Bank of Canada 
Canadian Commercial Bank 
Canadian Imperial Bank 

of Commerce 
Chase Manhattan Bank 

of Canada 
Chemical Bank of Canada 
Continental Bank of Canada 


Hanil Bank Canada 

Hong Kong Bank of Canada 

Lloyds Bank International 
Canada 

Mercantile Bank of Canada 

Midland Bank of Canada 

National Westminster Bank 
of Canada 

Northland Bank 

Philippine National Bank 

Royal Bank 

Seattle First Bank Canada 

Societe Generale SA 
(Canada) Inc 

Standard Chartered Bank 
of Canada 

State Bank of India 


Daiwa Bank Swiss Bank Corporation (Canada) 
Federal Business Development TKM Canada Ltd 
Bank Toronto Dominion Bank 


SERVICES: Stevedore companies equipped with tank cleaning 
equipment. Sludge barge available. Services of compass adjuster may 
be obtained. 

SHORE LEAVE: No restrictions, but Immigration will advise of any 
special circumstances where restrictions might be enforced. 
GENERAL: Vessels not permitted pump bilges or discharge oil, 
contaminated ballast or galley refuse into water. Every vessel boarded 
on arrival by Harbour Patrol Personnel and furnished with applicable 
excerpts from Harbour by-laws. 


SHIPMASTER’S REPORT: June 1988. 
Robert’s Bank: 49° 00.6’ N., 123° 09.8’ W. 
Operator: Westshore Terminals Ltd. Telex: 04-355799 (Westshore 
Rbank). 
Notice of Arrival: On approaching Strait of Juan de Fuca, Master has to 
contact Canadian Coast Guard, cable address “Westreg Canada” or 
Telex No. 043-52586 and request clearance to enter Vancouver Traffic 
Zone. 

Contact should be made: 
1. 48 hours before arrival at 50 miles off Vancouver Island. 


or 
2. 48 hours before arrival at Longitude 127° W. 


or 
3. 48 hours before arrival at Latitude of Cape Alawa for Northbound 
vessels. 

The Notice of Arrival is to include: 

Call sign. 

Position. 

Course and speed. 

Estimated time of arrival at Nos. 1, 2 or 3 above. 

Vessel’s destination. 

Last port of call. 

D.W.T. 

Draft, forward and aft. 

Vessel should also confirm that there are no deficiencies or leakages 

and that all VHF Channels are available as per Canadian Notice to 
Mariners Annual Edition or Canadian “Western Region Traffic Services” 
booklet. 
Pilotage: Vessels to contact “Pilots Victoria” (Telex No. 04-97236 
PPAPilots Vic.) 48 hours prior to arrival at the pilot station. The 48 hour 
notice to include: Vessel’s name, call sign, agent's name, LOA, breadth, 
depth, deepest draft, trim, speed, propeller characteristics and ETA at 
Fairway Buoy off Victoria. 

Amended notices are required 24 hours, 12 hours and 4 hours prior 
to arrival. 

Anchorage: Vessels awaiting their turn to load at English Bay anchor 
at Vancouver. 

Berths: Berth No. 1: This berth can accept vessels of 250,000 d.w.t., 
LOA 350 m., beam 53 m. and loaded draft 21 m. 

Loading restrictions are as follows: Maximum distance between end 
hatches 243 m.., air draft at berth face 19 m. and air draft to top of hatch 
cover 21 m. 

Vessels may berth port or starboard side alongside. Loading rate 
3,500 t.p.h., however, it is possible to load at up to 5,000 t.p.h. 

Berth No. 2: This berth can accept vessels up to 100,000 d.w.t., 
LOA 263 m., beam 42 m. and loaded draft 18 m. 

Loading restrictions are as follows: Distance between end hatches 
184 m., air draft at berth face 17 m., air draft to top of hatch cover 18 m. 

Vessels berth starboard side to. Loading rate approximately 
2,500 t.p.h. 

Vessels whose length between end hatches (centre to centre) is 
greater than 184 m. will be loaded at Berth No. 1. 

Vessels having their own loading gear will be loaded at Berth No. 2. 
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Cargoes/Stowage Factors: The following are types of coal loaded, 
together with approximate stowage factors: Balmer, Elkview, Fording, 
Crow's Nest, Gregg River, Obed Marsh, Luscar, Mcintyre (ail grades), 
stowage factor 43 cu.ft. per long ton. Greenhills, 45 cu.ft. per long ton. 
Arco (petroleum coke), stowage factor 46-47 cu.ft. per long ton. 
Gangway: Terminal gangways are available for use of ship's crew but 
are the responsibility of the vessel whilst being used. 

Density: 1012 — 1025 (varies). 

Fresh Water: Fresh water is free of charge. The vessel is to supply 
hoses and connections. 

Emergency Telephones: Fire 946-4155, Police 946-4444, Ambulance 
872-5151, Harbour Master 666-2405. 


AUTHORITY: Vancouver Port Corporation, 1900 Granville Square, 
200 Granville Street, Vancouver, B.C. V6C 2P9. Tel: (604) 666-3226. 
Telex: 04-53310. FAX: (604) 666-8916. Contact: Captain N.C. Stark, 
Acting Port Manager and Chief Operations Officer. Captain G. B 
Drewery, Deputy Harbour Master. 


AGENT: Interocean Steamship Corporation. No. 230-355 Burrard 
Street, Vancouver, B.C., Canada V6C 2H7. Tel: (604) 682-4741. 
Telex: 04-54403. FAX: (604) 682-5718. DDD: (604) 688-6622. 
Cables: Manchart Vancouver. 


VICTORIA, B.C.: 48.25 N. 123.22 W. (See Plan) 


PORT LIMITS: Southern tip of Albert Head, to Southern tip of Trial Island 
(Canadian Charts 3413, 3423 and 3415). 
DOCUMENTS: “See Vancouver”. 
PILOTAGE: Pilots embark at Victoria for all British Columbia ports. Pilot 
station within 2 mile radius of buoy in position Lat. 48° 22’ 45" N., Long. 
123° 24' 56” W. Radio “Pilots Victoria” through radio station VAK giving 
ETA at least 12 hours and confirmed 4 hours before arrival. Pilot boat 
on VHF Channel 16 and 17. 
APPROACHES: The entrance to Victoria Harbour has a deep, wide, 
open water approach. The only hazard is Brotchie Ledge 900 m. S.W. 
of the outer end of the harbour entrance breakwater. The outer end of 
the breakwater and Brotchie Ledge are fitted with beacons. 
ANCHORAGE: 
“A” Lat. 48° 23’ 46” N., Long. 123° 26’ 58" W. 
“B” Lat. 48° 24' 09” N., Long. 123° 27' 36” W. 
“C” Lat. 48° 24’ 14” N., Long. 123° 26’ 43” W. 
“D" Lat. 48° 24' 24” N., Long. 123° 25’ 54” W. 
“E” Lat. 48° 24' 44” N., Long. 123° 26’ 37” W. 
“E" Lat. 48° 24' 54” N., Long. 123° 26’ 00" W. 
Anchor berths “A”, “C” and “D” have a swinging radius of 1,500 ft. 
and “'B”, “E” and “F” 1,200 ft. 
RESTRICTIONS: Outer Harbour: Depth 35 ft. MLLW. Inner Harbour: 


Depth 21 ft. MLLW. Largest vessel to use port, length 800 ft. draft 35 ft. 


HEALTH: Quarantine Officials board with Pilot. Advise Agent of ETA. 
VHF: Pilot station. VAK. 

Harbour Master's Office can be contacted on Channel 73. This 
Channel is also used by ship’s Agents in Victoria. 5 
TUGS: Tugs and barges of various powers and sizes are available from 
Seaspan International Ltd., 345 Harbour Road, Victoria. B.C. V9A 382. 
Tel: 385-7711. Two harbour tugs of 500 h.p. each service the Victoria 
area. Additional or larger tugs are available giving minimum 48 hours 
notice. 


BERTHING: 
Berth Length Depth Remarks 
(ft.) (ft.) 

Ogden Point “A” N. Side 800 35 ‘For handling lumber, 

Ogden Point “A” S. Side 1,000 35 _ pulp, paper, plywood 
and general cargo. 
Fresh water available 
at 20 t.p.h. 

Ogden Point “B” N. Side 800 35-40 Dock to be renovated. 

Ogden Point “‘B” S. Side 800 33-35 The South side is used 


for permanent 
international ferry. 
Leased area — not 
available for other 
uses. 
Fresh water available 
at 20 t.p.h. 

Between Piers A and B (distance 92 m.), at the inner end, is a small 
fish unloading dock used by the B.C. Packers Cold Storage Plant 
situated in the terminal area. Ogden Point also has the facilities to handle 
containers inbound and outbound. The terminal has a 20 acre paved 
cargo assembly area for trucks. Vessels must be self loading or 
unloading, but mobile cranes to 25 tons can be ordered if required. 
STEVEDORES: 13 gangs available. Refer “Vancouver” for holidays, 
etc., arranged by Agent. 

Working Hours: Westcan Terminals/Stevedores Ltd. offers 24 hour 7 day 
cargo handling services. Shifts: first 0100-0430, 0500-0800; 
second 0800-1200, 1300-1700; third 1700-2100, 2130-0100. Work 
ceases 1200 on Christmas Eve and New Year's Eve. 

MEDICAL: Doctors and hospital facilities available. 

DENSITY: Salt water. 

FRESH WATER: Available at wharves. 

In Gulf Islands servicing Plumper Sound Anchorage: Gulf Islands 
Water Taxi Ganges — P.O.Box 814, Saltspring Island, B.C. VO3 1E0. 
Tel: 537-2516. 

FUEL: FO and MDO available by barge from Vancouver. 
CONSULS: Norway. 
REPAIRS: All repairs facilities available. 
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ry anil At Esquimalt: Length 1,173 ft.; breadth 125.6 ft.; depth 
49.5 ft. 
SURVEYORS: 1. Canadian Coast Guard, Victoria. Tel: 388-3646. 

2. Surveyors available through Yarrows Burrard Shipyard, Victoria. 
Tel: 385-4421. Lloyd's Sub-Agent: King Bros. Tel: 384-1174. 

Also see “Services”. 
GANGWAY/DECK WATCHMEN: Crew are required to act as deck 
watchmen. 
OPENING/CLOSING HATCHES: By crew or stevedores. 
CUSTOMS ALLOWANCES: See “Vancouver”. 
CARGO GEAR: Ship's gear. 
REPATRIATION: Possible, arranged by Agent. 
AIRPORT: Victoria International Airport: 32 km. North of Victoria. 
Serviced by Air Canada, Canadian Pacific Airlines, Pacific Western 
Airlines, Air B.C., San Juan Airlines and many international charters with 
same plane service to Calgary, Edmonton, Montreal, Seattle, Toronto, 
Vancouver and Winnipeg. 
Victoria Harbour to Vancouver Harbour: Serviced by Air B.C. with daily 
scheduled float plane service. 
HOLIDAYS: 11 statutory holidays, however work can be arranged. 
POLICE/AMBULANCE/FIRE: Available at dockside 24 hours a day. 
EMERGENCY CO-ORDINATION CENTRE: Rescue Co-ordination 
Center, CFB Esquimalt. Tel: 388-1543. 
TELEPHONES: Telephones required on all ships, arranged through 


Agent. 
SERVICES: Compass adjusting possible. 

Decca: Racal Decca Canada Inc., 353 Harbour Road, Victoria, B.C, 
V9A 382. Tel: 388-6257. 

Fumigation: PCO Pied Piper, 3374 Burns Avenue, Victoria, B.C. 
V8Z 3P2. Tel: 388-9721. 

International Garbage: Cypress Disposal Ltd., 2057 Mills Road, 
RR 2, Sidney, B.C. V8L 3S1. Tel: 656-0951. 

Laundry: Commercial Towel & Linen Supply Co. Ltd., 607 John Street, 
Victoria, B.C. V8T 1T8. Tel: 383-5112. 

Marconi: Canadian Marconi Co., 1 Burnside Road W., Victoria, B.C. 
V9A 1B2. Tel: 386-9414. 

Surveyors: Argus Marine Ltd., 2924 Wilkinson Road, RR 2, Mill Bay, 
B.C. VOR 2P0. Tel: 743-3463. Hull and cargo. 

Lloyd’s Register of Shipping, non-exclusive surveyor for hull, 
machinery and cargo attached to Marine Design Associates below. 

Marine Design Associates, 493B Garbally Road, Victoria, B.C. V8T 
29. Tel: 384-4191. Telex: 049-7397. Hull, machinery and cargo. 

Welding: Edwards’ Welding Ltd., 727 Caledonia Avenue, Victoria, 
B.C. V8T 1&4. Tel: 386-3264. 
BANKS: Algemene Bank, Nederland N.V., 650 West Georgia Street, 
Vancouver, B.C. V6B 4N7. Tel: 682-5891. 

United States Coast Guard, Port Angeles, Washington, U.S.A. 
Tel: (206) 457-431. 
STORING: Vessels can be stored by truck or barge, during cargo 
operations. Trucks may proceed alongside. Fork lift trucks may be used, 
Customs regulations in force. Yarrows Ltd., can provide riggers. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Seamans'’ Book sufficient. 
DEVELOPMENTS: Work has commenced on renovation of Pier “B”. 
AUTHORITY: Port of Victoria, Ministry of Transport, Room 317, 816 
Government Street, Victoria, B.C. V8W 1W9. Tel: (604) 388-3578 or 
3808177 (Mobile telephone). Telex: Canadian Coast Guard — Victoria, 
No. 0497185. Contact: Captain D. M. Featherby, Harbour Master. 


WELLAND, Ontario: 42.58 N. 79.13 W. 


LOCATION: Industrial city on the Welland Canal, 5 nautical miles below 
Lock 8. 

DOCUMENTS: See “Montreal”. 

RESTRICTIONS: Navigation season: April 1st to December 30th 
(usually). Channel depth: Controlled at 8.23 m. (27 ft.) in canal channel. 
HEALTH: Pratique granted at Quebec City for incoming vessels from 
foreign ports. 

RADIO: Ship-to-Shore communications through Toronto Coast Guard 
(VBG) or Buffalo (WBL). 

BERTHING: New Welland Dock, Wharf 10. Length of dock wall 182.9 m. 
(600 ft.). Berth 222.5 m. (730 ft.). Depth alongside 8.2 m. (27 ft.). Type 
of facility: self unloaders and rental cranes. 

SURVEYORS: A.B.S. at Toronto. Lloyd's at St. Catharines. 
AUTHORITY: St. Lawrence Seaway Authority, Weston Region, P.O.Box 
370, 508 Glendale Avenue, St. Catharines, Ontario L2R 6V8. 
Tel: 416-641-1932. Contact: R. B. McLeod, Regional Vice-President. 


WEYMOUTH, N.S.: 44.27 N. 66.01 W. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

3 Customs Documents. 

3 Health Documents. 

3 Manifests. 

Ship's Papers. 
PILOTAGE: Non-compulsory. Ship's Agent contacts vessel through 
Marine Radio Station, Yarmouth and notifies Pilot, who will then be on 
lookout. Ship gives standard whistle signal for Pilot, who boards about 
2 hours before high tide. In meantime, ship should ride at anchor about 
quarter mile N.W. of Fairway Buoy. No special pilot boat. Boat used for 
Pilot is 35 ft. fishing boat. 


(See Plan) 


ANCHORAGE: Good safe anchorage outside harbour in 33 ft. over mud. 
Also quarter mile N.W. of Fairway Buoy. 

MAX. SIZE: Max. length permissible 375 ft., max. beam 55 ft. Draft, 
approx. 26 ft. of water at high tide. 

RADIO: Yarmouth (VAU) or Saint John (VAR). 

TUGS: No tugs required. The fishing-boat will run lines to wharf if 
required. 

BERTHING: Government Wharf — North Weymouth: L-shaped pier 
provides 85.3 m. length berth. Depth alongside at LW: 3.0 m. (mean 
tidal range 6.1m.) A gravel open storage area available at wharf 
approach. 

STEVEDORES: Available. Experienced loading lumber and pulpwood. 
MEDICAL: Hospital: at Digby, 20 miles distant. Ambulance can be 
arranged. 

FRESH WATER: Available; delivery by truck. 

GANGWAY/DECK WATCHMEN: No watchmen necessary. 

TIME: Eastern Standard Time GMT minus 5 hours. Daylight saving time 
from first week-end in April to last week-end in October, clocks advanced 
1 hour. 

POLICE/AMBULANCE/FIRE: Police Zenith 50000; Ambulance 245- 
2205; Fire 837-5142. 

TELEPHONE: No arrangement for placing telephones on board ship. 
Telephone available near dock. 

DEVELOPMENTS: Re-dredging of channel in near future. Dates not 
finalised. 

AUTHORITY: Transport Canada, Weymouth, Nova Scotia. Contact: 
R. L. Long, Customs Inspector, at Digby, Te/: 245-4039. F. Manzer, 
Harbour Master, Ashmore, Digby County, Nova Scotia. Te/: 837-4064, 
837-4467. 


WINDSOR, Ontario: 42.19 N. 83.03 W. (See Plan) 


For important general information refer to “St. Lawrence Seaway”. 


DOCUMENTS: 

Sanitary Health Certificate — fixed on outside of container for 
agriculture plant protection. 1 paper affixed to each container. 

Meat Locker Certificate. 

Quarantine Certificate. 

3 Crew Lists. 

3 Passenger Lists. 

3 Stores Lists. 

Manifest — 3 A.6 — 2 A.6 out. 

Bill of Lading. 
PILOTAGE: Pilots board ships at Sarnia Eastbound and Port Weller 
Westbound. 
ANCHORAGES: Windsor Harbour Anchorage lies approximately 
0.5 miles North of Fighting Island marked by 2 white buoys, showing 
flashing white lights, an area of 800 ft. wide and 0.75 miles long. 
Depth of 5.5 to 6 fathoms. 
MAX. SIZE: Can handle any ship the seaway passes. No tide. 
HEALTH: In the case of vessels arriving via the St. Lawrence River 
oom Pratique may be obtained from Quarantine Quebec. See also 
“Montreal”. 
RADIO: VBE - Sarnia on VHF Channel 85. 
RADAR/VHF: No radar service. Harbour Master may be contacted on 
VHF Channel 14. 
TUGS: Available when required. 
BERTHING: (Also see “Plan”). 
1. Canadian Salt Co.: A major rock salt mine producing salt products 
for highways, water softeners and chemical use. Large tonnages are 
shipped by water. Lake freighters load at a 730 ft. dock with depth 
alongside 26 ft.. 
2. ADM-Grain Co: (Archer Daniels Midland): A deep water grain 
terminal elevator with a storage capacity of 2.7 million bushels. Material 
handled includes soya beans, corn, wheat, oil seeds, as well as meal 
from adjacent ADM—Agri Industries Ltd. plant. A 1,300 ft. long (396.2 m.) 
dock enables ships to load and unload with modern conveyor equipment. 
The location provides easy access to all major railways and highways 
in Canada and the United States. 
3. ADM-Agri Industries Ltd.: Canada’s first multi-oilseed processing 
plant, located on a 40 acre (161.8 ha.) site adjacent to the grain terminal 
elevators and dock. The plant has an on-site storage capacity for 11,000 
‘onnes of soya meal and 2,500 tonnes of soft-seed meal, and operates 
In close co-operation with the adjacent grain terminal docking facility. 
4. Morterm Limited: A commercial marine terminal on 87 acres, fenced 
and lit. Providing large open storage facilities. A capacity of 45 million 
board feet with a fleet of 15 trucks ranging from 52,000 Ib. capacity to 
5,000 Ib. capacity warehouse lift trucks. Two mobile cranes, 110 ton and 
225 ton capacities to enable fast movement of goods between ship and 
the large paved wharves which include a concrete quay-type wharf of 
2,400 ft. (731.5 m.) with direct rail transfer in a 200 ft. (60.9 m.) wide 
slip. Water depth is full Seaway depth. The Essex Terminal Railway 
connects with all major railroads. 
5. Ontario Hydro Dock: Operated by American-Canadian Distribution 
Centre (ACDC), 25-30 acres of storage with 28,000 sq. ft. of inside 
Storage. The dock is 800 ft. and full seaway depth. The commodity 
handled is primarily lumber, and general building commodities. The 
location provides easy access to all major railways and highways in 
Canada and the United States. 
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6. Southwestern Sales Ltd.: Used principally to store construction 
aggregates. The 660 ft. (201 m.) dock accommodates self-unloaders. 
7. Canadian Fine Salt Dock: Primarily for package freight of any kind 
which includes lumber. The dock is 410 ft. long and has a depth of 27 ft. 
8. Van De Hogen Group Dock: Provides outside storage area for bulk 
materials and lumber. 

9. Hearn Harbour Terminals: This dock is available for Roll-on/Roll-off 
for general cargo and bulk materials. Adjacent to the 150 ft. dock is a 
63,000 sq. ft. warehouse and large open storage with rail transfer and 
truck transportation connecting all Canadian and U.S. highways. 

10. Van De Hogen Group: Complete material handling, warehousing 
distribution and transportation services. 56 acres, marine, rail and truck 
terminals on the Detroit River, 75,000 sq. ft. inside storage, 3,000 ft. of 
trackage, heavy lift crane service, public weigh scale, 2 fully licenced 
motor carriers serving Ontario, Quebec and the United States. The 
location provides easy access to all major railways and highways in 
Canada and the United States. 

11. K Scrap Resources: Provides dock serviced property for storage 
and processing metal for re-cycling purpose. The river frontage is 650 ft. 
(198 m.). 

12. Windsor Harbour Commission — Liquid Fuel Dock: Owned by the 
Windsor Harbour Commission and includes a 1,000 ft. (04 m.) berth 
with fuel bunkering facilities, operated by Sterling Fuels (Ultramar 
Canada Inc.) to fuel any vessel transiting the Great Lakes. A full range 
of fuels is available on a 24 hour basis. Depth alongside 27 ft. (8.2 m.) 
13. Windsor Harbour Commission: Dock is located on a site over 
12 acres. An 1100 ft. (335 m.) by 100 ft. (30.5 m.) slip runs along the 
West side. Goods handled are principally bulk stone and sand from 
self-unloaders. 

(a) Canada Building Materials cement mixing plant occupies part of 
the N.W. portion of the property. A large open storage area immediately 
upriver is presently being developed to accommodate bulk cargo. Length 
315 ft., depth 27 ft. (8.2 m.). 

(b) Standard Aggregates Inc. has recently developed a_ bulk 
aggregates depot on a 10 acre parcel at this site. Length 806 ft., depth 
25 ft. — 27 ft. (7.6 m. — 8.2 m.) 

14. Old Adams Cartage Dock: A large closed storage shed is on the 
property as well as open storage. In addition to the dock face, the 
property includes an 850 ft. (259 m.) by 100 ft. (30.5 m.) slip at an 
average water depth of 16.4 ft. (5.0 m.). 

15. Pyramid Aggregates Ltd: Property includes a 450 ft. (137 m.) by 
80 ft. (24 m.) slip adjacent to a steel and concrete warehouse. 

16. Mill Cove Marina: Operated by Windsor Harbour Commission. 
A pleasure boat facility featuring indoor dry stack year-round storage, 
sales and service. 

17. Premier Concrete and Lake Ontario Cement Ltd.: Maintain this dock 
for the storage of building aggregates as well as bulk cement which is 
off loaded into silos. The 9 acre site has a 1,000 ft. (40 m.) dock face 
on the Detroit River. 

18. Canadian Pacific Railways: Norfolk-Southern Railway operates a 
daily Ro/Ro railroad car ferry to Detroit. Two loading aprons with 3 tracks 
each move rail cars from ferries and operate on a daily full year 
operation. 

19. Dieppe Gardens Dock: Owned by the City of Windsor and docking 
is administered by the Windsor Harbour Commission. Complete with 
27 ft. (8 m.) of water at the 800 ft. (244 m.) cement-faced dock, it is used 
principally for visiting naval ships, cruise ships, etc. Fresh water and 
sewage disposal are available. Prior application to the Windsor Harbour 
Commission is required. 

20. Canadian National Railways: Used only for ferrying Ro/Ro railroad 
cars. 

21. Hiram Walker & Sons Ltd.: A private dock 2,200 ft. long with water 
depth at dockside from 19 ft. to 21 ft. during normal water conditions. 
22. Ford Motor Company of Canada: Dock is a private installation 
1,800 ft. (549 m.) long and used mainly for storage of sand. 

23. Windsor Yacht Club: A private pleasure boat facility for members. 
24. Riverside Marina: A public pleasure boat facility owned by Windsor 
Harbour Commission — ramp, fuel, sales and service. 

25. Lakeside Park Marina: Operated by the City of Windsor as a facility 
for pleasure craft. Docks, launching ramps and parking areas are 
provided with easy access to Lake St. Clair and the Detroit River. 

26. East Dock: A bulk storage dock accommodating large quantities of 
crushed stone and sand received from self-unloading vessels. Length 
700 ft., depth alongside 28 ft. (8.5 m.). 

STEVEDORES: Advice as to number of gangs should be received no 
later than 1600 hrs. on day preceding. Arrange through Agent. 
MEDICAL: Four hospitals. 

TANKERS: Sterling Fuels; hoses 14 in. and 10 in. Max. depth 27 ft. 

Slop tanks available. 

DENSITY: No tide, the water is fresh. 

FRESH WATER: Tank truck delivery. 

FUEL: Direct liquid fuel bunkering at Sterling Fuel Dock for ships up to 
and including 1,000 ft. 24 hr. service (VHF Channel 14 or Tel: (519) 
253-4694). Dock adjacent to main shipping channel. No coal bunkering 
available. 

FIRE PRECAUTIONS: Fire Dept. requires man at tank installations 
ashore while pumping, also notify Fire Dept. and Harbour Commission 
if any spillage. 

CONSULS: Italian Consul, tel: 256-0092. 

REPAIRS: All repairs above water can be carried out. 

SURVEYORS: Lloyd’s Register and 4 others. 

GANGWAY/DECK WATCHMEN: Not required, but can be supplied. 
OPENING/CLOSING HATCHES: Normally done by the stevedoring 
company. 

CUSTOMS ALLOWANCES: See “Montreal”. 

AIRPORT: Windsor Airport approximately 5 miles. Regular flights 7 days 
a week by Air Canada. 

TIME: GMT minus 5 hours from October to April. DST subject to local 
vote. 
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HOLIDAYS: The following are the legally observed holidays; however, NOTES 

vessels will be worked on these days at applicable rates: Christmas, ‘ j 

New Year, Good Friday, Victoria Day, Dominion Day. Civic Holiday, Please also advise Shipping Guides Ltd. 
Labour Day, Thanksgiving and Veteran's Day. 
POLICE/AMBULANCE/FIRE: Police 258-6111; Fire 258-4444; 
Ambulance 258-2155; Emergency dial 911. 

TELEPHONES: Phones can be placed on board by prior arrangement. 
SERVICES: Tank truck available for tank-washings, also radio 
telephone and radar service. Compass adjustor not available. 

SHORE LEAVE: No restrictions on shore leave. 

IDENTIFICATION CARDS: |.D. cards should be carried. 

GENERAL: Fluctuation of water level; high Westerly wind drops water 
level. Detroit River Light should be contacted for water gauge on VHF 
16 for upbound ships, and Belle Isle Coast Guard Stations on VHF 16 
for downbound ships. 

AUTHORITY: Windsor Harbour Commission, 500 Riverside Drive West, 
Windsor, Ontario, Canada N9A 5K6. Tel: (519) 258-5741. Telex: 064- 
77633. FAX: (519) 258-5905. Contact: David S. H. Cree, General 
Manager. J. O. Styffe, Harbour Master/Director of Trade and 
Development. Tel: (519) 258-5741, 735-5758. 


WOODFIBRE, B.C.: 49.40 N. 123.15 E. (See Plan) 


LOCATION: Port located in Howe Sound approximately 21 miles from 
Port Atkinson. 

PILOTAGE: See “Vancouver”. Arranged through ship's local Agent. 
ANCHORAGE: See “Vancouver”. 

TUGS: Arranged through ship's local Agents. Squamish Tug Tel: 898- 
3733. Seaspan International Tel: 988-3111. Rivtow Straits Ltd. Tel: 255- 
1133. 

BERTHING: Dock length — 432 ft. Dock width — 24 ft. Depth alongside 
— 34 ft. at Chart Datum. Principal cargo — unitised baled pulp. 
STEVEDORES: I.L.W.U. — Arranged through ship's Agents. 
MEDICAL: Squamish Hospital Tel: 892-5211, (plus Mill First Aid). Dental 
— Squamish Tel: 892-3111. Doctor — Squamish Tel: 892-5151. 

FRESH WATER: Limited supply available. 

FUEL: Not available. 

CONSULS: See “Vancouver”. 

DRY DOCKS/REPAIRS: North Vancouver, Versitile Corp. Tel: 988- 
2111. 

GANGWAY/DECK WATCHMEN: Ship's crew, ship's gangway used. 
CUSTOMS: Tel: Vancouver — 665-1545. 

AIRPORT: Vancouver. 

POLICE/AMBULANCE/FIRE: Police — R.C.M.P., Tel: Squamish — 898- 
9611. Ambulance, Tel: Squamish — 898-3311. (Plus Mill ambulance). 
Fire — Mill Fire Department. Emergency number — 911. 

SHORE LEAVE: Mill area is a restricted area. 

AUTHORITY: Western Pulp Limited Partnership, Box 5000, Squamish, 
B.C., VON 3G0, Canada. Tel: (604) 892-6688. Telex: 04-508828 
(Vancouver). FAX: (604) 892-6603. Cables: Westpulp Vcr. Contact: Jack 
Westerberg, Traffic Supervisor. Martin Russel, Assistant Traffic 
Supervisor. 
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Canary Islands 


ARGUINEGUIN: 27.45 N. 15.40 W. (See Plan) 


LOCATION: On the South coast of Gran Canaria in position 
Lat. 27° 44.8’ N., Long. 15° 40.1’ W. Port used for loading/discharging 
cement products. 

PILOTAGE: Compulsory. Advise Agent 6 hours prior to arrival. Pilot 
boards 7 cables off breakwater from a small tug named “Atlante” which 
is painted with red letter “P" forward on both sides. 

ANCHORAGE: One mile S.E. from breakwater. Sand bottom. 

VHF: Continuous watch maintained on Channel 16. 


BERTHING: 
Berth No. Length Depth at LW 
(m.) (m.) 
1 288 5:0 = 8.5 


2 25 7.0 
CRANES: 2 mobile cranes each with a rate of 200 t.p.h. One mobile 
crane with rate of 80 t.p.h. 
MEDICAL: Hospital at Las Palmas. 
DENSITY: 1025. 
FRESH WATER: Available at both berths. 
OPENING/CLOSING HATCHES: By ship's crew. 
AIRPORT: Distance 40 km., served by many airlines. 
SERVICES: All services available from Las Palmas. 
AUTHORITY: Cementos Especiales S.A., Arguineguin, Gran Canaria, 
Canary Islands. Tel: (928) 735711-12. Telex: 95397 Puzz E. 


ARRECIFE: 28.57 N. 13.33 W. 


DOCUMENTS: 
Maritime Health Declaration. 
5 Crew Lists. 
4 Transit Passenger Lists. 
2 Provisions Lists. 
8 Manifests Discharge Cargo. 
8 Lists of Passengers Disembarking. 
PILOTAGE: Call Pilot VHF Channel 16. Pilot boards about 1,000 m. off 


port. 

ANCHORAGE: Safe anchorage available. Cruising vessels may use 

own boats for transporting passengers. 

RESTRICTIONS: None, except draft (see “Berthing’”). 

HEALTH: Pratique granted in berth or at anchorage if vessel not 

berthing. Suspected disease on board should be reported to Agent by 

radio before arrival. 

RADIO: Las Palmas Radio. 

VHF: For communication with Pilot — Channel 16. 

TUGS: No tugs stationed at Arrecife. May be ordered from Las Palmas 

with advance notice. 

BERTHING: Muelle de los Marmoles. 1,000 m. long. Max. draft 9 m. 

Cargo work with ship's own gear. 

STEVEDORES: Shifts 0800 — 1400 hrs., 1400 — 2000 hrs. No work 

Sundays or Holidays except by special arrangement. 

MEDICAL: Facilities available. Advance notice required for inoculations/ 

vaccinations which might not be immediately available. 

FRESH WATER: Not available either ex-wharf or ex-barge. 

FUEL: By arrangement with Spanish Oil Company CEPSA only. 

REPAIRS: Slipways up to 400 tons. Workshops for minor repairs. 

REPATRIATION: Via Las Palmas only. 

AIRPORT: About 15 km. from port. Served by Interinsular flights and 

charter flights. 

TIME: GMT during Winter. GMT plus 1 hour from first Sunday in April 

to last Sunday in September. 

tothe alt As for Spain, plus local holidays February 7th and August 
6th. 

SHORE LEAVE: Allowed. Passes not necessary except for Eastern Bloc 

nationals. 

felt Grupo de Puertos de Gran Canaria, P.O.Box 156, 
rrecife. 


LA SALINETAS: 27.58 N. 15.22 E. 


LOCATION: Private wharf about 15 km. South of Las Palmas, port of 
fertiliser plant. 
DOCUMENTS: 
Maritime Health Declaration. 
6 Crew Lists. 
2 Provisions Lists. 
8 Manifests of cargo for discharge. 
PILOTAGE: Pilot is taken at Las Palmas. Vessels should advise ETA 
to their Agents in advance and contact Las Palmas Pilots on VHF 
Channel 16 on arrival. 
MAX. SIZE: LOA 150 m., draft 8.5 m. 
HEALTH: Pratique granted on berthing. 
RADIO: Las Palmas Radio. 
TUGS: Not normally used, but available from Las Palmas if required. 


CANARY ISLANDS 


BERTHING: Private loading quay 200 m. long, depth 8.5 m.—15 m., can 
accommodate ships of 150m. length and 8.5m. draft. Loading by 
conveyor belt, 150/200 t.p.h. 

MEDICAL: At Las Palmas, full facilities. 

FRESH WATER: Available in an emergency only. 

FUEL: Not available. Vessels should be stemmed for bunkers at Las 
Palmas. 

REPATRIATION: Arrangeable via Las Palmas Agents. 

AIRPORT: Las Palmas Gando Airport — 5 km. 

TIME: GMT ile | winter. GMT plus 1 hour from first Sunday in April 
to last Sunday in September. 

HOLIDAYS: As for Spain, plus local holiday September 8th. 

SHORE LEAVE: Allowed. Passes not necessary except for Eastern bloc 
nationals. 

AUTHORITY: Compania Insular del Nitrogeno, S.A., P.O.Box 417, 
35080 Las Palmas, Grand Canary, Canary Islands. Te/: 690688, 695860. 
Telex: 95046. Cables: Insunitro Las Palmas. 


LAS PALMAS: 28.05 N. 15.27 W. 


DOCUMENTS: 
5 Crew Lists. 
4 Transit Passenger Lists. 
2 Provisions Lists. 
8 Copies of Manifest, with Bills of Lading covering cargo for Las 


(See Plan) 


Palmas. 

8 Lists of Passengers Disembarking. 

Passports of passengers landing (required by Immigration 
Authorities). 


1 Maritime Health Declaration. 

PILOTAGE: Compulsory. Masters send radio message to Agents 
48 hours and 24 hours prior to arrival giving ETA and requirements. 
Call Pilot by VHF Channel 16. Pilot boats have black hull, white wheel 
house, with black “P” and boat number painted both sides of wheel 
house. 

Pilot boards approximately 1 mile from harbour entrance. 
ANCHORAGE: Good anchorage in roads, depth in excess of 35 m. 
Sandy bottom in North Roads, sand and shingle in South Roads. Mean 
tidal range 2.5 m. Tidal velocity negligible. 

If anchoring off Las Palmas great care must be taken in choosing a 
position to anchor bearing in mind the great depths at relatively short 
distances from the island and the congested nature of the off-port area. 
Because the bottom is uneven and rocky ships should not steam to the 
anchoring position with too much cable walked out but, in view of the 
depths, it is necessary to lower the anchor to the bottom when all way 
is off the ship. Several ships have lost their anchors during the anchoring 
manoeuvre off La Luz. 
RESTRICTIONS: No length or beam restrictions. Max. draft for vessels 
bunkering or working cargo 12.65 m. Vessels berth and unberth during 
day and night. Vessels carrying explosive or dangerous cargoes must 
apply through their Agent with sufficient advance notice (5 days for 
explosives) for permission to enter port, declaring quantity, IMO class 
and UN numbers also ports of origin and destination of the cargo. 
Tankers in ballast must declare whether tanks gas-free or inerted. 
MAX. SIZE: Vessels of any length and beam can safely berth and 
normally discharge and load cargo while bunkering. Max. allowable draft 
66 ft. 

Largest vessel berthed 550,000 d.w.t. 
RADIO: Las Palmas Radio, call sign EAL. 
VHF: Pilots on Channel 16, working Channel 12 or 14. 
TUGS: The following harbour and/or salvage tugs are available: 
Tamaran, 2,375 i.h.p.; Arucas, 2,200i.h.p.; Nublo, 1,062 i.h.p.; Doramas, 
1,313 i.h.p. Punta Anaga, 1,930 i.h.p.; Orotava, 2,062 i.h.p.; Bandama, 
Bollard pull 50 tonnes. 
BERTHING: Subject to availability. Information should be radioed to 
Agent 48 hours prior to arrival, if berthing required, and for what purpose. 
Harbour approach from open sea with no impediments. 
Generalisimo Franco Mole: Runs North/South, approximately 2,000 m. 
long. This quay is normally used by vessels bunkering, passenger 
vessels and is fitted with bunker and fresh water line connections along 
its entire length. 

Height of quay above LW averages 4.5 m. Average rise and fall of 
tide 2.5m. 

Vessels lie safely alongside at the following maximum drafts: 


Berths No. 1-14 (Northern part) 36 ft. 0 in. 
15-16 34 ft. 0 in. 
17-18-19 41 ft. 6 in. (Tankers — 


Dangerous Cargo) 

Vessels using Berths No. 1 to 14 with drafts between 34 ft. and 36 ft. 
must enter and clear between half and full tide. 

The inside of Dique del Generalisimo is a stone wall fendered about 
every 30m. with single point fendering consisting of a horizontal 
hardwood core around which there are rubber truck tyres, each unit 
being hung from the stone wall face by chains. This fendering has poor 
energy absorbing characteristics and there have been instances of ships 
receiving local structural damage when berthed at excessive impact 
velocity. It is important that the tugs are placed and manoeuvred to fully 
control the ship's velocity towards the fendering and to ensure the ship 
is berthed as parallel to the breakwater as possible. 

The breakwater berths are allocated by bollard numbers according to 
the numbers free at the time of allocation. The distance between the 
two ships on either side of your ship's berth may not be more than 
1.1 times your ship's length, therefore careful manoeuvring into berth is 
essential. 
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All bollards for moorings are on the edge of the quay spaced 25 m. 
apart and, therefore, when ships are light, moorings will have a large 
vertical angle with little breasting effectiveness. 

The public has access to the main breakwater and no control of 
smoking is effected. Extreme vigilance must, therefore, be exercised to 
guard against unauthorised boarding and fire hazards. 

La Luz Mole: This quay is used mainly for cargo operations and has a 
total of 1,200 m. of berthing space. 

A grain silo is situated at the North end of the quay. Maximum draft 
for berthing at the silo (capacity 12,000 tons) is 32 ft. Two connections 
for discharge of edible oils to the local refinery are also on this quay. 
Maximum drafts alongside the connections are 39 ft. and 32 ft. 
respectively; at the latter connection there is a length restriction of 150 m. 
One cold storage installation situated on this quay. 

Fish Mole (Espigon del Castillo) and Ribera Mole: These 2 quays are 
used mainly by fishing vessels and coastal cargo vessels. Five cold 
storage installations are situated on the Fish Mole. 

Santa Catalina Mole: Length 400 m., depth 4m. — 8m. This quay is 
used as a terminal for passenger/car ferries, with Ro/Ro ramps. 
Queen Sofia Mole: 3,200 m. breakwater with dolphin berth for tankers. 
Depth of water 22 m. This allows berthing of ULCCs for repairs afloat, 
painting, underwater cleaning, etc. 

Mole EN-1: Length 520 m., depth 12m. For berthing vessels up to 
300 m. LOA. There is a Ro/Ro ramp and container handling facilities. 
A fertiliser bagging plant and conveyor system is in operation. 

Mole EN-2; Length 410 m., depth 12m. For berthing vessels up to 
200 m. LOA. Facility used by container vessels, general cargo vessels 
and occasionally passenger vessels (to be extended by 160 m. for 
Ro/Ro vessels). 

Mole EN-3: Length 440 m., depth 14 m. For berthing of vessels laying- 
up and under repair. 

CRANES: Floating crane with capacity of 70 tons and mobile cranes 
up to 125 tons capacity. 2x30 ton container cranes at Mole EN-1. 
BULK CARGO FACILITIES: Grain silo with 4 extractors. Rate 50 t.p.h. 
for each extractor. Draft alongside 32 ft. Cement silo with 2 extractors. 
STEVEDORES: Loading and discharging of general cargo can be 
carried out between 0800 hrs. and 0200 hrs. including Saturdays. 

Stevedoring labour works on a 6-hour shift system, 3 shifts per 
24 hours. The shifts commence at 0800, 1400 and 2000 hrs. 

Labour for the 0800 hrs. shift must be ordered by 0700 hrs., and for 
the 1400 hrs. and 2000 hrs. shifts on Monday to Fridays by 1300 hrs. 
Labour for all Saturday shifts must be ordered by 2000 hrs. on Friday. 
MEDICAL: Master should advise Agent if medical attention required on 
arrival. Hospital and ambulance services available day and night. 
Vaccination and inoculation available any time but notice should be given 
prior to arrival. 

TANKERS: No facilities for slop discharge. Crude oil tanker berth. There 
is a special berth for large tankers with a draft of 22 m. 

Each of the main oil companies have their own valve manifolds in pits 

inthe breakwater roadways. These manifolds are connected to the ship's 
manifold by hoses and, sometimes, hard pipe strung along the 
breakwater road. 
Berthing Procedures at Generalisimo Franco Mole: Tugs are made fast, 
using tug’s wires putting eyes over the bitts, before entering harbour. 
Good messengers are required to lift tug’s wires on board, especially if 
light ship. All ships have one tug on the hook forward, 1 tug on the hook 
aft and from 1 to 3 tugs alongside on the side away from the berth 
(usually port side). Communications between ship, tugs and mooring 
boat are effected by portable VHF sets carried by the Pilots, using 
Channel 11 or 6. 

On passing the Southern end of Dique del Generalisimo the ship 
makes a 90° turn to starboard and proceeds to berth. Ships are normally 
berthed head to wind and as this prevails from the N.E., most berthings 
are starboard side to the breakwater. If the wind is from a Southerly 
quarter the ship is swung off the berth before going alongside. 

The pilot boat follows the ship into the harbour and runs the head and 
stern moorings ashore. 2 head lines and 1 stern line are usually first 
ashore. At this time it is essential that the offside tugs are in a position 
to be able to retard the ship’s movement towards the berth. Spring lines 
are put ashore by heaving line. 

The ship is not spotted on to a hose handling point but is placed 
centrally between bollard numbers. Extension hoses and sometimes 
hard pipe are then used to connect the valve pit with the ship's manifold 
position. 

Cargo/Bunker Connections: All hose handling is achieved with the ship's 
derrick which should be topped ready before berthing. Hoses used for 
cargo discharge are 8 in. with normally ASA bolted flange connections 
but some companies use quick release couplings. Hoses for supply of 
bunkers are 6 in. or 4 in. with ASA bolted flange connections. 

Preparation of Manifold: Hose derricks to be lifted and plumbed for 1m. 


outside ship's rail. For cargo discharge 8 in. outlets should be prepared. 


Gangway: Ships must provide their own gangway. Because vehicles 
pass along the breakwater, gangways must be put out in a fore and aft 
direction or an accommodation ladder used. 
Cargo/Bunkers Handled: Esso imports IF180 and Marine Gas Oil. 
Marine Diesel Oil is imported by other oil companies. These grades of 
bunkers are available: 
Deballasting Facilities: None. 
Ullaging, Temperature, Water Finding: To be done after arrival in 
conjunction with a Shore Inspector. 
Cargo/Bunker Handling Facilities: Esso’s storage tanks are located at 
the shore-end of Dique del Generalisimo at the same elevation as the 
breakwater road. The tanks are connected to the berth as follows: 
1F180 by 2 pipe-lines (116 in., 1x12 in.), 3,500 m. long; Marine 
Gas Oil by 1 14 in. pipe-line, 3,500 m. long. 
Maximum back pressure on hoses 8.79 kg./sq.cm. Maximum 
discharge rate 1,200 t.p.h. Pipe-lines are uniagged but temperature 
pani between ship and storage is not more than 3°C on coldest 
lay. 
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If other ships require Fuel Oil bunkers during discharge of this grade, 
these are delivered via the 12 in. line leaving the 16 in. line for discharge. 

Bunker deliveries are made at 600/700 t.p.h. maximum. Normal rates 
200/500 t.p.h. All bunker deliveries are metered. Bunkers can be 
delivered by barge to ships at anchor by CEPSA, but arrangements 
must be made well in advance. 
Passing Traffic, Weather, Tide, Current Problems: No traffic or current 
problems. 

Maximum tidal rise 2.7 m. over datum. 

Whilst the weather is generally equable, wind from S.E. can cause a 
problem to ships with high freeboard due to lack of adequate breasting 
facilities. A close watch should be kept on moorings and weather 
conditions. 

Density of Dock Water: Full salt. 

FRESH WATER: Available at inner harbour mole delivered by hose at 
rate of approx. 50 t.p.h. per hose, while bunkering and/or loading/ 
discharging cargo. Also available by barge at anchorage. 

FUEL: Masters to include in messages to Agents amount, grade and 
viscosity of oil required, and name supplier, 48 hours prior arrival. 

Bunkers supplied 24 hours. Fuel oil, diesel and gas oil available ex- 
wharf, rate 1,000 t.p.h. 

GANGWAY/DECK WATCHMEN: Recommended. Arranged by Agents. 
Shipmaster’s Report: August 1990. 

Thieving on ships is very bad at present. Watchman can be crew 
member or shore watchman. He should be armed with some sort of 
implement. 

OPENING/CLOSING HATCHES: Performed by stevedores. 
CUSTOMS ALLOWANCES: No restrictions for tobacco, wine and/or 
spirits. 

IDENTIFICATION CARDS: Not necessary. 

CONSULS: The following countries have Consular Representations at 
Las Palmas: 


Argentina Greece Norway 

Austria Guatemala Peru 

Belgium India Philippines 
Bolivia Italy Portugal 

Brazil Japan Senegal 

Chile Korea Sierra Leone 
Colombia Lebanon South Africa 
Cuba Liberia Sweden 
Denmark Mauritania Switzerland 
Dominican Republic Monaco Syria 

El Salvador Morocco United Kingdom 
Finland Netherlands United States of America 
France Nicaragua Uruguay 


REPAIRS: All types of deck and engine repairs carried out afloat. 
DRY DOCK: Repair Wharf length 560 m. depth 8 m. — 12 m. Syncrolift 
platform, lifting power 9,500 tons, for vessels up to 175 m. length, 30 m. 
beam and 30,000 d.w.t. 5 mooring points of 180 m. and 2 of 220 m. 
SURVEYORS: The following Classification Societies have resident 
appointed Surveyors at Las Palmas: American Bureau of Shipping, Det 
Norske Veritas, Lloyd's Register of Shipping, Nippon Kaiji Kyokai, 
Registro Italiano Navale, Bureau Veritas and Germanischer Lloyd. 
REPATRIATION: All facilities for crew changes, by sea and air. 
AIRPORT: International Airport 26 km. South of Las Palmas. 

TIME: GMT in Winter. Summer-time is GMT plus 1 hour. 

HOLIDAYS: Local holidays: 24th June; 8th September. 

National Holidays: 1st January; 6th January; 19th March; 1st May; 
25th July; 1st November; 8th December; 25th December. 

Feast Days: Maundy Thursday (half-day); Good Friday; Ascension 
Day; Corpus Christi. 

Cargo handling during holidays and feast days; no stevedoring labour 
available from 2000 hrs. from day prior to Good Friday, Christmas Day 
and 1st January, until 0800 hrs. on following day. 
POLICE/AMBULANCEJFIRE: Police, 264431. Ambulance, 264473. 
Fire, 243100. 

TELEPHONES: Line connected to vessels alongside wharves from 
Harbour Board exchange if required. 

SERVICES: Underwater hull cleaning, painting, surveys are carried out 
in clear water in outer harbour. Compass adjusting, gyro repairs, radar 
repairs, etc. 

SHORE LEAVE: Permitted. For some nationalities, passes must be 
issued by Immigration Authorities. 

OFF-PORT TRANSFERS: 24 hour service throughout the year by 
helicopter and launch. 

Helicopter: Avicopter S.A. Helicopter Service, Edificio Esta J.O.P., 
Planta 3a Local, 303, Las Palmas de Gran Canaria. Tel: 270726, 
270727, 267986. Telex: 95173 Helic.E. Cable: Helicsa Las Palmas. 
Range: 80 miles. 

DEVELOPMENTS: A new Outer Breakwater is already in use. This runs 
North/South, parallel to the Generalisimo Franco Mole, and approxi- 
mately 1,000 m. to the East of it. The new breakwater is 3,200 m. long. 

The new harbour area thus created contains at the Northern end the 
Synchrolift drydock and repair installation which is already operational. 

This outer area of the harbour is protected from Southerly weather by 
a newly constructed jetty heading N.E. from the Southern point of the 
Generalisimo Franco Mole, and will in due course provide further Ro/ 
Ro ramps and also deep-water berths for large vessels. 

AUTHORITY: Port Commandant, (Comandancia de Marina) and Chief 
Engineer of the Port (Ingeniero Director del Puerto). Tel: (3428) 261150. 
Telex: 96004 JPLUZ E. 

AGENT: Afronaves, S.A., Juan de La Cosa 25, P.O.Box 2595, Las 
Palmas, Canary Islands. Tel: (34 28) 276953, 220208, 277305.(After 
office hours 694872, 698354). Telex: 96528 Afrn E. Fax: (34 28) 276883. 
Cables: Afronaves Las Palmas. 


SANTA CRUZ DE TENERIFE: 28.28 N. 16.14 W. 
(See Plan) 


DOCUMENTS: 

6 Crew Lists. 

6 Passengers in Transit Lists. 

8 Passengers Landing Lists. 

7 Cargo Landing Manifests. 

2 Stores Lists. 

1 International Health Declaration. 

1 Free Pratique. 

{fo passenger or cargo landing, must present negative declarations. 
PILOTAGE: Compulsory. Recommended give Agent 48, then 24 hours 
notice of ETA. Contact Pilot station by VHF Channels 14 or 16. Pilot 
station located at shore end of Muelle Norte. Pilot boards up to 2 miles 
off extreme end of Muelle Sur. In daytime pilot cutter identified by blue 
flag with white “P” superimposed; night-time, red and white light. When 
pilot cutter unable proceed out of harbour due heavy weather, Pilot 
awaits in lee of extreme end of Muelle Sur. Pilots called by VHF when 
entering (Channels 16 and 14); on sailing called by local Agent, or by 
VHF Channel 16 or 14. 

ANCHORAGE: Vessels proceeding to anchorage are conducted by 
Pilot. Anchorage outside breakwater in depths 10 — 40 fathoms. 

MAX. SIZE: Floating pipe-line terminal at Honduras, up to 240,000 d.w.t. 
Dolphins, up to 45,000 d.w.t. 

Dique del Este (new part), 700 m. long with 300 m. LOA limitation, 
draft up to 60 ft. 

HEALTH: Free Pratique not granted by radio. “Q" Flag must be flown 
until vessel cleared inward by Port Health Authorities, which procedure 
is very quick. If suspected disease or fever on board, Agent or Port 
Health Authorities must be notified by radio. 

RADIO: Tenerife Radio — call sign EAT working frequency 472 kHz. 
Short-wave EAT 3 working frequency 1930 — 0830 hrs., 8742 kHz. Short- 
wave EAT 4 working frequency 0830 — 1930 hrs., 13092 kHz. Radio 
telephone call sign “Tenerife Radio” working frequency 1740 kHz. 

There is a 24 hour telephone link with vessels within 100 miles range, 
which vessels may utilise by calling Tenerife Radio on VHF Channel 16 
for connection to Agent's telephone number. 

TUGS: Join vessels entering approximately 0.5 miles to 1 mile from 
extreme end of Muelle Sur. Use of tug’s lines optional, but when supplied 
by the tug, extra charges incurred. Use of tugs not compulsory. 

Tugs normally available: Guimar 1,600 h.p.; Tarifa 2,300 h.p.; 
Algeciras 3,200 h.p.; Coria 3,200 h.p.; El Guanche 2,850 h.p.; Gran 
Canaria 2,850 h.p. 

BERTHING: 

Dique del Este: 960m. length, depth alongside 16.0m. — 19.5 m.; 
294m. length, depth alongside 12m. Quay used by tankers, bulk 
carriers and container vessels. Water and bunkering facilities available. 
New Container Base (South Dock): Length 450 m. Depth alongside 
10m. Gantry cranes up to 35 tons available. 

Dique Muelle Sur: 803 m. length, depth alongside 12 m.; 213 m. length, 
depth alongside 10m.; 638m. length, depth alongside 8.00 m. 
Bunkering and fresh water connections available. Quay used by 
passenger vessels and vessels bunkering. 

Muelle de Ribera: 412 m. length, depth alongside 10 m.; 131 m. length, 
depth alongside 9.5 m.; 295 m. length, depth alangside 8 m., 314 m. 
length, depth alongside 7 m. There are 5 Ro/Ro berths. Bunkers and 
fresh water available. 

Fishing Harbour: Total length 1,850 m. Depth alongside 6 m. Bunkers 
= supplied by road tanker and water available at certain points along 
the quay. 

pete Norte: 103 m. length, depth alongside 8 m. Bunkers and water 
available. 

Container Terminal (N.E. Dock): Length 420 m., depth alongside 10 m. 
Honduras Mole: Length 90 m., depth alongside 8 m. 

Dolphin Berth: Length 90 m., depth alongside 10 m. 

CRANES: 

Muella de Ribera: 3x6 ton, 1x40 ton and 8x3 ton Portal cranes. 
Muelle Norte: 2x6 ton electric Portal cranes. 

Dique del Este: 230 ton electric Portal cranes. 

Container Terminal (N.E. Dock): 130 ton gantry crane. Mobile cranes 
180 tons and 125 tons available. 

Floating Cranes: 180 ton. 

BULK HANDLING FACILITIES: Grain silo situated at entrance to East 
Mole, max. discharge rate per extractor, 200 t.p.h. Two extractors 
available and can work 24 hours a day. It is only used for government 
department imports. All other shipments are discharged by grabs at the 
South Mole. 

STEVEDORES: Monday to Saturday gangs ordered at 0600, 1200 and 
1800 hrs. On Sunday there is only one shift from 0800 — 1400 hrs. and 
gangs for Sunday work must be ordered at 1300 hrs. on Saturday. 
Telegraphic information from Masters to be despatched 48 hours prior 
arrival giving first ETA. Gangs work three 6-hourly shifts, viz. 0800 — 
1400 hrs., 1400 — 2000 hrs., 2000 — 0200 hrs. Fourth shift from 0200 — 
0800 hrs. by special request. Orders to be made by 1900 hrs. 
Allnecessary gear supplied by stevedores. 

MEDICAL: Masters to advise by radio if medical attention required on 
board. Yellow fever inoculation possible in daytime subject prior 
Notification. 

TANKERS: Local refinery (Compania Espanola de Petroleos SA) have 
ample couplings, hoses and reducers. Slop facilities available. Tankers 
up to 240,000 d.w.t. discharge at Floating Pipeline Terminal at Honduras 
Buoy Zone. 

Loading terminals situated at Dique del Este; at Puerto Honduras 
(used mainly for LPG and refined spirit loading) for 45,000 d.w.t.; and 
2berths at extreme end of Muelle Sur. 

DENSITY: About 1025. 

FRESH WATER: Available at all berths, delivered by hose any time day 
or night. Water barges available 24 hours to supply vessels at 
anchorage, 500 tons and 400 tons capacity. Night-time at extra cost. 


CANARY ISLANDS 


FUEL: All grades available from CEPSA (cables “Spanoil Madrid" 
and/or “Tenerife”). Fuel available at all berths, average rate of loading 
500-600 t.p.h. Bunkers at anchor can be supplied by bunkering barge 
Mayorga, 1,400 tons capacity, or Spabunker, 6,000 tons fuel; 1,500 tons 
gas oil. Notice required for refuelling 72 hours, to be confirmed at 
48 and 24 hours before arrival. 

Also see “Shipmaster's Report”. 
FIRE PRECAUTIONS: All tugs equipped fire-fighting equipment 
including foam and 4 water/foam monitors. Refinery well equipped with 
shore fire-fighting equipment, including mobile foam trucks. 
CONSULS: 


Austria Finland Norway 
Belgium France Peru 

Bolivia Germany F. R. Portugal 

Brazil Italy Sweden 

Chile Liberia United Kingdom 
Colombia Monaco Uruguay 

Costa Rica Netherlands Venezuela 
Denmark 


REPAIRS: NUVASA offer a synchro-lift, lifting capacity 2,000 tons, and 
vessels up to max. 83 m. LOA can slip at their yards, where there is 
space for 14 vessels at a time. Docking can be effected day and night. 
Also available is a floating dock with 6,000 tonne capacity. 

Their workshops can carry out major repairs to ships afloat, including 
engine and boiler work, and is equipped with modern machinery. 
SURVEYORS: Lloyds, ABS, NKK, RIN, BV, GL and NV available from 
Las Palmas. BV and GL in Santa Cruz. 

GANGWAY/DECK WATCHMEN: Available but not compulsory. 
HATCHES: Normally opened by crew, stevedores lifting beams. If whole 
operation carried out by stevedores, extra charge possible. 
CUSTOMS ALLOWANCES: Free port, no restrictions in force. 
REPATRIATION: All facilities available for repatriation and crew 
changes. Daily air flights to Madrid and Europe. 

AIRPORT: “Reina Sofia” International Airport situated 65 km. from port, 
served by Iberia, KLM, Air France, Lufthansa, British Airways and others. 
Daily flights to and from most European capitals. 

TIME: GMT in Winter, GMT plus 1 hour in Summer. 

HOLIDAYS: Local holiday: May 3rd. National holidays: January 1st, 
January 6th, March 19th, Maunday Thursday, Good Friday, May 1st, 
Corpus Christi, July 25th, August 15th, October 12th, December 8th, 
December 25th. 

POLICE/AMBULANCE/JFIRE: Police 091; Ambulance 241502; Fire 
220080. 

TELEPHONES: Facilities exist for connecting telephones on board. 
SERVICES: Underwater hull cleaning, tank cleaning-compounds (Basic 
Chemicals, etc.), compass adjusting. 

Passenger Transport: 8 special craft are available which listen out 
permanently on Channel 16 VHF. 

Transport, Victualling, Lubricants, etc.: There is a fleet of craft operating 
24 hours a day for this pupose. 

Cleaning of Hulls and Painting Afloat: The company RETRASUB using 
the Scamp. system operates, and has special craft for hull painting. 
Sick Persons: Brought ashore in small craft, and there are ample medical 
and surgical services available in Tenerife. 

Disembarkation of Crew, Technicians etc.: The airports of the island 
provide wide international coverage for moving crews, etc. 

Waiting for Berths: Very reduced tariffs are applied to vessels waiting 
on stand-by in the anchorage. 

SHORE LEAVE: No restrictions, except for Crew members of East 
European countries, who must obtain Identification Cards from local 
Immigration. 

IDENTIFICATION CARDS: Not required. For citizens of East European 
countries local Immigration will deliver Identification Cards, which should 
be returned to Agent before sailing. 


SHIPMASTER’S REPORT: April 1988. 

Vessel called for bunkers only. On contacting pilot station, the vessel 
was given a position to anchor outside the breakwater. The pilot station 
is to be informed after anchoring. The bunker vessel is fitted with a flow 
meter and the amount of bunkers supplied is ascertained by the same. 
The Agent boarded the vessel promptly and took care of all the 
formalities and issued Port Clearance. If a vessel stays for over 6 hours, 
additional charges are to be paid. On sailing, the pilot station is to be 
informed. 


AUTHORITY: Junta del Puerto de Santa Cruz de Tenerife, 
Avenida Francisco la Roche No.49. Tel: 922-27-78-50. Telex: 92077. 
FAX:(922) 27-12-25. Contact: Luis Lara Rubido, Port Director. M. Pintor, 
General Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Republic of Cape Verde 
PALMEIRA BAY, Sal Island: 16.45 N. 22.59 W. 
(See Plan) 
DOCUMENTS: 
5 Crew Lists. 


2 Stores Lists. 

2 Personal Effects Lists. 

1 Health Declaration. 

1 Derat Exemption Certificate. 

1 Vaccination List. 

1 Statement of Ports of Call from Last Loading Port. 

3 Bills of Lading. 

2 Certificates of Quality (2 from each shore tank at load port). 

3 Certificates of Quantity. 

2 Cargo Manifests. 

1 Ship Particulars Paper (local supply). 
PILOTAGE: Accurate ETA advice is essential, as the Mooring Master 
and Pilot have to leave St. Vincent over 12 hours prior to the vessel's 
arrival at Sal. Close radio contact must, therefore, be maintained with 
St. Vincent. If difficulty is experienced in contacting St. Vincent, 
messages can be passed via Lisbon Radio. Sal Terminal can be 
contacted on VHF Channels 16 and 13 and by SSB radio. 

Shell, St. Vincent, send a Mooring Master from St. Vincent who will 
berth the vessel and remain onboard until departure. 
ANCHORAGES: Position: Lat. 16° 44’ 47” N., Long. 22° 59’ 37” W. 
Sandy bottom. Pilots recommend NOT to anchor during hours of 
darkness, especially in the months December/March when heavy swell 
may be encountered. 
RESTRICTIONS: Heavy swell occasionally closes port from December 
1st to March 31st inclusive. 
RADIO/VHF: Arrival displacement to be stated in ETA message. Also 
see “Pilotage”’. 

Mooring Masters have portable VHF sets for communication to shore 
during berthing and discharging operations. 
BERTHING: Length of pier 112.0 m. Depth alongside 4.10 m. (seaward 
60 m.), 2.00 m. (next 33m.) and 1.00 m. (Inner 22 m.) Width of pier 
25 m. — 22 m. Berthing possible on one side only. 
TANKERS: A four-buoy (2 forward and 2 aft) sea berth for the supply 
of refined products to the Airfield on Sal Island, located in Palmeira Bay. 
Ship drops port anchor in marked location and pays out approx. 
7 shackles cable. Three good ropes are required for each buoy. Shore 
wires are used when swell present. Bottom is stone and rock with some 
sand patches. Berthing is impracticable in strong South to North West 
winds which occur usually during winter months. 

Engines should be kept ready at all times. The months December/ 
March particularly critical. 
Discharging: Shore gang connect hose, however, ship supplies winch 
driver. Connection is made amidships on starboard side. 1 <8 in. flexible 
hose to an 8 in. submarine pipe-line (length approx 1,000 m.) Max. back 
pressure 150 Ibs./sq.in. 
Products Handled: Mogas, Kerosene and Avtur. First product Mogas 
and last product Avtur. 
DENSITY: 1025. 
FRESH WATER: None. Nearest at St. Vincent. 
FUEL: None. Nearest at St. Vincent. 
REPAIRS: None. 
GENERAL: A Customs Officer, the Mooring Master and Pilot remain on 
board during stay in port. 


SHIPMASTER’S REPORT: November 1987. 

Charts: BA. Charts 366 and 369. 

ane Vessel discharged 6,200 tonnes of Jet A-1 to Shell Cabo Verde 
ARL. 


Documents 

4 copies Crew List. 

1 copy Stores List. 

1 copy Ports of Call List. 

1 copy Vaccination List. 

1 copy Crew Declaration. 

Cargo documents from loading port. 

Approaches: At night port is easily identified and two sets of leading 
marks which are visible at a useful distance. In daylight tanks and 
freezing plant are conspicuous and within 2 miles leading marks can be 
identified. 

Communications: Telex via Portishead Radio to Shell St. Vincent was 
no problem. Once within 40 miles of the port VHF contact was 
established on Channels 16 and 13. 

Restrictions: Vessels may not berth at night. 

Pilotage: Pilotage not compulsory. If Pilot required he is sent by Shell 
from St. Vincent. 

Berthing: The Pilot boards from small boat one mile West of mooring 
buoys. He is accompanied by the Shell Mooring/Loading Master who 
used to do the pilotage before Independence and now advises the pilot 
who advises the Master. 

Approach was taken very easily with minimum number of engine 
movements and the light NNW wind blew the ship into the berth easily. 

Two boats pick-up the first lines, 2 lines from each bow and 2 lines 
from each quarter, the ship is then snugged into position (see “Plan’’). 
One more line is sent to each buoy to complete the tie-up. Lashings are 
required only for the last line on each buoy, the others being shackled 
on. 

In rougher weather the port anchor is used to assist. 

Letting go was simple as an off-shore breeze blew us out to sea as 
soon as we let go and it was just a matter of turning the ship round. 
Discharging: Through 1 x 8 in. hose. Ship provides winch driver. Shore 
gang pick-up and connect to manifold. Shore gang, which was excellent, 
consists of 6 to 8 local men who stay on board throughout the discharge. 
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Throughout the discharge the Loading Master and one Customs 
Officer remain on board. 

The pilot will return if weather deteriorates. 
General: 
Stores: Lobsters from the local freezer plant can be purchased when 
available for $7.0 per kilo. They average 1.5 — 2.0 kilos each. 
Berth information: 
Operator: Shell Cape Verde SARL. 
Density: 1025. 
Distance from Pilot to berth: 1 mile 
Controlling depth in approaches: 46 ft. 
Maximum permissible draft in approaches: 40 ft. 
Depth of water in berth: 46 ft. 
Maximum permissible draft alongside: 40 ft. 
Maximum dimensions permissible alongside: 

1st April — 30th November 1st December — 31st March 
(m.) (m.) 


Length 183 175 

Beam 21 21 

Draft 12.5 11.54 

Vessels are berthed/unberthed at night except in Winter months with 
high winds. 


Fresh Water: Not available. 

Fuel: Not available. 

Tugs: Not available. 

prrornOR Area: To South and seaward of berth but not recommended 
y pilot. 

Number of loading/discharge hoses: One. 

Size of hose: 8 in. 

Max. rate: 400 t.p.h. 

Maximum pressure allowed: 150 p.s.i. 

Length of Pipeline: 3,150 ft. 

Slop possibilities: Only for changing grades. 

Repair Facilities: None. 

Veritas or Lloyd’s Representation: None locally. 


AUTHORITY: See “Porto Grande”. 


PORTO GRANDE, St. Vincent: 16.53 N. 25.00 W. 
(See Plan) 


PORT LIMITS: Inside of a direct line running from Pta. Joao Ribeiro to 
Pta. do Morro Blanco. 
aed Porto Grande at Lat. 16° 52’ 55” N., Long. 25° 00' 25” W. City: 
Mindelo. 
HARBOUR: Porto Grande is a natural semi-circular harbour sheltered 
and safe, facing island of Santo Antao over a channel approximately 
10 miles wide at nearest points. In this channel but nearer St. Vincen! 
is the rock of II|heu dos Passaros on which is a lighthouse. Entry to 
harbour is from North to South. Weather conditions throughout year 
usually good to excellent. 
DOCUMENTS: On arrival Masters should hand to Agent: 

3 Crew Lists. 

3 Passenger Lists. 

1 Maritime Health Declaration Certificate. 

1 Copy Stores List. 

Port Doctor will also wish to sight ship's Derat Certificate. 

When discharging cargo a minimum of 5 copies of Bill of Lading an¢ 
5 copies of Manifest are required. No special form for Passenger Lists 
and Crew Lists, and those in general use by the vessel will be accepte¢ 
PILOTAGE: Radio notice of ETA must be sent by Master to Agent a 
least 48 hours before arrival. Pilot boards mid-way between Bird Island 
(lIheu dos Passaros) and the Quay. The Pilot prefers to use pilot ladder 
Signal for Pilot is 2 long and 1 short blast on ship's whistle. However 
sound signals prohibited between 2000 hrs. and 0800 hrs. local time 
Time between Pilot boarding to vessel's anchoring or berthing at piers 
is 10 to 45 minutes. See “Radio”. 
Important: The Harbour Master requests Masters not to anchor if 
harbour before Pilot on board. Pilots available day and night. Pilotage 
compulsory for all vessels entering harbour for anchoring, or berthing 
When sailing, pilotage not compulsory for vessels which anchored if 
harbour. Pilotage compulsory for all vessels berthing and unberthing @ 
piers. 
ANCHORAGE: Anchorage berth in 4 to 20 fathoms. 
MAX. SIZE: The harbour of Porto Grande can accommodate vessel 
up to any size. Also see “Berthing” and “Tankers”. 
HEALTH: Free Pratique can be obtained before arrival on applicatior 
by radio to Guarda Mor (port doctor) of Sao Vicente de Cabo Verde 
confirming that crew are in good health. The port doctor, howeve' 
usually boards vessel on arrival in company with Police and Customs 
Guards, in order to provide any medical assistance which may bé 
required. Crew and passengers should be in possession of Vaccinatio’ 
Certificates. Production of these certificates will not, however, be calle? 
for unless there is a very good reason for doing so. 
RADIO: Advice of ETA should be sent by radio to Agents at leas 
48 hours prior to entering port. Bunker and water requirements, if any 
should also be requisitioned in same message. Cash to Maste! 
provisions, cigarettes, spirits, etc., should be also added. ETA messag 
should also advise number of hatches to be worked and number of ton 
in each hatch. 

St. Vincent radio operates on CQA — 500 kHz and 8.738 MHz 24 hous 
a day — working frequency 435 kHz on 8 MHz. Listening every 2 hour 
over the hour and again each half hour on the hour. Pilot station mé 
be contacted on VHF Channel 13 and 16. 
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BERTHING: 
Pier No. Max. Depths Length of Pier 
(m.) (m.) 
hy 11.50 310.00 
2 11.50 310.00 
3 9.50 160.50 
4 9.50 160.50 
5 8.50 90.00 
6 6.50 122.00 
7 4.50 61.50 
8 3.50 106.75 
9 3.50 40.00 
10 4.50 100.00 
11 5.50 100.00 


(‘This pier is open to the sea and usable subject to prevailing winds 
and swell). 

Floating and suspended fenders are available at the piers. Suspended 
fenders are each of 3 lorry tyres, 3 ft. wide with a diameter of 2 ft. 6 in. 
suspended at intervals of 70 ft. Floating fenders are of 5 tyres with a 
wooden core and are 4 ft. 6 in. long and 3 ft. 6 in. in diameter and are 
placed at intervals between the suspended fenders. Cruising vessels 
normally berth at Pier No. 2. Max. draft 33 ft. 

Height of Pier No. 2 above sea level approximately 2 m. Vessels moor 
port side to pier. No shore gangways available. Cruising vessels with 
drafts too deep to berth alongside piers can anchor in harbour about 
1,250/1,500 m. distance from Custom House Pier where passengers 
may land. Ship's launches must be used for the transport of passengers 
to and from shore. With tug assistance vessels may berth or unberth at 
any time of day or night at Pier Nos. 2, 3 and 4, but in adverse weather 
or other adverse conditions berthing at night may be prevented. Berthing 
and unberthing at night at other piers generally not possible. 

CRANES: 1 heavy lift floating crane, max. lifting capacity 60 tons. 
STEVEDORES: If quantity for loading or discharging is of 10 tons or 
under, and in comparatively small parcels, then cargo can be loaded or 
discharged using the only small lighter available for vessels at 
anchorage. If larger quantity to be handled vessel must berth alongside 
quay. In both instances ship's tackle must be used. Discharging rate for 
bagged cargo, i.e. flour, rice, etc., is about 30 t.p.h. per hatch. In all 
cases vessel's derricks and winches are used. There are no lighters 
available, therefore as described above all cargo in excess of 10 tons 
must be loaded or discharged at the piers. The opening/closing of 
hatches is the responsibility of the crew on board, but can be done by 
the stevedores by arrangement with the Master under the supervision 
and responsibility of the ship's officers. 

TANKERS: Max. length 775 ft.; max. draft 36 ft. Underkeel clearance 4 ft. 
Max. d.w.t. 53,000 tons. 

Discharge effected by barge from starboard side of tanker at 
anchorage, also through submarine pipe-line in harbour at: Lat. 16° 53’ 
30" N., Long. 25° 00’ 50” W. length of line, 1,000 m.; diameter, 20 in.; 
Buoy Berth; hoses 12 in.; number of hoses, 7; position of hose 
connections, midships starboard side; Max. rate per hour, 2,000 tonnes; 
density of water at berth 1025. 

Submarine Pipe-line Buoy Berth: Tankers moored to 1 forward buoy 
and 3 stern buoys. Tanker also uses port anchor which is dropped before 
tying up to buoys. Nature of bottom is coarse sand and gravel. Berthing 
at buoys carried out 24 hours a day and port tugs of up to 1,200 h.p. 
used always on berthing and on unberthing according to weather 
conditions. 

Cleaning Tanks: 50 miles from shore only. 

Gas Freeing: At present no facilities available. 

FRESH WATER: Can be supplied at anchorage or at piers or ex-lighter 
day or night. Water suppliers request at least 48 hours’ notice giving 
quantity required. A minimum charge covering costs of supply of 20 tons 
ismade on supply for under that quantity. To supply over 750 tons during 
a 12 hour stay in port with 2 lighters, giving between 25 to 50 t.p.h per 
hose, would be difficult. Connections of hose couplings from water 
barges are 3 in. male, 11 threads per inch. 

FUEL: Oil bunkering carried out ex-lighter at anchorage at rate of up to 
300 t.p.h. dependent upon speed at which vessel can receive. Both fuel 
and diesel oil bunkers can be supplied at the piers. Gas oil can be 
Supplied in drums to vessel at anchorage or in bulk ex-pipe-line on piers. 
All bunkering at anchorage ex-barge takes place on starboard side of 
oral, Supplier: Empresa Nacional de Combustiveis. Telex: 86 Enacol 


if 

CONSULS: 
Belgian (Vice-Consul) 
Danish (Vice-Consul) 
Netherlands (Vice-Consul) 


Norwegian (Consul) 
Swedish (Vice-Consul) 
Venezuelan (Belgian Consul 

acts in a friendly capacity). 
REPAIRS: The St. Vincent ship repair yard, situated at Matiota at Porto 
Grande of St. Vincent, has been completed. 

It is constructed on an embankment and protected from the sea by 
the cliffs and is fitted out with modern installations, well equipped and 
endowed with specialised personnel, who will be able to execute any 
fepair work on ships up to 6,000 d.w.t. 

The elevator system is of slipway type with lateral transference to the 
fepair parks equipped with an elevator platform of 95 m. length and 
18 m. width and capacity of 2,800 tons. It has 6 dry repair posts. There 
'S space for 1 more repair post in future. 

A pier with a length of 110m. is situated at the West front and is 
®xpected to receive ships of about 6,000 d.w.t. It is used for ship repairs 
that do not need the dry dock. 


The depth along the pier and in the manoeuvring zone is about 6 m. 


On shore besides all buildings for the services of storage, the 
Necessary repair shops for the repairs are fitted out with modern 
&quipment. 

GANGWAY/DECK WATCHMEN: Two Maritime Police are always in 
attendance and are compulsory. 

CUSTOMS ALLOWANCES: Tobacco and Wine and/or Spirits, no 
festrictions within reason. 


CAPE VERDE, Republic of 


REPATRIATION: Facilities exist for effecting crew changes by air, but 
recommend that Lisbon be contacted by Owners for crew making flights 
into Sal Island in order to join vessel St. Vincent. Agents should also be 
informed to make necessary arrangements for flight on local plane from 
Sal Island to St. Vincent. All crew travelling to Cape Verde must have 
transit visa issued by Consul in country of origin. All crew, except cases 
for hospitalisation, must be in possession of a passport before police 
will permit them to disembark for repatriation. Crew possessing valid 
Passports or Seaman's Books can land in Cape Verde for medical and/ 
or hospital treatment or for repatriation to country of nationality provided 
it is country with whom Cape Verde has diplomatic relations and 
provided Agents of vessel take full responsibility on behalf of Owners 
for all expenses. 

AIRPORT: Airport served by Dove planes for inter-island service only. 
20 flights a week in and out of St. Vincent, 4 direct from Praia and 6 via 
Sal Island inwards. 5 via Sal and 5 direct Praia outwards. Main Airport 
is at Sal Island where 5 flights a week by Boeing 727 call to and from 
Lisbon. At Sal Island the only hotel is situated at the Airport. 

TIME: GMT minus 1 hour all the year round. 

HOLIDAYS: New Year's Day (1st January); National hero’s day (20th 
January); St. Vincent's Day (22nd January); Women Day (8th March); 
Workman Day (1st May); Children's Day (1st June); National 
Independence Day; (5th July) Nationality's Day; (12th September); 
Christmas Day (25th December). 

Although offices closed on holidays, loading and discharging of 
vessels not generally affected. 
POLICE/DOCTOR/AMBULANCE/FIRE: Contact police on board or 
local Agent. 


SHIPMASTER’S REPORT: July, 1984. 

Pilotage: Pilot boards 0.5 miles from end of breakwater. 

Anchorage: Vessel anchored with Mohle No. 2 Light bearing 068° 
distance 0.5 miles. 

Restrictions: Vessel may enter day and night at any stage of the tide. 
Tugs: 2 tugs available. Docking and undocking possible without the 
assistance of tugs. 

Radio: Sao Vicente de Cabo Verde. 

VHF; Pilot on Channel 16. Port Authority on Channel 15. Agent on 
Channels 16 and 15. 

Documents: 

3 copies Crew List. 

1 copy Stores List. 

Maritime Health Declaration. 

Facilities: The following facilities are available: Fresh water. Fresh 
provisions in limited quantity. Repair facilities. Dry docking facilities for 
vessels up to 11 m. draft. Machine shop. Lloyd's Surveyor and Salvage 
Surveyor. Laundry service. Telex. Bunker fuel oil and diesel oil. Doctor 
and hospital. 

Ce Vessel berthed at Berth No. 2 (Molhe No. 2). Length of quay 
1,000 ft. 

Depths: Depths at N.E. end 37 ft. and at S.W. 43 ft. Least depth of 

water in channel from sea to berth is 44 ft. Mean tidal range 0.8 m. 
Bottom mud. Density 1025. 
Cargo Handling Facilities: Cold storage capacity 24,000 tons. 
No Ro/Ro and bulk handling facilities. No quay cranes on the main quay. 
Floating quay available. Fork lift trucks available. No handling equipment 
or storage facilities for containers. 


AUTHORITY: Direccao Geral da Marinha e Portos, C.P.7, Mindelo, 


Republic of Cape Verde. Tel: 314492, 314144. Telex: 3032 Marpor CV. 
Contact: Jaoa Baptista Brites, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Cayman Islands 


CAYMAN BRAC (See Plan) 


SHIPMASTER’S REPORT: February 1979. 
Cayman Brac - Lightering Area 
Chart: British Admiralty 462. 
Radio: Very weak VHF only Channels 16, 10, 6. Call — “Cayman Energy” 
Agent recommends using Curacao (PJC) for ETAs, etc. 
Boarding Positions: 

No. 1: Lat. 19° 46’ N., Long. 79° 46.5’ W. 

No. 2: Lat. 19° 40’ N., Long. 79° 53’ W. 

Documents: 4 Crew Lists, 3 Stores Lists, 3 Personal Effects Lists, 
2 Vaccination Lists, Clearance from Last Port, Cargo Manifest and 
Health Declaration (supplied). 

Pilots: Mooring Master boards service vessel, STBL. 2 Pilots, 
2 Assistants and 2 Riggers (for fenders). The above 6 men require 
accommodation on board. 

Mooring: According to Operators “Cayman Energy Ltd.”, can be carried 
out anytime day or night. 

Cayman Energy Ltd., based in New York, are the operators of the 
transhipment operation. The local Terminal Manager and Senior 
Mooring Master resides on Cayman Brac and usually carries out the 
berthing operation from the service vessel. Ship to ship transfers 
commenced in 1977, future developments include the construction of a 
Transhipment Terminal on Little Cayman using SBMs, this project 
should come into operation late 1979. 

The berthing procedure is straightforward and based on the ICS Ship 
to Ship Transfer Guide. On this occasion, Texaco were using vessels 
of about 45,000 d.w.t. as service vessels. These ships are in the region 
of 20 years old and have no modifications for this work. The Officers 
and crew of these vessels were mainly Italian and well practised in ship- 
to-ship transfers. 

Upon completion of mooring, the Mooring Master departs and the 
Pilots remain on both vessels in an advisory capacity. 2x10 in. hoses 
are connected by the respective crews, the shore riggers assisting. 
Communications between the two vessels is by VHF. 

During the transfer operation, the vessels are expected to remain 
within 4 to 5 miles from the island and the service vessel kept in the lee 
of the STBL. This entails maintaining a proper bridge watch and frequent 
use of the engines. The currents invariably set away from the island and 
can be quite strong at times. The winds during the latter part of January 
were extremely variable in both direction and force. 

The Texaco practice of the STBL taking dirty ballast from the service 
vessel whilst reducing the risk of pollution, poses stress problems and 
also requires strict supervision of line draining between each operation. 
Ideally, water dips and ullages should be taken prior to and after the 
deballasting. 

Unberthing is carried out by the Mooring Master whilst both vessels 
are drifting. The off-loader is put on the weather side of the STBL. This 
practice is questionable in winds over 15 knots — the movement of the 
smaller vessel together with reduced freeboard causes difficulties with 
the fenders. 

The average berth time for each vessel is approximately 30 hours, 
the number of off-loaders for a ship of this size is five. If a safe and 
efficient operation is to be maintained throughout the period it is essential 
that two additional deck officers be available for cargo watch purposes. 


SHIPMASTER’S REPORT: January 1980. 


Cayman Brac -— Little Cayman (See Plan) 
Communications: ‘‘Cayharb Cayman Brac” via Slidell Radio WNU (see 
“Admiralty Radio Signals Volume 6"). 
Via VHF Channel 16: 
“Cayman Energy” (good reception) 
“Cayman Pilots” (via ship where the Pilot is at the time) 
“Cayman Harbour” (weak signal) 
Pilot Boarding Station: 
Lat. 19° 43’ N., Long. 79° 53’ W. or Lat. 19° 40’ N., Long. 79° 53’ W. 
Note: This position may change with seasonal weather conditions. 
The position is also used for Port Officials who request accommodation 
ladder in light condition but accept air pilot hoist or pilot ladder in loaded 
(tanker) condition. 
Documents Required: 4 Crew Lists, 4 Cholera Immunisation Lists, 
4 Stores Lists that include Stores, Narcotics, Bond, 4 Cargo Manifests, 
4 Crew Declaration Lists. 
Bond: Bonded Stores locker remains unlocked and issues may be made 
to the crew for onboard use only. 
Postal Address: Cayman Harbour Corporation Ltd., Stake Bay, P.O.Box 
50, Cayman Brac, Cayman Islands, British West Indies. 
Facilities Available: Food, some stores, fresh water limited from tug. 
Bunkers: Via lightering tanker ordered via Owners/Charterers. 
Medical: Doctor can board ship at any time. 
Hospital: Available. 
Derat Certificate: No renewal certificate available but a letter of 
acceptance of renewal for Cayman Brac is issued. 
Shore Side Facilities: Cayman Brac: Shops, hotels, post office. Little 
Cayman: Clubs (tourists). Fishing when in soundings. 
Anchorages (under Pilots guidance): 
Off Western end of Cayman Brac up to 57 ft. draft. 
Off Little Cayman up to 69 ft. draft. 
Currents: Variable, depending on season and weather. Ships 
experienced very little set and drift North of Cayman Brac 1.5 mile — 2.5 
mile distance, other times over 2 knots. Generally N.W. direction. 
Stronger South of Islands. 
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Ship-to-Ship Cargo Pumping Operations: Cayman Energy Corporation 
Ltd. Tug: “Cayman Energy”. Mooring ship to ship — see Plan. Fibre 
mooring lines instead of wire preferred. Operations under way, under 
guidance of Pilot/Loading Master. Ships separated by floating fenders 
supplied by Cayman Energy Corporation. Pumping may continue when 
ships are manoeuvring dead slow. Fenders remain alongside between 
lighterings and it is possible to manoeuvre up to 7 knots. Smaller vessel 
is moored on the lee side of discharging vessel (the larger one). 

Pilot plus 4 assistants remain onboard for the duration of all cargo 
lightering operations but may be relieved if lighterings are prolonged 
ones. 

Shore leave for ship's crew is possible via pilot boat or “Cayman 
Energy”. 

Cayman Brac Airport: Flights to Grand Cayman and then overseas. 


SHIPMASTER’'S REPORT: November 1980. 


Vessel (230,000 d.w.t.) arrived at Cayman Brac for 2 to 3 months storage 
and lightening operations. No information or charts were on board prior 
to arrival. 

Cayman Brac is a small island about 12 miles by 1.5 miles and is 
used solely for lightening operations, a maximum of 4 pairs of ships 
being handled at one time, but usually only 2. 

There are 2 Pilot and Port Official Boarding Areas, North Boarding 
Area Lat. 19° 43’ N., Long. 79° 53’ W. and South Boarding Area 
Lat. 19° 40’ N., Long. 79° 53’ W., the choice depending on the wind 
direction. If no chart on board Cayman Brac can be approached to within 
1 mile at any draft. There is no proper harbour, the launches have to 
be boarded from the beach using small boats, the launches remaining 
at moorings some distance offshore which can make transfer difficult in 
bad weather, especially for heavy stores. 

There are no stores available on Cayman Brac, all stores have to be 
flown in from Grand Cayman or from Tampa, Florida. There is no official 
shipchandler on Cayman Brac although the Agent will assist vessels 
requesting small amounts of stores. We were informed by other vessels 
that usual method of obtaining large stores was to arrange for a supply 
by container direct from Tampa, Florida to the ship using a small coastal 
freighter. Other ships had stored at Barbados on the way in and way 
out. All stores are very expensive. 

On arrival at Cayman Brac contact was initially made with “Cayman 
Brac Pilots” on Channel 16. However the call sign “Cayman Brac Pilots’ 
is not usually used as this is in fact “Cayman Energy” who organise all 
Pilots, launch services and lightening operations. “Cayman Energy” is 
run by Captain H. Banks who appears to man the shore VHF station 
24 hours a day, in addition to occasionally acting as a Pilot. 

There are very few suitable anchorage positions, due to deepwater 
existing right up to the reef. There is one at the West end of Cayman 
Brac suitable for a VLCC with maximum draft of 66 ft. This is close to 
the boarding areas. Another at the West end of Little Cayman is suitable 
for a VLCC but 2 hours by launch from boarding area. There is another 
at East end of Little Cayman suitable only for vessels up to 100,000 
tons. We used the anchorage at the West end of Cayman Brac and 
although very close to shore experienced no dragging during time 
anchored. We were informed by Pilots that no ship had ever dragged 
from that anchorage. Pilot essential for anchoring. 

Agents are “Cayman Harbour” who monitor Channel 16 and are very 

helpful at all times. A doctor is available but no dentist. (Cable: “Cayharn 
Caymanbrac’”’). 
Lightening Operations: Normal procedure is for ship to be lightened 
(STBL) to fender starboard side before berthing, 4 fenders being brought 
out by launch “Cayman Mariner” or “North Harbour” also 2 hoses an¢ 
reducers if required, on a barge. The fenders are positioned and hoses 
connected using 2 shore operators assisted by ship's crew. This can 
take up to 6 hours, during which time a Pilot is on board. Two Pilots 
and 2 shore operators remain on board during lightening. Then, i! 
conditions are suitable both vessels steam with wind 15° on starboard 
bow, STBL at 4 knots and lightening ship comes up from astern on 
starboard side and closes with STBL, the operation being controlled by 
Pilot on lightening ship. 

Berthing can take from 1 to 3 hours depending on circumstances, so 
a suitable clear run is required ahead of vessels to enable this to take 
place without altering course. Needless to say berthing vessels have 
-_ of way over all other vessels and this local rule is enforced by 
“Cayman Energy”. 

Both ships have a Pilot during the entire berthing, lightening an¢ 
unberthing operrations, also Pilot remains on STBL until fenders an¢ 
hoses removed. This is done unless next lightening operation ‘s 
expected in near future, as fenders are liable to damage if left in position 
on STBL. 

Due to Cayman Brac lying N.E./S.W. and wind during Winter months 
generally from N.E. there is not much shelter available but even so 
lightening operations are only occasionally interrupted due to weather 

Ullages and cargo figures on our vessel and lightening ship were 
checked by Caleb Brett Surveyors, this service having been arrange¢ 
by charterers, it is not standard procedure, but depends on charterers 

Whilst lightening, navigation is carried out by STBL so bridge mus: 
be manned throughout, as well as cargo control room. Vessel steams 
normally at slow speed to maintain suitable position, with long periods 
of “stop” when engines are not required. During this time lightening 
ship's engines are not used. Maximum discharge rate permitted during 
discharge is 5,000 t.p.h. No difficulties were experienced during berthing 
or discharge except that due to communication problems with charterers. 
STBL and lightening ship occasionally had differing orders regarding 
discharge quantities, however this could usually be sorted out by 
“Cayman Harbour” in a short time. 

There is a twice daily flight from Grand Cayman to Cayman Brac. This 
flight is always fully booked but even so seats are usually available 
Extra flights are also made when required. Flights lasts 50 minutes an 
costs £10.00 single. There are 2 hotels on Cayman Brac and rooms alt 
usually available. 


Documents: On arrival Customs and Immigration board and require 
4 copies each: 

Crew Personal Effects Lists (Crew Lists also required before sailing). 

Stores Lists including Narcotics. 

Crew Lists (with full names). 

Vaccination Lists. 

Currency is Cayman Island Dollars (CI$) but U.S. Dollars are accepted 
with exchange rate US$ 1.00 = CI$ 0.82. 


AUTHORITY: Operator: Cayman Energy Limited, P.O.Box 33, Cayman 
Brac, Cayman Islands, B.W.1. Telex: 4350 Celcb Cp. 


GEORGETOWN, Grand Cayman: 19.18 N. 81.23 W. 
(See Plan) 


DOCUMENTS: 

Bills of Lading. 

Crew List. 

Cargo Manifest. 

Ship's Register. 

Safety Certificates. 

Clearance from Last Port. 
PILOTAGE: Available on request. 
ANCHORAGE: With Georgetown Lighthouse bearing 125° — 150° 
distance 750 m. to 1,200 m. 
RESTRICTIONS: Anchoring is not allowed on coral anywhere in the 
Cayman Islands. 
RADIO: SSB: 4125 kHz, 0800 hrs. — 1200 hrs. Monday to Saturday. 
8291.1 KHz, 1210 hrs. — 1700 hrs. Monday to Friday. 
VHF: Channel 16, 24 hours a day. 
TUGS: Launches available. No tugs available. 
BERTHING: 
South Wharf: Length 445 ft. depth 11 ft. — 24 ft. 
West Wharf: Length 240 ft. depth 13 ft. 
Ro/Ro Ramps: South Wharf: 1 ramp with depth 11 ft. Finger Pier at 
South Wharf: 1 ramp with depth 21 ft. — 26 ft. West Wharf (South End): 
1 ramp with depth 13 ft. — 20 ft. 
Cranes: 20 ton, 50 ton and 100 ton cranes available for hire. 
Fork Lifts: 5x2.5 tons, 1x5 tons, 1x26 tons, 235 tons. 
STEVEDORES: Stevedores arranged by Agent, recommended by the 
Port Authority. 
Working Hours: 


0800-1200 Monday to Friday 

1300-1700 

0800-1200 Saturdays 
Overtime 1700-2100 Monday to Friday 

1300-1800 Saturdays 


In the event that a vessel may finish discharging and sail, 1 additional 
hour may be worked. 

No work Sundays and Holidays unless Port Director considers it 
necessary. 
MEDICAL: Hospital available. 
TANKERS: See “Shipmaster’s Report”. 
FRESH WATER: Supplied by truck. 
FUEL: Marine diesel only, delivered by truck. 
AIRPORT: Scheduled flights by international carriers. 
HOLIDAYS: New Year's Day, Ash Wednesday, Good Friday, Easter 
Monday, Commonwealth Day or Tree Planting Day (3rd Monday in May), 
Queen's Birthday, Constitution Day (1st Monday in July), Monday after 
Remembrance Sunday, Christmas Day, 26th December. 
SERVICES: Ship chandlers available. 


SHIPMASTER’S REPORT: February 1987 (updated 1990). 
Port Limits: 12 miles off. 
Documents: 

6 Crew Lists. 

4 Cargo Manifests. 

2 Crew Declarations. 

2 Stores Lists. 

2 copies of Bills of Lading. 

1 copy Ship’s Particulars if first visit. 

Clearance from Last Port. 

Ship was cleared by Agent and 1 Customs Officer. The Immigration 
Officer comes if any crew leaving or joining. Clearance was given to 
leave at this time. Officials were polite and friendly. 

Pilotage: Pilot requested through Agent 48 hours in advance but Pilot 
lives locally and says 30 minutes notice is all he needs and is often all 
he gets. All communications are carried out through Port Security on 
Channel 16 and working Channel of vessel's choice. Port Security will 
contact Pilot, Agent or anyone else vessel wishes to talk to. Pilot boards 
from small work boat, either the “Eagle” or “Rambler”, about 1 mile 
West of oil tanks. These boats have Channel 6 and Pilot can be 
contacted on this when he is under way. 

Anchorages: Pilot recommended position with South Cay Light 350° by 
6 cables if wind from North and at any other time just off town as marked 
on the Admiralty chart. He stated that at times there were up to 
5 passenger vessels anchored here so it could be crowded. Unless 
vessel is expecting a long delay it is better to lie off. 

Restrictions: Tankers berth between daylight and 1800 hrs. but can 
leave at anytime. Only restriction in berth is max. length of about 600 ft., 
depth in berth 60 ft. No restriction on breadth. 

Health: Pratique granted by Customs Officer. 

Radio: Sat Com. 

VHF: All communications made through Port Security on Channel 16. 


CAYMAN ISLANDS 


Radar: None. 
Tugs: None. 
Berthing: See “Plan” for final mooring position. 

Vessel approached from the South and passed aft buoy close to 
starboard, 2 head lines were run to forward buoy and when weight was 
on these ropes engine was stopped and 2 lines were run aft to buoy. 
Vessel was then manoeuvred into position on a fore and aft line and a 
line was run to the port bow buoy. 2 breast lines were then run from the 
main deck and these were heaved together and vessel pulled towards 
the shore until it was close to the submarine marker buoy. These lines 
are very long and even when vessel is in position 1 line was too short. 
The lines were run efficiently and the 2 work boats being well crewed. 
The accommodation ladder was rigged on the port side. 

Bridges: None. 

Medical: Local hospital and ambulance service. Call Port Security on 
Channel 16 for service. 

Tankers: 18 in. pipe-line. This is always left in gasoil so if possible 
leave gasoil parcel to last or if necessary split discharge. This is no 
problem as grades are pumped face to face. Average rate of discharge 
was about 700 cu.m.p.h. and max. back pressure 120 p.s.i. 

Density: 1024. 

Fresh Water: Can be obtained, but expensive. 

Fuel: Not available. 

Hc Precautions: Usual ship precautions, no tugs so no fire service to 
ships. 

Consuls: American Consular Agent. 

Repairs: No facilities. 

Dry Docks: None. 

Surveyors: B.V. and Lloyd's. 

Gangway/Watchmen: None. 

Customs Allowances: 200 cigarettes and 40 oz. spirits. Bond sealed. 
Repatriation: No problems with staff or crew changes. 

Airport: International airport 4 miles from berth. Cayman Airlines, 
Northwest, American and Pan Am. 

Time: GMT minus 5 hours. 

Police/Ambulance/Fire: None. 

Emergency Co-Ordination Centre: None. 

Telephones: None. 

Services: None. 

Banks: All major banks. 

Storing: Small supplies of all stores, but very, very expensive. 

Shore Leave: No restrictions. One of the rope handling boats stays with 
the ship and runs personnel ashore when required. 

Identification Cards: Not required. 

Regulations: None. 

Sanitation: Vessels are required to be fitted with holding tanks. 
Delays: Bad weather and daylight berthing. 

Developments: None expected. 

General: Research Submersibles Ltd. have small submarines that take 
tourists down 600 ft., these can be encountered near the berth. 


AUTHORITY: Cayman Islands Port Authority, P.O.Box 1358, Harbour 
Drive, Georgetown, Grand Cayman, Cayman Islands. Te/: 809-949- 


2055, 2228. Cables: Portacay. FAX: 809-949-5840. Contact: Errol L. 
Bush, Port Director. Captain E. Miller, Deputy Director (Marine). 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Chile 


GENERAL 


The Superior Maritime Authority in the Republic of Chile is the General 
Director for the Maritime Territory and Merchant Marine at Valparaiso’s 
Headquarters, having jurisdiction over lakes and maritime river ports in 
the territorial, ancestrial maritime zones and its national liability in 
accordance with the responsibilties and power granted by current 
legislation mainly contained in the “Navigation Law” approved by Decree 
Law No.2.222, 1978, and the regulation approved by DFL No. 292, 1953. 

In order to fulfil his instruction, the General Director delegates such 
responsibilities and functions to the Maritime Authorities called Maritime 
Governors and Port Captains, located at the main ports of the country. 

The Maritime Authority is fundamentally responsible for watching over 
the safety of life at sea and safety of navigation at sea; their activities 
are directly related to navigation control; coastal signalling; piloting and 
pilotage of vessels; maritime radio communications; conservation of 
marine environment; order, security and discipline of ships and ports of 
the Republic; the reception and dispatch of vessels and the Maritime 
Search and Rescue Service. 

Nautical Bibliography: The bibliographies (the ones mariners are 

interested in) are publications issued by the Hydrographic Institute of 

the Chilean Navy (IHA) and consist of nautical charts of the whole 
national maritime area as well as the following publications among 
others: 

1. Catalogue of nautical charts and publications (IHA Publication 
3.000), which contains detailed information related to chartography 
and nautical publications of the Chilean coast, following the 
recommendations and resolutions of the International Hydrographic 
Organisation (IHO) on the matter. 

2. Sailing Directions of the Chilean coast copeising a 6 volumes: 
Volume |: IHA PUB. 3001, from Africa to Canal Chacao. 


Volume _ Il: IHA PUB. 3002, from Canal Chacao to Golfo de 
Penas. 

Volume Ill: IHA PUB. 3003, from Golfo de Penas to Western 
entrance of Magellan Strait. 

Volume IV: IHA PUB. 3004, Strait of Magellan and adjacent 
waters. 

Volume V: IHA PUB. 3005, Tierra del Fuego and adjacent 
channels and islands. 

Volume VI: IHA PUB. 3006, Chilean Antarctic Territory. 


3. IHA. PUB. 3007 — Lights Register contains the the most complete 
information about Navigation Aids, more than appears in the sailing 
directions and nautical charts. Such publication is looked up 
preferentially when mariners need to know light signals, fog signals 
and unlighted signals characteristics., moreover, it contains 
information on the beaconing system employed in Chile. 

4. IHA PUB. 3008 — Radio Aids to Navigation, which is preferentially 
consulted when mariners need to know characteristics of radio 
beacon emissions, hourly signals and maritime radio stations 
broadcasting meteorological bulletins and any other relevant 
information related to navigational aids transmitted by radio. 

5. IHA PUB. 3009 — Tide Tables of the Chilean Coast containing tidal 
predictions of national ports and the foreign ports of Cristobal and 
Balboa — Panama; Buenaventura — Colombia; Guayaquil, Puerto 
Maritimo and Posorja — Ecuador; and Talara, Callao and Matarani — 
Peru. In addition, it contains current predictions and astronomical 
forecasts such as moon phases and declinations, rise and setting of 
sun and moon, etc. 

There are also 27 nautical publications issued by the same Institute, 
all of which are for sale at the main ports in Chile. 


NOTICE: Every vessel coming directly from a foreign country and 
preceeding to a national port, must report her arrival to the Maritime 
Authority of the port, a minimum of 24 hours in advance. The latter can 
be executed by means of a message containing the following 
information: 

Name of the vessel, call sign and flag. 

Estimated time of arrival (ETA), indicating date. 

nae about sanitary conditions and if she carries sick crew. 

rafts. 

Commerical ports have maritime radio stations permanently listening 

on Channel 16, 421 kHz and 2182 kHz. 


POSITION REPORTING: Vessels sailing in the maritime zone of 
national responsibility as far as Maritime Search and Rescue is 
concerned, are required to communicate their position employing the 
notification system of vessel situation. 

Such notification system employed is the one recommended in 
Chapter 6 of the Annex to the “International Search and Rescue 
Convention”, 1979. 

In regard to the matter, it is important to underline that such service 
and its use are free of charge for the user when communication is 
sent through the Maritime Telecommunications Network (see 
“Radio"); the sending of the message will facilitate prompt assistance 
in case of emergency. 

Notwithstanding, it is reciprocally compulsory for those vessels 
registered in countries where Chilean ships are obliged to execute 
similar arrangements or equivalent to the already established ones, to 
give inmediately their position and navigation plan when navigating in 
waters under the Chilean national jurisdiction: they also need to show 
their names, call signals or identity of the vessel station, next calling 
port and destination, planned route and speed. Likewise, it is compulsory 
to communicate their position daily at 0800 hrs. and 2000 hrs. Chilean 
local time. 
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SHIPS NOTIFICATION SYSTEM: The fundamental objective of the 
system is to provide the Maritime Search and Rescue (SERBREM) and 
the Search and Rescue Operation (COBREM) with some information in 
order to attain a timely and effective action in a search and rescue 
operation. 
The typical messages given by “SISNAV’"’ are the following: 
1. Initial Report (1.1) 
(a) When vessels go into national waters: 
The ship's Master must send the entry message through the 
maritime radio station intermediary corresponding to the Maritime 
Search and Rescue Service area or the first one he might make 
contact with. 
2. Position Report (1.P) 
The ship's Master has to make a daily report at 0800 hrs. and 
2000 hrs. with respect to the vessel situation or when such a situation 
changes substantially more than estimated. This fact must be 
informed through the maritime radio station concerned or through 
the first he might make contact with. 
3. Final Report (I.F) 
(a) When going out of the national responsibility area. 
The ship's Master must send the message concerned through 
the maritime radio station intermediary of the Maritime Search 
and Rescue Service area in which he might be navigating or the 
first he could get in contact with. 
SISNAV Communications are produced through the Maritime 
Telecommunications Network, which can receive any sort of 
message (Distress, Disaster or Urgent) and those corresponding 
to the system. 
The Maritime Telecommunications Network is indicated in the 
Radio List IV, Vol. 1 & 2 of the ITU's Coastline Station List and, 
for the purpose of SISNAV system, the following radio stations 
are considered to be the most important ones: Autofagasta Radio 
(CBA), Playa Ancha Radio (CBV), Talcahuano Radio (CBT), 
Puerto Montt Radio (CBP) and Magallanes Radio (CBM). 
In order to expedite the typical message format, the operator 
mechanics are listed below: 
Message requirements: Vessels must send: 
(1) The “II Report when entering into Chilean waters or leaving Chilean 
ports. 
(2) The “IP” Report is made daily at 0800 hrs. and at 2000 hrs. (Chilean 
time) (see ALRS 5 for Local Time matters). 
(3) The “IF” Report inmediately before arriving at a Chilean port or 
leaving national waters. 
Kinds of messages: Addressed to DIRECTEMAR VALPARAISO. At the 
same time, northbound vessels must inform the Maritime Authority of 
Punta Arenas, Talcahuano or Valparaiso, addressed to the Maritime 
Governor, 


SP Report (Initial Report): 

(a) SISNAV. 

(b) SP (1.1). 

(c) Name of the ship and call sign. 

(d) Local time and date (6 digits for LT, Example: 012200LT). 

(e) Port of departure. 

(f) Position (Latitude and Longitude — i.e.: 1832 S. 7021 W.). 

(g) True course (group of 3 digits). 

(h) Speed (2 digits). 

(i) The letters “CO”. 

(j) ETA (format as for (d)) and destination port. 

(k) Name and call sign of the radio station through which the report is 
sent. 

(1) Date and local time (format as for (d)) of next port. 


IP Report (Position Report): 

(a) SISNAV. 

(b) PR (I.P.). 

(c) Name of the ship and call sign. 

(d) Date and local time (0800 or 2000), 6 digits followed by LT - 
(Example: 010800LT). 

(e) Position (Latitude and Longitude i.e.: 1924 S. 7032 W.). 

(f) True course (group of 3 digits). 

(g) Speed. 

(h) Name and call signal of radio station through which the report sent. 

(j) Date and local time (format as for (d)) of next port. 


IF Report (Final Report): 

(a) SISNAV. 

(b) FR (I.F.) 

(c) Name of the ship and call sign. 

(d) Date and local time (6 digits followed by LT, Example: 252820 LT) 
(e) Port of arrival or “Chilean waters departure”. 


VESSELS RECEPTION AND DISPATCH: Particular Dispositions 
regarding vessels reception and dispatch are contained in the 
Regulations concerned approved by SD No. 364, 1980. 

The formal reception of ships is carried out at the first landfall port, 
and dispatch at the last port, with participation of authorities taking part 
as far as controls to be realised are concerned. 

The vessels’ Reception and Dispatch Commission is presided over 
by the Maritime Authority. Furthermore, Customs Authority, International 
Police (Alien Division) and Human and Vegetable Health will be also 
take part. 

Documents to be submitted to the Vessel's Reception and Dispatch 
Commission are in type and quantity, those required by the “Convention 
on Facilitation of International Maritime Traffic — 1965" from the IMO, 
ratified by the Republic of Chile, apart from the Ammunition and Arms 
Declaration (two copies). 


The following is for quidance only: 
General Health Declaration 1 (First Port) 
Clearance Document from last port 1 
Vessel’s General Declaration 5 
Crew List 5 
List of Crew's Personal Effects 3 
List of Passengers for the Port 5 
List of Passengers in Transit 5 
Mail Declaration or Negative 5 
List of Provisions 6 
Cargo Manifest for the Port 10 
Manifest for Cargo in Transit 10 
\MO Hazardous Cargo Declaration 6 

Declaration of Arms and Ammunition 2 
Ship's Officer's Report: The following documents are required at the 
second and subsequent ports: 

4 copies Crew List. 

4 copies Crew Personal Effects List. 

4 copies Ship's Stores Declaration. 

Port Captain will be able to ask for any vessel certificates: however, 

only the following will usually be required: 

Safety Equipment Certificate. 

Radio Telephony Certificate. 

Radio Telegraphy Certificate. 

Safety Construction Certificate. 

International Tonnage Certificate. 

Payment of Lights and Beacons Service's Certificate. 

Civil Liability Certificate for Oil Pollution, pursuant to the International 
Legal Conference on Marine Pollution Damage, 1969. 

Oil Record Book, pursuant to the International Convention for the 
Prevention of Pollution of the Sea by Oil, 1954. 

At landfall port, the Alien Division will ask for passports of passengers 
and crew in order to make the identity cards which will identify them. 
Such cards have to be given back when ships leave. 

Before departing, the ship must be suitably secured for sea, with 
hatches closed, derricks lowered and deck cargo inspection carried out 
by a Maritime Authority's Supervisor. 

When a vessel leaves port, the Maritime Authority grants a “Departure 
Bill’, endorsed by the Customs. The Crew and/or Passenger List is 
enclosed authorised by the Alien Division. 

Changes of crew and passengers from/to the vessel are not allowed, 
after Bill has be granted. If the ship does not leave within a short period 
of time, due to unforeseen circumstances, the fact will be reported to 
the Port Captain, who will ask for the documents to be changed if 
appropriate. 

Every ship arriving at a Chilean port has to fly the flag of the country 
to which it belongs on the mainmast, and the Chilean flag. 

On entering port, the “Q" flag will be hoisted, and when “Free 
Pratique” is granted it will be hauled down. 

The use of whistles and syrens will be in accordance with the 
International Regulations for Preventing Collisions at Sea. 


FUMIGATION: If the Derat Certificate of a ship has expired, it can be 
granted the appropriate exemption, provided that authorities may prove 
there are no rats on board and that the vessel has not recently called 
at any port affected by the bubonic plague. 

Fumigation can be carried out by the Agriculture and Cattle Raising 
Bureau. In such cases, the ship must remain permanently moored with 
one or two anchors ahead. Her crew must be put ashore for 24 hours. 


STEVEDORES: At every Chilean port there are stowage and breakbulk 
companies having port elements and workers trained to fulfil vessels’ 
loading and discharging activities. 

Chilean ports work daily on a shift basis: 


First Shift : 0800 hrs. — 1530 hrs. 
Second Shift : 1530 hrs. — 2300 hrs. 
Third Shift : 2300 hrs. — 0600 hrs. 


Ships in port must be watched by a maritime guard at their accesses. 
He is responsible for watching over the vessel's security. Nobody foreign 
fo the ship can go on board without presenting a special authorisation. 

Port labour is periodically supervised by a Security Patrol, which must 
lake care of the stowage and break bulk activities. These have to be 
accomplished in accordance with national and international security 
Standards. This patrol keeps the Port Captain informed. 


FUEL: Fuel oil can be taken at any Chilean port by means of the trucks. 
The price is in accordance with international market fluctuations. The 
Ship's agent will have to ask for the required amount of fuel in advance. 


HOLIDAYS: The following days are holidays in Chile: 


January 1st. 

Easter ((holy Friday and Saturday) March/April). 

May 1st. : Labour Day. 

May 21st. : Iquique’s Naval Combat. 
June 2nd. : Corpus Christi. 

June 29th. : St. Peter and Paul. 


August 15th. 
September 11th. 
September 18th. 
September 19th. 
October 12th. 


: Virgin Mary's Assumption. 

: National Liberation’s Day. 

: Independance Day. 

: Army Glories’ Day 

: The Discovery of the New World. 


November 1st. : All Saint’s Day. 
December 8th. : Immaculate Concepcion. 
December 25th. : Christmas Day. 


Holidays do not affect the efficiency of Port Labour System 


CREW: Foreign merchant ships can hire Chilean crew without problems; 
they only have to ask for the suitable Embarkation Contract. 


RADIO: There are 74 radio stations along the coast. Messages to ships 
ae broadcast from Valparaiso, Punta Tumbes, Puerto Montt, Faro 
Corona, Punta Arenas and Punta Delgada. 
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Local weather observations are broadcast by radiotelephony by the 
following radio stations: 


Playa Ancha CBV 
Talcahuano CBT 
Calbuco Radio CBP-22 
Guafo Radio CBP-4 
Raper Radio CBM-2 
Magallanes Radio CBM 


Special and general forecasts, for the area from Africa to San Pedro 
are broadcast by Radio Playa Ancha on frequencies 464, 4,228, 12,663 
and 16,914.5 kHz. 


The following information is sent by facsimile: 
1130 hrs. GMT: Surface Chart. 
1920 hrs. GMT: Nephoanalysis. 
1940 hrs. GMT: Wave Analysis. 
2310 hrs. GMT: Surface Chart. 


By the telegraphic system: 
0110 hrs. GMT: Meteorological Forecasting Zone I-VI 
1210 hrs. GMT: Meteorological Forecasting Zone I-VI 
1210 hrs. GMT: Analysis 
1210 hrs. GMT: Meteorological Forecasting Zone X 
2020 hrs. GMT: Meteorological Forecasting Zone X 
2030 hrs. GMT: Analysis 


By NAVTEX at: 
0110, 0410, 0810, 1210, 1610, and 2010 hrs. GMT. 
0200 hrs. GMT: Wave Forecasting Chart. 


The Naval Radio Station of Magallanes broadcasts in telegraphy the 
General Forecast for Zones VII-VIIl and X. 

For weather forecasting, the country has been divided from the North 
to the South into the following areas or zones. 

Zone | : from Arica to Coquimbo. 


Zone Il : from Coquimbo to Valparaiso. 

Zone Ill : from Valparaiso to Constitucion. 

Zone IV : from Constitucion to Isla Mocha. 

Zone V : from Isla Mocha to Puerto Montt. 

Zone VI : from Puerto Montt to Isla San Pedro. 

Zone Vil : from Isla San Pedro to Faro Evangelista. 
Zone VIII : from Faro Islotes Evangelistas to Lat. 60° 00'S. 
Zone IX : from Lat. 60° 00'S. to Lat. 90° 00'S. 


Zone X : from Long. 80° 00’W. to Long. 120° 00’W. 

Chile is normally 4 hours behind GMT, but from the second Saturday 
of March, clocks must be moved ahead 1 hour. However, for radio 
transmissions, GMT time will continue to be used. 

For ETA messages, it is recommended to use GMT. 

PILOTAGE: The use of a pilot is compulsory at all Chilean ports for 
berthing and unberthing. Pilotage also compulsory at all tanker and bulk 
terminals. 

Pilotage is compulsory in the Magellan Strait. The pilot must be taken 
aboard (for vessels coming from the North) in Valparaiso, Ancud or at 
the pilot station of Laitec, in Quellon. For ships coming from the Atlantic, 
pilots board at the pilot station located at Bahia Possession at the 
Eastern Entrance of the Magellan Strait and for vessels coming from 
the Antarctic, pilots board at Isla Hornos or Cabo San Pio. 
POLLUTION: Throwing away of any kind of ballast or waste in the sea 
is prohibited, as well as spilling oil of any derivative or residue of 
contaminated waters from processing plants or any other noxious 
matter, either at ports or within the 200 mile jurisdictional Chilean waters, 
without the Port Captain's authorisation. Current rules state that no oil 
tanker can spill hydrocarbons or any other derivative substance, within 
50 miles of the coast. 

According to international standards, ships navigating in Chilean 
jurisdictional waters, must be in possesion of an insurance policy. In 
cases of pollution, regardless of administrative sanctions imposed, Civil 
Liability Regulations sanctions imposed, Civil Liability Regulations will 
be applied as established in the international regulations. 

MARITIME SEARCH AND RESCUE: (See “Plan”). 

Pursuant to the responsibility that the Chilean National Law awards 
to the General Direction for the Maritime Territory and Merchant Marine 
and to the International Agreements that Chile has acceded to regarding 
Maritime Search and Rescue, this activity is organised along the country, 
according to the Supreme Decree No. 1190 of 1976 that “Organise the 
Maritime Search and Rescue Service dependent from Chilean Navy”. 
Mission: Organise and carry out search for vessels, naval craft or any 
other craft in the maritime area of national responsibility, in order to 
rescue passengers and crew being in danger due to a sea casualty. 

Cooperate by own initiative or required by authorities or individuals, 
and in the way prescribed by the Commander-in-Chief of the Navy, to 
the Human Life Search and Rescue, and materials not related to general 
maritime activites being in danger or lost at sea, rivers or lakes, where 
maritime authorities can be found. 

The maritime area of national responsibility as far as Maritime Search 

and Rescue is concerned, includes all waters under national maritime 
jurisdiction and Pacific Ocean waters included among these, and parallel 
18° 20' 08” N., Meridian 120° W. to the West, Antarctic Territory in the 
South and waters of Drake Passage. 
Organisation: The Maritime Search and Rescue Service’s Headquarters 
are located at the General Direction for the Maritime Territory and 
Merchant Marine, in Valparaiso (JEFSERBREM), and for its operation, 
it is organised and divided into 5 Maritime Search and Rescue Centres, 
called COBREM, located at the ports of Iquique, Valparaiso, 
Talcahuano, Puerto Montt and Punta Arenas. 

Districts concerning each of the Maritime Search and Rescue Centres 

are as follows: 

(a) First District of Maritime Search and Rescue: 
From Latitude 18° 20’ 08" S. in the North to Latitude 26° 00’ S., 
in the South. 
The Maritime Search and Rescue Coordination Centre is located 
at the Maritime Governor's Headquarters of Valparaiso. 
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(b) Second District of Maritime Search and Rescue: 
From Latitude 26° 00’ S. to Latitude 34° 09’ S. 
The Maritime Search and Rescue Centre is located at the Maritime 
Governor's Headquarters of Valparaiso. 
(c) Third District of Maritime Search and Rescue: 
From Latitude 34° 09’ S. to Latitude 47° 00’ S., excluding the 
territory comprised in the Fourth District. 
The Maritime Search and Rescue Centre is located at the Maritime 
Governor's Headquarters of Talcahuano. 
(d) Fourth District of Maritime Search and Rescue: 
From Latitude 41° 21’ S. and Longitude 74° 00’ W., corresponding 
to inland Chilean waters, upto Latitude 43° 16’ S. and Longitude 
76° 00’ W. 
The Maritime Search and Rescue Centre is located at the Maritime 
Governor's Headquarters of Puerto Montt. 
(e) Fifth District of Maritime Search and Rescue: 
From Latitude 47° 00’ S. to Latitude 90° S. The Western limit 
comprises, exactly like the rest of the districts, meridian 120° W., 
and the Eastern limit, the imaginary line joining the following points: 


Latitude Longitude 
(a) 55° 07.3’ S. 66° 25.0’ W. 
(b) 55° 11.0’ S. 66° 04.7’ W. 
(c) 55° 22.9' S. 65° 43.6’ W. 
(d) 56° 22.8' S. 65° 43.6’ W. 
(e) 56° 22.8’ S. 67° 16.0’ W. 
(f) 58° 21.1’ S. 67° 16.0' W. 


and from the last point directly to the East, through Drake Passage 
following parallel 58° 21.1’ S., till touching the point located at 
Latitude 58° 21.1’ S., and Longitude 53° 00’ W., and from there 
along the meridian 53° 00’ W., to the South Pole. 


STRAIT OF MAGELLAN: Magellan Strait is a geographical fault 
crossing the South American Continent at the Southern zone of Chile 
and joins the Pacific Ocean to the Atlantic Ocean. 

As the Strait of Magellan is a zone of great maritime traffic density 
with intense marine currents of variable direction and strength, especially 
in the First and Second Passages located in the Eastern part, and has 
a high percentage of rough weather and a great number of exploration 
and exportation platforms on the seabed at its Pacific entrance, mariners 
should navigate very cautiously in these waters, executing security 
measures established for that purpose. 

Despite the fact that there are excellent aids to navigation and beacon 
systems, the use of pilots is compulsory (2). They must verify the most 
favourable conditions for the navigation of a vessel. 

It is not compulsory to use pilots in the area between the Western 
entrance of the Strait and Punta Arenas City but is available when 
necessary. 

Security Standards: Every ship of any kind and nationality, using the 

Strait of Magellan for navigating, should fulfil the following: 

(a) She must report her ETA when entering into the Strait, 12 hours in 
advance. Such message must contain the following information: 
No. of messages. 

Name of the 
No. of Words. 
Date. 

UTC time. 
MARITGOG PAR. 

Text. 

Name of the ship, ETA, length, maximum draft, gross tonnage, 
destination port, ETA, pilots zone, Master's name. 

(b) During the whole voyage along the Strait, ships must keep in touch, 
permanently listening and standing by on VHF Channel 16 and 
2162 kHz. 

(c) The time of arrival and departure from the Strait and time passing 
Punta Dungeness lighthouse, Punta Anxious lighthouse, Isla Tamar 
or Cabo Pilar, depending on circumstance, must be sent to the 
Maritime Governor's Headquarters. 

During navigation in the Strait, geographical situation and speed 
must be advised, according to the following criteria: 
(1) Ships navigating without pilot: Every 4 hours. 
(2) Ships navigating with pilot: At 0800 hrs. and 2000 hrs. 

(d) There are 3 waiting areas for ships needing to anchor for safety at 
sea’s purposes and for ships waiting to cross the passages, in 
accordance with the instructions imposed by the Maritime Authority, 
according to the traffic requirements. 

For such purposes, the following waiting areas are established 
within specific limits for crossing the First and Second Passages 
(Primera y Segunda Angostura): 


hip. 


Latitude Longitude 
Bahia Possession: 52° 19’ 20" 'S. 68° 58’ 30” W. 
52° 19’ 20" S. 68° 53’ 30” W. 
52° 21"20" S. 68° 58' 30” W. 
52° 21" 20" S: 68° 53’ 30” W. 
Bahia Felipe: 52° 45’ 05” S. 70° 00’ 20” W. 
52° 44’ 25" S. 69° 58’ 10” W. 
52° 45’ 15” S. 69° 57' 15” W. 
52° 45’ 55” S. 69° 59’ 30” W. 
Punta Arenas: 53° 10’ 53” S. 70° 54’ 06" W. 
53°..10’ 53” S. 70° 53’ 27” W. 
53° 11' 19” S. 70° 53’ 27” W. 
53° 11' 19” S. 70° 54’ 06" W. 


(e) Vessel must have the following valid international certificates, in 
accordance with the type of vessel: 
1. Safety Construction Certificate. 
2. Safety Equipment Certificate. 
3. Radiotelegraphy or Radiotelephony Safety Certificates, 
according to the circumstances. 


4. Certificate guaranteeing that the ship is insured or is in 
possession of other financial guarantees, in accordance with 
Art.146 of Navigation Law (from Civil Liability for Oil Pollution 
Damage and other noxious substances). 

These certificates will be accepted, unless there is clear evidence for 

suspecting that the ship or equipment condition is not in accordance 

with that stipulated on such affidavit. 

(f) Also vessels must comply with the following requirements: 

To have a gyro-compass in good working order, with a duly know 
error margin and a repeater on deck operating normally, and their 
steering magnetic compasses suitably compensated for navigation 
with the updated deviation table; such table shall not be older than 
one year. 

To be provided with navigational equipment in accordance with 
rules for the ship, contained in the Annex to the International 
Conference on Safety of Life at Sea, 1974. 

To have at least one radar in good condition. 

To have updated Chilean publications on board: navigational 
charts, sailing directions, light lists, tide tables and nautical 
publications necessary for conducting a ship through the Strait of 
Magellan. 

To have in good condition, all anchoring and manoeuvring 
elements; main, auxiliary and emergency engines and aids to 
navigation. 

To maintain derricks or cranes in a secure position so as not to 
interfere with visibility from the upper bridge of the ship. 

(g) While navigating along the Strait, pilot aboard checks the existence 
and validity of the above mentioned certificates and the fulfillment of 
requirements contained in the preceding paragraphs. 

(h) For those vessel's neither having certificates in force nor fulfilling 
requirements regarding equipment and elements for navigation, the 
Maritime Authority will make arrangements so that the ship adjusts 
her necessary conditions for safety of navigation and life at sea. 
The Maritime Authority will approve navigation as soon as pertinent 
instructions have been executed. 

Aspect relative to aids to navigation or piloting's collection: 

For the collection of piloting and aids to navigation services, tariffs 
stipulated will be applied according to the Tariffs and Duties’ Regulation 
of the General Direction for the Maritime Territory and Merchant Marine, 
approved by S.D. (M) No. 427 of June 25th, 1979. 

if there was occasional piloting or if piloting was carried out over pan 
of the Strait, at ship's Masters request, 100% of the corresponding 
piloting tariff will be applied. 

Other complementary standards: 

Every ship navigating in the Strait of Magellan experiencing an 
abnormal situation, either navigational or maritime fire occurence 
possibility, must report it to the maritime authority in order that prompt 
assistance may be rendered if necessary. 

It is definitively prohibited to throw overboard ballast, debris or garbage 
and to spill oil or its derivatives or residues subjected to the indicated 
jurisdiction, in accordance with the international agreements subscribed 
to by Chile and current internal regulations on this matter. 

The Government of Chile has established a new Aids to Navigation 
System in the Strait of Magellan, in order to give support to navigation 
and piloting in the zone, by means of the centralised information 
exchange with vessels, fully assuring safety of life at sea. This system 
consists of Radar Stations, installed at Punta Dungeness lighthouseand 
the Port Captain's Office at Punta Delgada renders service to any vessel 
that needs it; free of charge for the user, and it allows navigation via 
Boca Oriental and Banco Triton, or vice-versa. 

Ships coming from the Atlantic Ocean, must inform their arrival to the 
landfall port located at Latitude 52° 35’ S., Long. 68° 10’ W., at leas! 
24 hours in advance, to the Maritime Radio Station of Punta Arenas 
(CBM), using frequencies and schedules indicated in the book of 
Coastline Stations, List IV, of the International Telecommunication Union 
(ITU). 

There must be direct contact with Punta Dungeness lighthouse (CBM- 
71) or Cabo Espiritu Santo lighthouse (CBM-72), 20 nautical miles from 
the landfall point, on VHF Channel 16. 

Punta Arenas and Punta Delgada Stations will also provide the 
following information: 

Traffic existing in the area. 

Position of oil platforms and naval installations. 

Indication of anchoring zone and waiting area for pilot. 

Weather conditions. 

Indications about tides. 

Information about urgent Notice to Mariners. 

Shipmaster'’s Report: January 1986. 

The transit through Magellan Strait went very smoothly. There are no 
great difficulties as long as vessel has a good and reliable radar. Extre 
Caution in necessary in Paso Turtoso but there is no problem in passing 
there during darkness. 

Communications with our Agent were good. We sent telex ove! 
Maritex and they answered with cable via Valparaiso Radio. Information 
required by them was a minimum, g.r.t. the most important for obvious 
reasons. There are no paper formalities at Punta Arenas, pilot boarding 
was straight forward. 

Pilot boards one mile due East of Punta Arenas breakwater, an 
leaves at Possession Bay. Our pilot left just after the First Narrows © 
position: Lat. 52° 24’ S., Long. 69° 24’ W. There are plans to build @ 
pilot station at Punta Felix in position: Lat. 52° 58’ S., Long. 74° 04' W 
and thus making it compulsory to take a Pilot for the whole Strait (ocea* 
to ocean). According to our pilot this to be effective late 1986 o 
early 1987. 

There are now two reporting points, Los Evangelistas in position: Lat 
52° 23’ S., Long. 75° 07’ W. at the West entrance, and Cabo Espiritu 
Santo in position: Lat. 52° 40’ S., Long. 68° 36’ W. at the East entrancé 

VHF contact to be made with these stations when passing them. The} 
require such information as g.r.t. length, cargo, etc. Their English is fairl 
good. 


Our Pilot did not agree that the best time to pass Punta Arenas was 
at high water. Because the tide varies in such a way that vessel still has 
the tide against in the Narrows. Instead he recommended that the tide 
was calculated for the First and Second Narrows respectively, (with 
Chilean tables). And then the transit to be made in such a way that the 
vessel transits the First Narrows just after high slack water. This meant 
that the vessel would sometimes run against the tide in the Second 
Narrows. Since the tide in the First Narrows in much stronger, this is 
more favourable. 

Advice from Agent: The Chilean Government issued Decree No. 397 
imposing compulsory pilotage for the transit of Magellan Strait in both 
directions. 

Same will become effective from 1st December, 1985, and will apply 
to all vessels, even those crossing ocean to ocean. 

Vessels to request Pilots through an Agent in Punta Arenas well in 
advance of their ETA at either entrance of the Strait. 

Westbound traffic will embark Pilots at Possession Bay (Lat. 
52° 16’ S., Long. 69° 10’ W.) and disembark them at Punta Arenas. 

Eastbound traffic will embark Pilots at Punta Arenas and disembark 
them at Possession Bay. 


SHIPMASTER’S REPORT: January 1985. 

Painting: We called recently at Iquique — Antofagasta — Valparaiso — 
San Vicente. In a// ports scraping and painting the hull only allowed after 
having received permission from Port Captain. 

Containers: When more than 6 containers have been (re)loaded on deck 
the lashing of same are to be checked by Surveyor of Port Captain's 
Office. Surveyor at San Vicente insisted on chains, even when twistlocks 
were used and containers only single stacked. 

Stability: Prior departure last Chilean port, stability particulars to be given 
to Surveyor from Port Captain's Office. 

Time: Summertime is kept, GMT minus 3 hours. 


AUTHORITY: Direccion General del Territorio Maritimo Y de Marina 
Mercante, Errazuriz 537, Valparaiso, Chile. Te/: 258091. Telex: 230602, 
330461. 


ANTOFAGASTA (including La Chimba Cove): 
23.39 S. 70.25 W. (See Plan) 


DOCUMENTS: Customs: 

General Ship's Manifest. 

Cargo Manifest for the port. 

Crew and Passenger List. 

Personal Effects List. 

Stores List. 

General Declaration. 

Maritime Authority: 

Ship's Clearance from Last Port. 

Crew List. 

Passenger List. 

Weapons Declaration. 

Dangerous Cargo Declaration. 

National Health Service: 
Health Declaration. 
Derat Certificate. 

Agriculture Department: 
Stores List. 

General Declaration. 
Interpol: 

Crew List. 

Passenger List. 
CERTIFICATES: 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Load Line Certificate. 

Oil Record Book. 

Light Dues. 

Tonnage Register Certificate. 

Oil Pollution Certificate. 

PILOTAGE: Compulsory. Vessels calling at Antofagasta and willing to 
berth on arrival must proceed to the pilotage boarding station. Vessels 
that are to wait because of congestion or any other reason, are to anchor 
in the anchorage zone. Pilot will travel to and from the vessel in a launch 
specially assigned for this purpose. The launch is also used for mooring, 
and has VHF radio. 

In order to have the vessel authorisation for manoeuvring, the ship 
must have: 

(a) Two bower anchors with not less than 7 shackies of chain on 

each. 

(b) Four mooring lines and two springs. 

For vessels and port safety, in all berthing and/or unberthing, the 
assistance of one tug is compulsory. Vessels of less than 75 m. LOA 
do not need to comply with the above mentioned rule. 

Two tugs wil be required for ships over 220 m. LOA. 

Two tugs will also. be required under the following special situations: 

(a) Pier No. 4: Berthing of ships starboard side to, when other ships 

are docked at Piers No. 3 and No. 5. 

(b) Pier No. 5: Unberthing of vessels docked starboard side to with 

no anchor in water. 

_Because of other ships in port, weather conditions or any other special 
Situation, it is up to the Pilot to request a second tug. 

All ships manoeuvring must request permission 4 hours in advance. 
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24 hours before arrival, vessels must inform the Maritime Authority 
their ETA, name, call sign, nationality, draft, last port of call and if there 
is any sickness on board. 

Pilot Boarding Station: 

The boarding area is within the following geographical points: 

(1) Lat. 23° 37’ 37” S., Long. 70° 24’ 37” W. 

(2) Lat. 23° 37’ 37" S., Long. 70° 24’ 18” W. 

(3) Lat. 23° 38’ 07” S., Long. 70° 24’ 18” W. 

(4) Lat. 23° 38' 07” S., Long. 70° 24’ 37” W. 

APPROACHES: Traffic Separation Scheme: A separation scheme 
exists at the entrance to the port, one mile wide, covering following 
geographical points: 

(a) Lat. 23° 37’ 52" S., Long. 70° 25’ 31” W. 

(b) Lat. 23° 37' 52” S., Long. 70° 28’ 50" W. 

There is one-way traffic for ships sailing West, located between the 
mentioned separation scheme and a line between the following 
geographical points. 

(a) Lat. 23° 36’ 23” S., Long. 70° 25’ 31” W. 

(b) Lat. 23° 35’ 30” S., Long. 70° 26’ 58” W. 

There is one-way traffic for ships sailing East, located between the 
mentioned separation scheme and a line between the following 
geographical points: 

(a) Lat. 23° 39’ 22” S., Long. 70° 25’ 32” W. 

(b) Lat. 23° 40’ 22” S., Long. 70° 26’ 30” W. 

Principal traffic course is 090° — 270°. 

ANCHORAGE: Located outside the harbour between Paita Rocks and 
Cobre Norte Cove, with a depth from 25 m. to 40 m., with a good sand 
and mud seabed. 

RESTRICTIONS: From May to July the surge is stronger and results in 
rough seas lasting from 2 to 4 days interrupting the traffic of small craft. 
MAX. SIZE: Max. LOA 220 m. Max. draft 30 ft. With pontoon (10.0 m.) 
between vessel and quay max. draft of 35 ft. 09 in. is permitted. 

Also see “Tankers”. 

RADIO: Antofagasta Radio Station, call sign CBA-3, attends 24 hours 
on following frequencies: 


Service Emission Maritime Zone 
500 kHz A1iA A2A Al 
518 kHz F1B 

2182 kHz H3E J3E 

8461 kHz AlA 

C - 421 J3E 

C-16 G3E 

C-26 G3E 


Emission of urgent messages for ships (NURNAV) and meteorological 
information are provided on following frequencies and hours. 


Service Emission Times 

476 kHz A1A 1405 & 0205 
2738 kHz J3E 1415 & 0215 
C-14 G3E 1430 & 0230 
Security frequencies are attended as follows: 
2182 kHz Night Service 2200 & 1200 
C- 421 Day Service 1200 & 2200 
Navtex international emission: 

Covering “A” Zone: 
Time table (UTC) 0000 — 0010 0400 — 0410 0800 — 0810 
1200 — 1210 1600 — 1610 2000 — 2010 


Traffic list emission on 476 kHz and C — 401, will be H+50 of every 
even hour. 

HF telephonic frequency in bands of maritime mobile service will be 
attended via Playa Ancha “CBV" Radio. 
VHF: Harbour Master and Pilot on Channel 16 throughout 24 hours. 
TUGS: 3 tugs available, 970 h.p., 1,440 h.p. and 4,100 h.p. 

Also see “Pilotage”. 

Tankers: Vessels in excess of 75m. LOA mooring at the buoys will 
require the assistance of 1 tug. 


BERTHING: 
Pier Length Max. Draft 
He: (m.) (ft.)  (in.) 
Fishing zone 205 24 00 
Pier 1 220 30 00 
Pier 2 165 30 00 
Pier 3 165 30 00 
Wharf zone 130 16 00 
Pier 4 185 28 07 
Pier 5 185 28 06 
Pier 6 100 Under repair 
Pier 7 250 Under repair 
With separation raft at 10.0 m. from the pier. 
Pier 4 185 34 08 
Pier 5 185 35 09 


CRANES:Pier No. 1, 2 and 3: 6x12 tons and 4~5 tons. Pier No. 4 and 
5: 4x7 tons. Pier No. 6 and 7: Under repair. 
STEVEDORES: Available through the Agents working 24 hours a day 
in 3 shifts, from 0800-1530 hrs., 1530-2300 hrs. and from 
2300-0630 hrs. 
MEDICAL: A first class hospital is available with 690 beds and all 
necessary elements and services. Two modern medical centres also 
available. 
TANKERS: There are 3 tanker terminals in the North part of Antofagasta 
Bay. 
Esso Terminal: 

Owner: Esso Standard Oil Co., Chile. 

Max. Length: 235 m. 

Max. Draft: 60 ft. 

Products Handled: Petroleum and clean products. 

Mooring Facilities: The terminal has 3 buoys, painted white, buoys 
are named “North Buoy”, “South Buoy” and “Manoeuvring Buoy”. 

General: For positioning of anchors there are leading marks on the 
shore. They are 2 metal circles, painted orange with black crosses in 
the centre. 
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Cayman Islands 


CAYMAN BRAC (See Plan) 


SHIPMASTER’S REPORT: February 1979. 
Cayman Brac — Lightering Area 
Chart: British Admiralty 462. 
Radio: Very weak VHF only Channels 16, 10, 6. Call—“Cayman Energy” 
Agent recommends using Curacao (PJC) for ETAs, etc. 
Boarding Positions: 

No. 1: Lat. 19° 46’ N., Long. 79° 46.5’ W. 

No. 2: Lat. 19° 40’ N., Long. 79° 53’ W. 

Documents: 4 Crew Lists, 3 Stores Lists, 3 Personal Effects Lists, 
2 Vaccination Lists, Clearance from Last Port, Cargo Manifest and 
Health Declaration (supplied). 

Pilots: Mooring Master boards service vessel, STBL. 2 Pilots, 
2 Assistants and 2 Riggers (for fenders). The above 6 men require 
accommodation on board. 

Mooring: According to Operators “Cayman Energy Ltd.", can be carried 
out anytime day or night. 

Cayman Energy Ltd., based in New York, are the operators of the 
transhipment operation. The local Terminal Manager and Senior 
Mooring Master resides on Cayman Brac and usually carries out the 
berthing operation from the service vessel. Ship to ship transfers 
commenced in 1977, future developments include the construction of a 
Transhipment Terminal on Little Cayman using SBMs, this project 
should come into operation late 1979. 

The berthing procedure is straightforward and based on the ICS Ship 
to Ship Transfer Guide. On this occasion, Texaco were using vessels 
of about 45,000 d.w.t. as service vessels. These ships are in the region 
of 20 years old and have no modifications for this work. The Officers 
and crew of these vessels were mainly Italian and well practised in ship- 
to-ship transfers. 

Upon completion of mooring, the Mooring Master departs and the 
Pilots remain on both vessels in an advisory capacity. 2x10 in. hoses 
are connected by the respective crews, the shore riggers assisting. 
Communications between the two vessels is by VHF. 

During the transfer operation, the vessels are expected to remain 
within 4 to 5 miles from the island and the service vessel kept in the lee 
of the STBL. This entails maintaining a proper bridge watch and frequent 
use of the engines. The currents invariably set away from the island and 
can be quite strong at times. The winds during the latter part of January 
were extremely variable in both direction and force. 

The Texaco practice of the STBL taking dirty ballast from the service 
vessel whilst reducing the risk of pollution, poses stress problems and 
also requires strict supervision of line draining between each operation. 
Ideally, water dips and ullages should be taken prior to and after the 
deballasting. 

Unberthing is carried out by the Mooring Master whilst both vessels 
are drifting. The off-loader is put on the weather side of the STBL. This 
practice is questionable in winds over 15 knots — the movement of the 
smaller vessel together with reduced freeboard causes difficulties with 
the fenders. 

The average berth time for each vessel is approximately 30 hours, 
the number of off-loaders for a ship of this size is five. If a safe and 
efficient operation is to be maintained throughout the period it is essential 
that two additional deck officers be available for cargo watch purposes. 


SHIPMASTER’S REPORT: January 1980. 


Cayman Brac - Little Cayman (See Plan) 
Communications: ““Cayharb Cayman Brac” via Slidell Radio WNU (see 
“Admiralty Radio Signals Volume 6”). 
Via VHF Channel 16: 
“Cayman Energy” (good reception) 
“Cayman Pilots” (via ship where the Pilot is at the time) 
“Cayman Harbour” (weak signal) 
Pilot Boarding Station: 
Lat. 19° 43’ N., Long. 79° 53’ W. or Lat. 19° 40’ N., Long. 79° 53’ W. 
Note: This position may change with seasonal weather conditions. 
The position is also used for Port Officials who request accommodation 
ladder in light condition but accept air pilot hoist or pilot ladder in loaded 
(tanker) condition. 
Documents Required: 4 Crew Lists, 4 Cholera Immunisation Lists, 
4 Stores Lists that include Stores, Narcotics, Bond, 4 Cargo Manifests, 
4 Crew Declaration Lists. 
Bond: Bonded Stores locker remains unlocked and issues may be made 
to the crew for onboard use only. 
Postal Address: Cayman Harbour Corporation Ltd., Stake Bay, P.O.Box 
50, Cayman Brac, Cayman Islands, British West Indies. 
Facilities Available: Food, some stores, fresh water limited from tug. 
Bunkers: Via lightering tanker ordered via Owners/Charterers. 
Medical: Doctor can board ship at any time. 
Hospital: Available. 
Derat Certificate: No renewal certificate available but a letter of 
acceptance of renewal for Cayman Brac is issued. 
Shore Side Facilities: Cayman Brac: Shops, hotels, post office. Little 
Cayman: Clubs (tourists). Fishing when in soundings. 
Anchorages (under Pilots guidance): 
Off Western end of Cayman Brac up to 57 ft. draft. 
Off Little Cayman up to 69 ft. draft. 
Currents: Variable, depending on season and weather. Ships 
experienced very little set and drift North of Cayman Brac 1.5 mile — 2.5 
mile distance, other times over 2 knots. Generally N.W. direction. 
Stronger South of Islands. 
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Ship-to-Ship Cargo Pumping Operations: Cayman Energy Corporation 
Ltd. Tug: “Cayman Energy”. Mooring ship to ship — see Plan. Fibre 
mooring lines instead of wire preferred. Operations under way, under 
guidance of Pilot/Loading Master. Ships separated by floating fenders 
supplied by Cayman Energy Corporation. Pumping may continue when 
ships are manoeuvring dead slow. Fenders remain alongside between 
lighterings and it is possible to manoeuvre up to 7 knots. Smaller vessel 
is moored on the lee side of discharging vessel (the larger one). 

Pilot plus 4 assistants remain onboard for the duration of all cargo 
lightering operations but may be relieved if lighterings are prolonged 
ones. 

a Shore leave for ship's crew is possible via pilot boat or “Cayman 
nergy”. 
Cayman Brac Airport: Flights to Grand Cayman and then overseas. 


SHIPMASTER’S REPORT: November 1980. 


Vessel (230,000 d.w.t.) arrived at Cayman Brac for 2 to 3 months storage 
and lightening operations. No information or charts were on board prior 
to arrival. 

Cayman Brac is a small island about 12 miles by 1.5 miles and is 
used solely for lightening operations, a maximum of 4 pairs of ships 
being handled at one time, but usually only 2. 

There are 2 Pilot and Port Official Boarding Areas, North Boarding 
Area Lat. 19° 43’ N., Long. 79° 53’ W. and South Boarding Area 
Lat. 19° 40’ N., Long. 79° 53’ W., the choice depending on the wind 
direction. If no chart on board Cayman Brac can be approached to within 
1 mile at any draft. There is no proper harbour, the launches have to 
be boarded from the beach using small boats, the launches remaining 
at moorings some distance offshore which can make transfer difficult in 
bad weather, especially for heavy stores. 

There are no stores available on Cayman Brac, all stores have to be 
flown in from Grand Cayman or from Tampa, Florida. There is no official 
shipchandler on Cayman Brac although the Agent will assist vessels 
requesting small amounts of stores. We were informed by other vessels 
that usual method of obtaining large stores was to arrange for a supply 
by container direct from Tampa, Florida to the ship using a small coasta 
freighter. Other ships had stored at Barbados on the way in and way 
out. All stores are very expensive. 

On arrival at Cayman Brac contact was initially made with “Cayman 
Brac Pilots” on Channel 16. However the call sign “Cayman Brac Pilots’ 
is not usually used as this is in fact “Cayman Energy” who organise all 
Pilots, launch services and lightening operations. “Cayman Energy” is 
run by Captain H. Banks who appears to man the shore VHF station 
24 hours a day, in addition to occasionally acting as a Pilot. 

There are very few suitable anchorage positions, due to deepwater 
existing right up to the reef. There is one at the West end of Cayman 
Brac suitable for a VLCC with maximum draft of 66 ft. This is close to 
the boarding areas. Another at the West end of Little Cayman is suitable 
for a VLCC but 2 hours by launch from boarding area. There is another 
at East end of Little Cayman suitable only for vessels up to 100,000 
tons. We used the anchorage at the West end of Cayman Brac and 
although very close to shore experienced no dragging during time 
anchored. We were informed by Pilots that no ship had ever dragged 
from that anchorage. Pilot essential for anchoring. 

Agents are “Cayman Harbour” who monitor Channel 16 and are very 

helpful at all times. A doctor is available but no dentist. (Cable: “Cayhar 
Caymanbrac’”’). 
Lightening Operations: Normal procedure is for ship to be lightened 
(STBL) to fender starboard side before berthing, 4 fenders being broughi 
out by launch “Cayman Mariner” or “North Harbour” also 2 hoses and 
reducers if required, on a barge. The fenders are positioned and hoses 
connected using 2 shore operators assisted by ship's crew. This can 
take up to 6 hours, during which time a Pilot is on board. Two Pilots 
and 2 shore operators remain on board during lightening. Then, it 
conditions are suitable both vessels steam with wind 15° on starboar¢ 
bow, STBL at 4 knots and lightening ship comes up from astern on 
starboard side and closes with STBL, the operation being controlled by 
Pilot on lightening ship. 

Berthing can take from 1 to 3 hours depending on circumstances, So 
a suitable clear run is required ahead of vessels to enable this to take 
place without altering course. Needless to say berthing vessels have 
right of way over all other vessels and this local rule is enforced by 
“Cayman Energy”. 

Both ships have a Pilot during the entire berthing, lightening anc 
unberthing operrations, also Pilot remains on STBL until fenders anc 
hoses removed. This is done unless next lightening operation ‘ 
expected in near future, as fenders are liable to damage if left in position 
on STBL. 

Due to Cayman Brac lying N.E./S.W. and wind during Winter months 
generally from N.E. there is not much shelter available but even s¢ 
lightening operations are only occasionally interrupted due to weather 

Ullages and cargo figures on our vessel and lightening ship were 
checked by Caleb Brett Surveyors, this service having been arranget 
by charterers, it is not standard procedure, but depends on charterers 

Whilst lightening, navigation is carried out by STBL so bridge mus 
be manned throughout, as well as cargo control room. Vessel steams 
normally at slow speed to maintain suitable position, with long periods 
of “stop” when engines are not required. During this time lightening 
ship's engines are not used. Maximum discharge rate permitted during 
discharge is 5,000 t.p.h. No difficulties were experienced during berthing 
or discharge except that due to communication problems with charterers 
STBL and lightening ship occasionally had differing orders regarding 
discharge quantities, however this could usually be sorted out b) 
“Cayman Harbour” in a short time. 

There is a twice daily flight from Grand Cayman to Cayman Brac. Ths 
flight is always fully booked but even so seats are usually available 
Extra flights are also made when required. Flights lasts 50 minutes an 
costs £10.00 single. There are 2 hotels on Cayman Brac and rooms art 
usually available. 


Documents: On arrival Customs and Immigration board and require 
4 copies each: 

Crew Personal Effects Lists (Crew Lists also required before sailing). 

Stores Lists including Narcotics. 

Crew Lists (with full names). 

Vaccination Lists. 

Currency is Cayman Island Dollars (CI$) but U.S. Dollars are accepted 
with exchange rate US$ 1.00 = Cl$ 0.82. 


AUTHORITY: Operator: Cayman Energy Limited, P.O.Box 33, Cayman 
Brac, Cayman Islands, B.W.1. Telex: 4350 Celcb Cp. 


GEORGETOWN, Grand Cayman: 19.18 N. 81.23 W. 
(See Plan) 


DOCUMENTS: 

Bills of Lading. 

Crew List. 

Cargo Manifest. 

Ship's Register. 

Safety Certificates. 

Clearance from Last Port. 
PILOTAGE: Available on request. 
ANCHORAGE: With Georgetown Lighthouse bearing 125° — 150° 
distance 750 m. to 1,200 m. 
RESTRICTIONS: Anchoring is not allowed on coral anywhere in the 
Cayman Islands. 
RADIO: SSB: 4125 kHz, 0800 hrs. — 1200 hrs. Monday to Saturday. 
8291.1 KHz, 1210 hrs. — 1700 hrs. Monday to Friday. 
VHF: Channel 16, 24 hours a day. 
TUGS: Launches available. No tugs available. 
BERTHING: 
South Wharf: Length 445 ft. depth 11 ft. — 24 ft. 
West Wharf: Length 240 ft. depth 13 ft. 
Ro/Ro Ramps: South Wharf: 1 ramp with depth 11 ft. Finger Pier at 
South Wharf: 1 ramp with depth 21 ft. — 26 ft. West Wharf (South End): 
1 ramp with depth 13 ft. — 20 ft. 
Cranes: 20 ton, 50 ton and 100 ton cranes available for hire. 
Fork Lifts: 5x2.5 tons, 1x5 tons, 126 tons, 235 tons. 
STEVEDORES: Stevedores arranged by Agent, recommended by the 
Port Authority. 
Working Hours: 


0800-1200 Monday to Friday 

1300-1700 

0800-1200 Saturdays 
Overtime 1700-2100 Monday to Friday 

1300-1800 Saturdays 


In the event that a vessel may finish discharging and sail, 1 additional 
hour may be worked. 

No work Sundays and Holidays unless Port Director considers it 
necessary. 
MEDICAL: Hospital available. 
TANKERS: See “Shipmaster’s Report”. 
FRESH WATER: Supplied by truck. 
FUEL: Marine diesel only, delivered by truck. 
AIRPORT: Scheduled flights by international carriers. 
HOLIDAYS: New Year's Day, Ash Wednesday, Good Friday, Easter 
Monday, Commonwealth Day or Tree Planting Day (3rd Monday in May), 
Queen's Birthday, Constitution Day (1st Monday in July), Monday after 
Remembrance Sunday, Christmas Day, 26th December. 
SERVICES: Ship chandlers available. 


SHIPMASTER’S REPORT: February 1987 (updated 1990). 
Port Limits: 12 miles off. 
Documents: 

6 Crew Lists. 

4 Cargo Manifests. 

2 Crew Declarations. 

2 Stores Lists. 

2 copies of Bills of Lading. 

1 copy Ship's Particulars if first visit. 

Clearance from Last Port. 

Ship was cleared by Agent and 1 Customs Officer. The Immigration 
Officer comes if any crew leaving or joining. Clearance was given to 
leave at this time. Officials were polite and friendly. 

Pilotage: Pilot requested through Agent 48 hours in advance but Pilot 
lives locally and says 30 minutes notice is all he needs and is often all 
he gets. All communications are carried out through Port Security on 
Channel 16 and working Channel of vessel’s choice. Port Security will 
contact Pilot, Agent or anyone else vessel wishes to talk to. Pilot boards 
from small work boat, either the “Eagle” or “Rambler”, about 1 mile 
West of oil tanks. These boats have Channel 6 and Pilot can be 
contacted on this when he is under way. 

Anchorages: Pilot recommended position with South Cay Light 350° by 
6 cables if wind from North and at any other time just off town as marked 
on the Admiralty chart. He stated that at times there were up to 
5 passenger vessels anchored here so it could be crowded. Unless 
vessel is expecting a long delay it is better to lie off. 

Restrictions: Tankers berth between daylight and 1800 hrs. but can 
leave at anytime. Only restriction in berth is max. length of about 600 ft., 
depth in berth 60 ft. No restriction on breadth. 

Health: Pratique granted by Customs Officer. 

Radio: Sat Com. 

VHF: All communications made through Port Security on Channel 16. 


CAYMAN ISLANDS 


Radar: None. 
Tugs: None. 
Berthing: See “Plan” for final mooring position. 

Vessel approached from the South and passed aft buoy close to 
starboard, 2 head lines were run to forward buoy and when weight was 
on these ropes engine was stopped and 2 lines were run aft to buoy. 
Vessel was then manoeuvred into position on a fore and aft line and a 
line was run to the port bow buoy. 2 breast lines were then run from the 
main deck and these were heaved together and vessel pulled towards 
the shore until it was close to the submarine marker buoy. These lines 
are very long and even when vessel is in position 1 line was too short. 
The lines were run efficiently and the 2 work boats being well crewed. 
The accommodation ladder was rigged on the port side. 

Bridges: None. 

Medical: Local hospital and ambulance service. Call Port Security on 
Channel 16 for service. 

Tankers: 18 in. pipe-line. This is always left in gasoil so if possible 
leave gasoil parcel to last or if necessary split discharge. This is no 
problem as grades are pumped face to face. Average rate of discharge 
was about 700 cu.m.p.h. and max. back pressure 120 p.s.i. 

Density: 1024. 

Fresh Water: Can be obtained, but expensive. 

Fuel: Not available. 

Fire Precautions: Usual ship precautions, no tugs so no fire service to 
ships. 

Consuls: American Consular Agent. 

Repairs: No facilities. 

Dry Docks: None. 

Surveyors: B.V. and Lloyd's. 

Gangway/Watchmen: None. 

Customs Allowances: 200 cigarettes and 40 oz. spirits. Bond sealed. 
Repatriation: No problems with staff or crew changes. 

Airport: International airport 4 miles from berth. Cayman Airlines, 
Northwest, American and Pan Am. 

Time: GMT minus 5 hours. 

Police/Ambulance/Fire: None. 

Emergency Co-Ordination Centre: None. 

Telephones: None. 

Services: None. 

Banks: All major banks. 

Storing: Small supplies of all stores, but very, very expensive. 

Shore Leave: No restrictions. One of the rope handling boats stays with 
the ship and runs personnel ashore when required. 

Identification Cards: Not required. 

Regulations: None. 

Sanitation: Vessels are required to be fitted with holding tanks. 
Delays: Bad weather and daylight berthing. 

Developments: None expected. 

General: Research Submersibles Ltd. have small submarines that take 
tourists down 600 ft., these can be encountered near the berth. 


AUTHORITY: Cayman Islands Port Authority, P.O.Box 1358, Harbour 
Drive, Georgetown, Grand Cayman, Cayman Islands. Tel: 809-949- 


2055, 2228. Cables: Portacay. FAX: 809-949-5840. Contact: Errol L. 
Bush, Port Director. Captain E. Miller, Deputy Director (Marine). 


NOTES 
Please also advise Shipping Guides Ltd. 


337 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Chile 


GENERAL 


The Superior Maritime Authority in the Republic of Chile is the General 
Director for the Maritime Territory and Merchant Marine at Valparaiso’s 
Headquarters, having jurisdiction over lakes and maritime river ports in 
the territorial, ancestrial maritime zones and its national liability in 
accordance with the responsibilties and power granted by current 
legislation mainly contained in the “Navigation Law” approved by Decree 
Law No.2.222, 1978, and the regulation approved by DFL No. 292, 1953. 

In order to fulfil his instruction, the General Director delegates such 
responsibilities and functions to the Maritime Authorities called Maritime 
Governors and Port Captains, located at the main ports of the country. 

The Maritime Authority is fundamentally responsible for watching over 
the safety of life at sea and safety of navigation at sea; their activities 
are directly related to navigation control; coastal signalling; piloting and 
pilotage of vessels; maritime radio communications; conservation of 
marine environment; order, security and discipline of ships and ports of 
the Republic; the reception and dispatch of vessels and the Maritime 
Search and Rescue Service. 

Nautical Bibliography: The bibliographies (the ones mariners are 

interested in) are publications issued by the Hydrographic Institute of 

the Chilean Navy (IHA) and consist of nautical charts of the whole 
national maritime area as well as the following publications among 
others: 

1. Catalogue of nautical charts and publications (IHA Publication 
3.000), which contains detailed information related to chartography 
and nautical publications of the Chilean coast, following the 
recommendations and resolutions of the International Hydrographic 
Organisation (IHO) on the matter. 

2. Sailing Directions of the Chilean coast consisting of 6 volumes: 


Volume _ |: IHA PUB. 3001, from Africa to Canal Chacao. 

Volume Il: IHA PUB. 3002, from Canal Chacao to Golfo de 
Penas. 

Volume Ill: IHA PUB. 3003, from Golfo de Penas to Western 
entrance of Magellan Strait. 

Volume IV: IHA PUB. 3004, Strait of Magellan and adjacent 
waters. 

Volume V: IHA PUB. 3005, Tierra del Fuego and adjacent 
channels and islands. 

Volume VI: IHA PUB. 3006, Chilean Antarctic Territory. 


3. IHA. PUB. 3007 — Lights Register contains the the most complete 
information about Navigation Aids, more than appears in the sailing 
directions and nautical charts. Such publication is looked up 
preferentially when mariners need to know light signals, fog signals 
and unlighted signals characteristics., moreover, it contains 
information on the beaconing system employed in Chile. 

4. IHA PUB. 3008 — Radio Aids to Navigation, which is preferentially 
consulted when mariners need to know characteristics of radio 
beacon emissions, hourly signals and maritime radio stations 
broadcasting meteorological bulletins and any other relevant 
information related to navigational aids transmitted by radio. 

5. IHA PUB. 3009 — Tide Tables of the Chilean Coast containing tidal 
predictions of national ports and the foreign ports of Cristobal and 
Balboa — Panama; Buenaventura — Colombia; Guayaquil. Puerto 
Maritimo and Posorja — Ecuador; and Talara, Callao and Matarani — 
Peru. In addition, it contains current predictions and astronomical 
forecasts such as moon phases and declinations, rise and setting of 
sun and moon, etc. 

There are also 27 nautical publications issued by the same Institute, 
all of which are for sale at the main ports in Chile. 


NOTICE: Every vessel coming directly from a foreign country and 
preceeding to a national port, must report her arrival to the Maritime 
Authority of the port, a minimum of 24 hours in advance. The latter can 
be executed by means of a message containing the following 
information: 

Name of the vessel, call sign and flag. 

Estimated time of arrival (ETA), indicating date. 

aoe about sanitary conditions and if she carries sick crew. 

Drafts. 

Commerical ports have maritime radio stations permanently listening 
on Channel 16, 421 kHz and 2182 kHz. 


POSITION REPORTING: Vessels sailing in the maritime zone of 
national responsibility as far as Maritime Search and Rescue is 
concerned, are required to communicate their position employing the 
notification system of vessel situation. 

Such notification system employed is the one recommended in 
Chapter 6 of the Annex to the “International Search and Rescue 
Convention”, 1979. 

In regard to the matter, it is important to underline that such service 
and its use are free of charge for the user when communication is 
sent through the Maritime Telecommunications Network (see 

“Radio"); the sending of the message will facilitate prompt assistance 

in case of emergency. 

Notwithstanding, it is reciprocally compulsory for those vessels 
registered in countries where Chilean ships are obliged to execute 
similar arrangements or equivalent to the already established ones, to 
give inmediately their position and navigation plan when navigating in 
waters under the Chilean national jurisdiction: they also need to show 
their names, call signals or identity of the vessel station, next calling 
port and destination, planned route and speed. Likewise, it is compulsory 
to communicate their position daily at 0800 hrs. and 2000 hrs. Chilean 
local time. 
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SHIPS NOTIFICATION SYSTEM: The fundamental objective of the 
system is to provide the Maritime Search and Rescue (SERBREM) and 
the Search and Rescue Operation (COBREM) with some information in 
order to attain a timely and effective action in a search and rescue 
operation. 
The typical messages given by “SISNAV"’ are the following: 
1. Initial Report (1.1) 
(a) When vessels go into national waters: 
The ship's Master must send the entry message through the 
maritime radio station intermediary corresponding to the Maritime 
Search and Rescue Service area or the first one he might make 
contact with. 
2. Position Report (I.P) 
The ship's Master has to make a daily report at 0800 hrs. and 
2000 hrs. with respect to the vessel situation or when such a situation 
changes substantially more than estimated. This fact must be 
informed through the maritime radio station concerned or through 
the first he might make contact with. 
3. Final Report (I.F) 
(a) When going out of the national responsibility area. 
The ship's Master must send the message concerned through 
the maritime radio station intermediary of the Maritime Search 
and Rescue Service area in which he might be navigating or the 
first he could get in contact with. 
SISNAV Communications are produced through the Maritime 
Telecommunications Network, which can receive any sort of 
message (Distress, Disaster or Urgent) and those corresponding 
to the system. 
The Maritime Telecommunications Network is indicated in the 
Radio List IV, Vol. 1 & 2 of the ITU's Coastline Station List and, 
for the purpose of SISNAV system, the following radio stations 
are considered to be the most important ones: Autofagasta Radio 
(CBA), Playa Ancha Radio (CBV), Talcahuano Radio (CBT), 
Puerto Montt Radio (CBP) and Magallanes Radio (CBM). 
In order to expedite the typical message format, the operator 
mechanics are listed below: 
Message requirements: Vessels must send: 
(1) The “Il Report when entering into Chilean waters or leaving Chilean 
ports. 
(2) The “IP” Report is made daily at 0800 hrs. and at 2000 hrs. (Chilean 
time) (see ALRS 5 for Local Time matters). 
(3) The “IF” Report inmediately before arriving at a Chilean port or 
leaving national waters. 
Kinds of messages: Addressed to DIRECTEMAR VALPARAISO. At the 
same time, northbound vessels must inform the Maritime Authority of 
Punta Arenas, Talcahuano or Valparaiso, addressed to the Maritime 
Governor. 


SP Report (Initial Report): 

(a) SISNAV. 

(b) SP (1.1). 

(c) Name of the ship and call sign. 

(d) Local time and date (6 digits for LT, Example: 012200LT). 

(e) Port of departure. 

(f) Position (Latitude and Longitude — i.e.: 1832 S. 7021 W.). 

(g) True course (group of 3 digits). 

(h) Speed (2 digits). 

(i) The letters “CO”. 

(j) ETA (format as for (d)) and destination port. 

(k) Name and call sign of the radio station through which the report is 
sent. 

(1) Date and local time (format as for (d)) of next port. 


IP Report (Position Report): 

(a) SISNAV. 

(b) PR (I.P.). 

(c) Name of the ship and call sign. 

(d) Date and local time (0800 or 2000), 6 digits followed by LT - 
(Example: 010800LT). 

(e) Position (Latitude and Longitude i.e.: 1924 S. 7032 W.). 

(f) True course (group of 3 digits). 

(g) Speed. 

(h) Name and call signal of radio station through which the report sent. 

(j) Date and local time (format as for (d)) of next port. 


IF Report (Final Report): 

(a) SISNAV. 

(b) FR (I.F.) 

(c) Name of the ship and call sign. 

(d) Date and local time (6 digits followed by LT, Example: 252820 LT) 
(e) Port of arrival or “Chilean waters departure”. 


VESSELS RECEPTION AND DISPATCH: Particular Dispositions 
regarding vessels reception and dispatch are contained in the 
Regulations concerned approved by SD No. 364, 1980. 

The formal reception of ships is carried out at the first landfall port, 
and dispatch at the last port, with participation of authorities taking part 
as far as controls to be realised are concerned. 

The vessels’ Reception and Dispatch Commission is presided over 
by the Maritime Authority. Furthermore, Customs Authority, International 
Police (Alien Division) and Human and Vegetable Health will be also 
take part. 

Documents to be submitted to the Vessel’s Reception and Dispatch 
Commission are in type and quantity, those required by the “Convention 
on Facilitation of International Maritime Traffic — 1965" from the IMO, 
ratified by the Republic of Chile, apart from the Ammunition and Arms 
Declaration (two copies). 


The following is for quidance only: 
General Health Declaration 1 (First Port) 
Clearance Document from last port 1 
Vessel’s General Declaration 5 
Crew List 5 
List of Crew's Personal Effects 3 
List of Passengers for the Port 5 
List of Passengers in Transit 5 
Mail Declaration or Negative 5 
List of Provisions 6 
Cargo Manifest for the Port 10 
Manifest for Cargo in Transit 10 
|MO Hazardous Cargo Declaration 6 

Declaration of Arms and Ammunition 2 
Ship's Officer's Report: The following documents are required at the 
second and subsequent ports: 

4 copies Crew List. 

4 copies Crew Personal Effects List. 

4 copies Ship's Stores Declaration. 

Port Captain will be able to ask for any vessel certificates: however, 

only the following will usually be required: 

Safety Equipment Certificate. 

Radio Telephony Certificate. 

Radio Telegraphy Certificate. 

Safety Construction Certificate. 

International Tonnage Certificate. 

Payment of Lights and Beacons Service's Certificate. 

Civil Liability Certificate for Oil Pollution, pursuant to the International 
Legal Conference on Marine Pollution Damage, 1969. 

Oil Record Book, pursuant to the International Convention for the 
Prevention of Pollution of the Sea by Oil, 1954. 

At landfall port, the Alien Division will ask for passports of passengers 
and crew in order to make the identity cards which will identify them. 
Such cards have to be given back when ships leave. 

Before departing, the ship must be suitably secured for sea, with 
hatches closed, derricks lowered and deck cargo inspection carried out 
by a Maritime Authority's Supervisor. 

When a vessel leaves port, the Maritime Authority grants a “Departure 
Bill’, endorsed by the Customs. The Crew and/or Passenger List is 
enclosed authorised by the Alien Division. 

Changes of crew and passengers from/to the vessel are not allowed, 
after Bill has be granted. If the ship does not leave within a short period 
of time, due to unforeseen circumstances, the fact will be reported to 
the Port Captain, who will ask for the documents to be changed if 
appropriate. 

Every ship arriving at a Chilean port has to fly the flag of the country 
to which it belongs on the mainmast, and the Chilean flag. 

On entering port, the “Q” flag will be hoisted, and when “Free 
Pratique” is granted it will be hauled down. 

The use of whistles and syrens will be in accordance with the 
International Regulations for Preventing Collisions at Sea. 


FUMIGATION: If the Derat Certificate of a ship has expired, it can be 
granted the appropriate exemption, provided that authorities may prove 
there are no rats on board and that the vessel has not recently called 
at any port affected by the bubonic plague. 

Fumigation can be carried out by the Agriculture and Cattle Raising 
Bureau. In such cases, the ship must remain permanently moored with 
one or two anchors ahead. Her crew must be put ashore for 24 hours. 


STEVEDORES: At every Chilean port there are stowage and breakbulk 
companies having port elements and workers trained to fulfil vessels’ 
loading and discharging activities. 

Chilean ports work daily on a shift basis: 


First Shift : 0800 hrs. — 1530 hrs. 
Second Shift : 1530 hrs. — 2300 hrs. 
Third Shift : 2300 hrs. — 0600 hrs. 


Ships in port must be watched by a maritime guard at their accesses. 
He is responsible for watching over the vessel's security. Nobody foreign 
'o the ship can go on board without presenting a special authorisation. 

Port labour is periodically supervised by a Security Patrol, which must 
lake care of the stowage and break bulk activities. These have to be 
accomplished in accordance with national and international security 
Standards. This patrol keeps the Port Captain informed. 


FUEL: Fuel oil can be taken at any Chilean port by means of the trucks. 
The price is in accordance with international market fluctuations. The 
ship's agent will have to ask for the required amount of fuel in advance. 


HOLIDAYS: The following days are holidays in Chile: 


January 1st. 

Easter ((holy Friday and Saturday) March/April). 

May 1st. : Labour Day. 

May 21st. : Iquique’s Naval Combat. 
June 2nd. : Corpus Christi. 

June 29th. : St. Peter and Paul. 


August 15th. 
September 11th. 
September 18th. 
September 19th. 
October 12th. 


: Virgin Mary’s Assumption. 

: National Liberation’s Day. 

: Independance Day. 

: Army Glories’ Day 

: The Discovery of the New World. 


November ‘st. : All Saint's Day. 
December 8th. : Immaculate Concepcion. 
December 25th. : Christmas Day. 


Holidays do not affect the efficiency of Port Labour System 


CREW: Foreign merchant ships can hire Chilean crew without problems; 
they only have to ask for the suitable Embarkation Contract. 


RADIO: There are 74 radio stations along the coast. Messages to ships 
ae broadcast from Valparaiso, Punta Tumbes, Puerto Montt, Faro 
rona, Punta Arenas and Punta Delgada. 
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Local weather observations are broadcast by radiotelephony by the 
following radio stations: 


Playa Ancha CBV 
Talcahuano CBT 
Calbuco Radio CBP-22 
Guafo Radio CBP-4 
Raper Radio CBM-2 
Magallanes Radio CBM 


Special and general forecasts, for the area from Africa to San Pedro 
are broadcast by Radio Playa Ancha on frequencies 464, 4,228, 12,663 
and 16,914.5 kHz. 


The following information is sent by facsimile: 
1130 hrs. GMT: Surface Chart. 
1920 hrs. GMT: Nephoanalysis. 
1940 hrs. GMT: Wave Analysis. 
2310 hrs. GMT: Surface Chart. 


By the telegraphic system: 
0110 hrs. GMT: Meteorological Forecasting Zone I-VI 
1210 hrs. GMT: Meteorological Forecasting Zone |-VI 
1210 hrs. GMT: Analysis 
1210 hrs. GMT: Meteorological Forecasting Zone X 
2020 hrs. GMT: Meteorological Forecasting Zone X 
2030 hrs. GMT: Analysis 


By NAVTEX at: 
0110, 0410, 0810, 1210, 1610, and 2010 hrs. GMT. 
0200 hrs. GMT: Wave Forecasting Chart. 


The Naval Radio Station of Magallanes broadcasts in telegraphy the 
General Forecast for Zones VII-VIIl and X. 

For weather forecasting, the country has been divided from the North 
to the South into the following areas or zones. 


Zone | : from Arica to Coquimbo. 

Zone Il : from Coquimbo to Valparaiso. 

Zone Ill : from Valparaiso to Constitucion. 

Zone IV : from Constitucion to Isla Mocha. 

Zone V : from Isla Mocha to Puerto Montt. 

Zone VI : from Puerto Montt to Isla San Pedro. 

Zone VII : from Isla San Pedro to Faro Evangelista. 
Zone VIII : from Faro Islotes Evangelistas to Lat. 60° 00'S. 
Zone IX : from Lat. 60° 00’S. to Lat. 90° 00'S. 


Zone X : from Long. 80° 00'W. to Long. 120° 00’W. 

Chile is normally 4 hours behind GMT, but from the second Saturday 
of March, clocks must be moved ahead 1 hour. However, for radio 
transmissions, GMT time will continue to be used. 

For ETA messages, it is recommended to use GMT. 

PILOTAGE: The use of a pilot is compulsory at all Chilean ports for 
berthing and unberthing. Pilotage also compulsory at all tanker and bulk 
terminals. 

Pilotage is compulsory in the Magellan Strait. The pilot must be taken 
aboard (for vessels coming from the North) in Valparaiso, Ancud or at 
the pilot station of Laitec, in Quellon. For ships coming from the Atlantic, 
pilots board at the pilot station located at Bahia Possession at the 
Eastern Entrance of the Magellan Strait and for vessels coming from 
the Antarctic, pilots board at Isla Hornos or Cabo San Pio. 
POLLUTION: Throwing away of any kind of ballast or waste in the sea 
is prohibited, as well as spilling oil of any derivative or residue of 
contaminated waters from processing plants or any other noxious 
matter, either at ports or within the 200 mile jurisdictional Chilean waters, 
without the Port Captain's authorisation. Current rules state that no oil 
tanker can spill hydrocarbons or any other derivative substance, within 
50 miles of the coast. 

According to international standards, ships navigating in Chilean 
jurisdictional waters, must be in possesion of an insurance policy. In 
cases of pollution, regardless of administrative sanctions imposed, Civil 
Liability Regulations sanctions imposed, Civil Liability Regulations will 
be applied as established in the international regulations. 

MARITIME SEARCH AND RESCUE: (See “Plan’). 

Pursuant to the responsibility that the Chilean National Law awards 
to the General Direction for the Maritime Territory and Merchant Marine 
and to the International Agreements that Chile has acceded to regarding 
Maritime Search and Rescue, this activity is organised along the country, 
according to the Supreme Decree No. 1190 of 1976 that “Organise the 
Maritime Search and Rescue Service dependent from Chilean Navy”. 
Mission: Organise and carry out search for vessels, naval craft or any 
other craft in the maritime area of national responsibility, in order to 
rescue passengers and crew being in danger due to a sea casualty. 

Cooperate by own initiative or required by authorities or individuals, 
and in the way prescribed by the Commander-in-Chief of the Navy, to 
the Human Life Search and Rescue, and materials not related to general 
maritime activites being in danger or lost at sea, rivers or lakes, where 
maritime authorities can be found. 

The maritime area of national responsibility as far as Maritime Search 

and Rescue is concerned, includes all waters under national maritime 
jurisdiction and Pacific Ocean waters included among these, and parallel 
18° 20’ 08” N., Meridian 120° W. to the West, Antarctic Territory in the 
South and waters of Drake Passage. 
Organisation: The Maritime Search and Rescue Service’s Headquarters 
are located at the General Direction for the Maritime Territory and 
Merchant Marine, in Valparaiso (JEFSERBREM), and for its operation, 
it is organised and divided into 5 Maritime Search and Rescue Centres, 
called COBREM, located at the ports of Iquique, Valparaiso, 
Talcahuano, Puerto Montt and Punta Arenas. 

Districts concerning each of the Maritime Search and Rescue Centres 

are as follows: 

(a) First District of Maritime Search and Rescue: 
From Latitude 18° 20’ 08" S. in the North to Latitude 26° 00’ S., 
in the South. 
The Maritime Search and Rescue Coordination Centre is located 
at the Maritime Governor's Headquarters of Valparaiso. 
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(b) Second District of Maritime Search and Rescue: 
From Latitude 26° 00’ S. to Latitude 34° 09’ S. 
The Maritime Search and Rescue Centre is located at the Maritime 
Governor's Headquarters of Valparaiso. 
(c) Third District of Maritime Search and Rescue: 
From Latitude 34° 09’ S. to Latitude 47° 00’ S., excluding the 
territory comprised in the Fourth District. 
The Maritime Search and Rescue Centre is located at the Maritime 
Governor's Headquarters of Talcahuano. 
(d) Fourth District of Maritime Search and Rescue: 
From Latitude 41° 21’ S. and Longitude 74° 00’ W., corresponding 
to inland Chilean waters, upto Latitude 43° 16’ S. and Longitude 
76° 00’ W. 
The Maritime Search and Rescue Centre is located at the Maritime 
Governor's Headquarters of Puerto Montt. 
(e) Fifth District of Maritime Search and Rescue: 
From Latitude 47° 00’ S. to Latitude 90° S. The Western limit 
comprises, exactly like the rest of the districts, meridian 120° W., 
and the Eastern limit, the imaginary line joining the following points: 


Latitude Longitude 
(a) 55° 07.3’ S. 66° 25.0’ W. 
(b) 55°"44.0" 3. 66° 04.7’ W. 
(c) 55° 22.9’ S. 65° 43.6’ W. 
(d) 56° 22.8' S. 65° 43.6’ W. 
(e) 56° 22.8' S. 67° 16.0’ W. 
(f) 58° 21.1’ S. 67° 16.0' W. 


and from the last point directly to the East, through Drake Passage 
following parallel 58° 21.1’ S., till touching the point located at 
Latitude 58° 21.1’ S., and Longitude 53° 00’ W., and from there 
along the meridian 53° 00’ W., to the South Pole. 


STRAIT OF MAGELLAN: Magellan Strait is a geographical fault 
crossing the South American Continent at the Southern zone of Chile 
and joins the Pacific Ocean to the Atlantic Ocean. 

As the Strait of Magellan is a zone of great maritime traffic density 
with intense marine currents of variable direction and strength, especially 
in the First and Second Passages located in the Eastern part, and has 
a high percentage of rough weather and a great number of exploration 
and exportation platforms on the seabed at its Pacific entrance, mariners 
should navigate very cautiously in these waters, executing security 
measures established for that purpose. 

Despite the fact that there are excellent aids to navigation and beacon 
systems, the use of pilots is compulsory (2). They must verify the most 
favourable conditions for the navigation of a vessel. 

It is not compulsory to use pilots in the area between the Western 
entrance of the Strait and Punta Arenas City but is available when 
necessary. 

Security Standards: Every ship of any kind and nationality, using the 

Strait of Magellan for navigating, should fulfil the following: 

(a) She must report her ETA when entering into the Strait, 12 hours in 
advance. Such message must contain the following information: 
No. of messages. 

Name of the Ship. 

No. of Words. 

Date. 

UTC time. 

MARITGOG PAR. 

Text. 

Name of the ship, ETA, length, maximum draft, gross tonnage, 
destination port, ETA, pilots zone, Master's name. 

(b) During the whole voyage along the Strait, ships must keep in touch, 
permanently listening and standing by on VHF Channel 16 and 
2182 kHz. 

(c) The time of arrival and departure from the Strait and time passing 
Punta Dungeness lighthouse, Punta Anxious lighthouse, Isla Tamar 
or Cabo Pilar, depending on circumstance, must be sent to the 
Maritime Governor's Headquarters. 

During navigation in the Strait, geographical situation and speed 
must be advised, according to the following criteria: 
(1) Ships navigating without pilot: Every 4 hours. 
(2) Ships navigating with pilot: At 0800 hrs. and 2000 hrs. 

(d) There are 3 waiting areas for ships needing to anchor for safety at 
sea’s purposes and for ships waiting to cross the passages, in 
accordance with the instructions imposed by the Maritime Authority, 
according to the traffic requirements. 

For such purposes, the following waiting areas are established 
within specific limits for crossing the First and Second Passages 
(Primera y Segunda Angostura): 


Latitude Longitude 
Bahia Possession: 52° 19’ 20" S. 68° 58’ 30" W. 
52° 19’ 20” S. 68° 53’ 30" W. 
52° 21’ 20" S. 68° 58’ 30” W. 
52%21"'20uS: 68° 53’ 30" W. 
Bahia Felipe: 52° 45’ 05” S. 70° 00’ 20” W. 
52° 44’ 25" S. 69° 58’ 10” W. 
52° 45’ 15" S. 69° 57’ 15” W. 
52° 45' 55" S. 69° 59’ 30” W. 
Punta Arenas: 53° 10’ 53” S. 70° 54’ 06" W. 
53° 10’ 53” S. 70° 53’ 27” W. 
53° 11’ 19" S. 70° 53’ 27" W. 
53° 11’ 19” S. 70° 54’ 06" W. 


(e) Vessel must have the following valid international certificates, in 
accordance with the type of vessel: 
1. Safety Construction Certificate. 
2. Safety Equipment Certificate. 
3. Radiotelegraphy or Radiotelephony Safety Certificates, 
according to the circumstances. 
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4. Certificate guaranteeing that the ship is insured or is in 
possession of other financial guarantees, in accordance with 
Art.146 of Navigation Law (from Civil Liability for Oil Pollution 
Damage and other noxious substances). 

These certificates will be accepted, unless there is clear evidence fo 

suspecting that the ship or equipment condition is not in accordance 

with that stipulated on such affidavit. 

(f) Also vessels must comply with the following requirements: 

To have a gyro-compass in good working order, with a duly know 
error margin and a repeater on deck operating normally, and their 
steering magnetic compasses suitably compensated for navigation 
with the updated deviation table; such table shall not be older than 
one year. 

To be provided with navigational equipment in accordance with 
rules for the ship, contained in the Annex to the Internationa) 
Conference on Safety of Life at Sea, 1974. 

To have at least one radar in good condition. 

To have updated Chilean publications on board: navigationa 
charts, sailing directions, light lists, tide tables and nautical 
publications necessary for conducting a ship through the Strait o! 
Magellan. 

To have in good condition, all anchoring and manoeuvring 
elements; main, auxiliary and emergency engines and aids to 
navigation. 

To maintain derricks or cranes in a secure position so as not to 
interfere with visibility from the upper bridge of the ship. 

(g) While navigating along the Strait, pilot aboard checks the existence 
and validity of the above mentioned certificates and the fulfillment o! 
requirements contained in the preceding paragraphs. 

(h) For those vessel's neither having certificates in force nor fulfilling 
requirements regarding equipment and elements for navigation, the 
Maritime Authority will make arrangements so that the ship adjusts 
her necessary conditions for safety of navigation and life at sea. 
The Maritime Authority will approve navigation as soon as pertinen| 
instructions have been executed. 

Aspect relative to aids to navigation or piloting’s collection: 

For the collection of piloting and aids to navigation services, tariffs 
stipulated will be applied according to the Tariffs and Duties’ Regulation 
of the General Direction for the Maritime Territory and Merchant Marine 
approved by S.D. (M) No. 427 of June 25th, 1979. 

If there was occasional piloting or if piloting was carried out over par 
of the Strait, at ship's Masters request, 100% of the corresponding 
piloting tariff will be applied. 

Other complementary standards: 

Every ship navigating in the Strait of Magellan experiencing an 
abnormal situation, either navigational or maritime fire occurence 
possibility, must report it to the maritime authority in order that promp! 
assistance may be rendered if necessary. 

It is definitively prohibited to throw overboard ballast, debris or garbage 
and to spill oil or its derivatives or residues subjected to the indicatec 
jurisdiction, in accordance with the international agreements subscribed 
to by Chile and current internal regulations on this matter. 

The Government of Chile has established a new Aids to Navigation 
System in the Strait of Magellan, in order to give support to navigatior 
and piloting in the zone, by means of the centralised information 
exchange with vessels, fully assuring safety of life at sea. This system 
consists of Radar Stations, installed at Punta Dungeness lighthousean 
the Port Captain's Office at Punta Delgada renders service to any vesse 
that needs it; free of charge for the user, and it allows navigation vie 
Boca Oriental and Banco Triton, or vice-versa. 

Ships coming from the Atlantic Ocean, must inform their arrival to the 
landfall port located at Latitude 52° 35’ S., Long. 68° 10’ W., at leas 
24 hours in advance, to the Maritime Radio Station of Punta Arena: 
(CBM), using frequencies and schedules indicated in the book 0 
Coastline Stations, List IV, of the International Telecommunication Unior 
(ITU). 

There must be direct contact with Punta Dungeness lighthouse (CBM 
71) or Cabo Espiritu Santo lighthouse (CBM-72), 20 nautical miles from 
the landfall point, on VHF Channel 16. 

Punta Arenas and Punta Delgada Stations will also provide thé 
following information: 

Traffic existing in the area. 

Position of oil platforms and naval installations. 

Indication of anchoring zone and waiting area for pilot. 

Weather conditions. 

Indications about tides. 

Information about urgent Notice to Mariners. 

Shipmaster's Report: January 1986. 

The transit through Magellan Strait went very smoothly. There are 
great difficulties as long as vessel has a good and reliable radar. Extre 
Caution in necessary in Paso Turtoso but there is no problem in passin 
there during darkness. 

Communications with our Agent were good. We sent telex ove 
Maritex and they answered with cable via Valparaiso Radio. Informatio’ 
required by them was a minimum, g.r.t. the most important for obviou! 
reasons. There are no paper formalities at Punta Arenas, pilot boardin 
was straight forward. 

Pilot boards one mile due East of Punta Arenas breakwater, ar 
leaves at Possession Bay. Our pilot left just after the First Narrows * 
position: Lat. 52° 24’ S., Long. 69° 24’ W. There are plans to build! 
pilot station at Punta Felix in position: Lat. 52° 58’ S., Long. 74° 04° Ww 
and thus making it compulsory to take a Pilot for the whole Strait (oce# 
to ocean). According to our pilot this to be effective late 1986 © 
early 1987. 

There are now two reporting points, Los Evangelistas in position: Lé 
52° 23’ S., Long. 75° 07’ W. at the West entrance, and Cabo Espint 
Santo in position: Lat. 52° 40’ S., Long. 68° 36’ W. at the East entranc 

VHF contact to be made with these stations when passing them. The 
require such information as g.r.t. length, cargo, etc. Their English is fair 
good. 


Our Pilot did not agree that the best time to pass Punta Arenas was 
at high water. Because the tide varies in such a way that vessel still has 
the tide against in the Narrows. Instead he recommended that the tide 
was calculated for the First and Second Narrows respectively, (with 
Chilean tables). And then the transit to be made in such a way that the 
vessel transits the First Narrows just after high slack water. This meant 
that the vessel would sometimes run against the tide in the Second 
Narrows. Since the tide in the First Narrows in much stronger, this is 
more favourable. 

Advice from Agent: The Chilean Government issued Decree No. 397 
imposing compulsory pilotage for the transit of Magellan Strait in both 
directions. 

Same will become effective from 1st December, 1985, and will apply 
to all vessels, even those crossing ocean to ocean. 

Vessels to request Pilots through an Agent in Punta Arenas well in 
advance of their ETA at either entrance of the Strait. 

Westbound traffic will embark Pilots at Possession Bay (Lat. 
52° 16’ S., Long. 69° 10’ W.) and disembark them at Punta Arenas. 

Eastbound traffic will embark Pilots at Punta Arenas and disembark 
them at Possession Bay. 


SHIPMASTER’S REPORT: January 1985. 

Painting: We called recently at Iquique — Antofagasta — Valparaiso — 
San Vicente. In a// ports scraping and painting the hull only allowed after 
having received permission from Port Captain. 

Containers: When more than 6 containers have been (re)loaded on deck 
the lashing of same are to be checked by Surveyor of Port Captain's 
Office. Surveyor at San Vicente insisted on chains, even when twistlocks 
were used and containers only single stacked. 

Stability: Prior departure last Chilean port, stability particulars to be given 
to Surveyor from Port Captain's Office. 

Time: Summertime is kept, GMT minus 3 hours. 


AUTHORITY: Direccion General del Territorio Maritimo Y de Marina 
Mercante, Errazuriz 537, Valparaiso, Chile. Te/: 258091. Telex: 230602, 
330461. 


ANTOFAGASTA (including La Chimba Cove): 
23.39 S. 70.25 W. (See Plan) 


DOCUMENTS: Customs: 

General Ship's Manifest. 

Cargo Manifest for the port. 

Crew and Passenger List. 

Personal Effects List. 

Stores List. 

General Declaration. 

Maritime Authority: 

Ship's Clearance from Last Port. 

Crew List. 

Passenger List. 

Weapons Declaration. 

Dangerous Cargo Declaration. 

National Health Service: 
Health Declaration. 
Derat Certificate. 

Agriculture Department: 
Stores List. 

General Declaration. 
Interpol: 

Crew List. 

Passenger List. 
CERTIFICATES: 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Load Line Certificate. 

Oil Record Book. 

Light Dues. 

Tonnage Register Certificate. 

Oil Pollution Certificate. 

PILOTAGE: Compulsory. Vessels calling at Antofagasta and willing to 

berth on arrival must proceed to the pilotage boarding station. Vessels 
that are to wait because of congestion or any other reason, are to anchor 
in the anchorage zone. Pilot will travel to and from the vessel in a launch 

Specially assigned for this purpose. The launch is also used for mooring, 

and has VHF radio. 

In order to have the vessel authorisation for manoeuvring, the ship 
must have: 

(a) Two bower anchors with not less than 7 shackles of chain on 

each. 

(b) Four mooring lines and two springs. 

For vessels and port safety, in all berthing and/or unberthing, the 
assistance of one tug is compulsory. Vessels of less than 75 m. LOA 
do not need to comply with the above mentioned rule. 

Two tugs wil be required for ships over 220 m. LOA. 

Two tugs will also. be required under the following special situations: 
(a) Pier No. 4: Berthing of ships starboard side to, when other ships 
are docked at Piers No. 3 and No. 5. 

(b) Pier No. 5: Unberthing of vessels docked starboard side to with 

no anchor in water. 

Because of other ships in port, weather conditions or any other special 
Situation, it is up to the Pilot to request a second tug. 

All ships manoeuvring must request permission 4 hours in advance. 
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24 hours before arrival, vessels must inform the Maritime Authority 
their ETA, name, call sign, nationality, draft, last port of call and if there 
is any sickness on board. 

Pilot Boarding Station: 

The boarding area is within the following geographical points: 

(1) Lat. 23° 37’ 37” S., Long. 70° 24’ 37” W. 

(2) Lat. 23° 37' 37” S., Long. 70° 24’ 18” W. 

(3) Lat. 23° 38’ 07” S., Long. 70° 24’ 18” W. 

(4) Lat. 23° 38' 07” S., Long. 70° 24’ 37” W. 

APPROACHES: Traffic Separation Scheme: A separation scheme 
exists at the entrance to the port, one mile wide, covering following 
geographical points: 

(a) Lat. 23° 37’ 52” S., Long. 70° 25’ 31” W. 

(b) Lat. 23° 37’ 52” S., Long. 70° 28’ 50” W. 

There is one-way traffic for ships sailing West, located between the 
mentioned separation scheme and a line between the following 
geographical points. 

(a) Lat. 23° 36’ 23" S., Long. 70° 25’ 31” W. 

(b) Lat. 23° 35’ 30” S., Long. 70° 26’ 58” W. 

There is one-way traffic for ships sailing East, located between the 
mentioned separation scheme and a line between the following 
geographical points: 

(a) Lat. 23° 39’ 22” S., Long. 70° 25’ 32” W. 

(b) Lat. 23° 40’ 22" S., Long. 70° 26’ 30” W. 

Principal traffic course is 090° — 270°. 

ANCHORAGE: Located outside the harbour between Paita Rocks and 
Cobre Norte Cove, with a depth from 25 m. to 40 m., with a good sand 
and mud seabed. 

RESTRICTIONS: From May to July the surge is stronger and results in 
rough seas lasting from 2 to 4 days interrupting the traffic of small craft. 
MAX. SIZE: Max. LOA 220 m. Max. draft 30 ft. With pontoon (10.0 m.) 
between vessel and quay max. draft of 35 ft. 09 in. is permitted. 

Also see “Tankers”. 

RADIO: Antofagasta Radio Station, call sign CBA-3, attends 24 hours 
on following frequencies: 


Service Emission Maritime Zone 
500 kHz AiA A2A Al A2 
518 kHz F1B 

2182 kHz H3E J3E 

8461 kHz A1lA 

C - 421 J3E 

C- 16 G3E 

C-26 G3E 


Emission of urgent messages for ships (NURNAV) and meteorological 
information are provided on following frequencies and hours. 


Service Emission Times 

476 kHz A1A 1405 & 0205 
2738 kHz J3E 1415 & 0215 
C-14 G3E 1430 & 0230 
Security frequencies are attended as follows: 
2182 kHz Night Service 2200 & 1200 
C - 421 Day Service 1200 & 2200 
Navtex international emission: 

Covering “A” Zone: 
Time table (UTC) 0000 — 0010 0400 — 0410 0800 — 0810 
1200 — 1210 1600 — 1610 2000 — 2010 


Traffic list emission on 476 kHz and C — 401, will be H+50 of every 
even hour. 

HF telephonic frequency in bands of maritime mobile service will be 
attended via Playa Ancha “CBV" Radio. 
VHF: Harbour Master and Pilot on Channel 16 throughout 24 hours. 
TUGS: 3 tugs available, 970 h.p., 1,440 h.p. and 4,100 h.p. 

Also see “Pilotage”. 

Tankers: Vessels in excess of 75 m. LOA mooring at the buoys will 
require the assistance of 1 tug. 


BERTHING: 
Pier Length Max. Draft 
de (m.) (ft.)  (in.) 
Fishing zone 205 24 00 
Pier 1 220 30 00 
Pier 2 165 30 00 
Pier 3 165 30 00 
Wharf zone 130 16 00 
Pier 4 185 28 07 
Pier 5 185 28 06 
Pier 6 100 Under repair 
Pier 7 250 Under repair 
With separation raft at 10.0 m. from the pier. 
Pier 4 185 34 08 
Pier 5 185 35 09 


CRANES:Pier No. 1, 2 and 3: 6x12 tons and 4x5 tons. Pier No. 4 and 
5: 4x7 tons. Pier No. 6 and 7: Under repair. 

STEVEDORES: Available through the Agents working 24 hours a day 
in 3 shifts, from 0800-1530 hrs., 1530-2300 hrs. and from 
2300-0630 hrs. 

MEDICAL: A first class hospital is available with 690 beds and all 
necessary elements and services. Two modern medical centres also 
available. 

TANKERS: There are 3 tanker terminals in the North part of Antofagasta 
Ba 


y. 
Esso Terminal: 

Owner: Esso Standard Oil Co., Chile. 

Max. Length: 235 m. 

Max. Draft: 60 ft. 

Products Handled: Petroleum and clean products. 

Mooring Facilities: The terminal has 3 buoys, painted white, buoys 
are named “North Buoy”, “South Buoy” and “Manoeuvring Buoy”. 

General: For positioning of anchors there are leading marks on the 
shore. They are 2 metal circles, painted orange with black crosses in 
the centre. 
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Vessels must have at least 2 mooring lines of 220 m. each for sending 
to each buoy. 

All buoys have slip hooks. 

When mooring, the vessel will be berthed on a heading of 235°. 
Vessels are to use both anchors, with 8 shackles on the starboard anchor 
and 6 shackles on the port anchor. 

Vessels cannot moor when the swell covers the tops of the rocks or 
if the wind is Force 4 or over. 

The assistance of a tug is required for mooring. 

Mooring is only carried out during daylight hours. Unmooring is 
possible at night, weather permitting. 

Hoses: 3X12 in. flexible hoses are used for unloading. 

Codelco Terminal: 

Owner: Codelco Chile Div. Chuquicamata. 

Max. Length: 235 m. Max. Draft: 60 ft. 

Products handled: Petroleum and clean products. 

Mooring facilities: The terminal has 3 buoys painted yellow. Mooring 
operation is similar to the “Esso Terminal’ above. 

Hoses: Diesel and petroleum products are discharged through flexible 
hoses. Length of hoses 670 m. 

Shell Terminal: 

Owner: Shell Chile Ltda. 

Max. Length: 235 m. 

Max. Draft: 40 ft. 

Products handled: Clean products and lubricating oils. 

General: The mooring facilities consist of 3 buoys, painted yellow. 

On the shore there are 3 metallic circles painted orange to assist with 
lining up of vessel. 

For mooring, vessels must have at least 2 mooring lines of 220 m. for 
each buoy. All buoys have slip hooks. 

Mooring in daylight only. Unmooring possible during night time, 
weather permitting. 

When vessel is in the moored position the heading is 235° True. Both 
anchors used for mooring, 8 shackles used on starboard anchor and 
6 shackles used on port anchor. 

Hoses: Clean products are discharged through 12 in. flexible hoses. 
Chimba Cove: 

Emalco Gas Terminal: 
Owner: Empresa Nacional de Petroleo. 
Operator: Emalco. 
Max. Length: 110 m. 
Max. Draft: 27 ft. 
Product Handled: LNG. 
General: Vessels moor using 2 anchor, 2 buoys and 1 bollard on the 
shore on Guaman Island. 
There are two orange circles on the shore which are the leading lines 
for dropping the anchors. 
Vessels moor with 2 mooring lines, length 220 m. each, to each buoy 
and 2 mooring lines from the port side to the bollard on Guaman Island. 
When moored, the vessel is on a heading of 330°. 
Vessels can only moor during daylight. 
Both anchors required for mooring, each with 6 shackles out. 
Hoses: Gas is discharged by 8 in. diameter flexible hoses. 
FRESH WATER: Fresh water available at all berths at approximate rate 
of 25t.p.h. Vessels at anchor and vessels at buoys can obtain small 
quantities of fresh water from tugs. 
FUEL: Fuel oil and diesel oil, in small quantities, can be supplied at all 
berths by tank trucks. Large orders can be tendered through the oil 
terminal, rate of delivery for fuel oil 80 t.p.h. and for diesel oil 300 t.p.h. 
CONSULS: Argentina, Belgium, Bolivia, Denmark, France, 
Germany F.R., Greece, Italy, Jordan, Netherlands, Peru and Yugoslavia. 
REPAIRS: There are 3 workshops for minor repairs: 
Castro: Tel. 225501. 
Ljubetic: Tel. 251547, 223268. 
Corssen: Tel. 222331. 
DRY DOCKS: None available. 
SURVEYORS: Lloyd’s Register, Societe Generale Sourveyance 
(S.G.S.), International Inspection Service (I.1.S.) and Centro de Estudios, 
Medicion y Certificacion de Calidad (CESMEC). 
GANGWAY/DECK WATCHMEN: Supplied by Agent. 
OPENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: Each crew member is _ allowed 
400 cigarettes per week and 2.5 litres of wine or spirits per week. 
REPATRIATION: Facilities available. 
AIRPORT: The Cerro Moreno Airport, located 28km. North of 
Antofagasta is available for all types of commercial aircraft. There is 
also another landing field in La Chimba, 11 km. North of the city. 
TIME: GMT minus 4 hours. Clocks are advanced one hour on the second 
Saturday in October until the second Saturday in March. 
HOLIDAYS: New Year's Day (January 1st), Holy week (April 1st and 
2nd), Labour Day (May 1st), Iquique’s Fleet Action (May 21st), Corpus 
Christi Day (September 11th), Saint Peter and Paul (June 29th), 
Ascension del Senor (August 15th), Freedom Day (September 11th), 
National Day (September 18th and 19th), Discovery of America 
(October 12th), All Saints Day (November 1st), Immaculate Concepcion 
(December 8th), Christmas Day (December 25th). 
POLICE/AMBULANCE/FIRE: Police: Tel. 133. 
Tel. 222370. Fire Brigade: Tel. 221212. 
EMERGENCY C RDINATION CENTRE: Search and Rescue 
Service: Antofagasta Maritime Authority. Tel. 222294, 221908, 223587. 
SERVICES: Compass adjusting, radar repair, radio repairs, gyro 
compass repairs and all other types of electronic repairs possible. 
BANKS: Several banks, among them: 

Banco Central de Chile, 2688 San Martin St., Tel: 221594. 

Banco de Credito E Inversiones, 2683 Washington St., Tel: 225054. 

Banco del Estado de Chile, 2578 San Martin St., Tel: 221617. 

Banco Espanol Chile, 2600 San Martin St., Tel: 222537. 
STORING: Trucks and railway carriages can proceed alongside. 

Fork lift trucks and other storing machines can be used to handle 
stores. 
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Ambulance: 


SHORE LEAVE: Allowed. HI 
IDENTIFICATION CARDS: All crew are supplied with a shore pass.  ¢¢ 
These passes are collected prior to sailing. Ut 


REGULATIONS: Inflammable explosives over 100 tons must be p, 
discharged in Mejillones. An Antofagasta Pilot goes to Mejillones by |, 
land, in order to take ships to be anchored. is 
GENERAL: Antofagasta is a transit port for Bolivia, Argentina and a, 
pap rh! cargo. It is one of the ports operated by Empresa Portuaria  ¢ 
le Chile. 
AUTHORITY: Empresa Portuaria de Chile, Av. Grecia S/N, 7 
P.O. Box 190, Antofagasta, Chile. Tel: 223171, 251737, 223176. vy 
Telex: 225232. ar 


ARICA: 18.28 S. 70.20 W. 


PORT LIMITS: Seaward limits are: 
Lat. 18° 28.6’ S., Long. 70° 19.9’ W. 
Lat. 18° 27.2' S., Long. 70° 20.5’ W. 
Lat. 18° 26.7’ S., Long. 70° 19.6’ W. B 
Lat. 18° 28.1’ S., Long. 70° 18.9’ W. 
DOCUMENTS: 
Port Captain: 
1 copy General Declaration. 
1 copy Last Port Clearance. 
1 copy Passenger List for the port, and in-transit, (even if nil). 
1 copy Crew List. 
1 copy Dangerous Cargo List for the port, and/or in-transit. 
Customs: 


(See Plan) «: 


2 copies General Declaration. c 
6 copies Cargo Manifest for the port. B 
10 copies Cargo Manifest in-transit to Bolivia. ol 
10 copies Cargo Manifest in-transit to Tacna, Peru. Ss 
2 copies Crew List. hi 
2 copies Crew Effects List. 1 
2 copies General Stores List. 4 
2 copies Bazaar List. cl 
2 copies Mail List. p 
2 copies Passenger List for the port, or in-transit. B 
1 copy General Chilean Cargo Manifest, which is stamped by Customs ES 
and returned on board. a 
Immigration: 


1 copy General Declaration. 

2 copies Passenger List for the port and/or in-transit. 

1 copy Crew List. 

Health Department: 

1 copy Sanitary Declaration. 

1 copy General Declaration. 

1 copy Passenger List for the port and/or in-transit. 

1 copy Crew List. 

Agriculture Department: 

1 copy General Declaration. 

1 copy Cargo Manifest for the port. 

1 copy Cargo Manifest in-transit to Peru and Bolivia. 

1 copy General Stores List. 

Agency: 
10 copies Cargo Manifest for the port. 
10 copies Cargo Manifest in-transit to Peru and Bolivia. 

1 set of Bills of Lading for the cargo to Arica, Peru and Bolivia. 

1 copy General Declaration. 

3 copies Passenger List for the port, or in-transit. 

3 copies Crew List. 

1 copy Dangerous Cargo List for the port and/or in-transit. 

1 copy General Stores List. 

1 copy Bazaar List. 

1 copy Mail List. 

If the ship does not take cargo, passengers or mail for the port or in- 
transit to Peru and/or Bolivia, the Master must in all cases present the 
same “negative” documents. 

CERTIFICATES: 

Tonnage Certificate. 

Lighthouse Dues (Chilean). 

Safety Radio Certificate. 

PILOTAGE: Pilotage is compulsory for all vessels, except vessels of 
Chilean flag under 1,000 Gross Register Tons. 

Ships approaching port should fly international signal flag “G" to 
request Pilot. Pilot boat is a small craft, painted red or white, with “H” 
flag on the mast. 

Pilot boards incoming vessels within the following area: 


(1) Lat. 18° 27.2’ S., Long. 70° 20.5’ W. 
(2) Lat. 18° 26.7’ S., Long. 70° 19.5’ W. 
(3) Lat. 18° 27.1’ S., Long. 70° 19.3’ W. 
(4) Lat. 18° 27.7’ S., Long. 70° 20.3’ W. 


Pilot Station maintains VHF watch on Channel 16. Telex No. 221084. 
ANCHORAGE: Safe anchorage for vessels arriving after sunset can be 
found in a line bearing 194° Faro Isle Alecran distance 7 cables in depths 
pit ye 9 to 10 fathoms. 

RESTRICTIONS: Ships docked and undocked at any time, weather 

permitting, if application presented in advance to Port Captain. 

MAX. SIZE: In the Port Area the maximum permissible draft is 34 ft. f 

and max. length 700 ft. E 
Bolivian Export Buoy: Vessels up to 60,000 d.w.t. Max. draft 43 ft. 
San Martin Cove Buoy: Vessels up to 54,000 d.w.t. Max. draft 45 ft. T 
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HEALTH: In case of fever or suspected diseases on board, Master must 
a telex or radio message to Port Captain advising the situation. 
Upon arrival, vessels will be anchored and inspected by Health 
rtment according to international procedures and will be declared 
quarantine if necessary. If arriving from another Chilean port, pratique 
jomatic. 
$ SpI0: Use “Maritgob Arica”, telex No. 221084. Coastal Radio Station 
CBA2, permanent listening watch on VHF Channel 16 and 2182 kHz 
and 421 KHz (HF) listening watch in daytime between 0800 hrs. and 
4900 hrs. 
< Call “Arica Radio”. Listening watch on Channel 16. Vessels 
approaching the port must advise Arica Pilot Station of the ETA. Arica 
gadio has radio telephone service on Channel 26 (duplex). Request this 
service by Channel 16. 
When manoeuvring within the port area, the Pilot will advise which 
channel to use. 
RADAR: No Port Radio Service. 
TUGS: 1550 h.p. and 1850 h.p. Tugs normally join vessels at the 
end of the breakwater. 
Tugs are compulsory for berthing and unberthing in the following 
cases: 
One tug for vessels over 90 m. length. 
Two tugs for vessels over 140 m. length. 
Not compulsory for vessels of 90 m. length or less. 


BERTHING: 
Max. Permissible 

Berth Length Draft at LW 
Ms (m.) an 

3 | 314 28.0 

4 32.0 

5 514 34.0 

6 34.0 


Loading and discharging normally by ship's gear. 
CRANES: Berths No. 4, 5 and 6: 2x3 tons and 2x5 tons. 
BULK CARGO FACILITIES: Four conveyor belts and loaders for bulk 
ores, grain, coal, etc., at approximate rate of 100 t.p.h. per conveyor. 
SPECIALISED CARGO-HANDLING FACILITIES: Containers are 
handled with conventional gear, the port has a container yard of 
115,936 sq.m., served by railroad and a bridge crane capable of lifting 
4 tons. Service for containers includes 10 ton fork-lift trucks, mobile 
vanes with 12 tons’ capacity, and specially designed wagons for their 
proper transportation. 
BRIDGES: None. 
STEVEDORES: The stevedores are nominated the day before ship 
amives, according to ETA, by the Agent. Also nomination can be made 
duing the day. Working in the port is_in_ three shifts: 
0800 hrs. - 1530 hrs., 1530 hrs. — 2300 hrs. and 2300 hrs. — 0630 hrs. 
MEDICAL: Medical assistance can be obtained at any time without 
advance notice. 
TANKERS: Bolivian Export Buoy: Belongs to Yacimientos Petroliferos 
Fiscales Bolivianos; position 039° True, 6 cables from breakwater light. 
Canhandle vessels up to 60,000 d.w.t., 43 ft. maximum draft; 12 in. hose 
connection. Loading rate 9,000 bbis./hr. No deballasting facilities. 
Mooring in daylight. Vessels moor to 3 stern buoys. 
San Martin Cove Buoy: Used for discharge of Bunker C and clean 
products for the city services. 45 ft. maximum draft, 54,000 d.w.t., 8 in. 
tose connection, vessels moor to 3 stern buoys. No wires may be used. 
DENSITY: 1025. 
FRESH WATER: Fresh water is available. Hoses to be provided by 
vessels. Rate of delivery about 10 t.p.h. 
owl ge oil available by tank truck, advanced notice to Agent 
required. 
FIRE PRECAUTIONS: No special fire precautions at the tanker terminal, 
only those that are internationally required. 
CONSULS: The following countries are represented in Arica: 


Argentina Denmark Italy 
Belgium El Salvador Norway 
Bolivia Germany F.R. Peru 
Costa Rica Great Britain Spain 


REPAIRS: Only small repairs can be performed in Arica, mechanical 

and electrical. 

DRY DOCK: There are two dry docks intended for fishing boats, 

maximum capacity 800 tons and 45 m. length. 

BNGWAY/DECK WATCHMEN: Port regulations call for a gangway 

aichman. 

OPENING/CLOSING HATCHES: This service will be attended by the 

Sievedores. Nomination is by number of hatches working. 

CUSTOMS ALLOWANCES: Two and a half cartons of cigarettes per 

man, two and a half bottles of wine/spirits per man. 

REPATRIATION: Crew changes can be arranged through the local 

stice of Immigration, if repatriated. 

AIRPORT: Distance to airport 7 miles. One flight to Miami weekly, two 

lights to Bolivia weekly. Domestic flights are available at the rate of two 

ferday, to Iquique, Antofagasta, Santiago; from Santiago to other cities 

"ithe South of Chile. 

< cu minus 4 hours. Clocks advanced one hour from September 
arch. 

HOLIDAYS: January 1st; First Friday and Saturday of April; May 1st 

%d 21st.; June 2nd and 29th; August 15th; September 11th, 18th and 

th; October 12th; November 1st; December 8th and 25th. Cargo can 
arranged at all holidays, except December 24th, from 1800 hrs. to 

Scember 25th, 1530 hrs. and December 31st from 1800hrs. to 

‘aiuary 1st, 1530 hrs. 

ene: Telephone 32315, 32242 and 32323 

ively. 

{MERGENCY CO-ORDINATION CENTRE: Call Arica Radio: See 

Radio” and “VHF”. 

TELEPHONES: Not available on board. 


CHILE 


SERVICES: Supply of Chilean charts and nautical publications. 
BANKS: 


Name Address Tel. Telex 
Centrobanco 21 de Mayo 172 31021 221027 
Banco de Chile 21 de Mayo 330 31746 221030 
Banco de Santiago 21 de Mayo 212 31979 221117 
Banco del Trabajo 21 de Mayo 345 32497 221034 
Banco Espanol Chile 21 de Mayo 298 51648 221109 
Banco Sudamericano 21 de Mayo 187 32685 221056 
Banco Central de Chile Colon 336 32116 221005 
Banco de Credito e 

Inversiones Bolognesi 221 32086 221004 

SHIP SUPPLY SERVICE: All supplies can be obtained through the 


Agent. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Needed to leave and/or enter port area. 
DELAYS: No delays under normal conditions. Port congestion causes 
ships to wait at anchorage 24 hours or more, depending on unusual 
factors such as heavy swell, or lack of room to bring vessels alongside 
when 5 ships are docked. 

DEVELOPMENTS: Project to build a new mole in the Northern part of 
the port, with berthage for two ships of approximately 540 ft. 


SHIPMASTER’S REPORT: April 1980. 
Documents: 

6 General Declarations. 

6 Lists of Passengers for the Port. 

6 Passengers Lists (even if nil). 

6 Mail Lists (or no mail). 

12 Crew Lists. 
2 Crew Effects Lists. 
6 Bond and Canteen Store Lists. 
6 General Stores Lists. 
Clearance from the Last Port and Health Declaration. 

Pilotage: Compulsory. Pilot boards 0.5 miles N.W. of breakwater. 

When within 200 miles of the coast of Chile, vessel to send cable to 
“Maritgob” at 0800 hrs. and 2000 hrs. daily. Cable to include position, 
speed, course and destination. The same cable is sent to the Port 
Captain at the port of destination, who also requires 24 hours’ notice of 
arrival and draft. He then arranges for Authorities to board. 
Anchorage: Vessels anchor 0.5 miles N.W. of breakwater. Depth 58 ft. 
at LW. 

Max. Size: LOA 600 ft. Draft 32 ft. 

Radio: Antofagasta (CBA4) and Valparaiso (CBV). 

VHF: Pilot on Channel 16. 

Tugs: One tug of 500 h.p. available. Tug use is not compulsory but 
advisable. 

Berthing: Vessel berthed at Burth No. 4. Max. LOA: Over 600 ft. if 
adjacent berths vacant. Max. draft: 34 ft. (This allows for heavy swell 
during Winter time). 

Cargo Handling Facilities: Two portable conveyors available for 
handling bulk cargoes. Rate 200 t.p.h. (approx.) There are no Ro/Ro 
facilities. There is ample mechanised equipment for handling palletised 
cargoes. Plenty of open quay space available for storage. 

There are mobile cranes available and a bridge crane for loading rail 
Cars, Capacity 30 tons, however vessels must discharge with ship’s gear. 
Medical: Doctor and hospital available. 

Fresh Water: Available. Rate 10 t.p.h. 

Fuel: Bunker fuel oil and diesel oil not available. 

Repairs: Minor repairs possible. 

Airport: Airport for internal flights only available. 

Services: Fresh provisions, laundry service, groceries and meats 
available. 


AUTHORITY: Empresa Portuaria de Chile, P.O. Box 923, Arica. 
Tel: 32284. Telex: 221012. Contact: Domingo Ormazabal Gonzalez, 
Port Administrator. 


CALDERA: 27.03 S. 70.53 W. (See Plan) 


PORT LIMITS: A line joining Punta Caleta with Punta Fuerte. 
DOCUMENTS: 


Quarantine: Completed Declaration of Health (Q.S.1.). 
Valid Derating Certificate. 
International Vaccination Certificates. 
Customs: Crew Declaration (Y.14). 


Ship's Stores (E.1), 3 copies. 

Inward Report (A.6). 

Complete copy of each Manifest for goods to be 
discharged in Caldera/Calderilla. 

Clearance from Last Port. 

Crew List, 3 copies. 

Copy of Manifest, Transit Cargo. 

Crew List, 2 copies. 

Passenger Manifest for passengers not 
disembarking. 

Immigration Control Cards for each person. 


Port Captain: 


Immigration: 
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PILOTAGE: Compulsory. The owner, Master or Agent of a vessel must 
report via any coast station, by R/T or W/T, the vessel's ETA, 24 hours 
and 12 hours in advance of ETA. ETAs must be confirmed or corrected 
not less than 3 hours prior to arrival. Time in ETA message must be 
GMT. The following information must be included in the message: 

(1) Name and call sign of vessel. 

(2) Nationality. 

(3) Length, draft and G.R.T. 

Pilot Boarding Station: All vessels must wait for the Pilot in position 
Lat. 27° 03' 00" S., Long. 70°50' 13” W. between Point Fuerte and 
Pointe Caleta. 

Caldera Radio on standby on VHF Channel 16. Tel: 315276. 
Fax: 315276 Caldera. 

ANCHORAGE: Vessels anchor with the Iron Ore Quay bearing 220°, 
5 shackles in the water is sufficient. 

MAX. SIZE: Vessels up to 44 ft. draft with a max. length of 240 m. can 
moor at the Ore Quay. 

HEALTH: Pratique given after official visit, and automatic for vessels 
from another Chilean port. In case of contagious disease on board, 
advance notice is required and vessel may need to be cleared first at 
Valparaiso. 

RADIO: Radio Costera Valparaiso — CBV 20; working during even hours 
only between 0800-1200 hrs. and 1400-2200 hrs. 

Radio Costera Caldera — CBA 5, receiving on 2182 kHz throughout 
24 hours. 

TUGS: 1 x 1,860 h.p. 
BERTHING: Dicaser Pier (Ex-Fiscal Mole): Small 
max. LOA 110 m. and max. draft 3.5 m. berth alongside. 

Vessels of any length, and draft of less than 8.0 m. can berth with 
stern to the mole, using 4 lines to bollards at a distance of 80 m. 

Vessels with a draft of 10.0 m. will moor 120 m. off the mole. 

In both cases, 6 or 7 shackles of cable is required on the starboard 
anchor. Vessel’s head will be 360° when moored. 

This position is recommended for loading general cargo transferred 
from the pier by lighters to the ship. 

BULK HANDLING FACILITIES: /ron Ore Berth: (Out of order since 
April 1981). 

Max. length 240 m. Max. draft 44 ft. The loading arm is fixed, hence 
vessels must shift to position each hatch under the tower. All cranes or 
derricks must be swung out to starboard prior to mooring. Vessels berth 
port side to, using 7 mooring buoys for head and stern ropes, and 
2 dolphins for springs. Loading rate 1,200 t.p.h. 

STEVEDORES: In ETA to Agent indicate number of gangs required for 
loading/discharging. Also see “General” before first port. 

MEDICAL: First-aid only at Caldera. If needed, advance notice 
necessary to prepare transport to Copiapo, nearest city 75 km. away. 
Fumigation carried out at ports of Arica, Valparaiso, or Punta Arenas. 
TANKERS: COPEC Terminal: Tankers moor to 2 stern buoys, using 
both anchors. Water depth 39 ft. Max. length 200 m. Hose connection 
12 in. Day time and night time berthing. 

Leading lights are installed to assist with dropping of anchors. 

DENSITY: 1025.3. 

FRESH WATER: Available from tug. 

FUEL: Not available. 

CONSULS: None at Caldera. 

GANGWAY/DECK WATCHMEN: Arranged by Agent. 
OPENING/CLOSING HATCHES: Done by riggers. y 
CUSTOMS ALLOWANCES: Only amount needed while vessel in port. 
REPATRIATION: Can be arranged provided that a Police Agent 
accompanies crew member to Santiago Airport. 

AIRPORT: At Copiapo, 75 km. away, a daily flight to Santiago where 
international connections available. 

TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
the first port for dates of local time changes. 

HOLIDAYS: See “General” before first port. 

TELEPHONES: No connection to vessels. 

SHORE LEAVE: Allowed. 

AUTHORITY: Captain of the Port, Gana 087, Caldera, Chile. 
Tel: 315276. FAX: 315276 Caidera. 


vessels with 


CALDERILLA: 27.05 S. 70.52 W. (See Plan) 


Vessels bound for Calderilla must first call at Caldera for pilot and official 
clearance. 
DOCUMENTS: See “Caldera”. 
PILOTAGE: See “Caldera”. 
ANCHORAGE: Vessels less than 150 m. in length can await a berth 
2 cables N.N.E. of the Mechanical Pier in 45 ft. of well sheltered water. 
ree vessels must anchor in Caldera Bay. 
4 aoe 60,000 d.w.t. Max. LOA 240 m. Max. draft 40 ft. Also see 
“Berthing”’. 
BERTHING: “Sademi"’ Mechanical Pier: A mechanical loading belt has 
been built to the N.E. of the Peninsula. There are 2 loading arms each 
50 m. long that can load at 1,000 t.p.h. The arms are fixed and vessels 
must shift to place each hatch under the tower. Vessels moor to 7 buoys, 
3 forward and 4 aft. Entry can be made by day only. 
Playa Blanca Terminal: 
(a) Asmaill pier for fishing boats, length 40 m., is installed on the N.W. 
side of the bay, for discharge operations and supply to the factory. 
(b) Pontoon “URO”, length 90 m., bearing 340° from the pier and 
anchored with 6 anchors and chains (3 forward and 3 aft). Vessels 
alongside the Pontoon head 215° or 035°. Max. draft: 30 ft. 
Max. length 200 m. Max. d.w.t. 35,000. 
(c) 4 Mooring buoys for the ships berthing alongside (2 North side and 
2 South side). 
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MEDICAL: First aid available in Caldera (5 km.). Hospital at Copi 
(80 km.). 

FRESH WATER: Only available by tug. 

FUEL: Not available. 

REPAIRS: Only of a minor nature. 

TIME: Local time is GMT minus 4 hours during the Winter season; 
GMT minus 3 hours during the Summer season. See “General” bet 
the first port for dates of local time changes. 

AUTHORITY: See “Caldera’’. 


CHANARAL (including Barquito): 26.21 S. 70.38 W. 


DOCUMENTS: 
Health: Completed Declaration of Health (Q.S.1.). 
Valid Derating Certificate. 
International Vaccination Certificates. 
Crew Declaration (Y.14) 
3 Ship's Stores (E.1.). 
Inward Report (A.6). 
Complete copy of each Manifest for goods to be 
discharged in Chanaral, and Transit Cargo. 
Clearance from Last Port. 
2 Immigration Crew Lists (200). 
3 Passenger Manifests for Passengers not 
disembarking. 
Immigration Control Cards or Passports for each 
person. 
PILOTAGE: Compulsory. To avoid a delay in obtaining a Pilot,; 
owner, Master or Agent of a ship, must report via any coast station 
R/T or W/T the vessel's ETA, 24 hours and 12 hours in advance 
arrival. ETA must be confirmed or corrected not less than 3 hours p 
to arrival. Time must be GMT. 
The following information must be included in the ETA message: 
(1) Name and call sign of vessel. 
(2) Nationality. 
(3) Length, draft and G.R.T. 
Pilotage is compulsory for shifting and unberthing. Port Captain: 
tugs require 2 hours notice through the local agent. 
Pilot Boarding Station: Lat. 26°21'18"S., Long. 70° 41’ 20° 
Chanaral Radio stands by on VHF Channel 16 and 2182 kHz for giv 
information to the port authorities. 
ANCHORAGE: In position Lat. 26° 20’ S., Long. 70° 40’ W., with Py 
Piedra Blanca bearing 118°— 1.5 miles. Depth of water 78 ft. 
MAX. SIZE: |.OA 250 m. Draft 40 ft. 
Also see “Tankers”. 


Customs: 


Immigration: 


RADIO: 
Station 
call sign Category Frequency Type Receives Transmits Sched 
Chanaral (T) 2MHz A3 = 2182 2182 H30-4 
CBH-2 2000 
4MHz A3 4091.6 4396.6 H454 
4396.6 


TUGS: There is one tug available in the Chanaral/Caldera area. 
BERTHING: Codelco Pier: New structure at Chanaral for load 
general cargo. Length 39 m., width 39 m. Depth alongside 40 ft. Vess 
moor to 7 buoys as per Mechanised Quay. 
Codelco Mechanised Quay: At Point Piedra Blanca there is 
mechanised pier, property of Codelco, for loading bulk iron ores. 60 
long by 10 m. wide, with 14.5 m. depth; sand and mud bottom. 0 
transported by means of a conveyor belt to a loading tower from wh 
it is loaded direct to ship's hatches. At present, loading tower is fit 
so that vessels have to be moved to change hatches. Loading rat 
1,000 t.p.h. Vessels up to 250m. length, 40 ft. draft have load 
Vessels moor at head of quay, which has 7 buoys (3 forward and 4¢ 
In addition the quay is provided with bitts to secure mooring ropes, * 
and aft. 
Barquito: 
Buoy No. 4: Suitable for mooring large vessels for loading by light 
only (general cargo). Vessels moor stern onto the buoy and disché 
into lighters, which in turn discharge at the Pier Head (Barquito Pi¢ 

Position of Buoy: Barquito Pier bearing 046° — 850 m. 

Lines: 2 lines x 150 m. each required. 
CRANES: None available. 
STEVEDORES: Work carried out in 3x8 hour shifts. 

Also see “General” before first port. 
MEDICAL: Facilities available. 
TANKERS: Buoys No, 1, 2 and 3 at Barquito are for the Oil Termit 

The hose marker buoy is in position — Barquito Pier bearing 
400 m. Vessel's use starboard anchor to pivot onto the 2 stern but 
The hose connection will then be made on the port side. Max. draft 5! 
Max. length 250 m. 

Lines: Forward: 2 lines x 150 m. length. 

Aft: 4 lines x 200 m. length. 

FRESH WATER: Available from tugs only, rate 30 t.p.h. 
FUEL: Small amounts of diesel oil available by tug, rate 2.5 cu.mp 
CONSULS: None at Chanaral, the nearest are at Antofagasta. 
REPAIRS: No facilities for major repairs. Two shipyards to repair ® 
and lighters only. 
GANGWAY/DECK WATCHMEN: Usually ship's crew. 
OPENING/CLOSING HATCHES: By ship's crew or stevedo 
whichever to ship's advantage. 
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CERTIFICATES: 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Lights and Beacons Certificate (Chilean coast). 

Pollution Certificate. 
CUSTOMS ALLOWANCES: No fixed limits. 
REPATRIATION: Facilities exist. 
AIRPORT: The airport for small planes is located 2 km. North of 
Chanaral. Commercial airport 150 km. away. 
TIME: GMT minus 4 hours between March and October. From October 
to March GMT minus 3 hours. 
POLICE/AMBULANCE/JFIRE: Maritime police, Tel: 480047 or VHF 
Channel 16 or 2182 kHz. 
IDENTIFICATION CARDS: Required. 
SHORE LEAVE: Allowed. 
SERVICES: None. 
SHIP SUPPLY SERVICE: Offshore service available. 
AUTHORITY: Codelco Chile, P.O. Box No. 48, Chanaral, Chile. 
Tel: 480047, Ext. 517-520. Cables: Codelco Chile. Contact: Mario 
Trabucco Llanos, Maritime Agent, Codelco. 


COQUIMBO: 29.57 S. 71.21 W. (See Plan) 


PORT LIMITS: An area limited by parallel of Latitude 29°56’ S., 
meridium of Longitude 71° 20’ W., and the shoreline of Peninsula 
Coquimbo. 

DOCUMENTS: Documents required from a vessel are: 

8 copies Crew List. 

4 copies Passenger List. 

1 copy Vaccination List. 

2 copies Personal Effects List. 

1 copy General Manifest. 

5 copies Manifests for the Port. 

4 copies Dangerous Cargo List. 

3 copies Stores List. 

1 copy Sanitation Certificate. 

3 copies General Information. 

1 copy Clearance from Last Port. 

Ship's Documents and Certificates. 
PILOTAGE: Pilotage is compulsory for all vessels proceeding to quay. 
Service is requested through Agent. Pilot boarding point is about 1 mile 
East of Punta Tortuga Lighthouse. Pilot boat is a small commercial motor 
boat or launch. As vessels approach heading South, boarding is effected 
on the port side. 
ANCHORAGES: Good anchorages can be found N.N.E. to E.N.E. from 
the quay at distances from 0.6 miles to 1.2 miles, with depths varying 
pile m. to 23 m. A forbidden zone, surrounding the quay, is shown 
on charts. 
RESTRICTIONS: No night time or tidal restrictions for mooring. Vessels 
can berth and unberth 24 hours a day. 
MAX. SIZE: No restriction on length or breadth, unless other vessel at 
the quay. Draft restrictions are 27 ft.6in. for Berth No.1 (the 
Southernmost) and 29 ft. 6 in. for Berth No. 2. Some allowance may be 
permitted in special cases, according to tide height. 
HEALTH: Vessels must obtain Pratique in every port of call in Chile. 
Pratique is requested and coordinated by the Agent. In case of any 
suspected disease or fever onboard, proper and timely notice must be 
sent to Port Captain and Agent. 
RADIO: The main coastal station is Playa Ancha Radio, call sign CBV. 
The Station is connected to the other coastal stations and is provided 
with a Telex system for ships, No. 01860. Vessels can also contact their 
Agent by satellite system, on the telex. 
VHF: There is a local VHF station, operated by the Port Captain, call 
Sign is “Coquimbo Radio”. It can be contacted through Channel 16. It 
also broadcasts local weather reports. 
RADAR: No Port Radar Service. 
TUGS: There are 2 tugs for assisting with berthing. Assistance is 
compulsory under certain conditions, these are stated in the Port 
Regulations. Ship's or tug’s lines may be used, no additional charge if 
= lines used. 
BERTHING: There is one quay 378m. long, having 2 berths of 
approximately 180m. usable length each. Permitted drafts are 
oh 6 in. for Berth No. 1 and 29 ft. 6 in. for Berth No. 2, both in salt 
water. 

Loading and discharging operations can be performed either with 
Ship's gear or shore equipment, depending on conditions. 

Grain cargoes are handled at Berth No. 2, while general cargo can 
be handled at any berth. 

CRANES: There are 6 electrical, rail mounted cranes, with 5 tons lifting 
Capacity and 17 m. reach, that can operate through both berths. There 
also exists a heavy lift truck crane, with 27 tons capacity at 3.5 m. reach. 
At greater outreach the capacity decreases. 

BULK CARGO FACILITIES: Berth No. 2 and adjacent yards and 
Warehouses are scheduled for bulk cargo handling. Max. permitted draft 
S29 ft. 6 in., with some allowance in tidal height for speciai cases. 

Shore equipment for bulk cargo handling consists of 2.0 cu.m. grabs, 
3.0 cu.m. trays and 2movable electrical conveyor belts with a 
Max. airdraft of 8.5 m. on ship's side. 

Handling rates are approximately 60 t.p.h. for grabs and trays, and 
200 t.p.h. for conveyor belts. These rates vary according to nature of 
Product being handled. 

Bulk cargoes normally handled at this port are manganese, copper 
ore, copper concentrate, coal, fisnmeal and wheat grain. 


CHILE 


SPECIALISED CARGO HANDLING FACILITIES: No facilities. 
However, spacious yards are available for the storing of containers. 
STEVEDORES: Stevedore services are arranged by Agent, based on 
customary ETA notice and ship’s needs. 

Labour time is 24 hours a day, with a 3-shift system, for general cargo 
as well as for bulk cargoes. 
MEDICAL: Advance notice to obtain medical care is not normally 
required, unless some urgency arises. Medical and dental care is 
available, as well as hospital facilities, both in Coquimbo and La Serena, 
a city nearby. 

Normal vaccination required is International Yellow Fever. 
vaccinations available in Coquimbo. 
TANKERS: No oil piers in Coquimbo. 
DENSITY: Average density is 1025.5. 
FRESH WATER: Fresh water is available for ships alongside from shore 
connections. Ship's hoses must be used. Approximate delivery rate is 
7 t.p.h. at a cost of US$0.25 per ton. 
FUEL: Vessels alongside can take diesel oil only, from trucks. 72 hours 
notice to Agent is required. 
FIRE PRECAUTIONS: Normal precautions to be taken. 
CONSULS: Sweden, Spain, Italy, Peru. 
REPAIRS: Minor mechanical and electrical repairs only. Diver services 
available. 
DRY DOCKS: No dry docks for merchant vessels. A landing ramp for 
fishing and special craft is available. 
SURVEYORS: Independent cargo surveyors available. No surveyors 
from classification societies, but they can be appointed from Valparaiso, 
with an advance notice. 
GANGWAY WATCHMAN: Available, at Master's option and request. 
HATCHES: Opening and closing by ship's crew. 
CUSTOMS ALLOWANCES: Reasonable amounts of tobacco and 
spirits for personal use permitted out of bond. 
CARGO GEAR: Loading and discharging operations can be performed 
by ship's gear or shore equipment. 
REPATRIATION: Crew changes and repatriations can be effected 
through Santiago International Airport, 450 km. to the South. 
AIRPORT: 20 km. from Coquimbo is located La Florida domestic airport, 
served by daily flights. In Santiago, the capital, international connections 
can be found to different countries. 
TIME: Official time zone is GMT minus 4 hours. Summertime (GMT 
minus 3 hours) is kept from October to April. 
HOLIDAYS: January 1st; Holy Week (Friday, Saturday and Sunday, at 
the end of March or beginning of April); May 21st; June 29th; 
August 15th; September 18th and 19th; October 12th; November 1st; 
December 8th and 25th. 
POLICE/AMBULANCE/FIRE: Telephone numbers are: 


No 


Police 311111 
Ambulance 311101 
Fire 311371 


EMERGENCY COORDINATION CENTRE: Port Captain. Tel: 311055. 
VHF Channel 16. 
TELEPHONES: No ship connections. 
SERVICES: No special services or specialised nautical supplies. Some 
minor electronic repairs and compass adjusting available. 
BANKS: A number of Chilean banks are established in Coquimbo. 
STORING: Available. In small quantities, supplies can be delivered by 
motor boat. Mainly, storing is carried out by trucks alongside, shore 
personnel and fork lifts available to assist. 

Customs Regulations are ship chandler's matter. 
SHIP SUPPLY SERVICE: There are ship chandlers in Coquimbo. They 
can be appointed through Agents. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Every crew member going ashore must 
carry his shore pass, issued by Immigration. 
DELAYS: Some delays can be expected during Summer season, as 
traffic is greatly increased by fruit exports. During the rest of the year 
there are no delays. 
DEVELOPMENTS: No developments planned in the near future. 
GENERAL: As a result of the increase in fruit exports, reefer warehouse 
capacity has been increased. 
AUTHORITY: Empresa Portuaria de Chile, Administracion del Puerto 
Coquimbo, Cas 10-D, Melgarejo 676, Coquimbo. Tel: 311365, 311852. 
Telex: 220005. Cables: Coquimbo Port — Empor Cl. Contact: Francisco 
Alvarez Rojas, Port Administrator. 


CORONEL: 37.02 S. 73.10 W. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: Compulsory. The Pilot should be requested at Talcahuano, 
or Port Captain at Coronel on VHF Channel 14. Pilot boards vessels in 
front of Punta Pochoco. 

RESTRICTIONS: Berthing/unberthing during daylight hours only. 
TUGS: Tug reguired for berthing and should be requested at 
Talcahuano. 

BERTHING: Mechanical Pier: Depth 40 ft. Max. LOA 220 m. There are 
3 mooring buoys, and the vessel berths starboard size alongside. Port 
anchor is used with up to 8 shackles. Loading rate 200 t.p.h. Vessel will 
be required to shift so that each hatch is under the loading arm. Vessel 
will berth alongside 4 dolphins and head lines and stern lines will be 
made fast to 2 pylons. The berth is exposed to Northwesterly winds and 
vessels should be ready to sail at short notice. 


(See Plan) 
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MEDICAL: Doctors and hospital available. 

FRESH WATER: Available at a rate of 140 tons per day. 

FUEL: Not available. 

CONSULS: At Concepcion. 

TIME: Local time GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
the first port for dates of local time changes. 

AUTHORITY: Port Authority of Coronel, Avda. Coastanera S/No., 
Coronel, Chile. Tel: 711124. 


EASTER ISLAND: 27.09 S. 109.26 W. 


DOCUMENTS: Navy Port Authority: 

Last Port Clearance. 

Ship's Certificates. 

1 Crew List. 

1 Passenger List. 
Immigration: 

2 Crew Lists. 

2 Passenger Lists. 

Passport and Visas are required for all foreigners. 
Quarantine: 

Declaration of Health. 

Derat Certificate. 

International Vaccination Certificates. 
Customs: 

1 Crew Declaration List. 

1 Ship's Store List. 
CERTIFICATES: 

Construction Certificate. 

Safety Equipment Certificate. 

Radio Safety Certificate. 

Load Line Certificate. 
PILOTAGE: Not available. Local seamen are recommended for 
passenger ships. 
ANCHORAGE: The best anchorage is at Hanga Roa from October to 
April. Vessels should anchor outside the 16 fathom line. Anchorages in 
general are poor, and vessels should be prepared to sail at any time, 
with the onset of bad weather. 
HEALTH: In order to obtain free pratique, cable name and_ nationality 
of ship, number of crew and passengers, port of destination and agent, 
condition of health of all on board with details of any sickness. 
RADIO: Pascua Radio, call sign CBY, on duplex R/T 2182 kHz. 
VHF: Radio Station and Port Captain Authority. VHF service facilities 
through Channel 16 and for further communications use Channel 8. 
BERTHING: Berths available for passenger ships at Hango Piko and 
Hanga Roa. 
MEDICAL: No advance notice except in case of serious illness, which 
should be included in the arrival cable. Restricted hospital facilities 
available. 
TANKERS: Vinapu- Terminal (Lat. 27°10’ 45’S., 
109° 24' 20” W.). Discharge line 6 in. No slop facilities. 
DENSITY: 1025. 
FRESH WATER: A small amount of fresh water can be supplied by 
barge, order through Agent. 
FUEL: Diesel and kerosene available at Vinapu Terminal. Lubricants 
available from mainland. 
CONSULS: None. 
REPAIRS: No facilities available. 
SURVEYORS: None available. 
CUSTOMS ALLOWANCES: Only normal allowances for crew. 
REPATRIATION: Crew change and repatriation are possible. 
AIRPORT: Distance 2 miles. Served by Lan Chile, 2 flights weekly, 
Santiago-Pascua/Tahiti and vice-versa. 
TIME: Summertime: From the second Saturday of October to the 
second Saturday of March, GMT minus 5 hours. 

Wintertime: From the second Saturday of March to the second 
Saturday of October, GMT minus 6 hours. 
HOLIDAYS: New Year's Day; Easter Day; Labour Day; Christmas Day; 
Independence Day; Corpus Christi Day; America Discovery Day; 
All Saints Day. 
POLICE/AMBULANCE/FIRE Police, Tel. 219; Ambulance, Tel. 215, 
217; Fire, Tel. 264. 
EMERGENCY CO-ORDINATION CENTRE: Maritime Governor, Hanga 
Roa, Search and Rescue, Tel. 222. 
BANKS: Banco del Estado de Chile, Tel. 221. 
SHIP SUPPLY SERVICE: Not available. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required. 
SERVICES: Radar repairs. R/T repairs. Divers available for surveys and 
limited underwater repairs. 
AUTHORITY: Gobernador Maritimo de Hanga Roa, Policarpo Toro 
s/n, Isla de Pascua (Easter Island), Chile. Te/; 222. 
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(See Plan) 


Long. 


GUAYACAN: 29.58 S. 71.22 W. (See Plan) , 


PORT LIMITS: A line joining Punta Miedo on Northern side of entrang H 
and Punta Herradura on Southern side. Cc 
DOCUMENTS: See “Coquimbo”. c 
PILOTAGE: Compulsory. All foreign vessels must pick up Pilot A 
Coquimbo. Chilean vessels can proceed to Guayacan and pick up Pilg 
inside the port limits. Pilotage service is requested through Agent. 
ANCHORAGES: The bay is well sheltered and has good holding groung F 
Best place to anchor can be found heading on the entrance leading E 
marks (140° True) and dropping anchor in 33 m. depth. Nevertheless © 
vessels awaiting berth must proceed to Coquimbo for an anchorage. 
RESTRICTIONS: No night-time or tidal restrictions. Vessels can moo > 
24 hours day. A 
MAX. SIZE: Ore Pier: LOA 315m., beam 50 m., draft 16.20 m. an™ 
200,000 d.w.t. 


Oil Pier: LOA 190 m., draft 12.0 m. and 41,000 d.w.t. C 
HEALTH: See “Coquimbo”. d 
RADIO: See “Coquimbo”. 

VHF: See “Coquimbo”. ai 
RADAR: No service available. m 
TUGS: No tugs available. Ir 


BERTHING: The ore pier, of steel construction with a concrete deck, # 
700 ft. long and located at the N.E. part of the bay. A total of 10 moorix 
bitts are available on the main pier, with 2 each on mooring dolphins 4° 
the South and North of the pier. Two twin mooring buoys, 1 North an 
1 South, a distance of 350 ft. and 410 ft. from each dolphin and slight 
inshore of the pier, are also available. A twin buoy to assist in dockin, 
and undocking is located 460 ft. to the West of the North end of the pie Ml 
Depth of water at the pier is 55 ft. at MLW. Max. draft 16.2 m. D 
MOORING: Vessels dock port side to the pier. On approaching the pie A 
the starboard anchor is dropped at a position indicated by cross bearin 
on markers located on the shore to the N.E. and at the South endo 
the pier and the shore. Lights are located on the markers for night 
docking. 9 shackles of cable are laid. 

Two motor launches assist in rope handling to the pier and buoys 
Sufficient deck crew must be available at all times to shift the vessel| 
required and to adjust moorings during loading. 

Engines must be available at short notice. Permission for any majo 

repair to the engines at the dock must be obtained from Maritim: 
Authorities. 
LOADING: In the case of combination ore carrier/tanker type of vesse 
the Master must present a Gas-Free Certificate before Notice 
Readiness will be accepted. Such certificate may be obtained from; 
Coquimbo firm and request for same should be included in the 96 hour 
ETA message, reporting if there is or there is no tank gas detectix 
instrument on board. 

The loading boom extends 51 ft. from the face of the pier and can b 
retracted 22 ft. It may be raised or lowered 18° from the horizontal whe'p 
loading. 

The tower is mobile with a run of 390 ft. Clear height (above HWL) 'p 
18.0 m. Vessels may have to be shifted. Aft hatches should be loade 
first, when possible, to facilitate efficient loading. When not loading th 
rig is parked at the centre of the pier with the boom in a vertical positio 
inside the pier face. In the horizontal loading position the boom is 40f 
from the water at LWL and vessels should be ballasted to ensure hatc 
coamings and other fixed structure at the hatches have a height les 
than 40 ft. above water at LWL. Booms and other tackle should & 
cleared from all hatches. 

Rated loading capacity is 3,000 t.p.h. 

Emergency stops only are permitted on the conveyor system. Vessel 
on which cargo reaches coamings should note that 390 tons are on thic 
belts between the stockpiles and the ship and this must be cleared befor 
stopping the system. 

Cargo is belt trimmed only. Hire of trimmers, if required, is for vessel! 
account. 

On completion of loading, the vessel shall leave the pier. Delays ¢ 
port operations including delays of other vessels awaiting berth, causé 
by a vessel which for any reason is not prepared and able to move fronG 
the pier when so ordered, are chargeable to the vessel which causée 
such delays, at the rate of $4,000 per day or at the demurrage rate % 
any other vessel that may be delayed — whichever is higher. P 
BALLAST: Vessels should be ballasted to meet the loading tows 
information given and to ensure safe handling. Wind condition can mak 
docking of light vessels difficult. Ballast may be discharged at the pi 
while loading. Upper wing tanks emptied by gravity should have covet 
fitted over discharges. Vessels are liable to fines by Maritime Authort 
for any oil or other contaminate discharged in the bay either from tank 
or from pumping bilges. A 
TANKERS: There is an oil terminal with 2 mooring buoys for tho 
discharge of clean products. Max. permitted draft is 12.0 m. Discharg@ 
is performed with ship's pumps. b 

Hose connection to the oil terminal is 8 in. diameter and is connecté 
on the starboard side. Max. working pressure is 80 p.s.i., which m 
an approximaste average delivery rate of 450 cu.m./hr. 

No slop or ballast storage capability. No special equipment for sp! 
control. 9 
Vessels use both anchors and 2 buoys on the port and starboat 
quarter. o 
MEDICAL: See “Coquimbo’’. : 

DENSITY: 1025.5. 

FRESH WATER: Not available. P 
FUEL: Diesel oil available at the Ore Pier by truck. Agent require} 
72 hours’ prior notice. c 
FIRE PRECAUTIONS: Usual precautions for tankers. v 
CONSULS: See “Coquimbo”. “ 
REPAIRS: See “Coquimbo". c 
DRY DOCKS: None. T 
SURVEYORS: See “Coquimbo". “ 


NGWAY/DECK WATCHMEN: Available, at Master's option. 
HATCHES: Opening and closing by ship's crew. 
cUSTOMS ALLOWANCES: See “Coquimbo”. 
caRGO GEAR: Shore gear used at Ore Pier. 
REPATRIATION: See “Coquimbo”. 
AIRPORT: See “Coquimbo”. 
HOLIDAYS: See “Coquimbo”. 
pOLICE/AMBULANCE/FIRE: See “Coquimbo”. 
fMERGENCY CO-ORDINATION CENTRE: See “Coquimbo”. 
TELEPHONES: No ship connecitons. 
SERVICES: See “Coquimbo”’. 
SERVICES: Mail for vessel and crew should be addressed care of ship's 
t at Coquimbo, all mail that is received for holding by the Agent 

wil be delivered to the vessel upon arrival. 

Do not have parcel post packages sent, as they must go through 
customs in Santiago and are delayed from 2 weeks to a month for their 

itch. 

—— or repair parts for the vessel should be sent via air express, 
addressed to the ship, care of ship's agent at Coquimbo, Chile and 
marked “Ship's Stores in transit”, so as to avoid paying Customs duties. 
information regarding the shipment should be sent to the Company via 
air mail correspondence. 

Alimited supply of provisions is available, but requests should be sent 
py radio 48 hours prior to arrival. 
BANKS: See “Coquimbo”. 
STORING: See “Coquimbo”. 
SHORE LEAVE: Allowed. 
(DENTIFICATION CARDS: Issued by Immigration. 
DELAYS: Usually no delays. 
AUTHORITY: 
Ore Pier: Cia. Minera de Pacifico, Pedro Pablo Munoz 675, La Serena, 
Chile. Tel? 215505. Telex: 220022 CMP LS CL. 
Oil Terminal: Cia. de Petroleos de Chile, Camino La Herradura s/n, 
Coquimbo, Chile. Tel: 312424. Telex: 240048 COPEC CL. 


-HUASCO: 28.27 S. 71.14 W. 


| DOCUMENTS: 
_ 1Clearance. 
12 Cargo Manifests, or 2 No Cargo Manifests. 
_ 6 Passenger Lists, or 3 No Passenger Lists. 
7 Crew Lists. 
_ 4Stores Lists. 
_ 3 Crew Personal Effects. 
_ 2Stowage Plans. 
3 Per Passenger Baggage Declarations. 
_ 1 Health Certificate. 
'__2 Dangerous Cargo Manifests. 
CERTIFICATES: 
' Safety Construction Certificate. 
_ Safety Equipment Certificate. 
' Safety Radio Certificate. 
Load Line Certificate (1969). 
_ Oil Record Book. 
Responsibility for Pollution of Water Certificate. 
| Gas Free Certificate: Compulsory for OBO type vessels when the last 
ago was fuel. The inspection must be requested from Port Captain, 
who sends an inspector and makes the certification. 

PILOTAGE: Compulsory for every vessel mooring at Guacolda | and at 
' Guacolda II. 
> Vessels wait for Pilot within area below: 

' (1) Lat. 28° 26’ 59” S., Long. 71° 14’ 34” W. 
> (2) Lat. 28° 26’ 52” S., Long. 71° 14’ 10” W. 
) (3) Lat. 28° 27’ 13” S., Long. 71° 14’ 02” W. 
5 (4) Lat. 28° 27’ 20"S., Long. 71° 14’ 20" W. 

ANCHORAGES: Large vessels’ anchoring ground is 2.0 cables N.N.E. 
20! Cayo Isle in 24m.-— 26m., sandy bottom. Small vessels can 
Bgerage 2.0 cables 090° from Cayo Isle in 12m. of water, sandy 

liom 


(See Plan) 


/ Depth is generally moderate and level with a sand and shell bottom. 
$While at the maritime terminals of Guacolda | and Il it is quite deep, 
“ound 16m. to 50m., which has to be taken into account when 
soa The bottom at these terminals is mud, offering good holding 
und. 
¢ Vessels can anchor without Pilot in the “Pilot Waiting Area”. Pilot is 
‘ompulsory for anchoring in the anchorage. 
mx SIZE: See "Berthing”. 


Station 
a Sign Category Frequency Type Receives Transmits Schedule 
cH (H3E) 2 MHz A3 2182 2182 H 24 


VHF: Vessels can communicate with the Port Captain to advise their 
ee a must call the Pilot Station 2 hours before arrival through 
nnel 16. 


* - No tugs available. At Huasco there are 4 motor launches for use 
ilot. 


CHILE 


BERTHING: There are 2 cargo terminals in service, Guacolda! for 
general cargo and Guacolda II, the mechanised one, for loading iron ore 
and “pellets”, both are the property of Compania Minera del Pacifico. 
The particulars of these installations are: 


Guacolda | Guacolda II 
Max. LOA 260.0 m. 315.0 m. 
Max. Draft 13.5 m. 25.0 m. 
Max. Air Draft — 23.6 m. 
Max. Loading Rate _ 6,000 t.p.h. 
Loading Arm Reach _ 42m. 


The cargo terminal of Santa Barbara is at present out of order. 
Guacolda | Terminal: Normally used to discharge fuel, coal and general 
cargo for the Pellet Plant of Huasco. 

The installation of the old mechanised system is being dismantled and 
only part of the shiploader is left standing. 

Guacolda /I Terminal: Used for loading iron ore in “pellets”. 

Warping the Vessels: Vessels docking at Guacolda | must have at least 
8 lines of 260 m. and 7 lines of 220m. For docking at Guacolda Il, 
vessels must have 12 lines of 260 m. and 6 lines of 220 m. 
STEVEDORES: There are 86 stevedores for doing the work on board. 
Working hours are 0800 — 1530, 1530 — 2300 and 2300 — 0800. 
MEDICAL: Hospital at Huasco with specialist services. 2 dentists and 
2 doctors also available. There is a more specialised hospital in Vallenar, 
about 50 km. from Huasco. 

TANKERS: Tankers berth at Guacolda |, see “Berthing”. 

DENSITY: 1026. 

FUEL: Diesel oil available at Guacolda |. 

CONSULS: None. 

REPAIRS: Only for the repair of minor craft. 

OPENING/CLOSING HATCHES: By crew or stevedores. 

CUSTOMS ALLOWANCES: Tobacco: Each man 500 cigarettes per 
week. Wine and spirits: Each man 2 bottles of wine or spirits per week. 
REPATRIATION: Crew changes and repatriation possible. 

AIRPORT: Nearest commercial airport is at Vallenar, 52 km. away. 
TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
first port for dates of local time changes. 

EMERGENCY CO-ORDINATION CENTRE: Capitania de Puerto 
Huasco. VHF Channel 16; HF 2182 kHz. Telephone No. 11. 
HOLIDAYS: New Year's Day, Christmas, Hispano America's Day, 
Independence Day, Army Day, Navy Day, Saint Peter and Paul's Day, 
September 11th, Assumption Day, November 1st, Memorial Day, 
Corpus Christi and Immaculate Conception. 

TELEPHONES: Local and outward service. 

STORES: It is possible to obtain provisions in limited form. Requisition 
must be made in advance. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Passport or Seaman's Book. 

GENERAL: Zone for ballast: it is prohibited to deballast in port except 
clean water from deep tanks. For any other kind of ballast authorisation 
should be requested first from the maritime authority who will indicate 
the appropriate place. 


SHIPMASTER’S REPORT: September 1986. 

Communications: \nitial cables were sent via Portishead Radio but when 
in range Valparaiso Radio was used. There is no shore station at 
Huasco. On approach to the port contact was made by VHF on Channels 
16 and 14. 

Approaches: As per “Sailing Directions”. The pilot boarding area is in 
position 090° — 1,200 m. from Guacolda light. 

Pilot ladder to be rigged on the port side. As this vessel is over 200 m. 

2 Pilots were used. 
Berthing/Berth — Guacolda /I: Off the berth the starboard anchor is let 
go to 8 shackles on deck and then held. The vessel is then manoeuvred 
in towards the loading dolphins, checked with the anchor and laid parallel 
to the loading arm dolphins about 8.0 m. off. When close enough lines 
are run to the buoys forward and aft. These together with the anchor 
hold the vessel in position off the dolphins. When moored the vessel is 
made fast to 3 buoys fore and aft. 1 buoy ahead and 2 to the landward, 
1 buoy astern and 1 seaward and 1 landward. 2 lines are made fast to 
each buoy. 

Berthing took just over an hour from the time the Pilots boarded till 
all fast. 

Pilots advise that there is about 22m. of water at the berth. 

Arrival Formalities: 

Pratique: Radio Pratique was requested by radio via the Agents but 
this was not given as the necessary formalities are carried out on 
berthing. The standard Maritime Declaration of Health is required. 

Agriculture Inspection: The galley, refrigerators and provision store 
rooms are inspected. No fruit or vegetables are to be landed from the 
vessel. 

Customs: 3 copies of Crew Personal Effects were made up and 
completed prior to arrival and found acceptable. Only the bonded stores 
(Spirits, tobacco and cigarettes) were sealed. 

Immigration: Shore passes for all personnel are required and these 
MUST be collected and returned prior to sailing. No restrictions on shore 
leave and no curfew. A launch service to Huasco (15 minutes away) is 
available. 

Arrival Documents: 

1 Maritime Declaration of Health. 

3 Crew Personal Effects Lists. 

8 Crew Lists. 

4 Stores Lists (Deck and Engine). 

4 Stores Lists (Provisions). 

1 ‘Nil’ Passenger List. 

2 ‘Nil’ Cargo Manifests. 

Register, Derat, etc., required to be sighted. 
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Loading: The loading of the iron ore pellets commenced once Pratique 
had been granted and was, with the exception of shifts and shore break- 
downs, continuous. The nett loading time was 44 hours and this gave 
an average loading rate of 2,679 tonnes/hr. 

Shifting ship was necessary to reach the end holds and was carried 
out by ship's personnel. Rigging gangs are available to assist in shifting 
and they remain onboard throughout. Before arrival the Agents had 
inquired if these gangs were required but | advised that the ship's 
personnel would carry out the shifts. No difficulties were experienced 
shifting but long lines to the buoys ahead and astern are essential. 

As the vessel is kept off the dolphins at all times there is no access 
to the shore except by launch which is kept alongside for draft checks. 
As the shore weigh-bridge is not reliable all tonnages are by drafts. The 
after accommodation ladder is used for access to the vessel. 

The final Bill of Lading figure is by draft survey — carried out by ship's 
personnel. 

Departure: Final documentation is completed onboard and takes about 
an hour after completion of loading with the Port Captain boarding to 
give a clearance. 

All passes are checked and the Master signs a Declaration to the 
effect that all personnel are onboard. 

The Pilot disembarks as soon as the vessel clears the moorings using 

the accommodation ladder. 
General: Provisions/Supplies: No fresh water or fuels available but fresh 
provisions in season can be supplied and appear to be of reasonable 
quality and price — £0.45 for a kilo of tomatoes and £8.28 for a case of 
oranges for example. 

Postage: Mail from the UK took about 7 days to reach Huasco. 
Deliveries are made at noon. 

Telephone: Available from the Agent's office. Local line to Vallenar 
then International. 

Repairs: Main Engine maintenance can be carried out but the vessel 
must be ready for sea within 3 hours at any time. A formal request is 
required should immobilisation be required. 

Tugs: There are no tugs. 3 mooring boats are used and are in contact 
with the vessel by VHF. 

Shore Contact: The loading foreman keeps in contact with his office 
every 3 hours using the ship's VHF. 


SHIPMASTER’S REPORT: March 1988. 

The vessel loaded 149,000 tonnes of iron ore pellets at Guacolda II. 
The vessel is a combination carrier built in 1986, 280 m. length, 45 m. 
beam and 152,300 tonnes d.w.t. 

Berthing: The vessel is required to send out 2 mooring ropes to each 
buoy, wires are not acceptable. The buoy pattern is similar to that on 
the plan in “Guide to Port Entry’. As the ropes are sent out long before 
the vessel is near the pier the ropes must be more than 330 m. long. 
As a normal mooring r is 220m. long, this could cause 
embarrassment and delay if the vessel is not sufficiently prepared. 
Bulk cargo facilities: The loading arm at Guacolda II can serve a 110 m. 
long section of the vessel. For holds more than 110 m. away, the vessel 
has to be shifted. 

Density: 1025.5. 

Services: |f the Master pays cash for the purchase of provisions worth 
more than U.S.$1,000, the amount must then be handed over to the 
Agent and the Agent will in turn arrange for the ship chandler to receive 
the money. This is required by local regulations. x 
Repatriation: Crew repatriation is by bus to Santiago. Locai law requires 
relieving crew members to enter the country 48 hours prior to the arrival 
of the vessel. 


AUTHORITY: Armada de Chile, Direccion General del Territorio 
Maritimo y de Marina Mercant, Capitania de Puerto Huasco, Chile. 
Contact: Capitan de Puerto de Huasco. 


IQUIQUE (including Patillos Cove): 
20.12 S. 70.09 W. (See Plan) 


PORT LIMITS: The area inside the following geographical points: 
(1) Lat. 20° 11’ 10” S., Long. 70° 09’ 30” W. 
(2) Lat. 20° 11’ 10” S., Long. 70° 08’ 09" W. 
(3) Lat. 20° 12’ 05” S., Long. 70° 09’ 30” W. 
DOCUMENTS: 
For vessels coming from foreign countries: 
Clearance from last foreign port. 
Crew list. 
Passenger list. 
Manifest of hazardous cargo (when applicable). 
Insurance policy against contamination (for tankers). 
International Maritime Health Declaration. 
Derat Certificate. 
Tonnage Certificate. 
Radio-telegraphy safety Certificate. 
Certificate of equipment. 
Lighthouses and buoys Certificate. 
Freeboard Certificate. 
Construction Certificate. 
For vessels coming from another Chilean port: 
Clearance from last port. 
Crew list. 
List of passengers. 
Manifest of hazardous cargo (when applicable). 
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PILOTAGE: Compulsory. During the day, the Pilot cutter displays; 
“H" flag of the International Code, and at night the lights prescribed) 
the International Regulations. 

There is a pilot boarding area between the following geograph; 
points: 

(1) Lat. 20° 11" 10" S., Long. 70° 09’ 30” W. 

(2) Lat. 20° 11’ 10” S., Long. 70° 09’ 11” W. 

(3) Lat. 20° 11" 25" S:, Long. 70° 09’ 11” W. 

(4) Lat. 20° 11" 25” S., Long. 70° 09’ 30” W. 

There is no restriction on berthing and unberthing. Manoeuvres tg 
place 24 hours. 

The telegraphic address for the Pilot is “Maritgob Iquique TLX 323) 
1QQ CK”. It is necessary to give prior notice of Pilot requirement 72 ho, 
and 24 hours ahead of arrival, indicating maximum draft. 

Channel for calling the Pilot is VHF Channel 16, working is 
Charinel 8. The Pilot Boarding Area is beyond the port limits. 
ANCHORAGES: Access: Access to the bay is not difficult. The entray 
and/or exit of the port has intense fishing boat traffic. 

Anchorages: There are 3 established anchorages which can be uy 
without a pilot onboard. 

The anchorage locations are as follows (bearing and distance fy 
lighthouse Molo de Abrigo). 


Anchorage Demarcation Distance Depth 
(cables) (m.) 

A 325° 7.0 42 

B 303° 9.5 45 

Cc 290° 5.0 26 


oe Anchorage “C” has a draft limitation due to a near sounding} 
of 12.7 m. 

To the West part of these anchorages, vessel may anchor freely, 
the depth varies from 20 m. — 60 m. 
RESTRICTIONS: Mist occurs with greater frequency from Decembe: 
March, and is generally slight and low which produces a danger wh 
making a landfall. The general direction of the current is from South 
North at a rate of 0.5 to 3 knots. This current is strong at Punta Grue 
Cavancha and Punta Piedras. Fierce winds frequently occur from N 
to September but their action is very much less within the area protec 
by the breakwater. 
MAX. SIZE: 

Berths No. 1 and 2: Max. draft 8.5 m. 

Berths No. 4 and 5: Max. draft 8.6 m. 

Berths No. 6 and 7: Max. draft 9.0 m. 

Also see “Berthing” and “Tankers”. 
PRATIQUE: On arrival in port vessel will be received by the Hee 
Authority, and if everything is in order, by the Maritime Authority 
Customs. It will then be granted “Free Pratique”. In the event of illne 
or fever on board, contact must be made with the local Agent who} 
inform the medical authorities. 
RADIO: The best way for the vessel to pass ETA messages, both 
Agents and to the Maritime Authority, is to “Maritgob Iquique” via Pl 
Ancha Radio — CBV. 


VHF: “Iquique Radio” controls the maritime traffic and there is V 
equipment to facilitate communications between vessel and Pilot, call 
up on Channel 16. The Pilot and tug use walkie talkies which he 
Channel 16 and Channel 8. 


TUGS: 11,200 h.p. and 1x 620 h.p. 


BERTHING: Inside the breakwater are Berths No. 1, 2 and 3. No.j 
permanently used by deepsea fishing vessels. On the mooring pie! 
the West side are Berths No. 4 and 5, and on the East side Bet 
No. 6 and 7. 

Loading and discharging is by cranes and/or ship's derricks. 

Berths No. 1 and 2: Length 270 m. 

Berths No. 4 and 5: Length 330 m. 

Berths No. 6 and 7: Length 270 m. 
Patillos Cove: It is situated 33 miles South of Iquique. Vessels be 
to 5 buoys, but must move to present each hatch to the port load 
Mooring and unmooring operations must be carried out during daylt 
hours. 

The use of Pilot is compulsory. 

The loading of salt is carried out by means of a mechanical, station 
conveyor with capacity of 550 t.p.h. 


Max. Size: 
Max. LOA: 200 m 
Max. beam: 30 m. 
Max. draft: 12m. 
Max. d.w.t.: 40,000 tonnes 


Port Limits: Comprise a limited area between a line joining Point Cot 
and Point Patillo. 
Waiting Zone for Pilot: 
Comprised of an area within the following geographical points: 
(1) Lat. 20° 44’ 18” S., Long. 70° 11’ 56" W. 
(2) Lat. 20° 44’ 20” S., Long. 70° 11’ 43" W. 
(3) Lat. 20° 44’ 38" S., Long. 70° 11' 46" W. 
(4) Lat. 20° 44’ 36” S., Long. 70° 11’ 59” W. 
CRANES: Berths not equipped with cranes for discharging operate 


STEVEDORES: Gangs of stevedores for ship and shore must 
requested from the Port Authority who will give the final instruction 
The port works 3 shifts, in the following schedules: 
1st shift: 0800 hrs. — 1530 hrs. 
2nd shift: 1530 hrs. — 2300 hrs. 
3rd shift: 2300 hrs. — 0630 hrs. 


MEDICAL: In the event of any serious case or an emergency ! 
necessary to advise the Agent, otherwise advice should be by y 
Channel 16. iquique port has a modern hospital and clinics with suffice 
medical resources where crew members can be treated. 
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TANKERS: Loading and discharging is by submarine line. There are 

no deballasting facilities in the Port. In front of El Colorado Beach there 

are three groups of buoys, each with 3 buoys, for mooring tankers. 
The North group is for the Esso Terminal, for loading or discharging 

clean or dirty products, and the South group is for the Copec Terminal 

for loading and discharging clean or dirty products. 

£sso Buoy: Located to the North, and with the following limitations: 


Max. draft allowed: 10.0 m. 

Max. LOA: 170.0 m. 

GRT: 15,000 

DWT: 26,000 
Copec Buoy: Located to the South part, and with the following 
imitations: 

Max. draft allowed: 12.6 m. 

Max. LOA: 228.0 m. 

GRT: 40,000 

DWT: 70,000 


Vessels which moor at the tanker buoys, either Copec or Esso, must 
perth with the bow heading 270°. Mooring must be made in daylight, 
unmooring anytime. 

FRESH WATER: Small quantities available by truck. 

FUEL: Quantities of less than 300 tonnes can be delivered by truck. If 
greater quantities required, vessel should proceed to the Esso or Copec 
buoys (See “Tankers’’). 


CONSULS: 
Bolivia Italy Spain 
Colombia Netherlands Sweden 
Denmark Peru Yugoslavia 


REPAIRS: Minor repairs can be effected at the Marco Shipyard. 
DRY DOCKS: There is 1 dry dock for vessels up to 500 tons. 
SURVEYORS: Lloyds, Bureau Veritas and A.B.S. 
GANGWAY/DECK WATCHMEN: It is necessary and compulsory for all 
vessels to have secuirty guard at the gangway, and in case of hazardous 
cargo the Maritime Authority requires a second guard. 
| OPENING/CLOSING HATCHES: Crew or stevedores. 
CUSTOMS ALLOWANCES: It is permitted to have all that is required 
for normal consumption from the ship's store. 
REPATRIATION: There are no problems in repatriating crew, either for 
exchange purposes or for holidays, who have to travel back to their 
country of origin. 
AIRPORT: The airport of Chucumata is 30 minutes away by car, and 
there are connections by the National Airline and Ladeco (Linea Aerea 
del Cobre) with foreign airlines at the Airport in Santiago de Chile. 
TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 during the Summer season. See “General’ before the 
first port for dates of local time changes. 
HOLIDAYS: 1st January (New Year's Day); 1st May (Labour Day); 
21st May (Navy Day); 2nd June (Corpus Christi); 29th June (Saint Peter 
and Paul); 15th August (Assumption); 11th September (Liberation 
National Day); 18th September (Independence); 19th September (Army 
Day); 12th October (Race Day); 1st November (All Saints’ Day); 
8thDecember (Immaculate Conception) and 25th December 
_ (Christmas). 
_ There is also Holy Week which is a movable holiday between end 
_ March and middle of April. 
POLICE/AMBULANCE/FIRE: Police, Tel. 
22370; Fire Brigade, Tel. 21212. 
TELEPHONES: There is no facility for connection on board. Telephones 
on the quay less than 100 m. from the vessel. 
SERVICES: It is possible to obtain gangs for tank and hold cleaning. 
SHORE LEAVE: Permitted, no restrictions. 
IDENTITY CARDS: Any crew member coming ashore is given an 
identity card by the International Police, card is returned when the vessel 
sails. 


23456; Ambulance Tel. 


SHIPMASTER’S REPORT: September 1987. 

Vessel loaded a cargo of salt in bulk at Caleta Patillos (Patillos Cove). 
, _ When 20 miles from the terminal the vessel should call “Caleta Patillos 

Radio” on VHF Channel 16 and confirm ETA and advise vessel's 
particulars, after which the radio station will advise a position for 
anchoring (Latitude and Longitude). Other vessels may already be 
anchored in the vicinity of the position allocated. 

Patillos Cove is nearly semi-circular, with a diameter of approximately 
one mile. The best anchoring position is close to the centre of the Cove, 
about 5 cables N.W. of the shiploader. The bottom is sand, with some 
Scattered small rocks and it proved to be a good holding ground with 
moderate wind and heavy swell. (The Cove is absolutely unprotected 
and open to the Pacific Ocean. This vessel stayed 4 days in the 
anchorage, always rolling heavily, due to a western swell). 

Port Authorities and Agents board the vessel during regular working 
hours, either by the ship's gangway, or by the pilot ladder,depending on 
the state of the sea. At this time shore passes are issued to each crew 
member, and the ship's stores are checked by a Health officer, who 
may order some fruits and vegetables to be put under seal (before ship's 
Sailing, he returns to check if the seals are still intact). 

Port Restrictions: Max. LOA 250 m., Max. draft 12.0 m. There is no 
estriction regarding airdraft, however, the vessel should avoid arriving 
Na too light condition, as the pilots may refuse to manoeuvre if the wind 
's anything more than light. 

_ Transport to and from the ship is undertaken by a launch called 
lcaiza", any time day or night, and which can be contacted via VHF, 
Channels 01 and/or 16. 

Fresh water is not available in Caleta Patillos, but stores and 
provisions, and also laundry service are available through ship chandlers 
from Iquique, who usually board the vessel on arrival. Bonded stores 
can also be obtained through the chandler, but in our case they failed 
‘0 deliver them as there was no Customs Officer available to accompany 
# 4nd seal the stores. 

Berthing and unberthing is only undertaken during daylight hours,and 
during the manoeuvre the ship is assisted by a Pilot (who comes from 
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Iquique), a tugboat (Motor Tug “Albatros II" — 1,200 h.p.), and 2 line- 
handling boats. 

The vessel must have at least 10 lines with a length of 250 m. each 
for mooring to 5 buoys. This is because the shiploader is of fixed type, 
and the vessel must shift every time it is necessary to change the loading 
from one hatch to another. The terminal can supply up to 3 lines with 
this length, and the remainder can be arranged by splicing the ship's 
ropes, if these are shorter than 250 m. 

For berthing, the starboard anchor, 2 head lines, 2 forward breast 
lines (port), 2 stern lines and 4 after breast lines (2 on port side, 2 on 
starboard side) are used. 

Shiftings from hatch to hatch are made any time day or night, but 
must be done with the assistance of a Pilot, tugboat and launches. (The 
Pilot is assisted by 3 men holding portable radios, one on the forecastle, 
one on main deck and one on the stern). 

The salt is loaded at a daily average of 10,500 tonnes (stowage factor 
32 cu.ft./ton) by a shiploader fitted with conveyor belt. Draft surveys are 
performed by a local surveyor upon berthing, before trimming and after 
conclusion of loading. 

The launch (“Icaiza’’) must be used to go ashore even when the ship 
is moored to the buoys, since no direct access from ship to shore is 
available. The terminal (“Salinas de Punta de Lobos S.A.M.”) provides 
a free bus service to and from Iquique, 3 times daily. In Iquique, major 
attraction is the “ZOFRI", the tax-free complex which is located in the 
northern part of that city. The salt is brought by trucks from a very 
interesting salt-mine located inland, and visits can be arranged through 
the Terminal’s Manager. 

If heavy swell is experienced in the Cove, loading operations are 
stopped, as the vessel rolls heavily in the berth. (In extreme cases the 
vessel must go out to the anchorage). 

On completion of loading, Port Authorities board the vessel again to 
check documents, collect shore passes and to issue the Sailing 
Clearance. If another ship is waiting for the berth, the loaded vessel 
must clear the berth and wait for the Authorities in the anchorage (on 
this occasion, we waited 12 hours as they were busy with other vessels 
in Iquique Harbour). 


AUTHORITY: Empresa Portuaria de Chile, Casilla No. 407, Iquique. 
Tel: 22848. Telex: 223054 Empor CL. Contact: Francisco Alvares Rojas, 
Administrador del Puerto. 


LIRQUEN: 36.42 S. 72.59 W. 


DOCUMENTS: See “Talcahuano”. 
PILOTAGE: Pilot boards off end of pier. 
TUGS: 21,300 h.p. 

VHF: Facilities available. 

BERTHING: Total length of pier 615 m. 


(See Plan) 


Berth Length Depth 
No. (m.) (ft.) 
1 250 41* 
2 200 38.5 
3 170 32.5 
4 170 27.5 


“This depth permits vessels to be handled up to 45,000 d.w.t. or 
reater. For Port Plan see ‘Port of Talcahuano”. 
CARGO HANDLING FACILITIES: Open Storage Areas: 110,000 sq.m. 
for storage, excluding the areas intended for traffic. 
Warehouses: 8 warehouses covering an area of 27,000 sq.m. 
Equipment: 38 stacker trucks with forks and/or grabs from 4,500 Ibs. to 
22,000 Ibs. lifting capacity. 

45 tractors 

46 haulage trucks. 

855 m. of conveyor belts for solid bulk cargoes (30 in. width) and with 
a capacity of 350 t.p.h. — 400 t.p.h. 

15 mechanical shovels from 900 litres to 3,500 litres each. 

8 front loaders (large) with shovels for bulk and/or forks for trunks of 
timber. 

3 front loaders for work on board ship. 

4 fertiliser bagging plants, with capacity of 3,500 tons per day of 
24 hours. 

Loading/Unloading Rates: With special vessels, the following loading 
and unloading rates per berth have been attained: 

Cellulose: (loading) 5,400 tonnes in one shift of 8 hours and 13,430 
tonnes in 3 shifts (24 hours total). 

Trunks of timber: (loading) 10,380 cu.m. in 3 shifts (24 hours total). 

Fertilisers: (Unloading) 7,550 tonnes in 3 shifts (24 hours total). 
Types of cargo which are moved through the port: 33% trunks of timber; 
30% cellulose, paper and Bristol board; 25% fertiliser; 7% sawn timber 
and 5% general cargo. 

Apart from these cargoes, the port is able to move, where necessary, 

100% of the metallic copper coming from the mines in the centre of the 
country, plus a significant percentage of the exports of fruit not requiring 
refrigeration facility in the port, and a large part of the imports of cereals 
which are currently discharged in the ports of the central area. 
SERVICES: Fresh water, telephone and telex. 
AUTHORITY: (Private Port) Puerto de Lirquen S.A., P.O.Box 173-D, 
Teatinos No. 220, Office No. 92, 9th Floor, Santiago de Chile, Chile. 
Tel: 716550, 716577, 726941. Telex: 240835, 260193 Pudel CL. 
Cables: Lirquenport. Contact: Jaime Lea-Plaza or Christian Poulsen. 

Lirquen: Recinto Muelle S/No., Octava Region. Tel: 451278, 451276. 
Telex: 260193 Pudel CL. FAX: 6981698 (Santiago), 451030 (Lirquen). 
Cables: Lirquenport (Penco). 
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LOTA: 37.06 S. 73.10 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Compulsory. The Pilot should be requested at Talcahuano, 
Port Captain Coronel on VHF Channel 14. 
ANCHORAGE: N.W. of the Lutrin Light. The Pilot will board here. 
RESTRICTIONS: Berthing/unberthing during daylight hours only. 
TUGS: One tug required for berthing and to be requested at Talcahuano. 
MAX. SIZE: Length 160 m. Max. draft 27 ft. Also see “Developments”. 
BERTHING: Mechanical Pier: Vessels moor to 3 buoys, using both 
anchors, and lie with their bows heading 190°. The pier is 277 m. long, 
depth varies from 29 ft. at the head to 23 ft. at the 92 m. mark. 

Loading rate for coal 300 t.p.h. — 400 t.p.h. 
FRESH WATER: Available at a rate of 65 tons per day. 
FUEL: Not available. 
CONSULS: At Conception. 
TIME: Local time is GMT minus 4 hours during the Winter season and 
GMT minus 3 hours during the Summer season. See “General” before 
first port, for dates of local time changes. 
DEVELOPMENTS: The pier is being extended by 37 m. and dredged 
to 30 ft. Completion expected May 1990. 
AUTHORITY: See “Coronel”. 


MEJILLONES: 23.06 S. 70.28 W. 


DOCUMENTS: 
Vessels directly from foreign ports: 
5 Crew Lists. 
3 Passenger Lists. 
3 Stores Lists. 
5 Personal Effects Lists. 
3 Narcotics Lists. 
5 Import Cargo Manifests. 
11 Manifests for cargo destined for Bolivia. 
Vessels coming from another Chilean port: 
1 Crew List. 
1 List of Passengers. 
1 Stores List. 
5 Import Cargo Manifests. 

13 Manifests for cargo destined for Bolivia. 
Ship's Certificates: 

Register Certificate. 

Tonnage Certificate. 

Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

PILOTAGE: Service carried out by the Pilot Corps of Antofagasta 
(65 km. from this port). Service is compulsory. Agent has to apply for 
the Pilot, and it is important to give arrival notice in good time. 
ANCHORAGES: Open bay very well protected and with deep water. 
MAX. SIZE: No restrictions. Vessels work cargo at anchor. 

HEALTH: Pratique is automatic for vessels coming from another Chilean 
port, otherwise it will be granted after Sanitary visit. 

RADIO: Antofagasta radio station CBA-3. Listens out between 0800 hrs. 
and 1200 hrs. and between 1400 hrs. and 1800 hrs. 

Transmits 8,370 receives 8,354 Telegraphy H 00-30. 

Transmits 4,396 receives 4,091 Speech H 30-45. 

Transmits 8,780 receives 8,230 Speech H 45-60. 

The station is active listening out every 2 hours, i.e. 0800, 1000, 1200, 
1400, 1600 and 1800 hrs. 

TUGS: There are none available locally but can be supplied from 
Antofagasta if needed. 

BERTHING: There are no berths. Vessels work cargo at anchor. 
Annaex or Proquim Terminal: 3 mooring buoys and a small platform for 
connection for ammonia discharge. Max. length 180 m. (15,000 d.w.t.). 
Flexible hose of 6 in., temperature — 32°C. 

Also see “Shipmaster’s Report’ dated August 1988. 
STEVEDORES: Agent to be informed before 1800 hrs. the day before 
arrival to order gangs. 

MEDICAL: There is a doctor in the port but no hospitals are available 
and patients are transported to Antofagasta. 

DENSITY: Sea water. 

FRESH WATER: No fresh water available. 

FUEL: Not available. 

REPAIRS: There are no workshops. Vessel repairs done by the crew 
are allowed. 

GANGWAY/DECK WATCHMEN: This service is recommended. 
OPENING/CLOSING HATCHES: This work can be carried out by crew 
and/or stevedores. Derricks operated only by crew. 

CUSTOMS ALLOWANCES: 200 cigarettes for each member of the 
crew besides the ones in the stores. One bottle wine/spirits per person. 
One customs official stays on board. 

REPATRIATION: There are facilities for changing the crew. 
AIRPORT: 25 km. from Mejillones is the airport Cerro Moreno. To travel 
to U.S.A. one must go via Santiago. There are daily flights from 
Antofagasta to Santiago, and from Santiago to U.S.A. with stops in 
various countries. 

TIME: There are two official times: 

Summertime: from the second Sunday in October to the second 
Saturday in March. Local time is GMT minus 3 hours. 

Wintertime: from the second Saturday in March to the second 

Saturday in October. Local time is GMT minus 4 hours. 
HOLIDAYS: It is possible to work on holidays with a surcharge of 100%. 
New Year's Day; Maunday Thursday; Good Friday; 1st May; 21st May; 
Ascension Day; 18th September; 19th September; 12th October; 
1st November; 8th December; 25th December. 
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(See Plan) 


POLICE/AMBULANCE/JFIRE: Police Tel: 7 Mejillones; Ambulanc: 
222370 Antofagasta; Fire 41 Mejillones. 

TELEPHONES: It is not possible to install lines on board. 

SHORE LEAVE: Members of the crew are allowed ashore. Shor 
passes are provided by the port. 

tae ws wih ctr lata CARDS: Not necessary, only passport and boarding 
card. 


SHIPMASTER’S REPORT: August 1988. 

Annaex Terminal: Jetty consists of small loading dolphin with 2 separat 
mooring dolphins, and 3 buoys (2 aft and 1 forward). Moori 
arrangement is starboard anchor, 2 headlines forward, 2 springs forwar 
and 4 sternlines and 2 springs aft (See Plan). Shore provides 6 in. hose 
Ammonia to be at —33°C and discharge rate 400 t.p.h. Cargo Surveyy 
attends and samples taken. Max. length 180 m. Daylight berthing onk 
and sometimes permission given for night sailing. Max. force 4 wind fy 
berthing. Port side alongside, ship's head 254°T. Starboar 
accommodation ladder required. 


AUTHORITY: Captain of the Port. 


PUERTO CHACABUCO 45.28 § 
72.50 W. (See Plan) 


PORT LIMITS: A line joining Punta Weste and Peninsula Fontaine 
(North West point). 
DOCUMENTS: 

1 Clearance. 

1 Light Dues Certificate. 

7 Port Cargo Manifests. 

4 General Cargo Manifests. 

7 Transhipment Cargo Manifests. 

3 Passenger Lists for the Port. 

3 Passenger Lists for in-transit passengers. 

18 Crew Lists. 
1 Personal Effects List. 
Passenger Baggage Declaration (2 per passenger). 

1 Fumigation Certificate. 
PILOTAGE: Compulsory for foreign vessels. Pilotage can be done by 
the Channel Pilot who is on board the ship. 

Not compulsory for Chilean vessels. 

APPROACHES: To enter the Bay of Chacabuco, this must be done bj 
day for vessels exceeding 60 m. LOA, since weather conditions an 
coastal configuration do not make access easy, there being gusty wind 
blowing mainly from the South with some frequency. 
ANCHORAGES: Anchorage point is Lat. 45° 28'45"S., 
72° 50’ 10” W. 

RESTRICTIONS: Vessels over 70 m. LOA berth in daylight hours only 
MAX. SIZE: Max. LOA 165m. Max. draft 25 ft. (forward), 32 ft. (aft) 
Max. displacement 15,000 tons. 

HEALTH: If from a Chilean port, Free Pratique is granted by the loca 
Chilean Coast Guard Captain of the Port. 

If arriving from overseas, Free Pratique can be granted by the loca 
Chilean Coast Guard Captain of the Port after the inspection of thé 
Health Inspector, International Police, Customs and Agriculturt 
Inspector. 

RADIO: Nava! radio station of Aisen Port. Call sign CBP-3. Statior 
receives and transmits on 2182 kHz and VHF Channel 16. 
VHF: Captain of the Port, call “Chacabuco Radio” on Channel 16. 

Harbour Master, call “Base Emporchi” on Channel 16. 

TUGS: A small tug “Alcatraz” of 360 h.p. is based in the bay an 
managed by S.A.A.M. Agency. Tug call sign is “CB 2559". 
BERTHING: New quay: Length 52 m. Depth alongside 7.7 m. — 9.2m 
Fresh water available at a rate of 20 cu.m.p.h. 

CRANES: 2 mobile cranes with capacity 6 tons - 12 tons and 1 mobi 
crane with capacity 30 tons - 35 tons. 

BULK CARGO FACILITIES: 1 conveyor belt belonging to “Minera & 


Toqui’’. 

SPECIALISED CARGO HANDLING FACILITIES: To the N.W. of th 
new quay, there is a Ro/Ro terminal for coastal car ferries. 
STEVEDORES: Each agency attends ships with both proper af 
syndicated Stevedores. 

MEDICAL: There is a hospital at Puerto Aisen, a First Aid Station in th 
Port belonging to “I.S.T.” and a Public First Aid Station outside the Po! 


(Puerto Aisen): 


Long 


Area. 

TANKERS: Fue/ Terminal: Vessels of 10,000 tons displacemet 
discharge fuel via a submarine pipeline. Pilotage compulsory for foreig 
vessels. Daylight berthing and unberthing. 

Gas Terminal: Vessels in the range 750-— 1,000 tons displaceme® 
discharge liquid gas via submarine pipeline. Pilotage compulsory f 
foreign vessels. Daylight berthing and unberthing. 

FRESH WATER: Available, no restriction on amount. 

FUEL: Fuel is available from Copec S.A., Shell Chile and Esso. 
CONSULS: There is a Vice-Consul for Spain in Puerto Aisen. 
REPAIRS: No repair facilities available. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Available and required by law. 
OPENING/CLOSING HATCHES: To be carried out by the stevedore 
CUSTOMS ALLOWANCE: No unusual restrictions. 
REPATRIATION: Facilities available. 

AIRPORT: Balmaceda National Airport is 120 km. from Chacabucé 
national flights. Coyhaique Airport is 80 km. from Chacabuco, flights * 
Puerto Montt and Santiago 

TIME: Local time: October to March, GMT minus 3 hours and March? 
October, GMT minus 4 hours. 


IOLIDAYS: See “General” before first port. 
TELEPHONES: Telephone service to the whole country and abroad, 
ther with post and telegraph office. 
SERVICES: Charts can be obtained from The Maritime Governor's 
Headquarters at Puerto Aisen. 
BANKS: Banco del Estado de Chile, Banco de Chile and Banco de 
Credito e Insersiones, located in Puerto Aisen, 15 km. away. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
PORT REGULATIONS: It is strictly prohibited to dismantle the main 
ine or effect repairs to the engines without previous notification and 
authorisation from the maritime authorities. Also, to deballast petroleum, 
mp bilges, throw overboard waste or refuse in the port. 
GENERAL: At Puerto Chacabuco there is a Customs Office, police, a 
nospital, fire brigade and Coast Guard Captain of the Port. 
To the N.W. of the quay, there is a Ro/Ro terminal for coastal car 


ferries. 
AUTHORITY: Port Authority: Empresa Portuaria de Chile, Avendida 
B.O'Higgins S/No., Chacabuco, Chile. Tel: 351139. Telex: 277567 
EMPOR CL. Contact: Cesar Aviles Fuenzalida, Administrator of the Port 
(Harbour Master). 

Maritime Authority: Coast Guard Captain of the Port. 


PUERTO MONTT: 41.28 S. 72.57 W. (See Plan) 


PORT LIMITS: Between the meridian that crosses the head of “Muelle 
del Frigorifico” to 72° 59’ W. and from the parallel 41° 29’ 42” S. to the 
North coast in Reloncavi Bay. 

DOCUMENTS: The documents to be presented to the Authorites are: 

General Declaration. 

Crew List. 

Personal Effects Declaration. 

Cargo Manifest. 

IMO Goods Manifest. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

PILOTAGE: Pilotage is compulsory and must be ordered by Agent on 
receipt of vessels’s ETA at least 24 hours in advance. Otherwise request 
directly to Port Captain, cable address “Capitania de Puerto de Puerto 
Montt”. Vessels should anchor as indicated below and exhibit code flag 
G". Pilot boards from a motor boat at the anchorage. Pilot boat 
equipped with VHF. 

If vessel is arriving without a channel Pilot, then Pilot must be 
requested at least 48 hours in advance and Pilot boards from a motor 
boat at the Ancud Port Anchorage, Pilot boat equipped with VHF. 
APPROACHES: The approach to Puerto Montt is made through the 
Channels, the most important of which is Canal Chacao, which requires 
careful navigation due to the existence of rocks and shallow areas, as 
well as tidal currents that reach up to 8 knots. Any type of vessel may 
pass this channel without problems with a Pilot aboard. 

ANCHORAGE: Vessels of any size can anchor in the outer roads of 
the port. Recommended positions are at 4 cables 172° of the light on 
the head of “Muelle de Pasajeros” (Lat. 41° 28’ 50” S., 
Long. 72° 56’ 52” W.). and 7 cables 085° from point of Tenglo Island. 
(Lat. 41° 29’ 42” S., Long. 72° 56’ 45” W.). Anchorage is 35 m. deep and 
bottom is sand. 
RESTRICTIONS/MAX. SIZE: Vessels must turn inside “Canal Tenglo” 
before leaving. Vessels less than 120 m. in length are not restricted. 
Vessels over 120 m., but less than 172 m. in length must turn inside 
Canal Tenglo”, during daylight hours only and with the flood tide. 
Vessels over 172 m. but less than 200 m. enter the port and leave during 
daylight hours only. Vessels over 200 m. can enter the port and leave, 
but during the flood tide in daylight hours only. All manoeuvring is 
effected in favourable weather. Max. draft permitted is 8.0 m. plus the 
minimum height of the low tide, during vessel's stay in port. 
HEALTH: All ships are boarded by the Authorities on arrival, unless they 
are coming from another Chilean port. 
RADIO: Puerto Montt Coastal Station operates 24 hours on HF (H3E/ 
J3E0) and VHF channels. 

Telex Address: VTR 370064 CBP/CK. 

TIxch: 270038 CBP/CL. 


VHF: Port Captain VHF Station operates on VHF Channels 16 and 14 
between 0730 hrs. and 2400 hrs. 

TUGS: There is a tug of 720 h.p. owned by Sud Americana Agencias 
pee y Maritimas (SAAM), and another small tug of 360 h.p. owned 
ly Agemar. 

BER ING: The Commercial Pier, owned by Empresa Portuaria de 
Chile, has a total length of 320 m. Berths available: No. 1: 200 m. long, 
depth 8 m.; No. 2: 120 m. long, depth 7.5 m., both at LW. 

Ro/Ro Terminal: 200 m. to the West of the commercial pier is the 
Ro/Ro Terminal with 4 ramps for vessels up to 120 m. LOA, the max. 
draft 4m. The commercial pier as well as the Ro/Ro Terminal operate 
during day and night, in good weather conditions and taking tidal effects 
into consideration. 

CRANES: 4x3 tons capacity. 
STEVEDORES: Vessel should advise Agent before arrival the number 
of gangs required by hatch, and amount of cargo for discharge. 


Working hours are 0800 — 1530 hrs., 1530 — 2300 hrs. and 2300 — 
* 0630 hrs. 


Also see “General” before first port. 
TANKERS: Esso Chile S.A. Terminal: Tankers moor at buoys in the 
faiern part of the bay, in daylight hours only, for vessels up to 
' g.rt. 
Copec Chile Terminal: Out of service for the moment. 
Vessels moor using both anchors forward and 2 buoys aft. 
'0in. submarine pipe-line, 2x8 in. hoses connected. No slop facilities. 


CHILE 


MEDICAL: Alli facilities available, vaccination, inoculation can be 
arranged. Prior notice should be given if urgent assistance required on 
arrival. 
FRESH WATER: Available alongside Commercial Pier at 10 t.p.h. 
FUEL: Only diesel oil available, supplied by trucks at Commercial Pier 
or Ro/Ro Terminal. 
See “General” before first port. 
CONSULS: Argentina, Germany F.R., Spain, and Netherlands are 
represented locally. 
REPAIRS: Minor engine repairs can be effected. 
OPENING/CLOSING HATCHES: Ship's crew or stevedores. 
CUSTOMS ALLOWANCES: Two cartons of cigarettes and 2 bottles of 
liquor for each man in his cabin, the rest to be declared with his personal 
effects. 
REPATRIATION: Can be arranged. 
AIRPORT: Situated 17 km. from the port. Daily flights (75 minutes) to 
Santiago where international connections can be made. 
TIME: GMT minus 4 hours. In Summertime: GMT minus 3 hours. 
Also see “General” before first port. 
HOLIDAYS: Work may be arranged on most holidays. Also see 
“General” before first port. 
POLICE/AMBULANCE/JFIRE; Police Tel: 252240. Fire Tel: 252222. 
Ambulance Tel: 253991. 
TELEPHONES: No facilities for placing telephones on board. 
TRANSPORTATION: There are de-luxe bus services, with daily 
departures, between Puerto Montt, Santiago, Valparaiso, and 
intermediate points. 
SHORE LEAVE: Allowed. 
DEVELOPMENTS: Outer berths have been dredged to a depth of 
8.50 m. 
AUTHORITY: Gobernacion Maritima de Puerto Montt, Diego Portales 
Av. 2300, Puerto Montt, Chile. Te/: 252389-253051. Telex: 270007. 
Contact: Sergio Swett Soto, Maritime Governor. 


PUERTO WILLIAMS: 54.56 S. 67.37 W. 


PORT LIMITS: Inside a line which joins Banco Herradura Buoy 
(Lat. 54° 54’ S., Long. 67° 36’ W.) with Punta Trucco Anterior 
Lighthouse (Lat. 54° 55’ S., Long. 67° 32’ W.) and Punta Gusano 
Lighthouse (Lat. 54° 55’ S., Long. 67° 37’ W.) with Banco 
Herradura Buoy. 
DOCUMENTS: The documents required for entering the port are: 
General Declaration. 
Passenger List. 
Crew List. 
Cargo Manifest. 
Dangerous Cargo Manifest. 
Health Certificate. 
PILOTAGE: Pilotage compulsory. 48 hours notice to be sent to the 
Captain of the Port at Punta Arenas or the Pilot Office. Both offices are 
at Libertador O'Higgins No.1401, Punta Arenas. Respective telephone 
numbers are 221001 and 226650 and telex numbers 380014 CK VTR 
and 280079 CBM CL. 
Pilot boarding zone is the area within the following limits: 
(a) Lat. 54° 54’ 14” S. Long. 67° 35' 26” W. 
(b) Lat. 54° 54’ 22" S. Long. 67° 34' 56” W. 
(c) Lat. 54° 54’ 38” S. Long. 67° 35’ 11” W. 
(d) Lat. 54° 54’ 30” S. Long. 67° 35’ 40” W. 
Other local pilot stations are expected to be located in the following 


positions: 
Cabo San Pio: Lat. 55° 07’ 30” S._ Long. 66° 34’ 00” W. 
Lat. 55° 07’ 30” S._ Long. 66° 32’ 10” W. 
Lat. 55° 08' 30” S._ Long. 66° 32’ 10” W 
Lat. 55° 08' 30” S.__ Long. 66° 34’ 00” W 
Paso Richmond: Lat. 55° 20’ 30” S._ Long. 66° 41’ 45” W 
Lat. 55° 20' 30" S._ Long. 66° 40’ 00” W 
Lat. 55° 21’ 30” S._ Long. 66° 40’ 00” W. 
Lat. 55° 21’ 30” S._ Long. 66° 41’ 45” W. 
Cabo de Hornos: Lat. 56° 00’ 15" S._ Long. 67° 17’ 45” W. 
Lat. 56° 00’ 15” S._ Long. 67° 15’ 00” W 
Lat. 56° 01’ 15” S. Long. 67° 15’ 00” W 
Lat. 56° 01’ 15" S._ Long. 67° 16’ 45” W 
Isla Hornos: Lat. 55° 56’ 44" S._ Long. 67° 12’ 30” W 


ANCHORAGE: Vessels can anchor in the pilotage zone, in depths up 
to 38 m. Holding ground is good. : 
MAX.SIZE: 2,500 g.r.t., LOA 80 m. and draft 15 ft. 
HEALTH: Pratique granted on arrival. 
RADIO: Puerto Williams Radio. Call sign “CBW”. 
Type: A1A — A2A Telegraphy. 
Calling Frequency: 500 kHz. 
Working Frequency: 464.5 kHz. 
Hours: 0130 — 0230, 0530 — 0630, 0830 — 0930, 1030 — 1130, 
1330 — 1430, 1630 — 1730, 1930 — 2030, 2230 — 2330 UTC. 


Type: H3E — J3E Telephony. 
Calling Frequency: 2182 kHz. 
Working Frequency: 2738 kHz. 
Hour: 24 hours. 


Type: G3E VHF. 

Call Frequency: 156.800 MHz. Channel 16. 

Work Frequencies: 156.450 MHz. Channel 9 
156.700 MHz. Channel 14. 
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VHF: 

Calling Frequency: 156.800 Mhz Channel 16 

Working Frequencies: 156.450 MHz Channel 9 
156.500 MHz Channel 10 
156.550 MHz Channel 11 
156.600 MHz Channel 12 
156.375 MHz Channel 67 
156.425 MHz Channel 68 
156.475 MHz Channel 69 
156.525 MHz Channel 70 
156.575 MHz Channel 71 
156.675 MHz Channel 73 
156.725 MHz Channel 74 
161.525 MHz Channel 78 

RADAR: There is no radar service for marine traffic control. 

TUGS: None. 

BERTHING: 


Berth: Guardian Brito Whart. 
Owner: Chilean Navy. 
Length: 282 ft. (86 m.). 
Breadth: 26 ft. (4.57 m.). 
Max.Size: 25,000 g.r.t. 
CRANES: Chilean Navy operate a 3.5 ton mobile crane. 
BULK CARGO FACILITIES: None. 
BRIDGES: None. 
STEVEDORES: None available. 
MEDICAL: The Chilean Navy operate a hospital and dental clinic. 
TANKERS: Tankers berth near Guardian Brito Wharf to buoys and also 
use anchors. 
Owner: Chilean Navy. 
Tank Capacity: No.1 
No.2 
No.3 
Pipelines: Petroleum Terminal: 
60 m. x 6 in. diameter. 
Guardia Brito Wharf: 200 m. x 2.5 in. diameter. 
FRESH WATER: Available at Guardian Brito Wharf at a rate of 6 t.p.h. 
FIRE PRECAUTIONS: Normal international precautions for handling 
dangerous cargoes. 
CONSULS: None. 
REPAIRS: Minor repairs such as carpentry and small engine repairs. 
DRY DOCKS: None. 
SURVEYORS: Available. 
GANGWAY/DECK WATCHMEN: Not necessary as wharf is within 
Chilean Navy property. 
CUSTOMS ALLOWANCES: Usual allowances. 
CARGO GEAR: Ship's gear. Also see “Cranes”. 
REPATRIATION: No facilities available. 
AIRPORT: Local airport is 4 miles N.W. of Puerto Williams. Two flights 
a week to Punta Arenas. 
TIME: Local time from October to March is GMT minus 5 hours; and 
March to October GMT minus 4 hours. 


2,117,200 Litres. 
263,520 Litres. 
113,400 Litres. 


150m. x 6in. diameter and 


HOLIDAYS: 

New Year's Day 1st January. 

Saints Week First weekend in April 
Labour Day 1st May. 

Navy Honours Day 21st May. 


Assumption of the Virgin Mary 
Independence Day 

Army Day 

All Saints Day 


15th August. 
18th and 19th September. 
12th October. 

1st November. 
Immaculate Conception 8th December. 
Christmas Day 25th December. 
EMERGENCY CO-ORDINATION CENTRE: Emergency Co-Ordination 
and Maritime Search - SUBCOBREM — Puerto Williams. Also see 
“General” before first port. 
TELEPHONES: ENTEL Chile have an office in Port Williams City. There 
are no facilities on the wharf. 
SERVICES: Charts and Notice to Mariners available. 
BANKS: Bank of Chile in the commerical area in Puerto Williams City. 
SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: Seaman's Book or Passport. 
REGULATIONS: Photography prohibited as berth within naval 
installation. 
GENERAL: Mail and telegraphy facilities, also a hotel and other public 
services. 
AUTHORITY: Chilean Navy. 


PUNTA ARENAS (including Lenadura, Cabo Negro, 
Clarence Cove, Gregorio, Pecket): 53.10 S. 70.54 W. 
(See Plan) 


DOCUMENTS: See “General” before first port. 

CERTIFICATES: All International Certificates to be shown on arrival. 
PILOTAGE: Compulsory for foreign vessels. Vessels entering from 
Pacific will usually embark Pilots in Valparaiso or Ancud or Laitec. 
Vessels coming from the Atlantic embark Pilots in Bahia Possession, 
30 miles to the West side of the Eastern entrance of Magellan Strait, 
Pilot boats have radio telephone frequencies of 2,182 KHz and 2,638 kHz 
and VHF Channel 16. Four hours before arrival of the vessel, the pilot 
boat keeps watch on Channel 16. Pilot boat carries International Pilot 
lights; ETA at Bahia Possession has to be given at least 24 hours in 
advance. In bad weather, vessel has to anchor and wait in a circular 
area of one mile of radius with the centre placed at 216° — 2.7 miles off 
Possession Lighthouse. 
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Pilots usually board and disembark off the lighthouse of Punt G 
Delgada. M 
The Pilot for West-bound vessels travels to Bahia Possession by a M 
from Valparaiso. It is therefore important to order the Pilot throug} s! 
Valparaiso Agent with as much advance notice as possible, and kee, tc 
Agent closely advised of vessel's ETA. tv 
For vessels transitting Magellan Straits Westbound, the Pilot wi 1. 
disembark at Valparaiso or Ancud or Laitec. Pilot's travelling expense; 
from and to Valparaiso are included in pilotage charges. ui 
It is advisable to have accommodation ladder rigged as the Por w 
Authorities will board prior to berthing if cargo work is to commen D 
immediately. F 
ANCHORAGE: Anchor berths A — G are situated East and Southeag @' 
of Muelle Prat. Anchorage is prohibited within 1,300 m. of the Fiscg ©! 
Quay. Vessels should be ready to leave the anchorage on orders fron F 
the Port Captain, or in the event of bad weather from the East. 
RESTRICTIONS: No tidal restrictions, vessels can come alongside da F 
or night. Max. length 170 m. Cc 
MAX. SIZE: Magellan Straits: Max. draft 70 ft., no limit on d.w.t. tonnag 
for very large vessels. Vessels with a draft in excess of 70 ft. may bh 
allowed to pass through but only after the authorities have studied th 
vessel's characteristics. As a safety measure, large vessels navigat R 
the First Narrows in daylight only and with good visibility. s 
HEALTH: At first Chilean port, doctor will come aboard with Authorities ' 
In other Chilean ports, there is no need to ask for Pratique or hoist th 
“Q” flag as Pratique is automatic. 4 
RADIO: The Radio Station Magallanes Radio (CBM) keeps a permaneq G 
watch on 500 kHz (A1A, A2A), 2,182 kHz (H3E) and 156.8 MHi™ 
(Channel 16 VHF). C 
All the communication services are included in the List of Coas"! 
Stations and List of Radio determinations and special services of the C 
ITU. 
To the West of the Magellan Strait there are 2 Radio Stations: F 
Radio Station Evangelista (CBM-3) has permanent watch o I 


2,182 kHz (H3E) and 156.8 MHz (Channel 16 VHF). - 
Radio Station Felix (CBX) has permanent watch on 500 kHz (Ata 7 
A2A), 2,182 kHz (H3E) and 156.8 MHz (Channel 16 VHF). 


All ships must give identification on request of the Radio Stations 4 


Chilean Warships or merchant vessels operating with Chilean Pilots. 
To the East of the Magellan Strait exists Radio Station Punta Delgacé + 
which keeps permanent watch on 2,182 kHz (H3E) and 156.8 MHi 
(Channel 16 VHF). ¢ 
It also has a Radar Control System which assists with safety of a 
ships operating from Dungenes to First Narrow. 3 
TUGS: Used to go alongside in Punta Arenas tanker terminals, Ships g 
lines used. S 
BERTHING: A berth should be requested 24 hours before arrival. Th 
pier is 372 m. long with 27 ft. — 26 ft. on the North side and 22 ft. on the 
South side (depth at the seaward end). Depth reduces on both side 
towards the land. Vessels berth bow first and care must be taken tt 
avoid the shallow patches on both sides of the jetty about 120 ft. of P 
Normally, 4 head lines, 4 stern lines and 2 or 4 springs are used. c 
Berthing is usually at night or early morning as strong winds blot 4 
during the day, occasionally rising to Force 12 in the Summer. The por 
is often closed due to inclement weather. S 
Weather signals are shown at the North end of the pier. 1 


Weather Signal Day Signal Night Meaning A 
Variable Black Ball 1 green light Put out extra moorings 
Bad weather Flag M 1 red light Put out extra moorings 
Storm Flag R 2 red lights Port closed b 


Tankers: See below. No limits for vessels at anchor. n 
BULK HANDLING FACILITIES: Pecket: (Coal). Position Lat. 52° 56’ S.,, 
Long. 71° 13’ W. Max. length 220 m. Max. draft 14 m. Displaceme® ¢ 
80,000 tonnes, final heading 260° T. There are 2 buoys; 4 lines sent), 
forward buoy and 3 lines to stern buoy. Starboard anchor will be used ; 
Vessel port side alongside to the jetty and 2 lines to the Duke of Alb: 

No.1; 2 lines to the Duke of Alba No. 2; 4 spring lines to the Duke 0 
Alba No. 3 and 4 lines to the Duke of Alba No. 4. Tug assistance §+ 
compulsory for mooring and unmooring. Ship's loader rate §, 
2,000 tonnes p.h. a 


STEVEDORES: Gangs to be requested 24 hours before arrival. Thre 
shifts are worked from 0800-1530, 1530-2300 and 2300-0630 wil), 
10-15 minutes “coffee break” in each shift. te 

Overtime is the third shift on a day before a Sunday or holiday or thy 
first and second shifts on a Sunday or holiday. Pp 


MEDICAL: No advance notice to Agent required. There is a hospilé, 
with all facilities. 

Ci 
TANKERS: There are the following terminals for tankers: tt 
Lenadura: Position Lat. 53° 12’ S., Long. 70° 54’ W. Max. length 175 m9 
draft 23 ft., 20,000 d.w.t. Vessels moor to 3 buoys, 1 astern afip 
1 on each quarter, using both anchors. Ship's head bearing 090714 
Manifold connection 8 in. fi 
Cabo Negro: Position Lat. 53° 01’ S., Long. 70° 51’ W. Max. leng?,. 
200 m. Draft 42 ft. Vessels berth port side alongside, using the starboaty 
anchor. The manifold hose is 10 in. Gas is loaded at 1,000 t.p.h. A tig 
is compulsory for berthing. 

Cabo Negro Pier has been improved to 
45,000 d.w.t. a 
Clarence Cove: Position Lat. 52° 55’ S., Long. 70° 09' W. Max. lengé 
250 m. Max. draft limited by the entrance to the cove to 36 ft. (10.97 MA 
Vessels berth to 4 buoys, using both anchors. 4 headlines, 3 stern lines 
4 lines to the starboard quarter buoy, and 3 to the port quarter buoy a 
required. A tug is available. Ship's head 255°T. There aa 
2 x Bin. hoses for loading and deballasting facilities will be availabt 
shortly. 

Forbidden Anchorage Zone: Area within a circle of 0.9 miles radit 
around the terminal buoys, and leaving entrance clear from 320° to 140 


R 
handle ships up *,A 


gregonio: Position Lat. 52° 38’ S., Long. 70° 11’ W. Max. length 250 m. 
pri draft 49 ft. (subject to tidal conditions), 75,000 tons displacement. 
\anoeuvres should be done with daylight and preferably with high and 

ack water. Vessels moor with ship's head 232°T, using both anchors 
to 8 or 9 Shackles. 14 mooring lines are required to 4 buoys. There are 
two 10 in. and 8 in. floating hoses for loading crude oil. Loading rate 
+700 cu.m./hr. Deballasting facilities are installed. 

Forbidden anchorage zone is the area limiting Lat. 52° 38' 30” S. and 
tong. 70° 11' 00" W., maintaining entrance heading of 331° on head of 
whart. 

ENSITY: 1025. 

FRESH WATER: Only available at Punta Arenas Quay through hoses 
ata rate of 8 t.p.h. In case of emergency it can be delivered by vessel 
of the Chilean Army, if advance notice is given. 

FUEL: Available ex-barge at Punta Arenas, capacity 300 tons (diesel). 
See “General” before first port. 

FIRE PRECAUTIONS: Tankers are forbidden alongside at the quay. 
CONSULS: 

Argentine Denmark Sweden — 

Belgium Germany F.R. United Kingdom 

Brazil Netherlands Yugoslavia 
REPAIRS/DRY DOCKS: “Asmar’ (Astilleros de la Armada) has a 
shipyard for small vessels up to 1,500 tons as well as a good workshop 
io effect floating repairs. Some marine spares can be obtained. 

Asmar Ovalle Moore have a small dry dock, maximum capacity 
4,000 short tons and 130 m. length. 

GANGWAY/DECK WATCHMEN: Foreign vessels obliged to employ a 
watchman, except on Tanker Terminals. 

OPENING/CLOSING HATCHES: Opening and closing of hatches and 
rgging of ship's gear undertaken by ship's crew. 

CUSTOMS ALLOWANCES: Quantity in possession of every member 
of the crew to be declared at the Customs. 

REPATRIATION: Facilities for repatriation, subject permission of 
international Police (Extranjeria) and Maritime Authority. 

AIRPORT: Distance to airport is 18km. Daily flights from and to 
Santiago by two national airlines LAN and LADECO. 
TIME: See “General” before first port. 

HOLIDAYS: See ‘General’ before first port. 
POLICE/AMBULANCE/FIRE: Maritime Police Tel: 
221212; Ambulance 222432. 

TELEPHONES: There is no connection on the quay. It is possible to 
make telephone calls from the ship by calling “Telco Radio” on VHF 
Channel 16 and changing to Channel 26. International calls may be 
made from public booths of the telephone company and Entel. Direct 
dialling possible to most countries. 

SERVICES: Compass and gyro compass adjusting can be done. 
SHORE LEAVE: Crew allowed to go ashore in all ports of the area. 
Crew must be in possession of provisional Identity Cards issued by 


police. 

IDENTIFICATION CARDS: Chilean International Police (Extranjeria) 
provides a provisional card to stay in the country. It has to be held each 
time a member of the crew goes ashore. 

DEVELOPMENTS: Berths No. 1 (North) and No. 1 (South) are being 
dredged to 33 ft. 


221001; Fire 


SHIPMASTER’S REPORT: March 1985 (Research Ship) (Updated 
1988). 

Approaches and Pilotage: Report to Chilean Radio Station when 
200 miles off. 

Port and Strait Pilot compulsory. The Pilot, a Chilean Naval Officer, 
boards/leaves via a warship. The Pilot brings his own charts. We did 
not have a suitable chart of Bahia Cook. On a future visit one should 
be obtained for a safe approach. 

Berths: Either side of a 380 m. long pier. There is a Berthing Pilot, and 
because of the prevailing very strong winds in the afternoon and evening 
tis customary to use a tug aft. 

Punta Arenas is a busy port. 

Officials: Extremely courteous. We were made to feel most welcome. 

The bond was not sealed. The Port Captain (Navy) visited the vessel 

on several occasions, and offered every assistance should any need 

arise. 

Immigration: Shore passes are issued, and must be returned on sailing. 

Fuel: Diesel was delivered by road wagon. This took most of the day, 

tut saved having to shift the ship to the Oil Jetty — which would have 

‘aken all day. 

Water: Laid on to the quay. 

Provisions: 3 shipchandlers available. 

Bin: to supply all our requirements, even to a medical oxygen bottle 
aptor. 

The quality of fresh fruit and vegetables was as good as U.K., in some 
cases better. Prices were similar. The chandler has a refrigerated store, 
ae were delivered in prime condition. Even bananas lasted 

weeks. 
| Prices: Unfortunately there is, at the moment, no Duty Free facility. In 

— all items (and services) are subject to +20% VAT. This included 


| any: Very good standard. Average price range (subject to the 20% 
| 8ntish Consul: Mr. Bill Matheson. Tel: 22325. 
Repair Facilities: Not tried, but reported good. 
®patriation: No particular problems. There are flights daily. Itis however 
along haul back to the U.K., requiring a night stop over in Santiago. 
The best hotel accommodation at Punta Arenas was very expensive. 
™Mative accommodation can be had at Mother Teresa's Home for 
, amen at about £20 a night (but not usually single occupancy). 


AUTHORITY: Maritime Governor of Punta Arenas. 


CHILE 


QUINTERO: 32.47 S. 71.33 W. (See Plan) 


PORT LIMITS: The seaward limit of the port is a line from Punta Liles 
to Punta Ventanilla. 
DOCUMENTS: 

1 Outwards Clearance Certificate from the last port of call. 

5 Cargo Manifests for the port. 

5 General Manifests for cargo. 

5 Manifests for Cargo in transit. 

4 Lists of Passengers for the port. 

4 Lists of Passengers in transit. 

10 Lists of Crew Members. 

5 Lists of Personal Effects. 

1 Fumigation Certificate. 

1 Maritime Health Declaration. 

1 Certificate of Dues in respect of lighthouses and buoys. 
PILOTAGE: Pilotage is compulsory. Pilots and port officials board ships 
2,450 m. off the R.P.C. Pier, bearing 290°, not far from the single Mooring 
Buoy, and 1,500 m. on 055° from the Los Molles Lighthouse. 

The accommodation ladder should be rigged on the starboard side. 
Vessels can enter and moor during the day only, but it is possible to 
sail at night. 

ETA should be sent to Agent 72 hours before arrival, with confirmation 

24 hours before arrival. The message should state if any special service 
is required, and additionally Masters are requested to inform “Capuerto, 
Quintero”. 
ANCHORAGES: Vessels may anchor within port limits. The bay is well 
sheltered with ample room for manoeuvring. Vessels should keep clear 
of the S.W. portion of the bay, due to rocky nature of the bottom, and 
of the prohibited zone indicated on the charts. Larger vessels may 
anchor West of Punta Liles lighthouse, where there are depths greater 
than 20m. with sand and mud bottom. An anchorage has been 
established at Lat. 32° 45.77' S., Long. 71° 30.5’ W. 

The anchorage at Ventanilla is an open roadstead, exposed to S.W. 

winds and swell, with the possibility of dragging anchors, especially in 
the Winter months. 
RESTRICTIONS: Quintero Bay is entered between Point Ventanilla and 
Point Liles, entrance 2.5 miles wide, with a bight extending 1.5 miles 
towards the S.E. Point Liles is surrounded by submerged rocks and 
reefs for a distance of 2 cables. 

Tankers discharging at the buoy terminals may be required to 
disconnect hoses in the event of bad weather, to avoid damage to the 
installation. 

Also see ‘“Pilotage”’. 


MAX. SIZE: S.B.M.: Up to 120,000 g.r.t. (215,000 displacement tons). 
Oil Multi-Buoy Terminal: Up to 50,000 g.r.t. (100,000 displacement tons). 
Liquid Gas Multi-Buoy Terminal: Up to 30,000 grt. (40,000 
displacement tons). 

Chilectra Andina Quay: LOA 175 m., draft 32 ft. 

Las Ventanas Chemical Terminal: Up to 40,000 g.r.t., max. draft 41 ft. 
El Durazno Quay: LOA 96 m., draft 19 ft. 


RADIO: The Naval Radio Station of Valparaiso also handles commercial 
traffic. 

The Coastal Radio Service Station situated in the Port Captain's office, 
call sign “Capuerto Quintero”. 


TUGS: No tugs available at Quintero, but they can be requested from 
Valparaiso, or through Agent. 

BULK HANDLING FACILITIES: 

Chilectra Andina Quay, Las Ventanas: Quay is 530 m. long with max. 
depth of 19 m. at the head of the North side of the pier. 

Coal berth situated on the North side of the quay, equipped with 
mechanical discharging tower which loads up to 300 t.p.h. 

The South side of the quay is used for loading copper concentrates, 
with the addition of 4 dolphins vessels up to 160 m., draft 30 ft., can 
now berth. Bulk grain can also be discharged here, although the loading 
tower, being fixed, requires vessels to shift berth to unload each hatch. 
The berth is exposed to a Southwesterly swell. 

MEDICAL: There is a small local hospital,and there is an ambulance 
service to Valparaiso. (20 miles away). 

TANKERS: 

S.B.M. Quintero Terminal: The depth at the S.B.M. is 47 m. Max. size 
for berthing, length 342 m. draft 25.5 m. (83 ft.). Manifold connection is 
16 in. Ship's derricks must be rigged to carry a 12 ton lift. Max. pressure 
200 p.s.i. Average discharge rate 8,000 t.p.h. for 25 API crude. 

Gas Berth: Max. size 15,000 tons or 40,000 displacement tons. Max. 
draft 39 ft. Vessels drop both anchors, and moor to 3 stern buoys. Ship’s 
head should lie on 285°. Hose connection 6in. Discharge rate 
240 cu.m.p.h. 

Vessels may moor or unmoor at any time at these terminals. Mooring 
warps must be more than 400 ft. in length. 

R.P.C.: Max. draft 50 ft. Vessels berth to 3 stern buoys, using both 
anchors, ship's head on 305°. Manifold connection starboard side 10 in. 
Hose lift 6 tons. Normal pressure 100 p.s.i. 

Also see “Shipmaster's Report”. 

FRESH WATER: Available by barge from Valparaiso. 

FUEL: Only available at Valparaiso. See “General” before first port. 
CONSULS: Nearest at Valparaiso. 

REPAIRS: Only minor repairs may be effected at workshops ashore. 
REPATRIATION: Possible. 

AIRPORT: Nearest commercial airports at Pudahuel and Cerrillos, near 
Santiago. Military airfield at Quintero may be used in emergencies, 
subject to necessary authorisation. 

TIME: GMT minus 3 hours (October to March). GMT minus 4 hours 
(March to October). 

SERVICES: Food, laundry, etc. can be supplied. 

SHORE LEAVE: Curfew in operation. Crew must carry an Interpol 
Identity Card. See “General” before first port. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engla 


SHIPMASTER’S REPORT: April 1988. 

A tug was used to position the vessel when berthing. 28 in. hoses 
were connected on the port side. We were nominated to load fuel oil 
and had to accept a 500 cu.m. line plug of crude before loading. This 
was discharged after the loading was completed. Terminal would not 
accept any dirty ballast or slops. 

The following moorings were used: 

Starboard anchor — 8 shackles 

Port anchor — 9 shackles 

Port quarter buoy — 2 lines (90 m.) 

Stern buoy — 2 lines (100 m.) 

Starboard quarter buoy — 3 lines (90 m.) 

Port bow — 1 shore wire 

Starboard bow — 1 shore wire 

Ship's head in berth 305°. The pilot comes in either a small blue launch 
or a larger orange boat, depending on which agency is used. 

Cargo details: No. 6 F/O API 13.0 temperature 130°F. Loading rate 
about 900 cu.m.p.h. 

Due to the swell a vessel may roll heavily on leaving the berth and 
when at anchor. 

Port officials board with the pilot. The Oil Record Book is inspected. 
The Port Captain requires to know to what percent capacity is the vessel 
bunkered and the steaming range with that amount of fuel. 


TERMINAL OPERATORS: Refineria de Petroleo Con Con (R.P.C.), 
Compania Chilean de Electricidad (Chilectra), Andean Mineral Company 
(Andina), Las Ventanas Chemical Terminal. 

AUTHORITY: Quintero Port Captaincy. 


SAN ANTONIO: 33.35 S. 71.37 W. 


DOCUMENTS: 
1 Customs Clearance Document. 
2 Light Dues Certificates. 
9 Cargo Manifests. 
2 Crew Lists. 
2 Passenger Lists. 
2 Lists of Stores. 
1 Arms and Ammunition List. 
1 List of Personal Effects. 
2 Baggage Declarations per passenger. 
1 Derat Certificate. 
List of Equipment. 
Lifesaving Equipment Certificate. 
Tonnage Certificate. 
Radio Certificate. 
Crew Vaccination Certificates. 
PILOTAGE: Compulsory. Pilots board vessels about 1 mile outside the 
port. Vessels should wait for Pilot with engines stopped in position 
bearing 060° and 1 mile from Panul Lighthouse. 
ANCHORAGES: Vessels must anchor in position 090° and 1.3 miles 
from the edge of the South Breakwater in 28 m. of water. The bottom 


(See Plan) 


is sand and mud, permitting anchorage of vessels of any length or draft. 


Mooring Buoys: In the North Basin is located Bucy No. 1, situated 
85° and 180 m. from the head of the Maritime Control Quay, which can 
be used for vessels up to 210 m. LOA, draft 36 ft. and 55,000 d.w.tonnes. 

There is also Buoy Location No. 2, which permits transfer of bulk 
liquids from vessels of 190 m. LOA, draft 33 ft. and 40,000 d.w.tonnes. 
RESTRICTIONS: No restriction on vessels of less than 210 m. LOA. 

From September to March the predominant winds are from S.W. 
Fog is most frequent in March and April. 


MAX. SIZE: 
Berth Max. Length Depth 
(m.) (ft.) 
No. 4/5 341 33 
No. 6/7 320 28/24 
North Quay 200 35 
Buoy No. 1 Max. displacement 55,000 tonnes 
Buoy No. 2 Max. displacement 50,000 tonnes 


Vessels intending to discharge are authorised 1 ft. more draft at all 
Berths, with the proviso that they must berth within 2 hours before high 
tide, up to 2 hours after high tide, and commence discharge immediately. 
RADIO: 

Station Call Sign: San Antonio CB2. Category: (S) 


Frequency Type Receives Transmits Schedule 
2 MHz A3 2182 2182 24 hours 
2738 2738 As required 
4 MHz A3 4143.6 4143.6 As required 


However, it is advisable to use Radio Playa Ancha, Valparaiso, which 
is connected by telex with San Antonio. 

Port Control can be contacted by VHF on Channel 16, 24 hours a 
day. 

TUGS: 3 modern tugs, 1,000 h.p., 1,250 h.p. and 2,450 h.p. 
BERTHING: San Antonio has 4 operational piers, 1 private quay (North 
Quay) and 2 mooring buoys. 

All the piers have double strong fenders. 

Berth Usage: Berth Nos. 4 and 5 are used preferably for container 
vessels, bulk grain carriers and larger sized ships in general. 

Buoy No. 2: For transfer of containers, there is 1 mobile crane type 
‘Demag MC900' of 50 tons lifting capacity available. 

In the open area of Berths No. 4 and 5, it is possible to store 1,175 
TEU simultaneously plus 486 TEU in pre-stacking, there being also a 
zone for reefer containers with a capacity of 96 TEU. 

In the port there are 15,800 sq.m. of covered areas intended for cargo 
warehousing, and 120,395 sq.m. of open areas. 
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The private companies entrusted with stevedoring within the port ha 
the necessary equipment for this work, there also being equipm 
owned by Port Administration which can provide a minimum servicg 
Note: Berths No. 2 and 3 damaged by earthquake. 
Fumigation: When vessels are required to be fumigated due to Chile 
health restrictions, they must be towed to Buoy No. 2 where 
treatment is appropriately carried out. In general, this takes 72 hoy 
during which time only a security guard may remain on board. } 
recommended that these vessels arrive equipped with high resistay 
ropes. 
Policarpo Toro Quay: Length 70 m. For vessels of 200 ft. LOA and & 
not exceeding 33 ft. discharging bulk liquids. Hoses and pipelines ¢ 
4 mooring bollards available. 

Also see “Developments”. 


CRANES: 
Berth No. 4: 1 x 5ton, 2 x 7.5 ton. 
Berth No. 5: 2 X 6 ton, 1 x 5ton 
Berth No. 6: 2 x 5ton.| can be used at 
Berth No. 7: 2x 5ton.) Berths No. 6 or 7. 


The North Quay has mechanical plant for discharge of bulk cargg 
STEVEDORES: There are various stevedoring contractors w 
between them have some 2,400 workers specialised in the various p 
and maritime operations (dockers, shipboard workers, watchn; 
deckhands, tallymen, crane operators, etc.). The contractors he 
equipment for all kinds of work, including 2 fork lifts (Hyster & Tay 
with spreaders for 20 ft., 35 ft. and 40 ft. containers, industrial tracts 
lorries, etc. The work timetable for the port is from 0800 hrs. to 0630h 
the next day (i.e. 22.5 hours a day). 

Average cargo handling rates per gang: 

Copper: 120 t.p.h. per shift. 

Copper concentrate: 550 t.p.h. per shift. 

Wheat pellets: 300 t.p.h. per shift. 

General cargo: 30 — 40 t.p.h. per shift. 

Containers: 14 — 16 TEU/hour per shift. 

Bulk salt: 100 — 120 t.p.h. per shift. 

Drums: 35 — 40 t.p.h. per shift. 
MEDICAL: Hospital with 190 beds and necessary surgeons. 3 clin 
with 40 beds for minor surgery. 
TANKERS: Oil products can be transferred at North Quay, Berth By 
No. 2 and Berth Nos. 5 and 6. From North Quay, cargo is transfen 
to the terminal owned by Liquidos a Grane! who have tanks with a to 
capacity of 25,360 cu.m. 

At Berth Buoy No. 2 liquids can be transferred to Terquim who he 
tanks with a storage capacity of 12,830 cu.m. 

Berth Nos. 5 and 6, as with the above locations, have facilities! 
transfer of liquid products to the Esso terminals, where there is 
maximum storage capacity of 19,780 cu.m. 

FRESH WATER: All berths equipped with standpipes to supply fre 
water direct to vessels at a rate of about 20 t.p.h. 

FUEL: Marine diesel oil can be supplied to vessels, provided this 
requested with sufficient advance notice. 

Also see “General” before first port. 

CONSULS: Italy. 

REPAIRS: Three workshops for minor repairs. Major repairs 
Valparaiso. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Done by stevedores. 
REPATRIATION: Facilities exist. 

AIRPORT: At Arturo Merino Benitez Airport near Santiago only 2 ho 
away by road. National and foreign airline services to world-w 
destinations. 

TIME: Local time GMT minus 4 hours; October to March (Daylt 
Saving) GMT minus 3 hours. 

SHORE LEAVE: Allowed. Also see “General” before first port. 
IDENTIFICATION CARDS: Required. 

DEVELOPMENTS: A new berth with depth alongside 33 ft. for hand! 
solid bulk cargoes is under consideration. 

Berth No. 1: The berth, which was damaged in an earthquake, will’ 
operative late 1990, for shipment of dirty bulk cargoes (com 
concentrate). The berth is equipped with mechanical loading @ 
handling plant, and can accept vessels up to 35 ft. draft. Distan 
between North and South dolphins is 120 m. Seven mooring bolla 
available. 

AUTHORITY: Empresa Portuaria de Chile, Casilla 163-A, San Anton 
Chile. Tel: (035) 32159. Telex: 238505 Empor CL. FAX: (035) 321’ 
Contact: Patricio Toro Ferrari, Port Director. 


SAN VICENTE: 36.44 S. 73.09 W. 


Also see “General” before first port. 

PORT LIMITS: East of meridian from Punta Pardo and South of paré 
from Punta Gualpen. 

DOCUMENTS: See “General’’ before first port and “Valparais® 
Documents”. 

PILOTAGE: Compulsory. Pilot boards inside the port limits. Pilot! 
designate anchorage. Accommodation ladder must be rigged if! 
vessel is at anchor awaiting berth as the Port Authorities will bo? 
Pilots are arranged by Agent. 

RESTRICTIONS: Berthing or unberthing from 0000 hrs. to 2400° 
weather permitting. For tankers, daylight only. 

MAX. SIZE: Draft only restrictions, can berth ships greater than 200 
LOA and 42 ft. draft. 

HEALTH: Port Authorities give Pratique on arrival. 


(See Ple 


RADIO: Radio Estacion Naval Talcahuano. 500 kHz. A-1 H-24. 
Costera Talcahuano 2182 A-3 H-24. 
Radio Estacion Naval Valparaiso. A-1 and A-3 all 
frequencies H-24. 

VHF: Channel 16 safety and calling. 
TUGS: 3 privately owned tugs ranging from 1,200 h.p. — 2,000 h.p. 
BERTHING: CAP Pier: North, length 240 m. draft 32 ft. O6 in. at any 
time; South, length 200 m. draft 26 ft. at any time. 
San Vicente General Cargo Berth: 

Pier 1: Length 215 m., draft 37 ft. at any time, ships’ own gear. 

Pier 2: Length 225 m., draft 39 ft. at any time, 1 crane and 1 unloading 
tower for bulk cargoes. Ship's own gear used for general cargo. 

ap Berth ‘A’: Vessel moors with starboard anchor with 7 shackles 

and 3 lines to 2 buoys astern. Max. LOA 150m. 1 hose with 8 in. 
connection on port side midships. Gasoline, kerosene, diesel oil and jet 
fuel handled. 1 tug and 1 mooring launch available. 
ENAP Berth “'B’’: Vessel moors with 2 anchors with 8 shackles on 
starboard, and 3 lines to 3 buoys astern. Max. LOA 250 m. or up 42 ft. 
draft. 1 tug and 2 mooring launches required. 1 hose with 18 in. 
connection for crude and fuel oil. Handling rate 1,500 cu.m./p.h. 
ENAP Berth ‘‘C’’: Vessel moors with both anchors, using 8 shackles 
starboard side, and 3 lines to 3 buoys astern. Max. LOA 200 m. and 
36 ft. draft. 1 tug and 1 mooring launch required. 2 hoses with 12 in. 
and 16 in. connections, 1 for fuel oil rate 900 cu.m./p.h. can also be used 
for crude. 1 hose for gasoline, kerosene, turbo, diesel and liquid gas. 
STEVEDORES: Through Agents. Stevedores available 24 hours. 
MEDICAL: Good hospitals, no special notice required. 
DENSITY: Salt water. 
FRESH WATER: Available at all piers. 
FUEL: Diesel available by truck. 
CONSULS: Argentina, Belgium, Bolivia, Colombia, Ecuador, France, 
Germany (F.R.), Italy, Netherlands, Norway, Paraguay, Peru, Spain, 
Sweden, United Kingdom. 
REPAIRS: Deck and Engine workshops. 
DRY DOCKS: ASMAR for large vessels. 
SURVEYORS: Lloyds, N.V., B.V., N.K.K., A.B.S., G.L. 
WATCHMEN: Gangway watchmen compulsory. Deck or Hatch 
watchmen optional. 
HATCHES: Open and closed by riggers gangs. 
CARGO GEAR: Ship's gear. 1 crane for bulk cargoes, rate 200 t.p.h. 
Heavy lift crane with 50 tons capacity. 
REPATRIATION: There are facilities for crew changes. 
AIRPORT: 1 airport for internal flights. 
POLICE/AMBULANCE/FIRE: Available in the port. 
IDENTIFICATION CARDS: Immigration provide identification cards. 


SHIPMASTER’S REPORT: 1977 (Updated 1990). 
Documents: 
Customs: 
2 copies List of Ammunition. 
7 copies Cargo Manifest. 
4 copies Stores List. 
4 copies Personal Effects List. 
4 copies Crew List. 
4 copies Passenger List (or negative). 
Port Captain: 
Clearance from Last Port. 
2 copies Crew List. 
2 copies Passenger List (or negative). 
International Certificates. 
Police: 
2 copies Crew List. 
2 copies Passenger List (or negative). 
Health Inspector: 
1 copy Declaration of Health. 
1 copy Vaccination List. 
1 copy Passenger List (or negative). 

Agent: 

1 copy Crew List. 

2 copies Passenger List (or negative). 

2 copies Stores List. 

2 copies Personal Effects List. 
Navigation: Bay of San Vicente is entered between rock “Villa de 
Burdeos” and “Point Gualpen”. 

There is a traffic route for vessels leaving and entering Bay San 
Vicente. The separation zone bounded by lines connecting the following 
geographical positions: 73° 10.7’ W., 73° 10.6’ W. and 73° 09.7’ W., 
73° 09.8’ W. Vessels inbound should keep close South of this separation 
zone and vessels outbound close North of the separation zone. 

In the traffic route, Pilot boarding position and the anchorage, the 
depth is 36 ft. Maximum permissible draft is 38 ft. 

The wreck in position Lat. 36° 44.3’ S., Long. 73° 08.6’ W. has been 
removed. 

The present breakwater is under extension to 800 m. 

Pilot: Pilotage is compulsory and the boarding position is about Lat. 
36°44.7' S| Long. 73° 09.8' W. in Bay San Vicente, or 1 mile S.W. of 
fock “Villa de Burdeos” Gp. FI. (2) 10 secs. 

Anchorage: The anchorage is about 900m. East of rock “Villa de 
urdeos”. The Pilot anchors the vessel. 


’ Radio: Advance notice: Vessels bound for San Vicente must advise Port 


Captain by radio 24 hours before arrival giving information about ETA, 
dratt, if vessel carries Passengers or mail, and state of health.on board. 
Cable address: “Maritgob Talcahuano”. 

Also ETA to pilot station, VHF Channel 16, 1 hour prior to arrival. Pilot 
Slation’s name is “Gobernacion Maritima Talcahuano” or Capitania de 
Puerto de San Vicente. 

Tugs: At present there are 2 tugs (1,200 h.p.) in operation. Tugs use 
ship's lines. 

Pilot is in VHF contact with the tug(s) which assists in mooring and 
unmooring vessels. 


CHILE 


Mooring Method: Vessel approaches and enters the berth from South. 
Mooring and unmooring may take place also during hours of darkness, 
provided weather conditions are fair and visibility good. 

When the vessel is near the berth, port anchor is usually let go and 
dragged or paid-out while a tug slowly pushes the vessel alongside. 

The vessel is moored with 4 headlines and 2 springs forward and 
4 sternlines and 2 springs aft. 

Wharves: The pier is 435 m. long and is provided with rubber fenders. 
A new pier 110 m. long is under construction. Depth alongside the pier 
is 34 ft. to 36 ft. 

There are 2 cranes on the pier for grain or other bulk cargoes. Each 
has a capacity of 240 m.t.p.h: (grain). 

Behind the pier is 41,975 sq.m. for log storage. There are railway 
tracks on the pier and the log deposit area. Logs are brought in by 
railway wagons. 

Stevedores: Stevedores work in 3 shifts of 8 hours each. 

Logs are loaded with ship’s gear and at present the capacity is 
max. 60 cu.m. per log-gang per hour. Stevedores working rather slowly 
but make very good stowage. 

Medical: There is an ambulance station just outside the pier gate and 
good hospital facilities near the port. 

Supply Service: Bunkers, provision, fresh water and laundry are 
available. 

Shore Leave: All Crew members are issued with landing permit/ 
identification card, which has to be returned before departure. 

Time: Local time is GMT minus 4 hours but from second Saturday in 
October to second Saturday in March GMT minus 3 hours. 

Weather and Tide: During Summer the prevailing wind is Southwesterly. 
In the Winter and specially in the months May to August, the winds are 
North and Northwesterly. 

In general, the weather throughout the year is good, sometimes 
however, during Wintertime with a Northwesterly wind, weather may 
become too rough for cargo operations due to the swell and the vessel's 
heavy movements. In this case the Port Authorities may order the vessel 
to leave the pier and shift to the anchorage, however that is a rare 
occurrence. 

Tidal difference is 1.80 m. in Syzygies. 

Advice: All store rooms on deck and in the accommodation should be 
locked. Crew members should lock their doors, even if they are leaving 
their cabins for a short period. 

Crew members should also take care not to walk alone during late 
night time near or around the harbour area. 


AUTHORITY: Armada de Chile, Dirrecion Del Litoral y M.M., 
Gobernacion Maritima, Blanco No. 475, Talcahuano. Contact: Captain 
Cesar Moreno Poblete, Maritime Governor. 

Empresa Portuaria de Chile, Blanco Avda. No. 839, Valparaiso. 
Tel: (032) 257167. Telex: 230313. FAX: 259937. Contact: Raul Urzua 
Marambio, Director General. 

Talcahuano/San Vicente Ports: Empresa Portuaria de Chile, Avda. 
Latorre No. 1590, Talcahuano. P.O. Box No. 265, Talcahuano. Tel: (041) 
542249. Telex: 260095. FAX: (041) 541807. Contact: Alberto Arismendi 
Torres, Administrator. 


TALCAHUANDO (including Concepcion Bay): 
36.41 S. 73.06 W. 


DOCUMENTS: See “General” before first port. 
PILOTAGE: Compulsory. Pilot boards 3 cables off Belen Lighthouse. 
ANCHORAGES: 
Anchorage Positions: 

(1) Lat. 36° 42’ 00” S., Long. 73° 05’ 14” W. 

(2) Lat. 36° 42’ 00” S., Long. 73° 04’ 51” W. 

(3) Lat. 36° 42’ 18” S., Long. 73° 04’ 51” W. 

(4) Lat. 36° 42’ 18" S., Long. 73° 05’ 14” W. 
Explosives Buoy: Lat. 36° 06’ S., Long. 73° 05’ 14” W. 
Quarantine Anchorage: Vessels in quarantine must anchor 182° from 
Belen Lighthouse and 7 cables off. 

Vessels that transport explosives are anchored in the same direction 
but 9 cables from Belen Lighthouse. 
RESTRICTIONS: Port works 24 hours. Only 6 vessels can moor 
alongside quay at one time. 
MAX. SIZE: Vessel that arrives with a draft of 29 ft. and length 180 m. 
can dock on the East side of the Government Pier. 
RADIO: Talcahuano Radio, call sign CBT (Category S). 


(See Plan) 


Frequency Type Receives Transmits Remarks 
MHz kHz kHz 
3) A-1 500 500 24 hours 
5 A-1 512 512 Working 
frequency 

2 A3J 2182 2182 24 hours 

4 A3J 4043.6 4143.6 
A3J 4063.0 4357.4 Vessel 
A3J 4125.0 4419.4 request 
A3J 6218.6 6218.6 


6 : 

TUGS: 21,500 h.p. and 1900 h.p. 

The shipyard (Asmar) has 3 tugs; 2x 285 h.p. and 11,000 h.p. 
BERTHING: Talcahuano General Cargo Government Pier (Emporchi): 
Berth No. 1 — Length 155 m. Berth No. 2 — Length 205 m. 
Berth No. 1 — Max. draft 29 ft., Max. LOA 180 m. Berth No. 2 — Max. 
draft 22 ft. Max. LOA 100 m. 
Mole 500: (Naval base) Max. length 230 m., max. draft 27 ft. 

Vessels moor with 4 head lines, 4 stern lines and 2 springs. Loading 
and discharging by ship's gear. 
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Passenger Mole: At a distance of 80 m. from the Fiscal Quay and on 
the Blanco Encalada Mole is the Passenger Pier with concrete steps for 
passenger traffic. 

Chacabuco Quay: Situated in the Inner Harbour for repairs. Vessels up 
to 21 ft. draft can moor. No railway line or cranes, therefore vessels must 
work with own derricks to vans. “Asmar’ tugs are used for mooring. 
Concepcion Bay: Penco Private Pier: The pier is 1700 m. long ending 
in a platform on which stands a fixed base rotary crane. Vessel’s bows 
lie on 348°T, both anchors used to final shackle. There are 4 buoys, 
1 on each bow, 1 astern, and 1 on the starboard quarter. Vessels also 
tie up to 3 dolphins on the East side of the pier. 12600 ft. mooring 
lines are required and also 2 springs. A tug is required. The berth is 
exposed to strong Northerly winds, and vessels must be prepared to 
leave at short notice. 

Max. draft 33 ft. There are 2 sea-going tugs for docking and 
undocking. 

Also see “Lirquen”. 

CRANES: 4 x 5 ton Portal crane on the Fiscal Pier. One floating crane 
180 tons. One mobile crane 30 tons. 

STEVEDORES: 12 gangs available. Loading: assorted goods 12 t.p.h./ 
gang/hatch. Cereals 25 t.p.h./gang/hatch. Timber 100 t.p.h./gang/hatch. 
Newsprint 20 t.p.h./gang/hatch. 

Discharge: assorted goods 12t.p.h./gang/hatch. Bagged cargo 
25 t.p.h./gang/hatch. 

When loading is carried out by means of lighters, this is usually done 
from privately owned moles belonging to the principal commercial firms 
of the port from their warehouses situated inside the Morro Channel. 
Working hours are 0800 — 1430 hrs. and 1430 — 2100 hrs. Also see 
“General” before first port. 

MEDICAL: Public hospital with board and sanatorium for infectious/ 
contagious diseases. In addition, private clinics and a naval hospital. 
FRESH WATER: Available at Berths No. 1 and No. 2. 

FUEL: Can be supplied only to vessels moored alongside quay and this 
in small quantities up to 100 tons, by means of cistern-truck or in drums. 
Also see “General” before first port. 

CONSULS: Brazilian and Norwegian consulates. At Concepcion the 
following: 


Argentina France Panama 
Belgium Guatemala Peru 
Bolivia Germany F.R. Sweden 
Colombia Honduras Switzerland 
Denmark Italy Spain 
Ecuador Mexico U.K. 

El Salvador Netherlands Uruguay 
Finland Paraguay Venezuela 


REPAIRS: “Asmar” or the navy workshop has capable personnel and 
modern equipment to effect all kinds of repairs, not only to hull, but also 
to engines, boiler plates, welding, carpentry and electrical works. Chilean 
Navy has high-sea tugs to effect salvage and assist vessels in danger. 
3 private-owned workshops, which can effect small repairs to vessels 
afloat. Several slipways for construction and repair of small craft. 

DRY DOCKS: Naval shipyard and workshops have 2 dry docks, Dock 
number 1 is 180 m. long by 30 m. wide. Dock number 2 is 250 m. long 
by 40 m. wide. 

Two floating docks: one 200 ft. long by 30 ft. wide for vessels up to 
1,000 tons, and the other 333 ft. long by 50 ft. wide for vessels up to 
3,500 tons. There is also a workshop for repairs to be effected afloat. 
There are 6 anchored mooring buoys used by vessels when entering 
Dry Dock 2. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Done by stevedores. 
REPATRIATION: Good facilities exist. 

AIRPORT: Carriel-Sur is situated between Talcahuano and Concepcion, 
7 km. N.W. of Concepcion. Lan-Chile has connections from this airport 
with ail the towns of the country from Arica to Punta Arenas and abroad. 
TIME: GMT minus 4 hours. Also see “General” before first port. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GENERAL: South wind affects vessels only when moored outside the 
port zone. Weather signals are indicated on Signal Station of Port 
Authorities’ Building. 

Climate: Temperate. 

Predominant Wind: South — West at 26 knots. 

Rainfall: 736 mm. per year. 

Temperature: Average maximum 16°C, average minimum 7°C. 
AUTHORITY: Empresa Portuaria de Chile, Blanco Avda. No. 839, 
Valparaiso. Tel: (032) 257167. Telex: 230313. FAX: 259937. 
Contact: Raul Urzua Marambio, Director General. 

Talcahuano/San Vicente Ports: Empresa Portuaria de Chile, Avda. 
Latorre No. 1590, Talcahuano. P.O. Box No. 265, Talcahuano. Tel: (041) 
542249. Telex: 260095. FAX: (041) 541807. Contact: Alberto Arismendi 
Torres, Administrator. 


TALTAL: 25.24 S. 70.29 W. 


DOCUMENTS: See “General” before first port. 

PILOTAGE: No official pilot station at Taltal. If professional assistance 
required vessel should give ETA 24 hours in advance via Valparaiso 
Radio. Pilot boards at the anchorage. International code signals used. 
Harbour Master's Office can be contacted by radio-telephone on 
2182 kHz. 

ANCHORAGES: Sheltered deep-water anchorage suitable for any size 
vessels. Locations of designated areas marked on the chart. 
RESTRICTIONS: Port closed in Summer from 2000 hrs. to 0600 hrs.; 
in Winter from 1900 hrs. to 0700 hrs. 
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(See Plan) 


MAX. SIZE: Limited only by depths in anchorage. T 
HEALTH: Vessel boarded on arrival by Health Inspector. pr 
RADIO: Radio Naval Valparaiso or Radio Naval Arica. Use R/T o (¢ 
2182 kHz. and 2738 kHz. A3 on the half hour from 0800 hrs. to 1800 hrs ot 
TUGS: One privately owned tug may be called on to assist if necessary, p< 
BERTHING: No berths alongside shore. Vessels work cargo in ope, C 
anchorage. One buoy berth for tankers. Mooring, unmooring in dayligh m 
only. 6 in. hoses for discharging fuel and diesel. m 
STEVEDORES: At least 24 hours advance notice of ETA required & S; 
arrange gangs. Also see “General” before first port. 

MEDICAL: Doctors and hospital facilities available. Advance notics FI 
desirable. FI 
TANKERS: Caleta Ossa Mooring Berth: Vessels berth to 2 stern buoys C 
using both anchors. Ship's head on approximately 225°T. Depth of wate R 


47 ft. A Pilot is required and comes from Antofagasta. G 
FRESH WATER: Not available. : 
FUEL: Not available. 8 
CONSULS: There are no local representatives. he 
REPATRIATION: No facilities for crew change or repatriation. c 
AIRPORT: There is no airport. c 
TIME: GMT minus 4 hours. Also see “General” before first port. R 
HOLIDAYS: See ‘General’ before first port. R 
TELEPHONES: There is a telephone service. A 
SHORE LEAVE: Allowed. T 
IDENTIFICATION CARDS: Required by all crew members. H 
AUTHORITY: Capitania de Puerto, Taltal, Chile. Contact: Luis Alegr P 
Lepe, Capitan de Puerto. 8 
T 
s 
Ic 
R 
th 
D 
al 
TOCOPILLA: 22.05 S. 70.11 W. (See Plan . 
DOCUMENTS: See “General” before first port. Cc 
CERTIFICATES: S 
Safety equipment (radio, etc.). R 
Tonnage. P 
Derat. D 
Radio. 


Chilean Light Dues Certificate. 

ANCHORAGE: A good anchorage can be found 5 cables North or N.W 
of the moles. 

PILOTAGE: Compulsory. Pilot will board between 0700 hrs. an 
2000 hrs. The boarding position is 5 to 7 cables North of the moles. Pile 
will board at other times on special request from the Agent. 
MOORING: The port has 2 buoys for mooring vessels of any tonnag 
and which are used exclusively by ships discharging or loading gener 
cargo and bagged nitrate. The depth of these moorings is fro d 
15 m.—30 m. P 
RESTRICTIONS: Ships are boarded by Pilot and Port Authorities up * (¢ 
2000 hrs. (local time). On special request from Agent, vessels an V 
received up to midnight. 0 
MAX. SIZE: See “Berthing”’. C 
HEALTH: On arrival vessel boarded by Sanitary surgeon, who will graft S 
full Sanitary Pratique valid for all Chilean ports of call in the preset? 
voyage. In cases of suspected disease he will determine if patient 0 
patients should be removed to local hospital, otherwise he will declatt 
the effected vessel Sanitary Free Pratique cleared. A 
RADIO: All calls should be directed via Arica, Iquique, Antofagasta ¢” 
Playa Ancha (Valparaiso) Naval Radio Station. According to Chilea 
Regulations all vessels in Chilean coastal waters (within 200 miles) mus 
inform position, course, speed and previous and next port of call to Radt 
Naval Valparaiso to the nearest Coast Guard at 0800 hrs. and 200 his B 
every day whilst at sea. oF 

Valparaiso “CBU” listen on 4349 kHz or 8748 kHz or 127% 
kHz. Also see “General” before first port. 

TUGS: It is compulsory to use a tug for mooring and unmooring. 
BERTHING: S./.T.: 
a) Two buoys belonging to S.I.T. (ex-Sociedad Quimica y Miner 
de Chile) — see “Mooring”. 
S.1.T. No. 5: Quay for bagged and general cargo with ww 
cranes of 3 tons and 1 crane of 5 tons capacity. 
S.1.T. No. 1: Quay for bagged nitrate, one 50 ton and on 
3 ton capacity crane. Quay also used for passengers. 
Fiscal Quay: Used by fishing vessels. 0 

All cargoes through these quays handled by lighters from rail Cals 
15 lighters are in operation, 5 motor launches available. “ 

b) Nitrate Mechanised Wharf (Branch): Max. depth at H.W. fy 
12.8 m. and minimum 11.58 m. ct 
Nitrate transported by conveyor belts at rate 1,000 t.p.h. fror-. 
6 silos of 9,000 tons capacity each. Under normal conditions an, 

using trimmers, a vessel can be loaded at a rate of 800 tpi 
Fishmeal pellets can be loaded at 350 t.p.h. lo 
Codelco: Mechanised Pier came into operation in August 1987, for co 
discharging with 230 ton cranes with a rate of 750 t.p.h. each. Thy 
pier can also be used for discharge of any bulk, general or contain’ p 
cargo and for loading general or container cargo. Depth alongsi@ Ss 

17.5 m. 

Max. size:80,000 tons displacement, LOA 234 m. and max. draft 13.5 hs 
STEVEDORES: Number of gangs required for loading and/or unloadit ;, 
operations should be radioed 24 hours in advance to Agent. Also s#¢ 
“General” before first port. Si 
MEDICAL: In case of urgent need of a doctor on arrival the Mast y) 
should request medical assistance by radio to Agent and/or Port Capta¥ ;, 
A modern hospital is available with adequate facilities. There is a fit, 
aid clinic for minor surgery. 


u 
or 


TANKERS: Two buoys used for oil discharge. Both for clean and crude 
_ One of them belongs to Cia. de Cobre Chuquicamata — 

ico), not in use, and operates with 2 lines of 8 in. diameter, the 

siner buoy is property of Sociedad Quimica y Minera de Chile S.A. and 

nas 2 lines of 8 in. diameter for discharge of clean oil and crude. 

codelco Terminal: Maximum draft 36 ft. Maximum length 250 m. 

manifold distance to bow 130m., in case greater than 130m. the 

maximum draft is limited to 26 ft. ‘ 

soquimich Terminal: Maximum draft 45 ft. Maximum length 250 m. 

Aliso see “Shipmaster's Report”. 

FRESH WATER: Small quantities available at S.1.T. and Codelco. 

FUEL: Not available. 

CONSULS: None. . J 

REPAIRS: Facilities only for minor repairs. 

GANGWAY/DECK WATCHMEN: Compulsory to employ services of a 

gangway watchman. 

ApENING/CLOSING HATCHES: Ship's crew allowed to open or close 

natches. 

cUSTOMS ALLOWANCES: No special restrictions. 

cARGO GEAR: Gear that complies with standard Port Safety 

Regulations. 

REPATRIATION: There are facilities. 

AIRPORT: At Antofagasta, 200 km. by good road. 

TIME: GMT minus 4 hours. Also see “General” before first port. 

HOLIDAYS: See “General” before first port. 

POLICE/AMBULANCE/FIRE: Police Headquarters 811812; Hospital 

811081; Fire Department 811842. 

TELEPHONES: No facilities for placing telephone lines aboard. 

SHORE LEAVE: Allowed. 

\DENTIFICATION CARDS: Required. 

REGULATIONS: Not allowed to pump oil or dirty water from bilges or 

throw rubbish overboard while anchored. 

DELAYS: Probable on surf days, mainly in the months of June, July 

and August. 


SHIPMASTER’S REPORT: July 1986 (Updated 1988). 

Cargo: 36,400 tonnes of sodium nitrate in bulk. 

Shipper: Sociedad Quimica y Minera de Chile (now S.1.T.)/Tocopilla. 
Receivers: China National Chemical Import and Export Corporation, 
Peking. 

Documents: 

1 copy Last Port Clearance. 

3copies General Declaration. 

5 copies Crew List. 

3 copies Stores List. 

2copies Personal Effects List. 

1 copy International Health Declaration. 

Ship's Register. 

Ship's Safety Equipment Certificate. 

Anchorage: A good anchorage can be found 5 cables from shore, in 

depths of 50 m. The vessel rolled constantly in a S.S.W. swell. 

Pilotage: Compulsory for berthing/unberthing. There is one Pilot 

(Captain Jerko Huerta Rochas), who is very good. 

Mooring at Nitrate Plant: Mooring in daylight only; unmooring any time 

of day and night. 

Clearing: Shortly after anchoring at 2230 hrs., Authorities and Soquimich 

way came on board, for which accommodation ladder was 

prepared. 

Health: Applying for Radio Pratique not necessary. 

Radio: Vessel, possessing Satcom/telex had no problems contacting 

Agent. Agent is reachable 24 hours a day on VHF Channel 16. ETA 

notice to Harbour Master will be given by Agent. 

Note: When in 200 mile territorial waters of Chile, daily report to Radio 

Naval Valparaiso should be given, stating ship’s movements. 

lugs: 1x 1,500 h.p. and 1300 h.p. For berthing/unberthing we used 

the larger tug. 

wee Without problems; port side to plant/70 m. from shore (see 
jan”). 

Sequence: 1. Drop starboard anchor and slack away. 

2. 2 lines (not wires) to port forward buoy (all buoys have 
hooks). 
3. 2 lines to starboard aft buoy. 
4. 2 lines to port aft buoy. 
5: hs line to starboard buoy on recommendation of 
ilot. 

When above is completed, a mooring gang comes on board to pick 
‘9 2 polypropylene springs from shore, using ship’s winches. They stay 
o board in 3 shifts, to shift vessel under rotating telescopic loading arm. 

Icers should ensure that vessel is kept within line of port buoys as 
there are a few rocks close by. 


Warning: When loading No. 1 hold (our vessel's length being 186 m.) 


Ship had to be heaved very close to the port aft buoy. Longer vessels 
‘ould have problems. Problem was recognised by the Pilot, who in the 
fast said to have applied for buoys being replaced to create room for 
"ger vessels. 

Maximum permissible draft 36 ft. Depth of water 42 ft. All during her 
me *l experienced a 4 ft. — 5 ft. swell, which kept her rolling 

antly. 

Medical: Hospital facilities available. 

‘ovisions: Chandler very expensive; many products not available. 

ore Communications: Distance to shore is 70 m.; accommodation 
‘adder found best on starboard side. Agent boats U.S.$12 — 18/two ways, 
Sut crew found out, that for a small amount there was always/any time 
‘énsport available and Agents boat-service was abandoned. 
a Allowances: No special restrictions; bonded store was not 


Meatroom: Not sealed as in most other Chilean ports. 


_ ‘Oentification Cards: Necessary. Will be issued by arrival boarding party. 


‘ave to be returned on sailing. 


CHILE 


Time: Local time is GMT minus 4 hours (second Saturday in March to 
second Saturday in October), otherwise GMT minus 3 hours. 

Delays: Vessel experienced no delays due to weather or swell. 
Apparently delays occur sometimes on surf days, mainly in June, July 
and August, when vessel has to leave berth. 

Authority: Port Captain. 

Watchmen: From shore 24 hours a day in 3 shifts. Found very co- 
operative; no pilferage. 

Report Loading 36,400 tonnes Sodium Nitrate in Bulk: 

1. Holds have to be extremely clean. Most vessels find themselves 
rejected on arrival and after agreeing about price of cleaning, will 
be cleaned by Soquimich (now S.1.T.) personnel with their water- 
pressure equipment. This being the only way to start loading. 
For taking the heavy compressor on board cargo gear at all holds 
is necessary. Some vessels were said to have been forced to 
have their holds/tanktops painted, before being passed. 

2. The cargo is stowed in 6 silos and transported to the ship via a 
belt, which runs into a turnable arm, which can bridge a distance 
of 90 m., including the last 26m., covered by a telescopic 
extension. The loading did not produce extensive dust and the 
pe decks and accommodation were easily cleaned after 
sailing. 

3. Loading rate found to be max. 900t.p.h., overall calculation 
(including minor delays) 600t.p.h. (Max. rate 1,200 t.p.h., 
depending on type of product). 

4. Stowage factor appeared to be slightly higher than stated (0.88 
against 0.84/0.86). 

5. Air draft as per Charter Party had to be max. 10.50 m. Found air 
draft loading arm-end to be approximately 12 m. But there has 
to be a safe allowance for the 4ft. — 5 ft. swell. Vessel 
experienced no problems however, the air draft being the 
recommended 10.5 m. 

6. When loading was completed, the cargo was covered with plastic 
sheets, before closing the holds. 

7. The stevedores were found very co-operative. 


AUTHORITY: Port Captain. 

Servicios Integrales de Transitos y Transferencias Ltda. (S.I.T.), 
Arturo Prat No. 1060, (Castilla 2098), Tocopilla, Chile. Te/: 811011 — 
811012. Telex: 325601 sqmsit ck. Cables: Salagencia. Contact: 
J. Patricio Guerrero T., Port Manager — S.1.T. 


VALPARAISO: 33.02 S. 71.38 W. (See Plan) 


PORT LIMITS: A line joining Roca la Baja and Punta Gruesa. 
DOCUMENTS: 

1 Clearance. 

1 Light Dues Certificate. 

7 Port Cargo Manifests. 

4 General Cargo Manifests. 

7 Transhipment Cargo Manifests. 

3 Passenger Lists for the Port. 

3 Passenger Lists for Transit. 

18 Crew Lists. 

1 Personal Effects List. 

Passenger ac Declaration (2 per passenger). 

1 Fumigation Certificate. 

24 hours prior to vessel's arrival, the Port Authority require a Cargo 
Manifest, Stevedoring Plan, List of Cargo per hatch, List of Hazardous 
Goods in accordance with I.M.D.G. Code, tally books and List of 
Containers. 

PILOTAGE: Compulsory. Vessels reception is made about 2.5 cables 
off the breakwater on a bearing of 009° from the breakwater head light. 
ETA: Port Authorities require 24 hour and 4 hour notice prior arrival. 
ANCHORAGES: Outside the harbour and close by, vessels find good 
anchorage in 25 — 15 fathoms of water. it is always prudent to secure 
a good anchorage, owing to possible strong winds during all periods of 
the year which cause heavy swells. 

In Winter, vessels anchor with one anchor with full chain and have 
another ready for emergencies. During Winter, it is not convenient to 
anchor near the coast due to the risk of dragging, during Summer the 
near to coast, the better. 

The anchorge is marked on Chart No. 511, with Pier Baron bearing 

168°, at a distance of not less than 600 m. Vessels under 100 m. LOA 
can anchor between Pier Baron and the breakwater head, position also 
indicated on chart. 
RADIO/VHF: Maritime Radio Station of Valparaiso in Playa Ancha which 
attends the public maritime service. Coastal Radio Service (SRC) with 
its station situated in the Port Captaincy Building, attends the maritime 
service to receive information regarding arrival and departure and also 
provides information on safety of navigation, (call sign CBV-20). 

Maritime Radio Station “Valparaiso Playa Ancha Radio/CBV” serves 
the Official Correspondence (OC) and Public Correspondence (PC) of 
the National and International Maritime Mobile Service (MMS). 
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Station Frequency Type Receives Transmits Schedule 
Call Sign (UTC) 
Valparaiso 500 kHz AIA 500 500 H24 
Playa 4MHz AIA _ b.4/c.1,5,6 4349 0400-0430 
Ancha 
Radio 0600-0630 
‘CBV’ 0800-0830 
1000-1030 
1200-1400 
2200-2400 
8 MHz AIA b.8/c.1,5,6 8478 1200-0400 
12 MHz AA b.12/c.1,5,6 12714 1200-1400 
1600-2000 
2200-0400 
16 MHz AIA _ b.16/c.1,5,6 16956 1400-1600 
2000-2200 
22 MHz ATA _ b.22/c.1,5,6 22473 1400-1600 
2000-2200 
2 MHzZA3H J3E =. 2182 2182 H24 
4MHzA3H J3E 4125 4419.4 H24 
156.80 MHz F3 c.16 VHF c.16 VHF H24 
Station Frequency Type Receives Transmits Hours of 
Call Sign service 
Gobernacion 2MHz J3E 2182 2182 H24 
Maritima 156.80 MHz F3_ c.16 VHF c.16 VHF H24 
Valparasio 
Radio/“CBV5”" 


The pilot station “Gobernacion Maritima Valparaiso Radio/CBV5", 
located in the same building, has a VHF Radio and communications are 
carried out directly with ships for the entrance and/or departure from 
port. Contact pilot boat on VHF Channel 6. 

TUGS: There are 8 privately owned tugs, ranging from 800 s.h.p. — 
2,500 s.h.p. Use of tugs is compulsory. 


BERTHING: 
Berth No. 1 2 3 4 5 6 7 8 9 10 
Length (m.) 180 180 255 200 165 245 112 245 225 225 
Depth (m.) 8.22 8.38 9.50 9.27 8.98 8.29 6.56 7.92 8.79 8.48 
Quay cranes 4 5 3 That ss 4 2 — 
Telephone 1 1 1 1 1 1 — 1 1 — 
*Private Crane. 
Berthing 24 hours. 


STEVEDORES: The stevedoring syndicate has 397 registered 
members and 108 substitutes. Working hours are 0800 — 1530 hrs., 
1530 — 2300 hrs. and 2300 — 0630 hrs. 

MEDICAL: Several hospitals and clinics with qualified staff. 
TANKERS: Las Salinas Oil Terminal: Depth 40 ft. Max. displacement 
40,000 — 50,000 tons. Sailing anytime, day or night. 

FRESH WATER: Delivered by hoses connected to the existing 
standpipes. The quality of the water is good and can be delivered at the 
rate of approximately 20 t.p.h. The couplings are 2.5 in. 

FUEL: Copec, Shell Chile, or Esso Standard Oil deliver petroleum or 
diesel oil in any quantity needed by pipe-line at Salinas, approximately 
5 miles North of the port, mooring vessel in 7 fathoms water to special 
buoys and embarking a Pilot at Valparaiso Port. Delivery is at a rate of 
180-200 t.p.h. Diesel can be delivered by truck and by pipe at the quay. 
Report :1988. 

Vessel loaded 80 tonnes of fuel oil in 7 hours from tanker trucks. 
Ship's crew to stand-by with fire hose and fire extinguisher. 
CONSULS: 

Consulate Generals: 


Argentina Germany F.R. Panama 
Bolivia Greece Peru 
Brazil Guatemala Spain 
Colombia Italy Sweden 
Ecuador Norway Venezuela 
Consulates: 
Belgium France Paraguay 
Denmark Haiti Switzerland 
Dominican Honduras United Kingdom 
Republic Monaco United States 
El Salvador Netherlands Uruguay 
Finland Nicaragua 


REPAIRS: Several shipyards, workshops and foundries for repairs to 
hull, boilers, machinery and engines. The principal is Asmar belonging 
to the Navy. There are several other smaller shipyards for construction 
and repair of minor craft. 

DRY DOCKS: Floating dock 10,000 tons lifting capacity with length 
167.1 m. and inside width 26.1 m. Max. draft possible is 9.7 m. Max. 
displacement 30,000 tons. Max. d.w.t 24,000 tons. 2 x 15 ton cranes. 
GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Carried out by the stevedores or by 
ship's crew. 

CUSTOMS ALLOWANCES: No unusual restrictions. 
REPATRIATION: Facilities available. 

AIRPORT: International airport at Pudahuel, 90 km. from Valparaiso. 
Los Cerrillos is the nearest airport. From Pudahuel, Lan-Chile maintain 
daily services to Arica to the North and to Punta Arenas with stops at 
all the principal towns. 

TIME: Local time October to March, GMT minus 3 hours. March to 
October, GMT minus 4 hours. 

HOLIDAYS: See “General” before first port. 

SERVICES: Compasses, radars, meteorological instruments and other 
nautical equipment can be tested and fixed. Charts and maps can be 
obtained from the Chilean Navy Navigation and Hydrographic 
Department. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 
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WEATHER: A weather report showing the condition at various pop 
off the coast of Chile can be obtained from Playa Ancha Radio twig 
day. A general rule for the next day's forecast: the weather condition 
Juan Fernandez Islands will be 24 hours later than the conditions 
Valparaiso. 
Climate: Temperate. 
Average Amount of Cloud: 4.8 — 8 hours. 
Predominant Winds: S.W. and N.W., speed 23 knots. 
Rainfall: 360.2 mm. in one year. 
Temperature: Average max. — 19°C. 

Average min. — 11°C. 
PORT REGULATIONS: It is strictly prohibited to dismantle the m; 
engine or effect repairs to the engines without previous notification g 
authorisation from the Maritime Authorities. Also, to deballast petroley 
pump bilges, throw waste or refuse overboard in the artificial port. 


SHIPMASTER’S REPORT: April 1980 (updated 1990). 
Documents: 
6 General Declarations 

12 Crew Lists 
Passenger Lists for the Port 
Passenger Lists (even if nil) 
Mail Lists (or no Mail) 
Crew Effects Lists 
Bond and Canteen Lists 
General Stores, Food Lists 
Clearance from Last Port. 
Pilotage: Compulsory. Pilot boards vessel 0.5 miles East of Dupret Lig 
24 hours notice required to Port Captain (Maritgob). 
Anchorage: Anywhere outside the “Prohibited Anchorage Area’. } 
holding ground is moderate. 
Restrictions: Port closed for all kinds of activities only in bad weath: 
Max. Size: Max. LOA: 200 m. (depending on berth). Max. draft 10 
(except Berths No. 9 and 10) after completion of dredging which is 
progress. 2 ft. keel clearance required. 
Health: Quarantine message should be sent 24 hours prior to arrive 
Radio: Playa Ancha Radio “CBV". 
VHF: Port Captain on Channel 16. Pilot on Channel 6, vessel's Ag 
equipped with Private Channels, contact on Channel 16. 
Tugs: 4 tugs available. Compulsory for large vessels. 
Density: 1025. 
Fresh Water: Available. Rate 15 to 20 t.p.h. 
Fuel: Bunker fuel oil and diesel oil available, but expensive. 
Airport: At Santiago. 
Repairs: Very good services available. 
Services Available: Fresh provisions, machine shop, Lloyd's Survey 
Salvage surveyor, laundry service, lubricating oil, doctor, hospital, me 
and groceries. 
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AUTHORITY: Empresa Portuaria de Chile, Casilla 133-V, Valparat 
Telex: 230313. Contact: Vice Admiral Don Jorge Baeza Con? 
Director, Calle Blanco 839. Tel: 257167, ext. 301. 
Maritime Governor of Valparaiso, Av. Errazuriz 537. Tel: 25 80) 
Port Administration, Avda. Errazuriz 629. Tel: 257167, ext. 5 
Telex: 260095 empor cl. 


NOTES 
Please also advise Shipping Guides Ltd. 


People’s Republic of China 


GENERAL: 


We have been advised by the Head Office of the China Ocean 
Shipping Agency in Beijing that Ship Masters of foreign vessels calling 
at Chinese Ports should contact the Branch Office at the Port concerned 
(cable address “Penavico”) in order to be provided in due time with 

ssary information relating to port entry requirements. 
DOCUMENTS: Shipmaster's Report: 1987. 
First Port 

1 Maritime Declaration of Health. 

2 Reports of Entry for foreign ships. 

6 Crew Lists (names and addresses of Chinese and Hong Kong crews 
to be written in Chinese and others in English). 

3 Lists of Specified Articles (money, gold and silver). 

4 Passenger Lists (if carrying passengers). 

1 Import Cargo Manifest. (If none on board then it is essential for the 
Master to make one. Suitable blank Chinese forms are available). 
Note: All the above are to be made on Chinese forms. 

Second and Subsequent Ports: 

2 Report of Entry and 6 Crew Lists, Last Port Clearance and travelling 
documents in a sealed envelope. 
Departure: 

1 Report of Clearance form. 

4 copies of a simple declaration of all crew changes. 

All crew Identity cards and shore passes for checking. 

Other Notes on Arrival: 
Ship's Certificates are examined on board. If any taken ashore ensure 
areceipt is obtained. 

Bond locker is usually not sealed, or the contents declared. However, 
some ports now reported to be sealing the Bond Locker. 

Shore Leave: Shore leave is granted after inspection of documents. 
Chinese and Hong Kong seamen need only Identity card to go ashore. 
Non-Chinese need a shore pass in addition. 

For Arrival or Departure Inspections a large room is needed, capable 

of seating 8 to 12 persons. Cigarettes, tea, soft drinks and occasionally 
beer are acceptable. Sometimes a meal will be requested. One cabin 
will be requested for the Guards (2 berth cabin such as hospital is 
suitable) for duration of stay in port. Sometimes another room is required 
fora Customs Officer. 
PILOTAGE: Regulations with Respect to Sea-port Pilotage issued by 
The Ministry of Communications: These Regulations have been made 
with a view to safeguarding the sovereignty of the People’s Republic of 
China and ensuring the safety of ports and vessels. 

Article 1: For all foreign vessels which enter, leave, or navigate or 
shift berths within any port of the People’s Republic of China, pilotage 
is compulsory. No foreign vessel shall enter, leave, or navigate or shift 
berths within a port without having on board a Pilot designated by the 
Harbour Superintendency Administration. In cases of emergency, such 
as a sudden change of weather, a vessel at anchor may, however, for 
the purpose of ensuring safety, shift from her original anchor position to 
any other position in its vicinity without a Pilot, provided the Harbour 
Superintendency Administration is notified of the same simultaneously. 

Article 2: Incoming foreign vessels shall anchor in the designated 
anchorage or pilot station and await the Pilot. In case an outgoing foreign 
vessel requests the Pilot to conduct the vessel beyond the limits of the 
pilotage waters, the Pilot has the right to refuse such request. 

Article 3: Prior to arrival at the pilot anchorage, incoming foreign 
vessels shall communicate with the pilot station (boat) or the port signal 
station by exhibiting appropriate signals prescribed by the Chinese Port 
Authorities and follow the instructions given by the pilot station (boat) or 
the port signal station. 

Article 4: When the Pilot is boarding or leaving, it is the duty of the 
Master of the vessel piloted to take safety measures and furnish a pilot 
ladder complying with the requirements of the International Convention 
for the Safety of Life at Sea for embarking and disembarking the Pilot 
rer and quickly, with due regard being paid to the safety of the pilot 

at. 


Article 5: The Master of the vessel piloted shall give the Pilot a correct 
description of the vessel's navigability and steering qualities, and shall 
meet the Pilot's demands in piloting. Failing to do so, the Master shall 
be responsible for the consequences arising therefrom. 

Article 6: While the vessel is under pilotage, the Master thereof shall 
inno way be relieved of his responsibility for management and operation 
of the vessel. The Master shall still give care to the safe navigation of 
the vessel and must co-operate closely with the Pilot. In the interests of 
Safe navigation, the Master may put forward reasonable 
recommendations and requirements, but shall not interfere in the Pilot's 
work unreasonably. If the Master has to leave the bridge temporarily, 
he shall inform the Pilot of the same and designate an officer as his 
representative during his absence. 

Article 7: In order to ensure the vessel's safety, the Pilot has the right 
to suspend pilotage when necessary until the circumstances are suitable 
for Safe navigation again. 

Article 8: For marine accidents occasioned by the fault of a Pilot in 
the course of piloting, the Pilot shall be duly punished, but shall hold no 
liability for loss or damage resulting therefrom. 

Article 9: When sea conditions or other special circumstances make 
‘impossible for the Pilot to board an incoming vessel at the designated 
place, the vessel shall first be guided by the pilot boat to a place at 
Which the Pilot can safely embark and then be conducted by the Pilot 
Into the port after his boarding. 

In the case of an outgoing vessel, if the Pilot finds it difficult to 
disembark at the designated place for the same reasons as are stated 
above, he may disembark midway at a safe place and then guide the 
vessel out of the port with the pilot boat. 

Article 10: The Pilot may be accompanied by apprentice Pilots who 
90 on board for practice. The Master of the vessel piloted shall provide 
them with conveniences in regard to both work and life. 
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Article 11: The Master of the vessel piloted shall sign the Pilotage Bill 
and pay the pilotage or shifting charges according to the prescribed 
tariff. If the Pilot considers that the vessel should be assisted by a tug 
or tugs, the charges for the tugs actually employed shall also be for the 
account of the vessel. 

Article 12: These Regulations shall come into force on the date of 
publication. The “Regulations Relating to Sea-Port Pilotage”, 
promulgated by the Ministry of Communications of the People’s Republic 
of China on 9th December 1959, shall at the same time be abrogated. 
ANCHORAGES: Typhoon Shelters: Approaching the typhoon season, 
seriously affecting the safety of shipping along the Southern stretch of 
China's coast, we publish herewith a circular received from the Mapping 
Agency of the Navigation Guarantee Department of the Chinese Navy 
Headquarters. 

In the text “Dao” means island, “Gang” port, “Shan” mountain and 
“Wan” bay. The chart numbers refer to those issued by the same 
authority. 


Anchorages: The coast in this area is very indented and hence 
numerous good harbours and bays are found. The anchorages affording 
shelter from bad weather for foreign vessels are Dongshan Wan, Jiazi 
Gang and Hailingshan Gang. Guangzhou Gang, Huangpo Gang, 
Zhanjiang Gang and Shantou Gang also have good anchorages for 
shelter. 


Section 1 — Dongshan Wan Anchorage: Charts 9111, 9314. 
General Remarks: Dongshan Wan is situated near the boundary line of 
Fuijan and Guangdong Provinces. Xiamen Gang lies 68 miles to the 
N.E. It is considered to be one of the good harbours in South Fuijan. 

Its entrance lies between Dongshan Dao and Gulei Bandao. Gulei 
Bandao is long and narrow, with several outstanding mounts 100 m. to 
270 m. high on its Southern half. 

Huyu Dao Southwestern Anchorage lies between Huyu Dao and Ta 
Yu (Dong-men Yu). It has a water area about 4 cables wide and about 
10 m. deep, bottom is mud, sand-mud, shell and small rock. It is good 
for shelter from N.E.’ly gales. In this anchorage, tidal streams are strong 
and swell is rather heavy. 

Meteorology and Hydrography: 

Winds: Southerly to Southwesterly winds prevail from June until 
August, while Northeasterly winds prevail in the other months. The 
annual average wind force is 4. Wind is stronger from October to March, 
during which period the average wind force is 5 to 6. It may attain Force 
9 to 10 during the onset of severe cold air wave. The number of gale 
days (wind Force 6 and above) is about 119 days in a year, and about 
11 to 16 days per month during the period from October to March, and 
only 1 to 2 days in July, which is the minimum. 

Typhoon: Occurs mostly in August and September. In September 
1957, when the centre of a typhoon landed here, the wind velocity 
exceeded 44 metres per second, and high waves of 3 m. to 5 m. were 
experienced. 

Fog: There are about 31 fog days in a year. The monthly average of 
fog days in March and April is about 7 to 8, and in January, February, 
May and June, about 2 to 4 days. It is the least in October and November. 

Tides: Tide is of irregular semi-diurnal nature. The Spring rise is 
3.52 m. and neap rise, 2.96 m., and mean sea level, 2.16 m. 

Tidal streams: At Gulei Anchorage, flood sets Northward, and ebb 
Southward, at a rate of about 1.5 knots. Outside the entrance, flood sets 
Northeastward, at a rate of about 2.3 knots. 

Aids-to-Navigation and Lankmarks: 

Gulei Tou, lying at the Southern extremity of Gulei Bandao, is a steep 
cliff. At its Southern part, a light (U) is exhibited, at an elevation of 113 m., 
from a square stone column. 

Gulei Shan, lying about 3.6 m. N x E of Gulei Tou Lightbeacon, has 
a conspicuous sharp peak. There is one more summit close to its 
Southeast, so that a comparatively deep saddle is formed. 

Ta Yu (Dongmen Yu) lies about 2.3 miles Westward of Gulei Tou 
Lightbeacon, with the main summit lying at its Southwestern part. There 
is a stone tower on its top at an elevation of 91 m. (height of the tower 
is 10m.). 

Shuwei Yu lies at the outer extremity of a reef extending 
Southeastward from Ta Yu. 

Huyu Dao lies about 1.4 miles N x E of Shuwei Yu. Its Eastern top, 
surmounted by a pile of stone, is high. Yousui Yan, 34 m. high, lies 
Southward of Huyu Dao. 

Daping Yu, lying about 0.6 miles N.W. of Huyu Dao, is fringed with 

rocky ledges extending outwards. 
Obstructions: Yunnan Yan, with a depth of 3.8 m. over it, lies about 
3 miles S.W. of Gulei Tou Lightbeacon. Between this rock and Gulei 
Tou there is a shoal of less than 10 m. depth, with a least depth of 6.8 m. 
over it. 

A shallow spot, with a depth of 8.4 m. over it, lies about 3.2 miles S.E. 
of Gulei Tou Lightbeacon. 

At the Southern extremity of Yousui Yan, Southward of Huyu Dao, 
there is a rocky ledge and reefs extending Southward about 1.5 cables. 
Directions for Navigation: Ships intending to enter Gulei anchorage 
should first sight Gulei Tou, and on reaching a position about 0.6 miles 
Southwestward of Gulei Tou Lightbeacon, alter course so as to make 
for the anchorage. 


Section 2 — Jiazi Gang Anchorage: Charts 9113, 9423. 

General Remarks: Jiazi Gang, lying between Shantou Gang and 
Shanwei Gang, is situated at the place where the river named Ying 
Jiang empties into the sea. The anchorage is situated with Jiazi Jiao 
Lighthouse bearing 104°, about 1.5 miles distant, having depths of 7 m. 
to 10 m., sand bottom. It can afford shelter from Easterly to Northeasterly 
winds. There is a mooring buoy at its Northeastern part. It is an 
anchorage generally used for shelter by vessels plying between Shantou 
Gang and Shanwei Gang. 
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Meteorology and Hydrography: 

Tides: Tide of this harbour is diurnal. However, during the period of 
semi-diurnal tides, mean high water is 0.81 m. and mean low water, 
0.57 m. During the period of diurnal tides, mean higher high water is 
1.26 m., mean lower low water, 0.18 m. and mean sea level 0.89 m. 

Tidal Streams: Flood sets Northeastward at a rate of 1 knot and ebb 

sets Southeastward at a rate of 1.5 knots. 
Aids-to-Navigation and Landmarks: Jiazi Jiao is an outstanding cape. 
A lighthouse named Jiazi Jiao, exhibiting a light at an elevation of 78 m. 
from a white square brick tower, lies on Qilin Shan about 2.5 cables 
Northeastward of Jiazi Jiao. 

Bie Yan, a rock 5.4 m. high, lies about 1.5 miles Southward of Jiazi 
Jiao Lighthouse. Haijia Shan, situated about 8.6 miles W x N of Jiazi 
Jiao Lighthouse, is a conspicuous summit in its vicinity. 

Hudong Jiao, an outstanding cape, lies about 
Southwestward of Jaijia Shan. 

Obstructions: Wu Jiao, a rock 2m. high, lies about 1.7 miles 
Northwestward of Jiazi Jiao Lighthouse. 

Awreck lies about 13.6 miles Southeastward of Jiazi Jiao Lighthouse. 
An obstruction lies about 13.6 miles Southwestward of Jiazi Jiao. 

Directions for Navigation: Ships from the West may use Jiazi Jiao 
Lighthouse as an aid, and steer to about 5 miles S.W. of Jiazi Jiao 
Lighthouse, and then alter course for the anchorage. 

Ships from the East should steer to about 5 miles Southward of Jiazi 
Jiao Lighthouse, when it is in line with Bie Yan, bearing 000°, alter course 
for the anchorage. 


Section 3 — Hailingshan Gang Anchorage: Charts 9316, 9426. 
General Remarks: Hailingshan Gang, between Zhujiang Kou and 
Zhanjiang Gang, lies on the Western side of Hailingshan Dao, and is 
an anchorage affording shelter for vessels plying between Guangzhou 
Gang and Zhanjiang Gang. 

This anchorage lies on the Western side of a line from about 1 mile 
Westward of Hudie Zhou to Huoyan Shan. It is about 4 miles long and 
about 0.5 miles wide, in depths of from 6 m. to 13 m., bottom sand and 
mud-sand. It is sheltered from Northeasterly, Easterly and Southeasterly 
winds. During Southwesterly, Northwesterly and Northerly winds, there 
is considerable swell. 

Meteorology and Hydrography: 

Winds: In Summer, S.W. wind is predominant and rainstorms are 
frequent. In Winter, N.E. wind is predominant and thick fog is frequent. 
Typhoons are most frequent from June to August. N.E. gales are mostly 
experienced here during the approach of a typhoon. 

Tides: Tide in this harbour is irregular, diurnal. During the period of 
semi-diurnal tides, mean high water is 2.45 m., mean low water 0.95 m. 
During the period of diurnal tides, mean higher high water is 2.98 m., 
mean lower low water 0.52 m. and mean sea level 1.70 m. 

Tidal Streams: Flood sets N x E ata rate of 1.3 knots and ebb sets 

S.W. at a rate of 2.5 knots. 
Aids-to-Navigation and Landmarks: In this vicinity, there are numerous 
islands and islets, which are isolated and readily identifiable. Landmarks 
usually, used are, Mawei Zhou Lightbeacon, Mawei Shan, Longgao 
Shan, Shuangshan Dao, Hudie Zhou, Paotai, Zui, Xizaizai Shan, Dier 
Shan, Huoyan Shan, etc. 

Obstructions: There are many shoais on either side of the anchorage, 
some of them dry at low water. 

Yamui Pai, a rock, lies about 1 mile Northward of Paotai Zui. At its 
Western side, there is a rock which dries. 

Directions for Navigation: Ships, arriving S.W. of Mawei Zhou 
Lightbeacon and when Xizaizai Shan is in line with Huoyan Shan, should 
alter course so as to follow this leading line. When Mawei Zhou 
Lightbeacon comes beam to starboard, alter course N x E for the 
anchorage. 

Traffic of fishing vessels in this harbour is very heavy. Ships should 
always be on the alert to take appropriate action to avoid collision. 
TIME: GMT plus 8 hours. Summertime May 4th — September 14th — 
GMT plus 9 hours. 

REGULATIONS: 
Regulations governing the passage. of non military foreign vessels 
through the Chiungchow Straits. 

Article 1. According to “The Declaration of the Government of the 
People’s Republic of China on China’s Territorial Seas, the Chiungchow 
Straits (the Hainan Straits) are Chinese inland waters, where all foreign 
military vessels are prohibited from passing through. Any non military 
foreign vessel in need of passing through the Straits must apply for 
permission in accordance with the present Regulations. 

Article 2. For facilitating the control of the Chiungchow Straits, the 
Chinese Chiungchow Straits Authority of the People’s Republic of China 
(hereinafter referred to as the Chinese Chiungchow Straits Authority) is 
hereby set up. 

The present Regulations are to be carried out under the supervision 
of the Chiungchow Straits Authority. 

Article 3. The water area which comes under the control of the 
Chiungchow Straits Authority (hereinafter referred to as the Control 
Area) is bounded temporarily as follows: West of the line connecting the 
Hainan Head Light Beacon (approx: Lat. 20°09’ 37”N., Long. 
110° 41' 00" E.) and San Kao Lung Light Beacon (approx: Lat. 
20° 26’ 00” N., Long. 110° 30’ 22” E.) (known as the East Line) and East 
of the line connecting Cape Kami Light Beacon (approx: Lat. 
20° 13’ 30” N., Long. 109° 55’ 30” E.) and Cape Lin Kou Light Beacon 
eee Lat. 20° 00’ 22” N., Long. 109° 42’ 06” E.) (known as the West 

ine). 

Article 4. Any non military foreign vessel passing through the 
Chiungchow Straits must comply with the following procedures: 

1. Apply for passage permission by cable to the Chiungchow Straits 
Authority 48 hours before the vessel enters the control area, or before 
the vessel leaves the port of departure, giving detailed information on 
ship's name, nationality, gross tonnage, speed, hull colour, funnel marks, 
port of departure and destination as well as date and time of sailing. 
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2. After obtaining the passage permission, inform the Chiungchoy 
Straits Authorities 24 hours before entering the control area or withir 
2 hours after vessel port of departure of the exact time of entering the 
control area. 

All cables relating to the application and permission for the passage 
through the Straits are to be transmitted through the Haikou Branch og 
China Ocean Shipping Agency. 

Article 5. Notification may be given by the Chiungchow Straits 
Authority, whenever it deems necessary, to cancel the permission 
ss granted to those non military vessels for passing through the 

traits. 

Article 6. Passage through the control area by non military foreign 
vessels should be made in the day time only. They should enter the 
control area after sunrise and leave before sunset. On the basis of the 
ship's speed the Chiungchow Straits Authority shall fix the time for the 
non military foreign vessel concerned to enter or leave the Straits. 

Article 7. Non military foreign vessels entering and leaving the 
Chiungchow Straits should pass through the middle channel, unless 
special permission has been granted by the Chiungchow Straits 
Authority. 

Article 8. Non military foreign vessels passing through the control area 
should navigate within the following specified navigation area: North o! 
the line connecting the point on the East line 4 nautical miles away from 
the Hainan Head Light Beacon to the point on the West line 4 nautica 
miles away from the Cape Lin Kou Light Beacon; and South of the line 
connecting the point on the East line 6 nautical miles away from the 
Hainan Head Light Beacon, the point 4 nautical miles due South of the 
Cape Paimi Light Beacon (approx: Lat. 20°15’ 00"N., Long. 
100° 17’ 00” E.) and the point on the West line 14 nautical miles away 
from the Cape Lin Kou Light Beacon. 

Article 9. Non military foreign vessels passing through the Chiungchow 
Straits must punctually observe the time as reported and comply with 
the stipulations on the limit of the navigation area. All vessels entering 
and passing through the control area should immediately answer anc 
unconditionally comply with the signals from the shore or patrol ships 
The vessels in question shall be held responsible for all consequences 
arising from non observance of the above stipulations. 

Article 10. Non military foreign vessels passing through the 
Chiungchow Straits are not allowed to use radar. If the vessels are unde: 
the conditions of restricted visibility caused by dense fog, torrential rains, 
etc., which necessitates the use of radar, they should make an 
application to the Chiungchow Straits Authority, giving their reasons as 
well as the ship's position, speed, etc., and they may set ship's radar in 
operation when permission is obtained. In the case of emergency which 
endangers safe navigation of the ships, they may use their radar while 
making their application simultaneously; after that, they should submi 
a detailed account (report) to the Chiungchow Straits Authorities giving 
a full account, together with a statement of facts of the time as to wher 
the radar set in use and when ended for the archives. 

Article 11. Non military foreign vessels passing through the 
Chiungchow Straits are not allowed to take photographs, soundings, o 
do any other things in violation of the laws and regulations of the People’s 
Republic of China. 

Article 12. Any non military foreign vessel violating the presen 
Regulations shall be treated as follows: 

1. Before entering the control area, the vessel may be ordered to stop 
proceeding and to round out by her original route, so as to sail aroun¢ 
the Hainan Island; or, to wait until the necessary formalities are 
completed and the permission for passage granted. 

2. In case the vessel has entered the control area, she may be orderet 
to stop and be escorted to Haikou for inspections; and she shall be 
treated according to the findings after inspection. After that, the vesse 
may, as circumstances require, be allowed to pass through the contro 
area, or ordered to return out from the control area, or even be escortet 
out of the Straits. 


Guide to foreign vessels calling at Shanghai 

1. Regular channel in Chusan area: Foreign vessels may navigate in 
the regular channel between Chusan and Raffles Island which is open 
to navigation, but are not allowed to navigate in other channels betwee? 
these islands. (By the regular channel is meant the channel from 
Tongting Island, Steep Island, Elgar Island, Bonham Island, Button 
Island, Gutzlaff Island to Chang Kiang Kou). 

2. Pilotage Area: 

(a) Pilotage on vessels entering/leaving port commences from 
termination at the position Lat. 31°05’ N., Long. 122° 10' E. @ 
Chang Kiang Kou. 

(b) The Pilot vessel, when engaged on her pilotage duty, will ancho 
near 1 mile East of the entrance buoy No. 54 (Lat. 31° 04’ 52” N. 
Long. 122° 10’ 00" E.) at Chang Kiang Kou. 

3. Anchorage awaiting for the tide: 

(a) Foreign vessels may, when the draft at the time of entry is 25 ft 
or less, proceed direct to the pilot station (Lat. 31° 05’ N., Long 
5 0g Wk, + 8 = 

(b) In the case of draft at time of entry is more than 25 ft. or it & 
impossible to arrive at the pilot station at the declared ETA © 
impossible to proceed direct to the pilot station for reasons of the 
tide, then the foreign vessels may anchor and wait for the tide 
near 1 mile N.E. of the Chang Kiang Kou Lightvessel. Suc 
foreign vessels waiting there may telegraph to ask “Penavico 
Shanghai for the time of arrival at pilot station and picking up thé 
Pilot. 

4. Notice to Mariners: Chang Kiang Kuo South Channel. 

Also see “Shipmaster's Report’, date July 1984 (after No. 7). 

(a) The Chang Kiang Kuo Light vessel No. 50 is as described below 
Location Lat. 31° 01’ 48" N., Long. 122° 25’ 14” E. 
Characteristic Flashing every 6 seconds. 


(b) Vessels entering or leaving the port should keep Chang Kiang 
Kou Lt. Vessel on vessel's port side: 
1, Fairway Buoy M.1: 
Location Lat. 31° 02’ 51" N., Long. 122° 19’ 35” E. 
Characteristic Group flashing (3) every 6 seconds. 
Shape — can shape, red and white chequered. 
No vessel allowed to enter the dangerous areas bounded by lines 
connecting the following points: 
1. Lat. 30° 47’ 15” N., Long. 123° 03’ 00” E. 
2. Lat. 30° 47’ 15” N., Long. 123° 05’ 54” E. 
3. Lat. 30° 44’ 45" N., Long. 123° 03’ 00" E. 
4. Lat. 30° 44’ 45” N., Long. 123° 05’ 54” E. 

5. Telegraphic Communication: 
Foreign vessels at sea may despatch radiograms to ‘“Penavico” 
Shanghai via Shanghai Coastal Radio Station, the particulars of which 
are as follows: 
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Call sign: XSG 

Calling frequency: 500 kHz 
Working frequency: 458 kHz 
Working hours: 0000 — 2400 


Answering frequency: Listening frequency: 


8502 kHz GMT 0000 — 2400 8364 kHz GMT 0000 — 2400 
6414.5 kHz GMT 2200 — 1000 6273 kHz GMT 2200 — 1000 
12871 KHz GMT 0000-1400 12546kHz GMT 1000 — 1400 
4349 kHz GMT 1000 — 2200 4182 kHz GMT 1000 — 2200 


6. Large number of fishing vessels around areas 25-30 miles N.E. of 
North saddle and 20-25 miles East of East saddle, Barren Island and 
tukon Island, please navigate with caution. 

7. Anchorage for awaiting tide — Changkiang Kuo: 

(a) The water area bounded by lines connecting the following points 
is the anchorage of Changkiang Kuo for vessels awaiting tide: 
Lat. 31° 01’ 00" N., Long. 122° 24’ 42” E. 

Lat. 31° 01’ 00" N., Long. 122° 20’ 00” E. 
Lat. 30° 56’ 00” N., Long. 122° 20’ 00” E. 
Lat. 30° 56’ 00" N., Long. 122° 24’ 42” E. 
All vessels are strictly prohibited to anchor at any place out of 
the said anchorage of Changkiang Kuo for waiting tides without 
obtaining permission (permits) from Shanghai Harbour Authority 
concerned. 
Shipmaster’s Report: July, 1984. 
Following telex received July 1984. 
Quote: 
AAA Changkiangkou Lightvessel 31° 03’ 30” N., 122° 23’ 1” E. 
BBB Changkiangkou Lightbuoys M1 H11-H20 replaced by Buoys 44- 
49 
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Buoy 44 
Buoy 45 
Buoy 46 
Buoy 47 


Lat. 31° 03’ 22” N., Long. 122° 19’ 52” E. Fl. 3/10 secs. 
Lat. 31° 03’ 14” N., Long. 122° 16’ 58” E. Fl. 3/6 secs. 
Lat. 31° 03’ 06” N., Long. 122° 14’ 02” E. Fl. 3/10 secs. 
Lat. 31° 03' 00" N., Long. 122° 11’ 06” E. Fl. 3/6 secs. 
Buoy 48 Lat. 31° 03’ 34” N., Long. 122° 08' 14” E. Fl. 3/10 secs. 
Buoy 49 Lat. 31° 04' 11” N., Long. 122° 05’ 26” E. Fl. 3/6 secs. 

Pilot vessel moving in/area Buoy 47/49 serving/as pilot station. 
Unquote. 

Regulations governing Supervision and Control of Vessels of Foreign 
Registry sailing in the Chanjiang (Yangtse River). (Dated April 1983). 

Article 1. The Chanjiang (Yangtse River) is the inland waterway of the 
People’s Republic of China. These Regulations have been formulated 
with a view to safeguarding the sovereignty of the People’s Republic of 
China, to ensuring safety of vessels and to maintaining order of traffic 
inthe Chanjiang (Yangtse River) Waterway and its Ports in accordance 
with the Regulations enue supervision and control of foreign vessels 
by the People’s Republic of China. 

Article 2. These Regulations and all relevant laws and administrative 
statutes issued by the Government of the People’s Republic of China 
shall be complied with by all propelled and non-propelled vessels and 
other water-borne means of transport of foreign registry (hereinafter 
referred to as “vessels’) sailing in the Chanjiang (Yangtse River) 
Waterway or berthing at its Ports. 

Article 3. For the purpose of these Regulations, the “Chanjiang 
(Yangtse River) Waterway” shall mean the main waterway extending 
from the line joining Liuheiwu (Lat. 31° 30’ 52” N., Long. 121° 18’ 54” E.) 
at the lower reaches of the Estuary of the Liu River, and the signal post 
(Lat. 31° 37’ 34” N., Long. 121° 22’ 30” E.) at the lower reaches of the 
Estuary of the Shiqiao River, Congming Island, and upwards to the upper 
boundary of Zhangjiagang (a line joining point Lat. 31° 59’ 35” N., Long. 
120° 20’ 00” E. and point Lat. 31° 57’ 13” N., Long. 120° 20’ 00” E.). 

For the purpose of these Regulations, the term “Ports” shall mean 
Nantong and Zhangjiagang, being those open to vessels of foreign 
registry in the Chanjiang (Yangtse River) Waterway. 

Article 4. These Regulations shall be enforced by the Harbour 
Superintendency Administration of the People’s Republic of China, and 
all vessels shall be subject to their supervision and control. 

Article 5. No vessels can enter the Chanjiang (Yangtse River) 
Waterway or its Ports without the Permission of the Harbour 
Superintendency Administration of the People’s Republic of China. 
Those permitted to enter the Chanjiang (Yangtse River) Waterway shall 
be subject to inspection of the Quarantine Office, the Harbour 
Superintendency Administration, the Frontier Defence Office, the 

ustoms and the Animal and Plant Inspection Office, and complete all 
felevant formalities. The above-mentioned authorities are entitled to 
&xercise contro! on board if required. 

Article 6. Vessels entering the Chanjiang (Yangtse River) Waterway 
Shall Not engage in shipping business between the ports along the 
Chanjiang (Yangtse River) and between the Ports and the Port of 
Shanghai, nor shall they engage in other unauthorised operations. 

Article 7. Vessels entering the Chanjiang (Yangtse River) Waterway 
and its Ports shall: 

(a) a week prior to its expected time of passing through the Port of 
Shanghai, apply to the Harbour Superintendency Administration at her 
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expected port of arrival through the port Agent for completion of entry 
formalities; 

(b) 24 hours in advance of her passing through the Port of Shanghai 
(or on her departure from the last port of call if the voyage takes less 
than 24 hours), report the vessel's expected time of passage and the 
vessel's ETA at her expected port of arrival along the Chanjiang 
(Yangtse River), the vessel's size, fore and aft drafts, the maximum 
height above the actual water line to the Harbour Superintendency 
Administration of Shanghai and of the expected port of arrival through 
the port Agents; 

(c) give timely advice of any alteration in the ETA reported. 

Article 8. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
or berthing at its Ports shall apply to the Harbour Superintendency 
Administration at the port of arrival along the pet (Yangtse River) 
for pilotage and for passing through the Port of Shanghai, shall apply 
to the Shanghai Harbour Superintendency Administration for pilotage. 

Article 9. Upon arrival at the port, vessels shall immediately submit 
the Entry Report and other relevant forms, ship's papers and relevant 
documents for examination and be subject to inspection. Before leaving 
the port, vessels shall report the time of departure and the port of 
destination to the Harbour Superintendency Administration and 
complete departure formalities through the port Agent and may only 
leave the port after port clearance has been obtained. 

Article 10. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
or berthing at its Ports shall by day hoist the national flag of the People’s 
Republic of China at the top of the foremast and the national flag of 
state of registry at the stern; an “H’” flag shall in addition be hoisted 
when there is a Pilot on board. On entering or leaving Ports or shifting 
berths, vessels shall moreover display signal-letters and other 
prescribed signals. 

Article 11. Vessels making use of their VHF radio-telephone in the 
Chanjiang (Yangtse River) Waterway or its Ports shall comply with the 
provisional Regulations Governing the use of VHF Radio-telephone by 
foreign vessels issued by the Ministry of Communications of the People’s 
Republic of China. 

Article 12: In the Chanjiang (Yangtse River), vessel's radio-telegraph 
and radio-telephone transmitters can only be used to communicate with 
the river or coastal radio-stations of the People’s Republic of China, and 
they can only be used in Ports in case of emergency, and reports shall 
be made to the Harbour Superintendency Administration immediately 
afterwards. 

In the Chanjiang (Yangtse River) Waterway and its Ports, vessel's 
signal rockets, flare or gun signals can only be set off in case of 
emergency, and reports shall be made to the Harbour Superintendency 
Administration immediately afterwards. 

Article 13. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
or berthing at its Ports are prohibited from carrying out the following 
activities: 

(a) having military installations and military ships photographed, drawn 
pictures of, videotaped or surveyed; or 

(b) shooting, swimming, fishing, and setting off firecrackers or 
fireworks; or 

(c) other activities threatening the national safety, interests and good 
order of the People’s Republic of China. 

Article 14. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
shall anchor as near the outer limit of the fairway as is practicable under 
extraordinary circumstances such as bad weather, flood peaks, etc., 
which make temporary anchoring necessary, and shall not take the main 
fairway. Those vessels shall have the position and time of anchoring 
and the time of departure promptly reported to the nearest Harbour 
Superintendency Administration, and no one shall be allowed ashore 
without permission of the local public security authorities. 

Article 15. Vessels sailing in the Chanjiang (Yangtse River) Waterway 
shall not proceed at a speed that would threaten the safety of other 
vessels and installations ashore. 

Article 16. With respect to the regulations on navigation, berthing and 
prevention of collisions, vessels in the Chanjiang (Yangtse River) 
Waterway or berthing at its Ports shall comply with the Regulations 
governing prevention of collision in inland waterways promulgated by 
the Ministry of Communications of the People’s Republic of China. 

Article 17. While using signals, vessels shall comply with the 
Regulations governing prevention of collision in inland waterways and 
other relevant signal regulations; signals not being specified therein shall 
be displayed in accordance with the relevant international regulations. 

Article 18. No vessel sailing in the Chanjiang (Yangtse River) 
Waterway or berthing at its Ports shall discharge or dispose of oils, oily 
mixtures or other harmful pollutants or refuse into water. 

Article 19. Matters provided for in these Regulations shall be carried 
out in accordance therewith, while those not being set forth herein shall 
be dealt with in accordance with the Regulations governing supervision 
and control for foreign vessels by the People’s Republic of China and 
other relevant laws and statutes. 

Article 20. These Regulations shall become effective upon the date 
of promulgation. 

Regulations for Merchant Ships passing through Lao Tie Shan (Liau- 
ti-shan) Channel. 

Merchant vessels passing through the Lao Tie Shan Channel must 

observe the following regulations: 
1. The water area with Lao Tie Shan Lighthouse as centre and a distance 
of 10 miles as radius, and the water area with North Huang Cheng Dao 
Light Beacon as centre and a distance of 7 miles as radius are prohibited 
areas. 

The middle channel between these two prohibited areas is a navigable 
channel. 

Note: 
(a) Characteristics of Lao Tie Shan Lighthouse (Lat. 38° 43’ 37” N., 
Long. 121° 08’ 02” E.) Fl. (2) 30 sec. 25 miles. 
(b) Characteristics of North Huang Cheng Dao Light Beacon 
(Lat. 38° 23’ 40" N., Long. 120° 54’ 33” E.) Fl. 3 sec. 15 miles. 
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2. Merchant vessels intending to pass through Lao Tie Shan Channel 
must send a radio message to “Harbour Master, Dalian’ at least 8 hours 
prior to the passage reporting the following matters: 

Ship's name, nationality, call sign, port of departure, port of 
destination, speed, colours of ship's hull, funnel mark and the accurate 
expected time to pass the line joining Lao Tie Shan Lighthouse and 
seg Huang Cheng Dao Light Beacon. 

lote: 

(a) Dalian Coastal Radio Station: 

Signal letters: XSZ; calling frequency 500 kHz; 

Working frequency: 462 kHz; 8694 kHz; reserve frequency: 
8678 kHz; working day and night. 

If weather conditions should cause any change in the expected 
time of passage, the facts must be immediately reported to 
“Harbour Master, Dalian”. 

3. Merchant vessels passing through the Lao Tie Shan Channel must 
show the lights or signals in accordance with the International regulations 
for Preventing Collisions at Sea, 1972. 

4. Vessels are prohibited to pass through the area with Hai Mao Dao (Lat. 
38° 52’ N., Long. 121° 01’ E.) as centre and a distance of 10 miles radius. 

5. Any vessel violating any of the above mentioned regulations will be 
held responsible for all consequences. 


(b) 


Guide to Foreign Vessels Calling at Dalian (Dairen): Also see “Dairen” 
— Shipmaster’s Report, dated April 1984. 

(1) When entering or leaving Dalian Harbour please pass through 
the channel between Daisansantao and Hwangpotsui. You are 
not allowed to navigate within area 2.5 miles radius from 


(2 


(3 


(4 


(5 


) 


) 


— 


) 


Daisansantao 


Lighthouse Lat. 38° 51’ 50" N., Long. 


121° 49’ 20” E. and 1 mile radius from Lighthouse Hwangpotsui 
Lat. 38° 54’ 14” N., Long. 121° 42’ 54” E. 


After 


entering joining line between Daisansantao and 


Hwangpotsui Lighthouses, radar, radio transmitter and other 
forbidden articles are prohibited from use, in case of danger or 
necessity for transmitting emergency message you must report 
to Harbour Superintendency Administration immediately after using. 
You are requested to wait for quarantine and Pilot within area 


bounded by 


lines connecting the following areas: Lat. 


38° 57' 02” N., Long. 121° 45’ 00” E., Lat. 38°55’ 30” N., Lat. 
121° 44' 28” E., Lat. 38° 57’ 02” N., Long. 121° 41' 11” E., Lat. 
38° 56’ 19” N., Long. 121° 41’ 11" E. 
All merchant vessels are informed that vessels passing through 
the Liau-ti-shan Channel entering or leaving the Port of Dalian, 
besides it ought to observe the regulations relating to the Liau- 
ti-shan Channel, must keep the way to navigate through the 
Southern water area beyond the tangent line joining from the 
Encounter Rock (Lat. 38° 34’ 21” N., Long. 121° 38’ 12” E.) to the 
outer verge of the Liau-ti-shan prohibited area and the Eastern 
water beyond Northward meridian line of the Encounter Rock to 
the continent. 
Dalian Coast Radio Station. 

XSZ 


Call sign: 

Calling frequency: 500 kHz 
Working frequency: 462 kHz 
Answering frequency: 8694 kHz 
Listening frequency: 8364 kHz 


Working day and night. 


Guide to Foreign Vessels Calling at Huangpu (Whampoa). 

(1) Foreign vessels are prohibited to sail in the water areas of the 
joint lines among Vanshan, Chaieng and Tankan Islands, except 
the route as designated hereunder: 


(2 
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(a) 


(b) 


The vessels calling at Huangpu from ports other than Hong 
Kong, should proceed from seaward to Lat. 21° 40’ 44" N., 
Long. 113° 56’ 00" E. and set course to 318°T, or to Lat 
21° 37’ 30” N., Long. 113° 37’ 45” E. and set course to 047°T; 
proceed to Lat. 21° 47’ 45”N., Long. 113° 49' 32” E. then 
alter course to 013°T; proceed to Lat. 22° 00’ 00” N., Long. 
113°52'34"E., then alter course to 334°T; to 
Lat. 22° 05’ 36” N., Long. 113° 49’ 36” E., then straight to 
Lafsami Pilot Anchorage waiting for Pilot. 

Vessels departing should sail along the opposite course and 
positions above mentioned, after disembarking Pilot at 
Lafsami Pilot Anchorage. 

The vessels calling at Huangpu from Hong Kong should 
proceed throught West Lamma Channel to Lat. 
22° 08' 44” N., Long. 113°55’ 30"E. then alter course to 
295°T; to Lat. 22° 12’ 04” N., Long. 113° 47’ 41” E. then alter 
course to 204°T to Lat. 22’ 10’ 36” N., Long. 113° 47’ 00” E. 
then straight to Lafsami Pilot Anchorage waiting for Pilot. 
The vessels departing for Hong Kong should sail along the 
opposite course and positions above mentioned, after Pilot 
disembarked at Lafsami Pilot Anchorage. 


The position of Lafsami Pilot Anchorage: 

Lat. 22° 07’ 20” to 22° 08’ 30” N. 

Long. 113° 45’ 48” to 113° 47’ 54” E. 

3. Kwangchow (formerly Eee Coastal Radio Station: 
XS! 


Call sign: 

Calling frequency: 500 kHz 
Working frequency: 445 kHz 
Answering frequency: 8514 kHz 
Listening frequency: 8364 kHz 


Working day and night. 


Guide to Foreign Vessels Calling at Qinhuangdao (Chinwangtao): 

(1) When non-military foreign vessels call at Qinhuangdao, they may 
pass through Liau-Ti-Shan channel. For governing regulations, 
please refer to “Regulation for merchant vessels passing through 
Liau-Ti-Shan Channel". If a vessel violates the said regulations 
and enters the prohibited area, the Master of the vessel is to be 
held responsible for whatever consequence arising therefrom. 


(2) 


(3) 


(4 


— 


(5 


— 


All foreign vessels should anchor 3 miles off Qinhuangdao Light. 

house waiting for Pilot. In case vessels come from foreign ports, 

quarantine inspection will be carried out at anchorage. After ajj 
formalities completed vessels can enter the harbour with Pilot. 

In order to make necessary arrangements beforehand, when 

vessels Calling at this port, the ship should send the following 

information to Penavico Qinhuangdao: 

(a) Vessels ETA, the draft fore and aft, stowage plan (if loading 
export cargo), length overall and derricks’ capacities (if first 
call this port). 

(b) Further advice of accurate time of arrival will be required 
24 hours before arrival. 

(c) If any change in the arrival time owing to certain cause, jt 
should be reported to the Agents immediately. 

If weather permits, vessels are requested to lift up all derricks 

before going alongside, thus enabling vessel to load cargo 

immediately after berthing. 

All telegrams to “Penavico Qinhuangdao” from the vessels at sea 

should be sent via Qinhuangdao Coastal Radio Station: 


Call sign; XSE 

Working frequency: 286, 8734 kHz 
Calling frequency: 500, 8364 kHz 
Working hours: 0600 — 2400 


Guide to Foreign Vessels Calling at Taku Bar: 
(Xiang Jiang, Tanggu and Tianjin) 
(1) Foreign vessels entering Bohai (Pohai Gulf) are only allowed to 


(2 
(3 


(4 
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(5) 


(6) 


(7 


~~ 


pass through Changshan Channel and/or Liau-ti-Shan Channe| 
If the latter way is taken, the vessel must send a radio message 
to “Harbour Master, Dalian” for directions 8 hours prior to 
passage. It should be noted that no other channels are permitted 
for navigation. 

Vessels passing Liau-ti-Shan Channel for Dalian must take a 
detour along the East of “Encounter Rock”. 

Position of sunken dredger “SE Ho" is at Lat. 38° 31’ 00" N,, 
Long. 119° 10’ 05” E. Vessels should keep far away from the 
above mentioned area during navigation. 

Position of the Taku Bar Light Vessel is at Lat. 38° 56’ 51” N., 
Long. 117° 55’ 32” E. Vessels may anchor at N.E. direction of the 
Light Vessel, according to different condition of vessel's arrival 
draft, to wait for Pilot. 

Vessels are prohibited to enter into the area joining the following 


four buoys: 
Lat. Long. 
38° 56'35”"N. 117° 58' 33" E. flash every 6 secs. 
38° 56’ 29"N. 117°59'11”E. flash red (2) every 6 secs. 
38° 55' 45” N. 117°58'59" E. flash red every 6 secs. 
38° 55'51"N. 117° 58' 22” E. flash (2) every 6 secs. 


Vessels may send radiogram to “Penavico Xiang Jiang” (via 
Xiang Jiang Coastal Radio Station, Call Sign XSV, calling 
frequency 500 kHz, working frequency 445 kHz, reserve 
frequency calling 8600 kHz, listening 8364 kHz, working hours 
0000 — 2400) giving exact ETA also fore and aft draft, before 
entering Bohai (Pohai Gulf). 

The pilot station is at Tanggu. Any foreign vessel, according to 
harbour regulations, is required to have a Chinese Pilot when 
entering or leaving the port and among Taku Bar, Xiang Jiang, 
Tanggu and Tianjin. The Pilot will board the vessel at Taku Ba 
Anchorage after receipt of exact ETA given by the Master. 


Guide to Foreign Vessels Calling at Qingdao (Tsingtao): 


(1) 
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(4) 
(5) 


(6) 
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(8) 


Definite route must be taken when sailing in or out : From Lat 
35° 56’ 24” N., Long. 121° 05’ 00” E. to Lat. 35° 56’ 24” N., Long. 
120° 46’ 42” E. course 270° (090°). 

From Lat. 35°43'15"N., Long. 120°53'09"E. to Lat 

35° 56’ 24” N., Long. 120° 46’ 42” E. course 335° (155°). 

Thence from Lat. 35° 56’ 24” N., Long. 120° 46’ 42” E. course 

283° (103°) to Lat. 36° 02’ 00” N., Long. 120° 15’ 56” E. then alter 

course 000° (180°) proceed to Quarantine Anchorage within 
following 4 points: Lat. 36° 05’ 18” N., Long. 120° 15’ 34” E.; Lat 

36° 05' 18"N., Long. 120°16'S50"E.; Lat. 36°04' 00"N, 

Long.120° 16’ 22” E.; Lat. 36° 04’ 00” N., Long. 120° 15’ 20" E. 

Pilot station is within the area: with the point Lat. 36° 02' 00" N. 

Long. 120° 18' 16” E. as its centre and 3 cables length as its 

radius (all called Outer Anchorage where vessels inward anchor! 

for initial clearance from Authorities). 

Dropping and dragging anchor are strictly prohibited within the 

following areas: 

(a) Within the 4 points: Lat. 36° 04’ 00" N., Long. 120° 14’ 00"E 
Lat. 36° 03' 12” N., Long. 120° 17’ 00” E.; Lat. 36° 03’ 27" N. 
Long. 120° 14’ 00" E.; Lat. 36° 02’ 40” N., Long. 120° 16’ 56"E 

(b) Within the 4 points: Lat. 36° 02’ 42” N., Long. 120° 20’ 00’ E. 
Lat. 36° 00’ 48” N., Long. 120° 18’ 00” E.; Lat. 36° 03' 36" N., 
Long. 120° 23’ 16" E.; Lat. 35° 59' 48" N., Long. 120° 18’ 30°E 

Must advise ETA Chalientao 24 hours before ship's arrival. 

When abeam Chalientao on ship’s entry, should cable agai 

immediately time abeam Chalientao and accurate time arriving 

pilot station and awaiting Authorities instructions attentively. 

Proceeding on above mentioned route following stipulations 

should be observed: 

(a) Ship's national flag and code flags should be flown in daytime 

(b) Dumping rubbish and pumping out oil and oily substance a 
prohibited. 

(c) If by some reasons the vessel needs to anchor, Master shou” 
report to Harbour Authorities first for permission. 

Within harbour limit the prohibited articles should not be used. " 

case the use of radar is required for navigation, Master shove 

report to Harbour Authorities beforehand. 

Above mentioned Regulations should be strictly complied wi? 

Otherwise the vessel is held responsible for all the consequencé 

arising from the violation of the above. 


Gu 


Gu 


Gui 


(9) Qingdao Coastal Radio Station: 


all sign: XST 
Calling frequency: 500 kHz 
Working frequency: 435 kHz 
Answering frequency: 8546 kHz 
Listening frequency: 8364 kHz 


Working day and night. 


wide to Foreign Vessels Calling at Lianyungang (Lienyunkang): 
(1) Foreign vessels must anchor at pilot station to wait for Pilot. 
Pilot anchorages: 
(a) For vessels under 5,000 d.w.t. 
Lat. 34° 45’ 20" N., Long., 119° 31’ 36” E. (about 3,000 m. 
East of Tunglientao Lighthouse). 
(b) For vessels over 5,000 d.w.t. 
Lat. 34° 46’ 54” N., Long. 119° 34’ 45” E. (about 4.5 miles off 
Tunglientao Lighthouse). 
(2) Foreign vessels calling this port shall advise the Agents (Penavico 
Lianyungang) of her ETA via the Shanghai Coastal Radio Station. 


wide to Foreign Vessels Calling at Zhanjiang: 

(1) Pilot station: North Anchorage of Nau Chow Island. 
Lat. 20° 58’ 21” N., Long. 110° 36’ 42” E. 

(2) Zhanjiang Coastal Radio Station: 


Call Sign: XSJ 

Calling frequency: 500 kHz 
Working frequency: 462 kHz 
Answering frequency: 8614 kHz 
Listening frequency: 8364 kHz 


Working day and night. 


vide to Foreign Vessels Calling at Basuo (Pasuo): 
(1) Basuo Coastal Radio Station: 
(a) Call Sign: XSH 
(b) Working frequency: 452 kHz 
4278 kHz 
8634 kHz 
500 kHz 


0000 — 2400 (local time) 
1800 — 0900 (local time) 
0900 — 1800 (local time) 
0000 — 2400 (local time) 
4182kHz 1800-0900 (local time) 
8364 kHz 0900 — 1800 (local time) 
(d) Traffic list at 20 minutes pass every odd hour. 


(c) Listening frequency: 


(2) Pilot station: 
Lat. 19° 07’ 09” N., Long. 108° 36’ 02” E. 
Bearing upon Telanchau 175° (T) distance 1 mile. 

(3) Signal station: 
The signal station is on top of Telanchau Hill (Lat. 19° 06’ N., 
Long. 108° 37’ E.) with light beacon of white light Gp. Fl. (2) 6 sec. 
54 m. 12 M. at night. 

(4) Radio report before ship's arrival: 


Masters are requested to advise ‘“Penavico Basuo” of the 
following particulars. 48 hours before ship's arrival or right after 
departure from last port: 

(a) 48 and 16 hours ETA. 

(b) Route taken (via Hainan Straits or Yulinkong). 

(c) Cargo to be loaded in each hold and/or tweendeck. 

(d) The ship’s length overall (first call only). 

(e) Ship's breadth (first call only). 

(f) T.P.1. (laden) (first call only). 

Remarks: All derricks up and beams off before arrival if and when 
weather permits. 


vide to Foreign Vessels Calling at Wenzhou (Wenchow): 

(1) When arriving at or departing from the Port of Wenzhou, foreign 
vessels should pass through Whang Dan Sha Channel to enter 
or leave the Quarantine and Pilot Anchorages. 

Before reaching Whang Dan Sha Channel, the vessels should 
navigate along the water areas 27° 46’ N. — 27° 54’ N. between 
Fu Tou You Light Beacon and Dong Yu, Dong Tou, Heng Zhi 
Shan Light Stations, but keep off the area within 27°55’ N. — 
28° 05' N. and 121° 35’ E. — 121° 55’ E. a suspected minefield. 

The vessels should not be allowed to enter into the water areas 
East of the joint line of Dong Yu and Heng Zhi Shan Light Stations, 
and also the water areas West of Fu Tou You Light Beacon and 
Dong Tou Light Station for navigation or anchorage. 

(2) Quarantine Anchorage is in the water area with the point Lat. 
28° 01' 10” N., Long. 121° 05’ 20” E. as its centre and 0.6 nautical 
miles in length as its radius. 

(3) The above Regulations should be effective as from 0000 hrs. 
ist January, 1972, and observed by foreign vessels accordingly. 

(4) Aids to navigation available for fixing ships position. 
(a) Fu Tou You Light Beacon: 

Lat. 27° 50’ 08.7” N., Long. 121° 14’ 48.8” E. 

White light Gp. FI. 6 sec. 99 m. 16 M. (U). 

Fog signal sounded on foggy day. 

Dong You Light Station: 

Lat. 27° 55’ 56.8” N., Long. 121° 13’ 24” E. 

White light Gp. FI. (3) 10 sec. 39 m. 9 M. (U). 
(c) Dong Tou Light Station: 

Lat. 27° 57’ 43.5” N., Long. 121° 08’ 46.7” E. 
White light Gp. FI. (2) 6 sec. 21 m. 7 M. (U). 

Heng Zhi Shan Light Station: 

Lat. 28° 01' 03” N., Long. 121° 08’ 34” E. 

White light Gp. FI. (3) 10 sec. 58 m. 7 M. (U). 

Quarantine Light Buoy: 

Lat. 28°01’ 10” N., Long. 121° 05’ 20” E. 

Orange and yellow can buoy; orange and yellow light Gp. FI. 

(2) 6 sec. 

(f) Yuan Yi Shan and Lang Dang Light Stations should be 
Suspended to navigate by the foreign vessels as from 0000 hrs. 
1st January, 1972. 
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Other points for attention: 

When it is necessary for the foreign vessels to call at Fuzhou, Xiamen, 
Shantou and Beihai, it is requested to contact Messrs. Penavico at 
relative port direct 48 hours before vessel's arrival at the port in order 
to know the position of pilot station and quarantine anchorage as well 
as directions to be observed for navigation. 


Regulations Governing Supervision and Control of Foreign vessels 
by the People’s Republic of China (ENGLISH TRANSLATION) 
Dated: 1979 


GENERAL PROVISIONS 
Article 1 

These Regulations have been formulated with a view to safeguarding 
the sovereignty of the People’s Republic of China, to maintaining traffic 
order in port areas and coastal waters, to ensuring safety of navigation 
and to preventing pollution of waters. 

Article 2 

These Regulations as well as all relevant laws, statutes and rules 
issued by the Government of the People’s Republic of China shall be 
complied with by all foreign vessels (hereinafter referred to as “vessels’’) 
navigating in port areas and coastal waters of the People’s Republic of 
China. Vessels shall be subject to inspections by the Harbour 
Superintendency Administration set up in the port by the Government 
of the People’s Republic of China where the latter deems such 
inspections necessary. 

The term “coastal waters” mentioned in these Regulations means 
inland waters and territorial sea of the People’s Republic of China as 
well as water areas officially defined as coming under the jurisdiction 
thereof. 


Part 1 ENTRY, DEPARTURE AND NAVIGATION 
Article 3 

The Master or owner of a vessel shall, a week prior to its expected 
arrival at the port, submit the required forms to the Harbour 
Superintendency Administration through the vessel's port Agent for 
completion of entry formalities, and shall report, 24 hours in advance of 
her arrival (or on her departure from the last port of call if the voyage 
takes less than 24 hours), the vessel's ETA, fore and aft drafts on arrival 
to the Harbour Superintendency Administration through the port Agent. 
Should there be any change in the ETA, same shall be reported in time. 

A report shall be submitted in advance to the Harbour 
Superintendency Administration in case of special circumstances, such 
as the vessel being in distress, the engines broken down or her crew 
or passengers suffering from acute disease, which necessitate the 
vessel to make an emergency entry into or to return to the port during 
the voyage. 
Article 4 

No vessel shall enter or leave the port, or navigate or shift berths 
therein without a Pilot being appointed by the Harbour Superintendency 
Administration. Matters regarding pilotage shall be dealt with according 
to the Regulations with respect to Sea-port Pilotage issued by the 
Ministry of Communications of the People’s Republic of China. 
Article 5 

Upon arrival at the port, vessels shall immediately submit the Entry 
Report and other relevant forms for checking; besides, vessels shall 
submit ship's papers and relevant documents for examination and be 
subject to inspections. Prior to leaving, vessels shall submit the 
Departure Report and other relevant forms for clearance examination 
and may only leave the port after port clearance has been obtained. 
Article 6 

Upon arrival at the port, arms and ammunition on board are to be 
sealed up by the Harbour Superintendency Administration. Radio- 
telegraph transmitter, radio-telephone transmitter, signal rockets, flare 
signals and signal guns shall only be used in case of emergency, and 
a report shall be made to the Harbour Superintendency Administration 
immediately afterwards. 
Article 7 

Shooting, swimming, fishing, setting off of firecrackers or fireworks 
and other actions calculated to endanger the order and security of the 
port shall be prohibited. 
Article 8 

The Harbour Superintendency Administration is fully authorised to 
detain the vessel concerned, or to order the vessel to stop sailing, to 
change route or to return to the port under any of the following 
circumstances: 

(a) unseaworthiness; 

(b) violation of laws or regulations of the People’s Republic of China; 

(c) involvement in marine accident; 

(d) non-payment of expenses to which the vessel is liable or failure 

to produce security required; or 

(e) other cases prohibiting the vessel from sailing. 
Article 9 

Vessels navigating in Chinese port areas and coastal waters shall not 
be engaged in activities endangering the national safety, rights and 
interests of the People’s Republic of China and shall comply with 
regulations governing straits, waterways, routes and areas closed to 
navigation. 
Article 10 

Vessels navigating within the port areas shall not proceed at a speed 
liable to endanger the safety of other vessels and port installations. 
Article 11 

Boats (rafts) attached to vessels shall not be manoeuvred within port 
areas except for life-saving purposes. 
Article 12 

No vessel shall have its boats, derricks and gangways, etc., rigged 
outboard while navigating or shifting berths within port areas. 
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Article 13 

Vessels requiring to enter any of the Chinese ports open to foreign 
trade for shelter or temporary stay shall apply to the Harbour 
Superintendency Administration for permission. Such application shall 
state: name of the vessel, call-sign, vessel's nationality, name of the 
shipping company, port of sailing, port of destination , vessel's position, 
speed, drafts, colour of hull and colour and mark of funnel. Such vessels 
shall take shelter at places designated. 

Vessels requiring to take shelter or to lie at anchor temporarily at 
places other than any of those Chinese ports open to foreign trade shall, 
in addition to the above formalities observe the following regulations: 

(a) reporting promptly to the nearest Harbour Superintendency 

Administration the time and position of anchoring and the time of 
departure; 

(b) fulfilling the requirements of local authorities concerned and 

submitting to their inspections, inquiries and instructions; and 

(c) no one to be allowed ashore and no cargo loaded or discharged 

without permission of local authorities concerned. 


Part 2 BERTHING 
Article 14 

While berthing in port, vessels shall have on board a sufficient number 
of men to ensure safe manoeuvring, and, in case of emergency such 
as typhoon warning, etc., all hands shall return immediately aboard to 
take necessary precautions and urgent measures. 
Article 15 

Gangways for access of crew members, passengers and other 
persons shall be properly secured and fitted with railings or manropes. 
Rope ladders shall be safe and strong. Sufficient illumination shall be 
available at night. 
Article 16 

Vessels requiring to turn propellers shall pay close attention to the 
surroundings at the stern, and shall only do so under the condition that 
the safety of other vessels and harbour installations has been ensured. 
Article 17 

While berthing in port, all exhaust valves and discharge openings of 
the vessel which may give trouble to other vessels, harbour craft, the 
wharf or the access of persons shall be properly covered. 
Article 18 

No light of any vessel shall be exhibited in such a manner as to impair 
the safe navigation of other vessels; strong lights directed at the fairway 
must be properly screened. 
Article 19 

All vessels should be in safe and good working condition for cargo 
operation as required. All cargo handling equipment should be 
maintained in good working order and certificate of fitness should be 
made available. 
Article 20 

Vessels shall apply in advance for and obtain permission from the 
Harbour Superintendency Administration before carrying out the 
following operations: 

(a) overhauling of any boiler, main-engine, windlass, steering gear 

or radio-station; 

(b) trial trip of engine-test; 

(c) lowering boat (raft) for life-saving drill; 

(d) welding (except for repairing in shipyard) or working with naked 

light on deck; or 

(e) decorating with colourful lights. 
Article 21 

Vessels under fumigation shall take strict safety measures and exhibit 
appropriate signals prescribed by the Harbour Superintendency 
Administration. 
Article 22 

In order to ensure the safety of the port and vessels, when ordered 
to shift berth or to sail ahead of or behind the schedule, vessels shall 
observe such orders as given by the Harbour Superintendency 
Administration. 


Part 3 SIGNALS AND COMMUNICATIONS 
Article 23 

Vessels navigating or berthing in Chinese port areas or coastal waters 
shall by day hoist the national flag of the country of registry. On entering 
or leaving port or shifting berths, vessels shall in addition display signal- 
letters and relevant signals prescribed by the Harbour Superintendency 
Administration. 
Article 24 

When entering or leaving port or at anchor, vessels shall pay close 
attention to the call and signals of the port signal-station. When visual 
signals are used, the Regulations with respect to Coastal Port Signals 
issued by the Government of the People’s Republic of China shall be 
complied with. Where signals are not specified by Chinese coastal ports, 
the International Code of Signals shall be applicable. 
Article 25 

Vessels shall not make sound signals at will within the port except 
when necessitated by safety of navigation. Vessels requiring to test 
whistles shall make an advance report to the Harbour Superintendency 
Administration. 
Article 26 

Vessels making use of their VHF radio-telephone in port shall comply 
with the Provisional Regulations governing the Use of VHF Radio- 
telephone by Foreign Vessels issued by the Ministry of Communications 
of the People’s Republic of China. 


Part 4 DANGEROUS CARGOES 
Article 27 

Vessels carrying or handling dangerous cargoes shall exhibit the 
prescribed signals, comply with the regulations relating to the carriage 
of dangerous cargoes and take all necessary safety measures. Cargoes 
of contradictory nature, in particular, must be separately stowed. It is 
strictly forbidden to stow explosives with ignitable materials or 
inflammable cargoes in the same hold. 


364 


Article 28 

Vessels carrying Grade 1 highly hazardous cargoes shall, 3 days prior 
to the ETA, apply to the Harbour Superintendency Administration 
through their port Agent for endorsement, with their descriptive names, 
properties, packing, quantity, place of stowage stated in detail and a 
booklet of Description of Dangerous Materials attached, and shall not 
enter the port, discharge the cargoes or make transit unless permission 
has been obtained. Such cargoes being: explosives, highly poisonous 
articles, radio-active substances, compressed gases, liquefied gases, 
oxidising agents, substances liable to spontaneous combustion, 
substances which, in contact with water, emit inflammable gases, 
inflammable liquids, inflammable solids, acidic corrosives, etc. 

Vessels intending to carry the above-mentioned hazardous cargoes 
for export shall, 3 days prior to the loading thereof, apply for endorsemen; 
and shall not load until permission has been obtained. 
Article 29 

Vessels applying for Certificate of Safety Stowage of Expor 
Dangerous Cargoes shall, 3 days prior to loading, submit a written 
application to the Harbour Superintendency Administration, stating, inter 
alia: descriptive names, properties, packing, quantity, place of stowage 
(accompanied by stowage plan), intermediate ports, port of destination, 
and shall load at the berths designated by the Harbour Superintendency 
Administration. 


Part 5 FAIRWAY PROTECTION 
Article 30 

Vessels under way shall comply with the Rules of Navigation and 
maintain traffic order. In case of accidents involving the risk of sinking, 
a report shall immediately be made to the Harbour Superintendency 
Administration and all effective measures shall be taken to steer clear 
of the fairway to avoid impeding the traffic and endangering other 
vessels. If the vessel is sunk, a temporary signal shall promptly be 
marked by the parties involved at the place of the wreck. 
Article 31 

Salvage operations on shipwrecks or other objects in port areas o 
coastal waters shall be carried out in accordance with the Regulations 
Governing the Salvage of Shipwrecks or Sunken Objects issued by the 
Government of the People’s Republic of China. The Harbour 
Superintendency Administration may, as it thinks fit, notify the owners 
thereof to carry out salvage and clear the fairway within a specified time, 
or to arrange an immediate salvage to refloat or demolish the sunken 
vessel or object and to clear the fairway, with all responsibilities and 
expenses incurred borne by the owners concerned. 
Article 32 

Where any sunken or floating object has been found by any vessel, 
a report thereon shall be made and the object salvaged handed over to 
the Harbour Superintendency Administration, whereupon, a reward may 
be given by the latter as appropriate. 
Article 33 

Where any vessel wishes to dispose of any refuse such as garbage 
in port, it shall exhibit signals prescribed by the Harbour Superintendency 
Administration to request ash boats (cars). 
Article 34 

Fairway installations and aids to navigation shall be well cared for 
Vessels causing damages thereto or to harbour constructions or othe’ 
facilities shall report immediately to the Harbour Superintendency 
Administration and shall be held responsible for the restoration made or 
the expenses incurred. 


Part 6 PREVENTION OF POLLUTION 
Article 35 

No vessel shall discharge oils, oily mixtures or other harmful pollutants 
or refuse within port areas and coastal waters of the People’s Republi 
of China. 
Article 36 

If any ballast water, tank washings or bilge water is to be discharges 
from any vessel, an application shall be made to the Harbou 
Superintendency Administration for approval. Where a vessel has 
arrived from a plague-infested port, necessary sanitary treatment shoul 
been given by the Quarantine Authorities. Dirty water and hold washings 
from holds where dangerous cargoes or harmful pollutants have bee? 
stowed shall only be discharged at the designated place after thei 
having been tested by and to the satisfaction of the sanitation 
departments concerned. 
Article 37 

Oil tankers and vessels with oil as fuel shall carry the Oil Record Boot 
on board and make appropriate entries as required. 
Article 38 

Where a pollution has occurred within the port area or coastal waters 
the vessel at fault shall have all relative particulars entered in the O! 
Record Book and the Deck Log, and shall have the matter immediate!) 
reported to the Harbour Superintendency Administration. Meanwhile, 2 
effective measures shall be taken to prevent the oil from spreading 
Where any chemicals should be applied, an application together with é 
description of their compositions and properties shall be sent to the 
Harbour Superintendency Administration for approval. 
Article 39 

Matters not provided for in this part shall be dealt with in accordanc 
with the regulations relating to the prevention of pollution of marine 
environment issued by the Government of the People’s Republic ° 
China. 


Part 7 FIRE FIGHTING AND SALVAGE 
Article 40 

Smoking or naked flames in the hold or elsewhere liable to cause fit 
hazard to the vessels is strictly prohibited. 
Article 41 

Vessels bunkering oil or oil/tankers handling cargo oil shall take stn 
fire prevention measures for safety. 
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Article 42 

While welding in port, vessels shall clean up the surrounding area 
beforehand, take strict precautionary measures, be provided with fire- 
fighting apparatus and examine the work site before and after the 
operation. No welding can be done inside or near oil compartments, 
unless and until all the oil has been emptied, oil residues cleared out, 
the compartments sufficiently ventilated, the inflammable gases 
expelled, and a certificate of fitness obtained. 
Article 43 

Should any vessel be involved in a fire hazard or marine casualties, 
an immediate report shall be made to the Harbour Superintendency 
Administration. Such report must contain ship's position, tonnage, drafts, 
cargo on board, damages suffered and assistance required. 
Article 44 

Where necessary, the Harbour Superintendency Administration may 
order and direct any vessel in port or in coastal waters to rescue the 
vessel in distress. The vessel so ordered and directed is obliged to do 
its utmost to render every possible assistance as long as its own safety 
will not be endangered. 
Article 45 

As soon as the officers from the Harbour Superintendency 
Administration or the salvage departments concerned have arrived, the 
Master of the vessel in distress shall report the accident occurred and 
measures taken so far, provide all information and facilities required and 
make suggestions with regard to the salvage as appropriate. All 
decisions taken by the Harbour Superintendency Administration for 
maintaining safety and order shall be complied with by all parties 
concerned. 


Part 8 MARINE ACCIDENTS 
Article 46 

Should any vessel be involved in marine accident, the Master shall 
give the Harbour Superintendency Administration a summarised report 
by telegram or radio-telephone soonest possible. In case the accident 
has occurred outside of port areas, the Master shall, within 48 hours of 
the vessel's arrival at the first port of call, submit a marine accident 
report to the Harbour Superintendency Administration. Such report shall 
be submitted within 24 hours of the accident if the same has happened 
in port. 
Article 47 

Should any vessel be involved in marine accident causing death of 
or injury to persons or damages to properties in port areas or coastal 
waters of the People’s Republic of China, the Master of the vessel at 
fault shall render every possible assistance to the ship and persons in 
distress, make timely report to the Harbour Superintendency 
Administration and be prepared for investigation and settlement. Should 
the party at fault refrain from rendering any assistance in spite of the 
imminent danger or flee into hiding, severe punishment will be imposed. 
Article 48 

Should death happen to any person on board, an immediate report 
thereof shall be sent to the Harbour Superintendency Administration. 
Where any damage or death has caused to the port or its persons 
through the fault of the ship, or vice versa, the spot should be kept 
untouched and timely reports should be given to the Harbour 
Superintendency Administration by both parties. In case of dispute, 
either party may resort to the Harbour Superintendency Administration 
for investigation and settlement. Matters involving penal proceedings 
ng be dealt with by judicial organs of the People’s Republic of China. 

icle 49 

Matters not provided for in this part shall be dealt with in accordance 
with the Regulations Governing Investigation and Settlement of Marine 
Accidents promulgated by the Ministry of Communications of the 
People’s Republic of China. 


ee 9 PENALTIES FOR VIOLATION OF REGULATIONS 
icle 50 

Vessels violating these Regulations and all relevant laws, statutes 
and rules issued by the Government of the People’s Republic of China 
shall, according to the seriousness of the case, be warned or fined by 
the Harbour Superintendency Administration. All offences of vicious or 
Serious nature shall be handed over to the judicial organs. 
Article 51 

Any offender not yielding to the conclusions made by the Harbour 
Superintendency Administration may, within 15 days of the receipt 
thereof, appeal to the Bureau of Harbour Superintendency of the 
People’s Republic of China. The above said conclusions, however, shall 
femain valid before its being modified. 


Part 10 SUPPLEMENTARY PROVISIONS 
Article 52 

Matters concerning prevention of collisions not provided for in these 
Regulations and relevant rules and regulations issued by the 
Government of the People’s Republic of China shall be dealt with in 
accordance with the International Regulations for Preventing Collisions 
+ Te oo by the Government of the People’s Republic of China. 

cle 5 

These Regulations shall become effective upon the approval by the 
State Council of the People’s Republic of China. The Regulations 
Governing Entry and Departure of Foreign Vessels Into and From Ports 
of the People’s Republic of China promulgated by the Ministry of 
Communications of the People’s Republic of China on the 12th March, 
1957 shall at the same time repealed. 


CHINA, People’s Republic of 


ANQING: 30.30 N. 117.02 E. 


PILOTAGE: Pilot available day and night. 
ANCHORAGE: There is a general cargo anchorage and a tanker 
anchorage for vessels up to 10,000 d.w.t. Depth of water 6.0m. — 
10.0 m. Bottom is sand and mud. 
RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Draft Limitation in Channel: 

Wusong to Anging: 4.5 m. 

Anging to Wuhan: 4.0 m. 
TUGS: 1300 h.p., 2x 400 h.p., 1x 600 h.p. and 1800 h.p. 
BERTHING: 


Working 
District Berth Length Depth Cargo Handled 
No. (m.) (m.) 
First Xiao Nan 
Men Berth 50 2.0—5.0 General cargo. 
Pao Yingshan 
Berth 40 6.0 Sand, ore. 
Second 6 40 3.0 Passenger ferry. 
7 65 3.2 Passenger. 
8 90 8.0 Passenger. 
9 76 8.0 Passenger. 
11 67 6.5 General cargo. 
13 36 4.8 Heavy cargo. 
Third 14 36 4.0 Coal. 
17 36 4.0 Coal. 
18 50 4.0 Ore. 
20 65 4.0 Sand, ore. 
15 150 4.0— 10.0 General cargo, 
16 heavy cargo. 
Anqing 2 66 6.0 Crude oil. 
Petroleum 3 90 6.0 — 10.0 Crude oil. 
and Chemical 4 66 Crude oil. 
Zone 5 90 6.0 — 10.0 Petroleum. 
6 66 7.0 Petroieum. 
xe 65 6.0 Petroleum. 


CRANES: 115 tons floating crane. 
STEVEDORES: Working hours: 
Weekday: 0630 — 1530. 


1630 — 0030 
Sunday: 0630-1600 
Holidays: 0630 — 1530 
1600 — 0030. 


FRESH WATER: Not available. 
FUEL: Not available. 


BASUO: 19.06 N. 108.37 E. 


PILOTAGE: Compulsory. Pilotage is undertaken day and_ night. 
Pilot boards in the Quarantine Anchorage. 
RESTRICTIONS: Entry and sailing possible after sunset. 
MAX. SIZE: Max. draft in channel and in berths is 9.0 m. 

Range of tide: 0.03 m. — 3.28 m. 
VHF: Call sign XSH. Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 1,960 h.p., 1x 1,670 h.p. and 1980 h.p. 


BERTHING: 
District Berth Length Max. LOA Max. Draft Remarks 
No. (m.) (m.) (m.) 
No. 1 1&2 368 371 9.0 Ore 
No. 2 3&4 320 360 9.0 General 
cargo 
Warehouse and Open Store Space: 
Warehouse 10,015 sq.m. 
Open store space 60,000 sq.m. 


Main Import and Export Cargo: 
Imports: Fertiliser, cement, rice, equipment and coal. 
Exports: Salt, ore, quartz, sand and local products. 
STEVEDORES: 
Working hours: 0730 — 1130 hrs. and 1430 — 1730 hrs.(Sundays and 
holidays included). 
FRESH WATER: Available. 
FUEL: Not available. 
GENERAL: Stores: Provisions available from Basuo Ocean Shipping 
Supply Corporation. 
Floating Cranes: None available. 


BEI HAI: 21.29 N. 109.05 E. 


PILOTAGE: Compulsory. Pilot boards between 0800 hrs. and 1800 hrs. 
Pilot Station: Lat. 21° 23’ 15” N., Long. 109° 02’ 15” E. 
RESTRICTIONS: Vessels may enter and sail after sunset. 

MAX. SIZE: Max. draft in channel is 10.5 m. Range of tide: +0.17 m. — 
+5.36 m. 

RADIO/VHF: Call Bei Hai Radio on VHF Channel 16. 

TUGS: 2 x 2,320 h.p. and 1 x 468 h.p. 
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ANCHORAGE: Loading and discharging operations undertaken in 
Anchorages No. 1, 2 and 3. Depth of water 5.0 m. — 10.0 m. Holding 
ground is good and vessels up to 5,000 d.w.t. accepted. 


Latitude Longitude 
Anchorage No. 1: 21° 29’ 14” 109° 04' 14” 
21° 29' 32" 109° 04’ 14” 
21° 29’ 20” 109° 04' 43” 
21° 29’ 39” 109° 04' 43” 
Anchorage No. 2: 21° 29’ 20” 109° 04' 43” 
21° 29’ 39" 109° 04’ 43” 
21° 29’ 32” 109° 05’ 16” 
21° 29’ 49” 109° 05’ 16” 
Anchorage No. 3: 21° 29’ 32" 109° 05’ 16” 
21° 29' 43" 109° 05’ 16” 
21° 29' 43” 109° 05’ 49” 
21° 29' 59” 109° 05' 49” 
BERTHING: 
Cargo 
Handling Name of Shore 
Department Berth Length Depth Max. Size Remarks Cranes 
(m.) (m.) (d.w.t.) 
ey Z 119 45 1,000 General Cargo 1x5 tons 
lo. 
1st No. 3 192 3.8 700 General Cargo 2x5 tons 
No. 4 
No. 5 Bulk and 
No. 6 j 8. ca 200 General Cargo 5 
ond { No. 1 170 9.5 15,000 Bulk Cargo 1x20 tons 
No. 2 170 9.5 14,000 General Cargo = 


CRANES: See “Berthing’’. No floating cranes available. 
STEVEDORES: Working hours are 0000 hrs. — 2400 hrs., including 
Sundays and holidays, if required. 

FRESH WATER: Available. Contact Bei Hai Harbour Administration 
Bureau. 

FUEL: Available. Contact Bei Hai Harbour Administration Bureau. 
REPAIRS: Facilities available. 

GENERAL: Cargoes Handled: Ore, coal, fertiliser, timber, grain, sugar 
and other general cargoes. 

Provisions: Contact Bei Hai Ocean Shipping Supply Corporation. 
Warehouse and Open Store Space: Warehouse: 5,200 sq. m. 

Open storage space: 12,000 sq.m. 


BZ 28 TERMINAL: 38.19 N. 119.38 E. 


LOCATION: The F.P.S.U. “Bohai Friendship” of 51,000 tonnes/ 
55,440 cu.m. capacity is moored in position Lat. 38° 18’ 54” N., Long. 
119° 37’ 38” E. 
BERTHING: Vessels of 60,000 d.w.t. — 80,000 d.w.t. can be accepted, 
for a cargo. 
OPERATOR: Japan China Oil Development Corporation. 

Tokyo Office: Tel: 03-502-1643. Telex: 02222179 JCOIL. FAX: 
03-588-8396. 


BZ 34 TERMINAL: 38.07 N. 119.33 E. (See Plan) 


LOCATION: The locations of the SPM and Well Head Platforms (WHP) 
are: 


SPM: Lat. 38° 06’ 56.557” N., Long. 119° 33’ 23.569” E. 
2EP WHP: Lat. 38° 07’ 38.698” N., Long. 119° 33’ 23.051” E. 
2EW WHP: Connected with 2EP WHP by Bridge. : 

4EP WHP: Lat. 38° 05’ 28.482” N., Long. 119° 32’ 35.374” E. 


The SPM and the three WHP are joined by submarine crude oil 
pipelines. 


Masters of vessels are reminded that BZ 34 Terminal area is located 
in the People’s Republic of China internal zone; moreover, they are 
requested to comply with any relevant laws and regulations. 

BZ 34 Terminal consists of: 

1. The three Well Head Platforms (WHP). 

2. Fixed Tower (SPM — Single Point Mooring). 

3. Floating Production and Storage Unit (FPSU) “Bohai Chang Qing 

Hao” is moored by one Mooring Yoke. 
DOCUMENTS: Customs and Inspection: |In accordance with normal 
practice, the vessel's national flag, the Chinese courtesy ensign, and 
following flags, must be displayed by all vessels approaching 
BZ 34 Terminal. 

The principal signals are as follows: 
. Signal Flag “Q” in daytime 
. Signal Light “Red over White” 

at night time 
. Signal Flag “G” in daytime 
. Signal Flag “H" in daytime 
. Signal Flag “B” in daytime 
. Signal Light “Red” at night-time 
. Vessels Signal Letters 


: Request Quarantine. 


: Request Quarantine. 

: Request Pilot. 

: Pilot on Board. 

: Hazardous Cargo on Board. 

: Hazardous Cargo on Board. 

: From before reaching the 
anchorage to mooring and 
from before unmooring to 
Pilot disembarking the 
Vessel. 

The Joint Inspection Team (Representatives of Chinese Harbour 
Superintendency Administration, Customs, Frontier Defence Inspection 
Station, Quarantine Service, and Export and Import Commodity 
Inspection Bureau (E.1.C.1.B.) will board the vessel to grant clearance 
and inspect cargo. 
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Vaccination Certificates: Valid Yellow Fever Vaccination Certificates for 
all crew members and passengers, if the vessel comes from South 
America or Africa, shall be required by the Quarantine Service. 

Furthermore, any possible medical trouble or illness on board the 
vessel must be indicated before the vessel's arrival, so that a 
representative of the Quarantine Service goes on board the vessel aj 
mooring before any other person. 

Certificates and Documents: The following documents shall be 

submitted for examination as soon as the Berthing Master and the Joint 

Inspection Team come on board the vessel: 

Certificate of Nationality. 

Certificate of Registry. 

. Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio/Telephone/Telegraph Certificates. 

Cargo Gear Certificate. 

Tonnage Certificate. 

. Navigation Certificate. 

. Passenger Certificate (if applicable). 

International Load Line Certificate. 

. Deratting or Deratting Exemption Certificate (less than 6 months 
old). 

12. Deck Log Book. 

. Engine Log Book. 

14. Oil Record Book (machinery space operations and cargo/ballast 

operations). 

15. Tonnage Dues Certificate. 

16. Certificate of Financial Security in respect of Civil Liability for Oi 

Pollution Damage. 

Berthing Master is allowed to reject any vessel, which is considered 
unseaworthy or not holding up-to-date official documents. 
Declarations: The Joint Inspection Team shall require the following to 
be filled and delivered: 

6 copies Crew List (Chinese form). 

4 copies Passenger List (if any). 

1 copy Cargo Manifest for import/transit cargo with a summary (ballast 

or cargo already on board). 

1 copy List of Specified Articles (Money, gold and silver, transistors, 
tobacco, alcohol, cameras, tape recorders, T.V. sets, video tape 
recorders, motor cycles, watches, walkie-talkies, etc. (if any)). 

1 copy Maritime Declaration of Health (Chinese form). 

2 copies Ship's Stores List (inventory). 

Clearance from the last Port of Call. 

Valid Seaman's Certificate for all crew members. 

1 copy Declaration of Arms and Ammunition. 

2 copies Reports of Entry for Foreign Vessel (Chinese form). 

Cigarettes, cigars, tobacco, matches, spirits, wine, beers, perfume, 
and possibly other items, have to be locked up under customs seal from 
time of arrival of vessel in port, until time of leaving territorial waters 
Each person is allowed to bring in 2 bottles of spirits and 200 cigarettes, 
or the equivalent in grams of tobacco or cigars. Special allowances are 
made for the Master under special circumstances. The Customs Officer 
will seal the stores. 

Documents of Loading Cargo: Crude oil shipping documents will be 
prepared at BZ 34 Terminal, and after the vessel has been loaded, the 
documents will be completed, and final clearance formalities will be 
carried out on board. 

Protests: Any protests by the Master of the vessel concerning the 
quantity of cargo should be made before departure and any resulting 
investigation should be made before the vessel sails out. 

Outward Clearance: A vessel will be considered clear to depart BZ 4 
Terminal, when the crude oil shipping documents, the Release 
Certificate and the Port Clearance for a foreign-going ship have been 
delivered. 
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PILOTAGE: 

(1) Pilotage is compulsory for any vessel arriving at BZ 34 Termind 
for mooring, and unmooring. 

(2) The Pilot will board the vessel, and will act as Pilot for approaching 
and mooring, when she reaches the Anchoring Area and BZ 3 
Terminal is available. 

(3) The Pilot will advise the vessel's officers and crew on the layou! 
of the mooring equipment to be fitted on the forecastle head. 

Pilot Ladder: The vessel is required to have a clean and efficient pilo! 
ladder, fitted with spreaders and manropes, safely and securely rigged. 
ready for the Pilot to immediately embark and disembark on the side o! 
the vessel, and of sufficient length to reach the Pilot's boat. 

Life Buoy: A life buoy with safety line and self-igniting light, together with 
a rope messenger for the Pilot's bag, shall also be available at the pilo! 
ladder head. 

Good Weather Lee: Vessels shall afford a “good weather lee”, and shal 
reduce speed as directed by the Pilot, in order to effect the safe 
embarking or disembarking of the Pilot. 


APPROACHES: Charts and Sailing Directions: Charts and Sailing 
Directions for the area are as follows: 


Charts: 
Japanese 383, 392, 1403, 
Chinese 9303, 9304, 9701, 
British Admiralty 1250, 1255, 1256, 
American 94360, 94420, 94440. 

Sailing Directions: 
Japanese Pub. No. 203, 412, 782. 
Chinese Pub. No. 901A, 902, 903, 904. 
British Admiralty N.P. No. 32, 79F, 203. 
American Pub. No. 157, 112 


Pilot Chart No. 55, Tide Table Vol. 4. 
Approach: Approaches to BZ 34 Terminal are safe and withou 
navigational difficulties, but in some seasons special attention is draw’ 
to the numerous fishing boats. 
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se Regulations for Passing Through Bohai Gulf: Should the Master 
of a vessel decide to pass through the Bohai Gulf, he must apply for 
permission in accordance with the following Regulations: 

(1) Vessels passing through the Bohai Gulf: No vessel is allowed to 
pass through any channel, except Laotiehshan Channel, 
Changshan Channel and Dengchou Channel (only vessels under 
200 g.r.t. are allowed to sail). 

With Laotiehshan Lighthouse as centre and a distance of 10 miles 
as radius, and North Hwangchengtao Light Beacon as centre and 
a distance of 7 miles as radius, are to be two prohibited areas. 
Vessels are only allowed to pass through middle of these areas, 
namely Laotiehshan Channel. 

All vessels, passing through the Laotiehshan Channel, must send 
a message to the Harbour Master Dalian at least 8 hours prior 
to the estimated time of passing the line joining Laotiehshan 
Lighthouse and North Hwangchengtao Light Beacon’s two points, 
or after departure from the port (her passage is less than 8 hours), 
reporting the following details: 

Name of vessel, nationality, call sign, last port of call, port of 
destination, speed, colour of hull and funnel, and the exact time 
of passing through the line joining Laotiehshan Lighthouse and 
North Hwangchengtao Light Beacon's two points. 

In case there is any alteration of time to pass through the line 
owing to bad weather, such vessels should immediately report to 
the Harbour Master Dalian. 
(4) Dalian Coastal Radio Station: 
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Call sign XSZ 

Calling frequency 500 kHz 

Working frequencies 462 kHz; 8,694 kHz 
Reserve frequency : 8,678 kHz. 


Working day and night. 

(5) Vessels passing through the Laotiehshan Channel must display 
navigation lights in accordance with the Regulations for 
Preventing Collisions at Sea. 

(6) Vessels are prohibited from navigating in the water area within a 
radius of 10 nautical miles from the Reef Island. 

(7) Navigational aids are as follows: 

(a) Laotiehshan Lighthouse: 38° 43' 37” N., 121° 08' 02” E. 
Gp.FI.(2)W., ev. 30.0 sec. 25 M. 

(b) Beihuang Cheng Island navigation: 

120° 54’ 33” E. 

FI.W., ev. 3.0 sec. 15 M. 

(c) Houji Lighthouse: 38° 03’ 29” N., 120° 56’ 27” E. 
Gp.FI.(2)W., ev. 10.0 sec. 15 M. 

(d) Beichangshan navigation: 37° 59’ 32” N., 120° 41’ 37” E. 
FI.R., ev. 2.5 sec. 8 M. 

(e) Xiaozhushan Light: 38° 01' 17” N., 120° 52’ 09” E. 
FILW., ev. 5.0 sec. 14 M. 

ANCHORAGES: A “Prohibited Fishing” and “Restricted Navigation and 

Anchoring” area has been defined around BZ 34 Terminal. 

Anchorage Area: \f vessels are obliged, or instructed, to anchor, they 

should do so in the anchorage area which is indicated by the following 

four points. Water depth is about 24 m., and sea-bed mainly consists of 
mud. While at anchor, they should exercise vigilance at all times, and 

ifnecessary, make contact with BZ 34 Terminal by VHF on Channel 67, 

or Channel 16, at any time. 

(1) Lat. 38° 16’ N., Long. 119° 41’ E. 

(2) Lat. 38° 16’ N., Long. 119° 44’ E. 

(3) Lat. 38° 13’ N., Long. 119° 41’ E. 

(4) Lat. 38° 13’ N., Long. 119° 44’ E. 

This anchorage area is also available for vessels arriving at BZ 28 
Terminal, adjacent to BZ 34 Terminal, at about 23 km. distance. 
NAVIGATION AIDS: Well Head Platform (WHP): Two main white lights 
(visible at 10 nautical miles, morse code letter “U” every 15 seconds) 
are installed on opposite corners of the 2EP and 4EP WHP. 

Red lights (15 candelas, quick flashing) are installed on the crane 
head, crane operation cage and top of gas vent line. 

Single Point Mooring (SPM): The SPM is equipped with a radar reflector 

and a fog horn (I.A.L.A. usual audible range of 2 nautical miles) sounding 

the morse code letter “U'" every 30 seconds. 

Floating Production and Storage Unit (FPSU): The navigation and signal 

lights are provided according to the international regulations. When 

gases are burning, the flare can be seen farther than above lights. This 
flare is about 38 m. height above the sea level. 

RESTRICTIONS: Vessels are moored and unmoored in daylight hours 

only. 

Oraft Requirements: Vessels arriving at BZ 34 Terminal should have the 

minimum following drafts: 
1. The moulded draft amidships (dm.) in metres (without taking into 
account any ship’s deformation), shall not be less than: 
dm. = 2.0 + 0.02 x L 

2. The drafts at the forward and after perpendiculars shall correspond 
to those determined by the draft amidships (dm.), as specified in 
the preceding Paragraph 1, in association with the trim by the stern, 
of not greater than 0.015 L 

3. In any case the draft at the after perpendicular shall not be less 
than that which is necessary to obtain full immersion of the 
Propeller(s). 

NOTE: “L”, as measured in metres, mean 96% of the total length on a 
waterline at 85% of the least moulded depth, measured from the 
top of the keel, or the length from the foreside of the stem to the 
axis of the rudder stock on that waterline, if that be greater. 

MAX. SIZE: Maximum 110,000 d.w.t., minimum 15,000 d.wt. 

RADIO/VHF: 

PRE-ARRIVAL REQUIREMENTS AND COMMUNICATIONS: 

ommunications Before Arrival: The Owner (in case of a voyage 
chartered vessel) or the Charterer (for a long term chartered vessel) 

Should, 1 week prior to vessel's arrival, telex to “Penavico Tanggu”, 

Tokyo Office and Tianjin Office of Operator JCODC and Production and 

fansportation — Sales Department of Partner BOC, to attend the vessel 


38° 23’ 40" N., 


CHINA, People’s Republic of 


at BZ 34 Terminal, advising of the following items in addition to the way 
for the disbursement remittance. 

1. Name and address of the Owners or Charterers, with telex and 

telephone numbers. 
. Name of the vessel and international call sign. 
. Vessel's nationality. 
. Particulars of the vessel (Length, Breadth, g.r.t., n.r.t., Summer 
draft and Deadweight tonnage). 
Last and next ports of call. 
Master's name. 
. Destination(s) after loading. 
ETA BZ 34 Terminal in local time. (UTC plus 8 hours or plus 
9 hours, if daylight saving time (from the second Sunday of April 
to the second Sunday of September), is in force). 
9. Cargo requirement. 
10. Speed. 
11. Colour of hull and colour mark of funnel. 
12. Consignee. 
13. Crew List. 
Entry Formalities: The Master or Owner of the vessel shall, 1 week prior 
to its expected arrival at BZ 34 Terminal, submit the required forms to 
the Harbour Superintendency Administration through "Penavico 
Tanggu”, for completion of entry formalities. In order to proceed with 
such entry formalities, it is compulsory that "Penavico Tanggu’” receive 
the information, as specified in “Communications Before Arrival”, 1 week 
prior to vessel's arrival. 
Advice of Arrival: 72 hours prior to arrival at BZ 34 Terminal, vessels 
should advise Tianjin Office and Tokyo Office of Operator JCODC, 
Production and Transportation — Sales Department of Partner BOC and 
“Penavico Tanggu”, of their ETA by telex (see “Authority” and “Agent”). 
They should also confirm or amend it when they are 48 hours, 24 hours 
and 6 hours distant from BZ 34 Terminal. 
Details of message to be sent by the Master of the Vessel: The following 
information shall be included in the first message to be sent by the 
Master of the vessel: 
. Name of vessel and international call sign. 
. Vessel's nationality. 
. Owner's name. 
. Master's name. 
. ETA and date in local time (see “Communication Before Arrival 
— No. 8”). 
Last and next ports of call. 
. Destination(s) after loading and consignee. 
Cargo requirement. 
. Possible cargo on board. 
. Ballast on board on arrival in Segregated Ballast Tanks and in 
Cargo Tanks. : 
11. Deballast time: Only clean ballast (as mentioned in the Marpol 
International Convention), may be discharged into the sea. 

12. Estimated fore and aft draft on arrival and on sailing. 

13. Particulars of the vessel (see “Communcation Before Arrival — 
No. 4”). 

14. Flange size of vessel's manifold connection. 

15. Maximum loading rate. 

16. Number of crew on board. 

17. If there is any sickness aboard or clean Bill of Health. 

18. Whether BZ 34 Terminal is first or second port. 
Communications with Penavico (Agent) and BZ 34 Terminal: 
PENAVICO: 

(1) Penavico Radio communication hours are 0800 — 1700 local time 

on telex. 

(2) Message to and from the vessels shall be transmitted by telex 

(See Agent’). 
BZ 34 TERMINAL: 
(1) BZ 34 Terminal keeps continuous dual watch on Channel 67 and 
Channel 16 throughout 24 hours. 
(2) Vessels equipped with VHF radio telephone should call BZ 34 
Terminal on Channel 67 and/or Channel 16 in the Bohai Bay. 

(3) Other channel that can be used after a first call is Channel 73. 
Report to the Harbour Master Dalian: All vessels passing through the 
Laotiehshan Channel must send a message to the Harbour Master 
Dalian (See “Approaches”). 

Language: The working language of BZ 34 Terminal is English. 
BERTHING: Main Particulars of FPSU “Bohai Chang Qing Hao’’: 
LOA : 215.62 m. (707 ft. 05 in.) (L.W.L.: 210.00 m.). 
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Breadth : 31.00 m. (101 ft. 08 in.). 
Depth 17.60 m. ( 57 ft. 08 in.). 
Mooring: 


(1) Equipment and tools for mooring and hose connection will be 
brought on board the vessel by the Berthing Master. 

(2) When all preparations have been completed on the vessel and 
BZ 34 Terminal, the Pilot will approach the FPSU. 

(3) The vessel will then come close enough to the free floating pick- 
up rope, so that the crew of the workboat can secure the 
messenger rope to the hawser pick-up rope. 

(4) The messenger rope is then led through the centre Panama chock 
to the winch. 

(5) When the chafe chain is in the fairlead and the special triangle 
plate on board, they must be connected to a triangle plate using 
the special fork and shaft. 

(6) The shaft must be secured with the stopper provided. 

NOTE: Special triangle’s size is as follows. The size of Panama chock 
of the vessel should be larger than that of this special triangle. 
Unmooring: 

(1) Lead the pick-up rope of the mooring hawser to the mooring winch. 

(2) Pilot will manoeuvre the vessel ahead to slacken the mooring. 

(3) Take the weight off the mooring by heaving on the pick-up rope. 

(4) Pay-out the pick-up rope while the vessel moves slowly dead 
astern, then let go the free end. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
z the port side manifold with a lifting capacity of more than 10 tons — 

WL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock” quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

BZ 34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel's manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 kI./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 

Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 

Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


rt. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive ai BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15 p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

(2) Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 


plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 
Bilges: Bilges must not be discharged while at BZ 34 Terminal. 
Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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ean ooops by those responsible for the vessel, for all expenses 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour ang 
equipment costs for cleaning operations will be for the vessel's account 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinity 
AUTHORITY: Operator: Japan China Oil Development Corporation 
(JCODC). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building), 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (502) 1643. Telex: 02222179 Jcoil 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Repubiic 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (Int! 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tanggu, 
Tianjin, The People’s Republic of China. Tel: 86-22-97-4701, Ext.162 
86-22-77-1208 (Int'l subscriber dial call). Telex: 23163 Obpcc Cn 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 9623, 
Beijing, The People’s Republic of China. Tel: 86-1-201-4904 (nt! 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingang 
Tanngu Qu, Tianjin, The People's Republic of China. Tel: 86-22-97. 
3312, 97-3756. Telex: 23164XgpenCn., 23167 Xgpen Cn. 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, The 
People’s Republic of China. Tel: 86-22-31-7214, 31-2901 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-7210 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan) 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhen 
Urban District and about 20 nautical miles from the centre of Hong Kong 
The port is an important component of the expanding Shenzhen 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still under 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving the 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud an¢ 
sand bottom with good holding ground), can accommodate more thar 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoor 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwah 
Channel Light Buoy No. 5 serves as the anchorage for medium an¢ 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Aree 
Channel and Chiwan Port Area Channel. The former comprises the oute 
one between light buoys No. 1 to No. 5, and the inner one between ligh! 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, @ 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a widtho 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. ! 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Area 
Light buoys No. 2 and No. 3 are positioned at the junction of the basi 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m.) No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 35,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3.5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3.5 1x 1,000 
Jetty Berth No. 2 Wuwan 200 6.0 15,000 
Jetty Berth No. 3 Wuwan 110 6.0 15,000 
Sino-British Oil 
Whart Wuwan 100 4.0 13,000 
Dong Jiao Tou Wuwan 100 5.6 15,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 120,000 
Berth No. 2 Chiwan 250 10.0 120,000 
Nanhai Oil Wharf Chiwan 300 6.6 
Aquatic Wharf 
Wharf No. 1 Shekou (long frontage for small coast 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a to# 
capacity of 19,500 sq.m., but the total space is not yet fully operations 
The container stacking area is 13,300 sq.m. and the storage area fo 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq" 
respectively. 


SHIPMASTER'S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5'N., 
Long. 113° 53’ E. Pilot station is located in position Lat. 22° 25’N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
(only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
is assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 

Port: Chiwan (Shekou). 

Position: Lat. 22° 28.5' N., Long. 113° 53’ E. 

Chart: BA Charts No. 342 and 343. 

Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
Documents: 

Last Port Clearance. 

3 copies Cargo Manifest. 

2 copies Crew Declaration (Chinese form). 

4 copies Health Form (Chinese form). 

6 copies Crew List. 

All Crew Discharge Books and Passports checked. 

Bonded Stores List (Ship’s and Local Chinese form). 

About 10 personnel board with agent by tug about 20 minutes after 

anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 
is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 
Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and all 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency “Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (see 
AL.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF: Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship's rail. 

e liaison personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
a minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
or any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00" N. Long. 121° 42' 00" E. 
Lat. 38° 57’ 00" N. Long. 121° 46’ 00” E. 
Lat. 38° 56’ 18" N. Long. 121° 41’ 00" E. 
Lat. 38° 55’ 00" N. Long. 121° 46’ 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08" N. Long. 121° 46’ 55” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00" E. 


Lat. 38° 57’ 39” N. 
Tanker Anchorage: 


Long. 121° 46’ 55" E. 


Lat. 38° 59’ 08” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00" E. 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00" E. 
Hei Zui Anchorage: 
Lat. 38° 56' 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8” N. Eong. 121°37’ 31” E. 
Lat. 38° 56’ 7.5” N. Long. 121° 37' 38.2” E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30” E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00” N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00" E. 
Lat. 38° 55’ 00” N. Long. 122° 02’ 00" E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 12,000 h.p., 12,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of — Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) poe and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei Zui 2buoys - 5.0 — 7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 
Zi coke, grain, feed. 
Xin Gang 2 260. 15.0 Crude oil. 


CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 
MEDICAL: Hospital available. 
TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 
Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Daging oil field, at a rate of 70,000 bblis/hr. 
The main berth (205m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 = 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45"N., Long. 
121° 59’ 05" E.) and bounded by Positions: 

Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

Lat. 38° 55’ 42” N., Long. 122° 02’ 00” E. 

Depth 15/18 fathoms. 

Entry Inspection: Carried out at the Anchorage, during daylight hours, 
by 8 officials representing Customs, Immigration, Harbour Authority and 
Agency. The entry formalities were very easy and a Bonded Stores List 
was not required and the Bond was not sealed. The Immigration Officer 
checked all passports but a Crew muster was not required. After pratique 
has been granted and other entry formalities completed, 2 Immigration 
Guards stay on board until the vessel berths, and during this time they 
make out Crew Shore passes from Passports. After berthing, the Agent's 
representative lives on board during the vessel's stay and is very obliging 
and helpful. 
Berth: A modern (1977) concrete dolphin structure with tower/elevator 
gangway and winches on all dolphins, 420 m. long, direction 149°/329°. 


No. 1 (outside) Max. size: 100,000 d.w.t. 
Depth: 17m. 
Max. draft: 15m. 
Max. length: 360 m. O.A. 
Loading arms: 4x12 in. Chicksans 
Max. load rate: 10,000 t.p.h. 
No. 2 (inside) Max. size: 50,000 d.w.t. 
Depth: 14m. 
Max. draft: 12m. 
Max. length: 230 m. 


Fresh water is available on the berths but bunkers are supplied by 
barge from Dalian old port. 

The berths are connected to the shore by a cantilever bridge 
approximately 0.5 miles long and vehicles are not permitted over the 
bridge. 

There is a dirty ballast reception facility with a maximum rate of 

3,000 t.p.h. 
Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and 
1 medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. 
Berthing at No. 1 Berth is always port side to and is straightforward with 
plenty of men for handling moorings. Starboard anchor is let go about 
100 ft. off the berth. Pilots advise there can be moderate swell with 
E./S.E. winds. 

On departure the vessel is swung to starboard off the berth by 2 tugs 
and the Pilots disembark shortly after the swing is completed. The Red 
Flashing Buoy in Lat. 38° 58’ 20” N., Long. 121° 55’ 00" E. is left to port 
when berthing and to starboard on sailing. 


Communications: Agents: China Ocean Shipping Agency, Cable: 
Penavico, Dalian, require following message 7 days, or after sailing from 
previous port; name, call sign, nationality, ETA, draft fore and aft, cargo 
quantity to be loaded, crew's nationality and number, departure port and 
destination after Dalian. 

72 hours: ETA, clean and dirty ballast to discharge, cash required. 
48, 24 and 8 hours: ETA. 

8/12 hours: ETA to Harbour Master Dalian. 

8/12 hours: ETA, crew health condition to Port Health Dalian. . 

Dalian Port Radio can be contacted on VHF Channel 16 and will 
transfer call to Agents on Channel 9. 
Agent: China Ocean Shipping Agency, will provide cash advance but 
any unused currency must be returned to Agent before departure. 
Foreign currency can be exchanged ashore. Agents will provide mini- 
bus/taxis for crew travel to Dalian Town which is about one hour's drive. 
After completion of loading there is a delay of 3 to 5 hours before 
documents are brought on board for signature. Immigration require all 
shore passes to be returned and Customs wish to sight Tonnage Dues 
Certificate provided on arrival. There is an armed guard stationed at the 
shore end of the gangway at all times, and he inspects shore passes 
and Passports when leaving and returning to the vessel. 
Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, 
Sulphur: 0.1%, Load Temp: 40° — 45°C. 
Harbour Authority: As vessel's first call, authorities visited after arrival 
alongside and checked and inspected all safety and fire-fighting 
equipment, and required details of engine room bilge and sewage 
disposal whilst in port. Also checked Oil Record Book. They were a little 
concerned at direct mooring with wires and would perhaps be better to 
have rope pendants on mooring wires. Normal tanker port restrictions 
apply regarding pollution avoidance from oil, garbage and sewage, also 
no fishing is allowed either at anchorage or alongside. When alongside 
shore labour empty garbage receptacles once per day. 
Chandler: Dalian Ocean Supply Corporation have a comprehensive 
range of catering supplies, and limited deck and engine stores. From 
the price list obtained the range and price of provisions was extremely 
competitive. As no stores were purchased quality cannot be commented 
upon although the Catering Officer did visit the store in Dalian and 
reported that most of the articles listed in their brochure seemed to be 
available and of reasonable quality. Our call being in Winter season, 
fresh vegetables, fruits, salads, etc., were in short supply. 

Chandlers Cable Address: Supco, Dalian. Telephone 26820. 


SHIPMASTER’S REPORT: September, 1980. 

This is a brief report on port information obtained when vessel (42,764 
g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading 
Dagqing Crude Oil. 

Oil Terminal: Position Lat. 38° 59’ N., Long. 121° 54’ E. 

Restrictions: Entering formalities, so-called “General Examination” 
made, as a general rule, during day time only by the Port Officials of 
Quarantine, Immigration, Customs and Harbour Superintendency 
Administration. 
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Berthing and sailing operations take place 24 hours a day with the 
exception that the vessel does not berth on Berth No. 2 during night 


time. 
Documents: 

To be submitted to the Port Officials: 

a) Crew Lists (Chinese Form) 

* Japanese crew members are required to fill in 
their names and address in Chinese characters 

b) Report of entry for foreign-going ship (Chinese 

Form) 

c) Maritime Declaration of Health 

d) Import Manifest (Free Form) 

e) List of specified articles, foreign currencies, gold, 
silver belonging to ship and/or member of crew 
(Chinese Form) 

Specified articles means watches, cameras, 

recorders and transistor radioes, etc. 

f) Vaccination List (Free Form) 

g) Application for discharge of dirty ballast water to 
shore facility (Chinese Form) 

h) Application for discharge of segregated ballast 

water into sea (Free Form) 

Stores List is not required 

Chinese Forms are obtainable by the Agent 
To be shown to the Port Officials: 

a) Ship's Register 

b) Last Port Clearance 

c) Derat Certificate 

d) Load Line Certificate 

e) Safety Equipment Certificate 

f) Safety Construction Certificate 

g) Safety Radiotelegraphy Certificate 

h) Oil Record Book 

i) Certificate of Financial Security in respect of Civil 
Liability for Oil Pollution Damage 
Discharge Books, Passports and Yellow Cards 


* 


i) 
Pilotage: Compulsory for berthing and unberthing at the oil jetty 


Pilot boards about 5 miles E.S.E. of the jetty. 
No pilot boat, tug used. 


Anchorage: Quarantine Anchorage surrounded by the following fou 


points is established: 
a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 
b) Lat. 38° 56’ 48” N., Long. 122° 02’ 00" E. 
c) Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 
d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 
Nature of bottom is mud, depth of water 27 m. to 35 m. 


Berths: There are 2 tanker berths on the oil jetty with a length of abou 


6 copies 


2 copies 
1 copy 
1 copy 


1 copy 


1 copy 
1 copy 
1 copy 


400 m. and depth of 17 m. at Berth No. 1, 14 m. at Berth No. 2. 


Max. Size: 


Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 15 m 
Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m. 
Berth No. 1 is located on the offshore side of the jetty and Berth No.2 


on the inshore side. 
Vessels generally berth portside alongside. 


Health: Radio Pratique is not available. The Master has to show the 
yellow cards together with a vaccination list and submit a Declaration 


of Health. 


Radio: The Master or owner of a vessel, shall 7 days prior to vessels 
arrival, submit the required forms to the Harbour Superintendenc 
Administration through the Agent (Penavico, Dalian) for completion 0 


entry formalities. They require: 
a) Vessel’s name 
b) Nationality 
c) ETA 
d) Arrival draft 
e) Quantity of cargo to be loaded at Dalian 
f) Nationality and the number of the ship's personnel 
g) Last port 
h) Destination 


The Master has also to radio to the Agent her ETA and arrival draft 
24 nours in advance of her arrival, through Dalian Radio, who is to advisé 


the Harbour Superintendency Administration. 


Furthermore, the Master is also required to advise her Agent 2 or! 
days prior to her arrival, of the quantities of the segregated water ballas 


and other water ballast retained on board at the time of arrival. 


VHF: Dalian VHF station keeps a 24 hour listening watch on Channe 


16 and is available to communicate with Agent (Penavico). 


Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 fo 


unberthing. 
Fresh Water: Available either from the shore or barge. 
Fuel: Fuel oil and marine diesel oil are both available from 


Ballast: No ballast water is allowed to be discharged into the sea, exce? 


segregated ballast water. 


Shore reception facilities with a capacity of 30,000 tons can receiv 
3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per ton 

According to the Regulations, the Authorities will allow discharge ¢ 
ballast water into the sea subject to the oil content of the ballast wate 
being less than 10 p.p.m. However, as a matter of fact, any ballast wale 
loaded in cargo tanks is not allowed to be discharged into sea for the 
reason that the Master cannot give them any evidence of the oil conte 


of the ballast water. 


Therefore, there is no necessity for cleaning cargo tanks for ballastit 


purpose. 


Customs Allowances: Ship's bonded stores are not sealed. No limitate 


to cigarettes or wine/spirit for use on board. 


Identification Cards: Shore leave is granted from sunrise to midnight 


Shore passes are issued by the Immigration Officer. 


Crew members going ashore must carry the shore passes togethé 


with their Passports or Discharge Books. 


barge. 


There is a seamen’s club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen’s club. 

Cargo: The crude oil shipped at this terminal is the Daqing Crude. The 

properties of Dagqing Crude which the vessel loaded in September 1980 

at this terminal were as follows: 

a) API 32.84 

b) Temperature of cargo loaded 41.0°C. (106.0°F) 

c) Pour point 24.0° — 25.0°C (77.0°F) 

Cargo heating may be required. 

Loading: 
Berth Size of arm flange 
No. 1 12 in. 

No. 2 12 in. 3 

Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 

Notice of Readiness will be accepted at the time of completion of the 
eneral examination. 

Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 

Provisions: Available at a low price. Ship chandler will be arranged by 

the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 
geographical positions: 

Lat. 38° 51’ 00" N., Long. 121° 46’ 12” E. 

Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
Separation Lane is connecting following: 

Lat. 38° 55’ 00" N., Long. 121° 46’ 12” E. 

Lat. 38° 57’ 00" N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38°57’ 21” N., 
Long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 

Lat. 38° 59’ 08" N., Long. 121° 42’ 30” E., 

Lat. 38° 57’ 39” N., Long. 121° 42’ 30’ E., 

Lat. 38° 57’ 39” N., Long. 121° 45’ 00" E., 

Lat. 38° 59’ 08" N., Long. 121° 45’ 00" E. 
The East Boundary Line between the Separation Lane and the Inshore 
Traffic Zone is: 

Lat. 38° 51' 00" N., Long. 121° 48’ 30” E., 

Lat. 38° 54' 24” N., Long. 121° 48’ 00” E.” 


SHIPMASTER’S REPORT: December 1986. 
Documents: Only 1 copy of each document required except for Crew 
List (6 required). Refused to accept ‘Marine Declaration of Health’ as it 
was in English only. All documents had to be in Chinese/English — all 
available from Agent as well as ‘application’ forms (de-ballast, postage, 
etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship's papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range, Radio Officer reported the 
Station as reasonable. 
Berth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
restricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
Shore Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC book to be 
carried when going ashore. 
} Local Seaman's Club and Friendship Store will change any foreign 
urrency. 

Taxis to and from club or store apparently paid for by them; from 
elsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

Berth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

Loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 
lS Was an optimistic estimate as we received at a maximum rate of 

5,200 tonnes p.h. with 4x12 in. booms connected. This decreased to 
ut 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 

Ballast: During entry formalities, the Harbour Master checked the Oil 

Record Book and the Deck Log Book to confirm where the ballast was 

shipped. Any ballast taken in Singapore or the Malacca area is 

Considered ‘infected’ and must be discharged ashore. 


Number of arm 
5 


CHINA, People’s Republic of 


Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship's staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman's Club, where there is 
a_ bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


AUTHORITY: Port of Dalian Authority, 1 Gangwan Street, Zhongshan 
District, Dalian, China. Te/: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 40.08 N. 124.20 E. 


LOCATION: Langtou Port District: 40° 07' N., 124° 09’ 02” E. 
Dandong Port District: 39° 49' 05” N., 124° 09' 02” E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
For Dandong Port District, Pilot boards at the Quarantine Anchorage. 
For Langtou Port District, Pilot boards at Jiangkou Anchorage. 
ANCHORAGES: 


Depth of Max. size Use of 
Name Water of Vessel Anchorage 
(m.) tons 

Jiangkou 8.0-10.0 10,000 Sheiter 
Langtou 4.0- 5.0 1,000 Waiting 
Donggang 8.0-13.0 10,000 Lightering 
Quarantine over 10.0 10,000 Quarantine 
Dandong 9.0-10.0 10,000 Quarantine 


RESTRICTIONS: Max. draft in the channel 6.3 m.-8.0 m. 

VHF: Radio Station ‘XSB 48' maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 

TUGS: 1x40 h.p., 1x600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Depth Use 
(m.) (m.) ' 

Langtou No. 1 68 5.2 Grain 

No, 2 122 8.2 Grain 

No. 3 126 8.2 Metal 
Dandong No. 1 198 10.0 Metal and Coal 
Old Berth ~ 68 oe General Cargo 


REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
to tidal variation. The pilot boards from a tug which flashes its lights 
when approaching the vessel. The boarding place is 1 mile South of the 
Quarantine Light Buoy. 
ANCHORAGE: Quarantine Anchorage: A Quarantine Anchorage has 
been established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 
The anchorage can accept vessels up to 25,000 d.w.t. Nature of bottom 
is mud and sand. 
RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
has a minimum width of 80 m. and is dredged to a minimum depth of 
7.4m. The channel is 7.5 miles long and is marked by light buoys and 
leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 

Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 2,600h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 
No. 1 180 9. General Cargo 
No. 2 180 9.0 General Cargo 
No. 3 180 9.6 Heavy Cargo 
No. 4 180 9.6 Grain 
No. 5 180 9.6 Cement 
No. 6 205 10.6 Coal or Ore 
No. 7 205 10.6 Coal or Ore 
CRANES: Berth No. 1: 2 x 10 ton. 

2:2 x 10 ton. 

3: 2 x 10 ton. 

4:2 x 10 ton 

5:2 x 10 ton 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
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GENERAL: Floating Cranes: None available. 
Provisions: Available. Contact China Shipping Supply Corporation. 
Cargoes Handled: Sugar, coal, grain, fertiliser, cement, ore, timber, steel 
and general cargo. 
Storage: 

Warehouse: 4,500 sq.m. 

Open storage space: 200,000 sq.m. 
DEVELOPMENTS: Upon completion of the port modernisation program, 
54 berths will be available for handling of vessels up to 50,000 d.w.t. 


SHIPMASTER’S REPORT: March 1989. 

Location: The port is located in position Lat. 21° 37’ N., Long. 108° 20’ E. 
It is a small port at the end of a dredged channel which is 7 miles long 
and 80 m. wide. 

Formalities: Customs, Immigration and Health Officials board on arrival, 
together with the Agent. We prepared ships papers in advance of arrival 
and all were accepted, except for the Crew List which has to be made 
out on Chinese forms. The Agent will deliver Chinese clearance forms 
and assist with completing them. 

Shore passes are issued for each crew member and are collected 
prior to departure. The port rules are also handed over to the Master 
and these again are collected prior to departure. 

The bonded store was sealed by Customs but the beer store is left 
unsealed. 

Pilotage: The Pilot boards the vessel from a tug, one mile South of the 
pilot buoy. There are 4 pilots available at the port. 

On arrival the vessel should call Fangcheng Radio on VHF Channel 
16, who will connect the vessel with the pilot office, after which the vessel 
may communicate with the pilot station on VHF Channel 16. The 
language of communication is English and no difficulties were 
encountered. 

Pilot Ladder: No special requirements. 
Approaches: The charts used on our visit were B.A. Chart No. 3990 
and Chinese Chart Nos. 16791 and 16792. 

No difficulties were encountered on our approach, Cape Pak Loung 
4 a good radar target and the yellow pilot buoy is visible at 5 miles on 
the radar. 

Channel: The Channel is marked by light buoys and leading lights and 
has a width of 80 m. Vessels with a draft of 7.0 m. may use the Channel 
at any time day or night. 

Anchorage: Quarantine Anchorage: A Quarantine Anchorage has been 
established between parallels of 21° 21.5’ N. and 21° 28’ N., and the 
meridians of 108° 20’ E. and 108° 26’ E. This anchorage is not marked 
on B.A. Chart No. 3990. 

We anchored on the Northern border of this anchorage, which was 
2 miles to the South of the pilot buoy. The depth of water is approximately 
16.0 m. and nature of the bottom is mud and sand. 

Tide: Most arriving vessels have to anchor, due to the tidal situation. 
The tidal range is about 4.0 m. 
Max. Size: The port can accommodate vessels up to LOA 185 m. 

Vessels up to LOA 210m. may be accepted if the Agent seeks 
Harbour Master's approval. 

The maximum permissible draft on the highest tide is 11.0 m. If a 
vessel has a draft greater than 11.0 m. it may be lightened in the outer 
roads if advanced notice is given to the Agent. 

Tugs: There are 4 tugs available, of which 2 are powerful tugs of 
international standard. When berthing alongside the tugs use their own 
lines and make fast fore and aft. 

Berthing: The port of Fangcheng has 7 berths. Berths No. 1 and 2 have 
a depth of 8.0 m. and Berths No. 3 — 7 have a depth of 9.0 m. — 10.0 m. 
at lowest low water. 

All berths are fitted with rubber spring fenders and at high water they 
are below the water surface. 

Stevedores: Work is carried out throughout 24 hours in 3 shifts 
(0800 hrs. — 1600 hrs., 1600 hrs — 2400 hrs. and 2400 hrs. — 0800 hrs.). 
Meal hours are 0400 hrs. — O500hrs., 1130 hrs. — 1300 hrs. and 
1930 hrs. — 2100 hrs. The gangs consist mainly of labourers from farms 
and mines. 

Cranes: There are 10 cranes of 10 tons capacity which are available at 
all berths. 

Medical: Medical facilities and doctors available locally. 

Fresh Water: Fresh water is available. As the water is not frequently 
used by vessels, the first water in the line is very rusty and may take 
as long as one hour before clear water is running. Fresh water is also 
available by barge at the outer roads on request. 

Fuel: Fuel is available by barge from other ports in an emergency but 
it is very expensive. 

Watchmen: There are 2 watchmen (Immigration Officers) on board day 
and night. 

Surveyors: No surveyors available locally. If required Lloyd's and ABS 
can provide surveyors from Hong Kong. 

Local surveyors for bunkers or off-hire surveys can be ordered from 
nearby Chinese ports. 

Repatriation: Possible. Information should be provided to the Agent 

when the vessel is alongside. 

Airport: Nanning Airport is approximately 180 km. from the port by bus. 

Time: GMT plus 8 hours. In Summertime from April 21st to September 

22nd, clocks are advanced one hour. 

Shore Leave: Possible. Shore passes and passports must be carried 

when going ashore. 

General: 

Seaman's Club: There is a Seaman's Club locally from which overseas 

telephone calls may be made. 

Telephone/Telex: Available in the Agent's office. Connections to foreign 

countries are made through the operator, waiting time of 30 minutes or 

more can be expected. Within the next year or so a direct dialling system 

will be established. 

Garbage: Form for garbage removal is signed by the Master on arrival. 

cael will be removed daily by the collector and should be in plastic 
ags. 
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Ship Chandler: The ship chandler boards on request with a price lis, 
and speaks good English. 

Laundry: Laundry service is available and is handled by the ship 
chandler. 

Currency: The currency is the Yuan. The official rate of exchange in 
March 1989 was 3.62 Yuan to U.S. $1.00. 

Imports: Grain, fertiliser and raw sugar. 

Exports: Manganese ore, coal, bauxite, cement and refined sugar. 
Agent: PENAVICO (China Ocean Shipping Agency). The Agent speaks 
good English and was very helpful in every respect. 


FUZHOU (Foochow): 26.03 N. 119.18 E. 


PILOTAGE: Compulsory. Pilot available between 0400 hrs. ang 

2000 hrs. Pilot boards vessel in the anchorage (position: Lat 

26° 07’ 44” N., Long. 119° 38’ 44” E.). 

ANCHORAGE: Tingjing Guantou Anchorage has a depth of 

6.0 m. — 12.0 m. and accepts vessels up to 20,000 d.w.t. 

MAX. SIZE: Max. draft in channel is 8.0 m. at LW and 8.5 m. at HW. 
Tidal range: 6.0 m. maximum and 3.5 m. minimum. 

VHF: Port radio on Channel 16 throughout 24 hours. 

TUGS: 1 x 600h.p., 1 x 900h.p., 1 x 1,600 h.p., 1 x 2,300 h.p. and 


1 x 3,200 h.p. 
BERTHING: 
District Berth Length Depth Use 
No. (m.) (m.) 
Ma Wei 1 9.0 General Cargo 
2 592 9.0 General Cargo 
3 7.0 Passenger 
4 7.0 Container 
Tai Jiang ned 80 + 30 4.0 General Cargo 
CRANES: 1 floating crane of 35 tons capacity. 
Ma Wei: Berth No. 1 4 x 10 tons 
2 6 x 16 tons 
3 10 x 8 tons 
4 8 x 8 tons 
Tai Jiang 1 x 4.5 tons 
3 x 3.8 tons 


FRESH WATER: Contact Xia Mean Hua Hang Co. 

FUEL: Contact Xia Mean Hua Hang Co. 

REPAIRS: Facilities available. 

GENERAL: 

Provisions: Contact China Ocean Shipping Supply Co. 

Storage: Warehouse: 5,500 sq.m. Open storage: 5,700 sq.m. Containe 
storage: 4,000 sq.m. — 30,000 sq.m. 

Imports: Cement, fertiliser, rice, coal and general cargo. 

Exports: General cargo and stone. 


SHIPMASTER’S REPORT: July 1985 (Updated 1990). 

Documents: Documents required are same as for other Chinese Ports 
7 copies of Notice of Readiness must be provided. Inspection part 
boards with Agents and all formalities are carried out promptly. 
Formalities include Port Health Inspection (granting of Quarantine) anc 
Immigration and Customs clearance. 2 Police Officials remain on boart 
throughout until vessel's departure. 

Pilotage: At Quarantine Anchorage 2 Pilots board, and the vessel is 
taken 5 miles up river to either Guantou Anchorage or a few miles furthe 
up river to Minan Anchorage. 

Approach: From 5 miles S.W. of Baiquan Liedo pass around its S.W 
side and approach position Lat. 26° 06.22’ N., Long. 119° 52’ E. Ther 
turn West to cross bar at HW (daytime only). Set course 265.5°T agains 
Baiyun Shan leading lights. (These are visible clearly as white concreté 
structures on hills in daytime at least 15 miles off). On reaching Lat 
26° 05’ 37” N., Long. 119° 41’ 40” E. and 0.21 miles Southward of Buoj 
No. 3 in position Lat. 26° 05’ 49” N., Long. 119° 41’ 42” E. alter coursé 
to 308°T against Culudao leading lights. These leading lights are no 
marked on BA. Chart 2400. The forward light (white concrete structure) 
is on Xifengshi Point in approximate position Lat. 28° 08.2’ N. Long 
119° 38.3’ E. Thence approach Quarantine Anchorage centred on Lal 
26° 07’ 42” N., Long. 119° 38' 44” E. Whilst awaiting daylight HW vessé 
can anchor in position Lat. 26° 06’ 30” N., Long. 119° 50’ 00” E. Thert 
is no restriction on use of Radar or echo sounder. 

General: Vessel must cross bars and arrive at Quarantine Anchoragt 
marked on BA. Chart 2400. Time of arriving at Quarantine Anchorag 
is time of Arrival at the Port. Pilots usually do not reply when called 0° 
VHF, however, Fuzhou Radio can be called on Channel 16 at any tim 
and asked to convey message to Pilots. Fuzhou Radio will also mak 
VHF contact with Penavico. Thus for any assistance Fuzhou Radio 0 
VHF Channel 16 can be contacted at any time. 

Authorities do not board at this anchorage, since it is far from Ma We 
Agents main Office is situated in Fuzhou City but their full Operation 
Department is stationed in Ma Wei within the dock area. Fron 
Quarantine Anchorage vessel is Piloted to either Guantou or Mina 
waiting anchorage, about 12 miles and 6 miles respectively from M 
Wei. The Arrival formalities are carried out at these anchorages. 
Restrictions: Navigation and all movements during daylight HW only 
Max. draft 8.0 m. for going to Ma Wei. No navigation is possible beyo™ 
Ma Wei. If vessel is drawing more than 8.5 m. she can be lightened # 
anchorage, but this will be difficult and cause delays due to shortage? 
barges, etc. In any case maximum draft permissible is 8.5 m. Howevé 
it is advisable not to load to more than 8.0 m. if complications are to® 
avoided. Vessels of more than 180 m. length may find difficulties * 
anchorages. Ideally vessels of 10,000 tons gross are suitable. 

Note: If drawing more than 8.0 m., vessel should contact “Penavie 
Fuzhou” before arrival. 


There are 2 spring tides each month. A draft of less than 9.0 m. can 
be handled at spring tides. 

Prohibited area for Navigation is bounded by Beipiao Peninsular Lat. 
26°21'N., Long. 119°55'E.; Mazuleidao Lat. 26°09'N., Long. 
119° 55’ E.; Baiquan Liedo Lat. 25°57'N., Long. 119°58’E. and 
Tongyindao Lat. 26° 22’ N., Long. 120° 30’ E. 

Radio: 48 hours and 24 hours Notices of Arrival must be sent via Fuzhou 
Radio. Call sign “XSL". Frequencies: MF-430 kHz all day, and HF-4343 
kHz (1800 hrs. — 0600 hrs. local time) or 8598 kHz (0600 hrs. — 1800 hrs. 
ical time) to “PENAVICO Fuzhou”. All foreign vessels are handled by 
Penavico. They will reply with radio message giving tide times and arrival 
structions which are similar to those found in BA. Pilot. 

Berthing: Four ships can be berthed at Ma Wei. Berth No. 1 is suitable 
for ships drawing 7.5m., other berths can accommodate vessels 
drawing 7.00 m. About 5 to 6 vessels can work at anchorages off Ma 
Wei. Discharge rate about 1,000 tons per day (Bags/about 4 gangs). 
Cargo Gear: There are 4 cranes of about 5 tons capacity, one for each 
perth. Cargo work is mostly carried out with ship's derricks. There are 
several new mobile cranes, and new fork lifts capable of handling 
20 ton containers. Cargo is discharged on to trailers and taken to storage 
sites or directly to railway wagons. 

Stevedores: State controlled. Work is continuous in three shifts daily. 
Medical: Hospitals situated very close to dock area with full facilities. 
inoculations can be carried out. 

Fresh Water: Laid on at wharf. Rate 50 t.p.h. Due to waiting period 
vessels must arrive with tanks full, and water must be rationed during 
waiting period. With difficulty water is supplied at anchorages by barge 
(capacity 60 tons.) 

Fuel: All grades available. 

Density: 1000 at LW. 1015 at HW. 

Time: GMT plus 8 hours. 

Delays: Vessels may have to wait for berths for long periods. Sometimes 
30 to 40 days. 

Developments: Large areas are being reclaimed and long term plans 
exist to increase berthing facilities. Extensive dredging is also in 
progress. 

General: Provisions: Reasonable amounts of fresh provisions are 
available at very good prices. However dairy products like butter and 
frozen provisions not available. Vegetables in limited variety. Fresh 
meat, poultry and fish are plentiful. 

Laundry: Local Seamen's Club handles laundry. Delivery after about 
10 days. Service is unreliable. 

Agents: China Ocean Shipping Agency, 20 Wuyi Road (South), Fuzhou. 
Cable Address: Penavico Fuzhou. Tel: (0591) 569572. Telex: 92137 
FAHN CN. Fax: (0591) 568150. 


AUTHORITY: Fuzhou Port Authority, Mawe, Fuzhou. Te/: (0591) 
582132. 


GUANGZHOU, including Huangpu (Whampoa): 
23.05 N. 113.25 E. 


Also see “General” before first port. 
TUGS: 21 tugs up to 1,800 h.p. 
BERTHING: The Port of Guangzhou spreads over some 40 km. along 
the Pearl River from Huangpu's new port area located at the mouth of 
the East River in the East to the terminals located at the East Bridge, 
crossing the Pearl River in the West. 

The port offers 21 berths for vessels up to 10,000 d.w.t., 43 berths 
for vessels up to 1,000 d.w.t. 15 mooring buoys and 15 operational 
anchorages. The depth of the channel is 9m. and vessels up to 
25,000 d.w.t. can enter this port at high tide. Vessels with deeper draft 
can be lightened at anchorage before entering the port. 


The Huangpu area within the Port of Guangzhou is divided as follows: 


Old Port Area: 17 berths (on both sides of the river) accommodating 
vessels of up to 10,000 d.w.t. and one berth for vessels of maximum 
5,000 d.w.t. Depths alongside up to 7.0m. There are over 20 
warehouses of about 50,000 sq.m. and stockyards covering about 
147,000 sq.m. 

New Port Area: 10 specialised berths for bulk grain, bulk fertiliser, 
containers and bulk oil handling, accommodating vessels up to 
20,000 d.w.t. Depth alongside 11.9m. Ample warehouses and 
Stockyards for all kinds of cargo, one grain silo and facilities to handle 
bulk fertiliser, including bagging, are provided. General cargo ships may 
use these berths when space available. 

Container Terminal: Two berths totalling 471 m. in length with 12.0 m. 
depth and a container yard of 90,000 sq.m. The three container gantry 
cranes have lifting capacities of 30.5 tonnes. 

Coal Terminal: There are 3 berths at this terminal capable of 
accommodating 2 vessels up to 20,000 d.w.t. or 3 vessels of maximum 
10,000 d.w.t. 1 x 1,000 t.p.h. shiploader and 4 x 500t.p.h. ship 
unloaders, 

While the Huangpu area of the Port of Guangzhou has the general 
restrictions of LOA 180m. and draft of 9.0m., the Port Authority is 
prepared, on a case to case basis, to consider acceptance of vessels 
with LOA/draft slightly over these limits. 

CRANES: Quay cranes of 3 tons — 10 tons capacity and 5 floating cranes 
with capacity 30 tons — 250 tons. 

MEDICAL: Hospital available. 

FRESH WATER: Available. 

FUEL: Available. 

AIRPORT: Guangzhou Airport. 

DEVELOPMENTS: The Port of Guangzhou is presently expanding. 
Tenders are being called for the construction of 10 multi-purpose berths 
Or vessels up to 35,000 d.w.t. in the Xin Sha project, 5 of which are 
planned to be completed by 1994 and in the Li Jiao Terminal with 


Capacity of 3 million tonnes of cargo annually, to be completed by 1990. 


CHINA, People’s Republic of 


SHIPMASTER’S REPORT: July 1981 and October 1984. 

Item Nos. 6 — 9 amended by report received in October 1984. 
Southern Approaches to Huangpu: 

1. Vessels approaching from the South, bound for Canton and 
Whampoa should steer a course of 005°, so as to arrive approximately 
5 miles West of Wen-Wei Chou (Gap Rock). An occasional light is 
exhibited from Gap Rock Lighthouse, but more often this light does not 
function and therefore should not be relied upon. 

2. On approaching Gap Rock the first land mark that appeared on 
the horizon was the group of Great Ladrone Islands at a distance of 
approximately 20 miles on a clear afternoon. On closing Great Ladrone 
to a distance of about 10 miles, the group of islets to the East of Gap 
Rock were seen. Closing further to a range of 8 miles only, the Gap 
Rock was seen and identified. 

3. The Gap Rock Islet is rugged in appearance and devoid of any 
vegetation. The lighthouse is located at the centre of the islet and differs 
slightly from the illustration in the Pilot, in that the dome-like structure 
is non-existent. The structure is slightly inclined and looks neglected. 

4. The light on the Chuk Wan Shan Island is prominent and was 
visible at a distance of approximately 15 miles and is located at the 
summit. It is whitish and dome-like in appearance. 

5. On identifying Gap Rock, vessel should proceed on the 
recommended course of 013°, keeping clear of the wreck marked 3 
miles (approximately) West of Gap Rock and follow the recommended 
track so as to arrive at the Quarantine Anchorage demarcated West of 
La Sa Wei Island. It was observed that most ships prefer to anchor 
closer to the Ma Wan Light due to deeper waters. The anchorage off 
La Sa Wei affords good holding ground and shelter from all types of 
weather. 

6. Vessels remain at this Quarantine Anchorage for a considerable 
length of time and all ships requirements, Pilot, berthing instructions, 
movements, etc., will have to be sought from the Agents ‘‘Penavico” 
through Guangzhou Radio on 8490 MHz. 

7. Loaded vessels may have to anchor at the Bar before entering the 
Chuen Pi Channel at Lat. 22° 45’ N., Long. 113° 39’ E. (B.A. 1741) to 
await the next tide. Once ready for heaving anchor and swinging the 
vessel's bow into port direction, Pilots ask for the lights “Red” over 
“White” to be switched on for turning and to switch them off again after 
completing the turning manoeuvre. 

Pilots listen on VHF Channels 9 and 16 and vessels can try to contact 
them once approaching La-Sa-Wei Quarantine Anchorage but vessels 
have to be patient as not many of shore personnel appear to understand 
English and they will not reply unless there is a Pilot standing by to 
attend. 

8. The usual muster of crew is not carried out. However, a very 
thorough inspection is carried out by Immigration at Pratt Point, about 
3.5 miles downstream (B.A. 1742). At that position the vessel drops 
anchor and awaits Immigration, who once on board order all the crew 
into one messroom, leaving wardrobes, lockers and cabin doors open. 
Then 4 men of the crew will be chosen, 1 to go with 1 soldier through 
the accommodation, 1 to go with another through the engine room and 
2 others to accompany 2 other soldiers through the cargo holds. This 
procedure takes about 1 hour. Only after this inspection does Master 
obtain his clearance and is able to sail. 

9. Huangpu Port (Whampoa) has been extended enormously. There 
are pier facilities for at least 6 medium size general cargo ships and at 
appprox. position Lat. 23° 03.25’ N., Long. 113° 28.5’ E. near Shuang 
Kang (B.A. 1742) there exists a new container and Ro/Ro pier for 
3 ships. 

The cargo of my vessel (ST 14 of 11,363 tonnes) of bagged urea was 
discharged in 62 hours after working with up to 9 gangs (5 hatches) day 
and night. 

10. The Seaman's Club Representatives board the vessel soon after 
arrival and will arrange any sight seeing tours at nominal cost. Seaman's 
Club provides good meals and club facilities. Seaman's Store and the 
Friendship Stores afford good shopping at reduced prices. Ship 
provisions and fresh vegetables are available in abundance. 

11. Vessels leaving Whampoa, Northbound will have to follow the 
same route unless prior approval is sought from the Agents to go through 
the Lema Channel. 


AGENT: Jardine Matheson (China) Ltd., Room 801, China Hotel, Liu 
Hua Lu, Guangzhou, People’s Republic of China. Tel: 677464, 677460. 
Telex: 44407 JMCGZ CN. 

Associated with Jardine Shipping Agencies. 


HAIKOU: 20.01 N. 110.16 E. 


PILOTAGE: Compulsory. Pilotage is undertaken day and night. 
Pilot boards vessel at quarantine anchorage. 

Also see “Anchorage”. 
ANCHORAGE: Depth 4.0m. — 18.0m. Can accommodate vessels 
20,000 d.w.t. — 25,000 d.w.t. 
Pilotage Anchorage: Between Lat. 20° 05’ 14” N. and Lat. 20° 05’ 36” N. 
and Long. 110° 16’ 08” E. and Long. 110° 16’ 51” E. 

Depth 15 m. — 18 m. Bottom: Mud and sand. 
RESTRICTIONS: Entry and sailing after sunset is possible. 
MAX. SIZE: Max. draft in channel 6.0 m. 

Tidal range: 0.5 m. — 2.4 m. at Spring tides. 1.1 m. — 2.0 m. at Neap 
tides. 

Also see “Berthing”. 
VHF: Haikou Radio on Channel 16 (24 hours). Penavico on Channel 9 
(24 hours). 
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LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
at the port side manifold with a lifting capacity of more than 10 tons — 
SWL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock” quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

BZ 34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel's manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 kl./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 

Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 

Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


port. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15 p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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aryl by those responsible for the vessel, for all expenses 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour ang 
equipment costs for cleaning operations will be for the vessel's account. 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinity 
ri ethes Gait: Operator: Japan China Oil Development Corporation 
(J ). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building), 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (502) 1643. Telex: 02222179 Jcoil 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Republic 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (Int! 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tanggu 
Tianjin, The People's Republic of China. Tel: 86-22-97-4701, Ext.162 
86-22-77-1208 (Int'l subscriber dial call). Telex: 23163 Obpce Cn 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 9623 
Beijing, The People’s Republic of China. Tel: 86-1-201-4904 (Int) 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingang 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97. 
3312, 97-3756. Telex: 23164XgpenCn., 23167 Xgpen Cn 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, The 
People’s Republic of China. Tel: 86-22-31-7214, 31-290! 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-7210 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan) 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzher 
Urban District and about 20 nautical miles from the centre of Hong Kong 
The port is an important component of the expanding Shenzher 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still unde 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving the 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud an 
sand bottom with good holding ground), can accommodate more tha 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoo 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwa’ 
Channel Light Buoy No. 5 serves as the anchorage for medium an 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Are: 
Channel and Chiwan Port Area Channel. The former comprises the outé 
one between light buoys No. 1 to No. 5, and the inner one between ligh 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, ! 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a width¢ 
80 m. and a minimum depth of 9 m. is marked by the light buoys No.’ 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Areé 
Light buoys No. 2 and No. 3 are positioned at the junction of the bas’ 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m.) No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 35,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3.5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3:5 1x 1,000 
Jetty Berth No. 2 Wuwan 200 6.0 15,000 
Jetty Berth No. 3 Wuwan 110 6.0 15,000 
Sino-British Oil 
Whart Wuwan 100 4.0 13,000 
Dong Jiao Tou Wuwan 100 5.5 1x5,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 1x 20,000 
Berth No. 2 Chiwan 250 10.0 120,000 
Nanhai Oil Wharf Chiwan 300 6.6 
Aquatic Wharf 
Wharf No. 1 Shekou (long frontage for small coas 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a tot 
capacity of 19,500 sq.m., but the total space is not yet fully operation 
The container stacking area is 13,300 sq.m. and the storage area! 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq! 
respectively. 


SHIPMASTER’S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5'N., 
Long. 113° 53’ E. Pilot station is located in position Lat. 22° 25’ N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
(only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
is assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 

Port: Chiwan (Shekou). 

Position: Lat. 22° 28.5' N., Long. 113° 53’ E. 

Chart: BA Charts No. 342 and 343. 

Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
Documents: 

Last Port Clearance. 

3 copies Cargo Manifest. 

2 copies Crew Declaration (Chinese form). 

4 copies Health Form (Chinese form). 

6 copies Crew List. 

All Crew Discharge Books and Passports checked. 

Bonded Stores List (Ship’s and Local Chinese form). 

About 10 personnel board with agent by tug about 20 minutes after 

anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 
is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 
Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and ail 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency “Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to 'MARDEP Hong Kong’ (see 
A.L.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was Carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF: Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship's rail. 

fs mrtg personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
a minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
for any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00" N. Long. 121° 42' 00" E. 
Lat. 38° 57’ 00" N. Long. 121° 46’ 00” E. 
Lat. 38° 56’ 18” N. Long. 121° 41’ 00” E. 
Lat. 38° 55’ 00" N. Long. 121° 46’ 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08" N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08" N. Long. 121° 46' 55” E. 
Lat. 38° 57' 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 57’ 39” N. Long. 121° 46’ 55” E. 
Tanker Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00” E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8" N. Long. 121° 37’ 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37’ 38.2” E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30” E. 
Lat. 38° 58’ 36" N. Long. 121° 57’ 30" E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30" N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00" N. Long. 121° 59’ 00” E. 
Lat. 38° 56’ 48” N. Long. 121° 59’ 00” E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00" E. 
Lat. 38° 55’ 00” N. Long. 122° 02' 00” E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 1x2,000 h.p., 1x 2,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) ; 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) penn! and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei Zui 2buoys — 5.0 — 7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 


Zi coke, grain, feed. 

Xin Gang 2 260. 15.0 Crude oil. 
CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 
MEDICAL: Hospital available. 
TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 
Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Daqing oil field, at a rate of 70,000 bbls/hr. 
The main berth (205 m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 = 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2x 750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45" N., Long. 
121° 59’ 05” E.) and bounded by Positions: 

Lat. 38° 55’ 42” N., Long. 121° 59’ 00” E. 

Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

Depth 15/18 fathoms. 

Entry Inspection: Carried out at the Anchorage, during daylight hours, 
by 8 officials representing Customs, Immigration, Harbour Authority and 
Agency. The entry formalities were very easy and a Bonded Stores List 
was not required and the Bond was not sealed. The Immigration Officer 
checked all passports but a Crew muster was not required. After pratique 
has been granted and other entry formalities completed, 2 Immigration 
Guards stay on board until the vessel berths, and during this time they 
make out Crew Shore passes from Passports. After berthing, the Agent's 
representative lives on board during the vessel's stay and is very obliging 
and helpful. 
Berth: A modern (1977) concrete dolphin structure with tower/elevator 
gangway and winches on all dolphins, 420 m. long, direction 149°/329°. 


No. 1 (outside) Max. size: 100,000 d.w.t. 
Depth: 17 m. 
Max. draft: 15m. 
Max. length: 360 m. O.A. 
Loading arms: 4x12 in. Chicksans 
Max. load rate: 10,000 t.p.h. 
No. 2 (inside) Max. size: 50,000 d.w.t. 
Depth: 14m. 
Max. draft: 12m. 
Max. length: 230 m. 


Fresh water is available on the berths but bunkers are supplied by 
barge from Dalian old port. 

The berths are connected to the shore by a cantilever bridge 
approximately 0.5 miles long and vehicles are not permitted over the 
bridge. 

There is a dirty ballast reception facility with a maximum rate of 

3,000 t.p.h. 
Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and 
1 medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. 
Berthing at No. 1 Berth is always port side to and is straightforward with 
plenty of men for handling moorings. Starboard anchor is let go about 
100 ft. off the berth. Pilots advise there can be moderate swell with 
E./S.E. winds. 

On departure the vessel is swung to starboard off the berth by 2 tugs 
and the Pilots disembark shortly after the swing is completed. The Red 
Flashing Buoy in Lat. 38° 58’ 20” N., Long. 121° 55’ 00" E. is left to port 
when berthing and to starboard on sailing. 


Communications: Agents: China Ocean Shipping Agency, Cable: 
Penavico, Dalian, require following message 7 days, or after sailing from 
previous port; name, call sign, nationality, ETA, draft fore and aft, cargo 
quantity to be loaded, crew’s nationality and number, departure port and 
destination after Dalian. 

72 hours: ETA, clean and dirty ballast to discharge, cash required. 
48, 24 and 8 hours: ETA. 

8/12 hours: ETA to Harbour Master Dalian. 

8/12 hours: ETA, crew health condition to Port Health Dalian.. 

Dalian Port Radio can be contacted on VHF Channel 16 and will 
transfer call to Agents on Channel 9. 
Agent: China Ocean Shipping Agency, will provide cash advance but 
any unused currency must be returned to Agent before departure. 
Foreign currency can be exchanged ashore. Agents will provide mini- 
bus/taxis for crew travel to Dalian Town which is about one hour's drive. 
After completion of loading there is a delay of 3 to 5 hours before 
documents are brought on board for signature. Immigration require all 
shore passes to be returned and Customs wish to sight Tonnage Dues 
Certificate provided on arrival. There is an armed guard stationed at the 
shore end of the gangway at all times, and he inspects shore passes 
and Passports when leaving and returning to the vessel. 
Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, 
Sulphur: 0.1%, Load Temp: 40° — 45°C. 
Harbour Authority: As vessel's first call, authorities visited after arrival 
alongside and checked and inspected all safety and fire-fighting 
equipment, and required details of engine room bilge and sewage 
disposal whilst in port. Also checked Oil Record Book. They were a little 
concerned at direct mooring with wires and would perhaps be better to 
have rope pendants on mooring wires. Normal tanker port restrictions 
apply regarding pollution avoidance from oil, garbage and sewage, also 
no fishing is allowed either at anchorage or alongside. When alongside 
shore labour empty garbage receptacles once per day. 
Chandler: Dalian Ocean Supply Corporation have a comprehensive 
range of catering supplies, and limited deck and engine stores. From 
the price list obtained the range and price of provisions was extremely 
competitive. As no stores were purchased quality cannot be commented 
upon although the Catering Officer did visit the store in Dalian and 
reported that most of the articles listed in their brochure seemed to be 
available and of reasonable quality. Our call being in Winter season, 
fresh vegetables, fruits, salads, etc., were in short supply. 

Chandlers Cable Address: Supco, Dalian. Telephone 26820. 


SHIPMASTER’S REPORT: September, 1980. 

This is a brief report on port information obtained when vessel (42,764 
g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading 
Daging Crude Oil. 

Oil Terminal: Position Lat. 38° 59’ N., Long. 121° 54’ E. 

Restrictions: Entering formalities, so-called “General Examination” 
made, as a general rule, during day time only by the Port Officials of 
Quarantine, Immigration, Customs and Harbour Superintendency 
Administration. 
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Berthing and sailing operations take place 24 hours a day with th: 


exception that the vessel does not berth on Berth No. 2 during nigh 
time. 
Documents: 


To be submitted to the Port Officials: 


a) Crew Lists (Chinese Form) 6 copies 
* Japanese crew members are required to fill in 
their names and address in Chinese characters 
b) Report of entry for foreign-going ship (Chinese 
Form) 2 copies 
c) Maritime Declaration of Health 1 copy 
d) Import Manifest (Free Form) 1 copy 
e) List of specified articles, foreign currencies, gold, 
silver belonging to ship and/or member of crew 
(Chinese Form) 1 copy 
* Specified articles means watches, cameras, 
recorders and transistor radioes, etc. 
f) Vaccination List (Free Form) 1 copy 
g) Application for discharge of dirty ballast water to 
shore facility (Chinese Form) 1 copy 
h) Application for discharge of segregated ballast 
water into sea (Free Form) 1 copy 


Stores List is not required 
Chinese Forms are obtainable by the Agent 

To be shown to the Port Officials: 

a) Ship’s Register 

b) Last Port Clearance 

c) Derat Certificate 

d) Load Line Certificate 

e) Safety Equipment Certificate 

f) Safety Construction Certificate 

g) Safety Radiotelegraphy Certificate 

h) Oil Record Book 

i) Certificate of Financial Security in respect of Civil 
Liability for Oil Pollution Damage 
j) Discharge Books, Passports and Yellow Cards 
Pilotage: Compulsory for berthing and unberthing at the oil jetty 
Pilot boards about 5 miles E.S.E. of the jetty. 

No pilot boat, tug used. 

Anchorage: Quarantine Anchorage surrounded by the following fou 
points is established: 

a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00" E. 

b) Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

c) Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Nature of bottom is mud, depth of water 27 m. to 35 m. 

Berths: There are 2 tanker berths on the oil jetty with a length of abou 
400 m. and depth of 17 m. at Berth No. 1, 14 m. at Berth No. 2. 
Max. Size: 
Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 15m 
Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m. 

Berth No. 1 is located on the offshore side of the jetty and Berth No.! 
on the inshore side. 

Vessels generally berth portside alongside. 

Health: Radio Pratique is not available. The Master has to show th 
yellow cards together with a vaccination list and submit a Declaratio 
of Health. 
Radio: The Master or owner of a vessel, shall 7 days prior to vessel! 
arrival, submit the required forms to the Harbour Superintendeno 
Administration through the Agent (Penavico, Dalian) for completion ¢ 
entry formalities. They require: 

a) Vessel’s name 

b) Nationality 

c) ETA 

d) Arrival draft 

e) Quantity of cargo to be loaded at Dalian 

f) Nationality and the number of the ship's personnel 

g) Last port 

h) Destination 

The Master has also to radio to the Agent her ETA and arrival drat 
24 hours in advance of her arrival, through Dalian Radio, who is to advis 
the Harbour Superintendency Administration. 

Furthermore, the Master is also required to advise her Agent 2 or 
days prior to her arrival, of the quantities of the segregated water balla: 
and other water ballast retained on board at the time of arrival. 

VHF: Dalian VHF station keeps a 24 hour listening watch on Chann 
16 and is available to communicate with Agent (Penavico). 
Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 ft 
unberthing. 
Fresh Water: Available either from the shore or barge. 
Fuel: Fuel oil and marine diesel oil are both available from barge. 
Ballast: No ballast water is allowed to be discharged into the sea, excé 
rere ballast water. 

hore reception facilities with a capacity of 30,000 tons can receiv 
3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per to 

According to the Regulations, the Authorities will allow discharge! 
ballast water into the sea subject to the oil content of the ballast walt 
being less than 10 p.p.m. However, as a matter of fact, any ballast walt 
loaded in cargo tanks is not allowed to be discharged into sea for ff 
reason that the Master cannot give them any evidence of the oil conte 
of the ballast water. 

Therefore, there is no necessity for cleaning cargo tanks for ballastit 
purpose. 

Customs Allowances: Ship's bonded stores are not sealed. No limitaté 
to cigarettes or wine/spirit for use on board. 
Identification Cards: Shore leave is granted from sunrise to midnight 

Shore passes are issued by the Immigration Officer. 

Crew members going ashore must carry the shore passes toget"t 
with their Passports or Discharge Books. 


There is a seamen's club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen’s club. 

Cargo: The crude oil shipped at this terminal is the Daging Crude. The 
rties of Daqing Crude which the vessel loaded in September 1980 
at this terminal were as follows: 

a) API 32.84 

b) Temperature of cargo loaded 41.0°C. (106.0°F) 


c) Pour point 24.0° — 25.0°C (77.0°F) 
Cargo heating may be required. 
Loading: 
Berth Size of arm flange | Number of arm 


No. 1 2 in. 5 
No. 2 12 in. 3 
Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 
Notice of Readiness will be accepted at the time of completion of the 
eneral examination. 
Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 
Provisions: Available at a low price. Ship chandler will be arranged by 
the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 
geographical positions: 

Lat. 38° 51’ 00" N., Long. 121° 46’ 12” E. 

Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
Separation Lane is connecting following: 

Lat. 38° 55’ 00” N., Long. 121° 46’ 12” E. 

Lat. 38° 57’ 00" N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38°57’ 21” N., 
Long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 

Lat. 38° 59’ 08" N., Long. 121° 42’ 30" E., 

Lat. 38° 57’ 39” N., Long. 121° 42’ 30” E., 

Lat. 38° 57’ 39” N., Long. 121° 45’ 00” E., 

Lat. 38° 59’ 08" N., Long. 121° 45’ 00” E. 
The East Boundary Line between the Separation Lane and the Inshore 
Traffic Zone is: 

Lat. 38° 51’ 00” N., Long. 121° 48’ 30” E., 

Lat. 38° 54’ 24” N., Long. 121° 48’ 00" E.” 


SHIPMASTER’S REPORT: December 1986. 

Documents: Only 1 copy of each document required except for Crew 
List (6 required). Refused to accept ‘Marine Declaration of Health’ as it 
was in English only. All documents had to be in Chinese/English — all 


_ available from Agent as well as ‘application’ forms (de-ballast, postage, 


— 


etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship's papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range, Radio Officer reported the 
Station as reasonable. 
Berth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
festricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
Shore Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC book to be 
carried when going ashore. 
j Local Seaman's Club and Friendship Store will change any foreign 
urrency. 

Taxis to and from club or store apparently paid for by them; from 
tlsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

8erth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 
IS was an optimistic estimate as we received at a maximum rate of 
200 tonnes p.h. with 4x12 in. booms connected. This decreased to 

about 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 

Ballast: During entry formalities, the Harbour Master checked the Oil 
©cord Book and the Deck Log Book to confirm where the ballast was 

shipped. Any ballast taken in Singapore or the Malacca area is 

considered ‘infected’ and must be discharged ashore. 


CHINA, People’s Republic of 


Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship’s staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman's Club, where there is 
a bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


AUTHORITY: Port of Dalian Authority, 1 Gangwan Street, Zhongshan 
District, Dalian, China. Tel: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 40.08 N. 124.20 E. 


LOCATION: Langtou Port District: 40° 07’ N., 124° 09' 02” E. 
Dandong Port District: 39° 49’ 05" N., 124° 09' 02” E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
For Dandong Port District, Pilot boards at the Quarantine Anchorage. 
For Langtou Port District, Pilot boards at Jiangkou Anchorage. 


ANCHORAGES: 
Depth of Max. size Use of 
Name Water of Vessel Anchorage 
(m.) tons 

Jiangkou 8.0-10.0 10,000 Sheiter 
Langtou 4.0- 5.0 1,000 Waiting 
Donggang 8.0-13.0 10,000 Lightering 
Quarantine over 10.0 10,000 Quarantine 
Dandon 9.0-10.0 10,000 Quarantine 


RESTRICTIONS: Max. draft in the channel 6.3 m.-8.0 m. 

VHF: Radio Station ‘XSB 48' maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 

TUGS: 1x40 h.p., 1x 600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Depth Use 
(m.) (m.) ; 

Langtou No. 1 68 5.2 Grain 

No. 2 122 8.2 Grain 

No. 3 126 8.2 Metal 
Dandong No. 1 198 10.0 Metal and Coal 


Old Berth - 


68 General Cargo 
REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
to tidal variation. The pilot boards from a tug which flashes its lights 
when approaching the vessel. The boarding place is 1 mile South of the 
Quarantine Light Buoy. 
ANCHORAGE: Quarantine Anchorage: A Quarantine Anchorage has 
been established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 
The anchorage can accept vessels up to 25,000 d.w.t. Nature of bottom 
is mud and sand. 
RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
has a minimum width of 80 m. and is dredged to a minimum depth of 
7.4m. The channel is 7.5 miles long and is marked by light buoys and 
leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 

Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 2,600h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 
No. 1 180 9.0 General Cargo 
No. 2 180 9.0 General Cargo 
No. 3 180 9.6 Heavy Cargo 
No. 4 180 9.6 Grain 
No. 5 180 9.6 Cement 
No. 6 205 10.6 Coal or Ore 
No. 7 205 10.6 Coal or Ore 
CRANES: Berth No. 1: 2 x 10 ton. 

2:2 x 10 ton. 

3: 2 x 10 ton. 

4:2 x 10 ton. 

5:2 x 10 ton 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
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GENERAL: Floating Cranes: None available. 
Provisions: Available. Contact China Shipping Supply Corporation. 
Cargoes Handled: Sugar, coal, grain, fertiliser, cement, ore, timber, steel 
and general cargo. 
Storage: 

Warehouse: 4,500 sq.m. 

Open storage space: 200,000 sq.m. 
DEVELOPMENTS: Upon completion of the port modernisation program, 
54 berths will be available for handling of vessels up to 50,000 d.w.t. 


SHIPMASTER’S REPORT: March 1989. 

Location: The port is located in position Lat. 21° 37’ N., Long. 108° 20’ E. 
It is a small port at the end of a dredged channel which is 7 miles long 
and 80 m. wide. 

Formalities: Customs, Immigration and Health Officials board on arrival, 
together with the Agent. We prepared ships papers in advance of arrival 
and all were accepted, except for the Crew List which has to be made 
out on Chinese forms. The Agent will deliver Chinese clearance forms 
and assist with completing them. 

Shore passes are issued for each crew member and are collected 
prior to departure. The port rules are also handed over to the Master 
and these again are collected prior to departure. 

The bonded store was sealed by Customs but the beer store is left 
unsealed. 

Pilotage: The Pilot boards the vessel from a tug, one mile South of the 
pilot buoy. There are 4 pilots available at the port. 

On arrival the vessel should call Fangcheng Radio on VHF Channel 
16, who will connect the vessel with the pilot office, after which the vessel 
may communicate with the pilot station on VHF Channel 16. The 
language of communication is English and no difficulties were 
encountered. 

Pilot Ladder: No special requirements. 
Approaches: The charts used on our visit were B.A. Chart No. 3990 
and Chinese Chart Nos. 16791 and 16792. 

No difficulties were encountered on our approach, Cape Pak Loung 
is a good radar target and the yellow pilot buoy is visible at 5 miles on 
the radar. 

Channel: The Channel is marked by light buoys and leading lights and 
has a width of 80 m. Vessels with a draft of 7.0 m. may use the Channel 
at any time day or night. 

Anchorage: Quarantine Anchorage: A Quarantine Anchorage has been 
established between parallels of 21° 21.5’ N. and 21° 28’ N., and the 
meridians of 108° 20’ E. and 108° 26’ E. This anchorage is not marked 
on B.A. Chart No. 3990. 

We anchored on the Northern border of this anchorage, which was 
2 miles to the South of the pilot buoy. The depth of water is approximately 
16.0 m. and nature of the bottom is mud and sand. 

Tide: Most arriving vessels have to anchor, due to the tidal situation. 
The tidal range is about 4.0 m. 
Max. Size: The port can accommodate vessels up to LOA 185 m. 

Vessels up to LOA 210m. may be accepted if the Agent seeks 
Harbour Master's approval. 

The maximum permissible draft on the highest tide is 11.0 m. If a 
vessel has a draft greater than 11.0 m. it may be lightened in the outer 
roads if advanced notice is given to the Agent. 

Tugs: There are 4 tugs available, of which 2 are powerful tugs of 
international standard. When berthing alongside the tugs use their own 
lines and make fast fore and aft. 

Berthing: The port of Fangcheng has 7 berths. Berths No. 1 and 2 have 
a depth of 8.0 m. and Berths No. 3 — 7 have a depth of 9.0 m. — 10.0 m. 
at lowest low water. 

All berths are fitted with rubber spring fenders and at high water they 
are below the water surface. 

Stevedores: Work is carried out throughout 24 hours in 3 shifts 
(0800 hrs. — 1600 hrs., 1600 hrs — 2400 hrs. and 2400 hrs. — 0800 hrs.). 
Meal hours are 0400 hrs. — 0500 hrs., 1130 hrs. — 1300 hrs. and 
1930 hrs. — 2100 hrs. The gangs consist mainly of labourers from farms 
and mines. 

Cranes: There are 10 cranes of 10 tons capacity which are available at 
all berths. 

Medical: Medical facilities and doctors available locally. 

Fresh Water: Fresh water is available. As the water is not frequently 
used by vessels, the first water in the line is very rusty and may take 
as long as one hour before clear water is running. Fresh water is also 
available by barge at the outer roads on request. 

Fuel: Fuel is available by barge from other ports in an emergency but 
it is very expensive. 

Watchmen: There are 2 watchmen (Immigration Officers) on board day 
and night. 

Surveyors: No surveyors available localiy. If required Lloyd's and ABS 
can provide surveyors from Hong Kong. 

Local surveyors for bunkers or off-hire surveys can be ordered from 
nearby Chinese ports. 

Repatriation: Possible. Information should be provided to the Agent 

when the vessel is alongside. 

Airport: Nanning Airport is approximately 180 km. from the port by bus. 

Time: GMT plus 8 hours. In Summertime from April 21st to September 

22nd, clocks are advanced one hour. 

Shore Leave: Possible. Shore passes and passports must be carried 

when going ashore. 

General: 

Seaman's Club: There is a Seaman's Club locally from which overseas 

telephone calls may be made. 

Telephone/Telex: Available in the Agent's office. Connections to foreign 

countries are made through the operator, waiting time of 30 minutes or 

more can be expected. Within the next year or so a direct dialling system 

will be established. 

Garbage: Form for garbage removal is signed by the Master on arrival. 

Marae will be removed daily by the collector and should be in plastic 
ags. 
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Ship Chandler: The ship chandler boards on request with a price lis 
and speaks good English. 

Laundry: Laundry service is available and is handled by the shi 
chandler. 

Currency: The currency is the Yuan. The official rate of exchange } 
March 1989 was 3.62 Yuan to U.S. $1.00. 

Imports: Grain, fertiliser and raw sugar. 

Exports: Manganese ore, coal, bauxite, cement and refined sugar. 
Agent: PENAVICO (China Ocean Shipping Agency). The Agent speak 
good English and was very helpful in every respect. 


FUZHOU (Foochow): 26.03 N. 119.18 E. 


PILOTAGE: Compulsory. Pilot available between 0400 hrs. an 

2000 hrs. Pilot boards vessel in the anchorage (position: La 

26° 07' 44” N., Long. 119° 38’ 44” E.). 

ANCHORAGE: Tingjing Guantou Anchorage has a depth 9g 

6.0 m. — 12.0 m. and accepts vessels up to 20,000 d.w.t. 

MAX. SIZE: Max. draft in channel is 8.0 m. at LW and 8.5 m. at HW. 
Tidal range: 6.0 m. maximum and 3.5 m. minimum. 

VHF: Port radio on Channel 16 throughout 24 hours. 

TUGS: 1 x 600h.p., 1 x 900h.p., 1 x 1,600 h.p., 1 x 2,300 h.p. an 


1 x 3,200 h.p. 
BERTHING: 
District Berth Length Depth Use 
No. (m.) (m.) 
Ma Wei 1 9.0 General Cargo 
2 592 9.0 General Cargo 
3 7.0 Passenger 
4 7.0 Container 
Tai Jiang ies 80 + 30 4.0 General Cargo 
CRANES: 1 floating crane of 35 tons capacity. 
Ma Wei: Berth No. 1 4 x 10 tons 
2 6 x 16 tons 
3 10 x 8 tons 
4 8 x 8 tons 
Tai Jiang 1 x 4.5 tons 
3 x 3.8 tons 


FRESH WATER: Contact Xia Mean Hua Hang Co. 

FUEL: Contact Xia Mean Hua Hang Co. 

REPAIRS: Facilities available. 

GENERAL: 

Provisions: Contact China Ocean Shipping Supply Co. 

Storage: Warehouse: 5,500 sq.m. Open storage: 5,700 sq.m. Containe 
storage: 4,000 sq.m. — 30,000 sq.m. 

Imports: Cement, fertiliser, rice, coal and general cargo. 

Exports: General cargo and stone. 


SHIPMASTER’S REPORT: July 1985 (Updated 1990). 

Documents: Documents required are same as for other Chinese Port 
7 copies of Notice of Readiness must be provided. Inspection part 
boards with Agents and all formalities are carried out promptly 
Formalities include Port Health Inspection (granting of Quarantine) an 
Immigration and Customs clearance. 2 Police Officials remain on boar 
throughout until vessel's departure. 

Pilotage: At Quarantine Anchorage 2 Pilots board, and the vessel: 
taken 5 miles up river to either Guantou Anchorage or a few miles furthe 
up river to Minan Anchorage. 

Approach: From 5 miles S.W. of Baiquan Liedo pass around its S.W 
side and approach position Lat. 26° 06.22' N., Long. 119° 52’ E. The 
turn West to cross bar at HW (daytime only). Set course 265.5°T agains 
Baiyun Shan leading lights. (These are visible clearly as white concret 
structures on hills in daytime at least 15 miles off). On reaching Lé 
26° 05’ 37” N., Long. 119° 41’ 40” E. and 0.21 miles Southward of Buo 
No. 3 in position Lat. 26° 05’ 49” N., Long. 119° 41’ 42” E. alter cours 
to 308°T against Culudao leading lights. These leading lights are ™ 
marked on BA. Chart 2400. The forward light (white concrete structuft 
is on Xifengshi Point in approximate position Lat. 28° 08.2’ N. Lon 
119° 38.3’ E. Thence approach Quarantine Anchorage centred on Lé 
26° 07’ 42” N., Long. 119° 38’ 44” E. Whilst awaiting daylight HW vesst 
can anchor in position Lat. 26° 06’ 30” N., Long. 119° 50’ 00" E. Ther 
is no restriction on use of Radar or echo sounder. 

General: Vessel must cross bars and arrive at Quarantine Anchorag 
marked on BA. Chart 2400. Time of arriving at Quarantine Anchorag 
is time of Arrival at the Port. Pilots usually do not reply when called 0 
VHF, however, Fuzhou Radio can be called on Channel 16 at any tim 
and asked to convey eee to Pilots. Fuzhou Radio will also mak 
VHF contact with Penavico. Thus for any assistance Fuzhou Radio 0 
VHF Channel 16 can be contacted at any time. 

Authorities do not board at this anchorage, since it is far from Ma We 
Agents main Office is situated in Fuzhou City but their full Operation 
Department is stationed in Ma Wei within the dock area. Fro 
Quarantine Anchorage vessel is Piloted to either Guantou or Miné 
waiting anchorage, about 12 miles and 6 miles respectively from 
Wei. The Arrival formalities are carried out at these anchorages. 
Restrictions: Navigation and all movements during daylight HW ont 
Max. draft 8.0 m. for going to Ma Wei. No navigation is possible beyo® 
Ma Wei. If vessel is drawing more than 8.5 m. she can be lightened! 
anchorage, but this will be difficult and cause delays due to shortage! 
barges, etc. In any case maximum draft permissible is 8.5 m. Howe¥l 
it is advisable not to load to more than 8.0 m. if complications are to? 
avoided. Vessels of more than 180 m. length may find difficulties! 
anchorages. Ideally vessels of 10,000 tons gross are suitable. 

Note: If drawing more than 8.0 m., vessel should contact “Penavé | 
Fuzhou” before arrival. 


There are 2 spring tides each month. A draft of less than 9.0 m. can 
pe handled at spring tides. 

Prohibited area for Navigation is bounded by Beipiao Peninsular Lat. 
26°21'N., Long. 119°55'E.; Mazuleidao Lat. 26°09'N., Long. 
119°55' E.; Baiquan Liedo Lat. 25°57'N., Long. 119°58’E. and 
Tongyindao Lat. 26° 22’ N., Long. 120° 30’ E. 

Radio: 48 hours and 24 hours Notices of Arrival must be sent via Fuzhou 
Radio. Call sign “XSL". Frequencies: MF-430 kHz all day, and HF-4343 
«Hz (1800 hrs. — 0600 hrs. local time) or 8598 kHz (0600 hrs. — 1800 hrs. 
ical time) to “PENAVICO Fuzhou”. All foreign vessels are handled by 
Penavico. They will reply with radio message giving tide times and arrival 
instructions which are similar to those found in BA. Pilot. 

Berthing: Four ships can be berthed at Ma Wei. Berth No. 1 is suitable 
for ships drawing 7.5m., other berths can accommodate vessels 
drawing 7.00 m. About 5 to 6 vessels can work at anchorages off Ma 
Wei. ae rate about 1,000 tons per day (Bags/about 4 gangs). 
Cargo Gear: There are 4 cranes of about 5 tons capacity, one for each 
perth. Cargo work is mostly carried out with ship’s derricks. There are 
several new mobile cranes, and new fork lifts capable of handling 
20 ton containers. Cargo is discharged on to trailers and taken to storage 
sites or directly to railway wagons. 

Stevedores: State controlled. Work is continuous in three shifts daily. 
Medical: Hospitals situated very close to dock area with full facilities. 
inoculations can be carried out. 

Fresh Water: Laid on at wharf. Rate 50 t.p.h. Due to waiting period 
vessels must arrive with tanks full, and water must be rationed during 
waiting period. With difficulty water is supplied at anchorages by barge 
(capacity 60 tons.) 

Fuel: All grades available. 

Density: 1000 at LW. 1015 at HW. 

Time: GMT plus 8 hours. 

Delays: Vessels may have to wait for berths for long periods. Sometimes 
30 to 40 days. 

Developments: Large areas are being reclaimed and long term plans 
exist to increase berthing facilities. Extensive dredging is also in 
progress. 

General: Provisions: Reasonable amounts of fresh provisions are 
available at very good prices. However dairy products like butter and 
frozen provisions not available. Vegetables in limited variety. Fresh 
meat, poultry and fish are plentiful. 

Laundry: Local Seamen's Club handles laundry. Delivery after about 
10 days. Service is unreliable. 

Agents: China Ocean Shipping Agency, 20 Wuyi Road (South), Fuzhou. 
Cable Address: Penavico Fuzhou. Tel: (0591) 569572. Telex: 92137 
FAHN CN. Fax: (0591) 568150. 


AUTHORITY: Fuzhou Port Authority, Mawe, Fuzhou. Te/: (0591) 
582132. 


GUANGZHOU, including Huangpu (Whampoa): 
23.05 N. 113.25 E. 


Also see “General” before first port. 
TUGS: 21 tugs up to 1,800 h.p. 


_ BERTHING: The Port of Guangzhou spreads over some 40 km. along 


the Pearl River from Huangpu’s new port area located at the mouth of 
the East River in the East to the terminals located at the East Bridge, 
crossing the Pearl River in the West. 

The port offers 21 berths for vessels up to 10,000 d.w.t., 43 berths 
for vessels up to 1,000 d.w.t. 15 mooring buoys and 15 operational 
anchorages. The depth of the channel is 9m. and vessels up to 
25,000 d.w.t. can enter this port at high tide. Vessels with deeper draft 
can be lightened at anchorage before entering the port. 


The Huangpu area within the Port of Guangzhou is divided as follows: 


Old Port Area: 17 berths (on both sides of the river) accommodating 
vessels of up to 10,000 d.w.t. and one berth for vessels of maximum 
5,000 d.w.t. Depths alongside up to 7.0m. There are over 20 
warehouses of about 50,000 sq.m. and stockyards covering about 
147,000 sq.m. 

New Port Area: 10 specialised berths for bulk grain, bulk fertiliser, 
containers and bulk oil handling, accommodating vessels up to 
20,000 d.w.t. Depth alongside 11.9m. Ample warehouses and 
Stockyards for all kinds of cargo, one grain silo and facilities to handle 
bulk fertiliser, including bagging, are provided. General cargo ships may 
use these berths when space available. 

Container Terminal: Two berths totalling 471 m. in length with 12.0 m. 
depth and a container yard of 90,000 sq.m. The three container gantry 
cranes have lifting capacities of 30.5 tonnes. 

Coal Terminal: There are 3 berths at this terminal capable of 
accommodating 2 vessels up to 20,000 d.w.t. or 3 vessels of maximum 
10,000 d.w.t. 1 x 1,000t.p.h. shiploader and 4 x 500t.p.h. ship 
unloaders. 

While the Huangpu area of the Port of Guangzhou has the general 
'estrictions of LOA 180m. and draft of 9.0 m., the Port Authority is 
prepared, on a case to case basis, to consider acceptance of vessels 
with LOA/draft slightly over these limits. 

CRANES: Quay cranes of 3 tons — 10 tons capacity and 5 floating cranes 
with capacity 30 tons — 250 tons. 

MEDICAL: Hospital available. 

FRESH WATER: Available. 

FUEL: Available. 

AIRPORT: Guangzhou Airport. 

DEVELOPMENTS: The Port of Guangzhou is presently expanding. 
Tenders are being called for the construction of 10 multi-purpose berths 
°r vessels up to 35,000 d.w.t. in the Xin Sha project, 5 of which are 
planned to be completed by 1994 and in the Li Jiao Terminal with 


fapacity of 3 million tonnes of cargo annually, to be completed by 1990. 


CHINA, People’s Republic of 


SHIPMASTER’S REPORT: July 1981 and October 1984. 

Item Nos. 6 — 9 amended by report received in October 1984. 
Southern Approaches to Huangpu: 

1. Vessels approaching from the South, bound for Canton and 
Whampoa should steer a course of 005°, so as to arrive approximately 
5 miles West of Wen-Wei Chou (Gap Rock). An occasional light is 
exhibited from Gap Rock Lighthouse, but more often this light does not 
function and therefore should not be relied upon. 

2. On approaching Gap Rock the first land mark that appeared on 
the horizon was the group of Great Ladrone Islands at a distance of 
approximately 20 miles on a clear afternoon. On closing Great Ladrone 
to a distance of about 10 miles, the group of islets to the East of Gap 
Rock were seen. Closing further to a range of 8 miles only, the Gap 
Rock was seen and identified. 

3. The Gap Rock Islet is rugged in appearance and devoid of any 
vegetation. The lighthouse is located at the centre of the islet and differs 
slightly from the illustration in the Pilot, in that the dome-like structure 
is non-existent. The structure is slightly inclined and looks neglected. 

4. The light on the Chuk Wan Shan Island is prominent and was 
visible at a distance of approximately 15 miles and is located at the 
summit. It is whitish and dome-like in appearance. 

5. On identifying Gap Rock, vessel should proceed on the 
recommended course of 013°, keeping clear of the wreck marked 3 
miles (approximately) West of Gap Rock and follow the recommended 
track so as to arrive at the Quarantine Anchorage demarcated West of 
La Sa Wei Island. It was observed that most ships prefer to anchor 
closer to the Ma Wan Light due to deeper waters. The anchorage off 
La Sa Wei affords good holding ground and shelter from all types of 
weather. 

6. Vessels remain at this Quarantine Anchorage for a considerable 
length of time and all ships requirements, Pilot, berthing instructions, 
movements, etc., will have to be sought from the Agents “Penavico” 
through Guangzhou Radio on 8490 MHz. 

7. Loaded vessels may have to anchor at the Bar before entering the 
Chuen Pi Channel at Lat. 22° 45’ N., Long. 113° 39’ E. (B.A. 1741) to 
await the next tide. Once ready for heaving anchor and swinging the 
vessel's bow into port direction, Pilots ask for the lights “Red” over 
“White” to be switched on for turning and to switch them off again after 
completing the turning manoeuvre. 

Pilots listen on VHF Channels 9 and 16 and vessels can try to contact 
them once approaching La-Sa-Wei Quarantine Anchorage but vessels 
have to be patient as not many of shore personnel appear to understand 
English and they will not reply unless there is a Pilot standing by to 
attend. 

8. The usual muster of crew is not carried out. However, a very 
thorough inspection is carried out by Immigration at Pratt Point, about 
3.5 miles downstream (B.A. 1742). At that position the vessel drops 
anchor and awaits Immigration, who once on board order all the crew 
into one messroom, leaving wardrobes, lockers and cabin doors open. 
Then 4 men of the crew will be chosen, 1 to go with 1 soldier through 
the accommodation, 1 to go with another through the engine room and 
2 others to accompany 2 other soldiers through the cargo holds. This 
procedure takes about 1 hour. Only after this inspection does Master 
obtain his clearance and is able to sail. 

9. Huangpu Port (Whampoa) has been extended enormously. There 
are pier facilities for at least 6 medium size general care ships and at 
appprox. position Lat. 23° 03.25’ N., Long. 113° 28.5’ E. near Shuang 
Kang (B.A. 1742) there exists a new container and Ro/Ro pier for 
3 ships. 

The cargo of my vessel (ST 14 of 11,363 tonnes) of bagged urea was 
discharged in 62 hours after working with up to 9 gangs (5 hatches) day 
and night. 

10. The Seaman's Club Representatives board the vessel soon after 
arrival and will arrange any sight seeing tours at nominal cost. Seaman’s 
Club provides good meals and club facilities. Seaman's Store and the 
Friendship Stores afford good shopping at reduced prices. Ship 
provisions and fresh vegetables are available in abundance. 

11. Vessels leaving Whampoa, Northbound will have to follow the 
same route unless prior approval is sought from the Agents to go through 
the Lema Channel. 


AGENT: Jardine Matheson (China) Ltd., Room 801, China Hotel, Liu 
Hua Lu, Guangzhou, People’s Republic of China. Tel: 677464, 677460. 
Telex: 44407 JMCGZ CN. 

Associated with Jardine Shipping Agencies. 


HAIKOU: 20.01 N. 110.16 E. 


PILOTAGE: Compulsory. Pilotage is undertaken day and night. 
Pilot boards vessel at quarantine anchorage. 

Also see “Anchorage”. 
ANCHORAGE: Depth 4.0m. — 18.0m. Can accommodate vessels 
20,000 d.w.t. — 25,000 d.w.t. 
Pilotage Anchorage: Between Lat. 20° 05’ 14” N. and Lat. 20° 05’ 36” N. 
and Long. 110° 16’ 08” E. and Long. 110° 16’ 51” E. 

Depth 15 m. — 18 m. Bottom: Mud and sand. 
RESTRICTIONS: Entry and sailing after sunset is possible. 
MAX. SIZE: Max. draft in channel 6.0 m. 

Tidal range: 0.5 m. — 2.4 m. at Spring tides. 1.1 m. — 2.0 m. at Neap 
tides. 

Also see “Berthing”. 
VHF: Haikou Radio on Channel 16 (24 hours). Penavico on Channel 9 
(24 hours). 
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Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45" N., Long. 
121° 59’ 05” E.) and bounded by Positions: 

Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

Depth 15/18 fathoms. 

Entry Inspection: Carried out at the Anchorage, during daylight hours, 
by 8 officials representing Customs, Immigration, Harbour Authority and 
Agency. The entry formalities were very easy and a Bonded Stores List 
was not required and the Bond was not sealed. The Immigration Officer 
checked all passports but a Crew muster was not required. After pratique 
has been granted and other entry formalities completed, 2 Immigration 
Guards stay on board until the vessel berths, and during this time they 
make out Crew Shore passes from Passports. After berthing, the Agent's 
representative lives on board during the vessel's stay and is very obliging 
and helpful. 
Berth: A modern (1977) concrete dolphin structure with tower/elevator 
gangway and winches on all dolphins, 420 m. long, direction 149°/329°. 


No. 1 (outside) Max. size: 100,000 d.w.t. 
Depth: 17 m. 
Max. draft: 15m. 
Max. length: 360 m. O.A. 
Loading arms: 4x12 in. Chicksans 
Max. load rate: 10,000 t.p.h. 
No. 2 (inside) Max. size: 50,000 d.w.t. 
Depth: 14m. 
Max. draft: 12 m. 
Max. length: 230 m. 


Fresh water is available on the berths but bunkers are supplied by 
barge from Dalian old port. 

The berths are connected to the shore by a cantilever bridge 
approximately 0.5 miles long and vehicles are not permitted over the 
bridge. 

There is a dirty ballast reception facility with a maximum rate of 

3,000 t.p.h. 
Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and 
1 medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. 
Berthing at No. 1 Berth is always port side to and is straightforward with 
plenty of men for handling moorings. Starboard anchor is let go about 
100 ft. off the berth. Pilots advise there can be moderate swell with 
E./S.E. winds. 

On departure the vessel is swung to starboard off the berth by 2 tugs 
and the Pilots disembark shortly after the swing is completed. The Red 
Flashing Buoy in Lat. 38° 58’ 20” N., Long. 121° 55’ 00” E. is left to port 
when berthing and to starboard on sailing. 


Communications: Agents: China Ocean Shipping Agency, Cable: 
Penavico, Dalian, require following message 7 days, or after sailing from 
previous port; name, call sign, nationality, ETA, draft fore and aft, cargo 
quantity to be loaded, crew's nationality and number, departure port and 
destination after Dalian. 

72 hours: ETA, clean and dirty ballast to discharge, cash required. 
48, 24 and 8 hours: ETA. 

8/12 hours: ETA to Harbour Master Dalian. 

8/12 hours: ETA, crew health condition to Port Health Dalian. 

Dalian Port Radio can be contacted on VHF Channel 16 and will 
transfer call to Agents on Channel 9. 
Agent: China Ocean Shipping Agency, will provide cash advance but 
any unused currency must be returned to Agent before departure. 
Foreign currency can be exchanged ashore. Agents will provide mini- 
bus/taxis for crew travel to Dalian Town which is about one hour's drive. 
After completion of loading there is a delay of 3 to 5 hours before 
documents are brought on board for signature. Immigration require all 
shore passes to be returned and Customs wish to sight Tonnage Dues 
Certificate provided on arrival. There is an armed guard stationed at the 
shore end of the gangway at all times, and he inspects shore passes 
and Passports when leaving and returning to the vessel. 
Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, 
Sulphur: 0.1%, Load Temp: 40° — 45°C. 
Harbour Authority: As vessel's first call, authorities visited after arrival 
alongside and checked and inspected all safety and fire-fighting 
equipment, and required details of engine room bilge and sewage 
disposal whilst in port. Also checked Oil Record Book. They were a little 
concerned at direct mooring with wires and would perhaps be better to 
have rope pendants on mooring wires. Normal tanker port restrictions 
apply regarding pollution avoidance from oil, garbage and sewage, also 
no fishing is allowed either at anchorage or alongside. When alongside 
shore labour empty garbage receptacles once per day. 
Chandler: Dalian Ocean Supply Corporation have a comprehensive 
range of catering supplies, and limited deck and engine stores. From 
the price list obtained the range and price of provisions was extremely 
competitive. As no stores were purchased quality cannot be commented 
upon although the Catering Officer did visit the store in Dalian and 
reported that most of the articles listed in their brochure seemed to be 
available and of reasonable quality. Our cali being in Winter season, 
fresh vegetables, fruits, salads, etc., were in short supply. 

Chandlers Cable Address: Supco, Dalian. Telephone 26820. 


SHIPMASTER’S REPORT: September, 1980. 

This is a brief report on port information obtained when vessel (42,764 
g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading 
Dagqing Crude Oil. 

Oil Terminal: Position Lat. 38° 59’ N., Long. 121° 54’ E. 

Restrictions: Entering formalities, so-called “General Examination” 
made, as a general rule, during day time only by the Port Officials of 
Quarantine, Immigration, Customs and Harbour Superintendency 
Administration. 
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Berthing and sailing operations take place 24 hours a day with th 
exception that the vessel does not berth on Berth No. 2 during nigh 


time. 
Documents: 


To be submitted to the Port Officials: 


a) Crew Lists (Chinese Form) 6 copies 
* Japanese crew members are required to fill in 
their names and address in Chinese characters 
b) Report of entry for foreign-going ship (Chinese 
Form) 2 copies 
c) Maritime Declaration of Health 1 copy 
d) Import Manifest (Free Form) 1 copy 
e) List of specified articles, foreign currencies, gold, 
silver belonging to ship and/or member of crew 
(Chinese Form) 1 copy 
* Specified articles means watches, cameras, 
recorders and transistor radioes, etc. 
f) Vaccination List (Free Form) 1 copy 
g) Application for discharge of dirty ballast water to 
shore facility (Chinese Form) 1 copy 
h) Application for discharge of segregated ballast 
water into sea (Free Form) 1 copy 


Stores List is not required 
* Chinese Forms are obtainable by the Agent 

To be shown to the Port Officials: 

a) Ship’s Register 

b) Last Port Clearance 

c) Derat Certificate 

d) Load Line Certificate 

e) Safety Equipment Certificate 

f) Safety Construction Certificate 

g) Safety Radiotelegraphy Certificate 

h) Oil Record Book 

i) Certificate of Financial Security in respect of Civil 

Liability for Oil Pollution Damage 

j) Discharge Books, Passports and Yellow Cards 
Pilotage: Compulsory for berthing and unberthing at the oil jetty 
Pilot boards about 5 miles E.S.E. of the jetty. 

No pilot boat, tug used. 

Anchorage: Quarantine Anchorage surrounded by the following fou 
points is established: 

a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

b) Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

c) Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Nature of bottom is mud, depth of water 27 m. to 35 m. 

Berths: There are 2 tanker berths on the oil jetty with a length of abou 
400 m. and depth of 17 m. at Berth No. 1, 14 m. at Berth No. 2. 
Max. Size: 
Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 157 
Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m. 

Berth No. 1 is located on the offshore side of the jetty and Berth No.: 
on the inshore side. 

Vessels generally berth portside alongside. 

Health: Radio Pratique is not available. The Master has to show th 
yellow cards together with a vaccination list and submit a Declaratio 
of Health. 
Radio: The Master or owner of a vessel, shall 7 days prior to vessel) 
arrival, submit the required forms to the Harbour Superintendeno 
Administration through the Agent (Penavico, Dalian) for completion ¢ 
entry formalities. They require: 

a) Vessel’s name 

b) Nationality 

c) ETA 

d) Arrival draft 

e) Quantity of cargo to be loaded at Dalian 

f) Nationality and the number of the ship's personnel 

g) Last port 

h) Destination 

The Master has also to radio to the Agent her ETA and arrival drat 
24 hours in advance of her arrival, through Dalian Radio, who is to advis 
the Harbour Superintendency Administration. 

Furthermore, the Master is also required to advise her Agent 2 oF. 
days prior to her arrival, of the quantities of the segregated water balla 
and other water ballast retained on board at the time of arrival. 

VHF: Dalian VHF station keeps a 24 hour listening watch on Chann 
16 and is available to communicate with Agent (Penavico). 
Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 ft 
unberthing. 
Fresh Water: Available either from the shore or barge. 
Fuel: Fuel oil and marine diesel oil are both available from barge. 
Ballast: No ballast water is allowed to be discharged into the sea, excé 
aranesies ballast water. 

hore reception facilities with a capacity of 30,000 tons can receiv 
3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per to 

According to the Regulations, the Authorities will allow discharge! 
ballast water into the sea subject to the oil content of the bailast walt 
being less than 10 p.p.m. However, as a matter of fact, any ballast wait 
loaded in cargo tanks is not allowed to be discharged into sea for t 
reason that the Master cannot give them any evidence of the oil conte 
of the ballast water. 

Therefore, there is no necessity for cleaning cargo tanks for ballast" 
purpose. 

Customs Allowances: Ship's bonded stores are not sealed. No limitate 
to cigarettes or wine/spirit for use on board. 
Identification Cards: Shore leave is granted from sunrise to midnight 

Shore passes are issued by the Immigration Officer. 

Crew members going ashore must carry the shore passes togetft 
with their Passports or Discharge Books. 


There is a seamen’s club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen’s club. | 
Cargo: The crude oil shipped at this terminal is the Daging Crude. The 
properties of Daqing Crude which the vessel loaded in September 1980 
at this terminal were as follows: 

a) API 32.84 

b) Temperature of cargo loaded 41.0°C. (106.0°F) 

c) Pour point 24.0° — 25.0°C (77.0°F) 

Cargo heating may be required. 
Loading: 
Berth Size of arm flange 
No. 1 12 in. 
No. 2 12 in. 3 

Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 

Notice of Readiness will be accepted at the time of completion of the 
eneral examination. 

Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 
Provisions: Available at a low price. Ship chandler will be arranged by 
the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 
geographical positions: 

Lat. 38° 51’ 00" N., Long. 121° 46’ 12” E. 
Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
Separation Lane is connecting following: 
Lat. 38° 55’ 00” N., Long. 121° 46’ 12” E. 
Lat. 38° 57’ 00” N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38° 57’ 21” N., 
Long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 
Lat. 38° 59’ 08" N., Long. 121° 42’ 30” E., 
Lat. 38° 57’ 39” N., Long. 121° 42’ 30” E., 
Lat. 38° 57’ 39” N., Long. 121° 45’ 00” E., 
Lat. 38° 59’ 08” N., Long. 121° 45’ 00” E. 
The East Boundary Line between the Separation Lane and the Inshore 


Number of arm 
5 


_ Traffic Zone is: 


aS 


= 


a) 


Lat. 38° 51’ 00” N., Long. 121° 48’ 30” E., 
Lat. 38° 54’ 24” N., Long. 121° 48’ 00” E.” 


SHIPMASTER’S REPORT: December 1986. 
Documents: Only 1 copy of each document required except for Crew 
List (6 required). Refused to accept ‘Marine Declaration of Health’ as it 
was in English only. All documents had to be in Chinese/English — all 
available from Agent as well as ‘application’ forms (de-ballast, postage, 
etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship's papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range, Radio Officer reported the 
Station as reasonable. 
Berth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
restricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
Shore Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC book to be 
carried when going ashore. 
4 Local Seaman's Club and Friendship Store will change any foreign 
urrency. 

Taxis to and from club or store apparently paid for by them; from 
elsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

Berth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

Loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 
IS was an optimistic estimate as we received at a maximum rate of 
200 tonnes p.h. with 4x12 in. booms connected. This decreased to 

ut 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 

Ballast: During entry formalities, the Harbour Master checked the Oil 
®cord Book and the Deck Log Book to confirm where the ballast was 

Shipped. Any ballast taken in Singapore or the Malacca area is 

Considered ‘infected’ and must be discharged ashore. 


CHINA, People’s Republic of 


Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship's staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman's Club, where there is 
a bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


AUTHORITY: Port of Dalian Authority, 1 Gangwan Street, Zhongshan 
District, Dalian, China. Tel: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 40.08 N. 124.20 E. 


LOCATION: Langtou Port District: 40° 07’ N., 124° 09’ 02” E. 
Dandong Port District: 39° 49’ 05” N., 124° 09’ 02” E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
For Dandong Port District, Pilot boards at the Quarantine Anchorage. 
For Langtou Port District, Pilot boards at Jiangkou Anchorage. 
ANCHORAGES: 


Depth of Max. size Use of 
Name Water of Vessel Anchorage 
(m.) tons 

Jiangkou 8.0-10.0 10,000 Shelter 
Langtou 4.0- 5.0 1,000 Waiting 
Donggang 8.0-13.0 10,000 Lightering 
Quarantine over 10.0 10,000 Quarantine 
Dandong 9.0-10.0 10,000 Quarantine 


RESTRICTIONS: Max. draft in the channel 6.3 m.-8.0 m. 

VHF: Radio Station ‘XSB 48’ maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 

TUGS: 1x40 h.p., 1<600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Dep Use 
(m.) (m.) 

Langtou No. 1 68 5.2 Grain 

No. 2 122 8.2 Grain 

No. 3 126 8.2 Metal 
Dandong No. 1 198 10.0 Metal and Coal 
Old Berth - 68 (oe: General Cargo 


REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
to tidal variation. The pilot boards from a tug which flashes its lights 
when approaching the vessel. The boarding place is 1 mile South of the 
Quarantine Light Buoy. 
ANCHORAGE: Quarantine Anchorage: A Quarantine Anchorage has 
been established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 
The anchorage can accept vessels up to 25,000 d.w.t. Nature of bottom 
is mud and sand. 
RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
has a minimum width of 80 m. and is dredged to a minimum depth of 
7.4m. The channel is 7.5 miles long and is marked by light buoys and 
leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 

Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 2,600h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 
No. 1 180 9.0 General Cargo 
No. 2 180 9.0 General Cargo 
No. 3 180 9.6 Heavy Cargo 
No. 4 180 9.6 Grain 
No. 5 180 9.6 Cement 
No. 6 205 10.6 Coal or Ore 
No. 7 205 10.6 Coal or Ore 
CRANES: Berth No. 1: 2 x 10 ton. 

2:2 * 10 ton. 

3: 2 x 10 ton. 

4:2 x 10 ton. 

5:2 x 10 ton. 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


GENERAL: Floating Cranes: None available. 
Provisions: Available. Contact China Shipping Supply Corporation. 
Cargoes Handled: Sugar, coal, grain, fertiliser, cement, ore, timber, steel 
and general cargo. 
Storage: 

Warehouse: 4,500 sq.m. 

Open storage space: 200,000 sq.m. 
DEVELOPMENTS: Upon completion of the port modernisation program, 
54 berths will be available for handling of vessels up to 50,000 d.w.t. 


SHIPMASTER’S REPORT: March 1989. 

Location: The port is located in position Lat. 21° 37’ N., Long. 108° 20’ E. 
It is a small port at the end of a dredged channel which is 7 miles long 
and 80 m. wide. 

Formalities: Customs, Immigration and Health Officials board on arrival, 
together with the Agent. We prepared ships papers in advance of arrival 
and all were accepted, except for the Crew List which has to be made 
out on Chinese forms. The Agent will deliver Chinese clearance forms 
and assist with completing them. 

Shore passes are issued for each crew member and are collected 
prior to departure. The port rules are also handed over to the Master 
and these again are collected prior to departure. 

The bonded store was sealed by Customs but the beer store is left 
unsealed. 

Pilotage: The Pilot boards the vessel from a tug, one mile South of the 
pilot buoy. There are 4 pilots available at the port. 

On arrival the vessel should call Fangcheng Radio on VHF Channel 
16, who will connect the vessel with the pilot office, after which the vessel 
may communicate with the pilot station on VHF Channel 16. The 
language of communication is English and no difficulties were 
encountered. 

Pilot Ladder: No special requirements. 
Approaches: The charts used on our visit were B.A. Chart No. 3990 
and Chinese Chart Nos. 16791 and 16792. 

No difficulties were encountered on our approach, Cape Pak Loung 
is a good radar target and the yellow pilot buoy is visible at 5 miles on 
the radar. 

Channel: The Channel is marked by light buoys and leading lights and 
has a width of 80 m. Vessels with a draft of 7.0 m. may use the Channel 
at any time day or night. 

Anchorage: Quarantine Anchorage: A Quarantine Anchorage has been 
established between parallels of 21° 21.5’ N. and 21° 28’ N., and the 
meridians of 108° 20’ E. and 108° 26’ E. This anchorage is not marked 
on B.A. Chart No. 3990. 

We anchored on the Northern border of this anchorage, which was 
2 miles to the South of the pilot buoy. The depth of water is approximately 
16.0 m. and nature of the bottom is mud and sand. 

Tide: Most arriving vessels have to anchor, due to the tidal situation. 
The tidal range is about 4.0 m. 
Max. Size: The port can accommodate vessels up to LOA 185 m. 

Vessels up to LOA 210m. may be accepted if the Agent seeks 
Harbour Master’s approval. 

The maximum permissible draft on the highest tide is 11.0 m. If a 
vessel has a draft greater than 11.0 m. it may be lightened in the outer 
roads if advanced notice is given to the Agent. 

Tugs: There are 4 tugs available, of which 2 are powerful tugs of 
international standard. When berthing alongside the tugs use their own 
lines and make fast fore and aft. 

Berthing: The port of Fangcheng has 7 berths. Berths No. 1 and 2 have 
a depth of 8.0 m. and Berths No. 3 — 7 have a depth of 9.0 m. — 10.0 m. 
at lowest low water. 

All berths are fitted with rubber spring fenders and at high water they 
are below the water surface. 

Stevedores: Work is carried out throughout 24 hours in 3 shifts 
(0800 hrs. — 1600 hrs., 1600 hrs — 2400 hrs. and 2400 hrs. — 0800 hrs.). 
Meal hours are 0400 hrs. — O500hrs., 1130 hrs. — 1300 hrs. and 
1930 hrs. — 2100 hrs. The gangs consist mainly of labourers from farms 
and mines. 

Cranes: There are 10 cranes of 10 tons capacity which are available ai 
all berths. 

Medical: Medical facilities and doctors available locally. 

Fresh Water: Fresh water is available. As the water is not frequently 
used by vessels, the first water in the line is very rusty and may take 
as long as one hour before clear water is running. Fresh water is also 
available by barge at the outer roads on request. 

Fuel: Fuel is available by barge from other ports in an emergency but 
it is very expensive. 

pay ltl There are 2 watchmen (Immigration Officers) on board day 
and night. 

Surveyors: No surveyors available locally. If required Lloyd's and ABS 
can provide surveyors from Hong Kong. 

Local surveyors for bunkers or off-hire surveys can be ordered from 
nearby Chinese ports. 

Repatriation: Possible. Information should be provided to the Agent 

when the vessel is alongside. 

Airport: Nanning Airport is approximately 180 km. from the port by bus. 

Time: GMT plus 8 hours. In Summertime from April 21st to September 

22nd, clocks are advanced one hour. 

Shore Leave: Possible. Shore passes and passports must be carried 

when going ashore. 

General: 

Seaman's Club: There is a Seaman's Club locally from which overseas 

telephone calls may be made. 

Telephone/Telex: Available in the Agent's office. Connections to foreign 

countries are made through the operator, waiting time of 30 minutes or 

more can be expected. Within the next year or so a direct dialling system 

will be established. 

Garbage: Form for garbage removal is signed by the Master on arrival. 

caer will be removed daily by the collector and should be in plastic 
ags. 
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Ship Chandler: The ship chandler boards on request with a price lig 
and speaks good English. 

Laundry: Laundry service is available and is handled by the she 
chandler. 

Currency: The currency is the Yuan. The official rate of exchange ; 
March 1989 was 3.62 Yuan to U.S. $1.00. 

Imports: Grain, fertiliser and raw sugar. 

Exports: Manganese ore, coal, bauxite, cement and refined sugar. 
Agent: PENAVICO (China Ocean Shipping Agency). The Agent speak 
good English and was very helpful in every respect. 


FUZHOU (Foochow): 26.03 N. 119.18 E. 


PILOTAGE: Compulsory. Pilot available between O400hrs. an 

2000 hrs. Pilot boards vessel in the anchorage (position: Lal 

26° 07’ 44” N., Long. 119° 38’ 44” E.). 

ANCHORAGE: Tingjing Guantou Anchorage has a depth o 

6.0 m. — 12.0 m. and accepts vessels up to 20,000 d.w.t. 

MAX. SIZE: Max. draft in channel is 8.0 m. at LW and 8.5 m. at HW. 
Tidal range: 6.0 m. maximum and 3.5 m. minimum. 

VHF: Port radio on Channel 16 throughout 24 hours. 

TUGS: 1 x 600h.p., 1 x 900h.p., 1 x 1,600 h.p., 1 x 2,300 h.p. an 


1 x 3,200 h.p. 
BERTHING: 
District Berth Length Depth Use 
No. (m.) (m.) 
Ma Wei 1 9.0 General Cargo 
J 592 9.0 General Cargo 
3 7.0 Passenger 
4 7.0 Container 
Tai Jiang — 80 + 30 4.0 General Cargo 
CRANES: 1 floating crane of 35 tons capacity. 
Ma Wei: Berth No. 1 4 x 10 tons 
2 6 x 16 tons 
3 10 x 8 tons 
4 8 x 8 tons 
Tai Jiang 1 x 4.5 tons 
3 x 3.8 tons 


FRESH WATER: Contact Xia Mean Hua Hang Co. 

FUEL: Contact Xia Mean Hua Hang Co. 

REPAIRS: Facilities available. 

GENERAL: 

Provisions: Contact China Ocean Shipping Supply Co. 

Storage: Warehouse: 5,500 sq.m. Open storage: 5,700 sq.m. Containe 
storage: 4,000 sq.m. — 30,000 sq.m. 

Imports: Cement, fertiliser, rice, coal and general cargo. 

Exports: General cargo and stone. 


SHIPMASTER’S REPORT: July 1985 (Updated 1990). 

Documents: Documents required are same as for other Chinese Ports 
7 copies of Notice of Readiness must be provided. Inspection par 
boards with Agents and all formalities are carried out prompt 
Formalities include Port Health Inspection (granting of Quarantine) an 
Immigration and Customs clearance. 2 Police Officials remain on boat 
throughout until vessel's departure. 

Pilotage: At Quarantine Anchorage 2 Pilots board, and the vessel! 
taken 5 miles up river to either Guantou Anchorage or a few miles furthé 
up river to Minan Anchorage. 

Approach: From 5 miles S.W. of Baiquan Liedo pass around its S.V 
side and approach position Lat. 26° 06.22’ N., Long. 119° 52’ E. The 
turn West to cross bar at HW (daytime only). Set course 265.5°T again‘ 
Baiyun Shan leading lights. (These are visible clearly as white concre? 
structures on hills in daytime at least 15 miles off). On reaching Lé 
26° 05’ 37" N., Long. 119° 41’ 40” E. and 0.21 miles Southward of Buo 
No. 3 in position Lat. 26° 05' 49” N., Long. 119° 41' 42” E. alter cours 
to 308°T against Culudao leading lights. These leading lights are rm 
marked on BA. Chart 2400. The forward light (white concrete structuft 
is on Xifengshi Point in approximate position Lat. 28° 08.2’ N. Lon 
119° 38.3’ E. Thence approach Quarantine Anchorage centred on Lé 
26° 07' 42” N., Long. 119° 38’ 44” E. Whilst awaiting daylight HW vess 
can anchor in position Lat. 26° 06’ 30” N., Long. 119° 50’ 00” E. Ther 
is no restriction on use of Radar or echo sounder. 

General: Vessel must cross bars and arrive at Quarantine Anchorag 
marked on BA. Chart 2400. Time of arriving at Quarantine Anchorag 
is time of Arrival at the Port. Pilots usually do not reply when called 0 
VHF, however, Fuzhou Radio can be called on Channel 16 at any tim 
and asked to convey ey to Pilots. Fuzhou Radio will also mat 
VHF contact with Penavico. Thus for any assistance Fuzhou Radio? 
VHF Channel 16 can be contacted at any time. 

Authorities do not board at this anchorage, since it is far from Ma Wé 
Agents main Office is situated in Fuzhou City but their full Operatio" 
Department is stationed in Ma Wei within the dock area. Fro 
Quarantine Anchorage vessel is Piloted to either Guantou or Miné 
waiting anchorage, about 12 miles and 6 miles respectively from N 
Wei. The Arrival formalities are carried out at these anchorages. : 
Restrictions: Navigation and all movements during daylight HW on 
Max. draft 8.0 m. for going to Ma Wei. No navigation is possible beyo’ 
Ma Wei. If vessel is drawing more than 8.5 m. she can be lightened! 
anchorage, but this will be difficult and cause delays due to shortage! 
barges, etc. In any case maximum draft permissible is 8.5 m. Howe¥— 
it is advisable not to load to more than 8.0 m. if complications are to? - 
avoided. Vessels of more than 180 m. length may find difficulties! 
anchorages. Ideally vessels of 10,000 tons gross are suitable. 

Note: If drawing more than 8.0 m., vessel should contact “Penavé | 
Fuzhou” before arrival. 
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There are 2 spring tides each month. A draft of less than 9.0 m. can 
be handled at spring tides. 

Prohibited area for Navigation is bounded by Beipiao Peninsular Lat. 
26° 21'N., Long. 119°55'E.; Mazuleidao Lat. 26°09'N., Long. 
119°55' E.; Baiquan Liedo Lat. 25°57’'N., Long. 119°58'E. and 
Tongyindao Lat. 26° 22’ N., Long. 120° 30’ E. 

Radio: 48 hours and 24 hours Notices of Arrival must be sent via Fuzhou 
Radio. Call sign “XSL”. Frequencies: MF-430 kHz all day, and HF-4343 
kHz (1800 hrs. — 0600 hrs. local time) or 8598 kHz (0600 hrs. — 1800 hrs. 
ical time) to “PENAVICO Fuzhou”. All foreign vessels are handled by 
Penavico. They will reply with radio message giving tide times and arrival 
nstructions which are similar to those found in BA. Pilot. 

Berthing: Four ships can be berthed at Ma Wei. Berth No. 1 is suitable 
for ships drawing 7.5m., other berths can accommodate vessels 
drawing 7.00 m. About 5 to 6 vessels can work at anchorages off Ma 
Wei. Discharge rate about 1,000 tons per day (Bags/about 4 gangs). 
Cargo Gear: There are 4 cranes of about 5 tons capacity, one for each 
perth. Cargo work is mostly carried out with ship's derricks. There are 
several new mobile cranes, and new fork lifts capable of handling 
20ton containers. Cargo is discharged on to trailers and taken to storage 
sites or directly to railway wagons. 

Stevedores: State controlled. Work is continuous in three shifts daily. 
Medical: Hospitals situated very close to dock area with full facilities. 
inoculations can be carried out. 

Fresh Water: Laid on at wharf. Rate 50t.p.h. Due to waiting period 
vessels must arrive with tanks full, and water must be rationed during 
waiting period. With difficulty water is supplied at anchorages by barge 
(capacity 60 tons.) 

Fuel: All grades available. 

Density: 1000 at LW. 1015 at HW. 

Time: GMT plus 8 hours. 

Delays: Vessels may have to wait for berths for long periods. Sometimes 
30 to 40 days. 

Developments: Large areas are being reclaimed and long term plans 
exist to increase berthing facilities. Extensive dredging is also in 
progress. 

General: Provisions: Reasonable amounts of fresh provisions are 
available at very good prices. However dairy products like butter and 
frozen provisions not available. Vegetables in limited variety. Fresh 
meat, poultry and fish are plentiful. 

laundry: Local Seamen's Club handles laundry. Delivery after about 
10 days. Service is unreliable. 

Agents: China Ocean Shipping Agency, 20 Wuyi Road (South), Fuzhou. 
Cable Address: Penavico Fuzhou. Tel: (0591) 569572. Telex: 92137 
FAHN CN. Fax: (0591) 568150. 


AUTHORITY: Fuzhou Port Authority, Mawe, Fuzhou. Tel: (0591) 
582132. 


GUANGZHOU, including Huangpu (Whampoa): 
23.05 N. 113.25 E. 


Also see “General” before first port. 
TUGS: 21 tugs up to 1,800 h.p. 
BERTHING: The Port of Guangzhou spreads over some 40 km. along 
the Pearl River from Huangpu’s new port area located at the mouth of 
the East River in the East to the terminals located at the East Bridge, 
crossing the Pearl River in the West. 

The port offers 21 berths for vessels up to 10,000 d.w.t., 43 berths 
for vessels up to 1,000 d.w.t. 15 mooring buoys and 15 operational 
anchorages. The depth of the channel is 9m. and vessels up to 
25,000 d.w.t. can enter this port at high tide. Vessels with deeper draft 
can be lightened at anchorage before entering the port. 


The Huangpu area within the Port of Guangzhou is divided as follows: 


Old Port Area: 17 berths (on both sides of the river) accommodating 
vessels of up to 10,000 d.w.t. and one berth for vessels of maximum 
5,000 d.w.t. Depths alongside up to 7.0m. There are over 20 
warehouses of about 50,000sq.m. and stockyards covering about 
147,000 sq.m. 

New Port Area: 10 specialised berths for bulk grain, bulk fertiliser, 
containers and bulk oil handling, accommodating vessels up to 
20,000 d.w.t. Depth alongside 11.9m. Ample warehouses and 
Stockyards for all kinds of cargo, one grain silo and facilities to handle 
bulk fertiliser, including bagging, are provided. General cargo ships may 
use these berths when space available. 

Container Terminal: Two berths totalling 471 m. in length with 12.0 m. 
depth and a container yard of 90,000 sq.m. The three container gantry 
cranes have lifting capacities of 30.5 tonnes. 

Coal Terminal: There are 3 berths at this terminal capable of 
accommodating 2 vessels up to 20,000 d.w.t. or 3 vessels of maximum 
10,000 d.w.t. 1 x 1,000t.p.h. shiploader and 4 x 500t.p.h. ship 
unloaders. 

While the Huangpu area of the Port of Guangzhou has the general 
'estrictions of LOA 180m. and draft of 9.0 m., the Port Authority is 
prepared, on a case to case basis, to consider acceptance of vessels 
with LOA/draft slightly over these limits. 

CRANES: Quay cranes of 3 tons — 10 tons capacity and 5 floating cranes 
with capacity 30 tons — 250 tons. 

MEDICAL: Hospital available. 

FRESH WATER: Available. 


FUEL: Available. 
AIRPORT: Guangzhou Airport. 
DEVELOPMENTS: The Port of Guangzhou is presently expanding. 


Tenders are being called for the construction of 10 multi-purpose berths 
or vessels up to 35,000 d.w.t. in the Xin Sha project, 5 of which are 
planned to be completed by 1994 and in the Li Jiao Terminal with 


Capacity of 3 million tonnes of cargo annually, to be completed by 1990. 


CHINA, People’s Republic of 


SHIPMASTER’S REPORT: July 1981 and October 1984. 

Item Nos. 6 — 9 amended by report received in October 1984. 
Southern Approaches to Huangpu: 

1. Vessels approaching from the South, bound for Canton and 
Whampoa should steer a course of 005°, so as to arrive approximately 
5 miles West of Wen-Wei Chou (Gap Rock). An occasional light is 
exhibited from Gap Rock Lighthouse, but more often this light does not 
function and therefore should not be relied upon. 

2. On approaching Gap Rock the first land mark that appeared on 
the horizon was the group of Great Ladrone Islands at a distance of 
approximately 20 miles on a clear afternoon. On closing Great Ladrone 
to a distance of about 10 miles, the group of islets to the East of Gap 
Rock were seen. Closing further to a range of 8 miles only, the Gap 
Rock was seen and identified. 

3. The Gap Rock Islet is rugged in appearance and devoid of any 
vegetation. The lighthouse is located at the centre of the islet and differs 
slightly from the illustration in the Pilot, in that the dome-like structure 
is non-existent. The structure is slightly inclined and looks neglected. 

4. The light on the Chuk Wan Shan Island is prominent and was 
visible at a distance of approximately 15 miles and is located at the 
summit. It is whitish and dome-like in appearance. 

5. On identifying Gap Rock, vessel should proceed on the 
recommended course of 013°, keeping clear of the wreck marked 3 
miles (approximately) West of Gap Rock and follow the recommended 
track so as to arrive at the Quarantine Anchorage demarcated West of 
La Sa Wei Island. It was observed that most ships prefer to anchor 
closer to the Ma Wan Light due to deeper waters. The anchorage off 
La Sa Wei affords good holding ground and shelter from all types of 
weather. 

6. Vessels remain at this Quarantine Anchorage for a considerable 
length of time and all ships requirements, Pilot, berthing instructions, 
movements, etc., will have to be sought from the Agents ‘‘Penavico” 
through Guangzhou Radio on 8490 MHz. 

7. Loaded vessels may have to anchor at the Bar before entering the 
Chuen Pi Channel at Lat. 22° 45’ N., Long. 113° 39’ E. (B.A. 1741) to 
await the next tide. Once ready for heaving anchor and swinging the 
vessel's bow into port direction, Pilots ask for the lights “Red” over 
“White” to be switched on for turning and to switch them off again after 
completing the turning manoeuvre. 

Pilots listen on VHF Channels 9 and 16 and vessels can try to contact 
them once approaching La-Sa-Wei Quarantine Anchorage but vessels 
have to be patient as not many of shore personnel appear to understand 
English and they will not reply unless there is a Pilot standing by to 
attend. 

8. The usual muster of crew is not carried out. However, a very 
thorough inspection is carried out by Immigration at Pratt Point, about 
3.5 miles downstream (B.A. 1742). At that position the vessel drops 
anchor and awaits Immigration, who once on board order all the crew 
into one messroom, leaving wardrobes, lockers and cabin doors open. 
Then 4 men of the crew will be chosen, 1 to go with 1 soldier through 
the accommodation, 1 to go with another through the engine room and 
2 others to accompany 2 other soldiers through the cargo holds. This 
procedure takes about 1 hour. Only after this inspection does Master 
obtain his clearance and is able to sail. 

9. Huangpu Port (Whampoa) has been extended enormously. There 
are pier facilities for at least 6 medium size general cargo ships and at 
appprox. position Lat. 23° 03.25’ N., Long. 113° 28.5’ E. near Shuang 
Kang (B.A. 1742) there exists a new container and Ro/Ro pier for 
3 ships. 

The cargo of my vessel (ST 14 of 11,363 tonnes) of bagged urea was 
discharged in 62 hours after working with up to 9 gangs (5 hatches) day 
and night. 

10. The Seaman's Club Representatives board the vessel soon after 
arrival and will arrange any sight seeing tours at nominal cost. Seaman's 
Club provides good meals and club facilities. Seaman's Store and the 
Friendship Stores afford good shopping at reduced prices. Ship 
provisions and fresh vegetables are available in abundance. 

11. Vessels leaving Whampoa, Northbound will have to follow the 
same route unless prior approval is sought from the Agents to go through 
the Lema Channel. 


AGENT: Jardine Matheson (China) Ltd., Room 801, China Hotel, Liu 
Hua Lu, Guangzhou, People’s Republic of China. Tel: 677464, 677460. 
Telex: 44407 JMCGZ CN. 

Associated with Jardine Shipping Agencies. 


HAIKOU: 20.01 N. 110.16 E. 


PILOTAGE: Compulsory. Pilotage is undertaken day and _ night. 
Pilot boards vessel at quarantine anchorage. 

Also see “Anchorage”. 
ANCHORAGE: Depth 4.0m. — 18.0m. Can accommodate vessels 
20,000 d.w.t. — 25,000 d.w.t. 
Pilotage Anchorage: Between Lat. 20° 05’ 14” N. and Lat. 20° 05’ 36” N. 
and Long. 110° 16’ 08” E. and Long. 110° 16’ 51” E. 

Depth 15 m. — 18 m. Bottom: Mud and sand. 
RESTRICTIONS: Entry and sailing after sunset is possible. 
MAX. SIZE: Max. draft in channel 6.0 m. 

Tidal range: 0.5 m. — 2.4 m. at Spring tides. 1.1 m. — 2.0 m. at Neap 
tides. 

Also see “Berthing”. 
VHF: Haikou Radio on Channel 16 (24 hours). Penavico on Channel 9 
(24 hours). 
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LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
at the port side manifold with a lifting capacity of more than 10 tons — 
SWL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock” quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

By 34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel’s manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 kI./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 


Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 
Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


rt. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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nae by those responsible for the vessel, for all expense, 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour an 
equipment costs for cleaning operations will be for the vessel's accounj 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinity 
AUTHORITY: Operator: Japan China Oil Development Corporatio: 
(JCODC). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building) 
Chiyoda-Ku, Tokyo, Japan. Te/: 03 (502) 1643. Telex: 02222179 Jcoi 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Repubi 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (Int 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tanggu 
Tianjin, The People’s Republic of China. Te/: 86-22-97-4701, Ext.162 
86-22-77-1208 (int'l subscriber dial call). Telex: 23163 Obpcce Ch 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 9623 
Beijing, The People’s Republic of China. Tel; 86-1-201-4904 (Int 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingan 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97 
3312, 97-3756. Telex: 23164XgpenCn., 23167 Xgpen Cr 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, Th 
People’s Republic of China. Tel: 86-22-31-7214, 31-290! 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-721( 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhe 
Urban District and about 20 nautical miles from the centre of Hong Kong 
The port is an important component of the expanding Shenzhe 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still unde 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving th 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud an 
sand bottom with good holding ground), can accommodate more tha 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoo 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwa 
Channel Light Buoy No. 5 serves as the anchorage for medium an 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Are 
Channel and Chiwan Port Area Channel. The former comprises the outt 
one between light buoys No. 1 to No. 5, and the inner one between lig’ 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a width¢ 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Are 
Light buoys No. 2 and No. 3 are positioned at the junction of the bas 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m.) No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 35,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3.5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3.5 1x 1,000 
Jetty Berth No. 2 Wuwan 200 6.0 15,000 
Jetty Berth No.3 Wuwan 110 6.0 15,000 
Sino-British Oil 
Wharf Wuwan 100 4.0 13,000 
Dong Jiao Tou Wuwan 100 5.5 1x5,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 1x 20,000 
Berth No. 2 Chiwan 250 10.0 120,000 
Nanhai Oil Wharf Chiwan 300 6.6 
Aquatic Wharf 
Whart No. 1 Shekou (long frontage for small coas 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a te 
capacity of 19,500 sq.m., but the total space is not yet fully operation 
The container stacking area is 13,300 sq.m. and the storage area! 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq’ 


respectively. 


SHIPMASTER’S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5’ N., 
Long. 113° 53’ E. Pilot station is located in position Lat. 22° 25’ N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
(only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
is assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 
Port: Chiwan (Shekou). 
Position: Lat. 22° 28.5' N., Long. 113° 53’ E. 
Chart: BA Charts No. 342 and 343. 
Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
Documents: 
Last Port Clearance. 
3 copies Cargo Manifest. 
2 copies Crew Declaration (Chinese form). 
4 copies Health Form (Chinese form). 
6 copies Crew List. 
All Crew Discharge Books and Passports checked. 
Bonded Stores List (Ship's and Local Chinese form). 
About 10 personnel board with agent by tug about 20 minutes after 


anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 


is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 

Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and all 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency “Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (see 
AL.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was Carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF; Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time, 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship's rail. 

= eee personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
@ minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound Passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
for any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00" N. Long. 121° 42' 00" E. 
Lat. 38° 57’ 00" N. Long. 121° 46’ 00" E. 
Lat. 38° 56’ 18” N. Long. 121° 41’ 00" E. 
Lat. 38° 55’ 00" N. Long. 121° 46’ 00" E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08" N. Long. 121° 45’ 00" E. 
Lat. 38° 59’ 08” N. Long. 121° 46' 55” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 57’ 39” N. Long. 121° 46’ 55” E. 
Tanker Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08" N. Long. 121° 45’ 00” E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8" N. Long. 121° 37’ 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37’ 38.2" E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30" E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 56' 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 57' 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00” N. Long. 121° 59’ 00" E. 
Lat. 38° 56' 48" N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00" E. 
Lat. 38° 55’ 00” N. Long. 122° 02' 00” E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 1x2,000 h.p., 12,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) Spal and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei Zui 2buoys —- 5.0 —7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 


Zi coke, grain, feed. 

Xin Gang 2 260. 15.0 Crude oil. 
CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 
MEDICAL: Hospital available. 
TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 
Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Dagqing oil field, at a rate of 70,000 bbls/hr. 
The main berth (205 m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 x 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2x 750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
at the port side manifold with a lifting capacity of more than 10 tons — 
SWL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock” quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

Be 34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel’s manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 kl./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 

Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 

Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


rt. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15 p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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reimbursement by those responsible for the vessel, for all expense 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour ay 
equipment costs for cleaning operations will be for the vessel's accoun 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinity 
AUTHORITY: Operator: Japan China Oil Development Corporatio 
(JCODC). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building) 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (502) 1643. Telex: 02222179 Jcoj 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Republi 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (Ini 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tanggqu 
Tianjin, The People's Republic of China. Tel: 86-22-97-4701, Ext.162 
86-22-77-1208 (Int'l subscriber dial call). Telex: 23163 Obpcc Cr 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 962% 
Beijing, The People’s Republic of China. Tel: 86-1-201-4904 (Ini 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingan 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97 
3312, 97-3756. Telex: 23164XgpenCn., 23167 Xgpen Cr 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, Th 
People’s Republic of China. Tel: 86-22-31-7214, 31-290! 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-721{ 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhe 
Urban District and about 20 nautical miles from the centre of Hong Kon 
The port is an important component of the expanding Shenzhe 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still und 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving th 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud an 
sand bottom with good holding ground), can accommodate more tha 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoo 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwé 
Channel Light Buoy No. 5 serves as the anchorage for medium an 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Are 
Channel and Chiwan Port Area Channel. The former comprises the outt 
one between light buoys No. 1 to No. 5, and the inner one between lig 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a widtht 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Aret 
Light buoys No. 2 and No. 3 are positioned at the junction of the bas 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m.) No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 35,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3.5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3.5 1x 1,000 
Jetty Berth No. 2 Wuwan 200 6.0 15,000 
Jetty Berth No. 3 Wuwan 110 6.0 1x5,000 
Sino-British Oil 
Whart Wuwan 100 4.0 13,000 
Dong Jiao Tou Wuwan 100 5.5 15,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 1x 20,000 
Berth No. 2 Chiwan 250 10.0 1x 20,00 
Nanhai Oil Whart Chiwan 300 6.6 
Aquatic Wharf 
Wharf No. 1 Shekou (long frontage for small coas 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a to 
capacity of 19,500 sq.m., but the total space is not yet fully operation 
The container stacking area is 13,300 sq.m. and the storage area! 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq! 
respectively. 


SHIPMASTER’S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5'N., 
tong. 113° 53’ E. Pilot station is located in position Lat. 22° 25’ N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
{only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
s assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 
Port: Chiwan (Shekou). 
Position: Lat. 22° 28.5’ N., Long. 113° 53’ E. 
Chart: BA Charts No. 342 and 343. 
Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
Documents: 
Last Port Clearance. 
3 copies Cargo Manifest. 
2 copies Crew Declaration (Chinese form). 
4 copies Health Form (Chinese form). 
6 copies Crew List. 
All Crew Discharge Books and Passports checked. 
Bonded Stores List (Ship’s and Local Chinese form). 
About 10 personnel board with agent by tug about 20 minutes after 


_ anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 
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is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 

Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and all 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency “Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (see 
A.L.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was Carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1" bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF: Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship's rail. 

= liaison personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
a minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
for any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00" N. Long. 121° 42’ 00" E. 
Lat. 38° 57’ 00" N. Long. 121° 46’ 00” E. 
Lat. 38° 56’ 18” N. Long. 121° 41’ 00” E. 
Lat. 38° 55’ 00” N. Long. 121° 46’ 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 45' 00” E. 
Lat. 38° 59’ 08" N. Long. 121° 46' 55” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 57’ 39” N. Long. 121° 46’ 55" E. 
Tanker Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 42' 30” E. 
Lat. 38° 57’ 39" N. Long. 121° 42’ 30" E. 
Lat. 38° 57' 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00” E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8” N. Long. 121° 37' 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37' 38.2” E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30” E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00” N. Long. 121° 59’ 00” E. 
Lat. 38° 56’ 48” N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00" E. 
Lat. 38° 55’ 00” N. Long. 122° 02' 00" E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 1x 2,000 h.p., 12,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) reams. and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei Zui 2buoys — 5.0 — 7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 


Zi coke, grain, feed. 

Xin Gang 2 260 15.0 Crude oil. 
CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 
MEDICAL: Hospital available. 
TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 
Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Dagqing oil field, at a rate of 70,000 bbls/hr. 
The main berth (205 m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 x 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
at the port side manifold with a lifting capacity of more than 10 tons — 
SWL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock” quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

BZ 34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel's manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 kKI./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 

Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 

Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


rt. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

(2) Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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reimbursement by those responsible for the vessel, for all expense 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour an 
equipment costs for cleaning operations will be for the vessel's accoun 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinit 
AUTHORITY: Operator: Japan China Oil Development Corporatio 
(JCODC). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building) 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (502) 1643. Telex: 02222179 Jcoj 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Repubi 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (Ini 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tangq 
Tianjin, The People’s Republic of China. Tel: 86-22-97-4701, Ext.162 
86-22-77-1208 (Int'l subscriber dial call). Telex: 23163 Obpcc Cr 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 962: 
Beijing, The People’s Republic of China. Tel; 86-1-201-4904 (Ini 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingan 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97 
3312, 97-3756. Telex: 23164 XgpenCn., 23167 Xgpen Cr 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, Th 
People’s Republic of China. Tel: 86-22-31-7214, 31-2901 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31 -721( 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhe 
Urban District and about 20 nautical miles from the centre of Hong Kon 
The port is an important component of the expanding Shenzhe 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still unde 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving th 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud an 
sand bottom with good holding ground), can accommodate more tha 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoo 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwa 
Channel Light Buoy No. 5 serves as the anchorage for medium an 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Are 
Channel and Chiwan Port Area Channel. The former comprises the out 
one between light buoys No. 1 to No. 5, and the inner one between lig’ 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, | 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a widtht 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Aret 
Light buoys No. 2 and No. 3 are positioned at the junction of the bas 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m.) No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 35,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3.5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3.5 1x 1,000 
Jetty Berth No. 2 Wuwan 200 6.0 15,000 
Jetty Berth No. 3 Wuwan 110 6.0 15,000 
Sino-British Oil 
Whart Wuwan 100 4.0 13,000 
Dong Jiao Tou Wuwan 100 5.5 15,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 1x 20,00 
Berth No. 2 Chiwan 250 10.0 1x 20,000 
Nanhai Oil Wharf Chiwan 300 6.6 
Aquatic Wharf 
Wharf No. 1 Shekou (long frontage for small coas® 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a to 
capacity of 19,500 sq.m., but the total space is not yet fully operation’ 
The container stacking area is 13,300 sq.m. and the storage area‘ 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq’ 
respectively. 


SHIPMASTER’S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5’ N., 
Long. 113° 53’ E. Pilot station is located in position Lat. 22° 25’ N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
(only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
is assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 

Port: Chiwan (Shekou). 

Position: Lat. 22° 28.5' N., Long. 113° 53’ E. 
Chart: BA Charts No. 342 and 343. 


_ Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
- Documents: 


Last Port Clearance. 

3 copies Cargo Manifest. 

2 copies Crew Declaration (Chinese form). 

4 copies Health Form (Chinese form). 

6 copies Crew List. 

All Crew Discharge Books and Passports checked. 

Bonded Stores List (Ship's and Local Chinese form). 

About 10 personnel board with agent by tug about 20 minutes after 


_ anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 


is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 

Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and all 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency ‘“Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (see 
A.L.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF; Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship’s rail. 

liaison personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
a minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound Passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
‘or any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00” N. Long. 121° 42' 00" E. 
Lat. 38° 57’ 00” N. Long. 121° 46' 00” E. 
Lat. 38° 56’ 18” N. Long. 121° 41' 00” E. 
Lat. 38° 55’ 00” N. Long. 121° 46’ 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 45' 00” E. 
Lat. 38° 59’ 08" N. Long. 121° 46' 55” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00" E. 
Lat. 38° 57’ 39” N. Long. 121° 46’ 55" E. 
Tanker Anchorage: 
Lat. 38° 59’ 08" N. Long. 121° 42' 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08" N. Long. 121° 45’ 00” E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8" N. Long. 121° 37’ 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37’ 38.2” E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30" E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00” N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 121° 59’ 00” E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00” E. 
Lat. 38° 55’ 00” N. Long. 122° 02’ 00” E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 1x2,000 h.p., 1* 2,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of | Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) General and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei Zui 2buoys — 5.0 — 7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 


Zi coke, grain, feed. 

Xin Gang 2 260. 15.0 Crude oil. 
CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 
MEDICAL: Hospital available. 
TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 
Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Daqing oil field, at a rate of 70,000 bbls/hr. 
The main berth (205m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 = 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45" N., Long. Berthing and sailing operations take place 24 hours a day with th 
121° 59’ 05” E.) and bounded by Positions: exception that the vessel does not berth on Berth No. 2 during nigh 
Lat. 38° 55’ 42” N., Long. 121° 59’ 00” E. time. 
Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. Documents: 
Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. To be submitted to the Port Officials: 
Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. a) Crew Lists (Chinese Form) 6 copies 
Depth 15/18 fathoms. * Japanese crew members are required to fill in 
Entry Inspection: Carried out at the Anchorage, during daylight hours, their names and address in Chinese characters 
by 8 officials representing Customs, Immigration, Harbour Authority and b) Report of entry for foreign-going ship (Chinese 
Agency. The entry formalities were very easy and a Bonded Stores List Form) 2 copies 
was not required and the Bond was not sealed. The Immigration Officer c) Maritime Declaration of Health 1 copy 
checked all passports but a Crew muster was not required. After pratique d) Import Manifest (Free Form) 1 copy 
has been granted and other entry formalities completed, 2 Immigration e) List of specified articles, foreign currencies, gold, 
Guards stay on board until the vessel berths, and during this time they silver belonging to ship and/or member of crew 
make out Crew Shore passes from Passports. After berthing, the Agent's (Chinese Form) 1 copy 
representative lives on board during the vessel's stay and is very obliging * Specified articles means watches, cameras, 
and helpful. recorders and transistor radioes, etc. 
Berth: A modern (1977) concrete dolphin structure with tower/elevator f) Vaccination List (Free Form) _ 1 copy 
gangway and winches on all dolphins, 420 m. long, direction 149°/329°. g) Application for discharge of dirty ballast water to 
No. 1 (outside) Max. size: 100,000 d.w.t. shore facility (Chinese Form) 1 copy 
Depth: 17 m. h) Application for discharge of segregated ballast 
Max. draft: 15m. water into sea (Free Form) 1 copy 
Max. length: 360 m. O.A. * Stores List is not required 
Loading arms: 4x12 in. Chicksans * Chinese Forms are obtainable by the Agent 
Max. load rate: 10,000 t.p.h. To be shown to the Port Officials: 
No. 2 (inside) Max. size: 50,000 d.w.t. a) Ship's Register 
Depth: 14m. b) Last Port Clearance 
Max. draft: 12m. c) Derat Certificate 
Max. length: 230 m. d) Load Line Certificate 
Fresh water is available on the berths but bunkers are supplied by e) Safety Equipment Certificate 
barge from Dalian old port. f) Safety Construction Certificate 
The berths are connected to the shore by a cantilever bridge g) Safety Radiotelegraphy Certificate 
approximately 0.5 miles long and vehicles are not permitted over the h) Qil Record Book 
bridge. i) Certificate of Financial Security in respect of Civil 
There is a dirty ballast reception facility with a maximum rate of Liability for Oil Pollution Damage 
3,000 t.p.h. j) Discharge Books, Passports and Yellow Cards 


Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and Pilotage: Compulsory for berthing and unberthing at the oil jett 
1 medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. _ Pilot boards about 5 miles E.S.E. of the jetty. 
Berthing at No. 1 Berth is always port side to and is straightforward with No pilot boat, tug used. ; 
plenty of men for handling moorings. Starboard anchor is let go about Anchorage: Quarantine Anchorage surrounded by the following fou 
100 ft. off the berth. Pilots advise there can be moderate swell with Points is established: 
E./S.E. winds. a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

On departure the vessel is swung to starboard off the berth by 2 tugs b) Lat. 38°56’ 48" N., Long. 122° 02’ 00” E. 
and the Pilots disembark shortly after the swing is completed. The Red c) Lat. 38° 55’ 42" N., Long. 122° 02’ 00" E. 
Flashing Buoy in Lat. 38° 58’ 20” N., Long. 121° 55’ 00" E. is left to port d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 
when berthing and to starboard on sailing. Nature of bottom is mud, depth of water 27 m. to 35 m. 

Berths: There are 2 tanker berths on the oil jetty with a length of abo 

Communications: Agents: China Ocean Shipping Agency, Cable: 400 m. and depth of 17 m. at Berth No. 1, 14 m. at Berth No. 2. 
Penavico, Dalian, require following message 7 days, or after sailing from | Max. Size: 


previous port; name, call sign, nationality, ETA, draft fore and aft, cargo Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 159 

quantity to be loaded, crew's nationality and number, departure port and Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m 

destination after Dalian. Berth No. 1 is located on the offshore side of the jetty and Berth No.: 
72 hours: ETA, clean and dirty ballast to discharge, cash required. _ 0” the inshore side. , : 

48, 24 and 8 hours: ETA. Vessels generally berth portside alongside. 
8/12 hours: ETA to Harbour Master Dalian. Health: Radio Pratique is not available. The Master has to show th 
8/12 hours: ETA, crew health condition to Port Health Dalian, yellow cards together with a vaccination list and submit a Declaratic 
Dalian Port Radio can be contacted on VHF Channel 16 and will of Health. : 

transfer call to Agents on Channel 9. Radio: The Master or owner of a vessel, shall 7 days prior to vessel 


Agent: China Ocean Shipping Agency, will provide cash advance but arrival, submit the required forms to the Harbour Superintendeno 
any unused currency must be returned to Agent before departure. Administration through the Agent (Penavico, Dalian) for completion ¢ 
Foreign currency can be exchanged ashore. Agents will provide mini- entry formalities. They require: 


bus/taxis for crew travel to Dalian Town which is about one hour's drive. a) Vessel’s name 

After completion of loading there is a delay of 3 to 5 hours before b) Nationality 

documents are brought on board for signature. Immigration require all c) ETA 

shore passes to be returned and Customs wish to sight Tonnage Dues d) Arrival draft . 

Certificate provided on arrival. There is an armed guard stationed at the e) Quantity of cargo to be loaded at Dalian 

shore end of the gangway at all times, and he inspects shore passes f) Nationality and the number of the ship's personnel 

and Passports when leaving and returning to the vessel. g) Last port 

Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, h) Destination ‘ 
Sulphur: 0.1%, Load Temp: 40° — 45°C. The Master has also to radio to the Agent her ETA and arrival drat 


Harbour Authority: As vessel's first call, authorities visited after arrival 24 hours in advance of her arrival, through Dalian Radio, who is to advis 
alongside and checked and inspected all safety and fire-fighting the Harbour Superintendency Administration. ; 

equipment, and required details of engine room bilge and sewage Furthermore, the Master is also required to advise her Agent 2 oF 
disposal whilst in port. Also checked Oil Record Book. They were alittle | days prior to her arrival, of the quantities of the segregated water balla 
concerned at direct mooring with wires and would perhaps be better to and other water ballast retained on board at the time of arrival. 
have rope pendants on mooring wires. Normal tanker port restrictions | VHF: Dalian VHF station keeps a 24 hour listening watch on Channi 
apply regarding pollution avoidance from oil, garbage and sewage, also _16 and is available to communicate with Agent (Penavico). 

no fishing is allowed either at anchorage or alongside. When alongside Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 f 
shore labour empty garbage receptacles once per day. unberthing. ‘ ' 

Chandler: Dalian Ocean Supply Corporation have a comprehensive Fresh Water: Available either from the shore or barge. 

range of catering supplies, and limited deck and engine stores. From Fuel: Fuel oil and marine diesel oil are both available from barge. 
the price list obtained the range and price of provisions was extremely Ballast: No ballast water is allowed to be discharged into the sea, exce 
competitive. As no stores were purchased quality cannot be commented segregated ballast water. 


upon although the Catering Officer did visit the store in Dalian and hore reception facilities with a capacity of 30,000 tons can recel 
reported that most of the articles listed in their brochure seemed to be _ 3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per to 
available and of reasonable quality. Our call being in Winter season, According to the Regulations, the Authorities will allow discharge! 
fresh vegetables, fruits, salads, etc., were in short supply. ballast water into the sea subject to the oil content of the bailast wat 
Chandlers Cable Address: Supco, Dalian. Telephone 26820. being less than 10 p.p.m. However, as a matter of fact, any ballast walt 


loaded in cargo tanks is not allowed to be discharged into sea for 
reason that the Master cannot give them any evidence of the oil conte» 


SHIPMASTER’S REPORT: September, 1980. of the ballast water. | 
This is a brief report on port information obtained when vessel (42,764 Therefore, there is no necessity for cleaning cargo tanks for ballast? — 

g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading purpose. 

Daging Crude Oil. Customs Allowances: Ship's bonded stores are not sealed. No limitatt 

Oil Terminal: Position Lat. 38° 59’ N., Long. 121° 54’ E. to cigarettes or wine/spirit for use on board. | 

Restrictions: Entering formalities, so-called “General Examination”  /dentification Cards: Shore leave is granted from sunrise to midnight - 

made, as a general rule, during day time only by the Port Officials of Shore passes are issued by the Immigration Officer. 

Quarantine, Immigration, Customs and Harbour Superintendency Crew members going ashore must carry the shore passes toget? | 

Administration. with their Passports or Discharge Books. 
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There is a seamen’s club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen’s club. 

Cargo: The crude oil shipped at this terminal is the Daqing Crude. The 

properties of Daqing Crude which the vessel loaded in September 1980 

at this terminal were as follows: 

a) API 32.84 

b) Temperature of cargo loaded 41.0°C. (106.0°F) 

c) Pour point 24.0° — 25.0°C (77.0°F) 

Cargo heating may be required. 

Loading: 
Berth Size of arm flange 
No. 1 12 in. 

No. 2 12 in. 3 

Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 

Notice of Readiness will be accepted at the time of completion of the 
eneral examination. 

Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 

Provisions: Available at a low price. Ship chandler will be arranged by 

the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 


Number of arm 
5 


" geographical positions: 


———— — —— 


= 


=> 


Lat. 38° 51' 00" N., Long. 121° 46’ 12” E. 

Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
Separation Lane is connecting following: 

Lat. 38° 55’ 00” N., Long. 121° 46’ 12” E. 

Lat. 38° 57’ 00" N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38° 57' 21” N., 
Long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 

Lat. 38° 59’ 08" N., Long. 121° 42’ 30" E., 

Lat. 38° 57’ 39" N., Long. 121° 42’ 30” E., 

Lat. 38° 57’ 39” N., Long. 121° 45’ 00" E., 

Lat. 38° 59’ 08" N., Long. 121° 45’ 00” E. 
The East Boundary Line between the Separation Lane and the Inshore 
Traffic Zone is: 

Lat. 38° 51’ 00" N., Long. 121° 48’ 30” E., 

Lat. 38° 54’ 24” N., Long. 121° 48’ 00" E.” 


SHIPMASTER’S REPORT: December 1986. 
Documents: Only 1 copy of each document required except for Crew 
List (6 required). Refused to accept ‘Marine Declaration of Health’ as it 
was in English only. All documents had to be in Chinese/English — all 
available from Agent as well as ‘application’ forms (de-ballast, postage, 
etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship's papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range, Radio Officer reported the 
Station as reasonable. 
Serth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
restricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
Shore Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC book to be 
Carried when going ashore. 
‘ Local Seaman's Club and Friendship Store will change any foreign 
urrency. 

Taxis to and from club or store apparently paid for by them; from 
elsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

Berth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

Loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 

This was an optimistic estimate as we received at a maximum rate of 

5,200 tonnes p.h. with 4x12 in. booms connected. This decreased to 
it 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 

Ballast: During entry formalities, the Harbour Master checked the Oil 

Record Book and the Deck Log Book to confirm where the ballast was 

Shipped. Any ballast taken in Singapore or the Malacca area is 

‘onsidered ‘infected’ and must be discharged ashore. 


CHINA, People’s Republic of 


Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship's staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman's Club, where there is 
a bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


AUTHORITY: Port of Dalian Authority, 1 Gangwan Street, Zhongshan 
District, Dalian, China. Tel: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 40.08 N. 124.20 E. 


LOCATION: Langtou Port District: 40° 07' N., 124° 09’ 02” E. 
Dandong Port District: 39° 49’ 05” N., 124° 09’ 02” E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
For Dandong Port District, Pilot boards at the Quarantine Anchorage. 
For Langtou Port District, Pilot boards at Jiangkou Anchorage. 
ANCHORAGES: 


Depth of Max. size Use of 
Name Water of Vessel Anchorage 
(m.) tons 

Jiangkou 8.0-10.0 10,000 Sheiter 
Langtou 4.0- 5.0 1,000 Waiting 
Donggang 8.0-13.0 10,000 Lightering 
Quarantine over 10.0 10,000 Quarantine 
Dandong 9.0-10.0 10,000 Quarantine 


RESTRICTIONS: Max. draft in the channel 6.3 m.-8.0 m. 

VHF: Radio Station ‘XSB 48’ maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 

TUGS: 1x40 h.p., 1x600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Depth Use 
(m.) (m.) 

Langtou No. 1 68 a4 Grain 

No. 2 122 8.2 Grain 

No. 3 126 8.2 Metal 
Dandong No. 1 198 10.0 Metal and Coal 
Old Berth - 68 Dae General Cargo 


REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
to tidal variation. The pilot boards from a tug which flashes its lights 
when approaching the vessel. The boarding place is 1 mile South of the 
Quarantine Light Buoy. 
ANCHORAGE: Quarantine Anchorage: A Quarantine Anchorage has 
been established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 
The anchorage can accept vessels up to 25,000 d.w.t. Nature of bottom 
is mud and sand. 
RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
has a minimum width of 80 m. and is dredged to a minimum depth of 
7.4m. The channel is 7.5 miles long and is marked by light buoys and 
leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 

Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 2,600h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 
No. 1 180 9. General Cargo 
No. 2 180 9.0 General Cargo 
No. 3 180 9.6 Heavy Cargo 
No. 4 180 9.6 Grain 
No. 5 180 9.6 Cement 
No. 6 205 10.6 Coal or Ore 
No. 7 205 10.6 Coal or Ore 
CRANES: Berth No. 1: 2 x 10 ton. 

2:2 x 10 ton. 

3: 2 x 10 ton. 

4:2 x 10 ton. 

5: 2 x 10 ton. 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
at the port side manifold with a lifting capacity of more than 10 tons — 
SWL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock" quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

By 34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel's manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 kI./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 

Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 

Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


port. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

(2) Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
reguiations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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reimbursement by those responsible for the vessel, for all expense 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour ay 
equipment costs for cleaning operations will be for the vessel's accoun 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinit 
AUTHORITY: Operator: Japan China Oil Development Corporatio 
(JCODC). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (502) 1643. Telex: 02222179 Jcoj 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Repubi 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (ini 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tangq 
Tianjin, The People’s Republic of China. Tel: 86-22-97-4701, Ext.162 
86-22-77-1208 (Int'l subscriber dial call). Telex: 23163 Obpce Cr 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 962i 
Beijing, The People’s Republic of China. Tel: 86-1-201-4904 (ni 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingan 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97 
3312, 97-3756. Telex: 23164XgpenCn., 23167 Xgpen Cr 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, Th 
People’s Republic of China. Tel: 86-22-31-7214, 31-290! 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-721{ 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhe 
Urban District and about 20 nautical miles from the centre of Hong Kon 
The port is an important component of the expanding Shenzhe 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still unde 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving th 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud an 
sand bottom with good holding ground), can accommodate more tha 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoo 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwé 
Channel Light Buoy No. 5 serves as the anchorage for medium an 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Are 
Channel and Chiwan Port Area Channel. The former comprises the outt 
one between light buoys No. 1 to No. 5, and the inner one between lig 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a width! 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Are! 
Light buoys No. 2 and No. 3 are positioned at the junction of the bas 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m.) No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 35,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3.5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3.5 1x 1,000 
Jetty Berth No.2 = Wuwan 200 6.0 15,000 
Jetty Berth No. 3 Wuwan 110 6.0 15,000 
Sino-British Oil 
Wharf Wuwan 100 4.0 1x3,000 
Dong Jiao Tou Wuwan 100 54 1x 5,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 1x 20,00 
Berth No. 2 Chiwan 250 10.0 1x20,00 
Nanhai Oil Wharf Chiwan 300 6.6 
Aquatic Wharf 
Whart No. 1 Shekou (long frontage for small coas 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a to 
capacity of 19,500 sq.m., but the total space is not yet fully operation 
The container stacking area is 13,300 sq.m. and the storage area! 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq’ 
respectively. 


SHIPMASTER'S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5'N., 
tong. 113° 53’ E. Pilot station is located in position Lat. 22° 25’ N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
(only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
is assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 


_ and unmooring the ship. 


> SHIPMASTER’S REPORT: April 1990. 


Port: Chiwan (Shekou). 
Position: Lat. 22° 28.5' N., Long. 113° 53’ E. 
Chart: BA Charts No. 342 and 343. 


- Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
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Documents: 

Last Port Clearance. 

3 copies Cargo Manifest. 

2 copies Crew Declaration (Chinese form). 

4 copies Health Form (Chinese form). 

6 copies Crew List. 

All Crew Discharge Books and Passports checked. 

Bonded Stores List (Ship’s and Local Chinese form). 

About 10 personnel board with agent by tug about 20 minutes after 

anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 
is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 
Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and all 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency “Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (see 
A.LR.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF: Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship's rail. 

*. eng personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
a minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound Passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
‘or any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00” N. Long. 121° 42' 00” E. 
Lat. 38° 57’ 00" N. Long. 121° 46’ 00" E. 
Lat. 38° 56’ 18” N. Long. 121° 41’ 00” E. 
Lat. 38° 55’ 00" N. Long. 121° 46' 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 45' 00" E. 
Lat. 38° 59’ 08” N. Long. 121° 46' 55" E. 
Lat. 38° 57’ 39” N. Long. 121° 45‘ 00" E. 
Lat. 38° 57’ 39” N. Long. 121° 46’ 55" E. 
Tanker Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 42' 30” E. 
Lat. 38° 57’ 39" N. Long. 121° 42’ 30" E. 
Lat. 38° 57' 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00” E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8” N. Long. 121° 37’ 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37’ 38.2” E. 
Lat. 38° 56’ 12.2” N. tong. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30" E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30" E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30" N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00” N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 122° 02' 00" E. 
Lat. 38° 55’ 00" N. Long. 122° 02' 00” E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 44 


! 9. 
Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 
VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 1x2,000 h.p., 1x2,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) roan and 
9.6 (Winter) Passenger. 

Xi Bu a5 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei Zui 2buoys — 5.0 — 7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
260 15.0 Coal, petroleum, 


Gan Jing 2 
Zi coke, grain, feed. 

Xin Gang 2 260. 15.0 Crude oil. 
CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 
MEDICAL: Hospital available. 
TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 
Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Daging oil field, at a rate of 70,000 bbls/hr. 
The main berth (205 m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 x 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45" N., Long. 
121° 59’ 05” E.) and bounded by Positions: 

Lat. 38° 55’ 42” N., Long. 121° 59’ 00” E. 

Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

Depth 15/18 fathoms. 

Entry Inspection: Carried out at the Anchorage, during daylight hours, 
by 8 officials representing Customs, Immigration, Harbour Authority and 
Agency. The entry formalities were very easy and a Bonded Stores List 
was not required and the Bond was not sealed. The Immigration Officer 
checked all passports but a Crew muster was not required. After pratique 
has been granted and other entry formalities completed, 2 Immigration 
Guards stay on board until the vessel berths, and during this time they 
make out Crew Shore passes from Passports. After berthing, the Agent's 
representative lives on board during the vessel's stay and is very obliging 
and helpful. 
Berth: A modern (1977) concrete dolphin structure with tower/elevator 
gangway and winches on all dolphins, 420 m. long, direction 149°/329°. 


No. 1 (outside) Max. size: 100,000 d.w.t. 
Depth: 17 m. 
Max. draft: 15m. 
Max. length: 360 m. O.A. 
Loading arms: 4x12 in. Chicksans 
Max. load rate: 10,000 t.p.h. 
No. 2 (inside) Max. size: 50,000 d.w.t. 
Depth: 14m. 
Max. draft: 12m. 
Max. length: 230 m. 


Fresh water is available on the berths but bunkers are supplied by 
barge from Dalian old port. 

The berths are connected to the shore by a cantilever bridge 
approximately 0.5 miles long and vehicles are not permitted over the 
bridge. 

There is a dirty ballast reception facility with a maximum rate of 

3,000 t.p.h. 
Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and 
1 medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. 
Berthing at No. 1 Berth is always port side to and is straightforward with 
plenty of men for handling moorings. Starboard anchor is let go about 
100 ft. off the berth. Pilots advise there can be moderate swell with 
E./S.E. winds. 

On departure the vessel is swung to starboard off the berth by 2 tugs 
and the Pilots disembark shortly after the swing is completed. The Red 
Flashing Buoy in Lat. 38° 58’ 20” N., Long. 121° 55’ 00" E. is left to port 
when berthing and to starboard on sailing. 


Communications: Agents: China Ocean Shipping Agency, Cable: 
Penavico, Dalian, require following message 7 days, or after sailing from 
previous port; name, call sign, nationality, ETA, draft fore and aft, cargo 
quantity to be loaded, crew's nationality and number, departure port and 
destination after Dalian. 

72 hours: ETA, clean and dirty ballast to discharge, cash required. 
48, 24 and 8 hours: ETA. 

8/12 hours: ETA to Harbour Master Dalian. 

8/12 hours: ETA, crew health condition to Port Health Dalian, 

Dalian Port Radio can be contacted on VHF Channel 16 and will 
transfer call to Agents on Channel 9. 
Agent: China Ocean Shipping Agency, will provide cash advance but 
any unused currency must be returned to Agent before departure. 
Foreign currency can be exchanged ashore. Agents will provide mini- 
bus/taxis for crew travel to Dalian Town which is about one hour's drive. 
After completion of loading there is a delay of 3 to 5 hours before 
documents are brought on board for signature. Immigration require all 
shore passes to be returned and Customs wish to sight Tonnage Dues 
Certificate provided on arrival. There is an armed guard stationed at the 
shore end of the gangway at all times, and he inspects shore passes 
and Passports when leaving and returning to the vessel. 
Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, 
Sulphur: 0.1%, Load Temp: 40° — 45°C. 
Harbour Authority: As vessel's first call, authorities visited after arrival 
alongside and checked and inspected all safety and fire-fighting 
equipment, and required details of engine room bilge and sewage 
disposal whilst in port. Also checked Oil Record Book. They were a little 
concerned at direct mooring with wires and would perhaps be better to 
have rope pendants on mooring wires. Normal tanker port restrictions 
apply regarding pollution avoidance from oil, garbage and sewage, also 
no fishing is allowed either at anchorage or alongside. When alongside 
shore labour empty garbage receptacles once per day. 
Chandler: Dalian Ocean Supply Corporation have a comprehensive 
range of catering supplies, and limited deck and engine stores. From 
the price list obtained the range and price of provisions was extremely 
competitive. As no stores were purchased quality cannot be commented 
upon although the Catering Officer did visit the store in Dalian and 
reported that most of the articles listed in their brochure seemed to be 
available and of reasonable quality. Our call being in Winter season, 
fresh vegetables, fruits, salads, etc., were in short supply. 

Chandlers Cable Address: Supco, Dalian. Telephone 26820. 


SHIPMASTER’S REPORT: September, 1980. 

This is a brief report on port information obtained when vessel (42,764 
g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading 
Daging Crude Oil. 

Oil Terminal: Position Lat. 38° 59’ N., Long. 121° 54’ E. 

Restrictions: Entering formalities, so-called “General Examination” 
made, as a general rule, during day time only by the Port Officials of 
Quarantine, Immigration, Customs and Harbour Superintendency 
Administration. 
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Berthing and sailing operations take place 24 hours a day with th 
exception that the vessel does not berth on Berth No. 2 during nigh 
time. 

Documents: 
To be submitted to the Port Officials: 


a) Crew Lists (Chinese Form) 6 copies 
* Japanese crew members are required to fill in 
their names and address in Chinese characters 
b) Report of entry for foreign-going ship (Chinese 
Form) 2 copies 
c) Maritime Declaration of Health 1 copy 
d) Import Manifest (Free Form) 1 copy 
e) List of specified articles, foreign currencies, gold, 
silver belonging to ship and/or member of crew 
(Chinese Form) 1 copy 
* Specified articles means watches, cameras, 
recorders and transistor radioes, etc. 
f) Vaccination List (Free Form) 1 copy 
g) Application for discharge of dirty ballast water to 
shore facility (Chinese Form) 1 copy 
h) Application for discharge of segregated ballast 
water into sea (Free Form) 1 copy 


* 


Stores List is not required 

* Chinese Forms are obtainable by the Agent 
To be shown to the Port Officials: 
a) Ship's Register 
b) Last Port Clearance 
c) Derat Certificate 
Load Line Certificate 

e) Safety Equipment Certificate 

f) Safety Construction Certificate 

g) Safety Radiotelegraphy Certificate 

h) Oil Record Book 

i) Certificate of Financial Security in respect of Civil 

Liability for Oil Pollution Damage 

j) Discharge Books, Passports and Yellow Cards 
Pilotage: Compulsory for berthing and unberthing at the oil jet 
Pilot boards about 5 miles E.S.E. of the jetty. 

No pilot boat, tug used. 

Anchorage: Quarantine Anchorage surrounded by the following fou 
points is established: 

a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E 

b) Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

c) Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Nature of bottom is mud, depth of water 27 m. to 35 m. 

Berths: There are 2 tanker berths on the oil jetty with a length of abo 
400 m. and depth of 17 m. at Berth No. 1, 14 m. at Berth No. 2. 
Max. Size: 
Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 157 
Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m 

Berth No. 1 is located on the offshore side of the jetty and Berth No.: 
on the inshore side. 

Vessels generally berth portside alongside. 

Health: Radio Pratique is not available. The Master has to show th 
yellow cards together with a vaccination list and submit a Declaratio 
of Health. 
Radio: The Master or owner of a vessel, shall 7 days prior to vessel! 
arrival, submit the required forms to the Harbour Superintendenc 
Administration through the Agent (Penavico, Dalian) for completion ¢ 
entry formalities. They require: 

a) Vessel’s name 

b) Nationality 

c) ETA 

d) Arrival draft 

e) Quantity of cargo to be loaded at Dalian 

f) Nationality and the number of the ship’s personnel 

g) Last port 

h) Destination 

The Master has also to radio to the Agent her ETA and arrival drat 
24 hours in advance of her arrival, through Dalian Radio, who is to advis 
the Harbour Superintendency Administration. 

Furthermore, the Master is also required to advise her Agent 2 or 
days prior to her arrival, of the quantities of the segregated water balla! 
and other water ballast retained on board at the time of arrival. 

VHF: Dalian VHF station keeps a 24 hour listening watch on Chann 
16 and is available to communicate with Agent (Penavico). 

Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 f 
unberthing. 

Fresh Water: Available either from the shore or barge. 

Fuel: Fuel oil and marine diesel oi! are both available from barge. 
Ballast: No ballast water is allowed to be discharged into the sea, excé 
segregated ballast water. 


Shore reception facilities with a capacity of 30,000 tons can rece 


3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per to 
According to the Regulations, the Authorities will allow discharge! 
ballast water into the sea subject to the oil content of the ballast walt 


being less than 10 p.p.m. However, as a matter of fact, any ballast walt - 


loaded in cargo tanks is not allowed to be discharged into sea for t 


reason that the Master cannot give them any evidence of the oil conte | 


of the ballast water. 
Therefore, there is no necessity for cleaning cargo tanks for ballast® 
purpose. 
Customs Allowances: Ship's bonded stores are not sealed. No limitaté 
to cigarettes or wine/spirit for use on board. 
Identification Cards: Shore leave is granted from sunrise to midnight 
Shore passes are issued by the Immigration Officer. 
Crew members going ashore must carry the shore passes toget"! 
with their Passports or Discharge Books. 


There is a seamen’s club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen’s club. 

Cargo: The crude oil shipped at this terminal is the Daqing Crude. The 
properties of Daqing Crude which the vessel loaded in September 1980 
at this terminal were as follows: 

a) API 32.84 

b) Temperature of cargo loaded 41.0°C. (106.0°F) 


c) Pour point 24.0° — 25.0°C (77.0°F) 
Cargo heating may be required. 
Loading: 
Berth Size of arm flange Number of arm 


No. 1 12 in. 
No. 2 12 in. 3 
Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 
Notice of Readiness will be accepted at the time of completion of the 
eneral examination. 
Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 
Provisions: Available at a low price. Ship chandler will be arranged by 
the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 


_ geographical positions: 


Lat. 38° 51’ 00" N., Long. 121° 46’ 12” E. 
Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
Separation Lane is connecting following: 
Lat. 38° 55’ 00" N., Long. 121° 46’ 12” E. 
Lat. 38° 57’ 00" N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38° 57’ 21” N., 
long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 
Lat. 38° 59’ 08” N., Long. 121° 42’ 30" E., 
Lat. 38° 57’ 39” N., Long. 121° 42’ 30” E., 
Lat. 38° 57’ 39” N., Long. 121° 45’ 00” E., 
Lat. 38° 59’ 08" N., Long. 121° 45’ 00" E. 
The East Boundary Line between the Separation Lane and the Inshore 


_ Traffic Zone is: 


Lat. 38° 51’ 00" N., Long. 121° 48’ 30” E., 
Lat. 38° 54’ 24” N., Long. 121° 48’ 00” E.” 


SHIPMASTER’S REPORT: December 1986. 
Documents: Only 1 copy of each document required except for Crew 
Ust (6 required). Refused to accept ‘Marine Declaration of Health’ as it 


_ was in English only. All documents had to be in Chinese/English — all 


available from Agent as well as ‘application’ forms (de-ballast, postage, 
etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship's papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range, Radio Officer reported the 


Station as reasonable. 


Berth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
restricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
e Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC book to be 
carried when going ashore. 
Pra Seaman's Club and Friendship Store will change any foreign 
rrency. 
Taxis to and from club or store apparently paid for by them; from 
elsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

Berth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

Loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 

This was an optimistic estimate as we received at a maximum rate of 

5,200 tonnes p.h. with 4x12 in. booms connected. This decreased to 
about 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 
allast: During entry formalities, the Harbour Master checked the Oil 
Record Book and the Deck Log Book to confirm where the ballast was 
Shipped. Any ballast taken in Singapore or the Malacca area is 
considered ‘infected’ and must be discharged ashore. 


CHINA, People’s Republic of 


Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship's staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman's Club, where there is 
a bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


AUTHORITY: Port of Dalian Authority, 1 rk Street, Zhongshan 
District, Dalian, China. Tel: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 40.08 N. 124.20 E. 


LOCATION: Langtou Port District: 40° 07' N., 124° 09’ 02” E. 
Dandong Port District: 39° 49' 05” N., 124° 09' 02” E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
For Dandong Port District, Pilot boards at the Quarantine Anchorage. 
For Langtou Port District, Pilot boards at Jiangkou Anchorage. 
ANCHORAGES: 


Depth of Max. size Use of 
Name Water of Vessel Anchorage 
(m.) tons 

Jiangkou 8.0-10.0 10,000 Shelter 
Langtou 4.0- 5.0 1,000 Waiting 
Donggang 8.0-13.0 10,000 Lightering 
Quarantine over 10.0 10,000 Quarantine 
Dandong 9.0-10.0 10,000 Quarantine 


RESTRICTIONS: Max. draft in the channel 6.3 m.-8.0 m. 

VHF: Radio Station ‘XSB 48’ maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 

TUGS: 1x40 h.p., 1x600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Depth Use 
(m.) (m.) 

Langtou No. 1 68 5.2 Grain 

No. 2 122 8.2 Grain 

No. 3 126 8.2 Metal 
Dandong No. 1 198 10.0 Metal and Coal 
Old Berth - 68 we General Cargo 


REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
to tidal variation. The pilot boards from a tug which flashes its lights 
when approaching the vessel. The boarding place is 1 mile South of the 
Quarantine Light Buoy. 
ANCHORAGE: Quarantine Anchorage: A Quarantine Anchorage has 
been established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 
The anchorage can accept vessels up to 25,000 d.w.t. Nature of bottom 
is mud and sand. 
RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
has a minimum width of 80 m. and is dredged to a minimum depth of 
7.4m. The channel is 7.5 miles long and is marked by ba buoys and 
leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 

Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 2,600h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 
No. 1 180 9.0 General Cargo 
No. 2 180 9.0 General Cargo 
No. 3 180 9.6 Heavy Cargo 
No. 4 180 9.6 Grain 
No. 5 180 9.6 Cement 
No. 6 205 10.6 Coal or Ore 
No. 7 205 10.6 Coal or Ore 
CRANES: Berth No. 1: 2 x 10 ton 

2:2 x 10 ton 

3:2 x 10 ton 

4:2 x 10 ton. 

5:2 x 10 ton. 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
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LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
at the port side manifold with a lifting capacity of more than 10 tons — 
SWL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock” quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel's manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 kI./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 

Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 

Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


rt. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15 p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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reimbursement by those responsible for the vessel, for all expense 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour an 
equipment costs for cleaning operations will be for the vessel's accoun 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinit 
AUTHORITY: Operator: Japan China Oil Development Corporatio 
(JCODC). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building) 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (502) 1643. Telex: 02222179 Jcoi 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Repubii 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (in 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tangq 
Tianjin, The People’s Republic of China. Tel: 86-22-97-4701, Ext.16 
86-22-77-1208 (Int'l subscriber dial call). Telex: 23163 Obpcc Cr 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 962i 
Beijing, The People’s Republic of China. Tel: 86-1-201-4904 (Ini 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingan 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97 
3312, 97-3756. Telex: 23164XgpenCn., 23167 Xgpen Gr 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, Th 
People’s Republic of China. Tel: 86-22-31-7214, 31-290) 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-721| 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhe 
Urban District and about 20 nautical miles from the centre of Hong Kon 
The port is an important component of the expanding Shenzhe 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still und 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving th 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5m. — 11 m. (mud an 
sand bottom with good holding ground), can accommodate more tha 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoo 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwe 
Channel Light Buoy No. 5 serves as the anchorage for medium an 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Are 
Channel and Chiwan Port Area Channel. The former comprises the outt 
one between light buoys No. 1 to No. 5, and the inner one between lig 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a width! 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Are! 
Light buoys No. 2 and No. 3 are positioned at the junction of the bas 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m.) No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 3x 5,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3:5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3.5 1x 1,000 
Jetty Berth No.2 = Wuwan 200 6.0 15,000 
Jetty Berth No.3. Wuwan 110 6.0 15,000 
Sino-British Oil 
Wharf Wuwan 100 4.0 1x3,000 
Dong Jiao Tou Wuwan 100 5.5 15,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 1x 20,00 
Berth No. 2 Chiwan 250 10.0 1x20,000 
Nanhai Oil Wharf Chiwan 300 6.6 
Aquatic Wharf 
Wharf No. 1 Shekou (long frontage for small coas 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a to 
capacity of 19,500 sq.m., but the total space is not yet fully operation 
The container stacking area is 13,300 sq.m. and the storage area! 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq’ 
respectively. 
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SHIPMASTER'S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5'N., 
Long. 113° 53’ E. Pilot station is located in position Lat. 22° 25'N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
(only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
is assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 

Port: Chiwan (Shekou). 

Position: Lat. 22° 28.5’ N., Long. 113° 53’ E. 

Chart: BA Charts No. 342 and 343. 

Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
Documents: 

Last Port Clearance. 

3 copies Cargo Manifest. 

2 copies Crew Declaration (Chinese form). 

4 copies Health Form (Chinese form). 

6 copies Crew List. 

All Crew Discharge Books and Passports checked. 

Bonded Stores List (Ship's and Local Chinese form). 

About 10 personnel board with agent by tug about 20 minutes after 

anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 
is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 
Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and all 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency “Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (see 
A.L.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was Carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF: Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship's rail. 

pate personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
@ minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound Passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
for any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00" N. Long. 121° 42' 00” E. 
Lat. 38° 57’ 00” N. Long. 121° 46’ 00" E. 
Lat. 38° 56’ 18” N. Long. 121° 41' 00" E. 
Lat. 38° 55’ 00” N. Long. 121° 46' 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00” E. 
Lat. 38° 59’ 08" N. Long. 121° 46' 55” E. 
Lat. 38° 57' 39” N. Long. 121° 45' 00” E. 
Lat. 38° 57’ 39” N. Long. 121° 46' 55” E. 
Tanker Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 42' 30” E. 
Lat. 38° 57’ 39" N. Long. 121° 42' 30” E. 
Lat. 38° 57' 39” N. Long. 121° 45’ 00" E. 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00" E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7” N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8” N. Long. 121° 37’ 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37’ 38.2” E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35” E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30" E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30" N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00” N. Long. 121° 59’ 00” E. 
Lat. 38° 56’ 48" N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00" E. 
Lat. 38° 55’ 00” N. Long. 122° 02’ 00" E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 1x2,000 h.p., 12,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) General and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei 2ui 2buoys — 5.0 — 7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 
Zi coke, grain, feed. 


Xin Gang 2 260. 15.0 Crude oil. 
CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 

MEDICAL: Hospital available. 

TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smalier berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 

Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Dagqing oil field, at a rate of 70,000 bbis/hr. 
The main berth (205 m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 

FRESH WATER: Available. 

FUEL: Available. 

AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 x 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45" N., Long. 
121° 59’ 05" E.) and bounded by Positions: 

Lat. 38° 55’ 42” N., Long. 121° 59’ 00” E. 

Lat. 38° 56’ 48” N., Long. 121° 59’ 00" E. 

Lat. 38° 56’ 48” N., Long. 122° 02' 00" E. 

Lat. 38° 55’ 42” N., Long. 122° 02’ 00” E. 

Depth 15/18 fathoms. 

Entry Inspection: Carried out at the Anchorage, during daylight hours, 
by 8 officials representing Customs, Immigration, Harbour Authority and 
Agency. The entry formalities were very easy and a Bonded Stores List 
was not required and the Bond was not sealed. The Immigration Officer 
checked all passports but a Crew muster was not required. After pratique 
has been granted and other entry formalities completed, 2 Immigration 
Guards stay on board until the vessel berths, and during this time they 
make out Crew Shore passes from Passports. After berthing, the Agent's 
representative lives on board during the vessel's stay and is very obliging 
and helpful. 
Berth: A modern (1977) concrete dolphin structure with tower/elevator 
gangway and winches on all dolphins, 420 m. long, direction 149°/329°. 


No. 1 (outside) Max. size: 100,000 d.w.t. 
Depth: 17m. 
Max. draft: 15m. 
Max. length: 360 m. O.A. 
Loading arms: 4x12 in. Chicksans 
Max. load rate: 10,000 t.p.h. 
No. 2 (inside) Max. size: 50,000 d.w.t. 
Depth: 14m. 
Max. draft: 12m. 
Max. length: 230 m. 


Fresh water is available on the berths but bunkers are supplied by 
barge from Dalian old port. 

The berths are connected to the shore by a cantilever bridge 
approximately 0.5 miles long and vehicles are not permitted over the 
bridge. 

There is a dirty ballast reception facility with a maximum rate of 

3,000 t.p.h. 
Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and 
1 medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. 
Berthing at No. 1 Berth is always port side to and is straightforward with 
plenty of men for handling moorings. Starboard anchor is let go about 
100 ft. off the berth. Pilots advise there can be moderate swell with 
E./S.E. winds. 

On departure the vessel is swung to starboard off the berth by 2 tugs 
and the Pilots disembark shortly after the swing is completed. The Red 
Flashing Buoy in Lat. 38° 58’ 20” N., Long. 121° 55’ 00” E. is left to port 
when berthing and to starboard on sailing. 


Communications: Agents: China Ocean Shipping Agency, Cable: 
Penavico, Dalian, require following message 7 days, or after sailing from 
previous port; name, call sign, nationality, ETA, draft fore and aft, cargo 
quantity to be loaded, crew's nationality and number, departure port and 
destination after Dalian. 

72 hours: ETA, clean and dirty ballast to discharge, cash required. 
48, 24 and 8 hours: ETA. 

8/12 hours: ETA to Harbour Master Dalian. 

8/12 hours: ETA, crew health condition to Port Health Dalian, 

Dalian Port Radio can be contacted on VHF Channel 16 and will 
transfer call to Agents on Channel 9. 
Agent: China Ocean Shipping Agency, will provide cash advance but 
any unused currency must be returned to Agent before departure. 
Foreign currency can be exchanged ashore. Agents will provide mini- 
bus/taxis for crew travel to Dalian Town which is about one hour's drive. 
After completion of loading there is a delay of 3 to 5 hours before 
documents are brought on board for signature. Immigration require all 
shore passes to be returned and Customs wish to sight Tonnage Dues 
Certificate provided on arrival. There is an armed guard stationed at the 
shore end of the gangway at all times, and he inspects shore passes 
and Passports when leaving and returning to the vessel. 
Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, 
Sulphur: 0.1%, Load Temp: 40° — 45°C. 
Harbour Authority: As vessel's first call, authorities visited after arrival 
alongside and checked and inspected all safety and fire-fighting 
equipment, and required details of engine room bilge and sewage 
disposal whilst in port. Also checked Oil Record Book. They were a little 
concerned at direct mooring with wires and would perhaps be better to 
have rope pendants on mooring wires. Normal tanker port restrictions 
apply regarding pollution avoidance from oil, garbage and sewage, also 
no fishing is allowed either at anchorage or alongside. When alongside 
shore labour empty garbage receptacles once per day. 
Chandler: Dalian Ocean Supply Corporation have a comprehensive 
range of catering supplies, and limited deck and engine stores. From 
the price list obtained the range and price of provisions was extremely 
competitive. As no stores were purchased quality cannot be commented 
upon although the Catering Officer did visit the store in Dalian and 
reported that most of the articles listed in their brochure seemed to be 
available and of reasonable quality. Our call being in Winter season, 
fresh vegetables, fruits, salads, etc., were in short supply. 

Chandlers Cable Address: Supco, Dalian. Telephone 26820. 


SHIPMASTER'’S REPORT: September, 1980. 

This is a brief report on port information obtained when vessel (42,764 
g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading 
Daqing Crude Oil. 

Oil Terminal: Position Lat. 38° 59’ N., Long. 121° 54’ E. 

Restrictions: Entering formalities, so-called “General Examination” 
made, as a general rule, during day time only by the Port Officials of 
Quarantine, Immigration, Customs and Harbour Superintendency 
Administration. 
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Berthing and sailing operations take place 24 hours a day with th 
exception that the vessel does not berth on Berth No. 2 during nigh 
time. 

Documents: 
To be submitted to the Port Officials: 


a) Crew Lists (Chinese Form) 6 copies 
* Japanese crew members are required to fill in 
their names and address in Chinese characters 
b) Report of entry for foreign-going ship (Chinese 
Form) 2 copies 
c) Maritime Declaration of Health 1 copy 
d) Import Manifest (Free Form) 1 copy 
e) List of specified articles, foreign currencies, gold, 
silver belonging to ship and/or member of crew 
(Chinese Form) 1 copy 
“Specified articles means watches, cameras, 
recorders and transistor radioes, etc. 
f) Vaccination List (Free Form) 1 copy 
g) Application for discharge of dirty ballast water to 
shore facility (Chinese Form) 1 copy 
h) Application for discharge of segregated ballast 
water into sea (Free Form) 1 copy 


Stores List is not required 
Chinese Forms are obtainable by the Agent 

To be shown to the Port Officials: 

a) Ship's Register 

b) Last Port Clearance 

c) Derat Certificate 

d) Load Line Certificate 

e) Safety Equipment Certificate 

f) Safety Construction Certificate 

g) Safety Radiotelegraphy Certificate 

h) Oil Record Book 

i) Certificate of Financial Security in respect of Civil 

Liability for Oil Pollution Damage 

j) Discharge Books, Passports and Yellow Cards 
Pilotage: Compulsory for berthing and unberthing at the oil jet) 
Pilot boards about 5 miles E.S.E. of the jetty. 

No pilot boat, tug used. 

Anchorage: Quarantine Anchorage surrounded by the following fou 
points is established: 

a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E. 

b) Lat. 38° 56’ 48” N., Long. 122° 02’ 00" E. 

c) Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E. 

d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Nature of bottom is mud, depth of water 27 m. to 35 m. 

Berths: There are 2 tanker berths on the oil jetty with a length of abo. 
400 m. and depth of 17 m. at Berth No. 1, 14m. at Berth No. 2. 
Max. Size: 
Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 151 
Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m 

Berth No. 1 is located on the offshore side of the jetty and Berth No.: 
on the inshore side. 

Vessels generally berth portside alongside. 

Health: Radio Pratique is not available. The Master has to show th 
yellow cards together with a vaccination list and submit a Declaratio 
of Health. 
Radio: The Master or owner of a vessel, shall 7 days prior to vessel 
arrival, submit the required forms to the Harbour Superintendenc 
Administration through the Agent (Penavico, Dalian) for completion ¢ 
entry formalities. They require: 

a) Vessel’s name 

b) Nationality 

c) ETA 

d) Arrival draft 

e) Quantity of cargo to be loaded at Dalian 

f) Nationality and the number of the ship's personnel 

g) Last port 

h) Destination 

The Master has also to radio to the Agent her ETA and arrival drat 
24 hours in advance of her arrival, through Dalian Radio, who is to advis 
the Harbour Superintendency Administration. 

Furthermore, the Master is also required to advise her Agent 2 or 
days prior to her arrival, of the quantities of the segregated water balla! 
and other water ballast retained on board at the time of arrival. 
VHF: Dalian VHF station keeps a 24 hour listening watch on Chann 
16 and is available to communicate with Agent (Penavico). 

Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 
unberthing. 
Fresh Water: Available either from the shore or barge. 
Fuel: Fuel oil and marine diesel oil are both available from barge. 
Ballast: No ballast water is allowed to be discharged into the sea, excé 
sg mae ballast water. 

hore reception facilities with a capacity of 30,000 tons can receiv 
3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per to 

According to the Regulations, the Authorities will allow discharge! 
ballast water into the sea subject to the oil content of the bailast wal 
being less than 10 p.p.m. However, as a matter of fact, any ballast walt 
loaded in cargo tanks is not allowed to be discharged into sea for t 
reason that the Master cannot give them any evidence of the oil conte 
of the ballast water. 

Therefore, there is no necessity for cleaning cargo tanks for ballast 
purpose. 

Customs Allowances: Ship's bonded stores are not sealed. No limitaté 
to cigarettes or wine/spirit for use on board. 
Identification Cards: Shore leave is granted from sunrise to midnight 

Shore passes are issued by the Immigration Officer. 

Crew members going ashore must carry the shore passes toget? — 
with their Passports or Discharge Books. 


There is a seamen’s club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen’s club. 

Cargo: The crude oil shipped at this terminal is the Daqing Crude. The 
properties of Daqing Crude which the vessel loaded in September 1980 
at this terminal were as follows: 

a) API 32.84 

b) Temperature of cargo loaded 41.0°C. (106.0°F) 


c) Pour point 24.0° — 25.0°C (77.0°F) 
Cargo heating may be required. 
Loading: 
Berth Size of arm flange Number of arm 
No. 1 12 in. 5 
No. 2 12 in. 3 


Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 
Notice of Readiness will be accepted at the time of completion of the 
general examination. 
Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 
Provisions: Available at a low price. Ship chandler will be arranged by 
the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 
geographical positions: 

Lat. 38° 51’ 00" N., Long. 121° 46’ 12” E. 

Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
Separation Lane is connecting following: 

Lat. 38° 55’ 00” N., Long. 121° 46’ 12” E. 

Lat. 38° 57’ 00” N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38°57’ 21” N., 
Long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 

Lat. 38° 59’ 08" N., Long. 121° 42’ 30" E., 

Lat. 38° 57’ 39" N., Long. 121° 42’ 30" E., 

Lat. 38° 57’ 39" N., Long. 121° 45’ 00” E., 

Lat. 38° 59’ 08" N., Long. 121° 45’ 00” E. 
The East Boundary Line between the Separation Lane and the Inshore 
Traffic Zone is: 

Lat. 38° 51’ 00" N., Long. 121° 48’ 30” E., 

Lat. 38° 54’ 24” N., Long. 121° 48’ 00” E.” 


, SHIPMASTER’S REPORT: December 1986. 
, Documents: Only 1 copy of each document required except for Crew 
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List (6 required). Refused to accept ‘Marine Declaration of Health’ as it 
was in English only. All documents had to be in Chinese/English — all 
available from Agent as well as ‘application’ forms (de-ballast, postage, 
etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship's papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range, Radio Officer reported the 
Station as reasonable. 
Berth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
restricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
Shore Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC book to be 
carried when going ashore. 
‘ Local Seaman's Club and Friendship Store will change any foreign 
urrency. 

Taxis to and from club or store apparently paid for by them; from 
elsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

8erth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

Loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 
'S Was an optimistic estimate as we received at a maximum rate of 
200 tonnes p.h. with 4x12 in. booms connected. This decreased to 

it 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 

llast: During entry formalities, the Harbour Master checked the Oil 

Record Book and the Deck Log Book to confirm where the ballast was 

Shipped. Any ballast taken in Singapore or the Malacca area is 

Sonsidered ‘infected’ and must be discharged ashore. 


CHINA, People’s Republic of 


Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship's staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman's Club, where there is 
a bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


AUTHORITY: Port of Dalian Authority, 1 Gengwan Street, Zhongshan 
District, Dalian, China. Tel: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 40.08 N. 124.20 E. 


LOCATION: Langtou Port District: 40° 07' N., 124° 09’ 02” E. 
Dandong Port District: 39° 49’ 05" N., 124° 09’ 02” E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
For Dandong Port District, Pilot boards at the Quarantine Anchorage. 
For Langtou Port District, Pilot boards at Jiangkou Anchorage. 
ANCHORAGES: 


Depth of Max. size Use of 
Name Water of Vessel Anchorage 
(m.) tons 

Jiangkou 8.0-10.0 10,000 Sheiter 
Langtou 4.0- 5.0 1,000 Waiting 
Donggang 8.0-13.0 10,000 Lightering 
Quarantine over 10.0 10,000 Quarantine 
Dandong 9.0-10.0 10,000 Quarantine 


RESTRICTIONS: Max. draft in the channel 6.3 m.-8.0 m. 

VHF: Radio Station ‘XSB 48’ maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 

TUGS: 1x40 h.p., 1<600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Depth Use 
(m.) (m.) : 

Langtou No. 1 5.2 Grain 

No. 2 122 8.2 Grain 

No. 3 126 8.2 Metal 
Dandong No. 1 198 10.0 Metal and Coal 
Old Berth - 68 5.2 General Cargo 


REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
to tidal variation. The pilot boards from a tug which flashes its lights 
when approaching the vessel. The boarding place is 1 mile South of the 
Quarantine Light Buoy. 
ANCHORAGE: Quarantine Anchorage: A Quarantine Anchorage has 
been established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 
The anchorage can accept vessels up to 25,000 d.w.t. Nature of bottom 
is mud and sand. 
RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
has a minimum width of 80 m. and is dredged to a minimum depth of 
7.4m. The channel is 7.5 miles long and is marked by pe buoys and 
leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 

Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 x 2,600h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 
No. 1 180 9.0 General Cargo 
No. 2 180 9.0 General Cargo 
No. 3 180 9.6 Heavy Cargo 
No. 4 180 9.6 Grain 
No. 5 180 9.6 Cement 
No. 6 205 10.6 Coal or Ore 
No. 7 205 10.6 Coal or Ore 
CRANES: Berth No. 1: 2 x 10 ton. 

2:2 x 10 ton. 

3: 2 x 10 ton. 

4:2 x 10 ton. 

5: 2 x 10 ton 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
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LOADING: Derrick: Vessels must be equipped with a hose lifting derrick 
at the port side manifold with a lifting capacity of more than 10 tons — 
SWL. 

Flange Size of Loading Hose: The hose end connection is a 12 in. 
“Camlock” quick release coupling, and will fit standard 12 in. ANSI 150 
flanges. 

BZ 34 Terminal is equipped with flanged spools to connect with 
manifolds different from 12 in. diameter (10 in. — 12 in., 14 in. — 12 in. 
and 16 in. — 12 in.). 

Vessel's manifolds should terminate in ANSI 150 flanges. 

Hose Connection: 

(1) After the vessel is securely berthed, the Berthing Master will 
instruct the workboat to tow the end of the floating hose to a 
position underneath the vessel's hose handling derrick. 

(2) The connection of the hose is the responsibility of the vessel's 
crew, who should endeavour to complete this task as quickly as 
possible. 

Loading: 

(1) Maximum loading rate is about 3,000 KI./hr. 

(2) Care should be taken not to overload as there is no possibility of 
pumping back into BZ 34 Terminal. 

Closing Valves against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses and BZ 34 
Terminal facilities. Vessels will be held liable for any damage resulting 
from failure to observe this precaution. 

Bad Weather Conditions: When the weather condition develops worse 
than the below-mentioned permissible criteria at BZ 34 Terminal, the 
Operator may suspend work. However, the final decision on 
implementing the work will be made by the Production Superintendent 
on the FPSU. 


Kind of Work Permissible Criteria 


Mooring Wind speed of 15 m./sec., or 
Visibility of 1,000 m. 
Pumping Wind speed of 18 m./sec., or 


50 ton force of tension on mooring 

rope to the vessel. 
Wind speed of 20 m./sec., or 

75 ton force of tension on mooring 

rope to the vessel. 
CARGO: Crude Oil: There is only one grade of crude oil available at 
BZ 34 Terminal. Its density is approximately 0.8445 at 15° C. or 0.8411 
at 20° C. (API gravity 36.0), pour point 27.5° C. and the minimum loading 
temperature 45° C. 
Notice to Masters of Vessels: Vessels loading Bohai Light Crude Oil 
No. 2 are required to be equipped with heating coils. It is recommended 
as from commencement of loading of Bohai Light Crude Oil No. 2, that 
the vessel should endeavour to heat the oil at a temperature of 40° C. 
minimum, until the time the vessel discharges her cargo at the unloading 


Unmooring in case 
of emergency 


rt. 

As this crude oil has a high pour point and significant paraffin content, 
Masters of vessels are recommended to keep the COW (Crude Oil 
Washing) equipment in a very good operational condition. They shall 
carry out COW operations only when sure of the efficiency of the lines 
and machines, and after they have taken all precautions to prevent the 
washing oil from solidifying in the COW piping system. Their attention 
is therefore drawn to difficulties they may encounter when COW 
operations have not been prepared properly. 

BALLAST/POLLUTION: Adequate Ballast: Vessels are required to 
carry sufficient ballast for safe handling, having due regard to existing 
weather and sea conditions. A vessel found by the Pilot or Berthing 
Master to be inadequately ballasted, will be rejected. 

Clean Ballast: As there are no ballast reception facilities, vessels must 
arrive at BZ 34 Terminal with clean ballast, ensuring that all pipelines, 
pumps and strainers have been flushed out prior to arrival (See Marpol 
Convention 73/78: Regs. 9, 13 and 18). 

The Berthing Master will inspect vessel's ballast on boarding, and has 
the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case the vessel must proceed to sea and return 
only when ballast is completely free of oil. The rejection of any vessel, 
because of dirty ballast will automatically cause its Notice of Readiness 
to be nullified, and the rejected vessel will lose any priority of position 
for loading. Ballast discharge should not be commenced without the 
prior permission of the Berthing Master. At no time may the oil content 
of ballast discharged exceed 15p.p.m., or produce a sheen on the 
surface of the water. 

Inspection: 

(1) At night the sea area around the vessel shall be adequately 
lighted, as frequent inspection by the Berthing Master will be made 
during the discharge of ballast. Any pollution, whatsoever, will be 
cause for rejection. Similarly, any hull leaks causing pollution 
during loading will be cause for rejection. 

(2) Cargo hose connection should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo 
connections blanked off, sea-valves closed and lashed upon 
completion of deballasting, and all scuppers must be securely 
plugged. 

Segregated Ballast: When a vessel is fitted with segregated ballast 
tanks, the Master of the vessel will not discharge the ballast as long as 
a sufficient cargo has not been loaded. A vessel not so equipped, should 
examine the possibility of safe loading and deballasting simultaneously. 
Pollution: Owners and Masters of vessels are responsible to observe 
International Convention (Marpol 73/78) and Chinese relevant 
regulations concerning pollution of the sea. 

Bilges: Bilges must not be discharged while at BZ 34 Terminal. 

Fines and Claims: Any fines imposed by any governmental Authority for 
pollution shall be for the vessel's account. 

In the event that the Operator has to settle any third party claims as 
a result of damage to property, caused by pollution attributable in any 
way to the vessel, the Operator will have the right to demand 
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reimbursement by those responsible for the vessel, for all expense 
incurred. 

In the event of oil spillage, or pollution of the waters, all labour an 
equipment costs for cleaning operations will be for the vessel's accoun 
FACILITIES: There are no facilities of any kind at BZ 34 Terminal. 

No engineering repair shop. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No cranes or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 

No ballast reception facilities at BZ 34 Terminal area or in the vicinit 
AUTHORITY: Operator: Japan China Oil Development Corporatio 
(JCODC). 

(A) Tokyo Office: 2-2-2 Uchisaiwai-Cho (Fukoku Seimei Building 
Chiyoda-Ku, Tokyo, Japan. Tel: 03 (502) 1643. Telex: 02222179 Jcoi 
FAX: 03 (508) 8396. 

(B) Tianjin Office: P.O.Box 546, Tanggu, Tianjin, The People’s Republi 
of China. Tel: 86-22-97-3640, 3670, 3690. 86-22-97-2081 (ini 
subscriber dial call). Telex: 23161 Jcoct Cn. FAX: 97-2078. 


Partners: (A) Bohai Oil Corporation (BOC), P.O.Box 547, Tangq 
Tianjin, The People’s Republic of China. Tel: 86-22-97-4701, Ext.162 
86-22-77-1208 (Int'l subscriber dial call). Telex: 23163 Obpcc Cr 
FAX: 86-22-97-3640, Ext.562. 

(B) China National Offshore Oil Corporation (CNOOC), P.O.Box 962) 
Beijing, The People’s Republic of China. Tel; 86-1-201-4904 (Ini 
subscriber dial call). Telex: 22611 Cnooc Cn. FAX: 86-1-201-4650. 


AGENT: Penavico Tanggu, Zhu Tang Gu Qu Ji Gou, 2 Hao Lu, Xingan 
Tanngu Qu, Tianjin, The People’s Republic of China. Tel: 86-22-97 
3312, 97-3756. Telex: 23164XgpenCn., 23167 Xgpen Cr 
Cables: Penavico Tanggu. FAX: 86-22-97-2537. 

Penavico Tianjin, Zhu Tianjin Jigou, 23 Chongqing Dao, Tianjin, Th 
People’s Republic of China. Tel: 86-22-31-7214, 31-290! 
Telex: 23231 Tjpen Cn. Cables: Penavico Tianjin. FAX: 86-22-31-721( 


CHIWAN, Including Shekou: 22.28 N. 113.53 E. 
(See Plan 


LOCATION: Shekou Gang (port) is about 30 kilometres from Shenzhe 
Urban District and about 20 nautical miles from the centre of Hong Kon 
The port is an important component of the expanding Shenzhe 
economic special zone (Sez). 

The port area covers wharves in Shekou and Chiwan and is still unde 
further development. 

PILOTAGE: Compulsory for foreign vessels entering and leaving th 
port. Pilot boards in position Lat. 22° 25.5’ N., Long. 113° 53.1’ E. 
ANCHORAGE: The anchorage, with depths of 5 m. — 11 m. (mud an 
sand bottom with good holding ground), can accommodate more tha 
10 vessels of 5,000 to 10,000 d.w.t. and can also be used as a typhoo 
shelter for vessels over 1,000 d.w.t. The area Eastward of Wuwa 
Channel Light Buoy No. 5 serves as the anchorage for medium an 
small size vessels. 

CHANNELS: Shekou Port Channel is sub-divided into Shekou Port Are 
Channel and Chiwan Port Area Channel. The former comprises the outt 
one between light buoys No. 1 to No. 5, and the inner one between lig’ 
buoys No. 5 to No. 9. The channel has a total length of 3.14 miles, 
width of 60 m. and a minimum depth of 5.8 m. 

Chiwan Port Area Channel, with a total length of 1,000 m., a widthé 
80 m. and a minimum depth of 9 m. is marked by the light buoys No. 
to No. 3. Light buoy No. 1 is at the entrance of the Chiwan Port Arei 
Light buoys No. 2 and No. 3 are positioned at the junction of the bas 
and the channel. 


BERTHING: 
Name Position Length Depth Capacity 
(m.) (m. No. Tons 
Shekou 
Southsea Oil Wuwan 340 5.9 35,000 
Passenger Berth Wuwan 150 3.5 2x 1,000 
Small Passenger 
Berth Wuwan 22 3.5 
Hovercraft Berth Wuwan 22 3.5 
Jetty Berth No. 1 Wuwan 123 3:5 1x 1,000 
Jetty Berth No. 2 Wuwan 200 6.0 1x5,000 
Jetty Berth No.3. Wuwan 110 6.0 15,000 
Sino-British Oil 
Wharf Wuwan 100 4.0 1x3,000 
Dong Jiao Tou Wuwan 100 5.5 1x5,000 
Chiwan 
Berth No. 1 Chiwan 200 10.0 1x 20,000 
Berth No. 2 Chiwan 250 10.0 1x 20,00 
Nanhai Oil Whart Chiwan 300 6.6 
Aquatic Wharf 
Wharf No. 1 Shekou (long frontage for small coast 


vessels) 
Warehouse and Storage: Warehouses No.1 to No.3 have a (0 
capacity of 19,500 sq.m., but the total space is not yet fully operation 
The container stacking area is 13,300 sq.m. and the storage area‘ 
goods in bulk and steel products are 2,500 sq.m. and 5,500 sq’ 
respectively. 


SHIPMASTER’S REPORT: April 1984. 

New port still under construction situated in Lat. 22° 28.5’ N., 
Long. 113° 53’ E. Pilot station is located in position Lat. 22° 25’ N., 
Long. 113° 52.6’ E. It is reached by passing through Hong Kong East 
Lamma Channel then passing North of Ma Wan Island. There is plenty 
of water until the pilot station. Anchorage is in very good holding ground. 
Density of water at any stage of the tide is 1020. Alongside the pier 
(only one working at the moment), the depth is 8.5 m. but the bottom is 
soft mud. At HW it varies from 9.5 m. to 10 m. according to the stage 
of the tides. Fresh water is available at a low rate alongside the pier. 
Chiwan Radio working on Channel 16 and 84. Discharging at about 
1,000 tons per day with ship's gear and shore cranes. Only one crane 
is assembled at the moment. 3 cranes of 10 tons capacity will be 
available in the near future, 1 crane of 40 tons is already working. 

Facilities to go to Hong Kong: (2 photographs must be available for 
the Immigration Visa) Hong Kong dollars are accepted as currency. US 
dollars must be changed at the local Banks. Entering and leaving the 
port only during daylight hours. 2 low powered tugs assisting mooring 
and unmooring the ship. 


SHIPMASTER’S REPORT: April 1990. 

Port: Chiwan (Shekou). 

Position: Lat. 22° 28.5' N., Long. 113° 53’ E. 
Chart: BA Charts No. 342 and 343. 


- Cargo: Vessel discharged a full cargo (18,000 tons) of rape seed oil. 
- Documents: 


Last Port Clearance. 

3 copies Cargo Manifest. 

2 copies Crew Declaration (Chinese form). 

4 copies Health Form (Chinese form). 

6 copies Crew List. 

All Crew Discharge Books and Passports checked. 

Bonded Stores List (Ship's and Local Chinese form). 

About 10 personnel board with agent by tug about 20 minutes after 

anchoring in position Lat. 22° 25.5’ N., Long 113° 52.8’ E. This position 
is just North of the boundary line between Hong Kong territory and 
Chinese territory in about 20 m. depth. 
Pilotage: As vessel has to transit Hong Kong waters, it is mandatory to 
obtain a Hong Kong pilot for cargo ships over 10,000 g.r.t. and all 
tankers. Pilot arranged through liasing agents in Hong Kong who pass 
all communications, etc., to the Chinese state agency “Penavico”, 
pilot boards at Green Island after passing East Lemma Channel. 

Vessel must make arrival report to ‘MARDEP Hong Kong’ (see 
A.L.R.S. Volume 6) for permission to enter Hong Kong waters, this is 
usually granted 12 hours before arrival in Hong Kong waters. 

Pilotage is via Mawan Channel, max. draft acceptable is 16.5 m., 
subject to tide, tide is not necessary for draft up to 9.0 m. and L.O.A. 
below 170 m. Pilot disembarks prior to entry into Chinese waters and 
thereafter Master must proceed to anchor, anchorage fairly congested, 
this vessel was carrying full load of 18,000 tons of crude rape seed oil 
at a draft of 8.5 m. maximum and used 7 shackles on the port anchor 
with Shekou approach buoy “A1” bearing 069° x 0.9 miles off, strong 
currents exist here but the holding ground is reasonably good. 

VHF; Port maintains an excellent watch on Channel 16 and all telephone 
conversations with agent carried out on Channel 25. Vessels should 
listen for berthing orders on VHF between 0800 hrs. — 1730 hrs. local 
time. 

Berthing: Vessel berthed port side alongside with 3 head/stern lines and 
2 springs forward and aft. 

Oil Tanker Discharge: Facility exists for discharge of 500 tonnes.p.h. to 
600 tonnes.p.h. and usually vessel can expect to complete cargo of 
20,000 tons of vegetable oil within 40 hours. 

Vessel discharged through 2 x 10 in. hoses with a pressure limit of 
6 kg./sq.m. at the ship's rail. 

tai personnel are most co-operative but they are not very fluent 
in English. 

Fresh Water: Available ex-jetty, but the meters are erratic. 

Custom Allowances: No restrictions. Bond is sealed. 

Time: GMT plus 8 hours in Summer (After April 16th). 

Shore Leave: No restriction on crew going ashore, passes (returnable) 
are issued on arrival. Port is in an economic free zone and Hong Kong 
dollars are used freely ashore, as such no currency restrictions are in 
force. Cash advance can be obtained. 

Stores: Bonded stores through the liasing agent in Hong Kong. 

Provisions and stores are available through ship chandler on cash 
payment basis, bonded beer is available. 

Departure: Departure Boarding Party boards one hour prior to departure 
and checks deck, engine room and accommodation for stowaways and 
also re-checks all crew Discharge Books and Passports before giving 
Sailing Clearance. After their departure no persons are permitted to 
board, until pilot comes on board. 

Sailing: Departure was at night and vessel had to give Hong Kong pilots 
a minimum of 3 hours notice via telex as high hills obscure VHF 
communication. Hong Kong Pilot met vessel on schedule at Urmston 
Roads Pilot Station for outbound Passage through Mawan Channel and 
Lemma Passage. 

Agent: China Ocean Shipping Agency, Shekou Branch. Cables: 
Penavico Shekou. Telex: 420834 cosac cn. Tel: 695216. Fax: 692769. 

Agency service was excellent and agent visits vessel every 6 hours 
for any liaison, provision arrangements. etc. 

Charterers had also appointed agent in Hong Kong to liaise, but this 
Was not really necessary. 


CHINA, People’s Republic of 
DALIAN (Dairen): 38.55 N. 121.40 E. (See Plan) 


Also see “General” before first port. 
PILOTAGE: Available day and night. Pilot boards at Dalian Anchorage. 
ANCHORAGES: 

Quarantine Anchorage: 


Lat. 38° 57’ 00" N. Long. 121° 42' 00" E. 
Lat. 38° 57’ 00" N. Long. 121° 46' 00" E. 
Lat. 38° 56’ 18” N. Long. 121° 41’ 00" E. 
Lat. 38° 55’ 00" N. Long. 121° 46’ 00” E. 
Fumigation Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 45' 00” E. 
Lat. 38° 59’ 08” N. Long. 121° 46' 55” E. 
Lat. 38° 57' 39” N. Long. 121° 45’ 00” E. 
Lat. 38° 57’ 39” N. Long. 121° 46' 55” E. 
Tanker Anchorage: 
Lat. 38° 59’ 08” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 42’ 30” E. 
Lat. 38° 57’ 39” N. Long. 121° 45’ 00" E. 
Lat. 38° 59’ 08” N. Long. 121° 45’ 00” E. 
Hei Zui Anchorage: 
Lat. 38° 56’ 9.7" N. Long. 121° 37’ 38” E. 
Lat. 38° 56’ 4.8" N. Long. 121° 37' 31” E. 
Lat. 38° 56’ 7.5" N. Long. 121° 37’ 38.2” E. 
Lat. 38° 56’ 12.2” N. Long. 121° 37’ 35" E. 
Dalian Xin Gang Inner Anchorage: 
Lat. 38° 58’ 36” N. Long. 121° 56’ 30” E. 
Lat. 38° 58’ 36” N. Long. 121° 57’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 56’ 30” E. 
Lat. 38° 57’ 30” N. Long. 121° 57’ 30” E. 
Dalian Xin Gang Outer Anchorage: 
Lat. 38° 55’ 00" N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48" N. Long. 121° 59’ 00" E. 
Lat. 38° 56’ 48” N. Long. 122° 02’ 00" E. 
Lat. 38° 55’ 00" N. Long. 122° 02’ 00" E. 


RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. Draft: 


Type of Cargo Summer Winter 
(m.) (m.) 
General/Ore 10.05 10.66 
lron/Fertiliser 9.75 10.36 
Crude 14.93 (Not available) 
Others 8.83 9.44 


Max. d.w.t.: 80,000 d.w.t. or crude oil tankers 100,000 d.w.t. 

VHF: “Penavico” on Channels 13 and 25 throughout 24 hours. 
TUGS: 2428 h.p., 2x980 h.p., 4x 1,970 h.p., 1*2,000 h.p., 1x 2,400 h.p. 
and 63,200 h.p. 


BERTHING: 
No. of Max. Max. 
Area Berths LOA Draft Cargo 
(m.) (m.) 

Dong Bu 15 222 12.0 Grain. 

10.3 (Summer) General and 
9.6 (Winter) Passenger. 

Xi Bu 15 220 12.0 Ore, maize, steel, 
general, containers, 
cars, feed. 

Hei Zui 2buoys —- 5.0 — 7.0 General cargo. 

Zi Lightening 
Xiang Lu 8 180 9.0 General cargo, 
Jiao steel, timber, 
maize. 
Shi Er 6 180 9.0 Oil products 
Gou 
Gan Jing 2 260 15.0 Coal, petroleum, 
Zi coke, grain, feed. 


Xin Gang 2 260 15.0 Crude oil. 
CRANES: 15 ton cranes at Xi Bu and 5 ton — 10 ton cranes at Hei Zui 
Zi. Floating crane with 60 tons capacity available. 

MEDICAL: Hospital available. 

TANKERS: Area 1: For petroleum products with storage tanks and 
railway connection. Total berth length 847 m. with average depth 10 m., 
capable of accommodating 4 tankers of 10,000 d.w.t. each. Also 2 
smaller berths for tankers of up to 3,000 d.w.t. This area is able to accept 
up to 10,000 tonnes of slops a day. 

Area 5: The Nianyuwan Crude Oil Terminal can accept tankers up to 
100,000 d.w.t. for loading and discharging. The export crude oil is sent 
by pipeline direct from the Dagqing oil field, at a rate of 70,000 bbis/hr. 
The main berth (205 m.) has maximum depth 17.50 m., while two 
secondary berths on the other side have depth of 14 m., suitable for 
50,000 d.w.t. tankers. Onshore storage capacity is about 350,000 tonnes 
and maximum slop receiving capacity is about 20,000 tonnes per day. 
Berths are equipped with fresh water supply, fire fighting equipment and 
tug services. 

FRESH WATER: Available. 

FUEL: Available. 

AIRPORT: Dalian Airport, flights to Hong Kong and Japan. 
DEVELOPMENTS: Container Berth: Length 270 m. under construction. 
2 x 30.5 ton Paceco portainers and 2 x 30.5 ton transtainers will be 
provided. 

Grain Terminal: To be built for vessels of 80,000 d.w.t. 2750 t.p.h. 
shiploaders to be installed. 


SHIPMASTER’S REPORT: March 1980. 

Berth: Oil Terminal No. 1 Berth (Lat. 38° 58’ 30” N., Long. 121° 54’ 10” E.). 
Chart: B.A. 1798. 

Draft: Departure draft, 38 ft. 4 in., fore and aft. 

Approach: The approach to the Inspection/Pilot Boarding Anchorage is 
clear of obstructions but large concentrations of fishing vessels were 
encountered off Shantung Promontory. 
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Anchorage: S.E. of Hsien Chiao Light (Lat. 38°57’ 45" N., Long. 
121° 59’ 05” E.) and bounded by Positions: 

Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E 

Lat. 38° 56’ 48” N., Long. 121° 59’ 00" E. 

Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

Lat. 38° 55’ 42” N., Long. 122° 02’ 00" E 

Depth 15/18 fathoms. 

Entry Inspection: Carried out at the Anchorage, during daylight hours, 
by 8 officials representing Customs, Immigration, Harbour Authority and 
Agency. The entry formalities were very easy and a Bonded Stores List 
was not required and the Bond was not sealed. The Immigration Officer 
checked all passports but a Crew muster was not required. After pratique 
has been granted and other entry formalities completed, 2 Immigration 
Guards stay on board until the vessel berths, and during this time they 
make out Crew Shore passes from Passports. After berthing, the Agent's 
representative lives on board during the vessel's stay and is very obliging 
and helpful. 
Berth: A modern (1977) concrete dolphin structure with tower/elevator 
gangway and winches on all dolphins, 420 m. long, direction 149°/329°. 


No. 1 (outside) Max. size: 100,000 d.w.t. 
Depth: 17 m. 
Max. draft: 15m. 
Max. length: 360 m. O.A. 
Loading arms: 4x12 in. Chicksans 
Max. load rate: 10,000 t.p.h. 
No. 2 (inside) Max. size: 50,000 d.w.t. 
Depth: 14m. 
Max. draft: 12m. 
Max. length: 230 m. 


Fresh water is available on the berths but bunkers are supplied by 
barge from Dalian old port. 

The berths are connected to the shore by a cantilever bridge 
approximately 0.5 miles long and vehicles are not permitted over the 
bridge. 

There is a dirty ballast reception facility with a maximum rate of 

3,000 t.p.h. 
Berthing/Unberthing: Carried out at any time with 3 Pilots, 2 large and 
1 medium tug for berthing and 2 Pilots and 2 large tugs for unberthing. 
Berthing at No. 1 Berth is always port side to and is straightforward with 
plenty of men for handling moorings. Starboard anchor is let go about 
100 ft. off the berth. Pilots advise there can be moderate swell with 
E./S.E. winds. 

On departure the vessel is swung to starboard off the berth by 2 tugs 
and the Pilots disembark shortly after the swing is completed. The Red 
Flashing Buoy in Lat. 38° 58’ 20” N., Long. 121° 55’ 00" E. is left to port 
when berthing and to starboard on sailing. 


Communications: Agents: China Ocean Shipping Agency, Cable: 
Penavico, Dalian, require following message 7 days, or after sailing from 
previous port; name, call sign, nationality, ETA, draft fore and aft, cargo 
quantity to be loaded, crew's nationality and number, departure port and 
destination after Dalian. 

72 hours: ETA, clean and dirty ballast to discharge, cash required. 
48, 24 and 8 hours: ETA. 

8/12 hours: ETA to Harbour Master Dalian. 

8/12 hours: ETA, crew health condition to Port Health Dalian, 

Dalian Port Radio can be contacted on VHF Channel 16 and will 
transfer call to Agents on Channel 9. 
Agent: China Ocean Shipping Agency, will provide cash advance but 
any unused currency must be returned to Agent before departure. 
Foreign currency can be exchanged ashore. Agents will provide mini- 
bus/taxis for crew travel to Dalian Town which is about one hour's drive. 
After completion of loading there is a delay of 3 to 5 hours before 
documents are brought on board for signature. Immigration require all 
shore passes to be returned and Customs wish to sight Tonnage Dues 
Certificate provided on arrival. There is an armed guard stationed at the 
shore end of the gangway at all times, and he inspects shore passes 
and Passports when leaving and returning to the vessel. 
Cargo: Taching Crude Oil. A.P.I.: 32 — 33, Pour Point: 28°— 33°C, 
Sulphur: 0.1%, Load Temp: 40° — 45°C. 
Harbour Authority: As vessel's first call, authorities visited after arrival 
alongside and checked and inspected all safety and fire-fighting 
equipment, and required details of engine room bilge and sewage 
disposal whilst in port. Also checked Oil Record Book. They were a little 
concerned at direct mooring with wires and would perhaps be better to 
have rope pendants on mooring wires. Normal tanker port restrictions 
apply regarding pollution avoidance from oil, garbage and sewage, also 
no fishing is allowed either at anchorage or alongside. When alongside 
shore labour empty garbage receptacles once per day. 
Chandler: Dalian Ocean Supply Corporation have a comprehensive 
range of catering supplies, and limited deck and engine stores. From 
the price list obtained the range and price of provisions was extremely 
competitive. As no stores were purchased quality cannot be commented 
upon although the Catering Officer did visit the store in Dalian and 
reported that most of the articles listed in their brochure seemed to be 
available and of reasonable quality. Our call being in Winter season, 
fresh vegetables, fruits, salads, etc., were in short supply. 

Chandlers Cable Address: Supco, Dalian. Telephone 26820. 


SHIPMASTER’S REPORT: September, 1980. 

This is a brief report on port information obtained when vessel (42,764 
g.r.t. 75,877 d.w.t.) called at Dalian in September, 1980 for loading 
Dagqing Crude Oil. 

Oil Terminal: Position Lat. 38° 59’ N., Long. 121° 54’ E. 

Restrictions: Entering formalities, so-called “General Examination” 
made, as a general rule, during day time only by the Port Officials of 
Quarantine, Immigration, Customs and Harbour Superintendency 
Administration. 
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Berthing and sailing operations take place 24 hours a day with th 


exception that the vessel does not berth on Berth No. 2 during nig: 
time. 
Documents: 


To be submitted to the Port Officials: 


a) Crew Lists (Chinese Form) 6 copies 
* Japanese crew members are required to fill in 
their names and address in Chinese characters 
b) Report of entry for foreign-going ship (Chinese 
Form) 2 copies 
c) Maritime Declaration of Health 1 copy 
d) Import Manifest (Free Form) 1 copy 
e) List of specified articles, foreign currencies, gold, 
silver belonging to ship and/or member of crew 
(Chinese Form) 1 copy 
* Specified articles means watches, cameras, 
recorders and transistor radioes, etc. 
f) Vaccination List (Free Form) 1 copy 
g) Application for discharge of dirty ballast water to 
shore facility (Chinese Form) 1 copy 
h) Application for discharge of segregated ballast 
water into sea (Free Form) 1 copy 


* 


Stores List is not required 
Chinese Forms are obtainable by the Agent 

To be shown to the Port Officials: 

a) Ship's Register 

b) Last Port Clearance 

c) Derat Certificate 

d) Load Line Certificate 

e) Safety Equipment Certificate 

f) Safety Construction Certificate 

g) Safety Radiotelegraphy Certificate 

h) Oil Record Book 

i) Certificate of Financial Security in respect of Civil 

Liability for Oil Pollution Damage 

j) Discharge Books, Passports and Yellow Cards 
Pilotage: Compulsory for berthing and unberthing at the oil jett 
Pilot boards about 5 miles E.S.E. of the jetty. 

No pilot boat, tug used. 

Anchorage: Quarantine Anchorage surrounded by the following fou 
points is established: 

a) Lat. 38° 56’ 48” N., Long. 121° 59’ 00” E 

b) Lat. 38° 56’ 48” N., Long. 122° 02’ 00” E. 

c) Lat. 38°55’ 42” N., Long. 122° 02’ 00" E. 

d) Lat. 38° 55’ 42” N., Long. 121° 59’ 00" E. 

Nature of bottom is mud, depth of water 27 m. to 35 m. 

Berths: There are 2 tanker berths on the oil jetty with a length of abo. 
400 m. and depth of 17 m. at Berth No. 1, 14m. at Berth No. 2. 
Max. Size: 
Berth No. 1: 100,000 d.w.t., LOA approx. 260 m., max. draft 151 
Berth No. 2: 50,000 d.w.t., LOA about 230 m., max. draft 12 m. 

Berth No. 1 is located on the offshore side of the jetty and Berth No.. 
on the inshore side. 

Vessels generally berth portside alongside. 

Health: Radio Pratique is not available. The Master has to show th 
yellow cards together with a vaccination list and submit a Declaratio 
of Health. 
Radio: The Master or owner of a vessel, shall 7 days prior to vessel 
arrival, submit the required forms to the Harbour Superintendenc 
Administration through the Agent (Penavico, Dalian) for completion ¢ 
entry formalities. They require: 

a) Vessel’s name 

b) Nationality 

c) ETA 

d) Arrival draft 

e) Quantity of cargo to be loaded at Dalian 

f) Nationality and the number of the ship's personnel 

g) Last port 

h) Destination 

The Master has also to radio to the Agent her ETA and arrival dra 
24 hours in advance of her arrival, through Dalian Radio, who is to advis 
the Harbour Superintendency Administration. 

Furthermore, the Master is also required to advise her Agent 2 or 
days prior to her arrival, of the quantities of the segregated water balla! 
and other water ballast retained on board at the time of arrival. 

VHF: Dalian VHF station keeps a 24 hour listening watch on Chann 
16 and is available to communicate with Agent (Penavico). 

Tugs: Available. Normally 3 tugs join the vessel for berthing and 2 f 
unberthing. 

Fresh Water: Available either from the shore or barge. 

Fuel: Fuel oil and marine diesel oi! are both available from barge. 
Ballast: No ballast water is allowed to be discharged into the sea, exce 
segregated ballast water. 

Shore reception facilities with a capacity of 30,000 tons can receiv 
3,000 tons of oily ballast water per hour at a cost of 0.8 Yuan per to’ 

According to the Regulations, the Authorities will allow discharge! 
ballast water into the sea subject to the oil content of the bailast wat 
being less than 10 p.p.m. However, as a matter of fact, any ballast wait 
loaded in cargo tanks is not allowed to be discharged into sea for 
reason that the Master cannot give them any evidence of the oil conte 
of the ballast water. 

Therefore, there is no necessity for cleaning cargo tanks for ballast 
purpose. 

Customs Allowances: Ship's bonded stores are not sealed. No limitat® 
to cigarettes or wine/spirit for use on board. 
Identification Cards: Shore leave is granted from sunrise to midnight 

Shore passes are issued by the Immigration Officer. 

Crew members going ashore must carry the shore passes toget” | 
with their Passports or Discharge Books. 


Bel 


— 


ee ee —=— 


— 


— 


There is a seamen’s club with a Chinese restaurant and some 
souvenir shops. Bus service is also available between the terminal and 
the seamen's club. 

Cargo: The crude oil shipped at this terminal is the Daqing Crude. The 
rties of Daqing Crude which the vessel loaded in September 1980 
at this terminal were as follows: 

a) API 32.84 

b) Temperature of cargo loaded 41.0°C. (106.0°F) 


c) Pour point 24.0° — 25.0°C (77.0°F) 
Cargo heating may be required. 
Loading: : 
Berth Size of arm flange | Number of arm 
No. 1 12 in. 5 
No. 2 12 in. 3 


Max. loading rate is reported to be about 7,000 t.p.h. using 3 arms. 

Notice of Readiness will be accepted at the time of completion of the 
general examination. ; 
Agent: China Ocean Shipping Agency, Dalian Branch (Penavico Dalian). 
Provisions: Available at a low price. Ship chandler will be arranged by 
the Agent. 


SHIPMASTER’S REPORT: April, 1984. 

| made a port call at Dalian in April 1984 and found after anchoring 
without Pilot that | had made a wrong passage in the channel, switching 
off radar, etc. in accordance with previous regulations. 

There is now no restrictions or prohibitions on using navigational aids 
in the harbour. 

When entering the Inner Harbour Anchorage without Pilot it is 
important for the Master, on the first visit, to know that there is a Traffic 
Separation Scheme and it is sometimes congested with vessels. 


SHIPMASTER’S REPORT: October, 1984. 

Master received following telex from Dalian Agent: 

“When entering Dalian Harbour you must pass through Dasanshan 
Channel and navigate within Right Traffic Lane of Traffic Separation 
Scheme. 

Separation Zone, 0.3 nautical miles wide, is centred upon following 
geographical positions: 

Lat. 38° 51’ 00" N., Long. 121° 46’ 12” E. 

Lat. 38° 54’ 24” N., Long. 121° 46’ 12” E. 
Separation Lane is connecting following: 

Lat. 38° 55’ 00" N., Long. 121° 46’ 12” E. 

Lat. 38° 57’ 00" N., Long. 121° 46’ 12” E. 
and turn into Ganjingzi Channel at Light Buoy H2 (Lat. 38°57’ 21” N., 
Long. 121° 46’ 12” E.) then enter into Quarantine Anchorage: 

Lat. 38° 59’ 08" N., Long. 121° 42’ 30” E., 

Lat. 38° 57’ 39” N., Long. 121° 42’ 30’ E., 

Lat. 38° 57’ 39” N., Long. 121° 45’ 00" E., 

Lat. 38° 59’ 08" N., Long. 121° 45’ 00” E. 
The East Boundary Line between the Separation Lane and the Inshore 
Traffic Zone is: 

Lat. 38° 51’ 00" N., Long. 121° 48’ 30” E., 

Lat. 38° 54’ 24” N., Long. 121° 48’ 00” E.” 


SHIPMASTER’S REPORT: December 1986. 
Documents: Only 1 copy of each document required except for Crew 
List (6 required). Refused to accept ‘Marine Declaration of Health’ as it 
was in English only. All documents had to be in Chinese/English — all 
available from Agent as well as ‘application’ forms (de-ballast, postage, 
etc.). Main papers were Customs Declaration (including Foreign 
Currency List) Vaccination List, and ‘normal’ ship's papers. (Register, 
Derat, etc.). 
Officials: Boarded by ‘Joint Inspection Team’, which consists of 8 people 
(Immigration, Customs, Port Authority and Agent). 

Bond sealed by Customs and unsealed prior to sailing, when the ‘Joint 
Inspection Team’ clears the vessel for sailing. 
Anchorage: Instructed by Agent to anchor in ‘Tanker Quarantine 
Anchorage’ (North of fairway). No problems encountered in entering, 
buoys in position, but lights rather weak. 

No. 1 General Cargo Anchorage very crowded with small vessels. 

Unable to contact Port Radio (VHF) on entering and had to wait until 
following morning. 

All vessels are visited at anchor; possibly in order of arrival. 
Radio Station: Receives and transmits as per ALRS; but not very good 
at answering on H/F. Once within M/F range, Radio Officer reported the 
Station as reasonable. 
Berth: Vessel berthed starboard side to Pier No. 1, which has a 
maximum draft of 9.5m. Pier No. 2, to the East, is believed to be 
festricted to 8.7 m. 
Cargo: 18,000 tonnes of gas oil. Pumping rate: 750 t.p.h. — 800 t.p.h. 
Shore Leave: No apparent restrictions, except that all crew have to be 
back onboard by midnight. Shore pass and Passport/CDC book to be 
carried when going ashore. 
, Local Seaman's Club and Friendship Store will change any foreign 
urrency. 

Taxis to and from club or store apparently paid for by them; from 
elsewhere taxis appeared to be a little expensive. 


SHIPMASTER’S REPORT: January 1987. 

Vessel: 105,000 d.w.tonnes with segregated ballast tanks. 

8erth: No. 1 Berth. 

Max. Draft Allowed: 15.0 m. 

Loading: The shore loading rate was given as 2,000 tonnes p.h./boom. 
lS Was an optimistic estimate as we received at a maximum rate of 
200 tonnes p.h. with 4x12 in. booms connected. This decreased to 

about 4,000 tonnes p.h. when a vessel was loading at Berth No. 2. 

Ballast: During entry formalities, the Harbour Master checked the Oil 

Record Book and the Deck Log Book to confirm where the ballast was 

Shipped. Any ballast taken in Singapore or the Malacca area is 

Considered ‘infected’ and must be discharged ashore. 


CHINA, People’s Republic of 


Mooring Wires: Vessel is fitted with mooring wires and this caused a 
delay when sailing as there were not enough personnel to heave in 
sufficient slack to let go. 

Shore Leave: A minibus is available to take personnel ashore to the 
International Seaman's Club and times are organised to suit ship's staff. 
For 8 round trips during the vessel's stay the charge was approximately 
£7 and the journey takes about 10 minutes. Local cash is available but 
almost any currency can be used at the Seaman's Club, where there is 
a bar/restaurant, shop and facilities for International telephone calls 
(£2.00 per minute to the U.K.) 

Documents: Discharge Books only were checked by Immigration 
Officials on arrival, no passports or vaccination cards were required. 


AUTHORITY: Port of Dalian Authority, 1 Gangwan Street, Zhongshan 
District, Dalian, China. Tel: 237873, 222824. Telex: 86246 DHAB CN. 
Contact: Shen Chun, Deputy Director. 


AGENT: See “Shanghai”. 


DANDONG: 40.08 N. 124.20 E. 


LOCATION: Langtou Port District: 40° 07' N., 124° 09’ 02” E. 
Dandong Port District: 39° 49’ 05" N., 124° 09’ 02” E. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
For Dandong Port District, Pilot boards at the Quarantine Anchorage. 
For Langtou Port District, Pilot boards at Jiangkou Anchorage. 


ANCHORAGES: 
Depth of Max. size Use of 
Name Water of Vessel Anchorage 
(m.) tons 

Jiangkou 8.0-10.0 10,000 Sheiter 
Langtou 4.0- 5.0 1,000 Waiting 
Donggang 8.0-13.0 10,000 Lightering 
Quarantine over 10.0 10,000 Quarantine 
Dandong 9.0-10.0 10,000 Quarantine 


RESTRICTIONS: Max. draft in the channel 6.3 m.-8.0 m. 

VHF: Radio Station ‘XSB 48’ maintains a 24 hour service. Calling on 
Channel 16 and working on Channel 11. 

TUGS: 1x40 h.p., 1x600 h.p. and 1900 h.p. 


BERTHING: 
Name of No. of 
District Berth Length Depth Use 
(m.) (m.) 

Langtou No. 1 68 5.2 Grain 

No. 2 122 8.2 Grain 

No. 3 126 8.2 Metal 
Dandong No. 1 198 10.0 Metal and Coal 
Old Berth - 68 ew. General Cargo 


REPAIRS: Facilities available for carrying out repairs. 


FANGCHENG: 21.31 N. 108.20 E. (See Plan) 


PILOTAGE: Compulsory. Pilotage is undertaken day and night, subject 
to tidal variation. The pilot boards from a tug which flashes its lights 
when approaching the vessel. The boarding place is 1 mile South of the 
Quarantine Light Buoy. 
ANCHORAGE: Quarantine Anchorage: A Quarantine Anchorage has 
been established in position Lat. 21° 27’ 56” N., Long. 108° 21’ 13” E. 
The anchorage can accept vessels up to 25,000 d.w.t. Nature of bottom 
is mud and sand. 
RESTRICTIONS: There is a depth of 5.8 m. on the bar. The channel 
has a minimum width of 80 m. and is dredged to a minimum depth of 
7.4m. The channel is 7.5 miles long and is marked by light buoys and 
leading light beacons. The width of the turning basin off the berths is 
1,200 ft. 

Vessels may enter and sail after sunset. 
MAX. SIZE: Maximum draft 9.5 m. 
VHF: Port Radio Station on Channel 16 throughout 24 hours. 
TUGS: 1 xX 2,600 h.p., 1 x 1,200 h.p. and 2 x 600 h.p. 
BERTHING: 


Berth Length Depth Cargo Handled 
(m.) (m.) 
No. 1 180 9.0 General Cargo 
No. 2 180 9.0 General Cargo 
No. 3 180 9.6 Heavy Cargo 
No. 4 180 9.6 Grain 
No. 5 180 9.6 Cement 
No. 6 205 10.6 Coal or Ore 
No. 7 205 10.6 Coal or Ore 
CRANES: Berth No. 1: 2 x 10 ton 

2:2 * 10 ton 

3:2 x 10 ton 

4:2 x 10 ton. 

5:2 « 10 ton 


FRESH WATER: Available, contact China Marine Bunker Supply Co. 
FUEL: Available, contact China Marine Bunker Supply Co. 
REPAIRS: No facilities. 
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GENERAL: Floating Cranes: None available. 
Provisions: Available. Contact China Shipping Supply Corporation. 
Cargoes Handled: Sugar, coal, grain, fertiliser, cement, ore, timber, steel 
and general cargo. 
Storage: 

Warehouse: 4,500 sq.m. 

Open storage space: 200,000 sq.m. 
DEVELOPMENTS: Upon completion of the port modernisation program, 
54 berths will be available for handling of vessels up to 50,000 d.w.t. 


SHIPMASTER’S REPORT: March 1989. 

Location: The port is located in position Lat. 21° 37’ N., Long. 108° 20’ E. 
It is a small port at the end of a dredged channel which is 7 miles long 
and 80 m, wide. 

Formalities: Customs, Immigration and Health Officials board on arrival, 
together with the Agent. We prepared ships papers in advance of arrival 
and all were accepted, except for the Crew List which has to be made 
out on Chinese forms. The Agent will deliver Chinese clearance forms 
and assist with completing them. 

Shore passes are issued for each crew member and are collected 
prior to departure. The port rules are also handed over to the Master 
and these again are collected prior to departure. 

The bonded store was sealed by Customs but the beer store is left 
unsealed. 

Pilotage: The Pilot boards the vessel from a tug, one mile South of the 
pilot buoy. There are 4 pilots available at the port. 

On arrival the vessel should call Fangcheng Radio on VHF Channel 
16, who will connect the vessel with the pilot office, after which the vessel 
may communicate with the pilot station on VHF Channel 16. The 
language of communication is English and no difficulties were 
encountered. 

Pilot Ladder: No special requirements. 
Approaches: The charts used on our visit were B.A. Chart No. 3990 
and Chinese Chart Nos. 16791 and 16792. 

No difficulties were encountered on our approach, Cape Pak Loung 
is a good radar target and the yellow pilot buoy is visible at 5 miles on 
the radar. 

Channel: The Channel is marked by light buoys and leading lights and 
has a width of 80 m. Vessels with a draft of 7.0 m. may use the Channel 
at any time day or night. 

Anchorage: Quarantine Anchorage: A Quarantine Anchorage has been 
established between parallels of 21° 21.5’ N. and 21° 28’ N., and the 
meridians of 108° 20’ E. and 108° 26’ E. This anchorage is not marked 
on B.A. Chart No. 3990. 

We anchored on the Northern border of this anchorage, which was 
2 miles to the South of the pilot buoy. The depth of water is approximately 
16.0 m. and nature of the bottom is mud and sand. 

Tide: Most arriving vessels have to anchor, due to the tidal situation. 
The tidal range is about 4.0 m. 
Max. Size: The port can accommodate vessels up to LOA 185 m. 

Vessels up to LOA 210m. may be accepted if the Agent seeks 
Harbour Master's approval. 

The maximum permissible draft on the highest tide is 11.0 m. If a 
vessel has a draft greater than 11.0 m. it may be lightened in the outer 
roads if advanced notice is given to the Agent. 

Tugs: There are 4 tugs available, of which 2 are powerful tugs of 
international standard. When berthing alongside the tugs use their own 
lines and make fast fore and aft. 

Berthing: The port of Fangcheng has 7 berths. Berths No. 1 and 2 have 
a depth of 8.0 m. and Berths No. 3 — 7 have a depth of 9.0 m. — 10.0 m. 
at lowest low water. 

All berths are fitted with rubber spring fenders and at high water they 
are below the water surface. 

Stevedores: Work is carried out throughout 24 hours in 3 shifts 
(0800 hrs. — 1600 hrs., 1600 hrs — 2400 hrs. and 2400 hrs. — 0800 hrs.). 
Meal hours are 0400 hrs. — 0500 hrs., 1130 hrs. — 1300 hrs. and 
1930 hrs. — 2100 hrs. The gangs consist mainly of labourers from farms 
and mines. 

Cranes: There are 10 cranes of 10 tons capacity which are available at 
all berths. 

Medical: Medical facilities and doctors available locally. 

Fresh Water: Fresh water is available. As the water is not frequently 
used by vessels, the first water in the line is very rusty and may take 
as long as one hour before clear water is running. Fresh water is also 
available by barge at the outer roads on request. 

Fuel: Fuel is available by barge from other ports in an emergency but 
it is very expensive. 

Hg all There are 2 watchmen (Immigration Officers) on board day 
and night. 

Surveyors: No surveyors available locally. If required Lloyd’s and ABS 
can provide surveyors from Hong Kong. 

Local surveyors for bunkers or off-hire surveys can be ordered from 
nearby Chinese ports. 

Repatriation: Possible. Information should be provided to the Agent 

when the vessel is alongside. 

Airport: Nanning Airport is approximately 180 km. from the port by bus. 

Time: GMT plus 8 hours. In Summertime from April 21st to September 

22nd, clocks are advanced one hour. 

Shore Leave: Possible. Shore passes and passports must be carried 

when going ashore. 

General: 

Seaman's Club: There is a Seaman's Club locally from which overseas 

telephone calls may be made. 

Telephone/Telex: Available in the Agent's office. Connections to foreign 

countries are made through the operator, waiting time of 30 minutes or 

more can be expected. Within the next year or so a direct dialling system 

will be established. 

Garbage: Form for garbage removal is signed by the Master on arrival. 

beueree will be removed daily by the collector and should be in plastic 
gs. 
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Ship Chandler: The ship chandler boards on request with a price is 
and speaks good English. 

Laundry: Laundry service is available and is handled by the she 
chandler. 

Currency: The currency is the Yuan. The official rate of exchange 
March 1989 was 3.62 Yuan to U.S. $1.00. 

Imports: Grain, fertiliser and raw sugar. 

Exports: Manganese ore, coal, bauxite, cement and refined sugar. 
Agent: PENAVICO (China Ocean Shipping Agency). The Agent speak 
good English and was very helpful in every respect. 


FUZHOU (Foochow): 26.03 N. 119.18 E. 


PILOTAGE: Compulsory. Pilot available between 0400hrs. an 

2000 hrs. Pilot boards vessel in the anchorage (position: La 

26° 07' 44” N., Long. 119° 38’ 44” E.). 

ANCHORAGE: Tingjing Guantou Anchorage has a depth o 

6.0 m. — 12.0 m. and accepts vessels up to 20,000 d.w.t. 

MAX. SIZE: Max. draft in channel is 8.0 m. at LW and 8.5 m. at HW. 
Tidal range: 6.0 m. maximum and 3.5 m. minimum. 

VHF: Port radio on Channel 16 throughout 24 hours. 

TUGS: 1 x 600h.p., 1 x 900h.p., 1 x 1,600 h.p., 1 x 2,300 h.p. an 


1 x 3,200 h.p. 
BERTHING: 
District Berth Length Depth Use 
No. (m.) (m.) 
Ma Wei 1 9.0 General Cargo 
2 592 9.0 General Cargo 
3 7.0 Passenger 
4 7.0 Container 
Tai Jiang _ 80 + 30 4.0 General Cargo 
CRANES: 1 floating crane of 35 tons capacity. 
Ma Wei: Berth No. 1 4 x 10 tons 
2 6 x 16 tons 
3 10 x 8 tons 
4 8 x 8 tons 
Tai Jiang 1 x 4.5 tons 
3 x 3.8 tons 


FRESH WATER: Contact Xia Mean Hua Hang Co. 

FUEL: Contact Xia Mean Hua Hang Co. 

REPAIRS: Facilities available. 

GENERAL: 

Provisions: Contact China Ocean Shipping Supply Co. 

Storage: Warehouse: 5,500 sq.m. Open storage: 5,700 sq.m. Containe 
storage: 4,000 sq.m. — 30,000 sq.m. 

Imports: Cement, fertiliser, rice, coal and general cargo. 

Exports: General cargo and stone. 


SHIPMASTER’S REPORT: July 1985 (Updated 1990). 

Documents: Documents required are same as for other Chinese Ports 
7 copies of Notice of Readiness must be provided. Inspection par 
boards with Agents and all formalities are carried out prompt 
Formalities include Port Health Inspection (granting of Quarantine) an 
Immigration and Customs clearance. 2 Police Officials remain on boat 
throughout until vessel’s departure. 

Pilotage: At Quarantine Anchorage 2 Pilots board, and the vessel | 
taken 5 miles up river to either Guantou Anchorage or a few miles furthé 
up river to Minan Anchorage. 

Approach: From 5 miles S.W. of Baiquan Liedo pass around its S.V 
side and approach position Lat. 26° 06.22’ N., Long. 119° 52’ E. The 
turn West to cross bar at HW (daytime only). Set course 265.5°T again 
Baiyun Shan leading lights. (These are visible clearly as white concret 
structures on hills in daytime at least 15 miles off). On reaching Lé 
26° 05’ 37” N., Long. 119° 41’ 40” E. and 0.21 miles Southward of Buo 
No. 3 in position Lat. 26° 05' 49” N., Long. 119° 41’ 42” E. alter cours 
to 308°T against Culudao leading lights. These leading lights are m% 
marked on BA. Chart 2400. The forward light (white concrete structutt 
is on Xifengshi Point in approximate position Lat. 28° 08.2' N. Lon 
119° 38.3’ E. Thence approach Quarantine Anchorage centred on Lé 
26° 07' 42” N., Long. 119° 38’ 44” E. Whilst awaiting daylight HW vess 
can anchor in position Lat. 26° 06’ 30” N., Long. 119° 50’ 00” E. Ther 
is no restriction on use of Radar or echo sounder. 

General: Vessel must cross bars and arrive at Quarantine Anchorag 
marked on BA. Chart 2400. Time of arriving at Quarantine Anchorag 
is time of Arrival at the Port. Pilots usually do not reply when called ¢ 
VHF, however, Fuzhou Radio can be called on Channel 16 at any tim 
and asked to convey pen to Pilots. Fuzhou Radio will also mat 
VHF contact with Penavico. Thus for any assistance Fuzhou Radio? 
VHF Channel 16 can be contacted at any time. 

Authorities do not board at this anchorage, since it is far from Ma Wé 
Agents main Office is situated in Fuzhou City but their full Operatio’ 
Department is stationed in Ma Wei within the dock area. Fro 
Quarantine Anchorage vessel is Piloted to either Guantou or Min 
waiting anchorage, about 12 miles and 6 miles respectively from N | 
Wei. The Arrival formalities are carried out at these anchorages. | 
Restrictions: Navigation and all movements during daylight HW on | 
Max. draft 8.0 m. for going to Ma Wei. No navigation is possible beyo? | 
Ma Wei. If vessel is drawing more than 8.5 m. she can be lightened! | 
anchorage, but this will be difficult and cause delays due to shortage! 
barges, etc. In any case maximum draft permissible is 8.5 m. Howe¥ | 
it is advisable not to load to more than 8.0 m. if complications are to! - 
avoided. Vessels of more than 180 m. length may find difficulties’ , 
anchorages. Ideally vessels of 10,000 tons gross are suitable. 

Note: If drawing more than 8.0 m., vessel should contact “Penavé | 
Fuzhou” before arrival. 


There are 2 spring tides each month. A draft of less than 9.0 m. can 
pe handled at spring tides. 

Prohibited area for Navigation is bounded by Beipiao Peninsular Lat. 
26°21'N., Long. 119°55'E.; Mazuleidao Lat. 26°09'N., Long. 
119° 55’ E.; Baiquan Liedo Lat. 25°57'N., Long. 119°58'E. and 
Tongyindao Lat. 26° 22’ N., Long. 120° 30’ E. 

Radio: 48 hours and 24 hours Notices of Arrival must be sent via Fuzhou 
Radio. Call sign “XSL". Frequencies: MF-430 kHz all day, and HF-4343 
«Hz (1800 hrs. — 0600 hrs. local time) or 8598 kHz (0600 hrs. — 1800 hrs. 
iocal time) to “PENAVICO Fuzhou”. All foreign vessels are handled by 
Penavico. They will reply with radio message giving tide times and arrival 
instructions which are similar to those found in BA. Pilot. 

Berthing: Four ships can be berthed at Ma Wei. Berth No. 1 is suitable 
for ships drawing 7.5m., other berths can accommodate vessels 
drawing 7.00 m. About 5 to 6 vessels can work at anchorages off Ma 
Wei. Discharge rate about 1,000 tons per day (Bags/about 4 gangs). 
Cargo Gear: There are 4 cranes of about 5 tons capacity, one for each 
perth. Cargo work is mostly carried out with ship's derricks. There are 
several new mobile cranes, and new fork lifts capable of handling 
20 ton containers. Cargo is discharged on to trailers and taken to storage 
sites or directly to railway wagons. 

Stevedores: State controlled. Work is continuous in three shifts daily. 
Medical: Hospitals situated very close to dock area with full facilities. 
\noculations can be carried out. 

Fresh Water: Laid on at wharf. Rate 50 t.p.h. Due to waiting period 
vessels must arrive with tanks full, and water must be rationed during 
waiting period. With difficulty water is supplied at anchorages by barge 
(capacity 60 tons.) 

Fuel: All grades available. 

Density: 1000 at LW. 1015 at HW. 

Time: GMT plus 8 hours. 

Delays: Vessels may have to wait for berths for long periods. Sometimes 
30 to 40 days. 

Developments: Large areas are being reclaimed and long term plans 
exist to increase berthing facilities. Extensive dredging is also in 
progress. 

General: Provisions: Reasonable amounts of fresh provisions are 
available at very good prices. However dairy products like butter and 
frozen provisions not available. Vegetables in limited variety. Fresh 
meat, poultry and fish are plentiful. 

Laundry: Local Seamen's Club handles laundry. Delivery after about 
10 days. Service is unreliable. 

Agents: China Ocean Shipping Agency, 20 Wuyi Road (South), Fuzhou. 
Cable Address: Penavico Fuzhou. Tel: (0591) 569572. Telex: 92137 
FAHN CN. Fax: (0591) 568150. 


AUTHORITY: Fuzhou Port Authority, Mawe, Fuzhou. Tel: (0591) 
582132. 


GUANGZHOU, including Huangpu (Whampoa): 
23.05 N. 113.25 E. 


Also see “General” before first port. 
TUGS: 21 tugs up to 1,800 h.p. 
BERTHING: The Port of Guangzhou spreads over some 40 km. along 
the Pearl River from Huangpu's new port area located at the mouth of 
the East River in the East to the terminals located at the East Bridge, 


§ crossing the Pearl River in the West. 


The port offers 21 berths for vessels up to 10,000 d.w.t., 43 berths 
for vessels up to 1,000 d.w.t. 15 mooring buoys and 15 operational 
anchorages. The depth of the channel is 9m. and vessels up to 
25,000 d.w.t. can enter this port at high tide. Vessels with deeper draft 
can be lightened at anchorage before entering the port. 

The Huangpu area within the Port of Guangzhou is divided as follows: 

Old Port Area: 17 berths (on both sides of the river) accommodating 
vessels of up to 10,000 d.w.t. and one berth for vessels of maximum 
5,000 d.w.t. Depths alongside up to 7.0m. There are over 20 
warehouses of about 50,000 sq.m. and stockyards covering about 
147,000 sq.m. 
New Port Area: 10 specialised berths for bulk grain, bulk fertiliser, 
containers and bulk oil handling, accommodating vessels up to 
20,000 d.w.t. Depth alongside 11.9m. Ample warehouses and 
Stockyards for all kinds of cargo, one grain silo and facilities to handle 
bulk fertiliser, including bagging, are provided. General cargo ships may 
use these berths when space available. 

Container Terminal: Two berths totalling 471 m. in length with 12.0 m. 
depth and a container yard of 90,000 sq.m. The three container gantry 
cranes have lifting capacities of 30.5 tonnes. 

Coal Terminal: There are 3 berths at this terminal capable of 
accommodating 2 vessels up to 20,000 d.w.t. or 3 vessels of maximum 
10,000 d.w.t. 1 x 1,000t.p.h. shiploader and 4 x 500t.p.h. ship 
unloaders. 

While the Huangpu area of the Port of Guangzhou has the general 
'estrictions of LOA 180 m. and draft of 9.0 m., the Port Authority is 
Prepared, on a case to case basis, to consider acceptance of vessels 
with LOA/draft slightly over these limits. 

CRANES: Quay cranes of 3 tons — 10 tons capacity and 5 floating cranes 
with capacity 30 tons — 250 tons. 

MEDICAL: Hospital available. 

FRESH WATER: Available. 

FUEL: Available. 

IRPORT: Guangzhou Airport. 

DEVELOPMENTS: The Port of Guangzhou is presently expanding. 
onders are being called for the construction of 10 multi-purpose berths 
°r vessels up to 35,000 d.w.t. in the Xin Sha project, 5 of which are 
planned to be completed by 1994 and in the Li Jiao Terminal with 


“pacity of 3 million tonnes of cargo annually, to be completed by 1990. 


CHINA, People’s Republic of 


SHIPMASTER’S REPORT: July 1981 and October 1984. 

Item Nos. 6 — 9 amended by report received in October 1984. 
Southern Approaches to Huangpu: 

1. Vessels approaching from the South, bound for Canton and 
Whampoa should steer a course of 005°, so as to arrive approximately 
5 miles West of Wen-Wei Chou (Gap Rock). An occasional light is 
exhibited from Gap Rock Lighthouse, but more often this light does not 
function and therefore should not be relied upon. 

2. On approaching Gap Rock the first land mark that appeared on 
the horizon was the group of Great Ladrone Islands at a distance of 
approximately 20 miles on a clear afternoon. On closing Great Ladrone 
to a distance of about 10 miles, the group of islets to the East of Gap 
Rock were seen. Closing further to a range of 8 miles only, the Gap 
Rock was seen and identified. 

3. The Gap Rock Islet is rugged in appearance and devoid of any 
vegetation. The lighthouse is located at the centre of the islet and differs 
slightly from the illustration in the Pilot, in that the dome-like structure 
is non-existent. The structure is slightly inclined and looks neglected. 

4. The light on the Chuk Wan Shan Island is prominent and was 
visible at a distance of approximately 15 miles and is located at the 
summit. It is whitish and dome-like in appearance. 

5. On identifying Gap Rock, vessel should proceed on the 
recommended course of 013°, keeping clear of the wreck marked 3 
miles (approximately) West of Gap Rock and follow the recommended 
track so as to arrive at the Quarantine Anchorage demarcated West of 
La Sa Wei Island. It was observed that most ships prefer to anchor 
closer to the Ma Wan Light due to deeper waters. The anchorage off 
La Sa Wei affords good holding ground and shelter from all types of 
weather. 

6. Vessels remain at this Quarantine Anchorage for a considerable 
length of time and all ships requirements, Pilot, berthing instructions, 
movements, etc., will have to be sought from the Agents ‘‘Penavico” 
through Guangzhou Radio on 8490 MHz. 

7. Loaded vessels may have to anchor at the Bar before entering the 
Chuen Pi Channel at Lat. 22° 45’ N., Long. 113° 39’ E. (B.A. 1741) to 
await the next tide. Once ready for heaving anchor and swinging the 
vessel's bow into port direction, Pilots ask for the lights “Red” over 
“White” to be switched on for turning and to switch them off again after 
completing the turning manoeuvre. 

Pilots listen on VHF Channels 9 and 16 and vessels can try to contact 
them once approaching La-Sa-Wei Quarantine Anchorage but vessels 
have to be patient as not many of shore personnel appear to understand 
English and they will not reply unless there is a Pilot standing by to 
attend. 

8. The usual muster of crew is not carried out. However, a very 
thorough inspection is carried out by Immigration at Pratt Point, about 
3.5 miles downstream (B.A. 1742). At that position the vessel drops 
anchor and awaits Immigration, who once on board order all the crew 
into one messroom, leaving wardrobes, lockers and cabin doors open. 
Then 4 men of the crew will be chosen, 1 to go with 1 soldier through 
the accommodation, 1 to go with another through the engine room and 
2 others to accompany 2 other soldiers through the cargo holds. This 
procedure takes about 1 hour. Only after this inspection does Master 
obtain his clearance and is able to sail. 

9. Huangpu Port (Whampoa) has been extended enormously. There 
are pier facilities for at least 6 medium size general cargo ships and at 
appprox. position Lat. 23° 03.25’ N., Long. 113° 28.5’ E. near Shuang 
Kang (B.A. 1742) there exists a new container and Ro/Ro pier for 
3 ships. 

The cargo of my vessel (ST 14 of 11,363 tonnes) of bagged urea was 
discharged in 62 hours after working with up to 9 gangs (5 hatches) day 
and night. 

10. The Seaman's Club Representatives board the vessel soon after 
arrival and will arrange any sight seeing tours at nominal cost. Seaman’s 
Club provides good meals and club facilities. Seaman's Store and the 
Friendship Stores afford good shopping at reduced prices. Ship 
provisions and fresh vegetables are available in abundance. 

11. Vessels leaving Whampoa, Northbound will have to follow the 
same route unless prior approval is sought from the Agents to go through 
the Lema Channel. 


AGENT: Jardine Matheson (China) Ltd., Room 801, China Hotel, Liu 
Hua Lu, Guangzhou, People’s Republic of China. Tel: 677464, 677460. 
Telex: 44407 JMCGZ CN. 

Associated with Jardine Shipping Agencies. 


HAIKOU: 20.01 N. 110.16 E. 


PILOTAGE: Compulsory. Pilotage is undertaken day and night. 
Pilot boards vessel at quarantine anchorage. 

Also see “Anchorage”. 
ANCHORAGE: Depth 4.0m. — 18.0m. Can accommodate vessels 
20,000 d.w.t. — 25,000 d.w.t. 
Pilotage Anchorage: Between Lat. 20° 05’ 14” N. and Lat. 20° 05’ 36” N. 
and Long. 110° 16’ 08" E. and Long. 110° 16’ 51” E. 

Depth 15 m. — 18 m. Bottom: Mud and sand. 
RESTRICTIONS: Entry and sailing after sunset is possible. 
MAX. SIZE: Max. draft in channel 6.0 m. 

Tidal range: 0.5 m. — 2.4 m. at Spring tides. 1.1 m. — 2.0 m. at Neap 
tides. 

Also see “Berthing”. 
VHF: Haikou Radio on Channel 16 (24 hours). Penavico on Channel 9 
(24 hours). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englanc 


TUGS: 11,440 h.p., 11,320 h.p:, 1x900 h.p. and 1600 h.p. 
BERTHING: For ocean-going vessels. 
District Berth Length Max. LOA Max. Draft Remarks 


No. (m.) (m.) (m.) 
2nd District 9-11 340 120 6.0 General 
cargo 
14-18 440 150 8.0 Bulk 
15-16 230 50 4.0 General 


Vessels arriving with a draft of over 6.2 m. are normally required to 
lighter at anchorage or await a suitable tide. 
Warehouse and Open Store Space: 
Warehouse 29,000 sq.m. 
Open store space 86,000 sq.m. 
Main Import and Export Cargoes: 
Ore, local products and general cargo. 
STEVEDORES: Work throughout 24 hours, 7 days a week. 
FRESH WATER: Supplied by Haikou branch of China Marine Bunker 
Supply Company. 
FUEL: Supplied by Haikou branch of China Marine Bunker Supply 
Company. 
GENERAL: Stores: Supplied by Haikou Ocean Shipping Supply 
Company. 
Floating Cranes: Not available. 


HANGZHOU: 30.43 N. 121.20 E. 


PILOTAGE: The pilot boards in position Lat. 30° 38'N., Long. 
121° 20.3’ E. 

BERTHING: Jinshan Tanker Terminal: The recently completed tanker 
terminal has 2 berths where vessels with draft 6.5 m. can berth. 
FRESH WATER: Not available. 

FUEL: Not available. 

GENERAL: Officials travel from Shanghai which is 100 Km. from the 
port. 


LAN SHUI TERMINAL: 20.50 N. 115.42 E. 


LOCATION: The converted tanker “Lan Shui” (F.S.P.U.) is moored in 
position Lat. 20° 50’ 04.3” N., Long. 115° 41’ 47.1” E. 

The omaking tanker is to be rigged in accordance with OCIMF 
Requirements for bow loading. 

Vessels will be moored by the bow, to the stern of the F.S.P.U. by a 
14 in. hawser. 
LOADING: Crude oil only handled. 
GENERAL: China Ocean Shipping Agency (COSA) is the only Agent 
available for this port. The vessel or her owner should contact COSA 
approximately 6 days prior to the vessel's expected arrival into Chinese 
waters and appoint COSA as the vessel's Agent. COSA will normally 
require full payment before clearing the vessel, so it is important for the 
vessel/owner to establish contact with COSA as early as possible. 
COSA can be contacted at the following address: 
China Ocean Shipping Agency, 
2/F, Skiz Building, 
Shekou, Shenzen, 
The People's Republic of China. 


Telephone: Shekou 691136. 
Telex: 420834 COSAS CN. 
Cable: Penavico Shekou. 


LANSHANTOU (Lanshan): 35.06 N. 119.22 E. 


SHIPMASTER’S REPORT: December 1989. 
DOCUMENTS: 

Maritime Declaration of Health (a Chinese form is presented on 

arrival). 

Report of Entry for Foreign Vessels (Chinese form). 

6 copies Crew List. 

Customs Declaration (Chinese forms brought on board on arrival by 

the Agent). 

Additional forms are provided for next Chinese port of call. 
Formalities: Officials board for Port Health Inspection (quarantine) and 
Immigration and Customs Clearance. Two customs officials, 2 cargo 
surveyors, the Agent and a Port Captain remain on board throughout 
the vessel's stay and have to be provided with accommodation and food. 
PILOTAGE: Two pilots boarded the vessel from a large new tug which 
comes from Shijiu, which is one hour by tug. The boarding position is 
Lat. 35° 02.24’ N., Long. 119° 25.18’ E. 

The distance from the boarding position to the berth is 4.5 miles. 
APPROACHES: BA. Chart No. 1253 is the only available chart. 
No larger scale charts exist. Approach is clear from the East with good 
radar targets. 

There is a black buoy at the pilot boarding position but it is not marked 
on the chart. The buoy is unlit and was sighted at 3.5 miles with a wind 
of Force 3 — 4. 

ANCHORAGE: The anchorage is located one mile South of the pilot 
station. The bottom is mud. 
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RESTRICTIONS: All movements are during daylight only. 

After the Pilot boarded we sighted 2 more small black buoys which 
were unlit. The first buoy is left on the port side and the second buoy js 
left on the starboard side. In the near future, this will be the position ¢ 
the fairway buoys. 

Pilotage is suspended when the wind reaches Force 4 — 5 as the tug 
has to come from Shijiu, also there are draft restrictions at low water. 
MAX. SIZE: Maximum draft 10.2 m., but preferably below 10.0 m. 

Vessels with an LOA of 175 m. can be berthed. Vessels over 175 m 
LOA can only berth and unberth at high water as the range of the tide 
is about 4.0 m. The time of high water is based on mean high wate 
Shinjiu plus 30 minutes (tide times will be given by Agent). 
RADIO/VHF: Notice of Arrival should be sent to “Penavico Shijiu 
48 hours and 24 hours prior to arrival. This notice should be confirmeg 
3 hours prior to arrival by VHF on Channels 16 and 11. 

Penavico handle all foreign vessels and it is important to contact then 
as soon as possible in order that they may arrange pilotage anc 
clearance. 

TUGS: 3 tugs available for mooring. 

BERTHING: There is only one berth available for the discharge of oj 
cargoes. The length of the pier is 180 m. and Pilot advised that the 
maximum depth alongside was 10.2 m., the actual depth alongside js 
no more than 9.78 m. at low water. Nature of the bottom is sand. 

The vessel moored starboard side alongside and ship arranger 
mooring ropes to own requirements. Port anchor also used. 

CARGO OPERATIONS: There is 1 x 6 in. hose available. The vesse 
provided 2 lengths of rubber hose. The hose was connected to the ships 
starboard manifold by the ship's crew. 

The storage tanks are about one mile from the berth and are at ar 
elevation of 40 m. There are several sharp bends in the pipe so the 
back pressure was considerable (about 5 bars). 

We achieved a pumping rate of approximately 120 cu.m.p.h. The 
pumping arrangement is not fixed and was removed after completion 0 
discharge as this berth is also used for the export of sea sand for which 
2 movable cranes are available. 

STEVEDORES: The stevedores are state controlled and work 
continuous in 3 shifts. 

MEDICAL: Facilities are available in a village nearby. 

TIME: GMT plus 8 hours. 

SHORE LEAVE: Possible. Shore passes are issued on arrival. Crew 
going ashore must show the Immigration Officer at the gangway ther 
shore passes and passports. 

GENERAL: This vessel was the second foreign vessel to discharge 4 
the port. The local officials were inexperienced but were willing to lear 
and assist as much as possible. All officials come from Shijiu and vesse 
must allow for 10 — 12 extra meals at each meal time. The bonded store 
was sealed but was opened on request. 

The number of English speaking personnel was very limited and the 
Agent was required on occasions for translation purposes. 

Six hours’ notice was given prior to departure for arranging of tugs 
pilots and the immigration search. 

Prior to departure a strict search is made for stowaways and all shor 
passes are collected before clearance papers are issued. 


LIANYUNGANG: 34.45 N. 119.27 E. 


PILOTAGE: Compulsory. Pilotage undertaken day and night. 
ANCHORAGE: Between Lat. 34° 46’ 54” N. and Lat. 34° 49’ 00" N. an 
Long. 119° 34' 45” E. and Long. 119° 41’ 00" E. Depth of water 9.0 m 
— 11.0m. The holding ground is poor. Vessels of 30,000 d.w.t. - 
40,000 d.w.t., subject to draft, can use the anchorage. 
RESTRICTIO?.S: Vessels up to LOA 165m. can enter or sail afte 
sunset, weather permitting. 

Tidal range: Max. 5.0 m., minimum 0.01 m. 
VHF: Lianyungang Radio on Channel 16 throughout 24 hours. 
TUGS: 1 x 428h.p., 1 x 660h.p., 1 x 980h.p., 2 x 1,200 hp 
2 x 1,670 h.p. and 2 x 3,200 h.p. 


BERTHING: 
Working Cranes 
District Berth Length Depth Use Capacity 
No. (m.) (m.) (tons) 
Nor - 309 9.0 GeneralCargo 5 x 10 
3 322 7.0 GeneralCargo 7 x 10 
: 378 9.0 GeneralCargo 7 x 10 
No. 2 1 200 9.0 General Cargo _— 
2 162 9.0 Coal _— 
Special A 370 17.0 Coal Loader 
Coal Wharf B 370 17.0 Coal Loader 
Gen. Cargo _ 220 8.5 For vessel 1x 10 
Whart under 
10,000 d.w.t. 


CRANES: Floating crane with lifting capacity 60 tons. 

Also see “Berthing”. 
FUEL: Contact China Marine Bunker Supply Co., Lianyungang Bran¢ 
REPAIRS: Facilities available. 
GENERAL: Provisions: Contact Lianyungang Foreign Vessel Sup? — 
Corporation. | 
Imports: Steel, timber, fertiliser, sugar. : 
Exports: Coal, agricultural products and general cargo. 


LONGKOU: 37.39 N. 120.20 E. 
pILOTAGE: Compulsory. Pilotage undertaken in daytime only. 


ANCHORAGE: The Anchorages are bounded by the following 


co-ordinates: 

Name of Quarantine No. 1 Working No. 2 Working 

Anchorage Anchorage Area Area 
37° 37.48’ N. 37° 39.40’ N. 37° 38.03’ N. 
120° 12.30" E. 120°'12:30" E. 120° 15.00’ E. 
37° 37.48’ N. 37° 39.40’ N. 37° 37.26' N. 
120° 13.52’ E. 120° 14.00'E. 120° 15.00’ E. 
37° 37.00’ N. 37° 38.50’ N. 37° 38.03’ N. 
120° 12.30'E. 120° 14.00’'E. 120° 16.38’ E. 
37° 37.00’ N. 37° 38.50’ N. 37° 37.26’ N. 
1207 13.52) E.,. 120° 12:30. E.. 41207, 16.38".E. 

Depth 8.6 m. 9.0 m. 6.2m. 


VHF: Radio station on Channel 13 throughout 24 hours. 
TUGS: ee of up to 900 h.p. are available. 


BERTHING: The port is open to foreign shipping and can accept vessels 
of 5,000 d.w.t. 
Berth Depth Use 
No. (m.) 
1-2 - Tugs 
3 6.8 Sand 
4 6.8 Coal 
5 6.8 General cargo 
6 6.8 Passengers 
7 4.5 Salt 
8 4.5 Salt 
9 to Salt 
10 fi Salt 


CRANES: Cranes with up to 16 tons capacity are available at Berths 
No. 7-10. No floating cranes available. 

BULK HANDLING FACILITIES: There is a conveyor belt at Berths 
No. 3-4 for handling of sand and coal. 

New Coal Terminal: A large coal port has been commissioned at the 
port. 
The port will have an annual handling capacity of 1.5 million tons and 
the ability to berth 2 x 10,000 d.w.t. vessels at the same time. 

The new port utilises an automatic transfer system of coal from trucks 
to ships. The new establishment will also immensely facilitate transport 
from Shanxi, one of the main coal producers, to Shandong, relieving the 
fuel shortage in the region. 

The channel is to be dredged to handle these larger vessels. 
STEVEDORES: Working Hours: 


Weekdays: 0730 — 1130 
1300 — 1700 
1900 — 0600 
Sundays and Holidays: 0730 — 1130 
1300 — 1700 


FUEL: Not available. 
REPAIRS: Facilities available. 
GENERAL: Tidal Range: Maximum 1.40 m., minimum 0.4 m. — 0.5 m. 
Storage: Warehouse: 2,065 sq.m. 

Open Storage: 116,445 sq.m. 
Imports/Exports: Sand, salt, coal, grain, fertiliser, timber, ore and general 
cargo. 


NANJING (Nanking): 32.03 N. 118.47 E. 


oo Ai Compulsory. Pilotage is undertaken between 0600 hrs. and 
hrs. 

Pilotage is in two parts, the first being from the mouth of the Chang 
mayer to Baoshan (sea pilotage) and the second part from Baoshan 
(0 Nanjing. 

ANCHORAGE: Depth of water 13.0 m. — 16.0 m. The anchorage can 
accept vessels up to 30,000 d.w.t. 


BERTHING: 
; Permissible 
District Berth Length Draft LOA Use Cranes 
(m.) (m.) (m.) (tons) 
Ist Cargo 
Handing No.15 90 60/130 Genera 4, 
Ward” Bulk 
See ee oe SEIN be A AEE ee) arth 
p No. 22 General 
eee 8 180 7.0150 Steel 2x 10 
ard? No, 24 Bulk 
No. 28 120  7.0/150 % 3x5 
No. 42 
4th Cargo to 360 9.5/200 Multi-use 4x10 
Handing No. 43 
= No.44 186  9.5/180 Container 1 x 40 
No. 45 224 9.5/200 Container 1x 20 
3th Cargo 
Handling No. 54 69 9.0/180 Oil 3x8 
Ward (Export) 
soe Be ee ROE SHERDOL) ee 
8th Cargo Chemical 
Handling No. 65 65 5.0/120 Material 3 x 10 
Ward (Export) 
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MAX. SIZE: The draft limitation in the channel which is fresh water is 
9.5 m. Also see “Berthing”. 
Tidal Range: Maximum 1.47 m., minimum 0.02 m. 
VHF: Nanjing Radio on Channel 16 throughout 24 hours. 
TUGS: 9 x 1,320 h.p., 1 x 2,400 h.p. and 1 x 2,640 h.p. 
CRANES: One floating crane with lifting capacity 63 tons. 
Also see “Berthing”’. 

FRESH WATER: Contact China Marine Bunker Supply Company, 
Nanjing Branch. 
FUEL: Contact China Marine Bunker Supply Company, Nanjing Branch. 
REPAIRS: Repair services available through Wuhu Shipyard. 
GENERAL: 
Provisions: Contact Nanjing Foreign Shipping Supply Corporation. 
Storage: 

Warehouse: 30,000 sq.m. 

Open Storage Space: 120,000 sq.m. 
Imports: Steel, timber and ore. 
Exports: General cargo, cotton, oil, agricultural and chemical products. 


SHIPMASTER’S REPORT: May 1988. 

Location: The Port of Nanjing is located about 195 miles upriver on the 
Changjiang (Yangtse River) in position 32° 03' N., 118° 47’ E. The oil 
port is located in approx. position 32° 10’ N., 118°57' E., about 180 miles 
upriver. 

Note: All distances stated are in nautical miles upriver from Wusong 
Kou (entrance to Shanghai), unless otherwise stated. 

Port Limits: In the opinion of the Agent, a vessel is considered to be an 
‘arrived ship’ only when she reaches Nanjing Port, or at the Nanjing 
Waiting Anchorage or Quarantine Anchorage, located in position 32° 
14.5’ N., 119° 10’ E., about 165 miles upriver, or 15 miles before Nanjing 
Oil Port. The Joint Inspection (Inward Clearance) is carried out at this 
anchorage. 

Documents: The documents required are as stated in the ‘Guide’. Details 
are as given below:- 

For Joint Inspection on Arrival: 

Crew List — 6 copies. 

Report of Entry — 2 copies. 

Maritime Health Declaration — 1 copy. 

Crew Effects Declaration — 1 copy. 

Ship's Equipment List — 1 copy. 

Bonded Stores List — 1 copy. 

For Joint Inspection on Departure: 

Maritime Health Declaration — 1 copy. 

Report of Clearance — 4 copies. 

Note: Chinese forms must be used for Report of Entry, Report of 
Clearance and Maritime Health Declaration. Ship's own forms can be 
used for the other documents, if it is the vessel's first call. On arrival 
obtain blank forms for Report of Clearance and have them filled out prior 
to departure. 

Pilotage: Pilotage upriver is in two stages. The first stage is from 
Changjiang Kou to Baoshan, which is by Shanghai Pilots. The second 
stage is from Baoshan to Nanjing, which is by Nanjing Pilots. The 
pilotage up to Baoshan is arranged by “Penavico Shanghai”. Changjiang 
Kou is the customary waiting anchorage for vessels for Shanghai or 
proceeding upriver. 

Application for pilot should be made to Shanghai agent “Penavico 
Shanghai” by cable or telex prior to arrival. When the arrangements are 
made, they will reply by cable/telex and it is recommended that vessel 
does not proceed to pilot station unless they receive this message. The 
Pilot boards at South Channel, No. 5 Buoy, as indicated on B.A. Chart 
No. 1602. 

The distance from Changjiang Kou to Baoshan is 53 miles. Baoshan 

is located 3 miles upriver. The vessel may have to anchor here for 
Nanjing Pilots, in our case, they boarded on arrival, the Shanghai Pilot 
disembarked, and vessel continued without stopping. Three pilots board 
at Baoshan to do the passage up to Nanjing, which is a distance of 
177 miles. 
Navigation/Anchorages: Our vessel picked up pilot at 0645 hrs. and was 
at Baoshan by 1030 hrs., where the pilots changed. Shortly after 
Baoshan the fishing and small boat traffic increases. At times the number 
of fishing boats and river barges appear as an impenetrable wall, 
however by repeated use of the ship's whistle, a path is created for the 
ship to pass through. The barges are tied in a line (as many as 13/14) 
and under tow, thus they have difficulty manoeuvring. The navigable 
channel in the river is clearly marked by buoys. The buoys were green/ 
black on the starboard hand and red on the port hand. The traffic 
generally remains to the right hand side of the channel, and vessels 
pass port-to-port. The pilots call up the vessels on Channel 6. This is 
helpful in conditions of restricted visibility. 

Depths were checked regularly on the echo sounder and the average 
depth obtained was about 18 m. — 20 m. On one or two occasions the 
depth reduced to 11 m., but in most cases it was 18 m. — 20 m. or in 
excess, at times up to 40 m. 

Due to the heavy traffic, the vessel proceeds at manoeuvring speed. 
In our case this was 12 knots, however as the flood tide was flowing 
right through, the ship averaged a speed of 15 knots, despite having to 
slow down frequently for the fishing boats. 

As there is no night pilotage, the vessel anchors for the night at Kouan 
Shuiddo (32° 18.5'N., 119° 47'E., about 125 miles upriver). This 
appears to be the normal anchorage as two other vessels anchored with 
us. The vessel anchored by about 1830 hrs. The pilots stay onboard 
and suitable accommodation is to be arranged. 

The anchorage has good holding ground and is about 3 cables from 
the shore. The pilot produced a chart for the anchorage area. 6 shackles 
are used in depths of 15m. The maximum current experienced was 
2 knots. 

Transit was resumed at 0600 hrs. on the following day and the vessel 
arrived at Nanjing Waiting Anchorage (32° 14.5'N., 119° 10’ E.) by 
1100 hrs. The pilots leave the vessel after arrival at this anchorage. 
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The vessel had to wait 3 days at this anchorage as the berth was 
occupied. Here too, the holding ground is good and 6 shackles are used 
in 18 m. depth. Distance to the shore was 2.4 cables, which reduced to 
1.4 cables whenever vessel swung to the tide. Even when vessel swung 
closest to the bank, the depths were in excess of 15 m. There were no 
tide tables for the area but it was noticed that vessel used to lie for about 
3 hours to the flood and 7 hours to the ebb. The maximum current 
experienced was 2 knots. No chart is available for this anchorage and 
one has to rely on radar distances to verify vessel's position. A couple 
of light beacons and buoys are also visible. 

The Berthing Pilot boards at this position and the distance to the berth 

is about 15 miles, which is covered in 2 hours. 
Restrictions: There is a restriction on night navigation and vessels also 
anchor in times of poor visibility. The only information obtained regarding 
size restrictions was 30,000 d.w.t. No information could be obtained 
regarding LOA and beam. The draft restriction as advised by the agent 
is 9.00 m. (FW). At the anchorage | noticed a Chinese vessel with a 
draft of 9.50 m. (FW). It appears that the draft restrictions are for the 
mouth of the river, near Changjiang Kou, as the depths in the river were 
more than adequate. 

There is no night berthing or unberthing. 

In position Lat. 32° 13.5’ N., Long. 119° 40’ E. there is an overhead 
electric cable with clearance at the centre of 55 m. This may vary due 
to the seasonal tidal range. 

Health: No Radio Pratique available. On arrival at Quarantine 
Anchorage, the Quarantine Officer boards and grants Pratique. 
Radio: Communications: Communications were by Inmarsat telex. 
If cables are used Shanghai Radio would be the best. 
Telex Numbers: Penavico Shanghai: 33052 Penav C Cn. 

Penavico Nanjing: 34059 Njpen Cn. 

Sinochem Nanjing: 34109 Cienj Cn. (Shippers) 
VHF: On arrival at Changjiang Kou, contact Shanghai Piiots on 
Channel 16. They use Channel 16 for calling and working. For 
information regarding pilots, agents “Penavico Shanghai’ can be 
contacted on Channel 11. 

At Nanjing, agents “Penavico” should be contacted on Channel 8 
about all matters, including berthing, etc. When at anchorage, watch 
should be kept on this channel. 

Tugs: Two tugs were used for berthing and unberthing. One of the tugs 
gave a tug's line while the other one asked for a ship's line. 

Berthing: The berth is a barge which is 90 m. in length, anchored by 
chains fore and aft. It is also connected to the shore by 2 steel arms 
located at the fore and aft end. The steel arms are mounted on swivels 
(at the shore end), which permits vertical movement due to the tide. All 
pipelines also have a flexible section, which permits vertical movement. 
All this is to cater for the great tidal range. The daily range is very low, 
about 1.0 m. However, the seasonal range is as high as 7.0 m. In the 
Summer months, after the snow melts, the river levels increase by as 
much as 7.0m. Our vessel was 170 m. LOA and rather long for the 
berth, hence the mooring arrangement was not very satisfactory. 

The moorings consisted of 5 lines each fore and aft. One line is picked 
up from shore at each end. Four ship's lines are sent to the barge. Due 
to this, no lines lead out as head or stern lines, and all the ropes act as 
breast or spring lines. The Pilot advised that the current was less than 
a knot and the winds not very strong, hence the vessel would be safe 
in this condition. Soundings (by hand lead) taken at the berth, at low 
water indicated a depth of about 12.0 m. all round the vessel. ~ 
Loading: The vessel loaded unleaded gasoline. Loading is via 18 in. 
ASA connection. This branches to a “Y” piece to which 26 in. flexible 
hoses are connected. The hose length is adequate for a freeboard 
(waterline to deck level) of 10.7 m. This information was not given to us 
by the terminal, but deduced by our own observation. Ship's crane/ 
derrick is required to lift the hose on board. A crane is fitted on the berth 
but was not able to operate due to the ship's high freeboard. 

The density of the cargo was 0.7305 at 15°C. The density supplied 
by the terminal is at 20°C., and has to be converted to 15°C. The density 
is given only after completion of loading. The average loading rate 
achieved was 450 tonnes p.h. — 500 tonnes p.h. Bill of Lading is based 
on the ship's figures which are obtained by the surveyors. The only 
documents given to the vessel are Bill of Lading and Manifest. 

There were 6 berths identical to the one described above. Some laden 
tankers were coming alongside, which | would assume were carrying 
crude oil for the refinery. 

Medical: Medical and dental facilities available. Agent must make the 
necessary arrangements. 

Fresh Water: Available by barge and no limitation on quantity. Barge is 
not permitted to come alongside while the vessel is loading dangerous 
cargo. Cost is 1.5 RMB per ton. Barging is an additional charge. 

Fuel: Fuel and diesel available in small quantities. 3 days’ notice is 
required. 

Specification of diesel oil available as follows:- 

No. 0 Type No. 20 Type 

Density at 20°C. 0.83 0.85 

Viscosity at 20°C. 4.70 2-8 

Pourpoint orc. 20°C. 

No. 0 Type is more expensive than No. 20 Type and is also referred 
to as LDO. 

Bunkers wil! not be supplied during loading or after loading dangerous 
cargo. Hence it should be supplied before the vessel commences 
loading. This is the regulation as advised by the agent. In our case, the 
barge came alongside, and loading had to be suspended during the 
period the barge was alongside. 

Surveyors: Cargo tank inspection prior to loading and cargo calculations 
on completion of loading is carried out by CCIB - China Commodity 
Inspection Bureau. 

China Register Surveyor available on behalf of other Classification 
Societies. 

Storing: Provisions and bonded stores available. They are inexpensive 
and of average quality. Fresh vegetables are seasonal. Only the 
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government chandler is available. He stated that he was unable to 
provide any labour to load the provisions. 

The truck can come to a distance of about 80 m. from the ship ang 
a hand trolley is used to carry the stores to the ship's side, and crane 
used to lift on board. Ship's staff must do this work. In case funds have 
been remitted, the agent/chandler will permit the invoices to be signed, 
otherwise cash payment must be made. 

Shore Leave: Shore leave is permitted. Nanjing town is located abou 
15 miles away and takes about 50 minutes by car. Transport must be 
arranged by the agent, as taxis, etc., are not available at the berth. 4 
round trip by Minibus costs about 80 RMB. Nanjing is a pleasant town 
with a few modern hotels and high rise buildings. Overseas calls can 
be made from Jinling Hotel. 

General: The agent stayed on board throughout the vessel's stay in por. 
He was of great assistance in all matters, i.e. bunkering, discussions 
with surveyors, Loading Master, shipchandler, etc. He also acts as 
interpreter where necessary. He stated that this was the norma 
procedure in the case of foreign vessels calling at Nanjing. | assume 
this only applies to the oil port, due to the great distance from town. On 
completion of loading and cargo calculations, he prepares the Bill o! 
Lading and Manifest on board. 

One problem encountered, was the inability to get accurate 
information. When the vessel was at Nanjing Anchorage, the Agent was 
called daily at 0900 hrs. for berthing information. On the day the vesse 
berthed, we called at 0900 hrs. and were informed that there was no 
berthing information, and we should call back the next day. One how 
later, a pilot boat came alongside and 2 pilots boarded and requested 
that heaving of anchor be commenced as vessel was berthing. 

After berthing, the agent and cargo surveyor confirmed that the 

refinery would be able to supply the entire nomination plus 10% (i.e 
22,000 tonnes). The Shipper's Representative boarded the next day ang 
informed us likewise. When the vessel had loaded about 18,000 tonnes 
the Loading Master boarded and stated that no more cargo was 
available, and loading was completed. On enquiring about the loading 
rate, we were informed that it was 200 tonnes p.h. During loading the 
actual rate was about 500 tonnes p.h. This should be borne in mind and 
any information received should be treated with care. 
Outward Passage: The passage downriver was identical to the passage 
upriver. Vessel departed berth at 1200 hrs. and anchored for the nighi 
at Kouan Shuddo. In addition, the vessel also had to anchor at Baoshan 
on the next’night as Shanghai Pilot was not available to take the vesse 
to sea. 


NANTONG: 32.01 N. 120.49 E. 


LOCATION: The portis situated on the North bank on the lower reachei 
of the Changjiang (Yangtse River), Nantong port is in Nantong City whic! 
is about 51 miles East of Wusong Kou. The position of the port 
Lat. 32° 00’ 45” N., Long. 120° 48’ 45" E. 

PILOTAGE: Compulsory. Pilot available from sunrise to sunset fror 

Baoshan Anchorage. 

Pilot for Nantong boards at Baoshan Anchorage. 

ANCHORAGE: Baoshan Anchorage 31° 28’ N., 121° 28’ E. 

APPROACHES: Foreign vessels proceeding upstream from Baosha 

Anchorage are required to be well informed of the water depth alon 

Baimaosha Nan Shuidao, the South Channel, so that they may safe} 

pass with the tide. Before approaching light buoy No. 12A a close wate 

should be paid to see if any ship is steaming down the river. If a vessé 
is outward bound it is advisable to reduce speed and wait until it is cleé 
of the channel, in order to avoid meeting at the shallow part of th 
channel. 

All foreign vessels entering or leaving the port are requested t 
observe the following regulations: 

1. “The Regulations on Supervision and Control of Foreign Vessels b 
the People’s Republic of China”. 

2. “The Regulations on Supervision and Control of Vessels Flyin 
Foreign Flags Sailing in the Changjiang by the People’s Republic? 
China”. 

3. “Regulations for Prevention of Collision at Inland Waters”. 

Foreign vessels are requested to take great care, as the buoyag 
system of the coastal waters and the river are different. 

ANCHORAGE: Joint Inspection Anchorage: The anchorage is situaté 

at Dong Shuidao on the lower reaches of the Changjiang (Yangts 

River). This is within the harbour limits and has an area ¢ 

2,500 m.x600 m., depths range from 7.0 m. — 25.0 m. and the natut 

of the bottom is sand and mud. 

RESTRICTIONS: Entry and departure not permitted after sunset. 

MAX. SIZE: See “Berthing”. 

VHF: Pilots: Channels 16 and 6. 

Penavico: Channels 16 and 27. 
Oil Terminal: Agent on Channel 11. 
Pilot on Channels 11 and 20. 
Port on Channel 20. 
TUGS: 12,400 h.p., 1* 1,670 h.p., 2x980 h.p. and 2480 h.p. 


BERTHING: 
Name of No. of Max. Max. Use 
District Berth Length Depth Draft LOA 
No. 1 "30 On 38 (30 Coal/Cont O 
shan lo ) ! oal/Containers/Ore 
= No. 2 180 ° es 9.5 180 Feed/Sugar/Containers 
No. 3 187 ™ 9.5 180 Timber/Pig iron/Fertiliser 
Nangtong No.3 740 (D) 5.5 5.0 70 General Cargo 
(F) 10.8 
No. 4 
No.5} - = - — Passengers 
No. 7 
Tian No. 1 65 | (D)48 —- — Coal 
Sheng No. 2 65 J (F)48 - — Coal 
Gang 


Note: (D) Dry Season. 
(F) Flood Season. 

With prior agreement vessels can also load/discharge certain types 
of cargoes at buoys. 
CRANES: 

Langshan: 2x5 tons and 3x 10 tons. 

Nantong: 3x5 tons. 

One floating crane of 10 tons capacity available. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Facilities available. 

GENERAL: /mports: Timber, ore, bulk sugar, fertiliser and pig iron. 
Exports: General cargo and cotton. 

Meteorology and Hydrography: The tide at this port is irregular semi- 
diurnal, with Spring rise of 3.4 m., Neap rise of 2.7 m. and mean sea 
level of 2.1 m. 

The direction of the stream, either floor or ebb, is approximately 
parallel to the bank of the river. The rate of flood is 0.8 knots, while that 
of the ebb may reach 4.3 knots. 

The wind is variable in direction and force, due to the effect of the 
monsoons. The average wind force is 3.1 m. per second. Gales may 
arise suddenly, but mostly occur in Winter. The annual average of “gale 
days" is 12.8. This port may be threatened by typhoons from July to 
September with wind forces ranging from Force 6 to Force 8. In August 
awind Force 11 is sometimes experienced. 

Aids to Navigation: The aids mainly consist of light buoys. The lateral 
port hand buoys are black in colour with spherical shaped top-marks. 
Starboard hand buoys are painted red in colour. 


AGENT: Penavico. Tel: 6500. Telex: 36501. Cables: Penavico Nantong. 


NINGBO (Ningpo), Including Beilun: 29.52 N. 121.31 E. 
(See Plan) 


LOCATION: Ningbo Port District: 29° 52’ 54” N., 121° 33’ 24” E. 
Zhenhai Port District: 29° 57’ 00” N., 121° 43’ 05” E. 
Beilun Port District: 29° 56’ 8.6" N., 121° 51’ 05” E. 
PILOTAGE: Compulsory. Pilotage is undertaken day and night at Qi Li 
Yu Anchorage and Jin Tang Anchorage, but only in daytime at Xin Qi 


Anchorage. 
ANCHORAGES: 
Anchorage _ Location Nature Depth Bottom _ Size for Vessels 
(m.) (d.w.t.) 
Qi Li Yu 29° 59' 18” N.  Pilotage 8.0 Mud 3,000—5,000 
121° 46’ 30" E. 
30° 00' 18” N 
121° 47' 30” E. 
Jin Tang 30° 00’ 00” N. Pilotage 15.0 Mud & Sand 10,000 
5 ea Pelee 13h Pal 
30° 02' 30” N 
121° 50’ 00” E. 
Xia Qi 29° 43' 30” N. Pilotage 17.0 Mud 10,000—100,000 
122° 20’ 30” E. 
29° 46’ 00" E 
122° 21° 30" E. 
Bei Lun Operating 20.0 Mud Lightening for 


over 10,000 

RESTRICTIONS: Day and night entry and departure possible at Ningbo 
and Zhenhai Port Districts but not at Beilun Port District. 
Tidal Range: Ningbo: Maximum 3.62 m. Minimum 0.92 m. 
Zhenhai: Maximum 3.51 m. Minimum 0.02 m. 
Beilun: Maximum 3.36 m. Minimum 0.40 m. 
MAX. SIZE: Draft Limitation in the Channel: 

Ningbo 5.5m. 

Zhenhai 9.0 m. 

Beilun 18.0 m. 

Also see “Berthing”. 
TUGS: 2 x 370hp., 1 x 428 h.p., 2 x 600h.p., 4 x 980h.p., 
1 x 1,670 h.p. and 3 x 3,200 h.p. 
VHF: Pilot on Channels 16 and 9. Agent on Channel 12, contact through 
eee re Radio on Channel 16. 


BERTHING 
Working Permissible 
District Berth Length Depth DraftiLength Remarks 
3 No. (m.) (m.) (m.)/d.w.t. 
eillun 1 351 18.2 17/300 Bulk cargo 
100,000 
2 250 12.0 12/200 
25,000 
3 249 12.0 25,000 
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Working Permissible 
District Berth Length Depth Drafti/Length Remarks 
No. (m.) (m.) (m.)/d.w.t. 
Zhenhai 1 130 9.0 3,000 coal 
2 180 9.5 10,000 - 
5 180 9.5 8.5/135 general cargo 
6 180 9.5 10,000 it 
a 114 7.0 3,000 
8 114 7.0 3,000 
9 180 9.5 8.5/150 
10,000 
Chemical 80 7.0 5,000 chemicals 
Crude 1 304 12.0 > 
Oil 2 304 9.1 11-13/130-200 crude oil & 
Wharf 3 180 5.2 Hd te 
Ningbo Zhongma 
5 92 45 3,000 Passenger berth 
6 80 45 3,000 a 
8 110 45 3,000 freezing berth 
Baisha 
125 55 3,000 general cargo 
3 125 5.5 3,000 5 
4 111 55 3,000 


5 92 5.5 3,000 
CRANES: 16 ton crane at Zhenhai Berth No. 7. 

3 ton crane at Zhenhai Berth No. 8. 

CONTAINER FACILITIES: New berth with length 200 m. and depth 
12.0 m. Two cranes available. 

BULK HANDLING FACILITIES: 2 unloaders x 2,100t.p.h. each. 
2 loaders x 4,200 t.p.h. each. 

TANKERS: The VLCC “Beilun” is anchored a mile or so off Beilun, 
storing crude oil and other products delivered by smaller tankers from 
the onshore fields. Depth of water 23.0 m. 

The petroleum berth is operated by Sinochem, Ningbo branch, and 
accepts at one end loading product tankers and at the other discharging 
crude oil tankers. 

Also see “Berthing”. 

STEVEDORES: 
Weekdays: 0730 hrs. — 1130 hrs. 

1200 hrs. — 1600 hrs. 
FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: Facilities available. 
TIME: GMT plus 8 hours. GMT plus 9 hours in Summer. 
GENERAL: 
Storage: Warehouse: 46,900 sq.m. 

Open Storage: 260,000 sq.m. 

Exports/Imports: Oil, ore, coal, fertiliser, timber, steel, cement and 
containers. 
DEVELOPMENTS: Additional deepwater berths are to be constructed. 


SHIPMASTER’S REPORT: May, 1983. 
Beilun 
Port Limits: The port is part of Ningbo Port Complex and situated at 
approx. Lat. 29°55.7'N., Long. 121° 52.6’ E. Port consists of a pier 
accommodating 1 ship of 100,000 d.w.t. and a pier accommodating 
2 ships of 25,000 d.w.t. — See B.A. Chart 1429. 
Documents: 
12 copies Crew List (preferably Chinese forms). 
1 copy Customs List (Chinese form mandatory). 
2 copies Health Declaration (Chinese forms mandatory). 
4 copies List of Narcotics (free form). 
2 copies Master's Report (Chinese forms mandatory). 
12 copies Passenger List (free form). 
4 copies Arms and Munitions List (free form). 

Regarding Customs List: Following to be declared: tobacco, spirits, 
watches, cameras, radios, tape-recorders, T.V. sets, video recorders. 
Gold, silver jewels, foreign currency. All electronic equipment and 
cameras to be named with brand, number, etc. 

Pilotage: Following received by cable from agents before arrival: “From 
outer sea steer to position Lat. 30° 10’ 15” N., Long. 123° 03’ 20” E. 
Then, course 218°to reach position Lat. 29°45'00"N., Long. 
122° 40' 36" E. at 8.3 miles from Tung Ting Tae L/H bearing 326°. Then 
course 270° steering directly to pilot station between Lat. 29° 44’ 30” N., 
— 29° 46' 00" N. — Long. 122° 20’ 30” E. — 122° 22’ 30” E. Use of other 
channels is forbidden. Please contact Pilots through VHF Channel 16 
one hour before arrival pilot station.” 

Call: Ningbo Pilot VHF Channel 16. Pilot boards from pilot vessel which 
comes from Ningbo. Pilot vessel is same size as a large harbour-tug, 
white hull and long white superstructure. Funnel placed aft-part of 
superstructure, and painted in chinese colours — red band with yellow 
stars. Equipped with radar and VHF. Difficulties experienced in 
contacting Pilot on arrival and the difficulties are believed to be because 
of distance from the pilot vessels stationed in Ningbo and the ship waiting 
on the above pilot station. 

3 Pilots boarded the ship, and the ship continued via the narrow but 
deep strait of Shih-Peng-Chiang. 

Anchorages: Above designated pilotage area considered to be a good 
anchorage for large vessels. Minimum depths of 10 fathoms. Current 
setting NW and SE with rates up to 4 knots. 

Restrictions: No information on restrictions upon entry. The Strait of 
Shih-Peng-Chiang and inwards to the port was found to be well equipped 
with lighthouses and other navigational aids (not shown on the chart). 
Shore based Decca-radars cover the area and give instructions to Pilots 
during navigation in these waters. The outermost of the radar station is 
situated in approx. position Lat. 29° 44.4' N., Long. 122° 18.3’ E. Our 
vessel arrived at pilot station on LW. Echo-sounder was used and there 
was not found to be less water than charted. 

Max. Size: The port is designed to accommodate 1 ship of 100,000 
d.w.t. and 2 ships of 25,000 d.w.t. Minimum depth on the outer-pier said 
to be not less than 18 m. on LLW. 
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During ship's stay in Beilun at Outer Pier the LLW depth alongside 
the pier was found to be 22.30 m. Only measured by echo-sounder. 
Health: No special requirements. Ship cleared by Health Authorities after 
arrival. 

Radio: No special instructions. During voyage cables regarding ETA 
and arrival-conditions were sent to Penavico Beijing and Penavico 
Ningbo via Shanghai Radio XSG. When within range Ningbo Radio was 
used (XSN). 

VHF: See “Pilotage”. 

Radar: See “Restrictions”. 

Tugs: 2 tugs of 3,200 h.p. stationed in port. Very efficient. Meet ships 
off the pier using tug’s lines. They handle vessels “Japanese style” in 
making fast on ship's sides. 

Berthing: The port consists of 2 piers built out into the sea, parallel to 
the coast. The piers are connected to the coast by a long bridge, 
estimated 3 km. long. The density of water was measured to be 1019 
but varies. 

The outermost pier is used for large vessels. It is equipped with a 

sonar docking system, which shows the distance between the pier and 
the ship's bow and stern, and the vessel's approach speed in cm. per 
second. This pier is for bulk cargo discharge only. It is well protected 
with large rubber fenders. The pier is high and fenders keep ship so far 
from the pier that most ships unable to use normal accommodation 
ladder. Necessary to use gangway at right angles to the ship. No 
gangway supplied from shore. 
Cranes: The outermost pier is equipped with 2 large gantry cranes with 
grabs. They are Japanese built Hitachi-cranes 30 ton SWL. Grabs used 
are 9.5 cu.m. The cranes discharge from ship to a belt conveyor leading 
to storage facilities on shore. Estimated length of conveyor belt 3.5 km. 
During our stay the cranes did not work in wind force exceeding 10.8 m./ 
sec., or in dense fog. Also not working during periods of rain. 

The innermost pier is equipped with 2 plants designed for loading 
bags into ships. The plants are fed with bags from 2 belt conveyors 
coming from the storage/packing area on shore. The bags slide from 
the top of the plant to the ship's hold via a “snail”. 

None of the piers are designed for anything other than discharging 
bulk or loading bags. Maximum discharge rate unknown. Our ship, which 
was unloading potash was guaranteed 1,500 tons per day but more than 
5,000 tons per day was experienced. Only one crane was used, and it 
was only working slowly, because of delays in the packing area. All cargo 
from the ship was bagged immediately after discharge. 

Stevedores: Labour arranged by Agent. Working day and night without 
any stops, weather permitting. 

Medical: Seaman's hospital in Ningbo about 45 km. from the port. 
Density: Varying with tide but average 1019. Water discoloured by mud. 
Fresh Water: Available from pipes on the pier. Delivery rate 18 t.p.h. 
Approximate cost 1.5 Yuan/Tons. 

Fuel: No fuel on the pier. Not known whether any bunker supply in the 
area. 

Consuls: None. 

Hatches: Operated by ship's crew. 

Customs Allowances: On arrival each man had max. 1 bottle of spirits 
and 200 cigarettes. No objections was made to this. No cabins were 
searched. Neither were the Chief Steward's lockers with spirits, beer 
and slop chest checked. Chief Steward was allowed to take out any of 
the above mentioned goods for use during stay in port. 

Cargo Gear: All cargo work carried out with shore gear. 

Repatriation: Arrangements can be made. Crew members are 
transported to Shanghai by ship or train. 

Time: GMT plus 8 hours. 

Holidays: None. 

Shore Leave: Crew members not allowed to go outside the gate situated 
on the shore end of the bridge connecting pier to shore. Distance from 
pier to gate about 3 km. There is a seaman's club in Ningbo. On request 
the club will arrange tours and sightseeing. The cost for a tour to Ningbo 
and return to the ship is 7.5 Yuan per man. 

Identification Cards: Shore passes are issued on arrival. Each time a 
crew member steps ashore or comes aboard the ship, the shore pass 
and national passport should be shown to the Emigration Officer. 
Watchman: An Emigration Officer is constantly on board checking 
passports each time people leave or come to the ship. 

Telephones: Telephone placed on board for convenience of Agents, 
Stevedores, etc. 

Regulations: Following received by cable from Agent before arrival: “Not 
permitted to use radio transmitters at anchorage or in port unless 
emergency. Must keep main engine, steering gear, rudder indicator, 
telegraph communication equipment, whistle/siren, gyro compass 
repeaters, radars and echo sounder in good condition, but not permitted 
to use any of them unless allowed by Pilot. Photographing and survey 
are not allowed in Chinese territorial waters, stay at anchorage or in 
port. The above regulations must be observed strictly.” 

Delays: No delays observed. 

General: A ship's chandler from Ningbo ts able to deliver all usual kinds 
of provisions. 

Agent will arrange for laundry. 

During the stay | was invited to see the packing area. The potash 

goes from the belt conveyor to 8 spouts, which weigh out the cargo and 
fill it into bags. Each spout capabie of average 45 t.p.h. | was told that 
more equipment would be installed this year thereby doubling the 
packing capacity. Behind the packing house, there was a large area 
where ore of various kinds, which was discharged from large bulk- 
carriers at the outer pier, could be stored. The ore is reloaded into smaller 
ships at the inner pier using the same plants as when loading bags. 
These plants are designed for both bags and bulk. The loading rate of 
ore is said to be up to 4,000 t.p.h. 
Agent: China Ocean Shipping Agency, Ningbo Branch. No agent's port 
office at Beilun. No telex available from Ningbo. Cables from ship to 
Owners/Charterers and vice versa are taken by car to/from Ningbo which 
makes communication slow and expensive. 
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SHIPMASTER’S REPORT: December 1985 

Location: Beilun Oil Terminal in position 29° 57.4’ N., 121° 48.7' E. 
about 45 km. by road from the town of Ningbo. 

Chart: B.A. Chart No. 1429. 

Documents: 

Required on arrival: 

*5 Crew Lists. 

*1 Personal Effects List (see ‘note’ below). 

*1 Health Declaration. 

1 Vaccination List. 

2 Cargo Manifests (‘Nil’ return if in ballast). 

1 Drugs List. 

*1 List of Arms and Ammunition. 

*3 Copies of Application for Entry and Inspection. 

“Indicates a Chinese form, others not acceptable. 

On Personal Effects List individual crew members must declare 
radios, cassette players, cameras, watches, jewellery and currency. 

No Stores Lists of any kind required. Bond is not sealed and crew 
issues may be made without restriction. 

Formalities: All Officials board in Quarantine anchorage (believe 
occasionally in Ching Tang Yang). Pratique granted first and then vesse 
berths, remainder of formalities completed alongside. 

Formalities are minimal and consist mainly of checking arrival papers 

Register and Statutory certificates. No searches, crew inspections, etc 
2 Immigration Officers (Frontier Police) remain on board throughou 
vessel's stay and require accommodation. 
Approaches/Pilotage: Telex from Agents prior to arrival with information 
as to approach track to follow and position of Pilot Station Anchorage - 
see “copy of telex” below. Communications with Pilot on VHF Channe 
16. Difficult from outer anchorage due distance involved. Pilg 
establishes contact from pilot vessel or an outward bound ship abou 
1 hour to 2 hours before boarding. Pilot boards within Shih Peng Chiang 
which is well sheltered. It should be noted that this approach to Ningbo 
Gang is the only one permitted to foreign vessels and passage is it 
daylight only. 

Thereafter navigation to anchorages/berth is straightforward. No 
objections raised to use of any of the vessel's navigational equipmeni 
or charts. Pilot brought his own charts of certain sections which coul 
be referred to but not copied. 

From entrance to Shih Peng Chiang inwards there are a considerable 
number of navigation marks and lights not marked on B.A. chart. 

There is a Harbour Radar System with a chain of stations which wouk 
appear to give complete coverage from outer approaches to Ningbo 
this was not in operation on either our inward or outward passage. Pilg 
stated that radar itself was excellent (Decca) but standard of operators 
poor and information received on VHF link unreliable. 


Copy of Telex: Ningbo approaching guidance as follows please stee 
from high-seas to position 28° 53’ 00" N., 122° 26’ 45” E. 10 miles 
East of Beiyushan lighthouse (disused), therefrom take course ¢ 
013 degrees to reach position 29° 45’ 00" N., 122° 40’ 36” E. at 8! 
miles from Dongtingshan lighthouse (bearing 326 degrees) stop 
Then A/C 270 degrees and steer directly to p/anchorage (situatet 
between 29° 44’ 30” N.-29° 46’ 00" N., 122° 20' 30" E: 
122° 22’ 30” E.) and must await Pilot there stop Other channel 
forbidden stop Photographing and survey are not allowed afte 
entering China's territorial waters stop Please contact Pilot throug! 
VHF Channel 16 one hour before arrival at p/anchorage and kee} 
on listening VHF Channel 16 until Pilot aboard stop Not allowed ti 
use radio transmitter at anchorage unless emergency stop Mus 
keep main-engine steering-gear rudder-indicator telegrap! 
communication equipment whistle/siren gyro-compass repeater 
radar and echo-sounders in good condition but not allowed to ust 
any of them after arrival at anchorage unless permitted by Pile 
stop Above regulations must be observed strictly stop Pleas: 
confirm upon receiving. 

PENAVICO 


Anchorages: 

1. Outer (pilot station) Anchorage as given in pre-arrival telex (Se 
“Approaches/Pilotage”.) 

2. ‘Mashi’ Anchorage, to North and N.W. of Tieng-fing Shé 
(29° 52.5’ N., 122° 13.6’ E.), which is used for bad weather and typhoo 
shelter. 

3. Quarantine Anchorage in area between Latitudes 30° 00.3’ N. an 
30° 02.4'N. and Longitudes 121°48.0'E. and 121° 49.7'E 
(approximate position). 

Note: Quarantine Anchorage already marked on chart, centred 0 
approximate position 29°59.8'N., 121°46.9'E. is used for smé 
vessels only. 

4. There were a number of vessels anchored in Ching Tang Yaw 
between the Ore and Oil terminals, apparently awaiting cargo. 

Also a crude oil storage tanker of approximately 220,000 d.w.t. on! 
permanent mooring here. Good holding ground reported at @ 
anchorages. 

Radio: Agents: China Ocean Shipping Agency, Ningbo Branch, 20} 
Cao Ma Road, Ningbo, China. Telephone: 55375, 56449, 55744-575 
Cable address: PENAVICO. Telex: 37028, 35289 NBPEN CN. 

All communications prior to arrival by savcomm telex without problet 

W’T traffic lists copied from Ningbo Radio (M/F only) and Shang 
Radio; both stations appeared to handle traffic efficiently. Good weathé 
forecasts in English from Shanghai Radio. As mentioned initial vH 
contact with Pilot difficult. Within the port, Agents may be contacted ¢ 
VHF through ‘Ningbo Harbour Radio’; call on Channel 16 and then swilt 
to working Channel 12. Agents listen on Channel 12 but this is ® 
preferred method of contact. Use of main transmitter prohibited aft 
arrival at pilot station, as is use of sat/comm. 

When in port all cables and telex messages are required to be roulé 
through Agents; these can be passed by VHF. If Agent has to colle 
deliver messages it can take some time due to distances involved -* - 
port offices and telex facilities are at Ningbo town. 


All Chinese personnel dealing with vessel, i.e. Pilot, Agents and Port 
Officials spoke excellent English. 
Tugs: 4 tugs available of 3,200 h.p. 2 tugs used when berthing and 
ynderthing, tugs’ lines used. Tugs well handled to Pilot's instructions. It 
was noted that Chinese tankers of about 20,000 d.w.t. berthed/ 
unberthed without tugs. 
Berthing: Vessel moored to No. 2 Berth. Conventional berth (See “Plan”’) 
with good mooring points and fendering. Ship's gangway used. 

Berthing and unberthing daylight only at any state of the tide; berthing 
inwind up to Force 5/6, unberthing up to Force 8 (Pilot's estimate). 

No mooring boats; all lines passed by messenger with winches 
adjacent to each shore bollard (except for springs). Offshore anchor 


used 

Shore based berthing approach aid on No. 1 and No. 2 berth. Visual 
display on top of jetty house gives speed of approach (cm./sec.) and 
distance off (metres) of each end of vessel. No details available. 

Strong tidal streams (probably up to 5 knots) but run along line of 
perth, i.e. 134° — 314° and did not cause any difficulties. 

Berth exposed to North and N.W.; a Northwesterly gale gave rise to 
some swell movement. 

Maximum permitted draft on berth given variously as 9.0m. and 
2.0m. Echo sounder indicated a minimum depth of approximately 
15.0 m. at LW but not permitted to sound round the vessel. 

Cargo Facilities: Cargo hoses on No. 2 berth all of 6 in. diameter and 
handled by ship's equipment and small (mobile) shore crane. 

An English speaking interpreter on duty at jetty head throughout 
vessel's Stay alongside. 

Communication between jetty head and pump station/tank farm 
appeared to be slow and difficult. 

Berth No. 1 (of similar construction to No. 2 — see “Plan”) is 
understood to handle only crude oil imports from North China; apparently 
all by Chinese tankers. 

Berth No. 2 handles all export products. Understand only products 
available are gas oil, gasoline, naphtha and fuel oil. A cargo of 
approximately 20,000 tonnes of gas oil is exported each month. 
No information on other grades. 

Berth No. 3 is for LPG. No information available. 

The previously mentioned 220,000 d.w.t. storage tanker (Chinese) 
(See “Anchorages”) moored in Ching Tang Yang is understood to be 
for transhipment of crude oil (from North China) for export. Equipped 
with Yokohama type fenders on starboard side. No other information 
available. 

Ballast Facilities: No ballast may be discharged overboard without 
Harbour Master's permission. This is virtually automatic in case of 
Scene pesmanont ballast. 

ermission to discharge clean cargo tank ballast must be requested 
in writing and ballast water is subjected to analysis before permission 
is granted. Analysis takes about 6 hours. 

Dirty ballast or ballast which fails analysis, may be discharged ashore. 
Receiving rate approximately 250cu.m.p.h., maximum capacity 
unknown. There is a charge for this, understood to be 1.5 Yuan/ton. 
Drags Facilities: Hospital at Ningbo. Transport provided by Seamen's 
lub. 

Fresh Water: Available on jetty at cost of U.S.$1.00/ton. Rate and 
quantity unknown. Also available by barge at Quarantine and Ching 
Tang Yang anchorages but 3 days’ notice required. Cost unknown. 
Fuel: Agents advise that marine diesel and also fuel oil bunkers are 
available but minimum of 7 days’ notice required. 

Repairs: No information on facilities available. Harbour Master's 
permission required for immobilisation of main engines. 

Cargo Surveyors: Zhejiang Import & Export Commodity Inspection 
Bureau who attended for final ullaging and sampling were efficient. 
Repatriation: No difficulties with repatriation of sick crew members or 
arranging routine changes. It takes 1 to 2 days to arrange visas and 
Agents will only arrange flights as far as Hong Kong. Airline Prepaid 
Ticket Advice accepted. 

Shore Leave: Allowed. Passes issued on arrival by Immigration (must 
be returned). Transport provided by Seamen's Club at Ningbo and 
_ afanged through Agent. 

General: Chandler: Not used. Understand meat/fish available at any 
_ lime. Vegetables and salad seasonal. 

f “al Available. Not used. Reputed to be good quality service and 
ast. 


) 


: 
_QINGDAO (Tsingtao): 36.03 N. 120.20. (See Plan) 


_ Also see “General” before first port. 
*LOTAGE: Available 24 hours. Pilots will board at the relative pilot 

: ion. 

_ ANCHORAGE: Anchorage in Jian Zhou Bay. The depth of water is 

, 80m.-27 m., bottom mud and sand. Vessels of 5,000 d.w.t. — 130,000 

- dW.t. can use the anchorage. 

, RESTRICTIONS: Available Depths: 

n 

: 


Bulk grain vessels 32 ft. 
Ore carriers 34 ft. 
, General cargo vessels 30 ft. 
Oil tankers 41 ft. 


4 \ength: There is no length restriction for vessels at Huang Dao Oil Whar. 
, dal Range: Maximum 4.5 m., minimum 0.25 m. 
j T F: Qingdao Radio on Channel 16 throughout 24 hours. 


UGS: 2 x 1,000 h.p., 2 x 1,670 h.p. and 5 x 3,200 h.p. 


CHINA, People’s Republic of 


BERTHING: 
Cargo 
Handling Cargo Cranes/ 
Department Wharf Length Berth Handled Pipelines 
No. (m.) No 
2nd 1 1,000 : we 1 46 ton 
3 Bulk Grain 10 x 10 tons 
4 Steel 
5 General 
6 General 
7 General 
8 Passenger 
2 900 9-15 General 
16 Oil Barges 
1st 4 160 25 Timber/Oil Oil Pipelines 
7 360 43-44 Coal 
8 1,795 45-51 Timber, 16 x 10 tons 
Steel, 
Bulk Grain 
sd Containers 2 x 25 ton 
Container 
Cranes 
3rd 6 730 35-36 General 5 x 10 tons 
40 General 
41 Passenger 
42 
4th Huang Dao 222 East Berth Oil 
Oil Wharf 180 West Berth a 


CRANES: See ‘Berthing’”. 
FRESH WATER: Contact China Marine Bunker Supply Co., Qingdao 
Branch. Fresh water lines available at Wharves No. 1, 2, 6 and 7. 
FUEL: Contact China Marine Bunker Supply Co. 
REPAIRS: Facilities available. 
AIRPORT: Qingdao airport. 
GENERAL: 
Stores: Contact Qingdao Foreign Supply Corporation. 
Storage: Warehouse: 57,574 sq.m. 

Open Storage: 340,253 sq.m. 
Imports: Steel, ore, fertiliser, timber and other general cargoes. 
Exports: Crude oil, peanut oil, groundnut cake, corn, cotton, hardware 
and other general cargoes. 


SHIPMASTER’S REPORT: September 1979. 
Documents: On arrival: 1 Report on Entry, 4 Crew Lists, 1 Import Cargo 
Manifest, 1 List of specified Articles, Currency, gold, etc. and all ship's 
certificates. 
Navigation: BA Chart 876. On passing Cha Lien Tao Island, call 
“Qingdao Radio” for entry instructions. The outer quarantine anchorage 
for which Pilot is not compulsory is in position Lat. 36° 02’ N., Long. 
120° 18.3’ E. The approach is straightforward and the lighthouses are 
in good working order. The authorities board at the outer anchorage via 
pilot ladder from a tug. The use of radar in the harbour area must be 
sanctioned by Pilot or Harbour Authorities. All other navigational gear 
may be used as required. 
Communications: Both Agents and Harbour Authorities have VHF with 
most Channels. When vessel is at Inner anchorage, Agency contact 
vessel twice daily for berthing times, etc. 
Currency: Local Yuan available. 
Draft: Up to 35 ft. alongside at discharging berth — in approach entrance 
off Horseshoe Reef up to 34 ft. depending on tide. 
Agents: China Ocean Shipping Agency are sole Agents. They visit 
vessels twice daily and are also in VHF contact from their office. 
Communications with other countries from Qingdao is by cable only, 
telex is due to be installed next year. 
Medical: Hospital and doctors available. 
Laundry: Excellent and not expensive. 
Provisions: Not expensive but very limited in both content and 
availability. Not to be relied on, especially if in port for short stay. 
Fresh Water: Alongside from quay — 35t.p.h. Also available at 
anchorage from water barge. 
Time: GMT plus 8 hours. 
Immobilisation: Permitted by arrangement with Harbour Authorities. 
Opening/Closing Hatches: Either ship's crew or stevedores. In the case 
of the latter, a charge is payable. 
Garbage: Removed when requested by small barge. 
Repatriation: Difficult at present as no regular air passenger flights from 
Qingdao. Only way would be overnight train journey to Beijing then flight 
to Europe. 
Repairs: Possible, large repair shops and naval yards in port area. 
Bunkers: Available to Chinese vessels. Gas oil also available if adequate 
notice given. 
Cargo Working: Discharged 24,000 m/tons sulphur in 6.75 working days, 
using shore cranes and grabs. Discharged into railway wagons on twin 
rail tracks also into large ‘silo’ adjacent to the berth. Good standard of 
crane operation. Cargo tonnage discharged determined by draft surveys 
performed by Government surveyors and ship's staff. Statement of facts 
drawn up by Agents. 
Watchmen: One gangway guard for inspecting Crew members’ passes. 
Tugs: Four large tugs — one of 3,000 h.p. 
Pilots: Usually three on each vessel — reasonable English. 
Density: Varies between 1020 and 1025. 
Tours, etc.: Tours are arrangeable via the Seaman's Club and are good 
value. There are no shore leave restrictions and cameras may be used. 
Inter ship visiting is allowed also film and book exchanges between 
ships. 

Shore leave is possible from the Inner anchorage by tug. 
Mail: From Europe by air freight via Tokyo and Beijing takes 7 days. 
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Bond, etc.: Not sealed or inspected by Authorities. Stores Lists NOT 
required. 

Floating Crane: Available, lifts estimated 150 tons. 

General: Stevedore labour appeared plentiful — delays are occurring due 
to large increase in foreign trade. New berths are being planned and 
dredging is taking place continuously. Officials, Agents, etc. most 
pleasant and helpful and very eager to learn English. It is advisable to 
make a ‘sea protest’ to the Harbour Authorities if any bad weather 
experienced on voyage. 


SHIPMASTER’S REPORT: June 1981. 
Berth: Huang Dao Oil Terminal. 36° 04' N., 120° 13.5’ E. 
Departure Draft: Forward 11.7 m. Aft 12.1 m. 
Charts: BA 1255, 876, 857. Chinese (up to date) 9106, 9408, 9432. 
Approach: Only by ‘defined routes’: 
from: 35° 56’ 24” N., 121° 05’ 00" E. or 35° 43’ 15” N., 120° 53’ 09" E. 
Course 270°T Course 338°T 
to 35°56’ 24" N., 120° 46’ 42” E. 
then Course 283°T 
to 36°02’ 00"N., 120° 18’ 16” E. (Pilot boarding/Arrival 
Inspection Anchorage) 
and reverse courses to same positions outward. 
Entry: Arrival inspection formalities carried out at above anchorage, by 
boarding party of 8 persons from Agents, Customs, Immigration and 
Harbour Authority. We arrived at 1700 hrs. and inspection party boarded 
at O930hrs. next morning. China Ocean Shipping Agents, 
representatives spoke very good English and most helpful. Chinese 
documents required, including crew declaration form but Bonded Stores 
list not required and Bond not sealed. After inspection, about 30 minutes, 
shifted to Inner Tanker Anchorage with 2 Pilots. 
Agents: China Ocean Shipping Agents, Cable: Penavico 2213 Qingdao. 
VHF: Channel 16 to Qingdao Radio who will give you a channel to 
Agents, usually Channel 11. 
Anchorage: Inner Tanker Anchorage is 1 mile North of Oil terminal with 
varying depths from 11 m. to 30 m. 
Berths: Concrete dolphin structure, adequately fendered. West berth 
max. draft 12 m., berth port side to, approach from North. East berth 
max. draft 13m., approach from South rounding No. 23 buoy to 
starboard when coming from Inner anchorage, Port side to. No shore 
gangway. Connection with flexible hoses so derrick required. Usual 
moorings. Head and stern line dolphins have small winches on them 
but out of order so mooring gang reluctant to handle wires. 
Berthing/Unberthing: Competently carried out by 3 Pilots and 2 tugs. 
Tugs, Nos. 10 and 11 are 3,200 h.p. Gather vessels of our size 
(55,000 d.w.t.), and above only depart during daylight and on HW. 
Cargo: Loaded Shengli Crude API. 23.3, loading temperature 40°C. 
Terminal state maximum loading rate 2,500 tonnes per hour. We 
achieved 1,980t.p.h. Connection is by 2x10in. ‘Y’ connectors at 
manifold connected to flexible hoses. After completion documents take 
3/5 hours to prepare and bring on board. 
Ballast: As first cargo after dry dock we received permission from 
Harbour Authority to deballast to sea although pumped tank bottoms 
ashore just in case. | gather that it is normal to deballast to shore 
reception at maximum rate of 600 t.p.h. and believe charge per ton is 
quite high so it is prudent to arrive with minimum dirty ballast. 
Repairs: Appear to be quite readily available. We had some boiler tubes 
welded and Chief Engineer reported that the work was competently 
carried out. Chinese surveyors also act on behalf of Lloyd's. 
Fresh Water: Available at anchor from powered barge at 50 t.p.h. and 
also available on terminal but pressure is unreliable. 
Shore Leave: Allowed from anchorage and terminal. Request for launch 
to be passed to Agents by VHF before 1100 hrs. and launch alongside 
around 1230/1300 hrs. and returns from shore between 1700/1900 hrs. 
There is a Seamen's Club with a new hotel attached which was opened 
during our stay. Seamen's Club will arrange football matches, and 
pb tours. International telephone calls can be made from Agents’ 
office. 
Coens A garbage collection boat calls every other day whilst at 
anchor. 
General: During our 16 day stay in June there was fog during some part 
of nearly every day, occasionally dense. 


SHIPMASTER’S REPORT: May 1989. 
Vessel: 35,000 g.r.t., 64,440 d.w.t. Vessel discharged 47,250 tonnes of 
bulk wheat. Length of stay 38 days. 

Vessel arrived with a draft of 12.0 m. and proceeded to Pier No. 8 — 
Berth No. 49 and lightened to a draft of 9.6 m. She then proceeded to 
Pier No. 1 — Berth No. 3. 

Self-sustaining vessels may lighten into barges at the anchorage. 
Documents: Officers from Harbour Master's office, Quarantine 
Department, Customs, Immigration and Agent's office board the vessel 
upon arrival at the Inner Quarantine Anchorage. 

The following documents are required on arrival: 

2 Reports of Entry for Foreign Going Vessels. 

2 Reports of Articles Restricted for use in port. 

5 copies Crew List (IMO Form accepted). 

4 copies Passenger List (Not required if no passengers on board). 

2 Lists of specified articles (Foreign currencies, gold, silver belonging 

to ship or members of crew). 

1 copy Maritime Declaration of Health. 

1 copy Ammunition List (Not required if no ammunition on board.) 

1 copy Bonded Stores List. 

3 copies Ship's Particulars. 

1 copy Vaccination List (required if the vessel coming from a 

suspected country). 

2 copies Ports of Call within last 6 months. 

1 copy Import Manifest. 

1 copy Bills of Lading. 

Last Port Clearance and all ship's certificates submitted for 
examination on board. 


380 


After inspection, Harbour Master's officers issue 30 days, 60 days, o 
90 days optional Tonnage Due Certificate as requested by the Master 
Pilotage: Compulsory. Pilotage available throughout 24 hours. Master 
should send ETA at Chaolien Dao to Harbour Master through Qingdao 
Radio 24 hours in advance, any change of ETA must be advised. VHF 
Channel 16 may be used to contact pilot station after passing Chaolien 
Dao. Within pilot area limited with a circle 3 cables radius centered on 
position Lat. 36° 02’ N., Long. 120° 18.02’ E., 1 senior Pilot and 1 junior 
fey board the vessel from a tug boat, which displays pilot signal while 
on duty. 

Anchorage: Vessels may anchor South of pilot area, according to Pilot's 
instructions, without a Pilot, otherwise Inner Quarantine Anchorage is 
used. In case of congestion, West of Inner Quarantine Anchorage may 
be used. Good holding ground. 

Health: Vessels should hoist ‘Q’ flag on arrival. Pratique is obtained a 
the Inner Quarantine Anchorage on arrival. 


Berthing 
Pier Berth Cranes & Use 
No. No. 
1 4-2 8 x 10 tons and 1 x 15 tons. Coal cargoes. 
3 5 x 10 tons. Grain cargoes. 
4,:5,\6\7, No cranes. Bulk and general cargo. 
2 8, 9, 10, 11, Equipped with cranes. General cargo and ore 
12, 13, 14 cargoes. 
3,4,5 For naval vessels. 
6 36, 37, 38 4 x 10 ton. General cargo and No. 38 generally 
for bulk sand. 
y Coal loading terminal for small size vessels. 
8 45 Clean bulk cargo. 
46 Bulk ore. 
47 Bulk ore and logs. 
48 Logs and large foreign passenger vessels. 
49, 50 Lightening deep draft vessels. 
50, 51 Sugar and occasionally foreign passenge 


vessels. 

Berths No. 45, 46 and 47 equipped wit 
13 x 10 ton cranes. 

Berths No. 49, 50 and 51 equipped wit 
11 x 10 ton cranes. 

Berth No. 52 (between Piers No. 5 and 8) and No. 53 berth (at the 
East end of Pier No. 5) are used by container vessels. Also the bert 
between Piers No. 6 and No. 1 is used by Chinese passenger liners 
The berth between Piers No. 1 and No. 2 is for tugs and passenge 
catamarans. The berths between Piers No. 2 and No. 3 and Piers No.! 
and No. 4 are for naval use. 

All shore cranes are on rails and all cargo piers except No. 4 an 
No. 48 berths, are rail-served. Cargo can be handled direct betwee 
ship and train. 

Stevedores: Gangs are arranged by the Agent. Crane operators aft 
competent. Hold sweeping is done by stevedores. Generally a few ¢ 
the foremen can speak English. 

Medical: 24 hours’ advance notice is required for medical attention 
Arranged by Seamen's Club through Agent. All hospital facilitie: 
available. Dental facilities available. 

Density: 1022.5 at low water and 1024 at high water observed by shi 
but draft surveys at 1024 all the time. 

Fresh Water: Good quality water available by pipeline at Piers No. 1,4 
and 6 and by barge at all berths at the other piers and at the anchorage 
Rate 50 tonnes/hr. Cost U.S.$ 1.0 per ton by pipeline and U.S.$ 3.0 pe 
ton if supplied by barge. 

Fuel: Fuel comes from Dairen and all grades are not available at @ 
times. Appropriate advance notice is required. Minimum supply quanti) 
for fuel oil and diesel oil is 100 tonnes. MDO is not available, only LO 
and HDO available at Qingdao. 

Consuls: No consuls locally. Nearest at Peking. 

Dry Docks/Repairs: One dry dock for vessels up to 30,000 d.w.t. é 
Fushansuo Bay. All kinds of temporary repairs can be undertaken t 
foreign vessels. 

Surveyors: Only Z.C. China Classification Society acts on behalf of othe 
classification societies when authorised. 
Gangway/Deck Watchman: Gangway watchman 
Maintained by ship's crew. 

Hatches: Opening/closing hatches is optional. If by ship's crew, Masté 
has to sign a formal paper on arrival. 

Customs Allowances: For the first 10 days, 2 cartons of cigarettes a0 
1 bottle spirits for each crewman. 15 cartons of cigarettes and 5 bottle 
spirits for the Master. Seal can be opened on request after 10 days. 
Repatriation: Possible. 

Airport: Located at about 37 km. N.W. of Qingdao. It only he 
international connections with Hong Kong. Regular flights once a a 
on Monday, Wednesday and Saturday, sometimes there is an extra flig 
on Sunday by China Airlines only. 

Time: GMT plus 8 hours. Summertime is kept from first Sunday aft 
April 10th until September. 

Communications: Cable, telex, direct telephone and Fax available * 
all over the world from the agent's office. Direct trunk calls also availad 
from large hotels. 

Shore Leave: Permitted from 0700 hrs. — 2400 hrs. with 1.D. and sho 
passes which are issued by Immigration Officer on arrival. The sho 
passes are valid for all Chinese ports to be called at consecutively. Sho 
leave is also possible from the Inner Quarantine Anchorage by laut 
on request. 
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Regulations: If shifting more than 100 m. or from berth to berth, use of 
Pilot is compulsory. 

Approval must be obtained from the Harbour Superintendency 
Administration in advance through Ship's Agent, if the following are to 
pe undertaken whilst in port. 

1, Hull painting 

2. Deck cleaning and washing 

3. Discharging of ballast water and bilge water (including tail shaft 
water). 

4, Discharging of hold washings (including crude oil tanker washing). 
5. Use of oily water separating equipment to dispose of any sewage 
containing oil. 

6. Using any type of dispersants. 

7. Discharging sewage and waste oil into reception facilities. 

8. Funnel cleaning and boiler water discharging. 

9. Discharging of any harmful or corrosive substances into the harbour. 
10. Whistle testing. 

Approval is generally received from the Agent orally. 

Provisions & Supplies: Limited kinds and amounts available at low prices 
through ship's Agent (ships supply branch). Chinese charts also 
available. 

Garbage: Collecting service is available by barge at anchorage and by 
truck at berth if requested. 

Agents: There are 2 governmental agents at Qingdao. 

1, China Ocean Shipping Agency Co. Cables: Penavico—Qingdao. 

2. China Marine Shipping Agency Co. Cables: Sinoagent — Qingdao. 
Telex 321382 TRSQ DCN. 

Both Agents have VHF. 


AUTHORITY: Qingdao Harbour Administration Bureau, 4 Dai Gang Yan 
Road, Qingdao, People's Republic of China. Te/: 27641. Contact: Bai 
Wen-Xuan, Deputy Director. 


QINHUANGDAO (Chinwangtao), including Shanhaiguan: 
40.00 N. 119.30 E. (See Plan) 


Also see “General” before first port. 


NOTICE: Chinese Notice June 1984. 
Anchorages with bearings and distances from Nanshan Tou light (Lat. 
39° 54.6’ N., Long. 119° 36.9’ E. approx.): 
(a) Oil tanker anchorage. Sector between bearings 100° and 110° and 
distances 3.0 miles and 7.0 miles. 
(b) East Anchorage. Sector between bearings 110° and 135° and 
distances 3.0 miles and 7.0 miles. 
(c) West Anchorage. Sector between bearings 165° and 190° and 
distances 3.0 miles and 5.0 miles. 
PILOTAGE: Compulsory. Pilotage is undertaken day and night. Pilot 
boards at the relative pilotage quarantine anchorages. 
ANCHORAGES: There are 3 anchorages in the Port of Qinhuangdao. 
1. Eastern Pilotage Quarantine Anchorage: 
Location: A sector area with Nanshantou Lighthouse as its 
centre, lying between the true bearings of 119° and 
135° and between two arcs of 3 miles and 7 miles in 


radius. 
Depth: 14.0 m. 
Bottom: Mud and sand. 
Vessel size: 50,000 d.w.t. 


2. Western Pilotage Quarantine Anchorage: 


Location: A sector area with Nanshantou Lighthouse as its 
centre, lying between the true bearings of 165° and 
190° and between two arcs of 3 miles and 5 miles in 
radius. 

Depth: 12.0 m. 

Bottom: Mud and sand. 

Vessel size: 35,000 d.w.t. 


3. Anchorage for Tankers: 


Location: A sector area with Nanshantou Lighthouse as its 
centre, lying between the true bearings of 110° and 
119° and between two arcs of 3 miles and 7 miles in 
radius. 

Depth: 14.0 m. 

Bottom: Mud and sand. 

Vessel size: 50,000 d.w.t. 


RESTRICTIONS: Entry and departure possible after sunset. 
Draft limitation in channel is 13.5 m. 


$s TUGS: 7 x 3,200 h.p. and 3 x 167 h.p. 
BERTHING: 
Present 
s District Berth Length Depth Cargo Handled 
y No. (m.) (m.) 
i Ist Cargo 101 278.5 9.9 Crude oil 
Handling Ward 102 278.5 10.0 Crude oil 
y 103 322.5 13.3. Crude oil 
, 2nd Cargo 201 507.4 12.8 Coal 
, “andling Ward 202 13.0 Coal 
203 615.4 13.0 Coal 
: 204 13.0 Coal 
é 3d Cargo 4 107.3 6.8 Coal 
¢ Handling Ward 7 Saez, 9.3 Coal 
if 8 200 9.6 Coal 
9 200 9.9 Coal 


CHINA, People’s Republic of 


Present 
District Berth Length Depth Cargo Handled 
No. (m.) (m.) 
4th Cargo 2 123.4 5.7. Bulk and 
Handling Ward general cargo 
5 151.7, 8.6 
6 151.7: 8.7 
14 10.7 
15 ii 10.8 
Berth at 
transverse 
end of PierA 171.9 9.1 2 
5th Cargo 10 512.6 New berth 4 
Handling Ward 11 : New berth 5 


STEVEDORES: First shift: 0730 hrs. — 1930 hrs. Second shift: 1930 hrs. 
— 0730 hrs. (Sundays and holidays included). 

MEDICAL: Facilities available. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Facilities available for repairs to large vessels. 

TIME: GMT plus 8 hours. Summertime GMT plus 9 hours from May 4th 
until September 14th (1986). 


DEVELOPMENTS: 
Berth Depth Remarks 
(m.) 
General Cargo (2nd phase) 12.0 335,000 d.w.t. 
315,000 d.w.t. 
General Cargo (3rd phase) 12.0 235,000 d.w.t. 
320,000 d.w.t. 
10.5 220,000 d.w.t. 
Coal Terminal (By Year 2000) 520,000 d.w.t. 
12.0 335,000 d.w.t. 
Crude Oil Terminal (3rd phase) 1 100,000 d.w.t. 
13.5 235,000 d.w.t. 


SHIPMASTER’S REPORT: March 1981. 

Lat. 39° 54.6’ N., Long.: 119° 36.7’ E. 
Chart: BA No. 3378. 

Documents: 

5 copies Crew Lists. 

1 copy Import Manifest. 

1 copy List of Specified Articles belonging to Ship and/or Members of Crew. 

1 copy Maritime Declaration of Health. 

Anchorage: |n case there is ice at anchorage in Winter it is advisable 
to anchor further off and not pay out too long scope of chain. 

Also see “Notice”. 

Pilotage: Pilotage is compulsory for foreign vessels entering and leaving 
the port. Pilots board ships at pilotage/quarantine anchorage. Pilotage 
is undertaken day and night. Pilot boat (tugboat) displays the 
International Pilot Signal when on pilotage duty. There are about 12 
Pilots available. Pilots can speak and understand English sufficiently. 
Channels: In port there are three channels. Original channel, new 
channel and oil pier channel. 

Original channel is about 1.7 miles in length, 100 m. in width and 9 m. 
to 10.4 m. depth. It is used bys berthing and leaving the large pier and 
the small pier. 

New channel about 0.9 miles in length, 100 m. in width and 9.4 m. to 
10.4 m. in depth. It is a branch of the original channel and is used by 
ships berthing and leaving the new pier. 

Oil pier channel is about 2 miles in length, 100 m. in width and 10.7 m. 
in depth. It is used by ships berthing and leaving the oil pier. 

Berthing: 


Name Capacity 
Small pier Berth No. 2 1 x 5,000 ton 
Large pier Berth No. 4 1 x 7,000 ton 
Large pier Berth No. 5 1 x 10,000 ton 
Large pier Berth No. 6 1 x 10,000 ton 
Large pier Berth No. 7 1 x 10,000 ton 
New pier Berth No. 8 Pier B 1 x 10,000 ton 
New pier Berth No. 9 1 x 10,000 ton 
New pier Berth No. 14 } Pion A 1 x 10,000 ton 
New pier Berth No. 15 1 x 10,000 ton 
Oil pier East Berth 1 x 10,000 ton 
Oil pier West Berth 1 x 10,000 ton 


Radio: Foreign ships calling at this port may according to International 
Radio Regulations communicate with Qinhuangdao Coastal Radio 
Station. 


Name Qinhuangdao Radio 
Call sign XSE 

Medium frequency (kHz) 486 

Hours of service 0000 — 2400 

High frequency (kHz) 8484 

Hours of service 0600 — 2400 


Time of traffic list At H + 10 each given hour. 

There is VHF Channel 16 at port control and Channel 11 at ‘Penavico’ 
Agents. To call Agents first call port control and then change to Channel 
11 after informing the vessel's intention to use VHF. 
General: The port is equipped with lifting machinery, tippers, universal 
lifting machines, belt conveyors. Cargo is unloaded directly into railway 
wagons. Coal loading is done by conveyor belts. Hatches are opened 
by ship’s crew. Stevedores are not competent in derrick work. 
Stevedores work in three shifts of eight hours each commencing at 0600 
hours. Discharging rate is fully dependent on availability of wagons. 
There are 11 tugs available. Fresh water and fuel are available by boats. 
Limited provisions are available. 

There is a Seaman's club in the city, well equipped with recreation 
facilities. A trip to Great Wall of China can be arranged through the club. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SHIPMASTER’S REPORT: June 1990. 

Port: Sub-Port of Shanhaiguan. 

Location: 10 miles E.N.E. of Qinhuangdao. 

Exports: The Port is now a major exporter of coal and oil. China exported 
15.29 million tons of coal during 1989, and a majority passed through 
this Port. 

The Port also exports soyabean meal, maize and pig iron, in small 
geared vessels up to a maximum draft of about 6.5 m., mostly working 
cargo at Berth No. 1. 

Radio: ETA to be sent to “Penavico Qinhuangdao”. 
Pilotage: Pilot boards at Qinhuangdao. 

After passing Joint Inspection, vessel is piloted to an anchorage off 
the Port of Shanhaiguan, pilot then returns to Qinhuangdao. 

Dockyard pilot, with the assistance of Dockyard and/or Qinhuangdao 
tugs, berths the ship. 

Health: Formalities take place at Qinhuangdao Quarantine Anchorage. 
Standard Chinese forms used. 
Berthing: 
Berths No. 1 — 4: Length 450 m. Max. draft 6.5 m. 
Berths No. 5—6: Length 300 m. Max. draft 6.5 m. 
Cranes: 

Berths No. 1 — 4: One crane for repair work. 

Berths No. 5 — 6: Two cranes for repair work. 

Mobile cranes available. 

Fuel: Available from Qinhuangdao by barge. 
Dry Docks: 

1 dry dock 240 m. x 38m. x 6.0 m. over sill. 2 cranes available. 

1 dry dock 170 m. x 28m. x 6.0 m. over sill. 2 cranes available. 

1 x 63 tonne crane and 6 x 25 tonne cranes available. 

Shan Hai Guan Shipyard, Tel: 551131. Telex: 27131 QH SHG CN. 
Fax: 0335-551350. The Shipyard also monitors VHF Channel 12. 
General: Telephone, Fax and Telex facilities available. 

Agency and ship chandler services are from Qinhuangdao, about 
45 minutes drive. 

The Port is an hour's walk from the seaward end of the Great Wall of 
China, described as “The Old Dragon's Head”. 

On sailing, a Qinhuangdao pilot is required to take the vessel to the 
Joint Inspection Anchorage. Only after Outward Clearance has been 
completed, can the vessel sail, which may cause delay. 


AUTHORITY: Qinhuangdao Port Adminstration, 6 Haibin Road, 
Qinhuangdao, The People’s Republic of China. Tel: 34812-3522. Telex: 


271051 QH PEN CN. Cables: 2156 Qinhuangdao. Contact: Huang 
Guo-sheng, Port Director. 


QUANZHOU: 24.53 N. 114.43 E. 
PILOTAGE: Compulsory. Pilotage undertaken during daylight hours 


only. 
ANCHORAGES: 


Size of 

Name of Anchorage Depth Bottom Mooring Vessels 

(m.) (d.w.t.) 
Hou Zhu 7.0 Mud and sand 1 x 3,000 
Bai Oi 6.8 Mud and sand 2 x 3,000 
Xiu Tu 7.0 Mud and sand 2x 3,000 
Bei Wu Jian — South 8.5 Mud and sand 2 x 5,000 
Shi Hu 11.0 Mud and sand 2 x 10,000 
RESTRICTIONS: Entry and sailing not possible after sunset. 


MAX. SIZE: Draft limitation in channel is 8.5 m. 
Tidal Range: Maximum 6.3 m. Minimum 5.1 m. 
VHF: Quanzhou Radio on Channel 16 throughout 24 hours. 
TUGS: 3 x 250h.p. and 1 x 600 h.p. 
BERTHING: See “Anchorages’’. 
STEVEDORES: Working Hours: 0730 — 1130 and 1330 — 1730. 
FRESH WATER: Contact Quanzhou Marine Supply Corporation. 
FUEL: Contact Quanzhou Marine Supply Corporation. 
REPAIRS: No facilities available. 
GENERAL: Provisions: Contact Quanzhou Foreign Vessel Supply 
Corporation. 
Storage: 

Warehouse: 3,125 sq.m. 

Open Storage: 27,458 sq.m. 
Imports/Exports: Salt, grain, coal, building materials and petroleum. 


SANYA: 18.14 N. 109.30 E. 


PILOTAGE: Compulsory. Pilot boards in Quarantine/Pilot anchorage. 
ANCHORAGE: Quarantine/Pilot Anchorage: Depth 20m.— 28m. 
Bottom: Mud. Max. Size: 50,000 d.w.t. 
Sheltered Anchorage: Depth: 5.0 m. —16.0 m. Bottom: Mud and sand. 
Max. size: 50,000 d.w.t. 
Loading/Discharging Anchorage: Depth 8.0 m. — 16.0 m. Bottom: Mud. 
Max. size: 50,000 d.w-t. 
RESTRICTIONS: Entry and departure possible day and night. Depth in 
channel 7.0 m. 

Tidal Range: 0.06 m. — 2.26 m. 
VHF: Sanya Radio on Channel 16 (24 hours). 
TUGS: 2248 h.p., 1x 400 h.p. and 1300 h.p. 
GENERAL: Floating Cranes: Available if notified in advance. 
Supply Services: Arranged by Hainan Autonomous Prefective Sanya 
Ocean Shipping Supply Corporation. 
Stevedores Working Hours: As per advanced arrangement with Haikou. 
Warehouse and Open Store Space: 

Warehouse: 9,034 sq.m. 
Store Space: 51,000 sq.m. 

Main Imports and Exports: 

Imports: Grain, cement, chemical, fertilisers, coal and steel. 

Exports: Salt, sugar, rubber and loca! products. 
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SHANGHAI: 31.14 N. 121.28 E. 


Also see “General” before first port. 


DOCUMENTS: China Ocean Shipping, Shanghai Branch, as ship's 
Agent, must submit to Shanghai Customs one complete set of the cargo 
manifests covering all the cargoes to be discharged at Shanghai 
(including the transit cargoes via Shanghai) for the declaration and the 
clearance within 24 hours after the completion of the joint inspection. If 
there is any shortage of the cargo manifests such as the incomplete 
cargo manifest or the missing/omitting of some bills of lading, the Agent 
is forced to bear the penalty (maximum RMB 30,000.00), in accordance 
with the Customs Law in order to improve the quality of the cargo 
manifest and other relevant documents from abroad. 

In consideration of the above, principals are kindly requested to pay 
special attention to this matter and ensure that all the documents, 
especially the cargo manifest, made and sent by principals should be 
perfectly correct. Otherwise, the Agent will transfer all the fines imposed 
upon them by Shanghai Customs to the ship owner or the agents at the 
loading ports. 

Also see “General” before first port. 

PILOTAGE: Compulsory. Pilot available 24 hours. Working VHF 
Channels 16 and 6. 

Pilot boards in position Lat. 31° 03’ 34” N., Long. 122° 08' 14” E. 

Send ETA at the outer roundabout, when at least 4 nautical miles 
from it, on Channels 6 or 16. Vessels making for Beicao Hancao should 
make a safety broadcast 3 nautical miles before entering it and on entry, 
broadcast their name and the time. Vessels intending to navigate in 
Yawosha Hangcao should be equipped with VHF Channel 6. 
RESTRICTIONS: Vessels may enter and sail day and night. 

MAX. SIZE: Maximum fresh water draft in channel is 9.5 m. 
Tidal Range: Maximum 3.45 m., minimum 2.60 m. 


VHF: 
Station Hours Channels 
Penavico 24 11 or 27 
Sinoagent 24 73 or 74 


TUGS: 7 x 980h.p., 5 x 1,670h.p., 1 x 1,900 h.p., 1 x 2,200 h.p. 
3 x 2,600 h.p., 5 x 3,200 h.p. and 1 x 3,500 h.p. 


BERTHING: 
No. of 
Cargo Berths No. of 
Handling Total No. Under Cargo Shore 
District Length of Berths 100m. Draft Handled _—_ Cranes 
(m.) (m.) 
Dong Chang 733 7 3 8.0-10.0 General _ 
Ming Sheng 969 5 5 8.0-— 10.0 Bulk Grain _ 
Bulk Ore 
Hui Shan 1121 8 _ 8.0-10.0 General 20 
Mu Cai 752 5 4 8.0-10.0 Timber 6 
Gao Yang 1112 7 5 8.0-10.0 General 5 
Kai Ping 387 2 2 8.0-10.0 General 4 
Mei Tang 1223 8 5 8.0 —- 10.0 Coal 12 
Xin Hua 1758 10 1 8.0-10.0 Ore, Bulk 15 
Fertiliser 
Zhang 1324 és Ys, 8.0 — 10.0 Containers 8 
Hua Bang Bridge Crane 
Container 4 
Jin Gong Lu 1600 9 6 8.0 - 10.0 Dangerous 6 
Cargo Bridge Crane 
2 
Gong Qing 993 10 _ 8.0-10.0 General _ 
Fu Xing 886 10 —_ 8.0-10.0 General — 
Passenger 1039 10 _ Passengers — 


CRANES: Floating Cranes: 1 x 32 tons, 1 x 63 tons, 1 = 100 tons 
1 x 200 tons, 1 x 500 tons, 1 x 2,500 tons. 
Also see “Berthing”’. 
SPECIALISED CARGO HANDLING FACILITIES: 
Chemicals/Fertilisers: The special wharf for handling bulk chemice 
fertiliser and bulk soda has a quay length of 350 m. able to accommodatt 
two 10,000 d.w.t. vessels or one 30,000 d.w.t. vessel. The whart & 
equipped with cranes with capacity exceeding 15 tonnes and various 
types of hold cleaning machinery. With 22 sets of advanced baggint 
machines available, bulk cargoes can be bagged in warehouses or @ 
ship's side. 
Bulk Grain: With a quay length of 383 m., the mechanised bulk graf 
handling wharf can accommodate 25,000 d.w.t. ocean-going vessel 
and smaller coastal vessels simultaneously. The wharf is equipped wit 
6 sets of pneumatic suckers with capacity of 150-200 tonnes p.h. 
After discharge by suckers, grain is transferred to silos. The silos 
having a total capacity of 51,000 cu.m. are equipped with 6 elevator 
with capacity of 300 tonnes p.h. each. 6,000 tonnes of grain can be 
bagged per 24 hours. 
Timber: Handling of timber takes place at 4 specialised berths with é 
total quay length of 689 m. for 10,000 d.w.t. ocean-going vessels as we 
as at mooring buoys. The terminal has a stacking yard of 40,000 sq.7 
and a river basin of over 10,000 cu.m. for timber storage. Timber § 
handled with 6 portal gantry cranes of 10 tonnes capacity and othe 
specialised equipment. 
Containers: There are 4 container berths enabling 4 second generatia 
full container vessels to be handled simultaneously. The 2 containé 
terminals are equipped with 6 gantry cranes, 14 straddle carriers, at 
forklifts. The well laid out container yards and container freight statior 
cover an area of 240,000 sq.m. and have railway connection. 
MEDICAL: Facilities available. 
FRESH WATER: Available. 
FUEL: Available 
REPAIRS: Facilities available. 
AIRPORT: Located 30 km. from the port. 
DEVELOPMENTS: Container wharves at Wusong under constructio’ 
Two berths. Hitachi container crane (30.5 tonne) under construction 
Two coal wharves (4 berths) being re-built. 
Seven new berths for vessels of 10,000 d.w.t. to be built 


SHIPMASTER'S REPORT: March 1980. 

Tanker's Particulars: 

Ship's Length: 170.75 m. Breadth: 26.09 m. Depth: 14.9 m. 

Summer Deadweight: 31,600 tonnes. Draft: 11.33 m. 

Loaded Shanghai: 19,897.184 tonnes Chinese motor gasoline. 

Sailing Draft: Forward 8.54 m. Aft 9.02 m. 

Navigation: British Admiralty Charts 1601 and 1602 (T) proved most 
reliable with all buoys in their correct position exhibiting the correct lights. 
Where the channel is constantly dredged, there are a few extra buoys 
put they follow the normal numbering of odd on the starboard hand and 
even to port when proceeding up river. 

Anchorage: Anchorage is obtained in the area shown S.E. of Chang 
Kiang Kou Lightvessel. There is a constant strong tide running here and 
at least 6 shackles in the water are recommended. 

Pilotage: The pilot vessel is anchored at Lat. 31°03.4'N., Long. 
122° 12’ E. The Pilots listen on Channel 16 but berthing information 
usually comes from the Agents “Penavico’, through Shanghai Radio. 
When picking up the Pilot, vessels are told to approach as close to the 
pilot vessel as possible and the Pilot boards from a small boat. An 
approach to the pilot station may be made either by keeping well South 
of the Yangtze Channel or going up the channel until Buoy No. 14, then 
cutting down South. 

Radio: Pilots listen to VHF Channel 16. The national agency “Penavico” 
listen on Channel 11 for all ships. Foreign ships are especially asked to 
listen at the following times when they will normally be contacted. 
0715 hrs., 1115 hrs., 1515 hrs. and 1915 hrs. 

The Agents “Penavico” also have Channel 27 if Channel 11 is busy. 
Papers: The following papers are required, and must be on the Chinese 
printed forms: 

2 Report of Entry for foreign-going ship 

1 Maritime Declaration of Health 

1 Report on articles restricted for use in port 

7 Crew Lists 

1 List of specified articles, foreign currencies, gold, silver belonging 

to the ship and/or members of the crew. 

1 Import manifest showing goods to be imported into Shanghai 

A boarding official came aboard with the Pilot and all the Chinese 
forms were completed en route to the Quarantine Anchorage. At the 
Outer Anchorage, no persons boarded. 

Clearance and Pratique at the Quarantine Anchorage took about an 
hour. After this all the officials and the Pilot left. 

All non-Chinese are given Identity cards. Each man receives a 
currency card and all cash drawn on the ship is noted and stamped by 
the Agent. All unused cash must be returned. 

Shore leave is allowed from the Quarantine Anchorage. There are 

two boats daily, one at 0900 hrs. and the other 1600 hrs. Vessels 
requiring this boat must hoist the flag signal “DI”. 
Berthing: All berthing information comes from the Agent via VHF. 
Berthing is carried out day or night at Kao Chiao Sha which is on the 
North bank of the river between Buoy Nos. 107 and 108. Berth is in 
position Lat. 31° 20.75’ N., Long. 121° 32.1’ E. Vessels loading berth 
starboard side alongside so they can turn around in the narrow river 
whilst still light draft. Vessels turn in the river off 8uoy No. 110. The turn 
is made to starboard using the engines and a tug which pushes on the 
port bow. Sometimes the starboard anchor is used. At the berth one tug 
only is used, this not being made fast at all. It simply pushes where 
required. 

Moorings are 4 headlines plus 2 springs forward with 4 sternlines and 
2 springs aft. Whilst approaching the berth, the port anchor is run out 
although its usefulness is doubtful. 

The actual berth is a “T” shaped concrete pier on wooden piles. It is 
about 400 ft. long with a maximum depth of 9.5 m. 560 ft. is about the 
maximum length for the berth. Springs go to the jetty whilst other lines 
go to the shore. Despite the heavy traffic on the river, very little surging 
was experienced on the berth. 

No fuel, water, diesel available ex-berth. All available from a barge 
but not during cargo operations. No slop facilities ashore, again a barge 
iS available if required. 

No ballast to be discharged into the river without the permission of 
the Harbour Authorities. A written application must be made through the 
Agents for the authorities to inspect the ballast. After inspection, 
permission may then be given to start de-ballasting, This ballast check 
most stringent and samples of every tank are taken plus a really good 
visual check carried out. The oil record book is also checked by the 
authorities. 

Whilst at the berth, no visitors are allowed on board. Four border 
guards are on the vessel at all times. Two maintain a continuous 
gangway watch recording the arrivals and departures. Customs Officials 
also stay on board throughout. Whilst at the berth, an Agent's 
fepresentative also stays aboard. 

Facilities: Medical facilities are good and they are arranged by the ship 
chandler. Provisions and stores are readily available and found to be of 
900d quality and inexpensive. The bond was not sealed. 

There is a free transport to and from the seaman’s club in Shanghai 
which was about 1 hour's drive. Photography is allowed in all areas 
except the docks and military areas. 

Notice of Readiness is only accepted during office working hours. 
Anything required such as Cargo surveyors, tank inspectors, bills of 
lading or certificates of quality and quantity must be applied for in writing 
Well in advance. 

Repatriation is possible, the ship chandler provides all the necessary 
alien application forms. 

f tankers wish to take a shore line sample at the start of loading, 
written permission must be applied for. 

Tankers should be well advised to ballast well out to sea as the water 
20 miles from shore tends to contain a lot of mud and sand. 

Sailing: All unused cash, plus currency cards and passes are collected 
Prior to sailing. Papers take about 4 hours. The maximum river draft is 
Om. fresh water. 


CHINA, People’s Republic of 


Two tugs are used for unmooring, one each end and use either tug's 
or ship's gear. Before singling up, the anchor is pulled home if possible. 
Ships with deep draft have 2 Pilots who speak good English. Once the 
vessel is off the berth, the tugs depart. There seemed to be no radar 
assistance or traffic control on the river. Each Pilot depended greatly on 
the whistle and smaller craft seemed to keep the main channel clear. 
Pilots sometimes talked ship to ship on VHF, Channel 6. 

In the main Chanjiang (Yangtse River) there are 3 shallow areas and 
if drawing 9.0 m., they cannot all be transitted in one passage. First after 
un-mooring day or night, the vessel clears the shallow area off Buoy 
No. 58 at HW. Anchor is then dropped with 6 shackles on deck in the 
anchorage just off Buoy No. 57. Just prior to the next high tide, vessels 
weigh anchor to pass shallow areas off Buoy Nos. 55 and 23, the latter 
being passed at HW. The minimum under keel clearance recorded was 
1.0 m. 


Pilots depart as close to the pilot vessel as possible, taking ships 
South of the channel to do this. It is up to the Master whether he remains 
outside the channel or goes back in it after the Pilot has left. 
Conclusion: There were no musters of officers or crew. No problems 
were encountered and all shore personnel seemed pleasant and polite. 

The berth itself was rather old with no gear at all. Ship's gangway 
was used and ship's derrick was required to handle 26 in. hoses. 
Loading rate was 450 t.p.h. and the jetty was manned at all times. 
Agency Notice: To the Master, 

TY Peithtigtins sya Alas Re. cele eey halts aah E 
Dear Captain, 

Please find attached herewith the following forms required by the 
Port Authorities at the Joint Inspection which is to be conducted on your 
vessel's arrival at the Quarantine Anchorage: 

2 Report of Entry for foreign-going ship 

1 Marine Declaration of Health 

1 Report on articles restricted for use in port. 

1 set of specified articles, foreign currencies, gold, silver belonging 
to ship and/or members of crew 

7 sets Crew List 

Please have the above forms filled in now and be ready to submit 
them to the port officials on their boarding for Joint inspection. 

Yours faithfully, 
China Ocean Shipping Agency 
Shanghai Branch 


SHIPMASTER’S REPORT: October 1980. 

Shanghai pilot vessel will now give orders about proceeding inwards 
to pilot vessel or remaining outside at designated anchorage. Pilot 
checked to make sure we had anchored in the correct anchorage. 
Channel buoys as per “Guide to Port Entry”. See “Circulars — Guide to 
foreign vessels calling at Shanghai — Para 3(c)". These buoy positions 
and descriptions were transmitted to vessel but only 4 hours before 
arrival at channel entrance. Pilot vessel tends to be between Buoy Nos. 
14 and 18. All other information in the Shipmaster’s reports appears to 
be still valid. 

Since about July 1980 foreigners changing money ashore are issued 
with Bank of China foreign exchange certificates, likewise if drawing 
cash from Agent. Denominations of 50, 10, 5, 1, 0.50, 0.10 yuans. The 
certificates (like banknotes) are printed with the following: 

“The yaun expressed in this certificate is equivalent in value to the 
Renminbi yuan. This certificate can only be used within China at 
designated places. No request to register its loss will be accepted by 
the Bank”. 

The Renminbi Yuan is the official currency unit. Designated places 
are Seaman's Club, Seaman's Store and Friendship Store. The two 
former have cheaper prices for seamen. Other designated places are 
the tourist hotels. 

For tankers, authorities require a cargo manifest of nil cargo, 
no special form required. 

For entry papers the official Chinese forms must now be used for 
‘Report of Entry for Foreign-Going Ship, Crew List and List of Specified 
Articles, Foreign Currencies, Gold, Silver belonging to Ship and/or 
Members of Crew’. If not available on board before arrival then vessel 
must now transfer the information to the Chinese forms. 

If vessel coming from what they describe as a cholera infected port 
then the following are required. A statement of ballast quantities and 
disposition (required from clean port also) and where the ballast came 
from, i.e. open sea or which river. They are most concerned that no 
ballast is imported from a cholera infected port. Ballast is inspected by 
quarantine officials and the slightest “rainbow” on top means the top 
one third of that tank will have to be pumped into a barge. They will not 
give statement to say they consider any tank is not suitable to pump 
overboard into river. A statement of where you last took fresh water, 
amounts taken and amounts remaining on board. They analysed our 
water from Bangkok and declared it was not very good and chlorinated 
the drinking water tank and also the wash water tanks but again they 
would not give a statement to say what was wrong with it, although they 
do not give a certificate to say the tanks have been chlorinated. A list 
of stores taken at any ‘cholera infected port’. If any fresh stores were 
taken then samples are taken ashore for analysis. Obviously, it is best 
to endeavour to ascertain beforehand whether they consider your last 
port cholera infected. 

Other papers required are crew declaration (to include makers names 
for items like watches, radios, etc.). Ten copies of Notice of Readiness. 
They do not consider a vessel ready until all ballast has been discharged. 
They did not require lists of bridge navigational equipment or lists of 
pyrotechnics or lists of radio equipment. 

Light dues are payable for 3 months or 30 days. For 30 days, dues 
are calculated at Yuan 0.90 per nett registered ton. For 3 months it is 
more expensive. 

At Quarantine Anchorage, accommodation required for 2 guards. 
At berth same required plus accommodation for 2 Customs Officials, 
1 Agent and possibly 1 cargo surveyor. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Inspection is carried out on arrival at the Quarantine Anchorage and 
prior to departure berth. This was just the entry and departure formalities. 
No search was made and there was no crew assembly. Passes issued 
to everyone and collected prior to sailing. 

Apparently fresh water and bunkers are available. There appeared to 
be no restrictions on use of radar, echo sounder, binoculars, etc. 

Gasoline cargo loaded was about average S.G. with a loading 
temperature of 23.5°C. Cargo papers on sailing are manifests and Bills 
of Lading only. 


SHIPMASTER’S REPORT: July, 1984. 

Shanghai Entrance. Buoys as follows: 

AAA Pranigdangiou Lightvessel Lat. 31° 03’ 30” N., Long. 122° 23’ 1” E. 

BBB Changkiangkou Lightbuoys M1 H11-H20 replaced by Buoys 44 — 49. 
Buoy 44 Lat. 31° 03’ 22” N., Long. 122° 19’ 52” E. Fl. 3/10 secs. 
Buoy 45 Lat. 31° 03’ 14” N., Long. 122° 16’ 58” E. Fl. 3/6 secs. 
Buoy 46 Lat. 31° 03’ 06” N., Long. 122° 14’ 02” E. Fl. 3/10 secs. 
Buoy 47 Lat. 31° 03’ 00" N., Long. 122° 11’ 06” E. Fl. 3/6 secs. 
Buoy 48 Lat. 31° 03’ 34” N., Long. 122° 08’ 14” E. Fl. 3/10 secs. 
Buoy 49 Lat. 31°04’ 11” N., Long. 122° 05’ 26” E. Fl. 3/6 secs. 

Pilot vessel moving in/area Buoys 47 — 49 serving/as pilot station. 


SHIPMASTER’S REPORT: January 1986 
Documents: The following papers are required by the Port Authorities: 

1 copy Maritime Declaration of Health. 

2 copies Report of Entry for Foreign Going Vessels. 

4 copies Crew List. 

1 copy List of Specified Articles, Foreign Currency, Gold, Silver 

belonging to the ship or crew members. 

1 Import Manifest. 

The following certificates and papers are to be submitted for 
examination by the Port Authorities: 

Registry Certificate. 

Tonnage Certificate. 

International Load Line Certificate. 

Derat Certificate. 

Deck and Engine Log Books. 

Tonnage Dues Certificate. 

Manifest of Cargo for Discharging and Transit Cargo. 

Oil Record Books. 

Clearance: Clearance of the vessel usually takes place at the Shanghai 
Quarantine Anchorage located in the following position between the 
buoys: 

Buoy No. 25 Lat. 31° 20.8’ N., Long. 121° 39.7’ E. 

Buoy No. Q1 Lat. 31° 21.9’ N., Long. 121° 37.8’ E. 

Buoy No. 29 Lat. 31° 23.0’ N., Long. 121° 35.9’ E. 

Buoy No. Q4 Lat. 31° 23.5’ N., Long. 121° 36.3’ E. 

Buoy No. Q3 Lat. 31° 22.6’ N., Long. 121° 38.4’ E. 

Buoy No. Q2 Lat. 31° 21.8’ N., Long. 121° 40.4’ E. 

After clearance vessel proceeds for berthing/mooring. Occasionally 
Port Authorities instruct Pilots to proceed direct for berthing/mooring and 
Entry Clearance of the vessel carried out after berthing or mooring. 
Navigation: B.A. Charts No. 1601 and No. 1602 proved most useful 
when entering the South Channel in order to receive Pilots. i 

The positions and new numbers of the buoys are indicated below: 

Changjiang Kou Lightvessel _Lat. 31° 03.4’ N., Long. 122° 23.2’ E. 

Buoy No. 1 (ex-Buoy No. 44) Lat. 31° 03.4’ N., Long. 122° 19.8’ E. 

Buoy No. 2 (ex-Buoy No. 45) Lat. 31° 03.2’ N., Long. 122° 17.0’ E. 

Buoy No. 3 (ex-Buoy No. 46) Lat. 31° 03.1’ N., Long. 122° 14.0’ E. 

Buoy No. 4 (ex-Buoy No. Lat. 31° 03.0’ N., Long. 122° 11.1’ E. 

Buoy No. 5 (ex-Buoy No. 48) Lat. 31° 03.6’ N., Long. 122° 08.2' E. 

Buoy No. 6 (ex-Buoy No. 49) Lat. 31° 04.2’ N., Long. 122° 05.4’ E. 

Buoy No. 7 (ex-Buoy No. Lat. 31° 05.4’ N., Long. 122° 02.8’ E. 

Buoy No. 8 (ex-Buoy No. Lat. 31° 06.6’ N., Long. 122° 00.2’ E. 

Buoy No. 9 (ex-Buoy No. 52) Lat. 31° 07.6’ N., Long. 121° 57.7’ E. 

The characteristics of all the above buoys of the South Channel are 
Red/White with radar reflector on top. 

The South Channel is used for vessels in light condition or vessels 
with a draft up to 7.5 m. (FW). 

The North Channel is used for large vessels or vessels with a draft 
over 7.5m. 

The numbering of the buoys of the North Channel is still the same as 
indicated on B.A. Chart No. 1602 but in the near future this channel will 
also be re-numbered. 


Pilotage: During good weather the pilot vessel is anchored in position 
Lat. 31° 03.8’ N., Long. 122° 07.2’ E. and Pilots board vessels between 
Buoys Nos. 5 and 6 in the South Channel. 

For vessels using the North Channel, boarding area is between 
Changjiang Kou Lightvessel and Buoy No. 1 of South Channel. 

During bad weather or strong winds Pilots board between Buoys No. 
6 and No. 7 of South Channel and occasionally near Buoy No. 8. 

For entry or departure through the South Channel all ships navigate 
anti-clockwise within a radius of 1.3 miles of the Changjiang Kou 
Lightvessel but clear of an inner radius of 0.3 miles centred on 
Changjiang Kou Lightvessel and then entering South Channel within 
500 m. North of the line joining mid-channel Buoys No. 1 — 9 or 500 m. 
South of the line joining mid-channel Buoys No. 1 — 9 on leaving. 

Pilots listen on VHF Channel 16, and give instructions to vessels 
entering or berthing at Shanghai. They also give instructions as to the 
Pilots’ boarding position. Foreign vessels contact the pilot station at 
0845 hrs., 1115 hrs., 1515 hrs. and 1915 hrs. to enquire if they are on 
the daily list for entering. 

Local Agents “Penavico Shanghai” also inform vessels by cable via 
Shanghai Radio of berthing prospects and Pilots’ boarding time. 
Two a board vessel and they stay on board until vessel is berthed 
or moored. 
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Anchorage: Vessels anchor in the area indicated to the S.E. of 
Changjiang Kou Lightvessel (between 30° 35’ N. and 31° 00’ N. and 
between 122° 25’ E. and 122° 32’ E.). 

Due to strong current and tide at least 6 — 7 shackles are 
recommended when anchoring in the above anchorage. 
Radio: All telexes transmitted to Agents via Singapore Radio and 
Shanghai. Agents “Penavico” relay cables via Shanghai Radio only. 

The following information is required by the Agents: 

Forward and aft arrival draft (Salt Water). 

Crew/Passengers on board and if all healthy. 

Ports of call from Loading Port with dates of arrival/departure each 


rt. 

Quantity of main provisions, drinking water, ballast water on board 
and when and where taken. 

Derat or Derat Exemption Certificate, port and date of issue. 

“Penavico” use VHF Channel 11 for all ships when giving any 
information required by the vessels. 

Berthing: All berthing information received from the Agent via VHF 
Berthing or shifting carried out day and night. 

For discharging of soyabean oil, vessel moored to Buoys No. 81 — 82 
located on the ninth section of the river. The actual berth for soyabean 
oil is a small wooden pier used only by small coasters and barges. During 
mooring 1 tug used only for pushing. 4 headlines and 1 slip wire used 
forward and only 4 stern lines used aft. 

No ballast water can be discharged into the river without the 
permission of the Harbour Master. 

For a short period (6 — 8 hours) the Port Authorities (through the Agent} 
give permission for engine inspection and overhauling of pistons. 
Discharging: Notice of Readiness tendered on vessel's arrival at the 
Outer Anchorage but accepted by “Penavico” after berthing and only 
during office hours. 

Cargo Surveyors (3 persons), board vessel and check the quality of 
the cargo, taking ullages and samples. The Surveyors company is the 
national firm China Commodity Inspection Bureau. 

After cargo inspection and test, and if they find cargo in good order, 
they give permission for discharge to commence. No ship's papers or 
cargo calculations signed by them. 

Cargo discharged into the barges at a maximum rate of 350 tonnes 
p.h. through a flexible 6 in. hose. Each barge has a capacity of about 
350 — 500 tonnes. There is always a shortage of barges. For a quantity 
of 10,000 tonnes the discharging time is usually 4 — 7 days. 

The daily quantity discharged was: 

Day 1 — 350 tonnes (1 barge). 

Day 2 — 685 tonnes (2 barges). 

Day 3 — No discharging. No barges available. 
Day 4 — 1,250 tonnes (3 barges). 

Day 5 — 1,745 tonnes (4 barges). 

Day 6 — 2,200 tonnes (5 barges). 

Day 7 — 3,515 tonnes (9 barges) maximum. 
Day 8 — 485 tonnes (1 barge). 

The daily maximum quantity which they can receive is approximately 
3,500 tonnes. 

After discharging and squeezing of the cargo the Surveyors inspected 
all the tanks carefully and gave their own Dry Certificate. If there is é 
difference between the ship's figures and shore figures, vessel’ 
departure is postponed until a final settlement is reached. 
Unberthing: 2 tugs are used for unmooring, one each end, using tugs 
lines. 

Large vessels always use 2 Pilots and they speak good English. The 
Pilots use the ship's whistle a lot in order to keep the main channel clea’ 
as no safety regulations followed by small craft, barges, ferries, etc. 

Both anchors to be ready for use at all times when berthing/unberthing 
Facilities: Free transportation by a small ferry is available from the ship 
to the ferry station. 

Two guards and 1 Customs Officer stay on board from arrival unti 
sailing. 

Provisions, stores, bunkers and water are available with 2 — 3 days 
notice. The water is not very good quality so should be avoided / 
possible. Bonded stores are not seaied. Port Authorities and Agents are 
very pleasant and polite. The vessel did not face any problems during 
entering, stay alongside or when leaving Shanghai. 


SHIPMASTER’S REPORT: March 1986. 

Vessel anchored with 6 shackles in the water; Changjiang Kou 
Lightvessel bearing 277°x9.5 miles. Strong winds (Force 6) wee 
experienced and vessel rolled 20°. Ebb tide is stronger than the flood 
All messages were passed on to the Agents via W/T, who keep watch 
24 hours on VHF Channel 11, but there was no answer. Entry anc 
departure is through the South Channel (Nancao Hangdoa). Changjiang 
Kou Lightvessel and the buoys are in position as marked on Chart No 
1602; but no racon was observed on any of the lightvessels. Light Buoj 
Nos. 44 onwards are re-numbered as Nos. 1 onwards; and are red an 
white can buoys with spherical topmarks. The lightvessel and all the 
buoys are to be passed on the port side. 2 pilot vessels were cruising 
between Buoys No. 5 and 6 and Pilot boards from a small boat coming 
alongside. 

Vessel had to anchor for Free Pratique at Woosung Quarantine 
Anchorage, which was granted in 30 minutes. After the vessel was tie 
up at berth between Buoys No. 44 and 45, Customs and Immigratio’ 
boarded the vessel (4 people). The following documents were requires 
6 Crew Lists; 1 Private Property List including currency; List of Provisions 
and where purchased; quantity of fresh water, ballast and where art 
when taken; List of Ports of Call during last 30 days. 

All passports and health books to be collected. Bonded Stores no 
sealed. No separate List of Foreign Currency on Board required. Foreig’ 
currency can only be changed at “Friendship Stores”, Seamen's Clue 
or big hotels in exchange for specially made notes for use of foreignes 
— but can also be used in any other stores or hotels. No restrictions & 
the use of VHF, radar, echo sounder or any other navigation 
equipment. Cargo Manifest was sighted 


Two Officials from Customs and Immigration stay on board and a cabin 

has to be made available. Everyone has to show shore passes before 
ing ashore. There is a launch every hour — last one at 2330 hrs. 
narges U.S.$10.0 per day for every ship on the buoys. 


AUTHORITY: Port of Shanghai Authority, 5th Floor, Shanghai Customs 
House, 13 Zhong Shan Road (E.1), Shanghai, People’s Republic of 
China. Tel: 290680. Telex: 33023 SHACO. Contact: Yan Run-Gian, 
Director. 

AGENT: Jardine Matheson (China) Ltd., Room 1502, Union Building, 
100 Yanan Road, Shanghai, Peoples’s Republic of China. Tel: 203888. 
Telex: 33079. 

Jardine Transport Services (China) Ltd., Room 1709 Jing An Guest 
House, 370 Hua Shan Road, Shanghai, People’s Republic of China. 
Tel: 021 2551888/2563050. Telex: 30022 BTHJA CN (Attn: Room 1709). 
Fax: 021 2552657 (Attn: Room 1709) 

Associated with Jardine Shipping Agencies. 


SHANTOU: 23.21 N. 116.40 E. 


PILOTAGE: Compulsory. The pilot station is located in position 
Lat. 23° 17’ N., Long. 116° 48’ E. 

ANCHORAGES: There are 11 anchorages which are numbered 1, 2, 
3, 4, 5, 6, 7, 11, 12, 13 and 14. The depths vary from 4.8 m. to 12.0 m. 
The nature of the bottom is mud and the holding ground is good. Vessels 
up to 40,000 d.w.t. may use the anchorages. 

MAX. SIZE: The draft limitation in the channel is 6.0 m. 

Tidal Range: Maximum 2.1 m., minimum 0.54 m. 

VHF: The port radio station is on Channel 16 throughout 24 hours. 
Penavico are on Channel 11 from 0800 hrs. to 1800 hrs. 

TUGS: 1 x 428h.p. and 1 x 980 h.p. 


BERTHING: 
Max. Type of Crane 

District Berth Length Draft Max. Size Cargo Capacity 

No. (m.) (m.) (d.w.t.) (tons) 
First 1 250 4.0 5,000 General 1x5 

2 250 4.0 5,000 General 1x5 

3M 100 4.0 3,000 General _— 
Second Coal 130 “5 16,000 Coal 1 x 100 
Passenger _ 133 6.0 5,000 Passenger — 
Third 1 Ths 4.2 1,000 General — 


FRESH WATER: Contact Harbour Administration. 
FUEL: Not available. 
REPAIRS: Repair facilities available. 
GENERAL: 
Provisions: Contact China Ocean Shipping Agency, Shantou Branch or 
Shantou Ocean Shipping Supply Company. 
Storage: Warehouse: 20,401 sq.m. 
Open Storage: 17,189 sq.m. 
Imports: Cement, chemical, fertiliser and steel. 
Exports: General Cargo. 


SHIJIUSUO (Shijiu): 35.22 N.119.17E. (See Plan) 


PILOTAGE: Compulsory. Pilot boards vessel at Quarantine Anchorage, 
day and night. 
ANCHORAGE: Depth 17.0 m. — 19.0m. Bottom is mud and sand. 
Vessels up to 200,000 d.w.t. may use anchorages. 

The anchorages are within the following areas. 

Anchorage No. |: 35° 20’ 29” N., 119° 37’ 23” E. 
35° 20’ 29” N., 119° 39’ 53.5” E. 
35° 16’ 29” N., 119° 37’ 23” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 20' 29” N., 119° 39’ 53.5” E. 
35° 20' 29” N., 119° 42’ 24” E. 
35° 18' 29” N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 42' 24” E. 
35° 18’ 29" N., 119° 37’ 23” E. 
35° 18’ 29" N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 37’ 23” E. 
35° 16’ 29” N., 119° 39’ 53.5" E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 18' 29” N., 119° 42’ 24” E. 
35° 16’ 29” N., 119° 39’ 53.5” E. 
35° 16’ 29” N., 119° 42’ 24” E. 
RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. draft in Channel is 14.0 m. Maximum tidal range 4.9 m. 
VHF: Shijiu Radio operates throughout 24 hours on Channel 16, 
working on Channels 1, 10, 23 and 26. 
TUGS: 1x 1,600 h.p. and 43,200 h.p. 


Anchorage No. 2: 


Anchorage No. 3: 


Anchorage No. 4: 


BERTHING: 
Area Berth Length/Depth Max. LOA Berth Use 
(m.) (m.) 
Coal Wharf A 370/17.0 280 Coal 
B 370/17.0 280 Coal 
GeneralCargo  — 220/8.5 165 General 
Whart (under 10,000 Cargo 


d.w.t. 
CRANES: 1 x 10 ton crane at General Cargo Wharf, and 1 floating crane 
with capacity of 200 tonnes. 
FRESH WATER: Available. 
FUEL: Available from Qingdao or Lianyungang. 
REPAIRS: Facilities available. 


CHINA, People’s Republic of 


SHIPMASTER’S REPORT: July 1989. 
Documents: The following are to be completed on Chinese Forms: 

1 copy Crew Declaration (should include currency, gold items, 

cameras, watches, etc.). 

copy Report of Articles restricted for use in port. 

copy detailed Ship Information Sheet. 

copy Quarantine Declaration. 
hip's forms may be used for the following: 

copy Crew Declaration. 

copy Vaccination List (Cholera vaccinations to be up to date). 
copies Crew List. 

copies Bills of Lading. 

copies Cargo Manifest. 

copies Cargo Plans. 

Formalities: The authorities require the “Q” flag to be flown until Pratique 
has been granted. The Agent and 12 Port Control Officials come on 
board at the anchorage by tug and require a large room for completing 
formalities. The Port Control party consists of 2 Port Health Officials, 
2 Immigration Officials, 2 Officials from the Harbour Master's 
Department, 4 Customs Officials and 2 other persons. The 
documentation listed above is dealt with at this time. Pratique is granted 
prior to all other business, after which papers are processed and the 
Customs seal the bond locker. The formalities take 1.5 — 2 hours. 
A routine search is made of the accommodation. 

Pilotage: 2 Pilots boarded the vessel from a tug. The approach to the 
general cargo quay was through a channel and was carried out 
confidently. 

The distance from the pilot station to the berth is 1.5 miles. 
Anchorage: Port Control advised the vessel to anchor in position Lat. 
35° 19’ 30” N., Long. 119° 35’ 30” E., which is South East of the Fairway 
Buoy. The bottom is heavy mud and the holding ground good. The tidal 
stream is strong in this area. 

Restrictions: The controlling depth in the approaches is 20 m. The depth 
in the dredged channel is 9.5 m. No night time berthing or unberthing 
at present. 

Max. Size: Maximum permissible draft alongside 6.5 m., plus height of 
tide (maximum 4.0 m.), less 0.5m. for keel clearance. There is no 
restriction on length. 

VHF: The Agent's office may be contacted during the working day on 
Channel 16, working on Channel 11. 

Tugs: Large powerful tugs available. Use of 2 ge is compulsory. 

The tugs were secured when the vessel was East of the quay. One 
tug forward and one tug aft, tugs lines used. 

Berthing: There is only one general cargo berth in operation. If a tanker 
wishes to berth and a general cargo ship is alongside at the time, the 
general cargo vessel will have to vacate the berth. 

Vessel berthed starboard side alongside on a heading of 045°. 
Moorings consisted of 2 head/stern lines, 2 breast lines and 2 springs 
at each end. All lines had a good drift. The anchor may be used for 
berthing but only in an emergency. 

Bulk Handling Facilities: There is a very efficient coal berth in the South 
East part of the port. The berth is operated by Japanese interests and 
coal is brought from inland mines by train. The coal berth will accept 2 
bulk carriers and is capable of loading 4,000 t.p.h. 

Cargo Operations: If a vessel is to discharge oil, 10 officials representing 
the Port Public Health Board come on board to take tank samples and 
ullages and calculate cargo quantity. Analysis of samples takes about 
2 hours, after which permission is given to pump cargo ashore. 

The distance from the manifold to the shore line is about 20 m. 
Hoses: Ship's hose is used as no shore hoses available. Reducers also 
supplied by the ship. 5 sections of ship's 6 in. hose used for connecting 
to the 6 in. shore line. The distance to the 2 shore tanks is approximately 
1,000 m. The maximum pressure allowed on the line is 7 kg./sq.cm. — 
8 kg./sq.m. There are no facilities for ship's slops. 

Tank Dry Certificate: If a Tank Dry Certificate is required on completion 
of operations a formal written application must be made through the 
Agent for such inspection. 

Cranes: There are 3 modern luffing cranes with limited travel along the 
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quay. 
Ballast: Discharge of any clean ballast is not permitted unless a written 
application has been made to the Harbour Master's office. This 
application should indicate the amount to be discharged and the time 
required. Officers from the Harbour Master's office make frequent visits 
to the ship to check that all port regulations are being complied with, 
especially anti-pollution regulations. If any scuppers are found 
unplugged or uncemented or if any discolouration of the water is found 
in the vicinity of the ship, an explanation is required. 

Bridges: None. 

Density: 1025. 

Fresh Water: Available. Rate of delivery 15 t.p.h. 

Fuel: Gas oil is available with notice from Qingdao. 

Surveyors: No surveyors locally, nearest are at Qingdao which is 
approximately 140 km. to the North. 

Customs Allowances: On arrival, Customs allow 15 cartons of cigarettes 
and 5 bottles of spirits to be kept out of the bond. 

Airport: Qindao Airport is 140 km. by road. There are flights to Hong 
Kong, Osaka and Chinese cities. 

Repairs: Minor repairs can be undertaken. 

Shore Leave: An Immigration guard is on duty at the foot of the gangway 
at all times while the ship is in port. All crew members must produce a 
pass and identity card when going ashore. 

General: 

Stores: Fresh stores can be obtained from the State Shipchandler. 
Chart: BA. Chart No. 1253. 

Developments: Extensive expansion of the port is currently being 
undertaken. An area adjacent to the general cargo quay is being filled 
in to make a large container area. 
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Inspection is carried out on arrival at the Quarantine Anchorage and 
prior to departure berth. This was just the entry and departure formalities. 
No search was made and there was no crew assembly. Passes issued 
to everyone and collected prior to sailing. 

Apparently fresh water and bunkers are available. There appeared to 
be no restrictions on use of radar, echo sounder, binoculars, etc. 

Gasoline cargo loaded was about average S.G. with a loading 
temperature of 23.5°C. Cargo papers on sailing are manifests and Bills 
of Lading only. 


SHIPMASTER’S REPORT: July, 1984. 

Shanghai Entrance. Buoys as follows: 

AAA Gharigkiengiou Lightvessel Lat. 31° 03’ 30” N., Long. 122° 23’ 1” E. 

BBB Changkiangkou Lightbuoys M1 H11-H20 replaced by Buoys 44 — 49. 
Buoy 44 Lat. 31° 03’ 22” N., Long. 122° 19’ 52” E. Fl. 3/10 secs. 
Buoy 45 Lat. 31° 03’ 14” N., Long. 122° 16’ 58” E. Fl. 3/6 secs. 
Buoy 46 Lat. 31° 03’ 06” N., Long. 122° 14’ 02” E. FI. 3/10 secs. 
Buoy 47 Lat. 31° 03’ 00" N., Long. 122° 11’ 06” E. FI. 3/6 secs. 
Buoy 48 Lat. 31° 03’ 34” N., Long. 122° 08’ 14” E. Fl. 3/10 secs. 
Buoy 49 Lat. 31° 04’ 11” N., Long. 122° 05’ 26” E. Fl. 3/6 secs. 

Pilot vessel moving in/area Buoys 47 — 49 serving/as pilot station. 


SHIPMASTER’S REPORT: January 1986 
Documents: The following papers are required by the Port Authorities: 

1 copy Maritime Declaration of Health. 

2 copies Report of Entry for Foreign Going Vessels. 

4 copies Crew List. 

1 copy List of Specified Articles, Foreign Currency, Gold, Silver 

belonging to the ship or crew members. 

1 Import Manifest. 

The following certificates and papers are to be submitted for 
examination by the Port Authorities: 

Registry Certificate. 

Tonnage Certificate. 

International Load Line Certificate. 

Derat Certificate. 

Deck and Engine Log Books. 

Tonnage Dues Certificate. 

Manifest of Cargo for Discharging and Transit Cargo. 

Oil Record Books. 
Clearance: Clearance of the vessel usually takes place at the Shanghai 
Quarantine Anchorage located in the following position between the 
buoys: 


Buoy No. 25 Lat. 31° 20.8’ N., Long. 121° 39.7’ E. 
Buoy No. Q1 Lat. 31° 21.9’ N., Long. 121° 37.8’ E. 
Buoy No. 29 Lat. 31° 23.0’ N., Long. 121° 35.9’ E. 
Buoy No. Q4 Lat. 31° 23.5’ N., Long. 121° 36.3’ E. 
Buoy No. Q3 Lat. 31° 22.6’ N., Long. 121° 38.4’ E. 
Buoy No. Q2 Lat. 31° 21.8’ N., Long. 121° 40.4’ E. 


After clearance vessel proceeds for berthing/mooring. Occasionally 
Port Authorities instruct Pilots to proceed direct for berthing/mooring and 
Entry Clearance of the vessel carried out after berthing or mooring. 
Navigation: B.A. Charts No. 1601 and No. 1602 proved most useful 
when entering the South Channel in order to receive Pilots. : 

The positions and new numbers of the buoys are indicated below: 

Changjiang Kou Lightvessel Lat. 31° 03.4’ N., Long. 122° 23.2’ E. 

Buoy No. 1 (ex-Buoy No. 44) Lat. 31° 03.4’ N., Long. 122° 19.8’ E. 

Buoy No. 2 (ex-Buoy No. Lat. 31° 03.2’ N., Long. 122° 17.0’ E. 

Buoy No. 3 (ex-Buoy No. 46) Lat. 31° 03.1’ N., Long. 122° 14.0’ E. 

Buoy No. 4 (ex-Buoy No. 47) Lat. 31° 03.0’ N., Long. 122° 11.1’ E. 

Bucy No. 5 (ex-Buoy No. 48) Lat. 31° 03.6’ N., Long. 122° 08.2’ E. 

Buoy No. 6 (ex-Buoy No. 49) Lat. 31° 04.2’ N., Long. 122° 05.4’ E. 

Buoy No. 7 (ex-Buoy No. Lat. 31° 05.4’ N., Long. 122° 02.8’ E. 

Buoy No. 8 (ex-Buoy No. 51) Lat. 31° 06.6’ N., Long. 122° 00.2’ E. 

Buoy No. 9 (ex-Buoy No. 52) Lat. 31° 07.6’ N., Long. 121° 57.7’ E. 

The characteristics of all the above buoys of the South Channel are 
Red/White with radar reflector on top. 

The South Channel is used for vessels in light condition or vessels 
with a draft up to 7.5 m. (FW). 

The North Channel is used for large vessels or vessels with a draft 
over 7.5m. 

The numbering of the buoys of the North Channel is still the same as 
indicated on B.A. Chart No. 1602 but in the near future this channel will 
also be re-numbered. 


Pilotage: During good weather the pilot vessel is anchored in position 
Lat. 31° 03.8’ N., Long. 122° 07.2’ E. and Pilots board vessels between 
Buoys Nos. 5 and 6 in the South Channel. 

For vessels using the North Channel, boarding area is between 
Changjiang Kou Lightvessel and Buoy No. 1 of South Channel. 

During bad weather or strong winds Pilots board between Buoys No. 
6 and No. 7 of South Channel and occasionally near Buoy No. 8. 

For entry or departure through the South Channel all ships navigate 
anti-clockwise within a radius of 1.3 miles of the Changjiang Kou 
Lightvessel but clear of an inner radius of 0.3 miles centred on 
Changjiang Kou Lightvessel and then entering South Channel within 
500 m. North of the line joining mid-channel Buoys No. 1 — 9 or 500 m. 
South of the line joining mid-channel Buoys No. 1 — 9 on leaving. 

Pilots listen on VHF Channel 16, and give instructions to vessels 
entering or berthing at Shanghai. They also give instructions as to the 
Pilots’ boarding position. Foreign vessels contact the pilot station at 
0845 hrs., 1115 hrs., 1515 hrs. and 1915 hrs. to enquire if they are on 
the daily list for entering. 

Local Agents “Penavico Shanghai” also inform vessels by cable via 
Shanghai Radio of berthing prospects and Pilots’ boarding time. 
Two — board vessel and they stay on board until vessel is berthed 
or moored. 
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Anchorage: Vessels anchor in the area indicated to the S.E. of 
Changjiang Kou Lightvessel (between 30° 35’ N. and 31° 00’ N. ang 
between 122° 25’ E. and 122° 32’ E.). 

Due to strong current and tide at least 6 — 7 shackles are 
recommended when anchoring in the above anchorage. 
Radio: All telexes transmitted to Agents via Singapore Radio ang 
Shanghai. Agents “Penavico” relay cables via Shanghai Radio only. 

The following information is required by the Agents: 

Forward and aft arrival draft (Salt Water). 

Crew/Passengers on board and if all healthy. 

Ports of call from Loading Port with dates of arrival/departure each 


rt. 

Quantity of main provisions, drinking water, ballast water on board 
and when and where taken. 

Derat or Derat Exemption Certificate, port and date of issue. 

“Penavico” use VHF Channel 11 for all ships when giving any 
information required by the vessels. 

Berthing: All berthing information received from the Agent via VHF 
Berthing or shifting carried out day and night. 

For discharging of soyabean oil, vessel moored to Buoys No. 81 — 82 
located on the ninth section of the river. The actual berth for soyabean 
oil is a small wooden pier used only by small coasters and barges. During 
mooring 1 tug used only for pushing. 4 headlines and 1 slip wire used 
forward and only 4 stern lines used aft. 

No ballast water can be discharged into the river without the 
permission of the Harbour Master. 

For a short period (6 — 8 hours) the Port Authorities (through the Agent) 
give permission for engine inspection and overhauling of pistons. 
Discharging: Notice of Readiness tendered on vessel's arrival at the 
Outer Anchorage but accepted by “Penavico” after berthing and only 
during office hours. 

Cargo Surveyors (3 persons), board vessel and check the quality o! 
the cargo, taking ullages and samples. The Surveyors company is the 
national firm China Commodity Inspection Bureau. 

After cargo inspection and test, and if they find cargo in good order 
they give permission for discharge to commence. No ship's papers 0 
cargo calculations signed by them. 

Cargo discharged into the barges at a maximum rate of 350 tonnes 
p.h. through a flexible 6 in. hose. Each barge has a capacity of abou! 
350 — 500 tonnes. There is always a shortage of barges. For a quantity 
of 10,000 tonnes the discharging time is usually 4 — 7 days. 

The daily quantity discharged was: 

Day 1 — 350 tonnes (1 barge). 

Day 2 — 685 tonnes (2 barges). 

Day 3 — No discharging. No barges available. 
Day 4 — 1,250 tonnes (3 barges). 

Day 5 — 1,745 tonnes (4 barges). 

Day 6 — 2,200 tonnes (5 barges). 

Day 7 — 3,515 tonnes (9 barges) maximum. 
Day 8 — 485 tonnes (1 barge). 

The daily maximum quantity which they can receive is approximately 
3,500 tonnes. 

After discharging and squeezing of the cargo the Surveyors inspectec 
all the tanks carefully and gave their own Dry Certificate. If there is é 
difference between the ship's figures and shore figures, vessels 
departure is postponed until a final settlement is reached. 
Unberthing: 2 tugs are used for unmooring, one each end, using tugs 
lines. 

Large vessels always use 2 Pilots and they speak good English. The 
Pilots use the ship's whistle a lot in order to keep the main channel clea 
as no safety regulations followed by small craft, barges, ferries, etc. 

Both anchors to be ready for use at all times when berthing/unberthing 
Facilities: Free transportation by a small ferry is available from the ship 
to the ferry station. 

Two guards and 1 Customs Officer stay on board from arrival unt 
sailing. 

Dionne, stores, bunkers and water are available with 2 — 3 days 
notice. The water is not very good quality so should be avoided ' 
possible. Bonded stores are not sealed. Port Authorities and Agents art 
very pleasant and polite. The vessel did not face any problems during 
entering, stay alongside or when leaving Shanghai. 


SHIPMASTER’S REPORT: March 1986. 

Vessel anchored with 6 shackles in the water; Changjiang Ko 
Lightvessel bearing 277°x9.5 miles. Strong winds (Force 6) weft 
experienced and vessel rolled 20°. Ebb tide is stronger than the flood 
All messages were passed on to the Agents via W/T, who keep wate 
24 hours on VHF Channel 11, but there was no answer. Entry an 
departure is through the South Channel (Nancao Hangdoa). Changjiars 
Kou Lightvessel and the buoys are in position as marked on Chart No 
1602; but no racon was observed on any of the lightvessels. Light Buo) 
Nos. 44 onwards are re-numbered as Nos. 1 onwards; and are red ar 
white can buoys with spherical topmarks. The lightvessel and all the 
buoys are to be passed on the port side. 2 pilot vessels were cruisit 
between Buoys No. 5 and 6 and Pilot boards from a small boat comin 
alongside. 

Vessel had to anchor for Free Pratique at Woosung Quarantit 
Anchorage, which was granted in 30 minutes. After the vessel was tie 
up at berth between Buoys No. 44 and 45, Customs and Immigrati¢ 
boarded the vessel (4 people). The following documents were require’ 
6 Crew Lists; 1 Private Property List including currency; List of Provisio® 
and where purchased; quantity of fresh water, ballast and where am 
when taken; List of Ports of Call during last 30 days. 

All passports and health books to be collected. Bonded Stores ™ 
sealed. No separate List of Foreign Currency on Board required. Forel? 
currency can only be changed at “Friendship Stores”, Seamen's Cu 
or big hotels in exchange for specially made notes for use of foreigne® 
— but can also be used in any other stores or hotels. No restrictions @ 
the use of VHF, radar, echo sounder or any other navigation 
equipment. Cargo Manifest was sighted. 


Two officials from Customs and Immigration stay on board and a cabin 

has to be made available. Everyone has to show shore passes before 

ng ashore. There is a launch every hour — last one at 2330 hrs. 
narges U.S.$10.0 per day for every ship on the buoys. 


AUTHORITY: Port of Shanghai Authority, 5th Floor, Shanghai Customs 
House, 13 Zhong Shan Road (E.1), Shanghai, People’s Republic of 
China. Tel: 290680. Telex: 33023 SHACO. Contact: Yan Run-Gian, 
Director. 

AGENT: Jardine Matheson (China) Ltd., Room 1502, Union Building, 
100 Yanan Road, Shanghai, Peoples’s Republic of China. Tel: 203888. 
Telex: 33079. 

Jardine Transport Services (China) Ltd., Room 1709 Jing An Guest 
House, 370 Hua Shan Road, Shanghai, People's Republic of China. 
Tel:021 2551888/2563050. Telex: 30022 BTHJA CN (Attn: Room 1709). 
Fax: 021 2552657 (Attn: Room 1709) 

Associated with Jardine Shipping Agencies. 


SHANTOU: 23.21 N. 116.40 E. 


PILOTAGE: Compulsory. The pilot station is located in position 
Lat. 23° 17’ N., Long. 116° 48’ E. 

ANCHORAGES: There are 11 anchorages which are numbered 1, 2, 
3, 4, 5, 6, 7, 11, 12, 13 and 14. The depths vary from 4.8 m. to 12.0 m. 
The nature of the bottom is mud and the holding ground is good. Vessels 
up to 40,000 d.w.t. may use the anchorages. 

MAX. SIZE: The draft limitation in the channel is 6.0 m. 

Tidal Range: Maximum 2.1 m., minimum 0.54 m. 

VHF: The port radio station is on Channel 16 throughout 24 hours. 
Penavico are on Channel 11 from 0800 hrs. to 1800 hrs. 

TUGS: 1 x 428h.p. and 1 x 980 h.p. 


BERTHING: 
Max. Type of Crane 

District Berth Length Draft Max. Size Cargo Capacity 

No. (m.) (m.) (d.w.t.) (tons) 
First 1 250 4.0 5,000 General 1x5 

2 250 4.0 5,000 General 1x5 

3M 100 4.0 3,000 General _— 
Second Coal 130 rs) 16,000 Coal 1 x 100 
Passenger _ 133 6.0 5,000 Passenger — 
Third 1 75 4. 1,000 General — 


FRESH WATER: Contact Harbour Administration. 
FUEL: Not available. 
REPAIRS: Repair facilities available. 
GENERAL: 
Provisions: Contact China Ocean Shipping Agency, Shantou Branch or 
Shantou Ocean Shipping Supply Company. 
Storage: Warehouse: 20,401 sq.m. 
Open Storage: 17,189 sq.m. 
Imports: Cement, chemical, fertiliser and steel. 
Exports: General Cargo. 


SHIJIUSUO (Shijiu): 35.22 N. 119.17 E. (See Plan) 


PILOTAGE: Compulsory. Pilot boards vessel at Quarantine Anchorage, 
day and night. 
ANCHORAGE: Depth 17.0 m. — 19.0m. Bottom is mud and sand. 
Vessels up to 200,000 d.w.t. may use anchorages. 

The anchorages are within the following areas. 

Anchorage No. |: 35° 20’ 29” N., 119° 37’ 23” E. 
35° 20’ 29” N., 119° 39’ 53.5” E. 
35° 16’ 29” N., 119° 37’ 23” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 20' 29” N., 119° 39’ 53.5” E. 
35° 20' 29” N., 119° 42’ 24” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 42’ 24” E. 
35° 18’ 29” N., 119° 37’ 23” E. 
35° 18’ 29” N., 119° 39’ 53.5” E. 
35° 18’ 29” N., 119° 37’ 23” E. 
35° 16’ 29” N., 119° 39’ 53.5" E. 
35° 18’ 29” N., 119° 39’ 53.5" E. 
35° 18' 29” N., 119° 42’ 24” E. 
35° 16’ 29” N., 119° 39’ 53.5” E. 
35° 16’ 29” N., 119° 42’ 24” E. 
RESTRICTIONS: Vessels may enter and sail after sunset. 
MAX. SIZE: Max. draft in Channel is 14.0 m. Maximum tidal range 4.9 m. 
VHF: Shijiu_ Radio operates throughout 24 hours on Channel 16, 
working on Channels 1, 10, 23 and 26. 
TUGS: 1x 1,600 h.p. and 43,200 h.p. 


Anchorage No. 2: 


Anchorage No. 3: 


Anchorage No. 4: 


BERTHING: 
Area Berth Length/Depth Max. LOA Berth Use 
(m.) (m.) 
Coal Whart A 370/17.0 280 Coal 
B 370/17.0 280 Coal 
GeneralCargo — 220/8.5 165 General 
Wharf (under 10,000 Cargo 


d.w.t. 
CRANES: 1 x 10 ton crane at General Cargo Wharf, and 1 floating crane 
with capacity of 200 tonnes. 
FRESH WATER: Available. 
FUEL: Available from Qingdao or Lianyungang. 
REPAIRS: Facilities available. 


CHINA, People’s Republic of 


SHIPMASTER’S REPORT: July 1989. 
Documents: The following are to be completed on Chinese Forms: 

1 copy Crew Declaration (should include currency, gold items, 

cameras, watches, etc.). 

1 copy Report of Articles restricted for use in port. 

1 copy detailed Ship Information Sheet. 

1 copy Quarantine Declaration. 

Ship's forms may be used for the following: 

1 copy Crew Declaration. 

1 copy Vaccination List (Cholera vaccinations to be up to date). 

4 copies Crew List. 

2 copies Bills of Lading. 

2 copies Cargo Manifest. 

2 copies Cargo Plans. 

Formalities: The authorities require the “Q" flag to be flown until Pratique 
has been granted. The Agent and 12 Port Control Officials come on 
board at the anchorage by tug and require a large room for completing 
formalities. The Port Control party consists of 2 Port Health Officials, 
2 Immigration Officials, 2 Officials from the Harbour Master's 
Department, 4 Customs Officials and 2 other persons. The 
documentation listed above is dealt with at this time. Pratique is granted 
prior to all other business, after which papers are processed and the 
Customs seal the bond locker. The formalities take 1.5 — 2 hours. 
A routine search is made of the accommodation. 

Pilotage: 2 Pilots boarded the vessel from a tug. The approach to the 
general cargo quay was through a channel and was carried out 
confidently. 

The distance from the pilot station to the berth is 1.5 miles. 
Anchorage: Port Control advised the vessel to anchor in position Lat. 
35° 19’ 30" N., Long. 119° 35’ 30” E., which is South East of the Fairway 
Buoy. The bottom is heavy mud and the holding ground good. The tidal 
stream is strong in this area. 

Restrictions: The controlling depth in the approaches is 20 m. The depth 
in the dredged channel is 9.5 m. No night time berthing or unberthing 
at present. 

Max. Size: Maximum permissible draft alongside 6.5 m., plus height of 
tide (maximum 4.0 m.), less 0.5m. for keel clearance. There is no 
restriction on length. 

VHF: The Agent's office may be contacted during the working day on 
Channel 16, working on Channel 11. 

Tugs: Large powerful tugs available. Use of 2 tugs is compulsory. 

The tugs were secured when the vessel was East of the quay. One 
tug forward and one tug aft, tugs lines used. 

Berthing: There is only one general cargo berth in operation. If a tanker 
wishes to berth and a general cargo ship is alongside at the time, the 
general cargo vessel will have to vacate the berth. 

Vessel berthed starboard side alongside on a heading of 045°. 
Moorings consisted of 2 head/stern lines, 2 breast lines and 2 springs 
at each end. All lines had a good drift. The anchor may be used for 
berthing but only in an emergency. 

Bulk Handling Facilities: There is a very efficient coal berth in the South 
East part of the port. The berth is operated by Japanese interests and 
coal is brought from inland mines by train. The coal berth will accept 2 
bulk carriers and is capable of loading 4,000 t.p.h. 

Cargo Operations: If a vessel is to discharge oil, 10 officials representing 
the Port Public Health Board come on board to take tank samples and 
ullages and calculate cargo quantity. Analysis of samples takes about 
2 hours, after which permission is given to pump cargo ashore. 

The distance from the manifold to the shore line is about 20 m. 
Hoses: Ship's hose is used as no shore hoses available. Reducers also 
supplied by the ship. 5 sections of ship's 6 in. hose used for connecting 
to the 6 in. shore line. The distance to the 2 shore tanks is approximately 
1,000 m. The maximum pressure allowed on the line is 7 kg./sq.cm. — 
8 kg./sq.m. There are no facilities for ship's slops. 

Tank Dry Certificate: If a Tank Dry Certificate is required on completion 
of operations a formal written application must be made through the 
Agent for such inspection. 

Cranes: There are 3 modern luffing cranes with limited travel along the 
quay. 

Ballast: Discharge of any clean ballast is not permitted unless a written 
application has been made to the Harbour Master’s office. This 
application should indicate the amount to be discharged and the time 
required. Officers from the Harbour Master's office make frequent visits 
to the ship to check that all port regulations are being complied with, 
especially anti-pollution regulations. If any scuppers are found 
unplugged or uncemented or if any discolouration of the water is found 
in the vicinity of the ship, an explanation is required. 

Bridges: None. 

Density: 1025. 

Fresh Water: Available. Rate of delivery 15 t.p.h. 

Fuel: Gas oil is available with notice from Qingdao. 

Surveyors: No surveyors locally, nearest are at Qingdao which is 
approximately 140 km. to the North. 

Customs Allowances: On arrival, Customs allow 15 cartons of cigarettes 
and 5 bottles of spirits to be kept out of the bond. 

Airport: Qindao Airport is 140 km. by road. There are flights to Hong 
Kong, Osaka and Chinese cities. 

Repairs: Minor repairs can be undertaken. 

Shore Leave: An Immigration guard is on duty at the foot of the gangway 
at all times while the ship is in port. All crew members must produce a 
pass and identity card when going ashore. 

General: 

Stores: Fresh stores can be obtained from the State Shipchandler. 
Chart: BA. Chart No. 1253. 

Developments: Extensive expansion of the port is currently being 
undertaken. An area adjacent to the general cargo quay is being filled 
in to make a large container area. 
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TAKU BAR: 38.56 N. 117.53 E. 


Also see “General” before first port. 
Also see “Tianjin”. 


Guide to foreign vessels calling at Taku Bar (Xiang Jiang, Tanggu 
and Tianjin): lssued by the Harbour Master at Tianjin. 

1. Foreign vessels entering Bohai (Pohai Gulf) are only allowed to 
pass through Changshan Channel and/or Laotiehshan Channel. If the 
latter way is taken, the vessel must send a wireless message to “Harbour 
Master, Dalian” for directory 8 hours prior to passage. It should be noted 
that no other Channels are permitted for navigation. (Also see “Dalian’). 

2. Vessels passing Laotiehshan Channel for Dalian must make a 
detour along the East of “Encounter Rock”. 

3. Position of sunken dredger “Se Ho” is at Lat. 38°31’ N., Long. 
119° 10.5’ E. Vessels should keep far away from the above-mentioned 
area during navigation. 

4. Vessel may anchor to wait for Pilot. 

5. Vessel may send radiogram to “Penavico Xingang” (via Xingang 
Coastal Radio Station XSV, calling frequency 500 kHz, working 
frequency 445 kHz, reserve frequency calling 8630 kHz. Listening 8364 
kHz, working hours 0000 — 2400), giving exact ETA also fore and aft 
draft, before entering Bohai (Pohai Gulf). 

6. The pilot station is at Tanggu. All vessels are required to have a 
Pilot when entering or leaving the Ports of Tanggu and Xingang. The 
Pilot will board the vessel at the anchorage after receipt of exact ETA 
given by the Master. 


Regulations Issued by the Harbour Superintendent's Office: 

1. All foreign vessels (hereafter referred to as vessels) entering or 
leaving the Port of Tianjin (hereafter referred to as this port) are required 
to observe strictly the provisions of the Regulations Governing the Entry 
and Departure of Foreign Vessels into and from Ports of the People’s 
Republic of China (hereafter referred to as Regulations Governing 
Foreign Vessels) and of the Port Regulations of Tianjin. 

2. On arrival at this port, vessels are prohibited to use the articles 
enumerated in Article VII of the Regulations Governing Foreign Vessels. 
Should it be necessary to repair any of the articles enumerated in Item 
2 of the same article, permission to do so must be obtained beforehand 
from the Harbour Superintendent's Office. 

3. Articles placed under seal shall not be used and the seals shall 
not be removed without permission. Should any of the paper seals be 
found falling off, the fact shall be reported to the Harbour 
Superintendent's Office immediately. 

4. Whilst in port, vessels are not allowed to dress ship or hoist flag 
aes mast without the permission from the Harbour Superintendent's 

ice. 

5. Vessels in port desiring to undertake any of the following work 
must first apply in writing to the Harbour Superintendent's Office. After 
permission is obtained the work can then be carried out at the appointed 
place. 

(a) Lifeboat practice; 

(b) Overhauling boiler, main engine, steering engine or windlass; 

(c) Engaging in welding work or burning anything on board; ~ 

(d) Pumping out ballast water regardless of whether the water is 

contaminated with oil or not. 

6. After a vessel's arrival at this port, sounding, survey sketching, 
photo-taking, fishing and swimming are strictly prohibited. 

7. After arrival at this port, vessels are strictly prohibited to dump 
ballast materials, coal ashes, garbage, rubbish and mud, or to discharge 
dirty oil or oily bilge water into the harbour. It is also prohibited to wash 
double bottom oil tanks or oil deep tanks inside the harbour. 

8. Vessels in port must provide secure gangways or gang planks with 
rails or manropes for passengers, crew and all workers to embark or 
disembark. All gangways or gang planks are to be provided with lights 
at night. 

9. Vessels lying alongside the pier should properly cover up all their 
exhaust valves and discharge openings on the ship's side facing the 
pier. 

10. Garbage bins or drums with tight covers must be provided on 
board. The bins or drums should not be filled to overflow. When the 
garbage-collecting cart comes daily to the ship to collect the garbage 
and rings the bell on its arrival, the ship should arrange to deliver the 
ship's garbage into the cart. 

11. If, owing to some special reasons, a vessel desires to return to 
this port after departure, the Master should first telegraph to the Harbour 
Superintendent for permission and must act according to the instructions 
given. 


Frontier Inspection Station: 

1. All the officers and crew of a foreign vessel and the passengers 
on board should produce their passports or other certificates to the 
Frontier Inspection Station and submit to the inspection of the Station. 

2. When the ship's crew or passengers in transit desire to go ashore, 
the Master is to apply to the Frontier Inspection Station and the passport 
endorsing authorities, respectively, for landing permits. 

3. A landing permit is valid only at the port where it is issued. On the 
ship's departure, all landing permits for the crew should be returned to 
the Frontier Inspection Station for cancellation. 

4. The time limit for going ashore is from sunrise to midnight. When 
any Crew member wishes to stay overnight on shore, the Master should 
apply for permission on his behalf. Staying overnight ashore without 
permission is not allowed. 

5. All laws and regulations of the People’s Republic of China must 
be observed. 
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Quarantine Office: 

1. During a vessel's stay in port, if any person on board is found to 
be in high fever or to be feverish continuously for several days (or with 
the swelling of the lymphatic gland), or to suffer from acute rash on the 
skin with or without fever, or to suffer from acute diarrhoea and in a 
state of collapse, or to suffer from jaundice with fever, the matter should 
first be reported to the Quarantine Office. The patient can go ashore for 
medical treatment only when he has been examined and allowed to do 
so by the Quarantine Officer. 

2. Effective rat-guards or other rat-preventing devices should be fixed 
on all mooring ropes. 

3. Gangways and gangplanks are not allowed to be put on to the 
wharf when not required. Should they be used at night, strong electric 
lights should be provided. 

4. Should any dead rats or mice be found or any rats or mice Caught 
on board a vessel, the fact should be reported to the Quarantine Office 
for the necessary inspection to be made. 

The above regulations are in force at most Chinese ports. 


Berthing: \n the fairway and on the West side of the first pier vessels 
may pass on 364 ft. draft. Length of pier about 1,500 ft. 

Another pier is under construction, and when ready will have berths 
for 5 vessels of about 600 ft. length. The depth alongside will be 34 ft. 

On the first pier 7 cranes with a capacity of about 10 tons. It was no} 
poser to obtain information on the older berths. Four tugs with up to 
1, Pp. 

All bunkers to be brought in from Dalian. 


SHIPMASTER’S REPORT: June 1990. 

Tientsin is closed for navigation. 

Tungku for small vessel above lock and not likely to be used by foreign 
ocean going vessels. 


SHIPMASTER’S REPORT: July 1990. 

Taku Bar is not a port but the shallow bar at the entrance to the 
channel, where a light vessel was stationed in earlier years and which 
was removed at least 4 to 5 years ago. 

- references now taken from Dagu Lighthouse which also fitted with 
a Racon. 


TIANJIN/XINGANG, including Tanggu: 
39.06 N. 117.10 E. 


Also see “General” before first port. 
Also see “Taku Bar”. 


PILOTAGE: Compulsory. Pilotage undertaken day and night. 
APPROACHES: Tianjin: The channel to Tianjin is dredged to allov 
vessels with max. draft 4.0 m. to be handled. The distance from Daguko: 
Maodi (anchorage) to the city is 54 miles. 
Tianjin New Port: The new port is situated in position Lat. 38° 59’ N 
Long. 117° 45’ E. in Bohai Bay at the mouth of the Haihe River. The 
main channel has a depth of 11.0 m. at H.W. and is 150 m. wide. 
ANCHORAGE: Da Gu Kou anchorage has a depth of 10 m. — 13m 
and can accept vessels up to 50,000 g.r.t. The anchorage is unprotectet 
and provides no shelter from wind, sea or swell. With a North Wester} 
or Westerly wind the sea is slight but when the wind is strong the tide 
is greatly reduced. Ships should take great care in selecting a suitabe 
anchorage position. 
RESTRICTIONS: Vessels may enter and sail throughout 24 hours. 
MAX. SIZE: Draft limitation in channel is 10.0 m. 

The general draft restrictions are as follows: 


Vessels loaded with bulk grain (Winter) 10.1 m. 
Vessels loaded with bulk grain (Summer) 10.4 m. 

Vessels loaded with steel products and 
general cargo for import 8.5 m. 
export 8.2m. 


Tidal Range: Maximum 3.5 m., minimum 2.0 m. 

VHF: Penavico on Channel 11 throughout 24 hours. Sinoagent & 
Channels 73 and 74 throughout 24 hours. 

TUGS: 5 x 980hp., 6 x 1,670h.p., 1 x 1,900h.p., 1 x 1,960 hp 
3 x 2,600 h.p. and 2 x 3,200 h.p. 

BERTHING: Tianjin: The Tianjin area for smaller ships and bargé 
further upstream is situated along the right bank of the river within tt 
Urban district of Tianjin. 

Tianjin New Port: The new port lies on the North side of the river an 
is a man-made harbour. Between two breakwaters, constructed on tf 
South and North sides of the work area is the entrance to this harbot 
with a width of 1,300 m. 5,000 ton vessels can pass through the 13 m# 
long, two-way channel of the port at high water. The channel is belt 
dredged to 16 m. (now 13 m.) and will enable 10,000 ton general cary 
vessels to pass through. 


. 
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Water Cargo 
Area Berth Depth LOA Capacity Handled 
No. (m.) (m.) (tons) 
1-4 7.5 175 x 4 7,000 General 
No. 1 5 8.5 179 7,000 General 
6 10.5 201 10,000 General 
7-8 9.0 182 x 2 10,000 General 
9-11 9.0 177 x 3. 10,000 General 
No. 2 12-13 11.5 246 x 2 35,000 Bulk Grain 
14-15 9.0 189 x 2 10,000 
5-6 4.5 115 x2 3,000 General 
No. 3 7 6.5 200 6,000 General 
8 6.5 148 6,000 General 
(River Port 9 cs Me 131 5,000 General 
in Tianjin) 10-11 4.5 177 x 2 5,000 Passenger 
16-17 9.0 182 x 2 10,000 General 
No. 4 18 10.0 182 10,000 General 
19-20 10.0 184 x 2 10,000 Steel 
Fuel Berth 11.0 186 10,000 Fuel 
22-23 10.0 177 x 2. 10,000 General 
No. 5 24 10.0 176 10,000 General 
25-26 10.0 229 x 2 10,000 General 
21 11.0 398 25,000 Containers 
ee ere 12.0 300 30,000 Containers 
Teming 29 12.0 295 30,000 Containers 
Passenger RiverPort 4.5 250 3,000 Passenger 
Terminal Sea Port 8.1 311 7,000 Passenger 


Tanggu: Also see Area No. 3 above. 

There is a lock at the Western end of the New Port, connecting it with 
the Tanggu area on the left bank of the river. The river from the lock is 
narrow and winding and its water level varies greatly with the seasons. 
The lock is 180 m. longx21 m. wide and 5,000 ton vessels in a laden 
condition can pass at high water. 

Tanggu has 7 berths — five for general cargo and two for passenger 
vessels. Berths No. 5 and No. 6 have a total length of 230 m. for 1x3,000 
ton and 1x 5,000 ton vessel. Berths No. 10 and No. 11 have a combined 
length of 355 m, for 5,000 ton vessels. Connection with railway system. 
CRANES: 4 x 40.5 tonne cranes at container terminal. 

1 x 200 tonne and 1 x 120 tonne floating cranes. 
MEDICAL: Facilities available. 
FRESH WATER: Contact China Marine Bunker Supply Co., Tianjin 
Branch. 
FUEL: Contact China Marine Bunker Supply Co., Tianjin Branch. 
REPAIRS: There are ship repair facilities at Tianjin and at the New Port. 
AIRPORT: Tianjin Airport. Flights to Shanghai and other major cities. 
GENERAL: 
Storage: 

Warehouse: 188,832 sq.m. 

Open Storage: 840,596 sq.m. 
Imports: Grain, steel and machinery, etc. 
Exports: General cargo and maize, etc. 
Provisions: Contact Tianjin Ocean Shipping Supply Co. 


SHIPMASTER’S REPORT: June 1990. 

Xiang Jiang is the primary port for ocean-going shipping delivering 
cargo for Tientsin and Beijing and is under ongoing development. About 
28 berths are in use, and the number will increase. A number of portainer 
cranes are available on the container berths and there are heavy lift 
cranes on some of the general cargo berths, also 10 ton cranes. Berths 
No. 1-5 have no cranes. General draft is 9.0 m., but channel has 11.0 m. 
at low water. Dredging dues are levied on excess draft over 9.0 m. One 
berth for grain, with 2 “siporters” and grab cranes, but it is necessary 
to turn round to complete discharge. Coal and minerals are exported. 


SHIPMASTER’S REPORT: July 1990. 

Tianjin: Tianjin is the city situated about 54 miles to West of the port of 
‘Tianjin Xingang”. Tianjin was previously called “Tientsin” and with the 
policy of changing all names into a national language, i.e. Mandarin, all 
the port names were changed (Peking became Beijing). Vessels cannot 
navigate to Tianjin, except small barges. 

For guidance: New name Tianjin Xingang, old name Hsingkang. New 
name: Tianjin (City), old name Tientsin. 

Name of Port: Tianjin Xingang or commonly called “Xingang” (old 
English name Hsingkang). 

Position: Latitude 38° 59’ N., Longitude 117° 45’ E. 

Information: One of the busiest ports in The People's Republic of China 
and believed to be second only to Shanghai with regard to cargo 
handled. Being the closest port to Beijing and to the economic zone of 
Tianjin, the port has become the most important port for North China. 
Navigation: Reference B.A. Chart No. 2653 — Tianjin Xingang 
approaches. 

Vessels bound for Xingang should advise Harbour Master “Dalian”, 
8 hours prior to passing Laotieshen Shuidao via Dalian Radio (XSZ), 
he following information: 

(1) Name. 

(2) Nationality. 

(3) Port of departure and destination. 
(4) Call Sign. 


(8) Colour of hull and funnel. 
(7) ETA at line joining 38° 43.5’ N., 121°08.0' E. and 38° 23.8'N., 
pated E. (Please also see Admiralty List of Radio Signals 
Ol. 2, part 6). 
When approaching the port, it is advisable to be a minimum of 8 miles 
710 miles South of the “Caofeidian” Lighthouse (38° 56.1'N., 


ed E.) (fitted with a Racon “C"), to avoid numerous fishing boats 
nets. 


CHINA, People’s Republic of 


Pilotage: Pilot boards at anchorage or 2 miles East of the Dagu Light. 
Pilotage provided for Xingang and Tanggu. 

Vessels should send their ETA's to “Penavico Xingang” as required 
with all relevant information. 

As a general rule the pilots do not instruct vessels when approaching, 
and vessels should call “Penavico” on Channel 11 (VHF) for information 
and instructions. 

Penavico requires following information after anchoring: 

(1) Time of anchoring. 

(2) Position — bearing and distance from Dagu Lighthouse. 

(3) Fuel, diesel and water remaining on board and arrival drafts. 

Vessels should keep listening watch on Channel 11 throughout the 
stay at anchorage. 

Berthing information announced daily by Penavico at 1100 hrs. and 
1600 hrs. local time. 

At times agents do not give sufficient notice for vessels berthing and 
vessel's main engine should be kept prepared. 

Vessels under “Sino Chart” should advise their ETA’s as required. 
Port Facilities: Large passenger terminal available West of Berth No. 1, 
draft up to 8.0m. Regular local passenger service to Dalian. Many 
foreign passenger vessels call at this port. 

Berths No. 1-5: Used for general cargo up to 7.0 m. 

: Used for general cargo up to 8.5 m. 

: Used for general cargo up to 9.0 m. 

: Used for discharging bulk sugar up to 9.0 m. 

: Used for loading bulk coke, drafts allowed 9.0 m. 
Loading by shore cranes with grabs. 

For bulk grain discharging. Main berth is No. 13, 
discharged by evacuators. Draft allowed up to 
11.0 m., but may allow deeper drafts depending on 
tide. 

Prior to completion vessels are shifted to Berth 
No. 12. 

Large vessels up to 60,000 d.w.t. can berth. 
Average discharging time for 40,000 tonnes of grain 
at this berth is about 5 days. 

Due to only one proper grain berth, and due to 
large amounts of grain imported via Xingang, grain 
vessels may be delayed by 3-4 weeks when 2 or 3 
grain vessels are at anchor. 

Used for general cargo up to 9.0 m. or more. 

Used for discharging bulk fertiliser. Draft allowed up 
to 10.5 m. Discharging done by shore cranes and 
cargo bagged automatically at the pier. 

For loading coal in bulk. Draft up to 10.5 m. to 11.0 m. 


OODND 


12-13: 


14, 15, 16: 
17, 18: 


19, 20: 
21: Containers — regular container service to Hong Kong. 

All depths are given only as guide and believe depths allowed at some 
berths are more than indicated. 

Port charges extra for vessels berthing with deeper drafts and for 
quick discharging, when discharging with a falling tide. 

Masters are warned regarding signing invoices for quick discharging 
and deeper drafts, as charges may be exorbitant. 

Port Developments: Extensive dredging and land reclamation taking 
place at present, including extending the present breakwater. 

Fresh Water: Fresh water supplied by barge, even alongside, as not 
many hydrants available at the berths. 

Water can be supplied at the anchorage at approximately U.S.$4.50 
per metric tonne, but 3 to 4 days notice required to agents. Due to 
uncertain berthing prospects, vessels should arrive with maximum water 
on board. 

Repairs: Xingang Shipyard can provide all services required. If required, 
shipyard can board at the anchorage, but prior permission should be 
obtained by agents from Immigration. 

Large dry dock available, vessel of length 200 m. and beam 26 m. 
can enter. 

Shipyard has new building yard, where vessels of 30,000 d.w.t. are 
built. 


Draft at shipyard berths up to 6.0 m. 

Shipyard can be contacted on VHF. Vessel must first call “Tianjin 
Radio” on Channel 16, who will allocate a channel for communication. 
Medical: Special medical facilities available for foreigners at Tanggu 
Hospital and arranged by agents, about 20 minutes by taxi. 

Airport: Situated at the city of Tianjin, about 54 miles to the West of the 
port of Xingang, about one hour by car. 

Daily flights to and from Hong Kong, and to many other Chinese cities. 
Cranes: Many heavy lift floating cranes available. 

Mail Service: Speedpost parcel service available to Hong Kong. Parcels 
arrive within 4 days from Hong Kong. Believe courier service will be 
available in the very near future. 

Provisions: Available, but during the Winter months fresh provisions may 
be difficult to obtain. 

Bonded stores available at moderate prices. 

Port of Tanggu: All regulations and arrival information to be sent to 
“Penavico Xingang” for vessels bound for Tanggu. 

Lock gates situated South of the Xingang shipyard area. 

Mainly used by coastal vessels of 3,000 d.w.t. tonnes, 5 berths are 
available for general cargo and small tankers. 


AGENT: See “Shanghai”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


WEI HAI: 37.31 N. 122.08 E. 


PILOTAGE: Compulsory. Pilot boards in the Quarantine Anchorage and 
pilotage only undertaken during day time. 

ANCHORAGE: Lightering Anchorage: A lightering anchorage is located 
in Lat. 37° 29’ 44” N., Long. 122° 09’ 41” E. The depth of water is 
7.8m. — 16.40 m. The nature of the bottom is mud and vessels up to 
10,000 d.w.t. may use the anchorage. 

RESTRICTIONS: Vessels may only enter and sail during daylight hours. 
MAX. SIZE: Draft limitation in the channel is 6.5 m. 

VHF: Radio Station “Qing 234” on Channel 16 throughout 24 hours. 
TUGS: 1 = 1,200 h.p. 


BERTHING: 
Working Berth Cargo Shore 
District Name Length Depth Handled Cranes 

(m.)  (m.) ‘ 

Foreign First 234 7.0 Bulk Grain 
Vessels Working Bulk Salt 4 x 5 tons 
Working District Coal 
District 


STEVEDORES: Working Hours: Weekday: 0700 — 1100, 1200 — 1600. 
Sundays and Holidays: 0700 — 1100, 1200 — 1600. 

FRESH WATER: Supplied by Wei Hai Harbour Authority Bureau. 
REPAIRS: No facilities available. 

GENERAL: Storage Areas: Warehouse: 3,012 sq.m. Open storage 
space: 90,000 sq.m. 

Imports: Timber. 

Exports: Various bulk cargoes and bulk salt. 

Provisions: Contact Wei Hai Foreign Supply Corporation. 


WENZHOU: 28.02 N. 120.39 E. 


PILOTAGE: Compulsory. Pilotage is undertaken day and night. Pilots 
board vessels at Huang Da Can Quarantine Anchorage 
(57° 56’ N., 121° 06’ 41” E.). 
ANCHORAGE: Pan Shi Anchorage accepts vessels up to 10,000 d.w.t. 
Depth of water 9.0 m. — 12.0 m., holding ground is good. 
RESTRICTIONS: Large vessels cannot enter or sail after sunset. 
MAX. SIZE: Draft Limitation in the Channel: 

Pilot Anchorage to Pan Shi Lightening Anchorage — 9.0 m. 

Pan Shi Lightening Anchorage to Shuo Whart (by tidal) — 6.0 m. 
VHF: “Wenzhou Radio” on Channels 16 and 13. 

Penavico on Channel 11. 
TUGS: 5 tugs up to 600 h.p. available. 
BERTHING: 


Wharf Length Depth Cargo Handled 
(m.) (m.) 
No. 1 82 6.0 General Cargo 
No. 2 80 6.0 General Cargo 
No. 3 83 6.0 General Cargo 
An Lan 90 6.5 General Cargo 
No. 5 70 7.0 General Cargo and Containers 
STEVEDORES: Working Hours: 

0000 — 0800 

0800 — 1600 

1600 — 2400 


FRESH WATER: Available. 
GENERAL: Cargo Handled: Fertiliser, cement and general cargo. 


XIAMEN (Amoy): 24.30 N. 118.04 E. 


PILOTAGE: Pilotage is compulsory and is undertaken in day time only. 
The pilot boards the vessel in the Pilot(Quarantine Anchorage. 
ANCHORAGE: Pilot/Quarantine Anchorage: The anchorage is located 
in position Lat. 24° 25’ N., Long. 118° 03’ E. The depth of water in the 
anchorage is 12.0 m. and the bottom is sand and mud. Vessels up to 
100,000 d.w.t. may use the anchorage and larger size vessels may use 
the anchorage for shelter only. 

MAX. SIZE: The draft limitation in the Channel up to the Pilot(Quarantine 
Anchorage is 12.0 m. and the limitation in the Channel from the Pilot’ 
Quarantine Anchorage to Dong Du Wharf is 8.0 m. 

Tidal Range: Maximum: 6.0 m., minimum 4.5 m. 

VHF: Xiamen Radio on Channels 16, 12 and 25. A 24 hour service is 
maintained. 

TUGS: 1 x 600 h.p., 2 x 800 h.p., 2 x 1,670 h.p. and 1 salvage tug 


of 2,640 h.p. 
BERTHING: 
Cargo 
District Berth Length Depth Max. Size Handled Cranes 
No. (m.) (m.) (d.w.t.) (tons) 
Ha Ping No. 1 64 7.0 Below’ General 2x1.5 
Floating 3,000 
Berth 
No. 2 100 8.0 Below General 2x1.5 
Floating 5,000 and 
Berth Passengers 
Dong Du 1 142 9.9 Below. Grain 1x30.5 
15,000 
2 228 12.6 Below Bulk 2x10 
80,000 
3 165 12.6 Below General 2x10 
80,000 
4 142 9.9 Below’ General 2x10 
15,000 
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FRESH WATER: if vessel requires fresh water alongside, she shoulg 
contact Xiamen Waterboat Bureau. If vessel is at the anchorage, she 
should contact Xiamen Tug Water Company. 

FUEL: Contact China Marine Bunkers Supply Co., Xiamen Branch. 
REPAIRS: Repair facilities available. 

GENERAL: 

Storage: Warehouse: 41,000 sq.m. Open Storage Space: 354,000 sq.m 
Imports: Wheat, fertiliser, cement, steel, coal and sugar. 

Exports: Salt, tea and graphite powder. 

Provisions: Contact China Ocean Shipping Supply Corporation. 


SHIPMASTER’S REPORT: February 1986. 

Documents: Standard Chinese Forms. 

Pilots: Pilots ordered by Agents only if the vessel shifting from working 

anchorage to alongside after clearance. 

Approaches: As per sailing directions and charts. The swept channel js 

very narrow, and the ship must pass 3 cables off a rock awash to por 

soon after an alteration. Then 3 cables off another rock to starboard 

The channel is not marked for night navigation, and navigation should 

only be attempted with good radars and very careful planning. Navigation 

lights are weak and extinguished. Pilotage is not available from sea to 

Quarantine/Working Anchorage and vice versa. (Quemoy and Matsu lie 

close to starboard of channel). 

Anchorage: Quarantine and cargo working anchorages are to the South 

and West of Gulang Yu Island. Cable crossing area to Eastward, some 

dangers as shown on chart. Good shelter from monsoon. 

Health: Standard Chinese Health Declaration and Vaccination Lists 

required. 

Radio: Xiamen Radio Station used when within range and if the operato 

. iy watch. Otherwise vessel should use Guangzhou or Shangha 
adio. 

VHF: Xiamen Radio. Call on Channel 16, ask for ‘Penavico’ and the 

station will patch through, normally on Channel 12. 

Tugs: For berthing 2 tugs pushing, for sailing 1 tug pushing. 

Berthing: The Inner Harbour or ia oyk, bed only suitable for small coasta 

vessels. Ocean-going vessels may berth at Dong Du (24° 30'N. 

118° 04’ E.) at new wharf for 5 vessels. Large range and fall of tide 

loaded vessel's bulwarks drop below wharf level. Said to be capable 0 

berthing two 50,000 ton vessels, and others of 10,000 tons. 

Cranes: At-Dong Du, one standard container crane on rails at No. | 

Berth. A number of standard Chinese two wire grabbing/general cranes 

Ship's gear also used which may work ashore or overside. 

Bulk Cargo Facilities: At Dong Du, 2 berths equipped for bagging bul 

cargo discharged by grabs. Artificial fertilisers are worked at wharf an 

anchorage. 

Specialised Cargo Handling Facilities: Full container terminal behiné 

container crane. 

Density: About 1022 at Dong Du. 

Fresh Li pee By barge at anchorage or by low pressure shore hose é 

Dong Du. 

Fuel: Fuel oil and diesel oil said to be available but details not known 

Repairs: A small local shipyard, and several boatyards but details no 

known. 

Repatriation: Possible. Local airfield with flights to major cities in Chin 

and some times to Hong Kong. Twice weekly overnight ferry to Hon 


Kong. 
Time: GMT plus 8 hours. 
Telephones: Telephones/Telexes: Recently modernised as part of th 
Special Economic Zone centred on the nearby Huli Industrial Estate 
Direct dialling to Hong Kong. Quick operator service to the U.K. 

Mail service was erratic, 7-20 days from Hong Kong, one despate 
went missing. 
Storing: Provisions supplied by light truck to foot of gangway at Dong Di 
Shore Leave: Allowed. Shore passes issued for non-Chinese personne 
Developments: 4 berths to be built. One berth for container vessels an 
3 berths for general cargo and bulk (325,000 d.w.t. vessels). The po’ 
is likely to have a Free-port within the next few years. 


Agent: China Ocean Shipping Agency. Cables: “Penavico”. 


YANTAI (Yentai): 37.33 N. 120.24 E. (See Plan 


LOCATION: The Port of Yantai is situated on the Northern shore of th 
Shandong Peninsula, facing the Huang Hai. The harbour is embrace 
by the Northern Chefoo Island and other islands providing natural shel 
for it, and is an ice-free port owing to its moderate climate. 
PILOTAGE: Compulsory. Pilot service is available throughout 24 hour 
Pilot boards vessel at the No. 1 or No. 2 Pilot and Quarantine Anchorag 
RESTRICTIONS: Vessels may enter and sail after sunset. 

MAX. SIZE: Draft limitation in Channel is 9.2 m. 

VHF: Station “XSU” on Channel 16 throughout 24 hours. 

TUGS: 103,200 h.p. 

BERTHING: Yantai Port, with rail connection, has 14 berths for loadit 
and unloading, including 3 berths for vessels of 15,000 d.w.t. with 
designed water depth of 9.9 m. The storage area covers 94,000 sq’ 
and warehouse area 30,000 sq.m. 

CARGO HANDLING FACILITIES: The port is equipped with mode 
cranes, conveyors, loaders, tractors and carriers. The maximum lift 
capacity of the shore cranes is 36.5 tons and that of a floating cra 
63 tons. The coal wharf has 3 unloaders. 

Packing and Transhipment Services: Automatic bagging machi 
available. The production lines of the bagging machines for bulk fertilis 
and bulk aluminium are completely automated 

REPAIRS: Facilities available. 


DEVELOPMENTS: The construction of 6 berths in the West Basin is 
underway and they are expected to be put into operation in 1989. 
REGULATIONS: 

Regulations Relating to Port Administration: 

1, While entering or leaving the port of Yantai, all foreign vessels and 
domestic ocean-going vessels are required to observe, in addition to 
the Regulations Governing Supervision and Control of Foreign Vessels 
py the People’s Republic of China and these Regulations, all the relevant 
laws, decrees, rules and regulations promulgated by the People’s 
Republic of China. 

2. Port boundaries and anchorages 

(1) Port Boundaries. 

The port boundaries are the lines connecting the Eastern point 
of Zhifudao and Northern extremity of Kongtongdao, the 
Southeastern point of Kongtongdao and Yutaizui of Yudaishan. 
(2) Anchorages. 
A. No. 1 Pilotage and Quarantine Anchorage: 
Lat. 37° 34’ 54” N. Long. 121° 24’ 44” E. 
Lat. 37° 34’ 54” N. Long. 121° 26' 44” E. 
Lat. 37° 33’ 54” N. Long. 121° 26’ 44” E. 
Lat. 37° 33’ 54” N. Long. 121° 24’ 44” E. 
B. No. 2 Pilotage and Quarantine Anchorage: 
Lat. 37° 40’ 30" N. Long. 121° 29’ 15" E. 
Lat. 37° 40’ 30” N. Long. 121° 31' 45" E. 
Lat. 37° 39’ 00” N. Long. 121° 31’ 45” E. 
Lat. 37° 39’ 00” N. Long. 121° 29' 15" E. 
C. Tanker Cargo-Oil Transferring Anchorage: 
Lat. 37° 38’ 50” N. Long. 121° 24’ 00” E. 
Lat. 37° 38’ 50” N. Long. 121° 25’ 30” E. 
Lat. 37° 38’ 00” N. Long. 121° 25’ 30” E. 
Lat. 37° 38’ 00" N. Long. 121° 24’ 00” E. 
E. Anchorage for Shelter: 
Lat. 37° 34’ 32” N. Long. 121° 27’ 30" E. 
Lat. 37° 33’ 42” N. Long. 121° 28’ 36” E. 
Lat. 37° 33’ 08” N. Long. 121° 30’ 10” E. 
Lat. 37° 32’ 29” N. Long. 121° 29’ 50” E. 
Lat. 37° 32’ 29” N. Long. 121° 27’ 30” E. 
3, Vessels entering or leaving this port shall pass through the North 
Channel between Xiaoshanzi and Dajiaoshi. No foreign vessels are 
allowed to navigate within the East Channel between Kongtongdao and 
Yudaishan. 
4. Vessels with a draft of more than 10.0 m. or those with length of 
200m. or over shall anchor in the No. 2 Pilotage and Quarantine 
Anchorage. Foreign vessels must not enter or leave the Tanker Cargo- 
Oil Transferring Anchorage without a pilot appointed by the Harbour 
Superintendency Administration. 
5. Vessels intending to enter this port (or No. 2 Pilotage and Quarantine 
Anchorage) by day shall, prior to approaching the port boundary (or 
No.2 Pilotage and Quarantine Anchorage), hoist such flags as 
nationality, signal letters as well as those flags as have to be hoisted. 
On leaving the port, vessels shall keep flying those flags until they get 
out of the port boundary (or No. 2 Pilotage and Quarantine Anchorage). 
6. Vessels navigating within the port area shall keep radio watch on 
VHF Channel 6, in case of emergencies, such as typhoon warning, 
vessels at anchor shall, by day and night, keep radio watch on VHF 
Channel 16. 
7. Vessels handling or carrying dangerous cargoes shall comply strictly 
with the Regulations Governing Supervision and Control of Vessels 
Carrying Dangerous Goods issued by the Ministry of Communications 
of the People’s Republic of China. 

Vessels intending to work with naked fire shall, 24 hours in advance, 
submit a written application to the Harbour Superintendency 
Administration and the work can only be done after being verified and 
granted. 

8. If any ballast water, tank washings or bilges are to be discharged 
fom any vessel which stays in this port, a written application shall be 
made 12 hours in advance to Harbour Superintendency Administration. 
No such discharging operation can be carried out unless permission has 
been obtained. 

9. Judging from the extent of the violation of these Regulations, the 
Harbour Superintendency Administration may impose such penalties as 
warning, suspension or withdrawal of Certificate of Competency, fine 
and/or other penalties. 


— to be Observed by Crew Members and Passengers of Foreign 
ips: 
|. Foreign ships, crew members and passengers shall be subject to the 
inspection of the Frontier Defence Inspection Station, and observe all 
laws and regulations of the Chinese Government. 
2 When a foreign ship is entering or leaving port, crew members and 
Passengers on board should present their passports or other identity 
certificates to the Frontier Defence Inspection Station for inspection. 
3. When entering or leaving China, everybody should present their 
luggage and articles to the Frontier Defence Inspection Station for 
‘nspection. 

4. Foreign crew members and their dependants intending to go ashore 
Must apply, through the Master, to the Frontier Defence Inspection 
ation for the “landing permits”, with which and their Passports or other 
entity certificates they are permitted to land, while the Chinese crew 
members and their dependants may go ashore on producing their valid 
ventty certificates with photos, which sufficiently certify their Chinese 
Nationality. 

9. Foreign passengers without valid transit visas for China intending to 
90 ashore should apply, through the Master, to the local visa-issuing 
authorities for landing formalities, with which they are permitted to land. 
6.On embarking or disembarking, crew members and passengers must 
produce the landing permits and their valid certificates to the inspectors 
o the Frontier Defence Inspection Station. 

few members go on board each others vessels in the same port by 

heir valid passports or other identity certificates and the landing permits, 
“hile the Chinese crew members only by their valid identity certificates. 
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8. The time-limit for landing is from sunrise to 2400 hrs. (local time) of 
the same day. 
9. The crew members going ashore are only permitted within the area 
confined by the local administration. 
10. Any crew having the need to stay ashore must apply, through the 
Master, to the Frontier Defence Inspection Station for lodging 
certificates, with which he is permitted to stay ashore. 
11. Crew members travelling beyond the port city or leaving China, the 
Master shall report the circumstances to the Frontier Defence Inspection 
Station, and the crew member himself should go through with all 
necessary formalities in compliance with the regulations concerned. 
Only after the certificates and visas have been granted and submitted 
to the Frontier Defence Inspection Station for inspection, can he be 
permitted to leave the ship. 
12. If Chinese crews wives or children intend to go onboard the ship, 
the Master should make a written application to the Frontier Defence 
Inspection Station. With the issued embarking permits they may go on 
board the ship on presentation of their permits. The Master should also 
make a written application for permission when they intend to go to other 
ports in China by the ship, or else they are not allowed. But with them 
on board, the ship must not deviate from her set course and go abroad. 
Parents or wives and children of Chinese crew who have been sent 
by China to work on the foreign ships intending to go on board the ship, 
the Master should also apply for the embarking permits for them. But 
generally they are not allowed to stay on board. 
13. If there are any arms and ammunition on board the ship, the Master 
must declare to the Frontier Defence Inspection Station when the foreign 
ship is entering the port. The arms and ammunition should be sealed 
up by the Frontier Defence Officers. The sealing labels are not allowed 
to be unsealed by the ship during the ship's stay in port. Air guns and 
toy guns projecting metallic pellets are not allowed to be used or taken 
ashore. 
14. If there is any stowaway on board the ship, the Master must report 
the fact to the Frontier Defence Inspection Station immediately. The 
stowaway should be watched carefully on the ship side, waiting for the 
decision. 
15. Those (crew members and passengers) who break the above 
mentioned rules shall be given punishment, varying from warning, fining, 
signing a statement of repentance, to prohibiting going ashore, according 
to the seriousness of their case. Those who violate the criminal law of 
China shall be brought to justice by the Public Security Organs according 
to Chinese law. 


Customs Notice to Shipmasters and Seamen: 

1. It is prohibited to carry the national currency of the People’s Republic 
of China into or out of the country. 

2. After exchange of foreign currencies, gold or silver for Chinese 
national currency, shipmaster's and seamen shall carefully keep the 
bank's exchange memo for Customs inspection. 

3. Bringing ashore or taking on board of any articles must be reported 
to the Customs Officer on duty for permission. Selling of articles thus 
brought ashore is strictly prohibited. 

4. The seals affixed by the Customs to any place on board shall not be 
tampered with. 

5. Shipmasters shall declare to the Customs all un-manifested cargo or 
parcels on board while performing formalities for ship's entry. 

6. Ships sailing between Chinese ports shall not deviate from the set 
course and go abroad without Customs approval. Previous permission 
must be obtained for such deviation if these is such a need. 


The Importation of the Following Articles is Prohibited: 

Arms, ammunition and explosives of all kinds; radio transmitter 
receivers and principal parts, Renminbi (with the exception of those in 
compliance with an agreement or protocol on the exchange of national 
currency notes). 

Manuscripts, printed matter, films, photographs, gramophone records, 
cinematographic films, loaded recording tapes and video-tapes, etc., 
detrimental to Chinese political, economical, cultural and moral interests. 

Poisonous drugs, habit-forming drugs, opium, morphine, heroin, etc. 

Animals, plants, and products thereof, infected with or carrying 
disease germs and insect pests. 

Unsanitary foodstuffs and germ-carrying foodstuffs from infected 
areas. 

Other articules the importation of which is prohibited by state 
regulations. 


The Exportation of the Following Articles is Prohibited: 

Arms, ammunition and explosives of all kinds. 

Radio transmitter-receivers and principal parts. 

Renminbi and securities, etc., in Renminbi. 

Foreign currencies, bills and securities in foreign currencies (with the 
exception of those allowed to be taken out). 

Manuscripts, printed matter, films, photographs, gramophone records, 
cinematographic films, loaded recording tapes and video-tapes, etc., 
which contain state secrets or otherwise prohibited exports. 

Valuable cultural relics and rare books relating to Chinese revolution, 
history, culture and art. 

Rare animals, rare plants and their seeds. 

Precious metals and articles made thereof, jewellery, diamonds and 
ornaments made thereof (with the exception of those within the quantity 
allowed to be taken out by outgoing passengers). 

Other articles the exportation of which is prohibited by state 
regulations. 


The Sanitary Measures to be taken by Vessels while in Port: 

1. If a case or a suspected case of any quarantinable disease or any 
death not from an accident trauma is found on board, the responsible 
person on duty shall at once report to the quarantine service for 
temporary quarantine. 

2. When rats are found dead or rodents are caught on board, the Master 
(or responsible person on duty) shall report to the quarantine service 
for examination. 
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3. Efficient rat guards or other means against rats shall be properly put 
on all mooring ropes. 

4. When a gangway or gangplank is used in the night it is to be 
illuminated by a strong electric light. 

5. When flies, mosquitoes, cockroaches or other disease-spreading 
insects are found aboard, necessary measures should be taken 
immediately to destroy them. 

6. Waste and garbage on board shall not be thrown overboard or 
discharged into the port waters. 

7. The sanitary measures put down on the Pratique Form must be 
continued as long as the vessel is in the harbour. 


SHIPMASTER’S REPORT: March 1987. 

Documents: See “General” before first port. 

Pilotage: Refer to BA. Charts 1255 & 1260. Pilot usually boards at Inner 
Quarantine Anchorage in position Lat. 37° 34.5’ N., Long. Pek A spd hl 
For deep draft vessels, Pilot will board on request at Quarantine 
Anchorage No. 2 in position Lat. 37° 39’ N., Long. 121° 29.5’ E. Yantai 
Gang is a large sheltered bay and may only be entered by the Bei 
Shuidao. Passage through Dong Shuidao is prohibited. 

Navigation: Vessels may enter Yantai Gang without a Pilot and 
proceed to the Quarantine Anchorage. Entry presents no problems, 
except for deeper draft vessels which have little choice of anchorages. 
Most navigation lights are low powered and Diliuxing and Dajiaoshi are 
fishing lights and will probably not be seen. The bay is exposed to 
Northerly gales which are frequent in Winter and heavy swell will develop 
inside the bay. The bottom is soft mud and poor holding ground. During 
gales both anchors will be needed with a large amount of cable. 
Restrictions: Despite occasional ice in Winter the port is always open. 
Maximum depths in the Quarantine Anchorage, where ships are 
lightened, is 13 m. to 15 m. The inner harbour has been dredged to give 
10 m. at a number of berths. Largest ship berthed 225 m. LOA. 

Tugs: 2 large tugs of 3,200 h.p. and 7 smaller tugs are available. 
Berthing: Depth alongside berths is 10.0 m. 

Cranes: 9 large grab cranes are available on the main quay. There are 
2 floating cranes, one with a lifting capacity of 60 tons and a larger one 
of unknown capacity. 

Lightening operations are carried out at the anchorage, weather 
permitting. 

Fresh Water: Water can be supplied alongside the quay at a rate of 
5t.p.h. Water barges of 200 tons and 400 tons capacity are also 
available. 

Fuel: |FO and MDO available by barge from Dalian. 

Consuls: None locally. 

Repairs: Minor repair facilities available. Repair squads can be brought 
in from Qingdao. 

Repatriation: Partial crew change of some 20 crew members undertaken 
with difficulty. 

Airport: Adjacent to the city. Services available to Shanghai, Nanking, 
Beijing, etc. 

General: 

Trade & Developments: Yantai had a population in 1987 of about 
380,000. It has little export trade, but is a large importer of logs and 
fertiliser. Some steel is also imported. A ship breaking yard is also in 
operation. The port area and the Western shore of the bay are under 
development. 

Communications: Yantai is connected, by road and rail and has 
regular passenger ship services to Dalian and other coastal cities on 
daily basis. 

Agent: China Ocean Shipping Agency, 23 Hai Gang Road, Yantai. 
Cables: “PENAVICO YANTAI". Telephone: 23181. Telex: 32562 
OSAYT CN. 


SHIPMASTER’S REPORT: August 1989. 


Vessel: 
Type: Log/bulk carrier 
Summer draft: 9.54 m. 
LOA: 167 m. 
Beam: 26 m. 
DWT: 26,500 tonnes 
Holds: 5 
Cranes: 4 

Navigation: 


1. Advance Notices: The usual 7 days/4 days/2 days and 1 days ETA 
notice despatched to “Penavico Yantai” agents. Four days prior to 
arrival, Penavico responded by advising the vessel's port schedule. 

2. Radio pratique not available. 

3. Pilotage compulsory for foreign vessels. Pilots, consisting of one 
senior pilot with two assistant pilots who board at the anchorage. Pilots 
monitors VHF Channel 11. Services available 24 hours with prior 
arrangement through Agents. Same number of pilots board on 
departure. 

4. Anchorage area as shown in Chart No. 1260. The depth of Quarantine 
Anchorage No. 1 was reportedly dredged to 12.0 m. The bottom consists 
mainly of mud. Good shelter is afforded from the South side. 

5. Approaches to port: From a position South of Quarantine Anchorage 
No. 2, a SW'ly course was steered to enter the North Channel (Bei 
Shuidao) between Xiaoshanzi and Dajiaoshi, after which vessel steered 
direct to the anchorage/pilot station. 

6. On berthing, with starboard anchor on stand-by, the vessel was 
moored with 4 head/stern lines and 2 springs. Shore bollards are spaced 
every 10m. 

7. No special entry/sailing restrictions at the new wharf, except in the 
old berths (Nei Gang) where local passenger liners’ movements are 
given priority by the Harbour Master. 

8. Communications: Two hours prior to arrival (about 30 miles from the 
port), Yantai Port Radio was raised on VHF Channel 16. 
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While at anchorage, vessels are advised to keep watch on Channg 

16 for port movements and berthing instructions, which are announceg 
in good English. The agent could be reached at any time during office 
hours on Channel 14, through Yantai Port Radio. 
Tugs: On shifting to berth from anchor position, one tug was secured at 
the bow (tug lines used) as vessel manoeuvres through the channe| 
Another tug meets the vessel by the jetty. Two tugs also used on sailing 
Facilities: The new whart has an alongside depth of 11.5 m. at low tide 
and can accommodate 6 Panamax size vessels. 

Four shore mobile cranes were used to discharge the log cargoes 
Exact maximum capacity of the cranes was not available at the time 
but they were prone to breakdowns. Vessel’s cranes were used 
simultaneously to shift deck cargoes. 

Cargo Operations: Shore labour works 24 hours (including Sundays) in 
3 shifts from 0700 — 1500, 1500 — 2300 and 2300 — 0700. Except for 
occasional shore crane breakdowns, discharging was fast. Crane 
operators are good and a minimum of damage was reported. 

Repairs/Dock Yards: Not available. Minor repairs possible. Welding 
repairs, due to stevedores damage, carried out prior to ship's departure 
Supplies/Services: Provisions available through the government ship 
suppliers at prices remarkably higher than local retail shops. 

Fresh water available by barge only. 

Fuel not available in Yantai. 

Time: GMT plus 9 hours in Summer. 

General: 

1. During vessel's stay in port, the weather has been generally fair 
Northerly/Southerly shifts of tidal current (about 1 knot) was experienced 
whilst at Anchorage No. 1. The tidal range whilst alongside was observe¢ 
as about 1.0 m. 

2. No size limitations at the new wharf. Construction of transit sheds 
rails and roads are in progress. Bottom soundings of berth indicates 
average depths of 11.5 m. alongside. The buoyed channel that leads to 
the wharf is, according to the Pilots, dredged to 12.0 m. (Echo sounde 
readings shows approx. 11.5 m. along the length of the channel). 

3. Chart used: B.A. Chart No. 1260. 

4. If vessel wishes to undertake welding on deck, either by shore labou 
or by ship's crew, Harbour Police will first board the vessel to inspec 
the work area to see if safety precautions have been complied with 
They will then give the final approval to start the repairs. No welding 
work should be started unless the Harbour Police are at hand, otherwise 
the vessel will incur a fine. 

Authority: Port formalities are carried out at the anchorage on arrival 
Chinese forms should be used for papers. However, they also accep 
vessel's forms and will transfer the information to their Chinese forms 
themselves. They will hand out blank Chinese forms if vessel has none 
Boarding officials are courteous and direct. They speak little bu 
understandable English. With agent's assistance, entry formalities wer 
carried out in a quick and efficient manner. 


YINGKOU, Including Ba Yu Quan: 40.41 N. 122.15 E. 


LOCATION: 

Yingkou Working District: 40° 41’ N., 122° 15’ E. 

Ba Yu Quan Working District: 40° 17' N., 122° 06’ E. 
PILOTAGE: Compulsory. Pilotage is undertaken day and nigh 
Pilot boards vessel at Pilot/Quarantine Anchorage and (or) Lightenin 
Anchorage. 
ANCHORAGE: Lightening Anchorage: Depth: 9.0m. — 
Max. size: 30,000 d.w.t. 
Ba Yu Quan Working Anchorage: Depth 11.0 m. — 12.0 m. 
VHF: Harbour Bureau on Channels 16 and 18 (24 hours). Penavico 0 
Channel 14. 
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TUGS: 13,600 h.p., 1x1,600 hp. 2x980 h.p., 1x600 hp 
1428 h.p., 1x240 h.p. and 2x 150 h.p. 
Ice breaker of 3,000 h.p. available. 
BERTHING: 
Working Name of Permissible Cargo 
District Berth Length Draft Handled 
(m.) (m) 
Yingkou No. 2 North 60.0 6. Oil 
No. 2 Middle 100.0 6.5 General Cargo 
No. 2 South 125.9 6.5 General Cargo 
No. 2 Grain 85.8 6.5 Grain 
No. 3 244.2 6.8 General Cargo 
No. 4 80.0 6.3 General Cargo 
Ba Yu Coal/General 
Cargo Berth 289.0 11.0 (depth) Coal/General Calg 
Warehouses and Open Store Space: 
Warehouse Open Store Space 
Yingkou 270,000 sq.m. 240,000 sq.m. 
Ba Yu Quan 77,000 sq.m. — 


Main Imports and Exports: 

Exports: Maize and magnesium. 

Imports: Steet, fertiliser, waste paper, Cars and general cargo. 
FUEL: Not available. 
GENERAL: Barges: 31,000 tons (self propelled), 7x 2,000 tons # 
2x 1,000 tons. 
Floating Crane: Not available. 
Supplies: Available from Foreign Shipping Supply Corporation. 
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ZHANGJIAGANG: 31.58 N. 120.24 E. 


LOCATION: Zhangjiagang is situated at the South bank of the 
Changjiang, about 114km. East of Wusong Kou (anchorage for 
Shanghai) 

The port is almost land-locked, with Changshan on the West; Wushan 
and Xiangshan on the South and Fujiangsha on the North; all of which 
shelter the port from strong winds and heavy seas. The port is a natural 
harbour having deep water, able to accommodate vessels of 10,000 
tons which can enter or leave whenever necessary. 

The port is under the administration of the Shanghai Harbour Bureau. 
PILOTAGE: Pilotage is compulsory for vessels flying foreign flags on 
entering or leaving. The Pilot Station is off Baoshan, within the area 
pounded by a line connecting Buoys No. 67, 69, 15 and 14, where the 
depth of water varies from 8 m. — 17 m., mud bottom. 

APPROACHES: Tida/ Stream: During the dry period, the tidal stream 
is multi-directional, while during the flood period it changes between 
multi and single directions. The rate of ebb is greater than that of flood. 
The direction of flood or ebb stream is somewhat parallel to the river 
pank and the direction of the deep channel, with the exception of a few 
aces. 
Wind: Year round the prevailing wind is S.S.E. and E.S.E. or E.N.E. and 
S.E. The strong wind is from E.S.E. and S.E. The annual average wind 
force is 3.8 m. per second. Typhoons may threaten the port in the period 
from July to September, especially in August, with a force up to Force 10. 
Aids to Navigation: The harbour is provided with 16 light buoys 
numbered Funan No. 1 to 14, beginning from the lower entrance. There 
are two No. 7 and two No. 8 light buoys. No. 14 light buoy stands as a 
Fairway Buoy, navigable on both sides. Port hand buoys are painted 
black with a black spherical topmark, starboard hand buoys are painted 
red. 
Obstructions: At the West side of the lower entrance along the channel, 
there is a large shoal patch, extending Eastward with a depth of less 
than 5 m. over it. 
ANCHORAGE: Quarantine Anchorage is situated in the area North of 
the line connecting No. 30 light buoy and No. 30B light buoy. Water 
depth is 10 m. — 13 m., bottom sand and mud, capacity of four to five 
vessels. This anchorage is also for Joint Inspection. 
TUGS: 2 x 960 h.p. 
BERTHING: There are 2 groups of floating wharves consisting of 4 
berths each, of which two are for taking vessels of 10,000 tons. 
No. 1 and No. 2 floating wharves are each composed of 3 pontoons and 
2 joint bridges and connected to the shore by 6 steel bridges. 

There are also floating piers for harbour tugs, and temporary floating 
piers. 

There are 7 mooring buoys numbered from No. 1 to No. 7, beginning 
from the lower entrance. 

Warehouses: There are warehouses and storage ground along the 
wharves for cargo stowage. 


ZHANJIANG (Tsamkong): 21.11 N. 110.24 E. (See Plan) 


Also see ‘General’ before first port. 

PILOTAGE: Pilotage is compulsory and is undertaken day and night. 
ANCHORAGE: The anchorage is located between the following 
positions, Lat. 21° 11’ 36” N., Long. 110° 25’ 17” E. and Lat. 21° 04’ 
95"N., Long. 110° 33’ 20” E. The depth in the anchorage is 15 m. — 
35m. and the bottom is sand and mud. Vessels up to 100,000 d.w.t. 
may use the anchorage. 

RESTRICTIONS: Vessels may enter and sail after sunset. 

MAX. SIZE: The draft limitation in the Channel is 9.5 m. 

Tidal Range: Maximum 4.51 m., minimum 0.70 m. 

VHF: Zhanjiang Radio is on Channel 16 throughout 24 hours. 

TUGS: 1 x 400 h.p., 1 x 500 h.p., 1 x 1,200 h.p., 2 x 1,360 h.p. and 


4 x 3,200 h.p. 
BERTHING: 
Working No. of Cargo Shore 
District Berths Length Depth Handled Cranes 
(m.) (m.) 
No. 1 7 906 9.0 General 14 
No. 2 3 336 ZO Oil 
No. 3 5 966 12.0 Ore and General 15 
No. 4 6 1,352 12.0 Grain 8 
Coal 2 
CRANES: There is a floating crane with lifting capacity of 15 tons. Also 
See “Berthing”. 
2 ot Contact China Marine Bunker Supply Company, Zhanjiang 
ranch. 
REPAIRS: Facilities available. 
GENERAL: 


Storage: Warehouse: 443,973 sq.m. Open space: 329,417 sq.m. 
Imports: Steel, fertiliser and grain. 

Exports: Bauxite and general cargo. 

Provisions: Contact Xhanjiang Ocean Shipping Supply Corporation. 


SHIPMASTER’S REPORT: December 1987. 
Port Limits: Port Limits extend to Longitude 110° 38’ E. 
Notes: Vessel not normally ‘Arrived’ until cleared. 

Notice of Readines may not be accepted until the vessel has berthed. 

uments: Standard Chinese Forms used. 

6 copies Arrival Crew List required. 
Anchorages: There are about 18 anchorages designated by the Harbour 
Master. In addition there are 12 mooring buoys that may be used by 
“€ssels of 10,000 tons during a typhoon. 
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Pilotage: Total distance about 22 miles. Vessels over 9.5 m. draft and 
vessels of irregular dimensions embark the Pilot at the Outer Pilot Station 
from a large tug. 

Regular size vessels and vessels of light draft embark the Pilot at the 
Inner Pilot Station. 

There is a heavy concentration of fishing vessels between the dredged 
channel and the Inner Pilot Station. 

Restrictions: Channel said to be 9.5m. (Datum) and Inner Basin 
Channel 8.5 m. (Datum). 

Max. Size: Tankers up to 11.73 m. and cargo vessels up to 11.4 m. draft. 
It is however necessary to confirm this on each visit. 

Health: Standard Chinese Arrival Inspection Procedure carried out at 
anchorage, preferably as near to the port as is accessible at the time. 
The Inspection Party consists of 8 or more persons. 

Pratique is only required at the first port of entry. 

Radio: Radio Station ‘XSJ' on W/T MF and HF and VHF Channels 16, 
11 and 13. No public telephone correspondence available. 

VHF: Call Radio Station on Channel 16 and change to Channel 13 to 
speak to Harbour Master, Stevedores, Agents, etc. 

Radar: The Harbour Master's Office is equipped with radar. However, 
we do not believe it is used to assist vessels in harbour. 

Tugs: There are 4 ‘Duck-Peller’ tugs equipped with VHF and fire fighting 
equipment. Normally 2 tugs are used, with ship's lines. There is a 
dedicated fire float and 2 large and older tugs used as pilot boats. 
Berthing: The harbour operates in 4 sections (length 1,700 m., depths 
up to 12.5 m.). 

Section One: The original wharf, with a new extension to the North of 
the basin. There are 8 berths and an ‘end-on’ berth for Ro-Ro operations 
of local ferries. 

Section Two: Located at the South end of the harbour. All oil 
operations are carried out at this section. 

Section Three: Located upstream from the port. 

Section Four: Newly built on reclaimed land. Six berths, including a 
silo at the end of the quay, with depths of 11.0 m. or more. 

Cranes: 

Section One: 2 Portal grabbing cranes on the newest berths. 

Section Three: Number of cranes not known. 

Section Four: There are cranes available at all berths, suitable for 
grabbing. 

Bulk Handling Facilities: 

Imports: Wheat is handled by pneumatic elevators or crane and grab. 
Other cargoes handled by crane and grab into mobile hoppers. All bulk 
cargoes are bagged for onward carriage into hinterland. 

Exports: Barytes, talc lumps, fluorspar, etc. Cargo is tipped by lorries 
onto the quay and loaded by grab and crane. Phosphate and coal also 
handled. 

Bridges: None. 

Stevedores: Cargo worked throughout 24 hours in 3 shifts. 

Medical: Facilities available. Foreign seamen handled by ship chandler 
at the request of the agency. 

Tankers: Mostly domestic Chinese vessels observed. No details of 
berths obtained. 

Density: 1018 — 1020. 

Fresh Water: Available ex-wharf and by barge. 

Fuel: Standard Chinese Grades available. Vessels should be aware of 
the wax content and high pour points. Bunkers available by barge, 
normally in daylight. Also available at anchorage. 

Repairs: Minor repairs possible. 

Surveyors: The Chinese Classification Society ‘ZC’ acts on behalf of 
most major Societies for survey work. Cargo Surveyors and Draft 
Surveyors available from Chinese National Organisations. 
Gangway/Deck Watchmen: |mmigration Police act as gangway guards 
on all foreign vessels. 

Customs Allowances: Crew allowed 200 cigarettes on arrival. The bond 
is sealed. Weekly issues are allowed upon written application. 

Cargo Gear: All berths are equipped with railway lines and have 
standard Chinese two wire portal cranes of possibly 10 tons SWL, but 
unmarked. Various designs of grabs available according to normal 
commodities handled. 

One four wire crane observed handling 20 ft. containers. Floating 
crane observed. Some mobile cranes also available. In the main, ship's 
gear is used as a last resort. 

There are a number of mechanical handling units such as front end 
loaders, tipping lorries, tractors and trailers. Some fork lifts with tines or 
hook gantries. Mobile conveyors, bagging plants, hoppers, etc. 
Repatriation: Possible via Kwangchow and/or Hong Kong. Land 
communication is mostly by overnight bus. Occasional ferry to Hong Kong. 
Airport: Domestic flights, but recently 2 charter flights per week to Hong 
Kong direct. 

Time: GMT plus 8 hours. Summertime of GMT plus 9 hours has been 
introduced. 

Telephones: Section 4: Some berths have telephones whose installation 
is compulsory. Foreign ships are charged 200 F.E.C. for connection. 
Storing: Permitted alongside but usually in limited quantities, delivery is 
by trishaw or minivan. 

Shore Leave: Permitted until midnight only. Foreign seamen are logged 
out and back at the Dock gate by Immigration Officials. 

Identification: Seamen's |.D. or Passports to be carried at all times. 
Foreigners also require ‘Landing Permit’. 

Regulations: Standard uniform Port Regulations for China. 

Delays: Possible due to congestion or for operational reasons. Port is 
also in the typhoon area, which may require ship's to clear the wharves. 

Supercargo's can sometimes arrange despatch agreements. 
Developments: Nine berths newly built and in use, five berths under 
reconstruction on the old quay. 

Authority: Harbour Superintendancy Administration. 
Agent: China Ocean Shipping Agency, No. 7 Ren Min Road, E.1. Xia 
Shan, Zhanjiang, Guangdong, China. Telephones: 24936, 24255. Telex: 
45234 PNVCZ CN. Cables: PENAVICO, Zhanjiang. 
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ZHENJIANG: 32.13 N. 119.27 E. (See Plan) 


PILOTAGE: Pilot boards vessel at Bao Shan Pilot Station. Pilotage is 
undertaken between sunrise and sunset. 
ANCHORAGE: Vessels anchor in Luo Cheng Zhou Anchorage in a 
depth of 12.0 m. — 16.0 m. The nature of the bottom is mud and sand. 
Maximum size vessel that can anchor is 25,000 d.w.t. 
The anchorage is contained within the following coordinates: 

A. 32° 16’ 41” N. 119° 41’ 53”.E. 

B. 32° 16’ 31” N. 119° 42’ 05" E. 

C. 32°17’ 26’ N. 119° 42' 16" E. 

2 Toes een Biya be Bl 119° 42’ 28" E. 
RESTRICTIONS: Vessels may only enter and sail during daylight hours. 
MAX. SIZE: Draft limitation in Channel is 9.5 m. 
Tidal Range: Maximum 2.10 m., minimum 1.0 m. 
VHF: Radio station on Channels 11, 16 and 23. 24 hour service 
maintained. 
TUGS: 2 x 428 h.p., 3 x 980 h.p. and 2 x 1,670 h.p. 
BERTHING: 


Working Cargo Crane 
District Berth Length Depth LOA Handled Capacity 
(m.) (m.) (m.) (tons) 
First No. 2 60 5.5 80 General dle I~ 
No. 3 80 6.0 100 Passenger 
No. 4 60 6.0 80 Coal 1x3 
No. 5 60 6.0 80 Sand 1x3 
Second No. 1 182 11.0 200 Coal/Ore 4x 10 
No.2 180 11.0 200 Timber - 
No. 3 180 11.0 200 General 2x5 
(Da Gang) No.4 180 asta 200 General oo 
No. 5 (Under modification) 
Jian No. 1 80 11.0 100 Oil Products 
Bi No.2 110 11.0 140 Oil Products - 
Buo No. 1-2 280 11.0 185 General - 
y No. 2-3 280 11.0 185 General $e 


CRANES: There is a floating crane with capacity 150 tonnes. 
Also see “Berthing”’. 

FUEL: Contact Chang Jiang Bunker Supply Station. 

GENERAL: 

Provisions: Contact Zhen Jiang Ocean Ship Supply Company. 

Storage: Warehouse: 14,500 sq.m. Open storage: 124,000 sq.m. 

Imports: Timber, ore, coal, scrap and oil products. 

Exports: Cotton, grain and general cargo. 


ZHOUSHAN: 30.01 N. 122.06 E. 


PILOTAGE: Pilotage is undertaken from 0700 hrs. to 1800 hrs. Pilots 
board vessels at Xia Si Men Anchorage (29° 43’ N., 122° 21’ E.). 
ANCHORAGE: Ma Si Men Wai Achorage for quarantine and Yeji Shan 
Anchorage for lightening. Depth is 15.8 m. — 30.0 m. Vessels of 150,000 
d.w.t. and 200,000 d.w.t. may use the anchorage. 

RESTRICTIONS: Vessels may enter and sail after sunset. 

MAX.SIZE: Draft limitation in channel is 15.0m. Tidal range is 
0.45 m. — 4.32 m. 

VHF: Zhoushan Radio on Channel 16 throughout 24 hours. 

TUGS: 1 x 600 h.p., 1 x 1,200 h.p. and 1 x 1,800 h.p. 

BERTHING: 


Working Max. Cargo 
District Berth Length Depth LOA/Draft Handled 
(m.) — (m.) (m.) 
Ding Hai Jiang Kou Pu) — = Coal 
Shenglia- Dun Tou 92 6.0 120/6.0 Multi — use 
Men 153 7.0 160/7.0 Petroleum 
11.0 — 15.8 Lightening 
Ma Shi Shan 
Buoy No. 1,2,3 


SNe Te, Lackuang Shan 130 10.5 170/10.0 Multi — use 
shan 

Ye Ya Shan 19.0/13.0 

Anchorage 
CRANES: 2 * 8 ton cranes at Dun Tou and 2 x 10 ton gantry cranes 
at Laokuang Shan 
FRESH WATER: Available. 
REPAIRS: Facilities available. 
GENERAL: 
Storage: Warehouse 3,970 sq.m. and open storage space of 
10,000 sq.m. 
Cargo Handled: \mports: Grain, cement, timber, steel, bagged fertiliser 
and petroleum. Exports: Sea products, frozen cargo and tin. 
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Christmas Island 


CHRISTMAS ISLAND, Indian Ocean: 
10.25 S. 105.43 E. (See Plan) 


pORT LIMITS: The area of sea in and adjacent to Flying Fish Cove in 
the Territory of Christmas Island enclosed by a line commencing at a 
point where a line bearing 270° True from the flagstaff at Government 
House intersects the coastline of Christmas Island at MHW thence 
pearing 270° True for a distance of 2 km. thence bearing 360° True for 
adistance of 2 km. thence S.E. by a straight line to Rocky Point thence 
generally S.W. along the coastline of Christmas Island at MHW to the 
point of commencement. 

DOCUMENTS: 

Port Clearance. 

2 Crew Lists. 

2 Passenger Lists. 

2 Manifests. 

Health Certificate. 

Certificate of Registry. 

Load Line Certificate. 

On arrival at the Island, all usual customs formalities must be 
observed. 

Immigration Officers will board to clear vessel inward. Until the vessel 
nas been cleared, crew members and passengers must not go ashore. 
PILOTAGE: Vessels must not close the moorings nearer than one mile 
until such time as the Harbour Master, or his Assistant, boards to 
supervise securing to the mooring system. All Harbour Masters are 
qualified Master Mariners and will render pilotage assistance. 
ANCHORAGE: No sea anchorage is available at Christmas Island, the 
depth of water being too great. Vessels unable to moor due to adverse 
weather, berth occupancy or late arrival, usually drift off the port and 
return by daylight next morning, or when advised to do so by the Harbour 
Master. 

RESTRICTIONS: It is not normal practice to moor vessels at night, but 
unmooring is carried out at all hours. 

MAX. SIZE: LOA 192 m. Beam 28 m. Summer d.w.t. 35,000 tons. 
HEALTH: Health procedures are basically as those set out by the World 
Health Organisation in their International Sanitary Regulations. Vessel 
whose last port of call was in Australia, do not need Pratique clearance. 

All other vessels should request Free Pratique by radio when less 
than 48 hours from the Island. 

The Pratique cable should state: 

Last port of call and date of departure. 

Number of persons on board and number of passengers for the 
island. 

Any suspected or confirmed infectious diseases on board. 

The Port Health Officer may board to inspect passengers, crew, 
medical papers and/or cargo. 

Also see “Regulations”. 

RADIO: ETA Advice: The telegraphic address is “CIPHOS, Christmas 
sland", and through Perth, Western Australia, or Singapore Radio. On 
sailing from the previous port, an ETA should be radioed to the Harbour 
Master. 48 hours before arrival, a confirmation of the ETA should be 
sent. 

Also, the Island should be advised of: 

the passengers on board, 

number of bags of mail, 

total quantity of inward cargo, and 

the hatch disposition of the inward cargo. 
Ships in Port: In conformity with international regulations, no radio 
tansmissions are allowed by vessels whilst berthed at Christmas Island. 
Any telegrams requiring despatch must be lodged at the Post Office for 
vansmission. Post Office hours are 0800-1200 and 1300-1500, Monday 
‘0 Friday only. 
VHF: The Marine Office is equipped with VHF and may be called on 
Channel 16 from 0000-0900 hrs. (G.M.T.), Monday to Friday, weekends 
ty arrangement only. 

Call sign is “Christmas Island Marine”. se 
TUGS: None. 

SERTHING: On receipt of radioed advice, arrangements should be 
made to arrive at the boarding position, i.e. one mile West of Smith 
Point, at the appointed time. On arrival, the way should be taken off the 
sip and the engines stopped, as, when the weather permits, the 
Tooring gear is also loaded at this position. Six 52 mm. mooring lines 
will be placed on board. Shore labour carry out this operation and also 
Noor the vessel. 

Main Engines and Deck Machinery: \t is imperative for the vessel's 
safety that the main engines are ready for proceeding to sea at all times, 
% Occasionally sharp squalls set in which make it necessary for the 
Ship to proceed offshore at very short notice. 

When the vessel is moored, the engines must not be used except for 
seceding to sea. This also applies to moving engines for testing, for 
which the prior permission of the Harbour Master must be obtained. 

Power, whether steam, electric or hydraulic, must be kept on the 
“indlass and all winches the whole time the vessel is in port. It is 
Paap important that the windlass and aft mooring winch are in first 
‘ass order. 

BULK CARGO HANDLING: Vessels Loading Bulk Phosphate: 
“ading Plant: Bulk phosphate is loaded by 2 cantilever arms. When 
he ship is moored in the loading position, the arms are swung over the 
*propriate hatches and the cargo poured directly into the holds. The 
“aPacity of each arm is 1,500 tonnes per hour; i.e. 3,000 tonnes per 
‘our overall loading rate. 

: last: Vessels should arrive with sufficient ballast to allow them to be 
andled without tugs in a strong breeze. However, on ships loading bulk 
*osphate the amount of ballast should be restricted to the amount 
*hich can be discharged comfortably whilst loading. The bottom of the 
*ading chute, when fully raised, is 16 m. above MHWS. 


CHRISTMAS ISLAND 


The Loading Berth: The bulk loading plant is served by a system of 
outer and inner buoys. Initially, a vessel is secured to the outer buoys, 
which are anchored in very deep water and then breasted to an inner 
buoy system (inner Berth). 
Preparation Before Arrival: 

i) The forecastle head should be left as clear as possible of chain, 
lashings, etc., so that all pipes, fairleads and bitts are available 
for use. 

ii) The derricks or cranes at No. 1 and at the aftermost hatch should 
be ready for loading cantilever mooring gear. At the other hatches, 
all derricks should be hoisted and swung over to the port side so 
that derricks, guys, preventers and runners are well clear of the 
hatchway. Hatches should be open before the Pilot boards ready 
for immediate loading once the ship is secured in the berth. It is 
essential that all lower holds are clean and free of dunnage on 
arrival. Hatch beams need not be removed. 

If general cargo is to be discharged, a good boat rope should be 
rigged on the both sides for the full length of the vessel going 
well forward and well aft with “stirrups” abreast of the ends of 
each hatchway. 

Any jumper stay, mast stay, or wireless aerial which obstructs a 
hatch should be free and ready for releasing. 

v) The ship is required to have ready 3 mooring ropes forward and 
3 mooring ropes aft. These ropes should be at least 52 mm. in 
diameter and in good condition. One rope forward and one rope 
aft should be at least 200 m. in length. 

If there is doubt about the condition, size or length of ship's ropes, 
the Harbour Master should be requested, by telegram, 24 hours 
before arrival, to supply extra shore ropes. 

The pilot ladder should be rigged on the starboard side sufficiently 
far forward to be on the flat side of the vessel clear of the overhang 
of the hull aft. The bottom rung should be one metre above the 
water. Manropes must be fitted. 

All discharges or scuppers in the vicinity of cargo boats, pilot 
ial or gangways, must be effectively screened or blocked 
° 
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As the loading rate is high (approximately 3,000 tonnes per hour) 
vessels should endeavour to arrange the discharge of water 
ballast so that loading can be completed without interruption. 
However, the vessel should not arrive trimmed excessively by 
the stern as this could make her extremely difficult to handle in 
the prevailing fresh South East breeze. 
All derricks, hatch boards, and beams will be handled by ship's 
crew only. 

x) Mooring winches aft and windlass forward should have power on 

ready for shore labour to handle mooring ropes. 

Stowage Factor: The free pour stowage factor of Christmas Island 
phosphate is 0.75-0.84 cu.m./tonne in bulk carriers. The angle of repose 
is about 35°. 
Weighing Machine: A weighing machine is installed at the loading plant 
but it must only be used as a guide to the quantity loaded and scale 
figures should be checked against the vessel's draft. 

Loading will be stopped at any quantity desired short of the final figure 
to allow the draft to be determined and alterations made to end hatch 
figures for adjusting the vessel's trim. 

Loading Distribution Plan: A \oading distribution plan should be made 
up, to be presented to the Loading Master on arrival. 

Fastest overall loading time will be achieved if amounts can be more 
or less evenly distributed between the two loading arms. 

Draft gauges are supplied from shore and fitted to ship's side to assist 
with draft readings. 

It is recommended that planned loading allows a balance of 500/1,000 
tonnes for trimming after draft survey. No draft surveys are carried out 
by shore personnel. The ship must carry out is own draft survey and 
call for additional cargo required to make up Bill of Lading or Manifest 
quantity as per charter party. 
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Vessels Loading Bagged Phosphate Dust: 

The Loading Plant: Bagged phosphate dust is loaded by ship's gear. 
The bags, stowed on cloverleaf slings, are brought alongside by powered 
barges, hoisted inboard and block stowed in the hold. The net weight 
on each sling is 2 tonnes. 

Ballast: Ships loading bagged dust should, to expedite loading, retain 
all their ballast until approximately half the cargo is on board. 

The Loading Berth: Bagged phosphate is usually loaded at ‘B2’ mooring. 
Here the vessel is moored between two buoys, the bow to the main 
mooring and the stern to a buoy further inshore. 

Preparation Before Arrival: 

i) The derricks should be raised and ready to work. Weather 
permitting, 2 hatches should be open and ready to commence 
loading with 2 gangs immediately upon arrival. 

ii) A good boat rope should be rigged on both sides of the vessel 
going well forward and well aft with supporting “stirrups” abreast 
of the ends of each hatchway. 

iii) Two heavy mooring ropes should be ready forward to run from 
either bow to the buoy. In addition to the head mooring lines, 
2 good mooring ropes should be available aft. These ropes 
should be positioned so that they can be run from either quarter. 
All ropes should be at least 200 m. long. If there is doubt about 
the condition or length of the ship's ropes, the Harbour Master 
should be requested by telegram 24 hours before arrival to supply 
extra shore ropes. 

The pilot ladder should be rigged on the starboard side sufficiently 
far forward to be on the flat side of the vessel clear of the overhang 
of the hull aft. The bottom rung should be one metre above the 
water. Manropes must be fitted. 

All discharges or scuppers in the vicinity of cargo boats, pilot 
ladders or gangways must be effectively screened or blocked off. 
All derricks, hatch boards and beams will be handled by ship's 
crew only. 
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Stowage Factor: Bagged dust stows at approximately 45 cu.ft. per ton 
(1.25 cu.m./tonne). 

Bill of Lading Tonnage: Loading will be stopped at any quantity desired 
short of the final figure to allow the draft to be determined and alterations 
made to end hatch figures for adjusting the vessel's trim. 

CRANES: On wharf, 1 Favco 20 tonne S.W.L. and 1 Babcock & Wilcox 
4 tonne S.W.L. 

STEVEDORES: Supplied by Agents. 

MEDICAL: The Medica! Superintendent may be consulted on payment 
of the usual fees. Members of the ship's company requiring treatment 
should be provided with a letter from the Master stating the nature of 
their ailments. This letter will also be an undertaking from the Master 
that the Doctor's fees will be paid. 

If Hospital accommodation is desired, please apply to the Medical 
Superintendent beforehand, regarding fees, etc. 

TANKERS: Furnace and diesel oils pumped ashore simultaneously 
through floating pipe-lines, 8 in. and 6 in. diameter respectively. 
DENSITY: 1023 constant. 

FRESH WATER: In an emergency, a limited quantity of fresh water may 
be obtained. Requirements should be advised by radio the day prior to 
arrival and confirmed with the Harbour Master when he boards. 

Sufficient water should be carried to allow for a prolonged period of 
drifting off the Island in unfavourable weather conditions. 

FUEL: No facilities are available for the provision of fuel oil, other than 
very small quantities of diesel oil for boats or visiting yachts. 
GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: All beams and hatches to be handled 
by ship's crew. 

CERTIFICATES: Register of Cargo Gear and Test Certificates. 
CARGO GEAR: To comply with requirements of the Australian 
Navigation Act, 1912-58. 

CONSULS: Administrator's Office performs some consular functions. 
REPAIRS: No facilities exist. 

SURVEYORS: Cargo Surveyors: The Harbour Master or his assistant 
in his capacity as Lloyd’s Agent. There are no authorised hull surveyors. 
REPATRIATION: Only for medical emergencies. 

AIRPORT: Weekly flights from Perth and Singapore. 

TIME: GMT plus 7 hours throughout the year. 

HOLIDAYS: New Year's Day; Australia Day (26th January); Hari Raya 
Haji; Chinese New Year — two days; Good Friday; Easter Monday; 
Queen's Birthday; Territory Day (1st October); Hari Raya Puasa; 
Christmas Day; Boxing Day. 

No work performed on New Year's Day, Hari Raya Puasa, Good 
Friday, 1st day of Chinese New Year and Christmas Day. 
POLICE/AMBULANCE/FIRE: Police Tel: 444. Ambulance Tel: 333. Fire 
Tel: 222. 

EMERGENCY CO-ORDINATION CENTRE: The nearest Co-ordination 
Centre is the Coastal Surveillance Centre, Canberra. Tel: Canberra 
476666. Cables: ‘‘Marineops’ Canberra. 

BANKS: The Bank of New South Wales, Christmas Island, Indian 
Ocean. Telex linked direct to head office of the Bank of New South 
Wales in Perth, Australia. 

STORING: See ‘Prelims’. 

1. The Island is stored purely for local needs with limited quantities 
and range of supplies. It would therefore only be in cases of extreme 
emergency that stores would be supplied to ships. . 

2. In such cases vessels would be stored by barge, and this would 
take place at any convenient time prior to or during loading. 

3. Not applicable as moorings are off shore. 

4. Fork lifts are available to assist in loading stores. 

5. There are no Customs regulations or requirements pertaining to 
the loading of ship’s stores. 

6. Local labour is available to load stores onto ships. 
TELEPHONES: Placed aboard when required by Port Authorities. No 
charge. 

SHORE LEAVE: See “Regulations.” 

IDENTIFICATION CARDS: Not required. 

REGULATIONS: The importation of animals and poultry into Christmas 
Island is subject to strict control. No animals or poultry may be imported 
into Christmas Island without a permit from the Administrator; therefore 
animals or poultry must not be accepted on board a ship for carriage to 
the Island unless the following documents are produced:— 

(a) A Permit from the Administrator.. 

(b) A Certificate of Health and Declaration by Owners on Form B301 
signed by a Government Veterinary Surgeon and Quarantine 
Officer (Animal). 

(c) A Certificate of Stock signed by an Inspector of Stock. 

(d) A permit to embark animals on Overseas vessels signed by a 
Quarantine Officer (Animal). 

Shore leave is, in normal weather, at the discretion of the Master and 
shall expire at 1700 hours local time. When the weather is doubtful the 
Harbour Master may prohibit shore leave altogether. 

We must ask the Master to take action to prevent the Steward and 
other members of the crew selling or supplying liquors or other goods 
to any person on the Island. Breaches of the Liquor and Trading Laws 
render offenders liable to heavy penalties. 

Whilst the vessel is in port the disposal of garbage overboard is 
prohibited. 

The port of Christmas Island is a gazetted port regulated by the 

Australian Navigation Act and the Merchant Shipping Ordinance of the 
former Colony of Singapore. The Mining Corporation's Harbour Master 
and Assistant Harbour Masters are appointed by the Government as 
Deputy Harbour Masters responsible for enforcing these regulations. 
Your co-operation with them is earnestly requested. 
WEATHER: The barometer is not a reliable guide in these latitudes. 
While the wind is steady from the Eastward with a clear sky, fine weather 
may be expected; but if the wind falls light or if clouds bank up in any 
quarter, squalls blowing onshore can be expected. Also, lightning in any 
quarter is usually followed by unsettled weather. 
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Whilst shore labour is on board, a Harbour Master is on duty. He wi 
advise if the weather conditions necessitate taking the vessel to sea ary 
will supervise the unmooring operations. However, when the ship « 
moored, but idle, sea watches must be kept. Should the wind bicy 
onshore at Force 3 or more, or the vessel's movements place undy 
strain on the moorings, the ship must be taken to sea at once. 


QUESTIONNAIRE: To facilitate loading the vessel, the questionnai, 
should be completed and forwarded to the Corporation's Gene 
Manager on arrival. 
M.V. 
S.S. 
Off. 


The General Manager, 
Phosphate Mining Setncention of Christmas Island, 
CHRISTMAS ISLAND, 

INDIAN OCEAN. 


Dear Sir, 


| acknowledge receipt of your brochure giving information in connectig 
with mooring and loading at Christmas Island which | have careful 
noted. 


The following are the particulars of this ship:— 


Tonnage Summer Displacement ——_—_—__$___—__—_. 
Length_________ Breadth Depth 
Size of Panama Lead -— if fitted. 
Size of Chain Cable 
Weight of Anchors. 
Last Port of Departure 
Date of Sailing 
Quantity of Phosphate required for full cargo this voyage tonne 
Number of hatches into which Phosphate will be loaded____ 
Quantity to be loaded into each Hatch : No. 1 Nor 2-3 
NG? 4 SCORING 4 CSTIBENG. Oo IND. 

Spare cabins available 
Additional cabins which can be made available if required____—_—_— 
Number of berths in additional cabins 
Total number of passengers who can be taken—_______ 
Quantity of fuel on board on arrival 
Service Speed_ EEE 
Daily Fuel Consumption — Steaming. Onting-—__. 


( ) MASTER 


AUTHORITY: Phosphate Mining Corporation of Christmas Islan 
Christmas Island 6798, Indian Ocean. Tel: 8264. Telex: Indian Oce: 
766 78005. Cables: Ciphos, Christmas Island. Contact: Captain A.‘ 
Turner, Harbour Master. 

Phosphate Mining Corporation of Christmas Island, 5 Mill Stree 
Perth, Western Australia 6000. Telex: AA 92047 Ciphos. Cables: Cipho 
Perth. 


NOTES 
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Colombia 


GENERAL: 


DOCUMENTS: 
Consular Documents: 

in foreign ports where cargo for Colombia is loaded, the Colombian 
Consulate must receive two copies of the Cargo Manifest, on a special 
form (Colombian Freight List), one of which is returned to the vessel 
and the other is filed at the Consulate. 

Prior to Arrival: 

Notice of arrival: 

The agency must prepare the standard Colombian document for 
confirmation of vessel arrival, giving the characteristics of vessel and 
ndicating the services requested: pilotage, towing, anchorage, berthing, 
cargo to be loaded and unloaded, as well as water, electric power, 
telephone, fuel and lubricants. 

This form is addressed to the Director of Operations of the Marine 
Terminal of the Colombian Port Authority (COLPUERTOS) and is 
submitted in seven copies (original and three copies for the Marine 
Terminal and a copy each to the Port Captain, the Customs Security 
Office, and the Port Public Health Officer). If passengers disembark, an 
additional copy must be submitted to Migration. 

Information on cargo for the port: 

At least 24 hours in advance of the vessel's arrival, the agency must 
receive the following documents by airmail, for distribution as indicated: 


Marine 
Documents Customs Terminal Agency Total 
Freighted Manifest (Freight List) - - 1 1 
Freighted Bills of Lading 1(a) 3 1 5 
ust of Cargo by Hatch - 1 1 2 
ust of Dangerous Cargo in Transit - 1 1 2 
Stowage Plans - 1 1 2 


(a) Stamped. 
Request for Port Services: 
The agency must submit to COLPUERTOS, 8 hours in advance of 


* the vessel's arrival, the following documents, in original and two copies: 


request for berthing crew, cranes, terminal crew, motorised equipment 
and storage; request for inward pilotage and towing. 
On Arrival: 

On the entrance of a vessel, the following documents must be 
submitted, either on the model forms established by LAFTA Resolution 
254 (IX), or on similar forms, except the cargo manifest, which will be 


made out on the Colombia Freight List form. 

Number and Distribution of Documents 

Cus. Marine Port Pub. 

Sec. Term. Health Migr. Agency Total 
- - 1 


Port 
Capt. 
1 


Type of Documents 

Basic Forms 

General Declaration 

Cargo Manifest 

Crew List 

Passenger List 

Ship's Stores 

Crew Effects Declaration 

Maritime Declaration of 
Health 

Mail List = 


1 1 
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Additional Documents: 
9. Clearance from Last Port - - - - > = 
10. List of Passengers in 1 1 1 - 1 
Transit 
11. "No Passengers” 1 2 - 1 - 1 
Declaration (c) 
12. List of Dangerous Cargo in 1 - 1 - - 1 
Transit (c) 
13. "No Mail" Declaration (c) 
\4 List of Passengers’ = 
Baggage (a) 
(a) Only for those disembarking 
(0) One copy for the Post Office. 
(c) When required 


Other Requirements: 

The agency provides a landing permit for each crew member and 
passenger, which is stamped on board by the Captain of the Port. 

Prior to Departure: 

Clearance for the vessel is requested from the Captain of the Port on 
a special form. It is prepared in triplicate (original for the vessel, one 
copy for the Port Captain's file and one for the agency). The following 
documents accompany it: 

1 Crew List. 

1 Passenger List or “No Passengers” Declaration. 
1 Ship's Stores List, and 

1 Fuel Supply Declaration or negative 

Request for Pilotage: 

At least 2 hours before departure, a request for pilotage, clearance 
pad unberthing crew must be submitted to the COLPUERTOS Maritime 

ion. 
Port Authority Circular: July 1986. 
Documentation Required: 

The Maritime Agencies must present: 

(a) Maritime Sector Discharge (imports and transit): 

Up to date stevedoring plans showing the location of the cargo 
for the port and hazardous cargo. 

List of Cargo per Discharge Hold. 

List of Containers for the Port. 

Sets of Bills of Lading. 

Sets of Check Lists of Cargo with Manifest. 

Tally Books. 

List of Missing Cargo showing the ship which recorded them 
but did not load them, together with their Bills of Lading and Check 
Lists against the Manifest. 

For cargoes in-transit, national or international, transhipment, 
Declaration of Final Destination, with presentation of the 
Memorandum of Authorisation of Customs. 

Certificate of the draft survey of the port of shipment for bulk 
cargo. 
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COLOMBIA 


(b) Maritime Sector Cargo (Exports): 
List of Cargo for Shipment by Port of Destination. 
List of Empty Containers to be Shipped. 
Shipment Orders Authorised by the Customs. 
Sets of lists checking loading against Manifest once loading 
has been completed. 
PILOTAGE: Pilotage is compulsory for all vessels over 200 g.r.t. The 
Pilot must be requested by the Agent at least 24 hours in advance. 
Berthing preference will be given as follows: 


1. Warships. 

2. Passenger vessels and Mail Boats on a fixed itinerary. 
3. Vessels with livestock and perishable cargoes. 

4. Passenger vessels not on a fixed itinerary. 

5. Vessels loading cargo for export. 

6. Vessels discharging cargo for import. 

7. Tankers. 

8. Coasters. 
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. Vessels carrying explosives. 

On sailing all vessels must fly the “P” flag. 

Vessels at anchor can be authorised to work to lighters. 

All Colombian ports are open 24 hours a day. 

ARRIVAL ADVICE: 
(1) The local Agent must advise Empocol 72 hours, 48 hours and 
24 hours in advance the vessel's ETA. 

(2) With the ETA pre-arrival advice, Owner or Master must advise 

the Agent the following: 

(a) Estimated arrival draft, forward and aft 

(b) Full vessel's particulars, including breadth 

(c) Vessel’s side for which she must be docked (port side or 
starboard) 

(d) Cargo hatch distribution 

At least with 48 hours in advance, the Agent must receive in order 

to give to Empocol (together with others issued by the Agent 

according to the information supplied by the Master and Owner), 

the following documents: 

(a) 5 original copies (not photocopies) of each Bill of Lading, duly 
freighted and signed by the shipper 

(b) Stowage plan. 

Also 24 hours prior vessel's arrival, the Agent must pay to 

Empocol the proforma invoice which amounts to the estimated 

port expenses plus 25 per cent surcharge. Hence it is of 

paramount importance the Agent receives well in advance the 

funds required, in order to convert the U.S. Dollars into local 

currency and proceed to effect the corresponding payment. 

It is important to point out that in case the above mentioned 
instructions are not fulfilled, or the documents are not presented and 
the proforma invoice is not paid in due time by the Agent, Empocol will 
not authorise docking and operations of the vessel. 

FREE PRATIQUE: There is no Radio Pratique. The standard W.H.O. 
Health Certificate must be used. 

STEVEDORES: Supplied by the Port Authorities although it is often 
necessary to employ extra labour through the Agent, due to the fact that 
gangs are seldom complete. At week-ends, gangs required for Monday 
must be ordered by 1000 hrs. on Saturday. Masters should bear this in 
mind when sending their ETA. 

Cargo in a damaged condition or showing signs of pilferage will not 
be handled until inspected by a Port Official and ship’s officer, leaving 
on record the actual condition of the cargo. 

Containers are discharged or loaded as all other cargo, though if they 
are stuffed or unstuffed immediately this must be done with the Port 
Labour provided. 

Opening and closing of hatches, and the rigging of gear, is done by 
a gang of riggers. The ship’s crew can do this work, but it is advisable 
to use Union Labour. 

Rain tents are not supplied by the port. 

All gear, slings, spreaders, etc., must be supplied by the ship. 

Rat guards must be fitted on all mooring lines whilst in port. 

PORT SECURITY MEASURES: All ports are rigorously patrolled by 
Port Police, and crew members are advised to carry Identification Cards 
at all times when ashore. 

FUMIGATION: This can only be carried out alongside with the 
permission of the Port Authority. 

GARBAGE: No garbage may be thrown overboard. This includes flakes 
of paint from vessels chipping or scraping the hull. No paint must be 
allowed to drop into the water or onto the quayside. Overboard 
discharges must be kept off the quay. 

POLLUTION: The standard requirements for the prevention of oil 
pollution must be adhered to within the continental shelf off the 
Colombian coast. 

All vessels calling at Colombian ports must have “Pollution Policy” 
onboard. If not onboard vessel will be heavily fined and clearance will 
not be granted by the Port Captaincy. 

All vessels must ensure that the Oil Record Book is up to date prior 
to arrival, as it is likely to be inspected. 

Fines can range from 50,000 to 500,000 Pesos, not including the cost 
of any clean up operation. 

No vessel contaminating the waters of any port may sail until the 
corresponding fine has been paid. 

Oil Tankers are not permitted to clean tanks within 60 miles of the 
Colombian shores. A vessel arriving in port with dirty ballast will be ordered 
to proceed to sea beyond the 60 mile limit, and take on clean ballast. 
CREW: The authorities will not allow crew to be of unkept appearance 
or improperly dressed at any time while the vessel is in port. 

FUEL: Bunkers are only supplied to vessels which were supplied in 

1972, and are actually trading to Colombia. Vessels may not take more 

bunkers than the amount they received in that year. Requests for 

bunkers must be made to Agents at least 1 week in advance. 

TIME: GMT minus 5 hours. Summertime is not observed. 

STOWAWAYS: In 1988 70 stowaways were found on one vessel. 
Likely hiding places are containers and palletised cargo. 
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BARRANQUILLA: 10.58 N. 74.47 W. 


DOCUMENTS: 

Clearance from Last Port. 

Ship's Register. 

Load Line. 

Safety Radio. 

Safety Equipment. 

Cargo Gear. 

Oil Pollution Certificate — Policy of Insurance. 

6 Crew List. 

5 Crew Personal Effects List. 

5 Provision List. 

5 Store List. 

6 Passenger List (In Transit). 

6 Passenger List (Disembarking). 

4 Declarations of Passenger Baggage. 

4 List Port Mail. 

1 Sanitation Declaration. 

Sets of manifests covering port cargo. 

PILOTAGE: Compulsory for all vessels over 200 g.r.t. The Pilot 
Department of Empresa Puertos de Colombia at Barranquilla require 
that the vessel's Agent advises them with at least 24 hours in advance, 
the best vessel's ETA, together with the estimated arrival draft (fresh 
water). 

Therefore it is important that Masters of vessels advise Agent 72, 
48 and 24 hours in advance the best ETA to the port, in order to avoid 
any delays because of unavailability of Pilot. 

The Pilot will board and leave vessels at Bocas de Ceniza, 1 mile 
North of the Western Breakwater, and they are not authorised any more 
to pick up/leave vessels at either Cartagena or Santa Marta, except 
when the weather does not permit such operation at Bocas, in which 
case the Pilot Department will decide whether the Pilot must be picked 
up/left at any other place. 

Radio telephone frequency of pilot station 2738 alternative 2638 or 
2182 kHz and VHF Channel 16. 2 pilot boats speed 7 — 9 knots. Sufficient 
depth to allow vessels wait for Pilot in boarding position, including trade 
wind season end November to beginning April. 

ANCHORAGE: If awaiting Pilot, anchor 1 or 2 miles West of West 
Breakwater during non-windy season. After Pilot boards and when no 
berthing space at the quay, anchorage is made in the river, about 
1,500 ft. off the dock in approximately 40 ft. of water. 3 shackles of chain 
required in good holding ground. 

RESTRICTIONS: Depth at the river bar is being maintained at a 
minimum of 34 ft., however, the actual permissible draft has been 
curtailed to 30 ft. or less (check with Agent) on account of silting 
conditions of the river and low river levels, particularly around the area 
known as Siape, approximately 4 miles from the dock area. 

MAX. SIZE: Recommended max. LOA 600 ft. due necessity for turning 
vessel before sailing. Also see “Restrictions”. Rate of current 2.5 knots 
during dry season, 4 knots in rainy season. 

HEALTH: On arrival port doctor boards vessel to inspect crew Yellow 
Fever Certificates, also Derat Certificate. If any crew members 
suspected suffering contagious disease Master to radio prior arrival 
advising Agents accordingly. Port doctor visits vessel even if previous 
port was in Colombia. 4 
RADIO: Messages to and from Agents routed through station HKB. 
Ship's messages should include call letters. 

TUGS: Generally no tugs required for river entrance. Tug assists 
berthing and turning vessels before sailing. 1= 1,225 h.p. tug available. 
BERTHING: 7 berths. Total length of quay 1,058 m. Depth alongside 
32 ft. Vesseis berth starboard side alongside. 

CRANES: 2x10 ton quay cranes and 160 ton floating crane. 

6 privately operated cranes of 30 tons — 100 tons capacity. 
STEVEDORES: Agents should receive advance copies of stowage plan 
and adequate notice ETA order arrange gangs. Working hours: First 
shift Monday to Saturday and Holidays: 0800 — 1200 hrs. and 1400 — 
1800 hrs. Second shift Monday to Friday: 1800 — 0200 hrs. No work on 
Sundays. 

MEDICAL: All facilities available. 

TANKERS: No facilities. 

FRESH WATER: Available. Rate about 20 t.p.h. 

FUEL: Only small quantities of gas oil available. 

FIRE PRECAUTIONS: No vessel requirements. Terminal has own fire- 
extinguishing equipment. 


(See Plan) 


CONSULS: 
Austria Finland Norway 
Belgium France Panama 
Bolivia Germany F.R. Peru 
Brazil Greece Portugal 
Chile Guatemala Spain 
Costa Rica Haiti Sweden 
Denmark Honduras Switzerland 
Dominican Republic Italy Syria 
Ecuador Jordan United Kingdom 
Egypt Mexico U.S.A. 
El Salvador Netherlands Venezuela 


REPAIRS: Good facilities for mechanical or electrical and radio repairs. 
DRY DOCKS: Only one dry dock for very small vessels. 
GANGWAY/DECK WATCHMEN: Request watchmen through Agents. 
CUSTOMS ALLOWANCES: No limitations for individual consumption. 
DRY DOCKS: Only one dry dock for very small vessels. 
REPATRIATION: Good facilities available. 

AIRPORT: 6 km. from city. Airport served by major airlines. 

TIME: GMT minus 5 hours. 

HOLIDAYS: 1st January, 6th January, 8th April, 9th April, 1st May, 
23rd May, 2nd June, 29th June, 20th July, 7th August, 15th August, 12th 
October, 1st November, 11th November, 8th December, 25th 
December. 
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POLICE/FIRE/AMBULANCE: Fire 411828, ext 38. Ambulance 41073 
or 319594. Police 411937. 
TELEPHONES: Arrangements available for placing telephones op» 


board. 

SPECIAL RECOMMENDATION: Masters to warn crew to close ang 
lock cabins. 

IDENTIFICATION CARDS: Supplied by Agents. 

REGULATIONS: No special facilities for discharging explosives. 

If explosives on board vessel not allowed berth. 
DEVELOPMENTS: Two more berths under construction. Dredging 
under way in access channel. 

AUTHORITY: Direccion General Maritime Y Portuaria — Capitania de 
Puerto de Barranquilla. 


BUENAVENTURA: 03.53 N. 77.05 W. (See Plan) 


DOCUMENTS: On vessel's arrival, Master must present tollowing 
documents to Port Captain's Office: 

Travel Memorandum. 

Sole document or Consular despatch from the last port or ports where 

vessel disembarked or embarked passengers. 

3 Crew Lists. 

3 Provision Lists. 

3 Lists Crew's Personal Effects. 

3 Lists Passengers in transit (or negative). 

3 Lists Disembarking Passengers (or negative). 

3 Lists Port Mail (or negative). 

1 Sobordo or Manifest of Cargo for the port. 

2 Declarations of Passenger Baggage, if any. 

Destined to Maritime Terminal: 

3 Sets Sobordos or Manifests covering port cargo (or negative). 

1 Set of Bills of Lading, covering discharge cargo. 

20 Tally Books for discharge cargo. 

Destined to the Custom House: 

3 Sets of Sobordos or Manifests for cargo destined to the port. 

1 Set of-Bill of Lading for port of destination. 

1 Tally Book for cargo to be discharged in port. 

2 Declaration Lists for Passenger Baggage, if disembarking. 
Destined to the Health Doctor: 

Vessel's Travel Memorandum. 

International Health Certificate. 

1 Crew List. 

List of Passengers in Transit (or negative). 

1 Vessel’s Fumigation Certificate (for presentation only). 

1 Port Passengers List (or negative). 

Certificate of Exemption of Derat (for presentation only). 

Destined to Immigration Authorities: 

1 Crew List. 

1 List of Transit Passengers (or negative). 

1 List of Port Passengers (or negative). 

Destined to Agents: 

1 Travel Memorandum as above mentioned. 

9 Crew Lists for Consular despatch and handling of sailing permit. 

6 Lists of Passengers in Transit (or negative), for Consular despatct 

6 Lists of Personal Effects for Consular despatch. 

2 Mail Lists for the Port (or negative). 

3 Sets of Sobordos or Manifests covering port discharge cargo (0 

negative). 

4 Sets of Bills of Lading covering port discharge cargo. 

10 Tally Books covering discharge cargo. 

2 Lists of Passenger Baggage Declaration for the port, if any baggag 
PILOTAGE: 

(a) Entry marked by Channel having minimum depth of 3.25 fathom 
low tide. Advisable enter Channel or leave wharf 1 hour after low tié 
and 2 hours after high tide, restricting departure during any other periods 
particularly when draft exceeding 20 ft. Pilot boards in vicinity of No.’ 
Buoy (Position: Lat. 03° 50’ 00” N., Long. 77° 10’ 00" W.). 

(b) 72, 48, 24 and 12 hours before reaching port, Master must cabt 
separately to Agent and Port Captain confirming hour of arrival Punt 
Basan (pilot station). Message to Agency must indicate, in addition t 
ETA, quantity of cargo destined for the port, number of disembarking ¢ 
in-transit passengers, number of gangs required for operations, drat 
mail for the port, if fresh or running water is required; fuel-oil, casht 
Master or any other special requirement; whether special side of wha 
is required for berthing, and whether dangerous cargo (explosive) ¢ 
inflammable cargo, and what quantity. Message to Port Captain mu 
also indicate arrival time, quantity of cargo destined to the port, numbt 
of disembarking or in transit passengers, mail, whether dangerous ¢ 
inflammable cargo is carried and in what quantity, and any other da 
that may be considered useful in accordance with Internation 
regulations. 

(c) Radio beacon at Punta Soldado, characteristics: Frequeno 
317 kHz. Letters, B.T. Time 0000 — 2400 hrs. every day and evé 
10 minutes with 20 minutes of rest during 30 minutes work. Flashé 
12 seconds duration. 

(d) Radio-telephone in pilot station of Punta Basan or La Boca* 
(opposite to Punta Soldado), characteristics: VHF Channels 11 and’ 
every day from 0600 — 2400 hrs. 

(e) Since Master's advice to Agency serves as notification to p# 
station, Pilot will be at Punta Basan ready for vessel. In case of del 
due to any circumstance, vessel may anchor and request Pilot by 4 she 
blasts. 

(f) Port has 8 Pilots. 

(g) Pilot ladder must be lowered a few feet from the surface. Vess 
must proceed slowly in order facilitate boarding. 

(h) Pilotage compulsory. 
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ANCHORAGE: Marked by Buoy No. 7, located Lat. 03° 53’ 59” N., 
tong. 77° 04' 04" W.; depth from 33 ft. to 70 ft. and distance from 
wharves approximately 1,000 yards. 

There are 3 additional anchorage zones and their use will be ordered 
py the Authorities. 

RESTRICTIONS: Max. draft for crossing bar is 28 ft. one hour before/ 
atter HW. Bar is located in position 03° 48’ N., 77° 19’ W. 

MAX. SIZE: No restrictions on the length of vessel, depth alongside 
wharf approximately 12 ft. — 30 ft. under terms “not always afloat but 
safely aground”, low tide. 

HEALTH: (a) As soon as vessel anchored by Pilot within bay, Port 
authorities including doctor, will board by means of ladder which must 
pe lowered when port area entered. 

(b) In case of sickness on board, Master must advise in order doctor 
may determine whether vessel will be under quarantine or not. This will 
apply even if vessel arriving from a port of the same country. 

(c) Time-table for meeting vessel: Ordinary or regular time — ordinary 
time: 0800/1200-1400/1800 hrs.; overtime — 0700/0800-1200/1400- 
1800/2200 hrs. Sundays and holidays, overtime. 

(d) After 2000 hrs. and up to 0700 hrs. of following day it is not possible 
to make arrangements for meeting vessels, unless in emergency. 
RADIO: (Also see “Pilotage”). Port has receiving-transmitting radio 
station Buenaventura/Colradio HKC. For listening and transmitting there 
are following frequencies: 


Listening Transmitting 
8354 to 8374 kHz 8574 kHz 
12531 to 12561 kHz 13087.5 kHz 
6265 to 6280 kHz 6386.5 kHz 


In emergency: Listening: 500 kHz. Transmitting: 441 kHz. Station 
operates 24 hours a day. 
TUGS: Normally only required for berthing. Tug operation handled by 
Pilot. Generally tug service consists of pushing from stern or bow as 
required. When necessary to use ropes, they must be supplied by 
vessel. 2 tugs of 1,200 h.p. each and 1 of 350 h.p. 
BERTHING: Main wharf 2,136 m. long, where import and export cargoes 
handled. There are 3 warehouses for the storage of export cargoes, 
including Colombian coffee. 

Berthing arranged by turn according to time of anchoring in bay for 
each vessel. Tidal currents exist alongside berths. 


Berth Length Depth at LW 
Shed No. 1 202 m. 12 ft. 
Shed No. 2 — No. 9 1,257 m. 23 ft. — 25 ft 
New Pier 80 m. 30 ft. 
597 m. 17 ft. — 20 ft 


Depth 25 m. off the quays is 30 ft. — 32 ft. 
BULK HANDLING FACILITIES: The port is equipped with an automated 
bulk sugar loading installation which can load 12,000 tonnes in about 
4days. 
STEVEDORES: Port has 80 gangs of 16 men each. 
Working Hours: First Shift: Monday to Saturday and holidays from 
0800 - 1700 hrs. Second Shift: Monday to Friday and holidays from 
1700 - 0100 hrs. and Saturdays from 1700 — 2400 hrs. 

No work from 2400 hrs. Saturday until 0800 hrs. Monday. 
MEDICAL: Agent must be given advance notice of urgent medical 
attention. Properly equipped hospital. 
TANKERS: Independent oil pier with depth 33 ft. (25m. off) with 
capacity to accommodate vessels of medium size. 4x8 in. hoses for 
discharge of petroleum products, and 2x6 in. and 1x4 in. hoses for 
unloading chemicals. Average rate of discharge of gasoline is 
5,000 b.p.h. (approx.) Fuel oil and chemicals 1,500 b.p.h. 
DENSITY: 1012 (approx.) average. 
FRESH WATER: Drinking water unlimited quantity. Delivered through 
eA end of wharf. Rate of delivery: 6 t.p.h. 


(a) Two kinds of fuel, marine gas oil and bunker “C” fuel. 
Characteristics of gas oil: API gravity 33.0 at 60°F. Specific gravity: 
0.8602. Characteristics of bunker “C” fuel: API gravity, 13.2 at 60°F. 
Specific gravity, 0.9779. 

(b) To take bunkers vessel must berth between warehouse 2 to 9, 
and for delivery of gas oil between warehouse 1 to 5. 

(c) Rate of delivery (approx.), 250 b.p.h. for bunkers and 700 b.p.h. 
or gas oil. 

(d) Deliveries depend on quantity available when order placed, 
consequently Agent must know well in advance (10 — 15 days) vessel's 
requirements. 

(e) Cash payment according to prevailing prices at time of delivery; 
otherwise, according to contracts between Shipowner and supplier. 
FIRE PRECAUTIONS: Fire station within port installations with proper 
&quipment. In city also another fire station, co-operating if necessary. 
CONSULS: Panama Tel: 2 22 50. Most countries have consuls in Cali — 
approximately 120 km. from Buenaventura. 


REPAIRS: According to port regulations vessels must at all times be 
‘eady with engines to sail, consequently repairs of engines not allowed 
when ship berthed at wharf. No prohibition against minor repairs on 
deck. When engine or deck repairs taking a long time are necessary, 
Yessels not being loaded and/or discharged simultaneously with repairs 
Must go to anchoring ground, since crowding of vessels at port does 
fot permit vessel being inactive occupying space while other vessels 
ae anchored waiting for berth. 


WATCHMEN: Service necessary both by crew members’ arid Agents’ 
’ersonnel. There is an established body of watchmen named “Policia 
de Vigilancia Portuaria” (National Police); additionally, the steamship 
agencies carry out this work with their own personnel with previous 
‘equest by Master. The port has a Port Police body and Custom House 
3vards which co-operate in vessels’ watch. 

"acy: Mariners are advised to be alert to unusual, abnormal or hostile 
tivities by pirates (especially during darkened hours) in the 
approaches to and in Buenaventura Harbour/Anchorage. 
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OPENING/CLOSING HATCHES: All Agents have special gangs to 
handle this operation and to fix the vessel's gear for discharge and/or 
loading. These personnel permanently stand by on board on account of 
climatic conditions of port with frequent and sudden rains. No prohibition 
against crew carrying out such operations when charter parties are 
involved and which stipulate that such operation must be done by crew. 
It is known from experience, however, that vessel's personnel are not, 
on occasions, sufficient to do this work. 
CUSTOMS ALLOWANCES: No regulations establishing quantities 
which each crew member may have outside bond, but must not be 
excessive order avoid problems with authorities. 
CARGO GEAR: Ship's gear used. Also see “General”. 
REPATRIATION: Authorities render co-operation for change of crew 
and arrangements of repatriation in co-ordination with ship's Agent. 
AIRPORT: Located 18 km. from Buenaventura. Airport is small and is 
inactive. Agent in charge of the repatriation of a crew member must 
handle necessary connection in Cali or Bogota, where there are 
international airports. 
TIME: GMT minus 5 hours. Permanent. 
HOLIDAYS: New Year's Day; Good Friday; Workers Day (May 1st); 
July 14th and 16th (from 1200 hrs. to 2400 hrs.); December 24th and 
31st (from 1200 hrs. to 2400 hrs.); Christmas Day (no working in the 
port). On Sundays there is no work in the port, but sometimes when 
required there is working, especially to finish loading or unloading 
vessels. 
POLICE/AMBULANCE/FIRE: A voluntary firemen corps in the city. 
Alarm, Tel: 22222; Guard, Tel: 23720; Firemen, Tel: 15; Ambulance, 
Tel: 22830, 22638, 23708, 24475; Police, Tel: 22738. 
BANKS: Colombia Republic Bank, Popular Bank, Bogota Bank, etc. 
SHORE LEAVE: Permitted (with ID cards). 
IDENTIFICATION CARDS: Agent will supply special cards to crew and 
passengers in transit so that they may go ashore. Cards valid for entering 
and leaving port installations and for identification with the Immigration 
authorities. Must be returned before vessel departure. 
DELAYS: At anchorage in Bay average delay of 1 day while waiting for 
berth. On account of the rainy condition of the port, discharge or loading 
is at times stopped up to 12 hours. 
DEVELOPMENTS: Container and general wes 26 yards are being rebuilt 
and expanded to improve storage and other facilities. Sheds are also 
being constructed, and a general port modernisation plan is under way. 
GENERAL: Provisions available. Cable service to all parts of the world. 
Telephone and telex service inside country and to foreign countries 
through Bogota. Weather conditions: generally rainy. Explosives: if the 
vessel is transporting dynamite and detonating caps they are placed in 
separate lighters, and armed guards are required on board any vessel 
transporting explosives. In such cases, the vessel must anchor in front 
of Buoy No. 9 and discharge to lighters during daylight. No vessel can 
berth at the wharf if transporting explosives, and only permitted with 
dynamite in closed hatches, which will not be opened at the wharf 
according to government regulations. Port is equipped with following 
shore cranes and equipment: 2 x 80,000 Ib. capacity (mobile), 1x 60,000 
Ib. capacity (mobile), 3x 20,000 Ib. capacity (mobile), 214,000 Ib. 
capacity (mobile), and 110,000 Ib. capacity (fixed). New equipment 
includes 3x16 ton mobile cranes to work in yard operations only and 
2x40 ton Hyster heavy lift trucks for container handling. 

160 ton Hyster heavy lift truck has recently been purchased and is 
expected to arrive in the port in the near future. 

Floating crane: 145 tons capacity. 

Lighters available: 3 with following characteristics: 


Size 
Length/width Capacity Type 
24.40 m.x 9.45 m. 280 tons Flat surface 
34.40 m.x 7.60 m. 150 tons Flat surface 
38.80 m.x 10.60 m. 150 tons Flat surface 


No refrigeration space available. 


SHIPMASTER’S REPORT No. 1: 1978. 
Pilotage: Normally the Pilot boards at Punta Basan but can be arranged 
at Buoy No. 1 at request of Master as most shallow water is from 
Buoy No. 1 to Buoy No. 5. 
Anchorage: Vessels are warned not to anchor near Buoy No. 1 or at 
Punta Basan because of piracy. Pirates steal ships’ cargoes at these 
anchorages. 
Buoys: All buoys marked on chart are not dependable (for example the 
No. 1 Buoy has been shifted 070° about 1 mile). 
Berthing: Depth 9 m. at LW, capacity for 12 ocean going vessels. 
Stevedores: For general cargo, each gang 6 — 8 persons. Working hours 
0800 — 1130, 1400 — 1730, 1800 — 2300, 0000 — 0300 hrs. 
Watchmen: Policemen engaged on board on arrival as gangway 
watchmen and hatch watchmen. Vessel to victual those persons. 
Caution: Strong tidal current up to 3 knots in this port, vessel must keep 
strict watch when anchored and when berthed. 

Shallower depth may exist due to silting at fairway and at inner side 
of the pier. 


SHIPMASTER’S REPORT No. 2: 1978. 

Whilst at the port we were boarded by two well organised gangs of 
thieves. The first incident took place in the Roads, when thieves 
managed to steal cases of whisky and a Xerox machine from No. 1 
lower hold before being seen and chased off by the ship's crew. The 
second incident, which could have had serious consequences, occurred 
whilst at anchor in the estuary awaiting sufficient water to cross the river 
bar. Here, an aggressive, well disciplined gang, armed with parangs and 
staves boarded, and only after a running skirmish with the ship's officers 
did they retreat having stolen one box of cargo from No. 2 lower hold. 
A constant two-man deck patrol has been in operation since arriving at 
Buenaventura, but the only method of deterring these experienced 
thieves is effective hold security. 
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SHIPMASTER’S REPORT No. 3: August 1979. 
Silting of Berths: Whilst berthed at No. 2 considerable problems have 
been experienced due to lack of water alongside the berth (See “Plan’”). 

The berth is charted as having 9.1 m. alongside, maximum draft of 
vessel being 7.64 m. However, 2 hours before first LW alongside, the 
vessel had clearly taken the mud and began to come off the wharf. 
Considerable slacking was necessary in order to prevent parting of 
moorings. At LW the vessel had come to rest 30 ft. off the quay fore 
and aft whilst still maintaining reasonable weight on moorings. After draft 
was indicating 7.00 m. and vessel listed 3°to port. This tide was 
particularly low, being —0.5 m. below chart datum. It had been previously 
observed from anchorage that the previous vessel alongside, a large 
Colombian vessel, had been having similar problems but it was noted 
that she had been 2 ft. deeper draft. 

As the tide flooded the vessel was gradually heaved alongside, but it 
was 2 hours after LW before she was fully alongside. Similar tending of 
moorings was necessary during the following 4 days alongside. 
However, it was found beneficial to give her a list to port which had the 
effect of lessening the movement of the berth. During this period, 4 hours 
cargo work was lost at each LW (2 hours before and after) as the derricks 
could not plumb the wharf. However, | am assured that we were not 
paying for this lost period. In addition, the Chief Engineer experienced 
considerable cooling problems due to the intake of mud, leaves and 
organic matter. 

On the Sunday during the period alongside when there is normally 
no cargo work, all 10 vessels alongside were shifted out to anchor so 
that soundings could be taken by the Port Authority. The vessel was 
returned to Berth No. 3, but there proved to be a similar lack of water. 
(See “Plan’). 

The silt alongside these berths is very soft mud and therefore does 
not pose any danger to the hull, however the situation is entirely 
unsatisfactory and as can be seen from the Plan, soundings alongside 
the jetty show depths of 3 m. to 4 m. less than charted. | am told by the 
Agent and Port Authority that a large contract dredger is due to begin 
work within one month. 


SHIPMASTER’S REPORT No. 4: November 1979. 

Vessel called at Buenaventura recently, drawing 27 ft. The vessel was 
berthed 1 hour before HW and experienced no difficulty getting alongside 
the berth. The draft was then reduced to 25 ft. 

However, on the falling tide, the vessel could not be kept alongside 
and also listed 2.5°. On sounding the berth | found only 20 ft. of water 
at low tide. 

On taking up the matter with the Agents | was informed that it is quite 
normal to sit on the bottom, which is soft mud. Furthermore, the berths 
have not been dredged in the last 10 years and the depth of 24 ft. cannot 
be relied upon. 

| am also advised that plans are afoot for a massive dredging 
operation, due to commence sometime in November this year. 


SHIPMASTER’S REPORT No. 5: May 1990. 

Vessel’s max. draft was 27 ft. 

We tried to contact pilot 2 hours before arrival (ETA 0400 hrs.) but 
received no reply. 

When we arrived at the Sea Buoy (Buoy No.1) a small boat 
approached, without navigation lights or pilot lights. We stopped the 
engine when we saw the pilot flag. 

The pilot boarded and advised that we would berth at high water 
(1100 hrs.). 

When vessel proceeded inward we passed 6 cables North of Buoy 
No.1 and headed for Buoy No.4 (sailing outside the channel). At high 
water we had at least 5.0 m. under the keel. 

It was not possible to use the main channel as it was shifting. 


AUTHORITY: Puertos de Colombia, Terminal Maritimo de 
Buenaventura, Apartado 570, Buenaventura, Colombia. Tel: 24421, 
24425. Telex: 052371. Cables: Termarit. Contact: Edgardo Caicedo 
Rivas, General Manager. Victor Julio Gonzalez R., Operations Director. 


CARTAGENA (Incl. Mamonal and Ecopetrol): 
10.26 N. 75.33 W. ( 


See Plan) 


(A) GENERAL CARGO (B) TANKERS 


(A) GENERAL CARGO 


DOCUMENTS: 
Clearance from Last Port. 
7 Crew Lists. 
Ships Papers and Certificates. 
Oil Pollution Certificates. 
7 Personal Effects Lists. 
3 Sets of Cargo Manifests of each port with respective bills of lading. 
Tally books of cargo for each port. 
Health Declaration, Certificate of Vaccination, Derat Certificate. 
7 Lists of Passenger to Disembark (or negative). 
7 Lists of Passengers in Transit (or negative). 
PILOTAGE: Compulsory. Boarding position, at sea buoy in position: 
Lat. 10° 19’ 44” N., Long. 75° 36’ 14” W. 2 Pilot boats, black hull, white 
superstructure. Speed 6 knots. Sound signals, 4 long blasts for all type 
of vessels. Radio: VHF — standing by on Channels 11 and 16. Also 
Channels 6 and 26 to shift. Service 24 hours every day. At Central Radio 
Terminal there is A.M. radio on frequency 2738 and 2638 kHz and VHF. 
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ANCHORAGE: Anchorage in foul weather or other reasons 0.5 mik 
S.W. from Buoy No. 1. For vessels awaiting berth in Cartagena, Sout 
from Punta Castillo Grande. For tankers in Mamonal, West of the pig 
of Refineria Ecopetrol. 

RESTRICTIONS: Depth in access channel 38 ft. Entry day or night. 
MAX. SIZE: Cartagena: Length 600 ft., beam 79 ft., draft 30 ft (for 
berthing). 

Tankers: Length 853 ft., beam 125 ft., draft 38 ft. Tankers anchor ang 
berth in port of Mamonal, within bay, using same approach. 
HEALTH: Doctor requires the Crew Lists with data of vaccination 
International regulations in cases of contagious sickness or epidemi 
are carried out. 

RADIO: Radio Barranquilla —- HKB 
VHF: Pilot station, pilot boat, Terminal Superintendent and Agents o 
Channel 16. 
TUGS: 1750 h.p. tug. Compulsory for all vessels over 2,000 g.r.t. a 
Cartagena and in Mamonal. 
BERTHING: Port has two piers: Berth No. 1, outside length 202.60 m 
depth 32 ft.; inside length 184.76 m., depth 32 ft.; Berth No. 2, outsié 
length 184.76 m., depth 32 ft. A new marginal dock is in service wit 
length 258 m. and depth 32 ft., located West of piers. Between the tw 
piers there is a 134 m. dock with 32 ft. depth. Docking and undockiny 
around the clock. Berthing shifts or turns: 1st, Passenger vesse\ 
(Tourist). 2nd, Cargo vessels with live animals. 3rd, Vessels with mai 
4th, Cargo vessels according to arrival in port. 
Cranes and Cargo Handling Equipment: 
Floating crane: 1x40 tons capacity 
Truck cranes: 1x30 tons capacity 
1x20 tons capacity 
3x10 tons capacity 
162,000 Ibs. 
245,000 Ibs. 
30x 6,000 Ibs. 
2x 15,000 Ibs. 
Tractors: 13 
Trailers: 24 
Over a three year period the Port of Cartagena will acquire: 
Fork lift trucks: 3x15 tons 
for empty containers: 3 
for loaded containers: 3 
for loading and 
unloading containers: 
cranes: 


Fork lift trucks: 


34,000 Ibs. 
1x4 ton capacity 

3x16 ton capacity 
5th wheel tractors: 5 
Trailers for 20 ft. containers: 17 
Trailers for 40 ft. containers: 7 
STEVEDORES: Can be requested with 24 hours notice. Services fo 
Mondays must be requested on Saturdays before 1000 hrs. Ship startin 
work after a Holy Day, must request personnel the day before the Ho 
Day, before 1500 hrs. No work on Sundays, January 1st; Good Frida 
November 11th; December 25th; May 1st. When ship is delayed ther 
is a conventional waiting time of 4 hours, after that time stevedores reti 
charging the vessel with 4 hours work (union arrangement). Po 
Authority charges commence when Pilot boards on arrival and ceas 
when the Pilot disembarks on sailing. 
Working Hours: First shift: Monday to Saturday and holidays, from 080 
— 1200 hrs. and from 1400 — 1800 hrs. Second shift: Monday to Frida 
from 1800 — 0200 hrs. 
BULK HANDLING FACILITIES: Grain unloading undertaken wi 
clamshell or vacuum equipment for bagging on the quay. Rate in exces 
of 1,200 tons for a 14 hour shift. 
MEDICAL: Requests for medical service through Telecom Rad 
Station. 6 hospitals. Also dental services. Vaccinations can be given 
TANKERS: See “Section B”. 
DENSITY: 1015 (At Mamonal) 
FRESH WATER: Available at all berths. 
FUEL: Requirements should be ordered at least 8 — 10 days in advano 
via the vessel's Agent. 

Agent requires the following details: 

(i) Vessel’s name and nationality. 

(ii) Daily consumption at sea and in port. 

(iii) BHP. 

(iv) N.r.t. and g.r.t. 

(v) Next port after Colombia. 

(vi) Port of origin. 


(vii) ETA. 
(viii) Quantity and type of bunkers required. 

CONSULS: 
Belgium France Nicaragua 
Bolivia Germany F.R. Norway 
Costa Rica Guatemala Panama 
Chile Honduras Peru 
Denmark Italy Spain 
Dominican Republic — Mexico Sweden* 
Ecuador Netherlands Venezuela 
Finland 


*Consular representative. 
DRY DOCK/REPAIRS: Commercial Shipyard “Conastil”: 

Synchrolift 120 m. length, 22 m. width. Lifting capacity 5,000 tons 

8 repair positions ashore; 4 with a capacity of 5,000 tons and 4 
a capacity of 10,000 tons. 

600 m. length of piers with 18 ft. depth with all services and rep 
facilities. 

Mechanical, fitting, welding, electrical, motor, and carpentry shops 
SURVEYORS: The following cargo inspectors and surveyors § 
available: Saybolt, P&l, Lloyd's Register of Shipping, American Bure 
of ak eyed Bureau Veritas and Germanischer Lloyd. 
WATCHMEN: Watch service at the gangway and deck. Officially ® 
service is done by port's guards. It is recommended that members 
crew assist in this service. 
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OPENING/CLOSING HATCHES: Undertaken by port stevedores. 
REPATRIATION: Facilities available for crew changes. 
AIRPORT: Only local airlines Avianca and SAM serve flights from/to 
Cartagena. 

“ul Se emational airlines serve Bogota (the capital). 
HOLIDAYS: Eighteen days of holidays during year, but at terminal there 
sno service on following dates only: New Year Day (January 1st); Good 
Friday (Viernes Santo); Labour Day (May 1st); Cartagena Independence 
day (November 11th); Christmas Day (December 25th). During the days 
December 24th and other holidays there is 24 hour service with 50% 
surcharges. 
POLICE/AMBULANCE/FIRE: 


Police Radio patrol 04 
Red Cross 20360 
Hospital Universitario 22380 
Hospital Bocagrande 40270 
Hospital Naval 40248 
Clinica de Manga 40762 
Clinica Cartagena 20910 


Ambulance of Terminal Channel 16 VHF 

Firemen of Terminal Channel 16 VHF 

Firemen of Cartagena 42222, 20903 
TIME: Colombian official time: 5 hours behind GMT. Permanent. 
TELEPHONES: May be placed aboard. 
SHORE LEAVE: Crew allowed disembark. Every member of crew is 
given card signed by Port Captain and Master of the vessel. 
|DENTIFICATION CARDS: Agents supply cards signed by Port Captain 
and Master. 
REGULATIONS: To clear the wharf if required for tourist vessels or 
export cargo vessels. 
SERVICES: Contact: Maritima Comercial Agencia Naviera Ltda., 
P.0.Box 207, Cartagena, Colombia. Tel: 45-557, 45-752 and 46-532. 
Alter Hours: 43-481. Telex: 37804 Marco Co. 

Services: Ships agency, ship chandler, launch and tug service, private 
Pilot, medical assistance for sick crew, crew repatriation, etc. 
GENERAL: Cartagena can be entered or left at any time day or night. 
Vessels can also berth or unberth in dry season or rain seasons, and 
services are rendered during 24 hours. 

There is a very tight security system with a detachment of 145 port 
police, watch towers, dogs, sodium vapour lighting, access control, full 
identification, cargo control unit. This new unit, and the administrative 
controls that complement it, has reduced losses to near vanishing point. 

The port has international communications with telex, phone and 

cable. Complete marine service with VHF and can communicate with 
Bogota and the other Colombian ports with S.S.B. radio. 
AUTHORITY: Puertos de Colombia, Terminal Maritimo de Cartagena, 
Apartado Aereo 94, Nacional 200, Cartagena. Tel: 64655, 63478. Telex: 
37718. Cables: Termarit. Contact: Vivian Dahl Pareja, Chief of 
information Office. Gilberto Rengifo Varon, Port Captain. 


(B) TANKERS 


LOCATION: Cartagena is located on the Bay of Cartagena, North coast 
of Colombia, Lat. 10° 19’ N., Long. 75° 31’ W. 

DOCUMENTS: Documents necessary for a petroleum tanker arriving at 
Cartagena are as follows: 

\ copy Clearance (Despacho) from Last Port (if vessel was directed 

while en-route, Master's affidavit). Consular visa unnecessary. 

1 copy Consular Dispatch. 

4 copies Crew List. 

4 copies Personal Effects Lists. 

2 copies Ballast Manifest (Manifiesto de Lastre). 

4 copies Stores List. 

PILOTAGE: Pilotage is compulsory. If, on arrival outside the entrance 
'o the channel leading to Cartagena harbour, a Pilot does not meet 
vessel, vessel is to sound the whistle signal, 4 long blasts, and display 
International Code Flag “G” for a Pilot. 

Vessels are not to pass each other in the channel leading into the 
bari of Cartagena and inbound vessels are to give way to outbound 
vessels. 

Vessels entering or leaving the port must have a Pilot on board, 
otherwise they might be subject to a fine for failure to comply with this 
fegulation. 

The vessel must sound 4 long whistle blasts so that it will be met by 
the Mooring Master inside the harbour and who will take it alongside 
mmediately if berth is available. If the ship's Master sees that another 
Ship is at the loading berth, he must anchor. 

F It will be necessary to deliver to the Mooring Master a report stating 
the exact time he arrived on board and left vessel outside the channel. 
. when inbound, the Pilot does not meet vessel outside the channel, 
Master is to note this fact on the Pilot's Report. 

NAVIGATION AIDS: For information pertaining to Navigation Aids, 
consult the latest edition of the Light List (H.O. III A) or equivalent British 

ht List; also the Sailing Directions covering the area. 
RESTRICTIONS/MAX. SIZE: 
Nestor Pineda 


Refinery Terminal Terminal 
Max. — Min. Max. — Min. 
Size of vessel that Length (ft.): 853 — 492 853 — 577 
Can safely berth: Beam (ft.) 125-— 65 125-— 82 
Draft (ft.): 38 38 
d.w.t.: 85,000 — 12,000 85,000 — 25,000 


Location of Terminals South 


of the City of Cartagena: 7 miles 5 miles 


COLOMBIA 


Refinery Nestor Pineda 
Terminal Terminal 
Latitude: 10° 19' 09” N. 10° 19’ 39” N. 
Longitude: 75° 30' 42” W. 75° 30' 54” W. 
Distance from port entrance: 5.5 miles 6.5 miles 
Least depth of water from 
Bocachica Channel to Terminal: 44 ft. 44 ft. 
Depth of water at Terminal at 
Mean Low Tides: 40 ft. 40 ft. 
Mean Tidal Range at Terminal: 1.5 ft. 1:5). 
Nature of bottom at Terminal: Mud Mud 


Docking and unloading: 
Also see ‘“Berthing”. 
RADIO: Masters of vessels proceeding to the Cartagena Terminals are 
to send a radio notice at least 48 hours prior to arrival to the Agent at 
Cartagena; this should be corrected promptly in the event of any change 

in the time of arrival. 

The Agency, upon receipt of the arrival cable, will cable the vessel 
with pertaining instructions about the cargo, if not ready, or if the berth 
is occupied at the time of arrival by another vessel. In these instructions, 
the Agency will indicate the estimated docking time. 

BERTHING: Ecopetrol owns 2 terminals on the Bay of Cartagena: 
Refinery Terminal: The dock of the Refinery Terminal consists of a “T” 
loading platform with trestle connection to shore, 4 breasting dolphins 
and 2 mooring dolphins. These facilities are used for receiving crude 
oil, gas oil and white products and shipping refined products and spent 
caustic in tankers up to 85,000 d.w.t., either empty or partially loaded 
to a maximum draft of 36 ft. 

Nestor Pineda Terminal: Consists of an isolated loading platform, 
connected to the shore by 7 submarine pipe-lines, 3 breasting dolphins, 
and 2 mooring dolphins. These facilities are used for receiving crude oil 
and shipping fue! oil and aromatics in tankers up to 85,000 d.w.t., either 
empty or partially loaded to a maximum draft of 36 ft. 

The size of tankers entering Cartagena’s bay is limited by the depth 
of the entrance channel (Boca Chica), which is limited to ships with a 
maximum draft of 38 ft. 

Vessels are supposed to berth alongside the dock with bow and stern 
lines from both the port and starboard bow and stern. 

To dock vessels over 2,000 d.w.t., Maritime and Port Authorities 
request the use of tugs. Tug costs are on the ship's account. It is 
recommended that 2 mooring lines be bent together on the starboard 
quarter. The Mooring Master boards the vessel about 0.5 mile from dock 
and remains aboard during the entire stay of the vessel at the dock. The 
Loading Master is to be supplied with room and meals on board. 
LOADING/DISCHARGING: 


Name of grades handled at Refinery Terminal: 
No. and Size Diameter of | Max. Pumping 


Night and day Night and day 


Max. Pump. 


of F.M.C. Pipe-line Rate — Barrels Pressure psig. 
Tubular Arms (in.) Per Hour 
Crude Oil 3-12in. x 60 ft. 20 20,000 150 
Fuel Oil 3-—12in. x 60ft. 2-14 5,000 150 
Gasoline 3-12in. x 60 ft. 18 10,000 150 
Kerosene-turbo 1 -12in. x 60ft. 8-10 2,100 150 
Diesel 2-12in. x 60 ft. 12 7,000 150 
Spent Caustic 
la 1-12in. x 60 ft. 6 2,000 150 
Ballast Water 3-12in. x 60 ft. 16 20,000 150 
Name of grades handled at Nestor Pineda Terminal: 
No. and Size Diameter of | Max. Pumping Max. Pump. 
of F.M.C. Pipe-line Rate — Barrels —_ Pressure psig. 
Tubular Arms (in) Per Hour 
Fuel Oil 3—12in. x 60 ft. 24 10,000 150 
Crude Oil 3-—12in. x 60 ft. 20 20,000 (1) 150 
White Products (2) 2 —12in. x 60 ft. 6 1,500 150 
Ballast Water 3-12 in. x 60 ft. 16 20,000 (1) 150 


(1) From ship to shore facilities. 
(2) Includes facilities for loading Aromatics (Benzenes and Xilenes). 


BALLAST: Vessels must arrive with sufficient ballast to permit safe 
handling in port. Vessels in ballast shall not have greater than 4 ft. trim 
difference between the fore and after draft. Dock Master requirements 
in this connection under normal weather conditions are interpreted as 
drawing approximately 14 ft. forward and 18 ft. aft. 

The deballasting facilities are as follows: 

In the Refinery Terminal the pipe-line to the shore installations is 
2,835 ft. long and 16 in. diameter, 3 12 in. loading arms are available 
to a maximum rate of deballasting of 20,000 bbis.p.h. In the Nestor 
Pineda Terminal the pipe-line to the shore is 3,600 ft. long, and 16 in. 
diameter, also there are 3x 12 in. loading arms to a maximum rate of 
deballasting 20,000 bbis.p.h. 

No dirty or clean ballast, nor engine room, or pump room material 
must be pumped overboard while inside the port. 

The Ship's Master should be fully aware of the Colombian laws and 
regulations pertaining to pollution of the environment and the sanctions 
derived from their infringement. 

Extreme care must be taken to avoid spillage of oil or any other 
contaminants. In the occurrence of any spillage attributable to the crew's 
responsibility, immediate action must be taken in order to clean the 
affected areas. The costs of this action are on the ship's account. 

There are strict legal regulations concerning pollution problems. Those 
responsible for this type of situation will be heavily fined by the Port 
Authority. 

FRESH WATER: Fresh water is available only at Nestor Pineda Marine 
Terminal. This water is not recommended for drinking. 

FUEL: Bunker C, Marine Diesel and Diesel Oil are available only in the 
tanker anchorage area, from local suppliers. 

GANGWAY/DECK WATCHMEN: An accommodation ladder shall be 
lowered on the port side upon arrival at the port. 

SHORE LEAVE: Shore leave is granted to members of the crews of 
vessels calling at Cartagena. Before granting shore leave, the Master 
must address a letter to the Port Authority requesting permission to grant 
shore leave and must assume all responsibility for his men. 
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Crew deserters will be arrested by the local police and the vessel in 
all probability will be fined. Every precaution, therefore, is to be taken 
to prevent members of the crew from going ashore without permission 
from the Master. The Port Authority restricts, under penalty of fine, the 
boarding of any tanker while at the loading terminal by all persons except 
those having official duties to perform on board. Masters are to make 
sure that no unauthorised persons are permitted to come on board their 
vessel while at the terminal. 

REGULATIONS: Ecopetro! requires that all vessels loading or unloading 
at their terminals comply with the following regulations: 

a. Tankers must arrive in port with hose derricks rigged and mooring 

lines on deck. 

b. During the time the tanker is at the loading platform a sufficient 
number of the ship’s crew must be on duty to properly attend the 
mooring and hose lines; so that necessary changes can be 
promptly made. 

c. The tanker must furnish one member of the crew to operate the 
ship's winch, which operation, however, is to be under the 
direction of the Loading Master. 

d. The tanker’s crew must handle all ship's valves. 

e. The ship's officers must follow the instructions, in all aspects, 
from the Loading Master as to all the signals to be given to the 
shore loading stations. When the tanker is about to be loaded, a 
“stand-by” signal is to be given. The “Slow-down” signal must 
be given at least 5 minutes before the “Shut-down” signal. 

f. In order to facilitate the above, the crew should be on deck 
immediately following the “stand-by” signal and preparations 
must start to unberth the ship on completion. 

g. No ship will be berthed except under the sole direction of the 

Mooring Master. 
While the ship is berthed, the propellers must not be moved; 
engines shall be ready for immediate use and steam, or power 
must be available to work winches and windlasses to meet 
emergencies at all times. 

i. All instructions from the Loading Master, whether contained in 
these regulations or not, must be followed by the ship's officers 
and if not, all operations will be discontinued, and, if necessary, 
the ship removed from the loading berth until such time as the 
ship's officers comply with orders of the Loading Master. 

j. No maintenance, or repair to the ship, such as welding, or any 
other hot work will be undertaken, while at the berth and which 
will endanger the safety of the installations, or equipment, owned 
by Ecopetrol. 

k. When loading/unloading operations are complete, the crew shall 
endeavour toward clearing the facilities in the shortest period of 
time possible. 


SHIPMASTER’S REPORT: August 1979 (Updated 1986). 
Approaches: Cape Santa Domingo shows up at 35 miles on radar. 
During Summer months May to September strong N.E. winds with heavy 
swell are prevalent in the approaches. 

Thunderstorms and squalls are usual in Summer near the coast with 
a marked shift in wind. 

Boca Chica Light and Fairway Buoy Light are conspicuous. Bancas 
Salmedina Light on wreck merges with shore lights from the West. 

Generally even with strong N.E. winds in Summer it is fairly calm off 
Fairway Buoy, even if blowing strongly a few miles further seaward. 
Pilotage: Pilot boards off Fairway Buoy, usually starboard side, using 
gangway/pilot ladder arrangement. 

The pilot station is on Isla Draga on the South side of Boca Chica 
Channel, 24 hour service maintained. 

The proper launch is a large black hulled craft but at present (August 
'79) it is being re-engined. A small pleasure type craft is being used at 
present of very low speed and light construction. In the bay the Pilots 
have a turbo craft, small but very fast. The Boca Chica Pilots are a 
Government service and dock vessels at public piers only, otherwise 
take vessels to area off private piers and hand over to private Pilot, 
same when leaving. Pilots speak some English. 

The private Pilot at Mamonal Pier is good and speaks good English. 
VHF: Appear to use Channel 16 only. 

Boca Chica: The narrow entrance to Cartagena Bay Channel well lighted 
by buoys as per British Admiralty Chart. Max. draft 38 ft. accepted. 
Sometimes cross currents are Southerly across the entrance with strong 
Northerly winds. Course steered 086°. 

Anchorages: For Mamonal Oil Pier, 1 mile S.W. of pier, with 3 shackles, 
whole of bay affords good shelter and all the bay is compulsory pilotage. 
Berths: Mamonal Pier virtually due East of Boca Chica Channel. It is 
owned by Ecopetrol and leased to Amocar Refinery behind the berth. 
Both state owned. Max. size 75,000 d.w.t. (approx.). 

Draft: Limited by Boca Chica Channel. This vessel's draft: 41 ft. 3 in. 
forward and 50 ft. aft. 

Jetty: Vessel berthed heading North. A short jetty, length 50 m. with pipe 
gantry and dolphin each end connected by catwalk. Total length 100 m. 

The pier ashore is for the pipes and has a narrow catwalk. No stores 
could be loaded along jetty. No fresh water on the berth. Gangway is a 
problem and is nearly impossible to land. Ships with long “B.O.T. type" 
can be landed on the jetty. We lowered ours to the water and used 
mooring boat which is on constant stand-by at jetty. 

Fenders in a bad state of repair. The aft dolphin has no fender and 
vessel is kept off by port quarter buoy line. Fender is under repair. 
Tugs: Generally two small tugs used for pushing, however, we used 
only one. A larger tug of 2,500 h.p. should be back in service after 
repairs. 

Mooring: (See “‘Plan"). The first two lines fast each end are the springs, 
then the port quarter line aft to keep vessel off the damaged dolphin. 

A line boat is used which goes backwards and forwards each end. 
The berth is approached from the South and port anchor is let go off 
the berth. Vessel eventually had 5 shackles in water. It takes about three 
hours from picking up Boca Chica Pilot to all fast. 
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Cargo: The pier handles gasoline, ammonia, propane and butane 
outward and crude oil inward. About 6,000 tonnes a month of ammonis 
is shipped for export. 

About three 40,000 ton shipments of crude per month are brought in 

mostly from the Colombian Pacific coast but an occasional Nigerian 
shipment is also received. 
Hoses: All flexible hoses, no Chicksan arms. Ammonia 8 in. 150 ASA 
with gate valve at ship's manifold, flexible wire braided with rubbe 
covering. Joints liable to leak. Generally two connected ready, but we 
had to use three and P&O ‘Galara’ class have to use four due to high 
freeboard. 

No vapour line. No Nitrogen purging. Shore labour connect. Can take 
up to 1.5 hours to connect/disconnect. 

Rate: Maximum Ammonia rate 450 t.p.h. Four pumps at refinery, using 
two only seems to make 50t.p.h. difference. Emergency stop - 
recirculates on jetty. 

Survey: Bill of Lading on ship's tanks. 

Loading Master: Speaks good English and very helpful. He requires ¢ 
cabin as does a Pollution Inspector, Agent's runner and Surveyor. 
Pratique: No radio pratique available. 

N.O.R.: Signed by Pier Master on behalf of ‘AMOCAR ' refinery on arriva 
alongside or at anchor if waiting for berth. 

Holidays: Public holidays with banks closed. 1st January, 1st May 
20th July, 7th August, 25th December. 

Documents: 

5 Crew Lists. 

2 Personnel Effects. 

2 Stores Lists. 

Vaccination List. 
Maritime Declaration of Health. 
Ship's Papers. 

Generally very good co-operation with four persons boarding, non 
on departure, Agent brings clearance. Require to sight register, load line 
certificate, radio certificate, safety certificate and DTI/P&l! Pollution 
Certificate. 

In some publications a document called ‘SOLE’ form is mentioned 
The Agent said this was a form from Colombian Consul at last port tt 
say all papers in order but no longer required. Shore passes valid fo 
3 days are issued, no photographs required. Passes are not returned 
Customs: Will only board between 0700 hrs. and 1900 hrs. If the vesse 
has not cleared before 1900 hrs. she cannot start cargo. This is a net 
law by the Port Captain since the end of July 1979, previously he uset 
to issue a waiver and allow loading but some Agencies didn't apply tt 
him and started before Customs came with waiver. A meeting is due tt 
be held before the end of August 1979 on this subject between Agencies 
Customs and Port Captain. This means, at present, that it is no 
advisable to pick up the Boca Chica Pilot between 1730 hrs. an 
0530 hrs. as vessel will not be able to work cargo and will probably have 
to pay an extra day's port costs as they are on 24 hour arrival Pile 
basis. 

Communications: Barranquilla “HKB". Frequencies: 476; 6463.5; 8666 
13087.5. HF: Channels 5/6; 6, 8, 12 MHz. 

Telex: Good. 

Telephones: To Europe from Cartagena, 2 to 3 hours delay. 
Bunkers/Fresh Water: At Bay piers, can easily be obtained by barge. 
Agent: Did not seem aware of new Port Captain decree on not startin 
cargo at night which cost extra day’s port charges, which could havi 
been avoided, until he boarded with Customs. 

Apart from the above, very good and attentive. Can be contacted o 
VHF Channels 16 and 6. A “runner” is on board all the time with: 
walkie-talkie. 

| was told that crew changes are easily done as long as 24 hous 
notice is given for Immigration clearance. It is quite normal for ships tt 
sail with crew members adrift and as long as Master gives Agent lette 
of authority for hotel costs and air ticket there are no problems with th: 
Authorities. The nearest British Consul is in Bogota. 

Shore Leave: It takes about 20 minutes from Amocar Refinery (At for 
of Mamonal jetty) to Cartagena by bus. Rate of exchange: Pesos 
Dollar = 200 (1986). 

Thieving/Stabbing: All officials and Pilot advised us to make sure Wi 
had a very good deck patrol with no ladders overside, thieving at Bai 
Berths is rife. Also make sure you have some strong weapon with yo 
and you lock yourselves in at night as people have been stabbed in bet 
when woken by thieves. Lock everything up. 

Developments: Considerable developments have taken place in th 
area in recent years. Cartagena is a big tourist centre from Venezuet 
and the U.S. 

Exports include coffee, fruit, lumber, tobacco, precious metals a% 
petroleum products. 

Good road and rail communications exist with Bogota the capilt 
taking about 18 hours. 

The Eastern shore of the bay is being developed as an industrial aréé 
The following piers and sea island are in evidence. 

ECOPETROL Sea Island (Nestor Pinead Terminal) takes up ! 
100,000 d.w.t. tankers, 54 ft. at the berth but limited by Boca Chi¢ 
Channel. Chicksan connections. FW piped to berth, mooring to buoy 
Used for export of fuel oil and other petroleum products. Situated | 
North of Brujas Island. 


Cement Jetty __ in position: Lat. 10° 20.4’ N., Long. 75° 30.9’ W. 
Soda Pier in position: Lat. 10° 19.9’ N., Long. 75° 30.85’ W 
Syncrolift in position: Lat. 10° 19.7’ N., Long. 75° 30.8’ W. 
15,000 d.w.t. 

LPG Barge Pier in position: Lat. 10° 19.4’ N., Long. 75° 30.8’ W 
Mamonal Pier __ in position: As charted 

Industrial Berth in position: Lat. 10° 17.3’ N., Long. 75° 30.4’ W. 
Products Pier in position: Lat. 10° 18.2’ N., Long. 75° 30.55’ Ww 
Products Pier _in position: Lat. 10° 18.2’ N., Long. 75° 30.7' W 


Considerable barge traffic with big pusher tugs use the River Diqu 
which comes out in the Southern part of the bay, this joins up with ® 
River Rio Magdalena in the interior and to Barranquilla, etc. 
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SHIPMASTER’S REPORT: May 1987. 

Manomal is the oil port for Cartagena. It consists of an industrial 
complex with several berths, mainly handling bulk cargoes. The tanker 
perth is a relatively small sea island about 600 ft. long. This vessel, 
(Panamax, Summer d.w.t. 61,391 tonnes, L.O.A. 738 ft. Beam 106 ft.) 
visited Manomal in May 1987. 

Approaches: At a distance of 15 miles — 20 miles Isla Tierra Bomba 
ught is clearly visible. It is now equipped with a Racon (C) which shows 
clearly on both 3 cm. and 10 cm. radars. Land shows up clearly on radar, 
and is easily identifiable with topography shown on BA. Chart No. 2434. 
Light on Boca Chica Sea Buoy also very good and seen at 7.5 miles — 
8 miles on this occasion. Vessel had to anchor to await berth, and did 
so in about 36 fathoms of water, 7 cables S.W. of the Sea Buoy. No 
difficulties experienced anchoring or weighing anchor. Government Pilot 
poards vessel in the vicinity of the Sea Buoy and takes vessel as far as 
the berth where a Mooring Master takes over. The Berth is marked on 
the Plan on BA. Chart No. 2434 in position Lat. 10° 20.63’ N., Long. 
75° 30.93’ W. as a “Platform”. Ships always berth starboard side to, the 
normal mooring pattern being 3 head and stern lines, 2 breast lines and 
2 springs, each end. The berth is a fairly recently built Sea Island but 
is not really large enough for ships over about 500 ft. in length. All our 
lines with the exception of lines from the main deck mooring winches 
ended up as springs. The berth is well fendered, so no problems lying 
alongside. 2 tugs available for berthing, one of about 2,500 h.p. is quite 
useful, but second one is small, and not much help berthing, although 
itdoes help to keep the vessel alongside whilst mooring is in progress. 
Line boat available and linesmen seem quite competent. No shore 
Gangway, but vessel was able to use her accommodation ladder 
amidships with a little difficulty. 

Facilities: 3 x 10 in. Chicksan arms available for loading. Informed by 
shore that berth is served from the shore by 3 x 24 in. lines. (1 for 
Crude, 1 for Fuel Oil and 1 for deballasting ashore.) Loading Rate (F.O.) 
is about 15,000 bbls./hr., although vessel told that 10,000 bbis./hr. would 
be maximum. All shore personnel found to be helpful and cooperative. 
4hours required for cargo documentation after the completion of cargo. 

Informed by the shore that there is 55 ft. of water at the berth, but 
limiting factor is the Boca Chica Channel, where we were limited to 
37 ft. 06 in. Outgoing Pilot informed that there is an absolute maximum 
depth of 39 ft. in this Channel. Range of tide only about 1.5 ft. 

Security; KEEP A SHARP LOOKOUT FOR THIEVES. Strict security 
measures, everything locked up. Vigilant deck watch to be maintained. 
Very little security seems to be practised by Terminal personnel. Shore 
Watchmen are available, and should be employed. Also had trouble with 
alarge number of women who tried to board the vessel soon after shore 
Authorities had cleared ship inwards. Master had to personally refuse 
access to vessel for these “unauthorised visitors”. Suggest deck watch 
doubled when near the completion of loading when vessel has a small 
freeboard. This vessel kept a good deck watch at all times, even so, an 
after store was broken into and a small quantity of paint stolen. 

Sailing: No difficulties experienced leaving the berth. Tugs used but not 
made fast, they just push. Mooring Master unberths ship and turns her 
round off berth, when Sea Pilot takes over. Under normal circumstances 
this Pilot leaves the ship when passing between the last channel buoys 
(outwards) in Boca Chica Channel. 

Note: During night approach to the port, the Stranded Wreck in Position 
Lat. 10° 22.9’ N., Long. 75° 38.7’ W. was showing clearly on the radar, 
but the light was not seen, and therefore presumed unlit, either 
temporarily or permanently. 


AUTHORITY: Operator: Empresa Colombiana de Petroles, “Ecopetrol”, 
Apartados: Aereo 5938-6813, Postal 808, Bogota, Colombia. Telex: 
44464. Cables: Ecopetrol. Contact: Jorge Lozano, Depto. Coordinacion 
de Operaciones. 


COVENAS (Gulf of Morresquillo): 09.25 N. 75.42 W. 
(See Plan) 


OFFSHORE PETROLEUM TERMINAL — CRAVO NORTE 
ASSOCIATION 


See “General” before first port. 
LOCATION: Situated in the Gulf of Morresquillo approximately 56 miles 
S.S.W. of Cartagena. “Arrived Ship” position is Lat. 09° 33’ N., Long. 
75° 51.5’ W. which is 4.5 nautical miles from the Floating Storage Unit 
(FSU). (See “Plan"). The Terminal loads one grade of crude oil (API 
29.3°. Temperature 88°/90°F). 
DOCUMENTS: 
Clearance from Last Port. 
9 Crew Lists. 
9 Personal Effects Lists. 
Health Declaration. 
Vaccination Certificate. 
Derat Certificate. 
Certificates — Load Line, Safety Construction, 
Safety Equipment, Safety Radio, Oil Pollution 
Insurance, Cargo Gear. 


COLOMBIA 


PILOTAGE: Compulsory except for anchoring. A company Mooring 
Master will board the incoming tanker approximately 4.5 nautical miles 
N.W. of the FSU. VHF Radio — Stand-by on Channel 16, shift to Channel 
10 for manoeuvring — 24 hours’ service, weather permitting. 
ANCHORAGE: The recommended anchorage for export tankers and 
vessels having business with the off-shore terminal is within a radius of 
1.5 nautical miles of position: Lat. 09° 33’ N., Long. 75° 51.5’ W. 
APPROACHES: Golfo de Morrosquillo is entered between San 
Bernardo (9° 42’ N., 75° 42’ W.), which is low and sandy, and Punta 
Mestizo 17 miles S.S.W., its shores are fringed by mangroves and 
wooded swamps. 

The head of the Gulf is backed by a plain, skirted by extensive 
savannahs, rounded to the East by a mountain range. The highest 
peaks, standing 12 miles East of the town are Tetas de Tolu, which 
forms two easily identified hills. 

A lighted buoy (flash every 6 secs.), is established on Roca 
Morrosquillo (9° 35.5’ N., 75° 59.5' W.) and represents the mid entry 
point to the Gulf. 

RESTRICTED AREA: An area has been nominated as a Restricted Area. 

Within this area all activities which could endanger the subsea 
installations such as anchoring of vessels, dredging, mechanical fishing 
(trolling and trawling), disposal of refuse, etc. are forbidden. 

The area is bounded by lines joining the following reference points: 

1. Punta Bolivar: Lat. 09° 25’ 20" N., Long. 75° 43’ 40” W. 

2. Punta Piedras: Lat. 09° 25' 25” N., Long. 75° 39’ 05” W. 

3. Lat. 09° 34’ 00" N., Long. 75° 46’ 25” W. 

4. Lat. 09° 32’ 25” N., Long. 75° 48’ 45” W. 
RESTRICTIONS: Berthing night and day, weather permitting, in open 
water in the Gulf of Morrosquillo. 

MAX. SIZE: FSU: 180,000 tonnes displacement with LOA 265 m. 

Minimum Size: 55,000 tonnes displacement with LOA 220 m. for 
berthing alongside. Vessel can berth either side. 

TLU: For berthing at the Tanker Loading Unit (TLU) 145,000 tonnes 
displacement with LOA 300 m. 

Minimum Size: No minimum size providing vessel can handle the 
system equipment. 

The max. draft at the FSU and TLU is 17.0 m. and the max. beam 40.0 m. 
HEALTH: Port Authorities grant Free Pratique on clearing the vessel 
inwards. International regulations in cases of contagious sickness or 
epidemic are carried out. 

RADIO: Radio Barranquilla, HKB. 

ETA required 72 hours, 48 hours and 24 hours prior to arrival. 

VHF: Initial radio contact with FSU Covenas or with Covenas Control, 
Terminal Superintendent and Agents on Channel 16. Shift to Channel 
10 for Pilot boat, manoeuvring and for cargo operations. When two ships 
load simultaneously the one at the TLU will be attended on Channel 70. 
RADAR: Use of harbour radar, situated on FSU, is available on request. 
Call on Channel 16 and shift to Channel 10. 

TUGS: The use of terminal tugs (2) is at the Mooring Master's and/or 
Port Authorities’ discretion. The mode of operation is made in 
conjunction with the vessel's Master. 

BERTHING: The terminal can load 2 tankers simultaneously, one 
alongside the FSU and one at the TLU (See “Plan”). 

The FSU (Position: Lat. 09°31’ 45" N., Long. 75° 47’ 11” W.) is a 
modified 384,000 tons ULCC, yoke-moored on a custom built catenary 
anchor leg mooring system with a 6 anchor pile spread. The installation 
is the principal unit in the terminal complex. The Terminal operations 
and control centre, communications network and accommodation 
facilities are housed on board. Water depth is 35 m. at the berth. Tankers 
can berth either side (preferably port side alongside) with 3x 12 in. hard 
arm loading arms. Maximum loading rate 40,000 bbis.p.h. Max. height 
of manifold above sea level is 30 m. 

The TLU (Position: Lat. 09° 29' 46” N., Long. 75° 44’ 15" W.) is a 
catenary anchor, 6 legged, SPM functioning as a secondary tanker 
loading berth. Water depth is 25 m. at the berth. Loading is via 24 in. 
floating hose string with 2 16 in. connections on tanker port side, lifted 
by 10 ton S.W.L. ship derrick. Maximum loading rate 29,000 bblis.p.h. 
Max. height of manifold above sea level is 15.0 m. Max. distance bow 
to manifold 140 m. 

BALLAST: No facilities for accepting dirty ballast or slops. 

MEDICAL: Emergency medical services are available if needed but not 
on a routine basis. 

DENSITY: 1015-1025, depending on state of Sinu River which empties 
into the Gulf. 

FRESH WATER: Not available locally but could in an emergency be 
barged from Cartagena. 

FUEL: Not available locally but can be barged from Cartagena. 

FIRE PRECAUTIONS: See “Port Regulations” (copy placed on board 
on arrival). 

CONSULS: None at Covenas - the nearest being Cartagena — 3 hours’ drive. 
REPAIRS: No dry dock facilities — minor repairs can be carried out 
through Cartagena. 

SURVEYORS: ABS, Lloyd's Register and Det Norske Veritas, available 
from Cartagena with sufficient notice. 

Cargo Inspectors: SGS, Saybolt, Caleb Brett. 

CARGO GEAR: Port derrick (10 tons S.W.L.) required at TLU. 
REPATRIATION: Can be arranged but not encouraged. 

AIRPORTS: Cartagena — (3 hours’ drive) to U.S.A. and Monteria — 
(1.5 hours’ drive) to Bogota for connections world wide. 

TIME: GMT minus 5 hours all year round. 

HOLIDAYS: Terminal loads 24 hours per day, 365 days per year. 
SHORE LEAVE: Not permitted. 

GENERAL: Prevailing Currents: Currents off the North coast are set 
generally E.N.E. to N.E., being a continuation of the Caribbean counter 
current, and have rates of 0.5 knots — 1.5 knots. 

In the entrance to the Gulf, the flow is affected by the coastal counter 
current, which is E.N.E.-going and attains a rate of nearly 0.75 knots. 

Within the Gulf it is affected by tidal streams which are sometimes 
strong enough to cause a resultant W.S.W.-going flow. This reverse flow 
seldom exceeds 0.25 knots. 

CHARTS: BA. Chart No. 1277. U.S. Chart No. 24512. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SHIPMASTER’S REPORT: June 1986. 
Vessel: 36,800 g.r-t. 
Operator of Terminal: Occidental de Colombia, Inc., 
Pilotage: Compulsory within terminal area, except when proceeding to 
anchor. 
A Company Mooring Master will board all vessels scheduled to occupy 
a loading berth at a position nominated by Mooring Master. At present 
3 miles North of SPM (approx.). Mooring Masters are fully licensed 
Colombian Master Pilots. Mooring Masters remain on board throughout 
loading and require facilities complying with accepted standards. 
Anchorage: At present 3.5 miles North of SPM. Actual position will be 
given by Covenas Control. 
Max. Size: Vessels up to 145,000 tonnes displacement and not 
exceeding 300 m. LOA may be loaded at SPM. Mean sea level at berth 
is 25 m. 
Tugs: 2 multi-service vessels, including tug capability (equipped with fire 
fighting and anti-pollution equipment). 2 personnel/pilot vessels. 1 fast 
boom layer. 1 oil-mop vessel/line handler. 1 hose and line handling vessel. 
Medical: No facilities except in an emergency. 
Shore Leave: Strictly forbidden. 
Fuel: Available from Cartagena; 7 days’ notice required. 
Repairs: No dry dock available. Minor repairs may be carried out by 
local engineering firm in Cartagena. These services should be arranged 
through Agents. 
Ballast: Discharge of dirty ballast into sea is strictly prohibited. No 
facilities for accepting dirty ballast or slops. Vessels must arrive with 
clean ballast. Ballast samples taken by shore Authorities (this vessel 
has segregated ballast and samples were taken). 
Berthing: One SPM (Tanker Loading Unit) in position Lat. 09° 29' 46” N., 
Long. 75° 44’ 15" W. is a catenary anchor, 6 legged, SPM. 
Development — An FSU consisting of a converted 384,000 tons ULCC 
yoke moored on a custom built catenary anchor leg mooring with a 6 
anchor pile spread, mooring in position Lat. 09°31’ 45"N., Long. 
75° 47' 11” W. This installation will be the principal unit in the terminal 
complex as it is due for operation in August 1986. This unit will house 
Terminal Operations and Control Centre, communications network and 
accommodation facilities. The unit (FSU) will be capable of 
simultaneously receiving stabilised crude oil, and loading 2 export 
tankers, 1 secured alongside and 1 at the TLU (SPM) at a maximum of 
40,000 bbis.p.h. each unit. Mean sea level at this berth is 35 m. At 
present the TLU (SPM) has a maximum loading rate of 7,000 bblis.p.h. 
and only 116 in. hose is connected; 2 will be available when complete 
complex in operation. Vessels arriving at TLU (SPM) should have port 
derrick rigged and a bow chain stopper capable of accepting a 76 mm. 
diameter chain. The vessel is also required to supply a good mooring 
rope on the forecastle head to use as a messenger for the buoy mooring. 
Bow fairlead(s) require an opening of 600 mm. x 450 mm. The complex 
is a joint venture between Ecopetrol, Occidental and Shell. 


SHIPMASTER’S REPORT: September 1986. 

The conventional buoy mooring no longer exists, it has been replaced 
by a Tanker Loading Unit (TLU) in position Lat. 09° 29’ 46” N., Long. 
75° 44’ 15” W., which is in effect an SBM. There is also a Floating 
Storage Unit (FSU) in position Lat. 09° 31’ 45” N., Long. 75° 47’ 11” W., 
which is a 390,360 d.w.t. tanker permanently moored. 

Documents: All ship's certificates sighted. Authorities mainly interested 
in vessel's Safety Certificates and Pollution Certificates. Shore 
personnel board vessel once on the SBM, sometimes at anchor if more 
than one ship being cleared. It would appear authorities only board 
vessels during daylight hours but this does not prevent commencement 
of cargo operations. 

Pilotage: Vessel contacts FSU when 30 miles off port, FSU will pass on 
any information regarding berthing, etc. When due to berth Pilot will 
contact vessel on VHF Channel 16. Pilot usually boards when vessel 
passing North of FSU, actual boarding area is 3 miles North of TLU. 
Anchorage: Approximately 3 miles West of FSU centred on Lat. 
09° 29’ 49” N., Long. 75° 41’ 44” W. with a radius 1.5 miles from this 
position. 

Restrictions: None, 24 hour port operations. 

Tugs: One small tug assists in berthing, pushing only as required. 
Berthing: SBM. One chain through centre panama lead onto vessel's 
AKD stopper, shore able to provide mooring gear if vessel not fitted with 
AKD stopper. Pilot on forecastle head when approximately one mile 
from SBM, he is in radio contact with Master on bridge. 

Loading: 2x16 in. hoses connected port side. Shore labour connects 
hoses. 1 crew member required to drive crane/winch. Loading rate 
25,000 bbis.p.h. (4,000 cu.m.p.h.). Vessels can load directly from shore 
or from the FSU. 

Ballast: There are no shore facilities for dirty ballast so vessels must 
arrive with clean ballast. 

Points of Interest: Accommodation required for Pilot (who also acts as 
Loading Master), and 1 Cargo Surveyor. One person (clerk) arrives on 
board towards end of cargo operations, he completes Bills of Lading on 
board on completion of loading. Medical facilities are available, the 
largest town close to Covenas being Tolu. 


SHIPMASTER’S REPORT: September 1986. 

Documents: The officials (Immigration, Customs, Agent, etc.) board 
before the approach manoeuvre. 

The following documents are required: 

Crew Lists. 

Stores Lists. 

Crew Effects Lists. 

Cargo Lists. 

The authorities also checked the following certificates: Classification, 
Radio, Construction, Safety Equipment, Oil Pollution and Insurance, 
Cargo Gear Register (at least 10 tonnes SWL), Last Port Clearance, 
Derat Certificate. 
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Pilotage: The pilot boarding area is about 1.0 miles — 2.0 miles W.N.W 
of nd FSU. The Pilot (Loading Master) remains on board during the 
loading. 

Restrictions: Mooring is carried out during daylight only, unmooring 
possible day and night. 

VHF: VHF Channels 16, 10 and 13 used. 

Tugs: There are 2 tugs (supply vessels) with sufficient power to moo, 
and unmoor large vessels. Tugs lines are used. 

Berthing: The conventional buoy mooring is no longer in operation ang 
has been replaced by two new units: 

Floating Storage Unit: Tankers up to 230,000 tonnes’ displacemen; 
moor alongside on either side of the FSU. The FSU has 3 12 in. loadi 
arms on each side and hydraulic cranes for the transfer of Loading 
Master, Assistant, etc. 

Mooring consists of 4 headlines, 2 breast lines and 2 spring lines 
forward and aft. If the vessel uses wire moorings, nylon tails are required 
The FSU has quick release hooks. 

Tankers Loading Unit: This is a Single Point Mooring for tankers up 
to 145,000 tonnes’ displacement and is equipped with two ADK bow 
stoppers and fairleads of 600 mm. 450 mm. (for 76 mm. chain). 

Manifold connections are on the port side (2x16 in.). Ship's derrick 
crane required for hoisting hoses. 

IGS: Tankers are required to be inerted (less than 8% oxygen) and are 
checked prior to loading. 

AUTHORITY: Operator: Ecopetrol, Distrito Cano Limon Covenas, 
Redoma San Mateo, Autopista Internacional, P.O. Box No. 1107, 
Cucuta, Norte de Santander, Colombia, South America. Tel: (970) 
32741, 40268, 42497. Telex: 76636. FAX: (970) 41804. Contact 
Fernando Gutierrez Montes, Cano Limon Covenas - District Manager 

Terminal Superintendent (FSU) Covenas. Tel: (947) 880165 
Telex: 6300. Fax: (947) 880166. 


POZOS COLORADOS TERMINAL: 11.09 N. 74.15 W. 
(See Plan) 


LOCATION: North coast of Colombia, approximately 6 miles S.W. ¢ 
Santa Marta. 
DOCUMENTS: 
For the Port Captain: 
1 Clearance for Last Port. 
1 Voyage Report. 
1 Crew List. 
1 List of Passengers for Santa Marta. 
1 List of Passengers in Transit. 
Vessel Certificates: (These only need to be shown). 
Registration Certificate. 
Load Line Certificate. 
Classification Certificate. 
Safety Equipment Certificate. 
Radiotelegraphy Safety Certificate. 
Construction Certificate. 
Cargo Handling Equipment Safety Certificate. 
Oil Pollution Certificate (Insurance for US$1,000,000). 
For Port Health Authority: 
Derat Certificate. 
Maritime Health Declaration. 
Toxic Element Certificate. 
Crew List with dates of vaccination. 
List of Passengers for Santa Marta. 
List of Passengers in Transit. 
For Customs: 
Cargo Manifests. 
Crew Lists. 
Lists of Passengers for Santa Marta. 
Lists of Passengers in Transit. 
Lists of Crew Personal Effects. 
Lists of Provisions. 
Mail Lists. 
For Agencies: 
Voyage Report (these only need to be shown). 
Crew Lists. 
Lists of Passengers for Santa Marta. 
Lists of Passengers in Transit. 
Crew Personal Effects Lists. 
Lists of Mail for the Port. 
Cargo Manifests. 
Bills of Lading. 
Cargo Stowage Plans. 
PILOTAGE: Mooring Master will meet vessels approximately 1 m* 
seaward of terminal location. He will remain on board throughout tf 
vessel's stay and should be provided with accommodation. 
ANCHORAGE: When vessels arrive at night, they anchor 1 mile out® 
sea from the Terminal. 
RESTRICTIONS: Docking only during daylight 0500 hrs. — 1600 hs 
Undocking 0430 hrs. — 1800 hrs. 
MAX. SIZE: Berth in approximately 52 ft. of water and can accommod2! 
vessels of up to 69,000 d.w.t., LOA 900 ft., beam 110 ft. with max. ore 
45 ft. 
HEALTH: Port Authorities board with Mooring Master to enter ship a 
attend all formalities. 
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RADIO: Notice of Arrival: Agent for the vessel must confirm arrival of 
yesse! at the Port with a minimum advance notice of 24 hours, giving 
with this information the following information: 

Name of the vessel 

Name of the Master 

Nationality 

Last port of call 

Destination of the vessel 

Overall length 

Draft forward and aft 

Tonnage to be unloaded 

Time at which Pilot is required. 
VHF: Permanent communications Vessel-Terminal with VHF Channels 
16 and 6. National and International communications through “Empresa 
Nacional de Telecomunicaciones (Telecom)" 0800 hrs. — 2200 hrs. 
BERTHING: The vessel will be berthed in the area surrounded by the 
7 mooring buoys, in following order from for'd port side, passing round 
stem to for'd starboard side: No. 7, 1, 2, 3, 4, 5, 6. Vessels lie in berth 
on approximate due North heading; vessel's lines run by means of 
mooring launch to stern, quarter, and breast buoys. Vessels up to 
20,000 d.w.t. require at least 5 good manila lines; vessels in excess of 
20,000 d.w.t. require at least 12 good manila lines. These lines must be 
ofnot less than 120 fathoms in length each. Synthetic lines of equivalent 
strength may be used. Vessels equipped with wire mooring winches 
may use wires in lieu of fibre lines. The mooring requires use of both 
bower anchors, each having at least 150 fathoms of chain and be 
prepared to handle 5-ton lift on starboard side at ship's manifold. 
Because of rigidity of submarine hose, a small movement of vessel out 
of correct position could damage submarine equipment. Extreme caution 
must be exercised to ensure that vessel is correctly moored. During 
loading operation slack must be kept out of submarine hose by 
adjustment of vessel's anchor and lines. 
TUGS: Tugs are available if necessary for manouevring when berthing 
and unberthing. 
TERMINAL REPRESENTATIVE: The Terminal has skilled personnel to 
represent its business on board and they will'remain on board during 
all operations. 
HOSES: Submarine hose 16in. with 16in. to 12in. reducer for 
connection to vessel's 12 in. deck hose. For vessels not equipped with 
12in. deck hose, a 12 in. to 10 in. reducer is available. A 25 ft. length 
of 10 in. deck hose is also available for vessels not having a deck hose 
on board. Ship's crew perform all hose connecting, disconnecting, etc. 
PUMPING: Average pumping rate 12,000 b.h.p. Max. working pressure 


120 p.s.i. 

CARGO HANDLING: Terminal is designed for loading and unloading 

crude oil or products. Currently, it is used to unload white products (motor 

gasoline and virgin naphtha). The products must be transported and 

unloaded in segregated form. The total capacity of storage is 750,000 

tbls. Distance to tanks 9,997 ft. Diameter of line 20 in. 

BALLAST: The utmost care must be exercised by all tankers to avoid 

any contamination of the terminal bay waters, since the entire area is a 

developing tourist resort. This means that absolutely no deballasting or 

disposal of bilge water must take place in the bay. Shore deballasting 

facilities can handle up to 84,000 bbls. if ship provides advance warning. 

FRESH WATER: Not available. 

FUEL: No bunkers available at terminal. Acquisition is possible at 

Cartagena (Colombia). See “General” before first port. 

eee Doctor and hospital located at Santa Marta, throughout 
jours. 

CONSULS: No consular office in vicinity of terminal. 

The following countries have consulates in Santa Marta: 


Phone 
Costa Rica Avda. Libertador No. 33-47 32199 
Dominican Republic Cra. 21 No. 15-99 32962 
Ecuador Las Villas 2a. etapa, Villa 
No. 15, El Rodadero 27590 
Finland Edificio de bs Bancos 
Oficina No. 605 35317 
France Calle 17 No. 2-56, Of. 212 32014 
Guatemala Calle 11 No. 1C-23 P. 8 34048 
Netherlands and Sweden Calle 15 No. 3-94 33403 
Norway Calle 11 No. 1C-23 Dpto. 306 33501 
Panama Calle 17 No. 2-56 Of. 416 34253 
Peru Calle 16 No. 1-92 33420 


Other Consuls located in Barranquilla, approximately 35 miles distant. 
REPAIRS: Limited repair facilities available in Santa Marta, 
approximately 6 miles from terminal. 

SURVEYORS: There are 3 petroleum inspection companies. 

SHORE LEAVE: Through the ship's Agent, shore leave can be 
arranged, but sufficient crew must remain on board to handle 
’mergencies. Most Maritime Agencies own 2 safety launches for vessel- 
shore-vessel routine. 

GENERAL: No ships’ stores. 


SHIPMASTER’S REPORT: November, 1984. 
1. The Terminal is now used exclusively for the import of gasoline. 
2. Mooring: Forward: 2 anchors and 1 starboard breast line to buoy. 
Aft: Lines to 5 buoys, 3 of which require double lines 
(8 ropes in total aft). 
N.B. All ropes require a ‘long drift’ as buoys are well away from ship. 
Wire ropes not suitable for this terminal. 
(Mooring is a iong procedure). 
3. Pilot and ‘Loading Master’ joined at anchor — awaiting tide — and 
di on board throughout stay; in addition 10 personnel have to be 


4. Port Papers: All ship's documents required for sighting and expiry 
‘ates (except, in our case, Ship's Register). 
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Agents advised the following required: 

4 Crew Lists (provided 12 copies and all ‘required’). 

3 Personal Effects Lists (provided 9 copies and all ‘required’). 

3 Stores Lists (provided 4 copies and all ‘required’). 

3 Bonded Lists (provided 4 copies and all ‘required’). 

N.B. Federal Police require at least 2 Crew Lists with complete names 

not just surnames and initials (‘difficult’ with Indian crew). 

5. Stores: Fresh provisions. 

6. Shore Leave: Shore Passes issued, no problems except for 
distance to shore. Passes to be returned prior to sailing. 

7. No repairs possible — no fresh water — no bunkers. 

8. Discharge: With 1 x 12 in. line but fitted with 10 in. reducer to 24 in. 
undersea line to shore, about 2 km. 

Can accept 15,000 bbls./p.h. subject to 7 kg./sq.cm. pressure. 

9. Weather: (November) Very heavy swell running but this was 
reported as being very unusual for this time of year. Vessel rolled heavily. 


SHIPMASTER’S REPORT: March 1988. 

Mooring: The following arrangement was used. 
Starboard fo'c’s'le shoulder Two ropes of 150 m. 
Starboard aft maindeck One rope of 150 m. 
Starboard quarter One rope of 200 m. 


Stern buoy 
Centre lead aft Two ropes of 200 m. 
Port quarter One rope of 180 m. 


Port aft maindeck 
Port fo'c’s'le shoulder 
Port anchor 9.5 shackles 

Starboard anchor 8.0 shackles 

Vessel moored with a North-going current, in a freshening N.N.E. 
wind, which reached 30 knots by the end of the mooring. The trade wind 
is augmented by the sea breeze and blows from approximately 1300 hrs. 
to 0100 hrs., making conditions difficult for the mooring launch, which 
is underpowered. One 750 h.p. tug was used and proved effective in 
positioning the vessel by pushing. 

Ship's head in berth was 020°, Pilot stated that 025° to 030° would 
have been preferable, in order to present less angle to the wind. Berth 
was originally configured for a ship's head of 000°. The buoy pattern 
has remained the same, but the ship is now aligned to starboard, which 
accounts for the differing lengths of moorings required. Winter months 
are ge to be worst weather conditions, especially February and 
March. 

Cargo Discharge: Rate overall was 2,119 cu.m.p.h. and reached a 
maximum of 2,640 cu.m.p.h. 


One rope of 180 m. 
One rope of 200 m. 


AUTHORITY: Operators: Empresa Colombiana de Petroleos 
“Ecopetrol", Departamento de Coordinacion de Operaciones, Bogota, 
Colombia. Telex: 44 787. Tel: 85 67 97. 

Estacion Pozos Colorados, Santa Marta, Colombia. Telex: 38 849. 
Tel: 7499, 7095. 


PUERTO BOLIVAR: 12.16 N. 71.57 W. (See Plan) 


LOCATION: Puerto Bolivar is at the entrance of Bahia Portete, a natural 
bay on the North coast of Colombia's Guajira Peninsula, located at Lat. 
12° 16’ N., Long. 71° 57’ W. It is on the Caribbean, about 350 km. N.E. 
of Barranquilla. 
DOCUMENTS: 

1. According to the rules in force at the time these regulations were 
approved, the vessel's Master shall show the Authorities and the Port 
Cargo Inspector the following documents: 

Register Certificate. 

Classification Certificate. Cargo ships shall show the Certificate of 

Safety Construction for Cargo Vessels. 

Load Line Certificate. 

Pollution Certificate that must cover Colombian waters (see ‘note’). 

Certificate of Radiotelegraphy and/or Radiotelephony. 

Cargo vessel Safety Equipment Certificate with valid annual 
inspection carried out by an independent surveyor. 

Derat Certificate. 

Clearance from the Last Port. 

Notwithstanding the above, the Master shall show the Port Authorities 

whatever other documents they may require. 

Note: All vessels and marine craft that arrive in Puerto Bolivar shall 
comply fully with the International Convention for the Prevention of 
Pollution by Vessels of 1973 and its 1978 Protocol (Marpol 73/78) 
including all its amendments in force. 

2. According to the rules in force at the time these Regulations were 
approved, the Master shall hand over the following documents to the 
Port Authorities: 

5 Crew Lists containing the following information: name, capacity in 
which serving, !.D. Documents — class and number — or licence, 
nationality, date and place of birth. 

4 Stores Lists; narcotics for medical use must be listed in detail as 
well as tobacco, alcoholic beverages and taxable goods according 
to the Customs General Directorship. 

4 Mail Lists, if any. 

3 Crew Curio and Personal Effects Lists. 

3 Passenger Lists, if any. 

2 Quarantine Declarations. 

4 Stowage Plans. 

Notwithstanding the above the Master shall hand over to the Port 

Authorities other documents that they may require. 
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PILOTAGE: Compulsory. Pilot normally boards 2 miles North West of 
Buoy No.1 or at anchorage. 

Pilot Ladder: Unless otherwise advised, the pilot ladder should be rigged 
on the starboard side of arriving ships. 

The pilot ladder, should be of a SOLAS 1974 approved type. To meet 
those specifications it must have one-piece non skid steps equally 
spaced, about 14 in. apart with spreader bars five steps from the bottom 
and then at 9 ft. intervals. 

Ships having a freeboard in excess of 30 ft. must have a suitable 
accommodation ladder rigged adjacent to the pilot ladder so that the 
Pilot can transfer to it when boarding. Ships’ Masters may know this as 
“The Rotterdam Rig”. 

ANCHORAGES: Defined by Colombian Port and Maritime Directorship 
(DIMAR) as follows: 

The anchorage area for vessels and marine craft that arrive in Puerto 
Bolivar shall be located within the following points and geographical 
co-ordinates: 

Point A. Lat. 12° 19' N., Long. 72° 02’ W. 
Point B. Lat. 12° 19’ N., Long. 72° 00’ W. 
Point C. Lat. 12° 17’ N., Long. 72° 00’ W. 
Point D. Lat. 12° 17’ N., Long. 72° 02’ W. 

The quarantine area for vessels and marine craft that arrive in Puerto 
Bolivar shall be located within the following points and geographical 
co-ordinates: 

Point A. Lat. 12° 19’ N., Long. 72° 04’ 30” W. 
Point B. Lat. 12° 19’ N., Long. 72° 03’ W. 
Point C. Lat. 12° 17’ N., Long. 72° 03’ W. 
Point D. Lat. 12° 17’ N., Long. 72° 04’ 30” W. 

The anchorage and quarantine areas established in the above articles 
are experimental and therefore all vessels and marine devices shall 
manoeuvre with care. 

APPROACHES: Landmarks: For vessels arriving from the Eastern 
Caribbean, Punta Gallinas (Lat. 12°28’N., Long. 71°40’ W.) is 
approximately 20 miles E.N.E. of Puerto Bolivar. 

For vessels arriving from the Panama Canal or ports to the West of 
Puerto Bolivar, Cabo de la Vela (Lat. 12° 13’ N., Long. 72° 10’ W.) is 
approximately 12 miles W.S.W. of Puerto Bolivar. Both Landmarks have 
prominent lighthouses which are shown in the appropriate light lists. 

In addition there is a rotating beacon on the shiploader at Puerto 
Bolivar with the following characteristics: 

Position: Lat. 12° 15.6’ N., Long. 71° 58.9’ W. 

Description: Rotating white beacon. 

Period: Flashing white every 2 seconds. 

Height: 35 m. (115 ft.). 

Visibility: 18.75 miles. 

Fairway Buoy: The Port entrance is marked by Channel Buoy No.1 
(Racon). Located in position Lat.12° 17’ 30" N., Long. 71° 58’ 54” W., 
flashing green every 2 seconds. Code (M) international code signal. 
Aero Beacon: The company airport at Puerto Bolivar has an aero beacon 
located in position Lat. 12° 13’ N., Long. 71° 58’ W. with the following 
characteristics/frequencies: 400 kHz — “PTE” — Continuous. Also 
415 kHz — “PB”. 
Channel: Vessels will enter and leave the port by a dredged channel 
3.5 km. in length that connects the turning basin with the open sea. The 
channel's allowable ship's draft is 17m. (max.). Minimum depth in 
channel and Berth Reach is 19 m. 
Turning Basin: Allowable ballasted draft is 9.0m. (max.). Vessels 
scheduled to load enter the circular turning basin, depth 11.5 m., where 
they are completely stopped, then turned by tugs to berth at the coal 
pier, port side to. 
MAX. SIZE: The Port can accommodate vessels with the following 
dimensions: 
Lu 


300 m. (9864 ft.). 
Beam 45 m. (147 ft.). 
Max. Loaded Draft 17m. (55 ft.). 
Max. Ballasted Draft 9m. (30 ft.). 


HEALTH: Radio Pratique is not granted and vessels arriving will have 
to be granted Pratique upon entering port or at anchorage. The standard 
World Health Organisation Certificate must be used. 

RADIO: Coastal Station HKB may be used for routine messages. 
Estimated Time of Arrival Notices: Masters should advise their ETAs 
upon receipt of orders to proceed to Puerto Bolivar. In addition, 72, 48 
and 24 hour ETAs should be transmitted to INTERCOR with a copy to 
Agent. 

ETA Message Text: (To be cabled with the first ETA, at least 72 hours 
before arrival). 


Bulk General 
Carrier OBO Cargo Tanker 
AAA Vessel's name R R R R 
BBB ETA - date and time (local) R R R R 
CCC Flag and port of registry R R R R 
DDD Call letters R R R R 
EEE Agent's name R R R R 
FFF Last port of call R R R R 
GGG Arrival draft fore/aft R R R R 
HHH Extreme arrival air draft to hatch R R NA NA 
top 
Ill Expected sailing draft R R NA NA 
JJJ Ballast on arrival (M.T.) and R R NA NA 
expected deballasting time * 
KKK Is Ballasting/deballasting R R NA R 
concurrent with loading/ 
discharging? 
LLL Type of previous cargo R R NA 
MMM Date of last drydock R R R 
NNN Port of destination R R NA NA 
OOO Cargo to be loaded/discharged by RAR R R 
hold, and hold rotation if bulk 
carrier 
PPP Is vessel gas free? NA R NA NA 
QQQ Condition of steering/navigation R R R R 
equipment 
RRR Condition of mooring equipment R R 


Bulk General 
Carrier OBO Cargo Tanke 

SSS Parcels and sequence of grades NA NA NA R 
to be discharged 

TTT Official deadweight tonnage R R R R 
(d.w.t.) taken from Ship's Registry 

UUU Length of loading area from Hatch R R NA NA 
No.1 fwd to end of last hatch aft, 
and width 

VVV Grain capacity (cubic metres) of R R NA NA 
each hold 


R_ = Information requested. 
NA = Information not requested because not applicable to vessel; 


NOTES: 

* Maximum segregated ballast possible provided maximum draft doe; 
not exceed 9.0 m., the propeller is acceptably immersed and the trir 
does not exceed 6 ft. by the stern. Ballast tanks used to comply wit 
draft requirements must be completely full or empty, so loading ca 
commence as soon as draft readings are completed. 

The boarding pilot will usually be accompanied by a draft surveyo, 
Masters are requested to provide a ship's officer or other qualifie; 
representative so that tank soundings, as part of the draft survey 
can commence during the vessel's transit to the loading berth. 

Lack of compliance with any of the above requirements may resu 
in unnecessary delays in acceptance of the vessel to load. Seriou 
misrepresentations could result in non-acceptance of the vessel. 

The Master should be aware of me regulations on por 
operations (Res. 1429 15 Nov 89-Dimar) before arrival. If not, he 
should consult with his agent to ensure his vessel's compliance. 


VHF: VHF Radio Channels 14 and 16; call “Puerto Bolivar Marine” fo 
anchoring or berthing instructions. Normal marine communications wi 
be available. 


TUGS: 34,000 h.p. and 13,000 h.p. to be located at the port. Th 
use of tugs both entering and leaving is mandatory. Tugs will be utilise 
as deemed necessary by the Pilot. Tugs will normally be made fast prio 
to entering the channel for inbound ships. Tugs will utilise their own ling 
but ships should have crew standing-by with heaving and messenge 
lines to be used as directed by the Pilot. 


BERTHING: Cerrejon Coal Terminal: The single coal berth is ' 
operation 24 hours daily, year round, except December 31st (1200 hrs. 
till January 6th (0600 hrs.). The berth has 3 breasting dolphins andi 
designed for a maximum ship size of 150,000 d.w.t., 300 m. LOA, 4597 
beam, and 17 m. draft. 

Oversize vessels will be considered on an individual basic and wi 
require special approval by Port Authorities and Port Operator prior 
acceptance. 

Access to the Port is via a dredged lighted buoy channel approximate) 
3.5 km. (1.9 miles) long and 225 m. (738 ft.) wide on a 327° — 147° tu 
hg ely The principal coal loading berth is located on the West side? 
the bay. 

An additional pier designed for other commodities may be utilised tt 
coal loading. Length of pier 280 m. Max. draft permissible 9.8 m. Tanker 
berth on East side and general cargo vessels on the West side. 

After embarking the Pilot, vessel proceeds down the main sh 
channel past the coal loading pier. During transit and mooring tugs a! 
used depending on vessels size. Vessel continues into turning bas 
where she is completely stopped and turned, to berth port side t 
Smaller ships using the commodities pier may or may not be turne 
prior to berthing. 

Vessels will normally load on a first come, first served basis. 

Ships to load must arrive with clean ballast carried in segregate 
ballast tanks, with holds swept clean and, in the case of ore-oil or OB 
vessels gas free. 

At Pilot's discretion and with approval of Port Operator a vessel mé 
be requested to ballast a cargo hold for manoeuvring and berthin 
purposes. 

The maximum distance between the bottom of the shiploader spa 

and MLW is 23 m. The average tide is 0.35 m. 
Mooring Line Arrangements: The number of lines or wires will depet 
on the d.w.t. and/or displacement of the vessel. In general, vessels ¥ 
utilise head, stern and spring lines. The leads for the head and ste 
lines are almost perpendicular to the ship's side. 

The number of lines and specific mooring arrangement will vary fro 
ship to ship and will be reviewed by Pilot and Master, prior to moorift 

Should a vessel have insufficient or poor quality mooring ropes! 
wires to safely keep her properly berthed, the terminal will provide sa” 
as necessary. This determination will be made by the Pilot prior! 
berthing or by the loading supervisor after the ship is alongside. Charg 
will be assessed against the vessel for these services. 


BULK HANDLING FACILITIES: Railroad: The 150 km. mine to pf 
railroad is dedicated to handling Cerrejon coal. 
Stockpile: Maximum storage is 1.7 million metric tons (tonnes), 
storage is 1 million tonnes. 
Weights: Will be determined by draft survey. 
Sampling: The Ramsey automatic sampler operates according to AS? 
standards. 
Analysis: ASTM standards are applied. 
Shiploader: One line loader can handle up to 10,000 tonnes/p.h. 
Trimming: Spout trimmed. 

Also see “General”. 


MEDICAL: First aid treatment is available, but not on a routine bas 
Extreme emergencies must be handled at Barranquilla. 

FRESH WATER: Not available. 

FUEL: Not available. Nearest bunkering ports are Cartagena, Aw 
and Curacao. 


CONSULS: Located at: 


Barranquilla Cartagena Santa Marta 
Austria Belgium Costa Rica 
Belgium Bolivia Ecuador 
Bolivia Chile Finland 
Brazil Costa Rica France 
Chile Denmark Guatemala 
Costa Rica Dominican Republic Netherlands 
Denmark Ecuador Norway 
Dominican Republic Finland Panama 
Ecuador France Peru 

Egypt Germany F.R. Sweden 

El Salvador Guatemala 

Finland Honduras 

France Italy 

Germany F.R. Mexico 

Greece Nicaragua 

Guatemala Norway 

Haiti Panama 

Honduras Peru 

Italy Spain 

Jordan Sweden 

Mexico Venezuela 

Netherlands 

Norway 

Panama 

Peru 

Portugal 

Spain 

Sweden 

Switzerland 


Syrian Arab Republic 
United Kingdom 
U.S.A 


REPAIRS: No facilities for major repairs. Also see ‘General’. 
SURVEYORS: Exclusive surveyors for A.B.S. and Lloyds’ are located 
at principal Colombian ports. These surveyors may or may not also act 
as non-exclusive surveyors for other classification societies. 

Masters should be reminded that sufficient advance notice (at least 
72 hours) should be given when requesting classification society 
services. 

OPENING/CLOSING HATCHES: All hatches must be open in order to 
rmit hold inspection before entering Puerto Bolivar Channel. 

REPATRIATION: Because of the port's remoteness, it is suggested that 

seamen neither join or leave at Puerto Bolivar. 

AIRPORT: The nearest international airport is at Barranquilla (326 km.). 

TIME: Local time is GMT minus 5 hours. 


GENERAL: Port charges available upon Master's and/or Agent's 
request. Charges will be made for pilotage and tug service. Full agency 
service will be provided through a licensed Colombian Agent of Owner's 
and/or Charterer's choice. 

Publications: 

N.O. Chart No. 24460. 

B.A. Chart No. 1529, 1966. 

Colombian Chart No. 228. 

Sailing Direction No. 144 (U.S.) and Coast Pilot No. 7A (British). 
Weather: Puerto Bolivar is generally outside the hurricane belt. 
Prevailing winds are from the North East. In the area of the Port, winds 
may gust to 35 — 40 knots. 

Months of high winds are December to March and July and August. 
Dry season is from November to May. The wet season is from May to 
November. This is in general for this area. At Puerto Bolivar, rain is 
infrequent. 

Stores: Very limited amounts of stores of an emergency nature only will 
be available and can be expected to be expensive due to the remote 
location. Request must be advised with the first ETA and availability still 
cannot be guaranteed. 

Bonded Stores: No bonded stores are available. 

Navigational Publications and Charts: Navigational charts and/or 
publications are available on a very limited basis with prior radio request 
through the Agent (see “Publicatons” above). 

Mail: Mail may be sent and received through vessel's local Agent. 
Owners should be advised that as all mail must be channelled through 
Barranquilla or Cartagena Agents, addresses in those respective cities 
should be used as no mail is received at Puerto Bolivar at this time. 
laundry: No laundry services are available at this time. 

Transportation: As Puerto Bolivar is in a remote location it is suggested 
that crew members neither join nor be repatriated from Puerto Bolivar. 
However, should it be deemed necessary that this be done, the Agent 
can arrange same. As the closest international airport is in Barranquilla, 
approximately 326km. away, the cost will be significant. Air 
Yansportation out of Barranquilla is not on a daily basis to all world 
Points and costly delays could possibly be encountered. 

Gangway: Terminal will normally provide gangway, ship's crew will be 
'esponsible for it’s mooring and safety. If necessary, vessels will utilise 
their own gangway or accommodation ladder. 

Emergency Towing Wires: Vessels while alongside piers shall have fire 
wires to enable the vessel to be towed from the pier should it become 
necessary. These fire wires will consist of at least 2 wires, one forward 
and one aft, hanging from the vessel on the outboard side. They shall 
be made fast on deck and small hang approximately 6 ft. from the water's 
®dge when the vessel is in a light condition. They shail consist of wire 
of a diameter in proportion to the size of the vessel, however, the 
minimum acceptable fire warp shall be 1 in. wire. Each wire will have 
an eye at the end hanging over the water. 

Notice of Readiness: Notice of Readiness shall be submitted by Master 
and will be accepted by the Loading Supervisor at such time when vessel 
has arrived at the loading port, is ready to load, and in Free Pratique 
whether at berth or not. 
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Cleanliness of Holds: All holds will be inspected prior to entering Puerto 
Bolivar Channel, by the Pilot. 

Emergency Shutdown: \f an emergency should occur making it 
necessary to immediately stop loading operations, the ship shall sound 
short blasts in groups of five blasts on the ship's whistle and immediately 
contact Puerto Bolivar Marine Operations on VHF Channel 14 or 16. 
Ballast: The maximum ballasted draft for vessels entering Puerto Bolivar 
is 9.0m. All ballast must be clean and carried in segregated ballast 
tanks. It is prohibited to pump any ballast overboard other than that 
which has been carried in designated ballast tanks and is clean. Vessels 
arriving at Puerto Bolivar should have all cargo holds clean and ready 
to receive cargo. Should ballast have been carried in the holds, it would 
be necessary for this hold to be cleaned and dried prior to entering port. 

Prior to entering port the Pilot will inspect the vessel and may or may 
not request more segregated ballast to be pumped out or additional 
ballast be added to certain segregated ballast tanks should the trim of 
the vessel so require. Vessels down by the head or according to their 
size, trimmed excessively by the stern thus making their manoeuvrability 
unacceptable will not be allowed to enter port. 

Trim: The terminal shall co-operate in every possible way with the ship 
to obtain the required trim. Masters are reminded that the responsibility 
to trim their vessel for sailing draft shall be their responsibility and the 
terminal shall load the vessel based on information submitted by the 
ship’s Master. 

Customs and Immigration: Puerto Bolivar is a Port of Entry and 
Colombian Government Customs and Immigration officials will board 
vessel either at anchor or when made fast alongside the pier. All 
formalities and necessary documents should be made available to them 
at this time. Masters are advised that they are expected to extend the 
usual common courtesies to visiting officials. However, gratuities in the 
form of liquor or cigarettes are neither necessary nor expected. 
Swimming and Fishing: Swimming in the harbour is prohibited, either 
from the ship, pier or shore. 

Fishing over the side or from the pier is also prohibited. 

Firearms and Ammunition: The display, carrying or discharge of firearms 
is prohibited on board or within the port area. 

Drugs and Alcohol: The purchase or sale of drugs is illegal and is strictly 
prohibited. Violation of this law may result in fines and/or imprisonment. 

The sale of alcohol by ship's crew is also prohibited. 

Fire Signal: Fire on board shall be indicated in the same manner as 
emergency shutdown — short blasts in groups of 5 on the ship's whistle 
for at least 1 minute or until acknowledged by shore side marine 
operations. Advice of fire should also be given by VHF on Channel 12 
or 16. 

Fire Fighting Procedures: Vessels while alongside or at anchor have 
the responsibility for fire fighting aboard their own vessels. Upon request, 
the terminal operator may join in fighting a shipboard fire by utilising the 
tug boat water/foam fire fighting capabilities. 

INTERCOR reserves the right to fight fires and take other action as 
deemed necessary, even if not requested, including removal of the 
vessel from her berth to anchorage if it appears that the fire is a threat 
to the terminal. 

Loading Supervisor: The Loading Supervisor shall be in charge of all 
cargo operations and in conjunction with the vessel's Chief Officer shall 
control the vessel's loading operation. Prior to commencement of 
loading, planned loading procedure and hatch sequence will be agreed 
upon between the Loading Supervisor and the Chief Officer. Prior to 
arrival, the Chief Officer should be requested to have drawn up a 
proposed loading plan for review. 

Loading Rate: Normal loading rate is 10,000 t.p.h. Vessels must be able 
to discharge all ballast in time so as not to impede loading. Should a 
cargo loading shutdown be necessary because of vessel's inability to 
discharge her ballast in time to prevent exceeding her permissible draft, 
all time lost will be for vessel owner's account. 

Overload Drafts: Prior to loading, the full amount of cargo to be loaded 
should be determined between the Chief Officer and the Loading 
Supervisor. Masters are advised that they are responsible for obeying 
all laws pertaining to International Load Lines and shall be held solely 
responsible for any overloading on their part. When topping off, the 
terminal shall in every way co-operate with the ship to assist in attaining 
their legal draft within Puerto Bolivar constraints. Should erroneous 
information be given to the terminal and should the vessel for some 
reason be overloaded, the costs of discharging any cargo shall be for 
the account of the vessel's Owners. 

Repairs: Only repairs of a very minor nature can be effected at Puerto 
Bolivar. These must be proven to be of an emergency nature and 
necessary for the pursuit of the voyage. While every effort will be given 
to assist vessels in any way possible, Masters must keep in mind that 
no shore side facilities are available. 


SHIPMASTER'’S REPORT: August 1986 (Updated 1990). 
Vessel: 107,000 d.w.t. 
Location: Puerto Bolivar is situated at the entrance to the Bay of Bahia 
Portete approximately 350 km. N.E. of Barranquilla. The port is the outlet 
for coal mined at Cerrejon 150 km. away, the coal is transported from 
the mine by train. 
Organisation: Marketing is handled by either of the two partners, Intercor 
or Carbocol, on a 7 day on 7 day off basis. The terminal is self sufficient 
in all services, electricity, fresh water, maintenance, etc. 
Product: 
Bituminous steam coal from El Cerrejon. 
Density +0.8 to 1.0 tonnes/cu.m. 
Stowage factor is given as 41/42 cu.ft./ton but as a practical guide we 
stowed at 41.5 cu.ft./tonne. 
All cargo weights used are tonnes. 
Particle size loaded: Max. 50 mm. 
No methane gas is emitted from coal. 
No history of spontaneous combustion. No ventilation is 
recommended, holds being kept sealed whilst under way. 
Moisture content: 11.5%. 


405 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


Maximum size of vessel: The largest ship to visit the port to date is 
150,000 d.w.t. which is the maximum allowed at this time. Max. allowed 
sailing draft is 17 m., max. LOA 300 m. and max. beam 45 m. 
Approach: No Radio Pratique is granted. 

Two hours before arrival contact “Puerto Bolivar Marine’ on VHF 
Channel 16 for berthing/anchoring instructions. 

All vessels are allowed to berth 24 hours daily. 

Channel Buoy No. 1 is fitted with racon (morse ‘M’). (Also see 
“Shipmaster'’s Report’ — September 1986). 

Charts: Colombian chart COL. 228 issued by the Colombian 
Government and the United States Hydrographic Department. This chart 
is available from the Marine Senior Supervisor at the terminal. There is 
also a small chartlet issued by Intercor. 

Anchorage: The anchorage is very exposed. Recommended anchorage 
is 3.5 nautical miles N.W. of Buoy No. 2 in 170 ft. of water. The prevailing 
winds are N.E. 25 to 35 knots. The prevailing current is S.W. going at 
a rate of 1 knot to 2 knots. We anchored with 8 shackles in the water 
and yawed between N.N.E. and East. 

Pilot: The Pilot Instructor is an American who boarded with 2 local trainee 
Pilots. The Pilots board from a tug in position 2.5 nautical miles N.W. 
of Channel Buoy No. 2. The Draft Surveyor also boards with the Pilots. 

The pilot ladder was rigged on the starboard side 2.0 m. from the 
water. The Pilot carries out an inspection of the holds and issues a Hold 
Inspection Certificate if the holds are found dry and clean without mineral 
residues. Ballast holds are inspected after the vessel is alongside. 

The Pilot will not berth the vessel if the wind exceeds 35 knots. 
Draft Surveyor: The Bill of Lading weight is determined by SGS Surveyor 
not belt scales. The Surveyor determines the net lightweight of the vessel 
prior to loading then completes his survey on completion. 

A Weight Certificate and Survey Report is provided for the ship. 
Tugs: All 4 tugs make fast on the starboard side of the vessel using 
their own lines. 3 tugs make fast before the vessel enters the approach 
channel. 

Channel: Well buoyed. Length of channel 4 km. Width 225 m. and depth 
19 m. Maximum draft allowed 17.0 m. 
Turning Basin: Width 600 m., depth 11.0 m. Max. allowable draft 9.0 m. 

The Pilot likes to ensure that the propeller is 100% immersed due to 
the 25 to 35 knot prevailing wind blowing onto the berth. We deballasted 
No. 6 hold and the forepeak prior to berthing. 

Vessels are turned to port before berthing port side to the loading 
berth. 

Coal Loading Berth: Maximum air draft allowed 21.0 m. 

The Coal Berth operates throughout 24 hours. 

The vessel berths against 3 large patent fenders with mooring lines 
being made fast to quick release bollards using shore capstans to heave 
the lines. 

Springs are made fast first, then breast lines, then head/stern lines. 

Ship's gangway cannot be used. Shore gangway must be lifted on 
board by ship's gear and a safety net provided. 

Three stacker/reclaimers now in operation. Exceptional case, loading 
rate usually between 6,000 t.p.h. - 10,000 t.p.h. 

Most of the coal was loaded directly onto the conveyor belt from the 
train cars giving a maximum load rate of 6,000 tonnes/p.h. 

At the present time 3 trains run from the mine every day. Each train 
lifts 10,000 tonnes of coal. The balance of the coal was loaded from the 
stock pile. 

The stockpile can store a maximum of 1.7 million tonnes. 

The loader stops work if wind exceeds 35 knots. 

Officials on Arrival: 1 Port Captain, 3 Customs Officers, 1 Port Health 
Official, 2 Agents. 

No Immigration Officials as shore leave is not allowed. 

Arrival Forms: 6 Crew Lists, 1 Maritime Health Certificate, 2 Bonded 
Stores Lists, 2 Ship's Stores Lists, 2 Crew Effects Lists, 2 Vaccination 
Lists. 

Certificates Required by Port Captain Prior to Clearance: Ship's 
Register, Clearance from Last Port, Derat Certificate, International Oil 
Pollution Certificate, Load Line Certificate, Safety Radio Certificate, 
Safety Equipment Certificate. 

Shore Leave: Not allowed. 

Repatriation: Not recommended due to the remoteness of the port. 
Fresh Water: Not available. 

Bunkers: Not available. 

Ship Repairs: No facilities. 

Chandler and Provisions: None available. 

Medical: First Aid treatment is available only in emergency. Extreme 
cases must be flown to Barranquilla. 

Time: Local time is GMT minus 5 hours. 

Security: Watertight as no unauthorised persons are allowed on board 
and no shore leave is allowed. 


SHIPMASTER’S REPORT: August 1986 (Updated 1990). 

Vessel: 72,000 d.w.t. LOA 230m. Sailing Draft: Forward 12.78 m. 
Aft 12.80 m. 

ETA: Master to give 14, 10, 5, 4, 3, 2 and 1 days ETA to INTERCOR 
Barranquilla, INTERCOR Puerto Bolivar and ship's Agent. 

Arrival: Pilots and tugs meet ships about 2 nautical miles N.W. off Buoy 
No. 1. Two tugs making fast with tug’s ropes assist ship through the 
dredged channel. Having passed the loading pier, the ship is stopped, 
and the 2 tugs swing the ship assisted by 1 or 2 more tugs as appropriate. 
Vessels always berth port side alongside. This vessel (230 m. LOA) 
used 2 lines, 2 breasts and 2 springs each end. 

After Pilot came on board, Master and Pilot exchanged information 
regarding ship's particulars and berthing procedure, etc. 

A Vessel Inspection Report/Pre-Berthing delivered by Pilot and to be 
filled in before entering port. Puerto Bolivar Safety Regulations and 
Safety Check List also delivered. 

Various regulations received from Agents by telex. The essence of 
the regulations is that the loading facility is very effective, and ship's 
officers are not allowed to stop loading for making draft surveys, etc. A 
stop can only be done once, and it should be for trimming purposes. 
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The importance of having calculated a fixed and reliable loading rotation 
should be emphasised. 

Approaches to Puerto Bolivar: At present there is no official chart of 
Puerto Bolivar and approaches, however | managed to obtain a “worki 
copy” of a chart from the Agent. Even though it is cautioned not to use 
the chart for navigating purposes | found is extremely useful as an 
addition to B.A. Chart No. 1529. It should be noted that the Sea Buoy 
has never been in it’s charted position. The Pilot advised that the Sea 
Buoy would be placed in the position of Buoy No. 1 about Septembe, 
1st, 1986. (Also see “Shipmaster’'s Report —- September 1986"). 
Anchorage: The anchorage is about 2 nautical miles N.W. of Outer 
Channel buoys, holding ground found to be good. 

Ballast: \t is recommended to have the ship well ballasted when passing 
ae the dredged channel when current and wind are abeam of the 
ship. 

Gangway: It is difficult to rig a good and safe gangway from ship to 
shore, and on this ship it was only possible to rig a combination pilot 
ladder/gangway. A gangway is available on shore, but there is no shore 
crane to lift it to the ship's rail. As only a few big bulk carriers are 
equipped with cranes/derricks it will often be impossible to lift the 
gangway on board. 

Crew Changes: Crew change is difficult but possible. One crew member 
joined the ship and one was repatriated. They were transported from 
and to Barranquilla by car — a journey of about 6 hours. 

VHF: Puerto Bolivar Marine (Port Control) and Agents listen on VHF 
Channel 16 around the clock, working on Channel 14. 

Tugs: All 4 tugs are under Colombian flag and owned by the Por 
Operator. 

Survey: A surveyor from SGS Colombia S.A. (Societe Generale de 
Surveillance S.A.) carries out draft survey on arrival and departure and 
issued certificates. Bills of Lading are issued on basis of draft survey. 
Supplies: No people live in the port and surrounding area. All workers 
work for 4 days and then go home for 4 days. No shops or markets or 
ship's chandlers available. All necessary supplies have to come from 
Barranquilla which is costly and difficult. However, in the port area there 
is a small supermarket, where shore personnel can buy their daily needs. 
It may be possible for Agents to supply a very limited amount of fresh 
fruit and a few kilos of coffee. 

Port: Port found to be very safe in spite of the wind constantly blowing 
against the pier with wind forces up to 40 knots. There was no swell ai 
all, but very choppy sea made it difficult to read ship's draft. 


SHIPMASTER’S REPORT: September 1986 (Updated 1990). 
Vessel: 117,600 d.w.t. 
Navigation: Buoy No. 1 (position Lat. 12°17'31"N., Long 
71° 58’ 48” W.) in the Harbour Approach Channel has been fitted with 
Racon and bell. 

No light exists on Point Coco. 

Pilot boards about 2 nautical miles W.N.W. of Buoy No. 1. 
Tugs: 4 good tugs work in this harbour. 
General: Cargo holds are inspected by the Pilot while at anchor, anda 
Certificate of Cleanliness is issued if the holds are found acceptable. 

Used St. Lys Radio (FFL) when in the Atlantic and when in the 
Carribean used Barranquilla Radio (HKB). All cables received at Agents 
main office in Bogota without delay. 

Messages regarding ETA should also be cabled direct to Por 
Authorities in Puerto Bolivar, care of “INTERCOR Puerto Bolivar’. 
Shore Leave: Not permitted. 


AUTHORITY: Capitania de Puerto - Puerto Bolivar, A.A.(P.O.Box) 
52499, Barranquilla, Colombia. Tel: 562131, Extn. 6776. Telex: 31354 
FAX: 562131, Extn. 6401. Contact: Steve C. Catton, Port Operations 
Superintendent, or Juan Alvarez (Marine Operations, Puerto Bolivar). 


SANTA MARTA (Including Puerto Prodeco): 
11.15 N. 74.14 W. 


DOCUMENTS: 

For the Port Captain: 
1 Clearance from Last Port. 
1 Voyage Report. 
1 Crew List. 
1 List of Passengers for Santa Marta. 
1 List of Passengers in transit. 
1 List of Provisions. 

Vessel Certificates: (these only need to be shown) 
Registration Certificate. 
Load Line Certificate. 
Classification Certificate. 
Safety Equipment Certificate. 
Radiotelegraphy Safety Certificate. 
Construction Certificate. 
Cargo Handling Equipment Safety Certificate. 
Oil Pollution Certificate. 

For Port Health Authority: 
Derat Certificate. 
Maritime Health Declaration. 
Crew List with dates of vaccination. 
List of Passengers for Santa Marta. 
List of Passengers in Transit. 


(See Plan) 


For Customs: 

3 Cargo Manifests. 

3 Crew Lists. 

3 Lists of Passengers for Santa Marta. 

3 Lists of Passengers in Transit. 

3 Lists of Crew Personal Effects. 

3 Lists of Provisions. 

3 Mail Lists. 
For Agencies: 

1 Voyage Report. 

6 Crew Lists. 

6 Lists of Passengers for Santa Marta. 

6 Lists of Passengers in Transit. 

6 Crew Personal Effects Lists. 

2 Lists of Mail for the port. 

4 Cargo Manifests. 

4 Bills of Lading. 

2 Cargo Stowage Plans. 
PILOTAGE: Pilot boarding station: Lat. 11°14'44”N., Long. 
74° 13' 58" W. Information regarding ETA should be relayed to Agent, 
who will advise Port Authority. Pilotage compulsory for all vessels over 


200 g.r.t. 
ANCHORAGES: When it is not possible to come alongside a berth 
immediately, the vessel may anchor within the area included within the 
following coordinates. 

Lat. 11° 14' 45" N., Long. 74° 13’ 15” W. 

Lat. 11° 14’ 45" N., Long. 74° 14’ 00” W. 

Lat. 11° 14’ 15" N., Long. 74° 13’ 25” W. 

Lat. 11° 14’ 15” N., Long. 74° 14’ 00” W. 

Seabed is rocky and sandy, with depths about 120 ft. 

Vessels should anchor in the lee of the Morro Grande and Morro 
Paqueno (large and small headlands), particularly during the months of 
December to March, when there is a strong N.E. wind. 
RESTRICTIONS: None. Good visibility throughout year. Difference in 
tides negligible. 

MAX. SIZE: 730 ft. length, 40 ft. draft. No limit to beam. Oil carriers: 
Refer to Pozos Colorados. 

PRATIQUE: Pratique granted by Port Captain who visits vessel 
immediately on arrival. Doctor also attends on this visit. 

RADIO: Barranquilla Radio or Cartagena Radio; radio stations 
messages relayed by telex to Sta. Marta. Ship's Agents use same 
system. Terminal Office may be contacted on radiotelephone, 2738 kHz. 
TUGS: Join vessels just before entrance to inner harbour; they may use 
own lines or vessels lines. 


BERTHING: 
Quay Length Minimum Depth 
No. 1 175 m. 38 ft. 
No. 2 145 m. 33 ft. 
No. 3 232 m. 45 ft. 
No. 4 153 m. 40 ft. 
No. 5 153 m. 60 ft. 
No. 6 100 ft. 15 ft 


Facilities exist for container traffic. 30,000 tons silo for grain storage 

and discharge facilities for up to 5,000 tons per day. 
CRANES: 5x10 ton — 30 ton mobile cranes and 2 cranes 90 tons and 
100 tons on rails. 1x42 ton Kalmar crane available. 
BULK HANDLING FACILITIES: Puerto Prodeco: 

Location: Lat. 11° 09’ N., Long. 74° 13’ W. 

Depth: 18.0 m. 

Loading: At anchorage 1 mile — 2 miles offshore. 

Working: 24 hours a day, 7 days a week. 

Facilities: 4x 1,500 d.w.t. barges for carrying coal. 
Ata loaded at pier at a rate of 8,000 tonnes per day. 
STEVEDORES: ETA to be given 72 and 24 hours before arrival, 
indicating number of gangs required. Unloading rate of general 
merchandise 10 t.p.h., and homogeneous cargoes around 15/20 tons. 
Working Hours: First shift: Monday to Saturday and holidays, from 0800 
'0 1200 hrs. and 1400 to 1800 hrs. Second shift: Monday to Friday, from 
1800 to 0200 hrs. 
MEDICAL: Advance notice required whenever special medical attention 
needed on arrival; hospital available. 
TANKERS: See “Pozos Colorados”. 
DENSITY: 1025. 
FRESH WATER: Available alongside docks: delivery (approx.) 10 t.p.h. 
FUEL: Not available. 


CONSULS: 
Costa Rica Guatemala Panama 
Ecuador Italy Peru 
Finland Netherlands Sweden 
France Norway 


REPAIRS: Only minor welding. 

GANGWAY/DECK WATCHMEN: Deck watchmen supplied by Agent. 

OPENING/CLOSING HATCHES: By special gang ordered by Agent. 

SHIP CERTIFICATES: Load Line, Cargo Gear, Classification, Lifeboat, 

Main Engines, Radio Equipment, Fire Fighting Equipment, Ship's 

Register, Officers’ Certificates (licences). 

CUSTOMS ALLOWANCES: (Tobacco), 2 cartons of cigarettes per man. 

All other tobacco will be sealed by Customs. (Wine and/or Spirits), 

1 open bottle of liquor permitted per crew member. All other spirits will be 

Sealed by Customs. 

REPATRIATION: Facilities available. 

AIRPORT: 19 miles from town. 

TIME: 75th Meridian time, Eastern standard time. GMT minus 5 hours. 

HOLIDAYS: New Year (January 1st); Church Holiday (April 12th); 

Labour Day (May 1st); Local Holiday (July 29th); Church Holiday 

December 24th); Christmas Day (December 25th); Church Holiday 
i cember 31st). No work on New Year's Day, Labour Day, Local 
dlidays, Christmas Day. Work until 1600 on other holidays. 
POLICE/AMBULANCE/FIRE: Police, Tel: 6079; Ambulance, Tel: 3116 
~5555; Fire, Tel: 6091 — 4545 — 6055. 
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SHORE LEAVE: Granted after quarantine cleared. 

IDENTIFICATION CARDS: Given by Port Captain once quarantine is 
cleared. 

DELAYS: Up to 12/14 hours because of shortage of docking space. 
AUTHORITY: Captain Jaime Sanchez, General Manager. Captain 
Jaime Gaviria, Port Captain. 


TUMACO: 01.49 N. 78.45 W. 


DOCUMENTS: 

5 Crew Lists. 

5 Stores Lists. 

5 Passenger Lists (local, in transit, or negative). 

1 Sanitation Declaration. 

12 Complete sets Manifests. 

3 Mail Certificates (when not included in Manifest). 
PILOTAGE: Compulsory. Entrance to the port can only be made during 
the day by vessels with a max. draft of 19 ft. — 20 ft., due to the bar 
between Buoy Nos. 2 and 3. 

For the Tumaco Terminal vessels are boarded by the Pilot in position 
Lat. 01° 53’ 00" N., Long. 78° 48’ 35” W. 

ANCHORAGE: Sufficient area available in depths of 25 ft. to 35 ft. 
RESTRICTIONS: Entrance channel depth 20 ft. Height of tide varies 
from 8 ft. to 12 ft. 

HEALTH: On arrival, port doctor boards vessel to inspect crew Yellow 
Fever Certificates, also Derat Certificate. If any crew members 
suspected suffering contagious disease Master to radio prior arrival 
advising Agents accordingly. Port Doctor visits vessel even if previous 
port was in Colombia. 

RADIO: Ships must communicate with the Texaco Head Office in 
Bogota, who will then inform the Terminal. The Terminal can be reached 
using VHF Channel 16 at a range of up to 30 miles. 

BERTHING: Wharf is 310 m. long. Depth alongside averages 22 ft. 
Berthing for two vessels of 4,000 — 5,000 tons. 1x5 ton and 1x10 ton 
crane available. 

STEVEDORES: Stevedores work continuously with breaks at 1200- 
1400 hrs. and 1800-2000 hrs. 

TANKERS: Empresa Colombiana de Petroleos: Vessels moor to 
7 buoys, using both anchors. Ship's Head 255°T. 

Manifold connections are 12 in., although 10 in. and 8 in. reducers are 
available. Hoses are connected on the starboard side. 

The Mooring Master will remain on board throughout, and 
accommodation must be provided. 

Location: Lat. 01° 50’ 25” N., Long. 78° 49’ 49” W. 
Tidal Conditions: Range of tide: 12 ft. Currents: 2 knots. 

Controlled depth in the proximity of the moorii.3 is 110 ft. of MLT. 
Maximum Size of Vessels: Deadweight: 80,000 tons. Overall Length: 
1,200 ft. Draft 90 ft. 

Class of Cargo and Pumping Rate: Crude. Maximum rate of pumping 
30,000 bbis.p.h. 

Ballast and Bunkering Facilities: There are no ballast facilities. 
No bunkers or water available. 

Additional Information: 

1. The discharge of dirty ballast is prohibited in Tumaco. 

2. Berthing can only be carried out during daylight hours and on the 

rising tide. 

3. Tankers can sail at night. 

4. Customs documents are required for berthing. 

5. Medical services available. 

FRESH WATER: Available from wharf. 

FUEL: Supplied by Esso Colombia, by barge. 

CARGO GEAR: Terminal owns 3 cranes of 5 to 15 tons capacity. 
AIRPORT: Suitable for DC.4 type aircraft, situated 4 km. from port. 
DEVELOPMENTS: Programme for deepening the port to 33 ft. at HW. 
AUTHORITY: Empresa Puertos de Colombia, Tumaco, Colombia. 
Contact: Vicente Marines Valencia, Manager. 


TURBO: 08.06 N. 76.43 W. 


ANCHORAGES: Anchorage 2.5 to 3 miles off mouth of Leon River, 
used for loading bananas from barges. 

CLEARANCE: Vessel must first proceed to Punta las Vacas for official 
visit of Port Authorities to obtain clearance. 

MOORING: With sea and wind from the North, loading operations are 
not possible unless vessel employs the “Baltic Moor”. 

On arrival at the Leon River Anchorage, vessels should let go a couple 
of shackles. After that, a 3 in. to 3.5 in. wire (or mooring line) is passed 
from the after leads on the poop, along the ship's side, outside and clear 
of everything. This wire is to be shackled to a number three chain 
shackle. 

By heaving in the wire and slacking the chain as required (about a 
60° angle) vessel will give the necessary shelter to banana barges, for 
normal cargo operations. 
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SHIPMASTER’S REPORT: 1976. Chart used No. 24515 (American). 2nd August. All gear and labour off vessel at 1220 hrs. At the start there 
Vessels ordered to Turbo first proceed for clearance off Turbo town was no co-operation from the stevedores and repeated requests fo 
and anchor in position about 1 mile West of Pta. las Vacas Lighthouse _information regarding which side doors and how hatches and derricks 
(Lat. 08° 04’ N., Long. 76° 45’ W.). The lighthouse, which is situated on _ were required to be rigged met with no response until such time as the 
the Southern end of Pta. las Vacas is not readily identifiable from the _ riggers boarded. It was then expected that the vessel could do everything 
N.W. until within about 2 miles and the light is reported to be poor. The at one and the same time. To commence only starboard side doors were 
chart in the area of Pta. Turbo, about 4 miles Northward of Pta. las used but on completion of No. 5 hatch it was decided to work No. 2 
Vacas, does not correspond to the radar picture presented, andtherefore hatch both sides, once again no mention of doubling No. 2 hatch was 
a berth of at least 2 miles is recommended. made although the question had been asked repeatedly, the stevedore 
After clearance by Port Authorities at Turbo vessels should proceed —_ assured the Chiet Officer that the port side doors would not be required 
to Pinchindi, about 7 miles W.S.W. of Pta. las Vacas, for loading during _No information regarding quantity of bananas to be loaded or numbe; 
the period December to May. It is reported that during the season May _ of Bills of Lading was forthcoming and there was a very definite language 
to December vessels load off the mouth of the Rio Leon, about 7.5 miles _ barrier until it was made clear that any Bills would be claused “mixed’ 
S.S.E. of Pta. las Vacas. Approaches to this berth apparently pose no From this point co-operation improved and the language problem 
problems and the loading position is reported to be close to a buoy off became less difficult. During loading there were numerous delays fo: 
the river mouth, the position of which could not be confirmed. weather, machinery breakdowns on the barges and waiting for cargo to 
There is no Pilot available at Turbo. . arrive alongside. Before cargo operations commenced vessel was 
Vessels loading at Pinchindi should steer to pass about 1.5to2miles requested to “point” the ship using a rope from the port quarter to the 
S.E. of Boca Pinchindi. When the black buoy, FI. 3 sec. (marked on port anchor cable and this was attempted with varying amounts of cable 
chart No. 24515) bears about 335°(T), but not less than 315°(T) course _ paid out, before operation could be completed the wind died down and 
should be altered to bring the buoy right ahead and anchorage should —_wind and tide were acting against one another with result that operation 
be taken up as convenient on this bearing. The black buoy referred to —_was ineffective. 
above is very difficult to pick up against the land, and in February 1976 Turbo must now be regarded as being on a par with “ports” regarding 
was extinguished. There are two mooring buoys to the Eastward of the theft and all precautions taken, many horrific reports on theft were heart 
black flashing buoy. These are unlighted and not marked on the chart. from other vessels; however, if vessel was obviously taking al 
Positions of these mooring buoys are as follows, bearings anddistances precautions then generally after being looked over, vessel is left alone 
from the black Fl. 3 sec. buoy: BWVS 83.5°(T)x380m. R One case concerning a crew member and radio took place but his 


99.5° (T)x760 m. These mooring buoys are more readily identifiable roperty was recovered by Cargo Supervisor and Customs Official 
from the offing than the FI. 3 sec. buoy, particularly the red one, which ets ioght culprit was not mavenandad ss 


is painted in “International Orange”. However it should be borne in mind 
that this buoy may have just received a new coat of undercoat at the 
time this report was written. The red buoy may be seen over the land é 
which lies on the Eastern side of the anchorage before course is altered © SHIPMASTER’S REPORT: August 1981. 


for the final approach. Vessels of draft up to 25 ft. may anchor up to Pilots are now compulsory at Turbo and board with the inspection 

within about 300 m. of the FI. 3 sec. buoy in about 22 m. of water. party off Pta. las Vacas. They also board after loading is completed ang 
As the wind strengthens during the afternoon to about force 5/6 from _ leave off Pta. Vacas. 

between N. and N.E., and due to the proximity of other vessels in the The larger United Brands banana vessels now use overheat 


anchorage, it was considered advisable to use two anchors; the vessel conveyors for loading instead of the sideports. 
in fact used port anchor with 4 shackles on deck and starboard anchor 
underfoot. This prevented the vessel from yawing more than a maximum 
of about 15°, while other vessels moored with only one anchor were AGENT’S REPORT: September 1989. 
observed to be yawing considerably more during the afternoon breeze. Anchorage: Vessels should anchor for clearance 1.5 miles to 2.0 miles 
Winds, during the period while the vessel was at Turbo (February 2-4) West of Punta de las Vacas. 
were predominately from North to N.E. and no significant currents were For anchorage area or Pilot Station, please see Navigation Chart. 
observed in the anchorage described above. ¢ Arrival: Vessels can arrive at Pilot Station at any hour; for the entrance 
Caution is advised while navigating in this anchorage at night, aS there are aids lights, all of which are marked on the Navigation Char 
vessels loading logs often have large unlighted timber rafts alongside. _{t is compulsory to arrive at Pilot station at Punta de las Vacas; no othe 
It should also be borne in mind that tugs, lighters and launches are often —_ area of anchorage is permitted within territorial waters. 
unlighted, and radar echoes from these might easily be mistaken for  Bai/ast: While in Colombian waters vessel should not throw refus: 
those of the buoys. While the radar echoes of the land in this anchorage — gyerboard, or contaminate the Gulf with ballast or bilge residues 
are quite clear, they do not in any way correspond with the chart. Cargo Handling Facilities: F 
No opportunity presented itself for checking soundings, however, On in the Uraba Zone there are 3 shipping enterprises: 
the vessel's track arriving and sailing soundings on the whole agreed C1. Uniban S.A 
with charted depths. G.I. Proban S. A 
Loading of bananas is carried out in the anchorage using mechanical Cl. Banacol SA 
conveyors from lighters through vessels sideports, and on the whole They all have the necessary infrastructure such as bongos (roofe’ 
was found to be quick and efficient. = barges) and zungos (floating docks with conveyor belts and tugs) 
No fresh water or provisions are available at Turbo. Indeed no facilities bring bananas to ships. Bananas are shipped in boxes or on pallets 
whatever are available from ashore. There is no radio station, although Pind acity of each an ‘0: 8.500 ataate Lnwan P ; 
banana shippers “Uniban” have VHF 16 in their office during office Capastey of each belt 1300 — 1.500 boxes per hour 
Seah Sabah language only. ye yah for United Brands Company have Spats are ‘also exported Si pallets eed : 
annel 16, call sign is “Casanova”. Aad : . ate + , ‘ ; 
Caution should be exercised when taking any navigational advice from iad Betis Ht sehr 7 a ae root pS epeoress = 


Officials in Turbo as this may at times be misleading and it is A : ' 
questionable whether persons proffering advice regarding best Fe rdndiines Coast Guard may request information. 


anchorage position etc. are in possession of all facts necessary for safe 


inalinn | Authority Mode Call Sign 
navigation in the area. F Patt 
Dotairionts Required for Inward Clearance at Turbo: Port Authority VHF Capitania 
1 Clearance from last port. National Army VHF Apostadero 
6 Crew Lists. Maritime Agents 
5 Passenger Lists (Nil passengers to be declared). Turbaduana VHF-Telex-Fax  Turbaduana 
5 Disembarking Passengers. United Brands Co VHF-Telex-Fax § Almendros/Casanova 
5 Mail Lists (No mail to be declared). Colsemar VHF Colsemar 
1 Maritime Declaration of Health. Simos VHF Gamboa/Colmares 
5 Marri is i lar an Saar Pdited 
hil if In. ion: .l. Proban S.A. -Telex-Fax asanova 
3 er Newly ee cr as ae C.\. Banacol S.A. VHF-Telex-Fax Banacol 
Safety Equipment Certificate. Pilotage 
nately Radio pe the aii Copimur VHF Estacion Pilotos 
Radio Station Certificate. Marcom VHF Estacion Pilotos 
Cargo Gear Certificate. Customs: ; ; 
Derat Certificate. Clearance takes place between 0800 hrs. and 1700 hrs. Ships arriving 
Ship's Capacity Plan. outside these hours may obtain Port Authority's permission to proceé 
In addition to above list of documents required, the following are also _ to anchorage/loading place, and the official visit will take place the net 
to be presented to Authorities on arrival: morning. ' 
2 Store Lists. Density: As a result of non-salt waters of Leon and Atrato Rivers thé 
2 Crews Personal Effects. flow into the Uraba Gulf, the density is approximately 0.950. There aft 
no fluctuations in draft caused by density. 
SHIPMASTER’S REPORT: February 1979. Documents: 
Pilotage: It is necessary to take a Pilot at Punta las Vacas for entrance Clearance from last port. 
to the bay. Thereafter, any movement inside the bay will also require a 5 copies Crew List. 
Pilot. 5 copies Passenger List. 
5 copies Provisions List. 
SHIPMASTER’S REPORT: July 1979. 3 copies Personal Effects List. 
Vessel arrived Pta. las Vacas Anchorage at 0207 hrs. 30th July. 1 copy Vaccination List. 
Cleared Port Officials and proceeded to R. Leon Anchorage where 2 copies of a List of No Passengers, No Arms, No Munitions, N 
vessel anchored at 1010 hrs. to port anchor, 4 shackles in water. Rigging Drugs. 
gangs boarded at 1330 hrs. 31st July and completed rigging hatches at 3 copies of Manifest of Cargo in Transit. 
1900 hrs. Loading commenced at 2230 hrs. and completed at 1210 hrs. 6 copies of the Cargo Manifest. 
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The following valid certificates. 
Pollution Policy. 
Sanitary Certificate. 
Load Line. 
Cargo Ship Safety Radio and Radio Telephony Certificates. 
Cargo Ship Safety Equipment Certificate. 
Cargo Gear Inspection Certificate. 
Entrance: The approach is said to offer no difficulty, but as the coastline 
extends further West than charted, a berth of at least 2 miles is 
recommended in the vicinity of Point Turbo and Southward. 

Please take into account the small ships travelling through the Gulf 
and also “Punta Yarumal” similar to “Punta de las Vacas” as sometimes 
Masters have been confused and anchored there. See Navigation Chart. 
ETA: Please advise ETA 72, 48, 24 and 12 hours prior to arrival. 

Fire Fighting Tugs: At present time there are no facilities. 

Harbour: Turbo is a natural port, there are no facilities such as docks 
or jetties. 

Secour Authorities: Harbour Master (Capitania de Puerto) and National 
Customs (Aduana Nacional). 

Health and Medical: Only general medicine. In an emergency, cases 
may be sent to Medellin by plane. 

Dental services available. 
ice: Not available in Turbo. 

Obstructions: No difficulties with draft. 

Pilotage: Compulsory for arrival and sailing. See Navigation Chart. 
Location: 

a. Pilot Station — Punta de las Vacas: Lat. 08° 04’ N. Long. 76° 46’ W. 
b. Turbo (Village): Lat. 08° 05’ N. Long. 76° 44' W. 
Slop Reception: There are no facilities. 

Supplies: There are no ship chandlers. The Agent can obtain some 
fruits, vegetables and some other provisions. 

Towage: Only the Shippers have tugs. 

Trade and Shipping: The main trade is banana export of about 
43,000,000 boxes per year through the 3 enterprises Uniban, Banacol 
and Proban. 

Another secondary activity is the transportation of wood between 

Turbo and Barranquilla. 
Watchmen: On vessel's arrival, 2 Customs Officers come onboard on 
official duty, to control import and export cargo; they remain on board 
until the vessel sails. This service is compulsory and the Master is 
requested to provide meals and accommodation. 

In order to prevent robbers, stowaways, foreign people, etc., it is 
possible to make a contract with a Private Security Firm “Vigilar de 
Uraba”, which costs US $ 2.00 per man/hour. This service is requested 
by owners or charterers. 

Vessels with cargo for USA, normally use 2 men per hatch to be 
loaded and vessels bound for Europe, normally use 4 men per vessel. 


COLOMBIA 


NOTES 
Please also advise Shipping Guides Ltd. 
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Republic of Comoros 
PORT DZAOUDZI (Iie Mayotte): 12.50 S. 45.10 E. 


SHIPMASTER’S REPORT: August 1982 (updated 1988). 

Mayotte Island is situated in position Lat. 12° 46’ S., Long. 45° 13’ E. 
in the Indian Ocean and known to be one of the Comoro group of Islands, 
but it is under the administration of French Government. It has no 
connection with the Comoro Government. Therefore, vessels calling 
“Zaoudzi” should hoist French National flag. Population is mostly 
Muslims. The island is surrounded by a barrier reef which is broken by 
many small passages but the main passage to arrive llot Zaoudzi is via 
Passe Mount Zamboro. This passage is deep but very narrow with a 
width of 9 cables safe water in between the Eastern extremity of Recif 
du Nord and the N.W. extremity of Grand Recif du Nord-East. It leads 
to the anchorage off Ile Pamanazi and the Ile Dzaoudzi, where vessels 
work cargo on anchor moorings. The maximum draft permissible is 40 ft. 
The inhabitants of the island speak French, Arabic and a mixture of 
Somali and other African languages. There is nobody who can speak 
English, therefore care should be taken while arranging Pilot and entry 
to the Zaoudzi harbour. 

DOCUMENTS: On arrival Harbour Master and Customs Officer boards 
the vessel. 

Customs Officer Requires: 2 copies Cargo Manifest; 2 Crew Lists; 
Bonded and Provision Stores Declaration Lists. (2 copies). 

Harbour Master Requires: 2 Crew Lists; 1 Vaccination List; 1 copy Cargo 
Manifest. 

No other documents are asked for. Agent does not require any 
documents, not even ship's papers. Agents are only interested in ship's 
husbandry. 

PILOTAGE: Pilotage is compulsory for vessels over 40m. LOA. 
Messages to Agent or Pilot Office are to clearly indicate which Pass the 
vessel will use, ETA at Pilot Station, LOA and max. draft. 

Pilot boards vessel about 1.5 miles off M’Zamboro Passage. Only one 
Pilot available. 

Pilot available from sunrise to sunset in M’'Zamboro Passage and 
throughout 24 hours via Baudele Passage for vessels with draft up to 


5.0 m. 

ANCHORAGES: Vessels should only call or enter the barrier reefs in 
daytime, that is from sunrise to 1 hour before sunset. Therefore, daytime 
approaches should be maintained. There are no good anchoring 
grounds outside or inside Recif du Nord. Vessels arriving after hours 
have to keep on steaming until day breaks. However in case of 
emergency a temporary anchorage can be made on Banc de la 
Prudente, 2 miles N.W. of lle M’Zamboro. This anchorage should be 
used with utmost care because of poor holding ground. In case vessels 
can cross barrier reefs and shallows from the Passe M’zamboro 
entrance to Bancs Jameaux (position: Lat. 12° 40’ S., Long. 45° 08’ E.), 
then she can anchor in depths where it is safe and sound, or she can 
make, if time permits, to arrive straight to Zaoudzi anchorage. 
Anchorage Around Dzaoudzi: According to wind season, anchorages 
are fixed North or South of Dzaoudzi, near Dzaoudzi or Mamoutzou, 
according to freight destination. 

MAX. SIZE: There is no restriction on the size of the vessel, because 
there are no berths. Every vessel has to anchor and work cargo, however 
drafts are taken into consideration. Max. draft permitted 40 ft. (12.19 m.). 
Vessel’s engines and steering should be very reliable while navigating 
through passage to Zaoudzi. 

HEALTH: All persons are required to have valid health certificates 
against Cholera. Yellow fever vaccination not required, but can be 
arranged if ship requires. 

COMMUNICATION/ETA’s: It is the vessel’s duty to communicate ETA 
at Pilot Station 24 hours prior to arrival to Pilot Office (Telex No. 
915807 MY) or to Agent (Telex No. 915811 MY) and confirm by VHF 
Channel 16 when 24 miles off. 

Satellite Station permits direct contact by telephone or telex worldwide. 

On arrival off M’Zamboro passage vessels can call “Zaoudzi Harbour 
Control” on VHF Channel 16. The range of their VHF is about 25 miles. 
Therefore vessels can call “Zaoudzi Harbour” when 25 miles off and 
arrange passage through barrier reefs to Zaoudzi. Pilots are always 
booked by cable, because it takes a long time for Pilot to arrive outside 
M'Zamboro Pass from Zaoudzi. 

TUGS: One tug of 700 h.p. belonging to the French Navy. A tow boat 
is available for towing the barges and lighters. 

BERTHING: There are no berths, all vessels have to anchor. 
MEDICAL: Good hospitals are available in Zaoudzi and Momutzu. 
All kinds of cases are dealt with. 

STEVEDORES/CARGO HANDLING: Agents work as stevedores, they 
arrange lighters and labour. There is no limit in ordering labour but 
lighters are limited. Therefore cargo discharging rate is affected. 

If continuous flow of lighters is available then bagged cargo could be 
discharged at the rate of 100—150 tons per hook per day. There is no 
night work. During Ramadan they work from 0700 hrs. to 1600 hrs. and 
no work in the night. During normal days they work from 0700 hrs. to 
1900 hrs. There is no floating crane. About 6 steel barges and remainder 
are wooden sail boats which carry 10 to 20 tonnes at a time. 
DENSITY: 1025. 

FRESH WATER: Abundance of fresh water on the island but no 
arrangements to supply to the ships. In case of emergency naval barge 
which has desalting plant can supply small quantity of evaporated water 
(up to 40 to 50 tonnes) provided it is arranged 7 days in advance. This 
is very expensive, therefore it should be avoided. 

PROVISIONS: Very small quantities of meat, fish, vegetables and fruits 
are available. Ship’s personnel can only go and buy it. There is little 
variety of vegetables or fruits. Vegetables: Lettuces, local spinach, 
French beans, local onions and potatoes, etc. 

Fruits: Apples from South Africa, bananas, coconuts and when in 
season pineapples are available but in small quantities. 
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FUEL: Nothing can be arranged. 

CONSULS: No Consulates. Difficulties if any, can be handled by 
Mayotte Administration. 

REPAIRS: No workshop. No repairs possible by shore persons. 
GANGWAY WATCHMEN: This is a very peaceful island, no pilferage, 
therefore watchmen are not kept or arranged. 

OPENING/CLOSING HATCHES: It is normally done by ship but in case 
of frequent rains and with special cargo like rice or wheat, extra labour 
could be arranged with Agents. 

CUSTOMS ALLOWANCES: No restrictions on any type of goods. 
Bonded stores are not sealed, therefore no limit on allowances. 
CARGO GEAR: Only ship's gear is used, however rope slings are 
arranged by the stevedores. 

SHORE LEAVE: No restrictions on shore leave and no passes are 


issued. 

REPATRIATION: There are three flights a week from lle Pamanzi Airport 
to Reunion Island only, i.e. on Tuesday, Thursday and Saturday. 
Repatriation can be arranged on these days. 

TIME: GMT plus 3 hours. No variation in the time throughout the year. 
HOLIDAYS: French administrative holidays i.e. 1st January, 1st May, 
and 25th December (Christmas Day), the local people enjoy Muslim 
rites holidays such as Eid-ul-Fitar, Eid-ul-Azha, 10th of Muharam 
holidays. The labour works on Saturdays and Sundays. 

GENERAL: Communications: While at Anchor: Ships are allowed to 
use their transmitters for sending cables. However, cables can be sent 
Soca Agent. Ship to shore communication is by VHF Channel 16 for 
Port Control and Pilot Office and VHF Channel 12 with Agent's office, 
during office hours only. 

Currency: French franc is the local currency. There are two banks: 
Banco de Franco, (one on Zaoudzi Island and other on Mamuzu). U.S. 
dollars can be changed either at the banks or direct at shops. No other 
currency is accepted in the shops. 


SHIPMASTER’S REPORT: February 1989. 

VESSEL: 18,700 g.rt., 12,175 n.r.t., 31,275 d.w.t., 170 m. LOA, 26 m, 
beam, Summer draft 11 m., arrival draft 11 m. 

APPROACHES: The vessel arrived off lle Mayotte at 0100 hrs. and 
stopped engines about 10 miles off Recif du Nord and drifted til 
0500 hrs. (daybreak), then steamed in towards the entrance and picked 
up pilot at 0600 hrs., about 2 miles N.E. of M'Zamboro Pass. At the 
original position of stopping the ship, the current set E.S.E. at about 
1 knot. At the pilot boarding grounds the current set in the reverse 
direction, i.e. Westerly at 1.5 knots. This reversal of current is a regular 
feature in that area, and has to be kept in mind while approaching the 
pilot boat. 

Charts: B.A. Charts No. 2110, 563 and 2741. Chart No. 2741 is not very 
accurate, and gives a false impression of the critical area around the 
Bancs Jumeau. The French Hydrographic Chart No. 6240 (Published 
May 1959; Edition No. 2 November 1968; large corrections: No. | 
February 1974; small corrections: 1988 - 2229) is a much more accurate 
and a larger scale chart, and is used by the pilot for reference. 


DOCUMENTS: 4 copies Crew List, 1 copy Vaccination List, 1 copy 
Cargo Manifest, 1 copy Bonded Stores List, 1 copy Personal Effects 
List. 

These were taken ashore by the pilot for the Harbour Master and the 
Customs. 

No Customs, Port Health or Immigration Authorities boarded during 
vessel's stay of about 30 hours. The bonded stores were not sealed 
Agents do not board unless the Master needs some service. They caf 
then be contacted on VHF Channel 12, Call sign “Smart Dzaoudzi”. 


PILOTAGE: Pilotage is compulsory for vessels exceeding 35 m. in 
length. There is only one pilot there. He is a very good and experienced 
ex-Navy pilot, who works for the Harbour Master's office, and not the 
French Navy. If he is indisposed or away on leave, a French Navy pild! 
stationed on the island can substitute for him for short periods. For longer’ 
periods or whenever necessary, a pilot is flown from France. 
Pilotage Movements: (A) Daily from 0600 hrs. to 1800 hrs. by M'Zamboro 
Pass. Deep drafted vessels are taken in and out at time of high wate! 
when passing the 8.8 m. and 10.0 m. patches off the Bancs Jumeau 
E.S.E. of Cap Douamougno. 

(B) 24 hours for small vessels using Bandele Pass. 

The pilot boards from a blue-hulled launch with white superstructure 

about 2 miles N.E. of the entrance between the reefs, with the beacon 
on Cap Douamougno in line with Dziani Bole peak, bearing 202° (1) 
If the vessel has arrived at night, the pilot boards at the break 0 
dawn, otherwise at the next high water. 
Note: The M'Zamboro Pass is well buoyed throughout, and according 
to the Pilot, not a single buoy has been carried away by rough seas 0 
dragged out of position during the last six years, contrary to informatio’ 
given in the Sailing Directions (South Indian Ocean Pilot — 1971, page 
205, lines 41, 42). 

It is also not true that the beacon on Cap Douamougno is difficult 
see, as reported in Supplement No. 11, 1987, to the above pilot (395 
corrected to 21.3.87). All the beacons constituting leading marks aft 
painted white and are placed in prominent positions, and are high!) 
visible, at least in normal weather conditions. 

There is no night pilotage as none of the beacons or buoys are lit 2 
present. The local authorities are hoping to get a financial allocatio” 
from the government for installing the necessary lights within the nex 
year, but it is unlikely that the work will be completed in less thar 
3 years. 


MAX. SIZE: Max. draft 11.5 m. 
RADIO/VHF: Agents: Smart Dzaoudzi. Telex No. 0935-915811. Whe" 
near the island call on VHF Channel 12. 

Pilot/Harbour Master: Telephone by SATCOM via Sans Lys Rade 
No. 19269 60 19 16. Pilot also on VHF Channels 16 and 14. 


TANKERS: Tankers of between 30,000 — 37,000 tonnes d.w.t. have 
peen using the port. After arriving off lle Pamanzi the vessel is turned 
around, heading outwards, approximately N.E.'ly and moored with both 
anchors down (4 shackles on the port anchor and 6 shackles on the 
starboard anchor in our case), and the stern made fast to 2 mooring 
puoys, one on each quarter, with 2 stern lines out from each quarter, 
passed through fairleads with a fore and aft separation of 10 m. to 15 m. 
between them. 

This berth is just off the muddy beach fronting the Army Oil Terminal 
on the N.W. side of the lle Pamanzi. 

A small Navy tug of about 800 b.h.p. assists in pushing and holding 
the stern of the vessel in position between the buoys against the tide 
while a Navy mooring boat with Naval personnel runs out the lines. 

The tug is very expensive, and the charge is made by the minute. We 

used the tug for only 14 minutes, but this depends entirely on the pilot, 
because he is the person who calls out the tug by VHF at the time he 
estimates that the ship will be in position for the tug to commence 
assisting. 
DISCHARGING: After mooring is completed, Army personnel from the 
terminal board the ship to assist in connecting the hose. There is a 
submerged pipeline to the shore tanks, the outer end of which is kept 
puoyed near the berth. This is hoisted up on board by ship’s derrick or 
crane (on either side, in our case it was on the port side), and connected 
to the ship's manifold. The flange size is 6 in. only, and we had to use 
our bunkering reducers to connect up to the cargo manifold. 

The line can take a discharge pressure of max. 8 kg./sq.m. at the 
manifold. This gave us an average discharge rate of only 130 cu.m.p.h. 
for 3 grades of products. 

An Army Loading Master attends on board during the discharging 
operation, and an Army soldier sits in the Cargo Control Room, watching 
the gauges throughout. 

For discharging about 3,200 tonnes of products of 3 grades, the vessel 
stayed in port for about 30 hours. 

Atter completion of discharge, the tanker has to give a water push to 
the last product to clear the submarine pipeline. This takes about 
30 minutes. 

MEDICAL: Excellent medical facilities are available if required. 

SHORE LEAVE: The Agent has to obtain permission from the 
Immigration Authorities, and then arrange the necessary boat service. 
GENERAL: Population: There is a total of about 60,000 inhabitants, 
mostly of mixed Asian and African origin, and about 5,000 French 
nationals. 

Provisions: There were no ship chandlers in evidence. One has to do 
one's own shopping. Except for bananas and coconuts, everything else 
is imported from France, Madagascar, Reunion Island, etc., and 
therefore expensive, and available in small quantities. 


AUTHORITY: Mr. Le Capitaine du Port de Dzaoudzi, Representation 
du Gouvernement, B.P. 20, 97610 Dzaoudzi, Republic of Comoros. 
Tel: 19 (269) 60.10.33. Telex: 915810 MY. 


AGENT: There is only one Agent at the moment who is M/S Societe 
Mohoraise d'Acconage de Representation et de Transit (short form 
SMART), Dzaoudzi Mayotte. Cable address: SMART Dzaoudzi. They 
work ship to shore communication via VHF Channel 12 — only during 
office hours i.e. from 0800 to 1600 hrs. If one wishes to communicate 
during night hours, one should call VHF Channel 16 and ask Port Control 
'o inform “SMART” to call the ship on VHF Channel 12, then 
communications can be established. 


COMOROS, Republic of 


NOTES 
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People’s Republic of Congo 


DJENO TERMINAL: 04.56 S. 11.54 E. (See Plan) 


LOCATION: The loading point is located 3,800 m. from the coast in 
position Lat. 4° 56’ 35” S., Long. 11° 54’ 15” E., that is to say 9.5 miles 
S.S.E. of the main Pointe Noire Lighthouse. 

NAVIGATION: 

Djeno Lighthouse: Position Lat. 04° 55’ 01” S.Long.. 11°55‘ 45" E. 

The Terminal has a prohibited area which is covered by the red sector 
of light. No vessel may enter this area between depths of 50 m. and 
70 m. as there are offshore production installations, underwater pipe- 
lines and the loading point within the red sector from approximately 
S. 3° W. to S. 73° W. Also vessels may not proceed inside 25 m. depth 
of the red sector without a Pilot on board. 

The lighthouse has the following characteristics: 

17 m. metallic tower, aluminium colour; 

Light is regular occulting light at 4 second intervals, light 29 m. 

above MHWS. 

Range of white light 18 miles and red light 15 miles. 
SBM: Equipped with radar reflector and white light with 60 flashes per 
minute, range 6 miles. The floating pipe extending over a radius of 
245 m. round the buoy is lit by small white intermittent lights. 
PILOTAGE: Compulsory. Pilotage is carried out by Pilots from Pointe 
Noire (See “Shipmaster’s Report”). Call signals for the Pilot are those 
provided for by the International Code. The pilot station keeps a 
permanent watch on VHF Channel 16. Pilot boarding position: Lat. 
4° 47.44’ S., Long. 11° 48.10’ E. 
Limits of Pilotage Zone: South, parallel 5° 07’ S.; West, meridian 
11° 46’ E.; North, parallel 4° 42’ S. 

During the day, when leaving the mooring, request for Pilot is to be 
made to the Port Commander's Office 3 working hours before the hour 
of departure. If vessel is ready to leave and the Pilot has not boarded, 
he may be called by means of the following signal, International flag 
“G" and at the same time 3 long blasts on the ship's whistle. 

If departure should be during the night, request for Pilot should be 
made to the Port Commander's Office before 1700 hrs., indicating as 
near as possible the probable time of departure. 

Should any changes take place in the time of departure the Port 
Commander's Office is to be advised at least 1 hour in advance in order 
that the vessel should not incur any surcharge. During these hours call 
for the Pilot shall be made at the Port Commander's Office by the ship's 
Master or his representative. 

Sound Signals: The use of ship's whistle is forbidden between 1700 and 
0600 hrs. 

Should Pilot be required at any time on a Sunday, order should be 
placed before 1200 hrs. on Saturday. Should a Pilot be required ona 
are holiday, order should be placed by 1700 hrs. on the day prior to 

oliday. 
ANCHORAGE: Vessels loading at Djeno may anchor in Pointe Noire 
Roadstead, 1 mile North of the Outer Dyke Light. 
MAX. SIZE: Maximum permissible draft 16 m. (52 ft. 6 in.). However, 
Elf Congo may reduce this draft if weather conditions are unfavourable. 

Also see “Berthing”. 

HEALTH: The Pilot may act for the Hygiene Department, Pointe Noire 
if instructed to do so by Pointe Noire. : 
RADIO: Call signal “TNA”. 

Permanent watch on 500 and 2182 khz from 0600 to 1800 hrs. 

Transmits on 8,722 kHz from 0930 to 0945 hrs. (GMT) 

from 1030 to 1045 hrs. és 
from 1330 to 1445 hrs. bg 
from 1530 to 1545 hrs. 3 
from 1730 to 1800 hrs. a 
on 13,101 kHz from 0630 to 0645 hrs. a 
from 0730 to 0745 hrs. ‘i 
from 0830 to 0900 hrs. 
from 1700 to 1715 hrs. % 
Elf Congo Terminal: Watch VHF Channel 12 — 156.1 MHz whilst tanker 
at the loading point. 

Pointe Noire Office: Call signal: “Echo Lima”. Watch radiotelephony 
— 2182 kHz. 
bg of Pointe Noire Management: Permanent watch on VHF Channel 
Advice of Arrival: Tankers shall have their arrival at Djeno notified by 
their consignees 72, 36 and 24 hours in advance. 

Thereafter, they shall notify any appreciable change in their ETA. 


TUGS: Three tugs available from Pointe Noire. 1,000 h.p., 600 h.p. and 
1,800 h.p. Request for tugs should be made at least 3 hours in advance 
and before 1700 hrs. if required during the night. For berthing, mooring 
boats will be supplied by Elf Congo. 


BERTHING: The loading point of Elf Congo at Djeno is of an SBM type, 
with single mooring at the bow. 

The vessel is moored by the bow to a buoy consisting of a cylindrical 
frame of diameter 10 m. and 4.35 m. high. 

This buoy is moored by chains to 6 drilled piles. Anchor moorings 
extend over a radius of 300 m. around the buoy. 

A 40 in. sea-line connects the tank farm with the loading point; the 
buoy is connected to the sea-line by 2 lines of flexible hoses 20 in. 

The loading point is provided for the mooring and loading of full-loaded 
tankers of approximately 40,000 d.w.t. — 140,000 d.w.t. and half-loaded 
tankers of 240,000 d.w.t. 

Depth of water at the buoy is 22 m. 

The connection between buoy and tanker is by 2 floating flexible 
hoses, approx. 220 m. long and 20 in. in diameter, each ending in a 
length of 16 in. x30 m. flexible hose. Connection to the tanker manifold 
is by 16 in. hose. 

Notice of Readiness: Shall be sent to Elf Congo. 
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MOORING: Mooring ropes supplied by Elf Congo. The vessel shall be 
ready to take aboard two mooring ropes, one on the starboard bow ang 
the other on the port bow. Each rope consists of 45 m. of nylon of 14 in 
circumference and 5 m. of 47 mm. diameter chain. Each rope is equipped 
with a polypropylene lead of 10 in. circumference, 105 m. long for one 
and 45 m. for the other. 

Leads are passed to the vessel by a motor boat. The vessel shaj 
have two ropes ready at the bow to take them aboard. 

Mooring can be carried out by day as well as by night, weather ang 
sea permitting. 

The derrick shall be rigged before arrival on the port side with « 
minimum hook SWL of 10 tons. 

The ship's manifold shall be made ready on the port side fo 

connection of the two 16 in. flexible hoses. 
Flexible Hoses: Loading of vessels carried out through 2 lines of 220 m 
of 20 in. flexible floating hose, terminating in 2x20 m. sections of 16 in, 
flexible hose. Manifold connections on board shall be 16 in. ASA flanges 
Elf Congo can supply 12 in. to 16 in. reducers. 

During connection and disconnection of the flexible hoses, assistance 
by the crew is essential, in particular for the handling of the winches an¢ 
derricks. During the whole stay of the vessel at the loading point, the 
Pilot shall maintain safety watch on board and also assume the duties 
of head of loading in the absence of a representative of Elf Congo. 

The Elf Congo service vessel shall remain at the disposal of the Pilo 
and shall remain alongside the tanker or nearby. A ladder must be kepi 
permanently alongside the vessel so as to permit access by the team 
in charge of the flexible hoses. 

LOADING: Loading may be carried out with a maximum flow o 
8,000 cu.m./h. with two pumps or 5,500 cu.m./h. with one pump. 

Inspection of tanks after deballasting and after loading shall be 
undertaken in the presence of the Elf Congo loading representative. 

The Terminal shall place on board the vessel sealed samples of the 
cargo. 

20 minutes before the end of loading, the vessel shall warn the 
Terminal by VHF so that pumping may be stopped accordingly. 

The ship's Master shall be fully responsible for the manoeuvring ¢ 
the valves and safety of the cargo on board. 

DEBALLASTING: The Djeno storage installation is not equipped t 
receive dirty ballast. The vessel shall, therefore, arrive with a clear 
ballast. . 

Any vessel arriving with dirty ballast may be forced to leave the loading 
point and delay arising therefrom shall be fully incumbent on it 
Acceptance of Notice of Readiness will be rectified accordingly. 

It is forbidden to throw into the sea any cinders, burning materials 
objects and waste of any kind. 

The ship's Master shall be responsible for any leaks on board. Suc 
leakage shall be stopped immediately. 

Scuppers shall be plugged during the whole loading time. 
SAFETY: The ship's Master shall be responsible for safety aboard the 
vessel at all times. Sufficient crew members must be aboard the vesse 
at all times for handling moorings and fire appliances. The vessels mai 
engines must be kept ready at all times. A watch should be maintaine 
to ensure that no undue stress is placed on the moorings and that the 
floating pipe-lines do not rub against the vessel. Also the vessel shoul 
not be allowed to come into contact with the single buoy mooring whic: 
may be caused by changes in current, wind direction or other reasons 

Smoking outside of authorised area, use of naked lights, or tools liable 
to cause sparks not allowed. 

Vessel’s anchors should be secured in the hawse pipe. No repaiti 

allowed whilst at the mooring also no stores or equipment may b 
handled on the deck whilst at the mooring. 
Whilst Loading: All hull valves shall be kept closed except those require: 
for water circulation. The scuppers on the main deck shall be blocke¢ 
Two fire hoses shall be connected and placed one at each end of th 
vessel. The fire lines should be under pressure at all times. 

If there is a fire aboard a vessel moored at the SBM, the followin 
sound signal shall be given on the vessel's whistle: continuous shot 
blasts. The Master of the vessel shall immediately take charge of fir 
fighting operations. 

MEDICAL: There is one hospital, 2 clinics and several doctors. 
FRESH WATER: Drinkable water at quays inside the Port of Point 
Noire or by tanker of 200 tons in roadstead under shelter (minimur 
delivery 100 tons). 

FUEL: Not available at Djeno. Vessels proceed to tanker berth at Point 
Noire. 

CONSULS: At Pointe Noire: French Consulate, Tel: 94.00.02. Feder 
German Consulate, Tel: 94.00.10. 

REPAIRS: Workshops at Pointe Noire. Facilities for repairing radar ar 
radios. 

WATCHMEN: Compulsory. 

TIME: GMT plus 1 hour. 

AIRPORT: 6 km. from the Port of Pointe Noire. 1 or 2 flights daily ® 
Brazzaville. 1 or 2 flights daily from Brazzaville to Europe. 
GENERAL: Charts: French chart No. 3357 and B.A. chart No. 3206 
Stores: A ship chandler at Pointe Noire can supply vessels with am 
foodstuffs required. 

Territorial Waters: The sovereignty of the Republic of the People ¢ 
Congo extends to 30 nautical miles as from the lowest sea waterma 
along the coast. 

Boat Service: A motor boat can be rented through the consignee. 8 
Congo motor boats must not be used by the tanker crew except for ® 
urgent medical evacuation. 

Meteorology: The rainy season extends from November to May with! 
maximum in February and March. 

Visibility: Visibility can be reduced to less than 1 mile in June, J 
and August. 

Sea: Mean density of the sea at the loading point is 1025. Se 
temperature varies between 27°C in February (austral Summer) 2 
22°C in August (austral Winter). 
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Tide: Tide is of a semi-diurnal type. Mean amplitude of spring tides 
is 1.60 m. 
* Wind: S.S.W. generally less than 15 knots. 

Swell: Generally S.S.W. less than 2.50 m. with periods of 10 to 12 
seconds. 

Current: Sector S. to S.S.E. generally less than 1.5 knots on surface. 

The current can change to the North without any apparent reason for 
a period rarely greater than 2 days. 


SHIPMASTER’S REPORT: September 1984. 

Documents: Documents required: 3 each of Crew Lists, Vaccination 
Lists, Stores & Crew Declaration. 2 each of Passengers (or Nil) List, 
Birds and Animals, Narcotics, Arms and Ammunition. 1 Notice of 
Readiness. All paperwork carried out by Loading Master. 

On departure, vessel steams slowly back to Pointe Noire while 
calculations and papers are completed on board. 

Pilotage: Pilot and Loading Master boarded from pilot boat which has 
speed of about 20 knots. 

On departure, the Pilot, Loading Master and Cargo Surveyor left using 
an inflatable dinghy. They prefer the ladder on the starboard side. The 
tug carries 2 inflatable dinghies. 

Anchorages: For tankers waiting to berth at Djeno the indicated 
anchorage off Pointe Noire was found to be good with thick grey mud. 
Gear for mooring and hose connecting put on board from tug at 
anchorage. The tug then goes to Djeno to standby. 

Tugs: There is a small buoy N.E. of the SBM and the tug moors there 
when not working. 

Mooring: While mooring, tug is used to keep hoses clear. 

Loading: Cargo Surveyor boarded while deballasting. Used combination 
accommodation ladder/pilot ladder on port side. Pilot, Surveyor and 
Loading Master stay on board. 


OPERATOR: Elf Congo, Terminal de Djeno, B.P. 761, Pointe Noire, 
Congo. Tel: 94.20.41. Telex: Elfco 8239 Kg. and 8277 Kg. 


POINTE NOIRE: 04.47 S. 11.49 E. (See Plan) 
PORT LIMITS: Pointe Noire Pilotage area limits: 
South: 5° 07'S. 
West: 19° 46°ER: 
North: 4° 42'S. 
DOCUMENTS: On arrival, the Master must hand over to: 
The Agents: 
4 Crew Lists. 


4 Lists of Crew Boys. 

4 Passenger Lists or negative. 

4 Lists of Ports of Call. 

2 Lists of Crew Personal Effects. 

2 Stores Lists. 

5 copies of Cargo Manifest. 

1 List of Narcotics. 

1 List of Arms. 

1 List of Ammunition. 

1 List of Animals. 

Master's copy of B/L. 

Harbour Authorities: 

1 Arrival Form issued by Port of Pointe Noire. 

1 Departure Form issued by Port of Pointe Noire. 
Health Authorities: 

1 Vaccination List for crew members. 

1 Declaration of Health (form issued by the port of Pointe Noire). 

Vaccination cards for the whole crew. 

PILOTAGE: Compulsory. Telegraphic address: Harbour Master's Office 
of the Port of Pointe Noire. Pilot station can be contacted by VHF 
Channel 16; 24 hour service. 

; Boarding position: Pilot boards 1 mile North of the green channel light 
uy. 

Tankers awaiting a Pilot for the SBM at Djeno should wait 2 miles 
West of the main light at Pointe Noire. 

APPROACHES: Shipmaster’s Report: 

The approach to Pointe Noire from the West using Chart 4105 Freetown 
'o Luanda is clear of dangers as far as our experience goes. After 
crossing the 200 m. (100 fathom) line, the soundings are consistent with 
a gently shelving coast until there is 30 m. — 40 m., 3 miles West of 
Pointe Noire breakwater. 

Approaching Pointe Noire from the West the radar picture of the coast 
about 20 miles North of Pointe Noire is very similar to Pointe Noire itself. 
This could confuse and lead one to think that the ship is further South 
than she really is, but the cluster of oil rigs should be a good guide. 

There is a cluster of oil rigs with flares S.S.W. by 13 miles from Pointe 
Noire main lighthouse, with another cluster about due South by 17 miles, 

th good radar targets. Do not go in between these clusters. Watch 
out for numerous small dugouts, etc. fishing. 

Oil rigs with 1 flare in position Lat. 4° 28.8’ S., Long. 11° 15.4’ E. 
RESTRICTIONS: Minimum draft allowed for ore-carrying vessels of 
more than 130 m. drawing alongside at Quay G: 20 ft. aft and 15 ft. 
forward. Max. draft allowed for all vessels: 31 ft. at any hour. Max. draft 
allowed for ore carriers leaving Quay G is 34 ft. 4 in. (1 hour before high 
Pin tying to mooring buoy can be done only between sunrise and 

set. 

Max. draft tankers 33 ft. 6 in. Tankers to enter in same period as 
departing ore carriers (1 hour before high tide). 

HEALTH: Port Health Officer boards immediately on berthing. 
Compulsory vaccinations: Yellow fever and cholera. 


CONGO, People’s Republic of 


RADIO: Pointe Noire Radio, call sign TNA. Continuous service on 500 
and 2182 kHz from 0600 to 1800 hrs. GMT. Transmission on 8722 kHz. 
TNA from 0930 to 0945, 1030 to 1045, 1330 to 1445, 1530 to 1545, 
1730 to 1800 hrs. GMT; on 13101 kHz. TNA from 0630 to 0645, 0730 
to 0745, 0830 to 0900, 1700 to 1715 hrs. 

Shipmaster's Report: lf vessel is coming from the South it is advisable 
to pass messages through Luanda. 
RADAR/VHF: The Harbour Master's Office has a VHF set (call Channel 
16) but no radar. 
TUGS: 2 tugs 1,800 h.p. and 900 h.p. Tugs normally join the vessel as 
soon as it crosses the passage. The vessel's own lines are usually used. 
BERTHING: 


Draft 
Length Permitted 
Quay D: Berth 1 24 ft. 
re 26 ft. 
3 720 m. 28 ft. 
" 4 29 ft. 
phil 29 ft. 
Quay G: Ore Berth 530 m. 34 ft. 04 in. 
(See “Restrictions”) 
Tanker Berth — 33 ft. 06 in. 
Mole 1: Timber Berths 350 m. 31 ft. 
Lighter Berth _ 12 ft. 


Potash Berth: 4 miles Southward of Pointe Noire. Max. draft 44 ft. 
STEVEDORES: The Agent requires the following information 48 hours 
in advance, in order to arrange gangs: precise ETA; number of gangs 
required for unloading/loading; distribution per hold unloading/loading; 
draft, fore and aft — before 0600 hrs. in the morning on weekdays 
counting as overtime; before 0600 hrs. Saturday mornings for the 
weekend or day before holiday also counted as overtime. 
MEDICAL: Notice for medical attention not needed. There are 2 private 
Clinics. 
TANKERS: Diameter of loading/unloading lines: 6 in.=aircraft fuel. 
10 in.=“white product”. 12 in.=1500 fuel. Hoses=8 in. 

Also see “Djeno Terminal”. 
DENSITY: 1025 on average. Only slight variations according to tides. 
FRESH WATER: 2 hoses can be connected at each berth. 
Rate: 20 t.p.h. per hose. 
FUEL: Ordered from suppliers: Hydrocongo. Pipe-line supply to tanker 
berth and Berths No. 1 and 8. 
FIRE PRECAUTIONS: The port must be informed of ETA of tanker 
24 hours in advance. 
CONSULS: France, Tel: 94.00.02-94.00.03. Germany (F.R.) 94.00.10. 
REPAIRS: Most repairs for the deck and engines are possible. Also 
facilities for electronic repairs. 
DRY DOCKS: One slipway for vessels up to 800 tons. 
GANGWAY/DECK WATCHMEN: Compulsory for tankers and gas 
carriers. 
OPENING/CLOSING HATCHES: Usually the crew's responsibility. Can 
be carried out by the stevedore for payment. 
CUSTOMS ALLOWANCES: No limit — must be stated on crew 
declaration, and quantities must be accurately stated. 
CARGO GEAR: Derricks to be in good condition. There are 2 cranes 
at the new jetty. 
REPATRIATION: Every facility for crews equipped with a crew card and 
passport. 
AIRPORT: 6 km. from the port. 1 to 2 flights per day to Brazzaville. 
1 to 2 flights per day from Brazzaville to Europe. 
TIME: Local time is GMT plus 1 hour. 
HOLIDAYS: 1st January (1 day's holiday); 1st May (2 days’ holiday); 
31st July (1 to 2 days’ holiday); 15th August (2 to 3 days’ holiday); 
1st November; 25th December (1 day's holiday). 
POLICE/AMBULANCE/JFIRE: Police 17; Fire 94.00.49; Ambulance 
94.00.49, 94.21.98. 
TELEPHONE: Cannot be connected on board ship but there is one in 
the middle of Quay D for the use of vessels. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Seaman's cards or passport needed. 
PORT REGULATIONS: In the event of congestion, vessels are obliged 
to work at night and on Sundays, and if they refuse to do this, they may 
be relegated to the roadsteads and thereby lose their turn to draw 
alongside. 
DELAYS: Shipmaster’s Report: Occasionally tankers are delayed for 
long periods as the shore tanks may be full. 
GENERAL: As the Congolese Customs are very strict, the drawing up 
of the Store List and Crew Declaration should be carried out very 
carefully, as the slightest error is penalised and a fine imposed. 

Stores are expensive and not easily obtainable. Fish available, also 
fruit and vegetables but not in the Rainy Season. 


SHIPMASTER’S REPORT: Mail takes between 3 days and 7 days from 
Pointe Noire to Paris, and Pilot assures that it is reliable. 


SHIPMASTER’S REPORT: March 1980. 

Pilotage: Compulsory. Pilot boards in position 4° 45.5’ S., 11° 45.9’ E. 
24 and 12 hours notice required. 

Anchorage: Position 4° 47.2’ S., 11° 49.4’ E. 

Restrictions: Vessels able to enter and leave at any stage of the tide 

day or night. 

Max. Size: Max. draft 31 ft. 

Health: Quarantine Authority require 12 hours notice of arrival. 

Tugs: 1 tug available. 

Radio: Luanda or Portishead. No replies locally. 

VHF: Pilot and Port Authority on Channel 16. 
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Berthing: Position 4° 46’ S., 11° 50’ E. Dietenen from entrance to berth NOTES 

less than 1 mile. Nature of bottom sand and mud. Vessel able to dock i tevish ‘ 

and undock at any stage of the tide day or night. There are facilities for Please also advise Shipping Guides Ltd. 
loading coal in bulk. No quay cranes available, ships gear used. There 
is no link span for Ro/Ro vessels. Usual precautions taken with regard 
to security, no losses suffered. There is sufficient equipment for handling 
palletised cargo. Ship’s gear is used for handling containers and the 
necessary shore equipment is available. 

Density: 1025. 

Fresh Water: Available. 

Fuel: Bunker fuel oil, diesel oil and lubricating oils available. 

Medical: Doctor and hospital available. 

Provisions: Fresh provisions available but expensive as they are flown 
in from South Africa. Meats and groceries also available. 

Repairs: Small repair facilities and small machine shop available. 
Airport: Local airport with flights to Brazzaville. 


SHIPMASTER’S REPORT: July 1987. 

When approaching the port from the N.W., vessel should steer 105° T 
directly towards Dique Exterieure Head Lt. When 5 miles off steer 090° T 
for 2 miles thence about 100° T, shaping towards the anchorage and 
keeping at least 5 cables off the land. We disregarded the 148° T leading 
line on BA. Chart No. 3285 due to shoaling taking place to the North 
and West of West Breakwater. Sight the green conical buoy on the 
starboard hand and stop the ship some 5 cables off the breakwaters, 
heading about 170° T, directly towards the entrance. The green buoy 
will be about 2 cables abeam to starboard at this position. The pilot will 
then bons from a launch on the port side, manropes and bulwark ladder 
required. 

The Petroleum Pier (P.P.) is situated 3 cables directly inside the 
harbour entrance. 2 tugs, pushing only, and 1 mooring boat, even though 
2 mooring boats are normally available. Vessel berthed Port side 
alongside. No photography allowed. 

Moorings: Forward: 4 headlines to shore, 2 forward head springs to 
dolphin. Aft: 2 aft back springs to dolphin, 2 stern lines to a hook buoy, 
2 long stern lines to shore with lashings. 

Berthing and sailing at any time during daylight hours on 31 ft. draft, 
or 3 hours before to 2 hours after HW on 33 ft. 06 in. maximum draft. 
Density 1025. 

1 x 8 in. Chicksan connection, loading rate about 875 cu.m./h., 
temperature of fuel oil 140° F. 

The Officials are French speaking and are courteous and obliging if 
all in order. The following boarded, 6 Customs Officers, 2 Immigration 
Officials (shore passes required), 2 Port Health Officers (vaccinations 
up to date), 1 Agent, 2 Harbour Masters, 1 Port Captain (Safety Check 
List and dates of SOLAS Certificates inspected), 1 Loading Master and 
1 Charterer's Representative. 

No port watchmen, firemen, security etc., and no extra meals required. 

Loading Master advises that mugging, etc. prevalent on the shore. 

Weather: Dry season from mid-May to mid-September, when cloudy 
and cool. The remainder of the year is hot, wet and humid. 


AUTHORITY: Direction du Port de Pointe-Noire, P.O.Box 711, Pointe- 
Noire, People’s Republic of Congo. Te/: 94.00.52. 

AGENT: Ponteco-Socopao, BP 664/714, Pointe Noire, Peoples 
Republic of Congo. Cable address “Freight Pointe Noire”. Tel: 94.11.20, 
94.11.21. Telex: 8201, 8300 and 8252. Fax: 94.31.75. ‘ 
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Cook Islands 


AVATIU, (Including Avarua) Rarotonga: 
21.12 S. 159.47 W. 


DOCUMENTS: 
Health: International Maritime Declaration of Health. 
1 Passenger List 
1 Crew List 
(Immigration) 
2 Manifests of Cargo showing weight or measurement (basis 
on which freight calculated). 
2 Crew Lists. 
2 Passenger Lists (landing and transit). 
Each disembarking passenger to complete a landing card 
and baggage declaration. 
Clearance from Last Port. 
5 Manifests of Cargo. 
1 Crew List. 
1 Passenger List. 
PILOTAGE: Not compulsory at present. However, Pilot available. 
Arrange through vessel's Agent 24 hours notice of ETA. Pilot boards 
from 35 ft. steel tug Avatiu. Craft painted blue hull, white superstructure. 
Tug equipped with VHF Channels 6, 12, 14 and 16. Pilot normally boards 
0.75 miles off entrance Avatiu on line of leads. 
ANCHORAGES: Avarua: As shown on Admiralty Chart No. 1264. 
Prevailing wind is S.E. and the anchorage is safe except in some 
instances when wind and/or sea are fresh from N.W. through N.E. 4 to 
5 shackles of cable in the water has been found the most satisfactory 
in normal circumstances in 25 fathoms. 
RESTRICTIONS: None. Anchorage, in 25 fathoms, is well defined with 
cross leads. 
MAX. SIZE: No restrictions. 
HEALTH: Vessel should radio “Porthealth Rarotonga” not less than 
24 hours before arrival giving ports of call for preceding 3 weeks, number 
of crew, number of passengers, state of health and requesting Free 
Radio Pratique. 
RADIO: Call sign ZKR continuous listening watch on 2182, 4125 and 
8198 kHz, also Channel 16 on the VHF. Weather forecasts are 
broadcast daily by R/T on 2207 kHz, and 8291.1 kHz at 0615 hrs. GMT 
and 1815 hrs. GMT after a preliminary call on 2182 kHz. 
VHF: Harbour Master has VHF for communication between vessel and 
office on Channels 6, 12, 14 and 16. Listening watch on Channel 16 
between the hours 0800 — 1200 and 1300 — 1600 (local time) from 
Monday to Friday. Harbour Master can be contacted after hours by 
arrangement through vessel's Agent. 
TUGS: Small tug available (1.25 ton bollard pull) to assist with mooring. 
BERTHING: Avatiu: Vessels berth port or starboard side too as may be 
necessary, berth 328 ft. in length having a maximum depth alongside 
of 6.2m. below MSL. Inner Overseas Berth, length 128m. Outer 
Overseas berth, length 135 m. Swinging basin for vessels not over 
270 ft. in length. Draft 18 ft. aft, 16 ft. forward. 
STEVEDORES: Arranged by ship's Agent or Waterfront Commission. 
MEDICAL: Medical and hospital facilities available. International 
vaccinations/inoculations required depending on prior ports of call. 
TANKERS: Small tanker from Fiji, using ship's 4 in. hose for discharge. 
The LPG shore manifold is sited at the Northern corner of No. 1 shed. 
The oil shore manifold is sited at the Northern corner of No. 3 shed in 
Avatiu Harbour. 
DENSITY: 1025. 
FRESH WATER: Available in limited quantities (alongside berth). 
FUEL: Available by delivery trucks. 
CONSULS: New Zealand and Nauru are represented. 
REPAIRS: Only minor repairs possible such as welding and repairs to 
pumps and other auxiliaries. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: By crew or stevedores to vessel's 
convenience. 
nape ALLOWANCE: 200 cigarettes, or half pound tobacco or 
cigars. 
WINE AND/OR SPIRIT ALLOWANCE: Allowance is 1 opened bottle of 
either wine or spirits, or a reasonable quantity of beer per person, for 
Consumption on board. Under no circumstances may any wines, spirits 
or beer be brought ashore. 
CARGO GEAR: Ship's gear for discharging and loading, 212 ton 
heavy lift cranes available. 
REPATRIATION: Confined to 
hospitalisation. 
AIRPORT: Rarotonga International Airport is 2 miles away. 
TIME: GMT minus 10 hours. Daylight Saving Time (GMT minus 
9.5 hours) from last Sunday in October to first Sunday in March. 
HOLIDAYS: Cargo cannot be worked on any Sunday or on Good Friday 
and Christmas Day. Other Holidays: Boxing Day (26th December); New 
Year's Day: Easter Monday; ANZAC Day (25th April); Queen's Birthday 
(1st Monday in June); Constitution Celebrations (4th Monday in August). 
POLICE/AMBULANCE/FIRE: Ring exchange operator or dial 999, 998 
TELEPHONES: No connection available at present. Telephone 
available at Whart Gate for emergency services. 
IDENTIFICATION CARDS: Not required. 
SHIP SUPPLY SERVICE: There are no ship-to-shore services available 
a8 a regular daily schedule. However, there are occasions when vessels 
are anchored off the Avatiu Harbour or in the ‘Roads’ that requests for 
at transport are provided by the small tug of the Department of Trade 
after application by the Shipping Agent for its services. 
he Agent is The General Manager of the Waterfront Commission. 
Telex: 62002. Rarotonga, Cook Islands. 


(See Plan) 


Customs: 


Agent: 


repatriation of crew landed for 


COOK ISLANDS 


GENERAL: Bananas available at times. Green vegetables are always 
difficult to obtain. Oranges, lemons, mandarines available March- 
eae pineapples November-February. 

DEVELOPMENTS: Harbour development at Avatiu although not 
completed, is currently in use and accommodating vessels of about 
2,200 tons and 320 ft. in length. 

No. 2 shed to be demolished and a container terminal to be 
constructed. 

On completion of dredging a turning circle of 130 m. will be available. 
AUTHORITY: Department of Trade, Labour & Transport, P.O.Box 61, 
Rarotonga, Cook Islands. Telex: Shipping RG 62202. Cables: Labcom, 
Rarotonga. Contact: Joseph Caffery, Secretary for Trade, Labour & 
Transport. loane Iro, General Manager, Waterfront Commission. 
Captain H. M. Besetimoala, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Costa Rica 


GENERAL: 


DOCUMENTS: Prior to Arrival: Arrival Notice: In practice, owing to the 
closeness of other ports of call, the shipping Agent notifies the Port 
Authority 48 to 72 hours in advance of the vessel's arrival. 24 hours 
before the vessel's arrival in the Pilot Waiting Zone, the Agency must 
report in writing to the Port Authority (Dockmaster) the vessel's time of 
arrival and the company that owns it. 12 hours before arrival, the time 
of arrival is confirmed, also in writing. One of these two written notices 
must contain the distribution list of the cargo to be unloaded, although 
failure to submit this information shall not delay docking. In addition, the 
number of longshoremen for loading and unloading, and if necessary, 
the number of launches or feluccas that will be required if the pier is 
occupied on both sides (Puntarenas) must be reported. Failure to 
confirm the time of arrival may result in losing the vessel's turn in 
docking. 

Copies of the arrival notice should be sent to the Port Captain's Office, 
which performs the functions of Migration, Customs Administration, 
Customs Security, Delegate of the Ministry of Agriculture and Livestock 
(MAG) and the Veterinary Health Officer. In addition, copies must be 
submitted to the shipping agent and Customs for them to report to their 
clients on the arrival of the shipments and to initiate import procedures. 

Information on cargo for the port: 

It is recommended that the shipping Agency send by airmail 2 Cargo 
Manifests and 2 copies of the Bills of Lading; 1 copy of each document 
shall be kept for the Agency's internal use, and the other shall be used 
to report to the Customs Agents and the cargo consignees. 


On Arrival: 


Type of Documents Number and Distribution of Documents 


Captain Maritime ort 
Basic forms of Port Customs Health MAG Authority Total 
General Declaration 1 1 1 
Cargo Manifest 12(a) 5 
Crew List 3(b) - 
Passenger List 1 1 
Ship's Stores List - 1 
Crew Effects Declaration - - 
Maritime Health - - 
Declaration 
Mail Guide - 
Additional Documents: 
Visaed Clearance Permit 
Consular Manifest 
Crew List (f) 
Passenger List (f) (g) 
Maritime Health 
Declaration (f) - 1 
Cargo Tally Books - 15(h) 


(a) To be distributed among Customs agents. 
(b) A copy remains in the control booth at the exit of the port area. 
(c) Sometimes checks vaccination certificates. 
(d) Inspects meat in ship's stores (Ministry of Agriculture & Livestock). 
(e) If there is a mail bag, the list is submitted to the ship's Agent. 
(f) With consular visa. 
(g) A visaed “no passengers” declaration is also required, when 
appropriate. 
(h) For use of Customs and the Port Authority. 
Other Requirements: 

The Agency must provide a card to each crew member and 
passenger, which is stamped by the Captain of the Port and filled out 
on board. The card is used when passengers and crewmen go ashore 
and return on board the ship. 

Prior to Departure: 

The clearance permit is requested from the Captain of the Port 
24 hours in advance of the ship’s departure, or immediately upon its 
arrival, if the ship is to remain less than 24 hours in the port. 

The clearance permit requires Customs Clearance (certification that 
there are no charges pending) and remains in force up to 24 hours after 
the requested departure time. 
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CALDERA: 09.54 N. 84.43 W. (See Plan) 


LOCATION: The Port of Caldera is located in the Gulf of Nicoya in 
position Lat. 09° 54’ 44” N., Long. 84° 43’ 14” W. 
DOCUMENTS: 
2 Certified copies of Clearance from Last Port. 
2 Certified copies Crew Lists and 6 copies for distribution. 
2 Certified copies Passenger Lists and 6 copies for distribution. 
2 Certified copies Cargo Manifest and 25 copies for distribution. 
2 Certified copies Stores/Provisions List and 6 copies for distribution. 
3 Sets of Bills of Lading. 
Construction Certificate. 
Safety Equipment Certificate. 
Radio Safety Certificate. 
Load Line Certificate. 
Cargo Gear Book. 
PILOTAGE: Pilots are available and compulsory, arranged by Agents. 
ANCHORAGE: Anchorages are defined on a chart supplied by the Port 
Authority (approx. position 09° 55’ N., 84° 45’ W.). 
RESTRICTIONS: None. Vessels can enter or depart at any time. 
MAX. SIZE: Max. LOA 205 m. Max. draft 10 m. 
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HEALTH: Vessels must be in possession of a Maritime Sanitary 
Declaration signed by the Master. In case of any suspected disease oy 
fever aboard, Master to notify by radio to Port Authorities and vessel to 
wait outside the limits of territorial waters until clearance is given. 
RADIO: Arrival Notice: Agents must be advised 24 hours and 12 hours 
prior to ship's arrival indicating amount of cargo to be discharged in 
metric tons. This information is required by the Port Authority. 
Radio Station: Call sign: TEC (Tango Echo Charlie). 
Position: 09° 58’ 56” N., 84° 48’ 36” W. 
1300 GMT-1500 GMT, working 8,472.0 kHz (A1A), 
listening Channel 5. 
1500 GMT-1530 GMT, working 8,291.1 kHz (J3E), 
listening Simplex. 
1530 GMT-1600 GMT, working 12,429.2 kHz (J31), 
listening Simplex. 
1600 GMTI-1800 GMT, working 13,058.0 kHz (A1A), 
listening Channel 7. 
1800 GMT-2100 GMT, working 8,472.0 kHz (A1A), 
listening Channel 5. 
2100 GMT-2130 GMT, working 8,291.1 kHz (J3E), 
listening Simplex. 
2130 GMT-2200 GMT, working 12,429.2 kHz (J3E), 
listening Simplex. 
2200 GMT-0000 GMT, working 8,472.0 kHz (A1A), 
listening Channel 5. 
On VHF 24 hours, working Channel 16. 
Transmitting traffic list at H-OO each hour, on the frequency and hour 
indicated above (from 1300 GMT to 0000 GMT). 
TUGS: Compulsory for berthing and unberthing. 2 tugs available 
11,700 h.p. and 11,800 h.p. 


BERTHING: 
No. of Berth Length (m.) Depth (m.) Max. d.w.t. 
1 210 11.0 25,000 
2 150 10.0 15,000 
3 130 i 5,000 


For Berth Nos. 4 and 5 — see “Puntarenas”. 
CARGO HANDLING FACILITIES: The port is equipped to handle 
general cargo, containers, Roll-on/Roll-off and solid bulk cargoes. 
Cranes: Mobile cranes and stacker trucks of varying capacities, also 
other modern port equipment. See “Port Equipment”. 
Bulk Cargoes: The Port Authority owns and operates a discharge system 
with pneumatic suction units and silos for storage. 
Port Equipment: In its first stage, operations at Caldera will be supported 
by the following equipment: 

Fork lifts: 283 ton, 5x6 ton, 1x10 ton, 1x35 ton. 

Flat Beds: 208 ton, 5x30 ton. 

6 Towing tractors. 

4 Mobile cranes from 10 tons to 127 tons. 

3 Trucks. 
Containers: Container reefer station with capacity to handle 40 TEU's 
STEVEDORES: The Port Authority provides stevedores throughoul 
24 hours. 

Gangs must be ordered at the following times: At 0700 hrs. to 
commence working at 0900 hrs., 1200 hrs. or 1500 hrs. At 1500 hrs. to 
commence working at 1800 hrs., 2000 hrs. or 0800 hrs. the following 


day. 

MEDICAL: Medical services can be provided at a clinic in the port or a! 

a hospital in Puntarenas. 

TANKERS: Caldera Bay: Buoy mooring for tankers about 1,000 ft 

offshore. Vessels moor using starboard anchor and lines to 3 buoys 

astern. Hoses connected on port side by ship's crew. 

FRESH WATER: Provided by the Port Authority at all berths. 

FUEL: Available by road tanker, arranged by Agents. 

FIRE PRECAUTIONS: Vessels must comply with all the por 

requirements regarding fire prevention, contamination and safety 

navigation within the port. 

GANGWAY/DECK WATCHMEN: At the discretion of the Port Authority 

All vessels anchored in the port must be adequately covered bj 

watchmen service. 

REPATRIATION: Crew changes and repatriation possible. 

AIRPORT: Distance 100 km. Served by KLM, Eastern, LACSA, COPA 

and NANICA. Various flights daily. 

TIME: Local time is GMT minus 6 hours. 

HOLIDAYS: January 1st, March 19th, Holy Thursday and Good Friday 

April 11th, May 1st, May 29th, Saint Peter and Paul, July 25th, Augus 

2nd, August 15th, September 15th, October 12th, December 8th ant 

December 25th. The port works throughout 24 hours, except Goo! 

Friday. 

TELEPHONE: Telephones may be placed onboard on request 

International and local telephone and telex services available on shoré 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: On landing, crew members and passenge® 

in transit must carry identity documents which are to be submitted tt 

the Port Authority. 

REGULATIONS: The vessel, the Owner and his Agent must comp} 

with all the arrangements set out in the Port Services Regulations an 

the General Tariff. The Port Authority will supply these regulations 0 

request. 

GENERAL: The new Port of Caldera commenced operating in 1982 

Since commencing operations at Caldera, Puntarenas is considered # 

an extension of the port of Caldera. Caldera has a marginal whari ¢ 

490 m. long consisting of three berths. The outer berth or Berth No.‘ 

at Puntarenas and the inner berth or Berth No. 5 are at Puntarenas 

Both of these berths are out of service due to their poor condition. 
Please note that Puntarenas is now strictly for handling bulk cargoe 

and Caldera is for break-bulk and container operations. 

DEVELOPMENTS: In the medium term, the second stage of the po 

complex of Caldera will be constructed, with which the current capact 

will be doubled to 1,200,000 tons per annum. 


oo Fr aan 


za 6 YaeQoDY Sax 


SHIPMASTER’S REPORT: October 1982 
Draft: Forward 5.6 m. Aft 8 m. 
pijot: Pilot boards vessel 2 miles S.W. off end of breakwater. 
Tugs: 2 tugs available, one is compulsory for berthing. We employed 
one pushing and the other as a line boat taking 2 stern lines ashore. 
Berthing: Vessel let go port anchor to 2 shackles in water with view to 
it being used to draw vessel away from quay on leaving. 
Line Gangs: Good — 4 men per gang. aA 
Tie-up: 4 headlines and 2 springs each end. This proved sufficient 
throughout stay, even though moderate surge from swell was 
experienced. 
Gangway: A shoreside gangway was available and used. Gangway/line 
watchman was provided by Port Authority. 
Quay: Modern concrete construction 490 m. in length. 50 tonne bollards 
and good solid, non spring loaded rubber fenders — both placed every 
20 m. along quay. 

Electricity, telephone and water all supplied to wharf. 
Cargo: Port has good lighting and good sized sheds. Container storage 
area under construction. 

No shore side cranes at present — proposed 40 tonne capacity 
container gantry. 

Fork lifts are plentiful and in good working order. 


AUTHORITY: Instituto Costarricense de Puertos del Pacifico, Caldera, 
Costa Rica. Tel: 63-41-51. Telex: 6045. Contact: Winfield Lawrence Tom 
|, Operations Manager. 

Institute Costarricense de Puertos del Pacifico, Apartado 545-1000, 
San Jose, Costa Rica. Tel: 23-71-11. Telex: 2793 Pocni. 


GOLFITO: 08.37 N. 83.10 W. 


DOCUMENTS: 

2 certified copies of Clearance from Last Port. 

6 certified copies of Crew List and 6 copies for distribution. 

6 certified copies of Passenger List and 6 copies for distribution. 

2 certified copies of Cargo Manifest and 25 copies for distribution. 

4 certified copies of Stores Provisions List and 6 copies for 

distribution. 

3 sets of Bills of Lading. 
PILOTAGE: No Pilot in port. Cia. Bananera sends a launch to guide 
vessel to quay if requested. Arrival has to be notified at least 24 hours 
in advance. 
ANCHORAGES: Anchorage area to S.E., diagonal towards end of quay. 
Depth: 35 ft. — 50 ft. Area 1,000 m. by 300 m. approx. Quay distance: 
approx. 500 m. Sufficient space for 4 vessels. 
RESTRICTIONS: Vessel allowed to enter at any time, day or night. 
MAX. SIZE: Length of quay is 1,040 ft., enough for two vessels to berth, 
one in banana berth and the other in cargo berth, each one of 450 ft. 
Depth 35 ft. alongside. 
HEALTH: Any vessel that enters this port has to be in possession of a 
Sanitary Manifest (Sanitary Maritime Declaration) signed by Master of 
vessel. In case of any suspected disease or fever aboard, Master to 
notify by radio to Port Authorities and vessel to wait outside the limit of 
territorial waters until clearance is given. 
RADIO: Station call sign TIM, frequencies 8478 and 500 kHz. Working 
hours 0400 — 1300 GMT. 
Notice of Arrival: Radio Agent at least 24 hours before arrival advising 
date and time of arrival, number passengers disembarking, if any, 
amount of cargo to discharge in metric tons, number of gangs required 
to work on board. This information is required by Port and Customs 
Authorities. 
Was: No tugs. A launch from the Cia. Bananera takes lines from vessel 
0 quay. 
BERTHING: Vessels berth starboard side to. Vessels of Cia. Bananera 
have preference. 
STEVEDORES: Cia. Bananera controls gangs. Advance notice 
required. Work possible 24 hours a day. 
MEDICAL: Cia. Bananera has a hospital for its employees. They can 
give assistance if a request through the Agency has been made 24 hours 
in advance. On arrival of vessel a valid vaccination certificate of each 
member of crew has to be shown. 
TANKERS: Can berth in Cargo area if length is less than 450 ft., depth 
s 35 ft. Diameter of pipe-lines 8 in. and 6 in. 
FRESH WATER: Cia. Bananera supplies any quantity at a rate of 
50 t.p.h. through shore hoses. 
FUEL: Diesel and fuel oil available from time to time. 
CONSULS: Nicaragua, Honduras and Panama represented locally. 
REPAIRS: Cia. Bananera of Costa Rica has a workshop that can do 
small repairs such as soldering or small winch repairs. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 

ustoms guard on gangway. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: No limit on board but only one’packet 
cigarettes when going ashore. No alcohol may be taken ashore. 
IDENTIFICATION CARDS: Required. 
REPATRIATION: Can be arranged. 
AIRPORT: Airport one mile from port. Serviced by two airlines “Lacsa 
Airlines” with two daily flights, one at 0700 hrs. and the other at 
1030 hrs. “Ave Airlines” offer only one daily flight, Sundays included, at 
9700 hrs. “Lacsa” has no Sunday flights. 
TIME: GMT minus 6 hours. 


(See Plan) 


COSTA RICA 


HOLIDAYS: 1st January, no work can be arranged; 19th March, work 
at double time; Easter Thursday, no work can be arranged; Easter 
Friday, no work can be arranged; 11th April, work at double time; 1st 
May, no work can be arranged; Corpus Christi, work at double time; 
29th June, work at double time; 2nd August, work at double time; 15th 
August, work at double time; 15th September, no work can be arranged; 
12th October, work at double time; 8th December, work at double time; 
25th December, no work can be arranged. Stevedores are not obliged 
to work Sundays and holidays if not voluntary. 
POLICE/AMBULANCE/FIRE: It is sufficient to ask operator for 
connection with the desired department. 

TELEPHONES: No facilities on board vessels. 

SHORE LEAVE: Crew are allowed on shore. 

DELAYS: Only when quay is occupied by vessels of Cia. Bananera de 
Costa Rica, which have preference. 


SHIPMASTER’S REPORT: January 1980. 
Documents: As per “Guide to Port Entry”. Documents to be certified by 
Costa Rican Consul at last port. 
Pilotage: No Pilot available. 
Restrictions: \t is advisable to berth and unberth during daylight hours. 
Vessel can enter and leave at any stage of the tide. 
Max. Size: Safe draft in channel 30 ft. Mean tide range 10.5 ft. 
Tugs: None available. 
VHF: Agent on Channels 16 and 14. 
Berthing: Vessel berthed at the Banana Wharf which is 2 miles from 
the entrance and is 1,000 ft. in length. There is a banana elevator at the 
N.W. end. 
Docking: Starboard side alongside: Approached Golfito as per Pilot 
Book, steering North until leading marks bear 047° then steer on leading 
marks at dead slow speed to pass 2 cables S.E. of Beacon ‘A’. With 
ebb tide running vessel sets to the S.E. when approaching Beacon ‘B’. 
Vessel stopped and way taken off when about 3 cables from wharf, 
then proceeded to a position between Beacon ‘F' and shore to attempt 
to turn round to port with port anchor on the bottom, however anchor 
did not hold against engine, so hove up anchor and turned short to 
starboard. Final approach to wharf made at an angle of about 30°, let 
go port anchor when approaching close to wharf and canted stern well 
in to wharf to pass heaving line. No noticeable current when close to 
wharf. When in position, port anchor had 3 shackles in water. 
Unberthing: Left on ebb tide with another vessel moored close astern. 
Singled up to headline and spring forward, tightened up on anchor cable 
and hove on headline to cant stern off. Very short ahead movements 
and full starboard rudder necessary to achieve this, as current had little 
effect. Anchor did not hold sufficiently to pull head off the wharf, so came 
astern on engine until sufficiently clear of wharf to make port turn to 
leave harbour. 
Very little wind on docking or undocking. 
Facilities: The following are available: Fresh water, fresh provisions, 
minor repairs, airport, telex, bunker "C"’, diesel oil, doctor and hospital. 
No dry docking facilities, no laundry service and no lubricating oils 
available. 
Consuls: Nicaragua, Honduras and Panama. 
General: Cautions: Beacon ‘G' destroyed (January 1980). Rear range 
lights/marks 047° have very little horizontal separation. There is a small 
buoy in the approximate position of Beacon ‘G’ but exact position not 
established. 
If vessel is loading on the Banana Berth, the secondary leading marks 
will probably be obscured by that vessel's superstructure. 
Poor holding experienced when anchoring off the berth. 


SHIPMASTER’S REPORT: July 1984. 

Documents: As per “Guide to Port Entry”. 

Pilotage: Not available. 

Restrictions: Vessels may enter/leave at any stage of the tide day or 
night as long as the lights are working and they are familar with the port. 
Max. Size: Max. LOA 680 ft. Max. draft alongside 30 ft. Tidal range 
10.5 ft. Limiting conditions are the swinging room between Beacons 
“4-G” and “6-F” and the wharf. 

Tugs: None available or necessary. 

Radio: Limon Radio “TIM” and Slidell Radio “WMU". 

VHF: Bananera on Channels 16, 14, 6 and 8. 

Berthing: See “Report” below. 

Density: 1010. 

Equipment: 1 small mobile crane. 4 banana elevators. 23 ton fork lift 
trucks. 

Report: Berthing at Golfito: 

From a position 2.8 miles due South of Curupacha Point Light the 
vessel was turned onto the channel leading marks (047°T) and speed 
reduced to pass Beacon “H-2” at dead slow ahead, a course of 049°T 
was required to maintain the leads in line with Buoy “4-G”. Beacons 
“4-G" and “6-F" have now been replaced with square white buoys, same 
light characteristic as the original beacons. S.S.W. of Beacon “B-3” 
turned onto leads 036°T. Both these leading marks are quite small and 
the front triangle is not easy to make out against the steel work of the 
shed. 

A very small tidal stream was observed passing Beacon ‘“4-G” setting 
approximately West. 

Rounding Beacon “4-G" the ship was swung to starboard to bring the 
channel marks 2 points on the port bow then commenced swinging to 
port using engines and rudder the ship was brought to within heaving 
line distance and a head line landed, the vessel now lying at 
approximately 45° to the wharf. Despite several engine movements she 
would not swing any further to port. The line boat (an old ship's lifeboat) 
lacked power, and dedication of the crew to pull a rope ashore in an 
attempt to land a stern line and control the stern while using the engine 
to back against the tide. The tidal stream was noticibly stronger the closer 
the ship came to the wharf, running parallel to the wharf in a N.W.’ly 
direction. After the failure of the boat to land a stern line | decided to 
berth port side to. By the time the stern line was inboard the vessel was 
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being carried rapidly N.W.'wards and lying bows on at 90° to the wharf. 
The head line was let go and the vessel backed off to about 300 ft. and 
commenced swinging to starboard with the engines. Due to the stronger 
current closer to the wharf the swing to starboard was checked on each 
astern movement. The starboard anchor was let go to one shackle to 
control the bows. The use of the anchor proved very effective and the 
ship was steered alongside dredging the anchor through the mud. 
Berthing safely port side to at 1310 hrs., nearly 3 hours after HW. 

Departure: Sailing time was set for 2 hours after HW with the tide 
running diagonally out under the wharf. Singled up to after backspring, 
head line and for'd spring and with all lines slack | expected the ship to 
be set off the quay by the tide, but she remained alongside. 

The after spring was let go and the stern canted off by heaving on 
the head line, finally the engines were used against the for'd back spring 
to cant her to approximately 60° to the wharf. Let go for'd and came 
astern until the poop as in a line between Beacons “7-D” and “5-C” 
then commenced turning short around to starboard, the tide carried the 
ship down to line up on the 036°/216° leads nicely and course was set 
down the channel to sea. 

Conclusions: 1. The ebb tide sets N.W. along the wharf and is about 
50% stronger than the flood. 

2. Berthing starboard side to is preferred as sailing is much easier at 
any state of the tide, but should not be attempted after HW. 

3. Considering the ease with which the ship dredged the anchor | 
would say that the holding ground is poor and due to the limited swinging 
room and the necessity to use a short scope cable | would not 
recommend waiting at anchor within the harbour. 

A safe waiting anchorage can be found approximately 6 miles S.W. 
of the entrance channel in depths of 60 ft., firm mud and shell. 

4. No reliance should be placed on the line boat. 

5. Use of the anchor should be considered when berthing either side 
to, even under ideal conditions, as this would greatly reduce the number 
of engine movements and conserve engine starting air. 


AUTHORITY: Instituto Costarricense de Puertos del Pacifico, 001-5400 
Puntarenas, Costa Rica. Te/: 63-40-06 and 63-40-23. Telex: 6045 Incop 
Cr. Contact: Lic. Rodrigo Arauz Bonilla, Presidente Ejecutivo. 


PUERTO LIMON: 10.00 N. 83.01 W. (See Plan) 


PORT LIMITS: Limits considered as arrival are 0.5 — 1.0 mile distance 
from breakwater, anchorage is required. 
DOCUMENTS: Required by Port Authorities at Port Limon: 

2 certified copies of Clearance from last port. (Zarpe) (original and 
d 


up.) 
Crew List, 1 original legalised copy. 5 copies not legalised. 
Passenger List, 1 original, 1 copy. 5 additional copies not legalised 
(if no passengers carried, this must be stated on the same document). 

Maritime Health Certificate, 1 original, 1 copy. 

Provisions List, not legalised : 7 copies. 

Stowage Plan, not legalised : Total cargo on board, 4 copies. 

Hatch List, not legalised: Total cargo on board, 4 copies. 

Cargo Manifest, legalised (manifiestos de carga): From each calling 
port. 1 original, 1 copy. 30 additional copies, not legalised. 

Bills of Lading: 4 sets. 

Local Agents or General Agents require the following documents 
urgently, by Air Mail (Special Delivery), from each calling port directly 
to address in San Jose, Costa Rica. 

2 sets Cargo Manifest — copies 

2 sets Ship's Declaration 

2 sets Bills of Lading. 

If there are Ocean Freight rates to be collected at destinations, please 
send Agent by Air Mail (registered), the 3 originals and 2 copies, in order 
to get the payment of the freight rates in time. 


Data in every document must be in Spanish or with proper translation. 


PILOTAGE: Pilot boards ship with Port Authorities about 1 mile from 
pier. Also see “Shipmaster's Report’. 

ANCHORAGES: All anchorages are South-West of “Isla Uvita” in 
depths between 34 ft. — 36 ft. 

MAX. SIZE: See “Berthing”. 

HEALTH: In the event of contagious disease or fever being suspect on 
board, agency should be advised immediately. 

RADIO: Cail letters TIM, frequency 500 kHz and 8478 kHz — working 
hours 0400 to 1300 GMT. 

Notice of Arrival: Radio Agent at least 24 hours before arrival, advising 
date and time of arrival, length, draft, number of passengers 
disembarking (if any), amount of cargo to discharge in metric tons, 
number of gangs required to work on board. This information is required 
by Port and Customs Authorities. 

VHF: Port Authority on VHF Channel 16. All vessels anchoring in the 
port must communicate with the Pilot office on Channel 16. 

TUGS: Two tugs are available, each with a capacity of 850 h.p., these 
are required for berthing and unberthing. 
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BERTHING: 
Depth 
Berth Usage Fore LOA 
No. (ft.) (ft.) (ft.) 
1 Conventional 32 600 
2 Conventional 25 26 400 
3 Conventional 29 30 450 
4 For small craft 
5 Conventional 12 16 300 
6 Ro/Ro 28 30 300 
7 Conventional 29 35 500 
8 Conventional 30 30 500 
9 Conventional 18 28 200 
10 Ro/Ro 32 30 800 
11 Containers 33 33 705* 
12 Containers 33 33 705 


*35 ton container crane available. 
Note: Measurements are given in feet. Berths No. 1-2 have a length o! 
1,020 ft. In order to use Berth No. 2 Agents need to know or check LOA 
of the vessel at Berth No. 1, if it is less than 520 ft. it is possible to berth 
a vessel. 
CRANES: 

1 Portal Crane 

1 Grove Crane 


10 ton capacity. 
30 ton capacity. 


1 P&H Crane 50 ton capacity. 
1 Liebherr Container 45 tons, under hook, and 35 tons, 
Crane under spreader. 


STEVEDORES: ETA should be sent to Agent in due time. There are 
2 stevedoring companies who work throughout 24 hours. 

MEDICAL: No advance notice except in case of serious illness to be 
included in arrival notice, ample hospital facilities available. 
TANKERS: See “Puerto Moin”. 

FRESH WATER: Available and obtained alongside pier delivered by 
hose, 1.5 to 2 t.p.h. cost $1.56 per ton. 

FUEL: Any quantity can be obtained as there is a refinery at Limon. 
CONSULS: 


Colombia Tel: 58.02.21 Nicaragua Tel: 58.04.47 
Ecuador Norway 58.01.83 
France 58.02.21 Panama 58.09.65 
Honduras 58.03.13 


REPAIRS: Minor repairs only. 
SURVEYORS: Lloyd's, ABS and Norske Veritas. 
GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: One packet of cigarettes may be taker 
ashore. No alcohol may be taken ashore. 
REPATRIATION: Facilities available. 
AIRPORT: 5 miles from city. 2 daily flights (except Sundays) to Sar 
Jose International Airport. Also air taxi service to the whole country. 
TIME: Local time minus 6 hours. 
HOLIDAYS: Holidays and days on which the port will remain closed: 

1st January from 1200 hrs. to 0600 hrs. following day; Holy Thursda) 
and Good Friday from 0001 hrs. on Thursday to 2400 hrs. on Friday 
1st May from 0001 hrs. to 2400 hrs.; 12th October from 0001 hrs. t 
2400 hrs.; 24th December 1800 hrs. — 26th December 0001 hrs. 
POLICE/AMBULANCE/FIRE: Police Tel: 117; Red Cross Ambulance: 
Tel: 580125; Fire Tel: 118. 
SHORE LEAVE: Crew members are allowed to go ashore. 
BANKS: 

Banco Popular. 

Banco Nacional de Costa Rica. 

Banco Anglo Costarricense. 

Banco de Costa Rica. 
STORING: Vessel can be stored by truck, which can proceed alongsié 
the berth, local riggers can be employed. 
IDENTIFICATION CARDS: They are needed and supplied by the Ager 
GENERAL: There is a small surge alongside the berths in Port Limon 
especially when winds coming from the South East, which occut 
occasionally (August and September). 

In Port Moin the surge occurs when winds come from the North, whic’ 
occurs occasionally in the months of December and January. 


SHIPMASTER’S REPORT: May 1984. 

Before leaving Gulfport | contacted Standard Fruit Company at Boo! 
Raton, Florida. They confirmed that the Pilot boards off Limo 
breakwater. They also confirmed that there is a heavy surge alongsié 
the berths in Moin Bay due to the prevailing swell and that shore spring 
are not normally available at the cargo berths although they are supplie 
to tankers. 

This vessel possesses 2%6 in. nylon tails and 2x3.25 in. moonit 
wires and these were made ready. 

A cable was sent to the Agent at Limon requesting informatie 
concerning berthing arrangements. A reply was received to the effet 
that the ship would berth at the “German Wharf”. This conveyed nothitt 
to me at the time. 

It turned out that the “German Wharf’ is, in fact, the new containé 
berth in Puerto Limon. This berth does not appear on the navigatiow 
chart but is shown in the “plan section” of “Guide to Port Entry”. 

The old banana berth at Puerto Limon is no longer used and all bana 
loading takes place at Puerto Moin. The Pilot confirmed that there is! 
heavy surge at Limon/Moin and also that newcomers to the trade # 
boarded off Limon whilst regular traders are met by the Pilot off Mo 
fairway buoy. 

The “German Berth” is not supplied with shore springs and there’ 
a considerable surge alongside. We secured starboard side to us# 
4 lines and 1 spring at each end plus the 2 wires with nylon tails. It’ 
considered that the latter are essential in this port as considera? 
chaffing of the polypropylene lines can be expected. 
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The berth is provided with very effective sprung fenders but these 
ensure that the ship is held several feet off the quay. No shore gangway 
is supplied and access was by way of the accommodation ladder which 
was landed on the quay at an angle of about 30° to the ship's side. To 
avoid damage to the ladder due to surge it is essential that particularly 
secure moorings be used. 

A powerful tug is available at Limon and another at Moin. 


AUTHORITY: Junta de Administracion Portuaria y de Desarrollo 
Economico de la Vertiente Atlantica (JAPDEVA), Administracion 
Portuaria, Apartado “T’’, Puerto Limon, Costa Rica, Central America. 
Tel: 58.05.67. Telex: Japuer 8518. Contact: Reinaldo Maxwell Kennedy, 
Port Manager. 


PUERTO MOIN: 10.00 N. 83.05 W. 


PORT LIMITS: See “Puerto Limon”. 
DOCUMENTS: Required by Port Authorities at Port Moin: 

2 Certified copies of Clearance from last port (Zarpe original and dup). 

Crew List: 1 original legalised copy, 5 copies not legalised. 

Passenger List: 1 original, 1 copy, 5 additional copies; not legalised 
(ifno passengers carried; this must be stated on the same document). 

Maritime Health Certificate: 1 original, 1 copy. 

Provisions List, not legalised: 7 copies. 

Stowage Plan, not legalised: Total cargo on board, 4 copies. 

Hatch List, not legalised: Total cargo on board, 4 copies. 

Cargo Manifest, legalised (manifiestos de carga): From each calling 
port 1 original, 1 copy, 30 additional copies, not legalised. 

Bills of Lading: 4 sets. 

Local Agents or General Agents require the following documents 
urgently, by air mail (special delivery), from each calling port directly to 
address in San Jose, Costa Rica. 

2 sets Cargo Manifests — copies. 

2 sets Bills of Lading. 

2 sets Ship's Declaration. 

Ifthere are Ocean Freight rates to be collected at destinations, please 
send Agent by air mail (registeres), the 3 originals and 2 copies, in order 
to get the payment of the freight rates in time. 

Data in every document must be in Spanish or with proper translation. 
PILOTAGE: Pilot boards off Puerto Limon breakwater if first visit. 
Regular visitors take Pilot near Puerto Moin fairway buoy. 

Also see ‘Puerto Limon” — Shipmaster's Report. 

ANCHORAGES: One mile off piers. 

MAX. SIZE: See “Berthing”. 

HEALTH: In the event of contagious disease or fever being suspected 
on board, Agency should be advised immediately. 

RADIO: Call letters TIM, frequency 500 kHz and 8478 kHz; working 
hours: 0400 to 1300 GMT. 

Notice of Arrival: Radio Agent at least 24 hours before arrival, advising 
date and time of arrival, number of passengers disembarking (if any), 
amount of cargo to discharge in metric tons, number of gangs required 
'o work on board. This information is required by Port and Customs 
Authorities. 

VHF: Port Authority on VHF Channel 16. All vessels anchoring in the 
port must communicate with the pilot office on Channel 16. 
TUGS: Available if required. 


(See Plan) 


BERTHING: 
Depth 
Berth Usage Fore Aft Length 
No. (ft.) (ft.) (ft.) 
1 Bananas 39 39 659 
2 Bananas 39 39 659 


3 Ro-Ro — Oil Pier (MIXT) 47 47 715 
STEVEDORES: ETA should be sent to Agent in due time. There are 
3stevedoring companies who work throughout 24 hours. 

MEDICAL: Complete medical attention and hospital facilities available. 
TANKERS: Berth No. 3 (oil pier) 47 ft. depth. 
Shore Lines: 
Black/White: 2x20 in. lines and 
2x10 in. hoses 

Av. gas: 16 in. line and 16 in. hose. 

LPG: 16 in. line and 16 in. hose. 

Bunkers: 18 in. line and 1x8 in. hose. 

FRESH WATER: Obtained alongside. 


FUEL: See “Puerto Limon”. 

CONSULS: 
Colombia 58 — 02 -— 21 Ecuador 58-01-60 
Honduras 58 — 03 — 13 Nicaragua 58 — 01 — 83 
France 58 — 02 - 21 Panama 58-09-65 
Norway 58-01-83 


REPAIRS: Minor repairs only. 

SURVEYOR: Lioyd’s, ABS and Norske Veritas. 

GANGWAY/DECK WATCHMEN: Recommended. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: One packet of cigarettes may be taken 
ashore. No alcohol may be taken ashore. 

REPATRIATION: Facilities available. 

AIRPORT: 5 miles from city, 2 daily fights (except Sundays), to San 
Jose International Airport. Also air-taxi service to the whole country. 


COSTA RICA 


TIME: Local time GMT minus 6 hours. 

HOLIDAYS: Holidays and days on which the port will remain closed: 
From 0001 hrs. to 2400 hrs. 1st January, Holy Thursday and Good 
Friday; 1st May, 15th September, 12th October, 25th December. 
POLICE/AMBULANCE/FIRE: Police tel. 117; Red Cross ambulance tel. 
58 — 01 — 25; Fire tel. 118. 

SHORE LEAVE: Crew members are allowed to go ashore. 
IDENTIFICATION CARDS: They are needed and supplied by the Agent. 
GENERAL See “Puerto Limon”. 

AUTHORITY: See “Puerto Limon”. 


PUNTARENAS: 09.58 N. 84.49 W. 


DOCUMENTS: See “Caldera”. 
PILOTAGE: Pilots are available and compulsory, arranged by Agent. 
Signal for Port Captain and other officials is 2 long blasts. 
ANCHORAGE: Vessels should keep Eastward of four submarine cables 
originating at Puntarenas where suitable anchorage may be found in 
6 — 7 fathoms depth. Vessels should anchor as near the pier as safety 
permits to facilitate boarding by port officials. 
RESTRICTIONS: Recommended that vessels not equipped with radar 
enter in daylight only. 
HEALTH: Any vessel that enters this port has to be in possession of a 
Sanitary Manifest (Sanitary Maritime Declaration) signed by Master of 
vessel. In case of any suspected disease or fever aboard, Master to 
notify by radio to Port Authorities and vessel to wait outside the limit of 
territorial waters until clearance is given. 
RADIO: Station call sign TIM, frequencies 8478 and 500 kHz. Working 
hours 0400-1300 GMT. 
Notice of Arrival: Radio Agent at least 24 hours before arrival advising 
date and time of arrival, number passengers disembarking, if any, 
amount of cargo to discharge in metric tons, number of gangs to work 
on board. This information is required by Port and Customs Authorities. 
TUGS: None available. 
BERTHING: Vessels usually moor in daylight only. Unmooring night and 
day. 
Muelle Nuevo: Pierhead runs East/West, connected to shore by 350 ft. 
gangway. One special heavy mooring line supplied from pier in addition 
to ship's ropes. Heavy surge experienced at the berth. 
Berth No. 4 (outer berth): Length 140 m. Depth alongside 9.0 m. at LW. 
Berth No. 5 (inner berth): Length 117 m. Depth alongside 7.5 m. at LW. 
Berths No. 4 and 5 are out of service as they are in poor condition. 
All cargo operations handled at Caldera. 
Also see “Caldera” — General. 
There are lighters available for hire for vessels working cargo at the 
anchorage. 
STEVEDORES: Available for work 24 hours a day. 
MEDICAL: Facilities available at Puntarenas. 
FRESH WATER: Available only from pier at Puntarenas. 
FUEL: Not available. 
TIME: GMT minus 6 hours. 
TELEPHONES: No connection to vessels. 
SHORE LEAVE: Allowed at Puntarenas. 
IDENTIFICATION CARDS: Required. 


SHIPMASTER’S REPORT: 1978. 
Anchorage: Vessel originally anchored in the area marked (Pilots) on 
Chart B.A. 1931, but subsequently moved in to a position with the Light 
on the Pier bearing 332°(T) — 9 cables and lay to the starboard anchor, 
3 shackles, in 6 fathoms of water. Other ships and draft permitting, it is 
safe to anchor 5 cables off the pier. 

This is a quiet, safe anchorage. A Pilot is not used arriving and sailing 
from the anchorage, but is compulsory if berthing. 
Berthing: There are two berths on the pier. As the port was very 
congested, we remained at anchor. 
Communications: With the Charterer's Agents when at anchor, were by 
VHF, Channel 16. Long-range communication was by radio. 
Documents: As per “Guide to Port Entry”. 
Cargo Work: Due to congestion, we waited 3.5 days to start work, 
although we only had a small quantity of cargo for discharge. When 
work did start, discharge was continuous and at a good rate. 

| understand that ships loading export cargo receive preference for 
labour. 
Pratique: Granted on arrival. 
Provisions: Available, but great care is necessary with regard to price 
and quality. 
Fresh Water: Normally available only when alongside the pier. As we 
were very short of water by the time we had been in port for a few days, 
we managed to obtain a minimum supply from a tug. This can only be 
obtained as an emergency measure. 
Shore Leave: A launch service was arranged through the Agents for 
this purpose. 
General: \t was noted that the Light on the Pier was flashing letter ‘“‘P” 
in the Morse Code and was not Gp. Occ. (4) as shown on the Chart. 


(See Plan) 


AUTHORITY: Instituto Costarricense de Puertos del Pacifico, 001-5400 
Puntarenas, Costa Rica. Tel: 61-06-28. Telex: 6045 Incop Cr. Contact: 
Lic. Rodrigo Arauz Bonilla, Executive President. Tom Winfield Lawrence, 
Operations Manager. 

Also see “Caldera”. 
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Cuba 


GENERAL: 


ARRIVAL ADVICE: ETA messages should be sent to Mambisas 
Havana when Havana is the first port of call, or to Mambisas (at port of 
call) and Mambisas Havana simultaneously, when the first port is other 
than Havana. 

Mambisas Agency at the port where vessel was nominated for 
operation or call will advise Port Authorities and concerned parties, but 
this in no way relieves Masters from any specific obligation to advise 
other parties according to Charter Party, or orders received from 
Owners, Managers, Charterers, etc., to such effect. The following list of 
Agencies is in geographical order, starting from the Westernmost port 
Head Agency on the North coast (Mariel) in an Easterly direction, and 
from East to West on the South coast, ending at the sub-Agency of 
Nueva Gerona. 


Mariel: (including Santa Lucia, Bahia Honda and 
Cabanas): Mambisas Mariel. 

Havana: Mambisas Havana. 

Matanzas: Mambisas Matanzas. 

Cardenas: Mambisas Cardenas. 

Isabela de Sagua: Mambisas Sagua la Grande. 

Caibarien Mambisas Caibarien. 

Nuevitas: Mambisas Nuevitas. 

Puerto Padre: (including Manati): Mambisas Puerto Padre. 

Antilla: (including Banes, Felton, Preston, Nicaro, 
Tanamo and Vita): Mambisas Antilla. 

Moa: (including Punta Gorda): Mambisas Moa. 

Guantanamo: Mambisas Caimanera. 

Santiago de Cuba: Mambisas Santiago de Cuba. 

Manzanillo: (including Pilon, Niquero, Media Luna and 
Ceiba Hueca): Mambisas Manzanillo. 

Guayabal: Mambisas Santa Cruz Del Sur. 

Cienfuegos: (including Tunas de Zaza and Casilda): 


Mambisas Cienfuegos. 
Nueva Gerona: Mambisas Nueva Gerona. 
PILOTAGE: Pilotage is compulsory for all foreign and Cuban vessels 
at all Cuban ports. 


Comments are made throughout the text by the Master who supplied 
us with an earlier booklet — such comments are reproduced in italics. 


DOCUMENTS: Required on arrival at every port: 
Sanitary Authorities: 

1 Bill of Health. 

1 Crew List. 

2 Passenger Lists (if any). 

Vaccination cards and Derat Certificate will be inspected by 
Authorities. 

Immigration Authorities: 

3 Crew Lists. 

3 Passenger Lists (if any). 
Customs Authorities: 

3 Crew Lists. 

3 Passenger Lists, including baggage (if any). 

3 Crew Personal Effects Lists. 

3 Copies Foreign Money List. 

2 Provisions Lists. 

2 Spares and Stores Lists. 

3 Cargo Manifests (if any cargo on board). 

3 In-Ballast Manifests (if no cargo on board). 

3 Manifests of Cargo in care of the Master (if any). 

1 Copy of Clearance from Last Port. 

Agents: 

4 Crew Lists. 

3 Cargo Manifests 

2 Copies each Bill of Lading. 

3 Manifests of cargo in care of the Master. 

6 Hatch Lists. 

6 Stowage Plans. 

Shipmaster’s Comment: One Crew List returned to vessel stamped 
by Customs/Immigration for next port. 

Certificates Required: 

Ship's Register. 

Safety Equipment. 

Load Line. 

Safety Radio. 

Safety Construction. 

Derat. 

Instructions for Master of Vessel: How to process Custom's Model Dirad- 
7, in connection with crew's money control and personal effects. 

Custom's inspector when boarding the vessel besides carrying out 
their usual duties, should deliver to the Master duly legalized, as many 
of these forms as members of the crew are reported on Crew List. 

Legalization of these forms consists of Customs Inspector's signature, 
Customs stamps and consecutive numbering which indicates quantity 
of forms delivered to Master. 

2. Ship's Master or Officer in charge should fill in only those spaces 
of the form as: crew member's name, number of passport, as well as 
ship's name and date of arrival in port, on the first page of the card. 

Besides amount of money delivered to the crew member, date of 
delivery and signature must be shown as evidence that the crew member 
has been provided with the money, with signature of the Master 
alongside, all of this information appears on page 2 of the form (card). 

In case crew member requires additional amount during vessel's stay 
in port, notation should be entered following the first, in same way. 

3. No crew members, except the Master, are allowed to come in or 
leave the Custom House premises without presenting this form to the 
Custom’'s Inspector at the gate, who will enter therein the pertinent 
notations. 
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All these forms legalized by Customs must be carefully kept fo 
subsequent delivery to Customs upon vessel's departure, even those 
that might become useless. 

Should a crew member require more than 1 form because of that 
previously delivered having been filled up, or become useless, Master 
will give a new one which the crew member will present, together with 
the previous one, to Custom’s Inspector at the gate. Thereafter, 
notations should be entered in the new form, the previous one must be 
returned to Master for subsequent delivery to Customs. 

If at any time more forms are required because those previously 
delivered have become exhausted, they should be requested from Ship 
Clearance Department of the Custom House, phone 61-8572. After 
1800 hrs. these should be requested from Guard Room, phone 6-9698. 

4. Upon ship's sailing, Master will gather all the forms from the crew, 
delivering same to Custom’s Inspector who boards the vessel and wil 
perform the following verifications: 

(a) To see that none of the legalization forms are missing. 

(b) To verify that such forms have no alterations, erasures, etc. 

(c) To add up total spent by all crew members and to verify it with 
amount settled with ship's Agents Consignatarias Mambisas. 

5. Non-compliance with above instructions will subject the violator to 
corresponding penalty. 

Director of Customs. 


LOCAL TIME: Official local time in all Cuban territory is that for the 75th 
West Greenwich Meridian and there is a difference of 5 hours compared 
to GMT, that is, 1200 hrs. GMT is equivalent to 0700 hrs. local time. 
From the last Sunday in April to the last Sunday in September, 
Summer Daylight Saving Time is in effect and the difference then is only 
of 4 hours, that is, 1200 hrs. GMT is equivalent to 0800 hrs. local time 


HEALTH AND SANITARY REQUIREMENTS: Free Pratique is 
automatic for vessels coming direct from another Cuban port; from 
foreign countries, usual procedure of Sanitary Inspection applies. In case 
of suspected disease or fever on board, Master must radio Mambisas 
Agency in order to advise the Health Office. 

All crew and passengers must have vaccination cards up to date. 

Below is copy of warning sent to us by a Ship's Master. The words 
in italics are the Master's comments. 

National Veterinary Medicine Institute 
Warning 
Master: 

You are kindly requested to comply with and acknowledge this warning 
regarding veterinary sanitary regulations and also to inform your crew 
members of same. 

One Green Vet. Form given to ship to take to next Cuban port, one 
copy for ship also. 

1. Refrigerators of vessels which contain in their victuals meat an¢ 
meat products originated in countries declared as being affected with 
foot-and-mouth disease, Rinderpest, Vesicular stomatitis, African swine 
fever and other diseases non existent in the Republic of Cuba, shall be 
sealed while remaining in our territorial waters. 

Sealed. 

2. Milk, butter, cheese, fish and poultry products, as well as canned 
meat, and meat and meat products from Australia, New Zealand an¢ 
Canada, are not subject to this procedure for the time being. 

All victuals of animal origin must be declared to the Frontier Veterinary 
Services Officer. 

3. Prohibitions: 

(a) Arriving in port with live food animals (cattle, swine, poultry, etc.) 
on board, unless duly authorised by the Animal Health Authorities 
of the Republic of Cuba; 

If pets on board — not allowed ashore. 

(b) Unloading or releasing of any species of pet animals. These 
animals (birds included) are subject to quarantine control of 
board; 

(c) Unloading of victuals of whatsoever origin, including those no 
subject to sealing procedures; 

(d) Arriving in port with compartments or receptacles containing 
garbage; 

Dump rubbish at sea 6 miles out from Cuba. 

(e) Scattering of garbage containing food scraps, portions or othe 
wastes of animal origin, or throwing them overboard into the see 
or onto shore. 

Cover garbage drums. 

4. Ratguards must be placed once the vessel has docked. 
Fines if not done or if they fall off! 

5. Footwear and clothing of the crew members of ship coming from 
countries known to be affected with diseases dangerous to the fauna? 
the Republic of Cuba shall be subject to fumigation with formaldehyde 
gas. 

6. Non-compliance of the sanitary regulations, or any action aimed t0 
prejudice or evade them, shall be regarded as an offence liable to a fine 
of not less than $500.00 (Cuban Official Currency), or to th 
implementation, at the expense of the transgressor, of appropriate 
quarantine measures intended to minimise the consequences resulting 
therefrom. 

The following is reproduced from a booklet given to Masters of arriving 
vessels. The booklet is produced by the Ships’ Agent and dated 1983 
PORT REGULATIONS: In order that you may be properly informed, & 
not only Port and Cuban Government Regulations, but also on variou 
matters related to the loading and/or discharging operations of you 
vessel, we wish to bring to your attention the following: 

1. Crew Regulations (Important Notice to Masters) 

(a) The Customs Authorities have put into effect new Regulatio® 

which the Masters of all vessels arriving at Cuban ports are undé 
obligation to observe. The regulations in question are as follows 
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: The Master must advise vessel's ETA at least 24 hours in 

advance and is obliged to deliver to the Customs Authorities at 
the port of arrival the complementary documents to the Cargo 
and Passenger Manifest, which comprise: 
Hatch List, Hazardous Cargo List, Stowage Plan, Provisions, 
Accessories and Spare Parts List, Narcotics List (crew's usage). 
Firearms List and Clearance Certificate (from previous Cuban 
port). Ship's Register must be exhibited. 
List of crew belongings including objects, property of each crew 
member which he maintains on board for his use, such as, for 
instance, electric shaving machines, watches, radios, soaps, etc. 
(4 copies required at every port — Declare everything in personal 
possession). See “Shipmaster’s Report”. 
Detailed list of all articles transported by crew members free of 
charge, including those which are for his use on board, or that 
may be destined to other persons (men, women or children), such 
as for instance perfume, umbrellas, dresses, ladies stockings and 
lingerie, cloth to make dresses, etc. (4 copies every port — declare 
everything and place in bond.) 

Foreign currency whether convertible or not, must be declared 

on a crew list. (4 copies required every port — placed in ship's 

safe). 

Narcotics List — 4 copies morphine only. Provisions List — not 

listed but requested. 

Upon vessel's arrival the Master will be provided with money 

control cards for each crew member which must be carried by 

them when going ashore and shown to Custom House Inspector 
whenever requested. 

(f) Each crew member must declare the articles referred to in 
paragraphs (b), (c) and (d) immediately upon vessel's arrival, 
since Harbour Officers may search the vessel at any time they 
should deem convenient. 

Second: Each crew member may keep in his cabin up to 200 cigarettes 
and a bottle of spirits. 

Third: The importation into, and the exportation from the Republic of 
Cuba of Cuban currency is forbidden, and no crew member may 
have in his possession any amount in excess of that delivered to 
him by Master from the cash advanced by the agency. 
(Collected and sealed in safe). 

Fourth: Each crew member is allowed to have in his cabin, only those 
articles which are for his use on board. Any article in excess 
(more than 1 radio, 1 shaver, etc.) should be kept in the bond 
store. 

Any article not declared, or possessed by the crew member in 

excess of the amount allowed, also Cuban and foreign currency 

not properly accounted for, will be confiscated and should 
circumstances warrant, the courts of law will be informed, the 
latter having the right to impose penalties, or fines, depending on 
the value of the objects found in the crew member's possession. 

Immediately following the arrival of the vessel, the Master is under 

obligation to make these regulations known to each and every 

crew member, as the Customs Authorities will consider that the 

Master and the crew have been put on notice as to what is herein 

provided at the moment the vessel has been cleared through 

Customs, insofar as concerns any violation of the above referred 

to regulations. 

Masters are likewise required to provide a place or space 

sufficiently ample to deposit the articles transported by the crew 

free of charge or, in other words, those articles referred to in 
paragraph (c) above. 


(d) 


(e) 


Fifth: 


Crew members are not allowed to buy personal effects on shore, 
except in the sailors’ or tourists’ shops and the articles so obtained 
can not be sold to any other person. 

Except for the Pilots and the Public Health Officials, no other 
person can go on board and no crew member or passenger of 
vessels arriving at Cuban ports from abroad is allowed to 
disembark until the vessel has been cleared by the Immigration 
and Customs Authorities. 

(c) Crew members, including Officers and Master, in addition to their 
standing Passports or Seaman's Books, must be provided with 
immigration passes (landing cards) to go ashore. 

Depending upon the characteristics and circumstances of the 
different ports there might be certain limitations in the hours the 
crew may remain ashore. Port Authorities, through the Agent will 
advise the Master accordingly. 

Shore passes are confined to the city limits of the port where the 
ship is lying and whenever a crew member requires to move away 
from the said area, the corresponding permit must be obtained 
from the immigration port authorities through the agent. Each 
territorial infringement is subject to a fine. 

(f} Upon arrival at Cuban port of any vessel proceeding from foreign 
country, the Immigration Authorities will deliver to Master the 
Entrance Certificate which is valid for all Cuban ports and will be 
under custody and preservation of the Master until final sailing. 
If a vessel enters into or sails from any Cuban port without having 
fulfilled all requisites or procedures of clearance and inspection 
of the Immigration Authorities it will be subject to a fine. 

To take away or to violate the seals or straps fixed by the Customs 
Authorities means vessel will be subject to sanction or fine. 


(d 
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2. Sanitary Regulations 

Following docking, crew members are not allowed to go down to 
the pier to fix the ratguards or the gangway until the Sanitary 
Inspection (Free Pratique) has been completed and for non 
fulfilment of this regulation a fine of 2,000 pesos will be imposed 
on the Master. 

Thereafter, ratguards are to be kept in proper place otherwise 
the Master shall be liable to as many fines as there are ratquards 
Missing. 
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if any crew member should go down to the pier from a vessel 
which is under sanitary observation, the vessel will be penalised 
with a 5,000 pesos fine. 

Vessels proceeding from countries affected by animal diseases 
which do not exist in Cuba, are subject to full disinfection at the 
time when the sanitary veterinarian authorities of the Republic of 
Cuba deem it convenient. 

Phytosanitary Regulations 

(a) The Master has to deliver to the Phytosanitary inspectors the 
following documents: 

— Phytosanitary Certificate of all vegetable origin or regulated 
cargo carried by the vessel. 

— Fumigation Certificate, if said cargo was fumigated before 

arriving at Cuban port. 

— Copy of cargo plan. 

— Copy of Provisions List. 

It is forbidden to withdraw from the vessel while at Cuban ports, 

products of vegetable origin (fruits, fresh vegetables, plants, parts 

of plants and seeds), soil or organic materials, origin, of micro- 

organisms, insects, acarus and threadworm in any state of their 

biological cycle. 

The waste of vegetable origin must be hermetically packed in 

oa bags and treated as instructed for garbage in article 7 here 
elow. 

Veterinary Sanitary Control — Complete sealing of ships’ refrigerators 

which contain dangerous victuals. 

(a) It is hereby instructed that the refrigerators of Cuban and foreign 
flag vessels which contain in their victuals meats and cattle products 
originating in countries affected by bovine pest, vesicular stomatitis, 
African pork pest and other animal diseases not existent in Cuba, must 
be completely sealed. 

Exempt from the above are cattle products industrially canned, salted 
butter and cured cheese destined to be consumed only aboard ship. 

(b) Only ships’ refrigerators which contain victuals of animal origin 
shall be sealed. Compartments where vegetables and other victuals are 
kept, will not be sealed. 

(c) Ships’ refrigerators will be opened under Veterinary supervision. 
(US $5.00 each time). 

(d) Meats and other animal products purchased in Cuba must be so 
placed in the refrigerator that they will not enter into contact with similar 
products purchased abroad. 

(e) Sealing of ships’ refrigerators will apply to vessels at berth as 
well as to vessels at anchorage. 

(f) Sealing must be performed in an effective manner. To this end, 
it is necessary to verify that it was done correctly; a sufficient enough 
depression of the seal which makes it impossible to withdraw the wire. 

(g) Itis forbidden to have on board live animals for consumption and 
to fish using baits of animal origin. 

(h) Any pets carried by the ship will be placed in quarantine aboard. 

(i) For the breaking of the seal or the violation of any of these 
dispositions the Master will be brought to Court where according to the 
Law the corresponding penalty or fine will be imposed. 

3. Labour Regulations 

In accordance with Resolution of the Cuban Labour Ministry, it is 
forbidden for vessels’ crews, during their stay in port, to do work that 
should be performed by port labourers, such as loading or discharging, 
rigging booms, driving winches, opening and closing hatches, (except 
MacGregor type or any other type of special mechanical system), laying 
wood or paper dunnage, construction of stalls, etc. Therefore you should 
apply to us in writing, so that arrangements can be made for the 
necessary port labour to perform such work. 

Please note that if any of the work described were to be done by 
ship's crew, port labourers must be paid as if they had actually performed 
the services. 

4. Bunkers 

Should your vessel be bunkering at this port, it is necessary that we 
be notified in advance, so that appropriate arrangements can be made 
not only with the local suppliers, but also to comply with government 
regulations, which provide that funds to cover the cost of bunkers be 
received from the Owners or Charterers prior to delivery. Since this 
procedure takes a few days, it is suggested that any request for bunkers 
be made with due anticipation. 

When delivery of bunkers is to be made in the port of Havana, the 
order or requisition must be sent to the suppliers at least 2 days in 
advance of the desired date of delivery, and 3 days in advance when 
delivery is to be made at a port other than Havana. 

5. Galley Oil or Coal 

The above requirements for bunkers do not, of course, apply to galley 
oil or coal as this item, if needed, is to be purchased directly by the ship 
from a shipchandler. 

6. Cleaning 

In accordance with Port Regulations, this work must be performed by 
local shore labour. The cleaning work done by shore labour is limited 
to only the sweeping of cargo compartments. 

7. Garbage: (Vesse/ needed 10 drums). 

Port and Customs Regulations forbid the throwing of garbage on to 
the pier or into the sea while the vessel is within the harbour limits. 

According to Sanitary Regulations vessels must arrive at each Cuban 
port of call with the garbage deposits or tanks empty. 

Garbage cannot be thrown into the sea inside Cuban territorial waters. 

While in port the garbage must be hermetically packed in plastic bags 
and kept in drums with fitted covers. 

Drums, in clean and hygienic condition, are to be placed in a properly 
selected place in the vessel until the bags are delivered to the garbage 
collector. 

The services of the garbage collector must be requested by the 
Master, who can apply for it through the Agent. 

For the non compliance of this regulation the ship will be subject to 
a fine. 


(c) 


(d) 


(b) 


(c) 


421 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


8. Cash to Master (Owners must remit cash in advance). 

Cash advances authorised by Owners or Charterers will be supplied 
to the Master upon request. Such request is to be made during office 
hours and the money will be delivered at the Agent's place of business. 

Upon completion of loading and/or discharging operations, any 
unused funds of Cuban Currency must be handed over to the Local 
Agent; in other words, Cuban Currency left over from a cash advance 
drawn at one port cannot be returned or used at any other port. 

However, further cash advances may be requested at the next Cuban 
port of call. 


9. Damage to Cargo 

As you undoubtedly realise, it is necessary to establish with the utmost 
degree of accuracy possible with whom the responsibility for damage 
to cargo lies, whether for vessel's or stevedores’ account. 

To ascertain this, the Terminals in Cuba employ Damage Inspectors 
to take note of all cargo that is found on board in damaged condition 
prior to its discharge from the ship, and the Master or Chief Officer is 
asked to sign an acknowledgement. Therefore, we suggest that in order 
to avoid unnecessary discrepancies between the vessel and the 
Terminal, and to properly protect the Owners’ interests, you please 
instruct your cargo officer to coordinate his work in this connection with 
that of the Terminal Damage Inspector. Upon completion of discharge 
operations, the Terminal will submit to the Master for signature the 
relevant Survey Report. 

Should you Note Protest owing to bad weather on the voyage or any 
other reason whatsoever, since the note must be presented to Harbour 
Master within 24 hours after ships’ arrival, it must be handed to the 
Agent with time enough to prepare translation. One copy of the Note of 
Protest should be delivered to the Agent for record purposes. 


10. Stevedore Damage to the Ship (Stevedores usually repair 
damage). 

Any damage caused to the vessel during the loading and/or 
discharging operation, should be reported immediately to the Head 
Discharging Foreman on the Terminal, followed by a written notice to 
us in duplicate. Such notice should be made out within 24 hours following 
the incident, otherwise the Terminal will not accept any claim. 


11. Repairs for Vessel’s Account 

Any repair work to be done for vessel's account must be requested 
in writing, sufficiently in advance of vessel's estimated departure in order 
to obtain from the repair shop the budget for the work, in the event of 
course, that the job can be done locally. 

12. Engine Repairs or Engine Overhaul while in port 

In the event vessel requires engine repairs or an engine overhaul 
(usually performed by the ship's crew) even if berthed at a pier or dock 
in port, it is necessary that the Master so informs his Agents before 
undertaking such work in order that his Agents may, in turn, notify all 
ive concerned, and obtain necessary authorisation from Harbour 

aster. 

Read Charter Party/‘Baltime” usually 24 hours’ notice for engine 
cleaning. 

The reason for this is that it may be necessary to shift the vessel from 
one berth to another, for any reason whatsoever, and it is necessary to 
know in advance if the vessel can move with her own engines or whether 
tugboats will be required for the movement. In the latter case it is of 
course understood that the cost of tugboats will be for vessel's account. 

13. Hull Repairs and Maintenance 

It is forbidden to perform any repairs or welding work in the hull, without 
obtaining, through the Agent, the previous authorisation of the Maritime 
Safety Office. 

14. Redelivery 

If your vessel is to be re-delivered at this port, this should be made 
known to us as soon as possible after arrival here, for although we may 
be aware of this fact, there is a possibility we might be lacking the 
necessary details concerning the terms of re-delivery. 

15. Lowering Boats (Apply in writing). 

Port Regulations prohibit the lowering of boats except for fire drill or 
to do maintenance work of the ship (painting, etc.). For either of these 
purposes, a permit is required from the Harbour Master, and the crews 
of such boats are not allowed to land on any pier or board any vessel 
in the harbour. Please be informed that our Ministry of the Interior has 
issued the following instructions to be strictly observed by the Masters 
of all foreign vessels during their stay at Cuban ports: 

(a) When a vessel is carrying out paint work or similar tasks while 
in port, at the end of the day's work the craft or boat used to 
perform the work should under no circumstances remain in the 
water, but must be hoisted aboard to be again lowered the 
following day or whenever the work is resumed. 

16. Radio Communications 

Vessels within harbour limits are not allowed to transmit messages 
by radio. 

17. Port Expenses 

The bills covering port expenses will be submitted for your approval 
and signature, prior to vessel's departure from this port, regardless of 
the fact that such expenses might be for Owner's or Charterer's account, 
as this can subsequently be easily determined by examination of the 
Charter Party. However, if we are to obtain reimbursement for the 
amounts expended to cover port expenses, it is necessary that your 
approval and signature be secured. 

Mark Owner's account or Charterers’ account. 

18. Stowaways 

(a) In the event of vessels arriving from foreign countries, carrying 
stowaways or persons without documents, the Master or the 
Shipowner must advise the Immigration Control of the port 
immediately, who in turn, will advise them of the respective 
regulations in force. 

(b) Masters are kindly requested to instruct all ships’ officers that 
every possible precaution should be taken to prevent stowaways. 
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(c) Whenever the Master of a vessel finds a stowaway on board, 
either in port or outside the port's limits but within Cuban territorial 
waters, he is under obligation to deliver same to the Port Unit 
and Harbour Master's Authorities of the Frontier Guard Troops 
If the stowaway is found outside the port, the Master must repor 
this by radio so that the stowaway may be picked up by Port Unit 
and Harbour Master's Authorities of the Frontier Guard Troops. 

(d) At no time are the Masters of vessels allowed to lower rope 
ladders or ropes on the vessel opposite the dock where the ship 
is berthed. 

19. Paper and Dunnage: (very important). 

In the event that your vessel is scheduled to load sugar in bags, citrus 
fruits, cement, etc., in Cuba and should you require paper and/or wood 
dunnage, you must make known to us your needs in writing as Soon as 
possible, bearing in mind that the suppliers require at least five (5) days 
for delivery. 

20. Loading Sugar 

Whenever your vessel is assigned to load sugar the following 
precautions are to be taken: 

(a) Cleaning and Dunnaging of Hatches: You must be extremely 
careful to have the vessel's hatches thoroughly dry, clean ang 
without odour, as well as properly dunnaged to the satisfaction 
of the shippers, before starting loading. 

(b) Cleaning Holds: In order to avoid damage to the sugar cargo 
during the voyage, please make proper arrangements for the 
closing of holds before starting loading in ‘tweendecks. 

(c) Tally: With respect to the dispute that occasionally arises between 
the vessel and the shippers during the course of loading suga 
shipments regarding the number of bags delivered on board, we 
wish to inform you that the only document with official validity is 
the tally sheet prepared by the shore tallyman assigned to each 
loading hatch, and that if you wish to verify the accuracy of saic 
tallying you could hire a tallyman’s service, through the Agency, 
in those ports where we have this service available, to count the 
cargo jointly with the shore tallyman, as this is the only possible 
way of avoiding discrepancies in the checking of the bags actual 
delivered on board. 

Consequently, we request that you please keep the above in ming 
as this will tend to reduce if not completely eliminate, the problems which 
are now being confronted. 

21. Agency Office Hours 

We list hereunder our office hours: 

From Monday to Friday: 0800 to 1200, 1300 to 1700. 

Saturday: 0800 to 1200. 

Our representatives will call on the ship as regularly as possible to 
discuss with the Master any matter or problem he may have i 
connection with the operations of his vessel and to deliver the crews 
mail; however, such calls are contingent upon the volume of work, fo 
which reason we suggest that the Master calls at our office when an) 
matter arises which requires immediate attention. 

22. VHF Communication System 

The VHF (150 MHz) communication system is officially establishet 
between most of our Agencies and ships in port or close to por 
Normally, service will be provided during the Agency's regular office 
hours only, but this work schedule will be expanded in the near future 
as is now at our Havana Agency, where service is granted 24 hours? 
day. 

Havana Pilot Channel 16. Agent's Channel 12. 

23. Medical and Dental Services 

Any man requiring medical or dental attention should be sent to ov 
office whenever possible, with a letter from Master containing full name 
and rank, at 0800 or 1300 hrs. from Monday to Friday, and we will set 
to it that he is promptly sent in a car to the hospital and back to the shi 
afterwards. 

In the event of an accident or serious illness, please contact Mambisé! 
Agency on the telephone, and an ambulance will be sent immediate} 
to transport the man to the hospital. 

24. Safety Measures 

(a) Vessels are obliged to have on-board the manoeuvre and safel 
elements indicated in the International rules and regulations. 
Any vessel lacking or having in bad condition any of thes 
elements (defective derricks, lack of electricity, etc.) will not b 
brought to pier and if berthed will be removed at vessel's expenst 

(b) The Master must remove anything protruding from the vessé 
like boats, anchors, booms, etc., or overhanging, like tackles at 
riggings whenever they constitute a risk or danger for the workers 
port installations, other vessels, etc., or whenever they interfet 
with the operations. 

25. Other Regulations 

(a) Any exchange of provisions, films, spare parts or any kind ¢ 
object, etc., between vessels in any port, requires the previo 
authorisation of the Customs House. Therefore, in order to app! 
for this permit, Masters are kindly requested to give a letter 
the Agent detailing all articles that are to be transferred. 

(b) It is forbidden, unless previously authorised by Customs Hous 

to bring ashore any article or merchandise. 

to allow any boat, launch, tugboat or any other type of cra 
to approach to the vessel at a distance of less than 25° 
except for the purpose of transferring passengers Of 
perform any service duly authorised. 

to lower ladders on any side of the vessel. 

(c) All provisions, belongings and spare parts not declared in 
corresponding documents, or found on board in excess of tho? 
declared, will be confiscated. This is valid also for the commer 
stores of passenger vessels. 

(d) Any mistake in the manifest must be amended within 48 hov 
after arrival of the vessel. 

(e) Allarticles carried on board and destined for Cuban territory, m# 
be declared in the cargo manifest or in the complementé 
documents. 
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26. Important Notice 
Pollution: Very strict regulations are in force and Port Authorities keep 
a close watch on this matter. It is absolutely forbidden to pump or throw 
out of the ship, oil, dirty water, wastes of animal origin, dunnage wood, 
or any kind of Liquid or substance into the sea, whether inside or outside 
the ports and any infringement will bring the Master to Court. 


SHIPMASTER’S REPORT: April 1989. 

1. The radio room is no longer sealed. 

2. The restrictions on shore leave no longer exist. Crew may go ashore 
day and night. 

3. Foreign currency still has to be declared but may be spent without 
restriction. 

4 It is not recommended that mail be forwarded to vessels. 

Other rules and regulations are still as outlined in “Port Regulations”. 


FROM INFORMATION BOOKLET COMPILED BY MAMBISAS 
AGENCIES 


USE OF SOUND SIGNALS IN PORT: It is prohibited to use sound 
signals except those internationally known for safe navigation, fire or 
emergency. 
DRY DOCK: There is a dry dock at the port of Havana with berthing 
capacity of 440 ft. length and 91 ft. width which can accommodate 
vessels up to 23 ft. draft. 
SURVEYORS: Following surveyors are established in Cuba: 

Cuban Maritime Regulation Surveyors, Bureau Veritas, Lloyd's 
Register, German Lloyd and U.S.S.R. Ship's Register. 

Above listed surveyors should be contacted through the Consignataria 
Mambisas main office. 
EIGHT HOURS DAILY WORK: We wish to call attention to the fact that 
although the working periods observed at the various Cuban Ports vary 
considerably, as for example, the port of Jucaro where the period is 
from 0600 — 1000 hrs., 1200 — 1600 hrs.; Caibarien 0700 — 1100 hrs., 
1200 — 1600 hrs.; Havana 0700 — 1300 hrs., 1300 — 1900 hrs. etc., and 
others from 0700 — 1100 hrs., 1300 — 1700 hrs. 

Labour Legislation presently in force provides that the number of hours 
to be worked is 8 hours daily, from Monday to Friday, and 4 hours on 
Saturday, for a total of 44 hours weekly. 


HOLIDAYS: 
National Anniversaries Holidays 
January 1st. July 25th. 
May 1st. July 27th. 
July 26th. Sundays 


October 10th. 
REPATRIATION: There are good facilities and repatriation can be 
arranged through Mambisas Agency. 


SHIPMASTER’S COMMENTS: Also see “Shipmaster's Report” for 
Nuevitas dated February 1984. 

Fresh Water: Always take full fresh water. Water barges available at 
Havana and Santiago. No fresh water at Jucaro or Boca Grande. 
Documents: Sample Crew Manifest to avoid confiscation: 2 Radios, 
packet of paints, tape recorder (Akai), gloves, speakers, star plotter, 
cassette tapes, set of ship plans, earphones, plastic mac, 3 prs. 
sunglasses, dress uniform, calculator, battle dress uniform, matchstick 
model ship, brown suit, plastic battleship model, blue coat, bridge coat, 
10 packs glue, grey trousers, 1 pk. razor blades, 3 khaki shirts, 1 Fernox 
medicine, 1 Savion cream, 3 khaki shorts, 3 balsa cement, 5 uniform 
shirts, 1 stop watch, 1 briefcase, 2 coloured shirts, 1 tee shirt, 
i knapsack, 6 uniform white shirts, 1 photographic bag, 3 white shorts, 
assorted films, 4 ties, 2 cravats, 1 brown cardigan, 1 pullover, 1 dressing 
gown, 1 pair longjohns, 1 pr. sandals, 2 alarm clocks, 1 sextant, 
4watches, 1 boiler suit, 3 plastic trays, 2 beakers, 1 belt, 2 toy engines, 
cellotape, 14 wagons, gold braid, 8 points, keys, 8 curved rails, tape 
recorder cords, 4 vests, swimming trunks, 5 pants, 1 blue socks, 5 brown 
socks, 6 white socks, 1 cap cover, 1 pr. pyjamas, 1 silk scarf, 1 pr. black 
shoes, 1 pr. brown shoes, toilet articles, 1 copy stand, 1 enlarger, 
assorted chemicals, powersaw, typewriter, calculator, adding machine, 
4 packs tea, 4 cameras, 1 lens, 1 light meter, 3M duplicator, binoculars, 
ob tape cassette, assorted perfumes and curios. 1 kitbag, 1 flip- 
ops. 

200 cigarettes, 1 spirits, number cans of beer, number of bottles of wine. 
fin doubt — put it in a suitcase and lock it in the bonded store! 


SHIPMASTER’S REPORT: December 1983. 
ut foreign currencies must be declared and may be used freely 
ore. 

A landing pass and foreign currency pass is issued to each member 
of the crew and they are to be accompanied by Seaman's ID Card or 
Discharge Book when going ashore. 

A cabin is to be set aside and marked Transit Room. Would advise 
that anything and everything that is not required during your stay in 
Cuba be put in a suitcase and lodged in the Transit Room which is 
Sealed on arrival and then left alone. All cameras must be placed under 
Seal on arrival (i.e. in the Transit Room). Permission is granted to use 
them in Havana but was not allowed in Nuevitas. 

A strict Customs search usually follows arrival with every cabin and 
compartment thoroughly searched. This vessel was not searched by 
Customs at Havana but was at Nuevitas. 

Prior to departure from each Cuban port the vessel is searched by 
Harbour Master Guards. 

On the whole relationship between ship and Authorities was good. 

he Agents proved very helpful and telex communication was 
Satisfactory. 

Only meats of origin U.S.A., Australia and New Zealand are permitted 
‘0 be used whilst vessel is at a Cuban port. 

The Port Authorities are very strict regarding rat guards which must 
de checked at frequent intervais, also garbage which must be placed in 
Sealed bags ready for collection by shore labour. 
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ANTILLA: 20.50 N. 75.44 W. (See Plan) 


(and sub-ports of Felton, Nicaro and Preston) 


LOCATION: The Port of Antilla is located on the North side of Nipe Bay, 
on the North Coast of Cuba: Lat. 20° 50’ N., Long. 75° 44’ W. 

Nipe is the largest bay in Cuba and is considered among the biggest 
in the world. 

Within Nipe Bay there are 3 ports: Felton, Preston and Antilla, Antilla 
being the head port of a region, and very important because of its natural 
resources in agriculture, mining, etc., as well as for sugar industries 
close to the port. 

The Antilla Agency attends also at the following ports: Preston, Felton, 
Nicaro, Banes, Tanamo and, temporarily at Vita. 

Nipe Bay is suitable for large vessels of any length and up to 20 m. 
draft, which can anchor in the vicinity of buoy No. 9, (La Estrella Shoal) 
ries the triangle formed by Pt. Saetia, Pt. Berraco and La Estrella 

hoal. 

Antilla is a very efficient port in all respects but as a sugar shipping 

rt ranks among the best in the nation. 

ENTRANCE TO PORT: Entrance to Nipe Bay is safe and free of risks. 
Limitations as to length and draft of vessels are only those imposed by 
the places of operations or ports. 

Entrance channel is ample (0.75 miles wide at its head and 0.33 miles 
at its narrowest point, located South of Pt. Caimanes), having a minimum 
depth of 150 ft. up to Saetia Anchorage. 

From Saetia up to Antilla piers the distance is 10 miles. 

Navigating toward Western Nipe Bay, in the direction of Antilla, after 
Saetia is past, to the South can be seen: Cayagima Cove, Point Cobos, 
the mouth of Mayari River and the Port of Preston. 

To the North can be seen after departing from Saetia: the town of 
Ramon, located on high lands at the back of Melilla Cove, Pt. Berraco, 
Pt. Las Chivas, Honda Cove, Pt. Salinita, Hermenegildo Cove, Pt. Negra, 
Felipe Cove, Pt. Carbonera and Pt. Salina. 

From the latter onward, Antilla's piers channel is navigated, and to 
the North can be seen Pt. Barrancones, Marbella Cay and finally the 
town and port of Antilla. 

PILOT: Where Pilot should be taken and distance to place of operation: 

The place where Pilots board the vessels nominated to perform 
operations at Antilla, Preston, Felton, Banes or Nicaro, is located at 
1 mile N.E. of Point Mayari, that is in an East/West line from Pt. Mayari 
lighthouse on the course of the bearings indicated by the port chart. 

The exact position where Pilots board vessels is: Lat. 20° 47’ 46” N., 
Long. 75° 32’ 15” W. 

From this point the distances to the ports are: 


Miles to Miles to 
pier anchorage 

Antilla 13 13°5 
Preston 6.5 6.5 
Felton 5 4 
Nicaro 13 12 
Banes As 17 
Fondeadero Saetia 2.5 


Point Mayari Lighthouse consists of a conical/cylindrical steel tower, 
painted aluminium, 40 ft. tall and its light is visible up to 10 miles away. 

As the pilot station is located in Antilla, upon receipt of an ETA 
message from an incoming vessel, Mambisas Agency immediately 
informs the Pilots who depart accordingly to Saetia to await the vessel. 

Once the Pilot is in Saetia it is almost impossible to communicate with 
him, therefore Masters must exert care in sending ETA messages to 
Antilla in order to offer the Pilots the closest ETA at Pt. Mayari, thus 
avoiding unnecessary problems for Pilots or delays to ship. 
ANCHORAGES: Anchorages at Nipe Bay are used only when waiting 
for berth, or at Saetia, to await favourable tide to enter Banes or Nicaro. 

No operations are performed at anchorages. 
Saetia Anchorage: Located about 1,000 m. West of Pt. Carenero 
(Saetia). 

Limitations: Draft 20 m., Length: No limitations. Swinging area: About 
800 m. 

3 vessels (557 ft. in length) or one supertanker can be accommodated 
at this anchorage. 

The bottom is soft mud but anchors hold well, ships usually anchor 
with 4 or 5 shackles of chain. 

In front of this anchorage is the small town and beach of Saetia. 

Usually this anchorage is used by vessels destined for Felton or to 
await favourable tide to enter the ports of Banes or Nicaro. 
La Chiva Anchorage: Located at about 1.25 miles from Pt. Berraco, to 
the North on the Melilla Heights, the small town of Ramon can be seen. 

Limitations: Draft 20 m., Length: No limitations. Swinging area: About 
900 m. 

Can accommodate two 557 ft. length vessels or 1 supertanker. 

The bottom is hard sandy mud with loose stones and anchor holding 
is good. It is sheltered from the winds by Melilla Heights. 

Ships usually anchor with 3 or 4 shackles of chain. 

This anchorage is used for similar reasons as Saetia. 
Cajimaya Anchorage: Located just in front of the port of Felton. 

Limitations: Draft 32 ft., Length 600 ft. Swinging area: About 400 m. 

2 vessels can be accommodated at anchorage. 

The bottom is soft mud but anchors hold well. 

Sheltered from winds by Saetia mountains, ships usually anchor with 
3 or 4 shackles of chain. 

This anchorage is used by vessels awaiting berth at Felton. 
Pt. Salinas Anchorage: Located about 500 m. S.S.W. of buoy marking 
Salina Grande Shoal; Antilla Town is about 3 miles to the N.W. and at 
a similar distance is Preston to the S.S.W. 

Limitations: Draft 31 ft., Length: No limitation. Swinging area: About 
500 m. 

Four or five regular size vessels can be accommodated at this 
anchorage. 

The bottom is soft mud but anchors hold well. 


423 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


It is not sheltered from winds, being located in a spot where, when 
there is bad weather, the sea becomes rough. 

Usually vessels anchor with 3 shackles of chain. 

This anchorage is used by vessels awaiting berth at Antilla. 

Preston Anchorage: Located about 1,200 m. N.N.W. of the head of 
Preston pier; to the South of the small town of Guatemala (formerly 
Preston) sugar mill can be seen. 

Limitations: Draft 30 ft., Length: No limitations. Swinging area: About 
1,000 m. 

Three or four regular size vessels can be accommodated at this 
anchorage. 

The bottom is soft mud but anchors hold well, anchorage is open to 
the winds. 

Usually vessels anchor with 3 shackles of chain, depending on wind 
force. 

This anchorage is used by vessels awaiting berth at Preston. 
Corojal Anchorage: Located about 320 m. N.W. from Antilla pier head, 
just in front of Antilla town. 

Limitations: Draft 18 ft., Length 557 ft. Swinging area: About 180 m. 

Anchorage can accommodate 1 vessel only. 

Bottom is soft mud but anchors hold well. 

Anchorage is open to the winds and vessels anchor with 2 shackles 
of chain, depending on wind force. 

This anchorage is used to wait for Port Doctor visit in cases of 
incoming vessels from foreign countries and also to await berth at Antilla. 
Antilla Anchorage No. 2: Located about 700 m. from Antilla pier head. 

Limitations: Draft 23 ft., Length 500 ft. Swinging area: About 300 m. 

Anchorage can accommodate 1 vessel only. 

Bottom is soft mud but anchors hold well. 

It is open to the winds and vessels anchor with 3 or 4 shackles of 
chain. If strong winds do blow, then vessels drop another anchor to 
reduce the swinging action. 

This anchorage has the same use as Corojal Anchorage. 

Saetia, La Chiva and Cajimaya Anchorages have no transportation 
service; the remaining anchorages have launch service available, if 
requested by Masters. 

MAX. SIZE: Vessels’ maximum official draft and length allowed to enter 
or sail from Antilla are: Length 557 ft., draft 21 ft. fore, 23 ft. aft. 

Regarding length of 557 ft., it is the maximum advisable for dry cargo 
vessels. 

Tankers having a length of 610 ft. have called at this port to load 
molasses. 

Entrance to or sailing from Nipe Bay and Antilla can be effected either 

during day or night-time. 
CLEARANCE: All Port Authorities, Port Doctor, Customs, Immigration 
and Captain of the Port have their offices at Antilla. Vessels may proceed 
directly to sub-ports without entering Antilla for clearance. Port 
Authorities clear ships at sub-port when necessary. 

Launch service is the preferable means of transportation used by the 
Port Authorities to the various sub-ports under Antilla jurisdiction. 

There are Custom House Delegations at sub-ports of Preston, Nicaro, 
but no Immigration. The Custom House Delegate at the sub-port of 
Nicaro also acts as Delegate for the Captain of the Port. 

Although there is no Port Doctor Delegate at the sub-ports, the 
General Hospital Doctors may act as such, if requested, in order to give 
a quick entry to the ship. ¢ 

Notwithstanding the above, in those cases when a ship is coming from 
a Cuban or foreign port, destined to Nicaro, and happens to lose the 
slack water tide, it will be necessary for the ship to anchor at Saetia 
(Antilla) and to wait the next tide. in these particular cases the Port 
Authorities give entry to the ship at Saetia anchorage, and it is not 
necessary for another Port Authority visit at the sub-port of Nicaro. 
RADIO: At Antilla, means of communications are: Telephone, telegraph, 
radiograms RCA System, telex and Post Office. 

The Antilla Agency is connected to the National Telex System, which 
is the quickest means of communication. 

Vessels proceeding to Cuba can communicate with Mambisas Antilla 
Agency through “CLA” Havana Radio Station which immediately relays 
the messages to Antilla by radiograms, telegraph or telex. 

Masters must send their ETA messages simultaneously on VHF 
Channel 16 to Mambisas Antilla and Mambisas Havana. 

TUGS: No tug is required for entry to Antilla. There is a tug available 
24 hours of the day, but service must be requested at least 24 hours in 
advance. Name, Macabi; length, 81 ft. 1 in.; width, 24 ft. 0 in.; gross 
tonnage, 183.53; net tonnage, 86.00; motor, one diesel; h.p., 750; speed, 
8.5 knots. 

BERTHING: The 3 berthing spaces of this port have standard gauge 
railroad tracks. 

Each pier is connected with 1 railway which is independent of the 
others, but with no car outlet at end of piers, consequently, to perform 
any movement, it is necessary to take out the remaining cars. For that 
reason, there is no road connecting the piers, and since piers are not 
paved, trucking operations cannot be performed. 

Pier No. 4 

North Side: Length 458 ft., maximum length vessel allowed 557 ft., draft 
17 ft. forward and 23 ft. aft. 

South Side: Length 458 ft., maximum length vessel allowed 557 ft., draft 
21 ft. forward and 23 ft. aft. 

The construction of this pier is concrete, that is the platform and the 
piling. It is protected by hard wood fenders and has a fixed red light at 
the S.W. end. 

Cargo handled: Bagged raw sugar, molasses, general cargo. 

Coast Pier: Length 398 ft., draft 20 ft. even keel., maximum advisable 
vessel length for operation 455 ft. 

Construction of this pier is similar to Pier No. 4, concrete piling and 
platform, and, in fact, is really a continuation of Pier No. 4 South Side 
and for that reason if a vessel longer than 455 ft. is docked at this pier, 
it is in detriment to the operations of vessel docked at No. 4 South Side, 
which will have part of its length outside the pier. 
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Cargo handled by this pier: Bagged sugar, general cargo, gasoline 
kerosene and diesel oil. 

Diesel oil, kerosene, gasoline: Connections 1x8 in., 1x6 in. ang 
1x4 in. diameter. 

STEVEDORES: Working periods — loading sugar; Monday to Friday. 
0700 — 1100/1300 — 1700 hrs. Saturday — 0700 — 1100/1300 — 1700 hrs 
Sunday — no work performed. 

Labour legislation presently in force provides that the number of hours 
to be worked is 8 hours daily, from Monday to Friday, and 4 hours op 
Saturday, for a total of 44 hours weekly. 

Capacity: Three ships can be performing sugar loading operations 
simultaneously, although the labour force available is for a total 9 
12 gangs. 

1. Raw Sugar: (a) Loading rate: 1,330 bags of raw sugar (of the 220. 
pound type) per 4 hours per gang. (b) Bags per sling: 6 bags of ray 
sugar (of the 220-pound type). 

2. Refined Sugar: (a) Loading rate: 2,100 bags of refined sugar (o 
the 100-pound type) per 4 hours per gang. (b) Bags per sling: 12 bags 
of refined sugar (of the 100-pound type). 

No shore crane available at this port, but there are 5 machine throwers 
for bulk sugar operations, grates and canvas funnel, etc. These 
machines function with diesel motors. 

Sugar bags are opened in the square of the hatch. 

TANKERS: Molasses pumping rate is at an average of 35,000 gallons 
per hour. Two connections — 1x8 in., 1x12 in. diameter. 

MEDICAL: There is a hospital where crew members may b& 
hospitalised. 

WATER: (Potable or for boilers): 

Small amounts of water (about 30 tons) can be delivered if requested 
48 hours in advance. 

Water is brought to the port by railroad tank-cars from distant places 
and is pumped directly to ships by portable pump. 

Water deliveries at Antilla are deficient and not reliable, because on 
occasions there are no tank-cars available. 

Price: $4.83 per ton FOB, delivery rate 15 t.p.h. 

Daily delivery rate cannot be determined due to unreliability o 
transportation. 

FUEL: Not available. 

PAPER/WOOD DUNNAGE: It is advisable that vessels nominated fo 
operations at Antilla, or any of the ports listed as attended by Antil 
Agency, arrive with enough wood dunnage. 

Wood dunnage, although not impossible to obtain, sometimes is har 
to secure, and to avoid delays it is better to have the vessel supplied 2 
a prior port of call. 

Paper is supplied if ordered at least 3 days in advance. 
REPAIRS: No repairs can be performed. 

DEVELOPMENTS: It is planned to build at this port, among othe 
improvements, a bulk raw sugar shipping plant. 

AGENT: Attending the port of Antilla, and the sub-ports of Preston 
Nicaro and Felton, also the port of Banes. 

Agency Address: Empresa Consignataria Mambisa, Agencia Anitill 
Avenida 28 de Enero No. 67, Apartado No. 52, Antilla, Prov. de Oriente 
Telephone: 98248 and 98225 (office); 98580 (night). Telex: 21302 
Cables: Mambisas Antilla. 

Agency VHF works on Channel 16. 

Mail and Parcels: Should be sent to the Main Office at Havana fror 
where it will be sent to Antilla by the quickest means possible. 
SUB-PORTS: 

Distance from Antilla to: 

Preston (Guatemala), 7 miles. 

Felton, 11 miles. 

Nicaro, 14 miles. 

To the port of Banes, which is attended by Antilla Agency, 50 kn 
Highway transportation is used from Antilla to Banes. 

Time from Antilla to: 


Sub-port Launch Highway 
Preston 1 hour 1 hour 45 minutes 
Felton 1 hour 30 minutes 2 hours 15 minutes 
Nicaro 2 hours 3 hours 


There is only a regular launch service from Antilla to Nicaro, leavin 
daily from coastal pier Antilla at 0900 hrs., arriving Nicaro at 1100 hrs 


(a) SUB-PORT OF PRESTON (GUATEMALA): 
LOCATION: This port is located on the North coast of Cuba: La 
20° 46’ N., Long. 75° 40' W. 

Preston is one of the 3 ports located within Nipe Bay and is situate 
on the South coast of said bay, on a peninsula named “Punta Tabaco 
S.E. of Antilla. 

Traditionally this port has shipped the production of “Guatemalé 
sugar mill (formerly “Preston") which ranks among the biggest in th 
sugar industry. 

Mayari River flows to the East and close to the port, and maintenane 
dredging is necessary alongside pier to preserve the depth required. 

Dredging is effected at the West side of pier as the East side is 
used. 

PILOT: From the place where Pilots board the vessels to Preston pit 
the distance is 6.5 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: As is describe 
under Antilla, up to Pt. Carenero (Saetia), the channel is common to f 
3 ports located in Nipe Bay. 

On reaching Pt. Carenero, vessels take a course Northwestward ' 
the direction of the buoy marking “La Estrella" Shoal and then take: 
course W.S.W. up to Preston pier. 

On the North side can be seen: Pt. Piedra, Melilla Cove and on ff 
hills the town of Ramon. Pt. Las Chivas and the rest of coast of the bé 
up to Antilla port and town, which is clearly visible. 

On the South side can be seen: The entrance to Cajimaya Cove am 
Felton town, Pt. Cobos, light buoy No. 5 marking “La Estrella” Shoe 
the mouth of Mayari River and lastly the town and port of Preston. 
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There are no limitations as to vessel's length, and max. draft allowed 
ig 25 ft., which is imposed by pier's depth. 

Entrance to or sailing from Preston can be effected during day or 

ht-time, generally without tugboat assistance, except when there is 
food tide or wind interference, then tugboat assistance is required. 
TIDAL VARIATION: Tidal variation at this port averages from 2.25 ft. 


2.5 ft. 
CLEARANCE: See “Antilla”. Port Doctor, Immigration and Port Captain 
gavel from Antilla to Preston to give ship's entry. Custom Delegation at 
this sub-port only occasionally, and in order to avoid delay Preston 
Hospital Doctor clears the ship. 

Vessel can proceed directly to this sub-port, since Port Authorities 
come from Antilla to give ship's entry. 
RADIO: See “Antilla’. 
TUGS: See “Antilla”. No tug available, but can be obtained from Antilla. 
BERTHING: Preston pier is located at the Northern extremity of Punta 
Tabaco. 

Its construction is entirely of hardwood, including its piling, and at the 
moment it is not in good condition and requires rebuilding. 

Along the pier run double standard railroad tracks but there is no 
outlet at pier's end. 
Guatemala Pier: (Formerly Preston Pier) Overall length: 1,036 ft. — 
perthing length: 586 ft. Draft: 25 ft. even keel. No limitations as to 
vessel's length. Water available, but bunkers not available. 

No cargo operations are conducted in the bay. 
STEVEDORES: Loading sugar — working period (max. 4 gangs). 
Monday to Friday: 0700 — 1100/1300 — 1700 hrs. Saturday: 0700 — 
1100 hrs. Sunday: No work is performed. 

General cargo: No discharging operation is performed at this port. 

Labour legislation presently in force provides that the number of hours 
to be worked is 8 hours daily, from Monday to Friday, and 4 hours on 
Saturday, for a total of 44 hours weekly. 

Raw sugar-loading rate: About 1,330 bags of raw sugar (of the 220- 
pound type) per 4 hours per gang. 

Bags per sling: 6 bags of raw sugar (of the 220-pound type). 

Operational capacity: At this sub-port only one vessel at a time can 
be operated. 

Refined sugar: No refined sugar has been shipped by this sub-port. 

Equipment: There is one movable shore crane available with lifting 
capacity of about 60 tons with 75° boom inclination. Boom length 50 ft. 
Crane is mounted on a railroad flat car which is operated by steam 
supplied by an adapted boiler. As the greater part of the year this crane 
remains idle, it is possible that its lifting capacity might have decreased. 
Five grates, but no thrower machines. 
TANKERS: Molasses pumping rate average of 75,000 gallons per hour. 

Fuel Oil: 2 connections — 1x8 in., 110 in. diameter. 

Molasses: 2 connections — 18 in., 1x10 in. diameter. 
MEDICAL: There is a hospital at Preston which offers very good service 
toship's crew. In cases requiring special attention, patients can be taken 
to Holguin, where there are reliable specialists. 
WATER: (Potable or for Boilers): Delivered by pipe-line to ships while 
docked to Preston pier. Delivery rates: During sugar harvesting season, 
fom 5 to 10 tons daily, only during night-time, otherwise from 40 to 
50 tons daily, depending upon the pressure on the line. 
FUEL: Not available. 
REPAIRS: No repairs can be performed at Preston. 
TRANSPORTATION: Usually transportation between Preston and 
Antilla (and other nearby ports) is performed by launch and also by road. 

From Preston there are the following distances and travelling time to: 

by launch by road 


Antilla 7 miles — 1 hour 1 hour 45 minutes 
Nicaro 8 miles — 1 hour 1 hour 15 minutes 
Felton 5 miles — 45 minutes 45 minutes 


COMMUNICATIONS: Vessels cannot communicate directly with 
Preston. Means of communications between Felton and Antilla (and 
other nearby ports) is only by telephone. 

Telephone communications are rather irregular and sometimes are 
the cause of delays in urgent matters. 
PORT AUXILIARY EQUIPMENT: This port has no auxiliary equipment. 


AGENT: See “Antilla’. 


(b) SUB-PORT OF NICARO (LENGUA DE PAJARO) LEVISA BAY: 
LOCATION: Lat. 20° 43’ N., Long. 75° 33’ W. (See Plan) 

The port of Nicaro is situated inside Levisa Bay, on a small peninsula 
named “Lengua de Pajaro”, located at the Southwestern part of the bay. 

Levisa Bay is landlocked, sheltered and moderately ample. Its shores 
are rather irregular due to numerous points, creeks, coves and inlets. 
The centre of the bay is free of cays, but close to the coast and around 
it, there are several cays. 

Ample zones of shoals almost entirely cover its extension, except the 
channels and the anchorage zones. 

Nicaro region is very rich in mineral fields and the port is used 
Principally to export the production of the mining enterprise located there. 

At the West side and next to Levisa Bay, Nipe Bay is located, and to 
the East, having a common entrance, which is divided as a fork by 
Pt. Dos Bahias, is Cabonico Bay. 
PILOT: Distance from the place where Pilots board the vessels to Nicaro 
anchorage is 12 miles, to Nicaro pier 13 miles. 
ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: The entrance 
channel for the port of Nicaro is difficult for vessels over 350 ft. length, 
due to its narrowness and because of having sharp turns, some of them 
forming angles of almost 90°. Also, its bottom and banks are rock and 
coral. Regarding draft it offers no obstacles as there are about 174 ft. 
and 47 ft. depths max./min. respectively. 

To minimise all risks and perform a fairly safe crossing of the entrance 
channel, while entering to or sailing from this port, the following 
measures must be accomplished: 


CUBA 


(i) Entrance or sailing to be effected only during daylight hours, at 
slack water. 

(ii) Tugboat assistance is required for vessels exceeding 350 ft. in 
length. 

(iii) Vessel’s length should not exceed 500 ft., the extreme max. 
length allowed, if really necessary, being 513 ft. 

(iv) Simultaneous entrance or sailing of 2 or more vessels is not 
permitted. 

Channel is navigable by only one course. 

Max. draft allowed to vessels operating at Nicaro Pier is 28 ft. forward 
and 29 ft. aft. (at low tide). 

As vessels larger than 350 ft. length require tugboat and it is obtained 
from the nearby port of Antilla, it is necessary that vessels assigned to 
perform operations at Nicaro advise their ETA with sufficient time in 
advance to vessel's arrival. 

The restrictions for vessels to sail or enter this port during night-time 
are due to the port conditions such as: lack of light buoys in the bay 
and the channel, as well as the inherent dangers in the channel due to 
its narrowness and its winding shape. 

ANCHORAGES: There are two anchorages at Nicaro: 
Anchorage No. 1: Located at about 1,200 m. S.W. of Pt. Gorda and 
1,500 m. N.N.E. of Raton Cay. 

Limitations: Draft: 30 ft. — Vessel’s length: 513 ft. 

Swinging area: About 200 m. 

Can accommodate 1 vessel only. 

Soft mud bottom but anchors hold well. 

“sn open to the winds. Usually vessels anchor with 2 or 3 shackles 
of chain. 
Anchorage No. 2: Located at about 1,000 m. N.E. of pier's head. 

Limitations: Draft: 30 ft. Vessel’s length: 513 ft. 

Swinging area: About 200 m. 

Can accommodate 1 vessel only. 

Soft mud bottom but anchors hold well. 

It is open to the winds, usually vessels anchor with 2 or 3 shackles 
of chain. 

At both anchorages launch service is available at Master's request. 
TIDAL VARIATION: Tidal variation averages from 2.25 ft. to 2.5 ft. 


CLEARANCE: Although Nicaro, under Cuban Customs Laws and 
Regulations, is a sub-port of Antilla, all Authorities are located at Nicaro 
(delegations). 


RADIO: Vessels proceeding to Cuba can communicate with Antilla 
Agency through “CLA” Havana Radio Station which promptly relays the 
message to Antilla. 
Vessels cannot communicate directly with the port of Nicaro. 
Masters must send their ETA messages simultaneously to Mambisas 
Antilla and Mambisas Havana. 
Means of communications at Nicaro are: 
Long distance telephone, RCA System Radiograms and telegraph. 
Telephone communications are rather irregular and difficult, therefore 
any instruction or sudden change in previous instruction to vessels 
operating at Nicaro may not be delivered in time. 
TUGS: Obtained from port of Antilla. Therefore it is recommended that 
when vessels are assigned to this sub-port, advice of their ETA be given 
with sufficient time prior to vessels’ arrival. Particulars of tugboats are 
shown under “Antilla’ information. 


BERTHING: The place of operation of Nicaro is its pier, a large 
installation built of reinforced concrete, 690 ft. long, of which, counting 
from the head of pier, 450 ft. corresponds to the berthing area, and the 
remaining 240 ft. is the narrow part of pier connecting with the shore, 
not used for operations. 

Along both sides of pier run railroad tracks of standard gauge, and 
also trucks can operate. 

At the South side of pier, mounted on rails, there is a gantry crane. 

The boom of the crane is about 50 ft. long and although mounted on 
the South side, can also operate at the North side, which is not often 
done because it loses much in efficiency and speed. 

The crane is electrically powered and its accessories are: A grab 
1.5 tons and another 3 tons capacity, steel slings, special slings for 
loading nickel, etc. It can lift up to 20 tons. 

This equipment, excluding ship's tackle, is the only equipment 
available for loading or discharging at this port. 

Both sides of pier have muddy bottom. 

Nicaro Pier. 

Overall length: 690 ft. Berthing length: 450 ft. 

Max. length allowed to vessels: 513 ft. 

No bunkers available. 

North Side: 

Draft: 26 ft. 6 in. forward and 29 ft. aft. 

Kind of cargoes handled by this side: Bagged raw sugar, general 
cargo, fuel oil, diesel oil and liquid ammonia. 

Water available by pipe-line. 

Tanker Information: 

Liquid ammonia: 26 in. diameter. 

Fuel oil: 28 in. diameter. 

Diesel oil: 1*6 in. diameter. 

South Side: 

Draft: 28 ft. forward and 29 ft. aft. 

Kind of cargoes handled by this side: 

Anthracite coal, nickel oxide, nickel sinter, bagged raw sugar, general 
cargo. 

Water available by pipe-line. 

This side of pier was dredged in 1969. 

Port can operate 2 vessels at a time: One dry cargo vessel loading 
or discharging and 1 tanker vessel. 

At the present time the port does not have enough personnel to 
operate 2 dry cargo vessels at a time. 

No cargo operations are carried out in the bay. 
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STEVEDORES: Loading or unloading of general cargo, nickel, mineral 
coal, etc., is performed by port workmen of sub-port of Nicaro. 

Raw sugar-loading rate. At present, average loading rate in a period 
of 4 hours per gang, is about 1,330 bags. 

Bags per sling (Guatemala sugar): 6 bags of raw sugar (of 220 pound 
type) per sling. Nicaragua sugar: 6 bags of raw sugar (of 220 pound 
type) per sling. Sugar bags from sugar mills Guatemala and Nicaragua 
are transported from respective mills to Nicaro in railroad flat cars, 
already slung. 

Refined sugar. No refined sugar is exported. 

General cargo discharging rate. General cargo of a fragile nature and 
careful handling: about 5 tons per gang hour. General cargo of sturdy 
nature and easy handling about 20 tons per gang hour. 

Bagged cargo: about 30 tons per gang hour. 

Mineral coal: at present the shore crane is averaging 110 t.p.h. 

Nickel: at an average of 800 bags (26 tons) per gang hour. 

Bulk sugar: no bulk sugar equipment available. In those cases when 
bulk sugar operations are performed, the necessary equipment is 
obtained from sub-port of Preston. 

Working Hours: Sugar: Monday to Friday: 0700 — 1100 hrs., 1300 — 
1700 hrs. Saturday: 0700 — 1100 hrs. 

Nickel loading and other cargoes: Monday to Friday: 0800 — 
1130 hrs.,1230 — 1700 hrs. Saturday: Same periods. 

On Sundays the port does not perform any work, except discharging 
of tanker vessels. 

Labour legislation presently in force provides that the numbers of 
hours to be worked is 8 hours daily, from Monday to Friday, and 4 hours 
on Saturday, for a total of 44 hours weekly. 

MEDICAL: Hospital at Nicaro offers good service to ships’ crew 
members. In case of special attention, the patient can be taken to 
Holguin, where there are reliable specialists. 

Dental care is available at Levisa, 6 km. distant. 

TANKERS: No molasses or alcohol re-loaded. Only fuel oil, liquid 
ammonia and gas oil are discharged. Average discharging of fuel oil at 
present is about 400 t.p.h. Liquid ammonia discharge averages about 
27 metric t.p.h. 

WATER: (Potable or for boilers): \t is supplied to vessels while docked 
to Nicaro Pier (both sides). Average delivery rate: 30 t.p.h. 

Water is usually delivered by night in order not to disturb the Nickel 
Plant production, although, occasionally it is delivered during the 
daytime. Vessels must furnish the hoses. 

FUEL: Not available. 

REPAIRS: There is no repair shop at this port. 

DISTANCES: The nautical distance between Nicaro and Antilla for 
vessels drawing over 6 ft. draft is 24 miles. For small craft drawing less 
than 6 ft. the distance is 14 miles. By highway, 130 km. from Nicaro to 
Antilla. 

Sea transportation takes 1 hour 45 minutes, and highway 2 hours 
30 minutes. There is a daily launch service between Nicaro and Antilla. 
Launch leaves Antilla 0930 hrs. arriving at Nicaro at 1130 hrs. and a 
launch leaves Nicaro at 0930 hrs. arriving at Antilla at 1130 hrs. 
AUTHORITY: Sub-port of Nicaro is under Antilla Custom House 
jurisdiction. There is a Custom House Delegate at this sub-port, who 
acts as a Delegate of the Captain of the Port. 

Vessels at Nicaro are handled by personnel of Antilla offices who visit 
Nicaro, and are located at Oficina de la Marina, Tel. 216. In case this 
office is closed, these personnel could also be contacted through 
Customs House telephone of Nicaro. 


AGENT: Antilla Agency personnel attend. Agent has a small office, close 
to the pier, telephone number 62. 


(c) SUB-PORT OF FELTON: 
LOCATION: Lat. 20° 44’ 45” N., Long. 75° 35’ 40” W. (See Plan) 

Felton, as are Antilla and Preston, is located in Nipe Bay and is the 
closest port to the Bay entrance. 

It is located 1.75 miles to the S.W. of Saetia, just in Cajimaya Cove 
and 3 miles East of Preston. 

At the present time this port mainly handles the importations of raw 
materials for the fertiliser plant in the vicinity of the port. 

PILOT: From the place where Pilot boards the vessel to Felton Pier 
there is a distance of 5 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: As described 
under Antilla, up to Pt. Carenero (Saetia), the channel is common to the 
three ports located in Nipe Bay. 

On reaching Pt. Carenero, vessels turn course Southward seeking 
Felton Channel and after four changes in the pilotage route the port is 
seen. 

The most remarkable points of visual orientation after Pt. Carenero is 
sailed past, are: 

On the East side: Saetia Cay, Points Campeador No. 1, 2 and 3; light 
buoys Nos. 1-A and 3-A (green light) and the unlit buoys indicating the 
port channel. 

On the West side: Pt. Cobos, Pt. Largo, the town of Felton and the 
unlit buoys marking the channel. 

Entrance to the port up to Cajimaya Anchorage can be effected either 
in day or night-time, but docking or undocking is performed only during 
daylight hours, if it is not windy. 

Limitations as to draft and length of vessels are those imposed by the 
place of operation or Cajimaya Anchorage. Anchorage for this port is 
Cajimaya Anchorage, but Saetia Anchorage can also be used. 

TIDAL VARIATION: Tidal variation at this port averages from 2.25 ft. 


to 2.5 ft. 
CLEARANCE: Vessels can proceed directly to Felton, as Port 


Authorities from Antilla are taken by launch to visit vessel at Felton Pier, 
or at sea in Cagimaya Anchorage. 
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RADIO: Ships can communicate with Felton by wireless via CLA, but; 
is recommended that ETA messages be given to Mambisas Antilla an 
Mambisas Havana simultaneously. 

The means of communication between Felton and Antilla ag 
telephone and telegraph. 

BERTHING: The place of operation of Felton is a solid coastal-pier buy 
of concrete, although vessels are not docked directly at it. 

Vessels are berthed to 3 solid steel dolphins, the first and the thir 
being spaced 350 ft. apart. 

Dolphins are located at about 50 ft. from the side of the pier ang 
therefore vessels are 50 ft. off the pier. 

Pier is located at the East side of that portion of land on Nipe Ba 
and runs from North to South. 

Besides the three solid dolphins, vessels are secured also to tw 
mooring buoys located 250 m. to the West, in front of and parallel to the 
pier. 

There is an electric shore crane mounted on rails that runs along the 
pier, which is used mainly for the discharge of bulk raw materials fy 
fertilisers, with a 4 ton grab. If the grab is removed the crane is capabk 
of lifting up to 40 tons, and can be used for the discharging of heay 
equipment, such as tractors, bulldozers, etc. This crane has a wide fiek 
of operation. 

Also in operation at this port is a device called “Unicular’, a kind¢ 
hopper-car, which runs on rails from the hatch of the vessel to the pie: 
and is loaded by ship's gear to its full capacity of 3 tons. 

Taking into consideration the characteristics of pier, the manoeuvri 
basin and the approach channel to place of operations, the followin 
regulations must be followed: 

Vessels up to 500 ft. length: 

Can dock without tugboat assistance, during daylight hours, if the 

wind and sea do not interfere with the manoeuvres. 

Same conditions for undocking. 

Maximum draft allowed 28 ft. 

Vessels longer than 500 ft. and up to a maximum of 557 ft. length: 

(a) Assistance of tugboat, of 750 h.p. or more, is required. 

(b) Vessels must dock with bow facing North. 

(c) Docking must be effected during flood tide. 

(d) Condition of sea and wind at the time of docking must be taker 
into consideration in order to avoid interference of wind and se: 
with the manoeuvres. 

(e) Maximum draft allowed is 26 ft. or 27 ft., depending on the typ: 
of vessel, its manoeuvrability, etc. 

Tanker Information: Fuel oil: 18 in. diameter. 

For discharging fertiliser raw materials or fuel oil, 24 hours a day ar 
worked, Saturdays and Sundays included. For general cargo, wher 
occasionally discharged, from O700hrs. to 1500 hrs. Monday t 
Saturday. Berthing space of this port only permits operating 1 vessel 
a time. 

No cargo operations conducted in bay. 

MEDICAL: There is a small hospital at Felton where crew member 
requiring medical and dental care are attended. 

Cases requiring surgical or specialised treatment, are sent either t 
Mayari Hospital or Lenin Hospital, at Holguin. 

FRESH WATER: Temporarily no water available at Felton. 

FUEL: Not available. 

REPAIRS: Cannot be performed at this port. 

TRANSPORTATION: Usual means of transportation between Felte 
and Antilla, and other nearby ports, is by launch and also by road. 

From Felton there are the following distances and travelling time to 


By launch By road 
Antilla 11 miles — 1 hr. 30 min. 2 hrs. 30 min 
Nicaro 3 miles — 30 min. 50 min 
Preston 4 miles — 40 min. 1 hr. 


DEVELOPMENTS: Specialised fertiliser unloading equipment to & 
introduced at port. 

AUTHORITY: The Port Authorities are located at Antilla and visit Felto 
as necessary. 


AGENT: See “Antilla”. Mail should be sent through Antilla's main offic 
by registered mail. Spares by railway express to Antilla. 


BANES: 20.54 N. 75.41 W. 


LOCATION: Banes is located on the North coast of 
Lat. 20° 53’ N., Long. 75° 40’ W. 

Banes is a sheltered, land-locked port located next and to the Wes 
of Nipe Bay. 

Traditionally this port used to ship raw sugar and molasses, that® 
the production of “Nicaragua” sugar mill, formerly “Boston”. 

Due to limitations imposed by the characteristics of this port to th 
length of vessels, and the constant increase in size and tonnage! 
vessels operating currently in Cuba, gradually the port lost its use a# 
importance, and nowadays is only used for coastal trade, 

While approaching Banes, the points of visual orientation are: 

Banes Bay Light, shown from a red iron skeleton structure, 30t 
above sea level, situated about 400 yds. Southward of Pt. Fuef 
A small house located on the Southern side of the entrance to bay, @& 
the port entrance itself, cliffs at both sides and forming a remarka? 
canyon. 

Banes port mouth lighthouse is located on the Western extremity! 
Caracolillo Beach, between Pt. Fuerte and Pt. Penasco. 

At the extremity of Pt. Penasco there is a masonry house, visible! 
to 2 or 3 miles away. 
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pILOTAGE: Vessels should pick up Pilot at 20°53’ N., 75° 29' W., 
; mile N.E. of Banes Canyon Lighthouse. Pilot station located at 
Embarcadero (Banes). Agent informs Pilot of ship's arrival by means of 
eal telephone. Distance from point where Pilot boards vessel to pier 
is about 6 miles. 

ANCHORAGES: Macabi Anchorage: Located S.S.W. of Nicaragua 


Pier 
Limitations: Max. draft 31 ft., max. length 360 ft. Swinging area: About 
20 m. 
; Anchorage can accommodate 2 or 3 vessels. 
Bottom is soft mud but anchors hold well and vessels anchor with 3 or 
4shackles of chain. 
RESTRICTIONS: Entrance is through narrow channel with sharp turns 
where there is a strong current. For this reason vessels can only enter 
on slack water tide and during daylight. Assistance of tug necessary for 
entering and sailing. Bottom and banks are rock and coral. Depth about 


60 ft. 
MAX. SIZE: Max. length due to characteristic of channel is of 360 ft. 
Que to insufficient water at pier, and in bay, ships are limited to draft 
19 ft. forward and 23 ft. aft. 

Average of about 2 ft. 4 in. between high and low tides. 
RADIO: Ships can communicate with port by wireless via CLA, but 
recommended that ETA message be sent to Antilla Agency, 
simultaneously advising Mambisas Havana. 
TUGS: At present no tug available, but when needed same is requested 
from Antilla. Particulars of tug shown under Antilla information. 
BERTHING: Nicaragua Pier (formerly Banes Pier): Length 240 ft., 
max. length allowed to vessels 360 ft., draft 19 ft. forward and 23 ft. aft. 

The pier is built entirely of wood and in need of repairs. 

Only 1 vessel can be berthed. 

At the present time only cargo handled is the discharge of fuel oil 
(coastal trade). 
Tanker Information: Fuel oil: 1<8 in. diameter. 

No cargo operations performed at anchorage. 
MEDICAL: There is a hospital where sick crew members may be 
hospitalised. Dental care is also available. 
STEVEDORES: Working Periods: For discharge of fuel oil: 24 hours a 
day, 7 days a week. 

Dry cargo vessels operate Monday to Friday: 0700 — 1100 hrs., 1300 
- 1700 hrs. Saturday: 0700 — 1100 hrs. Sunday: No work performed. 

Labour legislation presently in force provides that the number of hours 
to be worked is 8 hours daily, from Monday to Friday; and 4 hours on 
Saturday, for a total of 44 hours weekly. 
FRESH WATER: Fresh water supplied, delivered by 3 in. diameter pipe- 
line, with average delivery 4 t.p.h. 
FUEL: Not available. 
REPAIRS: No repairs can be effected at this port. 
TRANSPORTATION: Transportation between Nicaragua Pier and 
Antilla or Banes is by road. From the pier to Banes there is a distance 
of 15 km. and to Antilla 50 km. 
COMMUNICATIONS: Only means of communications between Antilla 
and Banes are telephone and telegraph. 
PORT AUTHORITIES: All Port Authorities are located at Antilla except 
Port Captaincy which is located at Banes. 

Authorities travel from Antilla to clear vessels at Banes. 


AGENT: See “Antilla’. 

For information regarding ship's operations, Antilla Agency should be 
contacted. Antilla office personnel travel to Banes to attend vessels 
operating there. Any mail should be addressed to Antilla Agency. Spare 
parts by railway express. 


BARACOA: 20.21 N. 74.30 W. 
(and sub-ports of Moa and Punta Gorda) 


LOCATION: This port is located on the North coast of the extreme 
Eastern portion of Cuba in Oriente Province: 
Lat: 20° 21’ N., Long: 74° 30’ W. 

Its bay is fan shaped and is almost in its entirety sand and mud bottom, 
325 yds. in width at its entrance, and opens out to 1,150 yds. in a N.W. 
and S.W. direction, and 800 yds. in breadth. 

Its shores are bordered by sand banks. 

“Buren”, an isolated rock visible only at low tide, lies about 30 yds. 
North-Westward of Pt. Barlovento; the sea always breaks on it; it is 
Steep-to and constitutes the only danger. 

S.E. of the town is Miel Bay where excellent anchorage is available. 
PILOTAGE: Pilots board vessels 2 miles off port. Pilot station located 
in Baracoa City. Distance from point where Pilots board vessels to 
operation place (anchorage) is about 2 miles. 

RESTRICTIONS: Vessels can enter port only during daylight. 

MAX. SIZE: Entrance channel straight — without turns. Vessels up to 

pts length and 28 ft. draft can enter through Channel. 2 ft. to 3 ft. rise 
ide. 

TUGS: Not available. 

RADIO: Vessels navigating to Baracoa can communicate with the Port 

Agency through “CLA” Havana Radio Station which relays the 

Méssages promptly to Baracoa. 

Masters must send their ETA messages simultaneously to Simon 
Baracoa and Mambisas Havana. 

STEVEDORES: No pier at this port. Vessels anchor in bay for 
9perations. Several barges, capacity 100 tons. 

Only one vessel can be handled at a time. 

Working periods: Monday to Friday 0700 — 1100hrs., 1300 — 
1700 hrs.; Saturday 0700 — 1100 hrs. 


(See Plan) 
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Labour legislation presently in force provides that the number of hours 
to be worked is 8 hours daily, from Monday to Friday, and 4 hours on 
Saturday, for a total of 44 hours weekly. 

Discharge rate: about 80 tons daily per gang. 

MEDICAL: There is a general hospital for sick crew. 
FUEL/FRESH WATER/REPAIRS: Not available. 
TRANSPORTATION: Transportation to and from Baracoa is difficult. 

There is daily air service and also bus service to Moa and other towns 
in the province, but best advisable means of travel is by car. 
AUTHORITY: Port Authorities located at Baracoa. They have Delegation 
at Sub-port of Moa. 


AGENT: See “Moa”. 


(a) SUB-PORT OF MOA (Moa Bay): 20.41.15 N. 74.52.30 W. 

(See Plan) 
Vessels can proceed directly to sub-ports of Moa and Punta Gorda 
where they are visited by Customs Authorities. 
LOCATION: The port of Moa is situated in the rear part of Yaguasey 
Bay, where in an artificial inner harbour lies the pier of Moa, and at the 
entrance of the inner harbour a small coastal trade pier. 

Both the port of Moa and the sub-port of Punta Gorda mainly handle 
the imports and exports of the huge mining enterprise, Major Pedro Soto 
Alba. 

PILOTAGE: Pilots board vessels at Moa Port mouth which is distant 
about 2 miles from entrance. Pilot station located at Punta Gorda at 
distance of about 5 miles from port entrance. Distance from point where 
Pilot boards vessel to Darsena de Moa (pier) is about 4 miles; to Moa 
Anchorage about 2 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: Entrance channel 
to Moa is almost straight having two very slight turns, minimum depth 
on its course is 40 ft. and length and draft limitations to enter to or sail 
from this port are those imposed by Moa pier and inner harbour: 

Draft: Vessels drawing 28 ft. 6 in. can enter/sail at any tide, those 
drawing more than 28 ft. 6 in. up to 30 ft. only at high tide. 

Length: 500 ft. 

Channel bottom from its head up to the pier is as follows: From the 
head to Grande or Del Medio Shoal, coral and rocks; then up to 
Yaguasey Bay, coral and mud; and on its final stretch to the pier, hard 
red mud. 

Length of channel: 1,560 m.; minimum width 200 m. and maximum 
720 m. 

For both, Moa and Punta Gorda, entrance to or sailing from, can only 
be performed during daylight. 

As tidal currents average only 1.25 knots, and since the inner harbour 
is almost devoid of currents, it is not necessary to wait for slack water 
for entering, sailing or crossing the channels. 

Approaching the port of Moa, at both sides of port entrance, strings 
of breakwaters can be seen. 

Behind the Western side breakwater, Moa Grande Cay is conspicuous 
and a lighthouse rises at about the middle of its North coast. 
ANCHORAGES: Moa: Anchorage No. 1: Located Northward of Fabrica 
River and S.E. of Pt. Pajaros: Lat. 20° 40’ 38” N., Long. 74° 53’ 10” W. 

Minimum depth: 38 ft. Swinging area: 250 m. 

Anchorage No. 2: Located Northward of Fabrica River and South of the 
Eastern extreme of Moa Grande Cay: Lat. 20°40’ 35”N., Long. 
74° 53’ 28” W. 

Minimum depth: 37 ft. Swinging area: 250 m. 

Anchorage No. 3: Located N.W. of Del Medio Shoal: Lat. 20° 40’ 32” N., 
Long. 74° 54’ 04" W. 

Minimum depth: 68 ft. Swinging area: 300 m. 
Anchorage No. 4: Located Northward of 
Lat. 20° 40’ 43” N., Long. 74° 52’ 30” W. 

Minimum depth: 41 ft. Swinging area: 250 m. 

Although above anchorages are listed under the port of Moa, they 
can be used if necessary, for shipping or unloading cargoes destined 
to Punta Gorda. 

TIDAL VARIATION: Tidal variation at these ports averages 30 in. 
RADIO: There is a Government Radio Station at Moa. 

Vessels navigating to Cuba can communicate with Mambisas Moa 
through “CLA” Havana Radio Station and the message will be relayed 
to Moa by telegraph or telex. 

Masters must send their ETA messages to Moa or Punta Gorda, 
simultaneously to Mambisas Moa and Mambisas Habana. 

TUGS: Tug used at Moa for docking. Tug operated by Mining 
Enterprises. 

BERTHING: (a) Moa Pier (Also known as Moa Darsena): It is a solid 
concrete construction in an artificial inner harbour. Berthing length: 
308 ft. Max. length permitted to vessels: 500 ft. Draft: Vessels drawing 
28 ft. 6 in. can enter/sail at any tide, those drawing more than 28 ft. 6 in. 
up to 30 ft. only at high tide. 

Due to pier dimensions, only 4 hatches can be worked at a time, but 
despite above limitations, occasionally larger vessels have been 
operated. 

Cargo handled by this pier: Importation: Bulk sulphur, empty ore 
containers, occasionally general cargo. 

Exportation: Nickel and cobalt concentrate in containers and drums. 

Coastal trade: Discharge of fuel oil, diesel oil, kerosene, gasoline, 
sulphuric acid. 

Tanker Information: Mining Enterprise: Gasoline/kerosene: 
connection 6 in. diameter. Fuel oil: 4 connections 8 in. diameter. 
ICP: Gasoline/kerosene/diesel oil: one connection 6 in. diameter. 
(b) Coastal Trade Pier: \t is a small coastal pier for small vessels, located 
at the entrance of the inner harbour. Constructed of piles and filled with 

earth. 

Cargo handled by this pier: Coastal trade, general cargo. 

No cargo operations in the bay. 

STEVEDORES: Working Hours: Monday to Friday 0700 — 1100 hrs., 
1300 — 1700 hrs. Saturdays 0700 — 1100 hrs. 


Del Medio Shoal: 


one 
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EQUIPMENT: 1 shore crane 30 tons with 3 ton grab; 4 contact grabs; 
2 trucks 30 tons capacity each; 1 pay loader; 2 fork lift trucks; 1 stationary 
crane; 1 steel barge 500 tons capacity; 1 tugboat (2 diesel engines 
180 h.p. each). 

Loading/discharging operations: Raw material for the nickel plant is 
imported as well as fuel oil. Nickel concentrate is exported. 

Loading/discharging rate — Nickel (in containers): loaded at a rate of 
approximately 30 tons per hour-gang. 
MEDICAL: Industrial Hospital where crew members can be hospitalised. 
General Hospital at Baracoa. 
FRESH WATER: Delivery at rate of about 10 t.p.h. 
FUEL: Not available. 
REPAIRS: There are machine shops at nickel plant where small 
emergency repairs can be performed. 
AUTHORITY: Port Doctor, Customs and Port Captain Delegations at 
this sub-port. Immigration Delegate is the same one who attends vessels 
at Baracoa and other sub-ports. Vessels can proceed directly to Moa 
where they are cleared by Port Authorities. Means of transportation from 
Baracoa to Moa or other sub-ports are: air, launch and overland (jeep). 
Customs House inspectors travel from Moa to Baracoa. 

Baracoa to Moa about 32 miles distant. Following services used: by 
plane, 20 minutes; by launch, 6 hours; by jeep, 5 hours. Daily flights 
and regular bus services. 


AGENT: Empresa Consignataria Mambisa, Agencia Moa, Reparto 
“Rolo Monterrey” No. 163, Moa, Prov. de Oriente. Telephone: 7527 
(day) 7105 (night). Telex: 021123. Cable: Mambisas Moa. 


(b) SUB-PORT OF PUNTA GORDA: 20.38.30 N. 74.51.15 W. 

(See Plan) 
LOCATION: Punta Gorda is located at about 3.5 miles East of Moa and 
consists of an anchorage where loading is effected by means of barges. 
APPROACHES: Entrance channel to Punta Gorda is the same as for 
Moa, and once the first stretch of it up to Del Medio Shoal is sailed past, 
it turns to the East, following a winding course, having four turns. The 
turns themselves are difficult but what makes them really dangerous is 
the lack of proper buoying and navigational signals. 

Maximum width of channel is 300 m. and minimum 200 m. Maximum 
length and draft to enter to or sail from Punta Gorda are as follows: 
Length: 442 ft.; Draft: 28 ft. 

RESTRICTIONS: Vessels can enter only during daylight. 
PILOTAGE: Pilots board vessels at Moa port mouth. Pilot station located 
at Punta Gorda at a distance of about 5 miles from port mouth. 

Distance from point where Pilot boards vessels to the anchorage 
(loading place) is about 4.5 miles. 
ANCHORAGES: Located North of 
Pt. Yagrumage. 

TUGS: One tug which tows 1 or 2 barges as necessary. Work performed 
day and night. 

RADIO: Through Simon — Baracoa by Inalambrica (cable). 

LOADING: Punta Gorda Anchorage: Located North of Punta Gorda and 
East of Pt. Yagrumage: Lat. 20° 38’ 55” N., Long. 74° 51’ 13” W. 

Minimum depth: 31 ft. Max. draft allowed to vessels: 28 ft. Max. length 
allowed to vessels: 442 ft. Swinging area: 300 m. 

Vessels operating at Punta Gorda load their cargo by means of 
barges. 

Only cargo handled at this anchorage is loading of bulk refractory 
chromium. 

STEVEDORES: Chrome, at average loading rate of 1,000 tons (approx.) 
per day of 24 hours. Loading operations carried out at anchorage. There 
are 2 wooden barges 130 tons capacity each; 1 tugboat; 2 trucks 10 tons 
capacity each; 1 pay loader; 1 shore crane. 

MEDICAL: No hospital at Punta Gorda. Crew members can be attended 
to at Moa or Baracoa Hospital. 

FUEL/REPAIRS: Not available. 

FRESH WATER: No water available at anchorage but can be supplied 
at Moa Pier (Darsena). 

AUTHORITY: Customs Delegation at this sub-port. Vessels can proceed 
directly to Punta Gorda. Port Authorities from Baracoa travel to Punta 
Gorda for clearance. Moa Port Doctor clears vessels at Punta Gorda. 
From Baracoa to Punta Gorda, following ways of transportation used: 
air, launch and overland, which takes 20 minutes, 5 hours and 4.5 hours 
respectively. No regular transportation. 


AGENT: See “Moa”. 


Punta Gorda and East of 


CAIBARIEN: 22.32 N. 79.28 W. 


LOCATION: This port is located on the North coast of Cuba: 
Lat. 22° 32’ N., Long. 79° 28' W. 

Port operations are effected at Cay Frances Anchorage, 16 miles from 
the City of Caibarien. 

In rough weather, operations are generally suspended, because it is 
not possible for the lighters to remain alongside ship. 

In spite of the fact that all cargo operations are effected by lighterage, 

this port is most efficient and very often surpasses the cargo rates of 
other ports. 
PILOTAGE: Pilots board vessels 0.5 mile from Catalina buoy (entrance) 
of Cay Frances anchorage. Pilot station located at Cay Frances at place 
known as Punta del Asta. Usual means of communication is radio- 
telephone, which is available at Port Captain’s Office in Cay Frances, 
close to pilot station. Advice also given by motor-launch. 

Distance from point where Pilots board vessels to: 

Inner anchorage (La Caldera) — 2miles 

Outer anchorage (La Poza) — O05 mile 

Outer anchorage (Port Buoy) — at same place where Pilots 

board vessels. 
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ANCHORAGES: Cay Frances anchorage easily accessible, free oj 
shoals and reefs. Bottoms at anchorage “Caldera” and “Poza” are mug 
and sand. Bottom at third anchorage (port buoy anchorage) is stone 
but free of reefs. 

Cay Frances Light, group occulting white, visible 8 miles away, stands 
on an iron skeleton structure 36 ft. high, on the Western end of the Cay 

Vessels can enter or sail Cay Frances anchorage with any length ang 
with max. draft up to 35 ft. When vessels draw less than 20 ft. they 
proceed to inner anchorage (La Caldera): over 20 ft. and up to 26 ft. to 
the outer anchorage (La Poza); and those over 26 ft. proceed to thir 
anchorage (port buoy). 

Following regulations must be observed during vessels stay at Cay 
Frances Road: 

(1) Vessels arriving with draft of 19 ft. 6 in. or less: 

(a) All ships arriving with draft of 19 ft. 6in. or less must proceed 
to inner anchorage and remain in this anchorage until reaching 
draft of 20 ft. even keel. 

(b) Any Master refusing proceed to inner anchorage with draft of 
19 ft. 6 in. or less, incurs penalty of extra charge of about 7 cents 
on each bag of sugar delivered in port (payable to crew of sugar 
barges employed in transportation of cargo from shore 
warehouse to anchorage at Cay Frances). 

(2) Shifting or changes of anchorages: 

(a) Vessels must remain at place where official Pilot orders 
anchoring. 

(b) Not permitted to shift or change from place indicated by official 
Pilot of the port without authorisation from Custom House Officer. 
in-charge on board the vessel. All shifts and changes to be done 
only under supervision and command of local Pilot. 

(c) Master will notify Custom House Officer on board when 
shiftings or changes of anchorage places required. 

In event aforementioned orders not followed or observed by Ship’ 
Master and/or ship's officers, a penalty or fine minimum $500 (five 
hundred dollars) will be charged to the vessel, and will have to be paid 
by Master prior to departure from this port. Besides penalty, no cargo 
will be delivered to ship anchored in any other place, other than indicates 
by local Pilot. 

Tidal variation averages 2 ft. 

Vessels can enter during day and night-time. 

RADIO: Means of communications between Caibarien and Cay Frances 
is radiotelephony. 

Several tugboats operating at this port are also equipped with 
radiotelephony; likewise stevedores enterprise, Port Captaincy and the 
molasses reservoir (Ponton San Pascual). 

The official radiotelephony hours of communication are: 0800 — 0900, 
41100 — 1400 and 1600 hrs., but after these hours, other communications 
can be established, upon request. 

At Caibarien there are the following means of communication 

National wireless telegraphy, telegrams, long distance telephone anc 
Post Office. 

Mambisas Caibarien Agency is connected with the National Tele) 
System and this is the best means of communication with this port. 

Vessels navigating to Cuba can send their messages to Caibarier 
through “CLA” Havana Radio Station which relays the message 
promptly to Caibarien. 

Masters must send their ETA messages simultaneously to Mambisa’ 
Caibarien and Mambisas Havana. 

Pilot VHF works on Channel 16. 

TUGS/BARGES: It is not necessary to use tug for entering/sailing 
but following tugboats used for towing barges. 


Tug Name Length Speed a fs 
Gonzalez Lines 75ft. 8/9knots 250 
Cmdte. Fajordo 55 ft. 8/9knots 300 
Jose Marti 60 ft. 8/9knots 180 

BARGES: Following barges available: Capacity 
Capacity Approx. 
Name Bags Long Tons 

Transporte No. 1 2,860 328 
Transporte No. 4 2,860 328 
Transporte No. 3 2,860 328 
Transporte No. 8 2,860 328 
Transporte No. 10 2,860 328 
Transporte No. 11 2,860 328 
Patana Punta Alegre No. 1 2,860 328 
Patana Cadagua 2,860 328 
Patana Victoria 2,860 328 
Patana Americana No. 2 3,640 417 
Patana Miriam Lourdes 2,080 240 
Lanchon Antonio 2,080 240 
Lanchon Marcelo 2,080 240 
Lanchon Emilio 2,080 240 
Lanchon Armando 2,080 240 
Lanchon Dolores 1,040 120 
Lanchon Juanita 1,040 120 
Lanchon Laura 845 97 
Lanchon Marianela 845 97 
Lanchon Gloria 715 82 
Lanchon Elvira 680 78 

45,945 5,163 


STEVEDORES: Sugar working periods: Monday to Friday 0700! 
1100 hrs. and 1300 to 1700 hrs. Saturdays 0700 to 1100 hrs. Sunda) 
no work is performed unless urgent. 

Although bagged raw sugar is reported as an exportation product ¢ 
the port, for the last 2 years no sugar has been exported throug 
Caibarien. 

Loading rate: About 1,000 bags of raw sugar per gang-period. Ft 
each gang, not less than 1,950 bags are placed alongside vessel ® 
each 8 hours working period. 
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For vessel able to make faster reception, it is possible some days for 
about 3,000 bags to be loaded. 

Bags per sling: 5 bags per sling loaded. 

Work capacity: 2 vessels can be operated simultaneously. 

General cargo: Only empty jute bags imported and discharging rate 

x. 20 tons per gang hour. 

MEDICAL: There is a hospital at Caibarien for sick crew members. 
TANKERS: Only blackstrap molasses exported by this port. When 
tankers arrive drawing less than 20 ft. or in ballast, they dock at Pontoon 
or Hulk San Pascual, proceeding generally to complete at another port. 

On other occasions they are shifted from Pontoon (Hulk) San Pascual, 
to outer anchorage “La Poza’ where they complete cargo which is 
delivered by barges. 

Average pumping rate 55,000 gallons per hour. 
FUEL: No bunkers available. 
FRESH WATER: No water available. 
DUNNAGE: No wood available, paper available if requested well in 
advance. 
REPAIRS: Minor repairs only. Repair shops at Caibarien, but due to 
distance from Caibarien to Cay Frances, it is difficult and expensive to 
perform repairs. 
TRANSPORTATION: Transportation means to and from Caibarien are 
poor, although railroad and bus services are available. 

Best means of transportation is by train or bus to Santa Clara and 
from there transportation is available to any place or city. 
AUTHORITY: All port authorities located at Caibarien 16 miles from Cay 
Frances anchorage, where they travel by launch or motor-boat to clear 
vessels. 


AGENT: Empresa Consignataria Mambisa, Agency Caibarien, Avenida 
9 No. 601, Apartado No. 72, Caibarien, Prov. de Las Vilas. Telephone: 
3706 (office) 3859 (night). Telex: 041224. Cable: Mambisas Caibarien. 

As Caibarien has no air mail or air express service, all mail and parcels 
should be sent to the Havana main offices from where it will be relayed 
by the quickest means to Caibarien. 


CARDENAS: 23.03 N. 81.12 W. (See Plan) 


Cardenas is the Northernmost port of Cuba being in a large bay 
gmiles wide N.W. to S.W. and from 6 to 10 miles long from West to 
East. 

It is a shallow bay with muddy bottom. 

PILOTAGE: Pilots board vessels in vicinity of Cayo Piedras. 

Pilot station at Cardenas. Distance from where Pilot boards to the pier 
is 16 miles, and to Cayo Diana 6 miles. 

APPROACHES: Entrance to port is effected between Mono Cay and 
Piedras Cay. 

The channel head is located at a point almost equidistant to Blanco 
Cay and the end of Hicacos peninsula, but closer to the latter. 

It is an artificial channel but it has no narrowness and no turns. 

Its bottom is rock, sandy at the head and for the first mile, and muddy 
all the rest of its course. 

In front of the pier the channel opens in the shape of a funnel forming 
around it the inner harbour or basin. 

Approaching Cardenas, the most conspicuous points of visual 
orientation are: 

Piedras Cay lighthouse which stands 78 ft. above high tide, a stone 
cylindrical construction on a white building, its white light visible up to a 
distance of 14 miles. 

Southwestward of Piedras Cay the long ribbon of white sands of 
oe Beach can be seen, and in the background the hotels and 
uildings. 

To the S.E. Diana Cay lighthouse, a 38 ft. high metal tower and the 

String of cays such as: Chalupa, Romero, Blanco, etc. 
RESTRICTIONS: Considering that from the place where Pilots board 
the vessels up to the pier or vice-versa takes about 4 hours, including 
manoeuvres, vessels must commence manoeuvres to enter or sail from 
this port at least 3 hours before dusk. Vessels are allowed a maximum 
length of 560 ft., max. draft of 20 ft. 6 in. at any tide, and 22 ft. at high 
tide. Tidal variation averages 2 ft. 

In case of large vessels, it is necessary to wait for slack water for 
crossing the channel stretch known as Buba Channel, about 2 miles 
long, between Buba and Diana Cays. 

ANCHORAGES: Bay Anchorage No. 1: Located 1.25 miles Northward 
of pier, about a mile in extension and a draft of 15 ft. 

Bay Anchorage No. 2: Located 2 miles Northward of pier, about a mile 
'n extension and a draft of 15 ft. 

Poza Diana Cay Anchorage: Located about 7 miles from pier, about 
1.25 miles in extension, draft 30 ft. 

Los Meritos Anchorage: Located about 12 miles from pier, about 1 mile 
in extension, draft 23 ft. 

Piedras Cay Anchorage: Located 16 miles from pier in the open sea, 
unlimited swinging area, draft 40 ft. 

RADIO: Vessels navigating to Cuba can communicate with Mambisas 
Cardenas through “CLA” Havana Radio Station which immediately 
"lays the messages to Cardenas. 

While navigating in Cuban waters approaching Cardenas, vessels can 
communicate by radiotelephone with “CLW" Cardenas Radio Station 
on 2760 kHz. 

Masters must send their ETA messages simultaneously to Mambisas 
Cardenas and Mambisas Havana. 

TUGS: Normally tug not required to assist berthing, but when vessels 
Nave to berth head to shore, assistance of tug is necessary. 
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BERTHING: The only place of operation at Cardenas is its pier. 

It is of solid reinforced concrete construction having double standard 
railroad tracks along the length of pier, on each side. It is also well paved 
and trucking operations can be performed alone or in combination with 
railroad operation. 

Railroad cars do not interfere with cargo operations, as once emptied 
they can be carried out by shifting them to the second track or by going 
around the pier by the opposite side. 

Tankers discharging fuel can be operated at either side or at the pier 
head. 

There are 3 fresh water intakes on each side and one at the head of 
the pier. 

Pier is capable of operating 5 vessels at a time, that is: 4 regular size 
vessels, 2 at each side, and a tanker at the head. 

Both sides of pier are of equal length and have same facilities, being 
at the N.W. and the S.W. sides. 

Cardenas Pier: 

Length 319 m. (1,014 ft.), width 80 m. (262 ft.), draft alongside 24 ft. 
Max. draft allowed for vessels’ operations 20 ft.6in. at any tide, 
22 ft. at high tide. 

The dock has space to dock 4 vessels (2 at each side) and a small 
size vessel at the head of pier, but personnel available at present time 
is enough for working only 1 dry cargo vessel and a tanker vessel 
discharging fuel oil. Dredging of the port has recently been completed 
and there is a plan to increase port personnel 

No operations at bay or anchorage performed at this port. 
STEVEDORES: Export of refined sugar and alcohol. Port has the 
following auxiliary equipment: 1 shore crane, 3 fork lift trucks, 
4 conventional tractors, 3 rail tractors. 

Working periods: loading sugar from Monday to Friday 
0700-1100 hrs., 1300 — 1700hrs.; Saturday 0700 — 1100 hrs.; 
Sunday: no work performed. 

When vessel does not achieve daily rate during regular hours, work 
is carried out from 1900 to 2300 hrs. 

Raw sugar loading rate: about 1,138 bags (of the 220-pound type) 
loaded per 4 hours per gang. This is not a fixed rate but when exceeded 
stevedores to be paid extra. Bags per sling: 4 bags of raw sugar (of the 
220-pound type) loaded per sling. 

Refined sugar: about 2,500 bags (of the 100-pound type) or 2,272 
bags of 50 kilos, loaded per 4 hours per gang period. This is not a fixed 
rate, but when it is exceeded an additional payment must be made. 
Bags per sling: 12 bags (of the 50-kilo type and 100—pound type) loaded 
per sling. 

Bulk: Only grates are available for loading bulk sugar. 

MEDICAL: Cardenas General Hospital and a clinic. 
TANKERS: Discharge of fuel oil: There are 4 intakes at the pier: 

Two at North side, 1 at the head and 1 at South side. 

Pipe-lines 8 in. and all connections 6 in. in diameter. 

FRESH WATER: Pier has 7 water intakes connected to a water reservoir 
which is supplied by tank-trucks and/or railroad tank-cars. 

Delivery rate: 20 t.p.h. 

Daily delivery rate dependent upon transportation available. 

FUEL: Not available. 

REPAIRS: No repair shop at this port. 

DUNNAGE: No wood available. Paper available if requested well in 
advance. 

TRANSPORTATION: Transportation to and from Cardenas is good. 

To Havana there are scheduled bus departures about every 2 hours, 
to Varadero every 30 minutes, and also several departures to Sagua la 
Grande, Isabela and other nearby cities. 

AUTHORITY: All port authorities located at Custom House building. 


AGENT: Consignataria Mambisa, Agencia Cardenas, Calle 2 entre 
Cespedes y Ave. 2da., Apartado No. 2847, Cardenas, Prov. de 
Matanzas. Telephone: 306 (office); 4264 (night). Telex: 052168. 
Cables: Mambisas Cardenas. 

All urgent mail and parcels should be sent to our main offices at 
Havana from where it will be relayed to Cardenas by the quickest means 
possible to ensure prompt delivery. 

Ordinary and non-urgent mail or parcels can be sent directly to 
Mambisa’s Cardenas Office. 


CIENFUEGOS: 22.09 N. 80.27 W. (See Plan) 
(including sub-ports of Casilda (Port Trinidad) and Tunas 
de Zaza) 


LOCATION: Cienfuegos Bay, by its natural characteristics, offers ample 
protection for vessels within port premises. It is about 10 miles long, 
from North to South and 3 miles wide, from East to West, surrounded 
by high ground and mountains. 

The Coastal outline is rugged inside the bay, due to numerous points 
and creeks and at the widest part of the bay, to the N.W., is the city of 
Cienfuegos and some of the port's installations, and further, to the North 
of the city, the remainder and most modern of the port installations. 
PILOTAGE: The Pilot boards the vessel at 0.5 miles S.W. of Los 
Colorados lighthouse at the following geographical position: 

Lat. 22° 01' 33” N., Long. 80° 26’ 53” W. 

From this place to the different places of operation of the port there 
is a distance of 7 to 8 miles. 

Pilot station is located at Jagua Castle, on the West coast of the bay, 
just in front of and to the West of Pasa Caballos Point. 

Pilot service is available 24 hours daily and they have a 24 hours 
watch, and advice of arriving or sailing ships is announced by a 
semaphore station. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


ENTRANCE TO PORT/CONDITIONS: Entrance to port is performed by 
a channel which begins between the points of Los Colorados and 
Sabanilla and runs for 3 miles up to La Milpa Point. From La Milpa the 
channel continues toward the interior of the bay firstly by the South and 
afterwards by the West of Carenas Cay up to the General Anchorage. 

From the General Anchorage vessels can proceed either to the piers 
at the South of the port or to the North anchorage and the installations 
of the North Zone. 

The bottom of the channel is muddy and its various depths are as follows: 
From the head of the channel up to Las Milpas max. depth is 214 ft. at 
lighted buoy No. 3 and minimum of 68 ft. at the West of Pasa Caballos 
Point. 

From La Milpa up to General Anchorage minimum is 48 ft. and from 
then on up to the North Anchorage minimum of 40 ft. 

The channel has 2 sharp turns only, but adequate precautions must 
be taken when entering Cienfuegos harbour, always with Pilot on board, 
which is compulsory at all ports. The first turn of 68° is at Pasa Caballos 
Point and because this is the narrowest part of the channel where Tidal 
currents flow strongly, it is here where precautions should be exerted. 

The second turn of 98° is at West of Carenas Cay, but due to the 
width of the channel at this point and the fact that tidal currents have 
no great effect, manoeuvres are easier at this turn. 

No tugboat required for entering or sailing from this port and vessels 
with a length of 207 m. have entered without tugboat assistance but 
vessels from 207 m. up to a max. of 225 m. entering or sailing from 
Cienfuegos should take the following measures: 

Only during daylight hours, during slack water and the assistance of 
2 suitable tugboats. Vessels of 4,000 g.r.t. or larger can sail from the 
port only at slack water to avoid the risks of tidal currents at Pasa 
Caballos turn, but this measure does not apply to incoming vessels 
which can enter at any time. 

The port of Cienfuegos can be entered at day or night time. 

At the entrance to the port, at Los Colorados Point, there is a 
lighthouse also named Los Colorados which rises 83.1 ft. above high 
tide, located at Lat. 22° 02' 04” N., Long. 80° 26’ 29” W. 

The lighthouse is painted in a white-yellowish shade and flashes white 
light every 5 seconds visible 21.8 miles away. 

ANCHORAGES: The Bay of Cienfuegos has ample anchorage zones. 

The most important are: General anchorage at about the middle of 
the bay and North anchorage, at the North part of the bay. 

Regarding the capacity and conditions of Cienfuegos anchorages it 
can be said that they meet the requirements of the largest vessel which 
presently or in future could enter this port. 

North Anchorage: Located on the North part of the bay, at the Zone 
N.W. of the city and South of Tricontinental Pier and Ramirez Cove. 

This zone is located between: Lat. 22°09’ and 22° 09’ 30” N. and 
Long. 80° 28’ and 80° 28’ 30” West. 

Although the bottom is soft mud the anchors hold perfectly well and 
securely. 

Minimum depth of anchorage is 40 ft. and it can accommodate several 
large vessels with sufficient swinging area. Vessels anchor with 
3 shackles of chain. 

At this place vessels await berth, bunker or water, etc. and also can 
discharge or load by means of barges. 

General Anchorage: Located in the middie of the bay and covers a 
square space limited by Pt. Gorda and Jaragua Cove at the South and 
Pt. Majagua and Pt. Salinas at the North: . 

(Lat. 22° 07’ — 22° 08’ 15” N., Long. 80° 27’ 15” — 80° 28’ W.). 

Minimum depth is 48 ft. Bottom is soft mud but in spite of this anchors 
hold well and securely. Usually vessels anchor with 3 shackles of chain. 

At this anchorage vessels await berth, bunker, water, provisions, etc. 
and also can discharge or load by means of barges. 


Quarantine and Explosives Anchorage: Located at 0.5 mile off Pt. Barril. 


As indicated by its name, this anchorage is used in case of quarantine 
to vessel or when carrying explosive cargo. The bottom is soft mud 
rae a depth of 50 ft. Vessels anchor at this anchorage with 3 shackles 
of chain. 

ICP Submarine Pipe-line Anchorage (Formerly Standard Anchorage): 
Located on the West side of Pt. Majagua. 

The submarine pipe-line is 2,900 ft. long from the intake up to the 
deposit tanks, 12 in. in diameter. The connection is 8 in. in diameter. 

Vessels berth to 3 mooring buoys aft, using both anchors. Minimum 
depth at this place is 58 ft. 

The only product handled is fuel oil, which averages a rate of discharge 
of 420 metric t.p.h. 

Berthing operation performed only during daylight hours. 

Fertilisers Plant Submarine Pipe-line Anchorage: Located at the South 
of Ramirez Cove. 

A fuel oil pipe-line 2,310 m. long, 16 in. in diameter with a 10 in. 
connection. The naphtha pipe-line is 10 in. in diameter with a 10 in. 
connection. 

Vessels berth to 3 mooring buoys aft and use starboard anchor of the 
ship. The official draft is 31 ft. even keel. The bottom is soft mud. 

Vessels discharging naphtha must pump, after discharging same, 
about 200 tons of fresh water. Water must be taken at prior ports of call 
as delay may result to vessel if Cienfuegos water barge is not able to 
supply the water. 

Average rates of discharge are: 

Naphtha: 400 t.p.h. 

Fuel oil: 450 t.p.h. 

Berthing operation to this place performed only during daylight. 
Thermoelectric Plant Submarine Pipe-line Anchorage: Located on the 
North side of the North Anchorage. 

Pipe-line is 14 in. in diameter and 6 in. connection. 

Vessels berth to 3 mooring buoys aft and to another mooring buoy at 
the po side forward and use the starboard side anchor. Minimum depth 
is 38 ft. 

Only product handled is fuel oil which can be discharged at an average 
rate of 500 t.p.h. 

Berthing operation can be performed only during daylight hours. 
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MAX. SIZE: Max. length with which vessels can enter port is 700 ft. wit, 
draft up to 37 ft. making use of the best conditions, such as slack wate, 
and daylight. Tidal variation about 1 ft. 6 in. 

RADIO: Vessels navigating toward Cuba can communicate wit 
Mambisas Cienfuegos Agency through “CLA” Havana radio station 
which relays the message to Cienfuegos immediately. 

When navigating in Cuban waters and nearing Cienfuegos, vessels 
can communicate directly through “CLC” Cienfuegos radio station which 
immediately informs Mambisas Cienfuegos Agency of any messag 
received and the Agency can answer through “CLC”, which also have 
radiotelephony system. 

Masters must send their ETA messages simultaneously on VHf 
Channel 16 to Mambisas Cienfuegos and Mambisas Havana. 

There is complete telephone service: Local, long distance ang 
International. 

RCA System radiograms have national and international service. 

There are also the Wireless Service, Government Public Telegrap} 
Service and Post Office. 

Our Agency can communicate with Havana and the rest of the part 
by telex, this service being the most reliable and quickest of the mean 
of communication. 

Cienfuegos telex number is 042118, 042109. 


BERTHING: 
Draft in ft. 
Fore Aft 
Tricontinental Pier: East Side (Bulk Sugar) 32 33 
West Side (General Cargo) 26 28 
Pablo E. Guzman Pier: West Side (Discharge of 
clean petroleum products) 27 30 
East Side: Out of use 
Molasses Terminal: Loading of molasses 33 33 
ICP Submarine Pipe-line: Discharge of Fuel Oil 58 58 
Olimpia Medina Pier: General Cargo 24.5 255 


Fertilisers Plant Submarine Pipe-lines: 
Discharge of Naphtha & Fuel Oil 31 31 
Thermoelectric Plant Submarine Pipe-line: 


Discharge of Fuel Oil 38 38 
North Anchorage: Discharge/Loading of 

General Cargo 40 40 
General Anchorage: Discharge/Loading of 

General Cargo 48 48 
Quarantine and Explosives Anchorage: 50 50 


Tricontinental Pier: Located on the North coast of the bay, at the We 
of Manaca Cove, in front of the city of Cienfuegos. 

It is a solid construction of reinforced concrete, 206 m. (676 ft.) lor 
and 43 m. (141 ft.) wide. The East side of the pier is specially conditions 
for loading bulk raw sugar and has 2 cranes, mounted on rails, that n 
along the length of pier, each capable of loading 600 tonnes/p.h. 

Although the length of the pier is 206 m., at the East side the berthir 
length is only 165 m., because at the shore end there are 2 resti 
bases for the cranes, where they remain when idle. 

In direct line with the pier is the parabolical warehouse, which 
capable of holding 90,000 tonnes of bulk raw sugar. Next to it is f 
receiving station of the plant, where a continuous flow of railroad hopp 
cars discharge the sugar coming from many sugar mills in Las Vill 
and Matanzas provinces. 

The West side of the pier is being used as a general cargo dischargi 
berth, but the future planning for this side is for discharge of bulk whe 
to supply the flour mill, now under construction. 

Tricontinental Pier 
East Side: 

Berthing length: 542 ft., overall length: 666 ft. 

Max. length of vessel to dock and operate: 615 ft. 

Drafts: 32 ft. fore, 33 ft. aft. 

Cargo handled this side: Loading of bulk raw sugar. 

Fresh water available by pipe-line. 

West Side: 

Overall and berthing length: 666 ft. 

Draft: 26 ft. fore, 28 ft. aft. 

Cargo handled this side: Discharge and loading of general cargo. 

Fresh water available by pipe-line. 

Docking to this pier can be effected either in day or night-ti 

because it is well lit. 

All operations, except loading bulk raw sugar, must be effected 
means of trucks because although railroad tracks reach the shore e 
of pier, there are no tracks alongside. 

Vessels nominated to load bulk raw sugar at Cienfuegos, must arn 
at Tricontinental Pier clean and ready to load and any undesiral 
dunnage material must be discharged at other ports or piers, due tot 
fact that it has only sufficient personnel to attend the mechanical load 
and there are no stevedores available. 

Pablo E. Guzman Pier (Formerly Ferrocarril Pier): Located on the N. 
side of the city, between Pt. Arenas and Pt. Verde. 

It is only used to discharge clean petroleum products and for supply! 
diesel oil bunker to vessels. 

It is of steel and concrete construction with rubber and wood fende 

Fixed light at pier permits night docking. 

The bottom at both sides of pier is soft mud. 

West Side: 

Length: 300 ft. 

Vessel’s max. length for docking: 610 ft. 

Width: 73 ft. 

Draft: 27 ft. fore, 30 ft. aft. 

Cargo handled by this side: Discharge of diesel oil, kerosene @ 

gasoline*. Connection diameter: 8 in. 

Discharging rate: About 400 t.p.h. 

*Although three different products are discharged, only one can 
discharged at a time, as there is only one pipe-line to shore tanks. 
East Side: Out of use. 
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Olimpia Medina Pier (Formerly Cacicedo Pier): Located on the South 
side of the city at Marsillan Cove. 

Only one vessel can be worked, being of concrete construction with 
wooden/rubber fenders. The fenders are going to be replaced as at the 
present they are not suitable. 

it has a fixed bearing light in order to dock vessels at night. 

Cargoes can be handled either by trucks or railroad as the place is 

ved and has railroad tracks alongside. 

Length: 383 ft. Width: 45 ft. 

Draft: 24 ft. 6 in. fore, 25 ft. 6 in. aft. 

The bottom alongside pier is soft mud. 

Operations performed at this pier are usually loading or discharge of 

neral cargo. Also see “Anchorages”’. 

TEVEDORES: Mondays to Fridays: 0700 — 1100hrs., 
1700 hrs. Saturdays: 0700 — 1100 hrs. 

Although the above are the official working hours of the port of 
Cienfuegos, frequently 3 shifts of 8 hours each are worked, commencing 
at 0640 hrs. Also on Sundays a shift is worked from 0640 to 1100 hrs. 
This is done whenever all conditions, including personnel and weather, 
are favourable. 

The port can operate 9 ships simultaneously as follows: 

1 Loading bulk raw sugar. 

2 Loading or discharging general cargo (docked). 

1 Loading or discharging general cargo (on anchorage). 

1 Loading molasses. 

4 Tanker vessels discharging petroleum products. 

Through this port all kinds of cargoes are imported with the exception 
of bulk wheat and bulk fertilisers. 

Exports: Bulk raw sugar, molasses and occasionally general cargo. 

Coastal trade consists mainly of discharge of petroleum products, and 
other kinds of coastal trade cargoes are seldom handled by this port. 

The following equipment is owned and operated by the port: 

4 Tugboats: 2150 h.p., 1x 168 h.p., 1x 120 h.p. 

8 Cargo Barges: 3x 100 tons, 3 130 tons, 1150 tons, 1180 tons. 

1 Fuel Oil Barge: 240 tons. 

1 Water Barge: 200 tons. 

1 Floating Crane: 35 tons. 

All bulk raw sugar is shipped by the Bulk Raw Sugar Shipping Plant 
by means of modern mechanical equipment and bulk raw sugar ex-bags 
is not shipped through this port. 

MEDICAL: Two hospitals, General Hospital and Mutualist Clinic 
(formerly Sanatorio de la Colonia Espanola), where sick crew members 
can be hospitalised. 

TANKERS: Molasses Terminal Berth (Formerly Naticorp Pier): Located 
on the West coast of Pt. Majagua, this installation consists of a wooden 
narrow passage 1,804 ft. long ending at a steel platform along which 
runs the pipe-lines, one 16 in. and other 12 in., and a catwalk. 

Loading of molasses is performed through three connections, 
diameter 8 in. each, but in the near future they are going to be replaced 
by 10 in. diameter connections. 

Docking can be effected only during daylight hours. 

Vessels berth to 4 solid dolphins, 2 mooring buoys aft, and 2 fore, 
across the head of the installation. 

Draft: 33 ft. even keel (not official)(t). 

Max. length: 610 ft., Loading rate: 350 t.p.h. 

(t)This place has been dredged recently (Former draft 30 ft. — 

30 ft. 6 in.) but new official draft has not been released at the moment 
of publication, and mentioned draft is only the result shown by previous 
experience. Also see “Anchorages”. 
FRESH WATER: (Potable or for Boilers): Delivered by means of barge, 
capacity 200 tons, which at the present time is in bad condition, having 
frequent breakdowns and is often out of operation. It is going to be 
replaced, but until such time water delivery by barge must be considered 
as only a possibility, not to be depended upon, so it is unreliable. 

Water can be obtained at either side of Tricontinental Pier at an 
average rate of 10 t.p.h. 

FUEL: Regular bunkers can be obtained at this port (whatever type of 
oe or fuel oil may be stored in the shore tanks at the time of 
elivery). 

Fuel oil is supplied to vessels by means of barge, capacity 240 tons 
which is towed to the place where ship is operating or berthed. 

Diesel oil is supplied by docking at pier, by pipe-line. 

lf any tanker vessel is operating at “Pablo E. Guzman’ pier, delivery 
must wait until tanker finishes operations and leaves pier. 

Mixtures of fuel and diesel oil, IFO, (intermediate fuel oil), cannot be 
obtained at this port. 

DUNNAGE: This port has conditions and facilities to supply dunnage 
materials, but specially in the case of wood dunnage, requisition must 
be placed at least 5 days before delivery date. 

REPAIRS: Repair shop available, but can only carry out winch repairs 
and other light work. 
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SHIPMASTER’S REPORT: May 1979. 

locuments: 

1 Copy Maritime Declaration of Health. 

1 Copy Clearance from Previous Port. 

Derat Certificate or Exemption. 

1 Copy Cargo or Ballast Manifest. 

10 Copies Crew Lists. 

5 Copies Personal Effects (including new clothing). All individual 
Crew Lists must have Christian names as well as Surnames — 
initials not sufficient. 

3 Copies Provisions Lists. Meats and weights to be separated by 
Countries i.e. Beef (Argentina) 200 Ibs., Beef (U.K.) 400 Ibs., etc. 

4 Copies Stores Lists. 

1 Copy Vaccination List. Apparently no vaccination necessary for Cuba. 

4 Copies Currency Lists. All currency placed in Master's safe together 
with jewellery, valuables etc., and sealed. 

(is Crew only allowed: 1 watch, 1 radio, 1 tape-recorder and 

| Cassettes, remainder to be bonded. 
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Officials: On arrival ship is boarded by Doctor who gives pratique, 
after which ship is boarded and sealed by Customs and Immigration. 
After this the Customs Control Board, and the ship is searched from 
stem to stern. 

There is also a search when the ship sails although the search is not 
so thorough and they only seem to be looking for stowaways. 

Meat and fish room are sealed throughout stay but sanitary inspectors 
board every day (and charge 5 pesos per visit) to take out sufficient 
selected stores for the day. 

Pilotage: Compulsory. 

Anchorage: Safe anchorage inside the bay only. Outside the entrance 
the water is too deep. There is sufficient room for anchorage of 
15 vessels. Depth 8 fathoms. The bottom is soft mud which gives very 
good holding ground. 

Restrictions: There is a whirlpool in the entrance at “Pasa Caballos 
Turn” at various states of the tide when navigation is not possible during 
a rising tide. Sailing is only possible between HW and LW when the tide 
is ebbing. 

Max. Size: Max. permissible draft 38 ft., tidal range about 1.5 ft., 
max. LOA 207 m. 

Radio: The radio room is sealed throughout the stay. 

VHF: VHF Radio in Pilots and Agents office. The Pilots all seem to speak 
English. There is no VHF on pilot launches, they were expecting new sets. 
Tugs: One tug available, 1,200 h.p. 

Berthing: Tricontinental East Pier: Max. draft 31 ft. forward, 33 ft. aft. 
However the berth is being dredged to 38 ft. Max. LOA 200 m. Length 
of pier 555 ft. Tidal range approximately 1.5 ft. Density 1022. 

Vessel loaded bulk sugar and with full ballast (except No. 3 deep tank) 
vessel had 5 ft. clearance at the ship's side rail. 

Bulk sugar loaded from conveyor belt on the shore which is said to 
have a very accurate weightometer incorporated. 

Loading rate with one loader 400 tonnes p.h. and with two loaders 
1,000 tonnes p.h. 

The warehouse on the quay is said to hold 30,000 tonnes. 

Work carried out throughout 24 hours. 

The stowage factor of the bulk raw sugar was 43.8 cu. ft./metric tonne. 

The berth is very well fendered, however the after mooring points 
were poor. 

Fuel: Available. Grade not known. 

Fresh Water: Available. Rate 10 t.p.h. Also available by water barge. 
Medical: Two hospitals and doctor available. Vaccinations by the port 
doctor were said to be free but ship was charged by the Agents. 
Repairs: Engine work can be done with permission for immobilisation. 
Repatriation: Possible. 

Shore Leave: Shore pass not to be in any way defaced or shore leave 
for that person will be stopped. Ship's pass and Seaman's Discharge 
Book is handed to guard at bottom of gangway who issues another 
pass. This has to be exchanged for another pass further up the dock 
where all money is counted, all valuables are written on pass, time 
ashore is entered on pass and then one is free to proceed to the town 
by bus. There is no seaman’s mission or any places of recreation, etc. 

The same procedure has to be gone through on the return to the 
vessel. 

General: The spare propeller must be sighted before loading can 
commence. 

Flags: Courtesy flag must be higher than house flag. 

Lifeboat: Lifeboats can be swung out. 

Painting: Punt can be used for shipside painting. 

Stores: Fruit and eggs very cheap and plentiful and of good quality. 

Refuse: Garbage must be in covered containers which are sprayed 
together with the ship's fridges, storerooms, galley and pantries on 
vessel's arrival. 

Ratguards: Ratguards must be on all ropes throughout vessel's stay 
and must not be allowed to fall or blow off or vessel is fined. Many rats 
were seen in the dock area. 


AUTHORITIES: All port authorities are located at port of Cienfuegos. 

From Cienfuegos to Casilda and Tunas de Zaza, following 
transportation can be used: railroad, trucks, barges. 

It takes from 2 to 5 hours, according to transport conditions, to travel 
from Cienfuegos to Casilda or Tunas de Zaza. 

Distance, by sea, from Cienfuegos to Casilda 45 miles; to Tunas de 
Zaza 80 miles. Suggested that railroad or highway be used to travel 
from Cienfuegos to Casilda or Tunas de Zaza. There is daily omnibus 
and auto service from Cienfuegos to Casilda and Tunas de Zaza. 

There is a daily flight Havana — Cienfuegos which arrives at 
Cienfuegos around 1130 hrs. and departs for Havana at about 1200 hrs. 

Also a daily departure of passenger railroad service Cienfuegos — Havana. 

Bus line Cienfuegos — Havana has scheduled departures every 2 hours. 

Other bus lines have excellent service to Camaguey, Santa Clara and 
other cities. 

Taxi service is available to any point within city limits or to any place 
or city and should be requested to our Cienfuegos Agency. 


AGENT: Empresa Consignatarias Mambisas, Agencia Cienfuegos, 
Avenida 50 No. 2712, POB 420. Tel. 5718 — 6422 (Night: 6715). 
Telex: 042118, 042109. Cables: “Mambisas Cienfuegos”. 

Recommended that all correspondence or instructions be sent through 
Havana main office. Cienfuegos Agency attends ships that operate at 
Casilda and Tunas de Zaza. For any information concerning vessels 
operating at these sub-ports, Cienfuegos Agency should be contacted. 

Mail should be sent by airmail, parcels and spare parts by air express. 

Any mail or parcels received at Havana by our Main Office, destination 
Cienfuegos, are sent daily by air express to Cienfuegos Agency, which 
use the same method from Cienfuegos to Havana. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


(a) SUB-PORT OF CASILDA: 21.45 N. 79.59 W. (See Plan) 
LOCATION: The Port of Casilda is located on the South coast of Cuba. 
Lat. 21° 45' N., Long. 79° 59’ W. 

This is the shipping port for Trinidad, distance 3 miles from Casilda. 

The town of Casilda and the port are situated on the North shore of 
a safe, landlocked small bay, shoal over its greater part. 

PILOTAGE: Vessels should pick up Pilots at Cayo Blanco. Distance 
from point where Pilot boards vessels to pier is 9 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: Jobabo channel! 
is the main entrance to this port and runs East of Blanco Cay. 

Channel bottom is soft mud and on its course has a difficult "S" shape 
turn where precautions should be taken, nevertheless tugboat is not 
required for entering or sailing manoeuvres. 

Entrance to port can be effected only during daylight hours and 
Masters must take notice that if vessel arrives before daybreak and Pilot 
is required in order to anchor and wait for daylight, an extra charge will 
be incurred. 

In the same manner, if vessel arrives at dusk, it is probable that she 
cannot enter port, because docking must take place during daylight 


hours. 

ANCHORAGES: The port has several anchorages, such as: “La Poza”, 
located at bay, 17 ft. draft; “Bajo del Medio”, an area 2.5 square miles, 
draft 25 ft.; “Jobabo" 26 ft. draft. 

Also N.E. of Blanco Cay there are anchorage areas, having 40 ft. 
draft, and more. 

MAX. SIZE: Vessels can enter and sail with max. draft of 25 ft. and 
length up to 565 ft. Tidal variation about 2 ft. 

RADIO: Vessels navigating to Cuba can send their messages via “CLA” 
Havana Radio Station, which immediately relays the message to our 
Cienfuegos Agency. 

While navigating in Cuban waters, Masters can contact “CLC” 
Cienfuegos Radio Coastal Network, which also relays the messages 
promptly to Cienfuegos Agency, and can answer them by the same 
system. 

Station “CLC” also has radiotelephony. 

Masters must send their ETA messages simultaneously to Mambisas 
Cienfuegos and Mambisas Havana. 

TUGS: None. 
BERTHING: Casilda Pier is built in the shape of an “L” the upright part 
of the “L” being the West side and the inferior part the South side. 

Vessels docked at pier can be supplied limited quantities of fresh water 
and also, if necessary, electric power 110/220/440 volts. 

Pier has railroad tracks along its length and at the paved West side 
trucking operations can be effected. 

South side is not paved and is mostly used for operating tankers. 
Coastal Pier No. 1: (East Side): 

Length: 520 ft. Max. length permitted: 565 ft. Draft: 25 ft. 

Cargoes handled on this side: 

Importation: General cargo, wood pulp, lumber, caustic soda, etc. 

Exportation: Bagged refined and raw sugar. 

Coastal Trade: Occasionally general cargo. 

Docking only during daylight hours. 

Coastal Pier No. 2: (South Side): 

Length: 390 ft. Max. length permitted: 565 ft. Draft. 25 ft. 

Cargoes handled by this side: 

Importation: Fuel oil and crude oil, and occasionally diese! oil. 

Exportation: Alcohol. 

Coastal Trade: Fuel oil and crude oil, and occasionally diesel oil. 

Two vessels can operate simultaneously at Casilda: 

One at the West side of pier loading sugar or discharging dry cargo, 
and another at the South side discharging petroleum products or loading 
alcohol. 

During dry spells it is possible to operate 2 dry cargo vessels, one on 
each side of pier, but this is not advisable as both vessels will be worked 
at half capacity because of limit of labour. 

No operations at bay or anchorage performed at Casilda. 
STEVEDORES: Working periods: 

Monday to Friday 0600-1000 hrs., 1200-1600 hrs.; Saturday 0600- 
1000 hrs., 1200-1600 hrs.; Sunday when necessary, same periods. 

Raw sugar loading rate: 1,200 sugar bags, loaded per gang per day. 
Bags per sling: 6 sugar bags per sling. Operation capacity: only one 
vessel can operate. 

Refined sugar loading rate: 1,500 bags per gang per day. Bags per 
sling: 12 bags loaded per sling. 

Shore crane: No shore crane available. 

Bulk sugar equipment: no bulk sugar equipment available. 

Warehouses: 2 warehouses with capacity for storage of 70,000 bags 
of sugar. No. 1 (at the pier) 40,000 bags (250 Ib.). No. 2 (at the Real 
Street) 30,000 bags. 

TANKERS: Fuel/Crude Oil: 18 in. diameter. 

Diesel Oil: 1x6 in. diameter. 

Alcohol: 1x5 in. diameter. 

Also see “Berthing”. 

MEDICAL: Sick crew members can be sent to General Hospital. 
FUEL/REPAIRS: Not available. 
FRESH WATER: Vessels can be supplied with fresh water, delivered 


by means of electric turbine at the pier. Delivered at average of 30 t.p.h. 


DUNNAGE: Wood dunnage is not available at Casilda. Paper dunnage 
is available if requested well in advance as there is a small stock in the 
port, and if vessel’s requisition exceeds port's stock, difference can be 
brought from the paper mill nearby. 
TRANSPORTATION: Transportation to or from Casilda is difficult. 
Railroad system connects Casilda with Trinidad continuing to Cumbre, 
where it joins the Central railroad system, or to the city of Placetas, 
located on the Central highway system. From Cumbre railroad travel is 
available to any place in Cuba, likewise at Placetas by road. 
There are also roads to Cienfuegos and Sancti Spiritus. 
AUTHORITIES: Port Captain, Custom Authorities and Port Doctor travel 
from Trinidad to Casilda. 
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AGENT: If any information required regarding ships operating at Casilda 
Cienfuegos Agency should be contacted. Agent in the port available 
but difficult to contact. Telephone number 2077. 

Crew mail or any other mail should be sent to Havana main office 
from where it is sent to Cienfuegos. 


(b) SUB-PORT OF TUNAS DE ZAZA: 21.37 N. 79.32 W. (See Plan) 
LOCATION: Seaport of Sancti Spiritus. Port lies about 1.25 miles North 
of Point Ladrillo. 

PILOTAGE: Pilot may board vessels either at Breton Channel or Tunas 
Channel. 

Distance from point where Pilot boards vessel entering through Breton 

Channel to Tunas de Zaza anchorage is 8 miles. From place where 
Pilot boards vessel entering through Tunas Channel is 1.5 miles. Pilg, 
station for Tunas Channel, located at Cayo Zaza de Fuera. For Breton 
Channel, entrance of Breton, that is, 8 miles from anchorage. 
MAX. SIZE: Two channel entrances for this port; one through Breto, 
Channel, which is with turns, but not dangerous. Vessels can enter o 
sail through this channel drawing up to 29 ft. The other one through 
Tunas Channel, has no turns. Vessels can enter and sail through this 
channel, drawing up to 22 ft. No length restrictions. 

Tidal variation 1 ft. 6 in. Vessels can enter day and night. 

RADIO: Via Radio Havana, for relay through Cienfuegos Agency. 
TUGS: 3 tugs: Arturo, Don Juan, and Tuinicu, which tow up to 6 barges 
BERTHING: All operations are effected at anchorages. 

Inner Anchorage: Located about 1.25 miles South-Westward of the 
town. Draft: From 24 ft. to 27 ft. Soft mud bottom. 

Outer Anchorage: Located South of Pt. Ladrillos. Draft: 30 ft. (load onjy 
up to 29 ft.). Soft mud bottom. 

Only one vessel at a time can be handled. 

There are 9 barges available for loading sugar with total loading 
capacity of 7,500 bags. Sugar loading rate: 1,500 bags per gang daily 
Bags per sling: 6 sugar bags loaded per sling. 

Bulk sugar equipment: None. 

STEVEDORES: Working periods — loading sugar: Monday to Frida) 

0600-1000 hrs., 1200-1600 hrs.; Saturday 0600-1100hrs., 1200 

1600 hrs.; Sunday: when necessary. 

2 an For sick crew members, there is a general hospital at Sanc 
piritus. 

FUEL/REPAIRS: None. 

FRESH WATER: No water available. 

DUNNAGE: None. 

TRANSPORTATION: There are two daily car services, and also roat 

transportation is possible by bus but car service is preferable. 

AUTHORITIES: There are Custom House and Captain of the Por 

Delegations at this sub-port. Customs also acts for Immigration. Por 

Doctor located at Zaza del Medio. 

Vessels can proceed directly to this sub-port where they are visited 
by port authorities. Means of transportation used by port authorities t 
give entry is by launch service. 

At this sub-port Custom House and Captain of the Port hav 
delegations, but not port Doctor. 


AGENT: Vessels operating at this sub-port are attended by personne 
from Cienfuegos Agency. 
Mail should be sent to Havana for forwarding to Tunas de Zaza. 


GUANTANAMO: 19.59 N. 75.10 W. (See Plan 


LOCATION: Guantanamo is an ample, sheltered, landlocked bay of # 
approximate extension of 11 miles. 

The mouth of the port is formed by 2 points: Point Leeward on the 
West side and Point Windward on the East side. Point Windward § 
round shaped, drab olive coloured and with arid cliffs, where, on a gre 
painted building is located a lighthouse, the white light of which flashe: 
twice every 20 seconds and is visible up to a distance of 26 miles. Poir 
Leeward is low, having a landing field. 

For description purposes, Guantanamo Bay may be divided into whé 
could be considered outer harbour and inner harbour. The outer harbov 
is rugged having a number of creeks with several cays, mostly in th 
centre. This outer harbour is almost entirely occupied by the Unite 
States of America Naval Base and it is convenient to make clear thé 
the merchant vessels nominated for operations at Boqueron, located’ 
the inner harbour, do not need any permit or authorisation of said Navé 
Base. 

The inner harbour is most ample, practically free of cays and widenitt 
out forms 2 bays, separated by Point Manati. The bay located at th 
N.E. is known as Joa Bay. 

Guantanamo City is located at a distance of 23 km. inland, in the mo 
important coffee-growing district of Cuba. 

Guaso River flows into the Northwestern extreme of Guantanamo B# 
and Guantanamo River at St. Nicolas Point. 

PILOTAGE: Pilots board vessels at distance of 1 mile from Buoy No 
at port entrance. 

Distance from where Pilots board vessels to: General anchorag 
7.5 miles. “Boqueron” Pier: 7 miles. 

APPROACHES: Wide entrance channel with mud bottom and free fro! 
navigational hazards. 

ANCHORAGES: Max. draft 25 ft. to 27 ft. Swinging area 400 m. 
MAX. SIZE: Vessels can enter with max. draft up to 19 ft. and leng 
610 ft. (tankers), 500 ft. (cargo vessels). Tidal variation is from 1.5 ft! 
2.5 ft. depending on season. 
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RADIO: Vessels navigating toward Cuba can communicate with 
Mambisas Caimanera Agency through “CLA” Station at Havana and 
the message will be relayed to Caimanera by telegraph service. 

Masters must send their ETA messages simultaneously to Mambisas 
Caimanera and Mambisas Havana. 

At Caimanera there are the following services: 

Telephone, local and long distance, telegraph and Post Office. 

There is no telephone communication between Caimanera and 

eron. 
VHF: Caimanera Terminals on Channels 16, 12 and 71. 
TUGS: Not available. 
BERTHING: The pier is a solid concrete construction 504 ft. long and 
ft. wide. 
On the pier run 4 railway tracks of standard gauge. 

Molasses is loaded at the North side only, but sugar can be loaded 
at both sides of the pier. 

Although the draft at either side of pier is 22 ft., vessels load only up 
to 19 ft., owing to the draft of the port channel. 

Boqueron Pier: 
(a) North Side: 
Length: 504 ft. Draft: 22 ft. 
Cargo handled: Molasses and bagged raw sugar. 
(b) South Side: 
Length: 504 ft. Draft 22 ft. 

Cargo handled: Bulk raw sugar. 

Two vessels can operate simultaneously: 

A tanker loading molasses at the North side of the pier, and another 
vessel loading sugar at the South side. 

STEVEDORES: Sugar and molasses loading operations are carried out 
at this port. 

Working periods loading raw sugar: From Monday to Friday 0700- 
1100 hrs., 1300-1700 hrs.; at night time whenever necessary. Saturday 
0700-1100 hrs.; at night time whenever necessary. Sunday: above- 
mentioned periods, whenever necessary. 

Bagged sugar loading: 780 bags loaded per gang-period. Sugar bags 
per sling: 4 sugar bags per sling. 

Capacity: Two vessels can load simultaneously at Boqueron Pier. 
Raw sugar in bulk: Four complete sets of machines and 10 grates. 
MEDICAL: At Caimanera there is a modern hospital equipped for both 
medical and dental services, where crew members are attended when 

required. 

In serious Cases or when highly specialised medical care is required, 
the patients are sent by ambulance to Guantanamo Regional Hospital. 
TANKERS: Molasses pumping rate average of about 35,000 gallons 
per hour. 

FRESH WATER: Can only be supplied by Boqueron Pier through 2.5 in. 
pipe-line. Delivery rate is 10 t.p.h. Vessel must furnish hoses. 
FUEL/REPAIRS: Not available. 
TRANSPORTATION: Transportation between 
Boqueron is effected only by means of launches. 

Distance between Caimanera and Boqueron is 1.5 miles. 

From Caimanera to Guantanamo, travelling could be effected either 
by railroad or paved highway and for both routes the distance is 23 km. 

There are 3 daily scheduled trains and 14 modern bus departures, 
travelling time being approximately 40 minutes. 

From Guantanamo to Havana there is a scheduled bus service with 
several departures daily. Travelling time from Guantanamo to Havana 
by bus is 16 hours. Also there is a daily departure at 1230 hrs. of an 
airway service Guatanamo/Santiago/Havana. 

There is a very efficient service of minibuses for the transportation of 
travellers to and from the airport. 

From Guantanamo to Santiago de Cuba there is also bus service with 

several departures daily, travelling time being 2 hours. 
DUNNAGE: Although dunnage materials can be obtained at 
Guantanamo, if possible, it is preferable that vessel arrives supplied with 
same, because sometimes the requisition of the vessel may be higher 
than the port stock, and that could mean delays. 

Whenever necessary to request dunnage materials at this port, the 
po ap should be made not less than 5 days in advance of vessel's 
arrival. 

AUTHORITY: All Port Authorities are located at Caimanera where 
Mambisas Agency Office also is located. Caimanera lies across the bay, 
just in front of Boqueron Pier, at a distance of 1.5 miles. 


AGENT: Empresa Consignataria Mambisa, Linea No. 9 entre Marina y 
Correos, Apartado No. 5, Caimanera, Guantanamo, Prov. de Oriente. 
Telephone: 9186, 99135 (Night). Telex: 062138. Cable: Mambisas 
Caimanera. 

Agency VHF works on Channel 16. 

Mail and Parcels: Must be sent to the Main Office at Havana, because 
vessels loading sugar at Guantanamo usually load their cargo in a very 
short time and all mail and parcels received would be sent to 
Guantanamo or a second loading port, whichever is deemed to ensure 

livery. 


Caimanera and 


HAVANA: 23.09 N. 82.21 W. (See Plan) 


Havana is a natural, landlocked, well sheltered harbour and the most 
pret port of the country owing to its port facilities and for being the 
Capital. 

PILOTAGE: Compulsory. For requesting Pilot, in daytime or at night, 

Ships shall use signals established in International Signal Code, also 

Ped pan light signa! to Morro semaphore and make sound signals 
ervals. 


— service is compulsory for all foreign ships more than 40 gross 
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Master must inform Pilot: Port of origin, illness of any person on board, 
or if ship is carrying explosive or easily inflammable materials, in which 
case the ship shall be anchored in special berths and shall be under 
control of port authorities. 

Any ship in port requiring immediate Pilot services should either call 
telephone numbers: 62-3602 or 62-2896; or hoist “G”" Flag, sound 
2 prolonged blasts. 

Pilots board vessels approximately 1 mile from port mouth, although 
in some cases, especially at night-time, they will go out about 3 miles 
to meet incoming vessels. 

Pilot station located at San Pedro St. No. 2. Telephones: 62-3602 
and 62-2896. 

Distance from where Pilots board vessels up to port anchorage or 
wharves is about 1 mile. 

APPROACHES: The port is entered through a straight channel with 
Morro Castle to the East, La Punta Castle to the West. 

The bottom is muddy, with no narrowness, but at the entrance there 
is a strong current which is to be taken into consideration in the entry 
manoeuvres of any vessel. 

Port can be entered to or sailed from, either in day or night time and 
it is not necessary to wait for slack or favourable tide, except tankers 
drawing 37 ft. which can enter only at high tide. 

While approaching Havana the most remarkable points of visual 
orientation are its tall buildings and Morro Castle, located on the East 
side of the entrance. 

ANCHORAGES: There is an ample anchorage zone area where loading 
and discharging operations are performed. 

MAX. SIZE: Max. draft in channel at low tide is 12.8 m. Max. draft in 
main anchorage is 10.06 m., minimum depth throughout the bay (except 
the refinery) is 10.06 m. Tankers can enter drawing up to 11.28 m., as 
they take special course once they are inside bay. Tidal variation about 
45 cm. 

RADIO: Vessels navigating to Cuba can communicate with Mambisas 
Havana through “CLA” Havana Radiotelegraphy Station which relays 
messages immediately by telex. 

While approaching Havana vessels can communicate by VHF 
radiotelephony with: 

Mambisas Agency: Channel 12. 

Pilots: Channel 16. 

Both, Agency and Pilots, are on the air 24 hours of the day. 

Masters must send their ETA messages to Mambisas Havana. 

The following means of communication are available at Havana: 

Cable: C.L.A. International, R.C.A., Western Union. 

Telephone: Local, long distance and international. 

Telex: Local, National telex system and international. 

Airmail and Air Express: National and international. 

At the main office in Havana there are two telex machines, which is 
the quickest means of communication available. 

TUGS: Supplied by Port Authority. 
BERTHING: The port is divided into numerous docks, which are detailed 
below. 
Andres Gonzalez Lines Dock: This dock is used for the discharge of 
fertilisers in bulk and coal. It is 332.2 m. long with drafts that vary from 
5.18 m. to 9.14m. There are railway connections and an overhead 
discharge crane. 
Sierra Maestra Terminal: 
Max. draft with which 
vessels may perform 


Pier Length of Pier operations 
(m.) (m.) 

Pier No. 1 (North Side) 201.8 9.14 — 10.06 
Pier No. 1 (South Side) 201.8 9.14 — 10.06 
Pier No. 2 (North Side) 201.8 9.14 — 10.06 
Pier No. 2 (South Side) 183.5 9.14 — 10.06 
Pier No. 3 (North Side) 190.5 9.14 — 10.06 
Pier No. 3 (South Side) 171.3 9.14 — 10.06 


There is one warehouse at each of these piers and all have rail 
connections. The terminal is used for loading and discharging general 
cargo. 

Margarito Iglesias Terminal: 
Max. draft with which 
vessels may perform 


Pier Length of Pier operations 
(m.) (m.) 
Pier No. 1 (North Side) 135 6.10 
Pier No. 1 (South Side) 135 6.10 
Pier No. 2 (North Side) 135 6.10 
Pier No. 2 (South Side) 135 6.10 
Pier No. 3 (North Side) 135 5.49 
Pier No. 3 (South Side) 135 5.49 


Both these general cargo piers have a warehouse, each with a 
capacity of 22,304 cu.m. 

All piers have rail connections. The terminal is used for loading and 
discharging of general cargo. 
Havana Central Pier: This pier, which is used for discharging and loading 
general cargo, is on the North side. Length 132.3 m., width 60.95 m. 
Depth alongside 9.45 m. at Bay end or East side, 8.84 m. at centre and 
7.92 m. at its West shore end. On South side, length 146.3 m., width 
60.95 m. Depth alongside 9.75 m. at the Bay end or East side of the 
pier, 7.92 m. at the centre and 5.79 m. at its West or shore end. Pier 
has a sheltered warehouse capacity of 21,285 cu.m. and a railroad 
siding connected with main track. 
Aracelio Iglesias Terminal: This terminal used in the discharge and 
loading of general cargo, consists of a dock and a pier. The dock is 
174.6 m. long and 13.41 m. wide and depth alongside ranges from 
6.10 m. to 7.92 m. Dock has one sheltered warehouse with capacity of 
110,463 cu.m. Pier (North side), length 157.8 m., width 31.70 m., depth 
11.28 m. at the East or Bay end, 9.14 m. at centre and 7.31 m. at shore 
or West end. 
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Pier (South side), length 152.1m., width 31.70 m. with depth 
alongside of 10.36 m. at East or Bay end, 10.36 m. at the centre and 
8.23 m. at the West or shore end. 

Pier has a sheltered warehouse with a capacity of 30,880 cu.m. 

Both dock and pier have railroad siding connecting with the main track. 


Juan Manuel Diaz Terminal: The terminal used in discharge and loading 
of general cargo consists of two docks and one pier. Dock No. 3: Length 
158.8 m., width 17.07 m. with depth alongside of 6.40 m. at the N.E. 
end, 6.70 m. at the centre and 7.92 m. at S.W. end. Dock has a sheltered 
warehouse with a capacity of 50,230 cu.m. Pier (North side) length 
152.4 m., width 38.10 m., depth alongside 10.67 m. at the Bay end or 
East side, 9.14 m. at centre and 6.10 m. at the West or shore end. Pier 
(South side), length 161.5 m., width 38.10 m. with depth alongside of 
10.36 m. at Bay end or East side, 9.14 m. at centre and 7.31 m. at the 
shore or West end. Dock No. 2: Length 146.6 m., width 9.45 m. and 
depth alongside 6.40 m. at N.E. end, 6.70 m. at centre and 7.92 m. at 
S.W. end. Pier has sheltered warehouse with capacity of 39,821 cu.m. 
while Dock No. 2 has a sheltered warehouse with capacity of 
112,471 cu.m. Both docks and pier have railroad sidings connecting with 
main track. 


La Coubre Dock: No longer in operation. 


Tallapiedra Dock: This dock used in discharge of lighters, has a length 
of 138.1 m., depth alongside 4.27 m. at N.E. end, 5.73 m. at centre and 
4.57 m. at the S.W. end. 


Antonio Guiterras Dock: This dock, used in the discharge of lighters of 
heavy lifts, from vessels performing operations in Bay, is 258.1 m. long, 
depths alongside (from Tallapiedra Pier No. 2) 7.92 m., 6.40 m., 5.49 m. 
and 3.35 m. If no lighter is used, vessels drawing up to 7.01 m. only can 
berth at this dock. 


Osvaldo Sanchez Docks: These docks used chiefly in discharge of 
lumber. Dock No. 1 (formerly Atares), is 130.5 m. in length, 9.14 m. wide 
with depth alongside 6.70 m. at N.E., 7.01 m. in centre and 7.31 m. at 
the S.W. end. Dock No. 2 (formerly Vaccaro) is 155.7 m. long, 9.14 m. 
wide with depths alongside of 7.92 m., 6.40 m., 3.66 m. and 5.18 m. 
These docks have sheltered warehouses. There are no sidings. 


Melones Dock: This dock has installation for discharge of fuel oil as well 
as an overhead crane for discharge of fertilisers and coal. Dock length 
218.8 m., width 10.67 m. Depth alongside 5.49 m. at the N.E. end, 
3.96 m. in centre, 3.05 m. at the S.E. end. Not in operation at present 
due to shallow draft. No sidings. Storage in open. 


Puerto Pesquero de la Habana: Consists of Pote Dock, Hacendados 
Pier and Dock which have the following facilities. 


Dock Length 
(m.) 
No. 1 259.9 
No. 2 153.9 
No. 3 224.9 
No. 4 157.5 
No. 5 157.5 


Drafts: Minimum 7.31 m. Maximum 7.92 m. 


Haiphong Terminal: (Formerly Maritima). This dock is used for the 
discharge and loading of general cargo. Length of dock 532.5 m., width 
21.94 m. and depth alongside 9.75 m. to 10.67 m., along entire length 
of dock. This dock has 2 large warehouses and sidings, although at 
present only trucking operations are performed. It has 12 gantry cranes 
with a maximum lifting capacity of about 12 tons and berthing space for 
average sized vessels, but in the near future will have two additional 
erths. 


Manuel Porto Pena Terminal: Terminal consists of the following docks: 

Manuel Porto Pena (formerly Burrus): Dock used for discharge of bulk 
shipments of grain. Equipped with elevator and silos having storage 
capacity of approximately 20,000 tons. Permitted discharge rate of 
approximately 1,200 tons per day. Length of dock, 167.6 m., width 
7.92 m. and depths alongside 7.92 m. and 9.29 m. 

Manuel Porto Pena No. 1: This dock used in discharge and loading 
of general cargo and sugar is 96 m. in length and 10.67 m. wide with 
depths alongside from 7.01 m. to 8.23m. Dock has one sheltered 
warehouse and railroad sidings. 

Manuel Porto Pena No. 2: This dock is used for loading and 
discharging sugar and general cargo. Length 136.2 m., width 10.88 m. 
with depth alongside of 7.92 m. at S.E. end, 7.62 m. at centre and 
8.23 m. at the N.W. end. No warehouse, but is equipped with railroad 
sidings and has installations for discharge of fuel oil. 

Manuel Porto Pena No. 3: This dock used for discharge and loading 
of general cargo is 201 m. in length and 9.14 m. wide, with depth 
alongside 9.75 m. 

Turcios Lima (Grain Silo Dock). Installation for discharge of bulk 
shipments of grain. There are 36 grain silos and 18 part silos with a 
total capacity of 30,000 tons. Unloading rate 100 t.p.h. This dock has 
1 sheltered warehouse and railroad sidings, and installations for the 
discharge of fuel oil and gasoline. 

Manuel Porto Pena Berth No. 17: Length 170 m., depth 10 m. 


Extractora de Aceite Berth: This dock is not in use at present. 


Quinto de Regla Pier: This pier used mainly for loading of sugar. Pier 
(South side) 189.6 m. long, 10.36 m. wide with depth alongside 8.23 m. 
at S.W. or Bay end, 7.62 m. at the centre and 5.18 m. at the S.E. end. 
Pier (North side), length 104.5 m. width 16.46 m., depth alongside 
8.53 m. at N.W. or Bay end, 7.92 m. at centre and 6.70 m. at the N.E. 
end. Pier has railroad sidings. 


Fresser Pier: This pier has installations for loading molasses. Pier (South 
side), 141.7 m. in length, 9.14 m. in width with depth alongside 8.23 m. 
at S.W. or Bay end, 7.62 m. at the centre and 7.01 m. at S.E. end. Pier 
(North side), 124.1 m. in length, 9.14 m. in width with depths alongside 
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of 6.70 m. at N.W. or Bay end, 7.92 m. at the centre and 7.62 m. a 
West end. This side of pier used only for docking purposes. 

Edificios No. 1 and No. 2: These docks used in discharge of fertilisers 
also have installations for loading/unloading molasses. 

Edificio No. 1 Dock: Length of dock 157.2 m., width 7.62 m. with 
depths alongside 6.40 m. — 6.70 m. of water throughout whole dock. 

Edificio No. 2 Dock: Length 115.8m., with 32.91 m. with depth 
alongside 5.79 m. at N.E. end, 4.27 m. at the centre and 4.27 m. at S.W 
end. No operations are performed at this dock due to its shallow drat 
Sheltered warehouses with a total capacity of 64,645 cu.m. 

Fertiliser processing plant. 

Facilidades Maritimas Dock: This dock used chiefly for loading of 
molasses and discharge of tallow and chemical products, has length of 
248 m., width 7.92 m. and depth alongside 7.62 m. at N.E. or Bay eng, 
7.92 m. at centre and 7.01 m. at S.E. end. Dock has railroad sidings 
and is suitable for docking. 

Nico Lopez Pier Nos. 1 and 2: (Minimum depth at LW 11.12 m.). These 
piers are used exclusively in discharging fuel oil, gasoline, etc., and are 
operated by oil refineries. Pier No. 1 (North side), length 313 m., depth 
alongside 10.97 m. at Eastern or shore end, 10.67 m. at centre ang 
10.36 m. at West or Bay end. Pier No. 2 (South side), length 313 m, 
depth alongside 10.97 m. at East or shore end, 10.67 m. at centre and 
10.36 m. at West or Bay end. Pier No. 2 (North side), length 301.7 m 
with depth alongside of 10.67 m. at East or shore end, 10.97 m. at the 
centre and 11.58 m. at the West or Bay end. 

CONTAINER/RO-RO FACILITIES: Available. 

EQUIPMENT: As the Port of Havana owns and operates a large numbe: 
of auxiliary equipment, only the most important of those are listed here 

Four floating cranes: (1100 tons) (3x35 tons) lifting capacity. 

40 shore cranes: Ranging from 30 tons to 5 tons lifting capacity. 

Six cargo barges: 125/150 tons cargo capacity. 

Nine tugboats: (11,200 h.p.) (1860 h.p.) (1540 h.p.) and 

remaining 6 are from 325 to 165 h.p. 
STEVEDORES: Monday to Friday: working periods 0700 — 1300 hrs 
and 1300 — 1900 hrs., although if necessary, 2 additional periods o 
6 hours each may be worked. Saturday: Same as above. Sundays: No 
work performed. 

Raw Sugar: Approximately 1,400 bags of raw sugar loaded per gang 
period. Six raw sugar bags loaded per sling. Loading raw sugar 0 
3 vessels simultaneously. 

Refined Sugar: Approximately 3,800 bags of refined sugar (of 50 kg) 
loaded per gang period. 12-15 bags loaded per sling. 

General cargo: Approximate average discharging rate per gang hour 


General cargo about 10.0 tons 
Bagged merchandise up to 51 kg. 16.0 tons 
Bagged merchandise up to 92 kg. 17.0 tons 
Bagged merchandise more than 92 kg. 19.0 tons 
Wood 8.4 tons 
Fertilisers: 
Superphosphate 9.9 tons 
Simple Superphosphate 8.1 tons 
Ammonium 9.0 tons 
Potash 9.9 tons 
Muriate (Chloride) 10.5 tons 
Sulphur 10.3 tons 
Phosphoric Rock 11.9 tons 
Triple Phosphate 8.0 tons 
Sodium Silicate 9.0 tons 
Ferromanganese 9.0 tons 


Floating Cranes: 
Pablo Sandoval 100 tons — boom 51 m. 
Frank Pais 25 tons — boom 10 m. 
Matilde 6 tons— boom 9m. 

MEDICAL: Crew members requiring medical attention are treated é 

“Commander Fajardo” Hospital where they can be hospitalised | 

necessary. 

Those cases requiring dental care are treated at "10 de Octubre 
Dental Clinic. 

TANKERS: Average pumping rate of molasses is about 60,000 gallons 

per hour. Average pumping rate of fuel variable, from 3,000 up & 

15,000 b.p.h. Also see “Berthing”. 

TELEPHONES: May be installed on board at Master's request. 

FRESH WATER: Vessels can be supplied with fresh water by barge 

the bay. Six barges available with capacities of 350, 200, 320, 350, an 

60 tons. Average rate of delivery about 100 t.p.h. 

FUEL: Vessels can be supplied with bunkers at Havana, and followit 

types are available: 

Regular diesel oil, regular fuel oil, |.F.O. mixtures (intermediate fue 
oil). 

Diesel oil is supplied by a 350 ton capacity barge, and fuel oil by! 
1,500 ton capacity vessel which is towed to piers or anchorage in orde 
to fulfill deliveries. This vessel also delivers the I.F.O. mixtures andé 
named ‘Playa Colorada’. 

|.F.O. mixtures are prepared at the following viscosity degrees: 50- 
200 — 400 — 600 — 800 — 1,000 and 1,500 maximum. (Redwoo 
International Scale, at 100°F). 

\.F.O. mixtures are only available at the Port of Havana. 

Note to Chief Engineers: \t is advisable when ordering |.F.O. mixture 

to specify always maximum and minimum allowable viscosity of t* 

product. 

REPAIRS: Reliable repair shop (Tel: 62.0009). 

DRY DOCK: Dry dock operated by Empresa de Talleres Maritimos, a 

operating unit of Empresa de Navegacion Mambisa. Berthing capac 

134 m. in length and 27.73 m. width, and can handle vessels up! 

7.01 m. draft. 

East Lateral: Length 194.4m., width 11.58m., depth alongs? 
10.06 m. at Bay end, 8.84 m. at centre and 5.49 m. at shore end. 

West Lateral: Length 225.5 m., width 11.58 m., draft 7.01 m. at Be 
end, 7.62 m. at centre and 6.10 m. at shore end. 


DUNNAGE: Dunnage materials are available at this port but must be 
yested 3 days in advance of intended delivery. 
FIRE PRECAUTIONS: Port of Havana has a fire extinguishing ship, 
kept on permanent watch duty by Safety Corp. who can be reached 
through telephone number 6—0777. 
AIRPORT: Jose Marti International Airport is 15 km. from the port. 
HOLIDAYS: Liberation Day (January 1st), Labour Day (May 1st), Day 
of National Rebellion (July 26th), Commemoration of Wars of 
independence (October 10th). July 25th and 27th are also holidays. 
DEVELOPMENTS: There is a plan to build a new terminal for discharge 
of bulk cargoes such as fertilisers, coal, etc. between the area comprised 
py the piers Quinto de Regla and Facilida des Maritimas (Aguilera). 

Under this plan, Quinto pier and Chemical dock will cease to operate, 

and Facilidades Maritimas (Aguilera) dock will be shortened in its actual 
(814 ft.). 

Construction of container terminal to be completed. 

GENERAL: (1) The Port of Havana is approachable 24 hours a day, 
and dock Pilots keep permanent watch duty on their stations located in 
surroundings of harbour channel, very close to beacon marker of Pila 
de Neptuno. 

(2) Any ship approaching port in daytime shall hoist national flag, 
merchant flag, and quarantine flag, not lowering the latter until granted 

pratique” by doctors in charge of sanitary inspection. At night she shall 
show only quarantine lights as prescribed by International Sanitary 
Regulation. 

(3) In case of emergency, ships at anchor shall immediately contact 
land through Official Radiophone Station CLT, available 24 hours a day, 
through 2260 kHz. In very urgent cases, CLT can be contacted through 
2182 kHz CLT services are free of charge. 

(4) Ships moored to piers standing off pier heads at night must keep 
visible red light at the ship's extremity facing the sea. 

(5) Every moored ship must strengthen its lines on first warning from 
Port Authorities when deemed necessary due to bad weather. 

(6) Small boats belonging to ships are not authorised to be used for 
crew Or passengers’ service within port limits unless otherwise duly 
authorised by Harbour Master. 

(7) When berthing, ratguards must be placed on all mooring ropes. 

(8) Port provides boats to dispose of ship's wastes. Services provided 
free of charge and can be requested through ship's Agent. 


SHIPMASTER’S REPORT: November 1978. 

Pilotage: Compulsory. Advise Agent of vessel's ETA. Pilot boards 1 to 
0.5 miles N.W. of Pta. Barloventa. 

Restrictions: Vessel is able to enter and leave during hours of darkness 
and at any stage of the tide. 

Max. Size: Max. draft for cargo vessel 33 ft. and for tankers 37 ft. 

Tugs: There are 3 large tugs and 7 small tugs available (145-860 h.p.). 
Vessel is able to dock and undock without the assistance of tugs. 
Radio: Havana Radio “CLA”. 

VHF: Port Authority and Pilot operate on Channel 13. Agent on Channel 
12. 

Fresh Water: Available. 

Fuel: Bunker fuel oil and diesel oil available. 

Repairs: Facilities available. 

Medical: Doctor and hospital available. 

Facilities: Laundry services available, telex available but unreliable. 
Groceries and meat available but in limited quantity. 

Berthing: Terminal Sierra Naestra Berth No. 3 South: 

Position of berth: Lat. 23° 08’ 25” N., Long. 82° 20’ 42” W. Distance 
from entrance 1 mile. Max. size of vessel that can berth LOA 520 ft., 
beam no restriction. Max. draft 29 ft. Least depth of water in channel 
from sea to berth 40 ft. Range of tide 1.5 ft. Vessel is able to dock and 
undock at any stage of the tide day or night. 

Bulk Handling Facilities: Two grain silos available. 

Cranes: 1 quay equipped with 12 cranes, capacity unknown. 4 floating 
cranes available, 1x 100 tons, 3x75 tons capacity. 

Special Cargo Handling Facilities: Ro/Ro facilities available. There are 
facilities for handling palletised cargo and containers, also there is a 
feasonable amount of storage space for containers. 

Stevedores: Stevedores are allocated by Port Authority and the vessel 
has no say in the number of gangs supplied. There are a limited amount 
of steel barges. 

Density: 1014. 

General: On arrival, vessel waited 2 hours outside for a Pilot then entered 
harbour where we waited another two and a half hours for a ship to sail, 
n0 ship sailed and no other reason given for delay. 

Docked starboard side to Sierra Maestra No. 3 South, depth 24 ft. 
forward, 37 ft. aft, 1 tug pushing. Pilots good. 

Officials boarded shortly after arrival, following documents required: 

Port Health: 1 Health declaration. 

3 Crew lists. 

1 Vaccination list. 

All vaccination books. 

All discharge books. (To be inspected) 
5 Crew lists. 

3 Personal declarations. (In detail) 
Cargo plan. 

5 Crew lists. 

Cargo Manifests. 

Pornography in bond. 

2 Crew lists. 

1 Provisions list. (Comprehensive) 
Cargo plan. 

Personal declaration must include watches, cameras, radios, tape 
ecorders, presents, new clothes and money all of which must be placed 
under seal. One watch and 1 radio allowed to be retained by each Crew 


member and 1 camera by Master. Advisable to have all above collected 
Prlor to arrival. 


Immigration: 


Customs: 


Agriculture: 


CUBA 


Vessels normally searched by police and anything found, i.e., watch, 
radio, money, new clothes and cameras, etc., confiscated whether 
declared or not. To the surprise of officials this vessel was not searched. 

All crew are issued with a shore pass with the exception of the Master. 
Shore leave extends from 0800 hrs. to 2400 hrs., extension may be 
obtained but only on special request to the Agent. Shore passes must 
show the money issued and must be signed by the Master. 

On going ashore money and other articles are checked together with 
watches, jewellery and lighters, etc., and entered on the pass. Should 
any shortage or excess be found on return a fine will be imposed. On 
return money remaining is entered on the pass and anyone taking 
ashore more than the amount shown on the pass will have it confiscated 
(this actually happened in Isobela). 

Communications outside Cuba are difficult, telexes are accepted by 
Agents but certainly not always sent the day handed in. 

Incoming telexes can be delayed up to 6 days. Telephone calls may 
be made but usually take 3 to 5 hours by which time offices in Europe 
are closed. In an emergency British Embassy will transmit urgent 
messages via direct radio link. Embassy most pleasant and helpful. 
As will be seen by foregoing, it is essential that schedule made 
with Portishead and Charterers informed to send all messages via this 
Station. 

Stevedores very co-operative but due to uncertainty of transport and 
information on number of gangs, time of completion was uncertain until 
last day. All discharge was direct to trucks. 

Agriculture Department demand that all garbage be placed in plastic 
bags with neck tied (they supply bags if none on board and charge 
vessel). Bags collected twice weekly and shore labour do all handling. 
All meats except New Zealand and Australian sealed. Daily issue of 
New Zealand and Australian meats given and fridges resealed, any other 
meats required must be purchased ashore. 

Fuel oil, diesel oil and fresh water available by barge but time of 
delivery uncertain therefore water must be ordered well in advance of 
requirement. Agents advised fuel would arrive Thursday morning, 
eventually arrived Monday night. Diesel oil had arrived prior to the fuel 
with no advice given to the vessel that vessel was bunkering at all. 

Fresh vegetables in very limited supply, though Chandler seemed 
keen to sell meats. 

Repair firm and dock exist but after being promised labour for 3 days 
and none arriving repairs cancelled. 


SHIPMASTER’S REPORT: April 1979. 
Documents: 
12 Crew Lists 
3 Store Lists 
3 Declarations 
3 Currency Declarations 
3 Vaccination Lists 
Points of note: 
(a) Anchorage is very close to coast and in cable area, recommend 
drifting about 5 miles from coast. 
Contact made via Morro Signal Station, VHF Channel 16. 
Pilot boards about 1 mile from entrance and they do not appear 
to work at night. 
The port is heavily polluted. 
When we sailed we had to wait for 5 hours till a tug was available. 
The vessel may lower its gangway for the Pilot to leave but it 
then must be raised until Port Officials arrive. 
(g) All crew must be sighted by Immigration and are handed their 
discharge books. 
(h) All cameras, gifts, items purchased during voyage and not in use, 
extra radios, watches, etc., and “magazines” must be placed in 
bond. All except the “magazines” should be declared. 
(i) All currency must be declared and placed in safe and sealed. If 
cash purchases made from Chandler, e.g. Cigars, they must be 
paid for with Canadian or U.S. dollars. The Customs attend with 
Chandler and open safe for correct amount to be removed. 
Cuban pesos issued by Agent and any not used must be returned. 
Each person is issued with a card and the amount drawn is 
entered, then each time they return from shore the Immigration 
guard enters the amount remaining. 
Immigration guard issues passes. He is always on duty, crew 
member hands his Discharge Book to him and he gives him a 
pass. This pass has the time that he must be back onboard by, 
normally 2400 hrs., extensions may be obtained by advising 
Agent 24 hours in advance. Fines may be imposed for returning 
late. On return the guard takes the pass and Discharge Book is 
returned. 
(!) Port Health insist that all rubbish be put in polythene bags and 
these bags put in bins with lids. The port maintains a garbage 
disposal service which attends on request. 
All meat, if not of New Zealand, Australian, Canadian or American 
origin must be placed under seal. 
The Agent can be contacted by VHF. Call “Mambisa” on Channel 
12, office hours only. 
Postal service not recommended as very slow. 
Berthed at Turcios Lima. 33 ft. alongside. The discharger has two 
heads and moves the length of the berth. Wheat was discharged 
at an average of 60 tonnes per hour. Work was on a 24 hour 
basis. 
All hatches were inspected even though only one was to be 
discharged. 
The vessel was not searched but we were told that it could happen 
at anytime during our stay. 
The Officials who attended this vessel were all very friendly and 
helpful. 
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SHIPMASTER’S REPORT: December 1983. 
Documents: 
10 copies Crew List. 
3 copies Stores List. 
2 copies Deck and Engine Stores. 
Personal Declaration Forms (1 copy plus 1 per individual 
crew member.) 
Currency Declaration List. 
Drugs List. 

Accommodation ladder required for boarding officials. 

Pilotage: Compulsory. ETAs should be sent via Agent 72, 48 and 
24 hours prior to arrival. Pilot boards at entrance to harbour. 
Anchorages: Only available inside harbour. 

Vessels await entrance instructions 5 miles North of Morro Light. 
Restrictions: Vessels may dock/undock day or night, at any stage of 
tide. 

Max. Size: Max. length 280 m., draft 32 ft. 

Radio: Havana Radio. 

VHF: Havana Radio — Channels 16, 13 and 11. Pilots — Channels 16 
and 11. Port Authority — Channel 16. Agents — Channel 16 and 10. 
Tugs: 7 tugs of various sizes available. 

Berthing: Vessel loading potatoes; berth 2.1 miles from Harbour 
entrance. Max. LOA 575 ft., max. beam 80 ft. Max. draft — for'd 22 ft., 
aft 32 ft. Nature of bottom at berth was mud. Depth in channel 33 ft. 

There are no fenders on the quays at Havana. Ensure that there are 
ample fenders on board. 

Cranes: No cranes at cargo quay. 1 floating crane available, capacity 
175 tons. 

Bulk Cargo Facilities: Silos available for grain. Grabs available for 
handling coal/coke. 

Specialised Cargo Handling Facilities: Facilities available for Ro/Ro 
vessels. 

Equipment to handle palletised/break bulk/20 ft. — 40 ft.containers 
available. Ample storage areas for containers, etc. 

Steel lighters available for work at anchorage. 

Stevedores: Satisfactory work carried out by stevedores. 

Medical: Doctor and hospital facilities available. 

Fresh Water: Available. 

Fuel: Bunker fuel oil, diesel and lubricating oils are available. 

Consuls: Majority of nations are represented. 

Repairs: Can be undertaken. 

Surveyors: Lloyds’ and Salvage Surveyors available. 

Services: Laundry service, telex, limited supply of fresh provisions, 
groceries and meats available. 

All international telephone calls had to be made through the Merchant 
Seaman's Club. 


SHIPMASTER’S REPORT: October 1987. 

Vessel (34,000 d.w.t. bulk carrier) called at Havana and Santiago de 
Cuba to discharge 28,000 tons of wheat. Arrival draft Havana 32 ft. salt 
water even keel. 

Havana was our first discharge port and one day prior to arrival at 
Havana, vessel was instructed by Agents to anchor at Caibarien 
Anchorage (BA. Chart No. 425; Lat. 22° 39’ N., Long. 79° 14’ W.) and 
await our turn to discharge in Havana. 

This anchorage, so | understand, is increasingly used as a waiting 

anchorage for vessels bound to Havana. We anchored without a Pilot 
with Cayo Frances Lt. 140° at a distance of 0.9 miles from the same 
light and depth of water was 67 ft. — 75 ft. good holding ground, mud. 
Total distance Havana to Caibarien 190 miles. Due to drafts available, 
this anchorage can only accommodate very few deep drafted vessels. 
Consuls: Greek Embassy resides at the “Commodoro Hotel” in Havana. 
Tel. 225551 (room 422). 
Customs Formalities; On arrival at Havana, Customs handed to us 
Customs Forms to be filled in by each crew member in duplicate. Original 
was kept by them and the second copy was handed back to us on 
sailing, in order to be given to the Customs at second port (Santiago de 
Cuba). Apparently no extra copy was required in Santiago de Cuba. 


SHIPMASTER’S REPORT: March 1989. 
Documents: As per “Guide to Port Entry”. 

Port Health officials were the first of the authorities to come on board 
and once the Quarantine Clearance was given, the Agent and the other 
officials came aboard. 

The Veterinary inspection was thorough. 

A timely warning was given by one of the officials and most of the 
crew valuables were locked in the “transit room” before the rummage 
gang boarded. 

Although fully itemised Personal Effects Lists had been prepared prior 
to arrival, these were not accepted as they were not on official forms, 
- the Radio Officer spent all night typing the crew's effects on to proper 

‘orms. 

When the rummage gang came on board an officer was required to 
accompany them to all cabins, where the Currency List and Crew Effects 
Declaration was consulted and items checked. Any discrepancies led 
to confiscation on the spot. 

The Bond Locker was checked. Transit room was not checked. 

A handler and his dog came aboard. 

It took about 6 hours to clear the ship, during which time the whole 
crew were prevented from going about their normal business. 

Regarding personal effects - EVERYTHING must be itemised on the 
proper form. To save loss, everything except the bare essential 
requirements should be put in a suitcase and locked in the transit room. 
This includes currency. 

Charts: BA. Chart No. 414, Puerto de Habana, and BA. Chart No. 3867, 
Cuba — Western Sheet. 

American charts give better coverage of the whole of Cuba — 
especially useful if contemplating passage through Old Bahama 
Channel. 

Sailing Directions: NP. 70, West Indies Pilot Volume 1, page 182. 


436 


Approaches: The coast gives good radar echoes. There are plenty o 
visual marks to identify. The latest Cuban Radio Navigation Warnings 
are useful to plot naval exercises and firing areas. Normal approach 
from Florida Straits passes through one of these areas just to the Eag 
of Havana. 

There were no problems in the approach. Pilots or Port Control were 
contacted at a range of about 35 miles. There was some confusion as 
to whether we were talking to Pilots, Port Control or Agents, and this 
was never really clarified. The Pilot boarded 1 mile North of the entrance 
from a large launch with orange hull and white superstructure. 
Berthing: Passage through the harbour was taken very very slowly ang 
berthing was assisted by 3 tugs which were poorly handled. 

The berth is very poorly fendered and it would be advisable to py 
vessel's fenders out. 

The harbour is extremely heavily polluted. The fuel oil floating aroung 
is only just visible against the water. 

Berth: The berth is poorly maintained and with evidence of spills ang 
burst joints. The berth appears to be set up to handle gasoline, gas oj 
and fuel oil. We took 200 tonnes of heavy oil which was blended to ou 
requirement according to our company bunker specification. We awai 
analysis to see if this was the case. 

Berth Information: 

Berth: Oil Berth No. 2 North. 

Operator: State Oil Company. 

Density: Salt. 

Distance from Pilot to Berth: 3 miles. 

Bridges: None. 

Max. draft: | Approaches 38 ft. 

Bert 38 ft. 

Restrictions: Berthing day and night. 

Fresh Water: Available, rate not known. 

Fuel: Available by pipeline and barge, also see “Berth” above. 

Hoses: 1 x 8 in. for gas oil, pressure 8 kg./sq.m. 

Surveyors: They accept the Mate’s figures without question. 
Departure: Two tugs used. Tugs accompany vessel out to sea. 


AUTHORITIES: Ministry of Transport. 

All port authorities located at Custom House building. Means o 
transportation used by authorities to clear vessel is launch. Each 
authority has its own launch for these services. 


AGENT: Empresa Consignataria Mambisa, Agencia Havana, Lamparills 
No. 2, P.O. Box No. 1785, Havana, Cuba. Telephone: 61 — 1159 (day 
and night), 61 — 6706 — Agency Export Dept., 61 — 9068 — Ageno 
Clearance Dept. Cable: Mambisas Habana. Telex: 511576. 

Agency VHF works on Channel 12. 


ISABELA DE SAGUA: 22.52 N. 80.00 W. (See Plan) 


Although the Port of Isabela is not located in a bay and lies on a sma 
peninsula oriented S.W./N.E.., it is a fairly protected harbour because 
barrier of cays, lined from N.W. to S.E., forms a protective levee agains 
the roughness of the sea and the force of the winds. 

Behind the port and town of Isabela, to the S.E., and as if splitting the 
small peninsula in two, Sagua La Grande river flows into the sea. 

Isabela is mostly a sugar shipping port but also handles a rathe 
important amount of import cargoes. 

In the vicinity of Isabela, besides several sugar mills, there are & 
Electro-Chemical Industry and a very important foundry. 
PILOTAGE: Pilots board vessels about 1 or 2 miles out from Nos. ! 
and 2 Buoys. Pilot station located at Custom House building, Isabela d 
Sagua. Distance from place where Pilots board vessels to anchorag 
is 7 miles. 

From seaward by stages, the bottom is sandy, coral reef and hart 
rock, mud and rock under mud, mud and clay. 

Turns in channel are not dangerous but there are narrows wit 
Seabed currents. 

ANCHORAGES: /nner Anchorage No. 1: This anchorage is locate 
about 300 m. N.W. from the piers and can be considered part of the 
manoeuvring basin. 

Bottom is soft mud but anchors hold well with 3 shackles of chain. 

Draft allowed: 24 ft. or 25 ft. depending upon vessel's length. 

Swinging area: About 250 m. 

Vessels load or discharge at this anchorage by means of barges. 
Inner Anchorage No. 2: This anchorage is located close to and Sou? 
of Palomo Cay. 

Bottom is soft and mud but anchors hold well with 3 shackles of chait 

Draft allowed: 4.4 m. 

Swinging area: Unlimited. 

Several vessels can be accommodated. 

Vessels load or discharge at this anchorage by means of barges w 
it is chiefly used for vessels awaiting berth. , 
Outer Anchorage: Located East of Del Cristo Cay and about 8 mi 
from the port of Isabela, and also known as Ingles Anchorage. 

Bottom is mud and coral reefs but anchors hold well with 3 of’ 
shackles of chain. 

This anchorage is marked with a well lighted buoy. 

Vessels can load safely up to 32 ft. 8 in. draft. 

Loading or discharging is effected by means of barges. 

Operations can be performed at this anchorage when there are got 
weather conditions. 

RESTRICTIONS: Entry and sailing only during daylight due to lack! 
lights in channel. 

MAX. SIZE: Max. draft 23 ft. Max. length 500 ft. Tidal variation abo 
2.5 ft. 


pORT EQUIPMENT: 3 Tugboats (250 h.p. each). 1 Water launch 
gd tons capacity). 6 Barges (200 tons cargo capacity each). 
+ Transportation Launch. 

BERTHING: Isabela operation places (piers) are located on the North 
coast of the peninsula previously mentioned. 

Formerly 4 piers were operated by the port but due to shallowness 
alongside Begueristain Pier, nowadays the latter is used only for small 
craft and barges drawing 10 ft. maximum. Another berth, Garcia Pier, 
is out of service undergoing repairs, the date of completion of which has 
not yet been determined. é 
Amezaga Pier: This consists of a solid concrete well paved construction. 

As double standard gauge railroad tracks run along the length of pier, 
operations can be performed either by railroad or trucks, or a 
combination of both. 

Although it has 2 sides, only the Eastern is used for vessel operations, 
pecause at the West side the depth alongside is 9 ft. only. 


East Side: Length 324 ft., draft allowed 24 ft. 0 in. (7.32 m.), width 35 ft. 


Cargo handled by this pier: General cargo, bagged cargoes, bagged 
raw and refined sugar, etc. 

Afert Pier: Draft allowed 21 ft. (6.4m.) Ship's max. length 557 ft. 

170 m.). 

This pier consists of an all-hardwood construction not in good 

condition, needing repairs, which are taking place. 

{thas standard gauge railroad tracks connecting with the main tracks 
and is not suitable for trucking operations. 

East Side: Length 450 ft., Width 30 ft., draft allowed 21 ft. 6 in. (6.40 m.). 
Tanker information: Molasses: 2 x 8 in. diameter connections. 
Loading rate: 200 t.p.h. 

Cargoes handled by this side: General cargo, molassses, bagged 


ar. 
West Side: Length 450 ft., width 30 ft., draft 21 ft. 6 in. (6.40 m.). 

No operations performed at this side due to shallowness alongside. 

Beguiristain Pier: Max. vessel's length 525 ft. (160 m.), Draft. (West 
side) 18 ft. (5.40 m.). 

Length 540 ft., width 30 ft. 

East side of this pier is out of service due to shallowness alongside. 
STEVEDORES: Raw Sugar loading rate: 1,300 bags of raw sugar (of 
250-lb. type) loaded per 4 hour-gang period, or 1,490 (of 220-lb. type). 
From 4 to 5 bags loaded per sling. From lighters, 5 bags. 

Refined Sugar: 2,360 bags of refined sugar (50 kg.) are loaded per 
4hour-gang period. 12 bags loaded per sling. 

Operational capacity: Three vessels can be operated simultaneously. 

Equipment for bulk sugar: Twelve grates available but trimming 
performed with shovellers. 

Loading Raw Sugar — Working periods: From Monday to Friday 
0700-1100 hrs., 1300—1700 hrs. Saturday 0700—1100 hrs. 

General cargo operations occasionally performed at this port, for 
which above periods apply. 

MEDICAL: Crew members requiring medical or dental care are treated 
at Sagua La Grande Hospital, where they can be hospitalised if 
necessary. At Isabela there is only a Polyclinic. 

TANKERS: Molasses average pumping rate 40,000 g.p.h.; alcohol 
average pumping rate 70-77,000 g.p.h. No fuel oil or ammonium 
discharging operations performed. 

FRESH WATER: Fresh water supplied by barge water-tug up to max. 
40-60 tons daily depending on efficiency of aqueduct. Capacity of barge 
30 tons. Delivery rate 60 tons per day. Water can be supplied at any 
pier or inner anchorage. 

FUEL: Not available. 

REPAIRS: Minor repairs can be effected at Isabela de Sagua, larger 
tepairs to be effected at Sagua la Grande, where two repair shops 
available: Fundicion Marfarlane Nacionalizada and Talleres Esponda 
Nacionalizado. 

DUNNAGE: Dunnage material, specially wood dunnage, is difficult to 
obtain at Isabela. 

Paper dunnage can be obtained if ordered well in advance. 
TRANSPORTATION: Means of transportation to and from Isabela are: 
train, bus or car. 

From Isabela to Sagua La Grande is a distance of about 17 km. by 
‘oad or train. 

5 be Sagua La Grande to Santa Clara is a distance of about 50 km. 

y road. 

From Santa Clara there are numerous means of communications to 
any place or city in Cuba. 

There are bus lines Sagua/Cardenas, Sagua/Havana, Sagua/Santa 
Clara, Sagua/Isabela. 


SHIPMASTER’S REPORT: November, 1978. 
Pilotage: Pilot boards 1.5 miles N.E. Cayo Cristo lighthouse in position 
lat. 23° 02' N., Long. 79° 59.4’ W. Pilotage is compulsory. ETA should 
be sent to vessel's Agent. 
Max. Size: Max. LOA 606 ft. Max. beam 75 ft. Max. draft 23 ft. | would 
Suggest the max. size as being 520 ft. LOA, 70 ft. beam and 22 ft. max. 
draft. Tidal range 2 ft. 
Tugs: 3 tugs available each approx. 140 h.p. 
Radio: Havana Radio “CLA”. 
VHF: Not available. 

uments: 8 Crew Lists. 1 Vaccination List, Health Declaration, 
4 Currency Lists (crew and ships). (Also see “General’). 

suls: Nearest are in Havana. 
Medical: Doctor and hospital available in Sagua La Grande at a distance 
910 miles from the port. ; 
Berthing: Espg. De Amezuga Berth: Position Lat. 22° 56’ 54” N., Long. 
80°00’ 40" W. Distance from berth to entrance 7 miles. Max. size of 
“€ssel that can be safely berthed, LOA 520 ft., beam 70 ft. and deepest 
raft 22 ft. Least depth of water in channel from sea to berth 25 ft. Vessel 
able to dock and undock at any stage of the tide also vessel able to 
h and undock during hours of darkness at times. Special bulk facilities 
andied at the port include Molasses. There are no quay cranes, 
Ro facilities or floating cranes. 


CUBA 


Stevedores: Believe there are a total of 8 gangs available for working 
of general cargo. There are steel and wooden dumb barges available 
(length 75 ft., beam 30 ft.). 

Density: 1004. 

General: Documents required: 3 Manifests (Crew Declarations); 8 Crew 
Lists; 4 Bonded Stores Lists; 4 Provision and Meats Lists; 4 Currency 
Lists (Crew and Ship's); Certificate of Sanitary/Veterinary Inspection 
(from last Cuban port); 1 Stowage Plan; Cargo Manifest. 

Seals may be opened coastwise but advise not to, with exception of 
meats. 

All conditions as Havana except shore leave only 1800 — 2200 hrs., 
except Master, extension granted for officers to 2400 hrs. if requested 
via Agent. 

Only chandler 70 miles away. 

Fresh water available at 8 t.p.h. (amount may be limited) but must be 
ordered immediately on arrival if required. We did not order until the last 
day as we believed we were bound for a U.S.A. Gulf Port, it took 8 hours 
to hook up and a lot of pressure on Agent. 

Berth unsuitable for this size of vessel though using mooring buoys 
vessel lay securely moored. Concrete pier with wooden fendering slightly 
dilapidated in places but quite adequate. Pier 320 ft. long and 4 ft. high. 
Stern secured to 2 mooring buoys, one each quarter, distance approx. 
200 ft., but buoy moorings are believed to be suspect. No cargo can be 
worked at No. 5 except by lighters. Harbour Master states largest vessel 
suitable for this berth 120 m. LOA. Depth alongside by soundings 22 ft. 
Forward, 26 ft. aft. Pilots good. 

Gangway must be used, as companion ladder will not reach quay. 

Channel requires local knowledge but it is well buoyed. 

Cargo discharge depends on supply of trucks. Can only work one 
truck at each hatch therefore to speed up discharge last day two gangs 
No. 4 discharged into lighter offshore. 


AUTHORITY: All port authorities located at port of Isabela de Sagua. 
When vessels at anchorage awaiting berthing, authorities transported 
by tug-boat for clearing purposes. 


AGENT: Empresa Consignataria Mambisa, Agencia Isabela de Sagua, 
P.O.Box 18, Isabela de Sagua, Prov. de Las Villas. Tel: 698122 (office) 
698130 (night). Telex: 041222. Cable: Mambisas Sagua La Grande. 
Pilot VHF works on Channel 16. 
Cables, messages should be addressed “Mambisas Sagua la 
Grande”, but recommended be sent through main office “Mambisas 
Havana”. ETAs should be sent simultaneously to both. 


JUCARO: 21.37 N. 78.51 W. 
(including the sub-ports of Boca Grande, Palo Alto and 
Santa Maria) 


APPROACHES: Vessels proceeding to Jucaro sub-ports must call first 
at Jucaro for Port Authority's clearance. 

Tidal variation 1 ft. 6 in. It is not necessary to await slack water before 
entering. Recommended that (a) vessels arriving from Cuban ports 
situated to the East of Jucaro, such as Caibarien, Puerto Padre, Manat, 
Vita, Banes, Antilla, Sagua de Tanamo, Moa, Baracoa, etc., or from 
foreign ports, should enter Jucaro Port through Breton Channel, and 
(b) all vessels not exceeding 22 ft. draft proceeding from those Cuban 
ports situated to the West of Jucaro, such as Havana, Mariel, Matanzas, 
Cardenas, Isabela de Sagua and Cienfuegos, should enter Jucaro port 
through Tunas Channel. 

DOCUMENTS: 

10 Crew Lists. 

10 Passenger Lists (if passengers on board only). 

10 Manifests of Cargo (or ballast). 

4 Customs Crew Declaration (including currency). 

4 Ship’s Provision Stores, including bonded and narcotics. 

1 Health Declaration, 

1 Vaccination List. 

Clearance from Last Port. 

Derat Certificate. 
PILOTAGE: Pilots board vessels which enter through Breton Channel 
at Buoy No. 2, which is situated to East of channel entrance, 
21° 08' 18” N. 79°30’ 24” W. with water depth 33 ft. Through this 
channel vessels can enter drawing up to 29 ft. with max. length 800 ft. 
Bottom is coral reef. There are dangerous turns at “pasa” of Baandra 
until Ana Maria Cays have been passed. 

For vessels which enter through Tunas Channel, Pilots board at 
No. 2 Buoy which is situated to East of Channel entrance, 
Lat. 21° 31’ N., Long. 79° 41’ 21” W. Through this channel vessels can 
enter drawing up to 22 ft. 

No pilot station. Pilots are to be notified of vessel's arrival 24 hours 
in advance. Distance from place where Pilots board vessels to Jucaro 
anchorage is 50 miles. 

From Jucaro Anchorage to: 


Boca Grande Sub-port — 14 miles 
Palo Alto Sub-port — 5miles 
Santa Maria Sub-port — 24 miles 


ANCHORAGES: Loading places, ex-lighters. Three anchorages (very 
good holding ground), namely, No. 1 Anchorage — 6 miles from the port 
at South of Obispo Cay, depth 24 ft. No. 2 Anchorage — 7 miles from 
the port at S.E. of Obsipo Cay, depth 27 ft. No. 3 Anchorage: Anchorage 
8 miles from the port and 1 mile to Eastward of No. 2 anchorage, 
depth 30 ft. 

RESTRICTIONS: Vessels can enter and sail through both channels day 
and night. 

RADIO: Call “Jucaro Radio” on 2182 kHz, will answer on 2760 kHz. 
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VHF: Pilot boat, Port Captain and Agency equipped with VHF and work 
on Channel 16. 

LOADING: This port only exports bagged refined sugar in 100 kilos jute 
bags or 50 kilos cotton bags, molasses and fresh fruits. 

Fuel oil is discharged either imported or by coastal trade. 

Working periods: Monday to Friday 0600 — 1000 hrs., 1200 — 1600 hrs.; 
Saturday 0600 — 1000 hrs., 1200 — 1600 hrs. It is possible to work 
overtime, also possible to work Sundays and holidays, if required. 

Work carried out on a piece-work basis, and at an average of 
2,000 bags per gang-period. 6 sugar bags loaded per sling. 

Refined sugar: Work is carried out on a piece-work basis and loading 
rate averaged about 4,000 bags of the 50 kilo type and 2,000 of the 
100 kilo type per gang-period. 

Sugar in bulk: Venezuela and Ecuador sugar mills have 5 thrower 
machines each for distributing sugar in vessels’ hatches. Loading carried 
out by cutting sugar bags through grates placed on vessels’ hatches. 

Shore cranes: None. 

MEDICAL: There are two hospitals at Ciego de Avila where sick crew 
members can receive attention. Distance between Jucaro and Ciego de 
Avila is 27 km. 

TANKERS: Average pumping rate of molasses 20,000 g.p.h. 

FRESH WATER: No water available. 

FUEL/REPAIRS: Not available. 

OPENING/CLOSING HATCHES: By crew. 

PROVISIONS: Available, but expensive. 

TRANSPORTATION: Distance between Jucaro Port and its sub-ports: 


To Santa Maria — 31 miles 
To Boca Grande -— 15 miles 
To Palo Alto — 9miles 


Motor launches are used between port and sub-ports, and take 
4.5 hours, 2.5 hours and 1.25 hours between Jucaro and Santa Maria, 
Boca Grande, and Palo Alto respectively. 

By automobile, 3.5 hours to Santa Maria and 2 hours to Boca Grande. 
No highway from Jucaro to Palo Alto. 


SHIPMASTER’S REPORT: 1977. 

Lines to the barges to be provided with rat-guards. 

Very strict regulations concerning crew declaration of effects, currency 
and pornography. 

All personal effects of crew members will be sealed by Customs, even 
their used clothes, allowing them out only a couple of clothes changes, 
one carton of cigarettes and one bottle of spirits. 

Advisable to instruct crew members to declare all currency and not 
to try to take any money ashore. They could not use or change it and 
could run into a great deal of trouble. 

Vessel's deck, engine and accommodation will be searched by Port 
Authority party. 

Cholera vaccination available on request. 

Shore leave for crew allowed only from 1800 to 2200 hrs. 

No kind of restrictions for the Master, whose shore leave is unlimited. 
Strict Customs regulations do not affect him. 

No amenities available ashore. 

Loading of oranges fast if available. About 200 tons per gang shift. 

Pre-cooling of cargo chambers is not required. Oranges stowed in 
two tiers of four cartons with battens in between. Maximum height of 
eight cartons. Stowage factor about 95. 


AUTHORITY: Custom House, Captain of the Port and Immigration, 
located at Jucaro. Port doctor located at Ciego de Avila. 
AGENT: Empresa Consignataria Mambisa, 
Agencia Nuevitas, 
P.O. Box No. 350, 
Puerto Tarafa, Nuevitas, 
Prov. de Camaguey. 
Telephone: 2779, 2107 (office), 
3190 (night). 
Telex: 3190. 
Cable: Mambisas Nuevitas. 
Mambisas Nuevitas Agency also attends at the port of Nuevitas. 
Jucaro and Boca Grande are attended by Nuevitas Agency personnel. 
Any information about vessels operating at Jucaro or Boca Grande 
should be requested from our main offices at Havana or to Nuevitas 
Agency because it is extremely difficult to communicate directly with the 
Agent attending the vessel. Agents at Jucaro and Boca Grande 
communicate periodically with Nuevitas Agency which relays the 
information to our main office. 


SUB-PORT OF BOCA GRANDE: 

SHIPMASTER’S REPORT: Port wil! not be operational after 1977. 
LOCATION: About 15 miles East of Jucaro. 

APPROACHES: See “Jucaro”. 

PILOTAGE: See “Jucaro”. Distance from place where Pilots board 
vessels to Boca Grande is 64 miies. Entrance channel: same as for 
Jucaro. Tidal variation 1 ft. 6 in. 

ANCHORAGES: Anchorage No. 1: Located 3 miles off Boca Grande 
Firth. Depth 24 ft. Anchorage No. 2: Located 5 miles off Boca Grande 
Firth. Depth 30 ft. Both these anchorages have soft mud bottom. 

Kind of cargoes handled. Importation, fuel oil. Exportation, bagged 
refined sugar, molasses. Coastal trade, discharge of fuel oil. 
LOADING: At present only refined sugar is exported. All sugar-loading 
operations are carried out at anchorage by means of lighters. Following 
lighters available: 


Capacity Capacity 
Barges (50 kg. bags) (100 kg. bags) 
Ana 4,900 2,500 
Loretto 4,400 2,100 
Mascot 4,400 2,100 
155 4,400 2,100 
Trusco 89 5,100 2,980 
Angel 3,440 1,700 
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Working Periods: Monday to Friday 0600/1000 hrs., 1200/1600 hrs 
Saturday 0600/1000 hrs., 1200/1600 hrs. When working is performe; 
on Sundays, same periods apply. 

Work is performed on a piece-work basis, and average loading rats 
is about 2,000 bags, basis 6 bags per sling, and 100 kilo bags. Ony 
one vessel can be worked at a time. 
TUGS: Three tugs available. 
TANKERS: Discharging operations at No. 1 or No. 2 anchorages 
Discharging rate approximately 20,000 g.p.h. 

There are also steel barges for transportation of molasses andi 


sugar: 

Guanales: 100 ft. x30 ft.x7 ft. Sugar capacity: 1,600 bags. Molasses 
capacity: 65,000 gallons. 

Loreto: 100 ft. x30 ft. x7 ft. Sugar capacity: 1,600 bags. Molasses 


capacity: 65,000 gallons. 

Each of these barges has 4 tanks measuring 15 ft. x36 ft. x7 ft. Capacity 
3,780 cu.ft. or 28,274 gallons each tank. Total capacity: 113,100 gallons 
Each barge can load a max. of 400 tons of molasses and each § 
equipped with steam pump. 
COMMUNICATIONS: Launch transportation. It takes 2.5 hours fy 
travelling from Boca Grande to Jucaro or Santa Maria. Captain of the 
Port's radio-telephone is used as means of communication. 

All communication and instructions for vessels operating at this sub 
port must be given to Nuevitas Agency. 


MANZANILLO: 20.20 N. 77.12 W. (See Plan) 
(and sub-ports of Ceiba Hueca, Media Luna, Niquero anc 
Pilon (Ensenada de Mora).) 


PILOTAGE: Pilots board vessels at Cabo Cruz. Pilot station located a 
Cabo Cruz and Pilots communicate with Manzanillo by means of radi¢ 
telephone. Distance from place where Pilots board vessels up ti 
Manzanillo through Madrona Channel is 68 miles. Through Palomin: 
Channel (Coloradas de Fuera) is 55 miles. 

APPROACHES: (a) Madrona Channel: This channel has sharp an 
narrow turns. Bottom is of soft mud. Max. draft with which vessels car 
enter through this channel is 33 ft. Channel has depth not less than 35 ft 
Vessels must wait for slack or favourable tide to proceed through thi 
channel. No tug is necessary. 

(b) Palomino Channel: This channel has turns, but they are less sharp 
and less narrow than those of Madrona Channel. Bottom is of soft mud 
Max. draft with which vessels can enter through this channel is 20f 
No tug is necessary. 

The average tidal variation is 1 ft. 6 in. 

ANCHORAGES: Inside harbour: No. 1, draft 24 ft. Distance from shor 
1 mile. Use: sugar/general cargo. 

Outside harbour: No. 2, draft 29 ft. — 30 ft. No. 3, draft 33 ft. Distance 
from shore 1.5 miles to 2 miles. Use: sugar/general cargo. Althoug! 
about 40 ft. depth at this anchorage, it is limited to 33 ft. which is office 
draft of the entrance channel. Vessels have been loaded at thi 
anchorage up to 33 ft. 6 in. draft. 

ICP Submarine Pipe-Line Anchorage: The submarine pipe-lint 
anchorage is located as follows: 

Lat.: 20° 21’ 12” N., Long. 77° 10’ 21” W. 

There is no limitation to the length of vessels operating at this plac 
and maximum official draft is 28 ft. 

Distance from shore is about 2 miles and the means of transportatio’ 
are the tugboats of the stevedore enterprise Terminales Mambisas. 

The vessel is secured to 4 buoys and the mooring is performed }) 
Terminales Mambisas tugboats and personnel. 

The pipe-line is 8 in. (203 mm.) in diameter and connection is 61 
(152 mm.). 

The cargo handled is: Discharge of kerosene, gasoline and diesel 0 

The oggd winds are those of the first quadrant. 
RESTRICTIONS: Due to present conditions of channel lights aw 
distance, it is suggested that vessels enter and sail only during daylig# 
EQUIPMENT: The port has 6 barges of 200 tons cargo capacity, 2° 
140 tons and 1 of 100 tons, this last one having a derrick capable ¢ 
lifting up to 2 tons. 

There are 3 tugboats servicing the port: 

“Punta Morrillo” the biggest and most powerful, capable of towitt 
5 barges, “Aracelio Iglesias” and “Cdte. Turcios Lima” which can to 
3 barges each. 

These tugboats are also used to transport shore/vessel personn 
from shore to anchorage or vice versa. 

There are no cranes or pay loaders in the port. 

LOADING: Sugar-loading operations performed at anchorage i) 
lighters. 

At sugar mill “La Demajagua”, town of Calicito, at a distance of 2k 
from the sugar mill, there is a small pier with a draft of 10 ft. where th 
barges are loaded with bagged raw sugar for vessels operating & 
Manzanillo. 

At sugar mill “Francisco Castro Ceruto”, town of Campechuela, ¢ 
500 m. from the sugar mill there is a pier with a draft of 12 ft. whet 
barges are loaded with bagged raw sugar for vessels operating § 
Manzanillo or Ceiba Hueca. 

For the discharge of barges with import cargoes the coastal pier! 
Manzanillo Fishing Port is used, about 3 km. distance from the city. 

Bulk cargoes are not handled by this port except the discharge ¢ 
petroleum products. 

Docks are suitable for reception and handling of import and expe 
cargo (bulk cargo excepted). They have railroad tracks of non-stand# 
gauge, which connect with warehouses. 


Sugar and general cargo: Working periods: Monday to Friday 0700 — 
1100 hrs., 1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

2,000 raw-sugar bags loaded per gang per day of 8 hours. 
DISCHARGING: Rates: 


Bagged cargo (of 100 Ib.) approx. 25 t.p.h. 


Bagged cargo (of 200 Ib.) approx. 35 t.p.h. 
Iron approx. 7 t.p.h. 
Wood approx. 8t.p.h. 
Jute bags approx. 15 t.p.h. 


FUEL/FRESH WATER: Not available. 

REPAIRS: Mechanic and foundry shop under control of Industry 
Ministry, where light repairs of machine parts can be performed. 
TRANSPORTATION: Distance from Manzanillo to: 

Ceiba Hueca: 15 miles by sea, 32 km. by highway 

Media Luna: 23 miles by sea, 45 km. by highway 

Niquero: 45 miles by sea, 79 km. by highway 

Pilon: 90 miles by sea, 130 km. by paved highway, which 

reaches up to 15 km. from Niquero whereafter a dirt 
road must be used to reach Pilon. Dirt road distance 
of 40 km. During rain season a jeep is used to travel 
by this road. 

Car is used to travel from Manzanillo to above sub-ports, and takes: 
to Ceiba Hueca 1 hour; to Media Luna 1 hour; to Niquero 2 hours and 
to Pilon 3 hours (in rainy season about 5 hours). 

Daily car services from Manzanillo to Niquero; to Pilon there are trucks 
specially prepared for this service. 

COMMUNICATIONS: There is direct communication between 
Manzanillo and its sub-ports by telephone or telegraph. 

In Manzanillo there is a long distance telephone service, radiograms, 
telegrams and Post Office. 

Ocean-going vessels navigating to Cuba can communicate by 
radiotelegraphy, contacting “CLA Havana” station, which relays the 
messages to Manzanillo by telex. 

Vessels navigating in Cuban waters can communicate any message 
by means of radiotelephony, contacting “CLM Coastal Network”, 
Manzanillo. CLM station relays the messages to Manzanillo Agency by 
direct telephone call. 

The Manzanillo Agency is connected to the National Telex System 
and the Manzanillo number is 02321. This is the quickest method of 
communication with Manzanillo Agency. 

ETA messages should be given simultaneously to “Mambisas 
Manzanillo” and “Mambisas Havana”. 

MEDICAL: There is a hospital at Manzanillo where sick crew members 
can receive attention. 

DUNNAGE: Vessels nominated for loading sugar in Manzanillo or any 
of its sub-ports must arrive supplied with wood dunnage because in the 
Manzanillo Jurisdiction it is extremely difficult to obtain wood dunnage. 

Dunnage paper can be supplied if requested in advance. 
AUTHORITIES: All Port Authorities, Custom House, Immigration Port 
Doctor, Port Captain are located at Manzanillo. 

Vessels can proceed directly to any of the sub-ports, where Manzanillo 
Port Authorities travel to give clearance, but advance information must 
be given to these Authorities for the corresponding permit, as Manzanillo 
ph provide that vessels must enter Manzanillo as Custom 

icial Port. 


AGENT: Empresa Consignataria Mambisa, Calle Bateria No. 2, 
Manzanillo, Prov. de Oriente. Cable Address: Mambisas Manzanillo. 
Telex: 063121 — Tel: 2533, 2535 (Office); 2535 (Night). 


(a) SUB-PORT OF CEIBA HUECA: (See Plan) 


Vessels may proceed direct to sub-ports (see Manzanillo under 
“Authorities”). 
PILOTAGE: Pilots board vessels at Cabo Cruz. Distance from place 
where Pilots board vessels up to Ceiba Hueca pier is about 42 miles. 
APPROACHES: See Manzanillo information. For operations at Ceiba 
Hueca it should be noted that the pier has a depth of only 19 ft. towards 
the sea end for loading. Tidal variation about 1 ft. 6 in. 
BERTHING: A motor-boat is required to assist in handling lines to pier 
and buoys. Boat is brought from Manzanillo. 
LOADING: As Ceiba Hueca Pier is in bad condition, it is only used 
currently to dock small tankers (325 ft. length) to discharge fuel oil, or 
'0 load molasses (max. 500 ft. length) across the head of the pier, 
Securing ship to 2 mooring buoys port side and 2 starboard side. 
(@) Indio Diaz Machado Pier (Formerly Ceiba Hueca Pier): 
Length 130 m. (426 ft.), draft 19 ft. 
Discharge of fuel oil: Connection 8 in. diameter. 
Loading of molasses: Pipe-line 16 in., 2 connections 8 in. each. 
(0) Ceiba Hueca Anchorage: Located at 1 mile N.W. of pier. 
Max. draft allowed is 33 ft. 
The bottom at anchorage is soft mud. 
Two vessels can be operated simultaneously: One loading sugar and 
another discharging fuel or loading molasses at the pier. 
There is railroad of non-standard gauge from the sugar mill warehouse 
'o the dock platforms. 
Working periods: Monday to Friday 0700—1100 hrs., 1300-1700 hrs.: 
Saturday 0700-1100 hrs. 
2,000 bags are loaded per gang-period. 6 bags per sling. 
MEDICAL: Crew members requiring medical attention are treated at the 
Polyclinic of the nearby town of Campechuela. 
When hospitalisation or specialised medical care is required, patients 
are sent to Manzanillo Hospital. 
TANKERS: Vessels are loaded with molasses at Ceiba Hueca Pier and 
average pumping rate is 25,000/30,000 g.p.h. Tankers with fuel oil are 
also operated. 
FRESH WATER: Vessels can be supplied. Delivery made through pipe- 
ocala vessel. Average delivery rate is about 1 t.p.h. (due to low 
ure). 
FUEUREPAIRS: Not available. 
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COMMUNICATIONS: Government telegraph communication between 
Manzanillo and Ceiba Hueca up to 1800 hrs. however, there is a 
telephone line which communicates by means of relay with 
“La Demajagua” sugar mill, which has direct telephone communication 
with Manzanillo. This communication is only during sugar-mill office 
hours, and it is very poor due to above relay. 


SHIPMASTER’S REPORT: October, 1984. (See Plan). 

Vessel loaded sugar in Bulk. 

A new berth (constructed 1981) consisting of the following: 

1. A long passage way from land to seaward having a length of about 
500 m. containing the belt which carries the sugar. 

2. Seven square dolphins 5m.x5m. constructed of cement with 
rubber fenders and 1 bollard on each. Distance between the first and 
seventh dolphins is about 250 m. 

3. One semi-circle cement construction about 40 m. length containing 
the movable conveyor. 

The conveyor has a capacity of about 500 tonnes p.h. — 
600 tonnes p.h. Loading operations can be done only into 3 cargo holds 
and then vessel has to shift by means of warping. No tug available or 
shore mooring men. It is best to leave a seaman ashore for any rope 
moving. 

The berth is affected by strong Northeasterly — Southeasterly winds 
and precautions must be taken during vessel's shifting. 

Max. sailing draft allowed 32 ft. The channel is marked with 3 pairs 
of buoys. No night mooring or unmooring. All other details as per “Guide 
to Port Entry”. 


AGENT: Vessels operating at this sub-port attended by Manzanillo 
Agency Personnel. 


(b) SUB-PORT OF MEDIA LUNA: (See Plan) 


Vessels may proceed direct. (See Manzanillo under “Authorities”). 
PILOTAGE: Pilots board vessels at Cabo Cruz. Distance from place 
where Pilots board vessels to Media Luna is about 38 miles. 
APPROACHES: See “Manzanillo”. 
MAX. SIZE: Max. draft for vessels to enter and carry out loading 
operations at this sub-port is 33 ft. Tidal variation 1 ft. 6 in. 
LOADING: Loading operations are carried out at anchorage where 
vessels can load up to 33 ft. Barges and tug-boats are used from 
Manzanillo. 

Working periods: Monday to Friday 0700 — 1100hrs., 1300 — 
1700 hrs.; Saturday 0700 — 1100 hrs. 

2,000 bags are loaded per gang-period. Vessels can only work with 
3 or 4 gangs. Only one vessel can work at a time. 
MEDICAL: There is a hospital and also a polyclinic at Media Luna where 
sick crew members receive medical or dental care. 

Whenever hospitalisation or specialised medical care is required, 
patients are sent to Manzanillo Hospital. 
TANKERS: No facilities. 
FUEL/FRESH WATER/REPAIRS: Not available. 
COMMUNICATIONS: There is direct telephone service with Manzanillo, 
also telegraph and post office. 
AUTHORITIES: See “Manzanillo”. 


(c) SUB-PORT OF NIQUERO: (See Plan) 
Vessels may proceed direct. (See Manzanillo under ‘“‘Authorities”). 
PILOTAGE: Pilots board vessels at Cabo Cruz. Distance from place 
where Pilots board vessels to Niquero Pier is 15 miles. Tidal variation 
1 ft. 6 in. 
LOADING: Pier length 400 ft. — 450 ft., depth up to 23 ft. (North and 
South sides). There are railroad tracks of different gauges and sidings 
for shifting of flat cars. 

Working periods: Monday to Friday 0700 — 1100hrs.,1300 — 
1700 hrs.; Saturday 0700 — 1100 hrs. 

2,000 bags loaded per gang-period. 6 bags loaded per sling. 

Although Niquero pier has two sides for docking, sugar mill can only 
supply sugar for working 1 vessel at a time unless overtime be worked 
at both sugar mill, warehouse and pier. 
FRESH WATER: Can be delivered at pier by means of tank cars, 
capacity 8 tons. About 5 — 6 tank cars can be delivered daily but 
operation has to be performed outside loading hours. 
FUEL/REPAIRS: Not available. 
TANKERS: No facilities. 
MEDICAL: All crew members requiring medical or dental attention are 
treated at Niquero Hospital, where they can be hospitalised if necessary. 
COMMUNICATIONS: Long-distance telephone communication 
between Manzanillo and Niquero sugar-mill office. Distance from sugar- 
mill office to pier is about 5 km. 


AGENT/AUTHORITIES: See “Manzanillo”. 


(d) SUB-PORT OF PILON (ENSENADA DE MORA): (See Plan) 
Vessels may proceed direct to sub-ports (see Manzanillo under 
“Authorities”’). 

PILOTAGE: Pilot boards vessel at Cabo Cruz. 

APPROACHES: From Cabo Cruz to Pilon mouth entrance is open sea. 
From Pilon mouth to the pier is through channel, with rocky bottom and 
turns. 

ANCHORAGES: Permitted draft up to 23 ft. 

MAX. SIZE: Max. draft permitted for vessels entering and sailing harbour 
is 20 ft. Tidal variation 1 ft. 6 in. Cargo vessel 450 ft. — 470 ft. length, 
tankers 500 ft. length. 
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LOADING: Berth length 150 m., depth 20 ft. (presently in bad condition). 
Sugar and molasses loading are performed at this berth. There is a 
railroad track of non-standard gauge between the sugar mill and the 
berth. 

Working periods: Monday to Friday 0700 — 1100hrs., 1300 — 
1700 hrs.; Saturday 0700 — 1100 hrs. 

2,000 bags of sugar loaded per gang per day of 8 hours. 6 bags 
loaded per sling. In cases when winches are slow, the number of bags 
per sling is increased. Only one vessel can operate at this berth at a 
time. 

MEDICAL: Medical attention and dental care rendered at Pilon Hospital. 
TANKERS: Molasses average pumping rate is 25,000 — 30,000 g.p.h. 
One connection 8 in. diameter, 12 in. pipe-line. 

FRESH WATER: Can be delivered at berth by pipe-line. Average 
delivery rate about 1 t.p.h. 

FUEL: Not available. 

COMMUNICATIONS: Government telegraph at Pilon. Also local 
telephone between sugar-mill office and Niquero, where there is 
Inalambrica system. 


AGENT/AUTHORITY: See “Manzanillo”. 


MARIEL: 23.01 N. 82.46 W. (See Plan) 
(and sub-ports of Cabanas, Bahia Honda and Santa 
Lucia) 


PILOTAGE: Pilots board vessels about 1 mile from entrance of port. 
Vessels proceeding to sub-ports of Cabanas and Bahia Honda must 
pick up Pilot at same place. Pilot station located at 84 street, 5/a and 
7/a, Barrio Boca. No telephone communication. 

Distance from position where Pilots board vessels to: 


Pier of Unit No. 1 — 1.25 miles 
Anchorage — 2.50 miles 
Pier of Unit No. 2 — 2.75 miles 


Pilot Works VHF on Channel 16. 
APPROACHES: Entrance channel where buoy No. 1 is situated is over 
a sand bank with 50-55-60 ft. depth. No. 3 buoy situated in 32 ft. of 
water on rocky bottom, but having close by a depth of 95 ft. No. 5 buoy 
situated in 30 ft. of water on sand having close by a depth of 33 ft. max. 
This channel is 328 ft. wide (approx.). 
ANCHORAGES: General anchorage — swing area 450 m., depth 29 ft. 

Punta Gorda anchorage — swing area 340 m., depth 36 ft. 

Cargo operations do not take place at anchorages. 
RESTRICTIONS: Vessels can enter and sail during day and night hours, 
but this should be checked in each case prior to vessel's arrival as on 
occasions the buoys are missing. 

MAX. SIZE: Max. draft with which vessels can enter and sail through 
channel is 30 ft. and max. length of 610 ft. Tidal variation 16 in. 
Also see “Berthing”. 

BERTHING: All places of operation at this port are located on the East 
coast of the bay: Unit No. 1 close to the port entrance; Cement Plant 
pier located just in front of Pt. Gorda and Unit No. 2 located at the North 
of the town of Mariel. 

All operations at Mariel piers are effected by means of trucks. 

(a) Unit No. 1, Berth No. 2 (N.W.): Length 134 ft., max. draft allowed 
22 ft. Used mostly for general cargo and bulk fertiliser. 

(b) Cement Plant Pier: Length: 544 ft. Draft: Vessels with a length under 
500 ft. can dock with a draft of 29 ft. even keel. 

This pier is used only to discharge fuel oil destined either for the 
Cement or the Thermoelectric Plants. é 

Vessels over 500 ft. and up to 610 ft. can enter with a draft of 27 ft. 
fore and 29 ft. aft. Assistance of a large tugboat (850 h.p.) or 2 smaller 


ones is necessary for vessels exceeding 532 ft. and up to 610 ft. length. 


Tanker information: Fuel Oil: 1 <8 in. diameter. 
(c) Unit No. 2: This installation is located at the North side of the town 
of Mariel. 

It consists of 3 berthing spaces, that is, a pier 607 ft. long by 267 ft. 
wide, built of concrete, but earth filled and not properly paved. 

Berth No. 5 (N.E.): Draft: 21 ft. fore and 23 ft. aft. Length: 607 ft. 

Berth No. 6 (N.W.): Draft: 25 ft. fore and 27 ft. aft. Length 267 ft. 

Berth No. 7 (S.E.): Draft 29 ft. even keel — Length: 607 ft. 

Cargo handled by this unit: Bulk fertilisers, general cargo and lumber. 

Water available by tank-truck. 
(d) A new plant for shipping bulk raw sugar is operating at new pier, 
draft 30 ft. 
STEVEDORES: Working periods: Monday to Saturday 0700 — 
1300 hrs., 1300 — 1900 hrs., 1900 — 0100 hrs. 

Raw sugar: 845 bags loaded per gang-period. 9 bags per sling. Only 
one sugar vessel can operate at a time. 

General cargo: discharging rate: from 6 to 9 tons per gang hour. 

Bagged merchandise: about 13 tons (100 Ib. bag type). 

Iron: about 18 tons (fluctuates according to type of iron). 

Wood: 12 tons (approx.). 

Fertilisers: Muriate of potash: 10 to 13 tons. 

Sulphate of ammonia: 8 to 10 tons. 
Superphosphate simple: 15 to 18 tons. 

Shore cranes: There is one caterpillar (PH movable crane with boom of 
80 ft. length, and which can lift 12 tons). 
FRESH WATER: Can be supplied at Unit No. 2 berth by means of tank- 
truck with capacity of 5 tons. In dry season supplied only during night 
time. 
FUEL/REPAIRS: Not available. 
MEDICAL: No hospital. Crew members requiring medical attention are 
sent to Havana. 
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TRANSPORTATION: Distance from Mariel to: 
Cabanas (anchorage): 25 km. 45 minutes by car. 
Cabanas (pier): 57 km. 1 hour 47 minutes by car. 
Bahia Honda: 73 km. 2 hours by car. 
Santa Lucia: 250 km. 4 hours by car. 

Car is hired for transportation to above sub-ports. There is daily 
transportation only between Mariel and Cabanas anchorage. 
AUTHORITIES: Located at Mariel as follows: 

Customs House and Immigration: Ave. 65. 126 Street and 128 Street 

Captain of the Port: Playa “La Boca” at the entrance of the port. 

Port Doctor: 128 Street. Ave. 67. and Litoral. 


AGENT: Consignataria, Mambisa, Agencia Mariel, Ave. 65 No. 1241} 
entre 124 y 126, Apartado No. 5, Mariel. Tel: 92305, 92183 (office), 
922326 (night). Telex: 05740. Cable: “Mambisas Mariel”. 

Mariel Agency also attends the ports of Bahia Honda, Cabanas and 
Santa Lucia. 


(a) SUB-PORT OF CABANAS: (See Plan) 


Vessels assigned to Cabanas do not have to enter Mariel for clearance, 
but must pick up Pilot at Mariel port entrance. 
PILOTAGE: See “Mariel”. 

Distance from position where Pilots board vessels to Cabanas js 
12 miles. 

APPROACHES: Entrance channel has sandy bottom on Eastern side, 
and rocky bottom on Western. It is about 70 m. wide. 
ANCHORAGES: Excellent anchorage is available about 620 m. S.E. of 
Pt. Mangle, with draft well above port's operations draft. 

This is a very desirable anchorage as it offers protection in al 
weathers. 

There is another anchorage about 4.5 miles distant from Gloria Rock 
RESTRICTIONS: Vessels should enter and sail only during daylight. 
MAX. SIZE: Max. draft permitted for entry and sailing is 19 ft., and 
max. length 574 ft. Tidal variation 1 ft. 4 in. 

BERTHING: Present name: ECA “Pablo de la Torriente Brau”. Former 
name: “Almacenes de Cabanas”. Length 360 ft. (max. length permitted 
450 ft.), depth 20 ft. 

This dock is commonly known as “Orozo Dock’, which is used in 
shipments of raw sugar. There are railroad tracks of standard gauge. 

If for any reason a tugboat is required, tugboat ‘Caharata’ is available 
if requested in advance. 

LOADING: Working periods: raw sugar: Monday to Friday 0700 - 
1100 hrs., 1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

845 bags are loaded per gang-period. 6 bags loaded per sling. 
FUEL/FRESH WATER/REPAIRS: Not available. 

MEDICAL: Crew members requiring medical care are attended a 
Cabanas Polyclinic. In those cases requiring hospitalisation o 
specialised medical treatment, they are sent to Havana. 


AGENT/AUTHORITIES: See “Mariel”. There is a Port Captain anc 
immigration at Cabanas. 


(b) SUB-PORT OF BAHIA HONDA: (See Plan) 


Vessels assigned to load at Bahia Honda do not have to enter Marie 
for clearance, but must pick up Pilot at Mariel port entrance. 
PILOTAGE: See “Mariel”. Distance from position where Pilots board 
vessels to Bahia Honda is 21 miles. 

APPROACHES: The entrance channel has sandy bottom on Eastem 
side, and rocky bottom on Western and is approximately 150 m. wide 
up to Corojal Anchorage. 

RESTRICTIONS: Entry and sailing only during daylight and necessafy 
to await favourable tide. 

ANCHORAGES: Draft 28 ft. Swing area 300 m. Max. length permittes 
623 ft. Anchorage used for completion of sugar loading by means df 
barges that are brought from Havana. 

MAX. SIZE: Length 450 ft. and max. ship draft for proceeding up 0 
Corojal anchorage is 28 ft. Tidal variation 1 ft. 4 in. 

BERTHING: Dock: “Central Harlem” (formerly “Bahia Honda”): 

Length 260 ft., draft 19 ft. Dock is commonly known as Sugar Dock 
of Harlem Sugar Mill. It has railroad track of standard gauge. 
LOADING: Sugar working periods: Monday to Friday 0700 — 1100 hrs 
1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

845 bags of raw sugar are loaded per gang-period as minimum (more 
than the above stipulated amount is always loaded). Only one vessé 
can load at a time. 

BUNKERS/WATER/DUNNAGE/REPAIRS: No facilities. 

MEDICAL: Crew members requiring medical care are attended at Bahié 
Honda Polyclinic. Those cases requiring hospitalisation or specialise 
medical treatment are sent to Havana. 


AGENT/AUTHORITY: See “Mariel”. 


(c) SUB-PORT OF SANTA LUCIA: 22° 44’ N. 83° 59’ W. 


Vessels assigned to Santa Lucia do not have to enter Mariel fo 
clearance, nor to pick up Pilot. 
PILOTAGE: Pilots board vessels at Pasa Honda, 2 miles off th 
phosphorescent buoy. No pilot station. Advice of ships’ arrival is give’ 
to Custom House Delegation by cable. Distance from place where Pilots 
board vessels up to first anchorage is 4 miles. 
APPROACHES: Channel! approximately 200 m. width, rocky bottom. 
has two turns with dangerous narrows. Tidal variation averages 18 in 
LOADING: There are the following anchorages: 

1st Anchorage: Has depth of 30 ft., but vessels are limited for sailift 
to max. draft of 15 ft., and length 500 ft. 

2nd Anchorage: Has depth of 20 ft., but vessels are limited for sailit 
to max. draft of 18 ft. 

3rd Anchorage: Open sea without draft limitation. : 

Working periods: Work is performed all day (during daylight) includit 
Saturday and Sunday. 


Average loading rate is about 900 tons daily, but rate might be 

improved in the following cases: 

1. Vessels with more than 3 hatches available. 

2. Vessels with booms (not of the crane type) since loading is 
performed by grabs which are to be rigged in order to perform quick 
loading. 

3. Provided only one vessel performs operations (2 vessels may be 
loaded simultaneously but above rate cannot be complied with). 

Loading at this sub-port is by means of grabs rigged to vessel's boom. 

in cases where vessel has no booms, but cranes, the loading is carried 
out very slowly as buckets are used in such cases, and having to shovel 
mineral into buckets delays loading operations. 

There are 6 barges for loading mineral with a capacity of 150 tons 

ch. 

TUGS: 2 aie Adis and Julita which can tow 2 barges each. 
MEDICAL: Crew members requiring medical care are attended at Santa 
tucia Polyclinic. Those cases requiring hospitalisation or specialised 
medical treatment are sent to Pinar del Rio Hospital, distance 80 km. 
from Santa Lucia. 

FUEL/FRESH WATER/REPAIRS: Not available. 
AGENT/AUTHORITIES: See “Mariel”. 

Port Authorities use launches for clearing vessels. Agents use a car 

to travel from Mariel to Santa Lucia which takes 4 hours. 

There are Custom House and Port Captain Delegations at the sub- 

port of Santa Lucia. 


MATANZAS: 23.03 N. 81.34 W. (See Plan) 


Matanzas Bay is open and most ample, being about 5 miles long and 
2.75 miles wide. 

Its waters are deep and only start losing depth at about 150 yds. from 
shore; for this reason it is most suitable to accommodate large vessels, 
regardless of length or draft. 

Occasionally the prevailing winds affect and interfere with docking 
and undocking manoeuvres. 

Within bay limits, 3 rivers flow: 

San Juan and Yumuri Rivers, which empty into the South-Western 

extreme of the bay, after crossing the city of Matanzas; and Canimar 
which drains into the S.E. of the bay. 
PILOTAGE: Pilots board vessels about 3 miles after passing the port 
entrance, in front of Electrical Plant and close to Empresa Consolidada 
del Petroleo Pier (Texas). Pilot station located at Reynold Garcia Pier 
(Terminal Maritima). Tel. number 2688. 

Pilots board tankers in position Lat. 23° 05.6’ N., Long. 81° 30.2’ W. 
ANCHORAGES: 

Indio Anchorage: depth 17 ft.; swing area 120 m. 

South Anchorage: depth 30 ft.; swing area 230 m. 

Del Medio Anchorage: depth 27 ft.; swing area 200 m. 

West Anchorage: depth 21 ft.; swing area 150 m. 

North Anchorage: depth 25 ft.; swing area 150 m. 

Casacajales Anchorage: depth over 30 ft. 

APPROACHES: There are three entrance channels: 

(i) North Channel: 50 ft. minimum depth with muddy bottom. 

(ii) South Channel: 80 ft. minimum depth with rocky bottom. 

(ili) Middle Channel: 22 ft. maximum draft. Because of the limited draft 
of this channel, it is seldom used. 

The most remarkable points of visual orientation while approaching 
Matanzas are: 

Point Maya Lighthouse, which rises 58 ft. above high tide, flashing 
white light visible up to 13 miles away, located on the East side of the 
port mouth. 

To the West the Pan de Matanzas mountain and to the East the 
mountain range known as Tetas de Camarioca, 7 miles inland, with 
three distinct summits. 

While entering the port at night-time, on the West side of the entrance, 
there is a huge brightly illuminated building of a tannery which can be 
used as a landmark to determine where to pick up Pilot, as the location 
$700 m. after sailing past the building. 

Tidal variation at this port averages 1 ft. 6 in. 

RESTRICTIONS: Vessels can enter or sail at night but Port Authorities 
should be advised in advance. 

BERTHING: At Matanzas Port there are 5 separate berthing installations 
of which Jesus Menendez Pier, formerly known as Texas Pier, has been 
out of use for some time. 

All port installations are located on the N.W. shore of the bay. 

Jose Luis Dubrocq Pier was enlarged and rebuilt in 1970 and all piers 
and the bay have been recently dredged, these works having been 
completed at the beginning of 1973. 

Jesus Menendez Pier (formerly Texas Pier): Length 794 ft., draft 28 ft. 
Used to discharge fuel oil. 

Presently no operations are performed at this pier due to the bad 

condition of its solid dolphins. Pier itself is in good condition and may 
used as soon as solid dolphins are replaced. 

Frank Pais Pier (formerly Armour Pier): \t is a solid construction of 

Concrete and stones. 

Although it has two sides, only the West side is used, the East side 
being out of use. Length 350 ft., draft 22 ft. 

Cargo handled by this pier: Only coastal trade discharge of: Fuel oil, 
diesel oil, gasoline, kerosene and occasionally cement or general cargo. 
Reynold Garcia Pier (formerly Terminal Maritima Pier): The pier is of 
Solid concrete construction at the entrance of which the pilot station and 
he stevedores’ office are located. 

North Side: Length 450 ft., draft 32 ft. Cargo handled by this side: 
tation: Bagged refined sugar, dextrana, rayon, liqueurs, etc. 
port: Occasionally dry cargo (general cargo), liquid ammonia. 
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South Side: At this side of pier are the mechanical installations of the 
bulk raw sugar shipping plant. Length 529 ft., draft 32 ft. 

Cargo handled by this side: Exportation: Bulk raw sugar, occasionally 
bagged refined sugar, dextrana, rayon, liqueurs, etc. Importation: Can 
be used if no sugar is scheduled to be shipped. 

Morales Bayona Pier (formerly Cubadist Pier): \t is a steel and concrete 

construction, consisting of a long narrow passage along which run the 

molasses and water pipe-lines, and a catwalk. 

At this installation tankers berth to 2 solid dolphins and 2 mooring 
buoys fore and aft. Max. length permitted to vessels 615 ft., draft 32 ft. 
Cargo handled by this pier: Exportation of molasses and alcohol. 

Jose Luis Dubrocq Pier (formerly Fomento Maritimo Pier): 

Section No. 1: Recently enlarged and rebuilt; at this time 2 heavy 
overhead cranes are being installed for discharging of bulk fertilisers. 
This installation is a coastal pier. Length 600 ft., draft 32 ft. 

Cargo handled by this Section: Import: General cargo, bulk fertilisers, 
Caged cargoes, lumber, etc. Export: General cargo. 

ection No. 2: Length 532 ft., draft 27 ft. 

Cargo handled by this Section: Similar to Section No. 1. 

Trucking operations are usual at this pier. 

STEVEDORES: Monday to Friday: 0700 — 1100 hrs., 1300 — 1700 hrs. 

Saturday: 0700 — 1100 hrs. Sundays: No work performed unless in 

special cases. 

Raw sugar: 855 raw-sugar bags loaded per gang-period. 5 bags 
loaded per sling. 

Refined sugar: 2,004 refined-sugar bags (50 kg. type) are loaded per 
gang-period (797 of 100 kg. type). 

12 bags of 50 kg. type per sling; 6 bags of 100 kg. type. 

General cargo: average rate of discharge of other kinds of cargo varies 
depending on the type. 

Average rate of fertiliser discharge about 11 tons per gang-hour. 

Crane: one steam crane with a boom of 60 ft. which can lift about 
40 tons. Crane is mounted on railroad tracks and is used only at Jose 
Luis Dubrocgq Pier. 

Bulk sugar: The installation of bulk sugar throwers operated by 
Empresa Consolidada del Azucar, at Reynold Garcia Pier, is by system 
of conveyor and distribution crane which runs from Parabolicos 
warehouses up to the end of the pier. A special structure protects the 
conveyor. 

The crane runs on special rail throughout the pier (fore and aft) 
stopping at each vessel's hold. In cases where the vessel has projecting 
superstructure, she has to be separated from the pier. 

Cree loading rate is about 350 t.p.h., depending on the type of 
vessel. On vessels without tweendecks, an average of 43 t.p.h. has been 
attained. 

Weights of shipment estimated on draft and information provided by 
Master. Notations are entered in Bill of Lading declaring quantity as 
subject to amount discharged at destination, which is supervised by 
Cuban Producers’ Representative. 

MEDICAL: Following hospitals where sick crew members can receive 

attention: Civil Hospital, Army Hospital, Clinica Moderna, Clinica Villar, 

Clinica Matanzas. 

TANKERS: Discharge of fuel oil: 1 connection 6 in. diameter. 
Discharge of gasoline/kerosene/diesel oil: 1 connection 6 in. diameter. 
Alcohol: Pipe-lines 10 in. diameter, 2 connections 8 in. diameter. 
Molasses: Pipe-lines 12 in. diameter, 4 connections 8 in. in diameter. 

FRESH WATER: Water available by pipe-line only while docked to the 

underlisted piers: 

Reynold Garcia: Delivery rate: From 7 to 10 t.p.h. 

Morales Bayona: Delivery rate: From 10 to 12 t.p.h. 

Jose Luis Dubrocq: Delivery rate: From 5 to 7 t.p.h. 

FUEL: No bunkers available. 

REPAIRS: Can be performed by Cearra y Trabazo. 

COMMUNICATIONS: Long-distance _ telephone, Corporacion 

Inalambrica Cubana, Press wireless, Government telegraph, postal 

communication, railroad and buses. 

Vessels can communicate through CLA via Cardenas and/or Havana. 
DEVELOPMENTS: Specialised fertiliser unloading equipment to be 
introduced at the port. 

AUTHORITIES: Located as follows: 


Port Doctor: Milanes St. No. 2. Tel. 2672 (home tel. 2338). 
Immigration: Santa Teresa St. No. 19. Tel. 2695. 
Port Captain: Muelle del Real. Tel. 2469. 


Versalles St. e/Navia and Riech St. Tel. 2269 
(home tel. 2339). (Chief of Custom House 
watching services.) 


AGENT: Empresa Consignataria Mambisa, Agencia Matanzas, Milanes 
No. 28002, Apartado No. 245, Matanzas. Telephone: 2519 and 3079 
(office), 3081 (night). Telex: 52132. Cable: Mambisas Matanzas. 

Ocean going vessels navigating to Cuba can communicate with the 
Matanzas Agency by radiotelegraphy, contacting “CLA” Havana Station, 
which relays the messages immediately to Matanzas. 

The Matanzas Agency is connected to the National Telex System and 
its number is 05232. This is the quickest method of communication with 
Matanzas Agency. 

Masters must send their ETA messages simultaneously to Mambisas 
Matanzas and Mambisas Havana. 

Matanzas Agency VHF works on Channel 16 during office hours. 


Custom House: 
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NUEVA GERONA (lIsla de Pinos): 21.58 N. 82.56 W. 
(See Plan) 


Isla de Pinos is the largest island of Los Canarreos Archipelago, 
located on the South coast of Cuba, just in front of Batabano Gulf and 
the boundary between Pinar del Rio and Havana provinces. 

Isla de Pinos is 54 km. long from North to South and 58 km. from East 
to West. (2,200 sq. km.). The North coast is 229 km. long and the South 
coast 98 km. 

Nueva Gerona Anchorage lies in front of the mouth of Las Casas 
River. 

PILOTAGE: Pilots board vessels at Punta Frances. Distance from place 
where Pilots board vessels to loading berth is about 34 miles. No pilot 
station. Chief Pilot is located at No. 3 St. Mo. 612 e/ 6 and 8 Streets, 
Nueva Gerona, Isla de Pinos. 

APPROACHES: Entrance channel or passage from the Gulf to the bank 
is about 2 miles wide. Bottom throughout the 34 miles is mud (from 
entrance to anchorage in front of Las Casa River). No dangerous turns 
or narrows. 

ANCHORAGES: Gerona Anchorage: Located just in front and close to 
the mouth of Las Casas river. Draft 19 ft. No limitations regarding length. 
Swing area is 600 ft. 

Loading of fruits at anchorage is performed only when shipment is 
effected in vessels whose draft does not permit them to enter through 
the river. 

Auxiliary equipment for exportation of fruits: 2 barges, 1 tugboat. 

Working periods: Monday to Friday 0700-1100 hrs., 1300-1700 hrs.; 
Saturday 0700-1100 hrs. 

Whenever sufficient cargo is supplied by the packing plant, the loading 
rates should be about 120 tons per gang in 8 hours. 

RESTRICTIONS: Entry and sailing only during daylight. 

MAX. SIZE: Max. draft up to which vessels can load out of the river is 
19 ft. Tidal variation 1 ft. 

BERTHING: Nueva Gerona Pier: Located about 2 miles up river. Length 
200 ft. Max. length allowed to vessels, 90 m. (295 ft.). Draft 14 ft. 6 in. 
FRESH WATER: Available only at berth. 

FUEL/REPAIRS: Not available. 

MEDICAL: General hospital “Heroes de Baire’, where sick crew 
members can receive attention. 

COMMUNICATIONS: There are telephone, telegraph and cable 
(Inalambrica) communications, also air postal service. 

AUTHORITIES: Port Authorities are located at Nueva Gerona. 

It is strongly recommended that when vessels are assigned to this 
port, all measures be taken for perfect co-ordination between Agents, 
Pilots and Port Authorities, and Masters should give ETAs in advance. 


SUB-AGENT: Empresas Nacional de Cabotaje, Calle 31 y 22 (Terminal 
Maritime), Nueva Gerona, Isla de Pinos. Tel.: 2467, 3300. 
Telex: 054118. Cable: Mambisas — Nueva Gerona. 


NUEVITAS: 21.33 N. 77.16 W. (including sub-ports of 
Pastelillo, Puerto Tarafa, and Bufadero): (See Plan) 


The port lies on a peninsula orientated from West to East, and all port 
installations are located on the North of said peninsula: Tarafa on the 
Western extreme, Bufadero and Cement Pier at about 0.5 miles East 
of Tarafa, and Pastelillo at the Eastern extreme. 

The city of Nuevitas is located about 4.5 km. to the S.W. of Tarafa. 

The city spreads widely from the shores of Guincho Bay. 

Neuvitas Bay has an extension of 57 square miles, but despite its 
extension, owing to its geographical configuration, is fairly well sheltered 
and can accommodate vessels of large tonnage. Bottom of the bay is 
mostly hard mud, but there are areas of sand and others where it is 
sandy/muddy. 


(a) SUB-PORT OF PASTELILLO: (See Plan) 
PILOTAGE: Pilots board vessels at Punta Practicos, 1 mile from Buoy 
No. 1. 

The following are the distances from the place where Pilot boards the 


vessel up to: Pastelillo: 8 miles; Bufadero: 10 miles; Tarafa: 10.75 miles. 


Pilot Station is located at Nuevitas and usual means of 
communications with it are telephone or car. 

APPROACHES: Entrance to or sailing from this port is only effected at 
slack water in order to avoid tidal currents. 

Usually entrance or sailing from port is performed during daylight 
hours but incoming vessels, which have advised their ETA well in 
advance and draw 30 ft. or less can enter during night-time at slack 
water, if all the navigational signals and marks are in good order. If any 
lighted buoy is out of service, night entrance or sailing are not performed. 

Channel bottom is rocky/sandy along most of its entire course but if 
crossing the channel with official draft allowed to vessels, there are no 
difficulties regarding draft as there is ample depth. 

Limitations as to draft and length to enter to or sail from Nuevitas are 
as follows: Draft 33 ft., length 650 ft. 

Limitations as to draft for crossing the bay interior channels are: 


Entrance channel up to Botijuela Anchorage: 35 ft. 
La Estrella Channel up to Pastelillo: 33 ft. 
Channel between Pastelillo and Tarafa: 26 ft. 6 in. 


ANCHORAGES: La Poza Anchorage: Located near Pt. Practicos. 
Geographical position: Lat. 21°36’ 46"N., Long. 77° 05' 11” W. 
Limitations: Draft 38 ft., length none. Swinging area: Unlimited. Can 
accommodate one vessel. Distance from shore: 400 m. 

Botijuela Anchorage: Located S.E. of Ballenato Grande Cay. 
Geographical position: Lat. 21°31'34"N., Long. 77° 10° 39” W. 
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Limitations: Draft 35 ft., length 650 ft. Swinging area: 400m. Cap 
accommodate 15 average type vessels. Distance from shore: 2 miles 
Pastelillo Anchorage: Located East of Pastelillo. Geographical Position 
Lat. 21° 32' 34” N., Long. 77° 12’ 38” W. Limitations: Draft 20 ft., length 
500 ft. Swinging area: 200 m. Can accommodate 2 vessels. Distance 
from shore: 0.25 miles. 

Guincho Anchorage: Located East of Pt. Guincho. Geographical 
Position: Lat. 21° 31' 57” N., Long. 77° 14’ 00" W. Limitations: Draf 
16 ft., length 250 ft. Swinging area: 100 m. Can accommodate 1 smal 
vessel. Distance from shore: 1.25 miles. 

Tarafa Anchorage: Located to the N.W. of “D" Pier. Geographica 
position: Lat. 21° 34’ 30” N. Long. 77° 14' 45” W. Limitations: Draft 22 ft, 
length 525 ft. Can accommodate 1 vessel. Distance from shore: 400 m 
MAX. SIZE: Up to 575 ft. length — 33 ft. draft. Up to 610 ft. length — 31 f 
draft. Tidal variation 1 ft. 6 in. 

BERTHING: Pastelillo Pier: North Side: Length 458 ft., width 55 ft. 
max. draft 33 ft. 

Depths alongside from shore end to pier head: 31 — 35 — 37 — 37- 
37 — 36 — 37 ft. 

Cargo handled by this side: General cargo, equipment, machinery, 
bagged raw and refined sugar, molasses, etc. 

South Side: Length 458 ft., width 55 ft., max. draft 33 ft. 

annie a alongside from shore end to pier head: 24 — 33 — 34 — 33- 
ft. 

It is well cared for and recently underwent complete repairs, being the 

topping-off berth for sugar and molasses loading of the port, as well as 

the deep draft berth for vessels with import cargoes. 

Petroleum products (fuel oil, diesel oil, gasoline and kerosene) for the 
use of the whole Camaguey Province, are discharged at this pier. 

The pier has railroad sidings connecting with the main tracks but is 
not suitable for trucking operations. 

STEVEDORES: Working periods: Monday to Friday, 0700-1300 hrs. 
1300-1900 hrs.; Saturday, 0700-1300 hrs., 1300-1900 hrs.; Sunday 
no work is performed. 

Raw Sugar: loading rate: max. 1,800 bags per gang in 6 hours 
Minimum fixed rate 975 bags in 4 hours or equivalent in 6 hours. 6 bags 
loaded per sling. 

Loading Capacity: 2 sugar vessels can perform sugar loading 
operations simultaneously. 

Refined Sugar: this type of shipment is not regularly performed. 

Loading rate: 3,300 bags of 100 Ib. each are loaded per gang in 
6 hour period. 

General Cargo: discharging rate is about 11 to 12 t.p.h. 
EQUIPMENT: The port owns and operates the following equipment 
6 fork lift trucks; 7 tractors; 3 trailers; 6 tow motors; 5 shore cranes (from 
5 to 20 tons lifting capacity); 2300 ton capacity cargo barges 
1 (1,200 h.p.) tugboat. 

MEDICAL: There is a municipal hospital where sick crew members car 
receive attention. 

TANKERS: Molasses pumping rate about 85,000 g.p.h. 

FUEL: Currently the only bunkers available at Nuevitas are Regula! 
Fuel Oil, which is the type of fuel oil stored at shore tanks. 

Deliveries are effected only at Pastelillo Pier by pipe-line gravity from 
the deposit tanks and due to the method used, are slow. 

Bunkers must be requested well in advance. 

FRESH WATER: Can be supplied at No. 4 pier. Delivered by means ¢ 
railroad tank cars, each with capacity of approximately 34 tons. Deliver 
rate about 20 t.p.h. 

REPAIRS: Repair Shop “Boga” incorporated in the Industry Ministry. 
COMMUNICATIONS: Vessels navigating to Cuba can communicatt 
with Mambisas Nuevitas Agency through “CLA” Havana Radio Statior 
which relays the message promptly to Nuevitas. 

When navigating in Cuban Waters nearing Nuevitas, vessels caf 
communicate directly with “CLK” Coastal Radio Network Nuevitas bj 
radiotelegraphy at 500 kHz, general call, 446 kHz, for working 
Radiotelephony frequency 2760 or 2182 kHz. 

This Coastal Network Station rapidly relays any message to Mambisé 
Nuevitas Agency. 

Masters must send their ETA messages simultaneously on VH 
Channel 16 to Mambisas Nuevitas and Mambisas Havana. 


SHIPMASTER’S REPORT: August 1985. 
See “Sub-port of Tarafa’’. 


SHIPMASTER’S REPORT: March 1989. 

Charts: BA. Chart No. 3197, Bahia Nuevitas. BA. Chart No. 3865, Cubé 
— Eastern Sheet. 

Sailing Directions: NP. 70, West Indies Pilot, Volume 1. 

Officials: This was second port in Cuba, so no difficulties were expecte 
however after the Agent and Veterinary Inspector had boarded af 
sealed the meat room a squad of 14 customs officials arrived at 
searched the accommodation and store rooms. Bond had been sealét 
in Havana but was opened just in case and then resealed. 

If the officials asked to see something on the Crew Effects Declarati 
they seemed satisfied if told that it had been put in the “transit room 
so that it would appear that the safest course is to pack everything excel 
the essentials into a suitcase and place it in the transit room. 

When alongside, Customs officials carry out an inspection and requ 
a signature on their check sheet every day. 

As noted in “Guide to Port Entry”, the meat room is sealed, but the 
seem to be fairly pragmatic about this and allow reasonable stocks * 
be removed each day. 

Approaches: From the West, Pta. Maternillos Lt. is easily visible a 
there are no difficulties. Pilot was contacted at about 35 miles on 
Channel 16 and gave clear instructions. Passage through the narre 
winding channel into the bay has to be done at slack HW, although thet 
was still some flood running as we entered. Larger heavier ships a 
taken through in daylight and have a tug escort (this vessel 171 m. LO 
with 27 ft. draft.) 


aealo! 


pilot: The Pilot boards from a launch (black hull, white superstructure), 
1 mile North of Buoy No. 1. 

Anchorage: In a quiet area S.S.W. of Cayo Ballenato Grande, inside 
the bay, holding ground is good. 

Tugs: There are 4 tugs available and the port regulations require 2 tugs 
for berthing. One seems to be on permanent water barge duties, one in 
dry dock in Havana, one was away on salvage duty and the remaining 
tug assisted with berthing and was well handled. 

The tugs are registered in Malta and are on long term charter. 

The regulations also require large deep draft vessels to be escorted 
in and out of the entrance. This can interfere with berthing schedules. 
Berth: The oil berth is fairly new and is close to the old molasses berth 
at Puerto Pastelillo. It is well fendered and sheltered. It has lines for 
gasoline, gas oil, kerosene and fuel oil. A new loading arm and line for 
LPG is being fitted to serve 2 tanks about 2.5 km. away on the North 
shore of Peninsula del Guincho. 

Gas oil and kerosene tanks are 50 m. above sea level and are about 
1.5km. away. 

Berth Information: 

Berth Operator: State Oil Company. 

Density: Salt. 

Distance from Pilot to Berth: 11 miles. 

Bridges: None. 

Restrictions: Night time berthing/unberthing permissible but passage 
to sea is dependent upon length of vessel and draft. 

Fresh water: Available by barge. 

Hoses: 4 x 8 in., also see “Berth” above. Max. pressure 8 kg/sq.cm. 

Slop facilities: None. 

Repair facilities: None. 

Surveyors: None. 

Shore Leave: Passports, shore passes and currency reports were 
needed. Launch took crew to Puerto Tarafa. No taxis or buses available 
at Nuevitas. Small Seamen's Club available. 

Telephones: Telephone calls to Norway at 2000 hrs. GMT on a weekday 
took about an hour to arrange. The delay appears to be due to lack of 
lines between Nuevitas and Havana. 


AUTHORITIES: Located at Nuevitas. 

Authorities travel from Nuevitas to clear the vessels for whichever of 
the 3 berths they may have been assigned, i.e. Pastelillo, Tarafa or 
Bufadero. 

Means of transportation for port authorities from Nuevitas to the 
loading/discharging berths is automobile or launches. 


AGENT: Empresa _Consignataria  Mambisa, Agency Nuevitas, 
P.0.Box No. 350, Puerto Tarafa, Nuevitas, Prov. de Camaguey. 
Telephone: 2779, 2107 (office), 3109 (night). Telex: 031151. Cable: 
Mambisas Nuevitas. 

Mambisas Nuevitas Agency also attends the port of Jucaro and sub- 
port of Boca Grande. 


(b) SUB-PORT OF TARAFA: (See Plan) 


PILOTAGE: See “Pastelillo”. Distance from place where Pilots board 
vessels to Tarafa is about 10.75 miles. 
APPROACHES: See ‘Pastelillo”. 
RESTRICTIONS: Vessels can enter or sail only during daylight and 
should wait for slack water. 
BERTHING: Tarafa Terminal: This terminal consists of 3 solid concrete 
piers, each with railroad sidings connecting with the main tracks and 
also suitable for trucking operations. 

lt is capable of operating 7 vessels simultaneously: 6 average size 
vessels and 1 medium or small. 

Cargo handled at Tarafa Terminal: General cargo, equipment, 
machinery, bagged cargoes, fresh and canned fruits, sugar, etc. 
Tarafa Pier “‘B’’: North Side: Length 480 ft., width 65 ft., max. draft 19 ft. 
Pele alongside from shore end to pier head: 19 — 23 — 25 — 25 — 


South Side: Length 480 ft., width 65 ft., max. draft 19 ft. 

Depths alongside from shore end to pier head: 14 — 21 — 20 — 22 — 
22-24 — 25 ft. 
Tarafa Pier ‘‘C’’: North Side: Length 437 ft., width 61 ft., max. draft 26 ft. 
a alongside from shore end to pier head: 26 — 25 — 26 — 29 — 


South Side: Length 437 ft., width 61 ft., max. draft 26 ft. 
Depths alongside from shore end to pier head: 23 — 23 — 25 — 25 — 
25 — 26 — 27 ft. 
Tarafa Pier “‘D"’: North Side: Length 768 ft., width 65 ft., max. draft 27 ft. 
Depths alongside from shore end to pier head: 28 — 29 — 31 — 32 — 
33 ~ 34 — 33 — 34 ft. 
South Side: Length 477 ft., width 65 ft., max. draft 26 ft. 
Depths alongside from shore end to pier head: 19 — 27 — 29 — 29 — 
30 ~ 30 — 29 — 28 ft 
STEVEDORES: Working periods — raw sugar, loading rate, refined 
Sugar, general cargo, etc., same as for Pastelillo. 6 sugar vessels can 
operate simultaneously. No crane available. 
FRESH WATER: Can be supplied at Pier “B”, “C”, and “D”. 
FUEL: No bunkers usually supplied at this terminal, but in special cases 
bunkers have been supplied at Pier “B”. 


SHIPMASTER’S REPORT: March 1980. 

General Cargo: There are 3 piers for handling general cargo, all in the 

ag ie at Tarafa. All about the same length, and ships can moor 
sides. 

Fresh Water: Fresh water can be supplied at anchorage and at all piers 

‘y barges (about 200 tons). 

Agent: The Agent “Mambisas” has an office just outside the gate (large 

seen house) and listens on VHF Channel 12 from 0900 — 1100 hrs. 

and 1500 — 1700 hrs. 


CUBA 


SHIPMASTER’S REPORT: November 1981. 

Pilotage: Compulsory. 12 hours’ notice required. 

Restrictions: Vessel can enter and leave port during hours of darkness. 
Vessel can only enter and leave at slack water due to narrow entrance. 
Max. Size: Length 511 ft., beam 70 ft., max. draft 24 ft. 

Tugs: Available and should be used. 

Radio: CLK. 

VHF: Pilot on Channels 16 and 13. Port Authority on Channel 13. Agent 
on Channel 12. 

Berthing: Location: Lat. 21° 34’ N., Long. 76° 14.5’ W. 

Vessel berthed at Berth B. Distance from entrance to berth 12 miles. 
Least depth of water in channel from sea to berth 8.0 m. Max. tidal range 
at berth 1 m. Nature of bottom mud. Density 1025. 

Facilities Available: Limited bulk handling facilities, no Ro-Ro, no floating 
cranes. Equipment available for handling palletised cargoes. No facilities 
for handling containers. 

Anchorage: The anchorage is 6 miles from the berth. Vessels with draft 
of over 20 ft. have to anchor in channel. 

Barges: Fresh water barge available. 

Tankers: Tanker terminal available. 

Consuls: None. 

Services: The following services are available: Fresh water, fresh 
Provisions in small quantities, laundry service, telex, bunker fuel oil, 
diesel oil, lubricating oil, doctor and hospital. 

Agents: Nearest Agent in Havana. 


SHIPMASTER’S REPORT: December 1983. 

Documents: See Havana “Shipmaster’s Report: December 1983”. 
Pilotage: Compulsory. 24 hours’ notice should be given via Agent. 
Pilot boards at No. 1 Buoy (entrance to bay). 

Distance from entrance to berth is 12 miles through a very narrow 
channel with sharp bends. This channel may only be transited at slack 
water during daylight. 

Charted depth in channel was 4 fathoms but we found at least 30 ft. 
Tidal range 0.5 m. Currents of 2 — 4 knots are experienced 2 hours after 
HW or LW. 
Anchorages: Available 
Long. 77° 11.5’ W. 
Restrictions: See “Pilotage”. 

Max. Size: Max. LOA 650 ft., max. draft in channel 33 ft. 

Radio: Neuvitas. 

VHF: Pilot and Port Authority use Channel 16. 

Tugs: At least 3 tugs available. 

Berthing: Vessel berthed at Tarafa “B” Pier (Lat. 21°34.2'N., 
Long. 77° 14.7’ W.). This vessel (length 575 ft.) was very much the 
maximum size for this pier. Max. draft at East end — 19 ft. Mean tidal 
range at berth was 18 in. 

Nuevitas has 3 piers for receiving and exporting general cargoes. The 
3 piers are “B’, “C’, “D", with berths on North and South sides of each. 
Lengths of piers are said to be “B" 480 ft., “C” 437 ft. and “D" 766 ft. 
The South side of ‘'B" Pier is silted up limiting the draft to about 17 ft. 

We were offered "C" Berth 437 ft. which | rejected as being unsafe 
for this size of vessel. The Pilot and Port Officials agreed with me. 

The vessel berthed North side of “B” Pier. Only 470 ft. of pier was 
usable as heavy boulders and mud extended from the East end of the 
berth consequently 110 ft. of the vessel overlapped the jetty into the 
stream where a current of from 1 to 2 knots can be experienced. Every 
use was made of bollards and horn cleats on the quay, some of which 
were very dubiously secured to the wharf. All available leads on the 
vessel were used, even so there are no means or facilities for breasting 
the stern in. During a heavy squall the ship was about 12 ft. off the jetty. 

“D” Berth is the only suitable berth for this size of vessel. Unfortunately 
it is used only for receiving bulk fertiliser. 

Other berths off the Port are only used for the export of sugar and 
cargoes moved by rail trucks. 

Vessel must depart berth 2 hours prior to slack water in order to transit 
channel at slack water. 

Bulk Cargo Facilities: “D” Pier is tor discharge of bulk fertiliser; ship's 
gear used. 

Stevedores: Available and satisfactory. 

Medical: Doctor and hospital facilities available. 

Fresh Water: Available. 

Fuel: Limited quantities of bunker fuel, diesel and lubricating oils 
available. 

Consuls: Nearest at Havana. 

Surveyors: Salvage Surveyor available. 

Airport: Local airport. 

Services: Telex facilities. Limited supplies of fresh provisions, groceries 
and meats. 


in centre of bay at Lat. 21°31'N. 


SHIPMASTER’S REPORT: February 1984. 

We recently loaded a cargo of bagged sugar in Nuevitas, Cuba. 
Thanks to your publication, all crew had made out complete Personal 
Effects lists, and most of their valuables had been placed in cases and 
placed in the bond. 

On berthing, | was presented with a set of Customs Regulations which 
stated what had to be placed in bond during the ship's stay in Cuba. 
This says (in English) Quote: “On arrival Cuban port all Masters of any 
ships must put under transit room that not be of personal use such as 
toys, guns, ammunitions, spirits, cigarettes, narcotics and kinds of 
pornographic pictures”. No mention is made of cameras. 

The day after berthing, the ship was searched by the Port Captain, 
who confiscated two cameras belonging to crew members, even though 
these had been declared. According to the Agent in Cuba, these people 
had no right to take these articles, and he was certain he would get 
them back. However, despite numerous requests and letters, they were 
not returned on sailing. 

The above may prove of assistance to other ships. 

See “Shipmaster’s Comments” in “General” before first port. 
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SHIPMASTER’S REPORT: August 1985. 

Notices: The required notices and ETA messages were sent to 
“Mambisas — Havana” and once the loading port was declared contact 
was established with “Mambisas — Nuevitas” — the local Agents, all 
messages were then directed through them. 

Response of Havana Radio (CLA) on HF was poor, all messages had 

to be sent through U.S. coast stations, however, once the vessel was 
in MF range all traffic was directed through Havana Radio and the local 
station Nuevitas Radio (CLK). 
Approaches: 2 hours prior to time of arrival the vessel was informed by 
the Pilots (on VHF) that the Pilot would board at 1130 hrs. which meant 
a delay of 2 hours. We went up close to the Pilot Boarding Ground to 
register and report the time of arrival and then went out to drift. We then 
sent message to Agents to tender Notice of Readiness on Master's 
behalf with time to be stated as 0930 hrs. (it was a Saturday). 

All entrances to the bay are made when tide is slack at No. 1 Buoy, 
ETA to be timed accordingly. Pilots prefer to enter between Slack Water 
and Flood Tide. All sailings are timed for 1 hour before Slack Water, the 
idea is to be at No. 1 Buoy at Slack Water. 

Limitations: \f draft less than 30 ft. then vessel can enter and leave the 
port by day or night provided the above conditions are met. If draft is 
more than 30 ft. then the vessel can enter and leave the port at HW — 
Slack Tide by day only. Max. draft 33 ft. There is a strong currrent in 
the channel and at the neck of the bay of up to 4 — 5 knots. 
Anchorages: No safe anchorage with good holding ground is available 
outside the bay near the entrance, so it is advisable to drift. Vessel must 
be well out as there is a strong set. Pilots advise that if it is necessary 
to anchor then the vessel can anchor in a position bearing 
000° (T) x 4 cables from Pta-de-Cos Practicos, but for an hour or so 
only. 

We understand that if a vessel has to anchor for longer periods then 
one can anchor on the Great Bahama Bank as shown (see “Plan”). 
Vessels have been known to anchor here for hatch cleaning, etc. 
| personally feel it is not a very good proposition. Inside the bay there 
are good and safe anchorages available. There is no safe anchorage 
off Pastelillo Pier. Off Tarafa there is an anchorage to the N.W., max. 
draft 22 ft., it is used only as a temporary holding ground during 
manoeuvres. 

Pilotage: Pilots board 1 mile North of No. 1 Buoy. Pilots and tugs 
communicate — using walkie-talkie. If wind is more than Force 4, the 
Master has to issue a letter before Pilots undertake any docking/ 
undocking operations, especially if in light draft and with high windage 
area. 

Tugs: This port has experienced many tug breakdowns and delays. 
We were given to understand that on one occasion (March 1985) all 
docking and undocking operations were delayed for 6 days, all for the 
want of one tug. At some berths Pilots require 2 tugs. 

For our departure from Pastelillo Pier, we were also delayed due to 
tug breakdown. Master had to request the Port Officials for special 
permission and only after overnight consultation and delay did they 
permit undocking with one tug, provided the Master issued a written 
request. This was done and the vessel undocked. 

Density: We observed a dock water density of 1027 at both Tarafa and 
Pastelillo. This high figure is due to the fact that the area had experienced 
an unusually long dry season. As per the Surveyors average figure is 
1023 — 1024. 

Berths at sub-port of Tarafa: There are 3 piers ‘B’, ‘C’ and ‘D' with berths 
on each side designated North and South berths. 

Pier ‘B’' is generally used for reefer and smaller general cargo vessels. 

Pier ‘C’ is used for sugar and general cargo. 

Pier ‘D’ is used for fertiliser and other bulk cargoes. 

Official drafts and depths are not to be relied upon as there is heavy 
silting at ali berths mainly attributed to the bulk operations. 

We berthed at Pier ‘C’ — South berth, starboard side to, head in, with 
the stern protruding well out beyond the pier. This is due to the 
progressive silting at the forward end. Depths at this pier were sounded 
and are as per plan (see “Plan”). Max. draft at Pier ‘C’ = South berth 
as per the Pilots is 24 ft. forward and 26 ft. aft. Vessel can load up to 
25 ft. 03 in. max. (aft) and sail at any state of tide. If over this draft vessel 
must sail at HW only. 

If draft exceeds 25 ft. 03 in. when transiting the Tarafa-Pastelillo 
Channel one tug is required to assist the vessel to round the bend at 
No. 41 Buoy. 

Max. draft allowed in the Tarafa-Pastelillo Channel is 27 ft. at HW. 
For docking/undocking Pilots require 2 tugs but use only one. This is 
mainly due to the lack of manoeuvring space when there is a vessel at 
the adjacent berth. 

Berths at sub-port of Pastelillo: The berths at this pier are considered 
the topping-up berths. Generally vessels load part cargo at Tarafa and 
then shift to Pastelillo. 

There are 2 berths at this pier designated North and South. The North 
Berth is for tankers and the South Berth is for sugar loaders. Cargo to 
this berth is fed by rail road. 

The knuckle on the Southern side has been badly damaged and has 
some irregular blocks of concrete and steel jutting out, necessitating 
extreme caution during the approach and positioning of the vessel. 

We berthed at Pastelillo — South Berth, starboard side to, head in. 
The berthing operation can be a little tricky, especially if there is a slight 
wind, this is made more so by the channel which turns sharply at the 
head of the pier. 

The official maximum draft allowed at this berth is 33 ft. Hand lead 
soundings showed depths in excess of 36 ft., on the off-shore side and 
33 ft. on the in-shore side. 

With a draft of 30 ft. a vessel can undock at any state of tide, by day 
or night. However, with a draft in excess of 30 ft. undocking is during 
the day only, with the max. draft of 33 ft. only during the daytime and 
at high tide. 

Tidal restrictions for departure from the bay still apply, so the vessel 
may be required to anchor in the bay to await tidal conditions. Pilots and 
os Officials require 2 tugs for all docking/undocking operations at 

astelillo. 
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Documents: 

Crew List 9 copies Any format. 
List of Ports of Call 4 copies Any format. 
Declaration of Health 1 copy Special format. 
Vaccination List 4 copies Any format. 
Foreign Currency Declaration 4 copies Any format. 
Narcotics List 4 copies Any format. 
Firearms & Weapons List 4 copies Any format. 
Cargo/Ballast Manifest 4 copies Any format. 
Stores List, Deck, Eng., Radio, 

Catering 5 copies Any format. 
Provisions List 6 copies Any format. 
Bonded Stores List 6 copies Any format. 
Personal Property Declaration 2 copies Special format. 
Currency Card 1 copy Special format. 
Shore Pass 2 copies Special format. 


Vessel should make a fairly detailed declaration of ship stores with 
special attention to electrical, electronic equipment and new (unused) 
items. 

Crew Personal Property Declaration has to be very detailed with al) 
items listed. All new items and those not in use should be packed up in 
a bag and put away in a spare cabin. This spare cabin is sealed by the 
Customs. 

Each crew member is allowed: 1 bottle of alcohol, 1 carton oj 
cigarettes, 1 watch, 1 radio. Beer is not considered a bonded item 
No cameras allowed for the crew. 

The Master is permitted to keep: 5 bottles of alcohol, 5 cartons o/ 
cigarettes and 1 camera. (We had kept the Polaroid camera out of bond 
to use during cargo operations). 

The Customs seal can be opened upon request every 5 days fora 
fresh issue to the crew. 


Inspections: Pratique, Veterinary, Agriculture, Sanitary, Harbour Master 
(Ministry of Interior — Guards), Customs: 

Pratique: Doctor and assistant board the vessel with the Pilot when 
inward bound. They clear the vessel and issue the Free Pratique chit. 
Veterinary: A veterinarian from the Institute of Veterinary Medicine wil 
inspect the holds and dunnage wood and see if spaces are fit to load 
sugar. Also if the wood is free of termites. He will then issue a “Fit to 
Load Sugar” Certificate. The Veterinary Inspector will also check the 
meat room to see if all the meat onboard is clean and fit for consumption 
He will be looking out for the stamp of approval. Chinese sausages are 
not permitted. If any non-approved items are found then the meat room 
will be sealed and they will board every day to enable removal of rations 
for 24 hours. The charge for this service is CPeso 5/— per visit. 


Agriculture: An Inspector from the Department of Agriculture will boar 
the vessel to check the dry provisions and the vegetable room. They 
will take samples of fruit, garlic, some vegetables away for testing an 
they may recommend some items to be sealed up in plastic bags. It's 
advisable to keep dry-fish ‘ikkan billis’ and preserved Chinese 
vegetables well out of sight. 


Sanitary: Inspector from the Department of Public Hygiene will check 
the galley, all cabin stores in the accommodation and on deck, also 
check the garbage drums, etc. They are mainly looking out fo 
mosquitoes, as there was a very severe epidemic of malaria resulting 
in a large number of deaths. The Sanitary Inspector will board ever 
5 days. 


Harbour Master (Ministry of Interior Guards): They can search the vesse 
at any time, for any reason, any number of times. They searched ou 
vessel twice on arrival and prior to departure. The shore passes alt 
issued by them. Everyone is expected to stand-by their cabins during 
the initial and final search. They appeared to be looking out for ‘literature, 
objectionable to the government, and stowaways. This Department wi 
issue a “Permission to Sail” Certificate. 

Customs: The Customs Officials are mainly looking for U.S.$ and Cuba’ 
Pesos in excess of the declared amount. Any news items or any itet 
they feel is in excess of personal requirement will be confiscated whethe 
declared or not, if found in the cabin. All crew should be advised to keep 
only the bare minimum and all other items should be put away to & 
sealed. Currency Declaration cards for all crew are given by them 
Customs will, prior to departure, issue a Clearance’. 

Agents: Empresa Cosignataria Mambisa — Nuevitas are the local Agents 
with the main office in Havana. The Agents board the vessel on arriva 
and thereafter every day. They can be contacted on VHF (call - 
Mambisa) Channel 12 and 16 between 0800-1 130 hrs. an 
1400-2100 hrs. The office is located very close to the main gate @ 
Tarata. Working hours are up to 1700 hrs. However, there is an Aget 
on duty until 2100 hrs. All telex messages are sent through Havané 
International telephone calls can be made from the Agent's office. Ever 
with 24 hours prior notice there are delays. Agents are attentive an 
helpful. 

Shipchandler: There is one company, arranged through the Agents. Th 
chandler supplies fresh and dry provisions and dunnage material. Th 
chandler claimed to have fresh vegetables, fresh fruit, meats, etc. Price 
of seasonal local fruits and vegetables are very reasonable. When the 
order was placed they were able to supply only one or two items as@ 
fresh vegetables and fruits were out of stock. 

Medical: Arranged through the Agent. The Protocol Officer will take th 
crew member to the local hospital, for medical attention. Cost Cub 
Pesos 20/— per consultation, transport and medication extra. 

Fresh Water: Available by barge. We did not take water at this port. 
Shore Leave: The crew is permitted to go ashore any time. There is n 
curfew in force. While at Tarafa the most convenient mode ¢ 
transportation to and from town is by bus. Taxis are available but diffic! 
to come by. From Pastelillo the crew is not allowed to go ashore, D 
road transport. Boat service has to be arranged. Pastelillo-Tarafa is! 
40 minute ride one way, cost per round trip is C. Peso 46/—. Howeve 
if anyone is to go to the doctor then the Agent will arrange a Car an 
boat service is not required. 


yal: The crew should be warned against Black Market transactions 
in US. Dollars as there are plain clothes policemen on the look-out. 
Crew are permitted to take U.S.$ ashore but they must be changed at 
abank. Apparently the incidence of STD (sexually transmitted diseases) 
is quite high and the crew should be warnec accordingly. There were 
some indications that drugs are quite freely available and in use, so one 
must be more vigilant as some of the crew may be tempted or misled. 
At the time when the vessel called the exchange rate was U.S.$ 1.00 

0.96 Cuban Peso. 

Stevedores: The regular working periods at this port are: 


Monday to Friday 0630 hrs. to 1350 hrs. 1st shift. 
1420 hrs. to 2140 hrs. 2nd shift. 
Saturday 0630 hrs. to 1350 hrs. 1st shift only. 


Sunday and Holidays No work. 

The above are the times of regular work. However, cargo can be 
worked on Saturday 2nd shift and Sunday if required. Stevedore 
Supervisor will enquire, as to the number of gangs vessel requires to 
work. Vessel must ensure that at no time to commit less than 4 workable 
hooks as per Charter Party. Sometimes they bring less gangs to suit 
the availability of cargo. Ship’s crew are to rig derricks but stevedores 
will assist. Opening and closing hatches by ship's crew. Stevedores are 
fast and efficient, did not experience any problems. 

The 2 areas to be wary are: 

(a) Stacking of bags when the head room decreases, in the under 

coaming spaces. 

(b) Covering up all the steel work, and the top tier with kraft paper. 

At Tarafa sugar in bags is fed to the wharf by covered wagons and 
also on trucks. 

The average weight of cargo per wagon is 57 tonnes. Usually there 
are 12 bags per sling and 1 sling per lift. If there is sufficient supply of 
cargo and wagons, one gang can average 2,400 — 3,000 bags per shift. 
Provided the rate is maintained, on a 4 gang/2 shift basis the total lifting 
per day can be in the region of 19,000 — 24,000 bags which is 1,880 
tonnes — 2,300 tonnes per day. 

At Pastelillo the sugar is fed to the wharf by rail wagons only. Here 
the normal system is 6 bags per sling and 2 slings per lift. Due to the 
height of the wharf and the positioning of the rail tracks the production 
at this pier is much greater than at Tarafa. 

The above figures are on the basis of regular supply of sugar and 
wagons. During our stay there were times when cargo had to be stopped 
or slowed down and the number of gangs reduced due to non-availability 
of cargo. The production figures for our port stay are as follows: 

Tarafa Pastelillo 
Time alongside 4 days 22 hrs. 18 min. 5 days 20 hrs. 36 m. 
Time workable as per port 


working hours after berthing 3 days 23 hrs. 50 min. 3 days 13 hrs. 14 min. 


(Sundays & Holidays inc. if (10 shifts) (12 shifts) 

worked) 
Deductions from workable time 

- Rain 00 hrs. 35 min. — 

- Preparing for loading 01 hr. 30 min. —_ 

- Waiting for cargo _ 11 hrs. 50 min. 

- Waiting for shifting/sailing — 16 hrs. 00 min. 
Time actually worked 2 days 21 hrs. 45 min. 2 days 09 hrs. 24 min. 
Total cargo lifted 81,530 bags 60,167 bags 
Total gangs worked 35. 24 
Cargo/gang/shift 2,329 bags 2,507 bags 


Average cargo/day of 24 hours 1,620 tonnes/day 

(basic time alongside) 

Tally: Tally by shore personnel quite accurate and in addition 
independent tally by ship 

's staff (used deck cadets, and crew when more than 4 working gangs). 
Did not experience any serious discrepancy. 

Vessel must instruct ship's tally cadet and shore tally clerk to compare 
figures at the end of each wagon or truck, and note any discrepancy 
before commencing the next wagon or truck. This way there is no 
squabbling at the end of the day when the figures are presented to the 
Chief Officer and there appears some large and mysterious discrepancy. 
Due to the presence of the ship's staff the shore tally personnel are 
more attentive. 

Cargo Condition: The general cargo condition was satisfactory as could 
be judged from the appearance of the bags and by feel. Some of the 
bags were wet and or stained. There were also some bags which were 
hard when touched. All wet, stained, torn, seeping and hard bags were 
‘elected. The rejected bags were re-loaded onto the wagons. Ship's 
staff on tally duty checked and rejected the bags. There is an 
organisation called Empressa Cubana de Control short ‘Cubacontrol’. 
Surveyors/checkers from Cubacontrol check the cargo quantity and 
quality. They have one representative per gang and in addition there is 
one person who collects samples at random. From experience gained 
on the voyage, we noted that this cargo is prone to heavy sweating. 
There is considerable amount of inherent moisture and heat in the sugar 
crystals/granules. 

Cargo Weight: The cargo of granulated raw brown sugar in bags is fed 
0 this port from 5 factories. In spite of standardisation there is a 
diference in bag weight and condition. The rail wagons are weighed, at 
fandom, before and after handling to obtain the cargo weight and thus 
the average bag weight. This average is used to compute the cargo 
quantity being loaded. The averages range from as low as 94.1 kg./bag 
'0 101.9 kg./bag. For our shipment the general average bag weight 
worked out at 98.993 kg./bag. The shippers Cubazucar (local 
'epresentative Marcos Allen) advised that from past experience all sugar 
ships to China have experienced a shortfall per the receivers. To 
Safeguard their interest the shippers request a Draft Survey on Shipper’s 
Account. The Draft Survey was carried out by Cubacontrol. 

By shore tally cargo quantity worked out to 14,020.072 tonnes gross, 
'3,879.755 tonnes net. 
ae draft survey cargo quantity worked out to be 13,903.395 tonnes 

S. 

B/L was signed on basis of shore tally weight, gross and net. Freight 
dasis net weight. Master had requisitioned/nominated for 14,020 tonnes 
Sfeargo. Issued Letter of Protest and Right to Claim Deadfreight. 


1,006 tonnes/day 


CUBA 


Dunnaging Material: Laying of dunnage done by stevedore gangs, 
separate dunnage men employed per working hatch. 

Flat dunnage wood is very difficult to obtain and when available, is 
very expensive. It is customary to use cardboard cartons and kraft paper. 
Transportation charges are unreasonably high so it is advisable to order 
your requirement in large amounts. However, returning is not permitted. 

Flat dunnage wood at CPeso 110.2/cu.m. + 18% and transport 

— None ordered 
Cardboard cartons 122 cm.x61 cm.x0.35 cm. at CPeso 350 per 
bundle of 100 pieces 
— Total used 12 bundles 
Kraft paper 122 cm. wide x 100 m. per roll at CPeso 16 per roll 
— Total used 107 rolls 

We had 12 cu.m. of flat dunnage left over from the previous voyage, 

this was used in the lower holds — double dunnage, i.e. fore and aft and 
athwartships, this was then covered with kraft paper. Where no wooden 
dunnage was used cartons were placed which were then covered with 
kraft paper before cargo was loaded. All steel surfaces were covered 
with kraft paper to prevent contact with the bags. The top tier was 
covered with kraft paper. In the square of the hatch the top tier was 
covered with kraft paper and then with cardboard cartons. 
Stowage Factor: The smaller holds (1 & 3) gave a stowage factor of 
48 — 48.5 cu.ft./long ton whereas the larger holds had a stowage factor 
of 46.7 — 47.7 cu.ft./long ton. The average stowage factor for the full 
laod worked out to be 47.5 cu.ft./long ton. 

No. 3 Hold — Tween deck had some empty space — 13,457 cu.ft. (i.e. 
additional 284 tonnes). 

No. 4 Hold — Tween deck had empty space — 3,200 cu.ft. (i.e. 

additional 68 tonnes) which with the stowage factor obtained gives a 
possible full load of 14,372 tonnes after making due allowances for 
bunkers, etc. 
Sealing of Hatches: On completion of loading each hatch was sealed 
in the presence of the Ministry of Interior Guards and Customs. The 
sealing was carried out by Cubacontrol the locally based recognised 
company, in the absence of a P&l correspondent. The services of 
Cubacontrol for the sealing were ordered through the Agents on Owner's 
Account. 

All hatch covers, hatchways and ventilators were closed and sealed 
using copper wire and snap-on seals. In all 24 seals were used. The 
Surveyors issued a Certificate and Plan on completion of sealing with 
all the seal locations and numbers. 

AUTHORITIES: See “Pastelillo”. 


(c) SUB-PORT OF BUFADERO: 


PILOTAGE: See “Pastelillo”. Distance from place where Pilots board 
vessels to Bufadero is 10 miles. 
APPROACHES: See “Pastelillo”’. 
RESTRICTIONS: Vessels drawing over 25 ft. 3 in. should await high tide 
for shifting to anchorage. 

For entering/sailing, vessels should wait for slack water and only 
during daylight. 
MAX. SIZE: Max. draft with which vessels can enter/sail to/from 
Bufadero is officially up to 25 ft. 3 in. but actually up to 25 ft. 6 in. Length 
600 ft. Tidal variation 1 ft. 6 in. 
BERTHING: Pier, length 557 ft.; draft, North side, 25 ft.; draft, South 
side, 25 ft. 

This pier is only used for molasses and fuel oil. Average pumping rate 
of molasses is 70,000 g.p.h. Only South side is in operation. 
Cement Dock: This is a concrete coastal dock where bulk cement is 
shipped by means of silo-trucks. It is located West and close to Bufadero 
Pier. Length 275 ft., width 31 ft. Depths alongside from East to West: 
14 — 16 — 18 —- 16 — 16 ft. 
FUEL/FRESH WATER/REPAIRS: Not available. 
AUTHORITIES: See “Pastelillo”. 


PUERTO PADRE-Cayo Juan Claro: 21.17 N. 76.32 W. 
(and sub-port of Manati) (See Plan) 


It is a safe, sheltered and ample port, situated at one of the richest 
and important sugar cane zones of the nation. 

In the neighbourhood of the port there are 2 sugar producing colossus: 
Antonio Guiteras sugar mill, 8 km. away and Jesus Menendez sugar 
mill, distance 18 km. Both of these mills are among the biggest and most 
modern in Cuba. 

The port itself is located on the West coast of Cayo Juan Claro and 
is named Puerto Carupano. 

Cayo Juan Claro is connected with the mainland at its extreme 
Southern tip by a narrow gauge railroad and parallel to the tracks runs 
a road recently built. 

Both the railroad and the road communicates with the city of Puerto 
Padre, sugar mills of Antonio Guiteras and Jesus Menendez. 

Cayo Juan Claro and Cayo Puerco, divide the bay into two parts. The 
part located at the West is Puerto Padre bay and that at the East is 
known as Chaparra Bay. 

PILOTAGE: Pilots board vessels at entrance, not less than 1 mile from 
mouth of port. Distance from place where Pilots board vessels to pier 
is about 2.5 miles. 

APPROACHES: Funnel-shaped at entry. 2 turns, but the one to take 
into consideration when manoeuvring vessels over 525 ft. is 
“Careneoro” turn. Vessels with a length of 565 ft. have entered this port. 
Bottom is rocky in entrance channel and muddy in bay. 
RESTRICTIONS: Vessels can enter only during daylight and must wait 
for slack water for entering/sailing due to current in the channel. 


445 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


ANCHORAGES: Official Anchorage: Located at Puerto Padre Bay at 
following position: Lat. 21° 14’ 46” N., Long. 76° 33’ 34" Ww. 

Max. length permitted 170 m. 

Vessels usually anchor by 3 or 4 shackles of chain but there is enough 
swinging area for 8 or 9 shackles. 

Draft allowed to vessels 25 ft. Anchorage bottom is mud and shells. 
Quarantine Anchorage: Located East of Cayo Juan Claro at Chaparra 
Bay, about 2 miles from the piers. 

Max. length permitted is 170 m. and depth is over the port official 
draft. 

Vessels usually anchor by 3 or 4 shackles of chain, but there is enough 
swinging area for 10 shackles. Anchorage bottom is mud and shells. 


MAX. SIZE: Vessels can sail with max. draft of 25 ft. up to length of 
500 ft. Over 500 ft. length with draft up to 24 ft. Max. length permitted 
557 ft. Tidal variation 2 ft. 3 in. 


BERTHING: Pier Nos. 1 and 2 are located on the West side of Cayo 
Juan Claro. 

Salt Mill Pier is located on the East coast of the entrance channel, 
just in front of Pt. Gracia, and about 1.75 miles from Pier Nos. 1 and 2. 
(a) Pier No. 1 (Formerly known as Sugar Pier): It is a coastal pier built 
entirely of hard wood. 

Two narrow gauge railroad tracks run along the length of the pier. 

Loaded cars enter by the North end of pier and after discharging are 
taken out by the South end. 

Trucks can operate at this pier, but are not used for sugar cargoes. 

Length 523 ft., max. length permitted to vessels 557 ft. Width 32 ft. 

Draft 27 ft. — 28 ft. 

Cargo handled by this pier: 

Importation: Occasionally general cargo or jute bales. 

Coastal trade: Occasionally general cargo. 

Water available by railroad tank-cars. 

Berthing operation performed only during daylight hours. 

(b) Pier No. 2 (Formerly known as Molasses and Oil Pier): It is a steel 
and hard wood construction 271 ft. long, of which 235 ft. corresponds 
to a passage 7 ft. wide along which run the pipe-lines and a catwalk, 
ending in a platform 36 ft. x36 ft. 

Vessels operating at this pier, berth across it, forming a “T" shape. 

Length 271 ft., max. length permitted 557 ft. Draft 26 ft. — 28 ft. 
Width 7 ft. 

Platform 36 ft. x36 ft. 

Cargo handled by this pier: 

Export: Molasses. 

Coastal trade: Discharge of fuel oil. 

Berthing operation performed only during daylight hours. 

(c) La Salina Pier: Located at the entrance channel East coast, just in 
front of Pt. Gracia. 

It is a small coastal pier built to ship coastal trade cargo of salt. 

Berthing length 44 ft. Width 22 ft. Max. length allowed 192 ft.-200 ft. 

Draft 12 ft. 


STEVEDORES: Working periods: Monday to Friday 0700 — 1100 hrs., 
1300 — 1700 hrs.; Saturday 0700 — 1100 hrs. 

Raw sugar: loading rate max. 1,430 raw sugar bags loaded per gang 
period. Minimum is 650 bags. 5 bags loaded per sling. Only one vessel 
can operate at a time. Empty jute bags have been discharged and 
average discharge rate is about 45 metric tons per gang period. 
No crane available. 

Sugar in bulk: 5 thrower machines for loading sugar in bulk. 


MEDICAL: General Hospital at Puerto Padre where sick crew members 
can receive attention. 


TANKERS: Molasses average pumping rate 50,000 g.p-h. Fuel oil, 
discharging rate 45,000 g.p.h. Gas oil discharging rate 35,000 g.p.h. 

Puerto Padre Pier No. 2: Fuel Oil: One connection 8 in. diameter. 
Diesel Oil: One connection 8 in. diameter. Molasses: Two connections 
8 in. diameter. 

FRESH WATER: Can be supplied at No. 1 pier by pipe-line. Delivery 
rate 17 t.p.h. 

FUEL: Not available. 

REPAIRS: Port has no repair shop, but in event winch damage or any 
other light repairs, this work can be carried out at the Sugar Mill “Central 
Antonio Guiteras” Repair Shop. 

IMPROVEMENT OF PORT FACILITIES: At the present time new 
deposit tanks for petroleum products are being built to increase greatly 
the port storage. 

Also a water reservoir and an above ground tank will be built, and in 

the future it will be possible to supply water by pipe-line to vessels 
docked at Pier No. 2. 
TRANSPORTATION: Distance from Cayo Juan Claro where all cargo 
operations are performed to Puerto Padre is 3 miles. Means of 
transportation between Puerto Padre and Cayo Juan Claro: motor-boat, 
railroad, and automobile. 

From Puerto Padre to Cayo Juan Claro it takes: by motor boat 
30 minutes; by automobile 5 minutes; railroad 20 minutes. 
COMMUNICATIONS: Means of communications available at Puerto 
Padre: telephone, cable (Inalambrica), telegraph_and postal service. 
Vessels can communicate with Puerto Padre via CLA Havana. 
AUTHORITIES: Port Doctor and Custom House are located at Puerto 
Padre. Immigration at Chaparra. Port Captain at Cayo Juan Claro. 


AGENT: Office Address: Calle 3 No. 12, Cayo Juan Claro, P.O.Box 38, 
Central “Antonio Guteras, Tel.: 52565 (Puerto Padre), 210-2 (office), 
108-2 (night). Cable: Mambisas Puerto Padre. Telex: 024118. 

Agency works VHF on Channel 16. 

Postal Address: Empresa Consignataria Mambisa, Agencia Puerto 
pe Apartado No. 38, Central Antonio Guiteras, Delicias, Prov. de 

riente. 

Puerto Padre Agency personnel also attends the Port of Manati. 
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SUB-PORT OF MANATI: 21.24 N. 76.48 W. (See Plan) 


The Port of Manati lies on an arm in the sea, through the centre of 
which runs a narrow and deep channel, leading to the shallow bay of 
Sabanalamar or Manati. 

This arm in the sea is about 3 miles long and 800 m. wide at the 
entrance mouth, between Pt. Roma and Pt. Jesus, and 700 m. at its 
end, when it reaches Sabanalamar Bay. 

Manati is located on the West coast of the arm in the sea, at abou 
2.5 miles from Pt. Roma and 0.5 miles from the end of it. 

The Port of Manati exports the production of sugar mill Argelia Libre 
formerly known as Manati. 

PILOTAGE: Pilots board vessels about 1 mile from entrance. No pilot 
station. Pilots located at Manati and ETA notice to be given to them wel 
in advance. Distance from place where Pilots board vessels to pier is 
about 3 miles. 

APPROACHES: Narrow channel, very deep (minimum depth 38 ft) 
Bottom is irregular, parts where it is sandy and others rocky. 
RESTRICTIONS: Not necessary to await slack water for entry/sailing; 
but considering large tonnage of vessels presently entering port fo 
topping-off, if there is a strong current Pilots wait until current loses 
strength in order to avoid accidents. Vessels can enter and sail only 
during daylight. 

ANCHORAGES: Swing area 600 ft. (approx.). Owing to reduced space, 
this anchorage is not safe for anchoring vessels drawing over 26 ft. 
MAX. SIZE: Incoming vessels draft limitations: 


Vessel length Max. draft 
Vessels up to 500 ft. 26 ft. 
Vessels up to 525 ft. 20 ft. 
Vessels up to 560 ft. 17 ft. 


In some exceptional cases 560 ft. length vessels have entered this 
port but it is advisable to nominate this type of vessel to operate at any 
other suitable port because at Manati the max. advisable length allowed 
to vessels is 525 ft. 

Tidal variation, 2 ft. 6 in. 

BERTHING: Manati Pier has the shape of an “L” and projects from the 
West coast of the arm of sea toward the centre of it seeking the border 
of the deep channel. 

It goes straight out and then turns Northward in a 90° angle. 

The 90°.angle constitutes its South end, and from there to the head 
of pier, or North end, it is 465 ft. long, having at this end a fixed red light 

As is clear by the above description, pier has an East and a Wes 
side, but only the East side is used because the West side does no 
have enough water to operate vessels. 

It is a hard wood construction supported by concrete piles. Bottom 
alongside pier is soft (mud and sand) along three-quarters of its length 
from North to South except at the South end where it becomes shallow 
hard and rocky, which renders worthless about 70 ft. of docking space 

Pier has double standard railroad tracks and a single narrow gauge 
track. It is not possible to operate trucks at this pier. 

Manati Pier (Also known as La Gloria Pier): Length 465 ft. Max. length 
allowed 525 ft. Max. draft 30 ft. 6 in. 

Tanker Information: Molasses: 2 connections 8 in. in diameter. Fuel Ol 
1 connection 8 in. in diameter. 

STEVEDORES: Loading sugar: working periods: Monday to Frida) 
0700-1100 hrs., 1300—1700 hrs.; Saturday 0700—1100 hrs. 
41300-1700 hrs. When necessary, work is performed at night. Sunday 
is also worked when required. 1,040 sugar bags loaded per gang perio¢ 
6 sugar bags loaded per sling. Only one vessel can operate at a time 
No refined sugar operations performed. No shore crane available. Suga 
mill has 5 grates and 3 machines for spreading sugar in hatches. 
MEDICAL: Crew members requiring medical attention are treated @ 
Manati Polyclinic, but the majority of cases are treated at Argelia Libre 
Hospital, where there is also a Dental Clinic. 

Cases requiring surgical or specialised treatments are sent to Leni 
Hospital at Holguin. 

TANKERS: Molasses pumping rate 25-30,000 g.p.h. Fuel oil pumping 
rate at average of 1,700 b.p.h. 

FRESH WATER: Supplied by pipe-line at pier. Pipe-line 2 in. in diameté 
and delivery at an average rate of 15 — 16 t.p.h. Amount that can be 
delivered depends on supply at sugar mill. Supply not to be dependet 
upon. 

FUEL: Not available. 

REPAIRS: Sugar mill repair shop for minor repairs. Welder available 
COMMUNICATIONS: Long-distance telephone communicatio’ 
between Manati and Puerto Padre; although difficult owing to fact th 
there are only two lines from Manati and they are almost always 
congested. There are some occasions when an entire day is spent try 
to obtain communication without result. Victoria de las Tunas telephor 
operator serves on occasions as “relay”. 

Vessels cannot communicate by radio with this port. 
AUTHORITIES: Under Cuban Custom laws and regulations, Manat § 
a sub-port of Puerto Padre, therefore all Authorities are located at Puert 
Padre, nevertheless vessels nominated for operations at Manat ca 
proceed directly to the port, where authorities clear the vessels. 
AGENT: Manati is attended by Mambisas Puerto Padre Agen 
personnel and there is no office at Manati, however, the Agent attendit 
a vessel at Manati can be reached at Minaz office, tel. 146. At night an 
for urgent matters he can be reached at Manati Chief Pilot tel. 144-18 


SANTA CRUZ DEL SUR: 20.42 N. 77.59 W. 


(and sub-ports of Manopla and Guayabal): (See Plan) 
PILOTAGE: Pilots board vessels close to buoy indicating entrance 
channel (Cuatro Reales) between “La Ceiba” bank and Carapacho Cay 
Lighthouse. Distance from place where Pilots board vessels (Cuatro 
Reales Channel) to Santa Cruz anchorage is 11 miles. 
APPROACHES: Entrance channel has depth of 45 ft. Bottom is mud, 
gravel and loose sand. In the narrowest part of channel is a turn of about 
degrees. 
ANCHORAGES: No. 1, 24 ft.; No. 2, 26 ft.; No. 3, 36 ft.; No. 4, 40 ft. 
Sugar-loading operations were performed at anchorages. There were 
10 barges available which are presently operating at the sub-port of 
Santa Maria (Jucaro). Similarly, the tugs which were used at this port 
are at present operating at Jucaro. 
RESTRICTIONS: Vessels cannot enter/sail at night. Not necessary to 
wait for slack water for entering/sailing. 
MAX. SIZE: Vessels can enter/sail through channel with any draft and 
length subject official draft of the port which is 35 ft. Tidal variation 
1 ft. 5 in. 
LOADING: Raw sugar: working hours: Monday to Friday 0600-0800, 
0830-1100, 1200-1530; Saturday 0600-0800, 0830-1030; Sunday: 
when it has been necessary, work has been performed. 

Loading rate: 1,950 bags loaded per gang period. 6 bags loaded per 
sling. Only 1 vessel can operate at a time. No crane available. 

Refined sugar — no operations performed. 

Raw sugar in bulk — no sugar in bulk is shipped by this port. Bulk 
sugar is shipped by the sub-port of Guayabal. 

MEDICAL: No hospital. The nearest hospital where sick crew members 
can be attended to is located at Camaguey, 80 km. from Santa Cruz. 
TANKERS: No tankers operate at Santa Cruz del Sur proper. 
COMMUNICATIONS: Long-distance telephone communication with 
Guayabal can be established through San Francisco Sugar Mill. 
Telegraph can also be used. There is no telephone or telegraph 
communication beteen Santa Cruz and Manopla. 

At Santa Cruz del Sur there are long-distance telephone, Government 
telegraph and postal service. Vessels can communicate with Santa Cruz 
by telegraph via Radio Havana. 

FUEL/WATER/REPAIRS: Not available. 

TRANSPORTATION: Distance from Santa Cruz del Sur to Manopla: 
14 miles; Guayabal: 14 miles. From Santa Cruz to Manopla by sea 
1.5hours; by road 1 hour. To Guayabal by sea 3 hours; by road 
2.5 hours. 

No daily transportation between Santa Cruz and its sub-ports. Launch 
or automobile are to be hired for this purpose. 

AUTHORITIES: Port Authorities are located at this port. Launch services 
are used by Port Authorities to clear vessels. 


AGENT: Empresa Consignatarias Mambisas, Calle Carretera No. 255, 
P.0.Box 49, Santa Cruz del Sur, Camaguey. Tel. 2547 (night 2141). 
Telex 031285 Cables: “Mambisas Santa Cruz del Sur”. 


(a) SUB-PORT OF MANOPLA: 


PILOTAGE: After Pilot boards vessel at Cuatro Reales Channel, vessel 
proceeds to Santa Cruz for clearance, thence takes another Pilot and 
proceeds to sub-port of Manopla, 14 miles distant from Santa Cruz. 
APPROACHES: See Santa Cruz. Entrance channel to sub-port of 
Manopla — Canal de Media Luna, Canal de los Bayameses, where 
vessels anchor, is a mile wide, bottom soft mud. No dangerous turns. 
Vessels of any length can enter and the anchorage depth is 24-40 ft. 
Official permitted draft 35 ft. Vessels can enter/sail only during daylight. 
" ima to wait for slack water for entering/sailing. Tidal variation 
.6in. 
LOADING: Anchorage No. 1: 26ft.; No. 2: 40 ft. Loading sugar 
operations were performed at above anchorages by means of barges. 
The following barges and tugboats were available: 
Macareno No.1 —capacity: 329 metric tons, 2,870 bags of raw 
sugar or 75,000 gallons of molasses. 
— Capacity: 329 metric tons, 2,870 bags of raw 
sugar or 75,000 gallons of molasses. 


Macareno No. 2 


Eulalia — capacity: 269 metric tons, 2,350 bags of raw 
sugar. Has no tanks. 

Miguelito — capacity: 269 metric tons, 2,340 bags of raw 
sugar. Has no tanks. 

Josefa ~— capacity: 269 metric tons, 2,340 bags of raw 


sugar or 48,000 gallons of molasses. 
Tug: Fox — length 66 ft., breadth 14 ft., 165 h.p. Tows the fleet of barges 
utilised at Manopla. 
TANKERS: Average pumping rate of molasses 20,000 g.p.h. 
COMMUNICATIONS: No long-distance telephone communication. 
There is telegraph service which works up to 1800 hrs. 
FUEL/WATER/REPAIRS: Not available. 
AUTHORITIES: See “Santa Cruz”. 


(0) SUB-PORT OF GUAYABAL: (See Plan) 


PILOTAGE: After Pilots board vessels at Cuatro Reales Channel, they 

Proceed directly to sub-port of Guayabal (a distance of 27 miles), where 
ustoms clearance takes place. Also see “Shipmaster’s Report”. 

APPROACHES: Dredged channel 2,474 m. in length, 60 m. in width 

with average depth of 30 ft. 

ANCHORAGES: Suitable for vessels with draft up to 40 ft. 

AX. SIZE: Official draft for the port is 35 ft., but Pilots advise max. 

draft with which vessels may sail from the berth is 32 ft. 6 in. at HW. 
with max. length 510 ft. 
BERTHING: The West side of the pier is specially designed for loading 
bulk raw Sugar mechanically and is the deepest side where vessels can 
de loaded up to 32 ft. 6 in. for sailing at high tide or up to 30 ft. 6 in. to 
Sail at any time. 


CUBA 


It must be understood that such draft of 32 ft. 6 in. is given only for 
sailing loaded, but does not indicate that an arriving vessel with 
32 ft. 6 in. draft can dock, even at high tide. 

This situation is originated by the dimensions of the manoeuvring area 
around the pier. 

Max. draft allowable for vessels arriving to complete cargo at 
Guayabal (molasses, alcohol, or sugar) at the West side of pier is 27 ft. 

A tanker nominated for discharging fuel oil at Guayabal must arrive 
with a max. draft of 30 ft. 6 in. to be docked at the West side, bow facing 
shore, and must discharge until a draft of 27 ft. or less is attained, in 
order to turn around and sail out. 

At the East side of the pier vessels can dock bow facing shore, with 
max. draft of 24 ft. fore and 27 ft. aft. 

Vessels nominated to load bulk raw sugar at Guayabal must arrive 
clean and ready to load. 

Any undesirable material or any remaining dunnage materials, must 
be discharged at a previous port, because at Guayabal the only available 
personnel are those operating the equipment of the Bulk Raw Sugar 
Terminal and no stevedores are available. 

When jute bales or any other cargo is discharged at Guayabal, 
stevedores from other ports are used. 

The pier is a solid and well maintained construction of concrete. 
Guayabal Pier: 

(a) West. Length 508 ft., max. draft allowed 32 ft. 6 in. (for sailing high 
tide), 30 ft. 6 in. (for sailing any tide), max length of vessel 200 m. 

On this side is where the equipment for loading bulk sugar operates. 
The boom of the equipment can reach out up to 10.36 m. (34 ft.), from 
the outer edge of the pier. 

Vessels loading bulk raw sugar can be supplied with water at a rate 
of St.p.h. as long as the loading equipment is working and 10 t.p.h. 
when it is not working. 

Cargoes handled by this side: Bulk raw sugar, molasses and alcohol. 

Occasionally: Fuel oil, jute bales and spare parts for sugar mills. 

(b) East. Length 508 ft., max draft allowed 24 ft. fore and 27 ft. aft 
(bow facing shore), max. length 200 m. 

STEVEDORES: Sugar loading in bulk. Loading of molasses and alcohol 
takes place frequently. Fuel oil and general cargo discharge. 

Working Hours: Monday to Friday: 0600-0800 hrs., 
0830—1 100 hrs.,1200—1530 hrs. 

Saturday: 0600-0800 hrs., 0830—1030 hrs. 

Sunday: When it has been necessary, work has been performed. 

Sugar in bulk — at pier there is an installation operated by electric 
motor control which moves a convex-shaped conveyor and transports 
the bulk sugar from warehouse to the vessel. 2 thrower machines, 
600 and 400 t.p.h. respectively. Average loading rate about 250 t.p.h. 
although occasionally average of 400 tons has been obtained. There is 
some time lost on account of shifting the crane. Occasionally shovellers 
are required, and work continues 24 hours a day. 

General cargo — it is not customary to receive general cargo at this 
sub-port, although on occasion bales of empty jute bags have been 
received, destined to neighbouring sugar mills. At present there are no 
facilities for discharge of general cargo, and no shore cranes available. 
TANKERS: Shipment of molasses and alcohol is quite frequent. Vessels 
discharging fuel oil may berth with max. draft of 27 ft. without touching 
bottom, which is of soft mud. 

COMMUNICATIONS: Communications between Guayabal and Santa 
Cruz del Sur are rather poor. 

By means of relays Guayabal/Amancio Rodriguez/Camaguey, 
telephone communication may be obtained with Havana and other 
Cuban ports, but owing to the relay system necessary to obtain 
communication, it is of dubious value in urgent matters. 

Radiograms (RCA) can be sent/received by means of telephone call 
Guayabal — Camaguey. 

In the Bulk Sugar Terminal there is telex, but due to limitations of lines 
it is frequent to encounter difficulties to obtain communication. 

ETA messages from Masters should be sent Mambisas Santa Cruz 
del Sur and Mambisas Habana, simultaneously. 

FUEL/REPAIRS: Not available. 
FRESH WATER: Supplied at pier by pipe-line at average rate of delivery 
10 t.p.h. 


SHIPMASTER’S REPORT: 1978. 

Pilotage: Pilots are arranged by the Agent at Santa Cruz del Sur, 
(Mambisas). The boarding station shown on charts and mentioned in 
Pilot Books is now non-existent. Instead the Pilot comes direct from 
Santa Cruz when a ship is expected and boards the vessel between 
No. 2 Buoy and No. 4 Buoy South of the entrance to Cuatro Reales 
Channel. Vessel then proceeds to Guayabal, where it is necessary to 
anchor off the port for clearance. 

Approaches: The navigable width of the approach channel, is at present 
50 m., the buoys being moved accordingly, with an average depth of 
32 ft. The centre alignment of the approach channel is 011.5° T. This is 
indicated by two fixed leading marks. The forward one, a metal pole with 
a yellow triangle mark, apex up, at night a fixed red light. The rear mark 
is a yellow triangle apex up, attached to the top of a water tank (on a 
framework tower) at night a fixed green light. This leading line leads 
“down” the Eastern side of the one and only jetty, along the top of the 
elevated (roofed-over) conveyor belt. 

Documents/Customs: 


Crew Declaration (Manifest) 6 copies 
Steward’s Store List 6 copies 
Deck/Engine Store List 6 copies 
Maritime Declaration of Health 3 copies 
Dangerous Drugs List 6 copies 
Slop chest/Bonded stores 6 copies 
Explosives List (Distress Rockets, etc.) 6 copies 
List of foreign currency 5 copies 
List of ship's equipment, i.e. films, binoculars, T.V.s, 

sextant, etc. 4 copies 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


All foreign currency, cameras, dangerous drugs, and crew presents 
to take home were all sealed up in the bond locker along with its contents. 
Meat room sealed up. Although all our meat is of Australian or New 
Zealand origin, some of the lamb had a USA wrapper on it which made 
it American meat and this is not acceptable in Cuba. As far as | can 
understand the meat from Australia, New Zealand, Japan, USSR, only 
is acceptable in Cuba. 


SHIPMASTER’S REPORT: April 1984. 
Vessel loaded raw sugar in bulk: 
Documents: 

9 copies Crew List.” 

3 copies Animal List. 

2 copies List of Ports. 

4 copies Narcotics. 

4 copies Arms and Ammunition. 

5 copies Provisions. 

3 copies Store List. 

3 copies Bonded List. 

1 copy Vaccination. 

4 copies Crew Currency.t 

4 copies Total Currency. 

2 copies Crew's Effects .§ 

Notes: 

*On sailing they requested another 6 Crew Lists. 

+Crew Currency List — With all paper money that every crew has in 
his possession also the coins. 

$Total Currency List — With the total amounts of foreign currency held 
by crew and vessel. i.e. US Dollar 4,525.00; German Mark 150.00; Greek 
Drachmas 25,500; Japanese Yen 15,000, etc., including total coins. 

§Crew’s Effects — Vessel is provided with special forms. Each form 
in duplicate is to be filled for each crew member. 

Pilots: Pilot comes aboard at Canal de Cuatro Reales. Same Pilot berths 
the vessel and remains on board until loading completed to unberth and 
sail the ship. 

Approaches: Dredged channel. Vessels can sail at high water with draft 
up to 32 ft. No night sailing, berthing or unberthing. 

Max. Size: Vessels of about 210 m. length are handled. 

Berth: Works in progress to lengthen the berth by about 40 m. Up until 
now the first 20 m. are in preparation. 

Max. draft alongside West side of Pier, 35 ft. aft and 33 ft. for'd. 
Equipment: 1 convex-shaped conveyor with trimmer machine. Average 
loading rate 600/650 tonnes/p.h. 24 hours continuous working. The 
boom extends about 35 ft. and is about 30 ft. — 32 ft. above sea level. 

Sugar in bulk loading at about 300,000 tonnes per month. No sugar 
loaded in bags. 

Fresh Water: Available ex-wharf, rate about 3 t.p.h. at a cost of about 
US$2.70 per ton. 

Doctor: Crew must go to another town, but usually no transportation, 
except emergencies. 

Repatriation: Possible. Crew will travel by boat to Santa Cruz del Sur 
(about 3 hours), and then by car to Havana (about 12 hours), where the 
International Airport is located. 

Ship Chandler: Comes from another port, charging about U.S.$100.00 
for transportation. 

Population: Population of this port about 1,500. 


AUTHORITIES: Port Captain and Immigration’s Delegations at 
Guayabal. Customs delegate travels from Santa Cruz to Guayabal to 
conduct clearance. Distance 24 miles (by sea) from Guayabal to Santa 
Cruz. By road 60 km. Time 3 hours by sea and 2 hours by road. 


AGENT: Postal Address; Empresa Consignataria Mambisa, Agencia 

Guayabal, Apartado No. 49, Santa Cruz del Sur, Prov. de Camaguey. 
Office Address: Guayabal Bulk Sugar Terminal, 3rd Floor, Tel: No. 

ae 2141 (night). Telex: 031285. Cables: Mambisas Santa Cruz del 
ur. 


SANTIAGO DE CUBA: 19.50 N. 75.52 W. (See Plan) 


PILOTAGE: Pilots board vessels 1 mile from mouth of port. Pilot station 
located in small Cay at entrance of bay known as Gramma Cay (formerly 
Smith Cay). Launch service is only means of communication available 
between Santiago de Cuba and Gramma Cay. Pilots also have office 
located at Custom House building with telephone communication. 
Distance from place where Pilots board vessels to: Piers 5 miles; 
Anchorage 4.5 miles; Refinery Pier 2.5 miles. 
APPROACHES: The entrance, up to a distance of 0.5 mile, has a rock 
bottom. Thereafter, for a distance of 1 mile muddy bottom, and remaining 
2.5 miles is soft mud. There are some turns, and the channel and 
entrance to the port are narrow. 
RESTRICTIONS: Vessels can enter and sail only during daylight from 
0600 to 1800 hrs. 
ANCHORAGES: /nner Anchorage: Located from the North of Ratones 
Cay up to the West of Buoy No. 20. Can accommodate several vessels. 
Limitations to vessels: Draft 30 ft., length 702 ft. 
Outer Anchorage: Located West of Pt. Gorda and just in front of refinery 
piers. Can accommodate 1 or 2 vessels and is used mainly by tankers. 
Max. draft: 36 ft. Max. length allowed 702 ft. 
Also see “Shipmasters’ Reports”. 
MAX. SIZE: Vessels with a length of 702 ft. and a draft of 36 ft. can 
enter up to the refinery, provided they arrive during early morning hours. 
Tidal variation 1 ft. 3 in. 
VHF: Santiago Servicios Maritimos, Channels 16, 11 and 71. 
Santiago Consignataria Mambisa (Agent), Channels 16 and 12. 
Santiago Terminales Mambisa, Channels 16 and 71. 


448 


BERTHING: 

Luis F. Mena Gil Dock (Formerly Malecon): This installation comprises 
the whole zone known as Malecon del Puerto and consists, mainly, of 
a docking area 1,345 ft. long, which, being able to operate three vessels, 
are regarded as West, Centre, and East berths, but there is no mark or 
boundary between any of the berths. 

West of the Western berth is under construction, but already in 
operation, a new berth, temporarily known as Western extreme berth 
and, East of the Eastern berth is a berthing space for barges. 

This dock is built of concrete, and was rebuilt and paved recently. As 
standard gauge railroad tracks run along the length of dock, operations 
can be performed either by railroad or trucks, or a combination of both. 

The particulars of each berth are: 
ea Extreme Berth: (New Berth): (Known as Malecon Extremo 

este): 

Max. length allowed: 100 m. Draft: 18 ft. 

Cargo handled at this berth: General cargo, cement, etc. 

Western Berth: (Known as Malecon Oeste): 

Draft allowed: 24 ft. fore, 25 ft. aft. 

Cargo handled at this berth: Bagged raw sugar, general cargo and 
occasionally lubricating oil. 

Centre Berth: (Known as Malecon Centro): 

Draft allowed: For Loading: 28 ft., leaving pier at high tide. Under these 
conditions, vessels rest in 1 ft. of almost liquid mud but this does not 
interfere with sailing manoeuvres. 

For Docking Loaded: 27 ft. even keel. Cargo handled at this berth 
bagged raw sugar, general and heavy cargoes. 

Eastern Berth: (Known as Malecon Este): 

Draft allowed: 23 ft. fore, 26 ft. aft. 

Cargo handled at this berth: light general cargo, molasses an¢ 

petroleum products. 
Ferrocarril Pier: This pier out of use since 1972 but rebuilt recently. lt 
is a concrete construction ending in a small platform but vessels do not 
moor directly to the dock but to 4 solid dolphins; first and last dolphins 
being 400 ft. apart. Vessels are also secured to belaying cleats situated 
on shore. 

This installation is used for shipping molasses but there is a possibility 
that pipe-lines for petroleum by-products will be installed, although this 
has not been confirmed. 

Length: 240 ft. Draft allowed: 26 ft. 
Rolando Roca Pacheco Pier (Formerly La Maritima): This pier is a 
complete concrete construction, (both platform and pilings) rebuilding o! 
which was finished in 1973; the installation is in very good condition in 
all respects, permitting truck and trailer operations alongside vessel, as 
well as railroad operations, because tracks cross just in front of the pier 
shore entrance. 
North Side: Length: 650 ft. Max. length allowed: 600 ft. 

Draft allowed: 25 ft. fore, 26 ft. aft. 

Cargo handled at this side: General cargo. 
South Side: Length: 650 ft. Max. length allowed: 600 ft. 

Draft allowed: 26 ft. fore, 27 ft. aft. 

Cargo handled at this side: General cargo. 

Romero Pier: This pier is a concrete construction, and although in rather 
fair condition, needs repairs. 

All cargo handled at this pier is on the basis of a trucking operation only 

It is used chiefly for coastal trade vessels but also by medium size 
vessels, such as refrigerated ships. 

East Side: Length: 492 ft. Max. length allowed: 400 ft. 

Draft allowed: 14 ft. fore, 19 ft aft. 

ar} handled at this side: general cargo, bagged cement, etc. 
West Side: Length 492 ft. Max. length allowed: 400 ft. 

Draft allowed: 20 ft. fore, 23 ft. aft. 

Cargo handled at this side: General cargo, bagged cement 

refrigerated cargo such as lard, butter, frozen fish, etc. 
Frank Pais Pier (Formerly La Molinera): This installation consists of @ 
long narrow passage, at the end of which the vessel is berthed across 
the installation to 4 solid dolphins. It is used for the discharge of bulk 
grain (wheat and maize) by mechanical means through conveyors am 
pipe-lines. 

There is no limitation as to length of vessels. Draft allowed: 30 ft. 
Cement Plant Pier (Known as Muelle del Cemento): This berth is é 
coastal pier that can accommodate one vessel. 

It is used only for loading cement, either by silos/truck depending upo" 
whether bulk or bagged cement is involved. This installation is well pavet 
and all operations are performed by means of trucks. 

As the pier is not long enough, there are solid dolphins at each en 
of pier, in order to berth securely vessels up to 460 ft. long. 

Length: 290 ft. Max. length allowed: 460 ft. 

Draft allowed: 22 ft. fore, 23 aft. 

Refinery Pier: This pier is located at a small peninsula on the West coas 
of the bay, its orientation being from North to South and therefore is 
sides are West and East. 

It is a solid, well cared for, concrete construction, having simila 
facilities at both sides. 

Length: 789 ft. Max. length allowed: 702 ft. 

Depth: 40 ft. Max. draft allowed: 36 ft. 

STEVEDORES: Working periods: Monday to Friday 0700-1300 hrs. 
1300-1900 hrs.; Saturday the same; Sunday worked only if vessé 
completing cargo. . 

Raw Sugar: Loading rate about 1,200 bags loaded per gang perio 
6 bags loaded per sling. 2 vessels can load sugar simultaneously. 

General Cargo — approximate discharging rates: 

General cargo 7-8 tons per gang hour 
Bagged cargo 15 tons per gang hour 


Iron 7 tons per gang hour 
Wood 3 standards 
Fertilisers 15 tons per gang hour 


Shore Crane — there is movable crane with boom of 75 ft. length a® 
lifting capacity about 19 tons. 
Bulk sugar — 5 thrower machines available. 


EQUIPMENT: One floating crane: 35 tons lifting capacity; 10 shore 
cranes: ranging from 16 to 5 tons lifting capacity; 40 tractors; 21 fork lift 
trucks: 70 h.p.; 13 trucks. 

Besides, there are several tugs ranging from 1,200 to 150 h.p., also 
several cargo barges and other minor port auxiliary equipment not listed. 
MEDICAL: Sick crew members can be attended at Santiago Provincial 

ital. 
TANKERS: Average pumping rate: Molasses 30,000 g.p.h. Fuel oil 
13,000 b.p.h. 
COMMUNICATIONS: Radio telegrams, radiotelephony, telegraph and 
telephones. R.C.A., Inalambrica. All-American, Prewi, radio and 
Government telegraph. Also air, railroad and bus services. 
Vessels can communicate with Santiago de Cuba through CLM and 


RCA. 
FRESH WATER: Can be supplied docked/anchored. 
FUEL: Fuel oil and diesel oil available. Delivery rate about 7,000 b.p.h. 
REPAIRS: Following repair shops: Joaquin Lamas, Giron. 
DEVELOPMENTS: Since 1973 all port facilities admitting repair or 
rebuilding are included in a plan in order to improve port facilities. 

Through this plan several installations have already been rebuilt and 
others are undergoing repairs. 

This plan also includes the installation of water pipe-lines to all piers 
where possible, in order to supply the vessels while operating. 

Luis F. Mena Gil Wharf will be the first to have water installation to 
supply vessels. 

There is a plan for the dredging of the port in the very near future. 


SHIPMASTER’S REPORT: April 1979. 
Also see “Shipmaster’s Report” from Havana dated April 1979. 
Documents: 

12 Crew Lists. 

5 Store Lists. 

5 Declarations. 

5 Currency Declarations. 

5 Vaccination Lists. 

These were all required even though the vessel had only come from 
Havana. Also a large number of transit documents were issued in 
Havana for entry here. Bond and safe seals may be opened whilst vessel 
at sea. 

Points of Note: 

a. No anchorage, recommend drifting about 5 miles from coast. 

b. See Havana Report. 

c. See Havana Report. 

d. Port reasonably free of pollution, but large amount of construction 
in progress in harbour area. 

e. No tugs appeared when we berthed. 

f. At grain elevator shore gangway used. 

g. No crew inspection. 

h. See Havana Report. 

i. See Havana Report. 

j. See Havana Report. 

k. Same system as Havana but shore leave from 1800 to 2200 hrs. 
and travel to town by launch. Also only allowed in area shown on pass. 
In this port fines are imposed for being late back or going outside area 
of pass. First time 25 peso, second time 50 peso and third time pass 
revoked. Only ten persons allowed ashore at any one time and a list of 
those going ashore must be presented to the Immigration guard before 
1000 hrs. that day. 

On Saturday and Sunday 16 persons are allowed ashore till 2400 hrs. 
and 2300 hrs. respectively. 

|. See Havana Report. 

m.See Havana Report. 

n. As Havana, except Channel 16. 

0. See Havana Report. 

p. Berthed at grain elevator. 30 ft. alongside. The discharger has 
2 heads and is fixed, the ship has to be warped up and down the quay. 
Wheat discharged at average 50 tonnes p.h. Work on a 24 hour basis. 

q. All hatches again inspected. 

t. As Havana, vessel was searched here 4 days after arrival. The 
search was carried out by the police and was very thorough. It included 
checks on money and goods declared and under seal. The radio room 
was sealed at the time. 

s. See Havana Report. 

t. Customs issue may be obtained every 3 days if required. | believe 
this applies in Havana as well. 

u. In light of this vessel's experience | would advise any vessel 
proceeding to Cuba to carry at least one month’s reserve provisions. 


SHIPMASTER’S REPORT: April 1981. 

VHF: Santiago Pilots and the Agents “Mambisas Santiago” are both 

available on VHF Channel 16 at all hours. 

Restrictions: There are no restrictions as to the times for entry and 

departure of vessels. Pilots are available 24 hours and | believe it has 

been so for the last two years. 

Awaiting Pilot: Owing to the large depths, bad holding ground (rocky 
ttom) and frequent fresh winds, it is not advisable to anchor outside 

the harbour entrance. This was my opinion which the local Pilots have 

confirmed and have definitely advised against anchoring. If there is any 

delay in embarking the Pilot, the vessel should keep steaming. 


SHIPMASTER’S REPORT: October 1987. 

Vessel called at Santiago de Cuba after call at Havana (see “Havana 
~Shipmaster's Report” dated October 1987). 

Vessel berthed alongside “Frank Pais” Silo. Crew can only go ashore 
y either motor launch or bus. Both services have to be arranged by 
Agent. No walking in the premises of the silo is allowed which is guarded 
Sarre, units. There are no restrictions regarding the times crew can 

ore. 


CUBA 


i Drills: Port Authorities did not allow us to carry out routine 
rills. 

Berth “under construction” at Pta. Duany: This berth is now fully 
operational for refrigerated cargoes. No drafts were available, however 
| understand extensive dredging was done on both sides of the pier for 
berthing/turning. 

Presently there is a shortage of water both at Havana and Santiago 
due to very prolonged dry years (last 5 years). No fresh provisions were 
available at both ports except limited amounts of pineapples. 


AUTHORITIES: Located at Custom House building. 


AGENT: Empresa Consignataria Mambisa, Agencia Santiago de Cuba, 
Avenida Jesus Menendez No. 658, Apartado No. 522, antiago de 
Cuba, Prov. de Oriente. Tel: 22834 — Night: 4524. Telex: 061120, 
061238. Cable: Mambisas Santiago de Cuba. 

Agency VHF works on Channel 16. 


TANAMO: 20.44 N. 75.20 W. (See Plan) 


LOCATION: Tanamo Bay is moderately ample, landlocked, having 
numerous bays dispersed within. High ground surrounds the bay, except 
by the East and S.E. It is 3.5 miles long by 1.25 miles wide. 

Tanamo is mainly a sugar shipping port, but also exports molasses 
and receives coastal trade shipments of fuel oil. 

Tanamo exports the production of Frank Pais sugar mill, formerly 
Tanamo. At about 12 km. from the port are the town of Cayo Mambi 
and Frank Pais sugar mill. 

PILOTAGE: Pilot boards about 1 mile from entrance. Pilot station 
located at entrance of port mouth. Usual means of communication is by 
launch. Distance from place where Pilots board vessels to: Punta Gorda 
Dock: 5 miles; Cayo Mambi Dock: 7 miles. 

ENTRANCE TO PORT/CONDITIONS/LIMITATIONS: Entrance to port 
is effected through a channel in the form of an “S” with turns up to 90°. 

The bottom is rock and sand, its maximum width being 175 m., located 
between the shoals at both sides of the entrance, and its minimum width 
160 m., located in the vicinity of Pt. Gitana. 

Channel tends to narrow in the middle of its course and it is here 
where precautions should be exerted, because it is considered 
dangerous. In its deepest part the channel is 162 ft. deep, and its 
minimum depth is 66 ft. 

Limitations as to length and draft of vessels to enter to or sail from 
this port are those imposed by the place of operation, Punta Gorda Pier: 

Draft 19 ft. fore, 22 ft. aft, length 535 ft. 

Due to the strong tidal currents it is necessary to wait for slack water, 
to enter to or sail from this port, which can be effected only in alg 18 

Vessels up to 500 ft. length do not require tugboat assistance, but 
from 500 ft. up to 535 ft. tugboat assistance is required. 

Due to pier's length, vessels nominated to load sugar should not 
exceed a length of 450 ft. 

ANCHORAGES: Del Medio Cay Anchorage: 

Located at about 500 m. West of Bruja Cay. 

Draft 28 ft., max. length allowed 535 ft. 

Swinging area: About 350 m. 

Soft mud bottom but anchors hold well. 

It is sheltered from the winds, except those from the S.E. 

In the rainy season, when rivers overflow, currents can be felt. 
BERTHING: The place of operation at Tanamo is the pier, located on 
the West coast of the bay at a small town named Punta Gorda. Pier is 
built of concrete but is not well cared for and is in need of repairs. Some 
wooden aggregate at South side of pier crumbled away and interferes 
with loading No. 1 hatch of vessels. Stern hatches are loaded first, and 
afterwards the vessel is run astern in order to load No. 1 hatch. 

Pier has double narrow gauge railroad tracks at each side. 

Sides of the pier are North and South. 

Punta Gorda Pier: Length 357 ft., max. length allowed 450 ft. 
Drafts: South Side: 19 ft. fore, 22 ft. aft. 
North Side: 14 ft. fore, 19 ft. aft. 
STEVEDORES: Working periods: Monday to Friday 0700-1100 hrs., 
1300-1700 hrs.; Saturday 0700—1100 hrs.; Sunday no work performed. 

Raw sugar: 975 sugar bags loaded per gang period. 6 sugar bags 
loaded per sling. 

Refined sugar: 1,875 bags of 100 Ib., loaded per gang period. 12 bags 
of 100-Ib. type loaded per sling. 

General Cargo: Working periods same as for sugar. 

There is berthing space for 2 vessels, but due to lack of port personnel, 
it is advisable to operate only 1 vessel at a time. 

MEDICAL: There is no hospital at Tanamo. Crew members requiring 
medical care are treated at Cayo Mambi. If specialised treatment or 
hospitalisation is required, patients are sent to Mayari Hospital or Lenin 
Hospital at Holguin. 

TANKERS: Molasses average pumping rate: 20,000 g.p.h. Fuel oil 
average pumping rate: 11,750 b.p.h. 

Tanker vessels up to 535 ft. can enter and operate at pier. 

Fuel oil: 1 connection 12 in. in diameter. 

Molasses: 1 connection 8 in. in diameter. 

COMMUNICATIONS: Only means of communication at Tanamo is 
telephone service. However this service is not to be depended upon 
and it is advisable to notify Antilla Agency well in advance of any 
instructions or changes pertaining to vessel's operations. 
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TRANSPORTATION: Transportation means to aed from arate are NOTES 
rather poor. Transportation between Tanamo an Antilla (and other F pa F 
nearby ports) is performed by car. Please also advise Shipping Guides Ltd. 
Last 4 km. of road to reach Tanamo are embankment roads in very 
bad condition which can be transited only by jeep or truck. 
There is a rail car service up to Cayo Mambi. 
Best advisable means of travelling is to travel to Nicaro by road and 
from there fly to Santiago or Havana. 
FRESH WATER: Can be supplied at Punta Gorda, delivery by pipe-line 
at rate of 5 t.p.h. 
FUEL/REPAIRS: Not available. 
AUTHORITIES: Under Cuban Customs laws and regulations, Tanamo 
is a sub-port of Antilla. Some of the Authorities have delegations at Cayo 
Mambi, others are located outside of Tanamo, but if ETA message is 
given sufficiently in advance, all Authorities travel to Tanamo, where 
they wait to clear the vessel. 


AGENT: Tanamo is attended by Antilla Agency personnel. 


VITA (sub-port of Gibara — Oriente Province): 
21.05 N. 75.57 W. (See Plan) 


LOCATION: Vita is a small, sheltered, landlocked bay on the North coast 
of Oriente province. 

Vessels within its premises are well protected against all kinds of 
weather. 

This port handles the export of the production of Rafael Freyre sugar 
mill, formerly Santa Lucia. As it is close to the town of Santa Lucia and 
due to the former name of the sugar mill, this port is also known as 
Santa Lucia Oriente. 

PILOTAGE: Pilots board vessels 3 miles from entrance channel. Pilot 
station located at Vita. Interior telephone communication. Distance from 
place where Pilots board vessels to dock: 5 miles. 

APPROACHES: Owing to narrowness of channel, turns may be 
considered as dangerous for vessels over 450 ft. length. 

While approaching Vita, on the East side of port entrance, 
Pt. Barlovento lighthouse can be seen, located: Lat. 21° 06’ 01.1" N., 
Long. 75° 57’ 39.4” W., 45 ft. high, above high tide, white light of which 
flashes twice every 6 secs., visible up to 10 miles away. 
ANCHORAGES: Vita anchorage is located at about 190 m. from the 
pier, but as there is insufficient swinging area, it is only recommended 
as suitable for medium sized vessels. 

RESTRICTIONS: Entry and sailing only during daylight. 

MAX. SIZE: Max. draft with which vessels can enter/sail is 27 ft. at high 
tide and 26 ft. at low tide. Tidal variation averages 2.9 ft. Max. length 
500 ft. (although vessels with length of 550 ft. have entered this port). 
BERTHING: The pier is located at a village named Vita on a peninsula 
which projects from the South shore of Vita bay. 

The pier lies across the end of the mentioned peninsula, orientated 
from East to West; the berthing space is the North side since the South 
side is partially attached to shore. 

Along the length of the pier and connected to Rafael Freyre sugar 
mill, runs single narrow gauge railroad tracks. ; 

Vita Pier: Length 300 ft. Max. length allowed: 500 ft. Draft allowed: 26 ft. 
importation: Jute bales, bagged fertilisers. 

Exportation: Bagged raw sugar, molasses. 

Coastal Trade: Discharge of fuel oil. 

Only 1 vessel can be operated. 

STEVEDORES: Working periods: Monday to Friday 0700-1100 hrs., 
1300-1700 hrs.; Saturday 0700—1100 hrs. 

800-1,100 sugar bags loaded per gang period. Four sugar bags are 
loaded per sling. 

MEDICAL: Crew members requiring medical attention are treated at 
Santa Lucia Hospital. 

In cases where surgical or specialised medical treatment is required 
patients are sent to Gibara Hospital or Lenin Hospital at Holguin. 
TANKERS: Average pumping rate (molasses) 25,000 g.p-h. 
COMMUNICATIONS: Means of communication of Vita are telephone 
and telegraph. 

Telegraph service is slow for urgent matters. Telephone service at 
Vita is irregular due to bad lines and, sometimes, it is very difficult to 
establish communication. 

These facts must be taken into consideration when a vessel is 
operating at Vita, because orders to Vita or information from the port 
almost always takes 2 or 3 days to reach destination. 

Vessels navigating to Cuba can communicate with Antilla Agency 
through “CLA” Havana Radio Station which relays the message 
promptly to Antilla. 

Vessels cannot communicate directly with Vita. 

Masters must send their ETA messages simultaneously to Mambisas 
Antilla and Mambisas Habana. 

FUEL/REPAIRS/DUNNAGE: Not available. 

FRESH WATER: Can only be supplied in exceptional cases. Delivery 
by 2-in. diameter pipe, by gravity. Delivery average 3t.p.h. 
Recommended that Masters always check availability in advance. 
TRANSPORTATION: Transportation to and from Vita is difficult and best 
advisable means is by car or to travel to the city of Holguin, from where 
transportation is available to any place or city of Cuba by bus, train or 


airway. 
AUTHORITIES: All Port Authorities are located at nearby towns, but 
travel to Vita in order to clear vessels. 

Under Cuban Custom laws and regulations, Vita is a sub-port of 
Gibara. 
AGENT: The port of Vita is temporarily attended by Mambisas Antilla 
Agency personnel. 
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Cyprus 
DHEKELIA “B”: 34.58 N. 33.45 E. 


Sovereign Base Area 
DOCUMENTS: 

3 Crew Lists. 

4 Passenger Lists. 

1 Arrival Declaration. 

1 Crew Declaration. 

1 Store List (for cigarettes, spirits, etc.). 

2 Manifests (Customs forms). 
PILOTAGE: Compulsory for berthing. The tanker berth is situated in 
open roadstead. Pilot available through Harbour Master at Larnaca 
5 miles). 
RESTRICTIONS: Vessels may dock in daylight only. 
MAX. SIZE: Tankers up to 735 ft. length with max. draft 41 ft. 
HEALTH: Pratique granted by Health Authorities after boarding on 
arrival. No Pratique necessary when vessel arrives from another port in 
Cyprus. 
RADIO: Walkie-talkie. 
TUGS: Available and necessary for docking. Not required for undocking. 
BERTHING: Three conventional buoy moorings for tanker discharging 
tuel oil to Dhekelia “B" Power Station. Connection made amidships on 
the port side. No slop facilities available. Terminal crew connect and 
disconnect hoses. Ship's gangway required. Diameter of line 12 in. 
Distance to tanks 2,136 ft. Max. pressure 140-145 p.s.i. Depth of water 
15.85 m. 
MEDICAL: Necessary for Agent to receive advance notice of medical 
attention required. Hospital facilities available. 
DENSITY: 1025. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: Light machine shop. 
CUSTOMS ALLOWANCES: See “Limassol”. 
TIME: GMT plus 2 hours. GMT plus 3 hours from last Sunday in March 
until last Sunday in September. 
IDENTIFICATION CARDS: When on shore leave, Seamen's Books 
required. 
AUTHORITY: Electricity Authority of Cyprus, 15 Photis Pittas Street, 
P.O. Box 4506, Nicosia. Tel: (02) 462001. Telex: 2432 Grid Cy. Cables: 
Grid, Nicosia. FAX: (02) 457658. Contact: The General Manager. 


(See Plan) 


FAMAGUSTA: 35.07 N. 33.57 E. 


DOCUMENTS: 

1 Arrival Declaration Form. 

1 Maritime Declaration of Health. 

4 Crew Lists. 

4 Passenger Lists. 

1 List of Ship's Stores. 

1 Personal Declaration of Crew (wines, spirits, tobacco, cigarettes, 

cigars, jewellery, cameras, watches, arms and ammunition, etc.) 

1 Appointment of Agent Form. 

1 Cargo Manifest (If not forwarded by airmail). 

1 Dangerous Cargo List. 

PILOTAGE: Masters to cable ETA 24 hours before arrival to Agents so 
as to enable them to arrange berthing and pilotage. Pilotage is 
compulsory for ships in excess of 300 g.r.t. 

In normal weather conditions Pilot boards vessel at Turning Buoy or 
at anchorage. In rough weather conditions, Pilot may advise Master to 
proceed to entrance of Outer Harbour, where Pilot will board the vessel. 
Communications between pilot stations and vessels approaching port 
and/or anchored at roadstead by VHF Channel 16. 

Pilot Boat: Open motor launches, light grey colour, flying Pilot's flag, 
light and sound signals for Pilot. 

Requirements: International signals apply. 

ANCHORAGES: Vessels not berthing on arrival, to anchor at roadstead: 
East of flashing buoy (Lat. 35° 08’ 55" N., Long. 33° 56’ 06” E.) which 
marks the entrance to the channel. 

Exposed to: N.E., E. and S.E. winds. In case of very bad weather, 
a safe anchorage to be sought further North, near Boghaz area. 

apa vessels may anchor within the breakwater in depth of 5.5 m. to 

3m. 

RESTRICTIONS: Passenger vessels (Vessels built to carry more than 

12 passengers) allowed to enter port up to 2300 hrs., provided such 

pene will be at Turning Buoy by that time and also if berth space is 

vailable. 

Pts vessels allowed to berth until sunset provided berth space is 
ilable. 

No tide restrictions, but for vessels entering Inner Basin max. draft 
22 ft. and for Outer Basin max. draft 30 ft. 

MAX. SIZE: 
Inner Harbour: Max. permissible draft 6.7 m. (22 ft.) 
Max. permissible LOA 131 m. (430 ft.) 
Outer Harbour: Max. permissible draft 9.15 m. (30 ft.) 
Max. permissible LOA 220 m. (722 ft.) 
Height of quay above sea level is 1.8 m. 
he approach channel to the Outer Harbour is 10.30 m. deep and 
mean width of entrance 183 m. Range of tide: 0.45 m. 
HEALTH: Pratique is required only at first port of call in Northern Cyprus. 
fatique is granted either before or after berthing as appropriate. 
RADIO/VHF: “Northern Cyprus Radio” R/T 2182, VHF Channel 16. 
amagusta Pilots equipped with VHF radio-telephone operating on 
Channel 16 and 14 during office hours. 


(See Plan) 


CYPRUS 


TUGS: 3 tugs, 150 h.p., 650 h.p. and 1,300 h.p. available. Tugs join 
vessel at entrance of Outer Basin and ship's lines are used. Use of tugs 
is at the discretion of Pilot. No charges made for the use of first tug. 
If more than one tug is required they may be hired on hourly basis. 
BERTHING: According to rotation of ships with exception of passenger 
and citrus ships. Vessels may berth alongside between 0600 hrs. and 
sunset, unberthing of ships between 0600 hrs. and midnight including 
weekends and Official holidays. 

Inner Harbour Quay: Length: 540 m. 

Outer Harbour Quay: Length: 655 m. 

Ro-Ro vessels may berth either bows on or stern to the quay. 
CRANES: A floating crane lifting 60 tons at 20 m. 1 Tower crane 36 tons. 
21 mobile cranes of different lifting capacities. 

BULK CARGO FACILITIES: Vessels up to 3,000 d.w.t. discharged with 
mobile grab cranes. 

Average discharge rate for ore and bulk cargoes is 450 tonnes per 
day. 

Two pneumatic conveyors of 60 t.p.h. capacity also available. 
STEVEDORES: Gangs to be ordered by 1500 hrs. previous day. For 
Saturday and Sunday work, gangs to be ordered by 1500 hrs. Friday. 
It is also possible to apply for gangs during the weekdays a.m. and/or 
p.m. subject to gangs available. 

Average rate of discharge: General cargo, 10 — 15 tons, bagged cargo, 
15 — 20 t.p.h. per gang. 

Working hours weekdays 0800 — 1200 hrs., 1300— 1700 hrs., overtime 
work until 2300 hrs. is possible, but with extra charge. 

MEDICAL: Advisable for Masters to include in ETA message to Agents 
if any medical attention required; hospital and private clinic facilities 
available. Inoculations or vaccinations according to prevailing 
circumstances. 

DENSITY/TIDE: Mediterranean salt sea water. Difference of 1 ft. — 2 ft. 
between low and high water. 

FRESH WATER: Water hydrants installed alongside quay, both at Inner 
and Outer Basins and delivery through hoses; rate of delivery 10 tonnes 
— 15 tonnes per hydrant per hour. 

Note: Certain limitations to quantities deliverable can be possible during 
Summer months (June-September) owing to general shortage of water. 
FUEL: No bunkering facilities alongside quay. Limited fuel deliveries to 
vessels alongside quay can be made by lorry tankers of 8 — 10 tons 


each. 

GANGWAY/DECK WATCHMEN: Not obligatory, but may be used if 
Master requires. 

OPENING/CLOSING HATCHES: Carried out by ship's crew; stevedores 
on board are sometimes willing to assist but they are not obliged to do 


So. 
CUSTOMS ALLOWANCES: 200 cigarettes or 250 grams tobacco, and 
0.75 cl. spirits, 0.75 cl. wine per man per week. 

For reasons of administrative convenience, issues of high duty goods 
for use by crew on board is being made every week. 

The Master, Chief Officer and the Chief Steward of ocean going 
vessels may be granted more quantities of the above high duty goods 
as may be considered reasonable by Customs Authorities, on request. 

The above allowances are in force in all Northern Cyprus ports. 
CARGO GEAR: Mostly supplied by shore stevedores or other 
contractors against payment. Any gear supplied by the vessel should 
be certified to the effect that it is tested and found to be suitable for the 
purpose used. 

REPAIRS: Minor repairs for deck and engine can be carried out at local 
workshop. Cement boxes and plating both above and underwater can 
be carried out. 

DRY DOCKS: No dry docks. 2 slipways operate at South end of port 
and can take vessels up to 500 tons burden. 

SURVEYORS: 

(1) Cargo surveyors available. 

(2) Refet L. Egemen & Co., Nicosia. Sub-Agent of Catoni Agents, 
Mersin, Turkey, who are the representative of Lloyd's in Mersin, 
Turkey (for insurance purposes but not for classification). 

AIRPORT: Ercan Airport, 30 miles from Famagusta. Connections to U.K. 
and Middle East countries via Turkish airports. 

TIME: GMT plus 2 hours. 

HOLIDAYS: Recurrent official port and Customs holidays: 

First weekday of January, 23rd April, 1st May, 19th May, 20th July, 
1st August, 30th August, 29th October, 15th November, Ramazan 
Bairam (1st, 2nd and 3rd days), Kourban Bairam (1st, 2nd, 3rd and 4th 
days), Birthday of Prophet. 

All ports closed for work with the exception of shipping traffic on New 
Year's Day and on 1st May. 

POLICE/AMBULANCE/FIRE: Police Headquarters Tel: 036-65310, 
036-65321. Ambulance Tel: 036-65328, 036-62876. Fire Brigade Tel: 
036-65389. 

EMERGENCY CO-ORDINATION CENTRE: Not specially available, but 
Famagusta pilot station Tel: 036-65388, 036-64790 and/or Port 
Headquarters Tel: 036-62626, 036-62627, 036-62951 may be of 
assistance. 

TELEPHONES: Public telephone boxes available on the quayside. 
SERVICES: Compass adjusting; radar repairs; scraping and painting 
ship's sides. 

BANKS: Messrs., Midland Bank (Overseas Branch) Ltd., in the U.K. is 
the official correspondent of the following local Banks: 


Name Address Telex: 
Turkish Bank Ltd. Famagusta 57138 Trba Tk 
57103 Otaf Tk 
Is Bank (A.S.) Famagusta 57179 Isbm Tk 
Credit Bank Ltd. Famagusta 57246 Kklb Tk 


IDENTIFICATION CARDS: Passports and/or Seaman's Books are 
accepted by the Police and Immigration Authorities. 

On ship's arrival, Passports and/or Seaman's Books are retained by 
the Immigration Authorities against the issue of Landing Cards which 
are used until the ship's departure when the passports and/or Seaman's 
Books are returned to the Master. 
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STORING: See “Prelims”. 

1. Vessel can be stored by barge or truck. 

2. No regulations concerning barge storing. Customs Stores 
Regulations applicable. 

3. Trucks can proceed alongside at the berth from a close distance 
of 2 ft. from the edge of the quay walls. 

4. Fork lift trucks can be used on the jetty to handle storing. 

5. Customs storage charges in force. 

6. Local Riggers can be employed to assist with storing. 

SHORE LEAVE: All crew members allowed ashore after Free Pratique 
granted. Each crew member to carry Landing Card. 

REGULATIONS: Authority is required from Harbour Master: for 
immobilising engine for cleaning or repairs whilst vessel alongside quay; 
for lowering lifeboats; for using ship's radio; for sailing (Port and Customs 
Clearances are required). 

Ships berth by rotation according to time of arrival. However, 
passenger and cruising vessels as well as ferryboats can berth 
(maximum 2 berths) on priority. 

‘DELAYS: Delays in berthing are very seldom. Slight congestion of 1 or 
2 days during citrus export season. 

GENERAL: Flag of Northern Cyprus to be hoisted on mast from 
0800 hrs. to Sunset. 

Landing of dogs or other animals not allowed. Disposal of garbage 
and waste strictly prohibited both in port and territorial waters. Garbage 
and waste are collected by the municipality against a nominal fee, 
through Agents. 

Charts: Relevant Admiralty Publications: B.A. Chart 847, 851, List of 
Lights Vol. E., Mediterranean Pilot Vol. V., Tide Tables Vol. |. (European 
Waters). 

Free Port: Part of the Outer Harbour is being used as a Free Port, 
adjacent to which is the Industrial Free Zone with a maximum 
development area of 554,964 sq.m. 

The Free Port and Zone is managed by the Free Port Manager who 
is responsible to the Board of Directors and function under the auspices 
of the Ministry of Trade and Industry. 

Directorate: Tel: 0386-66164, 0386-64775. Telex: 57140 Mslb Tk. 


AUTHORITY: Ministry of Communications & Works, Department of 
Ports, Famagusta, Northern Cyprus. 

Postal Address: The Director of the Department of Ports, Famagusta 
(Gazi Magosa) via Mersin 10, Turkey. Tel: 036-62626, 036-62627, 
036-62951. Contact: Ergun Demirciler, Director of Ports. 

Harbour Master's Office: Te/: 036-65388, 036-64790. 

Also see “General”. 


GEMIKONAGI (Morphu Bay): 35.08 N. 32.50 E. 
(See Plan) 


DOCUMENTS: See “Famagusta”. 

PILOTAGE: Government pilot available from Kyrenia Tourism Harbour. 
ANCHORAGES: Anchorage point Lat. 35° 09.2’ N., Long. 32° 49.8’ E. 
Nees exposed to W. and N.W. winds. 

RESTRICTIONS: Karavostassi Jetty established for loading minerals, 
discharging operations not available. 

HEALTH: Pratique is required only at first port of call in Northern Cyprus. 
Pratique is t dani either before or after berthing as appropriate. 
RADIO/VHF: “Northern Cyprus Radio” R/T 2182 kHz. and VHF 
Channels 16, 26 and 27. 

Kyrenia Tourism Harbour Pilots maintain VHF watch on Channel 16, 

during working hours. 

BERTHING: 

Karavostassi: One jetty berth with depth alongside 18 m. for loading 

minerals by conveyor belt. Average capacity 1,000 t.p.h. Vessels moor 

to buoys. 

Xeros Pier: 132 m. long with depth of 4.3 m. at outer end. Pier only used 

by small coasters, weather permitting, as it is exposed to North winds. 

One crane of 5 tons capacity is available. 

MEDICAL: Government hospital in Lefka area. 

DENSITY: 1027. 

FRESH WATER: Not available. 

FUEL: Not available. 

CUSTOMS ALLOWANCES: See “Famagusta”. 

REPAIRS: Minor repairs for deck and engine can be carried out at local 

workshop. 

AIRPORT: 70 km. to Ercan Airport. 

TIME: GMT plus 2 hours in Winter. GMT plus 3 hours in Summer. 

SHORE LEAVE: All crew members allowed ashore after Free Pratique 
ranted. Each crew member to carry a Landing Card. 

ENERAL: Tides: Max. tide 0.45 m. 

Stores: Available. 
AUTHORITY: Ministry of Communications & Works, Department of 
Ports, Famagusta. 

Postal Address: The Director of the Department of Ports, Famagusta, 
via Mersin 10. Tel: (036) 62626, (036) 62627, (036) 62951. 
FAX: (90-536) 67840. Contact: Ergun Demirciler, Director of Ports. 

Official at Gemikonagi: Officer in charge of Customs: Tel. 32008. 
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KALECIK (Gastria Bay): 35.19 N. 33.59 E. 


DOCUMENTS: See “Famagusta”. 

PILOTAGE: Not compulsory. If required, supplied from Famagusta. 
ANCHORAGES: Anywhere within the limits of Gastria Bay. Occasiona| 
storms mainly from North, N.E. and N.W. directions. No hazards o 
sandbars exist. Vessels can approach from any direction as there is nm 
approach channel. 

NAVIGATION AIDS: 

Name: Cape Elia Lighthouse. 

Place: 10 nautical miles N.E. of Famagusta. 

Position: Lat. 35° 19.5’ N., Long. 34° 02.8' E. 

Characteristics of Light: Fl. 10 secs. 

Range of Light: 15 nautical miles. 

Period and Phase: Fl. 1 sec., ev. 9 secs. 

Arc of Visibility: 360°. 

Colour and Peculiarity of Lighthouse: Concrete tower with horizonta 
black and white stripes. 

Height in metres of building from base to vane: 11 m. 

Height in metres of centre of lantern above MHWS: 31 m. 
RESTRICTIONS: None, but advance notice should be given by cable 
HEALTH: See “Famagusta”. 

RADIO/VHF: No radio or VHF facilities at this port. Ships calling 2 
Kalecik should communicate with Northern Cyprus Radio or Famagusta 
Pilot Station. 

TUGS: Not required. Private mooring boats available to assist in the 
mooring operations. 

BERTHING: Concrete pier with a conveyor belt and crane operated by 
Boghaz Industry & Mining Co. Ltd. and solely used for exportation 0 
cement, etc. Lat. 35° 19’ N., Long. 34° 00.1’ E. 

Length of the pier 42 m. At a distance of 44 m. from the far endo 
the pier there is a dolphin used for mooring purposes. Ships of 100 m 
LOA may have a safe berth alongside. Depth of the water alongside the 
pier is 6.0 m. Installation suitable for unloading and/or loading of buk 
and bagged cargoes with a maximum hourly rate of 250 tons. 
STEVEDORES: Privately arranged by the Shippers. 

MEDICAL: See “Famagusta”. 

TANKERS: Tanker terminal with underwater pipe-lines extending 
410 m. into the sea. Operated by Cyprus Turkish Petroleum Products 
Co. Ltd. Lat. 35° 19.1’ N., Long. 33° 59.4’ E. 

Ships moored between two buoys which have a distance of 160m 
from one to the other, also using anchors. Max. depth 9.0 m. 
DENSITY: 1025. 

FRESH WATER: Not available. 
FUEL: Not available. 
CUSTOMS ALLOWANCES: See “Famagusta”. 
CARGO GEAR: Ship's gear. 
REPAIRS: Minor deck and engine repairs may be carried out by loca 
workshops. 
DRY DOCKS: No dry docks. 
AIRPORT: Ercan Airport 50 miles from port. 
TIME: GMT plus 2 hours. 
HOLIDAYS: See “Famagusta”. 
POLICE/AMBULANCE/FIRE: See “Famagusta”. 
TELEPHONES: Available at the nearby installations. 
SHORE LEAVE: All crew members allowed ashore after Free Pratiqué 
ranted. 
IDENTIFICATION CARDS: See “Famagusta.” 
REGULATIONS: Authority is required from the Harbour Maste 
Famagusta for using ship's radio. For sailing, Port and Customs 
Clearances are required. 
DELAYS: No delays. 
GENERAL: Flag of Northern Cyprus to be hoisted on mast fron 
0800 hrs. to sunset. 
SERVICES: See “Famagusta”. 
AUTHORITY: Harbour Master and Senior Pilot - Famagusta. 
Tel: 036-65388, 036-64790. 


(See Plan) 


KYRENIA: 35.20 N. 33.19 E. 


LOCATION: 

Kyrenia Tourism Harbour: 35° 20.5’ N., 33° 19.8’ e. 

Kyrenia Yacht Harbour: 35° 20’ N., 33° 19’ E. 
DOCUMENTS: See “Famagusta”. 
PILOTAGE: Pilotage is compulsory for vessels over 300 g.r-t. Harbov 
Pilot maintains VHF watch on Channel 16, during working hours. 

Pilot Boat: Open motor launch, light grey colour, flying Pilot's flag 
light and sound signals for Pilot. 

Requirements: International signals apply. 
ANCHORAGE: 0.8 miles N.W. of Yacht Harbour Entrance light, © 
depths 22 m. to 24m. 
APPROACHES: Sea approach is unobstructed with deep water an 
Tourism Harbour entrance has a 180.0 m. width. 
RESTRICTIONS/MAX. SIZE: 
(a) Kyrenia Tourism Harbour: This harbour used only by passeng? 
vessels (passenger ferries, hydrofoils, etc.). 

Max. LOA: 150 m. 

Max. draft: 8.0 m. 
(b) Kyrenia Yacht Harbour: This harbour used only by pleasure c@ 
and yachts. 

Max. LOA: 30 m. 

Max. draft: 2.6 m. 
HEALTH: Pratique is required only at first port of call in Northern Cypnt 
Pratique is granted either before or after berthing as appropriate. 


(See Plan 


RADIO/VHF: Northern Cyprus Radio. Radio Telephone 2182 kHz. 
VHF Channels 16, 26 and 27. 
TUGS: 1 x 150 h.p. and 1 x 350 h.p. 
BERTHING: Berthing and unberthing of vessels carried out between 
hrs. and midnight, including weekends and official holidays. 
Kyrenia Tourism Harbour: 6 quays with depths of 4.0 m. — 8.0 m. and 
yarious quay levels above LWOST from 1.25 m. — 1.75 m. 


Kyrenia Yacht Harbour: Depth in basin 3.2 m. Depth alongside 3.0 m. 


MEDICAL: State hospitals and private clinics available. 

DENSITY: Mediterranean salt sea water (1027). 

FRESH WATER: Available. U.S.$ 5.0 per tonne. 

FUEL: No bunkering facilities alongside quay. Limited fuel deliveries to 
vessels alongside quay can be made by lorry tankers of 8-10 tons each. 
REPAIRS: Minor repairs for deck and engine can be carried out at local 
workshop. 

CUSTOM ALLOWANCES: Same as Famagusta. 

AIRPORT: 40 km. to Ercan Airport from Kyrenia. 

TIME: GMT plus 2 hours in Winter. GMT plus 3 hours in Summer 
(May-September). 

HOLIDAYS: Same as Famagusta. 

POLICE/AMBULANCE/FIRE: 


Police Tel.: (081) 52014 — 52125. 
Ambulance Tel.: (081) 52266 — 52254. 
Fire Tel.: (081) 199. 
BANKS: 

Name Telex 

Turkish Bank Ltd., Kyrenia. 57119 

Is Bank A.S., Kyrenia. 57233 

Credit Bank Ltd., Kyrenia. 57334 


Midland Bank (Overseas Branch) Ltd. in the U.K. is the official 
correspondent of the above banks. 

SHORE LEAVE: All crew members allowed ashore after Free Pratique 
ranted. Each crew member has to carry a Landing Card. 

REGULATIONS: Same as Famagusta. 

GENERAL: Flag of Northern Cyprus to be hoisted on mast from 

0800 hrs. to sunset. 

Landing of dogs or other animals not allowed. Disposal of raat 
and waste strictly prohibited both in port and territorial waters. Garbage 
and waste are collected by the municipality against a nominal fee, 
through Agents. 

Relevant Admiralty publications: B.A. Charts 2632, 237, 2074, 2606. 
Mediterranean Pilot: Vol. V. List of Lights: Vol. E. 

Weather: Harbour exposed to N., N.E., N.W. and E. occasional storms. 

Tide: Max. tide 0.45 m. 

Provisions: Plentiful. 

AUTHORITY: Department of Ports, Ministry of Communications & 

Works, Nicosia, via Mersin 10. Tel: (020) 72331. Telex: 57165 Lefk Tk. 
Harbour Master and Pilot: Mr Davut Izkan. Tel: (081) 54987 — 54988. 


LARNACA: 34.55 N. 33.39 E. (See Plan) 


PORT LIMITS: The port limits are: That part of the coastline and the 

territorial waters of Cyprus contained within a line drawn 089° to the 

high seas from Livadhia Church Belfry and a line drawn 089° from 

nvr (Hala Sultan Tekke) on Admiralty Chart No. 851 of 8th August, 
1. 


DOCUMENTS: 

4 Crew Lists. 

4 Passenger Lists. 

4 Transit Passenger Lists for passenger ships only. 

1 Arrival Declaration. 

1 Crew Declaration for dutiable goods. 

3 Stores List (cigarettes, spirits, etc.). 

2 Manifests (Customs Forms). 

1 Customs General Declaration. 

1 Firearms Declaration. 

1 Health Declaration. 

1 Cargo Gear Declaration. 
PILOTAGE: Ships are not allowed to enter the port or berth at the 
mooring buoys outside the breakwater port without Pilot, unless 
permission is granted by the Port Authority. Pilot boards vessel at 
foadstead. Master must give 24 hours notice of ETA to vessel's Agents 
‘0 enable them inform the Port Manager in time. Pilot boats are off-white 
in colour with words “Larnaca Pilots” written on the sides in blue letters. 
Pilot may be contacted on VHF Channels 16/14 during office hours 
9730— 1330 hrs. and Channel 14 at any other time during port 
Operations. Pilot's telegraphic address is “Port Manager, Larnaca 
Cyprus”. Tel: 041-53563. 
ANCHORAGES: Open roadstead. 
Prohibited Anchorage: 

Positions of Prohibited Anchorage: 

1. Lat. 34° 54’ 39” N., Long. 33° 38’ E. 

2. Lat. 34° 54’ 16.8" N., Long. 33° 41’ E. 

3. Lat. 34° 52’ 48” N., Long. 33° 38’ E. 

4. Lat. 34° 52’ 48" N., Long. 33° 41’ E. 

Positions of Prohibited Anchorage obstruction of the Port Entrance: 

1. Lat. 34° 55’ 21” N., Long. 33° 37’ 49” E. 

2. Lat. 34° 55’ 21” N., Long. 33° 40’ 18” E. 

3. Lat. 34° 55’ 55” N., Long. 33° 39’ 03” E. 

4. Lat. 34° 55’ 55” N., Long. 33° 40’ 37” E. 
RESTRICTIONS: See “Max. Size” and “Berthing”. 
Rise of tide up to 1.5 ft. 


CYPRUS 


MAX. SIZE: For berthing in the port, vessels must not exceed 700 ft. 
LOA. However, vessels of few feet in excess may receive berthing 
permission if vessel's manoeuvrability and prevailing weather conditions 
permit. 

The port is being dredged to 12.0 m. Max. draft allowed 11.4 m. (as 
from December 1990). The height of the quay above sea level is 2.30 m. 

Tankers discharge outside port at mooring buoys. Draft up to 32 ft. 
Max. LOA 600 ft. 

HEALTH: Pratique is required at Cyprus first port of call only. Pratique 
is granted either before or after berthing as appropriate. 

RADIO: Cables sent through “Cyprus Radio”, call sign: 5BA. 
RADAR/VHF: Port Manager Larnaca and Pilot service on VHF Channel 
16. 

TUGS: Port Authority tugs join vessels outside breakwater using ship's 
lines. 3 tugs available. 

BERTHING: Vessels may berth inside port between 0600 hrs. and 
midnight, but may unberth and sail until midnight. Cargo vessels are 
allowed to berth during night-time provided berth space is available and 
vessel will immediately operate with at least 1 gang. 

Quay length: (a) Main quay 666 m. and (b) Floating pontoon quay 200 m. 

Ro-Ro ramp available in Northwestern basin of the port. 
Warehouse Space: 18,000 sq.m. 
Container and General Cargo paved Stacking Areas: 150,000 sq.m. 
Equipment: 1x45 tonne heavy duty crane on rails with articulated jib, 
especially designed and equipped to handle containers. 140 tonne 
container gantry crane will be delivered mid-1991. 1 x35 ton level luffing 
crane. 1x36 ton heavy harbour mobile crane for containers. 8x5 — 
16 ton mobile cranes. 4x15 — 40 ton fork-lift trucks for container 
handling. 17x2 — 8 ton fork lift trucks. 36x10 — 40 ton trailers and 
5 tractors. 
BRIDGES: None. 
STEVEDORES: 24 hours notice of ETA to Agent is required to enable 
him arrange gangs. 
MEDICAL: It is necessary for Agents to receive advance notice of at 
least 2 — 3 hours before vessel's arrival. Hospital facilities constantly 
available. Inoculations or vaccinations are required according to 
prevailing circumstances. 
TANKERS: Diameter of discharge lines up to 12 in. Max. draft 32 ft. 
Discharging takes place at mooring buoys outside port. Position of buoys 
Lat. 34° 54.75’ N., Long. 33° 39’ E. No slop discharge facilities. 

Buoy berths outside port: 
Oil Tankers Berths: 
Cyprus Petroleum Refinery: Berth: LOA 214 m. Max. draft 11.6 m. Depth 
of water 13.7 m. 
Petrolina: Stern discharge facilities only. LOA 214 m. Max. draft 11 m. 
Depth of water 13 m. Slop tank 2,000 tonnes. 
Gas Tankers Berths: 
Mobil: Pipe diameters: 3 in. for liquid, 2 in. for vapour. Depth of water 
13m. LOA 110 m. 
Cinergas: Pipe diameters: 4 in. for liquid, 2 in. for vapour. LOA 110 m. 
Depth of water 9 m. Draft 8.5 m. 
Central Gas: Pipe diameters: 3 in. for liquid, 2 in. for vapour. LOA 110 m. 
Depth of water 6.5 m. Draft 6 m. 
DENSITY: 1025. 
FRESH WATER: Facilities available on quay. Delivery by hoses at about 
50 t.p.h. 
FUEL: All types provided by special bunkering vessels at berths and 
roadstead and by tanker lorries at the quay. 
FIRE PRECAUTIONS: No tankers are allowed in the port. Vessels and 
operators must comply with internationally applicable regulations 
concerning explosives and dangerous goods. 
CONSULS: Italy, Sweden, Denmark, Portugal, Finland. 
REPAIRS: Minor repairs and overhauls may be carried out. 
DRY DOCKS: Not available. 
SURVEYORS: Lloyd's, Bureau Veritas, Registro Italiano Navale, 
Germanischer Lloyd. 
GANGWAY/DECK WATCHMEN: Not necessary but available. 
HATCHES: Opened and closed by crew. 
CUSTOMS ALLOWANCES: 50 grams tobacco or 40 cigarettes, and 
0.25 litres spirits, 0.25 litres wines, per man per day. 

For reasons of administrative convenience, issues of high duty goods 
for use by Crew on board will be made every 3 days, beginning with the 
first day of the ship's arrival in Cyprus waters. For each member of the 
Crew (other than the Master, the Chief Officer and the Chief Steward) 
each issue will consist of, 120 cigarettes or an equivalent quantity of 
other tobacco goods. 1 bottle of spirits, and 3 bottles of wine. 

Each issue for the Master, the Chief Officer and the Chief Steward of 
ocean-going vessels will consist of: 200 cigarettes, 2 bottles of spirits 
and reasonable quantity of wine they may request. 

Concessions to Crew landing from ship. On coming ashore, for a short 
period, 50 grams of tobacco, or 40 cigarettes per day or part thereof. 

The above allowances are in force for all Cyprus ports. 

CARGO GEAR: Load or discharge may be effected either by ship's or 
shore gear. 35 ton heavy lift crane available. 

REPATRIATION: Facilities are available. 

AIRPORT: Larnaca International Airport 3 miles from Larnaca Port. Daily 
flights to Europe and Middle East. 

TIME: GMT plus 2 hours. Summertime — GMT plus 3 hours (last Sunday 
in March to last Sunday in September). 

HOLIDAYS: Every Sunday; 1st January; 6th January; 25th March; 
1st May; 28th October; 29th October; Good Friday; Saturday following 
Good Friday; Easter Monday; First Day of Kurban Bairam; Birthday of 
Prophet; First Day of Ramazan Bairam; Christmas Day; Boxing Day. 

Work can be arranged on any holiday other than New Year's Day, 

Christmas Day, and Easter Sunday. 

POLICE/AMBULANCE/FIRE: Dial 199. 

EMERGENCY CO-ORDINATION CENTRE: Port Manager Tel: 53563. 
Res. Tel: 52171/55542/57043. Marine Police Tel: 52001. 
TELEPHONES: Line available for placing telephone on board. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


SERVICES: Compass adjusting; Radar; Radio telephones; Gyro 
compass repairs; hull scraping and engine repairs. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Shore leave passes are issued. Seaman's 
Book or Passport required whilst ashore. 

REGULATIONS: Port Manager's permission is required for: 
immobilising engine, cleaning or repairs whilst vessel alongside quay, 
lowering lifeboats and use of ship's radio. Port and Customs clearance 
required before departure. Cyprus flag to be hoisted on mast from 
0800 hrs. to sunset. Landing of dogs or other animals not allowed; also 
discharging of fruits, vegetables and eggs unless authorised by Produce 
Inspection Office. Disposal of garbage and waste strictly prohibited both 
in port and Cyprus waters. 

DELAYS: According to prevailing circumstances but normally no delays. 
GENERAL: Weather conditions permit entrance and working of ships 
all the year round. 

Garbage collection and disposal service available to vessels. 
AUTHORITY: Cyprus Ports Authority, 23 Crete Street, P.O. Box 2007, 
Nicosia, Cyprus. Tel: (02) 450100. Telex: 2833 CYPA CY. 
FAX: (02) 365420. Cables: Cyports. Contact: The General Manager. 

Larnaca Port, Larnaca, Cyprus. Tel: 4-635405. Telex: 2833 Cypa. 
FAX: 4-635630. Cables: Port Manager, Larnaca. Contact: Port Manager. 
AGENT: Gulf Agency Co. (Cyprus) Ltd., P.O.Box 546, Larnaca, Cyprus. 
Tel: (357-41) 631005/6/7. Telex: 3967 Gaship Cy. Cables: Gacship, 
Larnaca. 


LATCHI: 35.03 N. 32.27 E. 


DOCUMENTS: See ‘Limassol’. 

ANCHORAGE: 0.5 miles North of Mavroli Pier, depth 10 fathoms. 
MAX. SIZE: No restrictions on size. 

HEALTH: All necessary action to obtain Pratique made by Agent in the 
event of any suspected disease on board, necessary action and 
precautions taken by Health Authorities. 

RADIO: Cyprus Radio — call sign 5BA on 500 or radio telephone 2182. 
TUGS: None available. 

BERTHING: Mavroli Pier in Khrysokhou Bay, in position 35° 03’ 15” N. 
32° 27’ 10” E. bearing 072° approximately 3.2 miles from Latchi. 
Necessary to have Cyprus flag, and to have gangway and not a rope 
ladder for Authorities and stevedores to board. 

STEVEDORES: ETA advice required order arrange gangs at least 
24 hours. Loading rate 2,000 tons per day. Loading from 6 barges, 
average capacity 45 tons each. 

MEDICAL: Agent to receive 24 hours notice. Hospital facilities available 
at Ktima, 24 miles from Terminal at Limni. Each member of crew to 
possess valid vaccination certificate. 

DENSITY: 1025. 

FRESH WATER: None available. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: No repairs can be carried out. 
GANGWAY/DECK WATCHMEN: Unnecessary. 
OPENING/CLOSING HATCHES: Done by the crew. 
CUSTOMS ALLOWANCES: See “Limassol”. 
REPATRIATION: Can be arranged through Larnaca 
Airport. 

AIRPORT: Larnaca Airport 70 miles away, served by regular airlines. 
TIME: GMT plus 2 hours. Permanent. 

HOLIDAYS: See “Limassol”. 

POLICE/AMBULANCE/FIRE: Such services arranged through Agent. 
TELEPHONES: No arrangements exist for placing on board. 

SHORE LEAVE: Landing permits obtainable from local Police 
Authorities by lodging passports or Seamen's Books. 
IDENTIFICATION CARDS: Required. 

AUTHORITY: Cyprus Ports Authority, P.O. Box 2007, Nicosia, Cyprus. 
Tel: (02) 450100. Telex: 2833CYPACY. FAX: (02) 365420. 
Contact: The General Manager. 


International 


LIMASSOL: 34.40 N. 33.03 E. 


DOCUMENTS: 
1 Arrival Declaration. 
4 Crew Lists. 
4 Passenger Lists (the latter in case of passenger vessels). 
4 Transit Passenger Lists. 
1 Fire Arms Declaration. 
1 Stores Declaration. 
1 Declaration signed by each member of Crew stating dutiable goods 
in their possession. 
1 Form of appointment of Agent. 
1 Maritime Declaration of Health. 
Shipmaster's Report: October 1988. 
Customs: 2 copies Entry Outward and Clearance. 
2 copies Ship's Stores Declaration. 
1 copy Crew Personal Effects Declaration. 
Police: 1 copy Port and Marine Police Form. 
Quarantine: 1 Maritime Declaration of Health. 
Port Authority: 1 copy Arrival Declaration. 
5 copies Crew List. 
Agent: 1 copy Crew List. 
1 copy Mail List. 
Also see “Radio Officer's Report” dated September 1990. 
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PILOTAGE: Ships are not allowed to enter the port or to berth at the 
mooring buoys outside the breakwater port without Pilot, unless 
permission is granted by the Port Authority. Pilot boards vessel a 
roadstead. Master must give 24 hour's notice of ETA to vessel's Agents 
to enable them inform the Port Manager in time. Pilot's Telegraphic 
Address is Port Manager, Limassol, Cyprus. Tel: 5-36246. Fax: 5. 
365597. 

ANCHORAGE: No specific boundary but ships usually anchor abou 
0.5 mile S.E. of lighter basin entrance where depth is 8 fathoms or S.S.E 
of the entrance to the new breakwater port. 

big thy arhls es! See “Max. Size” and “Berthing”. Rise of tide up to 
1.8 ft. 

MAX. SIZE: New Breakwater Port: Depth alongside 11 m. Max. draf 
10.5 m. No LOA limit on ships entering and berthing. The height of quay 
above sea level is 2.30 m. 

HEALTH: Pratique is required at first Cyprus port of call only. Pratique 
is granted either before or after berthing as appropriate. 

RADIO: Cables sent through “Cyprus Radio”, call sign: SBA. 
RADARV/VHF: No port radar service. Port Manager and Pilots equipped 
with VHF radiotelephone operating on Channels 16 and 10 during office 
hours only. 

TUGS: Port Authority tugs join vessels outside breakwater using ships 
lines. 2 tugs, 1,320 h.p. and 750 h.p. 

BERTHING: Vessels may berth inside port between 0600 hrs. and 
sunset, but may unberth and sail until midnight. Cargo vessels are 
allowed to berth during night-time provided berth space is available ang 
vessels will immediately operate with at least 1 gang. 

Quay Length: 1,280 m. Ro-Ro vessels can discharge/load on the quays 
Warehousing Space: 40,700 sq.m. 

Paved Yard for Containers (full and empty): 300,000 sq.m. 

Paved Stacking Area for General Cargo: 111,000 sq.m. 

Grain Silo: Modern, (recently built) with a 30,000 tonnes storage 
capacity, connected with the quay via an overhead conveyor belt. 
Equipment: 60 ton floating crane. 35 ton level luffing crane. Twenty 3 
16 ton and four 45-60 ton mobile cranes. Four 7-15 ton fork lifts ang 
seven 32 ton van carriers for container handling. Eighty-eight 3-60 ton 
fork lifts for general cargo handing. One hundred and fourteen 3-25 ton 
trailers, fifteen tractors and other auxiliary equipment. 

2x40 ton gantry cranes for container handling at the East Quay 
An additional 2 cranes will be delivered mid-1991. 

STEVEDORES: 24 hours notice of ETA to Agent is required to enable 
him arrange gangs. 

MEDICAL: It is necessary for Agent to receive advance notice of at leas 
2-3 hours before vessel's arrival. Hospital facilities constantly available 
Inoculations or vaccinations are required according to prevailing 
circumstances. 

TANKERS: Not allowed to berth in the port. No slop discharge facilities 
FRESH WATER: Facilities available on quay. 

FUEL: Ali types provided by special bunkering vessels at berths an 
roadstead and by tanker lorries at the quay. 

FIRE PRECAUTIONS: No tankers are allowed in the port. Vessels anc 
operations must comply with internationally applicable regulations 
concerning explosives and dangerous goods. 

CONSULS: Beigium, Netherlands, Italy and France. 

REPAIRS: A floating dock 66 m. long and 18 m. wide capable of lifting 
a 1,200 tons light ship is in operation. 

SURVEYORS: Lloyd’s, Bureau Veritas, Registro Italiano Navale 
Germanischer Lloyd. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: By crew or stevedores. 
CUSTOMS ALLOWANCES: 50 grams tobacco or 40 cigarettes, an 
0.25 litres spirits, 0.25 litres wines, per man per day. 

For reasons of administrative convenience, issues of high duty goods 
for use by crew on board will be made every 3 days, beginning with the 
first day of the ship's arrival in Cyprus waters. For each member of the 
crew (other than the Master, the chief officer and the chief steward) eac’ 
issue will consist of, 120 cigarettes or an equivalent quantity of othe’ 
tobacco goods, 1 bottle of spirits and 3 bottles of wine. Each issue {0 
the Master, the chief officer and the chief steward of ocean-going vesses 
will consist of: 200 cigarettes, 2 bottles of spirits and reasonable quanti) 
of wine they may request. Concessions to crew landing from ship. O° 
coming ashore, for a short period, 50 grams of tobacco, or 40 cigarette: 
per day or part thereof. 

CARGO GEAR: Load or discharge may be effected either by ship 0 
shore gear. 35 tons heavy lift crane, 36 ton mobile container crane o 
pneumatic tyres and 60 tons floating crane available. 
REPATRIATION: Facilities available for effecting crew changes am 
arranging any necessary repatriations. Usually arranged with Agent. 
AIRPORT: Larnaca International Airport served by regular lines, situate 
43 miles from Limassol. 

TIME: GMT plus 2 hours. Summertime GMT plus 3 hours in force fror 
last Sunday in March to last Sunday in September. 

HOLIDAYS: Every Sunday; 1st January; 6th January; 25th March; 1s 
May; 28th October; 29th October; Good Friday; Easter Monday; Fils 
Day of Kurban Bairam; Birthday of Prophet; First Day of Ramaz@ 
Bairam; Christmas Day; Boxing Day. Work can be arranged on af 
holiday other than New Year's Day, Christmas Day, and Easter Sunda} 
POLICE/AMBULANCE/JFIRE: Tel: Police 75611; Ambulance 6311! 
Fire Brigade 52191 or 999. 

TELEPHONES: Available on request, for placing on board. 
SERVICES: Compass adjusting, servicing of radar, R/T, echo soundest 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore leave passes are issued. Seamal 
Book or Passport required whilst ashore. 

SHIP SUPPLY SERVICES: 

1. Brasal Off-Shore Services Limited, P.O.Box 1518, Limassol. 

2. Vasos Aivaliotis Limited, 4 Ermou Street, P.O.Box 110, Limass? 

3. Messrs. Thesseas Sava, 118 Franklin Roosevelt Avent 
P.O.Box 114, Limassol. 

4. Mercury Divers Company Limited, P.O.Box 114, Limassol. 


REGULATIONS: Port Manager's permission is required for: 
immobilising engine, cleaning or repairs whilst vessel alongside quay, 
jowering lifeboats and use of ship's radio. Port and Customs clearance 
required before departure. Cyprus flag to be hoisted on mast from 
0800 hrs. to sunset. Landing of dogs or other animals not allowed; also 
discharging of fruits, vegetables and eggs unless authorised by Produce 
inspection Office. Disposal of garbage and waste strictly prohibited both 
in port and Cyprus waters. 

DELAYS: According to prevailing circumstances but normally no delays. 
GENERAL: Weather conditions permit entrance and working of ships 
all the year round. 

DEVELOPMENTS: Over the period 1991-95 the container handling 
capacity of the port will more than double and new container berths, 
14.0 m. deep, will become available. Investment expenditure earmarked 
for the next 5 years provides, in addition to new deeper berths, for more 
container yards and a substantial number of additional container 
handling equipment both for quay side operations and stacking 
procedures. 


RADIO OFFICER’S REPORT: September 1990. 
Documents: 
Customs: 
3 copies Entry Outwards and Clearance for Vessels (only fill in upper 
half). 
3 copies Ships Stores Declaration. 
1 copy Crew Personal Declaration (‘“Magazines” should be placed 
under seal). 
Quarantine: 
1 copy Maritime Declaration of Health. 
Port Authority: 
1 copy Arrival Declaration. 
5 copies Crew List. 
Agent: 
1 copy Arrival Condition. 
1 copy Crew List. 
1 copy Mail List. 
1 copy Port and Marine Police Form. 
Immigration: Shore passes only needed when staying overnight, 
otherwise passport is sufficient. 
Customs Allowances: 120 cigarettes or 150 gr. of tobacco, 1 bottle of 
spirits and 3 bottles of wine. 


AUTHORITY: Cyprus Ports Authority, Headquarters, 23 Crete Street, 
P.O.Box 2007, Nicosia, Cyprus. Tel: (02) 450100. Telex: 2833 CYPA 
CY. FAX: (02) 365420. Cables: Cyports. Contact: The General Manager. 

Limassol Port, Limassol, Cyprus. Tel: 65246 or 66022 (Limassol). 
Cables: Port Manager, Limassol. Contact: John Ghighis, Port Manager. 


AGENT: Gulf Agency Co. (Cyprus) Ltd., P.O.Box 1141, Limassol, 
Cyprus. Tel: 68222/8. Telex: 2817 and 2744 (“‘Gacship Cy”). Fax: 72932. 
Cables: “Gacship”, Limassol. 


MONI: 34.42 N. 33.11 E. 


DOCUMENTS: 
3 Crew Lists. 
4 Passenger Lists. 
1 Arrival Declaration. 
1 Crew Declaration. 
1 Store List (for cigarettes, spirits, etc). 
2 Manifests.(Custom forms). 
PILOTAGE: Compulsory for berthing. The tanker berth is situated in 
as, enwiead: Pilot available through Harbour Master at Limassol 
.S miles). 
RESTRICTIONS: Docking in daylight only. Sailing possible at any time. 
MAX. SIZE: Tankers up to 700 ft. length with max. draft 40 ft. 
HEALTH: Pratique granted by Health Authorities after boarding on 
—. No Pratique necessary when vessel arrives from another port in 
yprus. 
RADIO: Communication by Walkie-talkie 
TUGS: None available or required. 
BERTHING: Electricity Authority of Cyprus. Three conventional buoy 
mooring for tanker discharging fuel oil to Moni Power Station. Depth of 
Water 18.20 m. — 30.48 m. 
MEDICAL: Necessary for agent to receive advance notice of medical 
attention required. Hospital facilities available. 
TANKERS: Flange at end of flexible line is ASA 300 — 15 in. OD. 
(12x1 in. holes. 13 in. P.C.D.). Hose connection made on port side. 
No Slop facilities available. Terminal crew connect and disconnect hoses. 
hips gangway required. Distance to shore tanks 3,950 ft. 
@x. pressure 135 p.s.i. Minimum receiving rate 500 tonnes per hour, 
~ - Redwood No. 1. 

Oading signals — 1 blast, stop pumping. 2 blasts, start pumping. 
DENSITY: 1025 ee eat 
FRESH WATER: Not available. 

FUEL: Not available. 
REPAIRS: Light machine shop. 
CUSTOMS ALLOWANCES: See “Limassol”. 
IME: GMT plus 2 hours. GMT plus 3 hours from last Sunday in March 
until last Sunday in September. 


(See Plan) 


CYPRUS 


SHIP SUPPLY SERVICES: 
1. Brasal Off-Shore Services Limited, P.O.Box 1518, Limassol. 
2. Vasos Aivaliotis Limited, 4 Ermou Street, P.O.Box 110, Limassol. 
3. Messrs. Thesseas Savwva, 118 Franklin Roosvelt Avenue, P.O.Box 
114, Limassol. 
4. Mercury Divers Company Limited, P.O.Box 114, Limassol. 
5. A.Y. Steel and Marine Construction Co. Ltd., P.O.Box 4035, 
Limassol. 
IDENTIFICATION CARDS: When on shore leave, Seamen’s Books 
required. 
AUTHORITY: Electricity Authority of Cyprus (Headquarters), P.O.Box 
4506, Nicosia, Cyprus. Tel: (02) 462001 (Nicosia). Telex: 2432 Grid Cy. 
Cables: Grid Nicosia. FAX: (02) 457658. Contact: The General Manager. 
Moni Power Station, Electricity Authority of Cyprus, P.O.Box 471, 
Limassol, Cyprus. Tel: 05-322032. Contact: Power Station Manager. 
Cyprus Ports Authority, 23 Kritis Street, Nicosia, Cyprus. Tel: (02) 
450100. 


VASSILIKO BAY: 34.43 N. 33.19 E. 


LOCATION: 13.5 miles due East of Limassol and 1.5 miles West of 
Zyghi (Lat. 34° 42’ 46” N., Long. 33° 18’ 37” E.) 

PILOTAGE: Pilots available for berthing and shifting operations. Can 
be contacted on VHF Channel 16, working frequency 12. Owners or 
Master of vessel must give by cable/radio (“Helco Nicosia” or “Vascem 
Nicosia” 48) notice of vessel's ETA 24 hours in advance. Message of 
ETA must also include: 

(a) Name/call sign of vessel. 

(b) Nationality. 

(c) Length, draft, gross and n.r.t. 

MAX. SIZE: Vessel’s LOA, 150 m.; Breadth, no restriction; Draft 8.40 m. 
HEALTH: For Pratique, vessel must cable name and nationality, last 
port of call, number of crew and passengers, and condition of health on 
board. For vessels calling first at another port in Cyprus, Pratique is 
automatic. 

RADIO: “Cyprus Radio”. 

TUGS: Tugs available from Larnaca port. 12 hours’ notice in advance 
is required. 

BERTHING: Length of quay, 540 m. Depth at LW, 9 m. 
LOAD/DISCHARGE: Can be effected by shore equipment and/or ship's 
own gear. 

Bulk cargoes (i.e. Pyrites, Cement, Copper, Chrome, Ore, Gypsum 
Rock, Phosphate Rocks, Coal, etc.) and liquid chemical cargoes (i.e. 
Liquid Ammonia, Sulphuric Acid). 

CRANES: 3 mobile cranes of 30 tonnes SWL capacity each are 
constantly available. Services of an 80 tonne mobile crane can be also 
secured on request. 

SPECIALISED CARGO-HANDLING FACILITIES: Facilities for Roll-on/ 
Roll-off traffic and for handling liquid chemicals are available. 
TANKERS: One pipe-line to buoy berth, depth of water, 12.19 m. 
Position of buoys, Lat. 34° 42’ 42” N., Long. 33° 18’ 42” E. 

FRESH WATER: Available. 

FUEL: Full bunkering facilities available, provided by tank tankers or a 
small tanker. 

OPENING/CLOSING HATCHES: Ship's crew. 

REPATRIATION: Crew changes and repatriation facilities available. 
AIRPORT: Distance 35 miles; served by regular operators. 

TIME: GMT plus 2 hours. 

HOLIDAYS: ist January, 6th January, 25th February, 25th March, 
1st April, 12th April, 13th April, 15th April, 1st May, 3rd June, 15th 
August, 1st October, 28th October, 24th December, 25th December, 
26th December. 

Port workers will abstain from work on 1st January, 13th April, 14th 
April, 15th April, 1st May, 15th August and 25th December, but they 
may normally work on overtime basis during the rest of the holidays. 
AUTHORITY: Vassiliko Cement Works Ltd., Headquarters, P.O.Box 
2281, Nicosia, Cyprus. Tel: 42005-10 (Nicosia). Telex: 20839 Vascem 
Cy. Cables: Vascem, Nicosia. 
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Denmark 


GENERAL (See Plan) 


CUSTOMS ALLOWANCES: For use on board during the stay in 
Denmark a total of 40 cigarettes or 40 grammes of tobacco, 0.25 litres 
of alcoholic liquors and 0.25 litres of wine can be released per member 
of the crew a day. 

Tobacco may be released for 5 days’ consumption at a time, i.e. 200 
cigarettes, alcoholic liquors and wine may be released for 3 or 4 days’ 
consumption, i.e. 1 bottle containing 0.25 or 1.0 litres. 


ROUTEING: A routeing system has been established, so ships with a 
draft up to 17 m. (55.77 ft.) can pass the Great Belt. Ships bound for 
the Baltic are restricted to a draft of 15 m. (49.21 ft.) owing to shallow 
waters N.E. of Gedser. 

For the passage through Danish waters by ships with a d.w.t. of more 
than 40,000 tons or with a draft of 13 m. or more, we would like to draw 
your attention to the “IMO—recommendation of Nov. '75 on navigation 
through the entrances to the Baltic Sea’, and to the radio reporting 
system established by the Danish Ministry of Commerce. 


ROUTE “T” (17 metres Transitroute) — THE SOUND — RADIO 
REPORTING SERVICE (Shippos): With the object of ensuring the 
safety of navigation of large ships passing through Danish waters and 
also of reducing the risk of oil pollution resulting from the grounding and 
collision of tankers, the Danish Government has established a 
transitroute between Skagen and the area N.E. of Gedser with a 
minimum depth of water of 17 m. The route is named “Route Ale, 

The route is marked by lightbuoys and lights, the Decca coverage is 
good and Danish Pilot assistance is available. Portable Decca 
equipment can be hired for use during the passage through Danish 
waters and can be taken on board at the pilot stations Skagen or Allinge 
(Bornholm). Under ice conditions Danish icebreakers, as far as possible, 
render free assistance to shipping. 

In spite of the good buoyage, navigation through Danish waters 
presents, however, in certain areas difficulties to large ships on account 
of narrow waters, sharp bends, strong currents and shallow depths. 
Furthermore there is an intensive East and Westbound ferry traffic in 
Store Baelt, particularly in the area immediately South of Sprogo. 

Therefore a radio reporting service (SHIPPOS) has been established 
the rules of which are given in the following. 

The International Maritime Organisation (IMO) has adopted a 
recommendation on navigation through the entrances to the Baltic Sea 
according to which ships with a deadweight-tonnage of over 40,000 tons 
or with a draft of 13 m. or more shall fulfil certain conditions about 
equipment, navigation, etc. 

IMO has furthermore adopted a recommendation (which see) 
Sone to which certain ships shall use a Pilot when navigating in the 

ound. 

The Commission of the European Communities has adopted a 
directive which makes it compulsory for tankers of 1,600 gross tonnage 
and more en route to a community port to transmit a Sailing Plan and 
to complete a “Tanker Check List’. The directive has been put into force 
by Order No. 306 of 4th June 1981 concerning minimum requirements 
for certain tankers entering or leaving a Danish port. 


Rules concerning radio reporting service in Danish waters — 
SHIPPOS: 

1. With the objects of ensuring the safety of navigation and of reducing 
the risk of pollution of Danish coasts and waters as may result from 
grounding or collision of oil tankers, gas carriers and chemical tankers, 
a reporting service has been established for the purposes mentioned 
below: 

a. To inform shipping about large ships’ movements, so that smaller 
ships can take into account the limited manoeuvrability of those 
and in order to avoid the risk of large ships meeting one another 
in areas difficult to pass. 

b. To inform ships about navigational hazards en route and 
deviations from normal conditions of current, water level, and 
wave height. 

c. To notify the ferry traffic South of Sprogo about the passage of 
large ships. 

d. To facilitate the authorities early and effective pollution 
combatting action in case of an accident. 

e. To notify the authorities immediately about any deficiency which 
could affect safe navigation and the marine and coastal 
environment, and about ships’ observation of considerable 
pollution. 


2. The reporting service applies to: 
a. all ships of 20,000 tons gross tonnage and above, 
b. all ships with a draft of 13 m. and more, 
c. all loaded oil-, gas- and chemical tankers of 1,600 tons gross 
tonnage and above, and 
d. all ships carrying radio active cargoes. 


3. Messages to the reporting service shall be sent over a Danish coast 
radio station as telegrams addressed to “SHIPPOS Aarhus”. 

The transmission of reports from ships is free of charge. 

Information about position of large ships, mentioned under 2, a. or b., 
participating in the radio reporting service will be broadcast over VHF 
as “SHIPPOS INFORMATION” by the coast radio stations Lyngby Radio 
and Skagen Radio. 

The broadcast will include information about actual water levels and 
serial numbers of Navigational Warnings in force for the SHIPPOS — 
area. 
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The broadcast will be preceded by an announcement over Channe 
16, informing about the Channel used for the broadcast. 

The information will be broadcast every third hour according to the 
table below, preferably by using the mentioned Channels. Othe 
Channels might be used, which — if occasion should arise — will appear 
from the preceding announcement on Channel 16. 
Position of VHF- 

LAs rae Channel Time UTC 

kagen 
feces | 0220, 0520, 0820, etc. 
Arnholt 
Fornaes 
Rosnaes 
Karleby 
Mon 


Serviced by 
Skagen Radio 


0220, 0520, 0820, etc. Lyngby Radio 


nBnanka 


4. In the SHIPPOS-system the following reporting lines are established 
(See “Plans”): 

a. Skaw. 

b. Hatter. 

c. Baltic W 

d. Sound N. 

e. Sound S. 

f. Moen. 


5. Ships which are inward bound en route to a Danish port or to the 
Baltic Sea shall when passing the reporting line SKAW send a Sailing 
Plan (SP) (See “Drafting of Messages”) to “SHIPPOS Aarhus”. 

During their voyage ships shall send Position Reports (PR) (See 
“Drafting of Messages”) when passing the reporting lines SOUND N. o 
HATTER and BALTIC W. 

Ships outward bound (from the Baltic) shall when passing the 
reporting line MOEN or SOUND S. send a Sailing Plan and during ther 
voyage send Position Reports when passing the reporting lines 
BALTIC W. and HATTER or SOUND N.. 


6. Ships which en route to or through Danish waters do not pass the 
reporting line SKAW, MOEN or SOUND S. shall in sufficient time before 
passing first reporting line during the voyage send a Sailing Plan to 
“SHIPPOS Aarhus”. 


7. About 2 hours before departure from a Danish port, ships shall send 
a Sailing Plan to “SHIPPOS Aarhus". 


8. Upon arrival at a Danish port, when passing the reporting line SKAW 
outward bound or when passing the reporting lines MOEN or SOUND § 
inward bound a Final Report (FR) (see “Drafting of Messages”) shal 
be sent to “SHIPPOS Aarhus”. 


9. If destination is changed, or if after transmission of a report changes 
occur which result in a time difference of more than 30 minutes from 
the estimated time of passing the next reporting line, or — for ships er 
route to a Danish port — the estimated time of arrival, the ship shall a 
soon as possible send a Deviation Report (DR) (see “Drafting ¢ 
Messages”) to “SHIPPOS Aarhus". 


10. If during the voyage through Danish waters deficiencies occu 
which might reduce the normal and safe manoeuvring capabilities of the 
ship, or a situation arises, which can endanger the marine environmen 
and the adjacent areas, ships shall as soon as possible send an /nciden 
Report (IR) (see “Drafting of Messages") to “SHIPPOS Aarhus’. Ar 
Incident Report shall also be sent when observing an oil pollution or é 
pollution by any other substance, which is considered to be harmful tt 
the marine and coastal environment. 


11. Due to the intense East- and Westbound ferry traffic in Store-Baet 
South of Sprogo the following special rules apply for ships of 20,00 
tons gross tonnage and above and for ships with a draft of 13 m. am 
more when navigating in this area: 

About one hour before passing the ferry route the ferries shall 
possible be informed thereof on VHF, using the call sign “Ferry Leader 
The call shall be made on Channel 16 and the information should b 
sent on Channel 10 or another available Channel (see “Drafting ¢ 
Messages”). 

Ships which cannot operate VHF are requested to inform “SHIPPOS 
Aarhus” 2 hours before passing the ferry route about the estimated tim 
of the passing. 

Upon receipt of such information the ferries will endeavour to navigalt 
so that risk of collision does not arise. If, nevertheless, risk of collisio’ 
does arise, the International Regulations for Preventing Collisions at Se 
must always be applied. 

This special rule can also apply for ships with a draft of 10 m. a 
more regardless of tonnage. 


Drafting of messages: 

1. Messages transmitted in accordance with the Rules concerning radt 
reporting service in Danish waters shall be sent over a Danish coas 
radio station as telegrams addressed to “SHIPPOS Aarhus”. 

To ensure brevity of messages and to reduce the possibilities © 
mistakes the following designations shall be used for reporting lines (sé 
“Plans”): 

Latitude 57° 45’ N.: SKAW 

Latitude 56° 00’ N.: HATTER 

Latitude 54° 40’ N.: BALTIC W. 

The line Nakkehoved — Kullen: SOUND N. 
The line Stevns — Falsterb: SOUND S. 
Position of Mon SE. Lightvessel: MOEN 

Positions, other than the above mentioned, shall be given in latitu? 
and longitude or by stating name of port. 


2. All messages shall begin with the word SHIPPOS as the first word 
in the text. 

"The messages shall be drafted according to the following format: 
Information Required 


“SHIPPOS” 


Designator Function 


System identifier 


One of the following 2-letters 
identifier. 

“SP” (Sailing Plan) 

“RP” (Position Report) 

“FR” (Final Report) 

“DR” (Deviation Report) 
“IR” (Incident Report) 


Type of report 


A Ship Name and call sign 
B Date and time of event A 6 digit group giving date of 
month (first two digits), hours 
and minutes (last four digits). 
The digit group to be followed 
by the letter “Z” indicating 
time in UTC. (e.g. 041330Z). 
ie Position Geographical position by two 
4 digit groups giving latitude 
in degrees and minutes 
suffixed with N (North) and 
longitutde in degrees and 
minutes suffixed with E 
(East). (e.g. 5610N 1230E). 
(9) Position Reporting line, port of 
departure or port of arrival 
E True Course A 3 digit group 
f Speed in knots A 2 digit group 
G Port of departure Name of last port of call 
| Destination and expected Name of port and date time 
time of arrival group expressed as in B 
J Pilot State whether a pilot is on 
board (e.g. PILOT 
EMBARKED) 
E Route information Intended route 
(e.g. 1. Route T — The 
Sound) 
(e.g. 2. Route T — Great Belt) 
N Expected time of passing Date time group as in B and 
next reporting line and its repos line (e.g. 071500Z 
identification HATTER) 
(@) Maximum present draft in A 4 digit group giving metres 
metres and centimetres 
P Cargo Type and amount of cargo 
including whether cargo 
included in the International 
Maritime Dangerous Goods 
Code is carried 
Q Defects/Damage/ Brief details of defects, 
Deficiencies/other damage, deficiencies or other 
limitations limitations 
R Description of pollution Brief details including type of 
incident or observation pollution (oil, chemical, etc.) 
U Ship size and type Gross registered tonnage and 
type 
X Miscellaneous Any other information — give 
brief details 


3. The different types of reports shall contain information according to 
the following table: 


Designator Type of Report 


DENMARK 


Designator Type of Report 

SP PR FR DR IR 
J oO oO oO ie) oO 
fe M ~ - oO - 
N M M - Oo = 
oO M - - ~ - 
Lid M - - = Oo 
Q 1e) ie) ie) - O 
R 18) oO 10) - oO 
U M - = = - 
x ie) oO fe) oO ie) 


= “Mandatory” (always to be included). 


M 
O = “Optional” (to be included if appropriate). 


4. Sailing Plan (“SP”) shall be sent 

(a) when passing reporting line SKAW inward bound, 

(b) when passing reporting line MOEN outward bound, 

(c) when passing reporting line SOUND S. outward bound, 

(d) in sufficient time before passing the first reporting line during the 
voyage if passage has not taken place as mentioned under (a),(b), or 
(c),and 

(e) about 2 hours before departure from a Danish port. 

Specimen Message 1: 
SHIPPOS AARHUS = 


SHIPPOS 

SP 

A. NONSUCH/MBCD 
B. 0418002 

D. SKAW 

Es 135 

is 15 

G. ROTTERDAM 

I. 


STOCKHOLM 061400Z 


J. PILOT EMBARKED 

[Be ROUTE T — NORTH OF BORNHOLM 
N. 050600Z — HATTER 

O. 1450 

RP: CRUDEOIL 60000 TONS 

U 


j 32.000 BRT TANKER = 
Specimen Message 2: 
SHIPPOS AARHUS = 


SHIPPOS 

SP 

A. NOBODY/DLAN 
B. 171000Z 

D. VEJLE 

I. 


BERGEN NORWAY 190600Z 
PILOT EMBARKED IN FJORD 
GREAT BELT — W. OF LAESOE 
171600Z — HATTER 


0650 
CAUSTIC SODA 600 TONS 
1600 BRT CHEMTANKER = 


cvozre 


5. Position Report ("PR") shall be sent 
(a) when passing reporting line HATTER 
(b) when passing reporting line BALTIC W., and 
(c) when passing reporting line SOUND N. 
Specimen Message 3: (Same ship as in Specimen Message No. 1) 
SHIPPOS AARHUS 
SHIPPOS 


NONSUCH/MBCD 


SHIPPOS 
NOBODY/DLAN 


180400Z — SKAW 
GYRO BREAKDOWN = 


6. Final Report ("FR") shall be sent 
(a) when passing reporting line SKAW outward bound, 
(b) when passing reporting line MOEN inward bound, 
(c) when passing reporting line SOUND S, inward bound, and 
(d) on arrival to a Danish port. 
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Specimen Message 5:(Same ship as in Specimen Message No. 2) 


Pursuant to section 7(4) of the Danish Pilotage Act and under the 
SHIPPOS AARHUS 


authority of the Minister of Defence it is hereby laid down: 


SHIPPOS 1. (i) Ordering of a pilot from Danish pilot stations shall be made tp 
FR the pilot station in question subject to the notices stipulated jp 
A. NOBODY/DLAN section 2 hereof. The order shall contain information as to: 

B. 1804152 1) Name and call sign of the ship, 

D. SKAW 2) estimated time of arrival at the place from which pilotage js 


7. Deviation Report (“DR”) shall be sent if the destination or the earlier 
given intended route is changed and if earlier given times are changed 
more than 30 minutes. 

Specimen Message 6: (The ship in Specimen Message No. 3 will arrive 
at reporting line BALTIC W. later than expected) 

SHIPPOS AARHUS 


requested, 
3) gross registered tonnage and draft of the ship, 
4) speed of the ship, and 
5) place to which pilotage is requested. 
(ii) In connection with arrival of the ship at the place from which 
pilotage is requested, the international signal “G" should be used 


SHIPPOS and be displayed by flag or flashlight. 

DR (i) With respect to ships coming from the sea the order shall be 
A. NONSUCH/MBCD given at least 6 hours before estimated arrival at the place from 
B. 051500Z which pilotage is requested, and this shall be confirmed o 


Cc. 5510N 1105E 
oN. 051900Z — BALTIC W. = 


8. Incident Report (“IR”) shall be sent as soon as possible. 

(a) when deficiencies occur which might reduce the normal and safe 
manoeuvring capabilities of the ship, e.g. break-down in the main 
propulsion engine, steering gear or defect in radar or gyro, 

(b) when an accident (e.g. grounding) occurs, which might cause 
pollution, 

(c) in case of spill of oil or other harmful substance, and 

(d) when observing pollution, which does not come from own ship. 

Specimen Message 7: 
SHIPPOS AARHUS = 


corrected 1 hour before the estimated time of arrival, see alsy 
subsection 2 of this section. 

(ii) Where transit pilotage takes place via Route “T” from the 
waters off Skagen to the waters around Bornholm, or conversely 
the order must, however, be given at least 12 hours befor 
estimated time of arrival and shall be confirmed or correcte¢ 
3 hours before estimated time of arrival. 

(iii) With respect to ships requesting pilotage from harbour 
anchorage or the like the order shall be given at least 4 hours 
before the pilotage is requested to commence. Confirmation ang 
possible changes shall be given at least 1 hour before estimated 
time of departure. 

(i) The ship's Master shall manoeuvre the ship in such a way thal 


SHIPPOS the pilot can embark or disembark the ship in the safest ang 
IR fastest manner. 

A. NONSUCH/MBDC. (ii) If due to special circumstances the Pilot is prevented from 
B. 042110Z boarding the ship, pilotage can take place from the pilot boat 
C. 5712N 1131E from shore. 

R. MAJOR OILSLICK 2 MILES WEST OF ME Unless prevented by special circumstances, the Master of the 
x. WIND N.W. 8 M/S CURRENT N. 1.8 KNOTS = ship shall during pilotage be obliged to take the pilot boat in tow 


9. Passage of the Ferry Route South of Sprogo shall be reported on 
VHF to the ferries, call sign FERRYLEADER, about 1 hour before 
passing. The call shall be made on Channel 16 and the report shall be 
transmitted on Channel 10 or on another available Channel. 
Specimen Message 8: 
FERRYLEADER THIS IS NONSUCH = EXPECT TO PASS SPROGO 
AT 1300 = 
Pilotage within Route T: Pilotage through Route T from Skagen to 
Bornholm can be ordered from “SKAWPILOT”, Skagen, via a coast radio 
station. 

ose through Route T from Bornholm to Skagen can be ordered 
from “SOUNDPILOT", Copenhagen, via a coast radio station. 

When ordering a pilot the following information is required: 

1. Name and call sign. 

2. Estimated time of arrival (ETA) at the position from where pilotage 

is required. 

3. Gross tonnage and draft. 

4. Sea speed. 

5. To where pilotage is required. ‘ 

The order should be given at least 12 hours before ETA and should 
be confirmed or corrrected 3 hours before ETA. The pilot stations at 


upon the Pilot's request. 

During pilotage the Master of the ship furthermore has a duty to 
provide the Pilot with all information of importance to the pilotage 
Apart from the lights prescribed in accordance with the 
International Regulations for Preventing Collisions at Sea, é 
vessel performing pilotage duty shall fly a flag the upper half ¢ 
which is white and the lower red. In addition the vessel shall fl 
the national flag. 

Any contravention of sections 3-6 shall in pursuance of section 
23(2) of the Pilotage Act be punished by a fine. 

(i) This Executive Order shall come into force on the 15t 
February 1985. 

(ii) With effect as from same date Executive Order No. 1200 
21st March 1979, of the Royal Danish Administration ¢ 
Navigation and Hydrography as amended by Executive Orde 
No. 643 of 16th December 1983, on the Calling of a Pilot, etc 
shall be repealed. 


Notice about Passage to the Harbour of Enstedvaerket, the 
Harbours of Stigsnaesvaerket and Gulfhavn, Stigsnaes, of Ships 
with a Draft of 13 metres or more: (Ministry of Industry, Notice of 7 
January 1987). 


The maximum draft for entering the harbour of Enstedvaerket an 
the harbours of Stigsnaesvaerket is 17.0m. and for Gulfhavn 
Stigsnaes, 15.5 m. 

With reference to IMO Resolution A. 339 about navigation throug’ 
the entrances to the Baltic Sea it is recommended that ships withé 
draft of 13 m. or more comply with the following: 


Skagen and at Bornholm keep a continuous watch on VHF Channel 16.1. 
Anchorages: If anchoring is considered necessary the following 
anchorages are recommended: 

(a) Off Skagen. 2: 

(b) Off Sjaellands Rev. 

(c) N.W. of Rosnaes. 


(d) Off Romso. 

(e) Off Keldsnor. 

Furthermore anchoring is possible in most places aiong the route 
depending on the draft of the ship. 

It must be emphasized, that for ships with a draft of 13 m. or more 
anchoring may be necessary owing to the weather and sea conditions 
in relation to the size and draft of the ship and to the sea level. 
Electronic position-fixing equipment: IMO recommends that ships 
with a draft of 13 m. (42 ft. 7 in.) or more when navigating through the 
entrances to the Baltic Sea should have on board suitable electronic 
position-fixing equipment. 

With proper notice (a minimum of 24 hours) ships not fitted with such 
equipment can rent a portable Decca receiver on application to Racal- 
Decca Navigator Aktieselskab, Kalvebod Brygge 20, 1560 Kobenhavn 
V., Denmark. Tel: (01) 12 83 10. Telegram: DECCAMAR. 

The Decca receiver can be installed when passing Skagen or 


a. A pilot shall be used during the entire passage within the Skaw 

b. The ship shall be equipped with a VHF fitted with approprialt 
frequencies. 

c. The ship shall have on board suitable electronic position-fixint 
equipment to make use of hyperbolic systems which will provid 
sufficient fixing accuracy for navigating in this area. 

d. The ship shall be equipped with a 3 cm. and a 10 cm. radé 
both able to function. 

e. The ship shall participate in the ship reporting system operate 
by the Government of Denmark (SHIPPOS). 

f. When constrained by its draft the ship shall show the sign 
prescribed in Rule 28 in the International Regulations 
Preventing Collisions at Sea. 

g. The Master must be aware that temporary anchoring may b 
necessary owing to the weather and sea conditions in relati@ 
to the size and draft of the ship and to the sea level. 


Attention is drawn to the fact that under ice conditions, when tf 
buoyage cannot be expected to be in position and in order, thet 
exists a greater risk of grounding than under normal conditions. 

3.1. If the passage takes place under ice conditions, when the 


Bornholm. 3. 
The installation time is about 1 hour and the receiver can be installed 

by day and night. 
The pilot station will assist with the arrangement and will also on 


request give information about fees for hire. 

The Decca receiver can be delivered fitted for one of the following 
voltages: 

DC: 24 v./32 v., 110 v. and 220 v.; AC: 85-260 v., 40-440 Hz. 

It is quite important when requesting rent of Decca receiver to state 
the voltage available on board. 

The receiver can remain on board until the ship again leaves Danish 
waters at Skagen, or it can be dismounted in a port in Denmark, Sweden, 
Finland or the Federal Republic of Germany. 

Payment for rent and installation is to be settled through Racal-Decca 
Navigator Aktieselskab. 


buoyage cannot be expected to be in position and in order,’ 
is recommended that ships furthermore comply with ie 
following: 

When navigating South of the latitude 56° North (Sjaellané 
Odde) ships shall use 2 tugs, which both are equipped we 
Decca and with a pilot on board, and the navigation shout 
when considered necessary, take place in daylight and in gon 
visibility. 


3.2. For ships equipped with operational Channel Navigation Syste’ 


the use of the tugs mentioned in 3.1. can be limited for fh 
passage between Keldsnor and Enstedvaerket. 


Pilot stations and “SHIPPOS Aarhus", when being aware of the { 
that ships with destination to one of the harbours concerned de 
not comply with the recommendation herein, are requested to rep? 
such to the Ministry of Industry. 


Order on the Calling of a Pilot: 4. 
(Royal Danish Administration of Navigation and Hydrography, Order No. 

29 of 30th January 1985 as amended by Order No. 795 of 11th 
November 1986). 
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PILOTAGE: 
The Baltic Pilotage Authorities Commission Recommendation: 
The Baltic Pilotage Authorities Commission, recognising that Deep-Sea 
piliotage helps to enhance safety of navigation and prevention of 
pollution of the marine environment, in particular to reduce the risks 
resulting from the high density of ships carrying dangerous or noxious 
cargoes and that the presence of a Deep-Sea Pilot on board would 
strengthen a vessel's navigational team and improve emergency 
measures in case of incidents and having considered the necessity to 
establish a certain order in Deep-Sea Pilotage in the Baltic Sea, 
recommends 

A. Masters of ships which are constrained by their draft and 

B. Masters of ships other than registered in one of the Baltic states, 

infrequently sailing in the respective area 

coming from or being bound for ports in the Baltic Sea to avail 
themselves of Deep-Sea Pilots, certified by a competent authority of a 
Baltic coastal state. 

Also see “Baltic Deep-Sea Pilotage” — Page 174. 


AABENRAA: 55.02 N. 09.26 E. (See Plan) 


LOCATION: Aabenraa is situated on the East Coast of Jylland (Jutland) 
nthe Aabenraa Fjord. 

DOCUMENTS: Crew List, Passenger List, Tobacco List, Stores List, 
Load Line Certificate (all vessels above 150 g.r.t.), Safety Equipment 
(all cargo vessels of 500 g.r.t. and over), Derat, Tonnage and Nationality, 
Clearance from last port of call, cargo documents. 

PILOTAGE: Telegraphic address: “Pilot — Aabenraa”. Short notice 
about 2-4 hours — VHF Channel 16. Small red motor-boat flying 
international pilot flag. Normally located middle of Aabenraa Fiord. 

Larger ships usually take Pilot by Skaw L/V or at Kiel. Pilots to be 
ordered by ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in 
advance when passage via the Skaw. Skawpilot listening on VHF 
Channel 16. 

ANCHORAGES: Aabenraa Fjord or Road. Depths: about 75 ft. — 80 ft. 
RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Depth of water in the Channel, at the Sonderjyllandskajen 
and at Oil Jetty | is 11.0 m. and at Oil Jetty Il is 7.0 m. Max. length at 
the Oil Jetty | is 200 m. and Oil Jetty II is 100 m. No restriction on beam. 
Max. length at Sonderjyllandskajen 250 m. No breadth restriction. 

Depth of water in dry cargo basins from 4.0 m. to 8.5 m. Max. length 
200 m. No breadth restrictions. No tide — occasionally low water of 
3 ft.—5 ft. in heavy gales from West. Entry day or night. 

HEALTH: In event of disease or fever on board, vessel's Agent to be 
informed before arrival. 

RADIO: Blavand Radio or Lyngby Radio. 

VHF: The port is equipped with Channels 12, 13 and 16. 

TUGS: There are no tugs stationed in the port, however, tugs of 
1,400 h.p. — 3,600 h.p. available at 24 hours notice. 

BERTHING: There are 3 basins, a dry cargo pier and 2 tanker berths. 
Sydhavn: 340 m. quay, depth 4.0 m. 

Gammelhavn: 680 m. quay, depth 7.5 m. 

Nyhavn: 600 m. quay, depth: First 160 m., 8.5 m. Next 140 m., 7.5 m. 
Remaining 300 m., 6.5 m. — 6.75 m. 

Sonderjyllandskajen: 250 m. quay, depth 11 m. 

Oil Jetty I: “T"-head with breasting dolphins, depth 11 m. 

Oil Jetty II: “T"-head with dolphins, depth 7.0 m. 

For the port the mean water-level is 0.0. Extreme high water level is 
plus 1.5 m. and extreme low water is minus 1.4 m. due to strong North/ 
Easterly gales and strong South/Westerly gales. There are no currents 
except in connection with the mentioned high and low water. The port 
can be entered day and night, and is generally open for navigation 
throughout the year and in case of ice-difficulties during Winter, state- 
owned icebreakers will keep the port open for navigation. 

DENSITY: Average water density in port area 1015. 
CRANES: 1 mobile crane — lifting capacity 36 tons. 

1 mobile crane -— lifting capacity 30 tons. 

2 mobile cranes — lifting capacity 23 tons. 

1 mobile crane -— lifting capacity 11 tons. 

1 front loader. 

1 fork lift — 4 tons capacity. 

Tractors and similar modern machinery also available. 
STEVEDORES: Stevedores arranged by Agent. 
MEDICAL: 12 hours notice required to arrange for doctor to come on 
doard. Hospital in Aabenraa. 
TANKERS: Load/discharge connection 6 in. or 8 in. Also see “Berthing”. 
Facilities for dirty ballast available. 
FRESH WATER: Day and night from shore line, 25 t.p.h. — 30 t.p.h. 
FUEL: All grades available by barge or truck. Minimum 24 hours notice. 
CONSULS: German (F.R.); Finnish; Norwegian; Swedish; British. 
REPAIRS: All types of deck and engine repair are possible. 
DRY DOCK: Shipyard with floating dock of 600 tons lifting capacity. 
Max LOA 53 m. 
SURVEYORS: Lloyd's and N.V. available. 
GANGWAY/DECK WATCHMAN: Can be arranged. 
OPENING/CLOSING HATCHES: By crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Facilities exist for effecting crew changes: 
AIRPORT: Skrydstrup. Distance from airport is 25 km. Airport is served 
°y regular airlines. 

E: Local time is GMT plus 1 hour. 
POLICE/AMBULANCE/FIRE: Dial “000”. 
TELEPHONES: Available __ for placing on 

nderjyilandskajen. 

D ORE LEAVE: Crew members allowed ashore. 

ENTIFICATION CARDS: Not needed. 


board at the 
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DELAYS: Normally no delay except during severe Winters due to ice 
between mid December and end March. 

AUTHORITY: Aabenraa Port Authority, Havnekontoret, 25 Mellemvej, 
6200 Aabenraa. Tel: (National) 74 622514, (International) 454 622514. 


FAX: (National) 74 623143, (International) 454 623143. 
Contact: N. K. Kristiansen, Harbour Master. 
AALBORG: 57.03 N. 09.55 E. (See Plan) 


DOCUMENTS: 

Ship's Register. 

Load-line Certificate. (All vessels over 150 g.r.t.) 

Road Safety Certificate. 

Safety Equipment Certificate. 

Derat Certificate or Exemption. 

1 Crew List. 

Stores List. 

Crew Personal Effects List. 

Cargo Manifest or Bills of Lading. 

Oil Liability Insurance Certificate. 

PILOTAGE: Pilotage is compulsory for the following: 

(a) All tankers of 1,500 d.w.t. or more. 

(b) Tankers of less than 1,500 d.w.t. which carry or having uncleaned 
tanks last containing ammonia or other hazardous liquid chemicals 
as listed in the Ministry of Commerce Notice No. 195 of 12th May 
1970 on sea-borne hazardous cargoes. 

(c) All LNG and LPG carriers. 

(d) Vessels drawing 5.0 m. or more which pass through the dredged 
channel over Hals Bar. 

Pilot may board at Hals Bar Roads in one of 4 different positions. Pilot 

station and Pilot boat equipped with VHF Channel 16. 

The Western entrance at Logstor is only navigable in daylight for 
vessels under 4 m. draft. 

ANCHORAGE: Anchoring inside the port area can only take place when 
permission has been granted by the Port Authorities. Permission can 
be requested on VHF Channel 16 or on Telephone No. (98) 122777. 
RESTRICTIONS: The port is situated in the Limfjorden, 10 — 16 miles 
from entrance at Hals. Controlling factor is depth at Hals Bar of 10.4 m. 
at MLW. 

MAX. SIZE: Max. draft for crossing Hals Bar 9.3 m. 

HEALTH: Pratique granted by Customs Officers who bring Health 
Declaration for Masters to complete. In event of suspected disease or 
fever on board radio details to Agent before arrival. 

RADIO: Radio stations to be used: Skagen and Lyngby, Port Authority, 
Pilot Station. Tugs and Bridges can be contacted on VHF Channel 16. 
TUGS: Eight tugs available from 250 h.p. to 2,000 h.p. Not compulsory 
except through bridges for vessels over 1,500 d.w.t. 

BERTHING: Aalborg on North and South sides of Limfjord. Total 
quayage 11.5 km., whereof public quays 10.1 km. All main quays 
suitable for vessels able to cross Hals Bar. Depths alongside 7.5 m. to 
10.0 m. 

Rordal Cement factory wharf, depth 7.5 m. — 9.3 m. 

Nefo Coal Pier, depth 10.0 m. owned by Nordjylands Electric Co. and 
managed by Elsam. Max. LOA 260 m., max. draft 9.5 m. 2x12 ton 
cranes. Discharge rate for coal 10,000 tonnes per day. 

BRIDGES: Two bascule bridges cross Western end of Aalborg harbour. 
Horizontal opening 30 m. Only vessels bound for Lindholm Pier are 
affected. 

Close South East of the power station is an overhead power cable 
(vertical clearance 50 m.) which spans the fjord. Pilotage is compulsory 
for vessels over 800 g.r.t. 

MEDICAL: Doctors, hospital facilities available. 
FRESH WATER: Available at all berths. 
FUEL: All grades available. 


CONSULS: 
Belgium Tel. (98) 1201 22 
Brazil it 130238 
Finland 13 30 33 
France 18 16 66 
Germany F.R. 12 56 33 
Greece 13 31 00 
Iceland 16 33 39 
Netherlands 12 44 22 
Norway " "17 00 88 
Spain Ht "18 50 99 
Sweden 13 36 66 
United Kingdom 18 16 00 


REPAIRS: Machinery repairs can be effected. 

DRY DOCKS: None. 

DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Normally by crew with assistance of 
stevedores. 

CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Aalborg Soefarts Service (Seamen's Service) Tel: 
(08) 17 12 12. 

AIRPORT: Situated 3 miles from town centre. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours (April — September). 
HOLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easter 
Monday; Prayer Day; Ascension Day; Whit Monday; Christmas Day; 
Boxing Day. Half-holidays; May 1st, June 5th and December 24th. 
POLICE/AMBULANCE/FIRE: Tel: 000 

TELEPHONES: Installed by request at certain quays. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


DEVELOPMENTS: Aalborg has considerable areas under development 
for industry. In connection with this, preparations are being made for the 
building of new public harbour facilities. On the South bank of the fjord 
the Port Authority has available a 3.2 km stretch of coast with an area 
of approx. 206 hectares. This area is in connection with a new industrial 
and residential district of approx. 400 hectares. According to present 
plans approx. 7,000 m. of new quayage can be built here. Investments 
are estimated at 350 mill. Kr. Factories within the electronic and textile 
sectors are already established here and a continuous expansion goes 
on. On the site a special harbour with a quayage of 660 m. and depth 
8.5 m. with facilities for unit load ships as well as conventional cargo 
ships, with warehouses and administration blocks etc. was constructed 
during 1972 as base port for the Royal Greenland Trade Department's 
routes calling at all ports in Greenland. Enterprises undertaking 
construction, repairs and maintenance of oil rigs etc., for offshore 
activities have also settled on this site. (See “Plan” — East Harbour). 
AUTHORITY: Port of Aalborg Authority, 104 Vesterbro, DK-9000 

_ Aalborg, Denmark. Tel: (98) 122777. FAX: 98-129388. Contact: 
J.E. Kruhoffer, General Manager. F. Lydolff, Harbour Master. 


AARHUS: 56.09 N. 10.13 E. (See Plan) 


DOCUMENTS: 

Ship’s Register. 

Derat Certificate. 

Load Line Certificate (all vessels above 150 g.r.t.). 

Radio and Equipment Safety Certificates. 

Customs Clearance from last port. 

Spirits and Tobacco List for ship and crew. 

PILOTAGE: Harbour Pilotage only compulsory for: 

(a) Tankers of 1,500 d.w.t. or above. 

(b) — loaded with inflammable liquids with flash point below 

23°C. 

(c) Tankers loaded with, or have unclean tanks which have recently 
contained, dangerous liquid chemicals listed in IMO’s “Code for 
the construction and equipment of ships carrying dangerous 
chemicals in bulk”, and 

(d) Non gasfree gas tankers. 

Exceptions for frequent callers. 

Harbour Pilot boards 1-2 miles outside port. 

Larger vessels usually take Pilot by Skaw L/V. Pilots to be ordered 
by ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in advance. 
Skawpilot listening on VHF Channel 16. 

Vessels leaving harbour or changing berth should report at least 
15 minutes in advance, to the pilot station on Channel 16. If the 
movement is delayed, a further report should be sent 10 minutes in 
advance. 

ANCHORAGE: Anchorage in roads — good holding ground. Nature of 
bottom: clay. 

RESTRICTIONS: No restrictions. Night entry permitted. Also see 
“General” before first port. : 

MAX. SIZE: Draft: Oil port 10.5 m. General cargo port up to 9.5 m. 
Container terminal up to 10.5 m. Eastern Division 11.5 m. Coal terminal 
13.0 m. No tide. 

HEALTH: Necessary formalities carried out by Customs on arrival. 
RADIO: Radio stations to be used: Skagen and Lyngby. Pilot station 
and tugs can be contacted on VHF Channel 16. 

bi 2 Tugs stationed at the port. Additional tugs available from 
outside. 

CARGO HANDLING FACILITIES: 5 cranes for coal, fertilisers, sulphur, 
ore, etc.; max. capacity per crane, 300 t.p.h. 5 cargo handling cranes 
up to 2.5 tons and 9 cranes up to 5 tons. Mobile cranes up to 4 tons. 
Container Terminal: Max. depth of water 11 m. Total quay length 816 m. 
4 gantry container cranes up to 40 tons. Fork lifts up to 40 tons. 
Multi-Terminal: Quay length 450 m., depth 12 m. Facilities for bulk, break 
bulk, container and Ro/Ro cargoes. 150 tonne crane. 2 multi-purpose 
cranes (25 tonnes on hook and 12 tonnes on grab). 

Roll-on/Roll-off: 1 movable and 4 solid Roll-on/Roll-off berths. Fork lifts 
up to 40 tons. Several berths for liquid chemicals and LPG carriers. 
Private Cranes: Coal terminal: Length 450 m., depth 13.5 m. 2 gantry 
cranes, combined capacity 1,000 t.p.h. 4 travelling cranes on carriage 
bridges for handling of coal, coke, fertiliser, and broken stone, etc., 
capacities 5 — 7.5 tons. 1 travelling crane on fixed bridge for handling 
of sand, stone and gravel, etc., capacity 90 t.p.h. 2 travelling cranes on 
carriage bridges for handling of general cargo, capacity 1.5 tons. One 
floating crane up to 20 tons. 

Private Suction Plants, etc.: 4 grain suction plants, capacities of 
60-100 t.p.h. 1 grain elevator, capacity of 35 t.p.h. 4 grain loading pipes. 
6 cup elevators for copra and soya beans (80 t.p.h. each). 4 suction 
elevators for copra and soya beans (125 t.p.h. each). 1 loading pipe for 
copra and soya beans. 

STEVEDORES: 

Aarhus Stevedore Company: Stevedoring is carried out by cooperation 
between the individual brokers/agents and Aarhus Stevedore Company. 

Round-the-clock service is available every day including Saturdays, 
Sundays and most holidays. 

Standard hours: 


Mondays 0700 - 1630 

Tuesdays-Fridays 0700 - 1600 
Container Terminal: 

Mondays-Fridays 0700 - 1730 


Work outside standard hours may be carried out against overtime 
pay. (The basis of the above information is a 38-hour standard working 
week.) 
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Aarhus Stevedore Company has all kinds of modern equipment at its 
disposal, including: 

17 front loaders, { All equipped with automatic spreaders fo 

2 container stackers. full and empty containers. 

21 tugmasters with 11 goose-necks. 

56 terminal vans, 920 ft. and 47x40 ft. 

22 fork lift trucks, capacity from 2.5 tons to 30 tons. 

7 loaders. 

Special gear for handling different kinds of cargo, e.g. bulk cargo 
paper, timber, project cargo and cars, etc. also available. 
Thor Jorgensen A/S: Situated at Pier No. 4, Quay 85. 

There is a 5,000 sq.m. warehouse/CFS in the area, also 96 reefer 
sockets and cleaning facilities, etc., are available and a total loading 
discharging service is offered in connection with containers and break. 
bulk cargo. Terminal chassis, tugmasters, contchamps, forklifts available 
for handling cargo, etc. 

The terminal is owned by Thor Jorgensen A/S, a company owned by 
the A.P.Moller Group. 

MEDICAL: Ali medical services possible. Call Pilots if medica 
attendance required on board. 

TANKERS: Discharge lines: 4 in., 6 in., 8 in., 10 in. and 12 in. Quay 
201 — 203, max. oil discharging 1,200 cu.m./hr. Quay 202 and 124 
1,000 cu.m./hr., and Quay 120, 800 cu.m./hr. Berth 313 depth 12.0 m 
FRESH WATER: Shore installations at most berths. 

FUEL: All grades available. 

FIRE PRECAUTIONS: Tankers discharging: Fire watch. Specia 
harbour fire fighting on tugs. 


CONSULS: 

Belgium Tel: 86.14.71.00 Japan Tel: 86.12.58.55 
Brazil 86.12.88.88 Netherlands 86.12.04.65 
Finland 86.29.21.00 Norway 86.14.59.4) 
France 86.19.32.77. Spain 86.12.4644 
Germany F.R. 86.12.32.11 Sweden 86.13.63.1! 
Greece 86.12.27.00 United Kingdom 86.12.88.8 
Iceland 86.13.40.00 


REPAIRS: Most repairs and overhauls possible. 
DRY DOCKS: Aarhus Dry Dock. The shipyard possesses a large repai 
section and specialises, among other things, in extending ships and i 
undertaking comprehensive re-building. But all kinds of ships’ repairs 
and overhauls of machinery are performed in its modern workshops. | 
employs a staff of 500-600, and it has recently invested in new cranes 
floating docks, and workshops. 

Dock No. 1 has a lifting capacity of 19,000 tons. Dock size — 190 m.* 
25 m. 

Dock No. 2 has a lifting capacity of 4,000 tons. Dock size - 
110 m.x22.8 m. 

There is also one minor slipway in the Port of Aarhus, and the city 
has numerous service workshops. 
DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Normally by crew with assistance 0 
stevedores. 
REPATRIATION: Aarhus Sofarts Service. Tel: 86.19.13.33. 
AIRPORT: 32 km. from port. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summertime 
(April to October). 
HOLIDAYS: New Year's Day, Maundy Thursday, Good Friday, Easte 
Monday, Prayer Day (fourth Friday after Easter), Ascencion Day, Whi 
Monday, Constitution Day, Christmas Day, Boxing Day. 
POLICE/AMBULANCE/FIRE: Tel: “000”. 
TELEPHONES: At several piers. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Port of Aarhus Authority, P.O.Box 130, Europaplads 2 
DK-8100, Aarhus C, Denmark. Tel: 86.13.32.66. International - 
45.86.13.32.66. FAX: 45.86.12.76.62. Contact: K. Schmidt, Po 
Director. Captain Kjeld Bruun, Harbour Master. 


AEROSKOBING: 54.54 N. 10.25 E. (See Plan 


DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Contact using VHF Channel 16, Tel: (62) 521253. 
MAX. SIZE: Length 80 m., beam 17 m., draft 4.5 m. 

HEALTH: See “Copenhagen”. 

RADIO: Lyngby Radio OXZ. 

VHF: Harbour Master/Pilot on Channels 16 and 12. 

TUGS: Not compulsory, pilot boat assists if necessary. Larger tugs es 
be ordered on request. 

BERTHING: 3 berths available. 

CRANES: 1 mobile crane available. 

STEVEDORES: Ordered by Agents. 

MEDICAL: Doctors and hospital facilities available. 

FRESH WATER: Available. 

FUEL: Available. 

FIRE PRECAUTIONS: Normal fire precautions. 

CONSULS: None. 

REPAIRS: All repairs possible. 

DRY DOCKS: None, however there is one slipway for vessels up? 
50m. x 10 m. 

GANGWAY/DECK WATCHMEN: Not necessary. 

HATCHES: Opening/closing carried out by crew. 

AIRPORT: Local airport 9 km. away, with private connections ' 
Copenhagen. Nearest commercial airport at Odense. 

TIME: GMT plus 1 hour; Summertime (March — September) GMT pe 
2 hours. 

HOLIDAYS: Normal Danish holidays. 


pOLICE/AMBULANCE/FIRE: Dia! 000. 

BANKS: Den Danske Bank 

STORING: By truck alongside. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: L. Andersen, Harbour Master. Te/: 45-62-521253. 
AGENT: W. Nielsen & Co., P.O.Box 20, DK 5970, Aeroskobing. 
Tel: 45-62-521150. Telex: 50583. Fax: 45-62-521120. Cables: 
Williamco. 


ASNAES (Asnaes Power Station, Kalundborg): 
55.40 N. 11.05 E. (See Plan) 


PORT LIMITS: When boarded by Harbour Pilot at the Firth of 
Kalundborg; or when at anchorage at the Firth waiting for berth. 
DOCUMENTS: 
Ship's Register. 
Load Line Certificate. 
Safety Radio Certificate. 
Safety Equipment Certificate. 
Derat or Exemption Certificate. 
Construction Certificate. 
Certificate of Insurance or other financial security in respect of civil 
liability for oil pollution damage. 
2 Crew Lists. 
Tobacco and Spirit List covering all goods on board belonging to crew, 
officers, Master, ship's bar or passengers. 
Cargo Manifest or Bill of Lading. 
PILOTAGE: Pilotage not compulsory. Harbour Pilot boards at entrance 
of Kalundborg Firth; bigger ships usually take Pilot by Skaw light vessel 
about 130 miles from Kalundborg. Skaw as well as Harbour Pilots 
listening on VHF Channel 16. 
Pilots to be ordered by ETA-telegram to Agents at least 24 hours in 
advance. 
ANCHORAGE: Large vessels anchor in 16 m. of water outside between 
Roesnaes and Asnaes; S.W. to N.W. winds cause swell, but holding 
round is good. 
RESTRICTIONS: No entry restrictions; arrival day and night and no tide 
with normal winds. Also see “General” before first port. 
MAX. SIZE: Oil Berth: Depth alongside: 11 m. 
Old Coal Berth: Depth alongside: 11 m. Length of quay: 285 m. 
New Coal Berth: Depth alongside: 13m. Length of quay: 216m. 
However, vessels with length of 290 m. acceptable as there are dolphins 
between the Oil Berth and the New Coal Berth. 
Ash Berth: Depth alongside: 8.0 m. 
HEALTH: No special restrictions as to Free Pratique, which will be 
granted by authorities on arrival. 
RADIO: Lyngby Radio. 
VHF: Channel 16 to pilot station (also Skaw Pilot). 
RADAR: No radar installations. 
TUGS: At Firth of Kalundborg — 2/3 miles from port — ships’ lines to be 
used, 
BERTHING: One oil berth: Length 200 m. (a further length of ships at 
about 100 m. acceptable for berthing alongside the dolphins). Max. safe 
arrival draft: 36 ft. (10.97 m.). 
Old Coal Berth: Length 285 m. Max. safe arrival draft: 35 ft. (10.67 m.). 
2 cranes available. 
New Coal Berth: Length of quay: 216 m. (See “Max. Size”). Max. safe 
arrival draft: 12.67 m. 2 cranes available. 
Ash Berth: Safe draft 25 ft. (7.65 m.). Loading only, by pipe-line from 
6,000 cu.m. silo. 
STEVEDORES: Private stevedores to be ordered through receivers — 
coal discharge rate: about 700 t.p.h. 
New Coal Berth: Discharge rate about 850 t.p.h. 
MEDICAL: All medical and hospital facilities available. No advance 
notice necessary. 
TANKERS: 2 discharge hoses (a possibility of 3) of 8 in. each. Average 
aarce rate 3,000 t.p.h., max. back pressure 14 kg. Also see 
thing”. 
DENSITY: Brackish — about 1011. 
FRESH WATER: Available by pipe-line at the berth. Rate 10 t.p.h. 
FUEL: Available by barge or truck. 
CONSULS: Swedish and Norwegian at Kalundborg. Others at 
Copenhagen. 
REPAIRS: All types of smaller repairs can be carried out. 
DRY DOCKS: No dry dock available. 
SURVEYORS: Messrs. Caleb Brett has a local office in Kalundborg. 
SGS Inspection (Danmark) A/S has office in Copenhagen. 
GANGWAY/DECK WATCHMEN: Not recommended. 
HATCHES: Opening/closing hatches to be carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: All repatriation can be arranged normally via 
Copenhagen 100 km. from Kalundborg. 
AIRPORT: Nearest at Copenhagen (100 Km.). 
TIME: GMT plus 1 hour (from Late September — Late March). GMT plus 
2hours (from Late March—Late September). 
HOLIDAYS: Saturday/Sunday normally no work, also no work on 
‘lidays declared as official Danish holidays. 
POLICE/AMBULANCE/FIRE: 0-0-0 all alarms. 
EMERGENCY CO-ORDINATION CENTRE: 
oral Channel 16 Lyngby Radio — will contact the Authorities 
ed. 
TELEPHONES: No telephone connection on board. 
SERVICES: No tank-cleaning facilities; all other services to ships can 
8 arranged through specialists from Copenhagen. 
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BANKS: Kjoebenhavns Handelsbank A/S, Holmens Kanal 12, 1091 
Copenhagen K. Telex: 12186 HACO DK. 

A/S Den Danske Bank, Holmens Kanal 12, 1092 Copenhagen K. 
Telex: 15880 DDBFX DK. 

Privatbanken A/S, Boersgade 4, 1215 Copenhagen K. 
Telex: 27196 PRIVCO DK. 
STORING: See “Prelims”. 
1. Vessel can be stored from barge and truck. 
2. No restrictions — can be stored during discharging. 
3. Trucks can proceed alongside. 
4. Fork lift trucks can be used on the Jetty. 
5. No special customs’ regulations except: spirits and tobacco, and 
other goods under bond to be declared to Customs before unloading/ 
loading. 
6. Local riggers can be employed. 
SHORE LEAVE: No restrictions for shore leave. 
IDENTIFICATION CARDS: Shore passes necessary. 
AUTHORITY: Owners of the Port: IFV — Energi i/s, Strandvejen 102, 
DK-2900 Hellerup. Tel: 31-624141. Telex: 37500. FAX: 31-612888. 
Local Office: Asnaes Power Station, Asnaesvej, 4400 Kalundborg. 
Tel: 53-511500. FAX: 53-515004. 


ASSENS: 55.15 N. 09.53 E. (See Plan) 


LOCATION: On West side of Funen in Little Belt. Open all year except 
in severe weather when Little Belt may be frozen. 
DOCUMENTS: 

Customs Declaration for Ships, Form G25. 

Maritime Declaration of Health, Z2 Ln 00-146. 

Master's Declaration, Arrival, P650-010 (3/79). 

Ice-Breaker Dues, Form G92 (only from 15th December — 31st March). 

Crew List. 

All Forms can be obtained from the Agent. 
PILOTAGE: Not compulsory. Pilot requires 4 hours’ notice. Pilot 
boarding points are 1 — 2 miles North or South of Assens. If necessary, 
Pilot can board in Little Belt. 
ANCHORAGES: In the Roads North of Assens and S.W. of Assens. 
MAX. SIZE: Vessels up to 130 m. LOA, max. draft 7 m. and max. beam 
20 m. No tides. 
RADIO: Lyngby Radio (OXZ). 
VHF: There is a VHF station at the pilot station, Channel 16. 
RADAR: There is radar in the tug used by the Pilot. 
TUGS: There is a small tug, for larger tugs 6 hours’ notice to be given. 
Ship's lines are used. 
BERTHING: Loading/discharging normally takes place in the Northern 
Basin, depth 7 m., which is served by railway. The total length of quays 
is 400 m., made up of 100 m. on the North side, 170 m. on the East 
side and 130 m. on the South Side. 
CRANES: 2 mobile cranes 32 tons, 1 mobile crane 24 tons and 1 mobile 
crane 8 tons capacity. 
STEVEDORES: Working hours 0700 — 1600, Monday to Friday. 
Overtime by arrangement. 
MEDICAL: Full hospital facilities available without prior notice. 
FRESH WATER: Good quality potable water available in unlimited 
quantities. 
FUEL: Can be delivered, if sufficient notice given. 
REPAIRS: Most types of repairs can be undertaken at the shipyard. 
DRY DOCKS: One floating dock for ships up to 1,350 tons, 
max. length 80 m. and 15 m. beam. and 1 dock for ships up to 1,200 
tons, max. length 80 m. and 15 m. beam. 
GANGWAY/DECK WATCHMEN: Not necessary. 
HATCHES: Opening/closing done by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Odense, 50 km. away. Daily connections to Copenhagen. 
TIME: GMT plus 1 hour; Summertime GMT plus 2 hours from March to 
September. 
HOLIDAYS: Usual Danish holidays. 
POLICE/AMBULANCE/FIRE: Dial 000. 
TELEPHONES: Available aboard vessels. 
STORING: See “Prelims”. 

1. Vessels can be stored by truck. 

3. Yes. 

4. Yes. 
SHORE LEAVE: Permitted. 
DELAYS: Normally no delays. 
AUTHORITY: Assens Havn, Harbour Office, Ndr. Havnevej 3, DK-5610 
Assens. Tel: (64) 713165-713580. Contact: N. Hald-Andersen, Harbour 
Master. 


AGENT: A. Fage-Pedersen A/S, Strandgade 19, DK5610, Assens. Tel: 
64-711200. Telex: 50301 (Fage DK). Cables: Shipping. Fax: (45) 
64-711255. 


BANDHOLM: 54.50 N. 11.30 E. 


DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

1 Stores List. 

1 Manifest or Bill of Lading. 
PILOTAGE: Not compulsory. Pilot boards vessel at Sea Buoy off Vejroe 
from pilot vessel, hull painted green and “Pilot” on each side of the hull. 
Pilot ordered through Agent, telephone 03-88 80 11 four hours prior 
arrival at Sea Buoy. VHF Channel 16. Telephone number of Pilot Station 
03-89 49 75/03-89 41 52 day/night. 


(See Plan) 


461 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, England 


ANCHORAGE: Near Sea Buoy off Vejroe. 

RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Length 100 m.(approx), draft 5.10 m. 

HEALTH: Normal quarantine rules. 

RADIO: Lyngby Radio or Kiel Radio. 

TUGS: None. 

BERTHING: Sheltered harbour with 366 m. of stone quays available 
and easily accessible. Depth of water at entrance 5.10 m. Depth at West 
quays, 4.4 m. At East quay 244 m. there is 5.8 m. average depth. Electric 
coal crane to discharge 60 t.p.h with grab. Average daily rates: Coal 
and coke 500 — 1,000 tons. Grain elevator at East quay, loading capacity 
110 t.p.h. storage capacity 25,000 tons. Grain elevator at East quay, 
loading capacity approximately 90 t.p.h. Storage capacity 12,000 tons. 
STEVEDORES: Ordered by Agent. Working hours Monday to Friday 
from 0700 hrs. daily to 1600 hrs. on Monday and Tuesday, to 1530 hrs. 
on Wednesday and Thursday and to 1500 hrs. on Friday. Saturday no 
work. 
_MEDICAL: Doctors, hospital facilities available. 

FRESH WATER: Supplied from quay installations. 

FUEL: Available. 

REPAIRS: Small deck and engine repairs possible. 
OPENING/CLOSING HATCHES: Carried out by crew. 
GANGWAY/DECK WATCHMEN: Not necessary. 

CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Maribo Airport, 15 km. away. Kastrup Airport (Copenhagen) 
150 km. away. 

TIME: GMT plus 1 hour. 

HOLIDAYS: See “Copenhagen”. 

POLICE/AMBULANCE/FIRE: Dial 0-0-0 and ask for Police, Ambulance 
or Fire Brigade. 

TELEPHONE: Not available on board vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GENERAL: Tide normally 1 ft. 

AUTHORITY: Knuthenborg Godskontor, Birketvej 1, Bandholm, DK- 
4930 Maribo, Denmark. Tel: (45) 53-88 80 88. Telex: 40256 hoban dk. 
FAX: (45) 53 88 84 58. 


AGENT: Alfr. Hovmand, Shipbroker, Havnepladsen 6, Bandholm, DK- 
4930 Maribo. Tel: 53-88 80 11. Telex: 40256 Hoban Dk. Fax: 53-88 83 
50. Cables: “Hovmandship, Maribo”. 


COPENHAGEN: 55.42 N. 12.37 E. 


DOCUMENTS: 

1 Crew List. 

2 Passenger Lists. 

1 List giving stock of stores and provisions. 

Customs Officers bring form to be signed by Master indicating that 
no epidemic diseases are on board. Formal Bill of Health signed by 
Danish Consul in port of departure is not necessary. 

ARRIVAL: Before a vessel enters the port, its national flag shall be 
hoisted and the anchors shail be ready to drop. If the vessel is to pass 
any of the bridges or the lock, outboard davits, etc. shall be taken in. 

All vessels shall notify their entry, departure or shifting (of berth) in 
advance and in ample time to the Port of Copenhagen’s Traffic Control 
Centre by telephone 45 33 14 43 40 or by calling via VHF, Channels 
12 or 16. When making such notification, the vessel's name, port of 
registration and the location from which it is to come or to which it is to 
sail shall be declared. 

Passage through the Port of Copenhagen is forbidden, under the 

penalty of a fine — cf. Section 70 of these Regulations — to vessels which 
are not to discharge and load in the port, unless the vessels can pass 
under both Knippelsbro and Langebro without opening (i.e. raising) of 
these bridges. 
PILOTAGE: Telegr. address: Soundpilot-Copenhagen. Tel. 31 38 67 
00. Pilotage not compulsory. ETA minimum 1 hour. VHF Channel 16. 
Pilot boats painted red. “Pilot” painted in white on side. Pilot flag “G” 
(white light) — VHF. Pilot comes on board at Middelgrund Fort (Pilot for 
Drogden at the same place). Pilot boards by ship's ladder. 

Bigger ships usually take Pilot by Skaw LV. Pilots to be ordered by 
ETA-telegrams to Skawpilot Skagen, at least 12 hours in advance. 
Skawpilot listening on VHF Channel 16. 

ANCHORAGE: Depth 11 m., 1 mile North of Middelgrund Fort. 
RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Limited by draft only. Depths in the port, 10 m.; in the Oil 
Harbour, 10.5 m.; at the Oil Pier (Berths No.842, 843 and 844), 12.0 m. 
HEALTH: See “Documents”. If fear of suspected disease or fever: 
yellow flag — VHF. 

RADIO: Lyngby Radio: OXZ. VHF Channel 16 to all installations. ETA 
cables to Agents and receivers, preferably by Lyngby Radio. 
RADAR/VHF: No port radar. VHF Channel 16. 

TUGS: Towage not compulsory. Tugs join ships at entrance to port. 
Ship's hawsers only. 


(See Plan) 


BERTHING: 
Harbour Quay Lengths* Depths 
No. (m.) (m.) 
Fiskerhavnen 1-9 80 — 178 2.5'='3 
Sluseholmen 14-19 50 — 155 7 
Teglvaerkshavnen 23 — 34 42 — 166 2-7 
Tegiholmen 38 — 52 73 — 144 2-7 
Teglgadeomradet 59 — 60 22 — 28 4 
Frederiksholmslobet 71 — 76 29 — 183 4 
Enghave Brygge 81 — 87 80 — 135 44-63 
Tommergraven 88 — 94 61 — 120 25=5 
Gasvaerkshavnen 97 140 3.7 
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Harbour Quay Lengths* Depths* 
No. (m.) (m.) 
Kalvebod Brygge 102-113 73 — 150 4-69 
Christians Brygge 114-122 26 — 90 3:1 - 69 
Havnegade 139-143 100-120 6.9 
Nyhavn 144 — 152 29-114 25=6 
Kvaesthusbroen 153 — 159 45-125 62-8 
Kvaesthusgraven 160 — 161 78 —119 6.2-7.5 
Amaliehaven 162-164 100-158 7.5-8.1 
Sondre Toldbod 165 — 168 92-95 6.9 — 8.1 
Nordre Toldbod 171-179 25-77 2.5-7.5 
Lystbadehavnen 183 — 187 57-118 3 
Langeliniekaj 190 — 199 27 — 131 4-10 
Sondre Frihavn 200 — 219 38 — 230 7-9.1 
Mellembassin 220-228 115-145 3.5-7.5 
Nordbassin 230 — 239 50 — 240 3-9 
Redmolen 240 425 9.1-10 
Kronlobsbassin 241 — 249 55 — 180 9.5 
Orientbassin 250 — 266 72 — 165 7-10 
Skudehavnen 317 — 320 80 — 110 25-28 
Faergehavn Nord 390 — 398 15 = 177 6-67 
Kalkbraenderihavnen 400-428 35 -— 115 2.8 -6.7 
Svanemollehavnen 429 — 437 30 — 150 1-4 
Sjaellandsbroen 508-509 100-130 3.7 
Slusehavnen 510-514 63 — 80 3.2 
Islands Brygge 550 — 564 50 — 140 6.2-9.5 
Christianshavn 570-572 110-120 3.1 -—6.2 
Christianshavns Kanal 573 — 602 60 — 135 1-6.2 
Christianshavn 603 — 637 29 — 127 1-75 
Christiansholm 640 — 650 65 — 145 1-10 
Refshaleoen,vest 662 — 683 45 — 210 1-81 
Lynettehavnen 684 — 688 95 — 125 1-5 
Amagervaerket 835 — 838 40 — 140 6.0 — 10.5 
Provestenshavnen 840 — 861 35 — 145 5-12 


Also see “Tankers”. 
*Please note that the minimum and maximum lengths of the quays 
are not directly related to the depths shown. The depths are the minimum 
and maximum depths in the relevant harbours. 


BRIDGES: Larger ships must take Pilot and tugs to pass the bridges 
down to the South Harbour. 

The Knippelsbro and Langebro and Sjaellandsbroen will be closed 
experimentally for passage as follows: 


Knippelsbro/Langebro Sjaellandsbroe 
Monday — 0000 — 0550 hrs. 0000 — 0600 hrs 
Friday 0615 — 0655 hrs. 0615 — 0655 his 
0735 — 0900 hrs. 0735 — 0900 hrs 
1500 — 1800 hrs. 1500 — 1800 his 
2000 — 2400 hrs 
Saturday 0000 — 0655 hrs. 0000 — 0600 hrs 
0735 — 0900 hrs. 0615 — 0655 hr 
1200 — 1230 hrs. 0735 — 0900 his 
1300 — 1330 hrs. 1200 — 1230 hrs 
1800 — 2400 hrs. 1300 — 1330 hs 
2000 — 2400 hr 
Sundays and 0000 — 0800 hrs. 
Holidays 1200 — 1800 hrs. 
2000 — 2400 hrs. 
15th May — 0000 — 0600 hr 
15th September 1000 — 1700 he 
2000 — 2400 hs 
16th September — 0000 — 0700 hn 
14th May 1000 — 1700 hs 
1800 — 2400 his 


i 


Constitution Day 

5th June 

Christmas Eve 

24th December 

and New Year's Eve 
31st December 
CONTAINER TERMINAL: At the Levant Quay in the free port. Qua} 
length 665 m., depth alongside 10 m. 2 Container cranes capacity % 
tons, also two luffing cranes of 50 tons and 5 tons capacity for generé 
cargo. Horizontal handling by two straddle carriers and a number of fro# 
loaders. 


STEVEDORES: ETA earliest possible by VHF and not later than now 
on the day before loading or discharging is intended to be commencet 
MEDICAL: No advance notice necessary. Hospitals available. 
TANKERS: 10/12 berths according to size. 

Provestens Oil Harbour: 


1200 — 1300 hrs. 1200 — 1300 hs 


1800 — 2400 hrs. 1800 — 2400 


Depth at Quay 1: 10.5 m. 
Quay 2: 9.1-10.5m 
Quay 3: 6.0- 91m 
Quay 4: 9.1-10.5m 
Quay 5: 10.5 m. 
Oil Pier North: 6.0 m. 
Oil Pier East: 12.0m 


Length and beam unimportant. Slop barge available. 


FRESH WATER: From quay or water boat. 

FUEL: All grades available. At bunker station, no notice require 
delivery 24 hours a day. By lighter in port or in roads; 10 hours note 
preferred. 

FIRE PRECAUTIONS: Ready hawsers fore and aft. No engine repa® 
GANGWAY/DECK WATCHMEN: Deemed unnecessary. 
OPENING/CLOSING HATCHES: To be opened by ship's crew. 


CERTIFICATES: To be on board: 

Ship's Register. 

Radio Safety Certificate. 

Safety Equipment Certificate. 

international Load Line Certificate. 

Derat Certificate. 
CUSTOMS ALLOWANCES: See “General” before first port. 
IDENTIFICATION CARDS: Not necessary except in Oil Harbour, where 
the Port Authority deliver the cards. 
CONSULS: The following countries are represented. 


Argentina Honduras Pakistan 
Australia Hungary Panama 
Austria Iceland Paraguay 
Bangladesh India Peru 

Belgium Indonesia Philippines 
Bolivia Iran Poland 

Brazil Iraq Portugal 
Bulgaria lreland Romania 
Canada Israel San Marino 
Chile Italy Saudi Arabia 
China Ivory Coast Senegal 
Colombia Japan Somalia 
Costa Rica Korea South Africa 
Cuba Kuwait Spain 

Cyprus Lesotho Sri Lanka 
Czechoslovakia Liberia Sudan 
Dominican Republic Libya Sweden 
Egypt Luxembourg Switzerland 
El Salvador Malaysia Thailand 
Finland Malta Tunisia 
France Morocco Turkey 
Germany D.R. Mauritania Uganda 
Germany F.R. Mexico Upper Volta 
Ghana Monaco United Kingdom 
Greece Nepal United States 
Guatemala Netherlands U.S.S.R: 
Guinea Nicaragua Venezuela 
Haiti Norway Yugoslavia 


REPAIRS: All types of repairs possible. 

REPATRIATION: Facilities exist for changing crew and arranging any 
necessary repatriation. 

AIRPORT: 6 miles from centre. Direct lines for all parts of the world. 
TIME: GMT plus 1 hour. 

HOLIDAYS: New Year's Day (January 1st); Maundy Thursday; Good 
Friday; Easter Monday; Prayer Day; Ascension Day; Whit Monday; 
Christmas Day (December 25th); Boxing Day (December 26th). 

Half Holidays: Labour Day (May 1st); Constitution Day (June 5th); 
Christmas Eve (December 24th). 

Working Hours: 0700 — 1630 with 2 half-hour meal breaks. 

Overtime work on Saturday and Sunday should be ordered by 
1130 hrs. on Friday. 

The working hours vary slightly from port to port as some start at 0730 
and others at 0800 hrs., but a 42.5 hour week is common to all. 
POLICE/AMBULANCE/FIRE: Call “000”. 

Toe araeS: In many berths telephones can be placed on board 
ips. 

GENERAL: Customs Authorities supervision of ship’s provisions and 

bonded stores is carried out in the Free Port in the same way as in 

Customs Port. In this connection the Free Port is not a Free Port. 

SERVICES: All services available (tank cleaning, discharge of tank 

washings, compass adjusting etc.). 

SHORE LEAVE: No restrictions. 

AUTHORITY: Port of Copenhagen Authority, P.O.Box 2083, Nordre 

Toldbod 7, DK-1013 Copenhagen K. Tel: 45 33 14 43 40. Telex: 15439. 

FAX: 45 33 93 23 40. Cables: “Copenport”. Contact: Harbour Master. 


ENSTED: 55.01 N. 09.26 E. (See Plan) 


Also refer to ““Aabenraa”’. 


DOCUMENTS: See “Aabenraa’”. 
PILOTAGE: See “Aabenraa’”. 
ANCHORAGES: See “Aabenraa”’. 
HEALTH: In event of disease or fever on board, vessel's Agent to be 
informed before arrival. 
RADIO: Blaavand or Lyngby Radio. 
TUGS: Large vessels may require towage assistance on entering and 
leaving Ensted Harbour. 24 hours notice is required to call a Svitzer tug. 
VHF: Pilot on Channels 12 and 16. 
BERTHING: 

Oil Terminal: Largest vessels which can be accommodated at the Oil 
Pier: (Berth No. 1). 


Length overall 350 m. 
Beam No limits 
Water depth 18 m. 
Bow/centre 165 m. 
Max. height water-level/manifold 26.5 m. 


Coal Terminal: Largest vessels which can be accommodated at the 
Deep Sea Coal Berth: 


Max. Length Overall 350 m. 
Max. Beam No restriction. 
Water Depth 18 m. 


Discharging facilities 


1x40 ton unloading crane and 
for coal 


1x continuous unloader (1,550 
cu.m./hour) 


DENMARK 


Total outturn/24 hours 
Height from water level 
to hatchcoaming 
Outlay of cranes from 
quay side to centre 
grab 38 m. 
Max. distance between 
centre of cranes 


40,000 tonnes 
20 m. 


(grabs) 285 m. 
STEVEDORES: To be informed by Agent. 
DENSITY: 1015. 


MEDICAL: A few hours notice required to arrange for doctor to come 
on board. Hospital in Aabenraa. 

TIDE: No tide — arriving and sailing day and night. 

FRESH WATER: Fresh water from shore line 5 t.p.h. 

FUEL: Available by barge or truck. 

CONSULS: Norway, Germany F.R., Finland, Sweden and United 
Kingdom. 

REPAIRS: All types of deck and engine repairs are possible. 
OPENING/CLOSING HATCHES: By crew. 

REPATRIATION: Facilities exist for effecting crew changes. 
AIRPORT: Skrydstrup. The distance from airport is 25 km. Airport is 
served by regular airlines via Copenhagen. 
POLICE/AMBULANCE/FIRE: Telephone number 000. 

SHORE LEAVE: Crew members are allowed ashore. 

TELEPHONES: Available for placing on board. 

AUTHORITY: Soenderjyllands Hoejspaendingsvaek, Flensborgvej 185, 
DK-6200 Aabenraa. Tel: (International +45) 4 624231. Telex: 52140 
SHDK. FAX: (04) 630901. Contact: N. E. Pedersen, Harbour Master. 


AGENT: Aabenraa Shipping Agency Ltd. (Aabenraa Skibsagentur ApS). 
Kilen 29 (P.O.Box 31), DK-6200 Aabenraa. Tel: (International +45) 4 
627700 (day and night). Telex: 52160 AGENCY DK. Cables: Shipagency 
Aabenraa. 


ESBJERG: 55.28 N. 08.26 E. 


DOCUMENTS: 

Tonnage Certificate. 

Derat or Exemption Certificate. 

1 Crew List. 

1 Crew Personal Effects List. 

1 Master's Declaration. 

1 Stores List. 

Cargo Manifest or Bill of Lading. 

Dangerous Cargo List. 

PILOTAGE: Advance notice of 12 hours prior to ETA pilot station at 
“Graadyb Barre” is required. This ETA to be confirmed/altered 3 hours 
prior to actual time of arrival. 

Message can be given via coast radio station “Blaavand Radio” (OXB) 
or via Port Authority's VHF — watch is kept on Channel 16. (Tel: (05) 
129200). 

Cable address: “Pilotstation Esbjerg’’. 

Telephone: 05-121065. 

Two pilot vessels, painted orange, with “Pilot painted in white on 
sides stationed in the Port of Esbjerg. One is a 78 g.r.t. vessel and one 
is a fast launch. 

Both vessels equipped with VHF Channel 16 and carrying signals as 
prescribed. Pilot boards outside Graadyb Barre, at Buoy No. 2. Vessels 
awaiting Pilot or high tide should anchor approximately 1 mile West of 
buoy No. 2. Large vessels wait 2 miles from buoy No. 2. 

Pilot is not compulsory except for tankers over 500 d.w.t. and when 
tugs are assisting in berthing. 

ANCHORAGES: There are anchorage areas West of Buoy No. 2 (depth 
35 ft. at MLWST). 

RESTRICTIONS: No ice to impede navigation. No ice dues charged. 
Also see “General” before first port. 

MAX. SIZE: Pilot Restrictions: Max. draft accepted: 31 ft. 02 in. 

Entry to port is through a dredged channel over Graadyb Barre, width 
200 m., depth 9.3 m. at MLWST. 

Tide: Difference between normal high water and normal low water is 
4 ft. (approx.). Max. current 2.5 knots — 3 knots. 

RADIO: Blaavand Radio, call sign OXB. In position Lat: 55° 33’ N., 
Long: 08° 06’ E. 

TUGS: Tugs join vessel at Esbjerg Roads. Ship's own hawsers must 
always be used. 3 tugs available of 800 h.p., 2,500 h.p. and 4,000 h.p. 
BERTHING: 


(See Plan) 


Approach Berth 

at MLWST at MLWST 
Trafikhavn 31 ft. 22 ft. — 35 ft. 
Foergehavn 28 ft. 15 ft. 
Outer Foergehavn for Roll-on/Roll-off 

vessels 31 ft. 22 ft. — 28 ft. 
Dokhavn 22 ft. 22 ft. 
Englandskaj 31 ft. 25 ft. 
Osterhavn 31 ft. 22 ft. — 35 ft. 
Osterhavn — New Berth (when 

entering max. draft 31 ft., 

LOA 705 ft.) 31 ft. 35 ft. 
Sonderhavn 31 ft. 35 ft. 
Tauruskaj 17 ft. 20.6 ft. 
Fishery Harbour — Consumption 15 ft. 15 ft. — 17 ft. 
Fishery Harbour — Industrial Fish 22 ft. 17 ft. — 22 ft. 
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For berthing in Trafikhavn with vessels of (approx.) 5,000 g.r.t. or more 
and for berthing in Sonderhavn with vessels of 10,000 g.r.t. or more. 
The Pilots require “Slack Water” — i.e. high or low water. 

Max. draft for berthing on high water: 31 ft. 02 in. 

Max. draft for berthing on low water: 26 ft. 00 in. 

CARGO HANDLING: The Port of Esbjerg has no specially equipped 
berths besides the tanker berths, and container terminals for lift-on/lift- 
off equipped with one travelling gantry crane 32 tons, but private 
companies own suction plants for discharge/loading of feeding stuffs. 
Furthermore, mobile cranes also with grabs and stationary coal cranes 
are available. Container terminals for Roll-on/Roll-off. Vessels with own 
gear can however be handled successfully, at different berths. 22 mobile 
cranes, capacity between 5 tons and 180 tons, 86 trucks, capacity 
between 1.5 tons and 42 tons, 4 bobcats, 1,200 trailers 20 ft. and 40 ft., 
and 30 tugmasters. 

STEVEDORES: Gangs are mustered daily at 0700, and 1000 hrs. ETA 
should be given to above hours to ensure that gang(s) are available on 
arrival. Working hours are from 0700 to 1630 and meal hours are 
0830-0900 and 1200-1300. No work on Saturdays. Overtime can be 
arranged. 

MEDICAL: Medical attention can be arranged at any time. Modern 
hospital facilities available. 

TANKERS: 

Tratikhavn: Depth in approaches to oil berths in Trafikhavn MLWST 31 ft. 
(MHWST 36 ft.) 

New Oil Berth No. 101: Depth alongside old oil berth No. 101 MLWST 
35 ft. (MHWST 40 ft.) 

Old Oil Berth No. 102: Depth alongside new oil berth No. 102 MLWST 
25 ft. (MHWST 30 ft.) 

The length between the outer point of Berth No. 101 and the opposite 
outer point of Berth No. 102 is 1,200 ft. 

Osterhavn: Depth in approaches to oil berth in Osterhavn MLWST 31 ft. 
(MHWST 36 ft.). Max. draft 31 ft. 2 in. 

Powerstation Vestkraft No. 506: Depth alongside MLWST 35 ft. 
(MHWST 40 ft.). 

Under normal weather conditions Pilot states to be able to berth 

tankers with a LOA of max. 735 ft. 

FRESH WATER: Can be delivered at all berths. Rate 20 t.p.h. 

FUEL: All viscosities available by road tanker. Marine Gas Oil also by 
tanker vessel. 4 hours should be given, always during office hours. 
FIRE PRECAUTIONS: A fire watch is necessary when loading/ 
discharging oil and petrol, if flash point is under 50°C. 

CONSULS: 


Belgium tel. (05) 13 26 00 
Finland tel. (05) 12 22 66 
France tel. (05) 12 31 33 
Germany F.R. tel. (05) 12 31 33 
Iceland tel. (05) 12 51 00 
Netherlands tel. (05) 12 13 11 
Norway tel. (05) 18 04 11 


Sweden tel. (05) 14 42 22 

United Kingdom _ tel. (05) 13 08 11 
REPAIRS: All types of deck and engine repairs can be effected. 
DRY DOCKS: No dry docks, but slipways: Slipway No. 1 for trawlers, 
with weight max. 125 tons; Slipway No. 2 for vessels, with weight max. 
250 tons; No. 3 — 500 tons; No. 4 — 750 tons. 
perked gh ah WATCHMEN: Watchman is not essential, but 
advisable. 
OPENING/CLOSING HATCHES: This can be done by members of 
ship's crew, or by stevedores at an additional charge of 8%. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Ample facilities for effecting crew changes and 
arranging repatriations. 
AIRPORT: 8 km. from centre of town. Daily flights to Copenhagen 
Stavanger and Humberside. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer 
(6th April — 28th September). 
HOLIDAYS: New Year's Day (Jan. 1); Maundy Thursday; Good Friday; 
Easter Day; Day after Easter Day; the 4th Friday after Easter; Ascension 
Day; Whit Sunday and Whit Monday; Christmas Day and Boxing Day. 
Permission to load/discharge on these days obtainable. 
POLICE/AMBULANCE/FIRE: In case of emergency, dial “O00” and ask 
for: Brand (fire), Politi (police), or Ambulance. Regular Tel. numbers are: 
Police 12 46 66; Ambulance and Fire Dept. (Falck/Zonen) 12 82 99. 
TELEPHONES: Possible to have telephones installed on board. 
SERVICES: No tank-cleaning equipment available. For discharge of 
tank washings apply to Port Master's Office Tel. 12 92 00. Compass 
adjusting can be effected. 
SHORE LEAVE: Normally granted. 
IDENTIFICATION CARDS: Not necessary. 
DEVELOPMENTS Extension of the Harbour towards the East, and 
modernisation of Trafikhavn, Sonderhavn and Fishery Harbour. 
Extension of Lo-Lo Terminal. 
AUTHORITY: Port of Esbjerg Authority, Hulvejen, P.O. Box 2, DK-6701 
Esbjerg, Denmark. Tel: (05) 12 41 44. FAX: (05) 133167 (Harbour 
Master's Office). Contact: B. O. Juhl, Deputy Manager. |. M. Nielsen, 
Port Captain. V. V. Leisner, General Manager. 
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FREDERICIA: 55.33 N. 09.45 E. 


DOCUMENTS: 

1 copy Bill of Lading for all cargo (manifests are not required). 

1 copy Manifests for Dangerous Cargo. 

2 copies Crew List. 

2 copies List of Dutiable Goods. 

2 copies Stores Lists. 

PILOTAGE: Four Pilots available for docking purposes and for through 
traffic to any place in Denmark or the Baltic. Pilots have a 24-hour watch 
and are located on the top floor of the KFK Grain Silo in the Wes 
Harbour. Can be contacted day or night over VHF radio Channel 16, 
working 12, 13 and 71, or Tel. 75-920959. Pilotage is compulsory fo 
tankers carrying chemicals or LPG and for all other tankers above 
2,500 d.w.t. 

Bigger ships usually take Pilot by Skaw LV. Pilots to be ordered by 
ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in advance 
Skawpilot listening on VHF Channel 16. 

Shipmaster’s Report: June 1985. 

Pilot may be taken onboard near buoy in position Lat. 55° 34.8’ N, 
Long. 9° 50.8’ E. 

ANCHORAGE: To avoid hindrances to docking or undocking ships 
ships of over or about 4,000 d.w.t. are requested to anchor off Trellenes 
Smaller ships will find good anchoring conditions in Strib Bugt. 
RESTRICTIONS: Day and night entry possible, least depth in the 
approach channel is 15.0 m. Also see “General” before first port. 
MAX. SIZE: 


(See Plan) 


Max. draft acceptable 


Kastels Harbour 11.70 m. 
Old Harbour 5.3 m. to 7.20 m. 
Shipyard Harbour 2.80 m. 
Dock Entrance 4.60 m. 


West Harbour 
Mollebugt Harbour 
Centre Harbour 
Also see “Tankers”. 
HEALTH: See “Copenhagen”. 
VHF: Radio communication for ship movements through “Fredericia 
Harbour”, Channels 16, 13, 12 and 71. 
Agents, receivers, etc., can be called through usual coastal radio 
stations. 


6.70 m. to 8.70 m. 
8.70 m. to 11.70 m. 
14.70 m. 


TUGS: Tugboats from Svitzer’s Salvage Enterprise is stationed in 
Fredericia, but any amount of tugs are available, when orderei 
previously. 


BERTHING: 
Mollebugt Harbour: Quays Nos. 24, 25, 26 and 27. Length 610 m., depth 
9m. — 12 m. 

Facilities for container traffic and Ro/Ro traffic. 40 ton gantry crane 
and 3x25 ton gantry crane with hook and grab, max. capacity 300 t.p.h 
and grain conveyor with max.capacity 600 t.p.h. 2 mobile cranes 
capacity 6 to 36 tons. Rail tracks. Facilities for temporary storage 0 
goods. Modern quayside warehouses. 

Centre Harbour: Quay No. 21-22, length 175 m. + 250 m., depth 15 m 
3 x 25 ton gantry cranes with hook and grab. Max.capacity 450 t.p.h 

Facilities for temporary storage. Quayside warehouses. 

Gas, Oil & Chemicals Harbour: Quays Nos. 18, 19, 20, 41 and 42 fo 
tankers. Quays Nos. 18 & 19, length 90 m., 7 m. depth in berth. Equippet 
for loading and discharging gas tankers. 

Quay No. 20 — 15 m. depth in berth. Hydraulically operated hos: 
handling gear for discharging petrol and oil products. 10 in. and 12in 
ASA. Connection range between + 0.4 and 18.5 m. above MWL. 

Quay No. 23 — 7.5 m. depth in berth. Equipped for discharging © 
products, liquid chemical products in 4 in. DIN hoses, liquid carbor 
dioxide. 

Quay No. 41 — 10 m. depth in berth. Equipped for loading an 
discharging petrol and oil products. 

Quay No. 42 — 15 m. depth in berth. Equipped for loading am 
discharging petrol, oil products and crude oil. 

West Harbour: Quays Nos. 13 to 17. Length 670 m., 7m. -9 m. dept 
in berth. 

Facilities for container traffic, Ro/Ro traffic. 25-ton gantry crane wit 
hook and grab, max. capacity: 300 t.p.h. 6-ton gantry crane with hoo 
and grab, max. capacity: 150 t.p.h. 2 mobile cranes, capacity 6 to # 
tons. 2 gantry cranes* 5-tons. Suction plant* available for dischargit 
feedstuffs — max. capacity: 80 t.p.h. Rail tracks. Facilities for tempor) 
storage of goods. Bulk terminal for loading feedstuff max. capaci} 
300 t.p.h. 

Modern quayside freezing and storage facilities. 
Shipyard Harbour: Quays Nos. 8 to 12. Length 500 m., 5.0 m. — 6.5% 
depth in berth. Modern repair and equipment piers with workshops 
Slipways available for 75-ton and 1,000 ton light displacement. Floatitt 
dock 80m. x 14.5 m. max. capacity: 1,200 ton light displacemet 
Floating dock 150 m. x 23.05 m. max. capacity: 8,000 tons lig" 
displacement. Dry dock facilities 110 m. x 22 m., 5.1 m. access dept 
Average docking/sailing time: 45 mins. 
Old Harbour: Quays Nos. 6 & 7. Length 200 m., 5.6 m. — 7.5 m. dep? 
in berth. Mobile cranes, capacity: 6 to 36 tons. Suction plant* availabe 
for discharging grain — max. capacity 60 t.p.h. Facilities for dischargit 
liquid chemical products. Rail tracks. Facilities for temporary storage® 
oods. 
Kastols Harbour: Quays Nos. 1 & 2. Length 450 m., 12 m. depth © 
berth. Mobile cranes, capacity: 6 to 36 tons. Loading facilities for bu’ 
fertiliser” — max. capacity: 400 t.p.h. Grab crane* — max. capacity: % 
t.p.h. Siwertell worm conveyor — max. capacity: 600 t.p.h. Facilities © 
loading and discharging liquid chemical products and ammonia. Re 
tracks. Facilities for temporary storage of goods. Preference for vess® 
destined for the Superfos Company. 
* Private. 


cARGO HANDLING FACILITIES: The Port possesses all types of 
modern facilities for loading and discharging. Crane facilities include a 
40 ton gantry crane, 7 grab cranes with a max. capacity of 300 — 
450t.p.h. and a number of grab and hook cranes and mobile cranes 
with capacities ranging from 6 to 36 tons. There are ample facilities for 
container and Ro/Ro traffic. The suction plant* is capable of handling 
up to 80 t.p.h. and the Siwertell worm conveyor equipment* has a max. 
capacity of 400 t.p.h. In addition, there are modern facilities for handling 
quid chemicals, gas, petrol and oil products and bitumen. There are 
also facilities for handling fertiliser” — max. 400 t.p.h. The Port has a rail 
network freeze/cold stores", approximately 6,000 sq.m. modern 
warehouse space and ample facilities for temporary quayside storage. 
* Private. 

STEVEDORES: Ordinary working hours Monday to Friday: 0700 — 0830 
hrs., 09900 — 1200 hrs., 1230 — 1600 hrs. Night gangs on week days 
must be ordered no later than 1230 hrs. the same day. Working overtime 
weekends is possible, but gangs must be ordered no later than Friday 
1230 hrs. Average output per 8-hour day, loading or unloading general 
cargo, is 200 tons per gang. 

MEDICAL: Hospitals available. 


TANKERS: 
Berth 18 Berth 20 Berth 23 
(liquid gas) (Chemicals) 

Max length acceptable 

(approx.) 90 m. 275 m. 150 m. 
Max. beam acceptable no limit no limit no limit 
Max. draft acceptable 6.40 m. 13.00 m. 7.20 m. 
Depth in berth 6.70 m. 15.00 m. 7.50 m. 
Water Density 1015 1015 1015 
(approx.) 
Type of berth Quay T-Head/Quay T-Head 
Nature of bottom Sand Sand Sand 
Hose connections Amidships Amidships Amidships 

Berth 41 Berth 42 

Max. length acceptable (approx.) 190 m. 274 m. 
Max. beam acceptable No limit No limit 
Max. draft acceptable 10.00 m. 13.25 m. 
Depth in berth 10.30 m. 15.00 m. 
Density of water (approx.) 1015 1015 
Type of berth T-head T-head 
Nature of bottom Sand Sand 
Hose connections Amidships Amidships 


Jetty /Berth 41 — Chicksan arms — for vessels discharging bitumen 
and other special products, and for loading fuel-oil, gas-oil, gasoline, 
diesel fuel, and LPG. 

Jetty !I/Berth 42 — Curacao hosehandling gear — for vessels 
discharging and loading crude, fuel-oil-handling subject to size of vessel. 

Pilotage: Pilotage is compulsory for tankers carrying chemicals or 
LPG, and for all other tankers above 2,500 d.w.t. 

Dirty Ballast Reception: Oily ballast reception facilities available — 
maximum quantity 5,500 cu.m. 

Restrictions: Height from normal water level to hose connections must 
not exceed 15.90 m. during discharging and ballasting. 

Communication: The port is equipped with VHF station — Channels 
16, 12 and 13. 

FRESH WATER: Available ex wharf. Rate 10—50 t.p.h. 

FUEL: Available. 

CONSULS: Finland, France, 

Sweden. 

REPAIRS: All repairs undertaken with modern equipment. Also see 
‘Berthing — Shipyard Harbour”. 

DRY DOCKS: Length 354 ft., breadth 72 ft. Max. depth at Dock gate 
16 ft. 06 in. Slipway available for ships up to 1,000 tons, light 

teat (divers available). Also see “Berthing — Shipyard 
arbour’. 

GANGWAY/DECK WATCHMEN: Available upon request. 
OPENING/CLOSING HATCHES: Stevedores or crew. 

CERTIFICATES: 

Ship's Register. 

Load Line Certificate. 

Radio Safety Certificate. 

International Safety Certificate. 

Derat Certificate. 

CUSTOMS ALLOWANCES: See “General” before first port. 

AIRPORT: At Billund and Beldringe 35 miles from Fredericia. 
REPATRIATION: All facilities exist. 

TIME: GMT plus 1 hour in Winter and GMT plus 2 hours in Summer 
(late March — late September). 

HOLIDAYS: See “Copenhagen”. 

POLICE/FIRE/AMBULANCE: Police 75912300; Ambulance 75932222: 
Fire 75921166; Emergency 000. 

TELEPHONES: Both oil piers have telephones in the watchmen’s room 
but for local calls only. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

AUTHORITY: Port of Fredericia, Vesthavnsvej 33, Post Box 242, 7000 
Fredericia. Tel: 75-920255/75-927900. FAX: 75-925104. Contact: P. E. 
Skoett, Port Director. P. Tophoj, Harbour Master. 


Iceland, Netherlands, Norway and 


DENMARK 


FREDERIKSHAVN: 57.28 N. 10.33 E. (See Plan) 


DOCUMENTS: Ship's papers, 2 Crew Lists, 1 Passenger List, 2 Bills of 
Lading, 1 Manifest, 1 Customs Declaration of tobacco and spirits for 
Officers and crew, 1 Customs Declaration (TOLDPAS) if arrived from 
port in EEC or Scandinavia. 


PILOTAGE: Call the Pilot either over the coast radio station “Skagen 
Radio”, call sign “OXP"’, telephone 08 445566. Pilot outside the harbour 
boards at the buoy 1.7 miles S.E. of the harbour entrance. ETA required 
as soon as possible. 


ANCHORAGE: In the roads South of the red leading lights in 10 m. 
water depth. Good holding ground. At the entrance to the fishing harbour 
between the pierheads for a width of 50 m. on each side of the heads, 
anchoring is prohibited (submarine cable). 


RESTRICTIONS: Vessels coming from or entering the naval base and 
the fishing harbour must wait for ships entering or leaving the commercial 
harbour. Maximum speed Frederikshavn L/B — to harbour 12 knots, in 
outer basin —7 knots, Harbour — 3 knots. Entering the Naval Base without 
special permission prohibited. Ships entering the harbour must if 
necessary wait outside for ships leaving the harbour. Also see “General” 
before first port. 


MAX. SIZE: Max. length about 200 m., depth in harbour 8 m. Tide about 
0.3 m. 


HEALTH: Use international quarantine signals. If suspected disease or 
fever on board cable the Agent to arrange everything to obtain pratique 
as soon as possible. 


RADIO: Nearest coast radio station “Skagen Radio”, call sign “OXP”. 


VHF: The harbour office is fitted with VHF Channels 16, 12 and 13. 
Watch kept day and night. Vessels must call the Harbour Office before 
entry and leaving. 


TUGS: Tugs join vessel outside the harbour between the buoy and the 
harbour entrance. Only the ship's line to be used. 


BERTHING: No special requirement for berthing in the harbour, but 
several big ferries are running in and out during day and night and sailing 
after a time schedule. Vessels must call the harbour office, VHF Channel 
16, for permission to enter and before leaving the berth. 


BULK HANDLING FACILITIES: One grain berth, with 8 m. depth 
alongside, equipped with suction pipe capacity 60 t.p.h. approx. 

Ferry berths in Harbour, depth 6.4 m. to 8 m., equipped for handling 
containers and Roll-on/Roll-off traffic. 


STEVEDORES: ETA advices are required before 0900 hrs. in order to 
arrange gangs for discharge/loading the same day. 


MEDICAL: No special requirement is necessary for medical attention. 
The town has all ordinary medical and hospital facilities. 


TANKERS: Oil quay max. depth 8 m., Hoses 8 in. diameter. Reducing 
pieces may be necessary. Slop water discharging and cleaning can be 
done by oil-separator. Tankers max. draft 8 m. 


DENSITY: 1,020 (approx.). 
FRESH WATER: Supplied by water hydrants on all quays. 


FUEL: All kinds of fuel are available and no advance notice is necessary. 

FIRE PRECAUTIONS: No smoking and no open fire if discharging oil. 
Fire watchman from the Harbour Authority required if discharging gas, 

dangerous chemicals and ammunitions, etc. Besides the watchman, the 

Harbour Authority will require restricted access to vessel. 

CONSULS: 


Finland Tel. 98 421466 Norway Tel. 98 422299 
France " 98 422155 Sweden " 98 422922 
Germany F.R. 98 420011 Iceland 98 425333 


REPAIRS: Three steel shipyards and one wood shipyard doing all types 
of repairs. 

SURVEYORS: Cargo Inspector — B. K. Mortensen, Ahaven 17. Tel: 98- 
425064. 

DRY DOCKS: Four dry docks, two floating docks and two small slips. 
Dimensions of largest dry dock: length 212 m., breadth 32.2 m. and 
depth 7 m. Largest floating dock: length 129 m., breadth 28 m., depth 
6.5 m., capacity 7,500 tons. 

GANGWAY/DECK WATCHMEN: Not compulsory but available if 
required. 

OPENING/CLOSING HATCHES: Ship's crew open and close the 
hatches. If necessary the longshoremen can do it for extra pay. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Agent will arrange repatriation. All facilities for 
changing crew. 

AIRPORT: Aalborg Airport, 60 km. from port, several daily flights to 
Copenhagen. 

TIME: Local time GMT plus 1 hour. 

HOLIDAYS: Weekends, Easter, Whitsun, Christmas, New Year and two 
Danish holidays in the Spring. 

POLICE/AMBULANCE/FIRE: Police, Tel. 98-421444; Ambulance, Tel. 
98-422222: Fire, Tel. 98-420801; in emergency dial 000. 

SERVICES: Separating of slop water, compass adjusting, oil bunkering, 
repairing all kinds of navigation instruments and provisions. 
STORING: (See “Prelims”). All stores available. Fork lift trucks can 
assist. Trucks can proceed alongside at berth. Local riggers can be 
employed. No difficulties with paperwork (Customs). 

BANKS: National and local. 

SHORE LEAVE: After clearing inwards, crew members are allowed 
ashore without special permission. 

AUTHORITY: Havnekontoret, Oliepieren 7, Postbox 129, DK-9900 
Frederikshavn. Tel: 98-421740, 98-420298. FAX: 98-438338. 
Contact: Captain B. K. Mortensen, Port Captain. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


GEDSER: 54.34 N. 11.56 E. (See Plan) 


LOCATION: Gedser is situated on the Southern extremity of the island 
of Falster. 

PORT LIMITS: A line drawn between the two outer pier heads defines 
the limit of the harbour. 

DOCUMENTS: Customs Declaration, Crew Lists, Passenger Lists, 
Ship's Log and Safety Certificates. 

APPROACHES: Three entrance channels lead to the harbour, the main 
channel (Rodsand Rende) has a width of 150 m. anda depth of 6.2 m. 
(20.3 ft.). The harbour can be entered by day and night. 

PILOTAGE: It is recommended that all vessels over 500 tons use a 
Pilot. Requests for a Pilot must be made at least 6 hours before arrival 
to Guldborgsund Pilot Office in Nykobing (Falster) over Lyngby Radio 
or VHF Channel 16. 

RADIO: Lyngby Radio. 

BERTHING: Gedser Harbour is considered a ferry harbour where De 
_Danske Statsbaner (Danish State Railways), Deutsche Bundesbahn 
(West German Railways) and Deutsche Reichsbahn (East German 
Railways), have first priority to the harbour and Rodsand Rende. 
MEDICAL: Full hospital facilities in Nykobing (Falster). Doctor in Gedser. 
Tel: (38) 53879440. 

DENSITY: 1010 — 1014. 

FRESH WATER: Available. 

CUSTOMS ALLOWANCES: EEC Rules apply. 

REPATRIATION: Hourly bus connections to Nykobing (Falster) with 
daily train connections from Nykobing (Falster) to Copenhagen. 
AIRPORT: Kastrup Airport at Copenhagen. 

TIME: GMT plus 1 hour. 

POLICE/AMBULANCE/FIRE: Police in Gedser. Tel: (46) 53879021. 
Ambulance and Fire Brigade in Nykobing (Falster). Tel: (47) 54851744. 
TELEPHONES: There are no arrangements for placing telephones on 
board. There is a post and telegraph office close by the harbour. 
SHORE LEAVE: Possible for crew members with valid passport or visa. 
There is no need for identity cards. 

GENERAL: Tides and Currents: Tidal range 0.3 m. Winds from N.E. 
can raise water level by 1.8 m.; winds from S.W. can lower water level 
by 1.5 m. 

Lifeboat Station: A lifeboat is stationed by the harbour. 

AUTHORITY: Havnekontoret Gedser, Postbox 16, 4874 Gedser, 
Denmark. Contact: B. Kristensen, Harbour Master. Te/: Gedser (57) 
53879145, ext. 30 or (58) 54855619. 


GRENAA: 56.25 N. 10.56 E. (See Plan) 


PORT LIMITS: A Line drawn between the outer breakwater heads. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

1 Crew Personal Effects List. 

1 Ship's Bonded Stores List. 

1 Stores List. 

1 Animal/Pets List. 

1 Health Certificate. 

Ship's Log. 
Last Port Clearance. 

1 Bill of Lading. 

1 Cargo Manifest. 

Safety Certificates: Construction, Equipment, Load Line, Radio and 
Oil Pollution Prevention. 

PILOTAGE: Pilotage is not compulsory except for laden tankers with 
hazardous liquid chemicals or tankers with uncleaned tanks which have 
carried hazardous liquid chemicals. 

The pilotage regulations do not apply to Masters who have been to 
Grenaa Harbour at least 5 times in the last 6 months. 

Ships approaching Grenaa Harbour should be aware of the 
“Kalkgrunden", a limestone reef just outside the harbour entrance, 
stretching Easterly for approximately 7 cables and with 1 m. depth. 

Notice of ETA and request for Pilot must be made to the Agent and/ 
or to the pilot station with 24 hours and 12 hours notice. 

There are telex facilities. VHF Channel 16 is continuously watched 
and ETA may be confirmed or adjusted on this frequency. 

Pilot boat is 8 m. LOA, orange upperwork and orange hull with the 
word “Pilot” on each side. 

~~ usual international signals may be displayed by vessels requiring 
a Pilot. 

The usual pilot boarding point is 1.5 miles E.S.E. of harbour entrance. 
BUOYAGE: IALA “System A”. 

ANCHORAGE: Anchorage is best North of the harbour with depth of 
7 m. to 9 m. The holding ground is fine hard sand. 

RESTRICTIONS: No restrictions, except that larger vessels should not 
approach the Easterly breakwater head closer than 80 m. in the area 
East and Southeast of this. 

Also be aware of the “Kalkgrunden” (see “Pilotage). 

MAX. SIZE: Vessels up to 140 m. LOA, 14 m. breadth and draft 6.2 m. 
HEALTH: Normally Free Radio Pratique will be granted. 

RADIO: Lyngby Radio (OXZ) is the long range area station. 

VHF: At the harbour office, open for communications on Channel 16 
each week-day between 0800 hrs. and 1600 hrs. 

A continuous watch is maintained at the pilot station on Channel 16. 
RADAR: There is no Port Control Radar but the pilot boats are radar 
equipped. 

TUGS: One tug available. 
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BERTHING: There are 6 general cargo berths. 

Nos. 31, 32 and 33: Length 210 m., depth 6.5 m. 

No. 34: Length 110 m., depth 6.5 m. 

No. 41: Length 80 m., depth 7.2 m. 

No. 42, 43 and 44: Length 308 m., depth 7.2 m. 

Sydhamn: Length 176 m., depth 4.5 m. 

Bulk and general cargo is handled at Nos. 31, 32, 33, 41, 42, 43 ang 
44, whereas container and Ro-Ro handled at No. 34 Berth. 
CRANES: There are 2 mobile cranes of 32 tonnes and 63 tonnes 
respectively and 2 container forklifts of 25 tonnes and 42 tonnes. 
BRIDGES: There are no bridges or other restrictions to prevent access 
to the port. 

STEVEDORES: Working hours from 0700 — 1600 hrs., Monday to 
Friday. Evening and night shift as well as week-end labour can be 
arranged. 

MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: Oil Pier: 

North Side: Length 140 m., depth 6.50 m. 

South Side: Length 140 m., depth 6.50 m. 

Slop discharge facilities in accordance with the Helsinki Convention 
DENSITY: 1018 (average). 

FRESH WATER: Good potable water available in unlimited quantities 
at a rate of 10 t.p.h. 

FUEL: All kinds of fuel can be delivered by road. Longest possible notice 
is desirable. 

CONSULS: Vice-Consulates for Norway and Sweden. 

REPAIRS: There are 2 shipyards as well as an engine building factory 
with repair facilities. 

DRY DOCKS: No dry docks, but 5 slipways, where up to 300 tonnes 
deadweight is available. 

SURVEYORS: Lloyd’s sub-agent. Agents from other Classification 
Societies and Surveyors can be brought from Aarhus at short notice. 
GANGWAY/DECK WATCHMEN: Gangway and deck watchmen no 
necessary, but can be arranged. 

OPENING/CLOSING HATCHES: Normally handled by ship's crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
CARGO GEAR: Ship's gear or mobile cranes/conveyors from shore. 
REPATRIATION: 25 km. to Tirstrup Airport with international flights to 
London, Malmo (Sweden) and Stavanger (Norway) and domestic 
scheduled flights to Copenhagen with international connections. 

Railway connection to Aarhus. 

Ferry connection to Zealand (Hundested) and Sweden (Varberg an¢ 
Halmstad). 

All facilities exist for changing of crew and repatriation of seamen. 

Repatriation and change of crew can be arranged on the Roads fo 
ee passing Grenaa en route to and from the Baltic. See “Ship Supply 

ervice”. 

TIME: Local time is European Standard Time, GMT plus 1 hou 
Summertime is used. 

HOLIDAYS: Official Holidays: New Year's Eve (half day), New Years 
Day, Maundy Day, Good Friday, Easter, Whitsun, Labour Day (half day) 
Ascension Day, Constitution Day (5th June, half day), Christmas Eve 
(half day) Christmas Day. 

Work can be arranged except Christmas Day and Good Friday. 
POLICE/AMBULANCE/FIRE: Emergency 000; Police 86-32101! 
Ambulance 86-322222; Fire 86-320812. 

TELEPHONES: There are no arrangements for placing telephones o 


board. 
SERVICES: A Compass Adjuster resides at the Port. Decca and Radi 
repairs possible. 

Facilities for reception of Oil, oily mixtures, sewage, garbage, ett 
exist in accordance with the Helsinki Convention. 
SHORE LEAVE: No restrictions. 
EMERGENCY CO-ORDINATION CENTRE: Danish Coast Guar 
S.O.K. Kystvaernsvej, Aarhus. Tel: 86-131822. Outside office hours - 
123099. 
BANKS: All major Danish banks are present in Grenaa. 
STORING: Vessel can be stored by truck alongside. Local Riggers ca’ 
be employed to assist with storing. 
SHIP SUPPLY SERVICES: Storing possible on Roads at Buoy No.* 
in position: Lat. 56° 25’ N., Long. 11° 06’ E. Contact: Shipbroker 6 
Ostergaard I/S. Telex: 63489 Broker Dk. Tel: (86) 32.02.44. FAX: (86 
324565. 
IDENTIFICATION CARDS: No identification cards required. 
REGULATIONS: No unusual regulations for the port. 
DELAYS: No delays can normally be expected. 
AUTHORITY: Harbour Master, Grenaa Harbour, Nordhavnsvej 1, Dk 
8500 Grenaa, Denmark. Tel: 86-321204. Cables: Harbourmasté 
Grenaa. Contact: J. A. Ovesen, Harbour Master or E. Stein Laurse 
Assistant Harbour Master. 


GULFHAVN: 55.12 N. 11.16 E. (See Plar 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Radio-telephone Certificate. 

Derat Certificate or Exemption Certificate. 

Exact list of tobacco, cigarettes and spirits showing the vessel's a 
the crew's supply on arrival. 

Bill of Lading (if vessel is carrying cargo). 

Copy of the Crew List is required by Kuwait Petroleum Refin® 
(Denmark) A/S. 


pILOTAGE: 3 Pilots and pilot vessel available. Pilot acts as Berthing 
Master. May be requested to board vessels at any place in the proximity 
of Gulfhavn. 

» a vessel equipped with VHF Channels 6, 10, 12, 16 of which 
Channel No. 6 used for ship-to-ship communication. Pilot station also 
equipped with VHF Channels 12, 13 and 16. Pilot can be contacted at 
the station on Channel 16. 

A vessel's ETA should be communicated by Master to Agent, 48 and 
24 hours prior to arrival. Agent will keep Refinery advised and make 
necessary arrangement with Pilot. 

Bigger ships usually take Pilot by Skaw L/V. Pilots to be ordered by 
ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in advance. 
Skawpilot listening on VHF Channel 16. 

ANCHORAGES: Korsor: Roads: Depth 20 m. (65.6 ft.). Bottom sand, 
good holding ground. Width of area about 2 square nautical miles. 
Guifhavn Roads: Depth 30 m. (98.4 ft.). Bottom clay. Good holding 
gound. Width 0.5 nautical miles. Length 1.5 nautical miles. 

Power cables running between Zealand and Agersoe Island (marked 
on charts) must be avoided. 

RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max. draft at normal tide is 15.5 m. 
VHF: Call sign “Gulfhavn” Channels 12, 14 and 16, on 16, 24 hours a 


da 
TUGS: None available locally. If required 12 hours’ notice must be given. 
Pilot will advise if weather conditions demand use of tugs (in good time). 
BERTHING: Oil pier is a T-shaped structure on which 4 berths provide 
- 1 berth for 120,000 d.w.t. tankers, 1 for 30,000 d.w.t. tankers, 1 for 
7,000 d.w.t. tankers and 1 for smaller vessels up to 700 d.w.t. 

Depths alongside: Berth 1 16.0 m. (52.5 ft.) 


Berth2 12.0 m. (39.4 ft.) 
Berth 3 7.5 m. (24.6 ft.) 
Berth 4 4.5 m. (14.8 ft.) 


Adequate lifting facilities to assist in hose connecting and handling of 
necessary hose equipment should be ready on arrival. Refinery 
representative will board on arrival and discuss discharging/loading 
operation. 

Berth No. 1 

Berth No. 1 is equipped with mechanically operated Woodfield hose- 
handling structure. The booms are 12.2 m. (40 ft.) long. Berth is primarily 
equipped for handling incoming crude, but can be used for other 
purposes (gasoils, intermediate and heavy fuels) when not being 
occupied by crude vessels. 

The booms are arranged in the following sequence of product 


handling: 
Boom No. Size of booms and contents 
1 10 in. Mogas Blendstock/Jet Fuel 
2 12 in. Crude/Gasoil Blendstock 
3 12 in. Mogas Blendstock/Jet Fuel 
4 12 in. Crude/Gasoil Blendstock Crude 
5 8 in. Heavy fuel oil 


The sequence is from South to North or from right to left as you face 
the shore. 

The distance from Danish Mean Sea Level to the highest position of 
centre line of manifold is 17.0 m. (55.8 ft.). 

In addition to the oil products handled on Berth No. 1 there are the 
following other connections on the pier: 


Size of connection Contents 
6 in. Ballast water 
6 in. Gas oil 
6 in. Intermediate and heavy fuel 
4 in. Tetra methyl lead 


A hydraulic gangway is installed at No. 1 Berth. 

Berth No. 2 
Berth No. 2 is equipped with mechanically operated hose-handling 

structure (Woodfield). The booms are 9.1 m. (30 ft.) long. 

é the booms are arranged in the following sequence of product 
andling: 
Boom No. Size of booms and contents 

Ballast water and crude oil 

Intermediate and heavy fuel 

Intermediate and heavy fuel 

Diesel Fuel/Jet Fuel 

Diesel Fuel 

10 in. Gasoline 

10 in. Gasoline 

The sequence is similar to Berth No. 1, i.e., South to North. 

The distance from Danish Mean Sea Level to the highest position of 

Centre line of manifold is 15 m. (49.2 ft.). 

F \n addition to the oil products handled on Berth No. 2, there are the 

‘ollowing other connections on the pier: 


10 in. 
10 in. 
12 in. 
10 in. 
10 in. 


NOOfWMh — 


Size of connection Contents 
6 in. Intermediate and heavy fuel 
6 in. Gas oil 
6 in. Ballast water 
6 in. Kero and Jet fuel 
6 in. Naphtha 
6 in. Light virgin naphtha 
6 in. Gasoline 
6 in Gasoline — MTBE 


In addition to the oil products handled on Berth No. 2 and No. 3, Berth 
Nos. 3 and 4 can also handle L.P.G. (liquid petroleum gas). All 
connections on Berth Nos. 3 and 4 are 6 in. 

Soring: If wires are used for mooring, polypropylene tails are required. 
MEDICAL: Hospital at Slagelse. Tel: Slagelse (03) 52 19 00. 

DENSITY: Ranges between 1023 and 1007, dependent on season and 
Weather conditions. 

FRESH WATER: Available at all 4 berths. Limited to 160 tons. Supplied 
a @ pumping rate of 15 t.p.h. 

VEL: Bunker fuel available at all 4 berths. 24 hours’ notice required. 


DENMARK 


FIRE PRECAUTIONS: The harbour is not equipped with fire-fighting 
vessel. Fire-fighting equipment is stationed on quay. 
CONSULS: 

Finnish Consulate: (Mr. Sv. Mogensen) 10 Oernumvej, DK-4220 
Korsoer, Tel. (53) 57 00 13. 

Norwegian Consulate: (Mr. Sulow Rasmussen) Caspar Brandsplads 
9, DK-4220 Korsoer, Tel. (53) 57 15 15. 

German (F.R.) Consulate: (Mrs. K. Poulsen) Batterivej 7, Korsoer, 
DK-4220. Tel. (53) 57 05 86. 

All other consulates are situated in the Copenhagen area. 
REPAIRS: Small deck and engine repairs can be carried out on request 
with permission. 

GANGWAY/DECK WATCHMEN: Available if required. 
REPATRIATION: Facilities exist via Agent. 

AIRPORT: Copenhagen 120 km. away. 

TIME: GMT plus 1 hour. 
POLICE/AMBULANCE/FIRE: Police Skelskor (03) 00; 
Ambulance Skelskor (03) 59 47 07; Fire Refinery 222. 
TELEPHONES: A public telephone box situated at the foot of the jetty. 
SHORE LEAVE: Allowed, but personnel not allowed to walk in refinery 
area. Transport will be arranged from ship to refinery entrance upon 
request. 

IDENTIFICATION CARDS: Required by crew. 

AUTHORITY: Korsoer Toldkontrol. 

Kuwait Petroleum Refining (Danmark) A/S, Gulfhavn, Post Box 49, 
4230 Skaelskor, Denmark. Tel: (53) 59 49 00. Telex: 40033. 
FAX: (53) 59 09 59. Cables: Kupdanref. Contact: P.A.Winchester, 
Refinery Manager. 
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HADERSLEV: 55.15 N. 09.29 E. 


DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Aarosund Pilot station. 

ANCHORAGES: Aarosund. 

RESTRICTIONS: Impossible to enter Haderslev by night since there are 
no aur in the fjord. Also see “General” before first port. 

MAX. SIZE: Length 110 m.; width 17 m.; depth 4.9 m. 

HEALTH: See “Copenhagen”. 

RADIO: Lyngby Radio. 

TUGS: None available. 

MEDICAL: Advance notice required if hospital facilities are required. 
FRESH WATER: Fresh water from quay. 

FUEL: Available by truck. 

CONSULS: Swedish, French, Belgian. 

REPAIRS: Small repairs available. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Carried out by the crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No facilities. 

AIRPORT: 15 km. from Haderslev. 

TIME: GMT plus 1 hour. 

HOLIDAYS: Discharging can be arranged on holidays. 
POLICE/AMBULANCE/FIRE: Police, 245 2 2525; Ambulance, 000; 
Fire, 000. 

TELEPHONES: No facilities. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

AUTHORITY: J. C. Hansen, Honnorkajen 3, Box 11, 6100 Haderslev, 
Denmark. Tel: (74) 522404/522405. Telex: 51-596. Cables: Maltsand. 
FAX: (74) 525639. Contact: F. Guldbrandt. 


HELSINGOR (Elsinore): 56.02 N. 12.37 E. 


DOCUMENTS: 

1 Cargo Manifest. 

2 Crew and Passenger Lists. 

2 Tobacco Lists. 

2 Stores Lists. 

Measurement Certificate or Registry Certificate. 

PILOTAGE: Cable address: “Soundpilot’”. Telex: 27515 Sundet Dk. Tel: 
31-386700. VHF: Channels 16, 13 and 12. Address: The Sound Pilot 
Station, Marmorvej 1, Frihavnen, DK-2100 Copenhagen, Denmark. 

For vessels entering The Sound from Kattegat, Pilots can be ordered 
from “Soundpilot” via coast radio. 

The following details are to be given: 

1. Name and call sign. 

2. ETA position from where pilotage is required. 

3. Gross tonnage and draft. 

4. Sea speed. 

5. Pilotage requirements. 

Pilots perform pilotage duties to all ports in The Sound, through The 
Sound and to any Baltic port. There are some exceptions to ports of 
Soviet Union. 

Pilots should be ordered 6 hours prior to ETA Buoy “M1” and the 
message should be confirmed or corrected 1 hour prior to ETA “M1”. 

Pilot cutter, orange hull and superstructure, “Pilot” painted on 
superstructure. 

Boarding by Buoy “M1”. 

ANCHORAGE: South of the port, in the roads of Helsingor, depths from 
19 m. to 25 m. with sand or loose clay bottom. 


(See Plan) 
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RESTRICTIONS: The Port Authority must be informed 15 minutes 
before arrival/departure/shifting on VHF Channel 16. Ship departing 
waits for ship entering. When a vessel gives signal to enter (1 long 
whistle or blast) it is regarded as an entering vessel. 

MAX. SIZE: Up to 21 ft. 06 in. draft. Also see “General” before first port. 
RADIO: Harbour Office of Helsingor call VHF Channel 16, shift to 
Channels 12 or 13 for working. 

TUGS: Tugs come from Copenhagen at 2-3 hours notice. 

BERTHING: Vessels berthed in order of arrival. 

MEDICAL: Hospital and medical facilities available. 

FRESH WATER: Approx. 15 tons of fresh water per hour delivered 
through 1.5 in. hoses at the berths. 

FUEL: Not available. 

WATCHMEN: Not required. 

CUSTOMS ALLOWANCES: See “General” before first port. 

DRY DOCKS: Dock No. 1: 155 m. long, 21.5 m. wide, 6.4 m. depth. 
Dock No. 2: 116 m. long, 16.5 m. wide, 5.5 m. depth. 

AIRPORT: 1 hour by car to Copenhagen International Airport. 

TIME: GMT plus 1 hour. 

HOLIDAYS: Work can be performed all the year round. 
POLICE/FIRE/AMBULANCE: Police Tel. 02.211448; Ambulance/Fire 


Tel. 000. 

TELEPHONES: Telephones are only available on board in particular 
circumstances. 

SHORE LEAVE: Crew are free to go ashore. 

IDENTIFICATION CARDS: Crew need passports. 

AUTHORITY: Helsingor Havnekontor, Sophie Brahesgade 1, 3000 
Helsingor. Tel: 49-210515. FAX: 49-217299. Contact: John Christensen, 
Harbour Master. 


HOLBAEK: 55.43 N., 11.43 E. 


PILOTAGE: Hundested Pilotage Authority. 

MAX. SIZE: Max. draft at present when passing Hundested 6.30 m. 
Port dredged to 6.60 m. 

VHF: Channel 16. 

TUGS: Available. 

STEVEDORES: Working hours: 0700 — 1530 Monday to Friday. 
Overtime possible if required. 

MEDICAL: Services available. 

FRESH WATER: Available. 

FUEL: Available. 

CONSULS: At Copenhagen. 

REPAIRS: Possible. 

DRY DOCKS: No facilities. 

CUSTOMS ALLOWANCES: Kalundborg Custom House is the authority. 
REPATRIATION: Facilities available. 

AIRPORT: Nearest airport at Copenhagen (Kastrup) — 70 km. 
AUTHORITY: Holbaek Port Authority, P.O. Box 120, 4300 Holbaek, 
Denmark. Tel: 53-43 01 61. Contact: Lenarht Andersson, Harbour 
Master. 


(See Plan) 


HORSENS: 55.52 N. 09.52 E. 


DOCUMENTS: 

Crew List 

List of Tobacco. 

Manifest (for Agents and Stevedores). 

Bills of Lading (for Agent's use). 
Ship's papers: 

International Load Line Certificate. 

Certificate of Register (international letter of measurement). 

Derat Certificate. 

Radio Safety Certificate. 
PILOTAGE: Pilot station is situated at Juelsminde. Normally pilot boat 
will be located South of Lillegrund. 
VHF: Channels 6, 12 and 16. Advance notice of 2 hours required. 
ANCHORAGE: No special anchorages at the firth; vessels may anchor 
beget safe navigation permits — attention is called to cable area at Hjarno 

ound. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max. length, approx. 500 ft.; max. breadth, approx. 70 n.; 
max. draft, approx. 22 ft. A dredged channel 32 m. wide and 6.9 m. 
deep leads to the harbour. 
HEALTH: Inform Agent or Port Authorities in advance in event of any 
suspected disease or fever on board. Normally no necessary procedure 
to obtain pratique. Pratique is automatic after calling at another Danish 


(See Plan) 


port. 

RADIO: VHF at Harbour office, Channels 9, 12, 13 and 16. 

TUGS: Tug “Vitus”, 1,000 h.p., stationed in the harbour. 
STEVEDORES: For working Monday morning ETA must be given Friday 
during office hours. Otherwise ETA must be given the day before work 
to commence. One suction apparatus for discharging grain. Normally 
the cargo is handled by shore cranes. There are 6 piece-goods cranes 
available. 

MEDICAL: No advance notice required. Hospital facilities available. 
TANKERS: Discharge lines diameter: 6 in. and 8 in. Four berths for 
tankers, 1 at Gropa with 5.6 m. of water alongside, 1 at DAK with 6.9 m. 
of water, 1 at KH with 6.9 m. of water and 1 at Nynas Johnson. 
FRESH WATER: Delivered alongside from shore connections. 

FUEL: All types of light fuel available. 


468 


eae Finland, 75-623433; Norway, 75-624666; Iceland 75 
24811. 

REPAIRS: No shipyard — only small repairs can be carried out. 
GANGWAY/DECK WATCHMEN: No service of watchmen necessary 
OPENING/CLOSING HATCHES: Normally carried out by crew, but cap 
be done by stevedores. 

CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No special facilities for effecting crew changes exis, 
AIRPORT: Distance from airport about 50 km., with regular airlines, 
TIME: GMT plus 1 hour. GMT plus 2 hours in Summertime from lag 
Sunday in March to last Sunday in September. 
POLICE/AMBULANCE/FIRE: Dial 000. Fire alarms placed around the 


port. 

TELEPHONES: Not available on board vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

DELAYS: No delays can normally be expected. Larger ships with bi 
draft may expect delay during nights with poor visibility. They have to 
wait for daylight in order to enter port through dredged channel. 
AUTHORITY: Havnemesteren, Havnen 5, 8700 Horsens. Tel: 75 
621014, 75-621433. Contact: Jorgen M. Olsen, Harbour Master. 


KALUNDBORG: 55.41 N. 11.06 E. (See Plan) 


Also see Port of Asnaes. 


(A) KALUNDBORG HARBOUR. 
(B) STATOIL A/S OIL TERMINAL. 


(A) KALUNDBORG HARBOUR. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Derat Certificate or exemption. 

Bill of Lading (if cargo). 

Crew List. 

Customs need a Tobacco and Spirit List, showing the vessel's ani 

the crew's supply by arrival. 
PILOTAGE: Not compulsory. Pilot station situated at Kalundborg 
telegram: Kalundborg Pilot, Tel: Kalundborg 03.51 .20.42. Green vessé 
carrying international signal flag or lights for Pilot. Contact by VH 
Channels 16, 12 and 6. Pilot is taken on board at the entrance 0 
Kalundborg Fjord. 

Bigger ships usually take Pilot by Skaw UV. Pilots to be ordered b) 
ETA-telegrams to “Skawpilot Skagen”, at least 12 hours in advance 
Skawpilot listening on VHF Channel 16. 

ANCHORAGE: Large vessels anchor in 42 ft. of water outside betwee’ 
Rosnaes and Asnaes; S.W. to N.W. winds cause swell but holdin, 
ground is good. Small vessels anchor between Gisselore Point av 
Harbour, from where channel leads to harbour. 

Tankers: The anchorage is approximately 4 — 5 miles W.N.W. of the 0 
Pier. Particulars regarding the anchorage will be given by the Pilot. 
RESTRICTIONS: Tankers: Depth in channel and at entrance 39 ft. 4 in 
entrance width 131 ft. Also see “General” before first port am 
“Section B”. 

Kalundborg Harbour: Depth of Entrance Canal: 10.0 m. Bottom wid 
of Entrance Canal: 100 m. 

MAX. SIZE: See “Berthing” and “Section B". 

HEALTH: Pratique granted by Customs Officers who bring Healt 
Declaration for Masters to complete. In event of suspected disease? 
fever on board radio details to Agent before arrival. 

RADIO: Arrival Message: The Masters of deep-sea vessels af 
requested to advise their Agents of their ETA 72 hours in advance, a 
again 24 hours before ETA. For other vessels operating in Scandinavié 
waters, a 24 hours ETA notice will be required. For coastal traffic ’ 
Danish waters, ETA is required when departing for Kalundborg. If ther 
should be any significant change in the ETA over 2 hours, addition 
advice is required. 

VHF: Harbour office on Channel 16 (0700 — 1600 hrs.). 

TUGS: Available, normally join vessel off harbour, often using vessel! 
lines. If tug’s lines are used, an extra charge will be made. 

Tankers: See “Section B”. 

BERTHING: 

Kalundborg Harbour: 

West Harbour: Length 400 m., width 60 m., depth 6 m. Quay |: Leng 
250 m., depth 6.0 m. Quay II: Length 125 m., depth 6.0 m. Quay ! 
Length 80 m., depth 6.0 m. 

East Harbour: Length 260 m., width 130 m., depth 7 m. — 8 m. Qu 
VI: Length 240 m., depth 8.0 m. Quay VII: Length 170 m., depth 7.0° 
Quay Vill: Length 70 m., depth 7.0 m. Quay IX: Length 280 m., def 
7.0 m. Quay X: Length 245 m., depth 8.0 m. 

South Harbour: Oil Quay: Length 170 m., depth 9.5 m. Quay xil: 
and General Cargo, length 350 m., depth 10 m. 

Quay Nos. II-X and XII equipped with ramps. 

Railway on quays in the East and the South Harbour. 
STEVEDORES: Available, ordered by Agent, no ETA to stevedo" 
necessary. 
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CRANES: The following cranes are available from the Port Authorities: 


1. One mobile crane (lattice crane). 
Capacity: Radius 11 m. — 30 tons — lift height 25 m. 
Radius 29 m. — 12 tons — lift height 25 m. 

The crane can be mounted with a 5,500 litre prehensile scoop to 
unload grain, gravel, fertiliser, etc. 

2. One 10-ton 12/25-ton gantry rocker crane. 

Lift height above rails 22 m. in hook operation. 

Carrying capacity with 20 m. jib (13.5 m. from quayside): 12 tons. 

Carrying capacity with 13 m. jib ( 6.5 m. from quayside): 25 tons. 

Mounted with 5,000 litre prehensile scoop: 6 tons excluding weight of 
scoop with 20 m. jib. 

3. One P.P.M. 23.09 mobile crane (telescope). 

Carrying capacity with 4 m. jib: 15.2 tons. Lift height 14.5 m. 

Carrying capacity with 6m. jib: 8.7 tons. Lift height 20.0 m. 

Carrying capacity with 15 m. jib: 2.3 tons. Lift height 21.5 m. 

4, One 12-ton 14/25 tons gantry rocker crane. 

Lift height above trails 25 m. in hook operation. 

Carrying capacity with 28 m. jib (18.5 m. from quayside): 14 tons. 

Carrying capacity with 18 m. jib (14.5 m. from quayside): 25 tons. 

Mounted with 6,000 litre prehensile scoop: 7 tons excluding weight of 
scoop with 28 m. jib (18.5 m. from quayside). 

Also see “Berthing’’. 

TANKERS: See “Section B”’. 

MEDICAL: Hospital and doctors available. 

DENSITY: 1011. 

FRESH WATER: Available, supplied from shore by hose, about 15 t.p.h. 
25t.p.h. in Oil Harbour. 

FUEL: All grades available, 24 hours ETA required by truck or barge 
Statoil, BP). 

FIRE PRECAUTIONS: No smoking allowed. 

CONSULS: Norway: Mr. Jorgen Moller, Consul. Tel: (53) 51.19.01. 

Sweden: Mr. H. Meredin Petersen, Vice-Consul. Tel: (53) 51.00.51. 
REPAIRS: All types of repairs available. 

ORY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not necessary. 

OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: All facilities exist. 

AIRPORT: Nearest at Copenhagen about 80 miles from Kalundborg. 
Served by regular airlines. 

TIME: GMT plus 1 hour. GMT plus 2 hours in Summer. 

HOLIDAYS: New Year's Day; Easter Thursday; Good Friday; Easter 
Monday; Ascension Day; 1st May; Whit Monday; Prayer Day; 5th June; 
Christmas Day; 2nd Christmas Day. No work can be carried out. 
POLICE/AMBULANCE/FIRE: Police (53) 51.14.48. Hospital: (53) 
51.10.01. 

BANK: Den Danske Bank, Kordilgade 18, DK — 4400 Kalundborg. Tel: 
Bes cans Open 9.30 a.m. — 4.00 p.m. (closed Saturday and 
iunday). 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

SHIP SUPPLY SERVICES: Schierbeck’s Supply Service, Njalsgade 21, 
2300 Copenhagen S. Tel: 31-57 00 66 (day and night). Cables: 
Schierbeck Copenhagen. Telex: 31143. Maximum cargo 8 and 40 tons. 
Maximum 12 passengers. 

Kalundborg Supply Service, Ulshojvej 25, 4400 Kalundborg. Tel: 53- 
51 20 42 and 51 69 17. Maximum cargo 10 tons. Maximum 12 
passengers. 

Service: 24 hours. 

Rendezvous position for deep draft vessels: 

Lat. 55° 43.5’ N. Long. 10° 47.8’ E. 

Notice: 6 hours’ notice required through Agent. 

Supply vessel: “Kalundborg Supply” is an ultra modern supply boat 
equipped to the standards approved by the Danish Government 
Inspection of Ships. 

She was built and delivered in 1982 and has 2 150 h.p. engines with 
twin screw which delivers a service speed of 16.5 knots. Her loading 
capacity is 10 tons with a deck space of 5 m.x 3 m. 

Wulff's Eftf. /S Skibshandel, 8 Skibbrogade, DK-4400 Kalundborg. 
Tel: (53) 510345. After office hours (53) 513706 and (53) 508720. Telex: 
44359. Cable Address: Wulffsef Kalundborg Territory: Kalundborg, 
Kalundborg Roads, Great Belt and Stigsnaes. Can also deliver provision, 
bonded stores, deck and engine stores. 

DELAYS: Due to ice between 15th December and 31st March. 
AUTHORITY: Kalundborg Port Authority, P.O. Box 50, Radhuset, DK — 
4400 Kalundborg, Denmark. Tel: Harbour Board (53) 51.33.11. Harbour 
Master (53) 51.01.88. FAX: (53) 510615. 


(B) STATOIL A/S OIL TERMINAL: 


LOCATION: Statoil A/S's refinery is situated at the bottom of Kalundborg 
Ford in the island of Zealand, at Lat. 55° 40.6’ N., Eong:aldi?S.55E-. 
Largest chart of Kalundborg Fjord: B.A. No. 2596/D.A. No. 145. 
DOCUMENTS: The following documents are required on arrival and for 
Clearance: 

Ship's Registration. 

Load-line Certificate. 

Safety, Radio and Telephony Certificates. 

Safety Equipment Certificate. 

Derat Certificate. 

Tew List. 

Construction Certificate. 

Tobacco and Spirits List. 

Oil Pollution Certificate. 

BIL (if carrying cargo). 

Certificate of Origin (T2L.EUR1). 

'n addition, a list of tobacco and spirits must be presented to the 

ustoms service, showing the ship's and crew's supply on arrival. 
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PILOTAGE: For vessels over 5,000 d.w.t., a Harbour Pilot must always 
be used. In case of special reasons, an exemption from this rule can 
be granted by the Pier Master. 

A Harbour Pilot must be used for vessels under 5,000 d.w.t. in those 
cases where the Master of the vessel in question calls at the pier for 
the first time as Master of the ship. 

ANCHORAGE: The anchorage is 4 — 5 nautical miles W.N.W. of the 
Oil Pier. Closer information concerning the anchorage will be given by 
the Pilot. 

RESTRICTIONS: The pier is open to navigation day and night, apart 
from restrictions under special weather conditions. 

Navigation Restrictions: The harbour is closed to traffic when the wind 
force is over 23 m./sec. (Force 9), or when the visibility is less than one 
ship's length. 

Pier A and B; If the wind direction is between S.W. and N.N.W., and 
the wind force is between 15 m./sec. (Force 7) and 23 m./sec. (force 
9), Pilot and tug must be used. An exemption from this rule can be given 
only in special cases. 

Pier C: \f the wind direction is between S.W. and North, and the speed 
is between 15 m./sec. (Force 7) and 23 m./sec. (Force 9), then Pilot and 
tug must be used. Only in special cases can there be granted exemptions 
from this rule. 

MAX. SIZE: See “Berthing”. 

HEALTH: See “Section A”. 

TUGS: Tugs are to be ordered through the Agent according to the 
scheme below. The minimum requirements for tug assistance under 
normal weather conditions (wind force below 10 m./sec.) are as follows: 


Number Total Min. 

Vessel's of Min. Bollard 
Size Tugs h.p. Pull 

(k.d.w.t.) (tonnes) 
Pier A 10-16 1 2,000 18 
Arrival 16-26 2 3,500 36 
26-56 3 5,000 75 
56-70 3 7,500 85 
70-90 4 9,500 120 
90-120 4 11,000 130 
Pier A 10-16 1 1,800 17 
Departure 16-56 2 3,500 36 
56-120 2 5,000 60 
Pier B 10-16 1 2,000 18 
Arr./Dep. 16- 2 3,500 36 


For vessels over 16 k.d.w.t. equipped with bow thruster the number 
of tugs is reduced by 1, however, by not more than 1,500 h.p. 

lf the wind force exceeds 10 m./sec. then with due regard to the 
expected weather situation for the area, the Shipmaster, the Pilot of the 
watch and the Refinery must come to an agreement on whether the 
vessel shall wait for a weather improvement, or whether the tugboat 
capacity shall be increased. 
Mooring Boats: Mooring boats and men must be used, and are available 
from Kalundborg Boat Service. 
Speed: Ships, which call at the pier without tugboat assistance, must 
reduce their speed to an absolute minimum before passing the outer 
dolphins. Prior to this, a realistic astern movement must have been made 
in order to ensure that the reversing functions satisfactorily. 


BERTHING: 
PIER A: 

Max.vessel size 120,000 d.w.t. 

Max.vessel LOA — 262 m. (860 ft.). 

Max.freeboard 46 ft. 

Max.draft for vessels up to 70,000 d.w.t. 12.50 m. (41 ft.) in brackish 
water at normal water level. 

Max. draft for vessels over 70,000 d.w.t. 12.19 m. (40 ft.) in brackish 
water at normal water level. 

Discharge of crude oil takes place via 2x 12 in. cargo hoses fitted with 
12 in. ASA flanges for a 30 in. pipe-line to the Refinery. The 30 in. crude 
oil line to the Refinery is about 2 km. long. Discharge rate for crude oil 
is about 5,500 cu.m.p.h. at maximum pressure. Max. loading/discharge 
pressure on the product and crude oil line is 7 bar. 

During discharging through the crude oil line, the line pressure will be 
monitored at the Pier Office. 

The following products are available at Pier A: 
JP1, JP8 loading/discharge 
Naphtha loading/discharge 


6 in. ASA flange 
6 in. ASA flange 


Regular gasoline loading 6 in. ASA flange 
Premium gasoline loading 6 in. ASA flange 
Autodiesel loading/discharge 6 in. ASA flange 
Gas oil loading/discharge 6 in. ASA flange 


Marine gas oil/motor gas oil 
Various fuel oil grades 


bunkering 
loading/discharge 2x6 in. ASA flange 
PIER B: 
Max.vessel size 16,000 d.w.t. 
Max.vessel LOA 171 m. (560 ft.). 
Max.draft 10.06 m. (33 ft.) in brackish water at normal water level. 
Max.loading/discharge pressure on crude oil and product lines is 7 bar. 
The following products are available at Pier B: 


JP1, JP8 loading/discharge 6 in. ASA flange 
Naphtha loading/discharge 6 in. ASA flange 
Regular gasoline loading 6 in. ASA flange 
Premium gasoline loading 6 in. ASA flange 
Autodiesel loading/discharge_ 6 in. ASA flange 
Gas oil loading/discharge_ 6 in. ASA flange 
Marine diesel/motor diesel —_ bunkering 

Marine gas oil/motor gas oil bunkering 

Various fuel grades loading/discharge_ 6 in. ASA flange 
Crude oil discharge 6 in. ASA flange 
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PIER C: 
Max.vessel size 5,000 d.w.t. 
Max.vessel LOA 110 m. (360 ft.). 
Max.draft 6.4 m. (21 ft.) in brackish water at normal water level. 
Max.loading/discharge pressure on the product line is 7 bar, however, 
max. pressure on the LPG system is 19 bar. 
The following products are available at Pier C: 


Regular gasoline loading 6 in. ASA flange 
Premium gasoline loading 6 in. ASA flange 
Autodiesel loading/discharge_ 6 in. ASA flange 
Gas oil loading/discharge 6 in. ASA flange 
Marine diesel bunkering 

Marine gas oil/motor gas oil bunkering 

HFO loading 6 in. ASA flange 
Asphalt loading 6 in. ASA flange 
LPG loading/discharge 4 in. ASA flange 
Crude oil discharge 6 in. ASA flange 


RADIO: Arrival Advice: For crude and ocean-going vessels the Master 
is requested, through the ship's Agent, to inform the Refinery of the ETA 
72 hours before arrival, and again 24 hours before arrival. 

For vessels which operate in Northern waters, ETA is to be given 
24 hours before arrival. For local traffic, ETA is to be given on departure 
for Kalundborg. If there should be changes in ETA, in excess of 2 hours, 
this has to be reported to the Refinery via the Agent or over VHF. 
VHF: Calls to the pier are made on VHF Channel 16. The working 
frequencies of the pier are Channels 9 and 12. 

About 5 nautical miles before arrival, the pier is called on VHF, and 
the vessel informs the Pier Foreman of the precise time of arrival. 
CARGO HANDLING: On any receipt of cargo, a representative of Statoil 
A/S will come on board on arrival of the ship, and together with the ship's 
Chief Officer make a complete cargo calculation, and also take out an 
average sample of all the ship's tanks intended for Statoil A/S. 

Measurement of ullage will be made to the nearest 0.125 in. or 1 mm. 

Temperature measurement will be made electronically to the nearest 
0.25°C of an average measurement of top, middle and bottom of all 
cargo tanks’ content designated for Statoil A/S. 

Any measurement of free water on arrival, and also Remaining On 
Board (ROB) after discharging, will be corrected for possible trim. 

if the quantity of ROB is more than 0.1% of the BY/L, samples will be 
taken of the ship's tanks that contain relatively large ROB, for later 
reference, but in this connection it is important to point out that Statoil 
expect that the ship does its utmost to drain both ship's tanks and pipe 
systems satisfactorily. 

If the ship is not furnished with a satisfactory “Vessel Experience 
Factor”, then this is calculated in concert with a Representative of Statoil 
A/S, and this factor is used for cargo calculation. About 1 hour after 
finishing the discharge, a Representative of Statoil A/S will come on 
board and present a preliminary statement of the discharged quantity, 
as compared with B/L and sea transport. 

The following shipping documents are to be handed over to Statoil A/S: 

Tank Condition Certificate — Prior Loading. 

Bill of Lading. 

Quantity Certificate (Intake Certificate/Shoreside Measurement). 

Quality Certificate (Laboratory Report of Tests). 

Copy of any Protest issued to Loading Terminal. 

Vessel Ullage Report — Loading/Discharging. 

Dry Certificate or Post Discharge Vessel Ullage Report 

2 Sealed Samples from Loading Port. 

Static Electricity: Some of the oil products, which are shipped through 
the terminal, have poor conductivity, and therefore accumulate static 
electricity under certain conditions. 

The electrostatic generation arises especially during flow in the pipe 
system at start of loading, as water and rust particles in pipes and tank 
bottom are stirred up. Turbulence and “splashing” are also a contributing 
cause. It is therefore necessary to observe special measures and 
precautions. 

Handling of Statically Accumulating Products: 

The following statically accumulating products are shipped at the pier: 

Regular gasoline. Naphtha. Gas oil. 

Premium gasoline. Jet fuel. Diesel oil. 

Loading speed: If the ship is gas-free on arrival, the loading speed 
will normally be about 500 cu.m.p.h. It is a condition that the product to 
be loaded can meet the requirements of the scheme (see “Rules”). 

If the ship's tanks are kept inerted during loading, then static 
precautions are not necessary. 

The following table can be used for calculating the flow velocity with 
different pipe-line dimensions: 


Pipe Diameter Flow Velocity 

80 mm. 2 in. 16 cu.m.p.h./m. per sec. 
100 mm./ 4 in. 29 cu.m.p.h./m. per sec. 
150 mm./ 6 in. 65 cu.m.p.h./m. per sec. 
200 mm./ 8 in. 116 cu.m.p.h./m. per sec. 
250 mm.,/10 in. 182 cu.m.p.h./m. per sec. 
305 mm./12 in. 262 cu.m.p.h./m. per sec. 


During loading and within 30 minutes after finishing loading, no 
conductive objects, such as thermometers, sounding tapes, etc., must 
be lowered into the tank, or be contained in the tanks. 

It shall be noted that liners for thermometers and samplers shall be 
of a natural product; synthetic fibres must not be used. 

After a period of 30 minutes, metallic equipment may be used for 
sounding, dipping, etc., but it is important that the equipment is grounded 
to the ship before it is lowered into the tanks, and that it remains 
grounded until it is removed from the tank hatch. 

Firmly installed ullage measuring devices do not represent a static 
danger, provided that the float has conductive connection to the ship's 
deck, and metal guide wires are intact. Measurements and sampling 
with non-conducting equipment without metal parts are possible at any 
time. Measurements in sounding pipes are possible at any time, provided 
that the sounding pipe is below the liquid surface. 
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Rules for Handling Static Products: (With ullage measuring, sampling 
temperature measuring, loading and discharge). 


Are static measures necessary) 


Product Remarks Tanks Not 
Inerted Gas-free Gas-free 

Gas oil Temperature lower No No Yes 
than 45°C 

Gas oil Temperature higher No Yes Yes 
than 45°C 

Gasoline, 

tee oinbey Flashpoint below 60°C No Yes Yes 

Kero 

LPG: 


Propane (C3H,): Colourless gas or liquid, almost odourless. 
Flash point: Less than — 18°C. 

Explosive limit: 2% — 10% 
Health limit: 1,000 p.p.m. 

Butane (C,H,,): Colourless liquid or white crystal-like dry matter. 
Flash point: Less than 0°C. 

Explosive limit: 1.5% — 9% 
Health limit: Not accessible 

If this happens Do this 

Fire Shut off the gas inlet, and use powder, CO, or othe 
chemical extinguishing medium. Cool the tanks with 
sprinkler equipment or water fog. 

Liquid in the eyes Rinse the eyes carefully with clean water for at leas 
15 minutes. Go to see a doctor as soon as possible 

Liquid on the skin Treat the exposed area with hot water until its 
thawed. Go to see a doctor as soon as possible. 

Inhaled vapour Go out into the fresh air at once. If necessary, stat 
resuscitation by “mouth-to-mouth” or ‘“mouth-to 
nose” method. 

Spillage Avoid contact with the liquid which will quick) 
evaporate. Avoid ignition. Contact the pie 
immediately if larger spillage should arise. 

Working Procedure for LPG-Arm: 

1. On arrival, attempts are to be made to position the ship in such: 
way that the Loading Arm gets the greatest possible freedom ¢ 
motion when mounted on the manifold. 

2. During cargo handling, the ship shall always lie within the operatin, 
range of the Loading Arm. 

3. If one of the Loading Arm’s limits is reached, an alarm consisting 
of a yellow quick flash signal, on a mast behind the Loading Am 
will be activated. At the same time, an alarm will be activated é 
the pier office. 

4. When the loading/discharging operation is complete, and th 
Loading Arm is drained empty, this is purged with nitrogen fron 
ashore. 

5. In case of a critical situation, the shore valve is closed by usin 
the yellow actuator box placed onboard. 

There is no danger connected with the closing of this valve, as thet 

are expansion systems at the pier. 

IMPORTANT: The Loading Arm must only be operated when it is emp} 

of liquid, as otherwise it will be out of balance. 

Maximum operating pressure of the LPG-plant is 19 bar. If th 

deg operating pressure is exceeded, an alarm bell will be activate 

at Pier C. 


BALLAST: Ballast shall be discharged to a ballast tank ashore, with th 
exception of pure ballast water from clean permanent ballast tanks. 

The ballast tank ashore can hold 4,500 cu.m.; there is usually abov 
2,000 cu.m. available. 

It is important that all ships, which are to pump ballast water, as ean 
as possible inform the Pier Foreman over VHF about the quantity ¢ 
ballast water to be pumped ashore. Tankers of 7,000 d.w.t. and mort 
that wish to use the ballast facilities, shall as early as possible advst 
the pier via the ship's Agent of the quantity of ballast/purified wate 
which can be expected on arrival, as well as of the last cargo type. 

The Refinery will only accept ballast water from ship's tanks, whe 
on the previous voyage have contained mineral oil products. Ballas 
water, containing any kind of chemicals, cannot be accepted. While th 
ship is alongside the pier, all sea and overboard discharge valves f 
connection with the cargo system, must be kept closed and sealed. Tt 
sealing must only be broken in concert with the Pier Foreman. 

On taking in ballast alongside the pier, sea valves must not be opené 
until the pump is working, and the other valves are open. Ballast tané 
must not be filled higher than ullage 7 ft. 

It is important in this connection to emphasise the danger of ballast 
in tanks not free from gas. Watch out for gas concentrations both ¢ 
the ship and at the pier, and reduce the ballast intake, if necessary. 
Tank Inspection: Prior to loading, the tanks are to be inspected for walé 
impurities, and foreign matter by the pier personnel. 

During the inspection, the loading valves must remain open so th 
there is no liquid in the pipes. 

The inspection is to be done from the deck through the hatches 
sounding holes by using torches or mirror. 

The pier personnel are not allowed to enter ship's tanks without spe® 
permission. 

Before entering a ship's tank, a permit must be obtained from the Pe 

Master or the Shift Supervisor, and only after having made s¥ 
personally and in concert with the Ship's Officer on duty that the situat® 
is such that entering the tank is justifiable. 
Inert Gas System and Tank Cleaning with Crude Oil: The Refinery doe 
not make additional demands on Inert Gas Systems and tank clean 
with crude oil than those described in international regulations (IM 
and VIM 020-040-005. 


tis the Master's direct responsibility to ensure that the inert gas plant 
s operated according to instructions, and that tank cleaning with crude 
ois carried out safely and efficiently, and that loading officers, who are 
responsible for the cargo handling, are familiar with all rules and 

ures for controlling the system. 

The Refinery will normally require a 100% COW of all cargo tanks 
gesignated for discharging in Kalundborg, in order to maximise the 
receiving quantity. 

On arrival of the ship, a Pollution/Performance Inspector will go on 
poard, and remain on board throughout the ship's stay. 

The Inspector's task will be to assist the ship in all aspects, which can 
contribute to a safe and good operation alongside the pier, and to 
supervise that the stay proceeds within the existing safety/pollution 
mits, including a thorough check-up on tank cleaning with crude oil and 
the inert gas plant, and he will especially watch closely the percentage 
of oxygen in the ship's tanks, which at no time must exceed 8%, and 
pat the inert gas plant always maintains a positive pressure in the cargo 
tanks during discharging. 

{fthe ship is unable to maintain a positive pressure in the cargo tanks, 
or cannot maintain less than 8% oxygen in the tank atmosphere, the 
Shipmaster will be requested to shift to anchor until the inert gas plant 
is operative again, allowing for the risk of self-ignitable iron sulphides. 

Prior to cargo handling, the responsible officer will be requested in 
concert with the Pollution/Performance Inspector, or the Pier Foreman, 
to fill in Safety Check Lists and a Check List for COW so that the ship 
as well as the Refinery may be sure that cargo handling can be 
commenced within the existing minimum safety regulations for the 

ration. 

MEDICAL: Medical and dental treatment are arranged by the ship's 


Agent. 

FRESH WATER: The ship can be provided with fresh water at a delivery 
rate of approximately 25 t.p.h. 

FUEL: Bunkers and lubricating oils can be supplied through the Agent. 
Orders should be given in good time through the Agent before arrival. 
TELEPHONE: A pay phone for international calls is installed in the Pier 
Office building. Furthermore, a mobile telephone plant is set up with the 
Master. This gives access to the Refinery and the Danish authorities in 
case of an emergency. The telephone also gives access to international 
calls. 

SAFETY: Mooring: The ship shall be moored satisfactorily, and the 
ropes held taut during the entire stay at the pier. Steel wires must not 
be used for mooring unless they have rope tails and these are fastened 
on quick-release hooks. Wires and fibre ropes shall not be used together 
inthe same direction. 

Anchors not being used shall be secured. 

Fire Wires: Fire wires shall be placed correctly fore and aft. Wire eyes 
shall be placed directly below the waterline, and adjusted regularly 
during cargo handling. The ends shall be properly secured to the ship’s 
bollards, and have sufficient slack on deck. The slack of these wires 
shall be so secured that it can easily be broken by tugboats. 

Access between Ship and Pier: |!mmediately after completing mooring, 
the ship shall land a gangway ashore. The landing may consist of an 
adequately mounted gangway or accommodation ladder. 

At Pier A, larger ships have a gangway from the shore. Special 
consideration has to be given to the difference in height between ship 
and pier which may grow large. 

Emergency escape: In connection with the normal gangway/ 
accommodation ladder described above, a safe and fast emergency 
escape possibility shall be readily accessible on both ship and pier. 

1 aM this can consist of a lifeboat ready for immediate use, 
placed aft. 

GENERAL: Duc d’Alba: Ships must only moor at the pier, and not at 
the duc d’Alba. 

Traffic at the pier: There is lively ferry traffic in the harbour. About 15 
limes in 24 hours, a ferry passes by the pier at a distance of 100 m. — 
300 m. from the pier head. 

Dry cargo ships up to 10,000 d.w.t. call at Kalundborg Harbour at a 
distance of approximately 500 m. from the pier head. Sailing is done at 
feduced speed. Tankers and bulk carriers call at Asnaesvaerket in 
varying sizes up to about 160,000 d.w.t. 

Sailing: As soon as loading/discharge is finished, all ships have to leave 
the pier on request. 

Ughtening: According to Order No. 472 of 21st September, 1978, by 
the Ministry of Commerce, lightening of tankers must only take place in 
position 55° 42.0’ N., 10° 59.8’ E., and within a radius of 0.3 nautical 
miles. When tankers lighten in Kalundborg Fjord, other vessels must 
pass the area with caution and at slow speed. 

lay-time: To expedite the turn-round of vessels, the Master is requested 
{0 co-operate with the personnel ashore in order to minimise the lay- 
time. Any delay arising, and which can be expected to drag on, must 
pm a to the Pier Office so that it can contribute to solving possible 

lems. 
Portable Receiver: On arrival of the ship, the Officer on duty is handed 
aportable receiver. This radio must be turned on, and be carried during 
the entire stay at the pier. The radio is to be tested at regular intervals. 
Ughters and Boats with Supplies: Lighters and boats with supplies are 
not allowed to lie alongside the quay or ship's side, unless they are 
properly equipped to work in a possible oil-containing atmosphere, and 
“lee respectively from the ship's Master and the Pier Master 
leputy. 

lide and Current: The difference between the average high tide and 
average low tide is about 0.3 m. A gale from N.W. can give a rise of 
13m. above the daily level, while a gale from S.E. can give a fall of 

‘3m. below the daily level. There is almost no current at the pier. 
Winds: The predominant wind direction is West, but most of the gales 
come from N.W. Wind velocities which exceed 15 m./sec. (force 7) 
usually occur for about 20 hours a year from S.W., about 15 hours from 
west, 40 hours from N.W. and 25 hours from North. 

forage Supplies: For quantities exceeding 5 tons, supplies shall be 


pj by sea via a special lighter (this rule does not apply to luboil 
les). 


DENMARK 


Repair of Nautical Equipment and Instruments: Repairs can be arranged 
through the Agent. It is recommended that the Agent receives such 
requests in good time. 

Sanitary Measures: Standard regulations for Danish harbours regarding 
sanitary conditions apply at the Oil Pier. Waste must not be thrown 
overboard. Special waste containers are placed at the pier. Special 
consideration to avoid pollution of the pier from flushing of toilet, 
bathroom, etc., must be taken. If the ship wishes to pump sewage 
ashore, facilities are available at the pier, but a minimum notice of 
6 hours is required. This is given via the Agent. 

Mail: The Agent delivers and receives mail from the ship. 

Visitors to the Ships: Only persons doing business may come to the 
pier. Visitors, such as guests of the Master, can get permission to come 
on board, on condition that the Master has made a request to the Pier 
Office. Further details on permission for visitors are available on 
application to the Pier Office. 

On arrival of the ship, magnetic cards are handed out which give 

access to the gate into the pier area. It is the Master's responsibility 
together with the ship's Agent to ensure that cards are handed out to 
relevant members of the crew. 
Oil Spillage: Attention is drawn to the fact that there have been bad 
experiences with regard to oil spillage, caused by opening sea valves 
before having started the ballast pumps, and by tanks overflowing during 
loading. Very small quantities of oil that get into the water have to be 
removed and this can become rather costly. 

In order to spare the shipping company unnecessary expenses, the 
responsible persons are enjoined to have their attention directed to all 
conditions that can cause even small oil spillages. Oil spillage comes 
under the authorities’ sphere, and that matters of dispute as to guilt can 
be referred to the police. 

Air Pollution: The Master must take precautions against emitting large 
quantities of smoke from the funnel. Use of soot blowers whilst the ship 
is in port is not allowed. 

Inspection: The Pier Master or his deputy must at any time be admitted 
to all ships to see that all directions are complied with. 

Agent: Immediately after arrival of the ship, the ship’s Agent goes on 
board so that the Master can inform him of the ship's necessities. Ships 
which are requested to anchor outside the harbour to wait for mooring 
space can possibly get an Agent on board at the anchorage. When the 
ship lies at the pier, telegrams and radiograms are to be delivered 
ashore. Contact the Agent for further information, and the Agent's 
representative for further dispatch via the facilities. 

OPERATOR: Statoil A/S, Refinery, DK-4400 Kalundborg, Denmark. Tel: 
(53) 511900. Telex: 44343. Cables: Stara. FAX: (53) 516298, 517081. 
Contact: M. H. Thyssen, Pier Master. 


KOGE: 55.27 N. 12.12 E. 


DOCUMENTS: For Customs, vessels require: 

Vessels of 150 ton and upwards, Load Line Cert. 

Vessels of 300 ton and upwards, Load Line Cert., Radio Safety Cert. 

Vessels of 500 ton and upwards, Load Line Cert., Radio Safety Cert., 

Equipment Safety Cert. 
For all passenger vessels also Safety Cert. 
For stevedores vessel shall have Bills of Lading, Manifests and 
Loading plans. 

PILOTAGE: Pilotage compulsory for all tankers and vessels over 300 
g.r.t. or 750 d.w.t. Vessel to call Pilot 2 hours before arrival. VHF on 
pilot station and pilot boat. Watch on Channel 16. Normal international 
light and sound signals used. Pilot boat located about 2 nautical miles 
East of port. No difference in bad weather. 
ANCHORAGES: 1-2 nautical miles East of port with good bottom 
conditions. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max.permissible length 160 m.; max.permissible draft 7 m. 
HEALTH: Normal quarantine rules. 
RADIO: Lyngby Radio or any other radio station in Denmark. 
TUGS: 1 tug of 300 h.p. and 1 tug of 600 h.p. available. Additional tugs 
can be obtained from Copenhagen. 
CRANES: Port Authority: 1 x 25 ton and 1 x 36 ton mobile cranes with 
hook, grab and container equipment. 
Private: 1 x 12 ton mobile crane and 2 coal cranes. 
STEVEDORES: Normal ETA and description of vessel required. 
MEDICAL: Doctor and hospital assistance available; other facilities to 
be obtained from Copenhagen. 
TANKERS: Only 1 tanker berth, no specific requirements. LPG also 
handled. 
FRESH WATER: Water from wharf. 
FUEL: Products are delivered in Koge, others from Copenhagen. 
FIRE PRECAUTIONS: Normal fire precautions. Tankers cannot request 
to go to berth before loading/discharging. 2 fire watchmen from the fire 
department. 
CONSULS: Nearest at Copenhagen. 
REPAIRS: Small repairs. 
DRY DOCKS: 2 smail slipways for vessels up to 200 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No facilities exist. 
AIRPORT: Nearest in Kastrup Lufthavn; Copenhagen about 40 km. 
away. 
TIME: GMT plus 1 hour. 
HOLIDAYS: Normal Danish holidays, change from year to year. 
Normally work can be arranged. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


POLICE/AMBULANCE/FIRE: Ambulance and Fire (53) 653300; Police 
651448 or use alarm 000. 

TELEPHONE: No arrangements exist for placing on board. 

WIND: Wind between N.E. and S.E. can give up to 1.6 m. HW and West 
wind up to 0.9 m. LW. 

SERVICES: Pilot makes compass adjustments. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

GENERAL: The North Port of Koge, “Nordhavn”, Lat. 55° 27’ 4" N., 
Long. 12° 11’ 7” E. Length of quayage 300 m. Depth 5.5 m. 
AUTHORITY: Koge Havnekontor, Havnen 39, 4600 Koege. Tel: 53- 
650113. Contact: Harbour Master. 


KOLDING: 55.29 N. 09.30 E. 


DOCUMENTS: 

3 copies Crew List. 

3 copies Crew Declaration (Tobacco, Spirits, etc.). 

1 copy Tobacco List. 

1 copy Stores List. 
PILOTAGE: Pilot station in Skaerbaek at mouth of Kolding Fjord. 
Tel. (75) 564425. VHF Channel 16 (Working on Channels 12 and 13) 
when vessels are expected. 

Harbour Office to be advised of ETA/ETD one hour in advance during 
office hours. 

Pilot also available at Assens Pilot Station (55° 16’ N., 09° 45’ E.). 
2 hours notice required. VHF Channel 16 or Tel. (75) 564425. 
ANCHORAGES: At Skaerbaek. 
RESTRICTIONS: See “General” before first port. Max. speed in port is 
4 knots. 
MAX. SIZE: Maximum permissible length 200 m. Max. beam 25 m. 
Max. draft 7.0 m. 
RADIO: Lyngby Radio. 
VHF: During office hours the Harbour Office is on Channel 16, working 
on Channels 12 and 13. 
TUGS: Available. 


(See Plan) 


BERTHING: 
Berth Depth Facilities 
No. (m.) 
1 3.0 — 5.0 
2 7.0 5 ton slewing crane (private) 
3 7.0 5 ton slewing crane (private) 
4 7.0 
5 6.0 
6 6.0 
7 5.0 
8 5.0 
9 5.0 
10 5.0 Bitumen 
11 6.0 
12 6.0 
bs na | 5 ton portal crane (grab/hook) - 
15 6.0 } Grain and feedstuff. 
16 7.0 Suction/loading rate 350 t.p.h. 
17 7.0 Cement 
18 7.0 7 ton slewing crane (private) 
19 7.0 
20 7.0 
21 7.0 
22 7.0 25 ton portal crane (grab/hook) 
23 _ 
24 — 
CRANES: 


Mobile Cranes: 1 x 36 tons with grab/hook at Berths No. 19 — 22. 
1 x 7.5 tons with hook at Berths No. 1 — 22. 1 x 24 tons with grab/hook 
at Berths No. 1 — 22. 

Also see ‘Berthing”. 
Hoppers: 1 x 65 tons, with discharge funnel, at Berth No. 22. 
1 x 45 tons, with discharge funnel, at Berths No. 11 — 22. 
STEVEDORES: Obtained through Agents. 
Normal Working Hours: 


Monday — Wednesday Thursday — Friday 


0700 — 0830 0700 — 0830 
0900 — 1200 0900 — 1200 
1230 — 1600 1230 — 1530 


MEDICAL: Hospital facilities available. 
FRESH WATER: Available from quay. (120 kr. per ton). 
FUEL: Available. 
CONSULS: 
Finland: J. Borum, Haderslevvej 25, Kolding. Tel. (75) 521233. 
Malta: Chr. Hindkjoer, Fabriksvej 27, Kolding. Tel. (75) 525533. 
Peru: M. Ohmeyer, Hobbelskoven 29, Kolding. Tel. (75) 528981. 
Sweden: Ove Gronborg, Osterbrogade 14, Kolding. Tel. (75) 522711. 
REPAIRS: Only small repairs can be carried out. 
GANGWAY/DECK WATCHMEN: Gangway watchman required. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Distance from Billund Airport 40 km. Billund Airport is served 
by regular airlines. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer (March 
— September). 
HOLIDAYS: See “Copenhagen”. 
POLICE/AMBULANCE/FIRE: Police, Tel. (75) 522800; Ambulance, Tel. 
(75) 522222: Fire, Tel. (75) 522222, Help, Tel. O00. 
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TELEPHONES: Telephones obtainable on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

GENERAL: Charts: Danish Charts No. 156 and 158. British Admiraly 

Chart No. 3465. 

Garbage: All waste to be placed in containers on the quay. 

Cleaning: The washing of decks and cleaning of holds and tanks ; 

forbidden. 

AUTHORITY: Havnemesterens Kontor, Jens Holmsvej 1, 6000 Kolding 

His (75)-520594 (24 hour relay). Contact: Per Bendix Jensen, Harboy 
aster. 


KORSOR: 55.20 N. 11.08 E. 


DOCUMENTS: See “Copenhagen”. 
PILOTAGE: Not compulsory. ETA and request for Pilot must be mag 
to Belt Pilot 4 hours before arrival via VHF Channel 16. 
ANCHORAGES: 0.5 miles S.W. of buoy “Nygrund”. It is prohibited ¢ 
anchor inside the outer pier. 
MAX. SIZE: LOA 225 m., and 7.5 m. draft. Tidal variation 0.3 m. 
RADIO: Lyngby Radio OXZ. 
VHF: Korsor Harbour on Channels 16, 13 and 12. Tugs are worked 
Channe! 12. 
RADAR: Pilot boats are radar equipped. There is no Port Control Radz 
TUGS: Available. 24 hours notice to Agents, via Lyngby Radio, mus 
be given. 
CRANES: 1 mobile crane of 24 tons, 4 cranes with grabs. Furthe 
equipment may be obtained at short notice. 
BULK CARGO FACILITIES: Grain elevator with three pneumat 
dischargers. 
SPECIALISED CARGO-HANDLING FACILITIES: At present, 2 bert 
for Ro/Ro traffic. 
BRIDGES: There are bridges between Gl.Havn and _ Inderhav 
Max. LOA 100 m., beam 25 m., draft 5.7 m., allowed to pass unde 
these bridges. 
STEVEDORES: Working hours 0700 — 1600 hrs. (1 shift), Monday & 
Friday. Night shifts by arrangement. 
MEDICAL: Hospital at Slagelse, 15 km. away. 
FRESH WATER: Available. 
FUEL: Available by tank truck, if sufficient notice given. 
CONSULS: Nomegian, German (F.R.), Swedish and Finnish. 
DRY DOCKS: None. One slipway of 600 tons displacement. 
SERVICES: Compass adjuster available. 
GANGWAY/DECK WATCHMEN: Not necessary. 
HATCHES: Opening/closing normally done by ship's crew. 
AIRPORT: Nearest at Copenhagen, 1 hour 10 minutes by rail. 
TIME: GMT plus 1 hour. Summertime GMT plus 2 hours from Marcht 
September. 
HOLIDAYS: Usual Danish holidays. 
GENERAL: 

Chart: Danish Chart No. 143, Storebaelt between Langeland - 
Sprogoe, covers this port, which lies 3 miles East of Route T. 

Ferry Traffic: Attention is drawn to the intense ferry traffic betwee 
Korsor and Nyborg. 
AUTHORITY: Korsor Port Authority, Amerikakajen 2, DK4220, Korso 
Tel: 03-570085. Contact: A. Skjold Hansen, Harbour Master. 


(See Plan) 


KYNDBY (Kyndby Power Station): 55.49 N. 11.53 E. 
(See Plan 


PORT LIMITS: Vessel is considered to be an “arrived ship’ whe 
alongside the quay or at anchorage waiting for berth. 
DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Radio Safety Certificate. 

Safety Equipment Certificate. 

Derat Certificate or exemption. 

2 Crew Lists. 

Cargo Manifest or Bills of Lading. 

Construction Certificate. 

Certificate of Insurance or other financial security in respect of oY 

liabilities for oil pollution damage. 
Tobacco and Spirit List, covering all goods on board belonging * 
crew, officers, Master, ship's bar or passengers. 

PILOTAGE: Pilotage not compulsory. Pilot boards at the entrance! 
Isefjord and takes the vessel to the port and berths her. Pilots listen 
on VHF Channel 16. 

Pilots to be ordered by ETA telegram to Agent at least 24 hours! 
advance. 
ANCHORAGES: Larger vessels anchor in 15 m. — 20 m. of water eitl# 
in the Isefjord or outside the entrance to the Isefjord. Holding grout 


good. 
RESTRICTIONS: Arrival only by daylight. No tide under nor 
conditions. Vessel’s draft entering Isefjord not to exceed 22 ft. 

Also see “General” before first port. 
HEALTH: No special restrictions as to Free Pratique, which will & 
granted by authorities on arrival. Suspected disease or fever must? 
telegraphed to Agents before arrival. 
RADIO: Lyngby Radio. 
VHF: Channel 16 to pilot station (also Skaw Pilot). 


RADAR: No installation. 
qUGS: Available. Join at Isefjord, outside the entrance to the Port of 
xyndby, ship's lines to be used. 
BERTHING: One Oil berth: Length 570 ft., draft 21 ft. 6 in. 
One Coal berth: 530 ft. long, draft 22 ft. Water brackish. 
CRANES: As berth private, only handling own coal cargoes — 3 cranes 
ilable. 
SyEVEDORES: Private stevedores to be ordered through receivers — 
coal discharge — rate per crane per hour: about 200 tons. 
MEDICAL: All medical and hospital facilities available, no advance 
notice necessary. 
TANKERS: 2 discharge hoses, one of 12 in. and one of 16 in. 
No slop facilities. 
One tanker berth, safe arrival draft: 21 ft. 6 in. Average discharge 
rate: 1,000 t.p.h. 
DENSITY: Brackish. 
FRESH WATER: By hose from quay — 10 t.p.h., D. Kr. 2.50 per ton. 
FUEL: Available from all bigger companies by trucks or barge from 
Copenhagen — about 40 miles from Kyndby. 
FIRE PRECAUTIONS: No specific precautions. 
CONSULS: Nearest Copenhagen about 40 miles from Kyndby. 
REPAIRS: All types of smaller repairs can be carried out. 
DRY DOCKS: No dry dock available. 
SURVEYORS: All large Classification Societies 
Copenhagen about 40 miles from Kyndby. 
GANGWAY/DECK WATCHMEN: Watchmen not 
available. 
OPENING/CLOSING HATCHES: To be carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
CARGO GEAR: Shore coal cranes. 
REPATRIATION: Can be arranged normally via Copenhagen about 
40 miles from Kyndby. 
AIRPORT: About 40 miles to Airport in Copenhagen. 
TIME: GMT plus 1 hour (from late September — late March). GMT plus 
2hours (from late March — late September). 
HOLIDAYS: Saturday/Sunday normally no work, and further no work 
on holidays declared as official Danish holidays. 
POLICE/AMBULANCE/FIRE: 0-0-0 all alarms. 
TELEPHONES: No telephone connection on board. 
SERVICES: No tank-cleaning facilities; all other services to ships can 
be A through specialists from Copenhagen. 
SHORE LEAVE: No restrictions. 
|DENTIFICATION: No shore passes necessary. 
REGULATIONS: None. 
DELAYS: None. 
DEVELOPMENTS: None at the present time. 
AUTHORITY: Private port owned by: IFV — Energi i/s, Strandvejen 102, 
DK-2900 Hellerup. Te/: 31-624141. Telex: 37500. FAX: 31-612888. 
Local office: Kyndby Power Station, DK-3630 Jaegerspris, Denmark. 
Tel: 42-321101. FAX: 42-321166. 
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MASNEDOEVAERKET: 55.00 N. 11.53 E. 


LOCATION: Masnedoevaerket is situated on the island of Masnedoe, 
which is connected to Sjaelland by a bridge 150 m. East of the harbour. 
DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Derat Certificate or Exemption. 

Bill of Lading. 

Crew List. 

Customs need a Tobacco and Spirit List, showing the vessel's and 
the crew's supply on arrival. Nearest Customs at Naestved. 
PILOTAGE: Pilot boarding ground off Masnedo N.W. flak. Sea Pilots 
available from Spodsbjerg, Korsor or Gronsund. 
APPROACHES: From West via Smalandsfarvandet depth of water 24 ft. 
from South East via Gronsund, max. draft permitted 16 ft. 6 in. From 
Pilot boarding ground, there is a buoyed channel, dredged to 7 m., with 
leading lights. 
ANCHORAGES: Off the entrance channel. 
MAX. SIZE: LOA 120 m., beam 25 m. and draft 6.8 m. 
me Available on request, not normally used by vessels less than 
, -W.t. 
BERTHING: Power Station Quay 270 m. long, depth alongside 7 m. 
CRANES: There are 27.5 ton travelling cranes and 1 x 100 ton crane. 

There will be no cranes available after January 1990. 
BRIDGES: Storstromsbroen has a vertical clearance of 26 m. A new 
sidge was opened in 1985 across the Storstrom with a vertical 
clearance of 21 m. Power lines with 36 m. vertical clearance lie to the 
West of the harbour. 
FRESH WATER: Available from hose on the quay. 
FUEL: Available by tank truck. 

REPAIRS: Minor repairs can be carried out at nearby machine shops. 
AIRPORT: Copenhagen, 60 miles distant. 

AUTHORITY: SEAS AVS. Tingvej 7, 4690, Haslev, Denmark. Tel: 45- 
6312700. Telex: 40234. FAX: 45-56315042. Cables: Seas. 
vontact: Peter Ramussen. 

.Masnedoevaerket, 4760 Vordingborg, Denmark. Tel: 45-53770777. 
*AX: 45-53777474. Contact: Leif Holst Hansen. 


DENMARK 


MIDDELFART: 55.30 N. 09.44 E. (See Plan) 
DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Not compulsory. Middelfart Pilot Station operates on 
Channel 16. 

MAX. SIZE: 5,000 d.w.t. — 6,000 d.w.t., 6.5 m. draft. 

TUGS: Available at short notice. 

BERTHING: New Harbour: 2 quays, one of 190 m. length, depth 6.5 m., 
the other of 100 m. length, depth 5.7 m. 

Old Harbour: 2 quays, one of 100 m. length, the other of 80 m. length, 
depth 6.5 m. at both quays. Ro-Ro ramp. 

Private Wharves: A. C. Hansens Quay, length 90 m. max., draft 4.6 m. 
Open to public traffic. 

Nordiske Kabel & Trpdfabrikkers Quay, max. length 100 m., depth 7 m. 
CRANES: One 15 tonne mobile crane. One 3 tonne crane at A. C. 
Hansens Quay. Mobile cranes of all sizes available at short notice. 
BULK CARGO FACILITIES: Cranes and forklifts of 2 — 15 tonnes. 
Crane at A. C. Hansens Quay for bulk stores. 

STEVEDORES: Working hours: 0700 — 1600 (overtime possible). 
Rates of Work: Bulk Cargo: 200 t.p.h. Iron, etc.: 180 t.ph. 

MEDICAL: Local hospital available. 

FRESH WATER: Available. 

FUEL: All grades of fuels and lubricants available at short notice. 
DRY DOCKS: One slip for vessels up to 100 tonnes. 

CUSTOMS REGULATIONS: See “General” before first port. 
AIRPORT: At Billund and Beldringe, both 30 km. away. 
TELEPHONES: This service is available aboard ships at all berths by 
prior arrangement through the Agent. Standard rates apply. 
AUTHORITY: Middelfart Havnekontor, Havnegade 79, DK-5550 
Middelfart, Denmark. Te/: 09-410253. Contact: Mogens Jensen, Harbour 
Master. Office hours 1100 — 1200 hrs. 


AGENT: Middelfart Shipping, Havnegade 18, DK-5500 Middelfart. 
Tel: 09-410072. Telex: 58240 “Miship DK”. Cable: Midship. 


NAESTVED: 55.14 N. 11.45 E. 


DOCUMENTS: See “Kalundborg”. 

PILOTAGE: Compulsory between the entrance to Karrebaeksminde and 
Naestved for all ships over 150 g.r.t. VHF Channel 16. Tel. 53 — 727366 
and 53 — 742397. 

ANCHORAGES: 1 -— 2 miles S.W. of head light in Karrebaeksminde in 
10 m. — 12 m. depth. 

RESTRICTIONS: Only navigable from half hour before sunrise to half 
hour after sunset, and according to tides. Also see “General” before first 
port. 

Use of tug compulsory through bridge for vessels over 1,800 d.w.t. 
MAX. SIZE: Max. length 100 m. Max. draft 5.60 m. with breadth 12.20 m. 
Max. breadth 14.40 m. with draft 4.80 m. 

HEALTH: See “Kalundborg”. 

RADIO: Lyngby Radio. VHF Channel 16. 

TUGS: M/S “Eno” 360 h.p. VHF. Ship's lines. Also see “Restrictions”. 
BERTHING: No berthing in Karrebaeksminde. 

Naestved: 3 quays with lengths 365 m., 270 m. and 170 m., all with depth 
6 m. New quay at Naestved has length 200 m. and depth 6.0 m. 
BRIDGES: One in Karrebaeksminde, total width 22.0 m. with open 
bridge, free side height is 20.0 m. Also see “Restrictions”. 

MEDICAL: Hospital available. 

FRESH WATER: Available from quay, 10 t.p.h. 

FUEL: All grades. Deliveries by lorry only. 

AIRPORT: Kastrup Airport, Copenhagen 90 km. away. 

TIME: GMT plus 1 hour. 

SHORE LEAVE: No restrictions. 

AUTHORITY: Naestved Havnekontor, Toldbodgade 4, 4700 Naestved. 
Tel: 53 — 720056. Contact: E. Andersen, Harbour Master. 


(See Plan) 


NAKSKOV: 54.50 N. 11.08 E. 


DOCUMENTS: 

Tonnage Certificate. 

Load Line Certificate. 

Valid Derat Certificate (renewal at Nakskov possible). 

Crew Decliaration. 

3 Crew Lists. 
PILOTAGE: At Albuen at the entrance of the firth. The pilot station 
named “Belt Pilot”. VHF Channel 16. Notice of ETA to be given as early 
as possible and not later than 4 hours before arrival. 
ANCHORAGES: Safe anchorage in port area for smaller vessels or 
outside on the Roads in Langelandsbaelt. The pilot station will advise 
best position depending on wind and current. 
RESTRICTIONS: Sailing to and in the harbour at night-time with help 
of projector and with good visibility only. Also see “General” before first 
port. 
MAX. SIZE: D.w.t.: Approx. 2,000 tons. Draft: 19 ft. Length: 660 ft. 
Breadth: 70 ft. Height: None — no bridges to pass. 
RADIO: Lyngby Radio. 
VHF: Operated by Harbour Office during daytime only on Channel 16. 

Also communication via the pilot station on VHF Channel 16. 

All movements to be reported to the Agent only. 
TUGS: Tug available with 24 hours notice. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


BERTHING: Protected from all winds. Depth up to 20 ft. 6 in. (6.3 m.) 
7,500 ft. of quay. In the fairway leading up to the harbour there is a 
depth of 20 ft. 6 in. (6.3 m.), distance about 6 miles. Max. draft in Fairway 


19 ft. 

CARGO HANDLING FACILITIES: Tracks along the quays in connection 
with the railway station and all Danish Railways. Also good road 
connections. 

3 grain silos: 4,000, 12,000 and 15,000 tons. 3 grain elevators loading 
rate 120 t.p.h., 80 t.p.h. and 50 t.p.h. respectively. 1 grain elevator 
discharging rate 40 t.p.h. 

4 mobile belt conveyors loading up to 110 t.p.h. 

2 mobile cranes (22 and 32 tons capacity) — also grab and polygrab. 

3 forklifts 2.0 — 3.5 tons available. Up to 4.5 tons on request. 

3 mini-loaders (Bobcats) for discharging of bulk cargoes. 

BRIDGES: No bridges to pass. Airdraft unlimited. 

STEVEDORES: Arranging gangs for work after noon, notice to be given 
to the stevedores latest 0900 hrs. For work in the morning, notice to be 
given to the stevedores the day before latest noon. 

MEDICAL: Treatment all kinds possible, including hospital. Medical 
attention at dentist, eye and ear specialist normally requires 24 hours 
notice if possible. 

DENSITY: Fresh water. 

FRESH WATER: Available from quay or by truck. 

FUEL: Available. 

CONSULS: Dutch, Finnish, French, Norwegian and Swedish. 
REPAIRS: Blacksmith and electrical workshops available to carry out 
some repairs on deck and engine. 

DRY DOCKS: Shipyard provided with 2 dry docks up to 32,000 d.w.t., 
building slips up to 35,000 d.w.t. Cranes to lift up to 100 tons. 
SURVEYORS: At present no surveyors at Nakskov. Must be ordered 
from Copenhagen. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Always carried out by crew. 
CUSTOMS ALLOWANCES: 40 cigarettes or 40 grams tobacco, 
0.25 litre spirits and 0.25 litre wine per man per day. 

CARGO GEAR: Loading/discharging always effected by shore gear, 
unless otherwise agreed in C/P. 

REPATRIATION: Facilities available. 

AIRPORT: Small airport for taxi flights close to the port. About 160 km. 
to the nearest airport served by regular world-wide airlines. 

TIME: GMT plus 1 hour. March-September, Summertime GMT plus 
2 hours. 

POLICE/AMBULANCE/FIRE: Police Tel: 921448. Ambulance Tel: 
921744. Fire Tel: 923041. Emergency Tel: 000. 

EMERGENCY CO-ORDINATION CENTRE: Soevaernets Operative 
Kommando (SOK), Aarhus. Call via Radio Stations Lyngby, Roenne, 
Skaw or Blaavand. 

BANKS: 

Lollands Bank A/S, DK-4900 Nakskov. Telex: 47542. 

Den Danske Bank A/S, DK-4900 Nakskov. No telex. 

Handelsbanken A/S, DK-4900 Nakskov. No telex. 

STORING: See ‘Prelims’. 

1. Vessel can be stored by truck. 

2. Trucks can proceed alongside ship. 

3. Fork lift can be used. 

4. Customs documents from supplier to be shown at the Customs 
House before loading the stores. In case of bonded stores the loading 
will be supervised by Customs Officer. 

SHORE LEAVE: The crew are allowed ashore, but depending of 
nationality not allowed to leave the town without permission. 
IDENTIFICATION CARDS: Seaman's Book is sufficient. 

GENERAL: Provisions to be supplied from a supermarket. If bonded 
stores are required this has to be delivered by a ship Chandler at another 
port — transportation fee then to be paid — usually about DKR 300 — 
depending on distance and order given. 

AUTHORITY: Nakskov Havn, Havnen, DK-4900 Nakskov. Tel: 3- 
920313. Contact: Harbour Master. 


AGENT: Casper Andrea's Eftfig, P.O.Box 66, DK-4900 Nakskov, 
Denmark. Tel: 03-923333. Telex: 47545 Andrea Dk. Fax: 03-925900. 
Cables: Andrea Nakskov. 


NYBORG:; 55.19 N. 10.49 E. 


DOCUMENTS: 

Health Declaration. 

Customs Declaration. 
PILOTAGE: Required notice ETA 6 hours. Pilot boat VHF Channel 16. 
aarnee, Station, Spodsbjerg Tel: (62)-501535, Office Nyborg (62)- 
310089. 
ANCHORAGE: South of Knudshoved Lighthouse. Depth 16 m. (52 ft.). 
Small vessels anchor S.W. of Avernakke Pynt. 
RESTRICTIONS: See ‘General’ before first port. 
MAX. SIZE: Avernakke Pynt Bro (Oilpier) draft 32 ft. length about 600 ft. 
bo ie draft 24 ft. length about 650 ft. Lindholm draft 23 ft. length 
300 ft. 
RADIO: Lyngby Radio. 
VHF: Harbour office of Nyborg, call Channel 16, shift to Channels 12 
or 13 for working. 
TUGS: One tugboat normally stationed in the port. Tugs required notice 
8-10 hours. 
CRANES: 4 mobile cranes with capacity up to 32 tons with grab. 
STEVEDORES: Ordered by Agent. 
MEDICAL: Hospital facilities available. 
TANKERS: Discharge at Avernakke. Discharge lines 8 in. and 10 in. 
DENSITY: About 1005. 
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FRESH WATER: Supply by pipe-line to berths. 

FUEL: All grades available. 

CONSULS: Finland 65-311198, Sweden 65-310106. 
In Odense (near Nyborg); 


France 66-115515 Iceland 66-131809 
Germany F.R.66-141414 Spain 66-136644 
Netherlands 66-119060 U.K. 66-132301 


REPAIRS: Most repairs possible. 

DRY DOCKS: Floating Dock: 1,000 d.w.t.; Slipway 70 d.w.t. 
SURVEYORS: Independent Hull, Machinery, Cargo and P 4) 
Surveyors. Contact: Fyn Besigt, Tel. (65) 311200 (day and night). 
GANGWAY/DECK WATCHMEN: Not compulsory. 
OPENING/CLOSING HATCHES: Crew allowed open and Close 
otherwise according Charter Party. 

CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Nearest airport, Beldringe, Odense. 

TIME: GMT plus 1 hour. 

HOLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easte 
Monday; Prayer Day, Ascension Day; Whit Monday; Christmas Day 
Boxing Day. 

ANG noe Police 65-311448; Ambulance 00) 
Fire 000. 

TELEPHONES: Available at Vesterhavn. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

SHIP SUPPLY SERVICE: Supplies/crew changes, etc., for ship 
passing Great Belt. Contact: Thomas Wang AVS. Tel.: (65) 310057 
Telex: 50304. Fax: (65) 310016. Cables: Wang. 

AUTHORITY: Nyborg Havn, Havnepladsen 10, 5800 Nyborg. Tel: (6§ 
310587. FAX: (65) 311580. Contact: H. Mortensen, Harbour Master. 


NYKOBING (Falster): 54.46 N. 11.52 E. 


DOCUMENTS: 

Ship's Register. 

Loadline Certificate. 

Derat Certificate. 

Crew List stating quantity of cigarettes, cigars, tobacco, cigarett 

paper, spirits, wine and guns. 

Cargo List. 
PILOTAGE: Pilot ordered through Agents or VHF Channel 16 (Guldboy 
Pilot) and will board at Skellerev or Argus Ground (both outside Guldboy 
Bridge). 
ANCHORAGE: (Sand) By Skellerev, S.E. of Argus is safe ground. 
RESTRICTIONS: Port only accessible by daylight, max. draft 19 ft. 60 
max. breadth for passing Guldborg Bridge 25 m. Entrance from Sou 
(Gedser) not recommended, as depth of water in the Southern pari 
Guldborgsund only amounts to 8 ft. Also see “General” before first po 
RADIO: For vessels coming through the Kiel Canal, Kiel Radio cou 
be used, otherwise nearest station Lyngby Radio. 
TUGS: Available on request. 
BRIDGES: Vessels calling Nykobing Falster have to pass Guldboj 
Bridge about 8 miles North of harbour. Bridge, breadth 25 m., opens’ 
request after sunrise and half an hour after sunset (from 1st Nov. to if 
March from half an hour before sunrise). When requesting passage Us 
international flag “N’ on half foremast and give one long and one sho 
blast. 
STEVEDORES: Ordered by Agents on receiving vessel's ETA. 
MEDICAL: No advance notice required for medical attention. 
FRESH WATER: Supplied from quay installations. 
FUEL: All grades obtainable — delivered by tank lorry. 
CONSULS: 

Finland 

Germany F.R. 

Netherlands 

Norway 

Sweden 
REPAIRS: Small deck and engine repairs possible. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Nearest at Copenhagen (2 hours by train). 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year; Maundy Thursday; Good Friday; Eas 
Monday; Prayer Day; 1st May (Labour Day, half only); Ascension Dé 
Whit Monday; Constitution Day (5th June, half only); Christmas # 
Second Christmas Day. 
POLICE/AMBULANCE/FIRE: Dial 0-0-0 and ask for police, ambula® 
or fire service. 
SHORE LEAVE: Crew members may go ashore without any restrictio® 
IDENTIFICATION CARDS: Not necessary. 
AUTHORITY: Nykobing Falster Havn, Havnekontoret, Tommergade’ 
DK-4800 Nykobing Falster. Tel: (54) 850563. Contact: Allan For 
Harbour Master. 


(See Plan 
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NYKOBING (Mors): 56.48 N. 08.52 E. 


pORT LIMITS: A line drawn between Orodde Point in a S.W.'ly direction 
Refshammer Point defines the seaward limits of the port. 
DOCUMENTS: See “Copenhagen”. 
pILOTAGE: Gye is compulsory for vessels more than 200 b.r.t. 
when passing the Oddesund-bridge, and for vessels with a draft more 
than 2.8 m. when passing Logstor. Vessels arriving from the West (North 
Sea) shall contact Thyboron Pilot 3 hours before arrival Thyboron Canal. 
vessels arriving from the East (Kattegat) shall contact Hals Barre Pilot 
3 hours before arrival Hals Barre Lighthouse. Both stations listen on 
yHF Channels 16 and 12. When passing Logstor, the Pilots there will 
take over; also working Channels 16 and 12. 
ANCHORAGES: Anchoring is prohibited in the buoyed channel to 
Nykobing (Mors) Harbour and in the white sector from_Glyngoere 
ughthouse. Good sand holding ground North and East of Orodde Pt. 
RESTRICTIONS: None, tankers can be moved during the hours of 
jarkness. 
MAX. SIZE: Vessels up to LOA 105 m., beam 25 m. and 4.3 m. draft 


(SW). 

WEALTH: Danish rules apply. 

RADIO: Blaavand, Skagen or Lyngby Radio are working on VHF, MF 
and HF. 

VHF: See “Pilotage” and “Radio”. 

RADAR: None. 

TUGS: Available if necessary. 

BERTHING: General and bulk cargo can be handled at two berths. The 
East Pier is 70 m. long but vessels up to 105 m. LOA can be berthed. 
The South Pier is 57 m. long. Least depth at the inside berth is 4.3 m. 
CRANES: 1 mobile crane 25 tonnes without advance notice and 
i mobile crane 15 tonnes with short notice. 

BRIDGES: (a) ‘Sallingsundbroen” connecting the island of Mors to 
Salling is situated 1 nautical mile S.E. of Nykobing Mors Harbour. 
Max. vertical clearance is 26 m. 

(b) “Oddesundbroen” connecting Thyholm and Struer is situated 
between Nykobing and Thyboron. 

(c) When coming from Kattegat 2 bridges are to be passed. Firstly 
Limfjordsbroen” connecting Aalborg and Norresundby, then 
Aggersundbroen” N.E. of Logstor. 

STEVEDORES: Working hours Monday-Friday 0700 — 1630. 

MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: There is one berth for tankers, length 63 m. but vessels up 
075 m. LOA can be berthed, depth 4.3 m. One pipe-line only for diesel 
oil (150 mm.). 

DENSITY: 1027. 

FRESH WATER: Available, rate 2.5 t.p.h. 

FUEL: Available, delivered by trucks. 

CONSULS: None. 

REPAIRS/DRY DOCKS: Soeren Larsen & Soenner Shipyard, 7900 
Nykobing Mors. Tel: 07-721544. Telex: 66698 SLS — DK. Cables: SLS 
- Yard. Patent slipway up to 350 t., light ship. All kinds of deck and 
engine repairs. Shipbuilding up to 499 b.r.t. 

SURVEYORS: Lloyd's Agents, P. H. Hoejgaard Jensen Aps., 8 
Asmusvaenget, DK 8530 Hijortshoej, Aarhus. Tel: 06-196500. Aalborg 
Survey Association, 4 Vesteraa, DK 9000, Aalborg. Tel: 08-166022. 
GANGWAY/DECK WATCHMEN: Not necessary. 

HATCHES: Opening/closing carried out by crew. 

CARGO GEAR: Loading/discharging normally done by shore gear. 
REPATRIATION: All facilities exist for crew changes and repatriation. 
AIRPORT: At Thisted (45 km.) and Karup (70 km.). Several departures 
daily to Copenhagen. 

TIME: GMT plus 1 hour. Summertime from March to September (GMT 
plus 2 hours). 

HOLIDAYS: No cargo work on all Danish local holidays. 
POLICE/FIRE/AMBULANCE: In emergency dial 000. Otherwise Police: 
721800, Ambulance and Fire: Falck 721222. 

TELEPHONES: Available onboard for naval vessels only. 

SERVICES: Compass adjusting. 

SHORE LEAVE: No restrictions. 

\DENTIFICATION CARDS: Not necessary. 

DELAYS: Normally no berthing delays. 

DEVELOPMENTS: None. 

AUTHORITY: Morsoe Kommune, Jernbanevej 7, 7900 Nykobing Mors. 
Tel: 07-721488. Contact: B. F. Nielsen, Harbour Master, Havnekontoret, 
7900 Nykobing Mors. Tel: 07-720049. 


ODENSE: 55.25 N. 10.23 E. 


DOCUMENTS: 
Ship's Register. 
Load Line Certificate. 
Radio Safety Certificate. 
Safety Equipment Certificate. 
Derat Certificate or Exemption. 
1 Crew List. 
1 Passenger List. 
1 Stowaway List. 
1 Arms and Ammunition List. 
1 Stores List. 
1 Crew Personal Effects List. 
Cargo Manifest or Bills of Lading. 


(See Plan) 
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PILOTAGE: Compulsory for merchant vessels as follows: 

1. Vessels of and over 1,500 d.w.t. 

2. All tankers carrying oil, petrol, LPG or dangerous liquid chemicals 

or with uncleaned tanks, which have last carried such cargoes. 

3. Vessels of and over 100 d.w.t. which are not equipped with VHF. 

Odense Pilot boards just North of light-buoy 2A outside of Gabet. In 
bad weather the Pilot will board inside of Gabet between light-buoys 
No. 2 and No. 4. 

ETA: Send ETA message to Agent earliest possible and request for Pilot 
at least 6 hours in advance. Confirm ETA at the Fairway Buoy 1 hour 
prior to arrival. 

ANCHORAGE: Vessels with a draft of 6.0 m. or more should anchor 
about 3 miles North of Gabet in depths of 10 m. — 14 m. (6 — 8 fathoms). 
The holding ground is good. Sheltered anchorage obtainable inside 
Gabet in depths of 4.0 m. — 7.5 m. (2 — 4 fathoms). 

RESTRICTIONS: A 12 mile long entrance channel, maintained at a 
depth of 7.5 m. (24 ft. 06 in.) MSL over a bottom width of minimum 35 m. 
and marked by light buoys, spar-buoys, and light-beacons, leads through 
the shallow Odense Fjord. The lower part consists of a winding, narrow, 
natural channel and the upper part passes through the 4 mile long 
Odense Canal. 

Maximum speed in Odense Canal is 6 knots. 

Regulations for narrow channels in Danish water are enforced, both 
in the channel through the fjord and in Odense Canal with the addition 
that any ship of and over 100 d.w.t. intending to transit the channel, 
should contact the Pilot Station at Gabet from a position 5 miles North 
of Odense Fiord light and whistle buoy or, if outward bound, 30 minutes 
before departure. 

Ice: Under normal conditions the port is open all the year round. During 
the period January — March, ice may occur in the fjord, but an ice- 
breaking tug and transitting ships will maintain an open ice-channel. 
Obstructions: Odense Canal is spanned by overhead power cables with 
vertical clearances of minimum 45 m. (147 ft.). 

Tides and Currents: The tidal range is 0.4m. (15 ft.). Gales from 
between East and S.W. may lower the water level by up to 1.5 m. (5 ft.), 
and those from between West and N.E. may raise it by up to 1.8m. 


(6 ft.). 

MAX. SIZE: 6,000 d.w.t. Max. draft 7.0m. fresh water, max. length 
160 m., controlled by swinging basin and draft. Permissible draft for 
vessels over 100 m. in length to be obtained from Agent. 

HEALTH: Pratique granted by Customs Officers who bring Health 
Declaration for Masters to complete. In event of suspected disease or 
fever on board radio details to Agent before arrival. 

RADIO: Lyngby Radio. Also see “Pilotage’”’. 

VHF: Port Authority and tug communicate on Channel 12. Odense Pilot 
on Channels 16 and 12. 

Reporting system compulsory. All ships have to call the Pilot Station 
30 minutes before entry or departure and comply with instructions from 
the Pilot Station to ensure safe navigation. 

TUGS: Tug is available (600 h.p.). Not compulsory but necessary for 
large vessels. Tug normally joins vessels in port. Large vessels at Gabet. 
Ship's line. 

BERTHING: Three harbour basins including 4,200 m. of quays with 
depth of 7.5 m. alongside. Coal quays at Fynsvaerket, depth 7.5 m. 
alongside. 

CARGO HANDLING FACILITIES: All principal wharves are rail served 
and have road access. There are 34,000 sq.m. of open asphalted 
storage areas, warehouses of 70,000 sq.m. floor space, cold storage of 
55,000 cu.m. and a tank storage capacity of 67,000 cu.m. Three grain 
suction units with capacities of 50 t.p.h. — 120 t.p.h. 

The port operates 5 electric cranes of 3.5 tons to 34 tons with hooks 
and 3.5 tons to 12 tons with grabs. The port operates a grain loading 
terminal with a capacity up to 320 cu.m./hr. There are 2 private grab 
cranes and a number of fork-lift trucks up to 16 ton lifting capacity. 

Fyensvaerket Power Station has a continuous unloader and 2 cranes. 
Cargo Handling Capacity: 

Bulk cargo 120 t.p.h. — 270 t.p.h. 

General cargo 100 t.p.h. — 230 t.p.h. 

Trade and Shipping: Export of agricultural produce, general cargo, 
machinery, meal and flour. 

Imports include cereals, coal, feeding stuffs, fertilisers, general cargo, 
gravel, iron, kaolin, LPG, paper reels, petroleum products, salt and 
timber. 

SPECIAL CARGO FACILITIES: Berths available for handling of 
containers and Ro/Ro traffic. 1 x 16 ton truck. 

BRIDGES: See “Restrictions” — “Obstructions”. 

STEVEDORES: To be arranged through Agent. 

MEDICAL: Doctors and hospital facilities anytime. Arrange through 
Agent. 

TANKERS: One berth length 160 m., depth 7.5 m. also one jetty, depth 
6m. 

DENSITY: 1010. 

FRESH WATER: Available by pipeline at all berths. Rate: 10 cu.m./hr. 
— 15 cu.m./hr. 

FUEL: All grades available by road transport. 

CONSULS: All European countries represented. 

REPAIRS: Local workshops can undertake various kinds of repairs to 
boilers, machinery and electrical installations. The shipyard at Lindoe 
has three building docks, of which the largest is suitable for vessels up 
to 500,000 d.w.t. 

DRY DOCKS: One 500,000 d.w.t. and two 100,000 d.w.t. dry docks in 
Lindoe Shipyard. Vessels up to 400 m. x 70m. x 6.5 m. draft can be 
accommodated. 

FIRE PRECAUTIONS: In addition to the usual precautions a firefighter 
is posted at the vessel while in the port when the cargo is petrol, 
kerosene, etc. 

AIRPORT: Beldringe Domestic Airport, 9km. to the North, has 
scheduled daily flights to and from Copenhagen International Airport. 
POLICE/FIRE/AMBULANCE: Dial 000 and ask for service required. 
CUSTOMS ALLOWANCES: See “General” before first port. 
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TIME: GMT plus 1 hour. Summertime GMT plus 2 hours. 
HOLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easter 
Monday; Prayer Day; Ascension Day; Whit Monday; Christmas Day; 
Boxing Day. 

Half-holidays: May 1st, June 5th and December 24th. Work can be 
arranged. 
SURVEYORS: N.V. and Lloyd's. 
HATCHES: Normally opened by ship's crew. 
REPATRIATION: Can be arranged. 
TELEPHONES: No telephones on board. 
SERVICES: Compass adjustment can be arranged. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not necessary. 
REGULATIONS: Nothing unusual. 
DELAYS: None. 
DEVELOPMENTS: A quay, 200 m. long with depth of 7.5 m., which will 
be ready for use in 1991, is under construction just North of Lindoe 
Shipyard. The quay will be equipped with 2 cranes of 12 tons lifting 
capacity with grab, 1 crane of 34 tons lifting capacity with hook. In 1992 
the depth will be increased to 9.5 m. 
AUTHORITY: Odense Port Authority, Londongade 1, DK-500C0 Odense 
C, Denmark. Tel; 66-120792. FAX: 65-914774. Contact: Finn Vinther, 
Harbour Master. Tel: 66-120025. Fax: 65-914774. 


OREHOVED: 54.57 N. 11.51 E. (See Plan) 


PILOTAGE: Pilots may be ordered through Masnedo Pilot on VHF 
Channel 16 or through the Harbour Authorities. 

MAX. SIZE: Max. LOA 150 m., Max. draft 6.5 m. 

VHF: Harbour Office on Channel 16 during office hours and when vessel 
expected. Working on Channels 13 and 12. 

TUGS: To be ordered 12 hours in advance. 

BERTHING: Length of quay 165 m. Depth alongside 5.0 m. — 7.0 m. 
Depth in basin 7.0 m. 

CRANES: 1 x20 ton travelling crane. 

FRESH WATER: Available 

AUTHORITY: Orehoved Shipping and Stevedoring Aps., Orehoved 
Havn, DK-4840, Nr. Alslev. Tel: (53) 84 61 58. After Hours: (53) 84 
63 61, (53) 83 47 42. Telex: 40104. FAX: (53) 846447. Cables: Shipoho). 
Contact: J. Toft, Harbour Master/General Manager. 


RANDERS: 56.29 N. 10.04 E. (See Plan) 
DOCUMENTS: 
2 Crew Lists. 
2 Lists with statement of each crew member's cigarettes, tobacco and 
spirits. 


PILOTAGE: Apply for Pilot 6 hours before arrival. VHF Channel 16, one 
hour before. Pilot station, Tel: 06-485024. 

ANCHORAGE: Outside Entrance buoy in 8 m. 

RESTRICTIONS: Only vessels less than 1,000 d.w.t. may enter at night. 
Also see “General” before first port. 

MAX. SIZE: Max. length, 475 ft.; breadth, 57 ft.; draft, 19 ft. 

HEALTH: No special requirements. 

RADIO: Lyngby Radio and Skaw Radio. 

VHF: VHF service from Harbour Office, Channel 16, icebreaking 16. 
TUGS: 900 h.p. tugs available — use ship's lines. 

BERTHING: 76 berths available. Depth alongside 7 m. 
STEVEDORES: Ordered by Agents. Working periods: Monday to Friday 
0730 — 1130 hrs., 1200 — 1530 hrs. Saturday no work. 

MEDICAL: Hospital facilities available. 

TANKERS: Molasses only. 

DENSITY: Brackish in port area. No tide. 

FRESH WATER: Shore installations. 

FUEL: All grades. Deliveries by lorry only. 

CONSULS: Norway (86) 42 61 00, Finland (86) 42 77 11, France (86) 
42 35 83, Sweden (86) 43 46 74, Iceland (86) 42 55 55. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: By crew. 

CERTIFICATES: Tonnage Certificate, Derat Certificate, Load Line 
Certificate. 

CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Several hotels and Seamans’ Home. 

REPAIRS: Engine repairs and minor repairs. 

SURVEYORS: Arranged by Agent. 

AIRPORT: Tirstrup Airport 40 km. from Randers, 5 — 7 daily connections 
with Copenhagen. 

TIME: GMT plus 1 hour in Winter. Summertime from March-September. 
HOLIDAYS: 1st January (New Year); Maundy Thursday, Good Friday, 
Easter Monday; 1st May from 1200 hrs. (Labour Day); Whit Monday 
from 1200 hrs.; 24th December from 1200 hrs.; 25-26th December 
(Christmas). 

POLICE/AMBULANCE/JFIRE: Tel. 000. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Harbour Master, Randers Havnevaesen, Ostervold 46, 
8900 Randers. Tel: 86 — 421057. Contact: G. Drachmann, Harbour 
Master. 
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RODBY: 54.42 N. 11.24 E. 


DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

1 Stores List. 

1 Manifest or Bill of Lading. 
PILOTAGE: As the harbour is so easily accessible there is no Pilg 
A person with local knowledge may be engaged by calling fem 
“Danmark” VHF 16. 
ANCHORAGES: At a distance of 1.5 — 2 miles, bearing S.E. -S.S& 
of approaching buoy, depth of water 10 m. 
RESTRICTIONS: See “General” before first port. 
REGULATIONS: Ferries owned by D.S.B. or D.B. (Train ferries) hay 
priority using the entrance. 
MAX. SIZE: Largest vessel: Length 80 m. Draft 4.5 m. Depth of wate 
in North and West Basin: 5 m. N.E. Storm can give rise of up to 1.59, 
S.W. Storm can give fall of 1.2 m. on daily depth. 
HEALTH: No Certificates required. 
RADIO: All messages via “Lyngby Radio” and Port Radio, VHF Channg 
16, working Channels, 8, 10 and 11. 
TUGS: None. 
BERTHING: Quay length 518 m. equipped with 1 mobile crane 25 ton 
capacity. Two grain silos, loading capacity 60 — 90 t.p.h. 
STEVEDORES: Provided by “LF Shipping” Tel: 03.905522. Telex 
40022; Shipbroker A. Hovmand, Tel: 03.888011, Telex: 4025 
Shipbroker H. Kristiansens Eftf, Sakskobing, Tel: 03.894434. 
MEDICAL: 2 hospitals available. 
FRESH WATER: Can be supplied alongside the quay. 
FUEL: Obtainable alongside the quay. 
OPENING/CLOSING HATCHES: By crew or stevedores, ship's option 
CERTIFICATES: On arrival, ship's register only. 
CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Maribo Airport, 14 km. 
SHORE LEAVE: After clearing inwards, Crew members are allowed 
go ashore without special permission. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Havnekontoret, Ostre Kaj 3, 4970 Rodby. Tel: 5460572 
Contact: Captain J. H. Roer, Port Captain, Tel: 5460532 
FAX: 54605722. 


(See Plan, 


RONNE: 55.06 N. 14.42 E. 


DOCUMENTS: 

1 Crew List. 
Passenger List. 
Customs Declaration. 
Declaration for crew's tobacco, spirits, etc. 
Declaration of Health. 
Declaration to Police, number of crew, passengers, etc. 
1 Bill of Lading (or Manifest). 
PILOTAGE: Apply for Pilot via Ronne or Lyngby Radio, advance noti 
not less than 1 hour. Pilot listens continuously on VHF. Call Ronne Pik 
or Ronne Harbour. Area where Pilot to be taken on board is by Ront 
Light Buoy, 2 miles S.W. of the harbour; if weather bad pilot boat guide 
the ship inside the breakwater and then Pilot boards. 
ANCHORAGE: No safe anchorages outside the harbour. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max. length 400 ft. — 450 ft., draft 22 ft. There is no tide. 
HEALTH: No special procedure necessary, but if there is suspecté 
disease or fever on board or ship comes from area with fever, etc., @ 
for quarantine doctor. If ship's last call was Danish port Pratiqu 
automatic. 
RADIO: Ronne Radio, call-sign OYE; or Lyngby Radio, call-sign Oxl 
VHF: Listens on Channel 16. Working Channels 12 and 13. Same! 
tug and Pilot boat. Mainly traffic concerning pilotage and harbo 
operations. 
RADAR: Located at pilot station, mostly look-out aid, but advice ¢ 
entering can be given. 
TUGS: Normally join the vessel inside breakwater; ship's lines to 


(See Plan 


ah eh ot od ok 


used. 
BERTHING: 3 berths equipped with hydraulic ramps for Roll-on/Roll# 
traffic via stern or head only, one of which is suitable for ships up? 
450 ft. length, 65 ft. beam, draft 21 ft. 

3 berths for sand loading 400 — 600 t.p.h., for vessels up to 350! 
length, 21 ft. draft. 

2 berths for macadam loading 400 t.p.h., for vessels up to 300! 
length, 21 ft. draft. 

3 mobile cranes with capacities up to 60 tons are available for bet 
hook and grab operations. 

Also berths for handling coal and grain. 
STEVEDORES: To arrange gangs Monday morning, advices have! 
be given Friday before 1100 hrs. To arrange work other days, note 
must be given before 1600 hrs. the day before. 
MEDICAL: Hospital facilities are available. It is not necessary to oy 
advance notice. 
TANKERS: Two berths for coastal tankers, draft up to 22 ft., length! 
to 300 ft. For tankers of 1,500 d.w.t. and upwards, Pilot is compuls? 
when entering and leaving the port. 
DENSITY: 1013. 
FRESH WATER: Available alongside, rate 10 t.p.h— 12 t.p.h. 
FUEL: Light fuel, Redwood 200 sec. Heavy fuel 3500 sec., also 100 
and 1500 sec. Notice 6 hours ETA. 
CONSULS: The following countries are represented in Ronne: Swed# 
Finland, France, Netherlands, Norway and Germany (F.R.). 


AIRS: All kinds of repairs can be carried out. 
SURVEYORS: Available from Copenhagen. The Harbour Master has 
kom time to time been appointed by insurance companies and surveyors 
io carry out hull and cargo surveys. 
pRY DOCKS: Only small ships up to 350 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CERTIFICATES: Nationality Certificate, Derat Certificate, Load Line 
Certificate, Radio Certificate. (Safety Certificate for passenger ships 


on 

eTOMS ALLOWANCES: see “General” before first port. 
REPATRIATION: Possible. 

AIRPORT: 3 miles, served 3 — 5 times per day by SAS to Copenhagen. 
TIME: GMT plus 1 hour. Summertime GMT plus 2 hours from last 
sunday in March to last Sunday in September. 

HOLIDAYS: New Year's Day; Easter, 3 days: Thursday, Friday, Easter 
Day (Monday); May 1st; Whit Monday; June Sth; Christmas Eve; 
Christmas Day; 2nd Christmas Day. Cargo work only possible for 


foodstuff, etc. 
POLICE/AMBULANCE/FIRE: In emergency cases dial 000 or call by 
Ronne Radio. 

in ordinary cases: Police 03951448. Ambulance 03951808. Fire 
03951247. 


EMERGENCY CO-ORDINATION CENTRE: Emergency operations in 
Danish waters are co-ordinated by the Royal Danish Navy. Emergency 
operations in the area around Bornholm are co-ordinated and guided 
py the Royal Danish Navy Surface Rescue Centre. Tel: (03) 95 20 11. 
No telex number is available, but on request by telephone the rescue 
centre can answer by telex. 

SERVICES: Supply of charts, nautical publications, sounding paper, etc. 
Radio and Radar repairs carried out. Compass adjustment is carried out 
by means of transportable Gyro compass. 

BANKS: No American or European banks in this area, most Danish 
panks have connections with the major international banks. 

Kobenhavns Handelsbank, Ronne Branch. Tel: (03) 95 22 11, Telex: 
48155 Roco Dk. 

Bornholmerbanken, Ronne. Tel: (03) 95 OO 61, Telex: 48117 
Bornbk Dk. Connected to Den Danske Provinsbank, Copenhagen, 
American Express International Banking Corp., London and Midland 
Bank Ltd., London. 

Andelsbanken, Ronne. Tel: (03) 95 20 01. This bank is a branch of 
Andelsbanken, Copenhagen, which has Telex: 27086 Dk. Connected to 
London & Continental Bankers Ltd., London, Internationale 
Genossenschaftsbank, Basel Switzerland and  Europaischer 
Genossenschaftsbank, Zurich, Switzerland. 

STORING: See “Prelims”. 

1, Vessels can be stored both by truck and by barge, but as all loading 
and discharging is taking place alongside piers, barges are never used 
for storing ships. Furthermore, no special barges are available for that 
purpose. 

2. There are no special regulations concerning the storing of ships. 
Normally ships do not take large quantities of stores at Ronne. 

3. Trucks can proceed alongside ships on all piers except on Pier 12 
(oll pier), where the truck must remain about 80 yards from the ship. 

4. Likewise fork lifts can be used on all piers except Pier 12. 

5. Customs regulations regarding bonded stores only. 

6. Normally only the ship’s crew employed. 

SHIP SUPPLY SERVICE: None. Pilot boat is normally used for 

tansferring stores, crew and sick personnel. Ships are normally served 

inthe roadstead outside the harbour. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

DELAYS: None. 

DEVELOPMENTS: New outer breakwaters are under construction. 

leading lights temporarily extinguished as new leading line is under 

construction. Fog signal is now situated on South outer breakwater head. 

AUTHORITY: Ronne Havnevaesen, Havnekontoret, Finlandsvej 3, 

re Ronne, Denmark. Tel: 03-950678. Contact: John Lou, Harbour 
aster. 

arbour Board (Municipal): Ronne Kommunes Havneudvalg, 

landemaerket 26, 3700 Ronne, Denmark. 


SKAELSKOR: 55.15 N. 11.18 E. (See Plan) 


Admiralty Charts 2597 and 2118 cover the approaches to and the port 
ot Skaelskor. Depth at the entrance to port is 4.5 m. 
DOCUMENTS: See “Copenhagen”. 
PILOTAGE: Not compulsory. Pilot to be ordered via Agents with 
ane 6 hrs. notice. Pilot vessel is equipped with VHF; Channels 16, 

, 10 and 6. 
ANCHORAGES: Available outside Skaelskor Fjord. 
RESTRICTIONS: Entering the port at night is permitted only by vessels 
*quipped with a searchlight. 
WAX. SIZE: Max. draft 4.2 m., max. length 60 m., max. beam 10 m. 
HEALTH: Usual Danish regulations apply. 
RADIO: Lyngby Radio. 
VHF: See “Pilotage”’. 

S: None. 

3ERTHING: Outer harbour: Depth 4.5 m., 200 m. quayage. Inner 
“arbour: Depth 3.8 m., 120 m. quayage. 
CRANES: 1 mobile crane with 7 tons lifting capacity. 


/ BULK CARGO FACILITIES: 1 belt conveyor available for loading grain. 


TEDICAL: Facilities available. 
NKERS: No dirty ballast facilities available. 
ENSITY: Varies from 1007 to 1023. 


DENMARK 


FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Can be undertaken. 

DRY DOCKS: None. 

SURVEYORS: Available. 

REPATRIATION: Can be arranged. 

AIRPORT: Nearest at Copenhagen. 

TIME: GMT plus 1 hour; Summertime (March — September) GMT plus 
2 hours. 

TELEPHONES: No facilities for placing telephones on board vessels 
exist. 

AUTHORITY: Skaelskor Havnekontoret, Naestvedvej 15, DK-4230, 
Skaelskor. Tel: (53) 594204, (53) 594327. FAX: (53) 594582. 
Contact: F. Christensen. 


AGENT: Aage C. Frederiksen I/S, P.O.Box 4, DK. 4230 Skaelskor. 
Tel: 453 594002. Cables: “Shipbroker”. Telex: 40222 (ACF Dk). 
Fax: 453-590544. 


SKAERBAEK: 55.31 N. 09.37 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Radio Safety Certificate. 

Safety Equipment Certificate. 

Derat Certificate or Exemption. 

1 Crew List. 

Stores List. 

Crew Personal Effects List. 

Cargo Manifest or Bills of Lading. 

PILOTAGE: Not compulsory. Pilot joins at mouth of Kolding Fjord. Can 
be contacted by VHF Channel 16. 

Bigger ships usually take Pilot by Skaw L/V. Pilots to be ordered by 
ETA-telegrams to Skawpilot Skagen, at least 12 hours in advance. 
Skawpilot listening on VHF Channel 16. 

ANCHORAGE: Off Skaerbaek in depths of 39 ft. 

A dredged channel, 200 m. long, 49 m. (160 ft.) wide and 7.0m. 
(23 ft.) deep leads to the Coal Harbour. Another channel, 500 m. long, 
80 m. (262 ft.) wide and 11.9 m. (39 ft.) deep leads to the Oil Berth. 
RESTRICTIONS: See “Tankers” and “General” before first port. 
MAX. SIZE: LOA 250 m. Max. draft 38 ft. 

RADIO: Lyngby Radio. 

TUGS: Tugs of 1,400 h.p. — 4,500 h.p. available at short notice. 
BERTHING: Power Station Wharf: 253 m. length; depth 7.0 m. 

Oil Jetty: Depth 39 ft. 

CRANES: 212 ton coal cranes. 

BRIDGES: 2 road bridges span the North Lillebaelt. Vertical clearance 
33 m. (108 ft.). 

STEVEDORES: Working hours: Monday to Friday 0700 — 1530 hrs. 
MEDICAL: Medical attention available, nearest hospitals at Kolding and 
Fredericia. 

TANKERS: One berth, depth 39 ft. (11.9 m.). Max. length between bow/ 
stern and manifold 127 m. (417 ft.). 3x12 in. discharge arms, rate 
4,000 t.p.h. 

DENSITY: 1017 (approx.). 

CONSULS: Nearest at Kolding. Distance 15 km. 

REPAIRS: Local machine shops can manage small repair jobs. 

DRY DOCKS: None. 

FRESH WATER: Obtainable from quay. 

FUEL: Available by barge from Fredericia. 

REPATRIATION: Possible. 

CUSTOMS ALLOWANCES: See “General” before first port. 
AIRPORT: Billund or Odense, both approximately 50 km. distant, and 
with daily flights to Copenhagen. 

TIME: GMT plus 1 hour. 

HOLIDAYS: New Year's Day; Maundy Thursday; Good Friday; Easter 
Monday; Prayer Day; Ascension Day; Whit Monday; Christmas Day; 
Boxing Day. Half holidays: May 1st, June 5th and December 24th. 
AIRPORT: Billund Airport, 40 km. distant. 

AUTHORITY: |/S Den Sydostjydske Faellescentral Skaerbaekvaerket, 
DK 7000 — Fredericia. Tel: 75562466 or 75924805. Telex: 51116. 
Cables: Mortensen Fredericia. FAX: 75924272. 


(See Plan) 


SKAGEN: 57.43 N. 10.36 E. (See Plan) 


DOCUMENTS: Crew List, Tobacco List, Stores List, Derat Certificate, 
Health, Tonnage, Nationality and Cargo documents. 

PILOTAGE: Local Harbour Pilot available on request to the Harbour 
Office. Sea Pilot may take vessels to all harbours on the East coast of 
Jutland, to the Sound, and through the Great Belt to the Baltic Sea. 
Tel: 08445566 or VHF Channel 16. 

ANCHORAGES: Off the harbour entrance. 

APPROACHES: The entrance between the outer moleheads is 75 m. 
wide and facing S.E. Approaching vessels should — when 400 m. from 
the entrance — keep the leading lights in line bearing 334°. Entering 
vessels have right of way over departing vessels. Maximum speed inside 
the outer harbour is 3 knots. 

Tides and Current: Tidal range 0.3 m. Gale from W. may raise the sea 
level by 1.4 m. and from E. lower it by 0.9 m. Winds from S.S.W. — W. 
cause N.E. going current and those from N. — E. — S.E. cause S.W. 
going current. The prevailing current runs N.E., up to 2 knots. 
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MAX. SIZE: Largest vessels which can enter Skagen Harbour: Length 
125 m., beam 18 m., draft 6.7 m. 

VHF: Day and night watch on Channel 16 by Port Captain's Office. 
BERTHING: The harbour consists of 6 basins. Depths: Outer Harbour 
7.0 m.: East Basins | & 11 6.5 m. — 7.0 m.; Auction Basin 5.0 m. — 7.0 m.; 
Middle Basin 5.0 m.; West Basin 5.0 m.; Pound Net Basin 3.5 m. 
FRESH WATER: Available. 

FUEL: Available by barge. 

DRY DOCKS: Yards with slips for vessels up to 50 m. length and 600 
tonnes displacement. 

GENERAL: Imports: Oil. Exports: Fishmeal and other fish products. 
AUTHORITY: Skagen Havn, Havnekontoret, P.O.Box 140, 
Havnevagtsvej 30, DK 9990 Skagen, Denmark. Tel: No. 98441060, 98- 
441346. FAX: 98-450338. Contact: Bruno Thaibert, Harbour Master. 


SONDERBORG: 54.55 N. 09.47 E. (See Plan) 


DOCUMENTS: 

Ship’s Register. 

Crew List. 

Radio Safety Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Customs Declaration. 

PILOTAGE: Vessels exceeding 6.5 m. in draft or 4,000 gross tonnage 
use Northern entrance where Pilot boards vessels North of Snogbaek 
Hage, or further North if required. 

Vessels coming from South, Pilot boards off the Middelgrund. 
RESTRICTIONS: No restrictions on night entry. No tide. Current mostly 
North-going with a maximum speed of 3 knots. N.E. to Easterly winds 
raise water level up to 1 m. West to North-Westerly winds lower the 
water level by the same amount. 

MAX. SIZE: From South passing through the harbour bridge, 4,000 
g.r.t., draft 6.5 m. 

From North 30,000 g.r.t., draft 9.5 m., air draft 33 m., LOA 200 m. 
VHF: Radio on pilot station, Channel 16, 12 and 13. For Pilot and 
Harbour Master tel: 74-422765. 

TUGS: Small harbour tug available; larger tugs available at 6 hours’ 
notice. 

BERTHING: South Harbour: Mainly used by passenger vessels and 
fishing boats. Concrete quay about 500 m. long, max. depth alongside 
8.0 m. 

North Harbour: Concrete quay about 800 m. long, depth alongside 
7.5 m. Plywood factory, dolphin moorings with depth of 9.0 m. 

Mooring facilities at heavy dolphins over 650 m., 25 m. from shore 

and along paved road, water depth 9.0 m. Generally used for laying up. 
CARGO GEAR: Discharging and loading by ship's own gear or by 
mobile cranes of which the harbour have three, with a max. lifting 
capacity of 30 tons (60 ton crane). 
BRIDGES: King Chr. X's Bridge divides Sonderborg port into South 
Harbour and North Harbour. The bridge is a double wing bascule bridge 
with an opening width of 30 m. For passage call “Sonderborg Bridge” 
on VHF Channel 16 regarding opening times. . 

North of the harbour, the Alssundbridge crosses the sound. The bridge 
has a horizontal clearance of 150 m., and a vertical clearance of 33 m. 
MEDICAL: Full hospital facilities available without prior notice. 

FRESH WATER: Supplied by pipe-line to berths. 

FUEL: Available day and night. 

CONSULS: Finland, Netherlands and Norway. 

REPAIRS: Routine maintenance and smaller engine repairs can be 
carried out. 

AIRPORT: In Sonderborg, with regular flights to Copenhagen. 

TIME: GMT plus 1 hour. 

STORING: Vessel may be stored by truck or barge. Trucks may proceed 
ret ane fork lift trucks and riggers may be used. 

AUTHORITY: Sonderborg Havnekontor, Norrebro 1, 6400 — 
Sonderborg, Denmark. Tel: 74-422765. FAX: 74-433019. Contact: Lass 
Andersen, Harbour Master and Pilot. 


STEGE: 54.59 N. 12.17 E. (See Plan) 

eine tem Stege is situated in a sheltered bay on the N.W. coast of 
loen. 

DOCUMENTS: 


Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Derat Certificate or Exemption. 

Bill of Lading (if cargo). 

Crew List. 

Customs need a Tobacco and Spirit List, showing the vessel's and 
the crew's supply on arrival. Customs clearance effected at Naestved. 
APPROACHES: From the West, Stege is approached via Masnedsund. 
From the Baltic via Bogestrom Channel (2.1 m. depth). There is an 
entrance channel, 5 miles long and dredged to 4.1 m., leading to the 


port. 
PILOTAGE: Local Pilots from Masnedoe, meet the vessel off the 


entrance channei. Sea Pilots can be taken from Spodsbjerg, Korsor or 
Gronsund. 
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ANCHORAGES: In Ulvsund, off the entrance channel. 
RESTRICTIONS: Daylight navigation only. During winter, harbour ma 
close due to ice. 
MAX. SIZE: LOA 80 m. and 3.8 m. draft. Tidal range 0.3m. 
VHF: Pilots can be contacted by VHF. 
BERTHING: 800 m. of quayage in a series of basins. 
Depths: (i) N. Harbour 3.7 m. — 4.2 m. 

(ii) Outer Harbour up to 4.3 m. 

(iil) Sugar Factory Harbour 4.0 m. 

(iv) Inner Harbour 3.7 m. 
CRANES: 1 x 3.5 tons, at Sugar Factory Harbour. 1 x 5.0 ton stationan 
crane at the Outer Harbour. 
BRIDGES: Storstromsbroen has a vertical clearance of 26 m. A ne 
bridge has been constructed across the Storstrom with a vertics 
clearance of 21 m. Power lines with 36 m. vertical clearance lie to th 
West of Masnedoevaerket. To the East of Masnedoevaerket, there is; 
bascule bridge with 25 m. horizontal clearance. Dronning Alexandrine; 
Bigg has a vertical clearance of 26 m. across Ulvsund. 
STEVEDORES: Working hours: 0700 — 1600. 
MEDICAL: Local hospital available. 
FRESH WATER: Available. 
FUEL: Available. 
REPAIRS: Machine shop available. 
DRY DOCKS: None. 1 slip for vessels up to 150 tons. 
AIRPORT: Copenhagen, 110 km. distant. 
AUTHORITY: Mon Kommune, Ved Stranden 4, DK-4780 Steg 
Denmark. Tel: 55-815525. Contact: Gunner Andersen, Harbour Maste 
AGENT: Ole H. Jorgensen, Box 7, DK-4780, Stege. Tel: 55-814018 
Telex: 40301 (Ohjstg Dk). 


STIGNAESVAERKETS: 55.12. N.11.15£. (See Plan 


DOCUMENTS: 

3 Crew Lists. 

2 Crew Declarations. 

2 Ship's Stores Lists. 

Usual Ship's Documents. 
PILOTAGE: Vessels to apply for a Pilot through their Agent. ETA to& 
given 48, 24 and 12 hours prior to arrival. 

Pilot boat equipped with VHF Channels 16, 13 and 12. It is painte 
orange on hull and wheelhouse and is stationed at Agersoe. 

For vessels coming from the North, Pilots board at_Korsoer. Fo 
vessels coming from the South, Pilots board at Egholm Flak. 
ANCHORAGES: Korsoer Roads, depth 20. m., bottom sand, got 
holding ground. With area of about 2 nautical square miles. 

Gulfhavn Roads, depth 30 m., bottom clay, good holding ground. 
Area — 1.5 nautical miles long and 0.5 nautical miles wide. 
RESTRICTIONS: None. 

MAX. SIZE: Coal Berth: Length 300 m. Max. beam 43 m. Max. draft 171 

Oil Pier: Draft 15 m. 

Ash Berth: Max. draft 7.5 m. 

HEALTH: Usual regulations. 

RADIO: Skagen Radio or Lyngby Radio. 

VHF: Stigsnaesvaerkets Havn, Channels 16, 14 and 12. 

RADAR: None. 

TUGS: No tugs stationed at Stigsnaes, ship's lines to be used. Minimut 
of 12 hours to arrange tugs. 

BERTHING: Coal Berth: Length 300 m., depth 18 m., max. draft 17* 
— discharging by shore equipment. 

Oil Pier: Length no restrictions, depth 16 m., max. draft 15 m 
discharge by shore equipment. 

Ash Berth: Depth 8.0 m. 

CRANES: 220 tonne cranes at coal berth, travel 245 m., height fro 
water 22 m. Outlay 31.5 m. Designed average discharging abo 
850 tonnes/p.h. 

BULK CARGO FACILITIES: See “Berthing’ and “Cranes’. 
SPECIALISED CARGO/HANDLING FACILITIES: None. 
BRIDGES: None. 

STEVEDORES: None. 

MEDICAL: If not urgent, no notice required. Doctor, dentist and hosp 
available. 

TANKERS: 1 Berth, depth 16 m., max. draft 15 m. Average dischag 
60,000 tonnes/24 hour. 

4x12 in. and 2X16 in. booms. The 12 in. boom can hydraulic# 
connect to 8 in., 10 in. and 12 in. flanges, all standards. The 16 in. boo 
can hydraulically connect 12 in., 14 in. and 16 in. flanges, all standart 
DENSITY: 1007 — 1023. 

FRESH WATER: By hose, 15 tonnes/p.h. 10 dkr/tonne. 

FUEL: Not available. 

FIRE PRECAUTIONS: No special precautions. 

CONSULS: Norwegian and Finnish Consuls nearby, others | 
Copenhagen (120 km.). 

REPAIRS: Small repairs can be carried out. 

DRY DOCK: None. 

SURVEYORS: 1. Caleb Brett and S.G.S. have local representatives 

2. Lloyd's Register, American Bureau and Bureau Veritas must? 
requested from Copenhagen (120 km.). 

GANGWAY/DECK WATCHMAN: None. 

OPENING/CLOSING HATCHES: By crew. 

CUSTOMS ALLOWANCES: 1 bottle of spirits, 1 bottle of wine, 2009 
tobacco or 200 cigarettes. 

CARGO GEAR: Coal Berth, Oil Pier and Ash Berth, all by shore ge 
REPATRIATION: Possible. 

AIRPORT: Distance to Copenhagen airport 120 km. Served regué 
by all international airlines. 


time: GMT plus 1 hour. Summertime (from end March to end 
ember) GMT plus 2 hours. 
IDAYS: Depending on situation. 
pOLICE/AMBULANCE/FIRE: Tel: 000. 
EMERGENCY CO-ORDINATION CENTRE: None. 
TELEPHONES: None. 
SERVICES: Most services can be ordered through Agent. 
BANKS: Skaelskoer Bank a/s. Tel: (03) 596070. Telex: 40139. 
STORING: See “Prelims”. 
By truck. 
Yes. 
. Yes. 
Yes. 
None. 


. Yes. 
SHIP SUPPLY SERVICE: See “Kalundborg”. 
SHORE LEAVE: Crew can always leave vessel and go ashore. 
IDENTIFICATION CARDS: Seaman's Book sufficient. 
REGULATIONS: None. 
DELAYS: None. 
AUTHORITY: S.E.A.S., Stigsnaesvaerket, DK-4230 Skaelskoer. 
Tel; (03) 596011. 


OnbONs 


STUDSTRUP: 56.15 N. 10.21 E. (See Plan) 


LOCATION: The harbour is located in Aarhus Bay in Kalo Inlet. 

The harbour of Studstrupvaerket is a private harbour owned by 1/S 
Midtkraft, Aarhus, and is run by Studstrupvaerket. 

PILOTAGE: Pilot assistance is imperative for navigation through the 
prohibited zone on entering Kalo Vig (inlet). 

Pilot station: State pilot station, Udbyhoj. Tel: 86 48 50 24. 
ANCHORAGE: Ships can anchor in the inlet outside the channel. 
APPROACHES: 
leading Marks: On the harbour territory: 2 red fixed lights on bearing 
304° 45’ 40” (T). lead into the harbour. 

Rear Light: On boilerhouse: Red triangle with down-turned apex. 

Front Light: On the berth: Trellis mast with triangle with upturned apex. 
RESTRICTIONS: The harbour is not accessible without special 
permission from the works management, and it must only be used for 
purposes concerning operation of the power stations under |/S Midtkraft, 
and, for the delivery and shipping of fuel to or from the power stations 
of the companies within Elsam, co-operating with I/S Midtkraft. 

The harbour is navigable day and night. The anchor can be used on 
arrival as well as on departure. 

Depth of Water: On entering: 11.3 m. (37 ft.). At the Eastern 405 m. of 
the as 11.3 m. (37 ft.). At the innermost 90 m. of the quay: 7.7 m. 
(25 ft.). 

Water Level: The difference between MHW and MLW is 0.15 m. 

Western and Northwestern wind may give HW up to 1.25 m. 

Eastern and Southeastern wind may give LW up to 0.9 m. 

MAX. SIZE: Largest Vessels: Coal: LOA 245 m., beam 33 m. and draft 
36 ft. Tankers: LOA 245 m., beam 33 m. and draft 33 ft. 

TUGS: Tugs not available locally. An agreement on tug assistance has 
been made with Svitzer to whom applications can be made. Cable 
address: Svitzersalvage. Tel: 33-155195. Telex: 15983. 

Tug assistance is normally not required for vessels up to 16,000 d.w.t. 
capacity. 

The harbour supplies a mooring boat for assistance on entering. 
BERTHING: Length of quay 495 m. Depth alongside 7.7 m. — 11.3 m. 
lage Discharging of Coal: 3 travelling cranes with a capacity of 

ons. 
MEDICAL: First-Aid Station: Falck, Hornslet. 

Nearest Hospital: Aarhus K/H (Municipal Hospital). 

Nearest Doctor: Laegehuset, Skoodstrup. 
heer 1x12 in. discharge line for oil. Capacity 1,500 t.p.h. 
approx.). 

Connections available for 8 in., 10 in. and 12 in. hoses. 

FRESH WATER: Available. Rate 14 cu.m.p.h. 

FUEL: The port has no stock of bunker oil. If ordered through a broker, 
bunker oil may be loaded from a tank truck alongside the quay. 
REPAIRS: No facilities, however, assistance can be ordered from the 
fepair shop of the power station. 

TELEPHONES: See “General”. 

IDENTIFICATION CARDS: For passing through the main gate a harbour 
pass is required. 

Blank harbour passes for filling in by the ship's personel will be handed 
over by plant representative upon arrival. 

GENERAL: Clearance: Nearest Custom House at Aarhus. 

Supplies: The nearest towns are Skoodstrup (3 km.) and Logten (4 km.). 
Telephone: Telephone calls can be made from the main gate. Payment 
will be collected by the gatekeeper. 

we telephone on quay is for plant purposes and emergency calls 


Special Regulations: Traffic to and from the port takes place through 
he gate of the main driveway of the plant by using the direct route from 
quay. 
Traffic iS not permitted to stay or drive in the port. 
Siege from the gatekeeper or from factory employees must be 
ed. 
heclatives of ship's crew are permitted to visit the ship provided that 
€ above regulations are observed. 


Dealing in commodities of any kind is prohibited in the area of the 
Power station. 


DENMARK 


Safety Precautions: The port has no special personnel or equipment for 
fire fighting or life-saving. There is, however, a plant protection unit who 
handle limited fire fighting and life-saving equipment. There are a 
number of men trained in first-aid. 

In Case of Fire or Accidents: Use the quay telephone. Dial extension 
52 (Control Room of the station) and make your report. The Control 
Room is the alarm centre of the station, and can send for fire fighting 
assistance, ambulances, and medical attention along with first-aid. 
AUTHORITY: I/S Midtkraft — Studstrupvaerket, DK-8541 Skoodstrup, 
Denmark. Tel: 86 991700. FAX: 86-993720. Contact: J. Schibler. 


SVENDBORG: 55.03 N. 10.38 E. 


DOCUMENTS: 

Certificate of Registry. 

Freeboard Certificate. 

Radio Safety Certificate. 

Derat Certificate. 

Crew List. 
PILOTAGE: Telegraphic address, ‘“Pilotstation, Svendborg”. For 
contacting pilot boat on VHF, use Channel 16. International signals for 
Pilot. In Eastern entrance Pilot boards at Thuro Rev. In Western entrance 
Pilot boards at Lehnskov, or if ordered at, Skrams Flak. 
ANCHORAGES: At Lunkebugt (Eastern entrance) and by Lehnskov 
(Western entrance). 
RESTRICTIONS: See ‘'General’” before first port. 
MAX. SIZE: Longest ship ever docked was 541 ft. long, 67 ft. breadth, 
draft 21 ft. 06 in. Shorter ships may enter with deeper draft. 
HEALTH: Pratique automatic. 
RADIO: All Danish coast stations can be used. (See “Horsens”.) 
TUGS: Normally tugs stationed in Svendborg, ships wanting tugs order 
through Agent before arrival. 
BRIDGES: 1 mile West of harbour a bridge crosses the sound. Free 
height 33 m. 
STEVEDORES: Ordered by Agent. 
MEDICAL: Doctors and hospital service always available. 
DENSITY: Approx. 1024. 
FRESH WATER: Available at all piers. 20 t.p.h. 
FUEL: No bunker lines. Diesel can be delivered by tank lorries. 
CONSULS: Vice-Consulates: Norway, Tel: 09 21 31 17; Sweden, 
09 21 14 10; Finland, 09 21 22 21; W. Germany, 09 21 15 39; Iceland, 
Tel. 09 21 18 83. 
REPAIRS: All repairs to deck and machinery carried out by shipyard. 
DRY DOCKS: Floating docks for ships up to 10,000 tons weight. 
GANGWAY/DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: Facilities exist. 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year's Day; the day before Good Friday; Good Friday; 
Easter Monday; May 1st; Ascension Day; May 5th; Prayer Day; 
Whit Monday; June 5th; 25th and 26th of December. 
FIRE/AMBULANCE/POLICE: Call 000. 
TELEPHONE: No telephone for ships. 
SERVICES: Compass adjusting. 
IDENTIFICATION CARDS: Not needed. 
SHORE LEAVE: No restrictions concerning shore leave for crew. 
Dogs not allowed to go ashore. 
AUTHORITY: Port Authority of Svendborg, Jessens Mole 9, 5700 
Svendborg, Denmark. Tel: 09-210657. Contact: Kurt Hansen, Harbour 
Master. 


(See Plan) 


TUBORG HAVN: 55.44 N. 12.35 E. 


DOCUMENTS: Same as Copenhagen. 

PILOTAGE: Not compulsory except for tankers loading with petrol. For 
Pilot call Copenhagen Pilot (see Pilot Information for Copenhagen). 
ANCHORAGES: See “Copenhagen”. 

MAX. SIZE: Max. draft 6.0 m., 4,000 d.w.t. 

HEALTH: See “Copenhagen”. 

RADIO: Lyngby Radio: OXZ. VHF Channel 16 to all installations. ETA 
cables to Agents and receivers preferably by Lyngby Radio. 

TUGS: Can be obtained from Copenhagen. 

CRANES: Mobile cranes up to 110 tons can be obtained from 
Copenhagen. 

SPECIALISED CARGO-HANDLING FACILITIES: Shore ramp for 
Ro/Ro traffic. Modern container-handling equipment available. 
MEDICAL: No advance notice necessary. Hospitals available. 

FRESH WATER: From water boat. 

FUEL: All grades available by lighter. 10 hours notice preferred. 
CONSULS: See “Copenhagen”. 

REPAIRS: All forms of deck and engine repairs can be effected. 
GANGWAY/DECK WATCHMEN: Not necessary. 

HATCHES: Opening and closing carried out by ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes. 1 bottle wine, 1 bottle 
Spirits. 

REPATRIATION: See “Copenhagen”. 

AIRPORT: Copenhagen airport 14 miles (23 km.) from Tuborg port. 
Connections to all parts of the world. 

TIME: GMT plus 1 hour. Summertime is kept. 

HOLIDAYS: See “Copenhagen”. 


(See Plan) 
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POLICE/AMBULANCE/FIRE: Dial 000. 

TELEPHONES: Not available on board. 

SERVICES: Services available for compass adjusting, radio and radar 
repairs. 

SHORE LEAVE: No restrictions. 

AUTHORITY: Tuborg Harbour, Tuborg Havnevej 11, DK-2900 Hellerup, 
Denmark. Tel: (1) 29 59 25. Telex: 16347 Tuborg DK. Cables: Tuborg 
Copenhagen. Contact: K. Guldberg Mikkelsen, Harbour Master — Tuborg 
Havn. 


VEJLE: 55.42 N. 09.33 E. 


DOCUMENTS: Required on arrival: 

2 Crew Lists. 

2 Passenger Lists. 

1 Tobacco List. 

1 National Reg. Certificate. 

1 Load Line Certificate. 

1 Tonnage Certificate. 

1 Manifest. 

1 Bill of Lading. 

1 Derat Certificate. 

1 Radio Safety Certificate. 

1 Clearance inward and outward. 

1 Safety Certificate. 
PILOTAGE: Pilot station now at Juelsminde, radio Pilot Vejle VHF 
Channel 16 —3 hours notice of ETA. The Pilot will embark and disembark 
at Rosenvold Hage on the N-side of the fjord. 
ANCHORAGES: (1) At Rosenvold Hage, (2) at Traeskohage. 
RESTRICTIONS: See “General” before first port. 
MAX. SIZE: Max. length 550 ft., max. draft 23 ft. 
HEALTH: Pratique procedure is carried out by Customs dept. 
RADIO: Lyngby Radio, OXZ, Blaavand Radio OXB. 
TUGS: Available inside port, ship's lines. 
BERTHING: 18 berths. Total quayside in excess of 1,600 m. Depth 
5.0 m. — 7.0 m. 

Facilities include grain silos and a grain elevator, oil storage and 
5 quay cranes. 
BRIDGES: A highway-bridge has been built over the fjord over the 
entrance-channel about 1 mile outside the harbour entrance. 

Max. height over the channel is 40 m. 
STEVEDORES: Available. 0700 hrs. start must be informed 24 hours 
in advance. 
MEDICAL: Hospital facilities available day and night with doctors 
available 24 hours per day. 
TANKERS: 2 tanker berths, max. draft 23 ft. No slop tank available. 
Diameter of discharge lines 8 in. and 6 in. 
DENSITY: Average density 1020. 
FRESH WATER: Delivered from lines on piers. Rate 14 t.p.h. Cost 
16.00 Kr./ton. 
FUEL: All grades available. No advance notice required. 
CONSULS: Vice-Consuls: Greece, 821929; Norway, | 829122; 
Spain, 820233; Germany F.R., 820011. 
REPAIRS: Deck and engine repairs can be undertaken. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CUSTOMS ALLOWANCES: See “General” before first port. 
REPATRIATION: No facilities. 
AIRPORT: Billund 32 km., 3 flights per day. 
TIME: GMT plus 1 hour. 
HOLIDAYS: New Year's Day; Easter; 1st May, Whit Sunday, Christmas 
holidays. Cargo work can be done on overtime except 1st May (Labour 


(See Plan) 


Day). 

POLICE/AMBULANCE/FIRE: Police, tel. 821744; Ambulance, 822244; 
Fire, 822244. 

TELEPHONES: No arrangements exist for placing on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

AUTHORITY: Vejle Havn, Havnepladsen 5, 7100 Vejle, Denmark. 
Tel: 75-820217. FAX: 75-838754. Contact: Juul Jensen, Harbour Master. 


VORDINGBORG (South Harbour — formerly 
Masnedsundq): 54.59 N. 11.54 E. 


DOCUMENTS: See “Copenhagen”. 

PILOTAGE: Available from Masnedoe Pilot Station, Tel: 03-772170. 
ANCHORAGE: Vordingborg Roads. 

RESTRICTIONS: See “General” before first port. 

MAX. SIZE: Draft 19 ft. max., breadth 25 m. (depending on vessel's 
height) owing to passage of bridge before entering harbour. Width of 
bridge opening 25 m. At a height of 25 m., width of opening 22 m. due 
to angle of raised bridge. 

RADIO: Lyngby Radio. 

TUGS: Available from Nakskov, Korsoer, Copenhagen. Notice for 
rege about 6 — 8 hours. 

BERTHING: Berths equipped for handling grain, ore, coal and LPG 
carriers. 

Masnedoe Power Station: See “Port of Masnedoevaerket.” 
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BRIDGES: Passage of bridge 25 m. wide, opening day and night. Bridg 
normally in radio contact with pilot station. Fully lighted. Approach j, 
power station from the West — pier situated just to the West of Opening 
bridge, and therefore no passage. 

In the approach to Vordingborg and power station passage ay 
overhead power cables, max. air draft 36 m. 
STEVEDORES: Local stevedores ordered by Agent. 
MEDICAL: Hospital available. 
FRESH WATER: Supplied by pipe-line to berths. 
FUEL: All common fuels available. 
CONSULS: At Copenhagen. 
REPAIRS: Most repairs, engine and equipment available. Electrong 
service only available from Copenhagen. 
DRY DOCK: No local dry dock. Nakskov/Copenhagen nearest. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Crew allowed to open and Close 
otherwise as per C/P. 
CERTIFICATES: 

Registered Certificate of Tonnage. 

Derat Certificate. 

Construction Certificate. 

Load Line, and Equipment Certificate on first call. 
CUSTOMS ALLOWANCES: See “General” before first port. 
CARGO GEAR: One mobile crane, one grain-sucker and elevator. 
HOLIDAYS: See “Copenhagen”. 
POLICE/AMBULANCE/FIRE: Police 03-771448; Ambulance, Fir 


Brigade 0-0-0. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Vordingborg Kommunes, Havnevaesen, 476) 
Vordingborg. 
NOTES 


Please also advise Shipping Guides Ltd. 


Republic of Djibouti 
DJIBOUTI: 11.36 N. 43.08 E. (See Plan) 


pORT LIMITS: Maritime Limits: The reference data for the delimitation 
of the maritime zone coming under the Port of Djibouti are as follows: 


Point |: The pyramid situated on the right bank of the mouth of 
the Oued Ambouli. 

Point II: Lat. 11° 36’ N., Long. 43° 08’ E. 

Point III: Lat. 11° 39’ N., Long. 43° 06’ E. 

Point IV: Lat. 11° 39’ N., Long. 43° 10’ E. 

Point V: Lat. 11° 37’ N., Long. 43° 08’ E. 


DOCUMENTS: Crew List for ship's Agent. Crew Manifests and 
Manifests of Passengers in Transit or for disembarkation, for whom 
disembarkation cards are to be completed. Presentation of Health 
Declaration and verification of compulsory immunisations by the health 
representative. ; 

The following documents are required, preferably prior to the arrival 
of the vessel. 


Danger- 
Cargo Freight ous Stowage Hatch 
Manifest Manifest Cargo Plan List 
List 

For Djibouti Port Authorities 6 —_ 2 — 1 
For Stevedores 3 _ — 1 1 
For Agent 1 = _ _— _ 
i transhipment, additional 2 — _— — —- 
To be despatched by airmail or 

airfreight in due time, prior ship's 

arrival at Djibouti 3 1 1 1 1 
On board vessel and if impossible 

by airmail or airfreight TA 1 1 _ _ 


Derat Certificate: At the present time Derat cannot be carried out at 
Djibouti, but the Port Health Authority, after inspection, are empowered 
to extend expired certificates by one month. 

PILOTAGE: Pilotage is compulsory for all vessels with a nett tonnage 
inexcess of 300 tons and is available 24 hours a day, throughout the year. 

Pilots board inward bound vessels between No. 1 Buoy and No. 2 
Buoy. Outward bound vessels normally disembark their Pilot between 
No. 2 Buoy and No. 4 Buoy. Pilot boats are painted white and carry the 
flag "H" by day and the usual lights by night. 

An internationally approved pilot ladder on the lee side with man- 
ropes, and suitably illuminated at night time, must be available. 

Vessels calling for Pilots at departure if unable to contact the pilot 
station on VHF should sound 3 long blasts on whistle or siren half an 
hour prior to sailing, this signal also calls the tug and mooring gang. 
ANCHORAGE: Anchorage zone is within following limits: 

1. Eastern limit: a line parallel to and 0.25 miles West of the North 
passage. 

2. Southern limit: Latitude 11° 37’ N. 

3 Western limit: a bearing with the Western extremities of Penguin 
and Ambouli Banks in alignment. 

lt is forbidden to anchor 1.5 cables on each side of the alignment of 
Ambouli and d’Ayabele Lights. 

Average depth is of 15 m. to 20 m. Anchor holding is excellent, even 
with a strong S.W. monsoon when there is often a heavy swell. 

lt should be noted that anchorages within a quarter of a mile of either 
side of the entry transit line is strictly prohibited. 

APPROACHES: Djibouti Bay can be reached from 2 channels — North 
and East. Only the Northern one is marked. 

The Traditional Channel — The ‘‘North'’ Pass: The port, which has easy 
access by day or night, is normally entered by the North Channel, vessel 
after rounding Ras Bir, passing to the Northwards of Musha and Maskali 
lslands until the transit towers situated to the Westward of the town are 
sighted. The two transit towers, when in line, bear 184° (T) from seaward. 
Both towers exhibit quick flashing lights which at night time may be 
tasily seen at a distance of 9 miles. In daytime the two towers may be 
located by first sighting Mount Direction, a distinctive conical hill to the 
Southward. The nearest transit tower is a white rectangular building with 
a single wide vertical black stripe while the further tower is a white 
fectangular building with two broad horizontal stripes. 

When on the leading line proceed to Buoy No. 2 on the Heron Bank, 

where the Pilot will board; the Master is advised to await the Pilot slightly 
North of Buoy No. 2. 
The “South”’ or ‘‘East'’ Channel: The Southern or Eastern approach for 
vessels entering passes South of Musha and the Maskali Islands after 
clearing the Arab Bank. Vessels using this approach must keep at least 
1 mile North of the Heron Bank until they reach the transit line described 
above. The Pinqouin Bank Buoy situated West of the transit line makes 
4 good check point. 

The Northern channel is usually used for vessels proceeding in a 
N.N.E. direction. 

The Eastern channel is not marked, and is not recommended for 
Yessels approaching the port. Approaching from the East of the island 
of Musha by day can be dangerous if visibility is poor. 

RESTRICTIONS: Entry during the day or night. Highest tide 2.90 m. 

Mean tide is approximately 1.60 m., and lowest are 0.20 m. Tidal 

currents are very weak in bay and rarely exceed 1 knot. 

MAX. SIZE: Entrance to inner roads dredged to 11 m. depth. 

Max. Dratt: Cargo vessels 32 ft. Vessels bunkering 36 ft. Tankers (white 

Products) 32 ft. Tankers (black products) 36 ft. 

HEALTH: Generally Free Pratique by radio can be granted to all ships 

applying through Coast Station Djibouti Radio. Ships must radio in plain 

or international code, a maximum of 12 hours and a minimum of 4 hours 

Prior to arrival in port. In all cases, when Pilot boards vessel he gives 
aster a copy of Maritime Health Declaration which must be filled in by 

Master and countersigned by ship’s doctor, if the crew includes one. An 

Momining Official comes on board when vessel arrives to receive the 

‘aritime Health Declaration. Cholera and Yellow Fever Certificates 
"quired from all travellers coming from an infected area, excepting 
children of under 6 months of age. 


DJIBOUTI, Republic of 


RADIO: Via the Harbour Master's Office: For short distance 
communications, ships can link up with the Harbour Master's Office, by 
VHF radio-phone: the Harbour Master's traffic unit is equipped with a 
VHF station for broadcasting and receiving on Channel 12 (156.6 MHz) 
and Channel 16 (156.8 MHz). These links are solely for the exchange 
of nautical information between the Harbour Master's Office and vessels 
(confirmation of ETA; ship's draft; and orders concerning the boarding 
time of the Pilot and dropping the anchor to wait for Pilot.) 

Via Djibouti Coastal Station: For medium or long distance 
communications, ships can link up with the shore through the coast 
station at Djibouti, by radio telephone or telegraph. This station can meet 
all requirements from ships using the port of Djibouti. It handles official 
and private communications and is permanently on watch. 

Call sign J2A maintains a continuous 24 hours listening watch on 
500 kHz and replies on 464 kHz. 

For long distance communication using the call sign “J2A8", the 
station maintains listening watches between 0400 hrs. and 1000 hrs. 
GMT and 1200 hrs. to 1715 hrs. GMT on 8682 kHz. Traffic lists are 
transmitted at 0400 hrs., 0600 hrs., 0800 hrs., 1200 hrs., 1400 hrs. and 
1600 hrs. GMT. 

Inthe 12 megacycle band using the call sign “J2A9”, the station works 
on the frequency 12,782 kHz between 1000 hrs. and 1200 hrs. GMT. 
Traffic lists are transmitted at 1000 hrs. and 1100 hrs. GMT. 
Radio-telephony: Djibouti Radio (J2A) service covers the following: 

(a) The station can cover medium distances through radio-telephone, 
from 1605 kHz to 2850 kHz. 

Call sign: Djibouti Radio/J2A. 

Call frequency: 2182 kHz. 

Working frequency: 2586 kHz. 

Power: 1 Kw. 

It is open for the international calls (2182 kHz) at the following times: 

From 0500 — 0900 hrs., and from 1300 — 1500 hrs. GMT. 

(b) VHF 

Listening Channel 16 (156.8 MHz). 

Working Channel 20 and 24 (24 hours). 

Vessels can link up with subscribers of the automatic telephone 
system in Djibouti. 

Radio telegrams sent to ships at sea must be delivered to the 
telegraphic section at the post office, Ave. de la Republique, during office 
hours. 

TUGS: In Winter (slight Easterly monsoon), a single tug is generally 
sufficient for manoeuvring. In Summer during the Khamsin period, 
berthing or sailing often requires 2 tugs. There is a 1,500 h.p. diesel tug 
Aboubaker Pacha; a 1,800 h.p. tug, A. Rimbaud; a 1,400 h.p. diesel 
tug Henri Lambert; a 2,200 h.p. tug Bab-El-Mandeb and 1 auxiliary 
600 h.p. tug. All tugs equipped with fire fighting equipment. 
BERTHING: 


Quay Length Depth Usage* 
(m) — (m,) 
No. 1 180 9.5L, D, B, Containers 
No. 2 220 12.0 L, D, Containers, Ro-Ro 
No. 5 210 90 L,D 
No. 6 180 9.0 
No. 7 250 10.0 L, D, Ro-Ro 
No. 8 200 10.0 L,D,B 
No. 9 (dolphins) 200 9.0 L, D, B, Refrig. 
No. 10 (dolphins) 220 11.5  B, Lay-by Berth 
No. 11 (dolphins) 180 11.0 8B, Discharge Black Oils 
No. 12 (dolphins) 250 * Maes | 
B, Discharging Black and 
No. 13 210 10.8 White Products 
L, D, B, Discharge of Liquid 
Gas and Loading of 
Molasses in bulk 
“KEY = L = Loading. 
D = Discharging. 


B Bunkering. 

CRANES: There are no cranes on quays, but the port has 2 mobile 
cranes of 25 tons and 40 tons capacity plus a floating crane for the 
handling of heavy-lifts of 80 tons capacity. 

BULK CARGO FACILITIES: Molasses can be handled. Flour storage 
facilities (Private) with capacity of 4,000 tons. 

SPECIALISED CARGO HANDLING FACILITIES: Open ground and 
shedded areas for containers, Roll-on/Roll-off traffic and Quay for the 
traffic of lighters. 

Container Terminal: 2x35 ton Paceco gantry cranes, 4x40 ton Hyster 
lift trucks, 2x12 ton Hyster lift trucks, 8 Mafi tractors and 12 Gaussin 
low trailers. 

BRIDGES: None. 

STEVEDORES: Four companies available, office hours from 0700 to 
1730 hrs. Stevedoring 24 hours. 

Working Hours: Normal working hours are 0700 — 1200 hrs. and 1300 
— 1800 hrs. Overtime can be worked between 1900 — 2400 hrs., and if 
necessary to finish a vessel, between 0100 — 0600 hrs. It should be 
noted that Friday is the normal day of rest and all work on this day is 
at overtime rates. 

MEDICAL: Port Medical Service directed by medical practitioner 
specialised in industrial medicine is situated in a building neighbouring 
the port offices. It operates a dispensary. Passengers and sailors in 
transit are treated by private doctors from town who may visit the ships. 
Serious cases can be hospitalised in Djibouti's civil or military hospitals. 
TANKERS: Reception lines: Berth Nos. 12 to 13 specially equipped for 
reception of bunkering products are linked with installations of the 
petroleum companies by a 16 in. dock-line and 12 in. (FO) and another 
of 12 in. (DO). Pier No. 10 is connected to the installation with a dock- 
line of 12in. Rate of discharging can reach between 2,000 and 
2,500 t.p.h. Reception of white products is assured from Quay No. 13 
by an 8 in. line; for gas there is a 4 in. line. 

Shipmaster's Report: July 1982. 

Pilot advises max. draft for loaded tankers is 14.0 m. 
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FRESH WATER: Each quay provided with 3 — 5 (200 mm.) water- 
hydrants. Delivery of 40 cu.m. of water per hour. Regardless of the 
season, there is never any shortage of fresh water. 

FUEL: Available at oil berths and commercial berths. A complete range 
of different viscosities and products is available. Meets all the usual 
requirement of bunkering vessels. Ample supplies of fuel and diesel oil 
are always available. Normal rate 200 — 300 t.p.h. 

Suppliers: Mobil, Shell and Total. 


CONSULS: 
Belgium Iraq Yemen (N) 
China Italy Yemen (S) 
Egypt Libya United Kingdom 
Ethiopia Oman U.S.A. 
France Saudi Arabia U.S:S.R. 
Germany F.R. Somalia 
India Sweden 


REPAIRS: Small repairs available. 
SURVEYORS: Agent of the American Bureau of Shipping: Gellatly 
Hankey, BP 81, Djibouti. Tel: 35 56 68. 

Agent of Bureau Veritas, Germanischer Lloyd and Nippon Kaiji: DHK 
Mitchell Cotts, Tel: 35 20 83. 

Agent of Lloyd's Register: Gellatly Hankey, BP 81, Djibouti. 
Tel: 35 56 68. 

Insurance Companies: 

L'Union des Assurances de Paris (CMAO), BP 2650. Tel: 35 54 70. 

Lloyd’s Assurances (Gellatly Hankey), BP 81. Tel: 35 56 68. 

Salvage Association (Gellatly Hankey), BP 81. Tel: 35 56 68. 

Groupement Francaise d’Assurances (MARILL), BP 57, Djibouti. 
Tel: 35 16 50. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
REPATRIATION: Good facilities exist. 

AIRPORT: International airport at Ambouli (7 km.), with international and 
regional flights every day of the week. 

TIME: GMT plus 3 hours. 

HOLIDAYS: New Year's Day (1st January); Aid Seghir (El Fithir) and 
the following day; Labour Day (1st May); Aid El Kebir and the following 
day; Muslim New Year (1st Mouharam); National Holiday (27th June); 
Mouloud El Nabi; Al yarah wal Mirage. 

Dates referring to religious holidays vary every year, particularly where 
Muslim holidays are concerned. Loading and discharging operations as 
well as bunkering can be carried out during all of above holidays when 
other services are also available. 

POLICE/AMBULANCE/FIRE: In emergency Tel: 17 and 18. A 
detachment of the fire brigade is on permanent duty in the port area. 

Fire Brigade — 35 05 22, Police 37 07 80. 

EMERGENCY CO-ORDINATION CENTRE: Being formed. 
TELEPHONES: Available on every berth, international calls on request. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

BANKS: Indo Suez Mer Rouge, Banque de I'Indochine et de Suez — 
Mer Rouge. Registered Office: 10 Place Lagarde — Djibouti B.P.88. Tel: 
35 30 16. Telex: 6829 DJ. Telegrams: “Indomer Djibouti”. 

Banque pour le Commerce et I'Industrie - Mer Rouge BCIMR (Branch 
of the Banque Nationale de Paris) B.P.2122. Tel: 35 08 57, 35 08 58, 
35 08 59. Telex: 5821 DJ. Telegraphic Address: “Mericomi Djibouti”. 

Bank of Credit and Commerce International S.A., Registered Office: 
39 Bd. Royal, Luxembourg. Agency at Djibouti: 10 Avenue Pierre Pascal, 
B.P.2105. Tel: 35 17 41. Telex: 810 FS. 

Banque de Djibouti et du Moyen-Orient S.A., Head Office, 6 rue de 
Marseille, Djibouti B.P.1471, Rep. of Djibouti. Tel: 351178, 351190. 
Telex: 5943 Banco Djib. Branch of the Middle East Bank Ltd., Dubai, 
U.A.E. 

Commercial Bank of Ethiopia, Head Office, Addis Ababa (Ethiopia), 
Djibouti Branch: rue de Marseille, Djibouti B.P.187. Tel: 3521 01, 352102. 
Telex: Ethio Bank 5835 DJ. 

Commercial and Savings Bank of Somalia, Head Office, B.P.203 
Mogadisho. Branch of the Commercial and Savings Bank of Somalia. 
Office: Place Lagarde, Tel: 353666, 351282. Telex: Savcom 5879 DJ. 
STORING: In the Port of Djibouti, vessels are bunkered at all the quays, 
and are supplied with fresh water (without limitation as to the amount 
requested), whilst they are carrying out their commercial operations of 
loading or discharge of cargo). 

GENERAL: 
Tides: The highest tides reach 2.9 m., the average tide is around 1.6 m., 
and the lowest drop to 0.20 m. 

Tidal currents are very weak in the bay, only rarely exceeding one 
knot. They usually move Eastwards during the ebb tide, and Westwards 
during the flood tide. 

Winds: From October to the beginning of May moderate Easterly winds 
dominate. During the S.W. monsoon, from the middle of June to early 
September, there are frequent gales from the West (Khamsin), when 
the sea becomes rough or very rough. There is little or no wind in May 
and September. 
Swell: The sea is usually very calm in the outside roadstead, in the 
anchoring zone protected in the East by the Heron Bank. In normal 
weather the swell does not exceed 1 m. During the Khamsin period, it 
can reach 2.0 m. — 2.5 m. However, there is no undertow inside the port. 
DEVELOPMENTS: The Port of Djibouti will undertake a 2nd 
development project. 

1. Storage shed No. 1 and 2 to be dismantled. 

2. Construction of maintenance facilities in the vicinity of the C.F.S. 

3. Container yard modifications and extension of the Free Trade Area. 

4. Extension of the container terminal area. 

5. Rehabilitation of Berth No. 10. 


SHIPMASTER’S REPORT: September, 1979. 

Approaches: After passing Muskali Beacon on approaching, the leading 
lights, during daytime (183.5° True) are often not visible due to the sun's 
glare. At night these make an excellent approach. 
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Pilotage: Do not proceed beyond No. 2 Heron Bank Buoy. Pilot bog 
12 m., blue hull, white top and displaying Pilot signals. 

Radar/VHF: Channel 12 for calling and operations. No Port radar. 
Hatches: Opening/Closing normally carried out by ship's crew. 
General: Provisions both fresh and dry available, but expensive. 


AUTHORITY: Port Autonome International de Djibouti, P-O.Box 2197 
Djibouti, Republique de Djibouti. Te/: 35 23 31, 35 10 31; 35 32 6 
(Container terminal). Telex: 5836 DJ; 5853 DJ (Container termina) 
Cables: Dirport Djibouti and Comport Djibouti. Contact: Aden Ahme 
Douale, Port Director. Captain Huchet, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 


Dominica 
PORTSMOUTH: 15.32 N. 61.29 W. (See Plan) 


Portsmouth is an anchorage port principally engaged in the export, 
py lighter, of bananas and the export of agricultural produce by small 
inter-island vessels. 

Documentation required is as for ‘“Roseau’. Safe anchorage is 
available anywhere within the port with distance off dependent on the 
size of vessel. Pilotage is not compulsory and if required must be 
obtained at the Roseau Pilot Station. 

No alongside facilities (except those for lighters) exist and no cargo 
nandling equipment is maintained. 

A steel piled/concrete decked "L" shaped pier 225 ft. long, 40 ft. wide 
wih 12 ft. of water at the head provides lighterage berthing and 
accommodates inter-island sloops, schooners and motor vessels. Final 
planning of upland and equipment is yet to be undertaken. 

All enquiries in the respect of the use of the port of Portsmouth should 
be addressed to the Port Authority, Roseau. 

MEDICAL: A cottage hospital is available. 

SURVEYORS: See “Roseau”’. 

POLICE/AMBULANCE/FIRE: Police Tel. 5222. Ambulance Tel. 5237 
(Hospital). Fire Tel. 5215. Custom House Tel. 5255. 

EMERGENCY CO-ORDINATION CENTRE: See “Roseau’”’. 

BANKS: See “Roseau’”’. 

STORING: See “Roseau”. 

DEVELOPMENTS: A 300 ft. cruise ship berth will be constructed. Fresh 
water will be available alongside the new facility. 

The project will be completed before 1992. 


SHIPMASTER’S REPORT: January, 1979. 

Pilotage: Not compulsory or required. 

Restrictions: Vessels may enter or leave at any stage of the tide during 
day or night. 

Tugs: None available. 

VHF: Not available. 

Anchorage: Vessel anchored with the lighter jetty bearing 100°, distance 
4 cables. Depth of water 70 ft. Cargo is delivered to the vessel by small 
ighters which are towed from a timber and steel jetty owned by Geest 
Line. Loading of bananas is carried out through side doors only. The 
quality of work was good. 

Services Available: Doctor and airport (fresh water, fuel and other 
services are not available). 


AUTHORITY: Dominica Port Authority, P.O.Box 243, Roseau, 
Commonwealth of Dominica. Tel: (809-44) 84431/2/3. Cables: Domport. 
Telex: 8632 Domport Do. FAX: (809-44) 86131. Contact: O.M. Norris, 
General Manager (Home Te/: 84375). 


ROSEAU: 15.17 N. 61.24 W. 


PORT LIMITS: 

Lat. 15° 19’ 00” N., Long. 61° 24’ 29" W.; 

Lat. 15° 21’ 00" N., Long. 61° 24’ 29" W.; 

Lat. 15° 21’ 00” N., Long. 61° 23’ 09" W. 
DOCUMENTS: Port Authority requires before commencement of 
discharge, 2 copies of the vessel’s manifest, and 1 stowage plan or 
hatch block sheet. Masters are advised that these should be airmailed 
ahead of the arrival. On arrival, documents required are: 
Port Authority: 

Ship's Register to sight. 

International Health Declaration. 

1 Crew List. 

1 Passenger List. 
a Hazardous Cargo List. 
Customs: 

Clearance from last port. 

1 Stores List. 

2 Personal Effects Declaration. 

1 Manifest. 

1 Crew List. 

1 Passenger List. 
Immigration: 

1 Crew List. 

1 PassengerList. 
PILOTAGE: Pilotage is compulsory for berthing all vessels in excess of 
100 g.r.t. Pilotage is available for anchorage on request. Pilots will board 
" approx. position Lat. 15° 17’ 54” N., Long. 61° 24’ 50” W. The pilot 
Doat will display International code “H" by day and a white light over 
(ed light by night. Requests for Pilots should be made 24 hours in 
advance either through the vessel's Agent or by cable to “Domport”. 
Vessels may contact the Port Authority through Dominica Port Radio on 
var Channel 16 from 0800 — 1600 hrs., and for 2 hours in advance of 
the vessel's ETA. 
ANCHORAGES: A restricted area exists in Woodbridge Bay between: 

Lat. 15° 19’ 00” N., Long. 61° 24’ 15” W., 

Lat. 15° 18’ 00” N., Long. 61° 24’ 15” W., 

lat. 15° 18’ 00” N., Long. 61° 24’ 00” W. 
and vessels may not anchor therein, except under General Manager's 
astuctions. Anchorage may be taken South of this area and in Roseau 
Sadstead 1.5 — 2 cables offshore in 15 — 30 fathoms depending on 
© vessel's size. All anchorages are steep-to and care should be 
Xercised so as not to drag off the bank when anchoring. 
AX. SIZE: See “Berthing”. 


(See Plan) 
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HEALTH: International Declaration of Health. In addition any death, 
fever or suspected contagious disease should be notified in advance to 
Agents or Port Authority by cable or radio. 

RADIO: HF/SSB. 8281.2 — Monday — Friday 1200 — 2000 hrs. Also see 
“Pilotage”’. 

TUGS: None. 

BERTHING: Woodbridge Bay Ocean Berth Length 500 ft., min. depth 
36 ft. MLWOST. 

Schooner berth 120 ft. with a depth alongside of 9 ft. (inshore) to 36 ft. 

Roseau Jetty, Length 93 ft. min. depth 18 ft. (Out of commission due 
to hurricane damage). 

CARGO HANDLING FACILITIES: 

Mechanised Cargo Handling: Breakbulk cargo is handled palletised on 
ships/shippers/port pallets. Adequate forklift trucks, trailers, and tractors 
are available to work all berths, Small inter-island vessels can be 
discharged by 15 ton Lorain crane. Containers up to 20 d.w.t. can be 
handled ashore if placed on port trailers by ship's gear. Ro-Ro barges 
capable of trimming to ramp height of + 10 ft. are accommodated on the 
South end of Woodbridge Bay Pier. 

STEVEDORES: Stevedores and longshoremen arranged by Dominica 
Stevedores Ltd. 

MEDICAL: One Government general hospital, one private group 
medical clinic and one private dental clinic are available. 

On board visits by a doctor can be arranged. 

Where possible advance notice should be given. 

TANKERS: Petroleum products are presently handled at 5 different 
anchorages on the West coast. 

L.P.G.: Woodbridge Bay (2) max. draft 12 ft. floating hose from vessel. 
Mogas — Gasoil (Dieselene), Kerosene, Spray oils: 

Rockaway (2), 1 mile North of Woodbridge Bay, draft 18 ft., 800/900 ft. 
floating hose from ship. 

Boiler Fuel (Bunker C): Belfast, 2 miles North of Rockaway, max. draft. 
18 ft. (up to 25 ft., if vessel equipped for stern discharge) 4 in. submarine 
line. 

Bulk Edible Oils and Soap Chemicals: Belfast, max. draft 14 ft., 
4 in. floating hose (200 ft.) from shore. 

The above are single anchor, stern-to berths with stern lines to shore 
posts. Vessels should have at least 4 ropes available aft and provision 
to bend 2 lines together. 

The above are private facilities but pilotage is available. In the case 
of Woodbridge Bay (L.P.G.) pilotage is compulsory. Tankers in their 
ETA advice should include their cargo by products and their draft. 
DENSITY: Approx. 1025. . 
FRESH WATER: Available alongside all berths at a cost of EC $20.00 
for 1,000 gals. 

FUEL: Dieselene (Gas oil) available in limited quantities ex-tank wagon 
at all berths. Other grades not available. 
GANGWAY/DECKWATCHMEN: Available if required. 
OPENING/CLOSING HATCHES: Beam and board hatches, crew or 
stevedores; Ship's option. Patent Hatches; ship's crew. 
CERTIFICATES: Previous Port Clearance; Ship's Register, to sight. 
CUSTOMS ALLOWANCES: 200 cigarettes, or 0.5 Ib. tobacco or 
25 cigars, 26 ounces of spirits per crew member. 

CONSULS: (Or Consular Agents). 


Business Residence 
France C. A. Butler Tel. 2033 Tel. 1146 
Netherlands W. A. Astaphan 3221 2524 
Belgium Achille L. Pinard 2781 2756 


REPAIRS: Minor and emergency repairs can be arranged. Engines and 
deck gear cannot be put out of service without permission of the Port 
Manager. 

SURVEYORS: Lloyd's Agent available for cargo survey. A non- 
assigned Hull Surveyor is available. 

REPATRIATION: Limited inter-island flight capacity to nearest 
international airports — Guadeloupe, Martinique, Antigua, Barbados. 
AIRPORT: Melville Hall 37 miles. Inter-island services only. Canefield 
Airstrip 2 miles — Charter aircraft and Air Guadaloupe. 

TIME: GMT minus 4 hours. 

HOLIDAYS: New Year's Day, Carnival (Mardi Gras) 2 days. Good 
Friday, Easter Monday, Labour Day, Whit Monday, August Monday, 
National Day (Nov. 3rd — 4th), Union Conference Day (A Sunday in 
November), Christmas Day, Boxing Day. 

Minimum working: Can be arranged on these days, but it is not advised 
over the Carnival or National Day Holidays. 
POLICE/AMBULANCE/FIRE: Police Tel. 2222 or call on 2182 kHz., 
Fire Tel. 2888, Ambulance Tel. 2321. 

At anchor or away from a telephone, blow 3 short and 1 prolonged 
blast at frequent intervals until acknowledged on VHF Channel 16 or by 
lamp. 

EMERGENCY CO-ORDINATION CENTRE: Port Authority connected 
with other Regional Port Authorities and U.S.C.G. VHF Channel 16, HF, 
S.S.B. Standby 2182 and 8281.2. Working 4136.3, 4139.5, 8284.4, 
12421.0, 12424.5, 16565.0 and 16568.5. 

TELEPHONES: On board service can be provided at the Ocean Wharf, 
Woodbridge Bay (discontinued at present due to hurricane damage). 
SERVICES: Assistance can be given for emergency repairs to electronic 
equipment, compass adjusting and D/F calibration subject to advance 
notice. Provisions can be obtained, but advance notice should be given 
especially for fruit and vegetables of high quality. 

BANKS: Barclays Bank International Ltd., Royal Bank of Canada, 
Bancque Antilles Francais. The National Commercial & Development 
Bank of Dominica has international correspondents. 

STORING: Vessel can store by truck. No facilities to store by barge. 
Trucks may proceed alongside for direct delivery/discharge, subject to 
Port Authority agreement. Fork lift trucks may be used. Vessels must 
be cleared outward for duty free concessions. Riggers available to assist 
with storing. 

IDENTIFICATION CARDS: Dock passes for crew members will be 
issued through the vessel’s Agents. 
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SHORE LEAVE: After Inward Clearance, there are no restrictions on 
shore leave. Masters are advised to note that immigration law holds the 
vessel/owner/agent, financially reponsible for any crew member or 
intransit passenger left behind (for whatever cause). Vessel’s having no 
accredited Agent will be required to satisfy Immigration Authorities 
before outward clearance is granted. 
DEVELOPMENTS: The main wharf will be extended Northward by 
300 ft. to a total length of 800 ft. The extension will be 60 ft. wide. 
Also an area of 2.5 acres will be reclaimed from the sea and a 
container park constructed on the reclaimed land North of the Port 
Compound. 
The projects will be completed before 1992. 


SHIPMASTER’S REPORT: 1979. 

Pilotage: Compulsory. Pilot boards 0.5 miles off the quay and requires 
two hours notice of vessel's arrival. 

Restrictions: Vessel is able to enter or leave at any stage of the tide 
day or night. 

Max. Size: M.V. “Oriana”. LOA — 804 ft., draft 30 ft. 

VHF: Channel 16. 

Tugs: Not available. Vessels able to dock and undock without the aid 
of tugs. 

Berthing: One berth only available with wooden fenders. A heavy swell 
may be experienced whilst alongside berth as it is very exposed. Loading 
rate for bananas is 16t.p.h. per gang. There is ample mechanised 
equipment for loading palletised cargoes. There is also storage space 
for breakbulk and palletised cargoes. The quality of the labour was good. 
There is no equipment for handling containers and there is no storage 
space for containers (containers can be handled ex- ship's gear at about 
10 units per hour). Accommodation ladder required. 

Services Available: Fresh water, fresh provisions, airport, hospital and 
doctor (no fuel, repair facilities or other services available). 


SHIPMASTER’S REPORT: November 1989. 
Chart: BA. Charts No. 728 and 697. 

Berth: Woodbridge Bay/Fond Cole. 

Location: Lat. 15° 18.6’ N., Long. 61° 23.95’ W. 
Documents: 

1 copy Dominica General Declaration (hand to pilot). 

3 copies Crew List. 

2 copies Crew Manifest. 

1 copy Ship’s Bonded Stores List. 

1 copy Unmanifested Cargo. 

2 copies Customs Boarding Form. 

The Agent and a Customs Officer board on arrival. The bond was not 
sealed. 

Clearance on departure is given by Shell. 

Pilotage: Pilotage is not compulsory but it is usual to take a Pilot inwards. 
Pilot not normally taken outward. Pilot is arranged by the Agent and the 
first contact made was through the Coast Guard Radio Station on VHF 
Channels 16 and 6. 

The Pilot boards from the blue hulled launch with “Pilot” on the side 
in white letters or from a fast semi-inflatable owned by the Coast Guard. 
The Pilot boards just South of the General Cargo Wharf. 

It is possible to sail at night without a Pilot. 

Approaches: The berth at Woodbridge Bay is 8 cables North of the town 
of Roseau. ‘ 

From the South, pass abeam of the town and make for the General 
Cargo Wharf. 

When approaching from the North, the berth is about 1.5 miles South 
of the silo, which is conspicuous and is 2 miles South of the airfield. 

The Island of Dominica is very conspicuous by its mountains. 

Anchorage: The best anchorage can be found N.W. of the town in a 
depth of 60 fathoms with the General Cargo Wharf bearing 030° at a 
distance of 0.6 miles. Occasionally, there is a swell at the anchorage, 
but it is generally sheltered. When approaching the anchorage keep a 
careful lookout for fishermen’s pots. 
Berthing: The Shell Berth is 100 m. North of the General Cargo Wharf. 
The vessel approaches from the South West, passing very close to the 
wharf, before turning to port and mooring to one head buoy with 2 lines 
through the centre fairlead and one line from each quarter to bollards 
on the shore. The port quarter bollard is painted silver and the starboard 
quarter bollard is painted yellow. When in the correctly moored position 
the vessel is 70 m. from the shore line. The distance from the stern to 
the bollards, when in the moored position, is approximately 120 m., so 
2 lines will have to be joined together for each quarter rope. Also when 
in the moored position the vessel must be close to the head buoy, 
otherwise there will be very little water under the stern. Our vessel went 
astern a few metres when moored and only had 0.5 m. under the rudder. 
The nature of the bottom is soft shingle. 

The mooring/hose boat is in constant attendance and runs personnel 

ashore from the stern when required. 
Cargo Operations: The connection on the shore can be seen between 
black and yellow railings beside the main road. The ship's floating hose 
of approximately 100 m. length is run to the shore and connected with 
a quick release coupling. 

A Surveyor attends at the commencement and completion of 
operations and accepts the ship’s figures. The shore facility provides 
the vessel with a Motorola radio. 

On previous occasions the pumping rate to the shore was 160 bbis. 
per hour with a back pressure of 13 Bar. On this visit the shore tanks 
were nearly empty and we discharged an LPG mix at 300 bbls. per hour. 
The total storage capacity ashore is 100 tonnes (2 cylinders of 50 tonnes 
each). The hoses can be rigged on either side of the vessel. We rigged 
our hoses on the starboard side. Night pumping is not permitted at the 
berth. On completion, the usual vapour piug is required. 

General: Fresh water is available from the General Cargo Wharf, which 
also handles cruise vessels. 

A catamaran ferry also uses the wharf and provides a service to 
Martinique and Guadeloupe. 
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The islanders are very pleasant people and there is very little crim 

The island airport is situated at the South end of Rockaway Bay, » 
position Lat. 15° 20’ N., Long. 61° 19.3' W., and is served by LIAT wis 
an Islander sized aircraft. An international airport is planned. 

A new oil terminal is under construction at Belfast, which is just Nor 
of Rockaway Bay. It will be operated by Trinidad National Petroleu, 
and will have a mooring buoy for tankers mooring stern to the shom 
with floating hoses. 


AUTHORITY: Dominica Port Authority, P.O. Box 243, Rosea 
Commonwealth of Dominica. Tel: (809-44) 84431/2/3. Telex: 86% 
Domport Do. FAX: (809-44) 86131. Cables: Domport. Contact: ON 
Norris, General Manager (Home Tel. 84375). 


NOTES 
Please also advise Shipping Guides Ltd. 


Dominican Republic 


GENERAL 


DOCUMENTS: ’ tn 
vessels calling at Dominican ports require a complete Dominican 

consular despatch from every loading port as well as from the last foreign 

port of call. Should there be no Dominican Consulate at the respective 

ading port, the Agents should prepare 3 copies of the manifest to be 

gelivered to Customs. If no Dominican Consulate at the last foreign port 

of call, the Agent will attend to all the formalities required by the local 
rt authorities. 

Derat Exemption Certificate will be required by the Port Doctor. 

Additional papers, besides consular despatch, required by authorities 
are as follows: 

Port Doctor: 

1 copy Health Declaration. 

1 copy Crew List. 

1 copy Landing/Transit Passenger List. 

Harbour Master/Port Authority: 

Port clearance from last port of call. 

4 copies Crew List. 

4 copies Landing/Transit Passenger List. 

4 copies Negative Passenger List (if none landing). 

4 copies Arms List. 

5 copies Cargo Manifest. 

5 copies Bills of Lading. 

2 copies Stowage Plan. 

Customs: 

2 copies Crew List. 

2 copies Arms List. 

2 copies Landing/Transit Passenger List. 

2 copies Negative Passenger List (if none landing). 

2 copies Stores List. 

1 copy tallybook. 

Immigration: 

2 copies Crew List. 

2 copies Landing/Transit Passenger List. 
Police: 

1 copy Crew List. 

1 copy Landing/Transit Passenger List. 
Department of Agriculture: 

1 copy Stores List. 

1 copy tallybook. 

Agency: 

1 copy Crew List. 

1 copy Landing/Transit Passenger List. 

4 copies Manifest (if not airmailed previously). 

2 copies each B/L (if not airmailed previously). 

7 copies tallybook. 
Additional lists, etc., required are: 

10 Crew Lists. 

10 Landing/Transit Passenger Lists. 

5 Negative Passenger Lists (if none landing). 
5 Arms Lists. 
3 Stores Lists. 
9 tallybooks. 
4 copies Cargo Manifest (if not previously airmailed). 
2 copies B/L (if not previously airmailed). 

HOLIDAYS: New Year's Day (January 1st); Our Lady of High Grace 
\January 21st); Duarte’s Day (January 26th); Independence Day 
(February 27th); Good Friday (Variable); Labour Day (May 1st); Corpus 
Christi (Variable); Restoration of Independence (August 16th); Our Lady 
of Mercy (September 25th); Christmas Day (December 25th). 

Regular working hours of  stevedores: 0800—1200hrs., 
1400-1800 hrs., Mondays to Fridays and 0800—1200 hrs. Saturdays. 

Regular working hours of the Port Authority are from 0800—1600 hrs. 
Mondays to Fridays and 0800-1200 hrs. on Saturdays. 

Saturday: Overtime is payable to labour for work performed after 
1200 hrs. Pilots and government officials are paid overtime rates all day, 
but Customs personnel are only paid overtime rates after 1200 hrs. 

The above holidays are legal in the Dominican Republic and for the 
diplomatic and consular representations abroad. 

Work can be performed on all Sundays and holidays against payment 
of overtime to labour, Pilots, Customs and government officials. 

TIME: GMT minus 4 hours all year round. 

SPARES: Same can be withdrawn same day of arrival via air express. 
No Customs duties assessed as brought under Customs custody on 
Soard vessel. Airwaybill should be addressed to Agent, with clear 
indication that it covers spares for such and such a vessel. 

SECURITY: Stevedores board vessel with special passes issued for 
Yessel in question. Any other visitors must obtain pass from Harbour 
Master's Office. Nevertheless it is definitely recommended that all cabins 
Se kept locked. This also applies to hatches that are not being worked. 
POLLUTION: No garbage, refuse, etc., can be thrown overboard. 
Vessels liable to heavy fines for oil pollution, etc. 

PLAGUE CONTROL: All lines leading to shore must be protected by 
'aiguards. Non-compliance subject to Customs fines. 

AGENCY: Agencias Navieras B & R, Torre Panamericana, Av. Abraham 
yhcoln 504, Apartado 1221, Santo Domingo, Dominican Republic. 

Sl: (809) 544-2200, 562-1661. Telex: 3460034, 3460103, 3460364, 
3264178. Fax: (809) 562-3383. 


DOMINICAN REPUBLIC 
AZUA (Puerto Viejo): 18.30 N. 70.40 W. 


See “General” before first port. 

PILOTAGE: Ordered by Agent; vessel should wait for Pilot at a distance 
of 0.5 miles from the port. 

ANCHORAGES: In the approaches, depth is 28 ft. 

RESTRICTIONS: Berthing during daylight only. 

HEALTH: Pratique is obtained by Agent. In case of infectious illness 
the whole crew is put in quarantine. 

TUGS: Not available. 

BERTHING: Finger pier, length 650 ft., width 120 ft. Dredged to 35 ft. 
MEDICAL: Necessary for Agent to receive advance notice of required 
medical attention. Doctor available. 

FRESH WATER: Available by truck, but very expensive. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Required. 

OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: Bonded stores are sealed. 
REPATRIATION: Facilities available. 

AIRPORT: Situated 170 miles from port. 
POLICE/AMBULANCE/FIRE: Tel: 175. 

TELEPHONES: None available on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Comandancia de Puerto de Azua. 


AGENT: See “General” before first port. 


BARAHONA: 18.10 N. 71.10 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Pilot boards approximately 1.5 miles outside the port. Pilot on 
VHF Channel 16. 

ANCHORAGES: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: No entry or departure at night. 

MAX. SIZE: 575 ft. length; 29 ft. draft. 

HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio may be contacted 
on VHF Channel 16. 

TUGS: One small tug available, ship’s lines used. 

BERTHING: Sugar Molasses Wharf, depth 28 ft. General Gypsum 
Wharf, depth 30 ft. 

STEVEDORES: ETA’s required 24 and 12 hours before arrival to 
arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared, 
preferably ashore. Minor cases are dealt with locally, more serious cases 
are transported to Santo Domingo. 

TANKERS: Discharge at Molasses Wharf. 

DENSITY: Salt water inside harbour. 

FRESH WATER: Pipe-line at wharves, ship's hoses used. 

FUEL: Small quantities of diesel available by truck from Santo Domingo. 
CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Can be performed by crew or 
stevedores. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: Distance to airport 230 km. 

POLICE/FIRE/AMBULANCE: Police, Tel: 417; Ambulance, Tel: 441; 
Fire, Tel: 348 or 398. 

TELEPHONES: Shore telephone alongside ship connected to Sugar 
Mill. 

SHORE LEAVE: Allowed. 

GENERAL: No boats to be lowered without official permission. 
IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


BOCA CHICA: 18.27 N. 69.35 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Piloton VHF Channel 16. Pilot boards 1 mile outside the harbour. 
ANCHORAGES: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: No entry or departure at night. 

MAX. SIZE: 400 ft. length; 25 ft. draft. 
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HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio can be contacted 
on VHF Channel 16. 

TUGS: Not available locally. Can be arranged from Santo Domingo. 
BERTHING: Depth alongside 24 ft. 

STEVEDORES: ETA's required 24 and 12 hours before arrival to 
arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared, 
preferably ashore. Minor cases are dealt with locally, more serious cases 
are transported to Santo Domingo. 

TANKERS: Only small propane gas tankers can be accommodated. 
DENSITY: Sait water inside harbour. 

FRESH WATER: Pipe-line connection at dock, low pressure, ship's 
hoses used. 

FUEL: Only available by truck from Santo Domingo. 

CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Can be performed by crew or 
stevedores. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: 6 km. to airport, served by regular airlines with numerous 
flights daily. 

POLICE/FIRE/AMBULANCE: At Santo Domingo. 

TELEPHONES: No connection to vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


CABO ROJO: 17.55 N. 71.39 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Pilot and Agents can be contacted on VHF Channel 16. Pilot 
boards 2 miles off the port. 

ANCHORAGES: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: Entry and departure permitted daylight only. 

MAX. SIZE: 600 ft. length; 40 ft. draft. 

HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio can be contacted 
on VHF Channel 16. 

TUGS: No tugs available. 

BERTHING: Alcoa Private Wharf, bauxite only. Mechanical loading, no 
stevedores. 

MEDICAL: Medical attention can be arranged by Alcoa after vessel is 
cleared, preferably ashore. Minor cases are dealt with locally, more 
serious cases are transported to Santo Domingo. 

TANKERS: One tanker at a time could be accommodated. 

DENSITY: Salt water inside harbour. 

FRESH WATER: Sometimes available. 

FUEL: Not available. 

CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Not possible. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Performed by crew. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: Distance to airport 360 km. 

POLICE/FIRE/AMBULANCE: Contact Port Authority. 

TELEPHONES: Telephone on dock connected to Alcoa office. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

GENERAL: No boats to be lowered without official permission. 
AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


LA ROMANA: 18.27 N. 69.01 W. 


See “General” before first port. 

PILOTAGE: Compulsory. Ordered by Agents on receipt of vessel's ETA, 
72, 48 and 24 hours before arrival. Pilot launch painted white with grey 
cabin and with letters “LP-24" painted on sides. Pilot boards 1.5 miles 
from port entrance (N.E. of Catalina Island). Contact Pilot on VHF 
Channel 16. 

ANCHORAGES: West of Isla Catalina in depths of 15 to 18 fathoms. 

RESTRICTIONS: No entry or sailing in hours of darkness. 

MAX. SIZE: Length: 580 ft. Draft: arrival 25 ft., sailing 28 ft. 

HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival 
Pratique is automatic when proceeding from another port in the same 
country. 
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RADIO: Santo Domingo Radio, HIX2, frequency 2738 kHz. Near th 
port, use Centromana Radio on same frequency. 

TUGS: One tug of 620 h.p. available. Extra charge for use of tugs ling 
BERTHING: One concrete pier 720 ft. long. Depth 28 ft. 
STEVEDORES: To be ordered 4 hours before commencing work. 
MEDICAL: Doctors and hospital facilities available. Medical attentig 
can be arranged after vessel is cleared, preferably ashore. Minor case 
are dealt with locally, more serious cases are transported to Sanp 
Domingo. 

Meee ign Berth for 1 tanker at the pier. Discharge lines 10 in., 8 in 
and 4 in. 

DENSITY: 1025. 

FRESH WATER: Available from 2 in. pipe-line on pier. Very low rateg 
supply. 

FUEL: Available by truck from Santo Domingo. 

REPAIRS: Only minor repairs can be effected. 

WATCHMEN: To be provided by vessel. Compulsory gangway wat 
kept by Customs Guards. 

OPENING/CLOSING HATCHES: Generally by ship's crew. 
CUSTOMS ALLOWANCES: Seamen may take ashore only 2 packet 
of cigarettes and no alcohol. 

REPATRIATION: Arranged via Santo Domingo. 

AIRPORT: Distance 70 km. 

POLICE/FIRE/AMBULANCE: Police, 235; Ambulance, 455; Fire, 455 
TELEPHONES: In dock office, ask Sugar Mill for number required. 
SHORE LEAVE: Allowed. i 

IDENTIFICATION CARDS: Shore passes issued by Immigration Office 


SHIPMASTER’S REPORT: March 1989. 

Chart: BA. Chart No. 467 — Bayajibe to Haina and La Romana — Play 
Sailing Directions: No. 70. West Indies Pilot, Volume 1, page 120. 
Approaches: No difficulties. La Romana is easily identified by larg 
quantities of black and white smoke issuing from the Central Roman: 
Corporation plant close to the West of the dock. 

No berthing or unberthing is attempted at night and no response « 
received to calls on the VHF until about 0630 hrs. As Santo Doming 
Haina and La Romana start at that time and all use Channel {i 
exclusively, it is a little noisy for a while. 

Agent and Pilot were contacted on VHF Channel 16 and instruction 
given. 

Berthing: Pilot boarded less than 1 mile off from a 15 ft. boat with ¢ 
small outboard. Ship is best stopped altogether. 

As a shoal patch extends Eastwards from the West side of Rk 
Romana there is a dog-leg in the short channel immediately before th 
entrance, and as the port is little more than a 100 m. wide slot in th 
coast, there is no room for mistakes or uncertain engine starts. 

Ship is swung to starboard as the entrance is passed and then th 
starboard anchor is let go and held at 1 shackle just off the berth. Judge 
correctly, vessel can be stopped just off the berth and pushed alongsi¢ 
by the tug. 

On departure, the tug is made fast on a bridle aft and the ship is towe 
out stern-first, using engines for steering. 

There is deep water within 2 cables of the shore so ship can be swut 
very soon after leaving the channel. 

Two buoys mark the channel, both are still to be changed to the IAL 
system. 

Berth: (See “Plan’). Wharf is solid and well fendered. Length of wha 
is 720 ft., with 3 sugar loading arms at the North end and several liqut 
cargo loading points set into the dock for molasses (blackstrap at 
edible) and furfural. Whart is kept tidy and clean. 

Loading: 4,200 tonnes of furfural loaded in 19 hours (221 tonnes‘ 
through a 6 in. hose. Hose was connected to a 4 in. line on dock so th 
was a respectable rate. 

On completion of loading, shore labour disconnected the hose afte 
a sloppy line blow. They did not bother putting a blank on the hose § 
furfural was spilled all over the deck; after which they tossed the hos 
over the side where it drained down the ship's side and into the doo 
Port/Berth Information: 

Density: Salt water. 

Distance from Pilot to berth: 1 mile. 

Bridges: None. 

Controlling depth in approaches: 33 ft. 

Max. draft in approaches and alongside: 28 ft. 

Max. LOA: Vessels with greater length than this vessel (LOA 170m 
would have difficulty entering. 

Fresh water: Available. 

Fuel: Not available. 

Tugs: One tug available and should be used. 

Anchorage: None. 

Loading/discharge hoses: 1 ~ 6 in. furfural. 

1x 10 in. molasses. 
Other points available. 

Slop facilities: None. 

Repair facilities: None. 

Officials: Cabins searched on arrival and before departure. Berth 
well guarded, so ship was free of unwelcome visitors. 

Agent/Berth Operator: Central Romana Corporation. Office on ® 
wharf. Helpful and efficient. Telephone communication with outs? 
world easy and quick. 

General: Many tourists in evidence. Passenger ships moored furtt 
upriver and charter boats entering and leaving throughout the day. 


AUTHORITY: Comandante de Puerto. 
AGENT: See “General” before first port. 


_ yANZANILLO: 19.43 N. 71.45 W. 


See "General" before first port. 

pILOTAGE: Compulsory. Pilot comes from Puerto Plata. Boards 
coming vessels about 1 mile from the dock. (The Pilot's working hours 
om 0800 to 1200 hrs., 1400 to 1700 hrs.; a fee charged after working 
nours. A fee is also charged for movements in harbour.) Ships will be 
ceived Saturdays and Sundays and at night for the same rate for the 
pot. Contact Pilot on VHF Channel 16. 

aANCHORAGES: Vessels that cannot be docked on arrival will find safe 
anchorage to the East of the dock where there is plenty of swinging 
om, in about 20 fathoms of water, with good holding ground of mud 


nd sand. 
ipPROACHES: Coast Guard Service recommend that a ship, entering 
wanzanillo Bay from the East, should stay well out until it has rounded 
shoals surrounding Seven Brothers Islands. At approximately 
Lat 19° 58’ N. a course of 127° will bring it into the bay near the wharf. 
Aship arriving from the West should stay about 6 miles off Cape Haitian 
ught. When abreast the light a course of 111° will lead into the Bay a 
short distance North of the pier. 
RESTRICTIONS: Entry and departure day and night. 
RADIO: Radio Station HIL31. 
Vessels bound for Manzanillo, should radio their ETA to Santo 
Domingo Pilot Station and Agent daily, from 0600 hrs. to 1800 hrs. 
Vessels having single sideband equipment may also contact Radio 
nstituto Agriario Dominicano at Manzanillo, at wavelength 2670 and 
2638 kHz from 0700 to 1200 hrs. and 1400 to 1700 hrs. EST. 
TUGS: No tugs available but there is a launch for the handling of ship 
ines. Tug available from Puerto Plata if required due to size of vessel. 
BERTHING: Prevailing winds are Easterly and sometimes interfere with 
docking or undocking. On the East side vessels should dock bow in, 
since there is not enough room to swing vessels safely around for a port 
docking. On the West side vessels can dock either side to the pier, 
depending on the direction and force of the wind. In general banana 
vessels will be docked on West side of the pier and cargo vessels on 
tne East side. Pier has a concrete deck 744 ft. long, 72 ft. wide. Both 
sides of the pier are protected with a pine fender system. The water 
depth at land end of pier is 10 ft. and at the seaward end 40 ft. 
NOTE: The dock is in very poor condition and a small vessel has sunk 
alongside the Western side of the pier. 
MEDICAL: Small dispensary in Manzanillo. Hospital facilities in Monte 
Cristi, 30 km. away. 
STEVEDORES: Available. 
REPAIRS: Small repairs carried out only. 
FRESH WATER: Available for ships calling at this port only. 
FUEL: Not available. 
GANGWAY/DECK WATCHMEN: Carried out by crew. 
OPENING/CLOSING HATCHES: Crew or stevedores. 
CUSTOMS ALLOWANCES: Each crew member will be allowed to take 
ashore one only opened package of cigarettes. 
REPATRIATION: Facilities available. 
SHORE LEAVE: Members of crew are allowed to go ashore at this port, 
tut Masters should caution them not to take on their persons any dutiable 
articles, as the Customs will search such men upon landing and should 
any such articles be found on their persons, this will be treated as an 
attempt to smuggle; severely punishable offence. 
CREW IDENTIFICATION CARDS: Required. 
AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


PALENQUE: 18.12 N. 70.11 W. 


| SHIPMASTER'S REPORT (1976). Updated 1988. 


The vessel called at Punta Palenque to discharge a cargo of feedstock 
fom Venezuela. The SBM is located in position 18° 12.2’ N. 
10° 11.3' W. and operated by Refineria Dominicana de Petroleo, S.A. 
DOCUMENTS: 
7 Crew Lists. 
2 Store Lists. 
1 Crew Effects List. 
2 Passenger Lists. 
2 Lists of Arms & Ammunition. 
2 Lists of Narcotics. 
>| 1 Health Declaration. 
Clearance last Port. 
¢ PILOTAGE: Pilotage is compulsory. Mooring and unmooring 24 hours 
¢ 4day. Pilot boards about 1 mile Southwest of SBM. 
Pilot boat, a small tug with black hull and white superstructure, is 
' quipped with VHF Channels 16 & 14, call sign Punta Palenque Pilot. 
lot moors the vessel with the assistance of the Loading Master who 
des directions on the focs'le. The tug delivers the mooring gear 
consisting of 2 nylon tails put on vessel's bits and shackles. The nylon 
4ail will be shackled to SBM mooring lines. These mooring lines consist 
ofabout 100 ft. nylon rope and 10 ft. chain. The chain is heaved inboards 
| Ymeans of 1 wire and 1 nylon or polyprop messenger and connected 
wen tails on vessel's bits. 
| Per SIZE: Vessels up to 260 m. in length with max. draft of 14.6 m. 
| Gcitcle of 2,000 ft. around the buoy with a min. depth of 50 ft. 
ALTH: Radio Pratique not available. 


DOMINICAN REPUBLIC 


RADIO: Crude predominantly supplied from Pemex (Pajaritos,Mexico) 
and Maraven (Cardon/Miranda, Venezuela). Masters to send ETA Punta 
Palenque before sailing from loading ports, handing the message to 
local agents. 

Messages should include draft on arrival, number of crew, whether 
any sickness on board. Messages to be sent to Refidomsa, Santo 
Domingo and copy to Agent (B & R, S.A., see “General” — “Agency”). 
TUGS: Not available for mooring. Messengers to and from SBM are 
handled by a small work boat. 

BERTHING: Single Buoy Mooring, property of Refineria Dominicana 
S.A. (Telegraphic Address: Refidomsa), located about 2,500 m. 
offshore, or 2.5 miles S.W. of Punta Palenque light. Nature of bottom: 
sand over coral. Buoy fitted with Radar Reflector and flashing red light. 
Loading Master plus 3 men remain on board. 
Connection amidships, port side. 
LOADING: Shore Line System: From shore to ship: 

128 in. line from tank farm to shore 750 m. 

1X28 in. submarine line 2,550 m. 

216 in. underwater hose systems from seabed to buoy. 

216 in. floating hoses, about 165 m. long. 

2x12 in. hoses to ship’s manifold 27.5 m. long. 

Maximum rate of discharge: 4,800 cu.m./hr. 

Maximum back pressure: 150 p.s.i. 

Product: Crude oil discharge. 

Storage: 525,000 barrels. 

REPAIRS: None available. 

GENERAL: No navigational hazards approaching Punta Palenque from 
the South. SBM shows on radar at a distance of about 11 miles. 
Reference: B.A. charts 3689, 471; West Indies Pilot Volume 1, 
Supplement No. 3 1975. 

Weather: Wind: N.E. Trades 

Current: Predominating from East to West but sometimes shifting to 
opposite direction for short periods. Velocity about 1.5 knots. 
Services: Fresh water, provisions, fuel oil and diesel oil not available. 
No medical assistance. Shore leave not permitted, repatriation not 
possible. 

Master's Remarks: When approaching from the South, the coast of 
Dominican Republic gives a good radar target. SBM could be picked up 
at about 11 miles distance. Punta Palenque Pilot could be contacted at 
a distance of 30 miles. 

Authorities: After vessel is moored Pilot acts as Agent together with a 
senior Custom Officer who came on board with the Pilot. Two junior 
Custom Officers will stay on board during the stay in port, also Loading 
Master and/or his assistant. Pilot delivers Outward Clearance. 


SHIPMASTER’S REPORT: (1977). Updated 1988 


DOCUMENTS: Last Port Clearance. 
8 Crew Lists. 
6 Passenger Lists (nil). 
3 Stores Lists. 
5 Firearms Declarations. 
1 Vaccination List. 

To be legitimised by Dominican Consulate if possible, otherwise 
notarised by the Chamber of Commerce at sailing port or pay local 
requirements fee. 

PILOTAGE: Pilotage compulsory. Pilot boards 1 mile S.W. of S.B.M. 
which is the waiting area. ETA required by Pilot at least 6 hours before 
arrival. The vessel cannot under any circumstances dock without the 
Pilot as the Loading Master is stationed on the forecastle head and 
advises Pilot of helm and engine requirements when approaching S.B.M. 
ANCHORAGES: Temporary anchorage on the coastal bank to the West 
of S.B.M. to suit vessel's draft. 

RESTRICTIONS: A vessel may enter and leave the port during hours 
of darkness and at any stage of the tide. 

MAX. SIZE: Max. length 854 ft. Max. draft 48 ft. 

TUGS: No tug assistance required. Mooring launch attends on arrival 
and departure bringing to and removing from the vessel all the gear 
required for mooring (Snotters, Strops, etc.). At night the launch also 
illuminates the hose string. 

RADAR: The radar reflector on the S.B.M. is excellent and gives out a 
good echo at 10 miles. 

BERTHING: Position of S.B.M. 18° 12’ N., 70° 11.4’ W. 

Terminal Operator: Refineria Dominicana De Petroleo S.A. (Refidom 
SA). 

At the time of berthing depth of water under the keel by echo sounder 
was 45 ft., the nature of the bottom at the berth was sand and coral. 

As stated above the vessel is able to dock and un-dock at any stage 
of the tide day or night. 

When 1 mile from the S.B.M. (waiting area) vessel approaches the 
buoy on a N.E. heading parallel to the hose strings and then turns the 
vessel to stem the current flow. 

Moorings: Plaited ropes with cable chafing lengths shackled between 
the two plaited ropes. Snotters to the bitts from the central Panama lead. 

The port derrick to be rigged in advance to accept mooring gear from 
the tug and lift hoses (2x 12 in. string). 

Hoses: S.B.M. hoses connected to the ship's manifold (2x12 in.). 
Distance from the S.B.M. to the shore tanks is 1.5 miles. Shore booster 
pump not available, steam jacket or similar facilities not available. 
Max. pressure on line 125 p.s.i., max. weight to be lifted 5 tons. 
Product Handled: Crude Oil. Ship’s accommodation ladder not required. 
DENSITY: 1025. 

SERVICES: None of the following are available; fresh water, provisions, 
repairs, airport, fuel oil, doctor, hospital, laundry. 

All cargo handling surveyed by independent inspector nominated by 
Refidomsa. Slop discharge possible upon request and after agreement. 
Under no condition is pure water to be discharged via the hoses. 
TIME: Pilot advises time is GMT minus 4 hours (throughout the year). 


487 


> 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


GENERAL: Vessel’s ETA by telex to be given to Santo Domingo from 
the last port of call, any changes should be passed to the Agent through 
‘Curacao Radio’ as at no time whilst on passage from Punta Cardon 
could traffic be passed through ‘Santo Domingo Radio’. The Pilot acts 
for Agent. Customs and Immigration are in attendance, leaving with 
papers, cables and telex, consignees documents etc., after the vessel 
is all fast. The ship's official documents were not examined. 2 Customs 
guards and the Loading Master remain on board and should be provided 
with cabins and meals. 

Cargo surveying is carried out by an independent surveyor, he also 
maintains VHF contact with the Agent in Santo Domingo through the 
refinery. 

The Loading Master, Berthing Master and Sailing Pilot all speak 
English. VHF contact made with the refinery when 45 miles from the 
S.B.M. who then passed our amended ETA to the Pilot. 

SHORE LEAVE: Not possible. 

AUTHORITY: Refineria Dominicana de Petroleo, S.A., Apartado 1439, 
Santo Domingo, Republica Dominicana. Te/: 533-3161. Telex: 3460342 
(ITT), 3264320 (RCA). Cables: Refidom. Contact: Ronald Storrer, 
Superintendent. 


PUERTO DUARTE (El! Botado): 19.12 N. 69.26 W. 


See “General” before first port. 

PILOTAGE: Pilot will board vessels between No. 2 Buoy and No. 4 
Buoy. 

TUGS: Not available. 

BERTHING: Finger pier, length 230 m. Depth alongside 30 ft. 

FUEL: Available by truck. 

REPAIRS: Not possible. 

GENERAL: Chart: No. 917. 

AUTHORITY: Captain of the Port. 


PUERTO PLATA: 19.49 N. 70.41 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 
of ETA. Pilot and Agents can be contacted by radio telephone, frequency 
2738 and 2638. Pilot boards 0.5 miles from port entrance. Pilot also on 
VHF Channel 16. 

ANCHORAGE: Deep water anchorage available outside port. Pilot will 
advise best location. 

RESTRICTIONS: Night entry not recommended. 

Depth at entrance 42 ft., depth on bar 37 ft. HW and 34 ft. LW, depth in 
harbour 30 ft. 

HEALTH: Pratique granted after Health Authorities have boarded and 
cleared vessel. In case of disease aboard notify Agents before arrival. 
Pratique is automatic when proceeding from another port in the same 
country. 

RADIO: When within range, Santo Domingo Radio. 

TUGS: Tugs not available. 

BERTHING: One wharf 30 ft. alongside. Pier 496 ft. long, 135 ft. wide. 
Facilities include water, electricity, warehouses. New pier recently 
constructed is 934 ft. long, with depth alongside 35 ft., also 144 ft. wide. 
CRANES: Not available. 

STEVEDORES: ETAs required 24 hours and 12 hours before arrival to 
arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared 
preferably ashore. Minor cases are dealt with locally, more serious cases 
are transported to Santo Domingo. 

TANKERS: Berth at molasses/petroleum berth. 

DENSITY: Salt water inside harbour. 

FRESH WATER: Pipe-line at wharves. Ship's hoses used. 

FUEL: Diesel and fuel oil available by truck from Santo Domingo. 
CONSULS: Germany F.R. — Mr. E. T. Heinsen. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 
Customs guards. 

OPENING/CLOSING HATCHES: Can be performed by crew or 
stevedores. 

CUSTOMS ALLOWANCES: Bond is sealed, but can be opened at 
Master's request. 

REPATRIATION: Can be arranged. 

AIRPORT: Distance 250 km. 

POLICE/FIRE/AMBULANCE: At Santo Domingo. 

TELEPHONES: Nearest in Customs House alongside wharves. 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigration 
Authorities. 

GENERAL: No boats to be lowered without official permission. 


SHIPMASTER’S REPORT: March 1989. 
Approaches: BA. Chart 463. 

Owen Rock and the wreck, partly above water, are conspicuous, also 
the chimney S.E. of Punta Fortaleza which has a conspicuous plume of 
smoke giving a good indication of wind direction and strength. 

The light S.E. of Pta. Fortaleza is sometimes working but is very weak. 

The leading lights are fixed red and are conspicuous on the leading 
line and appear to be in the charted positions. They are displayed from 
white square towers with red tops. 
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These lights are unreliable and although usually on throughout th. 
day are often out at night. 

The buoys are not as charted, Buoy No. 1 and Buoy No. 6 are missing 
Buoy No. 3 is close to its charted position, Buoy No. 2 has been move, 
closer in shore and Buoy No. 4 into the harbour. 

Approximate positions of the buoys obtained by radar (bearings an 
distances from Pta. Fortaleza light): 


No. 2 352° 0.465 miles 
No. 3 334° 0.265 miles. 
No. 4 328° 0.355 miles. 


None of the buoys are lit and all are of the same rust colour. 

The chart shows the shelf off Pta. Fortaleza extending into the buoy 
channel but with the movement of the buoys this is no longer the cay: 

The leading lights give a line slightly to the East of the centre of th 
buoyed channel. 

Pilots: The ETA will be passed to the Pilots by the Agents. 

There is VHF communication with the pilot office but once he leave 
the office to come to the vessel there is no further communication. 

Channel 16 is used exclusively for communications. 

There have been a number of changes recently in the pilots and» 
March 1989 Pilot Domingo proved competent both entering and leaving 

The Pilot boards from a small fibreglass boat as close to the buoy 
as the vessel is willing to come. 

Wait until the boat is seen crossing the harbour before approaching 
too close as it can take a long time from the Pilot advising that he is 
his way until the boat reaches the channel buoys. 

Tugs: There is no tug available at this port. 

Current: There is usually a strong set to the West when approaching o 
to the wreck and Owen Rock but on occasions this can be reversed an 
an Easterly or Southerly set experienced. 


Entry and Departure at Night: Not recommended, none of the lights ar 
reliable and the buoys are often not clear on radar due to clutter. 

There are no lights on the old pier and vessels berthed there ay 
usually in darkness. 

The lights on the new pier are confined to the walls of the cargo she 
which is at the landward end of the pier. 

There were 2 floodlight towers on the new pier, both are damage, 
and not working, the closest one to the end has now been demolishe: 

The Pilot advised that entry and departure is in daylight only. 
Berths: The Eastern, “Old Pier’, is in poor condition with the end come 
bollards either missing or damaged. 

The length of this pier is approximately 115 m. 

The Eastern side of this pier has a line of steel pilings approximate) 
2m. from the side of the pier, these pilings are in very poor conditie 
due to corrosion and damage. An attempt has been made to fender thx 
tops of the pilings with tyres but most have slipped and afford litt 
protection. 

The chart shows some 5.1 m. alongside this pier but the Pilot ha 
advised that there is 29 ft. (8.8m.) there, and no problems wet 
experienced berthing there with a draft of 7.75 m. on one occasion. 

The Western, “New Pier’, is in fairly good condition with fendering & 
the East and West sides. 

The usual grain and feed berth is the outer end of the East side¢ 
this pier, but on Mondays this is reserved for the passenger vess 
‘Caribe’ which arrives at about 0800 hrs. and sails around 1700 hs 
Any vessels on this berth are moved off either to another berth! 
available or out to sea. 

There is about 31 ft. 6 in. of water alongside at this berth (9.6 m.)é 
a vessel of this draft was seen struggling to get alongside and eventual 
managed. 

The alternative berth is the West side of the New Pier, and the Pi 
reports that there is 23 ft. of water alongside (7.01 m.), this was the ber 
used on this occasion and no problems were experienced berthing wi 
drafts of 5.01 m. forward and 6.12 m. aft, the echo sounder showit 
clearance under the keel. 

There is much less water at the landward end of this pier. 

The outer 30 m. of this berth is used by small container vessels at 
there is timber strengthening for their mobile crane over this aré 
making it useless for any other discharging operations. 


Depths: The depths are not as charted and the water gets shallow? 
the West of the leading line. The bottom is soft mud and the harbo 
appears to be silting up from the Rio San Marcos. Depths, particulat 
to the West side of the harbour, are doubtful. 


General Weather: Early morning it is usually calm with the we 
increasing from the East throughout the morning becoming strongest! 
the late afternoon. 

There is sometimes a swell in the port, but this usually doesn’t affé’ 
vessels berthed alongside. 

Expect rain at all seasons, usually in very heavy downpours. 


Fresh Water: This is available from the dock, although sometimes diffi 
to get, especially at weekends, even though the hydrants on the do? 
are continuously running and stevedores open up the hydrants to was 


Provisions: Available and of reasonable quality and price. 
General chandlery and working stores are almost impossible to obte 


Courtesy Flag: This must be the plain flag, not defaced with the Co 
of Arms. 


Load Line Zone: Puerto Plata is just inside the Tropical Zone but fro 
16th July to 31st October the Summer Zone is entered after 16 me 
(Northbound). 


Port Authorities: The authorities will board on arrival with the Age" 
usually 7 to 10 people. A search of the vessel and accommodation’ 
carried out for contraband and stowaways before the vessel is clea 
inwards. 

A further search is carried out before departure and before . 
clearance is issued. These searches are usually only formalities ate 
port. 
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Documents: Ship's standard forms are accepted. 

t copy Maritime Declaration of Health. 

g copies Crew List. 

g copies Passenger List (Nil declaration required). 

gs copies Arms and Ammunition List (Nil declaration required). 

5 copies Stores List. 

5 copies Crew Effects List. 

8 copies of a Stowaway List are required if vessel has any on board. 
stowaways: Stowaways are a problem in spite of the patrolling guards. 
The port security fence has been removed over a distance of a few 
hundred metres, although the gate is always closed and guarded, 
gotential stowaways will swim out to ships from the beaches. 
Communications: All arrival messages are sent to Santo Domingo office 
and relayed whether by telephone or public telex to Puerto Plata. 

The telex and telephone system in the Dominican Republic is often 
out of order. 
casual Labour: Available at negotiable rates, about U.S.$12.00 per day, 
put before any work is started permission must be obtained from the 
Comandante del Puerto. The request for permission must contain the 
names of the prospective employees and is stamped by the Official and 
issued to the dock guard. 

Syndicate employees are charged at about U.S.$25.00 per day. 

Search the vessel well after they finish work and before sailing as 
casual workers could be potential stowaways. 
cargo Work: Discharging of ground nut pellets is by grabs on ship's 
cranes into hoppers on the dock and taken away by lorries. 

The holdups are all due to lorries and although it is possible to work 
around the clock there are usually no lorries available and work ceases 
about 2100 hrs. each night, starting again at around 0800 hrs. 

The tonnage discharged is checked by truck weights. 

Total discharged 3,300 tonnes. 


Gross gang hours 155.75 Grossrate 21.19 t.p.h. 
Net gang hours 66.6 Net rate 49.55 t.p.h. 
Time lost: Lack of trucks 49.5 hours 

Rain 37.8 hours 

Breakdown 1.8 hours 


The trucks used are small general purpose vehicles carrying about 
{5 - 20 tonnes each and on some occasions only one truck was 
available to serve the two gangs working. The Agents are the stevedores 
but they do not supply the trucks. 

Shore Passes: Shore passes are issued by Immigration on arrival and 
should be carried, but generally they are not asked for by the gate 
uards. 

Repatriation: There is an international airport close to Puerto Piata used 
mainly to fly tourists into the hotel complex some 20 km. out of town. 

Baggage and personal effects are cleared by Customs at the dock 
and it can take up to 8 hours to complete formalities. 

Local agents have difficulty in obtaining flights, and on one occasion 
aChief Engineer after waiting for 5 days caught the next managed vessel 
back to the U.S.A. for repatriation. On another occasion, a crane 
engineer discharged here was lost to his Company for two days. 


AUTHORITY: Comandante del Puerto. 
AGENT: See “General” before first port. 


RIO HAINA: 18.25 N. 70.01 W. 


See “General” before first port. 
PILOTAGE: Pilot boards from small boat flying a flag with a white “P” on 
ablack background, about 1.0 mile from harbour entrance. Contact Pilot 
on 2738 or 2638 and Channel 16 VHF. 
RESTRICTIONS: It is recommended to sail during daylight only. 
MAX. SIZE: Max. draft 30 ft. 6 in. 
TUGS: 2 tugs, 1,200 h.p. and 850 h.p. 
BERTHING: 12 berths available. Vessels going to load sugar swing 
side the harbour with the aid of a tug, and berth starboard side to the 
ay. Ship's gangway is recommended. There is sometimes quite a 
swell running inside the harbour. The port anchor is used for berthing 
and unberthing. 
LOADING: Sugar is loaded by 3 mechanical loaders which are fixed so 
hat large vessels are required to shift along the quay to load in end 
hatches. Loading rate is quoted as being 350 t.p.h. Cargo quantities are 
gven in short tons. 
_ Atleast one beam has to be removed from each hatchway to allow 
Sader to enter. 

Possible to load 8,500 ton vessel within 24 hours. 
SPECIALISED CARGO HANDLING FACILITIES: Roll-on/Roll-off 
‘cilities on East bank of river. Container gantry crane available. Mobile 
“anes available for container and bulk cargo discharge, maximum 
capacity 80 tons. 
TANKERS: CBM operated by Refineria Dominicana de Petroleo, S.A. 
RESH WATER: Shipmaster’s Report: October 1982. Fresh water can 
% supplied alongside fertiliser plant and container quay only, ship's 

| ses used. Fresh water also available by truck. 

EL: Fuel oil, diesel and intermediate fuels available by truck. 
REPAIRS: Minor repairs in Santo Domingo. 

EVELOPMENTS: Berth under construction. On completion there will 
% 750 m. of berthing space for 3 Ro/Ro vessels. 

Container berth under construction, length 520 m. 


(See Plan) 


DOMINICAN REPUBLIC 


SHIPMASTER’S REPORT: March 1984. 

Four Buoys have been installed in front of the entrance to the port 
and are not in line with the leading lights when entering. On the starboard 
side there are 2 red buoys (FI. red) and on the port side 2 black buoys 
(Fl. green). 


SHIPMASTER’S REPORT: March 1989. 
Approaches: BA. Chart No. 471. 

The approaches are as shown on the chart and in the sailing 
directions. 

Both breakwaters are in ruins. 

The buoys are unlit white drums, 3 to the East side of the channel 
and 3 and one half to the West side (the inner buoy on the West side 
has been partly destroyed), the buoy positions are not as charted. 

Vessel approaches from the South on a course of 349°, with a group 
of 4 chimneys just to the port side of the mast. With the wind in the right 
direction, the smoke from these chimneys will hide the buoys until quite 
close. 

The leading lights are in position but are difficult to see, especially the 
rear one, it is just as well not to use these as the leading line they give 
goes over the end of the Easterly breakwater. 

When the buoys can be clearly seen, adjust course to line them up 
on each bow. 

Pilots: Pilot boards from a large launch as close to the buoys as vessel 
is willing to come. They have VHF with working on Channel 12 and will 
advise when to approach. The pilots employed on this occasion were 
efficient. 

Night Navigation: The port is closed from 1900 hrs. to 0700 hrs. as most 
of the lights are not working, also the buoys are unlit and are very poor 
radar targets. 

Delays: Movements start at 0700 hrs., and depending on the number of 
vessels arriving and sailing, delays of 3 to 4 hours can be experienced 
awaiting turn for pilot. 

The Agent seemed either unable or unwilling to say how vessels are 
given priority for movements. 

Tugs: There are good tugs available in the port and the Pilot will advise 
on their use. 

Berth: The berth used on this occasion was just inside the breakwaters 
on the East side and consists of 2 piers and 3 dolphins, overall length 
approximately 160 m. There is good fendering on all except one of the 
dolphins (See “Plan’). 

Vessel berthed starboard side to and worked Hatch No. 1 first, so it 
was necessary to run lines from the stern to a bollard on the breakwater. 

The breakwater is in poor condition along its inside face and the bollard 
is hidden behind a jumble of boulders but on inspection appears to be 
well secured although displaced. 

Long lines are needed to reach this bollard and it is possible that 
2 lines may have to be joined, although they can remain in place when 
working Hatch No. 3 it is better to move them up to the Southern dolphin. 

A dredger is working in the harbour with a floating pipeline going 
ashore just to the North of the Northern dolphin (See “Plan”), this 
pipeline and dredger seem to be a permanent fixture and to work Hatch 
No. 4 starboard side to, the pipeline would have to be moved. 

Working Hatches No. 1, 2 and 3 starboard side to, causes no problems 
if the headlines are taken to the bollard ashore when working No. 3, but 
working Hatch No. 4 would require good weather conditions as all head 
lines would be leading astern. 

Port side to working Hatches No. 3 and 4 would not be difficult but to 
work Hatches No. 1 and 2 the pipeline would have to be removed for 
safety of the rudder. 

Preferable if using this berth to use Hatches No. 1, 2 and 3 only, 
although No. 4 can be worked with the vessel starboard side to. 

When working Hatch No. 3 starboard side to, have fenders rigged for 
the fenderless dolphin. 

The crane works from the dolphin at the end of the curved pier but is 
left in the charted position when not working. 

Crane S.W.L. is 6.3 tons at 25 m. radius. 

Vessel is positioned alongside with the Southern edge of the crane 
dolphin about 2 m. forward of the aft hatch coaming. Instructions from 
the dock are only that the vessel is required ahead or astern, no estimate 
of distance is ever given. Work is in progress on the corner of the dock, 
breaking down the face to insert new piles and reface the dock, if the 
dockside bollard is removed only Hatches No. 1 and 2 could be worked 
starboard side to and the vessel turned round for Hatches No. 3 and 4. 
Cargo Working: The shore crane discharges using clamshell grabs into 
a hopper situated on the other pier. This is a three section hopper, two 
sections for trucks and one direct to a conveyor belt to the grain silo. 

Discharging rate is good, provided trucks are available and a net rate 
of 177.42 t.p.h. was achieved for 3,300 tonnes of ground nut pellets 
discharged from 2 hatches. 

Fresh Water: Available. Delivered alongside in tank trucks. 
Port Officials: See “Puerto Plata”. 

The bond locker is not sealed. 

On the first evening after berthing, a gentleman appeared requesting 
the Vaccination List, as one hadn't been prepared he was asked to 
return next day. The lists were prepared but he never returned. 
Departure Clearance: A search of the vessel, including accommodation 
and engine room is made by 6 port guards, each of which requires a 
crewman to accompany him. 

This search is thorough and worthwhile as stowaways can easily get 
on board from the beach without having to enter the docks through the 
gate. 

When the search is complete, clearance is issued. 


AUTHORITY: Autoridad Portuaria Dominicana, Margen Oriental, Puerto 
de Haina. Tel: (809) 535-7940. FAX: (809) 535-8926. 


AGENT: See “General” before first port. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


SAN PEDRO DE MACORIS: 18.30 N. 69.12 W. 


See “General” before first port. 

PILOTAGE: ETA required 24 hours before arrival. Pilot meets vessels 
0.5 miles from buoy. Pilot Radio Station frequency is 2738 and 2638 
also VHF Channel 16. In the event of bad weather vessel should remain 
3 miles South of the buoy. Pilot boards from small unmarked motor boat. 
ANCHORAGES: One mile South of the lighthouse; depth 60 ft. 
RESTRICTIONS: Channel depth 28 ft. Up to 480 ft. length, no 
restrictions. Arrival is preferable during daylight hours. Departure 
daylight hours only. 

MAX. SIZE: Vessels of 600 ft. length have berthed alongside. Draft up 
to 27 ft. maximum. 

Larger vessels leaving port after loading may require to use port 
anchor to manoeuvre around sharp bend in buoyed channels just inside 
harbour entrance. 

HEALTH: In case of illness or death on board, send a cable before 
arrival; doctors available. 

RADIO: Radio Station, frequency 2738, call Radio Pilot de San Pedro 
de Macoris. 

TUGS: Compulsory. Tug joins vessel inside the port — 150 ft. from the 
quay. One tug 500 hp. 

BERTHING: Quay No. 1, 900 ft. long, 25 ft. depth; Quay No. 2, 600 ft. 
long, 25 ft. depth; Quay No. 3, 600 ft. long 24 ft. depth. 

Large vessels arriving to load swing inside the harbour using starboard 
anchor and berth port side to quay. At a later date barges are placed 
between the ship and quay, to permit greater draft, and Pilot receives 
extra payment for doing so. Use of gangway is recommended. 
LOADING: Vessels loading sugar use ship's gear and ship has to supply 
rope slings. The chains on the centre sections of MacGregor hatches 
are broken, and a gap of about 2 ft. made, through which the bags of 
sugar are bled into the holds at the rate of about 220 tons per gang per 
day. Only 6 bags per sling are lifted at a time. Stevedores cover hatch 
openings with tarpaulins when loading is completed for the day. They 
will make up any extra slings that are required if ship supplies rope. 
TANKERS: Oil line diameter 8 in. Max. pressure 60 p.s.i. 

FRESH WATER: Available. 

FUEL: Supplied by truck. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Crew. 

CUSTOMS ALLOWANCES: Only sufficient for port consumption. 
Allowed take only 2 open packets cigarettes ashore. 

CONSULS: Great Britain Vice-Consul only. Others at Santo Domingo. 
REPAIRS: Minor repairs only. 

AIRPORT: Airport is located at 40 km. distance. 

TELEPHONES: No telephones on board. 

REGULATIONS: Rat guards to be fitted on all ropes. No boats to be 
lowered without official permission. 

REPATRIATION: Can be arranged. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


SANTO DOMINGO: 18.28 N. 69.53 W. 


See “General” before first port. 

PILOTAGE: Pilot arranged by Agent on basis of Master's advance notice 

of ETA. Pilot and Agents can be contacted by radio telephone, frequency 

2738, 2182, and 2638 kHz. Pilot boards 1.5 miles off breakwaters. Pilot 

also on VHF Channels 12 and 16. 

ANCHORAGES: Deep water anchorage available outside port. Pilot will 

advise best location. 

RESTRICTIONS: If draft over 24 ft., Master should advise Agent before 

arrival. Berthing after dark not advisable for petroleum and grain berths. 

MAX. SIZE: Length over 650 ft. inadvisable. Max. draft 30 ft. 06 in. at 

grain berth, 29 ft. for tankers at 28 ft. at general cargo berth. 

HEALTH: Pratique granted after Health Authorities have boarded and 

cleared vessel. In case of disease aboard notify Agents before arrival. 

Pratique is automatic when proceeding from another port in the same 

country. 

RADIO: When within range, Santo Domingo Radio. 

TUGS: Join vessel inside port. Ship's lines used. 2 tugs available, 

1,200 h.p. and 800 h.p. 

BERTHING: 7 berths for vessels up to 600 ft. length. Depths 18 ft. — 28 ft. 
Daylight berthing only for vessels proceeding to private Tallow/Soda 

terminal and Cement Wharf. Mobile cranes up to 80 tons capacity 

available. 

BRIDGES: Vessels proceeding up river, height limited to 95 ft. above 

waterline. 

STEVEDORES: ETA's required 24 and 12 hours before arrival to 

arrange gangs. 

MEDICAL: Medical attention can be arranged after vessel is cleared, 

preferably ashore. 

TANKERS: One berth, draft 29 ft., at Sans Souci. LPG facilities under 

construction. 

DENSITY: Brackish inside harbour. Effect of tide negligible. 

FRESH WATER: Pipe-line alongside berths. Ship's hoses used. 

FUEL: Fuel oil, intermediate fuel and diesel available ex-tanker berth. 

At other berths by truck, but very expensive. 

CONSULS: All Consuls at Santo Domingo. 

REPAIRS: Minor repairs only. 

van ae Can accept vessels up to 320 ft. long, 50 ft. beam and 

17 ft. draft. 


(See Plan) 
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GANGWAY/DECK WATCHMEN: Compulsory gangway watch kept by 

Customs guards. 

OPENING/CLOSING HATCHES: Performed by crew or stevedores. 

CUSTOMS ALLOWANCES: Bond stores are sealed. 

REPATRIATION: Can be arranged. 

Prete hl Distance, 26 km.; served by regular airlines with numeroy 
ights daily. 

POLICE/FIRE/AMBULANCE: Police, San Domingo 682-30 

Ambulance, San Domingo 682-4288; Fire, San Domingo 682-2000. 

TELEPHONES: No connection to vessels. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are provided by Immigratio, 

Authorities. 

GENERAL: No boats to be lowered without official permission. 

DEVELOPMENTS: Santo Domingo's Sans Souci Tourism Wharf, phas: 

1, is now under construction on the Eastern side of Santo Doming 

harbour. 

Phase 1 of the project comprises the construction of a dock with: 
platform measuring 250 m. in length by 31.40 m. in width. Totally mad 
out of precast prestressed concrete members, it is designed 
accommodate simultaneously two 20,000 metric ton displacemen 
passenger ships or one of 50,000 metric tons. Besides the dock itset 
there is a 20,000 sq. ft. passenger terminal building to be built whi¢ 
will be equipped with all the services and facilities necessary to allo 
cruises to originate in the new port. 

Also under construction is a 1,000 metric ton potable water reservo; 
with a 50,000 g.p.h. pumping station. 

The site selected, the Eastern shore of Ozama River, is 15 minute; 
by car from Santo Domingo's Las Americas International Airport. 

The entire harbour will be dredged to a minimum depth of 35 ft. belo 
mean sea level. 

The Sans Souci Tourism Wharf completed. Depth 28 ft. 

Phase 2 and Phase 3 consist of berthing facilities for one 20,00 
metric ton displacement passenger ship each; construction of thes 
additional berths has not yet been ordered by the Government. 
AUTHORITY: Comandante de Puerto. 


AGENT: See “General” before first port. 


NOTES 
Please also advise Shipping Guides Ltd. 


ecuador 


GENERAL 


REPORTING: 
snjomaster's Report: January 1989. 
The following telex was received whilst on passage to Ecuador. 


REPORTING SYSTEM IN ECUADORIAN WATERS 
Re: Resolution 088-87 — Comando de Guardacostas (COGUAR). 
As per 1st July 1987, all vessels have to comply with Resolution 088- 
37, published Registro Oficial 8/6, i.e.: 
to report to Coast Guard (COGUAR) via coastal station “Guayaquil 
Radio” (HCG) on international frequencies MF and HF: 


anival (FR), Position (PR), Sailing (SP), Passing (Paso Inocente) (WP) 
with following formats: 


ARRIVAL: 


Shiprep 
(a) FR 
(b) Vessel’s Name/Flag/Call Sign. 


(for arrival). 


(c) Date + Local Hour. (6 figures) 
(d) Last port. 
0 ee 
(f} Actual course. (3 figures) 
(g) Speed in knots. (2 figures) 
(h) Next port. (Ecuador) 
(i) ETA Ecuadorian Port. (Day/Hour/Min. — 6 figures) 

SAILING: 

Shiprep 

(a) SP. (for sailing) 
(b) Vessel’s Name/Flag/Call Sign. 
c) Date + Local Hour. (6 figures) 
(d) Next port. 

(e) 4 figures for Lat. (N or S) + 5 figures for Long. 

(E or W). 
(f) Actual course. (3 figures) 
g) Speed in knots. (2 figures) 
h) Last port. 
(i) ETA next port. 
| POSITION: 

Shiprep 
a) PR. (for position) 
b) Vessel’s Name/Flag/Call Sign. 

(c) Date + Local Hour (6 figures) 
d) — 
e) 4 figures for Lat. (N or S) + 5 figures for Long. 

E or W). 

(f) Actual course. (3 figures) 
g) Speed in knots. 2 figures) 
ho — 
A oe 

PASO INOCENTE: 

Shiprep 
a) WP. (for paso inocente) 


b) Vessel’s Name/Flag/Call Sign. 


(c) Date + Local Hour. (6 figures) 
a) Last port. 
(e) 4 figures for Lat. (N or S) + 5 figures for Long. 

(E or W). 
(f) Actual course. (3 figures) 
(9) Speed in knots. (2 figures) 
h) Next port. 
(i) ETA next port. 


The timing for the messages has to be done as follows: 
*R — Entering the national waters, latest 12 hours before arrival at the 


port. 

SP - Immediately after sailing. 

°R — Twice daily, at 0800 hrs. and 2000 hrs. 

WP ~3 hours before entering and 3 hours before leaving Ecuadorian 
waters. 


Scope/area involved according Resolution 088-87: 
Entering the 200 miles of territorial seas and the waters between the 
mainland and the Galapagos Islands. 


NON-COMPLIANCE WILL PROVOKE FINES 


DOCUMENTS: 
Consular Documents: 

In the port of origin of the voyage to Ecuador or in the last foreign 
sort where there is a Consulate before the vessel's arrival in the country, 
the following documents are to be submitted to the Consul for approval 
model forms DIMERC 100 to 107, in 5 copies: 

(a) Cargo Manifest. 

(b) Crew List. 

(c) Passenger List or “no passenger” declaration. 

(d) In-transit Passenger List or “no in-transit passenger” declaration. 

(@) Ship’s Stores List. 

(f) Crew's Effects Declaration. 

(9) Maritime Health Declaration. 

(h) Mail List. 

‘ © original set of these documents remains on board the vessel, the 

plicate and triplicate are submitted to the Customs Administration, if 

“SY refer to cargo, and to the Captain of the Port, if they refer to the 

“ew Or passengers. The quadruplicate is sent to the Ministry of Foreign 
airs, and the quintuplicate remains in the Consul's files. 
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Prior to Arrival: 

Arrival Notice: 72 hours before the vessel's arrival in the pilot waiting 
area, the shipping agency shall submit to the Port Authority the arrival 
notice form, on a special port format or its own format, containing basic 
data on the vessel and the request for services (pilotage, towage, 
berthing, etc.). 

The vessel's arrival time should be communicated to the following 
authorities 24 hours in advance: Captain of the Port, Customs, Customs 
Police, Migration and Maritime Health. 

Information on cargo for the port: The agency shall submit to the Port 
Authority the following documents by the deadlines indicated: 

(a) General Import Cargo 24 hours before start of 

Manifest, in triplicate operations 

(b) Import Bill of Lading, At the time operations start 

complete set 


(c) Cargo Stowage Plan by hatch 24 hours before start of 


operations 

(d) Cargo List (breakdown of 24 hours before start of 
cargo) operations 

(e) Container Contents List 24 hours before start of 
operations 


48 hours before vessel's 
arrival in the pilot waiting 


(f) Dangerous Cargo List 


area 
(g) Tally books, 15 copies (must 6 hours before start of 
be true copy of Bills of operations. 


Lading and have an 
alphabetical index) 


On Arrival: 
On entrance of the vessel, the following documents should be 
submitted on DIMERC forms 100 to 107, which, although they follow 
LAFTA/OAS forms 1 to 6, differ from them in that they bear the seal of 
Ecuador and must satisfy the following requirements: 
Type of Documents Number and Distribution of Documents 
Captain Customs Migra- Maritime 
Basic Forms: of Port Police DIMERC _ tion Health Total 
. General Declaration 1 
. Cargo Manifest 1 
. Crew Roll 1 
Passenger List (a) 1 
. Ship's Stores (b) 1 
. Crew's Effects 
Declaration (c) = 
. Maritime Health 
Declaration (e) = 
8. Mail List a 
Additional Documents: 
9. Clearance Permit from 
Last Port 1 - - - - 1 
10. In-transit Cargo 
Manifest 1 1 1 - - 
11. “No Passenger” 
Declaration 1 
12. “No Passenger’ 
Declaration or In-transit 
Passenger List 1 
13. Cargo Manifest (e) - 
14. Crew List (e) 2 
2 
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15. Passenger List (e) 
16. Ship’s Stores (b) 
17. Crew's Effects 

Declaration (c) - 
18. Maritime Health 

Declaration - 

19. Mail List (e) = 
20. Cargo Bill of Lading - 
21. Passengers’ Baggage 

List 
22. List of Unaccompanied 

Baggage or “no 

baggage list” 1 2 - - = 3 
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(a) Does not indicate sex. 
(b) Has additional column for 
storage place. 


(c) Omit crew signature column. 
(d) One copy for the Postal Service. 
(e) With Consular visa. 


Prior to Departure: 

Before departure, a complete set of the general export cargo manifests 
and a complete set of the export loading bills of lading are submitted to 
the Port Authority. 

Clearance of vessel shall be requested from the Captain of the Port 
on a special form, which is submitted in 2 copies, each of which is to 
be accompanied by the following documents: 

General Declaration 

Crew List 

List of Passengers or “No Passenger’ Declaration 
Stores List 1 

The Captain of the Port returns to the ship the original clearance 
permit, duly certified, and retains one copy for his file. 

In addition, 2 hours before departure, a clearance form must be 
submitted to the Customs Police, and a list of embarked passengers or 
a “no passenger” declaration and a list of crew changes is to be 
submitted to Migration. 


ao oe 


PRATIQUE: Radio Pratique is not normally granted. Notice of arrival 
should be given at least 24 hours prior to arrival to Radio Naval 
Guayaquil, call sign HCG. Listens on 500 kHz, 8,385 kHz and 8,320 kHz. 
Answers back on 8,472 kHz and 8,475 kHz. 
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The message should read as follows: 
CAPUERTO 
MEDICO SANIDAD 
ADMINISTRADOR ADUANA followed by name of port 
IMMIGRATION 


“vapor...1...2...procedente ...3...no enfermos abordo, no 
explosivos, no pasajeros para... 4... pasajeros en transito . . . aye 
tons carga para descargar... 6. . . Sacos correo para descargar eta 


boya...7...agencia...8...9... Capitan. or in translation (original 
must be sent in Spanish). 

SS...1...2...from...3...no sick on board, no explosives, no 
passengers for Guayaquil (or name of port)... 4. . . passengers in 
transit... .5... tons cargo to discharge . . 6. . . bags of mail to unload 
ETA Sea Buoy ...7...Agency...8...9... Captain. 

. Name of the vessel. 

. Nationality of the vessel. 

Last port and port of call. 

. Number of passengers in transit (logically, if there are passengers 
for the port call, instead of saying (no pasajeros para . . . the correct 
number would be indicated). 

Number of weight tons of cargo for the port. 

. Number of bags of mail. 

. Estimated hour of arrival at Sea Buoy, or Buoy No. 1 off Data. 

. Agent's name. 

. Master's name. 

The same message should be sent to the ship's Agent. 

When quoting arrival times use GMT or Ecuadorian Time (GMT minus 
5 hours). Summer time is not kept. 

The boarding party usually arrives on berthing. 

The Vaccination Certificates should be ready in the same order as 
the Crew Lists. 

FLAG: The national flag has yellow, blue and red horizontal stripes. The 
yellow is twice the width of the others. Government vessels show the 
National Arms in the centre of the flag. 

All foreign vessels will fly the flag from the highest mast. 

PILOTAGE: Pilotage is compulsory for all vessels over 500 tons gross. 
Vessels should await the Pilot off the Sea Buoy at all ports unless 
instructed to the contrary. The Pilot must be requested by the Agent at 
least 12 hours in advance. They are available 24 hours a day, every 
day of the year. 
STEVEDORES: The stevedores are drawn from the 4 respective unions 
in rota. The foremen are generally selected by the Agent. The same 
gang will work the ship until completion, working around the clock if 
necessary. Gangs will start work at virtually any hour. 

Opening and closing of ship's hatches is undertaken by the stevedores 
and also the rigging of gear. Even though the stevedores receive 
payment for rigging anyway, it is advisable to use the ship's crew. 

Cold fresh water and lavatories must be made available to the 
stevedores. 

Tally clerks are selected in a similiar way to the stevedores. 
WATCHMEN: 1 or 2 Customs guards will remain on duty, nevertheless 
the use of watchmen is advised. 

GARBAGE: Before docking all vessels should cover all discharge points 
to prevent material or water being deposited on the quayside. The 
dumping of any waste is strictly forbidden except in an emergency. No 
oil may be dumped within 50 miles of the coast, and Ecuador strictly 
enforces the Anti-Pollution laws. a 

RAT GUARDS: These must be placed on all mooring lines while the 
vessel is in port. This rule is strictly enforced. 

FIRE DRILL: Periodical fire drills are held. The signal is 6 short blasts. 
Smoking on dock is prohibited, and cigarettes must not be thrown 
through port holes. 

CREW: Shore leave is permitted except at the tanker berths. Each man 
must carry an identity card. It is difficult to sign on a foreign crew member 
in Ecuador, unless he has been left behind by another company vessel. 
A visa is not required for replacements arriving from abroad, but the 
crew member must have a Passport or Seaman's Book, together with 
a letter from the ship operator stating name of vessel to be joined. 

In declaring personal effects, all new purchases must be listed, as 
well as electrical devices, typewriters, sextants, etc. 

The Master has the right to issue or annul boarding passes if he has 
the approval of the Port Authority. 

As a tule visitors are not allowed entry to the Port Area, although 
special permits are given to certain vendors. They may come on board 
solely at the discretion of the Master. 

PIRACY: Acts of piracy have taken place on vessels alongside in the 
Port of Quayaquil. 


hows 
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BALAO TERMINAL (Esmeraldas): 01.02 N. 79.44 W. 
(See Plan) 


LOCATION: The Terminal Petrolero de Balao is comprised of the area 
between the following geographical co-ordinates: 

Lat. 00° 55’ 00” N, Long. 79° 40’ 00” W. 

Lat. 01° 04’ 00” N, Long. 79° 40’ 00” W. 

Lat. 00° 55’ 00” N, Long. 79° 46’ 00” W. 

Lat. 01° 04' 00” N, Long. 79° 46’ 00" W. 

The Terminal Petrolero de Balao consists of 2 mooring areas: The 
SBM area for loading crude oil; and the TEPRE area for loading refined 
products. 

The terminal has a storage area for crude oil situated on a hill 180 m. 
above sea level made up of 9 storage tanks that constitute the final leg 
of the Trans-Ecuadorian Oil pipe-line. 
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Each of the tanks has a 332,000 barrel capacity (or 13,524,0y 
gallons, 42 gallons per barrel). The tanks are 18 m. high and 60 m> 
diameter. 

Manifolded to each tank are 2 pipes that gravity feed the SBM's. On 
is 42 in. in diameter and the other 36 in. 

The Offshore Terminal at Balao is made up of 2 SBMs nominated *y 
and “Y" Buoys and a terminal for refined products (TEPRE). 
Relative Location: “X" Buoy (SBM — West) designed for ships up 
100,000 d.w.t., is located 4.5 miles N.W. of the mouth of the Esmeralda 
River (Rio Esmeraldas). “Y" Buoy (SBM — East), designed for ships y 
to 100,000 d.w.t., is situated 3.3 miles from the coast at its closest poin 
and 1 mile on True bearing 081° from “X" Buoy. Both are at a minimuy 
depth of 120 ft. LWS. 

Tankers with a maximum of 1,000 ft. between perpendiculars, ; 
maximum beam of 135 ft., and a maximum draft of 52 ft., can moore 
the buoys. There should be between 400 ft. and 525 ft. between th 
bow of the tanker and the underwater manifold. 

The TEPRE area is composed of a Conventional Buoy Mooring 
System (CBM), and forms a parallelogram with an East-West axis. 

The mooring facility can receive ships between 6,000 d.w.t. an 
20,000 d.w.t. A tolerance of 10% less for ships in the lower range « 
provided for. The minimum depth of available water is 14 m. DLWS ar 
the greatest admissible draft that will not cause damage to th 
underwater installations is 10 m. 

Geographical Location: 
SBMs: 

Buoy “X” (SBM — West) Lat. 01° 02’ 03” N., Long. 79° 42° 57” W. 

Buoy “Y” (SBM — East) Lat. 01° 02’ 12” N., Long. 79° 41’ 52" W. 
Terminal for Refined Products (CBM): 

Buoy A — Lat. 01° 01' 3” N., Long. 79° 40’ 7" W. 

Buoy B — Lat. 01° 01’ 3” N., Long. 79° 40’ 5" W. 

Buoy C — Lat. 01° 01' 1” N., Long. 79° 40’ 5" W. 

Buoy D — Lat. 01° 01’ 1” N., Long. 79° 40’ 7” W. 


DOCUMENTS: For the official reception of the vessel, the Po 
Authorities, presided over by the Superintendent and Shipping Agen 
will come aboard immediately upon arrival of the ship. In order to t& 
declared in Free Pratique, the tanker must have the following document 
ready: 

Sailing documents from the last port of call. 

Crew List (4 copies). 

Declaration of Stores. 

Declaration of Personal Effects of Crew Members (2 copies). 

List of Passengers (6 copies). 

Cargo Manifest (4 copies). 

Bill of Lading (2 copies). 

General Declaration (5 copies). 

Ship's Register. 

TOVALOP or P&I Insurance. 


PILOTAGE: Pilotage is compulsory. The ship will approach to a distant 
of 1.5 miles North of Buoy “xX”. 

According to Ecuadorian law pilotage is mandatory and Masters mus 
obey all Statutory Laws and Regulations such as: The Code of Maritim 
Police; the Pilotage Regulations; and the Operations Regulations for0 
Terminals. 

The following dispositions must also be followed: 

(a) The officer responsible for boarding and putting ashore the Pile 
is the officer on duty. 


(b) The vessel must have an accommodation ladder and/or a pit 
ladder. 
(c) The length of the ladder must not exceed 30 ft. If the distane 


between the water level and the access point to the main deo 
is greater than 30 ft., a combination of one section of pilot ladde 
and another of accommodation ladder must be used. 

(d) The pilot ladder must be properly secured and placed on bot 
sides of the vessel. 

(e) At night the pilot ladder and its immediate vicinity must b 
adequately illuminated. 

(f) The top of the ladder must be so arranged that the Pilot c# 
safely pass on to the deck of the vessel. 

(g) The ladder must be maintained in good condition and its rung 
must remain horizontal upon boarding and going ashore. Tt 
surface of the rungs must be rough. 

(h) The ladder must be stable in such a way that each step rests? 
the side of the vessel and with spacers placed at least every 10! 
in order to prevent the ladder from turning. 

(i) Nylon ladders must not be used. 
Pilotage Area: This area is within the following co-ordinates: 

(a) Lat. 01° 00’ 00” N., Long. 79° 40’ 00" W. 

(b) Lat. 01° 00’ 00” N., Long. 79° 46’ 00" W. 

(c) Lat. 01° 04’ 00” N., Long. 79° 40’ 00" W. 

(d) Lat. 01° 04’ 00" N., Long. 79° 46’ 00" W. 

The waiting area, the anchorage area and the berthing area a 

included in this zone. 

The Waiting Area: The area to wait for the Pilot is 1 mile North! 
Buoy “X". 

The Anchorage Area: The vessels that must anchor upon arrival ® 
proceed to the waiting area 1.5 miles North of Buoy “X" (SBM — Wes 
and with the Pilot on board will navigate to the anchorage area betwee? 

(a) Lat. 01° 00’ 30” N., Long. 79° 44’ 00” W. 

(b) Lat. 01° 00’ 30” N., Long. 79° 46’ 00” W. 

(c) Lat. 01° 02' 00” N., Long. 79° 44' 00" W. 

(d) Lat. 01° 02’ 00" N., Long. 79° 46’ 00" W. 

Operation Area for Tankers: This area, where mooring Buoys ‘x's 
“Y”" are found, is located between: 

(a) Lat. 01° 00' 00" N., Long. 79° 40' 00” W. 

(b) Lat. 01° 00’ 00" N., Long. 79° 44’ 00" W. 

(c) Lat. 01° 03’ 00" N., Long. 79° 40’ 00" W. 

(d) Lat. 01° 03’ 00” N., Long. 79° 44’ 00" W. 


UGHTS: SBM Lights: 
Characteristics: 


guoy “X" (SBM — West) Buoy “Y” (SBM — East) 


ight Amber Light Amber 
Flash 1.2 secs. Flash 0.7 secs. 
Dark 6.8 secs. Dark 0.3 secs. 
Period 8.0 secs. Period 1.0 sec. 
Range 5.3 miles Range 5.3 miles 
Lights at the terminal for refined products: 
Light Yellow 
Flash 1 sec. 
Dark 3 secs. 
Period 4 secs. 

5 miles 


nge 
APPROACHING: The most outstanding sights approaching Balao are: 
The Coquito Lighthouse, located 2 miles West of Punta Este (entrance 
of Rio Esmeraldas); the crude storage tanks in Balao on a hill (186 m. 
above sea level) visible from approximately 20 miles; and Punta Gorda, 
a craggy rise situated approximately 4.4 miles S.W. of Punta Coquito. 
The prominent points are easily detected by radar. 

From Punta Las Palmas to Punta Gorda the coast consists of cliffs 
and small valleys for about 5 miles in a West by S.W. direction. 

Punta Gorda, a craggy rise with nearby cliffs, has a reef that extends 
half a mile offshore North of the point. From Punta Gorda to Punta Sua, 
about 9.5 miles East by S.E., the coastline is low except for the cliffs 
cose to Punta Gorda. 

ANCHORAGE: While awaiting berthing at the offshore terminal ships 
can anchor in the following area: 

(1) Lat. 1° 00’ 30” N., Long. 79° 44’ 00" W. 

(2) Lat. 1° 00’ 30” N., Long. 79° 46’ 00” W. 

(3) Lat. 1° 02’ 00" N., Long. 79° 44’ 00” W. 

(4) Lat. 1° 02’ 00” N., Long. 79° 46’ 00” W. 

MAX. SIZE: Maximum 100,000 d.w.t., max. load 100,000 tons/730,000 
bbls. max. LOA 274.3 m., max. beam 39.6 m., max. draft 15.2 m., and 
max. distance aft/manifold 137.1 m. 

Therefore tankers up to a maximum of 100,000 d.w.t. will be moored. 
Acceptance of tankers’ dimensions and d.w.t. must be obtained in 
advance. 

RADIO/VHF: Vessels bound for Balao must advise their ETA to the 
Superintendencia and their Agents, 72 hours and 24 hours before arrival. 
The message must contain vessel's name, ETA, Master's name. 

_ The Pilots listen on Channel 16 (VHF) then change to Channel 14 
once contact has been established. 

The Terminal maintains a 24 hour watch on VHF-FM frequency 
156.800 MHz, Channel 16, with an approximate range of 40 — 60 miles, 
and HF radio from 0800 hrs. — 1200 hrs. on 8,291.1 kHz and from 
1200 hrs. — 1800 hrs. on 12,432.1 kHz. Once contact has been made 
with the tanker, either Channel 14 or any other channel designated by 
the radio operator will be used. 

TUGS: 5 tugs available, all radio equipped. 

MOORINGS: (SBM'’s): The SBMs “X" and “Y” have rotating tables on 
which the oil handling and mooring devices are mounted. These can 
tun in the direction of the tanker. 

The mooring ropes: Each buoy has 2 mooring ropes for securing to 
the bow and these are permanently attached to the buoy. Each rope is 
185 ft. long and 15 in. thick and is connected to 30 ft. of 2 in. chain that 
is secured to the bitts of the ship with cable grommets and mooring 
shackles provided by the Terminal. 

_ TEPRE CBM: The underwater manifold is located 2.1 miles from shore 
_ atthe end of the product pipe-line. Its function is to distribute the products 
{fom the dispatch lines to the tanker or to the product re-cycling lines, 
_ whatever the case may be. The underwater manifold also houses the 
/ deballasting line. 

The tankers are loaded by underwater hoses connected to the product 
lading outlets on the underwater manifold. The hoses are hoisted 

onboard the tanker once it is properly moored to the buoy field. 
» How the buoy field is secured: Stud Link grade U2 0.5 in. chain. 
Rupture Tension 223 tons. 

Working Tension 159 tons. 

Anchors: Conventional, according to design specifications 
fecommended by R.1.N.A. (Italian National Register). 

Each buoy is secured by a chain to the anchor in order to avoid 
displacement by wind, current, or the tension of the ship. They are 

) anchored with enough weight to avoid drifting. 
. BERTHING: Mooring operations will take place during daylight hours 
under normal weather conditions. 

The unmooring operations will take place 24 hours a day. 

Mooring Turn (Arrival): Priority for tying up is determined by the ship's 
(me of arrival in port. In any case, those that arrive first have priority if 
and when they have received authorisation from the Direccion General 
de la Marina Mercante y del Litoral to operate freely. 

The port derrick must be rigged and ready for use on arrival and 

@ Vessels should be warned that the weight of each hose is at least of 
> tons under favourable conditions. This will be used to lift the floating 
Y | deballasting/loading hoses as well as crates of materials that will be 
delivered by a terminal tugboat at the anchorage before the mooring 
| operations begin. 
For the mooring operations the ship must provide the following 
®ersonnel and materials, which must be ready on the foredeck: 


Personnel: 

First Officer on deck 2 winch operators 

Boatswain 2 seamen to handle the ropes. 
Materials: 


2 winches that work 

2 mooring lines 2.5 in. in diameter; 600 ft. long 

2 nylon mooring lines 1 in. x 10 ft. 

2 manila heaving lines 0.25 in. diameter x 30 ft. 

1 nylon or polypropylene mooring line 2.5 in. in diameter and 300 ft. 
ng centre astern. 
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Mooring: The approach and mooring of the tanker will take place with 
the aid of the Pilot from Balao and the Loading/Mooring Master from 
the CEPE-TEXACO Consortium in accordance with the Operation and 
Tariff Regulations for Oil Terminals. 

When the vessel is at a reasonable distance from the berth, the 
mooring tugboat will take 2 of the ship's warping lines. Tie these to the 
mooring lines which are attached to the buoy and bring them on board. 
As the buoy ropes come clear of the water, it will be noted that chains 
are attached to them. These chains are to be secured to the bitts in 
such a manner that the nylon is outside of the external length of the 
ship so the chains absorb any chafing if the buoy lines cross the bow. 
There are 2 buoy lines. Power must be available at all times on all deck 
winches and windlass while the vessel is at the berth. 

A mooring line must be available aft, secured to the bitt and of 
sufficient length to enable a tug boat to pick up the eye and tow it off to 
re-position the vessel if necessary. 

Mean Time For Operations At The Terminal: Subject to the differences 
of each ship, the following times can serve as a guide: 


1. Approach to the buoy from anchorage 50 minutes 
2. Approach from waiting area 30 minutes 
3. Loading the equipment used for mooring and 

connecting the hoses 20 minutes 
4. Mooring 30 minutes 
5. Lifting and connecting the hoses 80 minutes 
6. Disconnecting the hoses 40 minutes 
7. Casting off from buoys 10 minutes 
8. Unloading personnel and equipment 25 minutes 


HOSES: Buoys ‘‘X” and “Y’’: Lifting, connecting, disconnecting, 
lowering and other operations will be performed by a special team from 
shore under the Loading/Mooring Master's orders with assistance of the 
ship's deck officer. Port derrick must be rigged and ready for use before 
mooring operation begins. 

Members of the ship's crew will be required to operate the winch or 
winches. Particular care should be taken during the hose handling 
operation in order to avoid serious damage to the hoses, the plastic 
floats and buoys on the plate edges, rails, etc. 


BALLAST: Deballasting: The Terminal is not able to receive slops on 
shore, therefore its discharge is prohibited. The deballasting line for 
clean ballast has been damaged. 

Vessels are to be equipped with clean segregated systems which are 
reserved for ballast only. Vessels so equipped will be permitted to pump 
segregated ballast overboard after being accepted and approved by 
shore inspectors. 

After the tanks have been inspected and approved by the Terminal, 
deballasting will commence under the supervision of the Loading/ 
Mooring Master. Upon completion the tanks will be inspected again and 
if ready for loading, a certificate will be signed by a representative of 
the consortium. 

For the water processing of ballasted tankers, the Balao Terminal has 
an adequate system that starts in the hoses of the buoys and passes 
through a submarine pipe going to a pre-separator, where it hits and 
separates: first the water of the hydrocarbons, then goes to a decantation 
pool, where it stays 48 hours and after goes to a final separator in which 
are collected the last traces of hydrocarbons and finally the clean water 
is drained to the sea. 


LOADING: Loading is through SBM's which are 49.5 ft. in diameter and 
held, each one in position by fixed chains secured to piles sunk into the 
sea bed. 

Buoy “X” is equipped with a 750 ft. length and 20 in. self float loading 
hose which is manifolded to two 105 ft. length and 12 in. tail hoses. 
Buoy “Y” is equipped with a 20 in. hose and is manifolded in the same 
fashion as Buoy “X”. 

1. Loading ratio. Not withstanding greater capacity, currently the 
loading rate has been reduced to 32,000 bbis.p.h. at both buoys with a 
minimum of 10,000 bblis.p.h. and maximum pressure of 100 p.s.i. on 
land. 

2. Under no circumstances will the vessel be loaded at a rate greater 
than that requested by the Master. It is the Terminal’s responsibility to 
maintain the requested loading rate. 

3. The load on top system is accepted at this terminal and vessels 
are requested to arrive with slop tanks “settled out”. 


UNMOORING: The Loading Master will advise to Texaco Control the 
estimated time for the completion of loading and will ask for Official Pilot. 
Then, hose disconnecting operation is undertaken aboard ship. After 
the unmooring takes place, the tug boat comes alongside the ship to 
transfer all materials and personnel that have been used during the 
operation. Then the vessel will proceed to the anchorage area where 
anchored it will await loading and sailing documents. 


TEPRE OPERATIONS: Mooring and Unmooring at the Terminal for 
Refined Products: The Pilot on duty will be in charge of mooring and 
this will take place according to the wind and current conditions. 
Loading: Once the vessel is secured, loading will be directed by the 
State Petroleum Corporation of Ecuador (CEPE). For this, 3 divers, 
4 hosemen and 1 loading supervisor will come to the vessel and together 
with the ship's crew, connect the hoses. 

Description of the Operation: Once the tanker’s derrick is ready, a diver 
will dive to the ocean floor with a hook that will be attached to the hose 
of the product to be loaded. Once on deck, the hose will be connected 
to the ship's manifold. 

Loading rates: 


Product Designed Rate Admissable Rate 
cu.m.p.h. cu.m.p.h. 

Gasoline 636 700 

Kerosene/Diesel 477 650 

Fuel Oil 800 1,100 
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Product Designed Rate Admissable Rate 
cu.m.p.h. cu.m.p.h. 

Deballasting (d.w.t.) 
Tanker 6,000 300 
Tanker 12,000 400 
Tanker 20,000 600 
Diameter of Flexible Product Hoses 

(in. 
Fuel Oil 10 
Gasoline 10 
Kerex/Diesel 10 


Deballasting: The same system used for loading will be employed for 
deballasting differing only in that the ship will pump to shore. 
Products: The products that are currently being loaded at the TEPRE 
terminal are: Gasoline, diesel, kerex and bunker. 

MEDICAL: The city has two hospitals: Hospital Delfina Torres de 
Concha and Hospital Franlin Tello Mercado. 

FRESH WATER: Available in limited quantities. If more than 200 tons 
are needed, this must be requested 72 hours in advance. 

FUEL: Limited availability and only in emergencies. 

CONSULS: Colombia: Calle Sucre s/n entre Piedrahita y Manuela 
Canizarez. Tel: 713-661. 

Chile: Calle Colon y 10 de Agosto. Tel: 710-045. 

France: Av. Eloy Alfaro y Salinas. 

Panama: Av. Kennedy 1100, Las Palmas. Tel: 710-370 and 71 1-180. 
REPAIRS: Only minor repairs can be carried out and this is with the 
exclusive authorisation of the Superintendencia. These must not 
jeopardise the safety of the vessel or the installations. 
REPATRIATION: Only if the person has all the necessary documents 
(passport, certificates, etc.). 

TIME: GMT minus 5 hours. 
SERVICES: Yagua General Services Ltd. and Semarf Agents Cia. Ltda. 
can offer the following services: 
Launch services. 
Water supply. 
Hospital medical attention. 

They could also be appointed as protecting Agent of any particular 
vessel. 

SHORE LEAVE: Considering local operating conditions, permission to 
come ashore is subject to the approval of Migracion y Extranjeria 
(Immigration) and must be requested by the vessel's Agent. 
Transportation must be provided by the Agent and subject to the rates 
established by the respective authorities. 

GENERAL: Flags: The quarantine flag must be flown by the vessel 
when approaching the Balao Terminal. It must be lowered once the ship 
has been declared in Free Pratique. 

The National Flag of Ecuador will be permanently flown while the ship 
is at the Terminal. 

Contraband: Ecuadorian law is rigorous in reference to contraband. The 
Master must instruct his subordinates to avoid taking cigarettes, cigars, 
tobacco, alcoholic beverages, drugs, etc. to the shore. 

These articles must be reported before arriving at the Terminal and 
with their respective lists put under the Master's custody during the ship's 
stay. 

In no way will commercial transactions between crew members and 
Terminal employees or third parties be tolerated. < 
Visitors: With the exception of Terminal personnel and other employees 
whose duties require them to board (Port Authorities, Ministry of Natural 
Resources Inspectors etc.), ail visitors are strictly forbidden. Exceptions 
to this rule will require the authorisation of the Superintendencia. 
Watches: Permanent watches must be maintained on board; on deck 
as well as in the engine room. These watches must have sufficient crew 
members to move the ship in case of emergency. 

Charts: National charts: |.0.A. 1002 Port of Esmeraldas. Ed. December 
20, 1982. Foreign charts: N. 021033 (HO-1176). 

Wind and Currents: The predominant wind and marine currents 
throughout the year are S.W. During the rainy season (December — 
May), however, the wind and current suffer a slight change and at times 
come from the N.E. and North. 

In the berthing area the currents often vary and will oppose the 
direction of the wind and cause the ship to yaw strongly. 

Tide: The tide in syzygy comes up 13 ft., in quadrature 11.5 ft. The tidal 
currents have been reported (1956) at a rate of 1.5 knots, a little stronger 
during low tide. 

REGULATIONS: (Not all Regulations printed). Due to the fact that Balao 
is very close to Las Palmas, Atacames, Sua, etc., any pollution will cause 
serious damage to the beaches and fishing grounds. Therefore, ships 
are obliged to avoid any possible pollution of local waters that would be 
caused by pumping crude oil, diesel, or other fuels or oily mixtures from 
the engine room bilges. 

In the piloting area the traffic of small craft such as fishing vessels, 
coasting vessels engaged in cabotage is absolutely prohibited with the 
sole exception of small craft used in the reception and mooring of tankers 
and these must be authorised by the Superintendencia. 

Masters Responsibility: While the ship is at this Terminal, the Master 
will continue to be responsible for the security of the vessel. 

While the ship remains at the buoys, its main engines must be ready 
for any emergency. If they are turbines they must be in reverse. 
Vessel's Obligations in Port: 

1. It is the obligation of the Master of the ship, or his representative, 
to receive the Pilot and the Loading/Mooring Master at the gangway, 
and provide them with all the information they may need. 

2. The Master will delegate the First Officer or another responsible 
officer to receive the Port Authorities at the gangway and provide them 
with the documents and other information they may request while on 
board. 

3. The Master must present the Superintendencia with a Certificate 
of Pollution Insurance issued by TOVALOP, the Ship's Register and any 
other document that may be required. 
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Shipchandler. 
Crewmember exchange, etc. 


4. Meals must be provided for Superintendencia personnel ang 
Customs, Police, etc. that are on duty. 

5. A cabin and meals must ‘be provided for the Loading/Mooring 
Master on duty during the loading operation. 

6. The ship must provide meals for the 4 hosemen on board. 

7. Meals and cabins must be provided for the Superintendencias 
Safety and Pollution Control Inspectors when necessary. 

8. Meals and a cabin must be provided for the Pilot if on board a 
mealtime. 

9. All required materials and personnel must be placed at the 
disposition of the Terminal's Representative so that he can adequati 
Kat Meg his job especially for easy and safe access of personnel o 

ard. 

10. The ship must provide personal assistance and other facilities 
required by the Ministry of Natural Resources Engineers on duty, » 
that they can efficiently control and inspect the oil being loaded and the 
tanks used. 

Reports to the Superintendencia: During their stay in Port, the Maste 
of the tanker must report any problem on board concerning: 

1. Breaches in safety measures during mooring, deballasting, loading 
and unmooring operation. 

2. Oil spills produced by bad hose connections, breaks in the hoses 
filtration due to improper plugging of scupper holes, or any other reason 

3. Pollution caused by bilge pumping, tank washing, or any othe 
operation that is not permitted. 

eH Any abnormal situation that might affect the operating safety of the 
tanks. 

5. Personnel accidents during work. 

6. Theft on board or discovery of commercial transactions betwee 
crew members and Terminal workers etc. (contraband) 

7. A copy of the measurements on board once the vessel is loaded 
Safety Regulations: The deck officer on duty must check the list ¢ 
questions one by one to make sure the vessel's safety measures ar 
in order. Some of the points that must be observed are as follows: 

11. Are the mooring lines in good condition? (TEPRE — 12 nylono 
polypropylene lines according to the tonnage of the tanker. SBM - 
2 nylon or polypropylene lines, 600 ft. long.) 

12. Are the short lines in good condition? (TEPRE: 12 short nylo 
lines, 1 in. thick and 10 ft. long each one.) 

13. Is the derrick in good condition and has capacity for at leas 
5 tons? 

24. Is the hydrocarbon log up-to-date? Check it! 

25. Is the Master aware of the port regulations? 

Safety Precautions for Ships: 

1. Verify that mooring conditions are in accordance with Termina 
requirements. 

2. As a safety measure during operations, ships headed for Balao's 
load crude oil must arrive with enough ballast to correspond to 25% 
30% of its cargo capacity and down no more than 10 ft. by the stern. 

9. The red flag, BRAVO, must be raised during the day and a re 
light must shine at night. 

10. Ashtrays in the smoking room must contain water. 

11. Due to the underwater chains, pipes and hoses, it is absolute 
forbidden to use anchors close to the buoys. 

12. All of these rules will be enforced by the Safety and Pollutio 
Control Inspectors, along with the Loading and Mooring Masters. 
AUTHORITY: Superintendencia del Terminal Petrolero de Balao, Casi 
286, Esmeraldas, Ecuador. Tel: 711-100, 712-200, 712-300. Teler 
7579. Contact: Captain Fernando Gavilanes Granja, Superintendent 
Captain Victor H. Morales P., Chief of Operations. 


AGENT: Main Office: Yagua Ltd., Shipping Agency, P.O.Box No. 6 
Quito, Ecuador. Victor Hugo 114e, Isla Pinzon, (Jipijapa), Quit 
(Ecuador). Cable: Yagua Quito (Ecuador). Telex: 022220 Yagua & 
(Monday through Friday. See Operations Office for Saturdays at 
Sundays). Tel: 554-484, 554-485, 543-429. 
Operations Office: Avenida Kennedy 1100 (Las Palmas). Cable: Yagu 
Esmeraldas (Ecuador). Tel: 710-370, 711-180. (available 24 hours! 
day). Telex: 7589 Yagua Ed. 

Also on VHF Channels 16, 6, 12 and 71. 


ESMERALDAS: 01.00 N. 79.39 W. (See Plat 


PORT LIMITS: Between the meridians 79° 38’ W. and 79° 39’ W. a 
the parallels 00° 59' N. and 01° 02’ N. 

NAVIGATION AIDS: The port complex of Esmeraldas has navigatio® 
aids consisting of the installation of 6 lighted buoys which mark f 
access channel to the port; 1 landfall buoy in the waiting area for Pilot 
4 lights located at the head of quays, 2 on the 2 breakwaters (princ# 
and secondary) which limit the commercial quay and in the accesses! 
the dock of the Fishing Port and 2 pairs of leading lights — one pair! 
the top of Coquito Hill to the S.W. of the port and another pair neat! 
the residential area of Tachina towards the S.E. of the port. 
DOCUMENTS: The documents required by the Port Authorities ® 
arrival of vessels are as follows: 

Clearance From Last Port. 

General Declarations. 

Health Declaration. 

Lists of Crew Members. 

Lists of Passengers. 

Sets of Cargo Manifests. 

Sets of Bills of Lading. 

Stevedoring Plan. 

Certificates of Tonnage and Radio to be checked. 


—-houn-S 


pILOTAGE: Pilotage is compulsory. 

Prior to commencement of manoeuvring and navigation, the Pilot will 
require from the Master the following information: conditions of steering, 
conditions of ship machinery, condition of the aids to navigation, 
conditions which may limit the manoeuvres which are about to be 
aitected, the draft forward and aft, nature of the cargo, availability of 
mooring lines and the system of anchorage. 

The Pilot will require the presence of the Master of the vessel on the 

e at all times during manoeuvres. 

ANCHORAGE: The area for awaiting the Pilot and quarantine is located 
between meridians 79° 39’ 15” W. and 79° 40’ 00” W. and the parallels 
01° 01' 00" N. and 01°01’ 50” N. 

MAX. SIZE: The port is limited to receiving vessels not greater than 
200 m. LOA and 35 ft. max. draft. 

RADIO: The Port of Esmeraldas currently has no radio service, but the 
Terminal of Balao: Lat. 01° 02’ N., Long. 79° 44' W., which is relatively 
close, has a radio service. 

To communicate through Balao, vessels arriving at Esmeraldas must 
advise or communicate their ETA to the Naval Superintendency of 
Esmeraldas, 72 and 24 hours prior to arrival. Messages must contain 
the names of the vessel, ETA and name of the Master. 

24 hours listening out is maintained on HF-SSB-2182 — 2136.3 kHz 
call-up frequency and 4139 — 6210 kHz working frequency and on 
Channel 16. Generally vessels will have contact with this channel at a 
distance of 20 to 30 miles from the port. Channel 14 will be used for 
contact between the vessel and the Naval Superintendency before 
arrival in port. 

BERTHING: All systems of maritime transport of general cargo (Ro/Ro 
LASH, USO multiple and containers with own crane equipment) can be 
used in the Port of Esmeraldas, since there is: 

An ample dock of some 35 hectares with direct access. The port is 
not affected by winds, tides or undertow. 

Amarginal quay, 350 m. long and 26 m. wide at its forward part, giving 
facilities for handling and transfer of any kind of cargo. 

Areas of free spaces for the storage of containers, semi-trailers and 
other types of cargo with an area of 66,000 sq.m. A closed warehouse 
of some 6,000 sq.m. area, and areas reserved for future usage of 
110,000 sq.m. 

Aramp for Ro/Ro vessels whose position is perpendicular to the quay 
designed so that vessels operating in loading and unloading are not 
interrupted by tidal differences. 

Equipment for handling containers, semi-trailers, palletised cargo and 
others, Mobile cranes 2x60 tons, 2x35 tons, 2x 15 tons, 20 loaders of 
7.5, 6 and 3 tons and 8 trucks with platforms. 

STEVEDORES: The port offers services to vessels without any 
restrictions and uninterrupted during all days of the year, 24 hours a 
day, with the exception of the 24th December when work is interrupted 
fom 1700 hrs. until O800 hrs. on the 26th December and the 
3ist December from 1700 hrs. until 0800 hrs. on the 2nd January. 
MEDICAL: Doctors available. 

FRESH WATER: Available. 

FUEL: Available. 

DEVELOPMENTS: The second stage of port works which have been 
projected, comprise: 

Construction of a container quay 210 m. long with a storage area of 
8 hectares. 

A marginal quay 140 m. long with the same characteristics as the 
quay of 350 m. long and is a continuation of it, which will permit the 
berthing of 3 deep-sea vessels at one time. 

Two additional warehouses of 6,000 sq.m. each. 

Open air storage surface areas covering 3.5 hectares. 

Extension of electric and sanitary services to the new areas. 


SHIPMASTER’S REPORT: June 1979. 

Navigation: Two orange coloured beacons on the land to the East side 
of the river, act as leading marks (bearing 166°T) from approx. 4 miles 
'0 seaward, right up to the entrance of the port. They are not lit. Depths 
along this line were not less than 100 m. 

Off the entrance to the port, two orange coloured beacons on the 
West side near Coquitos Point Lighthouse, are the leading marks into 
the harbour. They are not lit. Entering the harbour, the deep water shoals 
rapidly to about 12 m., but at no time were echo soundings of less than 
11.5 m, MLWS encountered either in the entrance, or in the manoeuvring 
aea inside, or alongside. Beacons mark the extremities of the 
breakwaters but they are not lit. 

Two buoys mark the East and West edges of the deep water channel 
outside of the breakwater. They are lit. Further buoyage is planned to 
mark the deep water area. 

Pilots: 2 Pilots on board, 1 to communicate with each tug. Only 1 Pilot 
and 1 tug equipped with ‘walkie-talkie’ radios. 
Tugs: 2 square bowed American type river-barge pusher tugs are 
available and they have adequate power to assist in manoeuvring on 
and off the berths. Unfortunately, the 2 vertical posts on their bows are 
likely to cause sharp indentations in vessels’ bow and stern plating when 
the tugs are used for pushing. They should only push against the flat 
vertical surfaces of the hull. 
8erthing/Facilities: There are 2 berths and a Ro/Ro facility, but only 
2large vessels can be accommodated alongside at any one time. A 
large Cargo shed is under. construction opposite Berth No. 2, and the 
container and open cargo areas have been surfaced. Both berths are 
‘0 be supplied with bunkering and fresh water facilities, but these are 
Not operative at present time. No actual assessment of cargo handling 
®quipment could be made, but it was noted that there were 230 ton 
mobile cranes and 57.5 ton forklift vehicles in the parking area in the 
compound. The Agent reported that low-loaders and trailers were 
*vailable for the movement of containers and that forklifts could be hired 
ruse in the hatches. 
pe he loading of bundles of balsawood was carried out directly from 
2 "es which brought the cargo alongside and the rate of loading was 
bout 165 bundles (20,600 board feet) per gang hour. 


ECUADOR 


At present the harbour is somewhat obstructed by anchored fishing 
boats and small craft, but these are to be shifted to the new fishing port 
being constructed to the South of the main harbour. 


AUTHORITY: Autoridad Portuaria de Esmeraldas, Casilla 280, Avda. 
Jaime Roldos-Las Palmas, Esmeraldas, Ecuador. Tel: 711-910, 710- 
800, 711-996. Telex: 7586 Aupesm-Ed. Cables: Aupesm. Contact: Ing. 
Teddoro Moroan Moran, Manager. 


GUAYAQUIL: 02.12 S. 79.52 W. 


DOCUMENTS: 
Port Doctor: 

Derat Certificate. 

Maritime Declaration of Health. 

Crew Roll. 

Passenger List. 

Passenger List in Transit. 

Harbour Master's Office: 

Voyage Report. 

Clearance from last port. 

Crew Roll with original visa from Ecuador Consul in first port of voyage 

(3 copies). 

Passenger List with original visa from Ecuador Consul in embarking 
port, or declaration that they have no visa, signed by Master 
(2 copies). 

Passenger List in transit signed by Master or declaration that they 
have no passengers in transit (2 copies). 

Provisions List, Stock and Medicines on ship (3 copies). 

Cargo Manifest in transit (1 copy). 

Combustible or inflammable Cargo (1 copy). 

Customs: 

8 copies of Manifest. 

Sealed envelope of Manifests, consular and commercial invoices and 
non negotiable vouchers. 

Cargo index and copy of Cargo Manifest in direct transit (8 copies). 

A Register (8 copies) of spare parts for vessel and provisions. 

Crew Roll and detailed list (8 copies) of personal belongings of officers 
and crew. 

Passenger List, with indication of their suitcases and list of suitcases 
that travel without their owners; in this case should be specified the 
port where they were put on board and personal declaration of each 
passenger (8 copies). 

If the vessel with ballast, Master will be obliged to produce (besides 
the ballast certificate) documents already mentioned in each 
respect. Master or Maritime Agency will produce a written statement 
to Customs within 12 hours from arrival of vessel whether they 
decide to take any cargo for exporting. If not loading vessel must 
leave within the following 24 hours. 

Immigration: 

Crew List signed by Master. 

Passenger List of those who disembark there or a declaration of none 
for this port, signed by Master. 

Passenger List in transit, or a negative declaration signed by Master. 

In case of having passengers to disembark in this port, Master should 
produce passports and visas. 

Crew identification cards or similar documents. 

Inspection of ship by Authorities will be done (compulsory) within 
3 hours of arrival, usually as soon as ship berths, or in quarantine. 

PILOTAGE: Vessels approaching port to notify their arrival by Naval 
Radio Station HCG, 24-hour service, frequency 8476 kHz and 500 kHz. 
Traffic list broadcast every hour on 8476 kHz. 

Advance notice of not less than 12 hours required, addressed to 
Capuerto Aportuaria Agencia in either English or Spanish with the 
following details: date, and time of ETA, destination (whether Buoy No. 1 
or Puna), maximum draft, cargo details, details of passengers or mail, 
and if Pilot required. 

Pilot Station for Puerto Maritime: Situated in position Lat. 02° 43’ 18” S., 
Long. 80° 17’ 30” W. Pilot boat needs 1 hour to go from pilot station to 
Buoy No. 1. Contact by VHF Channel 16, 24-hour service. Pilot boat is 
wooden, 45 ft. long, black hull, white cabin, with letter “P” on sides. 
During day carries blue flag with letter “P” and by night has regulation 
pilot lights. 

Pilot Station for River Guayas: Situated in village of Puna. Pilot boat 
requires a minimum of 30 minutes to move from pilot station to vessel. 
Vessels requiring Pilot signal Morse letter “X'’ by lamp or sound. 

Pilot boat has grey iron hull, white cabin with Lancha de Practicos 
written on both sides. By day carries blue flag with letter “P”. By night 
regulation pilot lights. 

ANCHORAGES: Puerto Maritime: 1 mile South and 2 miles West of 
Sea Buoy in position Lat. 2° 44’ 26” S., Long. 80° 24’ 44” W. Min. depth 
in the area is 35 ft. 

Guayas River: Inside area between bearings 180° and 135° from the 
lighthouse of Punta Mandinga at Puna, 1 mile from the lighthouse. 
MAX. SIZE: Max. length for ships entering Puerto Maritime is 650 ft., 
with a max. draft of 33 ft. Vessels of deepest draft should begin to enter 
1 hour before high tide. For Guayas River max. length 600 ft., max. draft 
23 ft. 6 in. 

HEALTH: Procedure to obtain Free Pratique is to produce health 
certificates to port doctor upon arrival. To get Free Pratique by radio, 
ship must radio to port doctor any changes in health situation on board 
since leaving last port. 

TUGS: Normally join vessel beyond Buoy No. 80. Tugs are compulsory, 
also use of their lines is compulsory. Cost of both services is included 
in total cost of port duties. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


BERTHING: 
Berth Length Depth Remarks 
(m.) (ft.) 
Marginal Pier 960 31 5 berths 
New Port 
Berth 1A 185 33 Bananas, 
1B 185 33 General, 
1C 185 33 Containers. 
1D 151 33 Bulk, sugar, grain, 
vegetable oil. 


BRIDGES: No bridges that restrict traffic either in Estero Salado nor in 
Guayas River, but ships that are to berth in village of Eloy Alfaro (Duran) 


shou 


ld take into consideration height of telephone lines between 


Guayaquil and El Islote, minimum height 48 ft. 
STEVEDORES: Radio message to ship's Agent will give agency enough 


data 


to make all arrangements required for operations of loading/ 


discharging. In Maritime Terminal an average discharge/loading rate of 
25 tonnes/p.h. per hook. 

MEDICAL: If ship requires medical attention, a notice of 12 hours should 
be given to Agents. Guayaquil Hospital and clinics are available. 
TANKERS: Discharge asphalt in Guayas River at a special quay, 


max. 
is to 
DEN 


draft 23 ft. 6 in. Discharge of petrol for aviation in Puerto Maritime 
lighters, max. draft permitted is 33 ft. 
SITY: 1012. 


FRESH WATER: Available. Three pipes at each berth delivering at a 
rate of about 20 tonnes/p.h. each. 
FUEL: Not available. 


CONSULS: 
Argentina Guatemala Paraguay 
Belgium Haiti Peru 
Bolivia Honduras Philippine Republic 
Brazil Israel Portugal 
Chile Italy Salvador 
Colombia Japan Spain 
Costa Rica Lebanon Sweden 
Denmark Mexico Taiwan 
Dominican Republic Netherlands United Kingdom 
Finland Nicaragua U.S.A. 
France Norway Uruguay 
Germany F.R. Panama Venezuela 
Greece 


REPAIRS: All types of deck and engine repairs are possible. 


DRY 


GANGWAY/DECK WATCHMEN: Capitania del 


DOCKS: Dry dock with capacity of 3,600 tonnes. 
Puerto provides 


members of the Policia Maritima. Ships to supply watchmen with food. 
Piracy: Acts of piracy have taken place alongside. The pirates boarded 


from 
OPE 
CER 


CUSTOMS ALLOWANCES: 


a speedboat and threatened crew with knives. 
NING/CLOSING HATCHES: Carried out by crew. 
TIFICATES: All ship's certificates required. 

Each member 


of crew allowed 


600 cigarettes. Each Crew member or passenger allowed 1 litre of wine 
and 1 litre of spirits. 

REPATRIATION: Facilities for effecting crew changes and arranging 
any necessary repatriation. 

AIRPORT: Airport is 8 miles from Maritime Terminal and has scheduled 
international flights. j 

TIME: Local time is GMT minus 5 hours. There are no alterations during 


year. 
HOL 
25th 
25th 


IDAYS: 1st January; Good Friday, 1st and 24th May; 24th and 
July; 10th August; 9th and 12th October; 2nd and 3rd November; 
December. Only on the 1st January and 25th December is there 


no working in port. 

POLICE/AMBULANCE/FIRE: For any of these services call 211 (interno 
del Puerto). 

TELEPHONES: Arrangements for placing telephone on board ships on 
request. 


SHO 


RE LEAVE: Allowed. 


IDENTIFICATION CARDS: Not required. 


PUR 


SER’S REPORT: (March 1975) 


The government have now issued their own set of papers. These must 
be made out in sets of 7 i.e.: 7 Crew Lists. 7 Passenger Lists, 7 Crew 
Customs Declaration Forms, 7 Cargo Manifests, 7 Dangerous Cargo 


Mani 
7 Ge 
All 


fests (if carried), 7 Lists of Mail (if none — nil returns on sheet), 
neral Declarations, 1 Maritime Health Form, 7 Stores Lists. 
Forms should be certified by Ecuadorian Consul or friendly Nation 


at Port of departure. 


AUTHORITY: Capitan del Puerto de Guayaquil, Puerto Maritimo. 


LA 


LIBERTAD: 02.12 S. 80.55 W. (See Plan) 


DOCUMENTS: Port clearance is effected at La Libertad. 


The following papers must be ready for presentation to the authorities 
on arrival: 
1 Bill of Health signed by the Master and visaed by the Ecuadorian 
Consul at port of departure. 
1 Ballast Certificate visaed by Ecuadorian Consul at port of departure. 
6 copies of Cargo Manifest (if any cargo for the port). 
6 copies Bills of Lading. 
9 Crew Lists (original visaed by Ecuadorian Consul at port of 


AQR 


departure). 


9 Passenger Lists for the port (if no passengers state “withoy 
passengers’). If applicable, the list should show names, sex, ai 
nationality, port of embarkation, occupation and whether marrigg 
or single. Passengers must make a declaration of their luggage o» 
Ecuadorian Form No. 94. 

Stores Lists. 

Lists of Crew's personal effects (new articles only). 

Lists of unaccompanied baggage (if none, state “without them’) 
Lists of Encomiendas (list of small private parcels to be landed », 
Ecuador — if none, state “without them’). 

4 Lists of Mail (if none, state “without them’). 

If there is no Ecuadorian Consul at the port of departure, the 
documents must be visaed by the Consul of a friendly nation. 
PILOTAGE: Compulsory. Pilots boarding in position Lat. 2° 08’ S. —Laj 
2° 10’ S. and Long. 80° 55’ W. — Long. 80° 56’ W. ETA should be giver 
to port 12 hours before arrival. Open roadstead. 

ANCHORAGE: No limitations except depth 36 ft. 

Vessels proceeding to oil terminal should anchor about 1 mile N.NE 
of the mooring buoys (which are about 15,000 ft. off-shore) where the 
Port Authorities and Mooring Master board. The anchorage is an oper 
roadstead with sandy bottom. 

RESTRICTIONS: Tankers: Daylight berthing only. 
MAX. SIZE: Tankers — —_ LOA 650 ft. 

Beam 84 ft. 

Max. loaded draft 34 ft. 6 in. 

Depth MLWS at mooring is 43 ft. 
HEALTH: Vessels arriving from foreign ports should fly appropriate 
International Code signals to advise state of health and request Free 
Pratique. Vessels put in quarantine required to fly signal “QL” all the 
time they are in port until Port Health Authority advises to the contrary 
RADIO: ETA messages may be sent by radio to Radio Naval, HCG 
Guayaquil Radio, 8476 kHz, 500 kHz. Radio Naval would then repez 
the message to the Naval Station in Salinas, or to the Telegraph Office 
Radio Naval has VHF/RT and Telex. 
TUGS: Only tankers require tugs to berth at the buoys. Other vessels 
work cargo at anchor. 
BERTHING: No wharves for large vessels, only for coasters. 
STEVEDORES: Arranged by Agent; separate ETA not required. 
MEDICAL: If urgent medical attention required, Master should radi 
details in advance. All facilities available. 
TANKERS: The Ang!o-Ecuadorian Oil Fields Terminal is located + 
Santa Elena Bay. Four small marker buoys indicate the seaward end¢ 
the submarine pipe-line. An Easterly current usually prevails, rate bein; 
from 0.5 to 1.5 knots. There is 1x14 in. submarine pipe-line fitted wit 
2x10 in. flexible hoses for connecting to ship. Max. loading rate is abou 
450 t.p.h, and max. pressure is about 150 p.s.i. 

Mooring Master assists in berthing vessels. Vessels are moored por 
side to, using starboard anchor off the starboard bow and mooring buoy: 
for lines to the port bow and astern. Vessels moored during daylig" 
hours only; however, they may unmoor at any hour of the day or night 
Recommended that at least 1 tank of clean ballast be retained on boar 
vessels until mooring has been completed. Ballast will then be pumpe! 
overboard. Vessels should be equipped with three 9.5 in. or 10 in. (circ 
— 200 fathom hawsers for use in mooring and 7 rope stoppers each # 
least 3 fathoms long. The following signals are used in connection wir 
the loading of cargo. 

By Day: Start loading 2 long blasts of vessel's whistle or siren, 1 re 
flag hoisted; stop loading 4 long blasts of vessel's whistle or siren, fla 
hauled down. 

By Night: Start loading, 2 long blasts of vessel's whistle or siret 
1 red light hoisted; stop loading, 4 long blasts of vessel's whistle or siret 
1 red light hauled down. 

To summon the launch, 3 long blasts are to be blown on the vesse!s 

whistle. 

DENSITY: 1028 

FRESH WATER: Not available. 

FUEL: Bunkers available, but have to be requested 72 hours prior li 
arrival in order to make transport arrangements. 

CONSULS: There is no consular representation of any country @ 
La Libertad. The nearest are at Guayaquil. 

REPAIRS: Anglo-Ecuadorian Oil Fields Company can efter 
small repairs. 

GANGWAY/DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Can be done by the crew 
stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle wine/spirits pe 


-auo 


man. 

REPATRIATION: Can be effected from port of Guayaquil. 
AIRPORT: At Guayaquil, 130 km. away, served by regular airlines. 
TIME: GMT minus 5 hours. 
HOLIDAYS: January 1st; Carnival; Good Thursday; Good Frida 
May 1st; May 24th; July 24th; August 10th; October 9th; October 12% 
November 2nd; November 3rd; December 25th. 

TELEPHONES: No connections to vessels possible, except at tanké 
moorings which is direct to loading installation only. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Required. 

GENERAL: Dirty ballast or slops not admissible at La Libertad. 
AUTHORITY: Terminal Superintendence La Libertad. 


MANTA: 00.56 S. 80.43 W. (See Plan) 

DOCUMENTS: 

4. List of documents, 1 copy. 

Sailing Permit from last port. Original to Captain of Port. 

General Declaration, 5 copies — Health Department 1, Captain of 

Port 1, Immigration 1, Custom House 1, and Port Authority 1. 

(See Note No. 2 below): 

1. Health Declaration. 

2. Stores Declaration. 

p. List of passengers destination Manta, including list of their baggage, 
2 copies — Customs 1, Immigration 1. 

E. List of Passengers in transit, 2 copies — Immigration 1, Port Authority 
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© Crew List (including and indicating any members leaving vessel at 
Manta), 4 copies — Customs 1, Immigration 1, Captain of Port 1, Port 

Authority 1. 

6. Manifest of Cargo for discharge at Manta including transhipment 
4 copies — Customs original and copy, Port Authority 2. 

. Checking Books, 5 copies, plus 1 copy for each point of possible 
discharge of cargo from vessels for Port Authority. 

Bills of Lading, 1 complete set for Port Authority. 

J. List of vessel supplies including liquors, cigars, cigarettes, other 

tobacco products, matches, lighters, clothes, novelties, and 

provisions will be maintained in Purser’s Office for review by Custom 

House. 

Tissue Manifest, hatch list and cargo plan. 1 copy of each for Port 

Authority prior to arrival of vessels. These papers to be sent by air 

mail as per regulations. 

M. General Manifest. This manifest will include all cargo loaded during 
voyage which will include all cargo in transit — 1 copy. General 
manifest will be maintained in Purser’s Office for review by Custom 
House, and be accessible for Customs at all times. 

Note No. 1: Port Authority reserves the right to refuse berthing facilities 
until all documents received. Of course, this authority will be handled 
with discretion to avoid unnecessary or unwarranted delay to vessels, 
passengers, and cargo. 

Note No. 2: General Declaration should contain the following: 

. Name of vessel, length and registered tonnage. 

. Owners. 

. Voyage number and ports of call on voyage. 

. Total number of passengers aboard. 

. Total tonnage (of 1,000 kilos) of cargo aboard. 

. Total number of passengers for Manta. 

. Total tonnage (of 1,000 kilos) of cargo for Manta. 

. Health Declaration. 

. Stores Declaration that ship's consumable foodstuffs and 
consumable supplies are under lock and key; that the slop chest, 
shop, and store-rooms containing liquors, cigars, cigarettes, other 
tobaccos, matches, lighters, clothes, novelties, sports material, 
toilet articles, cosmetics, medicines, etc. have been locked and 
sealed with metallic non re-usable seals with serial numbers. The 
seals are identifiable by their non-repeat numbers. 

All vessels should have these seals aboard and should equip 
doors and door frames with suitable secure hardware through 
which seals can be passed. (Model of the form for the above 
document may be obtained from the Port Authority). 

PILOTAGE: Compulsory. Pilot boat by day will show Pilot flag at mast 

head; by night red light 2 ft. 6 in. below mast head light, both visible 

around the horizon. 

Pilot will board at point located at distance of 1 mile, 000° from Manta 
Breakwater Light (Lat. 00° 56’ 20” S., Long. 80° 43’ 02” W.). He will 
immediately proceed to conduct ship to inner harbour and dock at 
assigned pier or anchor in assigned anchorage. 

Vessels will not have to anchor, but will reduce speed to steerageway 
and stop propeller. Lower pilot ladder so Pilot may board safely on port 
side of vessel. Pilot will act as Representative of Port Authority. Other 
irs and Representative of steamship Agency will embark once ship 
as tied up. 

Pilotage compulsory for all foreign vessels over 500 tons, with 
‘ollowing exceptions: 

(1) Fishing craft, yachts, tugs, barges and other craft of less than 
500 tons total displacement whose handlers are suitably licensed by 
Captain of the Port of Manta. 

(2) Vessels of the Ecuadorian Navy. 

Note: Masters of large vessels and handlers of small craft who do not 
follow all rules of safety, including Rules of the Road may lose their right 
'0 Navigate within jurisdiction of the Port Authority and may be subject 
'0 additional sanctions. 

ANCHORAGES: Free anchorage area located around a point 1 mile 

fom Manta Lighthouse (Lat. 00°56’ 03”S., Long. 80° 43’ 01” W.). 

Depth 45 ft. Anchorage inside breakwater will be assigned by Pilot. 

RESTRICTIONS: No restrictions upon entry. Vessels up to 33 ft. draft 

May enter at any time of day or night. 

MAX. SIZE: Max. permissible length 600 ft., breadth 60 ft., draft 33 ft. 

HEALTH: Radio Pratique granted all ships in accordance with 

International Sanitary Regulations. Health documents will be delivered 

‘0 boarding officer of Port Authority. When Pratique granted by radio, 

fot necessary for port doctor to board vessel. 

In request by radio for Pratique, vessels should give following data 

12 to 24 hours before arrival. 

A. Date and hour of expected arrival. 

8. Number of Ecuadorian passengers. 

C. Number of alien Passengers. 

D. Statement regarding existence’ or 
RAD Communicable diseases aboard. 

AADIO: Manta HCM 8372 kHz. Radio telephone 2182 kHz. VHF 

“hannels 10 and 16 (Costera Manta). 
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TUGS: 2 tugs. 1 = 1,300 h.p. and 1 x 1,800 h.p. Tugs join vessel in vicinity 
of pier. Ship's lines usually used. Use of tug for docking and undocking 
is at discretion of Port Authority. 

BERTHING: Berth will be assigned by Pilot at boarding time. 

Berthing Facilities: 

2 Piers Length 200 m. for vessels with draft up to 10 m. 2 Roll-on/ 
Roll-off ramps, facilities at 2 piers., depth 22 ft. 

Marginal Quay, length 150 m., for vessels with draft up to 7.5m. 

Marginal Quay, length 150 m., for vessels with draft up to 5.7 m. 

Marginal Quay, length 150 m., for vessels with draft up to 3.8 m. 
Cranes: Mobiles cranes with capacity 12 — 35 tons. 

Storage Area: 100,000 sq.m. of open storage available. 
STEVEDORES: Arrangement for stevedores made by ship's Agent prior 
arrival. 

FRESH WATER: Fresh water available in small quantities. 

FUEL: Diesel oil available in small quantities by truck. 

FIRE PRECAUTIONS: Regular fire precautions should be taken by all 
ships. Smoking should be prohibited in any section of the ship used for 
cargo. No smoking on the weather deck, cargo decks, and the ship's 
holds, whether cargo being worked or not. Smoking around hatches or 
at cargo winches must be prevented. 

Smoking should be restricted to the passenger section of vessels, and 
to officers’ and crew's quarters where suitable receptacles are available. 

Persons including officials can be fined or refused entrance to terminal 
at discretion of Port Authority for careless or intentional disregard of 
reasonable fire prevention precautions. 

Port Authority reserves right to inspect cargo working sections of 
vessel, to check precautions against fire, and to determine whether there 
are any undue accumulations of combustible materials. 

Pumps and other fire fighting equipment aboard should be maintained 
in a state of readiness as long as vessels are in the terminal. 
CONSULS: 

Panama: Mr. Jorge Alava, Banco del Pichincha, Tel: 612411 — 
611089. 

Germany F.R.: Mr. Wolf Harten, Tel: 610740. 

Spain: Mrs. Pilar Quilez de De Genna, Tel: 613548. 

REPAIRS: Minor repair facilities available. 

GANGWAY/DECK WATCHMEN: Custom police keep watch at the 
gangway. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: Tobacco, small amounts for personal use 
while in port. Wine and/or Spirits, wines and liquors by the glass for 
consumption on board while in port. 

CARGO GEAR: Ship should have cargo nets, but Port Authority can 
provide cargo nets at extra cost. 

REPATRIATION: Repatriation of crew members through Port of 
Guayaquil. 

AIRPORT: Airport with 2,500 m. runway. Flights to Quito at 0915 hrs. 
on Monday to Saturday. From Portoviejo (36 km.) flights to Quito on 
Monday to Friday at 1700 hrs. Air taxis on request. 

TIME: Local time GMT minus 5 hours. 

HOLIDAYS: No movement of cargo within the terminal on 1st May, 
Christmas Day, or after 2000 hrs. on the 31st December, or on 
New Year's Day. 

POLICE/AMBULANCE/FIRE: Police 610900; Ambulance 612014; 
Fire 610100. 

TELEPHONES: Telephone service can be obtained at Terminal Office, 
at same rate as public telephones. 

SHORE LEAVE: Crew members are welcome ashore. 
IDENTIFICATION CARDS: Crew members should have identification 
cards while ashore at all times. 

DELAYS: In rainy season, from January to April, irregular swell is 
present in the Manta Bay (3 days before and after full moon), also at 
new moon tides. 

AUTHORITY: Autoridad Portuaria de Manta, Apartado 4768, Manta, 
Manabi, Ecuador. Tel: 613111. Telex: 04-6182. Cables: Aporiuaria. 
Contact: The General Manager. 


PUERTO BOLIVAR: 03.14 S. 80.01 W. 


DOCUMENTS: 
3 Voyage Memorandums. 
2 Maritime Health Declarations. 
1 Consular Despatch. 
1 Port of Origin Certificate. 
O Crew Lists. 
8 Stores Lists. 
3 Individual Declaration List for each member of the crew. 
8 Lists Passengers Disembarking at this port. 
8 Lists Passengers in transit. 
4 Luggage, Mail and Commissions Lists. 
4 Manifest of Cargo Lists. 
Documents for Port's Authority should be supplied by Agents: 
1. General Cargo Manifest in complete sets (Importation in triplicate, 
Exportation one set). 
. Bill of Lading, complete sets: Importation (one set), Exportation 
(one set) at time of sailing. 
. Export Customs House Clearance Document (one set). This 
document is replaced by the Bill of Lading. 
Certificate of Ballasting. 
Request for Mooring Berth. 
Stevedore’s cargo plan per hatch. 
. Muster-roll of cargo. 
. Tally books: 15 copies in Spanish. These must be in accordance 
with the current Tally Law. 
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PILOTAGE: Send ETA through Radio Naval of Guayaquil ee hours NOTES 

before arrival. Pilot will board vessel on the port side 1 mile from the F ; : 

Sea Buoy on arrival and disembark on the starboard side. In case Piiot Please also advise Shipping Guides Ltd. 
not available it is recommended to anchor 1 mile from “Punta Jambeli” 
between the buoy and the lighthouse of Lambeli. Pilot boat is steel, 
black hull and white cabin, it carries pilot signals in accordance with 
International Regulations. Service available 24 hours a day. Pilotage is 
compulsory. 

ANCHORAGES: Pilot will indicate recommended anchorage. 
RESTRICTIONS: Depths 30 ft. at LW, from 0600 hrs. to 1800 hrs. 
draft allowable 30 ft. From 1800 hrs. to 0600 hrs. draft allowable 27 ft. 
MAX. SIZE: At Espigon Quay depths alongside 30 ft. inner end to 36 ft. 
at quay head. 

HEALTH: On the arrival of vessel the authorities come on board. If there 
are no illnesses aboard, the doctor gives Free Pratique. In case of any 
illness, Master should advise by radio and the vessel waits in quarantine 
for the visit of Port Health Doctor. 

RADIO: Radio Naval of Guayaquil, Radio Naval of Puerto Bolivar VHF 
available call pilot station on Channel 16, effective reception 30 miles. 
TUGS: 2 tugs available one at 1,200 h.p. and one of 500 h.p. Usually, 
ship's lines are used. This service is free. 

BERTHING: At Espigon Quay should be carried out within 1 hour before 
or after slack water. Tidal currents of 1 — 3 knots in dry season and 
3 —5 knots in Winter are at right angles to berthing face of the quay. 
Wind: From 000° in the morning, speed 3 — 5 knots. From 210° in the 
afternoon and night, speed 3 — 5 knots. 

STEVEDORES: Agents take charge of gangs. 

MEDICAL: Hospitals, clinics and dental surgery in Machala, 6 km. from 
the port. There is also a medical service for vaccination. 

DENSITY: Salt water. 

FRESH WATER: Only available by tanker truck, capacity 7 tons. 
FUEL: No fuel in this port. In case required one has to contact Guayaquil 
and they send it by small tankers. 

CONSULS: Consul of Peru, Tel: 920608. 

REPAIRS: There are no facilities in this port. 

GANGWAY/DECK WATCHMEN: The Agent names 1 or 2 watchmen 
for the vessel besides the Maritime Police and Coast Guard. 
OPENING/CLOSING HATCHES: Carried out by shore gang supervised 
by someone on board. 

CERTIFICATES: Vessel’s Register and Tonnage Declaration required. 
CUSTOMS ALLOWANCES: 100 cigarettes per person and 1 bottle wine 
or spirits per person. 

REPATRIATIONS: The Immigration Office can arrange. 

AIRPORT: Distance to the airport is 6km. It has 6 daily flights in 
connection with Guayaquil. 

TIME: GMT minus 5 hours; there is no change. 

HOLIDAYS: No work from 1700 hrs. on 24th December till 0800 hrs. 
on 26th December, and 1700 hrs. on 31st December till 0800 hrs. on 
2nd January; Carnival; Maundy Thursday; Good Friday and Saturday; 
1st May; 24th and 25th July; 9th October. 
POLICE/AMBULANCE/FIRE: There are services. 

TELEPHONES: Can be connected to the vessel. 

IDENTIFICATION CARDS: Not necessary. 

SHORE LEAVE: Passengers or crew do not need any special permit 
to land. 

DEVELOPMENTS: A marginal pier for general cargo is being built. 
Length of pier 360 m. : 
GENERAL: When the vessel is anchored, landing service is done by 
launches. They are called by 1 long whistle and 2 short ones. This 
service works 24 hours a day. 

At Night: A flashing light is to be used to call launches and not the 
whistle. 


SHIPMASTER’S REPORT: 1978 

Fresh Water: Water is available at anchorage by a barge of 48 ton 
capacity. For ships berthed alongside, water is delivered by modern 
trucks of 7 or 8 ton capacity. 

Surveyor: A non-exclusive surveyor acting for Lloyd's, Det Norske 
Veritas, and the Japanese Classification Society, is based at Guayaquil. 
Loadline survey and engine survey work done. He travels by air from 
Guayaquil (45 minutes). 

Watchmen: One Customs and one Naval guard are obligatory, and 
should be fed and provided with room to sleep. Ship’s crew should be 
employed day and night, one as accommodation watchman and one as 
deck watchman. Store-rooms should be locked up, and all loose 
equipment and lifeboat equipment stowed in lockers or accommodation. 
Only one accommodation door should be left unlocked, and a ship's 
watchman posted there, day and night. 

Banana Cargoes: Loaded through side doors from the quay or from 
barges, or both together. No cranes, derricks or mechanised equipment 
used. About 400 men employed at one time. Very fast. 

Casual Labour: This is freely available for painting hull, cleaning engine 
room, etc. 

PURSER’S REPORT: See ‘Guayaquil’. 


AUTHORITY: Port Captain. 
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Arab Republic of Egypt 


GENERAL 


NAVIGATION REGULATIONS: 

The following rules for ships navigating in the Gulf of Suez have been 

approved by IMO. : 

1.1 Ships should take into account that crossing traffic may be 
encountered in the traffic junction Eastward of Ain Sukhna and 
in the precautionary area off Ras Shukheir, and should be in a 
high state of readiness to manoeuvre in these areas. 

1.2 Exceptional care is needed, when overtaking another ship within 
a lane, not to enter the separation zone or force the overtaken 
ship to do so. 

13 Ships navigating in the Gulf of Suez are requested to keep 
continuous listening watch on the Suez Gulf Traffic Information 
Broadcasts and report any aids to navigation which are 
malfunctioning or are out of position and which are not already 
included in the Suez Gulf Traffic Information Broadcasts. 

2.1 All ocean ships should have their radar in effective use by day 
and night throughout the passage between Shaker Island and 
Suez Port as an aid to achieving maximum feasible lane 
conformity and avoiding risk of collision. Particular care is 
required for strict adherence to the confines of relevant traffic 
lanes. 

22 Ships proceeding South from Suez should be alert for tankers 
heading for the Sumed Oil Terminal off Ain Sukhna. 

23 Northbound tankers heading for Sumed Oil Terminal should 
report their intention of using the traffic junction off Ain Sukhna 
on the appropriate frequencies. 

24 All ships North and Southbound when navigating through the 
precautionary area off Ras Shukheir or in the vicinity of the July 
Oilfield should avoid overtaking in the traffic lanes in these areas. 

2.5 All ships including service and supply craft serving the oil 
workings in July, Ramadan and Morgan Oilfields proceeding in 
and out of Ras Shukheir Oil Terminal, should only cross the South 
and Northbound traffic flow through the precautionary area off 
Ras Shukheir. Within the precautionary area local rules relating 
to crossing traffic apply. 

2.6 Tankers leaving the Ras Shukheir Oil Terminal and intending to 
join the Northbound traffic lane should only do so when no through 
Southbound traffic is in the vicinity and should always report their 
movements to other ships beforehand on VHF. 

27 Ships anchored in the designated waiting area for Ras Shukheir 
should ensure that they are never less than 0.25 miles from the 
edge of the Southbound traffic lane and should pay special regard 
to their correct light signals for ships at anchor. They should also 
show their deck lights. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer from 1st May 
till late September. 


AIN SUKHNA: 29.32 N. 32.24 E. 


Also see “General” before first Port. 

LOCATION: Ain Sukhna Sea Terminal is situated in the Northern end 
of the Gulf of Suez. 

The position of the sea terminal is: Lat. 29° 32’ N., Long. 32° 24’ E. 
As a reference point, there is a light which is exhibited from a metal 
Structure standing close to the seaward side of an old abandoned 
lighthouse on Ras Abou Darag. 

DOCUMENTS: All vessels calling at Ain Sukhna have to deliver directly 
their official documents, as indicated below, to SUMED’s Port Authority: 

Certificate of Registry. 

Load Line Certificate. 

Safety Certificate. 

Derat Certificate. 

Radio Certificate. 

Suez Canal Tonnage Certificate when applicable. 

Panama Canal Tonnage Certificate when applicable. 

Vessel's official documents, after being reviewed, will be handed to 
the vessel's Master after discharging and before vessel departs from 
SUMED’s port. 


(See Plan) 


_ LOCATION OF BUOYS: (SBMs) 


$1: Lat. 29° 35’ 16” N., Long. 32° 23’ 35” E. 

S2: Lat. 29° 34’ 12” N., Long. 32° 22’ 42” E. 

S3: Lat. 29° 35’ 17” N., Long. 32° 22’ 16” E. 
The 3 SBMs are painted orange and have the following characteristics: 
pled A flashing light, activated by an automatic photo-electric sun 


Ught frequencies are as follows: 


SBM No. 1 Morse Code A 
SBM No. 2 Morse Code B 
SBM No. 3 Morse Code C 


Fog Horn: An acoustic signal with an approximate range of 2 miles. 
nose Line Marker Beacons: 3 flashing lights with the following 
*haracteristics are fitted to the floating hose strings to mark the line 
during darkness. 
lashing character 1-10 at 20-60 flashes/minute activated by an 
automatic photo-electric sun switch. Lens: white. 
feos Reflector: Each buoy is provided with an octahedral radar 
€ctor constructed in stainless steel with a diameter of 0.5 m. installed 
% top of the rope guard. 


EGYPT, Arab Republic of 


PILOTAGE: SUMED's Mooring Master and his assistant board the 
tanker 2 miles S.E. of Buoy “S2”. 
Notifications: ETA messages should be sent by cable via Alexandria/ 
Port Said Radio on leaving previous port. Cables should be prefixed 
“For urgent delivery send via Telex 54108 or 54033 SUMED UN” and 
be confirmed 72, 48 and 24 hours prior to arrival. (Day and Night berthing 
and operation). Arrival draft should be indicated. 
ANCHORAGES: Tankers can anchor to the S.E. of the buoyfield. 
RESTRICTIONS: Maximum Weather Conditions for Occupying SBMs: 
The SBMs are designed to accommodate tankers up to the following 
weather conditions. 


Wind velocity (knots) 35 (65 km./hr.) 
Maximum tidal range 2.0m. 
Maximum wave height 3.4 m. 
Maximum surge/seiche conditions 0.5m. 
Current: Surface 2.0 knots. 
Seabed 1.0 knot. 


The above conditions are not relevant to the safety of the ship but to 
the safety of the buoys. Consequently the Mooring Master shall have 
the authority to decide whether the ship should remain moored or vacate 
the buoy due to adverse weather conditions. 

MAX. SIZE: The three berths are spaced one from the other so that 
each has: 

Mooring Area Radius: 410 m. for S1 and S2 (accommodates vessels 
up to 285,000 d.w.t.); 320m. for S3 (accommodates vessels up to 
13,000 d.w.t.); Manoeuvring Area Radius: For S1 and S2, 1,220 m.; 
For S3, 915 m. 

Water Depth and Draft Limitations: 
For S1 and S2:85 ft. minimum water depth 
75 ft. maximum draft 
For S3: 65 ft. minimum water depth 
55 ft. maximum draft 


HEALTH: Vessels proceeding to Ain Sukhna must be in possession of 
the following documents: 

(a) Maritime International Declaration of Health. 

(b) Valid Derat or Derat Exemption Certificate. 

(c) Valid Vaccination Certificates for all passengers and crew 

members. 

(d) Certificates of inoculation against any communicable diseases 

prevailing at the Ports of departure. 

Masters are required to immediately notify SUMED by cable in the 
manner outlined in “Radio — ETA” in case of any epidemic diseases or 
illness onboard while the vessel is bound for Ain Sukhna. The same 
message is to be conveyed to the terminal as soon as an HF or VHF 
contact is established, at least 6 hours before arrival. 


RADIO: ETA: In order to avoid undue delays it is essential that Masters 
of vessels proceeding to Ain Sukhna Terminal cable their ETAs to 
“SUMED" Alexandria. 

The cable to be prefixed quote “to be conveyed via telex (54108) or 
(54033) SUMED UN operations office-oil movement” unquote. 

ETA notifications to be sent as follows: 

Immediately upon sailing from loading port/s 

In case of a change in ETA exceeding 6 hours 

72, 48 and 24 hours prior to arrival. 
Confirmation of ETA: An additional contact can be made with the Ain 
Sukhna Terminal on HF 2182 kHz 24 hours before arrival. 

Moreover, Masters are required to contact the terminal on VHF 6 hours 
before arrival on Channel 16 (or preferably Channels 78 and 79 if 
available). 

Information from the Vessel: All vessels proceeding to unload their 
cargoes at Ain Sukhna are required to convey the following information 
to SUMED. 

(a) Immediately upon sailing from loading port/s vessel is to cable, in 
the manner outlined in “Radio — ETA” the following information: 

(i) ETA (in GMT) and expected arrival draft at Ain Sukhna, vessels 
are requested to arrive even keel. 

(ii) All B/L data and ship's figures at loading port/s, stating quantity 
of free water on board after loading. 

(iii) Whether the vessel loaded on top of slops stating grades of crude 

that were commingled with residues, quantity and API of contents 
of slop tank/s. 
If the vessel is loaded with more than one grade of oil, Master is 
requested to confirm ability to unload according to the sequence 
agreed upon with the shipper (vessel's owner or charterer as the 
case may be). 

(v) SUMED is to be immediately notified in the case any repairs are 

required that could delay commencement of discharging. 

(vi) Estimated time for unloading the cargo if no restrictions are 
imposed by shore. 

(b) On arrival at Ain Sukhna the following written information is to be 
handed to SUMED’s Mooring Master: 

(i) Whether vessel equipped with inert gas system. Vessels arriving 
with gas inerting blankets should, on arrival depressurise their 
system sufficiently to allow visual sampling and ullaging of cargo 
tanks. Upon completion of ullaging, pressurisation of inerting 
system shall be resumed and maintained throughout discharge. 

(ii) Whether the vessel has external impressed cathodic protection. 

(iii) Vessel’s readiness to connect 2x16 in. hoses ASA 150. 

(iv) The pressure which the vessel expects to maintain at the ship's 
rail and which is required to be a minimum of 100 p.s.i. unless 
otherwise specifically requested in writing by shore. 

(v) Whether vessel requests to perform crude washing and in the 
affirmative the relevant check list should be filled in by the Master. 
See “Crude Oil Washing” under “Discharging”. 

(vi) Full names and addresses of Owners, Managers and Charterers 
of the vessel and their Agents in Egypt if any. 

(vii) Whether the tanker’s Owners/Bareboat Charterers are members 
of a P & | club stating name and address of such club, if available. 
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Information from Terminal: 
The following information will be given to the vessel upon arrival at 
the anchorage area or when SUMED's Pilot boards the vessel: 
(i) Any expected pre-mooring delays and their likely duration. 
(ii) Any special mooring instructions. 
(iii) Details of any restrictions on discharging rate. 
All such restrictions and their duration will be confirmed in writing by 
SUMED. 
VHF: Channels 16, 78 and 79. 
TUGS: Tug “Sukhna” 3,200 h.p. with fire fighting and with anti-pollution 
equipment is available as required. 
Mooring Launches: 500 h.p. mooring 
hose operations. 
BERTHING: Ain 


launches assist in mooring and 


Sukhna Sea Terminal consists of 3 sea berths all of 
which are single point mooring buoys (SBMs). 

2 large buoys for vessels up to 285,000 d.w.t. and 1 small buoy for 
vessels up to 120,000 d.w.t. 

Subject to SUMED’s prior approval and acceptance in each case the 
buoys can accommodate vessels larger than those specified above 
within the following limits: 

Large Buoys (S1 and S2) up to 350,000 d.w.t. 

Small Buoy (S3) up to 200,000 d.w.t. 
maintaining all other length and draft limitations. Each of the larger buoys 
is connected to shore by a submarine line 48 in. (1.22 m.) in diameter 
and approximately 8 km. in length. 

The small buoy is connected to shore by a submarine line 42 in. 
(1.067 m.) in diameter and approximately 5 km. in length. 

Ropes: All SBMs are equipped with twin 15 in. circumference nylon 
ropes each 180 ft. long ending with a 20 ft. chafing chain 2.3125 in. 
diameter. A support buoy is connected to the chain. 

The port side mooring rope has a 350 ft. polypropylene 10 in. pick-up 
rope with a 3 ft. soft eye at the end. 

The starboard side is the same but the pick-up rope is only 150 ft., 
10 ft. or 12 ft. snotters with shackles are used for connecting the chafing 
chain to ship's bollard. 

Mooring Master Duties: When the Mooring Master boards he will advise 
the ship's Master or officer in charge of the bridge on the approach to 
the berth, arrangements for mooring and unmooring, connecting and 
disconnecting of the hoses, and all other operations within the berthing 
area. The Mooring Master will submit and receive from the Master all 
forms, documents and papers required, to be filled and signed or 
received by the Master. 

Adequate Lighting: There must be adequate search lights rigged on 
both wings of the bridge when mooring at night to facilitate running lines 
to the buoys. 

VHF: The Mooring Master will be in direct charge of the portable VHF 
ship to shore radio telephone communications. 

Mooring: Pick-up from the mooring boat: 

2 wire rope snotters of 12 ft. or 20 ft. length (to suit tanker bollard 
location). 

Weight of 12 ft. — 80 kg 23.8 in. diameter 

Weight of 20 ft. — 135 kg. 23.8 in. diameter 

2 bow shackles 55 tons SWL (weight of shackle = 43 kg.) or 2 bow 
shackles 75 tons SWL (weight of shackle = 68 kg.) for tankers over 
130,000 d.w.t. 

Tool box. 

Move these items to bow. : 

Slip the soft eye of the snotter onto bollard having a good lead to 
forward fairlead. The forward winches should be tested, drained and be 
in good working order. 

Ensure that both anchors are secured by stoppers in the hawse pipe. 
Anchors must not be dropped at the berth. 

Prepare messenger line, (about 10 in. circumference x 500 ft. length 
polypropylene), and pass through the forward fairlead and lower as 
directed by Mooring Master, starting at the port side. 

The mooring boat will fasten this messenger to the 10 in. x 350 ft. 
polypropylene pick-up line on the buoy mooring system. 

Upon the boat's signal, heave away until the chafing chain is in the 
fairlead or Panama lead with the support buoy close outside. 

Shackle the free end of the wire snotter to the open end link of the 
chafing chain. 

Ease back on the pick-up line until the weight falls on the bollard wire 
snotter. 

Should the vessel have a “Smit” type towing bracket, release the pin, 
install the open link and lead the pick-up so that the end link of chain is 
directly fastened to the open link with the bow shackle. 

Same procedure will be adopted to the starboard polypropylene pick- 
up rope of 150 ft. length connected to the buoy mooring system. 
Mooring Sequence: 

Prompt Berthing: SUMED will make every effort to moor ships arriving 
according to agreed schedules as promptly as operational 
circumstances permit. 

Notice of Readiness: To be tendered when vessel arrives at Ain 
Sukhna anchorage area provided that vessel is ready in all respects to 
unload her cargo. NOR will be accepted according to SUMED's 
agreement with the relevant shipper. 

Arrival Time: Arrival time will be considered at the time the vessel 
anchors. 

Cargo Operations: Vessel moored to the SBMs must limit their stay 
to the allowed berth occupancy time stipulated in the transportation 
agreement between SUMED and the relevant shipper. 

Unless vessel sizes are otherwise classified in the said agreement 
the allowed berth occupancy time is as follows: 


More than 285 KDWT 52 Hours 
Over 240 to 285 42 
From 200 to 240 36 
Less than 200 28 


Delay due to weather: In the event that berthing delayed on account 
ot adverse weather conditions the vessels will maintain their position in 
line. 
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Port Closure: Should vessels be requested to vacate the berth op 
account of adverse weather conditions closing the port, they shall keep 
in contact by VHF with the terminal in order to be readily available ty 
re-entry as soon as the terminal so requires, after weather Conditions 
permit. 

Port Re-opening: When the port is re-opened discharging wi 
recommence according to the firm schedules agreed upon wih 
SUMED's shippers. 

Vessel refusal: SUMED reserves the right to decline to berth a specific 
vase! should it consider that such vessel's condition or facilities are 
unsafe. 

Unmooring: Take the weight of the moorings on the pick-up starting with 
the starboard side first, using windlass. Unshackle the wire snotter (q 
unpin the “Smit” brackets). 

Slack the pick-up until the support buoy is in the water. Pay out the 
pick-up line (as ship clears from the berth). Return the wire snotters, 
bow shackles and tool box to mooring boat prior to Mooring Masters 
departure. 

The tug and mooring launches will be in attendance. 

HOSES: SBMs No. 1 and 2 contain twin crude floating hose strings each 
297.2 m. (975 ft.) in overall length consisting of: 


23 hoses 24 in. x 35 ft. 
1 hose 24 in./20 in. x 35 ft. 
1 hose 20 in./16 in. x 35 ft. 
2 hoses 16 in. x 35 ft. 
1 hose 16 in. x 30 ft. 


SBM No. 3 contains twin crude floating hose strings each 243.9 m 
(800 ft.) in overall length. 
Each consists of: 


19 hoses 20 in x 35 ft. 

1 hose 20/16 in. x 35 ft. 
2 hoses 16 in. x 35 ft. 

1 hose 16 in. x 30 ft. 


All tail hoses are 16 in. in diameter and the gear attached to each 
the 16 in. crude oil hose tails consists of a lifting eye, butterfly valve 
spool piece with camlock and light weight blind flange. 

The camlock is suitable only for connections with tanker manifok 
flange of 16 in. ASA 150. 

Quick Release Safety Couplings: Quick coupling (Camlock) ar 
connected at each hose end and they will be used as follows: 

In case of emergency the butterfly valve shall be immediately close: 
and the quick coupling immediately disconnected. 

Hose Connecting and Disconnecting: The connecting an 
disconnecting of cargo hoses shall be performed by the crew of the 
vessel under instructions from SUMED's Mooring Master. 
Preparations: The tanker crew are required to lift 2x 16 in. crude hos 
strings and connect them to the vessel's port side manifold. 

To avoid delays the following items should be prepared prior 
berthing, otherwise the vessel will not be considered ready to discharge 

3x 16 in. standard 150 ASA flange connections in position on selectet 
lines for discharging crude oil. 

Port derrick with a minimum 10 ton SWL rigged for maximum heigt 
and load lifting. The derrick shall be guyed to plumb the vessel's rai 
hose bolster bar at the vessel's manifold. 

If possible, the topping lift of the boom shall be on its own winch 
All winches shall be tested, drained and in ready running condition. 

Drip trays, sand bags, dispersant and fire fighting equipment © 
position. 

A steel basket to contain tools, gaskets, nylon lifting slings and othe 
equipment for lifting on board from the mooring boat. 

Equipment to be Onboard Before Berthing: In order to expedite th 
connection of the hoses the following equipment must be available. 
2 polypropylene messenger lines 
(about 10 in. circumference 500 ft. long). 
Sledge hammer. 
Large crowbar. 
Large marlin spike. 
Large flashlight. 
Bags of sand. 
Manifold on the port side must be used: 
All manifolds to be ready with 16 in. flange ASA 150. 
Hose derrick rigged. 
Derrick fall fitted with cargo hook 10 ton SWL. 
Heaving line. 
2 x 1-1-2 ton pullers. 
Copper hammer. 
Steel spike. 
Spare bolts and 16 in. gaskets. 
Nylon lifting slings. 
DISCHARGING: 
Terminal Design: The design of the discharging terminal is based & 
the following flow rates with crude oil characteristics as follows: 
Viscosity = 17 cst 
Specific gravity = 0.867 kg/cu.cm. 


SBMs No. 1 & 2 Max. 12,500 tonnes/p.h. 200 p.s.. 
Min. 7,400 tonnes/p.h. 100 p.s.l. 
SBMs No. 3 Max. 7,400 tonnes/p.h. 120 p.s.! 
Min. 5,900 tonnes/p.h. 100 p.s-! 


Inert Gas System: Vessels equipped with inert gas system are f 
depressurise tanks before berthing in order to allow for sampling & 
ullaging upon arrival and after completion of discharge to che 
remainders on board. Pressurisation of inerting system should ® 
resumed as soon as ullaging and sampling are completed # 
throughout the discharge. 

Crude Oil Washing: COW is usually acceptable if the ship can maint? 
an average flow rate of no less than 7,400 tonnes/p.h. (100 p.si! 
ship's rail throughout discharging). However, COW is subject to® 
terminal's approval depending on both operational circumstance and 
this operation has been previously carried out by the vessel. 


when vessel requests permission to perform COW the Master must 
respond in writing to the “Crude Oil Wash Check-off List”. 

COW of slop tank is prohibited. 
cude Oil Wash (COW) — Check-off List: Vessels requesting permission 
to perform crude oil wash while unloading at Ain Sukhna, are requested 
io respond to the following check-off list: 

inert gas system is fully operational and tested. 

Each tank will be positively pressurised and method of recording 
pressure will be available. 

Each tank will be kept below 8% oxygen before and during operation. 

inert gas system flue gas oxygen content will be continuously 
monitored and maintained below 8% oxygen. 

Oxygen alarm in cargo control room set to give visual indication when 
io abort crude washing. 

Pressures in cargo tanks are available to vessel’s control room 
personnel. 

Washing systems have permanent steel pipework and will be pressure 
tested to 10 to 15 p.s.i. above expected working pressure but to minimum 
of 150 p.s.i. prior to use. 

All tank openings are sealed and remote tank gauging system is 
operational. 

All necessary throttling of discharge for crude spraying will be done 
on vessel's valves. 

There is a responsible designate person in charge of operation. (Give 
name.) 

Effective communication will be maintained between vessel and 


shore. 

Water will not intrude into the crude wash cycle. 

Washing to be commingled and discharged at the same time with the 
rest of the cargo. 

Previous crude wash exprience of key personnel is (list). 

Tanks crude washed last 2 voyages are (list). 

Any additional vessel requirements or comments. 
Emergency Communication: |f ship-to-shore communication fails the 
ship's whistle shall be sounded continuously. Discharging shall be 
immediately stopped and will not be resumed until communications have 
been re-established. 
Overside Lighting: During night discharging sufficient overside lighting 
must be provided to readily detect any oil spill so that immediate 
appropriate action may be taken. 


international Code of Signals: During discharging operations the 
following signals shall be displayed: 
By Day : The International Code flag “B”. 
By Night : A red light visible all round the horizon 
for distance of at least 2 miles. 


Unloading Procedures: Upon being informed by the vessel's Master or 

responsible officer that the vessel is ready to start discharging, the 

Mooring Master will contact the Terminal Control Room to co-ordinate 

the commencement of unloading in accordance with the terminal's 

instructions. 

The control room operator will normally give a “standby warning” by 
VHF approximately 10 minutes before the shore tanks are ready to 
receive Cargo. 

When the request to commence discharging is received the Mooring 
Master will ensure that discharging commences at slow speed. This 
starting procedure will always be adhered to. 

Discharging will commence utilising 1 pump only with circulating 
system and when it has been confirmed that there is no significant rise 

_ pressure on the discharging line which could indicate a blocked or 
closed valve on the shore or ship's discharging system, the crude oil 
will be discharged at the steady operating flow previously agreed upon. 

Should there be any significant rise in pressure, discharging must be 
mmediately stopped. The ship will be advised to check the on-board 
systems, take any necessary remedial steps and inform the terminal's 
control room. 

At the same time the underwater and floating hoses should be 
checked to ensure that there are no obstructions. 

Should the Master be requested to increase or decrease the cargo 
discharging rate this should be promptly implemented provided the 
‘essel’s pumps are capable of an increased rate. 

SUMED may allow vessels to simultaneously ballast while unloading 
provided they are equipped to properly segregate the ballast and avoid 

| *Y possible commingling with the cargo. Pumping ballast water into 
he sealine is strictly prohibited. 

Any suspension and subsequent resumption of discharging of cargo 
Must be logged both ashore and in the “Tanker Time Sheet”. 

All events regarding mooring, commencement, termination of 
unloading, stoppages, if any, and unmooring are both logged and 
'ecorded ashore at the terminal's control room as and when they are 
‘eceived from the Mooring Master. 

These events shall jointly be logged in the Tanker Time Sheet by the 
Yessel's Master and SUMED’s Mooring Master. 

‘acating Berth: Vessels shall vacate berth immediately after 
‘sconnection of hoses, allowing the least possible time to take ballast 
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ge for the safe manoeuvering of the vessel while vacating the 


Emergency Shut-Down: In case of emergency such as fire, sudden 
Sterioration of sea and weather conditions, failure in ship to shore 
communications, etc, the discharging operations must be immediately 
Suspended at the request of the Mooring Master. The ship’s.discharging 
| *umps must be stopped immediately, the butterfly valves of the floating 
_ "ses and the manifold valves must be closed. 
Depending upon the reasons causing the emergency, the ship's 
Pa and Mooring Master will decide whether or not to disconnect the 
“Ses and vacate the berth. In case of dispute the final decision will be 
ken by the Mooring Master. 
,2mpling: Representative samples of the cargo will be taken either from 
“€ Vessel's cargo tanks or from the online automatic samplers. 


EGYPT, Arab Republic of 


The samples will be divided into 3 equal portions of about 1 gallon 
each, one portion will be handed to the quality control laboratory, the 
second to the ship's Master (sealed by SUMED) and the third retained 
by SUMED for 60 days (sealed by the Master). 

The ship's Master will sign a receipt on receiving the ship's sealed 
and stamped container of the sample. 

MEDICAL: Neither medical nor hospital facilities are provided by 
SUMED. In case urgent medical assistance is required the vessel should 
contact SUMED's Harbour Master by VHF radio. Private doctors and 
facilities are available at Suez. 

CONSULS: Consular or diplomatic representatives for most maritime 
nations are in Cairo. 

REPAIRS: Masters of vessels discharging at Ain Sukhna Terminal are 
instructed that under no circumstances may engines be shutdown for 
repairs whilst their vessel is moored to the SBMs. There are no facilities 
at Ain Sukhna Terminal for repairs. Repair facilities are available at Suez. 

It is emphasised that all vessels at the SBMs must be prepared to 
clear immediately on instructions from the Mooring Master. 
REPATRIATION: Crew changes are only permitted in cases of 
emergency. 

SHORE LEAVE: There is no shore leave for personnel of vessels whilst 
at Terminal. 


WEATHER: 
Climate: The climate in the Ain Sukhna area is generally good. Summers 
are hot and dry and winters are relatively cool. 

The visibility is usually excellent with few sand storms and infrequent 
fog. Sub-zero temperatures are unknown and there are very few rain 
squalls. 

Summary of Weather Statistics (1884 — 1967): 
Average rainfall year 
Mean maximum temperature 
Mean minimum temperature 
Extreme maximum temperature 
Extreme minimum temperature 35°F (1.7°C) 
Average relative humidity 60% 

Winds: The prevailing winds at Ain Sukhna are from the N.W. throughout 

the year. 

Tides: The tidal range is up to a maximum of 7.4 ft. 

Waves: The estimated characteristics of the 100 year extreme waves 

are: 


0.8 in. 

84°F (29°C) 
62°F (16.7°C) 
111°F (44°C) 


Maximum height 12.0 ft. (3.7 m.) 
Maximum crest elevation 11.0 ft. (3.3 m.) 
Period 7.5 Secs. 

Length 280 ft. (85 m.) 
Speed 22 knots (41 km./hr.) 
Direction from North 


Tidal Streams: At Ain Sukhna the tidal streams set parallel to the coast 
line Northwards on the flood tide and parallel to the coast Southwards 
on the ebb tide. Maximum rate is 0.5 knots (0.9 km./hr.) at the surface. 
Currents: There is no fixed current in this area and any flow is caused 
entirely by the prevailing tidal stream and winds. 

Sea Salinity: The Red Sea and Gulf are extremely saline and salinity is 
around 40,000/50,000 parts per million. 

Sea Temperature: The surface temperature of the sea ranges between 
66°F (19°C) in February and 80°F (26.7°C) in August. 


GENERAL: 

Navigation: When entering, manoeuvering or leaving the Port Limits of 
Ain Sukhna, the Master has to conform with the conditions setforth in 
this Manual and has to adhere to the 1972 International Regulations for 
preventing Collisions at Sea which will be complied with at all times. 

The Master guarantees that his vessel fulfils all navigational and 
worthiness conditions in particular those required for vessels carrying 
dangerous cargo, (crude oil) in accordance with the provisions setforth 
in the Appendix for vessels carrying Dangerous cargo annexed to Rules 
of Navigation of the Suez Canal Authority to the extent that such 
provisions are applicable. 

Master should submit the respective certificate and declarations 

whenever required in this respect. 
Helicopters (available in emergencies): Should the services of a 
helicopter be required by SUMED for any purposes whatsoever the 
vessel will be given a minimum of 30 minutes warning notice before the 
helicopter’s approach in order that cargo operations can be stopped and 
all tanks and vents closed. 

A responsible officer should be on deck to assist the helicopter in 
making the approach to the vessel. Although the safety of the helicopter 
remains at all times the responsibility of its pilot, helicopter services shall 
not be employed in any event without the express prior consent of 
Shipper and vessel’s Master. 

Supplies: Stores and supplies are available through an Agent and can 
be delivered from Suez to Ain Sukhna anchorage area after unloading 
but entirely at the vessel's own risk. 

Government Officials: A.R.E. officials, such as Customs Director, 
Quarantine Officer and Immigration Officer are stationed at Ain Sukhna. 
Should Customs guards be stationed on board vessels whilst moored 
it is expected that vessels will extend all courtesies to them and or other 
Officials while on board. 

Ship's Readiness: This terminal is an open roadstead and therefore, 
during the time a ship is moored, the engines must be ready with full 
power for immediate use. 

Vessels at berths must clear immediately upon advice of the Mooring 
Master or as directed by SUMED's terminal superintendent. Ship's 
personnel should be at their respective stations at all times during 
mooring, unmooring and cargo transfer operations. 

Courtesy Flag: All vessels are required to fly A.R.E. Ensign on the 
foremast during daylight hours. 

Quarantine Regulations: The rules governing quarantine regulations are 
the same as for Suez. 
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Unauthorised Craft: The presence of unauthorised craft alongside is 
extremely hazardous. 

SUMED prohibits the boarding of individuals other than those 
authorised to do so in the bona fide conduct of the vessel's operation. 
No unauthorised person is allowed to board the vessel whether at 
anchorage or while moored. 

Contraband: SUMED prohibits unauthorised craft from coming 
alongside vessels. To avoid the possibility of undesirable items getting 
aboard vessels, it is requested that Masters discourage craft coming 
alongside whilst the vessel is in the terminal. 

AGENCY SERVICES: Not required under normal circumstances. 
AUTHORITY: Arab Petroleum Pipeline Company (Sumed), 431 El- 
Guish Avenue, Loran, Alexandria, Egypt. Postal Address: P.O.Box 158, 
El-Saray, Alexandria, Egypt. Tel: 5866723, 5866711, 58667i2. 
Telex: 54033, 54108 Sumed Un. Contact: Captain M. W. Sharaf, Marine 
Manager. 


ALEXANDRIA (Including El Dekheila): 31.09 N. 29.53 E. 
(See Plan) 


DOCUMENTS: 

4 copies of Crew List. 

Complete set of Manifests covering all cargo on board showing names 

of Shippers and Consignees. 

4 copies List of Passengers in Transit. 

Landing cards for passengers landing finally in A.R.E. and for those 

landing in A.R.E. in transit. 

4 copies List of passengers finally landing in A.R.E. (if any) together 

with their addresses in A.R.E. 

Deck log books showing date of last call at a A.R.E. port, completed 

up to the time of arrival. 
For Quarantine: Quarantine Questionnaire in duplicate (Form No. 15 
Q.A.) showing all ports of call, as well as dates of sailings for the last 
30 days, nature of cargo on board, destination, as well as sickness 
among crew or passengers, if any, specially when it is presumed that 
the sick will be hospitalised. These forms can be filled on arrival if not 
available on board before arrival. 

1 Crew List and 1 Passenger List. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

For Immigration Officer: 

Arrival Immigration Form, duly completed. 

1 Passenger List. 

List of Passengers Finally Landing, in duplicate. 

Crew List. 

Valid passport with entry visa is required for landing in A.R.E. for 
passengers landing. Emergency visa can be granted on arrival if so 
required. 

For Customs Use: 

Bonded Stores List, in duplicate. 

Crew List and Passenger List in duplicate. 

PILOTAGE: Compulsory. Pilot boards off harbour 
International code signals used. 

Vessels are not to proceed from the waiting area (Lat. 34° 12.6" N., 
Long. 29° 44.5’ E. with radius of 1.5 miles) without a Pilot onboard. 
RESTRICTIONS: Entrance channels 13.0 m. depth x 220 m. width and 
9.14 m. depth x 91.4 m. width. Arriving vessels should keep 50 miles 
offshore between sunset and sunrise. 

MAX. SIZE: Up to 32 ft. draft at general cargo berths in Alexandria. 
HEALTH: On entering, vessels must hoist the International Quarantine 
Signal for compulsory quarantine. Any sickness must be reported to the 
doctor. The Quarantine Doctor meets ships whilst entering the port and 
ships are boarded in turn. 

In the event of a vessel arriving from a port that has been 
internationally declared infectious and the incubation period has not yet 
expired at the time of the ship's arrival at an A.R.E. port, the vessel is 
put under compulsory quarantine, moored at an isolated berth and no 
shore contact is allowed. Nevertheless the ship can still carry out her 
normal operations on condition that all shore personnel are holding valid 
vaccination and/or inoculation certificates issued by the Quarantine 
Administration. The ship’s personnel should also carry International 
Vaccination and/or Inoculation Certificates. Final landing passengers, 
not carrying such certificates, will be landed under quarantine 
supervision and will be kept isolated at the lazarette until incubation 
period is over. 

Pratique may be granted prior to ship's arrival provided the following 
conditions are adhered to: 

(1) The vessel must be a regular liner known to the Quarantine 

Authorities and have a doctor on board. 

(2) Details shown on the Quarantine Statement should be wirelessed 

to the Quarantine Authorities 24 hours prior to ship's arrival. 

(3) Masters of vessels must declare before their arrival any accidents, 

which might have taken place on board prior to the arrival in port. 

(4) The ship must not have called at any infected port. 

RADIO: Alexandria Radio, call sign SUH, operating 24 hours daily on 
444, 500 and 8578 kHz and between 0600 to 1800 GMT on 12,974 kHz. 
Also harbour VHF Channel 16. 

TUGS: 5 tugs available up to 1,200 h.p. 

BERTHING: Alongside quays in depths up to 39 ft. 

Refrigerated store with capacity of 6,000 tons. 

Ro/Ro facilities available. 

Cement to silos and bagged in heavy cloth (no paper bags permitted). 
Coal: Discharged at Berth Nos. 63 and 64. Max. draft 33 ft. 4x25 ton 
cranes. Rate 10,000 tonnes per day. 

Cranes: Capacity 5 tons-50 tons. Floating cranes of 70 tons, 100 tons 
and 120 tons capacity. 
Fertiliser Terminal: Length of quay 447 m. Depth alongside 10.0 m. 
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entrance. 


Timber: Handled at 3 quays. Depths 7.0 m. — 9.0 m. 

Grain: 2 silos, 1*48,000tonnes and 1%100,000 tonnes. Dep} 
alongside 10.0 m. Max. size 40,000 d.w.t. 

El Dekheila: Located 7km. West of Alexandria and managed by, 
Alexandria Port Authority. 

Industrial Port: Access channel: Length 3.5 km. and depth 20.0m 
Turning circle: 750 m. diameter and 20.0 depth. Approach channe 
Width 250 m., depth 20.0 m. One jetty (2 berths). Length 640 m. Dep» 
alongside: Inner Berth 16.0 m. Outer Berth 20.0 m. Max. Size: 60,0% 
d.w.t. and 160,000 d.w.t. respectively, max.draft 18.0 m. An additiong 
berth to handle vessels up to 250,000 d.w.t. may be constructed late 
230 ton capacity grab cranes and 2 belt conveyors for handling iro 
ore pellet at 1,000 t.p.h. each (900 t.p.h. for coal). 

Commercial Port: Access channel 1.2 km. in length is a branch off the 
access channel to the industrial port. Depth of channel 14.0 m. Wids 
210 m. — 150 m. Commercial port will have over 1,500 m. of berthing 
space with 15.0 m. of water alongside. Cargoes to be handled w 
include containers, general cargo, timber, chemicals and Ro/Ro vessels 
Available mid-1990: 300 m. of berthing space with depth 15.0 m. an 
max.draft 13.0 m. 

CONTAINER FACILITIES: Length 700 m., depth alongside 14.0m 
3x32 tonne container gantry cranes, 2x32 tonne transtainers an 
4x42 tonne forklifts. 

MEDICAL: All facilities available. International Vaccination Certificate; 
required. 

TANKERS: Petroleum Basin: in West part of Outer Harbour, Berth Nos 
3 and 4, depth alongside 38 ft., max. length 700 ft., draft 35 ft. Bert 
Nos. 3 and 4: in East part of Outer Harbour. Stern to moorings. 

It has been reported that tankers are required to take on ballast» 
excess of that deemed to be necessary by the Master, even in fine 
weather. One Master was ordered to bring his forward draft to 21% 
Once the vessel was alongside a charge was made for deballasting th: 
vessel. 

LNG/LPG: Max. LOA 122 m. Max. draft 28 ft. 

FRESH WATER: Available by barge, and alongside most quays. 
FUEL: Available by barge. 

REPAIRS: 

Alexandria Shipyard: Builds vessels up to 40,000 tons. One drydod 
capacity 85,000 d.w.t., cranes with up to 30 tons capacity. One drydoo 
capacity 20,000 d.w.t., cranes with capacity up to 30 tons. Fully equippe 
engineering workshops capable of carrying out extensive repaii 
alongside quays length 1,200 m. Depth alongside 11 m. 

Alexandria Ship Repair Co.: Ship repairs including engine repairs an 
boiler repair. Fully equipped workshops. 

The Egyptian Shipbuilding and Repairs Co.: Floating dock for ships 4 
to 12,000 d.w.t. 100 ton floating crane. All types of hull and machines 
repairs possible. 

HOLIDAYS: See “Suez Canal’. 

DEVELOPMENTS: Control tower with radar and VHF being construcie 


SHIPMASTER’S REPORT: 1976 

Approaches: Ships making the passage from Port Said to Alexandi 
are obliged to keep to the route laid down by the Egyptian Authoritie 
The coastline is rather featureless and a good operational radar: 
invaluable. Radar conspicuous objects were found to be — Ras el By 
Lighthouse and fort, forts numbers 2 & 4, the forts and lighthouses é 
Brulos and at Rosetta Mouth and also Nelson Island. 

The anchorage can be identified from a considerable distance by tt 
number of ships at anchor off the port — often more than fifty. Tr 
prohibited area marked on Chart No. 243 to the East of Great Pass’ 
ignored and ships anchor as convenient but as near to the pilot grout 
as possible. Ras el Tin Lighthouse, Great Pass Beacon and the Minaft 
(248) were found to be good marks. There is a latticed beacon tof 
West of Great Pass Beacon which should not be confused with 
latter. The new beacon is not marked on the chart and was stated 
the Pilot to be for a new channel which is being constructed. 
Arrival Procedure: It is important to register one’s arrival by VHF we 
the Alexandria Port Control as soon as possible. 

At 1100 hrs. (approx.) a traffic list is broadcast and ships mention 
should contact Port Control and obtain berthing instructions. They ¥ 
probably be told to move in to the pilot boarding ground 2 miles Nf 
of Great Pass Beacon. When there, they should anchor again and awe 
either further instructions or the unannounced arrival of the Pilot. 

Berthage is decided at a meeting held around Noon so there may? 
a supplementary traffic list around 1400 hrs. In any case, it is a ge 
idea to call Port Control at least once a day to remind them that you® 
still awaiting a berth. 

A Pilot will take the ship into the anchorage in the Outer Harte 
where Health, Immigration etc. officials board and clearance given. 7 
Agent may also board. The main radio transmitter is sealed at this tt 
The ship will then await allocation of a berth. 

Anchorages: At the anchorage outside the port depths vary from 20! 
30 fathoms but the holding ground seems to be good. This ship & 
comfortably with 7 shackles of cable out. Ships usually leave each off 
ample room in case of bad weather. There are good anchor bearing 

The anchorages inside the Outer and Inner Harbours are ve 
congested and the holding ground (said to be sand) is not good. Tf 
spent at anchor here can be a very anxious period. 

The ship was anchored in the Inner Harbour just off the end off 
Passenger Quay. When it was pointed out to the Pilot that, int 
Master's opinion, she was too close to the 3 fathoms line at the? 
Aircraft Moorings, the Pilot stated that it would be all right because? 
ship wouldn't swing that way. If the vessel had swung the other way 
would have gone aground. 

At 0300 hrs. the following morning the ship began to swing onto! 
sand bank. Fortunately there was no wind and it was possible to® 
her, weigh anchor and find another anchorage. A call to Port Contre! 
VHF was made for a tug and Pilot but was not acknowledged. 

The main engine should be kept at very short notice when at an? 
inside the harbour. 
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The accommodation ladder should never be left down while at anchor 
put should be raised and lowered as required. 

it is usually an easy matter to hail a passing boat and bargain for a 
inp either ashore or to another ship. However, all ship movements and 
poatwork are Officially prohibited after dark. 
pjotage’ The pilot launches are Fairmiles (ex H.D.M.L.s) painted light 
pue with white wheelhouses and the word ‘Pilot’ in black on the side of 
ne bridge. 
mal 7 Pilots employed spoke good English and were competent. They 
poard at any time during the day and often without the slightest warning. 
They order tugs as they think necessary. 

The beacons and leading marks in the Great Pass were good but the 
Fairway Buoy at the outer end of the channel is no longer there. Most 
of the mooring buoys marked on Chart No. 3119 have either been 
removed or changed. 

As aresult of experience, the Pilots have considerable skill in handling 
ships in very congested situations and they are to be relied upon. 
Arrival Formalities: These are carried out at the Outer Harbour 
Anchorage. A list of documents required follows. 

Documents: 

2 Health Declarations” 

1 Crew Customs Manifest 

1 Arrival Formt 

1 Stores List 

1 Bond Stores List 

8 Crew Lists} 

‘Supplied by Quarantine Officers 

+ Brought out by Agent. 

t This is the minimum number required. 

Notes: Customs Manifests, Stores Lists and Crew Lists should be typed 

out on plain paper — there does not appear to be any proper forms. 
|mmigration Officers wish to see all Dis ‘A’ Books and will then issue 

Shore Passes which will have to be filled in by the ship. On departure, 

the Officials ask for the passes but, if they have not been collected will 

only request that they be destroyed when the ship sails. 

Berthage: Every foot of wharfage is used and space is at a premium. 

This ship lay at Berths 16 to 20 and in both cases had ships ahead and 

astern with very little room between. 

Berth 16 has unequal but good fendering, Berth 20 has none at all. 
Both are concrete wharves. There are an adequate number of bollards. 

Berths 16 and 20 are both at the Passenger Quay and the soundings 
obtained by hand lead are shown on the plan. In theory, telephones are 
available at both berths. Water is laid on but the pipe is of small bore 
and delivery is slow (about 8.5 t.p.h.). Arrangements should be made 
through the Agent. 

Berthage is said to be under the sole control of the Harbour Master. 
Ships may be ordered to berth, shift or move out to anchor without any 
warning. It should be noted that the Pilots always insist that Agents are 
told of a move the day before. In no case did this ship receive official 
notice. It is wise to hand a written notice to the Agent informing him of 
the time required to prepare the main engine for a move. However, in 
our case, the Agent did not bother to forward the information to the 
Harbour Master. 

Being at the Passenger Terminal means that a cargo vessel has to 
move out to anchor frequently to allow passenger ships to berth. 
Unfortunately there seems to be only one other berth with enough water 
alongside for a fully loaded ship such as our vessel. 

Repairs: Repair firms are available. There is a shipbuilding yard and 
graving and floating docks. Radio and radar servicing as well as gyro 
are available. There is a Lloyd’s Register surveyor. 

There is an abundance of small firms offering to do scaling and 
painting quite cheaply. 

Medical: The Agent will arrange for a doctor to visit the ship if required. 
Unless special equipment and/or facilities are necessary, this is the best 
arrangement. 

Repatriation: Apparently available via Cairo Airport. 

Stores: Only small quantities of fresh fruit and vegetables were bought 
and these were good and cheap but the Catering Officer should be 
prepared to bargain. 

Bunkers: The barges arrived alongside without any warning. There were 
Separate barges for D.O. and |.F.O. The pumping rate for D.O. was 
7St.p.h. and for |.F.O., 143 t.p.h. It is reported that it is advisable to 
check the viscosity of fuel. 

Communications: While at anchor outside the port, the ship's radio 
Station is available and is by far the best means of communication. 

Port Control, Pilots and launches all use Channel 16 both for calling 
and working. Making contact with Port Control to report arrival or request 
information is a matter of perseverance. 

Agents: Memphis Shipping Agencies. 

There is a main office in the city (Sesostris St.) to which the Master 
Must go to draw money. Two hours will be needed for this plus an hour 
for travelling. In addition there are two offices in the Main Hall of the 
Passenger Terminal between Berths 16 and 20. 

The Agents will arrange for doctor, waterman and watchmen. They 
will advance cash to the Master. 

Garbage: Subject to negotiations with a private company. An old lighter 
will be moored alongside while the ship is in port. All garbage should 
de thrown into it. It is completely uncovered and after a while, in Summer 
me, would probably become highly offensive. 

Fresh Water: Although there was no reason to suspect the water supply, 
Stabochlor was added as a precaution. As the ship may be sent out to 
anchor without notice for an unspecified time, it is wise to keep the water 
‘ank topped up. 

meen: The civilian watchmen employed were obtained through the 
Two uniformed guards are put aboard by one or other of the 
authorities. Both the official and civilian guards will stop and search 
Slevedores and take from them the cargo they have taken. 

“gs: These are arranged by the Pilot. There are several ranging from 


ao burners to fairly modern diesels and they are well handled and 
Silicient. 
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Cargo Work: \t is supposed to be against the law to work frozen cargo 
during daylight hours. Therefore work was mainly carried on between 
1700 hrs. and 0500 hrs. with a break about 2300 hrs., the same labour 
working through. 

A gang consists of a total of 20 men. There is a foreman, two 
winchmen and eight stevedores in the hatch. The rest work ashore and 
on the lorries. The men in the hatch ‘spell’ each other and this is a major 
cause of lost time. 

The butter and cheese was loaded onto pallets which were landed 
on the lorries and the cargo transferred. There are three pallets per gang 
but shortages often occur and the gear is not very good, two of the 
pallets breaking under load. 

Crane and Velle derrick drivers were generally competent. 

Lloyd's Agency was asked to appoint a surveyor to witness the 
opening of the hatches and later to conduct a continuous survey during 
discharge. The surveyor was particularly helpful at the commencement 
of discharge. His firm asked for and received an advance of one hundred 
Egyptian pounds in cash from the ship because payment through the 
Agent was said to be slow. 

Miscellaneous: Photography is forbidden within the port area and a 
permit must be obtained to take a camera ashore. 

It is important to fit rat guards. A fine of £20 may be imposed for each 
one not fitted. 

There is at least one floating crane with a SWL of 150 tons. 

The Port Surveyor will ask to see the Suez Canal Certificate. If this 
has been retained by the Canal Authorities, he will require a signed 
statement to that effect. 

Departure: The Agent will inform the various authorities of the expected 
time of departure. 

Immigration Officers will board to check any changes in the crew. 

The Agent will put aboard the clearance and the sanitary clearance 
and the senior official guard will demand a written statement that all 
crew are aboard. 

The Sea Pilot will board with the Harbour Pilot. The latter disembarks 
into a motor boat as soon as the ship is clear of the berth, the former 
when she is clear of the Great Pass. If the weather is rough, a pilot 
ladder will be required outside instead of the accommodation ladder. 


SHIP’S OFFICER’S REPORT: September 1979. 
Arrival: On arrival at waiting area (BA Chart 243), vessel is required to 
register with “Alexandria Port Control” on VHF Channel 16. 
The following information is required: 
Ship's name and country of registry. 
Time (local) of anchoring in waiting area. 
Length overall and max. draft. 
Description and tonnage of cargo for discharge at port. 
Bearing and distance from Ras el-Tin Lighthouse. 
Last port of call. 
Name of Agent in Alexandria. 

It is also necessary to confirm arrival time by W/T, with the Harbour 
Master and ship's Agent via Alexandria Radio on 454 kHz or 8578 kHz. 

Traffic Lists, giving the names of vessels programmed for port entry 
that day, are generally broadcast on VHF Channel 16 at 0600 hrs. and 
1400 hrs. daily. However, times may be altered without prior warning or 
list may be omitted altogether. 

Fresh Water: Fresh water is unavailable in August at anchorage. Within 
port, fresh water is available from barge said to contain 150 tons, at an 
approx. rate of 40 t.p.h. No information on water supply at berths. 

Also see “General” below. 

Services: Doctor and hospital facilities are available on order via Agents 
or chandler. 

Chandlers will approach vessel at anchorage — complete proof of 
identity should be obtained before trading commences. Also see 
“General” below. 

Local labour is available for tank cleaning. 

General: 

(1) All telegrams via Alexandria Radio to addresses in Alexandria 
should contain a request for confirmation of receipt from addressee. 

(2) Within the first 24 hours of anchoring the vessel is besieged by 
numerous persons, Claiming to be chandlers, Agent's runners, 
watermen, receivers of the cargo, etc. Their proof of identity should be 
most carefully checked. 

(3) The fresh water situation during this vessel's anchorage was 
desperate. It appears that from late July to mid-September, no water is 
available for vessels outside the harbour. Rationing is required on board, 
even if a water barge is ordered for the next day. Several ships ran out 
of fresh water at the anchorage during our stay and had to lower their 
boats to obtain minimal supplies from nearby ships. A good supply can 
apparently be obtained at Cyprus. Stores will not be brought out to the 
anchorage and boats cannot be ordered through Alexandria Port Control 
for medical or personnel transport. 


SHIPMASTER’S REPORT: October 1987. 
Documents: 
12 copies Crew List. 
2 copies Crew Declaration. 
2 copies Manifest (Ship's Stores, Bonded Stores, Currency, etc.). 
1 copy Health Declaration. 
8 copies Cargo Manifest. 
All Passports. 
Vaccination Certificates. 

Port Health Officials board on arrival. 

Immigration boarded with the Security Police about 3 hours after 
arrival. They require all passports and issue shore passes. Prior to 
departure they again check all passports and collect all shore passes. 

The Security Police seal the radio room. 

Customs Officers boarded 24 hours after arrival. They sealed the bond 
and left the beer room open. 

Clearance on departure is given by Agent and endorsed by 
Immigration. Pilot sights Clearance before departure. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


Pilotage: Vessels always take 2 pilots. One for Great Pass and one for 
Inner Harbour (Berthing). Great Pass Pilot boards about 1 mile W.N.W. 
of Great Pass Beacon from large launch with blue hull and white 
superstructure (ex-naval craft). 

Berthing Pilot boards inside Outer Breakwater near the Petroleum 
Harbour, or off New El Dekheila Mineral Jetty. On departure, Pilot leaves 
at the same position. 

The Quarantine Flag (Q) and Pilot Flag (H) must be displayed. 

Great Pass Pilot leaves at Great Pass Beacon. No night pilotage for 
tankers. Pilots operate in winds up to about Force 6, although swell is 
the important criteria. 


Approaches: The coast is low and featureless. Ras El Tin Lt. observed 
at 20 miles. El Agami Island and EI Atta Fort observed on radar at 
30 miles. 
Channel: Depths are as charted. The navigation marks are poor, buoys 
either out of position or unlit, Great Pass Beacon destroyed. 

The new channel of 20m. depth to El Dekheila Mineral Berth is 
reported by pilots to lie 153°, commencing just West of Great Pass 
Beacon to 31° 09.20’ N., 29° 48.85’ E. 


Anchorage: As per BA. Chart No. 243 Waiting Area. Very exposed, in 
Winter months, can be untenable due to wind and heavy swells. 

Dependent on density of ships, most small vessels anchor in S.W. 
corner of Waiting Area. Vessels can approach coast at night, no 
restrictions advised. 

We tried to contact Port Control on VHF Channel 16 at 0300 hrs. 
without success, so sent telex on anchoring. We had previously advised 
Port Authority by telex of approach course and speed and ETA at Waiting 
Area. Only 2 ships waiting at anchor on this visit. 

VHF: Channel 16 seems to be used for all Pilot and Port operations. It 
is difficult to raise Pilots/Port Contro! at night or before 0600 hrs. Port 
Authority has telex which is useful - 54310 APA UN. 

Tugs: 8 tugs of 2,500 h.p. available. 

Port Regulations: Up to 270 ft. no tugs required. 270 ft. to 400 ft., 1 
tug required. Over 400 ft., 2 tugs required. 

For Petroleum Harbour we had one tug fast forward, using ship's line, 
entering and leaving. Tugs are well handled. 


Berthing: Butane for E.G.C.P. discharged at Berths No. 1 and 2 on 
Quarantine Breakwater in Petroleum Harbour. 

Both berths in a poor state of repair, fendering also poor. Vessel 
berthed port side alongside. Starboard anchor let go to 2 shackles 
approaching berth which keeps bow off forward landing (see BA. Chart 
No. 3119). 

Moorings: 3 head lines, 2 stern lines, 2 stern back springs and 2 head 
back springs from after end of main deck. This seems to work with no 
hull contact with unfendered concrete. 

Berths exposed to N.W. winds. Ship’s gangway used. Petroleum 
Harbour can take up to 750 ft. length and 11 m. draft. (Re-checked 
several times as Echo sounder and chart indicate considerably more 
water. With Easterly wind depth can fall about 1.0 m.) 

Berths as per BA. Chart No. 3119, Berth No. 3 (Product Pier), vessels 
berth head in. Berths Nos. 4 and 5 (Crude Oil), vessels berth head out. 
Berths Nos. 85, 86 & 87 now flat faced to make stockyard for cattle 
ships, also used to load oil products from road tankers. 

In Outer Harbour area 10 m. is generally the maximum draft, and Pilots 
report channel dredged to 13.4 m. and water as charted elsewhere. 


Pilots report greater draft handled at Container Quay 
(31° 10.3’ N., 29° 51.9’ E.) 
New LPG (Ethylene) Sea Island in position 31° 08.9’ N., 


29° 49.13’E. Berthing on West side of Island, head out starboard 
side to. 

One Pilot stays onboard throughout stay at Island with 1 tug on 
standby nearby. 

Mineral Pier at El Dekheila now in full operation with berthing on west 

face, port side too, head in. Pilots report 20 m. depth alongside. So far, 
vessels up to 110,000 d.w.t. handled, for iron ore and coal serving new 
steel mill nearby. 
Cargo Handling: Ambient temperature. Butane discharged for domestic 
use at Berths Nos. 1 and 2 into 3 x 3,600cu.m. and 
4 x 1,000 cu.m. pressure tanks situated 4 km. from berths. 6 in. line — 
300 ASA coupling. Rubber hose, ship's derrick required. 

Maximum back pressure of 10 Bar allowed. With 5 pumps we reached 
8.5 Bar. With 2 pumps and a booster pump we again reached 8.5 Bar. 

No Surveyor as such, Receiver's Representative is very particular 
over gauge readings and checking sample cocks for liquid on 
completion. 

Density in air differed substantially when compared with Bill of Lading 
in vacuum. 

Generally maximum size of vessel handled is 3,000 cu.m. LPG 
imports for domestic use will probably stop next year when natural gas 
comes on stream. At present, there is one shipment every 10 days, 
mainly from Augusta, Sicily. VHF Channel 6 used to contact E:G:C-P. 
and Channel 74 for “Petrogas”, both are butane receivers. 

One Receiver's Representative onboard throughout, cabin required. 

At LPG (Ethylene) Sea Island the maximum size of vessel so far 
handled is 2,600cu.m. Believe product heated to minus 60°C. on 
platform before pumping to Chemical Plant about 1.5 km. onshore, 
through undersea pipeline. Sea Island opened in June 1987. | believe 
it is taking in feedstock over 1 year then maybe exporting. 

Fresh Water: By barge at berths and inner anchorage, and in calm 
weather at El Dekheila area and Waiting Anchorage. 
General: Difficult to contact agent in port. 

Make sure “everything” locked and sealed. We kept just one door 
unlocked. Lifeboats half out and all fire hoses charged and 2 ship's crew 
on duty at night. 

Not necessary to employ watchman or use garbage boat, however 
you will be encouraged to do so. 

Rat guards are required on all lines. 
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Development/Changes: 

1. El Dekheila Mineral Jetty now open, berthing on West face, tye 
large grab gantries in use. 

2. Container Quay under construction just south of El Agami Islang 

3. Area to West of New Mineral Jetty all built up with flats an 
houses. Believe El Dekheila Airport no longer exists. 

4. Petroleum Harbour Berths Nos. 85,86 and 87 formed ing 
Livestock quay by extending Quarantine breakwater inshore face ling 
150° to shore line and infilling. 

5. Signal Station Tower (Conspic.) in position 31° 09.65'N 
29° 51.10’ E. just behind livestock jetty, although of modern constructig: 
with microwave dishes, Pilots report not used. 

6. New Port Authority Control Tower (Conspic) with Radar Scanng 
on top at Coal Quay (31° 11.25’ N., 29° 52.10’ E.). 

7. Outer breakwater S.W. Lt. in position 31° 09.92’) 
29° 50.68’ E. FI. R. 4 secs. 

8. Quarantine breakwater lighthouse in position 31° 09.93'\ 
29° 50.95’ E. Qk. fl. 2 G. ev 3 secs. 

9. Kamaria Port (works in progress 1984) completed with 2 movin 
discharge suckers associated with adjacent grain silo. 

10. Expunge hulk in position 31°10.12' N., 29° 51.22’ E. 

11. Floating Dock located in position 31° 09.10’ N., 29° 48.18' E. 

12. LPG Terminal located in position 31° 08.90’ N., 29° 49.13'E 

13. Expunge Approach Buoy in position 31° 10.95'N 
29° 47.55’ E. 

14. Fairway Buoy in position 31° 10.25’ N., 29° 48.15’ E. is unlit 

15. Great Pass Beacon partly destroyed and unlit has been replace; 
by light in position 31° 10.00’ N., 29° 48.45’ E. 

16. No. 8 Buoy in position 31° 09.70’ N., 29° 49.65’ E. is unlit. 

17. There is a new light at Head of New Mineral Jetty (FI. G)r 
position 31° 08.38’ N., 29° 48.48’ E. 

18. There are 2 new unlit pillar buoys (Green) in posite 
31° 09.40’ N., 29° 49.75' E. and 31° 09.20’ N., 29° 48.18’ E. 

19. Naval Base in position 31°11.20'N., 29°51.50'E. is: 
prohibited area. 


AUTHORITY: Alexandria Port Authority, 106 El Horreya Avenue 
Alexandria, Egypt. Tel: 4834321/24 (4 lines). Telex: 54310 APA UN 
Contact: Rear-Admiral Abou El-Exx, Chairman. Admiral Hamdy, Gener 
Manager. Admiral Mahmoud Yousef, Harbour Master. 


DAMIETTA: 31.29 N. 31.45 E. (See Plan 


LOCATION: The new port is 60 km. West of Port Said and 250 kr 
East of Alexandria in position: Lat. 31° 28.5’ N., Long. 31° 45.25’ E. 
DOCUMENTS: 

Arrival Declaration. 

Crew List. 

Cargo Manifest. 

Cargo Plan. 

Bills of Lading (To be presented with copies of the Manifest at tim 

of report). 

PILOTAGE: Compulsory for all vessels. Vessels proceeding to Damiet 
Port are to inform Damietta Port Authority by cable 7 days and 24 hou! 
before their arrival. On arriving at the waiting area, the Master must 
the pilot station by VHF Channel 16 and advise time of arrival, dre 
length, cargo, etc. Vessels are advised to approach through tt 
Northwestern side of the waiting area. Vessels are not allowed! 
approach the Access Channel without a Pilot on board. 
ANCHORAGE: The Waiting Area is located about 11 km. North of 
port entrance and is marked by 5 light buoys. 
MAX. SIZE: The port can receive vessels up to 250 m. LOA, with oe 
42 ft. for bulk and container vessels, and draft 11.0 m. for general cal 
vessels. 
HEALTH: Usual international health regulations are to be observed. 
RADIO/VHF: Port Authority on VHF Channel 16 throughout 24 hous 
working on Channels 10 and 14. 
TUGS: 3 tugs of 2,200 h.p. available. 
Tug Requirements: 

Vessels 375 ft. — 400 ft. require 1 tug. 

Vessels over 400 ft. require 2 tugs. 

A third tug is available at Master's request. 

Ship's lines used on departure. 
BERTHING: 

4 Berths for container vessels — Length 250 m. and depth 14.5 m 

8 Berths for general cargo vessels — Length 200 m. and depth 12° 

2 Berths for bulk grain carriers — Length 300 m. and depth 14.5 

2 Ro-Ro berths. 

Loading and discharging at bulk berths by shore equipment. 

For general cargo, by shore equipment or ship's own gear. 

For container berths by terminal equipment. 
CRANES/EQUIPMENT: 

4 Quay gantry cranes for container of 40 tons each. 

1 x 30 ton telescopic crane. 

4 x 40 ton and 2 x 25 ton top lifters. 

4 x 15 ton, 4 x 5 ton and 3 x 3 ton fork lifts. 

1 x 30 ton and 1 x 10 ton Gott wald. 
BRIDGES: None. 
STEVEDORES: Stevedoring undertaken by a public company. 
MEDICAL: Hospitals available, inoculations and vaccinations can! 
carried out. Advance notice only required in an emergency 
FRESH WATER: Available at berths. 
FUEL: Various grades of oil and diesel can be supplied by barge 
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REPAIRS: Radar and radios can be repaired by specialists, order 

” h Agent 

syRVEY RS: Cargo inspectors available locally. Ship's surveyors 
ted in Port Said and Alexandria. 

cuSTOMS ALLOWANCES: 200 gms. tobacco or 200 cigarettes and 

one litre of spirits permitted for each crew member to be held out of 

r week. 

tIDAYS: Sham El Nesim; Sinai Liberation Day, 25th April; Workers 

day, 1st May; El Fetr Feast, 3 days; Evacuation Day, 18th June; 

aevolution Day, 23rd July; El Adha Feast, 4 days; Hejri New Year; Army 

forces Day, 6th October; Prophet Mohammed's Birthday. 

cARGO WORK: Work can be arranged on official and local holidays 

and the work continues for 24 hours. i 

pOLICE/AMBULANCE/FIRE: Police 325934; Ambulance 322217; Fire 


5967. 
SMERGENCY COORDINATION CENTRE: Contact Pilot Station at 
damietta Tower by VHF Channel 16, or telephone 325964. 
SERVICES: Fire fighting tugs and trucks; international telephone, post 
and telex centres. 
BANKS: Official banks available. 
STORING: See “Prelims”. 

1. Ships can be stored by trucks or barges. 

2. Yes. 

3. Yes. 

4. Yes. 

5. Yes. 


6. Yes. 
SHIP SUPPLY SERVICES: By boat in the Waiting Area or by shore 
facilities alongside the berth. 
SHORE LEAVE: Crew members are allowed ashore within Damietta 
Area. A quick visit to other cities can be arranged through Agent. 
\DENTIFICATION CARDS: Seamen's Passport is sufficient. 
DELAYS: None. 
AUTHORITIES: Damietta Port Authority, P.O. Box 13, Damietta, Egypt. 
Tel: 057-325940. Telex: 63204 Dampa UN. Contact: Rear-Admiral Adel 
Abbas, Chairman. Rear-Admiral Anmed Medhat, Deputy Chairman. 


EAST ZEIT TERMINAL: 27.51 N. 33.36 E. 


LOCATION: The C.A.L.M. is located in position Lat. 27° 51’ N., Long. 
33° 36' E. and is approximately 85 km. North of Hughada. 
ANCHORAGE: Tanker should call East Zeit Terminal before 
approaching and enquire if necessary to drop anchor in the anchorage 
area. 

Vessel is not permitted to anchor outside the anchorage area. 

Waiting Area: South of C.A.L.M. The Southern half of a circle of 1 mile 
radius around position: Lat. 27° 48.5’ N., Long. 33° 37.0’ E. depth 20 m. 
- 44m. with 39 m. at centre. 

RESTRICTIONS: No night berthing. Unberthing at any time. 

MAX. SIZE: 

Max. 85,000 tons d.w.t. fully loaded. 

Min. d.w.t. of tanker 35,000 tons 

Max. length decided by d.w.t. but distance bow to manifold not greater 

than 450 ft. 
RADIO/VHF: Tankers calling at East Zeit Bay must send ETA message 
72,24 and 12 hours before arrival at the terminal to “Esso Suez Inc.”, 
office Telex No. 21148 Esosz Un, addressed to “Exploresso” for East 
Zeit Terminal attention Marine Supervisor, via any coastal radio station: 
Port Said (Suez and Kosseir). 

ETA messages to Esso Suez Inc. should give the best estimates of 
ship's arrival time at the terminal. This ETA message should also include 
adefinite statement of details of any equipment required from shore for 
connecting 12 in. floating hoses. Bearing in mind that such hose needs 
‘anker to be equipped with crane classed/certified up to 10 tons capacity. 

Master must call East Zeit Terminal 4 hours prior to arrival on VHF 
Channel 13 which is considered the calling (by the vessel's side only) 
and working channel. 
8ERTHING: Terminal Facilities: 

C.A.L.M. (Catenary Anchor Leg Mooring). 

Cargo hose 12 in. type, with camlocks. 

Max. loading rate for crude oil 3,000 tonnes/p.h. 

Loading from port side. 

cargo hose or connection is different, Master should contact “Esso 
Suez Terminal Office” 72 hours prior to his arrival at East Zeit stating 
‘ne tanker hose and connection type. 

Mooring facilities on tankers’s bow should be ready prior arrival. 

Tanker must be trimmed about 4 ft. by the stern and have adequate 
dallast for manoeuvring. 
BALLAST: Deballasting Facilities: Available at East Zeit Terminal. 
Shore facilities can accept up to 75,000 bbls. over 12 in. floating hose 
*onnected for this purpose. If Master will require deballasting of clean 
“ago tanks ballast while loading in operation, letter should be submitted 
‘the terminal that all bulkheads are fully tight and no leakage to avoid 
“ly Contamination. Master on behalf of Owners and/or Charterers will 
sear all costs and expenses for cleaning operations required to remove 
Ny pollution which might occur due to pumping ballast overboard as 
Well as a fine of U.S.$15,000. 


SHIPMASTER’S REPORT: August 1989. 
‘€ssel: 89,000 tons d.w.t. 
The Pilot for the Esso SBM prefers vessel to arrive at about 0400 hrs. 


pe |. berthing at daylight), so it is not necessary to delay vessel to arrive 
410600 hrs 


. Pilot will board between the 2 SBMs. The N'ly SBM (red) is for Esso 
“agoes, and the S'ly SBM (yellow) for SUCO cargoes. 
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While mooring to SBM, 2 seamen are required to standby aft with a 
heaving line, ready to give a mooring line to towing tender if necessary. 
Papers arrive on board about 4 hours after completion of loading. 
Once loading finished, ullages taken and ship's figure obtained. Vessel 
can unmoor and anchor in waiting area, where cargo sampling may be 
carried out. 
OPERATOR: Esso Suez Inc. 


GEISUM MARINE TERMINAL: 27.38 N. 33.43 E. 
(See Plan) 


LOCATION: Geisum Marine Terminal is a closed sheltered mooring 
inside the Tawila Channel, in Egyptian waters and known as Hurghada 
Area. The Terminal lies about 1.2 nautical miles SE of the South point 
of South Qeisum Island and 9 nautical miles East from the nearest land, 
East Coast of Gulf of Suez, Egypt. 

The Terminal consists of a 228,700 d.w.t. VLCC converted to a 
Floating Production Storage and offloading facility (FPSO) which is 
permanently moored to an 8-point spread mooring system, fixed in 
position: 

Latitude : 27° 38’ 08.47" N. 

Longitude: 33° 43’ 03.70" E. 

Ship's head is 141°, stern to the prevailing winds. 

Geisum Oil Company, as operator, produces crude oil from Geisum 
Oil field, known as “Geisum Crude Oil” and delivers the crude oil to 
tankers for export. 

Nominations: Tanker nominations for Geisum Crude Oil Liftings are 
coordinated through Egyptian General Petroleum Corporation, (EGPC). 

All crude oil sales and tanker chartering are arranged by EGPC. 

Tanker scheduling is coordinated through Geisum Oil Company of 
Cairo, Egypt. 

PORT LIMITS: Terminal Limits: The area South of parallel 27° 42.8’ N. 

North tip of coral ridge of South Geisum and Gubal Islands is a 
prohibited area and must not be entered without a Company Mooring 
Master onboard. Anchoring of vessels within this area is strictly 
prohibited. 

DOCUMENTS: 

Bill of Health. 

Health Declaration. 

Manifest, if cargo on board. 

Last Port Clearance. 

Certificate of Registry. 

Ship's Construction Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio/Telegraph Certificate. 

Derat Certificate or Derat Exemption Certificate. 

Crew List. 

Passenger Manifest. 

Stores List. 

Clearance: A.R.E. officials, Immigration, Customs, Quarantine, Captain 
of the Port and Police stationed at Hurghada or Ras Al! Bahr will board 
the vessel after arrival to grant clearance. The Port Health Officer will 
provide Health Clearance. On arrival the Master must fill out International 
Health forms. The rules governing quarantine of vessels are the same 
as normally found in other parts of the world. 

Should Customs Guards be stationed onboard vessels while in the 
mooring, it is expected that ships will provide food for these guards and 
other officials. All vessels calling at Geisum Terminal must provide an 
accommodation ladder, rigged if possible on the starboard side for the 
Officials. 

PILOTAGE: Pilotage is compulsory within the Terminal Limits. Vessels 
to be berthed at Geisum Marine Terminal will normally be boarded by 
Mooring Master in the Anchorage Area. 

The Mooring Master will advise the Ship's Master on approaches to 
the FPSO, mooring and unmooring, connecting and disconnecting hoses 
and in all other operations within the Terminal area. All manoeuvreing 
of ships within the Terminal area shall be done in accordance with the 
advice of a Geisum Mooring Master, subject to the understanding that 
in all cases and circumstances the Master of the vessel being 
manoeuvred shall remain solely responsible, on behalf of his vessel's 
Owner for the safety and proper manoeuvreing of the vessel. The Ship's 
Master or a qualified deck officer must be on the bridge at all times while 
the ship is manoeuvring. 

Pilot Ladder: Vessel's are requested to have a pilot ladder, clean, safely 
and securely rigged, ready for immediate use, and long enough to reach 
the Mooring Master's tug boat. If at night, adequate lighting must be 
rigged overside for the Mooring Master's ladder. Vessels will provide a 
lee for the Mooring Master, both when boarding and leaving. If a pilot 
ladder is not suitable for use, then it is the responsibility of the Master 
to change it. Any delay regarding this matter will be charged to the vessel 
and will be indicated in the vessel's time report. Vessel with a freeboard 
greater than 9.0m. is requested to use a combination pilot and 
accommodation ladder. 
Signals to be Displayed on Arrival: In accordance with the practise in 
A.R.E. ports: A.R.E., Quarantine and Pilot flags must be displayed by 
all vessels approaching Geisum. These signals shall be displayed 
continuously until clearance is granted. The signals are as follow: 
Sunrise to Sunset: A.R.E. Ensign and Quarantine flag “Q’”. 

The “G" flag (Request for pilot) should be flown until the Mooring 
Master boards. As soon as the Mooring Master boards, the “G” flag 
should be replaced by “H” flag. 
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ANCHORAGES: If tankers are requested to anchor, the recommended 
anchorage area is located N.N.E. of South Qeisum Island and is centred 
on position as follows: 

Latitude : 27° 43.9’ N. 

Longitude : 33° 45.0’ E. 

This position represents the centre of a circle with a radius of one 
mile which should be used by vessels required to wait at anchor. 

Anchoring within the Terminal Limits is strictly prohibited. 

Prior to arrival, the Master of tankers should contact the Floating 
Production Storage Offloading Facility for information concerning 
anchorage positions. 

Submarine Hoses: There are no submarine hoses or submarine 
communications cables in the vicinity of Geisum Marine Terminal. 
However, Masters are requested to anchor their vessels in the 
recommended anchorage area. 

APPROACHES: Landmarks: Ashrafi Island Lighthouse is a landmark 
by day and night for vessels approaching from the North (Gp. Fl. (3+1) 
15 sec. 38m. 17M), but caution should be exercised regarding the 
2 mile long shoal extending South of the lighthouse. 

For vessels approaching from the South, Bluff Point lighthouse (FI. 
WR. 3 sec. 25 m. 14M.) at the North point of Gubal Island is an excellent 
landmark, but caution should be exercised regarding a shallow coral 
reef extending 2.5 miles N.E. of Bluff Point. 

Navigational Aids: Inside the Tawila Channel there are 3 unlighted 
navigation buoys. 

In addition to the FPSO, there are 3 drilling platforms located West 
of the FPSO. The FPSO has a flare boom on the bow, 150 ft. high during 
normal operating conditions. The flare may be observed from a 
considerable distance depending on prevailing atmospheric conditions. 

The FPSO and structures within the Geisum Marine Terminal will by 
day and night, exhibit the shapes and lights as required by the 
Regulations for Preventing Collisions at sea, Rule 30, paragraph (a) and 
(c) and during periods of restricted visibility the sound signals prescribed 
in Rule 35, paragraph (g) shall also be given. During the hours of 
darkness, various working lights will also be in use to illuminate the 
decks and structures. 

Navigational Charts: The British Admiralty Charts No. 757 and 2375 
cover this area, also U.S. Defense Mapping Agency Chart No. 62191. 
There is a private chart of Tawila Channel for the use of the Mooring 
Master only. 

RESTRICTIONS: Hours of Operation: The Geisum Marine Terminal will 
operate 24 hours per day, 7 days a week. Ships are loaded at any hour, 
weather and other circumstances permitting and at full discretion of Field 
Manager. Vessels are berthed and unmoored during daylight hours only. 
In special circumstances, at the sole descretion of the Terminal, night 
unmooring may be allowed. The Terminal will never be closed due to 
Religious Holidays. 

Also see “Max. Size”. 

MAX. SIZE: Maximum and Minimum Size Export Tankers: When the 
FPSO is in full storage condition, the greatest single lift which could be 
expected would be approximately 1,250,000 bbls. However, the physical 
restrictions of the terminal are: 

Maximum length overall of export tanker: 270 m. (886 ft.) 
Maximum distance from stern to centre manifold: 138 m. (452 ft.) 
Maximum distance from forward to centre manifold: 131 m. (430 ft.) 

There are no restrictions on beam or draft. The overall restriction is 
up to maximum 150,000 s.d.w.t., with midship manifolds and sufficient 
fairleads/Panama leads to make a secure and safe mooring, which is 
at the sole discretion of the Field Manager. 

The minimum size export tanker would be that which can accept a 
12 in. discharge hose (midship manifold) and safely accept oil at more 
than 15,000 barrels per hour and, in any event, not smaller than 
20,000 s.d.w.t. 

Water Depth: The water depth in the vicinity of the FPSO is typically 
50 m. with individual “high spots” not shallower than 42 m. Water depths 
start reducing until 35 m. is encountered 2 miles N-E. of the FPSO, then 
water depths increase from 50 m. to 79 m. all along the North Channel. 
RADIO: Geisum Oil Company: 
Cable address: GUSUAR CAIRO. 
Telex address: 92375 GEISO UN. 
Telephone: Cairo 3529414. 
Office address: Geisum Oil Company, 
30 Road 276, 
Maadi, Cairo, 

m po Egypt. patos 
Initial ETA: \t is important that all in-coming tankers advise Geisum 
Marine Terminal at least 72 hours before the estimated time of arrival, 
giving best estimate of the ship's arrival time at the Terminal via the 
operator. 

Time to be used for ETA is local time. 

The first message should also include the following information: 

. Name of tanker and radio call sign. 
. Cargo requirements. 
. De-ballasting time and quantity of ballast. 
. Maximum loading rate. 
. Arrival draft, forward and aft. 
. Last port of call. 
_ Confirm that vessel has clean Bill of Health. 
. If there is any sickness onboard, give all available information as to 
the possible type of sickness. 
9. Distance in feet from the stern to the tankers loading manifold. 
10. Total LOA (length overall). 
11. If the ship's hose connections are different from 12 in. standard. 
Subsequent ETAs: Further ETA messages should be sent to Geisum 
Marine Terminal via the above address, telex or telephone number when 
the tanker is 48 hours and 24 hours from the Terminal and additional 
notification shall be given if the vessel's ETA will vary from the original 
notification by 6 hours or more. Notwithstanding the foregoing, in case 
the sea passage from the vessel's last port is less than 72 hours from 
the Geisum Terminal, the first notice shall be given immediately after 
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leaving such port of call and subsequent notices shall be given at thy 
regular times. 

Should the ETA change by one hour or more following the 24 hoy 
notice, the vessel shall promptly notify the terminal of the new ETA. 
Geisum Control Radio Stations: Ships may send their cables to Geisu 
Oil Company office through the Commercial Coast stations » 
Alexandria, Kosseir and Port Said. Upon receipt of such cables, th 
coast station will immediately relay it to the Geisum office through Caiy 
Radio telegraph office teleprinter circuits. The cable address for Geisup 
is “Gusuar Cairo”. 

However, should any difficulty arise in communicating with the coag 
radio stations, ships may send their messages via their agents or ownex 
by International Telex Service. The International Telex Number {y 
Geisum is 92375 GEISO UN. 

Cable or telex messages addresses to Geisum Marine Terminal wouj 
undergo the same procedures but upon receipt in Cairo wouk 
immediately be relayed to Geisum Terminal. 

Cables from Geisum Marine Terminal to the ship would be given ) 
Geisum Cairo radio office on the radio teletype channel and wi 
immediately be sent on a teleprinter line to Cairo telegraph office whic 
would, in turn, send it over in the same manner through one of the Coas 
radio stations. 

Unauthorised Radio Communications: The use of the vessel's rad; 
station while at anchor in terminal waters is forbidden by law. 

The ship's Master is responsible to ensure that no communication by 
radio is made within the Terminal area. Unauthorised rad 
communications will be cause for cessation of all operations, exce 
when clearing the berth, and the vessel's Notice of Readiness will 
immediately nullified. 

Radar or other electrical equipment must not be energised while the 

vessel is alongside, except VHF radios, telephone and communication 
equipment approved by the Terminal. 
VHF: The FPSO maintains a continuous watch on Channel 16 an 
Masters are recommended to use this channel when they are with 
range of Geisum Marine Terminal, particularly when approaching th 
port. Attention to VHF/FM communications minimise risk of delays? 
berthing. 

During berthing, the ship’s radio will be under sole control of the Mast 
and the FPSO radios will be under sole control of the Field Manage 
Masters are reminded that if their vessel is requested to anchor to awa 
berthing, it is their responsibility to maintain a constant listening wate 
on VHF Channel 16 to receive Terminal instructions. Any delay duet 
failure to maintain constant listening watch on Channel 16 will be for th 
ship's account and will not be included in a subsequent laytim 
calculation. 

The communication equipment onboard the FPSO is capable ¢ 
switching to all VHF marine frequencies. 

Communications after Mooring Master has Boarded: For subsequet 
inter-ship communications with the Terminal, portable VHF rade 
telephone units will be utilised by the Mooring Master. These sets W 
be intrinsically safe. 

TUGS: Tugs, Mooring and Hose Equipment: Tug or tugs may assis\’ 
berthing vessels and these will be under the direct control at 
supervision of the Mooring Master. 

READINESS: Notices of Readiness: The Mooring Master will acto 
behalf of The Company to acknowledge receipt of the Vessel’s Note 
of Readiness, which should be tendered at time of arrival. 

Arrival time will be considered as the time the anchor is dropped? 
the anchorage area. 

Notice of Readiness will be accepted at time of Mooring Mast 
boarding the vessel, or the tanker shall have dropped anchor within th 
recommended anchorage area and has advised the Terminal of the tim 
of anchoring. Exception to the above will be if the tanker is inf 
anchorage area awaiting arrival of the Mooring Master and has bet 
requested by the Terminal not to anchor. In this case Notice! 
Readiness will be accepted from the time the Terminal requested fi 
ship not to anchor. 

Port Closed: Notice of Readiness will not be accepted during pend 
when the port is closed, only received. The port is closed when? 
weather is such that it is too rough for exporting tankers to berth 
remain safely alongside the FPSO. Any decision regarding the opent 
and closing of the port will be made solely at the discretion of the Geis# 
Field Manager. In such cases the Terminal will provide the Master 
a written notice of the times during which the port was closed due! 
adverse weather conditions. In the event that berthing is delayed! 
account of weather, vessels will keep their position in line. Vess 
required to leave the port area on account of weather should keep 
contact with the Terminal via radio in order that they will be reae 
available when weather moderates. The Company reserves the right! 
decline to berth a specific tanker if in the Field Manager's opine 
existing conditions or facilities are considered unsafe for berthing! 
loading, even though the berth may be open to other tankers. Vane 
combinations of wind, sea and tidal conditions as well as the size, leng 
ballasted trim and handling qualities of a vessel can affect the decist 
to berth a vessel at Geisum Marine Terminal. All these factors have! 
be evaluated before a final berthing decision is made. Should a ves 
be rejected for any of the aforesaid reasons the Terminal will supply? 
vessel and Owners/Charterers with written reasons for non-accepta® 
BERTHING: Order of Berthing: Vessels will normally berth in orde! 
arrival with due regard to nominated date ranges, etc. And except wrt 
in The Company's judgement, there exist extenuating circumsta® 
which make it necessary to berth the vessels in a different order 
MOORING: Preparation for Mooring: Preparation for mooring will! 
advised by the Terminal through VHF communication prior to tanké 
arrival or by the Mooring Master before the mooring opera 
commences. The export tanker will moor with her port side to! 
Terminal FPSO port side and Masters are required to have all! 
mooring lines and mooring equipment pre-rigged and ready 
respects for port side berthing. Prior to mooring, tankers are require 
have ready on the port side, a derrick of at least 5 tons SWL, n@ 
and ready for connecting and disconnecting loading hoses. 
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When alongside the Terminal FPSO, on the forecastle, 5 good 
mooring lines shall be required for head and breast lines. On the port 
main deck, 2 forward springs and 2 aft springs are required. At the stern 
s mooring lines must be ready for stern and breast lines. 

“Note: All the mooring ropes must be polypropylene or nylon ropes. 
yse of MOOring wires (without rope tails) is forbidden. If in the opinion 
»the Mooring Master, the vessel is not equipped with adequate mooring 
geilities, lines or gear, he will so inform the vessel's Master and in such 
an event, the vessel shall not be brought into the berth until facilities, 
nes of gear are deemed satisfactory. Mooring lines coming out from 
the same point shall all be of the same material. 

tending of Mooring Lines and Loading Hoses: It is the responsibility of 
tye vessel to ensure that all mooring lines are properly tended. The 
ooring Master may direct at any time that additional ship's lines be 
secured to the FPSO as necessary. 

At all times sufficient crew must be available to carry out, under the 
supervision of a responsible licensed officer, the instructions given by 
the Mooring Master. 

Raising, lowering, connecting and disconnecting of oil loading hoses 
as well as other labours and duties on the export tanker connected with 
ihe loading of cargo or maintaining mooring lines in a correct manner 
wil be performed by the ship's crew directed by a responsible officer 
as required by the Mooring Master. 

Ships must have an adequate supply of reducers, nuts, bolts, gaskets 
and wrenches to connect cargo and deballasting hoses. 


TERMINAL FACILITIES: The ‘Al Kahera-1" is a VLCC used as The 
Company's Crude Oil Floating Production Storage Offloading Facility 
and Terminal Administration Office. There is a laboratory onboard, 
capable of carrying out a limited number of tests on the crude oil stock, 
an injection skid, a Generator skid, a production skid, a fuel gas skid, a 
flare scrubber and flare boom, a compressor skid and a meter skid. The 
FPSO tanker is of 228,700 d.w.t. long tons in salt water and is registered 
under the Egyptian flag. It has an overall length of 324.973 m. (1,060 ft.) 
and a loaded Summer draft of 20.443 m. (67 ft.). Total crude oil storage 
capacity is 1,327,020 barrels at 98%. Total dirty ballast reception 
capacity is 62,656 long tons. 

The FPSO tanker is permanently moored (stern to the prevailing 
winds) to an 8-point spread mooring system. To load crude oil, the export 
tanker will be moored alongside the port side of the FPSO, i.e. bow of 
the export tanker to the stern of FPSO, for this purpose 4 large (3.3 m. 
« 6.5m.) “Yokohama” pneumatic marine fenders are laid on the water 
along the port side of the FPSO approximately 150 ft. apart and 
interconnected by lengths of wire. The two groups of fenders are made 
fast using wires to the mooring winches on main deck forward and aft. 
These wires can be adjusted as necessary to compensate for any 
change of draft of the FPSO and also to match on each end of the 
parallel body of the offtanker. Masters of offtankers are reminded that 
when their vessel is being berthed alongside the FPSO, it is desirable 
that the “Yokohama” fenders should uniformally absorb the impact of 
the two ships coming together side by side. To achieve this goal, advice 
provided by the Mooring Master regarding the handling of mooring lines 
during berthing should be utilised. 

N.B. The Master of the export tanker will always be responsible for 
the safety of his own vessel and has the right to make the final decision 
elating to the safety of his own vessel. 
laboratory: The crude oil testing laboratory is equipped to perform the 
lollowing tests: API Gravity, pour point, basic Sediment & Water, Sulphur 
and salt content. 


LOADING: Loading Hoses and Flange Sizes: The crude oil loading 
noses are connected from the port side midship manifold of the FPSO 
‘othe port side midship manifold of the export tanker. The loading hoses 
consist of two strings of 12 in. diameter (each 75 ft. length) with (150 
ASA) flanges and quick release systems. It is therefore necessary that 
lhe export tanker presents a 12 in. diameter (150 ASA) manifold 
connection and if her manifold flange is not 12 in. diameter (150 ASA), 
hen suitable reducers must be fitted to the export tanker to facilitate 
hose connection without undue delay. For this purpose, reducers and 
various quick connection fittings will be carried out onboard the FPSO 
lofacilitate connection, should the export tanker be unable to supply the 
necessary flange connection. 

The Terminal will have a limited number of reducers available but will 
accept no liability or obligation to provide them. 

Rate of Loading: The minimum loading rate on the storage tanker is 
15,000 barrels per hour, the maximum being 25,000 barrels per hour. 
However, to save time and make the berth available for other vessels, 
‘ls requested that export tankers receive crude oil as fast as it can be 
delivered, and it is requested that ballast water be pumped as fast as 
Possible, both operations consistent with regard to safety. Masters are 
‘eminded that for safety reasons, it is advisable to have the export tanker 
laded as quickly as possible. For “topping-off” cargo tanks, the loading 
fale can be reduced as necessary. The export tanker should advise 
FPSO at least 30 minutes prior to completion of loading, so that cargo 
oll pumps can be stopped immediately on export tanker’s request. 
Inspection of Cargo Tanks: The tanker's cargo tanks are to be inspected 
°y a Geisum Marine Terminal representative and if suitable for loading, 
2 Signed notation to this effect will be made on the Company “Tank 
spection Report”. 

Cuppers to be Plugged: Before loading commences, all overside 
Scuppers shall be plugged and made oil-tight. 

Ompletion of Loading: Normally completion of loading is by ship's stop 
and any request for the Terminal to stop the flow of oil at a predetermined 
‘onnage must be in writing. The request must include the statement by 
‘Ne export tanker's Master that The Company will not be held responsible 
y2 any error and that in the case of the vessel being overloaded, the 
**C@SS Cargo cannot be pumped back to the FPSO (only in a real 
mergency and all costs and delays will be on account of export tanker). 


e's Master will be responsible for any oil spills caused by this 
St. 
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Communication during Loading: All communications relative to the 
loading of the vessel shall be routed through The Geisum Terminal 
Representative who will remain in contact with the Terminal Control 
constantly via portable VHF units. In case of temporary breakdown of 
the portable VHF circuits, contact may be continued on International 
VHF Marine Channels 16,13,10 and 9. 

Failure of Communication: In the event of a total failure of 
communications with the Terminal, the vessel should sound the 
emergency signal. Continuous blasts of the vessel's whistle will be 
sounded to notify the Terminal of the radio failures. Upon hearing this 
signal from a loading tanker, the FPSO will immediately cease loading 
to the export tanker until radio communications have again been 
established. 

Leaking Oil Tankers: If it is discovered that oil is leaking from an export 
tanker whether at anchor, deballasting or during loading so as to 
constitute, at the sole discretion of the Field Manager, a safety or 
pollution hazard, then the tanker will cease operations and may be 
requested to leave the Terminal limits. Completion of loading will only 
be undertaken when satisfactory evidence of repair is duly certified by 
Lloyd's, ABS or Det Norske Veritas Surveyors or an other recognised 
classification society and is submitted. 

Valve Closure during Loading: No valves which stop or reduce the flow 
rate of oil from the pumps of the FPSO are to be operated without prior 
agreement of Geisum Terminal Representative. It is extremely 
dangerous to close a ship's valve against the incoming stream, as such 
a procedure creates excessive pressure, which may damage hoses, 
ship's piping, or Terminal facilities. Vessels will be held responsible for 
damage resulting from failure to observe this precaution. The practice 
of throttling back on the ship's cargo valves is to be avoided. If a lower 
loading rate is required, the Terminal is to be advised and pumping rate 
will be reduced to the agreed rate. 

A reduction in loading rate before topping-off a final tank or tanks may 

be arranged through the Mooring Master by the ship's officer in charge. 
On advice from the ship, a minimum of 3 minutes is required to stop the 
flow of crude oil. 
Crude Oil Overflow during Loading: Masters are warned that if, at any 
time an overflow of crude oil occurs, loading will be suspended 
immediately. Loading will only be resumed when the oil is cleaned up 
and removed from the decks of the vessel and/or from the surface of 
the sea and any damage is repaired and no further danger exists. 

All spillages of oil must be reported immediately to the Geisum Field 
Manager and subsequently a detailed report is to be made in writing, 
by the Master of the vessel concerned, giving all relevant details. 

A joint survey of the vessel by its Master and the Field Manager or 
his designate will be required. 


BALLAST: Precautions Regarding Pollution: \t is the export tanker's 
Master's responsibility to observe International Convention Laws and 
Egyptian Government Regulations and to ensure that no crude oil, 
bunker C, diesel, bilges or dirty ballast is pumped or spilled overboard 
from his vessel whilst in the area of Geisum Marine Terminal. Drip pans 
should be used, especially when disconnecting hoses in order to prevent 
any spillage. 

Facilities for Receiving Dirty Ballast: “FPSO Al Kahera-1" has facilities 
for receiving dirty ballast. Tankers are recommended to arrive with clean 
ballast. In the event a tanker does have dirty ballast, the tanker may 
discharge ballast as desired into the proper line as soon as all 
arrangements have been made for this action. “FPSO Al Kahera-1" has 
dirty ballast water tanks equipped with oily water separator and oily water 
content monitor, and can accommodate approximately 62,000 tons of 
dirty ballast. 

Inspection of Ballast Tanks: As soon as practical after arrival, all vessel's 
cargo oil tanks, cofferdams, bunker tanks, and other void spaces will be 
inspected by a Geisum Marine Terminal representative. If evidence of 
oil appears during the discharge of ‘clean ballast” or any other sea 
pollution becomes evident, the vessel will automatically be requested to 
discharge the ballast to the FPSO and her Notice of Readiness will be 
modified accordingly. 

Discharging Ballast at Night: In addition to the lights usually displayed, 
vessels discharging ballast or loading cargo during darkness, will 
illuminate the area around the ship, to the satisfaction of the Mooring 
Master, in order that any oil on the surface of the sea may be readily 
detected, and appropriate action taken. Vessels unable to illuminate the 
sea Satisfactorily, may not discharge ballast during darkness. Vessels 
should provide suitable flood lights for working on deck during night 
operations. Vessels equipped with a separate system of tanks (SBT) 
will be allowed to discharge ballast and load oil simultaneously, providing 
that approval from both the Field Manager and the Petroleum Inspector 
is secured. 

Ballast Required for Berthing: A vessel must have sufficient ballast for 
safe manoeuvring. However, by a careful watch of the weather 
information, berthing instructions and frequent exchange of information 
between ship and terminal, and by a knowledge of the behaviour of his 
own vessel, a Master may desire to come to the Terminal with minimum 
safe ballast. 

Load-on-Top or Discharge of Slops: Most responsible shipowners have 
adopted a system of tank cleaning using circulatory methods of transfer 
of tank washings. The result is that no oil is discharged into the sea and 
the oil separated is collected to avoid pollution and with the written 
permission of the Lifting Company, the Terminal will load-on-top of such 
slops. 

Penalties for Pollution of the Sea: The categories of pollution include 
crude oil, bunkers, bilges and dirty ballast or any other matter that may 
result in pollution of the sea, any fines imposed for such pollution will 
be for the ship's account. 


DEPARTURE PROCEDURE: Government Requirements: Prior to the 
vessel's departure, the Immigration Official requires copies of the Crew 
List to be marked for “Departure Clearance’. The Customs Official on 
duty will issue Customs Departure Clearance. 
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Harbour Master will issue the Port Clearance. 

Final clearance formalities will be carried out onboard the FPSO or 

in the Anchorage Area. The Master should advise the Terminal of the 
vessel's ETA at destination. This should be done through the Company 
Mooring Master. 
Cargo Documentation: Crude oil loading documents such as Bill of 
Lading, Quality Certificate, Quantity Certificate, Dry Certificate, Ullage 
Report, Time Loading Report, Certificate of Origin, Cargo Manifest and 
Master's Receipt for shipping documents and samples are prepared at 
Geisum Marine Terminal. 

Signing of these documents by the Master will take place at the same 
time as the final departure formalities are being carried out. 

Protest: Notes of Protest if any, should be handed to the Mooring Master 
for onward delivery to the Geisum Oil Company of Cairo, Egypt. 

Masters are required to pay particular attention to the fact that the 
Mooring Master will only acknowledge receipt of any Note of Protest 
and is not authorised to accept such letters. 

MEDICAL: Hospital Facilities: Neither medical or hospital facilities are 
provided by Geisum Oil Terminal. Hospitals are available in Hurgada. 
Emergency Medical Assistance: Vessels requiring emergency medical 
assistance should hoist International Code Flags (VV) in daylight and 
at night send (VV) in morse on signal lamp to attract immediate attention. 
If the Mooring Master is onboard he should be advised. Ship's agent 
will be advised as soon as possible of the emergency medical aid 
required. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: There are no consulates available at Geisum Marine 
Terminal. However, consular or diplomatic representatives for most 
nations maintain offices in Suez or Port Said. 
CUSTOMS: Bonded Stores List: Present regulations allow each 
seaman to retain in his possession a maximum of 50 cigarettes or 1 
ounce of tobacco or 5 cigars. The balance of all smoking items must be 
collected and carefully listed prior to arrival. This list will be checked by 
Customs before sealing locker. If there are any discrepancies, the vessel 
will be subject to a fine. 
Contraband: Geisum Oil Terminal prohibits unauthorised craft from 
coming alongside ships while in the mooring. To avoid the possibility of 
undesirable items getting onboard vessels, it is recommended that 
Masters discourage bumboats or similar craft coming alongside while 
vessel is in the vicinity of the Terminal. 
REPATRIATION: Crew changes can be arranged between the ship's 
agent and the Immigration Office. All expenses incurred will be for 
vessel's account. Crew members proceeding ashore on medical 
grounds will be repatriated to country of origin. They will not normally 
be returned to the ship. 
SHORE LEAVE: Ship's personnel (other than medical or emergency 
cases) are not allowed to disembark or embark at the Terminal, if shore 
fe was not arranged between ship's agent and the A.R.E. Security 
ffice. 
WEATHER: Climate: The climate in the Gulf of Suez is generally good. 
The visibility is usually excellent with dust storms and infrequent fog. 
Freezing weather is unheard of and there are very few rain squalls. 
Weather Data and Summary: 


Average rainfall: 0.16 inch/year 


Relative humidity: 80% 
Mean Maximum temperature: 84°F. 
Mean Minimum temperature: 41°F. 
Extreme maximum temperature: 108°F. 
Mean temperature: 72:5°R; 


Winds: Winds are usually from N.-N.W. direction (80% of time) with 
average speeds of 12 knots. Southerly winds with maximum velocity of 
45 m.p.h. are encountered occasionally. 

Tides: The tidal range is between 2 ft. and 3 ft. 

Sea Conditions: Sea and swells are usually from N.N.W. and wave 
height can reach up to 20 ft. but average is less than 6 ft. 

Currents are generally experienced in mid-channel and set North 
when the tide is rising in Suez and South when the tide is falling. The 
rate is about 2 knots maximum. 

Sea Salinity: The salinity of the sea is 41,000 PPM to 47,000 PPM. 
Sea Temperatures: The surface temperature of the sea ranges from 
minimum 63°F., maximum 85°F., mean 72°F. (depending on the 
season). 


GENERAL: Language: Language of the port is English and Arabic. 
Visitors: Only authorised personnel or visitors are permitted on the FPSO 
and/or export tankers. Visitors must obtain a special pass from Geisum 
Oil Company and the A.R.E. Security office. It is strongly recommended 
that visitors be restricted to a minimum. 

Currency: The unit of currency is the Egyptian pound (L.E) or (100 
piastras). The rate of exchange varies from time to time. The Master 
can obtain the current exchange rate from the agent. 

Supplies: Commissary supplies as well as steward’s stores are not 
available. Marine lubricants are not available, except through marketing 
representatives in Cairo, Suez or Port Said by arrangement through 
ship's agent. 


AGENCY: Appointment of Agent: Geisum Oil Company does not 

perform any vessel's agency functions. Owners of vessels calling at 

Geisum Marine Terminal must arrange for their own ship's agents. 
The following information should be given in the telex or cable to the 

agent: 

. Name of vessel. 

Flag. 

. Port of Registry. 

. Registration Number of Certificate. 

. Name of the Master. 

. Number of crew. 

. Last Port of Call. 

. ETA at Geisum Marine Terminal. 
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OPERATOR: Geisum Oil Company, P.O.Box 282, 30 Road 276, Maag 
Cairo, Egypt. Tel: Cairo 3529414. Telex: 92375 Geiso Un. Cables 
Gusuar Cairo. Contact: H. El Shanawy, Operations General Manage 


HAMRAWEIN: 26.15 N. 34.12 E. 


APPROACHES: Daytime Leading Marks: 
Front mark: Lat. 26° 15’ 05.984" N., Long. 34° 12’ 01.622” E. 
Rear mark: Lat. 26° 15’ 01.46” N., Long. 34° 11’ 54.95” E. 
BERTHING: Length of quay 67 m. Max. draft 33 ft. Conveyor belt any 
mechanical apparatus available. Daily average loading rate 4,000 tons 
In addition to mooring bollard on the quay there are 4 mooring buoys 


SHIPMASTER’S REPORT: April 1988. 

As berthing is carried out during daylight hours only, vessel shou 
adjust ETA accordingly. The nearest anchorage is at Quseir, aboy 
8 miles to the South, where good anchorage is obtained about 2 mile 
offshore (See B.A. Chart No. 3043). 

Radio: Quseir Radio — SUK. 

Health: Quarantine inspection for Pratique can be done at berth org 
anchorage at Quseir. 

Pilotage: Arranged by Agent or Misr Phosphate Co. There is no Vb 
communication with berth or pilot boat. Pilot boards about one mile Eas 
of the breakwater by a motor launch displaying flag ‘H’. Vessel may git 
a few blasts on the whistle to attract attention. Pilot is unlicensed ar 
does not speak English. It is advisable to discuss mooring plans wit 
him prior to approaching the berth. It is further recommended that the 
Master should con the vessel himself to avoid confusion due to difficu 
in communication. Vessel should have good long ropes ready to be ser 
out to the mooring buoys from quite a distance away. There are no tug 
available and the vessel is turned around by warping. Vessel should & 
prepared to join 2 ropes together if length of one is insufficient. Extrem 
care is advised as windshifts can be quite abrupt and this vessel ha 
to abandon attempts to berth mid-way through approach and put to se 
and wait for the wind to subside. 

Tugs: No tugs available. 

Berth Facilities: The berth is exclusively operated by the Misr Phosphat 
Co. for loading rock phosphate in bulk. There is a mechanical loade 
with 2 loading chutes about 50 m. apart. They are stationary and on 
one is used at a time. The vessel has to be warped forward and aft 
bring the appropriate hatch under the chute. 

General: Limited quantities of fresh provisions are available. Watchme 
and garbage disposal services were provided by the same supplie 
Masters are advised to scrutinise all bills thoroughly prior to signing 
attempts are made to obtain signature on blank bills on the pretext the 
they are requisition slips. 


SHIPMASTER’S REPORT: January 1989. 
Location: Lat. 26° 15.5’ N., Long. 34° 12.2’ E. 

Hamrawein Phosphate Terminal has a single jetty of 67 m. length art 
belongs to Misr Phosphate Company, Hamrawein. There are 2 moor 
buoys. There are no leading beacons as mentioned in NP.64. & 
mooring operations and pilot are arranged by the shippers (Ms 
Phosphate). 

Port Limits: 4 nautical miles off the coast. 

Documents: Register, Safety Construction Certificate, Load Lit 
Certificate, 1.0.P.P., Safety Equipment and Safety Radio Certificate: 
4 copies Crew List. 2 copies Stores List. 2 copies Crew Declaratio 
2 copies Currency Declaration. 

Free Pratique is usually granted after berthing when vessel boards 
by Quarantine Officials. 

Pilotage: Pilot is compulsory and boards 2-3 cables North of the Not 
Mooring Buoy. The vessel is then turned around and re-approaches th 
North Mooring Buoy. 

Approaches: Vessel should approach from sea, heading for the Not 
Mooring Buoy. Vessel sets South towards the dangerous reefs whit 
can be visually seen or picked-up on radar when at close range. Th 
reefs are not marked by buoys, etc., but can be recognised by chang 
in water colour. 

Anchorage: The only anchorage available is one mile East of Koss 
as marked on B.A. Chart 3043. 

Maximum Size: Vessels drawing 33 ft. can be accommodated. 
Radio: Kossier Radio, call sign SUK, is recommended for ? 
communications with agents, shippers, etc. 

There is no VHF or WT station at the Terminal. There is no conlé 
with pilot as pilot boat is not equipped with a radio. The pilot board 
from a rowing mooring boat with the pilot flag hoisted. The pilot b# 
was out of order. 

Tugs: Not available. 

Berthing: Vessel heads for the North end of the breakwater, keep 
close to the North Mooring Buoy on the starboard side. When 30 me 
the breakwater, starboard anchor is let go to 4 shackles in water # 
vessel is swung around to make fast port side alongside. Mooring be 
is used for sending lines ashore. A line is also made fast to the Sod 
Mooring Buoy. This assists when leaving the berth. 

Loading: Two chutes are available with a good outreach, but only & 
can be used at a time. Vessel has to be shifted fore and aft freque® 
to place holds in position for the fore and aft chutes. Loading ralé 
high and a maximum rate of 7,000 tonnes per day can easily! 
achieved. 

Medical: Seamen can be sent to doctor at Kossier or Safaga, at 
special permission granted by Immigration. Advance notice require? 
Density: Average 1029. 

Fresh Water: Not available at berth. Water has to be ordered from Sat 
by barge. Rate U.S.$22.00 per tonne, with minimum supply 
200 tonnes. 


(See Plan, 


Fyel: Not available locally. Any requirements to be obtained from Safaga. 

gepairs: No facilities available. 

systoms Allowance: 200 cigarettes. Beer allowed. No liquor except 

wines allowed. ; 
Watches, clocks, radios, cassette recorders, cameras, T.V. and videos 

ye placed under seal by Customs. 

repatriation: Facilities exist for repatriation and for crew changes. 


ayport: Nearest airport at Hurghada, which has regular flights to Cairo. 


shore Leave: Generally no shore leave allowed. If permitted, shore 

passes required. ; , 

provisions: Fresh provisions and meat available and supplied by ship 

chandler from Kossier. No bonded items available. 

juthority: Misr Phosphate Company, !iamrawein (Red Sea), Egypt. 
Tel: (Kossier) 39. Cables: Hamerpho, Kossier.  _ 

Agent: Damanhour, Safaga. Cables: Canal Shipping Safaga. 


_ MARSA AL HAMRA (EI Alamein): 30.59 N. 28.52 E. 


WEPCO Terminal: 

The Mono Mooring Buoy is in an open and unsheltered roadstead. The 
mooring buoy is located at Lat. 30° 58’ 07.5" N., Long. 28° 52.2’ E. It is 
53 miles on a bearing of 255° from Ras-el-Tin Lighthouse, Alexandria, 
and 3 miles offshore in approximately 66 ft. of water. 

DOCUMENTS: 

4 copies Crew List. 

Deck log books showing date of last call ata A.R.E. port, completed 

up to the time of arrival. 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showing 
all ports of call, as well as dates of sailings for the last 30 days, nature 
of cargo on board, destination, as well as sickness among crew or 
passengers, if any, specially when it is presumed that the sick will be 
hospitalised. These forms can be filled on arrival if not available on board 
before arrival. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

Bonded Store List, in duplicate. 

Crew List and Passenger List in duplicate. 

PILOTAGE: The S.-S.W.-W. quandrant from the buoy is a Prohibited 
Anchorage Area. Gebisa Reef is at Lat. 30°58’ 30”N., Long. 
28° 49' 10” E., at 2.7 miles on a bearing of 260° from the buoy. 

The mooring buoy carries a light, flashing red 6 times per minute, and 
visible all round to a distance of 4.5 — 5 miles in clear tropical weather. 
ltalso has a fog horn, sounding “U" and a radar reflector. 

Surface current sets East at 10 miles offshore at the rate of 1 knot. 
Maximum rise and fall of tide in the mooring area is 2 ft. 

Vessel arriving should approach to within 2 miles North of the buoy, 
where they will be met by the Harbour Master or Pilot who will advise 
the ship's Master on approaches to the mooring buoy, mooring and 
unmooring. 

ANCHORAGE: 15 miles N.E. of SBM. 

RESTRICTIONS: Normally vessels are moored during daylight hours 
only, but permission can be obtained to sail at night. 

MAX. SIZE: 100,000 d.w.t. 

HEALTH: Hoist International Code Quarantine Signals when entering. 
Any sickness must be reported to local authorities. 

RADIO: The commercial radio station at Alexandria will handle WEPCO 
e ‘adio traffic. Alexandria Coast Radio Station (call sign SUH) operates 
s 24hours a day on 444, 500 and 8,578 kHz, and between 0600 hrs. and 
p 1800 hrs. GMT on 12,974 kHz. 

Ships nearing Al Hamra Terminal may contact the terminal by FM/ 
@. VHF radio on 156.70 MHz or 2182 kHz. 

While at the mooring, ship-to-shore communication is by portable VHF 
th {adio-telephone units, under the direct charge of the Mooring Master. 
¢@_The terminal uses Channel 10 VHF for all communications. 

TUGS: Not available and not required. 
th BERTHING: 2 good lines must be ready on the forecastle to be sent to 
oh 
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the buoy plus a further 2 lines for use as messengers. Ship's lifting gear 
| Must be ready near the port manifold for lifting and connecting 2x12 in. 
hoses, with proper reducers if the manifold does not fit 12 in. hose with 
150 ASA standard flanges. The total weight per hose assembly is 
x, proximately 5 tons. Maximum loading rate is 3,700 t.p.h. 

A pilot ladder must be safely rigged for immediate use and long 

enough to reach the Mooring Master's launch. At night adequate lighting 
Must be rigged overside to enable the Mooring Master to approach and 
toard the ship safely, and searchlights should be rigged on both sides 
of the bridge to assist in running lines to the buoy. 
BALLAST: No dirty ballast may be pumped overboard, and it is the 
Ship's Master’s responsibility to ensure that no oil — whether crude, 
diesel, bunker or bilge — is pumped or spilled into the waters of and 
surrounding the Terminal. Ballast can be pumped ashore through one 
or both of the floating hoses direct to disposal facilities on shore. 

EDICAL: Nearest hospital facilities are at Alexandria, at least 90 
minutes drive from the terminal. 

First Aid could be provided and if necessary, transportation to hospital 
Alexandria. 

CUSTOMS ALLOWANCES: Present regulations at El Alamein allow 
fach seaman to retain in his possession a maximum of 50 cigarettes 
% 1 ounce of tobacco or 5 cigars. All other smoking items must be 
collected and listed before arrival. The list will be checked by Customs 
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ESH WATER: Not available. 
VEL: Not available. 

wi ORITY: Western Desert Operating Petroleum Company — 

Al EPCO), Borg El Saghr Building, Safia Zaghloul Street, P.O.Box 412, 
exandria, Egypt. Tel: 28710/17/18/19. Telex: 54075 Un. FAX: 


hae = Cables: Wepoil Alexandria. Contact: A. Abou Ouf, Operations 
ne 
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tefore sealing the locker, and any discrepancies will be subject to fines. 


EGYPT, Arab Republic of 
RAS BUDRAN: 28.56 N. 33.08 E. (See Plan) 


Ras Budran is an open area, unsheltered roadstead. There are presently 
5 large storage tanks with a total capacity of 120,000 cu.m., painted a 
pale yellow colour. To the North of the tank farm is the production area 
with ballast receiving and treatment facilities. There is a flare structure 
S.E. of the storage tanks and another small flare on the production 
platform in position: Lat. 28°58.2’'N., Long. 33°07.8'E. located 
2.3 miles North of SBM. 

Vessel will moor to a single mooring buoy located 2.3 miles off Ras 
Budran Lighthouse on a bearing of 260°. 

The yellow painted SBM is located in a water depth 34 m. in position: 
Lat. 28° 56’ 05" N., Long. 33° 07’ 49” E. 

The SBM has an orange light, visible 5 miles. 

Cargo vessels can be loaded and/or discharged alongside the jetty 

at Ras Budran. The length of the jetty is 120 m. and the depth of the 
water is 6 m. 
PILOTAGE: SUCO (Suez Oil Company) Pilot/Mooring Master boards 
approximately 2.5 miles S.S.W. of SBM with mooring gangs. Pilot will 
normally meet and embark incoming vessels at Lat. 28° 51’ N., Long. 
33° 06’ E. Vessel provides leeside on a course away from the shore. 

Pilot ladder and/or accommodation ladder should be kept in good 
order, cleaned and should be of adequate length and strength. Ladder 
should be provided with a safety line. A light shall be provided at night 
so that the pilot ladder is adquately lit. 

When Mooring Master boards, he will advise the Ship’s Master, on 
the approach to the SBM, arrangements for mooring and unmooring, 
connecting of the hoses and all other operations within the mooring area. 
The Mooring Master will submit and receive from the Master all forms, 
documents and papers required, to be filled in and signed or received 
by the Master. 

ANCHORAGES: SUCO will make every effort to moor ships arriving 
according to the agreed schedules as promptly as operational 
circumstances permit. 

If mooring is not possible, vessel will anchor in Anchorage Area in 
position: Lat. 28° 52.5’ N., Long. 33° 06.9’ E., 

Area within 1 mile radius of this area has been surveyed and is 
considered clear of any obstruction. Anchoring outside the area is strictly 
prohibited. 

The ground at Anchorage Area is sandy mud. 

RESTRICTIONS: Weather conditions may prevent berthing. This is the 
case when wind speed exceeds 25 knots. Vessel will then remain in the 
anchorage until weather improves. Daylight berthing only. Unberthing 
anytime. 

MAX. SIZE: 30,000 tons (s.d.w.t) to 250,000 tons (s.d.w.t) with a max. 
permissible draft up to 18.0 m. 

HEALTH: Masters are to indicate in their ETA, notification of any 
sickness on board. SUCO will arrange with Health Authorities if so 
required. 

RADIO/VHF: SUCO installation is to be supplied with relevant 
information on lifting gear, connections, ballast/segregated/dirty and 
quantity. 

On the berth (SBM) communications by VHF Channels 12 (24 hours 
listening) and 74 (Marine Office, 0700 — 1800 hrs.). SSB 2638 kHz to 
be used during office hours. 

TUGS: 2 mooring boats (1500 h.p. and 1=1,100 h.p.), available to 
assist with mooring and hose connection. The boats are equipped for 
anti-pollution operations. 

1 fire fighting tug is available on a standby basis whilst loading 
operations are in progress. 

BERTHING: All mooring equipment is available and will be placed 
onboard the vessel when Mooring Master boards. 

A vessel can make the final approach and moor to buoy from any 
direction bearing in mind prevailing weather and tidal conditions. The 
approach shall be made from the direction which is consistent with a 
safe approach and speed shall be subject to the prevailing forces (i.e. 
wind, current and tidal stream) at the location at the time of berthing 
with the assistance from mooring boats stationed at the buoy. 

Once moored the vessel is free to turn through 360° under the 
influence of the prevailing forces. 

HOSE CONNECTION: 16 in. standard 150 ASA flange connection for 
crude oil and ballast hoses. Port derrick with minimum 10 tons SWL 
rigged for max. height and load lifting. 

Ship’s crew shall be responsible for connecting and disconnecting 
hoses, with assistance of shore crew. 

A quick release coupling (camlock) is connected to each hose end 
and is to be used as follows: 

1. In case of emergency the butterfly valve shall be immediately 
closed and quick release coupling immediately disconnected. 

2. Do not hammer but try to use the camlock wrench supplied or use 
copper hammer only. 

3. Tanker should be ready with reducer if it's manifold is not 16 in. 
size. 

4. Bags of sand to be available. 

5. Weight of the hose is approximately 6 tons. 

LOADING: Upon being informed by the vessel's responsible officer that 
vessel is ready to start loading, Mooring Master will normally advise the 
Control Room and ensure that the loading commences at a low rate (by 
gravity). 

When it has been confirmed that there is no significant rise in pressure 
on the loading line, the crude oil will be loaded, pumping with a maximum 
rate of 6,000 tonnes/p.h. 

Crude oil is delivered through the submarine pipe-line to the buoy and 
thence via a floating hose to the vessel's port side midship manifold. 
Hose diameter is generally 24 in., changing at the ship’s end to 16 in. 

It is forbidden to close any valve onboard the tanker against the flow 
a dad crude oil until the butterfly valve of the loading hose has been 
closed. 

If ship-to-shore communications fail during loading operations the 
emergency whistle signal is a continuous blast on the tanker’s whistle. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


Loading shall immediately be stopped and will not be resumed until 
communications have been re-established. 

Before loading, cargo tanks are dipped by an independent Inspector 
and a Terminal Inspector. If dirty ballast is retained on board until the 
next discharge port then amount of water and oil on top will be checked. 

Density of Ras Budran Crude is approximately 0.900/15°C. 
Temperature when received on board approximately 31°C. 

immobilisation of engines at SBM not permitted. 
BALLAST/POLLUTION: Deballasting System: It is preferable that 
vessels load crude oil while discharging ballast, but Master or officer- 
in-charge must be sure that no contamination or pollution takes place. 

If the vessel is not equipped with 2 lines in order to load and deballast 
at the same time, a quantity of crude should be loaded prior to 
deballasting to ensure proper segregation. 

Dirty ballast must not be in the emulsion form and is not to contain 
chemicals or detergents. 

Deballasting will be effected by ship's pumps delivering the ballast 
water to the dedicated submarine ballast line. 

The floating hose is normally 20 in, diameter, and the ship's end 
connection is 16 in. diameter. 

It is strictly forbidden to discharge dirty ballast overboard. 

Pollution: The Master has to comply with all regulations and instructions 
prohibiting pollution under A.R.E. laws and under any pertinent 
instructions issued by SUCO when conveyed to Master. 

Also the provisions for International Convention for Prevention of 
Pollution from Vessels 1973 and the Protocol of 1978 relating to this 
connection will be applied to the extent that such Convention and 
Protocol are in force in A.R.E. Owner/operator shall be liable for any 
damage resulting from the pollution caused by the vessel and shall pay 
for all the expenses incurred for its removal and elimination. 

Oil Spill: In the event of a spill or its detection, SUCO Mooring Master 
must be notified instantly for the necessary action to be taken. 
MEDICAL: In case urgent medical assistance is required the vessel 
should contact SUCO Marine Manager by VHF radio. A doctor and 
facilities are available but no hospital in the area. 

DENSITY: 1030. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: Not available. 

REPATRIATION: Possible in an emergency only. 

HOLIDAYS: Ras Budran Terminal will never be closed due to religious 
holidays. 

SHORE LEAVE: There is no shore leave for personnel of vessels whilst 
at the terminal. 

HELICOPTER: Should the services of a helicopter be required in 
emergency or for any purpose whatsoever, the vessel will be given a 
minimum of 30 minutes’ notice. 

WEATHER: Gales can be expected from a North-Westerly direction 
from October through May. 

Maximum weather condition for keeping the vessel on SBM is 
40 knots. 

The above conditions are only for guidance and are not relevant to 
the safety of the vessel but the safety of the buoy. 

The Mooring Master shall have the authority to decide whether the 
ship should remain or vacate the buoy. 

Climate: The climate in the Gulf of Suez is generally good. The visibility 
is usually excellent with few dust storms and infrequent fog. There are 
a few rain squalls. 

Winds: The general flow of the wind over this part of the Gulf of Suez 
is predominatly from the N.N.W. Winds are steadier in the Summer 
months (May-October) and almost nil from June to September. Gales 
can mainly be expected from a North-Westerly direction from October 
through May. 

The maximum velocity is approximately 45 knots, whilst the mean 
wind speed is approximately 20 knots and is prevalent for some 98% 
of the year. There are occasional light Southerly winds. 

Tides: The tidal range is between 3 ft and 4 ft. 
Sea Condition: The surface temperature of the sea ranges from 18°C 
to 27°C depending on the season. 

Seas and swells are usually from the N.N.W. and wave height can 
reach 18 ft. but average is about 6 ft. During the Summer months (May/ 
ee there are many day's of 12 ft. — 15 ft. seas. 

urrents are generally located in mid-channel and set North when the 
tide is rising in Suez and South when the tide is falling. The rate is about 
1.5 knots at Springs and 0.5 knots at Neaps. 
AUTHORITY: Suez Oil Company (SUCO), 21 Ahmad Orabi Street, 
El Mohandessin, P.O.Box 2622, Cairo, Arab Republic of Egypt. 
Tel: 650723, 650544, 807922, 813554, 807854. Telex: 93455 Suco Un, 
92300 Suco Un. Cables: Dexgulf. FAX: 3422734. Contact: A. Nassef, 
Planning and Follow-up Manager. 
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RAS GHARIB: 28.21 N. 33.06 E. 


A natural port at the Western side of Suez Gulf sheltered by the Cap 
and a chain of reefs. 


DOCUMENTS: 

4 copies Crew List. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

Bonded Store List, in duplicate. 

Crew List and Passengers’ List in duplicate. 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showin 
all ports of call, as well as dates of sailings for the last 30 days, natu, 
of cargo on board, destination, as well as sickness among crew 
passengers, if any, specially when it is presumed that the sick will & 
hospitalised. These forms can be filled on arrival if not available on boar 
before arrival. 


PILOTAGE: Compulsory. International Pilot flag must be hoisted ay 
Pilot will board vessel on arrival. Vessels should approach the anchorag 
from South-eastward and wait Southward of the Prohibited Anchorag 
until boarded by the Harbour Master who will pilot them either ¢ 
ear or to an anchorage clear of the prohibited area of the pipe 
ines. 

2 pairs of leading beacons stand about 4 and 5.5 cables, beside! 
others that stand about 12 cables Southward of Ras Gharib light 
structure. About 2 cables further Southward are 2 leading beacon 
All the above beacons are difficult to identify until close inshore. 


ANCHORAGES: Ras Gharib Anchorage, South-westward of the Cap: 
affords some shelter, but a moderate swell round the Cape ; 
experienced on most days. Vessels can obtain anchorage in depthso 
about 5 fathoms. 

During most of the year there are Northerly winds, Force 3 — 5, t 
in December and January there are occasionally calms. On very rat 
occasions, there are Southerly gales of short duration which make th 
anchorage untenable. 

The Northerly wind causes some swell in the anchorage, but it is m 
normally severe enough to interfere with the working of lighters or boat 
of moderate size. It is, however, unpleasant for small boats, excey 
alongside the piers, which are well protected. 

N.N.W. winds of 20 m./sec (40 knots) are experienced in Summer bi 
it is mostly calm in Winter. Care should be taken if wind changes t 
West and even more care should be taken if wind shifts to South. 

Except in the vicinity of the piers, there is usually some swell on th 
beaches. There is practically no rainfall and sand storms occur only vet 
occasionally and they do not interfere with work in the anchorage. 

Anchorage is prohibited, owing to the existence of pipe-lines, with 
an area indicated by pecked lines on the chart. 


HEALTH: On entering, vessels must hoist the International Quaranti 
Signal for compulsory quarantine. Any sickness must be reported tot 
doctor, specially when it is presumed that the sick will be hospitalise: 

The vessel's personnel should carry international vaccination ande 
inoculation certificates. 


VHF: General Petroleum Co. on Channel 16. 
TUGS: 2 tugs, 400 h.p. and 80 h.p. available. 


BERTHING: There is an ore pier where vessels may berth with ma 
draft of 11 ft. without any restrictions in length. Vessels with deeper ore 
may discharge whilst at anchorage on to supply boats. 

Two cranes are available with capacities of 30 tons and 35 tos 
Towage is also available. 


TANKERS: 
Northern Southern New 
Pier Pier Pier 
No. 1 No. 2 No. 3 
Depth at the pier 27 tt. 36 ft. 78 ft. 
Max. permissible draft 20 ft. 27 ft. 55 ft. 
Max. length for tanker 400 ft. 500 ft. 980 ft. 
Min. length for tanker 350 ft. 500 ft. 600 ft. 
Diameter of crude hose 8 in. 10 in. 12 in. 
Diameter of water hose 8 in. 10 in. 12 in. 
Min. capacity of 
tanker's derrick 5 tons 5 tons 5 tons 
Loading capacity (t.p.h.) 650 1,200 2,000 
Max. permissible load (tons) 8,000 20,000 120,000 


Cargo: Ras Gharib Blend: API 21.0. Loading temperature 92°F /33% 
Moorings: Vessels require 20 mooring ropes for sending to 6 bud} 
and 4 spare ropes. 


SUPPLIES: Transit and fresh provisions as well as deck and eng? 
stores provided by the United Arab Contracting and Marine Sup? 
Company (Cunsup). 

FRESH WATER: Not available. 

FUEL: Not available. 


CUSTOMS ALLOWANCES: Present regulations allow each seamé’ 
retain in his possession a max. of 50 cigarettes or 1 ounce of tobae 
or 5 cigars. All other smoking items must be collected and listed bel 
arrival. The list will be checked by Customs before sealing the loot 
and any discrepancies will be subject to fines. 

AGENCY: See ‘Suez Canal’. 

AUTHORITY: General Petroleum Company, Ras Gharib, Egt 
Tel: 7, 9, 11 and 23. Telex: 92998 Petgn Un. Cables: Petroy 
Contact: Captain Mohamed E! Sayed Fattoutt. 


RAS SHUKHEIR: 28.08 N. 33.17 E. 


also see “General” before first Port. . 

ADVICE OF ARRIVAL: It is important that ships establish radio contact 
wih "GUPCO” (Gulf of Suez Petroleum Co.) when 3 days distant from 
Terminal and maintain this contact until just previous to arrival at the 
terminal. All ships should send a 72 hour ETA message to “Panintoil 
Cairo” giving the best estimate of ship's arrival time at the Terminal. 
This ETA message should also include a definite statement of the details 
af any equipment required from shore for connecting submarine hoses 
io ship's manifold. Further ETA messages should be sent to “Panintoil 
Cairo’ when the vessel is 24 hours and 12 hours distant from Ras 
Shukheir and at any other time any appreciable change occurs in the 
original ETA or those subsequent thereto. The 12 hour ETA should 
aclude a positive statement regarding ship's readiness to load on arrival 
and the number of hours that will be required to discharge ballast after 
ship is berthed in mooring. 

6 hours before arrival, tankers should call Ras Shukheir on VHF 
Channel 16 to be advised if berthing is available or not, also to be advised 
of the approximate time for berthing. 

DOCUMENTS: 

4 copies Crew List. 

Deck log books showing date of last call at an A.R.E. port, completed 

up to the time of arrival. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port. 

Bonded Store List, in duplicate. 

Crew List and Passenger List in duplicate. 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showing 

all ports of call, as well as dates of sailings for the last 30 days, nature 
of cargo on board, destination, as well as sickness among crew or 
passengers, if any, specially when it is presumed that the sick will be 
nospitalised. These forms can be filled on arrival if not available on board 
before arrival. 
PILOTAGE: Compulsory. International Pilot Flag must be hoisted and 
Pilot will board vessel on arrival. Ras Shukheir Lighthouse is located in 
Lat. 28°08' 15” N., Long. 33° 16’ 20” E. It is a white flashing light, 
flashing every 3 seconds and visible for 10 miles. 

Gebal Gharib, situated about 18 miles South-westward, 5,742 ft. high. 
itmakes a nearly perfect equilateral triangle with Ras Shukheir and Ras 
Gharib Lighthouse. Ras Gharib Lighthouse is an excellent landmark 
whether by day or night for vessels approaching from North, but caution 
should be exercised since this Light is obscured from 308° to the 
Westward. The sea-berth buoys are unlit. 

The Company's Mooring Master will meet all incoming tankers about 
2miles from Ras Shukheir Terminal on a bearing of 290/300° from Ras 
Shukheir Lighthouse and will advise ship’s personnel in mooring and 
unmooring, raising and lowering of hoses. 

Vessels are requested to have a pilot ladder safely and securely 
rigged, ready for immediate use, and long enough to reach the Mooring 
Master's launch. If at night, adequate lighting must be rigged overside 
for the Mooring Master to approach the side and climb the ladder safely. 
ANCHORAGES: There are a number of oil well installations, structures 
and submarine pipelines located in the Gulf of Suez opposite Ras 
Shukheir Terminal and approaching vessels are warned of these 
obstacles in manoeuvring and anchoring. Vessels should approach from 


(See Plan) 


the Eastward and if necessary anchor S.E. of the sea berth. 


Never anchor North of the sea berth. 

Tankers should only anchor in Ras Shukheir Anchorage Area which 

is located as follows: 

Lat. 28° 04’ 30” N. 

Long. 33° 30’ 15” E. 
RESTRICTIONS: The Ras Shukheir Terminal operates 24 hours per 
day, 7 days a week. Ships are loaded and unmoored at any hour, 
weather and other circumstances permitting. Vessels are moored during 
daylight hours only, however, an exception may be made at the 
discretion of the Terminal. 
MAX. SIZE: See “Berthing”. 
HEALTH: The vessel's personnel should carry international vaccination 
and/or inoculation certificates. 
RADIO: The Alexandria or Port Said coast radio stations will handle 
GUPCO radio traffic. Ships may contact GUPCO through their cable 
address “Gupcoil Cairo”. The message will be received on their Cairo 
Radio Telegraph Office local teleprinter circuit, tape perforated and 
elayed to the Ras Shukheir Terminal. 

Cables from Ras Shukheir Terminal to the ships would be handled in 
the same manner. The Alexandria or Port Said coast radio stations 
‘ansmit traffic lists at regular intervals listing the call signs of all ships 
for which they have traffic on hand. Thus any ship hearing its call sign 
the traffic list of the coast station would call the coast station 
immediately after the traffic list. 

VHF: When ships are near Ras Shukheir Terminal, they may use their 
FMIVHF radios to contact the Terminal using Channel 16. 

BERTHING: One pier where vessels with max. length of 76m. are 
allowed to berth alongside with a max. draft of 16.5 ft. Vessels may 
discharge whilst at anchorage and propeller type lighters are available 
'f Such cargo operations. 

Four cranes with capacities of 15, 30, 40 and 50 tons respectively are 
available together with floating crane with capacity up to 200 tons. 

wage is also available. 


TANKERS 
Seaberth Seaberth Seaberth 
D No. 1 No. 2 No. 3 
oe 95 ft. 95 ft. 90 ft. 
x. permissible draft 55 ft. 55 ft. 50 ft. 
ax. length for Tankers 1,000 ft. 1,000 ft. 800 ft. 


rc length for Tankers 750 ft. 750 ft. 600 ft. 
umbers of Crude hoses 3 3 2 
fameter of Crude hoses 12 in. 12 in. 12 in. 
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Seaberth Seaberth Seaberth 
No. 1 No. 2 No. 3 
Diameter of Ballast hose 12 in. 12 in. 12 in. 
Min. capacity of 
—Tanker's derrick 5 tons 5 tons 5 tons 
Loading capacity (t.p.h.) 6,000 4,000 3,000 
Max. permissible load (tons) 150,000 150,000 70,000 


LPG: In addition to the 3 Sea Berths, there is Sea Berth No. 4 for loading 
L.P.G. tankers which is located 6 miles South of Ras Shukheir 
lighthouse. 

The specifications are as follows:- 

The Channel Entrance is marked by one radar reflecting (turning 
buoy), 6 pontoon guiding light buoys with radar reflectors, 3 green lights 
located on the starboard side of the channel, and 3 red lights on the 
port side of the channel. Flashing characteristic of the signal is “U" with 
3.6 second intervals. The max. water depth in the channel and the berth 
is 24 ft. The berth consists of 4 mooring buoys, 8 loading hoses and 
6 vapour hoses. 

The max. capacity of vessels using this berth is 1,600 tons with a 
length no Fee than 330 ft. Max. draft after loading is 17 ft. 
SUPPLIES: Transit and fresh provisions as well as deck and engine 
stores provided by United Arab Contracting and Marine Supply Co. 
SUBMARINE HOSE LOADING BERTH: Tanker is loaded by means of 
submarine pipe-lines to which are attached 2 or 3 hoses for loading and 
1 hose for discharging ballast. A 36 in. pipe-line transports the oil and 
a 24 in. line in No. 1 Seaberth, or 16 in. lines in Nos. 2 and 3 Seaberths 
transports the dirty ballast to a ballast pit ashore. The loading berths 
are located approximately 3,580 ft. offshore in a water depth of 
approximately 95 ft. The loading and ballast lines are laid in the same 
trench and run in a direction 055°. The mooring buoys are numbered 
1, 2, 3, 4, 5, 6, 7 and 8 (on the port bow) and running consecutively in 
a clockwise direction. 

LOADING READINESS AND ARRIVAL TIME: The company will make 
every effort to load vessels upon arrival or as promptly as berth is 
available, weather permitting. Notice of Readiness will not be accepted 
as at time of arrival unless the vessel is in all respects ready to load. 
Arrival time will be considered as the time the Mooring Master boards 
the vessel or the time that vessel anchors, whichever occurs first. 
FRESH WATER: Not available. 

FUEL: Not available. 

CUSTOMS ALLOWANCES: Present regulations allow each seaman to 
retain in his possession a max. of 50 cigarettes or 1 ounce of tobacco 
or 5 cigars. All other smoking items must be collected and listed before 
arrival. The list will be checked by Customs before sealing the locker, 
and any discrepancies will be subject to fines. 

REPATRIATION: Not recommended. 

AUTHORITY: Operator: Gulf of Suez Petroleum Co. —- GUPCO, (P.O. 
Box 2400) Palestine Street, 4th Sector, New Maadi, Cairo, Egypt. Tel: 
3522846, 3521365. Telex: 92248 Gupco Un. Cables: Gupcooil, Cairo. 
Contact: Captain Hassan Hafez, Marine Division Manager. 


AGENCY: See “Suez Canal”. 


SAFAGA: 26.46 N. 34.00 E. 


DOCUMENTS: The following documents are required on arrival: 
Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showing 
all ports of call, as well as dates of sailings for the last 30 days, 
nature of cargo on board, destination, as well as sickness among 
crew or passengers, if any, specially when it is presumed that the 
sick will be hospitalised. These forms can be filled on arrival if not 
available on board before arrival. 
1 Crew List and 1 Passenger List. 
Derat Certificate should be handy for inspection. 
Clearance from Last Port. 
Complete set of Manifests covering all cargo on board showing names 
of shippers and consignees. 
4 copies List of Passengers in Transit. 
4 copies Crew List. 
Deck log books showing date of last call at an A.R.E. port, completed 
up to the time of arrival at Port Said or Suez. 
PILOTAGE: Compulsory. International pilot flag must be hoisted and 
Pilot will board vessel on arrival. Vessel should endeavour to arrive at 
the N. end of the island by sunrise, at Safaga Port by early morning; 
the light behind them will show up the reefs clearly. Wind, light in the 
morning, gains strength during the day, making tying up more difficult. 
A beacon (Morewood Beacon), visible a mile off, is erected on the 
Southern spit of the island. After rounding the spit, Masters keep 
5 cables clear of visible reefs and enter the harbour keeping the 2 large 
beacons to the North of the pier in line. The Manager, or his 
representative, of the Safaga Phosphate Company will meet ships in 
launch with instructions on berthing. 
MAX. SIZE: Safe draft in the fairway, over reefs and alongside pier: 
27 ft. 6 in. 
HEALTH: On entering, vessels must hoist the International Quarantine 
Signal for compulsory quarantine. Any sickness must be reported to the 
doctor especially when it is presumed that the sick will be hospitalised. 
The vessel's personnel should carry international vaccination and/or 
inoculation certificates. 
BERTHING: There are 2 mooring buoys marked B and C and 2 mooring 
posts marked A and D. 
(1) The anchor position is marked by a small red or white flag. When 
mooring, manila ropes only should be used, as wire ropes can be run 
out afterwards when ship is alongside. 
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(2) Due to rocky nature of sea bottom, it is very desirable that ship in 
coming into berth, does not override her anchor, as, if this happens, 
chain is apt to foul coral bottom and cause trouble later on. 

(3) Endeavour to have all way off ship when anchor position is 
reached. Drop anchor as close to flag as convenient and go astern. 
If necessary check cable when 2 shackles have been paid out. 

(4) Run rope to Buoy C, run rope to Buoy B, run rope to Post D, then 
run rope to Post A. Run Spring to S1, S2, S3, and pull alongside. 
Company's launches will run all ropes. 

(5) If wind is blowing strongly off shore, a Spring may be run to S3, 
immediately a good rope to Buoy B is made fast. 

(6) The best way to reach the anchor position is to steer straight for 
same, keeping Buoy C on port side. This will keep vessel clear of Buoy 
C and when anchor is dropped, the stern should swing clear of this 
Buoy. If it does not, a rope can be run to S3 and the stern pulled in 
before falling back on pier. 

(7) With anchor dropped as shown, 6 shackles should see No. 1 hatch 
at the pier, but if chain is slackened carelessly, it may foul bottom and 
be insufficient to reach pier. 

If visibility is very good, a course can be made between the Hyndman 
and Cannon Reefs, and altered to bring the beacons referred to into 
line. 

Rock phosphate and ground phosphate are loaded at this port for 
shipment all over the world. The mines are situated some 30 km. away 
and are connected by company’s own railway. Rock phosphate loaded 
(1,000 metric tons per day) from elevator and phosphate in bags by 
ship's gear. 

Cargo vessels can berth alongside a new quay of 600 m. with a draft 
of 27 ft. Quay used for loading and discharging general cargo. It can 
accommodate 2 medium size vessels and one large vessel. Part of the 
quay is used by vessels discharging aluminium. 

STEVEDORES: Canal Stevedoring Co. 

SERVICES: Water, deck and engine stores and provisions provided by 
Egyptian Contracting and Marine Supply Co. 

HOLIDAYS: See ‘Suez Canal”. 

DEVELOPMENTS: Grain berth has been extended to accommodate 
vessels up to 900 ft., 42 ft. draft and 75,000 d.w.t. Travelling gantry will 
have a discharge rate of 600 t.p.h. 


SHIPMASTER’S REPORT: January 1981. 
Pilotage: Pilotage for berthing is compulsory, and the Harbour Master 
acts as Pilot. 

Entry or departure at night is forbidden, without special permission 
from the Naval Authorities. 
Anchorages: Vessels are allocated an anchor berth in the inner harbour 
by the Harbour Master. Vessel anchored in the Northern part of the 
anchorage, with Morewood Beacon bearing 135.5° = 2.8 miles, in 30 m. 
of water, with 6 shackles of cable out, and no difficulties were 
experienced, despite a period when wind from the North of Force 5, 


gusting 6, occurred when the ship had a 3,000 tonne coaster alongside. 


Approaches: Vessel arrived off Safaga Island at approximately 
2130 hrs. and no difficulty was experienced in anchoring with Morewood 
Beacon bearing 334° x 11 cables. The N.E. point of Safaga Island, and 
the headland near Bir Safaga showed up well on radar, as did Morewood 
Beacon, once identified. 

Upon entering harbour the next morning at first light, a little difficulty 
was experienced in locating the leading beacons. From outside the 
harbour, the most prominent object visible is the alumina silo and 
elevator, and this uncharted feature being mistaken initially for the 
charted phosphate transporter, we were looking in the wrong place. 
Once sighted, however, the beacons were found to show up well in the 
early morning light. (These leading beacons are fitted with Fixed Red 
lights, but these are only turned on when Naval Vessels are entering or 
leaving port by night). A can shaped mooring buoy situated in the middle 
of the inner anchorage just North of the leading line is of assistance, 
but the buoys marking the dredged channel are non-existent. This 
mooring buoy is a handy turning point for ships proceeding to the 
Northern part of the anchorage. 

A partly ruined beacon is visible on the sand spit at the Southern end 
of Safaga Island approximately 3 cables from Morewood Beacon. 

Of the two stranded wrecks charted on the S.W. shore of the inner 
anchorage, the Northern one (marked PA) has been salvaged. The 
Southern one is conspicuous, and afloat at high water. It is reported that 
this one may well be salvaged soon. 

There appeared to be little or no tidal stream or current to speak of 
in the inner anchorage, vessel lying to the wind most of the time. 

Max. Size: The largest size of ship handled is about 50,000 tonnes 
d.w.t., with a max. draft of about 11 m. 

Radio: There is no radio station at Safaga, and telephone’telex links are 
minimal. Harbour authorities wishing to communicate with ships entering 
use VHF sets of ships alongside. We maintained a normal sea watch 
(1. Radio Officer) both at anchor and alongside, and good 
communications were obtained with Portishead Radio. 

Tugs: There are no tugs available. 

Berthing: Commercial Wharf: Approximately 500 m. in length. 

This has 3 berths at present. No. 1 Berth is the one at the N.E. end, 
Berth No. 2 in the middle, and the alumina berth at the S.W. end. 

Berths No. 1 and 2 are kept exclusively for the discharge of wheat; 
cement ships use the alumina berth by private arrangement. Depth 
alongside Berth No. 2 is officially 9.1 m., but reported deeper. (We 
berthed drawing 9.6 m.) and at Berth No. 1 the depth is stated to be 
9.7 m. alongside, but 11.0 m. if barges are placed between the ship and 
the quay. Works are in progress to extend the commercial wharf 
Northeastwards from Berth No. 1 almost up to the Naval Wharf, which 
extends as marked on the chart. 

The Oil Jetty charted to the South of the town is reported to be part 
of the Naval Base. 
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Cargo Handling: Bulk wheat is discharged by portable pneumat 
conveyors (vac-u-vators) into hoppers on the quay, where it is bag 
and taken away by lorry. (Discharge rate for this vessel approximate, 
1,900 tonnes/day). 

Alumina is discharged direct to the silo by fixed elevator. 
Cranes: There are no cranes on the wharves. It was reported that them 
is a mobile floating crane, of 15 tonnes SWL at 35 m. radius, althoug 
this was not seen by us. A small floating crane is in use for the extensig, 
works. 
Medical: A doctor is available, and will visit ships at the inner anchor. 
Cholera Vaccination Certificates are required, and the doctor will « 
vaccinations. 
Density: 1030. 
Fresh Water: There is a limited supply of fresh water, the quota bein 
500 tonnes a month for all ships, but this is expensive. 
Fuel: No fuel oil of any kind available. 
Consuls: None locally. 
Repairs: The nearest repair facilities are at Suez. 
Gangway/Deck Watchmen: Employment by the ship of shore watchme 
is compulsory, and they have to be accommodated on board bot 
alongside and at the inner anchorage. Whilst shore labour is onboard 
a policeman is placed on board to guard the ship's accommodation. 
Shore Leave: Permitted, passes being issued when ships are alongside 
although apart from one hotel there is very little to do in Safaga. Agent 
can arrange trips to the River Nile, Valley of the Kings, etc., but specie 
passes are required. 
General: Provisions: Fresh provisions are available in season, and: 
chandler will visit ships without prior appointment. 
Cargo Handled: 

The principal activities of the port are: 

(i) Import of wheat: approximately 100,000 tonnes/month. 

(ii) Import of alumina: 60 — 75,000 tonnes/month. (3 — 4 ships). 

(iii) Import of cement: 13 — 15,000 tonnes/month. (1 — 2 ships). 

(iv) Export of phosphates: approximately 20,000 tonnes/month. (1- 

2 ships). 

(i), (ii) and (iv) are all under the control of the Egyptian Government 

(iii) is carried out privately. 


SHIPMASTER’S REPORT: September 1982 

1. Pilot does not board on arrival. 

There are very good visible leading markers (red and white), als 
5 buoys have been laid out marking the dredged canal. They ar 
ordinary unlit mooring buoys. Pass between these buoys with the leadin: 
beacons 310° True and vessel is clear of dangers. On the Sth buo) 
which is (single) on vessel's starboard side vessel can turn out of the 
channel and proceed to any place outside the 310° lead. 

2. Discharging grain, draft limit 36 ft. 6 in. With 30 ft., vessel shiftst 
Berth No. 2 to finish. Daily rate of discharge is about 3,600 tonnes. 

3. Water comes by pipe-line from Nile River not by barge from Sue 

4. Berthing: Use starboard anchor. A motorboat takes first 2 heat 
ropes then 2 stern ropes ashore and then heave the ship alongside 
Pilots are careful. 

Mooring: Have 3 headropes, 2 breastlines and 1 spring ready (sam 
aft). 
When shifting from Berth No. 1 to No. 2 ship does not shift along th 
berth but makes a new berthing due to anchor. 


SHIPMASTER’S REPORT: January 1983. 

Pilotage: The Harbour Master has ceased allocating anchorage a 
ships now anchor wherever they like inside bay. Our vessel is 610° 
long and drawing 36 ft. 6 in. and like your earlier report arrived at 
anchored half a mile South of Morewood Beacon at 2140 hrs. and move 
up to anchor four cables from grain berth in the morning. Passage ov 
reef crossing bay (apart from clearly shown leads) is now marked & 
four mooring buoys and channel is 13 m. depth. 

Berthing: There is now a 900 h.p. tug to assist. The new berth towait 
the Naval Wharf is nearing completion. We berthed at No. 1 draws 
11.13 m. with barges between ship and quay. 

Fresh Water: Service is prompt when needed. 


SHIPMASTER’S REPORT: March 1988. 

Approaches: (B.A. Chart 3043). Vessels approaching from the Sov 
should keep on Ras Abu Soma which shows up well on Radar at abo 
24 miles. Panorama Reef Beacon shows up well on Radar at abo 
10 miles. Safaga Beacon bearing 265° gives a good echo on Radar! 
24 miles. 

After coming abeam of Panorama Reef Beacon at a distance ! 
2 miles to the North, steer 211° passing abeam of Morewood Beat! 
at a distance of about 9 cables. Morewood Beacon shows up well ¢ 
Radar at about 14 miles. Cnsult soundings continuously as vessel ui 
to anchor 1 mile South of Morewood Beacon. This is on the instructio® 
of the Pilot (VHF Channel 16), who always boards in the roads from 
tug. Entering the harbour with Pilot is compulsory. There are * 
difficulties and no significant current was experienced. The tide’ 
considerable. The roads have good holding ground. 

Weather conditions are mostly good. Visibility also good. No @ 
drizzle on no more than a few days a year. 

If approach is adjusted for dawn the reefs show up clea 

A conspicuous white cubiform building lies to the South of Salé 
Island at approximate position 26° 42.7’ N., 33° 59.7" e: 

Entering and leaving the Harbour is only possible during dayl# 
hours. 

The 4 buoys marking the dredged channel of about 14 m. depth, fou 
to be in the charted position. They are "can-shaped” unlit mooring but 
with the colour of rust (unpainted). There is another (fifth) buoy ont 
North side, of same characteristics (uncharted), at approximate 
25° 43.32’ N., 33° 57.55’ E. The tug is usually made fast to the bud! 


The leading beacons can easily be located. There is a conspicuous 

mountain summit far behind (see picture in Pilot Book), in line 

with the leading beacons. Vessels pret from the Harbour disembark 

the Pilot inside the Harbour, West of the fifth buoy. Pilot is picked up by 
a pilot boat. Accommodation ladder is usually used. 

Anchoring inside the Harbour (7 shackles in the water), is always with 

the assistance of the Pilot. Good holding ground. 
Restrictions: Vessels have to arrive with a max. draft of 36 ft. 6 in. 
41.13 m.) which is the maximum according to local regulations. 
However, 1.0 cm. — 2.0 cm. by head or by stern is not a problem, but 
‘over 2 cm. vessel is in trouble. If she is not covered by Charterer's 
orders and instructions, a big problem could arise against the vessel. 
Receivers will not accept N.O.R. and Charterer puts vessel “off-hire” 
for the time she takes to discharge the quantity corresponding to the 
said 2 cm. overdraft and the vessel has also to pay about U.S.$ 10.0 
per tonne of the quantity discharged up to 11.13 m. alongside berth. 
This happened to us, but as vessel proved that it was not responsible, 
the Egyptian Charterers accepted the entire liability for time and 
expenses. Since both Charterers and Receivers are government 
companies, | did not understand the problem. 
Grain Berth: The new grain berth, close to the Naval Wharf, was 
completed in March 1987. Depth alongside berth is 39 ft., and 36 ft. 
reported at the South West end of the berth. Vessels of 225 m. in length 
are warped ahead when the draft reaches 10.0 m. or less. Berthing is 
as described in “Shipmaster's Report” September 1982, paragraph No. 
4. One tug assists when berthing. 

The grain silo has 100,000 tonnes capacity. Trucks continuously load 
from the silo. The 2 movable modern “Buhler Miag’’ unloaders with two 
pipes each, work continuously from 0730 hrs. to 2345 hrs., 7 days a 
week. When other ships are waiting at the anchorage they may work 
overtime up to 0200 hrs. next morning. Discharging is fast, average rate 
about 8,800 t.p.d. 

There is a plan to accommodate a special 100,000 tonne grain vessel. 
Repatriation: Possible by air from Luxor or Harghada Airport via Cairo 
or by car to Cairo via Suez (10 to 12 hours). Repatriation can only be 
arranged through state agents’ head office in Suez. 

Density: 1030. 

Fuel: Not available in Safaga but large quantities can be arranged and 
come from Suez by bunker barge (small tanker). Fuel and gasoil of very 
good quality. 

Fresh Water: Limited supply and expensive. Quality may be poor. 
Provisions: Fish available in Safaga. Other provisions could also be 
supplied from Suez, transportation cost is U.S.$125.00, including 
Customs formalities. 

Communications: Harbour Master/Pilot and Agent have VHF. There is 
a telephone station in Safaga. It is easier to call overseas in the 
afternoon. From Luxor it is very easy and clear with autematic telephone 
in telephone station or in hotels. 

Telexes: For vessels with INMARSAT telex on board, the following telex 
numbers are very useful as Egyptian Charterers do not provide telex 
numbers. 

Martrans Cairo: 00 91 92909/92243; Arabnavi Alex: 00 91 54131/ 
§4509/54311; Estram Cairo: 00 91 93472/92062; Egyptalum Alex: 00 
9194131; Silo Cairo: 00 91 23154; Maramon Alex: 00 91 54507/54127; 
Minship Port Said 00 91 63263/63034; Minship Suez: 00 91 66042; 
Memship Alex: 00 91 54162/54502; Mishipco Alex: 00 91 54193. 
General: Pilot Book No. 64S/1986 shows phosphate silo. 

In addition fo cargo ships (phosphate, grain, cement), cruise ships 
call at Safaga and anchor in the inner anchorage and passengers visit 
Luxor which is 3 hours away from Safaga (about 220 km.). Crew are 
able to visit River Nile, ancient Kings’ and Queens’ tombs and the 
museum in Luxor. Permission from Immigration is required but could 
easily be arranged by state Agent who also arranges the transportation. 
A visit to the nearby tourist village of Harghada is also possible (20 
minutes from Safaga by car) where there are very good hotels and tourist 
shops. Permission can again be obtained through state Agent. Crew 
interested in diving can hire divers suits, etc. from special companies 
(Rate 80 Egyptian pounds for 2 hours, including transportation). 


AUTHORITY: Ports and Lights Administration. 
AGENCY: See “Suez Canal”. 


SIDI KERIR: 31.06 N. 29.37 E. (See Plan) 


DOCUMENTS: Free zone area, no entry documents to the offshore 
lerminal are required. 
PILOTAGE: SUMED's Mooring Master and his assistant board the 
'anker 2 miles North of Buoy A1. 
Notifications: ETA messages should be sent by cable via Alexandria/ 
Port Said Radio on leaving previous port. Cables should be prefixed 
For urgent delivery send via Telex 54108 or 54033 SUMED UN” and 
Confirmed 72, 48 and 24 hours prior to arrival. (Day and night berthing 

and operation). Arrival draft should be indicated. Vessels should arrive 
with a trim of 8 ft. by the stern and appropriate ballast to ensure that 
Propeller is completely submerged. 
LOCATION OF BUOYFIELD: (SBMs) 

A1: Lat. 31° 06’ 26” N., Long. 29° 36’ 46” E. 

A2: Lat. 31° 05’ 32” N., Long. 29° 35’ 38” E. 

A3: Lat. 31° 04’ 24” N., Long. 29° 35’ 37” E. 

A4: Lat. 31° 04’ 54” N., Long. 29° 37’ 39” E. 
AN AS: Lat. 31° 05’ 40” N., Long. 29° 38’ 24” E. 
wor GRAGES: Tankers can anchor to the North and N.W. of the 


ield. 
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MAX. SIZE: The five berths are spaced one from the other so that each 
has: 

Mooring Area Radius: 410 m. for A1 and A2 (accommodate vessels 
up to 285,000 d.w.t.); 320 m. for A3, A4 and A5 (accommodate vessels 
up to 130,000 d.w.t.); Manoeuvring Area Radius: For A1 and A2, 
1,220 m.; For A3, A4 and A5, 915 m. 

Water Depth and Draft Limitations: 

For A1 and A2: 85 ft. maximum water depth 
75 ft. maximum draft 
60 ft. mimimum water depth 
54 ft. maximum draft 
TUGS: 2 tugs =< 2,200 h.p. and 2 supply boats x 4,000 h.p. with fire 
fighting and anti-pollution equipment is available as required. 
Mooring Launches: 500 h.p. mooring launches assist in mooring and 
hose operations. 
RADIO: All messages to be sent via Alexandria/Port Said Radio. Sidi 
Kerir has a HF long range radio working on 2182 kHz and 4142.5 kHz. 
VHF: Channels 16, 78 and 79. 
BERTHING: Ship's Derrick: The ship's derrick should be capable of 
lifting 10 tons and rigged on the port side ready on arrival to take the 
gear on board for berthing the ship and connecting the hoses. 
Hoses: Each berth has two cargo hoses with a 16 in. connection (ASA 
150). There is a ballast unloading facility with 16 in. connection. 
Connection of hoses to be performed by the vessel under the supervision 
of SUMED's Mooring Master. 
Loading/Deballasting Rates: 


For A3, A4 and AS: 


Buoys A1 & A2 Loading Max. 12,000 tonnes per hour 
Deballasting 5,000 tonnes per hour 
Buoys A3, A4 & A5 Loading Max. 10,000 tonnes per hour 
Deballasting 3,000 tonnes per hour 


Shipmaster’s Report: January 1986. 

Dirty ballast reception: 1 x 16 in. floating hose. Hose to be connected by 
ship's crew together with cargo hoses. Maximum discharge pressure 
100 p.s.i. according to Loading Master there is no limit on quantity. 
SUPPLIES: No bunkers or supplies are available or permitted. 
MEDICAL: Private doctors and hospitals are available in Alexandria. 
SHORE LEAVE: There is no shore leave for personnel of vessels 
loading at Sidi Kerir Terminal (disembarkment from vessels is strictly 
forbidden except in emergencies). 

AGENCY SERVICES: Not required under normal circumstances. 


SHIPMASTER’S REPORT: General: Sidi Kerir is the Northern end of 
the pipe-line from Ain Sukhna in the Gulf of Suez. The pipe-line is owned 
by the Arab Petroleum Pipeline Co. and operated by SUMED Co. (Suez 
— Mediterranean). 
The Sidi Kerir Terminal (Tankfarm) position is at Lat. 31° 03’ N., Long. 
29° 40’ E. There are at the moment 5 SBMs for loading vessels, more 
are planned for the future. The buoy field is marked by the following 
points: “A” Lat. 31° 08’ N., Long. 29° 37’ E., “B’” Lat. 31° 04’ N., Long. 
29° 31’ E.,. “C* Lat. 31° 01’.N.;, Long: 29° 35',E...:D" )Lat..31° O5'-N., 
Long. 29° 41’ E. 
The area within ABCD is a prohibited anchorage area and may not 
be entered without a Pilot. 
The position of the 5 SBMs is within the area: 
1. Lat. 31° 06.7’ N., Long. 29° 35.7’ E. For loading Arabian Light & 
Kirkuk Crude. 

2. Lat. 31° 05.9’ N., Long. 29° 36.9’ E. For loading Arabian Light & 
Kirkuk Crude. 

3. Lat. 31° 04.6’ N., Long. 29° 36.9’ E. For loading Arabian Light & 
Kirkuk Crude. 

4. Lat. 31° 05.0’ N., Long. 29° 37.9’ E. For loading Arabian Light & 
Kirkuk Crude. 

5. Lat. 31° 05.1’ N., Long. 29° 38.6’ E. For loading Basrah Crude. 

(a) The current sets usually from N.W. at about 0.5 knots but may 
increase during Summer to 1 knot; there is no considerable tide. 

(b) References: BA Chart 3356; BA Pilot Book 49, 6th edition 1976. 
Documents: One crew list, one ship's stores list and clearance from last 
port. 

Pilotage: Pilot also acts as Loading Master and boards vessel at the 
anchorage. A pilot ladder/accommodation ladder combination is to be 
rigged on the starboard side. Vessels must give a lee for the pilot launch. 
Pilots work preferably during daylight hours. 

Anchorage: The anchorage is one to two miles North of the buoyfield 
in 20 to 40 fathoms of water. There is good holding ground on sandy 
bottom; no shelter during Northerly winds or swell. The port closes during 
strong winds and swell. An open sea approach; no dangers on the way 
to the anchorage. The coastline is low desert and gives a poor echo, 
the best radar echo during the approach was the tankfarm and the pipe- 
line. 

Max. Size: Max. draft 75 ft. Max.size 400,000 d.w.t. 

Radio: ETA information to be given preferably via Alexandria Radio to 
telex number 54108 attention “SUMED operations — Alexandria” at 72, 
48, 24 hours prior to arrival. Initial message should give call sign; 
Summer deadweight; Summer draft; cargo requirements with name of 
crude and approximate quantity required in cubic metres and long tons, 
also maximum loading rate required in cubic metres; last port; whether 
vessel carries 2 x 16 in. reducers. 

Health: Free Pratique is given by the Pilot/Loading Master. 

Tugs: One tugboat, 2,200 h.p., is on standby at the buoyfield and will 
assist on request. 

Berthing: The vessel moors to a SBM. The mooring equipment, 2 wire 
slings, 2 shackles and a toolbox, are taken from the launch. 

SBM Loading Berth: The hoses are connected by the ship's crew under 
the supervision of the Loading Master. The (216 in.) hoses are of a 
floatable type with a Camlock connection. 

The maximum loading rate is given as 15,000 cu.m./h. or as requested 
by vessel. Before completion of cargo the pumps are stopped and the 
balance loaded by gravity. At the present time the dirty ballast facilities 
are under construction. 
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Repairs/Drydocks: At Alexandria about 12 miles to the East. No facilities 
at Sidi Kerir. 

Density: 1026. 

Supplies/Services: None. 

Authority: The Pilot/Mooring Master acts as Government 
Representative. 


SHIPMASTER’S REPORT: November 1987. 

Pilotage: The Pilot/Loading Master and the surveyor boarded by 
helicopter. No Notice of Arrival was given. 

Documents: The pilot takes the vessel's Register, Load Line Certificate, 
Safety Construction Certificate, Derat Certificate and Safety Radio 
Certificate for clearance. Various local forms are supplied by the pilot 
for completion. 

Anchorage: Vessel used B.A. Chart No. 3356 (New edition March 1976). 

Vessel anchored with the radio mast bearing 113° (True) and the water 
tower bearing 141.5° (True). The distance from the stern to the shore 
by radar was 2.6 miles and the distance from the stern to the buoy was 
1.2 cables. 

Notice: The following notice was handed to the Master on arrival: 
QUOTE 
Ship's Alertness. 

This Terminal is on an open roadstead, therefore, during the time a 
ship is moored at the Terminal, the ship's engines and gear must be 
ready with full power for immediate use. 

A vessel in a submarine berth must be able to clear and shall clear 
immediately upon advice of the Mooring Master or as directed by 
Sumed's Terminal Superintendent. 

Ship's personnel should be at their stations and alert at all times during 
mooring, unmooring, and during cargo transfer operations. 

Watchman must be stationed forward to watch the buoy, ropes and 
floating hoses. 

Watchman must be stationed beside the manifold to watch the 
connection. 

The vessel must stand-by on the VHF (Channel 78) at all times during 
the loading operations. 

UNQUOTE 


SHIPMASTER’S REPORT: September 1989. 

Vessel: VLCC, 268,000 d.w.t. 

Charts: BA. Chart No. 3323 is somewhat out of date in the information 
it contains, according to local sources. This is probably because the 
Admiralty has not been advised of the latest information by local officials. 
It appears that the strictures about old surveys no longer apply to the 
area of approach, but which parts have been surveyed, and when, | was 
not able to discover. Suffice it to say that about 50 vessels per month 
use the terminal, ranging from fairly small ships up to and including 
those of the same size or larger than this vessel, having a loaded draft 
in the region of 21.0 m., and all have managed to arrive and leave without 
mishaps. 

The pilot station and Waiting Area to the S.W. and West of the SBMs 
is the original one which was in use when terminal was first started. 
Nowadays this is only used by vessels which arrive for the first time and 
have no alternative information. 

The preferred waiting area is now to the N.E. of the SBMs and this 
is used by the majority of vessels, especially those which trade regularly 
to the terminal. 

Pilots: Pilots now prefer to board by a small helicopter and if possible 
during daylight hours only. If movements are performed after dark, the 
more conventional method of boarding from a launch is used. 

The Pilot boats come from a depot near Alexandria, which is another 

reason why the area N.E. of the terminal is preferred, being that much 
nearer. 
Pilot Boarding Position: We were requested to come to a position 
1.5 miles East of the buoy, to which we were to moor, and similar 
instructions were heard being given to other vessels which were berthed, 
although the helicopter can go to any position. 

Helicopter prefers vessel to be heading into wind for landing. 

Cargo documents are delivered by helicopter and pilot leaves in same 

way, except as stated above, when night-time movements are made 
and a launch is used. 
Documents: The SUMED Loading Master/Pilot acts on behalf of the 
relevant Government Departments and requires 4 copies of Crew List, 
2 copies of Vaccination List and 2 copies of Stores List. Also required, 
were the following Ship's Documents, which are taken ashore for 
verification and returned with cargo documents prior to sailing: 

Certificate of Registry. 

Load Line Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Safety Radio Certificate. 

Suez Canal Tonnage Certificate (if applicable). 

Panama Canal Tonnage Certificate (if applicable). 

Communications: We used telex communication throughout without 
problem, the numbers for the SUMED office are 54108 and 54033. No 
information was received from them, and on arrival, the same information 
was requested on VHF Channel 78. 

Ballast: Vessels are preferred with clean ballast, but reception facilities, 
for which a charge is made, do exist. Another hose is connected for 
dirty ballast discharge to reception ashore. This can sometimes be a 
slow process if the system has been heavily used and is near the limit 
of its capacity. 

Loading: This vessel loaded 2 grades, a maximum rate of 10,000 
cu.m.p.h. being available on each. The grades were loaded one after 
another, two hoses being used. A “short stop” of 10,000 cu.m. was 
necessary, as the second grade then follows the first down the pipeline. 
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AUTHORITY: Arab Petroleum Pipeline Company (Sumed), 431 & 
Guish Avenue, Loran, Alexandria, Egypt. Postal Address: P.O.Box 15% 
El-Saray, Alexandria, Egypt. Tel: 5864715. Telex: 54033, 54108 Sume; 
Un. FAX: 5866723. Contact: Captain Hussein Ghazy, Marine Manage 


SUEZ CANAL (including Port Said and Suez): 
(See Plan) 


Also see “Rules of Navigation”. 
DOCUMENTS: 

The following documents are required on arrival: 

The last Classification Certificate issued. 

Information concerning a vessel transiting the canal. 

4 copies Crew List. 

*Ship's Register and Suez Canal Special Tonnage Certificate. 

General arrangement and capacity plans of the vessel, if transiting 
the Suez Canal for the first time, or, undergone any alterations. 

Suez Canal Authority's double bottom tanks capacity form. 

Navigability form. 

Complete set of Manifests covering all cargo on board showing name 
of shippers and consignees. 

4 copies List of Passengers in Transit. 

Landing cards for passengers landing finally in the A.R.E. and fo 
those landing in the A.R.E. in transit. 

4 copies List of Passengers finally landing in the A.R.E. (if any 
together with their addresses in the A.R.E. 

Deck Log Books showing date of last call at an A.R.E. port, complete: 
up to the time of arrival at Port Said or Suez. 

Mail Waybills for ports beyond Suez Canal ports and alternatively, : 
document from the Master is required (cargo and passenger ship: 
only). 

Quantity of bunkers, water and cargo on board. 

Free Pratique Certificates issued by the local Quarantine Doctor. 
In case of a Northbound vessel loading or discharging alongside qua 
staying more than 24 hours in Suez, the following documents shout 
also be presented. 

(1) Load Line Certificate. 

(2) Safety Equipment Certificate. 

(3) Radio Safety Certificate. 

(4) Documents covering names and ratings of ship's officers and the 

certificates. 
* It is essential, to have amongst ship’s documents, on board the vess: 
valid National Ship's Registry Certificate showing latest ship's name ar 
her present Owners. 

The above procedure is requested by the Suez Canal Authority, Tratt 
Control, to avoid delay for ships in joining the first convoy, or being liabe 
to be stopped in the Canal in case of direct transit from Roads. 

Advance notice to both Suez Canal Authority's Traffic Control at 
Measurage, with minimum period of 48 hours prior arrival. 


For Pilot's Use: 
(1) Arrival form of the Suez Canal Authority. 
(2) Declaration “E” form for dangerous cargo on board in transit. 
(3) Any other documents relating to shipments of dangerous cary 
radio-active or fissile. 
N.B. Plain Suez Canal Forms are normally handed to Master by Pils 
or ship's Agents, to be filled on arrival and also for use on consequé’ 
voyages. 


Quarantine Authorities: 

Quarantine Questionnaire in duplicate (Form No. 15 Q.A.) showit 
all ports of call, as well as dates of sailings for the last 30 days, natu! 
of cargo on board, destination, as well as sickness among crew? 
passengers, if any, specially when it is presumed that the sick will? 
hospitalised. These forms can be filled on arrival if not available on bo 
before arrival. 

1 Crew List 

1 Passenger List. 

Derat Certificate should be handy for inspection. 

Clearance from last port. 

Passports: 

For Immigration Officer the following documents are required § 
arrival: 

Arrival Immigration form, duly completed. 

1 Passenger List. 

List of Passengers finally landing, in duplicate. 

Crew List. 

Valid passport with entry visa is required for landing in A.R.E.* 
passengers landing. Emergency visa can be granted on arrivé 
so required. 

For Customs Use: 

(1) Bonded Store List, in duplicate. 

(2) Crew List and Passengers’ list in duplicate, showing rate 

consumption of each. 


Arrival Formalities - Documentation: 
Upon arrival at Port Said or Suez for transiting the Suez Canal, Ma? 
will be presented with the following documents by the local authori 


1. Maritime Declaration of Health 4 pages 
2. Ship's Report 1 page 
3. Notice for Port Officer 1 page 
4. Declaration for Ships in Ballast 1 page 
5. Statistical Declaration 1 page 
6. Information Concerning a Ship 1 page 


7 Information Concerning a Vessel Transiting the 


Canal 1 page 
g. Declaration of State of Navigability 1 page 
9, Declaration Concerning Use of Double Bottom 

Tanks and Lower Parts of High Tanks 2 pages 
10 Passport Control Office Declaration on Arrival 2 pages 
+1. Requisition for Canal Projector Apparatus 1 page 
12, Canal Mooring and Lights Co. (receipt) 1 page 
13, Passport Control Office - Declaration on Arrival and 

Departure 1 page 
14. Declaration on Departure 1 page 


Note: Shipmasters should pay special attention to Document No. 9, 
peing the Declaration Concerning Use of Double Bottom Tanks and 
Lower Parts of High Tanks, which document will assist the Suez Canal 
authorities in assessing the Canal tolls. The schedule on the reverse 
side of the form must be filled thus avoiding any over-assessment of 
the Canal tolls. 

Moreover, and when Shipmasters are requested to sign 2 copies or 
more of the same document, they should ensure that the first page is 
marked/stamped as “original” and all other copies to be marked/ 
stamped as “copy”. 


Shipmaster'’s Report: January 1984. 
Crew Personal Effects Declaration, Bonded Stores Declaration 
andStores List are not required. 
The Bonded Store is not sealed. 
The ship's Log books are not taken ashore but the Certificate of 
Registry is taken in Port Said and returned at Suez. 
Shipmaster's Report: October 1988. 
The following documents are required for Suez Canal transit: 
Agent: 1 copy Crew List. 
State Agent: 1 copy Vessel Information Form. 
5 copies Crew List. 
1 copy Navigability Form. 
1 copy Cargo List. 
1 copy Shipping Agency Inward/Outward Form. 
1 copy Liferaft Certificate. 
1 copy CO2 Certificates. 
Vessel’s Safety Certificates. 
Customs: Free Zone Certificate. 


Quarantine: Quarantine Questionnaire. 
1 copy Crew List. 
1 copy Clearance from Last Port. 
1 copy Vaccination List. 

Suez Canal 


Authority: 1 copy Crew List. 
1 copy Vessel Information Form. 
1 copy Double Bottoms Tank Capacity Form. 


Pi following documents are required for vessels berthing at Port 
aid: 

Agent: 1 copy Crew List. 
Immigration: 2 copies Crew List. 
obligatory). 

Quarantine: 1 copy Clearance from Last Port. 
1 copy Quarantine Questionnaire. 


Circulars: Issued by Canal Shipping Agencies Company, Port Said: 


Circular No. 42/81: To all Shipowners and Masters. 

We append hereunder free translation of Circular No. 2004/T81 
received from the Deputy Manager, Transit Section, Suez Canal 
Authority, Port Said: 

‘Ithas been noticed that the necessary notification which should be 
given before the ship's entry in harbour in case of carrying dangerous 
cargo on board is neglected by Masters who also fail to fulfil the relative 
declarations, as stipulated in the Suez Canal Authority's Rules of 
Navigation Appendix for Vessels Carrying Dangerous Cargo (Edition 
1977), which may expose both the vessel and the port to risks arising 
from the goods in question. 

Kindly, therefore, draw the attention of Owners and Masters to the 
necessity of adhering to the said rules, noting that the Master will be 
entirely responsible navigably and criminally for any occurrence which 
may arise from failure to give the required notification, inaccuracy of 
details or omitting to take the necessary precautions on board”. 


Circular No. 23/82: To all Shipowners and Masters. 

We once again should like to draw your kind attention to the fact that 
some Owners abroad do not provide the Protection Centre, Nuclear 
Research Centre of the Atomic Energy Establishment, Cairo with 
Sufficient information in respect of such shipment on board their vessels. 

In this connection, we would refer to our Circular No. 3/79 dated 6th 
January, 1979, text of which is quoted hereunder for your easy 
‘eference. 

“According to Circular No. 4/3BA-40601 2, dated 1st September, 1964 
and the amending Circulars issued by the Transit Section of the Suez 
Canal Authority and also the Suez Canal Authority's Rules of Navigation 
Appendix for Vessels Carrying Dangerous Cargo, the transport of 
adioactive substances carried by vessels transiting the canal are 
Subject to protective conditions concerning transportation and transit, as 
Specified therein, with the object of ensuring the safety of the said water 
“lannel and its environment. 
gh Owever, it has lately been noticed that due attention is not given by 

hipowners and Shippers abroad to forwarding the relative complete 
data which must reach the Atomic Energy Establishment before each 
Shipment with regard to substances of Group 1 or on shipment with 
ag to substances of Group 2, this being in accordance with Item 3 

the aforesaid circulars and also Chapter 3 of the Appendix in question. 
ony: therefore, advise Shipowners and Shippers that all the said 
nieations should be fulfilled, especially regarding the complete 
memation relating to radioactive substances which should be sent 
"mediately upon its receipt to: Head of the Protection Section, Nuclear 


(Shore passes and Passports 


EGYPT, Arab Republic of 


Research Centre, Atomic Energy Establishment, Atomic Energy Post 
Office, Cairo. 

This will enable us to take the necessary action to safeguard public 
interest. 

We add that it is of vital importance that you also supply your Agents 
with all the required relative information and documents sufficiently in 
advance, to enable them to take the necessary action with both the Suez 
Canal Authority and the Atomic Energy Establishment in Cairo. 

MAX. SIZE: Directorate of Transit, Suez Canal Authority Circular 
No. 434408. 

As from 1st January 1990, our Circular No. 432842 dated 7.3.1985 
to be amended as follows: 

“Possibility of transit SOUTHBOUND”: Vessels with draft over 42 ft. 

Recently several shipowners contacted the S.C.A. requesting the 
possibility of transiting their vessels at a draft over 42 ft. Southbound. 

To help canal users, specially nowadays, with the present world 
situation in shipping, the S.C.A. undertook some studies and decided 
to allow such vessels to transit the Canal, on the following conditions: 

1. Any tanker or vessel may transit the Canal Southbound at a draft 
over 42 ft. and subject to our Circular No. 432144 dated 24.10.83, 
regarding beam and speed of 13km./hr. (Also see “Rules of 
Navigation’). 

2. The Suez Canal Authority is to be informed at least one week 
before loading. 

3. Owing to special traffic arrangement and precaution taken by the 
S.C.A., additional charges will be levied for each case separately. 

4. Applications will be studied case by case. For that reason the 
following information is required: 

(a) Port of loading and discharging. 

(b) T.P.I. 

(c) Beam, d.w.t., S.C.N.T. 

(d) Last transit and maximum draft. 

(e) Transit draft for particular transit Southbound. 

5. Vessels over 47 ft. draft: 

If vessel is up to 170,000 tons d.w.t., one tug escort. 

If vessel is over 170,000 tons d.w.t., two tugs escort. 

A rate of 6,000 S.D.R will be charged for each tug escort. 

HEALTH: On entering, vessels must hoist the International Quarantine 
Signal for compulsory quarantine. Any sickness must be reported to the 
doctor specially when it is presumed that the sick will be hospitalised. 
The Quarantine doctor meets the ships whilst entering the port and the 
ships are boarded in turn. To get a quick clearance and not to be left 
for later attendance, Masters are requested to receive the doctors as 
soon as they board and to have the following documents ready: 
Quarantine Forms in Duplicate: When inserting the ship’s register net 
tonnage special care should be taken in indicating same on the 
2 quarantine forms (Form No. 15 Q.A.) as the dues are calculated on 
that tonnage, as incorrect information may cause complications. 

Derat Certificate should be handy for inspection. 

Clearance from Last Port should also be handy. 

All ports at which the vessel has called as well as dates of sailings 

for the last 30 days should be inserted in the form. 
Quarantine Signals: 
By day: ‘‘Q”’ flag (signifying vessel healthy). ‘‘Q’’ Over first substitute 
(QQ). (Vessels have cases of infectious diseases more than 5 days ago, 
and there have been unusual mortality among the ratings or crew on 
board.) ‘“Q” over L flag (QL) signifying (vessel is infected and has cases 
of infectious diseases less than 5 days ago.) 
By night: red light over white: The flags and lights must remain hoisted 
until Free Pratique is granted. Ships in transit under Quarantine through 
the Suez Canal will use the same signals until they clear the other end 
of the Canal. 
Important: In the event of a vessel arriving from a port that has been 
internationally declared infectious and the incubation period has not yet 
expired at the time of the ship's arrival at an A.R.E. port the vessel is 
put under compulsory Quarantine, moored at an isolated berth and no 
shore contact is allowed. Nevertheless, the ship can still carry out her 
normal operations on condition that all shore personnel are holding valid 
vaccination and/or inoculation certificates issued by the Quarantine 
Administration. The ship's personnel should also carry International 
Vaccination and/or Inoculation Certificates. Final landing passengers, 
not carrying such certificates, will be landed under Quarantine 
supervision and will be kept isolated at the lazarette until incubation 
period is over. 
Pratique Granted by Radio: Pratique may be granted prior to ship's 
arrival provided the following conditions are adhered to: 

(1) The vessel must be a regular liner known to the Quarantine 

Authorities and has a doctor on board. 

(2) Details shown on the Quarantine Statement should be radioed 

to the Quarantine Authorities 24 hours prior to ship's arrival. 

(3) Masters of vessels must declare before their arrival any accidents 

which might have taken place on board prior to the arrival in port. 

(4) The ship must not have called at any infected port. 

RADIO: Authorised Personnel Checks: Masters of vessels are 
requested to contact the Suez Canal Authority via its wireless station 
“SUQ” (watch frequencies 425 kHz, 454 kHz and 468 kHz) whenever 
they want to make sure of the identity of any Suez Canal personnel 
embarking their vessels, either in the approaches or in the harbours or 
in the Canal waters. Also in case of any urgent complaints which may 
need quick investigation. 

Radio Officer's Report: May 1990. 

“SUQ” receives on 425 kHz, 454 kHz, 468 kHz and transmits on 
421 kHz. 

The station comes on watch at 0900 hrs. (L.T.), with CQ general call, 
till 1300 hrs., only for messages regarding convoy. It will not accept 
public correspondence, but will accept messages for Port Authorities 
regarding joining or missing convoy, etc. 

General messages are sent and accepted at 1500 hrs. (L.T.). 

VTS: Vessel Traffic Management System in operation. 
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TUGS: Highly qualified crew are available on board several tugs owned 
by the Suez Canal Authority in Port Said, Suez and in all Suez Canal 
stations. These tugs assist vessels to berth in Port Said harbour as well 
as in Canal if a case arises. It is left solely to the Canal Authority to 
decide whether more than 1 tug is needed (free of charge) to assist any 
ship to moor in the Port Said harbour, but if a Master of a vessel finds 
it necessary to employ an extra tug for berthing or if he needs a tug for 
any other reason, such an operation will then be charged against the 
vessel. 
Salvage Tug Boats: 

(1) 3,200 h.p. Mounir, Moawen 1, Moawen 2 

(2) From 3,500 to 5,000 h.p. Antar, Bassel, Barei, Fahd. 

(3) 6,400 h.p. Mared, Shahm. 
Harbour Tug Boats: 

1,600 h.p. Bori, Wakar, Chadid, Hout, Kirsh, Morgan, Shabar. 

BERTHING: 


Port Said: 
Places or _ No. of Length of Length of 
Names Berths Nos. berth vessel Remarks 
(m.) (ft) (m.) (ft) 
tsolated Berths* 3 1 280 919 232 761 
i= 250 820 202 662 
3 314 1,030 266 872 
Outer Harbour 10 1A 245 803 197 646 
Basin 2A 300 984 252 827 
3A 
4A 
5A 
6A without ; o 
7A limitation Vessel heading 270 
BA 
9 ALN. 
9AS. 
5 “AE: 
5 AE, 
ed <P pera 107 350 Vessel heading 090° 
8 AE. 
9 AE. 
Red Berths” %7\OiR 140 459 92 301 On the Western 
1R 245 804 197 646 side of channel 
2R 290 . 951 242 794 
3R 238 780 190 623 
4R 295 968 297 975 
5R 162 532 114 374 
6R 280 919 232 761 
Black Berths* 7 1N 270 3886 193 633 On the Eastern 
2N 170 558 122 400 side of channel 
3N 270 886 222 728 
4N 205 672 157. 515 
5N 220 721 172 563 
6N 225 738 177 +580 
7N 230 754 182 596 
Navy House 6 1 61 200 
2 61 200 
3 101 330 
4 168 550 
A] 168 550 
6 168 550 
Cherif Quay Alongside 
Abbas Quay Alongside 
Hussein Basin 17 91 300 South of the 
to to inflection point 
180 620 North of the 
inflection point 
E Berths* 4 1E 325 1,066 277 +879 Depth 28 ft. 
2E 280 919 232 742 Depth 31 ft. 
3E 250 820 202 662 Depth 32 ft. 
4E 220 721 172 563 Depth 32 ft. 


*Note: In good weather the length on buoys may be increased from 3 m. to 9 m. according 
to the length of the berth and height of the vessel. 


Quays at Port Said: The Suez Canal Authority has quays to enable 
vessels to berth alongside at Cheriff and Abbas Basins. Length about 
1,300 m. Height about 2 m. from sea level. Also 14 cranes of 3 tons 
lifting capacity each, running on rails have been installed. Maximum 
draft allowed is 27 ft. The best part of these quays is ready and vessels 
with full cargo for discharge are now berthing alongside. Vessels drawing 
more than 27 ft. have to lighten their cargo into lighters to that draft 
before berthing. 

The distance between Bollards 23 and 24 South of deep Abbas Quay 
(30 m.) has been reserved for the berthing of one Ro/Ro vessel by the 
stern, within the present allowed draft (27 ft.). 

Height of quay from sea level: 2 m. 
Average tide all year: from 40 to 50 cm. 
Thickness of fender: about 50 cm. 
Breadth of quay edge: from 50 to 60 cm. 

Container quay with length 350 m. and depth 45 ft. 2x45 ton cranes 
are being installed. An additional 250 m. multi-purpose quay has been 
built adjacent to it. 

Grain vessels of 45,000 d.w.t. can berth alongside a 100 m. length 
hulk with 2 barges as spacers. Rate of discharge 400 t.p.h. Storage 
capacity: 10x 400 ton silos and 120,000 silo. 

Suez: 

Port Ibrahim: Port Ibrahim is the Port of Suez. It consists of North and 
South Basins. 

North Quay: The North Basin has, on the North side, a quay length of 
2,415 ft. a total breadth of 975 ft. and depth of 26 ft. at high tide. Quay 
can accommodate 4 large ships. 

Berths 4 and 5, where stores are available, are suitable for general 
cargo. 

Khedivial Quay: Berths No. 9, 10 and 11, length 119 ft., depth 24 ft. at 
high tide. 

Mobile cranes available; 5 tons, 15 tons and 30 tons capacity. 
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ernie Quay: (Pontoon Berth) No. 6, 1 berth, length 1,000 ft., dra 
6 ft. 

Adabiya Quay: This quay is situated on the Western shore of the Sue 
Bay, and is under the control of the Naval Authorities. The max. drat; 
26 ft. 06 in. and can accommodate 4 large vessels. Max. length of vess 
allowed to berth alongside quay 500 ft. Mainly bulk wheat discharge ay 
direct delivery of general cargo. Also see “Developments”. 

Marakib Quay: Situated at the entrance of the Canal depth 28 ft.; ce 
accommodate passenger and cargo vessels. 

Storage Capacity at Suez: 


North Quay 40,150 sq.ft. 
Pilgrims Quay 20,952 sq.ft. 
Khedivial Quay 8,448 sq.ft. 

69,550 sq. ft. 


While stacking spaces on the quays are: 332,050 sq.ft. 

STEVEDORES: As stated in the ETA messages, Masters are advise 
to include in their messages details of cargo to be discharged in eithe 
Port Said or Suez, hatch by hatch and gangways required, if possible 
All loading and discharging operations in Port Said Harbour and Sue 
Roads are effected by lighters. There are steel lighters, and set 
propelled barges available for this purpose that will allow rapid work 
be carried out. At Port Said several reefer ships are provided with fg 
floating pontoons to facilitate discharge of cargo. At Port Said the dre 
of water does not allow ships to be berthed alongside quays to car 
out cargo operations except in Cherif and Abbas Quays whic 
accommodate vessels up to 27 ft. and consequently same are Carne 
out also from and into lighters which are brought alongside the vesse 
whilst at anchor. 
MEDICAL: It is very essential for Agent to receive advance notices 
required medical attendance at least 24 hours prior to ship's arrival. 4 
ordinary medical supplies are available and prescriptions are execute 
at any time at moderate prices and delivered during ship's stay in por 
Medical assistance at Port Said and Suez is available. Consultations o 
board could be arranged through ship's — at any time by dayo 
night. Reliable dentists are available at Port aid and could be consults 
on board, if necessary, and during the following period at their clini 
From 0900 to 1300 hrs. and from 1600 to 1900 hrs. 

Oculists are available for consultations at town clinics in Port Sa 
during-usual working hours. Opticians are also available at Port Sat 
The following hospitals are available with ample first, second and thir 
class accommodation, accepting patients irrespective of nationality: 
reasonable charges: 

At Port Said 
Al Mabarra Hospital 
Notre Dame de la 
Deliverande Hospital 
Two General Government 
Hospitals 
T.B. Hospital 
Isolation Hospital 
Ophthalmic Hospital 

Ship’s personnel should carry international vaccination and? 

inoculation certificates if a vessel is arriving from a port that has bee 
internationally declared infectious and the incubation period has not) 
expired at the time of arrival. 
TANKERS: There is a bunkering station at Port Said harbour which ce 
accommodate 4 tankers with not more than 38 ft. draft for the purpos 
of discharging their cargo of fuel or diesel oil to the different oil bunkenm 
companies. 

Tankers in Suez discharging bunkers and changing crew do so int 
New Suez Terminal or the Suez Petroleum Basin. Tankers in Port Sa 
discharge bunkers only. 

Oil Storage: There is ample tank storage for bulk petroleum product 
New Suez Terminal: The terminal is situated in Suez Roads. 

(1) Presently one berth has been reconstructed and is used? 

tankers chartered by EGPC. 

(2) el depth of water at LWOST in the approach Channel! 

38 ft. 

(3) Minimum depth of water at LWOST alongside each berth is 3 

(4) Maximum safe length of tanker applicable 750 ft. 

(5) Six pipe lines each berth:— 

4 lines < 20 in. 
2 lines x 16 in. 
1 line x 4 in. (fresh water) 

(6) All types of oil products can be handled at this berth. 

(7) Facilities are available for reception of ballast. There is a chal 

for the service. 
Suez Petroleum Basin: 

Jetty No. 4 can take tanker length 500 ft. with 26 ft.draft. 

Jetty No. 5 Max. length 530 ft. Max. draft 26 ft. 

Jetty No. 7 Max. length 570 ft. Max. draft 26 ft. 

There are sufficient pipes for discharge. 

FRESH WATER: Available for supply ex self-propelled barges to # 
quantities required at all times with minimum supply of 50 tonnes! 
vessels exceeding 500 tonnes gross provided vessels _ inside * 
harbours, vessels at anchorage areas minimum supply quantity 
200 tonnes. 

Canal Shipping Agencies Company — Circular No. 123/84: 

Fresh water supply for Southbound vessels in Bitter Lakes and Bal 
West Branch: 

Owners and Masters are hereby notified that Southbound ves# 
entering the Canal direct from sea, will be able to have their fresh we 
supply while at anchor in the Bitter Lakes or in Ballah berths as ‘® 
20th November, 1984. 

The Suez Canal Authority has its lightening vessel “Nagda |" statio" 
at Ismailia and ready for this purpose. 

The vessel “Nagda |" is 3,200 d.w.t., 85 m. long, 15 m. breadth # 
her fresh water tanks capacity is 1,200 tons. 


At Suez 
Al Mabarra Hospital 
Abou El-Azayem Hospital 
General Government Hospital 
Isolation Hospital 
Ophthalmic Hospital 


demands for fresh water should be made through the Agent 
epresenting the vessel, 24 hours pre-arrival, to Port Said Harbour, price 
ser ton of fresh water is the same as in Port Said harbour against receipts 
signed by Masters for the quantities received (minimum quantity is 

tons) 

abe Different grades of fuel oil are available from different firms. It is 
~ystomary that the Master should advise in his ETA message of the 
vessel's requirements, fuel or diesel oil, at least 24 hours prior to ship's 
amval into port. Bunkering is by contract between the Owners and the 
dierent bunkering firms, and nominations should be arranged for each 
yesse! separately between the Owners and Head Office of the bunkering 
frm abroad, and for which payment is also effected abroad. Only the 
compagnie Orientale des Petroles accepts payment in cash out of 
Shipping Account No. 2 for supplies effected by them and in which case 
anomination is not required. Vessels can be berthed in the oil installation 
and thus can effect their bunkering requirements through pipe-lines. 
Tankers which are not gas-free, cargo vessels carrying dangerous 
materials and passenger vessels, which are moored opposite the town, 
can be supplied with requirements of fuel and diesel oil ex self-propelled 
parges with max. capacity of 700 tons. 
Port Said: Vessels can also be supplied at the anchorage areas and 
in Port Berths by means of supply tankers and self-propelled barges 
respectively. 
Suez: Bunkering always done ex-barges. 
FIRE PRECAUTIONS: In accordance with the Suez Canal Authority's 
regulations, tankers and vessels carrying dangerous materials must 
comply with their requirements, concerning fire regulations. 
CONSULS: The following countries have Consulates or Consular 
Agencies in Port Said: 


Denmark Italy Sweden 
Finland Netherlands U.K. 
France Norway U.S.A 
Germany F.R. Panama U.S.S.R 
Greece Republic of China 

India Spain 


The following countries have Consular Agencies in Suez: 

Denmark Finland Norway Sweden 
REPAIRS: Most types of repairs whether temporary or permanent can 
ve carried out here by the Suez Canal Authority's shipyard or its 
subsidiary Companies, under the supervision of the appropriate 
surveyors, if necessary. Suez workshops are well equipped for 
undertaking all kinds of marine repairs to hull, main and auxiliary 
engines, boilers, navigation aids, radar and cooling, and installations. 

Vessels carrying explosives are not allowed to carry out repairs. 
Tankers loaded or in ballast but not gas free are not allowed to carry 
out repairs, except in cases of force majeure of which the Canal Authority 
issole judge. Gas-free tankers must present Gas-free Certificate before 
they are allowed to carry out any repairs. If unavailable, a chemist 
approved by the Suez Canal Authority can be appointed for testing the 
tanks and issuing the Gas-free Certificate. The aforementioned 
restrictions are applicable at Port Said only and not at Suez where 
vessels anchor at roads and are of no danger. 

Other Repair Facilities: Exist at Port Said for air conditioning, wireless 
lelegraphy, radar, course and rudder recorder, refrigerators, and 
refrigerating units. 

All kinds of repairs to echo sounding devices are carried out at Port 
Said and Suez by experienced specialists at reasonable charge. In Port 
Said different types are dealt with by the Port Said Engineering Works 
and Eastern Electronics. The electrical repair workshop in Suez is 
operated by Suez Electronics. 

CARGO GEAR: These are normally supplied by the stevedores to 
comply with the nature of cargo discharged or loaded from cargo ships. 
Rope lengths and other cargo gear may be additionally required to 
expedite ship's discharge. 

DRY DOCKS: A floating dock of 25,000 tons, capable of docking vessels 
up to 50,000 d.w.t., is available at Port Said as well as a dry dock at 
Suez. Sufficient notice is required to book the date for either the floating 
or the dry dock. 

Repair facilities are available at Suez, where a dry dock is suitable to 
accommodate vessels up to 8,000 d.w.t. 
Dimensions: 

Extreme length to inner sill 

Breadth at entrance 

Height of water over keel blocks: 

at Spring tide 22 ft. fore, 26 ft. 3 in. aft 
at Neap tide 19 ft. fore, 23 ft. 3 in. aft 

The max. draft at which a vessel can use the dry dock is 17 ft. fore 
and 20 ft. aft. Deeper drafts may be arranged with the management. 

The Suez Canal Authority's Floating Dock and Shipyard is situated at 
the Northern entrance of the Suez Canal, opposite to Port Said 
lighthouse. 

Ships up to 50,000 d.w.t. may undergo all kind of repairs in the shortest 
possible time. Tankers, by gas-freeing during their voyage from their 
home harbour to Port Said, will save at least 4 days if they carry out 
their repairs in our dock. 

Port Said Shipyard has 3 floating cranes, 140 ton, 1x100 ton and 

‘200 ton capacity available for hire. 

SANGWAY/DECK WATCHMEN: In both basins Cherif and Abbas at 

ort Said, where cargo vessels are normally berthed, ships’ gangways 

can be used for disembarkation and embarkation. Passenger vessels 
ae moored in special berths, i.e. Red Buoys, opposite the town, and 
°an be supplied with 1 or 2 floating bridges (snake pontoon) which can 
connect the ship with the shore to enable the transit passengers and 
members of crew to proceed ashore. Cargo ships and other vessels 

T0oring at the different buoys must lower their gangway to facilitate 

‘sembarkation and embarkation of ship's personnel as well as different 
aticials. As far as Suez is concerned, all vessels must lower their 

gangway for the same purpose stated above. A deck watchman is 

commended. 
Also see “Police/Ambulance/Fire”. 


464 ft. 
73 ft. 


EGYPT, Arab Republic of 


Circular No. 1/87: 
1. Each vessel, tanker and/or floating unit of any type which berths 
in Port Said and/or Suez either to transit the Suez Canal and/or to carry 
out operations has to engage watchmen in the following procedure: 
Gross Tonnage of Minimum No. of Watchmen 
Floating Unit to be engaged per Unit 
(a) up to 999 tons 1 watchman 
(b) from 1,000 tons to 2,999 
tons 
(c) from 3,000 tons and over 
(d) passenger ships 


2 watchmen 
3 watchmen 
According to Master's require- 
ments with a minimum of 3 

(e) Large cargo ships watchmen. 

2. Each Contactor has to submit to the Master a list showing names 
of watchmen engaged and their serial numbers. 

3. The vessel has to ascertain that each watchman is in possession 
of an identity card and/or badge bearing a serial number, photo and 
name of the marine contractor through whom he has been engaged. 

4. Masters are kindly requested not to sign blank receipts as it is 
eae cg to keep a copy of same onboard for perusal in case of 
need. 

5. Any incident concerning watchman’'s attitude on board has to be 
reported immediately to the Agents so that necessary steps can be 
accomplished on the spot for the safeguard of ship’s interests. 


Circular No. 86/84: 

On the occasion of the current security precaution measures adopted 
at present, kindly advise Owners and Masters to the following steps: 

1. Upon ship's arrival in Canal waters, security personnel may board 
vessels with at least two persons with certified identity cards issued by 
the Suez Canal Security Directorate. The above procedure is a part of 
security plan to safeguard ships’ transit in the Canal due to the prevailing 
circumstances. 

2. Utmost care and accuracy to be taken in relaying information 
about ship's tonnage and all particulars concerning cargoes onboard, 
thus complying with manifests, avoiding ship's delay or checking. 

3. Special attention to be given on passing information for expected 
vessels either from the North or the South, and immediate notice for 
any alteration to be relayed to concerned parties with a minimum period 
of 6 hours before arrival at Anchorage Area to avoid being delayed. 


OPENING/CLOSING HATCHES: In accordance with Charter Parties, 
the opening and closing of hatches are dealt with as instructed in this 
Agreement, but for vessels carrying out minor cargo operations, it is 
customary that stevedores open and close ships’ hatches against ships’ 
account. To expedite vessel's transit, it is always recommended that 
ship's crew, during vessel's entering into the harbour should open the 
hatches and rig ship's derricks in order that they may be ready for cargo 
operations immediately upon ship's arrival at either Port Said or Suez. 
CUSTOMS ALLOWANCES: Every member of crew is entitled to have 
1 carton of cigarettes, 8 ounces of tobacco, and 1 bottle of spirits for 
his own consumption during ship's stay in Port Said, Suez Canal transit, 
until vessel exits the Canal or vice-versa. Same applies to passengers, 
and a limited quantity of bonded stores can be permitted in public rooms 
and bars on passenger ships. Crew and passenger list, in duplicate, 
showing the amount in possession of each must be ready on vessel's 
arrival for submission to the Customs Representatives who normally 
proceed on board on arrival to seal up the Bonded Stores. 

CREW CHANGES: 

By law, only the official State Agents are permitted to handle reception 
or repatriation of crew in Egypt. 

Crew members arriving at Cairo Airport to join a vessel must have a 
letter of introduction addressed to the Manager of Cairo Shipping 
Agency, 7 Abdel Khalek Tharwat Street, P.O.Box 468, Cairo, telephone 
number 745755 or 745863. This introductory letter is to be produced 
immediately upon arrival to the representative attending at the airport. 
Note: A representative is usually in attendance when the crew member 
steps off the bus and passes through the doors at the entrance hall. 
Distance from the bus about 20 m. — 25 m. — just in front of the banks. 

Visas can be obtained at the airport. 

The Suez Canal Authorities have also stipulated the following 
requirements for arriving crew members: 

(a) Be of same nationality as the vessel's flag. 

(b) Be in possession of a contract signed and stamped by the 

shipowners. 

(c) Be holding a valid Seaman's Book. 

Note: Crew members joining vessels at Suez Canal are not permitted 
to bring with them spare parts, equipment, electrical apparatus, etc., for 
vessels unless the goods in question are accompanied by an air waybill 
which must indicate the words “in transit’, together with an invoice from 
the suppliers stating description and value of the goods. 

Principals are requested to telex their Agent giving full details of crew 
changes including names, flight numbers, dates and times of arrival. 
Agent's Notice: This is to bring to your kind attention due to the fact 
that Owners are sending the return tickets for repatriation of crew 
members by PTA which procedure entails delay in reserving a place on 
board the aircraft in addition to the delay that results in tracing the 
whereabouts of the PTA. This in turn causes extra hotel expenses and 
we are therefore requesting that Owners leave the ticketing to us in 
order to cut hotel expenses. Please note the usual crew discount is 
obtained. 

AIRFREIGHT: The Official State Agents are the only Agents legally 
entitled to handle airfreighted consignments such as parcels, spares, 
etc., and the following procedure should always be followed: 

All parcels should indicate: 

(a) Name of vessel to which consignment is intended and port of 

delivery. 

(b) Name of Official State Agent. 

(c) The wording . . . . “delivery at Cairo Airport to Cairo Shipping 

Agency only, on behalf of (insert name of Official State Agent)”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


(d) All parcels to be encircled with a wide self-adhesive tape, 
coloured red. In addition a self-adhesive label to be affixed 
bearing the name of Cairo Shipping Agency and also the name 
of the Official State Agent in large capital letters. 

(e) The parcel and air waybill must indicate the words “In Transit for 
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to bring with them spare parts, equipment, electrical apparatus, etc., for 
vessels unless they are accompanied by an air waybill and an invoice 
duly completed as instructed above. Please note that any goods for 
vessels arriving with embarking crew members must also follow 
precisely points (e) and (f) as indicated above otherwise the Customs 
Authoritie~. will refuse to release such goods “In Transit”. 

In order to enable check upon airfreighted consignments, Principals 
are requested to telex advise their Agent giving full details of flight 
number, date, air waybill number, etc. 


Circular No. 19/83: Dated 8th February, 1983. 

Parcels of spare parts, equipment and electrical apparatus arriving 
care of crew members without transit shipping documents. 

Reference is made to our previous circulars, dealing with the above 
subject, ending with No. 101/82, dated 31st October, 1982, requesting 
you to kindly ascertain that the air waybill covering a parcel of spare 
parts must show that same is “In Transit for M/V...... a 

The object of the present circular is to bring to your kind attention that, 
considering that, according to Regulations, a crew member is allowed 
to be accompanied only by his personal effects, the Customs Authorities 
refuse to release “In Transit” other goods, such as spare parts, various 
equipment, electric apparatus of high value (T.V., video etc.) arriving 
care of crew members. As already explained, the goods in question 
should be accompanied by an air waybill and an invoice duly completed 
as described previously. 

Kindly, therefore, arrange for parcels of spare parts, equipment, 
apparatus etc. not to be forwarded care of crew members unless they 
are accompanied with complete shipping documents, otherwise it will 
not be possible to have them released “In Transit’. 


Circular No. 114/1983: 

We would refer to our various Circulars ending with No. 19/1983 (see 
above), dated 8.2.1983, dealing with the necessity of instructing 
Suppliers of spare parts to ensure that: 

(a) the parcels be accompanied by copies of invoices showing 

description of their contents and its value. 

(b) that the relative Bills of Lading should point out the commodity 

of the cargo precisely. 


respective Air Waybill should clearly show that the parcel is “In Transit 
for M/V......", 


weekends and official holidays. 


Circular No. 121/84: Arrival of ship’s stores consignments by airfreight 
to Cairo Airport: Notice is hereby drawn to the urgency of notifying all 
concerned as regards the arrival of airfreighted ship's stores 
consignments in ample time before reaching Cairo Airport, prior ship's 
arrival at one of the Suez Canal ports, with a minimum period of four 
days before ship's arrival. This will enable our Cairo branch to complete 
the necessary Customs formalities, and ensuring delivery to respective 
vessels. 
Kindly be guided accordingly. 


AIRPORT: The distance between the international airport at Cairo and 
Port Said or Suez is normally 2.5 hours. International airlines serve this 
airport. Cairo Shipping Agency is on constant contact with Agent for the 
necessary instructions. 

In the interest of all and in order not to lose any time and to avoid any 
restrictions when sending crew members by plane to join their respective 
vessels, it is essential that the Agent concerned should notify by cable 
in good time the flight number as well as the time and date of the arrival 
in Cairo, thus enabling the Agent to notify Cairo Shipping Agency for 
the necessary clearance and as to whether they should be sent to join 
their vessels. 


HOLIDAYS: General Holidays. 


February 22nd Unity Day 

May 1st Labour Day 

May 9th Sham El Nessim (Spring Holiday) 
June 18th Evacuation Day 

July 10th — 13th Ramadan Bairam (End Of Ramadan)* 
July 23rd Revolution Day (National Day) 


September 16th — 20th 

October 6th 

October 7th 

October 24th Suez Day 

December 16th Mouled El Nabi (Birth of the Prophet) 

*Possibly observed July 11th — 14th 

**Possibly observed September 17th — 21st 
***Possibly observed following day. 

The Dates of the Islamic holidays are stated approximately. Working 
hours: 0600-1800 hrs. Overtime: 1800-0600 hrs. Friday is the weekly 
day of rest Lut it does not affect labour. 

if a holiday falls on a Friday it is possible that the following working 
day will be decreed a holiday also. 
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Courban Bairam (Pilgrimage Feast)** 
Armed Forces Day 
Islamic New Year*** 


Ramadan: Thirty days’ fast and how it affects labour; Cargo operation 
can be carried out at night and on Fridays and General Holidays againg 
payment of overtime rates. Arrangements should be made on th 
previous working day to enable Customs to delegate the necessa, 
personnel in time. ' 
Local Holiday 

Port Said: 

December 23rd — Port Said Day 
POLICE/AMBULANCE/FIRE: Vessels which are moored in the harboy 
either in Port Said or Suez requiring assistance from the Port Police 
should hoist the International Code Signal (YM). There is always a poli 
guard appointed by these Authorities on each ship in either Port Sa: 
or Suez harbour. First-aid assistance can provide ambulances at; 
request through the Agent. In case of fire on board when in port, th 
Master must inform the Port Authorities (the Suez Canal Authority 
imediately and at the same time give a general warning by means of; 
long blast of whistle or siren and be prepared to move his ship to anothe 
berth if so required. The Suez Canal Authority own 7 tugs and othe 
craft distributed in various points of the Canal with individual output froy 
10 to 950 t.p.h. well equipped with fire-fighting appliances, ready for us 
at any moment. 

Police guards are placed onboard vessels in Suez Roads for vesse\ 

protection. 
TELEPHONES: There are no telephone facilities available in Port Sa 
except at Berth No. 4 Red where passenger ships are normally berthe: 
and this can be connected when snake pontoon is fixed with ship) 
gangwey. 

ERVICES: Port Said and Suez being situated at a middle pop 
between the East and the West, have become an ideal centre 
replenishing stores and provisions which can be obtained in bond» 
from town. 

Delivery of provisions and stores is effected 24 hours a day at Py 
Said and Suez. 

It is recommended that Masters should order their requirements pre 
to their arrival with a view to avoiding any delay specially for ships joiniy 
the 0700 hrs. convoy Southbound. 

Deck and engine stores are ample and are also available and sold: 

(in bond) prices. 
Paints: All kinds (bottom, boot-top, topside, enamel, engine ready mixe 
heat resisting, varnishes) are also available at “in bond” prices. Paintix 
of ships or undertaking any maintenance work on board is permits 
while ship is in port waiting to join the North or the Southbound convoy 
as well as while transiting the Suez Canal. 

The following companies are represented here: 

International Marine Paint Sole agent in Egypt: Internation 
Shipping Enterprise. 
Represented by The Egypti 
Marine Supply and Contracting © 
(cable address: “Consup”) 
Chemicals: The following chemical firms are represented in Port Sa 
and Suez: 

Gamlen & Co. 


Hemples Marine Paint 
Camrex Marine Paint 


Represented by The _ Egypt 
Marine Supply and Contracting © 
(cable address: “Consup”) 
Represented by The Internation 
Marine Services Co. (cab 
address: “Marinco”’) 


Bird Archer/Norus 

(Tommons & Chartes) 

Chemicals. 

Drew Chemicals Cameroid 

Products. 

Paroline Chemicals Cameroid 

Products. 

Walker Bow. 

Houseman Marine Chemicals International Shipping Enterprise 
Grease and lubrication oils. Available from: 


Esso Petroleum Co. Wisure Oil Co. 
Misr Petroleum Co. (ex Shell) Fina Oil Co. 

Mobil Oil Co. Gulf Oil Co. 
Caltex Oil Co. Castro! Burma Oil. 
Ocean Oil Co. 


An advance notice of 48 hours is necessary to arrange for lubricat” 
oils and/or bunkers required. 

Charts: Admiralty Charts are available at Port Said from the Egypte 
Marine Supply and Contracting Co. If any order has to be supplied’ 
Suez, arrangements can be made for the required charts to be Ss 
there. 

Defense Mapping Agency, Washington and British Admiralty Cha 
available from International Shipping Enterprise, who also act! 
distributor for Pains-Wessex Marine distress signals and line-throw! 
equipment. 

Cigarettes: American and British cigarettes are available “in bond 
Technical Gases: Technical gases are also available at Port Said # 
Suez, and empty containers can be exchanged. 

Fish: Bream, prawns, crab, rock fish available throughout the year; Mul 
available June/February; Slip soles available November/March. 
Vegetables: Beans, beetroots, cauliflower, cabbages, carrots, eggple 
endive, garlic, herbs, lettuce, marrows, parsley, radishes, sping 
tomatoes, turnips, escarole, onions, potatoes: Available throughout? 
year. 

Green peas, celery, pumpkins: Available January March. 

Artichokes: Available October/April. 

Parsnips, spring onions: Available November May. 

Green pepper, mint, lady's finger: Available June September. 

Capsicum: Available May/December. 

Cucumber: Available February/December. 

Lemons, limes: Available throughout the year. 

Fresh figs, fresh dates: Available August/Ocfober 

Bananas: Available October/June. 

Grapefruits, oranges, tangerines: Available October May. (When! 

of season import citrus are Available). 

Apricots: Available May/June. 


Water melons, sweet melons: Available May/October. 
Grapes: Available June/October. 

Plums, peaches: Available June/October. 

Mangoes: Available August/September. 

Pears: Available August/October. 


Apples: Available November/February (also imported the whole year). 


is: Eggs are available throughout the year. 

Meat: Fresh meat is only supplied to vessels having a Mohammedan 
Crew after permission is obtained from the Customs. Other vessels are 
supplied with “frozen” in bond. ’ 

Laundry: Well equipped, reliable and fast services are available at Port 
Said, through the ship's contractor. Ship's laundry is usually delivered 
within 24 hours. For vessels remaining a few hours in Port Said and 
transiting the Canal, their laundry could be collected, washed and ironed 
and then transported to Suez by special car or lorry for delivery to them 
nere. 

Garbage: No refuse or ashes are allowed to be thrown whilst ships are 
moored in Port Said, transiting the Canal or in Suez Roads. Small barges 
are available in Port Said and Suez for disposal of garbage or ashes, 
which craft can be obtained at a reasonable hire. 

Divers: Suez Canal Authority's Divers as well as other Contractors’ 
experienced divers are available, capable of carrying out any kind of 
underwater repairs including welding and fees are subject to the kind of 
job to be performed. Anchors and other articles left behind by any ship 
in Canal waters are retrieved on no cure no pay basis. 

SHORE LEAVE: Crew members are allowed ashore provided that they 
obtain a shore leave pass issued by the Immigration Authorities through 
the local Agent. They can proceed ashore by means of motor launches 
or rowing boats at their own expense. For vessels mooring opposite the 
town and connected with the shore by snake pontoon, crew, together 
with passengers, can proceed ashore free of charge. 

IDENTIFICATION CARDS: Every member of crew must have a 
Seaman's Book deposited with the Officer in charge for inspection, if so 
required by the Immigration Authorities. If a vessel is stopping in Port 
Said or Suez for a lengthy time, these Seamen's Books are normally 
taken off the ship by the said Authorities and kept in their departing office 
pending ship's sailing day when they are placed on board by the proper 
officer on a previous advice. Identity cards are also needed if a crew 
member wishes to proceed ashore for a short visit to the town or for 
proceeding to any excursion inland. 

DEVELOPMENTS: There is a modernisation plan underway at Suez. 

When the modernisation is complete, cargo handling will be largely 
mechanised, resulting in a great increase in the port's capacity. The first 
stage of the expansion will provide 3 multi-purpose berths, shoreside 
installation, container-handling facilities, and grain storage facilities. An 
offshore grain pier connected to onshore storage silos is expected to 
be built during the next phase. 

Additional berthing facilities under construction at Adabiya with depth 
11.0 m. — 13.0 m. 

Also see “Berthing — Port Said”. 


SHIPMASTER’S REPORT No. 1: Suez Canal Transit (South/North) 

(1976) - updated 1986. 

arene Guardafui light was clearly seen and identified at a range of 
miles. 

There was an oil rig operating Southwards of the Cape in approximate 
position Lat. 11° 44’ N., Long. 51° 21’ E. 

The Straits of Bab El Mandeb were congested but the traffic separation 
scheme seems to be satisfactory. The passage of the Red Sea does 
not seem to be any different from the past. 

When passing Aden, a preliminary message was sent to the Suez 
Agent. This was of doubtful value but it is advisable to send a message 
addressed to ‘Port Authorities Suez’, via station “SUK”, giving the 
following information:— 

Ship's name and flag. 

Whether transit of canal is desired. 
Destination. 

Where from. 

Cargo aboard. 

Whether any dangerous cargo carried. 
Draft. 

ETA at — 23° North, Straits of Gubal, Suez. 

All radio messages through the Egyptian radio stations must have a 
Signature, i.e. ‘Master’. 

The ETAs can be updated as necessary. The message to the Port 
Authorities is mandatory. 
Approaches: The Gulf of Suez is congested by oil rigs — particularly in 
the vicinity of Ras Shukheir and the Ramadan and July oil fields where 

ere are many rigs and flares and supply vessels crossing the Gulf. 
One oil rig was working in the middle of the fairway East of Ras Dib. 
With poor visibility, if a Southbound convoy were to be met in this region, 
it might be wise to proceed at manoeuvring speed. 

A pilot cutter operates just South of the waiting area but an 
approaching ship will be called by signal lamp from ashore, asking for 
he ship's name and making “VHF”. Contact is then established on 
Channel 16, changing to 6 when the ship will be told whether to anchor 
ane waiting area or remain underway until the Pilot boards. 

launch by means of the 


llotage: The Pilot boards from a 
accommodation ladder (which should be lowered to within 3 ft. of the 
Water) and takes the ship to her designated anchorage in Suez Bay. 
"val Formalities: Quarantine and Customs authorities (about 8 people) 
Soard the ship at the anchorage together with the Agent. The 
accommodation ladder is used for all boarding and disembarkation 
be the canal. It should be raised when not actually in use otherwise 
& ship will be boarded by numerous “Businessmen”. 
: A list of forms required is listed below but there are others which the 
@rious authorities bring with them and some are presented for filling in 
More than once and by different officials. This ship's transit was delayed 
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because the Agents had not received funds from London. Deck log 
books for the past six months have to be landed. 

The Suez Canal Cargo Declaration Form (in duplicate) is handed to 
the Pilot who disembarks at Ismailia. 

At Anchor: With 3 shackles out, this ship lay comfortably at A8 berth. 
Some difficulty, however, was found in reconciling the various anchor 
bearings with the chart. 

A bumboatman will seek permission to set up shop aboard. Care 
should be taken to agree methods of payment beforehand. 

A listening watch should be kept for Suez Control on Channel 6. Water 
can be ordered through the Control and will be delivered in a large water 
boat carrying about 300-400 tonnes. Rate of delivery is about 50 t.p.h. 

Convoy lists are made out at about 0300 hrs. and ships can call Suez 
Control soon after that to learn their convoy number and time of Pilot 
boarding. Convoys can start as early as 0500 hrs. This vessel was 
number 10 and hove up at 0830 hrs. Our searchlight was brought out 
at 1700 hrs. and the boats at 0500 hrs. We were asked to carry 4 extra 
boats but Pilots advise against this as the time taken to unload 6 boats 
can cause delay at the other end of the canal. 

Transit: The Pilots change at Ismailia. The convoys cross in the Great 
Bitter Lake, anchoring as necessary. There is now one convoy from 
each end every day. 

A Harbour Pilot takes over on reaching Port Said and, as soon as the 
searchlight and boats have been off-loaded and the ship has entered 
the approach channel, he disembarks. 

The Agent will board at Port Said with yet another form to be filled in 
and he will return the log books. 
Documentation: 

2 Health Forms (Egyptian) 

1 Passport Form (Egyptian) 

1 Radio Frequencies Form 

1 D.B. Tank Statement (Egyptian) 

Plus several others which will be produced by the various officials. 

“It was explained that our company’s vessels do not carry cargo 
manifests but the Agent said that a typed statement of the amount of 
cargo aboard, destination and where loaded would suffice. 


2 Cargo Declarations 
“4 Cargo Manifests 
8 Crew Lists 


SHIPMASTER’S REPORT No. 2: 
Suez Canal Transit (South/North) — (1976) - updated 1986. 

After clearing Aden a radio message was sent to the Port Authorities 
Suez via Port Said Radio advising them of the following: 

Ship’s name and flag. 

Whether desire transit. 

Destination and last port. 

Cargo aboard total tonnage and type of cargo. 
Whether dangerous or explosive cargo carried. 
Draft. 

British tonnages gross and nett. 

Date Suez Canal Certificate issued. 

Tonnages gross and nett from Suez Canal Certificate. 
Advice as to whether searchlight required. 
ETAs 23° North, Straits of Gubal, Suez. 

During the passage in the Red Sea both Port Authorities and Agents 
received up-dated ETA messages. When using SUK radio to give up- 
dated ETA this station advised that a cable was necessary to be sent 
to Port Authorities Port Safaga via SUK giving ETA Strait of Gubal. 

Navigation in the Red Sea does not seem to be any different from the 
past. The Traffic separation scheme in the Straits of Bab El Mandeb 
seems Satisfactory. 

Straits of Gubal and passage in the Gulf of Suez was in daylight. 
Especially in the Straits of Gubal very few seem to adhere to any form 
of traffic separation scheme. There is no doubt that if it were night time 
or poor visibility then it would be advisable to be on ‘Stand-by’. There 
is now an oil rig Lat. 27° 57’ N., Long. 38° 41.2’ E., or 349°, 5.7 miles 
from Ashrafi Lt. Ho. 

The Ramadan and July Oil Field area has many oil supply ships, most 
of the Southbound traffic was met in the Straits of Gubal thus further 
North it was very quiet. 

The ship was anchored in the waiting area South of Newport Rock 
but alas this area shown as being to the East of the 2 green flash buoys 
is now wrong! The waiting area is to the S.E. of the most Southern 
Green flash buoy. About 1 mile South of the previous position. Evidently 
there is shoaling in the old area and ships have grounded. 

On arrival at the waiting area the ship had to anchor as the 
Southbound convoy was clearing. A tug with Pilot Signal closed the ship 
to ask for information with regard to tonnages, cargo etc. After first vocal 
contact Channel 6 VHF was used. The ship was not called up by lamp 
nor did the Port Control answer any VHF requests etc. It would seem 
that if the Tug is on station advice is received from there. They did not, 
however, attempt to advise the ship that the waiting area had been 
altered. 

As the ship anchored a boat came alongside with two watchmen but 
as | had not requested these and the visitors had not boarded they were 
sent ashore. 

Later a Pilot boarded via the accommodation ladder to shift the ship 
from the waiting area to a designated anchorage, in our case ‘1B’. Ship 
was anchored in ‘1B’ by 0030 hrs. on 12th, having arrived at the waiting 
area at 1947 hrs. on the 11th. 

As the ship had some essential repairs to the main engine which 
would only take a short time, engines were immobilised. Pilot had 
advised that 0800 hrs. would be earliest time for transit. During the 
middle watch the area was hit by a fierce short lived blow from a 
Southerly direction. Although the vessel did not drag, ships close by did. 
It was necessary to pay out more cable to ensure a bulk carrier cleared 
us comfortably. During this time a ship called Port Control to say they 
had dragged some 3 to 5 cables. 

As the weather for some 3 hours was considered bad for small boats 
the first of the visitors did not board until 0515 hrs. 


St9 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


The Canal Surveyor, who was the first to board was quite helpful and 
pleasant. He took the Suez Canal Tonnage Certificate for verification 
as the ship was making a first transit. This | have been informed will be 
returned to the Company in about 2 months. 

Later other officials boarded about 0700 hrs. The Agent also came 
off with the mail. The 2 electricians for the searchlight insisted on being 
given a cabin or they would not remain on board. As there was no spare 
cabin, except one in the crew accommodation, | endeavoured to explain 
that a reasonable shelter had been built on the after end of No. 2 hatch. 
It transpired that in the end | moved a patient who had tonsilitis out of 
the hospital. Later the Canal Pilot informed me that the electricians 
cannot be so demanding provided a reasonable shelter is provided. 

Documentation was found to be as advised in the report above. One 
small difference is that the Cargo Declaration form is only required as 
1 copy and is now in English with one form for South to North ship's 
and another for North to South ships. 

At the moment there is only the 1 convoy each way per day. Hours 
of commencing transit seem a little doubtful. | gather that first 
Southbound ship leaves Port Said at 0100 hrs. while the first Northbound 
ship now leaves Suez at 0600 hrs. 

Searchlight and 2 boats were brought alongside and loaded in ample 
time prior to the Canal Pilot boarding at 0909 hrs. | gather that because 
of the ‘bad’ weather for those few hours the delivery of searchlights and 
boats was delayed. Also no advice was obtainable on the VHF after 
0300 hrs. with regard to convoy number or time of proceeding. About 
20 minutes’ notice was given over the VHF. 

The Transit was quite straight forward. Ship was anchored in the North 
Anchorage, Bitter Lakes for 3.5 hours, the Southbound convoy passing. 
Transit was commenced at 0947 hrs. At Ismailia the Pilot changed. He 
took the Cargo Declaration with him. 

Port Said was reached at 0033 hrs. on the 13th. The Sea Pilot boarded 
here as did the Agents who returned the Ship's Register and Log Books 
which had been landed at Suez. The ship had to keep moving while the 
boats and searchlight and personnel were either off-loaded or 
disembarked. At night this is not easy and the whole crew are required 
to ensure a safe and quick operation. Once these matters were 
completed the Sea Pilot left well within the breakwater. Accommodation 
ladder was used at all times for Pilots, Officials and Agents boarding 
and disembarking. Fairway Buoy was abeam at 0148 hrs. on the 13th. 


SHIPMASTER’S REPORT: Septernber 1979. 
The Pilot advises that vessels anchoring further South than the 
0.5 mile limit South of No. 1 Buoy at Suez may not receive Pilot. 


SHIPMASTER’S REPORT: June 1982 - updated 1986. 
Suez Canal — Northbound. 

Vessel was 8th in convoy and joined convoy at about 0600 hrs. On 
arrival Suez contact Suez Agent on VHF Channel 6 or 13. When 
Northbound and messages are sent to Agents at Port Said we found it 
was necessary to repeat the messages to Agents at Suez otherwise 
you do not receive any advance information. The Port Said Agents pass 
pe messages to Suez Agents but Suez Agents do not repeat to the 
ship. 

We transited with experimental loaded draft of 46 ft., plus one tug 
escort. The tug changes twice during transit so have altogether 3 tugs 
during transit. If the Pilot gives a bad report about the vessel then SCA 
will assign 2 tugs, one ahead and one astern. 

According to the Pilots, maximum permissible draft is 53 ft. 

We were clear of Canal about 1730 hrs. and full away 1 hour later. 

In the Gulf of Suez there are now drilling rigs in the traffic lanes but 
they give out good and regular navigational warnings. 


SHIPMASTER’S REPORT: October 1983. 
Anchorages: Northbound: 

Anchorage area for Northbound VLCCs, 3rd generation container 
ships and vessels over 38 ft. draft is rarely used as Agents are 
understandably reluctant to board vessel! there. 

To ensure prompt transit vessel should anchor in the Northern waiting 
area. However, it would be prudent for deep draft ships arriving after 
midnight to anchor in the deep draft area and move to the Northern 
anchorage around 0800 hrs. 


SHIPMASTER’S REPORT: July 1984. 

ETAs and information on ship's data were sent after departure Jeddah 
as per Shipmaster’s Reports No. 1 and 2 to both Agents “Assiuship 
Suez” and Port Authorities Suez and updated at entering Gubal Straits. 
First VHF contact was made by Chabana Shipchandlers who called us 
and relayed our message in Arabic to the Port Authorities. Pilot station 
called vessel only after having anchored at the outer waiting anchorage 
to tell us that we were anchored in a wrong position while at least 12 
other ships were anchored in the prohibited anchorage area. However, 
the pilot station did not come back so the vessel stayed anchored where 
she was. When vessel approached the waiting area several heavily 
manned and well equipped business motorboats approached and 
besieged the ship and could only be stopped from entering the ship by 
placing seamen along the ship's rail. | knew these businessmen from 
years ago but they seemed to have become more aggressive by trying 
to enter the ships and they even followed the ship to the inner anchorage 
which they had never done before. The Pilot boarded the ship at very 
short notice and brought her inside. Clearing by Agent and Immigration 
was as usual, the only difference | noted was that the logbook did not 
have to be handed to be checked ashore. The next morning (Friday!) 
vessels were not called as usual to receive their number and Pilot 
boarding time. The Pilot suddenly came on board without any notice 
and therefore it is wise to have the engine standing by all the time while 
expecting to join the convoy. Suez Canal passage was as usual and 
vessel left the Canal through the new channel. 
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SHIPMASTER’S REPORT: August 1984 — updated 1986. 

Vessel transited Canal Northbound. At the time of the Pilot boarding 
at Suez the Canal boat had not yet arrived although the boatmen wer 
on board. The Pilot on being informed, contacted the Port Control ang 
then asked if vessel would agree to using a lifeboat if the need arose 
This was agreed and vessel transited Canal. 


SHIPMASTER’S REPORT: February 1986. 

If vessel has engine trouble and is unable to join convoy as designates 
it is necessary to have a classification surveyor issue certificate stati 
repairs have been carried out satisfactorily. After repairs completed 2 
Pilot will board for engine trials. 

If vessel has only one crane amidships and carries 2 Canal boats 
then one boat must be carried over the side during transit. 


SHIPMASTER’S REPORT: May 1987 (Vessel Northbound). 

The deepwater anchorages South of Conry Rock originally designated 

for VLCC’s, 3rd. Generation Container ships and vessels over 38 ft. drat 
are no longer used and all vessels must proceed to the waiting ares 
North of Conry Rock to undergo pre-transit formalities and subsequen} 
embarkation of Pilot. Vessels over 38 ft. draft are not required to shit 
anchorage into Suez Bay but enter the Canal directly from the waiting 
area at the appointed time. Pilot boards at the waiting area. | would 
assume this also applies to VLCC’s and 3rd. Generation Container ships 
Our own transit draft was 39 ft. 
Rigging of Accommodation Ladders for Canal Transits: Pilots advise 
that the following may safely be regarded as standard procedure due 
to the prevailing winds. On Northbound transits, rig ladder on starboard 
side. On Southbound transits, rig ladder on port side. 


SHIPMASTER’S REPORT: June 1988. 
Departure Port Said (Northbound): 

When entering the Mediterranean from the Suez Canal (Eas 
Channel), and as soon as the searchlight and boats have been oft 
loaded the Pilot departs, even though the vessel is still within the 
breakwaters. 

The East Channel is 11 miles in length and strong currents prevail 
In 1987 a tanker grounded even though a pilot was on board, due to 
the vessel having violated local traffic regulations. 

When proceeding Southbound into the Canal, the Pilot boards at the 
Fairway Buoy of the West Channel leading into Port Said. 


SHIPMASTER’S REPORT: August 1989. 
Port Said — Southbound: 

If mooring in Port Said, lashings not required to be supplied by ship 
The lashings are carried by the mooring boats. 

Passes and passports required to be carried by persons going ashore 
Pakistani crew members require special passes. 

If transitting in the 0100 hrs. convoy, vessel can call Canal Authorities 
on VHF Channel 13 from 2100 hrs. (previous evening), to ascertain time 
of pilot boarding and convoy number. 

2 electricians and mooring boats arrive at 2230 hrs. 

As a rough guide for 0100 hrs. convoy from Port Said, it is abou 
4.75 hours to Ismailia, 2 hours from Ismailia to Bitter Lakes Anchorage 
(3.5 hours at anchor), then 3 hours to Suez. 

For the 0600 hrs. convoy from Suez, about 6 hours to Ismailia, ther 
5 hours to pilot departing Port Said. 

For convoy from Suez, an electrician and mooring boats arrive abou 
0130 hrs. Call Canal Authorities at about 0200 hrs. for convo 
information. 


AUTHORITIES: The Suez Canal Authority, Ismalia, Egypt. Tel: Ismailié 
(064) 20000 - 20009. Cables: Sucanal Ismailia. Telex: Sucan 92153 an 
63238 (Ismailia), Scaps Un 63256 (Port Said) and 63543 Sucat 
Contact: Director of Transit or Control of Navigation. 

Port Said Port Authority. 

Suez Port Authority. 


AGENCY: Canal Shipping Agencies Company is responsible {0 
shipping agencies in the Canal, Suez Gulf and Egyptian Red Sea ports 
through 4 branches at Port Said for each of which there is a branch é 
Suez and 1 in Cairo. Their names are: 

Port Said Head Office: 26 Palestine Street, P.O.Box 262. Tel: 20662 
20666. Telegrams: Canaship. Telex: 63075 Agen Un. 


Suez Office — Port Tewfik: Canal Shipping Agencies Co. Bldg., Cana 
Street. Tel: 2639 (02) 773561. Telegrams: Canaship. Telex: 630% 
Agency Un. 


Branches (Port Said): 

Assiut Shipping Agency, Port Said. 9 Mostafa Kamel Street, P.O. Bo 
128, Telegrams: Assiuship. Telex: 63262 Asut Un and 63138 Assiu U° 
Tel: 20522 20523. 

Asswan Shipping Agency, Port Said, 8 El Goumhouria Street, P.C 
Bag. Telegrams: Swana. Telex: 63261 Swan Un or 63291 Swana U! 
Tel: 20790/20793. 

Damanhour Shipping Agency, 40 El Goumhouria Street, P.O.Box 12 
Telegrams: Damanship. Telex: 63264 and 63146 Daman Un. Tel: 2035! 
20356. 

El Menia Shipping Agency, Port Said, 31 El Goumhouria Streé 
P.O.Box 328 and 130. Telegrams: Minship. Telex: 63263 or 63034 Me 
Un. Tel: 20675/20677. 


Branches (Suez Offices — Port Tewfik): 

Assiut Shipping Agency, Canal Shipping Agencies Co. Blidg., Ca¥ 
Street. Telegrams: Assiuship. Telex: 63108 Asuez Un. Tel: 2790 ® 
3025. 

Asswan Shipping Agency, Canal Shipping Agencies Co. Bidg., Ca® 
Street. P.O.Box 4. Telegrams: Swana. Telex: 63104 Ssuez U 
Tel: 3216. 


pamanhour Shipping Agency, Canal Shipping Agencies Co. Bldg., 
canal Street. P.O.Box 4. Telegrams: Damanship. Telex: 63055 Agency 
un. Tel: 3176 and 3009. 

£|Menia Shipping Agency, Canal Shipping Agencies Co. Bidg., Canal 
street. P.O.Box 4. Telegrams: Minship. Telex: 63106 Msuez Un. 
Tel: 3018 and 3085. 
cairo Branch: 

Cairo Shipping Agency, Cairo. 7 Abdel Khalek Tharwat Street, P.O. 
gox 468. Telegrams: Maragent. Telex: 92673 Marg Un. Tel: 745755, 
745836. 


otices at Safaga, Kosseir and Ras Gharib: 
’ Telegrams: Canaship. Telephones: Safaga 10, Kosseir 14, Ras 
Gharib 71. 
Hy Safaga, Kosseir and Ras Gharib to be contacted via Kosseir Radio 
around the clock. 

Port Said offices to be contacted via Alexandria or Port Said Radio 
around the clock. 

Suez offices to be contacted via Alexandria or Port Said Radio around 
the clock. 


TRANSIT SERVICE: Gulf Agency Company operate a Suez Canal 
Transit Service the purpose of which is to assist Owners and 
Shipmasters with the numerous formalities applicable to transit of the 
Canal including supervising the pre-payment of Canal Dues and 
ensuring no delay in entering or clearing the Canal. Full details of the 
service are obtainable from Gulf Agency Co. Ltd., P.O.B. 61033, GR- 
15110 Amaroussion, Greece. Tel: 6830613-17 (5 lines). Telex: 214548, 
216344, 218687 (“GAC GR’). Fax: 6830611. Cables: “Gulf Agency” 
Athens. 


SUEZ CANAL — RULES OF NAVIGATION* 
JANUARY 1986 (with amendments) 


Part | Navigation 
Part Il Canal and Lakes (Characteristics) 
Part Ill Communications — Signals 


Not all the Rules of Navigation are printed herein. Part lV is concerned 
with tonnage and dues and the Appendix with carriage of dangerous 
goods. 


GENERAL 
Article 1: Transit Through the Suez Canal 

(a) Transit through the Suez Canal is open to vessels of all nations, 
subject to their complying with the conditions stated in the present Rules 
of Navigation and all the references and circulars which shall be issued 
ty the Suez Canal Authority. They will constitute an integral part of these 
tules, and the provisions of the International Regulation for Safety Of 
lie At Sea, and its amendments, as well as the provisions of the 
international Regulations for Preventing Collision at Sea, and all laws, 
orders and regulations issued by the A.R.E. Government. 

However, the Suez Canal Authority reserves the right to refuse access 
'o the Canal Waters, or order the towage or convoying of vessels 
considered dangerous or troublesome to navigation in the Canal. Non 
of erroneous declaration of dangerous cargo (see ‘Article 47 Bis’’). 

(b) By the sole fact of using the Canal Waters, Masters and Owners 
of vessels bind themselves to accept all the conditions of the present 
Rules of Navigation, with which they acknowledge being well acquainted, 
‘0 conform with these conditions in every respect, to comply with any 
'equisition made with a view to their being duly carried out, and to adhere 
: the hon Authority's private Code of Signals as shown in Part Ill of 

lese Rules. 


Article 2: Agents 


Every vessel other than warships intending to transit the Suez Canal 
or staying at Port Said or Port of Suez, or in the Suez Canal Basins or 
docks must have a recognised Shipping Agent. 

The Egyptian Authorities are to be notified of intended transit of 
Warships in the Suez Canal : Viz : Ministry of Foreign Affairs, Ministry 
of Defence as well as Ports and Lights Administration. 

Article 3: Canal Waters (Definition) 
Canal Waters mean the Canal proper, and the access channels 


__ ‘hereto, the waters within the Canal Authority's Concession adjacent 
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‘othe Canal proper and Port Said Harbour and Port of Suez. 

The Canal proper, as to its length, is reckoned to run from Km. 3.710 
&st Branch for vessels entering from Port Said Harbour and from Km. 
,~83 East Branch for vessels entering through the East Approach 
channel, to Hm. 3 at Suez, including the 2 channels of the Great Bitter 
Lake and all Canal by-passes. 

As to its width the Canal is bounded by the banks when they are 
ime, Water; when the banks are submerged, the width of the Canal is 
bene to the perpendiculars at the point of intersection of the sub-marine 
se ha the ag plane corresponding to the max. draft authorised 
! squat. 
te Sa Easter and Western Entrance channels, Suez Entrance channel which includes 

uez Eastern channel leading to the Canal entrance. 
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Article 4: Responsibilities 

When in Canal Waters, the Owners and/or Operators of any vessel 
or floating structure of any description are responsible for any damage 
and consequential loss it may cause either directly or indirectly to the 
Canal Authority properties or personnel without option for the Owners 
and/or Operators to release themselves from responsibility by purely 
and simply abandoning the vessel, floating structure or wreck. 

The words “Owners and/or Operators” for the purpose of the present 
article, shall be construed to mean person, persons or corporate body 
ss ce for the vessel at the time of the navigational accident or 
incident. 

Moreover, the vessel guarantees to indemnify the Canal Authority in 
respect of any claim against the latter by reason of any damage 
whatsoever she may cause either directly or indirectly to third parties. 

The vessel waives the right to claim against the Suez Canal Authority 
for any damages caused by third parties that she may sustain while in 
Canal Waters. 

Vessels carrying petroleum or dangerous cargo must comply with 
these regulations and also with the Appendix to the Rules of Navigation 
for vessels carrying dangerous cargo. 

Article 5: Temporary Delaying of Vessels 

The Canal Authority may delay a vessel for the purpose of 
investigating any claim or dispute that may arise, or any formal or 
informal complaint, or allegation of violation of the laws of the Canal. 

A vessel may be delayed until in the opinion of the Canal Authority, 
its tenderness, trim, list, cargo, hull, machinery have been put into such 
condition as will make the vessel reasonably safe for her passage 
through the Canal. 

No claim for damages is accepted or considered because of any such 
temporary delaying of vessels. 

Article 6: Pilotage 

Pilotage is compulsory for all vessels whatever their tonnage,” when 
entering, leaving, moving, changing berth or shifting in Canal Waters or 
Port Said and Port of Suez harbours. 

Any exemption must be explicitly authorised by the Suez Canal 


Authority (See Art. 11(e)). 

Shaye gyptian vessels under 300 Tons Suez Canal Gross Tons authorised to work in Canal 
‘ort and Accesses and Egyptian fishing vessels under 300 tons S.C.G.T. This does not apply 

for the Canal proper. 


Article 7: Changing Berth in Road Anchorages 

Vessels in Port Said Anchorages Area (Northern and Southern 
Anchorages), Suez VLCCs and 3rd generation container ships 
Anchorage, Suez Roads, the Bitter Lakes or Timsah Lake are not 
authorised to change berth or anchorage without explicit authorisation 
from the Suez Canal Authority. 


PART | — NAVIGATION 
CHAPTER |: SUEZ CANAL FEATURES 


SECTION I: Approaches 
Article 8: Port Said (See ‘‘Plan’’) 


Ten miles before arrival to Approach Buoy, all vessels arriving 
from seaward should contact the Suez Canal Harbour Office by VHF 
(Channel 16). If not able to, by R/T (2182 kHz) or by W/T via S.U.Q. for 
instructions (see Part Ill — Articles 87 and 88). 

Approach Buoy: Position: Lat. 31° 25' 30”N., Long. 32° 22’ 00” E. 
Height 10 m., black and yellow horizontal bands. 

Daymark: 2 black cones points in. 

At Night: Group flashing white light (9) every 13 seconds. 

Fitted with a Racon and fog horn. 

(3) See “Plan”. 

(4)All buoys in the Canal and access channels may be replaced temporarily by others of smaller 
size. 

(5)Not fitted at time of printing. 

(A) ANCHORAGE AREAS" The 
anchorages. 

(1) The Northern Area 

(i) For VLCCs, 3rd generation containerships and vessels over 38 ft. 
draft. 

(ii) The area is limited as follows: 

North Limit Latitude 
South Limit Latitude 
East Limit Longitude 32° 20’ 30” East 
West Limit Longitude 32° 16’ 00” East 
(6)All vessels arriving from sea have to anchor in the berth allocated to them by the Suez Canal 
Port Authority. 
(iii) V Berths: Centre of Circle (radius 750 m.) 


incoming vessels have two 


31° 25’ 00” North 
31° 23' 12” North 


Berth Latitude Longitude 

v1 31° 23’ 42” North 32° 19’ 30” East 
v2 31° 24’ 30” North 32° 19’ 30” East 
V3 31° 23’ 42" North 32° 18’ 30” East 
V4 31° 24’ 30” North 32° 18’ 30” East 
V5 31° 23’ 42” North 32° 17’ 30” East 
V6 31° 24’ 30” North 32° 17' 30” East 
V7 31° 23’ 42” North 32° 16’ 30” East 
V8 31° 24’ 30” North 32° 16’ 30” East 


(iv) Vessels at anchor in this area when entering the Canal (East 
Channel) will proceed between the East and West Buoys at Hm. 135.‘” 

At. Hm. 150 (East) a buoy is fixed to be used as a lead when 
approaching the 2 Entrance Buoys of Hm. 135 (course 194°). 

Hm. 150 Buoy: Red Buoy. Red St. Andrew's Cross. At Night: Occulting 
red (1) every 4 seconds. 

Hm. 135 Buoys: West: Black Buoy. At Night: Quick flashing green 
age East: Red Buoy. At Night: Quick flashing red heh. 


All the buoys in the Suez Canal and its approaches are fitted with Radar Reflectors. 
(2) The Southern Area 

(i) For all other vessels. 

(ii) The area is limited as follows: 
North Limit Latitude 
South Limit Latitude 
East Limit Longitude 
West Limit Longitude 


31° 23’ 03” North 
31° 21’ 15” North 
32° 20' 30” East 
32° 16' 42” East 
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(iii) C Berths: Centre of Circle (radius 500 m.) 


Berth Latitude Longitude 

C1 31° 21’ 30” North 32° 20’ 06" East 
C2 31° 22' 06" North 32° 20’ 06" East 
C3 31° 22’ 42” North 32° 20’ 06" East 
C4 31° 21' 30” North 32° 19’ 24” East 
C5 31° 22’ 06” Nortn 32° 19’ 24” East 
C6 31° 22’ 42” North 32° 19’ 24" East 
C7 31° 21’ 30” North 32° 18’ 42” East 
c8 31° 22' 06" North 32° 18’ 42” East 
cg 31° 22’ 42” North 32° 18’ 42” East 
C10 31° 21’ 30” North 32° 18’ 00” East 
C11 31° 22’ 06” North 32° 18' 00" East 
C12 31° 22’ 42” North 32° 18’ 00” East 
C13 31° 21' 30” North 32° 17’ 18" East 
C14 31° 22’ 06” North 32° 17’ 18” East 
C15 31° 22’ 42” North 32° 17’ 18” East 


(iv) Vessels at anchor in this area will enter the Port of Port Said 
through the West Approach Channel as follows: 

(a) Take on their starboard: Fairway, No. 8, No. 7 and No. 6 Buoys. 

(b) On the port are 3 yellow buoys showing yellow lights. 

(c) On reaching No. 5 pair of buoys at Hm. 80 showing occ. green 
and red, one every 4 seconds, they will proceed through the Old Channel 
to port (course 217.5°). 

(3) Prohibited Area for Anchorage 

The area between the East limit of the 2 anchorage areas and the 

approach channels is prohibited for anchorage to all vessels and floating 


units. 
(B) DANGEROUS AREAS 

(1) Wreck. A wreck buoy is situated on the Western side of a 
sunken ship at Hm. 195 West of the approach channel: 

Lat. 31° 25’ 19” North Long. 32° 23’ 00” East. 

Height 5 m., painted black and red horizontal bands, with day mark 
2 black balls. Showing group flashing white (2) every 10 seconds. (See 
“Plan’). 

(2) Dumping Areas. The hopper dredgers, dredge underway for 
several months every year in the entrance channels and dump in the 
following areas. 

3,140 m. East of the axis of the East channel at Hm. 140. 

Lat. 31° 20’ 48” North Long. 32° 25’ 48” East. 
4,000 m. East of the axis of the East channel at Hm. 80 approximately. 
Lat. 31° 18’ 42” North Long. 32° 24’ 42" East. 


(C) PORT SAID APPROACH CHANNELS 

(1) Buoyage (See “Plan” — “Suez Canal North Entrance’). 

The Port Said West approach channel extends from the port of Port 
Said till Hm. 80 where it joins the East approach channel. 

The Port Said East approach channel extends from the land boundary, 
East of Port Said, till Hm. 195. 

The 2 channels are marked, on each side, by light buoys of 5 m. 
height. The light is red on the Eastern side and green on the Western. 

(a) East Approach Channel (See ‘“Plan”). 

The buoys of the East Approach Channel are black with day mark 
cone point up in the West and red with day mark can in the East, showing 
by night flashing lights, except: the 2 buoys indicating the Northern end 
of the channel, at Hm. 195, are Ilsophase (2 secs. on, 2 secs. off). The 
distance between them is 745 m. 

(b) Junction of East and West Approach Channels 

Three yellow buoys mark the junction of the East and West approach 
channels. They are placed at Hm. 83, Hm. 95 and Hm. 105. 

Buoy at Hm. 83: Yellow in colour, is fitted with a yellow St. Andrew's 
cross day mark and shows by night group flashing yellow (5) every 
20 seconds. 

Buoy at Hm. 95: Yellow in colour, shows a fixed yellow light. 

Buoy at Hm. 105: Yellow in colour, is fitted with a yellow St. Andrew's 
cross day mark and shows by night group flashing yellow (4) every 
15 seconds. 

(c) West Approach Channel 

The buoyage of the West approach channel of Port Said Harbour, is 
as follows: 

(i) Port Said Fairway Buoy (See “Plan’). 

Off Port Said, a fairway light buoy, height 10 m., painted black with 
yellow vertical stripes, surmounted by a day mark 2 cones point out, 
and showing group flashing white light (3) every 10 seconds. 

Lat. 31° 21’ 18” North Long. 32° 20’ 42" East. 

(ii) The buoys of the West approach channel are black with day mark 
cone point up in the West and red with day mark can in the East and 
show fixed lights, except the Northern buoy on the West side of the 
channel which shows occ. green (1) every 4 seconds (Buoy No. 5 of 
Hm. 80) and is fitted with day mark cone. 

(2) Navigation 

(a) Northbound Vessels: (i) All Northbound vessels use the East 
Approach Channel. The end of the navigable channel is the pair of buoys 
at Hm. 195. (course 014°). From Hm. 195, vessels are to steer North 
(000°) for 5 miles before altering course. 

(ii) Vessels leaving Port Said harbour to sea, use the West Approach 
Channel (course 037.5°) till Hm. 80 where it joins the East Approach 
Channel (course 014°) till Hm. 195. From Hm. 195, vessels are to steer 
North (000°) for 5 miles before altering course. 

(iii) Vessels of the Northbound convoys wishing to enter Port Said 
Harbour shall proceed through the East Approach Channel till Hm. 195, 
then steer North (000°) for 5 miles and then steer for the anchorage 


berth allocated by the Harbour Office’ 
(8)This is to avoid crossing incoming vessels to the Northern Anchorage Area 


(b) Southbound Vessels: The maximum draft authorised for 
Southbound vessels is limited to 42 ft. in accordance with the tables 


giving the maximum draft according to the vessel's breadth. 
Maximum draft will be increased to 42 ft. on further notice 
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(i) VLCCs, in ballast or partially loaded, 3rd generation container ship, 
and vessels having a draft of more than 38 ft. and up to 42 ft'® 
maximum, have to use the East Approach Channel (course 194°). 

The said vessels enter the channel between flashing green buoys g 


Hm. 165 and Hm. 135. 
(10)Maximum draft will be increased to 42 ft. on further notice. 


(ii) All other vessels, either transiting the Canal or berthing at Por 
Said, have to enter through the West Approach Channel (course 180) 
from the entrance, passing between the West green buoys and the Eag 
yellow buoys till Hm. 80, then alter course to 217.5° passing betwee, 
green and red buoys, till Port Said Harbour. 

(D) BREAKWATERS: 

(1) The breakwater protecting the West Approach Channel is situates 
to the West of the channel and extends from land boundary till Hm. 7 
with a submerged part from Hm. 50. This part is marked by cigar shape 
unlit buoys. 

(2) Two breakwaters protect the East Approach Channel. The Easter, 
extends 2 km. from the land boundary; the Western, 0.5 km. 

Each breakwater has a small fixed white light on its end. 

Article 9: Suez (See “Plan’) 

Five miles before arrival at the First Separation Zone Buoy, all vesses 
coming from sea should contact the Suez Canal Harbour Office by VHF 
Channel 16. If not able to, contact by R/T (2,182 kHz) or by WIT ve 
S.U.Q. for instructions. (See Part Ill, Articles 87 and 88). 

(A) Separation Zone 

A Separation Zone has been established. Extending 0.3 miles on eat 
side of the line connecting the two Separation Buoys mentione: 
hereafter. All vessels arriving or leaving have to pass the Separatioy 
Zone Buoys‘ on their Port side. 

(11)See “Plan”. 
Separation Zone Buoy No. 1 (Southern Buoy-Lightfloat): 
Lat. 29° 39’ 33” North Long. 32° 32’ 00” East 
Height 5 m., yellow in colour with a yellow St. Andrew's Cross dayman 
and a fog horn. Showing flashing yellow light (1) every 2 seconds. 
Separation Zone Buoy No. 2 (Northern Buoy-Lightfloat): 
Lat. 29° 48’ 36” North Long. 32° 32’ 00” East 
Height 5 m., yellow in colour with a yellow St. Andrew's Cross daymar 
Showing group flashing yellow light (4) every 15 seconds. 
(B) Anchorage Area for Northbound VLCCs, 3rd Generatio: 
Container Ships, and Vessels Over 38 ft. Draft 
This Anchorage Area is indicated by the following buoys: 
(1) South Shoal Buoy: 
Lat. 29° 38’ 48” North Long. 32° 35’ 54” East 
Black, cone shaped, showing a green isophase light, (2 seconds ON- 
2 seconds OFF); fitted with a 12 mile Racon. (Not fitted at time ¢ 
printing). 
(2) Buoy “K": 
Lat. 29° 41’ 12” North Long. 32° 38' 42" East 
Black, cone shaped, showing a fixed green light. 
(3) Buoy “L”: 
Lat. 29° 45’ 00” North Long. 32° 38’ 42" East 
Height 5 m., black, cone shaped and showing a flashing green light. 

(4) Conry Rock: 

Lat. 29° 48’ 18” North 
Description of the light float: 

9 m. length float, painted yellow and black. 

Day mark: “Conry Rock’. 

Top mark: 2 cones one above the other, point to point, painted blac 
Characteristics of light: 

Quick flash light (9) every 15 sec. 

Elevation: 6 m. 

Range: 9 nautical miles. 

(i) V Berths: Centre of Circle (radius 833 m.) 


Long. 32° 34’ 15” East 


Berth Latitude Longitude 
v1 29° 46’ 30” North 32° 35’ 00" East 
v2 29° 45’ 30" North 32° 35’ 00” East 
v3 29° 45' 30” North 32° 36’ 00” East 
V4 29° 45’ 00” North 32° 37’ 00" East 
V5 29° 44’ 30” North 32° 36’ 00" East 
V6 29° 44’ 30” North 32° 35’ 00" East 
V7 29° 44’ 00" North 32° 37’ 00” East 
v8 29° 43’ 30” North 32° 36’ 00” East 
vg 29° 43' 30” North 32° 35’ 00” East 


(C) Waiting Area for other Northbound Vessels 
The area bounded by: 
Conry Rock Buoy Lat. 29° 48’ 18" North 
Buoy (M) Lat. 29° 50’ 00” North 
Buoy (N) Lat. 29° 50’ 39” North 
Spherical Buoy (D) Lat. 29° 51’ 20" North 
Spherical Buoy (C) Lat. 29° 52’ 00" North 
Spherical Buoy (B) Lat. 29° 52’ 08" North 
Spherical Buoy (A) Lat. 29° 52’ 15” North 
Buoy Hm. 60.00 E Lat. 29° 52’ 22” North 
Buoy Hm. 70.50 E Lat. 29° 51’ 48” North 
Buoy Hm. 80.50 E Lat. 29°51’ 16" North Long. 32° 33’ 17.0" E& 
Position (R) Lat. 29° 48’ 36” North Long. 32° 33’ 12.0" E# 
(D) — Arrival to Suez of Northbound Vessels 
Vessels coming from sea have to pass East of the separation zo* 
VLCC’s 3rd generation Containerships and vessels over 38 ft. o# 
have to anchor in the anchorage area specified for these vessels 
Berths) in the berth allocated to each vessel by the Suez Canal Autho® 
Other vessels have to pass East of the separation zone and ancho 
the Waiting Area as previously indicated. 
(E) — Prohibited Area for Anchorage. The area bounded by: 


Long. 32° 34’ 09.0" Eas 
Long. 32° 35’ 18.0" Eas 
Long. 32° 35' 18.0” Es 
Long. 32° 35’ 18.0" Eas 
Long. 32° 35’ 18.0" Ea 
Long. 32° 34’ 34.0" Ee 
Long. 32° 33’ 51.0” Ea 
Long. 32° 33’ 07.5" Eé 
Long. 32° 33’ 13.0" Eé 


Latitude Longitude 
Western Buoy 29° 51° 16” North 32° 33’ 17” East 
Eastern Buoy 29° 51’ 15” North 32° 33’ 06” East 
Position (P) 29° 48’ 36" North 32° 30’ 54” East 
Position (R) 29° 48’ 36" North 32° 33’ 12” East 


is strictly prohibited for anchorage for all ships. 


~ Suez Entrance Channel 
(including the Eastern Channel leading to the Canal Entrance). 
This channel is used for vessels entering or leaving Suez Canal and 
also by those entering Port of Suez and using its anchorages ‘'?) 
12\The max. draft authorised for vessels using Ibrahim Basin, the Petroleum Basin or El Adabya 
myst not exceed 26 ft. at HW. 
Buoyage of Suez Entrance Channel. 
This channel is buoyed as follows: 
(1) A pair of light buoys at Hm. 80.5 (entrance buoys): 
(i) The Eastern Buoy, height 5 m., black, cone shaped and showing 
a green occulting light (1) every 4 seconds. 
(ii) The Western Buoy, height 5 m., red, can shaped and showing 
an occulting red light (1) every 4 seconds. 
The distance between the Eastern and Western Buoys is 340 m. 
(2) Proceeding Northward, the channel is marked on both sides by 
ight buoys, height 5 m. 
(i) On the Eastern side of the channel, the buoys are black, cone 
shaped and show a flashing green light. 
They are placed as follows: 
Hm. 70.50 
Hm. 60.00 
Hm. 44.40 
Hm. 24.00 
Hm. 7.00 
Km. 162.150 (Occ. green light) 
(ii) On the Western side, the buoys are red, can shaped and show 
a flashing red light. 
They are placed as follows: 
Hm. 70.50 
Hm. 60.00 
Hm. 44.40 
Hm. 21.00 
Hm. 17.20 
Hm. 1.00 (Occ. red) 
Course: From the entrance buoys (Hm. 80.50) (New Port Rock 
Channel) to the green light buoy of Hm. 24.00. 
Northbound: 352.5° 
Southbound: 172.5° 


(G) - Canal South Entrance 

The Canal South entrance is marked by 2 light buoys, height 7 m. 

(1) The Eastern at Km. 162.150 is black, cone shaped and showing 
occulting green light (1) every 4 seconds. 

(2) The Western at Hm. 1.00 is red, can shaped and showing occulting 
red light (1) every 4 seconds. 


(H) Port of Suez: Port of Suez is delimited by the imaginary line which 
extends from Ras Misalla to Mersa Sadat and comprises the coastal 
zone North of this line, up to Suez Canal entrance. 

(1) Navigation: 

(a) General Rules: 

(i) All vessels shall conform to the International Regulations for 
Preventing Collision at Sea. 

(ii) Navigation in the port is limited to approved channels only. 

(iii) Crossing or overtaking in the channels is strictly forbidden. 

ee Vessels must proceed in the port with caution and at reduced 
speed. 

(v) Vessels must not let go their anchors except in the anchorage. 

(b) Traffic Regulation: 

(i) Vessels entering the port from sea and vessels leaving the port 
or sea. 

These movements shall be effected through the Western channel, 
except for vessels to which the following anchorages have been 
allocated: 1C - 2C -3C —4C —5C. They should use the Eastern channel. 

() Vessels entering the Canal from the Port, the Zone N.W. of Green 
sland, anchorages 8C to 16C and anchorage groups A and B shall pass 
through the Western channel, then South of Green Island to join the 
Eastern channel and then proceed to the entrance of the Canal. 

Vessels entering the Canal from the Zone N.E. of Green Island and 
Anchorages 1C to 7C shall proceed directly from their anchorages to 
the entrance of the Canal. 

the number of vessels exceeds the number of anchorages, vessels 
" excess shall anchor South of the Western channel, parallel to 
anchorages 2A, 4A, 6A, 4B and 7B, making sure to leave the Western 
channel clear for navigation at all times. 

Vessels entering the Canal from the Zone South of Green Island and 
anchorages 1D to 6D shall proceed directly from their anchorages to 
2 pea of the Canal; or if leaving for sea, shall use the Eastern 

annel. 

lili) Vessels coming from the Canal shall proceed to sea through the 
Eastern Channel. If anchoring in the Zone N.W. of Green Island or 
anchorages 8C to 16C and anchorage groups A and B, shall proceed 
‘tough the Eastern Channel, then the Western Channel, until reaching 
the designated anchorage. If anchoring in the Zone N.E. of Green Island 
or anchorages 1C to 7C, they shall proceed directly from the Canal to 
he designated anchorage. 

(C) Priority of Movement in the port: 

Priority of movement in the port shall be as follows: 

(i) Vessels coming out of the Canal. 

\\i) Vessels proceeding to the Canal. 

(iil) Vessels coming from sea must wait outside the port until the 

€stern channel is clear. 

lv) Vessels leaving the anchorages of the Port of Suez. 

\V) Vessels coming out of the Basins (Ibrahim Basin — Adabeya — 

8troleum Basin). 

\vi) Vessels using the New Petroleum Jetty. 


EGYPT, Arab Republic of 


(d) Priority of Passage in the Eastern Channel: 

Vessels leaving: 

(i) The Canal. 

(ii) Anchorages of Port of Suez, and proceeding Southward to sea, 
have to pass through the Eastern channel. 

Ships approaching Port of Suez from seaward should wait outside 
until the channel is clear. 


Buoys: 
Buoy 2A 281.5° — 20.9 cables from Newport Rock Light 
Buoy 3A 278.5° — 26.9 cables from Newport Rock Light 


These buoys show flashing red light (1) every 5 seconds. 


(2) Buoyage of Port of Suez: 

Position of Green Island Light: Lat. 29°54’ 39” North, Long. 
32° 31' 48” East. 

(a) Eastern Channel (East of Green Island) is limited by the following 
buoys: 

(i) In the East: 


Buoy From Green Island Distance 
Light (m.) 
Hm. 7.00 East 062° 2440 
Hm. 14.00 East 080° 1820 
Hm. 24.00 East i I 1720 
Hm. 44.40 East 144° 3300 
Hm. 60.00 East 153° 4720 
Hm. 70.50 East 166° 5720 
Hm. 80.50 East 159° 6680 

(ii) In the West: 

Buoy From Green Island Distance 
Light (m.) 
Hm. 1.00 West 050° 2600 
Hm. 17.20 West 082° 1390 
Hm. 21.00 West 108° 1260 
Hm. 44.40 West 150° 3110 
Hm. 60.00 West 1573 4640 
Hm. 70.50 West 160° 5630 
Hm. 80.50 West 162° 6630 


(b) Shallow water in the Green Island Zone is limited as follows: 

North Buoy bearing 000° at a distance of 1,490 m. from Green Island 
Light, showing flashing green light (1) every 2 seconds. 

Red Buoy of Hm. 17.20. 

Red Buoy of Hm. 21.00. 

South-West Buoy bearing 239.5° at a distance of 780 m. from Green 
Island Light, showing group flashing green (3) every 7 seconds. 

West Buoy bearing 308° at a distance of 820 m. from Green Island 
Light, showing group flashing green (2) every 5 seconds. 

Oil Jetty quick flashing white light. 
(3) Anchorages of Port of Suez: 


Bearing of Distance from 
Anchorage Green Island Green Island Light 
Light (cables) 
(a) Group “A”: 
1A 308.0° 6.1 
2A 333.0° 7.2 
3A 334.5° 4.2 
4A 358.0° 6.4 
5A 018.0° 3.9 
6A 023.0° al 
7A 048.0° 5.8 
8A 041.5° 8.9 
9A 061.5° 8.2 
10A 083.0° re 
(b) Group “B": 
1 A01.5% 14.4 
2B 092.5° 12.1 
3B 078.0° 12.4 
4B 064.0° 13.9 
5B 090.0° 15.2 
6B 098.0° 1725 
7B 071.5° es 
8B 095.0° 20.2 
9B 086.0° 20.3 
10B 079.5° 15.1 
11B 089.5° 17.9 
12B 090.5° 22.2 
13B 078.0° 19.3 
(c) Group “C”: 
1 220.0° 11.8 
2C 208.5° 71.5 
3C 187.5° Ti2 
4C 235.0° 8.5 
5C 214.5° 8.1 
6C 170.5° 9.4 
7C 161.0° 10.6 
8c 158.0° 8.55 
9C 142.0° 9.3 
10C 143.0° 12.3 
11C 133.5° 12.0 
12C 144.0° 6.58 
13C 121:5° 6.5 
14C 104.0° 6.7 
15C 097.0° 4.7 
16C 073.5° 4.8 
(d) Group “D": 
1 346.0° 12.9 
2D 004.0° 12.6 
3D 021.0° 13.4 
4D 035.0° 14.5 
5D 041.0° 16.7 
6D 047.0° 18.4 
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Bearing of Distance from 
Anchorage Green Island Green Island Light 
Light (cables) 
(e) Group “H”: 
1H 298.0° 12.0 
2H 308.0° 14.3 
(f) Adabeya Anchorage: 
1 059.0° 28.3 
2 054.0° 28.8 


(4) In Bad Weather When Harbour is Closed: 
(a) Vessels coming from sea: 
It is recommended not to enter the Port of Suez when it is closed by 
foul weather which prevents the Pilots from boarding the vessels. 
However, any vessel who would like to enter on her own responsibility 
will have to contact the Suez Canal Authority wireless station (SUQ) 
and ask permission for doing so, giving her draft and length in feet, by 
the following cable: 
“| wish to enter Suez Anchorage on my own responsibility. 
Length. 62! eee aay ft. Draft 
If permission is granted, the Master will receive the following cable: 


Available Anchorage ......---.. ssc seer reer eres ¥. 

(b) Vessels coming out from the Suez Canal: 

In case when the embarkation of the Road Pilot is not possible the 
following cable will be sent to the ship: 

“Qwing to bad weather Road Pilot will not board your ship”. 

The following will be added in case the vessel would ask for an 
anchorage: 

“Available Anchorage ....-.------+sseeeeeere errr “ 

(c) Vessels anchored in the Port of Suez leaving for sea: 

Vessels who would like to sail on their own responsibility, will have to 
hoist the signal for Pilot, send the following cable to SUQ and wait for 
orders: 

“wish to go to sea on my own responsibility. Please confirm’. 

They may proceed if they receive the cable: 

“You may proceed to sea on your own responsibility”. 


Article 10: Roads and Harbour Pilot Signals: 

Vessels requiring a Pilot for: 

(a) Entering from sea 

(b) Sailing out to sea 

(c) Changing berth 

(d) Entering the Canal 
should hoist a black ball over G by day and 3 white lights by night ina 
vertical line. These signals are to be hoisted where can best be seen. 


SECTION Il 
Article 11: Pilotage 
(A) Pilotage is compulsory in Canal waters: 

All vessels ‘'2) entering or leaving Canal waters, must take a Pilot. 

However, the Suez Canal Authority reserves the right to put on board 
vessels under 1,500 tons gross a tug Master and under 800 tons gross 
a patron conducteur, instead of a Pilot. 

Men of war and any vessel carrying dangerous cargo must have a 
Pilot regardless of their tonnage. . 

Roads Pilots, on boarding vessels arriving from sea, hand over to the 
Master the present Rules, the Declaration of State of Navigability and 
the Pilotage Form. 

(13) See footnote as attached to Article 6. 

(B) Port Said: 

VLCCs, 3rd generation containers, and vessels over 38 ft. draft are 
piloted from Northern anchorage area for Canal transit through the East 
Approach channel. Other vessels, either for local trade or intending to 
transit the Canal, are piloted from Fairway Buoy to berths in the harbour 
through the West channel. Vessels are piloted between Port Said 
harbour and Port of Suez by Canal Pilots who are relieved at Ismailia. 
Northbound vessels either through East or West Branches are piloted 
till Hm. 80.00. 

(C) Port of Suez: 

VLCCs, large bulk carriers, 3rd generation containers, and vessels 
over 38 ft. draft are piloted from anchorage area South of Conry Rock 
for Canal transit. Other vessels are piloted from waiting area to 
anchorage area in the Port of Suez. These vessels are also piloted from 
Port of Suez by Canal Pilots who are relieved at Ismailia. Southbound 
convoy and vessels in Port of Suez Anchorages sailing South are piloted 
to Hm. 80.50. Pending Master's request, piloting may end at Hm. 44.40 
(Newport Rock). 

Vessels have to maintain course through the channel till the last pair 
of buoys keeping the separation zone on the port side. 

(D) Master and Pilot: 

(1) Master: 

When a vessel is transiting the Canal, the Master or his qualified 
representative should be present at all times on the bridge; he has to 
keep the Pilot informed concerning any individual peculiarities in the 
handling of the vessel so that the Pilot might be in a position to give 
ee hig to control the navigation and movement of the vessel. 

(2) Pilot: 

The duties of Pilots commence and cease at the entrance buoys of 
Port Said and Port of Suez. He only gives advice on manoeuvring the 
vessel, courses to steer, etc. He puts at the disposal of the Master his 
experience and practical knowledge of the Canal, but as he cannot know 
the defects or difficulties of manoeuvring every vessel, the responsibility 
falls completely upon the Master. The Pilot has to ensure the execution 
by the vessel of: 

(a) The Articles of Rules of Navigation. 

(b) The orders of transit given by Movement Control. 

The manoeuvre and orders are carried out under the direction of the 
Master who is solely responsible. 
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It is therefore for the Master, taking into account the indications give, 
by the Pilot, to give the necessary orders to the helm, to the engines 
and tugs. If, in the interest of quick manoeuvres the Master thinks ; 
preferable to allow the Pilot to give orders direct, manoeuvres Carries 
out in these circumstances shall be considered as having been Carries 
out on the order of the Master and on his sole responsibility. 

Masters are held solely responsible for all damage or accidents ¢ 
whatever kind resulting from the navigating or handling of their vessels 
directly or indirectly by day or night. 

(3) The Pilot must inform the Movement Control Office or the Por 
officials immediately by WT and/or VHF or UHF if their advice andy 
their orders, regarding the safety of navigation are not accepted y 
respected by the vessel. 

The vessel in this case if underway is considered navigating withoy 
Pilot and an additional due of 15,000 Egyptian Pounds is charged. 
(E) Moving in Suez Canal Waters without Pilot’s assistance: 

(1) Unless explicitly authorised by the Suez Canal Authority:— 

(a) Whenever a vessel moves in Canal Waters or Port Said Harbow 
without having a Pilot on board she shall be charged an additional dus 
of 15,000 Egyptian Pounds'"*). 

(14) Vessels under 300 tons SCGT are subject to Rules of Navigation for small craft. 

(b) An additional due of 2,237.5 Egyptian Pounds shall be charge 
to vessels moving in Port of Suez Anchorages, or entering or leaving 
Basins at Port of Suez without having a Pilot on board"®). 

(15)Vessels under 300 tons SCNT are exempt. 

These dispositions do not apply in the event of the Pilot being suddenly 
unable to carry on with his duties owing to sickness or death, in ths 
case the Master must: 

Warn the vessels astern of his intended manoeuvre by means of the 
visual and sound signals as well as VHF and W/T. 

Reduce speed and make fast if in the Canal, or the entrance channels 
or anchor if in the Lakes. 

The Movement Office at Ismailia is to be informed at all times by UHF 
and confirmed by W/T. 

(2) Exceptions: 

In case of bad weather to the extent of not allowing pilotage in Cane 
Approach channels, Masters will be authorised by notice from the Sue: 
Canal Port Offices, to sail with their vessels on their own responsibilit 
at the following positions: 

(a) For Southbound convoy, from Km. 162 to sea. 

(b) For Northbound convoy, from Hm. 30 in East Port Said channe 
Northward. 

(c) For vessels leaving Port Said Harbour through West Approac: 
channel, from Hm. 30 Northward. 

(d) For vessels anchoring in Port of Suez anchorages wishing to heat 
to sea, also for vessels in Waiting Area wishing to enter Port of Suez 
anchorage area. 

(e) For vessels entering Port Said Harbour either for transiting Can 
or for trade, through West Approach channel till Hm. 50 approximate) 
where Roads Pilot will board vessels. 

(f) For vessels entering Port Said East Approach channel, betwee 
Hm. 165 and Hm. 135 from VLCCs anchorage area to join Southbourt 
convoy, Canal Pilot will board vessels at Km. 0 of East Port Said channe 

(g) For VLCCs and other large vessels joining Northbound convo) 
from new anchorage area South of Conry Rock, Canal Pilots will boar 
vessels at Km. 161 approximately. 

(h) For other vessels joining Northbound convoy from Port of Suei 
anchorages, Canal Pilots will board vessels at Km. 161 approx. 

N.B.: (1) For items c, d, e, f, g and h, the time of proceeding will b 
fixed by Suez Canal Port Authority. 

(2) In all cases advice will be given if necessary by shore radars 
vessels'"®). 

(16)Vessels in Port Said Anchorage Area (Northern and Southern Anchorages), the Bitter Late 
or Lake Timsah, if changing berth or mooring without explicit authorisation from the Suez Catt 
Authority, shall be charged an additional due of 3,600 Egyptian Pounds and 2,237.5 Egypte 
Pounds in Suez VLCC anchorage and waiting areas. 

(F) Calling Pilots unnecessarily: 

When a vessel signals for Pilot, and it is found when boarding the 
she is not ready to get underway in the limited time, the vessel is liabt 
to be delayed and Pilot disembarked. The vessel will pay extra pilotag 
dues for the new Pilot as mentioned before. 

(G) Extra Pilots: 
(1) Additional Pilots shall be assigned in the following cases: 

(a) Vessels over 80,000 SCGT. 

(b) Vessels having cargoes or installations impeding visibility fo" 
inside the wheelhouse (obstructions to all-round view). 

(c) If a Pilot is disembarked and relieved by another Pilot, in case! 
slow speed vessels, vessels having troubles which prevent continuati¢ 
of transit with same convoy, or vessels that have to transit by day ont 

(d) If vessel has no accommodation for the Pilot to rest wht 
anchored in Bitter Lakes or making fast in mooring places for a lo 
period. 

(e) An extra Pilot for assisting the Pilot in charge, may be assig”® 
on Master's request or by the Canal Authority if deemed necessary 
(2) A due of L.E. 200 (200 Egyptian Pounds) for every additional Ca 
Pilot and L.E. 100 (100 Egyptian Pounds) for every additional Ros 
Pilot is charged. 


CHAPTER II: ARRIVAL AND PREPARATION FOR TRANSIT 


SECTION |: Pre-Arrival of Vessels 
Article 12: Booking for transit 

Vessels may book for transiting the Canal. The booking notice s* 
reach the Suez Canal Authority Offices not later than four days prior 
the transit date. It must contain the name, nationality of the vessel," 
type (container, Ro-Ro, etc. . . .) her draft, Suez Canal Gross Tonn& 
and deadweight tonnage. 


vessels booking for fixed date will have priority to catch the convoy 

on that date, if they arrive within the time limit defined by the present 
S 

Meeaion can be cancelled or altered by notice to the Suez Canal 

authority Offices at least 24 hours before the date booked, otherwise 

ine vessel shall be charged 100 (one hundred) Egyptian Pounds. 

in case of VLCCs and similar vessels, this charge will be 1,000 (one 
nousand) Egyptian Pounds on account of the special arrangements 
made by S.C.A. 

~ot A arriving without previous booking will catch the convoy ir 
capacity of movement in the Canal permits, otherwise they may catch 
the following convoy. 

Article 13: Notice of Arrival 

Masters of vessels fitted with wireless apparatus are requested to 
transmit the following information to their Agents, 48 hours prior to the 
vessel's arrival. 

The name and nationality of the vessel, her ex-name if any. 

Suez Canal gross tonnage and deadweight tonnage. 

Whether they intend transiting or merely stopping in the harbours and, 
nthis case, mention the duration of stay required. 

The ETA. 

Whether they carry dangerous cargo, stating quantity and class 
according to IMO’s regulations. 

Number of crew on board plus number of passengers on board and 
their nationalities. 

Furthermore, upon arrival anchorage areas vessels have to contact 
the Harbour Office by VHF (Port Said on Channel 9 — Port of Suez on 
Channel 15) giving full details either for transit or stoppage in harbour. 

Vessel carrying dangerous cargo: Advance notice of arrival must 
reach the Canal Authority Offices at least 48 hours before the vessel's 
arrival to the Canal entrances. Masters of vessels carrying dangerous 
cargo, are required to furnish the Canal Authority with the detailed list 
of the dangerous goods they have on board, stating quantity and their 
(MO Classification. Moreover, the Master must inform the S.C.A.office 
vy wireless telegraphy (SUQ) — NOT V.H.F.— of the above mentioned 
information as soon as possible. (Non or erroneous declaration of 
dangerous cargo — see “Article 47 Bis’). 

The above mentioned list, sent directly or through the shipping agency, 
must reach the Suez Canal Authority offices at least 48 hours before 
the vessel's arrival; failing which the vessel may be subject to delay 
before being authorised to enter the Canal Waters. 


Article 14: Contacting Port Offices on Arrival 
(a) Vessels have to contact the harbour office by VHF”). 
17)Port Said on Channel 16 — Port of Suez on Channel 16. 
(1) Ten miles before arrival at Approach Buoy off Port Said. 
(2) Five miles before arrival at separation Zone Buoy No. 1 off 
Port Suez. 
(b) When in touch, give the following information: 
(1) Latitude and longitude. 
(2) Vessel’s name. 
(3) Vessel’s call sign. 
(4) Suez Canal official number, if any. 
(5) Suez Canal gross tonnage and deadweight tonnage. 
(6) Draft. 
(7) Loaded or not. 
(8) Kind of cargo. 
(9) If transiting the Canal for the first time she has to send''®): 
(i) Date of building. 
Having Suez Canal Tonnage Certificate or not. 
Date of issue if any. 
Call sign or official number. 
(ii) Length overall. 
(iii) Beam. 
(iv) Type of engines. 
This information will assist the Harbour Master to identify the vessel 
though his radar, acquire and assign her identification “ID” tag which 
will follow her path until the other end. 


ced all cases the Master must inform whether aiming to transit the Canal or just stay in the 
rarbour. 


(c) If failing to contact by the assigned Channels, Masters may use, 
_ with the consent of the Harbour Master through the International R/T 
(2182 kHz) or SUQ (W/T), any of the following frequencies: 

(1) 156.650 (Channel 13) Port Said. 

(2) 156.600 (Channel 12) Port Said. 

(3) 156.550 (Channel 11) Port of Suez. 

(4) 156.700 (Channel 14) Port of Suez. 

(d) Any vessel who does not contact the Port offices during her 

approach is subject to delays in catching the convoys. 
e) When berthing, changing berth or sailing, the Master must handle 
the mooring ropes by means of ship's boats or mooring boats of a firm 
approved by the Suez Canal Authority. 


Article 15: Documents to be produced 
__ (a) Suez Canal Special Tonnage Certificate. 
(b) Certificate of Registry. 
(c) Statistical Declaration. 
(d) Extract from the vessel's official documents and information 
‘oncerning the vessel's type and her cargo (containers, barges, etc.). 
®) Declaration concerning the use of double bottom tanks and the 
‘wer parts of the high tanks. 
(f) Declaration concerning vessels in ballast. 
(9) Declaration of State of Navigability (see Art.79). 
n) The last Classification Certificate issued. 

(i) Any other information necessary for transiting the Canal. 

th Master of a vessel wishing to transit the Canal must register at 
| Ne Canal Authority offices and pay the various dues. 

eee furnish the Canal Authority's officials with all the particulars 

ed. 
F The vessel must in addition comply with the requirements of the A.R.E. 
“vernment Authorities. 
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In case the Authority deems it necessary to be supplied with a new 
Seaworthiness Certificate, the following Classification Societies are 
recognised to deliver same: 

(1) Lloyd’s Register of Shipping. 

(2) Bureau Veritas Francais. 

(3) American Bureau of Shipping. 

(4) Registro Navale Italiano. 

(5) Germanischer Lloyd. 

(6) Norske Veritas. 

(7) U.S.S.R. Register. 

(8) Nippon Kaiji Kyokai. 

Seaworthiness Certificates are accepted by the Suez Canal Authority 
in Arabic or English. If written in any other language, it is to be translated 
in one of these two above mentioned languages and duly certified by 
the Embassy or Consulate of the Arab Republic of Egypt. 

In case of impossibility of obtaining said translation, it may be 
translated by the Embassy or Consulate to which the vessel belongs, 
in Egypt. 

Failing to do same, a Seaworthiness Certificate is to be obtained 
locally from one of the recognised Classification Societies in the Canal 
Zone. 


(A) Warships: 

Warships transiting the Suez Canal Waters must be provided with a 
Suez Canal Special Tonnage Certificate showing the Suez Canal Gross 
and Net Tonnages. 

If such document is not onboard, the Commanding Officer has to give, 
in writing, the following information: 

(1) Name of Ship. 

(2) Name of Commanding Officer. 

(3) Call sign of the ship (Radio Call). 

(4) LOA, beam overall and depth of the ship. 

As long as the ship is not provided with the Suez Canal Special 
Tonnage Certificate, transit dues will be levied on the temporary Gross 
Tonnage product of the empirical formula without any allowance till the 
presentation of the documents required. 

(B) Erroneous Declarations: 

If the Canal Authority Officials discover false information concerning 
the cargo carried'’®) or the ship's situation ballast or loaded, resulting 
from the shipping clerk’s or the Master's negligence, in statistical 
declarations held, the tolls difference will be doubled. 

The tolls difference means the difference between the correct and the 
wrong amount of transit dues. 

(ple The carriage of sweet water as cargo and declared as ship's water ballast; the omission 
of declaring the presence or quantity of containers on the weather deck or any cargo onboard, 
passengers, etc. .. . 

Article 16: Stay in the Harbour 

(a) The Master is responsible for the mooring of his vessel in Port 
Said harbour and Port of Suez. 

(b) He must pay special attention to the instructions in the following 
paragraphs. 

(c) When the vessel is moored to the buoys, the mooring ropes must 
be watched to ensure safe mooring. If two vessels are moored to the 
same buoy, when one leaves, the other must adjust her moorings. 

(d) Masters must comply with the Harbour Master's advice regarding 
mooring ropes during the stay of their vessel in port; especially when, 
in case of expected bad weather, it is necessary to increase the moorings 
if required. 

(e) When a vessel is moored with her stern to the bank, the Master 
must keep himself continuously informed of the depth of water aft, to 
avoid grounding on the submerged slope either as a result of the settling 
of the vessel as she loads, or her proximity to the bank. 

(f) At night, the vessel, whether moored or manoeuvring, must show 
the lights prescribed by the International Regulations for Preventing 
Collisions at sea, in addition to the Suez Canal Light Signals. 

(g) Unless authorised, barges alongside a vessel must not be more 
than two abreast. 

(h) It is forbidden to try projectors, or to turn the propellers during the 
process of warming-up, in the absence of the Pilot, or without informing 
him when onboard. 

(i) Vessels must not put their engines out of working order for any 
reason whatsoever without permission from the Canal Authority. 

(j) The Master must always keep onboard sufficient crew to ensure 
efficient handling of the moorings, fire fighting and damage control. 

(k) The Harbour Master or his delegate should have free access 
onboard to ensure the carrying out of the Regulations, to verify the 
vessel's seaworthiness, and to ascertain that dangerous cargo onboard 
complies with the Suez Canal Regulations. 

Article 17: Change of Berth 

(a) If the Master wishes to change the berth of his vessel, he should 
notify the Harbour Office stating the desired time when the shift should 
take place. A tug or more will be imposed to assist in the manoeuvres. 

The change of berth will take place at the time fixed by the Harbour 
Office. A Pilot will be sent to the vessel in due time. 

(b) Shifting at the Master's request and the tugs used are charged for 
as per rates set down by the Suez Canal Authority. 

(c) Charges for shifting due to erroneous or incomplete declarations 
by the Master must also be paid by the vessel. 

(d) When necessary, the Harbour Master may order a vessel to shift; 
when so ordered, it should be made as quickly as possible. In such a 
case it is free of charge. 


SECTION II: Preparations for Transiting the Canal 
Article 18: Measures taken before entering the Canal 

All vessels ready to enter the Canal must have their ladders and jib- 
booms run in, their boats swung in and any derricks or cranes obstructing 
the view forward, lowered. 
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Article 19: Mooring Ropes 

At least 6 flexible floating mooring ropes of appropriate size for the 
vessel, in good condition, fitted with spliced eyes, must be in readiness 
for any emergency, at suitable points on deck. All arrangements must 
be made for their quick handling. For vessels equipped with tension 
mooring wires the number of floating ropes may be reduced to 4. It is 
to be noted, however, that any mooring lines, likely to produce sparks 
by their manipulation are absolutely forbidden on board petroleum 
tankers, LPG or LNG or any vessel carrying flammable substances. 

It is recommended that: 

(a) One of the ropes which is selected as “first line ashore” must be 
of floating material to ensure quick securing to the shore. 

(b) Wires should not exceed 5.5 in. circumference to facilitate handling. 

(c) All vessels should have: 

Two fire ropes (wire) made fast, one forward and one aft, and hung 
over the vessel's side ready for use in case of emergency. 

Article 20: Mooring Boats 

(a) Vessels transiting the Canal must have mooring boats as 
mentioned hereafter hired from a mooring company approved by the 
Suez Canal Authority. In case no mooring boats from the said company 
are available, ship's boats if suitable for mooring in the Canal can be 
used and must be manned by shore crew, hired from the same mooring 
company. Each boat is to be manned by three men. 

These vessels are required to have their lifeboats in constant 
readiness for mooring and unmooring operations. 

(b) One mooring boat or one motor boat for vessels under 2,500 tons 
gross, SCGT (SCGT = Suez Canal Gross Tonnage). 

(c) One mooring boat and one motor boat or two mooring boats for 
ships from 2,500 to 30,000 tons SCGT. 

(d) Two motor boats for vessels over 30,000 tons SCGT. 

(e) Ships may ask for additional motor boats or mooring boats 
according to Master's request. These mooring boats must be in constant 
readiness for lowering to run the ropes to the mooring posts without any 
delay during the transit of the vessel. (Vessels contravening (b), (c) and 
(d) above will not be permitted to transit). 

(f) Ships must be fitted with lifting appliances capable of lifting mooring 
boats of 4 tons weight. 

(g) Ships may carry extra mooring boats for safety of navigation. 
However, LPG, LNG and Loaded Tankers are not allowed to carry any 
extra boats. 

(h) The handling of mooring boats must be carried out well clear from 
the ship’s propellers. 

(i) If the vessel has no means for lifting mooring boats and ship's boats 
are not suitable for mooring in the Canal, the vessel shall not be allowed 
to transit the Canal. 

Article 21: Spreaders (Slings) 

Container ships are advised to have their own spreaders (slings) to 
assist unloading and reloading containers in case of necessity. Those 
carrying different sizes of containers must have their own spreaders. 
Article 22: Indicators 

There must be a rudder angle indicator and an engine RPM indicator 
in the wheelhouse so located and illuminated as to be easily visible by 
the Pilot. 

Article 23: Bow Anchors 

The bow anchors must be ready to let go. (If only one anchor, see 

Article 57, paragraph f). 

Article 24: Accommodation and Pilot Ladders 

(a) Pilot Ladder: In anchorage areas, outside the Canal, North or South, 
pilot ladders can be used to embark and disembark Pilots. 

The ladder shall be secured in such position that each step rests firmly 
against the vessel's side and so that the Pilot can have safe access to 
the vessel. Whenever the distance from sea level to the point of access 
to the vessel is more than 12 ft. (or 3.65 m.), access from the pilot ladder 
to the vessel shall be by means of an accommodation ladder or other 
equally safe and convenient means. 

The treads of the pilot ladder shall not be less than 19 in. long, 4.5 in. 
wide and 1 in. in thickness. Steps shall be joined in such a manner as 
will provide a ladder of adequate strength with treads maintained in a 
horizontal position and not less than 12 in. or more than 15 in. apart. 

A man-rope properly secured, and a safety line shall be available and 
ready for use if required. Handholds are to be provided to assist the 
Pilot to pass safely and conveniently from the head of the ladder into 
the vessel or on to the vessel's deck and vice versa. 

If necessary, spreaders shall be provided at such distance as will 
prevent the ladder from twisting. 

Arrangements shall be such as: 

(1) The rigging of the ladder, the embarkation and disembarkation of 
the Pilot is supervised by a responsible officer of the vessel. 

(2) A self igniting life buoy is to be available at hand. 

(b) Accommodation Ladders: Accommodation ladders are to be used 
in the Canal, harbours and lakes to embark and disembark Pilots. 

In case no accommodation iadder is available, or difficult to rig, the 
vessel has to inform S.C.A. before entering harbour or Canal. The 
change of Pilot which is originally carried out at Ismailia, will take place 
in the Bitter Lakes after anchoring. In such case, the vessel will be 
charged an extra 200 L.E. (Egyptian Pounds) as pilotage dues for each 
relieving Pilot.{°° 
(20)Ships with freeboard of less than 10 ft. may use pilot ladder. 

Article 25: Efficiency of Vessel’s Equipment 

Before entering the Canal it must be ascertained that main engines, 
steering gear, engine room, telegraph, rudder angle and r.p.m. 
indicators, W/T, VHF and radar are in good working order. 

Every vessel navigating in the Suez Canal Waters under the advice 


of the Suez Canal Pilot, should maintain bridge and engine bell books. 


In the bridge bell book, each engine movement and the time of its 
transmission from the bridge to the engine room is to be recorded as 
well as in the engine room bell book. 

No vessel is required to maintain any bel! books if equipped with an 
automatic device which produces a permanent legible record of every 
engine movement. 
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The bell books and the automatic records referred to, must be hande; 
upon request, to the Suez Canal Officials for the purpose of investigatic 
if necessary. 

Note: Gyro Pilot should not be utilised on board during the transit Of th 
Suez Canal, the ordinary steering Telemotor apparatus is to be utilise, 
making sure of the steersman's ability, with a view to realising the saf 
of navigation and avoiding any risk of error involving grounding or an, 
other accident. 

Article 26: Deck Cargo 

Deck cargo is to be stowed in a way so as to provide a clear vie, 
from the navigating bridge while transiting the Canal, as well as not 
affect the vessel's stability. 

The deck cargo should not protrude more than half the vessel; 
breadth on any side with a maximum of 15 m. if breadth exceeds 30 m” 
Note: Vessels having a deck cargo protruding in excess of the fixe 
limit, may be exceptionally granted authorisation to transit On th 
following conditions: 

Each case is to be studied separately. If authorisation is granted, » 
additional due of 2 per cent of the transit dues is levied on each footy 
fraction of foot in excess. 


(21)Containers on containerships are not considered as deck cargo. Specially built vessels ay 
barges carrying drillers or bulky deck cargo to be studied separately. 


Article 27: Water Ballast 

Vessels in ballast must fill spaces intended to be used for carrying 
water ballast in such proportion as the Officials of the Suez Can 
Authority may direct. 


Article 28: Searchlight 

(A) Before transiting the Canal, the vessel should be provided with; 
searchlight (projector) placed on the Bow in the axis of the vessel whi¢ 
shows the Canal clearly. It must have the following characteristics: 

1. Minimum range of radiation of single beam 1,800 m. ahea 
(brightness of 1 Lux approximately at the atmospher 
transmission factor = 0.85). 

2. The power of the lamp must give a luminous intensity of sings 
light beam not less than 3 million candela, which is equivalentt 
high efficiency incandescent lamp of: 

2,000 Watts for vessels up to 30,000 S.C. tons gross. 
3,000 Watts for vessels over 30,000 S.C. tons gross. 

3. The drum and stand should be of high corrosion resisting matens 
and can be operated both horizontally and vertically. 

4. The front glass must be of hardened type and can stand rape 
cooling. 

5. The reflector must be in two halves of precise ground glass miro 
of highest quality or of polished aluminium having at least 958 
the reflective capacity of the glass mirror. 

6. The two halves of the reflector can be brought together (zer 
position) to make a single reflector light beam and can be pars 
to give two separate light beams each of 5° at least, on the 
horizontal level with adjustable dark sector from 0 to 10°. 

7. The searchlight drum must be watertight (presssure test 0.25 ke 
$q.cm.) and gastight (according to the classification rules for the 
vessel's electric appliances within dangerous areas) and provide 
with a vent-out to which a flexible hose can be fitted on the dru 
to dissipate the heated air out of the searchlight in addition to: 
safety vent. 

8. The searchlight must be equipped with 2 lamps carrier that ce 
be turned into position to let the lamp exactly in the focus of th 
reflector, and the current must be switched on automatically. 

9. The electric system (switches, plug, socket and cables) must® 
of first class marine type. The degree of protection IP 55 or simi 
standards. 

10. The searchlights must have a certificate for the “type test” issue 
by one of the Classification Societies (Lloyd's Register, etc.). Th 
original to be submitted to Suez Canal officials and thereby aft 
test by S.C.A. inspection the searchlight can be accepted. 

(B) For vessels carrying petroleum products, LPG, LNG, or flammatt 
substances, or vessels Not Gas Free, the searchlight must be gastig 
and all electrical connections leading to it should be insulated. If a deve 
for expelling the hot air from the interior of the searchlight exists, exit! 
the air must be effected in a place devoid of flammable gas. For sale! 
reasons it has been decided that on all vessels of whatever type, elect! 
cable installations for searchlight and all electrical connections lead" 
to it must be permanently fixed, insulated and gastight. 

At the end of the cables a fixed and gastight socket should be instal 
close to the searchlight. 

(C)The searchlight, to be approved, must have a Certificate for ® 
‘Type test’ issued by one of the recognised Classification Societié 
which will be submitted to the Suez Canal Authority Inspector, and? 
tested in the Canal and proved to be in good working order. On bo# 
vessels electrically propelled or having electrically driven gear (steent 
winches, etc. . . .) the number of generators and their individual pow 
output must be sufficient to ensure uninterrupted functioning of f 
searchlight in the event of stoppage of one of the generators. 

No exception to this rule will be allowed except when there is? 
independent generator and circuit on board specifically set apart for? 
searchlight. 

(D) This projector can be hired locally from the Canal Mooring # 
Light Company and weighs 1.5 tons. 

(E) For vessels fitted with their own projector, 2 shore electrici® 
should operate it during the transit. 

(F) Vessels with bulbous bow, may be provided with searchlight! 
condition that top of bulbous bow be lower than sea level by not & 
than 10 ft. 

However, LPG and LNG vessels, without any exception, must! 
provided with their own searchlight. 

Vessels entering the Canal, direct from sea must also be prove 
with their own searchlight. 

(G) If electrical connections and/or searchlight do not conform, * 
vessel is liable to transit only in daylight and therefore is subject to det 


an additional due of 3,000 Egyptian Pounds will be imposed when 
»e searchlight and/or electrical connections do not conform for the 3rd 
and each following transit 


article 29: Overhead Lights (Deck Lights) 
overhead lights visible all round the horizon with a minimum range 
3 200 m. (roughly 650 ft.). 


article 30: Bridge Wing Projectors 

Bridge wing projectors on either side of the bridge must be fitted to 
show the Canal banks clearly during the transit and mooring operations. 

Characteristics: Power about 4 LUX at an atmospheric transmission 
igctor (T = 0.74) and minimum range 200 m. 
article 31: Funnels 

Funnels must be lit to facilitate the identification of the vessel by night. 
article 32: Bridge and Engine Room Communication 

Communication system between engine room and bridge must be in 
good working condition. 
Article 33: Pumping Draining Arrangements 

The pumps and pumping arrangements including valves, pipes and 
strainers from holds as well as from the engine and boiler spaces must 
ye in good working condition. 
Article 34: Watertight Bulkheads and Doors 

All watertight bulkheads and doors are required to be in good efficient 
condition. 
Article 35: Draft Marks 

All vessels shall have the draft plainly marked and painted upon the 
stem, amidships (including Plimsoll Mark and Deck Line) and stern post 
or rudder post. 
Article 36: Whistles and/or Sirens Must Always be Ready for Use 

As prescribed in Part Ill, Article 93. 
Article 37: Fire Fighting Equipment on Vessels 

As prescribed in Article 61. 
Article 38: Side Doors 

When side doors are used for boarding, and the minimum vertical 
distance between the waterline and the bottom of the side door is less 
tnan six feet, they should be closed immediately after embarking and 
disembarking of Pilot and during transit through the Canal. 
Article 39: Manning Vessels 

The crew of vessels intending to transit the Canal should have efficient 
and good knowledge of their vessel and be sufficient in number to permit 
safe handling of the vessel during transit. 


Article 40: Deck Watch & Engine Room 

When underway in Canal Waters the vessels shall keep a full watch 
on the bridge and in the engine room, as well as anchor watch. 
Article 41: Special Arrangements for VLCCs 

(See Article 58). 

Article 422: Accommodation 

ASUITABLE (OFFICER CLASS) ACCOMMODATION IS TO BE PUT 
AT THE PILOT'S DISPOSAL WHILE AT ANCHOR IN THE BITTER 
LAKES OR MADE FAST IN MOORING PLACES ALONGSIDE THE 
CANAL. INCASE OF NO SUITABLE ACCOMMODATION AVAILABLE, 
THE VESSEL WILL PAY EXTRA DUES OF LE200 (TWO HUNDRED 
EGYPTIAN POUNDS) FOR EACH RELIEVING PILOT. SHE MAY BE 
DELAYED IF NO RELIEVING PILOT IS AVAILABLE. 

A sheltered place is to be provided for the mooring boatmen (6 to 9 
men according to the size of the vessel) and 2 shore electricians for the 
projector, during transit. 

Article 43: Vessels Carrying Timber 

The timber deck cargo shall be compactly stowed, lashed and secured 
ina way that it shall not hinder navigation and allow safe access on 
deck. The loading must not exceed the Tropical Timber Load Line (LT). 
The height of the deck cargo above the weather deck shall not exceed 
one third of the extreme breadth of the vessel. 

Article 44: Life Saving Appliances 

Life saving appliances for vessels navigating in the Canal Waters 
should meet with the requirements of the International Convention for 
the Safety Of Life At Sea. 

Article 45: Anchor Watch 

An anchor watch has to be added during bad weather or poor visibility 
and when advised by the Pilot. 
Article 46: Stoppage in Canal 

When anchored in the Bitter Lakes, Lake Timsah or stopped in the 
Canal, the engines should always be ready for use. 

lf failing to comply with any of the previous requirements, a vessel 
may be delayed from joining the convoy and/or may be subject to special 
arrangements for her transit. This includes imposing convoying tug 
boats. Access to the Canal may also be refused. 


SECTION III: Interdiction to Enter Canal 
Article 47: A vessel will not be allowed to transit the Canal in any 
of the following cases: 
ne) tse vessel considered by the Suez Canal Officials, dangerous for 
vigation. 
(b) If carrying dangerous cargo and not conforming to the Appendix 
of Rules of Navigation for vessels carrying dangerous cargo. 
(c) If having a list more than 3 degrees. 
d) If trimmed in a way causing bad manoeuvrability. 
€) If having deck loads protruding from vessel’s sides in a manner 
angering the safety of transit (see Article 26). 
(f) If the vessel is tender or loaded in a manner that dangerously 
affects her stability. 
,,(9) If her draft is in excess of the maximum permitted according to 
hese Rules. 
h) For VLCCs and ULCCs if there is strong wind. 
A) The Suez Canal Authority may consider delaying the entry to the 
-anal in cases of bad weather. 
ue) Any vessel whose Tropical Load Line is submerged, or Plimsol 
arks not plainly visible. 
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Article 47 Bis: 

(a) The Suez Canal Authority reserves the right to refuse access to 
Canal Waters to any vessel in case of non or erroneous declaration of 
the presence of dangerous cargo on board such as ammunition, 
explosives, radioactive substances, etc. 

(b) If the dangerous cargo mentioned in para (a) is discovered during 
the transit, the Suez Canal Authority reserves the right to refuse access 
to Canal Waters to this vessel for a period not exceeding two years. An 
additional due of 30,000 L.E. (thirty thousand Egyptian Pounds) will be 
imposed for this violation. 


SECTION IV: Proceeding to the Canal 
Article 48: General 

Masters shall ask for Pilots by clearly displaying “G" flag by day and 
3 white lights at night, at least two hours before the time they expect 
their vessel to be ready to get underway. Singling Up should not be 
before the Pilot is on board. When several vessels are ready to get 
underway at the same time, the order of their sailing will be fixed by the 
Canal Authority. 

All vessels must stop whenever the passage ahead is not clear. They 
must slow down passing collapsed or under repair banks, as well as 
when passing all vessels in sidings, hoppers, dredgers and other floating 
plants made fast. 

As soon as a vessel is made fast, she must hoist the signals pendant 
No. 2 by day and red light aft at night. The vessel must be ready to 
slack down ropes or cut them if need be. Engines must always be ready 
for manoeuvring. 


CHAPTER Ill: CONVOY SYSTEM — Maximum 
Dimensions, Towage and Escorting 


SECTION I: Convoy System 
Article 49: Formation of Convoys 

A 3 convoy system is applied in the Suez Canal. 
(A) Northbound Convoy 

Starts about 0615 hrs. at Km. 160 and consists of 2 groups of vessels. 
(1) Group A 

(a) Third generation container ships, LPG and LNG, speed of transit 
14 km./hr.@?), 

(b) Loaded VLCCs, conventional loaded tankers and heavy bulk 
carriers,'*9) speed of transit 13 km./hr.(??) 

(22) Without current and in good weather conditions. 
(23) Draft over 38 ft. or length over 950 ft. B.P. 
(2) Group B 

Cargo and other vessels anchored in Suez Anchorages. 

The speed of transit of this group is 14 km./hr.?) The Northbound 
convoy has a free run from Port of Suez till Port Said. It passes through 
the East Kabrit Channel, the Eastern Dredged Channel in the Bitter 
Lakes, the Deversoir East Channel, the East Channel of Lake Timsah, 
the East Channel of Ballah By-pass and the East Channel from Km. 17 
Northward. 

In case the Northbound convoy has to stop in the Bitter Lakes due to 
traffic situation of Southbound convoy or any emergency: 

(a) Container vessel heading in convoy will drop anchor in the suitable 
East Anchorage Areas of the Bitter Lakes. 

(b) VLCCs will anchor in the suitable East Anchorage according to 
their draft. 

(c) All other vessels will anchor in the East Areas corresponding to 
their draft. 

(d) 3 berths are available in Kabrit East Branch, in case of emergency. 
Note: LPG, LNG in ballast or loaded, and loaded chemicals in bulk are 
included in the Tankers Group for safety. 

(22) Without current and in good weather conditions. 
(B) Southbound Convoy (N1) 

Starts from 0100 hrs. to 0500 hrs. and consists of 2 groups of vessels. 

(1) Group A, consists of vessels who are made fast in Canal West 
Branch from Km. 15 to Km. 4 and Port Said Harbour. 
(2) Group B, consists of vessels anchored in the new anchorage areas 
to the N.W. of Port Said, third generation container ships, VLCCs in 
ballast and vessels of over 38 ft. draft. This group will be headed by the 
container ships and the first vessel will enter through the Port Said East 
Approach Channel as soon as the last vessel Northbound clears Hm. 
150. The speed of transit is 14 km./hr.(2?) 

The Southbound convoy has a free run to the Bitter Lakes. It passes 
through the East branch of Ballah By-pass, the East Channel of Timsah 
Lake, the Deversoir West Channel and anchors in the Western 
anchorages in the Bitter Lakes. 

The sequence of vessels when route continues from Bitter Lakes will 
be the third generation container ships, followed by VLCCs in ballast 
and then other vessels. The first ship of the Southbound convoy will 
regulate speed to cross the last Northbound vessel abeam of Kabrit 
station. 

(22) Without current and in good weather conditions. 
(C) Third Convoy (N2) 

A third convoy, Southbound, according to intensity of traffic from North 
or South. Max. draft 38 ft., max. beam 141 ft. 

In case of forming a second Southbound convoy the starting time from 
Port Said will be at 0700 hrs. and up to 0900 hrs. Vessels will make fast 
in Ballah West Branch and continue route after last Northbound vessel 
clears Km. 60. 

Vessels not authorised to join this convoy are the following: 
Loaded tankers carrying Petroleum Grades and_ similar 
substances. 

LPG and LNG. 

Vessels carrying chemicals in bulk. 

Vessels carrying radioactive substances. 
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NOTICES: Issued by Canal Shipping Agencies Company, Port Said: 


Circular No. 80/83: (Amended April 1987). 
We have been advised by Suez Canal Authority that as a trial from 
23.7.83 convoy timing will be as follows: 


First Convoy from Port Said: 
From 0100 hrs. until 0500 hrs. 
Followed by small vessels up to 5,000 tons until 0600 hrs. 
(Limit time arrival waiting area 1900 hrs.). 
(Latest time for hoisting the signal asking for Pilot 2030 hrs.). 


Second Convoy from Port Said: 
From 0700 hrs. until 0900 hrs. 
(Limit time arrival waiting area 0300 hrs. 
(Latest time for hoisting the signal asking for Pilot 0300 hrs.). 
Following vessels are not permitted to join second convoy: 
A — Tankers loaded petroleum flash point — 23°C. 
B — LPG. 
C — LNG. 
D — Tankers carrying chemicals in bulk. 
E — Vessels carrying radioactive materials. 
Convoy from Suez: 
A — Containers and Ro-Ro vessels from 0600 hrs. 
(Limit time arrival waiting area 0100 hrs.) 
B — Tankers from 0700 hrs. followed by ordinary vessels until 
1130 hrs. 
(Limit time arrival waiting area 0300 hrs.) 
Masters have to send by radio to the Agents the following information 
at least 48 hours before vessel's arrival. 
Gross and net tonnage indicated by the Suez Canal Special 
Tonnage Certificate and date of latest certificate. 
Gross and net tonnage indicated by Registry Certificate and date 
of latest certificate. 
Vessel’s nationality. 
Owner's name. 
Type of vessel (cargo — container ship — LASH vessel — Ro/Ro, 
etc.). 
If vessel has previously transited canal under her present or 
former name. Affirmatively mention date of last transit. 
If any alteration has been made in the vessel's particulars. In 
case no alterations made, they have to send ‘Particulars No 
Change”. 


Circular No. 90/83: Second Convoy from North (Convoy N2) 

We would like to inform you that it has been decided as from the 23rd 
July, 1983, to authorise the following categories of vessels to join the 
second convoy from North (Convoy N2) and, therefore, to moor at Ballah 
Loop: 

Loaded tankers carrying Petroleum Grades B — C and similar 
substances (Flash Point +23°C). 

Tankers in ballast NGF. 

Vessels carrying Group 1 dangerous cargo (Explosives). 

Consequently, vessels NOT ALLOWED to join the Convoy N2 that 
has to moor at Ballah Loop, are: 

1. Loaded tankers carrying Petroleum Grade A and similar 
substances (Flash Point —23°C). a 

2. LPG and LNG vessels. 

3. Vessels carrying chemicals in bulk. 

4. Vessels carrying radioactive substances. 


Circular No. 27/87: Directorate of Transit, Suez Canal Authority, Ismailia. 


Circular No. 433681 dated 26.4.1987. 

As from 1st May 1987 vessels with beam and draft as indicated below 
are authorised to make fast at Ballah West Branch, excluding tankers 
in ballast with Suez Canal gross tonnage of over 90,000 tons. 


Beam Draft 
(ft.) (m.) (ft.) — (in.) 
141 42.98 38 00 
142 43.28 Shy bile 
143 43.59 a7 2 O75 
144 43.89 37 04 
145 44.20 37 00 
146 44.50 36 08 
147 44.80 36 04 
148 45.11 36 00 


Circular No. 434409: 

As from 1st January 1990, our Circular No. 432939 dated 28.5.1985, to 
be amended as follows: 

Transit VLCCs: 

Owing to the request of several shipowners for the transit of vessels 
with beam over 218ft., the Suez Canal Authority taking into 
consideration the present shipping situation, undertook careful studies 
to comply with the said request. 

The S.C.A. has the pleasure to inform you that the above mentioned 
vessels may transit the Canal under the following conditions. 

1. A pre-approval to be obtained in good time prior to transit. 

2. Transit to be effected in good weather (wind not exceeding 10 
knots). 

3. 10% of the transit dues for precautionary measures and special 
arrangements. 

4. One tug escort against 6,000 SDR. per tug for vessels with beam 
up to 225 ft. 

5. Two tug escort against 6,000 SDR. per tug for vessels with beam 
over 225 ft. 


Circular No. 23/86: LNG/LPG: 

We append hereunder, for your information text of Circular No. 
433224, dated 2.3.86, received from the Director of Transit, Suez Canal 
Authority, Ismailia, the contents of which are self-explanatory. 
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Owing to the great danger involved in the transit of LPG and Li 


through the Suez Canal, the following is to be applied: 


| From date of issue 
1.From North 
(a) LPG and LNG whatever the tonnage are not allowed to mak 
fast in Port Said Harbour. 
(b) Anchor in the Northern Waiting Area. 
(c) Join the first Southbound convoy direct from sea through ty 
Eastern Branch. 
(d) The turn to be rearranged at the Great Bitter Lake to take th 
lead of the convoy. 
2.From South 
(a) LPG and LNG whatever the tonnage are not allowed to anchy 
in the Inner Bay at Suez. 
(b) Anchor in the Waiting Area South of Conry Rock. 
(c) Join the Northbound convoy direct to the Canal following the 3 
generation containership, Ro/Ro and similar and ahead of the loads 
tankers and bulk carriers. 
ll As from 1.4.1986 
1. LPG and LNG up to 80,000 tons S.C.G.T. will be escorted 
1 S.C.A. tug against 5,500 s.d.r. 
2. LPG and LNG over 80,000 tons S.C.G.T. will be impose 
1 S.C.A. tug as per Rules of Navigation Art. 57. 


Suez Canal — Southbound Second Convoy 

For your guidance, vessels carrying chemicals in bulk respective) 
radio-active substances under IMDG Group 2 are now allowed to trans 
with the second Southbound Convoy (which makes fast at Ballah Loop 
under conditions stated in S.C.A. Circular No. 154506 dated Octobe 
30th 1988. 

CLARIFICATION TO ARTICLE 49 REGARDING VESSELS CARRYIN, 
CHEMICALS IN BULK. 
Reference to our Rules of Navigation, edition January 1986, Article 4 
concerning: 
A. Vessels carrying chemicals in bulk. 
Allowed to join N.2 Convoy, if having double bottom tanks. 
B. Vessels carrying radio-active substances. 
1. Allowed to join N.2 Convoy, if carrying IMDG group two. 
2. Not allowed to join N.2 Convoy, if carrying IMDG group one. 

With regard to para (A) above, we have received the followin 
clarification concerning chemical tankers carrying liquid bulk chemicals 
Not allowed: to join N.2 Convoy if flash point is below 23°. 

Allowed: to join N.2 Convoy if flash point is above 23° provided vess: 
has complete double bottom tanks and vessels must cabk 
SCA Ismailia (via their agent) of their wishes to join the 2n 
Convoy, giving details of cargo on board and flash point. 
Circular No. -/87: Two engines and one propeller: 

We append hereunder, for your information, text of Circular Ne 
433658, dated 31.3.87, received from the Directorate of Transit, Sus 
Canal Authority, Ismailia, the contents of which are self-explanatory: 

A vessel with 2 engines, on 1 propeller, requesting to transit the Can 
with 1 engine, as the other is under repair or dismantled, the followin 
to be applied: 

1. Undergo sea trails. 

2. Valid Seaworthiness Certificate from a recognised Classificatic 
Society, mentioned in Suez Canal Rules of Navigation Art. 15, statin 
that vessel is with 1 engine able to maintain Canal speeds. (Max. spee 
without current not less than 10 knots.) 

3. If sea trials are satisfactory, vessel may transit Canal withos 
imposed tug. 

Circular No. 433381: dated 24/7/1986 

Possibility of Increase Loading of Partial Loaded Tankers 
Northbound at 13 km./hr. 

Authorising vessels and loaded tankers to transit the Suez Canal frov 
South (13 km./hr.) with draft exceeding the current permissible or 
stated in Rules of Navigation, edition January 1986 (Table “Cd 
(column No. 1, and not to exceed draft mentioned in column No.: 
attached table). 

1. Oncompletion of the first stage of Suez Canal development proj 
in December 1980, and after widening and deeping the Canal, load 
vessels from South (speed 13 km./hr.), of beam not exceeding 140° 
were authorised to transit with draft 53 ft.; the more beam is, the les 
draft will be. 

Table of draft in relation to beam over 140 ft. in column No. 1 extracié 
from Rules of Navigation, edition January 1986, Art. 54, pages 76-80! 
attached. 

2. As the Authority has recently widened the Northern section of ff 
Canal by 50 m. average width. In this connection, various studies a& 
laboratory experiments have been successfully conducted. 

Accordingly the Authority decided to increase the current permissitt 
draft stated in the Rules of Navigation, edition 1986 for loaded vess® 
from South (speed 13 km./hr.). 

3. Column No. 2 of attached table clarifies maximum authorised d@ 
increase. 

4. An additional due of 0.6% (six per thousand) will be levied for eve’ 
inch or fraction of an inch which surpasses the current permissible ore 
stated in the Rules of Navigation, January 1986 edition. 

5. This Circular comes into force as from 26/7/1986. 

The Director of Transit 
Explanatory Example 
Permissible Draft 


Before After Draft Dues 
Beam Development Development Increase Increasé 
Column Column 
(1) (2) 
(ft. in.) (ft. in.) (ft. in.) 
143 09 52 00 53 00 ft. (12 in.) 7.2% 
176 06 41 04 43 04 2 ft. (24 in.) 14.4% 
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\yORTHBOUND LOADED AND PARTIALLY LOADED VESSELS TRANSITTING AT 13 km./hr. 


Beam Permissible Draft Beam Permissible Draft Beam Permissible Draft 
Column Column Column Column Column Column 
(1) (2) (1) (2) ; (1) (2) 
ft. in ft. in ft. in. ft. in. ft. ft. in ft. in. ft. in. ft. in 
140 00 53 00 53 00 157 00 47 08 48 08 174 00 42 02 43 11 
03 $2 «it 00 03 07 07 03 01 11 
06 11 00 06 06 06 06 42 00 10 
09 10 00 09 05 05 09 41 11 10 
141 00 og 00 158 00 04 04 175 00 10 09 
03 08 00 03 03 03 03 09 08 
06 08 00 06 02 02 06 08 07 
09 07 00 09 01 09 07 06 
142 00 06 00 159 00 47 00 48 00 176 00 06 05 
03 05 00 03 46 47. #1 03 05 05 
06 04 00 06 10 10 06 04 04 
09 03 00 09 09 10 09 03 03 
143 00 03 00 160 00 08 09 177 00 02 02 
03 02 00 03 07 08 03 01 01 
06 01 00 06 06 07 06 41 00 43 00 
09 52 00 00 09 05 07 09 40 11 42 11 
144 00 61.43 53 00 161 00 04 06 178 00 10 10 
03 10 52 \.14 03 03 05 03 09 09 
06 09 10 06 02 04 06 08 08 
09 08 ie}s) 09 03 ie}s) 07 07 
145 00 07 08 162 00 46 00 02 179 00 06 06 
03 06 07 03 45 47 00 03 05 05 
06 05 06 06 46 11 06 04 04 
09 04 05 09 10 11 eh) 03 03 
146 00 03 04 163 00 10 10 180 00 02 03 
03 02 03 03 09 10 03 01 02 
06 01 02 06 08 09 06 01 02 
09 51 00 01 09 07 08 09 40 00 01 
147 00 50! ait 52 00 164 00 06 07 181 00 39 11 42 00 
03 10 Sioudil 03 05 06 03 10 41 11 
06 09 10 06 04 05 06 09 10 
09 08 09 09 03 04 ie}s) 08 09 
148 00 07 08 165 00 02 03 182 00 07 08 
03 06 07 03 45 00 02 03 06 07 
06 05 06 06 44 01 06 05 06 
09 04 05 09 10 01 09 04 05 
149 00 03 04 166 00 46 00 183 00 03 04 
03 02 03 03 45 11 03 02 03 
06 01 02 06 07 10 06 01 02 
09 50 00 51 01 ie}s) 06 09 09 39 00 41 01 
150 00 49 11 Soeeat 167 00 05 08 184 00 38 #11 40 11 
03 10 10 03 04 08 03 10 10 
06 09 09 06 03 07 06 ie}s) 08 
09 08 08 09 02 07 09 08 07 
151 00 08 07 168 00 06 185 00 07 05 
03 07 06 03 44 00 05 03 06 03 
06 06 05 06 43 04 06 05 02 
09 05 04 09 10 03 09 04 01 
152 00 04 03 169 00 09 03 186 00 03 40 00 
03 03 02 03 08 02 03 02 39 11 
06 02 01 06 07 01 06 01 09 
09 01 50 00 09 06 45 00 09 38 00 08 
153 00 49 00 49 11 170 00 05 44 11 187 00 S7-aid 07 
03 48 11 10 03 05 10 03 10 05 
06 10 09 06 09 06 09 04 
09 09 08 09 03 08 09 08 03 
154 00 08 08 171 00 02 07 188 00 07 02 
03 07 07 03 06 03 06 39 01 
06 06 06 06 43 00 06 06 05 38 11 
09 05 05 09 42 05 09 04 10 
155 00 04 04 172 00 10 05 189 00 03 09 
03 03 03 03 09 04 03 02 08 
06 02 02 06 08 04 06 01 07 
09 01 01 09 07 03 09 -* 37 00 38 06 
156 00 48 00 49 00 173 00 06 03 SSS eo ee eee eee 
03 47 11 48 11 03 05 02 190 00 36° 11 38 04 
06 10 10 06 04 02 b=". 
09 47 09 48 09 09 42 03 44 00 


Article 50: Limit Time of Arrival to Join Convoys 

Also see Article 49 — “Notices”. 
(A) Southbound Convoy 

(1) 3rd generation container ships, VLCCs in ballast and loaded 
vessels over 38 ft. draft who will anchor in the new anchorage area (V 
derths) N.W. of Port Said and declared by Agents ready for transit, have 
‘Oreach the anchorage area before 1800 hrs. 

(2) Other ships entering from Port Said harbour have to reach the 
anchorage area before 1800 hrs. 

(3) Ships arriving after 1800 hrs. and not later than 0200 hrs. will join 
te second convoy either from Port or direct from sea and be declared 
oy Agents ready for transit, providing the capacity of the Canal permits. 


(B) Northbound Convoy 

(1) Ships anchoring South of Conry Rock: 3rd generation container 
ships, VLCCs, super tankers, heavy bulk carriers and vessels over 38 ft. 
draft, have to reach the anchorage area (V berths) and be declared by 
Agents ready for transit before 2400 hrs. 

LPG/LNG carriers have to reach Suez anchorage area maximum at 
0100 hrs. in order to join the Northbound convoy. These vessels are 
allowed to anchor in V Berths of the waiting area. 

(2) Other vessels who will anchor in the anchorages of the Port of 
Suez, have to reach the waiting area and be declared by Agents ready 
for transit before 0200 hrs. 

(C) In all cases the documents required should be produced before the 
passage of the vessel to the Canal office at Port Said or Port Tewfik. 
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NOTICE: Suez Canal Authority Circular No. 434150: 
Reference S.C.A. Rules of Navigation Article 50 and Circular 
No. 433659 dated 1/4/87. 
In order to reduce ship's waiting time to a minimum, the following 
arrival times at anchor will be applied: 
A. Port Said 
1. Southbound Convoy (N.1): 


SECTION II: Maximum Dimensions (Vessel’s Sizes and Drafts) 
Article 52: Dimensions of Vessels Authorised to Transit (To b& 
amended in near future) 

These dimensions are given hereunder: 

(a) Max. length: No restrictions. 

(b) Max. beam: 210 ft. 

(c) Max. draft: The tables A, B and C give the maximum dra 


As per Rules of Navigation, limit time of arrival is 1800 hrs. 

Above mentioned time was extended by Circular No. 433659 
dated 1/4/1987 to 1900 hrs. 

As an additional facility, vessels arriving from 1900 hrs. to 
2100 hrs., may join first Southbound Convoy (N.1), against an 
additional charge of 10% of the canal dues. 

2. Southbound Convoy (N.2) — vessels fulfilling No. 2 specifications. 
As per Rules of Navigation, limit time of arrival is 0200 hrs. 

Above mentioned time was extended by Circular No. 433659 
dated 1/4/1987 to 0300 hrs. 

As an additional facility, vessels arriving from 0300 hrs. to 
0400 hrs., may join second Southbound Convoy (N.2), against 
an additional charge of 10% of the canal dues. 

Suez 
1. Tanker Group (i.e. LPG and LNG loaded or NGF, third generation 
containerships, vessels over 38 ft. draft and loaded tankers): 

As per Rules of Navigation, limit time of arrival is 0000 hrs. 

Above mentioned time was extended by Circular No. 433659 
dated 1/4/1987 to 0100 hrs. 

As an additional facility, vessels arriving from 0100 hrs. to 
0300 hrs., may join tanker group against an additional charge of 
10% of the canal dues. 

2. Other Vessels. 

As per Rules of Navigation, limit time of arrival is 0200 hrs. 

Above mentioned time was extended by Circular No. 433659 
dated 1/4/1987 to 0300 hrs. 

No time extension is permissible due to the formation of the 
convoy. 

Note: 

1. The limit time of arrival is the actual time of anchoring at the 
respective anchorage area stated in the Rules of Navigation. 

2. This circular will be in force as from 1st December 1988. 


authorised in relation to the beam of vessel according to the following 

(i) Table ‘‘A’’: For vessels in ballast transiting in either direction, 

(ii) Table “‘B’’: For loaded vessels transiting Southbound. The spes: 
of transit being 14 km./hr. 

(iii) Table ‘“C’’: for loaded vessels transiting Northward and include, 
two tables C-1 and C-2. 

“ (a) Table C-1 gives the draft for vessels transiting at speed of 13 km 
ie 

(b) Table C-2 ain the draft for vessels transiting at speed of 14 km 
hr. (including LPG, LNG vessels and vessels carrying chemicals in bulk 

In these Tables the beams are given in metres and feet and the drat 
in feet only. 

Article 53: Conditions of Transit 

(A) For loaded vessels the max. draft for each vessel according 
tables B and C or her tropical loadline whichever is less. 
Notes: 

1. (a) Vessels allowed to transit at a draft of over 53 ft. must for the 
first passage effectuate a successful sea trial before entering the cana 
either at Suez or Port Said Roads. 

(b) Sisterships are not to get benefit of authorisation granted 
a particular ship of the group. 

2. Vessels with beam over 200 ft. and up to 210 ft. are allowed 
transit only in calm weather, i.e. beam wind not exceeding 10 knots. 

3. Northbound LPG, LNG vessels and vessels carrrying chemicak 
in bulk, are subject to the Tables of Beam and Draft for vesses 
proceeding at 14 km./hr. speed. 

For safety measures they are included in the “tankers” group. 

(a) Chemicals in bulk vessels are included in the “tankers” grou 
only when they are loaded. 

(b) LPG and LNG vessels are included in the “tankers” grou 
either loaded or in ballast and they are put ahead of the loaded tanker: 


4. Vessels with Load Line Certificate not mentioning the amount¢ 
Freeboard of their Tropical Load Line and consequently do not have th: 
Tropical Load Line marked on their sides, will be authorised to trans 
Suez Canal with a maximum draft up to the SUMMER Load Line onl) 
or the maximum allowed draft Tables A, B, C-1 and C-2, whichever b 
the less. 

Table “A” Vessels in Ballast. 


Also see Article 49 (Notices) and Article 50. 
Article 51: Courses to Keep on Leaving for Sea 
(A) At Port Said 

Vessels of Northbound convoy have to maintain course through the 
East approach channel till Hm. 195 then alter course North 000° for five 
miles before altering to destination. 
(B) At Port of Suez 

Vessels proceeding to sea have to maintain course through the 
channel till the last pair of buoys, then keep the separation zone on the 


Max. draft for different beams for vessel from North or South. 


port side till the separation zone Buoy No. 1. Up to 160 ft. Over 160 ft. Over 190 ft. 
Up to 190 ft. Up to 210 ft. 
(48.77 m.) (48.77 m. up (57.91 m. up 


to 57.91 m.) to 64.00 m.) 


Maximum 
Draft Fore 25 Fore 28 Fore 29 
in feet Aft 29 Aft 32 Aft 33 


Note: Vessels with beam up to 190 ft. or 57.91 m. are not authorised’ 
transit at a draft over 33 ft. 


Table ‘‘B” — Loaded Vessels. 
Note: For technical considerations LPG 
and LNG vessels in ballast are admitted 


to transit the Canal at draft of 33 ft. Beam Draft Beam Draft 
In case of use of fresh water for ballast, ft. in. m. cm. ft. in. ft. in. m. cm. ft. in. 
vessel loses the privilege of being in 162 00 49 38 40 06 170 00 51 82 38 06 
ballast, and therefore, dues will be levied 03 45 05 03 89 05 
on the basis of laden vessel. 06 53 05 06 51 97 05 
1. Maximum draft for different beams 09 61 04 og 52 04 04 
for loaded vessels transiting Southbound 163 00 68 03 171. 00 12 03 
Speed 14 km./h. 03 76 02 03 20 02 
Beam Draft 06 83 02 06 27 02 

ft. in. m. cm. fein: 09 91 01 og 35 01 
156 00 47 55 42 00 164 00 49 99 40 00 172 00 42 38 00 
03 63 41 #11 03 50 06 so. 11 03 50 KY gam 

06 70 11 06 14 11 06 58 11 
09 78 10 09 22 10 09 65 10 
157 00 85 os 165 00 29 09 173 00 73 09 
03 93 08 03 37 08 03 81 08 
06 48 00 08 06 44 08 06 88 08 
og 08 08 og 52 07 ie}s) 52 96 07 
158 00 16 06 166 00 60 06 174 00 53 03 06 
03 23 05 03 67 05 03 11 05 
06 31 05 06 75 05 06 19 05 
09 39 04 09 82 04 09 26 04 
159 00 46 03 167 00 90 03 175 00 34 03 
03 54 02 03 50 98 02 03 42 02 
06 62 02 06 51 05 02 06 49 02 

09 69 01 og 13 01 09 57 01 
160 00 77 41 00 168 00 21 39 00 176 00 64 37 00 
03 84 40 11 03 28 38 #11 03 72 36 11 

06 48 92 11 06 36 11 06 80 11 
09 49 00 10 o9 43 10 og 87 10 
161 00 07 og 169 00 51 09 177 00 53 95 09 
03 15 08 03 59 08 03 54 02 08 
06 22 08 06 66 08 06 10 08 
09 49 30 40 07 og 51 74 38 07 og 54 18 36 07 
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Beam Dratt Beam Draft Beam Draft 
ft in m. cm ft. in ft. in m. cm. ft. in ft. in m. cm. in 
178 00 54 25 36 06 202 00 61 57 33 02 152 00 46 33 49 04 

03 33 05 03 64 02 03 40 03 
06 41 03 06 72 02 06 48 02 
09 48 02 09 80 02 ie}s) 56 01 
179 00 56 36 00 203 00 87 02 153 00 63 49 00 
03 63 Sso411 03 61 95 02 03 71 48 11 
06 71 09 06 62 03 02 06 79 10 
09 79 08 09 10 02 09 86 09 
180 00 86 06 204 00 18 02 154 00 46 94 08 
03 54 94 05 03 25 02 03 47 01 07 
06 55 02 05 06 33 02 06 0g 06 
09 09 04 09 41 02 09 17 05 
181 00 17 03 205 00 48 01 155 00 24 04 
03 24 02 03 56 01 03 32 03 
06 32 02 06 64 01 06 40 02 
09 40 01 og r « 01 09g 47 01 
182 00 47 35 00 206 00 79 01 156 00 55 48 00 
03 55 34 11 03 86 01 03 63 47 11 
06 63 11 06 62 94 01 06 70 10 
09 70 10 09 63 02 01 og 78 09 
183 00 78 09 207 00 09 01 157 00 85 08 
03 85 08 03 17 01 03 47 93 07 
06 55 93 08 06 25 01 06 48 00 06 
09 56 01 07 09 32 01 09 08 05 
184 00 08 06 208 00 40 00 158 00 16 04 
03 16 05 03 47 00 03 23 03 
06 23 05 06 55 00 06 31 02 
09 31 04 09 63 00 09 39 01 
185 00 39 03 209 00 70 00 159 00 46 47 00 
03 46 02 03 78 00 03 54 46 11 
06 54 02 06 85 00 06 62 10 
09 62 01 09 63 93 00 09 69 ie}s) 
186 00 69 34 00 210 00 64 01 33 00 160 00 77 08 
03 77 S3aect1 03 84 07 
06 84 11 06 48 92 06 
09 56 92 10 09 49 00 05 
187 00 57 00 09 161 00 07 04 
03 07 08 03 15 03 
06 15 08 Table ‘‘C-1” 06 22 02 
09 23 07 Max. draft for different beams for 09 30 01 
188 00 30 06 loaded vessel transiting Northward. 162 00 38 46 00 
03 38 06 Speed 13 km./hr. 03 45 45 hc11 
06 45 06 (To be amended in the near future) 06 53 11 
09 53 06 See “Notices” before article No. 50. 09 61 10 
189 00 61 06 (loaded tankers and heavy bulk carriers) 163 00 68 09 
03 68 06 03 76 08 
06 76 06 Beam Draft 06 83 08 
09 83 06 ati m. cm. sa, Ig 09 91 07 
190 00 91 05 140 00 42 67 53 00 164 00 49 99 06 
03 57 99 05 03 75 Ben ti 03 50 06 05 
06 58 06 05 06 82 11 06 14 04 
09 14 05 09 90 10 09 22 03 
191 00 22 05 141 00 42 98 09 165 00 29 02 
03 29 05 03 43 05 08 03 37 45 00 
06 37 05 06 13 08 06 44 44 11 
09 44 05 09 20 07 09 52 10 
192 00 52 05 142 00 28 06 166 00 60 09 
03 60 05 03 36 05 03 67 08 
06 67 05 06 43 04 06 7a) 07 
09 15 05 09 51 03 09 82 06 
193 00 83 05 143 00 59 03 167 00 90 05 
03 90 05 03 66 02 03 50 98 04 
06 58 98 05 06 74 01 06 51 05 03 
09 59 05 05 09 81 52 00 09 13 02 
194 00 13 04 144 00 89 Bate iit 168 00 21 01 
03 21 04 03 43 97 10 03 28 44 00 
06 28 04 06 44 04 09 06 36 4S5k1 
09 36 04 09 12 08 09 43 10 
195 00 44 04 145 00 20 07 169 00 51 09 
03 51 04 03 27 07 03 59 08 
06 59 04 06 35 06 06 66 07 
09 66 04 09 42 05 09 74 06 
196 00 74 04 146 00 50 03 170 00 82 05 
03 82 04 03 58 02 03 89 05 
06 89 04 06 65 01 06 51 97 04 
09 59 97 04 09 73 51 00 ie}s) 52 04 03 
197 00 60 04 03 147 00 80 50 11 171 00 12 02 
03 12 03 03 88 10 03 20 01 
06 20 03 06 44 96 09 06 27 43 00 
09 OL. 03 09 45 03 08 09 35 42 11 
198 00 35 03 148 00 11 07 172 00 42 10 
03 43 03 03 19 Q€ 03 50 ie}s) 
06 50 03 06 26 05 06 58 08 
09 58 03 09g 34 04 09 65 07 
199 00 65 03 149 00 41 03 173 00 73 06 

03 73 03 03 49 02 03 81 05 

06 81 03 06 57 01 06 88 04 

09 88 03 09 64 50 00 09 52 96 03 
200 00 60 96 03 150 00 72 49 11 174 00 53 03 02 

03 61 04 03 03 80 10 03 11 01 

06 nt 03 06 87 og 06 19 42 00 

09 19 03 09 45 95 08 09 26 41 11 
201 00 26 02 151 00 46 02 08 175 00 34 10 

03 34 02 03 10 07 03 42 09 

06 42 02 06 18 06 06 49 08 

09 49 02 09 25 05 09 57 07 
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177 


178 


179 


180 


181 


182 


183 


184 


185 


186 


187 


188 


189 


190 


191 


192 


193 


194 


195 


196 


197 


198 


199 


532 


Beam 

in. m. cm. 
00 53 64 
03 72 
06 80 

09 87 

00 53-35 
03 54 02 
06 10 
09 18 

00 25 
03 33 
06 41 

og 48 
00 56 

03 63 
06 71 

09 79 
00 86 
03 54 94 
06 55 02 
09 09 
00 17 
03 24 
06 32 
09 40 
00 47 
03 65 
06 63 
09 70 
00 78 
03 85 
06 55 93 
09 56 01 

00 08 
03 16 
06 23 
09 31 

00 39 
03 46 
06 54 
09 62 
00 69 
03 77 
06 84 
09 56 92 
00 57 00 
03 07 
06 15 
09 23 
00 30 
03 38 
06 45 
09 §3 
00 61 

03 68 
06 76 
09 83 
00 91 

03 57 99 
06 58 06 
09 14 
00 22 
03 29 
06 37 
09 44 
00 52 
03 60 
06 67 
09 75 
00 83 
03 90 
06 58 98 
og 59 05 
00 13 
03 21 

06 28 
09 36 
00 44 
03 51 

06 59 
09 66 
00 74 
03 82 
06 89 
o9 59 97 
00 60 04 
03 12 
06 20 
09 27 
00 35 
03 43 
06 50 
09 58 
00 65 
03 73 
06 81 

og 88 


41 
40 


40 
39 


38 
37 


37 


36 


36 
35 


Table “C-2” 


Speed 14 km./hr. 


61 
62 


62 
63 


51 
52 


Draft 
ft. in. 


34 00 
33. (11 


41 00 
40 11 


40 00 
39 11 


39 08 


ft. 
178 


179 


180 


181 


182 


183 


184 


185 


186 


187 


188 


189 


190 


191 


192 


193 


194 


195 


196 


197 


198 


199 


200 


201 


Beam 

in. m. cm. 
00 ot aay 2 
03 33 
06 41 

09 48 
00 56 
03 63 
06 71 

09 79 
00 86 
03 54 94 
06 55 02 
09 09 
00 17 
03 24 
06 32 
09 40 
00 47 
03 55 
06 63 
09 70 
00 78 
03 85 
06 §5' 93 
09 56 01 
00 08 
03 16 
06 23 
09 31 

00 39 
03 46 
06 54 
09 62 
00 69 
03 77 
06 84 
09 §6 92 
00 57 00 
03 07 
06 15 
09 23 
00 30 
03 38 
06 45 
09 53 
00 61 
03 68 
06 76 
09 83 
00 91 
03 57° 99 
06 58 06 
09 14 
00 22 
03 29 
06 37 
09 44 
00 52 
03 60 
06 67 
09 tet 
00 83 
03 90 
06 58 98 
09 59 05 
00 13 
03 21 
06 28 
09 36 
00 44 
03 51 

06 59 
og 66 
00 74 
03 82 
06 89 
og 59 97 
00 60 04 
03 12 
06 20 
09 27 
00 35 
03 43 
06 50 
09 58 
00 65 
03 73 
06 81 

09 88 
00 60 96 
03 61 04 
06 11 

og 19 
00 26 
03 34 
06 42 
09 49 


39 
38 


38 
37 


37 
36 


36 
35 
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Beam Draft Beam Draft Beam Draft 
ft in. m cm ft. in ft. in m. cm. ft. in ft. in. m. cm. ft. in 
202 00 61 57 34 05 205 00 48 11 208 00 63 40 33 05 

03 64 04 03 56 10 03 47 04 

06 72 04 06 64 10 06 55 04 

09 80 03 09 09 09 63 03 
203 00 87 03 206 00 79 09 209 00 70 03 

03 61 95 02 03 86 09 03 78 02 

06 62 03 01 06 62 94 08 06 85 01 

09 10 01 09 63 02 08 teks) 63 93 01 
204 00 18 00 207 00 09 07 210 00 64 01 33 00 

03 25 34 00 03 17 07 

06 33 33. 11 06 25 06 

09 41 11 09 63 32 33 06 


Article 54: Speed 
The speed of convoys is the following: 
(a) Southbound: 14 km./hr. 
(b) Northbound: 
(1) 13 km./hr. for 
and bulk carriers group. 
(2) 14 km./hr. for ordinary group. 


loaded tankers 


SECTION Ill: Towage and Escorting 
Article 55: Canal Authority Tugs 

(A) At Port Said Harbour, tugs may be placed at the disposal of 
Masters if the Canal Authority deems it necessary. No charge is made 
for the assistance given by these tugs to transiting vessels for mooring 
and getting underway. In all other cases, a charge is levied by the Suez 
Canal Authority. Vessels manoeuvring in the harbour are required to 


provide their own ropes. Wire tow-ropes are not allowed.(°*) : 
'24)Wire tow-ropes should not be confused with the fire-wire ropes made fast onboard and fitted 


with an eye splice or connecting shackle hanging over the side as required. See Article 61 (C). 

(B) In other cases, tugs can be hired for mooring, towing or getting a 
vessel afloat. Charges paid by the vessel will be according to rates set 
by Suez Canal Authority. 

(C) In accordance with the terms of Article 57 of the present Chapter, 
the Officials of the Canal Authority may impose on certain defective 
vessels, or vessels carrying dangerous cargo, a tug or more for towing 
or escorting during transit of the Canal. 

In such cases, charges are paid according to rates set by Suez Canal 
Authority. 

(D) The Master of a vessel using a tug placed at his disposal has the 
exclusive direction and control of the manoeuvres of both the vessel 
and the tug. 

(E) Whatever may be the conditions or circumstances under which 
the Canal Authority tugs are made use of by a vessel, the Master of the 
vessel is responsible for any damage or accidents whatsoever resulting 
directly or indirectly from the use of the said tugs, including damage 
which may occur to the tugs themselves, and to equipment. 


Article 56: Use of Private Tugs 

Shipowners are authorised to have their vessel towed or conveyed 
by their own tugs under their entire responsibility. Such tugs must be 
approved by the Suez Canal Authority. Apart from the special towage 
dues, tugs belonging to private owners are subject to the strict 
observance of all the parts of the rules relative to vessels manoeuvring, 
in transit or berthing. 

Towing arrangement must be supervised and approved by the Suez 
Canal Authority personnel. 


Article 57: Cases of Imposed Tugs 

Chargeable tugs shall be imposed during Canal transit, at the tariff 
hire rate, in the following cases: 

(a) The Canal Authority may require any vessel to take a tug or tugs 
through the Canal, when in its judgement such action is necessary to 
ensure safety to the vessel or to the Canal. 

(b) LPG and LNG of over 80,000 tons (SCGT). It is also requested 
that a steering light, to be lit at night, be fitted on the extremity of the 
tanker's bows. 

(c) Any vessel without mechanical power, or the machinery of which 
s (or becomes) disabled, or steers badly, or which is liable to become 
unmanageable for any reason, shall be towed through the Canal. 

(d) Bad view vessels owing to deck cargo, containers, cranes or 
Constructions impeding the view from the wheelhouse and wings. 

(e) Vessels with defective indicators, or vessels without indicators, on 
their second trip through the Canal. 

(f) Vessels unable to use one of her two anchors. 

Vessels built with one anchor or without anchors. 
Vessel's anchors and chains should comply with specifications of 
the Classification Society. 

(g) Drilling vessels. 


Article 58: Escorting 

The escort of VLCCs, ULCCs, large bulk carriers and other vessels 
will be as follows: 
' (a) Loaded vessels under 130,000 d.w.t. will be escorted by 1 tug if 
or technical reasons the Suez Canal Authority finds it necessary, or 
when the vessel's draft exceeds 47 ft. 

(b) Loaded vessels from 130,000 d.w.t. to 170,000 d.w.t. will be 
®scorted by 1 tug. 

(c) Loaded vessels over 170,000 d.w.t. will be escorted by 2 tugs. 


(d) Vessels in ballast over 250,000 d.w.t. will be escorted by one tug. 


The mentioned vessels have to prepare 2 polypropylene ropes 16 in. 
circumference to join the stern to the tug during stopping operations. 
The ropes should be eye spliced to fit in the quick release hook on the 
tug and with adequate length to give distance between fore of the tug 
and stern of vessel at about 50 m. On the vessel these ropes will be 
made fast on stern bitts port and starboard. The eyes will be hanging 
over the stern about 2 m. above water and lashed with rope stoppers 
to break loose when necessary. 

(25)For vessels under 100,000 d.w.t., if their draft is over 45 ft. 


Transit of drilling rigs and towed units: 
1. (a) Drilling vessels. 
(b) Drilling rigs loaded on special vessels are to be escorted by 


2. (a) Baits Garal tu Set steering power. 
(b) Drilling rigs without self steering power. 
(c) Drilling rigs with legs which can be lifted so that nothing 
extends under the rig’s bottom. 

The above are to be assisted by a Suez Canal tug aft and another 
Suez Canal tug as escort, in addition to a powerful tug forward to make 
speed in the Canal not less than 12 km. per hour over the ground. They 
must also be in good state of stability. 

3. Drilling rigs with legs that cannot be lifted and a part remains under 
the rig’s bottom: Each case has to be studied separately to decide 
whether the unit is allowed to pass the Canal or not. 

4. Other towed units are not allowed to transit Suez Canal, unless 
they are towed by a tug suitable to the size of the unit and powerful 
enough to maintain a speed in the Canal not less than 12 km. per hour 
over the ground, in addition to the assisting Suez Canal tugs, whenever 
found necessary by Suez Canal officials. 

General: 

(a) All enquiries concerning the possibility and/or approval of transit 
of towed units, drilling rigs, dredgers, etc., are to be submitted by the 
Owners of the units or Local Official Agency, accompanied by a General 
Arrangement plan and all particulars of the unit: name, LOA, beam, draft, 
height, self steering, etc. 

The application must reach the Suez Canal Authority (Directorate of 
Transit, Ismaila, Egypt) not less than two weeks before sailing of the 
unit from its base. 

(b) Any towed unit must be supplied with floating mooring ropes in 
good condition and suitable in number (more than six) and size 
according to the dimensions of the unit. 

(c) A responsible person and a crew of at least 10 persons must be 
on board the unit during the transit. 

(d) A valid Seaworthiness Certificate for the towage through Suez 
Canal must be available. 

(e) The unit must comply with the Suez Canal Regulations. 

(f) If the transit is authorised a survey of the unit shall be made on 
the arrival, in order to take the definite steps and make the final 
arrangements for the transit, if it complies to Suez Canal Rules. 

(g) The transit is subject to the circumstances of the Navigation in 
the Canal, and the weather conditions. 


CHAPTER IV: ACCIDENTS — LEAKS — 
PRECAUTIONS AGAINST FIRE AND POLLUTION 
Article 59: Accidents 

(A) Whenever a vessel underway is accidently stopped, she must, if 
other vessels are following, attract their attention by giving five or six 
short blasts on the whistle or siren. This signal is to be repeated at short 
intervals. It means “| am reducing speed and may have to stop and 
make fast’. Vessels stopped accidentally at night, must in addition, 
immediately replace their white light astern with a red light. 

In case of grounding, the Master must immediately hoist the following: 
By Day By Night 
Black Ball Red Light 
Pendant No. 2 
Black Ball; Pendant 2 Red Lights. 
No. 2; International 
Code Flag “N”. 

Send also a radio message stating whether a tug is required or not, 
whether or not passage is clear for the tug and whether lightening is 
necessary, etc. 


Passage clear for tugs 


Passage not clear for tugs 
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(B) When a vessel runs aground, the Canal Authority Officials are 
alone empowered to order and direct all operations required to get the 
vessel afloat and if necessary, have her unloaded and towed. 
Neverthless, Masters remain responsible for all damages or accidents 
of any kind which may be the direct or indirect consequence of the 
grounding. 

All attempts on the part of other vessels to refloat a vessel aground 
are strictly prohibited. 

(C) When a vessel grounds or stops in the Canal itself in consequence 

of an accident other than a collision, the Canal Authority, in order to 
clear the way with all possible speed, and to get her underway, will 
assist with the necessary tugs to refloat her, free of charge. If, once 
afloat, and the Canal Officials find it necessary to tow or escort the 
vessel by one tug or more, she must from that moment, pay towage 
charges as set down by Suez Canal Authority, moreover, it is understood 
that the vessel bears all expenses necessary for repairs of any damage 
or breakdown which might interfere with her getting underway regardless 
of the time when such damage or breakdown takes place. 
‘ (D) When a vessel grounds or stops outside the Canal itself or if the 
grounding or stoppage is due to a collision, all charges for getting the 
vessel afloat, towing, unloading, reloading, etc., are payable by the 
vessel and must be settled as per statement drawn up by the Canal 
Authority before the vessel leaves Port Said or Port of Suez. 

(E) Whenever a collision appears probable, vessels must not hesitate 
to run aground should this be necessary to avoid it. 

(F) When a vessel or floating structure of any description runs aground 
or strands or sinks or is left abandoned, either in the Canal itself or in 
one of its ports, Waiting or Anchorage Areas, and the Canal Authority 
deems it an obstruction or a menace to navigation in Canal Waters, the 
Authority has the right to take of its own accord such action as may be 
necessary for the purpose of removing or destroying the vessel or 
floating structure by whatever means the Canal Authority may select 
and at the risk and expense of the Owner of, or the person responsible 
for the vessel or the floating structure. The Suez Canal Authority has — 
in this case — the right to sell the vessel or the floating structure or the 
wreck salvaged or all of them together in public auctions with a view to 
covering all kinds of expenses. 


Article 60: Leaks 

In the case of leaks, when in harbour the Master must inform the 
Harbour Office at once. When in Canal or anchored in lakes, he must 
inform immediately the Movement Office. He must at the same time 
make the appropriate International Signal and call attention by sounding 
a prolonged blast on the whistle or siren; and take all necessary 
measures to stop the leakage and ensure the safety of the vessel. 

The Suez Canal Authority Officials whose decision shall be final may 
order any action deemed necessary in the best interest of all concerned: 
change of berth or mooring, beaching, taking the vessel out to sea. The 
Master is nevertheless responsible for all damage or accidents arising 
directly or indirectly from the salvage operations. 


Article 61: Fire Fighting 

(A) Vessels transiting the Canal should be equipped with the fire 
fighting equipment in accordance with the requirements of the 
International Convention for the Safety of Life at Sea. All equipment 
should be in a good and efficient condition. 

(B) Fire hoses with suitable nozzles attached shall be connected to 
the outlets of fire lines at all times while in Canal Waters. Sufficient 
hoses shall be connected to reach all parts of the vessel. 

(C) Approaching Canal Waters, as precautionary measures, all 
vessels must have a fire wire hanging over the side ready for use fore 
and aft, before entering Canal Waters. 

Article 62: Fire Onboard 

(A) In case of fire onboard, when in harbour the Master must inform 
the Harbour Office at once. When underway or in the Canal or anchored 
in Lakes or made fast in Canal, he must inform the Movement Office. 

He must at the same time make the appropriate International Signal 
and call attention by sounding a prolonged blast on the whistle or siren. 
He must make ready to get underway if required to do so. 

. (B) Neighbouring vessels must in such cases also be ready to change 
erth. 

(C) Masters are responsible for the use onboard their vessels of fire 
fighting appliances and installations and for the stability and safety of 
their vessel. 

(D) The Suez Canal Officials will co-operate with the Master for the 
purpose of directing the fire fighting operations. 

The vessel's crew shall co-operate with the Suez Canal Authority 
personnel. 

(E) If in the opinion of the Canal Authority Officials, whose decision 
shall be final — there is a risk of fire spreading, they may order any action 
deemed necessary in the best interest of all concerned (change of 
mooring, beaching, taking vessel out to sea); it is understood that 
Masters are nevertheless responsible for all damages or accidents 
arising directly or indirectly from outbreaks of fire or salvage operations. 
Article 63: Fuelling 

A vessel at fuel berth or while being supplied by fuel in Waiting Areas 
shall at all times be ready for immediate fire fighting. She shall keep up 
steam and be ready to move on short notice. 

Article 64: Pollution 

Before arrival from sea at either of the Terminal Ports, vessels should 
comply with the requirement of appropriate Convention currently in force. 

(A) Discharge of Substances Polluting Water 

Vessels must not discharge or throw into the Canal Waters any 
polluted water ballast, heavy slops, engine or fire room polluted bilge 
water, oil or any other substances that will cause pollution. 

In case of violation, the vessel shall be charged an additional due of 
10,000 L.E. (Ten Thousand Egyptian Pounds), shall be liable for any 
damage resulting from the pollution and shall pay all expenses incurred 
= its removal. Moreover, she may be prevented from transiting the 

anal. 


534 


In case of leakage of any polluting material from a vessel, due to 
reason, the Master, the Owners and/or operators of the vessel shall 
liable for any damage resulting from the pollution and shall pay g 
expenses incurred for its removal. 

(B) Dumping Garbage 

Dumping Garbage is Strictly Forbidden 

In case of violation, the vessel will be charged an additional due» 
1,000 L.E. (One Thousand Egyptian Pounds). 

If a vessel is anchored in Canal Waters for a considerable length ¢ 
time, she may get rid of garbage by requesting garbage lighter alongsi: 

(C) Whenever a vessel observes oil spill in Canal Waters, she mug 
at once inform the Suez Canal Authority with the following informatie 
if possible. 

(i) The place and area covered by spill. 
(ii) The direction of motion of the spill. 
{iii) If known, the name of vessel causing the spill. 


CHAPTER V: Prohibitions and Charges 
General 

When a vessel is in Canal Waters, either in anchorage areas Or pon 
or during transit, the following is prohibited: 
Article 65: Use of Anchors and Thrusters 

Masters must avoid anchoring and using the thrusters in the Cana 
except in case of absolute necessity. 
Article 66: Misuse of Whistle or Siren 

The sounding of a whistle or siren is prohibited except for giving an 
authorised or required signal, as mentioned in Part Ill, Article 93. 
Article 67: Firing Shots 

(A) Firing shots is not allowed. 

(B) An additional due of 200 L.E. (two hundred Egyptian pounds) wi 
be imposed for violation of this rule. 

Article 68: Picking up Object from Water 

(A) Whenever any object or merchandise whatsoever falls overboart 
it must be immediately reported to the Canal Authority. If it is considere 
that the picking up cannot be effected by the vessel without impediny 
transit, the Canal Authority will proceed to carry it out, at the expens 
of the vessel. 

(B) An additional due of 200 L.E. (two hundred Egyptian pounds) wi 
be imposed for violation of this rule. 

Article 69: Riveting, Welding etc. 

(A) Riveting, welding, burning, metal cutting or similar operation 
requiring the use of heat, are not allowed unless authorised by the Sue 
Canal Authority. 

(B) An additional due of 500 L.E. (five hundred Egyptian pounds) wi 
be imposed for violation of this rule. 

Article 70: Pollution 

(A) See Article 64 and following. 

(B) An additional due of 10,000 L.E. (ten thousand Egyptian pound 
will be imposed for discharge of substances polluting water. Besides 
the vessel may be prevented from transiting the Canal any more. 

(C) An additional due of 1,000 L.E. (one thousand Egyptian pounds 
will be imposed for throwing waste. 

Article 71: Direct Lights 

Under no circumstances shall the rays of any blinding lights & 
directed to the bridge or any other direction which would interfere wt 
the safe navigation of other vessels. 

Article 72: Embarking and Disembarking of Persons 

(A) Unless authorised by the Canal Authority or Port Officials, 
person shall embark or disembark from a vessel while passing throug 
the Canal or in Ballah, Timsah Lake or the Bitter Lake. 

(B) An additional due of 200 L.E. (two hundred Egyptian pounds) w 
be imposed for violation of this rule. 

Article 73: Boats, other than the Canal Authority's own 
are not allowed to come alongside vessels underway or manoeuvi't 
except the following at their own risk. 

(A) Quarantine and police boats. 

(B) Mooring boats. 

(C) The ship's Agent's boats. 

Article 74: Vessel Overtaking Another 

(A) Vessels proceeding in the same direction are not allowed! 
overtake one another while underway in the Canal Waters and po* 
unless authorised by the Suez Canal Control Office. 

(B) An additional due of 500 L.E. (five hundred Egyptian pounds) # 
be imposed for violation of this rule. 

Article 75: Boat Drills 

(A) No. rowing or sailing boat drills are allowed except aft 
authorisation. 

(B) An additional due of 200 L.E. (two hundred Egyptian pounds) ¥ 
be imposed for violation of this rule. 

Article 76: Venting 
(Tank openings to be closed through the whole transit). 

(A) Venting of gas for the purpose of tank cleaning Is prohibited ' 
Canal Waters. 

(B) An additional due of 10,000 L.E. (ten thousand Egyptian pouné 
will be imposed for violation of this rule. 

Article 77: Long Stay 

(A) Unless due to conditions of traffic or incidents in the Can 
transiting vessels should not remain more than 24 hours in Port Sé 
berths, anchorages in Port Said and Port of Suez roads, Timsah Le 
or Bitter Lakes. 

(B) An additional due of 2 P.T. (two Egyptian piastres) per Suez Ca 
net ton/day will be imposed. 

Article 78: Vessels Having Damaged Container With Dangero 
Cargo 

If upon arrival of a vessel in waiting areas or port or while transit 
the Canal, it is found that a container of dangerous cargo has be 
damaged or is leaking, the Master of the vessel has to notify the S¥ 
Canal Port Authority at once. In cases of dangerous situations the ves? 
may be ordered to leave the port or waiting area for sea 


article 79: Declaration of State of Navigability 

| the undersigned, Master of the......... Sea - eevee RG oe ae. 

(a) Certify that my ship satisfies the conditions laid down in Part |, 
aticles 22 and 25 of the Navigation Regulations and that, in particular, 
ne engines and the steering gear are in good working order(*). 

ip) Declare that my ship has, at the present time, the following defects 
n engines or steering gear(*). ; 

c) | declare, also, that the wireless installations of my ship permit to 
yansmit on the frequencies hereafter, in kHz: 

TelegrapNy.....----..++++ kHz. Telephony......... nA KrZ. 

() | state also that my ship is/is not (*) fitted with a rudder angle 
sdicator and engine r.p.m. indicator on the bridge in such a position 
‘nat the Pilot may read both without having to move away from his station 
and that the rudder angle indicator/engine r.p.m. indicator(*) is/are in 
good working condition. 

*/ undertake to bring to the notice of the Suez Canal Authority, before 
ay ship enters the Canal, any defects, not specified above, which may 


ar 
= Made at Port...............00. : 


"Delete where inapplicable. 


PART Il - CANAL AND LAKES 


CHAPTER VI: CANAL AND LAKES 


Article 80: Canal and Approaches 
(A) Length of the Navigable Channel 
(1) East Approach Channel (Port Said). 
(a) Distance from outer pair of buoys at Hm. 195 to Hm. 94.90 
where it joins the West Approach Channel is 10.010 km. 
(b) Distance from Hm. 94.90 to the pair of revolving lights at Km. 
3,000® is 12.490 km. 
(2) West Approach Channel (Port Said). 
(a) Distance from Fairway Buoy to Port Said Lighthouse is 
11.040 km. 


EGYPT, Arab Republic of 


(b) Distance from Port Said Lighthouse (Km. 0.000) or (Km. 3 East 
Branch) to Ismailia is 78.5 km. 

(c) Distance from Ismailia to Port Tewfik (Km. 
83.750 km. 

(d) Distance from Port Tewfik (Km. 162.250) to the outer pair of 
buoys Hm. 80.50 is 8.500 km. 

(e) Total length of the navigable channel is 193.250 km. 


162.250) is 


(B) Characteristics of the Navigable Channel 
Approaches). 
(1) North Approaches 
(a) East Port Said Approach Channel from Hm. 195 to Km. 1.333 
East. 
(i) Depth of water 20.00 m. 
(ii) Channel width measured at 20m. depth — Hm. 195.00, 
745 m.; Hm. 80.00 East, 400 m.; Km. 1.333 East, 120 m. 
(iii) Side Slopes 
Natural land side slopes, ranging from 5/1 near shore to about 
20/1 in the off-shore part. 
(b) West Port Said Approach Channel from Hm. 95.00 to Port Said 
(i) Depth of water 14.00 m. 
(ii) Channel width measured at 12.50 m. depth — Hm. 95.00, 
1400 m.; Hm. 25.00, 350 m. 
(2) Canal Cross Sections (See Plan) 

(a) The Canal cross sections are trapezoidal in shape, having side 
slopes of 4/1 in the Northern part up to Km. 61.00 and of 3/1 in the 
Southern part. Toussoum Zone is the only place where the Western 
slopes are 2.5/1. 

(b) Tables of main dimensions of cross sections all through the 
Canal (See below). 

(c) Both sides of the Canal are provided with mooring bollards. 

(3) South Approach from Hm. 0.00 (Km. 162.250) to Hm. 80.50 

(a) Depth of water 23.50 m. 

(b) Channel width measured at 18m. depth, Hm. 0.000 to Hm. 
80.50, 298.00 m. 

(c) Side slopes 3/1. 


(Canal and 


(C) Depth and Width of Different Parts of the Canal: i. Main Canal and Bitter Lake West Channel. ii. Canal East Branches and Bitter Lake 


East Channel 
|. Main Canal and Bitter Lake West Channel 


Width of Width of Canal 
Kilometric Designation of Different Theoretical Canal at at 14m. Depth for 
Position Parts of the Canal Depth 18 m. Depth West Branches Remarks 
; (m.) (m.) (m.) 
Origin point of Km. Axis of Port Said Canal 
From Km. To Km. 

0.000 1.450 Ismail Basin 13.00 

1.450 3.650 Basins for Coal and Fuel oil vessels 13.00 

3.729 4.890 Junction 15.00 

4.890 5.878 Straight line 15.00 

6.410 16.663 Straight line 15.50 151 

16.663 17.000 Junction 15.50 — 19.50 151-172 

17.000 19.000 Southern entrance to Port Said By-pass 19.50 Variable 

19.000 30.414 Straight line 19.50 119 

30.414 32.350 Northern Approach to encoche (cut) 19.50 119 — 246 

32.350 32.950 East encoche of Km. 32 19.50 246 
32.950 33.950t Southern approach to encoche (cut) 19.50 246 — 104 

33.950 49.512 Straight line 19.50 104 
49.512 51.477 Northern approach to Ballah Loop 19.50 Variable 

51.477 51.800 Straight line 18.50 146 

51.800 52.054 Straight line 15.50 146 

52.054 53.512 Curve of Km. 53 15.50 Variable 

53.512 54.098 Approach to curve 15.50 160.64 — 146 West 
54.098 56.871 Straight line 15.50 146 Branch 
56.871 58.797 Curve of Km. 57 15.50 Variable Ballah 
58.797 59.269 Approach to curve 15.50 157.82 — 146 Loop 
59.269 59.900 Straight line 15.50 146 

59.900 60.308 Straight line 18.50 146 

60.308 60.333 Curve of Km. 61 18.50 146 — 146.10 

‘The Southern approach to the encoche of Km. 32 will be amended in future. 

60.333 63.419 Curve of Km. 61 18.50—19.50 Variable 

63.419 64.514 Approach to curve 19.50 143.96 — 118 

64.514 71.164 Straight line 19.50 118 

71.164 71.964 Approach to curve 19.50 118 — 148 

71.964 75.311 “S" Curves 19.50 148 

75.311 76.025 Straight line 19.50 148 

76.025 77.370 Curve (Centre on West Bank) 14.50 102 — 173 

77.370 77.672 Junction 14.50 — 14.00 173 — 226 

77.672 77.912 Junction 14.00 226 — 282 West 
77.912 79.943 Curve of Lake Timsah 13.50 Branch 

(Centre on East Bank) Timsah 

79.943 80.312 Straight line 13.50 — 15.50 Lake 
80.312 80.384 Junction 15.50 94 — 80 

80.384 81.250 Straight line 15.50 80 

82.575 85.027 Straight line 19.50 148 

85.027 87.414 Curve of Km. 85 19.50 148 

87.414 88.814 Approach to curve 19.50 148 — 118 

88.814 92.950 Straight line 19.50 118 

92.950 93.050 Junction to Syphons Zone 19.50 118 — 198 

93.050 93.446 Syphons Zone 19.50 198 

93.446 95.000 Junction to Deversoir by-pass 19.50 Variable 

95.000 95.250 Junction to West Branch TFs25 188 — 152 } Deversoir 
95.250 100.200 Straight line 15.50 152 West Branch 
100.200 101.050 Junction 14.50 152 — 411.43 
1 103.957 W. f Bitter Lakes 
01.050 ={ {Odeo Ee. Junction 14.50 411.43 — 250 | WCE rere 
104.160 114.749 West Channel 14.50 250 
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Kilometric Designation of Different 
Position Parts of the Canal 
Origin point of Km. Axis of Port Said Canal 
From Km. To Km. 
114.957 115.603 Junction 
115.603 122.100 Straight line 
122.100 125.507 Curve of Km. 122 
125.507 129.499 Straight line 
129.499 131.975 Curve of Km. 130 
131.975 133.175 Approach to curve 
133.175 144.714 Straight line 
144.714 147.164 Encoche of Km. 146 
147.164 153.524 Straight line 
153.524 154.724 Approach to curve 
154.724 155.724 Curve of Km. 154 
155.724 156.274 Straight line 
156.274 159.998 Curve of Km. 157 
159.998 161.050 Straight line 
161.050 162.250 Southern approach of the Canal 


ii. Canal East Branches and Bitter Lake East Channel 


(D) 


Kilometric Designation of Different 
Position Parts of the Canal 
Origin point of Km. Axis of Port Said Canal 
1.500 E. 15.465 E. Straight line 
51.449 E. 51,785 E. Curve of Km. 51 East 
51.785 E. 59.943 E. Straight line 
76.032 76.519 Straight line 
76.519 78.900 E. Curve of Timsah 
78.900 E. 80.949 E. Encoche of Km. 82 
80.949 E. 81.692 E. Curve of Timsah 
95.000 95.250 Junction to East branch 
95.250 96.000 Junction to East branch 
96.000 E. 100.666 E. Straight line 
100.666 E. 102.600 E. = Straight line 
102.600 105.030 Curve 
105.030 112.860 Main Channel 
112.860 114.200 Junction 
114.200 114.956 Junction with Kabrit — Loop 
114.956 E. 115.144 E. Junction 
115.144 E. 118.000 E. Straight line 
118.000 E. 121.937 E. Straight line 
121.937 E. 122.100 E. Beginning of Km. 122 curve 


Bends in the Canal 


(1) The bends in the navigable channel have the following 
characteristics: 


(a) Radius of navigation line = 5,000 m. 

(b) Width of channel at —11.00 m., depth = 190 m. 

(c) Width of channel at — 18.00 m., depth North of Km. 61.000 (side 
slopes 4/1) = 134m. B 

(d) Width of channel at —18.00 m., depth South of Km. 61.000 (side 
slopes 3/1) = 148m. 

(e) At the ends of two bends, there is usually a funnel made to 
allow increasing the width of the channel gradually from 160 m. 
to 190 m. (at —11.00 m. depth). 

(f) Locations of beginning and end of each bend are included in 
the following table: 


Canal Kilometric indication Kilometric indication 
Bends of beginning point of end point 

Km. 53 Km. 52.050 Km. 53.520 West 
Km. 57 Km. 56.870 Km. 58.800 West 
S. “Curves” Km. 71.960 Km. 75.300 
Timsah Curve Km. 76.520 Km. 81.700 East 
Km. 85 Km. 85.030 Km. 87.400 

Km. 103 Km. 102.600 Km. 105.030 West 
Km. 130 Km. 129.500 Km. 131.980 

Km. 146 Km. 145.500 Km. 146.330 

Km. 154 Km. 154.700 Km. 155.720 

Km. 157 Km. 156.280 Km. 160.000 


(2) At the approaches of the by-passes, bends are made with radius 
more than 5,000 m. Location of these bends are included in the table 


hereafter. 

Kilometric indication Kilometric indication 
Approaches of beginning point of end point 
Km. 51 Km. 49.510 Km. 51.480 West 

Km. 51.790 East 

Km. 61 Km. 60.310 West 

Km. 59.940 East Km. 63.300 
Km. 122 Km. 121.940 East 

Km. 122.500 West Km. 125.510 
(E) By-Passes and Loops 


(1) Port Said By-Pass (see “Plan’”). 

A new by-pass is dredged East of Port Fouad starting at Km. 17.000 
and extending straight to join the existing Port Said Roadstead at Hm. 
94.90 and continuing until Hm. 195. This channel (By-Pass) will be used 


for 


the exit of Northbound ships, the entry of VLCCs in ballast and 


vessels with draft over 38 ft. coming from North. 

Characteristics and dimensions: The kilometric marks are followed by 
letter “E” to distinguish them from those of the West branch. The inland 
part (from Km. 1.500 E. to Km. 15.465 E.) width (at 18 m. depth) is 
114m. with side slopes 4/1 and depth 19.5 m., fitted with bollards on 


the 


Western side, spaced every 100 m. 
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Width of Width of Canal 
Theoretical Canal at at 14m. Depth for 
Depth 18 m. Depth West Branches Remarks 
(m.) (m.) (m.) 
14.50 from approx. Kabrit - 
400 to 152 Loop 
15.50 152 West Brany 
19.50 Variable 
19.50 148 
19.50 148 
19.50 148 —- 118 
19.50 118 
19.50 Variable 
19.50 118 
19.50 118 — 148 
19.50 148 
19.50 148 
19.50 148 
19.50 148 
19.50 148 — 309 
Width of Width of Canal 
Theoretical Canal at at 14m. Depth for 
Depth 18 m. Depth West Branches Remarks 
(m.) (m.) (m.) 
19.50 114 Port Said By-> 
19.50 104 East Branch 
19.50 104 Ballah — Loo 
19.50 148 
19.50 148 Timsah 
19.50 Variable By-Pass 
19.50 148 
19.50 243.55 — 210.99 
19.50 210.99 — 148 Deversoir 
19.50 148 East Brane 
19.50 148 
18.50 Variable 
18.50 364 Bitter Lake 
18.50 Variable East Cham 
19.50 Variable 
from approx. 
19.50 250 to 118 
19.50 118 Kabrit — Lo 
19.50 118 East Brane 
19.50 118 


The seaward part (from Km. 1.500 E. to Hm. 94.90 E.) with width| 
—20 m. depth) ranging from 120 m. at Km. 1.333 E. to 400 m. at Hr 
80.00 E. with natural side slopes (average 5/1 — 10/1). 

Two revolving lights, one on each bank to indicate the entrance; 
Canal from East Approach channel at Km. 3.000 E. 

(2) Ballah Loop (see “Plan’). 

Between Km. 51 and 61 the Canal is doubled in the East, by a brane 
The zone comprising the 2 branches of the Canal limited by the No! 
and South ends where the 2 branches meet, is called “Ballah Loop 

In the East Branch the kilometric marks are followed by letter 
The length of the East Branch is 8.490 km. 


West East 
Branch Branch 
Kilometric marking of North end 51.477 51.4495 
Kilometric marking of South end 60.333 59.943! 


Slope of bank 4/1. In the West branch 15 mooring posts are situatt 
on the Eastern bank and numbered South to North. 

(3) Timsah By-Pass (see ‘“Plan’). 

Between Km. 76.580 and Km. 81.700 E. 

Characteristics and dimensions 

The kilometric marks are followed by letter "E”. Length: 5.110¥ 
counted at right angle from Km. 76.578 to Km. 81.700. Width: 148° 
at a depth of 18 m. Slope: The side slope is 3/1. The radius of its # 
is 4905 m. The by-pass will be used by North and Southbound vessé 

(4) Deversoir By-Pass (see “Plan’). 

A new branch is dredged East of the existing channel at Devers 
zone. This branch begins at Km. 95.000 and joins the main East chan 
in the Great Bitter Lake at Km. 104.160. The branch will be used! 
Northbound vessels. 

Dimensions 

Width: 148 m. at 18 m. depth. Depths: 19.500 m. from Km. 95.000 
Km. 100.670; 19.900 m. from Km. 100.670 to Km. 102.600; 18.500' 
from Km. 102.600 to Km. 104.160. Side slope: 3/1. 

(5) Kabrit By-Pass (see “Plan’). 

The By-Pass is situated to the East of the main Canal. It begins 
Km. 114.960 and ends at Km. 122.100. It is 250 — 118 m. wide @ 
depth of 18 m., the bank slope is 3/1. The By-Pass is separated { 
the main Canal by a submerged island at a depth between 2 and 6! 
The width of the island varies between 200 m. in the North and 6¢' 
in the South. Some mooring bollards have been installed on! 
submerged island to be used in case of emergency. The two extrem® 
of the submerged island are marked at Km. 115.025 and 122.1500 
light buoy painted horizontally white and red and showing a flas” 
white light. The by-pass (East channel) is to be used by Northbov 
vessels. Southbound vessels use the West channel. 

Article 81: Lakes 
(A) Lake Timsah (see “Plan’). 

Lake Timsah extends from Km. 76.500 to Km. 80.520. In the prese 
of the new Timsah By-Pass, Lake Timsah will be used mainly as! 
anchorage area. 


g) Great Bitter Lake (see ‘Plan’”). 

There are 2 dredged channels in the Great Bitter Lake. The East is 
the main channel about 364 m. wide at 18.00 m. depth and dredged to 
1g.50m for Northbound vessels. The West channel 250 m. wide at 
4400 m. and dredged to 14.50 m. depth for Southbound vessels. 

These channels divide the Great Bitter Lake into two anchorage areas, 
ane to the East and the other to the West. 
article 82: Floating Bridges 

The fixed parts of floating bridges are outside the line of navigational 
puoys. The bridges may be rigged day or night. 

CHAPTER Vil: BUOYAGE SYSTEM IN THE CANAL 
article 83: Buoyage ; , 

The navigable channel is marked by pairs of light buoys. On the East 
side Black buoys showing Green lights. On the West side Red buoys 
showing Red lights. 

in the straight parts, the distance between each pair is 1.5 km. in the 
North Section, and 1.0 km. in the South Section. In the curves the 
gstances will be less than 1.0km. All buoys in the Canal and its 
approaches are fitted with radar reflector. 

Article 84: Location of Buoys in the Suez Canal. See “Plan”. 
CHAPTER VIII: TIDES AND CURRENTS IN SUEZ CANAL 

rticle 85 
Nhe Suez Canal is divided in three main sectors according to the 
nature of tide in each. 

The characteristics of each can be summarised as follows: 

(A) The Northern Sector 

This part is located between Port Said and the Great Bitter Lake. 

{. The height of tide at Port Said co-oscillates with the tides of the 
Mediterranean sea with 0.50 m. extreme tidal range (difference between 
highest and lowest levels) at Spring tides. This tidal range decreases 
gradually going South, to be about 0.20 m. at the entrance of Lake 
Timsah. 

2. In this sector, the peak tidal current may reach 1.0 knot (in case 
of no wind). 

3. Currents can be doubled by strong prevailing winds. 

4. Peak currents occur about 50 minutes after predicted HW and 
LW at Port Said. 

5. The duration and velocity of currents in this sector are greatly 
affected by the relative mean sea levels between the Mediterranean 
sea, the Bitter Lakes and the Red Sea as follows: 

(a) In Summer: Between July and October, the mean sea level at 
Port Said is slightly higher than that of the Bitter Lakes. This difference 
(which reaches its maximum about 0.20 m. in September), due to the 
great evaporation at the Bitter Lakes, causes the predominance of the 
Southward current in duration and velocity. 

(b) In Winter: Between December and May, the mean sea level at 
the Bitter Lakes is slightly higher than that of Port Said. This difference 
which reaches its maximum of about 0.30 m. in January, causes the 
predominance of the Northward current in duration and velocity. 

(B) The Lakes (Timsah and Bitter Lakes) 

1. The Lakes along the Canal have an important role in dampening 
the effects of sudden meteorological changes. 

2. The Bitter Lakes with a surface of about 250 sq.km. reduce the 
beer movement of the tide to a minimum between Km. 100 and 
m. 130. 

3. The high Spring tidal range (MHWS) in the Great Bitter Lake may 
reach 0.25 m. 

4. The phase of the vertical tide in the Great Bitter Lake is about 
3hours later than that of Port Tewfik. 

5. The vertical tide in Lake Timsah is almost in phase with the tide 
inthe Great Bitter Lake. 

(C) The Southern Region 

This part is located between Port of Suez and the Bitter Lakes. 

1. The height of tide at Suez co-oscillates with the tides of the Red 
Sea with extreme tidal range of about 1.90 m. at Spring tides. This range 
decreases gradually going North till the Bitter Lakes entrance where it 
$0.15 m. at Genefa. 

2. The tidal volume of the Bitter Lakes is very large compared to the 
dal volume of the Southern section. Consequently the currents are 
relatively strong and almost uniform between Port Tewfik and Genefa. 

3. In this region the Northward current is called Flood and the 
Southward current is called Ebb. 

4. Peak currents about 50 minutes after predicted HW and LW at 
Port Tewtik. 

5. At the entrance of the Canal, Km. 159, the Flood tide starts at an 
average of 3 hours after the LW at Suez. The Ebb tide 3 hours after 
HW in Suez. 

6. Generally in Summer, the duration of the Ebb exceeds the 
average of 6 hours. In Winter, the Flood is the predominant. The Ebb 
S prolonged by “Strong Northerly Winds". The Flood is prolonged by 
Strong Southerly Winds”. 

7. In this region the average peak current is about 1.5 knots. In 
Spring tides, current may reach 2.5 knots. 

8. The change of current occurs 5 to 10 minutes later in the bottom 
_ ofthe Canal, than on its surface. 
| Article 86: Weather Forecast 
Six meteorological stations are installed on the Canal area. 

Information about local weather will be passed to vessels through Pilots. 


_ PART Ill - COMMUNICATIONS — SIGNALS. 
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CHAPTER IX: RADIOCOMMUNICATIONS 


Article 87: Wireless and Radio Telephony 
, Masters of vessels are requested to contact the Suez Canal Authority 
: ‘la its Wireless station “SUQ” (watch frequencies 425 kHz, 454 kHz and 
J} 0 kHz) whenever they want to make sure of the identity of any Suez 
anal personnel embarking their vessels, either in the approaches or 


EGYPT, Arab Republic of 


in the harbours or in the Canal waters. Also in case of any urgent 
complaints which may need quick investigation. 

(A) Vessels must have their W/T and/or Radio Telephony apparatus 
in good working order before entering the Canal. 

They must also be fitted with a VHF set easily operated from the 
bridge. It will have the frequency range of 156 to 174 MHz (Channels 
9, 11, 12, 13, 14, 15 and 16). If not, they will rent one from the Suez 
Canal Authority for the transit. Channel 9 may be used as a stand-by 
channel at Port Said and Port of Suez. 

(B) “SUQ” transmits on a frequency of 421 kHz. 

Vessels communicating with SUQ must transmit on a frequency of 
425 kHz, 454 kHz or 468 kHz. 

(C) Master shall place their wireless apparatus at the disposal of Pilots 
during transit through the Canal. 

(D) In addition, vessels arriving at Port Said or Port of Suez from sea 
can call by Radiotelephony. 

Article 88: Radiotelephony (VHF) 
(A) Radiotelephony for vessels from sea 
(1) At Port Said 
(a) Harbour Office: Call Sign: “Port Said 16” (HP-1) 156.800 MHz. 
Working Channel 13 (Inner Harbour), Channel 12 (Outer Harbour). 
(b) Pilot Vessel and Radar Guidance: 
(i) Outside the Harbour: Call Sign: “Port Said 12” (HP-2) 
156.600 MHz. 
(ii) Inside the Harbour: Call Sign: “Port Said 13” (HP-3) 
156.650 MHz. 
(iii) East Branch: Call Sign: “Port Said 8”. 
(c) Measurement Office: Call Sign: “Port Said 73” (M) 156.675 MHz. 
(2) At Port of Suez 
(a) Harbour Office: Call Sign: “Suez 16" (HP-1) 156.800 MHz. 
(b) Pilot Vessel and Radar Guidance: 
(i) Outside the Harbour: Call Sign: “Suez 11” (HP-2) 
156.550 MHz. 
Call 


(ii) Inside the Harbour: 
156.700 MHz. 

(c) Measurement Office: Call Sign: “Suez 74” (M) 156.725 MHz. 

(B) Radiotelephony in the Canal (UHF) 


Sign: “Suez 14” (HP-3) 


Transmission Reception 
Channel Frequency Frequency 
No. MHz MHz Function 
1 415.350 412.850 _V/Ls from North (SB) 
2 415.600 413.100 _-V/Ls from South (NB) 
3 415.850 413.350 Emergency (EM) 
4 416.600 414.100 _In Port of Suez Harbour 
HP (T) 
5 416.350 413.850 In Port Said Harbour 
HP (S) 
6 416.125 413.600 Emergency Critical 
(EMC) 


(V/Ls out of convoy) 

Escorting Tugs — Towing Tugs 

Channel 1 — 414.750 MHz 

Channel 2 — 414.775 MHz 

Channel 3 — 414.800 MHz 

Note: Channel 9 (156.450 MHz) may be used as stand-by Channel 
at Port Said or Port of Suez. 


CHAPTER X: THE SUEZ CANAL VESSEL TRAFFIC MANAGEMENT 
SYSTEM (SCVTMS) 


Article 89: Overview 

The SCVTMS is a new integral system for traffic management in the 
Suez Canal. The system offers the following services: 

(a) Continuous monitoring of vessel's position, speed, off-track and 
gap by means of highly accurate computerised tracking radars (at Port 
Said, Port Tewfik and Great Bitter Lake), also a dedicated Loran-C 
position fixing chain (covering the Canal and its approaches). 

(b) A dedicated voice communication network that enables direct and 
uninterrupted communication between Pilots and Movement Centres. 

(c) A computerised data base containing vessel's information and 
transit requirements (e.g. early booking) files. 

This system greatly enhances safety of transit in the Suez Canal. 
Article 90: Sequence of Events for Vessels Transiting The Canal. 

(a) At each Port, a radar covers approximately 35 km. offshore. A 
vessel approaching the Canal at either end'*® is requested to call the 
Port Office on one of the frequencies listed in Chapter IX of the present 
Part. The Harbour Pilot boarding the vessel will have his own portable 
transceiver. The vessel is requested to declare her position when 


anchored in the anchorage area (if instructed to do so). 
(26)Ten miles before arrival to Approach Buoy at Port Said. On Passing Separation Zone Buoy 
No. 1 at Port of Suez. 


(b) When calling the Port Office for the first time, the vessel is 
requested to give her international call sign and her Suez Canal file 
number (if any). This file number will be registered on a special card by 
the Suez Canal Authority and given to any vessel transiting after June 
30th, 1981. If the vessel does not carry a file number, she should so 
advise the Port Office. This file number is used by the computerised 
data base system in retrieving data pertaining to the vessel. 

(c) Approaching the roads, the vessel is requested to call the Port 
Office declaring her international call sign. This is essential to start radar 
tracking of the vessel's speed, position, off-track and separation 
distances. Before entering the road, the Port Office monitors the vessel 
by radar. 

(d) The Port Office follows the vessel as long as the Harbour Pilot is 
on board. On entering the Canal, the Canal Pilot will board. On boarding, 
the Canal Pilot will have a special set (Carry On Receiver Transmitter, 
called CORT) receiving Loran-C signals from SCVTMS dedicated chain 
continuously. The time difference calculated by the CORT is not 
displayed at the CORT. Instead, this information is continuously sent by 
the CORT to Ismailia centre where it is used to calculate vessel's speed, 
position, off-track and separation distances. 


another set 
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Circular No. 73/84: 

Masters of vessels transiting the Suez Canal are hereby kindly 
requested to render all facilities and necessary assistance to the Canal 
Technician boarding their vessels for the purpose of supervising the 
Electronic CORT during Canal passage. 

Article 91: Some Considerations to be Taken into Account 

(a) The CORT should be mounted on the West wing of the vessel. 
The area around should be clear of any obstruction within 10 ft. radius. 
A trained technician will mount the CORT in place and operate it before 
disembarking. The CORT power is self-sufficient and does not need any 
attendance while in operation. At the other end of the Canal it is 
dismounted by a SCA technician. 

(b) After mounting and operating the CORT, the Pilot is requested to 
report same to Ismailia Movement Office through VHF or UHF (Canal 
Pilots are equipped with portable UHF sets linked to Ismailia Movement 
Office). The Pilot is also requested to declare his approximate position, 
the vessel's “SCA” file number and “Call sign”. This is essential to start 
the Loran-C tracking of the vessel. 

(c) Vessels will be tracked simultaneously by radar and Loran-C at 
the Great Bitter Lake area. 

(d) When approaching either end of the Canal (Km. 3 East Port Said 
Branch or Km. 162.000), the respective Port Office will be handed the 
responsibility of following up the vessel to sea. 

(e) On passing either end, the Canal Pilot will declare his position 
together with the vessel's call sign and file number. 

(f) The Harbour Pilot will then board the vessel while the CORT will 
be dismounted by a SCA technician. 

(g) Any changes in the vessel's characteristics should be reported to 
Canal Officials to be filed in SCA vessel's file. 


CHAPTER XI: SIGNALS 
Article 92: Generalities 

All signals used in Canal Waters are shown hereafter. 

All flags and pendants to be hoisted by vessels, as shown hereafter, 
should be those in the International Code of Signals. 

Night signals shall be hoisted where best seen by other vessels. 
Article 93: Sound Signals 
(A) Normal Manoeuvre 
. (1) The International Regulation for Preventing Collision at Sea 

ignals. 

“One short blast’: | am altering my course to starboard. 
“Two short blasts”: | am altering my course to port. 
“Three short blasts”: | am operating astern propulsion. 

(2) The signal 5 or 6 short blasts repeated several times at short 
ht iin to say: “I am reducing speed and may have to stop or make 
ast’. 

At night besides the blasts, four to five long flashes with the Aldis 
lamp or signal mast lamp. 

(3) The signal one prolonged blast to attract attention. The expression 
“short blast” means a blast of about 1 second duration. 

The expression “prolonged blast” means a blast of 4 to 6 seconds 
duration. 

(B) Obstruction in Channel in all Circumstances 

A vessel which under any circumstances causes or finds obstruction 
in the channel must immediately warn the vessels in the vicinity. 

That warning is given by whistle or siren: 

4 long blasts meaning: “The channel is not free”. 

That warning must be repeated every 3 minutes until vessels 
concerned have answered in the same manner. As soon as they hear 
the signal mentioned above, the vessels take steps to stop and instruct 
a Radio Watch, to receive full details of the alert given by the vessel 
that sent the said signal. The vessel should maintain Radio Watch until 
otherwise advised. 

(C) Engine or Steering Failure Approaching Dredger 

In case of engine or steering failure making the vessel not under 
command, while approaching a dredger, the vessel has to give the signal 
one long blast followed by two short blasts (— - -). 

(D) Vessel Mooring Voluntarily for Fog or Sand 

During the mooring manoeuvre, the vessel sounds every 2 minutes 
a series of 6 short blasts. 

Once made fast (Signal Garage Volontaire hoisted), the vessel must 
rapidly ring the bell for 5 seconds at intervals not exceeding one minute. 
For vessels over 350 ft. (106.75 m.) they will have to ring the bell forward 
and in addition a gong aft, at intervals not exceeding one minute, (a 
gong or any other instrument which tone and sound will be different to 
that of the bell forward). 

These signals are stopped when the vessel is told that all vessels 
concerned have been notified of her mooring. 

(E) Vessel Aground or Across Canal 

See Article 93 (B) Obstruction in Channel. 
(F) Between Vessels and Tugs 

(1) Vessel Aground in Canal 

Signals between a vessel aground in the Canal and a tug. 

These signals are for manoeuvre of refloating, as long as the vessel 
has one of the grounding signals. 


Pull slowly (=*) 
Increase (---) 
Stop (ar) 
Slack the line (--:) 

| am to let go (----) 


These signals are to be repeated by the tug. 

(2) Vessel Towed in the Canal 

Signals between a vessel towed in the Canal and a tug. 

Radiotelephony is used as communication between ship and tug, 
besides the following signals. 


By Day (Flag) At Night (Sound) 


Slow speed : “A” hoisted above bridge (— -) 
Half speed : “A” hoisted half way (—+ +) 
Normal Tow : “A” hoisted right up (—->.: +) 
Steady : “A” lowered (--) 


(Or sound signals if considered surer). 
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The sound signals are to be repeated by the tug. The flag sig, 
remains flying as long as the tug is to give the signalled speed. By qa 
every change of flag signals is followed by a long blast. 


(G) Signals Between VLCCs and Escort Tugs 
(1) Attention to Start Manoeuvre 
Prolonged blasts given by the ship. 
(2) Stern Tug 
Bring my stern to starboard ( 
Bring my stern to port (- 
Keep my stern in the axis (on 
Pull my stern aft slowly (- 
Increase pulling my stern 
up to half speed astern (+ 
Increase pulling my stern 
up to full speed astern (shines 
Stop pulling (very long blast) (—~ 
(3) Forward Tug 
Give me a push on starboard bow k 
Give me a push on port bow (-- 
Stop pushing {ond 
Article 94: See “Plans”. 


NOTICES: 
Circular No. 93/88: 

We append hereunder, free translation of Circular letter daly 
2.10.1988 No. 434128 issued by the Director of Transit, Suez Car 
Authority, Ismailia, which reads as follows: 

“Please ask Owners to advise Masters of vessels 
proceeding to transit Suez Canal to be kind enough and 
let us know directly and soonest possible of any ship 
carrying Waste Chemicals or if they observe any sign of 
Pollution, so that we may act accordingly for their own 
safety and the safety of the region.” 

The above is commended to your kind attention. 


Circular No. 94/88: 

With reference to our Circular No. 11/86 of February 13th 198 
concerning the necessity of ensuring the efficiency of vessel's gear a 
derricks used for heaving and lowering mooring launches # 
searchlights. 

We now wish to advise that a letter from the Canal Mooring and Light 
copied to the Director of Transit, Suez Canal Authority, was receiveds 
17.10.1988 to the effect that it has been recently noticed the repetitic 
of accidents sustained to mooring boats and their crew which are d 
to:- 

— The high speed of vessels whilst heaving up or lowering the moor 
launches. 

— The necessity of ensuring the capability of vessel's wires and winche 
before such operations are done. 

Therefore, the Canal Mooring and Lights Co., draw your kind attenti 
to the above, and request your goodselves to put these operations uné 
the supervision of an officer, and to be kind enough to report @ 
negligence on the part of mooring men in putting on Life Jackets whi 
heaving up or lowering their boats, avoiding such incidents for the sa 
of protecting their lives. 


WADI FIRAN: 28.44 N. 33.13 E. 


An open anchorage on Sinai coast in the Gulf of Suez about 85 nauté 
miles South of Suez. 

There are 12 large and conspicuous storage tanks in 2 parallel rt 
of 6 tanks each lined on shore near the pumping station and paint 
with aluminium. 

DOCUMENTS: 

4 Crew Lists. 

2 Stores Lists. 

2 Vaccination Lists. 

PILOTAGE: Pilot boards each tanker at anchorage. 
ANCHORAGE: Lat. 28° 44.5’ N., Long. 33° 09.5’ E. 
RESTRICTIONS: Mooring and unmooring during daylight only. 
MAX. SIZE: 105,000 d.w.t. Max. draft 75 ft. at Berth No. 1. 
RADIO: It is essential that vessels bound for Wadi Firan give 72 hoe 
and 24 hours notice to both “Petmisr Cairo 92049 UN” and “Pel 
92449 UN”, to be accepted on the berth without delay. Contact # 
Rudeis on VHF Channel 16 when in range. There is no radio station 
Abu Rudeis. Pilots working on Channel 14. 

VHF: VHF radio is used for communication between tanker and pump 
station. 

TUGS: 13,080 h.p. and 14,080 h.p. available for mooring # 
unmooring. 

BERTHING: Tankers must approach berth from West, never from Not 
and must follow same track on their departure to be entirely cle@ 
shallow water. Tankers at berth will be connected to shore pumpe 
station by submarine hoses for pumping crude oil (12 in. hose from? 
starboard side). 

Two mooring launches available. Both ship's anchors are used, * 
port anchor first, normally 9-10 shackles in the water on each. Al? 
stern 4 wire ropes from buoys are taken on board. Special care sho 
be taken when mooring in Southerly winds. If blowing strong, berth? 
may be delayed. 


Berth No. 1 Berth No. 2 

Position Lat. 28° 45’ N. Lat. 28° 43.5’ E. 

Long. 33° 11.5’ N. Long. 33° 11.5’ E. 
LOA 1,200 ft. 1,000 ft. 
water Depth: 75 ft. 58 ft. 
Max. D.W.T 105,000 50,000 
Sea Line (Crude): 24 in. 18 in. 
Sea Line (Ballast): 18 in. 18 in. 
Tanker's Length: 900 ft. 700 ft. 
Max. loading rate: 2,800 cu.m.p.h. 1,600 cu.m.p.h. 


Reception facilities for 30,000 cu.m. of dirty ballast. 

Two tankers can moor simultaneously but only one may load. 
DENSITY: 1032. 
FRESH WATER: Not available. 
FUEL: Not available. 
AUTHORITY: Belayim Petroleum Co., 5 El Mokhayam El Dayem Street, 
Nasr City, Cairo, Egypt. (P.O. Box No. 7074). Tel: 2621738, 2621739, 
2621740, 2621742, 2621743, 2621744. Telex: 21003 Petbl UN, 92373 
Detbl UN, 92449 Petbl UN. FAX: 2609792 Cairo. Contact: Ibrahim El 
Shafie, Operations General Manager. 


ZEIT BAY: 27.50 N. 33.36 E. (See Plan) 
A) SBM. (B) LPG BERTH. 

A) SBM. 

LOCATION: Zeit Bay Terminal is approximately 60 km. North of 
Hurgada. 


ANCHORAGES: Waiting area centred on Lat. 27° 48.5’ N., Long. 
33° 37.0' E. Radius 1 mile. Depth ranges from 22 m. to 38 m., with 31 m. 
at centre. 

Vessel is not permitted to anchor outside the anchorage area. 
RESTRICTIONS: Weather conditions may prevent berthing. This is the 
case when wind speed exceeds 25 knots. Vessel will then remain in the 
anchorage until weather improves. Daylight berthing only. Unberthing 
any time. 

MAX. SIZE: 30,000 tons (SDWT) to 250,000 tons (SDWT) with 
permissible max. draft up to 18.0 m. 

HEALTH: Masters are to indicate any sickness on board in their ETA 
notification. SUCO will arrange with Health Authorities if so required. 
RADIO: Tankers calling at Zeit Bay must send ETA message 72, 24, 
and 12 hours distant from the terminal to SUCO Head Office, via any 
coastal radio station: Alexandria, Port Said, Suez and Kosseir. 

ETA messages to SUCO should give the best estimates of ship's 
arrival time at the terminal and relevant information on lifting gear, 
connections, ballast/segregated/dirty and quantity. This ETA message 
should also include a definite statement of details of any equipment 
required from shore for connecting 16 in. floating hose, bearing in mind 
that such hose needs tanker to be equipped with crane, classed and 
certified to at least 10 tons capacity. 

VHF: Master must call “Zeit Bay” 4 hours prior arrival on VHF 
Channel 16, working Channel 12. 

TUGS: Two mooring line boats, 1x500 h.p. and 1x1,000h.p. are 
available to assist with mooring and hose connection. The boats are 
equipped for anti-pollution operations. 

One fire fighting tug available on a standby basis whilst loading 
operations are in progress. 

BERTHING: All mooring equipment is available and will be placed on 
doard the vessel when Mooring Master boards. 

A vessel can make the final approach and moor to buoy from any 
direction, bearing in mind prevailing weather and tidal conditions. The 
approach shall be made from the direction which is consistent with a 
sale approach, and speed shall be subject to the prevailing forces 
\\e. wind, current and tidal stream) at the location at the time of berthing 
with assistance of mooring boats stationed at the buoy. 

Once moored the vessel is free to turn through 360° under the 
influence of the prevailing forces. 

HOSE CONNECTION: 16 in. standard 150 ASA flange connection for 
crude oil and ballast hoses. Port derrick with minimum 10 tons SWL to 
be rigged for max. height and load lifting. 

Ship's crew shall be responsible for connecting and disconnecting 
‘oses with assistance of shore crew. 

A quick release coupling (Camlock) is connected to each hose end 


_ @nd is to be used as follows: 


‘Incase of emergency, the butterfly valve shall be immediately closed 
and quick release coupling immediately disconnected. 
Do not hammer but try to use the Camlock wrench supplied or use 

copper hammer only. 
- Tanker should be ready with reducer if its manifold is not 16 in. 

Bags of sand to be available. 

5. Weight of the hose is approximately 8 tons. 

LOADING: Upon being informed by the vessel's responsible officer that 
‘essel is ready to start loading, Mooring Master will normally advise the 
med) Room and ensure that the loading commences at a low rate (by 
owvhen ithas been confirmed that there is no significant rise in pressure 
; the loading line, the crude oil will be loaded, pumping with a maximum 
ate of 5,000 tonnes/p.h. 
i tude oil is delivered through the submarine pipeline to the buoy and 
®nce via a floating hose to the vessel's port side midship manifold. 
‘se diameter is generally 24 in., reducing to 16 in. at the ship's end. 
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It is forbidden to close any valve onboard the tanker against the flow 
of the crude oil until the butterfly valve of the loading hose has been 
closed. 

If ship-to-shore communications fail during loading operations, the 
emergency whistle signal is a continuous blast on the tanker's whistle. 

Loading shall immediately be stopped and will not be resumed until 
communications have been re-established. 

Before loading, cargo tanks are dipped by an independent inspector 
and at Terminal Inspector. If dirty ballast is retained on board until the 
next discharge port, then the amount of water and oil on top will be 
checked. 

Density of Zeit Bay Crude is approx. (0.854/15°C.). Temperature when 
received on board is approximately 34°C. 

Immobilisation of engines at SBM is strictly prohibited. 
BALLAST/POLLUTION: Deballasting System: \t is preferable that 
vessels load crude oil while discharging ballast, but Master or officer- 
in-charge must be sure that no contamination or pollution takes place. 

If the vessel is not equipped with 2 lines in order to load and deballast 
at the same time, a quantity of crude should be loaded prior to 
deballasting to ensure proper segregation. 

Dirty ballast must not be in the emulsion form and is not to contain 
chemicals or detergents. 

The floating hose is normally 20 in. diameter, and the ship's end 
connection 16 in. diameter. 

It is strictly forbidden to discharge dirty ballast overboard. 

Pollution: The Master has to comply with all regulations and instructions 
prohibiting pollution under A.R.E. laws and under any pertinent 
instructions issued by SUCO when conveyed to Master. 

Also, the provisions for International Convention for Prevention of 
Pollution from vessels 1973 and the Protocol of 1978 relating to this 
connection will be applied to the extent that such Convention and 
Protocol are in force in A.R.E. Owner/operator shall be liable for any 
damage resulting from the pollution caused by the vessel and shall pay 
for all the expenses incurred for its removal and elimination. 

Oil Spill: In the event of a spill or its detection, SUCO Mooring Master 
must be notified instantly for the necessary action to be taken. 
MEDICAL: In case urgent medical assistance is required, the vessel 
should contact SUCO Marine Manager by VHF radio. A doctor and 
facilities are available but there is no hospital in the area. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. 

REPATRIATION: Possible in emergency only. 

HOLIDAYS: Zeit Bay Terminal never closes on religious holidays. 
SHORE LEAVE: There is no shore leave for personnel of vessels whilst 
at the SBM. 

GENERAL: 

Helicopter: Should the services of a helicopter be required in emergency 
or for any purpose whatsoever, the vessel will be given a minimum of 
30 minutes notice. 

Weather: Gales can be expected from a North Westerly direction from 
October through May. 

The above conditions are only for guidance and are not relevant to 
the safety of the vessel but to the safety of the buoy. 

The Mooring Master shall have the authority to decide whether the 
ship should remain or vacate the buoy. 

Climate: The climate in the Gulf of Suez is generally good. The visibility 
is usually excellent, with few dust storms and infrequent fog. There are 
a few rain squalls. 

Winds: The general flow of the wind over this part of the Gulf of Suez 
is predominantly from the N.N.W. Winds are steadier in the Summer 
months (May/October) and almost nil from June to September. Gales 
can mainly be expected from a North-Westerly direction from October 
to May. 

The maximum velocity is approximately 45 knots, whilst the mean 
wind speed is approximately 20 knots and is prevalent for some 98% of 
the year. There are occasional light Southerly winds. 

Tides: The tidal range is between 4 ft. and 5 ft. 
Sea Condition: The surface temperature of the sea ranges from 18°C. 
to 30°C., depending on the season. 

Seas and swells are usually from the N.N.W. and wave height can 
reach 18 ft., but average is about 6 ft. During the Summer months 
(May/August) there are many days of 12 ft. — 15 ft. seas. 

Currents are generally located in mid-channel and set North when the 
tide is rising in Suez, and South when the tide is falling. The rate is 
about 2.5 knots at Spring tides and 0.5 knots at Neap tides. 


(B) LPG BERTH. 
LOCATION: Zeit Bay is an open area and unsheltered. 

LPG tankers will moor alongside a pier which is perpendicular to the 
shore. The pier length is 50 m. and water depth is 8 m. 

Pier position: Lat. 27° 48.1’ N. 

Long. 33° 33.7’ E. 

There are 2 mooring buoys, located North and South of the pier and 
about 50 m. off pier’s edges, to secure the tanker in its proper position 
while undertaking operations. 

DOCUMENTS: Masters are requested to hand the following original 
documents to “SUCO” Mooring Master upon arrival. These documents 
will be returned when cargo documents are signed on departure. 

Certificate of Registry. 

Load Line Certificate. 

Safety Certificates. 

PILOTAGE: SUCO Mooring Master will board the vessel in the LPG 
waiting area. Pilot ladder should be kept in good order, clean and should 
be adequate in length and strength. 

When Mooring Master boards the vessel, he will advise the Master 
on the approaching, berthing operations and provide him with all 
necessary information. 

Mooring Master will check all original Certificates and receive them 
from the Master. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


Kilometric Designation of Different 
Position Parts of the Canal 
Origin point of Km. Axis of Port Said Canal 
From Km. To Km. 
114.957 115.603 Junction 
115.603 122.100 Straight line 
122.100 125.507 Curve of Km. 122 
125.507 129.499 Straight line 
129.499 131.975 Curve of Km. 130 
131.975 133.175 Approach to curve 
133.175 144.714 Straight line 
144.714 147.164 Encoche of Km. 146 
147.164 153.524 Straight line 
153.524 154.724 Approach to curve 
154.724 155.724 Curve of Km. 154 
155.724 156.274 Straight line 
156.274 159.998 Curve of Km. 157 
159.998 161.050 Straight line 
161.050 162.250 Southern approach of the Canal 


Canal East Branches and Bitter Lake East Channel 


Kilometric Designation of Different 
Position Parts of the Canal 
Origin point of Km. Axis of Port Said Canal 
1.500 E. 15.465 E. Straight line 
51.449 E. 51.785 E. Curve of Km. 51 East 
51.785 E. 59.943 E. Straight line 
76.032 76.519 Straight line 
76.519 78.900 E. Curve of Timsah 
78.900 E. 80.949 E. Encoche of Km. 82 
80.949 E. 81.692 E. Curve of Timsah 
95.000 95.250 Junction to East branch 
95.250 96.000 Junction to East branch 
96.000 E. 100.666 E. Straight line 
100.666 E. 102.600 E. = Straight line 
102.600 105.030 Curve 
105.030 112.860 Main Channel 
112.860 114.200 Junction 
114.200 114.956 Junction with Kabrit — Loop 
114.956 E. 115.144E. Junction 
115.144 E. 118.000 E. Straight line 
118.000 E. 121.937 E. Straight line 
121.937 E. 122.100 E. Beginning of Km. 122 curve 


Width of Width of Canal 
Theoretical Canal at at 14m. Depth for 

Depth 18 m. Depth West Branches Remarks 
(m.) (m.) (m.) 

14.50 from approx. Kabrit — 

400 to 152 Loop 

15.50 152 West Bran 
19.50 Variable 

19.50 148 

19.50 148 

19.50 148 — 118 

19.50 118 

19.50 Variable 

19.50 118 

19.50 118 — 148 

19.50 148 

19.50 148 

19.50 148 

19.50 148 

19.50 148 — 309 

Width of Width of Canal 
Theoretical Canal at at 14m. Depth for 

Depth 18 m. Depth West Branches Remarks 
(m.) (m.) (m.) 

19.50 114 Port Said By-?, 
19.50 104 East Branch 
19.50 104 Ballah — Loo, 
19.50 148 

19.50 148 Timsah 
19.50 Variable By-Pass 
19.50 148 

19.50 243.55 — 210.99 

19.50 210.99 — 148 Deversoir 
19.50 148 East Brane 
19.50 148 

“18.50 Variable 

18.50 364 Bitter Lake 
18.50 Variable East Chan 
19.50 : Variable 

rom approx. 

19.50 250 to 118 
19.50 118 Kabrit — Lo 
19.50 118 East Brane 
19.50 118 
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(D) 


Bends in the Canal 


(1) The bends in the navigable channel have the following 
characteristics: 


(a) Radius of navigation line = 5,000 m. 

(b) Width of channel at —11.00 m., depth = 190 m. 

(c) Width of channel at —18.00 m., depth North of Km. 61.000 (side 
slopes 4/1) = 134m. : 

(d) Width of channel at —18.00 m., depth South of Km. 61.000 (side 
slopes 3/1) = 148m. 

(e) At the ends of two bends, there is usually a funnel made to 
allow increasing the width of the channel gradually from 160 m. 
to 190 m. (at —11.00 m. depth). 

(f) Locations of beginning and end of each bend are included in 
the following table: 


Canal Kilometric indication Kilometric indication 
Bends of beginning point of end point 

Km. 53 Km. 52.050 Km. 53.520 West 
Km. 57 Km. 56.870 Km. 58.800 West 
S. “Curves” Km. 71.960 Km. 75.300 
Timsah Curve Km. 76.520 Km. 81.700 East 
Km Km. 85.030 Km. 87.400 

Km. 103 Km. 102.600 Km. 105.030 West 
Km. 130 Km. 129.500 Km. 131.980 

Km. 146 Km. 145.500 Km. 146.330 

Km. 154 Km. 154.700 Km. 155.720 

Km. 157 Km. 156.280 Km. 160.000 


(2) At the approaches of the by-passes, bends are made with radius 
more than 5,000 m. Location of these bends are included in the table 


hereafter. 

Kilometric indication Kilometric indication 
Approaches of beginning point of end point 
Km. 51 Km. 49.510 Km. 51.480 West 

Km. 51.790 East 

Km. 61 Km. 60.310 West 

Km. 59.940 East Km. 63.300 
Km. 122 Km. 121.940 East 

Km. 122.500 West Km. 125.510 
(E) By-Passes and Loops 


(1) Port Said By-Pass (see “Plan’). 

A new by-pass is dredged East of Port Fouad starting at Km. 17.000 
and extending straight to join the existing Port Said Roadstead at Hm. 
94.90 and continuing until Hm. 195. This channel (By-Pass) will be used 


for 


the exit of Northbound ships, the entry of VLCCs in ballast and 


vessels with draft over 38 ft. coming from North. 

Characteristics and dimensions: The kilometric marks are followed by 
letter “E" to distinguish them from those of the West branch. The inland 
part (from Km. 1.500 E. to Km. 15.465 E.) width (at 18 m. depth) is 
114m. with side slopes 4/1 and depth 19.5 m., fitted with bollards on 


the 


Western side, spaced every 100 m. 
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The seaward part (from Km. 1.500 E. to Hm. 94.90 E.) with width | 
—20 m. depth) ranging from 120 m. at Km. 1.333 E. to 400 m. at Hr 
80.00 E. with natural side slopes (average 5/1 — 10/1). 

Two revolving lights, one on each bank to indicate the entrance! 
Canal from East Approach channel at Km. 3.000 E. 

(2) Ballah Loop (see “Plan’’). 

Between Km. 51 and 61 the Canal is doubled in the East, by a brane 
The zone comprising the 2 branches of the Canal limited by the No 
and South ends where the 2 branches meet, is called “Ballah Loop 

In the East Branch the kilometric marks are followed by letter £ 
The length of the East Branch is 8.490 km. 


West East 
Branch Branch 
Kilometric marking of North end 51.477 51.449! 
Kilometric marking of South end 60.333 59.943! 


Slope of bank 4/1. In the West branch 15 mooring posts are situalt 
on the Eastern bank and numbered South to North. 

(3) Timsah By-Pass (see “Plan’). 

Between Km. 76.580 and Km. 81.700 E. 

Characteristics and dimensions 

The kilometric marks are followed by letter “E”. Length: 5.110¥ 
counted at right angle from Km. 76.578 to Km. 81.700. Width: 148" 
at a depth of 18 m. Slope: The side slope is 3/1. The radius of its @ 
is 4905 m. The by-pass will be used by North and Southbound vess? 

(4) Deversoir By-Pass (see Plan’). 

A new branch is dredged East of the existing channel at Devers 
zone. This branch begins at Km. 95.000 and joins the main East char 
in the Great Bitter Lake at Km. 104.160. The branch will be used! 
Northbound vessels. 

Dimensions 

Width: 148 m. at 18 m. depth. Depths: 19.500 m. from Km. 95.00 
Km. 100.670; 19.900 m. from Km. 100.670 to Km. 102.600; 18.500" 
from Km. 102.600 to Km. 104.160. Side slope: 3/1. 

(5) Kabrit By-Pass (see “Plan”). 

The By-Pass is situated to the East of the main Canal. It begins 
Km. 114.960 and ends at Km. 122.100. It is 250 — 118 m. wide @ 
depth of 18 m., the bank slope is 3/1. The By-Pass is separated ff 
the main Canal by a submerged island at a depth between 2 and 6! 
The width of the island varies between 200 m. in the North and 66! 
in the South. Some mooring bollards have been installed on! 
submerged island to be used in case of emergency. The two extrem® 
of the submerged island are marked at Km. 115.025 and 122.1500 
light buoy painted horizontally white and red and showing a flas” 
white light. The by-pass (East channel) is to be used by Northbov 
vessels. Southbound vessels use the West channel. 

Article 81: Lakes 
(A) Lake Timsah (see “Plan’). 

Lake Timsah extends from Km. 76.500 to Km. 80.520. In the presé? 
of the new Timsah By-Pass, Lake Timsah will be used mainly as 
anchorage area. 
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g) Great Bitter Lake (see “Plan’’). 

There are 2 dredged channels in the Great Bitter Lake. The East is 
the main channel about 364 m. wide at 18.00 m. depth and dredged to 
43.50 m. for Northbound vessels. The West channel 250 m. wide at 
+400 m. and dredged to 14.50 m. depth for Southbound vessels. 

These channels divide the Great Bitter Lake into two anchorage areas, 
ane to the East and the other to the West. 
article 82: Floating Bridges ae) 

The fixed parts of floating bridges are outside the line of navigational 
puoys. The bridges may be rigged day or night. 

CHAPTER Vil: BUOYAGE SYSTEM IN THE CANAL 
article 83: Buoyage 

The navigable channel is marked by pairs of light buoys. On the East 
side Black buoys showing Green lights. On the West side Red buoys 
showing Red lights. hyp ; 

In the straight parts, the distance between each pair is 1.5 km. in the 
North Section, and 1.0km. in the South Section. In the curves the 
distances will be less than 1.0 km. All buoys in the Canal and its 
approaches are fitted with radar reflector. 

Article 84: Location of Buoys in the Suez Canal. See “Plan”. 
CHAPTER Vill: TIDES AND CURRENTS IN SUEZ CANAL 
Article 85 

The Suez Canal is divided in three main sectors according to the 
nature of tide in each. 

The characteristics of each can be summarised as follows: 

(A) The Northern Sector ; 

This part is located between Port Said and the Great Bitter Lake. 

1. The height of tide at Port Said co-oscillates with the tides of the 
Mediterranean sea with 0.50 m. extreme tidal range (difference between 
highest and lowest levels) at Spring tides. This tidal range decreases 
gradually going South, to be about 0.20 m. at the entrance of Lake 
Timsah. 

2. In this sector, the peak tidal current may reach 1.0 knot (in case 
of no wind). 

3. Currents can be doubled by strong prevailing winds. 

4. Peak currents occur about 50 minutes after predicted HW and 
LW at Port Said. 

5. The duration and velocity of currents in this sector are greatly 
affected by the relative mean sea levels between the Mediterranean 
sea, the Bitter Lakes and the Red Sea as follows: 

(a) In Summer: Between July and October, the mean sea level at 
Port Said is slightly higher than that of the Bitter Lakes. This difference 
(which reaches its maximum about 0.20 m. in September), due to the 
great evaporation at the Bitter Lakes, causes the predominance of the 
Southward current in duration and velocity. 

(b) In Winter: Between December and May, the mean sea level at 
the Bitter Lakes is slightly higher than that of Port Said. This difference 
which reaches its maximum of about 0.30 m. in January, causes the 
predominance of the Northward current in duration and velocity. 

(B) The Lakes (Timsah and Bitter Lakes) 

{, The Lakes along the Canal have an important role in dampening 
the effects of sudden meteorological changes. 

2. The Bitter Lakes with a surface of about 250 sq.km. reduce the 
vertical movement of the tide to a minimum between Km. 100 and 
Km. 130. 

3. The high Spring tidal range (MHWS) in the Great Bitter Lake may 
reach 0.25 m. 

4. The phase of the vertical tide in the Great Bitter Lake is about 
3hours later than that of Port Tewfik. 

5. The vertical tide in Lake Timsah is almost in phase with the tide 
inthe Great Bitter Lake. 

(C) The Southern Region 

This part is located between Port of Suez and the Bitter Lakes. 

1. The height of tide at Suez co-oscillates with the tides of the Red 
Sea with extreme tidal range of about 1.90 m. at Spring tides. This range 
decreases gradually going North till the Bitter Lakes entrance where it 
$0.15 m. at Genefa. 

2. The tidal volume of the Bitter Lakes is very large compared to the 
tidal volume of the Southern section. Consequently the currents are 
‘elatively strong and almost uniform between Port Tewfik and Genefa. 

3. In this region the Northward current is called Flood and the 
Southward current is called Ebb. 

4. Peak currents about 50 minutes after predicted HW and LW at 
Port Tewfik. 

5. Atthe entrance of the Canal, Km. 159, the Flood tide starts at an 
average of 3 hours after the LW at Suez. The Ebb tide 3 hours after 
HW in Suez. 

6. Generally in Summer, the duration of the Ebb exceeds the 
average of 6 hours. In Winter, the Flood is the predominant. The Ebb 
Ss prolonged by “Strong Northerly Winds". The Flood is prolonged by 

Strong Southerly Winds”. 

7. In this region the average peak current is about 1.5 knots. In 
Spring tides, current may reach 2.5 knots. 

8. The change of current occurs 5 to 10 minutes later in the bottom 
of the Canal, than on its surface. 

Article 86: Weather Forecast 

Six meteorological stations are installed on the Canal area. 

Information about local weather will be passed to vessels through Pilots. 


PART Ill - COMMUNICATIONS — SIGNALS. 


CHAPTER IX: RADIOCOMMUNICATIONS 


Article 87: Wireless and Radio Telephony 
, Masters of vessels are requested to contact the Suez Canal Authority 
la its wireless station “SUQ” (watch frequencies 425 kHz, 454 kHz and 
kHz) whenever they want to make sure of the identity of any Suez 
anal personnel embarking their vessels, either in the approaches or 
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in the harbours or in the Canal waters. Also in case of any urgent 
complaints which may need quick investigation. 

(A) Vessels must have their W/T and/or Radio Telephony apparatus 
in good working order before entering the Canal. 

They must also be fitted with a VHF set easily operated from the 
bridge. It will have the frequency range of 156 to 174 MHz (Channels 
9, 11, 12, 13, 14, 15 and 16). If not, they will rent one from the Suez 
Canal Authority for the transit. Channel 9 may be used as a stand-by 
channel at Port Said and Port of Suez. 

(B) “SUQ” transmits on a frequency of 421 kHz. 

Vessels communicating with SUQ must transmit on a frequency of 
425 kHz, 454 kHz or 468 kHz. 

(C) Master shall place their wireless apparatus at the disposal of Pilots 
during transit through the Canal. 

(D) In addition, vessels arriving at Port Said or Port of Suez from sea 
can call by Radiotelephony. 

Article 88: Radiotelephony (VHF) 
(A) Radiotelephony for vessels from sea 
(1) At Port Said 
(a) Harbour Office: Call Sign: “Port Said 16” (HP-1) 156.800 MHz. 
Working Channel 13 (Inner Harbour), Channel 12 (Outer Harbour). 
(b) Pilot Vessel and Radar Guidance: 
(i) Outside the Harbour: Call Sign: “Port Said 12” (HP-2) 
156.600 MHz. 
(ii) Inside the Harbour: Call Sign: “Port Said 13” (HP-3) 
156.650 MHz. 
(iii) East Branch: Call Sign: “Port Said 8”. 
(c) Measurement Office: Call Sign: “Port Said 73” (M) 156.675 MHz. 
(2) At Port of Suez 
(a) Harbour Office: Call Sign: “Suez 16” (HP-1) 156.800 MHz. 
(b) Pilot Vessel and Radar Guidance: 
(i) Outside the Harbour: Call Sign: “Suez 11” (HP-2) 
156.550 MHz. " 
all 


(ii) Inside the Harbour: 
156.700 MHz. 

(c) Measurement Office: Call Sign: “Suez 74” (M) 156.725 MHz. 

(B) Radiotelephony in the Canal (UHF) 


Sign: “Suez 14” (HP-3) 


Transmission Reception 
Channel Frequency Frequency 
No. MHz MHz Function 
1 415.350 412.850 __V/Ls from North (SB) 
2 415.600 413.100 -V/Ls from South (NB) 
3 415.850 413.350 Emergency (EM) 
4 416.600 414.100 In Port of Suez Harbour 
HP (T) 
416.350 413.850 In Port Said Harbour 
HP (S) 
6 416.125 413.600 


Emergency Critical 
EMC) 


(V/Ls out of convoy) 

Escorting Tugs — Towing Tugs 

Channel 1 — 414.750 MHz 

Channel 2 — 414.775 MHz 

Channel 3 — 414.800 MHz 

Note: Channel 9 (156.450 MHz) may be used as stand-by Channel 
at Port Said or Port of Suez. 


CHAPTER X: THE SUEZ CANAL VESSEL TRAFFIC MANAGEMENT 
SYSTEM (SCVTMS) 


Article 89: Overview 

The SCVTMS is a new integral system for traffic management in the 
Suez Canal. The system offers the following services: 

(a) Continuous monitoring of vessel's position, speed, off-track and 
gap by means of highly accurate computerised tracking radars (at Port 
Said, Port Tewfik and Great Bitter Lake), also a dedicated Loran-C 
position fixing chain (covering the Canal and its approaches). 

(b) A dedicated voice communication network that enables direct and 
uninterrupted communication between Pilots and Movement Centres. 

(c) A computerised data base containing vessel's information and 
transit requirements (e.g. early booking) files. 

This system greatly enhances safety of transit in the Suez Canal. 
Article 90: Sequence of Events for Vessels Transiting The Canal. 

(a) At each Port, a radar covers approximately 35 km. offshore. A 
vessel approaching the Canal at either end'®® is requested to call the 
Port Office on one of the frequencies listed in Chapter IX of the present 
Part. The Harbour Pilot boarding the vessel will have his own portable 
transceiver. The vessel is requested to declare her position when 


anchored in the anchorage area (if instructed to do so). 
(26)Ten miles before arrival to Approach Buoy at Port Said. On Passing Separation Zone Buoy 
No. 1 at Port of Suez. 


(b) When calling the Port Office for the first time, the vessel is 
requested to give her international call sign and her Suez Canal file 
number (if any). This file number will be registered on a special card by 
the Suez Canal Authority and given to any vessel transiting after June 
30th, 1981. If the vessel does not carry a file number, she should so 
advise the Port Office. This file number is used by the computerised 
data base system in retrieving data pertaining to the vessel. 

(c) Approaching the roads, the vessel is requested to call the Port 
Office declaring her international call sign. This is essential to start radar 
tracking of the vessel's speed, position, off-track and separation 
distances. Before entering the road, the Port Office monitors the vessel 
by radar. 

(d) The Port Office follows the vessel as long as the Harbour Pilot is 
on board. On entering the Canal, the Canal Pilot will board. On boarding, 
the Canal Pilot will have a special set (Carry On Receiver Transmitter, 
called CORT) receiving Loran-C signals from SCVTMS dedicated chain 
continuously. The time difference calculated by the CORT is not 
displayed at the CORT. Instead, this information is continuously sent by 
the CORT to Ismailia centre where it is used to calculate vessel’s speed, 
position, off-track and separation distances. 


another set 
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Circular No. 73/84: 

Masters of vessels transiting the Suez Canal are hereby kindly 
requested to render all facilities and necessary assistance to the Canal 
Technician boarding their vessels for the purpose of supervising the 
Electronic CORT during Canal passage. 

Article 91: Some Considerations to be Taken into Account 

(a) The CORT should be mounted on the West wing of the vessel. 
The area around should be clear of any obstruction within 10 ft. radius. 
A trained technician will mount the CORT in place and operate it before 
disembarking. The CORT power is self-sufficient and does not need any 
attendance while in operation. At the other end of the Canal it is 
dismounted by a SCA technician. 

(b) After mounting and operating the CORT, the Pilot is requested to 
report same to Ismailia Movement Office through VHF or UHF (Canal 
Pilots are equipped with portable UHF sets linked to Ismailia Movement 
Office). The Pilot is also requested to declare his approximate position, 
the vessel’s “SCA” file number and “Call sign’. This is essential to start 
the Loran-C tracking of the vessel. 

(c) Vessels will be tracked simultaneously by radar and Loran-C at 
the Great Bitter Lake area. 

(d) When approaching either end of the Canal (Km. 3 East Port Said 
Branch or Km. 162.000), the respective Port Office will be handed the 
responsibility of following up the vessel to sea. 

(e) On passing either end, the Canal Pilot will declare his position 
together with the vessel's call sign and file number. 

(f) The Harbour Pilot will then board the vessel while the CORT will 
be dismounted by a SCA technician. 

(g) Any changes in the vessel's characteristics should be reported to 
Canal Officials to be filed in SCA vessel's file. 


CHAPTER XI: SIGNALS 
Article 92: Generalities 

All signals used in Canal Waters are shown hereafter. 

All flags and pendants to be hoisted by vessels, as shown hereafter, 
should be those in the International Code of Signals. 

Night signals shall be hoisted where best seen by other vessels. 
Article 93: Sound Signals 
(A) Normal Manoeuvre 

(1) The International Regulation for Preventing Collision at Sea 
Signals. 

“One short blast”: | am altering my course to starboard. 
“Two short blasts”: | am altering my course to port. 
“Three short blasts”: | am operating astern propulsion. 

(2) The signal 5 or 6 short blasts repeated several times at short 
rome to say: “I am reducing speed and may have to stop or make 
ast’. 

At night besides the blasts, four to five long flashes with the Aldis 
lamp or signal mast lamp. 

(3) The signal one prolonged blast to attract attention. The expression 
“short blast” means a blast of about 1 second duration. 

The expression “prolonged blast” means a blast of 4 to 6 seconds 
duration. 

(B) Obstruction in Channel in all Circumstances 

A vessel which under any circumstances causes or finds obstruction 
in the channel must immediately warn the vessels in the vicinity. 

That warning is given by whistle or siren: 

4 long blasts meaning: “The channel is not free”. 

That warning must be repeated every 3 minutes until vessels 
concerned have answered in the same manner. As soon as they hear 
the signal mentioned above, the vessels take steps to stop and instruct 
a Radio Watch, to receive full details of the alert given by the vessel 
that sent the said signal. The vessel should maintain Radio Watch until 
otherwise advised. 

(C) Engine or Steering Failure Approaching Dredger 

In case of engine or steering failure making the vessel not under 
command, while approaching a dredger, the vessel has to give the signal 
one long blast followed by two short blasts (—- :). 

(D) Vessel Mooring Voluntarily for Fog or Sand 

During the mooring manoeuvre, the vessel sounds every 2 minutes 
a series of 6 short blasts. 

Once made fast (Signal Garage Volontaire hoisted), the vessel must 
rapidly ring the bell for 5 seconds at intervals not exceeding one minute. 
For vessels over 350 ft. (106.75 m.) they will have to ring the bell forward 
and in addition a gong aft, at intervals not exceeding one minute, (a 
gong or any other instrument which tone and sound will be different to 
that of the bell forward). 

These signals are stopped when the vessel is told that all vessels 
concerned have been notified of her mooring. 

(E) Vessel Aground or Across Canal 

See Article 93 (B) Obstruction in Channel. 
(F) Between Vessels and Tugs 

(1) Vessel Aground in Canal 

Signals between a vessel aground in the Canal and a tug. 

These signals are for manoeuvre of refloating, as long as the vessel 
has one of the grounding signals. 


Pull slowly (=) 
Increase (—- +) 
Stop (=>) 
Slack the line (--:) 

| am to let go (----) 


These signals are to be repeated by the tug. 

(2) Vessel Towed in the Canal 

Signals between a vessel towed in the Canal and a tug. 

Radiotelephony is used as communication between ship and tug, 
besides the following signals. 


By Day (Flag) At Night (Sound) 


Slow speed : “A” hoisted above bridge —-) 
Half speed : “A” hoisted half way (= 3-1) 
Normal Tow : “A” hoisted right up (-—-.: +) 
Steady : “A” lowered (--) 


(Or sound signals if considered surer). 
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The sound signals are to be repeated by the tug. The flag sig, 
remains flying as long as the tug is to give the signalled speed. By q 
every change of flag signals is followed by a long blast. 


(G) Signals Between VLCCs and Escort Tugs 
(1) Attention to Start Manoeuvre 
Prolonged blasts given by the ship. 
(2) Stern Tug 
Bring my stern to starboard ( 
Bring my stern to port (- 
Keep my stern in the axis (+: 
Pull my stern aft slowly (- 
Increase pulling my stern 
up to half speed astern (-: 
Increase pulling my stern 
up to full speed astern (sree 
Stop pulling (very long blast) (~ 
(3) Forward Tug 
Give me a push on starboard bow t 
Give me a push on port bow (-; 
Stop pushing (--- 
Article 94: See “Plans”. 


NOTICES: 
Circular No. 93/88: 

We append hereunder, free translation of Circular letter date 
2.10.1988 No. 434128 issued by the Director of Transit, Suez Cay 
Authority, Ismailia, which reads as follows: 

“Please ask Owners to advise Masters of vessels 
proceeding to transit Suez Canal to be kind enough and 
let us know directly and soonest possible of any ship 
carrying Waste Chemicals or if they observe any sign of 
Pollution, so that we may act accordingly for their own 
safety and the safety of the region.” 

The above is commended to your kind attention. 


Circular No. 94/88: 

With reference to our Circular No. 11/86 of February 13th 19% 
concerning the necessity of ensuring the efficiency of vessel's gear a 
derricks used for heaving and lowering mooring launches # 
searchlights. 

We now wish to advise that a letter from the Canal Mooring and Light 
copied to the Director of Transit, Suez Canal Authority, was received» 
17.10.1988 to the effect that it has been recently noticed the repetite 
of accidents sustained to mooring boats and their crew which are & 
to:- 

— The high speed of vessels whilst heaving up or lowering the moon 
launches. 

— The necessity of ensuring the capability of vessel's wires and winch 
before such operations are done. 

Therefore, the Canal Mooring and Lights Co., draw your kind attenti 
to the above, and request your goodselves to put these operations und 
the supervision of an officer, and to be kind enough to report @ 
negligence on the part of mooring men in putting on Life Jackets wh 
heaving up or lowering their boats, avoiding such incidents for the sa 
of protecting their lives. 


WADI FIRAN: 28.44 N. 33.13 E. 


An open anchorage on Sinai coast in the Gulf of Suez about 85 nauté 
miles South of Suez. 

There are 12 large and conspicuous storage tanks in 2 parallel ro 
of 6 tanks each lined on shore near the pumping station and paint 
with aluminium. 

DOCUMENTS: 

4 Crew Lists. 

2 Stores Lists. 

2 Vaccination Lists. 

PILOTAGE: Pilot boards each tanker at anchorage. 
ANCHORAGE: Lat. 28° 44.5’ N., Long. 33° 09.5’ E. 
RESTRICTIONS: Mooring and unmooring during daylight only. 
MAX. SIZE: 105,000 d.w.t. Max. draft 75 ft. at Berth No. 1. 
RADIO: It is essential that vessels bound for Wadi Firan give 72 ho 
and 24 hours notice to both “Petmisr Cairo 92049 UN” and ‘Pee 
92449 UN", to be accepted on the berth without delay. Contact # 
Rudeis on VHF Channel 16 when in range. There is no radio station” 
Abu Rudeis. Pilots working on Channel 14. 

VHF: VHF radio is used for communication between tanker and pum 
station. 

TUGS: 1%3,080 h.p. and 14,080 h.p. available for mooring e 
unmooring. 

BERTHING: Tankers must approach berth from West, never from Not 
and must follow same track on their departure to be entirely cle@ 
shallow water. Tankers at berth will be connected to shore pump 
station by submarine hoses for pumping crude oil (12 in. hose from? 
starboard side). 

Two mooring launches available. Both ship's anchors are used, ? 
port anchor first, normally 9-10 shackles in the water on each. At! 
stern 4 wire ropes from buoys are taken on board. Special care she 
be taken when mooring in Southerly winds. If blowing strong, 
may be delayed. 
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Berth No. 1 Berth No. 2 

Position Lat. 28° 45' N. Lat. 28° 43.5’ E. 

Long. 33° 11.5’ N. Long. 33° 11.5’ E. 
LOA 1,200 ft. 1,000 ft. 
Water Depth: 75 ft. 58 ft. 
Max. D.W.T 105,000 50,000 
Sea Line (Crude): 24 in. 18 in. 
Sea Line (Ballast): 18 in. 18 in. 
Tanker’s Length: 900 ft. 700 ft. 
Max. loading rate: 2,800 cu.m.p.h. 1,600 cu.m.p.h. 


Reception facilities for 30,000 cu.m. of dirty ballast. 

Two tankers can moor simultaneously but only one may load. 
DENSITY: 1032. 
FRESH WATER: Not available. 
FUEL: Not available. 
AUTHORITY: Belayim Petroleum Co., 5 El Mokhayam El Dayem Street, 
yasr City, Cairo, Egypt. (P.O. Box No. 7074). Tel: 2621738, 2621739, 
9621740, 2621742, 2621743, 2621744. Telex: 21003 Petbl UN, 92373 
Detbl UN, 92449 Petbl UN. FAX: 2609792 Cairo. Contact: Ibrahim El 
Shafie, Operations General Manager. 


ZEIT BAY: 27.50 N. 33.36 E. (See Plan) 
A) SBM. (B) LPG BERTH. 

A) SBM. 

LOCATION: Zeit Bay Terminal is approximately 60 km. North of 
Hurgada. 


ANCHORAGES: Waiting area centred on Lat. 27° 48.5'N., Long. 
38° 37.0’ E. Radius 1 mile. Depth ranges from 22 m. to 38 m., with 31 m. 
at centre. 

Vessel is not permitted to anchor outside the anchorage area. 
RESTRICTIONS: Weather conditions may prevent berthing. This is the 
case when wind speed exceeds 25 knots. Vessel will then remain in the 
anchorage until weather improves. Daylight berthing only. Unberthing 
any time. 

MAX. SIZE: 30,000 tons (SDWT) to 250,000 tons (SDWT) with 
permissible max. draft up to 18.0 m. 

HEALTH: Masters are to indicate any sickness on board in their ETA 
notification. SUCO will arrange with Health Authorities if so required. 
RADIO: Tankers calling at Zeit Bay must send ETA message 72, 24, 
and 12 hours distant from the terminal to SUCO Head Office, via any 
coastal radio station: Alexandria, Port Said, Suez and Kosseir. 

ETA messages to SUCO should give the best estimates of ship’s 
arrival time at the terminal and relevant information on lifting gear, 
connections, ballast/segregated/dirty and quantity. This ETA message 
should also include a definite statement of details of any equipment 
required from shore for connecting 16 in. floating hose, bearing in mind 
that such hose needs tanker to be equipped with crane, classed and 
certified to at least 10 tons capacity. 

VHF: Master must call “Zeit Bay” 4 hours prior arrival on VHF 
Channel 16, working Channel 12. 

TUGS: Two mooring line boats, 1x500 h.p. and 11,000 h.p. are 
available to assist with mooring and hose connection. The boats are 
equipped for anti-pollution operations. 

One fire fighting tug available on a standby basis whilst loading 
operations are in progress. 

BERTHING: All mooring equipment is available and will be placed on 
board the vessel when Mooring Master boards. 

A vessel can make the final approach and moor to buoy from any 
direction, bearing in mind prevailing weather and tidal conditions. The 
approach shall be made from the direction which is consistent with a 
safe approach, and speed shall be subject to the prevailing forces 
\\@. wind, current and tidal stream) at the location at the time of berthing 
wth assistance of mooring boats stationed at the buoy. 

Once moored the vessel is free to turn through 360° under the 
nluence of the prevailing forces. 

HOSE CONNECTION: 16 in. standard 150 ASA flange connection for 
crude oil and ballast hoses. Port derrick with minimum 10 tons SWL to 
% rigged for max. height and load lifting. 

Ship's crew shall be responsible for connecting and disconnecting 
‘oses with assistance of shore crew. 

A quick release coupling (Camlock) is connected to each hose end 
and is to be used as follows: 

‘In case of emergency, the butterfly valve shall be immediately closed 
4d quick release coupling immediately disconnected. 
: Do not hammer but try to use the Camlock wrench supplied or use 
copper hammer only. 
; Tanker should be ready with reducer if its manifold is not 16 in. 
Bags of sand to be available. 
5. Weight of the hose is approximately 8 tons. 
LOADING: Upon being informed by the vessel's responsible officer that 
vessel is ready to start loading, Mooring Master will normally advise the 
oviy) Room and ensure that the loading commences at a low rate (by 
F When it has been confirmed that there is no significant rise in pressure 
a the loading line, the crude oil will be loaded, pumping with a maximum 
ate of 5,000 tonnes/p.h. 
7 Crude oil is delivered through the submarine pipeline to the buoy and 
_ ince via a floating hose to the vessel's port side midship manifold. 
°se diameter is generally 24 in., reducing to 16 in. at the ship's end. 
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It is forbidden to close any valve onboard the tanker against the flow 
of the crude oil until the butterfly valve of the loading hose has been 
closed. 

If ship-to-shore communications fail during loading operations, the 
emergency whistle signal is a continuous blast on the tanker's whistle. 

Loading shall immediately be stopped and will not be resumed until 
communications have been re-established. 

Before loading, cargo tanks are dipped by an independent inspector 
and at Terminal Inspector. If dirty ballast is retained on board until the 
next discharge port, then the amount of water and oil on top will be 
checked. 

Density of Zeit Bay Crude is approx. (0.854/15°C.). Temperature when 
received on board is approximately 34°C. 

Immobilisation of engines at SBM is strictly prohibited. 
BALLAST/POLLUTION: Deballasting System: It is preferable that 
vessels load crude oil while discharging ballast, but Master or officer- 
in-charge must be sure that no contamination or pollution takes place. 

If the vessel is not equipped with 2 lines in order to load and deballast 
at the same time, a quantity of crude should be loaded prior to 
deballasting to ensure proper segregation. 

Dirty ballast must not be in the emulsion form and is not to contain 
chemicals or detergents. 

The floating hose is normally 20 in. diameter, and the ship’s end 
connection 16 in. diameter. 

It is strictly forbidden to discharge dirty ballast overboard. 

Pollution: The Master has to comply with all regulations and instructions 
prohibiting pollution under A.R.E. laws and under any pertinent 
instructions issued by SUCO when conveyed to Master. 

Also, the provisions for International Convention for Prevention of 
Pollution from vessels 1973 and the Protocol of 1978 relating to this 
connection will be applied to the extent that such Convention and 
Protocol are in force in A.R.E. Owner/operator shall be liable for any 
damage resulting from the pollution caused by the vessel and shall pay 
for all the expenses incurred for its removal and elimination. 

Oil Spill: \n the event of a spill or its detection, SUCO Mooring Master 
must be notified instantly for the necessary action to be taken. 
MEDICAL: In case urgent medical assistance is required, the vessel 
should contact SUCO Marine Manager by VHF radio. A doctor and 
facilities are available but there is no hospital in the area. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. 

REPATRIATION: Possible in emergency only. 

HOLIDAYS: Zeit Bay Terminal never closes on religious holidays. 
SHORE LEAVE: There is no shore leave for personnel of vessels whilst 
at the SBM. 

GENERAL: 

Helicopter: Should the services of a helicopter be required in emergency 
or for any purpose whatsoever, the vessel will be given a minimum of 
30 minutes notice. 

Weather: Gales can be expected from a North Westerly direction from 
October through May. 

The above conditions are only for guidance and are not relevant to 
the safety of the vessel but to the safety of the buoy. 

The Mooring Master shall have the authority to decide whether the 
ship should remain or vacate the buoy. 

Climate: The climate in the Gulf of Suez is generally good. The visibility 
is usually excellent, with few dust storms and infrequent fog. There are 
a few rain squalls. 

Winds: The general flow of the wind over this part of the Gulf of Suez 
is predominantly from the N.N.W. Winds are steadier in the Summer 
months (May/October) and almost nil from June to September. Gales 
can mainly be expected from a North-Westerly direction from October 
to May. 

The maximum velocity is approximately 45 knots, whilst the mean 
wind speed is approximately 20 knots and is prevalent for some 98% of 
the year. There are occasional light Southerly winds. 

Tides: The tidal range is between 4 ft. and 5 ft. 
Sea Condition: The surface temperature of the sea ranges from 18°C. 
to 30°C., depending on the season. 

Seas and swells are usually from the N.N.W. and wave height can 
reach 18 ft., but average is about 6 ft. During the Summer months 
(May/August) there are many days of 12 ft. — 15 ft. seas. 

Currents are generally located in mid-channel and set North when the 
tide is rising in Suez, and South when the tide is falling. The rate is 
about 2.5 knots at Spring tides and 0.5 knots at Neap tides. 


(B) LPG BERTH. 
LOCATION: Zeit Bay is an open area and unsheltered. 

LPG tankers will moor alongside a pier which is perpendicular to the 
shore. The pier length is 50 m. and water depth is 8 m. 

Pier position: Lat. 27° 48.1' N. 

Long. 33° 33.7’ E. 

There are 2 mooring buoys, located North and South of the pier and 
about 50 m. off pier's edges, to secure the tanker in its proper position 
while undertaking operations. 

DOCUMENTS: Masters are requested to hand the following original 
documents to “SUCO” Mooring Master upon arrival. These documents 
will be returned when cargo documents are signed on departure. 

Certificate of Registry. 

Load Line Certificate. 

Safety Certificates. 

PILOTAGE: SUCO Mooring Master will board the vessel in the LPG 
waiting area. Pilot ladder should be kept in good order, clean and should 
be adequate in length and strength. 

When Mooring Master boards the vessel, he will advise the Master 
on the approaching, berthing operations and provide him with all 
necessary information. 

Mooring Master will check all original Certificates and receive them 
from the Master. 
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APPROACHES: Approaching the Anchorage Area: When an LPG 
vessel arrives at position Lat. 27° 50.2’ N., Long. 33° 37.2’ E., Master 
can alter vessel's course to 172°(T) for heading towards anchorage area, 
a Sailing distance of about 2.9 nautical miles. 

Below are 4 objects that can be seen by day or night that will be of 
assistance to vessels. 

A. Two grounded ships on North of Saab's Ashrafi: 

First position: Lat. 27° 49.5’ N., Long. 33° 38.7’ E; 
Second position: Lat. 27° 49.3’ N., Long. 33° 39.2’ E. 
B. On marine chart No. 2375, East Zeit Bay Terminal SBM flashing 
Mo(U) 15 sec. 
C. Zeit Bay Terminal, located one mile S.S.E. of East Zeit Bay 
Terminal flashing Mo(D) 30.5 sec. 
D. Lighthouse in position Lat. 27° 49.6’ N., Long. 33° 34.9’ E. 
Black and white colour with approximate height of 30 m., flashing 
white every 10 seconds. 
Approaching Zeit Bay Channel and Shipping Lane: The vessel under 
_ her Master's command and Mooring Master's advice will navigate on a 
course of 155°(T) from anchorage area for about 1.5 miles. 

When Ashrafi Lighthouse is observed abeam, course is to be altered 
to 195°(T). This course will lead toward entrance of Zeit Bay Channel. 
While passing through Zeit Bay Channel, true course to be 270°/090°. 

Due to relationship between a vessel traversing the channel and the 
prevailing N.N.W.'ly wind and current, there is the possibility of a 
sideways drift. 

When vessel arrives at the end of the West entrance of the channel, 
course will be altered to 335°(T). After sailing for about 2.5 miles, vessel 
will alter course to 310°(T) for about 1.1 miles. 

Final approach to L.P.G. Pier will be on a course of 010°(T), for about 
1.5 miles. 

Use of anchor is forbidden from the time the vessel reaches the 
Western entrance of Zeit Bay until final approach to pier, because of 
pipelines. 

Outside the shipping lane on the port side, there are 4 yellow platforms 
provided with navigation aids. Vessels navigating in the shipping lane 
will pass near Platform “C” at a safe distance. 

Zeit Bay Channel and Shipping Lane: Channel is guaranteed to be 
6.0 m. below L.A.T. 

Channel length is about 2 nautical miles and about 200 m. width. 

Channel is marked by lighted buoys, each equipped with a radar 
reflector. When ship is heading Westerly (270°(T)), there will be 3 green 
buoys on the starboard side and 3 red buoys on the port side. 

The shipping lane between Ghanim and Ras Elbahar Islands is 
marked by red marker buoys, showing the end of shoals and reefs. 

Buoys coordinates: (a) Lat. 27° 45’ 39” N., Long. 33° 34' 10” E. 

(b) Lat. 27° 46’ 18” N., Long. 33° 33’ 22” E. 

All vessels should keep at least 30 m. from the buoys as a safety 
measure. 

All marker buoys can be seen from any direction and in poor visibility, 
according to international specifications and regulations of port 
navigational aids. 


ANCHORAGE: SUCO will make every effort to moor ships arriving 
according to the agreed schedule. If not berthing, vessel will drop anchor 
at the Anchorage Area in position: Lat. 27° 47.3’ N., Long. 33° SiG’ E. 
This position is located South of the Crude Oil Carrier Waiting Area. 

LPG anchorage area is half mile radius with 18 m. depth. The area 
is considered clear of obstructions. 

Anchoring outside the waiting area or in Crude Oil Carrier Area is 
strictly prohibited. 


RESTRICTIONS: Weather conditions may prevent berthing. This is the 
case when wind speed exceeds 18 m.p.h. The vessel will then remain 
in the anchorage area until weather improves. 

The decision of acceptance is subject to Master's and SUCO Mooring 
Master's approval. 

Berthing/unberthing during daylight hours only. 

Also see “Berthing”’. 


READINESS: Arrival time will be considered to be the time the vessel 
arrives at the Anchorage Area. 

Notice of Readiness will be accepted when vessel is in all respects 
ready to receive her cargo, usually after loading arms are connected. 
RADIO: Incoming tankers must advise ETA 48 hours prior to arrival. 


VHF: Zeit Bay radio room maintains a 24 hour listening watch on 
Channel 12. 

Fully detailed instructions for berthing, loading, etc., will be given to 
vessel's Master while approaching the waiting area. 


TUGS: Mooring Boats: Two mooring line boats are available at all times, 
(500 h.p. and 1,000 h.p.) The vessel will be assisted by the mooring line 
boats, which are deemed essential for safe operations. 


BERTHING: The pier is equipped with 2 positive hydraulic fenders, in 
addition there are 4 bitts for mooring ropes. 

Vessel's ropes will be used, and handled by the pier crew. 

When vessel is completely moored and secured alongside pier, 

vessel's heading will be 330°/150°, depending on which side is 
alongside. 
Mooring and Unmooring: All berthing operations and passage of the 
channel inward and outward, should be executed with adequate daylight. 
Final approach shall be made from the direction which is consistent with 
a safe approach. Speed shall be subject to the prevailing forces (current, 
tide, stream). 

Mooring line boats will assist during approach to prevent drifting on 
to the pier. Ship's anchor can be used in case of necessity. 

When ship is finally moored and properly secured, ship’s crew have 
to hang off the towing wires (fire towing wires), forward and aft, for line 
boats in case of emergency. 
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Jetty details: 
Max. Size: Max. draft: 5.0 m. 

Max. length: 108 m. 

Max. beam: No limit. 

Max. deadweight: 2,500 tons. 

LPG (butane and propane mixtures). 

Two. Designed for connection to 6 in. Camlog 

quick coupling and 3 in. vapour return line. 

Up to 280 t.p.h. 

Available for line purging only. Vessel’s tank 

purging only with previous agreement. 


Product: 
Loading arms: 


Loading rates: 
Nitrogen: 


Atmospheric vent: Not available. 
Flare line: Yes. 
Fire line: 2.5 in. hose available. 


LOADING: Before loading commences the LPG Check List is to) 
completed. Emphasis is placed on close cooperation and gy 
communications between mutually interested parties to achieve sz 
operations. 

Operations Meeting and Inspection: The following will take place bety 
any operations commence: 

(a) Complete the Safety Check List. 

(b) Complete the LPG safety and observed Check Lists. 

(c) Discuss any additional precautions required. 

(d) Ensure that tanks are in a fit condition to receive cargo without 
hazards or contamination. 

(e) Discuss and agree tanks inspection and samples required. 

(f) Discuss and agree loading programme, including quantity, load 
rate, pressure, temperature, connecting and disconnecting hose 
purging requirements and any other necessary requests. 

Pressure, Temperature and Loading Rates for LPG: 

Product: LPG. 

Pressure: Up to 10.3 bar. 

Temperature: Ambient to 60°C. 

Loading rate: Up to 280 t.p.h. 

Recommended maximum vapour concentration in ship's tanks bely 


loading LPG: 
Previous cargo Recommended 
in vessel Maximum Concentration 
Ammonia 100 ppm. 
Ethylene oxide 30 ppm. 
Propylene oxide 50 ppm. 
Vinyl chloride 30 ppm. 
Acrylonitride 30 ppm. 


The above concentrations refer to vapour concentrations consider 
safe for venting. They do not infer that these concentrations @ 
acceptable from a cargo contamination point of view. 

Operational Procedures: Loading will not commence until all the sate 

checks have been carried out to the satisfaction of the Company. 

|. The Company Operators will connect the shore boom/hose to? 
correct ship's manifold as indicated by the Master. Under! 
circumstances will a ship be connected to a vapour returnive 
system if oxygen content of any tank is above 0.5% volume. If 
of the ship's tanks are under vacuum the ship will be connect 
only if prior agreement has been reached. 

The boom/hose will be purged to shore vent line and press’ 
tested to approximately 100 p.s.i. with nitrogen. The nitrogen ¥ 
then be vented and the vent closed. 

. The Jetty Supervisor and Master will agree that systems ¢ 

correctly lined up for operations to begin. 

Loading must now commence slowly to avoid rapid pressi 
build up. 

Ships must check that pull-off does not cause cargo temperal 
to drop below tank minimum operating temperature. 

During loading the ship's tank pressures must be checked evé 

30 minutes and the information logged by the Jetty Operator. ? 

Master must inform the Jetty Supervisor of any deviation from? 

agreed cargo handling plan. 

\V. Company Operator will remain on the jetty at all times dur 

loading. 

Vv. A crew member with a good command of the English langué 
must remain on deck at all times during loading. 

VI. The ship must not shut valves against the shore pumps wi 
loading. 

VII. The ship must give at least 10 minutes’ notice of the requiremé 
to stop or start pumping, except under emergency conditions. 

Vill. The Company Operators will clear the boom/hose with nitro 

A watch on ship's pressure must be maintained during this tim 
hose contents are cleared to ship. 

IX. The ship's valves will then be shut and Company Operators * 
purge and depressure the boom/hose. 

X. The cargo loaded will be calculated from shore dips. 

XI. The Jetty Supervisor will witness ship's dips/ullage and obtain tf 
the Master the quantity loaded according to ship's figures. p 
quantity entered on cargo documents will be calculated from sf"? 
figures. 

Cargo Handling Requirements: 
|. Chemist's Certificate: The Company reserves the right to req 

an independent chemist to check the condition of ship's tanks 
the quality of cargo before commencing to load. Reasonable no 
of this requirement will be given. 

ll. Emergency shutdown systems: When ship is loading and ¢ 
necessary to manually initiate an emergency shutdown, the 
system must be used. 

Nitrogen: Nitrogen is available at approximately 7 bars and? 

berth nitrogen is available for line purging only. 

IV. Portable instruments: The Company reserves the right to re 
intrinsically safe portable instruments to be placed on board # 
during loading operations. 

Reasonable notice of this requirement will be given. 
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y. Purging: Purging Lip ship's tanks to fs ard is fae petinfed NOTES 
t the jetty. The Master must ensure the ship’s tanks are in a fit : 
oa 's doa n to load cargo before arrival. Please also advise Shipping Guides Ltd. 
vy. Third party Independent Surveyor: The Company reserves the right 
to instruct a third party Independent Surveyor for the sampling and 
measuring of cargo. Reasonable notice of this requirement will be 
iven. 
vil Vapour return line: Vapour return lines are provided to enable ships 
to return compatible vapour to storage tanks to be pressured up 
with vapour from storage. Oxygen content of returned vapour must 
be less than 0.3% volume. 
Under no circumstances may nitrogen or other uncondensible 
gases be returned along the vapour line to storage tanks. 
vill, Vent line: Vent lines are provided to enable uncondensible vapours 
to be vented to flare system. Permission to use the flare system 
will only be granted if oxygen content of ship's tanks as determined 
by Company analysis is less than 0.5% volume. 
The ship's intention to use the vent system must be clearly 
specified to the Jetty Supervisor at the pre-operations meeting. 
Use of ship's mast vent is not permitted without Company 
Authorisation. 


All operations shall, in general, be conducted in accordance with the 
requirements of the International Chamber of Shipping Tanker Safety 
Guides for Liquid Petroleum Gases and the International Maritime 
Dangerous Goods Code. 

Communications on Loading Pier: 
{. The jetty will be continuously manned by company personnel while 

a ship is loading. All normal communications should be passed 

through the Jetty Operator. In emergency situations, ship's personnel 

may use the jetty head telephone. 
2 Aresponsible English speaking crew member must be on duty at all 
times and must remain on deck during loading/discharging. 
FRESH WATER: Not available at berth. 
FUEL: Not available at berth. 
POLICE/AMBULANCE/FIRE: Fire 3333. 
GENERAL: The following should be taken into consideration when 
vessel is alongside: 
(a) Visiting is not permitted. 
b) Smoking and/or usage of naked lights is forbidden. 

In emergency cases, a special permit is to be issued by authorised 

SUCO personnel to cover situation. 
Vessel refusal: Owing to special hazards associated with LPG and the 
degree of expertise required during its handling and carriage, SUCO 
reserves the right to refuse to load any vessel where in the Mooring 
Master's opinion, the condition of the ship or the conduct of her 
operations give rise to concern over the safety of ship, personnel, 
company premises, or the environment. 
fire Fighting Vessel: There is a vessel fully equipped with fire fighting 
equipment. The vessel will be available at all times during operations. 
ft has 4 monitors installed on the main and upper deck, each 
12,200 cu.m.p.h. and able to reach 120 m. and a height of 45 m., foam 
compound is available. 
Towing of Ships to Hazardous Waiting Area in Inner Bay: \n the event 
_ ofanemergency, Jetty Superintendent will immediately stop the loading 
_ operation and will inform SUCO Mooring Master whether to wait 
| alongside or pull the ship away with the assistance of the mooring line 
boats. 
The following position already surveyed, with a water depth of 8.0 m. 
| and co-ordinates Lat. 27° 47.7’ N., Long. 33° 32.2’ E. is reserved as a 
| waiting area. 
' Climate: The climate in the area is generally good and the visibility is 
usually excellent, except for occasional sandy storms during Summer 
jee Fog can be seen in Winter time. Occasional rain during Winter 
ime. 
| Wind: The direction of the wind in Summer is from N. or N.W., 
' occasionally wind reaches 40 m.p.h. 
During Winter, average wind speed is about 15 m.p.h. — 20 m.p.h. 
Southerly winds are encountered occasionally, but are usually light 
: airs and accompanied by calm sea. 
lide, Current and Sea Swell: The tidal range is between 3 ft. and 4 ft. 
Current reaches 2 knots to 3 knots. 
Pia swell is from N. or N.W. and/or S. or S.E., with a maximum height 
AUTHORITY: Suez Oil Co. (SUCO), 21 Ahmed Orabi St., 

{Mohandessien, P.O. 2622, Cairo, A.R.E. Tel: 650723, 650544, 
807922, 813554, 807854. Telex: 93455 SUCO UN or 92300 SUCO UN. 

| Cables: Dexgulf. FAX: 3422734. Contact: A. Nassef, Planning and 

Follow-up Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


El Salvador 


ACAJUTLA: 13.35 N. 89.50 W. 


PORT LIMITS: Not determined. 
DOCUMENTS: 
Consular Documents: 

Only the requirement for visa of shipments of firearms and narcotics, 
which must be carried out at the port of embarkation, remains in force. 
Prior to Arrival: 

Arrival Notice: 

24 hours before the vessel's arrival, notification is submitted in writing 
to the Autonomous Port Executive Committee (CEPA) on the time of 
arrival and the number of stevedores that will be needed. The CEPA 
serves as a kind of single shipping agency. In that capacity, it arranges 
for entrance and clearance of vessels, payment to other Official 
Agencies and draws up the port account for the ship’s Agent. 

Information on Cargo for the Port: 

Prior to the vessel's arrival, the following documents are to be 
submitted to CEPA: 

16 copies of the Cargo Manifest. 

1 set of the Shipper's Manifest. 

1 Mail Guide. 

4 copies of the cargo distribution for each hold. 
1 Stowage Plan. 

1 List of Container Contents. 

14 to 16 Cargo Tally Books, depending on the number of stevedores. 

If this information is not available before the vessel's arrival, it may 
be submitted at the time of the reception visit (boarding party). 


(See Pian) 


On Arrival: 
Type of Documents Number and Distribution of Documents 
Captain of Plant 
Basic Forms Port Customs Health 
General Declaration 1 1 
Cargo Manifest 
Crew List 
Passenger List 
Ship's Stores List 
Crew's Effects Declaration 
Maritime Health Declaration 
Mail List 

Additional Documents: 
Clearance from Last Port 
Consular Manifest 
Set of Bills of Lading 
Cargo Distribution 
Contents of Containers 
Stowage Plan 
Cargo Tally Books 


CEPA Total 
1 
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14/16 14/16 
Prior to Departure: The CEPA draws up the clearance permit and has 
it signed by Customs before submitting it to the Captain of the Port. 
When loading and unloading is completed, a representative of the 
Captain of the Port delivers the clearance permit on board. 
PILOTAGE: Compulsory. (a) Vessels should apply for Pilots calling VHF 
radio station through Channel 27 which operates on 157.36 MHz to 
receive and 161.95 MHz to transmit. Channel 16 operates on 156.8 MHz 
ships calling and safety. 

Notice of ETA must be made to Port Manager not less than 48 hours 
before arrival at the port limits. Confirmation of ETA is required 10 hours 
before arrival. VHF radio station is on service 24 hours a day, so vessels 
may call at any time. (b) Pilot boards vessel between one or two km. 
before arrival at the port limit; where vessels should stay with engine 
running, Pilot ladder ready. Gangways should be raised and folded. 
Derricks and cranes inboard and anchors ready for berthing. Pilot is 
equipped with walkie talkie for communicating with tugs. (c) Inform radio 
station if cargo manifests are carried on board or if they were air mailed 
to vessel's Agent. 

ANCHORAGE: There is no specific anchorage area. Water depth is 
over 15 m. Bottom nature: Sand laying over volcanic tuff. 
RESTRICTIONS: Vessels can berth any time day or night. Main engines 
should always be on short notice, due to swell as mooring lines often 
break. Vessels are advised to make use of extra shore mooring lines 
which may be provided if Agent makes request. The least depth in the 
berths is 30 ft. 

MAX. SIZE: “C” Pier (breakwater berth) has 12 m. of water alongside 
and can berth vessels of up to 40,000 d.w.t. It is well fendered. 
Containerised, general and bulk cargoes can be handled at this pier. 

Also see “Tankers”. 

HEALTH: On arrival, vessel should always fly a yellow flag. If there is 
any suspicion of illness aboard, Master has to inform by radio 24 hours 
in advance, indicating nature of disease and all details. 

Free Pratique will not be granted to vessels at anchor. It will be granted 
to tankers discharging at buoys and in emergency cases. 

RADIO: Advise ETA to Agents at San Salvador 96, 48, 24 and 12 hours 
before arrival. Telex available at Port Facilities. Area Code 301. Telex 
No. 27000. 

VHF: There is no special time for calling. VHF service is open 24 hours 
a day. Contact through Channels 16 and 27. 

Business operations: Channel 27 receives on 157.36 MHz and transmits 
at 161.95 MHz. 

Channel 16 for ship calling and safety. 

RADAR: There is no port radar service. 

TUGS: Tug lines are not used. If required, the tug’s line will be used 
and the charge is included in the docking and undocking services. There 
are four tugs available with the following capacities: 800, 1,200, 1,400 
and 1,800 h.p. Tugs meet vessels off the docks at all times. 
SPECIALISED CARGO HANDLING FACILITIES: Pier “A” with liquid 
cre facilities for vegetable, animal and mineral oil, as well as chemical 
liquids. 
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BERTHING: Vessels can berth in safety at any time during day or nj 

In the case of cargo vessels it should be stressed that the sve 
experienced alongside is sometimes a serious problem and Masts 
would be well advised to make use of the shore lines offered on hire, 
save undue wear and tear on their moorings. 


Berth Max. Draft Depth at MLW Vessel Length 
(m.) (m.) (m.) 

A-1 9 10 140 

A-2 10 12 160 

B-3 9 10 140 

B44 10 12 195 

B-5 9 10 180 

B-6 10 10 180 

C7 12 13.7 128 

c-8 12 13.7 128 


There are three piers. The first one “A” consists of a breakwater mg 
760 m. long. The access mole in its first section from land side to pe 
“B” has a width of 10.50 m. and is 260 m. long. The second sectiy 
from Pier “B” to Pier “A” has a width of 7 m. and is 180 m. long. Th 
overall length of access is 450 m. 

Pier “A” is 37 m. wide and 310 m. long, it consists of a mooring doy 
with two berths called “A-1" and “A-2”, for general bulk and liqy 
cargoes and has a transit shed of 4,500 sq.m. At the end of Pier “A’, 
constructed another breakwater section in a N.W. direction, in line we 
the existing Pier “A”, connecting this pier with the Pier “C” with a leng 
of 35 m. Then direction of Pier “C” is changed to the North, withe 
angle of 30° and extended over 270 m. with a width of 18 m. Th 
breakwater offers two berths, “C—7" and “C-—8”, capable of handin 
containerised, general and bulk cargoes. 

The third pier called “B”, with four berths is 348 m. long and has) 
free width of 28 m. This pier handles containerised (max. gross weg 
20 tonnes), general and bulk cargoes. 

CRANES: Two semi-portic cranes of 3 tonnes capacity are available; 
Pier “A”. At Pier “B” there is a 25 tonnes crane for general bulk ay 
containerised cargoes. Pier “B”, berths “B-S" and “B-6” as well as P; 
“C”, berths “C—7” and “C-8", have no cranes available and vessels # 
required to use their own cranes or derricks. 

BULK CARGO FACILITIES: For berthing length of quays and ma 
permissible draft in salt water at MLW see ‘“Berthing”. 

Cargoes handled: Importation: Grains, fertiliser, soda ash, phosphor 
rock sulphur, soya flour, etc. 

Exportation: Raw sugar cane, cotton seed meal and flour, grains, & 
Berth Equipment: 25 tonne cranes which operates for imports at Bet 
“B-3” and “B—4" and unloads vessels with clamshells of differ 
capacities ranging from 5 cu.m. to 9 cu.m., and feeds the convey 
systems through a hopper of 85 tonnes. Maximum height of discharga 
gear above MWL: 19 m. 

Conveyor System: Two belt conveyor systems exist for importation ar 
exportation. Both systems interconnected with port warehouses as W 
as private silos and warehouse facilities. Loading/discharge alt 
500 tonnes/p.h. 

BRIDGES: None. 

STEVEDORES: ETA advice required to arrange gangs, should be mat 
12 hours before vessel's arrival. A line handling gang is always stands 
by and also attends gangways without charge. Stevedores are availa} 
for nightwork. 

Average load and discharge rates: 

General cargo 

Bulk cargo 190 tonnes/p.h. 

Liquid cargo 110 tonnes/p.h. 
MEDICAL: There are doctors in the port who attend normal cases # 
specialists and hospitals in Sonsonate City (20 km. by road) and at & 
Salvador, capital of the Republic, 85 km. from the port. 
TANKERS: Mooring at RASA (Refineria de Acajutla Socied 
Anonima). This refinery is the property of Esso Standard Oil and Ste 
Petroleum Co. 
Buoy berth: Depth of water is about 15 m. Diameter of buoy hose 
2x25 cm. for clean products and one of 75 cm. for crude and fuel 0 
There are no facilities for residue discharge. 
DENSITY: 1027. 
FRESH WATER: Delivered by hoses. Rate approximately 40 t.p.h., ® 
U.S.$1.60 per metric ton. 
FUEL: Possible to supply diesel (Grade “2") and Bunker “C” only 
limited quantities, delivered by tank truck. Viscosities: Bunker ¢ 
175 sec. Saybolt furol. Diesel 40 sec. Saybolt universal. 
FIRE PRECAUTIONS: Inspection of hoses; no smoking; not allowed! 
weld or light any kind of fire; isolation of the place of loading # 
discharging operations; fire equipment to be ready to use at all timé 
CONSULS: There is a Consular representative of The Republic 
Guatemala at this port and most countries have Consé 
representatives in San Salvador City, Capital City, at 85 km. from t 


35 tonnes/p.h. 


port. 

REPAIRS: Possible to make minor engine and deck repairs. OF 
repairs can be carried out at Capital City, San Salvador. Any rep? 
that will delay sailing of vessel cannot be made without previous 
specific authorisation of the Port Manager. 

DRY DOCKS: None. 

SURVEYORS: At the port there is P & | representative and sure 
and independent marine surveyors. G.L. Surveyor at San Salvador © 
GANGWAY/DECK WATCHMEN: Gangway is watched by Cusi® 
Police and marine members without charge. Deck watchmen availé 
on request. ‘ 
HATCHES: The opening and closing of hatches is carried out 
stevedore gangs, and its costs are included in the loading or dischaly 
tariff rate. Whenever vessel’s Master decides to carry out the 
operations with his crew, a stand-by charge will be debited. 
CUSTOMS ALLOWANCES: Customs only allow tobacco for pers? 
use to be taken out of the vessel. Not allowed to take any wine or so” 
out of the vessel. 


pnGO GEAR: Ship's gear has to be used on request. Semi-portic 
~anes for general cargo may be used at Berths “A-1" and “A—2". Heavy 
«crane at Berths “B-3" and “B-4”. This crane is also used to unload 
nuk cargoes to a conveyor belt system 
REPATRIATION: There are facilities for repatriation, it is also possible 
» effect crew changes. 
AIRPORT: The “El Salvador International Airport” is 134 km. from the 
sort (by road), which is served by regular airlines. 
TIME: No alterations in time during the year; local time is GMT minus 


§ hours 

HOLIDAYS: The port has the following official holidays: 

r)ist January; 2nd February; (b) Thursday, Friday and Saturday of 
caster Week; (*)1st May; (c) 10th May; 3rd and 6th August; 15th 
September; 15th October; (*)2nd November; (a) 24th; (*)25th and 
a) 31st December. 

(*) No work. 

(a) Port operations cease at 0700 hrs. 

(b) Port operations cease at 1700 hrs. on Thursday until 2300 hrs. on 

Saturday (Easter Week). 

{c) 10th of May port operates only from 0700 hrs. until 1500 hrs. 
POLICE/AMBULANCE/FIRE: National Police (Sonsonate) Tel: 51- 
9838; Ambulance (Sonsonate) Tel: 51-0374 — 51-0200; Fire Department 
(CEPA, Acajutla) Tel: 52-3200. 

TELEPHONES: No possibilities of installing telephones aboard. 

SERVICES: No facilities to discharge tank-washings. No equipment for 

tank cleaning or facilities to adjust compasses. Minor electronic repairs 

at Agent's request. 

SHORE LEAVE: Allowed. 

DENTIFICATION CARDS: Valid passport must be shown to Authorities 

on request. 

REGULATIONS: None. 

DELAYS: Normally there are no delays to be expected during berthing, 
_ wading, discharging or bunkering. Bunkering operates at a slower rate 
than normal loading and discharging. 

GENERAL: Quarantine Authorities pay strict attention to garbage and 

any residue must be kept aboard properly covered. It is forbidden to 

drop garbage or any residue in the sea whilst vessel is in the port area. 

In the case of swell, special hawsers and wires can be requested on 
hire at U.S. 1.50 on every 1,000 g.r.t. per day or part of a day. 


SHIPMASTER’S REPORT: 1979. 
Port Limits: No port limits stated. 
Documents: 
Clearance from last port. 
5 Crew Lists. 
4 Voyage Memorandums. 
4 Store Lists. 
4 Passenger Lists, (negative required). 
1 Ship's Health Declaration. 
Manifests prepared by the Agent: 
2 Copies for the Customs. 
1 Copy for the Port Captain. 
1 Copy for Quarantine Inspector. 
16 Copies for the Stevedores. 
Customs seal the spirits and tobacco, but not the beer. No private 
declarations required. 
Boarding party of about 8 persons board the vessel with the Agent 
who will attend to documents and other needs of Officials. 
ips Pilotage is compulsory, Pilot boards vessel up to 3 miles from 
ier. 
Restrictions: Vessels can berth any time day or night, main engines 
should always be on short notice, due to swell at berths, as moorings 
often part. Vessels are advised to make use of extra shore moorings 
provided, these can be requested via the Agent. 
The least depth at the berths is 30 ft. 
Max. Size: “C" Pier (outer berth) has 46 ft. of water alongside and can 
lake vessels of up to 40,000 d.w.t., it is well fendered. General cargo 
and liquid cargo can be handled at this berth. 
Health: Standard Health message to be sent to Agents who will make 
| he necessary arrangements, every vessel coming in should fly the “Q” 
| fag, this is to avoid fines. 
| Radio: Advise ETA to Agents at San Salvador 96, 48, 24 and 12 hours 
| %efore arrival. For Telex messages use “WLO” Mobile. For W/T 
_ Messages use “KSF” San Francisco. 
| For Port Control use VHF Channels 16 and 27. (Range 40 miles). 
- Hours of operation 24 hours. Call sign: “Acajutla Tower” also R/T on 
mein 63 and 2169 kHz. Tugs work on 2182, 2163, 2196, 2638 and 
| Zs 
| Radar: There is no Port Radar service. 
| Tugs: There are three tugs available with the following power: 800 h.p., 
* 1200 h.p. and 1,800 h.p. Tug’s lines are used at no extra charge. 


Berthing: 
NP fil Berth No. Depth (m.) Remarks 
) A 1 9.0 | General Cargo, 23 ton 
2 10.0 cranes. Liquid cargo 
: (Berth No. 1) 
B 3 9.4 

, 4 10.0 General cargo, bulk cargo. 
} 5 9.1 25 ton crane on Pier “B”. 
6 10.0 

ae 7 14.0 | General cargo, liquid 
| 8 14.0 cargo. No cranes 


i available. 

# levedores: Arranged by the Agents, and based on information passed 
"ETA advise, vessels arriving from New Zealand may well be at the 

d tort before the cargo plans arrive. Stevedores work round the clock. 

$ “€dical: Doctor available but nearest hospital 13 miles away, Doctor 
will board the vessel, advise the Agents before arrival. 

Density: Observed density 1025. 


EL SALVADOR 


Fresh Water: Available at about 20 t.p.h. 

Fuel: Only available in emergency. 

Provisions: Limited quantity available, 24 hours notice required. 

Fire Precautions: Tugs have fire fighting equipment on board. As no 
phones on board, contact can be made on VHF with “Acajutla Tower’. 
Consuls: British Vice-Consul at Sansonate 14 miles away from the port. 
Repairs: Minor repairs only possible. 

Dry Dock: No dry dock available. 

Surveyors: Arie Van-Helden (Lloyd's Agents only), San Miguel, Cutuco, 
La Union. 

Gangway/Deck Watchmen: Shore gangway available and 
recommended due to swell at the port, full deck patrol necessary during 
night time. 

Hatches: For safety it is better to open and close the hatches with the 
ship's crew, which is allowed at this port. 

Cargo Gear: Ship's gear and shore cranes used depending on which 
berth the vessel at. 

There are no Reefer points ashore. There are no tower units ashore. 
Containers can be landed on flats. Forklift trucks are well maintained. 
Repatriation: Not advisable from this port. 

Airport: \lopango Airport is 8 miles from San Salvador, flights from this 
airport connect with international flights at Mexico City. 

There are three flights a week from Mexico City to London. 
Holidays: December 25th, January 1st, also Special Holiday for this 
feaion being August 5th and 6th. (From 1500 hrs. 5th to 1900 hrs. on 
the 6th). 

Police/Ambulance/Fire: This is covered by the Agent who remains on 
board all the time the vessel is in port, the Agent will require a room to 
live in whilst he remains on board. 

Services: No special services available. 

Shore Leave: Permitted. 

Identification Cards: Not required, but Crew Members are advised to 
carry some means of identification. 

Regulations: No unusual regulations. 

Delays: Vessels have to leave the berth due to swell, this decision is 
left to the Master of the ship. 

General: Vessels alongside the berth, move quite a lot, but the shore 
fenders are well maintained. Stevedores will unpack containers on board 
the vessel. 


AUTHORITY: Comision Ejecutiva Portuaria Autonoma (CEPA), 
Boulevard de Los Heroes, Torre Roble, Apartado Postal 2667, San 
Salvador, El Salvador, Central America. Tel: San Salvador (Area Code 
503) 24-1133; Acajutla 52-3200. Telex: San Salvador (Area Code 301) 
20194; Acajutla 27000. FAX: Acajutla 52-4100. Cables: CEPA. 
Contact: Pedro Armengo!l Ramos, Port Manager, Acajutla. 


LA LIBERTAD: 13.29 N. 89.19 W. 


CLOSED TO CARGO VESSELS SINCE MAY 1976 


AUTHORITY: Comision Ejecutiva Portuaria Autonoma (CEPA), 
Apartado Postal 2667, San Salvador, El Salvador. Tel: (503) 241133. 
Telex: (503) 20194. FAX: (503) 241355. Cables: CEPA. Contact: Arturo 
German Martinez, General Manager. 


LA UNION (Cutuco): 13.20 N. 87.50 W. 


DOCUMENTS: Consular Documents: 

Only the requirement for visa of shipments of firearms and narcotics, 
which must be carried out at the port of embarkation, remains in force. 
Prior to Arrival: 

Arrival Notice: 

24 hours before the vessel's arrival, notification is submitted in writing 
to the Autonomous Port Executive Committee (CEPA) on the time of 
arrival and the number of stevedores that will be needed. The CEPA 
serves as a kind of single shipping agency. In that capacity, it arranges 
for entrance and clearance of vessels, payment to other Official 
Agencies and draws up the port account for the ship's Agent. 

Information on Cargo for the Port: 

Prior to the vessel’s arrival, the following documents are to be 
submitted to CEPA: 

16 copies of the Cargo Manifest. 

1 set of the Shipper’s Manifest. 

1 Mail Guide. 

4 copies of the cargo distribution for each hold. 
1 Stowage Plan. 

1 List of Container Contents. 

14 to 16 Cargo Tally Books, depending on the number of stevedores. 

If this information is not available before the vessel's arrival, it may 
be submitted at the time of the reception visit (boarding party). 


(See Plan) 
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On Arrival: NOTES 
Type of Documents em ces and Piatrinuten. 2 Documents Please also advise Shipping Guides Ltd. 

Basic Forms Port Customs Health CEPA Total 

General Declaration 1 1 1 1 4 

Cargo Manifest 1 2 1 16 20 

Crew List 2 1 1 1 5 

Passenger List 2 1 1 1 5 

Ship's Stores List 1 1 1 1 4 

Crew's Effects Declaration - - - - - 

Maritime Health Declaration 1 - - - 1 

Mail List - - - 1 1 


Additional Documents: 
Clearance from Last Port 
Consular Manifest 
Set of Bills of Lading 
Cargo Distribution 
Contents of Containers 
Stowage Plan 
Cargo Tally Books 


risa tre 
nee ft 
=-2f244 
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Prior to Departure: The CEPA draws up the clearance permit and has 
it signed by Customs before submitting it to the Captain of the Port. 
When loading and unloading is completed, a representative of the 
Captain of the Port delivers the clearance permit on board. 
PILOTAGE: Pilot is on the staff of FENADESAL and can be requested 
from Port Manager at Cutuco. 

ANCHORAGE: La Union Bay — up to 34 ft. Approximately 14 Class II 
and a large number of Class III anchorage berths are available in the 
harbour. 5 Class II berths are in the vincinity of the pier in depths of 
33 ft. to 30 ft., and approximately 9 more, in depths of 70 ft. to 30 ft., 
are just Westward of Isla Zacatillo. The first area has a mud bottom; the 
second is sandy and rocky. The large number of Class III berths are in 
an area Northward of the pier and in the area between the 2 anchorages 
providing Class || berths. The least depth in each of the areas is 25 ft. 
A large number of relatively unsheltered anchorage berths of all classes 
are available outside the harbour in the Gulf of Fonseca. 
RESTRICTIONS: Enter any time — preferable on flood tide with draft 
over 24 ft. 

MAX. SIZE: Largest vesse! that can be accommodated in harbour would 
occupy an anchorage berth with a min. depth of 43 ft. and a diameter 
of 3,300 ft. Largest vessel that can be accommodated alongside whart 
would occupy a berth with least depth of 25 ft.; length is not a limiting 
factor, although a max. 550 ft. is recommended due to strong currents, 
3-4 knots, and pressure on part of any vessel extending for any greater 
distance beyond length of wharf. 

HEALTH: Disease should be reported. Pratique necessary on each 
occasion. 

RADIO: Direct to Agents or Fenadesal, Telex: 20-194, Area 301, 
San Salvador. 

TUGS: No tugs required. 

BERTHING: Berthing usually carried out on slack tides due to cross 
currents, up to 3 — 4 knots. The estimated military port capacity is 1,800 
tons of general cargo per day. Port can accommodate 2 standard-type 
ocean-going cargo vessels, and possibly one alternative ciass T/C (small 
ocean-type tanker under favourable conditions) alongside berths, and 
approximately 14 ocean-type cargo vessels, and a large number of Class 
Il (coaster-type cargo vessels) at anchorage berths. Ro/Ro pier, depth 
alongside 16 ft. LW. : 
STEVEDORES: Prior advice preferable. Stevedore force consists of 
9 gangs of up to 16 men per gang for on-board work. Similar gangs are 
available on pier, and up to 300 labourers, crane and fork-lift operators 
comprise shore gangs. 

MEDICAL: Services available — no special restrictions. 

TANKERS: Drafts 25/34 ft. fore and aft. Tankers of up to 550 ft. in length 
can be accommodated at either side of pier, where adequate 
connections of 6 in. — 8 in. and 10 in. pipe-lines are located. Largest 
vessel that can be accommodated alongside would occupy a berth with 
a least depth of 25 ft.; length is not a limiting factor, except as noted 
previously. 

FRESH WATER: Four 2 in. connections on each side; volume estimated 
at 10 t.p.h 

FUEL: Bunkers and diesel — can be delivered when berthed. 
CONSULS: Only Honduras is represented. 

REPAIRS: No facilities. 

poe gti WATCHMEN: Not required — National Marines on 
guard. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: Not controlled, but restricted ashore. 
REPATRIATION: Can be arranged. 

AIRPORT: “El Salvador”, 102 miles away in the “Comalapa’s Valley”. 
TIME: GMT minus 6 hours. No alterations. 

HOLIDAYS: Easter Thursday, Good Friday. Port not worked only on 
those dates. 

POLICE/AMBULANCE/FIRE: In La Union — Close to the Port. 
TELEPHONES: Available. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Passes for leaving ship to have Master's 
signature. 

AUTHORITY: Ferrocarriles Nacionales de El Salvador (FENADESAL), 
Cutuco-La Union, El Salvador. Tel: 64-4200, 64-4055. Telex: (301) 20- 
194. Cables: Fenadesal. FAX: 24-1355. Contact: Rafael Paniagua 
Santos, Port Manager. 

Ferrocarriles Nacionales de El Salvador, Apartado Postal 2292, San 
Salvador, El Salvador C.A. Tel: 715632, 22-9000. Telex: (301) 20-194. 
FAX: 24-13-55. Cables: Fenadesal. 

Comision Ejecutiva Portuaria Autonoma, Apartado Postal 2667, San 
Salvador, El Salvador. Tel: 24-11-33. Telex: 20194. FAX: 24-13-55. 
Cables: Cepa. Contact: Arturo German Martinez, Manager. 
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3eNERAL 


yrACY‘TERRITORIAL WATERS: Shipmaster's Report: Whilst 
seaming from Lagos towards Douala (passing North of the island 
tynando Poo which is considered the normal route) the vessel was 
wgied at 0640 GMT by Equatorial Guinean Patrol Boat “LP 009" with 
4o 20mm. double automatic guns pointed at vessel. The vessel's 
wstion Was Lat. 03° 48.4’ N., Long. 09° 03.0’ E. (about 10 nautical 
sis from the island). 
4n Officer with the rank of Lieutenant and 2 men boarded the vessel. 
They claimed that the vessel had violated Equatorial Guinean 
entorial waters having passed inside the 12 nautical mile limit. The 
sécer wished to take a crew member ashore to prove that the vessel 
‘sg been boarded, but when the vessel's Master protested, the Officer 
ssimed cases of whisky as proof. Having no alternative, the vessel's 
aster Was forced to accept and the patrol boat departed 0745 GMT. 


BATA: 01.52 N. 09.46 E. (See Plan) 


SHIPMASTER’S REPORT 
aoadstead with single point mooring buoy connected to the shore with 
én. pipe-line, 6 in. hose: (everything in a deplorable state). No tugs or 
2ots available. Master should have local knowledge when approaching 
»eth in hours of darkness. Vessels are moored with 2 anchors forward 
wd 2 ship's lines (plus two 8 in. shore lines) to the single point mooring 
soy. 5 lengths of 15m. hose available. Preferable stern discharge 
‘nnection to be used. Max. pressure: 4 kg./sq.cm. All grades through 
os line. Linewash of water in between the different grades. There is 
ubber ball for cargo separation. 
ADVICE: 1. In view of the deplorable state of buoy, lines and hose, 
\laster should be very careful in mooring his vessel — which has to be 
jone by himself — in order not to damage same. 
) Master should have ship's motorboat ready to run ship's lines to the 
‘oy because motor launch, which is supposed to do this is very old 
ind liable to breakdown at a crucial moment. 
3} Anchors should be dropped in a position S.W. of the buoy in order 
stay well clear of the unmarked wrecks, in good holding ground with 
‘to 5 lengths of chain. 
{ Tidal currents move the ship relative to the mooring buoy — so it is 
ecessary to heave anchors tight — bearing in mind that the construction, 
ac. of the buoy is very weak. 
5 The buoy carries a light but the light does not work. Anyway mooring 
iter dark is not advisable. 
DOCUMENTS: Only a small Customs Post available here: 

| Cargo Manifest. 

1 Store Manifest. 

1 Crew List. 
CUSTOMS ALLOWANCES: No restrictions — no sealing of bonded 
sores. 
SHORE LEAVE: Allowed by ship's boat. 
RADIO COMMUNICATION: None. Though there are officially coast 
io stations in this country, they do not operate on schedule. 
tad should be sent via coastal radio stations of other countries. 
No VHF. 

Also see “Purser’s Report’, Rey Malabo. 


SHIPMASTER’S REPORT: June 1990. 
8U0YS: See “Plan”. 


Buoy No. 1: Missing. 

Buoy No. 2: Estimated displaced 15 m. North, 120 m. off wharf. 

Buoy No. 3: Estimated displaced 50 m. North. 

Buoy No. 4: Missing. 

Buoy No. 5: Estimated 110 m. off. Hook collapsed on a vessel's 
sailing manoeuvre this year. 

Buoy No. 6: Missing. 

Buoy No. 7: Estimated 100 m. off and 50 m. South of Jetty Head. 

Buoy No. 8: Partially sunk. 


GENERAL: Pilot has an assistant who boards and speaks some English. 
Customs seal Bond. 
Currency is C.F.A. 
There are 2x25 tonne mobile cranes for working vessels and 
523 tonne cranes with short jibs for working in the stacking area. 


PUERTO MACIAS (Puerto Nuevo): 01.49 N. 09.44 E. 


stuated about 1 mile South of the mouth of the Rio Ekuku. This is quite 
shew jetty — developed in 1973 — shaped like the letter “kL”, where the 
®ng leg of this “L” is connected to the shore and 4 dry cargo vessels 
40 moor alongside the short leg in about 14 m. of water. Every vessel 
*S on her off-shore side 2 mooring buoys to assist in mooring and 
mooring. No tugs available. Though it is stated that a Pilot is available, 
‘S information should be treated as unreliable. The pier is used for the 
*scharge of general cargo and the loading of logs and sawn wood. 
“Sording to information received this jetty will be made available to 
akers for discharge of oil products. 


EQUATORIAL GUINEA 


DOCUMENTS: See “Bata”. This new jetty falls under the jurisdiction of 
Bata Authorities. 
RADIO COMMUNICATION: See ‘Bata’. 


SHIPMASTER’S REPORT: October 1979. 


Documents: 

Crew List 6 copies (vessel's care) 
Passenger List 6 copies (vessel's care) 
List of Ports of Call 6 copies (vessel's care) 
Crew Declaration 6 copies (vessel's care) 
Store List 6 copies (vessel's care) 
Cargo Declaration 2 copies (vessel's care) 
Arms & Ammunition 2 copies (vessel's care) 
List of Narcotics 2 copies (vessel's care) 
List of Animals on Board 2 copies (vessel's care) 
Vaccination List 2 copies (vessel's care) 
Cargo Manifest for 6 copies (vessel's and 


discharge cargo loading port 
Agent's care) 

Authorities boarded the ship on the Roads. 

Pilotage: Pilot is available, native, has knowledge of local currents and 
winds, otherwise is not skilled. Speaks only Spanish. 

Anchorage: Half a mile West of the breakwater or further in depths from 
12 to 25 m., sand, the holding ground is good but swell can be heavy. 
Restrictions: Berthing possible only during daylight. 

Berthing: The jetty can accommodate four ships, two on each side but 
at present all mooring buoys are removed, except Buoy No. 8. For this 
reason only ships equipped with stern anchor could be moored outside, 
to keep herself (with anchor) clear from the breakwater owing to swell, 
current and wind from S.W. Also the inner berth is not protected against 
the swell, because the breakwater was constructed of concrete piles. 
According to information the mooring buoys will be replaced in near 
future. 

Loading/discharging with ship's gear, no shore cranes available. Oil 
products can be discharged by pipe-line connected with shore storage 
tanks. 

Stevedores: Available, arranged through Agent of shippers/receivers. 
Medical: Hospital facilities available, but there is total shortage of drugs. 
Fresh Water: Available from quay. 

Opening/Closing Hatches: Normally done by crew. 

Customs Allowance: No limit. No sealing of bonded stores. 

Airport: There is an airport close to Bata with flights to the capital 
(Malabo) and Douala. 

Time: GMT plus 1 hour. 

Currency: Ekuela. 

Stores: Not available. 

Shore Leave: No restrictions. Identification cards not needed. 


REY MALABO, (formerly Santa Isabel): 
03.46 N. 08.48 E. 


Situated on the Island of Macias Ngueme Biyogo (formerly Fernando 
Poo) Capital of the Republic of Equatorial Guinea. 
DOCUMENTS: 

9 Crew Lists. 

3 Stores Manifests. 

3 Crew Declarations. 

2 Lists of Arms and Ammunition. 

4 Lists of Ports of Call. 

2 Passenger Lists or negative. 

GENERAL: No tugs. 

PILOTS: Effectively none. Only a locally informed inhabitant of this port 
comes on board to inform the Master, he is equipped with a large scale 
Spanish chart of this bay, but he has no nautical knowledge and he 
does not know how to handle a ship. 

Note: 1. Masters should bear in mind that they have to manoeuvre and 
moor the vessel themselves. 

2. In view of the continuous breakdowns (and insufficient power) of 
the mooring-launch it is absolutely necessary to have the ship's motor 
boat at stand by to run the ship's mooring-lines ashore. 

MOORING PROCEDURE: Tanker Berth: Old jetty (Muelle Viejo). The 
ship should be moored stern-to to this jetty. On entering the port with 
the lights in line starboard anchor is dropped in the middle of the bay 
and the ship has then to manoeuvre around with her own engines, until 
in line with the berth. 

N.B. Because there is very seldom anybody present at the jetty to accept 
the mooring lines (on arrival as well as on departure) the vessel's crew 
should be kept on standby to do this job. 

ARRIVAL/DEPARTURE: Between 0600 hrs. and 1800 hrs. 
TANKERS: Preferably stern discharge into a 6 in. line with 6 in. hose. 
All grades through one line — linewash with water in between — pressure 
4 kg./sq.cm. max. 

DRY CARGO VESSELS: Berth at a new jetty on the West side of the 
bay. No cranes available. 

ADVICE: 1. Masters should be very careful when dropping their anchors 
as some vessels (Men of war) moor with their sterns to the dry cargo 
jetty and have their anchors in the middle of the bay. These anchors 
are very easily fouled by incoming vessel's anchors. A useful suggestion 
might be to put anchor buoys on the anchors in order to show another 
incoming ship their position. 

2. Because it is quite difficult to manoeuvre a tanker around in this 
bay without any tug assistance, it should be borne in mind that when 
the wind is over Force 2 manoeuvring with a sizeable vessel is apt to 
falter, and no assistance can be expected from any quarter. 
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DEPARTURE: Vessels are free to leave within mentioned hours without NOTES 
Pilot. d 4 ; 

RADIO COMMUNICATION: See “Bata”. Please also advise Shipping Guides Ltd. 
CUSTOMS ALLOWANCE: No limit — no sealing of bonded stores. 

SHORE LEAVE: No restrictions, but with own motor boat. 

Currency: Equatorial Guinea Peseta = Spanish Peseta. 


PURSER’S REPORT: 
Documents: 

9 Crew Lists. 

9 Passenger Lists (Marked “none” if no passengers on board). 

3 Customs Declarations. 

3 Stores and Provisions. 

4 Arms and Ammunition. 

1 Vaccination List (Cholera and Yellow Fever). 

9 Cargo Manifests. 
Stores: No stores were purchased at this port, advise top up prior to 
calling at this port. 
Mail: Advisable to send to next big port. 
Bata: Same papers as above. No officials come out to the ship at this 
port, however, papers should be kept ready. Vessels moor to a buoy 
for discharge. 


SHIPMASTER’S REPORT: May 1984. 

Pilotage: There are no Pilots at Malabo. Masters are expected to berth 
the vessel themselves on receiving instructions from Agents via VHF to 
proceed to the berth. If requested an Agents’ representative may board 
the vessel but they are not persons with nautical knowledge and can be 
helpful only in communicating with the mooring boat. 

Berth: The general cargo berth on the S.E. side of the bay is 200 m. 
long and fitted with good fenders. Depths alongside vary from 6.0 m. at 
the extreme S.E. end to about 7.0 m. one third of the length from the 
end and nearly 9.0 m. at the N.W. end of the pier. 

There is no definite draft restriction but a vessel with a maximum after 
draft of 24 ft. can safely berth alongside. Off the pier the water is deep 
with depths of 14 m. to 17m. 

Berthing Procedure: Vessels berth starboard to without using anchor. 
After passing the red buoy about 20 m. off to port swing to starboard to 
bring vessel as close to and as parallel to the pier as possible. Mooring 
boat takes the ship's lines ashore. 

Unberthing Procedure: Using headline and forward springs swing vessel 
off pier sufficiently to drop astern to the centre of the bay. Then swing 
using engines to proceed out. (Note: It is advisable not to attempt 
berthing or unberthing if the wind is unfavourable, particularly with large 
vessels. There are no other craft in the port other than two mooring 
boats). 

Cargo Handling: Vessels discharge cargo using their own gear. There 
is one small wooden barge fitted with outboard motor for handling small 
consignments. There are no lighters or towing boats or tugs in Malabo. 
Radio Communications: All the radio stations in Equatorial Guinea are 
unreliable and mostly not operating. Messages should be sent via 
Douala or some other major coastal station. 

Lights: None of the lights shown on the chart were functioning. At night 
only vessels with radar should approach close. There has been a 
complete breakdown of the power supply to the town of Malabo for 
8 weeks. It is uncertain when the power supply will resume. 
Consulates: Spanish, Belgian, French, American, US.S.R. and 
Cameroon. 

Fresh Water: Available, laid on to the pier, good pressure. 


SHIPMASTER’S REPORT: June 1990. 

Anchorage offshore: At least 7 cables clearance reduces considerably 
the number of sand flies at night. 

All navigational lights working as per Light List, Volume “D”. 

Leading beacons for entrance now painted red with white bands. The 
Easternmost of the two prominent white advertising boards lies nearly 
between the two beacons. 

The Pilot was competent and cautious, usually only berths vessels, 
Patel starboard side alongside using port anchor, he speaks good 
English. 

Fresh water available, but should always be treated. 

No difficulty sailing, except if wind is strong, stern sprung off, and 
vessel turned round in bay. Strong winds usually moderate quickly, and 
less effect is felt in the bay. 

The two buoys formerly marking the shoals, either side of the 
entrance, are stowed on the wharf. There are said to be plans to replace 
them. 
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4SSAB: 13.01 N. 42.44 E. (See Plan) 


T LIMITS: A line drawn from Ras Gombo to the Northern point of 
ynm al Baher (Islands) to Southern point of Umm al Baher, then to Ras 
yarcanah. 
pOCUMENTS: 

5 Manifests for Transit Passengers and passports. 

5 Manifests for Landing Passengers and passports. 

5 Crew Lists. 

+ Complete Crew Provisions List. 

+ Crew Personal Effects List. 

t Store List. 

§ Cargo Manifests. 
xILOTAGE: Compulsory Pilots take tankers in and out of oil harbour 
oly during daytime. Pilots embark about 1 mile N.N.E. from Northern 
extremity of breakwater. Commercial harbour gives 24 hour service. 
yessels Calling Assab must advise Agent through Assab Coastal Radio 
sation by call sign ETC. Assab Radio Signal Station is available. 
ANCHORAGES: Assab Bay provides good anchorage in 42 ft. to 48 ft. 
#sand and coral bottom, good holding ground. Generally weather in 
issab can be divided into two: Summer time and Winter time weather, 
suing Summer (May—September) Northerly wind blows with a maximum 
ice of 3/4 BS. During Winter time (October-April) South-easterly local 
monsoon winds blow usually 5/6 BS but reaching Force 7/8 BS during 
daytime and generally drop at night. This 7/8 BS force is mainly 
experienced about December to February. 

RESTRICTIONS: There are 2 entrances, the North and the South 
entrance, the depth at the entrances is 38 ft. Least width 1,300 ft. 

Vessels of any size enter or leave port during hours of darkness except 
ankers, and vessels carrying dangerous cargo. In these cases, where 
yessels are carrying explosives or other dangerous cargoes, Agents of 
saling vessels must notify the Port Office in advance of discharging and/ 
x loading of explosives. Inflammable and other highly dangerous 
saigoes in commercial harbour are permitted from 0600 to 1800 hrs. 
cal time. 

MAX. SIZE: Largest vessels which can enter commercial harbour 
180m. LOA, 80 ft. beam, 33 ft. draft. 

HEALTH: Quarantine and sanitation services available. Quarantine 
dficer boards arriving vessels and necessary medical clearance given. 
RADIO: Coastal radio station available (a) Position Lat. 13° 01' 24” N., 
long. 42° 44’ 38” E. 

(b) Coastal radio station in service for 13 hours per day 0700 hrs. to 
200 hrs. Call sign ETC. Transmits traffic lists on 489 kHz after a 
neliminary announcement on 500 kHz, 30 minutes past each odd hour 
darting at O500 and ending 1700 hrs. (0530, 0730, 0930, hrs. etc.). 

(c) Transmit traffic lists on 6509 at 0500, 0900 and 1300 hrs. and 
arches 6265.5 — 6280.5 between 0515 — 0600, 0915 — 1000, and 
1315 — 1400 hrs. 

(d) Transmit traffic lists on 8618 at 0700, 1100 and 1500 hrs. and 
searches 8354 — 8374 between 0715 — 0800, 1115 — 1200 and 1515 — 
1600 hrs. 

(e) Rates shall include station charges and charge of transmission 
wer telecommunication network within Ethiopia. 

Au ss ship letter telegrams (SLT) from ships for delivery in 
sab. 

(9) For radio telephone service. Station keeps watch and replaces 

2182 for radio telephone service at 0615 — 0700, 0815 — 0900, 1015 
-1100, 1215 — 1300, 1415 — 1500, 1615 — 1700 hrs. and transmits 
tafic same hours on 4379.3. Service hours will be extended to 24 hours. 
VHF: VHF system is in operation in the port area. 
TUGS: Tug service compulsory for ships over 300 n.r.t. 3 tugs of 600, 
1200 and 1,400 h.p. attend ships during arrival and departure. 
BSERTHING: 

(a) North Half Jetty 1,620 ft. length, 36 ft. depth. 

(b) South Half Jetty. 

(i) 1115 ft. length and 33.8 ft. depth. 
(ii) 459 ft. length and 29.5 ft. depth. 
(ii) 164 ft. length and 19 ft. depth 

Fenders are good and protect ships from impact; harbour is modern 
ad has modern breakwater 711m. length. 7 large vessels can be 
acommodated at a time. In addition stern ramp ro/ro vessels are 
*xcommodated at the ends of the North and South Jetties. 
salt Loading Terminal: Located 1.7 miles from the Commercial Harbour, 
salt loading ships drawing up to 33 ft. are berthed at this terminal using 
cuchors and mooring to buoys and dolphins. Not in use at present 
ime. 

STEVEDORES: 14 stevedoring agencies, any kind of cargo can be 
Yscharged and loaded. Skilled labourers and loading/discharging 

‘pacity are respectively 30-15 t.p.h. Crane lift capacity 50 tons. 

Normal working hours: 0700 to 0600 hrs. (23 hours a day). 

MEDICAL: 1 hospital in town and clinic in port. When sick person on 
ard, hoist (by day) International code flag “W", (by night) 3 lights in 
| ‘efical line upper one red, and middle and lower, white lights. Doctor 

Nay be called on board at any time to attend sick crew or passengers 
+! rangement with Agents. 

TANKERS: Oil harbour about 1.5 miles S.E. of commercial harbour with 

waft 33 ft. Crude oil discharging terminal 500 m. from Southern end of 
‘eakwater open sea buoy berth — tankers of 800 ft. length, and 36 ft. 

"aft can be accommodated. Diameter of pipe-line for, loading and 

*scharging black products — 16 in., white products 10 in. 

_ Tankers at the Shell Berth are moored by dropping 2 anchors and 

1g up 2 ropes from each quarter to the buoys, and 1 rope from each 

Narter to the dolphins. All grades of oil in bulk discharged into shore 

*ofage tanks from this harbour, and fuel oil is discharged from the 
“mmercial Harbour. 

In Assab, the petroleum installations are of Shell Red Sea Co., Mobil 
'East Africa Co. and Ethiopian Petroleum Corporation 


ETHIOPIA 


DENSITY: At berths is 1030 while the tides are negligible for all seasons; 


max. 1 ft. 
FRESH WATER: Available. Supplied upon request by Agent and can 
be delivered at 60 t.p.h. 
FUEL: All grades available, at commercial harbour. Advance notice 
necessary. Rate of 300 t.p.h. 
FIRE PRECAUTIONS: Modern fire brigade. 
CONSULS: Only Italian Consulate in Assab, others in Addis Ababa. 
REPAIRS: Minor repairs can be carried out at Port Office workshop. 
GANGWAY/DECK WATCHMEN: Watchmen on deck necessary, and 
rate arranged as per agreement of employer and employee. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CERTIFICATES: All ship's International Certificates should be on board. 
CUSTOMS ALLOWANCES: Tobacco, 400 cigarettes. Wine and/or 
spirits: 1 litre or bottle of spirit. 
CARGO GEAR: Different types of certified cargo handling equipment 
available. 
REPATRIATION: Possible. 
AIRPORT: 15 km. from Assab. 
TIME: GMT plus 3 hours. 
HOLIDAYS: See “Massawa’”’. 
POLICE/AMBULANCE/FIRE: Port Police Tel: 60049; Hospital Tel: 
60119; Port Office Fire Brigade Tel: 60102. 
GENERAL: 1 modern hotel and 1 motel available in town. 
SHORE LEAVE: Crew allowed ashore, with boarding passes. 
IDENTIFICATION CARDS: Needed. 
DEVELOPMENTS: Berths No. 13 and 14 to be dredged down to 12.0 m. 
from the current 10.0 m. 

Deepwater berth with length of 500 m. to be constructed. It will have 
heavy duty paving and will be used for handling containers. No cranes 
on order at present. 


SHIPMASTER’S REPORT: January 1983. 
VHF: VHF system is installed. Call sign “Assab Signal Station”. Working 
Channel 12. 
Medical: No dentist available in city. 
Fresh Water: Available in emergencies only, Port Authority advises that 
all vessels should take sufficient water at previous port. 

We advise that water should be purified before drinking. 
Repairs: Not possible. No oxygen or acetylene available. 
General: No spares of any description available. Provisions can be 
supplied in small quantities. 


SHIPMASTER’S REPORT: February 1985. 

Documents: No cargo documents whatsoever were received by Agent 
prior to ship's arrival. The day after arrival at the roads, the Agent came 
on board to collect a full set of cargo documents. This procedure seemed 
to be a fairly normal practice on ships other than regular liner ships and 
tankers arriving at Assab. 

After having berthed, Authorities came on board to collect 5 Crew 
Lists, 3 Stores’ Declarations and 3 Crew's Effect Declarations. Ship’s 
Certificates were not examined. Ship's lockers with tobacco and spirits 
were sealed by Customs. Beer-store not sealed. No search of crew 
cabins. 

Pilotage: Signal station working VHF Channels 16 and 14, giving 
berthing instructions and other information. Also signal station is most 
willing to pass any messages to Agents, etc. 

Pilot boards ships on the roads approx. 0.5 miles off the breakwater. 
2 Pilots are serving the port. This ship was handled by the Chief Pilot, 
who is very skilled in handling ships, making effective use of wind when 
berthing/unberthing/shifting ships in port. 

Anchorages: Ship arrived on the roads 14th January, 1985 and was at 
anchor for 18 days. In that period the wind blew during the night with 
Force 4/5 from S.E., shifting E.S.E. Force 6/7 during daytime — often 
reaching Force 8. Holding ground good. 

Restrictions: Draft restriction 33 ft., but Pilot advised me that 34 ft. has 
been handled. The problem is not the depth alongside the pier but a 
small patch of sand close to the breakwater, with a minimum depth over 
it of 35 ft. Ships with the deepest draft are berthed at Pier No.1 (The 
outer end of the Northern Pier). 

Health: After arrival in roads, ships are called by a Quarantine Officer 
on VHF Channels 16/14, who asks relevant questions such as last port, 
crew members on board, if any sickness, gross/net tonnage. If satisfied 
with answers ship is granted Free Pratique. 

Radio: Assab Radio (ETC) was impossible to use during voyage to 
Assab, and all messages were passed via Aden Radio (7OA). After 
having anchored at Assab Roads, Assab Radio did answer and arrival 
message and Notice of Readiness were sent via ETC. 

Tugs: Tugs meet ships inside the breakwater. 1 tug built 1979 and 1 built 
1981, respectively 1,200 and 1,400 h.p. Both of them are working very 
effectively. Large ships are normally berthed at Pier 1 or 2 — the outer 
ends of piers — bow heading out. An anchor is used to hold the ship's 
bow while tugs are pushing the ship into position. 1 larger tug and 
1 smaller tug were seen in the port, but they were not in use during our visit. 
Cranes: On the Northern pier there are 9 cranes, and on the Southern 
pier 7 cranes. All were electric cranes working well and well maintained. 
2 of the cranes on each pier are 20 ton capacity and the others 6 ton. 
At least 3 mobile cranes were seen, one with capacity up to 60 tons. 
Bulk Cargo Facilities: Bulk grain is discharged by grab to portable bag 
filling equipment on the pier. Capacity unknown. Simultaneously, dump 
trucks are used to carry bulk grain from ship to warehouse. 2 cranes 
are normally used and an outturn of 2,500 tons is said to obtainable. 
Stevedores: Agents arrange gangs. Shifts worked: 0600 hrs. 
— 1400 hrs., 1400 hrs. — 2200 hrs., 2200 hrs. — 0600 hrs. It seems 
normal practice that all ships work around the clock with maximum 
possible gangs. 

Density: 1023.5. 
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Fresh Water: Available but in very limited quantities, 10 to 30 tons per 
ship only. Quality said to be poor. 

Watchmen: Gangway watchman compulsory. One watchman works 
from 0600 hrs. to 1800 hrs. The other from 1800 hrs. to 0600 hrs. Meals 
are to be supplied by ship. 

Customs Allowances: Each crew member had 200 cigarettes and some 
had a bottle of spirits on arrival. No comments were made to this quantity. 
Repatriation: Said to be possible. Local plane to Addis Ababa and from 
there international flight connections. 

Shore Leave: Immigration Department issue a special shore pass, which 
is shown when passing the gate to and from the port. 

Supplies: Ships should not rely on any supplies. At a local market, some 
supplies of fresh vegetables can be obtained, but most are of poor 
quality. 

Delays: Depending on type of cargo. Army material seems to have 
priority over other cargo. Berths No. 1 and 2 are said to have been 
promised to ships with food aid. 


Notice: 


TO: 
THE MASTER 


Assab Port Authorities: General Instructions to be followed: 

1. The hours between 2400 and 0600 are curfew hours. 

2. Any crew member going ashore should hold his passport or 
seaman's book together with a shore pass given by the 
Immigration Officer. Misuse or loss of a shore pass card will not 
only lead to payment of Birr 10.00 (Ten) per card but also strong 
measures will be taken upon the individual crew member who 
involves himself in such misuses. 

3. Attempts to exchange foreign currency on black market leads to 
serious prosecution. Official bank exchanges are authorised. 
(Rate of exchange 1 U.S.$=2.05 Birr.) 

4. Ship's crew are not permitted beyond the following limits: 

(A) The hospital to North East 
(B) Starlite Hotel to the West, and 
(C) The Agip Motel to the South West. 

5. All crew's personal belongings should be shown in Crew 
Declaration. The Customs Authorities will inspect all individual 
cabins upon arrival and departure. 

6. Rat guards should be fitted to all mooring ropes immediately after 
berthing. Contravention of this will incur a fine Birr 300. 

7. Anchoring in Ethiopian Territorial Waters and generally from 
“T10" to “Ras Damera” is strictly prohibited. When entering 
territorial waters you must open your VHF Channel 16 and inform 
Naval Base of your identity. 

8. Two hours before departure, “G” flag should be hoisted by day 
and vertical “Red White Red” should be lit by night, for Pilot. 

9. Before sailing from our port you must institute a thorough search 
of your vessel to ensure that no unauthorised persons or 
stowaways are on board at the time of departure. 

10. Any crew member found in illegal possession of harmful and toxic 
drugs or found circulating same directly or indirectly shall be 
seriously dealt with according to the penal code ~- 

11. Diving, swimming and fishing within and or near by the premises 
of the harbour is strictly prohibited. 

12. Photography within the port or around the town is strictly 


prohibited. 
13. Smoking inside port area is strictly prohibited. 
SIGNED Sener Sea ag 


MASTER 


SHIPMASTER’S REPORT: July 1987. 

Fresh Water: Available, no limits. We received 200 tons in 7 hours. 
Shore Leave: Allowed. Crew must take U.S. Dollars ashore to change 
to local currency. No other currency accepted. 


AUTHORITY: Ministry of Communication, Department of Marine. 


MASSAWA: 15.37 N. 39.28 E. 


PORT LIMITS: The coastline of Gurgussum Peninsula, at Lat. 15° 39’ N. 
to a point Lat. 15°39’ N., Long. 39°30’ E. to Lat. 15° 35' N., Long. 
39° 30’ E. to the coastline at Lat. 15° 35’ N., Long. 39° 26’ 50” E. 
DOCUMENTS: 

2 sets Manifests. 

2 sets Bills of Lading. 

5 Crew Lists. 

5 Passenger Lists. 

2 Stores Lists. 

APPROACHES: Through North Channel and South Channel. In 
channel, in direction of leading lights 243°, max. depth 31 ft. (but 
alongside 30 ft.) Marker buoy showing a wreck in position approximately 
200 m. S.E. of North Breakwater. 

PILOTAGE: Pilotage is compulsory for all vessels over 100 n.r.t. 
Pilot section headed by a Chief Pilot and 2 other Pilots. 

There is 1 pilot boat. ETA should be given to Agent who will inform 
Pilot 72 hours prior to arrival. Signal tower located in port area contacts 
vessel on arrival informing Agent and Pilot, and receiving or transmitting 
by Morse lamp messages to and from vessel. 
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ANCHORAGES: 8 cables East of main lighthouse. Anchorage North; 
leading light not recommended. 

Tides: Normally the range of tide varies between 1.5 and 2.0 m., 4 
during spring tide season the range varies up to 3m. 

MAX. SIZE: Length 180 m., draft 29 ft. 

HEALTH: Doctor normally boards with Pilot, but can be asked to bos 
together with Customs and Immigration while vessel on roads. All cra 
members must be vaccinated against yellow fever, and 
necessary certificates. Derat and other health certificates required. Dey 
cannot be effected at Massawa, but exemption certificate can) 
obtained. 

RADIO: Assab Radio, call sign ETC, Djibouti Radio, or Aden Radio m 
be used. Asmara Radio, call sign ETC 2, working hours 0500; 
1700 GMT. Radio-telegraphy and radio-telephone services. 

TUGS: Compulsory. Join vessel in port. 

3 tugboats are available, two of 350 h.p. and the third 1,000 h.p. Ty 
smaller motor tugboats used for assistance mainly within the port lima 
and the deep-sea salvage motor tugboat, for salvage operations, 
whenever conditions demand, is also employed for assistance wity 
the port. 

BERTHING: Vessels normally drop anchor before berthing. 
Commercial Harbour: 6 berths, namely 1 to 6, and the overall distan 
from Berth No. 1 to Berth No. 6 is 907 m. These berths normally use 
by vessels handling general cargo, bagged cargo and livestocks. Deg 
of water at mean low water springs (MLWS) is shown below: 
Berth No. 1 — 16 ft. 6 in. Berth No. 4 — 28 ft. 0 in. 
Berth No. 2 — 24 ft. 6 in. Berth No. 5 — 27 ft. Oin. 
Berth No. 3 — 28 ft. 6 in. Berth No. 6 — 30 ft. 0 in. 
Salt Berth: This is a single berth where vessels load salt in bu 
The depth at the berth is 32 ft. Max. draft 29 ft. Loading with the he 
of conveyor belt at the rate of about 300 t.p.h. 
Cement Berth: Depth 18 ft. 
American Jetty: Depth 18 ft. 

However, dredging will be carried out to accommodate vessels 0 
greater draft in the future. 

STEVEDORES: Radio 24 hours’ notice of ETA stating number of ganp 
required. Loading discharging rates 5 t.p.h. on general, 10 — 15 tp) 
on bagged cargo. 

DENSITY: 1025. 

MEDICAL: Notice should be given to Agent only when specialist needs: 
Hospital treatment available. Dental facilities available at Asmaj 
110 km. away. 

TANKERS: AGIP, Arkiko Oil Station Terminal: Max. draft for enten 
channel 29 ft. 

Total Pier, depth alongside 36 ft., max. draft 30 ft. 

FRESH WATER: Supplied alongside, Max. rate 600 tons per day or! 
barge of 50 tons on roads. Barge can be loaded/discharged in 8 how 
FUEL: Can be obtained alongside oil terminals and at Berth Nos. 5 a 
6 for heavy fuel only. Diesel can be supplied by lorries alongsi¢ 
No bunker barge available. 

CONSULS: Italian Vice-consulate, Box 62. Tel: 52214. Other consulate 
at Addis Ababa for Belgium, France, Italy, Sudan, U.S.A., U.K. a 
others. 

REPAIRS: Good workshops for minor engine repairs. Slipway for vess 
up to 600 g.r.t. 

GANGWAY/DECK WATCHMEN: Compulsory when alongside. 
OPENING/CLOSING HATCHES: Normally by labourers, but can! 
done by crew. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes per man. Ne 
allowance can be delivered after 1 week. Wine/Spirits: 1 bottle of wit 
spirits (opened). Wine and beer quantity necessary for the stay inp 
allowed upon reasonable request on arrival. 

REPATRIATION: Via Asmara by chartered air-taxi, then by internation 
flights. Or Massawa-Asmara by road, 110 km., asphalt road (d@ 
convoy). 

TIME: GMT plus 3 hours. 

HOLIDAYS: January 7th (Christmas Day — Coptic); January 1g 
(Epiphany); March 2nd (Victory of the Battle of Adowa); March 1% 
(Prophet's Birthday); April 6th (Victory Day); April 23rd (Good Friday 
Coptic); April 25th (Easter Sunday — Coptic); May 1st (Labour Dé 
September 11th (New Year's Day); September 12th (Abolition 
Feudalism); September 27th (Finding of the True Cross); October 6-8 
Id-al-Fatir; December 18th Id-al-Kebir and Sundays. 
POLICE/AMBULANCEJFIRE: Police, Tel: 52425; Ambulance, 
52234-5-6; Fire Brigade, Tel: 52220. 

TELEPHONES: Possible to place telephones on board. Arranges! 
Agent. 

SERVICES: Radar and gyro compass technician available, but spee 
spare parts not available. 

SHORE LEAVE: Crew cannot leave vicinity of Massawa without spe 
immigration permit. 

IDENTIFICATION CARDS: Not needed. Immigration gives port e* 
card (without crew member's name) which must be given back pnd’ 
departure. In case of loss a fine is likely. 

AUTHORITY: Department of Marine. 


EUROPEAN ECONOMIC COMMUNITY 


EUROPEAN ECONOMIC COMMUNITY 


Tanker Check List 


soll, gas and chemical tankers of 1,600 g.r.t. and over — whether fully or partly laden — including those empty but not yet degassed or purged 
hazardous residues entering European Economic Community ports). 


4 Vessel identification 
Name of vessel 
Flag 
Port of registry 
Classification society 
Class notation 
Propulsion machinery 
Agent 
Draft: forward 
Kind of cargo loaded (according to tank loading plan) 


3 Safety installations aboard 


1. Construction and technical equipment 
Main and auxiliary engines 
Main steering gear 
Auxiliary steering gear 
Anchor gear 
Fixed fire-extinguishing system 


2. Navigational equipment 
Manoeuvring characteristics available 
First radar installation 
Second radar installation 
Gyro compass 
Standard magnetic compass 
Radio direction-finding apparatus 
Echo-sounding device 
Other electronic position fixing aids 


3. Radio equipment 
Radiotelegraphy installation 
Radiotelephony installation (VHF) 


°. Safety certificates and other documents 


Cargo ship safety construction certificate 
Cargo ship safety equipment certificate 
Cargo ship safety radiotelegraphy certificate 
Ship safety radiotelephony certificate 

Load line certificate 

Classification certificate 

Oil liability certificate 

Oil record book filled in 


). Officers and ratings 


Master 
Chief mate 
Second mate 
Third mate 
Chief engineer 
First engineer officer 
Second engineer officer 
Third engineer officer 
Radio officer 
Total number of ratings Deck 
Deep-sea Pilot taken aboard 


Owner 
Call sign 
Length overall 


Hull 
Output 


amidships 


In good working order 


Ooooooo0o ooooos 


OO 


OoooooocoOos 


Engine room 


a 


Year built 
Gross tonnage 


Machinery 


aft 
Volume of cargo loaded 


Deficiences 
No 
O 
O 
O 
i 
O 
O 
ey 
O 
CJ 
O 
O 
O 
ie 
O 
| 
Certificates/documents valid on board 
Yes No 
O O 
| LJ 
O O 
el O 
O O 
O = 
C O 
Oj zB 
No 
el 
Oo 
CL 
| 
O 
O 
O 
a] 
O 
CJ 


Signature of the Master or, if he is indisposed, of the deputy 
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Falkland Islands NOTES 
Please also advise Shipping Guides Ltd. 
PORT STANLEY: 51.42 S. 57.51 W. (See Plan) 
PORT LIMITS: West of the line joining Mengeary Point and Cape 
Pembroke. 
DOCUMENTS: 


2 Copies Crew Lists. 

2 Copies Passenger Lists. 

2 Copies Customs Documents. 

Health Document. 

Manifest and Bills of Lading. 

Ship’s Papers. 

Ship's Certificates. 
PILOTAGE: Pilotage not available. 
ANCHORAGES: For large vessels, the anchorage is somewhat 
confined; except South of Navy Point, where there is good swinging 
room in depths of from 8.2 m. to 10.4 m. (27 ft. to 34 ft.). There is good 
anchorage N.N.E. of the cathedral, but, owing to the prevailing strong 
Westerly winds, a vessel may have some difficulty in turning, when 
leaving this position. The best time to leave is after 1800 hrs. or before 
0800 hrs. as, unless there is a widespread area of bad weather over 
the islands, the wind, which is local, is seldom strong between these 
hours. The holding ground is good, and vessels have not dragged during 
winds of up to Force 8, though a second anchor is often necessary. 

The bottom of the harbour is stiff mud, which is very noisome and 
sticky; it is necessary to allow plenty of time for cable washing when 
weighing. 

Several small boats, none of which exhibit a riding light at night are 
moored at the South side of the harbour. 

RESTRICTIONS: No restrictions on night berthing, but advance warning 
should be given via Agent. 

MAX.SIZE: Max. LOA 120 m. 

RADIO: Cable & Wireless Ltd. 

VHF: Port Radio, callsign “Port Control”, listening on Channels 16 and 
12 from 0800 hrs. — 1200 hrs. and 1315 hrs. — 1630 hrs. 

RADAR: No port radar service. 

TUGS: No harbour tugs. 

BERTHING: Falkland Islands Company jetty with a depth of 1.5 m. at 
its “T” shaped Head. 

Flexiport: Tel. 22671. 

3 berths, each 91 m. in length and a Ro-Ro facility. Depth at West 
End 7.3 m., shoaling to 6.1 m. at Eastern End. Discharge is by ship's 
gear, 20 ft. containers accepted with a maximum weight of 18 tons. 
Working hours are 0800 hrs. — 1200 hrs. and 1300 hrs. — 1700 hrs., 
overtime to vessel's account. 

CRANES: 1 x5 ton crane. 

BULK pec stn FACILITIES: None. Drummed cargoes only are 
handled. 

STEVEDORES: No notice required at Flexiport. 

if Falkland Islands Company charter vessel (4 voyages a year) is 
being worked then stevedores will not be available until work on the 
charter vessel has been completed. 

MEDICAL: Advance notice required. 

TANKERS: Advance information should be sought. 

Mare Harbour: Tanker mooring buoy and pipe-line in position: 

Lat. 51° 54.11’ S., Long. 58° 29.87’ W. : 

DENSITY: Full salt water. 

FRESH WATER: Available from jetty, cost £5.00 per ton. 

FUEL: Fuel is available by special arrangement with Stanley Services 

Ltd. Grade 47 Cetane (viscosity cSt 100° F — 1.8; s.g. at 15° C — 0.840). 

Delivery by lighter and pump. 

FIRE PRECAUTIONS: Normal safety requirements. 

CONSULS: Norwegian. 

REPAIRS: Minor repairs to machinery. 

DRY DOCKS: None. 

SURVEYORS: Lloyd's and B.V. 

GANGWAY/DECK WATCHMEN: Recommended. 

OPENING/CLOSING HATCHES: By ship's crew. 

CUSTOMS ALLOWANCES: Quantity permitted by crew is one bottle 

of spirits, 200 cigarettes or 1 Ib. of tobacco, 6 bottles of wine, 1 case 

(24 cans) beer. 

CARGO GEAR: There is 15 ton crane. Ship's gear may be used. 

AIRPORT: 32 miles from Port. 

TIME: GMT minus 4 hours. Summer time from October to end of March. 

HOLIDAYS: Cargo may be handled on the 10 public holidays. 

POLICE/AMBULANCE/FIRE: Dial 999. 

TELEPHONES: Available in East warehouse (card only). 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seaman's Book sufficient. 

REGULATIONS: No particular or unusual regulations. 

DELAYS: Delays may be experienced if berthing alongside the only 

commercial jetty if firms charter vessel is being handled. Four voyages 

a year: — turn around 1 week. 

AUTHORITY: Harbour Master, Customs and Harbour Dept., Port 

prot Falkland |s. Tel: 27260. Contact: Captain R. Gorbutt, Harbour 
aster. 
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KLAKKSVIK: 62.14 N. 06.35. W. 


UMENTS: 

Sor of Each: 

“Crew List. 

passenger List. 

Custom Documents (one list crew's quantity of tobacco and spirits). 

Health Document. 

Manifest. 

Bill of lading. 
pILOTAGE: Not compulsory but available. Give ETA via Torshavn 
aadio, OXJ, 1 or 2 hours before arrival, and Pilot will meet vessel in 
aoads. International signals can always be used. VHF Channels 16, 12, 
nd 6 in use. 
,NCHORAGE: In Roads in 12 to 20 fathoms; good anchorage. 
RESTRICTIONS: No restrictions upon entry. 
MAX. SIZE: Up to 450 ft. length, but draft must not exceed 20 ft. 
HEALTH: Pratique usually automatic. 
RADIO: Torshavn Radio, OXJ, is only coast station in Faroe Isles. 
TUGS: No tugs available. 
BERTHING: Ships will be berthed on arrival, if ETA announced 12 hours 
oefore arrival. 

New quay with depth 7.0 m. available. 
STEVEDORES: Ship's Agent will arrange stevedores. 
MEDICAL: Inform doctors before arrival. Hospital facilities available. 
TANKERS: Only small tankers, up to 2,000 — 3,000 tons can be handled. 
FRESH WATER: Available from quay. 30 t.p.h. 
FUEL: Diesel oil available, usually without notice (or short notice). 
CONSULS: British, Tel: 55109 and 55489; Norwegian, Tel: 55018 and 
55353. 
REPAIRS: All types of deck and engine repairs possible. Slipways for 
ships up to 200 ft. length. 
GANGWAY/DECK WATCHMEN: Watchmen usually unnecessary, but 
available if desired. 
OPENING/CLOSING HATCHES: Normally done by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 litre of spirits. 
REPATRIATION: Small changes in crew can usually be arranged and, 
for example, sick seamen/fishermen are often sent home, when 
recovered. 
AIRPORT: Nearest airport on Vagoy, about 6 hours travelling. Regular 
lights, 6 times a week. 
TIME: GMT. GMT plus 1 hour (Summertime) from last Sunday in March 
until last Sunday in Spetember. 
HOLIDAYS: Cargo work can be arranged on holidays. 
POLICE/AMBULANCE/FIRE: Police 55348; Ambulance 55464; Fire 04. 
TELEPHONES: Can be arranged on board at one berthing place, at 
about 50.00 kr plus dues for conversations. 
SERVICES: Compass adjusting, day and night. 
SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Not needed. 
DELAYS: Normally there are none. 
AUTHORITY: Klakksvikar Havn, 
Tel: 55081. 


AGENT: Christen Joensen Stengavegur, P.O.Box 179, FR-700 
Klaksvik, Faroe Islands. Cables Christen Joensen. Tel: Klaksvik 55922. 


(See Plan) 


P.O.Box 26, FR-700 Klakksvik. 


SOERVAAG: 62.04 N. 07.18 W. 


DOCUMENTS: 

Bill of Lading. 

Customs Documents (including Crew List). 

Ship's Certificate (stating size of ship). 
PILOTAGE: Ships can call Pilot via Torshavn Radio. Pilot has good 
‘nowledge of local conditions. 
ANCHORAGES: Danish Chart No. 82 (B.A. Chart No. 85) — on 
Soervaag Fjord — can be recommended as good. Bottom gravel. 
RESTRICTIONS: Difference between high and low water up to 2 m. on 
Spring tide and up to 1 m. on Neap tide. 
MAX. SIZE: Largest vessel reported in Soervaag was 12,000 d.w.t. 
'anker. Harbour about 150 m. long and formed with one long pier and 
another one stretching from it. Depth at pier 8 m. Pier runs N.E./S.W. 
Max. draft permissible 26 ft. 
HEALTH: Ships coming from countries having epidemic-disease have 
‘0 fly the flag “Q". No persons allowed connection with shore, before 
oficial doctor given Free Pratique. 
RADIO: Only civilian radio on Faroe Islands is Torshavn-Radio (Int. call 
ig.: OX) via this radio ships can call for medical assistance and weather 
orecast. These 2 services are free. All traffic to Faroe Islands via 
Torshavn-Radio. 

ono on Channels 16 and 12 during working hours 
TUGs: No actual tugs can be obtained, but many small vessels which 
“an be used as tugs. 

BERTHING: Masters should take care when berthing not to come on 
0 East side of pier — owing to very low water. 

Spans: 2x30 ton mobile cranes available. 

i EVEDORES: Arranged through Agent. 

rScihan Hospital in Torshavn with all facilities. There is a doctor in 

aag. 
| UNKERS: aeet pier also used by tankers, size of load/discharge- 
: 3 in. and 6 in. 
FRESH WATER: Ships can obtain fresh water direct from pier. 


FAROE ISLANDS 


FUEL: Marine diesel fuel; turbo-jet A1—100; gasoline-petroleum. 
CONSULS: Belgium, Finland, Greece, Iceland, Norway, Spain, U.K., 
Germany F.R., Brazil, France, Netherlands, Italy, Portugal, Sweden. 
REPAIRS: Small deck and engine repairs carried out. 

DRY DOCKS: On Skaalefiord, dry dock up to 1,500 d.w.t. 
GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: By crew. 

CUSTOMS ALLOWANCES: Tobacco, each crew member is allowed 
to have 200 cigarettes or 250 gm. of tobacco. Wine and/or Spirit, 1 litre 
spirits and 1 litre wine. 

REPATRIATION: Can be arranged. 

AIRPORT: Faroe Island has 1 airport — only 3 km. from Soervaag. 
Flights 12 times a week to Copenhagen, and 3 times a week to Iceland. 
TIME: GMT. Summertime from last Sunday in March to last Sunday in 
September. 

HOLIDAYS: Same as Denmark. Cargo work can be arranged on 
holidays. 

POLICE/AMBULANCE/FIRE: Police Tel: 
326011. Fire Tel: 000. 

TELEPHONE: Telephones can be placed on board. 

SERVICES: Compass adjusting only. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Not required. 

REGULATIONS: Per ordinary regulations in Danish Ports. 

Harbour dues to be paid before ship’s departure. 

DELAYS: Usually none. 

AUTHORITY: Harbour Master, Soervaag 3867, Faroe Islands. Tel: 
Office 32046. Residence 32283. 


33448; Ambulance Tel: 


TORSHAVN: 62.00 N. 06.45 W. 


DOCUMENTS: See “Klakksvik”’. 

PILOTAGE: Not compulsory. Can be obtained through Torshavn Radio 
2182 kHz or Channel 16 VHF (Harbour Office). 

ANCHORAGES: Due South of breakwater in depths about 30 fathoms. 
MAX. SIZE: Max. draft 25 ft. This is only restriction. 

HEALTH: Pratique usually automatic. 

RADIO: Torshavn Radio, OXJ. 

TUGS: No tugs available. 

STEVEDORES: Must be arranged with the Agent. 

FRESH WATER: 100 t.p.h., by pipe-line. 

FUEL: All kinds of fuel at 100 t.p.h. 

REPAIRS: All kinds are possible. 

DRY DOCKS: Slipway for vessels up to 2,000 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: By crew. 

CUSTOMS ALLOWANCES: Tobacco (1 carton); 1 litre of spirits or 
2 litres of wine. 

REPATRIATION: Can be arranged. 

AIRPORT: Regular airlines, 2 hours by car from Airport. 

TIME: GMT. Summertime GMT plus 1 hour (late March — late 
September). 

HOLIDAYS: Cargo work can be arranged on holidays. 
POLICE/AMBULANCE/FIRE: Police, 11448; Ambulance, 13540; Fire, 
000. 

TELEPHONES: No facilities. 

SERVICES: Compass adjusting only. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Torshavnar Havn, Torshavn, Faroe Islands. Tel: 1-1762. 
Contact: Hogni Mohr, Port Director. P. Hansen, Harbour Master. 


(See Plan) 


TRANGISVAAG: 61.33 N. 06.50 W. 


DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

1 Bill of Lading. 

1 Bonded Store List. 
PILOTAGE: When Pilot required pre-arrange with Agent by telegram or 
telephone, 2 hours notice of ETA required. Pilot boat is local fishing- 
boat, usually boarding vessel at harbour entrance. 
ANCHORAGES: Safe sheltered harbour up to 30 fathoms deep along 
the entrance transit bearing. Vessels anchor 1 cable offshore in 
8 fathoms, clay bottom. 
RESTRICTIONS: Vessels may enter harbour day and night. 
MAX. SIZE: Vessels may berth with draft up to 7 m. 
HEALTH: Pratique granted if no contagious illnesses aboard and all 
arrival formalities accomplished by the boarding officials. 
RADIO: Torshavn Radio, call signal OXJ, 24 hours service, listens 
2482 kHz, replies and transmits traffic on 1778 kHz, traffic lists on 
1778 kHz 35 minutes past each even hour. VHF service: Channel 16 
(156.80 MHz) Channel 26 (161.90 MHz). All ETA messages, etc. must 
be routed through Torshavn Radio. 
TUGS: None; if required local fishing-boats are capable to act as tugs. 
BERTHING: Tveraa at Northern side of fjord. Outer side of quay 280 m. 
length and 20/21 ft. alongside. Inner side length 170m. and 15 ft. 
alongside. Quay is for general cargo, fish and salt. 

Harbour basin length 58 m., depths 7 ft. to 18 ft. alongside. 

Dreines on South side of fjord. Quay length 89 m. Depth alongside 
outer side 23 ft.; inner side length 43 m., depth 22 ft. 
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STEVEDORES: In order to,goabie Agent to arrange gang important NOTES 

obtain in good time accurate ETA from vessel. Work normally not carried i ray i 

out on Sundays. Please also advise Shipping Guides Ltd. 
MEDICAL: Advance notice to Agent preferable, good hospital facilities 
for both surgery and medicine. 

DENSITY: 1024. 

FRESH WATER: Water available at main quay, rate 50 t.p.h. 

FUEL: Diesel gas oil available, 50 t.p.h., no advance notice required. 
CONSULS: Spanish Vice-Consul. 

REPAIRS: Local marine repair companies can undertake all repairs of 
general nature to deck, engines, hull, electric and radio equipment, etc. 
Slipway available for small vessels. 

GANGWAY/DECK WATCHMEN: Available, but not compulsory. 
OPENING/CLOSING HATCHES: Crew allowed to open and close 
hatches. 

CUSTOMS ALLOWANCES: Each crew member allowed 200 cigarettes 
or 200 grams tobacco out of Bond. Limited quantity wine and spirits. 
REPATRIATION: May be arranged by sea or air. 

AIRPORT: (Vagar) Served by regular airlines, located 50 miles from 
Trangisvaag. 

TIME: GMT. Summertime (GMT plus 1 hour) from last Sunday in March 
to last Sunday in September. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour 
Day; Ascension Day; Whit Monday; Christmas Day; Second Christmas 
Day; work not carried out these days. 

POLICE/AMBULANCE/FIRE: Police Tel: 10 and 53; Ambulance 134; 
Fire 159. 

TELEPHONES: Usually not placed aboard, but can be arranged. 
SHIP SUPPLY SERVICE: Contact Vaktar-OE Bijargin-Gartenastan, 
Torshavn, Faroe Islands, 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

DEVELOPMENTS: New quay under construction as extension of 
existing quay. 

AUTHORITY: Tvoroyrar Havn, 3880 Tvoroyri, Faroe Islands. Tel: 71055. 
Contact: Harbour Master. 
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Fiji Islands 
LABASA: 16.26 S. 179.22 E. 


SHIPMASTER’S REPORT: January 1983. 
PORT LIMITS: Port limit is up to the entrance of Mali Passage. 
UMENTS: 
1 Crew Personal Property Declaration. 
8 Crew Lists. 
5 Passenger Lists. 
4 Stores Lists. 
3 Parcels Lists. 
4 Maritime Declarations. 
3 Form ‘D' Regulation 46. 
Maritime Declaration of Health. 
{ Vaccination List. 
{ Copy Fiji Quarantine Ordinance cap—92. 
pILOTAGE: Compulsory. Agent arranges booking for Pilot. Pilot boards 
at entrance to Mali Passage from 30 ft. long, white hulled boat (no flag). 
Docking/undocking carried out during gayrgnt hours only. Pilotage ts 
also available for inshore passages to Suva, Lautoka, etc. Reef 
navigation is carried out by Pilots during daylight hours only. 
ANCHORAGES: Safe anchorage is available only after passing Mali 
Passage; about 6 miles to the S.E. 
if vessel arrives early, she can drift safely about 20 miles N.N.W. of 
Mali Passage. 
RESTRICTIONS: Docking/undocking only during daylight 
Max. draft 10.5 m. 
MAX. SIZE: LOA 174 m., draft 10.5 m. Max. shipment available 27,000 
tonnes as this is the max. storage capacity at Labasa. 
HEALTH: Anti-malarial squad boards vessel with Pilot. They inspect 
and spray the vessel; only then is Pratique granted. 
if vessel is coming from a “Malaria Infested” region, spraying is done 
twice daily during the vessel's stay in port. 
TUGS: None available. 2 mooring boats are used for taking lines ashore. 
BERTHING: Malau Whar?f: Length 150 m., depth alongside 11 m. Vessel 
berthed starboard side to, using 1 head/sternline, 2 breastlines and 
t spring at each end. 
As the sugar loader is fixed, this mooring system enabled vessel to 
shift fairly easily when loading in different hatches. 
Caution must be exercised while docking, undocking and shifting to 
avoid contacting the middle piled dolphins of the wharf, as they are 
unfendered and non-loadbearing. 
No tidal restrictions for wharf or port. 
BULK HANDLING FACILITIES: Raw bulk sugar: 400 t.p.h./24 hours a 
day. 
MEDICAL: Facilities available in local hospital and from private 
practitioners. 
DENSITY: 1024.5. 
FRESH WATER: Not available. 
FUEL: Available at Suva only. Very expensive. 
pala Pilot carries out hatch inspection prior to loading. Also 
see “Suva”. 
GANGWAY/DECK WATCHMEN: None. 
HATCHES: Attended to by crew. 
AIRPORT: Local airport with connections to Suva and Lautoka. 
HOLIDAYS: Most of the population is of Indian descent, hence some 
indian holidays observed. 
TELEPHONES: No telephone provided for berth. 
DELAYS: Normally 12 hours documentation time (non-laytime) after 
completion is provided for in the Charter Party; which may not be 
necessary. 
GENERAL:Communications: Well connected via Suva. Telexes can be 
sent via Suva or Lautoka, by telephoning Agent's office there. 
Formalities, Clearance, etc: Labasa is not a ‘Port of Entry’ (about 2 
vessels per month call here). Pilot, Agent, Surveyor, Customs, 
immigration, Agricultural Inspector, Malaria Prevention Squad, etc., all 
nave to come from Suva or Lautoka. Customs Officer only stays on 
doard the vessel until departure. 
Pilferage: None reported. 
8onded Stores: Not available. 
Provisions: No shipchandler. Fresh fruit, vegetables, etc., are available 
at reasonable prices from the local market, about 8 miles from the wharf. 
AUTHORITY: See “Suva”. 


hours. 


LAUTOKA, (Vuda Point): 17.36 S. 177.26 E. (See Plan) 


DOCUMENTS/HEALTH: Refer to “Suva”. 

PILOTAGE: Not compulsory at present. However, most vessels avail 
hemselves of a Pilot, who boards at Navula Passage, 20 miles South 
o! Lautoka. Masters should telegraph to their Agents ship's ETA at 
pared and indicate whether they require a Pilot or not at least 24 hours 

vance. 

Note: Radio communications with Fiji can be difficult and Masters are 
advised that telephone or telex messages worked via New Zealand or 
Australia direct to their Agents are far more reliable. 

The Pilot normally boards from a 26 ft. wooden launch, blue hull with 
White superstructure, buff cabin top with orange liferaft on forward cabin. 
The pilot vessel can be contacted on VHF 16/6. Listening watch only 
wen vessels are expected. Pilot normally boards 1 mile seaward of the 
Passage on the leads. In heavy weather it may be necessary for a vessel 
a enter the passage to embark the Pilot. There is no anchorage outside 
Ne Passage. 
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Vessels requiring Pratique should anchor approximately 1 mile to the 
Westward of Vio Island in Lautoka Harbour. If prior arrangements have 
been made through Agent, Health Officers may board inside Navula 
(The Health Officers inspect vessels only from 1 hour after sunrise to 
1 hour prior to sunset). The Pilot for those vessels not employing one 
from Navula but requiring a Pilot for berthing will board at the Quarantine 
Anchorage off Vio Island. 

ANCHORAGES: The whole of the area enclosed by a circle of diameter 
approximately 1 mile between Vio Island and Pinder Reefs is an 
acceptable anchorage with depths ranging from 9 to 13 fathoms. 
MAX. SIZE: Minimum depth in approaches to wharf 32 ft., depth 
alongside 36 ft. Generally speaking, any vessel not exceeding 32 ft. 
draft can be accommodated. Main wharf is only 457 ft. long but 
overhangs are allowable, (“Oriana LOA 804 ft., berthed at Main Wharf), 
dolphins for mooring lines being situated off each end of the wharf. 
Range of tide approximately 5.5 ft. at Springs and 3 ft. at Neaps, but 
state of tide does not affect the foregoing. 

At Vuda Point, the tanker berth of Lautoka, tankers in the 18,000 to 
24,000 d.w.t. class can be handled. This is a submarine pipe-line 
installation, the ship mooring to 4 buoys, available depth being about 
36 ft. 

VHF: Port Control on Channels 12 and 16 during normal office hours. 
TUGS: No tugs available. Can be obtained from Suva if reasonable 
notice is given. 

BERTHING: Berthing and unberthing at Vuda Point only in daylight. 
Berthing at Lautoka is at discretion of Harbour Master or Pilot, but in 
normal conditions is effected at any hour of day or night. 

Berthing in Lautoka is generally effected port side to. 

Wh 


art Length Depth 
Queens West 457 ft. 36 ft. 
Queens North 257 ft. 24 ft. 
Queens East 423 ft. 12 ft. 
*F.S.C. 577 ft. 32 ft. 


*Bulk sugar loading installation for Fiji Sugar Corporation Ltd. 
TANKERS: See “Max. Size”. No slop discharge facilities. Discharge 
line 8 in. diameter. 

FRESH WATER: Fresh water is available at all berths, there may be 
some restrictions in the dry season. 

FUEL: Diesel fuel is available at the North and East berths on Queens 
Whart. 

DENSITY: 1025. 

CONSULS: None. 

REPAIRS: Only comparatively minor repairs can be effected such as 
welding jobs and repairs to pumps and other auxiliaries. 
SURVEYORS: Cargo and Marine Survey Ltd., P.O.Box 3395, Lautoka. 
Tel: 63922. Telex: FJ 5194. 

REPATRIATION: Repatriation can be effected through vessel's Agents. 
AIRPORT: Nandi International Airport is 16 miles from Lautoka. 
Frequent flights to all parts of the world by several major airlines 
operating through Nandi. 

TIME: GMT plus 12 hours. No alterations to clocks. 

HOLIDAYS: Public holidays: New Year's Day, Good Friday, Easter 
Saturday, Easter Monday, Queen's Birthday, Bank Holiday, Fiji Day, 
Deepwali, Prince Charles’ Birthday, Prophet Mohammed's Birthday, 
Christmas Day, Boxing Day. 

POLICE/AMBULANCE/FIRE: Dial 000 in emergency. Police, 60222; 
Ambulance, 60399; Fire, 60211. 

SERVICES: Tank-cleaning labour and labour for painting, chipping, etc. 
can be provided, but no equipment. No facilities for discharge of slop 
tanks etc. Compass adjustments can be arranged. 

Telephone connection on wharf (3 lines). Police post on wharf. 
AUTHORITY: Ports Authority of Fiji, G.P.O. Box 780, Suva, Fiji. Tel: 
312700. Telex: 2203 PAF FJ. Cables: Pafiji Suva. Contact: Isimeli Bose, 
Director General. 


LEVUKA: 17.41 S. 178.51 E. 


DOCUMENTS: 

Goods carried in Unregistered Space (C.E. 148) (1 only). 

List of articles in possession of Crew, Officers and Master 

(1 only). 

Crew List (8 only). 

Passenger List (8 only). 

Parcel List (2 only). 

Primary Health Report (1 only). 

Special Malaria Forms (1 only). 

Vaccination Certificates (1 for each person). 

Derat Certificates (1 only). 
PILOTAGE: Pilots are arranged through Agents. Pilot boards in position 
— Lat. 17° 40.64’S., Long. 178° 52’E. 
MAX. SIZE: Length 560 ft. Max. draft 25 ft. 
HEALTH: Radio Pratique may be granted when any vessel has not 
visited any malarious port and Master declares that crew and 
passengers are healthy and vessel has not come from any area where 
internationally quarantinable diseases are endemic or in epidemic. 
Vessel may then enter port by day or night. On berthing, Master must 
immediately deliver to Quarantine Officer fully completed Primary Health 
Report and Derat or Derat Exemption Certificate. If there is any 
suspected case of disease or fever on board, vessel must be anchored 
at Quarantine Anchorage until cleared by Port Medical Authority. 
Pratique is automatic if a vessel has been granted Pratique at another 
port in Fiji. 
TUGS: No tug service available. 


(See Plan) 
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BERTHING: Only 1 vessel berthing at a time. visited a malarial port within 50 days and will spray any vessel whig 
Berthing in Levuka is generally effected starboard side to, outside _ has visited a malarial port. Vessels arriving from malarial areas are ng 
Queens Wharf. Both dry cargo vessels and tankers use the one berth permitted to berth during hours of darkness. Authorities board from, 


available for overseas shipping at Levuka. launch as vessel enters harbour. Quarantine Officer will sight Maritime 

Wharf Length Depth Alongside Declaration of Health and Derat Certificate on boarding. No furthe 

Outer Face 255 m. (837 ft.) 7.9 m. (26 ft.) Pratique formalities are required in Fiji ports other than first port of enty 
Inner Face 208 m. (683 ft.) 6.7 m. (22 ft.) 


STEVEDORES: Estimated time of arrival of any vessel and tonnage of | RADIO: Suva Radio, call sign 3 DP. 500 kHz., 24 hours listening wate, 
cargo to be discharged should be received at least 24 hours from time VHF: Port Control maintains a 24-hour port radio control watch at Suv, 
bt anival on VHF Channels 16 and 20. The call sign is “Suva Harbour Control 
MEDICAL: Normal hospital facilities are available. Specialist services : ‘ 

not available but can be arranged for within 24 hours. Cholera and yellow tw ie “a he pi — 1,125 h.p. Compulsory for vessels ¢ 
fever valid Vaccination Certificates are required to be held by ship's 90" 9" SOG UDWAIUS: 


crew and passengers, except those coming from New Zealand, BERTHING: Vessels berth i wats 
7 Laity : port or starboard side to King’s Wharf or 

eet ad bi {eS Sars poguoom aah anick or starboard side to Walu Bay Wharf as may be necessary. King’s Wher 

He i 4 Ops and discharge lines 8 in. steel pipe. 1 berth only. is 495.0 m. in length, having a least depth alongside of 11.6 m. at MLWs 
. 4 d , 4 yen at the North end and 10.6 m. at the South end, whilst Walu Bay Whar 

FRESH WATER: Available only during normal working hours, which is | F i : 

from Se to 1600 from Monday to Thursday, and Friday up to 1500. Se eee a least depth alongside of 9.0 m. MLWS 

Rate of delivery of water is about 15 t.p.h. ip. eta F 

FUEL: Light marine diesel only — viscosity kin. at 100°F. = 3.4. Vegutable OF; Vesnetp losing Fapneort ie crascer tht iy Sor aaa 

FIRE PRECAUTIONS: Bunkering only permitted during period between =; p Carriers: Berth North King's Wharf or Walu Bay. 

sunrise and sunset. Equipment: 1 x 10 ton crane. Fork lift trucks 2.5 tonnes — 25 tonnes 

CONSULS: None. capacity 

REPAIRS: Minor engine repairs are possible, but deck and major engine : 

repairs could be carried out at Port of Suva, which is about 57 miles © STEVEDORES: Arranged by ship's Agents. 


away. F Working Hours: 
SURVEYORS: See “Suva”. ‘ : Day Shift: 0800 — 1300 hrs. : 5 hours 
GANGWAY/DECK WATCHMEN: Services of watchman highly 1300 — 1400 hrs. : unpaid meal break 
recommended to stop unauthorised persons from going on board. 1400 —1600 hrs. : 2 hours 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: All crew a Officers will be issued with 7 hours 
25 cigarettes per day. A maximum of 4 ays’ allowance may be given is) 
at any one time. Cigars or tobacco may be taken in lieu of cigarettes. Afternoon Shift: 1600 — 2100 hrs. : 5 hours 
Masters and other Officers may be allowed to keep in their possession 2100 — 2200 hrs. : unpaid meal break 
small quantities of liquor. 2200 — 2400 hrs. : 2 hours 

Daily allowances: Spirits, 1 reputed quart to Master; 0.25 reputed quart 
to aie Officers; Beer, 2 reputed quarts to Master; 2 reputed quarts to 7 hours 
other Officers. Night shift: 2400 — 0500 hrs. : 5 hours 
REPATRIATION: Facilities exist for repatriation. ss 0500 — sin oka : eral meal break 
AIRPORT: Situated on island of Viti Levu and the distance is about 200 3 0600 — 0800 hrs. : 2 hours 
miles. It is served by regular airlines (international). Connections twice 
daily from local airport, 12 miles from port. 7 hours 
TIME: GMT plus 12 hours. MEDICAL: Advance notice of medical assistance is desirable. Hospi 


HOLIDAYS: Working of cargo is not permitted on Sundays, Good Friday facilities available. Current international vaccination certificates requires 
and Christmas Day. Application to work on Sundays to be made to the 


Ports Authority of Fiji at Levuka. TANKERS: Discharge lines 8 in. diameter. Tankers discharge at King: 
Public Holidays: See “Lautoka”. Wharf, North and South Berths. Depths alongside 42 ft. No residu 
POLICE/AMBULANCE/FIRE: Police, 44222; Ambulance, 44015; discharge facilities. 

Fire, 44014. DENSITY: Salt water, density 1025 approx. No tide effect on density 
TELEPHONES: Arrangements may be made with Postmaster for FRESH WATER: Available at all berths. Delivery rate 30 t.p.h. per hose 
installing telephone on board. Hose diameter 75 mm. 

SHORE LEAVE: All crew members are allowed shore leave unless there FUEL: Furnace fuel oil, diesel fuel oil, gas oil available by pro 
is a special restriction from any Government authorities. arrangement through oil company. 

IDENTIFICATION CARDS: Not compulsory. CONSULS: Diplomatic Heads of Missions Resident in Fiji: 
DELAYS: No berthing at night (lines cleared by Quarantine Authorities). Australian High Commissioner 

Bunkering from sunrise to sunset. No loading or discharge during rain. British High Commissioner 

GENERAL: Rat guards must be affixed to all shore moorings or cables French Ambassador 

greased when alongside to prevent the advent of rats. Indian High Commissioner 

AUTHORITY: Port Authority of Fiji, G.P.O.Box 780, Suva, Fiji. Tel: Japanese Ambassador 

312700. Telex: 2203 PAF FJ. Cables: Pafiji Suva. Contact: |simeli Bose, New Zealand High Commissioner 

Director General. Papua New Guinea High Commissioner 


Ambassador for the People’s Republic of China 
Tuvalu High Commissioner 
United States Ambassador 
Malaysian Ambassador 
South Korean Ambassador 
Consular Representatives in Fiji: 


SUVA: 18.08 S. 178.26 E. (See Plan) Denmark 
Finland 

PORT LIMITS: A vessel is considered to be an “arrived vessel” having Italy 
passed the West Reef Beacon at the entrance to Suva Harbour. Nauru 
DOCUMENTS: Netherlands 

1 Last Port of Clearance Certificate. Norway 

2 Declaration of Nett and Unregistered Tonnage form. Pakistan 

8 Passenger Lists. Philippines 

8 Crew Lists. Sweden 

6 Stores Lists (for high duty goods). REPAIRS: Engine and deck repairs may be carried out at local mach® 

Passenger liners are required to submit Transit Passenger Lists and _ shops. 3 slipways for vessels up to 1,000 tonnes. 

also a Letter of Guarantee from Master. SURVEYORS: Non-Exclusive Classification: 

Vaccination Certificates for Passengers and Crew. Lloyd's Register of Shipping 

Derat Certificates. Panama Bureau of Shipping Inc. 
PILOTAGE: Arranged through vessel’s Agents. 24 hours notice of ETA Det Norske Veritas 
with confirmation 12 hours before arrival. Suva Harbour Control should Nippon Kaiji Kyokai 
be contacted on VHF Channels 16 and 20 when within range. Pilot Germanischer Lloyd 
vessel is a white clipper bow launch with word “Pilot” in black on each Korean Register of Shipping 
side and will leave wharf 30 minutes before signalled ETA of vessel. China Corporation Register of Shipping 
Pilots board on leads 5 miles from front lead. Vessels may stand in on Bureau Veritas 
leads to meet pilot vessel. Vessels are advised to provide 2 manropes American Bureau of Shipping 
for pilot ladder which will usually be required on the port side. The resident Surveyor Mr. D. Sunderland of Billet, Wright 
No anchorage for vessels awaiting a Pilot. Associates Ltd. is based in Suva, however attendance in other Fiji por 
ANCHORAGES: Safe anchorage may be found in depths of 10 to 20_ is possible providing adequate notice is given. Surveyor may * 
fathoms within the harbour. Holding is good, mud bottom. arranged by contacting Ship's Agents. 
RESTRICTIONS: Vessels may enter at any time of day or night. Cargo Surveys: 
MAX. SIZE: No length or draft limitation for conventional vessels Cargo & Marine Survey Ltd. of Lautoka (See “Lautoka”) provide! 
entering port. Largest vessel regularly entering is 42,000 tons. manner of services including draft surveys and damaged cai 
HEALTH: Health authorities require that vessels cable details of ports inspection. 
visited within 50 days of ETA. Radio Pratique will be granted to vessels Resident Surveyor Captain D.E. Worthington is also available 


which are healthy and have not visited a port in a malarial area within attend at Malau Labasa. Surveys may be arranged through She 
50 days. Health authorities board and inspect any vessel which has Agents. 
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gANGWAY/DECK WATCHMEN: Employment of deck/gangway 
watchmen is recommended and normally provided by ship's Agents. 
oPENING/CLOSING HATCHES: Normally opened and closed by 
re labour but crew may be employed at Master's discretion. 

CERTIFICATES: 

Load Line. 

Certificate of Registry. 

Safety Equipment Certificate. 

Radio Certificate. 

Derat Certificate. 

Maritime Declaration of Health. 
cuSTOMS ALLOWANCES: 1 oz. tobacco per man per day. No alcohol. 
REPATRIATION: Facilities exist for crew changes and repatriation. 
AIRPORT: 15 miles to Nausori (Suva) Airport, serving Pacific Islands 
on weekly basis. Numerous daily flights to Nandi International Airport. 
TIME: Local time is 12 hours ahead of GMT. 
HOLIDAYS: See “Lautoka”. 

Cargo is not worked on Public Holidays. 
POLICE/AMBULANCE/FIRE: Police, 311222; Hospital, 313444; 
ambulance, 312439; Fire, 22688; Emergency, 000 for any of the above 
services. 
TELEPHONES: Telephone connections to ships are provided. 
SERVICES: Compass adjusting may be carried out. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not compulsory. 
DELAYS: Delays are not usual except for rain during hurricane season 
fom November to April. 
AUTHORITY: Ports Authority of Fiji. G.P.O.Box 780, Suva, Fiji. Tel: 
312700. Telex: 2203 PAF FJ. Cables: Pafiji Suva. Contact: Isimeli Bose, 
Director General. 


QUT PORTS OF SUVA: Customs and Pilot are embarked at Suva or 
Lautoka. 

flington: Lat. 17.20° S., Long. 178.14° E. Private wharf for loading sugar 
and molasses from Raki Raki Mill. 

Naikorokoro: North Coast of Kandavu. Anchorage for loading sawn 
timber. 

Savu Savu: Lat. 16.47° S., Long. 179.21° E. Government wharf for local 
coast trade and anchorage for cruise vessels. 

Vatia Point: Lat. 17.25° S., Long. 177.46° E. Private wharf for discharging 
explosives and fuel to gold mines. 


FiJl ISLANDS 


NOTES 


Please also advise Shipping Guides Ltd. 
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Finland 


GENERAL: 
DEEP-SEA PILOTAGE: See “Baltic Deep-Sea Pilotage” — Page 174. 


EKENAS / TAMMISAARI (Including Skogby): 
59.58 N. 23.26 E. 


DOCUMENTS: 

International or Finnish Measurements Certificate. 

1 Personal Effects List. 

1 Ship's Provisions List. 

2 Crew Lists (passengers to be included). 

1 Customs Declaration (official forms supplied by the Customs 

Authorities). 

4 Manifests. 

2 Bills of Lading. 

PILOTAGE: Pilots for Ekenas / Tammisaari applied for at Hango Pilot 
Station by approaching pilot station outside Hango/Hanko, where pilot 
boat will meet vessel right outside pilot station. 

Telegram address: Hango Pilot. 

MAX. SIZE: Max. draft 15.1 ft. (4.6 m.). No other restrictions. At Skogby, 
draft up to 24 ft. — No tide. 

RADIO: Helsinki Radio, Call sign OHG. 

VHF: Helsinki Radio, Channels 5, 28 and 85. When in the Hanko/Ekenas 
area use Channels 86, 03 and 25. 

TUGS: Normally no tugs stationed at Ekenas but can be arranged from 
Koverhar or Hanko (12 nautical miles and 20 nautical miles from Ekenas 
respectively). 

BERTHING: Two quays at Ekenas: “Trakajen”, length about 160 ft.; 
“Stenkajen”, length about 500 ft. 

3 mobile cranes, capacities 27, 36 and 56 tons are available. Two of 
the mobile cranes are equipped with grabs suitable for discharging of 
bulk cargoes such as coal, coke, china clay, ball clay, salt and grain. 
STEVEDORES: ETA to be given to Agent 1400 hrs. Finnish time on the 
day before arrival in order to prepare loading/discharging (Stevedore: 
J. A. Westerlund). 

Working Hours: Normal working hours are Monday to Friday 0700 — 
1600. Daily overtime can normally be arranged for up to 4 hours 
(1600 — 2000). All overtime is, however, voluntary. 

MEDICAL: Hospital treatment can be arranged when needed. 
DENSITY: 1001. 

FRESH WATER: Fresh water is delivered to the ship’s side by means 
of hose in summertime. 

FUEL: Bunkering available at Ekenas by means of tank trucks. 
REPAIRS: Minor electrical and deck repairs may be carried out. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes permitted for each crew 
member. 1 open bottle of 1 litre wine or spirit is allowed for each crew 
member over 18 years of age. 

AIRPORT: Nearest airport is Helsinki Airport, situated about 100 km. 
from Ekenas. ; 
HOLIDAYS: On Saturdays and days preceding Church holidays, the 
eve of Independence Day, the day preceding May Day, on Whitsun Eve 
and on New Year's Eve the working day consists of four working hours, 
starting from 0700 hrs. or 0800 hrs. and lasting to 1100 hrs., or 1200 hrs. 
respectively without break for meals. May Day, Independence Day, 
(6th December), Easter Saturday, Midsummer Eve and Christmas Eve 
are considered as labour free days. 

POLICE/AMBULANCE/FIRE: Police, Tel: 000; Ambulance, Tel: 000 or 
14100; Fire, Tel: 000. 

TELEPHONES: There are no arrangements for placing telephones on 
board the vessel but telephone calls can be made from the Harbour 
Constable’s Office. 

SUPPLIES: Ship stores and provisions can be ordered from Hango 
through Agent. 

SHORE LEAVE: Shore leave allowed for crew members. 
IDENTIFICATION CARDS: Not needed. 

AUTHORITY: Hamnkontoret i Ekenas, Postbox 58, SF-10601 Ekenas. 
Tel: 911-14600, 949-471663 or 911-43374. Telex: 91 1-711826. 
Contact: Svante Rasin. 


(See Plan) 


HAMINA: 60.34 N. 27.11 E. (See Plan) 


PORT LIMITS: A vessel is considered to be an “arrived vessel’ subject 
to Charter Party Terms, when arrived at roads. 
DOCUMENTS: Normally required: 
1 Crew List. 
1 Passenger List. 
3 Manifests. 
1 Bill of Lading of each consignment. 
Customs Documents: 
1 Special List (personal effects). 
1 Provision List (Ship's Articles). 
Ship's Papers Required: 
Safety Equipment Certificate. 
Radio Safety Certificate. 
Construction Certificate. 
International Tonnage Certificate. 
International Load Line Certificate. 
Certificate of Registry. 
Tonnage Dues and Ice Dues Certificates if vessel called previously. 
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PILOTAGE: Sea Pilot boards at Orrengrund. Fairway 33 miles fro 
Orrengrund to Hamina, depth 9.0 m. New Fairway 38 miles long, depp 
10.0m. VHF radio telephone Channel 16; pilot boat: hull re 
superstructure yellow. Vessels coming from Eastward can take Pilot; 
Haapasaari (Aspo), but must order Pilot by radio via Coast Radio Stati 
at least 6 hours before ETA Haapasaari. 

Harbour Pilotage: Harbour Pilot takes over at Roads. Harbour pip 
boat: hull black, superstructure yellow, word “Pilot” painted with blag 
letters. Harbour pilotage optional. 

ANCHORAGES: 2 anchorages with good holding grounds at Roads 
RESTRICTIONS: Usually no restrictions. Max. draft 10.0 m. Port ope 
throughout year. 

MAX. SIZE: Draft is governing factor. No tide but prolonged Easter 
winds can cause lower water level, which must be checked befo; 
entering berths. 

HEALTH: Bill of Health not required. In case suspected disease or feyg 
on board, doctor to be contacted, preferably via Agent, by radio bets 
arrival. 

RADIO: Vessels in Baltic Sea usually contact Helsinki Radio/OHC, 4) 
and OHG, A3. VHF Channels 16 and 26. 

RADAR/VHF: There is no land radar service. Harbour is equipped wi 
VHF radio telephone, Channels 16 and 12. Also see “Radio”. 
TUGS: Join vessels at Roads. Ship's lines usually used. 
BERTHING: 


Quay No. Depth Length 
(m.) (m.) 
Coal Quay 6. 345 
Lakulahti (L) Li-2 8.6 216 
L3-8 7.9 591 
L5 — Ro/Ro 7.9 
Hiirenkari 1-2 7.9 158 
3 8.4 110 also Ro/Ro 
4-5 8.6 200 
HK6 — Ro/Ro 8.6 
Palokangas PK1 10.0 176 also Ro/Ro 
PK2 10.0 224 
Oil Pier 1 9.0 
2 10.0 
LPG Terminal — 9.0 170 
Roads 8.6 
Outer 
Roads 10.0 
CRANES: 
No. Capacity/Tons Type 
Coal Quay 3 5 
2 6.5 
6 36 — 55 mobile 
Hiirenkari Quay 1 33 container 


STEVEDORES: ETA is expected in good time before arrival. 
MEDICAL: Advance notice helpful but not compulsory. Hospital facilite 
available at town. 
TANKERS: Possibility to discharge oily water ballast. 

Also see “Berthing”. 
DENSITY: 1003. 
FRESH WATER: Available at majority of quays; elsewhere supplied® 
boat. 
FUEL: Fuel and diesel oils available at short notice. Delivery by ta 
truck. 
CONSULS: Denmark, Netherlands, Norway, Sweden, United Kingdor 
REPAIRS: Minor repairs effected. 
GANGWAY/DECK WATCHMEN: Shore watchmen available, Sunda) 
and holidays 100% extra. 
OPENING/CLOSING HATCHES: Crew close automatic hatch cove! 
Hatches to be covered manually are usually covered by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: Master 200 cigarettes or 2 
grams tobacco. Others, 100 cigarettes or 100 grams tobacco. Wine at 
or Spirit: Master, 3 bottles wine or spirits. Others, 1 bottle. 
REPATRIATION: There are facilities for repatriation. 
AIRPORT: Helsinki Airport, distance 145 km. Regular flights. 
TIME: Local time is GMT plus 2 hours. GMT plus 3 hours in Summe 
HOLIDAYS: New Year's Day (Jan. 1); Epiphany (Jan. 6); Good Frida 
Easter Monday; Labour Day (May 1); Ascension Day; Whit Monde 
Midsummer Day; All Saints’ Day; Independence Day (Dec. 6); Christm 
(Dec. 25 and 26); Midsummer's Eve. 
POLICE/AMBULANCE/FIRE: Police 1; Ambulance 1; Fire 000. 
TELEPHONES: None available for placing on board. 
REGULATIONS: Regular terminal vessels have preference at cers 
berths. 
AUTHORITY: Port of Hamina Authority, PL 14, SF-49401 Hami 
Tel: 952-54940. FAX: 952-54222. Contact: Tapio Mansikka, Harbo 
Master. H. Heikkila, Port Director. 


HANKO: 59.49 N. 22.58 E. (See Pia’ 
DOCUMENTS: 

Ship’s Register. Bills of Lading. 

Crew List. Provisions List. 

Manifests. Health Certificate. 


PILOTAGE: Compulsory, distance from sea to port is 6 miles. Pilot 00 
painted red, arriving outside Russaro called by radio via Hanko Ra 
or by flag, sound or Morse: “G”. 

ANCHORAGES: Inside Gustavsvarn. 

RESTRICTIONS: Draft 26.5 ft., length/breadth no restriction; no tide 
RADIO: Cable Agents giving ETA via Hanko or Helsinki Radio. 
TUGS: In Winter harbour tug assists ships to and from the quay 


BERTHING: Quay height about 6 ft. above sea level. Shore fenders 
_kgep vessel about 2 ft. off quay. Special quays for Ro/Ro traffic. 
Permitted draft 


Length of quays 
stad ft. in. (m.) 
Germany 19 150 
Great Mole 22 04 704 
Notholms 24 275 
26 150 
Free Harbour 25 170 
Kone Oy 20 125 (railway connection and 
shore cranes). 
Deep Quay 43 300 
CRANES: : 
No.  Capacity/tons Type 

Great Mole 1 6 Movable 

2 3 _ 
Notholms quay 1 2.5 2 

2 5 % 1 with grabs 

1 40 


free Harbour: One mobile crane, lifting capacity 40 tons. 21 fork lift 
trucks available. 


FINLAND 


RADAR: At pilot station; service for ships entering port, contact by ship's 
radio. 
STEVEDORES: Ordered by Agents. 
FRESH WATER: Delivered from shore installations during daytime. 
Rate of delivery about 20 t.p.h. 
FUEL: Delivered by rail cars only. 
DENSITY: 1005. 
WATCHMEN: Available but not compulsory. 
HATCHES: Crew allowed to open and close hatches. 
CUSTOMS ALLOWANCES: No restrictions in the Free Port, outside 
about 200 cigarettes and limited amount spirits per man. 
CONSULS: Denmark, Iceland, Netherlands, Norway, Spain, Sweden. 
REPAIRS: Small repairs possible. 
SURVEYORS: Surveyors and cargo inspectors available. 
TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer. 
POLICE/AMBULANCE/FIRE: Police 003; Fire 005; Ambulance 82228. 
STORING: Storing possible by barge or truck. Fork lift tucks and riggers 
available. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Port of Hanko, Bulevardi 15, 10900 Hanko. Tel: (911) 
83131. Contact: Tom Luoma, Port Director, Tel: (911) 81217. 

Harbour Master, Te/: (911) 81201. 
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HELSINKI: 60.10 N. 24.57 E. (See Plan) 
DOCUMENTS: See “Oulu”. 

PILOTAGE: Compulsory. ETA required 24 hours prior arrival. At present 
there are 5 different channels available for vessels approaching Helsinki. 
1. Helsinki Lighthouse-Harmaja-Helsinki: 

The main approach to Helsinki, this channel starts from East of the 
Helsinki Lighthouse, a caisson beacon on the shoals South of Helsinki, 
ata distance of around 22 km. from the port. It proceeds via the Harmaja 
pilot station and the Kustaanmiekka Strait between the islands of 
Suomenlinna and Vallisaari, to the open area of water beyond, known 
as Kruunuvuorenselka. To this point the channel is navigable by vessels 
drawing up to 9.6 m. The fairway branching off North of the Harmaja 
pilot station and leading to the West Harbour has a depth of 8.9 m. Pilots 
are taken on board from the station at Harmaja. 

2. Helsinki Lighthouse-Melkki-Helsinki: 

This 11 m. channel leads from the Helsinki Lighthouse to the East of 
the Graskarbadan Light and then between the islands of Pihlajasaari 
and Melkki to the West Harbour. Pilots are taken on board from the 
Harmaja pilot station. 

3. Porkkala-Helsinki: (Southern Finland Winter Fairway). 

The Winter fairway into Helsinki begins from roughly 8 km. West of 
the Porkkala Lighthouse. The channel is 10 m. deep from Sommaro, 
decreasing to 9 m. from Ronngrund. The fairway joins the 11 m. channel 
(see above) leading to the West Harbour S.W. of Katajaluoto, and joins 

; the 9.6 m. lead to Helsinki North of Harmaja. 

During the Winter months, when the passage from the Helsinki 
Lighthouse to Harmaja is closed owing to ice conditions, all vessel traffic 
into Helsinki is directed via the route above. Pilots are taken onboard 
from the Porkkala pilot station. 

| 4, Porkkala-Helsinki: 

In addition to the above channel, there is a 7.9 m. fairway leading 

«from Porkkala to Helsinki, which begins from about 1 km. West of the 

Porkkala Lighthouse and joins S.E. of Pihlajasaari with the 8.9 m. 

. channel leading to the West Harbour. Pilots are taken onboard from the 

Porkkala pilot station. 

s 5. Emasalo-Helsinki: 

From the East there is a 9 m. channel leading to Helsinki through the 

; outer islands, which joins with the main approaches to Helsinki North of 

Harmaja. Pilots are taken onboard from the Emasalo pilot station. 

) Pilots are obtainable from: 

Emasalo Pilot Station © VHF Channels 16 or 13. 
Harmaja Pilot Station | VHF Channels 16 or 13. 
Porkkala Pilot Station VHF Channels 16 or 13. Tel. (90) 2984112. 
Port Authority VHF Channels 16 or 13. Tel. (90) 17333274. 

DIRECTION FINDING: Harmaja Radio Beacon (frequency 298.8 kHz. 

Signal “HA”) transmits: 

Non-directional radio signals, with a modulation frequency of 395 kHz. 
8y listening to these signals with a direction finding receiver, equipped 
with frame aerial, a ship can determine her bearing to the beacon. 

Harmaja lighthouse and Helsinki lighthouse fitted with “Racon” for 
30m. radar (X-area). 
oi EE Ee ee ee eee 


Tel. (915) 27710. 
Tel. (90) 668122. 
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APPROACHES: Directions for arrival in the port: Vessels using the main 
approach to the port from Helsinki Lighthouse should keep the Harmaja 
Lighthouse Beacon in line with the church tower on the island of 
Suomenlinna. The light from Harmaja is visible at a distance of 37 km. 
(20 nautical miles), and the approach channel has a bearing of 007°. 
The islet of Harmaja is left on the Western side of the fairway. In the 
event that the Master of the vessel is not thoroughly acquainted with 
the fairway and its markings, he is strongly advised not to proceed 
without the assistance of a Pilot any closer than 3.7 km. (2 nautical 
miles) to Harmaja, where the channel veers to a bearing of 010°. 
ANCHORAGES: Good anchorage available outside harbour, depth 
26 ft. — 32 ft. clay bottom. 
MAX. SIZE: Draft 31 ft., length no limit. 
HEALTH: See “Oulu”. 
DEPTH OF CHANNELS: 

From Helsinki to East 9 m. 

From Helsinki Lighthouse to Helsinki 9.6 m. and 11.0 m. 

From sea South via Porkkala 9.0 m. 
Variations in water level: There are no tidal variations as such in the 
port, but rather the differences noted are the result of weather or climatic 
conditions. 
+1.30 m. 
+0.85 m. 
—0.65 m. 
—0.90 m. 
Pilots and Port Authority call VHF 


Max. 
MHW 
MLW 
Min. 
VHF: Harmaja Pilots, Porkkala 
Channel 16 or 13. 
TUGS: Several available. Charges based upon time when tug leaves 
station berth until moment of return to same station. 
BERTHING: Port and equipment owned by Municipality of Helsinki. 
5 principal parts of port are South Harbour and West Harbour, 
Sornainen Harbour, and Herttoniemi and Laajasalo Oil Harbours. 
Foreign passenger traffic is concentrated on the South Harbour. 
West Harbour handles main part of transoceanic traffic; heavy goods 
and container terminal in West Harbour fitted with 3 container cranes 
and 1 multi-purpose crane (lifting capacity of each 40 tons), also silos 
of 2 flour-milling plants (Vaasanmylly Oy and State Granary), into which 
grain discharged by suction. On silo quay pneumatic grain unloader 
owned by State Granary travels along 71 m. long bridge alongside ship 
to be unloaded. Equipment is 30 m. above quay level and range of 
suction pipe 11 m. from edge of quay. Unloading equipment can handle 
100 t.p.h. Mass export articles such as cellulose, paper and wood goods, 
loaded chiefly in this harbour. In West Harbour is free-zone warehouse, 
which offers same privileges as free port. 
The Sornainen Harbour operates mainly as a North Sea general cargo 
harbour. The area contains a coal harbour. 
Herttoniemi and Laajasalo form the oil harbour, where the leading oil 
companies have oil storage tanks and their own piers. 


South Harbour: 


; Lifting cranes and ramps 
Depth in Depths' Lifting 
South Harbour Ramp Length Fairway alongside Number and type of crane capacity Radius 
(m.) (m.) (m.) tons (m.) 
| Olympia Quay LP 1 150 7.9 7.5 
a Ee 190 7.9 8.3 
Makasiini Quay LP 3 140 7.9 7.0 
4 LP 4 130 6.9 7.0 
Pakkahuone Quay 135 35) 
Lubeck Quay 95 3.5 2.5-3.5 
Keisarinluoto Quay 80 3.0 
#@ inna Quay 96 3.0-4.5 
it Katajanokka Quay 70 3.5 
4 LP25=6 520 7.9 8.5 —9.0 
eee a EPI 220 7.9 8.9 
=} “ise Pier 280 9.6 10.0 


‘Minimum depth from mean water mark to bottom. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


Ramp details 


ete OF ee eS TE an See 


pigrermay i ec ubecony iets eee yite ot Seine SSO ROSS) SS ee eee 


Centre line Max. axle load 
Quay Ramp Height above mean water Width from quay side Max. bogie load 
(m.) (m.) (m.) tons 
Olympia Quay 
Bridge ramp PP 1.8—3.35 12.0 9.5 
Bridge ramp Lene 1.4-3.5 22.0 14.0 
Makasiini Quay 
Shore ramps LP 3 and LP 4 1.65 — 2.2 16.5 8.2 30 (60) 
Katajanokka Quay 
Shore ramp LPS 2.3 -.2.7 15.0 10.8 
Shore ramp LP 6 1.85 — 2.65 23.5 14.0 
Bridge ramp LPit 1.5-3.2 13.0 11.0 
AeGSerqnn al ely AD eri] £00 scilyS Se DOA RS A 
West Harbour: 
Lifting cranes and ramps 
Depths’ Lifting 
West Harbour Ramp Length Depth alongside Number and type of crane capacity Radius 
(m.) (m.) (m.) tons (m.)° 
Salmisaari Quay 124 7.3 8.0 
Tammasaari Quay 135 6.9 7.8 
Energy Board Oil Quay 137 8.9 10.0 
Jaalaranta Quay 20 3.9 
Saukko Quay 253 8.9 5.2 -9.0 1 Container crane for 40 24 
20 ft. — 40 ft. containers 
LPS _ 8.9 9.0 1 Container crane for 45 30 
20 ft. and 40 ft. 
containers 
Jatkasaari Quay 1,335 8.9 3.4-9.8 © Cranes for general cargo: 
+p ca 8.9 14 portal cranes 3.0 - 6.0 15 - 125 
” s Ee* 8.9 8.7 1 stationary crane 10-25 19.5 —95 
a x el gab 250 8.9 9.7 
Sampo Quay 187 8.9 5.5 
Valtameri Quay |b es) 210 11.0 11.0 
Melkki Quay LP 4 400 iO 12.1 1 Multi-purpose crane 
Container/hook 30.5/40 23.3 
Hook 10 25.8 
1 Container crane for 55 32.6 
20 ft. — 40 ft. containers 40 
with hook 55 
Silli Quay 177 3.4—5.0 Pneumatic grain unloader® 
Hietalahti Quay 165 6.5 — 6.7 
Munkkisaari Quay 360 8.9 7.3 —8.2 
Hernesaari Quay 260 8.9 7.3 
Rudus Quay 48 4 
Ramp details 
Centre line Max. axle load 
Quay Ramp Height above mean water Width from quay side Max. bogie /oat 
(m.) (m.) (m.) tons 
16th Bienes o Heaton ip eui o lie nD songites 5 ari ear ee 
Jatkasaari Quay 
Shore ramp se oad | 2.60 — 3.00 20.5 10.30 50 
Bridge ramp LP? 1.15 — 4.25 17.0 11.00 50 
Valtameri Quay 
Bridge ramp LP 3 1.85 — 4.15 17.0 11.00 52 
Melkki Quay 
Shore ramp LP 4 1.30 — 2.60 31.0 17.50 
Slaukko Quay 
Shore ramp LP'5 1.30 — 2.60 28.5 14.25 
‘Minimum depth from mean water mark to bottom. 2Owned by the state granary. “Outreach from quay/fender seaward. 
Sornainen Harbour: (Helsinki) 
Lifting cranes and ramps 
Depths’ Lifting 
Sornainen Harbour Ramp Length Depth alongside Number and type of crane capacity Radius 
(m.) (m.) (m.) tons (m.)? 
Oy Partek Quay 100 5.6 6.0 
Hanasaari Quay 648 9.0 7.0 =9.6 2 Portal cranes 6.2 16.6 
1 Stationary crane 150.0 10.0 
50.0 18.0 
30.0 20.0 
4 Portal cranes 6.0 16.6 
Sompasaari Quay LP1-LP3 590 9.0 8.7 —9.0 6 portal cranes 3.0-5.0 22.8 -14! 
LP4 7.0 1 multi-purpose crane 
LP5 78 —container/hook 30.5/40.0 24.3 
—hook 10.0 26.8 | 
Sornainen Quay 399 6.1 5.5 2 Portal cranes 3.0-5.0 223-1 


‘Minimum depth from mean water mark to bottom. 2Outreach from quay fender seaward. 
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gamp details 
Centre line from Max. axle load 
cerry berths Width Height above mean water edge of quay (Max. bogie load) 
(m.) (m.) (m.) (tons) 

parru Quay 

LP1 Bridge ramp 17.00 0.70 — 3.80 11.00 50 
Sompasaari Quay 

LP2 Bridge ramp 19.00 1.20 — 3.95 12.50 35 (70) 

LP3 Shore ramp 30.00 1.35 — 2.45 15.00 100 

LP4 Shore ramp 17.00 1.50 — 2.60 10.00 

LP5 Bridge ramp 15.00 1.40 — 4.30 13.00 50 


 — 


BULK HANDLING FACILITIES: Specially equipped berths for handling 
pulk cargoes in Sornainen Harbour. Berths equipped for containers or 
roll-on/roll-off traffic in West Harbour (40-ton container cranes and multi- 
purpose crane) and Sornainen Harbour (40 ton multi-purpose crane). 

Also see Tables. 

STEVEDORES: 24 hours ETA required. Companies available of which 
{ specialises in discharging timber and coal. 

Working hours: Weekdays, 0700 — 1600 hrs. and 1600 — 2230 hrs. 
Saturdays, 0700 — 1500 hrs. Lunch break weekdays and Saturdays 
1100 - 1130 hrs. 

MEDICAL: Agents to be informed by radio if fever suspected. 
TANKERS: Max. draft 9.6 m. 

Herttoniemi and Laajasalo form together the oil harbour of Helsinki, 

where the leading oil companies have oil tanks and their own piers. 


Quay Depth Depth of 
Harbour length alongside channel 
(m.) (m.) (m.) 
Herttoniemi Oil Harbour: 8.0 
Oil pier 2x96 8.25 
Oliynpuristamo Co's pier 100 
Paasivaara-Yhtyma Co’s pier 24 
Laajasalo Oil Harbour: 9.6 
Shell Co's pier 32 10.0 
Esso Co's pier 30 10.6 
Neste Co’s pier 58 10.2 


DENSITY: 1004 — 1005. 

FRESH WATER: Unlimited amount available by hoses from hydrants 
at quays. 

FUEL: All grades available; any amount at short notice. 

CONSULS: All maritime countries are represented in Helsinki. 
REPAIRS: All types available. 

DRY DOCKS: Helsinki Shipyard, Hietalahti: 


Extreme Breadth at Depth 

Dock length entrance on sill 
(m.) (m.) (m.) 
Dry dock 1 142 20 6.6 
Dry dock 2 208 34 9.6 


Masa Yards also have a shipyard in Helsinki. 
GANGWAY/DECK WATCHMEN: Recommended but not necessary. 
OPENING/CLOSING HATCHES: Crew/Stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes, 1 litre wine and 1 litre spirits 
each man. 
IDENTIFICATION CARDS: Required. 
REPATRIATION: Available. 
AIRPORT: Distance to airport 25 km. Flights every day all over Europe. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: New Year's Day (1st January); Epiphany; Good Friday; 
Easter Monday; 1st May; Ascension; Whitsun; Midsummer's Eve and 
Day; All Saints’ Day; Independence Day (6th December); Christmas 
Eve; Christmas Day (25th December); Boxing Day (26th December). 
POLICE/AMBULANCE/FIRE: Police 002; Ambulance 006; Fire 005. 
General alarm 000. 


INKOO: 60.01 N. 23.55 E. (See Plan) 


PILOTAGE: Pilot station is Porkkala pilot station. Pilotage service 24 
hours a day, VHF watch on Channels 16 and 13, 24 hours a day. Notice 
Must be given 2 hours before arrival at boarding place (Lat. 59° 54’ N., 
Long. 24° 12’ E.). Distance from boarding place to harbour area about 
14 miles. Pilot may also be ordered by telephoning Helsinki 2984112. 
APPROACHES: Max. draft 13 m. 

AX. SIZE: See “Berthing”. 
ANCHORAGES: 5 miles Sw. of Sommaroe Island. 

F: Call sign “Inkoo Harbour’, watch maintained 16 hours a day on 
Channel 16. 
Tugs: Tugs are available at any time, notice required is same as Pilot. 
the vessel is over 200 m. LOA tug joins at Fageroe Island about 5 miles 
before harbour area, otherwise tugs join at the turning place 1 mile before 
harbour area. Tugs use ship's lines. 
BERTHING: 
Oy Lohja Harbour: Max. draft 7.8 m. 
h al Quay: Length 175 m., 2 cranes, 10 tons and 6 tons by hook and 
alf the capacity by grab. 

Paper Quay: Length 140 m. 
rovtad Voima Oy Inkoo Power Plant: Max. draft 10 m., West part of 


TELEPHONES: Available. 
SERVICES: Compasses are adjusted by competent adjusters approved 
by the Board of Navigation. For compass adjustment the port has 
constructed piles or buoys with direction markings. These appliances 
can be used also for radio direction-finders. 

Vessels using the compass-adjustment facilities must have on board 
a Harbour Pilot, who is entitled to the same compensation as for harbour 
pilotage. 
CLASSIFICATION SURVEYORS: Lloyd's Register of Shipping, Bureau 
Veritas, Germanischer Lloyd, Det Norske Veritas. 
ICEBREAKERS: Icebreaking work within the harbour area is carried 
out by privately-owned tugs. 

During the winter months, the following government ice-breakers are 
assigned to assist vessels from the open sea to the harbour area and 
vice versa. 


Name Power kw 
Urho 16,181 
Sisu 16,181 
Otso 15,000 

Kontio 15,000 

Voima 10,240 

Tarmo 8,826 

Varma 8,826 
Apu 8,826 

Hanse 5,516 


GENERAL: Waste Management: In accordance with the terms of the 
Convention on the Protection of the Marine Environment of the Baltic 
Sea Area, the discharge or jettisoning of solid or liquid waste into the 
sea is, with certain exceptions, prohibited throughout the Baltic Sea 
Area. 

On their arrival at the quay, vessels are provided with numbered 
special waste sacks (yellow), intended for the reception of all special 
waste carried by vessels arriving from a foreign port. This category of 
special waste includes raw meat from mammals or birds or poultry, raw 
offal, meat packaging materials and wrappings, and bones. Vessels are 
specifically required to take the filled, sealed sacks only to the yellow 
special waste storage bins on the quay, which bears the same text and 
markings as on the sacks. 

Normal waste and refuse should be deposited in the transparent 
refuse sacks which are also delivered to vessels on arrival in the port, 
and the filled sacks are to be taken to the grey storage bins provided 
for the purpose on the quayside. 

Port Authority duty personnel and shipping agents can provide more 
detailed directions on the reception of waste in the port. 

Oil pollution control: In the event of an oil spill or accident involving the 
risk of oil pollution, contact should be made immediately with the Helsinki 
Fire Department, emergency Tel. 000. 

AUTHORITY: Port of Helsinki Authority, Olympiaranta 3, 00140 Helsinki. 
Mailing Address: P.O.Box 193, 00141 Helsinki. Te/: 358-0-173331. 
Telex: 124913. FAX: 90-17333288. Contact: Mr. Eljas Muurinen, 
Managing Director (Tel: 17333201.) Mr. Juha Lainio, Harbour Master 
(Tel: 17333201). 


Ingaa Hamn Ab — Inkoon Satama Oy: Max. draft 13m., East part of 
quay. 

Total length of quay 455 m. Max. draft 13 m. at the East part of the 
quay (240 m.), and max. draft 10m. at the West part of the quay 
(215 m.). 4 cranes, 3 cranes capable of lifting 10 tons hook or 6 tons by 
grab and 1 crane capable of lifting 20 tons by hook or 12 tons by grab. 
FRESH WATER: Available. 

DENSITY: 1004. 

REPAIRS: Possible. 

TELEPHONES: Available. 

DEVELOPMENTS: Dredging underway. 

AUTHORITY: Oy Lohja Harbour: Oy LK-Shipping AB, 10210 Inkoo, 
Finland. Tel: (International) 358-0-218121. Telex: 1418 Lkin Sf. 
FAX: 358-0-218115. Cables: Elcoy. Contact: Risto Loman. 

Imatram Voima Oy, Inkoo Power Plant Harbour and Ingaa Hamn Ab — 
Inkoon Satama Oy Harbour: |matram Voima Oy, Inkoo Power Plant, 
10210 Inkoo, Finland. Te/: 358-0-21801. Telex: 1422 ivoin sf. 
FAX: 358-0-218181. Cables: |matranvoima Inkoo. Contact: Erik Aberg, 
Osmo Kaimila. 
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JAKOBSTAD (Pietarsaari): 63.42 N. 22.42 E. 
(See Plan) 


DOCUMENTS: 

International Measurement Certificate. 

3 Manifests. 

2 Bills of Lading of each consignment. 
Customs Documents: 

1 Crew List. 

1 Special List (personal effects). 

1 Provision List (ship's articles). 
Important: \f the vessel is calling at two or more Finnish ports, 2 of each 
of these lists are to be produced at the first port of call. 
PILOTAGE: VHF Channel 16, MF 2182 kHz. Anchorage for vessel 
awaiting a Pilot: outside the lighthouse “Kallan”. Pilot boat equipped with 
radar. 
ANCHORAGES: On inner roads called “Ado Roads’, depth 8 m. 
MAX. SIZE: Max. draft in the inner harbour 9.0 m. No tide. 
HEALTH: See “Oulu”. 
RADIO: Vasa Radio Station. Gamlakarleby/Kokkola VHF Channels 
16/28. 
TUGS: Tugs (1,300 h.p.) are normally stationed in the harbour. Ship's 
lines to be used. 
BERTHING: Southern Quay: Length 200 m., depth 7.4 m. 

Old Quay: Length 180 m., depth 4.9 m. (inside), 6.0 m. (outside). 

Busko Quay (Ro/Ro Berth): Length 160 m., depth 7.4 m. 

Laucko Quay: Length 150 m., depth 9 m. 

Elevator Quay: Depth 6 m. 
CRANES: 6 mobile cranes available. 
STEVEDORES: 1st shift Monday to Saturday 0700 — 1600 hrs. (meal 
hours 1100 — 1200 hrs.); 2nd shift Monday to Friday 1600 — 2400 hrs. 
To commence loading at 0700 hrs. notice must be given latest at 
1600 hrs. the day before, or before 1200 hrs. if commencing at 1600 hrs. 
MEDICAL: Advance notice not required. All facilities available. 
TANKERS: Vessel’s draft must not exceed 9.0 m. 
DENSITY: Fresh water. 
FRESH WATER: From pipe-line alongside quay. 
FUEL: Light Fuel Oil and Heavy Fuel Oil available. 
CONSULS: Danish, Tel: 10144; Swedish, Tel: 10444. 
REPAIRS: All types of repairs possible. 
GANGWAY/DECK WATCHMEN: Watchmen recommended. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: Derat Certificate to be kept on board. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes per 6 days for 
each crew member. Wine and/or Spirits: 1 bottle of each per 6 days for 
each man over 20 years of age. 
REPATRIATION: Crew changes can be effected. 


AIRPORT: Kronoby Airport about 30 km. from Jakobstad. 4 flights daily. 


TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: ist and 6th January; Good Friday; Easter Eve; Easter 
Monday; Labour Day (1st May); Ascension Day; Midsummer Eve; Whit 
Monday; 6th December (Independence Day); 25/26th December; 
All Saints’ Day. 

POLICE/AMBULANCE/FIRE: Police 002; Ambulance and Fire 000. 
TELEPHONES: Connection for telephone on board available. 
IDENTIFICATION CARDS: Not needed. 3 
AUTHORITY: Jakobstad Port Authority, Hamnkontoret, 68600 
Jakobstad, Finland. Tel: 967-12128. Contact: Ingmar Fagerudd, Harbour 
Master. 


KASKINEN (Kasko): 62.23 N. 21.13 E. 


DOCUMENTS: 

2 Crew Lists. 

2 Customs Lists. 

2 Passenger Lists. 

Manifest, Bill of Lading, etc. 

Between 1st December — 30th April (Winter) ice breaker available. 
The Finnish Ice Class Certificate, (required since 1984) can be obtained 
in Kaskinen. 

PILOTAGE: Kaskinen Pilot boards 4—5 miles outside pilot station. Pilot 
boat or station can be called by VHF Channel 16 or 13. Tel: 962-27296. 
ANCHORAGES: Safe areas of anchorages, 3 miles W.S.W. of 
Salgrund, depths 10 m. — 20 m. 
MAX. SIZE: Max. draft 8 m. 
HEALTH: In case of sickness onboard, contact the Agent. 
RADIO: Vasa Radio. 
RADAR/VHF: Radar service/VHF Channel 13 (Kaskinen Pilot). 
TUGS: None. 
BERTHING: 
Pier 250 m. length, 8.0 m. — 10.0 m. depth 
Pier 35m. length, 7.0 m. depth 
Pier 160 m. length, 6.0 m. — 7.0 m. depth 
CRANES: Mobile cranes with capacity 8 tons — 10 tons. 
DENSITY: 1004. 
STEVEDORES: Available; rates about 250 — 300 tons pulp per work 
gang. 
MEDICAL: Hospital available. 
FRESH WATER: Available at berths. Charge 12 Fmk. per ton. 
FUEL: Available by tank truck. 
CONSULS: None. 
REPAIRS: Only small repairs. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 


(See Plan) 


can 


CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes. Wine/Spirit:; 
bottle spirit. 

AIRPORT: Distance to Vasa Airport 100 km. Served by regular airling 
TIME: GMT plus 2 hours. 

HOLIDAYS: See “Oulu”. 

POLICE/AMBULANCE/JFIRE: Police 002; Ambulance 006; Fire 005 
TELEPHONE: Can be connected. Cost for connection is 60 Fmk. 
SHORE LEAVE: Allowed. 

GENERAL: Port is open throughout Winter. 

AUTHORITY: Kasko Hamnkontor (Harbour Office), 64260 Kaskine 
Finland. Tel: 962 — 27201. Contact: Jukka Inkio, Harbour Master. 


KEMI (Ajos): 65.40 N. 24.31 E. (See Plan, 


LOCATION: Ajos harbour is a municipal port owned and managed by 
the city of Kemi. It is located at Ajos, about 10 km. (6 nautical miles 
South of Kemi, Lat. 65° 40’ N., Long. 24° 31’ E. The area is shown 
Finnish Charts Number 275 and Number 59. 

APPROACHES: The distance from Kemi lighthouse to the harbour « 
about 21 nautical miles (39 km.). The minimum width of the channel; 
eat (328 ft.), and approved depth up to the oil harbour is 10n 
(32.8 ft.). 

The water level varies between +1.5m. and —0.75 m. (+5 ft. an 
—2.5 ft.) depending on winds (water level rises during Southerly ax 
falls rapidly during Northerly winds). There are no tides in the area. 

During normal winters the harbour is frozen from the beginning ¢ 
December to the end of May. Over this period the channel from th 
open sea to the harbour area is kept navigable by state-owned ice 
breakers. The Finnish Board of Navigation determines the restriction 
and requirements for vessels allowed to enter the harbour during thy 
period. The port has been kept open throughout the year since 1971 
DOCUMENTS: Documents to be handed over after berthing: 

2 Crew Lists. 

1 Provision List. 

1 Special List (Customs). 

Tonnage Certificate. 

Cargo Documents. 

PILOTAGE: Pilot boards from “Kemi |" Lighthouse or Nukkujanmatat 
Lighthouse. VHF and radio telephone watch maintained. 
RESTRICTIONS: Ships can enter and leave Ajos harbour 24 hours: 


day. 

MAX. SIZE: Sea to Fairway at Ajos. Max. draft 10 m. Sea to Fainwa 
at Veitsiluoto. Max. draft 7.1 m. Also see “Berthing”. 

RADIO: Entering the Harbour: Time passing Kiel/Holtenau/Copenhage 
is to be given via Harnosand Radio, Mariehamn Radio or Stockholr 
Radio. 

ETA to be given 12 hours before the calculated time of arrival. 

Notice is to be given to the pilot station, which is situated at the S.W 
end of Ajos Island via VHF Channels 16/13 two hours before ETA 
the pilot embarking point, which is between Kemi lighthouse an 
lighthouse Nukkujanmatala depending on the weather. 

The notice is to include the name, call sign and the nationality of th 
vessel, n.r.t., the draft and length of the vessel, time of arrival (at th 
Pilot's boarding site) and tugs needed for berthing. 

TUGS: Icebreaker tugs of 3,500 h.p. and 1,300 h.p. Ship's lines use 
BERTHING: 


Quays: Length Depth Permitted drat 
(m.) (m.) (m.) 
Oil Quay 90 11.4 10 
No. 1 420 7.3-8.3 6.7-7.6 
No. 2 315 9.3 8.5 
No. 3 185 5.8 5.0 
No. 4 168 5.8 5.0 
2 Ro/Ro Berths _ 6.8 and 9.3 _— 


CRANES: Mobile cranes. 2x6 tons capacity; 2x55 tons capaci) 
185 tons — 25 tons capacity. 

FRESH WATER: Available at Quay Nos. 1 and 2. 

FUEL: Available. 

DENSITY: 1001. 

AIRPORT: At Lautiosaari, Tel: 53519. 

TIME: GMT plus 2 hours. 

TELEPHONES: Lines on the quays at Berths No. 1 and 2 and fh 
Ro/Ro Berth. 

POLICE/AMBULANCE/FIRE: Police Tel: 16981. First Aid Tel: 2393! 
AUTHORITY: Port of Kemi Authority, 94900 Kemi, Finland. Tel: 96% 
82018. Contact: Harbour Master. 


KOKKOLA (Yxpila): 63.50 N. 23.08 E. (See Plat 
DOCUMENTS: 

2 Crew Lists. 

2 Customs Lists. 

2 Passenger Lists. 

Manifest, Bill of Lading. 
PILOTAGE: Pilot boards 2 miles North of Tankar Pilot Station. Pilot? 
VHF Channel 16. Distance to port 12 miles. 

The vessel's ETA must be given at least 6 hours in advance of aw 
to pilot station. 
ANCHORAGES: 1 mile North of the breakwater. 
RESTRICTIONS: Winter Navigation: The port is open throughout ® 
year. Ice class restrictions apply in Winter. 


a 


MAX. SIZE: No restrictions except draft 11.0 m. 
vHF: Vassa Radio VHF Channel 28. Kokkola Harbour Office 


channel 16. ar bik 
TuGS: 2 tugs available, 2,460 h.p. and 1,500 h.p. Normally ship's lines 


used 
BERTHING: 
Length Max. draft 

Deep Quay 181 m. 11.0 m. 
Shore Quay (South side) 323 m 9.5m. 
Shore Quay (North side) 100 m 7.1m. 
Stone Pier 137m 7.1m. 
Outokumpu Quay 390 m 9.5m. 
Kemira Quay 160m 9.5m. 
Packhouse Quay 126m 4.0m. 
Oil Quay 83 m. 9.5 m. 
Ro-Ro Quay 85 m. 6.0 m 


CRANES: 2x8 ton cranes at Shore Quay. 1x40 ton crane and 
+<10 ton crane at Outokumpu. 1x8 ton crane at Kemira Quay. 4 mobile 
cranes 10 — 41 tons. 
BULK CARGO FACILITIES: Discharging belt for zinc concentrate at 
Qutokumpu Quay. Loading and discharging facilities for fertilisers at 
Shore and Kemira Quays. 
SPECIAL CARGO-HANDLING FACILITIES: Discharging lines for 
phosphorus, nitric acid and ammoniak at Kemira Quay. 

Discharging lines for oil at Outokumpu and Oil Quay. 
STEVEDORES: Normally working Monday-Friday 0700 hrs. — 2400 hrs. 
On Saturday 0700 hrs. — 1600 hrs. 
TANKERS: Discharging lines for oil at Outokumpu and Oil Quay. 
MEDICAL: 6 km. to hospital in Kokkola. 
DENSITY: 1002. 
FRESH WATER: Available at berths. 
FUEL: Available. 
CONSULS (Vice-Consuls): Sweden Tel: 968/11141; Norway Tel: 968/ 
13791; Denmark Tel: 968/12564. 
REPAIRS: Small deck and engine repairs can be carried out. 
SURVEYORS: Cargo inspectors and draft surveyor available. 
GANGWAY/DECK WATCHMEN: Usually ship's crew. Ship's gangway 


used. 

OPENING/CLOSING HATCHES: Usually ship's crew. 

CUSTOMS ALLOWANCES: Tobacco: Each man 200 cigarettes per 
week. Spirits: Each man a bottle per week. 

AIRPORT: Kokkola Airport 19 km. 

REPATRIATION: Crew changes and repatriation can be carried out. 
TIME: GMT plus 2 hours. GMT plus 3 hours late March to late 
September. 

HOLIDAYS: Official holidays of Finland. 

POLICE/AMBULANCE/FIRE: Police Tel: 002, Ambulance Tel: 000, Fire 
Tel. 000. 

SHORE LEAVE: No restrictions. 

CREW IDENTIFICATION CARDS: Not required. 

DEVELOPMENTS: The Deep Quay will be equipped with a conveyor 
system for loading bulk. 

The conveyor belt system goes from railway to covered storage and 
to the quayside. The loading system will be ready in September 1990. 
AUTHORITY: Kokkola Harbour Office, Satamakatu 53, 67900 Kokkola, 
Finland. Tel: 968/26295. Telex: 76148 Koksa Sf. Contact: Eero Maki, 
Harbour Director. Hans Biskop, Harbour Master. 


KOTKA: 60.28 N. 26.57 E. 


DOCUMENTS: 

Crew List. 

Passenger List. 

1 copy of Cargo Manifest. 

1 copy of every Bill of Lading. 

Ship's Register. 

\ce Certificate. 

Customs Manifest for Stores, for ship and individual. 
PILOTAGE: On arrival off Orrengrund, contact Orrengrund Pilot by VHF. 
On arrival off Kotka, contact Harbour Pilot Kotka, VHF Channel 11. 
Depth in approaches 15.3 m. 
ANCHORAGES: Havouri Roads, Kukouri Roads and at the entry to the 
narbour. Max. draft 15.3 m. 
MAX. SIZE: Max. draft 15.3 m. 
HEALTH: In case of sickness on board, contact the Agents before 
entering the port. 
RADIO: Kotka Radio call sign OHF. 
VHF: See “Pilotage”’. 
TUGS: Tugs normally join the vessel in the harbour entrance. Ship's 


nes are to be used. 3 tugs available, 4,000 h.p., 1,650 h.p., and 630 h.p. 
BERTHING: ? P ¥ i 


(See Plan) 


Quay Permitted Draft Length 
y ‘ (ft.) (m.) 
'¢lanen Terminal Harbour 26-33 740 
Main Harbour 16-33 1,600 
Bulk Quay (Poland Quay) 27.5 (air draft 37 m.) 360 
Sunila Quay 22-26 400 
®ep Water Terminal 50 440 
Inner Roads 12-24 
Outer Roads 25-29 
Halla Quay 14-23 250 
a Harbour 29-33 
ower Plant (Mussalo) Coal Quay 26 200 


Oil Quay 33 
CRANES: 26 shore cranes with capacity of 3-60 tons. 


FINLAND 


SPECIALISED CARGO-HANDLING FACILITIES: Hietanen Terminal, 
consisting of 4 Ro/Ro berths and 3 conventional berths and is equipped 
with 2 container cranes. 

MEDICAL: Master to advise by Radio Kotka on arrival if medical 
attendance required aboard. 

TANKERS: 4 tanker berths, draft 10.0 m. — 13.5 m. Also see “Notice”. 
DENSITY: 1003. 

FRESH WATER: All berths are equipped with water pipe-lines, but in 
Sunila port only supplied by tugs. 

FUEL: All grades of fuel available. 


CONSULS: 
Belgium Tel. 190111 Iceland Tel. 14260 
Denmark Tel. 11 440 Netherlands Tel. 190111 
France Tel. 63 100 Norway Tel. 190111 
Germany (F.R.) Tel. 190111 Sweden Tel. 190111 
Great Britain Tel. 11 709 


REPAIRS: All types of repairs can be carried out. 
DRY DOCKS: Kotkan Telakka Oy: 4 floating docks. Docking dimensions 
for vessels: 

Length 165 m., beam 28 m., draft 7.8 m./12,000 tons. 

Length 127.2 m., beam 20.1 m., draft 6.8 m./5,000 tons. 

Length 130 m., beam 19.7 m., draft 5.8 m./4,500 tons. 

Length 96 m., beam 16.5 m., draft 4.5 m./2,500 tons. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally by the crew. 

SHIP CERTIFICATES: List of Certificates to be on board: 

Passenger Ship Safety Certificate. 

Cargo Ship Safety Construction Certificate. 

Cargo Ship Safety Equipment Certificate. 

Cargo Ship Safety Radio-telephony Certificate. 

Cargo Ship Safety Radio-telegraphy Certificate. 

Exemption Certificate. 

Nuclear Passenger Ship Safety Certificate. 

Nuclear Cargo Ship Safety Certificate. 

Derat Certificate. 

CUSTOMS ALLOWANCES: For passengers: Tobacco: 200 cigarettes 
or 0.2 Ib. of other manufactured tobacco. Wine and Spirits: 1 litre. 
REPATRIATION: Facilities exist. 

AIRPORT: Nearest Helsinki-Vantaa, 140 km. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: New Year's Day (Jan. 1st); Epiphany (Jan. 6th); Movable 
Holidays; Easter Holiday, 4 days (Sunday included); Ascension Day, 
1 day; Whitsunday, 2 days (Sunday included); Midsummer Day, 3 days 
(Sunday included); All Saints’ Day, 1 day (first Saturday of Nov.); 
Christmas Holidays (Dec. 24th-26th). Other free days: May 1st; Dec. 
6th (Independence Day). Cargo work can be done on all above holidays. 
POLICE/AMBULANCE/FIRE: Police 002; Ambulance 000; Fire 000. 
TELEPHONES: On some berths telephones placed on board. 
SERVICES: Compass adjusting service available. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

GENERAL: It is prohibited to let or throw any substance or refuse 
causing pollution or shoaling in the harbour area. 

NOTICE: Port Authority Notice to Masters. 

Instructions Concerning Waste Disposal: 

The Port Authority of Kotka informs you hereby that in the Port of 
Kotka the rules and regulations concerning the protection of the marine 
environment of the Baltic Sea Area as stated in the Helsinki Convention 
have to be followed by all ships. 

On the strength of this convention no waste shall be discharged into 
the water while the ship is in the port area. Breaking of these rules 
cannot be accepted. The Port Authority will check that the instructions 
are observed without exception. 

While your ship is in the port an amount of sacks for waste disposal 
will be delivered to the ship. The waste emanating from your ship shall 
be put into these sacks and before the departure of your ship the sacks 
shall be delivered by your crew to the waste container in the vicinity of 
the berth of your ship. 

In case you want to get rid of oily residues please inform the Harbour 
Master either through your Agent or directly. For the reception of these 
wastes the Port Authority does not charge you separately as the cost 
of this service is included in the general waste disposal fee. 

In case your ship is a tanker loading oil products and you wish to 
dispose of oily water such as tank washing water or ballast water it has 
to be agreed separately with the Port Authority. 

All questions in connection with the waste disposal service will be 
answered by the Harbour Master (Tel: 11672). 

Signed: Port Director. 

AUTHORITY: Port Authority of Kotka, Laivurinkatu 7, SF-48100 Kotka 
10. Tel: 358-52-11709. Telex: 53144 Portk Sf. FAX: 358-52-181375. 
Cables: Port Authority of Kotka. Contact: Ilmari Elo, Port Director. 


KOVERHAR: 59.52 N. 23.13 E. 


DOCUMENTS: 

Ship's Register. 

Crew List. 

Manifests. 

Bills of Lading. 

Provisions List. 

Health Certificate. 
PILOTAGE: Compulsory. There are 2 approaches: (1) Via Ajax, 
max. draft in fairway 33 ft. Pilot arrives from pilot station at Hanko. 
Distance to port 11 miles. 

(2) Via Hanko, max. draft in fairway is 28 ft. Pilot arrives from pilot 
station at Hanko, Tulludden (Tel. Hanko 82246, radio-telephone, VHF). 
Station has radar. Distance to port 23 miles. 
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MAX. SIZE: Max. draft alongside quay 

Max. LOA 200 m. Max. breadth 26 m. No tide. 

RADIO: Cable Agents giving ETA via Hanko and Helsinki Radio. 

TUGS: Available, 1,800 h.p. — 3,000 h.p. 

BERTHING: Length 250 m., depth 30 ft. Quay 6 ft. above sea level. 
New berth, length 120 m., depth 30 ft. Quay 6 ft. above sea level. 

CRANES: Two of 13 tons and one of 12.5 tons capacity. 

STEVEDORES: Ordered by Agent. 

FRESH WATER: Available rate 20 cu.m./hr. 

REPAIRS: Small repairs possible. 

OPENING/CLOSING HATCHES: By crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 

man. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

POLICE/AMBULANCE/FIRE: Police 002; Ambulance 12660; Fire 

43100. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Dalsbruk Oy AB., Koverhar, SF-10820 Lappvik. Te/: 911- 

43100. Telex: 13152 Kovsh Sf. Cables: Koverhar Ekenas. FAX: 911- 

43121. Contact: Rainer Sandberg, Harbour Master. 


30 ft. 


KRISTINESTAD: 62.16 N. 21.23 E. 


DOCUMENTS: 

Ship's Measurement Certificate. 

2 Crew Lists. 

Cargo Manifest. 

Copy Bill of Lading. 

2 Provision Lists and Tobacco Lists for Customs. 

Ice Certificate. 
PILOTAGE: Pilot boards at Hojerstein Light Buoy. At least 2 hours ETA 
required. Pilot boat has red painted hull, white marking “L” on bow, and 
deck house yellow. Pilot station situated South of Kasko (see Kasko 
Pilot), International pilot call signals to be used, also radio telephone 
2182 and VHF Channel 16. 
ANCHORAGES: Good safe holding ground off Adgrund. Depth 10 m. 
MAX. SIZE: For general cargo and timber, 20 ft. draft in old port. For 
tankers, 33 ft. in the oil port. Depth at new coal harbour 40 ft. (12.0 m.). 

See also “Tankers”. 
RADIO: Messages through coastal stations. Also Kristinestad VHF 
Channel 24. Also see “Pilotage’”’. 
TUGS: 1 tug available 240 h.p. Additional powerful tugs available with 
sufficient notice. 
BERTHING: No special requirements. Pilot gives orders for berthing. 

Inner Wooden Quay. Length 75 m., depth alongside 15 ft. 

Outer Stone Quay. Length 250 m., depth alongside 20 ft. 

There are 3 mobile cranes of 10 tons capacity. 
SPECIALISED CARGO HANDLING FACILITIES: Bulk cargoes can be 
discharged at quay, 4 portable cranes available. There is 1 ramp for 
Ro/Ro ships in oil harbour at Bjorno. 

New coal harbour at Bjorno Power Station, depth alongside 12 m. 


Berth is equipped with 1 conveyor for handling self-discharging vessels. 


STEVEDORES: Advise ETA and gangs required as stipulated in charter- 
party. Also when laytime will commence to count. Only timber cargoes 
loaded. 

Normal working hours 0700 — 1600 hrs. all weekdays. 
DENSITY: 1004. 
MEDICAL: Hospital facilities available. 
TANKERS: Oil harbour at Pohjolan Voima Oy, power station at Bjorno. 
Depth 33 ft. (10 m.) alongside the oil pier. One berth for tankers. 
Discharge capacity with 2x10 in. pipe-lines 2,500 t.p.h. Fresh water 
supply to tankers available from shore installation rate 30 t.p.h. 
FRESH WATER: Fresh water supply by shore installation. Any amount 
available. 
FUEL: Fuel available by tank cars of about 20 tons capacity at short 
notice. 
CONSULS: Danish, Tel: 962-12350. 
REPAIRS: No shipyards, but welding pipe-line electric repairs possible. 
SURVEYORS: Surveyors and Cargo Inspectors available. 
GANGWAY/DECK WATCHMEN: Not compulsory at Timber Pier. 
Compulsory in oil harbour, according to rules of Board of Navigation. 
OPENING/CLOSING HATCHES: Normally carried out by crew, but on 
request may be handled by stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes per 6 days, per man. 
Wine/Spirit allowance: 1 bottle per man. 
CARGO GEAR: BOT Certificates. No additional requirements. 
AIRPORT: Nearest airports in Vaasa and Pori within 100 km., several 
flights per day. 
TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: See “Oulu”. 
POLICE/AMBULANCEJFIRE: Police Station of Kristinestad 12055 or 
002; Ambulance 11626; Fire Brigade 005. 
TELEPHONE: Public telephones on the pier. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
EMERGENCY CO-ORDINATION CENTRE: Kummalgrund Coast 
Guard Station: Tel: 962-29142 (Kristinestad) or VHF Channel 16. 
STORING: Vessels may be stored by truck which may proceed 
alongside. No special Customs regulations in force. Riggers and fork lift 
trucks available. 
GENERAL: Timber pier in Port of Kristinestad closed from the end of 
December to the middle of April owing to ice. Oil port will be kept open 
according to the general ice situation of Gulf of Bothnia. 
AUTHORITY: Kristinestad Harbour Office, 64100 Kristinestad, Finland. 
Tel: 962-11051. Contact: Sakari Laipio, Harbour Master. 
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LOVISA (Valkom): 60.25 N. 26.16 E. (See Pla 


PILOTAGE: Pilot arrives from pilot station at Orrengrund (Tel. 94 
ee radio telephone). Station equipped with radar. Distance to py 
12 miles. 

APPROACHES: Depth in fairway (Orrengrund — Valko) — 8.5 m. 
TUGS: 1 tug available, 1,250 h.p., between December and April. 
BERTHING: Coa/ Quay: Length 141 m., depth 8.5 m. 

Middle Quay: Length 280 m., depth 7.30 m. 

Connection Quay: Length 115 m., depth 7.30 m. 

Roll-on/Roll-off Berth: Length 20 m., depth 7.30 m. 

South Pier (East Side): Length 130 m., depth 8.50 m. 

Inner Harbour: Length 80 m., depth 4.20 m. 

CRANES: 6 mobile cranes, lifting capacity 6 — 36 tons. 2 shore crang 
lifting capacity 6 tons. 1 shore crane lifting capacity 6 — 28.5 tons. 
DENSITY: 1003. 

DEVELOPMENTS: Land area from 23 ha. to 76 ha. (1983-90). 
AUTHORITY: Lovisa Port, 07910 Valkom, Finland. FAX: 915-5150§ 
Contact: Bengt Sandvik, Harbour Master. Tel: 915-515163. 


MARIEHAMN: 60.06 N. 19.56 E. (See Plan 


PORT LIMITS: The Southern boundary of the port is on a line betwe: 
Lat. 60°03.5'N., Long. 19°56.1'E. and Lat. 60°04.’ 
Long. 19° 55’ E. 
DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

3 Provision Lists. 

2 Special Lists (in possession each crew member — cigarette 

tobacco, spirit, radios, etc.). 

2 Bills of Lading. 

Registered Tonnage Certificate. 
PILOTAGE: Pilot arrives from station at Hamngatan 4, in Westerhar 
harbour, and meets entering vessels about 2 nautical miles S.W.. 
Marhallan lighthouse. 3 hours’ notice of ETA is required. Pilot stati 
and cutter are fitted with VHF radio and keep watch on Channel } 
24 hours a day. Working Channel is 13. Pilot can also be ordered! 
cable via Mariehamn Radio. 

Pilot can also be taken from Nyhamn pilot station 12 miles from? 
port. Nyhamn has VHF, Radio 2182 kHz and Radar. 

At Nyhamn, Sea Pilot may be obtained for the Baltic Sea, Bay 
Bothnia and Bay of Finland. 
ANCHORAGES: Good anchorages North of Grano Island in 10 m. 
20 m. water. 
MAX. SIZE: Ships of 160 m. length and 7 m. draft can enter the pt 
but require twin screw and bow thruster for safe manoeuvring. 
RADIO: Mariehamn Radio, call sign OHM on telegraphy and OFH' 
telephony. Connected to the public telegraph and telephone service 
VHF: Following stations keep watch on VHF Channel 16: Mariehat 
Radio, Mariehamns Pilot, Mariehamns Hamn_ (Harbour Offic 
Sjobevakningen Mariehamn. (The Coast Guard at Mariehamn.) 
TUGS: 1 tug of 320 h.p. available. The m/s Gustaf Erikson belongs 
the Alands Lifeboat Society. Usually ships’ lines are used. 
BERTHING: Quays for Passenger Vessels: 


Berth No. Length (m.) Depth (m.) Remarks 
1 10 7.5 

2 150 75 

3 190 1.9 Ro/Ro 
4 120 reas Ro/Ro 
5 140 ve Ro/Ro 


Power Station Pier: Depth 5.0 m. 

CRANES: 7 mobile cranes can be rented. Maximum lift, 2 cranes 
25 tons and 5 of 16 tons on the shortest radius. 

SPECIALISED CARGO-HANDLING FACILITIES: 3 berths for Rol: 
Roll-off traffic, used by car ferries. 

STEVEDORES: Ordered by Agents. ETA in good time to obtain gar 
DENSITY: 1005. 

TANKERS: Max. LOA 100 m. Depth alongside 5.5 m. 

MEDICAL: All services available. 

FRESH WATER: Most berths supplied by shore installations at 
15 t.p.h., otherwise by truck. 

FUEL: Only diesel oil, no heavy products. 

CONSULS: Denmark 11 454, Netherlands 12 070, Iceland 21 
Norway 12 050, Sweden 11 624, U.S.S.R. 11 524, Germany f 
16 270. France 13 931 

REPAIRS: Most repairs possible. 

DRY DOCKS: Slipway for small vessels, max. about 300 d.w.t.-400 
SURVEYORS: No permanent surveyors at Mariehamn. 
GANGWAY/DECK WATCHMEN: Available but not necessary. 
OPENING/CLOSING HATCHES: Normally done by crew. 
CERTIFICATES: International Tonnage Certificate or National Tonn 
Certificate. 

CUSTOMS ALLOWANCES: 200 cigarettes and limited amount sP 
for each crew member. 

REPATRIATION: Mariehamn is a good place for repatriation, with 7 
connections to Sweden and to the Finnish mainland every day, with! 
ferries and aeroplanes. About 1 million tourists visit Aland Island every J 
AIRPORT: About 5 km. from town, daily traffic to Stockholm | 
Abo/Turku. 

TIME: GMT plus 2 hours. Summertime GMT plus 3 hours. 
HOLIDAYS: See “Oulu”. 

POLICE/AMBULANCE/FIRE: Police 002 or 15 444; Ambulance | 
Fire 000 or 11 000. 

TELEPHONES: Available at berths for passenger ships. 
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IDENTIFICATION CARDS: Not needed for Scandinavian citizens. 
passports for all others. ‘ 

AUTHORITY: Port of Mariehamn, Harbour Office, Box 5, SF-22101 
arienamn, Finland. Tel: 928-13962/11302. Contact: Captain Uno J. 
Gottberg, Harbour Master. Jan Sundstrom, Port Director. 


NAANTALI: 60.28 N. 22.01 E. 


DOCUMENTS: 

Health Certificate. 

Crew List. 

Passenger List. 

Dangerous Cargo List. 

Ship's Register. 
PILOTAGE: Pilot compulsory at Uto Pilot Station. When approaching 
Uto communicate via VHF Channel 16 — ETA, name of vessel, 
destination, draft. Change of Pilot takes place in Lohm. Harbour Pilots 
available at the port. Distance Uto-Lohm, 25 miles. Lohm-Naantali, 
28 miles, depth 10.0 m. Uto-Houtskar-Naantali, 62 miles, depth 13.0 m. 
ANCHORAGES: Good safe anchorage in harbour area. Max. draft for 
vessels 10 m. Anchorage for vessels with draft 13.0 m. at Airisto. 
MAX. SIZE: Maximum permissible length for tankers 210 m., main quay 
-maximum length for any vessel 250 m. 
HEALTH: International Quarantine flag required in case of suspected 
disease or fever including preliminary report by VHF, otherwise ask 
Agent. 
AADIO: Hanko Radio; Mariehamn Radio; VHF Turku 26; VHF 
Mariehamn 27; VHF Korpo 23. 
VHF: Communication on Channel 16, own working Channel 11. 
RADAR: When Radar Service needed, contact Agent. 
TUGS: Harbour icebreaker tug Naantali 1,200 h.p., equipped with bow 
steering propeller. Use ship’s lines. Additional tugs on application from 
Turku. 
BERTHING: No special requirements. Harbour/Drafts: No tide. Main 
quay, length 370 m., draft 13 m. Timber quay, length 110 m., draft 8.0 m. 
3 car-ferry piers, length 80 m./165 m./95 m., drafts 9 m./6.4 m./6.0 m. 
Lubricating Oil pier/Car Ferry pier, length 95 m., draft 6.0 m. Sugar quay, 
length 32 m., draft 4.5 m. 
CRANES: 2 cranes owned by electric powerplant of 6 tons each. 
BULK CARGO FACILITIES: Grain handled by two pneumatic elevators 
and belt conveyor, Loading/Discharging 500 t.p.h., maximum reach for 
outletinlet 15 m. and 18.7 m., maximum height above quay level 9.0 m. 
and 16.0 m. when loading, discharging limits are 11.6 m. and 18.6 m., 
200 m. of main quay intended to be for handling of grain, 170 m. for 
coal, which is handled by 2 cranes of 6 tons each and belt conveyor, 
discharging rate about 2,000 t.p.h. 
SPECIALISED CARGO-HANDLING FACILITIES: Ro/Ro 
possibility. 
STEVEDORES: Available, ordered by Agent. 
MEDICAL: Advise by radio prior arrival if medical attendance required 
aboard. 
TANKERS: Oil Harbour, Neste Oy. Discharge lines ashore 10 in., 12 in., 
18 in., Diameter of cargo hoses and respective depth of tanker berths: 

Berth No. 1, 6 in., 5.7m. 

Berth No. 2, 10 in., 10.0 m. 

Berth No. 3, 8 in., 10 in., 12 in., 13.0 m. 
DENSITY: 1007. 
FRESH WATER: Supplied by shore installations at most berths. 
FUEL: All grades available. 
FIRE PRECAUTIONS: Usual precautions. 
CONSULS: In Turku 17 km. away. 


(See Plan) 
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Austria Tel: 382538 Iceland Tel: 516196 
Belgium Tel: 393666 Italy Tel: 515000 
France Tel: 534625 Norway Tel: 652211 
Germany F.R. Tel: 334800 Sweden Tel: 331310 
Greece Tel: 644301 U.S.S.R Tel: 336441 
Honduras Tel: 337181 U.K. Tel: 662211 


REPAIRS: Small repairs can be carried out, ask Agent. 

DRY DOCKS: None, see Turku. Naantali shipyard owned by Wartsila 

Marine Oy, Rauma-Repola Oy and Valmet Oy, new buildings, main 

dimension of dry dock 220 m. x 70 m., outfitting dock 180 m. x 125 m., 

sill depth 8.2 m. 

SURVEYORS: Contact Agent. 

GANGWAY/DECK WATCHMEN: Available. Tankers compulsory. 

OPENING/CLOSING HATCHES: Normally carried out by crew. 

CUSTOMS ALLOWANCES: 200 cigarettes/200 gm. tobacco and 

| bottle spirits/wine. 

REPATRIATION: Good connections. 

AIRPORT: 20 km. distant. Regular service. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: New Year's Day, Epiphany, Good Friday, Easter Monday, 

Labour Day, Whit Monday, Midsummer, All Saints’ Day, Independence 

Day, (6th December), Christmas. 

age AMBULANCEYFIRE: Police 751 133; Ambulance 751 123, Fire 
le 000. 

THLEPHONES: A telephone connection available at Main Quay and 

lo. 22. 

oe LEAVE: No restrictions for crew members. 

RE NTIFICATION CARDS: Not required. 

CULATIONS: Oil pollution strictly prohibited. Dumping of waste, 

OE Se, etc., also prohibited. 

4 LAYS: Usually no delays. 

UTHORITY: Naantalin Satamalaitos, Satamatie 13, 21100 Naantali, 

He and. Tel: 921-755111. FAX: 921-751727. Contact: Harbour Manager 
Hannu Haatainen, Port Captain. 


FINLAND 


OULU: 65.00 N. 25.25 E. (See Plan) 


PORT LIMITS: The seaward boundary of the port is drawn West of Oulu 
Roads. The arriving vessel passing the line Hermanni Island — Kyrokari 
Ice Buoy is inside the boundaries and if necessary to anchor on the 
roads, is considered to be an “arrived vessel”. 

Port consists of four separate parts: Toppila, Nuottasaari, Oritkari and 
Vihreasaari harbours. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

Customs Documents. 

2 Crew Bond Declarations. 

2 Ship's Bona-store Lists. 

Derat Certificate. 

4 Manifests. 

2 Bills of Lading. 

Ship's Register, Certificate of tonnage. 
PILOTAGE: Vessel requiring Pilot applies from Marjaniemi. Pilot station, 
Lat. 65° 02’ 4” N., Long. 24° 34’ E., near West point of Hailuoto Island. 
Pilots require 12 hours’ notice of ETA to Peltinmatala lightbuoy (Pilots) 
or to alternative position 3 miles North of Kelmi lightbuoy. Pilot boat red 
coloured displaying usual international pilot signs. Pilot station equipped 
with MF (2182) and VHF, listening on Channels 16 and 13, radar and 
RC. Morse signalling by light. No specific requirements on part of Pilots 
boarding, only safe pilot ladder according to rules. Anchorage near 
lightbuoy Peltinmatala, when awaiting for Pilot in fine weather; in bad 
weather advisable to ride against weather and wind. Pilot for Oulu can 
also be obtained near the “Kemi 1” light-tower. Vessels with a draft 
more than 8.0 m. can use both fairways, depth 10.0 m. Pilot either from 
Marjaniemi or “Kemi 1” pilot station, wireless 2182 or VHF Channels 
16 and 13. 
ANCHORAGES: Safe anchorage on Oulu roads. There are no safe 
anchorages West of Hailuoto Island. 
RESTRICTIONS: Day and night service, no tides. Winter season, 
contact ice-breaker 24 hours in advance on MF (2182), or VHF 
Channel 16. 
MAX. SIZE: Marjaniemi Fairway: 10.0 m. 

Kemi Fairway: 10.0 m. 
Toppila Harbour: Toppila Quay depth 6.1 m., Hietasaari Quay, depth 
6.1 m. 
Oritkari Harbour: Main Quay, depth 9.0m. Stern Door Quay, depth 
7.0 m. North Quay, depth 10.0 m. 
Nuottasaari Harbour: Main and Chemical Quay, depth 6.4 m. 
Vihreasaari Harbour: Oil Quay, length 72 m., depth 10.0 m. Bulk Quay, 
length 150 m., depth 10.0 m. 

Also see “Berthing”. 
HEALTH: No special rules existing in obtaining pratique. If disease or 
fever is suspected on board report to ship's Agent; will contact the Health 
Authority for necessary arrangements. 
RADIO: Helsinki Radio (North Quarken). Close to Hailuoto Island call 
“Helsinki Radio” VHF Channel 27 or Channel 24. 
RADAR/VHF: At Marjaniemi Pilot station, radar range 30 miles. Contact 
with MF (2182) or VHF (Channel 16). All ice-breakers keep watch on 
frequency 2182 and VHF (Channel 16). 
TUGS: Tug optional, but for vessels over 140 m. long use is advisable. 
Tug (“Tuura”, 3,600 h.p.) will meet on Oulu Roads according to 
agreement; customary to use ship's lines in open water and lines from 
tug during ice operations. 
BERTHING: Toppila Harbour: Depth 5.0 — 6.1 m. Toppila Quay length 
992 m. Hietasaari Quay length 600 m. 
Nuottasaari Harbour: Main Quay, length 320 m. Chemical Quay, length 
125 m. 
Oritkari Harbour: Main Quay, length 270 m. Stern Door Quay, length 
85 m. North Quay, length 170 m. Facility for Ro/Ro service. 
pivee sae Harbour: Oil Quay, length 72 m. Bulk Quay, length 150 m. 
CRANES: 


Reach of 
No. Capacity arm Type 

(tons) (m.) 
Nuottasaari Harbour 1 S 12 Movable 
Toppila 1 3) 12 i 
Toppila 1 3 12 
Vihreasaari 1 6 22 " 
Vihreasaari 1 8 26 2 


CARGO HANDLING FACILITIES: Toppila Harbour is equipped with 
2 cranes, Vihreasaari Harbour with 2 cranes and Nuottasaari Harbour 
with 1 crane to load and discharge bulk cargoes and general cargoes 
with hook. 10 mobile cranes available from stevedores in all ports. 

Ro/Ro berth is adjacent to the Oritkari Harbour. 

Oritkari Harbour is built to mechanically handle paper cargoes. 

Free zone warehouse in Toppila (700 sq.m.) and free zone area in 
Oritkari (18,000 sq.m.). Warehouses in Toppila and Oritkari of 
31,500 sq.m. There is a large amount of open storage in all harbours. 
BRIDGES: No bridges. Electric cable across Toppila fairway, 50 m. 
above water. 

STEVEDORES: 24 hours’ notice of ETA to be given to Agent who 
arranges necessary gangs. 

MEDICAL: Medical attention arranged through Agent, 2 — 4 hours’ notice 
required. Good hospital facilities available. 

TANKERS: One principal tanker berth in Vihreasaari Oil Harbour, depth 
10.0 m. Discharge lines of 12, 14 and 18 in. Pressure 10 kg./sq.cm. 
DENSITY: Fresh water. 

FRESH WATER: Available at main berths and Oil Harbour from pipe- 
line, cost about 9.00 Fmk/ton. Elsewhere water is delivered by boat, 
cost about 10.00 Fmk/ton. 

FUEL: Small quantities of all grades available, delivered by lorries. 
CONSULS: Sweden, Norway, Denmark, Netherlands and United 
Kingdom. 
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REPAIRS: Minor deck and engine repairs carried out. Docking only for 
small tug boats. 
SERVICES: Compass adjusters and ship's cleaning. 
DRY DOCKS: One small slipway. Max. vessels of 25 m. length and 
8 ft. draft. 
GANGWAY/DECK WATCHMEN: Watchmen recommended. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
Stevedores will do it by order of Master and will charge as shipwork. 
CERTIFICATES: 

Nationality Certificate. 

Measuring Certificate. 

Load-line Certificate. 

Classification Certificate. 

Safety Equipment Certificate. 

Radio Safety Certificate. 

Derat Certificate. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 200 gm. pipe 
tobacco or equal amount of cigars allowed to each member of crew. 
Wine and/or Spirit: One bottle wine or spirit allowed for each member 
of the crew. 
CARGO GEAR: Tested cargo gear to international safety regulations. 
Test certificates to be on board vessel. 
REPATRIATION: Good facilities for effecting crew changes and to 
arrange necessary repatriation. 
AIRPORT: Oulu Airport 15 km. from harbour served by regular airlines. 
Six daily flights to Helsinki (worldwide connections) and six flights from 
Helsinki to Oulu with continuous connection to Kemi and Rovaniemi. 
TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: General holidays in Finland: New Year's Day (January 1st); 
Good Friday; Easter Monday; Labour Day (May 1st); Independence Day 
(December 6th); Christmas Day (December 25th); Boxing Day 
(December 26th). 
POLICE/AMBULANCE/FIRE: Fire 005, Reserve 006; Ambulance 006, 
Reserve 005; Police 002, Reserve 003. 
TELEPHONES: A telephone connection available in all harbours. 
SHIP SUPPLY SERVICE: English speaking Pilots keep watch round 
the clock at Oulu pilot station on VHF Channels 13 and 16. The have 
pilot boats for ship-to-shore transport in emergency cases. In other cases 
Oulu Harbour Radio keeps English speaking watch in office hours VHF 
Channels 13 and 16. At other times the Pilots help to translate messages 
to tugowners. Oulu Harbour and a few private Owners have tugboats 
for service around the clock. Helsinki Coastal Radio has watch around 
the clock on Channels 16 and 27. They can arrange a helicopter in 
emergency cases for service in whole Bay of Bothnia area. 
IDENTIFICATION CARDS: Not needed. 
DEVELOPMENTS: The 8.0 m. channel from Marjaniemi Pilot to Oulu 
Roads is under dredging to 10.0 m. 
AUTHORITY: Port of Oulu Authority, Harbour Office of Oulu, P.O.Box 


48, 90521 Oulu, Finland. Tel: 981-344266. Cables: Satama. 
Contact: Veikko Lauriala, Port Captain. Tel: 358-81-344266. 
PARGAS: 60.18 N. 22.18 E. (See Plan) 
DOCUMENTS: 

3 Crew Lists. 


2 Customs Provisions Lists. 

2 Customs Special Lists. 

2 Passenger Lists. 

2 Copies each Bill of Lading. 

Tonnage Certificate and in special instances other regular documents. 
PILOTAGE: On arrival at Pargas, from Gulf of Finland, from Baltic via 
Uto, from Gulf of Bothnia via Enskar, information of ETA to be given in 
good time to respective pilot stations. VHF Channel 16 for calling, 13 for 
further communication. Charge for pilotage in accordance with official 
Finnish tariff. Harbour Pilot available, but not compulsory, and can be 
ordered through Sea Pilot. 

ANCHORAGES: Well sheltered and safe anchorage, 
outside harbour area. 

MAX. SIZE: Maximum depth both in channel and along quay 6.70 m. 
As regards length of quay and possibilities for a quick dispatch, it is 
desirable (though not an absolute stipulation) that discharging vessel 
be a bulk carrier with the engines aft. 

HEALTH: Free Pratique automatic for all vessels, but temporary 
exceptions in and according to regulations issued by WHO and 
Authorities may occur. 

RADIO: Radio-telephone contact with Agent and consignee/shipper is 
obtained via Mariehamn, radio-call 2196 kHz, reply 1852 OHF; or via 
Hango, radio-call 1967 kHz, reply 2649 OFO. Contact with VHF is made 
via Abo, Channel 26. 

TUGS: A small motor tug of 200 h.p. available. 

BERTHING: Directions to berth via nearest pilot station, Pargasport. 
Quay level above water 1 — 2 m., dependent on berth. 

Length of quays, 800 m. 2 electric coal-discharging bucket cranes and 
one electric conveyor belt. 

STEVEDORES: Arrangements will be made by Agent, who must be 
advised of ETA previous day to enable arrange men, trucks, etc. 
MEDICAL: Medical Officer available locally. Necessary examination and 
taking of tests usually done in Abo. Regular appointment with local 
physician can be arranged by telephone with Agent or doctor. 
DENSITY: Brackish water 1002. 

FRESH WATER: Delivery from installation on quay. 

FUEL: No local supply. In case of need delivery by truck from Abo. 
CONSULS: See ‘Turku’. 

REPAIRS: Facilities for arranging small repairs on deck and engine in 
Pargas, but usually carried out by reliable companies in Abo. 
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DRY DOCKS: No local docking facilities. See “Turku”. 
GANGWAY/DECK WATCHMEN: Available but not necessary. 
OPENING/CLOSING HATCHES: Must always be performed by creq 
CERTIFICATES: Normally Tonnage Certificate only but in spec 
instances other regular ship's documents may also be needed. 
CUSTOMS ALLOWANCES: Tobacco, Wine and/or Spirits. 5 
accordance with the decision of Customs Authorities. 

AIRPORT: Nearest airport in Abo. Distance about 25 km. 
HOLIDAYS: Whit Monday, Midsummer (2 days), All Saints’ Da 
Independence Day (6th December), Christmas (25th Decembe, 
Work in harbour carried out during these days only under very Pressin 
circumstances. 

POLICE/AMBULANCE/FIRE: Police 744048; Ambulance 744064; Fy 
005; Life-saving Corps 356595. 

TELEPHONE: No facilities for placing telephone on board. Telephon 
available on quayside. 

SHORE LEAVE: No restrictions for crew members. 
IDENTIFICATION CARDS: Not required. 

DELAYS: Vessels dispatched in order of arrival. Usually no delays ooo, 
as work has generally been carried out within the time limit stipulate 
in C/P. Port activity aimed at good dispatch of vessels, and consequent 
work in 2 shifts has been arranged. 

AUTHORITY: Oy Partek Ab., 21600 Pargas, Finland. Tel: 921-7421\) 
Telex: 62220. Cables: Pkpar Finland. Contact: Karl-Erk Lindhol, 
Manager of Shipping Department. 


PATENIEMI: 65.06 N. 25.23 E. (See Plan 


OPERATORS: Veitsiluoto Oy, Pateniemi Sawmill. Port used for expo 
of timber only, about 120,000 cu.m. per year. 12 km. North of Oulu. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

Customs Documents. 

2 Crew Bond Declarations. 

2 Ship’s Bond Store Lists. 

Derat Certificate. 

4 Manifests. 

2 Bills of Lading. 

Ship's Register, Certificate of Tonnage. 
PILOTAGE: Pilot station at Marjaniemi. Marjaniemi — Oulu Road 
40 nautical miles, 7.0 m. depth. Oulu Roads — Pateniemi 6.0 m. dept 
ANCHORAGES: Safe anchorage on Oulu roads. There are no sé 
anchorages West of the Hailuoto Island. 
RESTRICTIONS: Day and night service, no tides. Winter seasi 
contact ice-breaker 24 hours in advance on HF (2182), or VH# 
Channel 16. 
MAX. SIZE: Only dry cargo vessels use this terminal. Max. draft 6.06 
Length 100 m. (approx.). 
HEALTH: No special rules existing in obtaining Pratique. If fever ¢ 
disease suspected on board to be reported to ship's Agent, he w 
contact Health Authority for necessary arrangements. 
RADIO: “Vaasa Radio” (North Quarken). Approaching Oulu cont 
Agent through “Vaasa Radio”. Close to Hailuoto Island call “Oulu Rade 
VHF Station, Channel 27. 
RADAR/VHF: At Marjaniemi Pilot station, radar range 30 miles. Conta: 
with HF (2182) or VHF (Channel 16). All ice-breakers keep watch ¢ 
frequency 2182 and VHF (16). 
TUGS: Tug optional. Tug will meet on Oulu Roads, according ! 
agreement. Customary to use ship's ropes. 
BERTHING: One berth of 85 m. enabling one vessel of medium size! 
load at quay. Depth at quay is 6.61 m. 
STEVEDORES: 24 hours’ notice of ETA to be given to Agent, wi 
arranges necessary gangs. 
MEDICAL: Medical attention arranged through Agent. 2—4 hours’ note 
required. Good hospital facilities available. 
DENSITY: Fresh water. 
FRESH WATER: Available and delivered by boat and from pipe-line 
FUEL: Small quantities of all grades available, delivered by lorries. 
FIRE PRECAUTIONS: Smoking prohibited in timber yards. 
CONSULS: British (Consul), Danish, French, Dutch, Italian, Norweg 
and Swedish Vice-Consuls at Oulu. 
GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Normally carried out by ci 
Stevedores will do it by order of Master and will charge as ship wort 
CERTIFICATES: 

Nationality Certificate. 

Measuring Certificate. 

Load Line Certificate. 

Classification Certificate. 

Safety Equipment Certificate. 

Radio Safety Equipment. 

Derat Certificate. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 200 gm. 
tobacco or equal amount of cigars allowed to each member of c® 
Wine and/or Spirit: 1 bottle wine or spirits is allowed for each men 
of the crew. 
CARGO GEAR: Tested cargo gear to international safety regulatio® 
Test certificates to be on board. 
REPATRIATION: Good facilities for effecting crew changes and! 
arrange necessary repatriations. 
AIRPORT: Oulu Airport about 25 km. from harbour served by reg 
airlines. 7 daily flights to Helsinki and 6 flights from Helsinki to Oulu ¥ 
continuous connection to Kemi and Rovaniemi 
TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer 


HOLIDAYS: General Holidays in Finland: New Year's Day (January 1st); 
Epiphany; Good Friday; Easter Monday; Labour Day (May 1st); 
ascension Day; Whit Monday; Midsummer Day; All Saints’ Day; 
independence Day (December 6th); Christmas Day (December 25th); 
poxing Day (December 26th). 
pOLICE/AMBULANCE/FIRE: Fire Tel: 005, Reserve Tel: 006; 
ambulance Tel: 006, Reserve Tel: 005; Police Tel: 002. 
SERVICES: Compass adjusters and ship's cleaning (no tank-washing). 
REGULATIONS: Oil pollution strictly prohibited. Considerable number 
+ logs lying in water and damages are ship's responsibility. 
SHORE LEAVE: Crew members allowed ashore without restrictions. 
IDENTIFICATION CARDS: Not needed. P 
AUTHORITY: Veitsiluoto Oy, Timber Division, 94830 Kemi, Finland. 
Tel’ 3586988171. Telex: 3633 Fenia sf. FAX: 358698814787. 

Sawmill Industry at Pateniemi: PL 29, SF-90581 Oulu, Finland. Tel: 
9) 81 510555. Telex: 32274. FAX: (9) 81 511533. Contact: Shipping 
Department. 


PORI, (including Mantyluoto, Reposaari and Tahkoluoto): 
61.36 N. 21.29 E. (See Plan) 


PORT LIMITS: The line between the lighthouses on Mantyluoto and 
Reposaar'. 
DOCUMENTS: 

Ship's Register. 

Crew List. 

Passenger List. 

Customs Documents. 

Manifests. 

Bills of Lading. 
PILOTAGE: Pilot compulsory. Cable address: Luotsiasema, Mantyluoto 
(pilot station Mantyluoto), VHF Channel 16 or frequency 2182. 24 hour 
service by pilot boats from Mantyluoto pilot station, boats red-painted, 
international light or sound signals. Pilot to be taken 4 miles off 
Mantyluoto. In heavy fog, if required, pilot station able to navigate vessels 
nto harbour by radar, provided vessel has corresponding equipment. 
ANCHORAGES: Reposaari Roads and outside the breakwater. 
RESTRICTIONS: Depth in the channel 8.6 m. 
MAX. SIZE: Tahkoluoto Oil Harbour: Max. draft: 10.0 m. 
Tahkoluoto Bulk Harbour: Max. draft: 10.0 m. Length of the quay 145 m. 
Deep Water Harbour: (Berth Nos. 23-24). Length of quay 450 m., 
max. draft 15.3 m. 
Reposaari: Max. draft 3.9 m. 
RADIO: Inform Agents giving ETA via Helsinki Radio, Hanko Radio, or 
Mariehamn Radio, or VHF Channel 26, Pori. 
TUGS: 5 tugs available from 200 h.p. up to 3,520 h.p. Tugs normally 
join the vessel near the quays. Tugs use ship's lines. 


BERTHING: 
Quay Depth of water 
Quay Section (at normal water) 
(m.) 
Kivilaituri 1 6.0 —6.5 
2 45-5.5 
Betonilaiturin lansipaa 3,4,5 7.0 
Betonilaiturin itapaa 6,7, 5 6.5 
9 3.9 
Vasikkaniemen etelalaituri 10 3.9 
11, 12 6.5 
Vasikkaniemen paalaituri 13 7.0 
Vasikkaniemen pohjoislaituri 14-18 8.1 
Kirrisannan laituri 19 8.3 
Reposaaren laituri 20 45 
Tahkoluodon laituri 21 “ALR =) 
Deep water harbour 23,24 17.5 
CRANES: 
Quay Cranes 
Quay Section Number Capacity 
F { = = 
Kivilaituri 2 = as 
Boe ; 2 3 tons 
8etonilaiturin lansipaa 3, 4,5 { 3 2/5 tons 
8etonilaiturin itapaa = 2,8 = aie 
y . ioe 10 1 6 tons 
sekkaniemen etelalaituri 11,12 { 2 5 tons 
Vasikkaniemen paalaituri 13 1 25 tons 
3 6 tons 
Yasikkaniemen pohjoislaituri 14-18 1 15/30 tons 
1 16/40 tons 
Kirrisannan laituri 19 1 200 tons 
Reposaaren laituri 20 _ — 
'ahkoluodon laituri 21 _ _ 
Deep water harbour 23,24 1 1,500 t.p.h. 
(unloader) 


2 20/40 tons 

CARGO HANDLING FACILITIES: Three Ro/Ro berths (Berths No. 2, 
+? and 19)., 30-ton and 40-ton cranes able to handle containers. 
ahkoluoto Bulk Harbour: Transhipment berth (Berth No. 21) equipped 
ie Conveyor, rate 1,200 t.p.h. Unloading capacity at new Deep Water 
aeour 's 1,000-1,400 t.p.h. by Siwertell travelling ship unloader. 

; EVEDORES: The vessels receive workers in the order in which they 
‘ler the harbour. ETA advices appreciated in order to facilitate 
aanging gangs. 
MEDICAL: No advance notice for medical attention required. Hospital 
cilities available. 
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TANKERS: Berth No. 22. Depth 11.5 m. Max. draft 10.0 m. 
DENSITY: 1004.5. 

FRESH WATER: Supply by shore installation. 

FUEL: All grades available. 

CONSULS: Vice-Consuls: Britain, Tel: 939/443122; Denmark, Tel: 939/ 
443122; Netherlands, Tel: 939/443222; Norway, Tel: 939/443222; 
Sweden, Tel: 939/11141. 

REPAIRS: Most repairs possible. 

GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: This work normally carried out by 
crew. 

CERTIFICATES: Load Line Certificate; and during Winter season Ice 
Dues Certificate which issued by authorities for each season. 
AIRPORT: Distance from airport 22 km. Served regularly by Finnair. 
TIME: Local time 2 hours ahead of GMT. 3 hours ahead in Summer. 
(end March — end September.) 

GENERAL: Harbour icebreaker “Porin Karhu”, 3,500 h.p. available. 
AUTHORITY: Port of Pori Authority, 28880 Pori 28, Finland. Te/: 39- 
343700. FAX: (35839) 443911. Contact: Simo Hermonen, Port Manager. 


PORKKALA (Kantvik): 60.05 N. 24.23 £. (See Plan) 


Documents and all general information, refer to “Helsinki”. 
PILOTAGE: A Pilot can be obtained from the Pilot Station of Porkkala, 
Tel. 90-2984 112 or VHF Channels 13 and 16. Distance to port about 
14 miles. Pilotage in the harbour area may be carried out only by State- 
appointed Pilots. Pilotage in the harbour is not obligatory. 

MAX. SIZE: Maximum draft 30 ft. 2 in. (9.2 m.). 

APPROACHES: There are four official ship routes leading to the port 
of Porkkala (Kantvik) of Suomen Sokeri Osakeyhtio. The deepest one 
is 9.2 m. (30 ft.) and the shallowest one is 5.5 m. (18 ft.). The port does 
not have an ice-breaker of its own and the fairway is kept open by means 
of the State's ice-breakers. 

CLEARANCE: The Customs formalities of the port are attended to by 
the Custom House of Helsinki. 

TUGS: A tug is available. 

BERTHING: The Port of Porkkala (Kantvik) is owned by Suomen Sokeri 
and it is located at Kantvik. Directly in the vicinity of the port there is the 
factory of Suomen Sokeri Osakeyhtio (sugar mill). The port basin has 
3 quays: 

The outer quay is 110 m. long, draft 9.2 m. (30 ft. 2 in.). 

The inner quay is 50 m. long, draft 5.3 m. (17 ft. 4 in.). 

The fairway of the port basin is 120 m. wide, narrowing up at its end 
to 76.5 m. South quay (at the South bank of Kantvik Bay) is 60 m. long, 
draft 9.2 m. (30 ft. 2 in.). 

DENSITY: 1004. 

CRANES: Two cranes, capacity 8 tons. One crane is on the outer quay 
and one on the South quay. 

FRESH WATER: Available at quays. 

CONSULS: Nearest in Helsinki. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally by the crew. 

AIRPORT: Nearest Helsinki, distance 45 km. 

TIME: Local time is GMT plus 2 hrs. GMT plus 3 hours in Summer. 
HOLIDAYS: On Saturdays, Sundays and General Holidays in Finland 
no cargo work is done. 

POLICE/AMBULANCE/FIRE: Contact the Gatehouse of Factory. 
TELEPHONES: Can be arranged on board. Telephone calls can be 
made from the Harbour Office during day-time. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not needed. 


SHIPMASTER’S REPORT: The sugar discharging berth for Porkkala is 
at Kantvik, situated in Lat. 60° 05’ N., Long. 24° 23.25’ E., about 21 miles 
West of Helsinki. 

The Pilot for the port is embarked at the position indicated on British 
Admiralty Chart No. 2331, 115°x3.5 miles from Porkkala lighthouse. 
From there to the berth is 12 miles and the passage presents no 
difficulties. It is well lit, and there is ample water. The least depth 
recorded was 31 ft. and that was alongside the berth. There is a powerful 
tug for assisting in berthing and unberthing. 

The discharging berth, alongside which vessels lie port side to, is 
modern and well fendered. It is sheltered from most directions. 
Unfortunately, the berth is short for a 500 ft. vessel, and additional 
moorings have to be placed from amidships. 

There is only 1 crane on the berth and to work either of the end hatches 
a shift would be necessary. Work was continuous while the vessel 
discharged her part cargo at Kantvik, and an out-turn rate of 100 t.p.h. 
was achieved. 

Fresh water is readily available from the Jetty, and presumably, fuel 
could be obtained from Helsinki. Telephones in the dock offices are 
available for official use. 

There is a bus service to and from Helsinki, the journey taking about 
40 minutes. 


AUTHORITY: Kantvik Port Co. Ltd., 02460 Kantvik, Finland. Tel: 358- 
0-2985166. FAX: 358-0-2985163. Contact: Harbour Master. 
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PORVOO (Skoldvik): 60.18 N. 25.33 E. (See Plan) 


The harbour is a private oil harbour owned and managed by Neste Oy. 

The harbour is located at Skoldvik in the municipal area of Porvoo 
about 45 km. (28 miles) East of Helsinki, Lat. 60° 18’ N., Long. 25° 33’ E. 
The area is shown on Finnish Marine Chart Nos. 17 and 902. 

The distance from the Kallbadagrund Lighthouse to the harbour is 
20.5 nautical miles (38 km.). The minimum width of the harbour channel 
is 270 m. (885 ft.) and the approved depth is 15.3 m. (50 ft.). 

The water level varies between +1.5m. and —0.75 m. (+5 ft. and 
—2.5 ft.) depending on the wind. There are no tides in the area. 

The Winter period is from January to the end of April. During this time 
the channel from the open sea to the harbour is kept open by icebreakers 
owned by the State. The Finnish Board of Navigation determines the 
requirements for vessels allowed to enter various ports during this 
period. 


DOCUMENTS: The following documents shall be handed over after 
berthing: 

4 Crew Lists. 

2 Lists of Visitors. 

3 Passenger Lists. 

1 Provision List. 

1 Special List (Customs). 

Ship's Register, Certificate of Tonnage. 

Cargo Documents. 


PILOTAGE: Pilotage is compulsory. The Pilots are Sea Pilots employed 
by the State. They also perform the pilotage inside the port area. 

The pilot station is at the outer end of Emsalo Island. Vessels entering 
from the sea are boarded by the Pilot at Kallbadagrund, Lat. 59° 59.1’ N., 
Long. 25° 36.1’ E. 

The Pilot shall be called by using the international code, VHF 
Channels are 13 and 16. 

The Sea Pilots serve as Docking Masters berthing the vessel with the 
help of 2 tugs when the vessel is over 15,000 tons. 


RESTRICTIONS: Vessels can enter and leave the harbour 24 hours a 
day. However, vessels whose keel clearance is minimal are not allowed 
to berth in darkness or under unfavourable wind conditions. 

In Winter, port kept open by ice-breakers. 


MAX. SIZE: Up to about 260,000 d.w.t. Max. draft 15.3 m. 


HEALTH: Bill of Health not required. In case suspected disease or fever 
on board, radio Agent full details before arrival to advise Port Health 
Officer in advance. 


RADIO: Notice of arrival shall be given 12 hours before the calculated 
time of arrival by the ship’s Agent (Helsinki Radio). Two hours before 
arrival at the boarding site for the Pilot, the same notice shall be sent, 
including 

(1) The name and the nationality of the vessel 

(2) Nett registered tonnage 

(3) The time and date of the notice 

(4) The draft of the vessel 

(5) Time of arrival at the boarding site for the Pilot. 


VHF: The harbour office is open 24 hours a day. It is proyided with the 
VHF station “Neste”. The following Channels are available: 6, 9, 13, 15, 
16, 17 and 21. Telex connection is 12467159. 


TUGS: The harbour tugs “Esta” and “Esko” owned by Neste are 
available to handle vessels. Respective capacities are: 
“Esta” 1,000 kW (1,330 h.p.) “Esko” 2,352 kW (3,200 h.p.) 
Vessels over 80,000 d.w.t. need additional tugs, which the ship's 
Agent shall order from Helsinki. 
The ship's own lines shall be used for towing. 
Tug to stand-by whilst vessel discharging if vessel over 130,000 d.w.t. 


BERTHING: There are 5 berths available for discharging crude oil and 
loading of oil products. 2 additional berths are available for handling of 
petrochemical products. 
Loading and discharging is possible around the clock. During the 

icefree period all berths are surrounded by oil booms. 
Berth 1: Face direction 023° 42’ 

Water depth 12.6 m. (41 ft.) 

Maximum vessel size about 50,000 d.w.t. 


Face direction 128° 42’ 

Water depth 17.6 m. (57 ft.) 

Maximum vessel length 330 m. (1,082 ft.) 
without special permission 

N.B 


Berth 2: 


Vessel to be moored starboard side alongside 
Shore gangway 

Maximum reach of loading arms 

+21.5 m. (+70 ft.) from sea level 


Face direction 128° 42’ 

Water depth 17.6 m. (57 ft.) 

Maximum vessel length 280 m. (918 ft.) 
N.B. 

Vessel to be moored starboard side alongside 
Shore gangway 

Maximum reach of loading arms 

+19.5 m. (+64 ft.) from sea level 

Face direction 017° 56’ 

Water depth 15.3 m. (50 ft.) 

Maximum vessel size about 150,000 d.w.t. 
Face direction 002° 58’ 

Water depth 8 m. (26 ft.) 

Maximum vessel size about 8,000 d.w.t. 


Berth 3: 


Berth 4: 


Berth 5: 
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Berth 8: Face direction 004° 42’ 

Water depth 13.5 m. (44 ft.) 

Maximum vessel size about 40,000 d.w.t. 
Berth 9: Face direction 333° 18' 


Water depth 7.3 m. 
Maximum vessel size about 7,000 d.w.t. 

The water depths correspond to the normal water level. 

All loading arm flanges are ANSI 150 Ib. RF. For tugs and cap 
vessels there are separate berths in the harbour. 
DISCHARGING/LOADING: The usual methods are applied , 
discharging and loading. While discharging and loading the safety ng 
for Neste tank vessels and oil harbours shall be followed. 

Crude oil can be discharged simultaneously at a maximum of thre 
berths. However, at Berths 2 and 3 only one ship at a time can} 
discharged because of a common pipe-line. 

Berth 8 is used for benzene loading, capacity 500 cu.m./h. ay 
propylene loading, capacity 400 cu.m./h. 

During cargo handling adequate crew shall be on board. A gangwe 
watchman is not required. 

Loading and Discharging Facilities: 
Berth 1: Discharging rate 4,000 cu.m./h., shore line 24 in. diameter, am 
No. 12 and No. 13, 212 in. diameter. 

Loading rate for heavy fuel oil 3,500.cu.m./h., shore line 205 
diameter, arms No. 12 and No. 13, 212 in. diameter. 

Loading rate for diesel oil 2,000 cu.m./h., shore line 14 in. diamete 
arm No. 14, 1x12 in. diameter. 

Loading rate for gasoline 2,000 cu.m/h., arm No. 15, 1%125 
diameter. 

Loading rate for jet fuel 500 cu.m./h., arm No. 16, 18 in. diamete 

Deballasting 1,000 cu.m./h., arm No. 12, 112 in. diameter. 

Bunkering rate 600 cu.m./h., arm No. 11, 1x8 in. diameter. 

All flanges ANSI 150 Ib., RF. 

LPG loading rate 80 cu.m./h., hose 1x4 in. diameter, flanges AN‘ 
300 Ib., RF. 


Berth 2: Discharging rate 11,000 cu.m./h., main shore line 40° 
diameter, arms No. 22, No. 23 and No. 24, 3x16 in. diameter. 
Loading rate for heavy fuel oil 5,000 cu.m./h., arm No. 22, 1* 16% 
diameter. 
Deballasting 1,000 cu.m./h., arm No. 22, 116 in. diameter. 
Bunkering rate 600 cu.m./h., arm No. 21, 1x10 in. diameter. 
All flanges ANSI 150 Ib., RF. 


Berth 3: Discharging rate 6,000 cu.m./h., main shore line 40 in. diamete 
arms No. 34 and No. 35, 2x12 in. diameter. 

Loading rate for heavy fuel oil 5,000 cu.m./h., arms No. 34 andi 
35, 2x12 in. diameter. 

Loading rate for diesel oil 2,500 cu.m./h., arm No. 33, 1X12t 
diameter. 

Deballasting 1,000 cu.m./h., arm No. 35, 1x12 in. diameter. 

Bunkering rate 600 cu.m./h., arm No. 37, 1x8 in. diameter. 

All flanges ANSI 150 Ib., RF. 


Berth 4: Discharging rate 6,000 cu.m./h., shore line 24 in. diamett 
arms No. 42 and No. 43, 2x12 in. diameter. 

Loading rate for heavy fuel oil 4,000 cu.m./h., shore line 20 in. or 24° 
diameter, arms No. 42 and No. 43 or No. 43 and No. 44, 2x12) 
diameter. 

Loading rate for diesel oil, cat cracked spirit and unleaded gasol 
2,000 cu.m./h., arm No. 44, 1x12 in. diameter. 

Loading rate for gasoline 2,000 cu.m./h., arm No. 45, 1x12! 
diameter. 

Loading rate for straight-run naphtha 1,500 cu.m./h., arm No, # 
1x12 in. diameter. 

Loading rate for bitumen 1,000 cu.m./h., arm No. 40 18 in. diamet 

Deballasting 1,000 cu.m./h., arm No. 42 and No. 44, 2x12! 
diameter. 

Bunkering rate 600 cu.m./h., arm No. 41, 1x8 in. diameter. 

All flanges ANSI 150 Ib., RF. 

Discharge rate for coal: 11,000 tons per 24 hours. 


Berth 5: Discharging rate 1,000 cu.m./h., arm No. 51, 1x8 in. diamet 

Loading rate for heavy fuel oil 1,000 cu.m./h., arm No. 51, 1x8 
diameter. 

Loading rate for diesel oil 1,000 cu.m./h., arm No. 52, 1x8 
diameter. 

Loading rate for gasoline 1,000 cu.m./h., arm No. 53, 1x8 
diameter. 

Deballasting 1,000 cu.m./h., arm No. 51, 1x8 in. diameter. 

Bunkering rate for heavy fuel oil 600 cu.m./h., arm No. 51, 1x8! 
diameter. 

Bunkering rate for diesel oil 40 to 1,000 cu.m./h., arm No. 52, 1x8 
diameter and hose 12 in. diameter. 

All flanges ANSI 150 Ib., RF. 

LPG loading rate 80 cu.m./h., hose 1x4 in. diameter, flanges AY 
300 Ib., RF. 


Berth 8: Loading rate for benzene 500 cu.m./h., arm No. 81, 1x8 
diameter. 
Loading rate for phenol 100 cu.m./h., hose 1x6 in. diameter. 
Loading rate for propylene 400 cu.m. ‘h., hose 1x8 in. diameter 
Loading rate for oily water 100 cu.m./h., hose 1 x 4 in. diameter 
Loading rate for acetone 300 cu.m./h., arm 18 in. 
Flanges for propylene loading ANSI 300 Ib., RF. 
All other flanges ANSI 150 Ib., RF. 


Berth 9. 
Discharging rates for: 

Styrenemonomer 500 cu.m./h. 
Ortoksylene 500 cu.m./h. 
Hexanol 500 cu.m./h. 
Giykol 60 cu.m./h. 
Oktano! 500 cu.m./h. 
vCM 45-200 cu.m./h. 
sobutene 270 cu.m./h. 
Ethylene 270 cu.m./h. 
Vinylasetate 200 cu.m./h. 
Alfol-610 500 cu.m./h. 
Butadiene (loading) 270 cu.m./h. 


BALLAST: There are facilities for discharging ballast at oil berths. 


However, discharging can be effected simultaneously only from 2 berths. 


The capacity of the ballast handling system of the refinery is 
30,000 cu.m. and the maximum discharging rate at each berth is 
1,000 cu.m./h. Ballast over 5,000 cu.m. must be reported 48 hours prior 
to arrival. 

° The harbour office collects a charge to cover treatment costs for 
receiving ballast. 

Berth No. 8: Flushing water for the tanks can be discharged provided 
that the pollutants can be handled in the Neste waste water treatment 
system. In that case the capacity is 100 cu.m./h. 

MEDICAL: In emergency a doctor can be called on board. To call 
ambulance, dial 69-2222. The nearest hospitals are in Porvoo and in 
Helsinki. Ship's Agent helps in other medical problems, such as 
providing medicines. 

DENSITY: 1006. 

FRESH WATER: Drinking water can be supplied from: 


Berths 1, 4 and 5 25 cu.m./h. 
Berths 2 and 3 50 cu.m./h.(2 connections) 
Berths 8 and 9 20 cu.m./h. 


FUEL: Bunkering facilities are installed at oil berths. Two grades are 
available, marine fuel oil and marine diesel oil. 

The bunkering capacities: 

Marine fuel oil 600 cu.m./h. 
Marine diesel oil up to 1,000 cu.m./h. 

The diesel oil can be delivered through product lines. Bunkers must 
be ordered with 72 hours’ notice addressed to Neste Marine Product 
Sales, Telex: Hki 12-4641. 

Bunkering at Berths No. 8 and 9 is by truck only. 

REPAIRS: Only minor repairs can be effected following the safety rules 
and with the permission of the harbour office. 

GANGWAY/DECK WATCHMAN: Not required. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle wine or spirits 
foreach man. 

REPATRIATION: Disembarking is possible. A foreigner needs a 
passport. Distance to Porvoo is 20 km. (12.5 miles) and to Helsinki 
45km. (28 miles). 

AIRPORT: There are daily flights from Helsinki — Vantaa Airport with 
good connections all over the world. Distance to the airport is about 
50 km. (30 miles). 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

TELEPHONE NUMBERS: After berthing a telephone connected to the 
local automatic exchange will be placed on board all vessels, the 
respective dial numbers being: 


Berth 1 23333 
Berth 2 23334 
Berth 3 23335 
Berth 4 23336 
Berth 5 23337 
Berth 8 23341 
Berth 9 (90) 224304 
Important Numbers: 
Harbour Office 23339 
693115 and 693117 
Customs 23293 
“Esta” 23423 or 693134 
“Esko” 23423 or 693134 
Fire Alarm/ 
Ambulance 69-2222 


Bus Connections, Taxi: 
Bus connection daily to Porvoo from 0700 to 2300 hrs. 
Taxi 24 hours 


Tel. 
Neste Oy Taxi Station 23245 
Pekema Oy Taxi Station 23390 
K-O Johansson 22252 


GENERAL: /nspections: 
r To avoid oil accidents, an inspection based on the checking list is 
‘aied out before loading/discharging to find out the preparedness of 
he vessel to act in an emergency. 

Vessels loading/discharging oil products are surrounded by oil booms. 
, Inspections are carried out and loading/discharging is supervised by 
the Loading Master, whose instructions must be followed. If he is not 
ee he he can be contacted by telephone, No. 23339 or 693115 or 
REGULATIONS: In addition to the existing Finnish laws, statutes and 
oe regulations the Port Regulations of Neste Harbours must be 

ed. 

: Some excerpts: 

mering the Harbour: Vessels carrying explosives or flammable liquids 
% gases shall observe what has been separately laid down concerning 

cargo. The vessel shall show the prescribed caution sign in the 
Natbour area. 
Ney in the Port Area: \n the port area the speed of the vessel shall 
~© according to the circumstances, so that no harm or danger shall be 
“aused to anyone. Oil booms, underwater jobsites etc. shall be passed 
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with special care. The maximum speed allowed in the port area is 
6 knots, unless otherwise stated by the Harbour Office. 
Berthing of the Vessel: Without urgent need, anchorage is prohibited in 
the marked fairway, in the vicinity of the submarine pipe-lines or cables 
or in any place where the vessel may disturb the traffic. 

The vessel shall be moored alongside the berth appointed by the 
Harbour Authorities and it shall not be removed without permission. 

While berthing or unberthing or whilst moored at the berths the 
relevant safety precautions shall be taken to avoid any damage to the 
berths. 

All ships’ scuppers must be plugged or closed by mechanical means 
so that no water, steam or dirt comes into contact with the berth or its 
immediate vicinity. 

A sufficient crew shall be maintained on board to ensure that the ship 
can be removed, if necessary. 

Prevention of Shallowing and Contamination of the Harbour: \n the port 
area it is prohibited to discharge oil or oil-emulsified water. In the Baltic 
Sea the existing restrictions must be observed. 

The jettisoning of garbage and refuse is prohibited in the port area. 
The blowing of tubes and boilers of the ship while at the berth is 
prohibited. 

AUTHORITY: Neste Oy, Porvoo Works, Harbour Office, 06850 Kulloo, 
Finland. Tel: 693106. Telex: 12464159. Contact: Harbour Master. 


RAAHE (Rautaruukki Oy): 64.41 N. 24.29 E. (See Plan) 


PORT LIMITS: Vessel is considered to be an “arrived vessel” subject 
to Charter Party Terms, when passing breakwaters if not ordered to 
anchor near Raahe Lighthouse by Port Authority. 

DOCUMENTS: 

Crew Lists. 

Passenger List. 

Ship's Register. 

Custom List. 

Provisions List. 

PILOTAGE: Compulsory. To avoid delay in obtaining a Pilot the Owners, 
Master or Agent of the ship bound for Raahe must report vessel's ETA 
6 hours in advance of ETA. ETAs must be confirmed or corrected not 
less than 2 hours prior to ETA by VHF contact with pilot station on 
Channel 16. Departing vessels must also give 2 hours’ notice. 

Pilots board and disembark by pilot cutter (red) near Raahe 
Lighthouse (Lat. 64° 39’ N., Long. 24° 13’ 5” E.). Day and night service. 
Distance from lighthouse to port is 6 miles. 

ANCHORAGES: Vessels can anchor outside Raahe Lighthouse, depth 
15 m. — 20 m. No anchorages inside breakwaters. 

RESTRICTIONS: No restrictions night entry. 

MAX. SIZE: Max. sailing draft at MLW from Port of Rautaruuki Oy is 
7.8m. 

RADIO: Helsinki Radio, 2182 kHz, call sign OHG, Mariehamn Radio, 
2182 kHz, call sign OFH; Vaasa Radio 2182 kHz and VHF Channels 
16, 24 and 27, call sign OFW. 

RADAR/VHF: No port radar services. Pilot station. Radio, 2182 kHz, 
VHF Channel 16. Rautaruukki Oy Harbour Office, VHF Channel 16 and 
9 (0600 hrs. — 2200 hrs.) and tugs on VHF Channel 16. 

TUGS: 2 tugs, 600 h.p. and 350 h.p. Tug assistance not compulsory 
but recommended. Ship's lines used. 


BERTHING: 
Pier Berth Length Depth at MLW 
No. (m.) (m.) 

Import Pier 1,23 370 9.05 (280 m.) 
7.40 (90 m.) 

Export Pier 4,5 270 9.05 (180 m.) 
7.40 (90 m.) 

Oil Pier 6,7 200 9.05 

Lapaluoto 8 140 6.70 (outer berth) 


5.40 (inner berth) 
Ore Harbour 9 6.70 
STEVEDORES: Rautaruukki Oy, in Steelworks Harbour; August 
Lindberg Oy at Lapaluoto. 
SPECIALISED CARGO — HANDLING FACILITIES: Lapaluoto Harbour, 
no shore cranes, Ore Harbour (Helmi), only conveyor. Rautaruukki Oy 
Harbour, import quay equipped with 3x12.5 ton shore cranes and 
conveyor; export quay equipped with 112.5 ton and 1x40 ton shore 
crane, straddle carriers, forklifts, payloaders, lorries and equipment for 
handling steel, bulk and general goods. 
LIFEBOAT STATION: Lifeboat cutter “Niilo Saarinen”, 360 h.p., 
10 knots. Radio 2182 kHz, VHF Channel 16, Radar, fire and suction 
pump 4,000 litres/minute. Alarm through Helsinki Coastal Radio Station 
on 500 kHz, 2182 kHz and VHF Channels 16, 24 and 27. Raahe Pilot 
Station, Kalajoki Coast Guard Station and Rautaruukki Harbour office 
on VHF Channel 16. 
DENSITY: Average density 1003. 
FRESH WATER: Available at all berths in Rautaruukki’s harbour. 
FUEL: Small quantities available, one day's notice required. 
FIRE PRECAUTIONS: No special precautions in Lapaluoto Harbour. 
CONSULS: Denmark 31146 — 37269 

Norway 31146 — 37269 
Sweden 37300 — 37007 

REPAIRS: Mechanical workshops available. Slip for small ships. 
DRY DOCKS: None. 
SURVEYORS: Lloyd's and Norske Veritas. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Normally by the crew. 
CUSTOMS ALLOWANCES: About 200 cigarettes and limited amount 
spirits per man. 
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REPATRIATION: Crew changes and repatriation can be carried out 
without difficulties. 

AIRPORT: Oulu Airport, about 70 km. from Raahe. 

TIME: Local time is GMT plus 2 hours. GMT plus 3 hours in Summer, 
(early April — late September). 

HOLIDAYS: New Year's Day; Twelfth Night; Good Friday; Easter 
Monday; Labour Day (1st May) holiday when no work takes place; 
Ascension Day; Whitsun Monday; Midsummer Day; All Saints’ Day; 
Independence Day (6th December); Christmas Day and Boxing Day. 
POLICE/AMBULANCE/FIRE: Police 37911; Ambulance; Fire and First 
Aid 005. 

TELEPHONES: Telephones may be placed on board at a charge. 
SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not required. 

DEVELOPMENTS: The new Lapaluoto Quay (length 100 m.) ready for 
use mid-1990. 

The old Lapaluoto Pier No. 8 is to be shortened and will be used by 

tugs, lifeboat and other small craft. 
GENERAL: Shipping Season: Normal shipping season for non-ice 
strengthened vessels is May — December. During the rest of the year 
icebreaker assistance is normally necessary and given only to ice 
strengthened vessels. 

Harbour basin stays free of ice throughout the year because of 
factory's warm cooling water. 

The installations of the harbour are operated throughout the year. 
Services: Lub. oil, drinking water, boiler water, provisions, stores, 
launches, facilities to receive garbage and oily water and minor repairs. 

Consult Rautaruukki Oy Harbour Office for further information. 
Litter: Littering is forbidden. In such cases, harbour authorities will 
activate the cleaning process and charge the ship for expenditure. 
All garbage must be sent ashore. 

Spirits: Selling of alcohol on board a cargo vessel is forbidden by the 
law. Penalties in such cases are high. 

Drunken workers will be relieved of their duties immediately. 
Cameras: The steelworks area is private property. Photographing is 
forbidden in the whole area. Exceptions may only be made by the owner. 
evi All necessary precautions must be taken for the safety of the 
workers. 

A protective net must be placed under the gangway stretching about 
2.0 m. over its lower part in order to prevent any falls. 

Safety inspection is undertaken on ship's arrival by the harbour 

authorities. 
Visitors: Visitors will be allowed into the harbour area if they have a pass 
card ti by the ship's Master and the security service of the factory. 
AUTHORITY: Rautaruukki Oy, Raahe Steel Works, Harbour Office, 
Box 93, 92101 Raahe, Finland. Tel: 358-82-302304. Telex: 32132 Steel 
SF. FAX: 358-82-302239. Cables: Rautaruukki, Raahe. Contact: 
Captain R. Rahja, Port Captain. Tel: 982-302304. 


RAUMA: 61.08 N. 21.30 E. (See Plan) 


PORT LIMITS: Southern entrance port limit when passing Tankkarit, 
northern entrance port limit when passing Riskonpoella. 
DOCUMENTS: 2 Crew Lists and 1 Passenger List. Ship's Register, 
Customs Documents, Ship’s Papers, etc. (Ship's Agent will give the 
necessary advice). 

PILOTAGE: Pilot station at Kylmapihlaja-island, Lat. 61° 08' 7” N., Long. 
21° 18’ 4” E. Pilot boards vessels East of Rauman Majakka light. 
International Pilot signals, VHF Channels 16 and 13. Fairways: 
Valkeakari 6.5 m.; deep passage 9.0 m. 

ANCHORAGES: Ample area for anchorage in Archipelago. 
RESTRICTIONS: Entrance: North Channel 6.5m., South Channel 
9.0 m., max. draft 9.0 m. Harbour open all year round. 

MAX. SIZE: Draft limit only. 

HEALTH: In the event of any suspect contagious disease ask for orders 
by wireless. Port Regulations do not allow such a ship to come alongside 
or closer than 350 yards. Pilot must not leave ship before allowed by 
the Doctor. Pilot does not board an infected ship but ship piloted to safe 
anchorage by pilot boat. 

RADIO: Helsinki Radio, Hanko Radio, Mariehamn Radio and nearest 
station Vaasa Radio. 

VHF: Vaasa VHF, intermittent watch on Channels 16, 26 and 28. 
Channel 16 used for calling Pilot, tug etc. Channels 13 and 12 for further 
operations. 

pee When required pilot station radar used for advising Pilot 
onboard. 

TUGS: 3 ice-breaker tugs available (up to 3,500 b.h.p.) 24 hours per 
day. 2 hours’ notice recommended. 


BERTHING: 
Quay Length Depth Remarks 
Alongside 
(m.) (m.) 
Petajas 314 10.9 —11.1 Bulk Cargo 
Hakuni 250 6.7 — 7.3 General Cargo 
Central 410 6.6 — 7.3 General Cargo 
Laitsaari 280 9.15 General Cargo 
Suoja 110 5.7 General Cargo 
Chemical | 100 5.5 Liquid Cargo 
Chemical II 110 7.25 Liquid Cargo 
Oil 125 9.15 Oil Carriers 
Ro-Ro No.1 — 6.6 — 68 —_— 
No.2 250 6.7 -— 7.3 _ 
No.3 120 9.0 — 
No.4 110 9.0 _ 
No.5 110 9. —_ 


CRANES: 26 tons; 15 tons; 2x3 tons. 15 mobile cranes 5 — 42 tons 
available. 1 jib crane of 40 tonnes for containers and 30 tonnes for bulk. 
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STEVEDORES: 24 hours’ notice to Agent recommended. 
BULK CARGO FACILITIES: Part of Central Quay for bulk carrie, 
shore cranes, max. draft 7.0 m. 

Petajas Quay for bulk carriers, max. draft 9.0 m. (depth alongs, 
10.9 — 11.1 m.). 

Facilities for grain cargo (storage capacity 150,000 tons). 
SPECIALISED CARGO-HANDLING FACILITIES: Containers can) 
handled by harbour cranes and mobile cranes. 

Good berths for Roll-on/Roll-off traffic. 

Different kinds of liquid chemicals can be handled in special bert, 
MEDICAL: Advance notice recommended if possible. Hospital availa 
(231 beds). 

TANKERS: See “Berthing”. 
Storage: 

Oy Teboil Ab. 200,000 cu.m. 

Rauma-Repola Oy. 280,000 cu.m. 

Both storage facilities are underground. 

Ballast: Facilities available for dirty ballast. 

DENSITY: 1004 — 1003. 

FRESH WATER: Fresh water available on any quay. Charg 
depending on amount taken. An extra fee is charged if tug is used. 
FUEL: Fuel brought by tank-trucks. 

CONSULS: Denmark, Norway and Sweden. 

REPAIRS: All types available. 

DRY DOCKS: Rauma-Repola Oy: Dry dock 159 m.*21.7 m.x7.3p 
All sorts of repairs. Hollming Oy: Slipway for ships up to 600 d.w.t. 
Cranes: Movable electric crane up to 80 tons. 

SURVEYORS: Oy Saletra Ltd. (independent marine surveys) Tel: 3 
38-221440. Fax: 358-38-21 1939. 

SGS Inspection Services Oy. (chemical surveys). Tel: 358-38-24117 
Fax: 358-38-222332. 

GANGWAY/DECK WATCHMEN: Available if wanted. Watchme 
supplied by private company. 

OPENING/CLOSING HATCHES: Performed by ship's crew or} 
Stevedores at request of ship. 

CUSTOMS ALLOWANCES: Tobacco: 6 day's ration (about 2 
cigarettes or 200 gm. tobacco). Wine and/or Spirits: 1 opened bottle: 
wine or liquor, subject to Customs Regulations. 

CARGO GEAR: At Central Quay and Petajas Quay shore ge 
available. Other quays mobile gear or ship's gear. 
REPATRIATION: Repatriation and signing on or off. 

AIRPORT: Pori Airport 50 km. away. Regular connections. 

TIME: Local time is 2 hours ahead of Greenwich (Long. 30° E.). Gif 
plus 3 hours in Summer. 

HOLIDAYS: See “Turku”. 

POLICE/AMBULANCEFJFIRE: Police, 002 and 003; Ambulance, Ot 
Fire alarm, 005. Public emergency, 000. 

TELEPHONES: Oil quay, Laitsaari Quay and Iso-Hakuni Quay. 
SERVICES: Compass adjusting facilities and compass adjusters. 
SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Normally no identification card needed > 
Passport or Seaman's Book preferable. 

DELAYS: No delays in berthing, loading and discharging weath 
permitting. 

DEVELOPMENTS: New warehouses and storage fields une 
construction. 

Bulk berth and Ro/Ro No. 5 Berth completed. Ro-Ro Berth No 
under construction, to be completed December 1991. 
AUTHORITY: Port of Rauma Authority, 26100 Rauma, Finland. Tel: % 
38 3411. FAX: 358-38-226369. Cables: Rauma Harbour Masi 
Contact: Seppo Koskinen, Harbour Master. 


SAIMAA CANAL AND PORTS IN LAKE AREA 0 
SAIMAA (See Pla 


APPROACH CHANNELS: The canal can be reached from * 
international waters of the Gulf of Finland through an approach cham 
South of Someri. The channel passes the Island of Vihrevoi # 
continues, at the Island of Malyj Vysotski, as the Vysotski-Vilp 
Channel, from which the approach channel departs at a distance 
10 km. from Malyj Vysotski. The length of the approach channel fe 
the point of departure to the Brusnitchnoe Lock is 14 km. The dista® 
from the international water area to the Island of Vihrevoi is 94.5% 
and the length of the section Vihrevoi-Malyj Vysotski 12 km. The & 
length of the channel from the territorial waters of the Soviet Union 
the Brusnitchnoe Lock is thus 131 km. 

From the territorial waters of Finland the canal may be react 
through the so-called coastal channel starting from the Finnish bo® 
at the island of Santio and joining the above sea channel at the Ist 
of Vihrevoi. The length of the channel from the border to Vihreve 
49 km. and the overall length to the Brusnitchnoe Lock is 85.5 km ? 
channel and its refuge harbours have been marked on the Soviet $ 
charts Nos. 1131 and 1132 and on Finnish charts Nos. 11 and 12.7 
coastal channel may also be used by vessels of other nationalities 
Canal: The length of the canal on the Finnish side of the bord 
23.3 km. and that of the part on the Soviet side 19.6 km. The ove 
length of the Saimaa Canal is thus 42.9 km. The average differen 
the height between Lake Saimaa and the Gulf of Finland is 75.6 m 1 
canal has 8 locks, the heights of fall of which range between 5.4 
and 12.69 m. Earth transports will use the 7 moving bascule brid 
and the 6 stationary bridges across the canal. 


NAVIGATION SEASON: The natural open water season of the Saimaa 
Canal lasts on average 211 days. Since most vessels navigating in the 

Canal have been strengthened and inspected for navigation in ice, a 

s of navigation of nine months has lately been reached, the season 
inning in early April and ending in January. The goal is to prolong 
itie by little the season to ten months long. 

The opening and closing of the season of navigation on the Canal is 

each year by the Finnish and Soviet Saimaa Canal Delegates. 
The opening will be announced not later than 1 day before the opening 
day and the closing not later than 7 days before the closing day. 

During the season of navigation the Saimaa Canal and the other deep 
channels are kept open 24 hours a day. ji 
pILOTAGE: Use of Pilot is compulsory in the Soviet territory: Pilotage 
athe Soviet water area is carried out by the Soviet Pilot Service. Pilotage 
is needed when using the outer channel between Vihrevoi — 
Brusnitchnoe and when using the coastal channel between the border 
_Brusnitchnoe. All vessels must use Pilot on these channel sections. 
pilotage on the Saimaa Canal: Pilotage on the section Brusnitchnoe — 
the lock of Malkia is carried out by canal pilots subordinated to the 
Saimaa Canal Office. All vessels, excluding small Finnish vessels less 
than 25m. in length, shall use a Pilot when proceeding through the 
Canal. The Canal Office may grant upon application to a Master of a 
yessel the right to navigate a certain vessel on the Canal without a Pilot 
povided that the Master of the vessel has passed an examination 
required for the purpose. 
pilot must be ordered 12 hours in advance of point of receipt of Pilot: 
in navigation from the Gulf of Finland the Pilot must be ordered from 
the Viipuri Section of Inflot 12 hours before the arrival at the point where 
the Pilot is taken on board. The order must be checked 4 hours before 
the start of the pilotage. When using the coastal channel it is 
recommended, however, that the checking is done 6 hours before the 
start of the pilotage. To avoid excessive work by the Pilot Service and 
to eliminate delays special attention is to be paid to the accuracy of the 
time the pilotage is to be started, particularly in the last notifications. 

In navigation from the Lake Saimaa the Pilot must be ordered from 
the Canal Office 12 hours before entrance into the Canal. The order 
must be checked two hours before the pilotage is to be started. 

In navigation from the Gulf of Finland a Canal Pilot need not be 
ordered separately. Similarly, a Soviet Pilot for the approach channel 
need not be ordered separately when the vessel proceeds from Lake 
Saimaa. 

Pilotage in the water system of Saimaa: Pilotage in the water system 
of Saimaa is carried out by Pilots of the National Board of Navigation in 
Finland. The order for Pilots shall be made 6 hours before the start of 
the pilotage to the pilot stations of Saimaa of the National Board of 
Navigation in Finland. 

MAX. SIZE: The canal can be used by vessels with dimensions not 
exceeding the following: 


Length 82.0 m. 
beam 11.8 m. 
draft 4.35 m. 


height of mast 24.5 m. 

The draft of a vessel in tow, however, shall not exceed 4.5 m. For 
vessels larger than those mentioned above, a permit for navigation on 
the canal may be granted upon application to the Canal Office of the 
Saimaa Canal. 

The permit may contain regulations concerning the structure or 
equipment of the vessel or special provisions pertaining to navigation 
of the vessel on the canal such as good manoeuvrability, liability to wait 
or speed restrictions. 

The Canal Office of the Saimaa Canal may also grant a vessel or 
equipment with slightly larger dimensions, carrying exceptional cargo, a 
Trp Let Pass for one passage through the canal. 

The Rules and Regulations for Traffic on the Saimaa Canal also 
contain more detailed directions — among others on the permissible 
dimensions of vessels in tow and timber rafts using the open canal 
sections. 

NEW VESSELS: When designing new vessels, to be used also in traffic 
‘ntough the Saimaa Canal, the designers are advised to consult the 
main dimensions and the structure of the vessels with the canal 
authorities. The conditions of navigation in the canal depend, first of all, 
on manoeuvrability, though certain other factors are also important. 
MAXIMUM PERMISSIBLE SPEED AND TIME OF PASSAGE: The 
highest permissible speed on the actual channel of the Saimaa Canal 
$$ 9km./hr. for vessels with a draft greater than 3.9 m. For vessels 
navigating on lesser drafts the speed is graduated within the limits of 
315 km./hr. depending on the draft. In the lake parts of the Canal the 
highest permissible speed varies between 15—18 km./hr. depending on 
the size of the vessel. Detailed regulations available from the Canal 
Office. The time of passage through the part of the Canal provided with 
ocks (mouth of the Canal on Lake Saimaa—Lock of Brusnitchnoe) is 
hours depending on waiting time at locks caused by heavy traffic 
volumes, and on size of vessels. 
SIGNS AND SIGNAL LIGHTS: The sign system of the approach 
channel of the Saimaa Canal, the canal and the channels on Lake 
aimaa is adequate to ensure safe navigation throughout the day, also 
atnight and in poor visibility. 

The approach channel is provided with beacons, light buoys and signs 
" accordance with the Lateral System. The signs have been erected 
oy Soviet authorities. The illumination and the signalisation systems of 
the Saimaa Canal are based on the same principles with beacons and 
Signs, but in the signal system of the canal, sign lanterns, signboards, 
be Markers, water traffic signs and radar reflectors have been used. 
he colour of sign lanterns is orange on the West bank and green on 
the East bank of the canal. In marking of the lake channels of Saimaa 
*cording to the Cardinal and Lateral System, leading and warning 
ights, light buoys, range beacons, landmarks and signs have been used. 
: oMmation of the marking of the water system of Saimaa has been 
ra as a booklet by the National Board of Navigation in Finland: 
'Savesistojen loistot | 1983" — ‘Beacons of Inland Water Areas | 1983”. 
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RADIO: There are two radiotelephone networks for marine use in the 
sphere of influence of the Saimaa Canal. On the frequency of 160 MHz 
reserved for actual marine radio communications there are also the Pilot 
radiotelephone and the public radiotelephone networks. 

The Pilot radiotelephone network covers all stationary radiotelephone 
equipment at all locks, on the Kansola Bascule Bridge, at pilot stations 
and in the traffic office in the administrative building at Mustola as well 
as portable radiotelephone apparatus used by canal Pilots. The 
radiotelephone equipment of the canal Pilots operate on Channel 11 of 
the international marine radio. The telephone of the Brusnitchnoe Lock 
and the Lock of Malkia and the radio telephone in the Administrative 
Centre of the canal are also provided with a general calling and safety 
Channel 16. 

When approaching from the sea the vessel makes a radio contact 
with the Brusnitchnoe Lock by using Channel 11. After this all radio 
communications required by navigation on the canal also use Channel 
11. On Lake Saimaa, radio communications move over to Channel 13 
on which the traffic office of the Saimaa Canal and the pilot station of 
Lauritsala are also able to operate. 

The general radiotelephone network on Lake Saimaa (the so-called 
Saimaa Radio) uses Channels 23-28 of the international marine radio. 
The network covers the entire region of the water system of Saimaa 
extending from Lappeenranta to lisalmi and Lake Pielinen. Channel 24 
is the calling channel of the Saimaa Radio. 

Two marine radio stations for general traffic have been built at 
Nuijamaa and Virolahti especially for navigation on the Saimaa Canal. 
Both radio stations are on duty and they are remote-controlled from the 
Coast Station of Kotka. The stations have the calling and safety Channel 
16 and a calling Channel 24 for public traffic. The Nuijamaa Station 
operates on Channel 28 and the Virolahti Station on Channel 23. The 
range of the Nuijamaa Station extends from South of Viipuri to Southern 
Saimaa and the range of the Virolahti Station covers the entire Bay of 
Viipuri. The stations can be called either on Channel 16 or on the 
operating Channel. The Kotka Radio calls vessels either on Channel 16 
or 24. 

The principal purpose of both the Saimaa and the Kotka Radios is to 
ensure the communications of the safety service of navigation. These 
stations may also be used to transmit calls to the public telephone 
network — also to foreign countries — or vice versa, to receive calls from 
the public telephone network. 

BERTHING: 

THE HARBOURS OF LAKE SAIMAA: 

Mustola Harbour: 

Situated in the Saimaa Canal. 

Authority: The City of Lappeenranta, Harbour Office, 
Address: Kipparinkatu 7, 53100 Lappeenranta, Finland. 
Tel: Nat. (953) 518841, Int. + 358 53 518841. 
Room for six ships, draft 4.35 m. Railway connection. 
Terminal store of 3,200 sq.m., first class storage yard of 10,000 sq.m., 
second class storage yard of 30,000 sq.m.. 

Electricity, water, telephone, etc., services available. 

Harbour Master, Tel: 518841. 


Kaukas Quay: 


Owner: Oy Kymme Ab, Kaukas Mills. 
Address: 53200 Lappeenranta, Finland. 

Tel: Nat. (953) 5141, Int + 358 53 5141. 
Telex: 58211. 


Room for two ships, draft 4.35 m. 
Pilotage distance from the canal entrance 1.5 nautical miles. 


Rapasaari Quay: 

Authority: The City of Lappeenranta, Harbour Office. 

Address: Kipparinkatu 7, 53100 Lappeenranta, Finland. 

Tel: Nat. (953) + 518841, Int. + 358 53 518841. 

Room for one ship, draft 4.35 m. 

First class storage yard of 3,000 sq.m., second class storage yard of 
3,000 sq.m. Railway connection. 

Pilotage distance from the canal entrance 6 nautical miles. 

Harbour Master, Tel: 518841. 


Harbour of Joutseno: 


Owner: Honkalahden Teollisuuslaituri Oy. 
Address: 54100 Joutseno, Finland. 
Tel: Nat. (953) 50560, Int. + 358 53 50560. 


Room for one ship, draft 4.35 m. 
First class storage area 3,000 sq.m. 
Pilotage distance from the canal entrance 13 nautical miles. 


Kaukopaa Quay: 
Situated in the City of Imatra. 


Owner: Enso-Gutzeit Oy. 

Address: 55800 Imatra, Finland. 

Tel: Nat. (954) 31866, Int. + 358 54 31866. 
Telex: 5710. 


Room for one ship, draft 4.35 m. 
Pilotage distance from the canal entrance 25 nautical miles. 


Harbour of Vuoksi: 
Situated in the City of Imatra. 
Owner: Enso-Gutzeit Oy. 


Authority: Oy Saimaa Terminals Ab. 

Address: Raatimiehenkatu 18, 53100 Lappeenranta, Finland. 
Tel: Nat. (953) 50560, Int. + 358 53 50560 

Telex: 58107 sterm sf. 

Telefax: 50710 


Room for three ships, draft 4.35 m. 

Terminal store of 3,673 sq. m. 

First class storage yard of 30,869 sq. m. 

Railway connection. 

Electricity, water, telephone, etc., services available. 
Pilotage distance from the canal entrance 25 nautical miles. 
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Harbour of Ristiina: 


Authority: The Community of Ristiina. 
Address: 55800 Ristiina, Finland. 
Tel: Nat. (955) 41310, Int. + 358 55 41310. 


Room for one ship, draft 4.35 m. 
First class storage yard of 5,000 sq.m. 
Pilotage distance from the canal entrance 49 nautical miles. 


Harbour of Savonlinna: 


Authority: The City of Savonlinna, Technical Office. 
Address: Olavinkatu 40, 57130 Savonlinna, Finland. 
Tel: Nat. (957) 12771, Int. + 358 57 12771. 


Room for one ship, draft 4.35 m. 

First class storage yard of 6,000 sq.m., second class storage yard of 
5,000 sq.m. Railway connection. 

Electricity, water, telephone, etc., services available. 

Pilotage distance from the canal entrance 84 nautical miles. 

Harbour Master, Tel: 12771. 


Harbour of Joensuu: 


Authority: The City of Joensuu, Harbour Office. 
Address: Ukonniemi, 80220 Joensuu, Finland. 
Tel: Nat. (973) 201335, Int. + 358 73 201335. 


Room for three ships, draft 4.35 m. 

Sawn goods shed of 1,200 sq.m.., first class storage yard of 6,000 sq.m., 
second class storage yard of 60,000 sq.m. Railway connection. 
Electricity, water, telephone, etc., services available. 

Pilotage distance from the canal entrance 188 nautical miles. 

Harbour Master, Tel: 201335. 


Harbour of Puhos: 
Situated in the Community of Kitee. 


Owner: Puhoksen Satama Oy. 

Address: 82430 Puhos, Finland. 

Tel: Nat. (973) 421151, Int. + 358 73 421151. 
Telex: 46160. 


Room for one ship, draft 4.35 m. 
First class storage yard of 5,000 sq.m. 
Pilotage distance from the canal entrance 169 nautical miles. 


Harbour of Akonniemi: 

Authority: The City of Varkaus, Harbour Office. 
Address: P.O.B. 208, 78710 Varkaus, Finland. 

Tel: Nat. (972) 292508, Int. + 358 72 292508. 
Room for one tanker and one dry cargo ship, draft 4.35 m. 
Pilotage distance from the canal entrance 123 nautical miles. 
Harbour Master, Tel: 292508. 


Harbour of Taipale: 


Authority: The City of Varkaus, Harbour Office. 
Address: P.O.B. 208, 78100 Varkaus, Finland. 
Tel: Nat. (972) 292508, Int. + 358 72 292508. 


Room for two ships, draft 4.35 m. 

Quays are located in the Lock of Taipale, waiting berths for ships passing 
the Lock of Taipale. 

First class storage yard of 6,000 sq.m. 

Pilotage distance from the canal entrance 125 nautical miles. 

Harbour Master, Tel: 292508. 


Harbour of Kosulanniem: 


Owner: Enso-Gutzeit Oy, Varkaus Mills. 
Address: P.O. Box 185, 78261 Varkaus, Finland. 
Tel: Nat. (972) 251, Int. + 358 72 251. 
Telex: 4315. 


Room for two ships, draft 4.35 m. 

Water, etc., services available. 

Pilotage distance from the canal entrance 126 nautical miles. 
Harbour Master, Tel: 25874. 


Harbour of Kumpusalmi: 


Authority: The City of Kuopio, Harbour Office. 
Address: Kuopion Satama, 70100 Kuopio, Finland. 
Tel: Nat. (971) 185191, Int. + 358 71 185191. 


Room for two dry cargo ships and for one tanker, draft 4.35 m. 
Terminal store of 2,500 sq.m., sawn goods shed of 2,000 sq.m., first 
class storage yard of 25,000 sq.m., second class storage yard of 
28,000 sq.m. Railway connection. 

Electricity, water, telephone, etc., services available. 

Harbour Master, Tel: 185191. 


Oil Harbour of Kelloniemi: 
Situated in the City of Kuopio. 


Owner: Oy Esso Ab. 
Address Kelloniemi, 70460 Kuopio, Finland. 
Tel: Nat. (971) 343333, Int. + 358 71 343333. 


Room for one tanker, draft 4.35 m. 

Pilotage distance from the canal entrance 169 nautical miles. 
Siilinjarvi: 

There are two quays, each with berthing for one vessel, in the 
Community of Siilinjarvi, draft 4.35 m. 


Owner: Kemira Oy. 
Address: 71800 Siilinjarvi, Finland. 
Tel: Nat. (971) 421144, Int. + 358 71 421144. 
: Lohja Oy. 
On. 71800 Siilinjarvi, Finland. 
Tel: 4 Nat. (971) 431300, Int. + 358 71 431300. 
AUTHORITIES: Finnish Board of Navigation, Jarvi-Suomen 


Merenkulkupiiri, 53420 Lappeenranta, Finland. Tel: Nat. (953) 859111, 
Int. + 358 53 859111. Telex: 58236 Tvisk Sf. FAX: 859127. 

Finnish Board of Navigation, P.O. Box 158, 00141 Helsinki, Finland. 
Tel: National (90) 18081, International +358 0 18081. Telex: 121471 
mxh sf. 

The Viipuri Section of Inflot. Te/: Viipuri 52-01. Telex: 64121521. 
Cables: Inflot, Viipuri. 
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TOLKKINEN (Tolkis): 60.20 N. 25.35 E. 


PILOTAGE: Pilot arrives from port station at Emsalo (tel. 915 — 27719 

Station equipped with VHF, radiotelephone and radar. Pilot boan 

pe grat Kalbadagrund and Porvoo Lighthouse. Pilotage distance to py 
miles. 

APPROACHES: Max. draft of fairway from sea to roads 15.0 m., a 

from Roads to quay 7.0 m. 

TUGS: Several tugs available from oil harbour. 

BERTHING: Tolkis North Quay, depth 7.0 m. Tolkis South Quay, deg 

5.2 m. Oil Harbour (see “Porvoo"). 

CRANES: Tolkis South Quay equipped with 1 movable crane. Lifty 

capacity 2.5 tons with grab and 5 tons with hook. Several mobile crane 

up to 70 tons available for hire. 

STEVEDORES: Working hours from 0700 — 1600 hrs. 3 - 4g 

available Monday to Friday. On Saturday only 1 gang on overtime. 

FRESH WATER: Fresh water available. Rate 8 t.p.h. 

FUEL: Small quantity available by tank-car. 

DENSITY: 1004. 

AGENT: Oy Borga Stuveri Ab., 06750 Tolkis, Finland. Tel: 915 — 2453 

After office hours: Tel: 915 — 143952. Telex: 1758 clear sf. Fax: 915. 

24285. Cables: Stevedore. Contact: Captain Christer Lindstrom. ((; 

Telephone No. 949-203952). 


TORNIO: 65.51 N. 24.09 E. (See Plan 


The outer harbour of Tornio is Roytta situated about 6 miles SW) | 


Tornio. 
DOCUMENTS: 

2 Crew Lists. 

2 Provisions Lists. 

Passenger List. 

One set of Bills of Lading, Ship's Papers, Health Documents. 
PILOTAGE: Ajos pilot station VHF Channel 16. Pilot to be taken 
board by lighthouse “Kemi 2” in position 65° 30.3’ N., 24° 22.5'E 
10 miles from Ajos. 

ANCHORAGES: In Roads, depth is 24 ft. 


MAX. SIZE: At same time there can be 2 vessels of 100 m. — 1207 — 


length, draft 21 ft. 06 in.; 2 vessels of 50 m. — 60 m. length alongs 


Main Quay; and 2 vessels of 50 m. — 60 m. length, draft 14 ft. at 0 


Quay. 

RADIO: Vaasa Radio/OHX or Harnosand Radio, Sweden/SAH. 
TUGS: No tugs available at Tornio. To be ordered from Kemi 12 hou 
before arrival. 

CRANES: 320 ton mobile cranes for general cargo and several crane 
for discharging bulk cargo. 

STEVEDORES: Ordered by Agent (Telex 35 — 12). Agent must be git 
24 hours ETA. Normal working time 0700 — 1100 hrs., 1200 — 1600 hn 
and 1600 — 2400 hrs. (Two shifts). 

DENSITY: Fresh water. 

FRESH WATER: Fresh water can be delivered by tank lorry (8 tons) 
FUEL: Ordinary fuel by lorries from Kemi. 

CONSULS: France tel. 40473; Sweden tel. 23651; Norway tel. 144!) 
REPAIRS: No docks but accommodation for small repairs. 
OPENING/CLOSING HATCHES: By the ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes or 200 grams tobacco 4 
1 bottle spirits. 

AIRPORT: At Kemi, 20 km. from Tornio; served by Finnair. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
POLICE/AMBULANCE/FIRE: Police 003; Fire 005; Ambulance 00 
Salvage 47472. 

AUTHORITY: Tornion Satamakonttori, PL60, SF-95400 Tornio, Finlat 
Tel: 980 — 40416. Contact: J. Arvola, Harbour Master. 


TURKU (Abo): 60.27 N. 22.15 E. 


DOCUMENTS: See “Oulu”. 
PILOTAGE: Telegram to Agent with 24 hours ETA to sea pilot state 

There are 4 entrances: 

Uto: Fairway 10 m., Radio Beacon, VHF, coastal radar, telephone 
Hanko or Mariehamn Radio. A 13.0 m. channel is to be estabiis® 
between Uto and Turku. 

Nyhamn: 8.2 m. on Rodhamn, radio beacon. 

lsokari-Enskar: 7.1 m., radio beacon, VHF radio. 

Hanko: 7.3 m., radio beacon, telephone via Hanko Radio. 

Lighthouse and Pilot at each. 

All fairways sheltered. No tide. Channel to main harbour 10m. 

When approaching port ETA by VHF to Port Information Cent 
international VHF Channel 12 for Harbour Pilot. Cutter whilst in act 
same Channel, but takes orders from Port Traffic Control Centre o 
Pilot cutters painted red with white circular field marked “L” on the bot 
Flying flag in daylight, showing red and white lights vertically at ng 
Coming out when required to pilot station 0.75 miles from Main Harte 

All ships arriving from sea will get necessary information from 
Pilot, whose service is compulsory. Harbour Pilot not compulsory. 
ANCHORAGES: Outer anchorage at Bay of Airisto, 2 miles from pt 
15m.—18m. 

MAX. SIZE: Maximum draft in Commercial Harbour 11.0 m. fresh we 
In Oil Harbour 9.0 m. in fresh water. Max. length 230 m. and bread? 
minor importance. No tides. 


HEALTH: International Quarantine flag required in case of suspected 
gsease OF fever including preliminary report by VHF, otherwise, ask 


nt 

AADI0: Hanko Radio and Mariehamn Radio. In addition these have 
iepnone and VHF service. Local telephone network on VHF, 
yanenamn on Channels 26 or 23 and Hanko on Channel 2. 
quGS: Advisable to apply for tugs in advance. 6 tugs available. - 
BERTHING: Priority given to arriving and departing passenger ships on 
eguiar lines. 4 hydraulic stern loading Roll-on/Roll-off berths and 
4without hydraulics. One berth for train ferry. 

Total length of quays 5,145 m. 

Berth depths 5.00 m. — 11.0 m. 

Container facilities available. 


CRANES: 
No Capacity Type 
(tons) 
9 =| Movable 
9 6 Movable 
1 60 Movable 


1 40 Multipurpose, movable. 
STEVEDORES: Agent should be well informed about ETA and Master's 
Requirements. Normal working hours: 0630 — 1030, 1100 — 1500, 1500 
2300. Saturdays and days preceding public holidays 0700 — 1530 hrs. 
The Port Office: O900—1700 hrs. Saturdays and days preceding public 
nolidays closed. 

MEDICAL: All medical and hospital facilities available. No special 
requirements regarding inoculations, etc. 

TANKERS: No special requirements. Small slop discharge facilities. 
‘berth, depth 9.0 m. for larger ships. 

DENSITY: 1004. 

FRESH WATER: From pipe-lines along berths. Approx. 12.00 fim. per 


fon 
FUEL: Most grades available. No advance notice neccessary if from 
motor vehicles. In case of greater quantities, from Oil Harbour only. This 
quires advance notice to Agent. 

CONSULS: The following countries are represented by Consuls or Vice- 
Consuls in Turku: Austria, Belgium, Denmark, France, Germany (F.R.), 
Great Britain, Greece, Honduras, Iceland, Italy, Norway, Portugal, Spain, 
Sweden and U.S.S.R. 

REPAIRS: All types of repairs possible. 

DRY DOCKS: Graving dock: Length 183 m. x 25.6 m.x8.3 m. 

Floating dock: 155 m. x 23.5 m.x7.0 m. with lifting capacity of 8,500 
ions. Owner: Turku Repair Yard Ltd. Tel: (21) 638711. Telex: 62484 Try 
SF. Fax: (21) 6387250. 

GANGWAY/DECK WATCHMEN: Gangways to be rigged out so that 
hey do not obstruct quay crane movements. Watchmen customary, but 
not necessarily hired. 

0OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
REPATRIATION: Good connections everywhere. 

AIRPORT: 10 km. from port, regular lines. 

TIME: GMT plus 2 hours. 

HOLIDAYS: New Year's Day (January 1st); Good Friday; Easter Bank 
Holiday; May 1st; Midsummer Day; All Saints’ Day; Independence Day 
December 6th); Christmas Day; (December 25th); Boxing Day 
(December 26th). 

POLICE/AMBULANCE/FIRE: Dial 000. 

TELEPHONES: Ships’ telephones available. 

IDENTIFICATION CARDS: Not needed. 

GENERAL: Ice-breakers maintain Winter traffic. 

AUTHORITY: Port of Turku Authority, Linnankatu 80, SF-20100 Turku, 
Finland. Tel: (21) 674 111. Teletex: 244-1021502 tuport. FAX: (21) 674 
125. Contact: Tom Joutsia, Harbour Master. Henrik E. Pettersson, 
General Manager. 


WUSIKAUPUNKI: 60.48 N. 21.24 E. 


APPROACHES: 3 fairways lead to harbour through sheltering 

achipelago; Uto-Uusikaupunki, 78 miles; lsokari-Uusikaupunki, 

'3miles; Kylmapihlaja-Uusikaupunki, 24 miles. 

Good sheltered anchorage in the roads. Depth of fairways 10.0 m. 

DOCUMENTS: 

Agent will prepare during clearance: 

2 Ship's Report. 

1 Declaration List, Arrival (Board of Navigation). 

| Declaration List, Departure (Board of Navigation). 

0 be prepared before Arrival: 

2 Provision Lists (own provision of the ship). 

2 Special Lists (must be signed by each member of the crew). 

2 Crew Lists. 

Bill of Admeasurement. 

Certificate of Registry. 

ce-class Certificate (during Winter, 1st December — 30th April, issued 
by hull surveyor). 

me of Lights (issued by Customs). 

th OTAGE: Embark Pilot at Isokari or Uto Pilot Stations. Distance 

sfough archipelago Isokari-Uusikaupunki 13 miles, Uto“Uusikaupunki 
miles. Under normal circumstances first fainway recommended. 

“ing Winter months, if ice-situation difficult in Gulf of Bothnia, traffic 

%€s Via Uto. 

path pilot stations equipped with radio 2182 kHz, Channels 16 and 

lt VHF duplex-Channels 18, 20 or 22 and radar. Pilot-boat red, with 

revel L” and fitted with VHF Channels 13 and 16. Pilot boards usually 

314 en Sandback-Isokari, to where ‘“‘Hauteri” light leads in line 134.5° — 
5 (T). Notice of ETA at least 4 hours prior reaching station. 
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ANCHORAGES: Many areas of safe anchorages in Archipelago. Pilot 
advises. 

RESTRICTIONS: No entry restrictions. No tide. During North and East 
winds sea-level can fall about 40 cm. below normal, which may 
sometimes delay deep loaded vessels reaching port. 

HEALTH: Pratique not necessary. In the event of any disease/fever on 
board or in last port of departure, vessel has to inform before arrival, 
hoist quarantine-flags, or in darkness 2 lights, red light above white, 
showing all round horizon. 

RADIO: Mariehamn Radio OFH; Helsinki Radio OHG. 

TUGS: 2 available; normally tugs join vessel at port, ship's lines used. 
BERTHING: Kemira Quay: 340m. long, owned by fertiliser factory 
Kemira Oy, has depth 10 m. alongside, two 8 ton cranes, two discharging 
pipes, one for discharging ammonia at minus 32°C and one for sulphur 
acid. Discharging capacity depending material 140-170 tons/hour/crane 
and loading/discharging bags 45-50 tons/hour/crane. 

Esso Quay: 40 m. long, owned by Oy Esso AB, depth in channel and 
alongside 5 m. Terminal is used for discharging LP gas. 

Telakka Quay: 140 m. long, owned by Uudenkaupungin Telakka Oy, 
has depth alongside 5 m. Quay is only used for ship repairs, and fitting 
works for new buildings. There is also a floating dock with 5,000 ton 
capacity. 

Hepokari Pier: 90 m. long and 18 m. breadth, owned by town. Channel 
and alongside depth 7 m. There is terminal on South side for Ro-Ro 
traffic. 

Saunasilta Quay: 60 m. long and depth 3.5 m., owned by town. Used 
only by small coasters. 

STEVEDORES: Available. Contact Agent. 

MEDICAL: Hospital facilities, vaccination, certificates, etc., available. 
Contact Agent. 

TANKERS: For discharging and loading liquid ammonia — Marine 
Loading arm “Luceat/Chicksan, Type RCMA” 8 in., ASA 300. 
DENSITY: No tide, density 1004. 

FRESH WATER: Water-hoses, about 20 t.p.h. 

FUEL: Fuel available, contact Agent. 

CONSULS: None. 

REPAIRS: All types of deck and engine repairs possible. 

DRY DOCKS: Uudenkaupungin Telakka Oy has a floating dock, lifting 
power 5,000 tons, draft 6.1 m., breadth 19.6 m., and length 130 m. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: All certificates according to International Convention 
for the Safety of Life at Sea, Class Certificate, etc. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes per each member 
of the crew. Wine and/or Spirit: 1 bottle wine or spirit per each member 
of the crew. 

CARGO GEAR: No additional requirements. 

REPATRIATION: Facilities exist for effecting crew changes and 
arranging any necessary repatriations. 

AIRPORT: Distance to Turku Airport about 90 km. Airport is served by 
regular Airlines. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: Official Holidays are: New Year's Day (January 1st); May 
1st; Midsummer Day (Saturday between June 20th and June 26th); 
Independence Day (December 6th). Usually no work on those days. 
POLICE/AMBULANCE/FIRE: Police 002 or 3002; Ambulance 3005; 
Fire 005 or 3005. 

TELEPHONES: Available. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Not needed. 

AUTHORITY: Uusikaupunki Harbour Office, Satamantie 9, 23500 
Uusikaupunki. Tel: 922 — 22963/21511. Cables: Satamatoimisto. 
Contact: Harbour Master. 


VAASA: 63.06 N. 21.36 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

2 Customs Documents. 

2 Health Documents. 

5 Manifests. 

5 Bills of Lading. 
PILOTAGE: Pilot vessel not cruising in open sea. Pilot meets vessels 
at boarding ground (63° 09.8’ N., 20° 45.0’ E.). 

Pilot signals: Letter “G” as flag, light or sound. Radio telephone call: 
Pilots watching 24 hours on 2182 kHz, also VHF. 

Pilot vessel: 30 ft. motor yacht with wheelhouse and radar. Hull red 
all over with letter “L” painted on bow. 

Harbour Pilot available from Vaasa Pilot Station Tel. 527725. 
ANCHORAGES: To Pilot's advice. 
RESTRICTIONS: No locks. Fairway lit all the way. Depth of Channel 
9.0m. 

No tide, but water level may be reduced by up to 30 cm. in Spring 
and early Summer, or increased by 30 cm. in Autumn. 
MAX. SIZE: Depth alongside piers up to 9.0m. At the Oil Harbour, 
max. recommended LOA is 185 m., depth 9.0 m. 
HEALTH: See “Documents” — no restrictions. Hospital and Doctor for 
any purpose available. 
RADIO: Vaasa Radio — OFW 2803 kHz. 
RADAR/VHF: No radar service in port area. Pilot vessels at sea pilot 
stations equipped with radar. VHF radios on pilot stations, harbour tug- 
boat and Harbour Office. Channels 16, 13 and 12. 
TUGS: Harbour tug-boat and ice-breaker 1,200 h.p., 727 kW. available 
24 hours. Radio telephone/VHF — call sign OIQE. Charge according to 
size. 


(See Plan) 
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BERTHING: 2 piers of 180 m. length and the Reins Quay of 240 m. 
length. Depth 5.0 m. to 9.0 m. New Coal Quay length 145.9 m., depth 
9.0 m. There are 35 ton cranes on the South Pier. 

The Ferry Pier, 106 m. and 118 m. length, depth alongside 5.5 m. with 
berths for Ro/Ro traffic (4 Ro/Ro ramps). 
CRANES: 3x5 tons and mobile cranes up to 100 tons. 
STEVEDORES: ETA as usual according to C/P to Agent, etc. 
MEDICAL: if serious illness advance notice to Agent necessary. 
TANKERS: The Oil Harbour is at Vasklot. Depth alongside 9.0 m. 
Tankers discharge through three arms of 500 mm. and 400 mm. 
diameter. Storage capacity 500,000 cu.m. 
DENSITY: 1004-1006. No tide. 
FRESH WATER: Available, no limit. Direct from quay-side, through 
pipes, rate about 25 t.p.h. 
FUEL: All grades of bunker fuel available — direct from oil jetty or by 
lorries to berth. 
FIRE PRECAUTIONS: Dry cargo ships; no smoking in holds. Tankers: 
usual restrictions. Tankers with petrol cargo not allowed to berth at dry 


cargo piers. 

CONSULS: 
Belgium Netherlands Sweden 
Denmark Norway United Kingdom 
France 


REPAIRS: Nearest dry dock at Rauma. 
GANGWAY/DECK WATCHMEN: Not compulsory, ship's own crew can 
be used. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: 

Safety Equipment Certificate. 

Stability Certificate. 

Load Line Certificate. 

Derrick and Hoisting Gear Test Certificate. 

Derat Certificate. 

Nationality Certificate. 

Measurement Certificate. 

Ice-class Bill. 
CUSTOMS ALLOWANCES: Tobacco: Max. 200 cigarettes per man or 
50 gm. of tobacco. Wine/Spirit: Maximum 1 bottle of each per man to 
be opened and used on board only. 
CARGO GEAR: Cargo gear test book to be in order — all gear to be 
tested within a year otherwise risks for breaks in discharging/loading. 
REPATRIATION: Can be carried out easily. 
AIRPORT: Vaasa Airport (about 8 miles from town) served by regular 
airlines, domestic and abroad, Stockholm, U.K., Continent, etc. 
TIME: Local time GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Working hours in port: 0700 — 1100 hrs., 1200 — 1600 hrs. 
Monday to Friday, Saturday: 0700 — 1100 hrs. Sunday free. Working 
days in port: Monday to Saturday. Working days ashore: Usually Monday 
to Friday. All banks closed on Saturday. Shops open all weekdays. Other 
holidays: 6th December — Independence Day — Christmas, etc., as usual. 
TELEPHONES: Can be arranged on board. 
SERVICES: Compass adjusting available. 
POLICE/AMBULANCE/FIRE: Police 002; General Emergency No. 000. 
IDENTIFICATION CARDS: Not needed. 
DELAYS: Only Winter time when Government ice-breaker is arranging, 
waiting or assisting in outbound convoys of ships. : 
GENERAL: Ships approaching port of Vaasa in Winter time (January- 
May) when sea area icebound, have to call any of Government ice- 
breakers operating in area or to inform Harbour Authorities of exact ETA 
— engine power, size and nationality, and whether strengthened for ice 
or not. Call signs, etc., for Government ice-breaker can be obtained from 
nearest coast radio station. 
AUTHORITY: Vaasa Harbour Office, SF-65170 Vaasa 17, Finland. 
Tel: 358-61-251111. FAX: 358-61-128862. Contact: Captain Lars 
Holmavist, Harbour Master. 


VEITSILUOTO: 65.42 N. 24.37 E. (See Plan) 


DOCUMENTS: Usual! documents for Finnish ports. In addition the 
Harbour Master requires a copy of the Crew List. 
PILOTAGE: inwards compulsory for vessel in foreign trade. Boarding 
about 8 miles before Ajos. Ajos Pilot Station may be contacted on VHF 
Channel 16/13. 
ANCHORAGES: Good holding ground about 1 mile from Rautakallio 
and by Koivuhauta 2 miles from harbour entrance. 
RESTRICTIONS: No tide. Entry by day or night. Approach Channel, 
depth 7.1 m. It is recommended that vessels longer than 150 m. and 
with a minimal keel clearance avoid berthing under unfavourable 
weather conditions. 
MAX. SIZE: See “Berthing”. 
VHF: Make initial contact on Channel 16/13. 
HEALTH: See “Oulu”. 
TUGS: Available when required, charges according to net tonnage. Use 
ship's lines. 
BERTHING: Total length of Quays 574.5 m. 

Berth No. 1: Length 135.5 m. Depth 7.1 m. 

Berth Nos. 2 and 3: Total length 209 m. Depth 7.1 m. 

Berth Nos. 4 and 5: Total length 230 m. Depth 7.1 m. 

Max. draft at all berths 7.1 m. 
CRANES: Load/discharge by ship's gear or mobile cranes. 
SPECIALISED CARGO HANDLING FACILITIES: 2 Ro/Ro berths, 
no special equipment. 
STEVEDORES: Ordered by Agent. 
MEDICAL: Hospital at Kemi. Masters to advise if medical attendance 
required aboard. 
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FRESH WATER: Available at short notice. 

FUEL: Ordinary fuel, diesel and gas oil. Deliveries by lorries only. 
FIRE PRECAUTIONS: No special precautions. Company's fire-fighty 
corps. 

CONSULS: Norway, others at Kemi. 

REPAIRS: Available at Kemi. 

GANGWAY/DECK WATCHMEN: Available, ordered by Agent. 
OPENING/CLOSING HATCHES: By crew. 

AIRPORT: At Kemi, approx. 15 km. from port. 
POLICE/AMBULANCE/FIRE: The nearest emergency services 
available through the Alarm Centre of the Veitsiluoto Compa, 
telephone number 22. If you phone outside the Company, call first 81 
(the number of the Company), and then ask for number 22. 
SERVICES: Radar repairs possible in Kemi. 

SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Not required. 

DELAYS: Not normally expected. 

REGULATIONS: Port regulations delivered to ship on arrival on reques 
AUTHORITY: Veitsiluoto Oy, SF-94830 Kemi, Finland. Tel: (9% 
814452. Telex: 3614 Vto Sf. Contact: Harbour Master, Tel: (980) 8207 


NOTES 
Please also advise Shipping Guides Ltd. 


France 


GENERAL 
yoTICE TO MARINERS: No. 2005/81 


Regulations concerning vessels laden with hydrocarbons 
including) oil or other dangerous cargoes approaching French 


regulations have been promulgated by the French Authorities 
snacerning vessels laden with hydrocarbons (including oil) or other 
jangerous cargoes in the approaches to French Mediterranean ports 
nd the ports in Corse. ' j 

Any such vessel intending to enter French territorial waters (including 
sorse) from seaward, or to sail from a French port or anchorage, is 
equired to signal certain details to the Prefet Maritime of the Third 
3egion at Toulon 6, hours beforehand. Should there be any subsequent 
ange in the vessel's intended movements, or in her material state, a 
uther signal should be made. All such vessels are required, throughout 
neir stay in French territorial waters, except when lying alongside in 
rt, to maintain radio watch on Channel 16 or the local frequency, if 

licable. 

ee such vessel which suffers significant damage at sea, or the threat 
{ damage, from whatever cause, while within 50 miles of the French 
pasts, is required to signal certain details to the Prefet Maritime at 
‘qulon. Subsequent developments must be reported, including the time 
requesting assistance, the expected time of its arrival and the actual 
me of arrival. Any ship joining the damaged vessel to render assistance 
srequired to signal details to the Prefet Maritime, and to render reports 
in the casualty on arrival. These signals are informative and do not 
constitute a request for rescue or assistance. 

For details of all signals required above see Admiralty List of Radio 
signals, Vol. 6. 

Vessels exceeding 1,600 gross tons laden with hydrocarbons 
including oil) or other dangerous cargoes must not approach the French 
oasts within 7 miles, unless instructed to do so by the French authorities 
y within the port approach channels listed below. Exceptions to this rule 
ye made in the channel between Corse and Capraia, where the 
ninimum distance is reduced to 5 miles, and in the Bonifacio Strait. 

Such vessels approaching, or departing from, the ports of Port-la- 
jouvelle, Sete, I'Espiguette, Golfe de Fos, Marseille, Toulon, Ajaccio, 
orto Vecchio, Solenzara, Lucciana and Bastia are required to use the 
harted port approach channels. When in these channels such vessels 
se priority vessels and must display Flag “'B” of the International Code 
y day, and exhibit one red light, visible all round, at night. The provisions 
Rule 9 of the International Regulations for Preventing Collisions at 
ea (1972) explicitly apply. 


{OTICE TO MARINERS: No. 2379/81. 


‘egulations concerning tankers laden with hydrocarbons and 
essels carrying dangerous cargoes navigating in the approaches 
othe N. and W. coasts of France. 

The French authorities have issued the following regulations 

‘oncerning the above mentioned vessels. 

a) Laden vessels exceeding 1,600 tons gross must keep at least 
7 nautical miles from the French coast, unless otherwise 
instructed by a Prefet Maritime, except within— 

The N.E.-bound lane of the Dover Strait traffic separation scheme. 

Race of Alderney. 

The access channels to the following ports: 
Dunkerque, Calais, Boulogne, Dieppe, Fecamp, Le Havre- 
Antifer, Rouen, and the ports of the lower Seine, Caen/ 
Ouistreham, Cherbourg, Granville, Val de Saire transhipment 
area, Saint-Malo, Saint-Brieuc, Roscoff, Brest, Douarnenez, 
Concarneau, Lorient, ports of the Loire, Les Sables-d’Olonne, 
La Rochelle/La Pallice, Ports of the Gironde, Bayonne. 


| Vessels intending to enter French territorial waters (12 miles) 
or to sail from a French port or anchorage, are required to 
inform Marine Brest and Marine Cherbourg 6 hours beforehand, 
either by radio or through the port authority, giving the following 


details :— 

Prefix SURNAV FRANCE 

A Name, nationality and call sign. 

B Date and time (GMT) suffixed “Z”. 

c Position. 

E Course. 

F Speed. 

| Destination. 

J Date, time (GMT) and position of entering French 
territorial waters or of getting underway. 

K Date, time (GMT) and position of leaving French 
territorial waters, or of arriving at destination in French 
waters. 

N RT watch being maintained. 

P Draft. 

Q Cargo: type (as defined in MARPOL 73).and quantity. 

R Whether manoeuvring ability is normal or impaired by 
defects in propulsion, steering or anchoring equipment. 

S Whether operational fitness is normal or impaired by 


defects in radar, radio, safety or ballasting equipment. 
Any subsequent changes should be reported immediately. 
Constant listening watch must be maintained on Channel 16, 
Or a frequency specified for this purpose by a local authority 
throughout the period the vessel is in French territorial waters, 
€xcept when lying alongside in a port. 


FRANCE 


(c) Vessels within French territorial waters suffering from an 
impairment of normal navigational or manoeuvring 
capability, are required to take such an action as the Prefet 
Maritime may require to ensure, the safety of navigation and to 
avoid the threat of pollution. 

(d) Vessels within 50 nautical miles of the French coast suffering 
damage or having defects, are required to report to Marine Brest 
and Marine Cherbourg any occurrence (collision, stranding, 
incident on board or external) which could result in damage to 
the vessel or cargo. 
Any vessel going to the assistance of the damaged vessel is also 
required to make a report. 
These reports are informative and do not constitute a request for 
rescue or assistance. 
Requests for assistance, if required, should be made in accordance 
with international regulations, keeping Marine Brest and Marine 
Cherbourg informed. 
The damaged and the assisting vessel are required to take such action 
as the Prefet Maritime may direct with a view to avoiding danger to 
navigation and threat of pollution, whether they are in French territorial 
waters or international waters. 
Form of pa report to be made by the damaged vessel:— 
Prefix URNAV AVARIES 
Name, nationality and call sign. 
Date and time (GMT) suffixed “Z”. 
Position. 
Course. 
Speed. 
Destination. 
Time (GMT) and nature of a call for assistance or 
towage. 
Name of assisting vessel, if present, or ETA (GMT). 
Name and telegraphic address of Owner, Charterer 
and any French consignee. 
Radio watch being maintained. 
Draft. 
Cargo: type (as defined in MARPOL 73) and quantity. 
Nature of damage or development of the situation. 
Any other information. 

Subsequent developments are also to be reported. 
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Form of signalled report to be made by the assisting vessel:— 
Prefix and A to | as above, but details applicable to the 
assisting vessel. 
Date, time (GMT) and position of casualty. 
Name, nationality and call sign of casualty. 
Course of casualty, or destination, if known. 
Speed of casualty, if known. 
Radio watch being maintained. 
Cargo of casualty if known. 
Damage of casualty. 
Any other information. 
Further reports on the casualty are required after arrival. 
(e) Laden vessels exceeding 1,600 tons approaching or 
departing from the following French ports:— 
Saint-Malo, Saint-Brieuc, Roscoff, Brest, Douarnenez, 
Concarneau, Lorient, ports of the Loire, Les Sables-d’Olonne, La 
Rochelle/La Pallice, ports of the Gironde, Bayonne are required 
to comply with the following regulations:— 
To use the authorised approach and entry channels and waiting 
areas. 
Inform the Port Authority on entering the approach channel. 
When in these channels and waiting areas, display Flag B of the 
International Code of Signals by day and exhibit one red light at 
night, clearly visible all round. 
Anchoring or waiting in the approach and entry channels is not 
permitted except in emergency, in which event the Port Authority 
must be informed as soon as possible. 
Vessels crossing approach or entry channels should do so as 
nearly as possible at right angles to the channel and well clear 
of vessels in the channel. 
These regulations do not in any way absolve Masters and Pilots 
from the requirement to comply with the International Regulations 
for Preventing Collisions at Sea (1972). 
For further details of signals required by the above regulations see 
Admiralty List of Radio Signals Vol. 6. 
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Similar messages must be sent to Marine Toulon by vessels in the 
Mediterranean. 


Navigation in French Territorial Waters: 
Any ship as specified above must keep permanently 7 nautical miles 
off the French Coast, except: 
1. When entering a French harbour, in the specified channel leading 
to this harbour; 
2. Inthe N.E. lane of the Dover Straits Separation Scheme; 
3. In the Channel of Corsica between the Italian island of Capraia 
and the Corsican shore, where the limit is reduced to 5 nautical 
miles. 


DISTRESS, SEARCH AND RESCUE: 
Search and Rescue operations are controlled by the following 
organisations: 
1. Centre Regional Operational de Surveillance et de Sauvetage 
pour la Manche-Mer du Nord (CROSSMA) covers the North coast 
of France from the Belgian border to Mont St. Michel (48° 38’ N., 
1° 31’ W.). Stations at Cap Gris Nez (50° 52’ N., 1° 35’ E.). and 
Jobourg (49° 41’ N., 1° 54.5’ W.) maintain a continuous watch on 
2182 kHz and VHF Channels 16 and 11. 
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2. Centre Regional Operational de Surveillance et de Sauvetage 
Corsen-Ouessant (CROSSCO) covers the N.W. coast of France 
from Mont St. Michel to the latitude of Pointe du Raz (48° 02’ N.). 
A station at Corsen (48° 25’ N., 4° 48’ W.) maintains a continuous 
watch on 2182 kHz and VHF Channels 16 and 11. 

3. Centre Regional Operational de Surveillance et de Sauvetage 
pour L’Atlantique (CROSSA) covers the Atlantic coast of France 
from the latitude of Pointe du Raz (48° 02’ N.) to the Spanish 
border. Stations at Etel (47°39'N., 3°12’ W.) and Soulac 
(45° 31’ N., 1°07’ W.) maintain a continuous watch on 2182 kHz 
and VHF Channel 16. 

4. Centre Regional Operational de Surveillance et de Sauvetage 
Mediterranee (CROSSMED) covers the Mediterranean coast of 
France. A station at Toulon (43° 06’ N., 6° 00’ E.) maintains a 
continuous watch on 2182 kHz, 2677 kHz and VHF Channel 16. 
Tel: 94.27.27.11. A station at Agde (43°18'N., 3°30’ E.) 
maintains 0500-2100 watch from 15th June to 15th September 
on 2182 kHz, 2677 kHz and VHF Channel 16. 

There is a station for Corsica at Ajaccio, Tel: 95.20.13.63. 


VISAS: Foreign visitors (except EEC nationals and Swiss nationals) are 
required to be in possession of visas before arrival in France. 

Companies sending foreign crewmen to join vessels in French ports 
should arrange visas through French Consulates. 


AJACCIO, Corsica: 41.55 N. 08.44 E. 


DOCUMENTS: 
Cargo Vessels: 

1 Stores List. 

1 Personal Effects List. 

1 Crew List. 

1 Passenger List. 

2 Manifests. 

Ship’s Register. 
Passenger Vessels: 

1 Stores List. 

1 Personal Effects List. 

3 Crew Lists. 

3 Passenger Lists. 

Ship's Register. 

2 Manifests. 
PILOTAGE: No advance notice required for regular ships. Vessels call 
Pilot with 3 blasts on ship's siren. Pilot boat flies usual Pilot flag. Pilot 
joins approaching vessel at a line lsolella/Chapelle des Grecs. Available 
24 hours a day. Pilot boat has VHF Channel 6. 
ANCHORAGES: Several safe anchorages in harbour which can be 
indicated by Pilot. 
MAX. SIZE: Length 200 m., draft 7 m. At anchor, no limit. 
HEALTH: Health Officer boards on arrival. Pratique automatic unless 
suspected contagious disease on board, when it is necessary to notify 
Agent or Health authorities in advance by cable. 
RADIO: ETA cables, etc., via Grasse Radio, Marseilles 
Radio. VHF Channel 24. 
VHF: Port Captain on Channel 9. 
TUGS: None available. 
BERTHING: Regular vessels have priority at all berths. 3 Ro/Ro berths. 
CRANES: Up to 20 tons. 
STEVEDORES: Advice should be sent 24 hours prior to arrival. French 
vessels have priority of labour. 
MEDICAL: Advance notice required Tel: 95.21.52.08. All hospital 
facilities available. Except in the case of an epidemic in any country 
from which the vessel has sailed, no inoculations or vaccinations are 
necessary. 
TANKERS: Max. draft 6 m., length 110 m. Preferably with bow thrust 
unit. Gas tankers also preferable with bow thrust unit. 
FRESH WATER: Available at all berths, except Gas Berth. 
FUEL: All grades available, 48 hours notice required. 
CONSULS: Greek, Dutch, Monaco, Danish, Swedish, Finnish 
REPAIRS: Minor repairs can be carried out. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: Ship's Register. 
CUSTOMS ALLOWANCES: Tobacco, 2 oz. or 200 cigarettes per 
member of crew. Wine, no restrictions. Spirits 120 oz. bottle. 
SURVEYORS: None. 
DRY DOCKS: None. 
REPATRIATION: Can be arranged by Ship’s Agents. 
AIRPORT: 8 km. from port. Served daily by Air France regular lines. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: 1st January; Easter Monday; Whit Monday; 1st May; 14th 
July; 15th August; 1st November; 11th November, 25th December. 
Cargo work can be arranged on all dates except 1st November. 
POLICE/AMBULANCE/FIRE: Police 17; Ambulance 95.21.50.50 
(SAMU); Fire 18. 
TELEPHONES: Can be placed on board warships only. 
BANKS: Banque de France, Tel: 95.21.00.05. Telex: Banfra Ajacc 
460083; Banque Internationale pour |'Afrique Occidentale, Tel: 
95.21.34.75. Telex: Bancafr 460291; Banque Worms, Tel: 95.21.00.13. 
Telex: BWOR 460032; Banque Nationale de Paris, Tel: 95.21.54.90. 
Telex: 460894 BNP; Credit Lyonnais, Tel: 95.23.37.42 and 95.21.51.26. 
Telex: 460824 Credion Ajacc; Societe Generale, Tel: 95.21.41.30. Telex: 
460757 Sogener Ajacc. 
EMERGENCY CO-ORDINATION CENTRE: Crossmed Toulon, Tel: 
94.27.27.11. Telex: 430024 Cromd. 

Affaires Maritimes, Tel: 95.21.55.53. Telex: Afmar Ajacc 460690. 
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(See Plan) 


Radio or Ajaccio 


STORING: Stores and bunkers by truck only. Trucks may go alongsig 
except at gas berth and tanker berth. Fork lift trucks available. Docke, 
available to assist. 
IDENTIFICATION CARDS: Required. 
GENERAL: Galley waste, etc., must not be discharged inside the ba 
but into special containers at berth. 
AUTHORITY: Departmental de I'Equipement de la Corse du Sud, Ten 
Plein de la Gare, 20184 Ajaccio. Tel: 95.23.31.12. Telex: Corse 
460943. Contact: Port Director. 

Port de Commerce d’Ajaccio, Quai I'Herminier, 20000 Ajacc, 
Tel: 95.51.21.80. Telex: 460084. Contact: M. Grimaldi, Port Director 


ANTIBES: 43.35 N. 07.08 E. 


DOCUMENTS: 
(a) For Harbour Master: 

Ships Papers. 

Declaration of Exit and Entry. 

Crew List. 

Passenger List. 
(b) For Customs: 

Health Declaration. 

Provision List. 
PILOTAGE: Not obligatory for yachts. Port cannot receive pleasu 
boats longer than 40 m. Ensure pilotage authorities advised of ETi 
VHF Channel 9 day and night. 
ANCHORAGE: In winds of N.E. to S.E. anchorage in front of Antite 
not advised. Recommended anchor in Bay de Golfe-Juan, in shelter; 
Cap d'Antibes, in direction of Juan-les-Pins. In winds from N.W. to SW 
good anchorages on East face of Cap d'Antibes, Bay of Garoupe, Be 
of La Salis, Bay of llette. 
RESTRICTIONS: None. 
MAX. SIZE: For yachts length 50 m., width 6 m., draft 3.5 m. 
VHF: Port Captain on VHF Channel 9 throughout 24 hours. 
TUGS: None. 
FUEL: For pleasure boats only. 
CONSULS: None. 
REPAIRS: For pleasure boats only. 2 travelifts for boats of max. weig 
45 tonnes and 120 tonnes. 
REPATRIATION: Must be arranged through Consulates at Nice: 
Marseilles. 
AIRPORT: Nice, Cote d'Azur: 15 km. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
POLICE/AMBULANCE/FIRE: Tel. Police 93.33.58.58 and 1 
Ambulance 18; Fire 18. 
SERVICES: Water and electricity on each pier. 
AUTHORITY: Capitainerie du Port d'Antibes, Port Vauban, S.A.E.M.6 
Gestion, Port Vauban, 06600 Antibes. Tel: 93.34.74.00. Telex: 970480! 
Contact: J. Pluym, Le Commandant du Port. 


(See Plan 


BASTIA, Corsica: 42.41 N. 09.27 E. 


DOCUMENTS: See “Ajaccio”. 

PILOTAGE: Address, Hangar No. 1, Nouveau Port, Bastia. Tt 
95.315095. VHF Channel 16. Pilot boats, 12 m. long, black and wht 
with navigation and pilotage lights. Previous advice to Pilots necess? 
before arrival. Pilot boards in bay of Porto Vecchio, North of the citad 
Vessels should call “Bastia Port” or Bastia “Bastia Pilot” one hour bet 
arrival in the anchorage area. 

ANCHORAGE: Anchoring not recommended in Easterly winds. Dep 
15 m. to 30 m. in Porto Vecchio Bay. Bastia harbour: up to 4.50 m. deé 
RESTRICTIONS: Ships may enter harbour any time, weather permit 
It is very difficult to enter if a West wind (Libecciu) of over 25 knots! 
blowing. 

MAX. SIZE: Max. length: 160 m.; draft 7 m. 

TUGS: None available. 

BERTHING: Ships berth in order of arrival. 

Accommodation available for 8 vessels: 

3 berths with length 100 m. to 120 m., max. draft 6.50 m. (cemé 
wine, liquefied gas). 

1 berth, length 160 m., max. draft 7.50 m. (Ro/Ro cargo). 

2 berths, length 150 m. to 160 m., max. draft 6.50 m. (car-ferries) 

2 berths, length 120 m., max. draft 6.00 m. (car-ferries). 

Mooring carried out by watermen. Same address as Pilots. 
CRANES: One mobile crane with max. lifting capacity 7.5 tons. 
MEDICAL: Medical controls made by Customs officer. Doctor availa 
FRESH WATER: Supplied ashore. 

FUEL: Not available. 
FIRE PRECAUTIONS: General rules. One wharf reserved for tank 
CONSULS: Nearest at Ajaccio. 
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GANGWAY/DECK WATCHMEN: Night watchman supplied by Age | 


OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: None on entry, 10 packets cigarettes wr 
leaving. Wine/spirits unlimited when leaving. 

REPATRIATION: No facilities exist. 

AIRPORT: Bastia 20 km. from ports. Departures every day to continé 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
POLICE/AMBULANCE/FIRE: Police, 17; Ambulance, 17; Firemen. 
TELEPHONES: As a rule telephone is put only on naval ships. 
SHORE LEAVE: Crew may go ashore. 

IDENTIFICATION CARDS: Required. 

AUTHORITY: Direction Departementale de |'Equipment de la Had 
Corse, B.P. 214, 20200 Bastia. Tel: 95.31.99.66. Telex: 46068 
Contact: Mr. Halakuc, Port Captain, Hanger No. 1, Nouveau Pt 
Tel: 95.31.07.15 
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gAYONNE: 43.30 N. 01.28 W. 


UMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

3 Lists of Provisions on Board. 

3 individual Lists of Tobacco and Spirits. 

3 Manifests of Cargo. 

1 Set Bills of Lading. 
ILOTAGE: Station extends 3 miles between the parallel of Ondres to 
ne North and the limit of French territorial waters to the South. When 
yeather permits, the pilot boat comes out of I'Adour and comes 
,jongside ships near the light buoy situated W.N.W. of the port entrance. 
sontact Pilot at least 12 hours before arrival relaying through Bordeaux 
weachon Radio and stay on radio watch in the pilot zone. VHF 
Spannel 12. 
ANCHORAGE: Ships must not anchor in the river. 
2ESTRICTIONS: In bad weather ships are led to take the Pilot at the 
jot boat which is based on St. Jean-de-Luz and are led either towards 
Adour or to the anchorage of St. Jean-de-Luz. 

When alongside, even in fine weather, a swell may be experienced 
ausing lines to part. 
WAX. SIZE: The Adour is accessible to ships of 160 m. length (15,000 
_20,000 tonnes). Depth at the mouth varies with the seasons and are 
maintained by dredging. They are never less than 7 m. during Summer 
ut during Winter can be reduced following Westerly storms. The height 
¥ the tide has to be added to these depths but the draft can never 
xceed 8.0 m. 
{EALTH: A Declaration of Health Form is lodged by the Customs 
service on arrival; it must be completed by the Master. In case of a 
uspect illness, advise Agent 24 hours in advance. 
{ADIO: Bordeaux — Arcachon Radio. The signal tower on the South 
ide of the mouth, and the Harbour Master's Office, in the tower, has a 
IHF radio station, Channel 12. 
'UGS: 1 tug available, 1,250 h.p., 10 tons bollard pull. Request for tug 
nrough the Agent. Tug waits at the entrance to the Adour. 
3ERTHING: When working berth is occupied, vessel is directed to a 
yaiting berth. Large ships or those carrying dangerous cargo can be 
equested to wait outside the entrance. 


(See Plan) 


Max. Length Recommended 

Berth Vessel Draft 
Socadour 150 m. 29.5 ft. 
Cement Wharf 160 m. 24 ft. 
Satec Wharf 160 m. 24 ft. 
Grain Silo 130 m. 23 ft. 
SNPA Sulphur Quay 150 m. ae pe 
Other berths 120m 22 ft. 


3ULK HANDLING FACILITIES: Silos with capacity 60,000 tonnes 
maize). Rate 450 t.p.h. 

3 silos, total capacity 10,000 tonnes at Armand Gommes Quay. 

Phosphate handled at Boucau Quay with 3 cranes of 10 tonnes 
apacity, feeding conveyor belts with capacity 350 t.p.h. — 400 t.p.h. 
SRANES: Edmond Foy Quay: 33 ton and 26 ton cranes. 

Pierre Le Roy Quay: 4x3 — 4 tonne cranes. 

Boucau Quay (Socadour): 2 10 tonne cranes. 

Marcel Forgues Quay: 110 tonne and 1x8 tonne crane. 

Jean Letellier Quay (private): 110 tonne crane. 

Armand Gommes Quay: 23 — 4 tonne cranes. 
STEVEDORES: Arrival must be notified to Agent 24 hours in advance. 
MEDICAL: Medical attendance can be organised by the Agent without 
advance notice, Hospital and private clinic available. However, if medical 
ttendance required as soon as the ship arrives, particularly at night, it 
ali to send a radio message 12-15 hours before the arrival of 
le ship. 
TANKERS: No installation to receive residues. Two berths for unloading 
{refined products. Refinery de Midi: Max. length 120 m., max. draft 6 m. 
Saint Gobain, length 150 m. max. draft. 24 ft. 
FRESH WATER: Available at each berth, minimum supply 3 cu.m. 
wen Available by arrangements in advance through Agent or 
suppliers. 


CONSULS: 
Belgium Norway Sweden 
Brazil Peru United Kingdom 
Chile Portugal Uruguay 
Finland Spain 


po dpae Running repairs to hull, machinery, radio and radar can be 
fected. 
SURVEYORS: Bureau Veritas. Tel: 59.25.20.44. 
DRY DOCK: Usable length 98 m. Length on stocks 94.1 m. Width of 
éntry 15 m. Depth above sill, neap tides 4.5 m., spring tides 6 m. 
GANGWAY/DECK WATCHMEN: Not obligatory except for ships with 
dangerous merchandise on board. 
OPENING/CLOSING HATCHES: Generally carried out by the crew. 
CUSTOMS ALLOWANCES: 200 grammes or 250 grammes of tobacco 
or each crew member and for 8 days (must without fail be declared in 
the individual list of provisions). 1 bottle of wine or spirits (must without 
‘al be declared in the individual list of provisions). 
REPATRIATION: Possible for all countries as well as crew changes. 
AIRPORT: At Biarritz: 7km. away. Regular service with Paris. 
in Services per week to and from London. 
; ME: European Standard Time: GMT plus 1 hour and GMT plus 2 hours 
bl 2nd April to 1st October. 
Solas: 1st January; Easter Sunday/Monday; ist May; Ascension 
ay; Whit Sunday/Monday; 14th July; 15th August; 1st November; 
th December. 
SOUCE/AMBULANCE/FIRE: Police, telephone 17 or 59.55.84.09., 
+ 17 or 59.03.76.10 Boucau: 17 or 59.55.29.53. St. Leon Hospital: 
Teeee.50. Fire Station: 18 or 59.59.21.84. 

EPHONES: Telephones on board not possible. 


FRANCE 


SHORE LEAVE: Crew are authorised to go ashore. 
IDENTIFICATION CARDS: Not necessary — Seaman's Identity Card 
sufficient. 
AUTHORITY: Direction Departementale de Il'Equipement Alles 
Maritimes, 64109 Bayonne. Te/: 59.63.08.40. Contact: A. Lage, 
L'Ingenieur Des T.P.E. 

Capitainerie du Port, 128 Av. de L’Adour, Anglet. Te/: 59.63.11.57. 
Telex: Porbayo 55 04 57. 


BORDEAUX (inc. Verdon, Bassens, Ambes, Pauillac, 
Blaye): 44.50 N. 00.34 W. (See Plan) 


DOCUMENTS: 

Tonnage Certificate. 

2 copies Provisions List. 

2 copies Personal Effects List. 

2 copies Crew List. 

Customs Clearance. 

Crew Manifests. 

Check List. 

PILOTAGE: To embark and disembark at sea from ships entering or 
leaving the Gironde Estuary, Pilots use either a 17 m. fast launch or a 
twin-turbine helicopter Ecureuil AS355F 1. 

With the helicopter, winching is the normal procedure to transfer Pilots. 

The service at sea extends from 1 hour before to 5 hours after 
Cordouan LW. 

For container ships, special arrangements can be made through the 
Agent. 

When weather conditions do not permit service to ships at sea, the 
Pilot boards as soon as possible, after the ship has crossed the bar. In 
that case and after Master's agreement, a Pilot gives navigation 
assistance from Verdon shore-based radar station, until Pilot's boarding 
point or for outward ships, from Pilot's disembarking point to sea. 

Vessels should announce their arrival at ‘BXA’ Fairway Buoy at least 
24 hours in advance to the Commandant du Port de Bordeaux through 
Coast Station “Bordeaux-Arcachon Radio”. Masters must confirm to the 
Harbour Master's Office, Channel 12 and the pilot station at least 12 
hours before arrival their ETA, ship's draft and speed, and give their 
agreement for an eventual helicopter operation. Three hours before 
arrival at ‘BXA’, Masters must contact Gironde Pilot Station on Channel 
16 and communicate on Channel 16, 11 or 12. Ships can also call 
Verdon Pilot Station by Telephone No. 56.09.63.85 or by Telex 
PILVDON550167F. 

Ships leaving ports located between Santander and Lorient, must 
send the above mentioned message on departure. In case of any change 
of more than 3 hours of the initial ETA, Masters must send a correcting 
message. 


Helicopter Service: The helicopter is red and white, and “PILOTE BX” 
is painted in black. The VHF call sign is “PAPA GOLF” or “Gironde Pilot 
Helicopter”. During the flight, VHF contact between the ship and 
helicopter must be maintained on Channels 6 or 12. 

The Pilot is boarding in the vicinity of ‘BXA’ Fairway Buoy and winching 
is the normal procedure. Depending on weather conditions, the Master 
may be requested to alter the course or speed of the ship for safe 
boarding of the Pilot. 

The helicopter is working in accordance with International regulations 
and particularly with the rules of the International Chamber of Shipping. 

Masters are asked to watch very carefully the following points: 

— check that there are no horizontal aerials or wires above the 
helicopter's manoeuvring zone 

— check that no loose object, in the proximity of the manoeuvring zone, 
could be swept up by the effects of the wind created by the rotor blades 
— at night, the manoeuvring zone must be well illuminated but in such 
a way that the helicopter Pilot is not dazzled 

— if necessary, provide for washing the area to avoid dust being blown 
around by the effects of the rotor. 

No extra charge for the Pilot boarding by helicopter. 


Pilot Launch Service: When operating with a fast launch, the Pilot boards 
between ‘BXA’ Fairway Buoy and the entrance to Grande Passe de 
l'Ouest. Masters are requested to maintain a speed of about 5 knots. 
The pilot ladder should be rigged well amidships and the bottom of the 
ladder should be 1.50 m. above the water level. No line or rope shall 
be attached to the bottom of the pilot ladder. 

The pilot launch keeps watch on VHF Channels 16 and 11. 

Vessels less than 70. m. long, for which pilotage from the sea to 
Verdon is not compulsory, may embark River Pilot at Le Verdon 
providing Masters have advised the pilot station accordingly. 
ANCHORAGE: The normal waiting anchorage area is the Roadstead 
of Le Verdon, depth 10 m. to 12 m. and sand silt bottom. The big tankers 
with more than 10 m. draft find a good anchoring area in the Saintonge 
Roadstead with a depth of 15 m. to 20 m. (sand silt bottom). 
APPROACHES: 

Report: 1986. 

Of primary concern in approaching or leaving the berths is the difficulty 
of the channel between Le Verdon and Ambes, especially for inbound/ 
outbound tankers at the maximum draft. 

When loading full cargo at Bordeaux/Ambes, Masters have to pay 
careful attention to the maximum permissible draft alongside at LW and 
to the maximum draft (fresh water) allowed for transitting channel 
outbound, owing to the many shelves especially around the Buoys 20 
and 28. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englen 


Port Approaches: There is no. special navigation difficulty for 
approaching ‘BXA’ Light buoy, though there is no noticeable landmark 
by daytime, but the ‘BXA’ Racon is efficient and the buoys of the entrance 
channel Passe de I'Quest are detected early on the radar. The soundings 
may also give useful information. 

Anchoring outside is not recommended during bad weather owing to 
the heavy swell. Ships have to use the tide to transit the River Channel 
which takes about 4 hours. They need about 2 hours for taking the Pilot 
and proceed to the Le Verdon Roads where they enter the river. 

Best arrival time at ‘BXA’ Light buoy is between 4 to 6 hours before 
the HW of Pointe de Grave; this will avoid anchoring, leaving sufficient 
time for Master/Pilot exchange on the soundings in the channels which 
are the major problem during the transit for deep drafted tankers, 
especially in the river. Movements are carried out on a round the clock 
basis. 

Heights of water are given on VHF Channel 17, every 5 minutes, for 
many places in the river corresponding to the main shoal areas (given 
in metres in the French language). 

A monthly recommended maximum draft for vessels proceeding to 
and sailing from Ambes A.P. and E.D.F. is issued and always calculated 
based on fresh water. This sheet is given to the Agent and may be given 
to the Master when the Pilot boards. 

The Under Keel Clearance considered in this draft calculation is mainly 
subject to local atmospheric and hydrological conditions but never less 
than 0.50 m. for the river transit. Meanwhile, in the River Channel, 
siltation and moving soft mud patches may reduce the deep draft 
passage width between the buoys. The Pilot must know these latest 
limitations as the Port Authority cannot give a complete safe sounding 
statement to Masters. 

RESTRICTIONS: The great entrance to the Gironde estuary (Western 
entrance) is dredged to a depth of 13.50 m. under the zero of French 
sea charts. It permits the sailing in of ships with a draft of 15 m. (49 ft.) 
at practically all tides. 

MAX. SIZE: Verdon: Vessels up to 12.5 m. draft, 290 m. length. 

Bec d’Ambes: Tankers up to 32 ft. 6 in. draft, 210 m. length. 

Pauillac: Tankers up to 32 ft. draft, 240 m. length. 

Bassens: Vessels up to 9.40 m. — 11.00 m. draft, 245 m. length. 

Blaye: Vessels up to 25 ft. draft. 

HEALTH: Vessel should ask for Free Pratique by radio at least 12 hours 
before arriving at port. Message should be addressed to Saniport — 
Bordeaux routed via Bordeaux/Arcachon Radio. Otherwise, Pratique 
given by Customs Officers who board on arrival. If any case of suspected 
disease on board or any reason why vessel should not receive Free 
Pratique, Master should radio Agent before arrival, advising full details. 
Health Control: Hospital Saint Andre, 1me Jean Burguet, Bordeaux. 
Tel: 56.50.64.52. 

RADIO: Arcachon Bordeaux Port Radio: Radiotelephony 1,862 kHz. 
Radiotelegraphy 421 kHz. 

Port Authority by VHF: Calling band 156.8 MHz Channel 16. Traffic 
eae 156.6 MHz Channel 12 (port). Traffic and 156.7 MHz Channel 14 
(radar). 

Pilots: Telegraphy: watch on 500 kHz at the prescribed hours. 
Telephony: continuous watch on 2,182 kHz. VHF: continuous watch on 
Channel 6. 

Every vessel fitted with HF radio equipment shall keep a constant 
watch and be in contact with “Arcachon-Bordeaux-Port-Radio” Station 
when navigating in the area between the landing buoy and her berth, 
or at least watch at the sending times of this station, when moored and 
awaiting orders. 

Every vessel fitted with VHF radio equipment, shall also keep 
permanent watch and maintain contact with the Port Operations Station 
on 156.6 MHz (Channel 12) when navigating in the zones indicated 
below, or when moored and awaiting orders. 

Le Verdon zone: Call “Radar-Verdon”. 

Bordeaux zone: Call “Port-Bordeaux”. 

RADAR/VHF: Port radar is in operation in the Gironde estuary and 
approaches. Vessels may contact this station for navigation information 
by calling Verdon Port Radio on VHF Channel! 14. 

TUGS: Tug assistance is available as advised by the Pilot. Tugs will 
join vessels at the following places: In Verdon Roads for vessels mooring 
at Verdon. In Pauillac Roads for vessels mooring at Pauillac. At Buoy 
BA1 for vessels mooring at Ambes. Off the Harbour Basins for vessels 
mooring at Bordeaux Docks. 

As a tule ship's tow-lines are used; when a tug line is required there 
will be an additional charge. 

BERTHING: Le Verdon Deep Water Terminal: 2 containership berths, 
length 600 m., depth alongside 12.5 m. at LW; slip for quarter ramp 
Ro/Ro handling. Operations carried out 24 hours a day 7 days a week. 
100 power points for reefer containers. 3 container gantry cranes 
(1x32 ton and 2x40 tons capacity below spreader). One is multi- 
purpose and can work with a 30 ton grab for bulk unloading. 

Riverside Quays: 18 berths, depth alongside 7.5m. — 9m. at LW. 
Now available only for cruise ships and naval vessels. 

Enclosed Docks: 2 basins joined by a lock 25 m. wide. Entrance effected 
by two locks of the following dimensions: Large lock 146 m. long 22 m. 
wide. Small lock 100 m. long 14 m. wide. Depth of water in the basins 
is maintained at 6.50 m. These are now used only for repairs and 
yachting. 

Queyries: 493 m. long, depths offered are 7m. alongside. 3x6 ton 
cranes. 

Bassens-Amont: 270 m. long, depth alongside at LW up to 9.0m. — 
11.0 m (4 berths). The quay caters for general trade. Equipped with 
6 cranes of 2.5/6 tons, 2 of 10/12.5 tons, 2 Caillard cranes 15/24 tons 
and 2 Mague cranes 8 tons. 

The heavy bulk storage zone has a capacity of 128,000 cu.m. It is 
served by two railway sidings with road/rail weighbridges for re-dispatch. 

Two of the berths at Bassens-Amont are equipped to cater for 
molasses which can be stored in 3 reservoirs. 

Bassens-Amont is also the centre of the ports phosphate traffic, bound 
for neighbouring industries and stocked in a silo depot, which is linked 
to the quay by a conveyor belt network. 
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During the last quarter of 1982, the bulk trades received at Bassey 
Amont ceded their place to general cargo. In the context of h 
redevelopment, which enables better throughput rates and mg 
flexibility, a 6,000 sq.m. shed has been built. 

Letierce: The Letierce grain silos behind the quays are linked by 
overhead continuous conveyor to a quayside gantry loader (throughy 
12,000 t.p.h.) at Berth No. 417. 

Bassens—Aval: 10 berths, total length 1,474 m. Depth alongside 9.50» 
- 11.0 m. at LW. 5x6 ton cranes, 4x2.5 - 6 ton cranes, 2% 15 toy 
24 ton Caillard cranes, 5x 15 ton - 25 ton Ceretti cranes and 1x25» 
Duro crane. 

A bulk terminal is available with discharge capacity 2,000tp) 
Max. size 120,000 d.w.t. 

In addition there are facilities for heavy bulk goods, Ro-Ro; coal; fore 
products terminal; grain conveyors of 150 t.p.h., 400 t.p.h., 600 t.p.h. a 
900 t.p.h. 

Bulk Liquid Berth: Berth No.436 is a dedicated bulk liquid berth a 
caters for tankers carrying butadiene, methanol, phosphoric acid; 
turpentine. 

The environment of the berth meets the safety requirements for ea 
of these commodities and a security company carries out surveillan 
and ensures safety and security. 

Blaye: Main commodities at Blaye: Grain, liquid bulk and dry bulk. 

Total quay length 390 m. 

Dimensions of the largest vessel capable of being accommodat: 
(tidal coefficient 45 at low water): 

Deadweight tonnage: 15,000 tons (with a half load). 

Overall length: 190 m. 

Draft: 8.20 m. 
Cranage: 1 Wellman crane of 2.5/6 tons (grab or hook, outreach 18 m 
Dedicated handling gear: 

Public Wharf (Berth 601): Liquid bulk unloader. Continuous dry by 
loader with conveyor belt network. 

Grain Wharf (Berth 602): Bulk grain loading gantry and a conveyor 
the SEMABLA silo, (throughput 12,000 tons per day). 2 sucty 
unloaders (throughput 150 t.p.h.) for barges. 1 bagging and shore 
ship bag loading unit (throughput 2,400 tons per day). 
Weighbridges: 1 x road/rail and 1 x road. 

Storage: 

Sheds: 80,000 tons 

Silos: 40,000 tons 

Tanks: 13,000 cu.m. 

The port is currently being deepened to provide access for vessels: 
20,000 d.w.t. — 25,000 d.w.t. 

Pauillac: Public berth for vessels drawing up to 9.75 m. Total quay leng 
280 m. 

Left Bank Quays: 3 quays (No. 121, 122 and 123), have been develops 
to accommodate cruise liners. Max. LOA 240 m., max draft 8.50 m- 
9.00 m. (according to the tide). “Espace Maritime’ at Shed No. 5 has 
been developed with all amenities for cruise liners. 

Also see “General”. 

MEDICAL: All facilities available. Malaria and cholera vaccinations ce 
be performed at the Military Hospital or at the Port Vaccination Cent 
(Shed 14). 

TANKERS: Pauillac: Oil installation operated by Shell, 33 ft. alongsi¢ 
Ambes: Terminal for tankers up to 210m. length, 32 ft. 6 in. dé 
Operated by Societe DPA and Esso. Also see “Shipmaster's Report 
dated June 1981. 

There is a new private wharf at Ambes, catering for liquified g 
tankers. Length, 125m. Maximum ship's length 145m. Max. dee 
7.70 m. 

Unloading by articulated arm which connects to ship's manifold. Th 
manifold should be as close to the central perpendicular as possible 

Standard security measures for handling propane and butane. Th 
berth belongs to Cobogal and has been allotted Berth No. 515. 
Berth 501: Norsk-Hydro Azote are currently building a plant i] 
processing amonitrates. A jetty (Berth 501) is under construction in fro 
of the plant, catering for tankers bringing supplies of liquid ammon 
Max. LOA 240 m. and max. draft 11.0 m. (according to tide). The bet 
will be operational in 1990. 

Bassens: See “Report” dated March 1981. 
DENSITY: Verdon 1023 to 1015. Pauillac 1026 to 1000. Amb 
approximately 1000. Bordeaux approximately 1000. 
FUEL: Vessels wishing to bunker during their call at Bordeauxt 
Verdon, shall make known their needs of quantity and quality to the 
Agents or consignees before arrival in port. Requests must ? 
forwarded, 48 hours in advance (at least), to one of the bunkering Age* 
of the following companies: 

Shell — Bassens. Tel: 56.81.21.55. 

Esso — Worms. Tel: 56.43.56.43. 

ELF/SIMA. Tel: 56.50.56.70. 

B.P. Floirac. Tel: 56.86.53.25. 

Total C.F.R. Tel: 56.85.00.33. 

A very large proportion of the bunkering fuels comes from the St 
refinery at Pauillac. These fuel-oils are mainly intermediate oils ma 
by viscosity mixing between 80 and 460 centistocks (at 50°). Ord 
must therefore be for a quantity of at least 400 tons. 

The quality contro! of mixtures is carried out by the Shell refiné 
laboratory, whose opening hours are: Monday: from 0400 to 1630’ 
Tuesday, Wednesday, Thursday, Friday & Saturday: from 0400! 
2000 hrs. 

REPAIRS: ARMI, Face au 81 Rue Des Etrangers, 33300 Bordeaux. 1 
56.50.35.73. 

Ateliers et Chantiers Auroux, 7 boulevard Chanzy, Arcachon. tt 
56.83.32.62. 

Service de Travaux et d'Etudes Maritimes et Industrielles, 110 fi 
Achard, BP 115, 33028 Bordeaux Cedex. Tel: 56.50.40.35. 

DRY DOCKS: There are 3 dry docks and 5 small covered doo 
Dimensions of the largest graving dock are 247 m. length 34 m. we 
13.40 m. depth. 
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QNSULS: 
Algeria 56 98 44 90 Ivory Coast 56 52 30 86 
Austria 56 48 57 57 Liberia 56 50 84 34 
Belgium 56 52 32 39 Madagascar 56 44 78 81 
Benin 56 52 32 69 Mauritius 56 24 17 50 
Bolivia 56 52 68 17 Mexico 56 50 84 34 
Brazil 56 52 83 57 Monaco 56 44 16 55 
Cambodia 56 44 27 41 Morocco 56 52 34 34 
Chile 56 48 56 17 Netherlands 56 52 16 75 
Colombia 56 44 78 37 Norway 56 52 52 40 
Denmark 56 81 2410 Peru 56 08 25 35 
Dominican Rep. 56 08 43 63 Portugal 56 52 19 50 
£| Salvador 56 23 06 78 Senegal 56 81 1990 
Finland 56 44 94 45 Spain 56 52 80 20 
Germany F.R. 56 08 60 20 Sweden 56 39 33 33 
Greece 56 52 26 17 Switzerland 56 52 18 65 
Guatemala 56 08 23 92 Togo 58 71 00 81 
Honduras 56 40 00 88 United Kingdom 56 52 28 35 
Iceland 56 48 22 39 United States 56 52 65 95 


italy 56 52 24 89 
USTOMS ALLOWANCES: 200 cigarettes and 1 bottle of alcohol per 


an. 
RPORT: Situated 10 km. from Bordeaux. Frequent and Daily flights 
most parts of Europe and North Africa. Good internal service. 
OLICE/FIRE/AMBULANCE: Police 17; Ambulance 17; Fire 18. 
=LEPHONES: Can be connected on board vessels moored at quays 
Bordeaux, Bassens, Ambes, Pauillac, and Verdon. 

ME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
OLIDAYS: New Year (1st January, no labour available); Easter 
inday (possibility of labour with overtime); Easter Monday (no labour 
ailable); Labour Day (1st May, no labour available); 8th May, Victory 
ay (possibility of labour with overtime); Ascension Day (possibility of 
nour with overtime); Whit Sunday (possibility of labour with overtime); 
hit Monday (no labour available); National Day (14th July, no labour 
ailable); Assumption Day (15th August, no labour available); All Saints’ 
ay (1st November, no labour available); Armistice Day (11th 
vember, possibility of labour with overtime); Christmas Day (25th 
sceember, no labour available). N.B. Every Sunday and day marked 
ossibility of labour with overtime” can be worked at the rate of 100%. 
:Verdon Container Terminal: Operational 24 hours per day, 365 days 
year. 

ANKS: 

» Verdon: 

B.N.P., 17 rue Plage Soulac. Tel: 56.59.86.11. 

Credit Agricole, Le Verdon. Tel: 56.09.61.25. 

Credit Maritime, 41 rue de la Plage, Soulac. Tel: 56.09.88.76. 
juillac: 

B.N.P., 10 rue Albert ter. Tel: 56.59.05.71. 

Credit Agricole Mutuel, rue Ferdinand Buisson. Tel: 56.59.00.25. 
Credit Lyonnais, place de Lattre-de-Tassigny. Tel: 56.59.18.20. 
Societe Bordelaise de C.I.C., rue Albert 1er. Tel: 56.59.06.49. 
Societe Generale, place Michel-Montaigne. Tel: 56.59.08.60. 
aye: 

B.N.P., 27 cours de la Republique. Tel: 57.42.29.10. 

Credit Agricole Mutuel, rue Paul Tardy. Tel: 57.42.29.54. 

Credit Commercial de France, 13 cours du Port. Tel: 57.42.00.37. 
Credit Mutuel, 6 place Rabotte. Tel: 57.42.27.13. 

Credit de Nord, 1 rue Andre Lamande. Tel: 57.42.00.45. 

Societe Bordelaise de CIC, 31 ter. cours de la Republique. Tel: 
42.00.33. 
mbes: 

Credit Agricole Mutuel, place du 11 Novembre. Tel: 56.20.10.90. 
Societe Generale, rue Mal Leclerc. Tel: 56.20.10.62. 
assens: 

Credit Agricole Mutuel, 12 avenue St. Exupery. Tel: 56.06.27.96. 
Boot entrale de Banque, avenue St. Exupery. Tel: 56.06.14.69. 
ordeaux: 

Banque de I'Aquitaine, 2 Pl. Comedie. Tel: 56.48.03.88. 

Banque de France, 15 rue Esprit-des-Lois. Tel: 56.81.56.66. 

Banque de I'Indochine et de Suez, 15 allees de Chartres. Tel: 
§.44.07.67. 

Banque Internationale pour |'Afrique Occidentale, 17 Allee de Tourny. 
el: 56.44.08.14. 

Banque Nationale de Paris, 40 cours du Chapeau-Rouge. Tel: 
§.90.92.96. — 75 quai des Chartrons. Tel: 56.81.42.22. 

Banque de Paris et des Pays-Bas, 50 cours du Chapeau-Rouge. Tel: 
6.44.80.05. 

Banque Populaire du Sud-Ouest, 5 place Jean-Jaures. Tel: 
6.44.84.26. 

Banque Rothschild, 5 pl. des Quinconces. Tel: 56.52.79.90. 

Banque Worms, 14 allees de Tourny. Tel: 56.44.51.20. 

Barclays-Bank S.A., 4 rue Esprit-des-Lois. Tel: 56.52.64.61. 

Credit Commercial de France, 10 allees d’Orleans. Tel: 56.90.93.25. 

Credit Lyonnais, 13 cours de I'Intendance. Tel: 56.48.91.23. 

Credit du Nord, 2 cours du XXX-Juillet. Tel: 56.90.93.90. 
International Westminster Bank Ltd., 32 allees d’Orleans. Tel: 
6.48.10.43. 

Societe Bordelaise de Credit Industriel et Commercial, 42 cours du 
“Napeau-Rouge. Tel: 56.52.49.25. 

Societe Centrale de Banque, 60 cours de I'Intendance. Tel: 
$.44.73.56. 

) Societe Generale, 28 cours de |'Intendance. Tel: 56.90.91.74. 

DENTIFICATION CARDS: Crew men going ashore should carry 
*assport or identity card. 

SENERAL: 


Mooring Regulations: Vessels fitted with radio equipment, which, for 
*Y accidental cause, (engine damage, fog, etc.) are obliged to moor 
avound at any point in the area between the landing buoy “BXA" and 
~ Ponts de Pierre” (Stone Bridges) at Bordeaux and Libourne, must 

mediately indicate their mooring or grounding position, by cable to the 
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Harbour Master, Bordeaux. In all cases, the text of the message must 
specify whether the moored or grounded vessels interferes or not with 
shipping. 

Berthing: Berthing is carried out on the advice of the Pilot, following 
instructions from the Harbour Officers. 

Special precautions are recommended during Spring Tide periods to 
ensure that vessels in the river are held fast to the quay. 

The following instructions apply: 

Special Instructions for Securing Vessels at the Quay During Spring 
Tide Periods (K > 90). 

Given the disturbances caused by the strong currents of tides with a 
K of over 90, the securing of vessels on the quay must receive 
unremitting attention. 

Pilots shall pay close attention to the mooring lines, for which the 
Master remains constantly responsible. 

Masters shall follow Pilot's instructions and provide all means asked 
for in terms of both manpower and equipment. 

A strict surveillance is necessary to ensure that lines remain correctly 
secured by adjusting them according to the height of the tides. 

A sufficient number of crew shall be kept on board, to carry out any 
handling which might eventually be ordered by the Harbour Officers. 
Fire Fighting: 1. All vessels berthed in the Port of Bordeaux, be they 
loading, discharging, or under repair, must have permanently on board 
a sufficient watch to keep effective surveillance, to take all preventive 
measures and to fight any fire on board. 

2. It falls to the Master or the watch, and this under their sole 
responsibility, to use the signalling equipment at their disposal. 

3. Communication and signalling equipment. Telephones and fire 
hydrants available on all quays. 

4. Fire fighting is carried out under the direction of the Master, but 
gangs intervening, especially the fire brigade, remain under the 
command of their respective officers. 

The ship's crew must be able to guide the rescue teams. A plan of 
the ship and her loading plans, in particular those showing the location 
of dangerous goods on board, shall be put at their disposal on arrival. 
Where there is a risk of the fire spreading, for which the Harbour Master 
is the sole judge, he shall lead operations and order all necessary steps 
to be taken to safeguard public interests. 


REPORT: The following report was received from a Ship Operator in 
March 1981. 
Michelins Reception Facilities at Bassens: 

1. The equipment consists of 2 pipes: One 10 in. diameter with a 
normal capacity of 500 cu.m./h.and the other 6 in. diameter. These 
capacity limits result from the meter which is fitted. Either pipe can be 
used independently according to conditions and features of the ship's 
pumps and equipment. 

The absolute maximum pressure allowed in whole system is 10 bars. 

Length of pipes: 

2,315 m. for 10 in. pipe. 
2,274 m. for the 6 in. pipe. 

The equipment incorporates a meter post consisting of a Smith LB 
250 volumeter normal temperature — 3 degrees normal pressure, 8 bars 
accuracy, 0.2 outputs of between 110 and 570 cu.m./.h. The equipment 
does not include a vapour return line. 

2. Deliveries must be made by tanker vessels specifically designed 
and fully equipped for carriage and refrigerated liquid gases. The liquid 
must be delivered at a temperature of between —2° and —5°Celcius 
when measured at the ship's discharge connection. 

The ship must be fitted with suitable pumping equipment, in full 
working order and of a capacity sufficient to maintain throughout the 
whole unloading operation and under the condition of temperature and 
pressure already specified, an hourly delivery rate at least equal 
1/16th the total shipment and in any case not less than 100 cu.m./h. As 
indicating the pumps must be specifically designed for the movement 
of butadiene in the order that any premature failure, or suction of gas, 
be avoided. A further reason for the pumps and compressors being in 
perfect condition is that the quay is public and any delay prejudicial to 
the movement of vessels requiring to use it. The ship's discharge 
equipment must include a security device capable ensuring at all times, 
both under normal conditions and in the event of accidental or 
unforeseen mishandling that the delivery pressure at the connection 
point for the hose never exceeds 10 bars. 

The ship must have lifting gear (derrick, hoist, etc.) with a minimum 
2 tons capacity and sufficient reach to maintain the flexible hose at right 
height, even at low tide. The ship must be capable of completely 
emptying each tank and the systematic use of nitrogen must be avoided, 
as it is detrimental to the manufacturing process. 

To enable receivers to prepare for cargo, following information 
required at least one week prior arrival of vessel. 

1. The position of discharge outlets in relation to central axis of vessel 
and to the level of the deck. 

2. Type and diameter and thread dimensions of the sampling 
connection. 

3. Diameter and details of the ship’s outlet union. 

4. The details of the discharging equipment for each pump or 
compressor. 

5. The normal and maximum rates of discharge and pressure of 
delivery should be given. 

The vessel is equipped with 2 sampling positions in the middle and 

lower positions of each tank. 
Notice of Arrival: Either the seller or the carrier must give to the Bordeaux 
Authorities (Port Autonome de Bordeaux) notice of the estimated arrival 
of the vessel at Bassens either 7 days advance of the tanker getting 
under way at the previous port of call should this be less than 7 days 
before arrival. Confirmation of the arrival of the vessel off the Gironde 
Fairway/Buoy (BXA) must be given to the Bordeaux Port Authorities by 
cable, telex or other means at least 24 hours in advance. 
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If the vessel is likely to arrive during a weekend, Michelin Bassens 

must be informed by Friday mid-day at the latest, otherwise operations 
will not be able to commence before 0800 hrs. on Monday. 
Discharge: The ship's crew must scrupulously observe all general 
security regulations, together with any particular ones laid down by the 
officials appointed by the Bordeaux Port Authority to supervise the safety 
of discharging operations. 

Receivers cannot be held responsible for any mishandling, excessive 
pressure or untimely purging that may occur during the discharge 
operation due to the vessel, or for the consequences of any failure to 
observe the security regulations by any person not employed by 
Michelin. 

On arrival of the ship, Michelin, assisted by the crew, will connect up 
the shore line to the ship's outlets union by means of flexible hose. The 
ship's crew will be responsible for the use of their own lifting equipment 
(crane and derricks) for the raising of the flexible pipe to a sufficient 
level above the quay so as to take into account the tide. Jointly with 
representatives of the ship and the sellers, Michelin will proceed with, 
the drawing of samples from each tank (for quality control). 

The Liaison of Discharging Procedures: Michelin's representatives are 
to be introduced to the crew members appointed to the discharging 
operation. 

Throughout the duration of the discharging operations the rate and 
pressure of the output must remain constant and within the agreed limits 
in order that the metering equipment shall function correctly. On having 
completed discharge of the liquid from the last tank, the ship must cease 
pumping to permit: 

The meter post personnel to by-pass the meters. 

Michelin in conjunction with the representatives of the seller and the 
ship, to check the remaining cargo (the weight of liquid butadiene 
discharged thus being determined). 

The gas can then be pumped out — the quantity being determined by 

measuring the difference in pressure and temperature of the ship's 
tanks, on the assumption that it contains only gas both before and after 
pumping out. 
Unloading Completion: On the representatives of the sellers and the 
ship agreeing that the discharge of the butadiene has been satisfactorily 
completed, the receiver's personnel and the ship's crew will uncouple 
the flexible hose. 

In the event that after complete discharge of all liquid, it is agreed 
between the ship and the seller to pump out the gas, the quantity 
involved will be calculated by measuring the difference in pressure and 
temperature of the ship's tanks, on the assumption that they held only 
gas both before and after pumping. 


SHIPMASTER’S REPORT: June 1981. 

Bordeaux — Bec d'Ambes: If proceeding further up river then Sea Pilot 
leaves at Le Verdon and River Pilot boards. Pilot gives an Inwards 
Declaration which (different from EEC check list) is to be completed and 
handed to Port Officer after boarding. 

Reference Admiralty List of Radio Signals, Volume 6, 1980, Part 1, 
Page 205, paragraph (2), vessels wishing to enter La Gironde should 
address the 24 hour message to “Capiport Bordeaux’ and 3 hours 
before entering French Territorial Waters should request, via ‘Capiport’ 
permission to enter La Gironde. These messages are free of charge. 

Port regulations require the berthing (River Pilot) Pilot to stand-by, 
together with 1 tug, until a loaded vessel has lightened to 28 ft. fresh 
water maximum draft. 

When berthing starboard side to then one tug on port bow and second 
tug just for pushing. 

Usually, first ropes on board are one shore head wire and one shore 
head breast. Final moorings usually 2 shore heads, 2 shore breast, (fore 
and aft) and 2 shore stern lines, and 2 springs each end from ship. 

The shore moorings consist of a chain cable connected to the shore, 
this is connected to a 57 mm. wire which is made fast on board. The 
wires are hove on board by means of a messenger (ship) which is 
attached to a small size, long length pennant attached to the 57 mm. 
wire. The shore end of the 57 mm. wire is attached to a chain cable 
thus creating a ‘catenary effect’ which proves very good in keeping the 
vessel alongside. For berthing there is one shore rigger each end to 
advise and assist. 

For unberthing one rigger boards to assist in singling up to 1 shore 
wire and one back spring each end. He then goes ashore by pilot ladder. 
Vessels berth day and night depending on tide. 

Agent requires in advance the distances from bow and stern to centre 
of manifold. 


AUTHORITY: Port Autonome de Bordeaux-Le Verdon, Palais de la 
Bourse, 2 Place Gabriel, 33075 Bordeaux-Cedex. Te/: 56.90.58.00. 
Telex: 570617 Pablv. FAX: 56.90.58.77. Cables: Poronom — Bordeaux. 
Contact: P. Valls, Port Director. Commandant Bozec, Harbour Master — 


56.90.59.31 (32, 33, 34). 


BOULOGNE SUR MER: 50.43 N. 01.35 E. (See Plan) 


PORT LIMITS: Seaward Boundaries: 4 nautical miles from the piers 
(e.g. Limits of Pilotage Area). 

DOCUMENTS: As for “Calais”. 

PILOTAGE: Compulsory for vesseis over 50 m. length. Vessels can 
communicate with pilot station, tel. 21.31.36.08, through Boulogne 
Radio. When pilot launch is at sea, contact by VHF Channel 12. 

The most favourable boarding point is between the sea buoy and the 
wreck buoy situated 1.5 miles to the South, or slightly nearer the land 
if there are strong Westerly winds. In any event, the surf created by the 
Carnot breakwater must be avoided by keeping at least 1 mile off shore. 
If Pilot is not immediately available, vessel must wait in Outer Roads, if 
necessary at anchor, until further instructions received. On no account 
should vessel attempt to enter Carnot Roads without Pilot. 
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ANCHORAGE: The outer anchorage for large vessels is midw, 2 
between Bassure de Baas and the Carnot Breakwater. Anchoray 
prohibited in the main approach channel. 
RESTRICTIONS: Entrance depends on tidal conditions. For lag 
vessels best to enter the breakwaters at slack water which ocoyp 
2 hours before time of high tide. Arriving vessels are obliged to contz 
Harbour Master's Office immediately by radio, or VHF Channel 12. 
MAX. SIZE: For outer harbour: Length, 230 m.; draft, 10.67 m. spring 
11.00 m. neaps. Max. d.w.t., 35,000 (approx.). Bassin Loubet: Leng 
130 m.; draft, 7.5 m. springs, 7.75 m. neaps. 
HEALTH: Pratique given by Customs Officers who board on arrival. 
case of suspected disease on board, Master should radio Agents pry 
arrival advising details. 
RADIO: Boulogne Radio, call sign FFB, also on VHF Channel 25. 
VHF: Harbour Master's Office: Call “Boulogne Port’ on Channel 12. 
Pilotage: Channel 12. 
Tugs: Channel 12. § 
CROSSMA Gris Nez: Channel 16. 
RADAR: No Port radar service at present. 
TUGS: 3 tugs, 118.5 tons (1,850h.p.) fitted for fire fighting ay 
2x14 tons (1,200 h.p.). 
The tugs meet vessels as requested by Master on Pilot's advice. 
BERTHING: 
Sarraz-Bournet Dock: Europe Quay, 775 m., depth 11 m.; Ore Qua 
240 m., depth 11 m. max. rate 12,000 tonnes per day. 
Carnot Basin: Mooring on dolphins for Ro-Ro vessels up to 146 m. long 
beam 14m. — 32m., depth 9 m., max. draft 8.5 m. Connection to th 
open area by ramp capable of taking up to 175 tons. 
Loubet Basin: (Closed by a lock, depth 5.50 m.) Huguet Quay, 2407 
for Ro-Ro/Lo-Lo vessels up to 132 m. LOA; Voisin Quay, 700 m. (i s 
refrigerated vessels up to 135 m. LOA). 
Fore-Port and Tidal Port: Cross-channel terminal with 3 ramps (oneo 
which is dual level/double lane for new generation car ferries), capaci 
40/175/144-228 tons. Can accept car ferries up to a length of 1459 
and a draft of 4.50 m. 
Hoverport: Can receive 3 hovercraft at same time. 
The station can accommodate the transit of 10,000 passengers a da 
Direct connection by railway with Paris. 
The port offers 70,000 sq.m. of warehouses and 150,000 sq.m¢ 
open-storage area. 250,100 sq.m. of cold storage space. 
A silo enables 42,500 tons of clinker to be stored for loading direct 
on to vessels at a rate of 1,200 t.p.h. 
CRANES/EQUIPMENT: 
Quai de |'Europe: 
6x3 tonne cranes. 
3x6 tonne cranes. 
3x 12.5/30 tonne cranes. 
1x35 tonne covered gantry crane. 
11,000 t.p.h. conveyor belt for clinker and ore. 
Ore Quay: 
2x25 tonne gantry cranes. 
Carnot Berth (Ro-Ro): 
Single lane, single deck ramp. 
Length: 70 m. 
Lane width: 4.50 m. 
Pontoon at end of ramp of 28 m.x28 m. 
Max. Load: One lane for 38 tonne trucks. 
Quai Amiral Huguet: 
2x6 tonne cranes. 
Ro-Ro berth for bow, stern or side ramps. 
Quai Jean Voisin: 
3x6 tonne cranes. 
DENSITY: 1018.4. 
FRESH WATER: Supplied by pipe-line to all berths. 
FUEL: SMCL quay can supply marine fuel. Quay is limited to vess# 
less than 100m. length and 5m. draft, otherwise fuel obtainable» 
tanker lorry from Dunkirk. 
CONSULS: 
Germany F.R. 
Denmark 
Finland 
United Kingdom 
Greece 21.30.31.11. 
Norway 21.33.92.22. 
REPAIRS: Only quick repairs may be effected because of congesW 
at the quays. Slipway for vessels up to 2,500 tons. 
SURVEYORS: Soemari, 52 Rue Blanzy — Pourre, 62200, Boulog® 
sur-Mer. Tel: 21922200. Telex: 110013. 
Bureau Veritas, Building A, Boulevard Gambetta, 62200 Boulog* 
sur-Mer. Tel: 21315240. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Performed by crew. 
CARGO GEAR: Load/discharge effected by shore gear or ship's g@ 
REPATRIATION: Facilities available. 
AIRPORT: Le Touquet, 50 km. from Boulogne. 
TIME: GMT plus 1 hour in Winter and GMT plus 2 hours in Summe 
HOLIDAYS: No work Sundays and legal holidays in the afternoon. 
POLICE/AMBULANCEJFIRE: Police, Tel: 21.83.12.34 or in case 
Emergency Tel: 17. Ambulance/Fire, Tel: 18. 
EMERGENCY CO-ORDINATION CENTRE: At Sea: Crossma, & 
Nez. Tel: 21928666. Telex: 130680. In Port: Port Directorate and P? 
Captaincy. ( 
TELEPHONES: Can be connected on board vessels at Quay! ; 
l'Europe. 
SERVICES: There are several private companies which carry ® 
repairs, whether for sheet-metal, mechanical or electronics. 
Supply of charts, nautical publications, sounding paper, availability 
Notice to Mariners etc., contact shipping agents or Harbour Masié 
Office. 
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S: Banque de France, 1 place d'Angleterre. Telex: 110902. 
ganque de la Henin, 80 Grande Rue. 
ganque Nationale de Paris, 14 rue Victor Hugo. Telex: 110016. 
ganque Populaire du Nord, 87 rue Thiers. 
ganque Scalbert Dupont, 32 place Dalton. Telex: 110018. 
garclays Bank (SA), 85 Grande Rue. Telex: 135886. 
Compagnie Bancaire (Societe Cooperative d'Etudes et de Gestion du 
Groupe de la), 99 Grande Rue. Telex: 110999. 
Credit Agricole, 85 Boulevard Mariette. 
Credit Commercial de France, 48 rue Thiers. Telex: 160184. 
Credit Lyonnais, 45 rue Victor Hugo. Telex: 110048. 
Credit Maritime Mutuel, Quai Chanzy. Telex: 810756. 
Credit Mutuel C.M.A.A., 24 rue des Pipots. 
Credit du Nord, 37 rue Faidherbe. Telex: 110971. 
Societe Generale, 60 rue Victor Hugo. Telex: 110044. 
Union Francaise de Banques (U.F.B.), 99 Grande Rue. Telex: 110999. 
TORING: See “Prelims”. ; 
1. Storing by lorries. 
3, Lorries can proceed alongside at berth. 
4, Ship's stores can be loaded by any means. 
5. Fuel is free of taxes, the same applies to provisions (within 
portions estimated by Customs with relation to the number of crew 
embers). 
HORE LEAVE: Permitted, no restrictions. 
UTHORITY: Service Maritime des Ports de Boulogne-sur-Mer et 
alais, 96 Boulevard Gambetta, 62200 Boulogne-sur-Mer, France. 
ostal address: B.P. 689, 62321 Boulogne Sur Mer Cedex. 
»| 21301000. Telex: 110968 Sermar F. FAX: 21.34.74.11. 
Capitainerie du Port, B.P. 756, Jetee Sud-Ouest, 62321 Boulogne- 
u-Mer Cedex, France. Tel: 21.80.72.00, 21.31.52.43. (24 hours). 
‘AX: 21.87.28.79. 


REST: 48.24 N. 04.30 W. 


OCUMENTS: See “Dunkirk”. 

ILOTAGE: Pilots do not stay out at sea, but only go to meet ship at 
timated time of arrival as sent by ship. Normally pilot boat positioned 
nthe line Toulinguet lighthouse and Beuzec (or Charles Martel) buoy, 
pout 2.5 miles N.W. Toulinguet lighthouse. If strong S.W. wind, pilot 
oat waits for ship at entrance of Camaret Bay, about 1.5 miles N.E. 
oulinguet lighthouse. If sea too rough to allow pilot boat to sail out, 
oat waits for ship at entrance of Brest Roads, near Portzic lighthouse. 

Ships proceeding Brest must send last message giving ETA Pilot 
ation (stating if Joca/ time or GMT), about 5 hours before arrival. 
lessage to be addressed “‘Brest Pilot Office’ through Brest Le Conquet 
dio station (call sign FFU). Day and night watch at pilot office. Radio 
ation phones message direct as soon as received. Any alteration in 
TA should be passed pilot office immediately. 

Pilot boat sails from Brest harbour about 1.5 hours before ship's ETA, 
nd 0.5 hour later pilot boat takes radiotelephony watch on 2182 kHz, 
alling ship from time to time on same frequency. Ships fitted with 
diotelephony should listen and call on 2182 kHz. Pilot boat also 
quipped VHF Channels 16, 9, 6, 12 and Pilot office Channel 9. 
NCHORAGE: At Pilot's discretion. Anchoring in main approaches 
stricted as indicated on charts. 
ESTRICTIONS: Entry subject draft and height of tide on day in 
vestion. Two entrances to port, one dredged to 6 m. below zero of 
darts and the other 5.8 m. below zero. Depth at quays varies according 
eth from 6 m. to 11 m. below zero. 
UGS: Two port tugs, 1,900 h.p. and 2,900 h.p. Tugs join vessel at 
ain entrance to port. Marine National places tugs at ship's disposal for 
; port movements. Generally, tow rope supplied by tug at additional 

large. 

One French salvage tug belonging to the Abeille Company is stationed 
{the port, but only gives assistance for vessels requiring aid outside 
e port area. 

ERTHING: According to draft, ships may have to wait in roads before 
erthing, depending on height of tide in fairways. Also see “Restrictions”. 
/ommercial Harbour Facilities: 


(See Plan) 


ock Quay Utilisation Length Depth Equipment 
(m.) m. 
1 West Wine, Other goods 212 5.30 Mobile cranes 
Railways 
3 “Eperon’” Refrigerated goods, 140 9 2cranes 
Potatoes, other goods. 3 ton at 22 m. 
5 West Refrigerated goods, 174 7 2cranes 
Potatoes, Fruit, 6 ton at 22 m. 
F Other goods, Railways 
2 North Refrigerated goods, 330 7 mobile cranes 
Potatoes, 
Other goods, Railways 
5 East Cereals, Wood, 440 10-8 1 crane 


Refrigerated Goods, 
Other goods, Railways 


12 tons at 30 m. 
2 cranes 6 ton at 22 m. 


8 West Hydrocarbons, 150 8 
Molasses. 
§ East Cereals, Phosphate, 175 9  3-cranes 8 tons at 30 m. 


Manioc, Soya Beans, 

Soya Meal, Soya Oil. 
§ Coaster Not in use. 110 6 
South Containers, Railways, 230 12 1 crane 40 ton at 24m. 

Soya Beans, Soya Meal 2 cranes 8 tons at 30 m. 

n and Manioc. Conveyor belts (1,000 t.p.h.) 
~mplete area of the Port: 250 hectares. 
storage: 


1, = 2 air 100 hectares (with the Industrial Zone near Dry Dock 
0. 


Conveyor belts (550 t.p.h., 
1,000 t.p.h. in near future). 


2. Covered sheds 35,750 sq.m. 
3.3 silos 87,000 tons. 
4. Refrigerated shed 21,000 cu.m. and shortly 63,000 cu.m. 


FRANCE 


MAX. SIZE: Inside harbour, max. length 320 m. Draft up to 35 ft. subject 
to tide. 
HEALTH: If from foreign port, cable Maritime Health Service 48 or 
24 hours prior arrival requesting Free Pratique. If risk of contagious 
disease exists, vessel will be held in roads until cleared. If from another 
French port, Free Pratique automatic. 
RADIO: Brest Le Conquet — FFU. 
VHF: VTS in operation. 

Also see "Pilotage”’. 
BULK HANDLING FACILITIES: See ‘Berthing”. 
STEVEDORES: Agent has responsibility of making all arrangements for 
unloading, and is in touch with stevedores who arrange necessary 
gangs. 
MEDICAL: Hospitals and clinics available. In the case of ship needing 
medical assistance, request should be addressed to Maritime Health 
Service through Conquet Radio Station, advising ETA, where vessel 
coming from and state of patient. 
TANKERS: One berth for receipt of refined products destined for local 
storage tanks. Berth length 142 m., dredged alongside to a depth of 
10 m. below zero of charts over an area 250 m. long and 30 m. wide. 
FRESH WATER: All berths have fresh water supply. Apply to Chamber 
of Commerce who make necessary arrangements. Loading rate 13- 
15 t.p.h. 
FUEL: Delivered by Societe de Depot des Petroles Cotiers and by 
Societe Maritime des Petroles. 
CONSULS: The following countries are represented by Consuls at 
Brest: 


Belgium Germany F.R. Portugal 
Chile Netherlands Spain 
Denmark Norway Sweden 
Finland 


REPAIRS: Repair Quay No. 1 at the South of the dry dock No. 2. Length: 
320 m.; Depth: 9 m. to 9.50 m. 

Repair Quays Nos. 2 and 3. Length: 608m.; Depth: 8.30 m. to 
10.70 m. Can accommodate vessels up to 550,000 d.w.t. 

Repair Quay No. 4. Length: 400 m.; Depth 11 m. 

Repair Quay No. 5. Length: 400 m.; Depth: 12.5 m. 

These two quays are situated to the North and to the South of the dry 
dock No. 3. 

The 5 floating repair piers totalling 1,700 m. in length in water at a 
depth varying between 9 m. to 12.5 m. at the lowest tide, and connected 
to a tanker cleaning and bunkering station specially equipped to handle 
slop and residue from ship tanks. 

Several modern lifting machines, among which: 

1 crane of a capacity of 80 tons at 25 m. 

1 crane of a capacity of 150 tons at 38 m. 

Piers and dry docks equipped with electricity, steam, compressed air, 
oxygen, acetylene, telephone, potable water and fire fighting equipment. 
DRY DOCKS: No. 1: Dimensions 225 m. by 26.77 m., entrance sill 4 m. 
below datum, situated at the Northeast angle of Basin No. 5. The 
entrance lock can receive 2 vessels simultaneously, 1 of 75 m. length 
and the other of 150 m. length, with some adjustments. 

Max. draft, at Spring tides: 11.50 m.; at neap tides: 10 m. 

No. 2: Dimensions 338m. by 55m. Can accept tankers of up to 
280,000 d.w.t. Entrance sill 7.25 m. below datum. Dock situated in the 
Southeast of the Industrial Port Zone. Can accept vessels of the following 
dimensions. 

At mean Spring tides: length 335 m.; beam 50 m.; draft 12.50 m. 

At neap tides: length 335 m.; beam 50 m.; draft 10 m. 

No. 3: Dimensions 420 m. by 80 m. Can accept vessels of 550,000 d.w.t. 
Entrance sill: 9 m. 

TANK CLEANING: Station situated at the Southern extremity of the 
East Mole. Can operate 4 Victor Pyrate machines simultaneously. 
Equipped with 3 boilers to supply steam, 3 pumps, oily water separator 
and an extractor for solid residues. 

The tank-cleaning station is connected by pipe-line to Repair Quays 
No. 1, 2 and 3 where tankers of 550,000 d.w.t. may be accommodated. 

The new tank-cleaning and bunkering station, situated behind the dry- 
docks No. 2 and 3 is operational. 

This station is connected by pipe-lines to dry docks No. 2 and 3, all 
repair quays and so to the 6 South for bunkering facilities. 

It includes four sections: 

A tanker cleaning section with oil-water separator (2,000 cu.m.p.h.). 

An oil-treatment section to transform the recovered oil into 

commercial products; 

A bunkering section with tanks of 35,000 cu.m. 

A section that is able to separate the solid residues of tankers. 
WATCHMEN: Compulsory for ships carrying dangerous materials, non 
gas-free tankers, vessels with chemical products, munitions, etc. 
CERTIFICATES: 

Nationality. 

Gross Tonnage. 

Classification. 

Derat. 

Vaccination. 

CUSTOMS ALLOWANCES: Tobacco, Wine/Spirit. Ship's provisions 
must be under seal. 

AIRPORT: At Guipavas, 7 km. from Brest — 4 daily services to Paris for 
onward connections. 

TIME: Local time GMT plus 1 hour in Winter. GMT plus 2 hours in 
Summer. 

POLICE/AMBULANCE/FIRE: Police 98444850 and 98445861; Police 
Secours 17; Ambulance and Fire Brigade 18 or 98442766. 
TELEPHONES: Can be placed aboard at certain berths. 

SERVICES: Degassing station, tank-cleaning and slop discharge, 
adjustment of chronometers, chart and document department, weather 
forecasting, permanent daytime service for signing on crew, barometer 
adjustment. Also Compass and D/F adjusting. 

Port Weather Service: Port Office, 30 Bis, Quai Commandant Malbert. 
Health Service: Quai Commandant Malbert. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


DEVELOPMENTS: A new port industrial zone with an area of 100 
hectares, and frontage of approx. 1,800 m. which will enable the 
construction of quays with depths of 10 m. — 12m. 

Furthermore, the Port is studying a vast plan to develop the 

commercial port, so that the latter may adapt itself to the requirements 
of modern maritime transport (1985-90). 
AUTHORITY: Port de Brest, Direction Departementale de /'Equipement, 
2 rue Alderic Lecomte, 29200 Brest Cedex, France. Tel: 98.80.13.44 
(12 lines). Telex: 940586. Contact: M. Redoulez, ingenieur des Ponts 
et Chaussees. 


CAEN: 49.13 N. 00.21 W. 


DOCUMENTS: 

3 copies Crew List. 

3 copies Provisions List. 

3 copies Crew Personal Effects List. 

Derat Certificate or Exemption. 

PILOTAGE: Pilot boat is on station from 2.5 hours before HW until 
3 hours after HW. Vessels can contact the Pilot on VHF Channels 12 
and 16. The pilot boat is stationed in the outer port of Ouistreham and 
goes out to the roads on vessels approach. International code flag 
signals are used to call Pilot. 

Caen Pilot boat has a black hull with white stripe. The words “Pilote 
Caen” are written in white letters on the hull. During the Summer months 
the pilot boat is replaced by a launch bearing the same markings. As 
soon as the Pilot boards he will hand the Master an Entry Declaration 
to be completed. 

ANCHORAGE: While waiting for the tide vessels may anchor in the 
vicinity of the light-buoy in Ouistreham Roads. The position of this buoy 
is Lat. 49° 19’ 50” N., Long. 00° 14’ 18” W. The buoy is positioned in 
depth of 10 m. Anchorage is open to winds from West through North to 
face good holding ground. Currents do not exceed 2 knots at spring 
tides. 

RESTRICTIONS: Dimensions of locks — East Lock length 181 m., width 
18 m. West Lock length 225 m., width 28.45 m. 

The locks are open to navigation from 2 hours before HW to 3 hours 
after HW. The locks can be used up to a maximum of 1 hour before/ 
after these times by special permission of the Harbour Master and 
payment of additional dues. 

Maritime Canal, length 14 km. The canal is dredged to 9.89 m. depth 
up to Herouville Dock. Vessels proceeding to the docks at Herouville 
and Calix must pass 2 bridges: Herouville 30 m. wide and Colombelles 
30 m. wide. 

Vessels proceeding to new dock must also pass the bridge at Calix, 
21.76 m. wide. Maximum speed authorised in the Maritime Canal is 
7 knots. 

Maximum air draft for New Dock and St. Pierre Dock, 33 m. 

MAX. SIZE: Daytime: Length 205 m., beam 23.5 m., draft 28.8 ft., sea 
water. 

Night-time: 

Blainville/Herouville Length 160 m. Beam 20 m. 
Calix Length 150 m. Beam 20m. __ Draft 25.9 ft. SW. 
New Dock Length 135 m. Beam 16m. __ Draft 21.4 ft. SW. 
HEALTH: Free Pratique is automatic for all ships. Health control is 
carried out by Customs Officers under the direction of the Havre Port 
Health Office. For ships coming from ports in Africa, Asia, or Pacific 
Islands a Maritime Declaration of Health is required. 

In case of suspected epidemic or fever on board Master must advise 
the port authorities who will instruct him to proceed to an appropriate 
anchorage to be boarded by the Port Health Doctor. 

RADIO: Nearest radio station Boulogne Radio, call sign FFB. 

VHF: Vessels may communicate with the Harbour Master’s Office by 

VHF Channels 12 and 68. This service only operates during the hours 

when the locks are operating. 

Hh Nate The use of 1 or 2 tugs is recommended for vessels over 16.50 m. 
eam. 

BERTHING: 


eet a 


(See Plan) 


Draft 25.9 ft. SW. 


Dock Quay Facilities Length Draft 
(m.) _(m.)(F.W.) 
Saint Pierre Vendeuvre Reserved for pleasure boats 280 4.0 
Cafarelli 150 4.0 
Nouveau President 4 cranes 5t 150 7.0 
Bassin Hippolyte Cereals machinery rate: 
Lefevre one 200 t.p.h. 
President 
Gaston Lamy 4cranes3t 550 6.5 
De Normandie 2 cranes 5t; 1 crane 8t 375 5.8 
De Calix Calix 3 cranes 6t 140 8.60 
Storage of Molasses: 
13,500 t 
Roll-on/Roll-off Berth 180 7.6 
D'Herouville President 4 cranes 6t 370 8.95 
Delaunay 
Mole a Private berth, 4 cranes 8 t 200 8.95 
Charbon 
Blainville Blainville Cereals machinery 
2 units, rate 1,000 t.p.h. 
1 crane 6 t; 3 cranes 20 t; 
2 cranes 26t 560 8.95 
Ouistreham Fore Port Car ferry berth 140 5.0 
(SW) at 
L 


STEVEDORES: Arranged by Agent on basis of ETA provided by vessel 
before arrival. 

MEDICAL: Doctors and hospital facilities available. 

TANKERS: There is a tanker berth (D.P.C.) in Calix Dock, max. draft 
8.60 m. Gas-freeing is prohibited. 
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FRESH WATER: Available at all berths, rate about 5 — 10 t.p.h. 
FUEL: Can only be supplied by tanker lorries. 
CONSULS: The following countries are represented locally: 
Denmark Tel: 31.72.35.30 Norway Tel: 31.52.04.74 
Finland Tel: 31.97.33.27 Sweden Tel: 31.82.21.76 
REPAIRS: Deck and machinery repairs can be carried out by log 
workshops. Nearest dry docks at Le Havre or Cherbourg. 
eee Not compulsory during daylight hours from 0600 hrs. 
1800 hrs. 
llega 4 HATCHES: This work is normally carried out) 
the crew. 
CUSTOMS ALLOWANCES: Amount of tobacco and alcohol for cra 
consumption must be declared on the stores list. Quantities held out, 
bond are at Customs discretion. 
REPATRIATION: Can be arranged. 
A!RPORT: Situated 12 km. from the port. There are no regular service; 
but an air taxi with 5 seats can arrange connections to internation 
airports. 
TIME: GMT plus 1 hour or GMT plus 2 hours in Summertime. 
HOLIDAYS: Work is carried out on legal holidays. No work on “Jow 
de Fetes'’’ and Sundays. 
POLICE/FIRE/AMBULANCE: Police Tel: 17; Fire Tel: 18; Ambulang 
Tel: 18. 
TELEPHONES: Can be connected on board ships. Quayside telephon 
situated in Blainville Dock. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Ingenieur des Ponts et Chaussees, Chef de |’Exploitatio 
Direction Departmentale de |'Equipment, B.P. No. 517, 14035 Cae 
Cedex. Tel: 31.45.30.90. Telex: 170213 FT. 
Commandant du Port, Pont de la Fonderie, B.P. 517, 14035 Cae 
Cedex. Tel: 31.52.12.88 and 31.82.36.36. Telex: 772071 F. Contac 
Harbour Master. 


CALAIS: 50.58 N. 01.50 E. 


DOCUMENTS: 

Ship Register. 

Manifest of Cargo. 

Bill of Lading 

3 Lists of Provisions on board. 

4 Lists of Articles held by Crew. 

3 Lists of Crew. 

List of open spaces. 

Health Certificate, endorsed by Master on arrival. 

Derat or Exemption. 

For tankers, Certificate of Cargo Specification and Certificate ¢ 
vessel's suitability to transport inflammable liquids in bulk. 
PILOTAGE: Compulsory when entering or leaving harbour, except 
ships less than 50 m. length. Pilotage area: 3 miles from piers. She 
required to give notice of their arrival 18 hours before, through Boulogt 
Radio. Pilot waits between buoys CA4 and CA6. Pilot boat: Black, wht 
side stripe, bearing the inscription “Pilote Calais”. She is equipped we 

VHF, Channel 6 and Channel 16. 

ANCHORAGES: Between CA6 and CA8, 15m. to 17 m. deep, sat 
and gravel. Good anchorage. When bad weather from North, ships a 
advised to stand out to sea or anchor in the roads of Les Dunes. St 
will receive instructions from Pilots or Harbour Captain's Office whent 
enter roads of Calais. 

RESTRICTIONS: Harbour channel! 230 m. wide. In channel and out 
harbour, depths are maintained at 8.40 m. MWL. Vessels should ent 
harbour preferably about 2.5 hours before high tide or half an hour aft 
high tide. Because of the shape of sluice at the entrance larger vessé 
cannot have direct access to the Bassin Carnot at certain tides. The 
vessels may lighten in outer port, at “Quai Paul Devot”, where depth! 
9m. LWOST. 

MAX. SIZE: “Bassin Carnot”, 150m. max. length; “Bassin Ques 
(West Dock) 110 m. max. length; “Quai P. Devot”, 190 m. max. leng 
“Bassin Carnot”, 19 m. max. beam; “Bassin Ouest’, 16 m. max. bea 
Max. draft: 9.15m. (29ft.6in.). Port accessible to vessels ! 
45,000 d.w.t. 

HEALTH: Sanitary Control can arrange derat and exemptions. Po 
Sanitary Control, 21-23 rue du Commandant Bonningue, 62100 Calat 
Tel: 21-977741. Telex: 160758 F. 

RADIO: Messages through Boulogne Radio. ETA must reach piloted 
station or Harbour Master's Offices 18 hours before arrival. Near Cal 
ships equipped with VHF can call Harbour Master on Channel 12! 
pilotage station on Channel 16. 

TUGS: Generally join ships at end of the piers. Towing ropes é 
generally ships own but can be supplied by tug. 

BERTHING: Max. height of tide 7.30 m. Depth on dock sills at 
LWOST. 

At West dock, entrance between 1.5 hours before and half an he 
after high tide. In Bassin Carnot, entrance between 3 hours before # 
1 hour after high tide. 

There are 2 berths equipped for handling Roll-on/Roll-off traft 
situated in Bassin Carnot. 

Also see “Developments”. 
TANKERS: Two posts provided for tankers: “Quai Paul Devot' ! 
medium-sized tankers. “Bassin Quest” (West Dock) for small tanket 
“White and black” products can be accepted at “Bassin Ouest’. o 
“black” products admitted at “Quai P. Devot’. Tankers are allowee 
enter harbour only by daytime. They must leave as soon as operate 
are finished. Hoses 10 in. and 12 in. in diameter. Barges discharge 
with a 10 in. hose. 


(See Plan 
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*RANES: 
igntime Station Quay 


Electric cranes — 6 tons 3 
»gul Devot Quay Electric crane — 6 tons with automatic 
scoop 1 
Electric crane — 12 tons with automatic 
scoop 1 
Electric cranes — 15 tons with automatic 
scoop 2 
ransit Station A block of 2 gantries able to handle 
a load of 40 tons (containers) 
yest Basin 
outh Quay of the Electric crane — 3 tons 1 
West Basin Electric cranes — 6 tons 2 
Electric cranes — 6 tons with automatic 
scoops 2 
gmot Basin 
istule Quay Electric cranes — 6 tons 2 
pire Quay Electric cranes — 6 tons 3 
Electric cranes — 6 tons with automatic 
scoops 6 
Electric cranes — 12 tons with automatic 
scoop 2 
Electric gantries — 6 tons with raisable 
forepeak and equipped with weights 
and automatic scoops 2 
respin Quay Electric cranes — 6 tons with automatic 
SCOOps 3 
oumier Quay Electric cranes — 6 tons 5 
Electric cranes — 12 tons with automatic 
scoop 2 
olga Quay Electric cranes — 6 tons with automatic 
scoops 2 
dal Basin Electric cranes — 40 tons 4 


y Dock: One electric crane — 15 tons. 2 mobile cranes of 1/9 tons and 
mobile crane PPM" of 18 tons complete the lifting machinery of the 
ublic Equipment of the Port. 

RIDGES: Swing bridges (West Dock) and draw bridges (Bassin 
amot) are situated on sluices. 

TEVEDORES: Informed by Agent of tonnage, nature and condition of 


argo. 

EDICAL: All facilities available. 

ENSITY: Salt. 

RESH WATER: Supplied from hydrants on wharves. 

VEL: Any fuel can be supplied by tank lorry of large capacity. 

ONSULS: Vice-Consuls: 

Netherlands, G. Dumont, 12 Bd. des Allies. 

Denmark, J. Mulard Jr., Place de Suede. 

Finland, H. Ravisse, 12 Bd. des Allies. 

Greece; P. Foissey, 26 rue d’Ostende. 

Norway, Y. Lefebvre, 12 Bd. des Allies. 

Sweden, T. Pagniez, 198 Rue des Quatre Coins. 

United Kingdom, R. Martin, 14 Rue Gustave Courbet, B.P. 655, 62228 

alais Cedex. 

PAIRS: Deck and engine repairs possible. 

RY DOCKS: One, 153 m. long, 21 m. wide. Depth at sill, 7.45 m. 

|ANGWAY/DECK WATCHMEN: Ships must be guarded. 

PENING/CLOSING HATCHES: As a rule hatches are opened/closed 

y crew. 

USTOMS ALLOWANCES: Tobacco: No limit for foreign ships, but the 

uantity must be declared on the lists of articles held by crew. 

IEPATRIATION: Pilot boats and tugs may trans-ship equipment or 

ands in outer roads. 

IRPORT: Calais, Dunkirk (International), 7 km. away. 

IME: GMT plus 1 hour. Spring and Summer GMT plus 2 hours. 

lOLIDAYS: 1st January; Easter Monday; 1st May; Ascension Day; Whit 

londay; Tuesday afternoon following 1st Sunday of July (local feast); 
4th July; 15th August; 1st November; 11th November; afternoon of 

4th December; 25th December; Sundays. 

eee CET IRE: Police 17; Ambulance 21.34.39.24; 

‘re ' 

SHORE LEAVE: Crew are allowed ashore. 

ee NUON CARDS: Identification cards and Seamen's Books 
re required. 

JEVELOPMENTS: Ro-Ro Ramp No. 7 became available in April 1990. 

es — Tidal basin for vessels up to 45,000 d.w.t. became available 

AUTHORITY: Directeur de |'Exploitation du Port de Calais, Place de 
Europe, B.P. 451, 62226 Calais, Cedex. Tel: 21-96-63-00. Telex: 

Sermar 160758 F. FAX: 21-34-74-11. Contact: M. Neveu, Port Director. 
Harbour Master's Office, Quai de Maree, 62100 Calais. Tel: 

ae Telex: 160758 F. FAX: 21.34.08.92. Contact: P. Chastel, 

aptain. 


CALVI, Corsica: 42.34 N. 08.46 E. 


DOCUMENTS: 
3 Crew Lists. 
3 Passenger Lists. 
1 Provisions List 
1 Cargo List. 
‘List of Articles (new and Customs-barred) in possession each crew 
Member — cameras, binoculars, radios, cigarettes, spirits, etc. 
| Health Declaration. 
:LOTAGE: Not compulsory. If required, telephone pilot station at 
Stia, Tel: 95.31.50.95. 


(See Plan) 


FRANCE 


ANCHORAGE: Outside port for cruise vessels. 

MAX. SIZE: Draft 6.5 m.; length 140 m. 

RADIO: Within 50 miles call Ajaccio Radio VHF Channel 16. Then 

connected over Channel 23 to telephone network. 

TUGS: None available. 

BERTHING: 3 wharves, the main wharf being the Corsica ferry berth. 

STEVEDORES: 24 hours accurate ETA necessary for ordering gangs. 

No work on Sundays and official holidays. 

CARGO GEAR: Only a few nets and slings available; all other gear 

must be supplied by ship. Ship's derricks used. 

FRESH WATER: Available at very slow pumping rate. 

FUEL: Diesel fuel available. 

REPAIRS/CONSULS: None. 

AIRPORT: Calvi (5 miles), regular flights to Nice. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 

AUTHORITY: Capitainerie du Port, Quai Landry, 20260 Calvi, Corsica. 

Tel: 95.65.05.21. 
Affaires Maritimes, 

95.65.01.71. 


Quai Landry, 20260 Calvi, Corsica. Tel: 


CANCALE: 48.40 N. 01.51 W. 


Used by fishing and pleasure vessels only. 

PILOTAGE: Pilot available from St. Malo. Tel: 99.81.63.59. 
BERTHING: 2 public wharves, depths from 0.5m. to 13 m. at Spring 
tides. 

CRANES: One 3 ton crane available. 

MEDICAL: Hospital facilities available at St. Malo, 15 km. distant. 
Tel: 99.81.60.40. 

FRESH WATER: Available in small quantities. 

FUEL: Diesel oil available by truck and by pipeline on wharf. 
AIRPORT: Nearest at Dinard, 30 km. away. 

AUTHORITY: Subdivision Maritime de I'Equipement, Quai du Pourquoi 
Pas., 35402 Saint Malo, France. Tel: 99.56.07.24. Telex: 950197. 
FAX: 99.40.11.70. Contact: Xavier La Prairie, Engineer. 


CANNES: 43.33 N. 07.01 E. 


DOCUMENTS: 

To be sent on departure from previous port. 

3 copies of Passenger List. 

1 copy of Crew List. 

Required on arrival: 

4 copies of List of Passengers, showing Christian name, surname, 

age, date and place of birth, nationality. 

2 Crew Lists. 

5 copies of a Special Arrival form (supplied on arrival). 

PILOTAGE: No Pilot station at Cannes. A tender with Company's flag 
on top of its mast will meet the vessel: (a) If ship is proceeding to 
anchorage No. 1, in Golfe de la Napoule, about half a mile South of the 
lighthouse at end of Cannes port Pier (Quai Lauboeuf); (b) If ship is 
proceeding to either anchorage No. 2 or 3, in Golfe-Juan, half a mile 
North of lle Ste Marguerite. 

The tender will lead to anchorage and will give 1 blast of the siren 

when correct position has been reached. At night, tender has a fixed 
white light at top of its mast, which replaces the flag. Should it not be 
possible to advise by wireless before arrival at anchorage and weather 
conditions making it necessary for ship to anchor at either position No. 
2 or 3, boat will meet ship in Golfe de la Napoule, 2 miles South of 
Cannes port lighthouse. In this event, ship must proceed to anchorage 
No. 2 or 3 as appropriate, steaming to South of lle St. Honorat, whilst 
tender will proceed by channel between lle Ste Marguerite and the 
mainland. 
ANCHORAGE: Advice of anchorage is passed to Master via Grasse 
Radio or Monaco Radio, VHF Channel 16 usually about 1 hour before 
arrival. There are 3 anchorages, any of which may be used according 
to the weather: 

No. 1 off the port of Cannes, approximately half a mile South of end 
of breakwater, used by calm sea or by East or N.E. winds. 

No. 2 is situated to North of lle Ste Marguerite, used by S.E. or S.W. 
or South winds. 

No. 3 to the East of Cap de la Croisette, used by West or N.W. winds. 

It could happen during the call, winds may change direction and 
movement from anchorage No. 1 to No. 2 or No. 3 become necessary. 
Shift takes about 1 hour. 

HEALTH: Port officials will embark immediately the ship anchors. Free 
Pratique may be granted by wireless telephone 1 hour before arrival at 
ship's surgeon request stating: “No illness on board”. 

FRESH WATER: One water barge (capacity 65 tons) and 2 water barges 
(capacity 20 tons) available. 

12 hours notice required for orders up to and including 100 tons. 
24 hours notice required for amounts in excess of 100 tons. Pumping 
rate 30—40 cu.m./hr. with one or two boats. 

GANGWAY/DECK WATCHMEN: Watchmen for gangways should be 
provided by ship and passengers are requested to present their landing 
cards every time they use the gangways. 

AIRPORT: Nice Cote d'Azur (20 km.). 

AUTHORITY: Capitainerie du Port Gare Maritime, 06400 Cannes, 
France. Tel: 93.39.61.77. Contact: Patrick Joxe, Harbour Master. 
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CHERBOURG: 49.38 N. 01.38 W. (See Plan) Rendezvous Points: 
Standard Points 
DOCUMENTS: For normal operations, 4 rendezvous points are recommended. 
Declaration of Health. Point A: 13 nautical miles North of Cap de la Hague. 
Manifest of Provisions on Board. Point B: 10 nautical miles North of Cap Levi. 
Manifest of Crew's Possessions. Point C: 5 nautical miles North of Cap Levi (prohibited area 
Manifest of Cargo — in certain cases. tankers): ard 
Manifest of Equipment. Point D: 27 nautical miles North of Cap Levi (ships West bound) 


DEEP SEA PILOTAGE: Pilots board off “CH1” Buoy. Radio ETA to However, if desired by the Master, the helicopter can meet the vesy 
“Hutchinson Gravesend” Telex 965225 or “Cherbourg Pilots” Telex at any point. reas per 
170952 or “Pilotage Hauturier Cherbourg” Telex 171467 Pilhaut and PILOTAGE: Requests for pilotage must indicate arrival time at the buy 
others (48 and 6 hours notice.) On approaching Cherbourg contact CH1. They may be addressed to Agent or direct to pilot static 
Cherbourg Signal Station on VHF Channel 16 confirming ETA. Aiso see telegraphic address “Pilotage Cherbourg” Telex: 170952, or through ty 
“Pilotage’’. Homet look-out station by means of the usual signals. To avoid delay, 
HELICOPTER SERVICE: is well to warn the pilot station 4 hours in advance of arrival. As a genex 

Air Affaires — Heli-Services, Aerodrome de Cherbourg — Maupertus, ule, the pilot boat always comes out, whatever the weather. In by 
B.P.-1 —Gonneville. 50840 Fermanville. Tel: 33.44.56.96. Telex: 171348 Weather, the vessel follows the pilot boat and Pilot boards as soong 
Helip. shelter permits. } 

Description of Services: A 24 hours — 7 days per week service, within Deep-sea Pilots for Tankers: Deep-sea Pilots for loaded tankers carry 
a radius of 150 nautical miles of Cherbourg, to and from ships without — hyrdrocarbons or other dangerous cargoes are embarked 7 miles Nos 
the necessity of reducing speed or changing course, in any sea Of Fort de "Ouest Light, or at least 7 miles off the coast, the exe 
conditions. boarding place being given on each occasion by R/T from the Pilotay 

The positioning and pick-up of persons are accomplished either by Service. ; : ; 
landing or by winching on all types of vessels, serving even small ANCHORAGES: Anchoring must be made strictly according to th 


coasters and fishing boats. instructions of the Pilot so as not to get in the way of movements ay 
Doctor and stretchers for injured personnel available within minutes | anchorage of steamers. Depths vary from 6m. to 12m. in sé 
of your call. anchorages. 
Note the possibility to put technicians and specialists on board for up RESTRICTIONS: In the wet dock, the bridge is opened 1 hour bet: 
to 12 hours work while underway and take them ashore again. until 1 hour after high water. 
Recommended Procedure: MAX. SIZE: 
(A) 48 hours before Please cable through Saint Lys Radio Depth 
(FFL) or any radio station to Heli-Services Average Tide 
Cherbourg Telex 171348 HELIP the Length Breadth Spring Neap 
following information: (m.) (m.) (m.) (m.) 
(a) ship's name In the Roads No Limit No Limit 11 12.50 
(b) state you require Helicopter and Trans-Atlantic Dock No Limit NoLimit 7.0-12.5 8.5-140 
reason for request Mielles Dock 150 5.00 6.50 
(c) ETA rendezvous point requested Oil berth at 
(d) VHF in good order or not Querqueville 200 31 9.0 10.50 
(e) Confirm full landing, restricted or Berth Amiot 100 3.0 4.50 
winching area available. Ro/Ro No. 1 130 20 7.0 8.50 
(B) 24 hours before With the same radio procedure confirm Ro/Ro No. 2 200 30 8.0 9.50 
your ETA. Ro/Ro No. 3: (Quai de France — South). Length: No limit. Width: 445 
(C) 4 hours before Call “Jobourg Traffic” (French Marine Depth: 12 m. 
Traffic Centre) on VHF 16/11 to confirm HEALTH: From French port to French port, no formalities. From foreg 
your ETA. port to French port, request for Free Pratique (yellow flag). In cases 
Heli-Services office is directly connected sickness on board, warn the Agent in advance. No crew member mg 
with Jobourg Traffic and transmit leave ship before consultation and agreement of Port Doctor. 
information concerning rendezvous point RADIO: The stations which offer the best facilities are Boulogne Rade 
and helicopter operation. Brest le Conquet Radio, and St. Lys for ships which are a long way 
(D) When helicopter is flying, its pilot contacts you on VHF. TUGS: Tugs generally join vessel in the main approaches. With regat 
Give information about relative wind and to the tow rope, a charge is made. 


start locked key homing signal on 410 kHz, | BRIDGES: Only the swing bridge at the entrance to the wet dock, whit 
Services are assured 24 hours per day with 2 hours’ notice, or is opened on request from 1 hour before until 1 hour after high tide & 
immediately in case of emergency. the entry and exit of ships. 
STEVEDORES: Agent needs ETA, to arrange personnel and equipme! 
to be used for handling cargo. 
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BERTHING: 
Length Open 
Name of Name of Number'type of lifting of storage Lock 
Dock Quay Use equipment quays area Depth Nos. 
(H.d. = Heavy duty) (m.) (m.) 
Trans-Atlantic France Containers, general- 3 cranes 7.5 t, 13 t in tandem 620 2 ha. =13 None 
cargo, passengers, 
various other services 
Trans-Atlantic | Normandie General-cargo, 1 crane 7.5t 500 5 ha. =r None 
Ro/Ro car 
carriers, various 
other services 
Car Ferry Post No. 1 Ro/Ro freight and H.d. linkspan ramp for 120 20,000 -6 None 
passenger vehicles, passenger jetty and sq.m. 


terminal 
Capacity 188 tonnes 
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Freight Ferry Post No. 2 Ro/Ro freight H.d. linkspan 17 m. wide 150 33,000 -8 None 
capacity 280 t sq.m. 

Trans-Atlantic Post No. 3 Ro/Ro Capacity 65 t 620 —11 

Des Flamands None Ro/Ro and container 2 cranes 120t 240 50 ha. —13 None 
freight storage 2 mobile cranes 40 t (10 ha. for 

See Ce ee — containers) 

Querqueville Oil dock Bulk petroleum 200 -9 None 

Commercial Alexandre Ill Fishing 800 —4 One 

Basin 'Entrepot Coasters | 

Navy Yard Construction and Various Seven 


repairs (dry docks) a 
Commercial Dry dock 75 One 


Dock 
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CRANES: 35 ton capacity gantry for road/rail container and kangaroo 
ations. 40 ton capacity mobile crane for container and kangaroo 

sperations. 30 to 90 ton floating cranes. Various mobile cranes for light 

and heavy lifts. Fleet of tugmasters and fork-lift trucks. 

Also see “Berthing”. 

EDICAL: Advise Agent of any requirements at the same time as ETA. 

there are 2 hospitals, civil and military, both very well equipped. 

TANKERS: There is a discharge berth at Querqueville Jetty. Length of 

perth 200 m., Max. draft 9m 

FRESH WATER: Water points on all quays. 

FUEL: Available from local suppliers — Esso, Shell, etc. 


CONSULS: 
Belgium Finland and Norway Greece 
Portugal Haiti Sweden 
Denmark Venezuela United Kingdom 


REPAIRS: All types of hull and engine repairs are possible. 
pRY DOCK: Commercial Port's dock: Length 75 m., width 14 m. 
Max. dim. of vessel 


Dry Dock able to enter 
Nos. Sill Length Length Breadth 
(m.) (m.) (m.) 
\. Dry docks 
1 90.00 97.85 18.50 
2 100.00 107.85 18.50 
3 100.00 107.85 18.50 
4 90.00 97.85 18.50 
3. Dry docks 
5 200.00 206.40 25.70 
6 180.00 184.00 22.15 
7 69.30 75:15 17.30 
domet 235.00 248.00 35.00 


WATCHMEN: Every ship in port must have a watchman, usually a crew 
nember. 

)PENING/CLOSING HATCHES: At the discretion of Master, crew may 
erform this. 

CUSTOMS ALLOWANCES: Free allowance for each crew member — 
00 cigarettes or 50 cigars, and 1 litre of alcohol. Common Market 
Sountries — Crew: 300 cigarettes, 75 cigars and 1.5 litres of alcohol. 
AIRPORT: At Maupertuis, 12 km. from Cherbourg. There are no regular 
services in the immediate vicinity. 

REPATRIATION: Can be arranged. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: January 1st; Easter Sunday/Monday; May 1st; Ascension; 
Nhitsun Sunday/Monday; July 14th; Assumption; 15th August; 
November 1st; Victory Day, November 11th; Christmas Day, December 
25th. 

POLICE/AMBULANCE/FIRE: Police: 33.44.20.22 or 17. Ambulance: 
33.53.13.29. Fire: 33.53.01.23 or 18. 

TELEPHONE: Generally, ships do not request the installation of a 
elephone line, unless for a prolonged stay. 

DENTIFICATION CARDS: Each crew member must carry his seaman’s 


card. 
DEVELOPMENTS: Deep draft berths (13.0 m. depth), length 300 m. to 
de built. 
AUTHORITY: Capitainerie du Port, Pont Tournant, 50.100 Cherbourg, 
France. Tel: 33.20.41.25. Telex: 170849 (Port Director). 

Direction Departementale de I’'Equipement, Allee Du President Leon 
Menut, 50100 Cherbourg. Tel: 33.43.01.33. Telex: 170011 Didello (Saint 
LO) 


CONCARNEAU: 47.52 N. 03.55 W. 


DOCUMENTS: 

Ship's Registration Certificate. 

Cargo Manifest. 

Stores List. 

Crew Personal Effects List. 

List of Crew and Passengers with dates of Vaccinations. 
PILOTAGE: The pilotage area is limited to the East by alignment of the 
sea marks of Point of Raguenes (Lat. 47° 47’ N., Long. 03° 48’ W.) and 
the lle Verte (Lat. 47° 46’ 40” N., Long. 03° 48' W.), to the South by the 
Parallel of the ‘La Jument Buoy” (Lat. 47° 39’ N., Long. 04° 01’ 20” W., 
‘othe South of the Glenan Islands), to the West by the meridian of the 
Basse Rouge” Buoy. 
_Pilotage is not required for vessels with an overall length of less than 
50m., except for tankers Carrying oil products or gas. 
; tis recommended to warn the Pilot 24 hours in advance, indicating 
‘e most accurate ETA (Tel: 98.58.85.05). 
‘ The pilot craft is not stationed at sea. The Pilot generally boards to 
‘he South of the Cochon Tower or, on request, between Cochon Tower 
and the lle aux Moutons; the craft carries the “H” flag by day and white 
lashing lights at night. 

the state of the sea does not permit the Pilot to board, the pilot craft 
makes the signal “T” (by flag or morse code) signifying: “follow-me, the 
Pilot will board in the shelter of the Peneroff Breakwater”. If the state of 
the Sea does not allow the pilot craft to come out, it stations itself in the 
“nelter of the Peneroff Breakwater and makes the signal “BT”. 
“8s: It is not advisable for vessels of a certain size whose Masters 
%0 Not know the channel well to proceed without a Pilot, at LW in 
prervael to the North of the line Beg-Meil — Trevignon Point. 
; CHORAGE: Main Roads: Vessels anchor in the bay, on request, on 
: Muddy bottom, on the alignment at 028.5° from the Beuzec church 
ower through the la Croix lighthouse. 
wall Roads: Vessels anchor in the small roads sheltered from the North 
® Southeast by East, in 8 m. of water and a bottom of sand and mud, 
‘nthe access alignment or to the West of this alignment. 


(See Plan) 
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At night, when on the access alignment, as soon as the Lanriec Light 
appears, the alignment is opened so as to see the Beuzec Light to the 
left of the La Croix Light, and when the Lanriec Light disappears, the 
vessel anchors in 8 m. of water. 

The recommended landing stage is on the La Croix Breakwater. 
Kersos Cove (Lat. 47° 52’ N., Long. 03° 55’ W.): It is possible to anchor 
here sheltered from winds from North to South by East, but with a 
reduced turning area. Vessels anchor half way between the Kersos 
Tower and the coast to the N.E. in 3 m. — 5 m. water with a good holding 
ground of sand and mud. 

MAX. SIZE: Tankers: By day: 91m. overall; by night: 81 m. overall. 
Other vessels: By day: 101 m. overall; by night: 91 m. overall. 
RADIO: Contact Conquet Radio. 

VHF: Tugs on Channel 12 on weekdays during working hours from 0800 
— 1200 hrs. and 1400 — 1800 hrs. 

TUGS: 2 tugs available on demand, meet vessels near Cochon Light, 
large vessels use a tug for berthing. 

BERTHING: As Concarneau is essentially a fishing port, a commercial 
vessel of a certain size cannot enter without the authorisation of the port 
services, who must prepare a quay berth for her in advance. 

The Port of Concarneau includes the Port of La Croix located to the 
West of the La Croix Lighthouse, a fore-port and a rear-port separated 
by the peninsula on which is Ville-Close. The Lanriec Passage 
connecting these two port areas is cleared at 3m. depth and marked 
by 5 light towers. 

Fore Port: In the middle of the fore port are 540 m. of pontoons enabling 
rate ages sul craft with a draft of 2.5 m. approx. and length of 10 m. to 
erth. 

Along the Peneroff Quay, deposits formed by a hard bottom covered 
by a thin layer of muddy water from 1 m. to 2 m. Along Ville-Close, the 
bottom dries from 2m. to 5m. Along the North face of the South 
Breakwater, a slipway permits careening of craft. 

Rear Port: The Rear Port is comprised of 1,537 m. of mooring quay. 

Aiguillon Quay: Depth 1 m., length 110 m. 

Carnot Quay: Depth 2.50 m., length 250 m. 

Lin Quay: Depth 2.50 m., length 250 m. 

East Quay: Depth from 2.50 m. to 5 m., length 140 m. 

Petrol Tanker Quay: Depth 5 m., length 95 m. 

Sand Quay: Depth 5 m., length 25 m. 

Right Bank Moros Quay: Depth 5 m., length 257 m. 

Left Bank Moros Quay: Depth 5 m., length 220 m. 

A Ship's Lift Pier: Depth 5 m., length 90 m. 

These quays receive fishing and commercial vessels and vessels 
under repair. The vessels are positioned according to their 
characteristics and the nature of the goods to be unloaded or taken on 
board. 

CRANES: 1 x 17.5 tonne (East Quay), 4 x 2.0/13.0 tonnes (mobile). 
MEDICAL: Municipal Hospital at Porzou. Tel: (16-98) 97.10.60. 
FRESH WATER: Available. 

FUEL: Available. 

DRY DOCKS: Synchrolift available. Max. capacity 2,000 tons; max. LOA 
95 m.; max. keel length 76 m.; max. beam 14 m.; max. draft 5.50 m. 
Fresh water, electricity, compressed air and cranes available. 

There is a slipway which can accommodate vessels of 350 tonnes. 
AIRPORT: At Quimper — Pluguffan 30 km. from the town. Twice daily 
flights to Paris and flights to London during the Summer months. 
CUSTOMS ALLOWANCES: Tobacco: Fixed at 30 grams per day, at 
sea, per person. 

Alcohol: The equivalent of 5 centilitres of rum at 42° per day, at sea, per 
person. 

These allowances are free of tax for use on board, but may not be 
landed. 

POLICE/AMBULANCE/FIRE: Police Tel: 98.97.17.17; Ambulance and 
Fire Brigade Tel: 18. 

IDENTIFICATION CARDS: Any National Identity Documentation will 
suffice. 

AUTHORITY: Monsieur le Directeur, Direction Departementale de 
'Equipement, Cite Administrative de Kerfeunteun, B.P.506, 29325 
Quimper Cedex. Tel: 98.95.70.32. Telex: 940.424. 

Capitanerie du Port, Quai Est, B.P. 231, 29182 Concarneau. 
Tel: 98.97.33.80. Contact: L. Tanguy, Le Commandant de Port. 


DIEPPE: 49.55 N. 01.04 E. 


DOCUMENTS: 

4 Crew Lists. 

2 Lists of Stores. 

1 Loading Manifest. 

1 Passenger List. 

1 Declaration (furnished by Agent) stating that ship possesses up-to- 

date Safety Certificates. 

1 Health Declaration. 

PILOTAGE: Pilot boards 4 miles from breakwaters. Pilotage is 
compulsory in this area except for vessels less than 50 m. long equipped 
with VHF (Channel 12). Pilot boat is ready to put to sea from 2.5 hours 
before to 1 hour after high tide when a vessel is expected. During this 
period maintains radio telephone watch. VHF Channel 12. 

All vessels must send ETA to the pilotage authority of the Seine/ 
Rouen/Dieppe at least 5 hours prior to arrival in the Dieppe Roads, any 
delay greater than 2 hours or where a tide is missed must be signalled 
at least 3 hours before the initially ETA. Vessels not obliged to take on 
a Pilot must indicate in their ETA whether or not a Pilot is needed. 

Address: PILSEINE — 21 rue du Mont Diboudet — Rouen, Telephone 
35.71.68.50; Telex 770575. 


(See Plan) 
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APPROACHES: Coming from the West, immediate landfall is Cap d’Ailly 
which is passed at 3 miles distance and then vessels proceed to the 
landfall buoy of Dieppe marked D.1. (East Cardinal, black yellow black, 
very quick flashing light, 3 flash every 5 seconds and a bell). 

Location: Lat. 49° 57’ 15” N., Long. 1° 01' 20" E., or 2.5 miles to the 
N.W. of the port entrance. 

The cliffs which surround Dieppe give very good radar echoes. 
ANCHORAGE: It is recommended to anchor in zone bounded by 
following points: (a) Lat. 49° 56’ 55” N., Long. 01°04’ E.; (b) Lat. 
49° 58’ 40’ N., Long. 01°02’ 45" E.; (c) Lat. 49° 57' 42” N., Long. 
00° 59’ 20” E.; (d) Lat. 49° 55’ 50” N., Long. 01° 00’ 30” E. 

This anchorage area includes Buoy D.! and depths are from 6 m. to 
12m. with sand and broken shell bottom. Larger vessels anchor 
approximately 0.5 miles to North of Buoy D.1 in depths of 10 m. to 12 m. 
Forbidden Anchorage: It is forbidden to anchor in the area defined by 
the following points: Lat. 49° 56’ 55” N., Long. 01° 05’ 29" E. — Lat. 
49° 56’ 25" N., Long. 01°03'03"E. — Lat. 49°56’ 05" N., Long. 
01° 04’ 50" E. 

RESTRICTIONS: The lock gates of the commercial basins are only open 
from 2 hours before to 1 hour after high tide. Vessels remain at 
anchorage in the roads until the gates are opened. Large vessels enter 
preferably at the time of high tide to benefit to the maximum from the 
level of water under the keel and the best conditions of navigation. 
Entry and Leaving: Vessels entering must arrive in the roads at the 
latest 25 minutes after high tide, except for large vessels which must be 
in the roads at the latest at high tide. Vessels leaving must be ready at 
the latest 30 minutes after high tide. 

Entry and Leaving Signals: Entry and leaving signals are exhibited on 
the signal post on the West jetty and on the repeater post of the fore 
port (signals in accordance with the Lisbon Convention of 23rd October, 
1930.) At the Colbert Sluice and at the various locks the signals are 
simplified. 

MAX. SIZE: Vessels LOA 155 m. and beam 21.5 m. can enter. In certain 
cases vessels of LOA 165 m. may be permitted to enter. 

Colbert Lock (Dimensions of Lock): 230m. length, 37 m. width, 
controls entrance to Inner harbour, where depth maintained about 
7.50 m. 

Canada Docks: Length 154 m.; width, 21 m.; draft 8 m. 

Paris Dock: Length 154 m.; width 21 m.; draft 7 m. 

Opening of Canada and Paris basins: 2 hours before to 1 hour after 
full tide, night or day. The port is accessible to vessels up to 10,000 
d.w.t. — 12,000 d.w.t. 

HEALTH: Pratique given by Customs Officers who board on arrival. In 
case of suspected disease, Master required to radio details to Agent in 
advance. 

RADIO: Boulogne Radio (FFB). Arrival Advice. Masters of vessels must 
send to the Port Authority, 24 hours in advance, or at the latest when 
leaving the previous port where this is located less than 24 hours away, 
the expected time of arrival in the roads, indicating the name of the 
vessel, tonnage, length, beam, the date and time of arrival, maximum 
draft of the vessel on arrival, the nature and tonnage of various items 
of its cargo and hazardous cargo (in transit or to be landed), possible 
damage to the ship, its equipment or to the cargo. A rectifying message 
must be sent in the event of a change. Address: Port Captaincy: 1 Quai 
de la Cale, Dieppe. Tel: (35) 84 10 55. Telex: Mardiep 180414F. 

VHF: Dieppe Radio maintains continuous watch on Channels 2 and 24 
and calls vessels on Channel 16. The Port Authority (Call sign “Dieppe 
Port”) maintains watch on Channel 12. 

TUGS: 3 tugs available (1,400 h.p., 750 h.p., 600 h.p.). Requests for 
use must be made to the Port Captaincy. Two tugs in service at all times. 


BERTHING: 


at 


Sea 
level 
Dock Quay Facilities Length chart 
(m.) (m.) 
Paris Norvege 1 Roll-on/Roll-off ramp (80 t.) 715 7.5/9 
Maroc 6 noria conveyors for banana 600 7.5/9 
handling 
Canada Indes 4 grain bagging funnel 150 7.5/9 
Quebec grain silo (cap. 12,000 tons). 160 7.5/9 
apacity 500 t.p.h. 
Avant-Port Henri IV 1 Roll-on/Roll-off ramp (40 t.) 380 4.5/5 
minimum 


Arriere-Port Quai Guynemer 1 Roll-on/Roll-off ramp (120 t.) 
Handling Capacities: 


Loading: 
Coiza oil 200 t.p.h. (from the quay) 
Colza grains 60 tons/man hour 


Grain and wheat 
Rough timber 


500 t.p.h. (silo) 
23 to 28 cu.m./man hour 
Unloading: 


Colza oil (taken from quay) 

Colza grains 50 tons/man hour 

Sand and gravel 100 to 150 tons/man hour 
Bananas about 3,000 cartons/man hour 


Citrus fruit on pallets 

Citrus fruits not palletised 
(cases, cartons, crates) 

Pre-slung timber 


55 to 65 pallets/man hour 


16 to 21 tons/man hour 
about 80 cu.m./man hour 

Bulk timber about 25 cu.m./man hour 

Iron and steel 50 to 60 tons/man hour 
CRANES: One 30 ton crane at Quay de Tonkin. One mobile crane, 
40 ton and jib 40 m. 

Quay Cranes: 6x3 ton, 23-6 ton, 2x6-12 tons and 62 ton gantry 
cranes. 
BRIDGES: There are 3 bridges without vertical obstacles, and to request 
opening of the Colbert Bridge give 3 long blasts on the ship's whistle, 
to call for the opening of the Admiral Rolland Bridge give 3 long blasts 
on the whistle, and for the opening of the Jehan Ango Bridge give 2 long 
blasts on the whistle. 
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STEVEDORES: Normal hours are 0800-1200 and 1400-1800. Possiy 
to work from 1800-2200 to complete operations. No work on Sunday 
or holidays. 
MEDICAL: All medical facilities available. 
FRESH WATER: Supplied by pipe-line. There are a great number,» 
outlets on the quay. 
FUEL: Available in small quantities; delivered by tanker lorry. 
CONSULS: Norway Denmark 

Sweden Netherlands 
REPAIRS: Good facilities exist, all types carried out. 
DRY DOCKS: Dry dock in the inner harbour, dimensions 130 m. x 18 
It can receive ships 12917 m. One lift of 300 tons and 7 repair site; 
SURVEYORS: Bureau Veritas at Dieppe; Lloyd's at Le Havre ay 
Rouen; American Bureau of Shipping at Le Havre; Det Norske Verits 
at Le Havre. 
GANGWAY/DECK WATCHMEN: Available if required. 
OPENING/CLOSING HATCHES: According to agreement, either 5 
crew or stevedores. 
CUSTOMS ALLOWANCES: EEC countries — 300 cigarettes 1.5 litt 
of spirits and an exemption of 600 francs. Antilles: 400 cigarettes, 1 lit 
of spirits of more than 22°; Africa: 400 cigarettes and 1 litre of spirits¢ 
more than 22° and an exemption of 140 francs per passenger. 
REPATRIATION: Good facilities. 
AIRPORT: Dieppe Saint Aubin (3 km.) has two daily connections we 
Shoreham, England. The nearest main airport is Paris. 
TIME: GMT plus 1 hour, but during the period from beginning Aprils 
end September (six months) the legal time is advanced by 1 hour (GW) 
plus 2 hours). 
HOLIDAYS: 1st January; Good Friday; Easter Monday; Ascension Da 
Whit Monday; 1st May; 14th July; 15th August; 1st November; 11 
November; 25th December. 
POLICE/AMBULANCE/FIRE: Police (Duquesne Quay) 35.84.87.32»5 
17. Fire and Ambulance 18 or 35.84.33.00. 
TELEPHONES: No connections on the quays. 
SERVICES: Compass adjusting, etc. available. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Embarkation card or passport is sufficien 
AUTHORITY: Port de Dieppe, Quai de la Cale, 76208 Diepp 
Tel: 35.84.10.55. Telex: Mardiep 180414 F. Contact: P. Leminice 
Commandant du Port. 


DONGES: Refer to Nantes. 


DUNKIRK: 51.03 N. 02.24 E. (See Plan 


PORT LIMITS: The seaward boundaries of the port within which a vess 
is considered to be an “arrived ship” is the Dyck Lightship or the Roa# 
if the ship comes from the East. 
DOCUMENTS: 
Entry Bill (all information about ship), given by Pilot to Master, wi 
fills it in and gives it to Harbour Officer. 
To be given to Customs: 

3 Crew Lists. 

3 Passenger Lists. 

3 Copies Stores/Bonded Stores List 

Manifest or copy. 

Form for increase of tonnage. 

Declaration of open spaces. 

3 Lists of objects held by crew. 

PILOTAGE: Pilotage station limits — there are 2 pilotage zones. 

1. The Outer Zone which is limited: 
To the West by the meridian of Calais Lighthouse (Long. 01° 51'E 
To the East, by the meridian of Long. 2° 27’ E.; 
To the North, by the line situated 3 miles seawards of the LW mai 
To the South, by the Calais Pilotage Zone, the coast and the Inne 
Zone defined below. 

2. The Inner Zone limited: 
To the West by meridian Long. 02° 08’ E.; 
To the North, by a continuous broken line constituted by the para 
Lat. 51° 03’ N., the line of the coast, the meridian Long. 02° 20 
the parallel Lat. 51° 04’ 30” N.; 
To the East by the meridian of Dunkirk Lighthouse (02° 22’ E.) 
To the South by the end of the water levels of the autonomous po 
of Dunkirk. 

Pilotage is compulsory in Inner Zone for ships over 150 n.r.t. or she 
of max. length 50 m., or with dangerous cargo. 

Pilotage compulsory in Outer Zone for ships not fitted with VHF! 
over 1,000 nett tons or max. length 100 m. or with dangerous cargo 

Vessels coming from the West should call Pilots 12 hours beld 
arrival or when leaving the former harbour. Vessels coming from 
East should call Pilots 2 hours before arrival. ETA based on time! 
arrival at Dyck Lightship, should be given through Boulogne Rae 
(telegraphy) or by radiophone (2182 kHz). ETA to state: ETA (at 
station). Length of the ship. Draft. Place where the Pilot is reques® 
Dyck/Dunkirk Light Vessel; Dunkirk Roads; Zuydcoote Pass. 

ETA will be considered null and void if vessel does not arrive wit 
2 hours of stated ETA. 

In vicinity of pilot boat, vessels may communicate with Pilots by 
Channel 16, or R/T 2182 kHz or by Aldis lamp or flag signals when pf 
boat is in sight. Telegraphic address of Pilot: Piloduk. Telex: 8209 

Pilot boat is about 50 m. long, black hull with white horizontal ste 
“Pilot Dunkerque” written on hull. Black funnel with white anche 
insignia. 

Pilot boat is positioned between Dyck Lightship and Buoy CA2 
bad weather, pilot boat stays on radio watch but may leave for am 
sheltered place, or put into port. 


snio’s Departure: Sailings must be ordered at the Harbour Office, pilot 
eanon, towage office and linemen's office. 
pits: For a sailing between 0800 and 2000 hrs. 1.5 hours’ notice is 

ary to Pilot for the ships moored in Dunkirk-East (Mardyck Bassin 
excepted) a 2 hours’ notice for ships moored in Mardyck Bassin and 
ynkirk-West. 

For a Sailing between 2000 hrs. and 0800 hrs. vessels are required 
i give notice to the pilot office before 1600 hrs. and to order the Pilot 
nefore 1800 hrs. 
geport: July 1990. 

Following received by Master from Agent: 
eTA Dunkirk: Agent will advise all parties, but Pilot Station requires 
“formation directly from ship 12 hours, 6 hours (Telex: 820902); 3 hours, 
»hours (VHF); and permanent contact prior to arrival. 

* New pilot procedure: boarding either by helicopter or fast launch. 
ANCHORAGES: Large vessels waiting for entrance must anchor in the 
sea West of Dyck Light Vessel. In bad weather, ships may anchor off 
English coast, in the roads of Les Dunes, with good mooring ground of 
sand and mud 20 m. deep. On the Roads of Dunkirk, ships must anchor 
cast of Buoy E.1 so as not to disturb the entrance of ships. 
APPROACHES: A new route, which allows vessels with draft 9.0 m. 
coming from the North Sea to reach Dunkirk more directly, has been 
suoyed. Vessels drawing 11.0 m. should adjust their course to round 
the Dunkirk Lanby (51°03.0'N., 01°51.8' E. approx.) after passing 
Ruytingen S.E. Buoy. 

Buoys have been laid to mark the route. 

tis recommended that this route should not be used by vessels not 

having a pilot on board. 

The buoys marking Le Dyck and Haut-fond de Gravelines are liable 

to change. 
eSTRICTIONS/MAX. SIZE: Movement of vessels: Normal operating 
conditions. Exceptionally, dispensations may be given by port services 
ater study of specific cases. 
fastern Port 
VA CHARLES DE GAULLE LOCK: 

ENTRY: By day: Passage to breakwaters from sunrise to sunset. 

Before high tide (HW —3 hours). Length 250 m. or under — max. draft 
12m. 

After high tide (HW +2 hours). Length 289 m. (tolerance 5 cm.) plus 
1% or under if vessel is engine-driven and length 265 m. or under if 
vessel is turbine-driven — max. draft 14.20 m. Beam 45 m (tolerance 
50m.). 

After agreement of Captaincy/Pilotage/Tugs is obtained, a second 
vessel can be taken at the entrance, up to 2 hours after high tide, 
oroviding its draft is 12.80 m. or under and beam 40 m. or under. 

lf tugs have to be changed during the entry manoeuvres of 2 large 
vessels, the Master of the vessel using the tugs must be warned in 
advance by a message from the Captaincy. 

At Night: 

Before high tide (HW —3 hours). Length 250 m. or under — max. draft 
12m. Beam 40 m. or under. 

After high tide (HW +2 hours). Length 250 m. or under — max. draft 
250m. Beam 40 m. or under. 

SAILING: 

lf length 251 m. or over and beam 39 m. or over, register for sailing 
between 1 hour before sunrise and 1 hour before sunset, except for 
Berth AP 1, vessel with bow facing West, where the limit is 2 hours 
defore sunset. 

From tide-coefficient 95 onwards (h=5.85 m.) no registration required 
between HW — 3.5 hours and HW — 0.5 hours. 

ff the length is between 250 m. — 251 m. and beam is under 39 m. 
sailing registration possible from 0500 to 2200 hrs. (Summer and Winter) 
— for tankers, where length is still limited to 250 m. and beam under 

m. 

{length is under 250 m. and beam is under 39 m. sailing registration 
‘ay and night without restriction. 

_Draft on sailing: 14.00 m. 
Conditions for sailing: 

Beam 42 m. or less. 

Sailing by day with registration of vessel between 1 hour before 
sunrise and 2 hours after sunset if the vessel is at Quai de Grande- 
Synthe or 1 hour before sunrise if the vessel is at the Grain Quay. 

Registration of vessel: 5.30 hours before high water or 2 hours before 
‘igh water if vessel at Quai de Grande-Synthe. 

4.30 hours before high water or 1 hour before high water if vessel is 
at Grain Quay. 

Navigation depth in the channel — 13.5 m. minimum. 

VIA WATIER LOCK: 

Passage prior to high tide: Max. draft 10.50 m. — beam 32 m. or under. 

Passage after high tide: Max. draft 10.50 m. — beam 32 m. or under. 

Max. length (before or after HW). 
8y Day: Length 230 m. or under with no vessel at Mole V. Length 220 m. 
under with vessel at Mole V. 
8y Night: Length 220 m. or under with no vessel at Mole V. Length 

‘0m. or under with vessel at Mole V. 

A TRYSTRAM LOCK: 

4 Max. draft 8 m. — beam 22 m. Length 150 m. or under on leaving port, 
“*er Lock pumps stopped on Pilot's request. Length 140 m. or under 
entering port, Tixier Lock pumps stopped on Pilot's request. 
-HANNEL — MARDYCK LOCK: 

Usable length: 144 m. 

Usable width: 11.40 m. 

Draft: 3.20 m. for canal level of 0.66 m. 

Air draft: 5.50 m. for basin level of 6.30 m. 

) €ed in channel: 10 km./h. in ballast, 8 km./h. loaded. 

UNES CHANNEL — DUNES LOCK: 

nnects the East and West sections of the port. 

Length of lock: 185 m. 

Usable width: 11.40 m. 

Max. Draft: 5.0 m. 


FRANCE 


Air clearance under bridge with 7.0 m. water height. 
Bridge lowered — 5.25 m. 
Bridge raised, dimensions of side wall — 15.0 m. 
Theoretical depth of channel — 3.50 m. 
Max. speed — 6 knots. 


BP BERTHS: 

By day and by night, on direct entry or with tow relinquished: Length 
250 m. or under. Draft 12.50 m. or under (this can be extended to 
12.80 m. max. dependent on water level in basins). 


DRY DOCK 6 — DOVER — PANAMA QUAYS: 

Large vessels may manoeuvre in good visibility and wind less than 
Force 5 Beaufort. 

Max. dimensions of vessels admitted to Dry Dock 6: 

Length 289 m. xbeam 45 m. xdraft 6.50 m. Bow/8.5 m. Stern, through 
de Gaulle Lock. 

On Relinquishing Tow: Entry and sailing registration on Dock 6: 

By day, registration from sunrise less 1 hour to sunset less 2 hours 
for vessels length 251 m. or over or beam 39 m. or over. 

Registration from 0500 hrs. to 2200 hrs. if length between 250 m. and 
251 m. and beam under 39 m. No limit on registration time if length is 
250 m. or under and beam is under 39 m. 

Entry Direct of vessels length over 250 m. and/or beam over 39 m.: 
passage to jetties when daylight 2 hours after HW — latest time 2 hours 
before sunset. 
Direct Sailing to Sea from Dock 6 of vessels length over 250 m. and/or 
beam over 39 m.: Registration 3 hours before sunset. 
Note: Mole V, Eastern section, must be clear for vessels of length over 
250 m. swinging in front of Dry Dock 6 and Watier Amont Quay free for 
passage of vessels of length over 250 m. via Brocquaire Channel. 

RECOMMENDED DRAFTS FOR SAILING OR 

TOW RELINQUISHING MOVEMENTS 


Length 150 m.-180m. 180 m.-205m. 205 m.-230 m. 230 m.-280 m. 
Draft BSm-S6m. BEm-S7m. B7mM-S8m. 
B=Bow, S=Stern. (except for repairs) 


Western Port: 
FLANDERS TANKER BERTH: 
In Normal conditions of Dredging — Entry: Passage to jetties from 
sunrise to 1 hour before sunset if length over 300 m.; entry by day and 
by night if length is equal to or less than 300 m. 
Before high tide (3 hours before HW at Dunkirk East). Draft 19.50 m. 
After high tide (HW at Dunkirk East plus 2.5 hours). All coefficients 
draft 20.50 m. 
Tugs must be present at ‘DW 13/DW 14” 45 minutes before 
theoretical time of passage to berths of the tanker they are serving. 
Theoretical Number of Tugs: 


D.w.t. D.w.t. No. of tugs 

under 125,000 3 According to Pilot's request 
125,000 — 175,000 4 According to Pilot's request 
175,000 — 250,000 5 According to Pilot's request 
250,000 and over 5o0r6 According to Pilot's request 


Sailing: Sailing registration from 1 hour before sunrise to 1 hour before 
sunset if length over 300 m.; sailing without restriction of length if equal 
to or less than 300 m. 

If length is greater than 300 m.: With coefficient over 95, no sailing 
registration from HW — 3 hours to time of HW. The interval between 
registration time for sailing of a tanker from the Flanders Tanker Berth 
at the time of passage to the jetties of an incoming tanker must not be 
less than 3 hours. 

Recommended draft on sailing: 

Length 280 m. or under 
8 m. bow/9 m. stern 
No. of tugs to be used: 

D.w.t. under 150,000 tons — 3 according to Pilot's request. 

D.w.t. over 150,000 tons — 4 according to Pilot's request. 

Note: Wherever possible, between buoys DW 14 and DW 16, large 
vessels leaving Dunkirk East should not cross tankers entering Dunkirk 
West. 


Length over 280 m. 
9m. bow/10 m. stern 


HEAVY LIFT QUAY: (Quai Pondereaux Ouest (Q.P.0O.)) 

Entry day and night without restriction, if length up to and not 
exceeding 300 m. and vessel's bow southward. 

Sailing day and night without restriction if vessel’s bow facing 
northward. 

Sailing by day only if vessel is facing southward and length 250 m. 
or over. 

On entry by day the vessel can be positioned with bow facing North 
if length equal to or less than 270 m. and draft equal to or less than 
16.0 m. 

Draft before and after high water 18.0 m. 

Heaving off at Heavy Lift Quay/Eastern Port — length up to and 
including 289 m., beam up to and including 45 m., draft 14.20 m. and 
less. 

Minimum registration for heaving off, 5 hours before passage to quays 
of Eastern port. Priority on entry if length greater than 250 m. and draft 
greater than 12.5 m. 


OPERATION OF S.F. BP OIL BASIN BERTHS: 
North BP Berth: 

Max. draft 12.5 m. 
Middle BP Berth: 

Max. draft 12.5 m. 

Max. distance stern/connection 
South BP Berth: 

Max. draft 10.5 m. Length 230 m. 

Max. distance stern/connection 120 m. 


Length 250 m. 


Length 245 m. 
122.5 m. 
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Coaster Berth — North Face: (No longer equipped for commercial 
operations). 

(a) West Part, from Bollard 2.5 to Bollard 7 (quay length 80 m.) — 
Max. draft 6.5 m. 

(b) East Part, to the East of Bollard 7 (length of quay 90m.) — 
Max. draft 7.5 m. 

Max. length of vessels admitted to coaster berth is 120 m. with a draft 
of 6.5 m. 

Coaster Berth — South Face: Solely reserved for river traffic. 
Bunker Berths: Reserved for bunkering craft. 

Note: The drafts shown correspond to a minimum water depth in the 
basins of 5.3 m. 

At all BP berths, vessels are positioned bow facing West. 

Simultaneous usage of BP North and Middle Berths is only possible, 
under normal conditions, if the total beam of the 2 vessels in question 
is less than 70 m., otherwise the manoeuvring of these vessels, both on 
entry and sailing, can only be envisaged by day and in fine weather. 

Vessels of larger dimensions than those covered by this note can be 
admitted to the following berths only after prior study and subject to 
special conditions of draft, berthing and securing cables, etc. 

Overflow rafts: See Article 412 of Permanent Instruction No. 57. 

Max. length of vessels, with draft of 12.5 m. transiting Brocquaire 
Channel is fixed at 250 m. 

HEALTH: For ships coming from (a) All European Countries: Declaration 
of Health is not obligatory but general International Certificates are 
controlled. (b) Other Harbours: Admission subject to Declaration of 
Health and usual controls of certificates. Admissions in Free Pratique 
only in daytime except special cases (intervention of a physician). 
Request for Free Pratique may be made to Sani-Port, Dunkirk, through 
Boulogne Radio. In case of necessity, health service can — on request 
— intervene at night. 

RADIO: Dunkirk Harbour Station (FFF), VHF call sign “Dunkerque Port”, 
for messages about port service through VHF Channels 73 and 16. 
Communications other than in VHF made through Boulogne Radio 
(FFB). 

VHF: Dunkirk Port Station maintains continuous watch on VHF, 
Channels 73 and 16. 

RADAR: There is radar at the control tower of harbour. It is not a guiding 
radar. 

TUGS: Tugs normally join vessel between Buoys DW.28 to DW.30 and 
DW.16. Smaller vessels are joined by tugs in the outer port. 

On departure tugs must be ordered with a 2 hour notice for Dunkirk- 
East and a 4 hour notice for Dunkirk-West. Moreover, for manoeuvring 
between 1900hrs. and 0700hrs. tugs must be reserved before 
1600 hrs. and ordered before 1800 hrs. 

It is possible to cancel or delay any order for tugs, without indemnity, 
provided this request is done with a 1 hour (daytime) and 2 hours’ (night- 
time) notice for Dunkirk-East, with a 2 hours’ (daytime) and 4 hours’ 
(night-time) notice for Dunkirk-West. 

Also see ‘Restrictions’. 

CONTAINER FACILITIES: Dunkirk-West: Quai de Lorraine and Quai 
de Flandre. Total length 1,200 m. equipped with 3 container gantry 
cranes capable of lifting 45 tons on spreaders for 20 ft. — 40 ft. units. 
There is an additional 200 m. of quay under construction for container 
activities. 

ROLL-ON/ROLL-OFF FACILITIES: Dunkirk-West: Quai d’Alsace is 
equipped for direct transhipment of vehicles, trailers and wagons. Quai 
de Lorraine is provided with movable steel ramps for direct transhipment 
of vehicles and trailers. A fixed quarter ramp has been installed at the 
West end of Quai de Lorraine. Quai de Ramsgate for shipment of 
vehicles. 

Dunkirk-East: Quay Freycinet VII, the berth South of Freycinet Vi, has 
been provided with a fixed ramp for roll-on/roll-off for ships up to 8 m. 
draft and 22 m. beam, and Quay Freycinet XIII, South part, is fitted with 
a fixed ramp for ships up to 12.50 m. draft. 


BERTHING: Berthing priority is decided by Port Captain's office. Vessel 
is informed by radio of the location and priority given to her. 


nnn EEEEEEDC Ear EESEEn 


Min. Depth 
Dock Quay Length of water 
(m.) (m.) 
Freycinet | (North Part) 196.7 
: (South Part) 299.0 B28 
1 Freycinet II (North Part) 95.6 7.30 
(South Part) 155.9 : 
1 Freycinet Ill 496.7 7.80 
Front du mole 1 187.3 7.20 
2 Freycinet IV 430.6 7.60 
2 Freycinet V 630.0 7.40 
Front du mole 2 146.0 7.70 
3 Freycinet VI 528.4 9.10 
3 Freycinet Vil 516.8 9.40 
Front du mole 3 114.3 9.00 
4 Freycinet VIII 558.3 9.20 
4 Freycinet IX 500.6 8.80 
Front du mole 4 126.4 7.40 
5 Freycinet X 484.5 11.20 
5 120.2 10.10 
§ Freycinet X! 446.8 11.00 
Front du mole 5 406.6 10.30 
6 Freycinet XII 715.9 12.80 
6 Fond de darse 6 177.6 12.50 
6 Freycinet XIll 702.2 12.70 
Front du mole 6 165.6 4.20 
Upstream West Watier Lock 104.0 4.80 
Quai des Monitors (Tidal Quay) 431.2 5.00-7.00 
Oil Port N. station : 105.0° 13.20 
Oil Port N. central station 95.0° 13.20 
Oil Port S. central station \ (1) 95.0° 11.20 
Oil Port N. coasting station 200.0 7.00 
Oil Port S. coasting station 200.0 3.50 
Bassin Maritime Grain berth 195.0 14.20 
Bassin Maritime Quai Usinor No. 5 & 6 703.5 14.20 
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Min. Deg 
Dock Quay Length Of water 
(m.) (m) 
Bassin Maritime Quai Usinor No. 2, 3 & 4 649.1 14.00 
Bassin Maritime Quai Usinor No. 1 277.3 6.80 
Bassin Maritime Heavy cargo berths No. 1 & 2 507.5 16.00 
Bassin Maritime Heavy cargo berth No. 3 174.5 12.00 
Bassin Maritime Heavy cargo berth No. 4 262.0 12.49 
Bassin Maritime Berths for general cargo 
(E. section for barges) 282.5 5.10 
Bassin Maritime General cargo berth 618.0 14.80 
Bassin de Mardyck Appt C.F.R. Poste Est 170.0° 12.40 
Bassin de Mardyck Appt C.F.R. Poste Quest (2) 65.0° 16.00 
Bassin de Mardyck Quais du Braek (3) 85.0 6.90 
Bassin de Mardyck Quai de l’Escaut 643.0 12.00 
Fore-port — West Appt petrolier C.F.R. (4) 105.0 23.00 
Dunkirk West 
Quai d’Alsace Ferry berth 132 5.00 
Quai de Ramsgate Ro/Ro 180 _ 
Quai de Lorraine Ro/Ro and Container berths 260 7.0 
500 13.390 
Quai de Flandre Ro/Ro and Container Berths 423.4 13.30 
Quai Pondereux Ouest Heavy Cargo (5) 270 20.0 


(Bed: Length 340 m.= 100 m. wie 


*platform 
(1) | Maximum length of vessels permitted: See “Tankers” — S.F.B} 
Oil Basin Berth. 


(2) Maximum size of vessels permitted: 
E. station of CFR berth 240 m. and 11.50 m. draft. 
W. station of CFR berth 275 m. and 14.2 m. draft. 
(3) Maximum length of vessels permitted: 105 m. 
(4) Maximum length of vessels admitted: approx. 360 m. 
(5) Max. size permitted: Without lightening. 
Entry 3 hours before HW: Max. length 310 m. Max. draft 18.0 m. 
Entry 2 hours after HW: Max. length 310 m. Max. draft 18.0 m. 


CRANES: 


—————————————————————————————————————————————— * 


Electric Cranes: Cranes Cranes Cranes Cranes Cranes 
of 3t of 6t of 10t of 15t 7.5/101 


a eS I la 
Quai de reparations 1 
Quai a marchandises 
diverses 2 3 

Freycinet | 
Freycinet Il 
Freycinet IV 
Freycinet V 
Freycinet VI 
Freycinet VII 
Freycinet VIII 
Freycinet IX 
Freycinet X 
Freycinet XI 
Freycinet XII 
Fond de Darse VI 
Freycinet XIII 
Quai de Suez 
Quai de |'Escaut 2 1 

2 Sugar Loaders at Freycinet IX. 

150 ton Crane at Quai de |Escaut. 

3 Gottwald cranes on rubber wheels. 
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np 
eo 2 wos. 


Floating Crane: 


en 


Outreach measured 

from the pontoon Height 
under 
hook Type 


32.00 Steam Construc- 2 125 
50.50 tion 2 62: 
hollandaise 1 5 


Mobile Cranes (Port Services): 1 at 6/10 tons and 2 at 17/36 ton 
Possibility of mobile cranes from other yards. 


BULK HANDLING FACILITIES: Bulk Quay No. 1, formerly known! 
the ore quay. Equipped with 2 gantry cranes. Principally used for 
ore destined for Usinor Dunkirk and Usinor Valenciennes. There § 
loader for clinker at the Western part of the Quay. 

Bulk Quay No. 2, a common quay with 2 berths belonging to* 
Dunkirk Port Authorities. Equipped with 2 polyvalent iron ore/coal gat 
cranes. This quay is accessible for largest ships able to enter the po 
Used to discharge coal destined for the Usinor coke mill, also receiv 
coal for other operators, manganese ore and all iron ores for receit 
other than Usinor. 

Bulk Quay No. 3, an extension of the Usinor Quay for iron ore cay 
Equipped with 3 gantries of 50 tons capacity. Permissible draft 14.20! 

Quai de Grande-Synthe, situated West of Bulk Quay No. 2. Bem 
600 m. long with a min. depth alongside of 14.8 m. Bulk carriefs 
80,000 d.w.t. with a draft up to 14.2 m. can be accommodated. 

Unloading equipment consists of 3 cranes with grabs, each we 
max. discharge capacity of 565 t.p.h. 

A new silo is situated at Quai de Grande Synthe. Capacity 100.0 
tons. Permissible draft 14.0 m. 1x 1,000 t.p.h. shiploader. 

The second new silo, (Silonor), will have horizontal handling ® 
storage under a shed of 100,000 tonnes. Half of the cape 
(50,000 tonnes) currently available. 

Sugar is handled at Freycinet No. 9 silo capacity 83,000 tonnes 
Dunkirk-West: The Western Bulk Terminal (Q.P.O.): For lage 5 
carriers (iron ore and coal) with 1 berth for vessels up to 220,000 o# 
(according to dredging conditions). Equipped with 2x50 ton grab ga 
cranes linked to storage yard with a 600,000 cu.m. capacity. 
BRIDGES: Bridges of locks and wet docks are closed to navigator 
short periods to allow trains or work hands to go. The maritime tra’ 
practically never disturbed. 


Number Lifting 
of cranes power 


1 (bigue) 250 
125 


Power 
agent 


Equipment 


max. min. hooks tonn 


7.20 5.00 
15.70 8.00 


oi TANKERS: The following tanker berths are available: 

west Port: Flanders Oil Berth: max. draft 20.50 m. Discharge lines to 
Total Refinery, and to the B.P. Refinery. The access channel has been 
jedged to a depth of 22 m. at L.W. The turning circle at the entrance 
«the Outer Port West has a diameter of 1,400 m. Max. discharge rate 
20,000 cu.m./hr. 

cast Port: S.F.B.P. Oil Dock. 

“Middle wharf North, max. draft 12.50 m. Loading/discharging lines 
>: 22 in. and 3 16 in. lines, bunker line 16 in. diameter. 

* widdie wharf South, max. draft 12 m. Dimensions of lines as for Middle 
wharf North. 

Coasters Wharf, max. draft 7.50 m. Loading/discharge lines 6 in. 
gassin de Mardyck Oil Port: Appt C.F.R. — Poste Est. Max. draft 
+170 m., Poste Ouest draft 14.20 m. 

Facilities for discharge of dirty ballast are available at all main tanker 
perths. 

*tocknord Pier: Pier of length 440 m. with 4 platforms. 
P.1 — For barges only. 
P.2 — For barges and coasters up to 100 m. length and 8.50 m. draft. 
P.3 — Oil and Gas. For vessels up to 100,000 d.w.t., 280 m. length 
and 14.20 m. draft. 
P.4 — Gas only. 10,000 d.w.t. Max. length 160 m. and draft 9.5 m. 

C.P.A. Quay: Berth at Mole V. Mainly for Fuel and Vegetable Oil. 

for vessels up to 250 m. length and max. draft 9.60 m. 
GAS TANKERS: 

Appt. C.F.R.: Bassin de Mardyck: 1 berth for butane and propane. 
cast side of pier for vessels up to 11.60 m. draft. 

Stocknord: Bassin de Mardyck. The total length of the quay is 440 m. 
with a width of 30 m. 

Alongside this quay, are berths or platforms P1, P2, P3 and P4. 

P1: Oil only. 

P2: Oil only. 

P3: Coasters of 90 m. LOA and tankers of 280 m. LOA, d.w.t. 100,000 

tonnes on East side of pier. 

P4: Coasters LOA minimum 60m. and gas-carriers of LOA max. 

160 m., max. d.w.t. 10,000 tonnes on West side of pier. 

Products: LPG, ethylene, FR and PP. 

P3 can take LPG products and chemical products: Vessels up to 
280 m. length. 

Distance from P3 to storage areas: Approx. 800 m. with a 10 in. line. 

Nitrogen in gas-form available on site (2 in. and 3 in.). 

P4 is for vessels of LOA 160 m. max. with a d.w.t. of 10,000 tonnes, 
and a max. draft of 9.5 m. Beam — no limits. 

Products: LPG, derivates, propylene, ethylene, butadine. 10 in. lines 
and arm flanges of 8 in. ASA 300. Products can be refrigerated or at 
ambient temperature. 

Connection with P3 and with the storage areas. 

Nitrogen in gas-form on the quay (2 in. and 3 in.). 

Length of platform: 25 m. Width of platform: 12 m. Height above water 
line: 5 m. 

Loading and discharge by 8 in. Luceat arms. 

Tidal movement at the quay is minimal: Approx. 1.0 m. min./max. 
Predominant winds from the West. 

Transhipment from vessel to vessel can take place at Berths P3 and 
°4 by connection line between the two berths. 

The possibility of transhipment with a first vessel berthed and a second 
connected to it is accepted. For this to happen: 

1. Advise the authorities minimum of 24 hours before the operation. 

2. A technician must be on hand. 

3. The owner must supply hoses and defences. 

4, Port rights and occupation of the quay is to be discussed with the owner. 

5. A tug must be available for both vessels. 

6. Ifthe wind is blowing above Force 5, the operation must be stopped 
and the connected vessel must go out to the roads with Pilot and tug, 
‘the quay which can accept the type of vessel is not free. 

7. Transhipment from vessel to vessel via connection lines from Berth 
°4 and Berth P3. If during this operation a priority vessel must at all 
costs berth, the operation of transhipment must be stopped and one of 
‘he vessels must connect up to continue the operation or go out into the 
foads (Pilot and tug necessary). 

Port Entry: It must be emphasised that the depth of water at the port 
entrance towards the Mardyck Basin at Charles de Gaulle Lock, foreport 
fast is 14.20 m. max. with a beam of 45.05 m. maximum. 

storage facilities: At approx. 800 m. from the Stocknord quay. 2 LPG — 
Propylene storage points of around 3,500 cu.m. each take propane for 
the account of the company CDF Chimie. They have a service pressure 
15 kg/sq.cm. and a temperature of —10°C. 

From these 2 facilities, it is possible to load/discharge to and from 
‘mes (18 tonnes) or trucks (45 tonnes). 

,_vonsumption of vapocracker (set for between 300 tonnes and 500 
‘onnes per day) is with the use of propane and naphtha. 
Ust of storage points at Stocknord: 
2x3,500 cum. | Propane—butane-Btd—propylene 
operating pressure 15 kg/sq.cm. 
Minimum temperature —10°C. 

1*17,000 cum. C2 

1*17,000 cum. C3 

1*9,000 cum. C4 

8x6,000 cum. Essences 

3*6,000 cum. Pyrolised essences 

820,000 cu.m. Naphtha, gasoil, diesel and fuel oil 

22,000 cu.m. (drums) chemical products 
i *1,000 cu.m. (drums) chemical products 
_ 2iNS—trucks: Stocknord can hire, load, discharge trucks or lorries. 

4 truck: convoys of 1,000 tonnes of all products and throughout France. 
¥ lorry: 15-20 tonnes LPG-ethylene, etc. 
,,-¥ tuck: 45-50 tonnes each, filling in groups of 6; for each group of 
oe filling takes approx. 20 minutes for all liquid products. 
_ niltogen: Possibility of degassing at Berths P3 and P4 (from 800 to 
“vv Cu.m. per hour of nitrogen in gas-form). 


FRANCE 


Heater: Currently, there is a propylene land-based heater (350 cu.m./ 
hour) of the steam type working from —47°C to +5°C. 

This heater can be connected to the lines of the new propane storage 
facilities: time involved, approximately 1 month. 
STEVEDORES: Each Master will contact his consignee. 
MEDICAL: Hospitals and all medical facilities. 
DENSITY: Salt. 
FRESH WATER: Available in unlimited quantities. Numerous hydrants 
on all wharves. 
FUEL: Supplied by barges or tank lorries if no connection at wharf. Fuel, 
diesel and gas oil available. Requests for bunkers must be made 
48 hours in advance to Agents. 
FIRE PRECAUTIONS: The preventive measures are taken for tankers 
are those of the I.M.O. recommendations. Rounds of the port officers. 
Ship's Master is given instructions of the harbour concerning tankers if 
necessary when filling the |.M.O Checklist. In case of storm, the Harbour 
Officer can stop loading or discharging. 


CONSULS: 
Belgium Greece Portugal 
Brazil Italy Spain 
Denmark Luxembourg Sweden 
Finland Netherlands United Kingdom 
Germany Norway 

REPAIRS: All repairs possible. 

DRY DOCKS: 

Usable length Max. Max. 
at at Level Admissable length beam 
top bottom sill draft of ship of ship of ship 

(m.) (m.) (m.) 
Dry Dock No.5 112.72 108.05 2.05 6.30 m. 107 13.5 
Dry Dock No. 3 90.36 86.40 0.55 5.40 m. 80 13 
Dry Dock No.4 192.98 190.77 1.85 7.05 m. 160 20.5 


Dry Dock No. 6: Length 310 m. Width 50 m. Max. length of vessel 289 m. Max. 
beam 45m. Max. draft bow 6.50 m., Stern 8.50 m. Crane 1x25 tons capacity 
available. 


Floating Docks: 


Characteristics of the dock Dock 13,000 T Dock 20,000 T 


Overall length 170.20 m. 206.00 m. 
Length on blocks 159.80 m. 185.00 m. 
Width 24.60 m. 32.00 m. 


Optimal characteristics 
of ships which can be docked 


Overall length 175.00 m. 215.00 m. 
Overall beam 23.00 m. 30.00 m. 
Maximum draft 6.50 m. 8.30 m. 
Variation of draft allowed 3 cm./m. 2cm./m. 
Cranes 2 of 10t. 2 of 7t. 


GANGWAY/DECK WATCHMEN: Guarding is strongly advised. 
OPENING/CLOSING HATCHES: Carried out by crew. 
CERTIFICATES: 

Certificate of Nationality. 

International Certificate of Tonnage. 

Certificates from the Classification Office where ship is registered, 
especially: 

Certificate of Freeboard. 

Classification Certificate, engine and boiler. 

Classification Certificate, hull. 

Classification Certificate, electric equipment for tankers. 

List of Hoisting Apparatus. 

Derat Certificate. 

TOVALOP Certificate or similar for tankers. 
CUSTOMS ALLOWANCES: Tobacco: Amount allowed for each 
member of crew: 200 cigarettes or 200 gramme tobacco. Wine and/or 
Spirits: 1 bottle. 
AIRPORT: Calais, Marck, 35 km.; International airport of Lille Lesquin, 
80 km. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: 1st January; Easter; Whitsuntide; 1st May; 14th July; 15th 
August; 1st November; 11th November; Christmas. On public holidays, 
handling operations can be carried out from 0600 hrs. to 1200 hrs. 
POLICE/AMBULANCE/FIRE: Police 17; Ambulance 28646054; 
Firemen 18. 
TELEPHONES: Connections possible at all berths. 
SERVICES: No specific port equipment for gas-freeing. Dirty ballast can 
be received at all oil terminals and by barges of the Port Service. 
Compass adjustment, radio repairs. 
SHORE LEAVE: Crew are allowed ashore. 
IDENTIFICATION CARDS: An official identity certificate is compulsory 
ashore (Passport, Identification Card, Seaman's Book, etc.). 
DEVELOPMENTS: Canal des Dunes (connects Dunkirk-West and 
Dunkirk-East) for barges with length 200m., beam 12.0m. and 
draft 5.50 m. 

Construction underway of Pechiney factory with quays to handle 
bauxite and aluminium to the South of the heavy lift quay. 


SHIPMASTER’S REPORT: December 1988 (Updated 1990). 
Pilotage: The pilot cutter cruises South of Dunkirk light-float when vessel 
is expected. The pilot boards from a small launch. Alternatively the pilot 
can board at Calais. Pilot on VHF Channels 16, 6 and 72. Pilot Office 
Telex No. 820902. 

If vessel wishes to order a pilot for leaving, a minimum of 2 hours 
notice is required. 

The transit time, including lock time, from time of pilot boarding until 
alongside in Stocknord (Mardyck Basin) is about 3 hours. Only one pilot 
used. 

Anchorage: The anchor is 1.2 miles N.W. of Dunkirk light-float. The 
anchorage is exposed and the holding ground is poor. Vessels are to 
report to Dunkirk Pilot before anchoring. 
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Approaches: The approaches to the East Port are well buoyed. For 
large vessels the entrance is_narrow, especially when swinging to 
starboard to enter Charles de Gaulle Lock. 

Maximum size for entering the Lock: LOA 289.05 m., beam 45.05 m. 
and max. draft 14.2 m. 
Tugs: Compulsory. Number of tugs required depends on size of vessel. 
Tugs meet vessel outside the breakwaters. Tugs require 4 hours notice 
and 2 hours cancellation notice at night, otherwise a charge is made. 
Berthing: Stocknord and C.R.D. Berths for handling LPG in Bassin de 
Mardyck. 

Stocknord is the Western of the 2 piers. The berth is capable of 
accepting the largest gas and product carriers. Vessel berthed head in. 

Ethylene is handled at Berth No. 4 at the North West end of Stocknord 
Pier. A mooring boat is available for running lines. Vessel berthed with 
2 headlines and 2 springs, fore and aft. 
Cargo: Ethylene storage 5,000 cu.m. C2, C3 and C4 are imported and 
exported. The shore liquid arm is Bin. (150 ASA) with automatic 
disconnect coupling fitted with a 6 in. (300 ASA) reducer. The vapour 
return line is a 6 in. (150 ASA) flexible hose. Shore supply the reducer 
and connect/disconnect the lines. The rate of discharge varies according 
to what the plant is doing with production. Sometimes one pump is used 
and at other times 5 pumps are used. 

The shore plant places a telephone on 
the Loading Master. 

The surveyor, who came from Terneuzen, stays on board most of the 
time. 
Fresh Water: Available. 
AUTHORITY: Port Autonome de Dunkerque, Terre-Plein Guillain, 
B.P.6534, 59386 Dunkerque Cedex 1. Tel: (33)28.29.70.70. Telex: 
820055 Poronom, Dunkq. FAX: (33)28.29.71.06. Contact: Monsieur du 
Mesnil, Port Director. 

Harbour Office: East Harbour 28.29.72.62. West Harbour 28.29.72.79. 
Telex: Capdk 130972 F. 


board for communication with 


FECAMP: 49.46 N. 00.22 E. 


DOCUMENTS: 

2 Crew Lists. 

2 Custom Lists. 

1 Health Form. 

Ship’s Register. 

Cargo Manifest. 

Bills of Lading. 
PILOTAGE: Pilots informed of arrivals by Agents. Pilots wait at port 
station 2 hours before HW each tide. Inform Harbour Master by VHF 
Channel 16. 
ANCHORAGE: Half mile West of jetties. 
MAX. SIZE: 
Spring Tides: Length 105 m., beam 17.0 m., draft 7.25 m. 
Neap Tides: Length 105 m., beam 17.0 m., draft 6.00 m. 
HEALTH: Pratique obtained when Customs Officer boards.few minutes 
after berthing. 
RADIO: Boulogne Radio. 
VHF: Harbour radio station keeps watch on Channel 16. 

Vessel arriving at Fecamp, or waiting in roadstead must keep watch 
on Channel 16. 


(See Plan) 


TUGS: None. 
BERTHING: 
Berth Depth Length Remarks 
(m.) — (m.) 
Outer Harbour 
Grand Quai 1.50 140 Heavy swell by W.N.W. wind. 
80 Moorings for local fish boats. 
60 Swell absorber (N.E. end) 
Inner Harbour 
Quai de la Peche —1.50 52 
Bassin Freycinet 
Quai de la Marne —1.00 190 
Apppontement 
Quai de la Marne —1.00 150 
Quai de Verdun Est —1.50 150 
Quai de Verdun Ouest —1.50 170 
Bassin Berigny 
Quai Berigny Est +0.25 200 Heavy swell during opening of 
Quay Sadi-Carnot —~1.50 300 watergates by W.N.W. wind. 
Quai de la Mature —1.50 90 


STEVEDORES: Informed by Agents (available). 
CRANES: 
Mobile Cranes: 1x 180 tonnes, 3x40 tonnes, 2x 160 tonnes. 
Electric Cranes: 2x6 tonnes, 4x3 tonnes, 1500 tonnes. 
MEDICAL: Notice not required for medical attention. Doctors and 
hospital always ready. 
FRESH WATER: Available from shore (pipes each 50 m. on quay). 
FUEL: No fuel in port. Available only by lorries for bunkering. 
CONSULS: 
Consulate of Norway Tel: 35.28.00.08. 
Vice-Consulate of Denmark Tel: 35.29.22.86. 
REPAIRS: Possible. 
DRY DOCKS: 1 slipway for vessels of maximum 1,500 tons 
displacement, total available length 75.60 m. 
Max. water height in dock: 7.50 m. dredged down to minus 2.50 m. 
Max. forward draft for access: 1.80 m. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: By crew. 
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CERTIFICATES: In accordance with international regulations: 

Load Line. 

Radio Equipment. 

Safety Equipment. 

Derat, etc. 
CUSTOMS ALLOWANCES: About 200 cigarettes per man; wine/spiy 
at Customs Officer's discretion. 
REPATRIATION: Agents carry out these operations. 
AIRPORT: Paris is the nearest. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: Arrangements for working during holidays can be made 
necessary. 
POLICE/AMBULANCE/FIRE: Police, Tel: 0.17 and 35.28.066 
Ambulance, Tel: 35.28.31.91 and 35.28.09.59; Fire, Tel: 0.18. 
TELEPHONES: No arrangements for placing telephone on board. 
SERVICES: No possibilities for tank cleaning, etc. Compass adjust 
available if necessary. : 
SHORE LEAVE: Always possible for crew members to go ashore. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Chambre de Commerce et d'Industrie de Fecamp, Pala 
Consulaire. 8 Rue Bailly, B.P. 126, 76400 Fecamp. Tel: 35.28.00% 
Telex: 190452. FAX: 35.29.94.60. Contact: J. Saunier, Director Gene: 
of Services. J. York, President. 

Port Authority: 16 Grand Quai, 76400 Fecamp. Tel: 35.28.23.76. 

Port Office: Passe Gayant, 76400 Fecamp. Tel: 35.28.25.53. 


GRANVILLE: 48.50 N. 01.37 W. 


DOCUMENTS: See “Calais”. 

PILOTAGE: Pilotage not compulsory for ships of less than 45 m. leng 
except for those carrying dangerous cargo. Pilots board from fisher 
boats carrying regulation marks of a pilot boat, and maintain position; 
Videcog buoy when a vessel is expected. 

Limits of Granville pilotage are: 1. On entering, towards the West, 
line jaining “la Pierre d'Herpin’, and Chausey lighthouse. To the Nor 
alignment of Chausey lighthouse and “le Pignon”. 2. On leavin 
alignment of Mont. St. Michel through Champeaux Point. Ships bow 
Granville required notify ETA 18 hours in advance. 

Telegraphic address: Telex 170002 SCAC Granville — Ship's Ager 
— Handling. Telex 170777. 

1.5 hours before to 1.5 hours after high tide contact with Port Offic 
(Tel: 33.50.12.45 and 33.50.17.75 Granville) can be established by ret 
through “Coastal” Stations. During same hours contact can be ma 


(See Plan 


with pilot boat and with Port Office by VHF Channel 12 (port wave be! 


156.6). 
ANCHORAGE: At landfall buoy of Le Videcoq. 


RESTRICTIONS: Draft restrictions apply at neap tides. Width of Loa } 


20 m. Length — 40 m. 

MAX. SIZE: Vessels 115 m. long, 18 m. wide and with a max. draft: 
7.50 m. may enter the tidal basin during 6 days, twice a month Ww 
effect from a tidal coefficient of about 80. 

For a vessel of this size, it is recommended to give advance noli 
of arrival as far ahead as possible at the commencement of tides W 
a coefficient of 80. 

Entry of a deep draft vessel may make it necessary to close the te 
basin more quickly after high tide. 

Speed in the channel, the fore port and the tidal basin is limited 
5 knots. 

HEALTH: Pratique arranged by Customs. 

RADIO: Boulogne Radio for ships coming from the North. Brest 
Conquet Radio for ships coming from the South. 

TUGS: Port not equipped with tugs. Pilot boats used as “pushers ! 
port manoeuvres, or for carrying hawsers to tying-up points. 

VHF: Port Authority on Channels 16 and 12 during working hours. 
BERTHING: Determined according to nature of cargo. 

Tidal Basin: 3 electric cranes (2x7 tons and 1 x6 tons) serve the Sol 
quay, and 110 tons serves the North and East quays. 

Open areas, warehouses and storage silo capable of receiving 
goods in bulk, bags or packages. 

Internal transport: rail and road. 

Fore Port: Open area and mobile cradle capable of hauling up ves* 
up to 100 tons. 1*5 ton crane on cradle. Repair yards. 

West Quay: Between tidal basin and fore-port — solely for fish disché 
and auction. Quay to be lengthened by 110 m. and widened by 14° 
STEVEDORES: Work hours 0800/1200, 1400/1800. Overtime poss? 
MEDICAL: Hospital available. Tel: 33.50.11.37. Also Medical Centt 
TANKERS: 2 berths for unloading domestic fuels through 8 in. pipe 
DENSITY: 1025. 

FRESH WATER: Available at all quays, international connections 
FUEL: Available from tanker lorry to commercial vessels at 48 he 
notice. 

CONSULS: None. 

REPAIRS: Possible. Also radio repairs. 

OPENING/CLOSING HATCHES: Carried out by crew. 
GANGWAY/DECK WATCHMEN: Available on request. 
CUSTOMS ALLOWANCES: Tobacco. 200 cigarettes. Wines ! 
spirits. 1 bottle spirits. 

REPATRIATION: Paris, 3.5 hours by train. 

AIRPORT: 10 km. from the port at Breville. Air-taxi and comme 
flights. 

TIME: Local Time GMT plus 1 hour in 
Summer (1st April — 1st October). 
HOLIDAYS: See “Calais”. Local holiday, Mardi Gras afternoon 
POLICE/AMBULANCE/FIRE: Police Tel: 33.50.11.16; Fire Servic? 
Ambulance 33.50.11.37. 


Winter and GMT plus 2 how" 


GENERAL: Marina with 1,050 berths at Herel. Max. length 15m. 
depth available 2.75 m. 

AUTHORITY: Le Commandant de Port, Port de Granville, Terre-Plein 

4g (Ecluse, 50400 Granville, France. Te/: 33.50.17.75 or 33.50.12.45. 

contact: R. Ragel, Port Officer. 


WONFLEUR: 49.25 N. 00.14 E. 


pOCUMENTS: See “Rouen”. 

sLOTAGE: Served by ‘Pilotage de la Seine” (address: 9 Chaussee 
“ennedy, 76 le Havre). Ships bound for Honfleur are received on the 
sarosse Roads (Rade de la Carosse) where the following signals should 
se made for summoning a Pilot. By day — flag “G’” of the international 
-ode of signals. By night — in Morse by signalling lamp. 

Complementary signals which can be used on arriving on the roads. 
gy day — globe or ship's national flag hoisted at masthead. By night — 
ad light at main masthead. At all times, sound signal of 5 long blasts. 

Advice of ETA and draft in salt water is to be given to Rouen Port at 
east 5 hours prior arrival roads, as well as to Agent. 

Similarly, vessels anticipating a delay of more than 2 hours after their 
ported ETA should notify Rouen Port or the pilot boat of this at least 
shours before the time originally reported. 

Before arriving on the roads, ships should call pilot station “Rouen- 
aio” which keeps a permanent VHF watch on Channels 16 and 11. 

A Pilot is obligatory for every ship of more than 55 m. length. 
RESTRICTIONS: Access to port made through channel 100 m. wide, 
yotected by 2 dykes about 500 m. long, which leads to outer harbour. 
\ tidal port, Honfleur possesses 3 basins: 


(See Plan) 


Dock Length Width Sluice width 
West Dock 128 m. 77m. 10.50 m. 
East Dock 295 m. 71m. 16.50 m. 
Carnot Dock 788m. 108m. 13.00 m. 


East Dock joins outer harbour: ships of more than 70 m. long must 
anchor in Carnot Dock which spans from East. 
MAX. SIZE: Port can receive ships 100 m. long and 15.50 m. wide 
erthing in East Dock; but with Carnot Dock, only ships less than 
(250m. wide can enter. Drafts vary according to tides: 6.00 m. with 
average spring tide, 4.70 m. in average slack water, and subject to 
ariations because of silting up of harbour which necessitates frequent 
dredging. 

The “Quai en Seine” can receive ships of LOA 200 m. and over 8.0 m. 
jraft, according to tides, without dredging difficulties. 
HEALTH: Bill of Health is under the jurisdiction of Customs office of 
Honfleur. Hospital nearby. 
RADIO: Boulogne Radio, Brest Radio or St. Lys Radio. A permanent 
watch is maintained by Rouen Port on Channels 16 and 73. 
Disengagement frequency after call on Channel 16 is Channel 75. 
TUGS: If necessary are provided by “La Societe des Abeilles’ of 
Le Havre. 


BERTHING: 
No. of Depth 
Name Berths Neaps Springs Equipment Remarks 
(m.) — (m.) 
Bassin Republique 3 5.10 6.27 Rail track 2 Berths 
Quai Nord 1x6 ton equipped with 
crane on rails _ pipe-line 
Quai Tostain 3 5.10 627 — —_— 
460 5.77 
Bassin Carnot 2 5407 6:27 Cereals and 
Quai Nord various 
cargoes. 
Quai S.W. and 7 5.10 6.27 Rail track, 1 berth for 
South Approach 3x5 ton coasters 
cranes 
Whart 1 5.10 627 — Fishing vessels 
Bassinde L'Ouest 2 3.60 4.77 and pleasure 
craft. 
Avant Port 1 5.10 6.27 Fishing vessels 
Quai en Seine 1 7.50 8.50 2x15 ton 
1x30 ton 


cranes 

2 “Richier” cranes on tyred wheels available for use in the Port. 
vapacity: 30 tons at 3.50 m., 3.5 tons at 15 m. 

1 “Labor” crane on tyred wheels for use in the port with capacity of 
Stons at 18 m. 
TANKERS: Berth “Miroline” on dolphins in River Seine for tanker of 
35,000 tons after lightening according to the depth conditions. 
FRESH WATER: Available. Supplies arranged through Agent. 
FUEL: Supplies arranged through Agent. 
AIRPORT: Deauville — St. Gatien Airport, 12 km. from Port. 
AUTHORITY: M. Pourcelle, Ingenieur des T.P.E., La Lieutenance, 
BP 45, 14603 Honfleur Cedex. Tel: 31.89.24.53. Telex: 170196. 
on _ foe cae Contact: J. Tocqueville, Harbour Master. Tel: 


ILE ROUSSE: Corsica: 42.39 N. 08.56 E. 


DOCUMENTS: 
3 Crew Lists. 
3 Passenger Lists. 
| Provisions List. 
1 Cargo List. 
1 List of Articles (new and Customs-barred) in possession each crew 
, member — cameras, binoculars, radios, cigarettes, spirits, etc. 
Health Declaration. 


FRANCE 


PILOTAGE: Not compulsory. 

ANCHORAGES: Outside port for cruise vessels. 

RESTRICTIONS: None. 

MAX. SIZE: Draft 5 m., length 160 m. 

RADIO: Within 50 miles call Ajaccio Radio VHF Channel 16. Then 
connected over Channel 23 to telephone network. 

TUGS: None available. 

BERTHING: Depths alongside 2.0 m. — 6.0 m. Only available when not 
occupied by ferry. 

STEVEDORES: 24 hours accurate ETA necessary for ordering gangs. 
No work on Sundays and official holidays. 

CARGO GEAR: Only a few nets and slings available; all other gear 
must be supplied by ship. Ship's derricks used. 

FRESH WATER: Available at very slow pumping rate. 

FUEL: Not available. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
AUTHORITY: Bureau du Port de Commerce, 20220 Ile Rousse, 
Corsica. Tel: 95.60.00.68 or 95.60.14.50. 


IZON: 44.57 N. 00.22 W. 


LOCATION: 20 km. downstream from Libourne, which is now closed. 
PILOTAGE: Available. 
ANCHORAGE: Available in a depth of 7.0 m. 
RESTRICTIONS: Airdraft restricted to 21.5 m. 
MAX. SIZE: LOA 100 m. Max. draft 4.5 m. and 3,000 d.w.t. 
Max. draft in channel 4.5 m. 
VHF: Channels 16 and 11. 
TUGS: Available from Bordeaux. 
BERTHING: Private port. One wharf with length 40m. and depth 
alongside 4.5 m. 
CRANES: Cranes with capacity of 20 tons — 100 tons available. 
STEVEDORES: Stevedoring carried out by SO.GE.TRA. Tel: 
57.74.73.69. Telex: 541189. Fax: 57.84.90.32 
Working Hours: 0800 — 1200hrs. and 1400 — 1800 hrs. Overtime 
possible on request. 
FRESH WATER: Available. 
FUEL: Available. 
AIRPORT: Bordeaux, 40 km. 
TIME: GMT plus 1 hour. GMT plus 2 hours in Summer. 
GENERAL: 
Provisions: Available. 
Chart: BA. Charts No, 2916 and 1104. 
AUTHORITY: C.C.I.L., 125 Avenue Georges Pompidou, P.O. Box 162, 
33503 Libourne. Contact: Mr. Billon, Harbour Master. 


LA CIOTAT: 43.10 N. 05.36 E. (See Plan) 


PILOTAGE: Pilotage compulsory for vessels over 70 m. LOA. Chantiers 
Navals de La Ciotat (C.N.C.). have 2 Pilots. 

ANCHORAGES: Good anchorages available in La Ciotat Bay. 
Anchoring in the harbour is forbidden. 

APPROACHES: La Ciotat Bay is situated between Toulon and 
Marseilles. The bay is sheltered from North and N.W.'ly winds. The “Bec 
de L’Aigle”, height 155 m., makes an easily recognisable landmark for 
the approach to the harbour. 

The entrance channel to the harbour has a depth of 7 m. 

MAX. SIZE: Largest vessel 380 m. long, 60 m. beam and 7.5 m. draft. 
VHF: Signal station keeps watch on Channel 16 from 0630 — 2100 hrs. 
TUGS: 2 tugs of 180 h.p. and 200 h.p.; tugs also available from 
Marseilles. 

BERTHING: Harbour is formed by 6 moles. Depth in harbour varies 
from 1.32 m. to 7.62 m., vessels drawing up to 7.31 m. can enter. Total 
quayage 1,610 m. There are two basins near the main harbour specially 
equipped for pleasure craft. 

CRANES: Electric cranes: 1 x250 tonnes, 1 120 tonnes, 1x50 tonnes, 
2x40 tonnes, 120 tonnes, 3x6 tonnes and 1x5 tonnes. One floating 
crane of 80 tonnes. All cranes belong to C.N.C. 

MEDICAL: Private clinics and local hospital available. 

FRESH WATER: Available from C.N.C. 

FUEL: Available. 

DRY DOCKS: Building Dry Dock: 360 m. x 60 m. x 9m. 

No. 1 Slipway: 228 m. x 39.30 m. with lifting apparatus for 7 — 150 
tonnes. 

No. 2 Slipway: 172m. x 31m. with lifting apparatus for 5 — 150 
tonnes, one 660 tonne gantry crane and one 500 tonne gantry crane. 
AIRPORT: Marseilles (Marignane) 55 km. away. 
POLICE/AMBULANCE/FIRE: Police — Tel: 42.83.90.00. Fire — Tel: 18. 
AUTHORITY: Port Authority of La Ciotat, Service Maritime des Bouches 
du Rhone, 3 Quai du Port, 13002 Marseille, France. Tel: 91.91.27.95. 
Contact: M. Julienne. 

Harbour Office at La Ciotat, Tel: 42.08.62.90. 
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LA NOUVELLE: 43.01 N. 03.04 E. (See Plan) 
DOCUMENTS: 

1 Passenger List. 

4 Crew Lists. 

2 Stores Lists. 

1 Cargo Manifest. 

Bill of Health. 

Safety Certificates. 

1.0.P.P. for Tankers. 
PILOTAGE: Vessels call Pilot on VHF Channels 12 and 16. 3 pilot boats 
available. International Code pilot signals used. 
MAX. SIZE: For port entry: Length 150 m., beam 25 m., draft 8.0 m. 
Tanker sea line: Max. draft 18 m. 
HEALTH: Pratique is given by Customs Officers who board vessel on 
arrival. In case of suspected disease on board, Master should radio 
Agents advising details before arrival. 
TUGS: One tug available. There are several launches to assist in 
mooring. 
BERTHING: Effected in the order in which vessels arrive. Specialised 
berth for Roll-on/Roll-off available. 
STEVEDORES: Arranged by consignees. 
MEDICAL: Doctors available at La Nouvelle. Nearest hospital is at 
Narbonne, 27 km. away. 
TANKERS: 1 sea line berth at buoys in depth of water greater than 
18 m. 4 dolphin berths in the oil dock, max. draft 8.5 m. One of these 
berths is used for LPG cargoes. Slop disposal facilities available if 
requested 48 hours prior to arrival. 
DENSITY: 1025. 
FRESH WATER: Supplied at all town berths. 
FUEL: Available from several suppliers. 
FIRE PRECAUTIONS: Usual safety regulations strictly applied. A 
barrage can be positioned across the channel to contain burning oil. 
CONSULS: No local representation. 
REPAIRS: Not possible ashore, except very minor ones. 
OPENING/CLOSING HATCHES: Optional, performed by stevedores or 
crew. 
CUSTOMS ALLOWANCES: Each crewman allowed to retain only 
sufficient for his own consumption while in port. It is forbidden to take 
alcohol ashore. 
AIRPORT: Perpignan 
(International flights). 
REPATRIATION: No difficulties. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: In principal, no work done on legal holidays. 
POLICE/FIRE/AMBULANCE: Police, 68.48.00.11; Fire, 68.48.00.17; 
Ambulance, 68.48.10.13. 
TELEPHONES: No connections can be made on board. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Any person going ashore should carry a 
passport or identity card. 
AUTHORITY: Ponts et Chaussees, Service Maritime et de Navigation 
du Languedoc-Roussillon, 34 Avenue de la Mer, 11210 Port La Nouvelle. 
Tel: 68.48.00.37. 

Capitainerie du Port, 227 Avenue de la Mer, 11210 Port La Nouvelle. 
Tel: 68.481764. FAX: 68.48.45.17. Contact: Captain Gilbert Guillaume, 
Commandant du Port. : 


(Internal and Charter flights). Marseille 


LA ROCHELLE/LA PALLICE: 46.10 N. 01.14 W. 
(See Plan) 


DOCUMENTS: 

3 Cargo Manifests, or Manifest of Ballast. 

Certificate of Cargo Space. 

2 Bills of Lading. 

2 Stores Lists. 

2 Personal Effects Lists. 

6 Crew Lists. 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate or Exemption. 

PILOTAGE: Access from sea is through Pertuis d'Antioche, the strait 
between Isle of Re and Isle of Oleron. Pilotage compulsory for all vessels 
over 55m. length. Pilot launch named Armeria, meets vessels at 
Chauveau Buoy in position Lat. 46° 06’ 05” N., Long. 01° 16’ W. Contact 
Pilot via VHF Channel 16, 2 hours before arrival. ETA must be given to 
Capiport (Telex: 791780) 12 hours before arrival. In same message, 
Master must also advise if engine, rudder, winches, windlass, cargo 
pumps, radar, VHF and radio are in good working order. Master must 
also give the expiration date of the Oil Pollution Liability Certificate and 
state insurers name. 

Vessels which do not receive berthing instructions on arrival should 
wait in the vicinity and South of Chauveau Buoy, keeping watch on VHF 
Channel 16. 

ANCHORAGES: Vessels which do not receive berthing instructions on 
arrival should wait at anchor in the vicinity and 0.51.0 miles South of 
Chauveau Buoy. Keeping watch on VHF Channel 16. 

Tanker Anchorage: Lat. 46° 05' N., Long. 01° 15’ W. 

RESTRICTIONS: Tankers usually berth at HW on the East side and 
either at HW or LW on the West side, providing their draft allows it. 

Sailing possible at any time. 

Vessels in excess of 140 m. length can enter Inner Basin only from 
2 hours before to 1 hour after HW. 

Lock: 165 m. 21.3 m.x4.0 m. (sill). 
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MAX. SIZE: 


Max. draft 
Location Max. LOA (dependent on Max. d.w.t. 
tide) 
. (m.) (m.) 
Basin 165 7.0-9.0 16,000 
Fore Port 
(Quai Lombard) 165 8.5 - 10.0 20,000 
eee! 200 8.5 - 10.0 40,000 
Berth AP 00 290 12.5 — 14.0 80,000 
Chef de Baie 
Berth CB 01 210 12.0 — 13.0 55,000 
Mole d'Escale 
Berths ME 01 — ME 03 210 9.5-12.0 25,000 — 40,000 
Berths ME 06 — ME 05 280 11,.0-—14.5 35,000 — 100,00 
Repair Quay (ME 07) 180 6.5 -8.0 — 
Tanker Berths 
West Berth (AP WE) 280 14.5 — 16.0 100,000 
East Berth (AP SE) 175 11.0-12.5 25,000 
HEALTH: Pratique given by Customs Officers who board on arrival; 
—_ suspected disease on board, radio Agent in advance advisiy 
letails. : 
RADIO: Bordeaux-Arcachon Radio. Also see “Pilotage”’. 
VHF: La Pallice Port on Channels 16 or 12. Bordeaux-Arcachon Rag 
on Channels 21 and 26. 
TUGS: Join vessels either in outer roads or inner roads of La Pallig 
Normally tugs’ lines are used. 
3 tugs are permanently based at La Pallice, 11,250 h.p. (13 tons 
11,500 h.p. (22 tons) and 12,700 h.p. (30 tons). 
Port Regulations prescribe the number of tugs to be used depends, 
on tanker's deadweight: 
Outer Port: 
Berthing Sailing 
Without With d.w.t. Without With 
bow-thruster bow-thruster bow-thruster bow-thruse 
1 (12 tons) none 5,000—10,000 none none 
2 (30 tons) 1(20tons) 10,000-25,000 1 (20 tons) 1 (20 tons) 
2 (40 tons) 1 (30 tons) 25,000—40,000 1 (30 tons) 1 (30 tons} 
3 (60 tons) 2 (50 tons) over 40,000 2(50tons) 2 (50 tons) 
Inner Port: 
Tankers over 5,000 d.w.t. require 1 tug (12 tons) for berthing and saili, 
BERTHING: 
Location Berth Length Bottom Average Remarks 
No. Width Depth 
é (m.) (m.) (m.) 
Basin Usable 7.0m 1 Ro/Ro 
BF 01-BF 04 565 Width (8.0m Ramp 180 
BF 09-BF 11 500 of lock with Width 
21.3 m. Raft.) 
BF 13-BF 17. 2190 7.0 Submarine 
Base 
Fore Port AP 02 160 22 75 Cereals, 
1 x 400tp! 
1 x 1,000tp 
Loading 
Gantries 
Bulk 
Liquids 
Quai Lombard AP 01 200 27 8.5 
AP 00 300 35 12.5 New extenso 
Chef de Baie CB01 250 40 12.5 
Mole D'Escale ME 01-ME 03 540 45 10.0 — 11.50 
ME 06-ME 05 = 380 45 11.0-12.0 1x400tph 
Cereal Loat 
Gantry 
Repair Quay ME 07 215 30 6.0 
Tanker Berth 
West Berth AP WE 360 40 14.5 
East Berth AP ES 180 30 11.0 
CRANES: Basin: North Quay: 25 tons at 18 m., 3x 10 tons at 15.58 
1 x 12 tons at 16.5 m. 
South Quay: 66 tons at 18 m., 1x3 tons at 18 m. 
Dry Dock: 1 Titan cranex20 tons at 25 m. 
Fore Port: Chef de Baie: 3x33.5 tons at 22 m. 
Mole D’Escale: East Side: 5x12 tons at 16.5 m., 1x5 tons at 145° 
West Side: 3x15 tons at 31 m., 233.5 tons at 20 m., 1x10 tons at 1 
STEVEDORES: Normal working hours for stevedoring are: 0800 
1200 hrs. and 1400 — 1800 hrs. 2 hours overtime may be worked ft 
1800 — 2000 hrs. When a quick despatch must be given to a vessel 
8-hour shift can be arranged, from 0500 — 1300 hrs. and 1400 
2200 hrs. during the week, and 0500 — 1300 hrs. on Sundays # 
holidays. 


MEDICAL: All facilities available. Advance notice should be givé 
assistance required on arrival. 

TANKERS: Only refined products are discharged at La Pallice. Fi 
installations can receive cargo at both berths (West or East). Peta 
de l'Ouest, Total and Raffinerie du Midi use the same pipe-line of 16 
with a metal arm of 10 in. on each side. The Picoty installation has 
own pipe-line of 12 in. with a metal arm of 12 in. on West side and? 
of 10 in. on East side. 

All shore tanks are 3 km. to 4 km. from oil jetty. 

Also see “Berthing” and “Max. Size”. 
FRESH WATER: Available from all wharves. 
barges available. 
FUEL: Supplied by tank trucks only. Diesel oil available locally. 4 
fuel oils available with sufficient notice. Tankers must stop pumg 
during bunkering. 

FIRE PRECAUTIONS: Smoking is prohibited on the oil jetty. Ente 
to the oil jetty is controlled by watchmen. 


Loading rate 15 tp. 


CONSULS: 
Denmark Tel: 46.41.10.66 Netherlands Tel: 46.426! 
Finland Tel: 46.44.15.07 Panama Tel: 46.42.19 
Greece Tel: 46.42.13.44 Spain Tel: 46.41.71) 
Italy Tel: 46.41.35.94 Sweden Tel: 46.42% 
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ePAIRS: All kinds of deck, hull and engine repairs can be carried out 
/$.T.L.M.A. 

Vessels not exceeding 21 m. beam may be repaired in the inner basin. 
yger vessels are repaired at berths outside the inner basin. 

ay DOCKS: 2 dry docks in Inner Basin: 176m.x22m. and 
7m.x14 mM. 

»ENING/CLOSING HATCHES: Performed by ship's crew. 
ANGWAY/DECK WATCHMEN: Available from shore if required. 
ners: An automatically—moving shore gangway is available providing 
3 the ship's deck has a sufficient clear surface. 

JSTOMS ALLOWANCES: 200 cigarettes and bottle wine/spirits per 


fn. 

SPATRIATION: Can be arranged without difficulty. 

me: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
prit-September). 

\LIDAYS: New Year (1st January), no labour available; Easter 
inday, possibility of labour with overtime; Easter Monday, no labour 
gilable; Labour Day (1st May), no labour available; Ascension Day, 
ssibility of labour with overtime; Whit Sunday, possibility of labour with 
ertime; Whit Monday, no labour available; National Day (14th July), 
jabour available; Assumption Day (15th August), no labour available; 
Saints’ Day (1st November), no labour available; Armistice Day (11th 
wember), possibility of labour with overtime; Christmas Day (25th 
ssember), no labour available. 

NB. Every Sunday and day marked “possibility of labour with 
ertime" can be worked at the rate of 100% extra. 
)LICE/AMBULANCE/FIRE: Police Secours 17; Commisariat Central 
41.92.44; Ambulance 18; Fire Service 18. 
:-LEPHONES: Telephones are available at all berths at the mole. 
JORE LEAVE: Allowed, no restrictions. 
ENTIFICATION CARDS: Crewmen going ashore should carry 
ssports or identity cards. 
ENERAL: Old harbour at La Rochelle is used only by fishing vessels 
d pleasure craft. 
FVELOPMENTS: Cereals quay to be lengthened and facilities to be 
graded. Vessels up to 100,000 d.w.t. will be able to be 
commodated. 
UTHORITY: Capitainerie des Ports de La Rochelle, Terre-Plein de 
cluse, B.P. 2042, La Pallice, 17009 La Rochelle Cedex, France. Tel: 
42.60.12. Telex: Capipor 791780 F. Contact: J. Le Quilliec, 
ymmandant du Port. 

0.D.E., Service Maritime, 5 Rue de la Cloche, 17000 La Rochelle. 
|: 46.41.92.33. Telex: 790766. 


ECHATEAU d’OLERON: 45.53 N. 01.11 W. 


sty small fishing port on Ile d'Oleron. Entrance to port is 9 m. wide. 
ERTHING: Tidal harbour with 350 m. of quayage. Depths alongside 
om 4.9m. HW to zero at LW. Local fishing boats are the only vessels 
andled at the port. 

RANES: One 2.5 ton crane available. 

EPAIRS: Minor repairs only. 

UTHORITY: Monsieur Le Maire de la Commune du Chateau d'Oleron, 
1480 Oleron. 


GENT: M. Le Boutillier, 106, Bd. Emile Delmas, P.O.Box 2038. 17009 
a Rochelle Cedex. Tel: 46.421344. Telex: 790742 (“Ships 790742 F"). 
ables: “Daylight - La Rochelle”. 


E HAVRE (Including Antifer): 49.30 N. 00.07 W. 
(See Plan) 


OCUMENTS: At arrival in-bound bill tendered by Pilot to be filled up 
nd signed by Master specifying ship’s data and dangerous cargo on 
oad. After berthing: The Master must also complete the inwards 
eclaration as soon as the Pilot comes onboard. Any abnormality must 
@ reported to the Harbour Master (VHF Channel 12). 
or Customs Officers 
1 Crew List. 
1 Crew Declaration List (personal effects, camera, radio set, 
Cigarettes, cigars, tobacco, etc.). 
1 Ship's Store List. 
1 Passengers’ Manifest (disembarking). 
| Passengers’ Manifest (in transit). 
or Health Officers 
1 Crew List. 
| Health Declaration. 
Derat Certificate. 
1 Passengers’ Manifest (disembarking). 
| Passengers’ Manifest (in transit). 
Individual International Certificates of Vaccination. 
Customs Broker 
1 Crew List. 
1 Crew Declaration List (personal effects, camera, radio set, 
Cigarettes, cigars, tobacco, etc.). 
1 Ship's Store List. 
| Certificate of open space occupied by cargo. 
Passengers’ Manifest (disembarking). 
Baggage Manifest (unaccompanied). 
onnage Certificate. 
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For Agents 

Crew List. 

Passengers’ Manifests (disembarking). 

Passengers’ Manifests (in transit). 

Baggage Manifests (accompanied). 

Baggage Manifests (unaccompanied). 

Dangerous Cargo Manifests and usual cargo documents. 
For Immigration Office 

1 Crew List. 

1 Passengers’ Manifest (disembarking). 

1 Passengers’ Manifest (in transit). 

PILOTAGE: Pilotage is compulsory for all vessels over 70 m. in length 
and those vessels carrying dangerous cargoes or not equipped with 
VHF. Under certain conditions car ferries of less than 135 m. in length 
may be exempt from pilotage. 

ETA to be sent to Harbour Master (see “Radio”). Advisable then to 
confirm directly to “Havreport’ between 24 and 12 hours before arrival 
(see Radio”). Pilot boats have orange hull with “Pilote Havre” in black 
letters on both sides, green flag with white anchor on fore-mast. 

Pilot boards in the vicinity of: 

(a) The LHA Lt. buoy for deep draft vessels. 

(b) The HP Lt. buoy for other vessels, including those carrying 
dangerous cargoes. 

(c) The A5 Lt. buoy for vessels bound for Antifer. 

Vessels may anchor near LHA Buoy, South of entry alignment in good 
weather and further off in bad weather. 

Light or sound signal to be made by vessels requiring a Pilot, letter 
“G” in morse code. 

Pilots also board by twin-screw helicopters. This method is most 
frequently used to bring the Pilot(s) to large tankers (only during the 
day), and Pilots are landed either by the craft landing on the deck or 
being winched down if the vessel has no landing area. 

Pilots on VHF Channels 16, 12 and 20. Tel: 35.42.28.32. 
Shipmaster’s Report: June 1988. 

Master, after having sent his ETA by telex or cable, has to contact Le 
Havre Port by VHF at least 4 hours before arrival and confirm his ETA. 

Usually 3 hours before arrival is accepted, but, when coming from the 
North, it is very difficult or impossible due to distance to have contact 
by VHF with Le Havre Port. In good weather conditions, Master will be 
able to contact Le Havre 1 hour to 2 hours before pilot station. 

To avoid difficulties with Le Havre Port and Pilot, Master can send a 
cable through Boulogne Radio giving and confirming his ETA. This cable 
is free of charge. 

ANCHORAGES: Anchoring forbidden in the channel between both 
parallels 100 m. South and North of channel and in a zone 1 nautical 
mile long and 500 m. wide in prolongation of channel. 
RESTRICTIONS: Depth in main channel 15.5 m. LW. Depth in tidal 
basin 14.5 m. LW. 

Main lock entrance to enclosed basins, length 400 m. width 67 m., 
depth 14.5 m. 

Vessels berthing in tidal docks (Bassin Theophile Ducrocq) dependent 
on tide if draft in excess of 10 m. 

Quinette de Rochemont Lock open from 2 hours 20 minutes before 
high tide until 40 minutes after. During this period vessels of max. length 
210 m. and max. breadth 26 m. may pass through. Otherwise 
max. length authorised is reduced to 180 m. In some circumstances 
some locks are completely closed around low tide. 

CIM Berth No. 10 may receive tankers up to 280,000 d.w.t. with draft 
varying between 19 m. and 20.7 m. depending upon tide. Such vessels 
enter only by daylight and must arrive at Le Havre Buoy at least 3 hours 
before HW. 

MAX. SIZE: Tankers: Length 392 m., draft (approx.) 20 m. subject tide. 

Berths of Compagnie Industrielle Maritime (C.I.M.): Max. draft 
recorded 20.73 m. Another vessel with following dimensions has also 
berthed — length 391.83 m., beam 68.05 m., 423,699 d.w.t. 

Antifer (East and West Berths): Max. dimensions recorded: Length 
414 m., beam 79 m., 555,051 d.w.t., draft 28.85 m. 

Bulk Carriers: 194,226 d.w.t. (coal). draft 17.16 m. 

HEALTH: Free Pratique automatic for vessels coming direct from 
Continent or Italy and “Q” flag not to be flown. From other countries 
including Spain and Portugal usual applies. Free Pratique may be 
obtained by radio message to Sanipor Le Havre specifying name of 
vessel — where coming from — total number of Crew members, number 
of Crew members vaccinated (yellow fever, cholera). 

Tankers: For tankers it is advisable to ask Free Pratique by radio in 
order start operation as soon as vessel berths. 

RADIO: Masters of ships are requested to send to Le Havre Harbour 
Master their expected time of arrival at Le Havre Light Buoy and 
maximum draft. 

The message will be sent through radio stations of: Boulogne-Radio/ 
FFB (working frequencies 1771 kHz and 2747 kHz) or Brest le-Conquet 
Radio/FFU (1806/2726 kHz). 24 hours before arrival and confirmed 
3 hours before arrival 

It will give the date and time GMT of ETA, and the maximum draft. It 
will be sent about 12 hours before arrival and corrected by another 
message if necessary. This service is free. Same stations of Boulogne 
and Brest to be used to contact Agent and in addition Saint Lys/FFL. 
This ETA must be confirmed to Le Havre Port by VHF, 3 hours before 
arrival in the roads. 

Port Operations Radio Service: The “Havreportradio” station keeps a 
permanent watch on the following frequencies: 156.6 MHz (Channel 12); 
156.8 MHz (Channel 16); 157.0-161.6 MHz (Channel 20 duplex). This 
station sends and receives all messages for the port operations control. 

Ships call “Havreportradio” directly on Channels 12 or 20. Ships 
mooring, leaving or moored on roads must keep watch on Channel 16. 

Ships with Pilot on board must keep watch on Channels 12 or 20 from 
Pilot on board until arrival at berth, and from departure of berth until 
disembarking Pilot. Havreportradio/FFY keeps watch on 2182 kHz. This 
frequency will be used only in a radius of 22 miles from Havre Light 
Buoy and only when it is not possible to use VHF. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englar 


Public Correspondence Service: Ships fitted with VHF sets can obtain 
telephone calls through the Le Havre Radio Station. 

Telephone calls are admitted with ships on berth. 

Ships must call “Le Havre Radio” directly on Channels 23, 26, 28 and 
82. “Le Havre Radio” calls ships on Channel 16. 


BERTHING: Agents generally inform Master by radio of berthing 
prospects, arrival time limits and any special requirements. 


Sea" 
level 
Dock Quay Facilities Length chart 
(m.) (m.) 
Bassin de Terminal 1 crane 3-6 tons dolphins —5.00 
la Manche d'Angleterre 
Roger Meunier 3 cranes 5-10 tons 500 —8.50 
2 cranes 6-10 tons 
Theophile Pierre Callet 6 cranes 6-10 tons 598 -10.00 
Ducrocq 2 cranes 6-16 tons 
1 crane 70 tons 
Joannes 5 cranes 5-10 tons 720 —10.00 
Couvert 1 crane 20 tons 
Mazeline 2 cranes 5-10 tons 428 —10.00 
Terminal d'Irlande dolphins —8.0 
Mole Central 3 120 —10.00 
Mole Central 4 4, 15 ton gantry cranes 194 —12.00 
Coal+minerals 
Mole Central 6 Coal 2 cranes 30 tons 240 —16.00 
Methane 30 —10.00 
C.1.M.1 84 —10.00 
CA.M.2 84 —10.00 
C1M3 85 —10.00 
C.LM.4 83 —10.00 
CAMS 152 —10.00 
C.A.M.6 120 —12.00 
C.1.M.7 120 —12.00 
C1A.M.8 75 —17,00 
C.1.M.10 —21.00 
Rear Rene Atlantique 4 gantry cranes 40 tons 800 —12.00 
‘oty 
Bellot Hermann Grains (theoretical output) 1,485 —4.00 
du Pasquier 2 gantry cranes for loading 
cereals in bags 150 t.p.h. 
3 gantry cranes import 
export 280 t.p.h. 
1 gantry crane import 300 L.p.h. 
4 cranes 3 tons 
4 cranes 10 tons 
Jean 4 cranes 3 tons 486 —2.70 
4 cranes 10 tons 
Reinhart General cargo; wood; 
fruit (capacity 20,000 tons) 
Tonkin Ro-Ro 90 —1.50 
Colombie Ro-Ro 80 1.00 
Bresil 2 cranes 10 tons 525 —2.00 
Eure Cameroun 224 —1.00 
Marseille 135 —0.00 
Malakoff Bulk liquid — non oil 140 —0.00 
Guinee 2 cranes 6 tons 317 =1.35 
Dixieme Rochambeau 237 —0.50 
Bassin 
Citadelle Norvege 360 +1,00 
Bassin Antilles 555 —-0.75 
Dock Reunion 555 —0.75 
Vetillart Gironde 6 cranes 6 tons 931 +05t012 
Garonne 2 cranes 10 tons 845 3.0 
Marcel Rhin 5 cranes 6 tons 628 —1.90 
Despujols Moselle 2 cranes 6 tons; minerals 330 —2.00 
Lancement Sepp Refined oil 103 +3.00 
Canal 
Tancarville Orcher Refined oil _ 85 +2.00 
HOC CFR 125 +1.00 
on dolphins 
Canal Europe 5 gantry cranes 40 tons 250 —2.00 
Bossiere 910 —6.00 
Appontement 
Jonction | Refined oil 9 1.00 
Appontement 
Jonetion I Refined oil 14 —2.00 
Jonction III Refined oil 15 —6.00 
Grand S.NA. Bulk fertilisers 140 —3.00 
Canal de Sogestral 1 Chemical 10 —5.00 
Havre Sogestra! 3 Products —0.50 
Sogestral 5 Chemica! products -0.90 
Petrochimie Chemical products 40 —4.00 
Lafarge Cement 95 —3.80 
Multivrac Ore and coal 250 ~—7.60 
Bulk Centre 1 gantry crane 30 tons 
output 1,200 t.p.h. 
Roll-on/Roll-off Ro/Ro 1 dolphin -3.50 
“2 dolphins —4.00 
ocd. 238 -3.30 
Cofaz 1 Fertiliser 250 —5.00 
Cofaz 2 Liquids 15 3.50 
Darse de Bougainville 5 gantry cranes 40 tons 1,625 —6.50 
L’Ocean 5 cranes 10 tons 


an 


*Access Conditions: 

Mean level 4.57 m. 

Unit of Height 3.45 m. 

Width of the Outer Channel 300 m. 

Depth of the Outer Channel under Chart Datum 15.5 m. on the 
shipping route. 

Inner Channels and Swinging Areas, depths under Chart Datum 15 m. 
Level Reading: The levels quoted represent those of the bottom or of 
a piece of work in comparison with the zero on marine charts. 

The zero of the charts is the reference point defined by the level of 
the lowest possible sea. 


+ 
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Contrary to marine customs signs (+) correspond to a height above 
zero. Signs (—) correspond to a height below zero. 

A quarterly timetable gives for each tide the maximum admissible draft 
for large ships calling at the port. 
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Calculation is Based on the Following Principle: The vessel must ke 
a keel clearance equal to 10% of the admissible draft. 


As a guidance, in Spring Mean Tide: 
Example: T 
Coefficient 95 4 
High Water 7.7m. 
Depth of the Outer Channel under Chart Datum 155m 
Depth of the Inner Channel under Chart Datum 15.0 m. 


Water depth 22.7m oO 

Maximum admitted draft 20.65m tc 
RADAR/VHF: Radar assistance may be obtained by calling Le-Haw 8 
Radar on Channel 16 (156.80 MHz). Then working frequencies a 
Channels 14 and 22. Radar coverage is from 20 km. to the West of C 
Light-Buoy and 40 km. to the West of Antifer. Cc 

Le Havre Port on Channels 16, 12 and 20. Antifer Port on Channg C 
16 and 22. Also see “Radio”. Cc 
TUGS: 12 tugs available, from 1,000 to 4,800 h.p. Normally join vess C 
inside the jetties in outer harbour. Ship's lines or tug’s lines used; C 
ship's option. Extra charge for use of tug's line. 2 tugs are equippedt C 
fire ay Cc 
BULK HANDLING FACILITIES: Minerals: 9 berths with crang C 
outreach 15 m. — 37 m. Able to accept vessels up to 300 m. LOAw A 
150,000 d.w.t. Depths up to 16.0 m. Discharge rates up to 2,400 tp) A 
Grain: Quai Hermann du Pasquier for ships up to 28,000 d.w.t. Gray 
(theoretical output) 2 gantry cranes for loading cereals in bags 150tp: \ 
3 gantry cranes import/export 280 t.p.h., 1 gantry crane import 300tp) 
Max. LOA 210 m., max. draft 8.83 m. — 10.65 m. 

Quai Joannes-Couvert: For ships up to 60,000 d.w.t., 2 elevate E 
(grains — export gantries) theoretical output 600 t.p.h. Max. draft 11.7» ‘ 
-—14.2m. 

Quai des Arachides: For ships up to 6,000 d.w.t. Max. LOA 130» 
Max. draft 7.3 m. 

Sugar: Handled at “Silagro” Terminal at Quai Hermann du Pasque 
215,000 ton silos. Bagged products can be loaded on vessels; 
30,000 d.w.t. at the Northern end and bulk products can be loaded» 
vessels of 80,000 d.w.t. at the Southern end. Loading rate 700 t.p.h 
Fruit: 7 berths available (2 banana berths). Depths up to 6.30: V 
Max. LOA 300 m. 

Containers: Quai de ’Atlantique: Length 800 m., 3 berths for lay c 
vessels. Depth —12 m. 

4 gantry cranes of 40 ton capacity with 35 m. extension, at qua 
edge. 2 French Railway's gantries for handling on to wagons. 1x70 
sq.m. shed under construction near to terminal for container groupa 
and breaking bulk. 16 hectares open air areas. Extensive park 
facilities. LASH facilities also available. 

Quai de |’Europe: Length 1,160 m. 4 berths for large vessels, 3) 
which are equipped to handle Roll-on/Roll-off traffic. P 

5 gantry cranes of 40 tons with 40 m. extension, at quay’s edge. 1 st | 
10,108 sq. m., 1 shed of 7,023 sq. m., already used for groupage # F 
break-bulk of containers and 1 shed of 10,000 sq.m. under construct I 

2 S.N.C.F. gantry cranes for loading and unloading of wago ° 


45 hectares of open air areas. Extensive parking facilities. t 
Quai de Bougainville: Actual length 1,625 m. Equipped with 5 gantre I 
for containers of 40 tons and 5 cranes 6 — 10 tons. c 


Roll-on/Roll-off: Four berthing places in the tidal basin, five berths int \ 
wet dock, eight berthing places in the non-tidal docks. 

Liquid Chemicals: At the berths of “Societe Normandie de L'Azot ¥ 
“Sogestrol’, and “Petrochimie" along the Grand Canal du Hav h 
7 berths available, depths 0.5 m. — 5.0 m. For vessels of 80 m. — 2401 
LOA and 7,000 — 45,000 d.w.t. ‘ 


LPG: 4 berths available, depths up to 9.0m. For vessels up! : 
75,000 cu.m. and LOA of 240 m. Q 
CRANES: Also see “Berthing”. ' 
71 wharf cranes of 2.5 tons — 10 tons. 
3 floating cranes 8, 90, 200 tons. ' 


24 electric gantry cranes 6 tons — 40 tons. 

1 land sheer legs 650 tons. ‘ 

4 grain elevators 280 t.p.h. — 300 t.p.h. t 

2 gantry cranes for loading cereals in bags 150 t.p.h. t 
BRIDGES: No special restrictions. Opened upon request. Master t 
be informed as above in case any bridge stopped for repairs. ( 
STEVEDORES: 2 Normal shifts (0700 — 1400 hrs. and 1500-2100 : 
possibility of 2 hours overtime) every week-day including Saturday. Ng 
shift on overtime 2100-0600 hrs. For fruits and reefer cargo # 
passenger ships possible working 2 hours overtime before morning® 
to start at 0600 hrs. subject ordering gang the previous day at 0600 he 
with 23 hours notice to stevedores. Night gang ordered the same ¢ 
at 1400 hrs. with 9 hours notice to stevedores (same consequeé" P 
involves 36 hours and 12 hours notice to Agents for morning and ng 
overtime respectively). : 

Vessels completing loading/discharging may order 2 hours overt 
from 1400 to 1600 hrs., after morning shift or only 1 hour overtime ff 
2300 to 2400 hrs., after afternoon shift. No possibility of dividing the? 
of 8 hours. Consequently time lost between completion of work andé 
of shift is charged to the vessel at the cost of about Frs. 560.00 per"? 
(depending upon type of cargo). 

No work possible on Sunday and legal holidays nor during night betw , 
Sunday or holiday and next working day. Necessary to give Agent soot 
possible accurate ETA and hatch partition in order to enable his array 
work at the best, keeping in mind that shift cannot be split. ‘ 

Work done with shore crane. Ship's derricks used only exception \ 
No hatch tents available from shore. 

It is compulsory to put a net under the gangway before starting # 
for lack of which stevedores refuse to go on board. ir 
MEDICAL: It is not necessary for Agent to receive advance not , 
required medical attention except when Master requests a docto 
board. The Master must after berthing inform Agent of number of pate , 
and nature of disease, name of patient, rank, in order Agent may are | 
corresponding appointment with doctors, dentists, specialists, § , 
Hospital facilities available provided admission ordered by local do? 
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inoculation: Yellow fever — effected only at the hospital once per week 
«Thursdays 1400 to 1500 hrs. Other inoculations may be effected by 
geal doctors (with appointment). 
TANKERS: Diameter of connections at different berths of C.1.M.: No. 3, 
sand 5, 10 in.; 6 and 7, 12 in.; 8 and 10, 16 in. 

9 additional berths available for refined products. Max. LOA 270 m. 
50,000 tons), depth 6.0 m. 

“tankers calling first time at Le Havre recommended to inform Agents 
siposition of manifold connection. Slop reception facilities available up 


» 1,000 t.p.h. 


gerth Max LOA Level Pumping rate Max 
(m.) (m.) t.p.h. d.w.t. 
cLM. 1 175 —10.00 900 (petrol) 22,000 
5 iM. 2 198 —10.00 1000 (petrol) 22,000 
51M. 3 242 —10.00 2000 (crude) 50,000 
CM. 4 200 —10.00 4000 (crude) 30,000 
C1.M. 5 230 —10.00 4000 (crude) 40,000 
61M. 6 260 —12.00 5000 (crude) 90,000 
CIM. 7 278 —12.00 7000 (crude) 100,000 
o1.M. 8 320 —17.00 10/15,000 (crude) 230,000 
C1.M. 10 350 —21.00 15/20,000 (crude) 250,000 
antifer W 500 —29.80 15/20,000 (crude) 550,000 
antifer E 500 —29.80 15/20,000 (crude) 550,000 
Mazeline 1 350 —10.00 800 (gas-oil fuel) 
MC.3 220 —10.00 1000 (gas-oil fuel) 45,000 
Note: Minimum length Antifer West 320 m. and Antifer East 270 m. 
Admissible 
Zerth Length Level* Remarks 
(m.) (m.) 
sanal de Tancarville Orcher 
Berth for loading 100 +2.0 Refined products 
Waiting Berth 100 +2.0 Refined products 
4 Berths for barges 80 +3.5 Refined products 
Appt. Saint-Denis 1 85 +2.5 Refined products 
Appt. Saint-Denis 2 60 +2.5 Berth for self- 
propelling barges 
Naiting Berth in 
Garage de Tancarville 80 +3.5 Bunkering only 
canal Bossiere 
Jonction 1 80 —1.0 Accessible to 4,000 
d.w.t. tankers 
Jonction 2 150 —2.00 Accessible to 
12,000 d.w.t. 
tankers 
Jonction 3 270 —6.00 Accessible to 
50,000 d.w.t. 
tankers 


‘Level: For explanation see “Berthing”. 

Report: Port Approaches: After having rounded the Barfleur Cape, at 
east 7 miles off the French coast for tankers carrying dangerous 
vargoes, vessels approaching Le Havre have to take care of the heavy 
vaffic coming from this port or from the River Seine. 

n Port: As the approach channel is tidal, attention must be paid to cross 
wrrents when transitting and especially outside the breakwater entrance 
250 m. wide) where the setting effects can be very important. Drift 
allowance to counteract the current will vary from about 5° on Neap tides 
with no wind to 20° on Spring tides with strong cross winds. Inside the 
narbour there is practically no current from 2 hours before HW time up 
1 hour after. No vessel is permitted to anchor in any part of the port 
except in an emergency or for docking purposes. 

8erthing: The Avant port is entered between two breakwaters about 
$60 ft. apart, and tankers bound for the CIM Berths proceed through a 
second set of breakwaters into the tidal basin Theophile Ducrocq, where 
hose bound for CIM Berth Nos. 6, 7, 8 and for SHMPP Berth MCT 3 
ae swung, assisted by tugs, in the first turning basin, and those for CIM 
Seth 10 in second turning basin. 

tis a difficult manoeuvre, particularly for VLCCs’ to slow the vessel 
town and connect tugs within the time and space available from passing 
he breakwaters till the turning basin is reached. It is, therefore, important 
that engine response is prompt and that personnel and equipment are 
eady to connect up the tugs. 

General: The CIM Berths are located on the South side of the tidal basin. 
Seth Nos. 1 to 7 are aligned at a 45° angle and the VLCC Berth Nos. 
§and 10 are parallel to the basin. 

On the North side of the tidal basin, facing the CIM Berth No. 8, is 
the SHMPP Berth MCT 3, on the South side of the Mole Central. Two 
other SHMPP Berths, Junction 2 and 3 are located in the Constant Level 
Dock, facing the new Lock Francois ler, which is at the Eastern extremity 
othe tidal basin. 

_ Water density in the port averages 1024 — 1026. 


'ugs: 
Number usually used 
Vessel Up to 
(k.d.w.t.) 40 50/60 70/80 90/120 190/250 
Berthing 2 3 3/4 4 4 
Unberthing 2 2 2 2 2 


Fics tugs are recommended for mooring VLCCs. The 3 most powerful 
Ws available are used. 

2 tugs are made fast on the hook forward and aft and 2 others are 
‘cured alongside. On ships bound for CIM Berth Nos. 6, 7, 8 and for 
SHMPP Berth MCT 3, which will swing in the first swinging area, it is 
‘ey important to expedite the making fast of tugs, and only good heaving 
"es and messengers should be used. 
eencaly for VLCCs, it is recommended to use tug lines putting eye 
Serthing Procedure: 

a”) CIM Berth Nos. 1, 2, 3, 4 and 5: Tankers bound for these berths 

y after having made tugs fast, moved directly into berth, mooring head 

k Starboard side alongside Berth Nos. 1, 3 and 5; and port side 

*ongside Berth Nos. 2 and 4. 


a 


FRANCE 


(b) CIM Berth Nos. 6, 7, 8 and SHMPP Berth MCT 3: Tankers bound 
for these berths are swung in the first turning basin and towed stern first 
into the berth mooring head out with starboard side alongside Berth No. 
7 and SHMPP Berth MCT 3, and port side alongside Berth Nos. 6 and 


8. 

(c) CIM Berth No. 10: A tanker bound for this berth is, assisted by 
tugs, swung in the second turning basin just upstream of the berth, then 
moved into position parallel to the berth about 100 m. off and pushed 
alongside by the tugs, mooring with port side alongside. 

Exceptionally, when 2 VLCC's have to be berthed during the same 
HW tide, they can be berthed at CIM No. 8 and 10 starboard side to, 
this saving 30 — 40 minutes corresponding to the swing. 

(d) SHMPP Berths JON 2 and 3: Tugs (usually 1 forward and 1 aft) 
are made fast while vessels are proceeding through the tidal basins. 

Locking time is about 45 minutes, port side or side under the wind 
alongside, with 1 head line and 1 spring line forward and aft. After leaving 
the lock, vessels are berthed port side alongside at Jonction 3 and 
starboard side alongside at Jonction 2. 

Also see “Report” dated June 1982. 

Antifer: 

The Port of Le Havre — Antifer, attached to the Port of Le Havre which 
covers it administratively, is a port on the coast located 4 km. South of 
Cape Antifer, at Saint-Jouin-Bruneval. 

It is an oil terminal, designed to accommodate vessels of 550,000 
d.w.t. and of 28.5 m. draft (Also see “Max. Size’). 

The port comprises: A breakwater 3,500 m. long protecting the port 

in its Northern area and starting at Groin Point, 3 km. South of Cape 
Antifer. A manoeuvring zone. A dry-land area of 35 hectares at the foot 
of the cliffs intended for hydrocarbon storage and for port operation 
installations. A 8 hectare service port. A mooring installation with 2 
positions for tankers. The oil discharged into storage tanks is pumped 
away to installations in Le Havre port, by means of a pipe-line of 42 in. 
dia. and 25 km. long. 
Tides and Currents: At Antifer, the influence of the Seine estuary is 
much less than at Le Havre. The tidal curve is of the sinusoid type, 
without, however, being perfectly symmetrical. Slack water only lasts a 
short while (about 20 minutes). With winds from the North to East, there 
is a drop of about 0.25 m. to 0.50 m. increasing with the amplitude of 
the swell. 

With winds from the South to N.W., passing through a Westerly point, 
there is either a slight drop (0.15 m.) or a rise corresponding to the 
extent of swell and sometimes reaching 0.75 m. 

Tidal currents are alternating in their direction and generally parallel 
to the coastline. With Spring tides they reach a speed of 3 knots. 

The breakwater protects the port from the action of ebb currents. 

A Waiting Area has the approach route on its Southern edge. It has the 
form of a trapezium 2 miles in length. The Western commencement of 
the large base of this area incorporates 2 anchoring areas: the N.W. 
area for vessels of more than 25 m. draft, and the S.E. area for vessels 
of less than 25 m. draft. The 2 areas are separated by Buoy “AS”. 

A Connecting Area trapezoidal in shape and 2.5 miles in length, 
connecting the approach route to the approach channel. 

An Approach Channel, 1,000 m. wide, marked on its Northern edge by 
Buoys “A8", “A14”, “A16”, “A18", and on its Southern edge by Buoys 
“A7", “AQ”, “A17". This channel is orientated in the same direction as 
the approach route on a bearing of 118.5°. Buoys "A7", “A8" and “AQ” 
form at the entry of the channel a triangle easily identifiable by radar. 
An Access Channel 3.5 miles long, 700 m. and then 550 m. wide and 
on a bearing of 127.5°. It is marked by 4 pairs of buoys: “A19/A20”, 
“A21/A22", “A23/A24", “A25/A26". Its depth is 25 m. 

A Separation Area adjacent to and to the South of the access channel, 
allowing vessels on entering to make a half-turn to come out of the 
channel and then come if necessary to the waiting area. The centre of 
this area is marked by Buoy “DA”. 

A Swinging Area sheltered by the main breakwater, marked to the South 
by buoy “A27”, and to the East by Buoy “A29”. This area is dredged to 
a depth of 24.70 m. 

The conditions of current (direction and force) and the height of the 
tide determine, in terms of the drafts of vessels, the periods during which 
the port may be entered, and which are somewhere between full and 
low tides. 

Vessels must, therefore, on leaving the separation area, follow entry 
instructions given to Masters by the Pilots, with the agreement of the 
Port Captaincy of Havre-Antifer. 

Pilotage: The Pilot is taken onboard in the waiting area in the 
disengagement area by means of a pilot boat, a launch or the helicopter 
allocated to the Le Havre pilotage service. 

Port: To the North of the swinging area, is the mooring area dredged to 
26 m. allowing access to 2 alongside berths which have depths of water 
of 29.80 m. 

The service port is reserved for the mooring of tugs, pilot boats, anti- 

pollution equipment (booms) and servicing equipment. 
Arrival Advice: Masters of vessels destined for Antifer, as well as those 
whose vessels may enter either Le Havre or Antifer, must send to the 
Harbour Master of Le Havre a message stating the date and time GMT 
of their arrival at the Antifer landfall buoys or at the Le Havre lightship 
and stating the draft of their vessel. 

This message must be sent via a coastal station at least 12 hours in 
advance and confirmed by a VHF message 3 hours prior to arrival at 
the landfall buoys of Antifer or at the lightship. In return, the vessel will 
receive from the Havre Port station all information and necessary 
instructions. 

Radio: The Antifer Port Control (call sign Havre-Antifer) listens out 

permanently on the following frequencies: 
156.8 MHz (Channel 16) VHF 
157.10 — 161.7 MHz (Channel 22) 

If Channel 22 is not available on board the vessel, Channel 14 
(156.7 MHz) can be used after having first called up on Channel 16. 

Radio communications are used for: Port operations (movements of 
vessels) and guiding vessels during times of fog. 
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Radar Assistance: During times of fog, radar assistance is supplied to 
vessels by the radar located on La Heve lighthouse (guidance provided 
by the Semaphore Lookout of Le Havre) as well as by the radar of the 
Oil Terminal (guiding provided by the Captaincy of Antifer from the Buoy 
“A-16”). Vessels requiring radar guidance must start by requesting it 
on the call-up frequency (Channel! 16). Only after an affirmative reply 
can they switch in to the connections affected by radar, taking necessary 
precautions (listening out in advance) not to disturb a guiding process 
already taking place. Assistance is given in strict rotation of requests. 
Information is supplied free of charge in French and in no way renders 
the Port Authority responsible. Such information covers the following: 
route clear or not, vessels anchored or under way in the vicinity, 
successive positions in relation to the landfall buoys, possible position 
of the pilot vessel, then guidance in the channel as far as the swinging 
area and mooring area. 

Syledis: A system of aid to navigation and to manoeuvring, covering the 
receipt on board the vessels of parameters covering in particular the 
position, the speed, is in the course of being tried out. It requires the 
Pilot bringing on board a small transmitter/receiver. 

Aids to Manoeuvring: \n order to facilitate swinging manoeuvres and 
mooring of large tankers, the Port of Antifer has 3 lights of different 
colours, the positions and characteristics of which are as follows: 

Access guiding light (on the open storage area at the foot of the cliffs) 

— light with red, white, green sectors, regularly flashing (4 secs.) 
the red sector to the North the green to the South. 

Guiding lights for coming alongside (on the breakwater). 

West light (position 3) — light of red, white, green sectors, regularly 
flashing (4 secs.) — Red sector to the East, green to the West. 

East light (position 2), light of red, white, green sectors, flashing twice 
(6 secs.), red sector to the West, green to the East. 

Each quay berth is equipped with aids for mooring comprising 
luminated panels showing the distance to the berthing point of the bow 
and the stern of the vessel; the speed (in cm./sec.) of approach or pulling 
away of the bow and stern of the vessel in relation to the berthing point. 
Fuel: Supplied by pipe-lines on the berth (S.H.M.PP. depot). 

Cranes: 2 cranes of 2.5 tons capacity on the berth (1 per position). Berth 
for heavy items in the service port — handling by mobile crane. 
Floating Equipment: Pontoon for transporting heavy items. 

Tugs: Stationed in the service port are 1 or 2 tugs of 4,000 h.p. or 
4,900 h.p. Other tugs required for manoeuvring come from Le Havre. 
Pollution: Barrages laid on pontoons in the service port can be very 
quickly placed into service. 

General Information: 

The Port Captaincy is situated on the open land area of the Service 
Port. 

Tel: 35.21.74.00 Extension (92) 403 or (92) 404 or 35.20.71.70. 
Pilot's office: At Le Havre Pilot's Office. 

Customs: In the C.I.M. operational building (1st floor). 

Towing: The Les Abeilles Company on the pontoon in the service port. 
Police: In the C.I.M. operational building (1st floor). 

C.1.M. Depot: 35.26.51.05. 

S.H.M.PP. Depot: 35.24.11.77. 

Communications: By buses from Saint Jouin. The airport of Le 
Havre — Octeville is 16 km. to the South of Antifer. 

DENSITY: In outer port and tidal docks: salt water. In inside docks 
brackish. Density depending upon season and amount of fresh water 
brought in by river Seine and Canal de Tancarville. 3 

FRESH WATER: Most berths supplied by shore hydrants. Otherwise 
by barge minimum quantity invoiced then being 50 cu.m. Overtime 
charged in addition. Late cancellation of barge invoiced. 

FUEL: All grades available, viscosities from 200 sec. to 3000 sec. 
Redwood. Minimum 48 hours advance notice required to prepare 
barges. 

FIRE PRECAUTIONS: Dangerous cargo must be declared on “Inbound 
Bill” and in order not to delay vessel's entry it is highly recommended 
to inform Agent of quantity and exact nature of dangerous cargo on 
board 48 hours prior to arrival, thus enabling Agent to get in touch with 
Harbour Master and take necessary steps which may go from a single 
smoking prohibition up to a fire-picket on the quay during all the call. 
Tankers: A “Notice to Master's of ships loading/unloading hydrocarbons” 
is handed to Master upon arrival. This notice specifies inter alia: repairs, 
ventilation/cleaning of tanks, handling of goods subject to Harbour 
Master’s authorisation. All naked lights and fires prohibited, boiler 
furnaces and galley ranges excepted, such exception cancellable on 
simple order of Harbour Master or Depot Manager. 

CREW IDENTIFICATION CARDS: Not required. Recommended to 
have Passport or Seaman's Book to go ashore. 

CONSULS: The following countries have representatives at Le Havre: 


Argentina Guatemala Panama 
Belgium Haiti Peru 

Brazil Honduras Portugal 
Chile Italy Salvador 
Colombia Ivory Coast South Africa 
Costa Rica Japan Spain 
Denmark Liberia Sweden 
Dominica Madagascar Switzerland 
Ecuador Mexico United Kingdom 
Finland Netherlands Uruguay 
Germany F.R. Norway Venezuela 
Greece 


REPAIRS: 11 berths for vessels up to 350 m. Depths up to 10.0 m. 
2 berths can accept vessels up to 550 m. LOA. 
Societe Nouvelle des Ateliers et Chantiers du Havre (SGNACH), 30 rue 


Jean-Jacques Rousseau, 76090 Le Havre. Tel: 35.26.81.77. 
Telex: 190 322 F. 
Specialises in: Ship repairs (boilers, engineering, fitting out, 


electricity); Alterations and conversion; Jumboisation. 

Compagnie Generale de Reparation (COGER), Route du Mole 
Central, P.O.Box 1359, 76065 Le Havre Cedex. Tel: 35.25.35.43. Telex: 
190 964 F COGER. 
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Specialises in: Ship repairs (boilers, engineering, fitting q 
electricity); Alterations and conversion; Jumboisation. en 
Siren — Route du Mole Central, B.P.1286, 76068 Le Havre Cem 12 
Tel: 35253543. Telex: 190964 F. 
Also see “Dry docks”. 


DRY DOCKS: 
Graving Overall Inside length Entrance width Depth ‘hy 
docks length at block level at block level above block _ 
(my) (m) (m.) (m) 1@ 
International Ship Repair Centre ve 
Floating Dock 310.00 290.00 53.00 (9.70") 
Dry Dock VII 319.00 313.00 38.00 (—7.75) a 
» 
Eure Dry Docks do 
Dock IV 184.10 181.46 28.12 (—0.45) 2 
Dock V 168.75 163.70 19.05 (—0.85) Al 
Dock VI 131.00 127.33 14.20 (—0.00) Fe 
High tides vary from (+5.80) to (+8.30). *Maximum dra 


New floating dock, capacity 220,000 tonnes. Lifting capacity 50, a 
tons. 

SURVEYORS: op 

Bureau Veritas, 71 bd. de Strasbourg, 76600 Le Hay ™ 
Tel: 35.22.69.23. sig 

American Bureau of Shipping, 4 rue Andre Caplet, 76600 Le Haw 1 
Tel: 35.42.39.83. 

Det Norske Veritas, 
Tel: 35.42.26.05. 

Germanischer Lloyd, 110 rue Gustave Flaubert, 76600 Le Haw 
Tel: 35.43.75.18. 

Lloyd's Register of Shipping, 7 rue Pierre Brossolette, 766) 
Le Havre. Tel: 35.42.42.15. 

GANGWAY/DECK WATCHMEN: Compulsory, by ship's crew. Swy 2 
watchmen in uniform and equipped with a VHF set may be obtain 
from the Port Authority per hour for day and night, working days a 
holidays. Some other companies may also supply watchmen (not swor 

at lower prices. 

OPENING/CLOSING HATCHES: May be done by stevedores at? 
same price as shifting of cargo depending upon the type of cargo a p, 
consequent number of men included in the gang. Py 

It is: highly recommended to carry out opening by the crew bely 
beginning of shift to avoid both loss of time and expensive charges @ 
also risk of accident to stevedores who are sometimes not well awa 
of vessel's closing system. 

It is emphasised that for reefer cargo stevedores wait for cold exhau 
half an hour after opening hatches before getting down in the hob g; 
Consequently it is strongly advised to stop ventilation and start opens 
hatches with crew about 1 hour before beginning of shift keeping in me 
that for reefer cargo, the morning shift may commence at 0500 hrs. 
CERTIFICATES: Cl 

Tonnage Certificate. 

Safety Construction Certificate. 

Loadline Certificate. 

Safety Radio Certificate. Q 

Safety Equipment Certificate. 

Derat Certificate. 

Cargo Gear Register. 

(Fresh water analysis certificate may also be requested.) 
CUSTOMS ALLOWANCES: 200 cigarettes or 200 grammes tobat 
plus 1 bottle spirit (must be mentioned on Crew Declaration List). Cr 
members may obtain extra allowance but only after 5-6 days’ call. 
CARGO GEAR: Cargo handling usually carried out by means of shy 
cranes. Hatch-tents to be supplied by vessel. 

REPATRIATION: Except if airplane chartered by Owners, all crew ha 
to pass through Paris. 

TELEPHONE: Possible at most berths. Apply to ship's Agent prio’ F 
arrival. |! 
POLICE/FIRE/AMBULANCE: Emergency (Fire) 18; Emergency (Fee Ju 
Aid) and SAMU 15; Police 17 or 35.21.77.00. Ci 
AIRPORT: Le Havre Airport 7 km. from the centre of the town, wit at 
runway of 1,800 m. x 40 m. may receive chartered planes up to 40 ta * 
total weight (50 tons with special authorisation). Regular flights fromé 
to Orly (Paris Airport) twice a day, holidays excepted. 

TIME: GMT plus 1 hour from last Sunday in September to last Suna 
in March and GMT plus 2 hours last Sunday in March to last Sunda) 
September. 

HOLIDAYS: New Year's Day (January 1st); Easter Monday; Labour Dt 
(May 1st); Victory Day (May 8th); Ascension Day; Whit Monday; Natio’ 
Holiday (July 14th); Assumption B.V. Mary (August 15th); All Saint's 
(November 1st); Armistice Day (November 11th); Christmas 
(December 25th). No work possible except for passenger ships @ (i 
tankers the latter being loaded/discharged round the clock every oa 
SHORE LEAVE: Authorised within port and town area. Foreign sea 
wishing to go further and more especially to Paris must obtain po 
authorisation and consequent pass. 

REGULATIONS: Vessels carrying dangerous cargo must when! 
roads or in the entrance channel, show the red flag by daylight or 1" 
light by night-time. When leaving the port they must keep their Pilo’ 
to the end of the channel. 

Vessels arriving with hazardous cargoes must declare same to 
Control 48 hours prior to arrival. 

General: When the Pilot comes on board, he hands to the Master @! g; 
containing: 8 

A leaflet showing a map of the port, the position of the fire bn o, 
points, call-up points in the event of fire, fire-fighting hydrants, @ bs 
important telephone numbers, a list of VHF Channels monitored by! 
Captaincy. 

One copy, with map, of the the Maritime Prefect's decrees covet 
the circulation of vessels in the roads and channel, and in particule 
tankers. 


19 quai George-V, 76600 Le Hay 
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an entry declaration which the Master must complete and which 
waples a check to be made that the hazardous material transported 
ngs already been the subject of a prior declaration to the Captaincy. 

On berthing, instructions are handed to vessels: 

_ either by the ship's Agent where conditioned goods are involved. 

_or by the operator of the berth for bulk carriers (liquid or liquified 
»drocarbons, chemical products). 

fyrthermore, for these vessels, a check-list in accordance with that 
commended by the IMO must be completed and signed jointly by the 
yessel and the terminal, prior to commencement of commercial 


ations. 

SVELOPMENTS: Rapid Turnaround Port: 1500 m., 1x375 m. and 
4,325m. container berth with depth of 13.5 m. to be constructed 
sownstream from Francois 1 Lock. Completion of first berth expected 
sary 1990. 6 gantry cranes will be available. 
REPORT: June 1982 (Updated 1988). 
gequirements When Vessels Call to Load/Discharge LPG at Norgal: 

further to difficulties encountered for some months now in receipt or 
sspatch of vessels, we would like the associates of NORGAL (or their 
~ystomers) to let us know by telex, as soon as possible and for each 
seration, information of a general, technical and administrative kind, 
nose sections which are an obligatory nature being preceded by the 


sgn (+)- 
General Information: 

+ Name of vessel and its ETA (expected date of arrival in the roads). 

+ Nature of the operation (import, export, transit under Customs 
control). 

+ Approximate quantity in tonnes and product and possibly the 
breakdown of capacity confirmed by a telex from the interested 
associate. 

Name of consignee (if possible). 

2 Technical Information: 

+ Temperature of product. 

On board pressure. 
Hourly pumping capacity. 
Height of manifold in relation to water level. 
Dimension and series of manifold flanges. 
Laydays and possibly demurrage. 

feceiving Possibilities at NORGAL 

Propane: 

a) If temperature = 42°C and max. pressure 30 mb. (with return of 
gas) : 1,000 tonnes per hour. 


b) If temperature = —10°C and max. pressure 3 bars : 300 tonnes 
per hour. 
_ ¢) If full pressure : 80 tonnes per hour. 
Butane: 


a) If temperature = 10°C and max. pressure 30 mb. (with return of 
gas) : 1,000 tonnes per hour. 
b) If full pressure : 70 tonnes per hour. 
characteristics of vessels: 
Maximum length : 240 m. 
Total displacement : 67,000 tonnes. 
Depth of water : 12.0 m (39 ft. 04 in.). 
Quality if Product Admissible: 
French commercial standards, for butane, the temperature must not 
te less than —8°C for a tv of O bar (effective). 
3 Administrative information (for Customs). 
a) Imports: 
| + Product origin. 
Price per tonne and currency of invoicing. 
Kind of contract (f.o.b., c. and f., c.i.f.). If contract is f.o.b. state the 
amount of freight and insurance per tonne. If contract c. and f. state 
amount of insurance. 
+ Invoice weight (at level acceptable to Customs). 
Bank domiciliation (name of bank, number of pay office, number 
of domiciliation file) or the bank domiciliation file. 
‘ote: The invoice and possibly the original of the Certificate of Origin 
| \Stfying exemption form Customs duty (T2L, Certificate type “A”, 
-ertficate EUR1) must be sent to us as quickly as possible to be 
a to the Customs entry or to put right this entry as quickly as 
; Dossible. 
b) Exports: 
+ Consignee of the invoice and final destination. 
| > Price per tonne and currency of invoicing. 
' > Kind of contract (f.o.b., c. and f., c.i-f.). If contract is c. and f. or 
C.if., state f.o.b. value. 
| * Invoice weight (as recognised and acceptable to Customs). 
» > Name of domiciling bank and number of pay-office. 
\ ‘ote: The export invoice must be sent to us urgently for settlement at 
) "@ end of the month. 
{ °) Transit Under Customs Control: 
| Receipt. 
ft pectaration of Transit A42, if it has not been able to be placed on 
é ard. 
~ Amount of freight per tonne for payment of VAT, where a foreign 
y __ Vessel is involved. 
¢ |) Despatch. 
; ~ Consignee and Customs Office of destination. 
~ Number of derogation of flag monopoly if a foreign vessel is 
y _ 'nvolved. This number is required by Customs before loading. 


' 


le 
SHIPMASTER’S REPORT: June 1987. 
4 Th: Berth ATO 2 at Gontreville. 
¢ “cuments: 
» ®COpies Crew List. 
Copies Crew Declaration. 
, Opies Manifest (including bond, ship's stores, currency, etc.). 
» ,°PY Health Declaration. 
Copies Cargo Manifest. 


=a 


FRANCE 


Pilotage: Le Havre Pilot boards in the vicinity of LH14 Buoy from a high 
speed launch. Helicopter can be used in poor weather. 

Approaches: Vessels can cross Antifier Channel after obtaining 
clearance on VHF Channel 22. 

Vessels cannot cross East of Buoys A21/22. Pilots advise just West 
of A17/18. 

Tugs: Not required for our vessel inward or outward except if high winds 
blowing. 

Locks: Vessel locked into canal system after passing through Francoise 
Premier Lock. Time in lock about 20 minutes. Vessels can be delayed 
up to 1 hour if other ships lock-in at the same time. 

Berthing: Vessel berthed port side to Berth ATO 2 on the North side of 
Grand Canal du Havre, which is about 20 minutes from the lock. 

For ethylene loading an 8 in. 150 ASA loading arm and a 6 in. 
150 ASA vapour return line are provided. The vapour return line can 
only return on completion of loading. Chemical handling using Chicksan 
arms is also possible on the berth. 

The shore tanks have 0.6 kg./sq. cm. pressure relief valves. Maximum 
loading rate 250 t.p.h. 

If port side to, vessel can only use After liquid line/After vapour line. 
If starboard side to, use Forward liquid/vapour line. 

Moorings at this berth consist of 2 head lines and 2 springs forward 
and aft. 

Depth alongside 10.4 m. Maximum size vessel accepted at the berth 
is 30,000 cu.m. 

Shore gangway provided. 

Fresh Water: Available from the pier ex-hydrant. 
Stores: Lorries delivering ship's stores may proceed to within 50 m. of 
the vessel. 

Also see “Shipmaster's Report’ dated December 1988. 


SHIPMASTER’S REPORT: December 1988. 

The following is an update of Shipmaster’s Report, dated June 1987. 
Anchorage: Waiting Area No. 1 is a small area for a port the size of 
Le Havre. The anchorage runs into Rouen Anchorage. Do not anchor 
within 1 mile of Le Havre Fairway which is radar controlled. The 
anchorage is exposed to all winds. 

Pilotage: Small vessels without tugs are allowed to berth in very low 
visibility, dependent on Pilot/Master and vessel's radar. Vessels 
requiring tugs must have 250 m. visibility. 

Tugs: Tugs not required in or out for smaller vessels, except if there are 
high winds. The tugs are powerful and the tug wire is used. One hour's 
notice required. 

Locks: Vessels can also proceed to Gonfreville by way of the old locks 
at Rochemont/Vetillart (max. LOA 160m., max. beam 22m. and 
max. draft 8.0 m.) and Canal du Havre. The time taken from Buoy LHO5 
to Berth ATO2 via the old system is 3 hours. 

Berthing: Vessels can also berth starboard side to at Berth ATO2, but 
landing gangway is difficult. 

Chemical Chicksans also available on berth. Max. loading rate 
250 t.p.h. 

General: Telephone: Nearest public telephone is at Sogestrol Office or 
at the car loading facility, about 1 mile down the road towards the lock. 

It is possible to telephone the agent or the chandler from the jetty 
office. 

Airport: Le Havre Airport is about 30 minutes by road from the berth. 
There are daily flights to and from Gatwick. 

Rail Link: There is a good rail link with Paris, time of journey about 
90 minutes. 


AUTHORITY: Port of Le Havre Authority, Terre-Plein de la Barre, B.P. 
1413, 76067 Le Havre Cedex. Tel: 35.21.74.00 Telex: 190663 Port 
Havre. FAX: 35.21.74.51. 

Harbour Master's Office: Boulevard Kennedy, 76600 Le Havre. 
Tel: 35.21.74.37/35.21.74.38. Telex: 190663. Cables: Havreport. 


LES SABLES D’OLONNE: 46.29 N. 01.47 W. 
(See Plan) 


PORT LIMITS: Entrance to wet dock constitutes port limits. 
DOCUMENTS: 

2 copies Crew and Passenger Lists. 

2 copies Personal Effects Lists. 

2 copies Stores Lists. 

1 copy Cargo Manifest from ship's papers for Customs Authorities 
and all Bills of Lading, Ship's Papers, etc. 

PILOTAGE: Pilotage is compulsory for all vessels equal to or exceeding 
50 m. in length and for all oil and gas tankers. 

The compulsory pilot boarding points are two straight lines from “La 
Petite Barge” Buoy (Lat. 46° 28.9’ N., Long. 01° 50.6’ W.), to “Le Phare 
des Barges”, and to ‘La Peruse” rock. 

Confirmation of ETA can be given to the Agent or Pilot. Tel: 51-32- 
60-97. 

Channel 12 VHF is continuously watched as soon as Pilot is on board. 
Pilot boat is 9 m. long (black and white hull). 

ANCHORAGES: Vessels awaiting Pilot may anchor in the waiting area 
with sand bottom. They can use pilot services in bad weather. 

MAX. SIZE: Vessels up to 110 m. LOA and beam 16 m. Draft 4.8 m. to 
6.2 m., dependent on tides. 

HEALTH: Customs take action against suspected diseases or fever on 
board when vessel arrives. 

RADIO: Saint Nazaire & Arachon Radio. All ETA and other messages 
should be in local time. 
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VHF: Harbour Authorities keep watch on Channel 12 during opening of 
lock gates. At neap tides, the watch is kept for 1 hour 30 minutes before 
and after HW.; at Spring tides for 2 hours before and after HW. 
RADAR: There is no Port Control Radar. 

TUGS: None, pilot boat assists. 

BERTHING: Max. beam 16m. to allow passage through lock gates. 
Max. LOA 110 m. 

BRIDGES: None. 

CRANES: Mobile cranes 15 tons — 30 tons. 

STEVEDORES: Working hours from 0700 — 1200hrs. and 1200 — 
1900 hrs. No work on Saturdays. 

MEDICAL: Full hospital facilities available. 

FRESH WATER: Available in unlimited quantities, with 6 to 12 hours 
prior notice. 

FUEL: By lorry from Nantes or La Pallice. 

REPAIRS: Small repairs carried out if sufficient spares available. 
SURVEYORS: None. 

HATCHES: Opening/closing carried out by vessel's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 2 litres of spirits per 
person. 

REPATRIATION: Possible. 

AIRPORT: At Nantes, 87 km. distant. 6 — 7 flights daily. 

TIME: GMT plus 1 hour. Summertime GMT plus 2 hours (March to 
September). 

HOLIDAYS: Port is open all year round. 

POLICE/AMBULANCE/FIRE: Police, 17; Ambulance, 51 951953; Fire, 


18. 

SHORE LEAVE: When Immigration and Customs requirements have 

been satisfied, there is no restriction on crew shore leave so long as 

they rejoin the vessel before departure. 

SERVICES: Compass adjusting. 

DEVELOPMENTS: None. 

AUTHORITY: Mr. le ingenieur des Ponts et Chaussees, Service 

Maritime. Quai Dingler, 85100 Les Sables d'Olonne. Tel: 51.21 .02.61. 
Bureau du Port, 1 Rue Colbert, 85100 Les Sables D’Olonne. 

Tel: 51.95.11.79. Contact: Jean-Pierre Baret, Harbour Master. 


AGENT: Pierre Lambot, Quai Archereau, B.P. 65, 85102 Les Sables 
d'Olonne Cedex. Tel: 51-951010. Telex: 710634. Fax: 51.21.23.11. 


LIBOURNE: 44.55 N. 00.15 W. 
Port closed. All vessels proceed to !zon. 


LORIENT: 47.45 N. 03.21 W. 


DOCUMENTS: 

Cargo Manifest or Manifest of Ballast. 

Certificate of Cargo Space. 

Bills of Lading. 

Ship's Register. 

6 Crew Lists. 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate or Exemption. 

Declaration of Crew Personal Effects. 

PILOTAGE: Compulsory for all vessels over 60 m. length. Vessels must 
contact pilot station advising ETA at least 6 hours before arrival by radio 
to the pilot station. On arrival at the Outer Roads or Groix vessels should 
call Pilot by VHF Channel 16. The pilot launch will be standing by from 
1 hour before to 1 hour after the ETA previously advised by the ship. 
The pilot station is manned 24 hours per day. Pilot station telephone 
number 371480. 

ANCHORAGES: The Outer Roads of the port are open to winds from 
the S.E. to S.W. Vessels waiting to enter the port may anchor in depths 
of 15m. —20™m., sand and shell bottom, good holding ground. 

Mooring buoys are positioned off Port Tudy on the North coast of Ile 

de Groix. These buoys are reserved for the use of the French Navy. 
There are prohibited zones for anchoring due to presence of submarine 
cables, marked on chart. 
RESTRICTIONS: There are 2 entry channels to the port. The South 
Channel, depth 3.6 m. is used exclusively by local fishing boats. The 
West Channel is marked by the alignment of 057°. The depth in this 
channel is 8.0 m. (March 1988). Both channels are very well marked. 

Traffic signals are hoisted at Port Louis Citadel as follows: Red flag 
or red light — entry prohibited. Green flag or green light — exit prohibited. 
Red over green flags or lights — port closed. 

Tankers: Vessels carrying more than 500 cu.m. of hydrocarbons, or 
other dangerous cargoes in bulk, intending to navigate North of Les 
Trois Pierres Tr., should report 6 hours in advance to “Marine Lorient” 
and Port Captain giving details of cargo and of any defects which may 
affect manoeuvrability. Such vessels should establish contact with Vigie 
Port Louis giving ETA at Les Trois Pierres on arrival, or Keroman Mole 
(Lat. 47° 43.7’ N., Long. 3° 21.9’ W.) on departure. Other vessels may 
obtain information about such movements on Channel 16. 

HEALTH: Pratique given by Customs Officers who board on arrival. If 
any case of suspected disease on board or any reason why vessels 
should not receive Free Pratique, Master should radio Agent before 
arrival, advising full details. 

RADIO: Use local station Radio Conquet or Radio Saint-Nazaire. 
VHF: Port Captain on Channels 16 and 12. 
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TUGS: 1 tug of 1,000 h.p., 2 tugs of 700 h.p., 3 tugs of 250 h.p. belong 
to the French Navy. 

1 tug of 1,740 h.p. at the fishing port (Morbinan Chamber of Comme 
& Industry) and 1 tug of 1,800 h.p. 

1 tug of 700 h.p. and 1 tug of 2,556 h.p. also available. 
BERTHING: Kergroise Quays, 568 m. Max. length of vessels 25), 
Depth of water 10.5 m. 

One new berth, length 150 m. Depth of water 10 m. 

2 discharge gantries, 500 t.p.h. and 750 t.p.h., serving a silo and tm 
rail transit station. 

11 cranes. 6x10 tons at 30 m. and 5x6 tons at 22 m. Also 1 mo 
crane of 6 tons. 

TANKERS: The Oil Jetty is 112 m. long and can accommodate tang 
up to 180 m. length, max. draft 10 m. 

FRESH WATER: Can be supplied from the quays at Kergroise an 
the Oil Jetty. Rate 10 t.p.h. 

CONSULS: Norway, Denmark, Netherlands and Sweden. 
REPAIRS: Minor deck and engine repairs can be carried out. Slipwe 
can accommodate 6 fishing boats at the same time. There are 3; 
docks the largest of which is 186.20 m. long 26.33 m. wide. 
MEDICAL: All facilities available. Local maritime and civil hospitals 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: New Year (1st January, no labour available); Eag dis 
Sunday (possibility of labour with overtime); Easter Monday (no laty Fr 
available); Labour Day (1st May, no labour available); Ascension} Mi 
(possibility of labour with overtime); Whit Sunday (possibility of laby fol 
with overtime); Whit Monday (no labour available); National Day (ft 
July, no labour available); Assumption Day (15th August, no lay nu 
available); All Saints’ Day (1st November, no labour available); Armist 
Day (11th November, possibility of labour with overtime); Christmas} © 
(25th December, no labour available). N.B. Every Sunday and¢ 
marked “possibility of labour with overtime” can be worked at the j 

of 100%. 

POLICE/FIRE/AMBULANCE: Police Tel: 97.21.19.16; First Aid Tel; & 
Ambulance Tel: (97) 65.33.44; Fire Tel: 18. 

IDENTIFICATION CARDS: Crewmen going ashore should cz Pr 
passport or identity card. i 
DEVELOPMENTS: A new Ro/Ro berth will be available 1990/1991 W! 
AUTHORITY: D.D.E. Morbihan — Service Maritime et de Navigati 4 
Boulevard Adolphe Pierre, 56321 Lorient. Tel; 97.64.11) no 
Telex: Marilor 950 887 F. Contact: Port Director. 

Capitainerie du Port, Il Bd. J. Cartier, 56110 Lorient, Fran Hi 
Tel: 97.37.11.86 and 97.37.12.71. Telex: Capilor 951 566 
Contact: F. Morin, Port Commandant. 
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MARANS: 46.18 N. 01.00 W. dk 


LOCATION: Marans is situated on the Sevre-Niortaise River. 
PILOTAGE: Compulsory. Pilot boards at La Pallice. 
RESTRICTIONS: Entry during daylight hours only. 

MAX. SIZE: Length 60 m., beam 10 m. Contact Agent for advice! — 
draft. 

BERTHING: 3 berths available. Cargo no longer handled at the por 
CRANES: One mobile crane. 

REPAIRS: Minor repairs only. 

AUTHORITY: Monsieur |'Ingenieur des Ponts et Chaussees, Le Fi 
17230 Marans. Tel: 46.01.10.35. Contact: Harbour Master. 


AGENT: M. Le Boutilier, 106 Bid. Emile Delmas, P.O.Box 2038, 17! 
La Rochelle Cedex, Tel: 46.42.13.44. Telex: 790742 (Ships). Catt 
Daylight La Rochelle. 


MARSEILLES: 43.18 N. 05.25 E. (See Pl 


(a) Old Port to Estaque 
(b) Port de Bouc/Lavera/ Caronte/Etang-de-Berre/La Ne 
(c) Fos 


(a) OLD PORT TO ESTAQUE 


DOCUMENTS: 

Inward Declaration (Printed Form presented by Pilot on boarding 

Ships Register. 

Declaration of Health. 

3 Crew Lists. 

2 Provisions Lists. 

2 Lists of Passengers in Transit. 

2 Lists of Passengers disembarking. 

1 List of Ports where cargo is loaded for Marseilles. 

Cargo Manifests and Bills of Lading. 

1 List of Crew Personal Effects. 
Entry Procedures: On arrival, French Authorities do not visit the * 
systematically. However, as circumstances require, Police, Customs? 
Health may do inspection on board. 

Free Pratique by radio is possible be sending cable to “Sat 
Marseilles” through Marseilles Radio before arrival on roads. ; 

Inward Declaration, duly filled in by Master must be delivered to” 
Authority upon arrival. 

Other formalities are completed by shipbrokers and consignees 


pLOTAGE: Arrival: Contact port authority by VHF on Channel 12 one 
sy before arrival (“Marseilles Port’). Compulsory. 21 pilot launches, 
eostly painted black, wooden hulls with white anchor insignia on the 


ontact pilot station and pilot boats by VHF Channel 8, one hour 
arrival. 

suthern Entrance: Pilot boards between “Le Frioul’ and “Chateau d'lf" 

sand. Max. recommended draft 28 ft. 06 in. in good weather. 

yothern Entrance: Pilot boards at Estaque roads. In case of strong 

yw. winds or for all deeper draft vessels the Northern entrance is 


Vessels anchoring in roads without a Pilot will still incur full pilotage 


8 departure, 15 to 30 minutes notice sufficient to order Pilot and 
iNCHORAGES: Marseilles North, Saint Marie and Endoume. 

yAX. SIZE: Draft dependent on berth depth up to max. of 14.5 m. 
HEALTH: Free Pratique automatic for vessels coming direct from 
continent or Italy and “Q” flag not to be flown. From other countries — 
sduding Spain and Portugal — usual procedure applies. Unless special 
wangement for passenger liners, Free Pratique not given by radio, also 
yactice of issuing Health or Customs Clearance on sailing now 
gscontinued. 

tee Pratique by Radio: Send cable to “Saniport Marseilles” through 
yaseilles Radio between 0700hrs. and 1900 hrs., containing the 
lowing information: 

Ship's Name, ETA Marseilles, from (last 3 ports in reversed order) 
sumber of crew. 

Then “ZT” (my Maritime Declaration of Health has negative answers 
sncerning the 6 health questions). 

Date of Derat (exemption) Certificate. 

Then “ZS” (my ship is healthy and | ask for Free Pratique). 
frample: Balder Antwerpen ETA 17/2300 Malaga, Hamburg, Bremen 
yew 25 stop ZT stop 06/07/81 stop ZS. Regards Master. 

From 0700 hrs. to 1900 hrs., answer of Saniport will be: “ZY” (Free 
pratique is granted). 

Free Pratique is requested and granted by radio, no sanitary officials 
wboard the vessel, no declaration must be filled in, and crew members 
ye granted shore leave without delay. Furthermore, the “Q” flag must 
mt be flown on arrival. 

The above information was supplied to a Ship's Master by the Port 

‘Health Officials. 

RADIO: Within 150 miles Marseilles Radio/FFM — otherwise St. Lys/ 
FFL. 

\HF: Port Authority on Channels 12. Tugs on Channel 6. 

AADAR: Port and approach radar station. 

TUGS: About 5 tugs available, from 1,200 h.p. to over 3,000 h.p. Ship’s 
ines normally used. 

3ERTHING: When specific side alongside berth required. Agents radio 
Waster prior arrival also advise Pilot. Otherwise side alongside at 
dscretion Master after conferring with Pilot. 


; Usable Max. 
lerth Berthing Permissible 
No. Length Draft Remarks 
(m.) (m.) 
96 105 7.70 Ro/Ro berth 
95 104 7.70 Wine, Rate 150 t.p.h. 
94 105 7.70 Ro/Ro berth 
92 147 7.70 Ro/Ro berth 
91 130 7.80 
90 130 7.80 Ro/Ro berth 
88 155 8.00 Ro/Ro berth 
87 130 8.00 
86 131 8.00 Ro/Ro berth 
84 147 8.00 Ro/Ro berth 
83 135 8.00 
82 135 Lio Ro/Ro berth 
81 140 7.60 Ro/Ro berth 
80 130 9.00 Equipped with Ro/Ro 
pontoon 
} 79 109 9.00 Fruit 
78 109 9.00 Fruit 
7 109 9.00 Fruit, refrigerated shed 
; 76 109 9.20 Fruit 
75 109 9.00 Fruit 
74 109 9.00 Ro/Ro berth 
70 132 9.60 Ro/Ro berth 
69 131 8.50 
68 100 5.80 | Equipped with Ro/Ro 
67 120 6.35 pontoon = 36 m. 
66 120 6.35 Ro/Ro berth 
65A Service berth 
85 138 6.10 Ro/Ro berth 
84 137 6.50 
683A 102 6.70 Waiting berth 
63 127 7.00 Ro/Ro berth 
60 8.80 
59 173 7.80 Ro/Ro berth 
58 175 8.60 Banana Terminal — 4 
unloaders 
5 34 _ 9.80 Ro/Ro berth 
f 57 — 8.60 Ro/Ro berth 
33 149 10.00 Air-Conditioned Shed 
¢ s2 120 8.00 Waiting berth 
31 115 7.50 
6 50 111 7.00 Ro/Ro berth 
49 Service and marine fire 
brigade 


Usable 
Berthing 
Length 
(m.) 


135 
135 
106 
129 
130 
151 
150 
150 
171 
200 
200 
196 
135 
150 
150 
100 
152 
154 
134 
145 
145 
145 
145 
227 


178 
178 
140 
140 
140 
162 
162 
162 
162 
161 
162 
no limit 


Max. 


Permissible 


Draft 
(m.) 


— 


FRANCE 


Remarks 


Solid bulk cargoes 
Solid bulk cargoes 
Waiting berth 


Ro/Ro berth 
Ro/Ro berth 
Ro/Ro berth 
Not available 
Ro/Ro berth 


Ro/Ro berth 
Specialist paper berth 
Ro/Ro berth 

Service berth 
Specialist cereal berth 
Specialist cereal berth 
Waiting berth 


Sugar 


Ro/Ro and Alumina in 
bulk 
Refrigerated store 


Cruise ship terminal 


Waiting berth 


Banana terminal 


Ro/Ro pontoon 

Naval repair berth 
Barges with heavy lifts 
Naval repair berth 
Ro/Ro berth 

Container Terminal 
240 ton gantry cranes 


Refrigerated Shed 
Ro/Ro berth 

MAVRAC quay 

Liquid bulk cargo 
Ro/Ro berth 

Ro/Ro berth 
Deballasting berth, max. 
size 540,000 d.w.t. Also 
liquid gas carriers, light 
hydrocarbons, cleaning 
station 

Tanker Berths 

(Refined Products) 
Tanker Barges only 


Floating repairs quay 
Naval repairs (under inert 
gas) 


Naval repairs 
— engine testing 
Waiting berth 
Waiting berth 


Naval repairs 


Service — lighthouses 
and buoys 


Naval repairs 


Naval repairs 
Naval repairs 


Naval repairs 
Service 
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Usable us Max. ; 
Berth Berthing ermissible 
No. Length Draft Remarks 
(m.) (m.) 
114 151 10.50 
113 151 10.50 
112 151 10.50 Naval repairs 
111 151 11.60 Clinker (5 cranes) 
110 151 11.60 Ro/Ro (Berth 109A) 
109 152 11.60 
109A 68 12.00 
108 
107 355 Service 
106A 70 5.70 
106 120 5.50 
105 120 5.50 
104A 100 7.70 Bulk wine, 3 pumps (rate 
1,000 hi/h.). 
104 100 5.60 Bulk wine, 
1,000 hil. loading, 
1,100 h/l. discharging 
also livestock 
103 139 4.30 Service berth 
102 139 4.70 
101 139 3.50 
100 139 3.50 Not available 
99 139 3.50 Not available 
98 450 8.00 
AVB 300 8.50 Naval repairs 
CRANES: 


Public Quay Cranes: 1x3 tonnes; 5x3 — 5 tonnes; 426 tonnes. 
Public Mobile Cranes: 1x4 — 8 tonnes; 4x6 — 12 tonnes; 6= 15 tonnes; 
3x40 tonnes. 

14 dry dock cranes, largest has a lifting capacity of 150 tonnes. 

2 floating cranes for public use, owned by the Port Authority, capacities 
90 tonnes and 150 tonnes and one floating derrick owned by the Port 
Authority, capacity 500/600 tonnes. 

BULK HANDLING FACILITIES: 

Cereals: 

President Wilson Dock: Berth Nos. 24/25. Storage: The Madrague Silo, 
owned by the Societe Fonciere et Commerciale du Silo de la Madrague, 
has a capacity of 30,000 tonnes in 143 cells. The silo is connected to 
the berth by covered conveyors. The silo is outside the port area. 
1 suction unit, rate 600 t.p.h. 

Grande Joilette Dock: Used for storage only. The silo, owned by the 
Marseilles Port Authority, is within the port area and has a capacity of 
22,000 tonnes in 99 cells. 

Minerals in Bulk: 

National Dock: Berth Nos. 47 and 48. Specifically for bulk traffic, handled 
by bucket-cranes. Storage: 4,000 sq.m. (43,040 sq.ft.) in the open, 


beside the East Quay. 2 cranes, rate 300 t.p.h. or 150 t.p.h. per crane. 


3 berths on the Seaward Breakwater, Berth Nos. 109, 110 and 111. 
Theoretical length 151m. each, max. draft 12m. Storage capacity 
50,000 tonnes. 5 

These berths are equipped with 5 bucket cranes of 7 tonnes and 

facilities for storing clinker. 
President Wilson Dock: Berth No. 14. Allocated specifically for alumina. 
Storage: 2 silos, with a total capacity of 11,000 tonnes, constructed by 
and belonging to Pechiney Cie. and Ugine Cie., to facilitate the import/ 
export of dehydrated alumina in bulk. 

There is an additional warehouse with 1,000 sq.m. on Mole “D" which 
is used for hydrated alumina. Vessels are handled via Berth No. 47 
(National Basin). Storage capacity 3,000 tonnes. 

Leon-Gourret Dock: Berth No. 8. Allocated specifically for bulk traffic 
that can be handled by grab-bucket. Storage: An open area of 
4,000 sq.m. (43,040 sq. ft.) at the quayside; suitable for import/export. 
Liquids in Bulk: 

Mourepiane Dock: Berth Nos. 151 and 148. For vegetable oils and 
chemicals. Storage: The private company, Marseilles Vrac, which 
operates this depot, has 32 vats of 125 to 1,640 cu.m. (4,412 to 
57,892 cu.ft.), with a total capacity of 24,500 cu.m. (864,850 cu. ft.). 
There are pipelines to the quay for discharging tankers. Berth No. 143 
operated by Mediaco Vrac has a maximum permitted draft of 9.50 m. 

Import and Export: The major import is vegetable oil; export is 
chemical products in bulk. 

Berth Nos. 104 and 104A for wine in bulk. 

Sugar: 

President Wilson Dock: Berth Nos. 19 and 20. Storage: The silo, which 
has a capacity of 24,000 tonnes is within the port area and is owned by 
the Port of Marseilles Authority. Sugar is discharged by bucket-crane 
into hoppers which feed the conveyor belts to the silo. The total conveyor 
capacity is 250 tonnes per hour. 


SPECIALISED CARGO HANDLING FACILITIES: 
Heavy Load Berths: 

In Mirabeau Basin there is a special berth (No. 161) designed to 
receive barges loading and unloading heavy loads. This berth is located 
between Berth No. 160 and the Leon Gourret Mole and consists of a 
quay 80 m. long into which has been built a barge basin 50 m. long by 
20 m. wide with a depth of 2.5 m. 

Apart from this special berth, there are 29 Ro/ Ro berths in operation 
in the Port of Marseilles which permit direct loading of heavy loads into 
Ro/Ro ships. There are also numerous conventional berths that can be 
used for vertical loading and unloading of heavy loads, with the 
assistance of the port's “Atlas” and “Goliath” floating cranes, which have 
a lifting capacity of 90 and 150 tonnes respectively and can be coupled 
to lift a maximum of 220 tonnes. 
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In addition to these floating cranes, the following floating equipm 
is also available: 

The Port Authority's floating derrick, “Protis”, which has a lity 
capacity of 500 to 600 tonnes. 

Various types of private floating equipment with capacities rang 
from 40 to 60 tonnes. 

Various public or private heavy load barges. 

The Port Authority's submersible seagoing barge. 

This barge is designed for transporting heavy loads, or for puty 
them into the water in the case of floating loads (within the limits of, 
deadweight capacity of 1,800 tonnes; the loading and unloading of hea 
floating loads of 1,800 to 2,000 tonnes must be carried out in dry dock 
The barge can be loaded vertically, horizontally (Ro/Ro), or by floay 
the load into the hold in the case of a floating load. 

Also see “Berthing”. 

CONTAINER HANDLING FACILITIES: Various quays are devoted 
container traffic: At the Leon Gourret Mole (14.5 m. permitted draft, | 
open areas, railway tracks); at the Mourepiane quay, in the Mirabe 
basin, where there is a new terminal: 

3 public berths, Berth Nos. 155, 156 and 157, each of which has 
theoretical length of 154 m. and a max. draft of 11.7 m. By the eng 
4990 the container terminal will extend to Berths No. 152, 153 and § 

Container handling equipment: 240 tonne Caillard gantry cram 
4x30 tonne at 30 m. mobile cranes. 

Railed tracks: 2 railway tracks alongside the quay; 1 railway tre 
behind warehouse 20; 2 railway tracks at the Eastern limit of the dey 
storage area behind warehouse 20. 

Area alongside the quay 35 m. wide comprising: A working area 15) 
wide equipped with 2 railway tracks and a trailer movement area 
storage area for short periods, 17 m. wide (under the rear jib off 
gantries). 

Storage areas covering a total of 90,000 sq.m. 

BRIDGES: Turning bridge near Southern end of port — Pont d’Aren 
opened on request. 

Bridge further North — Pont de la Pinede — closed to navigation fir 
0700 hrs. — 0800 hrs., 1115 hrs. — 1345 hrs. and 1630 hrs. — 1800% 
It may be opened in cases of emergency. 

STEVEDORES: Enable Agent order gangs important obtain in go 
time accurate ETA from vessels. Latest times to order gangs; nom 
and deferred shifts 0530 hrs. same morning — night shift 1600 hrs. sar 
day — Saturday and Sunday, 1600 hrs. Friday. Failure to give prea 
ETA may result in ship losing 12/24 hours also cost gang waiting tr 
includes waiting vessel's arrival — Free Pratique — opening/clos 
hatches — rain — shifting cargo or dunnage — crane or derrick bres 
downs — time lost between finishing and end of shift. Work can) 
arranged on following official holidays — New Year's Day, Easter 2 
Easter Monday, Whitsun, 14th July, 15th August, 1st Novemt 
Christmas Day, 1st May holiday when no work takes place, Stevedor 
hours (normal shift) Monday to Saturday, 0630 — 1300 hrs. and 133 
2000 hrs. (Two shifts). Sunday, 0630 — 1300 hrs., if required — ones 
0800 — 1115 hrs. and 1300 — 1615 hrs. Night work if required or sh 
night work 2015 — 2330hrs. No work allowed Sunday night. 
necessary gear supplied by stevedores except rain tents which ves 
must supply. 

MEDICAL: Yellow fever inoculations only in hospital (Tuesdays ¢ 
Friday). Masters to advise by radio prior arrival if medical attendant 
required aboard. 

TANKERS: See “Port de Bouc” and “Fos”. 

DENSITY: About 1028. 

FIRE PRECAUTIONS: Special harbour fire-fighting corps, with two? 
fighting vessels. 

CONSULS: The following countries are represented in Marseilles: 


Algeria Guatemala Panama 
Argentina Haiti Peru 
Austria Honduras Philippines 
Belgium Iceland Portugal 
Bolivia Israel Senegal 
Brazil Italy Spain 
Canada Ivory Coast Sweden 
Colombia Japan Switzerland 
Costa Rica Lebanon Thailand 
Cuba Liberia Tunisia 
Cyprus Madagascar Turkey 
Denmark Mauritania United Kingdom 
Dominica Mexico U.S.A. 
Ecuador Morocco U.S.S.R. 
Egypt Netherlands Uruguay 
Finland Nicaragua Venezuela 
Germany F.R. Norway Yugoslavia 
Greece 
REPAIRS: Most repairs and overhauls possible. Prior no 
recommended. 
DRY DOCKS: 
Usable Usable Sea 
No. Length Width Depth Cranes Water Telephow 
(m.) (m.) (m.) (tons) 
1 171 19.60 5.30 2x9 - 1 line 
2 135 17.30 4.20 1x9-1%x20 - 1 line 
3 100 15.60 4.60 - - 1 line 
4 80 12.50 4.75 - - 1 line 
5 122 14.60 5.30 1x9 - 1 line 
6 125 15.60 5.30 1x9 - 1 line 
8 320 49.00 11.00 1x6-—1x9 
1x50 800v/h 2 lines 
9 250 36.00 8.50 1x6—1x9 
1x50 800U/h 2 line 
10 465 84.00 10.00 3x25— 10,800th 12 line 
1x150 poss? 


Fresh water and power available at all berths. 
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HEAL 


SH WATER: Can be obtained from hydrants or quays or from 
water-boats. When delivered by barge, minimum quantity invoiced is 
50 tons. Preferable order prior arrival to avoid delays. Minimum pumping 
“ t.p.h. 
et Ordinary fuel, also fuel oil max. 1000 secs., diesel and gas oil. 

iveries by barge only. 

WATCHMEN: Available but not compulsory. 
HATCHES: Crew allowed open and close. 
sHiP CERTIFICATES: On first call Registered Tonnage Certificate; 
nereafter not required unless gross/net tonnages changed. 
cuSTOMS ALLOWANCES: About 200 cigarettes and limited amount 
rits per man. 
CARGO GEAR: No additional requirements; all gear supplied by 
stevedores except rain tents. 
AIRPORT: Marseilles-Provence is the second largest airport in France 
wih 18 air companies serving 60 national and international destinations. 
The international airport of Nimes-Garons (50 km. from Fos) serves 
the West region of the Marseilles district. 
POLICE/FIRE/AMBULANCE: Police (disturbance of peace): Tel: 17. 
Marine Fire Brigade (fire, ambulance, injury, explosion, flooding, man 
qerboard, etc.) Tel: 18. Police and Marine Fire Brigade can also be 
called through the Central Watch Tower (VHF Channel 12) or 
Telephone: 91.56.15.00 (Marseilles Port). 
SERVICES: Deballasting and degassing services can be provided on 
request in the Ports of Fos and Lavera (only deballasting). 
Vessels coming for repairs in Marseilles can discharge their slops, if 
any, under particular conditions. 
DENTIFICATION CARDS: Not required. 
DEVELOPMENTS: Tracked electric cranes to be reduced from 75 to 60. 


AUTHORITY: Port Autonome de Marseilles, B.P. 1965, 23 Place de la 
joliette, 13226 Marseilles Cedex 02, France. Tel: 91.39.40.00. 
Telex: 440746 Portauto Marsl. FAX: 91.39.45.00. Cables: Portauto 
Marseilles. Contact: Harbour Master. 


(op) PORT DE BOUG, including Port de Lavera 43.23 N. 05.00 E:, 
Port de Berre 43.27 N. 05.10 E., Port de la Mede 43.24 N. 05.07 E. 
Caronte 43.24 N. 05.02 E. (See Plan) 


DOCUMENTS: On arrival: 

Inward Declaration (presented by Pilot on boarding). 

1 Cargo Manifest or manifest in ballast. 

Bill of Lading. 

Ship's Register (if required). 

6 Crew Lists (8 if Spanish or U.S.S.R. ship or ship bound for these 
countries). 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate. 

Bunker's Supply (3 forms). 

1 Crew Declaration of Personal effects — cameras, binoculars, radios, 
cigarettes, tobacco, etc. If on inspection articles or quantities not in 
conformity or in excess, Master held responsible, articles removed 
and heavy fines imposed. 

PILOTAGE: Pilotage is compuslory for tankers over 50 m. LOA and 
other vessels over 70 m. LOA. 

Call “Port de Bouc Control” direct on Channel 12 for traffic. Pilot must 
te taken to enter Port de Bouc, Fos and Port St. Louis du Rhone. Contact 
ty Marseilles Radio or pilot boat VHF (Channel 16 for calling, 
Channel 14 for traffic). Pilot boards in the Roads between 2 and 2.5 
miles S.W. of Bouc Tower or further out if required, for entering Port de 
Bouc and Fos. Motor launch black hull, white cabin, white anchor on 
bow, “H" flag. 

ANCHORAGE: It is recommended to ask for Pilot before anchoring in 

Outer Roads to avoid forbidden places for ships bound for Port de Bouc 

and Fos. Permanent watch on VHF Channel 12 is compulsory. 

RESTRICTIONS: No entry restrictions for Lavera. Night transit of 

Caronte Canal to Etang de Berre forbidden to tankers above 6,000 g.r.t. 

Transit of Caronte Canal to Etang de Berre is forbidden for vessels over 

180 m. (598 ft.) overall and over 24 ft. draft. 

pag “Port Authorities instructions concerning Fos/Lavera Tanker 
as, 

Special Notice No. 94/81. 

Re: Berthing of Tankers Loaded with Naphtha or Gasoline. 

Taking into account the recurring risks encountered with tankers 
discharging naphtha, super gasoline, gasoline or condensate, until 
urther notice, it has been decided that only one vessel at a time, carrying 
Said cargo, will be allowed to discharge in above areas of Port Autonome 
oe Marseille. 

For the time being these restrictions do not apply to coasters. 

Furthermore, vessels concerned, whatsoever the year of building, will 
only be allowed alongside providing that pump room is clean, gas free 
and that no product is leaking at ship's valves or pumps. 

Should above conditions not be fulfilled vessels could not be accepted 
N above areas”. / 

- SIZE: Lavera: LOA 275 m., draft 12.80 m. 

Caronte: LOA 170 m., draft 8.84 m. 

Berre: LOA 160 m., beam 24 m., draft 7.0 m. 
la Mede: LOA 180 m., beam 24 m., draft 7.2 m. 

NEALTH: Pratique given by Customs Officers who board on arrival. In 
deg Suspected disease on board, notify Agents by radio before 


Also see “Marseilles”. 


FRANCE 


RADIO: Within 150 miles traffic through Marseille Radio/FFM, otherwise 
St. Lys (FFL). 

VHF: Port de Bouc Radio (Harbour Office) VHF used for navigation 
purposes only — Channel 12 for calling and traffic. 

RADAR: Port and approach radar station. 

TUGS: 8 tugs available from 90 h.p. to 3,000 h.p. Normally join vessel 
in entrance channel off Port de Bouc. Tow lines furnished if required. 
BERTHING: Lavera: 19 berths (Total berthing length 3,088 m.) for 
public and private use. Permitted drafts: 3 berths of 2 m. to less than 
3.6 m.; 4 berths of 3.6 m. to less than 5.5 m.; 1 berth of 5.5 m. to less 
than 6.1 m.; 5 berths of 10 m. to less than 11 m.; 3 berths of 11 m. to 
less than 12.5 m.; 3 berths of 9.9 m. 

1x12 tonne public mobile crane. 

Lavera Harbour has been specifically designed and equipped to 
handle refinery products and the discharge of oil tankers. 

Each berth has flexible pipe connections, with articulated metal arms, 
supported by special cranes. The type of pipework depends on the 
peguek handled (crude or refined) and is connected to the storage tanks 
of:— 

C.F.R. and Shell 

S.F.P. — B.P. Refinery at Lavera 

The maritime terminal of S.P.L.S.E., which supplies the 
Esso Refinery at Fos. 

Berths A1, A4, H Bis, H and K1 have been designed to handle the 
loading and unloading of propane and chemical products. 


Crude: 8 public berths in 4 basins. 


Name of No. of Max. Max. Draft 
Berth Berth Length 
(m.) (m.) 
B 721 325 12.00 
Cc 722 325 12.00 
D 723 325 11.89 
E 724 325 12.20 
F 725 325 12.80 
G 726 325 12.80 
Refined Products: 12 public berths. 
Name of No. of Max. Max. Draft 
Berth Berth Length 
(m.) (m.) 
Al 711 210 10.10 
A2 712 210 9.90 
A4 714 240 12.20 
B meal 325 12.00 
Cc 722 325 12.00 
D 723 325 11.89 
E 724 325 12.20 
F 725 325 12.80 
G 726 325 12.80 
K1 701 100 6.10 
K2 702 88 3.90 
K5 705 100 5.30 
K6 706 100 5.20 
Liquid Gas: 6 public berths. 
Name of No. of Max. Max. Draft 
Berth Berth Length 
(m.) (m.) 
A2 712 210 9.90 
A4 714 240 12.20 
G 726 325 12.80 
H 727 200° 11.80 
H Bis — 120° 11.00 
Ki 701 100 6.10 


“Usable length 100 m. 

Annual capacity of loading or discharge: 600,000 tons based on the 
4 multi-purpose berths being exclusively used for discharge of vessels 
bringing propane gas. 

Average output per quay 600 cu.m./h. (300 t.p.h.) 

Storage capacity: The storage capacity of propane gas of the Societe 
GEOGAZ is 120,000 cu.m (60,000 tons). 
Chemical Products (exclusively): 3 public berths. 


Name of No. of Berthing Permitted 
Berth Berth Length Draft 
(m.) (m.) 
A4 714 240 12.20 
H 727 200* 11.80 
H Bis _ 120° 11.00 


*Usable length 100 m. 

Berth A4 is also equipped for crude oil traffic, refined oil products and 
for the importation of liquid gas. 

Berths G, H and H Bis can also accept liquid gas. 

Annual capacity of loading or discharge: 2,700,000 tonnes if these 
2 berths are exclusively used for chemical product traffic. 

Discharge rate using vessels’ pumps: 150 t.p.h. Loading rate using 
land pumps 150 t.p.h. to 300 t.p.h. 

Storage capacity: Societe NAPHTACHIMIE: 
MAVRAC: 53,000 cu.m. Density 0.80 — 1.62. 
Report: Berthing Procedures: Tugs are made fast between the 2 buoys 
“Lavera” and “Les Tasques”, using the “On the Hook" method. Tugs 
watch VHF Channel 6. 

Loaded or ballasted tankers are berthed heading outwards. Ships are 
swung off the head of the pier and backed alongside stern first. On 
request (ship's manifold too far, only gangway available, weather 
conditions, etc.) they may be moored directly and swung on departure. 

Anchors are only used in case of emergency or when the ship's bow 
overhangs the pier’s end. 

Port Authorities do not advise anchoring method for safety reasons 
(delay if emergency departure needed). 

No shore gangway is available at this terminal. Vessels must use their 
own gangway with safety nets and lifebuoys. 


factory. Societe 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler 


Port de Bouc/Caronte: Quay berths 
commercial operation of sea-going vessels: 
and 2 berths for river barges. 

Total length of quays: 763 m.; Usable berthing length: 1,000 m.; 
Permitted draft: 2 berths for barges with draft of less than 4 m.; 5 berths 
of 8 m. to less than 9 m. 

Berths reserved for repairs afloat (Agglomerate Quay No. 787): Total 
length of quays: 250 m. Max. draft 4.5 m. 

Equipment: 
Quay cranes: 2 cranes of 3-6 tonnes 
3 cranes of 6—12 tonnes 
2 cranes of 12 tonnes 

Seven cranes, private, forming part of the installations of the 
Etablissement Maritime de Caronte et de Fos (CARFOS) 

Quay gantries: 2 gantries of 10-20 tonnes, private (CARFOS) used for 
ores, stacking and removal from stock. Lifting capacity of the most 
powerful: 15 tonnes. 

1 phosphate reloading gantry (CARFOS) with a capacity of 400 t.p.h. 

Cranes allocated to naval repairs afloat, at the Agglomerate Quay: 2 
private cranes from 6 to less than 15 tonnes. Lifting capacity of the most 
powerful: 4-8 tonnes. 

Floating cranes: 1 private crane, with a lifting capacity of 100 tonnes. 


Storage: 


reserved exclusively for 
Berth Nos. 780 to 786 


Quay-side sheds 8,200 sq.m. (private) 
Other sheds or warehouses 4,875 sq.m. “ 
Quay-side open areas 16,000 sq.m. J 
10,000 sq.m. (public) 
Other open areas 8,000 sq.m. (private) 


Bulk Liquids: Vegetable or animal oils and chemical products: 

1 public quay under private use (Favat installation) (Berth No. 780): 
Verminck Quay. Useful berthing length: 120 m. Permitted draft: 7.50 m. 

Discharge of oils is effected by shipboard pumps and the relay pump 
of the land installations — rate 200 t.p.h. 

Storage capacity: 6,000 tonnes. 

The Favat storage installations located outside the port area, on 
private property, have a total capacity of 12,000cu.m. These 
installations are connected by a network of 3 pipelines of 200,150 and 
100 mm. to the discharge points at the quayside. Storage Shed: 
4,000 sq.m. 

Chemical products exclusively: 1 private berth (Berth No. 786): 
Kuhiman Quay (Ets. Kuhlman). Useful berthing length: 140 m. Permitted 
draft: 7.10 m. Factory storage capacity: 2,500 tonnes. 


Bulk Solids: Ores, coal, heavy minerals: 

5 berths at the Caronte Quay (Berths Nos. 781-785) private use 
granted to Etablissement Maritime de Caronte et de Fos (CARFOS). 

Usable berthing length: 650 m. Permitted draft: 8.40 m. 

1 quay berth for loading phosphate barges, located between berth 
No. 785 and berth No. 780. Berthing length: 80 m. Permitted draft: 
3.50 m. 

The Caronte Quay has a specialised installation comprising: 

3 transporting units and weighing hoppers with a unit output of 
135 t.p.h. 

1 transporting unit and specialist weighing hopper specialised in 
wagon loading: output 150 t.p.h. 

2 weighing hopper towers — unit capacity: 1,200 tons per day. 

2 weighbridges (40 and 80 tonnes). 

The 7 scoop cranes are emptied into weighing hoppers which in turn 
discharge on to conveyor belts which terminate either above wagons to 
be loaded, into sheds or open storage areas. Hourly capacity per crane 
120 t.p.h. — 150 t.p.h. 

The quay is also equipped with 2 gantry cranes of 10 to 20 tonnes 
used for stacking and reclaiming minerals and 1 gantry crane with a 
capacity of 400 t.p.h. used for reloading phosphate. 

Storage capacity: 63,000 tonnes. 

The CARFOS storage installations include: 

3 phosphate sheds of 6,800 sq.m. 

1 ilmenite shed of 550 sq.m. 

1 open area of 6,000 sq.m. 

Oil seeds — oil cake: 2 berths (No. 784 and No. 785) at the Caronte 
Quay, private use granted to CARFOS 

Available berthing length: 170 m. each. Permitted draft: 8.84 m. 

Storage capacity: 10,000 tonnes. These berths are also used for ores, 
coal and heavy minerals. 

Installations and equipment: Identical to those on the quays for ores, 
coal and heavy minerals. 


Etang de Berre/La Mede: 
Available berthing length: La Mede — 70 m. Berre — 560 m. 
La Mede: 1 berth. Berre: 4 berths. 


Port of La Mede: Cie de Raffinage et de Distribution (C.R.D. Total). 
Berth No. 744. 


Available 
berthing Permitted 
Berth Type of length draft 
Name of Berth No. installation (m.) (m.) 


4 744 Pier 70 5.40 

The installations of the C.R.D. Total permit loading or unloading of 
100-600 cu.m./h. according to product. 

The installations of C.R.D. Total are connected to tanks by pipelines 
of varying sizes under the waters of the Berre Lake and Canal from 
Marseilles to the Rhone. 

Storage capacity: Depot of the Refinery of C.R.D. Total — 1,510,000 
tons of refined products to which may be added 346,500 tons of crude 
brought by pipeline from the berths at Lavera and Fos to the Refinery. 
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Port de La Pointe de Berre: Cie. de Raffinage Shell Francaise (Beg 
No. 751 to No. 754). Refined oil products. 4 private berths. 


Max. Permitteg 
Berth length draft 
Berth Name No. (m.) (m.) 
751 160 7.31 
B 752 160 7.01 
Salins Berth 754 160 7.01 


South West (coasters) 753 80 3.60 

The berthing installations of the Cie. de Raffinage Shell Francay 
S.A. have connections to its tanks by specialised pipelines for the varigy 
products. They provide loading and discharge outputs from 120; 
2,500 cu.m./h. according to product. 

Storage capacity: Depot of the Port de La Pointe de Beq 
154,000 tons. 

Storage area of the Shell Refinery 1,572,000 tons. 

To the above capacities should be added 303,000 tons of crude; 
brought by pipeline to the Shell Refinery from the Lavera and Fos berth 
BRIDGES: 1 railway bridge and 1 road bridge across Caronte Cay 
each having special times for opening. Ships of less than 21 m. h 
clearance may pass below the railway bridge. Motorway bridge ow 
Caronte Canal with 44.00 m. clearance. 

STEVEDORES: To enable Agent order gangs important obtain accura 
ETA between 24 hours and 48 hours in advance. 2 shifts 0500; 
4300 hrs. and 1300 to 2100 hrs. normally 6 days a week. Confirmate 
to be made at 0900 hrs. for afternoon shift, and 1700 hrs. for ne 
morning. 

MEDICAL: All hospital and medical facilities. Yellow fever inoculate 
made by appointed doctors. Masters to advise by radio prior arrival 
medical attendance is required on board. 

TANKERS: See “Berthing”. 

DENSITY: About 1028. Variable in Canal de Caronte and Etang de Ben 
owing to discharge of hydraulic plant of St. Chamas. 

FRESH WATER: Available generally by pipes and hoses at the bert 
Water barges available from Marseille. 

FUEL: By barges for cargo ships and vessels in the Roads. Tankers; 
Lavera refuel by pipe-line at the berths. All grades available. 

FIRE PRECAUTIONS: Oil Harbour fitted with a system of 203 m 
(8 in.) or 254 mm. (10 in.) sea water pipes at 5 bars permanent pressut 
It may .be increased by pumping station up to 9 bars, and supp 
500 cu.m./hr. Each wharf has 5 fire hydrants with first-aid equipmer 
fire hoses and spray nozzle, foam nozzle with powder cans. If fire break 
out on a ship, the hose handling gantries are protected by a screen: 
sprayed water. All fire equipment and installations are painted red. 

There is a special fire-fighting Corps with fire vessel. Call for fireme 
06.21.29 or in case of fire call Port de Bouc Control — phone 06.222 
or 06.63.39 or VHF Channel 16. 

CONSULS: Norwegian, Swedish, Danish and Spanish consuls at Po 
de Bouc. Others at Marseille. 

REPAIRS: Permission must be granted by Harbour Master only. 
DRY DOCKS: Nearest at Marseille. 

GANGWAY/DECK WATCHMEN: Available but not essential. 
OPENING/CLOSING HATCHES: Always by crew. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes every 5 day 
wine/spirit: limited amount per man. 

REPATRIATION: All facilities for crew change and repatriation > 
railway or planes. 

AIRPORT: Marignane Airport 40 km. and Nice Airport 230 km. (Nice 
SAS lines). 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: Same as “Marseille”. 

POLICE/AMBULANCE/FIRE: Police, 42.06.23.74 or 42.07.03.31; Fit 
42.06.21.29 or 42.06.28.37. 

TELEPHONE: On application can be connected on board at Laver 
Telephone ashore in other places. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seamen going ashore should carry passpe 
or identity card. 

SHIP SUPPLY SERVICES: Auxiliaire Maritime: Monsieur Seg’ 
Technical Manager — Tel: 42.06.09.89, 20 Cours Landrivon, 13110 Po 
de Bouc, France. Telex: 430 274. Regular and spot launches service 
Port Service: Monsieur Erick Ganaye, Operations and Techni 
Manager, Place de Narvik, Port Petrolier, 13117 Lavera, France. Te 
42.81.62.30, Telex: 401 305. Shinc boat service, Interpreters, sf 
helicopter service, watching. 

Societe Citerna: Anse Aubran 13110 Port de Bouc, France. Tt 
42.06.09.90, Telex: 420 730. Bunkering (with no limits of tonnage). 
Societe Ouvrages Sous-Marins et Portuaires: Monsieur Boscolo 
Director, Anse Aubran, 13110 Port de Bouc, France. Tel: 42.06.22 
Telex: 400 035, SHinc diving operations — wet docking. Speakit 
English, German and Spanish. 


SHIPMASTER’S REPORT: October 1987. 
Berth: Berth No. A1 at Lavera. 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest (including bond, ship's stores, currency,etc.). 

1 copy Health Declaration. 

The agent assisted with all formalities. 
Anchorage: The vessel anchored in Fos Bay about 1 mile West of Lave 
North Breakwater (Port de Bouc). Pilot now compulsory for anchor 
Under certain circumstances vessels can vent off gas at anchor if W" 
from North. Use West anchorage. Normally for venting have to? 
12 miles off coast. 
Pilotage: Pilot boards off Lavera Buoy from a fast launch. ‘ 
Reporting: Report to “Couronne” Signal Station on VHF Channels’ 
and 10 when inbound at Omega Buoy and when outbound lea” 
Lavera or Fos. They require details of vessel, cargo type and tonne 
and destination. 


syrents: There are strong currents in the Basin off Lavera piers due to 
7 from Etang de Berre through Canal de Caronte. Eddies 
encountered in the vicinity of Berth A4. Vessels often experience strong 
“oss current off Port de Bouc entrance. 


Tugs Tugs not normally required by small vessels, except in strong 


poe Vessel berthed at Berth A1 for loading ethylene, this being 
ne nearest pier inside the harbour. If vessel is loading vinyl chloride 
monomer (VCM) Berth A4 is used. This berth is just behind Berth A1. 
gutadiene and propylene are also loaded at Berth A1. 

There are good fenders at both berths. 

Moorings consisted of 3 head/stern lines and 2 springs forward and 


* shore telephone is connected and an English speaking deck 
watchman is compulsory whilst working cargo only. 

Fresh water is available at both berths. 
storing: Lorries delivering stores to Berth A1 may proceed to within 
40m. of the ship's rail. However, at Berth A4 storing is difficult as lorries 
ye not allowed within 200 m. of the vessel. 
cargo: Ethylene (Berth A1) and VCM (Berth A4) are handled through 
gin. liquid and vapour Chicksans. 

The loading rate for ethylene is about 150 t.p.h. Digital temperature 
readout available. 

VCM is loaded at an approximate rate of 230 t.p.h. 

At Berth A1 vapour return up to a back pressure of 3 Bar was obtained 
with ship's compressors. However, if vessel is careful, 2 compressors 
can be used to facilitate loading rate/cool down. 

At Berth A4 the shore stop was on the exact quantity. A tonnage 
check is given about 1 hour before completion. Anything in the 3 km. 
shore line must be taken on board. This was stated to be 140 tonnes 
put can be over or under by 10 tonnes. 

The GECO Surveyor is in constant attendance at both berths and the 
fice is close at hand. The surveyor speaks fairly good English. 

Nitrogen can be taken from shore line at ambient temperature at both 
perths, rate about 500 cu.m.p.h. 

There are no shore foremen. 

The maximum venting to atmosphere that is allowed by Port Authority 
5 10% of lower explosive limit of Cargo Vapour in tanks. 

General; The nearest airport is Marseilles Marinagne, which is about 
§miles away. 

Berth A1 telephone number from UK is 010 33 42.81.55.70. 

Berth A4 telephone number from UK is 010 33 42.81.56.36. 

Nitrogen can also be taken at H Bis Berth at far side of harbour. 
No meter on tank volume. Telephone from UK 010 33 42.81.84.44. 

Nitrogen also taken at “K1” Berth on the other side of pier from ‘A4’. 
Again, no meter on tank volume. No telephone available. 

No V.R.L./vent line at H Bis and K1 Berths, hence 100% LEL 
atmospheric venting. 

Port side to both berths. 

K1 Berth only for small vessels, stern protrudes. 

Also see Shipmaster's Report dated December 1988. 


SHIPMASTER’S REPORT: December 1988. 

The following is an update on Shipmaster’s Report, dated October 
1987. 
Berthing: Good fendering at both berths, except at Berth A1, one fender 
afthas a steel face which can cause damage. 

At Berth A1 vessels berth head-in starboard side alongside. At 
4 Berth vessels usually berth starboard side alongside. 
Cargo: At Berth A1, the VAL for ethylene is now a 6 in. flexible steel 
hose. 
fuel: Gas Oil available from shore line at Berth A1. Bunkering not 
alowed during cargo operations, but may be allowed during cooling 
down, depends on Shift Supervisor. 


AUTHORITY: Port Autonome de Marseille, Capitainerie des Bassins 
Quest, B.P.200, 13528 Port de Bouc Cedex. Tel: 42.06.22.26. Telex: 
440164 PORFOS. Cables: PORFOS. Contact: Harbour Master. 


(c) FOS: 43.24 N. 04.53 E. 


DOCUMENTS: 
Inward Declaration (Presented by Pilot on boarding). 
1 Cargo Manifest or Manifest in Ballast. 
Bill of Lading. 
Ship's Register (if required). 
6 Crew Lists (8 if Spanish or U.S.S.R. ship or ship bound for these 
countries). 
3 Passenger Lists. 
Health Declaration. 
Derat Certificate. 
3 Bunker Supply Forms. 
Declaration of crew personal effects, cameras, binoculars, radios, 
Cigarettes, tobacco, etc. 
fon inspection, articles or quantities not in conformity or in excess, 
Master held responsible, articles removed and heavy fines imposed. 
Shipmaster's Report: October 1988. 
1 copy Inward Declaration. 
1 copy Outward Declaration. 
| copy Cargo Manifest. 
1 copy Ship's Register. 
8 copies Crew List. 
copies Passenger List. 
Copy Maritime Declaration of Health. 
copies Personal Effects Declaration. 
2 copies Stores List. 
2 copies Transit Cargo List. 


(See Plan) 
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PILOTAGE: Compulsory. Contact by Marseilles radio or direct to pilot 
boat by VHF Channel 16 for calling, Channel 9 for traffic. Pilot boards 
in the roads between 2 and 2.5 miles S.W. of Bouc Tower or farther out 
if required. Motor launch, black hull, white cabin, white anchor on bow, 
flying “H” flag. 

Port de Bouc Port Control, call on Channel 12, Channel 12 for traffic. 
Pilot boat on Channel 16 for calling and Channel 14 for traffic. 
ANCHORAGE: It is recommended to ask for Pilot before anchoring in 
outer roads to avoid prohibited anchorages. Permanent watch on VHF 
Channel 12 compulsory. 

RESTRICTIONS: When large tankers are proceeding in the Fos 
Channel, other vessels’ entrance may be delayed. 

Access channel for very large vessels dredged to 22 m. over a width 
of 250 m. 

Notice: Port Authorities Instructions Concerning Fos/Lavera Tanker 
Areas. 
Special Notice No. 94/81. 

Re: Berthing of Tankers Loaded with Naphtha or Gasoline. 

Taking into account the recurring risks encountered with tankers 
discharging naphtha, super gasoline, gasoline or condensate, until 
further notice, it has been decided that only one vessel at a time, carrying 
said cargo, will be allowed to discharge in above areas of Port Autonome 
de Marseille. 

For the time being these restrictions do not apply to coasters. 

Furthermore, vessels concerned, whatsoever the year of building, will 
only be allowed alongside providing that pump room is clean, gas free 
and that no product is leaking at ship's valves or pumps. 

Should above conditions not be fulfilled vessels could not be accepted 
in above areas. 

MAX. SIZE: Max. draft at Oil Jetty 22.25 m.; Solmer in Dock No. 1 — 
18.6 m.; Mineral Quay in Dock No. 1 — 14.93 m. Dock No. 2 — 17.07 m. 
Dock No. 3 — 14.93 m. 

HEALTH: Pratique given by Customs Officers who board on arrival. In 
case of suspected disease on board, notify Agent by radio before arrival. 
See also “Marseilles”. 

RADIO: Within 150 miles, traffic should be routed through Marseilles 
Radio, FFM, otherwise via St. Lys. FFL. 

VHF: Channel 12 for calling and traffic.Channel 14 for pilot. 

RADAR: Port and approach radar station. 

TUGS: Tugs normally join vessel in the entrance channel. Ship's lines 
are used, or from tugs if required. 

GENERAL CARGO FACILITIES: End of the Mole between Docks 
2 and 3: 1 berth (No. 870). Serviceable length: 110m. Max. draft: 
6.50 m. 

This berth permits sea-going barges to come alongside and is 
reserved for stern-loading Ro-Ro vessels. 

Gloria Basin: On the East side of the basin: The Brule Tabac Quay for 
miscellaneous traffic. 

3 berths (Nos. 871-873). 

Berth 871: Serviceable length: 221 m. Max. draft: 11.50 m. 

It is equipped with a floating ramp for Ro/Ro traffic. 

Berth 872: Serviceable length: 222 m. Max. draft: 11.50 m. 

Berth 873: Serviceable length: 222 m. Max. draft: 10.80 m. 

It is equipped with a floating pontoon, permitting access for stern- 
loading Ro/Ro vessels. 

Equipment: 1 quayside railway for direct transhipment; 2x15 tonne 
mobile cranes; 1x8 tonne mobile crane; a storage area of 170,000 
sq.m.; a transit shed of 9,000 sq.m. 

In addition to the above equipment, the Port Authority's 500/600 
tonnes floating derrick “Protis” is available for use in the harbour areas 
of Marseilles, Port Saint Louis du Rhone and Fos. 

On the West side of the basin: A deep-water quay, the Gloria, will be 
able to receive vessels of ever-increasing size which cannot be 
accommodated at the quays of Port Saint Louis du Rhone. (Phase 1 
completed). 

Berth 821: Solmer finished products dispatch quay. 

South Dock: Length 360m. Max. draft: 12.00 m. Equipped with 
2 cranes of 50 tonnes at 26 m. 

Berth 859: Private berth at the end of Dock 2, serving the installations 
of the Compagnie Francaise d'Entreprises Metalliques (CFEM). 

Length: 120 m. Max. draft: 6.10 m. 

BULK HANDLING FACILITIES: Fuel, solid minerals, ores: 3 public 
berths and 2 private berths. 

Public Berths: 

3 berths Q1 (No. 851), Q2 (No. 852) and Q3 (No. 853) in Dock 1 , West 
Quay: Total length of quay: 884 m. Usable length of quay: 850 m. Max. 
depth of water at quay side berth: 16 m. 

Largest admissible ship: Deadweight capacity: 100,000 d.w.t. 
(approx.). Length: about 300 m. Max. draft: 49 ft. (14.93 m.). 

Equipment: (Capacities for products of density = 1.3)! 

For discharge: 220 tons bucket gantry cranes (P1.P2) (2x 700 t.p.h. 
peak output). 2x15 tons at 30m. reach, bucket cranes (K1.K2) 
(2600 t.p.h. peak output). 2x70 cu.m. hoppers connected to cranes. 

For loading: 1 continuous loading gantry C1 (Aluminium Pechiney) 
(1,500 t.p.h. peak output). 1 continuous loading gantry C2 for ships up 
to 50,000 d.w.t. (1,600 t.p.h. peak output). 1 assembly loader (tilting 
conveyor with feeder) for ships up to 25,000 d.w.t. (1,500 t.p.h. peak 
output). 1 loading berth for river barges (800 t.p.h. peak output). 

Conveyors: 1 fixed reversible longitudinal conveyor belt L1 (2 speeds: 
1,600 and 2,000 t.p.h. nominal). 1 fixed reversible transversal conveyor 
belt T1 (1,600 t.p.h. nominal). 1 train of 7 mobile conveyors (PMA) with 
stacker (1,600 t.p.h. nominal). 1 fixed longitudinal conveyor belt LP 
supplying loading gantry C1. 1 fixed import transversal conveyor belt T2 
(2 speeds: 1,600 and 3,400 t.p.h. nominal). 1 fixed reversible longitudinal 
conveyor belt L2 (2 speeds: 1,600 and 3,400 t.p.h. nominal). 1 reversible 
fixed longitudinal conveyor belt L3 (1,600 t.p.h. nominal). 1 second train 
of 7 mobile conveyors with stacker (CARFOS) (2 speeds: 1,600 and 
2,000 t.p.h. nominal. 3 mobile conveyors of 36 m. (1,600 — 2,000 t.p.h. 
nominal). 
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Storage: Buffer stock: approx. 7 acres. Storage area: approx. 21 ha. 
Covered storage: 3,840 sq.m. shed. Whole storage capacity: approx. 
900,000 cu.m. (excluding buffer stock. 25,000 tons aluminium silo 
(Aluminium Pechiney). 

Commercial throughput subject to product specific gravity and grade, 
type of vessel, operating conditions. 

Discharge: Three shifts daily (20 hours work) commercial rate for 
products from specific density 0.8 (coal) to 1.3 (bauxite, sulphur): Using 
2x20 ton bucket gantry cranes: 12,000 to 16,000 t.p.day. Using 2*15 
ton bucket cranes: 7,000 to 10,000 t.p.day. 

Loading: Hourly commercial output for products of 0.8 to1.3 specific 
density: With the loading gantry C1: 600 to 1,000 t.p.h. With the loading 

antry C2: 800 to 1,300 t.p.h. With combined use of assembly loader 
finclinable conveyor) and feeder: 300 to 600 t.p.h. On the river barge 
berth: 600 t.p.h. 

Annual terminal throughput capacity between 4.0 and 4.5 million 
tonnes per year consisting of: 

3.0 to 3.5 million tonnes incoming cargo. 1.5 to 1.0 million tonnes 
outgoing cargo. 


DEVELOPMENTS SINCE 1983. 

Maximum water depth on Berth Q2: Deepened to 17.50 m. 

Largest admissible vessel: Deadweight capacity: 140,000 d.w.t. 
(approx.). Draft: 55 ft. (16.76 m.). 

Equipment: For discharge: 1 Five Cail Babcock continuous unloader 
(P+) for vessels up to 150,000 d.w.t. Peak output: 2,200 t.p.h. (coal). 
2,700 t.p.h. (bauxite). 

River barge loading berth. A new river barge loading berth with 
commercial output reaching (100 m. long North End): 750 t.p.h. 

Conveyors. 1 fixed transversal export conveyor belt T3 supplying 
either conveyor belt L3 to loading gantry C2 or river barge berth. 

Discharging commercial output. Three shifts daily (20 hrs. work) 
commercial rate on a 140,000 d.w.t. bulk carrier for product of specific 
density 0.8 (coal). Using: 1 continuous unloader (P+) plus 1 train of 
mobile conveyors: 22,000 t.p.day. Using 1 continuous unloader (P+) 
plus 2x15 ton bucket cranes (K1.K2) plus high capacity storage 
installation: 28,000 t.p.day. 

Annual terminal throughput capacity. Between 5.0 and 6.0 million 
tonnes per year consisting of: 4.0 to 5.0 million tonnes incoming cargo. 
2.0 to 1.0 million tonnes outgoing cargo. 

Until the high capacity storage installation is put into service, this traffic 
capacity can only be reached by increasing the turnover rates of existing 
storage areas. 

A further quay and equipment is planned to handle much larger 
vessels. 


DRY BULK EQUIPMENT: P.M.A. equipment: 

2x20 tonne bucket gantry cranes. 2 cranes of 15 tonnes at 30 m. 6 
fixed conveyors. 10 public and 7 private mobile conveyors. 2 stackers 
on tyres. 3 feeders with a capacity of 1,500 t.p.h.; 1 of these is privately 
owned. 1 ship loader of 1,000 t.p.h. capacity. 1 continuous unloader with 
a capacity of 28,000 tonnes per day has also been brought into service. 

Private equipment: 2 discharging gantry cranes on the Solmer import 
quay. 2 cranes of 50 tonnes at 26m. on the Solmer export quay. 1 
loading gantry crane of 1,500 t.p.h. conceded to a private firm (Pechiney 
Co.) with the obligation to give public service on the ore quay. 
Private Berths: Two private berths (Nos. 811 — 812) in Dock 1 — Eastern 
Quay. Ste. Solmer reception quay. ; 

Available berthing length: 640 m. Permitted draft: 18.60 m. 

Annual capacity of loading or discharge: 

Solid minerals, fuels — Coal: 3,000,000 tons/year. 

Ores: 4,000,000 tons/year. 

The Societe Solmer Quay is equipped with 2x40 ton gantries, each 
having an hourly rate of discharge of 2,000 tons. 
Storage Capacity: Fuel, solid minerals, Coal: 350,000 tons. 

Ores: 1,000,000 tons. 

Societe Solmer has a quayside open area of 360,000 sq.m. for the 

receipt and storage of coal and ores. 


LNG FACILITIES: 
At Dock No. 1. (Berth No. 830) (Owned by Gaz de France). 

Length available for berthing 180 m. Max. draft 9.75 m. 

2 storage tanks, for LNG in the liquid phase (—160°C.), each with a 
capacity of 35,000 cu. m. (1,235,500 cu. ft.) and 180,000 cu.m. 

The pumps on the LNG Carrier discharge through articulated pipes 
of 300 mm. diameter (11.8 in.), 3 are specifically for discharge; one is 
to return the methane, in the vapour phase to the carrier. 

After warming up from the liquid phase, with the addition of nitrogen 
to conform with the value in the French Gas Grid, the gas, in the vapour 
phase, is despatched by pipe-line to the underground storage at 
Bi tee 214 km. from Fos (134 miles), and to Marseilles and the Cote 

Zur. 


LPG FACILITIES: Propane: Geogaz's underground storage of 
120,000 cu.m. at Lavera is connected directly by pipe-line to the oil 
refineries and the port 
Butane: Underground storage of Geobutane at Lavera. Capacity of 
170,000 cu.m. can now be raised to 230,000 cu.m. following a positive 
ny te survey. 

eshipment Traffic: The port has established an international reputation 
for its technically delicate operations. 


ere PRODUCTS: 2 privately managed berths on the East quay 
of Dock 2. 

Facilities of the ATOFOS Company (Berth 858): 

Serviceable length: 90 m.; Max. draft: 11.30 m. 

This berth is reserved for the export of chemical products such as 
vinyl monomer chloride and washing soda. 

Arco Terminal: 

Serviceable length: 135 m. Max. draft 11.30 m. 

This berth is reserved for the export of different products (MTBA, 

MTBE, Oxynol, Oxide Proplyene, etc.). 
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CONTAINER HANDLING FACILITIES: 

5 berths (Nos. 862-866) in Dock 2, Graveleau Quay. 

Available berthing length: 1,060 m. 

Permitted draft: 13.00 m. (Berth No. 866 — max. draft 13.00 m. 

Annual loading or discharge capacity: 150,000 containg 
i.e. 2,500,000 tonnes (approx.) (20 ft. and 40 ft.) " 

P.M.A. equipment: 5 Paceco quayside gantry cranes of 40 tonne 
capacity 20 — 25 containers p.h. and 2 Caillard gantry cranes, 
40 tonnes. 

Private equipment for handling containers on ground surfaces: 

2 transtainers (on tyres) capable of stradling 6 rows, 4 high, plus 
service road and of lifting 40 tonnes; 15 front-lifters with 40 tonne lift, 
capacity; 6 fork-lift trucks with 12 tonne lifting capacity; 2 fork-lift trug 
with 10 tonne lifting capacity; 10 fork-lift trucks with 3 tonnes lift, 
capacity; 32 park tractors with adjustable couplers; 77 skeleton traile 
for containers. 

Storage capacity: 15,000 containers i.e. 225,000 tonnes (appro 
(20 ft. and 40 ft.). Users have at their disposal a storage area with 
total surface of 27 hectares. 

Annual capacity of output or input: 150,000 containers (20 ft. » 
40 ft.) i.e.: 2,000,000 tonnes (approx.) by lorries or railway. The Freng 
Railways Transcontainers terminal has 2 gantries on open areas wi 
lifting capacity of 40 tonnes. 

The terminal also has: A control centre of 2,000 sq.m.; 2 service are: 
of 200 m.x70m.; a stuffing and unstuffing area of 3,200 sqp 
comprising 2 sheds of 25 m.x20 m. each. 

MEDICAL: All hospital and medical facilities. Yellow fever inoculat 
made by appointed doctors. Masters to advise by radio, prior arrival 
medical attendance required on board. 

TANKERS: Chicksan loading/discharge arms fitted at all berths. Ball 
discharge ashore through pipe-line. Tank cleaning slop or oil resid 
not accepted through shore line, but can be disposed of by barge fre 
Marseilles. Possibility of crude cleaning for vessels with inert gas syste 
if cleaning does not exceed time of discharging operations. 

Crude: 6 public berths, of which 2 are multi-purpose 0 and 0 Bis (No 
800 and 807). 


Berthing 
Designation Berth Length Max. Draft 

No. (m.) (m.) 

-0 800 250 12.40 

0 Bis 807 250 12.80 

1 801 370 20.58 

2 802 350 17.90 

3 803 420 22.25 


4 ; 

Berths 0 and 0 Bis (800 and 807) are equipped to handle either expo 
or import of refined products, or the loading of crude oil from a tank 
moored at one of the Berths 1, 2 or 3 (Nos. 801, 802, 803) 

Berths 1, 2 and 3 (Nos. 801, 802, 803) are for receiving crude oil on) 
Berth 2 (No. 802) is specially equipped to tranship, by using spec 
pipe-lines, crude oil from a vessel alongside at Berth 1 (No. 801) af 
No. 3 (No. 803). 

Specialised lines, dependent upon the nature of the products, conne 
these berths to the oil depot of Fos, to the CRAU depot (Shell-C.FA 
B.P.) to the Esso refinery and to the S.P.S.E. terminal, all located in Fa 

Shipmaster's Report: October 1986. 

On Berth Nos. 1, 2 and 3 the outboard lifeboat is to be lowered dow 
to the embarkation deck and rigged ready for immediate use. 
Storage Capacity: 


S.P.S.E. Terminal 2,660,000 cu.m. 
CRAU Depot 1,910,000 cu.m. 
Esso Refinery 1,040,000 cu.m. 


Total: 5,610,000 cu.m. 

Berth 4 (No. 804): Located at Mole No. 2 of the oil terminal, offers’ 
a primary stage a depth of water of 15m. The berth is intended * 
berthing in ballast of vessels of 550,000 d.w.t. for washing out tant 
prior to repair. 

It also permits the reception of crude oil imports and the transhipmé 
of crude from tankers moored at Berths 801, 802 and 803. 

The maximum permissible draft is at present 14 m. 

The berth is connected to the new deballasting station by a 20° 
diameter pipe-line. During the current first phase of development, tf 
station treats only ballast of low oil content. 

The berth can also be used for discharging crude from tankers W 
drafts up to 14.02 m., and is equipped with one 42 in. diameter dischalg 
pipe and two 16 in. diameter discharge arms. 

During the current first phase of development, this berth is ® 
equipped with refuelling pipes or boarding towers. 

This berth is also used for transhipment from ship to ship (alongs® 
each other) for crude and gas operations. 

Refined Products: 4 berths of which 2 are multi-purpose — 0 and 08 
(Nos. 800 and 807). 


Berthing Max. 
Designation Berth Length Draft Remarks 
No. (m.) (m.) 
0 800 250 12.40 Public 
0 Bis 807 250 12.80 Public 
C.2 808 100 6.30 Public 
Solmer 821A 100 5.50 Private 


Independently of the receipt of crude oil, berths 0 and 0 Bis ® 
equipped to handle either refined product import or export traffic, or? 
loading of crude oil from tankers berthed at berths 1, 2 and 3 (801, & 
803). 

Berth C.2 (No. 808) specialises in loading refined products on coas 
vessels and the Solmer berth specialises in the receipt of fuel oil. 
Storage capacity: 


Fos Oil Depot 522,000 cu.m. 
Esso Refinery 1,023,000 cu.m. 
Total: 1,545,000 cu.m. 
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eng Procedures: Tugs are secured in the dredged channel between 
ayoy Nos. 3 to 7, using the “On the Hook" method. Tugs watch VHF 
channel 6 
“Toaded or ballasted tankers are usually berthed starboard side to the 
seth and are swung on departure. But on request (ship's manifold too 
ar displaced or only one gangway available) or in some weather 
s»nditions (S.E. winds), ships may be berthed port side alongside. The 
gwing is always difficult and requires careful attention. 

ysual parallel landing method is followed for Berths 0 — 0 Bis and 4, 
and ship's anchor may sometimes be used in special weather conditions. 

When instructed to Berth at No. 1 or 2, Masters should be aware that 
ne speed has to be carefully checked and agreed with the Pilots. When 
gassing the last buoy of the channel (No. 11), the engine has to be put 
wll astern” and the effect of the propeller may bring the vessel 
approximately parallel to the jetty. The berth approach is then conducted 
yan angle of less than 30° with tugs’ control. 

Only Berth No. 4 is equipped with an approach velocity indicator which 
may be moved to No. 3 in the future. 

For all the berths, ships’ lines are taken ashore by mooring launches 
and lifted by hand on to the bollards or quick release hooks. 

Spring lines are sent first, then breast lines and tugs will come 
aongside to push. Mooring boats make VHF contact on Channel 6. 

Shore gangways are available only on Berth Nos. 1, 2 and 3, put on 
he ship's deck forward of the manifold (ships' lifebuoys used). On the 
sther berth ships’ gangways are needed with safety nets and lifebuoys. 
ferths: Managed by the “Port Autonome de Marseilles”, the berths 
consist of concrete platforms with rubber fenders. All are equipped with 
counter balanced hard arms, bolted connections. Shore personnel carry 
aut connections/disconnections and a permanent watch is maintained 
onthe berth. This watch may be made from a control room where video 
surveillance is carried out for the berths by one camera mounted on the 
gms and another one watching the entire berth. 

The outside arms can be used for bunkering and for discharge of 
ballast. 

Storage for ballast is up to 80,000 cu.m. and discharge rate to 
5,000 cu.m.p.h. 

Shore lines have No Non-Return valves, and ships are advised to 
carefully close their manifold gate valves during any stops. 

Port Regulations give maximum cargo temperature allowed for 
discharging heated cargo using crude oil lines: in these special cases, 
55°C (131°F) may not be exceeded. 

BALLAST: deballasting station: This station is situated to the rear of 
the oil jetties; in the current phase of development it treats ballast of 
only low oil content. 

lts main characteristics are as follows: 

Primary separation: 4,000 cu.m/hr., with apparatus for removing 
sediment and the oil recovered. 

Intermediate storage in a basin of 80,000 cu.m., 320 m. long by 108 m. 
wide by 3.50 m. deep. 

Secondary separation capable of rejecting water containing less than 
5p.p.m. of crude oil and petroleum products (by infra-red measurement) 
with a throughput of 250 cu.m/hr. 

Storage of oil-rich mixtures (Slops) 4360 cu.m. 

Auxiliary installations (fire). 

Storage of oil-rich mixtures, 4,520 cu.m. will shortly be in service. 
FRESH WATER: Available by pipe-line at all berths. 

FUEL: Available by barge only. 
FIRE PRECAUTIONS: A special fire fighting corp. operates at Fos. Tel. 
Baeeves or Port de Bouc Control on VHF Channel 12 or Telephone 

06.63.39. 

CONSULS: Norwegian, Swedish, Danish and Spanish Consuls at Port 

de Bouc. Others at Marseilles. 

REPAIRS: Ore berth can be used as a repairs berth when not required 

lor cargo operations. Permission must be obtained for tanker repairs. 

hs cone repairs if vessel is not gas free. Permission given by Harbour 
aster only. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes every 5 days. 
Wine/Spirits: limited amount allowed per man. 

AIRPORT: Marseilles/Marignane Airport about 60 km. distance. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 

TELEPHONES: On application, telephones can be connected on board. 


SHIPMASTER’S REPORT: August 1987 (updated 1990). 
Berth: ATOFOS Berth. 
Documents: 

6§ copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

| copy Health Declaration. 

Pilotage: Pilot boards at No. 3 Bis Buoy, 1.5 miles North West of Lavera 
Suoy. The vessel is to call Port de Bouc Control 2 hours before arrival 
and on passing Omega Buoy. The distance from No. 3 Bis Buoy to the 
terth is 5 miles. 

8erthing: ATOFOS Berth is a private facility at the North East end of 
Dock 2. The depth alongside is 12 m. The berth is capable of handling 
0,000 d.w.t. vessels. Products handled are vinyl! chloride monomer 
YCM) and caustic soda. 

The berth has a 50 m. face with mooring/fender dolphins either side 
png a flat fendering of about 100 m. The vessel berthed port side to, 
— Out. The mooring dolphins are fitted with large rubber fenders. 
4gs: No tugs are required by small vessels, mooring to the dolphin and 
; Shore is carried out by use of a launch. 

“490: VCM is handled through an 8 in. Chicksan with a 6 in. vapour 
aa line attached. Caustic soda is also handled through a Chicksan 
poh North end of the pier. The VCM Chicksan is in the centre of the 


Vapour is returned to the shore tanks. 
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VCM intake temperatures average —8°C and the loading rate is 
approximately 260 cu.m.p.h. VCM storage not inhibited. Inhibitor added 
to each ship's tank through loading arm, after first foot samples taken. 

The ship makes the stops. After completion ship blows back ashore. 

The plant/berth works in tandem with Berth A4 at Lavera. If Lavera 

berth is occupied and the ATOFOS berth free, ships berth at ATOFOS. 
Storing: Diesel trucks are allowed to back-up to within 50 m. of the 
vessel. Fuel tankers and lub. oil tankers are not allowed near the vessel 
while the arm is connected. 
General: Fresh water is available at the quay. There is no charge made. 
Developments: A new chemical complex and berth are under 
construction for ARCO Chemical Company 3 cables South East of 
ATOFOS. It is anticipated that the berth will handle 1 vessel a day and 
average about 300 vessels per year. 


AUTHORITY: Port Autonome de Marseille, Capitainerie des Bassins 
Ouest, B.P. 200, 13528 Port de Bouc Cedex. Tel: 42.06.22.26. 
Telex: 42.44.01.64 Porfos. Cables: Porfos. Contact: Harbour Master. 


NANTES: 47.14 N. 01.34 W. 

ST. NAZAIRE: 47.17 N. 02.12 W. 
DONGES: 47.18 N. 02.04 W. 
MONTOIR: 47.18 N. 02.08 W. 


DOCUMENTS: 
Cargo Manifest or Manifest of Ballast. 
Certificate of Cargo Space. 
Bills of Lading. 
Ship’s Register. 
6 Crew Lists. 
3 Passenger Lists. 
Health Declaration. 
Derat Certificate or Exemption. 
Declaration of Crew Personal Effects. 
PILOTAGE: Compulsory for vessels longer than 75 m. Pilotage is not 
compulsory for vessels under 75 m. LOA if they are equipped with radar 
and VHF and have no hazardons cargo onboard. Pilotage starts about 
4 miles North of lighthouse of Le Pilier, on lightbuoy “SN3". Pilot boat 
on station day and night, if weather conditions permit, West of a line 
drawn between “SN 3” lightbuoy and lightbuoy of “La Couronnee” about 
2 miles N.N.E. If Pilot unable to come aboard he may invite ship to follow 
his boat until they have reached better shelter. Ships heading for one 
of the Loire estuary ports should give ETA at least 24 hours before arrival 
to Port Captain of Saint-Nazaire. Approximate time of arrival at “SN 3” 
buoy, the onward destination and speed should be given. VHF contact 
can be made direct with St. Nazaire pilot boat or “Estuaire de la Loire” 
pilot station. 
ANCHORAGE: When Pilot service withdrawn, anchor near “SN 3” 
lightbuoy or in “Rade des Charpentiers”. In rough sea ships heave to 
off harbour. In case of doubt contact pilot boat by VHF or phone. Vessels 
are not allowed to anchor before Quay Emile Cormerais and Chevire 
Power Station Embankment (cables). 
MAX. SIZE: 
St. Nazaire: South Entrance Lock: Max. LOA 210 m. Max. draft 8.50 m. 
Max. beam 28 m. 
Montoir: Length 300 m., max. draft 16.1 m. 
Donges: Length 350 m., max. draft 16.1 m. 
Nantes: Length up to 225 m., max. draft 10.05 m., minimum 8.55 m. 
HEALTH: Pratique given by Customs Officers who board on arrival. If 
any case of suspected disease on board or any reason why vessel 
should not receive Free Pratique Master should radio Agent before 
arrival, advising full details. 
RADIO: St. Nazaire Radio operates on 1687 MHz. It keeps a continuous 
watch on VHF Channel 16 and 2182 kHz. 
VHF: VHF Radiotelephone must be used for giving information and 
obtaining clearance to navigate from the Harbour Master. 
The following Channels and frequencies are used: 
Channel 16 Frequency: 156.8 MHz 
Channel 12 Frequency: 156.6 MHz 
Channel 6 Frequency: 156.3 MHz 
The Pilots can be contacted on VHF Channels 16 and 12. 
A continuous watch is maintained on Channels 16 and 12. 
RADAR: The radar service can be contacted on VHF Channels 16 and 


(See Plan) 


fa 
TUGS: Nantes: 4 “Abeille” tugs 500 h.p. to 1,000 h.p. 
Donges — Montoir — St. Nazaire: 6 tugs 2,000 h.p. to 4,500 h.p. They 
are provided by Societe Nazairienne de Remurguage. 
BERTHING: St. Nazaire: Is a port with locks. Max. draft: 28 ft. (vessels 
up to 20 — 25,000 d.w.t. in the best conditions of tides). 

Dock Water Density: 1003 to 1025. 

Length of Quay: 2,700 m. 

Number of Berths: 15. 

Numerous cranes up to 12 tons and a 400 ton derrick. 
Traffic: Timber, heavy loads, metallurgical products, refined products, 
fertilizers, grain (capacity of the grain silo: 10,000 tons. Loading rate 
400 t.p.h.), oil seeds, phosphates. Tanker berth — Deballasting station. 
Ro/Ro operations can be carried out. 

Montoir: Port Authority use own steel cables to supplement ship's ropes. 

Dock Water Density: 1000 to 1020. 
Specialised Facilities: Ro/Ro Berth — Max. LOA 140 m. Warehousing 
and 36,960 sq.m. of back up land. 

LNG: 2 privately managed berths can receive gas-carriers up to 
125,000 cu.m. Also see “Shipmasters Report” dated “June 1980”. 
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Port de Bouc/Caronte: Quay berths 
commercial operation of sea-going vessels: 
and 2 berths for river barges. 

Total length of quays: 763 m.; Usable berthing length: 1,000 m.; 
Permitted draft: 2 berths for barges with draft of less than 4 m.; 5 berths 
of 8 m. to less than 9 m. 

Berths reserved for repairs afloat (Agglomerate Quay No. 787): Total 
length of quays: 250 m. Max. draft 4.5 m. 

Equipment: 
Quay cranes: 2 cranes of 3-6 tonnes 
3 cranes of 6-12 tonnes 
2 cranes of 12 tonnes 

Seven cranes, private, forming part of the installations of the 
Etablissement Maritime de Caronte et de Fos (CARFOS) 

Quay gantries: 2 gantries of 10-20 tonnes, private (CARFOS) used for 
ores, stacking and removal from stock. Lifting capacity of the most 
powerful: 15 tonnes. 

1 phosphate reloading gantry (CARFOS) with a capacity of 400 t.p.h. 

Cranes allocated to naval repairs afloat, at the Agglomerate Quay: 2 
private cranes from 6 to less than 15 tonnes. Lifting capacity of the most 
powerful: 4-8 tonnes. 

Floating cranes: 1 private crane, with a lifting capacity of 100 tonnes. 


Storage: 


reserved exclusively for 
Berth Nos. 780 to 786 


Quay-side sheds 8,200 sq.m. __ (private) 
Other sheds or warehouses 4,875 sq.m. is 
Quay-side open areas 16,000 sq.m. i 
10,000 sq.m. (public) 
Other open areas 8,000 sq.m. _ (private) 


Bulk Liquids: Vegetable or animal oils and chemical products: 

1 public quay under private use (Favat installation) (Berth No. 780): 
Verminck Quay. Useful berthing length: 120 m. Permitted draft: 7.50 m. 

Discharge of oils is effected by shipboard pumps and the relay pump 
of the land installations — rate 200 t.p.h. 

Storage capacity: 6,000 tonnes. 

The Favat storage installations located outside the port area, on 
private property, have a total capacity of 12,000cu.m. These 
installations are connected by a network of 3 pipelines of 200,150 and 
100mm. to the discharge points at the quayside. Storage Shed: 
4,000 sq.m. 

Chemical products exclusively: 1 private berth (Berth No. 786): 
Kuhlman Quay (Ets. Kuhlman). Useful berthing length: 140 m. Permitted 
draft: 7.10 m. Factory storage capacity: 2,500 tonnes. 


Bulk Solids: Ores, coal, heavy minerals: 

5 berths at the Caronte Quay (Berths Nos. 781-785) private use 
granted to Etablissement Maritime de Caronte et de Fos (CARFOS). 

Usable berthing length: 650 m. Permitted draft: 8.40 m. 

1 quay berth for loading phosphate barges, located between berth 
No. 785 and berth No. 780. Berthing length: 80 m. Permitted draft: 
3.50 m. 

The Caronte Quay has a specialised installation comprising: 

3 SepSporing units and weighing hoppers with a unit output of 
135 t.p.h. 

1 transporting unit and specialist weighing hopper specialised in 
wagon loading: output 150 t.p.h. 

2 weighing hopper towers — unit capacity: 1,200 tons per day. 

2 weighbridges (40 and 80 tonnes). 

The 7 scoop cranes are emptied into weighing hoppers which in turn 
discharge on to conveyor belts which terminate either above wagons to 
be loaded, into sheds or open storage areas. Hourly capacity per crane 
120 t.p.h. — 150 t.p.h. 

The quay is also equipped with 2 gantry cranes of 10 to 20 tonnes 
used for stacking and reclaiming minerals and 1 gantry crane with a 
capacity of 400 t.p.h. used for reloading phosphate. 

Storage capacity: 63,000 tonnes. 

The CARFOS storage installations include: 

3 phosphate sheds of 6,800 sq.m. 

1 ilmenite shed of 550 sq.m. 

1 open area of 6,000 sq.m. 

Oil seeds — oil cake: 2 berths (No. 784 and No. 785) at the Caronte 
Quay, private use granted to CARFOS 

Available berthing length: 170 m. each. Permitted draft: 8.84 m. 

Storage capacity: 10,000 tonnes. These berths are also used for ores, 
coal and heavy minerals. 

Installations and equipment: Identical to those on the quays for ores, 
coal and heavy minerals. 


Etang de Berre/La Mede: 
Available berthing length: La Mede — 70 m. Berre — 560 m. 
La Mede: 1 berth. Berre: 4 berths. 


Port of La Mede: Cie de Raffinage et de Distribution (C.R.D. Total). 
Berth No. 744. 


Available 
berthing Permitted 
Berth Type of length draft 
Name of Berth No. installation (m.) (m.) 


4 744 Pier 70 5.40 

The installations of the C.R.D. Total permit loading or unloading of 
100-600 cu.m./h. according to product. 

The installations of C.R.D. Total are connected to tanks by pipelines 
of varying sizes under the waters of the Berre Lake and Canal from 
Marseilles to the Rhone. 

Storage capacity: Depot of the Refinery of C.R.D. Total — 1,510,000 
tons of refined products to which may be added 346,500 tons of crude 
brought by pipeline from the berths at Lavera and Fos to the Refinery. 
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Port de La Pointe de Berre: Cie. de Raffinage Shell Francaise (Bey 
No. 751 to No. 754). Refined oil products. 4 private berths. 


Max. Permitte; 
Berth length dratt 
Berth Name No. (m.) (m.) 
751 160 7.31 
B 752 160 7.01 
Salins Berth 754 160 7.01 
South West (coasters) 753 80 3.60 


The berthing installations of the Cie. de Raffinage Shell Franca 
S.A. have connections to its tanks by specialised pipelines for the varig 
products. They provide loading and discharge outputs from 12) 
2,500 cu.m./h. according to product. 

Storage capacity: Depot of the Port de La Pointe de Be 
154,000 tons. 

Storage area of the Shell Refinery 1,572,000 tons. 

To the above capacities should be added 303,000 tons of crude; 
brought by pipeline to the Shell Refinery from the Lavera and Fos ber 
BRIDGES: 1 railway bridge and 1 road bridge across Caronte Ca 
each having special times for opening. Ships of less than 21 m. heg 
clearance may pass below the railway bridge. Motorway bridge oy 
Caronte Canal with 44.00 m. clearance. 

STEVEDORES: To enable Agent order gangs important obtain accurg 
ETA between 24 hours and 48 hours in advance. 2 shifts 0500) 
1300 hrs. and 1300 to 2100 hrs. normally 6 days a week. Confirmaty 
to be made at 0900 hrs. for afternoon shift, and 1700 hrs. for ng 
morning. 

MEDICAL: All hospital and medical facilities. Yellow fever inoculaty 
made by appointed doctors. Masters to advise by radio prior arriva 
medical attendance is required on board. 

TANKERS: See “Berthing’’. 

DENSITY: About 1028. Variable in Canal de Caronte and Etang de Ber 
owing to discharge of hydraulic plant of St. Chamas. 

FRESH WATER: Available generally by pipes and hoses at the berth 
Water barges available from Marseille. 

FUEL: By barges for cargo ships and vessels in the Roads. Tankers; 
Lavera refuel by pipe-line at the berths. All grades available. 

FIRE PRECAUTIONS: Oil Harbour fitted with a system of 203 m 
(8 in.) or 254 mm. (10 in.) sea water pipes at 5 bars permanent pressuy 
It may .be increased by pumping station up to 9 bars, and supp 
500 cu.m./hr. Each wharf has 5 fire hydrants with first-aid equipmer 
fire hoses and spray nozzle, foam nozzle with powder cans. If fire brea 
out on a ship, the hose handling gantries are protected by a screen; 
sprayed water. All fire equipment and installations are painted red. 

There is a special fire-fighting Corps with fire vessel. Call for fireme 
06.21.29 or in case of fire call Port de Bouc Control — phone 06.222 
or 06.63.39 or VHF Channel 16. 

CONSULS: Nomegian, Swedish, Danish and Spanish consuls at Po 
de Bouc. Others at Marseille. 

REPAIRS: Permission must be granted by Harbour Master only. 
DRY DOCKS: Nearest at Marseille. 

GANGWAY/DECK WATCHMEN: Available but not essential. 
OPENING/CLOSING HATCHES: Always by crew. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes every 5 daj 
wine/spirit: limited amount per man. 

REPATRIATION: All facilities for crew change and repatriation > 
railway or planes. 

AIRPORT: Marignane Airport 40 km. and Nice Airport 230 km. (Nice 
SAS lines). 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: Same as “Marseille”. 

POLICE/AMBULANCE/FIRE: Police, 42.06.23.74 or 42.07.03.31; Fit 
42.06.21.29 or 42.06.28.37. 

TELEPHONE: On application can be connected on board at Laver 
Telephone ashore in other places. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seamen going ashore should carry passpe 
or identity card. 

SHIP SUPPLY SERVICES: Auxiliaire Maritime: Monsieur Seq 
Technical Manager — Tel: 42.06.09.89, 20 Cours Landrivon, 13110 Po 
de Bouc, France. Telex: 430 274. Regular and spot launches servic 
Port Service: Monsieur Erick Ganaye, Operations and Techni 
Manager, Place de Narvik, Port Petrolier, 13117 Lavera, France. Te 
42.81.62.30, Telex: 401 305. Shinc boat service, Interpreters, Ss? 
helicopter service, watching. 

Societe Citerna: Anse Aubran 13110 Port de Bouc, France. Tt 
42.06.09.90, Telex: 420 730. Bunkering (with no limits of tonnage). 
Societe Ouvrages Sous-Marins et Portuaires: Monsieur BoscoW 
Director, Anse Aubran, 13110 Port de Bouc, France. Tel: 42.06.22# 
Telex: 400 035, SHinc diving operations — wet docking. Speaki 
English, German and Spanish. 


SHIPMASTER’S REPORT: October 1987. 
Berth: Berth No. A1 at Lavera. 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest (including bond, ship's stores, currency,etc.). 

1 copy Health Declaration. 

The agent assisted with all formalities. 
Anchorage: The vessel anchored in Fos Bay about 1 mile West of Lave 
North Breakwater (Port de Bouc). Pilot now compulsory for anchor 
Under certain circumstances vessels can vent off gas at anchor if W" 
from North. Use West anchorage. Normally for venting have to! 
12 miles off coast. 
Pilotage: Pilot boards off Lavera Buoy from a fast launch. q 
Reporting: Report to “Couronne” Signal Station on VHF Channels 
and 10 when inbound at Omega Buoy and when outbound lea 
Lavera or Fos. They require details of vessel, cargo type and tonne 
and destination. 


currents There are strong currents in the Basin off Lavera piers due to 
from Etang de Berre through Canal de Caronte. Eddies 

~suntered in the vicinity of Berth A4. Vessels often experience strong 
~oss current off Port de Bouc entrance. 
Tugs Tugs not normally required by small vessels, except In strong 
ning: Vessel berthed at Berth A1 for loading ethylene, this being 
he nearest pier inside the harbour. If vessel is loading vinyl chloride 
monomer (VCM) Berth A4 is used. This berth is just behind Berth A1. 
gutadiene and propylene are also loaded at Berth A1. 

There are good fenders at both berths. 

Moorings consisted of 3 head/stern lines and 2 springs forward and 


* shore telephone is connected and an English speaking deck 
watchman is compulsory whilst working cargo only. 

Fresh water is available at both berths. 
storing: Lorries delivering stores to Berth A1 may proceed to within 
60 m. of the ship's rail. However, at Berth Aé4 storing is difficult as lorries 
are not allowed within 200 m. of the vessel. 
cargo: Ethylene (Berth A1) and VCM (Berth A4) are handled through 
gin. liquid and vapour Chicksans. 

The loading rate for ethylene is about 150 t.p.h. Digital temperature 
readout available. 

VCM is loaded at an approximate rate of 230 t.p.h. 

At Berth A1 vapour return up to a back pressure of 3 Bar was obtained 
with ship's compressors. However, if vessel is careful, 2 compressors 
can be used to facilitate loading rate/cool down. 

At Berth A4 the shore stop was on the exact quantity. A tonnage 
check is given about 1 hour before completion. Anything in the 3 km. 
shore line must be taken on board. This was stated to be 140 tonnes 
put can be over or under by 10 tonnes. 

The GECO Surveyor is in constant attendance at both berths and the 
office is close at hand. The surveyor speaks fairly good English. 

Nitrogen can be taken from shore line at ambient temperature at both 
berths, rate about 500 cu.m.p.h. 

There are no shore foremen. 

The maximum venting to atmosphere that is allowed by Port Authority 
is 10% of lower explosive limit of Cargo Vapour in tanks. 

General: The nearest airport is Marseilles Marinagne, which is about 
8miles away. 

Berth A1 telephone number from UK is 010 33 42.81.55.70. 

Berth A4 telephone number from UK is 010 33 42.81.56.36. 

Nitrogen can also be taken at H Bis Berth at far side of harbour. 
No meter on tank volume. Telephone from UK 010 33 42.81.84.44. 

Nitrogen also taken at “K1” Berth on the other side of pier from ‘A4’. 
Again, no meter on tank volume. No telephone available. 

No V.R.L./vent line at H Bis and K1 Berths, hence 100% LEL 
atmospheric venting. 

Port side to both berths. 

K1 Berth only for small vessels, stern protrudes. 

Also see Shipmaster's Report dated December 1988. 


SHIPMASTER’S REPORT: December 1988. 

a following is an update on Shipmaster's Report, dated October 
1987. 
Berthing: Good fendering at both berths, except at Berth A1, one fender 
afthas a steel face which can cause damage. 

At Berth A1 vessels berth head-in starboard side alongside. At 
A4 Berth vessels usually berth starboard side alongside. 
pl At Berth A1, the VRL for ethylene is now a 6 in. flexible steel 
ose. 
Fuel: Gas Oil available from shore line at Berth A1. Bunkering not 
alowed during cargo operations, but may be allowed during cooling 
down, depends on Shift Supervisor. 


AUTHORITY: Port Autonome de Marseille, Capitainerie des Bassins 
Ouest, B.P.200, 13528 Port de Bouc Cedex. Tel: 42.06.22.26. Telex: 
440164 PORFOS. Cables: PORFOS. Contact: Harbour Master. 


(c) FOS: 43.24 N. 04.53 E. 


DOCUMENTS: 
Inward Declaration (Presented by Pilot on boarding). 
1 Cargo Manifest or Manifest in Ballast. 
Bill of Lading. 
Ship's Register (if required). 
6 Crew Lists (8 if Spanish or U.S.S.R. ship or ship bound for these 
countries). 
3 Passenger Lists. 
Health Declaration. 
Derat Certificate. 
3 Bunker Supply Forms. 
Declaration of crew personal effects, cameras, binoculars, radios, 
cigarettes, tobacco, etc. 
fon inspection, articles or quantities not in conformity or in excess, 
Master held responsible, articles removed and heavy fines imposed. 
Shipmaster's Report: October 1988. 
1 copy Inward Declaration. 
1 copy Outward Declaration. 
1 copy Cargo Manifest. 
| Copy Ship’s Register. 
§ copies Crew List. 
Copies Passenger List. 
\ copy Maritime Declaration of Health. 
Copies Personal Effects Declaration. 
2 copies Stores List. 
2 copies Transit Cargo List. 


(See Plan) 
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PILOTAGE: Compulsory. Contact by Marseilles radio or direct to pilot 
boat by VHF Channel 16 for calling, Channel 9 for traffic. Pilot boards 
in the roads between 2 and 2.5 miles S.W. of Bouc Tower or farther out 
if required. Motor launch, black hull, white cabin, white anchor on bow, 
flying “H” flag. 

Port de Bouc Port Control, call on Channel 12, Channel 12 for traffic. 
Pilot boat on Channel 16 for calling and Channel 14 for traffic. 
ANCHORAGE: It is recommended to ask for Pilot before anchoring in 
outer roads to avoid prohibited anchorages. Permanent watch on VHF 
Channel 12 compulsory. 

RESTRICTIONS: When large tankers are proceeding in the Fos 
Channel, other vessels’ entrance may be delayed. 

Access channel for very large vessels dredged to 22 m. over a width 
of 250 m. 

Notice: Port Authorities Instructions Concerning Fos/Lavera Tanker 
Areas. 
Special Notice No. 94/81. 

Re: Berthing of Tankers Loaded with Naphtha or Gasoline. 

Taking into account the recurring risks encountered with tankers 
discharging naphtha, super gasoline, gasoline or condensate, until 
further notice, it has been decided that only one vessel at a time, carrying 
said cargo, will be allowed to discharge in above areas of Port Autonome 
de Marseille. 

For the time being these restrictions do not apply to coasters. 

Furthermore, vessels concerned, whatsoever the year of building, will 
only be allowed alongside providing that pump room is clean, gas free 
and that no product is leaking at ship’s valves or pumps. 

Should above conditions not be fulfilled vessels could not be accepted 
in above areas. 

MAX. SIZE: Max. draft at Oil Jetty 22.25 m.; Solmer in Dock No. 1 — 
18.6 m.; Mineral Quay in Dock No. 1 — 14.93 m. Dock No. 2 — 17.07 m. 
Dock No. 3 — 14.93 m. 

HEALTH: Pratique given by Customs Officers who board on arrival. In 
case of suspected disease on board, notify Agent by radio before arrival. 
See also “Marseilles”. 

RADIO: Within 150 miles, traffic should be routed through Marseilles 
Radio, FFM, otherwise via St. Lys. FFL. 

VHF: Channel 12 for calling and traffic.Channel 14 for pilot. 

RADAR: Port and approach radar station. 

TUGS: Tugs normally join vessel in the entrance channel. Ship's lines 
are used, or from tugs if required. 

GENERAL CARGO FACILITIES: End of the Mole between Docks 
2 and 3: 1 berth (No. 870). Serviceable length: 110m. Max. draft: 
6.50 m. 

This berth permits sea-going barges to come alongside and is 
reserved for stern-loading Ro-Ro vessels. 

Gloria Basin: On the East side of the basin: The Brule Tabac Quay for 
miscellaneous traffic. 

3 berths (Nos. 871-873). 

Berth 871: Serviceable length: 221 m. Max. draft: 11.50 m. 

It is equipped with a floating ramp for Ro/Ro traffic. 

Berth 872: Serviceable length: 222 m. Max. draft: 11.50 m. 

Berth 873: Serviceable length: 222 m. Max. draft: 10.80 m. 

It is equipped with a floating pontoon, permitting access for stern- 
loading Ro/Ro vessels. 

Equipment: 1 quayside railway for direct transhipment; 2x15 tonne 
mobile cranes; 1x8 tonne mobile crane; a storage area of 170,000 
sq.m.; a transit shed of 9,000 sq.m. 

In addition to the above equipment, the Port Authority's 500/600 
tonnes floating derrick “Protis” is available for use in the harbour areas 
of Marseilles, Port Saint Louis du Rhone and Fos. 

On the West side of the basin: A deep-water quay, the Gloria, will be 
able to receive vessels of ever-increasing size which cannot be 
accommodated at the quays of Port Saint Louis du Rhone. (Phase 1 
completed). 

Berth 821: Solmer finished products dispatch quay. 

South Dock: Length 360m. Max. draft: 12.00 m. Equipped with 
2 cranes of 50 tonnes at 26 m. 

Berth 859: Private berth at the end of Dock 2, serving the installations 
of the Compagnie Francaise d'Entreprises Metalliques (CFEM). 

Length: 120 m. Max. draft: 6.10 m. 

BULK HANDLING FACILITIES: Fuel, solid minerals, ores: 3 public 
berths and 2 private berths. 

Public Berths: 

3 berths Q1 (No. 851), Q2 (No. 852) and Q3 (No. 853) in Dock 1 , West 
Quay: Total length of quay: 884 m. Usable length of quay: 850 m. Max. 
depth of water at quay side berth: 16 m. 

Largest admissible ship: Deadweight capacity: 100,000 d.w.t. 
(approx.). Length: about 300 m. Max. draft: 49 ft. (14.93 m.). 

Equipment: (Capacities for products of density = 1.3). 

For discharge: 220 tons bucket gantry cranes (P1.P2) (2x 700 t.p.h. 
peak output). 2x15 tons at 30m. reach, bucket cranes (K1.K2) 
(2600 t.p.h. peak output). 2x70 cu.m. hoppers connected to cranes. 

For loading: 1 continuous loading gantry C1 (Aluminium Pechiney) 
(1,500 t.p.h. peak output). 1 continuous loading gantry C2 for ships up 
to 50,000 d.w.t. (1,600 t.p.h. peak output). 1 assembly loader (tilting 
conveyor with feeder) for ships up to 25,000 d.w.t. (1,500 t.p.h. peak 
output). 1 loading berth for river barges (800 t.p.h. peak output). 

Conveyors: 1 fixed reversible longitudinal conveyor belt L1 (2 speeds: 
1,600 and 2,000 t.p.h. nominal). 1 fixed reversible transversal conveyor 
belt T1 (1,600 t.p.h. nominal). 1 train of 7 mobile conveyors (PMA) with 
stacker (1,600 t.p-h. nominal). 1 fixed longitudinal conveyor belt LP 
supplying loading gantry C1. 1 fixed import transversal conveyor belt T2 
(2 speeds: 1,600 and 3,400 t.p.h. nominal). 1 fixed reversible longitudinal 
conveyor belt L2 (2 speeds: 1,600 and 3,400 t.p.h. nominal). 1 reversible 
fixed longitudinal conveyor belt L3 (1,600 t.p.h. nominal). 1 second train 
of 7 mobile conveyors with stacker (CARFOS) (2 speeds: 1,600 and 
2,000 t.p.h. nominal. 3 mobile conveyors of 36 m. (1,600 — 2,000 t.p.h. 
nominal). 
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Port de Bouc/Caronte: Quay berths 
commercial operation of sea-going vessels: 
and 2 berths for river barges. 

Total length of quays: 763 m.; Usable berthing length: 1,000 m.; 
Permitted draft: 2 berths for barges with draft of less than 4 m.; 5 berths 
of 8 m. to less than 9 m. 

Berths reserved for repairs afloat (Agglomerate Quay No. 787): Total 
length of quays: 250 m. Max. draft 4.5 m. 

Equipment: 
Quay cranes: 2 cranes of 3-6 tonnes 
3 cranes of 6-12 tonnes 
2 cranes of 12 tonnes 

Seven cranes, private, forming part of the installations of the 
Etablissement Maritime de Caronte et de Fos (CARFOS) 

Quay gantries: 2 gantries of 10-20 tonnes, private (CARFOS) used for 
ores, stacking and removal from stock. Lifting capacity of the most 
powerful: 15 tonnes. 

1 phosphate reloading gantry (CARFOS) with a capacity of 400 t.p.h. 

Cranes allocated to naval repairs afloat, at the Agglomerate Quay: 2 
private cranes from 6 to less than 15 tonnes. Lifting capacity of the most 
powerful: 4-8 tonnes. 

Floating cranes: 1 private crane, with a lifting capacity of 100 tonnes. 


Storage: 


reserved exclusively for 
Berth Nos. 780 to 786 


Quay-side sheds 8,200 sq.m. (private) 
Other sheds or warehouses 4,875 sq.m. “y 
Quay-side open areas 16,000 sq.m. M4 
10,000 sq.m. _—_ (public) 
Other open areas 8,000 sq.m. (private) 


Bulk Liquids: Vegetable or animal oils and chemical products: 

1 public quay under private use (Favat installation) (Berth No. 780): 
Verminck Quay. Useful berthing length: 120 m. Permitted draft: 7.50 m. 

Discharge of oils is effected by shipboard pumps and the relay pump 
of the land installations — rate 200 t.p.h. 

Storage capacity: 6,000 tonnes. 

The Favat storage installations located outside the port area, on 
private property, have a total capacity of 12,000cu.m. These 
installations are connected by a network of 3 pipelines of 200,150 and 
100 mm. to the discharge points at the quayside. Storage Shed: 
4,000 sq.m. 

Chemical products exclusively: 1 private berth (Berth No. 786): 
Kuhlman Quay (Ets. Kuhlman). Useful berthing length: 140 m. Permitted 
draft: 7.10 m. Factory storage capacity: 2,500 tonnes. 


Bulk Solids: Ores, coal, heavy minerals: 

5 berths at the Caronte Quay (Berths Nos. 781-785) private use 
granted to Etablissement Maritime de Caronte et de Fos (CARFOS). 

Usable berthing length: 650 m. Permitted draft: 8.40 m. 

1 quay berth for loading phosphate barges, located between berth 
No. 785 and berth No. 780. Berthing length: 80 m. Permitted draft: 
3.50 m. 

The Caronte Quay has a specialised installation comprising: 

3 transporting units and weighing hoppers with a unit output of 
135 t.p.h. 

1 transporting unit and specialist weighing hopper specialised in 
wagon loading: output 150 t.p.h. 

2 weighing hopper towers — unit capacity: 1,200 tons per day. 

2 weighbridges (40 and 80 tonnes). 

The 7 scoop cranes are emptied into weighing hoppers which in turn 
discharge on to conveyor belts which terminate either above wagons to 
be loaded, into sheds or open storage areas. Hourly capacity per crane 
120 t.p.h. — 150 t.p.h. 

The quay is also equipped with 2 gantry cranes of 10 to 20 tonnes 
used for stacking and reclaiming minerals and 1 gantry crane with a 
capacity of 400 t.p.h. used for reloading phosphate. 

Storage capacity: 63,000 tonnes. 

The CARFOS storage installations include: 

3 phosphate sheds of 6,800 sq.m. 

1 ilmenite shed of 550 sq.m. 

1 open area of 6,000 sq.m. 

Oil seeds — oil cake: 2 berths (No. 784 and No. 785) at the Caronte 
Quay, private use granted to CARFOS 

Available berthing length: 170 m. each. Permitted draft: 8.84 m. 

Storage capacity: 10,000 tonnes. These berths are also used for ores, 
coal and heavy minerals. 

Installations and equipment: Identical to those on the quays for ores, 
coal and heavy minerals. 


Etang de Berre/La Mede: 
Available berthing length: La Mede — 70 m. Berre — 560 m. 
La Mede: 1 berth. Berre: 4 berths. 


Port of La Mede: Cie de Raffinage et de Distribution (C.R.D. Total). 
Berth No. 744. 


Available 
berthing Permitted 
Berth Type of length draft 
Name of Berth No. installation (m.) (m.) 
4 744 Pier 70 5.40 


The installations of the C.R.D. Total permit loading or unloading of 
100-600 cu.m./h. according to product. 

The installations of C.R.D. Total are connected to tanks by pipelines 
of varying sizes under the waters of the Berre Lake and Canal from 
Marseilles to the Rhone. 

Storage capacity: Depot of the Refinery of C.R.D. Total — 1,510,000 
tons of refined products to which may be added 346,500 tons of crude 
brought by pipeline from the berths at Lavera and Fos to the Refinery. 
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Port de La Pointe de Berre: Cie. de Raffinage Shell Francaise (Be, 
No. 751 to No. 754). Refined oil products. 4 private berths. 


Max. Permittes 
Berth length draft 
Berth Name No. (m.) (m.) 
751 160 7.31 
B 752 160 7.01 
Salins Berth 754 160 7.01 


South West (coasters) 753 80 3.60 

The berthing installations of the Cie. de Raffinage Shell Franca 
S.A. have connections to its tanks by specialised pipelines for the varig, 
products. They provide loading and discharge outputs from 12), 
2,500 cu.m./h. according to product. 

Storage capacity: Depot of the Port de La Pointe de Be 
154,000 tons. 

Storage area of the Shell Refinery 1,572,000 tons. 

To the above capacities should be added 303,000 tons of crude; 
brought by pipeline to the Shell Refinery from the Lavera and Fos ben 
BRIDGES: 1 railway bridge and 1 road bridge across Caronte Cay 
each having special times for opening. Ships of less than 21 m. heg 
clearance may pass below the railway bridge. Motorway bridge oy 
Caronte Canal with 44.00 m. clearance. 

STEVEDORES: To enable Agent order gangs important obtain accura 
ETA between 24 hours and 48 hours in advance. 2 shifts 0500; 
1300 hrs. and 1300 to 2100 hrs. normally 6 days a week. Confirmaty 
to be made at 0900 hrs. for afternoon shift, and 1700 hrs. for ne 
morning. 

MEDICAL: All hospital and medical facilities. Yellow fever inoculati 
made by appointed doctors. Masters to advise by radio prior arriva 
medical attendance is required on board. 

TANKERS: See ‘Berthing”’. 

DENSITY: About 1028. Variable in Canal de Caronte and Etang de Bey 
oad to discharge of hydraulic plant of St. Chamas. 

FRESH WATER: Available generally by pipes and hoses at the berth 
Water barges available from Marseille. 

FUEL: By barges for cargo ships and vessels in the Roads. Tankers; 
Lavera refuel by pipe-line at the berths. All grades available. 

FIRE PRECAUTIONS: Oil Harbour fitted with a system of 203 m 
(8 in.) or 254 mm. (10 in.) sea water pipes at 5 bars permanent pressu: 
It may be increased by pumping station up to 9 bars, and supp 
500 cu.m./hr. Each wharf has 5 fire hydrants with first-aid equipmer 
fire hoses and spray nozzle, foam nozzle with powder cans. If fire brea 
out on a ship, the hose handling gantries are protected by a screen; 
sprayed water. All fire equipment and installations are painted red. 

There is a special fire-fighting Corps with fire vessel. Call for fireme 
06.21.29 or in case of fire call Port de Bouc Control — phone 06.222 
or 06.63.39 or VHF Channel 16. 

CONSULS: Norwegian, Swedish, Danish and Spanish consuls at Po 
de Bouc. Others at Marseille. 

REPAIRS: Permission must be granted by Harbour Master only. 
DRY DOCKS: Nearest at Marseille. 

GANGWAY/DECK WATCHMEN: Available but not essential. 
OPENING/CLOSING HATCHES: Always by crew. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes every 5 daj 
wine/spirit: limited amount per man. 

REPATRIATION: All facilities for crew change and repatriation t 
railway or planes. 

AIRPORT: Marignane Airport 40 km. and Nice Airport 230 km. (Nice* 
SAS lines). 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: Same as “Marseille”. 

POLICE/AMBULANCE/FIRE: Police, 42.06.23.74 or 42.07.03.31; Ft 
42.06.21.29 or 42.06.28.37. 

TELEPHONE: On application can be connected on board at Laver 
Telephone ashore in other places. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Seamen going ashore should carry passpt 
or identity card. 

SHIP SUPPLY SERVICES: Auxiliaire Maritime: Monsieur 
Technical Manager — Tel: 42.06.09.89, 20 Cours Landrivon, 13110 
de Bouc, France. Telex: 430 274. Regular and spot launches service 
Port Service: Monsieur Erick Ganaye, Operations and Technic 
Manager, Place de Narvik, Port Petrolier, 13117 Lavera, France. Tt 
42.81.62.30, Telex: 401 305. Shinc boat service, Interpreters, sf 
helicopter service, watching. 

Societe Citerna: Anse Aubran 13110 Port de Bouc, France. % 
42.06.09.90, Telex: 420 730. Bunkering (with no limits of tonnage). 
Societe Ouvrages Sous-Marins et Portuaires: Monsieur Boscolo 
Director, Anse Aubran, 13110 Port de Bouc, France. Tel: 42.06.22# 
Telex: 400 035, SHinc diving operations — wet docking. Speak 
English, German and Spanish. 


SHIPMASTER’S REPORT: October 1987. 
Berth: Berth No. A1 at Lavera. 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest (including bond, ship's stores, currency, etc.). 

1 copy Health Declaration. 

The agent assisted with all formalities. 
Anchorage: The vessel anchored in Fos Bay about 1 mile West of Lavé 
North Breakwater (Port de Bouc). Pilot now compulsory for anchor 
Under certain circumstances vessels can vent off gas at anchor if w° 
from North. Use West anchorage. Normally for venting have to! 
12 miles off coast. 
Pilotage: Pilot boards off Lavera Buoy from a fast launch. , 
Reporting: Report to “Couronne” Signal Station on VHF Channels 
and 10 when inbound at Omega Buoy and when outbound lea 
Lavera or Fos. They require details of vessel, cargo type and tonna 
and destination. 


ayrents: There are strong currents in the Basin off Lavera piers due to 
H from Etang de Berre through Canal de Caronte. Eddies 
encountered in the vicinity of Berth A4. Vessels often experience strong 
~oss current off Port de Bouc entrance. 

Tugs Tugs not normally required by small vessels, except in strong 


eng: Vessel berthed at Berth A1 for loading ethylene, this being 
e nearest pier inside the harbour. If vessel is loading vinyl chloride 
monomer (VCM) Berth A4 is used. This berth is just behind Berth A1. 
gutadiene and propylene are also loaded at Berth A1. 

There are good fenders at both berths. 

Moorings consisted of 3 head/stern lines and 2 springs forward and 


* shore telephone is connected and an English speaking deck 
watchman is compulsory whilst working cargo only. 

Fresh water is available at both berths. 

g: Lorries delivering stores to Berth A1 may proceed to within 
40 m. of the ship's rail. However, at Berth A4 storing is difficult as lorries 
ae not allowed within 200 m. of the vessel. 
cargo: Ethylene (Berth A1) and VCM (Berth A4) are handled through 
gin. liquid and vapour Chicksans. 

The loading rate for ethylene is about 150 t.p.h. Digital temperature 
adout available. 

CM is loaded at an approximate rate of 230 t.p.h. 

At Berth A1 vapour return up to a back pressure of 3 Bar was obtained 
with ship's compressors. However, if vessel is careful, 2 compressors 
can be used to facilitate loading rate/cool down. 

At Berth A4 the shore stop was on the exact quantity. A tonnage 
check is given about 1 hour before completion. Anything in the 3 km. 
spore line must be taken on board. This was stated to be 140 tonnes 
put can be over or under by 10 tonnes. 

The GECO Surveyor is in constant attendance at both berths and the 
office is close at hand. The surveyor speaks fairly good English. 

Nitrogen can be taken from shore line at ambient temperature at both 
verths, rate about 500 cu.m.p.h. 

There are no shore foremen. 

The maximum venting to atmosphere that is allowed by Port Authority 
§ 10% of lower explosive limit of Cargo Vapour in tanks. 

General: The nearest airport is Marseilles Marinagne, which is about 
8miles away. 

Berth A1 telephone number from UK is 010 33 42.81.55.70. 

Berth A4 telephone number from UK is 010 33 42.81.56.36. 

Nitrogen can also be taken at H Bis Berth at far side of harbour. 
No meter on tank volume. Telephone from UK 010 33 42.81.84.44. 

Nitrogen also taken at “K1" Berth on the other side of pier from ‘A4’. 
Again, no meter on tank volume. No telephone available. 

No V.R.L./vent line at H Bis and K1 Berths, hence 100% LEL 
atmospheric venting. 

Port side to both berths. 

K1 Berth only for small vessels, stern protrudes. 

Also see Shipmaster's Report dated December 1988. 


SHIPMASTER’S REPORT: December 1988. 

The following is an update on Shipmaster’s Report, dated October 
1987. 
Berthing: Good fendering at both berths, except at Berth A1, one fender 
aft has a steel face which can cause damage. 

At Berth A1 vessels berth head-in starboard side alongside. At 
A4 Berth vessels usually berth starboard side alongside. 
Cargo: At Berth A1, the VRL for ethylene is now a 6 in. flexible steel 
hose. 
Fuel: Gas Oil available from shore line at Berth A1. Bunkering not 
alowed during cargo operations, but may be allowed during cooling 
down, depends on Shift Supervisor. 


AUTHORITY: Port Autonome de Marseille, Capitainerie des Bassins 
Quest, B.P.200, 13528 Port de Bouc Cedex. Tel: 42.06.22.26. Telex: 
440164 PORFOS. Cables: PORFOS. Contact: Harbour Master. 


(c) FOS: 43.24 N. 04.53 E. 


DOCUMENTS: 
Inward Declaration (Presented by Pilot on boarding). 
1 Cargo Manifest or Manifest in Ballast. 
Bill of Lading. 
Ship's Register (if required). 
6 Crew Lists (8 if Spanish or U.S.S.R. ship or ship bound for these 
countries). 
3 Passenger Lists. 
Health Declaration. 
Derat Certificate. 
3 Bunker Supply Forms. 
Declaration of crew personal effects, cameras, binoculars, radios, 
Cigarettes, tobacco, etc. 
fon inspection, articles or quantities not in conformity or in excess, 
Master held responsible, articles removed and heavy fines imposed. 
Shipmaster's Report: October 1988. 
1 copy Inward Declaration. 
1 copy Outward Declaration. 
1 copy Cargo Manifest. 
| copy Ship's Register. 
8 copies Crew List. 
3 copies Passenger List. 
| copy Maritime Declaration of Health. 
copies Personal Effects Declaration. 
2 copies Stores List. 
2 copies Transit Cargo List. 


(See Plan) 
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PILOTAGE: Compulsory. Contact by Marseilles radio or direct to pilot 
boat by VHF Channel 16 for calling, Channel 9 for traffic. Pilot boards 
in the roads between 2 and 2.5 miles S.W. of Bouc Tower or farther out 
if required. Motor launch, black hull, white cabin, white anchor on bow, 
flying “H” flag. 

Port de Bouc Port Control, call on Channel 12, Channel 12 for traffic. 
Pilot boat on Channel 16 for calling and Channel 14 for traffic. 
ANCHORAGE: It is recommended to ask for Pilot before anchoring in 
outer roads to avoid prohibited anchorages. Permanent watch on VHF 
Channel 12 compulsory. 

RESTRICTIONS: When large tankers are proceeding in the Fos 
Channel, other vessels’ entrance may be delayed. 

Access channel for very large vessels dredged to 22 m. over a width 
of 250 m. 

Notice: Port Authorities Instructions Concerning Fos/Lavera Tanker 
Areas. 
Special Notice No. 94/81. 

Re: Berthing of Tankers Loaded with Naphtha or Gasoline. 

Taking into account the recurring risks encountered with tankers 
discharging naphtha, super gasoline, gasoline or condensate, until 
further notice, it has been decided that only one vessel at a time, carrying 
said cargo, will be allowed to discharge in above areas of Port Autonome 
de Marseille. 

For the time being these restrictions do not apply to coasters. 

Furthermore, vessels concerned, whatsoever the year of building, will 
only be allowed alongside providing that pump room is clean, gas free 
and that no product is leaking at ship's valves or pumps. 

Should above conditions not be fulfilled vessels could not be accepted 
in above areas. 

MAX. SIZE: Max. draft at Oil Jetty 22.25 m.; Solmer in Dock No. 1 — 
18.6 m.; Mineral Quay in Dock No. 1 — 14.93 m. Dock No. 2 — 17.07 m. 
Dock No. 3 — 14.93 m. 

HEALTH: Pratique given by Customs Officers who board on arrival. In 
case of suspected disease on board, notify Agent by radio before arrival. 
See also “Marseilles”. 

RADIO: Within 150 miles, traffic should be routed through Marseilles 
Radio, FFM, otherwise via St. Lys. FFL. 

VHF: Channel 12 for calling and traffic.Channel 14 for pilot. 

RADAR: Port and approach radar station. 

TUGS: Tugs normally join vessel in the entrance channel. Ship's lines 
are used, or from tugs if required. 

GENERAL CARGO FACILITIES: End of the Mole between Docks 
2 and 3: 1 berth (No. 870). Serviceable length: 110m. Max. draft: 
6.50 m. 

This berth permits sea-going barges to come alongside and is 
reserved for stern-loading Ro-Ro vessels. 

Gloria Basin: On the East side of the basin: The Brule Tabac Quay for 
miscellaneous traffic. 

3 berths (Nos. 871-873). 

Berth 871: Serviceable length: 221 m. Max. draft: 11.50 m. 

It is equipped with a floating ramp for Ro/Ro traffic. 

Berth 872: Serviceable length: 222 m. Max. draft: 11.50 m. 

Berth 873: Serviceable length: 222 m. Max. draft: 10.80 m. 

It is equipped with a floating pontoon, permitting access for stern- 
loading Ro/Ro vessels. 

Equipment: 1 quayside railway for direct transhipment; 2x15 tonne 
mobile cranes; 1x8 tonne mobile crane; a storage area of 170,000 
sq.m.; a transit shed of 9,000 sq.m. 

In addition to the above equipment, the Port Authority's 500/600 
tonnes floating derrick “Protis” is available for use in the harbour areas 
of Marseilles, Port Saint Louis du Rhone and Fos. 

On the West side of the basin: A deep-water quay, the Gloria, will be 
able to receive vessels of ever-increasing size which cannot be 
accommodated at the quays of Port Saint Louis du Rhone. (Phase 1 
completed). 

Berth 821: Solmer finished products dispatch quay. 

South Dock: Length 360m. Max. draft: 12.00 m. Equipped with 
2 cranes of 50 tonnes at 26 m. 

Berth 859: Private berth at the end of Dock 2, serving the installations 
of the Compagnie Francaise d’Entreprises Metalliques (CFEM). 

Length: 120 m. Max. draft: 6.10 m. 

BULK HANDLING FACILITIES: Fuel, solid minerals, ores: 3 public 
berths and 2 private berths. 

Public Berths: 

3 berths Q1 (No. 851), Q2 (No. 852) and Q3 (No. 853) in Dock 1 , West 
Quay: Total length of quay: 884 m. Usable length of quay: 850 m. Max. 
depth of water at quay side berth: 16 m. 

Largest admissible ship: Deadweight capacity: 100,000 d.w.t. 
(approx.). Length: about 300 m. Max. draft: 49 ft. (14.93 m.). 

Equipment: (Capacities for products of density = 1.3). 

For discharge: 2 20 tons bucket gantry cranes (P1.P2) (2x 700 t.p.h. 
peak output). 2x15 tons at 30m. reach, bucket cranes (K1.K2) 
(2600 t.p.h. peak output). 2x70 cu.m. hoppers connected to cranes. 

For loading: 1 continuous loading gantry C1 (Aluminium Pechiney) 
(1,500 t.p.h. peak output). 1 continuous loading gantry C2 for ships up 
to 50,000 d.w.t. (1,600 t.p.h. peak output). 1 assembly loader (tilting 
conveyor with feeder) for ships up to 25,000 d.w.t. (1,500 t.p.h. peak 
output). 1 loading berth for river barges (800 t.p.h. peak output). 

Conveyors: 1 fixed reversible longitudinal conveyor belt L1 (2 speeds: 
4,600 and 2,000 t.p.h. nominal). 1 fixed reversible transversal conveyor 
belt T1 (1,600 t.p.h. nominal). 1 train of 7 mobile conveyors (PMA) with 
stacker (1,600 t.p.h. nominal). 1 fixed longitudinal conveyor belt LP 
supplying loading gantry C1. 1 fixed import transversal conveyor belt T2 
(2 speeds: 1,600 and 3,400 t.p.h. nominal). 1 fixed reversible longitudinal 
conveyor belt L2 (2 speeds: 1,600 and 3,400 t.p.h. nominal). 1 reversible 
fixed longitudinal conveyor belt L3 (1,600 t.p.h. nominal). 1 second train 
of 7 mobile conveyors with stacker (CARFOS) (2 speeds: 1,600 and 
2,000 t.p.h. nominal. 3 mobile conveyors of 36 m. (1,600 — 2,000 t.p.h. 
nominal). 
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Storage: Buffer stock: approx. 7 acres. Storage area: approx. 21 ha. 
Covered storage: 3,840 sq.m. shed. Whole storage capacity: approx. 
900,000 cu.m. (excluding buffer stock. 25,000 tons aluminium silo 
(Aluminium Pechiney). 

Commercial throughput subject to product specific gravity and grade, 
type of vessel, operating conditions. 

Discharge: Three shifts daily (20 hours work) commercial rate for 
products from specific density 0.8 (coal) to 1.3 (bauxite, sulphur): Using 
2x20 ton bucket gantry cranes: 12,000 to 16,000 t.p.day. Using 2* 15 
ton bucket cranes: 7,000 to 10,000 t.p.day. 

Loading: Hourly commercial output for products of 0.8 to1.3 specific 
density: With the loading gantry C1: 600 to 1,000 t.p.h. With the loading 
gantry C2: 800 to 1,300 t.p.h. With combined use of assembly loader 
(inclinable conveyor) and feeder: 300 to 600 t.p.h. On the river barge 
berth: 600 t.p.h. 

Annual terminal throughput capacity between 4.0 and 4.5 million 
tonnes per year consisting of: 

3.0 to 3.5 million tonnes incoming cargo. 1.5 to 1.0 million tonnes 
outgoing cargo. 


DEVELOPMENTS SINCE 1983. 

Maximum water depth on Berth Q2: Deepened to 17.50 m. 

Largest admissible vessel: Deadweight capacity: 140,000 d.w.t. 
(approx.). Draft: 55 ft. (16.76 m.). 

Equipment: For discharge: 1 Five Cail Babcock continuous unloader 
(P+) for vessels up to 150,000 d.w.t. Peak output: 2,200 t.p.h. (coal). 
2,700 t.p.h. (bauxite). 

River barge loading berth. A new river barge loading berth with 
commercial output reaching (100 m. long North End): 750 t.p.h. 

Conveyors. 1 fixed transversal export conveyor belt T3 supplying 
either conveyor belt L3 to loading gantry C2 or river barge berth. 

Discharging commercial output. Three shifts daily (20 hrs. work) 
commercial rate on a 140,000 d.w.t. bulk carrier for product of specific 
density 0.8 (coal). Using: 1 continuous unloader (P+) plus 1 train of 
mobile conveyors: 22,000 t.p.day. Using 1 continuous unloader (P+) 
plus 2x15 ton bucket cranes (K1.K2) plus high capacity storage 
installation: 28,000 t.p.day. 

Annual terminal throughput capacity. Between 5.0 and 6.0 million 
tonnes per year consisting of: 4.0 to 5.0 million tonnes incoming cargo. 
2.0 to 1.0 million tonnes outgoing cargo. 

Until the high capacity storage installation is put into service, this traffic 
capacity can only be reached by increasing the turnover rates of existing 
storage areas. 

A further quay and equipment is planned to handle much larger 
vessels. 


DRY BULK EQUIPMENT: P.M.A. equipment: 

2x20 tonne bucket gantry cranes. 2 cranes of 15 tonnes at 30 m. 6 
fixed conveyors. 10 public and 7 private mobile conveyors. 2 stackers 
on tyres. 3 feeders with a capacity of 1,500 t.p.h.; 1 of these is privately 
owned. 1 ship loader of 1,000 t.p.h. capacity. 1 continuous unloader with 
a capacity of 28,000 tonnes per day has also been brought into service. 

Private equipment: 2 discharging gantry cranes on the Solmer import 
quay. 2 cranes of 50 tonnes at 26m. on the Solmer export quay. 1 
loading gantry crane of 1,500 t.p.h. conceded to a private firm (Pechiney 
Co.) with the obligation to give public service on the ore quay. 
Private Berths: Two private berths (Nos. 811 — 812) in Dock 1 — Eastern 
Quay. Ste. Solmer reception quay. . 

Available berthing length: 640 m. Permitted draft: 18.60 m. 

Annual capacity of loading or discharge: 

Solid minerals, fuels — Coal: 3,000,000 tons/year. 

Ores: 4,000,000 tons/year. 

The Societe Solmer Quay is equipped with 2x40 ton gantries, each 
having an hourly rate of discharge of 2,000 tons. 
Storage Capacity: Fuel, solid minerals, Coal: 350,000 tons. 

Ores: 1,000,000 tons. 

Societe Solmer has a quayside open area of 360,000 sq.m. for the 

receipt and storage of coal and ores. 


LNG FACILITIES: 
At Dock No. 1. (Berth No. 830) (Owned by Gaz de France). 

Length available for berthing 180 m. Max. draft 9.75 m. 

2 storage tanks, for LNG in the liquid phase (—160°C.), each with a 
capacity of 35,000 cu. m. (1,235,500 cu. ft.) and 180,000 cu.m. 

The pumps on the LNG Carrier discharge through articulated pipes 
of 300 mm. diameter (11.8 in.), 3 are specifically for discharge; one is 
to return the methane, in the vapour phase to the carrier. 

After warming up from the liquid phase, with the addition of nitrogen 
to conform with the value in the French Gas Grid, the gas, in the vapour 
phase, is despatched by pipe-line to the underground storage at 
Tersanne, 214 km. from Fos (134 miles), and to Marseilles and the Cote 
d'Azur. 


LPG FACILITIES: Propane: Geogaz’s underground storage of 
120,000 cu.m. at Lavera is connected directly by pipe-line to the oil 
refineries and the port 
Butane: Underground storage of Geobutane at Lavera. Capacity of 
170,000 cu.m. can now be raised to 230,000 cu.m. following a positive 
yeu survey. 

eshipment Traffic: The port has established an international reputation 
for its technically delicate operations. 


oa PRODUCTS: 2 privately managed berths on the East quay 
of Dock 2. 

Facilities of the ATOFOS Company (Berth 858): 

Serviceable length: 90 m.; Max. draft: 11.30 m. 

This berth is reserved for the export of chemical products such as 
vinyl monomer chloride and washing soda. 

Arco Terminal: 

Serviceable length: 135 m. Max. draft 11.30 m. 

This berth is reserved for the export of different products (MTBA, 

MTBE, Oxynol, Oxide Proplyene, etc.). 
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CONTAINER HANDLING FACILITIES: 

5 berths (Nos. 862-866) in Dock 2, Graveleau Quay. 

Available berthing length: 1,060 m. 

Permitted draft: 13.00 m. (Berth No. 866 — max. draft 13.00 m. 

Annual loading or discharge capacity: 150,000 containg 
i.e. 2,500,000 tonnes (approx.) (20 ft. and 40 ft.) 

P.M.A. equipment: 5 Paceco quayside gantry cranes of 40 tonm 
capacity 20 — 25 containers p.h. and 2 Caillard gantry cranes, 
40 tonnes. 

Private equipment for handling containers on ground surfaces: 

2 transtainers (on tyres) capable of stradling 6 rows, 4 high, plu 
service road and of lifting 40 tonnes; 15 front-lifters with 40 tonne lift 
capacity; 6 fork-lift trucks with 12 tonne lifting capacity; 2 fork-lift trug 
with 10 tonne lifting capacity; 10 fork-lift trucks with 3 tonnes litt 
capacity; 32 park tractors with adjustable couplers; 77 skeleton trai 
for containers. 

Storage capacity: 15,000 containers i.e. 225,000 tonnes (appro 
(20 ft. and 40 ft.). Users have at their disposal a storage area with 
total surface of 27 hectares. 

Annual capacity of output or input: 150,000 containers (20 ft. » 
40 ft.) i.e.: 2,000,000 tonnes (approx.) by lorries or railway. The Fren 
Railways Transcontainers terminal has 2 gantries on open areas w 
lifting capacity of 40 tonnes. 

The terminal also has: A control centre of 2,000 sq.m.; 2 service are 
of 200m.x70m.; a stuffing and unstuffing area of 3,200 sq» 
comprising 2 sheds of 25 m.x20 m. each. 

MEDICAL: All hospital and medical facilities. Yellow fever inoculati 
made by appointed doctors. Masters to advise by radio, prior arrival 
medical attendance required on board. 

TANKERS: Chicksan loading/discharge arms fitted at all berths. Ballz 
discharge ashore through pipe-line. Tank cleaning slop or oil resid 
not accepted through shore line, but can be disposed of by barge fre 
Marseilles. Possibility of crude cleaning for vessels with inert gas syste 
if cleaning does not exceed time of discharging operations. 

Crude: 6 public berths, of which 2 are multi-purpose O and 0 Bis (No 
800 and 807). 


Berthing 
Designation Berth Length Max. Draft 

No. (m.) (m.) 

-0O 800 250 12.40 

0 Bis 807 250 12.80 

1 801 370 20.58 

2 802 350 17.90 

3 803 420 22.25 


4 804 420 

Berths 0 and 0 Bis (800 and 807) are equipped to handle either expo 
or import of refined products, or the loading of crude oil from a tank 
moored at one of the Berths 1, 2 or 3 (Nos. 801, 802, 803) 

Berths 1, 2 and 3 (Nos. 801, 802, 803) are for receiving crude oil on) 
Berth 2 (No. 802) is specially equipped to tranship, by using spec 
pipe-lines, crude oil from a vessel alongside at Berth 1 (No. 801) a 
No. 3 (No. 803). 

Specialised lines, dependent upon the nature of the products, conne 
these berths to the oil depot of Fos, to the CRAU depot (Shell-C.FF 
B.P.) to the Esso refinery and to the S.P.S.E. terminal, all located in Fo 

Shipmaster's Report: October 1986. 

On Berth Nos. 1, 2 and 3 the outboard lifeboat is to be lowered dor 
to the embarkation deck and rigged ready for immediate use. 
Storage Capacity: 


S.P.S.E. Terminal 2,660,000 cu.m. 
CRAU Depot 1,910,000 cu.m. 
Esso Refinery 1,040,000 cu.m. 

Total: 5,610,000 cu.m. 


Berth 4 (No. 804): Located at Mole No. 2 of the oil terminal, offers! 
a primary stage a depth of water of 15m. The berth is intended 
berthing in ballast of vessels of 550,000 d.w.t. for washing out tart 
prior to repair. 

It also permits the reception of crude oil imports and the transhipme 
of crude from tankers moored at Berths 801, 802 and 803. 

The maximum permissible draft is at present 14 m. 

The berth is connected to the new deballasting station by a 20! 
diameter pipe-line. During the current first phase of development, 
station treats only ballast of low oil content. 

The berth can also be used for discharging crude from tankers # 
drafts up to 14.02 m., and is equipped with one 42 in. diameter dischag 
pipe and two 16 in. diameter discharge arms. 

During the current first phase of development, this berth is © 
equipped with refuelling pipes or boarding towers. 

This berth is also used for transhipment from ship to ship (alongs 
each other) for crude and gas operations. 

Refined Products: 4 berths of which 2 are multi-purpose — 0 and 02 


(Nos. 800 and 807). 
Berthing Max. 
Designation Berth Length Dratt Remarks 

No. (m.) (m.) 

fe) 800 250 12.40 Public 

0 Bis 807 250 12.80 Public 

C.2 808 100 6.30 Public 

Solmer 821A 100 5.50 Private 


Independently of the receipt of crude oil, berths 0 and 0 Bis & 
equipped to handle either refined product import or export traffic, or® 
loading of crude oil from tankers berthed at berths 1, 2 and 3 (801, 8 
803). 

Berth C.2 (No. 808) specialises in loading refined products on coat 
vessels and the Solmer berth specialises in the receipt of fuel oil. 
Storage capacity: 


Fos Oil Depot 522,000 cu.m. 
Esso Refinery 1,023,000 cu.m. 
Total: 1,545,000 cu.m. 


rt: 

perch Procedures: Tugs are secured in the dredged channel between 
guy Nos. 3 to 7, using the “On the Hook’ method. Tugs watch VHF 
enannel 6. 

hades or ballasted tankers are usually berthed starboard side to the 
neh and are swung on departure. But on request (ship's manifold too 
fat displaced or only one gangway available) or in some weather 
»aditions (S.E. winds), ships may be berthed port side alongside. The 
gwing is always difficult and requires careful attention. 

ysual parallel landing method is followed for Berths 0 — 0 Bis and 4, 
andship's anchor may sometimes be used in special weather conditions. 

When instructed to Berth at No. 1 or 2, Masters should be aware that 
the speed has to be carefully checked and agreed with the Pilots. When 
gassing the last buoy of the channel (No. 11), the engine has to be put 
ql astern” and the effect of the propeller may bring the vessel 
approximately parallel to the jetty. The berth approach is then conducted 
xan angle of less than 30° with tugs’ control. 

Only Berth No. 4 is equipped with an approach velocity indicator which 
may be moved to No. 3 in the future. 

For all the berths, ships’ lines are taken ashore by mooring launches 
snd lifted by hand on to the bollards or quick release hooks. 

Spring lines are sent first, then breast lines and tugs will come 
gongside to push. Mooring boats make VHF contact on Channel 6. 

Shore gangways are available only on Berth Nos. 1, 2 and 3, put on 
he ship's deck forward of the manifold (ships’ lifebuoys used). On the 
ather berth ships’ gangways are needed with safety nets and lifebuoys. 
Berths; Managed by the “Port Autonome de Marseilles”, the berths 
consist of concrete platforms with rubber fenders. All are equipped with 
counter balanced hard arms, bolted connections. Shore personnel carry 
aut connections/disconnections and a permanent watch is maintained 
onthe berth. This watch may be made from a contro! room where video 


_ surveillance is carried out for the berths by one camera mounted on the 


gms and another one watching the entire berth. 
The outside arms can be used for bunkering and for discharge of 


) ballast. 


Storage for ballast is up to 80,000 cu.m. and discharge rate to 
5,000 cu.m.p.h. 

Shore lines have No Non-Return valves, and ships are advised to 
carefully close their manifold gate valves during any stops. 

Port Regulations give maximum cargo temperature allowed for 
dscharging heated cargo using crude oil lines: in these special cases, 
55°C (131°F) may not be exceeded. 

BALLAST: deballasting station: This station is situated to the rear of 
the oil jetties; in the current phase of development it treats ballast of 


. only low oil content. 


is 


its main characteristics are as follows: 

Primary separation: 4,000 cu.m/hr., with apparatus for removing 
sediment and the oil recovered. 

Intermediate storage in a basin of 80,000 cu.m., 320 m. long by 108 m. 
wide by 3.50 m. deep. 

Secondary separation capable of rejecting water containing less than 
5p.p.m. of crude oil and petroleum products (by infra-red measurement) 
with a throughput of 250 cu.m/hr. 

Storage of oil-rich mixtures (slops) 4x 360 cu.m. 

Auxiliary installations (fire). 

Storage of oil-rich mixtures, 4,520 cu.m. will shortly be in service. 
FRESH WATER: Available by pipe-line at all berths. 

FUEL: Available by barge only. 
FIRE PRECAUTIONS: A special fire fighting corp. operates at Fos. Tel. 
hate .29 or Port de Bouc Control on VHF Channel 12 or Telephone 

06.63.39. 

CONSULS: Norwegian, Swedish, Danish and Spanish Consuls at Port 

de Bouc. Others at Marseilles. 

REPAIRS: Ore berth can be used as a repairs berth when not required 

lor cargo operations. Permission must be obtained for tanker repairs. 
oo repairs if vessel is not gas free. Permission given by Harbour 
aster only. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes every 5 days. 
Wine/Spirits: limited amount allowed per man. 

AIRPORT: Marseilles/Marignane Airport about 60 km. distance. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 

TELEPHONES: On application, telephones can be connected on board. 


SHIPMASTER’S REPORT: August 1987 (updated 1990). 
8erth: ATOFOS Berth. 
Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

\ copy Health Declaration. 

Pilotage: Pilot boards at No. 3 Bis Buoy, 1.5 miles North West of Lavera 
oy. The vessel is to call Port de Bouc Control 2 hours before arrival 
and on passing Omega Buoy. The distance from No. 3 Bis Buoy to the 
terth is 5 miles. 

Serthing: ATOFOS Berth is a private facility at the North East end of 
Dock 2. The depth alongside is 12 m. The berth is capable of handling 
30,000 d.w.t. vessels. Products handled are vinyl chloride monomer 
CM) and caustic soda. 

The berth has a 50 m. face with mooring/fender dolphins either side 
ving a flat fendering of about 100 m. The vessel berthed port side to, 
ad out. The mooring dolphins are fitted with large rubber fenders. 
“gs: No tugs are required by small vessels, mooring to the dolphin and 
ne Shore is carried out by use of a launch. 

“ago: VCM is handled through an 8 in. Chicksan with a 6 in. vapour 
a line attached. Caustic soda is also handled through a Chicksan 
ir North end of the pier. The VCM Chicksan is in the centre of the 


Vapour is returned to the shore tanks. 


| =a 


FRANCE 


VCM intake temperatures average —8°C and the loading rate is 
approximately 260 cu.m.p.h. VCM storage not inhibited. Inhibitor added 
to each ship's tank through loading arm, after first foot samples taken. 

The ship makes the stops. After completion ship blows back ashore. 

The plant/berth works in tandem with Berth A4 at Lavera. If Lavera 

berth is occupied and the ATOFOS berth free, ships berth at ATOFOS. 
Storing: Diesel trucks are allowed to back-up to within 50 m. of the 
vessel. Fuel tankers and lub. oil tankers are not allowed near the vessel 
while the arm is connected. 
General: Fresh water is available at the quay. There is no charge made. 
Developments: A new chemical complex and berth are under 
construction for ARCO Chemical Company 3 cables South East of 
ATOFOS. It is anticipated that the berth will handle 1 vessel a day and 
average about 300 vessels per year. 


AUTHORITY: Port Autonome de Marseille, Capitainerie des Bassins 
Quest, B.P. 200, 13528 Port de Bouc Cedex. Tel: 42.06.22.26. 
Telex: 42.44.01.64 Porfos. Cables: Porfos. Contact: Harbour Master. 


NANTES: 47.14 N. 01.34 W. 

ST. NAZAIRE: 47.17 N. 02.12 W. 
DONGES: 47.18 N. 02.04 W. 
MONTOIR: 47.18 N. 02.08 W. 


DOCUMENTS: 

Cargo Manifest or Manifest of Ballast. 

Certificate of Cargo Space. 

Bills of Lading. 

Ship’s Register. 

6 Crew Lists. 

3 Passenger Lists. 

Health Declaration. 

Derat Certificate or Exemption. 

Declaration of Crew Personal Effects. 
PILOTAGE: Compulsory for vessels longer than 75 m. Pilotage is not 
compulsory for vessels under 75 m. LOA if they are equipped with radar 
and VHF and have no hazardons cargo onboard. Pilotage starts about 
4 miles North of lighthouse of Le Pilier, on lightbuoy “SN.3". Pilot boat 
on station day and night, if weather conditions permit, West of a line 
drawn between “SN 3” lightbuoy and lightbuoy of “La Couronnee” about 
2 miles N.N.E. If Pilot unable to come aboard he may invite ship to follow 
his boat until they have reached better shelter. Ships heading for one 
of the Loire estuary ports should give ETA at least 24 hours before arrival 
to Port Captain of Saint-Nazaire. Approximate time of arrival at “SN 3” 
buoy, the onward destination and speed should be given. VHF contact 
can be made direct with St. Nazaire pilot boat or “Estuaire de la Loire” 
pilot station. 
ANCHORAGE: When Pilot service withdrawn, anchor near “SN 3” 
lightbuoy or in “Rade des Charpentiers”. In rough sea ships heave to 
off harbour. In case of doubt contact pilot boat by VHF or phone. Vessels 
are not allowed to anchor before Quay Emile Cormerais and Chevire 
Power Station Embankment (cables). 
MAX. SIZE: 
St. Nazaire: South Entrance Lock: Max. LOA 210 m. Max. draft 8.50 m. 
Max. beam 28 m. 
Montoir: Length 300 m., max. draft 16.1 m. 
Donges: Length 350 m., max. draft 16.1 m. 
Nantes: Length up to 225 m., max. draft 10.05 m., minimum 8.55 m. 
HEALTH: Pratique given by Customs Officers who board on arrival. If 
any case of suspected disease on board or any reason why vessel 
should not receive Free Pratique Master should radio Agent before 
arrival, advising full details. 
RADIO: St. Nazaire Radio operates on 1687 MHz. It keeps a continuous 
watch on VHF Channel 16 and 2182 kHz. 
VHF: VHF Radiotelephone must be used for giving information and 
obtaining clearance to navigate from the Harbour Master. 

The following Channels and frequencies are used: 


(See Plan) 


Channel 16 Frequency: 156.8 MHz 
Channel 12 Frequency: 156.6 MHz 
Channel 6 Frequency: 156.3 MHz 


The Pilots can be contacted on VHF Channels 16 and 12. 
A continuous watch is maintained on Channels 16 and 12. 
RADAR: The radar service can be contacted on VHF Channels 16 and 


ie 
TUGS: Nantes: 4 “Abeille” tugs 500 h.p. to 1,000 h.p. 
Donges — Montoir — St. Nazaire: 6 tugs 2,000 h.p. to 4,500 h.p. They 
are provided by Societe Nazairienne de Remurguage. 
BERTHING: St. Nazaire: Is a port with locks. Max. draft: 28 ft. (vessels 
up to 20 — 25,000 d.w.t. in the best conditions of tides). 

Dock Water Density: 1003 to 1025. 

Length of Quay: 2,700 m. 

Number of Berths: 15. 

Numerous cranes up to 12 tons and a 400 ton derrick. 
Traffic: Timber, heavy loads, metallurgical products, refined products, 
fertilizers, grain (capacity of the grain silo: 10,000 tons. Loading rate 
400 t.p.h.), oil seeds, phosphates. Tanker berth — Deballasting station. 
Ro/Ro operations can be carried out. 

Montoir: Port Authority use own steel cables to supplement ship's ropes. 

Dock Water Density: 1000 to 1020. 
Specialised Facilities: Ro/Ro Berth — Max. LOA 140 m. Warehousing 
and 36,960 sq.m. of back up land. 

LNG: 2 privately managed berths can receive gas-carriers up to 
125,000 cu.m. Also see “Shipmasters Report” dated “June 1980”. 
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Dry Bulk: Length of quay 818 m., cranage 2x15 tons, 5x 15/30 tons 
average throughput per crane 500 t.p.h. Storage facilities and grain silo 
with gantry crane. 

Traffic: Oil seeds, oil cakes, timber, coal, soya pellets, fertilisers. 

Liquid Chemicals: Connections for acids and liquids, molasses 
average throughput: 600 t.p.h. 

Container Terminal: Length of quay: 360 m., max. draft 12.0 m. Storage 
facilities, 2x25 ton cranes and one gantry crane. Ro/Ro vessels with 
side ramps also berth. 24 power points for refrigerated containers. 
Coal: A coal berth is operational to receive ore carriers up to 140,000 
d.w.t., rate 2,500 t.p.h. 

Donges: Mooring of vessels to Dock No. 3 is performed with ship's 
ropes. On Dock Nos. 4, 5, 6 and 7, Port Authority use own steel cables 
to which ship is secured to supplement her own ropes. 

Berth Nos. 5, 6 and 7: To reduce the time of mooring a special mooring 
gang can be put at Master's disposal for arrival and departure. 
Arrangements must be made 48 hours in advance of this service. 
Permanent watch on VHF Channel 16 is recommended. 

Tanker Berths: Can receive fully loaded tankers of 120,000 — 140,000 
d.w.t. or the 280,000 d.w.t. lightened. Number of berths 7. 

4 berths are designed for handling refined products and LPG. 
Throughput: 1,500 to 5,000 cu.m./hr. 

3 berths are designed for discharging crude oil. Throughput: 
10,000 cu.m./hr. 

Crude Connections: No. 5 Berth 4x12 in. Chicksan arms, 12 holes 
type 150 Ibs. No. 6 Berth 5x 12 in. No. 7 Berth 5x16 in. Chicksan arms. 
12 holes type 150 Ibs. Reducers available, notice required prior to arrival. 

Bunkering Lines: No. 5 Berth 8 in. Chicksan arm with 6 in. connection. 
No. 6 Berth, 6 in., 8 in., or 12 in. No. 7 Berth 16 in. 

Camet: Berth for tankers up to 180 m. LOA. 

Nantes: Vessels may be moored with bow facing up or downstream. 
During heavy flood periods, however, bow to face upstream. 

Dock Water Density: 1000. 

Quai Chevire: Traffic: Timber and containers. 3 berths. Cranes up to 
25 tons. Two 15 to 25 ton cranes are able to operate together, providing 
a 25 ton to 45 ton lifting capacity. Spreader available for handling 20 ft. 
containers (about 20 containers per hour). Storage facilities. 

Quai Wilson: Length 1,472 m., 13 berths. Traffic: Heavy loads and 
containers in the Eastern part. 

Phosphates, coal, pyrites, sulphur, salt, sugar, fruits and vegetables. 
Storage facilities. Numerous cranes up to 60 tons capacity. 

Quai Roche-Maurice: 6 berths. Cranes up to 6 tons capacity. 
Discharging: phosphates, grains (loading rate 700 t.p.h.), molasses, 
fertilizers. Storage capacity of the grain silo: 80,000 tons. 

Additional facilities for discharging oil and coaltar, chemical products, 
wine and various cargoes, length of quays: 1,500 m. 

CRANES: 60 ton heavy lift crane at Nantes. 400 ton derrick at 
St. Nazaire. 

BRIDGES: Vessels coming up the river to Montoir, Donges and 
upstream pass underneath the St. Nazaire bridge: Clearance 61 m. at 
lowest water. 

Clearance under Chevire Bridge (under construction) is 56 m. 
STEVEDORES: Available. 

MEDICAL: Facilities available at any time. 
TANKERS: See “Berthing”. 

Degassing and deballasting operations possible at St. Nazaire, 
capacity 1,700 cu.m.p.h. i 
FRESH WATER: Available at docks. 

FUEL: Available in any grade or viscosity. Advance notice of at least 
2 days must be given if vessel has to bunker on Saturday or Sunday. 
Otherwise, delivery within 36 hours by barge. 

FIRE PRECAUTIONS: Usual precautions for tankers in neighbourhood 
of refineries. No fire, no smoking, Ground wire for ship. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Done by crew. 


CONSULS: 

Algeria 40.74.38.19 Netherlands 40.47.16.31 
Belgium 40.71.57.10 Norway 40.71.33.35 
Brazil 40.47.72.21 Portugal 40.73.05.04 

40.22.41.46 Spain 40.48.67.95 
Denmark 40.71.89.13 Sweden 40.34.00.67 
Finland 40.75.53.08 Switzerland 40.71.67.66 
Germany F.R. 40.73.29.46 Tunisia 40.71.10.52 
Greece 40.73.46.13 United Kingdom 40.71.08.50 


REPAIRS/DRY DOCKS: Very good facilities exist for all types of repairs. 

St. Nazaire: “L. Joubert” graving dock, length 350 m., width 50 m. 
Dock can accommodate ships up to 240,000 d.w.t. 

Dry Docks: No. 1 Ships up to 40,000 d.w.t. No. 2 Ships up to 1,500 
d.w.t. No. 3 Ships up to 6,000 d.w.t. 

Nantes: One careening unit of 1,700 ton accommodating ships up to 
100 m. long. 
CUSTOMS ALLOWANCES: Tobacco: 300 cigarettes or 75 cigars. 
Wine; 7 pints. Spirits: up to 22°— 5.3 pints, beyond 22°— 2.7 pints. 
Coffee: 26 ozs. Tea: 5 ozs. 
AIRPORT: Nantes: Good connections with French internal network (Air 
Inter) and also international, mainly with stop-over Paris. 5 daily flights 


to the capital. Direct flights to Bordeaux, Lorient, La Rochelle, Lyon, etc. 


St. Nazaire: 2 daily flights to Paris. 

TIME: GMT plus 1 hour, seasonal alteration. 

HOLIDAYS: New Year (1st January, no labour available); Easter 
Sunday (possibility of labour with overtime); Easter Monday (no labour 
available); Labour Day (1st May, no labour available); Ascension Day 
(possibility of labour with overtime); Whit Sunday (possibility of labour 
with overtime); Whit Monday (no labour available); National Day (14th 
July, no labour available); Assumption Day (15th August, no labour 
available); All Saints’ Day (1st November, no labour available); Armistice 
Day (11th November, possibility of labour with overtime); Christmas Day 
(25th December, no labour available). N.B. Every Sunday and day 
po pr “possibility of labour with overtime” can be worked at the rate 
of 100%. 
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POLICE/FIRE/AMBULANCE: Police 17; Fire 18; Ambulance 18. 
TELEPHONE: Arrangements are possible. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Not needed. 


SHIPMASTER’S REPORT: June 1980. 

Montoir: (Discharging ammonia) — See “Plan”. 

Approaches: B.A. 3216, 2989 and 2647, outer coverage not very goy 
Arrived in good visibility so shore lights gave good positions. lle de Y 
does not show up very well on the radar until only about 16 miles ¢ 
The light on Ile de Yeu is listed on different charts as having differe 
characteristics and in fact agreed with that in the Light List. The mainla, 
showed up for some considerable distance but no worthwhile deta 
were identified until well up to “SN1” Buoy (Racon). 

The light on “SN2” was seen about the same time as “SN1" ang, 
much brighter. Both buoys were seen on radar at ten miles. As the 
are many fishing vessels, identification of these buoys in poor visibis 
would require a great deal of care. 

Once in the “tanker channel!” proceed to the pilot station as indicaly 
on the chart. 

NOTE: Remember the standard message to “Surnav France” fo, 
tanker carrying hydrocarbons. 

Pilotage: Contact made on Channel 16, working Channel 12. Go 
communications. 

Pilot cutter is a large vessel which will come close alongside and se 
away a small boat. Pilot ladder virtually to the water. 

The cutter surprised us by steaming towards us at full speed andy 
eventually met some 3 miles West of the boarding area. 

Vessel may only berth (and unberth) at slack water at Montoir. Ben 
loaded means having to arrive at the top of the tide, although if in balla 
one may sail at low slack water. Should any supertankers be moving: 
that time, presumably having booked their tide first, vessel will nots 
allowed to sail. The Pilot could not confirm whether incoming ships he 
priority. 

NOTE: Unberthing tugs and Pilot to be booked by 1800 hrs. for th 
following morning. Vessel charged if unable to meet that particular slap 
water after ordering. 

Three tugs used for berthing and unberthing; tugs lines, 1 forwar 
1 aft and 1 pushing amidships. Backsprings sent away first. 

When unberthing vessel moves upstream to turn. 

Mooring boat to handle ropes. 

NOTE: There were a lot of buoys which are not marked on the che 
due, no doubt, to extensive dredging operations and spoil grou 
dumping. 

Length of pilotage to first line ashore 1 hour 30 minutes. 

Berth: Consists of a small “T” jetty with a line of dolphins standing prou 
of it by 1.5 m. These extend from just forward of the accommodation! 
No. 1 tank dome, 150 m. approx. 

Mooring arrangements were adequate and the linesmen we 
reasonably adept. 

Shore gangway must be used. 

It is necessary to rig the low extension to the liquid manifold as th 
shore chicksan has insufficient upreach. Invariably berthing port sé 
alongside. 

Storing: Prior to this call the berth operators allowed vessels to takeo 
provisions and foodstuffs but port regulations forbid the loading ¢ 
machinery items or heavy lifts during discharge. 

The derrick only plumbs the after corner of the “T” jetty and all iter 
have to be manhandled from the gate to the derrick hook. 

If any items of machinery are to be landed or loaded, it is necess# 
to do this either before discharge or after completion; the port authorité 
insist on the chicksan being disconnected, merely stopping dischalg 
is not sufficient. 

Similarly they will not allow a fork lift truck to operate on the bet 
during pumping operations. 

Lube oils were taken at this call and we were able to continue th 
during discharge, simply because the lines were connected before f 
chicksan and the lorry was still parked outside the jetty access. 

However, after discharge, protest was made against the very ® 
discharge rate and frequent stoppages; the berth operators were me 
upset by this and have sworn that NO STORING will be allowed the’ 
in future. This situation will obviously have to be checked very thoroug" 
in the event of having a large storing/lube oil programme. Barges # 
not allowed alongside during discharge. 

Discharge: As already noted the low load/discharge line must be rigg® 
on the port side prior to arrival. 

There is no vapour return line. Ship supplied 10 in. reducer. 

Storage capacity ashore is about 25,000 tonnes. 

On arrival there was only a reported 2,000 tonnes in the shore ta™ 
and they were therefore warm with consequent problems for the int 
discharge. Apparently these tanks are loaded from the top, the lige 
being allowed to free fall to the bottom. In the first 24 hours the dischay 
rate was little more than 80 t.p.h. and there was a total of 5 ho 
29 minutes stoppages at shore request. We could not discover whettt 
this was usual or if it was due to some uncommon machinery defect 

On boarding, the receivers quoted a maximum rate of no more the 
400 t.p.h. and probably no more than 300 t.p.h. In fact, once the sho 
problems were resolved we rapidly increased to 550 t.p.h. and then! 
to 800 t.p.h. at times. At all times ship discharged to shore requireme® 
shore personnel at the chicksan communicating with the officer off 
watch, but only by coming on board. No telephone contact, no walkt 
talkie. 

A telephone was put on board by the Agents. 

Port Regulations require ship to maintain continuous VHF watch? 
Channel 16. 

Receivers originally requested vessel to blow through lines * 
completion but this was not required. 

Overall discharge rate 365 t.p.h. 

Surveyor: Redwoods, figures taken on gauging of ship's tanks. 
General: Fresh water available from quay, not costly 


gunkers must come by barge, usual restrictions. 

No film exchange possible unless with another vessel. If the depots 
grout ports have sufficient it may be possible to carry out an exchange 
; ample warning is given. 

Chandler was quite good but closes over the weekend, plenty of 
warning should be given for unusual items. 

access to St. Nazaire by taxi, about 50 francs. 

papers: 2 Crew Declarations. 2 Stores and Bonded Stores Lists. Port 
uealth Form; their own form, spares supplied. 1 Passenger Declaration, 
made up on board. ; 

Applied for Radio Pratique but this was not granted prior to arrival. 

Agents: Very good, very helpful with good representation on board. 
ical office in Donges, main office at Nantes. 
agilast: The river water is very dirty indeed, flood only being marginally 
ess so than the ebb. High injection points only should be used. 

at all possible ballasting should only be carried out from about half 
sod to just beyond HW to minimise the amount of deposits within the 
paliast tanks. Even then an immediate programme of flushing tanks 
should be put into effect on clearing the river. 

Density varied between 1025 and 1010. 


sHIPMASTER’S REPORT: August 1989. 
s. Berth No. 7. 
vessel; 268,000 tonnes d.w.t. 

We arrived at Donges after a part discharge elsewhere with a draft 
#11.8m. The pilots advised us that they take vessels up to 15.0 m. 
gatt, and if conditions and tides permit, up to 16.0 m. draft at Donges. 
4 VLCC of more than 300,000 tonnes d.w.t. has been handled in a 
jghtened condition. 

Approaches: The approaches are quite straightforward as the vessel 
can only be berthed at Donges at slack water, and in daylight for vessels 
of this size. 

The vessel anchored in the waiting area until the pilot boarded, which 
was 2.5 hours before high water at Donges. 

Piotage: The pilot boarded from a small launch from the cutter which 
comes close alongside in the waiting area. We were instructed to have 
tne anchor aweigh and to provide a good lee. It was not necessary for 
the vessel to steam to the usual pilot boarding station. 

lugs: 5 tugs were used, they approached the vessel after passing under 
the bridge. 

Moorings: The moorings were as per “plan” (See “Plan” Section), 
namely 2 head lines, 2 stern lines, 2 breast lines forward and aft and 
2spring lines forward and aft. Ship's lines are sent away first, after which 
mooring gang boards by the shore gangway to assist the ship's crew to 
take up the 6 shore wires. 

loading: The berth is equipped with 4 = 16 in. Chicksans for crude oil 
and 1 x 12 in. Chicksan for bunkers. 

Departure: Unberthing is performed at slack water and is normally in 
daylight for vessels of this size as vessels are berthed port side alongside 
and have to be swung after unberthing. Slack high water is preferred 
for unberthing, but for vessels which can achieve a light draft it is 
sometimes possible to unberth at slack low water. 

When we were ready to sail the tugs were not available as they were 
shitting a new ship at St. Nazaire Shipyard and the Port Authorities 
would not permit us to depart at night, so we had to wait nearly 24 hours 
ater completion of discharge before sailing. This particular set of 
circumstances does not occur very often. 

Repatriation: Easily undertaken via Nantes Airport which is about one 
hour by taxi from Donges. The local airport at St. Nazaire is visible from 
the berth, but was not convenient as there were no weekend flights, 
also crew members undertaking international flights would have to 
change at Paris. 

Garbage: Garbage disposal can be arranged by the agent, we had a 
large skip (30 cu.m.) left on the quay during our stay. 

Cranes: There is a small hydraulic crane on the jetty which is used for 
oositioning of the shore gangway, it may also be used for loading small 
quantities of stores and laundry and off-loading of garbage, etc. The 
oriver must be ordered from the Port Authority in advance and there is 
acharge for this service. 


AUTHORITY: Port Autonome de Nantes — St. Nazaire, B.P. 3139, 44031 
Nantes Cedex 04. Telex: 700425 F. Contact: Harbour Master — 
Upstream: 18 quay Ernest Renaud, 44000 Nantes. Tel: 40.44.20.20. 
FAX: 40.44.20.01. 

Downstream: 3 bis, boulevard de Verdun, B.P. 422, 44606 Saint- 
Nazaire. Tel; 40.00.45.20. Telex: 700912. 


NICE: 43.42 N. 07.17 E. (See Plan) 
: 


PORT LIMITS: The Port is situated in the N.E. part of the Baie des 

Anges (Bay of Angels) between the castle hill and the Boron Mount 

| Which form at the Nice Cape a rocky promontory towards the South. 

; DOCUMENTS: The Master of a vessel, when he arrives, is required to 

» ‘lout an entry declaration, a copy of which is handed to him by his 

Agent or by the Port Captaincy. 

» A Crew List and a List of Passengers intended for the Port 

“ommissariat must be drawn up before arrival at the port. 
Alldocuments required by marine regulations, i.e. health declaration, 


Tanifest, vessel's safety plan etc., . . . are required by the port services. 


PILOTAGE: The pilot station operates 24 hours a day and is attended 
°y2 licensed Pilots. Pilotage is obligatory for vessels of LOA 50 m. and 
Wer, Pilotage is exempt for vessels of less than 50 m., and if they are 
quipped with VHF, vessels of less than 70 m. The licence of Pilot is 
ey for vessels of a length equal to or greater than 120 m. equipped 
with a bow thruster and VHF. Specialised vessels carrying liquid oil, gas, 
4d toxic products are subject to pilotage. 


FRANCE 


The pilotage area of Nice-Villefranche extends as far as 3 miles from 
the coast between the meridians of the left bank of the Var (07° 12’ E.) 
and of Cap Ferrat (07° 20’ E.). Vessels must, if possible, give warning 
of their arrival 24 hours in advance, particularly if they intend arriving 
during night-time hours. 

Pilots may be called up by regulation signals during the day and night 
or by radiotelephone to Grasse Radio or Monaco Radio both stations 
on VHF Channel, telephone Nice Station (93 85 52 41) or to the Port 
Captaincy (Tel. 93 89 50 85). 

ANCHORAGE: The coast being very rocky, does not allow anchorage 
close to the port. The Villefranche Roads, on the other hand, offers a 
sheltered zone, giving very good anchorage facilities. In the Villefranche 
Roads, 2 buoys can be used with the permission of the Nice Captaincy, 
by vessels merely calling at the port or waiting for a place on the quay 
at the Port of Nice. There is access for vessels of all dimensions. 
RESTRICTIONS: The transport and handling of dangerous or infected 
materials, within the limits of the Nice Port, are subjected to the 
requirements of decree of the 1st February 1951 which controls the 
transport and handling of dangerous materials in maritime ports. There 
is no operation in this respect at night. 

All operations, prescriptions, order and stipulations as laid down in 
the general regulations and the local regulation covering “Port Services” 
are governed by the Port Commandant. 

MAX. SIZE: The commercial port is accessible to vessels of 145 m. in 
length and 7.0 m. draft. 

HEALTH: Health control at the frontiers is subject to the measures 
prescribed by the international health conventions; the functions of 
health police and health guard are entrusted to an Agent in the service 
of Health. Urgent medical help can be obtained through the intermediary 
of the radio stations of Monaco and Grasse who establish contact directly 
with the department concerned. 

VHF: Port Officer is on duty 24 hours a day and listens on Channel 16. 
Working on Channels 12 and 9. 

There are two Channels, i.e. 9 and 12 for communication purposes. 

No communication of a private nature may be handled. 

RADIO: Monaco Radio. 

RADAR: None. 

TUGS: 1x 1,000h.p. 

BERTHING: Length of usable quays 1,600 m. having a depth of 5.0 m. 
— 7.50 m. and 10 berths available. 

CRANES: Quai Infernet: 2x5 tons cranes on rails (scoop and hook). 

Commerce: (Commercial Quay) 2 cranes on rails of 6 tons capacity 
(scoop and hook). 

Commerce: (Commercial Quay) 2 hoppers of 50 cu.m. capacity — on 
rails. 2 Nellen cranes on tyred wheels, capacity 4.2 tons at the end of 
the jib and 8 tons at 6 m. (with tackle block), and 1x10 ton capacity 
Gottwald crane with rubber tyred wheels. 

CARGO HANDLING FACILITIES: 

Material Handling Equipment: All the handling equipment is supplied by 
the stevedores. 1 forklift of 4 tons capacity and 11 forklifts between 4 and 
8 tons capacity. 

Storage Facilities: 45,000 sq.m. of open air areas. Specialised 
equipment for the discharge of bulk equipment (pyrite, clinker, mineral 
etc.) 

Unloading or loading capacity —- cement 1,400 tons per day; various: 
400 tons to 700 tons per day and per gang; ores in bulk: 1,200 tons per 
day with 2 hoppers, 2 cranes and 2 gangs. 

Facilities for Specialised Goods: 4 platforms for Ro-Ro traffic. Height 
of quays 1.23 m. and 3.06 m. 

BRIDGES: None. 

STEVEDORES: 67 professional dockers; 10 occasional dockers. 

Employer — Bureau Central de la Main d'Oeuvre (B.C.M.O.) of the 
Port of Nice. 

MEDICAL: Hospitals are situated in the town and give excellent 
treatment in the case of accidents or illnesses of any nature whatsoever. 

Passengers coming from foreign countries are required to abide by 
the prescriptions of international agreements (vaccination certificates, 
health certificates, etc.). 

TANKERS: No facilities. 

DENSITY: Salinity: Varies between 34 gm. and 38 gm. per litre. 
FRESH WATER: It is possible to take on fresh water at all quays by 
connection to the main supply. Average rate of supply 15 t.p.h. — price 
8.55 Fr. per ton. 

FUEL: All types available by truck. 

FIRE PRECAUTIONS: The town provides fire fighting facilities. The fire 
station is close to the Port. 

CONSULS: Algeria, Germany F.R., Austria, Belgium, Brazil, Colombia, 
Ivory Coast, Republic of Benin, Denmark, Dominican Republic, Spain, 
United Kingdom, U.S.A., Finland, Gabon, Greece, ireland, Iceland, Italy, 
Liberia, Luxembourg, Mauritania, Monaco, Niger, Norway, The 
Netherlands, Peru, Philippines, St. Marino, Sweden, Switzerland, 
Tunisia. 

REPAIRS: All possible deck and engine repairs can be carried out. 
There is no dry dock. Hull careening is carried out by underwater 
procedure. 

SURVEYORS: Lloyd's of London, The Coasting Mediterranean 
Company, The Venturer Company, Weir (S.A.), Societe Azureenne de 
transports et d'affretements Maritimes, Societe Nationale Maritime 
Corse, Mediterranee, Pittaluga & Co., Martini & Co., Cie Charles le 
Borgne, Cie Fabre, Cie Fraissinet, Cie Messageries Maritimes, Nautilus 
Line, Barry Rogliano et Cie. 

HATCHES: Hatches are opened and closed by crew. 

CUSTOMS ALLOWANCES: 30 cigarettes per person per day; 1 litre of 
aperitif per 6 persons per day. 

REPATRIATION: Airport and railway network in the town. 

AIRPORT: International Airport 4 km. from the Port. Principal countries 
are served by international airlines. 

TIME: GMT plus 1 hour (Winter). Summertime kept from April to 
October. 
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HOLIDAYS: These are staggered as far as dockers are concerned so 
that there is continuity of operation. 

POLICE/AMBULANCE/FIRE: Police Tel: 17; Ambulance Tel: 18 or 
93.92.55.55; Fire Brigade Tel. 18 or 93.86.16.11. 

TELEPHONES: Telephones can be installed on board at Papacino 
Quay, Entrecasteaux Quay, Quai du Commerce, Quai de la Traverse, 
and Quai Ribotti. 

SHORE LEAVE: Crew members may disembark after checking with 
Police. 

IDENTIFICATION CARDS: For foreign seamen a permit to come ashore 
is issued by the Port Police. 

GENERAL: There is a bus and taxi service very close to the port also 
there are coastal trading entities within the Port precincts. 
AUTHORITY: Capitainerie du Port de Nice, 2 Quai d’Entrecasteaux, 
B.P 3, 06300 Nice. Te/: 93.89.50.85. Contact: Captain F. Guivarch, Port 
Captain. 


PARIS: 48.51 N. 02.20 E. (See Pian) 


PORT LIMITS: Within 1 km. of loading or discharging berth or, if 
occupied by another vessel, where the Pilot will place the vessel in 
agreement with the consignees. 

DOCUMENTS: As Rouen is considered as the frontier port for vessels 
entering or leaving the Seine above this port (estuary to Rouen is known 
as ‘Seine Maritime’, Rouen to Paris and beyond as “Seine Fluviale’), 
documents relating to vessel, crew, passengers, cargo, health, etc., are 
exactly the same as for Rouen and must be presented to the Agent on 
arrival in this port. If the vessel has never traded to ports inland from 
Rouen, technical inspection may be carried out in Rouen on first voyage. 
PILOTAGE: As for Rouen, except that in spite of Rouen Agents being 
notified by Rouen pilot station of vessels’ time of entry into Seine and 
ETA Rouen, also in most cases of the final destination of vessel, Masters 
should notify by radiotelephone Rouen Agents before entry into Seine 
of the final destination so that “Seine Fluviale” Pilots are waiting to take 
the vessel from Rouen to inland destination. 

ANCHORAGE: See ‘Rouen’. 

RESTRICTIONS: Above Rouen, night navigation possible on request 
to Rouen Agents. 

MAX. SIZE: 120 m. length, 15.5 m. beam, 3.5 m. draft up to Paris; beam 
reduced to 11.4 m. and draft to 3.0 m. on River Oise and River Marne 
up to Bonneuil or even 2.8 m. on River Seine beyond Paris; airdraft is 
limited at 8.75 m. up to Gennevilliers, at 6.0 m. beyond Paris, on River 
Marne up to Bonneuil and at 5.5 m. on the upper section of River Seine 
(Montereau facilities) and on River Oise. 

HEALTH: See “Rouen”. 

RADIO/VHF: Vessels arriving in Seine Estuary are automatically notified 
to Rouen Agents. Any special messages to inland Agents or Receivers 
should be made by radiotelephone direct or via Rouen Agents, or by 
VHF to Rouen Agents when in “Seine Maritime”. Pilot can always help 
Masters to send these messages via pilot stations. In the “Seine 
Fluviale” all locks have VHF and telephone by which messages can be 
relayed in case of accident, breakdown or delays. Pilot notifies inland 
Agents by telephone of such incidents. 

RADAR: There is no radar service in the “Seine Fluviale’’. Bridge piles 
are equipped with radar reflectors. 

TUGS: No offical tug service on “Seine Fluviale’, but in case of 
breakdown, local tugs may be hired. 

BERTHING: Many public or private facilities may be reached; main 
public ones are: 


Quay Shed 
Quay Length Depth Capacity Remarks 
(m.) (m.) — (sq.m.) : did 
Bonneuil 3,500 3.0 33,000 Container terminal with 
40 ton mobile crane. 
Gennevilliers 8,000 3.5 107,000 Container terminal with 
30, 12 and 6 ton lift 
trucks; Ro/Ro and 
heavy lift facilities. 
Conflans-Ste 
Honorine 1,400 3.5 2,000 
Limay 1,700 3.5 24,000 3x20 ton travelling 
cranes; Ro/Ro 
facilities. 
Saint-Ouen 
'Aumone 200 3.0 _ 
Bruyeres-sur-Oise 600 3.0 — 


CRANES: All types of cranes available from leasing or handling firms. 
BULK CARGO FACILITIES: 21,000 t.p.h. bucket wheels for coal 
unloading at Vitry-sur-Seine and Champagne-sur-Oise. 

SPECIALISED CARGO HANDLING FACILITIES: Containers handled 
at Gennevilliers and Bonneuil-sur-Marne; Ro-Ro facilities at Limay, 
Gennevilliers (cars) and Evry (heavy loads); reinforced quay for heavy 
loads at Gennevilliers. 

BRIDGES: See “Max. Size’. 

STEVEDORES: Available. 

MEDICAL: See “Rouen”. 

DENSITY: River fresh water beyond the first lock. 

FRESH WATER: Available at most quays. 

FUEL: One barge delivers fuel and water. 

CONSULS: Nearly all countries represented in Paris. 
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REPAIRS: Main Yards: 

Chantiers Navals d’Acheres, La Croix d'Acheres 78260 Acherg 
Tel: (1) 3911.02.27. Telex: 697703 Cnacher. 

Societe Francaise de Construction Navale, 66 quai Alfred Sisie 
92390 Villeneuve-la-Garenne. Tel: (1) 4794.64.46. Telex: 6109 
Fracona. 

Chantiers Navals de la Haute-Seine, rue des Voeux Saint-Geor 
94290 Villeneuve-le-Roi. Tel: (1) 4597.31.60. Telex: 691674 Auseine 
DRY DOCKS: Slips in the yards above. 11,250 ton synchrolift, 
Acheres (73 m.x13 m. platform). 

SURVEYORS: Bureau Veritas, Lloyd's, American Bureau of Shipp, 
and Norske Veritas have surveyors in Rouen or Paris. : 
GANGWAY/DECK WATCHMEN: Not normally considered necessay 
HATCHES: Normally opened by crew. 

CUSTOMS ALLOWANCES: Same allocation per man per day, 
Rouen with allowance made for inland voyage. 

AIRPORT: Paris “Charles de Gaulle’ and “Orly”. 

TIME: GMT plus 1 hour (Winter), GMT plus 2 hours (Summer). 
HOLIDAYS: See ‘Rouen’. 

TELEPHONES: Not available, but telephone always within shy 
distance of quays. 

SERVICES: Compass adjusting may be arranged by Rouen on outwar 
trip. 

SHORE LEAVE: Seamen's Book sufficient. 

AUTHORITY: Port Autonome de Paris, 2 quai de Grenelle, 75732 Pay 
Cedex 15. Tel: (1) 40.58.28.70. Telex: 204487 Poronom. FAX: |; 
45.78.08.57. Contact: Bruno Grange, General Manager. Remi Lot 
Head of Maritime Operations. 


PORT-VENDRES: 42.31 N. 03.07 E. 


DOCUMENTS: 

3 Crew Lists. 

5 Passenger Lists. 

2 Store Lists. 

1 Maritime Health Declaration. 

4 Cargo Manifests. 

2 Bills of Lading. 

Ship's Papers: Nationality Act, International Tonnage Certificate. 
PILOTAGE: Three long blasts. ETA required for Agent, Pilot usua 
taken on outside unless in very bad weather. Call Pilot on Channel it 
30 minutes before arrival. 

MAX. SIZE: Max. length 150 m. max. draft 25 ft.-26 ft. 

HEALTH: Usually Customs give Free Pratique. In event of suspecte 
disease or fever on board must advise naval doctor. 

RADIO: Marseille Radio (or St. Lys Radio) or Perpignan Radio. 
TUGS: None available. 

CRANES: 1 shore crane available only of 55 tons. 

SPECIALISED CARGO-HANDLING FACILITIES: 2 Roll-on/Roll’ 
berths, 1 refrigerated warehouse 11,000 cu.m., and 1 warehouse! 
1,200 sq.m. with temperatures regulated at 10° centigrade. 
STEVEDORES: ETA to be given to Agent in order to arrange garg 
(usual rate per day. 8 normal working hours). 200 tonnes per gang. 
MEDICAL: Perpignan Hospital (30 km. away). 

TANKERS: Berth for wine tankers with pipe-line. 

DENSITY: Salt water. 

FRESH WATER: Supplied by Chambre de Commerce, Port-Vendres 
FUEL: For small craft only, otherwise delivery by trucks. 
REPAIRS: Minor repairs only. 

DRY DOCK: 1 travelift for craft up to 150 tons. 

SURVEYORS: Available from Sete or Marseilles. 
OPENING/CLOSING HATCHES: Normally to be carried out by crew’? 
as per charter party if any). 

CARGO GEAR: Rite ae bn effected by ship's gear. 
GANGWAY/DECK WATCHMEN: Recommended if loading danger 


cargo. 
CERTIFICATES: 

Load Line Certificate. 

International Tonnage Certificate. 

Derat Certificate. 
CUSTOMS ALLOWANCES: See ‘Calais’. 
AIRPORT: Perpignan Rivesaltes (30 km.) 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: As for whole France — cargo work can be arranged? 
those days as overtime. 
POLICE/AMBULANCE/FIRE: Tel. 17 or 82.00.60 or five long bla® 
Officier du Port: 82.12.00. 
EMERGENCY CO-ORDINATION CENTRE: Crossmed Toulon. 
SERVICES: Workshop for small repairs, radio/radar repairs availadt 
ship chandler for bonded stores, laundry. 
STORING: Vessels can be stored by truck only, which are able! 
proceed alongside the berth. Fork lift trucks available. Custo® 
Regulations in force. 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Only Seaman's Book required 
AUTHORITY: Service Maritime-Capitainerie du Port, 66660 Pot 
Vendres. Tel: 82.12.00 


(See Plan 


pROPRIANO: Corsica, 41.40 N. 08.54 E. 


UMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

+ Provisions List. 

1 Cargo List. 

{ List of Articles (new and Customs-barred) in possession each crew 

member — cameras, binoculars, radios, cigarettes, spirits, etc. 

t Health Declaration. 
pILOTAGE: Not compulsory. 
ANCHORAGE: Outside port for cruise vessels. 
AX. SIZE: Draft 5 m.; length 160 m. (Ferry Berth). 
RADIO: Within 50 miles call Ajaccio Radio VHF Channel 16. Then 
connected over Channel 23 to telephone network. 
TUGS: None available. 
BERTHING: 3 basins, depths 4.0 m., 6.0 m. and 3.7 m. New Marina 
win 370 berths. Facilities include fresh water, electricity, telephone. 
crane (12 tonne) available for lifting pleasure craft. Engine repairs also 
possible. 
$TEVEDORES: 24 hours accurate ETA necessary for ordering gangs. 
No work on Sundays and official holidays. 
CARGO GEAR: Only a few nets and slings available; all other gear 
must be supplied by ship. Ship's derricks used. 
FRESH WATER: Available at very slow pumping rate. 
FUEL: Available. Tel: 95.76.12.37. 
REPAIRS/CONSULS: None. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
AIRPORT: Propriano Tavaria 6 km. Direct flights to Marseilles, Nice and 
\yons in Summer. Daily connections Airport Campo del Oro/Ajaccio. 
POLICE/AMBULANCE/FIRE: Tel. Gendarmerie Propriano 95.76.00.17. 
AUTHORITY: Administration du Port de Propriano, Quai St. Erasme, 
Propriano. Tel: 95.76.10.40. Contact: Captain A. Duval, Port Captain. 


(See Plan) 


QUIMPER CORNIQUEL: 47.58 N. 04.07 W. 


DOCUMENTS: 

Crew List. 

Passenger List. 

Customs Documents. 

Port Health Documents. 

Manifest of Cargo. 

Stores on Board. 

Ship's Papers. 

PILOTAGE: Compulsory for vessels over 50 m. LOA. Pilot Station, Tel: 
910640. Contact via Le Conquet Radio or St. Nazaire Radio. Pilot M. 
Pernes, Tel: 98.58.85.05 

lf vessel's ETA changes, telephone either the Agent or the Pilot at 
feast 3 hours before arrival. 

The pilot boat is a small black launch, white bulwarks with anchor 
painted on bow of each side, white cabin at the stern, one mast. 

Only one Pilot on duty, but will meet ship at the time given in their 
ETA. Pilot boards either on the bearing 346° with Lighthouse of Benodet 
and du Coq in alignment, or on the bearing 000° with Lighthouses of 
Benodet and Combrit in alignment. Vessel should come as near as 
possible to the entrance, Vessels are anchored at the port entrance, or 
nthe river, and await the tide, or proceed directly to the port. 

ln case of bad weather, when the Pilot may not embark, vessel to 
follow the pilot launch on the bearing 346° up to Plage du Trez, where 
boarding is possible. Vessels at anchor awaiting Pilot should get under 
way to approach the pilot boat on the bearing 346° when they see the 
aunch approaching. 

ANCHORAGE: Depths of 11 m. in position with the Taro Tower, bearing 
245°; distance 0.8 miles. 

Depths of 6 m. in position with the Point of Combrit bearing 000°; 
distance 0.5 miles. 

Depth of 9m., bottom sand and mud, in Du Trez Anchorage at the 
mouth of the Odet. 

RESTRICTIONS: Vessels arriving at night must anchor outside the port 
sntrance. It is dangerous to enter the river at night as there are no lights, 
and the channel is restricted by yachts at anchor. 

MAX. SIZE: At spring tides: length 78 m.; breadth 12 m.; draft 4.95 m. 
Atneap tides: length 72 m.; breadth 12 m.; draft 3.40 m. 

RADIO: The Port Superintendent requires 24 hours notice of arrival. 
TUGS: No tugs available. 

BERTHING: At one quay there is 226 m. length for coasters. One quay 

1120 m. length for discharging sand. 3 cranes available for discharge 
ocargo and one for discharge of gravel. 

TANKERS: There is a fuel/oil depot at Quimper Corniquel supplied by 
*oastal tankers from Donges. Max. draft for tankers at Quimper is 
som. to 4.10 m. 
mR WATER: 5 drinking-water hydrants situated on the quay, loading 

-p.h. 

i EL: Can be supplied by various companies from tanker lorries. 

RPORT: Airport of Pluguffan situated 5 km. from the port. 2 regular 
art flights to Paris. 

UTHORITY: Monsieur I'Ingenieur des T.P.E., Conseil General, 
aevision Departmentale Maritime Sud, Quai Pors Moro, B.P. 124, 
* 120 Pont L’Abbe, France. Tel; 98.87.27.33. FAX: 98.87.06.25. 
vontact: J. J. Quinquis, L'Ingenieur des T.P.E. 


FRANCE 


ROCHEFORT SUR MER: 45.56 N. 00.57 W. 
(See Plan) 


For all general information refer to Tonnay-Charente. 
MAX. SIZE: Max. permissible length: 116 m; breadth: 16.5 m. (ships 
must pass through a lock of 18 m. width). 

Max. draft is 5.6 m. at Neap tides, 6.3 m. at Spring tides. 

Max. Size using Lock: LOA 100 m. Beam 16.5 m. Vessels enter 3 hours 
before to 3 hours after HW. 
BERTHING: Lock Quay: Open storage area 1,900 sq.m. 

South Quay: 2 berths, length 100m. and 250m. Public storage 
4,200 sq.m. and private storage 9,200 sq.m. 

West Quay: 2 berths, length 110m. each. Public open storage 
7,900 sq.m. 

Bachelar Quay: 2 berths, 110m. each. Public open storage 
2,500 sq.m., private warehouse 4,000 sq.m. and public warehouse 
2,900 sq.m. 

CRANES: 25 ton electric cranes on rails, 2x5 ton mobile cranes and 
2x10 ton mobile cranes. 

POLICE/AMBULANCE/FIRE: Police 17; Ambulance 46.87.10.33. 
AUTHORITY: Direction de |'Amenagement du Department de la 
Charante-Maritime B.P. 125, Avenue William Ponty, 17306 Rochefort- 
Sur-Mer Cedex.Tel: 46.99.44.93. FAX: 46 87 64 37. Contact: M. 
Verbieze, Surveillant de Port. 

Chambre de Commerce et d'Industrie de Rochefort, Corderie Royale, 
17306 Rochefort, France. Tel: 46 87 34 56. Telex: 791 171 F. 
FAX: 46 99 13 28. 


ROSCOFF: 48.43 N. 03.59 W. (See Plan) 


PILOTAGE: Send ETA at least 24 hours in advance. Pilot and Harbour 
Master listen on VHF Channel 16, 0700 — 1100 hrs., 1300 — 2200 hrs. 
Pilotage compulsory for vessels over 150 n.r.t. 

Pilot boards 0.5 miles East of Astan Buoy. 

ANCHORAGE: Anchorage and laying-by can be carried out in an area 
sheltered from S.E. and N.W. winds, bounded on the East by the “Basse 
Bloscon” and on the West by the “Menk” and “Duons” Reefs. 
VHF: Pilot and tugs on VHF Channel 16 throughout 24 hours. 

Signal Station on the Isle of Batz: Tel: 98.61.76.06 or VHF Channels 
12 and 16. 

Signal Station at Brignogan: Tel: 98.83.50.84 or VHF Channel 16. 

Signal Station at Ploumanach: Tel: 98.23.21.50 or VHF Channel 16. 
BERTHING: Safely accessible pier 194 m. long with 7 m. of water at 
lowest tides. 

Quay 90 m. long with 3.5 m. of water at lowest tides. 

Quay 120 m. long with 5.0 m. of water at lowest tides. 

Storage warehouses (1,200 sq.m.). 

Weighbridge (50 tonnes). 

20 acres of parking facilities and other space. 

Cranes available on request. 

Electric power supply on all quays. 

With strong N.E. winds, conditions in the harbour can be 
uncomfortable. 

Minimum depths as per “Plan”. Range of tide 9.6 m. maximum. 
Cargoes Handled: Car Ferries — Inward: Fish and shellfish, milk, china 
clay, meat and cattle, steel, machine parts, paper, etc. 

Car Ferries — Outward: Vegetables, fruit, meat, paper, machine parts, 
plastics, ship's stores, etc. 

Freighters — Inward: Sand and marine aggregates, ammonia sulphate, 
fertilisers, seed potatoes, shellfish, etc. 

Freighters — Outward: China clay, scrap iron. 

CRANES: Mobile cranes of 25 tonnes and 72 tonnes. 

FRESH WATER: Piped on to quays. 

FUEL: By road tanker. 

AIRPORT: Airport at Morlaix, 13 miles away. Airport at Brest, 35 miles 
away, flights to London and Paris. 

TELEPHONES: Payphones available at the Ro/Ro terminal. 
SERVICES: Laundry available at Roscoff. 

Chandler at Brest. The Agent can arrange for small quantities to be 
delivered from the hypermarket at St. Pol de Leon, 2 miles. 
GENERAL: Customs are based at the Ro/Ro terminal. 

Daily car ferry service to Plymouth, weekly to Cork. Local train service. 
AUTHORITY: Chambre de Commerce et d’Industrie de Morlaix, 14 
Place des Otages, B.P. No. 6, 29201 Morlaix Cedex, France. 
Tel: 98.88.61.74. Telex: 940696. FAX: 98.88.80.55. Contact: Roscoff 
Port Office, Tel: 98.61.27.85. 

Roscoff Harbour Master, 
VHF: Channels 16 and 12. 


Tel: 98.61.27.84. FAX: 98.61.11.81. 


ROUEN: 49.28 N. 01.04 E. (See Plan) 


DOCUMENTS: Cargo Manifest or Manifest of Ballast. Certificate of 
Cargo Space. Bills of Lading. Ship's Register. 6 Crew Lists. 3 Passenger 
Lists. Health Declaration. Derat Certificate or Exemption. Declaration of 
Crew Personal Effects. Certificate of Insurance for Oil Pollution 
Damages (tankers over 2,000 tons). 

PILOTAGE: Vessels proceeding to the ports of Rouen and Honfleur are 
met by Pilot on La Carosse Roads (Rade de La Carosse). Pilotage is 
compulsory between the mouth of the Seine and Rouen. Vessels of 
55 m. length and less can be exempt from the obligation for the lower 
sector of the river, and vessels of 45 m. and less for the upper sector, 
on condition that such vessels be equipped with suitable radar, with VHF 
sets and able to speak French, and that they are not carrying dangerous 
goods. Each vessel taking a Pilot for the downriver stage between La 
Carosse Roads and Caudebec, or vice-versa, and a Pilot for the upriver 
stage between Caudebec and Rouen, or vice-versa. 
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The following signals should be made for summoning a Pilot on La 
Carosse Roads: By Day: flag ‘“G’ of the International Code of Signals. 
By Night: in morse by signalling lamp. Failing this, the vessel should 
hoist her national ensign at the foremasthead. 

The following additional signal can be made: 5 prolonged blasts 
(----- ) to call attention to Pilot. 

The radio station “Rouen-Pilot”, located in the radar tower at Honfleur 
keeps a permanent watch day and night on VHF Channels 16 and 73. 
Masters are requested to call this station when arriving on the Roads. 

Vessels leaving harbour or shifting berth should apply for a Pilot to 
the Pilotage Office, 21 Avenue du Mont-Riboudet, Rouen (Tel: 35-71- 
68-50). 

Helmsman: Masters and Owners are advised that temporary crew 
members including helmsmen for the river are available from the 
Boatmen Association of Rouen. In the case of an incoming ship, they 
should be requested by cable to Harbour Master at least 6 hours before 
arrival in roads. 

ANCHORAGE: In the outer roads at La Carosse. 

One waiting berth on buoys at Villequier and one on dolphins at 
Vatteville, for vessels going down the river and awaiting the tide. 
RESTRICTIONS: The height of water above chart datum at Le Havre 
is broadcast by Honfleur VHF radar station on request. 

MAX. SIZE: Vessels over 280m. length have entered. Draft 
approximately 3.5 m. more than height of tide at Le Havre. Maximum 
about 37 ft. Port accessible to vessels of 40,000 d.w.t. fully laden and 
110,000 d.w.t. partly laden. 

HEALTH: Pratique given by Customs Officers who board on arrival. If 
any case of suspected disease on board or any reason why vessel 
should not receive Free Pratique, Master should radio Agent before 
arrival, advising full details. 

RADIO: Vessels are obliged to give their ETA and draft in salt water at 
least 5 hours before arrival to Rouen Information Centre via Brest — Le 
Conquet Radio or Boulogne Radio. The Port of Rouen Authority has 
introduced a VHF network of frequency modulation for port needs 
working on the following frequencies: Channel 16 (156.800 MHz); 
international safety and watch frequency. A permanent watch is 
maintained on this frequency at the Information Centre of the Port of 
Rouen. 

Channel 73 (156.675 MHz) compulsory frequency to be used by all 
ships, boats, ferries . . . in movement between the pilot boat station and 
Rouen. Call on Channel 73 in case of fire, injury, sickness, etc. (24 
hours). 

Channel 68 (156.425 MHz) upper part of river, Channel 15 (156.750 

MHz) down part of river, secondary working frequencies. 
Special Process for Tankers and Vessels Carrying Dangerous Goods 
in Bulk: For oil tankers it is compulsory, before entering the 12 miles 
limit, to have a VHF contact with Rouen-Pilot or with Rouen-Port, and 
to keep permanent VHF watch till the ship is back out of this limit. 

Tankers over 250 m. length or 12 m. draft must wait for Pilot 7 miles 
from shore, others can come to La Carosse Roads, passing half mile 
South of Buoy LHA and remaining always South of a line marked by 
the buoys LHA and RN. 

They have obligation to announce every fault in engines, anchors or 
windlass, steering gear, radar, mooring gear, and their Masters must 
sign an inquiry paper given by the Pilot when coming on board. 

PORT RADAR: Two radar stations are located respectively at the East 
of Honfleur and on the right bank of the river 12 miles upstream at 
Radicatel. 

Both stations are operated from Honfleur and work as navigational 
aids between the first buoys of the channel and Aizier, from 2 hours 
after until 8 hours after low water Le Havre. 

To obtain information call on VHF Channel 16 (156.800 MHz) or 73 
(156.675 MHz). 

Information given by this radar, at ship’s option, is considered as an 
aid only and implies no responsibility either to the Part Authority or its 
Agents in any subsequent recourse to such information, which is given 
free of charge. 

TUGS: Permanently available in the Port of Rouen. Tug assistance in 
the River Seine is available on request. 

MOORING: See “Notice”. 

STEVEDORES: From Monday to Friday: 

General working schedule; 0730 — 1130, 1330 — 1730, with possible 
overtime. 

Special working schedule 0730 — 1330, 1330 — 1930, 1930 — 0130 or 
1930 — 0430, 0130 — 0730. 

On Saturday: for all ships 0730 — 1330 and 1330 — 1800. 
BERTHING: The main Maritime Port of Rouen extends from the 
Guillaume le Conquerant Bridge as far as La Bouille over a distance of 
11 miles. Quays and wharves cover the length of both banks of the 
Seine. There are also 5 basins in direct connection with the river without 
the interposition of any locks. 

On the Right Bank: St-Gervais Docks; on the Left Bank: the Timber 
Dock, the Rouen-Quevilly Dock, the Floating Docks tidal basin, and the 
“Bassin aux Hydrocarbures” at Petit-Couronne. 

The extent of quayage in the Maritime Port is about 38,000 ft., and in 
the river docks 5,900 ft. 

Between the downstream limits of the Port of Rouen and the sea are 
a number of maritime establishments serving local requirements. The 
most important of these, all of them managed by the Port Authority of 
Rouen, being the petroleum terminal at Port Jerome and the quays of 
St. Wandrille (2,000 ft.) and Radicatel (1,380 ft.). 

Containers: 2 berths at the Quai de l'Ouest (St.-Gervais Dock) with 2x25 
ton cranes, 2 berths at Rouen Quevilly Dock with 2x25 ton cranes and 
2x35 ton gantry cranes. 

2 berths at Grand Couronne Moulineaux with 235 ton gantry cranes. 

One private berth at Radicatel Quay with a gantry crane. 
Roll-on/Roll-off: 4 berths in service of which 2 Roll-on/Roll-off berths at 
Petit Couronne and Quai de Rouen — Quevilly able to load or unload 
rolling heavy lifts up to 400 tons (max. draft: 10 m.) 
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Deny 
at loy 
Dock Quay Facilities Length Wate 
(m.) (m) 
Saint-Gervais St.-Gervais 1 ramp — load up to to 30t — ~ 
(Vehicles and paper pulp) 
Quai 6 electric cranes 6 t; 411 109 
de L'Quest 2 cranes 8t 
2 cranes 25t 
(containers) 
1 crane 35 t 
Seine Rive Droite 3 cranes 4 t; 3 cranes 6 t; 2,636 6.3%) 
Seine Skalli Silo 1 unloading machine for 73 
River Droite hard corn — 150 t.p.h. — Grain 
(Aval) shed capacity 32,000 t 
Paper Mill 74 
Aubry 
Silo Soufflet 1 loading machine for 108 
cereals 800 t.p.h. — Grain 
shed capacity 58,000 t 
Silo Levy 1 loading machine—cereals 100 
500 t.p.h. — Grain shed 
capacity 27,000 t 
Poste 19 Waiting berth 7s 
Silo Lecureur 1 loading machine for cereals 105 
800 t.p.h. — Shed capacity 
40,000 t 
Poste 25 CPA Pipe-lines, vegetable oils, 78 
Molasses, etc, 56,000 cu.m. 
specialised tanks 
Poste 27 CPA 27 (CPA) Same use as 7h 
Poste 25. 
Seine Rive Gauche 1 crane 6 t; 5 cranes 7.5 t; 2,343 = 7.09) 
1 crane 8t 
Open storage — coal 
Bassin Quai 10 cranes 7.5 t; 2 cranes 6t 723 7§ 
Aux Bois de France Specialised newsprint; 
Sugar 270 100 
Quai Neuf Speed of cranes for 800 9.0/0 
cereals: 2 cranes 300 t.p.h.; 
2 cranes 800 t.p.h. 
1 crane 600 t.p.h. + 
1 crane 1,200 t.p.h. 
silo 100,000 t + 
50,000 t 
Rouen-Que- Rive Nord 6 machines for unloading 74 
villy (for inland grains 150 t.p.h. 
ships) 
Rive Sud 11 cranes 8t;3cranes7.5t, 1,610 105 
6 cranes 6 t, 1 crane 35 t, 
1 ro/ro ramp capacity 400 t 
2 container cranes (25 t.) 
2 container gantry cranes 
(35 t.) 
Seine Maprochim 2 gantry cranes 7 t and 220 8h 
Rive Gauche 1 gantry-crane 10t 
(Aval) (Phosphates Rhone-Poulenc) 
1 berth for liquid ammonia, - 100 
1 pipe-line 
Cory (CPA) 1 berth for refined oil. 290 88 
Poste 14 Waiting berth 80 
Poste 10 Cereal; loading speed 105 
(Simarex) 2 x 400 t.p.h. linked with silo 
of 70,000 t 
Petit- 2 cranes 35 t, 2 cranes 5 t, 625 108 
Couronne 2 cranes 8 t, 4 cranes 6 t, 
(QPC) 1 ramp capable of carrying 
400 t for roll-on/roll-off 
and 1 special gantry for 
loading bags 
SCAC 4 moving gantry cranes 7.5 t 310 88 
M.R.M. 3 loading 118 
appliances for cereals 
2 x 400 t.p.h. and 
1 x 1,000 t.p.h. 
silo 100,000 t capacity 
SAMS 2 cranes 8 t, 2 cranes 5 t. 390 82 
SOGEMA 2 eleciric cranes 8 t; 285 8.21 
1 crane 6 t; 1 crane St 
2 cranes 10 t; 
Petit- Refined products and 752 
Couronne Gas pipe-lines 
Appontement Crude oil; pipe-lines 11 
Jupiter 
Moulineaux Moulineaux 2 container cranes 35 t 400 118 
Gd. Couronne 1 crane 7.5t 
St. Wandrille St. Wandrille 1 crane 30 t, 2 cranes 25 t, 645 95 
2 cranes 8 t, 
Radicatel Radicatel 20,000 d.w.t. ships 420 100 
One gantry crane. 
Honfleur Honfleur Forest products 122 gf 


MEDICAL: All facilities available. Vaccination Certificates requires 
vessels coming from a North African port. Yellow fever inoculate 
required if vessel coming from South of parallel 30° N. 

TANKERS: Petit Couronne, Shell, 3 berths. One berth for vessels: 
to 250 m. length and 11 m. draft. CPA, 3 berths for refined oil (onew 
11.0 m. draft.) 

Port Jerome, Esso and Mobil Oil, 2 berths for vessels up to 11! 
draft (7 berths total). 

Honfleur, Miroline — 1 berth. 

Deballasting facilities available at all berths (Except CPA 3). 
Report: 1982. 

Petit Couronne (Butane/Propane): Max. LOA 170 m. Bollards 4 
downstream from loading arm and 30 m. upstream from loading # 
Vessels berth with bow to seaward. Max. draft 28 ft. (8.5 m.). Height 
manifold above waterline 10.0 m. Max. distance between edge 
manifold of ship 4.9 m. There is no special connection for the gas ph 
Diameter of discharge arm 6 in. (300 ASA). 
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Pot Approaches: Tankers carrying dangerous cargo, when 
ching River Seine Ports need to be aware of the heavy traffic. 
nen sailing inside the French Territorial Waters, these vessels have 
sfolow special French Regulations as mentioned in Sailing Directions. 
cy example, navigation is forbidden inside a 7 mile limit off the French 
ast without Pilot, except for anchoring in emergency or in some 
‘edicated places; no crossing of Antifer, Le Havre entrance channels 
ited within this 7 mile limit or during a VLCCs transit, etc. 
in-Port: The Port Jerome berths’ main short-comings are: The strong 
se currents and the passing ships’ effect when berthing/unberthing. 
yHF contact with Pilots of passing ships are very important as these 
-n disturb the manoeuvre. 
“when berthed, moorings have to be strictly and frequently checked; 
must be maintained tight as passing ships’ effect is very significant, 
especially at LW. See “Notice” — “Special Regulation for tankers in Port 


ie. 
*dal Entry: The “River Seine Pilotage” issues a monthly 
scommended maximum draft for each HW for vessels proceeding to 
ind sailing from River Seine ports. 

Water heights may be influenced by atmospheric (winds) and 
Hydrologic perturbations (flow of the river). 

Ships have to use the tide to enter the river taking into account ship's 
gaft, tidal currents and the possibility to moor the tanker at Port Jerome 
garpoard side to during the last hour of flood stream. Tide also to be 
sed when leaving Port Jerome berths. 

Vessels may proceed by day or night. 

in consideration of all above conditions, Pilot will advise any 
nodification of the permissible draft taking into account a 2 ft. underkeel 
dearance. 


DENSITY: Except at Honfleur, all berths are in fresh water. 

FUEL: All grades available by barge. 

CONSULS: The following countries are represented in Rouen: Algeria, 
Relgium, Denmark, Finland, Germany F.R., Greece, Ireland, Italy, lvory 
coast, Korea, Morocco, Netherlands, Norway, Poland, Portugal, 
Senegal, Spain, Sweden, Turkey, U.K. and U.S.S.R. 

REPAIRS: All deck, engine and radio repairs can be effected. 

DRY DOCKS: One floating dock, length 180 m., 25 m. wide for vessels 
wp to 14,000 tons. 

SURVEYORS: Bureau Veritas, Lloyd's Register, Registro Italiano, 
Det Norske Veritas, A.B.S. and Germanischer Lloyd. 

WATCHMEN: Recommended to employ watchmen on board tankers 
and vessels handling dangerous cargo. 

HATCHES: Opening and closing hatches always performed by ship's 
crew. 

AIRPORT: Nearest Rouen-Boos. Le Havre — Octeville, 80 km. away. 
Paris — Orly or Paris — Roissy, 120 km. away. 

TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Spring and 
Summer. 

HOLIDAYS: No labour available on the following days; New Year (1st 
January); Easter Monday; Labour Day (1st May); 8th May; Ascension 
Day; Whit Monday; National Day (14th July); Assumption Day (15th 
August); All Saints’ Day (1st November); Armistice Day (11th 
November); Christmas Day (25th December). 
POLICE/FIRE/AMBULANCE: Police 17; Fire 18; Ambulance 15 or by 
VHF via Rouen-Port on Channel 73 (24 hours). Tel. 35.52.54.00. 
TELEPHONES: Can be connected on board at some berths. 
IDENTIFICATION CARDS: Crewmen going ashore should carry 
passport or identity card. 

SHIP SUPPLY SERVICE: In case of emergency (sick crew members, 
exceptionally urgent stores) a liaison can be established by launch with 
aship when passing off Port-Jerome or off Caudebec. 


NOTICES: 
Special Regulations for Tankers at Port Jerome (Esso Terminal): 
Mooring: Due to weather / tide conditions and river traffic it is compulsory 
‘reach ship to provide moorings as follows: 
LO.A less 100 m. 2 head and 2 stern lines. 
2 breast lines, fore and aft. 
2 spring lines, fore and aft. 
3 head and 3 stern lines. 
2 breast lines, fore and aft. 
2 spring lines, fore and aft. 
3 head and 3 stern lines. 
3 breast lines, fore and aft. 
2 spring lines, fore and aft. 
Lines having same purpose must be of same material, 
_Alllines must be in good condition and kept tight at all times. 
'0avoid slipping of lines remaining on drum, winches must be on brakes, 
out of gear and never in automatic function. 
’ Starboard side alongside is compulsory for ships of more than 
10 m. length. Ships less than 110 m. length can be berthed port or 
Siarboard side alongside. 
} Ship/Shore Access: Ship’s gangway is compulsory but shore gangway 
‘an be used under ship's watch and Master's responsibility. 
Arm connection: Manifold to be ready for arm connection on arrival 
one arm per product). 
No adapter available on terminal. 
Shore Flanges: 


.0.A. Between 100 m. and 160 m. 


LO.A. Between 160 m. and 210 m. 


, Berth 3: 
288 Liquid 6 in., Serial 300 ANS! Standard. 
8as Return 4 in., Serial 150 ANSI Standard. 


paolo : 12 in.. Serial 150 ANSI Standard. 
nkering IF 380 6 in., Serial 150 ANSI Standard. 
nkering LDO 6 in., Serial 150 ANSI Standard. 


Berth 2 (Upstream and downstream): 
foleum Products 6 in., Serial 150 ANSI Standard. 
nkering LDO Self Service-Flexible Hose: 10 cu.m/hr. 


&troleum Products 


FRANCE 


Berth 1 (Downstream): 
Petroleum Products 
Gas Liquid 
Gas Return 
Bunkering LDO 


Berth 1 (Upstream): 

Petroleum Products 6 in., Serial 150 ANSI Standard. 
Gas Liquid : 6 in., Serial 300 ANSI Standard. 
Gas Return : 6 in., Serial 300 ANSI Standard. 

If mooring regulations (above), which were agreed by Port of Rouen 
Authority, are not complied with, arms will not be connected and ship's 
operations will be delayed or stopped and expenses will be to ship's 
account until Port Jerome Regulations are complied with. 

Notice to Masters: 

General Instructions: Masters shall in all circumstances comply with Port 
Officer's orders either verbal, written, or given through the medium of 
Pilots and especially the orders regarding manoeuvring in the port, 
towage, berth, and mooring. 

Mooring: The attention of Masters is particularly drawn to the provisions 
contained in Section 6-01 of the Police Regulation in the Port of Rouen 
and River Seine (issued June 26th 1974), which stipulates as follows: 

1. Vessels can moor either bow upstream or downstream, unless 
particular orders are issued by the Port Officers. 

2. Vessels must moor with a sufficient number of bow and stern ropes, 
breast ropes and springs according to their deadweights. 

If possible each line must be fastened on a different fixed point. 

3. The mooring must be homogeneous, this means that the lines 
having the same function must have the same mechanical qualities. 

4. The lines must be in good condition. 

5. Keep a permanent watch upon the lines and their slack must be 
hauled at any time if necessary, and especially before the Spring tide 
flow. 

According to the position of the berth and to meteorological conditions, 
when the expected height of high water in Le Havre exceeds 750 cm. 
(approx. tide coeff. 90), risk of bore exists. In this case moorings must 
be heaved tight one half hour before the expected time of local low water 
and ship's main engines must be available for immediate use. 

It is recommended that a Pilot be on board at this time. 

Further information may be obtained from either Pilots of Port Officers. 

6. According to the deadweight of their vessels, the situation of the 
berths, the height of high water in Le Havre, Masters must take all 
necessary precautions as the tide is arriving. 

7. Vessels which, to make their berthing easier have dropped their 
anchor, must, unless contrary to Port Officer's orders, heave it up, 
if they are berthed in the basins. 

8. Vessels must have adequate fenders along the quay, these 
fenders must have a sufficient diameter to prevent the vessel being in 
direct contact with the quays and the cranes. 

9. A sufficient free space must exist near the hatch-coaming to allow 
easy access to the gangway. 

Gangway Ladders, Foot-Bridges Giving Access to Dry Land: The link 
between shore and vessel must comply with the International 
Convention No. 32, signed in 1932 concerning the protection of people 
working on board ships. 
Action in Case of Accident or Fire: Anyone discovering a fire, or seeing 
an accident, should immediately give the alarm: 
to the Harbour Master on VHF Channels 73 or 16, call sign ROUEN- 
Port). 
Measures to be Taken on Board Vessels: Fire-fighting will be under the 
direction of the Master, but the operating crews from shore, especially 
the fire-brigade, will be under the orders of their respective chiefs. 

The vessel's crew should be able to guide the assistants from shore. 
Plans of the ship, the cargo plan, and stowage of hazardous cargo on 
board, should be available on their arrival. 

The Harbour Master can decide upon the shifting of the vessel, or 
that of neighbouring vessels. No decision such as scuttling, beaching, 
overloading to upset the stability, nor in general any action which may 
have an effect on the working of the port equipment, can be taken without 
the consent of the Harbour Master. 

Oil tankers, or vessels loaded with dangerous cargoes, should always 
have a hanging wire tow-line each end ready to be hooked by a tug boat. 
Cleanliness: In order to preserve the River Seine and our shore 
cleanliness please use plastic bags for your ship’s domestic wastes. 

Full bags closely fastened should be laid at the place marked by 
“garbage” signal. These bags will be delivered on request to your Agent. 
Injury or Sickness On Board: In case of serious injury, call the fire 
brigade in the same way as in case of fire or the Rouen Port Station 
(VHF Channel 73). 

In case of sickness, a doctor can be obtained quickly by VHF Channel 73. 
Radio Communications: Masters of vessels are advised that they can 
get communications by radio-telephone with telephone subscribers 
ashore on metric wave-lengths (VHF). 

They must call: 

when below Tancarville — LE HAVRE-Radio direct on Channels 26, 
28, 82 or 23 Semi-duplex; 

when above Tancarville - ROUEN-Radio direct on Channels 25, 
27 duplex or 21 Semi-duplex. 

Do not use Channel 16 for these communications. 

These radio communications are authorised when alongside berth. 

Furthermore it is useful to keep watch on Channels 16 or 73. 

LE HAVRE-Radio and ROUEN-Radio stations use Channels 16 or 73 
when they call vessels. 
Notice to Masters of Vessels Proceeding to Le Havre and to Rouen: 
The attention of Masters of vessels bound to or from the ports of 
Le Havre and Rouen is drawn to the regulations laid down in by-law 
No. 190 of the Marine Superintendant of the 1st District appertaining to 
anchorage and navigation of vessels in the Le Havre roadstead dated 
August 21st 1972. 

Masters of vessels bound to or from Rouen, without calling at 
Le Havre, are particularly concerned with the terms of Article 2. 


6 in., Serial 150 ANSI Standard. 
6 in., Serial 300 ANSI Standard. 
2 in., Serial 300 ANSI Standard. 
Self Service-Flexible Hose: 10 cu.m/hr. 
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BORE: 

1. The bore is the name given to the phenomenon caused by the 
arrival of the tidal wave in the river at times of high tides. The current 
is reversed, going from ebb to flow. 

The rise in water is then very rapid, and the level of the river can rise 
1m. in less than 10 minutes. 

The greater the tidal coefficient and the lower the river flow, the greater 
the phenomenon. 

Basically, it starts to be felt in the Seine when the full tide height at 
Le Havre reaches or exceeds 7.6 m., i.e. for tidal coefficients equal to 
or greater than 90. 

It is generally stronger when the coefficients are falling than when 
they are rising, and it is greater in Summer than in Winter. 

It is also stronger when atmospheric pressure drops and West winds 
produce tidal heights greater than normal. 

In Winter, the Seine is in flood, and the very considerable river flow 
attenuates considerably the effect of the bore. 

On the other hand, in Summer the relatively low level of the river 
favours the rise in water, and the bore is then much stronger. 

The bore is experienced between Caudebec and downstream of the 
Port of Rouen. It then weakens by virtue of various structures in the 
river and some basins. Upstream of the port, it is no longer present 
except for high tidal co-efficient. 

2. Vessels berthed at quays or discharge/ioading points are subject 
to the effect of the bore all the more when they are heavy and loaded. 

Downstream of the port, vessels are wherever possible positioned 
with their bows downstream. They can be assisted during the passage 
of the flood by a Seine Pilot and possibly tugs. 

The arrival of the bore is announced on VHF by the Rouen Port Station 
giving the time when it will pass La Bouille, which is the downstream 
limit of the Port of Rouen, and where a recorder is installed. It is then 
easy to forecast the time of its passage at different points in the port, 
by knowing the time taken for the flood to go from La Bouille to different 
berths: 

Moulineaux Roulier: 4 minutes. 
MRM Silo: 8 minutes. 

Sogema Quay: 10 minutes. 
Petit-Couronne Quay: 15 minutes. 

Rouen Port Station now also announces the time the bore passes 
Duclair, when normally occurs 36 minutes before passing La Bouille. 

In principle, it occurs at the time of local low-tide, but according to 
circumstances, it can be advanced by almost half an hour over the 
theoretical expected time. 

3. During very high tides, the measures to be taken before the 
passage of the flood are as follows: 

To be well berthed and tied up and to ensure opportunely that all lines 
are working in the same way. 

Take up the gangway. 

Stop handling operations in order to disengage cranes or gantries, or 
disconnect tankers. 

Have engines ready for manoeuvring (30 minutes before theoretical 
time). Engines must be started up before the flood arrives and 
manoeuvred so as to counter the effect of the bore during its passage. 
Once the bore has passed, no risks exist. 

The Harbour Masyer's Office carries out continuous watch on VHF 
Channel 73, and can give at any time all information to vessels on the 
bore and its strength. : 
DEVELOPMENTS: Dredging operations in order to accommodate 
vessels of 60,000 d.w.t. at Port Jerome and Honfleur. 


SHIPMASTER’S REPORT: June 1987 (Updated 1990). 

Port: Port Jerome. 

Anchorage: Vessel anchored in Rouen waiting area, just South of 
Le Havre fairway in a depth of 12 — 13 fathoms. 

Documents: 

6 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest (including bond, ship's stores, currency, etc.). 

1 copy Declaration of Health. 

2 copies Cargo Manifest. 

Customs Officers board after arrival. 

Pilotage: Pilot boards in the anchorage area from a high speed launch. 
Passage: It is about 2.5 hours from the anchorage to Port Jerome berth, 
which is just beyond Tancarville Bridge. 

Inward transit is made from about 3 hours before to 3 hours after high 
water at Le Havre. Time of leaving the anchorage depends upon the 
vessel's draft. 

The outward transit from Port Jerome is again from about 3 hours 
before to 3 hours after high water at Le Havre. Time of leaving Port 
Jerome depends upon the draft of the vessel. 

The maximum draft to Rouen is 11.5m. inwards and 10.0 m. 
outwards. 

Berthing: Tugs not used for berthing. Vessel berthed starboard side to 
at Esso No. 1 to load ethylene. Vessel used starboard anchor to swing 
In river. 

Moorings were made up of 2 head/stern line, 2 breast lines and 2 
springs forward and aft. It is advisable to use long lines as the rise and 
fall is about 4.5 m. Fendering consists of large wooden buttresses with 
protruding bolts. 

Ship's gangway constantly on the move due to tidal range and has 
to be constantly shifted. 

Cargo: 6 in. liquid and vapour arms connected. Ship’s reducer required 
for vapour arm. 

The SGS surveyor attended. 

A control box was placed onboard which regulates the loading valve 
at the base of the Chicksan arm. 

Rate of loading is about 90 t.p.h. with 1 shore pump. A second pump 
can be used on the line to increase the rate to 120 t.p.h. 

If necessary, the rate can be reduced to 20t.p.h. Cargo can be 
stopped in about 12 seconds. 
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A dead man arm is incorporated in the control box. This stops Cary, 
loading if it is not pressed every 12 minutes. 

The manifold temperature during loading was —93°C. Ty 
compressors were run returning vapour ashore throughout loading. Th. 
temperature on completion of loading was approximately —98°C afy 
which one plant was put on internal cooling with one compressor sy 
running ashore. This was maintained for 9 hours until temperaty, 
reached —101°C. 

The terminal personnel were generally very helpful. If required, the, 
would backload liquid after the vapour return but the initial plug wou, 
be hot after sitting in the line. 

General: All services are provided from Le Havre. 


AUTHORITY: Port Autonome de Rouen, Capitainerie, 34 Boulevard ¢& 
Boisguilbert, B.P. 4075, 76022 Rouen Cedex. Tel: 35.52.54 
Telex: 770865 Capipor. Cables: Poronom-Rouen. FAX: 35.52.54 0p 
Contact: R. Fossaert, Le Commandant du Port. 


ST. LOUIS DU RHONE: 43.23 N. 04.48 E. 


DOCUMENTS: 

1 Cargo Manifest or Manifest in Ballast. 

Ship's Register. 
Bills of Lading. 

6 Crew Lists (8 if Spanish or U.S.S.R. or ships bound to these 
countries). 

3 Passenger Lists. 

Health Declarations. 
Derat Certificates. 

3 Bunker Supply forms. 

1 Declaration of Crew Personal Effects. If on inspection articles o 
quantities not in conformity or in excess, Master held responsible 
articles removed and heavy fines imposed. 

PILOTAGE: Compulsory for vessels exceeding 70 m. LOA (50 m fe 
tankers). Contact Pilots by Marseilles Radio or by VHF Channel 12 ty 
calling Fos Port Control. Pilot boards off Lavera Buoy. 

River Pilot required by vessels loading salt in the Rhone river, boards 
at the locks entrance to Port St. Louis basin off Lavera Buoy. 
ANCHORAGE: Suitable anchorage outside Port St. Louis keeping wel 
clear of Fos channel. 

RESTRICTIONS: The St. Louis Canal is 3,300 m. long and 63 m. wide, 
with a depth of 26 ft. 6 in. The lock has a length of 135 m., width 22 m 
and depth 18 ft. Max. ship size: Length 95 m., beam 16 m. 

No entrance allowed between 2100 hrs. and 0500 hrs. except ! 
emergency, although entrance may be effected up to 2400 hrs. if orderes 
before 2100 hrs. 

Entrance may be delayed when large tankers are proceeding in the 
Fos Channel. 

HEALTH: Pratique given by Customs officers who board on arrival. 
RADIO: Within 150 miles use Marseilles Radio FFM, otherwise St. Lys FFL 
TUGS: Two tugs available of 1,060 h.p. Ship's lines are normally used 
SPECIAL CARGO FACILITIES: 


(See Plan) 


Max. 
Company Berth Length draft Remarks 
No. (m.) (m.) 
C.R.E.A. 924 100 4.5. 2 berths — Military, 
refined products. 
Frahuil 925 80 6.7 Capacity 17,550 tons. 
Refined products. 
Medistock 919 100 6.5 Natural Gas — Loading 
and discharging. Berth 
also used by Medistock 
Sedipa 921 100 4.0 Public berth, storage 
capacity 9,000 tonnes. 
(Chemicals, vegetable 
and animal oils). (Not 
use.) 
Soterm 923 150 7.0 Private berth (destroyed 


1982) used by Soterm, 
Mazout and Deleup. 
Storage Capacity (stil 
available): Mazout 
15,000 tons. Deleup a” 
Soterm 30,000 tons. 
Private berth. Storage 
Capacity: 5,000 tonnes 


Gedemer (H.G.D.) 916 100 6.7 


(Liquid tar). 
Max. 
Basin Berth Length draft Remarks 
No. (m.) (m.) 
Port St. Louis/Rhone 904 110 5.2 Ro-Ro 
909 130 6.0 Ro-Ro 
Tellines 951 130 7.92 Ro-Ro. 


952 147 7.92 — 

954 147 7.92 Ro-Ro, heavy lifts. 

(4 ton/sq.m. — 

6 ton/sq.m.). 

Heavy lifts (4 ton/sq.™ 
Private crane, 544 
tonnes capacity and Po 
Authority floating dem 
500/600 tonnes c 
located at this berth. 


953 160 7.92 


et ae oe a ee ee, 


oa 


~~ 


BERTHING: 
Quays No. of Berths Draft 
Quai Ouest 3 6.00 m. 
Nord 2 6.00 m. 
East 3 5.20 m. 
Hardon 1 5.50 m. 
de la Suisse 3 7.92 m. 
Charles 1 7.92 m. 


sTEVEDORES: Shifts are 0800 — 1200 hrs., 1300 — 1730 hrs. Saturday 
aternoon, Sunday and Holidays in overtime. Shifts of O600 — 1200 hrs. 
and 1300 — 1900 hrs. count as a day each. 

CRANES: Also see “Berthing’’. 

quay cranes: 5x6 tonnes (Quay de la Suisse). One private crane at 
neavy lift berth, capacity 540 tonnes. 

yobile cranes: 16 tonnes, 1x12 tonnes. 

gating crane: Marseilles Port Authority operate a floating derrick, 
capacity 500-600 tonnes. 

font Loaders: 130 tonnes for containers. 

FRESH WATER: Available from hydrants on the quays at a rate of 


10t-p.h 

FUEL: Available only by barge or railcar. 

AIRPORT: Marseille-Provence Airport distant 70 km. 

AUTHORITY: Port Autonome de Marseille, 23 Place de la Joliette, 
13002 Marseille, France. Tel: 91.91.90.44. or 91.91.90.66. 
telex: 440746 Portauto-MARSL Contact: M. Pechere, Director. 
Captain Malpote, Harbour Master. 


$T. MALO: 48.38 N. 02.02 W. (See Plan) 


PORT LIMITS: A vessel is considered to have arrived within the Port 
mits, when it is within a radius of 3 miles to the North of the Grand 
Jardin lighthouse. 

DOCUMENTS: 

Ship's Register. 

Store List in duplicate (ship's stores). 

2 Crew Declarations of Bonded Stores. 

Health Declaration. 

Manifests and B/Ls. 

3 Crew Lists. 

3 Passenger Lists. 

One Security Form (Inwards Declaration) with vessel's details to be 
handed to Port Captaincy when passing through the lock. 

PILOTAGE: Compulsory for vessels over 45 m. LOA and over 150 n.r.t.. 

(1) During tidal hours, 2.5 hours before and after high water, vessels 
may enter into direct contact with the Pilots on VHF Channel 12. Call 
Sign “Pilot — St. Malo”. 

(2) Outside tidal hours and during working hours, vessels may call 
the Port Office on VHF Channel 12. Call sign “Port Control — St. Malo”. 

When waiting for the Pilot, vessels anchor near the “Shore Buoy” and 
report their arrival to the Port Office. 

In good weather, the Pilot boards near the “Shore-buoy”. In bad 
weather when the wind is from N.E. or N.W. the Pilot may guide the 
vessel as far as Dinard Roads, where the Pilot will come aboard. 

Pilot Cutters: One cutter (‘‘Nepture’’ — length 13 m., speed 9 knots) fitted 
with radar, relief cutter (“Pilote Vayva’’ — length 10 m., speed 18 knots) 
Nes with radio-telephone and VHF Channels 6, 12, 14, 16, 24 
and 25. 

ANCHORAGE: Large vessels with draft greater than 13 m. anchor by 
the land-buoy. Smaller vessels may anchor in St. Malo Roads, there is 
sufficient swinging room for vessels with draft of 7 m. It is recommended 
‘Ouse a Pilot to come into this anchorage. 

RESTRICTIONS: Vessels are allowed to enter from 2.5 hours before to 
25 hours after high water. To be certain of mooring, vessels should 
arrive at the lock (Naye Lock: Length 150 m., width 25 m.) at least 1 hour 
after high water. 

Depth available 20 ft. to 22 ft. at Spring tides for the Bouvet and 
Duguay Trouin Basins. 

No movements during foggy weather. Large vessels (length greater 
than 100m.) approach the lock at high-tide. Tankers lock in by 
themselves (no other vessel allowed in the same lock) in daytime only. 
Movements are carried out day and night. 

Vessels with hazardous cargo and large vessels (more than 135 m. 
LOA) enter in daytime only. 

MAX. SIZE: The height of the tide, the length of the lock and width of 
the channel must be taken into account. 
Cargo Vessels: 

(2) Overall length 150 m., beam 20 m. or 

(b) Overall length 135 m., beam 21.5 m. 

Max. Draft: Spring tides 9 m. Neap Tides: Equal to the depth of water 
nthe access channel according to the tide (height of water above zero 
: French charts) at the time when the vessel passes through the access 
channel to the lock (normally 8.5 m.), 2 tugs required. 
vharacteristics of the Channels: Permissible dimensions for vessels: 

5 t. Malo Channel linking the Vauban Docks to Duguay Trouin and 
ie Servan Channel linking the Vauban Docks to Bouvet. Length 120 m., 

feadth 16.5 m. Depth in the docks 5 m. (sill of the channels:5 m.) 

Jacques Cartier Channel linking the Vauban Docks to Jacques Cartier. 
te h 150 m., breadth 21 m. — at the moment — depth of the docks 3 m. 
re Length 147.50 m. (443 ft.), beam 20m. (65.6 ft.), draft see 
th oe above. 2 tugs required if vessel not fitted with bow- 
SEALTH: Customs Officers are appointed as Health Officers and deliver 

atique. In case of suspect disease, Masters must declare it at once 
¥ fadio to their Agents who will contact authorities. 


FRANCE 


RADIO: Vessels coming from West use Brest le Conquest Radio, call 
letters FFU. Vessels coming from North should go through Boulogne 
Radio, call FFB. 

Arrival Advice: The requirements on arrival of large vessels must be 
given to the Port Captaincy 8 days in advance. 

For vessels with a length less than 100 m., 48 hours notice must be 
given. 

The precise ETA mst be sent 24 hours before arrival in the Roads. 
VHF: 

(a) Port Office: Channels 12 and 16, 24 hours 

(b) Pilot: Channels 6, 12 and 16, when awaiting a vessel. 

(c) Tugs: Channels 6, 12 and 16, at the time of high tide. 

(d) St. Nazaire Radio: Channels 1 or 2, for 

communications. 

Vessels call Pilot and tugs on 12 or 16 and change to Channels 6 or 
8 for working. 

TUGS: 3 tugs are available at St. Malo (1,500, 650 and 650 h.p.). Usually 
joins vessel at the end of breakwater. Ship's lines are usually used. 

Towing is obligatory on entering or leaving the docks for vessels which 
have a length greater than 80 m., as well as for oil tankers and vessels 
carrying hazardous cargo whatever their size. 

BERTHING: 1 Ro/Ro berth outside lock for car ferries. 
Duguay Trouin Dock: Length 2,000 (commercial), 2 Ro/Ro ramps for 
vessels less than 120 m. (Berths No. 6 and 7). 

1 wine store house (Berth No.13). 

1 berth for molasses (Berth No. 1). 

1 grain silo (Berth No. 10) 6,000 tons. 

Vauban Docks: St. Louis Quay: 360 m. — marina: 700 berths. 

Corsaires Quay: 385 m. comprising: 

1 continuous discharging apparatus for phosphates. 

2 discharge points for molasses. 

1 discharge point for hydrocarbons. 

1 discharge point for phosphoric acid — (1,000 t.p.h.). 

2 cranes on rails — 12 tons at 14m. 

1 dry dock: 120 m. x 15.5 m. 

1 Ro/Ro ramp: In the North part of the Corsaires Quay. 

Bouvet Dock: 641 m. for commercial trade. 

260 m. for discharging fish. 

850 m. for activities connected with fishing. 

1 slipway — for vessels less than 500 tons. 

1 slipway for yachts. 

Jacques Cartier Dock: Length 300 m., comprising: 

1 dockyard (ACM). 

2 electrical cranes of 24 tons. 

Numerous sheds — vats for molasses and acid (6,000 cu.m.) 

The installations of this quay will be clarified in due course. 2 cranes 
on rails are envisaged. 

Grain Silos: 1 of 6,000 tons capacity with loading possibilities of 
130 t.p.h. and 2 of 6,500 tons capacity each with loading possibilities 
about 100 t.p.h. each are situated in Bassin “Duguay Trouin”’. 
CRANES: 8 mobile cranes, 5 — 12 tons and 9 electric cranes (on rails) 
8 — 24 tons. 

STEVEDORES: In order to have workers ready on arrival, Masters are 
kindly requested to give as accurate as possible ETA the day before 
arrival, especially if there are many ships discharging at same time. 

Normal working hours 0800 — 1200 hrs., 1200 — 1800 hrs. and 2000 
— 2400 hrs. from Monday to Saturday, except holidays. There is no night 
overtime. Dispensations may be made to finish a vessel so that she 
may catch the tide. 

MEDICAL: Notice is required to obtain an appointment with doctors or 
dentists. Hospital is available in St. Malo. 

TANKERS: Tanker quay, extension of Quai des Corsaires, length 
130 m. Diameter of discharge pipe 200 mm., one mobile arm, vessels 
to supply reducers. Max. discharge rate, 650 cu.m./hour. 

No deballasting facilities. Tankers wishing to effect repairs must leave 
port and wash out their tanks and obtain a gas-free certificate. 

On completion of operations tankers must leave on the next tide. If a 
second tanker is waiting to berth she must wait in the roads. 

Safety instructions are issued when the vessel passes through the 

locks. 
BERTH ALLOCATION: Dependent upon goods to be discharged and 
characteristics of vessel. Bearing in mind the widths of the channels, 
their depth and dimensions at the foot of the quays, the height of the 
dock which varies on average between 11 m. and 12.5 m. 

The largest vessels tie up at Quai des Corsaires. 

It is recommended that an advance notice be sent via Agents to the 
Port Office 15 days prior to arrival, so that the vessel may be received 
under the best possible conditions. 

BRIDGES: 3 bridges can be passed during tide vacation, otherwise, 
notice required to open. 

DENSITY: Average density is 1022. 

FRESH WATER: Can be delivered from quay. Rate 3 t.p.h. — 10 t.p.h. 
FUEL: Bunkers delivered at St. Malo (with notice varying, depending 
on the Company — Shell 2 days, Esso 1 week, etc.) come from Donges 
by road lorries and cost of haulage is supported by the ship (expensive). 
D.O. can be obtained from local suppliers but out of contract. 

FIRE PRECAUTIONS: Usual non-smoking precautions (a watchman is 
compulsory for tankers). In case of fire call Port Captain on VHF Channel 
12 


CONSULS: 

Netherlands (16-99) 56.07.21. 

Denmark (Vice-consul) (16-99) 56.07.21. 

Norway (16-99) 56.07.21. 

Finland (Vice-consul) (16-99) 56.31.57. 
REPAIRS: Deck and engine repairs can be carried out by shipyard or 
workshops. Electricians are also available. RAMAC Agency can repair 
radars and radios, also Radio-Ocean agency. 
DRY DOCKS: One dry dock. Max. length admissible 120 m., breadth 
16.0 m. and draft 8.0m. One slipway, 500 tons. Length admissible 
45 m., breadth 9 m. With sufficient notice. 


telephone 


611 


1. 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englar, 


GANGWAY/DECK WATCHMEN: Watchmen are not compulsory 
except for tankers. 

OPENING/CLOSING HATCHES: This work is normally carried out by 
crew. Stevedores’ cranes may help for the beams, but dockers will not 
touch them. 

CERTIFICATES: As_ per International 
Certificates, Load line, Radio, etc. 
Important: All vessels entering the port must be up to date with safety 
certificates as required by international conventions. An attestation must 
be handed in by the Master when he passes through the lock. 
CUSTOMS ALLOWANCES: 200 cigarettes, or 200 grams of tobacco, 
and 1 bottle of spirit per crew member. 

REPATRIATION: Can be effected from St. Malo by train or plane. 
AIRPORT: Pleutuit/Dinard Airport 10 km. from port. Wintertime, services 
to Jersey (C.I.), with onward flights to England and Wales. Summertime, 
several times per day to Jersey, London, and to Paris except week- 
ends. 

TIME: Local time is GMT plus 1 hour. From April till September GMT 
plus 2 hours. ETA messages must specify GMT or Summer Time. 
HOLIDAYS: French legal holidays. Stevedores do not work on Sundays 
or public holidays. 

POLICE/AMBULANCE/FIRE: Police, 40.85.80 and 17; Ambulance and 
Fire, 18. Port Captaincy, Tel: 56.23.86, or VHF Channel 12. 
TELEPHONES: None. 

SERVICES: Compass adjusting, radar or radio repairs can be carried 
out. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Crew members must have an identification 
card or their Seaman's Book when going ashore. 

DELAYS: Berthing delay will only be due to tide. For loading or 
discharging, it depends what kind of cargo is handled. 

Deadlines: All vessels must leave the quay once unloading has 
terminated. They may be towed away to another waiting berth — if need 
be. 

Vessels are admitted to port as soon as their berth is vacant, and 
providing nautical conditions permit. 

Time limits for loading or unloading depend on the quantity of the 
nature of the goods. There is no special rule governing purely port 
operations. 

It is rare for vessels to wait in the roads. 
pecoacabas Cases: Vessels are not authorised to enter or to leave the port 
in fog. 

In storms, starting at force 8 — Pilots cannot embark, nor disembark 
from vessels, without danger. 

With strong N.W. winds (8 to 9) the port may be ordered to be closed 
to prevent damage to the lock gates and to structures (bridges). 
AUTHORITY: L'Ingenieur Charge de !’Arrondissement de Saint Malo, 
1 Rue de la Crosse, 35400 St. Malo. Tel: 56.55.45. Telex: Dde-Atm- 
950-197 F. Contact: J. Lannou, Port Commandant, Ecluse du Naye, 
35400 St. Malo. Tel: 81.62.86. 


Conventions, all Safety 


SETE: 43.24 N. 03.42 E. (See Plan) 


PORT LIMITS: The seaward boundaries of the Port within which a 
vessel is considered to be an “Arrived Vessel” are indicated as follows: 


To the South by a line with the red light of Eastward end of breakwater _ 


bearing 257°; to the East by a line with the church tower of Frontignan 
bearing 005°; to the North by coastline. 

A second zone is a circle of 1 mile radius centered on a point located 
on the bearing 310° and at 2.8 nautical miles from Eastward end (Red 
Light) of breakwater. This zone is connected from a landing buoy 
(Lat. 43° 14.9’ N., Long. 03° 53.7’ E.) by a channel 1 nautical mile wide 
steering 326°. This channel is compulsory for tankers and chemical 
asia who must report to French Navy (Toulon) before entering or 
eaving. 

DOCUMENTS: 

Cargo Manifest or Manifest of Ballast. 

Certificate of Cargo Space. 

Bills of Lading. 

Ship's Register. 

3 Crew Lists. 

4 Passenger Lists. 

Health Declaration, eventually vaccination list. 

Derat Certificate or Exemption. 

Declaration of Crew Personal Effects. 

2 Provision Lists. 

1OPP Certificate — National Certificate of Insurance for Oil Pollution 
Damage for tankers and “Fitness Certificate” for chemical carriers. 
PILOTAGE: Request Pilot by international signals (sound, flags, light 
signals) or telephone through Marseilles Radio or VHF Channel 19, 
Tel: 91.25.26.24 (or pilot boat VHF Channel 12). Description of pilot 
boats; motor launch with black hull, white band, white anchor on hull at 
bow. Pilot embarks between 1 and 2 miles South of breakwater in good 
weather. In bad weather he embarks in the shelter of I'Epi Delon (Eastern 
Entrance). In any case, permission to enter is to be requested by VHF 
Channel 12 to “Sete Port Traffic’. 

ANCHORAGE: In Roads from 0.5 miles to 3 miles to South of 
breakwater. (See “Port Limits” and ‘“Tankers’’). 

RESTRICTIONS: Commercial Harbour: In the Canal Maritime, length 
max. 145 m., breadth 20 m., draft 7.0 m. (23 ft.). 

Bassin a Petrole — see “Berthing’’. 

MAX. SIZE: C.B.M.: Tankers up to 100,000 d.w.t., lightened draft 
13.1 m. (43 ft.). 

Bassin a Petrole: New Tanker Berth (P2) — 35,000 d.w.t., length 
225 m., draft 11 m. (36 ft.) P1 — length 140 m., draft 33 ft. P3 — Barges. 

Darse No. 2 for ore carriers 225 m. length; 13.18 m. draft (43 ft. 2 in.) 

Commercial Harbour up to 11.0 m. draft (36 ft.). 

Commercial Harbour in the Canal Maritime: max. length 140 m.; 
breadth 20 m., draft 6.85 m. (22 ft. 6 in.). 
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BERTHING: 
Bassin du Midi: 
North Quay: 


South Quay: 


Canal Maritime: 
Quai Paul Riquet: 


Quai Vauban: 


Quai Francois Maillol: 


Quai d’Orient: 


Quai de la 


Republique: 


Quai d’Alger 
(Algier Quay): 


Quai du Maroc 
(Morocco Quay): 


Bassin Orsetti: 


Mole Masselin: 


Dock No. 1 or 
Colbert Dock: 


Dock No. 2 or New Dock: 


Berths No. 16, 17, 18, 19 and 20 
Draft 6.50 m. (21 ft. 04 in.) 
Cranes: 4 Fives Lille, 7.5 tons at 22 m. wip 
scoop and hook. 
All berths: Ore. 
Berth No. 14 Draft 7m. 
15 Draft 6.10 m. Ro/Ro 
Cranes: 2 Fives Lille, 7.5 tons at 22 m. 
All berths: Livestock and general cargo. 


Berth No. 10. Draft 5.50 m. 
11. Draft 6.40 m. 
12 Draft 6.40 m. 
13 Draft 6.10 m. 

All berths: Wine and general cargo. 

Cranes: Nil. 

Berth No. 24 Draft 3.70 m. 
25 Draft 4.60 m. 
26 Draft 4.10 m. 

Berths No. 25 and 26: Wine. 

Cranes: Nil. 

Berth No. 27 Draft 5.80 m. 
28 Draft 5.20 m. 
29 Draft 5.20 m. 


All berths: Wine. 

Cranes: Nil. 

Berth No. 7 Draft 5.50 m. 
8 Draft 5.50 m. 
9 Draft 5.50 m. 
5 Draft 5.00 m. 
6 Draft 4.60 m. 

Restriction: 


Berths No. 5 and 6: Breadth = 15m. 
All berths: Wine and general cargo. 
Cranes: Nil. 

Berth No. 30A_ Draft 5.20 m. 

30B Draft 4.30 m. 
All berths: Wine. 
Berths No. 31 and 32 — Tugs. 
Berth No. 33 — Fishing repairs. 
Cranes: Nil. 
Berth No. 34 Draft 8.20 m. 

35 Draft 8.20 m. 

36 Draft 8.20 m. 
All berths: Wine. 
Passenger Quay: 
Length 200 m., draft 8.20 m. 
For example: German m.v. Europa. 
Berth No. 37 Draft 7.60 m. 

(Ro/Ro) Length 130 m. 
Passengers and wine. 
Line: Morocco. 
Max. Length: 170 m. 
Berth B1_ Draft 8.25 m. 

B2_ Draft 8.25 m. Ro/Ro 
B1 and B2: Passengers 
General cargo. 
B2 Ro/Ro_ Gare Maritime Orsetti. 
Line: Baleares (Spring and Summer). 
Cranes: 1 Fives Lille, 6 tons at 22 m. 
Berths: D1 Draft 8.55 m. 
D2 Draft 8.55 m. 
D3 Draft 8.25 m. Length 152m 
Ro/Ro. 

All berths: General cargo. 
Cranes: 4 Caillard 6 tons at 22 m. 
Cereals 

1 berth on 180 m. of quay. 

Draft: 10.36 m. 

1 loading gantry of a capacity of 550 tp" 

2 storage silos of 22,000 tons capacity 

(annual 100,000 tonnes). 
Berth E3_ Draft 10.40 m. Ro/Ro. 
E2 Draft 10.40 m. 
E1. Draft 11.00 m. 
All berths: Containers — general cargo. 
Wood pulp and sawn timbers. 
Cranes: 3 Caillard 6 tons at 22 m. 
9 tons at 19 m. 
7.5 tons at 22 m. 
1 container gantry crane 35 tons at 35™ 
Berth G1 Draft 7.50 m. Ro/Ro. 
G2 Draft 11.00 m. 
G3 Draft 11.00 m. Ro/Ro. 
All berths: Sawn timbers — logs and gené® 
cargo. 
Cranes: 3 Callaird and 2 Peiner 
7.5 tons at 22 m.; 8 tons at 30% 
Berth H2 Draft 13.18 m. Ro/Ro. 
No crane. 
Berth I3_ Draft 13.18 m. Ro/Ro. 
Named berth for all ponderous bulk carg%® 
Max. length 235 m. (Panamax). 
Cranes: 1 Delattre Levivier 20 tons at 44° 
2 Peiner 12 tons at 30 m. — all with som 
and hook. 


Also see “Developments”. 


= 
+ 4 


SoaAcermesese 


zo 


DBreevnsnoecse 


~~ 


4fALTH: Pratique given by Health Officers or by Custom’'s Officers who 
ward On arrival. If any case of suspected disease on board or any 
sason why vessel should not receive Free Pratique, Master should radio 
agent before arrival, advising full details. 
: Marseille Radio VHF Channel 19. Sete Port Traffic on VHF 
ssgnnel 12. Port Authority Telex No. 480220. 
rcs: 3 y's (21,200 h.p. and 12,200 h.p.) to be ordered from 
sympagnie Setoise de Remorguage. Tel: 67.74.64.49 or VHF Channel 
_ @ Tow line to be furnished by ships. Vessels taken in tow near the 
yeakwaters on the North side. 
| TANKERS: Frontignan Sea Line Terminal North Berth (C.B.M.) 1 berth 
«tankers up to 100,000 d.w.t. lightened draft 13.1 m. (43 ft.). 212 in. 
wses for crude oil discharge. Submarine pipe-line 28 in. diameter. 


Commercial Port: 1 berth for tankers up to 35,000 d.w.t. draft 11 m. 
%§ ft). 3 loading/unloading arms for refined products, 1 unloading arm 
methanol and 1 unloading arm for slops and dirty ballast. 1 old berth 
wy tankers up to 140 m. length or 10,000 d.w.t., draft 10.1 m. (33 ft.). 
sop disposal facilities available up to 1,000 cu.m.p.h. Also see 
wax. Size”. 


snipmaster's Report: March 1985. 

aerth: Vessel berthed at C.B.M. berth which is a multiple buoy mooring 

st outside the East Harbour Entrance in position: Lat. 43° 24.3’ N., 

\ong. 03° 44.6’ E. 

Pilot boards just S.E. of the yellow light buoy (Lat. 43° 22.2’ N., 
ong. 03° 46.8’ E.), together with Mobil Representative, Cargo Surveyor 
and a mooring gang of 7 men. At the same time, 3 slings of equipment 
ye placed on board on the port side, including chain stoppers for 
mooring aft and discharge monitoring equipment. 

One tug is used, through the centre lead aft; using ship's lines (2). 
Jessel approaches the berth on course of approximately 030°; ship's 
ogwas used for assessment of ship's speed, the Pilot preferring to drop 
ne first anchor at a speed of between 1.0 — 1.5 knots. 

Starboard anchor is dropped first and allowed to run to 10 shackles 
on deck as the vessel is canted to starboard to a heading of 045°. When 
spout 10 shackles have run, the port anchor is let go and then engine 
and tug used to manoeuvre the stern towards a group of 3 mooring 
uoys. 3x42 mm. diameter wires are picked up from these buoys, then 
dturther wires from submerged clumps and finally 2x 42 mm. wires from 
submerged clumps are secured forward. Both anchors are then hove in 
about 8.5 shackles each to tension the moorings aft, vessel's head 
teing finally 135°. Moorings, distances and dimensions are as per the 

_ perth drawing in Guide to Port Entry — “Plans. Mooring was very 
sompetently accomplished, the anchors being very accurately placed 
dose to 2 small marker buoys (not on chart). 

discharge: The berth has very recently been converted to clean products 

mly. 2x12 in. hoses are connected to the port side manifolds. Each of 

hese is fitted with a butterfly valve, however, a noticeable amount of 
the previous cargo ran into the drip trays while the hoses were being 
connected. Connection of hoses was made by the mooring gang. 

The sea bed line is 28 in. and maximum pressure permitted is 9 bar. 
This line has previously received crude oil at rates of up to 5,000 tonnes/ 
4. so it was not surprising when vessel did not make this pressure, 
even at full speed. Discharge of 30,000 tonnes took a total-of 15.8 hours, 
wing a final rate of 1,900 tonnes/p.h. This included approximately 
2hours slow pumping at the start and all the stripping time. 

A30 minute water plug was requested before discharge commenced. 
Mobil normally expect a vessel to be ballasted within 6 hours of 
completion of discharge; on this occasion, extra ballast was taken as 
he vessel would be unmooring in a 30 knot wind. 

The Mobil Representative, Cargo Surveyor, Pilot and the 7 man 
mooring gang all remain on board until after completion of unmooring. 
Meals and accommodation should be provided. 

General: Charterer’s Agent, Mobil Oil Francaise, is in Paris 

Telex: 610417). Agent attended on berthing and for remainder of stay 

contact was maintained by portable VHF which proved to be quite 
| Satisfactory. 

_Up to 6 boats per day for shore leave, etc. can be provided; if all 
5doats are taken the cost is high — 7,000 francs. However, for vessel's 
quirements some boats were required in any case. 

Port Health, Immigration and Customs did not attend at any time, all 
_ ‘eit paper work being carried out by the Agent. 

SRIDGES: To proceed to or leave, the Bassin du Midi bridges have to 
% opened. Request to be made to Capitainerie du Port 
Tel: 67.74.88.20/67.46.00.81) before 1700 hrs. Friday, when arrival or 
departure is expected during weekends. 

FRESH WATER: Available on most quays or by lighter of 140 tons 
wed, nie working hours. Advance notice required for Saturdays 
and Sundays. 

FUEL: All qualities available subject to advance notice given. 

3EPAIRS: Claverie: Tel: 67.48.62.52 — Mechanical workshop for heavy 
pairs and boiler repairs. 

0i Biase: Tel: 67.74.32.12 — general repairs. 

a Tel: 67.74.06.83 — Electronic and radio aids to navigation 
pairs. 

Touat: Tel: 67.48.62.37 — Electrical and generator repairs. 

Fare: Tel: 67.53.41.28 — Under water work. 


CONSULS: 
Denmark Tel: 67.74.30.20 Norway Tel: 67.74.31.83 
Finland Tel: 67.48.63.16 Sweden Tel: 67.48.63.16 
Netherlands Tel: 67.48.63.16 


hers at Marseilles. 
WATCHMEN: Service necessary for ships loading or unloading 
ayeerous merchandise. Optional for other ships. (Tel: 67.80.22.02). 
i -USTOMS ALLOWANCES: 40 grammes tobacco per day per man 
“alculated in accordance with the length of voyage undertaken by the 
._?). Amount of alcohol fixed by Customs in accordance with the crew, 
meen of ship's stay in port. It is a matter of tolerance and not of 


bi 
‘EPATRIATION: Repatriation and crew changes are easily arranged. 


| S&S 


FRANCE 


AIRPORT: Airport (Class B) at Montpellier-Frejorgues, located 30 km. 
from Sete, (30 minutes by car on the motorway), and has services to 
Paris, Nice, Bordeaux, Clermont-Ferrand and London. The international 
airport of Marseilles-Marignane is 160 km. 
IDENTIFICATION CARDS: Crew men going ashore should carry 
passport or identity card. 
TIME: GMT plus 1 hour — alteration from end of March to end of 
September to GMT plus 2 hours. 
HOLIDAYS: No labour days: 1st May and St. Louis Day (late August). 
Days with possibility of labour at overtime rates: 1st January, Easter 
Monday, Ascension Day, Whit Monday, National Day (14th July), 
Assumption Day (15th August), All Saints’ Day (1st November), 
Armistice Day (11th November), Christmas Day (25th December). 
N.B. Every Sunday and days with possibility of labour at overtime rates 
can be worked at the rate of 100%. 
DEVELOPMENTS: Berth J in Dock No. 2, is available for oil products, 
length 130 m., depth 9.0 m. 
A signal mast Is to be erected near the Eastern Entrance and is 
expected to be operational late 1989. 
AUTHORITY: Capitainerie du Port de Sete, Quai du Maroc, 34207 Sete, 
France. Tel: 67.74.88.20. Telex: 480220. Contact: Commandant Pierre 
Guillard, Commandant du Port de Sete (Harbour Master). 


STRASBOURG: 48.34 N. 07.42 E. (See Plan) 


PORT LIMITS: In Strasbourg (Lat. 48° 34’ N., Long. 7° 42’ E.), the Port 
Autonome extends from the Km. 285 to the Km. 297 upon the Rhine, 
occupying an area of 1059 ha., of which 205 ha. are water areas 
including 15 docks (7 have a constant level, 8 a variable level), and 
2 fore-harbours. 

Out of these limits, the Port Autonome de Strasbourg includes 13 
branches designed for the handling of building materials and cereals, 
and 2 ports, Marckolsheim (at Km. 242) and Lauterbourg (at Km. 349), 
all the branches and ports being on the left bank of the Rhine. 
DOCUMENTS: The ships must hold some documents, which they have 
to keep at disposal of the administration or the inspection authority when 
required, as following: 

Certificate of Survey. 

Certificate of Tonnage. 

Certificate of Registration. 

Log-Book. 

Booklet of Verification of the used oils. 

Attestation for Equipments of liquified gases. 

Customs Documents for the carriage of goods. 

Fluvial Bill of Lading. 

Rhine Manifest. 

Certificate of Ability to steer the ship. 

Police Regulation for the Navigation on Rhine. 

A.D.N.R., regulation for carriage of dangerous goods. 

the documents relating to the boilers and other tanks under 
pression. 
PILOTAGE: Pilotage is not compulsory on the Rhine and usually 
Masters do not ask for a Pilot except for Gebirge and the Haut-Rhin. 
A Pilot can be obtained in the Port of Kehl by dialling 19 — 49.7851.20.70. 
ANCHORAGES: The ships have at disposal an area of about 10 ha. in 
the North and South fore-harbours to take anchorage. Depth of water 
at least 5.20 m. 
RESTRICTIONS: Restrictions to navigation are published by the 
Nautical Corporation of the Inland Water Transport. 
MAX. SIZE: The max. sizes of ships allowed on the Rhine are as follows: 
Length: 110 m., — breadth: 11.4 m. Ships on the Rhine do not exceed 
a draft of 4.0 m. 

Dimensions of the locks: — North lock: length 125 m., breadth: 13.5 m., 
South lock: length 125 m., breadth: 13.5 m. 

In the constant level docks, the water depth is 3.5 m., but only along 
the North-South axis of the port; if not there, the water depth is 2.5 m. 

In the variable level docks, which are the docks with a direct 
communication with the Rhine, the minimum depth is 4.30 m. 

These depths are given, the Rhine being supposed at its lowest 
bench-mark: 135 m. 

HEALTH: There is no Health Service for the Rhine. 
RADIO: All communications on the Rhine are performed by radio-link 
and radiotelephony: 

VHF Channels 10 and 13: used for ship to ship communications. 

VHF Channels 20 and 22: used for transmitting of nautical advice in 
the way shore-ship and in the reverse order. 

VHF Channels 24, 25, 26 and 27: used for public communications. 
RADAR: There is no radar station on shore. 

TUGS: The Port Autonome de Strasbourg put at disposal of customers 
two tugs and one 600 C.V. pusher according to their needs. 
BERTHING: 10 km. of quays can be used for mooring. Some of these 
quays are situated in the constant level docks (max. draft 2.5 m.), some 
are in the docks that link with the Rhine (max. draft 4.30 m.). Tankers 
berth only in the Oil Dock Harbour. 

SPECIALISED CARGO-HANDLING FACILITIES: Containers up to 
40 tonnes; heavy packages up to 350 tonnes. 

The two operations are carried out at the container and heavy loads 
terminal at Adrien Weirich Dock and utilise a length of 180 m. of quay. 
Regular Rhine container lines to the North Sea ports. 

A plurimodal international transport centre, “Eurofret Strasbourg”, is 
being developed in the Southern sector of the port, close to the container 
terminal and including a road transport centre (10 ha.), a warehousing 
area (20 ha.) and an area grouping various activities (12 ha.). 
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BULK CARGO FACILITIES: Grain elevators: 2 berths for loading, and 
2 berths for discharging. 
Loading of gravel on the Rhine by belt-conveyors (11 facilities). 
Loading and unloading of hydrocarbons in the Oil Dock Harbour by 
18 facilities operating each at the rate of 300 cu.m./hr. 
BRIDGES: The head room under the bridges reaches 8.8 m. in the 
constant level docks. 
MEDICAL: Civil Hospital, 1, place de I'Hospital, 67000 Strasbourg, 
Tel: 88.16.17.18. 
DENSITY: The density of water is about 1000. 
FRESH WATER: Fresh water is supplied by Ets. 
Tel: 88.61.26.78. 
FUEL: Bunkering can be arranged with the m/s Robertsau, G.P.S., 
Tel: 88.61.68.32 or m/s Jumbo, Ets. Koejac, Tel: 88.61.26.78. 
CONSULS: 


Koejac, 


Germany F.R. 88.32.61.86 
Belgium 88.35.43.63 
U.S.A. 88.35.31.04 
Netherlands 88.61.00.29 
Switzerland 88.35.00.70 
Austria 88.35.13.94 


REPAIRS/SLIP: All the repairs can be carried out at: C.M.S., 
101 rue du Rhin Napoleon, 67100 Strasbourg. Tel: 88.79.02.00. 

Any vessel capable of using the port can use the Forge-de Strasbourg 
slip. 
SURVEYORS: Surveyors of the Commission de Visite, named by the 
Commission Centrale pour la Navigation du Rhin, can be obtained by 
the Master. 
WATCHMEN: Ship's crew, if required. 
OPENING/CLOSING HATCHES: Opening and closing of the hatches 
are performed by the crew or by the staff of the company freighting the 
ship, as any other handling. Dockers do not exist in the port of 
Strasbourg. 
REPATRIATION: All the facilities exist for effecting crew changes and 
arranging any necessary repatriation. 
AIRPORTS: Distances from Strasbourg: Strasbourg-Entzheim: 15 km. 
Strasbourg-Mulhouse: 130 km. (airport Mulhouse Bale). Strasbourg- 
Francfort: 220 km. 
HOLIDAYS: Work is stopped during the weekends and the statutory 
holidays. Labour can be obtained on these days if necessary. 
POLICE/AMBULANCE/FIRE: Police: 17 — Ambulance (with doctor) 
88.33.33.33. — Firemen: 18. 
TELEPHONES: Office of the P et T, 5, rue du Port du Rhin, 67000 
Strasbourg. In case of emergency: La Capitainerie du Port, 5, rue du 
Port du Rhin — North Lock of the Port, quai Jacoutot, can be contacted 
at any time. Tel: 88.32.49.15. There is also a public call box at the 
disposal of anybody at any time. 
SERVICES: For the ship: Tank cleaning: SITAL, 14, rue de Rouen, 
67000 Strasbourg, Tel: 88.39.60.04 

Supplying of material: Koejac, quai des Belges, 67000 Strasbourg, 
Tel: 88.61.26.78. 

Electronic repairs or supplies: Radio-Metzger, 17, rue de Dunkerque, 
67000 Strasbourg, Tel: 88.35.45.42. 

For the crew and various formalities (customs): La Capitainerie du 
Port, 5 rue du Port-du-Rhin, 67000 Strasbourg, Tel: 88.32.49.15. 
REGULATION: The Reglement Particulier de Police du Port is very 


helpful to the Master and will let him know the particulars of the Port of © 


Strasbourg. 

SHORE LEAVE: The Master must introduce himself, within the 2 hours 
following his arrival, to the Commissariat Special du Port, 5 rue du Port 
du Rhin, 67000 Strasbourg, and produce the passports of the crew. The 
passenger ships have to comply with the regular supervision of authority. 
Each member of crew must be holder of an identification card or a 
passport when he is ashore. 

DELAYS: The commercial operations begin and finish at the dates and 
hours shown upon the fluvial bill of lading. Every delay is subject to the 
payment of penalties. Except for the passenger ships, ships do not give 
notice of their arrival to the authority, before they enter into the port. 
AUTHORITY: Port Autonome de Strasbourg, 25 Rue de la Nuee Bleue, 
F-67081 Strasbourg Cedex. Tel: 88.32.49.15. Telex: 880476 F 
Poronome Strbg. FAX: 88.23.56.57. Contact: M. Georges Delmas, 
Port Director. 


TONNAY CHARENTE: 45.57 N. 00.53 W. 


DOCUMENTS: 

2 copies Crew List. 

2 copies Ship's Stores Lists. 

2 copies Crew Manifests (Tobacco List). 

2 copies Passenger List (if any). 

1 Declaration of Ballast. 

Manifest form Last Port. 

1 copy Bill of Lading (in case of any cargo to be landed). 

Ship Register to be shown. 

Derat Certificate or Exemption. 
PILOTAGE/ANCHORAGE: Vessels have to proceed to about half a 
mile S.S.W. Isle of Aix Lighthouse and to drop anchor in the No. 115 
alignment when safe anchorage is open (lowest tides; minimum depth 
of water 26 ft.). 

River Pilot joins ships there, about 3 hours to 1 hour before HW, 
depending on draft and size of vessel concerned. 

Pilot boat is equipped with VHF. 
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RESTRICTIONS: As the River Charente is unlit, movements are ny 
possible at night. However, vessels may leave anchorage in dark an, T 
come up river at daybreak (anchorage area is about 5.5 miles from the Li 
mouth of the river). Sailing up river possible 0300 hrs. — 2100 hrs. any 
sailing down river possible 0400 hrs. — 2100 hrs. be 
MAX. SIZE: Max. permissible LOA 120 m.; max. permissible draft 5.7 » s 
at Neap tides, 6.4 m. for sailing at Spring tides and 6.6 m. for enter, © 
at Spring tides. 3 
HEALTH: Free Pratique is to be obtained on arrival at port. Usual yelioy Fi 
flag signal to be raised. F 
RADIO: Ships coming from South: Bordeaux-Arcachon Radio Statin & 
Ships coming from North: Saint-Nazaire or Brest le Conquet Rady R 
Stations. 

VHF: Vessels arriving in the roads must keep watch on Channel 16, D 
TUGS: No tug is available. In case of need, tug may be obtained fro, = 
La Rochelle-Pallice (about 20 miles). A 
BERTHING: 1 private berth for grain loading, which can take vessey T 
up to 100 m. length. 1 berth 200 m. long for handling general carg to 
3 waiting berths. The central waiting berth can be used for handing qT 
small cargoes from 500 tonnes to 1,000 tonnes. Depth of water alony H 


the quays is an average of 6 m. Si 
CRANES: 2x5 tonne cranes, 1x3 tonne crane, 2x5 tonne mobk ® 
cranes. All the cranes are capable of working with hooks or scoops. (F 
BRIDGES: The Rochefort Bridge clearance over highest water is aboy 
98 ft. (30 m.). J 
STEVEDORES: A 24-hour notice is required in order to arrange loading £ 
unloading operations. D 


Discharge rates: Coal — about 1,200 tons per day of 8 hours’ wok (2 


Phosphates — about 1,500 tons per day 

Zine concentrates — about 1,400 tons per day. t 

Loading rates: Grain 2,000/2,500 tons per day. Ie 
OPENING/CLOSING HATCHES: This is the responsibility of the cre» 
MEDICAL: The nearest hospital is at Rochefort (about 4 miles). a 
FRESH WATER: Fresh water may be obtained alongside, fron | 
hydrants, at the rate of about 10 t.p.h. x 
FUEL: Must be obtained from La Pallice (about 20 miles) by lorries C 


REPAIRS: Small repairs may be carried out by local workshops. Neares 
shipyard is at La Pallice. 
REPATRIATION: Changing crew and necessary repatriation formalities 
may be effected. 
AIRPORT: The nearest airport is La Rochelle (about 30 miles). Possibe 
to reach Paris airports in a few hours by train. 
POLICE/AMBULANCE/FIRE: Police: Rochefort H.Q. — Tel: 17; Tonnay- T 
Charente Gendarmerie: Tel: 46.88.20.38; Ambulance: Tel: 46.99.30.69 
Fire: Tel: 18 or 46.88.20.38. 
AUTHORITY: Direction Departementale de |'Equipement dee | 
Charente-Maritime, Service Maritime, B.P. 125, Subdivision “Maritime © 
Hydrologie”, 17306 Rochefort-Sur-Mer Cedex. D 
Contact: M. Drieu, Sous-Lieutenant de Port. 

Mairie de Tonnay-Charente, Rue Alsace-Lorraine, 17430 Tonnay 
Charente, France. Tel: 46 88 78 11. 


TOULON: 43.07 N. 05.55 E. (See Plan) 


C 

DOCUMENTS: ni 
Cargo Manifest or Manifest of Ballast. A 
Certificate of Cargo Space. L 


Bills of Lading. R 
Ship's Register. N 
6 Crew Lists. N 
3 Passenger Lists. 
Health Declaration. Cl 
Derat Certificate or Exemption. > 
Declaration of Crew Personal Effects. . | 
PiLOTAGE: Pilot station is situated on Est Quay, address: B.P. 19) . 
Toulon. Tel: 94.41.03.28. Pilotage compulsory for vessels over 1509," y 
and over 45 m. LOA. Pilot boards 100 m. North of the semaphore stat R 
at Cap Cepet. . 
RESTRICTIONS: Entry can be made by day and night except for vessé 5 
loading with refined petroleum or dangerous cargoes which are N 
allowed to enter between sunset and sunrise. 5 
MAX. SIZE: The port is approached by a channel 125 m. wide. The & 
docks can accommodate without tug assistance ships up to 250° F 
length and 10.0 m. draft. c 
Renovation of the Gare Maritime is underway but there is no chal og 
in the draft available. . + 
HEALTH: Pratique given by Customs Officers who board on arriva A 
any case of suspected disease on board or any reason why ves* C 


should not receive Free Pratique, Master should radio Agent bel 
arrival, advising full details. 
VHF: IMPORTANT — To get authorisation to enter Toulon Harbour, si 
should call the Naval Signal Station “CEPET" on Channel 16, one 
before arrival at the Pilot Station. ‘ 
TUGS: Naval Tugs. There are many harbour tugs up to 1,000 h.p. # 
several deep sea tugs up to 2,000 h.p. controlled by the French Nev 
which may be called on for assistance by the Harbour Master or Pikes 

Commercial Tugs: 1500 h.p. and 11,500 h.p. 
BERTHING: President Fournel Quay, 345 m. length, depth alongs 
10.0 m. 

East Quay, 170 m. length, depth alongside 10.0 m. 

Minerve Quay, length 128 m., depth alongside 7 m. 
La Seyne — Bregaillon: One Ro/Ro Berth, depth 9.60 m. Ore quay’ 
berths), length 215 m., depth 9.50 m., 2x26 tonne cranes 


. = 


fANKERS: Tankers discharge at naval installations at Milhaud and 


t 
7 Terminal: 1 jetty berth for tankers up to 7.0 m. draft, and a buoy 
for vessels up to 15,000 tons displacement. 
sfeVEDORES: There is a permanent working force of 14 dockers which 
‘an be increased by casual labour to 60 men if required. Shifts are 
jailable for 4 hours, 8 hours or 9 hours with possibilities for overtime. 
FRESH WATER: Available from hydrants. 
FUEL: Available by tanker lorries and by barges from Port de Bouc 
smpanies (Sanara or Citerna). 
REPAIRS: Serra Fres: Floating dock 1,700 tons, length 85 m. 
All types of repairs can be carried out at the Naval Dockyard. 
pry DOCKS: Several dry docks available in the Naval Dockyard, of 
which 3 can accommodate vessels in excess of 250 m. length. 
AIRPORT: The Toulon-Hyeres Airport is 23 km. from the centre of 
Toulon. There are 4 flights daily to Paris where passengers may transfer 
p national or international flights. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: New Year (1st January, no labour available); Easter 
sunday (possibility of labour with overtime); Easter Monday (no labour 
jvaiiable); Labour Day (1st May, no labour available); Ascension Day 
possibility of labour with overtime); Whit Sunday (possibility of labour 
wth overtime); Whit Monday (no labour available); National Day (14th 
uly, no labour available); Assumption Day (15th August, no labour 
wailable); All Saints’ Day (1st November, no labour available); Armistice 
day (11th November, possibility of labour with overtime); Christmas Day 
2th December, no labour available). N.B. Every Sunday and day 
marked “possibility of labour with overtime” can be worked at the rate 
of 100%. 
\DENTIFICATION CARDS: Crew men going ashore should carry 
passport or identity card. 
AUTHORITY: Direction Departementale de | Equipment, Capitainerie du 
Pot de Toulon, B.P. 1202, 83070 Toulon Cedex. Tel: 94.03.27.60 
during working hours) and 91.97.18.34 (mobile telephone of Officer on 
wty outside office hours). Telex: Equip Toulon 430742. Contact: 
¢. Mansire, Harbour Master, Tel: 94.91.84.47. 


TROUVILLE-DEAUVILLE: 49.23 N. 00.05 E.(See Plan) 


The port situated on mouth of River Touques, is composed of 2 parts: 
Trouville for small fishing vessels, and Deauville including 2 docks for 
caigo ships and pleasure boats. 

DOCUMENTS: 

1 Crew List. 

1 Passenger List. 

Tonnage Certificate. 

2 Cargo Manifests. 

Bills of Lading. 

1 Crew Manifest. 

PILOTAGE: Pilotage on entry and leaving is carried out by the Seine 
Pilots. Request for a Pilot must be made 12 hours in advance by radio 
ortelephone, either to the Port Captaincy of Trouville-Deauville or to the 
Pilotage Office for the Seine at Le Havre or at Rouen. Vessels bound 
‘or Trouville/Deauville anchor in the “Rouen Waiting Area” Roads at 
Carosse where they take on the Pilot. 

tis recommended to anchor near the pilot boat of Rouen and contact 
‘er by VHF for instructions. 
ce: The best one is Rade de la Carosse (Lat. 49° 27' 30” N., 
long. 0° 01' E.). 

RESTRICTIONS: No restrictions at night time. Draft allowed 2.80 m. 
Neap tides, 4.0 m. Spring tides, Entrance is dangerous with wind from 
NW. to N. over force 6. 

Access channel has a depth of 2.80 m. and dries out (zero on French 
arts). Lock gates are opened about 2 hours before time of 
“mmencement of flood tide at Le Havre. Lock gates are closed 
2S hours after time of commencement of flood tide at Le Havre. The 
‘f€ port and river quays at Trouville are uncovered at low water. The 

‘ouville fishing port is one where craft are beached. 

MAX. SIZE: Length: 210 ft. (64 m. OA); breadth: 45 ft. 
RADIO: Radio-Boulogne FFB. 

TUGS: No tugs available. 

STEVEDORES: Loading and discharge by shore crane. 
MEDICAL: All hospital facilities available. 

DENSITY: 1025. 

FRESH WATER: Available from quay. 

EL: Small quantity by tank-lorry on demand. 

CONSULS: See “Caen” or “Le Havre”. 

REPAIRS: Small repairs only. 

AIRPORT: Deauville St. Gaitien 3 miles away. 

AUTHORITY: Commandant du Port, Capitainerie du Port, Boulevard 
“omnuge, 14800 Deauville. Te/: 31.88.28.71. 


NOTES 
Please also advise Shipping Guides Ltd. 


FRANCE 
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Gabon 


CAPE LOPEZ: 00.38 S. 08.43 E. 


DOCUMENTS: 

4 Crew Lists. 

4 Passenger Lists. 

4 Lists of Ports of Call. 

4 Manifest of Ship's Stores. 

Clearance from Previous Port. 

4 Arms and Ammunition Lists. 

4 Narcotics Lists. 

4 Birds and Animals Lists. 

PILOTAGE: No official radio station. Pilotage not necessary to approach 
Port Gentil Roads. 

Pilotage to Cape Lopez Terminal is assumed by Elf-Gabon Pilots, 
while pilotage to Pointe Clairette Terminal depends on Port Gentil 
Harbour Authority. 

For the private tanker ports at Pointe Clairette and Cape Lopez, 
pilotage is compulsory. On Cape Lopez Roads Pilot will board vessel 
1.5 miles offshore on a line with Cape Lopez Lighthouse bearing 
255° True, distance 2.4 miles in a launch carrying proper Pilot signals. 
The Mooring Master will stay on board throughout the vessel's time in 
port to assist in mooring, hose handling and loading operations. 
ANCHORAGES: The waiting anchorage position is 2 nautical miles in 
a 075° direction from Cape Lopez Lighthouse. Depth of water 55 m. 

It is necessary to guard against violent tornadoes occurring between 
December and May coming from the East or the North. These tornadoes 
occur very suddenly and are extremely strong. 

MAX. SIZE: 250,000 d.w.t. and LOA 340 m. Max. draft 20.50 m. (67 ft.). 

Minimum size of vessel: LOA: 215 m. (Approx. 35,000 d.w.t.). 

If vessel arrives with a part cargo from another loading port the 
maximum arrival deadweight acceptable is 160,000 metric tons. 
RESTRICTIONS: Berthing is effected day and night, however, certain 
vessels may be berthed in daylight only. Unberthing is effected by day 
or night. Vessels must arrive with sufficient ballast and correct trim in 
order to manoeuvre safely. 

Ballast should not be less than 30% of deadweight. Fresh water and 
stores are not considered as ballast; draft on arrival should not be less 
than 50% of loaded draft. Elf Gabon reserve the right to leave vessels 
which do not comply with these regulations at anchor. 

Berthing is not effected in rough weather. At the berth mooring lines 
must be in good condition and well tended. In case of storm or tornado 
loading operations must cease and vessel be prepared to leave the 
berth if so directed by the Terminal Superintendent or Pilot. 

HEALTH: Formalities carried out on berthing by Police Forces. 
However, ships remaining at anchor may have Customs and health 
formalities carried out through their Agent. 

RADIO: Elf Gabon Terminal: VHF watch on Channel 16 or 72. The 
working Channel of the terminal is Channel 72. 

When a ship is expected, a permanent watch on VHF Channel 16 is 
kept by the terminal for short distance communications. 

All ships must contact the terminal in advance of their arrival. Elf 
Gabon will inform the vessel whether berthing will take place on arrival 
or whether it should anchor. 

Arrival Advice: Advise Agent 48 hours and 24 hours before arrival, 
also if any appreciable alteration thereafter. 

VHF: Before vessel's arrival watch is kept on Channel 16. During loading 
and mooring, watch is kept on Channe! 72. 

BERTHING: Anchors are not required for mooring operations but must 
be ready for emergency case. Vessel berths port side alongside on 
6 dolphins, heading 044° True. Depth of water along the berth is 25 m. 
Mooring ropes used as follows: fore and aft 3 head/sternlines, 
3 breastlines, 2 springs. 2, 3, or 4 tugs are used for mooring operations, 
in accordance with the d.w.t. Vessel’s engines must be ready for 
immediate operation all the time vessel is at the berth. 2 or 3 tugs will 
remain standing by. Ship's gangway is not required, an automatic one 
is supplied by Terminal. 

Connecting Hoses: Connection and disconnection is carried out by 
Elf Gabon personnel with the assistance of the crew. 

The vessel's cargo derricks are not used except in the case of absolute 
necessity or in the case of breakdown of the platform hoisting gear. 

The 4 loading arms are 16 in. diameter, with hydraulic couplers for 
16 in., 14 in. and 12 in. flanges. The arms are located on either side of 
the dolphins’ centreline. 

Reducers shall be provided by the ship for the other flange diameters. 

Before connecting arms, the ship will be connected to the ship-shore 
bonding wire, and disconnected only after loading arm uncoupling. 
Hose Handling: 5 arms. Crude: 4 x 16 in. arms. Loading rate: 
12,000 cu.m./hr. Finished products (Diesel and Naphtha) are loaded by 
means of a 5th loading arm; 2 loading arms can be used for Fuel Oil. 
Loading: Communication between ships and shore loading installations, 
in any case (loading, fire, etc.), will be effected on VHF Channel 72. 

An Elf Gabon representative, responsible for loading and safety is on 
permanent watch at the berth. The Master must supply him with all 
relevant information and assistance required to ensure operations run 
smoothly. 

The Master will be held entirely responsible for operating the valves 
and for safe loading on board his ship. If necessary, pumping speed 
can be reduced. 

At least 10 minutes before loading is finished, the terminal should be 
notified of the moment pumping should be stopped. 

When loading is completed, the tank ullages will be taken by a ship's 
officer in the presence of an Elf Gabon representative. 

Average samples taken from each tank from which the crude was 
pumped will be furnished to the ship by the terminal. 

These samples will be numbered, sealed and labelled showing the 
origin of the crude. 

Notice of Readiness: To Elf Gabon. 
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(See Plan) 


TUGS: Compulsory. Owned by Elf-Gabon, can be contacted on \y 
Channel 72. Ship tow lines are not required, 3 tugs are available up, 
3,200 h.p. There are 2 launches for handling mooring lines. 
BALLAST: Vessels must arrive with clean ballast only. There are » 
facilities for discharging dirty ballast at the terminal. In no circumstang. 
should dirty ballast be pumped overboard. 

MEDICAL: Doctors and hospital facilities available. All vaccinations ¢ 
be arranged. 

DENSITY: Varies between 1021 and 1025. 

FRESH WATER: Fresh water supplies can be obtained within a jp 
hours from a 120 ton barge. Apply to Port Gentil. 

FUEL: 1,500 secs. and 3,500 secs. fuel can be supplied by Darg: 
subject to 48 hours’ notice. No barges allowed alongside during load, 
operations. 

CUSTOMS ALLOWANCES: No restrictions for quantities tobacco a 
spirits held on board the ship. It is prohibited to allow dutiable artic 
to leave the ship. 

CONSULS: France, German F.R. and United Kingdom. 

REPAIRS: There are facilities for hull and engine repairs for barges ay 
river craft. Slipway for vessels up to 300 tons. 

REPATRIATION: Facilities available. Contact ship's Agent. 
AIRPORT: Can be reached in 15 minutes by road. Regular services» 
Europe every day. 

TIME: GMT plus 1 hour all the year round. 

HOLIDAYS: Holidays do not affect tanker working. 
POLICE/FIRE/AMBULANCE: Police tel. 17; Fire tel. 18; Ambulany 
tel. 23-33. 

SHORE LEAVE: Crew members are allowed ashore. There is no regu 
immigration control but identification papers should be carried. Bathin 
alongside the ship and the berth is strictly prohibited. 
SAFETY: During the whole time the ship remains at the loading ber 
the Master shall: 

Maintain on board sufficient number of crew members to carry o 
any manoeuvre without difficulty, and to enable first fire fightix 
measures to be taken; maintain engines ready for manoeuvring; ensw 
that mooring is satisfactory without undue wear on mooring lines. 
Fire Precautions: It is forbidden: To smoke, use naked flame or too 
likely to create sparks outside the zones generally authorised for tanker 
to carry out repairs or handling operations on deck; to turn the propellen 
to use in danger areas any equipment or tools not of a type approve 
by a competent organisation. Elf Gabon reserve the right to take ar 
steps considered necessary in case of danger and, in particular,» 
suspend loading; loading of bunkers, supplies, water, etc., will > 
submitted for the approval of Elf Gabon. 

During loading: 

All hull valves should be shut, except for those required for wat 
circulation; all scuppers of main deck should be sealed; two fire hose 
will be connected and set up, one at the bow. the other at the ster: 
the ship. The fire main shall be maintained under pressure at all time 
two long robust steel safety ropes should be placed on the starboar 
side of vessel, one at the bow and one at the stern. The eyes shou 
be maintained at the right distance from the water so that tug boats ce 
easily catch hold of them. 

Movement Restrictions: 

It is forbidden to enter the zone of Elf Gabon installations without 0 
authorisation. Smoking or use of lighters or matches are strc 
prohibited. 

In case of fire on board a ship moored to the loading berth, th 
Shipmaster shall give the alarm by sounding a series of short blasts 
the siren and advise Terminal on VHF Channel 72. He is responsi 
for organising fire fighting and ensuring the stability and safety of © 
vessel, taking all the necessary steps in this respect. 

Elf Gabon may order any safety measures to be taken in the genet 
interest of everyone. 

If considered necessary, during a storm, the loading operator m 
suspend loading and disconnect the loading arm. 

Safety Look-out: 

Elf Gabon have a permanent look-out on the loading platform une 
the orders of the chief loading operator. 
Equipment at disposal of ship: 

Stand-by tugs (22,000 h.p. minimum); mooring launches 140 he 
equipment permanently available at berth (water screen, hoses, ett) 

A Kleber anti-pollution barrier 500 m. in length can be launched wit 
a few minutes. 

A “Vortex” device can be used to re-pump the crude oil spilt in 
sea. This crude oil is then collected in plastic tanks. 

When a ship pollutes the sea, the above action and use of the? 
devices will be charged to the vessel. 

WEATHER: 

Meteorology: From June to September the prevailing wind comes {tt 
S.S.E. and can reach force 6. From October to end of May, # 
especially during February, March and April there is a risk of tornado 
They can come from any direction and are always very dangerous. 
Tide: Mean amplitude of Spring tide is 2.20 m. 

Swell: The terminal is protected from ocean swell. Wave height crea® 
by tornadoes can reach 2.50 m. 

Current: Generally less than 0.5 knots but can reach 1 knot. Avera? 
direction 040° and 215°. 

GENERAL: Ships spares: Customs require originals of invoices * 
clearing spares. Copies are not acceptable. 


SHIPMASTER’S REPORT: 1977. (Updated 1988). 
This vessel is an OBO carrier of 159,250 d.w.t. and called for a# 
cargo of 85,000 tons of Mandji Crude. 

Mandji Crude has an API of between 30.0 and 30.4 and was on” 
occasion loaded at 97°F. 

It appears to be wax-free and has a slight suspended water conlf 
Vessel size: Accepts vessels from 35,000 d.w.t. to 250,000 ¢* 
max. sailing draft is 67 ft. 


gen: Berth face about 420 ft. long with connected mooring posts. 
Foating”’ type fender piles. Pilots are cautious of impacts as berth is 
sled into very deep soft mud. Moorings on our visit were: Forward: 
‘nead lines, 3 breast ropes and 2 springs. Aft: 3 stern lines, 3 breast 
was, and 2 springs. (See “Plan’’). 

The springs were sent ashore first, fore and aft. 

alllines are run, 1 at a time, by mooring boat, and there is no problem 
ganing wire rope moorings. 

There is a shore gangway mounted on a tower. 

oad Rate: Total max. rate of 12,000 t.p.h. using 4 Chicksan loading 
ms. The connections are 16 in. and hydraulically coupled. 
gerthing: Straight forward operation, no significant currents, vessels tie 
yo bow out, port side to jetty. 
fething Operations: From end of passage to all secure was 
accomplished in just over 3 hours, from Pilot aboard to secure took 
2nours. Connection of the loading arms used by this vessel took 1 hour. 
From commencement of singling up to Pilot away took 1.5 hours. 
jugs: There are 2 modern 3,000 h.p. Kort Nozzle tugs and 1 older tug 
2,000 h.p. stationed in the port. The larger tugs made fast fore and 
st. and the smaller pushed midships. On sailing only one of the larger 
and the smaller tug were used. The tugs normally use their own lines 
to | and remain fast until mooring is completed. 

weather: Mild and pleasant apart from tornadoes which occur from 

October to May, but especially February, March and April. 

These spring up without notice to very violent winds in minutes, and 
tough it is understood loading may be suspended, the tugs are used 
to assist vessel to remain on the berth if required. 
gunkers: A bunker line is being installed on the jetty, a barge is used 

| temporarily, but it is understood that delays can be expected in taking 
_ punkers, and they must be ordered beforehand from Elf Paris. 

| fresh Water: Said to be available by barge from Port Gentil. 

usage: According to the Pilot, about 12 ships a month use the berth. 
Slop Reception: There are no facilities, vessels must arrive with clean 
pumps and clean lines. 

Radio: Tugs and Pilot are on VHF 16/72 and Marine and Terminal 
Operations are on VHF 72. 

Repairs: Doubtful if any repairs could be undertaken, possibly in 
emergency the refinery workshops would assist. 

Communications: There are regular daily flights to Libreville, and 
connections from there worldwide with minimal delay. Flight time Cape 
Lopez to Paris is said to be 7 hours. 

Crew Changes: Could be carried out easily from a point of 
transportation, Port Gentil only has 2 hotels (Novotel and Meridien) and 
3 quest houses. 

Medical Service: Could not be obtained because vessel berthed on 
Saturday. However, there is a hospital. 

Chandler: The port has a chandler, but there is no local produce 
whatsoever, all vegetables, etc., being airlifted from France and 
prohibitively expensive. 

Cargo: Mandji Crude at loading temperature 95° to 100°F., API 30.25, 
has slight percentage suspended water. 

Shore Leave: Permitted, but walking through the installation is forbidden 
| ‘orsecurity reasons, and transportation is apparently difficult to obtain. 
General: | understood no clearing or formalities are completed until 
vessel is berthed. 

Horcnch Mooring Master now performs pilotage only and leaves after 
derthing. 

Accommodation: No longer required to provide accommodation for 
snore personnel. 
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SHIPMASTER’S REPORT: November 1981. 

Agency listens on VHF Channel 16 during normal working hours and 
: hey also listen at 0900 and 1500 LMT on frequency 2506 kHz. Cargo 
Y | papers usually take 2 hours after completion of loading. There was no 
| problem with crew going ashore. 
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SHIPMASTER’S REPORT: January 1988. 

This vessel calls frequently at the port. 

The updates from Shipmasters are generally correct, but Pilots state 
hat they do not berth vessels during darkness. Usual hours for berthing 
4 from about 0700 hrs. until about 1800 hrs. The decision whether or 
Mot to berth any particular vessel outside those times is made by the 

lot, depending upon vessel’s size, weather conditions, etc. It is 
*nsidered highly unlikely that they would berth a large vessel after dark. 

naddition to the latest papers required, we have also been asked for 
ae copy of List of Vaccination Dates and one copy of Crew Personal 
SHects Manifest. 
, Customs and other formalities are usually only effected alongside after 
*ething. Usually two officials and Agent board. No problems 
countered. 

Documentation on completion of loading usually takes about 4 hours. 

fesh provisions are available from chandler in Port Gentil, but as 
Dey are mostly imported, prices are about three times those in Europe. 

‘ey are of good quality and variety, cost being the only problem. 

We have always found that mail posted in this port reaches its 
%stination properly, (7-10 days to Europe). 
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AUTHORITY: Elf Gabon, B.P. 525, Port Gentil, Gabon. Tel: (241) 

260-00. Telex: 8210 — 8216 Go Elferap. Contact: J.M. Grouvel, 

;Perations Manager. 

eee: Cape Lopez Terminal, B.P. 524, Port Gentil, Gabon. Tel: 
83.09. Telex: 8210, 8216. Contact: Mr. Panbou, Terminal Manager. 


“SENT: Socopao-Gabon, BP 560, Port Gentil. Tel: 752491, 750101. 
S: “Freight Portgentil”. Telex: 8223. Fax: 750751. 
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GAMBA: 02.52 S. 09.59 E. (See Plan) 


SEA TERMINAL: SBM. 


DOCUMENTS: 

Last Port Clearance. 

3 lists of Last Ports (during last 3 months). 

3 Stores Lists. 

4 Crew Lists. 

3 Personnel Effects Lists. 

3 Lists of Vaccinations. 

4 Arms and Ammunitions Lists. 

2 Animals Lists. 

2 Narcotics Lists. 

2 Passenger Lists. 

1 Notice of Readiness. 

APPROACHES/AIDS TO NAVIGATION: Approaches to the berth are 
direct from the sea, stemming the predominant current which usually 
runs Northward parallel to the coast. 

Gamba Lighthouse: Lat. 02° 47.0’ S., Long. 10° 01.4’ E. 

Red and white lattice tower. 

Height 47.0 m. 

GP. FL. (2) W10 seconds. 18 miles. 

Lat. 02° 51.6’ S., Long. 09° 55.8’ E. 

Height 6.0 m. 

GP. FL. (9) 15 seconds. 6 miles. 

Lat. 02° 51.6’ S., Long. 09° 58.2’ E. 

Yellow. 

FL. W 0.3 second every second. 5 miles. 

Lat. 02° 46.8’ S., Long. 10° 02.3’ E. 

An aircraft radio beacon is in operation at 
Gamba airfield. Signals are sent continuously. 

Frequency 359 kHz. 

Call sign GZ. 

PILOTAGE: All tankers using the SBM must use the Shell Gabon 
pilotage service for both mooring and unmooring. The Berthing Master 
boards in a position approximately 2 miles North of the SBM. Berthing 
takes place both day and night, any delays to vessel's account. 

Pilot ladder should be rigged on the port side as per standard 
requirements with the accommodation ladder 6.0 m. above the water 
level. 

Vessels should arrive with derrick rigged and topped on the port side 
(minimum SWL 7.0 tonnes) in order to lift on board the mooring 
equipment and for the floating hose connections. The maximum stern 
trim of the vessel should be 8 ft. 

The Berthing Master and his assistant, who remain on board 
throughout the loading, also acts as the ship's Agent and is the focal 
point for liaison with shore, communications being by VHF. 

The pilot boat/mooring launch will assist mooring/unmooring and will 
stand-by throughout loading. If required, a mooring rope should be 
provided aft by the tanker. Ship's engines should be kept ready for use 
at any time at the Berthing Master's request. 

ANCHORAGE: Vessels must anchor without assistance. The 

recommended anchorage is in a location 1.5 miles N.W. of the SBM in 

a water depth of 82 ft. (25 m.). 

READINESS: Notice of Readiness will be accepted by the Berthing 

Master either: 

(a) At the vessel anchoring time, if delayed at the request of the 
terminal, provided the vessel is within her date range. 

(b) On completion of mooring if vessel is berthed on arrival. 

(c) On commencement of the laydays if the vessel is berthed before 
the commencement of laydays. 

RESTRICTIONS: Heavy swell and tornadoes (October to May 

tornadoes can come from any direction and are always dangerous). 

MAX. SIZE: Max. ship size 150,000 tonnes d.w.t., weather permitting. 

Max. distance bow to manifold — 465 ft. Max. draft 17.25 m. 

HEALTH: When advising ETA include in message whether any sickness 

on board. In case of emergency vessels should call before or after 

loading at Port Gentil for medical attendance or for crew changes. For 

this purpose send separate message to “Marine Gamba” and to Agency. 

RADIO/VHF: Arrival Advice: The initial ETA should be sent to “Gamba 

Marine” via Gamba Radio at least 4 days before arrival. Subsequent 

confirmatory ETA messages should be passed to Gamba Radio. 

Telecommunications: Telexes can be sent to “Shell Gabon OSU-24/ 

241". Shell Gabon’'s Telex No. is 8206-GO. 

Telephone communcation is also available with the following numbers: 
(Country code 241) Tel. No. 75 83 60 or 75 84 65. 

If no telex is available then all messages to be sent to Gamba Marine 
(OSU/2.4) through Gamba Radio “TRP 8”, which is a private station 
operated free of charge by Shell Gabon. 

Telegraphy: Telegraphy A1. Power 500 Watts. Frequency 500 kHz. 
Watch from 0700 hrs. to 0900 hrs. on request by Gamba Marine. 
Telegraphy Al. Power 2 kilowatts. The general calls to ships are made 
on the station's working frequencies at the following hours: 


W. Cardinal Buoy : 


SBM 


Radio Beacon 


13,070 kHz : General calls and traffic list at 0900. 
Listens on 12 MHz band from 0900 to 0930. 
Listens on 16 MHz band from 0930 to 1000. 
Range about 6,000 miles. 

6,510 kHz General calls and traffic list at 1300. 


Listens on 6 MHz band from 1300 to 1330. 
Listens on 8 MHz band from 1330 to 1400. 
Range about 1,000 miles. 
VHF: Power 50 watts. Call sign “Gamba Marine”. Watch on Channel 
16/12. Working Channels 12 and 6. Range about 30 nautical miles. 
Watch in English language during office hours (0600-1100 and 
1300 — 1800). 
Pilot launch: Watch on Channel 12 (when at sea). Range about 
20 nautical miles. 
Note: All times are GMT (local time is GMT plus 1 hour). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


BERTHING: Berthing takes place both by day and by night. If a 
Shipmaster refuses to berth by night, delays will be charged to his vessel. 
SBM Description: The buoy is 11 m. in diameter, 5 m. high. A double 
16 in. manifold is provided on the turntable (one pipe is blanked) 90° 
clockwise from the tanker securing point. The SBM is moored by means 
of 6 chains which are secured to the seabed by 200 tons holding power 
anchors. 


MOORING: Vessels moor with 215 in. nylon ropes (length 45 m.) 

from SBM secured on board ship by 2x76mm. stud link chain. 

Berthing Master will advise on mooring procedure. 

Mooring Procedure: Prior to the vessel's approach to the buoy, the 

mooring launch will have carried out the following: 

(i) | All cargo valves on the SBM opened, i.e. 2 PLEM valves, 2 well 
valves and 2 floating line valves. 

(ii) | Both floating hoses turned back and attached to the SPM. 

(iii) Starboard mooring line turned back around the buoy. 

The mooring launch will then connect a 150m. long, 250mm. 
circumference polypropylene messenger to the mooring chain pick-up 
rope by means of a special screw type shackle and then stand-by to 
receive the tanker at the end of the floating hose line. During night time 
operations the mooring launch can assist by illuminating the position of 
the floating hose. 

When the tanker is within range, launch will connect the messenger 
to the ship's rope and the vessel will then be manoeuvred up towards 
the SPM until the mooring chain is on board and stoppered. 

On no account should the vessel be warped up to the buoy by means 
of the winches and at no stage should excessive weight be allowed to 
come on to the messenger, especially during adverse swell conditions. 
Whenever possible, AKD stoppers should be used forward and when 
only one is available, the starboard rope should be made fast clear of 
the water, but at a lesser tension. 


LOADING: A derrick should be rigged with double whip and topped on 
the port side for loading mooring equipment and hose lifting. 

Shore Line System: SBM — 1x30 in. submarine pipe-line (total length 
to Terminal 10.3 km. (33,790 ft.)). Reduced to 2 16 in. for connection 
to ship's manifold (total length of floating hoses: 860 ft. and 895 ft.). 
Rabi Export Blend Crude Characteristics: 


Density at 15° C 0.8535 

A.P.1. at 60° F 34.2 

B.S.W. : 0.005 

Salinity : 20-30 PPM 
Temperature 40° - 45°C 
Loading Rate 3,600 cu.m/hr. 
Pour Point 20° — 24°C 


Deballasting: There are no facilities for discharging ballast or slops 
ashore. Vessels must therefore arrive at the loading terminal with clean 
ballast on board. 

Connection/Disconnection of Hoses: Connection and disconnection is 
carried out by the ship's crew with advice from the Berthing Master or 
his assistant. The hose is connected to the port side manifold using a 
16 in. ASAB 165 flanged connection. A secure mooring point for the 
hoses is needed 1.0 m. to 3.0 m. from the rail. 

If there are no suitable reducers on board, the terminal should be 
advised by radio, giving the size of the ship's manifold and the pitch of 
the bolt holes. : 
Loading Procedure: During the loading the Berthing Master remains on 
board and acts as Loading Master and maintains permanent contact 
with the terminal on VHF Channel 6. 

If required, the loading rate can be adjusted for topping-off tanks and 
for completion of loading, or at any time if required. The Loading Master 
should be advised at least 1 hour before the completion of loading. 
A watchman must be stationed on the forecastle and in the manifold 
area throughout loading. 

The nominal loading rate is 2,500 cu.m.p.h. and the maximum loading 
rate is 4,500 cu.m.p.h. 

Documentation: All documentation will be completed by the Berthing/ 
Loading Master approximately 1 hour after the completion of loading on 
receipt of the shore figures. 

Engines: Engine immobilisation is forbidden at the SBM. Engines should 
be kept ready for use at any time at the Berthing Master's request. 


MEDICAL: No medical or dental facilities at Gamba (See “Health”’). 
DENSITY: 1025. 


FRESH WATER/FUEL: Not available. 

CONSULS: None, French consul in Port Gentil. 

REPAIRS: No facilities available. 

BALLAST: There are no facilities for discharging ballast ashore. Vessels 
must arrive at the loading terminal with clean ballast only, apart from 
contents of the slop tank. 


GANGWAY/DECK WATCHMEN: Not required. 
CUSTOMS ALLOWANCES: No restrictions on Tobacco/Wine. 
REPATRIATION: Not permitted. 


AIRPORT: Gamba airport is local airstrip and is connected to Port Gentil 
by daily service (Except Sunday). Port Gentil airport is connected to 
Libreville International Airport by daily services. Mail reaches any 
European country within seven days. 


TIME: GMT plus 1 hour throughout the year. 

SHORE LEAVE: Not allowed. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Occasionally the berth is subject to heavy swell delays and 
from October to May tornadoes can be experienced from any direction 
and can be particularly dangerous. 


618 


GENERAL: Deck Watch: When on the SBM, a responsible officer my, 
be present on deck and a permanent watch must be maintained on 
forecastle. 

Territorial Waters: The sovereignty of the Republic of Gabon exten 
up to 200 nautical miles from the lowest sea water mark along the cozy 
Mail: Mail will reach any European country within one week. 

Ship's Spares: Customs require originals of invoices for clearing spare 
Copies are not acceptable. 

AUTHORITY: Shell Gabon, Gamba Marine (GMA), B.P.146, Port Ger 
Republique du Gabon. Te/: 752651 (ext.8465). Telex: 8206 Go., 82 
Go., 8249 Go. and 8260 Go. Cables: Shell Gabon Port Gey 
FAX: 751050. Contact: Captain J.W.N.Holmes, Marine Department 


AGENT: See “Port Gentil”. 


LIBREVILLE: 00.23 N. 09.26 E. 


PORT LIMITS: The seaward boundaries of the port within which a ves 
is considered to be an “arrived ship” and (subject to C/P terms) laytin 
will commence is 2 miles off shore at Libreville Harbour. 
DOCUMENTS: See ‘Port Gentil”. 

PILOTAGE: None available. 

ANCHORAGES: Bottom of roads in Libreville slopes very gently dow 
towards open sea. The greater the vessel's draft, the further out it mu 
moor. e.g., ship of 7 m. to 8 m. draft will be moored approx. 1,500p 
from Harbour Pier. Ship 5 m. — 6 m. draft will be able to approach th 
Harbour Pier as near as 500m. to 600m. For reasons of sate} 
forbidden to come nearer, particularly during tornado season — Februa 
to May and September to December. 

RESTRICTIONS: No restriction imposed on entering or leaving th 
Estuary. Channel marked by 5 buoys provided with radar reflectors an 
flashing lights. Sixth buoy, called a “landing buoy’ moored in road 
where vessels moor. 

MAX. SIZE: Shipmaster’s Report: March 1980. Max. draft 7.4 m. 
HEALTH: If there is sickness on board, Health Service warned >t 
Consignor of vessels. Health Service can go on board to check state: 
crew's health. Immigration Service can also board to check crew list at 
condition of passengers, if any. 

RADIO: Libreville Radio: Radio-telephony from 0600 to 1800 hrs. Gi 
on 2182 kHz, Radio-telegraphy from 0600 to 1800 hrs. GMT on 500 kit 
call sign TRA 22; from 0800 to 0830 hrs.on 13101 kHz, call sign TRA! 
from 1630 to 1700 hrs. GMT on 8722 kHz, call sign TRA 8. 

TUGS: Tugs intended only for towing lighters, horse power 150 to 25 
unsuitable for any harbour towing. 

BERTHING: Only for lighters and small coasters with a draft of les 
than 3m. Crews working unloading or loading of vessels in roa 
supplied by Consignor of the ship. Harbour Services have no raé 
apparatus. Shipping companies all have radio-telephone extension 
which allows them to be in permanent contact with vessel moored’ 
roads. Unloading or loading operations of goods carried out by lighte 
which, towed by small tugs, ensure rotation between vessel in operatit 
and quay. All this equipment belongs to shipping companies dealt 
with consignment of vessels in the roads. Every vessel arriving in roa 
must have its consignor. 

STEVEDORES: Available. 

MEDICAL: Hospital available, and in case of necessity, patient’ 
patients will be admitted. 

FRESH WATER: Water supply real problem, as there is no tanker! 
transport it. Therefore strongly recommended that any ship touchit 
Douala coming from the North or Pointe Noire coming from Sov 
should fill up at one of these ports. 

FUEL: There are fuel-tankers belonging to shipping companies. T™ 
tanker which provisions Libreville two or three times a week is brouy 
alongside buoys in roads, (position: Lat. 0° 23'51'h 
Long. 9° 25’ 42" E.); fuel is transhipped by sea-line to tank on shore 
FIRE PRECAUTIONS: No special precautions. 

CONSULS: None. 

REPAIRS: Small repairs possible. 

GANGWAY/DECK WATCHMEN: Carried out by crew. 
OPENING/CLOSING HATCHES: This is done with the tacit agreem® 
of the ship's Officer and the Consignor. 

CARGO GEAR: Ship's own gear used. 

DRY DOCKS: None. 

REPATRIATION: No facilities. 

AIRPORT: 9 km. from the harbour. Links with French-speaking Ai@ 
Switzerland, and France, also Johannesburg. 

TIME: GMT plus 1 hour. 

HOLIDAYS: 17th August, Independence of Gabon; 1st May, Lav? 
Day — these are the only holidays in force. 

SERVICES: None. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

DELAYS: First come, first served method. 

GENERAL: Ship’s Spares: Customs require originals of invoices® 
clearing spares. Copies are not acceptable. 

AUTHORITY: Capitainerie du Port. 


AGENT: Socopao-Gabon, B.P.4., Libreville. Tel: 70.21.40 and 70.218 
Telex: 5212. Cables: "Freight Libreville”. Fax: (241) 70.23.34 
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\UCINA MARINE TERMINAL: 03.40 S. 10.46 E. 
(See Plan) 


OCATION: Lucina offshore development consists of 6, four pile 
seduction platforms linked by submarine pipeline to the Floating 
borage Unit (FSU) “Banio”, which itself is linked to an export SBM. 
te production platforms are: 

{pi Lat. 03° 41.0’ S., Long. 10° 44.3’ E. 

102 ~— Lat. 03° 41.8’ S., Long. 10° 45.0’ E. 

103 Lat. 03° 42.5’ S., Long. 10° 46.0’ E. 

ip4 Lat. 03° 41.9’ S., Long. 10° 44.6’ E. 

105 ~— Lat. 03° 42.2’ S., Long. 10° 45.8’ E. 

LWD1 Lat. 03° 41.4’ S., Long. 10° 43.7’ E. 

These production facilities are linked via LP1 (connected by bridge to 
pt). The 85,000 tonnes FSU ‘“Banio” (Ex-tanker ‘Sitala”) is moored 
by means of 10 anchors in position Lat. 03° 40.0’ S., Long. 10° 45.8’ E. 
“The FSU is connected with the export SBM by a 20 in. x 1.0 km. 
submarine line. 

DOCUMENTS: 

Last Port Clearance. 

3 Lists of Ports for last 3 months. 

3 Store Lists. 

4 Crew Lists. 

3 Vaccination Lists. 

3 Personal Effects Lists. 
4Arms and Ammunition Lists. 

2 Animals Lists. 

2 Narcotics Lists 
2 Passenger Lists. 

1 Notice of Readiness. 

APPROACHES: Navigation Aids: 


LD-1 : Conspicuous flare, 

Morse ‘‘U” white 15 seconds. 
LD-2,3,4,5. 2 lights Morse ‘“U” white 15 seconds. 
LWD-1 2 lights Morse “U” white 15 seconds. 
SBM Buoy QK. FL. White 2 seconds, 5 miles. 
FSU “Banio” Floating storage unit shows: 


(a) All deck lights operational at night. 
(b) 2 lights, Morse “U” 15 seconds, 1 
forward and 1 aft. 

PILOTAGE: All tankers using the SBM must use the Shell Gabon 
plotage service for both mooring and unmooring. The Berthing Master 
wards in a position approximately 2 miles North of the SBM. Berthing 
lakes place both day and night, any delays to vessel's account. Standard 
Pilot ladder regulations apply and ladder should be 3.0 m. from the water 
and secured to the accommodation ladder. 

Vessels should arrive with derrick rigged and topped on the port side 
minimum SWL 7.0 tonnes) in order to lift on board the mooring 
equipment and for the floating hose connection. The maximum stern 
tim of the vessel should be 8 ft. 

The Berthing Master and his assistant, who remain on board 
thoughout loading, also acts as the Ship’s Agent and is the focal point 
lorliaison with with FSU and the shore, communications being by VHF. 

The pilot boat/mooring launch will assist mooring/unmooring and will 
siand-by throughout loading. If required, a mooring rope should be 
provided aft by the tanker. Ship's engines should be kept ready for use 
alany time at the Berthing Master's request. 

ANCHORAGE: Vessels must anchor without assistance. The 

fecommended anchorage is in a location 1.5 miles North West of the 

FSU in a water depth of 19 fathoms (17.3 m.). 

READINESS: Notice of Readiness will be accepted by the Berthing 

Master either: 

4) At vessel anchoring time, if delayed at the request of the terminal, 
provided the vessel is within her date range. 

»} On completion of mooring if vessel is berthed on arrival. 

‘) On commencement of lay-days if vessel berthed prior to 
commencement of lay-days. 

RESTRICTIONS: No draft restrictions. Depth of water is 114 ft. 

WAX. SIZE: Max. ship size 130,000 tonnes d.w.t., weather permitting. 

"ax. distance bow to manifold — 465 ft. 

RADIO/VHF: Arrival Advice: Initial ETA should be sent to “Gamba 

Warine" via Gamba Radio at least 4 days before arrival. Subsequent 

confirmatory ETA messages should be passed to Gamba Radio. 

lelecommunications: Telexes can be sent to “Shell Gabon OSU/24/ 

241". Shell Gabon's Telex No. is 8206-GO. 

Telephone communication is also available with the following 
numbers: (Country code 241) Tel. No. 75 83 60 or 75 84 65. 

ino telex is available then all messages to be sent to Gamba Marine 
9SU/2.4) through Gamba Radio “TRP 8”, which is a private station 
sperated free of charge by Shell Gabon. 

‘slegraphy: Telegraphy A1. Power 500 Watts. Frequency 500 kHz. 
Natch from 0700 hrs. to 0900 hrs. on request by Gamba Marine. 

_ lelegraphy A1. Power 2 kilowatts. The general calls to ships are made 
® the station’s working frequencies at the following hours: 


3,070 kHz: General calls and traffic list at 0900. 
Listens on 12 MHz band from 0900 to 0930. 
Listens on 16 MHz band from 0930 to 1000. 
P Range about 6,000 miles. 
*510 kHz: General calls and traffic list at 1300. 


Listens on 6 MHz band from 1300 to 1330. 
Listens on 8 MHz band from 1330 to 1400. 
lig: Range about 1,000 miles. 
"*: Power 50 watts. Call sign “Banio”. 
Watch on Channel 16 and 12. Working on Channel 12. Range about 
Nautical miles. 
wag in English language during office hours (0600 — 1100 and 


an launch: Watch on Channel 12 (when at sea). Range about 


ngutina Terminal: Watch on Channel 12. 
®: All times are GMT (local time is GMT plus 1 hour). 
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HEALTH: Any sickness on board should be reported in the ETA. No 
facilities are available for medical or dental treatment at Lucina. Vessels 
should therefore call at Port-Gentil before or after loading. 
BERTHING: SBM Export Facility: 

Position : Lat. 03° 39.6’ S., Long. 10° 46.2’ E. 
Moorings (to buoy) : 2x15 in. nylons x 45.0 m. 

Moorings (to ship) 2x76 mm. stud link chain with 23.25 in. 


wires. 
Buoy diameter 8.0 m. 
Buoy height 4.0m. 


Connection to submarine lines on free 

rotating centre swivel section. 

8 Chains with 120 ton holding power 

anchors. 

865 ft. x 16 in. diameter hose. 

2150 ft. x 16 in. 

Submarine line 1,100 m. x 20 in. diameter line from FSU. 

Loading rate : Maximum 2,700 cu.m.p.h. 

MOORING: Mooring Procedure: Prior to the vessel's approach to the 

buoy, the mooring launch will have carried out the following: 

(i) | All cargo valves on the SBM opened, i.e. 2 PLEM valves, 2 well 
valves and 2 floating line valves. 

(ii) | Both floating hoses turned back and attached to the SPM. 

(iii) Starboard mooring line turned back around the buoy. 

The mooring launch will then connect a 150 m. long, 250mm. 
circumference polypropylene messenger to the mooring chain pick-up 
rope by means of a special screw type shackle and then stand-by to 
receive the tanker at the end of the floating hose line. During night time 
operations the mooring launch can assist by illuminating the position of 
floating hose. 

When the tanker is within range, launch will connect the messenger 
to the ship's rope and the vessel will then be manoeuvred up towards 
the SPM until the mooring chain is on board and connected. 

On no account should the vessel be warped up to the buoy by means 
of the winches and at no stage should excessive weight be allowed to 
come on to the messenger, especially during adverse swell conditions. 
Whenever possible, AKD stoppers should be used forward and when 
only one is available, the starboard rope should be made fast clear of 
the water, but at a lesser tension. 

LOADING: Lucina Crude Oil Characteristics: 


Buoy connection 
Buoy mooring 


Floating hose 
Submarine hose 


Density at 15° C 0.8300 

A.P.1. at 60° F 39.06 

B.S.W. 0.02 

Salinity 40 PPM. 
Cloud Point 33° C 
Loading Rate 2,700 cu.m/hr. 
Pour Point 27° — 32°.C. 


Deballasting: There are no facilities for discharging ballast or slops 
ashore. Vessels must therefore arrive at the loading terminal with clean 
ballast on board. 

Connection/Disconnection of Hoses: Connection and disconnection is 
carried out by the ship’s crew with advice from the Berthing Master or 
his assistant. The hose is connected to the port side manifold using a 
16 in. ASAB 165 flanged connection. 

If there are no suitable reducers on board, the terminal should be 
advised by radio, giving the size of the ship’s manifold and the pitch of 
the bolt holes. 

Loading Procedure: During the loading, the Berthing Master remains 
on board and acts as Loading Master and maintains permanent contact 
with the terminal on VHF Channel 12. 

If required, the loading rate can be adjusted for topping-off tanks and 
for completion of loading, or at any time if required. The Loading Master 
should be advised at least 1 hour before the completion of loading. 
A watchman must be stationed on the forecastle and in the manifold 
area throughout loading. 

Documentation: All documentation will be completed by the Berthing/ 
Loading Master after the completion of loading on receipt of the shore 
and ship's figures. 

MEDICAL: See “Health”. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. Engines not to be immobilised whilst at the SBM. 
REPATRIATION: Not permitted. 

TIME: GMT plus 1 hour throughout the year. 

SHORE LEAVE: Not allowed. 

GENERAL: Ship's Spares: Customs require originals of invoices for 
clearing spares. Copies are not acceptable. 

Territorial Waters: The sovereignty of the Republic of Gabon extends 
up to 200 nautical miles from the lowest sea water mark along the coast. 
Mail: Mail will reach any European country within one week. 
AUTHORITY: Shell Gabon, Gamba Marine (GMA), B.P. 146, Port Gentil, 
Republique du Gabon. Tel: 752651 (ext. 8465). Telex: 8206 Go, 8214 
Go, 8249 Go and 8260 Go. Cables: Shell Gabon Port Gentil. 
FAX: 751050. Contact: Captain J.W.N.Holmes, Marine Department. 


M’BYA TERMINAL, (Mayumba): 03.53 S. 10.56 E. 


LOCATION: The terminal is approximately 35 miles Southwest of 
Mayumba, in position Lat. 03° 53.4’ S., Long. 10° 55.8’ E. 
PILOTAGE: All tankers mooring at the M’Bya loading buoy must use 
the Elf Gabon Pilot who should also be called upon in respect of all 
manoeuvres and unmooring operations. 
ANCHORAGE: Temporary Anchorage: Situated 2,000 m. West of the 
loading buoy. 

Ships shall come to anchor without the assistance of the Pilot. Depth 
of water 30 m. Nature of sea floor is sand and mud. 

Under no circumstances shall vessels anchor in the prohibited zone. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


MAX. SIZE: 150,000 d.w.t. Max. draft 18.0 m. 

For tankers on second loading, the displacement shall not exceed 
100,000 tons. 

Depth of water at the loading buoy is 30 m. at mean lowest tide. 
HEALTH: Sanitary Inspection: This is carried out on arrival. However, 
ships remaining at anchor may have Customs and Health formalities 
carried out through their Agent. 

RADIO: Notice of Arrival: Tankers shall have their arrival at M’Bya 
notified by their agency representative 72 hours, 48 hours and 24 hours 
in advance. 

Hereafter, they shall notify any appreciable change in the anticipated 
time of arrival. 

Elf Gabon Terminal (Port Gentil): 

Permanent watch by radiophone 2,182 kHz (400 watt). 

(7,895 kHz information wavelength). 

When a ship is expected, a permanent watch on VHF Channel 16 is 
kept by the Mayumba Terminal for short distance communications. 

Ships must contact the Terminal in advance of their arrival. Elf Gabon 
will inform the vessel whether berthing will take place on arrival or 
whether it must anchor. 

VHF: A permanent watch on Channel 6 is compulsory whilst at 
anchorage and at the loading buoy. 

TUGS: All vessels coming to moor at M’Bya Terminal are obliged to 
use Elf Gabon tugs, the tugs supply their own towrope. 

Elf Gabon also supply line handling boats. 

LOADING BUOY: The CALM type buoy consists of a floating shell with 
a square cross section (side 8.50 m. x 8.50 m.) rotating freely around 
acentral well equipped with 4 anchoring chains. This buoy was designed 
for loading ships of 30,000 d.w.t. to 150,000 d.w.t. 

The crude is conveyed from the sealine to the buoy by 2 x 16 in. 
diameter subsea flexible lines and from the buoy to the tanker by 
1 x 16 in. floating flexible line made up of 24 x 35 ft. sections and 
1 x 30 ft. tanker rail hose, i.e. a total length of 270 m. The maximum 
operating pressure of this flexible line is 10.5 bars. The connecting flange 
is equipped with a Camlock quick-connection system. 

The tanker is moored with a “Samson” type system nylon hawser 
150 ft. long with a SWL of 348 tonnes. The hawser is spliced and 
equipped with a galvanized thimble and with 5 m. of chafing chain at 
each end (438 tonnes SWL). The length of chain to be taken on board 
the tanker is equipped with a float which has a buoyancy of 5,000 Ib. 

Attached to this chain is a 150m. long polypropylene hawser 
(diameter 100 mm.) and a 50 m. long inhaul (diameter 45 mm.). 

One of the tanker’s hawsers is used as a safety mooring line, i.e. as 
a back-up to the main mooring line. 

The field personnel are responsible for line handling. A sufficiently 
long messenger line (minimum 150 m.) should be available on the tanker 
to enable the Elf Gabon personnel to work in complete safety. 
MOORING: On board, mooring operations are carried out by the ship's 
crew which should comprise a sufficient number of competent hands to 
enable operations to be carried out quickly and safely. 

The vessel shall be equipped with a boatrope at least 150 m. in length 
to enable Elf Gabon personnel to work in complete safety. 

Notice of Readiness: Notice of Readiness shall be sent to Elf Gabon 
through the tanker’s Agent. 

Mooring Procedure: After having taken the Pilot on board in the 
temporary anchoring zone, the tanker shall approach the buoy at a 
reduced speed, following the instructions of the Elf Gabon Pilot. 

The means provided for mooring are as follows: 

1 supply boat (throughout the duration of the mooring period). 

1 small boat and a crew of 3 line handlers. 

1 Loading Master — Pilot who will remain on board the tanker 
throughout the mooring period. 

When the tanker’s bow is within 150 m. of the buoy, the tanker crew 
will hand to the line handling crew the end of a messenger line which 
is long enough (minimum length 150 m.) to be connected in. complete 
safety by the Elf Gabon personnel to the inhaul of the main hawser. The 
tanker crew will then haul in the chafing chain of the main hawser by 
heaving on the floating inhauls. This manoeuvre requires the full 
attention of the crew. The Pilot shall be immediately notifed of any 
modification in the behaviour of the hawser. The distances between the 
bow of the tanker and the buoy shall be regularly communicated to the 
Pilot as well as the orientation of the hawser (the crew must be well 
trained in this manoeuvre). When the chafing chain has been heaved 
on to the forecastle, it will be connected as quickly as possible to another 
rope of the tanker as indicated by the Pilot. 

During the entire operation, the supply boat will have the 16 in. flexible 
loading line in tow by its end and will keep it well away from the buoy 
so that it is not damaged during the manoeuvre. 

Once the ship is moored, the supply boat will draw near the end of 
the flexible loading line under the cargo boom of the tanker (on the port 
side and rigged in advance) and the end of the flexible loading line shall 
be slung and heaved on board. 

The ship shall be equipped with derricks and slings or straps required 
for stopping and securing the loading line at the tanker's rail. Once this 
is connected to the manifold on board, the supply boat shall be taken 
in tow by its stern. The supply boat will then be at the disposal of the 
tanker personnel who will keep a permanent watch on the buoy and, if 
necessary, increase the tension in the tow rope in order to avoid collision 
of the ship and the buoy. Once the ship is under tow, the loading 
operations may begin. 

NOTE: For tankers on second loading, the mooring procedure may be 
modified according to the Pilot's instructions. 

LOADING: An Elf Gabon representative, responsible for loading and 
safety is on permanent watch on board. The Master must supply him 
with all relevant information and assistance required to ensure 
operations run smoothly. 

All exchanges of information on the site shall be on VHF Channel 6. 
Permanent watch on this channel is compulsory during the entire 
mooring period. 
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When the tanker is ready for loading, i.e. when the circuits have bee 
set up and have been checked, the Chief Officer (i.e. the officer. 
charge of loading operations) will ask USF 1 to begin pumping. 

Pumping rate 3,000 cu.m.p.h. 

The Master will be held entirely responsible for operating the valve 
and for safe loading on board his ship. 

If necessary, pumping speed can be reduced. 

At least 10 minutes before loading is finished, the Terminal should 
notified of the moment pumping should be stopped. 

When loading is over, the tanks (ullages) will be inspected by a ship, 
officer in the presence of an Elf Gabon representative. , 

Average samples taken from each tank where the crude was load» 
will be furnished to the ship by the Terminal. 

These samples will be numbered and labelled showing the origin» 
the crude. 

Handing Over of Documents: Generally speaking, handing over » 
documents takes place while on site. However, Elf Gabon reserves ty 
right to order a ship to get underway immediately after loading and awe 
documents at anchor. 

BALLAST: Ballast on Arrival: Ships must arrive with clean and sufficiey 
ballast and correct trim and be able to manoeuvre with complete sate, 

Ballast on arrival shall be at least 30% of the deadweight capacity» 
must provide the vessel with an average draft of not less than 50%, 
the loaded draft. 

Fuel tanks, fresh water tanks and miscellaneous supplies are ~ 

considered as ballast in the weight estimate. 
Deballasting — Sea Pollution: Any vessel mooring with polluted balla 
may be requested to leave the loading buoy. The cost of any resultin 
delay will be for the account of the vessel. Furthermore, Elf Gaby 
reseves the right to refuse to load the tanker. 

Elf Gabon decline all responsibility in respect of any violato 
committed on board, in respect of the International Regulations for th 
prevention of sea pollution by hydrocarbons. Masters will be notified: 
writing each time any violation of these regulations is observed by th 
Elf Gabon representative. 

Inspection of tanks after deballasting and before loading is carried 9. 
in the presence of the Elf Gabon representative. 
GENERAL: Charts/Publications: Masters will 
particularly useful: 

French Chart.drawn up by the Marine Hydrographic Departme 
No. 6666 SH. 

French nautical instructions, Volume V — Series C, African West coa: 
2nd volume. 

Book of Lights and Fog Signals, Series C. 

AUTHORITY: Elf Gabon, P.O. Box 525, Port Gentil, 
Tel: 75 60 00. Telex: 8210-8216, 8262. 
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OGUENDJO TERMINAL: 01.27 S. 08.55 E. (See Pilar 


LOCATION: Oguendjo Oil Terminal is located in the territorial waters 
the Republic of Gabon and consists of: 

1. Production Platform “B’ located offshore in position 
01° 26’ 44.5” S., Long. 08°57’ 15”E. and Production Platform “ 
located offshore in position Lat. 01° 28’ 13.5" S., Long. 08° 54’ 00° 
and Production Platform “Z” located offshore in position 
01° 26’ 1.04” S., Long. 08° 56’ 43.27” E. 

2. An offshore loading berth composed primarily of a floating stora 
vessel, “Bon Bateau”, permanently affixed by a “wishbone” ™ 
mooring arm to a single point mooring buoy. 

3. A submarine pipe-line which runs from Production Platform “B” 
the floating storage vessel, and a submarine pipe-line which runs fi 
Production Platform “C” to the floating storage vessel. 

The floating storage vessel is located S.W. of Port Gentil 
approximately 90 ft. of water and is situated in open and unshelter 
waters approximately 9.5 miles off the coast in position 4 
01° 27’ 20.5” S., Long. 08° 55’ 00” E. (See “Plan’’.) 

The Company's administrative offices are located in Port Gentil. T 
Company's terminal offices, storage facilities and laboratory for test 
stock are located onboard the floating storage vessel located al’ 
loading berth. 

DOCUMENTS: 4 copies each of the following documents are requ 
when calling at Oguendjo Oil Terminal: 

(a) Health Declaration and Vaccination Certificate for each of 

member (vaccination against yellow fever is mandatory). 

(b) Crew List. 

(c) Derat Certificate/Derat Exemption. 

(d) Crew Customs Declaration. 

(e) Store List. 

(f) Animal List. 

(g) Passenger List. 

(h) Narcotics List. 

(i) Clearance from Last Port. 
(j) Arms and Ammunition List. 

(k) Manifest. 

The vessel's registry and the up-to-date oil record book shall also! 

made available to the Mooring Master and appropriate governme® 
Officials. 
RESTRICTIONS: The Terminal is operated 24 hours a day, 7 dal 
week, weather and other circumstances permitting. Vessels are oat 
and unmoored at any hour, weather and other circumstances permit 
Vessels are moored during daylight hours only, weather and e 
circumstances permitting. 


pLOTAGE: Mooring Master: Lifting vessels to be moored at the 
berth will be boarded by a Mooring Master either at the 
ary anchorage or at the Mooring Master pick-up zone (see 

“approaches'”’). The Mooring Master will be provided by the Company 

will act as the Loading Master during loading operations. Lifting 
vessels will not be allowed to approach or depart from the loading berth 

«tnout the assistance of the Company-designated Mooring Master. The 
wooing Master will advise the lifting vessel personnel on the 
proaches to the loading berth; the operations of mooring and 
ysmooring; the raising, connecting, disconnecting and lowering of the 
wating cargo hose, and in all other operations within the loading berth 
yea. The Mooring Master will be in direct charge of the portable VHF 
adotelephone and all the ship-to-tug and = ship-to-launch 
communications will be by portable VHF radiotelephone. The lifting 
vessel's Oil residue book shall be made available for inspection by the 
yooring Master on his arrival at the lifting vessel. All manoeuvring of 
ving vessels within the loading berth area shall be performed by the 
ving vessel personnel as directed by the lifting vessel's officer in charge 
and in accordance with the procedure advised by the Mooring Master. 
ne litting vessel's Master or licensed deck officer must be on the bridge 
stall times while lifting vessels are manoeuvring. 
pilot Ladder: Lifting vessels are required to have a clean and efficient 
giot ladder fitted with spreaders and manropes, safely and securely 

, ready for the Mooring Master to embark and disembark on the 
sort side of the lifting vessel and of sufficient length to reach the Mooring 
Master's launch. If at night, adequate lighting must be rigged overside 
for the Mooring Master to approach or depart from the port side of the 
fing vessel and to use the pilot ladder safely. A lifebuoy with safety 
ine and self-igniting light together with a rope messenger for the Mooring 
asters bag shall also be available at the pilot ladder head. Lifting 
yessels shall afford a “Good Weather Lee” and shall reduce speed as 
drected by the Mooring Master in order to effect the safe embarking or 
dsembarking of the Mooring Master. 

Whenever, as in the case of large lifting vessels in light condition, the 
teeboard exceeds 30 ft., the accommodation ladder shall also be in use 
n conjunction with the pilot ladder and shall be lowered to about 12 ft. 
above the water with the pilot ladder rigged immediately adjacent to the 
bottom platform of the accommodation ladder. A mechanical hoist of an 
mproved pattern shall be considered an acceptable alternative to a 
conventional pilot ladder for use in conjunction with the accommodation 
adder, but a mechanical hoist whose operation relies upon a single wire 
shall not be considered of an approved pattern. The rigging of the pilot 
ladder for the embarkation and disembarkation of the Mooring Master 
shall be supervised by a licensed officer of the lifting vessel and shall 
be positioned so that the ladder is well clear of any overboard discharge 
and so that each step of the ladder rests securely against the lifting 
vessel's side. If, in the opinion of the Mooring Master, the pilot ladder 
snot safe, the Mooring Master may refuse to board the lifting vessel 
and any delay caused by such refusal shall be for the lifting vessel's 
account. 

Lifting vessels shall provide food for the Mooring Master while on 
toard the lifting vessel and shall accommodate the Mooring Master in 
the Pilot's cabin. Should the lifting vessel not be equipped with a pilot 
cabin, the Mooring Master shall be accommodated in a cabin equivalent 
fo that required for an officer on the lifting vessel. The Mooring Master 
shall have access to the bridge and/or central area of the lifting vessel 
and such areas shall not be locked or otherwise arranged to prevent 
mmediate entry at any time by the Mooring Master. 


APPROACHES: Approaches, Navigational Aids and Landmarks to 
Qguendjo Oil Terminal: Vessels are referred to the appropriate 
Hydrographic Office publications, Admiralty publications and official 
charts for the approaches, navigational aids and landmarks to Oguendjo 
Oi Terminal. Caution, however, is required when navigating near the 
éminal since oil installations and marine activities may be encountered 
and mariners are recommended to pass to seaward of all such areas 
and are advised not to anchor or fish in the vicinity of such oil installations 
a their pipe-lines. Mariners are specifically cautioned that an oil well 
wea exists S.S.W. of Port Gentil and all navigation is restricted in the 
#ea within a line joining the following positions: Lat. 00° 44’ 30”S., 
‘ong. 08° 45'00"E.; Lat. 00°46’'40"S., Long. 08°38’ 26”E.; 
lat 01°09'22"S., Long. 08°28'36"E.; Lat. 01°35'54"S., 
a do. 0o E., Lat. (01>35" 54"S2 Long, "09° 1235" E, (See 
lan"). 

Approach to Terminal: 

Anchorage Area: The customary anchorage area for vessels awaiting 
®e loading berth at the Terminal is a rectangular area with the following 
ordinates: Lat. 01° 36’ S., Long. 08°57’ E.; Lat. 01°36’ S., Long. 
%02'E.; Lat. 01°40'S., Long. 08°57’ E.; Lat. 01° 40'S., Long. 
02! E. and with its centre located about 14 miles S.S.E. of the loading 
‘eth in position: Lat. 01°38'S., Long. 08°59.5'E. (See “Plan”). 
Anchorage within the restricted area referred to in Section above is 
cope unless otherwise designated by the Company or the Mooring 

a 
Access Lane: The access lane from the customary anchorage to the 
minal is an area approximately 1.7 miles in width and with axis which 

‘ns from the anchorage area for approximately 12 miles in a direction 
, 325° true to the Mooring Master's pick-up zone. (See “Plan’). 

ng Master Pick-up Zone: The Mooring Master pick-up zone is a 

W. aligned semi-circle with a radius of 2.2 miles and with a centre 
Position at Lat. 01° 27.5'S., Long. 08° 54” E. Following receipt of 
“structions from the Company or the Mooring Master, a lifting vessel 
“ould proceed from the anchorage area through the access lane to the 

"ing Master’s pick-up zone where the lifting vessel will be boarded 

%y the Mooring Master for berthing or where the lifting vessel may be 
ussted by the Company or the Mooring Master to temporarily anchor 
> cWait permission to enter the loading berth. (See “Plan’”). 

inal Safety Zone: Lifting vessels are prohibited from navigating 
nthe safety zone at the Oil Terminal at any time unless the Mooring 
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Master is on board. The safety zone is bounded by lines connecting the 
following points: 


Point Latitude (South) Longitude (East) 
(a) 01° 28.75’ 08° 54.10’ 
(b) 01° 26.85’ 08° 57.82’ 

(c) 01° 26.32’ 08° 57.27' 
(d) 01° 26.32’ 08° 55.66’ 
01° 27.96' 08° 53.52’ 


(e) 

ANCHORAGES: See “Approaches’’. 

MAX. SIZE: Max. draft 60 ft. Max. d.w.t. 170,000. Max. displacement 

200,000 tons. 

The Mooring Master may allow lifting vessels in excess of 170,000 
d.w.t. to moor at the loading berth provided the lifting vessel first obtains 
the written permission of the Company to moor at the facility. 
RADIO/VHF: Initial Radio Communications: The radio station on the 
“Bon Bateau’ will handle the initial radio communications between lifting 
vessels and the Company. The “Bon Bateau’, call sign ELCT, is 
equipped with Mariset and maintains Mariset number SINGX 1241411. 
Advice of Arrival: \t is important that lifting vessels establish radio contact 
with the Company when 3 days’ distance from Oguendjo Oil Terminal 
and maintain such contact until just prior to arrival at the Terminal. Lifting 
vessels should send an ETA message to the Company (Telex: 981- 
8268) not less than 72 hours prior to arrival at the Terminal, providing 
the following information: 

The estimated time of arrival and name of local Agent. 

The estimated draft, fore and aft, upon arrival. 

The quality of crude oil to be loaded and the grade of such. 

The estimated sailing draft. 

. The last port of call. 

. Whether the lifting vessel has a clean Bill of Health. 

The distance from the bow to the centre of the lifting vessel's 

manifold. 

. Mooring equipment available on the bow of the lifting vessel (e.g.) 

Smit's Bracket, chain stoppers). 

. Confirmation that hose handling gear and mooring equipment, 
navigation equipment, radars, steering gear, and engine 
propulsion are in good order and condition, that the lifting vessel 
can accept a 20 in. (reducing to 16 in.) diameter floating hose 
fitted with a 150 ASA camlock flange. 

10. Whether the lifting vessel intends to load-on-top of existing slops 
and, if so, advise as to the quantity of slops in each tank on which 
cargo will be loaded-on-top. 

This first ETA message should also include a definite statement of 
the details of any equipment required from the floating storage vessel 
for connecting the floating cargo hose to the lifting vessel's manifold. 
Further ETA messages should be sent to the Company when the vessel 
is 48 hours and 24 hours distance from Oguendjo Oil Terminal 
confirming or giving notice of any change in the 72 hour ETA and any 
other time after the 24 hour ETA message when a change by more than 
2 hours occurs in the ETA. The 24 hour ETA message should include 
a positive statement regarding the lifting vessel's Readiness to Load on 
arrival and the number of hours that will be required by the lifting vessel 
to discharge clean ballast. 


TUGS: The Company has a tug in the area equipped with fire fighting 
apparatus. Also see “Berthing — Mooring Operation”. 


BERTHING: Loading Berth: Lifting vessels are loaded by means of a 
floating cargo hose which runs from the floating storage vessel to the 
lifting vessel. The floating storage vessel is loaded by means of a 
submarine pipe-line which runs from Production Platform “B” and a 
submarine pipe-line which runs from Platform “C” to the single point 
mooring buoy to which the floating storage vessel is permanently affixed. 
Mooring Facilities: The floating storage vessel is permanently affixed 
by a “wishbone” rigid mooring arm to the single point mooring buoy 
which has been secured to the seabed by 4 anchor legs. Lifting vessels 
are moored from their bow to the bow of the floating storage vessel by 
means of a terminal supplied 16 in. braided mooring hawser with a 20 ft. 
length of 3in. chain attached to each end of the hawser. Upon 
completion of mooring, the mooring hawser will run from the bow of the 
floating storage vessel to the bow of the lifting vessel and will allow 
about 200 ft. of water to separate the bow of the two vessels. The loading 
berth will accept vessels up to 170,000 d.w.t. (also see “Max. Size’), 
with displacement not to exceed 200,000 tons. The floating storage 
vessel is equipped with anchorage lights and a red (360°) displayed on 
its top mast. 

Mooring Operation: The Company will provide a mooring launch to 
assist tug to assist in the mooring and unmooring of the lifting vessel. 
The mooring launch and assisting tug will be based at the loading berth 
and will operate under the direct control of the Mooring Master. When 
the lifting vessel proceeds to within a reasonable distance from the 
loading berth and upon advice from the Mooring Master, the messenger 
line of the lifting vessel will be lowered to the mooring launch and will 
be carried by the launch to a floating buoy where the messenger line 
will be secured to an 8 in. circumference pick-up rope. The Mooring 
Master will advise the lifting vessel to heave in the ropes until the chafing 
chain located at the end of the pick-up rope comes aboard. This chafing 
chain will be secured to the lifting vessel's bitts or Smit bracket or chain 
stopper in such a manner that the Terminal-supplied 180 ft. long braided 
nylon hawser, which is affixed to the opposite end of the chafing chain, 
will remain outside the lifting vessel thereby allowing the chafing effect 
at the fairleads of the lifting vessel to be taken by the chafing chain. All 
mooring details in the sequence of movements shall be directed by the 
lifting vessel's officer in charge following consultation with the Mooring 
Master. 

When the mooring operations have been completed, fire wires should 
be secured to the lifting vessel's bitts and one fire wire led out of the 
bow and one fire wire led out of the stern of the lifting vessel's port side. 
The fire wires should be of at least such a length that the eyes will be 
approximately 6 ft. above the surface of the water at all times so that 
they can be readily available to a tug in case of an emergency. 
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Vessel's Alertness: The loading berth is in open and unsheltered waters 
and the mooring is a flexible system; therefore, from the time the Mooring 
Master boards the lifting vessel until the lifting vessel has loaded her 
cargo and the Mooring Master has disembarked, full power must be 
available at all times on all deck winches and windlass and other gear 
of the lifting vessel. The lifting vessel’s engines, steering machinery and 
other efficient manoeuvring equipment must likewise be maintained in 
constant readiness with full power for immediate use so as to allow the 
lifting vessel to manoeuvre in order to avoid a possible collision with the 
floating storage vessel or so as to allow the lifting vessel to depart from 
the loading berth at any time following a request by the Mooring Master 
or the Company to do so. 

The lifting vessel's personnel should be at their stations and alert at 
all times during mooring, unmooring, hose handling and cargo loading 
operations. Where lifting vessels are equipped with an electric clutch 
control to the propeller shaft, such lifting vessels must disconnect the 
electrical clutch control and the manual clutch control so that there will 
be no possibility of the engine engaging the propeller shaft while the 
lifting vessel is moored. Where lifting vessels are turbine vessels are 
required to turn their propellers, such lifting vessel must turn such 
propellers in reverse motion. A constant watch in the engine room, 
control room, cargo control room and on the bridge shall be provided at 
all times aboard any lifting vessel while at/or in the vicinity of the loading 
berth. 

Ship-to-Terminal Communications: The floating storage vessel is 
equipped with VHF radiotelephone using international frequencies and 
maintains a radio watch on the international VHF marine Channel 16. 
Not less than 12 hours prior to the lifting vessel's ETA at Oguendjo Oil 
Terminal, the lifting vessel is required to maintain a radio watch on R/T 
Frequency 2182 kHz and on VHF Channel 16. Masters are 
recommended to use this facility as soon as the lifting vessel is within 
range since such communications are the best means of avoiding delay 
in the mooring of the lifting vessel. While the Mooring Master is on board 
the lifting vessel, the Mooring Master will be in direct charge of the 
portable VHF ship-to-terminal radiotelephone and all ship-to-terminal, 
ship-to-tug and ship-to-launch communications will be by portable VHF 
radiotelephone. The Mooring Master will advise the Master and officers 
regarding the emergency whistle signals set up for use in the event the 
VHF radiotelephone units become inoperative. The use of the lifting 
vessel's radio station and/or battery charging equipment is prohibited 
during cargo loading operations. 

Radio Watches: While at the anchorage awaiting the loading berth, lifting 
vessels should maintain a listening watch on R/T Frequency 2182 kHz 
and on VHF Channel 16 with the floating storage vessel. 


LOADING: Vessel's Gear: Prior to the arrival of any lifting vessel at the 
loading berth, the derrick of the lifting vessel should be up and ready to 
lift the mooring and hose connection gear onboard the lifting vessel. The 
lifting vessel must be equipped on the forecastle head with all equipment 
recommended in the latest OCIMF publication on standards for 
equipment recommended for employment in the mooring of ships at 
single point moorings. The Smit Bracket or chain stopper shall be free, 
open and greased and a large coil of messenger line with sledgehammer 
and other necessary tools for mooring must be available. In the event 
that the lifting vessel is not equipped with Smit Brackets, snotter ropes 
shall be employed. The warping winches or windlass should be in good 
working order and condition at all times while at the loading berth and 
must be adequate to handle mooring lines under heavy strain and 
efficient stoppers must be readily available to “hang-off” the mooring 
lines and transfer same from the winch to the bitts. 

On the starboard side opposite the lifting vessel's manifold, there must 
be equipment rated by an approved Classification Society and capable 
of lifting the floating cargo hose safely and efficiently (a 10 long ton lift) 
from the sea surface over the starboard rail to the lifting vessel's 
manifold. Lifting vessels must also have an adequate supply of nuts, 
bolts, gaskets and wrenches to connect the floating cargo hose. If, in 
the opinion of the Mooring Master, the lifting vessel is not equipped with 
adequate mooring or loading facilities or lines or gear, the Mooring 
Master must so inform the lifting vessel's Master and in such event the 
lifting vessel will not be bought into the loading berth until the facilities 
or lines or gear are deemed satisfactory by the Mooring Master. 

Rate of Loading: The crude oil flow is by pump and the maximum crude 
oil loading rate for lifting vessels using 1x16in. deck hose is 
approximately 30,000 bbis.p.h. or approximately 4,000 cu.m.p.h. In 
order to save vessel time and make the loading berth available for other 
lifting vessels, it is requested that clean ballast be pumped as fast as 
possible and that lifting vessels receive oil as fast as it can be delivered, 
with both operations having due regard for safety. It is also requested 
that any “Y” pieces, strainers or mud boxes restricting the flow of crude 
oil into the lifting vessel, be removed before the arrival of the lifting vessel 
at the loading berth. 

Berthing: Tenders to load crude oil will normally be accepted and the 
loading berth will be assigned to a lifting vessel in the order of its arrival, 
provided the lifting vessel has a nomination for crude oil valid at the time 
and is in all respects equipped and ready to moor. In the event that 
mooring is delayed on account of weather, the lifting vessel will keep 
its position in line. Should the lifting vessel be required to leave the area 
on account of weather, the lifting vessel should keep in radio contact 
with the Terminal in order to make the lifting vessel available as soon 
as the weather moderates. The Company reserves the right to load lifting 
vessels “out of turn” following the return of good weather, to the extent 
that such loading “out of turn” does not materially delay the loading of 
other lifting vessels in line. For example, should weather make it 
necessary for a specific lifting vessel waiting at the loading berth or at 
the anchorage to vacate the area, the Company may load another lifting 
vessel which arrived at the anchorage after the specific lifting vessel but 
before the return of the specific lifting vessel which was waiting in line 
ahead of the other lifting vessel. 
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Connecting Hose: After the lifting vessel has been securely moored, ty 
floating cargo hose will be hoisted to the lifting vessel's starboard sig 
rail amidship by the lifting vessel's equipment. The floating cargo hog 
is a 20 in. (reducing to 16 in.) diameter floating hose, about 1,025, 
length, fitted with a 150 A.S.A. Camlock flange for connection to 
vessel's manifold. The lifting vessel should have adapters and fitti 
onboard so as to enable such floating cargo hose to be connected 
the lifting vessel's manifold. The raising, connecting, disconnecting ay 
lowering of the floating cargo hose will be performed by the |i 
vessel's crew as directed by the lifting vessel's officer-in-charge wr 
must be present at all times during such operation and in accordang 
with the procedure advised by the Mooring Master who will remain 
board as Loading Master during the entire time the lifting vessel is, 
the loading berth. Particular care should be taken during all such hog 
operations to avoid damage to the floating cargo hose and its fittings 
Loading Readiness and Arrival Time: Upon the arrival of the lifting ves 
at the customary anchorage for the loading berth, the Master or ty 
agent shall give the Company notice by letter, telegraph, wireless, » 
telephone that the lifting vessel is ready to load. Laytime shall commeng 
upon the expiration of 6 hours following the acceptance of such not; 
by the Company provided that the lifting vessel has been nominated; 
load cargo and the Terminal holds such cargo nomination and furthy 
provided that the Mooring Master has deemed the lifting vessel to be» 
all respects ready to moor and load. The Notice of Readiness will 
accepted only between 0600 hrs. and 1800 hrs. but will not be accepiy: 
at any time when Oguengjo Oil Terminal is closed. If, however, the liftiy 
vessel is moved to the loading berth without delay after having arrive 
at any time and the lifting vessel is in all respects ready to moor ay 
load in the opinion of the Mooring Master, the Notice of Readiness wi 
be accepted at the time the Mooring Master boards the lifting vesse 
Laytime shall continue until the floating cargo hose has bee 
disconnected from the lifting vessel's manifold. 

Responsibility: Prior to the commencement of any cargo loadir 
operation, the Mooring Master and the officer-in-charge of the loadi: 
operations for the lifting vessel shall engage in a pre-loading confereng 
to formulate a loading plan and to ensure that the lifting vessel is ing 
respects ready to load. No cargo loading shall take place without th 
permission of the Mooring Master which permission shall not be give 
until the pre-loading conference and the Lifting Vessel Safety Che 
List, have been completed. The lifting vessel's Master shall remer 
responsible for the safety of the lifting vessel and all operations on boar 
the lifting vessel at all times. The Mooring Master will advise the office 
in-charge of the loading operations for the lifting vessel with respectt 
the loading pressures and hazards but the Mooring Master will not dire: 
any aspect of the loading expect as may be necessary to protect tt 
loading berth and related facilities and equipment. The manipulations 
the lifting vessel's valves is the direct responsibility of lifting vessel 
personnel. The Mooring Master shall have the right to suspend cag 
loading operations or to require the lifting vessel to unmoor and depz 
from the loading berth at any time when the mooring plan, pre-load 
plan or the safety requirements and regulations set forth herein aren 
being followed by the lifting vessel or at any time the Mooring Mas 
believes or becomes aware of the existence of any other reason wht 
in his opinion shall require the suspension of the mooring or the loadm 
of the lifting vessel. 

Oil Valve Control: The incoming oil stream is controlled on the floatit 
storage vessel and the lifting vessel's valves must not be closed agai 
the incoming oil stream. Such a procedure creates an excessit 
pressure which may damage the hose or other terminal facilities at 
could result in a pollution incident. Lifting vessels will be held lega 
responsible for any damage resulting from the lifting vessel's failure! 
observe this precaution. Frequent checks of the cargo loading must? 
made by lifting vessel personnel during the loading operation so tha 
reduction in the loading rate, before topping-off the final tank or tank 
may be arranged through the Mooring Master by the officer-in-chay 
of the loading operations for the lifting vessel. A normal standby wary 
should be given about 20 minutes before the shutdown of the loads 
operations. Upon the request from a lifting vessel to shut down ® 
loading operations, a minimum of 3 minutes will normally be required! 
stop the flow of crude oil. Lifting vessel's personnel shall be responst! 
for the call to stop the loading of the lifting vessel. When cargo ' 
ceased to flow, the valves on the floating storage vessel will be clost 
and the lifting vessel's manifold valves may then be closed. 
Emergency Signal: The emergency signal employed at Oguendjo¢ 
Terminal shall be the continuous blast on a vessel's whistle. Sho 
normal ship-to-terminal communications fail, the emergency signal ™ 
be sounded by the lifting vessel. Steam or air should never be shut? 
from the whistle of the lifting vessel during loading. Whenever ® 
emergency whistle signal is used, the tug will be summoned to stan® 
and all loading operations will be shut down until communications @ 
be established with the vessel giving the signal. For this reason, ©’ 
requested that lifting vessels in the area refrain from using their whist 
for other than essential purposes and that the use of the “continu® 
blast” whistle signal be reserved for emergency purposes only. All 0® 
members who stand a deck watch during the transfer of crude ol ® 
expected to know the emergency shutdown signal. 

Code Flag: During all cargo loading operations, the International Co 
Flag ‘‘B” shall be displayed from a topmast signal halyard during day 
hours and a red light shall be displayed during the hours of darknes 
The red light should be of a character as to be visible at a distan® 
at least 2 miles and show an unbroken light around the horizon. _ 
Terminal Stops: Request for the terminal to stop the flow of crude ® 
a predetermined tonnage must be made in writing to the Company ® 
will be deemed to include the statement and understanding that 
Company will not be responsible for (1) any errors, cost or claims ars? 
from such request and (2) any crude oil loaded in excess of 
requested will not be pumped back aboard the floating storage ves 
Some delays in stopping the flow of crude oil are always incurred #* 
such a stop request is made. 
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ST: Precautions and Rules: There are no facilities for the off- 
gading of dirty ballast but clean oil-free ballast may be discharged 
syerpoard from the lifting vessel. It is the responsibility of the Master of 
ne iting vessel to see that no oil (crude, bunker, diesel, bunker C, 
aeps, residues, contaminated ballast water, or oily bilge water) is 

or spilled overboard from the lifting vessel. All deck scuppers 
syst be plugged tight and adequate drip pans with sand and sawdust 
myst be provided where necessary on deck for use at all times, 
ially when disconnecting hoses, in order to prevent any such loss 
gol overboard. The waters in and adjacent to the loading berth must 
sot be polluted and only clean, oil-free, ballast may be discharged inside 
#aline running 50 miles from and parallel to the coastline of the 
Republic of Gabon. ' 

The discharge of oil mixtures from lifting vessels while en route to 

yendjo Oil Terminal is prohibited except when the following conditions 
are all satisfied: } 

(1) The instantaneous rate of discharge of oil content of the oily 
mxture does not exceed 60 litres per mile. 

(2) The total quantity of oil discharged on the ballast voyage does 
sot exceed that quantity permitted by the International Convention for 
te Prevention of Pollution from ships 1973 as modified by the Protocol 
of 1978 related thereto, and 

(3) The lifting vessel is more than 50 miles from the nearest point on 
the coastline of the Republic of Gabon. 

Masters are warned that when disposing of dirty ballast or bilge water, 
50 miles or more from the coastline of the Republic of Gabon), all pipe- 
ines, sea Suctions, strainers and pumps which are later to used to 
discharged clean ballast, must be flushed clean, so that there will be no 
chance of even a small amount of pollution when the clean ballast is 
pumped overboard. 

Lifting vessels must have sufficient ballast for safe manoeuvring and 
where practicable, should arrive at the loading berth with the propeller 
completely submerged amd properly trimmed. The Mooring Master may 
refuse to permit the mooring of any lifting vessel not in compliance with 
these requirements until the vessel takes on sufficient ballast and/or 
aters her trim to meet these requirements. 

As soon as practicable after arrival, lifting vessel's tanks will be 
nspected for evidence of oil in ballast and during the discharge of ballast 
asimilar inspection will take place. If evidence of oil appears at either 
ofthese inspections, the lifting vessel must vacate the loading berth and 
discharge such dirty ballast. 

Any lifting vessel required to vacate the loading berth for the purpose 
of discharging dirty ballast, cleaning tanks or for any similar reason, 
automatically nullifies any Notice of Readiness already tendered and at 
the same time loses any priority held for loading. Lifting vessels must 
lender a new Notice of Readiness upon their return and lifting vessel 
will be entered for loading upon the Company's acceptance of the new 
Notice of Readiness. 

Lifting vessels must keep a constant watch on the side of the lifting 
vessel from which clean ballast is being discharged for any indication 
of water discolouration or oil sheen. Discharge of ballast must be 
immediately suspended should there be any indication of discolouration 
orsheen and the Mooring Master shall be immediately informed of such. 
An investigation of any such discolouration or sheen shall be carried out 
by the lifting vessel and the findings reported to the Mooring Master. 
Discharging shall not resume without permission of the Mooring Master. 

f, during any inspection or during the process of loading, it is revealed 
hat a lifting vessel's tank is not oil-tight, the lifting vessel will be rejected 
y the Mooring Master and refused further loading until satisfactory 
evidence of effective repairs is submitted and the lifting vessel is duly 
certified by Lloyd’s Register of Shipping, American Bureau of Shipping 
or another similarly recognised classification society. 

In addition to the lights usually displayed, lifting vessels are required 
‘0 illuminate the lifting vessel and the waters around the lifting vessel 
with all available and suitable searchlights and floodlights during the 
discharge of clean ballast and the loading of crude oil during the hours 
oi darkness and restricted visibility. Such illumination must be to the 
Satisfaction of the Mooring Master and must be undertaken so as to 
assist in the loading operations and in order that any oil on the surface 
ithe sea may be readily detected and appropriate action taken. Lifting 
vessels unable to illuminate the sea satisfactorily may not discharge 
ballast or engage in the loading of crude oil during the hours of darkness 
and any such delay shall be for the account of the lifting vessel. 
loading and Deballasting Simultaneously: Lifting vessels equipped with 
aseparate system of ballast tanks will be allowed to discharge clean 
dallast and load oil simultaneously, providing that the approval of the 

ring Master if first obtained. 
MEDICAL: Emergency Medical Assistance: Lifting vessels requiring 
‘mergency assistance should contact Oguendjo Oil Terminal by VHF 
fadio and supply the necessary pertinent information which will be 
sassed on to the vessel's Agent. Neither medical nor hospital facilities 
#@ available at Oguendjo Oil Terminal, but private doctors and hospital 
cilities are available in the town of Port Gentil. 
FRESH WATER: Not available. 

EL: Not available. 

CONSULS: Consular or diplomatic representatives for many nations 
on Offices in the town of Port Gentil and Libreville. 

EPAIRS: The Masters of lifting vessels loading at the loading berth 
a€ advised that the loading berth is located in open and unsheltered 
“alets and under no circumstances may engines be shut down for 
“pairs while the lifting vessel is at the loading berth or at the anchorage. 

fe are no facilities for making repairs to a lifting vessel at the Terminal 
. nO repairs will be allowed at the loading berth. However, 
‘fangements can be made through the vessel's Agent to utilise the 

“pair facilities at other ports. 

RVEYORS: Marine Survey and Cargo Inspection Service: No cargo 
"spectors or marine surveyors are based in the area, but inspectors 

Surveyors who reside at other ports can be arranged through the 
Rees Agent. 
EPATRIATION: No facilities available. 
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TIME: GMT plus 1 hour. Summer time not kept. 

SHORE LEAVE: Lifting vessel personnel (other than medical 
emergency cases) are not allowed to embark or disembark from the 
lifting vessel at the loading berth. 


WEATHER: General: The Company can advise of the following general 
environmental characteristics for the area off the coast of the Republic 
of Gabon, but the navigator is referred to the published sailing 
instructions and directions for the area for more detailed information on 
the climate, weather, wind, tide, current and sea. 

Climate: The coast between Cape Lopez and the Congo River is 
dominated by the Basin of the Ogooue and is covered with a dense 
equatorial forest which is frequently subjected to heavy rainfall. The area 
exhibits a characteristic diurnal variation in cloudiness, and the climate 
along the coastline is heavily influenced by the heated continental 
interior, the extratropical storms, and the cool Benguela current. The 
average annual rainfall is 123 in. and ranges from a maximum of 19.9 in. 
in November to a minimum of 0.04 in. in July. Temperatures seldom 
exceed 95°F. and seldom fall below 65°F. and are moderately high 
throughout the year with an average yearly temperature of 79°F. and a 
mean maximum temperature of 86°F. 

January is the stormiest month because thunder squalls (combined 
thunderstorms and squalls) are frequent. Summarised wind data does 
not indicate strong winds during this month, but gusty winds occur during 
the thunderstorms, these being brief and irregular. In February and 
March, the weather is unsettled with occasional rain. In April weather 
generally improves, becoming cooler and drier. In May the weather 
becomes fair, but by the end of the month it again becomes more settled 
and a breeze flows steadily from a Southeasterly direction. In June and 
July, the weather is very misty and gloomy, decreasing visibility 
significantly. In August, light breeze persist, generally cloudy and 
overcast conditions exists, by the end of the month, heavy mists clear 
away. In September, hotter weather and more Southwesterly wind 
develops with frequent light showers. Sea breezes become stronger to 
the end of the month, and thunder squalls moving from the S.E. occur. 
In October, the wind is still more Westerly with occasional small showers, 
and generally overcast skies till noon. In November and December, 
strong breezes move off the land sometimes with rain, thunder and 
lighting. 


Average annual rainfall 123 in. 
Average daily maximum air temperature 84°F. 
Average daily minimum air temperature alg ee 
Extreme highest average monthly 

air temperature 99°F. 
Extreme lowest average monthly 

air temperature 60°F. 
Average relative humidity (0700 hrs.) 92% 
Average relative humidity (1300 hrs.) 76% 


Winds: The prevailing winds off the Republic of Gabon are 
characteristically light and Southerly the year around. Land and sea 
breezes dominate along the coast and generally blow between the S.W. 
and S.E. The highest offshore wind speeds occur during local thunder 
squalls (combined occurrences of thunderstorms and squalls) which 
may have brief wind gusts up to 60-70 knots. These thunder squalls 
may be violent, occur quickly and without warning, and are often 
accompanied by heavy winds, seas, swell, and rain which may reduce 
visibility substantially. 

Tides: The tides can be predicted with reasonable accuracy, though use 
of the tide tables for Takoradi in Ghana, with the appropriate correction 
factor for Cape Lopez applied. 

Currents: The Benguela Current flows North along the West coast of 
Africa from the vicinity of the Cape of Good Hope to the Gulf of Guinea. 
The general direction of the current off the Republic of Gabon is parallel 
to the coast, although in the vicinity of Cape Lopez the main body takes 
a more Westerly course. The current is generally stronger during 
December and January when the current flows Southward at 10 to 20 
miles off Cape Lopez, but during the remaining months of the year, the 
current generally sets in a Northwesterly direction and sometimes attains 
a velocity of about 2 knots. The current is usually more rapid close to 
the coast than it is farther offshore, but its velocity is variable because 
of the effect of the winds. 

Seas: The coast is influenced by swells from the South and S.W., but 
most of the higher waves occur in association with thunder squalls. The 
highest collection of waves can be expected during March and April and 
during October and December, but waves of 6 ft. or more do not occur 
more than 2.5 per cent of the time. 


GENERAL: Flag: Lifting vessels are required to fly the flag of the 
Republic of Gabon on the foremast during daylight hours while in the 
territorial waters of the Republic of Gabon. The territorial waters extend 
12 nautical miles seaward from the coastline of the Republic of Gabon. 
Government Officials: Governmental officials such as the Customs 
Officer, Quarantine Officer, Immigration Officer, Captain of the Port and 
the Police, are stationed in the town of Port Gentil. Should Customs 
guards be stationed on board the lifting vessel while at the loading berth, 
it is expected that the lifting vessel will provide food for these guards 
and other governmental officials. Lifting vessels calling at the loading 
berth must provide an accommodation ladder rigged on the port side 
for such governmental officals. 

Quarantine Regulations: The rules governing the quarantine of lifting 
vessels are the same as those found in other parts of the world. 
Supplies: Commissary supplies, steward stores, laundry services, fresh 
water, marine lubricants and bunkers are not available through the 
Company and may not be loaded at the loading berth. Any questions 
concerning the availability of such items from other sources and the 
loading of such items elsewhere should be handled through the vessel's 
Agent. 

Agency: The Company does not perform any vessel agency functions. 
Lifting vessels calling at Oguendjo Oil Terminal must arrange for their 
own Agents. 
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Contraband: The Company prohibits unauthorised craft from coming 
alongside lifting vessels while at the loading berth without the permission 
of the Mooring Master. To avoid the possibility of undesirable elements 
getting aboard lifting vessels, it is recommended that Masters discourage 
any such craft from coming alongside while lifting vessels are at or in 
the vicinity of the loading berth. 

Garbage: The dumping of garbage, sewage, and refuse overboard is 
prohibited and there are no facilities for receiving such at the Terminal. 
Visitors: Vistors are not allowed to embark or disembark from the lifting 
vessel at the loading berth. 

AUTHORITY: Amoco Gabon Exploration Company, B.P. 780, Port 
Gentil, Republic of Gabon. Tel: 750640, 750641 or 750642. Telex: 981- 
8268. FAX: 750647. Contact: Ron Cole, President/Director General. 


OVENDO (Owendo): 00.17 N. 09.30 E. 


SHIPMASTER’S REPORT 1978: 

Vessel, length 156 m., breadth 22.0 m. Draft at the time, 30 ft. 
APPROACHES: The channel! buoys showed very well on radar on the 
3 and 6 miles ranges, even during heavy rain, but the lights on the red 
buoys are poor and all buoys occasionally unlit. 

ANCHORAGES: Depths in the channel and river were found to be as 
stated during low water with a depth of 33 ft. over all the anchorage. 
Maximum draft allowed at this time was 30 ft. 

The holding ground is good, 4 shackles were used for a total ship 
weight of 19,000 tons plus a small coaster alongside. 

The tides are regular with only a very short slack water period, and 
run at between 4 and 6 knots. 

PILOTAGE: There are 2 French Pilots who may be contacted on VHF 
Channel 16 when in range, they are ordered by the Agent to berth 
vessels only, although they will pass on advice to vessels regarding 
anchoring. 

TUGS: There is 1 tug of approximately 1,000 h.p. which assists in 
berthing, either towing or pushing. 

BERTHING: Well fendered modern concrete quay, 450 m. in length, laid 
out as per “Plan” in the “Guide”. The normal practice is for there to be 
2 ships of around 150 m. and one smaller ship alongside at one time. 
The inshore side of this quay is for small craft only. 

Depths alongside Berth No. 1, 23 ft.; No. 2, 18 ft. and No. 3, 22 ft. 
FRESH WATER: This is obtainabie while alongside the quay but only 
in a dire emergency at the anchorage from the tug which can supply up 
to 8 tons. : 
REPAIRS: Only very small repairs are possible and it is suggested tha 
a receipt is obtained for any parts sent ashore. 

REPATRIATION: There are 2 flights a week from Libreville to Paris and 
approximately 12 flights weekly to Abidjan. 

SHIPCHANDLER: There is no chandler for any form of stores, the only 
possibility being self-purchase at the local (Libreville) supermarket. 
All goods are imported and therefore very expensive. 

HOLIDAYS: 12th March, Gabonese Independence. 

MARINE CLUB: There is a marine club about 1 km. from Ovendo in 
the Libreville direction (swimming pool, etc.). 


(See Plan) 


SHIPMASTER’S REPORT: February 1979. 

DOCUMENTS: Ship's Papers (sighted), Crew Lists (5), Passenger Lists 

(5), Port of Call (4), Crew's Custom Declaration (1), Marine Health (1), 

Arms and Ammunition (1). 

PILOTAGE: Pilot boards by tug which is compulsory for docking and 

undocking. Vessels berthed head out for sailing. 

APPROACHES: Gambia Lighthouse range 20 miles is easy to pick up, 

channel is well marked by buoys with good radar reflectors. No Pilot is 

available for the channel. After last buoy proceed directly to anchorage. 
Soundings taken throughout channel showed a least depth of 20 m. 

ANCHORAGES: Waiting anchorage is 0.5 to 1 mile West of the wharf. 

RADIO: aan keeps watch on VHF Channel 16. 

BERTHING: A new port has been built about 4 miles South of old lighter 

jetties at Libreville, consisting of 1 whart at right angles to the shore in 

15 m. of water, capable of docking 2 ocean-going vessels. 

STEVEDORES: Slow but efficient, about 6 tons per gang man hour. 

Fe i ae ri Airport 12 miles from port, 6 flights per week direct to 
aris. 

TRANSPORT: Available by bus or taxi to the town. 

SHORE LEAVE: Allowed. 

SEAMEN’S CLUB: Within 1 mile of port with bar and swimming pool. 


SHIPMASTER’S REPORT: March 1980. 

PILOTAGE: Pilot compulsory. Pilot boards 1 mile S.W. of Ovendo Pier 
and requires 24 hours’ and 12 hours’ notice. 

ANCHORAGE: One mile S.W. of the pier. 

RESTRICTIONS: Pilot advises that vessels can only berth on slack 
water as a 5 — 6 knot (approx.) ebb tide runs. Vessels able to sail at 
any time, however, it is not advisable to manoeuvre during darkness as 
buoys are frequently unlit. Vessels are able to proceed from sea to 
anchorage at any time. 
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MAX. SIZE: Max. draft at Ovendo is 9.2 m. Mean tidal range 1.5m 
TUGS: One tug available. 

VHF: Pilot and Port Authority on Channel 16. Agent on Channel 9. 
BERTHING: The berth at Ovendo is 20 miles from the entrance. The 
is one jetty 450 m. in length. The mean tidal range at the berth is 15, 
and the bottom in the vicinity of the berth is mud. Container vessels i 
the port and discharge using ship's gear. There is ample handling a 
storage space for containers. “Delmas” container vessels use the pp 
frequently and they take preference over most other vessels. 
SERVICES: The following are available: 

Fresh water (rate 25 tonnes p.h.), airport, doctor and hospital. 

The following are not available: 

Fresh provisions, repair facilities, dry dock facilities, machine shg 

surveyors, laundry service, fuel, lubricating oils, groceries, meats x 
slop facilities. 
GENERAL: Arriving from a S.W. direction no difficulties we 
encountered, Point Gonbe was visible 18 miles on the radar and la, 
the Fairway Buoy was visible at 10 miles. All the channel buoys show, 
up at 6 to 8 miles on radar. 

The Fairway Buoy is very large, similar to the type used on } 
American coast. Chart used 1877 (Estuaire du Gabon). 

Conspicuous wreck marked in position Lat. 0° 24.4’ N., Lop 
9° 17.2' E. is no longer visible. 

On entering inward | checked the buoys’ positions against the |a 
and found: 

Fairway Buoy Gp. FI.(2) 6 secs. In position. Unlit. 

(Course 090°x3.2 M) FI. G. 4 secs. In position. Lit. 

(Course 115°x2.1 M) Gp. Occ(2) rm 6 secs. In position. Unit. 

© cc. R. 4 secs. In position. Un’ 

(Course 115°x2.1 M) Between | Fl. G 4 secs. In position. Unit. 

(Course 137°3.0 M) FI. R. 4 secs. Out of position. Unlit. 

(Course 137°x6.1 M) Occ. 6 secs. In position. Lit. 

After passing the FI. R. 4 sec. buoy, vessel was about to set a cou 
to the anchorage off the port of Libreville but was told that vess 
carrying cars were to proceed to the new port of “Ovendo” so 
8.5 miles further up the river. 

On arrival | was told to anchor 1 mile S.W. of the new pier. 

Quite a modern port as described in the “Guide”. 

Laying alongside the berth is not very comfortable when the ebb t 
starts to flow, ariything up to 6 knots within half an hour of HW, gett 
its force from three rivers, River Egoume, River Ikoy and the main ri 
Komo. 

Vessels always berth on slack water with the aid of a tug to pu 
Vessels can leave at any time. Port employs two French Pilots. 


REPORT: 1982. 
SHIP SPARES: Customs require originals of invoices G11 for clear 
spares. Copies are not acceptable. 


SHIPMASTER’S REPORT: February 1989. 
PILOTAGE: 2 pilots (French) available for berthing and unberthing. 

On arrival, Pilot boards at the Fairway Buoy position. This has to 
arranged by the Charterer or Owner. Many ships, shallow draft or regi 
traders, do not take the Pilot at the Fairway Buoy position. 
APPROACHES: All the buoys in the Channel, including the Fair 
Buoy, are missing and they are unlikely to be replaced, according to 
Pilot. During the transit to the berth all positions are by radar, dus 
lack of visual points. Arrival and departure should be in daylight. 

Great care must be taken on arrival off the Fairway Buoy position 
some of the points of land do not show up well. 

The sailing draft of 10.4 m. is governed by the depth in the chan 
There are several 9 m. patches and banks. The best plan is to le 
the berth at LW, in order to avoid the 5 knot current during unberth 
then anchor off the berth until about 1 hour before HW, then procs 
outward. This gives the vessel the benefit of 1.7 m. — 2.0 m. rise in? 
TUGS: One tug assists with berthing and unberthing. 
BERTHING: New Ore Berth: This is a single “T” jetty with dolphins. 
were the second vessel to berth here. There is a single loading arm! 
covers the whole 6 hatches, without ship having to shift. Loading’ 
is about 3,000 t.p.h. when in full operation. During our stay, technics 
were still working on varous items. Manganese Ore is either supp 
ex-stock or directly from wagons. 

Vessel berths port or starboard side to, with one tug assist 
Moorings consisted of 3/2/2 each end and no wires if posst 
One anchor is let go on approach. 

The berth is situated just down river from the Port of Ovet 
The port itself handles large vessels and has a depth alongside 
about 8.0 m. 

FRESH WATER: Not available ex-berth. 

FUEL: Not available ex-berth. 

REPATRIATION: Possible. One crew member landed ashore 
medical treatment and repatriation. 

SHORE LEAVE: Difficult, as launches are required and they! 
expensive. The town of Libreville is some distance from the port. 
GENERAL: Officials: Boarding party boarded on arrival. US 
paperwork required. The bond was not sealed. 

Communications: The telephone and telex service to the Agent's of 
was good. 

Draft Survey: This is undertaken by ship's staff. The shippers requé 
loading plan prior to arrival. The Bill of Lading figures were the sam 
the ship's figures. 

Supplies: There is no ship chandler at the port. There is an excel 
supermarket in Libreville which is of European standard but items 
very expensive. 


sHPMASTER'S REPORT: February 1989. 

jwas in Owendo in February 1989, and | wish to advise you that an 
gevator for loading manganese ore has been completed (B.A. Chart 
No 1877 — Works in progress — 1987). 

The elevator has a maximum loading capacity of 3,000 tonnes per 
sur and is situated on dolphins. Berthing is also on dolphins with 
eaximum draft of 12.5 m. Density is brackish. Pilot boards the vessel 
«77 nautical miles off the berth. 

For information on the position of the buoys in the Passe de la 

, Masters should contact Owendo Pilot on VHF Channel 16, 
ss the positions of buoys are unreliable. 


sHIPOWNER’S REPORT: April 1989. 
One of our vessels suffered propeller damage from underwater 
astacies in Owendo in April 1989. We know of two other cases, both 


9 1984. 
AGENT: See “Libreville”. 


PORT GENTIL: 00.43 S. 08.48 E. (See Plan) 


LOCATION: The deep water port of Port Gentil is located between Point 
Cirette (Sogara Refinery) and the Alcyon Bank (CFG factory). 
APPROACHES: Buoyed channel, lit at night. Minimum depth 15 m. 
DOCUMENTS: 

Cargo Manifest. 

Stores List. 

Crew's Personal Effects List. 

Crew List. 

List of Ports of Call (not compulsory). 

Health Certificate. 

Ship's Official Papers. 

PILOTAGE: Pilot service operates 24 hours a day. Vessels berth day 
and night except at Sogara Quay where berthing is daylight only. 
ANCHORAGES: An anchorage area for timber vessels faces the old 
por. Access to the zone is by leaving to starboard a path 200 m. from 
the buoys of the Alcyon and Talisman Banks. 

An anchorage area for waiting vessels intending to berth at the new 
port, or at the Sogara Refinery is to starboard of a line joining the Prince 
Buoy to the buoy of the Sogara route to the port. 

RESTRICTIONS: See ‘Pilotage”’. 

The water area in the port is clear with no obstructions apart from the 
Ajcyon Bank running from the marker buoy to the CFG factory. Dredging 
carried Out permits manoeuvring of vessels to Berth No. 2 of the 
Commercial Quay. 

RADIO: Port Control on HF 2182 kHz and VHF Channel 16, Working 

Channel 12. 

TUGS: Not required. 

BERTHING: Commercial Quay: 350 m. of quay with 11m. depth of 

water and 75 m. of quay with a depth of 2.5 m. which constitutes the 

varge quay. The quay bollards are spaced 30m. apart. This quay is 

avle to accommodate 3x 20,000 tonne vessels. 

fish Quay: The fish quay runs at right angles to the Commercial Quay 

i — 287°). 80 m. with 8 m. depth of water; 197 m. with 7 m. depth 
water. 

This quay is reserved as a priority for fishing vessels, but can be 

partially used for berthing vessels of a commercial nature. The quay 
tollards are spaced 20 m. apart. 
Storage: 6,000 sq.m. of covered storage, divided into 6 bays of 
',000 sq.m. each. 3 bays leased to COMACO (8 reefer points available). 
bays leased to SOAEM (1 reefer point available). 1 Customs 
warehouse located in the SOAEM bay. 

Open protege area: Current paved surfaces of open storage areas — 
14,000 sq.m. One tarmac non-covered area of 10,000 sq.m. is in service. 
‘second storage area of 10,000 sq.m. (approx.) will be brought into 
service at a later date. 

STEVEDORES: Work in 3 shifts throughout 24 hours. 

NEDICAL: The port infirmary is located in the Comaco Building. 
TANKERS: To N.E. of Mole is a petroleum pipe-line unloading point for 
‘mall tankers, tying up on buoys, max. length 70 m., draft 5 m. 

Prince's Bay, point for unrefined petrol by sealine is available to North 

Prince's Bay (see “Cape Lopez”). 

SR ATER: Available at commercial quay and fishing quay. 


France BP. 511 Tel: 20.86 
Netherlands BP. 792 Tel: 28.09 
Sweden BP. 518 Tel: 21.71 
Switzerland Tel: 20.19 


*EPAIRS/DRY DOCKS: Not available. 
WATCHMEN: Available. 
HATCHES: Opened and closed by crew. 
BRATION: Obtainable on medical grounds. No facilities for crew 
‘anges, 
AIRPORT: 4 km. distant. Regular services. 
E: GMT plus 1 hour. No alterations. 
HOLIDAYS: No work on Independence Day, 17th August. 
MORE LEAVE: Permitted. 
ENERAL: Ships’ Spares: Customs require original of invoices for 
Tg Spares. Copies are not acceptable. 
AUTHORITY: Direction du Port de Port Gentil, B.P. 43, Port Gentil, 
*abon. Tel: 75-35-63. Contact: J. B. Pea, Le Directeur du Port. 
'GENT: Socopao-Gabon, B.P. 560, Port Gentil. Tel: 752491 and 
- Telex: 8223. Cables: “Freight Portgentil’”. Fax: 750751. 


NOTES 
Please also advise Shipping Guides Ltd. 


GABON 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


Republic of Gambia 


BANJUL: 13.27 N. 16.34 W. 


DOCUMENTS: 

7 Crew Lists. 

7 Passenger Lists. 

7 Ports of Call Lists. 

Health Documents. 

Derat (or Exemption) Certificate. 

Yellow Fever Innoculation Certificates. 

Customs Crew Declaration. 

2 signed copies of Manifest. 

Bills of Lading (may be sent in advance of vessel). 

PILOTAGE: ETA and draft to be communicated to “Harbour Master 
Banjul” 48 hours before ETA and confirmed 12 hours before. Vessel 
arriving Monday ETA preferably not later than Friday morning. 

Pilot station situated in Harbour Master's Office has VHF station, 
calling Channel 16 (156.80 MHz) working Channels 12 (156.60 MHz) 
and 14 (156.70 MHz). Continuous listening watch kept 0800 — 1600 hrs. 
Monday — Thursday. 0800 — 1300 hrs. on Friday. Listening watch at 
weekends if vessels are expected. Reception generally good within 100 
nautical miles radius. Pilot boat has blue hull and white superstructure, 
exhibiting usual signals. 

Pilotage from any point inwards from Fairway Buoy by request, but 
compulsory from No. 5 Buoy inwards. 

ANCHORAGES: Good and spacious anchorages to the East and S.E. 
of Government Wharf in depths of 8 to 15 fathoms. 

RESTRICTIONS: Vessels may enter and proceed to anchorage at all 
times and states of tides. Minimum depth in sea approach channel is 
8.54 m. LWOST. Average rise of Spring tides 1.83m., Neap tides 
1.22 m. 

HEALTH: Vessels exhibit the appropriate International Code signals. 
Port Health Officer usually boards the vessel at the harbour anchorage 
or alongside between 0800 and 1700 hrs. daily, at all times in case of 
emergency. 

RADIO: No radio station. 

RADAR/VHF: Port VHF. Radar station being constructed — See 
“Pilotage”’. 

TUGS: One ocean-going tug of 1,000 h.p. with VHF keeps watch on 
Channel 16 throughout 24 hours. 

BERTHING: Maximum permissible draft alongside Banjul Old Wharf 
8.2 m. Mooring bollards on foreshore. Banjul Wharf berthing face 122 m., 
breadth 29 m. Mooring dolphin each end, set back from wharf face. Inner 
berth of length 102 m. suitable for small vessels up to 5.3 m. draft. Public 
Jetty berthing face 60 m., maximum draft 3.3 m. 

New Banjul Wharf: Length 123 m., width 29 m., depth alongside 10 m. 
(outer side) and 6.0 m. (inner side). Wharf is flanked by 2 mooring 
dolphins at each end at distance of 24 m. 

840 sq. m. of under covered cargo space. Paved area for outside 
storage of 8,000 sq. m. for containers and break bulk cargo. 

Tankers can load ground nut oil at New Banjul Wharf. 

BRIDGES: No bridges. 

STEVEDORES: Normally 48 hours notice addressed to Agent. If arriving 
Monday preferable Agent notified requirements latest Friday. Norma 
working hours 0730 — 1900 hrs. : 
MEDICAL: Emergencies and cases requiring hospitalisation attended 
to at all times, giving as much advance notice and information as 
possible. Other cases attended to as convenient to ships after arrival. 
For certificates required see “Documents”. Inoculation and vaccination 
for yellow fever given on request. 

TANKERS: Tankers (discharging only) berth on Banjul Old Wharf. 
Maximum permissible draft 8.2m. Discharge of residue and bilge 
prohibited. Ballasting by permission of Harbour Master. Ground nut oil 
can be loaded at New Banjul Whar. 

DENSITY: Normally salt water at Banjul, reducing to about 1020 ozs. 
per cu.ft. during River Gambia flood water period: August — February. 
FRESH WATER: Fresh water available at Banjul wharves from hydrant. 
Notice of requirements should be sent with ETA. No water barge. 
Tug can supply up to 18 tons of fresh water to vessels at anchorage. 
FUEL: Bunkering facilities available at Banjul Wharf by road tankers for 
reasonable quantities. Advance notification required for all bunkers. 
FIRE PRECAUTIONS: For tankers and vessels carrying explosives Fire 
Brigade will be in attendance. 

CONSULS: In Banjul: Belgium, Denmark, France, Lebanon, Norway, 
Spain, Sweden. U.S.A. has resident Charge d’ Affairs and U.K. has High 
Commissioner. Senegal has resident Ambassador. 

REPAIRS: Minor hull, deck and engine repairs and welding undertaken 
by G.P.A. dockyard. 

DRY DOCK: A slipway of capacity of 500 tons displacement is included 
in the dockyard facilities. 

GANGWAY/DECK WATCHMEN: Recommended. By arrangement with 
Agent. 

OPENING/CLOSING HATCHES: Usually done by stevedores. 
CERTIFICATES: Registry, Articles of Agreement, Load Line, Safety, 
Safety Equipment Radio Licence/Certificate. 

CUSTOMS ALLOWANCES: Reasonable allowance of wine/spirits and 
tobacco/cigarettes out of bond, as per Master's request. 

CARGO GEAR: In accordance with U.K. Factories Act. Ship's lifting 
gear for loading and discharging, also 4x6 ton and 130 ton mobile 
cranes available. Adequate plant for handling 20 ton and 40 ton 
containers. 

REPATRIATION: Possible. 

AIRPORT: Airport 14 miles from Banjul. Regular services. 

TIME: GMT kept throughout the year. 

HOLIDAYS: New Year's Day (1st January); Independence Day (18th 
February); Good Friday, Christmas Day, Boxing Day, Islamic Festivals 
of Eid-El-Fitr (Ramadan) and Eid-El-Kabir. No cargo work on Islamic 
Holidays. 
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(See Plan) 


TELEPHONE:Telephones installed on board at ship’s/Agent's reques 
SHORE LEAVE: No restriction on normal shore leave. 
IDENTIFICATION CARDS: Needed. 

GENERAL: The Gambia River Transport Company operates a limit 
fleet of lighters, mainly for transporting groundnuts from river ports » 
Banjul. Ships stores: fresh vegetables, beef and fish, fruit (in Seaso- 
and bonded stores are available. 

Other Ports: River Ports: Kaur and Kuntaur at 118 and 150 miles uprive 
respectively from Banjul. River Pilots available at Banjul. Max. loads 
draft 5.0 m. 

REPORT: August 1990. 

Message from agent to ship's Master: 

Quote 

Banjul buoys as follows: 


No. 1_ is about 7 cables S.E. of charted position and unlit. 

No. 2. in position but superstructure missing. 

No. 3. is about 8 cables south of charted position and superstructyp 
missing. 

No. 4_ in position unlit. 

No. 5_ in position with flashing lights. 


Please proceed straight into harbour. Pilot will board for berthing afte 
passing buoy No. 5. 
Unquote 
AUTHORITY: The Republic of Gambia Ports Authority, Wellingiy 
Street, P.O.Box 617, Banjul, Republic of the Gambia. Tel: 272% 
(Managing Director), 27267 and 27268 (Others). Telex: 2235 Gampo 
Gv. Cables: Gamports Banjul. FAX: 27267/68. Contact: M. Gay 
Managing Director. 
AGENT: The Gambia Shipping Agencies Limited, 14 Wellington Stree. 
P.O. Box 257, Banjul, Gambia. Tel: 220 27432/27518. Fax: 220 279% 
Telex: 2202 Gamships GV. Cables: “Gamship Banjul”. Fax: 27929. 


NOTES 
Please also advise Shipping Guides Ltd. 
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federal Republic of Germany 


| GENERAL: 
| gVER ELBE: (See Plan) 
ggNERAL INFORMATION ON ELBE PILOTAGE, DEEPSEA 


»LOTAGE, HELICOPTER AND RADAR SERVICE, ANCHORAGE ON 
me RIVER ELBE. 

Elbe Pilots for all ports on the River Elbe, Cuxhaven, Brunsbuttel, 
gyztieth, Stadersand, HEW-Wedel and Hamburg. 
ait Vessel: For inward bound vessels near Elbe Lanby, a 2-masted 
st vessel with black hull and yellow funnel and “Lotse” painted in 
wite letters on both sides of hull is stationed in approx. position Lat. 
53° 59.5’ N., Long. 08° 09.0’ E. (1.5 miles E.S.E. of Elbe Lanby). 

in bad weather pilot vessels shift to East of Light-buoy “9”. Such 
sitting is reported by Norddeich Radio in a navigational warning. 

"Pilot vessel can be contacted on VHF Channel 16 or 8, by showing 
fag ‘G", by sound or morse light signals. 

“bung the night pilot vessels show the lights mandatory for pilot craft 
according to Rule 29 of the International Regulations for Preventing 
Collisions at Sea. 

The vessel used for embarking Pilots will, in addition, show white flares 
r 30 seconds at 2-minute intervals according to Rule 36 of the 
ternational Regulations for Preventing Collisions at Sea. 
traffic Separation Scheme in the “‘Approaches to River Elbe'’: The 
separation zone of this traffic separation scheme also constitutes a 
saiety Zone around Elbe Lanby. Ships are urged to give the Lanby a 

berth when passing. 

Masters are requested not to leave the traffic lane in question when 
taking a Pilot. 

There is an anchorage lying 3 miles to the N.E. of the traffic separation 
scheme. Special care should be applied when approaching or leaving 
ie anchorage. See “Anchorage”. 

land-based radar contact can be requested through radar station 
Elbe Approach Radar Radio”, on VHF Channel 19 during bad weather 
conditions, e.g. when visibility drops below 3,000 m., when there are ice 
foes, when buoys have been removed from their respective positions 
w when pilot vessels are leaving their positions, for further particulars 
pease see “Radar”. 

PILOTAGE: Vessels requiring Elbe Pilot must order same at least 
‘2hours prior to arrival at Elbe Lanby by radiotelegram to “Elbelotse 
Srunsbuttel”. 
Cable address: “Elbelotse Brunsbuttel” via 
Norddeich Radio, call-sign DAN 

Telex: 28343 Ellots D 

Telephone: (04852) 87295 

Vessels coming from nearby ports should make the request on 
departure or as soon as possible. 

the ETA alters, a correction should be transmitted. 

Message must include: 

1. Name of vessel, 

2 grt, 

3. ETA Elbe Lanby, date 2 figures and time of vessel's arrival 4 

figures, 

4. draft, 

5. vessel's destination. 
| (For example: 1., Eleka, 2. 12854, 3. ETA Elbe 02 1030, 
4 24 ft. 04 in., 5. Kiel Canal). 

1 hour before arrival at Elbe Lanby, Masters are advised to contact 
| he pilot vessel by VHF Channel 16 or 8. . 
compulsory District Pilotage: Pilotage is compulsory on the River Elbe 
© and from Elbe Lanby for all sea-going vessels over 1,000 g.r-t., 
thermore for all oil, gas and chemical tankers and, in addition, for all 
Erne over 10,000 g.r.t. on their way to and from Deutsche 
ucht Lanby. 

These tank-vessels over 10,000 g.r.t. have to use the Western 
‘proach Traffic Separation Scheme Deutsche Bucht. 

Pilots for these vessels will be embarked and disembarked only at 
ne Deutsche Bucht Lanby by helicopter or pilot boat. See “Deutsche 
Sucht Pilot Service”. 

Furthermore, pilotage is compulsory for all bulk carriers of more than 
45000 g.r.t. and other vessels of more than 60,000 g.r.t. on the River 
“ibe and on their way to and from Deutsche Bucht Lanby; all these 
essels can embark and disembark Pilots only at the Deutsche Bucht 
sanby by helicopter or pilot boat, they have to use the Western Approach 
oa Separation Scheme Deutsche Bucht. See “Deutsche Bucht Pilot 

ice”. 

Compulsory pilotage exists for outward-bound sea-going vessels of 
| Nore than 20,000 g.r.t. other than oil, gas, and chemical tankers as far 
| Sto the outer range of the pilot vessel position at Elbe Lanby even 
rein under bad weather conditions, the pilot vessel has been moved 
D-fiver, 

The disembarkation of Pilots can take place by helicopter at Elbe 
anby, if ships of the last category (20,000 g.r.t. other than oil, gas, and 
“emical tankers) are equipped with a properly marked winching or 
‘nding area according to International Chamber of Shipping (ICS) Guide 
*Helicopter/Ship Operations. 

€ “Deck-markings and Dimensions Plan” in Plan Section. 
transfer of Pilot by helicopter can also take place on container 


"sels, if these ships are equipped with a special platform for winching 
"anoeuvres. 


“@mptions: 
The compulsory district pilotage regulations do not apply to tankers 
2 less than 300 g.r.t. and other sea-going vessels of less than 
000 g.r.t., provided that: 
~ Such vessels navigate a route which the Master of the vessel in 
question has navigated at least 6 times within the preceding 
12 months in that same vessel; 
~ the Master of the vessel has an adequate knowledge of the 
German language; 


GERMANY, Federal Republic of 


— such vessels are equipped with an operational radar as well as 
with an operational VHF radiotelephone installation featuring the 
Channels specified for the pilotage district in question. 

Nevertherless, it is most advisable for any vessel to take a Pilot not 
only because of his local navigational knowledge but also for his 
familiarity with the special provisions for the River Elbe, the quarantine 
and Customs regulations. 

In principle all vessels have to take 1 Elbe Pilot. 

Bulk carriers and tankers having a draft of more than 37 ft. in salt water 
(38 ft. in fresh water) - regardless of size — and all vessels exceeding 
60,000 g.r.t. — regardless of draft — must take 2 Elbe Pilots. 

Pilotage District divided into 3 areas: 

1st District: From Elbe Lanby to Brunsbuttel (entrance of Kiel Canal) 
40 miles (from Deutsche Bucht Lanby to Brunsbuttel 68 miles) — 
operated by Elbe Pilots; 

2nd District: From Brunsbuttel to Hamburg Seemannshoft (entrance 
to Port of Hamburg) 40 miles — operated by Elbe Pilots; 

3rd District: Covers the whole area of the Port of Hamburg — operated 
by Port Pilots. 

First change of Pilots takes place at Brunsbuttel for either a Kiel Canal 
Pilot or a second River Pilot, the Harbour Pilot for Hamburg will embark 
at Hamburg — Seemannshoft. 

Vessels expecting Pilot may wait in vicinity of Elbe Lanby or Deutsche 
Bucht Lanby. 

Contact either the Elbe pilot vessel or the Heligoland Pilot Station on 
VHF Channel 8, 13 or 16. 

No restriction imposed on night entry for any vessels on the River 
Elbe. 

Current velocity 2-3 knots; mean tidal range at Outer Bar Light-buoy 
“9” 9 ft. 10 in.; Brunsbuttel 9 ft. 2 in. and Hamburg 10 ft. 4 in. nature of 
bottom, sand and mud. 

River pilotage dues (Lotsabgaben) have to be paid by all vessels 
exceeding 300 g.r.t., irrespective of whether they have used a river Pilot 
or not. 

Pilotage fee (Lotsgeld) will only be charged if a Pilot is employed. 
Deutsche Bucht Pilot Service: A central pilot service has been 
established at Deutsche Bucht Lanby. 

Elbe Pilots will be transferred: By helicopter stationed at 
Wilhelmshaven-Mariensiel and Brunsbuttel-St. Michaelisdonn or by pilot 
vessel operating from Heligoland. There is a pilot station on the island 
of Heligoland equipped with VHF operating on Channels 13 and 16 and 
which responds to calls addressed to “Heligoland Pilot’. 

Vessels expecting their Pilot at Deutsche Bucht Lanby should stand 
by on VHF Channel 13 or 16 on approaching the rendezvous position. 

Vessels bound for the Jade or Weser ports and requesting the Weser 
Pilot at Deutsche Bucht Lanby should contact: By radio telegraph linked 
with the code word “ETA Deutsche Bucht Lanby” to the telegram 
address “Weser Pilot || Bremerhaven”. Telex No. 0238605. Tel: 0471/ 
42220. VHF Channel 16. 

Procedure for ordering pilot and Compulsory District Pilotage 
Regulations are similar to the article about Elbe Pilotage. 

During bad weather conditions the pilot cutter operates at an up-river 
position. Compulsory pilotage to the outer range and to the Weser Lanby 
exists for outward — bound vessels of more than 20,000 g.r.t., other than 
oil, gas and chemical tankers and for car carriers and Ro-Ro vessels of 
more than 10,000 g.r.t. 

HELICOPTERS: Helicopter Pilot service is available for vessels 
exceeding 10,000 g.r.t. at Deutsche Bucht Lanby. 

The service to embark or disembark Pilots onto or from ships “at 
anchor” or “underway” can be provided day and night. 

A twin-turbine powered Bell 212 S and/or Sikorsky S-76 helicopter is 
available for this service. Only suitably equipped vessels may have a 
Pilot transferred by helicopter. 

There must be a properly marked landing area or a marked winching 
area available according to International Chamber of Shipping (ICS) 
Guide to Helicopter/Ship Operation. 

See “Deck-markings and Dimensions Plan” in Plan Section. 

If such a marking is lacking, it will not be possible for the helicopter 
to touch down or drop a Pilot. 

These vessels have to send aforementioned information together with 
their ETA. 

(a) Pilots for the Elbe pilotage region are to be requested 24 hours 
prior to arrival at the helicopter rendezvous position in the vicinity 
of Deutsche Bucht Lanby by radiotelegram to “Elbelotse 
Brunsbuttel”’. 

Cable address: ‘“Elblotse Brunsbuttel” via 
Norddeich Radio, call-sign DAN. 

Telex: 28343 Ellots D 

Telephone: (04852) 87295 

Vessels coming from nearby ports should make the request on 
departure or as soon as possible. 

Message must include: 

. name of vessel, 

g.r.t., 

ETA Deutsche Bucht Lanby with date 2 figures and time of vessel’s 

arrival 4 figures, 

draft, 

. vessel's destination, 

. whether a properly marked landing area or marked winching area 

is available, 

. if yes, whether to starboard or port and on which hatchway or which 
part of the ship. 

(For example: 1. Terre, 2. 104468, 3. ETA Deutsche Bucht 11 1530, 
4. 41 ft. 03 in., 5. Brunsbuttel Elbe-Terminal, 6. Landing area available, 
7. on port side.) 

(b) Acorrected ETA should be sent to “Elblotse Brunsbuttel” 6 hours 

prior to the transfer operation at Deutsche Bucht Lanby. 

(c) Send the exact time of arrival to “Elblotse Brunsbuttel” 2 hours 
before arrival at Deutsche Bucht Lanby. 
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In addition to this, vessels should keep watch on VHF Channel 16, 
30 minutes before arrival so that the helicopter can contact the ship. 

After radio contact is established (VHF Channel 9), the vessel shall 
advise the helicopter pilot of the vessel's position, heading, speed and 
the actual wind direction and speed over the deck. 

It is essential that the vessel transmit direction finding signals on 
410 kHz until the helicopter is over the ship. On request of the helicop 

ter pilot an uninterrupted (locked key) transmission should be given. 

When transferring the Pilot, vessels are restricted in their ability to 
manoeuvre according to Rule 3(g) (iii) and (iv) and may exhibit the lights 
and shapes as under rule 27(b) of the International Regulations for 
Preventing Collisions at Sea. In addition, they may inform shipping of 
their manoeuvres by VHF. 

In cases of defect of helicopter, poor visibility, icing conditions, 
inadequacy of construction of ships, or no landing or winching area 
markings, the Pilot will have to be embarked or disembarked by the Pilot 
boat at the same position. 

A sea-going Pilot boat is operating from Heligoland in up to Beaufort 
Sea Disturbance Nos. 4 — 5 for embarking and disembarking the Pilots, 
if the helicopter is not available, or if the ship's construction is inadequate 
for helicopter transfer, or if the helicopter landing or winching area of 
the ship has no proper marking according to International Chamber of 
Shipping (ICS) Guide to Helicopter/Ship Operation. See “Deck-markings 
and Dimension Plan” in Plan Section. 

If due to incomplete or misleading ETA information it is found at the 

attempted Pilot transfer by helicopter that the vessel is not properly 
marked and/or fitted for such transfer and the helicopter consequently 
has to return to base, it will be necessary to send a Pilot by boat from 
Heligoland, which may involve considerable delay plus the cost of the 
futile flight. 
General: |If helicopter operation cannot take place, the ship will be 
informed of the fact by radio telegraph via Norddeich Radio (DAN). For 
that purpose a permanent radio watch should be kept on 500 kHz 
(512 kHz if distress traffic is in progress on 500 kHz) during the 
approach, starting 2 hours before reaching rendezvous position at 
Deutsche Bucht Lanby. 

The Master will receive further instructions by radio message or via 
VHF on how to proceed, if Pilot transfer is not possible. 

The Heligoland pilot station can be called on VHF Channel 16 or 13 
and should be addressed “Heligoland Pilot”. 

Vessels expecting a Pilot at Deutsche Bucht Lanby will be called on 

500 kHz (512 kHz during distress working) or on VHF Channel 16 or 
13 for information on transfer details. 
RADAR: A continuous and co-ordinated chain of radar stations has been 
established to cover the traffic flow along the estuary of the River Elbe 
from a point 4 miles before passing Elbe Lanby as far as well into the 
port of Hamburg. 

If visibility drops below 3,000 m. and/or if particular situations arise 
(e.g. ice floes, withdrawn buoys, pilot vessels leaving their positions, 
etc.). Masters of inward-bound vessels may request land-based radar 
monitoring assistance from a point 4 miles before passing Elbe Lanby 
until receiving a Pilot. This service will be rendered by Elbe Pilots and 
is available by contacting Elbe Approach Radar Radio, VHF 
Channel 19. 

The same service is extended to outward-bound vessels as far as 
4 miles West of Elbe Lanby. 

Once the Elbe Pilot has come aboard he will be assisted by his land- 
based colleagues monitoring the shore-operated radar system. 

Radar Stations along the River Elbe: Elbe Approach Radar Radio, 
VHF Channel 19; Neuwerk Radar Radio 1, VHF Channel 18; Neuwerk 
Radar Radio 2, VHF Channel 5; Cuxhaven Radar Radio, VHF Channel 
21; Belum Radar Radio, VHF Channel 3; Brunsbuttel Radar Radio, VHF 
Channel 4; Freiburg Radar Radio 1, VHF Channel 18; Freiburg Radar 
Radio 2, VHF Channel 22; Steindeich Radar Radio, VHF Channel 5; 
Hetlingen Radar Radio, VHF Channel 21; Hamburg Radar Radio, VHF 
Channel 3 and 19. 

Each station broadcasts periodical reports, in German and English, 

of visibility, ice, tide, alterations of seamarks, etc. See “Admiralty List of 
Radio Signals”. 
ANCHORAGE: A deep-water anchorage for deep-draft vessels, very 
large crude carriers (VLCC’s), and ultra large crude carriers (ULCC’s) 
is located South of “Deutsche Bucht” Lanby, approx. position Lat. 54° 
05’ N., Long. 07° 27’ E. Depth of water from about 34 m. to 36 m. 

In the vicinity of Elbe Lanby (3 miles to the N.E.) for large and deep- 
draft vessels, North of estuary, approx. position Lat. 54° 03’ N., Long. 
08° 09' E., depth of water from about 14 m. to 19 m. below chart zero. 

Neuwerk Roadstead, approx. position 53° 58’ N., 08° 30’ E., depth of 
water from about 8 m. to 17 m. below chart zero; 

Medem Roadstead, approx. position 53° 51’ N., 08° 46.5’ E., depth 
of water from about 5 m. to 13 m. below chart zero; 

Neufeld Roadstead, approx. position 53° 51.7’ N., 09° 00’ E., depth 
of water from about 8 m. to 10 m. below chart zero; 

N.E. Roadstead, off Brunsbuttel, permission only for 1 tide, approx. 
position 53° 53’ N., 09° 12’ E., depth of water from about 13 m. to 14 m. 
below chart zero; 

Freiburg Roadstead, approx. position 53° 50.6’ N., 09° 19.5’ E., depth 
of water about 13 m. below chart zero; 

There are further anchorages for small vessels at Sudreede (South 
anchorage) off Brunsbuttel, Wischhafen, Krautsand, Grauerort — and 
Twielenfleth Roadstead. 

The bottom at all these anchorages consists of sand and mud. 
DEEP-SEA PILOTAGE: Ships requiring the assistance of Deep-Sea 
Pilots in the North Sea, the English Channel, or the Skagerrak shall 
make use only of the service of Deep-Sea Pilots in possession of a 
Deep-Sea Pilot Card issued in accordance with the Rules and 
= eile for the Good Government of Deep-Sea Pilotage in the North 

a. 


Ships requiring the assistance of a Deep-Sea Pilot in the North Sea 
or the English Channel may request the assistance of pilots licensed by 
the Federal Republic of Germany. 

See “Baltic Deep-Sea Pilotage” — Page 174. 
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Request for Deep-Sea Pilots should be made for vessels berthed jp 
German North Sea ports 6 — 8 hours before ETD 
Continental North Sea ports 24 hours before ETD 
UK North Sea and 48 hours before ETD or before 

Channel Ports passing the local pilot station (as 
appropriate). 

Vessels entering European waters through the English Chan, 
usually take their pilots at Brixham 1.5 miles N.E. of Berry Head q, 
Cherbourg 1 mile North of CH 1 Buoy. Pilots of outward-bound vess. 
normally disembark at the same stations. 

Deep-Sea Pilots (not authorised as dual capacity River Pilots) are » 
allowed to pilot any vessels (whether subject to compulsory pilotage, 
not) on the River Elbe from Deutsche Bucht Lanby as far as the Pon, 
Hamburg, regardless of whether pilot vessels are on position or » 
during bad weather conditions or whether or not Pilots can be embarg 
or disembarked during bad weather at the normal transfer position, 

Also see “Brixham” 

Extra Service: Inward-bound vessels — especially container vessels 

wishing to proceed without delay by gale or fog, etc., regardless, 

whether pilot vessels are in position or not during bad 

conditions, as may be caused when taking an Elbe Pilot at Elbe Lan 
or Deutsche Bucht Lanby, can request the Elbe Pilot to come abog 
at the first Channel or North Sea port of call for approaching the ri. 

Elbe and non-stop onward upstream pilotage. 

In order to avoid all the disadvantages caused by the foremention 
situation — if foreseeable — it is urgently advised to request an Elbe Pe 
in time. 

Advantages: Assistance of nautical staff in the heavily congested ag 

of the German Bight — especially of the approach of the River Elbe. 

exact knowledge of local conditions, saving of time, reduced hazard 

Please observe these periods of notice: 

Continental North Sea ports: 24 hours prior to ETD 

UK North Sea and Channel ports: 48 hours prior to ETD or before 

passing local pilot station. 


Coastal Pilotage: Coastal pilotage is available from a position ne 
Lanby Borkumriff to the limits of the pilotage districts Ems, Weser! 
Jade, and Elbe. 

Telegrams: Emslotse Emden via Norddeich Radio/DAN 

Telephone: 0492/24000 

Telex: 27882 lotsen d 


Baltic Pilot — Kiel: Ships requiring assistance of state-licensed Deg 
Sea Pilots for the Baltic Sea to send their request to 

German Deep-Sea Pilots Brake 

Cable: “Germanpilots Brake” 


or Baltic Pilots Kiel 
Cable: Balticpilots Kiel”. 
or Deepseapilots Busum 


Cable: “Contipilot Busum”. 


or German Deep-Sea Pilotage Joint Service 
Cable: “Praconor Travemunde”. 
or “Praconor Bremerhaven”. 

or Captain Urmersbach, Brake 


Cable: “Urmersbachpilot Radio Unterweser”’. 
The Baltic Pilotage Authorities Commission Recommendation: 
The Baltic Pilotage Authorities Commission, recognising that Des 

Sea Pilotage helps to enhace safety of navigation and prevention: 
pollution of the marine environment, in particular to reduce the mis 
resulting from the high density of ships carrying dangerous or noxie 
cargoes and that the presence of a Deep-Sea Pilot on board wo 
strengthen a vessel's navigational team and improve emerge 
measures in case of incidents and having considered the necessit\’ 
establish a certain order in Deep-Sea Pilotage in the Baltic Sea, 
recommends 

A. Masters of ships which are constrained by their draft and 

B. Masters of ships other than registered in one of the Baltic stat 

infrequently sailing in the respective area 

coming from or being bound for ports in the Baltic Sea to a 
themselves of Deep-Sea Pilots, certified by a competent authority ¢ 
Baltic coastal state. 


Notice to all Masters Entering the Baltic Sea concerning Deep 
Pilotage: 


— 


The IMO recommends that ships which wish to avail themselves’ , 


Deep-Sea Pilots in the area of the Baltic should only take Deep? 
Pilots licensed by a Pilotage Authority of a Baltic coastal state,’ 
Denmark,Finland, the Federal Republic of Germany, the Polish Peopt 
Republic, Sweden and the Union of Soviet Socialist Republics (Mm 
Resolution A.480 (XII). 

Such licensed Deep-Sea pilots are in possession of a red ide* 
card. 

The Pilotage Authorities of the Baltic coastal states draw sp 
attention to the following rule which came into force on! 
January, 1983, but only obligatory for licences issued after that dat 

Deep-Sea Pilotage in the Baltic Sea Area shall be performed! 
Deep-Sea Pilots from the respective ports of departure of the Ba 
coastal states only, including the Kiel-Holtenau Locks, the Soundé 
the Belts. A Deep-Sea Pilot shall disembark from a ship at the firs!# 
of call and shall return home as soon as possible. j 

If the ship wants further advice by a Deep-Sea Pilot it is? 
responsibility of the local Pilotage Authority of that port to supply # 
a Deep-Sea Pilot. 

Also see “Baltic Deep-Sea Pilotage” — Page 174. 
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gRAKE: 53.20 N. 08.29 E. (See Plan) 


port LIMITS: The government-owned piers are the commercial area 
4ine port. A vessel is considered to be an “arrived ship” when she is 
-ored alongside such piers, and the customs formalities are complete. 
igytime will Commence according to referring charter parties. _ 

« pot Authorities distribute the free berthing places in following the 
® genutzungsordnung fur den Hafen Brake” which says briefly that a 
& esse! will get a rank position in actual arriving times: 

a) tor ships coming from sea: arrival “Weser Lanby” plus 5 hours. 
®  ) for ships coming from Bremerhaven North Roads and Blexen 
o Roads: departure plus 2 hours. 

0 (cj for ships coming from Bremen: departure plus 3 hours. 
o 
x 


pOCUMENTS: 

2 Lists Ship's Stores. 

2 Crew Lists. 

2 Passenger Lists. 

Health Certificate (forms obtainable from Pilot). 

@ Ship's Register. 

® pg—P SEA PILOTAGE: See “General” before first German port and 

% ‘Baltic Deep-Sea Pilotage” — Page 174. 

© pLOTAGE: Carried out by Weser River Pilots. The river Pilots also act 

® sdocking Pilots. Also see “Bremen” and ‘Bremerhaven’. 
ANCHORAGES: No anchorage in vicinity of Harbour. Anchorage in 

% ‘Blexen Roads’. For further details see “Bremen”. 

© RESTRICTIONS: Vessels proceeding to Brake with a draft in excess of 
o4 tt. will be restricted by the tide. 

8 WAX. SIZE: Max. length 265 m. (869 ft.); no restriction on beam. 

~ Wax. draft 37 ft. in fresh water. 

s PRATIQUE: Free Pratique is given by Health and Immigration Officer 
oly. If a case of fever or disease is suspected on board radio the Agent 
with details before arrival. 

: RADIO: Cable Agent via Norddeich Radio (Call sign DAN) advising ETA 

and cash requirements. 

RADAR/VHF: Stations from Weser Lanby to Bremerhaven. Radar 

service between Bremerhaven and Brake. Radar stations have day and 

night service. If no fog every odd hour radar stations give on VHF or 

»\ot walkie-talkie report of visibility, defective buoys, anchoring ships, 

wstructions to navigation, and special occurrences. Direct contact 

yetween port and ship is possible on VHF. 

TUGS: Available day and night in sufficient number. No extra charge 

~ ‘or using tug’s lines. 

BERTHING: New locks have been built at the inner harbour and are 
erating since August 1979. Dimensions: Length 95 m. (311 ft.), width 
‘6m. (52 ft.) Max. size of vessel to be handled will be a fully loaded 
vessel of 3,000 d.w.t. with a max. draft of 6.0 m. 
ner Harbour with tide-independent lock: Length of dock 1,070 m. 
3,500 ft.), width 110 m. (360 ft.). Length of canal 228 m. (750 ft.), width 
ofcanal 46 m. (150 ft.), length of quay in canal 228 m. (750 ft.). Depth 
43m. 

Qwerside Berth: Total length 1,852 m. (6,075 ft.), depth at pier 13.6 m. 

# North end and 14.6m. at South end at normal low water, tidal 

amplitude 11 ft. 6 in. Max. draft 37 ft. Max. length of ships not more than 

265 m. (869 ft.). 

This government-owned pier is divided into 2 areas. The Northern part 
sthe crane-area with a length of 4,510 ft., the Southern part, 1,565 ft. 
ong, is the grain-handling area. 

~» Pivate Pier of the Fettraffinerie/Unimills has a length of 245 m. (804 ft.) 

0 depth 11.0 m. 

ts SPECIALISED CARGO HANDLING FACILITIES: 

US inner Harbour: 

it 1 jib crane, capacity 32 ton. Working range 10 m. to 30 m. 

I} South Pier: 

© 3grain elevators. Total discharging capacity 1,500 t.p.h. 

4lorry and railtruck unloading stations. Total capacity 1,000 t.p.h. 

3 ship loading stations. Total loading capacity 1,800 t.p.h. 

Slorry and railtruck loading stations. Total loading capacity 2,600 t.p.h. 

%& North and Middle Pier: 

4shore unloader and loading bridges of between 16 tons and 80 tons 

® ‘pacity, waterside reach 32 m. to 40 m. 

4 luting jib cranes — 14 tons to 25 tons capacity — max. reach 46 m. 

Belt conveyor system: Length 1,280 m. Max. capacity 1,000 cu.m.p.h. 

e: Wagon loading station: capacity 300 cu.m.p.h. 

_Combined ship loader: capacity 1,000 cu.m.p.h. 

¢ “tttraffinerie Quay: Loading/discharge points for vegetable and animal 

@ %\grease, mineral oil, molasses and other liquid products. 

¢ _Uischarge capacity: 1,500 t.p.h. 

es Storage: 

(0 Silo installation and storage shed for grain: 360,000 tonnes. 

Storage sheds: 55,500 sq.m. 

i) Free storage areas: 105,000 sq.m. 

Tank storage for grease, refinery and the S.S. “Elbe” 110,000 tonnes. 
| The government-owned pier is equipped for containers, but not for 
| SLon/Roll-off traffic. The berth does not handle liquid chemicals. 

_ STEVEDORES: ETA has to be reported to the Agent to arrange gangs. 

Yevedores are working 3 shifts around the clock on working days 

Monday to Saturday); on Sundays and holidays 4 shifts are worked 

“ound the clock. 

MEDICAL: One hospital and several doctors available at Brake. 

vance notice to Agent required if medical assistance necessary. 

ANKERS: Fettraffinerie Pier: Max. draft 33 ft. Discharging lines: 

passes 6 in., fuel oil 8 in., diesel 10 in. and vegetable oil from 4 in. to 


RASITY: Brake Port, Fresh water: salinity = 1002-1004. 
; ESH WATER: Available both at Riverside Berth and Inner Harbour. 
“ning capacity from 18 t.p.h. to 20 t.p.h. 

: All grades available by bunker barges. 
t ne PRECAUTIONS: No smoking on deck. For tankers at Fettratfinerie 
“Smoking only in saloon and/or messroom. 


GERMANY, Federal Republic of 


CONSULS: Consuls at Bremen. 

REPAIRS: All normal ship and engine repairs can be carried out during 
laytime on board. 

DRY DOCKS: One dry dock at Petram Werft, Brake, for ships with a 
length not in excess of 85 m. (279 ft.), nor wider than 16 m. (52 ft. 6 in.), 
and a max. draft of (3.98 m./13 ft. 1 in.) 

SURVEYORS: Classification Societies not represented but several 
surveyors available at Brake Port. 

GANGWAY/DECK WATCHMEN: Crew's watchmen necessary — strong 
tides, current-speed 3 knots. 

HATCHES: Depends on the different charter parties. 

CUSTOMS ALLOWANCES: 200 cigarettes, 1 bottle of spirits and 
2 bottles of wine. 

CARGO GEAR: Load/discharge normally effected by shore-gear. 
REPATRIATION: Any necessary repatriation and/or crew changes can 
be effected by Agents at Brake. 

AIRPORT: International airport served by regular airlines at Bremen. 
Brake to Bremen, distance 57 km. (35 statute miles). 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 

HOLIDAYS: New Year, Good Friday, Easter Sunday and Monday; 1st 
May, Ascension Day; Whitsunday and Monday, Penitentiary Day, 2 
Christmas Days. Cargo work can be arranged on those days, except 
on New Year, Easter Sunday (1st Easter day), 1st May, Whitsunday, 
1st Christmas Day, and on the days before such days till 1200 and/or 
1400 hours. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 19222; Fire 112. 
TELEPHONES: No arrangements to place telephones on board. 
SHORE LEAVE: Shore passes are required according to customs 
regulations. 

IDENTIFICATION CARDS: Crew members to have valid identity cards. 
SEAMAN’S HOSTEL: Weserstr. 1A, tel. 4490. 

DEVELOPMENTS: Weser fairway depth will be increased to 12 m. 
(39 ft. 6 in.). 

AUTHORITY: Niedersachsisches Hafenamt Brake, Brommstrasse 2, 
D-2880 Brake. Tel: 04401/5061. FAX: 04401-3272. Contact: Port 
Captain. 


BREMEN (Including Farge): 53.07 N. 08.45 E. (See Plan) 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

Provision and Store Lists including fuel oil. 

Dangerous Cargo Lists. 

Health Declaration. 

Ship's Register. 

No Customs Papers if vessel laying in Freeports at Bremen. 
DEEP SEA PILOTAGE: See “Brixham” or “Cherbourg” and “General” 
before first German port and “Baltic Deep-Sea Pilotage” — Page 174. 
PILOTAGE: Compulsory for ships of more than 1,000 g.r.t. and tankers 
of more than 300 g.r.t. and for all ships with dangerous goods in bulk 
and nuclear ships, exemptions possible. 

Distance from Weser Lanby to Bremerhaven 36 miles. Distance from 
Bremerhaven to Bremen 32 miles. 

At least 12 hours before arrival at Weser Lanby, Masters should cable 
messages to “Lotsenbruderschaft Weser zwei Bremerhaven” via 
Norddeich Radio. Message to include name and g.r.t. of vessel, place 
where Pilot required to board, day and hour of vessel's arrival, vessel's 
destination and fresh water draft in metres. Sea Pilots board at Weser 
seabuoy to Bremerhaven. River Pilots board at Bremerhaven to pilot 
vessels to Bremen. 

Pilot station near Weser Lanby (54° 05’ 16” N., 07° 50’ 00” E.) black 
painted motor vessel, black topped funnel, white lettering “Lotse” on 
hull. In rough weather, pilot boat may be found inside near Buoys 77 
and 79. Pilots may be contacted by Norddeich Radio, 2182 or 2614 kHz. 
or by VHF Channel 16. 

River Pilots boarding at Bremerhaven also act as harbour Pilots to all 
ports above Bremerhaven. 

ANCHORAGES: 

1. About 1 mile S.W. of Weser Lanby. 

2. Hoheweg Road between Buoys 17 and 19. 

3. Tanker Road W. of Buoys 27-31. 

4. Blexen Roads (South Roads) only for smaller ships. 
RESTRICTIONS: Vessels proceeding to Bremen, with a draft in excess 
of 25 ft. will be restricted by the tide. 

MAX. SIZE: Bremen: Length 190 m. with draft 10.7 m., longer ships 
with restricted draft. 

Locks: At the entrance of the Industriehafen: Length 248 m., clear width 
33.40 m. 

Ships passing with max. length 230 m. and max. breadth 32.40 m. 
According to tide, docking is possible up to 9.45 m. (31 ft.). 

HEALTH: Master has to fill and sign Maritime Declaration of Health 
which is handed to Health Officer on arrival at Bremerhaven and 
Bremen. In case suspected disease or fever on board radio details to 
Port Health Bremerhaven via Norddeich Radio before arrival. 

RADIO: Cable Agent via Norddeich Radio, call sign DAN, advising ETA 
and cash requirements. 

Bremen Port Radio VHF station on Channels 3 or 16 to be used for 
messages to all Port Authorities including Police and Fire Brigade and 
Port Health in case of emergency. Bremen Lock Radio on Channel 12. 
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RADAR/VHF: Stations from Weser Lanby to the port area of Bremen. 
If no fog, every odd hour radar station gives by VHF or Pilot walkie- 
talkie, report of visibility, defective buoys, anchoring ships, obstructions 
to navigation and special occurrences. 

Ships ordered for Bremen industriehafen should contact 
“Oslebshausen Lock” via Channel 12 VHF after passing Bremerhaven. 
TUGS: Tugs available at all stations according to ships request. Tugs’ 
lines used (only) without charge. 

BERTHING: Berthing at Bremen: The following harbours can be 

reached: 

Harbour name: Quay Length Depth (above chart datum) 
(m.) (m.) 


Europahafen 2,730 3.20— 8.60 
Uberseehafen 2,960 3.20 — 10.20 
Werthafen 700 3.20 —- 7.20 
Holz—und Fabrikenhafen 2,600 4.20-— 8.50 
Getreidehafen 570 4.00 — 11.50 
Neustadter Hafen 3,100 4.00 — 11.50 
Kap Horn Hafen 725 9.00 
Industriehafen 3,060 3.20 — 6.20 


(plus harbour water, 
about 3.80 m., only 
Industriehafen) 
Max. draft is dependent on the prevailing winds 
SPECIAL CARGO HANDLING FACILITIES: 
Freeports: Neustadter Hafen, Uberseehafen and Europahafen, mainly 
general cargo. 


Quay length: 7,960 m. 
Max. draft: 11.50 m. 
Shed storage: 532,000 sq.m. 


Porterage company: Bremer Lagerhaus-Gesellschaft. 
Facilities: Air-conditioned fruit storage, refrigerated storage, 
consolidated cargo centre, packing centres, Ro/Ro terminals, logistics 
and information processing on industrial plant transports and grain 
handling centre. 
Container Handling Facilities: Neustadter Hafen Shed 24 is equipped 
with 3 container cranes, suitable for 40 ft. containers. Max. lifting capacity 
is 45 tons. The terminal has 116 connections for reefer containers. 
Shed 21 is equipped with 2 container cranes, suitable for 40 ft. 
containers. Max. lifting capacity is 80 tons. 
Roll-on/Roll-off terminal: At the head of the Europahafen, 1 berth. 
Max. carrying capacity 60 tons, width 8 m. Max. draft 28 ft. 
At the end of shed 24 Neustadter Hafen, 1 berth. Max. carrying 
capacity 60 tons, width 30 m., draft 32 ft. 
LASH Terminal: At Bremerhaven. Lash-lighter places: Lankenauer Hoft 
and Europahaven. 
Bulk handling facilities (Industriehafen): 
Bulk cargoes such as steel, and steelware, coal, coke and coke breeze, 
timber, ore, oil, molasses, sand, stones, phosphate and further fertiliser 
and chemicals are handled by companies under private management. 
For entering Industriehafen see “Max. Size — Locks”. 
Huttenhafen: Klockner-Hutte mainly handles ore, scrap, coke and coke 
— sand, steel and steelware as slabs and coils of Klockner Iron 
ill. 
Quay length: 520 m. 
3 gantry cranes: 12.5, 15 and 55 tons. 
Storage area: 80,000 sq.m. 
Discharging capacity ore: 8,000 tons per 24 hours. 
Loading capacity coils: 5,000 tons per 24 hours. 
Loading capacity slabs: 6,000 tons per 24 hours. 
Rhenus WTAG: Mainly handles provender, coal, coke, minerals, wood 
products, stones, etc. 
Quay length: 450m. 
4 cranes: 25 — 56 tons. 
Storage area: 21,000 sq.m. 
Loading capacity coils: 6,000 tons per 24 hours. 
Loading capacity plates: 5,000 tons per 24 hours. 
Loading capacity coal: 6,000 tons per 24 hours. 
Quarrier and riddler: 500 tons per 24 hours. 
Olhafen: Oil farm for about 100,000 tons. One tank for molasses 
11,000 tons. 
Kohlenhafen: Gebr. Rochling mainly handles coal, coke, ore, phosphate 
and logs. West Africa Terminal specialises in all kinds of general cargo 
and container handling. 


Quay length: 750m. 
7 cranes: 5 — 50 tons. 
1 coal-loader: 60 tons. 


Storage area: 30,000 sq.m. 

Loading capacity coal: 9,000 tons per 24 hours. 

Loading capacity coke: 6,000 tons per 24 hours. 

Discharging logs: 1,555 tons per 24 hours (approx.). 
Kraftwerk Hafen (Power Station): At this berth only coal cargoes for use 
by the power station are handled. Discharging rate (1 crane) 8,000 tons 
to 10,000 tons per 24 hours. 
Kalihafen: Anker-Schiffahrt handles all kinds of cargo and is specialised 
in packing, decantation and sacking of chemical products. 

Quay length: 500 m. 

2 gantry cranes: 24 tons 

4 special loaders 

1 bridge for liquids 

Storage area: 40,000 sq.m. 

Tankfarm Defrol: Storage capacity 48,000 tons fuel. 

Hafen E: Hansakai (Klembt) handles all kinds of cargoes and is 
specialised in coils, pipes, construction parts, heavy lifts, ore and 
containers. 


Quay length: 285 m. 

1 gantry crane: 15 tons. 

4 cranes: up to 45 tons. 
Storage area: 11,000 sq.m. 


Wandel & Co: 60,000 sq..m. shed storage for grain and general cargo. 
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Hafen A; H. Menke & Co.: Quay length: 250 m. 1 tank for mol 
sa tons. Specialises in wine import with storage area for 20 mil, 
itres. 
Bremer Lagerhaus-Gesellschatt: 
Quay length: 300 m. 
Storage area: 90,000 sq.m. 
Other bulk handling facilities: 
Granary (Getreidehafen) near the Uberseehafen 
No locks, max. draft 35 ft. Lighterage is possible. 
Berth “A” 3 elevators with a capacity of 400 t.p.h. max. length 275, 
Silo capacity 150,000 tons. 
Kraftwerk Farge (Power Station) 
Location: 10 miles downstream from Bremen. Only coal cargoes for 
power station are handled. 


Max. draft 29 ft. 6 in. 
Max. length 200 m. = 656 ft. 
Max. beam 25m. = 82 ft. 


3 cranes, total discharging capacity 200 t.p.h. | 
Rolandmuhle: tidal basin Holz- und Fabrikenhafen. Grain facility wih 
Max. draft 22 ft. at low water. | 
Max. length 180 m. (591 ft.). | 

2 stationary elevators 3,000 tons per day 
1 conveyor for loading bags only. | 
J.H. BachmanniJ. Muller/Karl Gross (Holz- und Fabrikenhafen) | 
Facility for grain and occasionally, general cargo handling. 
up to 23 ft. at normal low water. | 
| 


Max. draft 

Quay length 710 m. (2,330 ft.). 
Cranes 13 Grain/General cargo 
Elevators 4250 t.p.h. each 


General cargo loading installations (Kap Horn) with 2 quays, 1320» 
long inside Industriehafen and the other 800 m. long (at the riversid 
The storage area of 100,000 sq.m. is equipped with gantry crane} 
handling pipes, construction parts and general. 
STEVEDORES: Ordered by Agent; no ETA advice to stevedor 
necessary. 
Working hours: 
Regular period: 0630-1430 resp. 
0600-1400 
Free Port 
1st shift: 0600-1400 
2nd shift: 1430-2230 
3rd shift: 2300-0600 (overtime) 
Industriehafen/Grain Pier 


on Sundays: (overtime) | 
1st shift: 0600-1200 
2nd shift: 1200—1800 ( 
3rd shift: 1800-2400 
4th shift: 2400-0600 


Industriehafen/Grain Pier 


0630—1430 0630-1230 
1430-2230 (overtime grain pier) 1230-1830 
2230-0630 (overtime) 1830-2430 

0030-0630 


On Saturdays: 
Free Port 

1st shift: 0600-1400 

2nd shift: 1430-2030 (overtime) 

3rd shift: 2100-0300 (overtime) 
Industriehafen/Grain Pier 

0630-1430 

1430-2030 (overtime) 

2030-0230 (overtime) 
CRANES: All piers are fitted with cranes 3/7 tons. Floating cranes! 
to 200 tons available. 
MEDICAL: All medical facilities available. Advance notice to Age | 
required if medical assistance necessary. t 
TANKERS: Draft in fresh water. f 


Fina Oil, Einswarden. Max. draft 36 ft. 6 in. Discharging lines crude! 


Holzhafen one berth, max. draft 28 ft. at LW 
Osterort | one berth, max. draft 34 ft. 6 in. at LW { 
Osterort IV four berths, max. draft 37 ft. 8 in. at LW f 
Farge two berths, max. draft 29 ft. 11 in. at LW t 
For the following tanker berths see restrictions of the entrance & « 
Industriehafen. / 
Oelhafen: one berth, max. draft 26 ft. L 
Huttenhafen: three berths, max. draft 20 ft. to 30 ft. é 
Kalihafen one berth, max. 31 ft. 3 in. ! 
i} 


12 in., fuel oil 10 in., diesel 8 in. } 
Frisia (Gulf Oil), Einswarden. Berth for tankers up to 250 m. leng f 
max. draft 36 ft. fresh water. f 
CONSULS: Tel: Tel: \ 
Austria 360 6221 Iceland 0471 7108 1 
Bangladesh 1760 244 Indonesia 3320 ¢ 
Barbados 0471 49388 Ireland 321373 & 
Belgium 590 7134 Italy 702 030 
Benin 17 630 Liberia 66031 
Bolivia 66 12 30 Netherlands 32 37 26 
Brazil 66 38 16 Norway 12 015 
Chile 32 37 31 Pakistan 323610 
Colombia 15 707 Panama 3630014 
Costa Rica 15 549 Paraguay 32 1001 
Denmark 17 680 Peru 15 629 
Ecuador 34 20 75 Senegal 0471 73 
El Salvador 38 95 349 Sweden 3592134 
Finland 39 81 South Africa 467708! 
France 30 53 115 Spain 34 40 9 
Gambia 30 76 215 Togo 17 640 
Ghana 36 5201 Turkey 17102 
Guatemala 30 21 07 United Kingdom 5909-0 
Haiti 25 95 88 Uruguay 32 70 0 
Honduras 3092560 Zaire 15820 


DENSITY: Fresh water. 

FRESH WATER: Available by hose and barge. 

FUEL: All Grades available. 

FIRE PRECAUTIONS: Smoking or use of open fire not allowed al? 
the Port area. No smoking on deck. Tankers, smoking in salov 
messroom only. 
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pePAIRS: All repairs possible. 
pay DOCKS: Vulkan-Gravity Dock 

| agone floating Dock 
suaVEYORS: All types of surveys possible. 
gANGWAY/DECK WATCHMEN: Not considered necessary. But 
yalable when ordered 
WATCHES: Opening and closing normally by crew with stevedores 


up to 240,000 d.w.t. 
up to 8,500 d.w.t. 


th 
SSTOMS ALLOWANCES: Outside freeports: 200 cigarettes for 3 
gays or 50 grams tobacco and 1 bottle spirits. After 3 days further same 
qantities. Wine not restricted. Freeports in Bremen only Europahafen, 
perseehafen and Neustadter Hafen. 
caRGO GEAR: No additional requirements. Preventers necessary. 
REPATRIATION: Any time. 
AIRPORT: Regular national and international flights. 
HOLIDAYS: New Year's Day (no work performed); Good Friday; Easter 
sunday (No work performed); Easter Monday; Labour Day (no work 
setormed); Ascension Day; Whit Sunday (no work performed); Whit 
» \yonday; 17th June; Prayer Day; Christmas Day (no work performed); 

xing Day. 

LIGE/AMBULANCE/FIRE: Police help 110; Fire, First aid 112. Pilot 

Station Bremerhaven: Sea Pilots 4-22-20; River Pilots 4-22-89. 

aot Station Bremen: 39-40-44. 

Pot Administration Bremen: 397-1. 

Waterway Police: 38-20-31. 

Port Medical Services: 38-34—16. 

mmigration: Call Water Police. 

Foreign Calls: 0010. 

TELEPHONES: It is possible to rent a telephone box from Mooring 


n 


mM Company. 
) #GULATIONS: Usual Port Regulations. Special Regulations for 
© dangerous goods and Tankers. 
AUTHORITY: Hafenamt Bremen, Hafenhaus Uberseehafen, 2800 
8 gremen 1. Tel: (0421) 385250. Telex: 246089 (HABRE D). FAX: (0421) 
3978387. Contact: Harbour Master on duty. Tel. (0421) 3978504. 


AGENT: Fisser & V. Doornum, Martinstrasse 1, D-2800 Bremen 1, 
federal Republic of Germany. Tel: (421) 32 55 40. Telex: 244 864. 
cables: Fissership. Fax: (421) 366 12 54. 


BREMERHAVEN: 53.33 N. 08.35 E. 


DOCUMENTS: 

4 Crew Lists. 

4 Passenger Lists. 

3 Provision and Stores List, including fuel oil. 

3 Dangerous Cargo List. 

Maritime Declaration of Health. 

Derat Certificate 

| Ship's Register. 

No Customs Papers if vessel laying in Freeport at Bremerhaven. 

a) DEEP SEA PILOTAGE: See “Brixham” or “Cherbourg” and “General” 
fore first German Port and “Baltic Deep-Sea Pilotage” — Page 174. 
| ILOTAGE: See “Bremen”. ' 

Docking Pilots join vessels between Buoys 49 and 51A if bound for 
Joerseehafen or near entrance of Geeste River if bound for 
*schereihafen. Call sign is International Code flags PT with pennant 
elow. Sound and flash signals are 3 long and 5 short. Docking Pilots 

‘an be requested via Bremerhaven Port Radio on VHF Channel 12. 
INCHORAGE: See “Bremen”. 
RESTRICTIONS: Vessels proceeding to Bremerhaven with draft in 
Xcess of 35 ft. will be restricted by tide. 
MAX. SIZE: Length 340 m., draft 41 ft. in fresh water. Draft 42 ft. 8 in. 
® ‘fresh water, special permission required. 
HEALTH: See “Bremen”. 
MY RADIO: See “Bremen”. 
RADAR: See “Bremen”. 
_ IHF: “Bremerhaven Port Radio” on Channel 12. 
je S: Tugs join vessel with docking Pilots. Tug’s lines used at no extra 
| Marge. 
SERTHING: There are two harbour-groups, Uberseehafen North of 
seeste River and Fischereihafen South of it. 
Jberseehafen: 
Along Weser River: 
Columbus Quay 


(See Plan) 
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Depth below Chart Datum 
32 ft. — 38 ft. 08 in. 


Stromkaje 40 ft. 04 in. 
Dock Basins: Maintained Depth 

Neuer Hafen 2) ft 

al | Kaiserhafen | 29 ft. — 36 ft 
Kaiserhafen I! 36 ft. 
Kaiserhafen III 36 ft. 
Verbindungshafen 36 ft. 
Nordhafen 42 ft. 09 in 
Osthafen 46 ft. 


The dock basins can be reached through 2 locks: 


‘aiserschleuse: length 732 ft., gate width 87 ft. 09 in. without fenders: 


including fenders 83 ft. 7 in. 

Depth 23 ft. at LW. 

length 1,220 ft., gate width 147 ft. without fenders; 
| including fenders 138 ft. 

e Depth 35 ft. 03 in. at LW. Max. size of 

vessel. length 265 m., beam 38 m. 

(124 ft. 07 in.). Draft 42 ft. 08 in. 


Nordschleuse: 


GERMANY, Federal Republic of 


Fischereihafen: 


Dock basins: Maintained Depth 
Fischereihafen | 25 ft. 
Fischereihafen || 25 ft. 
Handelshafen 23 ft. 


Locks: 
Fischereihafen-Doppelschieuse 
Small lock: Length 349 ft., gate width 39 ft. without fenders; 
including fenders 34 ft. 06 in. 
Depth 20 ft. 06 in. at LW. 
Large lock: length 328 ft., gate width 98 ft. without fenders; 
including fenders 94 ft. 
Depth 20 ft. at LW. 


SPECIAL CARGO HANDLING FACILITIES: All sheds are equipped 
with electric cranes. 

With special permission of the port authorities the following maximum 
FW drafts are allowed. 


42 ft. 8 in. = 13.0 m. — max. beam 38 m. 
42 ft. = 12.8 m. — max. beam 39 m. 
40 ft. = 12.5 m. — max. beam 40 m. 
38 ft. = 11.58 m. — max. beam 41 m. 


The port is equipped with modern bulk, container, Ro/Ro and general 
cargo facilities. 

4 floating cranes having lifting capacities of 100 tons — 500 tons. 
Weserport (Osthafen) Ore transhipment installation, quay length 325 m. 
Depth 14.0m. 2 unloaders. Max. outreach 22.5 m. Total discharge 
capacity 2,000 t.p.h. Average rate 900 t.p.h. 

Columbus Quay Passenger and general cargo facilities. 
Quay length 1,020 m. Depth 32 ft. — 38 ft. One shed of 33,000 sq.m. 
9 cranes — 8 tons and one heavy lift bridge of 38 tons. 

Car loading installations 

A car loading installation is situated in the Nordhafen. Quay length 
875 m. Storage area 40,000 sq.m. for about 3,500 cars. The loading is 
done by ships’ ramp. 

The Car Terminal Bremerhaven, situated in the Kaiserhafen II, has a 
quay length of 700 m. and a storage area of about 526,000 sq.m. 

The Car Terminal Bremerhaven, situated in the Kaiserhafen III, has 
a quay length of 700 m. and a storage area of 35,000 sq.m. 

Container Terminals 

2 container terminals, 1 at Stromkaje and 1 in the Nordhafen, are 
equipped with 17 container cranes, capacity 41 tons — 68 tons. 

Depth alongside in river 47 ft. at LW. Depth at Nordhafen 40 ft. 4 in. 
Kaiserhafen/Verbindungshafen offers 4 basins for general cargo 
handling. Quay length: 3,574 m. Storage capacity in modern sheds: 
about 38,000 sq.ft. 37 cranes with capacities from 3-8 tons. Five banana 
discharging installations have a capacity of over 500,000 tons per year. 
LASH Carriers: Special facilities are available. 

MEDICAL: Hospital facilities at all Weser ports. No vaccination normally 
required. 

STEVEDORES: Ordered by Agent; no ETA advice to stevedores 
necessary. 
Working hours: 1st shift: 0600-1400 

2nd shift: 1400-2200 

3rd shift: 2200-0500 (overtime) 

on Saturdays: 

1st shift: 0600-1400 

2nd shift: 1400-2000 (overtime) 

3rd shift: 2000-0200 (overtime) 

on Sundays: 

as Bremen Freeport. 

TANKERS: Bominflot KG., Esso Kaje, Verbindungshafen. Max. draft 
32 ft. 06 in. 

There are several tank-cleaning boats available to receive slops at 

Bremerhaven. 

DENSITY: 1008 — 1010. 

FRESH WATER: Available by pipe-line at all berths. 

FUEL: All grades available. 

FIRE PRECAUTIONS: No smoking on deck. Tankers smoking only 
saloon or messroom. 

CONSULS: Barbados, Iceland, Sweden, Senegal, United Kingdom. 
REPAIRS: All repairs possible. 

DRY DOCKS: There are 2 graving docks and 10 floating docks with 
max. capacity 75,000 tons. 

SURVEYORS: (1) Caleb Brett: In Hamburg. Neustadter Weg 6, 2000 
Hamburg 11. Tel: (040) 366286. 

(2) Lloyd’s Register of Shipping: Am Wall 102, 2800 Bremen. Tel: 
(0421) 310611. Also at Buckingstrasse 10, 2850 Bremerhaven. Tel: 
(0471) 45006. 

Bureau Veritas, District Hamburg: Spaldingsstrasse 1, 
Hamburg 1. Tel: (040) 230801. Telex: 02 154 26. 
GANGWAY/DECK WATCHMEN: Not considered necessary. 
OPENING/CLOSING HATCHES: Normally by crew with stevedores 
assistance. 

CUSTOMS ALLOWANCES: Outside freeports: 200 cigarettes for 
3 days or 50 grams tobacco and 1 bottle spirits. After 3 days, further 
same quantities. Wine not restricted. Freeports only at Bremen (Europa 
and Uberseehafen), and at Bremerhaven (Kaiserhafen, Columbus Kaje 
and Weserport). 

CARGO GEAR: No additional requirements. Preventers necessary. 
REPATRIATION: Any time. 

AIRPORT: About 4 miles from Bremen. Regular airlines. 

HOLIDAYS: New Year's Day (no work performed); Good Friday, Easter 
Sunday (no work performed), Easter Monday; Labour Day (no work 
performed); Ascension Day; Whit Sunday (no work performed); Whit 
Monday; 17th June; Prayer Day; Christmas Day (no work performed); 
Boxing Day. 

TELEPHONE: Accidents, Police 110; Fire 112; Sea Pilots 42220; River 
Pilots 42289; Waterway Police 47011; Port Medical Service 40031. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


EMERGENCY CO-ORDINATION CENTRE: Flottenkommando SAR 
Leitstelle, Meyerweg, 2392 Glucksburg. Tel: (04631) 8625-511 (Ext. 
575/6). 

Deutsche Gesellschaft zur Rettung Schiffbruchiger, Seenotleitung, 
Werderstrasse 2, 2800 Bremen 1. Tel: (0421) 504393. Telex: 0244754. 
BANKS: (In Hamburg): Bank of America, Barclay's Bank, Citibank, 
Lloyd's Bank, Bankers Trust. 

STORING: See “Prelims”. 

(1) Yes 

(2) Yes 

(3) Yes, jetties fitted with cranes, distance to remain approx. 20 ft. 

(4) Yes 

(5) Equal to European Community Regulations. 


(6) Yes. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Hansestadt Bremisches Amt Bremerhaven, Der 
Hafenkapitan, P.O.Box 100469, Steubenstrasse 7A, 2850 
Bremerhaven 1, West Germany. Tel: (0471) 481 260/1 Port Captain; 
(0471) 481 263/4 Harbour Master. Telex: 238564 Hba Hk D. FAX: (0471) 
481501. Contact: Port Captain. 


AGENT: See “Bremen”. 


BRUNSBUTTEL 53.53 N. 09.09 E. (See Plan) 
(a) General/Elbehafen/Canal Berth; (b) Elbe Terminal; 
(c) Brunsbuttel Oil Port; (d) Ostermoor. 


(a) GENERAL/ELBEHAFEN/CANAL BERTH. 


DOCUMENTS: 

Health Certificate forms obtainable from River Pilot. 

3 Crew Lists. 

3 Personal Effects Lists. 

3 Stores Lists. 

Bill of Lading. 

Ship's Register. 

For ships entering locks of Brunsbuttel for transit traffic through Kiel 
Canal, only ship's register required. 
DEEP SEA PILOTAGE: See “General” before first German port and 
“Baltic Deep-Sea Pilotage” — Page 174. 
PILOTAGE: Anchorage River Elbe: See “General” before first German 


port. 
Pilotage Kiel Canal: Pilotage generally compulsory, vessels over 
2,500 g.r.t. must employ a wheelman. 

Pilot station, Tel: 04852/8088, VHF Channel 9, ETA 6 hours prior 
arrival Brunsbuttel Roads by cable to “Kanallotse Brunsbuttel” via 
Norddeich Radio (DAN), requiring Canal or Harbour Pilot at Brunsbuttel, 
(for example: Brigitte 1249 ETA Brunsbuttel 29 1800 3.5 m.). Pilot will 
board ships off the entrance to Kiel Canal. 

Pilot boats are painted black with “LOTSE” in white letters on hull. 
Signal for Pilots is flag ““G" over numeral pennant 1, sound or morse 
signal, VHF Channel 9. 

ANCHORAGES: Vessels waiting for entrance to the Canal may anchor 
in N.E. anchorage, N.W. anchorage, South anchorage, or Neufeld 
anchorage. 

RESTRICTIONS: No restrictions imposed on night entry. If draft above 
31 ft. 2 in. fresh water, vessels will be piloted to Brunsbuttel with flood- 
tide. 

Dimensions of lock: Length 310 m., beam 42 m. 

The Canal can be navigated by vessels up to 235 m. LOA and 32.5 m. 
beam and draft in accordance with table below. 


Beam in metres 
20 21 22 23 24 25 26 27 28 29 30 31 32 32.5 


Draft in (m.) 
5, 9.5 


Length 
(m.) 


160 
163 
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Height above water-line transiting Canal must not exceed 40 m. 
For Binnenhafen, as far as km. 6.00, vessels not requiring to transit 
Canal may enter with draft up to 10.40 m. 
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HEALTH: Pratique automatic for vessels entering harbour for loag 
or discharging, and ships passing through Canal if required and if Heg 
Certificate form does not show any infectious diseases. 

RADIO: All messages to Agents and Pilots etc., through Norddg 
Radio, call sign “DAN”. Closer to port Elbe-Weser Radio can} 
contacted by VHF Channel 16. 

Ships reporting station is on permanent duty at Brunsbuttel, \p 
Channel 14, safety and calling Channel 16. 

RADAR: Radar Service from Elbe 1 to Hamburg see “General” bey 
first German port, but no special Port Radar Service for Brunsbuy 
Radar Service in the area of Brunsbuttel available, can be contag 
through VHF Channel 4, “Brunsbuttel Radar |". 

TUGS: 6 tugs available at Brunsbuttel. Vessel’s lines used. T 
normally join vessels bound for the Elbe Harbour on river in vicinity, 
Canal locks. 

From the approach limit up to entry into the lock, tug assistance 
mandatory for vessels in Group 6 and also such vessels wh 
manoeuvre only with difficulty. Tugs assisting ships entering locks » 
vessels on canal-roads. 
BERTHING: Ships lying at terminals situated on Canal bank in Im 
Harbour should take into consideration that vessels must moor sale 
as suction of passing ships may cause breaking of lines. 
Binnenhafen: Comprises the area between lock entrance and km. 5? 
BRIDGES: Ships transiting canal must have bridge clearance of 40; 
Otherwise no obstructions. 
STEVEDORES: Ordered by Agents, no ETA to stevedores necessz 
MEDICAL: Port Medical Service by Harbour Doctors. Day and nig 
service. Inoculations have to be ordered 24 hours prior arrival. Hosp. 
available at Brunsbuttel. 
TANKERS: Elbehafen — Oil Section: 
Location: At the Elbe-River bank, about 0.5 nautical miles upstres 
from Brunsbuttel Canal Locks. 
Depth of Water: Within the approaches, 13.50 m., alongside be 
14.70 m. 
Max. Ships Dimension Acceptable: Length about 400m. Bee 
unlimited. Draft 12.95 m. (Sea Water). 
Dirty Ballast/Slop Disposal: By barges or tank truck. 
Max. Slop Quantity Acceptable: Contact Agent. 
Elbehafen for VLCC’s: The safe mooring of vessels up to 250,000 dy» 
has been proved and has become a matter of routine. Harty 
Authorities have no objections to accept larger vessels but investigatir 
have to be made with regard to safe mooring facilities ashore. Tanke 
with more than 37 ft. draft must arrive 2 hours prior to highwater: 
Elbe Lanby, in order to dock at Elbe Harbour with slack water or first et 
tide. Vessels with draft not exceeding 37 ft. may dock during whole et 
tide. Pilot vessels to be contacted via VHF radio Channels 13 and 'i 
Canal Berth: 
Location: Inside Kiel Canal Lock at South bank of the Inner Harbour 
Brunsbuttel. 
Depth of Water: Within the approaches 11.00 m. 
Max. Ships Dimension Acceptable: Length 150 m. Beam unlimité 
Draft 6.50 m. 
BALLAST: 
Dirty Ballast Disposal: By barges or tank truck. Contact Agent. 
DENSITY: Brackish at Elbe Harbour and inside locks. Average dens 
1003. 
FRESH WATER: Most berths supply by shore installations. 
FUEL: All grades available. 

Bunker stations on South side of Canal are: 


Shell — 2 berths, gas oil only. 
BP — 3 berths. 
Elf — 4 berths. 


and on the North side of Canal: 

KuBi — Bunker Station — 1 berth, gas oil only. 

DEA — 3 berths. 
FIRE PRECAUTIONS: No specific precautions except in Kiel Cane 
CONSULS: All consulates available at Hamburg. Swedish Vice-Cos 
at Brunsbuttel. 
REPAIRS: Only minor repairs can be effected. Big yards and dry do? 
available at Hamburg. 
GANGWAY/DECK WATCHMEN: Services of watchmen not neces 
but available day and night if required. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CERTIFICATES: Ships entering canal and using terminals must 
international ship's register. All other certificates should be valid. 
CUSTOMS ALLOWANCES: Tobacco, each crew member ? 
cigarettes or 50 cigars or 250 grams of tobacco. Surplus will be se# 
up by Customs. Wine and/or spirits 1 bottle of spirits and 1 botté 
wine permitted for each crew member. Beer unlimited. Ships trans® 
canal are not affected. 
REPATRIATION: Crew changes can be arranged in connection * 
local Immigration Office. | 
AIRPORT: Nearest airport Hamburg. 90 km. away. | 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in Male 
last weekend in September). 
HOLIDAYS: Cargo work can be arranged on every day. 
POLICE/AMBULANCE/FIRE: Police Tel: 110 and 3041. Wate® 
Guard Police Tel: 1012. Passport Control Tel: 87.262. Customs 
8555. Hospital Tel: 3901. Fire Tel: 112. 
TELEPHONES: No facilities for placing telephone on board in’ 
Canal. 
IDENTIFICATION CARDS: Normally not needed. If necessary in s?* 
cases Identification Cards will be issued by Immigration. : 
DANGEROUS CARGO: Ships with dangerous cargo or tankers ne 
free have to be reported to the Port Authority 48 hours before ai 
AUTHORITY: Kiel Canal Authority — Wasser-und Schiffah® 
Brunsbuttel, 2212 Brunsbuttel 1. Te/: (04852) 8011 — 8016. ‘ 

Harbour Authority: Hafenbehorde Brunsbuttel, Elbehafen, © 
Brunsbuttel. Te/: (04852) 87044. Contact: Captain Dietze, Port CH 
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») ELBE TERMINAL 
LOCATION: Elbe Terminal situated outside of locks, quay length 
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‘ m 
SOTAGE: Elbe Pilots also act as docking Pilots at Elbe Terminal. 
RESTRICTIONS: For vessels bound for Elbe Terminal, Brunsbuttel, 
ere are NO restrictions with regard to length, breadth and height or with 
, to day or night entry. Vessels may berth and unberth day or night. 
. SIZE: As the fairway of the River Elbe is being dredged, it is not 
gossible to publish any long-term draft values. The max. admissible 
gatts of the various sizes of vessels intending to navigate on the River 
tbe must be enquired of the authorities. The Elbe Pilots will have 
ted information on the latest depth and draft values. 

Depth of water: Oil section: 14.70 m. below chart zero; dry cargo 

n: 13.70 m. below chart zero. Minimum keel clearance of 3 ft. 

quired. East Basin 4.70 m. below chart zero. 
BERTHING: Dry cargo section: One gantry crane for handling of bulk 
cagoes with a Capacity of 25 tons and outreach of 45 m. 

3 level-luffing cranes for handling of bulk and general cargoes as well 
as containers. By means of syncronising 2 cranes, heavy pieces up to 
45 tons can be handled. 

Capacity of these cranes 12/24 tons with an outreach of 40/20 m. 

2 level-luffing cranes for handling general cargo only with a capacity 
96/10 tons with an outreach of 32/20 m. 

{ mobile crane with a capacity of 20 tons for handling of general cargo. 
fy  4warehouses with a total floor space of 11,800 sq.m. available. 
gy TANKERS: 2 Mannesmann marine loading and discharging units 12 in. 
it2 diameter, each with a capacity of 1,500 t.p.h. 

2Mannesmann marine loading and discharging units 20 in. diameter 
wth a capacity of 10,000 t.p.h. 

an The units are driven hydraulically. Connection to the tanker manifolds 
ty hydraulically operated clamps. 

One 30 in. pipeline to Texaco Tank Storage. Pressure admissibility 
ofthe units up to 19 Atu and a temperature up to max. +50°C (Crude 
oil). 

“f Liquified Gases (Propane): 1 loading/discharging arm 250 mm. 
dameter, 25 bar, —50°C. 1 vapour return line 100 mm. diameter. 

Also see “Regulations”. 

yt Mooring: 

9 1. Tankers must be moored with particular care on account of the 
ym current, as handling equipment will be engaged for discharging and 
e, loading operations and therefore vessels must be moored safely. All 
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-g ines must be heaved tight and secured to ensure that vessels will be 

p> ‘mly secured at the pier at all times. 

pp 2 Tankers exceeding 35,000 g.r.t. must be moored as shown in 

1g Mooring Plan (See “Plan’’) it being understood that these are minimum 
requirements for normal weather conditions. 

-¢ 3. The cross lines (wire ropes with a breaking strength of 120 tonnes) 
wil be provided from the shore and should be belayed on bollards. 

4. If at all possible, an additional two cross lines should be provided 

ed! OY the vessel. 

5. All lines must be in perfect condition. 

6. The winches to be used must be in perfect working order and 

capable of holding the tensile forces for which they are rated. 
sj) _’. The crew must be large enough for efficient handling of the lines 

" xcording to the standards of good seamanship. 

8. The Port Authority may insist on calling in additional personnel for 
oy not having a large enough crew to handle lines safely and 
| quickly. 
| 9% The Mooring Plan is based on all line systems. If no cross lines 
| ae provided from the shore, at least 1 wire rope each must be provided 

‘ore and aft by the vessel. 

‘re Warp: Once the mooring operations are completed, a sufficiently 

song tow-line (wire rope) must be lowered from bow and stern on the 

aishore side as far down as to the water surface. 

Serthing/Unberthing: (a) Tankers may be berthed and unberthed only 

‘the wind does not exceed Force 7 Beaufort scale. 

(0) If the visibility is at least 1 nautical mile. 

oe lide: The mean range of the tide at the pier is about 2.66 m. (8 ft.). The 
max. ebb current is 1.75 m. per second, the max. flood current is 1.5 m. 

an Pet Second. 

@)) Important: 

1. The shore-side loading/discharge swivel arms are equipped with 
automatic drift alarms. Should the vessel drift beyond the safety limit, 
avi aloud signal will be sounded and all ship-side pumps must be stopped 
and the lines must be checked. 
at; 2 Incase of fire the Ship Fire Alarm is as follows: 

l 1 or more whistle blasts, each to be sounded for at least 10 seconds, 
addition to sounding the General Alarm. All safety drills and 
lif, Becautions must be observed. 

REGULATIONS: Special Regulations for Gas Tankers: 
Ni | |. Gas must only be imported in bulk in tankers, which are suitable 
“Such traffic from the aspects of type of construction, equipment and 
eration. Gas tankers must conform at least to the Stipulations of the 
“Ode for the Construction and Equipment of Vessels for carrying liquid 
#8 in bulk (IMO-Res.A.328 (IX)) in the currently valid manner. 
.2. Gas tankers must Carry a certificate issued by their national Ship 
Safety Authorities or a recognised classification society in which it must 
é % stated that the vessel conforms to the stipulations in point (1) above. 

nis Certificate must be presented to the Port Authorities, if requested. 
Ke _9. For import and discharge of liquid gas, only sea-going tankers are 

Permitted. In this connection, the following quantity limitations per vessel 
e@| 0 per individual tank must be respected: 

(a) Gas tanker with deep frozen liquid cargo 

4 (atmospheric tanker) 
a 


and 
___ (0) Gas tanker with semi-frozen cargo 
4 (semi-pressure tanker) 
a Max. load per ship 


= 15,000 cu. m. 
ae Max. load per individual tank = 


6,000 cu. m. 
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(c) Gas tanker with liquid cargo under pressure 
(full pressure tanker) 
Max. load per ship = 6,000 cu. m. 
Max. load per individual tank = 1,000 cu. m. 

4. The quantity limitations quoted in point (3) include amounts to be 
carried onwards for discharge at further ports. If the cargo volume of 
the vessel or of a loaded individual tank permits an amount of cargo to 
be carried which is greater than that stipulated in point (3), the port 
authority must be presented with a written declaration issued by an 
independent, sworn competent person of authority to the effect that the 
stipulation quantity limitations have been upheld. 

5. The release of cargo vapours for the purpose of reducing pressures 
and/or temperature adjustment — except in emergency cases — is 
forbidden. 

6. Whilst gas tankers are on the River Elbe no materials like alkine 
(acetylene), polyine (polyacetylene), allene, kumulene, MAPP gases, 
may be carried on board as cargo. (‘Rules for the Protection of Nuclear 
Power Stations against Pressure Waves Resulting from Chemical 
Reactions” dated 1st August, 1976). 

7. Vessels to dock against ebb tide with port side to. In case this 
requirement cannot be fulfilled due to an eventual delay during the river 
passage or any other unforeseeable reasons, a turning manoeuvre in 
a position East of the berth must be prevented (i.e. acceptance of 
additional tugs). 

8. A wireless telephone connection is to be established between the 
security vessel and the personnel on the jetty, and the fire-fighting centre 
and the vessel. The wireless telephone connection must secure a duplex 
communication. Furthermore a wireless telephone communication must 
be established in good time prior to vessel's berthing. 

9. Sufficient and suitable mooring personnel must be arranged for 
mooring and unmooring. The number of crew must be large enough to 
secure a quick and safe mooring manoeuvre. The local Harbour 
Authorities can order the acceptance of additional suitable personnel for 
this purpose. 

10. The vessel must be tied up at the Elbe Harbour in such a way 
that a parting of the moorings (breaking, melting, burning) may not occur. 
At least 3 head lines, 3 stern lines, 1 fore spring and 1 after spring are 
to be made fast. At least 1 head line, 1 stern line and 1 spring MUST 
be of steel wire construction. 

11. For berthing and unberthing at the Elbe Harbour Quay in way of 
the fire-fighting monitors at least two tugs must be accepted. The engine 
capacity of the tugs must be sufficient to assist the vessel in all wind, 
current and ice-conditions. The engine capacity of each tug must be at 
least 1,600 h.p. Vessels of less than 3,000 g.r.t., equipped with a working 
bow thruster may unberth with one tug less, weather permitting. 

12. While discharging, the passing traffic is to be observed. In case 
a vessel comes too close, gas discharging/loading is to be stopped. 

13. While handling gases, bunkering is not permitted. 

14. LPG/Carriers may not be berthed at the Elbe Harbour together 
with laden or non-gas-free, non-inerted tankers, whose last cargo had 
a flash-point of below 61°C. 

15. No vessels may make fast alongside a gas tanker while handling 
cargo. 

16. During extreme meteorological circumstances (thunderstorms, 
hurricanes) the handling of liquid gas is to be stopped. 

17. The vessel has to leave the berth immediately upon completion 
of cargo operations. 

BALLAST: Ballasting of oil tankers during or after discharging into non- 
gas-free tanks is allowed only up to a volume of 50% of each tank 
concerned. This does not apply for inerted tanks. 

DENSITY: 1003, brackish water. 

FRESH WATER: Available at all berths. 

GANGWAYS: Shore gangways available; special gangway at hand for 
VLCCs. 

FUEL: By barges. All grades available. 

MINIMUM STAFF: During crude oil transfer a minimum staff shall be 
assigned for safe handling of cargo transfer. For tankers of 3,000 g.r.t. 
and more, the minimum staff shall be assigned as follows: 

1 Deck Officer, 1 Engineering Officer (both familiar with cargo 
handling). 

2 deckhands. 

For tankers of 70,000 g.r.t. and more, 2 additional deckhands are 
required. 

TELEPHONE: Ship telephone connections are available at all berths. 
AUTHORITY: Port Operator: Hafengesellschaft Brunsbuttel GmbH, 
2212 Brunsbuttel, Elbehafen. Te/: 8840. Telex: 28347 eport d. 

Port Authority: Hafenbehorde Brunsbuttel, 2212 Brunsbuttel, Elbehafen. 
Tel: 87044. 


(c) BRUNSBUTTEL — Oil Port 


LOCATION: Oil Port situated on North side of Kiel Canal at km. 3.5. 
PILOTAGE: See Section (a) Canal Pilots also act as Docking Pilots. 
ANCHORAGE: Anchoring near the compressed-air barrier is prohibited. 
The location of the barrier is indicated by rings with the inscription 
“PreBluftsperre”’. 
MAX. SIZE: Max. allowed dimensions of vessel between the figure 
values (draft and beam) can be interpolated. 
Max. Draft Max. Beam 
10.40 m. (34 ft. 2 in.) 27.00 m. (88 ft. 7 in.) 
9.50 m. (31 ft. 2 in.) 29.00 m. (95 ft. 2 in.) 
8.00 m. (26 ft. 3 in.) 32.50 m. (106 ft. 7 in.) 
Max. LOA 235 m. (771 ft.) 
Ships passing Kiel Canal: See “Restrictions” Kiel Canal. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


BERTHING: 
Berths: 3 berths (Nos. 6, 7 and 8) for tankers up to 10.40 m. (fresh 
water) draft. 

2 berths (Nos. 4 and 5) for tankers up to 6 m. (fresh water) draft. 
Oil Handling Facilties: Hoses of 6 in., 8 in. and 10 in. for handling of 
crude oil, diesel oil, gas oil, gasoline, tuluol, xylol and lub oil. 

Mooring: Tankers are required to be moored at least by 1 steel wire 
fore and aft. The steel wire may be covered. 

Restrictions: During loading and ballasting operations, it shall be 
ensured that a vapour/air mixture pressed out of the tanks is no longer 
flammable or toxic outside the port area. In order to achieve this without 
continuous checking, the pumping rate is fixed at 800 cu.m./hour 
maximum. 

Minimum Staff: During cargo transfer a minimum staff shall be assigned 
for safe handling of cargo transfer. For tankers of 3,000 g.r.t. and more, 
the minimum staff shall be assigned as follows: 

1 deck officer familiar with cargo handling. 

1 engineer officer familar with cargo handling. 

2 deck hands. 

Fire Precautions: Fire hoses must be laid out and connected to fire line, 
which has to be under pressure during all cargo operations. 

Fire wires must be paid out to the water level fore and aft. 

1 lifeboat must be swung out into an embarkation position in order to 
provide an additional emergency escape. 

Dirty Ballast Disposal: By barges or tank truck. 

DENSITY: 1003. 

FRESH WATER: Available at all berths. 

FUEL: By barges. All grades available. 

GANGWAYS: Shore gangways available. 

AUTHORITY: Operator of cargo handling facilities: 

Deutsche Texaco AG, Ostermoorer Str., 2212 Brunsbuttel. Te/: 2011. 
Telex: 028314. 

Port Operator: Hafengesellschaft Brunsbuttel GmbH, Elbehafen, 2212 
Brunsbuttel. Te/: 8840. Telex: 028347 eport d. 

Port Authority: Hafenbehorde Brunsbuttel, 
Brunsbuttel. Tel: 87044. 


Elbehafen, 2212 


(d) OSTERMOOR. 


LOCATION: Kiel Canal Km. 5.66 (South Side). 
PILOTAGE: See Section (a). Canal Pilots also act as Docking Pilots. 
RESTRICTIONS: If passing through Kiel Canal, see “Restrictions” in 


Section (a). 
MAX. SIZE: LOA 235 m. (771 ft.). 
Max. draft Max. beam 
10.40 m. (32 ft. 02 in.) 27.00 m. (88 ft. 07 in.) 
9.50 m. (31 ft. 02 in.) 29.00 m. (95 ft. 02 in.) 


8.00 m. (26 ft. 03 in.) 
BERTHING: Berth Nos. 1, 2 and 4: 
Port Operator: Hafengesellschaft Brunsbuttel (PO). 

Operator of Cargo Handling: Norsk Hydro Agrar (NHA). 

Immigration Clearance: Will be carried out on board. 

Customs Clearance: No freeport. Customs clearance will be carried out 

on board. 

Tug Assistance: According to assignment of Port Authority. : 

Mooring: The use of constant tension winches is prohibited (Berth Nos. 

2 and 4 only). Port Authority will allocate berth where the exact position 

alongside berth will be advised by NHA. The Master is responsible for 

safe mooring. Additional mooring may be requested by Port Authority 

responsible (NHA). Bow of vessel at berth in direction Kiel Canal. 

Exception regulation by Port Authority. 

Drinking Water: Available at Berth Nos. 1, 2 and 4 against payment (PO). 

Steam and Nitrogen: Steam at No. 2 Berth and nitrogen at No. 4 Berth 

available from ashore. 

Bunker Supply: By barges only. The Port safety regulation must be 

observed (Northern Basin). 

Ship Repairs: Permission of NHA required. 

Electricity Supply: No connections available. 

Garbage Disposal: Available (PO). 

Dirty Ballast Disposal: By barges or tank truck. 

Navigating into the North Basin: (Direction by NHA) — only after stop of 

cargo operations at Berth No. 4. 

Gangways: At Berth Nos. 2 and 4 gangways are at hand (NHA). At 

Berth No. 4 and at waiting place a lifeboat has to be ready at the 

accommodation ladder on the offside during cargo operations. 

Stop of Cargo Operations in Case of Emergency: At the sound of the 

signal “stay away” (- —) and fire (-— —) by loudspeaker; at the instructions 

given by telephone or loudspeaker; when the flashing light is in 

operation; at the release of the disconnection couplings; in case of fire 

on board. 

Fire on board: The Port Supervisor of NHA has to be informed 

immediately. Cargo operations have to be stopped immediately. Ship 

has to give usual whistle — Fire signal (“F”). 

Cargo Stop in Case of Bad Weather: Berth No. 1: rainfall, windspeed 

greater than 22 m./sec.; Berth Nos. 2 and 4: windspeed greater than 

26 m./sec. Disconnection at windspeed greater than 22 m./sec. 

ETA Messages: 72 hours prior to arrival to NHA via Agent with the 

following information: (1) Ship's name and call sign; (2) Arrival time; (3) 

Cargo (product and quantity); (4) Tankers: number and diameter of cargo 

manifold connections; (5) Any damage to hull, tanks or overboard valves. 

Vessels are dispatched according to accepted ETA. In any case ETA 

has to be repeated 48 hours and 24 hours before arrival. 

Dangerous Cargoes: Ships with dangerous cargoes or tankers which 

are not gas-free must be reported to the Port Authority 48 hrs. before arrival. 
Ships requested to accomplish the Oil Liability Agreement (more than 

2,000 tons oil onboard) must be in possession of a valid Oil Liability 

Certificate. 
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32.50 m. (106 ft. 07 in.) 


Regulation Covering the Transport of Ammonia through the Kiel Canz 

In the North Sea — Baltic Canal, liquid ammonia (U.N.No. 1005) ma 
be transported in such vehicles as fulfil the following maritime poli, 
stipulations: 

1. For the vehicle, an IMO suitability certificate for the transpon y 
ammonia must be issued in accordance with the IMO Code, Resoluti 
328-IX (new vessels), Resolution 329-IX or for existing vessels. 

2. The loading system must be so dimensioned that at an outside » 
temperature of +25° Celsius and 20° Celsius for water the load can} 
maintained for an undetermined duration without ammonia vapour bein. 
blown out via the safety valves. 

3. The re-liquefication plant of the vehicle must have available, 
reserve capacity of at least 50 per cent of the power normally require 
for ship's operation, in the event that ammonia is being transported,» _ 
that in the event of an accident, including damage to the insulation 
heavily vapourised contents of a tank can be safely re-liquefied. 

4. On vessels with tank insulation which is not of the water repella: 
kind (e.g. glass or mineral wool), watertight longitudinal bulkheads my 
be available at a distance of 760 mm. from the outer skin. 

5. The loading tanks of available ships must have a clearance of» 
least 760 mm. from the outer skin side. 

6. Vessels with a loading capacity of up to 12,000 cu.m. must & 
equipped in addition to the requirements of section 1 with independe 
loading tanks of type B or C (spherical or cylindrical). The adjustme: 
pressure of the safety valves (MARVS) must amount to at least 0.7 bay 
over pressure. 

7. The fulfilment of the stipulations set out in Section 1, numbers) 
to 5 and in Section 2, in so far as they are necessary, must be suppore 
by a certificate issued by a recognised Classification Society. 

8. The IMO — suitability indication in accordance with Section 1 ay 
the certificate as per Section 7 must be kept on board the vessel. 

Oil tankers of more than 2,000 d.w.t. must be in possession of a vai 
Oil Liability Certificate. 
Cargo Handling at Berth Nos. 2 and 4: Before starting cargo operation 
following measures are to be taken: 

Confirmation of Checklist by vessel's command. 

Cargo tank inspection by NHA. 

Referring to “Operation plan” by NHA. 

Connection of ground-wire. 

Emergency towing wires (steel) must be provided at water level (Ber 

No. 4 only). ~ i 

Installation of telephones. ' 

Gas detectors handed on board (Berth No. 4 only). 

Fire hoses must be laid out and connected to fireline, which has 

be under pressure during all cargo operations (Berth No. 4 only). 

Connection and disconnection of loading arms will be done by Ne 
personnel. 

Watchmen: During cargo operations a watchman has to be on stan 

by at manifold. In case of an emergency, vessel's pumps and stop valve 

must be able to be shut down immediately. 

Minimum Crew during Cargo Transfer Operation at Berth No. 4: 

1 Deck Officer fully qualified in | 

1 Ass. Eng. Officer | cargo transfer operations 

2 Deckhands ‘ 

1 Watch Officer for duties other than cargo transfer. 
Berth No. 5: Berth Operator: Bayer AG. 

2212 Brunsbuttel, Post Box 2540. Tel: (04852) 81-01. Telex: 28303. , 
Loading and unloading by day and by night. 

Max. permitted draft 7.0 m. [ 
ETA Messages: 48 hours prior to arrival at Bayer AG, the follows 
information is to be reported via the Agent: ( 
. Ship's name and call sign. 

. Time of arrival. ‘ 

. Cargo (product and quantity). : 

. Number and diameter of ship's hose connections. \ 

. Any existing damage to hull, tanks or pipelines. 

. Distance of ship's hose connections from bow and stern. 

In each case, ETA must be repeated 24 hours prior to arrival. 
Report: Vessels with hazardous cargo or tankers which are not g@ 
free must be reported 48 hours prior to arrival to the Port Authority’ 
accordance with Sections 8 and 9 of the Port Safety Code (HSVO} 
Certificates: Vessels which come under the Oil Liability Agreem® 
(more than 2,000 tons of oil onboard) must carry on board a valid 0 f 
Liability Certificate. 

Discharge: Prior to discharge, the following measures are necessé 
Telephones to be handed over. \ 
Inspection of holds and cargo by Bayer AG. 

Instructions as to plan of operation by Bayer AG. 

Connection of ground wire. 

Emergency towing wires to be rigged to the water line, fore and @ 

Adequate firefighting hoses to be laid out on deck and mainta® ¢ 

under pressure throughout the discharge operation. 

Confirmation of the Check Lists by ship's officers. 

Connection and disconnection of hose is carried out by Ba 

personnel. 

IMPORTANT 

During discharge, the hoses at the ship's manifolds must be continuo 

monitored. In the event of an emergency, the ship's pumps and cu! 

equipment must be able to be shut down immediately and closed 
board the vessel, adequate crew members must at all times be pres 
to be able to combat a major accident. 

Minimum Crew Required During Discharge (Tankers over 3,000 9” 
1 Deck Officer | fully qualified in 
1 Eng. Officer ) cargo transfer operations 
2 Deckhands 
1 Watch Officer for duties other than cargo transfer. 

Port Details: 

Passport control: Carried out on board. 

Customs: No free port facilities. Customs clearance takes ff 

on board. 

In accordance with the Port Authority Regulatio® 
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Tug assistance: 
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y Berth/Products 


Berth No. 1 
Urea bulk-bagged 


Brunsbuttel-Ostermoor 
Loading and Discharging installations 


Berth No. 2 
Heavy Fuel Oil 


Berth No. 4 
Anhydrous Ammonia 


iadingdischarge rate with vapour return 


: . *800 t/h (at —33°C) 
line (Max. 


250 t/h (at ambient temp.) 


J yading/discharge rate without vapour return — 800 t/h (+) *500 t/h (at —33°C) 
9 line (max.) t (at ambient temp.) 
gading rate with ship loader 1,200 — 1,500 t/d, 3000 t/d _ — 
& (bagged) (bulk) 
yading arm flange (Number and size) _— 1200 mm. 1200 mm. (Product) 
- (Loose flange with collar 1x 100 mm. (Vapour) 
acc. DIN 2656, ND40) 
Siorage Capacity 85,000 tons 320,000 cu.m., 230,000 cu.m. (—33°C) 
M 110,000 cu.m. 1x 3,000 m. (ambient temp.) 
st 1x 1,000 cu.m. 
Working range of ship 
i! “Height refers to normal +0.2 to +16.0 m. 0.0 to +21.0 m. 
water level upwards —10.4 to +9.5 m. (bagged) 
° —10.4 to +7.5 m. (bulk) 
: \oader/unloader 
: Outreach refers from dolphin vanishing 
$line towards ship's offside. 1.0 to 26.0 m. 1.0 to 11.0 m. 1.0 to 11.0 m. 
2 further equipment at berths: 
g Service limits of installed own gangways 
(Height refers to normal water level/top 
4 edge deck) —_— +1.0 to +12.5 m. +1.5 to +14.5 m. 
Public telephone connection against 
"1 payment/number §compulsory/87211 §compulsory/87212 §compulsory/87213 
Public telephone of harbour: 
$ 8066, 8067, 8068, 8069 (PO) 
granch line of NHA telephone system 
(free of charge)/telephone number of ship. 
Telephone No. Portmaster 2171. —_ compulsory/2180 compulsory/2181 


Delivery of goods from ashore by ship's gear 


by ship's gear 


with jetty-crane 
against payment 


femarks: “reduced discharge rate at higher cargo temperature; tonly possible in exceptional cases (discharge); tat following conditions: P min=3 
va, T min=+55°C. Viscosity max.=35° E/+55°C; §Compulsory during loading/discharging at Berth No. 4 


lO | Berthing: Port Authority indicates the berth to be used. Bayer 
AG indicates to vessels the precise discharge and 
A loading positions. Masters are responsible for 
carrying out such instructions, and proper mooring. 
Bayer AG or the Port Authority may call for mooring 
8 lines to be strengthened. 
Where automatically working constant tension 
winches are concerned, brakes must be fitted. 


Sunkers: Only available from bunker barge with due 
observance of Section 24 of HSVO. 
Ship's repairs: Only with permission of Bayer AG and formal 
approval by the Port Authority (sections 23/2, 26 (1) 
J of HSVO). 
‘lectrical land 
connections: Not available. 
4 | Uscharge of dirty 
° ballast water: Not possible in the port. 


day charges: To be paid by the ship, unless otherwise agreed in 


the charter party. 


Snore leave: Available. Ship's officers are responsible for 
supervision. 

Ueboat: A lifeboat must be swung out ready for use (Section 
25 HSVO) 


“ading and Discharging Equipment: 


5: oducts: Aniline, formaline, sodium lye and sulphuric acid. 
in| UScharge 
Capacity: 4 x 200 cu.m/hr. (10 bar). 
| “8S connection: 4 hoses DN 150/PN 40/25-flange with union as per 
i]. DIN 2556. 
“Or receipt of 
, | loading slops/ 
MARPOL II: 1 hose DN 100/PN 40/25. 
"orking reach of Height in relation to normal 
‘ose crane: water level upwards. +0 up to 10.0 m. 
Crossways in relation to the 
ft fender main wall in the 
et direction of water side. 0.0 up to 3.5 m. 
Sher berth 
equipment: 6.0 m. aluminium gangway. 


et | Public telephone connection by payment of charges involved. Public 
_ainumber of the Port Authority is 884 — 0. 
| loading of ship's stores possible in accordance with arrangements to 
) | * Made with Bayer AG using a pier derrick up to a max. of 500 kg. 
gf Wh the ship responsible for charges involved. 
y | Berth No. 6: 
nt 


“th Operator: ELF-Bitumen-Werke GmbH & Co., 2212 Brunsbuttel- 
Sermoor. Tel: (4852) 8880, Telex: 28313 elfbrb d. 
ah ‘ Messages: 72 hours prior to arrival to ELF via Agent with the 
| “Owing informations: 
hip's name and call sign. 
2 Time of arrival. 
Cargo (product and quantity). 
Number and diameter of cargo manifold connections. 
5 Any damage to hull, tanks or overboard valves. 
y Distance of manifold connections to bow and stern. 
‘ssels are dispatched according to accepted ETA. 
STA has to be repeated 48 hours and 24 hours before arrival. 


Report: Ships with dangerous cargoes or tankers which are not gas free 
have to be reported to the Port Authority according to paragraph 8 and 
9 of Port Safety Code (HSVO), 48 hours before arrival. 

Certificates: Ships requested to accomplish the Oil Liability Agreement 
(more than 2,000 tons oil onboard) must be in possession of a valid Oil 
Liability Certificate. 


Loading and 


Discharging Installations: Product Crude 
Discharging Rate _ 2,000 cu.m./h. 
16 bar 
Loading Rate 400 cu.m./h. = 
16 bar 
Loading Arm Flange 1 hose 1 loading arm 
(No. and size) DN 200/PN25 3 hoses 
(Loose flange with collar acc. DN300/250/200 
DIN 2656/PN40) DN200/PN25 
DN150/PN25 
Working Range of Shiploader/Unloader 
(Height refers to normal water — +00.30 m. 
level upwards) to 
+17.00 m 
(Outreach refers from dolphin _— 00.00 m 


vanishing line to 
towards ship's offside) 
Further Equipment at Berth: 
Service limits of 
installed gangways 
(Height refers to normal water 
level/top edge deck) 
Public telephone connection 
against payment 
Public telephone No. of harbour 
884-0 (PO) 
Delivery of goods from shore 
possible after request to ELF 
Depth: Depth alongside Berth No. 6 — 12.0 m. 
Cargo handling: Before starting cargo operations following measures 
are to be taken: 
Installation of telephone. 
Confirmation of Check list by vessel's command. 
Tank and cargo inspection by ELF. 
Referring to “Operations plan” by ELF. 
Connection of ground wire. 
Emergency towing wires (steel) must be provided at water level. 
Fire hoses must be laid out and connected to fireline, which has to 
be under pressure during all cargo operations. 
Connecting: Connection and disconnection of leading arm/hoses will be 
done by ELF personnel. 
Watchman: During cargo operations a watchman has to be on stand- 
by at manifold. In case of emergency vessel's pumps and stop-valves 
must be ready for immediate shut down sufficient crew for warding off 
emergency must be onboard at all times. 
Minimum Crew during Cargo Transfer Operation (Tankers 3,000 g.r.t.): 
1 Deck Officer } fully qualified in 
1 Ass. Eng. Officer ) cargo transfer operations 
2 Deckhands 
1 Watch Officer for duties other than cargo transfer. 


12 m. gangway 
Public telephone No. (4852) 888 186 


By ship’s gear 
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Gangways: Available. Supervision on behalf of Master. A lifeboat has 
to be ready at the accommodation ladder on the offshore side. 

Stop of Cargo Operations in Case of Emergency: At the sound of the 
“emergency-stop” horn. At the instructions given by berth watchman. In 
case of fire onboard. 

Fire Onboard: The berth watchman of ELF has to be informed 
immediately. Cargo operations have to be stopped immediately. Ship 
has to give usual whistle — Fire signal (“F”). 

Cargo stop in case of bad weather: Windspeed greater than 26 m./sec. 
(Connection and disconnection at windspeed greater than 22 m./sec. 
AUTHORITY: Port Authority (PA): Hafenbehorde Brunsbuttel, 2212 
Brunsbuttel, Elbehafen. Te/: 87044 — Area Code 4852. 

Port Operator (PO): Hafengesellschaft Brunsbuttel mbH, 2212 
Brunsbuttel, Elbehafen. Tel: 8840 — Area Code 4852. Telex: 28347 
Eport D. 

Operator of the Cargo Handling Facilities (NHA): Norsk Hydro Agrar, 
2212 Brunsbuttel P.O.B. 1268. Tel: 82-1 — Area Code 4852. Telex: 28360 
nagb. FAX: 82400. 


BUTZFLETH: 53.39 N. 09.31 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Bonded Stores Lists. 

3 Crew Manifests. 

Maritime Health Declaration. 

Ship's Register. 

Discharge Books. 

Passports of Crew. 

Gas Free Certificate (OBO-Carriers) 

Butzfleth is not a free-port. Customs, Immigration and River Police 
board on arrival at berth. 

DEEP SEA PILOTAGE: See “General” before first German Port and 
“Baltic Deep-Sea Pilotage” Page 174. 

PILOTAGE — ANCHORAGE RIVER ELBE: See “General” before first 
German Port. 

Pilotage River Terminal: Elbe Pilots also act as docking Pilots. 
ANCHORAGE: Freiburg Anchorage, approx. position Lat. 53° 50.6’ N., 
t's 09° 19.5’ E., depth of water up to 13 m. below chart zero; there 
are further anchorages for small vessels at Krautsand — and Twielenfleth 
Roads. (see “General” before first German Port.) 

MAX. SIZE: Berth No. 1 (Inner): LOA 155 m. Max. draft 9.0 m. 

Berth No. 1 (Outer): LOA 270 m. Max. draft 14.0 m. 

Berth No. 3: LOA 160 m. Max. draft 9.0 m. 

Also see ‘“Berthing”’. 

RADAR: River Radar Service from Elbe 1 to Hamburg, see “General” 
before first German port, but no special Port Radar Service for Butzfleth. 
Radar Service in the area of Butzfleth available, can be contacted 
through VHF Channel 21, “Hetlingen Radar Radio” and/or VHF 
Channel 5, “Steindeich Radar Radio”. 

RADIO/VHF: All messages to Agents and Pilots, etc., through Norddeich 
Radio, call sign DAN. Closer to port Elbe-Weser Radio can be contacted 
by VHF Channel 16. 

Ships’ reporting station is on permanent duty at Stadersand, VHF 
Channel 11, safety and calling Channel 16. 

Pilot boat at Elbe Lanby can be contacted on VHF Channels 13 and 16. 
TUGS: 4 tugs compulsory for mooring and unmooring. To be ordered 
from Hamburg and Brunsbuttel through Agent. 

A fire fighting tug (1,760 hp) is available 24 hours and can be reached 
via VHF Channel 16, also available for assistance to vessels. 
BERTHING: 

Aluminium Oxid Stade GmbH. (AOS): This bauxite/oxide plant, 
situated on the Westbank of the River Elbe, can be reached by vessels 
with max. drafts of 46 ft. 06 in. FW. 


(See Pian) 


Depth at 
Quay length normal Low water 
Quay outside in total ........ 325m 15 m. (49 ft.) 
Within reach of crane........ 205 m. 
GUIBVINGWars.. 05 Satesls Face, 4 200 m. 7m. (23 ft.) 


The oxide produced at this plant, apart from being exported, is used 
for the mills of V.A.W. Elbewerk GmbH., Stade-Butzfleth and of 
Hamburger Aluminium Werk GmbH., Hamburg Finkenwerder. 

Average discharging/loading rate 
West African bauxite 


Brazilian Bauxite fri: casein <pinae ovetuaie- Miele 600 m.t.p.h. 
Australian bauxite: 
RET GACIIES attra sigkavees eis onda aintae 5s 550-600 m.t.p.h 
from: Weipa ..)...- dvenisgeaaiagacn ve tek'onis 750 m.t.p.h 
BAICOKG 5.0. « teswinurintohetiqia bites « vara ery mtu 100—400 m.t.p.h 
Oxide ("Spout loading)......cj«st.b sass aeeice sats 500 m.t.p.h 


Ship's telephone connection (4146-1453) at AOS pier. 

Dow Chemicals GmbH: This industry, situated close to the AOS plant, 
offers 2 berths for gas and chemical tankers. The water depth at the 
outside quay is: 15 m. (49 ft.) and at the inside quay: 9 m. (29 ft. 6 in.), 
both at MLW. 


Restrictions for ships Products 

inflammable Non Inflammable 
Length at quay outside 270 m. 300 m. 
Length at quay inside 145 m. 145 m. 
Draft at quay outside (FW) 13.71 m. (45 ft.) 13.71 m. (45 ft.) 
Draft at quay inside (FW) 8.0 m. 8.0 m. 
Beam at quay inside 22.50 m. 22.50 m. 


No bunkering permitted at the DOW-berths. 
Discharging rate liquid gas 
Loading rate chemical products 
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approx 200 t.p.h. 
100-800 t.p.h. 


Max. Size: Vessels loading/discharging inflammable products: Ma 
length 270 m. Max. draft 14 m. Also see “Max. size”. 

Vessels loading/discharging non-flammable products: Leng 
unlimited. Max. draft 14 m. 

Vessels with liquid gas and flammable products: Max. length 145» 
Max. draft 8 m. Max breadth 22 m. 

Restriction: Mooring prohibited for vessels having IMO Class; 
products (liquid and/or gaseous) on board. f 

Simultaneous handling of gases inside and flammable produg 
outside not permissible. 
Manifolds: Upriver to downriver. 


Bert i 


NAOH 
EDC 
Methylene Chloride 


NAOH 
Tricholoroethane 
Methanol 


Outside 


Methanol P.O. 

Telon/Vidden Per 

P.D.C. P.G.1. 

P.O. Tet 

Propylene Chlorothene VG/NU 
Ethylene 


Chloroform/ 


Supplies: Nitrogen and potable water. 

Technical requirements on ships discharging C2/C3. 

Ethylene: For loading arm horizontal clearance ships manifold to th 
nearest structure 2.10 m., vertical clearance from centre of manifold y 
0.50 m. and down 0.60 m.., flange 6 in. (300 ASA) discharge-temperaty: 
of Ethylene minimum —103°C. 

Propylene: For loading arm horizontal clearance 2.20 m., vertical» 
0.50 m. and down 0.50 m., flange 6 in. (300 ASA), discharge 
temperature of Propylene maximum —20°C. 

Further on Propylene, vessels to be guaranteed, that the vessels: 
Summertime are suitable for pump against a back pressure of minimy 
13 kg. but preferably it should be 15 kg./16 kg. 

MEDICAL: Hospital and doctor available. 

FRESH WATER: Available. 

FUEL: Supplied by barge from Hamburg or local supplier. 
GENERAL: Dirty Ballast: No facilities. 

REPAIRS: Minor repairs can be carried out. 

SERVICES: Stevedores, hold cleaning, boatmen, mooring gang 
inspectors, fitters and launches. 

AUTHORITY: Niedersachsisches Hafenamt Cuxhafen, Aubenstet 
Butzfleth, D — 2160 Stade 5. Tel: (04146) 1436. Telex: via 2181 
clear d. Cables: NHC — A. Butzfleth. FAX: (04146) 1036. Contact: F.'! 
Bork, Manager. Captain W. Schroeder, Harbour Master. 


AGENT: See “Hamburg”. 


CUXHAVEN: 53.52 N. 08.42 E. 


DOCUMENTS: 

Stores List. 

Crew List. 

Customs Manifest. 

Derat Certificate. 

Amerikahafen is a Customs free port. 
DEEP SEA PILOTAGE: See “General” before first German Por ® 
“Deep-Sea Pilotage” - Page 174. 
PILOTAGE — ANCHORAGE RIVER ELBE: See “General” before ® 
German Port. 
PILOTAGE: Pilot station situated in Old Harbour (Alten Hafen). To 0” 
Pilot call “Cuxhaven Port”, VHF Channel 12. Pilot signal is flag “G 
International Code, or sound signal — 2 long and 1 short blasts. 
ANCHORAGE: Available off Cuxhaven Medem Roads, approx. pos® 
Lat. 53° 51.5’ N., Long. 08° 46.5’ E., depth of water about 6 m. — 12! 
below chart zero; further anchorages see ‘General’ before first Ge™ 
Port. 
RESTRICTIONS: Vessels can enter by day or night. No tidal restrict? 
Depths: Max. depth of water: 13.5 m._(45 ft.). Mean tide © 
NN+1.40 m. Mean tide LW: NN—1.50 m. Tide range is 3.20 m. |" 
+41.55 m. to —1.65 m.) (NN = approx. mean sea level). 

Water depth in the basins up to 8.5 m. below MTLW. Water dep® 
the river quays 12 m. and 8 m. below MTLW. 
HEALTH: Quarantine clearance effected at Cuxhaven. Only ves 
with suspected infectious disease on board are detained. 
RADIO: For ETA, etc., use Norddeich Radio, call sign DAN. Clos? 
port Elbe—Weser Radio can be contacted by VHF Channel 16. 

Ships reporting station is on permanent duty at Cuxhaven, © 
Channel 12, safety and calling Channel 16. 
RADAR: River Radar Service from Elbe 1 to Hamburg see “Ge 
before first German port, but no special Port Radar Service 
Cuxhaven. Radar Service in the area of Cuxhaven available, @ 
contacted through VHF Channel 21, “Cuxhaven Radar Radio”. 
TUGS: Tugs available and used depending on ship size and wee 
conditions. Cost of tugs is Hamburg Tariff plus 20%. 


(See Pla 


. - gERTHING: 
sayhafen and Neue Seebaderbrucke: Modern multi-purpose Ro/Ro 

S| teminal for passengers and for handling of motor vehicles and cargo 
sect at the Elbe River, 300 m. quay with 8 m. depth below MTLW. 

»  arting point of ferries for the North Sea and the Baltic Sea, for 

er ships to Helgoland. 

2 Ro'Ro linkspans (one of them for axle-loads up to 50 tons and for 
sem-door width up to 18 m.). Hard-standing and storage area of approx. 

is 69,000 sq.m. ; 
ter Hafen: Multi-purpose harbour for shipyards and for boats to the 
seaside resorts and islands. 

~ wer Fischereihafen: Multi-purpose harbour with transhipment and 
utfitting quays for fishing cutters, offshore base and emergency port. 

~ ssh auction and fish handling sheds, fish industry, equipment firms, 
geep freeze house for 5,000 tons of goods. 

~ ever Fischereihafen: Multi-purpose harbour with transhipment and 
equipment quays for trawlers and luggers, offshore suppliers, Ro/Ro 
snips, for ships carrying general cargo and for minor bulk cargo ships. 
fish auction and handling sheds, fish industry, equipment firms, deep 
feeze house for 25,000 tons, ice production, open storage space. 

Entrance and exit any time by the sea-lock. Length of lock 190 m., 

wath of lock 24 m. and depth of lock is 9 m. below MTLW. 
Amerikahafen: Multi-purpose harbour with transhipment and equipment 
qays for ships carrying general cargo and for minor ships carrying bulk 
cargo, emergency port, floating docks, transit shed, deep freeze house, 
open storage spaces. 
Steubenhoft: Multi-purpose facility for big ocean vessels with 400 m. 

~ ng quay and 14 m. water depth below MTLW. Usable for cargo, repair, 
inal tip and passenger ships of all sizes. 


_ CRANES: 
e 8 portal cranes 1.5 — 10 tons capacity 
ip 1 loading bridge 8 tons capacity 
re 1 crane for heavy loads 50 tons capacity 


Various mobile cranes up to 20 tons capacity 

Equipment also available to handle containers and Ro/Ro traffic. 

e. MEDICAL: Doctors and hospitals obtainable day and night. 

FRESH WATER: Available from shore pipe-line up to 50 t.p.h. Small 
in quantities up to 15 tons may be obtained in Roads from bunker barge. 
m There are no water barges. 

FUEL: Bunker and gas oil available. Small quantities, up to 150 tons, 

may be obtained anytime. Otherwise according to conditions of 

supplying oil company. 

FIRE PRECAUTIONS: No special restrictions. Ships with explosive 

cargo and liquid cargoes of danger Class K1 and K2 not allowed in 

Cuxhaven Harbour. 

CONSULS: 

Denmark, Tel: 38021. 
Iceland, Tel: 36036/37. 
Others at Hamburg/Bremen. 

REPAIRS: All deck and engine repairs possible. 

DRY DOCKS: Floating dock for vessels up to 140 m. length. 

CARGO HANDLING: A harbour for overseas ferries up to 150 m. length 

with Ro/Ro and container equipment. 

GANGWAY/DECK WATCHMEN: Not obligatory, at Master's discretion. 

OPENING/CLOSING HATCHES: Normally performed by crew. 

Stevedores must be paid if required to do this work. 

CUSTOMS ALLOWANCES: 40 cigarettes, 1 bottle spirits and 2 bottles 

wine. 

REPATRIATION: All facilities available. 

AIRPORT: Hamburg-Fuhlsbuttel, 130 km. away; Bremen, 110 km. 

away. 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 

ast weekend in September). 

N} HOLIDAYS: New Year's Day, Good Friday, Easter Sunday, Easter 
Monday, 1st May, Ascension Day, Whit Sunday, Whit Monday, 17th 
June, Atonement Day, Christmas Day, Boxing Day. Loading/unloading 

_ can be arranged on these holidays. 

POLICE/FIRE/AMBULANCE: Police, Tel: 110; Harbour Police, Tel: 

22072; Ambulance, tel 23125; Fire, Tel: 112. 

TELEPHONES: At Steubenhoft and in the ferry harbour, telephones can 

% put on board. 

m SERVICES: Compass adjusting and radio repairs. 

SHORE LEAVE: Allowed. 

is \OENTIFICATION CARDS: If no passport, shore pass required. 

AUTHORITY: Niedersachsisches Hafenamt Cuxhaven, Am 

ai | Schleusenpriel 2, P.O.Box 526, 2190 Cuxhaven. Tel: (04721) 5014-0. 

0 Telex: 232167 Hacux d. 

on AGENT: Fisser & V. Doornum, Leuchtturmweg 5, D-2190 Cuxhaven, 

a ~ederal Republic of Germany. Tel: (4721) 3 60 36. Telex: 232 139. 

x vables: Fissership. Fax: (4721) 3 77 65. 
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b WISBURG-RUHRORT: 51.25 N. 06.46 E. (See Plan) 

* \OCATION: Duisburg-Ruhrort port area, together with Hochfeld, covers 

| {ltl surface of 870 hectares on the right bank of the river between 

@ -*eRhine km. 774 and 781, the Ruhr channel — 1 km., and the Rhine- 
teme canal km. 1 to 2. 

% CRANES: 84 cranes and travelling bridges of up to 40 tonnes lifting 

pacity for bulk goods and general cargo, as well as for containers. 

¥ avy lift crane with 60 tonnes capacity and floating crane with 

tons capacity. 


GERMANY, Federal Republic of 


MAX. SIZE: Dimensions of vessels able to use the German inland 


waterways: 
Type Length Beam Draft Capacity h.p. 
(m.) (m.) (m.) (tons) 
Motor dry 385-110 5-114 2-35 300 — 100 — 
cargo vessel 2,500 2,000 
Tanker 50-110 66-114 2.2-3.5 400 — 250 — 
3,200 2,000 
Train (Pushing motor 150 - 186.59.5-11.4 25-3 2,530- 800 — 
vessel and barge) 4,400 2,000 
Pusher tug 10-35 76-13.2 14-22 1,000 — 
6,000 
Dumb barge 70-76.5 95-11.4 25-3.7 . 1,240 -— 
for pushing 2,600 


The largest pusher tugs push six barges = 15,600 tons. 
RADIO: Duisburg Port Radio, VHF Channel 13. 


BERTHING: 
Theoretical Depth Loading Depths 
Docks respectively zero (approx. value) 
level above normal Actual water level at 
zero Ruhrort water gauge 
(a) Ruhrort. Water gauge zero. 16.09 m. 
Port Entrance, Vincke Canal, 
Bunker Dock, North Dock, 
South Dock, Kaiser Dock, 
Port Canal, Dock A, Dock B, 
Dock C and Railway Dock 15.40 m. + 40cm. 
Werft Dock 17.05 m. —120 cm. 
(b) Duisburg. Water gauge zero. 17.00 m. 
Parallel Dock, Outer Dock, Wood 
Dock and Inner Dock at 
Marientor up to km. 3.5 16.10 m. + 40cm. 
Inner Dock Eastwards km. 3.5 16.50 m. +=, ..0;em. 
(c) Hochfeld. Water gauge zero. 17.42 m. 
South and Kultus Dock. 16.45 m. + 40cm. 


(d) Canal Dock Meiderich Loading depths as per inland 
Ruhr Dock Neuenkamp waterways traffic regulations 


BULK CARGO FACILITIES: 1 coal mixing and discharging plant with 
2 car dumpers and 3 ship loaders, daily capacity up to 26,000 tonnes. 

Grain warehouses and silos with approx. 130,000 tonnes capacity, 
4 conveyor belts, and 22 discharging plants. 

Tank storage 1,244,645 cu.m. Liquid gas tank storage 20,000 cu.m. 
SPECIALISED CARGO HANDLING FACILITIES: 2 Container 
terminals with facilities for all means of transport Roll-on/Roll-off 
installation. 66 points for handling liquid gas. 

STEVEDORES: Working hours: 0730 — 1600 hrs., Monday to Friday. 
BRIDGES: 
Lowest Point of 
Upper Structure 
Respectively Zero 
Level above 


Correction 
Value for 
Calculation of 


Bridge Normal Zero Passage Height* 
(a) Ruhrort. Water gauge zero 16.09 m. - 
Bridge over Railway Dock 36.10 m. 19.70 m. 
Bridge over Port Entrance 34.20 m. 17.80 m. 
Vincke Canal Bridge 33.10 m. 16.70 m. 
Kaiser Dock Bridge 32.60 m. 16.20 m. 
Port Canal Bridge 33.80 m. 17.40 m. 
Bridge over Dock C 38.20 m. 21.80 m. 
(b) Duisburg. Water gauge zero 17.00 m. 
Cable Bridge over Outer Dock 37.80 m. 20.90 m. 
Road Bridge over Outer Dock 37.00 m. 20.10 m. 
Marientorbrudge (clearance 
between bridge counter 
bearings 15.80 m.): 

at rest 29.60 m. 12.70 m. 


folded Up to 33.9 m. height Clear width 15.8 m. 
Over 33.9 m. height Clear width 13.8 m. 
Schwanentor Bridge 

(clearance between bridge 

counter bearings 17.90 m.): 

at rest 26.80 m. 9.90 m. 

lifted 34.90 m. 18.00 m. 
*From the following values, the actual water level at the Ruhrort water 
gauge is to be deducted. 

With water levels over 8.40 m. at the Ruhrort water gauge, the stop 

gate at the Marientor Lock is drawn in and therefore through passage 
to the Duisburg inner port/wood harbour is no longer possible. 
AIRPORT: Dusseldorf (20 km.). 
AUTHORITY: Duisburg Ruhrorter Hafen A.G., Alte Ruhrorter Strasse 
42-52, Postfach (Postbox) 13 02 60, D — 4100 Duisburg 13. Tel: (0203) 
8031. Telex: 855306 hafag d. FAX: (0203) 803232. Cables: Hafag. 
Contact: Y. Klaus van Lith or Dr.-Ing. Jochen Muller, Directors. 


ECKERNFORDE: 54.29 N. 09.51 E. 


DOCUMENTS: 

Stores List. 

Customs Documents. 

Cargo Documents. 

Crew List. 
PILOTAGE: No pilot station. No tide. In East winds, water level can 
increase to 1.50 m. above normal. 
ANCHORAGE: Good anchorage in the Roads between N.W. to N.W. 
by W. bearing from the port, distance 1 to 1.5 miles. Depths 18 m. — 
21m. Anchorage not allowed in harbour area. 


(See Plan) 
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CLEARANCE: Customs clearance at any time subject prior notice given. 
If suspected diseases on board inform Health Authorities. 

MAX. SIZE. In Outer Harbour, up to 5 m. draft; in Inner Harbour up to 
3 m. draft. 

RADIO: Radio Kiel, call sign DAO, Tel: 39491. 

TUGS: No tugs. 

BRIDGES: Outer and Inner Harbours separated by bascule bridge, 
opening to 10.7 m. width at top of bridge. 

MEDICAL: Doctors and hospitals available. 

FRESH WATER: Available. 

FUEL: Diesel oil available. No coal. 

REPAIRS: Available for fishing boats or coasters. Slipway for vessels 
up to 200 tons. 

WATCHMEN: Not available. 

OPENING/CLOSING HATCHES: By ship's crew. 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 

HOLIDAYS: Work allowed on Sundays and official holidays subject to 
Harbour Master's permission. 

POLICE/FIRE/AMBULANCE: Police Tel: 110. Hospital Tel: 9011. Fire 
Tel: 112. 

TELEPHONES: Public telephones in harbour area. No installation on 
board. 

SERVICES: Other services available from Kiel. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Required, if no passport. 


AUTHORITY: Stadtwerke Eckernforde GmbH, Bornbrook 1-3, 2330 
Eckernforde. Tel: (04351) 9050. FAX: (04351) 90563. Contact: Mr. 
Wegner, Harbour Master. Mr. Poetzsch, General Manager. 


ELSFLETH: 53.14 N. 08.28 E. 


PORT LIMITS: The seaward boundary of the port is the entrance of 
River Hunte, vessels are considered to be arrived when alongside the 
berth or waiting berth, and Customs formalities are completed. 
DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

1 Health Certificate. 

2 Provision and Store Lists. 

1 Ship's Certificate. 

DEEP SEA PILOTAGE: See “General” before first German port and 
“Baltic Deep-Sea Pilotage” — Page 174. 

PILOTAGE: Pilotage is carried out by Weser River Pilots, no Harbour 
Pilot available. 

ANCHORAGE: No anchorage in vicinity of the harbour, see Blexen 
Roads. 

RESTRICTIONS: Max. draft in the entrance at LW is 3.20 m. 

MAX. SIZE: Max. size in daytime, length 80 m. Max. size at night-time, 
length 60 m., draft depends on the tide. 

PRATIQUE: Pratique is given on arrival by the Health Officer. If disease 
or fever is suspected on board it has to be reported to the Agent. 
RADIO: Cable Norddeich (call sign DAN) advising ETA and cash 
requirements. 

RADAR/VHF: No port radar service but river radar can be used for 
approaching port from Weser Lanby to Bremerhaven. VHF Channel 21 
from Bremerhaven to Elsfleth. Channel 19 from Bremen to Elsfleth. 

River radar can be used for approaching port from Bremerhaven to 
Elsfleth (entrance of River Hunte). 

Bremen Port Radar Channel 12. 

VHF Channel 10 from Elsfleth to Oldenburg. 

The 2 railroad bridges over the River Hunte can be called on VHF 
Channel 19. 

TUGS: Tugs have to be ordered from Bremen or Brake, they join the 
vessel at River Hunte Estuary. If tug lines are used there are no extra 
charges. 

BERTHING: 1 quay with a length of 260 m., depth alongside 4.7 m. 
1 waiting berth for small vessel 3 m., 1 private berth (Omni-Pac). 

2 waiting berths for vessels in inland trade. 9 vessels with length from 
80 m. can use these berths. One waiting berth is by the naval college 
(3 berths) and the other at km. 23 on the River Hunte. 

SPECIALISED CARGO-HANDLING FACILITIES: 1 crane with 6.5 tons, 
1 crane with 10.5 tons and 1 crane with 32 tons capacity. Bulk cargo 
can be handled with grabs, no other special facilities. 
BRIDGES: No bridges to reach the port, but all ships bound for 
Oldenburg are waiting at Elsfleth for opening bridges. 

A flood prevention barrier has to be passed to reach the harbour. 
STEVEDORES: ETA has to be cabled to the Agents to arrange gangs. 
Port works 3 shifts around the clock, including Sunday and holidays. 
MEDICAL: Medical service is available day and night. Hospital is 
available at Brake. 

TANKERS: No tanker berth. 

DENSITY: Fresh water. 

FRESH WATER: Delivered from the quay by hose. 

FUEL: Fuel is delivered by bunker barges stationed in port. 

FIRE PRECAUTIONS: No fire precautions. 

CONSUL: None. 

REPAIRS: 1 dockyard, all ship and engine repairs can be carried out. 
DRY DOCKS: 2 slipways can be used. 

SURVEYORS: Classification Societies have to be ordered from Bremen, 
surveyors available at Elsfleth. 

GANGWAY/DECK WATCHMEN: A crew watchman is necessary 
because of strong tidal streams, 2 — 3 knots. 

HATCHES: Hatch-opening/closing to be carried out by crew. 
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CUSTOMS ALLOWANCES: Quantity permitted for each crew membe 
100 cigarettes, 1 bottle of spirits. 

CARGO GEAR: Loading/discharging is carried out by shore cranes. 
REPATRIATION: Any time. Inform Agent. 

AIRPORT: Airport at Bremen (50 km). Regular airlines. 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March » 
last weekend in September). 

HOLIDAYS: Cargo work can be arranged on those days. 
POLICE/AMBULANCE/FIRE: Police: Station 2263, River 237 
Ambulance: Brake Hospital 04401 — 4060. Fire 2333. 
TELEPHONES: No ship-to-shore communications. 

SHORE LEAVE: Crew members are allowed ashore with val 
passports. 

IDENTIFICATION CARDS: No shore pass issued. 
REGULATIONS: No unusual regulations for the port. 

GENERAL: All ships bound for Oldenburg have to do clearance in pom 
DEVELOPMENTS: A new private berth has been completed for th: 
distillery “Pabst & Richards”. 

AUTHORITY: Niedersachsisches Hafenamt Brake — Hafenmeiste 
Elsfleth, An der Straats Kaje, 2887 Elsfleth. Tel: 04404-2299 
Contact: H. Plaster, Harbour Master. 


EMDEN: 53.23 N. 07.13 E. (See Plan) 


PORT LIMITS: The vessel is to be considered an “arrived ship" upo 
having berthed at the designated waiting/loading/discharging berth 
depending upon Charter-Party. 

DOCUMENTS: Health Declaration (form from Sea-Pilot), Der 
Exemption Certificate, Bill of Lading, Cargo Manifest, Certificate of Origr 
(for gas-tankers only), Certificate of Quality (for gas-tankers only) 
Certificate of Registry, 5 Crew Lists, 2 Crew Personal Effects Liss 
4 Slop-Chest Lists, Passports/Seamen's Books, 2 German Tanke 
Check Lists (for tankers and gas-tankers only). 

DEEP SEA PILOTAGE: See “General” before first German Port an 
“Baltic Deep-Sea Pilotage” — Page 174. 

PILOTAGE: Compulsory. At least 12 hours prior arrival at Pilot Station 
vessel to radio “Emslotse Emden” indicating vessel's name, ETA 
destination and draft. Contact pilot vessel on VHF Channel 16 or Mi 
500 kHz or LW 2023 kHz (daytime) and 2182 kHz (night-time). 

Pilot vessel located near Wester Ems Light Buoy in approx. positir 
Lat. 53° 37’ N., Long. 06° 24’ E. 

Tankers and gas-tankers above 10,000 g.r.t. with dangerous cary 
have to pick up the Pilot at the TW/DB Buoy in position: 53° 59’ 18"\ 
06° 21’ 26" E. 

During bad weather periods pilot boat is withdrawn and stationed’ 
sheltered area near the Isle of Borkum. 

ANCHORAGE: Vessels may anchor in vicinity of pilot vessel in dept 
of 9.5 fathoms. Sandy bottom. 

Further anchorage possibilities in the Ems fairway half way up 
Emden at “Moevensteert’, 45 ft. salt water at HW. 
RESTRICTIONS: Vessels drawing in excess of 26 ft. salt water havet 
wait for high tide to proceed to Emden proper. Tide rise about 10 ft 

Vessels with LOA/beam over 255 m./35.5 m. respectively enter at 
leave in daylight only. 

The “Great Sea Lock’’: The “Great Sea Lock” has a length of 260° 
(853 ft.) and a width of 40 m. (131 ft.) restricting vessels’ size to 255m 
LOA and 35.5 m. beam, but upon special permission at about 256° 
LOA and 36.5 m. beam. Depending upon vessels’ constructural shat 
even longer ships have been accepted in the past upon spec 
application. 

MAX. SIZE: Under normal tide conditions, vessels drawing 36 ft. @ 
enter Emden directly. Vessel drawing up to 45 ft. salt water can! 
lightened in river inside Isle of Borkum at the unloading bet 
“Moevensteert” by floating cranes until appropriate draft achieve 
Capacity of floating crane 1,000 t.p.h., 2 cranes available. 

Length and beam restrictions imposed by locks at Emden: Na 
255 m. length and 35.50 m. beam. Vessels exceeding these dimensi® 
require prior permission. 

HEALTH: Pratique granted immediately on arrival at locks by Docto'’ 
Health Official. 

RADIO: Cables should be despatched via Norddeich Radio (DAN) 
Gas Tankers: Entry Permission: For each gas-tanker the agent -° 
behalf of vessel — has to apply for an entry permission with the Lov 
Saxony harbour office. : 
Following advanced information required: 1) GRT, 2) Volume cu.m: 
LOA, 4) Beam, 5) Year of build, 6) ETA, 7) Draft, 8) Port of Depart’ 
9) Cargo Grade, Quantity, Temperature, 10) Possible Deficiencies’ 
Ship and/or Cargo, 11) Confirmation vessel in accordance with w 
Rules A328 (9) or A 329 (9). 

ETA-Notices: Master to keep agents closely advised about vessels = 
at either approach buoy and any change thereof. A 7—days 96-, a 
24—, 12-hours notice would facilitate preparational matters ¥ 
authorities, receivers etc. 

VHF: Norddeich Radio (DAN): VHF Channel 16 and all kw 
communication facilities including ship/shore telex. 

Knock Radar Control Centre: VHF Channel 18. 

Emden Pilot: VHF Channel 16. 

RADAR: Radar service on the river “Ems” from approx. position: 
53° 37.5’ N., Long. 06° 23’ E. (Westerems) or Lat. 53° 35’ N., ut 
06° 23’ E. (Hubertgat) up to port entrance. The other a 
(Borkumradar) works on VHF Channel 18. Further information on? 
Channel. 

TUGS: Sufficient tugs available, stationed at Emden Locks, ranging® 
790 h.p. to 3,900 h.p. Usually ship's lines used. 
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THING: Outer Harbour: Quay length 1,539 m. — tidal harbour. Also 
Developments”. 
yew Inner Harbour: Accessible through Sea Lock (260 m. x 40 m.) and 
yesserlander Sea Lock only for vessels up to 111 m. in length and 
«4.50 m. width. 


ynER HARBOUR: 

Quay: 
sommodity: Iron ore, coal, coke, bauxite, fertilizers and other dry-bulk 
-31goes, also wood, steel, general cargo, containers, etc. 
der Length: 932 m. 
depth Alongside: 12 m. permanent (salinity about 1.005). 
Draft Allowed: 35 ft. inbound, 34 ft. outbound. 
yumber of Cranes: 8, 1 cokeloader. 
uting Capacity’ 1x7 tons, 4x15 tons, 2x25 tons, 1x40 tons. 
4,000 tons/day. : 
daily Capacity: Discharging iron ore, about 30,000 tons. Discharging 
seal, about 24,000 tons. Loading coal about 10,000 tons. 
outreach of Grabs: 35.5 m. (cranes), 12.5 m. (cokeloader). 
pistance Waterline/Lower Edge Grab: 14 m. (cranes), 
cokeloader). 
conveyor Belt: Double belt system. 
Storage Area: About 25,000 sq.m. concrete paved. About 76,000 sq.m. 
for bulk cargoes. About 4,000 sq.m. of covered storage for general and 
pulk cargoes. 
toading/Discharging: Ex-vessel onto rail cars, trucks, barges. 
Working Period: Monday 0600 hrs. — Saturday 2200 hrs., overtime 
possible. 


North Quay: 

Commodity: Iron ore, coal, coke, bauxite, fertilizers and other dry-bulk 
cargoes, also wood, steel, etc., and general cargo. 

Pier Length: 520 m. 

Depth Alongside: 12 m. permanent (salinity 1.005). 

Draft Allowed: 35 ft. inbound, 34 ft. outbound. 

Number of Cranes: Two. 

Liting Capacity: 15 tons each. 

Daily Capacity: Discharging iron ore, about 30,000 tons. Discharging 
coal, about 20,000 tons. Loading coal, about 10,000 tons. 

Outreach of Grabs: 35.5 m. 

Distance Waterline/Lower Edge Grab: 14 m. 

Conveyor Belt: Available. 

Storage Area: About 13,000 sq.m. concrete paved. About 32,000 sq.m. 
‘or bulk cargoes. 

Loading/Discharging: Ex-vessel onto rail cars, trucks, barges. 

Working Period: Monday 0600 hrs. — Saturday 2200 hrs., overtime 
possible. 


13. m. 


industrial Harbour: 

Commodity: All kinds of dry-bulk commodities in smaller lots, iron and 
steel, and all kinds of general cargo. 

Pier Length: Total about 1,000 m. 

Number of Berths: 3. 

bed Between 23 ft. — 24 ft. permanent (salinity 1.005) depending on 
berth. 

Number of Cranes: 4, and 1 mobile crane. 

Uiting Capacity: 1x5 ton, 1x10 ton, 110-20 ton, 1x30 ton, 1 mobile 
crane 30 ton. 

Outreach of Cranes: 16 m. — 40 m. depending upon weight of load to 
de handled. 

Distance Waterline/Lower Edge Grab: 18 m. — 20 m. 

Storage: About 5,500 sq.m. covered storage space. About 50,000 sq.m. 
open storage space. 

‘oading/Discharging: Ex-vessel onto rail cars, trucks, barges. 

art Period: Monday 0600 hrs. — Saturday 2200 hrs., overtime 
possible. 


Ro-Ro Berths | and Il: 
vommodity: Automobiles, paper and other Ro-Ro commodities. 


8erthing Length: Terminal | Terminal II 
325 m. 300 m. 
Draft Allowed: Max. 23 ft. permanent Max. 23 ft. permanent 
(salinity 1.005). (salinity 1.005). 
Number of Ramps: 1 stern ramp. 1 stern ramp. 


1 stern or side ramp. 

About 43,000 sq.m. About 31,000 sq.m. 
a storage space. storage space 
“0ading/Discharging: Ex vessel onto rail cars, trucks. 
Working Period: Monday 0600 hrs. — Saturday 1400 hrs., overtime 


Storage: 


| d0ssible, 


OUTER HARBOUR: This port basin has direct connection to the Ems 


+ bow i.e. itis a tidal port area. There are no restrictions as to length 
am. 


WW Berth: 
~mmodity: Mainly used for handling Volkswagen automobiles. 
Serthing Length: About 245 m. 
th Alongside: 8.3 m. at low water (salinity about 1.007). 
Jatt Allowed: 26 ft. LW. 
‘dal Range: About 10 ft. 
‘umber of Cranes: None. 
~8190 Handling: Side door Roll-on/Roll-off or ship's own gear, ex vessel 
onto storage, rail, truck. 
28ding Rate: 1,000 — 1,500 cars/day. 
fanary | and Il: 
mmodity: All kinds of grain products, feed stuff, etc. 
-erthing Length: 450 m. 
pth Alongside: 8.3 m. at LW (salinity about 1.007). 


GERMANY, Federal Republic of 


Draft Allowed: 26 ft. fresh water at LW. 
Tidal Range: About 10 ft. 
Number of Elevators: 3 shore elevators. 
Outreach from Fenderline: 18 m. 
Distance Waterline/Hatchcoaming: 11.5 m. 
Daily Capacity: About 12,000 tons heavy grain. About 6,000 tons soya 
meals. 
Storage Capacity: About 150,000 tons. 
Working Period: Monday 0700 hrs. — Saturday 2200 hrs., overtime 
possible. 
Ems Quay: 
Commodity: General, wood, logs, containers, etc. 
Pier Length: 271.7 m. 
Draft Allowed: 35 ft. salt water at HW. 
Tidal Range: About 10 ft. 
Number of Cranes: None. 
Number of Ramps: 1 quarter ramp, 1 stern ramp. 
Storage Capacity: About 6,000 sq.m. of covered storage space and 
25,000 sq.m. of concrete paved open storage space. 
Lightening/Topping-Off of Dry-Bulk Cargoes at Emden-“Dukegat”: 
General: Vessels exceeding a draft of 35 ft. salt water have the possibility 
to lighten/top-off at the “Dukegat'’ anchorage free of expense to the 
vessel, provided the balance of the cargo is being handled at Emden 
proper. On occasions also just lightening of vessels destined for other 
ports than Emden is performed at costs to be specifically agreed upon. 
Commodity: \ron ore, coal, bauxite, etc. 
Location of Anchorage/Lightening-Place (Dukegat): About 20 sea miles 
up-river from pilot vessel between Buoys “A12” and “A14” near the Isle 
of Borkum. 
Dimensions of Anchorage/Lightening-Place (Dukegat): About 2,750 m. 
long and about 700 m. wide. 
Draft: Maximum allowable arrival/sailing draft 45 ft. salt water. 
Number of Cranes: 2 self-propelled floating cranes equipped with 25 
ton grabs and hoppers connected with conveyor-belt. 
Outreach from Fenderline: Max. 25.5 m. 
Distance Waterline/Lower Edge of Grab: Max. 21 m. 
Capacity: Iron ore, about 1,000 t.p.h. Coal, about 750 t.p.h. (lightening), 
about 500 t.p.h. (topping-off). 
BULK HANDLING FACILITIES: See “Berthing”. 
BRIDGES: None. 
STEVEDORES: Since main commodities consist of bulk cargoes, such 
as iron-ore, coal, coke, bauxite, no specific requirements. 
MEDICAL: Advance notice only required in urgent cases; hospital 
available. 
TANKERS: Olhafen situated in Inner Harbour. Tankers up to 34 ft. 6 in. 
draft discharge to Frisia Refinery, distance about 4.5 km. 

Slops may only be discharged at the Tank Cleaning installation of 
Thyssen Nordseewerke GmbH. 
Oil Harbour: 
Commodity: Crude oil, naphtha, condensates, fuel oil, gas oil. 
Number of Berths: 4 (2 large and 2 smaller berths). 
Docking Length: 


No. 1 No. 4 
255 m. 200 m. 
Draft Permanent: 34 ft. 6 in. 34 ft. 6 in. 


(salinity about 1.005) 
500 t.p.h. light fuel 
750 t.p.h. heavy fuel 
Discharging Rate: 2,500 t.p.h. crude oil 
Connections: 2x12 in. max. 
Working Period: Around the clock, SHinc. 
LPG Terminal: 
Commodity: Butane, propane and its mixtures. 
Location: Emden oil harbour in the “Inner Harbour” separated from the 
Ems Fairway by the “Great Sea Lock” 
Type of Berth: Concrete finger-pier with platform and with 5 dolphins 
abreast and sufficient mooring bollards ashore. Max. pull 100 tons. 
Depth/Tidal Range: 10.36 m. brackish water (approx. 1007). No tidal 


(salinity about 1.005) 
500 t.p.h. light fuel 
750 t.p.h. heavy fuel 
1,500 t.p.h. crude oil 
18 in. max. 


Loading Rate: 


range. 
Restrictions: 
LOA 255.00 m. 
Beam 35.50 m. 
Draft 34 ft. (dock density) 
Distance waterline/manifold 19.00 m. max. 
Distance ship's rail/manifold 5.50 m. max. 
Free space to forward of 
manifold connection 1.40 m. min. 


Berthing: Vessels berthing with port-side to. Ships being towed 
backwards into basin. Day and night mooring/unmooring. 
Cargo Handling Facilities for Ref. + Semi-Ref. Cargo: 1 free floating 
discharging-arm, type Wiese 4/350, with one 8 in. 300 ASA liquid 
connection and one 3 in. 300 ASA flexible vapour return line. 
Shore Heat-Exchangers/Shore Booster Pumps: 2 heat-exchangers — 
able to heat-up from -42°C to minimum of 0°C. 
3 booster pumps — max. liquid delivery head 445 m. 
Discharging/Loading Rate: Max. 500 cu.m/hr. max. about 200 cu.m/hr. 
Distance Berth/Tank Farm: About 4.5 km. 
Size of Cargo Line: Average diameter 8 in. 
Storage Facilities: 2 buffer tanks at berth — 4,000 cu.m. net. 9 storage 
tanks at tank farm — 23,000 cu.m. net. 
Working Period: Around the clock SHinc. 
Special Vessel’s Requirements: 
a) All gas-tankers have to be equipped with 2 VHF wireless stations at 
the bridge. 
b) All gas-tankers above 30,000 cu.m. cargo tank capacity have to be 
equipped additionally with: 

2 Radar units 

1 Decca navigator 

1 Electronic speed-recorder 

1 Rate of turn indicator 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


Required Valid Certificates: 
a) IMO-Certificate of Fitness according IMO-Resolution A 328 (9) or 
A 329 (9)/Certificate of Compliance. 
b) Cargo Ship Safety Construction Certificate. 
c) Cargo Ship Safety Equipment Certificate. 
d) Cargo Ship Safety Radiotelegraphy Certificate. 
e) Ship Safety Radiotelephony Certificate. 
f) Load Line Certificate. 
g) Classification Certificate. 
h) Oil Liability Certificate. 
i) Oil Record Book filled—in. 
j) Letter of Compliance where available. 
k) Ship's Loading and Stability Manual. 
1) Damage and Survival Stability—information. 
m) Certificate of Safe Manning according IMO A 481 (XIl). 
n) Test Certificates for: 
Safety Relief Valves. 
Cargo Tanks. 
Cargo Pipe-lines. 
Instrument Calibration. 
Documents for Clearing Purposes: The following documents are also 
required for clearing purposes: 
a) Health Declaration (form from Sea Pilot). 
b) Derat Exemption Certificate. 
c) Bill of Lading. 
d) Cargo Manifest. 
e) Certificate of Origin. 
f) Certificate of Quality. 
g) Certificate of Registry. 
h) 5 Crew Lists. 
i) 2 Crew's Personal Effects Lists. 
j) 4 Slopchest Lists. 
k) Passport/Seaman's Book. 
|) 2 German Tanker Check Lists 
Supplies/Services: 
a) Purging/Gas Freeing 
b) Coolants (Propane) 
c) Nitrogen, Oxygen, Freon 


Not allowed within the port area 
Available (pressurised) 
Available from local Unitor in Bottles/ 
Cylinders 
All grades available from majors and 
some outsiders ex-barge prior to or 
after cargo operations 
Lightening of Tankers: There is also a tanker lightening/anchoring 
place at the “Dukegat” anchorage at the location of Buoys “A10" — 
“A12" with an allowable draft of 41 ft. SW, dimensions 1,200 m. long 
and 800 m. wide. 

However, lightening of tankers is not customary and has not been 
performed recently. 
DENSITY: Average density in port 1005 — 1010. 
FRESH WATER: Available, supplied by barge. 
FUEL: All grades available, delivered by barge by major oil companies 
and others. 
FIRE PRECAUTIONS: All common fire precautions to be obeyed. 
CONSULS: Finland (Vice-Consul), Tel: 28800, Norway, Tel: 20178, 
Sweden, Tel: 21904, Netherlands, Tel: 21404. 
REPAIRS: All kinds of repairs possible. 
DRY DOCKS: 1 dry dock 218m. x 30m., 1 floating dock 176 m. .x 
27 m., 1 floating dock 130m. x 15.8m., 2 floating docks 92m. x 
16.2 m. 
SURVEYORS: German Lloyd, Lloyd’s Register, Norske Veritas, Bureau 
Veritas, Panama Bureau of Shipping Inc. 
GANGWAY/DECK WATCHMEN: Not compulsory. 
OPENING/CLOSING HATCHES: To be performed by crew. 
CUSTOMS ALLOWANCES: 40 cigarettes per day/person, 0.25 litre 
spirits per day/person (at “Outer Harbour” and “Old Inner Harbour’). 
REPATRIATION: Nearest airport to Emden is Bremen (about 150 km.). 
There are good train connections to and from Emden. Car transportation 
can also be arranged upon request to Agent. A small airport is available 
at Emden for domestic flights and charter flights. 
AIRPORT: Nearest airports Bremen and Hamburg, about 2 — 3 hours 
drive from Emden. World-wide connections. Flight Emden to Bremen or 
Hamburg possible by air-taxi. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
(May 1st); Ascension Day; Whit Monday; June 17th; Prayer Day; 
Christmas Day; Second Christmas Day (December 26th). No work on 
3 Year's Day, Easter Sunday, Whit Sunday, May 1st and Christmas 

ay. 


d) Bunkers 


POLICE/AMBULANCE/FIRE: Police 110; Ambulance 22222; Fire 112. 


EMERGENCY CO-ORDINATION CENTRE: Local Water Police, Tel: 
04921-27169/51681. 
TELEPHONES: Telephones can be placed on board if vessel berthed 
Northquay, Southquay or Thyssen Nordseewerke shipyard. Public 
telephone boxes are available close to the berths. 
SERVICES: Tank cleaning installation for slop disposal available. 
Oil pollution service available. 
BANKS: German banks, such as Deutsche Bank, Commerzbank. 
STORING: See “Prelims”. 

1. Yes. 

2. Throughout loading operations, except for gas tankers. 

3. Mainly yes. 

4. Mainly yes. 

“ ree have to be cleared through Customs. 

. Yes. 

SHORE LEAVE: Shore leave possible. 
IDENTIFICATION CARDS: Normally, Seamen's Book sufficient. In 
certain cases shore leave passes issued. 
REGULATIONS: None unusual, but tankers and especially gas tankers 
have to apply for a special entry permission through the Agents. 
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DELAYS: Normally, none. 
DEVELOPMENTS: 

1. The previously planned “Dollarthafen” project has been shelve 
The construction of an entirely new port basin in way of “Knog 
(about 10 km. West of Emden) is now in the planning stage. Th 
aim is to provide berths for vessels drawing upto 45 ft. salt wate 
and to handle all kinds of commodities, including dangerous goog 
and containers. 

2. In the Western part of the Northquay in the New Inner Harbour; 
container terminal is being constructed, enabling transhipment; 
up to 100,000 TEU per year. One berth and 2x53 ton contain 
cranes will be available in the first stage, and an additional 2 bert 
and 4 cranes will be available in the second stage. Constructig 
work expected to be completed mid-1991. 

3. Construction of new locks to commence in 1992 with completion; 
1995. 

Small Lock: 226 m. x 17.50 m., for tugs and inland craft. 
Large Lock: 320 m. x 50 m., for vessels up to 45,000 d.wt.» 
125,000 d.w.t. going for repairs. 
AUTHORITY: Niedersachsisches Hafenamt Emden,  Friedric 
Naumann Str. 7-9, 2970 Emden, West Germany. Tel: (04921) 8974 
Telex: 27966 NHA-E-D. Cables: Hafenamt Emden. FAX: (0492 
897-137. Contact: Captain W. Kuhn, Tel: 897-119 or Captain 4 
Brinkmann, Tel: 897-120. 


AGENT: Jons. Fritzen & Sohn-GmbH, Neptunhaus, P.O. Box 15% 
2970 Emden, West Germany. Tel: (04921) 20011 (day and night). Tele 
27821 Frizn d. Fax: (04921) 20013. Cables: Fritzenagent Emden. 


FLENSBURG: 54.48 N. 09.26 E. (See Plan 


PORT LIMITS: The seaward boundary is the line between two spec: 
boundary-stones on the West and East side of the port entrance. 
DOCUMENTS: 2 Crew Lists, 2 Passenger Lists, 2 Stores Lists (bond: 
stores), Cargo Lists, Bills of Lading, General Declaration, Ship) 
Certificates. 
PILOTAGE: Piloi Station Flensburg, Schifforucke 12, D-2390 Flensbuy 
Tel: (0461) 25150. Advance notice 5 hours before arriving Bu 
“Flensburger Foerde” by Kiel Radio or Agent (3 hours before leavin 
port). Pilot boards at Buoy “Flensburger Foerde”. Pilot will board ing 
weather if possible, otherwise pilot-boat will lead vessel to that posite 
where Pilot can board. Not necessary to anchor. Pilot-boat is a fishin 
boat with “Lotse” written in white letters on both sides. Boat will sho 
lights prescribed by international regulations and is fitted out with VE 
Channels 6, 10, 16, 25, 26, 27. 
ANCHORAGES: Just outside harbour entrance, N.E. of Mittelgrund a 
West of Kielseng leading lights. Depths of water between 12 m. at 
19 m. muddy ground; same position for Quarantine Anchorage. 
The other anchorage is at Buoy “Flensburger Foerde", depth of walt 
between 20 m. and 27 m. Bottom is mud and sand. 
RESTRICTIONS: No specific restrictions; no tide, water-level variation 
depending only on the wind. 
MAX. SIZE: Max. draft up to 7.0 m. at normal water-level. 
HEALTH: Generally Free Pratique for ships in the North Sea and Bat 
Sea trade, ships coming from overseas ports pratique granted on arrivé 
Inform Pilot if any suspected diseases on board. He will make necess# 
arrangements. A valid Derat Exemption Certificate has to be on bo# 
RADIO: Kiel Radio, call sign DAO. 
VHF: None in Flensburg Port. 
RADAR: There is no Port Radar Service. 
TUGS: Harbour tugs are not available. If required, Flensbug 
Schiffbau-Gesellschaft can supply one tug 470 h.p., provided at le 
3 hours notice given, ship's lines are used. 
BERTHING: Powerstation-Quay length 180 m. depth of water 7.30! 
Harnis Quay length 470 m. depth of water 6.00 m. Harnis Quay leng 
240 m., depth of water 7.0 m. Schiffbrucke Quay length 210 m. de 
of water 6.50 m. Schiffbrucke Quay length 130 m., depth of water 5.0! 
Depths of water refer to normal water-level. 
CRANES: Powerstation Quay 1 crane 5 tons and 1 crane 10 tons lifte 
capacity; Harnis Quay 4 cranes 3 — 5 tons lifting capacity; all cranesé 
usable for general and bulk cargo. 
BULK CARGO FACILITIES: 3 elevators for feedstuff and 1 elevato'! 
coal. 
SPECIALISED CARGO-HANDLING FACILITIES: Not available. 
BRIDGES: There are no bridges at Flensburg Port. 
STEVEDORES: Agents make all arrangements. Unloading a 
depend on type of cargo. Bulk cargo discharge up to 160 t.p.h. per g@ 
MEDICAL: Doctors, hospitals, ambulances available day and night 
TANKERS: 2 berths for tankers up to 1,000 g.r.t. with depths of we 
5.70 m. and 5.00 m.;: diameter of discharge lines are NW 200; avel@ 
discharge of fuel and gasoil 300 cu.m. per hour. 
DENSITY: Winter-time 1015; Summer-time 1012. 
FRESH WATER: Available at all berths, delivery rate about 20 cu.m./hr. 
shore hydrants. 
FUEL: Diese! available in any quantity. Fuel oil subject to 5 M- 
advance notice from tank lorries. | 
FIRE PRECAUTIONS: No specific precautions. 
CONSULS: Denmark, Nordergraben 19; others at Hamburg. | 
REPAIRS: Neue Flensburger Schiffbau-Gesellschaft Shipyard fort | 
buildings, ships repairs, ship conversions; outfitting section equi? 
with 1 x 42 ton crane and 1 x 60 ton (lifting capacity). | 
DRY DOCKS: Two floating docks with 7,500 and 1,500 tons # | 
capacity. | 
SURVEYORS: All main Classification Societies are present at Ham 
GANGWAY/DECK WATCHMEN: No watchman service available 


= 


arto“) 


Sse 22 


32 
x 


HATCHES: Opening/closing normally done by crew. Stevedores will 
setorm this for additional payment. 

TOMS ALLOWANCES: For consumption on board merchant 
‘essels for each crew member per day 40 cigarettes or 20 whiffs or 10 
“wars of 50 grams tobacco and 0.25 litre spirits and 3 litres wine are 
juy-tree. If the ship stays for 3 days or longer it is usual to allow three- 
ed of the mentioned quantity. For shore leave 20 cigarettes are 
sermitted for each person only. If a crew member leaves the ship for at 
ast 3 days the regulations for tourists are applicable. 
caRGO GEAR: All loading and discharging done by shore cranes, 
xcept elevator-work. — ; <td 
REPATRIATION: Possible at any time without difficulties. 
4RPORT: Hamburg-Fuhlsbuttel, 175 km. distant; 2.5 hours by train. 
TE: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
ast weekend in September). 

HOLIDAYS: See “Hamburg”. No work on official holidays. 
pOLICE/AMBULANCE/FIRE: Police Tel: 110, Fire/Ambulance Tel: 112. 
TELEPHONES: Installation on board ships possible at Harnis Quay. 
SERVICES: Tank cleaning and slop disposal services available. 
compass adjusting possible, advance notice necessary. 

SHORE LEAVE: Allowed. 

(DENTIFICATION CARDS: Not required. 

REGULATIONS: No particular or unusual regulations. 

DELAYS: Normally no delays. 

AUTHORITY: Stadt Flensburg Hafenamt, P.O.Box 2751, Batterie- 
syasse 48, D-2390 Flensburg. Tel: (0461) 487301. Telex: 22653 Stawfl. 
FAX: 49-461-487660. Contact: T. Lauritzen, Harbour Master. 


GLUCKSTADT: 53.45 N. 09.25 W. 
PORT LIMITS: Line drawn between seaward ends of North and South 


moles. 
DOCUMENTS: 

Ship's Papers. 

Cargo Papers. 

Despatching Papers. 

Crew Lists. 
PILOTAGE: Pilot to be ordered via Agent. 
MAX. SIZE: Vessels up to 4.5 m. draft can pass through lock to Inner 
Harbour. 
BERTHING: Outer Harbour: 400 m. quayage, depth 6 m. at HW. 

Inner Harbour: 300 m. quayage, depth 4.5 m. at HW. 

Dimensions of lock between Outer and Inner Harbours are: Max. depth 
576 m. HW, width 13.85 m., usable width 12.85 m. 
CRANES: 114 ton jib crane, 1x18 ton mobile crane, 1x14 ton 
caterpillar crane, 128 ton jib crane (privately owned). 
STEVEDORES: Working Hours: Monday to Thursday 0700 — 1200 hrs., 
'230 - 1600 hrs. Friday 0700 — 1200 hrs. Overtime to be agreed. 


DRYDOCKS: One slipway for inland waterway vessels up to 500 d.w.t. 
AIRPORT: Hamburg. 
AUTHORITY: Amt fur Land-und Wasserwirtschaft  Itzehoe, 


Seitenburger Strasse 25, 2210 Itzehoe. Tel: 04821-660 662138. 
Telex: 28226 Alwitzd. FAX: 662223. Contact: Harbour Master, Hafenamt 
Gluckstadt, 2208 Gluckstadt. Tel: 04124-2087. 


HAMBURG: 53.33 N. 09.59 E. (including Altona, Harburg 
and Wilhelmsburg) (See Plan) 


DOCUMENTS: 
6 Crew Lists 
6 Passenger Lists. 
2Provisions and Stores Lists including Fuel Oil. 
3 Dangerous Cargo Lists. 
Health Certificates (forms obtainable from Pilot). 
General Cargo Declaration. 
Ship's Register. 
Oil Liability Certificate for more than 2,000 tons of oil. 
wipmaster’s Report: October 1988. 
-ustoms: No documents required as port is a Free Port. 
Nater Police: 2 copies Crew List. 
1 copy Maritime Declaration of Health. 
ent: 1 copy Crew List. 


_DEEP SEA PILOTAGE: See “Brixham” or “Cherbourg” and “General” 


ore first German port and “Baltic Deep-Sea Pilotage” — Page 174. 
PLOTAGE: p p 9 9g 
*iotage-Anchorage River Elbe: See “General” before first German port. 
*lotage Port of Hamburg: Harbour Pilots board the ships close to the 
*emannshoft Station. Harbour Pilots can be called by VHF, Channel 
* call “Hamburg Pilot”, morse or sound signal “G” (2 long and 1 short) 
flag “G". Pilotage is compulsory for vessels with dangerous cargo 
‘dover 1,000 g.r-t. 

“C@ptions: Pilotage is not compulsory for vessels with dangerous cargo 
* to 300 g.r.t. and vessels up to 5,000 g.rt., if: (1) the Master has 
“lled at the Port of Hamburg with his ship 6 times within the last 
tmonths, and (2) he speaks German fluently. Advisable to use Pilots 


ANCHORAGE: Available at several places between Elbe Lanby and 
amburg. See “General” before first German port. 
TRICTIONS: No restrictions imposed on night entry for any vessels. 


GERMANY, Federal Republic of 


MAX. SIZE: inward Bound: Vessels allowed max. draft of 46 ft. in salt 
water on arrival Elbe Lanby, may enter only on rising tide under normal 
weather and tide conditions. 

Container ships exceeding 37 ft. draft in salt water on arrival Elbe 
Lanby may enter only on rising tide. 

Outward Bound: Vessels up to 39 ft. draft in fresh water on departure 
from Hamburg may leave at any time. 

Vessels exceeding 35 ft. draft in fresh water and up to 38 ft. on 
departure from Hamburg-Finkerwerder Port Pilot Station may leave 
1 hour after LW until 2 hours before next following HW. 

Container ships and LASH carriers up to 39 ft. draft in fresh water on 
departure from Hamburg may leave at any time. 

Container ships exceeding 39 ft. draft in fresh water and up to 41 ft. 
on departure from Hamburg-Finkerwerder Port Pilot Station may leave 
1 hour to 2 hours after LW but required to anchor at Brunsbuttel N.E. 
Anchorage depending on tide. 

Inward Bound: Vessels exceeding 300 m. length or 45 m. breadth 
allowed max. draft to 41 ft. in salt water on arrival Elbe Lanby, may enter 
only on rising tide. 

Outward Bound: Vessels allowed draft to max. 35 ft. in fresh water on 
departure from Hamburg-Finkerwerder Port Pilot Station may leave 
1 hour after LW until 2 hours before next following HW. Underkeel 
clearance of 10% of draft required. 

Vessels demanding the rising tide will proceed according to tidal 
conditions in order to reach Finkerwerder Pilot Station 1 — 1.5 hours 
before HW. 

The following Harbours can be reached: 
*Max. draft subject 

to tide and berth 


Harbour Name At any time up to 


(ft.) (ft 
Dradenau Hafen 41 31 
Petroleum Hafen 32 22 
Griesenwerder Hafen 38 29 
Waltershofer Hafen 47 37 
Kuhwerder Hafen 36 — 38 28 
Oderhafen 32 — 37 25 — 28 
Rethe Neuhof NHG 47 38 
Kattwyk Hafen 40 30 
Neuhofer Hafen 40 30 
Rethe Hansamatex 38 — 40 29 — 30 
Rethe Kruse 40 30 
Rethe Mackprang 40 30 
Rethe Stroh 40 30 
Schluisgrove Hafen 36 27 
Hansaport 47 38 
Harburg Seehafen 4 34 - 39 29 
Harburg Seehafen 3 31 21 
Harburg Seehafen 2 30 — 39 29 
Harburg Seehafen 1 28 — 30 20 — 22 
Kraftwerk Wedel 32 — 42.5 32 
Blumensandhafen 40 30 


*Max. draft with 10% underkeel clearance. 

The max. draft is dependent on the prevailing Easterly or Westerly 
winds. 

Also see “Shipmaster's Report”. 

Report: October 1984. 
The following salt water drafts are permitted: 

46 ft. 00 in. S.W., for vessels up to 300 m. LOA and/or 45 m. beam. 

44 ft. 06 in. S.W., for vessels up to 315 m. LOA and/or 47 m. beam. 

43 ft. 06 in. S.W., for vessels up to 330 m. LOA and/or 49 m. beam. 

42 ft. 06 in. S.W., for vessels up to 345 m. LOA and/or 54 m. beam. 

41 ft. 06 in. S.W., for vessels up to 360 m. LOA and/or 63 m. beam. 
RADAR: River Radar Service from Elbe 1 to Hamburg, see “General” 
before first German port. 

Hamburg Radar Service “Hamburg Radar Radio”, VHF Channels 3 
and 19 at the lower end of Seemannshoeft, VHF Channels 80 and 7 at 
the Western and Southern part of harbour, VHF Channels 63 and 5 at 
upper part East of Koehlbrand. 

HEALTH: Master required complete health certificate when Pilot boards. 
Only vessels with infectious diseases are subject to detention. 
RADIO: All messages to Agents, etc., through Norddeich Radio, call 
sign “DAN”. Closer to port Elbe-Weser Radio can be contacted by VHF 
Channel 16. 

Ships reporting stations are on permanent duty: 

Cuxhaven: Call ‘‘Cuxhaven Elbe Port Radio” on VHF Channel 12, 
safety and calling Channel 16. 

Brunsbuttel: Call “Brunsbuttel Elbe Port Radio” on VHF Channel 14, 
safety and calling Channel 16. 

Stadersand: Cail ‘“Stadersand Elbe Port Radio” on VHF Channel 11, 
safety and calling Channel 16. 

Hamburg: Call “Hamburg Elbe Port Radio” on VHF Channel 12, safety 
and calling Channel 16. 

Hamburg Port Radio (Port Authority): VHF Channel 14 and 16. 
ETA: Master's telegrams via Norddeich Radio, call sign DAN, are 
passed on to Agent 24 hours a day, week-ends and holidays inclusive. 
For this reason it is advisable that Masters communicate with Agent via 
Norddeich Radio. 

In order to avoid delay and extra charges Masters should cable their 
ETA at least 12 hours prior to arrival at Elbe pilot station to “Elbelotse 
Brunsbutelkoog” via Norddeich Radio, stating the following details: 

1. Name of vessel. 5. Place where Pilot is required. 

2. Gross register tons. 6. Place of destination. 

3. Date (2 figures). 7. Draft in metres (4 figures). 

4. Time (4 figures). 

For example: 

Eta Fjordaas 41079 12 1600 Elbeone Hamburg 1214 
(1) (2) (3) (4) (5) (6) (7) 

1 hour before arrival at Elbe Lanby Masters are advised to contact the 

pilot cutter by VHF Channel 13 or 16. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 
CONTAINER HANDLING FACILITIES: 


Length (m.) 
Number of Berths 
Depth (m.) 
Open Storage Area 
(sq.m.) 
Shed Area (sq.m.) 
Cranes 
(Lifting capacities 
each) 


Other Facilities 


Burchardkai 


2,500 

9 (2 Ro/Ro) 
9.6-11.8 
1,500,000 


143,000 

4 bridges 53 tons 
2 cranes 45 tons 
5 bridges 43 tons 
1 bridge 38 tons 

2 cranes 25 tons 


3 railway transtainers 


30 tons 

56 van-carriers 

8 trucks 

184 forklifts (1.5 — 
25 tons) 

380 junctions for 
cooltainers 


3 weighing-machines 


4 workshops for 
repairs 


computer (DEC 11/70 
with online system) 


Tollerort 
Terminal 
(SHED 90/91) 
1,266 

7 

9.4-12.1 
200,000 


30,000 

3 bridges 48 tons 

2 cargo-tainer 
twin-cranes up 
to 50 tons 

6 cranes 15 tons 

4 cranes 

3 —5 tons 

1 crane 45 tons 

12 van carriers 

11 tugmasters 

3 transtainers of 
35 tons each 

61 forklifts max. 
15 tons 


Africa Euro-Kai KG aA Kuhwerder Unikai 
Terminal Terminal 
Griesenw. Damm (SHED 73) (SHED 75) 
1,148 890 438 613 
7 3=5 3 3 
10.60 11-13 12 
80,000 470,000 38,600 
35,300 8,000 26,800 
1 bridge 55 tons _ 5 bridges 1 crane 45 tons 3 cranes 50 ton 
7 cranes 33 tons 45 — 53 tons 1 crane 40 tons 
2 cranes 8 tons 2 mobile cranes 1 crane 25 tons 
2 cranes 5 tons 15 tons 6 cranes 3 tons 


1 crane 3 tons 


3 constackers 2 floating cranes 


1 mobile crane 25 — 30 tons 
20 tons 2 grabs 8 — 12 
1 bridge 45 tons tons 
55 forklifts 4 container 2 forklifts 28 tons 4 transtainers 
28 trailers, 10 — stackers 2 forklifts 35 tons 44 tons 
35 tons 45/55/68 tons. 2 straddle 
9 tugmasters 5 straddle carriers carriers, 30.5 
(3 high) 40 ton. tons. 


5 straddle carriers 
(3 high) 35 ton. 
2 straddle carriers 
(2 high) 30 ton. 


3 forklifts, 40 ton 
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TUGS: Normally join incoming vessels at Harbour pilot station at 
Finkerwerder. Tugs lines used at no extra charge. 
BRIDGES: To be passed by vessels bound for basins South of 


Kohibrand. 
Max. Height above Depth at 

Bridge Situated breadth normal H.T. normal H.T. 

(ft.) (ft.) (ft. in.) 
Kohibrand Brucke across the Kohibrand 
(a high-bridge) near Neuhof 558 167 55 04 
Kattwyk Brucke across the Suder Elbe, 
(a drawbridge) before Harburg 328 167 48 05 
Rethe Brucke across the Rethe, 
(a drawbridge) near Reiherstieg 164 167 50 03 


STEVEDORES: Ordered by Agents, no additional ETA’s required. 


Working hours 
Monday to Friday 


Saturdays, Sundays 


and holidays 


Grain 


First shift 0650 to 1500 hrs. 
Second shift 1500 to 2310 hrs. 
Third shift 2310 to 0650 hrs. 
First shift 0700 to 1300 hrs. 
Second shift 1300 to 1900 hrs. 
Third shift 1900 to 0100 hrs. 
Fourth shift 0100 to 0700 hrs. 
Work performed after 1500 hrs. Monday to Friday, on Saturdays after 
1300 hrs., on Sundays and holidays is at overtime rates. 
BULK HANDLING FACILITIES: 


Number 
Maximum of Capacity 
Draft Length elevators _total/hour 
Hamburg-Kuhwerder Hafen 36 ft. 656 ft. 4 750 tons 
Hamburg-Rethe/Stroh 40 ft. 943 ft. 3 1,000 tons 
Hamburg-Rethe/Kruse 40 ft. 891 ft. 3 770 tons 
Hamburg-Rethe/Makprang 40 ft. 952 ft. 11 1,200 tons 
Hamburg-Neuhof 47 ft. 902 ft. 4 1,660 tons 
There are 6 floating elevators with a capacity of 350/450 t.p.h. 
Max. height 


Coal and Minerals: 
Hamburg-Harburg || 


Elbehafen Brunsbuttelkoog Gmbh 


Coal: 


Hamburg-Strand Quay 


Hamburg-Wedel 
Fertilisers: 

Neuhof-Kalikai 
Minerals: 


Hamburger-Stahlwerke 


Hansaport 
Petcoke/Oxide: 


Hamburger Aluminium Werk Gmbh 


Bauxite/Oxide: 


Aluminium Oxid Stad Gmbh (AOS) 


TANKERS: 


Kohlifleethafen (Esso/B.P.) 


(ft) 


1,720 
1,968 


560 
1,050 


1,215 


1,340 
1,850 


600 
1,080 


Petroleumhafen (B.P.) 
Kattwyk Hafen (Shell) 


Kattwyk Hafen 


Blumensandshafen 


Neuhof (Hansamatex) 


Neuhof (Schindler) 


Harburg Seehafen 4 (Esso) 
Tankerlager Moorburg 
Stadersand (Lower Elbe) 


No. of berths 
2 


discharging gear 
Quay length Max. safe above high water 


Oraft (F.W.) level (ft.) 
38 ft. 66 
37 ft. 98 
37 ft No restriction 
42 ft. 6 in. No restriction 
40 ft. 60 
41 ft. 82 
46 ft. No restriction 
36 ft. No restriction 
40 ft. 62 
Max. Draft (FW) 
42 ft. 
10 32 ft 
2 40 ft. 
1 40 ft 
1 40 ft 
4 38 ft. — 40 ft 
1 38 ft 
3 34 ft 
1 40 ft 
1 35 ft 


Tanker cleaning and gas freeing facilities at Neuhof Hansamatex, 
Kattwyk Hafen (Shell) and some dolphin berths by boats. 
Koehifleethafen Terminal: Cautionary Advice: Ships approach the berth 
at HW or shortly thereafter with the ebb current just starting. At any oth >r 
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time, it is very difficult to enter the harbour due to the current condition 
at the entrance. The ship's speed at the entrance should be as lowe 
possible. 

Berthing Procedure: Tankers for the North Berth are berthed starboa 
side to and at the South Berth port side to. The ship's approach on, 
heading parallel to the berth. Usually the spring lines are run out fis 
An anchor may be used when approaching the berth. 

Moorings: All‘lines are secured on quick release hooks. Average tic 
range at berth is about 8 ft. 


Harburg, Seehafen IV, Berths 2 and 6: Cautionary Advice — Approache 
All ships approaching or leaving Harburg IV have to transit the nam 
Kohlbrand Fairway. The ship should manoeuvre at reduced spes 
A good helmsman and quick response of the engine are important. 

Cautionary Advice — Manifold Connections: Due to the design oft 
loading arms, care must be taken that the ship's lines are tight and 
ship is not allowed to make any movements alongside the berth dum 
cargo handling operations. 

Restrictions: There is a lifting bridge crossing the Kohlbrand. Th 
bridge will open for every ship which is tide bound. Other ships and: 
ships sailing from Harburg IV have to pass the bridge on schedue 
opening times at all even hours from 0600 hrs. — 2200 hrs. and: 
0530 hrs. 

There are numerous berths at the banks which have to be passed) 
slow speed. 

Tugs: 4 tugs will normally make fast after the Pilot has boarded. Tt 
tugs should be fast before entering into the Kohlbrand. They tow * 
the hook.” It is recommended to use tugs lines at no extra charge. 

Berthing: Deep-drafted vessels berth at HW only. Caution should? 
exercised when turning from Kohlbrand into the Seehafen IV Basin 

Berth No. 6 is the first T-head jetty on the starborad side when enter 
Seehafen IV, and Berth No. 2 is the innermost T-head jetty on the sav 
side. Vessels are always starboard side alongside and port anchor m 
be used to control vessel’s movement in approaching the berths. Wit 
close to the berth, the 2 tugs on the starboard side will let go and p¥ 
on the port side. 

Both berths have wooden breasting dolphins and care should be ta 
to land parallel to the fender face with minimum approach speed. 


Kattwykhafen, Shell Terminal: Cautionary Advice — Approaches:! 
ships approaching or leaving Kattwykhafen transit the narrow Kohibré 
Fairway and have to pass through the Rethe Harbour. Ships sho 
proceed with reduced speed. A good helmsman and quick eng 
response are of importance. 

Restrictions: There are numerous berths in the Rethe Harbour w* 
have to be passed at slow speed. 

Tugs: 4 tugs will normally be made fast after Pilot has boarded. ? 
tugs should be fast before entering into the Kohlibrand. The & 
2 forward and 2 aft are made fast “on the hook.” It is recommen? 
to use tugs lines at no extra cost. 

Berthing: Deep-drafted vessels berth at HW only. Vessels should! 
almost stopped in the water when swinging into Kattwykhafen. Tugs? 
assist in controlling vessel's speed and swing. 

When close to and parallel to the berth, the 2 inside tugs will Ie 
and push on the outside until vessel is alongside. Maximum appre 
speed at impact is 10 cm./sec. for a 100,000 d.w.t. vessel landing’ 
both breasting dolphins. 

Moorings: The mooring lines are taken ashore by 2 mooring be 

and lifted to the dolphins by hand. Only 2 head lines are secured! 
quick-release-hooks. 
Hansamatex, Berth Nos. 1, 2, 3 and 4: Cautionary Advice — Approact 
Ships approaching or leaving the Hansamatex Berths have to t® 
Kohlibrand Fairway and have to pass through the Rethe Harbour. s 
should proceed at reduced speed. A good helmsman and quick ew 
response are of importance. 

There are numerous berths in the Rethe Harbour which have ® 
passed at slow speeds. 
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tugs: The number of tugs used is according to the Master's request 
yi Pilot's advice. The tugs should be fast before entering into the 
xonprand. The tugs will be made fast “on the hook.” It is recommended 
use tugs lines at no extra charge. 

gtugs are normally used for vessels of less than 20,000 d.w.t., and 
jorall other vessel's except VLCCs. 

gerthing: Berth No. 1 is located on ine North bank of the Rethe. Ships 
ye towed stern first into the berth. The spring lines will be run out first. 
yaimum draft ships should arrive with HW. Due to the narrow 
«gnoeuvring area at Berth No. 1, the approach speed of the ship should 

minimal. 
* perth No. 2 is located on the North bank of the Rethe. The ships are 
sanoeuvred close to the berth, and the spring lines will be run out first. 
vax. draft ships should arrive with HW. 

gerth No. 3 is located on the North bank of the Rethe. Ships up to 
950,000 d.w.t. are berthed for tank cleaning purposes. The draft should 
se confirmed by the Pilots before arrival at the Sea Buoy. The ship 
manoeuvres Close to the berth, and the spring lines will be run out first. 
vax. draft vessels should arrive with HW. 

Berth No. 4 is located on the East side of the Neuhofer Harbour. Ships 
zup to 100,000 d.w.t. may berth with part cargo or for tank cleaning. 
Snips arriving for this berth will turn in the Rethe heading to the South 
and will then be towed stern first into the berth. Spring lines will be run 
oul first. Max. draft vessels should arrive with HW. 

DENSITY: Fresh water. 

FRESH WATER: Available from shore at most berths. Also supplied by 
barge. 

PEL: All grades available from oil berths, or supplied by barge. 
CONSULS: 


Consuls: 

Tel: Tel: 
ran 41 40 93 Monaco 3 49 60 
\celand 333 52 13 Morocco 367 00 31 
\vory Coast 33 09 09 Senegal 31 11 01-0 
Jamaica 30 02 99 Tunisia 220 17 56 
Luxemburg 880 40 55 Uruguay 410 65 41 
Malaysia 37 21 72 Western Samoa 28 38 13 
Malta 33 04 21 
Consul Generals: 
Argentina 34 20 51 Japan 32 78 06 
Austria 44 60 04 Korea 410 20 31 
Bangladesh 3 60 80 Liberia 24 45 74 
Belgium 41 70 75 Malawi 24 71 73 
Bolivia 47 64 37 Mali 34°11 50 
Brazil 44 06 51 Mexico 44 87 74 
Chile 45 75 85 Netherlands 32 44 11 
Colombia 45 18 11 Norway 34 34 55 
Congo 220 11 41 Panama 34 02 18 
Costa Rica 80 13 95 Paraguay 47 47 41 
Denmark 44 70 57. Peru 47 67 45 
Dominican Rep. 47 40 84 _ Philippines 44 29 52 
Ecuador 44 31 35 Portugal 34 34 78 
Egypt 410 10 31 Sweden 44 84 53 
El Salvador 3 70 01 Switzerland 32 15 81 
France 44 13 57 Sierra Leone 410 40 72 
Gabon 78 95 01 11 Spain 44 36 20 
Ghana 37 22 66 Sri Lanka 36 71 40 
Greece 44 07 72 South Africa 41 29 61 
Guatemala 250 54 34 ~US.S.R. 229 53 01 
Honduras 24 27 21 ~~ United Kingdom 44 60 71 
India 33 80 36 USA. 44 10 61 
Indonesia 51 20 71 Venezuala 410 12 41 
lreland 44 18 62 13 Yugoslavia 44 45 04 
ltaly 41 40 07-0 


REPAIRS: All deck, hull and machinery repairs can be carried out by 
sal shipyards at Hamburg. Underwater repairs and cleaning can be 
tected by divers with special equipment. 
DRY DOCKS: Biohm and Voss, tel. 3061: 4 floating docks with lifting 
‘apacities up to 50,000 tons. Graving dock, capacity up to 320,000 d.w.t. 
Norderweft, tel. 311001: 2 docks, for vessels up to 5,700 d.w.t. and 
12,000 d.w.t. 
There are other shipyards providing floating docks with lifting 
tapacities of up to 5,000 tons. 
SURVEYORS: Cargo inspectors available, contact Agent. 
Uoyd's Register, American Bureau, Bureau Veritas and Salvage 
jation are represented. 
a een: Can be hired for all purposes. Normally arranged by 
nt. 
OPENING/CLOSING HATCHES: Normally by crew with the assistance 
Stevedores; otherwise, according to charter party. 
CUSTOMS ALLOWANCES: No restrictions in the freeport area on 
%eard a ship. While not on board the ship in the freeport area or outside 
he freeport during shore leave or temporary leaving the ship up to 
days, each Crew member allowed 20 cigarettes, 5 cigars and 50 grams 
“bacco. These quantities change when paying off — up to 200 cigarettes 
*50 cigars or 250 grams tobacco. 
REPATRIATION: Crew changes and repatriation can be carried out 
wthout difficulty. 
TRPORT: Distance 15 km., served by Lufthansa with flights worldwide. 
ME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
we teekend in September). 
OLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
Y 1st); Ascension Day; Whit Monday; National Day (June 17th); 
- "yer Day; Christmas Day; Boxing Day. No work on New Year's Day, 
ir Sunday, May 1st, Whit Sunday and Christmas Day. 
WUICE/FIRE/AMBULANCE: Police 110; Fire 112: Ambulance 110; 


wt Medical Service 321021 (or call Hamburg Port Radio on VHF 
“Mannel 14), 


GERMANY, Federal Republic of 


TELEPHONES: Telephones can be placed onboard at all berths. 
No telephone connections for vessels at dolphins. 
EMERGENCY CO-ORDINATION: Call Police (Tel: 110) or Hamburg 
Port Radio on VHF Channel 14. 
BANKS: Deutsche Bank, Adolphsplatz 7, 2000 Hamburg 11. Tel: 040- 
3771. Telegraphic Address: Deutbank Hamburg. Telex: 212535. 

Commerz-Bank AG, Ness 7, 2000 Hamburg 7. Tel: 040-361311. 
Telegraphic Address: Commerzbank Hamburg. Telex: 212391. 

Dresdner Bank AG, Jungfernstieg 22, 2000 Hamburg 36. Tel: 040- 
3581. Telegraphic Address: Dreba Hamburg. Telex: 212098. 

And others. 
STORING: See “Prelims”. 

1. Vessels can be stored by barge or truck. 

2. Vessels can store from barge during loading or discharging, except 
on tanker berths. 

3. The truck can proceed alongside at the berths. 

4. Fork lift trucks can be used for handling stores. 

5. No Customs regulations in the Freeport area, outside the Freeport 
arranged by Agent. 

6. Local riggers can be employed, arranged by Agent or ship chandler. 
SHORE LEAVE: No restriction. 
IDENTIFICATION CARDS: No shore passes issued. Seaman's Book 
or Passport is sufficient. 
DEVELOPMENTS: Silo capacity for bulk cargo handled by pneumatic 
elevators is increased up to 500,000 tons. Capacity of further 500,000 
tons is available. 
Dredging of the Lower Elbe to 13.5 m. at mean low tide completed. 
Port Extension Area. An industrial port area of 4,600 ha. with access for 
large sea-going vessels up to 120,000 d.w.t. is under development. 
Hansaport: The new ore/coal terminal at Sandauhafen (operational from 
1977) has a capacity of 16 million tons p.a. Length of the two berths: 
560 m; depth of water: 15 m. (MLW). Vessels up to 270,000 d.w.t. 
(partially lightened) will be able to berth. 


SHIPMASTER’S REPORT: 1978. 

Vessel called at Hamburg to load a full load of steel beams for Iran 
under Time Charter. Originally charterers had asked me to calculate the 
full load with maximum S.W. draft of 38 ft. 00.875 in. with 10.5 in. F.W.A. 
and the weight came to more than 39,000 long tons. But later when we 
arrived at Hamburg, while checking with Port Authorities it was learnt 
that though vessels are allowed to come in with 42 ft. — 43 ft. drafts fresh 
water, no vessels excepting, at times fast container vessels are allowed 
draft more than 36 ft. fresh water. This is generally not known to many 
operators even in Hamburg. 


AUTHORITY: Freie und Hansestadt Hamburg, Behorde fur Wirtschaft, 
Verkehr und Landwirtschaft. 

Amt fur Hafen, Schiffahrt und Verkehr Hafendirektion — Oberhafenamt 
— Baumwall 7, 2000 Hamburg 11. Tel: 3504-1327/1328 (office hours), 
and 740 3151 (day and night). Telex: 0213606 OHHH D and 02174999 
OHHH D. Cables: Mercurbehoerde Hamburg. FAX: (040) 35041859. 
Contact: Captain E. Paschburg, Harbour Master. 


AGENT: Fisser & V. Doornum, Feldbrunnenstrasse 43, D-2000 
Hamburg 13, Federal Republic of Germany. Tel: (40) 44186-0. 
Telex: 212671. Cables: Fissership. Fax: (40) 4108059. 


HOLTENAU, Kiel Canal: 54.22 N. 10.09 E. 


For entrance from Baltic, refer to ‘Kiel’. 

For entrance from Elbe, refer to “Brunsbuttel’”’. 

LOCATION: Holtenau is a part of the town of Kiel, it is located on the 
Northern side of the entrance to the Kiel Canal. 

BERTHING: The outer harbour of Kiel-Holtenau (Lat. 54° 22.2’ N. Long. 
10° 09.2’ E.) in the N.E. part of the old lock fore port, with water depths 
of 3.5 to 4.5m. and 280 m. long quay location serves vessels up to 
3.5 m. draft, 85 m. long and 13 m. beam as a berthing point. At the quay 
not more than 3 ships with a total beam of 28 m. can lie next to each 
other. To the West of this, is a 125 m. long berthing pier, known as 
Kumobrucke, with 4.5 m. draft alongside for vessels up to 3 m. draft, 
40 m. long and 8.5 m. beam. No more than 2 vessels may lie alongside 
each other. 

Between this pier and the shore is a yacht harbour for pleasure craft. 

The inner harbour, to the East of the Holtenau Road-bridge, can only 
be reached through the lock of the Kiel Canal. From the berths in the 
inner harbour, vessels may not enter the locks without a Pilot if they are 
obliged to take on a Pilot for the Kiel Canal. 

The Gasworks quay, just to the West of the New Locks, has a length 
of approx. 210 m. and a nominal depth of 10.4 m. The quay has cranes 
with a lifting capacity up to 8.5 tons. Vessels up to 160 m. in length and 
up to 9.7 m. draft can tie up at the Gasworks quay (when coming from 
the Baltic, because of permitted draft in Kiel Canal, draft must not exceed 
9.5 m.). To the West of it, is a landing place for Wik-Holtenau passenger 
ferries. 

To the East of the Holtenau Road-bridge is an approx. 536 m. long 
quay belonging to Zerssen and Co. This location is used mainly for fitting 
out and bunkering of vessels. On the North side of the inner harbour 
ships with dimensions permissible for the Kiel Canal can tie up at the 
dolphins but only with special permission of the Kiel Canal Authority. 
SERVICES: In Holtenau are a Service Station of the German 
Hydrographic Institute, a pilot station, a border police station, a water 
police station, Customs control, Port Doctor, Sailors’ Central Control, 
Sailors’ engagement office, and a sailors’ hostel. 


(See Plan) 
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An office for marine charts and nautical publications is located at the 

lock; good facilities exist for the quick supply of ships’ equipment, victuals 
and fuels. Repairs to machinery instailations, radar and wireless 
apparatus, supply of spare parts, and also the exchange of crews can 
be arranged without long voyage delay virtually whilst a vessel is passing 
through the canal. Shipbrokers' services are available. 
AUTHORITY: Wasser-und Schiffahrtsamt Kiel-Holtenau, 
Schleuseninsel 2, P.O.Box 8068, 2300 Kiel 17. Tel: (0431) 385-1. Telex: 
02-92836. FAX: (0431) 385-414. Contact: Port Captain, Tel: (0431) 385- 
450. 


ITZEHOE: 53.56 N. 09.33 E. 


DOCUMENTS: 
2 Bonded Stores Lists 
2 Crew Manifests 
2 Crew Lists 
PILOTAGE: Pilot available. Pilot boards at the entrance to the River 


(See Plan) 


Stor. 
RESTRICTIONS: Entering River Stor at HW only. Proceeding to Itzehoe 
during daylight only, or up to Pilot. Departure from Itzehoe about 1 hour 
prior to HW. 
MAX. SIZE: Length: 80 m. due to bends in river. Beam 12 m. Airdraft 
18.50 m. due to height of Stor bridges. Draft 3.80 m. — 4.0 m. 
RADIO/VHF: Elbe-Weser Radio on VHF Channel 16. 
RADAR: Radar Chain River Elbe: 
From Elbe Lanby to entrance River Stor: 
Elbe — Ansteuerung-Radar VHF Channel 19 
Neuwerk — 1-Radar VHF Channel 18 
Neuwerk — 2-Radar VHF Channel 5 
Cuxhaven — Radar VHF Channel 21 
Belum — Radar VHF Channel 3 
Brunsbuttel — Radar VHF Channel 4 
Freiburg — 1-Radar VHF Channel 18 
Freiburg — 2-Radar VHF Channel 22 
Also see “General” before first port. 
BERTHING: Total length: 450 m. 
Depth alongside: At HW 4m.; at LW 1.90 m. (tidal range 2.20 m.). 
Bottom consists of soft mud. 
CRANES: 23.5 tons lifting capacity and about 13 m. outreach and 
15 tons lifting capacity and 12.5 m. outreach are available. 
BULK HANDLING FACILITIES: Grain: 
Loading: By conveyor-belt about 40 — 50 t.p.h. for heavy grain. 
Discharging: By suction with 1 elevator pipe about 35 — 40 t.p.h. heavy 
grain. By grab/conveyor-belt 50 — 60 t.p.h. heavy grain. 
Grain silos of 35,000 tons capacity. 
STEVEDORES: Cargo service, 2212 Brunsbuttel. Tel: 04852-87077. 
Telex: 28383 HTKB D. 
Ahimann — Transport GmbH, 2370 Rendsburg. Tel: 04331 — 4995. 
Telex: 29447. Cables: Ahitraship. 
MEDICAL: Medical, hospital and dental facilities available. 
DENSITY: Fresh water. 
FRESH WATER: Available. 
FUEL: All grades available by road tanker. 
REPAIRS: Radio, radar, nautical equipment, engine, electrical and 
minor hull repairs possible. 
SURVEYORS: Caleb Brett and SGS available from Hamburg. 
Independent Marine Surveyors available at Brunsbuttel and Hamburg. 
CUSTOMS ALLOWANCES: Customs aliow each crew member 200 
pach and 1 bottle of spirits for consumption onboard. 
OPENING/CLOSING HATCHES: Usually by crew. 
REPATRIATION: Possible. 
AIRPORT: Nearest airport at Hamburg. ; 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: 1st January, Good Friday, Easter Monday, 1st May, 
Ascension Day, Whit Monday, 17th June, Prayers Day, 25/26th 
December. 
EOLAGSISAULANCES IRE: Police Tel: 110. Fire and Ambulance Tel: 
112. 
SERVICES: Provisions, 
available. 
AUTHORITY: Stadthafen Itzehoe, Gasstr. 18, D-2210 Itzehoe, West 
Germany. Tel: 04821-774-151. Telex: 28107 SWIZ D. FAX: 75710. 
Contact: Mr. Besel. 


AGENT: Sartori & Berger, P.O.Box 1140, 2212 Brunsbuttel. Tel: (04852) 
8091. Cables: Sartoriberg Brunsbuttel. Telex: 028324. 


stores, nautical publications and charts 


KAPPELN: 54.40 N. 09.56 E. 


PILOTAGE: Pilot station at Kiel Lighthouse. 
RESTRICTIONS: Depth of water between Schleimunde and Kappeln 
from 4.5 m. to 14 m. at normal water level. Distance from Schleimunde 
to Kappeln about 3.5 nautical miles. 

Passage width of the swing bridge is 22.5 m. 
MAX. SIZE: North Harbour: Max. LOA 90 m., max. beam 18™m., 
max. draft 4.5 m. 
South Harbour: Max. LOA 90 m., max. beam 18 m., max. draft 4.5 m. 
BERTHING: North Harbour: There is 1 grain silo available with a storage 
capacity of 4,500 tons. The loading/discharging rate is 40t.p.h. — 
100 t.p.h. 1 quay for discharging/loading cargo. 
South Harbour: One grain silo available with a storage capacity of 
4,000 tons. Loading/discharging rate 40 t.p.h. — 100 t.p.h. One quay for 
loading/ discharging cargo. 
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CRANES: North Harbour: One hydraulic mobile crane available we 
capacity of 5 tons. 

South Harbour: One hydraulic mobile crane available with capacity» 
5 tons. 

STEVEDORES: Working Hours: Monday to Friday 0700 — 1800 f» 
Saturday 0700 — 1200 hrs. ; 
BULK HANDLING FACILITIES: See “Berthing” and “Cranes”. 
FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Possible. Contact Alfred Eberhardt, Langestr. 2341 Amis 
AUTHORITY: Shipbroker Artur Koch, Dehnthof 21, P.O.Box 1131, 23 
Kappeln. Tel: (04642) 2354 and 4154. Telex: 22681 Koch 
Cables: Arturkoch Kappeln. FAX: 04642-3184. Contact: H. A. Koy 
Harbour Master. 


KIEL: 54.19 N. 10.10 E. 


DOCUMENTS: 

Stores List. 

Bills of Lading. 

Manifest. 

Crew List. 

Health Declaration. 

Derat Certificate. 

If loading/unloading cargo, following also required: 

Ship's Stores List. 

Crew Possessions List. 

Cargo Manifest. 

Bills of Lading. 

Customs Declaration. 

Local Agents will advise Master on board regarding these Clearan 
Documents. ~ 
PILOTAGE: For Kieler Forde, vessels over 1,000 g.r.t. and oil, gas a 
chemical tankers must take a Pilot. 

Vessels proceeding in the approach area or through the Kiel Can 
are obliged to take on a Pilot. 

Vessels and push-type trains, as well as tug trains, having the greats 
possible max. draft of 3.1 m. and belonging to traffic group 1 @ 
exempted from the obligatory pilot service. Vessels with a breadth: 
excess of 15 m. or with a gross tonnage of over 2,500 tons (maximy 
tonnage) must take on recognised helmsmen (canal helmsmen) for th 
canal passage. Pilot station, tel. 362858. ETA required in advance. Pit 
boat can be found near Kiel Lighthouse and also off the entrance to Kt 
Canal. Pilot boats are white with red superstructure with “Lotse” painié 
on both sides. Signal for Pilot is flag “G”" over numeral pennant 1. Pilt 
for Kiel Harbour also available and recommended if port is not familé 
Also see “Shipmaster's Report”. 

DEEP-SEA PILOTAGE: See “Baltic Deep-Sea Pilotage” — Page 17% 
ANCHORAGE: Safe anchorages at Holtenau-Reede and at Heikende 
Reede for vessels up to 9.7 m. draft. 

RESTRICTIONS: Non gas-free tankers must give advance notice! 
arrival and will require chemist's certificate before entering harbour alé 

Speed limit 10 knots South of line Bulk/Ehrenmal Laboe. Also # 
“Shipmaster’s Report’. 

BERTHING: No particular restrictions except for vessels in distress,’ 
carrying explosives or tankers not gas-free. In these cases spe 
permission of Harbour Authorities required for berthing. 
Commercial Harbour: 

Depth of water up to 11.0 m.; quay lengths 4,143 m.; open storage ar 
of 176,950 sq.m.; covered shed space of 54,530 sq.m.; silos of 270,08 
tons overall capacity; fuel depots; 14 cranes up to 45 tons lifting capaci 
siding tracks; 11 Ro/Ro piers. 

Binnenhafen Ports: 

Oslo-Kai: The terminal is for the exclusive use of passenger and@ 
ferries. Depth of water 7.5 m. Quay length 500 m. Ro/Ro Piers No. 3-6. 
Sartorikai: Depth of water 7.0 m.; quay length 200 m.; open stom 
areas of 1,000 sq.m.; covered shed space of 15,000 sq.m.; silo 16.0 
tons; 2 cranes of up to 10 tons lifting capacity. 

Schweden-Kai: The terminal is for exclusive use of passenger and? 
ferries. Depth of water 10.0 m.; quay length 180 m.; Ro/Ro Pier No 
Bollhornkai Nord: Depth of water 10.0 m.; quay length 270 m.; of 
storage areas of 3,700 sq.m.; 2 cranes of up to 24 tons lifting capae 
Ro/Ro Piers No. 8 and 9. 

Bollhornkai Sud: Depth of water 10.0 m.; quay length 300 m.; 0 
storage areas of 7,750 sq.m.; mobile crane of up to 45 tons | 
capacity; Ro/Ro Pier No. 10 

Bahnhofskai: Depth of water 6.0 m.; quay length 400 m.; open store 
areas of 1,000 sq.m. 

Scheerhafen: Depth of water 10.0 m.; quay length 300 m.; open sto@ 
areas of 8,000 sq.m.; covered shed space of 1,000 sq.m.; private ® 
depots of 36,000 cu.m; private tanker discharging bridge and facil 
for receiving dirty ballast; 2 cranes of 10 tons lifting capacity. 
Nordhafen: Situated in the Kiel Canal. Depth of water 11.0 m.; 
draft 9.5 m.; quay length 1,068 m.; open storage areas of 15,550 sd! 
covered shed space of 28,530 sq.m.; 77,000 ton silo with elevate 
200 t.p.h. loading/unloading performance; 6 cranes of 25 tons “ 
capacity; 1 mobile crane of 40 tons capacity; Ro/Ro Pier No. 1. 
Ostuferhafen: Depth of water up to 10.0 m.; quay length 925 m.@ 
storage areas of 150,000 sq.m.; covered shed space of 10,000 s? 
177,000 ton silos; crane of 40 tons lifting capacity; Ro/Ro Piers No 
and 12. 


(See Plan 
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. SIZE: For Nordhafen and ships passing Canal, 235 m. length, 
»5m.beam and 40 m. above the water level. For vessels up to 160 m. 
* ath, the max. permitted draft is 9.5 m. In the case of vessels with 
in excess of 160 m. and over 20 m. breadth, the max. permissible 
4at are shown in the following table (draft data in dm.). 


vessel 
Length 
(m.) 


Vessel's Breadth (m.) 
20 21 22 23 24 25 26 27 28 29 30.31 3232.5 


Max. permissible draft (dm) 
5 95 94 9 


Binnenhafen 10 m.; Scheerhafen, 10.00 m. 
on board, inform harbour 


Depth at harbour quays: 
HEALTH: If suspected infectious disease 
authorities by radio in advance. 

RADIO: Kiel Radio, call sign DAO. Tel. 39491. 

VHF; Kiel Port radio on continuous watch during office hours on Channel 
16, working on Channel 11. 

TUGS: If required tugs normally join vessel just off berth. Can be ordered 
ty Kiel Radio or through Agents. 

MEDICAL: Doctors, hospitals, ambulances available. Advance notice 
toAgents recommended if medical assistance required. Vessels coming 
fom European ports need Derat Certificate. Vessels from other ports 
need in addition International Vaccination Certificates. 

For all cases of poisoning needing special and urgent treatment 
telephone 597 4268, Medical University Clinic, Schittenhelmstrasse. 
TANKERS: Unloading/Loading/Bunkering berths operated by private 
companies; slop discharge facilities available. 

FRESH WATER: Available at all quays and in Holtenau Locks. 
FUEL: All grades available. Preferable to order in advance through 
ents. 


Ag 
. FIREPRECAUTIONS: Tankers should be prepared to leave port at any 


ime. To be berthed with bow heading seaward. A valid Gas-free 

Certificate given by chemist in Kiel district is required before entering 
harbour area. 
CONSULS: 
Austria 
Belgium 
Chile 


tel. 552505 
tel. 1690815 
tel. 337879 

Denmark _ tel. 970102 

Finland tel. 9810 
REPAIRS: All types of repairs possible. 

DRY DOCKS: Floating Dock. No. 2, 22,500 tons. 

Dry Docks: No. 5, 794 ft. long, 95 ft. wide; No. 6, 661 ft. long, 95 ft. 
Wide; No. 7, 1,018 ft. long, 164 ft. wide; No. 8, 951 ft. long, 144 ft. wide. 
No. 8A, 1,395 ft. long, 292 ft. wide. 

SANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Normally by ship’s crew. Can be 
aranged by stevedores if required. 

CUSTOMS ALLOWANCES: 20 cigarettes per man per day. No alcohol. 
REPATRIATION: No restrictions. Can also be arranged in the locks of 
“el Canal by local Agents. Valid passports required. 

Bus and coash station: At Kiel, near Bollhornkai. Coaches to Hamburg 
‘iport and other destinations. 

Railway Station: Near bus and coach station. Trains to Hamburg, 
“beck, Berlin, Bremen, Hannover and other destinations. 

AIRPORT: At Kiel, local flights to Berlin and Frankfurt. Nearest 
“enational airport at Hamburg, about 90 km. away. 

ME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
asi weekend in September). 

*OLIDAYS: New Year's Day, Good Friday, Easter (2 days), Ascension 
me Whitsun (2 days), 17th June, Atonement Day, Christmas (2 days). 
cola pe arranged on above holidays except Good Friday and 
sinstmas Eve. 

*OLICE/FIRE/AMBULANCE: Police, tel. 110, Harbour Police 5963396; 
repulance 112, alternative 19222; Fire, tel. 112. 

TELEPHONES: Installed on wharves and Oslo quay (ferries to 
*andinavia). Public phones near quays. 

SRVICES: All services available. 

ORE LEAVE: Allowed. 

NTIFICATION CARDS: Not required. 

SENERAL: Garbage/Sewage Removal: Container for discharging of 
#idage must be taken. Barges for discharging of sewage/slops and 
“% water are available. 


tel. 5921050 
tel. 83198 
tel. 3017/221 
tel. 331971 


Norway 
Paraguay 
Sweden 
U.K. 


GERMANY, Federal Republic of 


SHIPMASTER’S REPORT: 1980. 
“KIEL PILOTS” can be contacted on VHF Channel 16 and Channel 14, 
2 hours before arriving at Kiel Lighthouse, for a Pilot for Kiel Harbour. 
For vessels intending to transit the canal, send a message at least 
3 hours in advance to “FORDE LOTSE — KIEL” by radio giving ETA, 
draft, g.r.t. and destination. Any request to arrange a Pilot at the other 
end of the canal may also be included in the message. 
The maximum air draft allowed in the canal is 40 m. (from water line 
to highest point of the ship). 


AUTHORITY: Hafen und Seemannsamt der Landeshauptstadt Kiel, 
Bollhornkai |, P.O. Box 2367, D 2300 Kiel 1. Tel: (0431) 901 1073. Telex: 
292511 Hvbki d. FAX: (0431) 94477. Contact: Captain J. Morgenroth, 
Harbour Master (radio telephone 01611403705). 

Wasser-und Schiffahrtsamt Kiel-Holtenau, P.O.Box 8068, 2300 Kiel 
17. Tel: (0431) 385-1. Telex: 02-92836. 


KIEL CANAL: 


For entrance from Baltic, refer to ‘Kiel’. 

For entrance from Elbe, refer to ‘“Brunsbuttel”. 

DEEP SEA PILOTAGE: Baltic Pilots Kiel (““Uberseelotsen Ostsee Kiel- 

Holtenau e.V.") is the address for ships entering the Baltic Sea via Kiel- 

Canal or from ports of the Federal Republic of Germany which require 

a Deep Sea Pilot for the Baltic Sea 

The Baltic Pilots Kiel have 48 members. All members carry the “Red 
Licence” of BPAC which is the only licence acknowledged by all Baltic 
Governments. 

Baltic Pilots Kiel: Tel: 0431-36 28 58 (24 hours a day). 0431-3 68 68 
(office hours). Cables: Balticpilots Kiel. Telex: 299 857 bwki d. Postal 
Address: Uberseelotsen Ostee e.V. Schleuseninsel 6 D-2300 Kiel 17. 

Also see “General — Deep-Sea Pilotage” before first port and “Baltic 
Deep-Sea Pilotage” — Page 174. 

RADIO: Advise ETA at Elbe Lanby (or Kiel Lighthouse). Confirm ETA 

12 hours before arrival at Pilot Station. 

VHF: Approaching from the Baltic Sea, Kiel Radio listens on Channel 

16 VHF and will notify the Kiel Pilot. 

GENERAL: 

Additional information required prior to Kiel Canal transit: As a result 
of security regulations which became effective in 1978, the following 
regulations issued by the competent Authorities must be complied with 
when transiting the Kiel Canal. 

Vessels which are potentially dangerous, which include pushing and 
towing units, carrying material listed in the special material list in bulk 
(see “Wilhelmshaven’), or after discharging mineral oil or petroleum 
products with a flash point below 35°C and still not gas free or inert, 
including Reactor vessels, must report as follows: 

1. Coming from the North Sea or from a port within the River Elbe District 

or when transiting the Kiel Canal. 

24 hours before entering the River Elbe, in writing, at the latest after 
clearing the last port: 

to the Wasser-und Schiffahrtsamt (Cuxhaven), 
Deichstrasse, 2190 Cuxhaven. Telex: 233154. 

With the following information: 

1. Name and Call Sign of vessel. Estimated arrival time at first 
reporting position (day, date, local time). 

Nationality of vessel. 

. Overall length and draft of vessel. 

. Port of departure and destination port. 

. Details and quantity of cargo with particulars of the stated 

dangerous cargo according to the special material list. 

. If chemicals are carried, a declaration that the vessel is in 
possession of a certificate as required by the IMO code for 
Chemical Tankers as ‘New Ship”. 

7. A declaration of any known defect in the vessel or its cargo. 
8. Name of the Owners of the vessel. 

2. Coming from the Baltic Sea and transiting the Kiel Canal as well as 

the River Elbe 

24 hours before entering Kiel Bay, in writing, at the latest after clearing 
the last port: 

To the Wasser-und Schiffahrtsamt Kiel-Holtenau, 
Schleuseninsel, 2300 Kiel 17 — Telex 292836 

giving the same information as required in 1. above for vessels entering 

the River Elbe. 

3. Coming from a port within the Kiel Canal Range 

Reports as per 1. and 2. have to be given. 

To conform with the pilotage regulations for Kiel Bay and the River 
Elbe, the above mentioned vessels which are potentially dangerous are 
obliged to engage the services of a Pilot. 

Further instructions are in force for above mentioned vessels when 
navigating within the River Elbe and Kiel Bay, as well as when transiting 
the Kiel Canal, or passing certain points. Pilots will advise the Masters 
of vessels of the relevant regulations and assist. 

The Port Authorities at Cuxhaven and Kiel will inform each other about 
arrival of vessels with dangerous cargoes. 

Potentially dangerous sea-going vessels of up to 300 g.r.t. should 
contact the relative Port Authority. 

AUTHORITY: Wasser-und Schiffahrtsamt Kiel-Holtenau, P.O. Box 

8068, Schleuse, 2300 Kiel 17. Tel: (0431) 385-1. Telex: 02-92836. 

FAX: (0431) 385-414. Contact: Port Captain, Tel. (0431) 385-450. 


(See Plan) 
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LUBECK (including Travemunde): 53.52 N. 10.40 E. 
(See Plan) 


DOCUMENTS: 

2 Crew Lists. 

1 General Declaration for Arrival and Departure. 

1 Health Declaration. 

2 Cargo Manifests. 

2 Stores Lists. 

1 Ship's Particulars form. 

Crew Manifest. 

Bills of Lading. 

Customs Declaration. 

Derat Certificate. 

PILOTAGE: Compulsory for vessels over 300 g,r.t. Pilot station situated 
at Travemunde, near foot of Nordermole. Pilots board vessels in 
anchorage area. International signals used by Pilots and by vessels 
requiring a Pilot. Contact by VHF Channel 13 and 20. 
RESTRICTIONS: Channel from Lubeck “A” buoy to Stadthafen is well 
lit and navigable by vessels fitted with radar in all weathers. 

Depths: from “A” buoy to Travemunde (Nordermole) 10.5 m.; from 
Nordermole to Siechenbucht, 10 m.; channel to NWK power station, 
9.5 m.; channel to Stadthafen 9.5 m. The river Trave narrows from 
130 m. at seaward end to 80 m. at Stadthafen. 

MAX. SIZE: Dependent on berth depth and approaches. Vessels up to 
15,000 d.w.t. can reach Stadthafen. Also see “Restrictions”. 

HEALTH: Radio Pratique possible. Pilot will ask Master to complete 
Health Declaration. 

RADIO: Lubeck Radio, VHF Channel 27. Harbour Radio service used 
by Pilots, tugs, and other vessels. 

TUGS: At Stadthafen vessels over 1,600 g.r.t. require 1 tug and vessels 
over 2,500 g.r.t. require 2 tugs. 


BERTHING: 
Travemunde: Passenger ferry harbour. North side river berths | and Il, 
7.5m. depth; Kaiserbrucke, 100m. length, 9.0m. depth; 


Ostpreussenkai, 190 m. length, 7.0m. depth; Priwall (South side), 
180 m. length, 5 m. depth. 7 berths for Roll-on/Roli-off and passenger 
traffic each 140 m. — 220 m. length, 7 m. — 9.5 m. depth. 

2 berths with railway connection, (Berths No. 6 and 7). 
Industriehafen: Depth alongside 7.8 m. — 9.5 m. 
N.W.K. Power Station: Depth alongside, 9.5 m. 
Stadthafen: 27 km. from sea. Total length of quays 7.6 km. The harbour 
depth is 6 m. — 9.5 m. 
Elbe Lubeck Canal: Navigable by barges up to 1,200 tons. 
CRANES: 1 — 200 ton floating crane, 1 — 25 ton, 1 — 12 ton, also 3 ton 
cranes. 
BRIDGE: Herrenbrucke is 56 m. wide and 22 m. above water level. Can 
be opened for vessels requiring higher clearance. 
MEDICAL: All facilities available. Hospital near docks at Travemunde, 
and at Lubeck (Medical University). 
TANKERS: Two berths, length 150 m. Max. draft 8 m. and 8.5 m. 
FRESH WATER: Available by barge at any location. 
FUEL: Fuel available at berth at Scandinavia Kai in Travemunde and 
by barge from Hamburg. 
CONSULS: Denmark, Norway, Austria, Sweden, Iceland and Finland. 
REPAIRS: Several shipyards available for deck and engine repairs. 
DRY DOCKS: Floating docks for vessels up to 13,500 tons (45,000 
tonnes d.w.t.). 
SURVEYORS: Addresses of inspectors and classification society 
representatives can be obtained from the Chamber of Commerce and 
Industry at Breite Strasse 6 — 8, Lubeck. 

Germanischer Lloyd, Schwartauer Allee 84a. 
OPENING/CLOSING HATCHES: By crew. 
REPATRIATION: All facilities available. 
AIRPORT: Hamburg, 1.5 hours by bus or train. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend’in March to 
last weekend in September). 
HOLIDAYS: 1st January, Good Friday, Easter Sunday, Easter Monday, 
1st May, Ascension Day, Whit Sunday, Whit Monday, 17th June, 
Atonement Day, Christmas Day, Boxing Day. 
POLICE: Lubeck River Police, tel. 3 34 40; Travemunde River Police, 
tel. 74141. 
BANKS: Lubeck: Commerzbank, Breite Strasse 52/54. Dresdner Bank, 
Breite Strasse 83/87. Deutsche Bank, Kohimarkt 7 — 15. 

Lubeck-Travemunde: Commerzbank, Vorderreihe 50. Deutsche 
Bank, Vorderreihe 35. Deutsche Bank, Vorderreihe 62. 
STORING: See “Prelims”. 

1. Vessels can be provisioned by lighters and lorries at all berths. 

2. No limitation of time for provisioning. 

3. Lorries can go right alongside vessels, provided the loading and 
unloading operations permit. 

4. At virtually all berths (with exception of the Wood Pier at Lubeck- 
Travemunde) fork lifts can be used. 

5. Customs procedure as in all German ports. 

6. There is always the possibility of obtaining riggers. 
TELEPHONES: Ship telephone connections at Ro/Ro berths. 
SHORE LEAVE: Allowed. 
AUTHORITY: Hafen und Seemannsamt, Hafenkapitan, (Port Captain), 
An der Untertrave 107, 2400 Lubeck 1. Tel: 0451 — 12 — 23600. 
Telex: 26894 hshl d. 
AGENT: Fisser & V. Doornum, An der Untertrave 25, D-2400 Lubeck, 
Federal Republic of Germany. Tel: (451) 7 15 25. Telex: 26811. 
Cables: Fissership. Fax: (451) 70 47 17. 
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NORDENHAM: 53.29 N. 08.29 E. (See also Bremen a 
Bremerhaven) (See Pla 


DOCUMENTS: 
Cargo Papers & Ship's Certificates. 
1 Stores List. 
3 Crew Lists. 
2 Personal Manifests. 
Derat Certificate. 
DEEP SEA PILOTAGE: See “General” before first German port » 
“Baltic Deep-Sea Pilotage” — Page 174. 
PILOTAGE: Pilot boards off the Weser Lanby. Docking Pilot will bos 
off Bremerhaven. 
ANCHORAGE: Sea anchorage off Weser Lanby or the Hoheweg 
for all types of vessels. River anchorage off Blexen, 1 mile aby 
Bremerhaven for vessels up to 100 m. LOA. 
RESTRICTIONS: No restriction except vessels with a length exceed» 
260 m. and a draft of 38 ft. Vessels with a draft exceeding 30 ft. will) 
controlled by tidal conditions. Controlling depth in channel 11 m. Mij 
In the port 9 m. to 12 m. at MLW (Midgard Pier). 
MAX. SIZE: (The max. drafts are estimated). 
Midgard Pier: (a) Bulk cargo berth, total length 1,068 m. Max. lo 
270 m. max. draft 42 ft. 08 in. (FW). 

(b) Oil Berth No. 1 (combined with Southern part of ‘a’), max. leng 
850 ft., beam 120 ft., draft 42 ft. 08 in. 

(c) Oil Berth No. 2, max. draft 42 ft. 08 in. (FW). 

(d) Granary, quay length 188 m., draft 38 ft. — 40 ft. (FW) weaty 
permitting. 

Midgard Terminal (Blexen): Max. length 820 ft. (250 m.) up to a dy 
of 38 ft. 06 in. (FW). 

Guanowerk, max. length 550 ft., max. draft 30 ft. (FW) (approx.) 

Preussag, max. length 550 ft., draft 27 ft. 

Also see “Tankers”. 
ee hie Pratique granted immediately on arrival in port by Hea 

icial. 

RADIO: Norddeich Radio (DAN) or Elbe-Weser Radio (VHF Chany 
16). 

RADAR: No _ port 
“Bremerhaven”. 
TUGS: Ample available from Bremerhaven. Tug's lines used. 
BERTHING: The following industrial works and companies within » 
port area of Nordenham possess a berth each for sea-going vess 
which serve only their private supplies and requirements. These ber 
are situated North of Midgard Pier. 

lp ait alts Seekabelwerke Aktiengesellschaft, (production 
cables). 

2. Felten & Guilleaume Schatanlagen GmbH (production of elect 
appliances, motors, etc.). 

3. Preussag Boliden. Length of quay 230 m., depth of water 32! 
10 in. (approx.) 2 cranes of 10 and 5 tons. Capacity 200 t.p.h. # 
90 t.p.h. respectively. Storage capacity, 50,000 tons (coal or of 
10,000 tons (metal blocks), 5,000 cu.m. (sulphuric acid). 

4. Guano-Werke  Aktiengesellschaft (s.a.) (phosphates # 
fertilisers). Length of quay 165 m. 1 gantry crane and 1 mechane 
unloader for bulk cargo. 

5. Erdolwerke Frisia Aktiengesellschaft (tanks for the storage 
mineral oils). 

6. MBB (production of airplanes). 

7. Weser Tanklager Gesellschaft GmbH (storage of mineral ® 
bunker oil station of BP). 

Connections: Gas oil 28 in., fuel 1x8 in. 
8. Titangesellschaft GmbH (production of titandioxide). 
SPECIAL CARGO HANDLING FACILITIES: 
Midgard Pier: 

No. 1. Bulk cargo berth for discharging and loading. Length of a 
710 m. Depth 12 m. Four bridges with a lifting capacity w 
22 tons. Max. outreach 27 m. One jib crane up to 65” 
capacity, max. outreach 48 m. Capacity: 30,000 tons ore? 
24 hours. 25,000 tons of coal per 24 hours. Connections! 
mineral oil and molasses. 
Oil berth. Length of quay 170 m. Depth 9.5 m. Three pe 
lines 10 in. to 12 in. diameter for fuel oil, diesel oil and¢ 
oil. No shore steam or facilities for dirty ballast available. 
Granary. Length of quay 188 m. Depth 12 m. Two eleval 
with a total discharge capacity of 700 t.p.h. Loading ralé 
vessels 300 t.p.h. Storage capacity of 46,000 tons. 
Midgard Terminal (Blexen): Length 210 m. Extra moor 
dolphins North and South of wharf 50 m. from each en 
wharf. Depth alongside 12.5 m. at MLW. 2 mecha 
unloaders for discharge. Special storage facilities for® 
cargoes. The berth can accept vessels up to 80,000 a 
fully laden or up to 125,000 d.w.t. with a part cargo. 
STEVEDORES: 24 hours’ notice required. Notice required Fre 
morning for week-end work. 

1st shift: 0600 — 1400 hrs. 

2nd shift: 1400 — 2200 hrs. 

3rd shift: 2200 — 0600 hrs. (overtime). 
On Saturdays: 

1st shift: 0600 — 1400 hrs. 

2nd shift: 1400 — 2200 hrs. (overtime). 

3rd shift: 2200 — 0600 hrs. (overtime). 
On Sundays: 

1st shift: 0600 — 1200 hrs. (overtime). 

2nd shift: 1200 — 1800 hrs. (overtime). 

3rd shift: 1800 — 2400 hrs. (overtime). 

4th shift: 2400 — 0600 hrs. (overtime). 

MEDICAL: Hospital available; advance notice only required if ug 
cases. 


radar available. Radar for entrance 


No. 2. 


No. 3. 


No. 4. 


TANKERS: Diameter of lines 8 in. 
cnall Berth: Max. draft 34 ft. 
eser Tankerlager: Max. size 200 m., length 32 ft. draft at LW. 
sshaped mooring lines attached to pontoons fore and aft, middle lines 
ye attached to the shore. Length of lines 100 m. 

also see “Special Cargo Handling Facilities”. 

SITY: Average density of water 1005 — 1012. 

FRESH WATER: Fresh water available at a rate of 15 t.p.h. per hose 
once DM 5.40 per ton. 
FUEL: All grades available; delivery by barge; 2 days’ notice required. 
FRE PRECAUTIONS: Special regulations for vessels loading or 
gscharging explosives. 
CONSULS: See Bremerhaven’. un 
REPAIRS: Minor repairs can be carried out. Ample facilities for major 
pairs at Bremerhaven. 
pRY DOCKS/SURVEYORS: See “Bremerhaven” or “Bremen”. 


| WATCHMEN: Not necessary but available if required by Master. 


rat 


OPENING/CLOSING HATCHES: Normally by crew but if by stevedores 


| extra charges will apply. 


cuSTOMS ALLOWANCES: Each crew member 200 cigarettes or 30 
ogars or 30 grammes of tobacco and 1 bottle of spirits for a running 
period of 3 days. 

CARGO GEAR: In most cases loading and discharging is effected with 
snore gear. Special equipment can be ordered from Bremerhaven. 
REPATRIATION: Possible by air via Bremen or Hamburg. 

AIRPORT: Bremen, distance 70 km., 1 hour by car. Hamburg. 200 km., 
2hours by car. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 2052; Fire 112. 
TELEPHONES: Available on request. 

SHORE LEAVE: Permitted. 

IDENTIFICATION CARDS: Not issued. 

REGULATIONS: Port regulations for the Midgard Pier including special 
regulations for handling of explosives. 

DELAYS: None except waiting for high tide (see “Restrictions”’). 
AUTHORITY: ‘Midgard’ DSAG, Midgardstr. 50, P.O.Box 98, D-2890 
Nordenham. Tel: 4731/810. Telex: 238317. FAX: 88564. Cables: 
Midgard Nordenham. Contact: Mr. Werner, Board Member. Mr. Gocht, 
Pier Inspector. 


PAPENBURG: 53.06 N. 07.23 E. (See Plan) 


LOCATION: Papenburg is 20 nautical miles above Emden on the Ems 
seaway at km. 0.0 and on the inland waterway Dortmund — Ems canal 
atkm. 225.82. 
PILOTAGE: The Sea Pilot is taken on board from the pilot cutter at 
Westerems and the district and Port Pilot at the Emden Pilot Station. All 
vessels Over 1,000 g.r.t. (Sea-going), and all oil, gas and chemical 
lankers require a Pilot. 
RESTRICTIONS: Lock operating times: From 1st March to 30th 
September, Monday to Saturday, from 0600 to 2000 hrs. 

From 1st October to 28th February, Monday to Saturday, from 0700 


| 10 1800 hrs. 


Lockings outside operating times, and on Sundays and Holidays must 
be promptly reported, at the latest half an hour prior to normal lock 
operating times, by telephone 04961/2640 or via VHF Channel 13. 

Also see “Bridges”. 

MAX. SIZE: Vessels with a max. draft of 5.5 m. can reach the port during 
WHWST. Vessels with a greater draft must discharge at Leerort. 

VHF: Communications with the lock-keeper are on Channel 13. Bridges 
ae on Channel 15. 

BSERTHING: The port is connected to the Ems by a lock 26 m. wide and 
152m. long. Ships with a beam greater than 26 m. can reach the port 


_ bya lock 40 m. wide. The port has a foreport (300 m. long and 80 m. 


Wide), the sluice canal (1,900 m. long and 65 — 90 m. wide), the Southern 
ndustrial Port (500 m. long and 100 m. wide), the Northern Industrial 
Port (600 m. long — 80 m. wide), the Dever Port (450 m. long and 80 m. 
wide), the railway dock (300 m. long and 50 m. wide), the Werft Port 
200 m. long and 100 m. wide), the Turm Canal (300 m. long and 35 m. 
~§0 m. wide, which can be reached through a 17.6 m. wide railway 
ondge), and the yacht marina. Depths vary from 3.5 m. to 6 m. 

Of the 3,700 m. of the Spundwand Quay, 2,500 m. are devoted to 
cargo handling.1,200 m. of this is provided with railway lines. The total 
®ngth of the port railway facility is 6,700 m. 40,000 cu.m. of open free 
Siolage space can be used for bulk cargo accommodation. Further open 
Md covered storage areas, together with silo facilities, for approx. 
eennee cargo are available through companies operating within 


CRANES: In the port area there are 2 heavy lift cranes up to 120 tons 
8 total 230 ton capacity), 1 heavy lift crane 140 tons, 1 heavy lift crane 
tons, 7 jib cranes 3 — 15 tons, 1 gantry crane 6 tons with a 52 m. 
ek traverse, 1 crane 6.5 tons, 1 crane 5 tons, 2 cranes 1 ton, 2 mobile 
“anes 11 tons and 40 tons, 1 floating crane 6 tons, 1 mobile conveyor 
= 100 t.p.h., 2 grain handlers 30 t.p.h. and 40 t.p.h. 

SRIDGES: At Ems km.15.02 the Leerort road rotary bridge has to be 
based; West opening 29 m. and East opening 31 m. passage width. 
meng times from sunrise to sunset and after prior report by telephone 

91/2992 and VHF Channel 15. 

AtEms km.6.9, the railway folding bridge has to be passed (Weener). 
_@ Passage width is 24 m. Opening times are as per the current traffic 
Dan, The bridge is manned daily, also Sundays and holidays, from 0400 
92200 hrs. Telephone 04951/2065 and VHF Channel 15. 
agit bridges have a passage height when closed of 3.50 m. at 


FRESH WATER: Available. 
L: Available. 


GERMANY, Federal Republic of 


REPAIRS: Vessels up to 30,000 tons, length 250 m. and width 35 m. 
can be repaired at the local shipyards. 

Shipbuilding dock: A covered building dock with length 258 m. and 
width 39 m. 

DRY DOCKS: A drydock of 250 m. length and 36 m. width is available. 
POLICE/AMBULANCE/FIRE: Water Police Tel: 04961/4144 or 
04961/72982 (After hours). 

DEVELOPMENTS: The port installations are currently being extended 
by the Industry Port — North which will be approximately 1,000 m. long 
(300 m. finished) and 100 m. wide. 

AUTHORITY: Hafenamt Papenburg-Ems, P.O.Box 14 40, 2990 
Papenburg 1, West Germany. Tel: 04961 821. 

Hafenamt Papenburg, An der Seeschleuse, 2990 Papenburg 1, West 
Germany. Tel: 04961/2640. Contact: Captain W. Hermanns, Harbour 
Master. (A.O.H. Tel: 04961-3169). 

AGENT: Fisser & V. Doornum, Ringstrasse 43, D-2970 Emden, 
Federal Republic of Germany. Tel: (4921) 803211/2. Telex: 27817. Fax: 
(4921) 20861. 


RENDSBERG: 54.18 N. 09.40 E. (See Plan) 


SHIPMASTER’S REPORT: June 1988. 
DOCUMENTS: 

2 copies Crew List. 

1 copy Stores List (including tea, coffee, tobacco, spirits, cigarettes, 

wine). 

1 copy Crew Personal Effects List (to be completed on special 

Customs form supplied by the Agent). 
PILOTAGE: When coming from the Baltic, vessel takes a Lock Pilot 
and a Docking Pilot. If arriving from Brunsbuttel, Docking Pilot boards 
the vessel at Nubbel, a few miles from Kreishafen. 
RESTRICTIONS: Maximum draft 9.5 m., air draft 40 m. The maximum 
draft is also controlled by Navigation Rules of the Kiel Canal and varies 
according to vessel’s LOA and breadth. 

There is no restriction on beam except when discharging into barges 
overside, when the maximum beam permitted is 15.0 m. 

TUGS: 2300 h.p. and 1700 h.p. 

BERTHING: The total length of Kreishafen Wharf is 750 m. The berth 
was rebuilt and dredged to 10.0 m. in 1986. 

CARGO HANDLING FACILITIES: Daily discharge rate for fertiliser 
700 tonnes — 2,500 tonnes, depending on quality of fertiliser. 

Four bulldozers of 3 tons each are available to assist when 
discharging. 

CRANES: 72 tons — 18 tons. Four of the cranes are suitable for grab 
discharge. 

DENSITY: Brakish water. 

STEVEDORES: ETA notice to stevedores should be sent through the 
vessel's Agent. Stevedores require 14 days, 10 days, 7 days, 5 days, 
4 days, 2 days and 1 days notice. 

Working hours are from 0600 hrs. — 1800 hrs. on Mondays to Fridays. 
Work carried out after 1800 hrs. weekdays and all weekend work is on 
overtime rates. 

MEDICAL: There is a hospital available. Specialist doctors also 
available. 

TANKERS: Esso Berth for handling chemicals, length 70 m., depth 
alongside 6.0 m. BP Berth for bunkering, length 80 m., depth alongside 


8.0 m. 

FRESH WATER: Available at the berth. 

FUEL: Not easy to obtain and only available in small quantities by truck. 

Fuel is very expensive. 

CONSULS: Nearest Consuls at Kiel and Hamburg. 

REPAIRS: Facilities available. 

DRY DOCKS: 2 dry docks available, Dry Dock No. 1: 

155 m. x 22.7 m. 5.80 m. Dry Dock No. 2: 193 m.x32 m.x6.3 m. 
There is a floating dock with capacity 4,400 tons, length 120 m., 

breadth 22.0 m., maximum draft 5.5 m. (forward) and 5.8 m. (aft). The 

floating dock has one crane with capacity 10 tons. 

SURVEYORS: Germanischer Lloyd based at Kiel. Lloyd's and ABS 

based at Hamburg. 

GANGWAY/DECK WATCHMEN: Ship's crew are required to attend 

moorings as passing traffic sometimes not proceeding at low speed. 

Moorings should consist of 3 head and stern lines and 3 spring lines 

fore and aft. 

OPENING/CLOSING HATCHES: Ship’s crew open and close hatches. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottles of spirit 

allowed every 4 days. 

REPATRIATION: Possible via Hamburg. 

TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 

last weekend in September). 

HOLIDAYS: All normal Federal Republic of Germany holidays. 

POLICE/AMBULANCE/FIRE: 110, 110 and 112 respectively. 


ROSTOCK: 54.09 N. 12.08 E. 


DOCUMENTS: 
Health Declaration. 
6 Crew Lists. 
2 Passenger Lists. 
2 Currency Lists. 
Stores List. 
Cargo Documents. 
Ship’s Certificates. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englar 


PILOTAGE: Compulsory. Contact by VHF Channel 16, working Channel 
12. Pilot boards at Warnemunde Light Buoy. International code signals 
used. Also see “Baltic Deep-Sea Pilotage’” — Page 174. 
ANCHORAGES: In Warnemunde Roads, off port entrance, in depths 
of 48 ft. 

RESTRICTIONS: Entrance channel from Warnemunde Light Buoy to 
Overseas Port at mouth of River Warnow, depth 13.0 m. 

MAX. SIZE: For Overseas Port: length 230m., beam 32™m., draft 
11.58 m. (38 ft.). For City Docks: 142 m. length, 21 ft. draft. Also see 
“Tankers”. 


Berth Max. Draft Remarks 
No. (m.) (ft. in.) 
03 9.45 310 Max. LOA 215m. 
04 11.58 380 (37 ft. for turbine vessels) 
05 9.14 300 Max. LOA 215m. 
07 9.02 297 
12 10.36 340 Max. LOA 210m. 
16 10.36 340 Max. LOA 180m. 
17 11.28 370 
18 11.20 36 9 
21-23 10.06 33 0 
24 11.28 370 
31, 32, 36 9.75 320 
33 10.06 33 0 
34; 35, 37 9.45 310 
41 — 46 9.75 320 
50 9.14 30 0 
51-54 9.75 320 
63 7.62 250 (Ro-Ro) 
64, 65 10.36 340 
66 9.45 310 
67, 68 10.36 340 


HEALTH: Pratique given on arrival. In case suspected disease or fever 
on board, radio details to Agent before arrival. Complete Declaration of 
Health required. 
RADIO: Rugen Radio, call sign “Y5M". 
TUGS: Available. Use of at least 1 tug is compulsory for vessels berthing 
and unberthing. 
Sufficient number of tugs available, from 300 h.p. to 1,200 h.p. Tugs 
normally join vessel in front of the mole. 
BERTHING: Overseas Port: Situated in Lower Warnow River about 
3.8 miles from Warnemunde Sea Buoy. 
Pier No. 1: 9 berths. General goods, depth 30 ft. to 34 ft. 
Pier No. 2: 13 berths. General goods, depth 30 ft. to 33 ft. 
Pier No. 3: 4 berths. Bulk cargoes, depth 30 ft. to 37 ft. 
Pier No. 4: 3 berths. Grain, Feedstuffs, Fish Meal. Depth 34 ft., 
1 berth Urea, Potash. 
Oil Pier: 3 tanker berths, depth 30 ft. to 38 ft. 
Chemical Port: 1 berth. Depth 29 ft. 7 in. Products Handled: Ammonia, 
Methanol and Butane. 
City Docks: In Warnow River, about 6 miles from sea. Total quay length 
1,600 m. depths alongside 21 ft. and 18 ft. Grain elevators shooting 
capacity 42 t.p.h., suction capacity 33 t.p.h. 
Warnemunde: Port for passenger service. Quay length 180 m. Depth 
alongside 27 ft. 06 in. ‘ 
Port Control to be contacted through VHF Channel 14. 
Roll-on/Roll-off terminal with facilities for 20 ft. and 40 ft. containers. 
Max. draft 25 ft. 
CRANES: Overseas Port: 73 cranes and 15 crane-bridges with 
capacities from 3.2 — 63 tons. A self-propelled floating crane “Goliath”, 
for heavy lifts not exceeding 100 tons is available. Heavy Lifts weighing 
up to 300 tonnes may be handled by means of additional 100 ton yard 
cranes. Container facilties and container gantry crane available. 
City Docks: Crane capacities 2 — 10 tons. 
BULK HANDLING FACILITIES: 4 berths, length of quay 900m. 
6 bridges with 20 tons capacity and outreach of 40 m. 2 unloaders, 
1500 t.p.h. and 12,000 t.p.h. Storage area 13,200 cu.m. for 90,000 
tons of bulk cargo. 
MEDICAL: Doctors, hospitals available. Advance notice to Agent 
required if medical assistance necessary. 
TANKERS: 3 berths available. Max. size 50,000 d.w.t. Max. length 
230 m., Max. draft 38 ft. 
Berth No. 03, 31 ft. (max. LOA 215 m.) 
Berth No. 04, 38 ft. (max. LOA 230 m.) 
Berth No. 05, 30 ft. (max. LOA 215 m.) 
Storage capacity of 120,000 cu.m. Max. discharge rate 2,900 cu.m.p.h. 
FRESH WATER: Available ex-shore hydrants. 
FUEL: Available all grades fuel and gas oil by barge. Vessels calling 
for bunkers only, pay no harbour dues, and other fees are reduced. 
REPAIRS: All repairs possible. Neptun Shipyard and other repair shops 
situated at City Docks. Warnow Shipyard and floating dock situated in 
Overseas Port. 
Tank cleaning, boiler cleaning and repairs. 
REPATRIATION: Can be arranged if identification papers in order. 
TIME: GMT plus 1 hour. Summertime, GMT plus 2 hours (24th March 
— 29th September). 
HOLIDAYS: New Year (ist January); Good Friday; Easter Sunday; 
1st May; Whit Sunday; Whit Monday; Ascension Day, 24th May; 7th 
October; Christmas Day; 26th December. 
AIRPORT: Berlin. 
TELEPHONES: Ship-to-shore connections available. 
POLICE/AMBULANCE/FIRE: Ambulance 366-3500; Police 366-3333; 
Fire 366-2222. 
SHORE LEAVE: Crew members permitted ashore. 
DEVELOPMENTS: New container and Ro-Ro installation to be built in 
the Southern harbour. 
Port basin to be dredged to 14.0 m. 
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SHIPMASTER’S REPORT: September 1980 (Updated 1990). 
VHF: While the vessel is in port, telephone calls to anywhere inside, 
outside Germany can be made most conveniently through “Rosty, 
Radio” on VHF Channel 16. The working Channel is 26. 

Customs: The Customs only seal the cigarettes and coffee. Spirits » 
not sealed. Each crew member is allowed 200 cigarettes. 
Immigration: |\mmigration formalities are in accordance with internation 
regulations. On arrival, the Master has to present a Crew List as yw 
as the Seaman's Books, for checking by Immigration Authorities » 
validity on board of the vessel. 

Identity control will be affected on the spot. 

Crew members will receive shore passes. 

All supernumeries on board from countries with visa obligations ha 
to obtain a visa against a fee of DM 5.00. On departure no control» 
be necessary except questioning of Master about any changes in Crp 
List. 

Density: The density of the water at the berth varies from 1000 to 10) 
ozs./cu.ft. 


AUTHORITY: Seehafen Rostock AG, Rostock-Uberseehafen. Tel: % 
331130. Telex: 031371, 031264. FAX: 366-21932. Conta 
Mr. Dieter Noll, Port Director. Port Captain Tel: 366-4255. 


AGENT: Schiffsmaklerei, Strandstr. 25, Rostock. Telex: 31265 (He: 
Office). Port Office, City Docks. Telex: 31265. Tel: 383365. Ager 
Overseas Port. Telex: 31441305. Tel: 366-31831. 


STADERSAND: 53.37 N. 09.32 E. 

Oil Terminal in Elbe River 
Aktiengesellschaft. 
DOCUMENTS: 

3 Crew Lists. 

2 Personal Effects Lists. 

1 Stores List. 

1 Tobacco List. 

Cargo Documents. 

Ship's Register. 
DEEP SEA PILOTAGE: See “General” before first German por a 
“Baltic Deep-Sea Pilotage” — Page 174. 
PILOTAGE: See “General” before first German Port. 
RESTRICTIONS: Draft calculated by adding 31 ft. to height of tide ar 
allowing 3 ft. underkeel clearance. 
MAX. SIZE: Max. LOA 230 m. Max. beam 32 m. Max. draft (M.H.\\ 
11.50 m. Max. size 60,000 d.w.t. 
HEALTH: Health Certificate brought on board by River Pilot for Mas 
to complete. 
RADIO: All messages to Agents, etc., through Norddeich Radio, & 
sign DAN. Closer to port Elbe-Weser Radio can be contacted by Vi 
Channel 16. 

Ships’ reporting station is on permanent duty at Stadersand, Ve 
Channel 11, safety and calling Channel 16. 
RADAR: River Radar Service from Elbe 1 to Hamburg see ‘Gener 
before first German Port, but no special Port Radar Service * 
Stadersand. Radar Service in the area of Stadersand available, can? 
contacted through VHF Channel 21, “Hetlingen Radar Radio”. 
TUGS: Available. Meets vessel off the berth. 
BERTHING: 1 tanker berth at T-head jetty. 1 pipe-line = 300 m 
diameter, 2 hoses x 200 mm. diameter, permissible pressure 12 be 
Max. discharge rate 1,200 t.p.h. 
DENSITY: Brackish. 
FRESH WATER: Only obtainable by barge from Hamburg. Minin 
quantity supplied is 200 tons. 
FUEL: Only obtainable by barge. 
CUSTOMS ALLOWANCES: 100 cigarettes and 1 bottle wine/spirits? 
man. 
CONSULS AND GENERAL INFORMATION: Refer to ‘Hamburg’ 
AUTHORITY: Operator: PreussenElektra Aktiengesellschaft, Tanklay 
Stadersand, P.O.Box 1780, 2160 Stade. Tel; 04141/7% 
Telex: 218140. Cables: Fiatlux Stade. FAX; 04141-700) 
Contact: Mr. Schild. 


AGENT: See “Hamburg”. 


operated by PreussenElee 


STRALSUND: 54.18 N. 13.06 E. 


DOCUMENTS: 

Health Declaration. 

3 Crew Lists. 

2 Passenger Lists. 

2 Currency Lists. 

Stores List. 

Cargo Documents. 

Ship's Certificates. 

PILOTAGE: Compulsory. Contact Pilot by VHF Channel 14. 
stations are at Barhoeft and Thiessow. Pilot boards vessel at Ge 
(N.W. entrance) and Landtief (Eastern entrance). 

Entry only possible from 1 hour before sunrise to 1 hour after su® 
(N.W. entrance only). Also see “Baltic Deep-Sea Pilotage” — Page” 
ANCHORAGES: In the roads clear of the fairway, depths 26 ft. to 
RESTRICTIONS: Northern entrance between breakwaters is \ 
depth, used by smaller vessels only. Eastern entrance, depth 17 ft Mu 
passing railway bridge, which is opened about every 5 hours. 


(See Pla’ 


WAX. SIZE: Vessels up to 17 ft. draft. 
: Rugen Radio, call sign “YSM". 
LTH: Pratique given on arrival. In case suspected disease or fever 
~ poard radio details to Agent before arrival. 
1uGS: Available and compulsory for vessels of over 1,000 g.r.t. berthing 
nberthing. 
SERTHING: Depth alongside quays up to 17 ft. maximum. Length of 


1,200 m. 
BRANES: : 
2 cranes 10 tons capacity, reach 32 m. (heavy lifts up to 20 
tons, reach 16 m.) 
2 cranes 10 tons capacity; reach 20 m. 
tj crane 5 tons capacity; reach 22 m. 
2 Elevators capacity 25 t.p.h. each (for grain only). 


Also a conveyor system for handling of salt with a capacity of 250 t.p.h. 
 yEDICAL: Doctors, hospitals available. Advance notice to Agent 
quired if medical assistance necessary. 
FRESH WATER: Available from shore ex pipe-line. 
FUEL: Gas oil and lub oil available by barge. 
REPAIRS: All deck, hull and machinery repairs by local shipyards. 
REPATRIATION: All facilities exist for changing crews. 
AIRPORT: Berlin. 
TIME: GMT plus 1 hour. Summertime, GMT plus 2 hours (Last Sunday 
» March — Last Sunday in September). 
HOLIDAYS: New Year (ist January); Good Friday; Easter Sunday; 
istMay; Whit Sunday; Whit Monday; 7th October; Christmas Day; 
26th December. 
SHORE LEAVE: Crew members permitted ashore. 
AUTHORITY: VEB Seehafen Stralsund, Hafenstrasse, Stralsund. Tel: 
92360, 692361. Telex: 317350 Dtsh Dd. Contact: Heinz Happ, Port 
Owector. Harbour Master, Tel: 692382. 


AGENT: VEB Schiffsmaklerei Rostock, Agentur Stralsund, 23 Stralsund, 
vafen — Ballastkiste. Tel: 692362. Telex: 317224/25. 


WILHELMSHAVEN: 53.31 N. 08.10 E. (See Plan) 


DOCUMENTS: Tanker Check List with statement of vessel's 
deficiencies to be provided and delivered to the Sea Pilot before 
commencing pilotage. 
Oil Port 2 Crew Lists. 
1 Health Declaration (Form supplied by Pilot). 
Derat Exemption Certificate. 
Passports/Seamen’s Books. 
Vaccination List. 
Tanker Check List 
2 Crew Lists. 
1 Health Declaration. 
2 Cargo Manifests. 
2 Stores Lists. 

PILOTAGE: There is a central pilot station near “Deutsche Bucht" 
_lanby, where certain ships (see below) embark or disembark Jade, 
Weser and Elbe Pilots from/to helicopter or, weather permitting, boat. 
| Jade (and Weser) Pilots are on board a 2-masted pilot vessel with yellow 
funnel with black top and white letters “LOTSE” (=Pilot) on black hull, 

lying the flag “‘H” of International Code. 
Pilot vessel is usually stationed near unmanned “Weser” Lanby. 
To call Jade Pilot, following signals are to be used: 
~ By day: flag “1” below flag ‘‘G” of International Code; 
~ Ey night: the foregoing signals, given by morse lamp and/or 
whistle; 
~ In bad visibility signals by whistle; 
- In all cases advance VHF contact is recommended. 
a) When the pilot vessel is moved up the River Weser due to bad 
weather, embarking or disembarking of sea pilots takes place 
— on the Weser in area between light buoys “17/4-Reede” and 
19/H-Reede”; 
— on the Jade in area "Minsener Oog" by pilot vessel operating 
from Wilhelmshaven. 
__ inward bound vessels with draft exceeding 16 m. or with gross 
‘nnage exceeding 60,000 g.r.t. may take the Harbour Pilot only seaward 
| ot Jade lightbuoys 29 and 30. 
_%) Pilots are to be ordered as follows: 
Inward Bound Vessels: 
24 hours prior arrival pilot station at “Deutsche Bucht” Lanby or 
12 hours prior arrival pilot station at “Weser’ Lanby. 
Outward Bound Vessels: 
1. At least 2 hours prior to ETD. 
2. For departures between 1900 hrs. and 1000 hrs. the Pilot 
_ has to be ordered by 1700 hrs. 
Pilot order must contain following items: 
1. Name and gross tonnage of vessel. 
2. Intended embarking position. 
3. Time of arrival at embarking position. 
Pilotage is compulsory as follows: 
N navigation stretches inward of the respective outer position of 
pilot vessel, Wilhelmshaven Roads excluded, for: 
(a) oil, gas and chemical tankers 
(b) other vessels exceeding 1,000 g.r.t. 
2 On navigation stretches between pilot station at ‘Deutsche Bucht’’ 
Lanby and the respective outer position of pilot vessel for: 
(a) oil, gas and chemical tankers exceeding 10,000 g.r.t. 
(b) other seagoing vessels exceeding 60,000 g.r.t. 
On navigation stretches between the position of the pilot vessel 
Shifted up the Weser due to bad weather and “Weser’” Lanby for: 
(a) Vessels exceeding 20,000 g.r.t.; oil, gas and chemical tankers 
excluded. 
(b) Car carriers and Ro-Ro vessels exceeding 10,000 g.r-t. 
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4. Federal Government vessels and Federal navy ships are 

exempted. 

Ships up to 5,000 g.r.t. and tankers not exceeding 300 g.r.t. are 
exempted from compulsory pilotage if: 

— the Master and his ship have performed 6 voyages on the river within 
the last 12 months; 

— the ship is equipped with radar and VHF (including all river working 
Channels); 

— the Master has sufficient knowledge of the German language. 

The Waterway and Shipping Authority may exempt ships, tankers 
excluded, exceeding 5,000 g.r.t. from compulsory pilotage on application 
for 12 months if ; 

— the Master and his ship have performed 36 voyages on the river within 
the last 12 months and 
— the other foregoing requirements are fulfilled. 

The same Authority may give exemption from compulsory pilotage 
only in special cases (e.g. distress situation etc.). 

Vessels exempted from compulsory pilotage have to order shore 
based radar assistance at visibilities less than 3,000 m. from the radio 
station of the Wilhelmshaven Radar and Information Centre 
(Revierzentrale) when navigating the stretches between “Weser” Lanby 
and Wilhelmshaven. This station is to be called ‘“Jade-Radar”’ on VHF 
Channels 16/63/20. 

Shore based radar assistance will be given: 

— when the visibility is less than 3,000 m. between “Weser” Lanby and 
Wilhelmshaven or; 

— when the pilot vessel is moved up the River Weser due to bad weather 
or; 

— when the lightbuoys are withdrawn during heavy ice drift periods or; 
— when required by ship's command or; 

— when made obligatory by instruction of Shipping Authority. 

Vessels confined to the dredged channel due to their draft and/or 
exceeding 60,000 g.r.t. take 2 Sea Pilots at “Deutsche Bucht’” Lanby. 

Helicopter pilot service is available for vessels above 50,000 g.r.t. at 
“Deutsche Bucht” Lanby. 


DEEP SEA PILOTAGE: See “General” before first German port and 
“Baltic Deep-Sea Pilotage” — Page 174. 


ANCHORAGE: 

1. Deep water Roads for large tankers South of “Deutsche Bucht” 
Lanby. 

2. Roads for large and deep-draft vessels S.E. of ‘“Weser” Lanby. 

3. Tanker Road Schillig for tankers not exceeding 250,000 d.w.t. 
and/or 13.5 m. draft. 

4. Schillig Roads for all vessels — tankers exempted — not exceeding 
13.5 m. draft. 

5. Quarantine anchorage for vessels under quarantine. Max. draft 
13.5 m. 

6. Explosives anchorage for vessels carrying explosives or 
ammunition. Max. draft 13.5 m. 

7. Tanker Roads-—North, for tankers which are loaded or waiting for 
berth. A safety distance of at least 300 m. between vessels at anchor 
has to be maintained. Max. draft 13.5 m. 

8. Tanker Roads—South, for tankers being unloaded and not yet gas 
free and not exceeding 280 m. length. Max. draft 13.5 m. When anchored 
vessels are turning with the tide, measures like tug assistance against 
covering the Arngast light sector or drifting to the West side of the fairway 
to diminish time and circle of turning. 

9. Wilhelmshaven Roads, usually for smaller vessels waiting for sea 
lock passage. 

10. Road for small vessels up to 20 m. in length. 

11. Actual sounding plans are to be observed because changes of 
depths are possible. (Contact “Jade-Revier Radio” or pilot). 

Transhipment of goods according to IMDG Code Nos. 1 (explosives), 
2 (gases) and 3 (inflammable liquids) is prohibited on the Jade including 
Roads. 

Request for bunkering permit is to be addressed to ‘‘Wasser- und 
Schiffahrtsamt Wilhelmshaven” via radio station “Jade-Revier-Radio” 
on VHF Channels 16, 63 and 20. 


RESTRICTIONS: No restrictions on night entry. Unless notified by 
waterway and shipping authority. Vessels draft exceeding 54 ft. 02 in. 
(16.5 m.), will be controlled by tidal conditions and vessels navigate 
according to specified schedule. 

Also see “General”. 

Traffic Safety Measures for Large Vessels: 

Vessels with draft exceeding 17 m. will be guided by police vessels 
showing quick flashing blue light when navigating the Precautionary Area 
between lightbuoys DB 18/Jade and DB 19/Jade. All other vessels are 
requested to give way to these vessels restricted by their draft. 

During the navigation of vessels exceeding 200 m. in length in the 
Precautionary Area, the radio station “Deutsche Bucht-Revier-Radio” 
transmits navigational warnings every 15 minutes on VHF Channel 80 
in German and English language. Warnings will be announced on VHF 
Channel 16. 

Compulsory Reporting System in the Inner German Bight: (Extract from 
Common Proclamation of the Waterways and Shipping Directorates 
Nord and Nordwest). 
All vessels, towing and pushing units included, exceeding 50 m. in 
length must report as follows: 
1. First Report (initial) 
(a) Items to be transmitted: 
Vessel'’s name. 
Position. 
Dimensions. 
Destination. 
(b) Reporting positions for inward bound vessels: 
when passing 
Light buoy “TW 7”, or 
Light buoy “DB 13”, or 
If coming from the North, the parallel 54° 20’ 00” N. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 


2. Movement Report 
(a) Items to be transmitted: 
Vessel's name. 
Position. 
Speed. 
Passage time. 

(b) Reporting Positions for inward bound vessels: 

when passing 
Light buoy “TW 7", or 
Light buoy “DB 17”. 
(c) Reporting positions for outward bound vessels: 
Leaving the River Weser, when passing the light buoy “1” (Alte 
Weser) or “A1" (Neue Weser). 
Leaving the River Elbe in Westerly direction, when passing the 
connecting line “light house Heligoland/light buoy 
Nordergruende N’’ (approx. longitude 08° E). 
3. These reports are to be addressed to “Deutsche Bucht Revier 
Radio” on VHF Channel 80. 
4. After completing the reports, vessels are to stay on “stand-by” VHF 
channels within the extension of the German territorial waters. 
Shipping Regulations and Restrictions: 

1. Vessels, including those being towed or pushed, carrying 
dangerous goods in accordance with the Annex No. 1 (list of substances 
— see Annex No. 1 before “Authority’) to the traffic regulations for 
waterways navigable by seagoing vessels in the Federal Republic of 
Germany or being not de-gassed or not inerted and vessels with nuclear 
propulsion must report 24 hours before navigating the Jade, however 
not later than departure from last port of call, to “Wasser- und 
Schiffahrtsamt” Wilhelmshaven. 

Report must contain following statements: 

(a) Name and call sign of vessel. 

(b) ETA at lightbuoy “TW 9" or “1a’’ (Jade). 

(c) Nationality. 

(d) Length and draft. 

(e) Last port of call and destination. 

(f) Type, quantity and IMDG Code No. (see Annex |). 

(g) When carrying chemicals or liquefied gases, indication whether 
a valid certificate according to IMO Code for chemical tankers or 
gas tankers is existing on board. 

(h) Declaration about deficiencies of ship or cargo. 

(i) Ship's owner or authorised Agent. 

This report must be given in written form to Wasser- 
Schiffahrtsamt Wilhelmshaven. 

Conditions, stipulations and restrictions for the navigation of: 

(a) Tankers carrying cargoes in bulk according to Annex 1 (list of 
substances), i.e. gases, dangerous chemicals, mineral oil and 
mineral oil products; 

(b) empty tankers after discharging of mineral oil or mineral oii 
products, if the flash point of the last cargo was below 35° C, 
remaining slop excluded, whose tanks are not cleaned, gas freed 
or inerted; 

(c) empty tankers of above named type, if the flash point of the last 
cargo was above 35° C., and before that a cargo with a lower 
flash point was carried, whose tanks are not cleaned, gas freed 
or inerted; 

(d) Nuclear powered vessels: 

1. Visibility must exceed 1,000 m. 

2. Continuous radio contact with radio station “Jade Revier 
Radio” on VHF Channels 16/63/20 must be made safe, also when 
communicating with other stations; 

3. A faultless working radar device has to be in operation and 
must be under permanent observation by an experienced person 
at reduced visibilities; 

4. Use of automatic steering gear is only allowed under conditions 
published by Waterway and Shipping Authority; 

5. Tank covers must be kept closed. 

6. Further prohibitions and restrictions: 
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(1.) At least one VHF device must be operable from wheelhouse. 


(2.) Tankers exceeding 12,000 d.w.t. which carry substances as 
per No. 1 of Annex 1 (list of substances) — i.e. gases, ethylene, 
dichloride or vinyl chloride monomer may not navigate on the 
Jade; 

(2.1) These vessels must comply with following additional 
stipulations: 

a) existing or valid IMO Code Certificate on board — if carrying 
liquid gases according IMO Resolution 328-IX or 329-IX, — if 
carrying chemicals according IMO Resolution A 212-VIl. 

b) A faultless working gyro compass to be kept in operation. 

c) At wind forces which do not allow safe manoeuvring navigation 
on the Jade is not permitted, this does not apply for passage to 
next admitted roads. 

d) Exemption from visibility restriction: Tankers may navigate at 
visibility exceeding 500 m., if they are equipped with gyro 
compass or an examined compass, or, if the cargo-carrying 
capacity is exceeding 2000 tons, by permit given by Shipping 
Police Authority. 

2. All vessels specified exceeding 50 m. in length have to report to 
radio station “Jade-Revier-Radio” on VHF Channel 16/63/20 when 
passing the following positions: 

a) Light buoy “1a”, 

b) before entering and when leaving the waterway Jade inward Light 

buoy “1a”, 

c) onarrival or departure from anchorage or jetty and when entering 

or leaving a harbour area. 

Reports must contain ship's name, position, speed and passing time. 
Lock Restrictions: 

The sea lock opening times for No. 4 Dock are announced in daily 
maritime bulletins. Coastal radio station “Wilhelmshaven Lock Radio” 
working on Channel 13 VHF during official service hours. 
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Dimensions of lock: 390 m. long, 57 m. wide and depth of 11.47, 
MLW. However, only smaller vessels use dock harbour as bollards» 
mooring larger ships not yet available. 

See “Annex No. 2” before “Authority”. 

HEALTH: Radio Pratique possible. Sea Pilot will hand Hea 
Declaration to Master. If one of the questions is answered “Yes”, 
will advise Port Health Officer. A valid Derat Exemption must 5 
produced. 

RADIO: Norddeich Radio, call sign DAN. Elbe-Weser Radio can» 
contacted by VHF Channel 16. 

Radio advice prior to arrival: Advise Agent 7 days before arrival: 

. Ship's name and call sign, ETA in GMT. 

. Nationality. 

. Draft forward and aft. 

. Cargo on board and slop information. 

. Number and diameter of cargo manifold connections. 

. Discharge rate per hour. 

. Loading rate per hour. 

. Quantity of ballast on board. 

. Ballasting rate per hour. 

*10. Leaks in the hull or overboard valves, if any. 

*11. Inert or non inert gas report. 

*12. Request for crude wash. 

“13. Request for repairs. 

14. Valid oil liability certificate. 

15. Heli-landing/winching area. 

16. VHF Channel 20 in good working order. 

“Details must be with Agent at least 48 hours before arrival. 

ETA to be confirmed 72 hours before arrival, and whenever £7 
changed by more than 30 minutes. 

Notify Agents of tug requirements. 

MAX. SIZE: Max. size fixed for navigating the Jade: 
(a) Draft, entering: 20 m. (65 ft. 07 in.) 
leaving: 19 m. (62 ft. 04 in.) 
(b) Length: 350m. 
(c) Beam: 52 m. 

Vessel exceeding these dimensions must apply for a permit; 
navigation to “Wasser- und Schiffahrtsamt Wilhelmshaven”’. 

See “Annex No. 3” before “Authority”. 

Keel clearance of at least 8.5% (see “Annex No. 3”) of draft require 
Also see “Tankers’’. 

VESSEL TRAFFIC SYSTEM: Shore based Radar Assistance # 
shipping police: 
Wilhelmshaven Radar and 
Wilhelmshaven): 

This Station of the Waterways and Shipping Administration is operals 
continuously and performs radar surveillance and information servic: 
as follows: 

1. Jade Radar Chain: 
(a) Extension from light buoy “DB 19/Jade”’ to light buoy “58”. 
(b) Call names 
“Jade Revier Radio”, 
“Jade Radar’, concerning radar services. 

(c) VHF Channels: 16/63/20. 

(d) Shore based radar assistance is available to all vessels. 

(e) Situation reports (traffic movements, dredging  activite 
disturbances, tidal and weather conditions, etc.) are broadcast 

every even hour (H + 11 minutes) on VHF Channels 63/20 
German language), 

on request (also in English language). 

(f) Special aims: 
observation of traffic with concern to national and internatios 
regulations; 
information, advice and (binding) instructions addressed! 
vessels (shipping police); 
navigational warnings (strategical assistance); 
receiving of ships reports (initial and passage reports); 
identification and recording of vessels. 

(g) Handling of all other shipping affairs on the navigable waters: 
the Jade (e.g. casualties, distress situations, oil pollutions). 

2. German Bight (Deutsche Bucht) Radar Surveillance Area (VTS 

(a) Extension: Area within a radius of 48 km. around Heligolé 
Lighthouse. 

(b) Call name: “Deutsche Bucht Revier Radio”. 

(c) VHF Channels: 16/79/80. 

(d) Shore based radar assistance is not yet available (Febmu 
1990); but radar information will be rendered to all vessels’ 
request. 

(e) Situation reports (special traffic movements, disturbané 
weather conditions, events important to navigators) * 
broadcasted in German and English language 

every even hour (H + 00 minutes) on VHF Channels 807 

and on request. 
Special aims: 

Observation of traffic with concern to national and internat 

regulations, 

information, advice, and (binding) instructions addresse 

vessels (shipping police), 

navigational warnings (strategical assistance), 

receiving of ships reports (initial and passage reports), 

identification and recording of vessels, 

handling of all other shipping affairs on the navigable w# 

within the appropriate area. : 

All orders issued by this Shipping Police Authority Station mus 

observed. 
TUGS: Compulsory. Tankers normally require at least 4 tugs of min®™ 
1,500 h.p. for berthing. Tugs meet tankers at anchorage near Buoy ‘ 
Only tug lines are used, charge inclusive. 

VLCCs meet the tugs at Buoy “41”, when they are bound for Nt 
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ING: Wilhelmshaven Dock Harbour: 
the following dock harbours can be reached: 


| Max. Quay 
¢ Name draft length 
_ hafen 16 ft. 05 in. 600 m. 
grosser Hafen 20 ft.— 26 ft. Bontekai about 500 m. 
yeindungshafen 18 ft. Sudwestkai 400 m. 
yordnafen 
Hannoverkai 38 ft. (11.6 m.) 312 m. 
tuneburgkai 33 ft. (10.0 m.) 205 m. 
lay-up Berth 
(Dolphins) 41 ft. (12.5 m.) 350 m. 
_ ysrustungshaven 
(Lay-up berth) 19 ft. 140 m. 


; 2 lay-up berths (dolphins) for vessels up to 30,000 d.w.t. 
| spECIAL CARGO HANDLING FACILITIES: There is no Container 
eaffic at Wilheimshaven. One Ro-Ro ramp available at Luneburgkai and 
»e Ro-Ro ramp under construction at Nordwestkai. 
3ULK HANDLING FACILITIES: Figdor is the operator of cargo handling 
» the Handelshafen with its connection to railway, road and canal- 
system. 
fquioment: One modern gantry crane of 8 — 15 tons and efficient mobile 
vanes. Storage facilities for bulk cargo to an amount of 70,000 tons, 
‘slo with a capacity of 720 cu.m. and 2,000 sq.m. 
wedersachsenbrucke: The facility accommodates vessels up to 
150,000 d.w.t. and 47 ft. draft at the outer berth. A bulk discharge unit 
wth an hourly capacity of 1,200 tons delivers coal to a nearby power 
gant by a conveyor belt. 
The inner berth has a depth of 12.0m. There are discharging 
sstallations for fuel oil and loading installations for caustic soda solution. 
Transhipment of bulk cargo is possible. 


CRANES: 
Luneburgkai: 2x15 tons — 18 tons portal cranes. 
Handelshafen: 1x15 tons — 18 tons portal crane. 


1 crane for scrap iron. 

A floating crane of 100 tons capacity is available on request from the 
Navy yard. 
TANKERS: Nord-West Oelleitung Terminal: Position Lat. 53° 33’ N., 
Long. 08° 08' E. Distance from “‘Weser” Lanby, 24 miles. Type of Berth, 
finger Pier “T” head. Density 1025. Current velocity, 3-4 knots. Mean 
dal range, 12 ft. 08 in. Nature of bottom, sand and mud. Vessels may 
berth and unberth day or night. Vessels exceeding 55 ft. draft enter only 
on rising tide. Fresh water available, Diesel and Fuel “C” available. 
When discharging, full capacity of ship's pumps required. Normal 
residues and sediments are acceptable without any water. Shore 
gangway available. Vessels berth port or starboard side alongside. 

Minimum length of parallel ship's side — 40 m. No limit on beam. 

Max. draft, Berth No. 1 and No. 2 — 52 ft. 06 in. Berth No. 4-665 ft. 04 in. 


Use of berths is only allowed for transhipment of inflammable liquids of 
Subclasses 3.1, 3.2 and 3.3 with low (< —18° C), medium (—18° to +22.9° C) and 
high (+23° to +61° C) flash point. 


Pipe- Load — 
Berth Grades lines Discharge Maximum 
Number Handled No/Dia. Length Rate Pressure Hoses 
; (in.) (ft.) (t.p.h.) (Ibs.) (in.) 
No. 1 Crude Oil 1x28 4920 8000 220 4x12 
No. 2 Crude Oil 1x28 4595 8000 220 4x12 
No. 4 Crude Oil 1x40 5500 16000 375 4x16 
No. 1 Fuel Oil 2x6 5920 250/300 110 2x 6 
MDO (hoses) 
No. 2 Fuel Oil 2x6 5575 250/300 110 1x 6 
MDO (hoses) 
No. 4 Fuel Oil 2x10 5500 300/600 110 2x10 
MDO (hoses) (connections 
8 in.) 


“obil Oil Terminal: Mobil Oil Terminal is closed, re-opening uncertain. 
Latest soundings are showing suspicious differences between present 
and charted depth. 
Berth Nos. 1 and 1A. Position Lat. 53° 37’ 28” N., Long. 08° 08’ 30” E. 
) Distance from “Weser” Lanby, 20 miles. Type of berth, Sea Island. 
Density, 1025. Current Velocity, 3-4 knots. Mean tidal range 10 ft. 6 in. 
Nature of bottom, sand and mud. Least depth of water from port entrance 
_ Oberth, 18.5 m. (60 ft. 09 in.) at MLW. Vessels may berth or unberth 
oy or night. Vessels exceeding 55 ft. draft enter only on rising tide. 
sh water available by barge. Fuel “‘C” and Diesel available. Dirty 
tallast facilities available, capacity 29,000 cu.m. seawater, 17,900 cu.m. 
‘esh/brackish water, discharge rate 2,400 cu.m./hr. Vessels berth port 
_ Starboard side alongside. All ballast, including clean ballast, to be 
| “scharged ashore. 
Shore gangway available. An under keel clearance of 1 m. is required 
a Berth No. 1A at MLW. 
_ Berth No. 1. Max. LOA, 1,150 ft. Min. length, 800 ft. Max. draft, 65 ft. 
th at MLW 68 ft. 11 in. 
_ Berth No. 1A. Max. LOA, 650 ft. Min. length, 500 ft. Max. draft at HW, 
ft. 2in. Depth at MLW 41 ft. 


Pipe- Load — 

part Grades lines Discharge 

lumber Handled No/Dia Length Rate Hoses 
(in.) (m.)  (cum/h.) (in. 

No. 1 Crude Oil 1x44 5000 17500 4x16 
Heavy Fuel Oil 1x30 3000 3200 2x16 
No. 1A Heavy Fuel Oil 1x30 3000 3200 3x12 
Light Fuel Oil 1x20 3000 3200 2x12 
Gasoline 1x12 3000 950 1x10 


Use of Island Jetty (berth 1/1A) is only allowed for transhipment of inflammable 
“wos of subclasses 3.1 and 3.3 with iow (less than —18°C) and high (+23° to 
"C) flash point. 


geath Nos. 2 and 3. (Also see “Shipmaster’s Report’).Position Lat. 
% 37’ 12” N., Long. 08° 07’ 36” E. Distance from “ Weser” Lanby, 
> miles, Type of berth, L’-head jetty. Density, 1025. Current velocity, 
‘en knots. Mean tidal range, 10 ft. 6 in. Nature of bottom, sand and 

- Least depth of water from port entrance to berth 7.5 m. (24 ft. 7 in.) 
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at MLW. Vessels may berth or unberth day or night. Vessels up to 21 ft. 
4 in. may berth and unberth any time. Fresh water by barge. Diesel and 
Fuel “C” available. Dirty ballast facilities same as Berth Nos. 1 and 1A. 
Max. deballasting rates, Berth No. 2, 2x10 in. 1,800 cu.m./hr. 
Berth No. 3, 28 in. 500 cu.m./hr. 

All ballast, including clean ballast, to be discharged ashore. Min. 
distance ship's side to manifold, 1.5 m. If reducer required to match 
shore flanges, at least 1.8 m. Shore gangway available. A keel clearance 
of 1 m. is required at MLW until silting developments after dredging can 
be firmly assessed. Vessels berth port or starboard side alongside. 

Max. LOA, 400 ft., min. LOA, 263 ft. will be reduced to 180 ft. Beam, 
no limit. Max. draft, 31 ft. 8 in. (at HW). Depth of water at MLW 24 ft. 7 in. 


Pipe- Load — 
Berth Grades lines Discharge 
Number Handled No./Dia Length Rate Hoses 
(in.) (m.) (cu.m./h.) (in.) 
No. 2 Heavy Fuel Oil 1x20 2000 600 2*10 
Light Heating Oil 1x20 2000 2400 2x10 
No. 3 Heavy Fuel Oil 1x16 2000 475 1x 8 
Light Heating Oil 1x20 2000 550 1x 8 
Gasoil 1x10 2000 550 1x 8 
Gasoline 1x12/1x10 2000 950/550  2x10/8 
LPG 1x8 2000 400 1x 6 


Use of Berth No. 2 is only allowed for transhipment of inflammable liquids of 
class 3 with flash point < —18° to +61°C. 

Use of Berth No. 3 is only allowed for transhipment gases (class 2) and 
inflammable liquids of subclasses 3.1, 3.2 and 3.3 —flash point see above under 
Nord-West Oelleitung Terminal). 


Voslapper Groden Jetty (ICi-Jetty): 

Position: Lat. 53° 37’ 59” N., Long. 08° 05' 46” E. 

Traffic Bridge of 1,346 m. length ends in L-shaped cargo handling 
pier of 675 m. length. Traffic bridge is fitted with two tracks of 5.5 m. 
and 3.5 m. width, all cables and pipes are led lengthwise upon the bridge 
to the pier connections. 

Berth No. 1 at the seaward end is provided for 1 tanker of 20,000 
d.w.t. — 60,000 d.w.t., but not yet in operation. Berths No. 2 and 3 (inner 
side) are provided for tankers of 400 d.w.t. — 12,000 d.w.t., limited by a 
maximum depth of 8.5 m. at MLW. 

Use of Berth No. 2 is only allowed for transhipment of ethylene (class 
2, UN No. 1038). 

Use of Berth No. 3 is only allowed for transhipment of vinyl chloride 
monomer (class 2, UN No. 1068) and its residue LE and HE or ethylene 
dichloride (subclass 3.2, UN No. 1184). 

Under following conditions Berths No. 2 and 3 can be used by ships 
from 7,000 - 12,000 d.w.t.: 

Ship's length not more than 137 m. 
Single tank size of ship: 

a.) with Ethylene dichloride cargo not more than 3,100 cu. m. 

b.) with vinyl chloride monomer cargo and ethylene not more than 
2,900 cu. m. 

Ships of more than 120 m. length must be berthed with 1 additional 
Atlas-spring line fore and aft. The lines are available from shore, if the 
ship does not have her own. } 

Berths may only be used by gas and chemical tankers which conform 
with IMO recommendations and which have a valid certificate to that 
effect as follows: 

1. Resolution A 328 (IX) Code for the Construction and Equipment 

of Ships carrying liquefied Gases in Bulk, 

2. Resolution A 329 (IX) Recommendations concerning Ships not 

covered by the Resolution 328 (IX), 

3. Resolution A 212 (Vil) Code for the Construction and Equipment 

of Ships carrying dangerous chemicals in Bulk. 

All stores, fresh water exempted, must be taken onboard from 
seaward side. These activities are prohibited during cargo handling or 
taking ballast. 

Also see under “General”. 

Harbour areas (NWO and ICI) may be exceptionally navigated by 
auxiliary and supply vessels if this is absolutely necessary for the 
transhipment or ship operations according to Port Regulations, providing 
these vessels comply with the safety requirements. All other vessels are 
excluded. 

Bunker and diesel oil is available in adequate quantities from Nord- 
West Ollleitung. At the “Niedersachsen Bridge” it is necessary to order 
a bunker vessel in advance. 

Also see “Developments”. 


Report: Berth Approaches: The main affect on ships approaching the 
berth results from the flood or ebb current setting South or North nearly 
parallel to the berth. 

Handling of Ships: Berths No. 1 and No. 2 can accept vessel up to 
43 ft. draft at any time and over 43 ft. at slack water. Berth No. 4 can 
accept vessels under 40 ft. at any time, vessels between 40 ft. and 55 ft. 
at slack water and vessels over 55 ft. at peak high water. 

It is of extreme importance that a ship which has to turn before berthing 
reduces speed in ample time and does not commence turning until its 
speed over the ground is reduced to zero. Ships scheduled to berth port 
side to NWO Berth No. 4 should start the turning manoeuvre in the 
fairway about 800 m. North of the berth. 


NWO-Terminal (Nordwest-Olleitung): Cautionary Advice: Due to the 
strong current at the berths of up to 4 knots, extreme care should always 
be taken to keep the ship moored safely alongside the berth with all 
mooring lines tight. Especially during off-setting strong winds and with 
the tide changing, the moorings must be watched carefully. Shore wires 
are available. 

Berthing Procedures: Berth No. 1: The ship may be berthed with port 
or starboard side alongside depending on the direction of the current. 
The ship is always moored with the head into the current. Max. draft 
ships will be moored only during nearly slack water at high tide. If 
necessary, the ships will be turned off the jetty. 

Berth No. 2: Same procedure is followed as at Berth No. 1. 
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Berth No. 4: All max. sized ships planned for this berth will run on a 
time schedule without anchoring from German Bight Lanby to the berth. 
Ships are normally scheduled to arrive at the turning position about 
800 m. North of the berth 2 hours/30 minutes before Slack High Water, 
then turned if flood tide manoeuvre, then turned and backed up to the 
berth mooring port side to. It is emphasised that the ship should be 
stopped over the ground before commencing the turn and ships must 
not be turned off the berth itself. If the ship is behind schedule and the 
ebb current has started to run, the ship will then berth without turning 
and moor starboard side to. 

Berthing Speeds/Angles: On Berths No. 1 and 2, the max. berthing 
speed for 100,000/140,000 d.w.t. tankers is 12.0 cm./sec. 

On Berth No. 4, the max. berthing speed for a 250,000 d.w.t. tanker 
is 12.0 cm./sec. The bending way of the dolphins is recorded on a chart. 
Signal lamps on the pier of Berths No. 2 and 4 indicate, during berthing 
approach, speed of the vessel as follows: 

red for more than 8 cm./sec., 

yellow for up to 8 cm./sec., 

green for less than 6 cm./sec. 

The angle of approach should be as small as possible. 

DENSITY: Brackish water. 
BRIDGES: 3 swing bridges affect entering dock harbour; these are 
opened to coincide with lock opening times. 
STEVEDORES: 24 hours’ notice required. Bulk cargo discharge rate 
about 150 t.p.h. 
MEDICAL: All medical facilities available. 
FRESH WATER: Available by pipe-line. 
FUEL: All grades available. 2 days’ notice required. 
CONSULS: Denmark Tel: 41061. Sweden Tel: 26266. Finland Tel: 8021. 
REPAIRS: Facilities available for all deck and engine repairs. Repairs 
affecting main engine or steering gear intended to be carried out at the 
berths or at Wilhelmshaven Anchorage, must be authorised by NWO, 
Mobil Oil A.G. and Port Authorities, when sufficient security tugs will be 
ordered to stand by. No additional charge for tugs if ordered before 
arrival. Permission for repairs depends on prevailing weather conditions 
and should be requested before arrival. 
DRY DOCKS: Floating docks for vessels of 8,000 and 1,000 tons 
respectively. 1 small dry dock 50 m. by 10 m. by 2.8 m. 
GANGWAY/DECK WATCHMEN: Shore watchman recommended to 
attend telephone. 
OPENING/CLOSING HATCHES: Usually by ship's crew. 
CUSTOMS ALLOWANCES: Oil port is Customs free port. In dock 
harbour each man allowed 5 cigars or 40 cigarettes, or 50 grams tobacco 
and 50 pieces of cigarette paper; 1 unopened bottle wine/spirits. 
REPATRIATION: All facilities available. 
AIRPORT: Local airport at Wilhelmshaven-Mariensiel, available for 
helicopters and small aircrafts. Nearest international airport at Bremen, 
distance 102 km. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: 1st January; Good Friday; Easter Sunday; Easter Monday; 
1st May; Ascension Day; Whit Sunday; Whit Monday; 17th June; 
Atonement Day; Christmas Day; Boxing Day. Work may be arranged 
on Easter Monday, Ascension Day, Whit Monday and Boxing Day. 

Not observed in oil ports. 

POLICE/AMBULANCE/FIRE: 

Police: Tel: 110. 

NWO Oil Port: Fire/Ambulance Tel: 621. 

ICI: Jetty Operator Tel: 882 460. 

Fire/Ambulance Tel: 882 310. 

Niedersachsen Bridge: Fire/Ambulance Tel: 50308 or 26121. 

Dock Harbour: Tel: 112 or 26121. 

TELEPHONES: May be placed on board all tankers in oil port. At some 
locations in dock harbour, installation by Post Office, who require 2 days’ 
notice. 

SERVICES: All services available including tank-cleaning, diving, 
compass adjusting, etc. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required in oil port. 

GENERAL: Federal! Republic of Germany — Jade. On the River Jade 
from the sea to Wilhelmshaven all vessels are to observe the following 
regulations. 

1. Absolute prohibition of head-on passage and overtaking for 
vessels confined to the dredged channel with each other. 

2. Local prohibition of head-on passage for vessels amongst 
themselves with 
a) draft exceeding 13.5 m., 

b) length exceeding 250 m., 

c) extraordinary pushing and towing units 

within following fairway areas: 

- between buoy pairs 15/16 and 19/20 (circumnavigation 
Minsener Oog) 

- course change areas at buoy pairs 3/4 (channel entrance), 
33/34 and 45/46. 

3. Vessels confined to the dredged channel may navigate with the 
same tide phase only when keeping a longitudinal distance of 
5 nautical miles amongst each other within the channel. 

4. Prohibition of head-on passing and over-taking for tankers 
carrying cargoes as per No. 1 of Annex 1 (list of subtances) i.e. 
gases, ethylene dichloride or vinyl chloride monomer with each 
other and with all other vessels exceeding 3,000 d.w.t. within 
yah navigation stretches:— between buoy pairs 15/16 and 
19/20. 

4.1. Vessels confined to the dredged channel, i.e. constrained by their 

draft, have right of way on the above mentioned stretches. 

5. The observance of these directions will be controlled and, if 
necessary, regulated by the above-mentioned VHF radio station, 
whose instructions are to be followed. 

Urgent shipping police measures may also be executed by Water 
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Police (blue hulled vessels with inscription “WASSERSCHUTZPOLIz5 
within the Territorial waters of the Federal Republic of Germany). 

6. Continuous radio contact with radio station “Jade Revier Rad. 
must be made 
- between buoy 1a or river entrance inward and buoy pa 
33/34 on VHF Channel 63; 

- between buoy pairs 33/34 and all waterway areas inward of) 
position on VHF Channel 20. 

Remark: Shore based radar assistance will be given on 
respective VHF channels. 

7. When vessels are meeting on reciprocal or nearly reciprog 
courses each shall alter her course to starboard. 

During the passage of vessels carrying cargoes as per No. {, 
Annex 1 (list of substances) with each other or with other vesss 
the greatest possible lateral distance has to be kept. 

8. Vessels proceeding within the fairway have right of way agaiy 
vessels which 
a) enter the fairway, 

b) cross the fairway, 
c) turn within the fairway, 
d) leave their anchorages. 

9. Particular attention is drawn to the observance of the obligaty 
to the shipping authorities prescribed as per Section A, Pan) 
No. 3 of the additional regulations to the traffic regulations § 
waterways navigable by seagoing vessels in the Federal Reput) 
of Germany of the Wasser- und Schiffahrtsdirektion Nordwes 


Regulations Within the Entrance to the Sea Lock — New Outer Harty, 
— (Neuer Vorhafen) and the Sea Lock in Wilhelmshaven (extract; 
rules): 
1. Areas within the Outer Harbour and the Sea Lock belong to th 
safety zone of Naval Base. 
2. Port Authority within these areas is the Naval Port Captain. 
3. Traffic direction inward and outward Sea Locks is performed? 
Wasser- und Schiffahrtsamt Officials. 
4. Use of port facilities may be restricted or refused in consequen 
of certain reasons if deemed necessary by Port Authorities. 
5. Vessels with dangerous cargoes have to obtain spe 
authorisation issued by Port Authorities and civil permisse 
before entering. 
. Vessels’ exceeding 150 g.r.t. may be obliged to take a Harty 

Pilot. 

7. Vessels are obliged to give notice to the radio state 
“Wilhelmshaven-Lock” on VHF Channels 16/13 before enter 
Naval radio station is operating on VHF Channels 16/11. 

8. Lock signals and preliminary lock signals are to be observe 
This applies also to signals given by Naval Authorities. 

9. Military safety zones must be passed at reduced speed t 
without delays. Bow anchors must be kept ready to drop. 

10. Sailing vessels may not hamper other vessels. 

11. Only in cases of distress is it allowed to go alongside within ® 
Outer Harbour. 

12. Photographing, fishing, bathing, diving, use of pyrotechnics # 
operation of position-finding devices and ship's wireless station 
exempt for navigational use — is not allowed. 

13. Pollution of water within harbour areas is prohibited. 

DEVELOPMENTS: Liquid Gas Berth: To the North of Mobil Oil AG 

The existing ICI Terminal (see “Tankers”) is planned to be exten 
for transhipment of L.N.G. 

“Lower Saxony Bridge’ (Niedersachsen Bridge): 1 
“Niedersachsen Bridge” is to be extended. It is planned to prov 
facilities for the loading and discharge of large vessels up to 250.0! 
d.w.t. with dry and liquid bulk cargoes. 

Dredging: Maintenance dredging in progress. 

ANNEX NO. 1: 

(List of dangerous substances which have to be reported) Annex Im 
the traffic regulations for waterways navigable by seagoing vesses 
the Federal Republic of Germany: 


co2) 


IMDG 
Code 
1. Liquified Gases No. 
Acetaldehyde 1089 
Ammonia, anhydrous, liquified or ammonia 1005 
Butadiene, inhibited 1010 
Butane or butane mixtures 1011 
Butylene 1012 
Chlorine 1017 
Dimethylamine, anhydrous 1032 
Ethyl chloride 1037 
Ethane, refrigerated liquid 1961 
Ethylamine (monoethylamine) 1036 
Ethylene, refrigerated liquid 1038 
Ethylene oxide 1040 
Methane, refrigerated liquid or 
Natural Gas, refrigerated liquid 1972 
Methyl acetylene and propadiene 
mixtures, stabilized 1060 
Methy! bromide 1062 
Methy! chloride 1063 
Propane 1978 
Propylene 1077 
Sulphur dioxide, liquified 1079 
Vinyl! chloride, inhibited 1086 
IMDG 
Code 
2.Chemicals No. 
Absorbent A 1 1992" 
Absorbent A 2 1993" 
Absorbent A 3 1993 


| Acryl 


2.Chemicals 
yete acid, glacial or 
acetic acid solution, more than 
acid, by weight 
acetic anhydride 


Acetone 
Acetone cyanohydrin 
acetonitrile 
ic acid, inhibited 
seyonitrile, inhibited 
adponitrile 
agohol, denatured 
aohol, industrial 
alcohol 
chloride 
aminoethylethanolamine 
Aniline 


genzene 

genzy! chloride 

sobuty! acrylate, inhibited 
gutyl acrylate, inhibited 
Butyl alcohol 

Butyl ether 

Normal butyl! methacrylate 
sobutyraldehyde 


_ -Buthyraldehyde 


camphor oil 
Carbolic oil 
Carbon disulphide 
Carbon tetrachloride 
Chlorobenzene 
Chloroform 
Chlorohydrines, crude 
Chloroprene, inhibited 
Chlorosulfonic acid with or without 
sulphur trioxide 
Coal tar naphtha 
Cresols (ortho—, meta—, para) 
Crotonaldehyde, inhibited 
Cyclohexanone 
Cyclohexylamine 
DHnormal — butyl)amine 
\1-Dichloroethane 
12-Dichloroethane 
Dichloroethy! ether 
Dichloromethane 
(Methylene chloride) 
\1-Dichloropropane 
\2-Dichloropropane 
‘3-Dichloropropane 
\3-Dichloropropene 
23-Dichloropropene 
Diethylamine 
Diethyl ether (Ethyl ether) 
Dimethylamine, solution 
Dimethyl ethanolamine 
Dimethylformamide 
!4-Dioxane 


| Disopropylamine 


Spichlorohydrin 
sihyl acrylate, inhibited 
thy! alcohol 
tthyl benzene 
ethylene chlorohydrin 
Sthylmethacrylate, inhibited 
thylene cyanohydrin 
Sthylene diamine 
Sthylene dibromide 
Shylene glycol monoethyl ether acetate 
“ormaldehyde solutions (45 % or less) 
rormic acid 
*urfural 
vascondensate 
Heptane, and its isomers 
‘exane, and its isomers 
Soprene, inhibited 
Ugnite tars 
Mesityl oxide 
Nethylacrylate, inhibited 
“ethylalcohol (methanol) 
hyl isocyanate or methylisocyanate 
Solutions 
ethyl methacrylate, monomer, inhibited 
Methyistyrene 
onoethylamine solutions (72 % or less) 
‘erozene 
‘trobenzol 
orpholine 
‘ ‘or fuel anti-knock mixtures 
Mitic acid (70% and over) 
of 2-Nitropropane 
dag tuenes (ortho—, meta—, para) 


*ataldehyde 

“snlachloroethane 

Me nol, molten 

>, wlisocyanate 
°sphorusoxychloride 


IMDG 
Code 
No. 


2789 
1715 
1090° 
1541 
1648 
2218 
1093 
2205 
1986/1987** 
1986/1987°** 
1098 
1100 


1547 
1114 
1738 
2527 
2348 
1120* 
1149 
2227 
2045 
1129 
1130 


1131 
1846 
1134 
1888 


1991 


1754 
2553 
2076 
1143 
1915 
2357 
2248 
2362 
1184 
1916 


1593°* 
1279 


2047 
2047** 
1154 
1155 
1160 
2051 
2265 
1165 
1158 
2023 
1917 
1170* 
1175? 
1135 
2277 


1604 
1605 
11:72* 
1198 
AzviZ9 
1199 
1993** 
1206* 
1208* 
1218 
1999** 
1229 
1919 
1230° 


2480** 
1247 
2303 
2270 
1993** 
1662 
2054 
1649 
2031/2032 
2608 
1664 
1831 
1264 
1669 
2312 
2487** 
1810** 


GERMANY, Federal Republic of 


IMDG 
Code 
2.Chemicals No. 
Phosphorustrichloride 1809** 
Phosphorus, white, molten 2447 
Phosphoric acid, liquid 1805 
Propionic acid, solution containing 
no less than 80 % acid 1848 
iso—Propylaicohol 1219° 
iso—Propylamine 1221 
n—Propylamine 1277 
iso—Propylbenzene (Cumene) 1918* 
Propylene oxide 1280 
Pyridine 1282 
Pyrocondensate 1992** 
Sodium hydroxide, solution 1824* 
Sulphuric acid 1830 
Styrene monomer, inhibited 2055 
Turpentine 1299* 
1.1.2.2-Tetrachloroethane 1702 
Tetrachloroethylene (Perchloroethylene) 1897* 
Tetrahydrofuran 2056 
Toluene (Methylbenzol) 1294* 
Toluene diisocyanate 2078 
Trichloroethylene 1710 
1.1.1-Trichloroethane 2831 
Triethylamine 1296 
n— and iso—Valeraldehyde 2058 
Vinyl acetate, inhibited 1301 
Vinyl ethyl! ether, inhibited 1302 
Vinylidene chloride, inhibited 1303 
Vinyl toluenes, inhibited 2618 
Xylenes (Dimethylbenzene) 1307* 


3. Mineral (crude) oil and mineral oil products. 


4. Remarks: 
* Substances listed in IMO Code for Gas and Chemical Tanker 
for which the Code does not apply. 
** Substances not listed in IMO Code for Gas and Chemical 
Tankers. 


ANNEX NO. 2: Data of Wilheimshaven Sea Lock: 

Operation hours of Wilhelmshaven Sea Lock: 
Monday-Friday 0600 — 1830 hrs. 
Saturdays 0630 — 1600 hrs. 
Sundays and holidays 0800 — 1600 hrs. 

Beyond these hours the lock will be operated only for commercial 
shipping when service is ordered to the Lock Master on VHF Channel 
16/13 (call “Wilhelmshaven Lock’) or telephone (04421) — 304084/ 
26311 as follows: 

1. Lockage between 0000 hrs. and commencement of normal operating 

hours to be ordered on the day before up to 1200 hrs. 

2. Lockage between termination of normal operating hours and 
2400 hrs. to be ordered on the same day until 2 hours before end 
of operations. 

Dimensions of Wilhelmshaven Sea Lock: 


Length between gates 390 m. 
Length usable 360 m. 
Breadth between lock-basin walls 60 m. 
Breadth between fenders 57m 


Depth (above mean high tide) 14.75 m. 
(Vessels in ballast up to 250,000 d.w.t. have passed without 
difficulties.) 
In case of doubt, German text of lock regulations is authoritative. 


ANNEX NO. 3 
Wasser- und Schiffahrtsamt 

Wilhelmshaven Wilhelmshaven, the ...... Olpeererecies 19:5. 

3-332.3/4 less 
Official Permit of Navigation 
No. /19. 

The Master of the tanker“ ................... ” has been granted 
official permission to navigate the Jade shipping channel on account of 
the application made by the Shipping Agency ............... , dated 
MRS eeepc (31) SEER Re 1D) cassis and in accordance with the 


stipulations contained in §57 subparagraph 1, No. 1 of the National 
Maritime Shipping Routes Regulations (Seeschiffahrtsstrassen- 
Ordnung) of the 15th April 1987 (Federal Gazette Bulletin 1, pages 1266- 
1286). 

The transfer of this permit is forbidden unless authorised by the 
Waterway Authority (Wasser- und Schiffahrtsamt) Wilhelmshaven. 

The validity of this permit expires on the ......... Olea he ed and 
applies only to a single passage of the Jade shipping channel in inward 
and outward bound directions. The permit does not authorise the holder 
to encroach on or to prejudice the rights of third parties or to encroach 
on or to take into use objects being in possession of others neither does 
it supercede any necessary administrative measures in connection with 
any other lawful regulation or any agreements of a private and legal 
nature which may be, if occasion arises, concluded with the Government 
of the Federal Republic of Germany. 

The following documents/statements are binding for the grant of this 
permit: 

(a) The application submitted by the Agency .................... 

19 


dated the ........... Ob. a2. 18 ss 
(b) The technical data of the vessel delivered with the above named 
application. 
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Berth No. 4: All max. sized ships planned for this berth will run on a 
time schedule without anchoring from German Bight Lanby to the berth. 
Ships are normally scheduled to arrive at the turning position about 
800 m. North of the berth 2 hours/30 minutes before Slack High Water, 
then turned if flood tide manoeuvre, then turned and backed up to the 
berth mooring port side to. It is emphasised that the ship should be 
stopped over the ground before commencing the turn and ships must 
not be turned off the berth itself. If the ship is behind schedule and the 
ebb current has started to run, the ship will then berth without turning 
and moor starboard side to. 

Berthing Speeds/Angles: On Berths No. 1 and 2, the max. berthing 
speed for 100,000/140,000 d.w.t. tankers is 12.0 cm./sec. 

On Berth No. 4, the max. berthing speed for a 250,000 d.w.t. tanker 
is 12.0 cm./sec. The bending way of the dolphins is recorded on a chart. 
Signal lamps on the pier of Berths No. 2 and 4 indicate, during berthing 
approach, speed of the vessel as follows: 

red for more than 8 cm./sec., 

yellow for up to 8 cm./sec., 

green for less than 6 cm./sec. 

The angle of approach should be as small as possible. 

DENSITY: Brackish water. 
BRIDGES: 3 swing bridges affect entering dock harbour; these are 
opened to coincide with lock opening times. 
STEVEDORES: 24 hours’ notice required. Bulk cargo discharge rate 
about 150 t.p.h. 
MEDICAL: All medical facilities available. 
FRESH WATER: Available by pipe-line. 
FUEL: All grades available. 2 days’ notice required. 
CONSULS: Denmark Tel: 41061. Sweden Tel: 26266. Finland Tel: 8021. 
REPAIRS: Facilities available for all deck and engine repairs. Repairs 
affecting main engine or steering gear intended to be carried out at the 
berths or at Wilhelmshaven Anchorage, must be authorised by NWO, 
Mobil Oil A.G. and Port Authorities, when sufficient security tugs will be 
ordered to stand by. No additional charge for tugs if ordered before 
arrival. Permission for repairs depends on prevailing weather conditions 
and should be requested before arrival. 
DRY DOCKS: Floating docks for vessels of 8,000 and 1,000 tons 
respectively. 1 small dry dock 50 m. by 10 m. by 2.8 m. 
GANGWAY/DECK WATCHMEN: Shore watchman recommended to 
attend telephone. 
OPENING/CLOSING HATCHES: Usually by ship's crew. 
CUSTOMS ALLOWANCES: Oil port is Customs free port. In dock 
harbour each man allowed 5 cigars or 40 cigarettes, or 50 grams tobacco 
and 50 pieces of cigarette paper; 1 unopened bottle wine/spirits. 
REPATRIATION: All facilities available. 
AIRPORT: Local airport at Wilhelmshaven-Mariensiel, available for 
helicopters and small aircrafts. Nearest international airport at Bremen, 
distance 102 km. 
TIME: GMT plus 1 hour. GMT plus 2 hours (last weekend in March to 
last weekend in September). 
HOLIDAYS: 1st January; Good Friday; Easter Sunday; Easter Monday; 
1st May; Ascension Day; Whit Sunday; Whit Monday; 17th June; 
Atonement Day; Christmas Day; Boxing Day. Work may be arranged 
on Easter Monday, Ascension Day, Whit Monday and Boxing Day. 

Not observed in oil ports. 

POLICE/AMBULANCE/FIRE: 

Police: Tel: 110. 

NWO Oil Port: Fire/Ambulance Tel: 621. 

ICI: Jetty Operator Tel: 882 460. 

Fire/Ambulance Tel: 882 310. 

Niedersachsen Bridge: Fire/Ambulance Tel: 50308 or 26121. 

Dock Harbour: Tel: 112 or 26121. 

TELEPHONES: May be placed on board all tankers in oil port. At some 
locations in dock harbour, installation by Post Office, who require 2 days’ 
notice. 

SERVICES: All services available including tank-cleaning, diving, 
compass adjusting, etc. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required in oil port. 

GENERAL: Federal Republic of Germany — Jade. On the River Jade 
from the sea to Wilhelmshaven all vessels are to observe the following 
regulations. 

1. Absolute prohibition of head-on passage and overtaking for 
vessels confined to the dredged channel with each other. 

2. Local prohibition of head-on passage for vessels amongst 
themselves with 
a) draft exceeding 13.5 m., 

b) length exceeding 250 m., 

c) extraordinary pushing and towing units 

within following fairway areas: 

- between buoy pairs 15/16 and 
Minsener Oog) 

- course change areas at buoy pairs 3/4 (channel entrance), 
33/34 and 45/46. 

3. Vessels confined to the dredged channel may navigate with the 
same tide phase only when keeping a longitudinal distance of 
5 nautical miles amongst each other within the channel. 

4. Prohibition of head-on passing and over-taking for tankers 
carrying cargoes as per No. 1 of Annex 1 (list of subtances) i.e. 
gases, ethylene dichloride or vinyl chloride monomer with each 
other and with all other vessels exceeding 3,000 d.w.t. within 
following navigation stretches:— between buoy pairs 15/16 and 
19/20. 

4.1. Vessels confined to the dredged channel, i.e. constrained by their 

draft, have right of way on the above mentioned stretches. 

5. The observance of these directions will be controlled and, if 
necessary, regulated by the above-mentioned VHF radio station, 
whose instructions are to be followed. 

Urgent shipping police measures may also be executed by Water 
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19/20 (circumnavigation 


Police (blue hulled vessels with inscription “WASSERSCHUTZPOLIz: 


within the Territorial waters of the Federal Republic of Germany). 


6. Continuous radio contact with radio station “Jade Revier Rag 
must be made 
- between buoy 1a or river entrance inward and buoy pa 
33/34 on VHF Channel 63; 

- between buoy pairs 33/34 and all waterway areas inward of) 
position on VHF Channel 20. 

Remark: Shore based radar assistance will be given ons 
respective VHF channels. 

7. When vessels are meeting on reciprocal or nearly recipro 
courses each shall alter her course to starboard. 

During the passage of vessels carrying cargoes as per No. }, 
Annex 1 (list of substances) with each other or with other vesy 
the greatest possible lateral distance has to be kept. 

8. Vessels proceeding within the fairway have right of way aga 
vessels which 
a) enter the fairway, 

b) cross the fairway, 
c) turn within the fairway, 
d) leave their anchorages. 

9. Particular attention is drawn to the observance of the obligaty 
to the shipping authorities prescribed as per Section A, Pan 
No. 3 of the additional regulations to the traffic regulations} 
waterways navigable by seagoing vessels in the Federal Reput 
of Germany of the Wasser- und Schiffahrtsdirektion Nordwes 


Regulations Within the Entrance to the Sea Lock — New Outer Harbo 
— (Neuer Vorhafen) and the Sea Lock in Wilhelmshaven (extract 
rules): 
1. Areas within the Outer Harbour and the Sea Lock belong tot 
safety zone of Naval Base. 
2. Port Authority within these areas is the Naval Port Captain. 
3. Traffic direction inward and outward Sea Locks is performed} 
Wasser- und Schiffahrtsamt Officials. 
4. Use of port facilities may be restricted or refused in consequex 
of certain reasons if deemed necessary by Port Authorities. 
5. Vessels with dangerous cargoes have to obtain speo 
authorisation issued by Port Authorities and civil permiss: 
before entering. 
. Vessels exceeding 150 g.r.t. may be obliged to take a Harte 

Pilot. 

7. Vessels are obliged to give notice to the radio Stal 
“Wilhelmshaven-Lock” on VHF Channels 16/13 before enter 
Naval radio station is operating on VHF Channels 16/11. 

8. Lock signals and preliminary lock signals are to be observe 
This applies also to signals given by Naval Authorities. 

9. Military safety zones must be passed at reduced speed > 
without delays. Bow anchors must be kept ready to drop. 

10. Sailing vessels may not hamper other vessels. 

11. Only in cases of distress is it allowed to go alongside within? 
Outer Harbour. 

12. Photographing, fishing, bathing, diving, use of pyrotechnics @ 
operation of position-finding devices and ship's wireless static 
exempt for navigational use — is not allowed. 

13. Pollution of water within harbour areas is prohibited. 

DEVELOPMENTS: Liquid Gas Berth: To the North of Mobil Oil AG 

The existing ICI Terminal (see “Tankers"’) is planned to be extend 
for transhipment of L.N.G. 

“Lower Saxony Bridge’ (Niedersachsen Bridge): 1° 
“Niedersachsen Bridge” is to be extended. It is planned to prov 
facilities for the loading and discharge of large vessels up to 250! 
d.w.t. with dry and liquid bulk cargoes. 

Dredging: Maintenance dredging in progress. 

ANNEX NO. 1: 

(List of dangerous substances which have to be reported) Annex I! 
the traffic regulations for waterways navigable by seagoing vesses 
the Federal Republic of Germany: 


or) 


IMDG 
Code 
1. Liquified Gases No. 
Acetaldehyde 1089 
Ammonia, anhydrous, liquified or ammonia 1005 
Butadiene, inhibited 1010 
Butane or butane mixtures 1011 
Butylene 1012 
Chlorine 1017 
Dimethylamine, anhydrous 1032 
Ethyl chloride 1037 
Ethane, refrigerated liquid 1961 
Ethylamine (monoethylamine) 1036 
Ethylene, refrigerated liquid 1038 
Ethylene oxide 1040 
Methane, refrigerated iiquid or 
Natural Gas, refrigerated liquid 1972 
Methyl acetylene and propadiene 
mixtures, stabilized 1060 
Methyl bromide 1062 
Methyl! chloride 1063 
Propane 1978 
Propylene 1077 
Sulphur dioxide, liquified 1079 
Vinyl chloride, inhibited 1086 
IMDG 
Code 
2.Chemicals No. 
Absorbent A 1 1992 
Absorbent A 2 1993" 
Absorbent A 3 1993 


2.Chemicals 
acid, glacial or 
acetic acid solution, more than 
g0% acid, by weight 
acetic anhydride 


acetone 
acetone cyanohydrin 


| acetonitrile 


ic acid, inhibited 
acrylonitrile, inhibited 
nitrile 
pee denatured 
Alcohol, industrial 
alcohol 
alyl chloride 
aminoethylethanolamine 
Aniline 
Benzene 
genzyl chloride 
sobutyl acrylate, inhibited 
acrylate, inhibited 
Butyl alcohol 
Butyl ether 
Normal butyl methacrylate 
sobutyraldehyde 


» »-Buthyraldehyde 
‘ Camphor oil 


Carbolic oil 
Carbon disulphide 
Carbon tetrachloride 
Chlorobenzene 
Chloroform 
Chlorohydrines, crude 
Chloroprene, inhibited 
Chiorosulfonic acid with or without 
sulphur trioxide 
Coal tar naphtha 
Cresols (ortho—, meta—, para) 
Crotonaldehyde, inhibited 
Cyclohexanone 
Cyclohexylamine 
DiH{normal — butyl)amine 
1.1-Dichloroethane 
1.2-Dichloroethane 
Dichloroethy! ether 
Dichloromethane 
(Methylene chloride) 
\.1-Dichloropropane 
\.2-Dichloropropane 
| 3Dichloropropane 
\.3-Dichloropropene 
23-Dichloropropene 
Diethylamine 
_ ethyl ether (Ethyl ether) 
Dimethylamine, solution 
_ Dimethyl ethanolamine 
_ Dimethylformamide 
\4-Dioxane 
_ Diisopropylamine 
Epichlorohydrin 
Ethyl acrylate, inhibited 
Ethyl alcohol 
Ethyl benzene 
Ethylene chlorohydrin 
Ethylmethacrylate, inhibited 
Ethylene cyanohydrin 
fhylene diamine 
cthylene dibromide 
ethylene glycol monoethy! ether acetate 
rormaldehyde solutions (45 % or less) 
rormic acid 
Furtural 
Gascondensate 
Heptane, and its isomers 
Hexane, and its isomers 
Soprene, inhibited 
Ugnite tars 
Mesity! oxide 
\"ethylacrylate, inhibited 
Methylalcohol (methanol) 
sthyl isocyanate or methylisocyanate 
Solutions 
"ethyl methacrylate, monomer, inhibited 
hylstyrene 
“onoethylamine solutions (72 % or less) 
rozene 
Nirobenzol 
Morpholine 
bev fuel anti-knock mixtures 
‘tic acid (70% and over) 
Of 2-Nitropropane 
Qartenes (ortho—, meta—, para) 


*araldehyde 
sfnlachloroethane 

> 2n0l, molten 
ylisocyanate 
phorusoxychloride 


| 
| 
| 
| 
| 


IMDG 
Code 
No. 


2789 
1715 
1090° 
1541 
1648 
2218 
1093 
2205 
1986/1987** 
1986/1987** 
1098 
1100 


1547 
1114 
1738 
2527 
2348 
1120* 
1149 
2227 
2045 
1129 
1130 


1131 
1846 
1134 
1888 


1991 


1754 
2553 
2076 
1143 
1915 
2357 
2248 
2362 
1184 
1916 


1593" 
1279 


2047 
2047** 
1154 
1155 
1160 
2051 
2265 
1165 
1158 
2023 
1917 
1170* 
LTS. 
1135 
2277 


1604 
1605 
1172"** 
1198 
1779 
1199 
1993** 
1206* 
1208* 
1218 
1999°* 
1229 
1919 
1230* 


2480** 
1247 
2303 
2270 
1993** 
1662 
2054 
1649 


2031/2032 . 


2608 
1664 
1831 
1264 
1669 
2312 
2487** 
1810** 


GERMANY, Federal Republic of 


IMDG 
Code 
2. Chemicals No. 
Phosphorustrichloride 1809°** 
Phosphorus, white, molten 2447 
Phosphoric acid, liquid 1805 
Propionic acid, solution containing 
no less than 80 % acid 1848 
iso—Propylalcohol 1219° 
iso—Propylamine 1221 
n—Propylamine 1277 
iso—Propylbenzene (Cumene) 1918* 
Propylene oxide 1280 
Pyridine 1282 
Pyrocondensate 1992** 
Sodium hydroxide, solution 1824* 
Sulphuric acid 1830 
Styrene monomer, inhibited 2055 
Turpentine 1299° 
1.1.2.2—-Tetrachloroethane 1702 
Tetrachloroethylene (Perchloroethylene) 1897° 
Tetrahydrofuran 2056 
Toluene (Methylbenzol) 1294* 
Toluene diisocyanate 2078 
Trichloroethylene 1710 
1.1.1-Trichloroethane 2831 
Triethylamine 1296 
n— and iso—Valeraldehyde 2058 
Vinyl acetate, inhibited 1301 
Vinyl ethyl ether, inhibited 1302 
Vinylidene chloride, inhibited 1303 
Vinyl toluenes, inhibited 2618 
Xylenes (Dimethyibenzene) 1307* 


3. Mineral (crude) oil and mineral oil products. 


4. Remarks: 
* Substances listed in IMO Code for Gas and Chemical Tanker 
for which the Code does not apply. 
** Substances not listed in IMO Code for Gas and Chemical 
Tankers. 


ANNEX NO. 2: Data of Wilheimshaven Sea Lock: 

Operation hours of Wilhelmshaven Sea Lock: 
Monday-Friday 0600 — 1830 hrs. 
Saturdays 0630 — 1600 hrs. 
Sundays and holidays 0800 — 1600 hrs. 

Beyond these hours the lock will be operated only for commercial 
shipping when service is ordered to the Lock Master on VHF Channel 
16/13 (call “Wilhelmshaven Lock’’) or telephone (04421) — 304084/ 
26311 as follows: 

1. Lockage between 0000 hrs. and commencement of normal operating 

hours to be ordered on the day before up to 1200 hrs. 

2. Lockage between termination of normal operating hours and 
2400 hrs. to be ordered on the same day until 2 hours before end 
of operations. 

Dimensions of Wilhelmshaven Sea Lock: 


Length between gates 390 m. 
Length usable 360 m. 
Breadth between lock-basin walls 60 m. 
Breadth between fenders 57m 


Depth (above mean high tide) 
(Vessels in ballast up to 250,000 d.w.t. have passed without 
difficulties.) 
In case of doubt, German text of lock regulations is authoritative. 


ANNEX NO. 3 
Wasser- und Schiffahrtsamt 

Wilhelmshaven Wilhelmshaven, the ...... (e) ete 19... 

3-332.3/4 ieee 
Official Permit of Navigation 
No. 

The Master of the tanker“ ................... ” has been granted 
official permission to navigate the Jade shipping channel on account of 
the application made by the Shipping Agency ............... , dated 
| 9 [= paaeeeteatespaniter Oa no oasasasa= pene feos 5 LS epee and in accordance with the 


stipulations contained in §57 subparagraph 1, No. 1 of the National 
Maritime Shipping Routes Regulations (Seeschiffahrtsstrassen- 
Ordnung) of the 15th April 1987 (Federal Gazette Bulletin 1, pages 1266- 
1286). 

The transfer of this permit is forbidden unless authorised by the 
Waterway Authority (Wasser- und Schiffahrtsamt) Wilhelmshaven. 

The validity of this permit expires on the ......... OF eas2-b.55 As. and 
applies only to a single passage of the Jade shipping channel in inward 
and outward bound directions. The permit does not authorise the holder 
to encroach on or to prejudice the rights of third parties or to encroach 
on or to take into use objects being in possession of others neither does 
it supercede any necessary administrative measures in connection with 
any other lawful regulation or any agreements of a private and legal 
nature which may be, if occasion arises, concluded with the Government 
of the Federal Republic of Germany. 

The following documents/statements are binding for the grant of this 
permit: 

(a) The application submitted by the Agency .................... 

dated the ........... Of Aa. nh? freee, 
(b) The technical data of the vessel delivered with the above named 
application. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


This permit is issued subject to the following conditions and 
stipulations: 

1. Shore based radar assistance has to be ordered well in time 
before commencement of river passage at the Wilhelmshaven 
Radar and Information Centre (Revierzentrale) via “Deutsche 
Bucht Revier Radio” (VHF Channel 16/80/79) respectively “Jade- 
Revier-Radio” (VHF Channel 16/20/63). 

2. In case of a visibility of less than............. m. the entrance into the 
Jade shipping channel or the departure from a berth or anchorage 
is not permitted. 

3. In case of wind in gale force (Beaufort 8-9) or more, the 
commencement of river passage is not permitted. 

4. Inward bound the relative speed of 10 knots over the ground laid 
down in the tidal navigation schedule for the Jade up to the light- 
BGoy: 735;.t:.4.- " must be complied with, taking into account the 
maritime traffic within the channel. 

5. Prior to commencement of the channel passage, tidal information 
must be obtained sufficiently well in advance to ensure that the 
tide will permit an underkeel clearance (UKC) during the entire 
passage until vessel is taken over by tugs or has left the channel 
seawards as follows: 


(a) From Buoy No. “1a” to Buoy No. “23”: 1.97 m. 
(b) From Buoy No. “23” to Buoy No. “45”: 1.93 m. 
(c) From Buoy No. “45” to NWO-Jetties: 1.75 m. 


6. Before commencement of the passage, it is essential to ensure 
that the complete propulsion and steering equipment as well as 
all other manoeuvre and anchor devices are capable of operating 
without any restrictions, even when subjected to the increased 
stresses resulting from extreme manoeuvring conditions. Should, 
for any reason whatsoever, the passage in the channel need to 
be interrupted, the immediate assistance of sufficient tugs must 
be requested in order to maintain the ship on its course in the 
shipping channel, or if necessary, to allow the ship to be turned 
within the channel, taking the draft into account. 

7. The turning or mooring manoeuvre must be carried out with 
adequate assistance of tugs in the manner mandatory in the 
harbour of Wilhelmshaven. Up to fresh breeze (5 Beaufort) total 
pulling force of at least................. tons is necessary. 

With strong breeze (6-7 Beaufort) a pulling force of at least 
ra ties peetoeh tons is necessary. 

When mooring at low tide (to be considered only at a draft of 
13.0 m. to 16 m.) the total pulling force has to be increased 
respectively at least for another................. tons additionally. 

The total pulling force must be distributed among at least 6 tugs. 

8. The stipulations contained in the above paragraphs 1-7 apply 
also to the casting-off manoeuvre and to the subsequent return 
seaward passage. For the casting-off manoeuvre, depending on 
wind conditions and with agreement of the pilots, the number of 
tugs and total pulling force may be reduced, provided that the 
safe performance of the manoeuvres is ensured. 

This permit is issued subject to the following stipulations and 
instructions. 

The right to issue any future necessary additions, amendments or 
supplements to the above instructions, or the right to cancel the permit 
are reserved, should this be deemed necessary to ensure the safety 
and the easy flow of shipping traffic or the prevention of dangers caused 
by shipping operations. ‘ 

This permit can be cancelled immediately when one of the above 
specified conditions and for stipulations is not observed. 

Charges: 

In connection with the issue of this permit and in accordance with 
No. 2 of the Tariff for official functions of the Federal Waterways Shipping 
Administration dated the 13th September 1989 (Federal Gazette 
Bulletin 1, page 1666 - 1671). 


ateuor Teewsy SVEN wt BO Ges A Ow TER OF Relies DM 
has been laid down. 

In addition and in accordance with §1 (2) 

of the above schedule, expenses Of —_eneen anette es DM 
TETTE ROTAISUEIL CIO Ey ees ee caniaenpnete DM 


These charges shall be made payable, free of charge to the recipient, 
to the Bundeskasse Bremen — Account No. 29001011 at the 
Landeszentralbank Bremen, quoting the cash remark “1203 — 
111 01 WSA Wilhelmshaven”, not later than the ..... GT) saccsukcescee ke eae 
Only payments to the above named account will release vessel from 
liability to pay. 

Advice in respect of judicial right: 

An appeal against this decree can be lodged with the local maritime 
authorities, Wasser- und Schiffahrtsamt Wilhemshaven, Mozartstrasse 
32, within one calendar month, either in writing, or by appearing in person 
to register an appeal. 

In cases of doubt, the German issue of this permit is authoritative. 


Wasser- und Schiffahrtsamtes 
Wilhelmshaven 
Captain Stockhorst 


SHIPMASTER’S REPORT: Mobil Sea Island (Platform): (updated 
1990). 
Position: Between Jade River Buoy Nos. 18 and 19. 
Pilotage: Sea Pilots (2) board/leave at Deutsche Bucht Lanby by 
helicopter. 

Berthing Pilots (2) board/leave about 2 to 3 miles North of Sea Island 
by launch. 

Pilotage straightforward to “Weser’ Lanby where river passage 
begins. 

Two bad bends here make strict attention to steering and helmsman 
necessary. 
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Passage Time: 
Inward (VLCC — half cargo) 


Sea Pilotage 3 hours 50 minutes 

Berth Pilotage 54 minutes 

Mooring 57 minutes 

Pilotage distance 41 miles 
Outward (VLCC — Ballast) 

Berthing Pilotage 39 minutes 


Sea Pilotage (to 8 miles 
South of Lanby) 2 hours 24 minutes 
Pilotage distance 31 miles 
Helicopters: Base for the 3 German rivers at Wilhelmshaven. 

First contact 1 to 2 hours before arrival at Deutsche Bucht Lanby 
Norddeich Radio Channel 16-27 when ETA confirmed and that vess 
is familiar with helicopter procedures. 

Thereafter continuous watch on Channel 16 VHF until helicope 
contact will require continuous calling on 410 kHz and listening out» 
Channel 9 VHF until operation completed. 

Berthing/Unberthing: Carried out at slack water only. Deep laden VLCp 
on HW only. Ballast or half-loaded VLCCs on either slack water. Dee 
laden VLCCs can only proceed inward on flood tide. 

River passage at Buoy No. 3 begins about 4 hours before local Hy 
at Wilhelmshaven and is proceeding according to fixed tide schedule 

Minimum underkeel clearances to be observed: 

1. Inward bound: 


(a) From Buoy No. “1a” to Buoy No. “23”: 1.978 
(b) From Buoy No. “23” to Buoy No. “45”: 1.939 
(c) From Buoy No. “45” to NWO Jetties: 1.75n 


2. Outward bound: 
jetties to sea: 15%. 

Tugs: Six tugs used for any VLCC movement, 1 forward, 1 aft a 
4 “pushers”. Additional tugs have to be ordered well in advance. 
Moorings: Standard VLCC mooring arrangement. Springs run out fig 
Cargo: 416 in. Chicksan booms available. Discharge rates compatity 
with modern VLCC facility. Official outturn figures average 1.5% les 
than ship figures. 
Crude Oil Washing: Subject prior permission this is allowed. 
Air Pollution: Monitoring of gas emission from tank venting syste 
carried out during ballasting. If readings high, ballasting rate must) 
adjusted to keep readings within set parameters (parameters ™ 
known). < 
Documentation: As per “Guide”. Important that Certificate of Financ 
Responsibility is on board otherwise vessel fined (up to a maximum: 
D.M. 10,000). 
Shore Leave: Permitted. Ferry is on call when required from Island: 
mainland berth. Refinery jeep is then on call from Gate House. |: 
forbidden to walk in Refinery area. Taxis can be called from Gatehous 
General: The Sea Island is in the “free port” area, therefore, no persoy 
effects lists or other customs problems. Authorities inflexible 
certification problems arise (Certificate of Financial Responsibility) 


SHIPMASTER’S REPORT: April 1988 (updated 1990). 

Chart: B.A. Chart No. 3669. 

Pilotage: Pilot boards by motor boat from the seagoing Jade/Weser Pk 

Cutter which is stationed about one mile S.E. of “Weser” Lanby. 0 

boarding, the Pilot requires the Tanker Check List. 

Pilots change just North of the berth on entering and leaving. Tin 
from pilot vessel to ICI Berth is about 2 hours. 

Tugs: Tugs are not used by small vessels but standby astern wht 

vessel alongside. 

Berth: The ICI Berth is 5 miles North of Wilhelmshaven and extends! 

approximately 0.75 miles. There are 3 berths (Nos. 1, 2 and 3), butor 

Berths No. 2 and No. 3 are used and these are inside of the ‘L’ shapt 

section. Maximum depth at Chart Datum on Berths No. 2 and No.3 

8.5 m. 

Berth No. 2 (North) is for Ethylene and Berth No. 3 is for VOM@ 
EDC. Vessels normally berth port side to heading South. 

Mooring at each end consists of 7 lines (3 head/stern lines, 2 bres 
lines and 2 springs). Mooring and unmooring is carried out quickly # 
the use of a mooring boat. 

Fire wires must be tended at all times and must be between 1.0! 
and 2.0 m. above the water. 

Cargo: Berth No. 2 (Ethylene): Liquid and vapour return are 6 

Chicksans. Vapour line not normally connected during dischal 

Normally warmest temperature accepted is — 101° C. Shore can acv 

vessels maximum pumping rate in the daytime but is reduced at ng 

We averaged 149 t.p.h. with the maximum being 175 t.p.h. 

On completion the arms are cleared with ship's hot gas for abe 
20 minutes. 

Berth No. 3 (VCM and EDC): Separate lines are provided for e 
product. The liquid loading line is 8 in. and the vapour return line is 4 

Due to shore power difficulties the pumping rate is reduced after @ 
when the shore lighting is on. This is due to Grid distribution which en@ 
the shore booster pump being shut down. This in turn reduces? 
pumping rate by half. On occasions ships are not berthed at night # 
is not worth accepting the low pumping rate. 

In Winter discharge can be prolonged to 36 hours whereas in Sum 
it is normally 12 hours. 

The surveyor handles most of the paper work, except Notic 
Readiness, which is accepted by the Loading Master. 
Documentation: The berth is within a free trade area, therefore no 0" 
Declaration or Stores Lists required. The Immigration Officer board 
arrival and on departure in order to check all non-EEC passport holt 
Shore passes are issued to non-EEC passport holders and mus! 
handed in prior to departure. 

Facilities: Fresh water is available from the pier and is metered. 
There is a telephone at the control pier which is metered. 
Lorries delivering stores are permitted to within 100 m. of the ss 

side. Berth crane available. 
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ashore gangway is available and is landed on the forecastle on small 


oe barges allowed alongside during cargo operations. 

the Water Police board the vessel on arrival and check all certificates 
«og the Oil Record Book. The Oil Record Book must be completely up- 
date and carefully compiled and signed by both the Master and the 
“net Engineer. For gas vessels Cargo Oil Record Book not required. 
‘me Water Police required a copy of the Tanker Check List. 


AUTHORITY: 

+ Waterway Authority: (Competent for nautical affairs and concerns of 
aalepway Maintenance, accidents, pilotage, traffic directions and police, 
agar etc. within or with effect to Federal Waterways.) Wasser- und 
Shifahrtsamt (Waterway and Shipping Office) Wilhelmshaven, 
\ozartstrasse 32, 2940 Wilhelmshaven. Tel: (04421) 26311 or (after 
ofice hours) (04421) 41287. Telex: 253407 Wsawr. FAX: 04421-44791 
» 24037. Contact: Captain K.J.Stockhorst or Captain Voelkel. 

) Port Authority: Niedersachsisches Hafenamt Wilhelmshaven, Neckar 
Syasse 10, 2940 Wilhelmshaven. Tel: (04421) 4800-0. FAX: 04421- 
430099. Contact: Captain Boege or Captain Pape. 

4 Municipal Port Authority: (Competent for harbour affairs within 
sunicipal harbour limits) Stadt Wilhelmshaven, Rathausplatz, 2940 
wihelmshaven. Tel: (04421) 297786. Contact: Captain Muehlinghaus. 


AGENT: Fisser & V. Doornum, Luisenstrasse 4-6, P.O.Box 466, D-2940 
wihelmshaven, Federal Republic of Germany. Tel: (4921) 803211/2. 
Telex: 27817. Fax: (4921) 20861. 


WISMAR: 53.54 N. 11.27 E. 


DOCUMENTS: 

Health Declaration. 

3 Crew Lists. 

3 Passenger Lists. 

2 Currency Lists. 

Stores List. 

Bonded Stores List. 

Crew Personal Effects List. 

Cargo Documents. 

Ship's Certificates. 

On arrival Master to complete Master's Declaration and Master's 
Report. 
PILOTAGE: Compulsory for commercial vessels over 150 g.r.t., 4 hours’ 
notice required by Wismar pilots, pilots on VHF throughout 24 hours. 
Pilots meet vessels day and night near Wismar Light Buoy. 

Also see “Baltic Deep-Sea Pilotage” — Page 174. 
ANCHORAGES: Anchorage in Outer Roads, North of Hannibal Shoal 
nthe following positions: 

(a) 53°59.90' N., 11° 20.70’ E. 

(0) 53°59.60' N., 11° 21.85’'E: 

(c) 53°59.10' N., 11° 21.90’ E. 

(d) 53°58.45'N., 11° 21.10’ E. 

(e) 53° 58.60’ N., 11° 20.80' E. 

The depths are 11 m. — 17 m., condition of the ground is sand and 
stones. 
RESTRICTIONS: The harbour is approached through a buoyed and 
ghted channel, 15 miles long, dredged to a depth of 9.5 m. (31 ft. 3 in.) 
MWL over a width of 60 m. 

Vessels over 125 m. length or exceeding 7.3 m. (24 ft.) draft may 
enter in daylight only. 

The water level does not vary much during settled weather, but during 
gales fluctuations of + 1 m. (3 ft.) or even more often occur. 
ee should give at least 4 hours’ Notice of Arrival at the Fairway 
uoy. 
MAX. SIZE: Length up to 200 m. Max. draft 29 ft. (8.8 m.). 
HEALTH: Pratique given on arrival. In case suspected disease or fever 
on board radio details to Agent or Harbour Master before arrival. 
RADIO: Wismar Port Radio Station keeps a constant watch on VHF. 
Rugen Radio, call sign “Y5M”. 
VHF: “Wismar Port” on VHF Channel 17. 

Timmendorf Pilot” on VHF Channel 12. 
TUGS: 3 tugs of 750 h.p. available. Tugs compulsory for vessels over 
1000 g.r.t. entering, advance notice required. For berthing and 
inberthing tugs join vessel according to the Pilot's instructions. 
SERTHING: The harbour is on the East side at the inner end of the 
entrance channel. 


(See Plan) 


Max. 
Quay Length Draft Cargo handled 
(m.) (m.) 
Xalihafen N. 366 (overall) 
No. 10 138 8.23 Fertilisers, 
Potash. 
No. 14 135 8.23 _‘ Fertilisers, 
Potash. 
No. 12 93 8.23 _ Fertilisers, 
K Potash. 
alihafen S. 402 (overall) 
No. 7 132 .23 General Cargo. 
No. 8 180 8.23 General Cargo. 
ye. 9 90 8.23. General Cargo. 
Derseehafen N. 490 (overall) 
~ 4 146 8.23 General Cargo 
* 5 179 8.23 General Cargo 
0. 6 165 8.23 General Cargo. 


GERMANY, Federal Republic of 


Max. 
Quay Length Draft Cargo handled 
(m.) (m.) 
Uberseehafen S. 
No. 14 183 8.23 Grain, Silos of 
20,000 tons. 
Old Port E. 
No. 17 and 250 4.88 Passenger Ships 
“Baumhauskai” and Sport Boats. 
Old Port W. 390 (overall) Fish and Timber. 
No. 1 125 7.62 Timber and 
Pulpwood. 
No. 2 152 7.62 Timber and 
Pulpwood. 
No. 3 119 5.80 Timber and Grab 
Cargo. 
Chemikalien Pier Tankships with 
(E-Side, South of Glue and Lye. 
the Oil Harbour) 
No. 18 158 5.30 
Dalben (Dolphins) 324 (overall) 
No. 15° 162 6.10 Not for Cargo 
handling. 
No. 16° 162 6.10 (Waiting Places.) 


* Max. draft 6.70 m. with a max. length 135 m. 

CARGO HANDLING FACILITIES: Shore cranes of 6 — 12 tons, a new 
“Atlant” crane max. 20/40 tons, 3 mobile cranes of 40 tons, floating 
crane of 100 tons, 3 mechanical loaders for potash with a capacity of 
9,500 tons per day, grain suction plant. 

STEVEDORES: Working Hours: Monday — Friday: 0600-1400, 1400- 
2200, 2200-0600. Meals: 1000-1030, 1800-1830, 0200-0230. 

Saturday/Sunday: General cargo handling places: 0600-1800, 2200- 
0600. Meals: 1000-1030, 1400-1430, 0200-0230. No work from 1800- 
2200. 

Potash and liquids: 0600-1800, 1800-0600. Meals: 
1300-1330, 2200-2230, 0200-0230. 

The port works at night and on weekends if labour ordered. 
MEDICAL: Medical station with doctor in Old West Port. Hospital also 
available. Advance notice to Agent required if medical assistance 
necessary. 

FRESH WATER: Available from shore hydrants at all berths. 

FUEL: All grades fuel and gas oil obtainable. Vessels calling for bunkers 
only pay no harbour dues, and are allowed a reduction in pilotage and 
clearance fees. 

REPAIRS: Repairs can be effected at Mathias-Thesen Shipyard. 
Floating crane available, capacity up to 100 tons. 

TIME: GMT plus 1 hour. Summertime GMT plus 2 hours. (25th March — 
30th September). 

HOLIDAYS: New Year (1st January); Good Friday; Easter Sunday; 
Easter Monday; 1st May; Whit Sunday; Whit Monday; Ascension Day; 
Christmas Day; Boxing Day and other special national holidays. 
AIRPORT: Berlin, 270 km. from Wismar. 

TELEPHONES: No ship to shore communications. 

SHORE LEAVE: Crew members permitted ashore. 

AUTHORITY: Veb Seehafen Wismar, am alten Hafen, P.O. Box 98, 
Wismar. Tel: 452300 (Director), 452345 (Marketing), 452377 
(Operations Centre). Telex: 318882 (Harbour Master — 318862). 
FAX: 37824/452595. Contact: Mr. Boddin, Port Director. Harbour 
Master, Baumhaus, Old Port East, Tel: 45552/2764. 

AGENT: VEB Schiffsmaklerei Rostock, Agentur Wismar, 24 Wismar, 
Kopenhagener Strasse. Tel: 3308, 45230-32 Telex: 0318841. 


1000-1030, 


NOTES 
Please also advise Shipping Guides Ltd. 
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Ghana 


GENERAL: 


DOCUMENTS: On 15th November 1988 the Ghana Ports and Harbours 
Authority announced that all Cargo Manifests must be received by the 
GPHA 7 days prior to the arrival of vessel, failing which there will be no 
berthing for the vessel. 

HEALTH: Pratique Procedure: 

1. The Port Health Officer or authorised officer shall grant Pratique to 
a ship as soon as the following conditions shall have been properly 
complied with: 

(a) The Master shall complete accurately to the best of his knowledge 
and belief a Maritime Declaration of Health Form. 

The Declaration shall be countersigned by a ship's surgeon if 
one is carried and shail be delivered to the Port Health Officer or 
authorised officer. 

(b) The answers to the questions in the Declaration shall clearly 
indicate the absence of any infectious disease on board during 
the voyage or on arrival of the ship, and that the ship has not 
called at any infected area or had direct contact during the voyage 
with any ship from any infected area or having on board any case 
of infectious disease, and shall satisfy that Port Health Officer or 
authorised officer that the granting of Pratique shall not be 
attended by any danger. 

(c) The Master or any other person on board including a ship's 
surgeon, if one is carried, shall accurately and, completely answer 
any other questions put to him by the Port Health Officer or 
authorised officer in regard to the sanitary condition of the ship, 
the health of the passengers and crew or of any ship with which 
there has been direct contact during the voyage, and shall furnish 
any such officer with all such information and assistance as he 
may reasonably require. 

2. Inthe event of any suspected disease or fever on board a ship before 
arrival at the port and any other circumstances requiring the attention 
of the Port Health Officer, the Master shall: 

(a) If the ship is equipped with a suitable radio transmitting apparatus 
and is due to arrive at a radio receiving port, send before arrival, 
either directly to the Port Health Officer or through an Agent 
approved by him, a radio message to that effect. 

(b) If the ship is not so equipped or is due to arrive elsewhere than 
at a radio receiving port, notify the Port Health Officer immediately 
on arrival of the presence on board of such infectious disease, 
or suspected conditions. 

Any radio message sent shall: 

(a) embody such of the items of information as are applicable; 

(b) be sent so as to reach the Port Health Officer not more than 
12 hours, and not less than 4 hours, before the expected arrival 
of the ship; 

(c) if it is in code, conform with the section relating to standard 
quarantine messages of the International Code of Signals. 

3. Any ship arriving at its first port of call in Ghana from a foreign port 
shall be deemed to have come from an infected local area, and shall 
be required to comply with the provisions as to flags and signal lights 
as prescribed until granted Free Pratique by the Port Health Officer or 
authorised officer. c 

The following signals are to be shown on arrival within 3 miles of land, 
by vessels requiring or required to show their state of health: 

(a) in the daytime i.e. during the whole of the time between sunrise 

and sunset. 

(i) “Q" flag signifying “my ship is ‘healthy’ and | request free 
Pratique” or; 

(ii) “Q” flag over first substitute (“QQ”) signifying “my ship is 
‘suspect’, i.e. | have had a case or cases of infectious 
disease more than 5 days ago, or there has been unusual 
mortality among the rodents on board my ship” or; 

(iii) “Q” flag over “L” flag (“QL”) signifying “my ship is 
infected” i.e. | have had a case or cases of infectious 
disease less than 5 days ago. 

(b) by night i.e. during the whole of the time between sunset and 
sunrise, a red light over a white light, the lights being not more 
than 6 ft. apart shown at the peak or where the signal can best 
be seen from the shore, and exhibited only when the ship is within 
the presence of a port signifying “| have not received Free 
Pratique”. 

(c) Any ship displaying the appropriate signal in accordance with the 
provisions of paragraph (3) above shall, as soon as practicable, 
be visited by the Port Health Officer or authorised officer, who 
shall grant Pratique or take such other steps as may be necessary 
before granting Pratique. 

4. A ship which has been granted Free Pratique at its first port of call 
in Ghana which has not been declared an infected area shall not be 
required to obtain further Pratique at another port in Ghana. 

Vaccination requirements in respect of persons arriving in Ghana 

All officers, crew and passengers of every ship arriving at any port in 
Ghana shall be in possession of valid Certificates of vaccinations against 
yellow fever and cholera. 

Where a person arrives at any port in Ghana and is unable to produce 
a valid Certificate as required, the Port Health Officer or the authorised 
officer shall require such person to be vaccinated on the spot or to 
present himself at a place or places for the purposes of being vaccinated. 

Under no circumstances should any officer, crew or passenger 
disembark if he is not in possession of any valid Certificate against yellow 
fever and cholera. 

CUSTOMS REGULATIONS: Pre-Entry System: 

Customs Authorities have introduced a ‘Pre-Entry System’ whereby 
importers are expected to process their Customs Bills of Entry in 
advance, at least 7 clear days prior to vessel's arrival, failing which a 
penalty is imposed by Customs on importer/consignee. To avoid a 
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situation where importers will hold AgenvOwners responsible for refy 
of penalties for late submission of Manifest with Customs, it is es 

that shipowners are requested to let Agent receive all cargo manifes 
at least 10 days prior to vessel's arrival in order for Agent to lodge w 
Customs Authorities advance manifest for the benefit of impona 
Recently, most cargo documents have been received late and in sop 
cases manifests have been received when vessel is in port. 
suggested that manifests are airfreighted to ensure early receipt. 


SALTPOND (Bonsu): 05.05 N. 01.00 W. 


LOCATION: 9 km. South of Saltpond village in position Lat. 05° 04’ 47") 
Long. 01° 00’ 25” W. 

TUGS: One tug available to assist with berthing and connecting hose 
BERTHING: Ship to ship transfer through 1,200 ft. floating hose. Dey 
of water 85 ft. 

The platform “Agpi” is permanently moored. The storage vessel, 
named “Farmer”. Loading time for 20,000 tons is 24 hours. Produc, 
named “Saltpond Crude” or “Bonsu Crude”. 

OPERATOR: Agripetco Ghana Inc. 


TAKORADI: 04.53 N. 01.45 W. (See Pla 


PORT LIMITS: Are shown on Admiralty Chart 3102 and covers an ag 
of about 1.5 miles to 2 miles outside harbour entrance. 
DOCUMENTS: 
Customs: 
Stores Lists. 
Lists Crew Personal Effects. 
Bill of Health. 
Crew Lists with dates of yellow fever inoculations (use Ghane 
Form No. 62 which is supplied by Agent). 
Passengers Lists or ‘Negative’. 
Vessel's Itinerary Lists. 
Freighted Cargo List. 
Unfreighted Cargo List. 
Set Bills of Lading. 
Clearance from last Port. 
List of Narcotics. 
List of Stowaways (state ‘nil’ if so). 
List of Arms and Ammunition (state ‘nil’ if so). 
List of Mail (state ‘nil’ if so). 
List of Animals on board (state ‘nil’ if so). 
Immigration Officer: 

1 Crew List (Ghanian Form No. 62). 

1 List Ports of Call. 

1 List of Passengers, if any. 

All crew and Passengers’ Passports. 

Advice to Immigration of any stowaway. 
PILOTAGE: Pilotage compulsory. Pilot boards within port. lim 
International code signals used. Vessels to call ‘“Takoradi Port Conte 
on VHF Channel 14 when about 30 miles off, to confirm ETA. 
ANCHORAGES: Vessels may anchor outside the harbour without Pt 
Depth at moorings 22 ft. to 35 ft. 
RESTRICTIONS: Depth at harbour entrance 35 ft. MLW. 
MAX. SIZE: Up to 28 ft. draft for berthing alongside. Up to 33 ft. at busy 
Also see “Tankers”. 
HEALTH: See “General” before first Ghana port. 
RADIO: Radio Takoradi. The station is a Coast Station and & 
operates on HF and MF equipment. The call sign for this station is % 
VHF: Signal station Channel 14. 24 hour service for all information ¥ 
regard to Pilots, berthing, etc. 
RADAR: No radar services available. 
TUGS: 3 tugs available. Tugs usually join the vessel outside p 
entrance. Tugs’ assistance is compulsory. Usually one tug is assign 
to vessels with a bow thruster. 
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BERTHING: 
Max. Length Max. 

Berth Vessel Draft 

Manganese 520 ft. 28 ft. 0 in. 

2 Whart 550 ft 26 ft. 0 in. 

3 Whart 500 ft 26 ft. 0 in. 

4 Whart 600 ft 28 ft. 6 in. 

5 Wharf 270 ft 28 ft. 0 in. 

6 Whart 500 ft 29 ft. O in. 

Bauxite 505 ft 30 ft. 0 in. 

Coal Wharf 250 ft. 14 ft. O in. 

Oil Whart 600 ft. 29 ft. 3 in. 

1 Buoys 550 ft. F.34 ft. 0 in. A.36 ft. 0 in 
3 Buoys 570 ft. 27 ft. Oin. 

4 Buoys 520 ft. F.27 ft. 0 in. A.30 ft. 0 in 
5 Buoys 510 ft F.24 ft. O in. A.27 ft. O in 
6 Buoys 480 ft. F.24 ft. 0 in. A.26 ft. 0 in 
7 Buoys 450 ft. F.23 ft. 0 in. A.25 ft. 0 in 
8 Buoys 400 ft. F.21 ft. O in. A.22 ft. Oin 
9 Buoys 340 ft 18 ft. 0 in 


BULK CARGO FACILITIES: There are 2 berths for the loading off 
bulk cargo — manganese ore and bauxite. In the case of grain, & 
fertilisers, sulphurs, copra, etc., discharge can be done at any od 
wharf berths. The loading rate of manganese ore is approximé 
333 long tons per hour; and the loading rate of bauxite is 330 long? 
per hour. 


| —&S: There are 9 Portal Cranes at the Port after the restoration. 
~iese, 2 cranes of 15 tons each lifting capacity are at the main whart 
{wading and discharging of vessels. 4 cranes of 3 tons each lifting 
~pacity are placed at the West Wharf to cater for loading and 
gsenarging cocoa, cocoa products and other commodities. 3 cranes of 
‘sions are available at the Log Wharf for discharging lorries and wagons 
logs and sawn timber from the countryside and loading same on to 
sentoons and into lighters for vessels loading at the buoys. There are 
‘yoranes at the Cargo Platform. Instead, a mobile crane of 14 tons is 
Forklifts are used to load and discharge cargoes. In addition there 
ye 20 gantries for loading and discharging sawn timber. There are no 
~anes at the buoy berths and ships are expected to use their own gear. 
uso there are no floating cranes at this Port. 
spECIALISED CARGO HANDLING FACILITIES: Vessels usually use 
»eir own derricks for loading and discharging containers. The Port's 
vai trailers handle the containers on the quay. 
RoRo vessels with their own specialised cargo gear are handled. 
| gRIDGES: There are no bridges at the port. 
sTEVEDORES: Berthing meetings are held daily between the Port 
iythority and all Port Operators with the view to determining ETA and 
; «1D of vessels to enable the stevedoring companies to arrange for 
; gangs and determine the relevant rates and charges. 
“Normal working hours: weekdays 0700 hrs. to 1200 hrs. and 1400 hrs. 
» 1700 hrs. Saturdays 0700 hrs. to 1200 hrs. 

Gangs required for Sunday work should be ordered before 1130 hrs. 
yevious day. For weekday work, gangs should be ordered before 
1500 hrs. previous day. 

MEDICAL: It is absolutely necessary for the Agents to be notified in 
aqvance of the required medical attention so that necessary 
grangements for medical exercise be carried out immediately on the 
vessel's arrival. Also see “General — Health”. 

TANKERS: Oil tankers moor on the North side of Lee breakwater. 
‘berth suitable for ships of 600 ft. length, draft 29 ft. 

Pipe-line: 805 m. long, pipe size 8 in. for all grades of petroleum and 
Bitumen. 

Discharge Rate: 
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Petroleum — Premium Mogas 150 t.p.h 
Regular Mogas 150 t.p.h 

n A.G.O. 200 t.p.h 
Kerosene 200 t.p.h 


80/110—142 cu.m./hr. 
60/70 —154 cu.m./hr. 
12/18 —337 cu.m./hr. 


Bitumen - 


DENSITY: Salt water. 
FRESH WATER: Delivery at berths and buoys is by means of water 
barge of 448,000 gallons capacity. The rate of delivery is 11,000 g.p.h. 
FUEL: 2 grades available, fuel and gas oil. Advance notice is necessary. 
Fuel — supplied through pipe-lines. 
Gas Oil — supplied by mobile tanker. 
FIRE PRECAUTIONS: 6 firemen ordered to standby with fire engine. 
No Smoking" notices are posted at considerable distances from the 
tankers. 
CONSULS: Italian Consul only. High Commissioners and Ambassadors 
are in Accra. 
REPAIRS: Minor repairs can be effected, slipway for vessels up to 
500 tons. Small dry dock for vessels up to 100 ft. length. 
DRY DOCK: There is no large dry dock in this port but there is 1 small 
s ay dock capable of accommodating vessel of 100 ft. long, 25 ft. wide 
f and 8.5 ft. draft. 
SURVEYOR: Lloyd's, ABS, GL, BV, Panama Bureau of Shipping and 
§ Sueau of Maritime Affairs (Liberia) represented by Wiltex Ltd. 
consulting engineers and marine surveyors). 
GANGWAY/DECK WATCHMEN: Provision of Gangway, Deck and 
s ‘atch Watchmen is absolutely necessary to prevent stealing, pilferage 
and smuggling on board ships. 
HATCHES: Hatches are normally opened and closed by the stevedoring 
) gangs or, at times, by the ship’s crew. 
4 CUSTOMS ALLOWANCES: Quantity permitted for each member of the 
f ew to be held Out of Bond is as follows: Tobacco 100 grammes; 
Spirits 0.75 litres; Wine 0.75 litres. 
CARGO GEAR: Load/discharge is affected by the Port Authority's shore 
y gear. There is 1 heavy lift crane of 15 tons capacity which is used for 
~ ‘avy lifts. Where the cargo exceeds the lifting capacity of the shore 
_ ane, the ship’s jumbo derrick is sometimes used. 
REPATRIATION: The Immigration Department is responsible for signing 
on and off on the advice of the shipping company. 
AIRPORT: The airport, approximately 5km. from the Port, is now 
&xclusively used by Ghana Air Force. The commercial airport is located 
athe Capital city of Accra — some 232 km. from Takoradi. 
TIME: The Greenwich Meridian Time is applied to this Port as the 
sfeenwich Meridian passes through this country. 
HOLIDAYS: The holidays at the Port are as follows; New Year's Day 
‘st January); Redemption Day (13th January); Independence Day 
Sth March); Good Friday (non-working day); Holy Saturday; Easter 
Monday; Republic Day (1st July); Christmas Day (25th December) (non- 
_ Working day); Boxing Day (26th December). 
*OLICE/AMBULANCE/FIRE: Telephone 999 for all 3 services. 
WE HONES: Presently no arrangements exist for installing telephone 
td ships. 
SERVICES: There is no special service for tank cleaning, tank-washing 
¥ compass adjustment. 
SHORE LEAVE: Every member of the crew is free to go ashore at any 
ime of the day or night after the Immigration Officer has issued shore 


Passes. 
OENTIFICATION CARDS: Seamen's Book or Passport is sufficient to 
Rew any seaman. Also see “Shore Leave”. 
GULATIONS: Ship’s are not allowed to discharge on board 
gposives Or petroleum without prior approval of the Port Manager. 
) Ips old fot allowed to berth after 1800 hrs. 

: None. 
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DEVELOPMENTS: Rehabilitation work which is underway includes 
paving, fender replacement, refurbishment of jetties and quayside 
buildings. Electrical systems are being brought up to date to allow for 
the installation of new port equipment, which includes a 35 tonne multi- 
purpose crane, a 15 tonne general cargo crane and a 15 tonne crane 
for log handling,. 

AUTHORITY: Ghana Ports and Harbours Authority, P.O.Box 1, 
Takoradi, Ghana. Tel: 3220. Telex: 2189. Cables: Harbours Takoradi. 
Contact: Captain J. E. Quansah, Harbour Master. 


AGENT: Scanship (Ghana) Limited, P.O. Box 329, Takoradi. Tel: 35.31, 
36.50, 35.33. Fax: 233 21 712 932. Telex: 2182 Scanship Takoradi. 
Cables: “Scanship Takoradi”. 

Radio: Contact possible after leaving Tema on R/T 6,500 kHz and VHF 
Channel 9. 


TEMA: 05.38 N. 00.01 E. (See Plan) 


PORT LIMITS: A vessel is considered “arrived” when it is within 
1.5 miles distance of the port. 

DOCUMENTS: 

Port Health: 

Maritime Declaration of Health. 

Valid Certificates for cholera and yellow fever. 

Derat Certificate. 

1 copy Crew List. 

1 copy Ports of Call List. 

1 copy Passenger List. 

Immigration: 

1 copy Passenger List. 

1 copy Crew List. 

1 copy Ports of Call List. 

Customs: 

2 copies Manifest. 

Dangerous Cargo List. 

1 copy Crew List. 

1 copy Ports of Call List. 

1 copy Passenger List. 

Port Clearance, visaed by Customs at last port of call. 

PILOTAGE: For Main Harbour, pilotage is compulsory for all vessels of 
more than 60 net tonnage, when arriving or leaving harbour, or shifting 
berth, but for both Fishing Harbours obtainable on request. 

Time of pilotage as follows for Main Harbour: 

(a) Dry cargo vessels: Arrivals 0600 — 1800 hrs. (up to 2000 hrs. on 

special request); departure 0600 — 2300 hrs. 

(b) Tankers: Arrivals daylight only; sailings 0600 — 2300 hrs. 

(c) Valco-carriers: All handling, during daylight only. 

Vessels arriving or wishing to enter harbour must await Pilot between 
E. and S.W. off Fairway Buoy, up to 1.5 miles distance. Ships embarked 
by Pilots from 0600 hrs., according to time of arrival Quarantine 
Anchorage. 

ANCHORAGES: Safe anchorage, three-quarters to two miles from 
E.N.E. to S.W. off main entrance with depth 30 ft. to 60 ft., with good 
holding ground. Eastern area of anchorage is more comfortable, without 
additional swell reflected from main breakwater. 

RESTRICTIONS: Entrance to main harbour is 800 ft. wide. Approaches 
have a minimal depth of 35 ft. Ships entering harbour may roll heavily, 
up to 8°, during some seasons when 2-3 cables before entrance. 

Ships deeper than 30 ft. enter only during high tide with maximum 
possible draft limit of 32 ft. during neap tides. 

Bottom of harbour consists of sand and mud with frequent hard rocky 
ground. Depth increases in direction of main breakwater. 

Inside harbour alongside breakwater is an old wharf for tankers with 

depth of 34 ft. 
MAX. SIZE: Restricted to 650 ft. length, 32 ft. draft and 60,000 tonnes. 
HEALTH: All crew require valid certificates of vaccination against yellow 
fever which are inspected by Port Health Authorities. In case of any 
suspected disease or fever on board. Agent of the vessel should be 
notified in advance by radio. Also see “General” before first Ghana Port. 
VHF: The port is equipped with VHF radio Channels 14 and 16. Channel 
16 is the international listening channel and Channel 14 is the port 
working channel. Signal station request LOA and draft in feet and last 
port of call. 

Under certain conditions, vessels are able to contact the Signal Station 
at 200 miles. 

BERTHING: 

Berth Length Depth at LW 
No. (m.) (m.) 

1 183 9.6 
2 183 8.6 
3 183 7.6 
4 183 7.8 
5 183 vs 
6 183 7.4 
ra 183 7.9 
8 183 7.6 
9 7.6 
10 7.6 
11 7.6 
12 7.6 
9.6 
9.8 


183 
183 
183 
183 
175 (Max. LOA) 
Oil 244 
Usually ships moor starboard side to Berths No. 1, 2, 6-9 and portside 
to Berths No. 3, 4, 5, 10-12. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engla 


TUGS: 5 tugs available with capacity 1,300 h.p. — 2,200 h.p. Minimum AUTHORITY: The Director General, Ghana Ports and Harty 
of 2 tugs for berthing and unberthing. Tugs join vessels at entrance of Authority, P-O.Box 150, Tema, Ghana. Tel: 2631-9. Cables: “Ha 
harbour when berthing and join vessel alongside when leaving. Usual | Contact: Gp. Captain E. A. Awuvri, Port Director. Captain E. D. Zig 
for ships’ lines to be used. Charge for use of tugs’ lines is 120 dollars | Harbour Master. 
per tug per day. AGENT: Scanship (Ghana) Ltd., P.O.Box 64 Tema. Tel: 26. 
CRANES: 1x10 tonne portal crane at Quay No. 1 and 1x10 tonne 25.71. Cables:  deanahip tema’. Fax: 233 21 712 932. velox al 
portal crane at Quay No. 2. Scanship Tema. 
SPECIALISED CARGO HANDLING FACILITIES: Valco Berth for 
handling bulk cargoes such as alumina, pitch/coke and aluminium 
fluoride. It is also equipped with 2 elevators for sucking/discharging. 
Conveyor System: 4 Outloaders, each 30-35 t.p.h. 
or : 2 Outloaders on high speed = 70 t.p.h. 


STEVEDORES: Available. Dry cargo is handled from 0730 hrs. to NOTES 
1230 hrs. and from 1400 hrs. to 1700 hrs. on normal working hours, and . aie ; 
overtime after 1700 hrs. to 2000 hrs. (for finishing ships 2030 hrs.) and Please also advise Shipping Guides Ltd. 


on Saturdays p.m., Sundays and holidays. Oil Wharf and Vaico Berth 
are working around the clock. 

Gangs required for Sunday work should be arranged before 1130 hrs. 
previous day. For weekday work, gangs should be arranged before 
1500 hrs. previous day. 

MEDICAL: No advance notice except in cases of serious illness. Advice 
should be sent with arrival cable. Ample hospital facilities available. 
TANKERS: Tankers always moored starboard side to dolphins, and 
ropes to breakwater and bow-buoys. Crude oil pumped to refinery, by 
ship's pumps, a distance of 18,000 ft. 


Pipeline Size Capacity Pumping Rate 
(in.) (cu.m.) (t.p.h.) 
Crude oil 24-16 1,567,130 1,000 
Fuel oil 14 51,400 600 


DENSITY: 1025. 
FRESH WATER: Available. Rate 50 t.p.h. 

At times a limited supply is available. 

FUEL: Fuel and diesel-oil available by tanker-trucks only. No coal- 
bunkers available. 

FIRE PRECAUTIONS: Oil tankers when moored alongside must have 
“Fire Wires” hanging over the bow and stern on the outboard side of 
the vessel. These must be lowered to the water's edge and securely 
made fast on board so that they can be used to tow the ship away if 
necessary in an emergency. Two large fire fighting pumps and 
“snorkels” are mounted at the oil wharf. A floating boom to prevent the 
spread of oil spillage must be put in position around tankers loading and 
discharging. The Master of the ship should be warned to lower the guy 
ropes securing the boom to the ship, so that the boom is afloat at all 
times and not lifted up as the vessel's draft changes. 

REPAIRS: Marine workshop for deck and engine repairs. 

DRY DOCKS: There are 2 drydocks. 

Drydock No. 1: Serviced by 60 tonnes and 20 tonnes travelling cranes. 
Capacity: 100,000 d.w.t. Length: 910 ft. (277.4 m.). Width (entrance): 
149 ft. (45.4 m.) Width (inside wall): 155 ft. (47.2 m.). 8.2 m. on the sill. 
Flooding time empty dock: 2 hours (approx.). Dewatering time: 4 hours 
(approx.). Vessels with 6.5 m. draft can enter at HW. 

Drydock No. 2: Serviced by 45 tonnes and 25 tonnes mobile cranes. 
Length: 350 ft. (106.7 m.). Width: 44 ft. (13.4 m.). Draft (entrance): 18 ft. 
(5.5 m.). Flooding time of empty dock: 4 hrs. (approx.). Dewatering time: 
4 hrs. (approx.). 

Fitting out quay: 600 ft. (162.9m.). Draft: 14 ft. (4.3m.) to be 
deepened. Crane: 15 ton travelling crane. : 
SURVEYORS: Lloyd's, NKK and Bureau Veritas are represented at the port. 
GANGWAY/DECK WATCHMEN: Services of watchmen necessary and 
compulsory. 

HATCHES: Opening/closing of hatches is normally carried out by 
stevedores or crew. 

CUSTOMS ALLOWANCES: 200 cigarettes, 1 bottle of spirits and wine 
and beer in reasonable quantities. 

REPATRIATION: Facilities exist for effecting crew changes through the 
Shipping Master's Office and the Ministry of Transport and 
Communications. 

AIRPORT: Situated 18 miles from the port. 

TIME: GMT. No alterations during the year. 

HOLIDAYS: New Year's Day (January 1st); Independence Day (March 
6th); Good Friday; Holy Saturday; Easter Monday; Labour Day (May 
1st); PNDC Government (June 4th); Republic Day (July 1st); Christmas 
Day (December 25th); Boxing Day (December 26th). Cargo work can 
be arranged, except for Christmas Day. 

POLICE/AMBULANCE/FIRE: Telephone Nos: Police: 2936; Fire: 2822-12. 
SHORE LEAVE: Every member of the crew is free to go ashore at any time 
of the day or night after the Immigration Officer has issued shore passes. 
IDENTIFICATION CARDS: Shore passes issued are sufficient. 
REGULATIONS: No refuse or waste material of any description allowed to 
be pumped or thrown overboard from vessel into the sea. 

No person shall load or discharge explosives without the consent of the 
Port Operations Manager. 

It is strictly forbidden to undertake main engine work without prior 
permission of the Port Operations Manager. 

GENERAL: Recommended to send ETA message as early as possible 
advance. Essential that ETA message reaches Agent's office before 
1430 hrs. Monday-Thursday or before 1000 hrs. Friday for weekends 
because of booking of gangs. Ships from Abidjan should also send 
48 hours ETA message. 

Tides: Maximum tides rise 6 ft. 2 in., minimum tides rise 3 ft. 
Prevailing Winds: Light to fresh breeze from W. and S.W. during all year, 
except December to February when N.E. Harmathan is dominating with 
poor visibility. Dangerous winds are tornadoes from East, May to July, 
but occasionally isolated tornadoes are to be expected from January to 
December. There is a swell in harbour, especially after tornadoes, when 
lying alongside the berths. 

DELAYS: Delays not expected for berthing, loading or discharging, 
except for natural occurrences such as heavy storm or heavy downpour 
of rain. 
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C 
» Gibraltar 


» GBRALTAR: 36.08 N. 05.21 W. 


x 
UMENTS: 
, ew Lists. 

5 Passenger Lists. 

anival Report, to be completed when receiving Pratique. 

international Maritime Declaration of Health. 

Snip’s Register. 

toad Line Certificate. 

derat Certificate. 

Ship's Articles. 

Certificate of Insurance in respect of Civil Liability for Oil Pollution 

Damage. 

Stowaway Report. 
gLOTAGE: Pilotage compulsory for all navigation (except direct 
#oarture from anchorage). Give notice of arrival through Agents 24 
‘urs in advance furnishing maximum draft. Ships approach off Rosia 
gay where Pilot (available day and night) boards vessel. Pilot boat 
santed black and flies international Pilot flag. To call Pilot: sound, and 
yflag “G" or call Gibraltar Port on VHF Channel 16 and pass message 

Channel 12. 

INCHORAGES: In open bay, good safe anchorage, depths vary from 
5040 fathoms. Vessels normally anchor in area West of Harbour Moles. 
RESTRICTIONS: Note: British waters in the Bay of Gibraltar extend to 
ne Median Line drawn in accordance with the 1958 Geneva Convention 
the Territorial Sea and Contiguous Zone (see Admiralty Chart 
9 1448). However, part of those waters, lying North of 2 Qk. FI. buoys, 
ye considered by the Spanish Authorities to be within the limits of the 
rot of Algeciras/La Linea (Spanish Notice to Mariners 49/1563/67 of 9 
december 1967), and the Spanish Authorities have claimed Spanish 
sort dues in respect of vessels anchoring between the Median Line and 
ne line of buoys. 

The waters in dispute form only a small part of the anchorages 
wailable to shipping calling at Gibraltar. 

WAX. SIZE: If anchoring in bay, any size. Max. draft alongside, 
31 ft. 6 in. 

HEALTH: Vessels are usually boarded by Port Authorities off the 
Southern end of the Detached Mole: if everything found satisfactory 
*ratique is granted immediately. Masters should advise Agents by radio 
tefore arrival of any illness on board so that Port Doctor may board 
vessel with Port Authorities. 

RADIO: Gibraltar Radio (British Telecom), call sign ZDK. 

VHF: Communicate with Port Authorities by VHF international calling 
Channel 16, pass message on Channel 12, many other channels 
available (24 hour service). 

WGS: 8 tugs, 500 h.p. — 2,600 h.p. When required for berthing 
aongside, tugs meet vessels off Mole. Ship’s ropes sometimes used. 
BERTHING: Cruise Liners and vessels calling for bunkers or water can 
te berthed on both sides of Western Arm. Outer side is 490 m. long 
wth draft up to 9.60 m. The inner side is 450 m. long and max. draft is 
§53m. Ships of deeper draft can be accommodated on half tide basis 
according to tide. Vessels calling for repairs or lay up can be berthed 
athe Detached Mole. There are also 5 berths of 100 m. in length 
available to vessels discharging general and bulk cargoes. 

Masters required to advise ship’s draft when giving ETA. Cruise ships 
ue only charged 13.3% of normal berthing charge. 

Ships calling for bunkers and/or fresh water and not conducting 
serations involving passengers or cargo are only required to pay 6.6% 
athe normal berthing charges. Such vessels may, at the discretion of 
he Captain of the Port, be allowed to be berthed for a period not 
seeding 8 hours whilst such vessel is not bunkering or taking on 
wpplies or fresh water. 

Vessels coming in solely for bunkers are exempted from tonnage 
dues. 

CARGO HANDLING: Container berth at No. 2 Jetty available for vessels 
ra = ft. in length, max. draft 26 ft. Containers are also discharged 
@No. 1 Jetty. 

STEVEDORES: Agents automatically advise stevedoring company on 
ecelpt of ETA from ship. 

MEDICAL: Masters should advise Agents when giving ETA if medical 
iilention is required on board. Adequate hospital facilities available. 
TANKERS: Max. draft at discharging berths 31 ft. 06 in. Diameter of 
dscharging lines 14 in. fuel oil, 10 in. diesel oil and gas oil. 

DENSITY: 1025. 

FRESH WATER: Available at Mole from pipe-lines, delivery rate 
0/80 t.p.h. Water can also be delivered at anchorage from barge, 

livery rate 40/50 t.p.h. 

FUEL: A quick and efficient bunkering service is provided on a 24-hour 

*S'S at alongside and anchorage berths. Ships arriving at night are 
“quired to give prior notice before 1600 hrs. on the day of arrival. The 
‘quirement is the same on Sunday and weekdays. 

Fuel of various grades is supplied to shipping throughout the year 

N piped installations at all alongside berths (with the exception of the 
“tached Mole) using the latest metered bunkering techniques. The 
#ades include marine fuel, thin, fuel, marine diesel fuel and gas-oil. 
Ships at the Detached Mole and in the Commercial Anchorage are 
*tviced by lighters. This supply to ships is handled as a joint venture 
y the Shell International, Mobil, Chevron, Texaco and B.P. oil 
*mpanies and is managed by the Shell Company of Gibraltar Limited, 
"0 own the main share of the installations. 

Z bunkering installation at Gibraltar, which was the first in the world 
‘ Provide metered deliveries at shipside, includes 2 Fisher-in-Line 
ering units to ensure rapid delivery of fuel oils of any viscosity. Oil 
ibd are normally delivered at 200 — 250 t.p.h. per connection subject 
ig Ship's acceptance capacity. Similar rapid bunkering is provided 
pil anchorage by a lighter of 880 tons fuel capacity and a total capacity 
*,000 tons including bulk lubricants. 


(See Plan) 


GIBRALTAR 


CONSULS: 

Belgium Tel: 78353 Liberia Tel: 78318 
Denmark " 77151 Netherlands 75968 
Finland 74813 Norway 78352 
France 78830 Portugal 75330 
Greece 77956 Sweden 77151 
Italy 78123 Thailand "78301 
Israel * 7895S 


International Direct Dialling (1.D.D.) in operation. 
REPAIRS: Deck and engine repairs possible. Underwater operations 
including repairs and cleaning of vessel's hull. 
DRY DOCKS: 3 dry docks available. Largest 871 ft. x 125 ft. Max. vessel 
size 245 m.x36 m. Dry docks operated by Gibraltar Shiprepair Ltd. 
GANGWAY/DECK WATCHMAN: Not necessary but available if 
required. 
OPENING/CLOSING HATCHES: Normally effected by stevedores. 
CUSTOMS ALLOWANCES: No restriction whilst on board. Crew 
members may bring ashore small quantity for their immediate personal 
use. 
REPATRIATION: Facilities exist for repatriating Crew members. 
AIRPORT: Regular flights to London (Gatwick). Distance to airport about 
half mile. 
TIME: GMT plus 1 hour in Winter, plus 2 hours in Summer. 
HOLIDAYS: New Year's Day; Good Friday; Easter Monday; May Day; 
Commonwealth Day (24th May); Spring Bank Holiday; Summer Bank 
Holiday; Queen's Birthday; Christmas Day; Boxing Day. saree work can 
be effected at overtime rates on these holidays except on Good Friday 
and Christmas Day when no cargo work is carried out. Bunkering is 
effected on any of these holidays except on Good Friday and Christmas 
Day. 
POLICE/AMBULANCE/FIRE: Police and Ambulance 199; Fire 190. 
TELEPHONES: Telephone can be placed onboard at cruise ship berth. 
Telephones can also be placed on vessels under repair at the Detached 
Mole, through Admiralty Telephone Exchange, cost about £10. 
IDENTIFICATION CARDS: Not required. 
GENERAL: Advisable that vessels calling for bunkers and only stopping 
in port for few hours should radio their requirements prior to arrival to 
ensure avoiding delay. 


SHIPMASTER’S REPORT: Offport Call. (Updated 1988). 
VHF: Lloyd's on Channels 16 and 14. Port and Pilots on Channels 16 
and 12. 
Pratique: Cable for Free Pratique 18 hours ahead. Standard message. 
Do not expect reply. 
Pilot: Boards from small black hulled motor boat off Rosia Bay. Good 
lee required. Contact when South of Europa Point. 
Anchoring: Not necessary for offport call with under 1 hour's wait. One 
anchor required ready with forecastle party on stand-by. 
Agent/Quarantine Officer: Board off South end of Detached Mole. 

Procedure: Require 5 Crew Lists and 1 Health Declaration. They also 
look at Ship’s Papers, Register and Derat Certificate. 

For British crew joining and leaving ALC3 and ALC5 are required to 
be filled in, so joining members must sign on immediately. 
Time: Depends on numbers and ranks joining and leaving, but in October 
1980, 9 officers left and 6 joined, procedure took 30 minutes with total 
off hire of 1 hour and 32 minutes. 
General: Money: Sterling easily available in all denominations but make 
sure you Cable in for Agent to arrange during bank hours. 

Films: Walport from ‘Restano’ films and Vidpak — 48 hours’ notice. 

Agent: Very efficient, on prior request supplied British newspapers 
and up-to-date Lloyd's Index. 

Anchorage: Northern limit of tanker anchorage — East to West line 
1 cable South of North End Detached Mole (Qk. FI. G.), (“C’ Head) — 
good anchorage 3-5 cables off mole — single anchor good holding. 

For ships awaiting repairs or orders, North limit — East to West line 
North End South Mole (Fl. 2 sec.) — “A” Head. 

Current: (From Pilot). Strong Southerly setting current up to 4 knots, 
with East wind, off moles. 

Lloyd's signal station: Approaching Gibraltar, will pass all messages 
to Pilots and Agent. 

Port expenses: Agent quoted total off port (including Pilot) £650. 


AUTHORITY: Captain of the Port, Port Office, North Mole, Gibraltar. 
Tel: 77254/78134. Telex: 2130 Gibpor Gk. FAX: 77011. Cables: Gibport. 
Contact: Captain J.W. Prior, Captain of the Port. 

AGENT: Lambert Brothers (Gibraltar) Ltd., 47 Irish Town. Cables: 
“Lambert-Gibraltar’. Tel. 72685. Telex 2222. Fax: 75959. Ship’s Agents, 
Insurance Agents, Travel Agents. 
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Greece 


ACHLADI: 38.53 N. 22.50 E. 


DOCUMENTS: See ‘Stylis’. 

PILOTAGE: Compulsory for all vessels arriving at and leaving the berth. 
Pilots available through Volos Pilot Station. 

ANCHORAGES: The waters which surround the port are free from 
dangers. Good holding ground with depths from 25 to 30 fathoms. 
MAX. SIZE: Max. draft alongside is 15.0 m. 

VHF: Port Authority on Channels 7 and 12. 

TUGS: Tugs must be ordered from Volos. 

BERTHING: Achladi port is a new construction belonging to the factory 
of Agroinvest S.A. It is a private berth about 200 m. in length standing 
about 3 m. above sea level and is well protected by rubber fenders. It 
was constructed in order to serve factory for loading and/or discharging 
their products, such as animal food, flour, wheat, maize, etc. Maximum 
permissible draft along the pier is 15.0 m. 

The factory is visible just after passing Akra Tapia. It is a conspicuous 
building due to the height of silos and warehouses. Two fixed green 
lights show the ends of the berth. 

Agroinvest S.A., 49 Vas. Sofias Avenue, 106 76 Athens, Greece. 
Tel: (1) 7249907. Telex: 210422 Agro GR. Contact: Captain George 
Siainis. 

Factory: Achladi Fthiotis. Tel: (0238) 31002. Telex: 0296186 Agro GR. 
CRANES: Loading/discharging by ship's gear for cargoes other than 
rain. Mobile cranes may be hired by arrangement with local Agent. 

TEVEDORES: Loading and unloading carried out throughout 24 hours. 
BULK CARGO FACILITIES: There is a grain silo of 100,000 tonnes 
capacity with a travelling shiploader/unloader of 500 t.p.h. for loading, 
and 600 t.p.h. for unloading. 

FRESH WATER: Available but quite expensive. Vessel will be supplied 
by truck/barge only. 

FUEL: Not available. 

REPAIRS: Minor repairs can be carried out in Stylis or Lamia. 
GENERAL: Stores or provisions available from Volos and/or Stylis. 
DEVELOPMENTS: A silo for grain is under construction on the pier. 
AUTHORITY: Stylis Harbour Authority, Stylis, Greece. Tel: (0238) 
22329. 


(See Plan) 


AGHIOS NIKOLAOS (St. Nikolo-St. Nicholas), 
Crete: 35.12 N. 25.43 E. 


DOCUMENTS: 

4 Crew Lists. 

2 Passenger Lists. 

1 Cargo Manifest. 

1 Spares List. 

1 Stores List. 

1 List Crew Personal Effects. 

Maritime Health Declaration. 

1 Provisions List. 
PILOTAGE: Not compulsory. No Pilot station. Private Pilot who can be 
used if needed. However, not always available. Area of Pilot's boarding 
is N.E. or S.E. of Aghioi Pandes Islet, depending weather conditions. 
Anchorage waiting place in same area. Call Pilot with signal “G’. Small 
fishing vessels (length 13.0 m.) fitted with VHF can indicate position of 
anchorage if advised by Agent. 
ANCHORAGES: (a) Harbour of Aghios Nikolaos, depth 3 — 5 fathoms. 
(b) Usual anchorage for vessels over 500 tons gross, South or S.E. of 
Nikolo Islet (Admiralty Chart No. 2536 B) and at a distance of 0.5 — 1.0 
miles from the mainland, depth 10 — 40 fathoms respectively. (c) Poros 
Bay for small and large vessels, only when North and N.W. fresh gales, 
depth 16 — 27 fathoms. 
RESTRICTIONS: Care to be taken off North entrance to port owing to 
rocky shoals, depth 5 m. Entrance from the S.W. is free of obstructions. 
MAX. SIZE: Vessels of up to 100 m. length and 9.0 m. draft can enter 
the port. At oil bunkering installation outside the port, vessels of any size 
can be accommodated. 
HEALTH: If from another Greek port free pratique is automatic and 
access to and from vessel granted on permission of Port Authorities. 
Port doctor visits all other vessels. 
RADIO: No local radio station. Cables to Agent or Port Authority through 
“Athinai Radio”, “Heraklion Radio” or “Rhodes Radio”. 
TUGS: One tug available. 
BERTHING: Berthing position designated by Port Authority. 
STEVEDORES: 10 permanent port stevedores available, but further 
5 men can be engaged. Cargo worked by vessel's own gear. 
MEDICAL: No advance notice of medical attendance required. Medical 
attention by town doctors available. Government hospital with all 
facilities. 
TANKERS: No tanker berths. Vessels moor to buoys. Oil line 6 in. 
diameter. 
DENSITY: 1025. 
FRESH WATER: At new pier 3 hydrants, hose diameter 2.5 in. for 
supplying water. At the bunkering installation at Katsini Bay there is 
water storage tank capacity 500 cu. m. for supply to deep-sea vessels. 
Loading rate about 49 t.p.h. Delivery by flexible hose connection from 
the mooring buoys. Fresh water not available at the present time at the 
bunkering installation as they have ceased operating. 
FUEL: Small quantities transported by tank truck are available from the 


pier. 
HATCHES: Opened/closed by stevedores. 
660 


CUSTOMS ALLOWANCES: 2 packets cigarettes per crew member) 
day. 
CARGO GEAR: No shore facilities. All cargo worked with ship's q 


gear. 

CONSULS: None. 

REPAIRS: Only minor repairs. 

SURVEYORS: None. 

REPATRIATION: Crew replacement and repatriation available. 
AIRPORT: At Iraklion distance 66 km. 2 or 3 flights per day to Athe 
TIME: GMT plus 2 hours. GMT plus 3 hours late March to & 
September. 

HOLIDAYS: In addition to standard Greek holidays, local holidays» 
Ascension Day (date not fixed), and St. Nicholas Day (6th Decemt: 
POLICE/AMBULANCE/FIRE: St. Nicholas Police tel. 100. S» 
Hospital, tel. 22369. Fire tel. 22674 or 28905. Port Police tel. 223 
Area code for St. Nicholas 0841. 

TELEPHONES: Available for yachts only. 

SERVICES: Tank cleaning and hold cleaning. 

SHORE LEAVE: Permitted with Port Authority pass. 

STORING: Possible by truck or barge. Trucks may proceed alongsy 
No fork lift trucks available. Riggers available. 

REGULATIONS: (a) Vessels are not allowed to approach Aghioi Pang 
(goat reserve). (b) No refuse or other waste matter of any descriph 
allowed to be thrown overboard from vessel. (c) No visitors permit 
without Port Authority permission. 

DEVELOPMENTS: During next 5 years (a) deepening of Port Bay 
(b) Provision of 1 shore crane, (c) construction of breakwater — leng 
200 m. 

AUTHORITY: Port Authority of Agios Nikolaos, Akti Coundourou, Ag 
Nikolaos, Crete, P.N. 72.100 Greece. Tel: 0841-22312. Telex: 026) 
Contact: loannis Papadomichelakis, (Lieut-Commander), Harb 
Master. 


AGIA MARINA: 38.54 N. 22.36 E. 


DOCUMENTS: See ‘Stylis’’. 

PILOTAGE: Compulsory. Pilot can be boarded at Stylis Anchorage 
Agia Marina. Pilot and pilot boat is the same as for the port of Styii 
VHF: Stylis Port Authority on Channels 7 and 12. 

TUGS: See “Stylis’’. 

BERTHING: Agia Marina Port is an open port on the North side 
Maliakos Kolpos. It is a private port belonging to Metalia Vox! 
Elefsinos A.E. (Skalistiris Enterpr. S.A.). 

The Port of Agia Marina is visible just after passing Akra Drepar 
and is 2 miles West of the main port of Stylis. A red fixed light she 
the head of the elevator. 

The berth, consisting of poles only, can accommodate cargo vess 
up to 30 ft. draft for loading bauxite and/or chrome ore in bulk, carg 
come from the mines of Mount Parnassos and Mount Iti. Vessels cal 
at Agia Marina have to make fast to poles and are secured alongs 
the poles. Communication with the shore is effected only by motor > 
which can be hired through local Agents. The loading takes place us 
an electric elevator and the rate is about 1,000 tons daily. 

The port is lee to the wind and it has been reported that even wi 
Force 8-9 wind, vessels can stay in position without any difficulty. 
vessel has to drop anchor in order to facilitate shifting(s) as elevaty 
immovable, also for better securing. The waters around are clear, ¥ 
good holding bottom, the depth of which varies from 7 to 13 fathor 
STEVEDORES: Working hours — 24 hours daily. 

FRESH WATER: Not available. Can be obtained at Stylis, wi 
max. draft allowed is 18 ft. 6 in. 

FUEL: Not available. See “Stylis”. 

REPAIRS: Minor repairs can be carried out at Stylis or Lamia. 
GENERAL: Stores and provisions available in limited quantities. 
AUTHORITY: Stylis Harbour Authority, Stylis, Greece. Tel: (02 
22329. 


AGIOI THEODOROI: 37.55 N. 23.05 E. 


DOCUMENTS: 

7 copies Crew Lists (European and Asian). 

2 copies Dates of Vaccinations/Inoculations. 

1 copy Cargo Manifest. 

2 copies List of Provisions and Stores (these are supplied on for 
issued by Agent printed in Greek/English). 

2 copies Officers'’/Crews’ personal declaration, on forms supple 
Agent in Greek/English, covering all high duty items, 1@ 
cameras, etc. 

1 copy Declaration of ships’ cash on board, form supplied by 4 
in Greek but made out in front of Master. 

2 copies of Masters’ Declaration that all high duty goods have 
been put under seal, and that he is responsible for any lo 
landing of same without proper authority. 

All passports and/or Seamen's Books to be produced /f requeste 
Immigration. 

On completion of loading, documentation takes about 2 hours. 
PILOTAGE: Compulsory. Pilot boards S.S.E. of port, about 1 mi 
the outer jetty. No pilot boat as such; uses either a tug or mooring® 
Pilot is arranged by Agents who are based in Piraeus (1 hour by ' 
No means of radio contact between vessel and Pilot station. 


(See Pie 
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: nCHORAGES: A reasonably safe anchorage can be obtained in 


0.5 mile off the outer jetty in a depth of 20 to 25 fathoms with 


: F bottom. 


yat. SIZE: Max. draft 70 ft. 
+2 tugs used for berthing, and 1 on sailing. 

fATHS: There are 3 main berths with 2 smaller berths for coastal 
essels. The largest and outermost berth can accommodate vessels of 
*=9,000 tons fully loaded, maximum discharge/loading rate at this berth 
ee 5,000 t.p.h. The other berths can accommodate vessels of up to 
9000 tons fully loaded with maximum discharge/loading rate of 
;9001.p.h. All berths are equipped with 4 x 10 in. Chicksans. They are 
sated in an open position for winds from the South and West but 
yovided ample moorings are put out, there should be no cause for 
soncern 

“vessels can berth at any time day or night. 

yOORINGS: Standard moorings on to dolphins which are well fendered 
wd hold the vessel about 4 ft. clear of the manifold complex. Vessels 
quire their gangway but no derricks are required. 1 or 2 anchors are 
sed depending on the berth used. 
#RESH WATER: Fresh water for other than drinking purposes is 
aaiiable from the jetty, but drinking water has to come by barge from 
pyaeus for which 2 days’ notice is required. 
SEL: Available alongside. Rate 3,500 cu.m./hr. for fuel oil and 
s0cu.m./hr. for diesel. 
REPAIRS: No facilities. Nearest port for repairs is Piraeus. 
CUSTOMS: Bonded locker is sealed. Allowance 200 cigarettes or 
equivalent in tobacco or cigars per man (7 days) and a part bottle of 
woe and spirits is permitted per man (7 days). All Tobacco/cigars/ 
ogarettes placed under seal. Crew excess must be declared on 
yovision list in separate column for same. 
SHORE LEAVE: Shore leave is allowed, passes being issued on arrival 
wich must be handed in prior to sailing. 


SHIPMASTER’S REPORT: December 1984. 

documents: Crew Lists must be IMO standard forms. 

2igtage: Oil Company has its own private Pilots. There are 4 Pilots 
sationed here, of which 2 are on call. Pilotage is compulsory. 
Pit comes out by tug. 

jHF: About 4 miles from the jetty, start calling “Pier Master Theodoroi’’, 
on Channel 14 VHF. He will give information about berthing and/or 
anchoring. 

ryene: Reasonable safe anchorage Westward of jetty, about 
35cables from shore, in 20 — 25 fathoms of water. 

lugs: 4 tugs available. 

Serthing: See “Plan”. Ships always moor heading West, so only Berth 
8’ Inner is moored portside to. Each berth has 4 Chicksans. 
Connections ranging from 8 in. to 12 in. Connecting and disconnecting 
sdone by shore crew. 

Fresh Water: Drinking water is also laid on to the jetty. 

®ovisions: Are available. Are brought alongside by tug for which a 
separate bill has to be signed. 


AUTHORITY: Motor Oil (Hellas) Refineries. 


ALEXANDROUPOLIS: 40.51 N. 25.54 E. 


DOCUMENTS: 
Port Authority: 
2 Crew Lists. 
1 Passenger List (if any). 
from abroad Maritime Declaration of Health. 
Greek flag, articles and log book, and declaration of foreign 
échange. 
Uustoms: 
3 Lists of Stores and Provisions. 
1 Crew List. 
Master's personal declaration that all stores not held in bond will 
‘main on board. 
*ILOTAGE: No pilot service. If Master requires pilotage assistance an 
&perienced local boatman is available, but Agent must be advised of 
STA in advance order to arrange for this Pilot to await vessel about 
‘mile outside port. 
ANCHORAGES: Depth inside port 18 ft. 06in., mud bottom. Depth 
‘teases outside port to about 10 m. at distance of 1 nautical mile. 
Area around port subject to strong S.E./S. winds especially during 
“inter. During strong winds vessels can seek shelter off Samothraki 
Sand. In strong winds port is considered safe but because of occasional 
ry id loading is stopped. Winds from other directions do not affect 
work. 
MAX. SIZE: Vessels with draft not exceeding 18 ft. can enter safely. 
HEALTH: Vessels from foreign countries can enter harbour and obtain 
"8 Pratique during the period from sunrise until 2200 hrs. Vessels 
‘Wing suspected contagious disease on board should remain outside 
oo visit of medical officer, and await further instructions. 
: None. 
SERTHING: At least 24 hours notice of ETA to be passed to Agent in 
STE\ to obtain allocation of berth from Port Authority. 
VEDORES: Prior notice to be passed to Agent order arrange gangs. 
l@ of cargo working: General cargo about 100 tons per gang every 
3 hours. Bagged cargo about 100 tons per gang every 8 hours. Coal 
-_ 80 tons per gang every 8 hours. Timber about 120 cu.m. per gang 
en, 8 hours. Vessels must use own gear for loading/discharging. 
ri ICAL: No advance notice required. 1 Government General 
*spital, 3 clinics. Doctors’ services readily available. 


GREECE 


TANKERS: There is a floating pipe-line. Tankers with a draft of 18 ft. 
can discharge diesel oil and gasoline. 


FRESH WATER: 10 hydrants available. Delivery rate about 5 t.p.h. 
(each), but delivery rate reduced when 2 or more hydrants in use. 
FUEL: No Bunker C fuel available. Supplies of diesel oil possible from 
road tankers. 

FIRE PRECAUTIONS: No port fire brigade. In emergency fire brigades 
must be called from Alexandroupolis. 


CONSULS: Consul-Agent of France Tel. 26—720. Consul-Agent of Italy 
Tel: 28-384. 


REPAIRS: Only minor repairs available. 


WATCHMEN: Not available, and if required must be supplied by vessel. 


HATCHES: Opened and closed by crew. 
CUSTOMS ALLOWANCES: 1 packet cigarettes allowed out of bond 


for each crew member, for each day in port. Wine/beer no restrictions. 


Spirits, Master allowed 1 bottle. 

CARGO GEAR: Load/discharge by ship's own gear. 
REPATRIATION: Facilities for crew changes and repatriation. 
AIRPORT: 5 km. distant. 2 daily flights to and from Athens. 


TIME: GMT plus 2 hours. Summertime GMT plus 3 hours. 


HOLIDAYS: 1st January; 6th January; Whit Monday; 25th March; Good 
Friday; Easter Monday; 1st May; 14th May (local); 15th August; 
28th October; 6th December; 25th December; 26th December, and all 
Sundays. Cargo work can be arranged on these days, subject to 
payment of additional charges. 
POLICE/AMBULANCE/FIRE: Police station, 26352; Security Police, 
26220; Ambulance, 25272; Fire, 26222. Port Police, 26468 (VHF 12). 
TELEPHONES: No facilities for telephones on board. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Shore pass issued against Crew List and 
Seaman's Book. Passes obtainable from Port Authorities. 
DEVELOPMENTS: (a) Supplementary works are being performed 
outside along the West breakwater. 

(b) Dredging works has begun inside the port. 
AUTHORITY: Port Authority of Alexandroupolis. Tel: 26468 (VHF 
Channel 12). Contact: G. Tsironis (Lieut-Commander), Harbour Master. 


ARGOSTOLI, Cephalonia: 38.12 N. 20.29 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

Customs Clearance. 

2 Cargo Manifests. 

Bills of Lading (copy). 

4 Ship's Stores List. 

4 Lists of Crew's Personal Effects. 

Ship’s Papers. 

Crew Vaccination List. 
PILOTAGE: No Pilot station. 
ANCHORAGES: Vessels anchor in roads 0.5 miles N.N.W. from 
Entrance light. Max. channel draft 19 ft. 
MAX. SIZE: Up to 19 ft. draft. 
HEALTH: Free Pratique given by Port Health doctor. 
RADIO: Patras Radio. No VHF. 
TUGS: None available. 
MEDICAL: Advance notice not required except in urgent cases. For 
vessels arriving from foreign countries crew require vaccination 
certificates. 
TANKERS: Small tankers discharge at DEH Power Terminal. 
FRESH WATER: Can be supplied from the pier using ship's hoses. 
FUEL: Small quantities available, but only for yachts. 
OPENING/CLOSING HATCHES: Performed by ship's crew. 
CUSTOMS ALLOWANCES: 50 cigarettes allowed for each crew 
member. 
CONSULS: No local representation. 
REPAIRS: Only minor machinery repairs can be carried out. 
REPATRIATION: By air to Athens (once daily) or by ferry-boat. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summertime. 
HOLIDAYS: Local holidays are 21st May, 16th August and 20th October, 
in addition to national holidays. Work may be arranged at double rates. 
POLICE/FIRE/AMBULANCE: Police 22200; Ambulance 22515; 
Fire service available. 
TELEPHONES: Can be connected on board vessels without charge. 
SHORE LEAVE: Allowed. 
AUTHORITY: Cephalonia Harbour Office. 


ASPROPYRGOS: 38.02 N. 23.36 E. (See Plan) 


DOCUMENTS: All usual certificates including Registry, Safety, Cargo 
Gear, Radio, Derat, Last Port Clearance and: 
9 Crew Lists 
2 Vaccination Certificates 
Cargo Manifest 
List of Spares 
Maritime Declaration of Health 
1 Vaccination List 
4 Crew Effects Declaration 
Passenger List 
Cargo Documents 
2 Special Customs Forms in triplicate 
2 Store Lists 
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PILOTAGE: Cable Agent 72, 48, 24 hours in advance advising ETA. 
Agent informs Pilot Office of vessel's arrival time. Piraeus Pilots can be 
contacted on VHF, Channel 16 for calling. Pilot boards vessel 0.5 miles 
S.E. of Piraeus Breakwater. 
ANCHORAGES: See ‘Eleusis’ and “Piraeus”. 
RESTRICTIONS: Max. 60,000 d.w.t., max. permissible draft to enter 
Eleusis Bay is 35 ft. 6 in. 
HEALTH: Pratique is in accordance with International Regulations. 
Pratique automatic if arriving from another Greek port. 
RADIO: Athens (SVA). 
VHF: Operative throughout 24 hours on Channels 16, 12, 7 for Pilots 
and 16, 12, 7 and 19 for Eleusis Coastguard. Aspropyrgos Refinery on 
Channel 8. 
RADAR: None. 
TUGS: Usually join vessel at the entrance of the channel, ship's lines 
always used. 
BERTHING: Position of berth: Lat. 38° 01’ 34” N., Long. 23° 35’ 36” E. 

Pilot will advise Master of berthing place in accordance with Port 
Authority instructions. Usually berthing with port side to at crude oil berth; 
with starboard side to at oil products berth and with the stern to at LPG 
berth. 

According to the Pilot, it is preferable to use ropes for mooring. 

Also see “Tankers’’. 
MEDICAL: Advance notice not required; clinic available in town of 
Eleusis if required. 
TANKERS: One berth, depth 38 ft. 9 in., with 3 unloading arms (8 in. 
diameter each) for discharging crude oil. The max. acceptable pressure 
at the unloading arms is 9 kg./sq.m. 

One berth, depth 38 ft. 9 in., with 3 loading arms (8 in. diameter each) 
for oil products. 

One berth, depth 23 ft. 8 in., for loading LPG and oil products with 
flexible hoses, 6 in. diameter each. 

There is one pier for small tankers (coasters) with max. depth 26 ft. 
DENSITY: 1025. 
FRESH WATER: Can be supplied from the piers (up to a maximum 
quantity of 300 cu.m. per vessel). 
FUEL: All grades available. 
FIRE PRECAUTIONS: Fire wires rigged fore and aft on outboard side 
of vessel. Deck scuppers plugged. Spark arresters to be fitted on tank 
openings. Earth connections made. Patrols made by Port Officers. 

In the case of a storm, the Dock Master can stop discharge of vessels. 
The refinery fire fighting procedure is followed. 
CONSULS: None. 
REPAIRS: While alongside, maintenance of any kind on board is strictly 
prohibited. In case of an emergency, the issuing of a special written 
“cold or hot work” permit is necessary. 
DRY DOCKS: See “Eleusis’”. 
GANGWAY/DECK WATCHMEN: Not required. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 open bottle of wine/ 
spirit allowed per crew member. 
REPATRIATION: All facilities available for 
repatriation. 
AIRPORT: Direct overseas flights available via Athens airport at 
Hellinicon. 
TIME: GMT plus 2 hours; Summertime (March to September) GMT plus 
3 hours. 
POLICE/AMBULANCE/FIRE: All emergency services are available 
through the terminal office. Fire alarms are installed throughout the jetty. 
Fire tel: 300. Ambulance tel: 311, Police tel: 353. 
SERVICES: Compass adjusting. Electronic equipment services. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Shore passes issued by Port Authority. 
AUTHORITY: Operators: Hellenic Aspropyrgos Refinery, 18 Hermou 
St., P.O.B.3649, 10563 Athens, Greece. Tel: 5573252-6, 5573483. 
Telex: 21.5442, 21.5443 (Ref Gr). Cables: Refaspr. Contact: George 
Dimogerontas. ; 

fg a Refinery: Tel: 5573491-4, 5573226. Telex: 21.5489 A/B 
(Ref Gr.) 


crew changes and 


CHALKIS: 38.27 N. 23.35 E. 


DOCUMENTS: 

2 Crew Lists. 

2 Passenger Lists. 

2 Cargo Manifests. 

2 Stores and Spares Lists. 

2 Crew Personal Effects Lists. 

Health Certificate. 

PILOTAGE: Pilotage is compulsory for all foreign vessels and Greek 
vessels over 1,000 g.r.t. 

Application for Pilot to be made by radio through Agent to Chalkis 
Port Authority. ETA required at least 24 hours before arrival. 2 hours 
notice of departure required. 

Apply for Pilot through VHF Channel 12, or through radio/telephone 
on 2364 kHz calling Harbour Master, Chalkis. 

Pilot boards from black motor-boat with white horizontal stripes, about 
10 m. length, in a position about 1 mile — 1.5 miles North of the light 
buoys of the Northern Port. 

The pilotage area extends from 1 mile North of red and green light 
buoys, North of Evripos Bridge. and to the South of Euboea, 2.5 miles 
from Bourtzi Point. 

The anchorage for vessels coming from the North of Euboea and 
awaiting Pilot is at the centre of the Euboean coast off Lighthouse 
Kakokefali, North of the 2 light buoys and outside the bearing 020°/200' 
which is the axis of vessels passing in and out of Evripos Strait. 

Safe anchorage for vessels coming from South of Euboea and 
awaiting Pilot is 1 nautical mile South of Bourtzi Point. 
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ANCHORAGES: Good anchorages in both harbours, well clear of, 
fairway, 2 miles S.S.W. of the green Fairway Buoy of the South entran 
and 1.5 miles North of the green and red buoy of the North entrang 
ENTRANCE: The South entrance has 2 narrow passages. }, 
Southernmost is the 3 cable wide Dhiavios Avlidos with 6.4 m. (21; 
depth, which leads to the outer harbour. Three miles further N.W.» 
one cable wide Dhiavios Peramatos connects the outer and the jing 
harbours, depth 6.4 m. (21 ft.) over a width of 90 m. 
RESTRICTIONS: Vessels with a draft of 18 ft. — 21 ft. and LOA 119, 
— 178 m. pass through Dhiavios Steno in daytime only, and are to, 
accompanied by a tug. 

Full details in Evripos Straits Operations Regulations. 

There is also a restriction in Steno Straits, where there is an overhe 
cable 37 m. (121 ft.) above sea-level. 

Swing Bridge: Passage through swing bridge only possible fp 

2300 hrs. — 0500 hrs. Call Chalkis Port Control on VHF Channel» 

Max. LOA 105 m. and max. draft 5.5 m. (18 ft.). Width of channel 39, 

Tides/Currents: \In Avlidos Steno the tidal stream is normally up; 

4 knots — 5 knots, North of the swing bridge. The spring range is aty 

0.8 m. (2.6 ft.) and neap range about 0.2 m. (0.6 ft.). South of the 

the currents and tides are small. Moreover H.W. is 1 hour 12 minus 

later in the North harbour than in the South harbour, which cau 

streams of 7 knots — 9 knots at Springs. 

MAX. SIZE: Max. draft 21 ft. in daytime and 19 ft. at night for vess 

entering port. For vessels navigating Evripos Strait, max. length 110» 

max. draft 19 ft., breadth 20 m. and subject to local regulations. 

HEALTH: Pratique not required if coming from another Greek py 

Otherwise International Pratique regulations are applied. 

eri No local radio, all messages should be passed through Ath» 

adio. 

TUGS: 3 tugs available, join vessel off the berth. Ship's tow lines use 

Tug is compulsory for vessels over 1,000 g.r.t. Tug used only for berths 

and unberthing. 

BERTHING: South Outer Harbour: 

(1) A pier of Interchem Chemicals factory with a channel with 18! 
max. draft. 

(2) Avlis Shipyard with 2 floating docks. 

(3) A cement factory with docks, with max. draft 21 ft., with piers & 
loading cement and discharging coal (South Inner Harbour). 

On the Eastern shore the old quay has a length of 150 m. and a deg 
of 6.0 m. (20 ft.) alongside. The new quay has a length of 430 m. a 
a depth of 5.0 m. — 7.0 m. (17 ft. — 24 ft.) alongside. 

Berthing at slack water or when stream is South to North. 
BRIDGES: Passage above Evripos Bridge can only be effected at siz 
water or with following tide. 

CRANES: Mobile cranes available. 

STEVEDORES: Loading, discharging, carried out with ship's ge 
Notice must be given by Agent to stevedores not less than 6 hou 
before vessel's arrival. 

Cargo working rates: General cargo 80 tons — 100 tons every 8 hou 
Bagged cargo 100 tons — 150 tons every 8 hours. Timber 70 cu.m 
90 cu.m. every 8 hours. 

MEDICAL: Agent should be advised beforehand if medical assistant 
required on arrival. Clinic facilities available. Vaccination certificat 
required. 

DENSITY: Average 1025. 

FRESH WATER: Drinking water can be supplied in small quantities! 
tanker lorry or water barge. Available alongside at the South Pier. 
FUEL: Can be supplied in small quantities by tanker lorry. 
CONSUL: France, Tel: 2574. 

DRY DOCKS/REPAIRS: Avilis Shipyards S.A., P.O.Box 18, Chali 
Greece. Tel: (0221) 31502, 31512. Telex: 272143, 272180. 

Shipyard has 2 floating docks (max. size 48,000 d.w.t.) and a lay! 

berth for major repairs. 

WATCHMEN: Not compulsory. 

HATCHES: Opening and closing hatches can be effected by ship's ct 
or by workers if requested. 

CUSTOMS ALLOWANCES: Crew members each allowed 1 packel 
cigarettes per day. Only the Master is allowed 1 or 2 bottles of alco 
while vessel in port. 

REPATRIATION: No difficulties as there are excellent communicat# 
with Piraeus. Also see “Shipmaster’s Report”. 

AIRPORT: Nearest is Athens International Airport (90 km.). 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: 1st January; 6th January; 25th March; 21st April; Ga 
Friday; Easter Monday; Easter Sunday; 21st May; 15th August; 2 
October; 6th December; 25th and 26th December. Local holid# 
St. Paraskevi (July), St. Nicholas (6th December). 
POLICE/FIRE/AMBULANCE: Port police 22580; Fire 23% 
Ambulance 22282. 

TELEPHONES: Cannot be connected on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes are issued by Port Authortt 
DELAYS: Only waiting for suitable tides. 

GENERAL: Garbage: Removal of garbage is compulsory. 


SHIPMASTER’S REPORT: June 1981. 

The name appears to be pronounced Halkis but according to # 
people the spelling can be Chalkis, Khalkis, Halkis or Kalkis. 

To repatriate Indian crew, Agent requires names of those pes 
leaving at least 48 hours in advance. Crew usually cleared thm 
Immigration 48 hours beforehand and through Customs when they 
the vessel. Immigration office closes at 1300 hrs. and all day 
For British personnel, Immigration can be arranged 24 
beforehand. All personnel must ensure that anything declared ont 
manifest such as cameras, radios, etc., are crossed off on being i 
ashore otherwise vessel will be fined if these items not sighte? 
Customs when vessel sails. 

The bridge lowers and retracts under the road on the South sid 


according to the Pilot the maximum tidal rate is 4 knots, although it 
s| ges appear faster at times. 


© MHORITY: Chalkis Port Authority, 1 Athens Street, 34100 Chalkis, 
Tel: 28888, 28055. Telex: 272197. Contact: Commander 
| George Papanicolaou, Harbour Master. 


: 
: CORFU (including Kalifoka and Kefalomandouko): 
o| 99.37 N. 19.56 E. 


ul 
« DOCUMENTS: 
s 3Crew Lists. 
* 3Passenger Lists. 
Maritime Declaration of Health. 
& 3Stores Lists. 
| 3Spares Lists. 
PILOTAGE: At least 24 hours before arrival ETA should be passed to 
4 Pot Authority on 2182 kHz, answering on 2830 kHz also VHF Channels 
7o 12 and Telex No. 33111. Vessels requiring Pilot during daytime 
2 should hoist letter “G" of international code, and sound letter “G” in the 
morse code on ship’s whistle at intervals. Vessels should await Pilot in 
4 gosition Lat. 39° 38’ N., Long. 19° 57’ E. nearest to the coast of Ptychia 
~ sand (Vido) and Corfu, depending on weather conditions. 
ANCHORAGES: Safe anchorages in the area between Vido Island and 
sasts of Corfu, depth about 30 m. During strong N.W. winds there is 
sie anchorage in the roadstead at Garitsa Bay at a distance of 0.5 miles 
om the shore where depth in excess of 20 m. 
RESTRICTIONS: Only during unfavourable weather conditions or lack 
¥ ofberthing space. 
MAX. SIZE: Draft 7.0 m. 
HEALTH: Port Health Officer boards vessel on arrival and examines 
% health declaration. In cases of suspected disease or fever on board the 
Health Officer will examine entire crew and passengers. 
RADIO: Radio Kerkyra. 2182 and 2830 kHz. 
VHF: Radio Kerkyra on Channel 26. Port Authority on Channels 7 and 
12 
TUGS: One tug — “Hermes”. 
# BERTHING: Vessels should prepare fenders prior going alongside 


-: 


terth. 
STEVEDORES: At least 24 hours advance notice of ETA required order 
$ aange gangs. There are 2 silos for the discharge of bulk grain at 
~ Mandouki. 
MEDICAL: Agent should be advised in advance of any medical 
% ‘quirements. Medical clinics available. 
& DENSITY: 1025. 
FRESH WATER: Available through 2 in. hoses. 
FUEL: For yachts in the new harbour there is a diesel-oil tank, capacity 
) 0 tons. Also available from road tanker for all vessels alongside. 
_ FIRE PRECAUTIONS: Loading/discharging of inflammable liquids and 
explosives generally forbidden without permission of Port Police. The 
_ achorage for vessels carrying inflammable liquids or explosives is 
5 between Lazareto Islet and N.W. of breakwater point. 
_ CONSULS: 
Belgium: S. Savanis, 44 Alexandras Av. Tel: 33788. 
Brazil: K. Palatianos, 124 Kapodistriou St. Tel: 30767. 
Denmark: V. Patras, 140 Xen. Stratigou St. Tel: 38712. 
‘' France: M. Paipetis, 22 lak. Polyla St. Tel: 26312. 
Germany F.R.: D. Zervos, 11 Alexandras Av. Tel. 31453, 32027. 
9) Italy: Mic. Viegio, 10 Alexandras Av. Tel: 37351. 
© Netherlands: Aris Bogdanos, 2 Dimarchoy Manesi St. Tel: 38870. 
| Norway: K. Kondis, 5 Donzelot St. Tel: 32423. 
Spain: Spiridon Pogiagos, Eygeniou Voulgareos St. Tel: 39620. 
Sweden: Adam Bogdanos, 5 Donzelot St. Tel: 29469. 
| United Kingdom: |. Karidi-Patrikioy, 11 Alexandras Av. Tel: 30055. 
REPAIRS: Facilities for minor repairs only. 
DRY DOCK: Largest dry dock 20 m. length, 2 m. depth. 
) WATCHMEN: Required. 
( ee Opened and closed by stevedores. Hold cleaning service 
vallable. 
5 CUSTOMS ALLOWANCES: Crew of Greek vessels are not allowed 
Tore than immediate requirements out of bond. Seamen signing off and 
Passengers leaving the vessel are allowed 200 cigarettes. 
REPATRIATION: Facilities for crew changes and repatriation available. 
AIRPORT: 2km. from port. During Winter 2 flights daily to Athens. 


poi Summer frequent daily flights to Athens, Thessalonika and 


IME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
OLIDAYS: Local holidays are 21st May, 11th August and 12th 
00) mber. In addition Corfu observes standard Greek holidays. 
LICE/AMBULANCE/FIRE: Port Police, tel: 32655, 30481; Police, tel: 
TEL 1; Ambulance, tel: 39403, 30033, 30562; Fire, tel: 39533. 
ee ones: Telephones only available for placing onboard for 
cases. 
TORE LEAVE: Allowed. 
EC IRICATION CARDS: Required. 
GENCGA TIONS: Forbidden to approach Lazareto Islet. 
ERAL: Prevailing wind is from the N.W. Anchorage in the new 
ur unsatisfactory due to mud bottom. 
oR oury: Port Authority of Corfu, Xenofontos Stratigoy 2, 
Son 91 00 Corfu, Greece. Tel: 32655, 39513, 30481. Telex: 33111. 
~ontact: Harbour Master. 
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ELEUSIS (including Skaramanga): 38.02 N. 23.33 E. 
(See Plan) 


DOCUMENTS: 

4 Crew Lists. 

4 Passenger Lists. 

Bill of Lading. 

2 Lists of Stores and Provisions. 

PILOTAGE: Piraeus Pilot Station regulations are operative. 
ANCHORAGES: Port offers safe anchorage. Bottom mud and sand. 
RESTRICTIONS: After sunset and for vessels intending to enter Eleusis 
port through Salamis Channel, it is imperative to give 6 hours notice of 
expected time of arrival to Port Authorities of Eleusis, in order to obtain 
special permission from the naval yard of Salamis. 

MAX. SIZE: No limitations to length and breadth at the installations or 
at the main port. Max. permissible draft of vessel entering Eleusis Bay 
is 35 ft. Max. draft at berths is 33 ft. Also see “Tankers”. 

HEALTH: For vessels arriving from other Greek ports, Pratique is 
automatic. Vessels arriving from foreign ports boarded by Health Officer 
who grants Free Pratique. 

RADIO: Athinai, 2182 kHz. 

TUGS: Join vessel outside Piraeus Harbour and formalities much same 
as Piraeus. 

BERTHING: Overall length of jetties and quay at Eleusis 715 m. Max. 
depth over 80 m. of jetty length is 33 ft. with depths of 26 ft. elsewhere. 
SPECIALISED CARGO-HANDLING: Loading/discharging of iron ore is 
carried out by (a) Holivourgiki Co., (See “Shipmaster's Report” - August 
1985) which owns a pier of 180 m. long and from 26 ft. to 36 ft. depth, 
equipped with 4 cranes with average discharge rate of 6,000 t.p.h., and 
(b) by Metallia Voxitou Elefsinos Co., which offer a special anchorage 
with buoys. Loading is effected by means of silo. 

Loading/discharging of fluid chemicals or liquid gas are carried out by 
Petrogas Co. to their private pier of 35 m. long and 15 ft. depth. 
MEDICAL: Advance notice not required. Clinic available in town of 
Eleusis if required. 

TANKERS: Operating companies supply reducing pieces. No facilities 
for residue discharge. (a) Esso Pappas: length 160 m.; breadth 30 m.; 
depth at pier 30 ft. (b) Greek Refineries: length 93 m.; breadth 12.70 m.; 
depth 7m. (c) Texaco: length 80m.; breadth 6m.; draft 4.50 m. 
(d) Mamidakis: length 40 m.; breadth 5 m.; draft 27 ft. 

Shipmaster's Report: June, 1981. 

Petrola petroleum harbour just West of Elefsis town. 

Petrola is owned by John Latsis Co. The terminal has their own VHF 
Channel 66 Alpha, also use Channel 12 but this usually congested. 

Moorings: Normally 3, 2, 1. Normally 2 tugs. Pilots employed by 
Petrola and come on board after Sea Pilot has taken vessel through the 
Bay. Fresh water available from jetty. 

FRESH WATER: Barge delivery available. 

FUEL: Available ex-wharf at tanker installations subject advance notice. 
Can be supplied by barge at other locations. 

FIRE PRECAUTIONS: The usual precautions applicable to oil 
installations. During operations of white liquid (petrol, spirits, etc.) 
regulations require a tug to be standing by. 

HATCHES: Usually opened and closed by crew and subject additional 
payment by stevedores. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle wine/spirits 
allowed per Crew member out of bond. 

CONSULS: None. 

REPAIRS: All grades of repairs can be carried out at Eleusis Shipyard, 
and also at Skaramanga (see “Dry Docks’). 

DRY DOCKS: 

Hellenic Shipyards Co. 

Skaramanga Shipyard: Situated on the coast between the Port of 
Piraeus and Eleusis Bay. Shipyard is 8 miles by road from Athens and 
7 miles from Piraeus; driving time 25 and 20 minutes respectively. 

Mailing address: Hellenic Shipyards Co. Athens: 4 Academias St. 
Tel: 36.11.142. Cables: Shipyard, Athens. Telex: 215123. 

Skaramanga: Tel: 55.73.351, 55.73.471. Cables: Shipyard, Athens. 
Telex: 215293, 215396. 

Office hours at Skaramanga: 0815 hrs. to 1715 hrs. (weekdays), 
0815 hrs. to 1345 hrs. (Saturdays). 

Floating Docks 


Main Particulars Dock No. 1 Dock No.2 Dock No. 3 
Lifting capacity 30,000 tons 22,000tons 25,500 tons 
Docking capacity (d.w.t.) 72,000 tons 37,000tons 60,000 tons 
Length overall 826 ft. 673 ft. 760 ft. 
Length on keel blocks 760 ft. 605 ft. 693 ft. 
Breadth inside banks 121 ft. 105 ft. Widest. 
Breadth outside banks 147 ft. 129 ft. 136 ft. 
Ht. of WL above keel blocks 28 ft. 28 ft. 28 ft. 


Skaramanga Yard's 3 floating docks have been designed in such a 
way as to eliminate delays of any kind in the raising of large vessels 
and to ensure that the work is carried out in minimum time and with the 
least possible inconvenience to the crew living on board. 

The basic equipment of the docks is the following; 2x5 ton cranes, 
2 fire extinguishing pumps 120 cu.m. per hour at 90 m. WC, DC current 
supply to ships 1200 A 220 V, AC current supply to ships 600 A 440 V 
60 cycles, multipoint welding rectifier 2500 A, 2 oil pumps for supply of 
fuel oil from the dock to the vessel 60 cu.m. per hour at 50 m., 
2compressors 17cu.m. per minute at 7 atu, emergency diesel 
generator set 200 KVA, foam fire extinguishing system, steam boiler 
and water distilling plants. 

Shipmaster's Report: 1978. 

Tankers may discharge residue at the deballasting station of Hellenic 
Shipyards, max. output 500 cu.m./hour. 

Graving Docks 

1. Capacity 500,000 tons. Length 420 m., breadth 75 m., depth 9.5 m. 

2. Capacity 250,000 tons. Length 327 m., breadth 53.6 m., depth 
9.25 m. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Ships are manoeuvred at the dock entrance with the assistance of 
2x5-ton capstans situated on each side of the entrance gate. They are 
then shifted inside the docks by 2 15 ton auto-tensioning winches and 
hauling-in trolleys (mules) running on tracks on each side along the dock 
subway. 

The dock floor is fitted with specially designed keel blocks for easy 
fitting and removal and with electrically operated side blocks. 

The Graving Dock is served by 2100 ton cranes, 150 ton crane 
and a small 5 ton crane. 

A fleet of 5 powerful tugs is on hand at Skaramanga Yard to assist 
docking and undocking operations of all vessels calling at the yard. 

Eleusis Shipyards S.A. is located 27 km. outside Athens. The site 
was chosen on account of the several advantages it presents. The bay 
is well protected from strong winds, sources of raw materials are 
available in the vicinity of the yard, and adequate transportation, power, 
and telecommunication facilities can service the needs of yard. 

Athens Office: 67 Athinas Street, Athens 112. Tel. 349 053. Cables 
“Helnafel Athinia”. Telex 215215 Esc Gr. 

Yard: Eleusinia, Eleusis. Tel. (01) 5535111. Cables 
Eleusis”. Telex 215684 Yard Gr and 215690 Yard Gr. 

Floating Docks: Three floating docks are available with the following 
specifications: 


“Helnafel 


No. 1 No. 2 No. 3 
Length 162 m. 227.5 m. 252 m. 
Breadth at entrance 23 m. 33 m. 41m. 
Draft over keel blocks 6.30 m. 8m. 9.40 m. 
Lifting capacity 11,500 m.tons 20,000m.tons 30,000 m. tons 
(20,000 d.w.t) (60,000 d.w.t.) (115,000 d.w.t) 
Cranage 5tat 15m. 12 t at 20.6 m. 12t at 20m. 


Quay Wall: The 640 m. long quay wall is equipped with 40 and 15 ton 
cranes, range 30 m.; power 220 volts DC 100 amp. — 42 volts DC 25 
amp. — 280 volts AC 630 amp. Floating crane, 50 tons capacity. 

Tugs: Available for manoeuvring purposes at all times. 

AIRPORT: Athens Airport. Regular international flights. 

HOLIDAYS: Cargo operations can be effected during usual Greek 
holidays, following submission of application to Harbour Workers’ Union 
and subject cost increase of 75% above normal. 
POLICE/AMBULANCE/FIRE: Eleusis Police Station 46674; Ambulance 
46503; Fire Brigade 0199. 

SPECIAL PRECAUTIONS: See “Piraeus”. 


SHIPMASTER’S REPORT: August 1985. 

Berth of Chalivourgiki S.A. 

Vessel: 20,500 d.w.t. 

Max. Size: LOA 165 m. max. draft 39 ft. 

Products Handled: Steel. 

Anchorage: Eleusis Roads. 

Pilotage: Pilot boards and disembarks at Piraeus. 
Tugs: From Piraeus only. 

Cranes: 220 tons. 

Fresh Water: Available alongside. 


SHIPMASTER’S REPORT: October 1987. 
Documents: 

9 copies Crew List. 

2 copies Crew Declaration (to include radios, cameras,cassettes etc.). 

2 copies Manifest (including ship’s stores, bond, ship's fixtures, etc.). 

1 copy Health Declaration. : 

2 copies Drugs List. 

6 copies Cargo Manifest. 

Pilotage: The Pilot for Eleusis boards from a black and white launch off 
Piraeus Breakwater (Molos Themistokleous). There is deep water close 
in to the breakwater. 

> fi Pilot can be contacted by telex No. 00601-212187, answerback 

LPGR. 

Pilots should be contacted on VHF Channel 12, 2 hours before arrival 
off the breakwater and again when 3 miles from the breakwater. 

When berthing at Eleusis oil piers or quays, the Refinery Pilot boards 
and departs off the pier. 

Normally only daylight transit and berthing and unberthing for tankers 
proceeding through Ormos Keratsiniou and Stenon Navstathmou Straits 
which lead to Kolopos Eleusinas Bay. 

Under special circumstances and by prior arrangement with the Agent 
and authorities, transit is possible at night. 

At the Western end of Eleusinas Bay, Prosmegaron Channel can be 
transitted without Pilot by prior arrangement through the Agent. If 
required, a pilot will board/depart from vessel South of Makronisos 
Island. At least 6 hours notice of arrival is required by the Agent and 
Piraeus pilot station by telex. 

Passage: The channel into Eleusinas Bay from Piraeus is very crowded 
with repair yards, naval base, laid-up vessels and small craft. 

The Pilot advised that the maximum draft allowed through Yeoryios 
Channel is 39 ft. 6 in. (BA. Chart No. 894 indicates 36 ft.). On the North 
and South bound transits using echo soundings, we found a depth of 
38 ft. 6 in. This should therefore be closely checked beforehand if 
transitting in a deep draft vessel. 

The Pilot advised that the maximum draft allowed through West 

passage of Prosmegaraon was 26 ft. 
Anchorage: The vessel used Piraeus Anchorage Area No.1 (BA. Chart 
No. 894 and 1520) to the West of the line 232° from AK. Aminiou 
lighthouse. This is a slightly different anchorage area than that shown 
on BA. Charts. 

The anchorage is often very crowded. No Pilot required. 

Anchorage is also possible in Eleusinas Bay under Pilot's direction. 
This bay can also be very crowded with laid-up vessels. 

Tugs: There are very many tugs available in the area. The refinery has 
special tugs of up to 5,000 h.p. available. 

It is compulsory for small vessels to use at least 1 tug when berthing. 
Tugs secure alongside when berthing and unberthing. 

Max. Size: Maximum size of the vessel is restricted by the size that can 
pass through Keratsiniou Passage. 
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Tanker Berths: 3 piers and 1 quay are used by the refinery. 

The long pier in position 38° 09.95’ N.,23° 30.55’ E. (See B.A. 
No. 1513) is used by crude carriers on the East side and by chem, 
carriers on the West side (Chicksan arms). 

LPG is loaded at quay (38° 02.2’ N., 23° 30.56’ E.) to the East of, 
long pier. A depth of 38 ft. was found alongside the quay. Other prody. 
are also handled. The vessel moored with 2 head/stern lines, 2 by, 
lines and 1 spring forward and aft. Vessels can berth either side to, 
the LPG quay, depending on ship’s requirements. Maximum leng 
allowed at the LPG quay is 150 m. 

Cargo: LPG storage at ambient temperature (very hot in Summer, 
4 spheres, 2 with capacity of 3,000 cu.m. and 2 with capacity, 
4,000 cu.m. These spheres are situated close to the quay. A Buta 
and LPG mix is handled. The liquid Chicksan is 6 in. 300 ASA ands 
vapour return line which is attached to the liquid arm is 2 in. 300 Ay 

The maximum Butane loading rate is 250 cu.m.p.h. In October ig 
the average rate was 180 cu.m.p.h. at +30°C. The surveyor str 
advised us not to use the vapour return line due to the large differen, 
between ship and shore figures in the past (vapour does not go b» 
to the same tank). 

There is no facility to flare cargo return vapours, or vent inert gas 

Butane density 0.582 at 15°C. Apparently maximum oxygen |e 
allowed in ship’s tanks is 1%, this was not checked. 

The shore tank figures were used for Bill of Lading. 

Fresh water supplied through shore hydrant and meter at a cost; 

US $3.00 per cu.m. The ship's hoses were used and the rate of deliye 
was high. There is waterman available. 
General: It is very difficult to take any stores or supplies over the qu 
through the terminal due to numerous Customs and Port Regulation 
If possible it is best to take stores at Piraeus anchorage or before} 
Pilot boards. The charge for launch service at Eleusis is £100 per} 
and at Piraeus £20 per trip. 

For personnel leaving vessel, luggage is in bond until it reaches } 
airport. 

Pilot advised that there is a large tanker sea-buoy discharge term 
at N. Revithousa Island in position 37° 57.8’ N., 23° 23’ E. (B.A. Che 
No. 1513). 

Public correspondence is through Hellas Radio but due to the amoy 
of traffic the quality of the service/reception was poor. 


AUTHORITY: Eleusis Port Authority. 


IRAKLION (Heraklion), Crete: 35.20 N. 25.10 E. 
(See Plar 


DOCUMENTS: 

4 Cargo Manifests. 

4 Crew Lists. 

4 Passenger Lists. 

Declaration of Crew's Personal Effects. 

List of Stores and Provisions. 

Maritime Declaration of Health. 

Vaccination Certificates. 

PILOTAGE: Pilotage area extends 0.5 to 1 mile N.E. of breakwalr 
Advance notice of ETA should be passed to Agents order arrange Pit 
Contact may be made with Pilot station on VHF Channel 12 dur 
daylight, also when within distance of 3 — 12 miles, and subject pr 
agreement of calling time, communication can be effected by rae 
telephone via Radio Iraklion — Pilot station telephone 2253 
International pilotage signals apply. Pilot boat is wooden boat 12! 
length, hull colour black, with white deckhouse, carrying black boe 
with word “Pilot” in white letters. In bad weather vessels should proce 
close to entrance of port for Pilots boarding. 

A cement pillar has been installed on the end of the extension off 
North breakwater. Fl. G. every 3 seconds, visible 9 miles. The pilot 
is equipped with VHF, range 50 miles. 

ANCHORAGES: Anchorage East of port entrance is forbidden ow 
to numerous underwater cables. In good weather conditions anchor 
to be found 0.75 mile Northwards of North breakwater with Enetic Cas 
bearing 180°. In bad weather conditions, best anchorage is at a dista® 
of about 5 nautical miles to the W. of the North breakwater and @ 
distance of 3 miles from the coast (Linoperamata Bay); depth of we 
requires a big scope of anchor chain. 

MAX. SIZE: Max. length 250 m., draft 29 ft. — 29 ft. 6 in. Usual rise # 
fall of tide 1 ft. but increasing with South winds and decreasing * 
North winds. 

HEALTH: International regulations apply for obtaining Free Pratiqué 
the event of suspected disease vessel will remain under quarantine # 
cleared. Pratique is automatic if arriving from another Greek por. 
RADIO/VHF: Iraklion Radio, call sign SVH, keeps watch on 2182" 
and replies on 2799 kHz. 

lraklion Central Port Authority (Port Police) maintain 24 hour ¥ 
watch on Channel 12. 

TUGS: Two tugs available. 

“Captain Gianis”, 1,780 h.p., owned by Tsainis Kir (Tel. 081-2223! 

“Minotavros”, 960 h.p., owned by Minos Shipping Co. (Tel. # 
283180). 

BERTHING: Pilot will advise Master of berthing position. 
CRANES: 1 x 40 tonnes for containers, 2 x 12.5 tonnes and 4 *! 
tonnes. 

STEVEDORES: Cargo operations usually conducted by use of st 
own gear. Discharge rates per gang in 8 hours: Bulk cargo 200 # 
bagged cargo 500 tons, timber 200 cu.m. and containers 2,000 to® 
MEDICAL: Advance notice should be passed to Agents if requ’ 
medical attention. Clinics and medical treatment available. 


rANKERS: Only very small tankers discharge in Iraklion Port and 
ata Bay. At Iraklion, tankers discharging liquid fuel are required 

perth at East breakwater (fuel pier), Pier No. 6 or North Breakwater. 

agendance of fire brigade and 1 tug standing by is compulsory. 

peNSITY: 1020. 

FRESH WATER: Available ex-berth or ex-barge. Rate of delivery ex- 

yeh about 500 tons per 24 hours. 


CONSULS: 

austria Tel. 223379, 222213, 222339 and 222902. 
Belgium Tel. 283820, 284820 and 285607. 

Denmark Tel. 229402, 280245 and 221228 

Finland Tel. 283860. 

France Tel. 227510, 225425, 284463 and 242352. 
Germany F.R. Tel. 226288, 287235 and 222227. 

italy Tel. 224797, 821236, 285225 and 288126. 
Netherlands Tel. 283820, 222303 and 224130. 

Norway Tel. 288348, 220536 and 288289. 

Sweden Tel. 226254 and 233504. 


UK. Tel. 224012 and 284425. 
aEPAIRS: Minor repairs available by machine shops in town of Iraklion. 
\o facilities for deck repairs. 
HATCHES: Opened and closed by crew. 
cUSTOMS ALLOWANCES: 2 packets of cigarettes per day per crew 
sember allowed out of bond, and one 500 ml. bottle wine/spirits for 
wnole time of vessel's stay in port. Goods to the value of 7,500 dr. for 
£EC. citizens and 3,000 dr. for other countries. 
AIRPORT: Distance 5 km. Now an international airport with numerous 


ts. 
oe GMT plus 2 hours, GMT plus 3 hours end March — end 
September. 


 WOLIDAYS: Usual Greek holidays plus local holidays of 25th August 


snd 11th November. Cargo work can be arranged on holidays subject 
additional costs. 
POLICE/AMBULANCE/FIRE: Police, tel. 100, 282243, 282430, 
282316; Ambulance, tel. 222222; Fire, tel. 225048, 282333. 
DENTIFICATION CARDS: Shore passes issued by Port Authorities. 
DEVELOPMENTS: Dredging of some berths to 12.5 m. expected, from 
gesent depth of 10.0 m. 

Ajetty with length 800 m. and depth of 13.5 m. is to be constructed. 
AUTHORITY: Iraklion Central Port Authority, 71110 Iraklion, Greece. 
Tel: 081-244912. Contact: Captain Bilias Savas, Harbour Master. 


STHMIA, Corinth Canal (including Sousakion and 
Corinth): 37.55 N. 23.00 E. (See Plan) 


DOCUMENTS: (For Sousakion only). 
Port Authorities 

Crew List. 

Passenger List. 

Ship's Certificates. 

Health Certificates. 

Certificate of Anchorage Dues. 
Customs 

Customs papers and declarations. 

Cargo Papers. 

List of Stores and Provisions. 

List of Crew's Personal Effects. 
PILOTAGE: There are 16 Pilots for the Corinth Canal. Cables: “Corinth 
Canal’, tel: 0741-24452, telex: 232164 Dico Gr. Master of vessel must 
qve at least 4 hours’ notice of ETA in order to avoid delay. For Pilot 
signals, etc., see Article 7 of the New Company of the Corinth Canal 
Regulation of Navigation and Tonnage”. 
ANCHORAGES: Open anchorage in Isthmia Bay. 
RESTRICTIONS: Corinth Canal closed every Tuesday from 0600 hrs. 
9 2000 hrs. in order for maintenance work to be effected. 
WAX, SIZE: The max. draft of ships negotiating the Canal, in relation 
‘0 their width, is defined as below, assuming normal water level and 
‘omal weather conditions. 


Width Maximum draft 
16.0 to 16.5 m. 6.2 m. 
15.5 to 16.0 m. 6.2 m. 
15.0 to 15.5 m. 6.6 m. 
14.5 to 15.0 m. 6.8 m. 


14.0 to 14.5 m. 7.0m. 
_The max. draft for vessels of less than 14.0 m. width is 7.2m. 
he max. width must not exceed 18.3 m. (60 ft.). 
_ Special instances will be examined by the Master and the Canal 
»ervice in collaboration. 
HEALTH: (For Sousakion only). Pratique effected by health department 
o the Port Authority assisted by temporarily engaged doctor. In cases 
# suspected contagious disease vessel will be held under quarantine 
2nd if necessary fumigation will be conducted at Piraeus. 
VHF: Corinth Canal Pilots on VHF Channel 11. Harbour Master at 
ae on Channel 19. Harbour Master at Corinth on Channels 19 and 


Tus: Join vessel near Canal entrance at Isthmia and Possidonia. 
ID'S lines always used. : 

We THING: In Sousakion at private factory pier. No berths at Isthmia. 
DICAL: Agent should be advised in advance of number of crew 

pow medical assistance, also information of any vaccination 

rest WATER: Not available either at Sousakion or in the Canal. 

cler No fuel available at Corinth. 

ot OMS ALLOWANCES: Each crew member allowed 200 cigarettes 
of bond and 1 bottle wine/spirits. 
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CARGO GEAR: Loading/discharging by ship's gear. 

AIRPORT: 100 km. distance. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
POLICE/FIRE/AMBULANCE: Telephone Harbour Master of Isthmia 
No. 22129. 

DELAYS: Possible delay up to 1.5 hours in transiting Canal if another 
vessel already transiting canal from opposite direction. 

GENERAL: Passage via the Corinth Canal is a Transit. 


SHIPMASTER’S REPORT: (Corinth) 1977. 
Vessel: 5,700 g.rt., 9,200 d.w.t., Summer 
LOA 409 ft. 05 in. 

Documents: No special entry papers required and if anchoring to await 
the berth Customs and Immigration will usually board at anchorage. 
Port of Corinth: The port has no VHF communications but messages 
can be passed through the Corinth Canal Pilot Station on Channel 11. 
Pilot will then telephone Agents. 

Anchoring off the port in the case of delay is possible but cannot be 
described as safe due to the close proximity of land or shoal water. 
Holding ground, however, is good. This vessel anchored with Corinth 
Breakwater light bearing 248° in about 16 fathoms of water using 
6 shackles of cable. Vessel rode out a Force 7/8 gale from the North 
without dragging but with the cable fully stretched the bridge was only 
2.3 cables from the breakwater and too close for comfort. A second 
anchorage was used with the breakwater light bearing 232° and the 
ship's bridge 5.6 cables from the breakwater in about 18 fathoms of 
water. Again with the cable fully stretched this gave a clearance off the 
nearest shoal water of 3 cables, 6 shackles of cable being used. This 
is a slightly more comfortable position and again gale force winds were 
experienced without dragging. The vessel did drag in this position but 
not until winds were gusting to Force 9 as a prelude to very severe storm 
conditions in which no anchorage of this nature would have been 
satisfactory. The bottom is stiff grey mud and care must be taken when 
anchoring not to impede the traffic approaching the canal entrance. 
Anchoring further to the Westward in order to increase the clearance 
from shoal water, etc., is not recommended as in addition to the much 
greater depth of water the holding ground deteriorates, becoming 
crumbly mud. 

A boat can be provided by the Agents for use as a liberty boat when 
at anchor and there is no objection on the part of the Authorities to using 
the ship's boats for runs ashore. 

A first examination of the chart (B.A. Chart No. 1600) will not indicate 
anywhere to berth a vessel of this size. However, Prey. work has 
been carried out and the berth is on the S.E. side of the breakwater 
where there is room for a vessel of this size and for one small coaster 
in addition. The breakwater itself is slightly different in shape from that 
shown on the chart and building and dredging work are still in progress 
at its seaward end. The green flashing buoy shown on the chart is no 
longer in position but a light of similar characteristics is now shown from 
a structure on the breakwater end. 

Maximum draft for berthing is 6.7 m. (22 ft.) and on this vessel's first 
call soundings between ship and quay when alongside indicated depths 
of between 24 ft. and 26 ft., depths outside the ship being some 5 ft. 
greater. 

A Pilot is available, and is of great assistance. He is an experienced 
shipmaster and has very good loca! knowledge. A small tug is presently 
employed shifting barges and cranes employed in harbour works and it 
is sometimes possible to use his services. This is dependent upon the 
tugmaster. He is particularly useful when undocking to hold the stern off 
the quay. 

Initial approach to the berth is bow on until the starboard anchor has 
been let go which should be done at such a distance from the berth so 
as to allow 4 shackles of cable in the water when the vessel is alongside. 
Vessel is gradually swung on the anchor, long head and stern ropes 
are run by boat, and vessel is so brought alongside port side to. 

The undocking operation is straightforward, the bow being pulled off 
the quay by means of the anchor. The only danger is that of the propeller 
coming into contact with the quay and here the services of the tug are 
valuable. 

Docking and undocking in strong winds from any direction would be 
hazardous and in many cases impossible. Docking is always done in 
daylight and | do not recommend undocking at night either although this 
would be possible under calm conditions. An added disadvantage of 
undocking in evening time would be that the vessel would arrive at the 
Narrows ferry crossing in the dark. 

The Pilot agrees with this appraisal of the situation. : 

The quay itself is smooth concrete usually well fendered with rubber 
tyres and with good mooring posts. Vessel should be well secured as 
strong winds from a Northerly direction are experienced particularly in 
Winter. 

There is a concrete apron some 3.0 m. wide alongside the ship and 
clear of this a considerable unsurfaced area on to which cargo is 
discharged. This area is very wet and dirty during rain. 

Fresh water is available but 7 lengths of ship's hose are necessary 
to reach the outlet. A permanent water main is in the process of being 
laid alongside the ship. 

Cargo operation: This is controlled by the ‘Carton Pack’ Plant Manager, 
there being no stevedore as such. Ship's gear is used and normally 
3 gangs of stevedores. 

The working day is from 0800 hrs. to 1700 hrs., evening overtime 
being unusual. Seven day working is possible but all overtime is subject 
to the plant working to receive the cargo. 

Stevedores can discharge rapidly from the ship lifting 2 rolls of 
linerboard at a time but there are frequent stoppages due to congestion 
on the quay which reduces the overall discharge rate to about 25-27 
rolls per gang hour. Although head and end clamps are provided by 
Charterers (carried on board) stevedores refuse to use these and all 
discharge is by rope sling. Rolls are landed on wooden platforms (timber 
supplied by Charterers) and then rolled by hand clear of the concrete 
apron. Two or possibly 3 fork lifts are used to load rolls from here onto 
lorries for transportation to the plant a short distance away. 


draft 24 ft. 07 in., 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


Damage rate is high due to rolls becoming wet and dirty on the 
unsurfaced quay with bands being broken and outer layers torn. Further 
damage is caused by the fork lifts when loading the lorries. 

No improvement in discharging conditions can be seen unless the 
quay is surfaced with proper drainage and unless Charterers are 
prepared to provide clamp machines for handling the rolls on the quay. 
Care should be taken when signing final outturn report as of course 
damages are written up to make it appear that they took place before 
discharge. 

Weyerhaeuser are fully conversant with the situation. 

Agents: Situated in Piraeus which is some 90 km. away. They use sub- 
Agents in Corinth. 

The sub-Agents are not geared for handling a foreign-going ship. 
To obtain action on major items it is best to telephone Agent in Piraeus 
direct. 

Bunkers: Basically not available but diesel oil has been taken, having 
been brought from Piraeus by road tanker and with ten days ordering 
notice. 

Repairs: These cannot be carried out except by bringing repairers from 
Piraeus at very high cost. 

Lloyds’ surveyor is obtainable from Piraeus, this being best arranged 
directly by the ship. 

Provisions: These can be obtained locally and are of acceptable quality. 
There is no ship chandler as such and the system is for the Catering 
Officer to visit various suppliers with the Agents, pick his purchases and 
then leave Agents to collect and deliver to the ship. 

Shore Leave: Passes are required and are renewed each visit. They 
should be available for return to Immigration on departure. 

Corinth Canal: This vessel passed through the canal on the 4th 
November, 1977 on a draft of 3.6 m. forward and 4.74 m. aft. 

Application should be made in advance to the Canal Authority quoting 
the minimum draft obtainable. 

The transit presented no difficulties. 


SHIPMASTER’S REPORT: (Corinth) December 1984. 
Pilotage: One private Pilot. 
Restrictions: Berthing daytime only. Unberthing anytime day or night. 
Loading/Discharging: Vessel loaded iron pipes, rate 600 tons to 
700 tons per gang, per 8 hour shift by ship's gear. Working only during 
daytime (never night-time). 

Vessel discharged iron plate in coils, rate 600 tons per gang, per 
8 hour shift by shore crane. 
Cargo Handled: Vessel loaded iron pipes, porcelain in powder and fruit 
in boxes. Vessel discharged iron plate in coils and paper for boxes in 
rolls. 


Haneda gill Port Authority of Isthmia, Te/: (0741) 22129 (Harbour 
aster). 

Harbour Master at Corinth Tel: (0741) 24574. 

Corinth Canal Co. S.A., Ippocratous 88, Athens. Te/: 36.32. 185/6/7. 
Telex: 210721. Cables: Didriko Athens. 

Isthmia Office: Tel: (0741) 24452. Telex: 0232 164 Dico Gr. Cables: 
Didriko Corinth. Contact: Dim. Benardos, Director. 


ITEA: 38.26 N. 22.25 E. 


DOCUMENTS: 

6 Crew Lists. 

4 Passenger Lists. 

Cargo Manifest. 

Bills of Lading. 

2 Lists of Ship's Stores and Spares. 

Health Declaration. 

Ship's Certificates. 

PILOTAGE: Vessel should advise ETA at least 24 hours before arrival 
through the telegraphic office of Itea. Pilots are called with the assistance 
of the Port Authority on VHF Channel 12. 

Pilot boards 1 mile S.E. jetty lighthouse. Pilot boat painted black with 
white deckhouse, the word “Pilot” is painted in white letters on both 
sides. On the bow is painted “PY21”. 

In bad weather vessel should enter harbour without Pilot and anchor 
using both anchors. 

ANCHORAGES: Available inside the harbour and in Aggolis Gulf. Safe 
anchorage in the vicinity of the jetty head in depths of 8 m. — 10 m. 
RESTRICTIONS: Vessel may enter harbour day or night. Harbour 
anchorage suitable for vessels up to 60 ft. draft. 

MAX. SIZE: Max. LOA 130 m., Max. draft 6.0 m. Also see “Berthing.” 
HEALTH: Pratique is given on arrival by the port medical officer. 
RADIO: Contact possible through Hellas Coastal Radio. 

VHF: Contact with Port Authority and Pilot made on Channel 12. 
TUGS: None available. 

BERTHING: One pier. East side can accommodate one vessel with 
max. LOA 83m. and draft 6.0 m. West side can accommodate one 
vessel max. LOA 130 m. and draft 6.0 m. 

Parnassos: Bauxite loading facility. Max. size 30,000 d.w.t. Loading by 
conveyor. 

Elefsinos: Bauxite loading facility. Max. size 10,000 d.w.t. with tide of 
25 cm. — 60 cm. Loading by conveyor. 

STEVEDORES: Gangs should be ordered in advance by Agents on 
basis of Master's ETA. Loading and discharging is effected by ship's 


gear. 
MEDICAL: 24 hours’ notice preferred if any medical requirements. 


Vaccination can be arranged within 24 hours. Hospital in Amfissa, 13 km. 
from the port. 
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TANKERS: There are no special installations for loading/discharg 

tankers. 

FIRE PRECAUTIONS: There are no specific precautions. 

GANGWAY/DECK WATCHMEN: Required, Master to appoint ~ 

member. 

CARGO GEAR: Loading/unloading by ship's gear. 

AIRPORT: Nearest airport at Athens, distance approximately 210» 

DENSITY: 1025. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: No local representation. 

REPAIRS: No facilities for repairs. 

HATCHES: Hatches are opened and closed by ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 opened bottle 

alcohol is allowed each man. 

REPATRIATION: Can be arranged. 

_ GMT plus 2 hours. End March to end September GMT 9 
hours. 

HOLIDAYS: Cargo work can be effected on all holidays on paymen 

overtime. 

Official Holidays: January 1st; January 6th; Holy Monday; First Mong 

of Lent; Good Friday; Easter Sunday; Monday after Easter; 25th Map 

1st May; Ascension Day; 6th August; (Local Holy Day); 15th A 

28th October; 6th December; 25th December; 26th December. 

POLICE/AMBULANCE/FIRE: Police: Tel. 32222; Ambulance: } 

28400; Fire: Tel. 28199. 

TELEPHONES: Not available. 

REGUL ATONE: There are general and specific regulations for the h 

of Itea. 

IDENTIFICATION CARDS: Needed for crew men going ashore. 

DELAYS: Delays in loading can seldom be expected. 

DEVELOPMENTS: Extension and widening of the existing breakwa 

and the construction of a second breakwater. 

AUTHORITY: Port Authority of Itea. 


KALAMAKI: 37.52 N. 23.01 E. (See Pla 


SHIPMASTER’S REPORT: 


DOCUMENTS: See “Piraeus”. 

PILOTAGE: Arranged by Agent. 

MAX. SIZE: Max. draft 38 ft. (Additional 1 ft. of draft by arrangemet 

Pesce Berthed without tug. Agent can arrange small tug from Com 
anal. 

BERTHING: Berth for discharging soya beans at Kalamaki Soya 

(Refinery). 

Bulk Handling facility: Fixed steel tower with 2 suction pipes capa 
of a total of 250 tonnes/p.h. but generally slower. Vessel to shift it 
hatch to hatch. Outreach of arms about 16 m. 

The berth is not marked on the chart — B.A. 1600 and U.S. DM 
54289. It is situated on the North shore of the Sarnikos Kolpos near? 
Eastern entrance to the Corinth Canal (Dhiorix Korinthou). Wr 
alongside, the Canal Breakwater Lt. Ho. was bearing 253° 0.64 mt 
and Akra Sofia 195° 1.14 miles. Starboard side to. 

Mooring bollards are adequate, there being 4 suitable for backspim 
on the short face (about 64 m.) of the ‘T' jetty and 1 on shore for! 
headlines. At the Eastern side of the berth there is a new berth sé 
from the line of the jetty consisting of 4 concrete dolphins each we 
bollard and 3 of our sternlines were made fast to these. Between? 
new berth, which is for discharging logs, and the leg of the ‘T’ jetty tt 
is a facility for loading the products of the Soya Oil refinery into coast 
Tyre fenders on the ‘T’ jetty are few. 

Cn approaching the berth from Eastwards it is recognisable by’ 
dark grey ribbed metal silos and the lattice steel tower of the dischaly 
unit. 

FRESH WATER: Obtainable by truck 15 tonne capacity or by b# 
from Piraeus. Pipe for loading water from trucks will have to be exten? 
by ship's hoses particularly if working cargo in forward hatches. G 
per truck about 3,000.00 Drachmas. Agent says price for barge su 
is comparable to truck if a large quantity is required. 
STEVEDORES: Working Hours: Continuous — Workers supplie? 
plant. 

AGENT: Sub-Agents: G. Karagiorgis of Corinth. Cables: “Kaskoe 
Corinth’. 


SHIPMASTER'’S REPORT: April 1988. 


The Kalamaki Private Pier is 2 miles E.N.E. of Corinth Canal. This® 
belongs to the Murikis Wood Factory which is 500 m. from the Df 
The Berth is used for small vessels of 2,000 d.w.t. loading plywood™ 
the Murikis factory. Loading is by ship's gear or mobile cranes. Ea 
sling of wood is from 800 kg. — 1,100 kg. Cargo is loaded by fa# 
personnel. Small vessels lie alongside the pier where the depth is# 
— 18 ft. Overall length 120 m. 

Large vessels lie alongside blocks with depth of 30 ft. — 32 ft. OW 
length 160 m. Discharging of logs is by ship's gear into the sea ont 
offside. 

Repatriation is possible via Athens which is 80 km. away. ; 

Berthing only possible during daylight hours. On arrival, conta? 
isthmia Harbour Master or Corinth Canal on VHF Channel 16. 


+ ALAMATA: 37.02 N. 22.07 E. (See Plan) 


20RT LIMITS: The seaward boundaries of the port within which a vessel 
+ «considered to be an “arrived vessel” and (subject to Charter-Party 
tems) laytime commences to count is 0.5 mile from the breakwater red 
ig’ where Pilot boards. 

UMENTS: 

4Crew Lists, plus 3 additional for passenger vessels. 

4Crew personal effects lists, plus 3 additional for passenger vessels. 

3Deck, Engine and Steward department Store Lists. 

1 Cargo Manifest. 

i ship's official documents. 

2 Crew Vaccination Lists, plus 2 additional for passenger vessels. 

2 +Health declaration. 

The above are not necessary for incoming vessels from Greek ports. 
pLOTAGE: Notice of ETA required 48 hours before arrival. There is 
yf listening and transmitting on Channel 12 on continuous basis. 
gange 30 miles. 

» pilot boards 0.5 miles East of the breakwater red light, weather 


iting. 

J NCHORAGES: Vessels awaiting Pilot may anchor 0.75 miles East of 
be breakwater red light. 
i yaX. SIZE: Vessels up to 30 ft. draft may enter harbour, for berthing 

jongside. 
‘eALTH: Port Health doctor boards vessel on arrival or alongside the 
seth. Master required to produce Fumigation Certificate, vaccination list 
and Declaration of Health. Health visit not necessary for vessels coming 
on a Greek port or West European ports. 
RADIO: Athens Radio, call sign SVA, on R/T which covers the Kalamata 
gon also R/T stations of Patra Kerkyra and Hiraklion. 
UGS: No tugs available. 
BERTHING: Agents require details of vessel's draft in advance to get 
sething permission from Harbour Authorities. Total length of piers — 
‘200 m. Covered storage: 3,500 sq.m. Open storage: 22,000 sq.m. 
SPECIALISED CARGO-HANDLING FACILITIES: There is a silo for 
yain. 2 electric pumps for liquids; 2 mobile cranes, lifting capacity 
tons and 200 tons; 2 forklifts. 
STEVEDORES: Number of gangs required to be advised Agent in good 


™ 


ime 
MEDICAL: Doctors and medical assistance available. Also private and 
sublic hospitals. 
FRESH WATER: Available in any quantity at berths. No barges. 
FUEL: Can only be supplied by road tankers — subject to advance notice. 
CONSULS: France, Finland and Sweden. 
REPAIRS: Minor repairs can be effected in shore machine shops. No 
dry docks. 
DENSITY: 1018. 
WATCHMEN: If required can be arranged from shore. 
HATCHES: Can be opened and closed either by crew or by stevedores 
| subject to regulation payments for this work. 
4 CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 
man. 
REPATRIATION: Can be arranged by car, train or air. 
* AIRPORT: Situated 6 miles away. Flights to Athens 1/2 times a day. 
ie 
UJ 
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| TIME: GMT plus 2 hours in Winter. GMT plus 3 hours in Summer (end 
March - end September). 
HOLIDAYS: Additional 
3. Dionysio’s Day. 

‘ POLICE/FIRE/AMBULANCE: Police tel. 22218 and 24720; Fire tel. 
: 2273/4; Ambulance tel. 25555/27420; Tourist Police tel. 23187. District 
“J 


local holidays are Ascension Day and 


Code Number 0721. 
_ SHORE LEAVE: Allowed. Shore passes issued by Harbour Authorities. 
DEVELOPMENTS: In the near future a Free Zone will exist. 

Additional open storage to be available. 
AUTHORITY: Port Authority of Kalamata, Port Office, Custom House 
Square, 24101 Kalamata. Tel: 0721/22-218. Telex: 252211 Lcal Gr. 
Cables: “Kalamata Port Authority”. Contact: Commander K. Mountrihas, 
Harbour Master. 


KALI LIMENES, Crete: 34.56 N. 24.49 E. 


DOCUMENTS: Vessels may arrive for bunkering without obtaining free 
watique. However, if pratique is effected, vessels should have ship's 
tapers ready for inspection, also 4 Crew Lists, 4 Passenger Lists, Cargo 
anifest and a List of Stores and Provisions. 

*ILOTAGE: 1 private Pilot employed by the bunkering company SEKA 
"0 undertakes pilotage for vessels calling for bunkers. Pilot boat is a 
‘mall boat equipped with signal lamp. Pilot boards about 1 to 2 miles 
SSE. of Aghios Pavios (St. Paul) Islet. Vessels awaiting Pilot may 
“chor 1.5 miles East of Aghios Pavlos Islet. 

ANCHORAGES: (See “Pilotage”) Vessels may anchor in area between 
ghios Pavios Islet and Mavronissi, which is a safe anchorage. 

"AX. SIZE: Vessels in ballast of up to 280,000 d.w.t. and max. draft 
280 m. can enter port. 

HEALTH: Vessels arriving from foreign ports wishing to obtain free 
Yatique should cable Agents to arrange for boarding of Health Inspector. 
"8 pratique automatic if arriving from another Greek port. 

ve S: There is 1 tug, but it is seldom used. 

DICAL: Agent should be advised well in advance if medical 
‘sistance required. There are no hospitals or other local facilities and 
ah has to be called from nearest town. Hospitals at Iraklion, 75 km. 
TANKERS: 3 berths North of Aghios Pavlos Islet (position Lat. 
Ree 45" N., Long. 24° 48’ 30” E.), max. draft 12.80 m. 

SH WATER: Unlimited supplies available at 48 hours’ notice. 
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FUEL: Unlimited supplies, all grades of fuel (1,000 cu.m.p.h.), diesel 
(200 cu.m.p.h.) and luboils available subject adequate advance notice. 
Supplied by Seka S.A. Telegraphic address: Seka Kalilimenes. Telex: 
0262180 Vila GR. 

Piraeus Address: Seka S.A., 53-55 Akti Miaouli, 18536 Piraeus, Greece. 
Tel: 4522911. Telex: 212172, 241717. Contact: Costas Zacharopoulos. 
FIRE PRECAUTIONS: Portable foam fire extinguishers. 

CONSULS: None. 

REPAIRS: None. 

CUSTOMS ALLOWANCES: 200 cigarettes permitted to each crew 
member to be held out of bond, and 1 bottle of wine/spirits. 
AIRPORT: At Iraklion, 75 km. distant. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

SHORE LEAVE: Permitted if Free Pratique requested and granted. 


SHIPMASTER’S REPORT: 1976. (Updated 1984). 

Pilotage: Pilot boards about 1 mile South of Aghios Pavlos. 
Anchorage: Half a mile E.S.E. of Mavronissi, depth of water 30 ft. 
Max. Size: According to Pilot; 300,000 d.w.t. in ballast and max. draft 
42 ft. 

Pumping Rate: Fuel — 1,000 t.p.h., diesel — 200 t.p.h. 

ETA: Send ETA 48 hours in advance through Radio Athens. The bunker 
station can be reached direct on VHF Channels 16 — 14. 


KATAKOLON: 37.39 N. 21.20 E. 


DOCUMENTS: 

Maritime Health Declaration. 

Usual Ship's Certificates. 

3 Crew Lists. 

3 Passenger Lists. 

2 Lists of Stores and Provisions. 

2 Lists of Crew's Personal Effects. 
PILOTAGE: Not compulsory. Port has 1 private Pilot whom vessel may 
use provided sufficient advance notice passed through Agent. 
ANCHORAGES: Vessels can anchor at a distance of 2 cables from the 
head of the breakwater (bearing 300°). Safe anchorage for vessels of 
up to 30 ft. draft between positions Lat. 37° 40’ N., Long. 21° 19’ E. and 
Lat. 37° 40’ N., Long. 21° 20’ E. 
MAX. SIZE: Max. safe draft 24 ft. 
BERTHING: One pier. Length 204 m. Depth alongside 26 ft. Berthing 
possible on both sides of the pier. 
STEVEDORES: No advance notice required. No shore facilities. Vessels 
load/discharge with own gear. 
MEDICAL: No medical assistance in Katakolon, but facilities exist at the 
town of Pyrgos 13 km. distant. 
FRESH WATER: Available. Capacity 20 cu.m./hr. 
FUEL: Not available ex-berth, but can be delivered by tank truck from 
Patras or Kalamata. 
CONSULS: None. 
REPAIRS: Not available in Katakolon. Small quantities of engine spares 
available in Pyrgos. 
HATCHES: Usually opened and closed by crew but this work can be 
carried out by stevedores subject consent of Port Authority. Cost as 
agreed between Master and stevedores. 
AIRPORT: Andravis Airport 26 km. distant. Flights to Athens twice 
weekly. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Usual Greek holidays plus local holidays of 6th December 
and 17th December. 
POLICE/AMBULANCE/FIRE: Police and Immigration, Tel: 41202; 
Fire Brigade (Pyrgos), Tel: 22633; Ambulance (Pyrgos), Tel: 22344. 
TELEPHONES: No facilities for placing on board. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Passes issued by Port Authority. 
AUTHORITY: Port Authority of Katakolon. 


(See Plan) 


KAVALLA: 40.55 N. 24.25 E. 


DOCUMENTS: 

5 Crew Lists. 

2 Lists of Foreign Exchange. 

4 Passenger Lists. 

2 Cargo Manifests. 

2 Lists of Crew Personal Effects. 

Copies of Bills of Lading and usual Ship's Certificates. 
PILOTAGE: Compulsory. 24 hours’ notice of ETA to be passed to 
Agents or direct to Port Authorities. Vessels requiring Pilot should 
contact Harbour Master/Pilot on VHF Channel 12 (24 hour service). Pilot 
usually boards about 0.5 mile from breakwater light from new 14m. 
length pilot boat. If strong South or S.W. winds prevailing, vessels 
recommended take refuge Eleftheron Bay. Vessels awaiting a Pilot may 
anchor 0.5 mile South of Kavalla Lighthouse and stand-by on VHF 
Channel 12. 
ANCHORAGES: 0.5 to 2 miles South of Kavalla Lighthouse, depth 30 m. 
to 40 m. Bottom sand and mud. 
RESTRICTIONS: Berthing during daytime. 
anytime. 
MAX. SIZE: Max. length 200 m. with proportionate breadth. Max. draft 
27 ft. 06 in. Tidal range 2 ft. 


Unberthing possible 
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HEALTH: Doctor boards vessel with Port Officer. Maritime Declaration 
of Health and Derat Certificate required. In case suspected disease or 
fever on board, Master should radio Port Authorities in advance. Pratique 
is automatic if arriving from another Greek port. 
RADIO: No local radio station. Cables may be routed through Athinai 
Radio. 
VHF: Harbour Master's office equipped with VHF Channel 12 and 16 
(24 hour service). 
MEDICAL: Advance notice of medical requirements necessary. General 
hospital in Kavalla and numerous private Clinics. 
TANKERS: See ‘'Prinos”’. 
DENSITY: 1025. 
FRESH WATER: Available at berth. 
FUEL: Small quantities available by truck. 
CONSULS: 

France’ Tel: 3163 Netherlands Tel: 3265 

Finland Tel: 3467 Sweden Tel: 3669 
REPAIRS: Minor repairs available. 
HATCHES: Opened and closed by crew. 
CARGO GEAR: Vessel should have cargo gear ready on arrival in order 
to avoid delay. 
AIRPORT: Distance 30 km. One or two flights daily to Athens. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: Standard Greek holidays. Local holiday 29th June. 
POLICE/FIRE: Police, Tel: 3291; Fire, Tel: 1999. 
AUTHORITY: Kavalla Port Authority, Kavalla, Greece. Tel: 051-223716. 
Telex: 045 2140 LIKA. Contact: P. Zachariou, Harbour Master. 


KYMASSI: 38.49 N. 23.32 E. 


LOCATION: Lat. 38° 48.6’ N., Long. 23° 31.5’ E. 

The port is on the Northern part of Nissos Ewoia. Vessels load 
magnesite in bulk, and firebricks on pallets. 
DOCUMENTS: Crew list and usual documents for Greece. 
PILOTAGE: Pilot boards about 5 cables off the berth. 
APPROACHES: See “Shipmaster’s Report”. 
RESTRICTIONS: No berthing during night-time. 
RADIO: ETA and other relevant information sent by radio to the Sub- 
Charterer's Agents, Financial Mining Industrial and Shipping Corp., in 
Athens. Cable Address: “Epichiris, Athens”. 
VHF: Approaching Kymassi VHF contact only with Harbour Master's 
Office on Channel 12 during working hours (and Channels 14 — 16). 
TUGS: There are no tugs in the area, except pilot boat. 
BERTHING: Safe draft alongside is 26 ft. 6 in., salt water. Ship berths 
alongside 2 dolphins which are very well fendered with numerous rubber 
tyres. On approach the port anchor is let go and as the ship snubs round 
to port an off-shore mooring line is run by the pilot boat aft to the off- 
shore mooring buoy, to which the ship's line is made fast. The next line 
is run to inshore mooring buoy the same way. Then vessel is made fast 
to strong bollards. 
LOADING: Carried out via a sophisticated conveyor system, the main 
tower of which is on curved track, thus allowing flexibility in loading either 
forward or aft for all the length of the vessel without any shifting, this is 
necessary only when loading palletised cargo. Also see “Shipmaster's 
Report’. 
EMERGENCY CO-ORDINATION CENTRE: Nearest at Chalkis 60 km. 
BANKS: National Bank of Greece in Mandoudi. Foreign banks in Chalkis. 
STORING: See “Prelims”. 
Yes. 
. Yes, vessel can store from barges during loading. 
. Trucks can proceed alongside. 
Yes. 
. Declaration to Customs. 
6. No. 
SURVEYORS: Cargo inspectors and surveyors come from Piraeus. 


SHIPMASTER’S REPORT: March 1979. 

The port is on the Island of Nissos Evvoia. Vessel loaded a cargo of 
bulk magnesite ore (deadburned). 
Documents: Crew List. Usual documents for Greece. However, as the 
ship had already cleared into Greece at Corinth, the Bond had to remain 
sealed from that port to Kymassi. Leaving Corinth a photo-stat copy of 
all papers handed in at that port was placed on board duly stamped by 
Customs for production at Kymassi. Register and usual certificates were 
taken by Agent to authorities and returned with Pilot plus clearance 
before sailing. 
Pilotage: Pilot boards about 5 cables off the berth. He gave advance 
oe, ca the time the other ship was to sail and when he expected 
to board. 
Approaches: Although no large scale British Admiralty Chart of the area 
or port on board, the approach was made without any difficulty. The 
100 fathom line runs approximately 1 to 1.5 miles off the land. The ore 
loading berth is on the South side of the Bay with fairly steep to land 
on the Northern side. As ship has to swing to lie head out to sea, it is 
better according to the Pilot to approach keeping towards the North side 
of the Bay. Anchoring is not advised unless very good weather due to 
depth of water and poor holding ground. The Pilot, via VHF, advised us 
to lie off as the berth was occupied when we arrived. The ship berthed 
was due to sail around 1200 hrs., we arrived at 0900 hrs. 
Radio: ETA and other relevant information was sent by radio to the Sub- 
Charterer's Agents, Financial Mining & Industrial Corp., in Athens. Cable 
address ‘Epichiris — Athens’. There were no problems clearing 
messages. 

Approaching Kymassi there was no response on VHF until the ship 
was within 4 miles of the port, when the Pilot answered on Channel 16 
and we worked on Channel 12. 
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(See Plan) 


apbwns 


Berthing: Ship heads towards the loading jetty, a high concrete str 

of “Y” shape with the ship berthing against the two arms. Both 
are well fendered with numerous rubber tyres. On approach the 
anchor is let go and as the ship snubs round to port an off-shore m 
line is run by the boat aft to the off-shore mooring buoy. This buo' 

a slip toggle arrangement to which the ship's line is made fast. The ng 
line run is the inshore after line which is taken to a mooring buoy insy 
the line of the berth. A head rope was then run to the pier and t). 
strong bollard. 

The anchor cable was slacked and ship hove alongside by the hey 
and stern ropes, the offshore stern rope being slacked as required. Bay 
spring was led to a bollard on the jetty as was the spring froma 
A further headrope was run to the bollard on the pier and aft a seco, 
rope to the inshore buoy plus a bight to a bollard on the pier. 
Loading: Carried out via a sophisticated conveyor system, the ma 
tower of which is on a curved track, thus allowing flexibility in loady 
either forward of aft in a hatch. It is necessary to shift ship to load ex 
hatch. 

Two grades of magnesite were loaded. One grade in No. 2 hate 
(first loaded), then the other grade between No. 1 and No. 3 hatche 
When No. 2 was completed it was necessary to warp the ship aster) 
load No. 1 and later warp ahead to load No. 3 hatch. 

Loading commenced at 1540 hrs. on the 17th and was completed; 
0650 hrs. on the 18th. Allowing for shift ship plus change of gangs ashe 
it averaged out at a loading rate of 556 tonnes per hour. 

The loader has an adjustable spout which ensures that the cargo cz 
be readily trimmed to ensure a good flat stow on completion of spay 
without any need for trimmers. The loader is operated with regard: 
the spout and slewing from a control box situated on the draw-bridy 
section of the loader. A very dusty cargo. 

General: Whilst the vessel was alongside a small ship berthed using; 
Mediterranean moor, two anchors down and stern moored to a bug 
This berth is further inside the Bay. The vessel loaded her cargo fro 
lighters. 

Agents: The Agent from the Financial, Mining and Industrial Corp. we 
most helpful and attentive to his duties. He appears to work long how 
as he also supervises the loading and works continuously. He a 
attends to advising when it is necessary to shift ship. 


AUTHORITY: Harbour Master of Kymassi, Mandoudi, Evia Islan 


Greece. Tel: 0227-22020. Also VHF Channels 12, 14 and i 
Contact: George Sakalis, Harbour Master. 
LAVRION: 37.42 N. 24.04 E. (See Plar 


DOCUMENTS: 

Maritime Declaration of Health with Crew's Vaccination Cards. 

Cargo Manifests. 

4 Crew Lists. 
PILOTAGE: Address of pilot station, Port Authority of Lavrion. Pilot be 
is a motor launch 8 m. long, black hull with white stripe flying code ' 
“H". Vessels requiring Pilot should flash or sound letter 'G”. Pilot boat 
about 0.5 miles from Green Light (Ak. Ergastiria). In event of b 
weather, boarding position is inside the buoy. Vessels awaiting Pt 
should anchor close to the Green Light depending on vessel's size 
ANCHORAGES: See “Pilotage”. 
MAX. SIZE: Max. length 130 m. (approx.), max. draft 21 ft. 
HEALTH: Health Officer and Port Officer board vessel on arti 
Maritime Declaration of Health should be submitted to Health Offa 
who examines any sick crew. Free Pratique is not automatic. 
VHF: Pilot boat equipped with VHF. 
BERTHING: Harbour open to S.E. winds, but otherwise sheltered 
safe. There are two quays: one 330 ft. length, depth alongside 20 
and one of 260 ft. length, depth alongside 13 ft. 

Mining company owns bridge elevator with capacity of 700 tons# 
day. 
STEVEDORES: Advance notice required in order to arrange gangs.* 
shore cargo equipment, and cargo operations effected by ship's ge 
MEDICAL: Medical assistance available. 
FRESH WATER: Can be supplied to vessels alongside berth from ta™™ 
trucks. 
FUEL: Only small quantities available as existing fuel tank only 10 
capacity. Can be supplied by tank trucks from Piraeus. 
HATCHES: Opened and closed by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes per crew member allow 
out of bond. 
REPAIRS: Minor repairs only. 
AIRPORT: Athens Airport, distance 45 km. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
POLICE/AMBULANCEFSFIRE: Police, Tel: 25218; Ambulance, ” 
25340; Fire, Tel: 25249. 
HOLIDAYS: Local holiday 26th July. 
AUTHORITY: Port Authority of Lavrion. 


yEGARA (Agia Trias): 37.58 N. 23.24 E. (See Plan) 


THING: Pier owned by Hellenic Aspropyrgos Refinery S.A. in 
Lat. 37° 58’ 11” N., Long. 23° 24’ 17” E. (working 24 hours.) 

“per projecting 205m. from shore with berthing head 63 m. long. 
sngle berth with depth of 42 ft. 6 in. at S.W. end. 44 ft. at N.E. end. 
%-50 ft. available at 1 m. from the berth. 
with suitable fendering berth can accommodate vessels up to 
«000 d.w.t. 
Oi hers discharge cargoes by 3 flexible hoses of 8 in. diameter each. 
The maximum acceptable pressure at the unloading hoses is 


5-9 kg/sq.cm. ! 
paESH WATER: Not available. 
FUEL: Not available. 
For additional information see “Pachi Oil Terminal’. 
| AUTHORITY: Operator: Hellenic Aspropyrgos Refinery S.A., 18 Hermou 
 gyeet, P.O.Box 3649, 10563 Athens, Greece. Tel: 5573252-6, 5573483. 
| tables: Refaspr. Telex: 215442, 215443, Ref Gr. Contact: Emm. 


(ebidakis. 


WILAKI (Aliveri Bay): 38.22 N. 24.04 E. (See Plan) 


SHIP'S OFFICER’S REPORT: December 1985. 


- LOCATION: Aliveri Bay is about 2 km. N.N.E. of Karavos in position 
lat. 38° 22’ 30” N., Long. 24° 04' 10” E. Milaki is the name of the berthing 


facility. 
aLOTAGE: Pilot boards 1 nautical mile S.W. of the berth. Pilot boat 
- sainted white. Call “Katerina” on VHF Channel 14 to make contact, also 
; works on Channel 12. 
/ ANCHORAGE: Vessels may anchor in Aliveri Bay. 
MAX. SIZE: Vessels up to 120,000 d.w.t. and 240 m. LOA handled. 
VHF: See "Pilotage”’. 
TUGS: One tug “Achileus”, 1,200 h.p. Additional tugs available from 
shalkis (Chalkis). 
BERTHING: Berthing instructions obtainable from “Katerina” on VHF 
Channels 14 or 12. 

One pier, length 300 m. and width approximately 50 m. 

Depths alongside: North side: 18 m. at seaward end and 14.9 m. at 
inner end. 

South side: 23 m. at seaward end and 13 m. at inner end. 

The North side is for unloading coal and slag and the South side for 
vading coal and cement. 

Cargo discharged by grab (gantry) and loaded by pipe. 
_ MEDICAL: There is a small hospital in Aliveri. 
_ FRESH WATER: Available by truck. 

REPAIRS: Facilities available at Khalkis. 

AIRPORT: Athens International Airport. 
GENERAL: Publications and Charts: B.A. Mediterranean Pilot Volume 
sand B.A. Chart No. 1597. 
Note: The pier and light on N.W. corner (OQ(R)) of pier not marked on 
Chart No. 1597, edition 1983, with corrections done for 1983 and 1985. 


t 
‘| SHIPMASTER’S REPORT: April 1987. 
j 
t 


oN ead In Aliveri Bay, on the Western shore of the Island of Evia 
uboia). 

| DOCUMENTS: 

2 copies Crew Effects Declaration. 

| 2copies Ship’s Stores, including Narcotics. 

' 2copies Stores not Sealed in Bond (Master's Responsibility). 
4copies Crew List. 
| copy Maritime Declaration of Health. 

2 copies Vaccination List. 

PILOTAGE: Sea Pilot can be arranged by prior notice to Agents. 
Soarding position is off Dipsa Rock. 

Harbour Pilot boards at the anchorage or close to the jetty. 
ANCHORAGE: In position Lat. 38° 22’ N., Long. 24° 02' E., about 1 mile 
Nest of the Jetty head in over 28 fathoms of water. 

HEALTH: Radio Pratique not available. 

wae Declaration of Health required. Pratique is granted after 
ing. 

VHF: Terminal Heracles II and agent maintain watch on Channel 14. 

IGS: 3 tugs available from Chalkis. 
3ERTHING: Coal Discharging Berth Heracles II: Berth is located on 
"e Northern side of a Jetty extending about 300 m. out in a 280° 
rection from the coast. The Jetty head is in position Lat. 38° 22.5’ N., 
ong. 24° 03.1" E., about 5 cables South of Southern Breakwater light 
Karavos Port. 

The terminal is controlled by the cement factory, which is situated just 
108s the road from the Jetty. The reported depths of water in this berth 
i Plan”) were prepared by Gold Divers Underwater Services Co. of 

"aeus in April 1986. 

One travelling bridge crane serves the ships. The discharging rate is 
*tween 500 t.p.h. and 600t.p.h. Permissible airdraft is 19.00 m. 
ae ees arrival draft is 15.20m. forward and 

. aft. 
Pri the above recommended draft the vessel can tie up starboard 
€ alongside using about 200 m. length of the jetty with the remaining 
Ength of the vessel overhanging. All the after mooring ropes lead 

‘ward to the knuckle. Vessel can however, be warped ahead after 
ening from forward holds. 

OECAL: Facilities available at Aliveri. 

NSITY: 1028 — 1029. 


GREECE 


REPATRIATION: Possible, but with difficulty. 

AIRPORT: Nearest airport at Athens, 3 hours by road. 

GENERAL: Customs: For issue of bonded stores contact Karavos. 
For clearance of stores and spares contact Chalkis. 

Immigration: At Chalkis. 

Supplies: Provisions and stores are ordered from Piraeus/Athens. 


AUTHORITY: Port Authority of Karavos. Tel: 0223-22318. 


MILOS ISLAND (Adamas, Voudia Bay): (See Plan) 


LOCATION: Adamas Harbour: Lat. 36° 42.5’ N., Long. 24° 26.5’ E. 

Voudia Bay: Lat. 36° 44.6’ N., Long. 24° 32.8’ E. (on the N.E. side of 
Milos Island). 

A vessel is considered to be an “arrived ship”, when at and/or 
anchored close to the above positions. 

DOCUMENTS: 

4 Crew Lists. 

3 Passenger Lists. 

3 Provisions Lists. 

4 Personal Effects Declarations. 

2 Cargo Manifests. 

Ship's Gear Book. 

Vaccination Certificates. 

Derat Certificate. 

Certificate of Registry. 

Load-line Certificate. 

Safety Equipment Certificate. 

Radio-telegraphy Certificate. 

Certificate of Measurement. 

PILOTAGE: No pilot station. Vessels requiring a Pilot should make 
contact with Adamas Harbour Control by VHF Channel 12. Vessels 
calling at Voudia Bay can make contact on Channel 8 VHF during office 
hours (0700 — 1500 hrs.local time) for general information and Pilot 
arrangements. Pilot arrangements are generally done through Agent's 
who may contact Pilot in advance by telephone. Pilot boards from a 
small motor-boat. 

ANCHORAGES: Safe anchorage in all parts of Milos Bay, where 
Adamas port is situated. Main anchorage in Milos Bay is on E.S.E. side 
of Bombarda Cape, which has a lighthouse showing a FI. R. 4.5 secs. 
light. 

The Voudia Bay Anchorage is located 6 cables S.E. of Voudia Light 

within a circle of 3 cables radius. Ship's calling to Voudia Bay should 
use this anchorage. 
MAX. SIZE: Any size vessel may enter Adamas Port, but berthing 
alongside the Ore Loading Berth at Kanaba or the private Ore Loading 
Berth of Mycobar Ore Mining Co. is restricted for vessels of more than 
26 ft. draft. 

Ore loading berth at Voudia Bay (Privately owned by Messrs. Silver 
and Baryte Ore Mining Co.) is able to facilitate berthing of vessels of up 
to 185 m. long (610 ft.) and max. draft 33 ft. Restriction exists for this 
berth, also for the height of vessel's freeboard. (The highest point of the 
vessel's side along the deck including rails or any other fixed 
constructions, must not exceed the 10.9 m. (36 ft.) from the sea level). 

Loading-discharging dock at Voudia Bay with installations for 
mechanical loading of cargo in bags. This dock has a length of 
approximately 75 m. and the max. draft of the vessel alongside cannot 
exceed more than 6 m. (20 ft.). 

No facilities for tankers. 

HEALTH: Authorities require 24 hours’ notice of arrival in order to grant 
Free Pratique to vessels arriving from a non-infectious country. Free 
Pratique cannot be granted at Milos to vessels having disease on board 
nor to those arriving from an infected area. Such vessels are required 
to proceed to a main Greek port (Piraeus, Syros, etc.) to obtain health 
clearance. 

RADIO: Athens Radio and Heraklion Radio. 

TUGS: Not available. 

STEVEDORES: Loading/discharging at Adamas Port (Kanaba) is by 
means of ship’s gear, reaching a loading rate of 1,000 — 1,300 tonnes 
per working day. At the private berths of Mycobar Ore Co. in Adamas 
and Silver and Baryte Ore Co. at Voudia Bay the bulk ore is loaded by 
means of a conveyor belt at a rate of 500 tonnes p.h. maximum. 
MEDICAL: One small public hospital. There are 3 doctors and 2 dentists 
resident on the Island. There is an airport on the Island with daily services 
to Athens. Also in case of illness, the possibility of an emergency service. 
FRESH WATER: Available to vessels alongside using ship's hoses. 
Delivery alongside up to 30 cu.m. in 12 hours. 

FUEL: Small quantities of lubricants available. 

OPENING/CLOSING HATCHES: Opened and closed by crew. 
CUSTOMS ALLOWANCES: Customs Office at Adamas Harbour. Tel: 
0287-22.282. 

(a) Vessel arriving from European Common Market Ports: 
300 cigarettes, or 150 small cigars, or 75 big cigars, or 400 gm. tobacco. 
1.5 litres of spirits of 22° vol. or more, or 4 litres of wines of less than 
22° vol. Perfumes 75 gm. 

(b) Vessel arriving from any other port: 200 cigarettes, or 100 small 
cigars, or 50 big cigars, or 250 gm. of tobacco. 1 litre of spirit of 22° vol. 
or more, or 2 litres of wines of less than 22° vol. 

REPAIRS: Minor oxy-acetylene repairs possible. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 

HOLIDAYS: Sundays and customary holidays. Cargo work can be 
arranged on these days at 75% increase on tariff rates. 
TELEPHONES: Police: 0287-21.204. Port Authority: 0287-22.100. 
Agent of Silver and Baryte Ores Co.: 0287-41.277. Pilot: 0287-22.265 
or 22.086. 
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SHORE LEAVE: Permitted. 

DELAYS: Strong Southerly winds may delay berthing, or force vessel 
to leave loading berth at Voudia Bay. 

DEVELOPMENTS: Intentions to construct a conveyor belt for ore cargo 
loading on the Kanaba Dock (Adamas). 


SHIPMASTER’S REPORT No. 1: Voudia Bay: Fresh water is available 
using vessel's own hoses. Limited quantity of provisions are available. 
Hire of polypropylene ropes of 150 m. length is possible. 

It is advisable to close ventilators before loading due to excessive 
dust. 

Pilot remains on board during loading. 

Cargo: Perlite. 

Loading rate for bulk: 250 t.p.h. 

Loading rate for bags: 18-20 t.p.h. 


SHIPMASTER’S REPORT No. 2: Voudia Bay and Milos /sland:Situated 
on the N.E. corner of the island of Milos. When approaching from the 
S.E. the most prominent features are the scarred terrain, the factory 
building and the silo which is situated just above the berth. The loading 
gantry has both fixed red and white lights on it and is conspicuous. 
Anchorage: The vessel anchored in a position with the loader bearing 
302° T. distance 7.5 cables in 48.5 m. of water using 5 shackles of cable, 
the holding appeared to be good. The recommended anchorage is in a 
position with the loader bearing 328° distance 5 cables where holding 
is reported to be good. There was another vessel in that position at the 
time. 

Caution: This anchorage is not recommended in strong South to S.E. 

winds due to the seas that build up in the Bay. Vessels are recommended 
to go to the North of Pilonisi Island and anchor in a position N.W. of the 
North West point, a distance of not less than 3 cables. This island is 
now joined to the main island by rubble from the factory, this is not 
shown on the Chart (1832). 
Method of Berthing: (See “Plans”). Approach to the berth is made 
heading in a N.W.'ly direction, keeping the Northernmost buoy (A) close 
to the starboard side and when the bow is passed about a third of the 
ship's length, the starboard anchor is let go and let run until about 
4 shackles on deck, then it is checked, in the meantime a boat will take 
a breast rope from for'd, run from the port shoulder lead (1). Once this 
is ashore and the vessel begins to cant to starboard, the bow is worked 
into position by heaving on the breast rope and slacking the cable until 
there is about 6 shackles on the latter. Meanwhile, a line is run from the 
starboard quarter (2) to buoy (B). A word of caution here, the berth is 
designed to take vessels up to 23,000 tons, so for a small vessel it will 
be necessary to have 2 ropes joined together for moorings (2), (4) and 
(5). The next line sent away is one from the Port Quarter to ashore as 
a breast rope (3), the stern is then brought into position in a similar 
manner to the bow. As the prevailing wind is from ahead usually, the 
next rope sent away is the head line (4) and finally the stern line (5). 
The latter two are used for shifting the vessel under the loader. Directly 
under the loading gantry, there is a dolphin arrangement to keep the 
vessel off the cliff, but on completion of mooring, the vessel should end 
up about 6 ft. to 10 ft. off this. 

Caution: In strong South to S.E. winds, the berth becomes dangerous 
and vessels have to leave and go to anchor and it is often necessary 
to leave the ropes on the buoys etc. as it is not possible to let them go. 
It is also advisable to retain some ballast on board for berthing. | 

There are 2 Pilots, both speaking English, the younger, an ex-Chief 
Officer has the better command of English and was the source of a lot 
of this information. 

On leaving the berth, the last rope to be let go is (2) and with a smaller 

vessel, this can safely let go while weighing anchor. Vessel will then 
proceed to another anchorage close to, to secure, obtain clearance and 
clean up. 
Loading Procedure: Loading is done by a chute and at an approximate 
rate of 300 tonnes per hour. The cargo is very dusty and everything 
should be securely battened down and it is strongly advisable to wear 
goggles and protective masks on deck as the dust is choking and if it 
gets in the eyes, they should not be rubbed as it is abrasive and can 
cause permanent damage. Eyes should be washed out. The ship will 
advise what weight she can take, and as the weighing procedure ashore 
is liable to break down after the first 500 tonnes, vessel is loaded 
according to draft, which has to be carefully checked, as when stipulating 
amounts required per hatch, they will not necessarily keep to this unless 
told. A boat is available for checking the draft, 1 blast on the whistle will 
summon it. Only method of getting ashore is by boat, so it is necessary 
to have the starboard gangway down. Both foreman and boatman have 
a fair knowledge of English, but foreman does not come aboard but 
stays on the loader, so it is necessary to shout instructions etc. The 
foreman will advise on shifting for position required, this is done with 
the aid of frequent blasts on a pocket whistle. Only one man comes 
aboard and that is to tend the chute. 

There appears to be a continual short swell which makes draft reading 

a little difficult. 
Entry and Clearance: Agent, Doctor, Customs and Harbour Master 
boarded the vessel at anchor and entered her there. Forms on board 
were not acceptable, but they transferred them to their own. | understand 
that the only acceptable forms are the standard IMO forms, and if there 
are any of these on board they should be used. 

Forms required: 

2 Crew Declarations. 

3 Crew Lists. 

2 Bonded Stores List. 

2 Stores Lists. 

1 Vaccination list (Including Cholera). 

There are various other forms to sign, but these are prepared by the 
Agent. The Health Declaration is made out by the doctor in his book. 
The Agent, who is from the Mining Company, spoke very good English. 
Weather: Northerly winds predominate during the Summer and can 
become quite strong during September, mainly from midnight to noon 
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AUTHORITY: Port Authority of Milos, Adamas Harbour, Milos Islay 
Greece. Tel: 0287-22.100. 

Silver & Baryte Ores Mining Co., 21a Amerikis Street, Athens i) 
Greece. Tel: 3628.432 or 3626.064. Telex: 215189 elio gr. 
Local: Silver & Baryte Ores Mining Co., Voudia Bay, Cyclades, Ny 
84800, Greece. 


MITILENE (incl. Geras Bay and Pamfyllon): 
39.06 N. 26.35 E. (See Pla 


PORT LIMITS: A vessel is considered to be an “arrived ship” and layts 
will commence at the working hours that follow the delivery of» 
Master's Notice of Readiness. 

DOCUMENTS: 

Quarantine: 

Maritime Declaration of Health. 

Valid Derat Certificate. 

International Vaccination Certificates. 

Customs: 

2 Crew's Effects Declarations. 

2 Ship's Stores Declarations. 

2 Bonded Goods Declarations. 

2 Crew Lists. 

Immigration: 

1 Crew List. 
Port Authority: 

1 Crew List. 

1 Passenger List. 

Ship's Certificates or Memorandum. 

Ship's Papers. 

PILOTAGE: It is not compulsory, but, if required, the services; 
experienced Mercantile Marine officers, having knowledge of the py 
can be obtained. 

ANCHORAGES: Off the Outer Port, in depths of about 18 m.; extren 
end East of Kastro Peninsula (or Fokiotrypa) light, bearing due Now 
RESTRICTIONS: Entry is not allowed after sunset. 

MAX. SIZE‘ Length 120 m. — draft 17 ft. at Inner Port; length 160 
draft 28 ft at Outer Port. 

HEALTH: The Authorities must receive a 24 hour advance notice! 
the ETA of the vessel with information about the port of origin, the car 
the number of crew and passengers and the port of destination; dels 
of any suspected disease or fever on board must be included in th 
notice. Pratique is automatic only for vessels entering after calling 
another Greek port. 

RADIO: “Athinai (Athens) Radio”, “Limnos Radio’, “Chios Radio’. « 
signs SVA, SVL, SVX respectively. 

VHF: Port Authority's VHF radiocommunication; Channel 12 for callin 
BERTHING: See “Plan”. For drafts see Max. Size”. 
STEVEDORES: At least 8 hours’ advance notice for the number 
stevedores required. 

MEDICAL: In case of illness on board the Master should cable deta 
prior to arrival. Hospital and dental facilities are available. Vaccinalt 
cards required. 

TANKERS: At Geras Bay (Mamidakis) and Pamfila (Purfina). 
FRESH WATER: Available from the quay through pipes. Cost per® 
about 200 Drs. 

FUEL: Supplied by tanker trucks only; advance notice required. 
FIRE PRECAUTIONS: No more than the usual ones. 

CONSULS: 

Belgium Tel. 28494 Netherlands Tel. 28% 

France Tel. 28151 Sweden Tel. 288 
REPAIRS: Local machine shops undertake very minor repairs. 
SURVEYORS: Lloyd's Register. 

HATCHES: Opening and closing is normally carried out by crew. 
CUSTOMS ALLOWANCES: For each member of the crew: tobat? 
50 grams; cigarettes, 40 pieces; small cigars, 20 pieces. Wines, 2 lit 
Spirits, 0.75 litre. 

CARGO GEAR: Load/discharge effected by ship's own gear. 
REPATRIATION: There are facilities for effecting crew changes # 
arranging any necessary repatriation. 

AIRPORT: Distance 8 km. It is regularly served by “Olympic”. Fig’ 
to Athens and Thessaloniki. 

TIME: GMT plus 2 hours. GMT plus 3 hours during Summertime i 
April to September. 

HOLIDAYS: January 1st, New Year's Day; January 6th, Epiphany: * 
Monday; March 25th, National Holiday; Good Friday; Easter Mont 
May 1st, Labour Day; Whit Monday; August 15th, Assumption; Oct? 
28th, National Holiday; December 25th, Christmas Day; December 2 
Boxing Day. 

Cargo work can be arranged on these days after consultation with? 
union of stevedores. 5 
POLICE/AMBULANCE/FIRE: Police, Tel. 100 and 22021; Hospital ” 
28412 and 22005; Fire Brigade, Tel. 199 and 22055. 
EMERGENCY CO-ORDINATION CENTRE: Hellenic Coast G# 
Emergency Co-ordination Centre (S.A.R. Chamber) in Pir 
Telephones: 4112500 and 4173238. Telex: (021) 2022, 2273 and2 
Yen Gr. 

BANKS: 

Bank of Greece, Prokymaia Telex: 297110 Bngr Gr. 

National Bank of Greece, Prokymaia. Telex: 297106 Nbg Gr. 

General Hellenic Bank, Prokymaia. 

Commercial Bank of Greece, Prokymaia. Telex: 297103 Cbmy & 

lonian & Popular Bank of Greece, P. Kountouriotou & Alk® 
Telex: 297109 IPMY GR 

Agricultural Bank of Greece, Vournazon 2. Telex: 297108 Ate @ 

Credit Bank, P. Kountouriotou 33. Telex: 297151 Ccb Gr. 


», 


ING: Vessel can be stored by truck only. Trucks can proceed 
yongside at the berth. 

—& LEAVE: No restrictions. 
pENTIFICATION CARDS: Shore passes are issued. 

YS: Normally there are no delays. 

SUPPLY SERVICE: Ant. Picoulos Shipping Agency, Prokymaia, 
iwiene. Office Tel: 23720, 27000, 24933. Home Tel: 22341. Telex: 
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- oa of 11m. length available for ship to shore transport of 
»sonnel and/or essential stores and/or sick crew members if allowed. 
,UTHORITY: Hellenic Coast Guard, Island of Lesbos Port Authority, 
welene Port Authority, Prokymaia, Mitilene 81100, Greece. Tel: 28827, 
9647, 24115. Telex: 290142 LXM GR. Cables: Limenarchio, Mytilene. 
tontact: Commander B. Ch. Antypas. 


WYKONOS: 37.26 N. 25.25 E. 


jessels in excess of 22,000 d.w.t. have been accommodated. Loading 
»Barytes ore at rates up to 5,000 tons per day. In Winter when North 
wads prevail conditions are satisfactory for loading: however, loading 
sosition considered unsafe when S.W. or West winds prevailing. When 
sificient cargo is available vessels can load in 2 days. 


PACHI: 37.58 N. 23.23 E. (See Plan) 


DOCUMENTS: All usual certificates including Registry, Safety, Cargo 
Gear, Radio, Derat, Last Port of Clearance and: 

9 copies Crew Lists. 

2 copies Vaccination Certificates. 

1 copy Cargo Manifest. 

1 copy List of Spares. 

1 copy Maritime Declaration of Health. 

{ copy Vaccination List. 

4 copies Crew Effects Declaration. 

1 copy Passenger List. 

1 copy Cargo Documents. 

2 Special Customs Forms in triplicate. 

2 copies Stores Lists. 


_ PILOTAGE: Cable Agent 72, 48, 24 hours in advance advising ETA. 


Agent informs Pilot Office of vessel's arrival time. Piraeus Pilots can be 
contacted on VHF Channels 7 and 12. Pilot boards vessel North of 
fanaria Islands. 

ANCHORAGES: See ‘Piraeus’. 


| RESTRICTIONS: None. 


MAX. SIZE: Pachi Oil Terminal is able to accept vessels for discharging 
crude oil from 20,000 d.w.t. to 600,000 d.w.t., max. draft 29 m. The depth 
althe head of the pier is 31 m. 

HEALTH: Pratique is in accordance with International Regulations. 
Pratique automatic if arriving from another Greek port. 

RADIO: Athens (SVA). 

VHF: Piraeus Pilots and Eleusis Coastguard operate a 24 hour service 


| Channels 16, 12 and 7. Hellenic Refinery operates on Channel 16. 


RADAR: None. 
TUGS: Usually join vessel near to the berth. Ship’s lines always used. 
BERTHING: 

Location of berth: Lat. 37° 58’ 25” N., Long. 23° 22’ 50” E. 

Pilot will advise Master of berthing place in accordance with Port 
Authority instructions. Usually berthing with starboard side alongside 
wth 3 head lines, 4 breasts, 2 springs, 3 stern lines, 4 breasts and 2 
springs, depending on the size of the vessel. According to the Pilot, 
''s preferable to use ropes for head and stern lines. 

MEDICAL: Advance notice not required; clinic available in town of 
Sleusis if required. 

TANKERS: There is one berth with 4 unloading arms 16 in. diameter 
tach. The maximum and minimum height of the manifolds to the ship 
$35.5 m and 2 m. respectively above sea level. 

The maximum accepted pressure at the unloading arms and of the 
sude oil system is 11 bars (150 p.s.i.) and the maximum accepted flow 
‘ale through each unloading arm is 4,000 cu.m./.hr. (Total for all four 
unloading arms 16,000 cu.m./.hr.). 

DENSITY: 1025. 

FRESH WATER: Not available at present. 

FUEL: Not available at present. 

FRE PRECAUTIONS: Fire wires rigged fore and aft on outboard side 

* vessel. Deck scuppers plugged. Spark arresters to be fitted on tank 

%@nings. Earth connections made. Patrols made by Port Officers. 
Inthe case of a storm, the Dock Master can stop discharge of vessels. 

refinery fire fighting procedure is followed. 

RE SULS: None locally. Consuls at Athens and Piraeus. 

" PAIRS: While alongside, maintenance of any kind on board is strictly 

*ohibited, In case of an emergency, the issuing of a special written 

tee or hot work” permit is necessary. 

can DOCKS: See “Eleusis”. 

NGWAY/DECK WATCHMEN: Not required. 

“USTOMS ALLOWANCES: 200 cigarettes and 1 open bottle of wine/ 
rly allowed per crew member. 
XEPATRIATION: All facilities available for 

Satriation. 


On: Direct overseas flights available via Athens Airport at 
n. 


crew changes and 


GREECE 


TIME: GMT plus 2 hours. Summertime (March to September) GMT plus 
3 hours. 
HOLIDAYS: None affecting cargo operations. 
POLICE/AMBULANCE/FIRE: All emergency services are available 
through the Terminal Office. Tel: 26480 — 26580. Fire alarms are 
installed throughout the jetty. Eleusis Coastguard (01) 5543504. 
TELEPHONES: This service is available aboard ship by prior 
arrangement through the Agents. Standard rates apply. 
SERVICES: Compass adjusting. Electronic equipment services. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes issued by Port Authority. 
AUTHORITY: Operators: Hellenic Prrctaitd 4c Refinery, S.A., 18 
Hermou St., P.O.Box 3649, 10563 Athens, Greece. Tel: 5573252-6, 
5573483 . Telex: 215442, 215443. Cables: Refaspr. Contact: George 
Dimogerontas. 

Eleusis Port Police. 


PATRAS (including Rio): 38.14 N. 21.45 E. (See Plan) 


DOCUMENTS: Port Authorities: 2 Crew Lists, Customs: Declaration of 
Cargo and Passengers. 

PILOTAGE: Compulsory. Advance notice of ETA to be passed to Agents 
who arrange Pilot. Vessels without Agents should advise authority of 
ETA through Athens Radio, or on arrival outside harbour make 
International Code sounds and signals for vessels requiring a Pilot. Pilot 
boat is small boat carrying pilot flag. Pilot usually boards less than 
1 mile outside harbour entrance. VHF contact possible with Port 
Authority and Pilot on Channel 12. 

ANCHORAGES: Patras Roads are usually safe; when very strong 
W./N.W. winds blow, vessels may anchor at Nafpaktos Roads. 
RESTRICTIONS: Port entrance has depth of 34 ft. At main harbour 
vessels having draft in excess of 28 ft. cannot berth. The limit at the 
new berth is 34 ft. draft. There are 2 red buoys at the entrance to the 


port. 
MAX. SIZE: Vessels of less than 34 ft. draft. No restrictions on length 
or breadth. Height of tide, max. 0.55 m., does not affect size of vessel. 
HEALTH: Pratique in accordance with International Regulations. 
RADIO: Athens Radio. 
TUGS: Two tugs, 900 h.p. and 1,200 h.p. Use of tug compulsory for all 
vessels over 1,000 tons gross. Joins vessel at entrance to harbour. 
Ship's lines used. 

Tugs also available on request to Nicolas E. Vernicos. Tel: Piraeus 
452781 2-4522337 (24 hours). 
BERTHING: In accordance with allocation given by Port Authority. See 
“Plan” for lengths and depths. 
STEVEDORES: Advance notice of ETA required in order to arrange 
berth and order number of gangs to commence work immediately. 
General cargo rate about 80 — 100 t.p.h./gang, bulk cargoes 75 — 90 
tons. 7 mobile cranes, capacity up to 25 tons available. One mobile 
crane capacity 118 tonnes with container handling facilities. 
TANKERS: No facilities at Patras, but Texaco-Restis Berth at Rio for 
versols up to 18 ft. and 2,500 tons alongside. No residue discharge 
acilities. 
FRESH WATER: Supply line connected to all berths. Rate 30 t.p.h. 
FUEL: Deliveries by tank trucks at Patras. Available at Texaco-Restis 
Berth at Rio. 
FIRE PRECAUTIONS: Vessels refuelling or discharging explosives or 
flammable materials must apply to Port Fire Brigade to stand by. 
CONSULS: 


Belgium France Netherlands 
Denmark Germany F.R. Sweden 
Finland Italy Switzerland 


REPAIRS: Very minor repairs only. 
WATCHMEN: Advisable to employ night-watchmen on large vessels. 
HATCHES: Usually opened and closed by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle wine/spirits 
allowed out of bond for each Crew member. 
REPATRIATION: All facilities for crew changes and repatriation. 
AIRPORT: None. 
TIME: Summertime GMT plus 3 hours end March to end September, 
otherwise GMT plus 2 hours. 
HOLIDAYS: In addition to general Greek holidays and Sundays, local 
holidays are 8th September, 30th November. Work can be arranged on 
these days subject to payment of additional charges. 
POLICE/AMBULANCE/FIRE: Port Police, tel. 341-002; Patras Police 
Station, tel. 100; Ambulance, tel. 166; Fire Brigade, tel. 199. The port 
has a fireboat. 
TELEPHONES: Facilities for connecting on board. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Crew are supplied with passes by Port 
Authority. 
DEVELOPMENTS: (a) Outer breakwater has been extended by 90 m. 
at South end. 

(b) New quay with length of 220m. to the North of the main 
installation to be constructed. 
AUTHORITY: Port Authority of Patras, Building of Port Authorities, 
Patras, Greece. Tel: 061-322024. Telex: 312120 LTPA GR. FAX: 061- 
331997. Contact: P. Bousbouras, Technical Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englar 


PIRAEUS: 37.57 N. 23.38 E. (See Plan) 


(Including AGHIOS GEORGIOS 37.57 N. 23.36 E.; DRAPETZONA 
37.56 N. 23.37 E.; and PERAMA 37.58 N. 23.35 E.) 


DOCUMENTS: All usual certificates inciuding Registry, Measurement, 
Inspection, Load-line, Fumigation, Passenger Safety, Cargo Gear, and 
Radio. 

9 Crew Lists. 

2 Vaccination Certificates. 

Cargo Manifest. 

List of Provisions and Stores. 

List of Spares. 

Maritime Declaration of Health. 

1 List of Vaccination Dates. 

1 Crew Effects Declaration. 

Customs: 

2 Special Forms in Triplicate. 

1 Stores List. 

Master's Declaration of typewriters and adding machines, etc. 

Crew Passports, or Seamen's Books. 

Passenger Passports. 

PILOTAGE: Cable Agent well in advance advising ETA. Agent informs 
pilot office of vessel's arrival time. 

Pilots can be contacted on VHF Channel! 16 for calling, Channels 7 
and 12 for communication. Pilot boat is a wooden vessel about 10 m. 
length with black-painted hull, word ‘Pilot’ painted in white. 

Vessels requiring Pilot should signal letter “G" by morse light or by 
ship's whistle. Pilot boards vessel about 1.5 miles off entrance to 
harbour, except when very strong South winds prevailing, in which case 
vessel advised by VHF or by signal light that conditions impossible for 
Pilot boarding, and whether vessel permitted enter harbour at Master's 
risk. 

If awaiting Pilot, anchorage is possible inside pilotage area of Piraeus 
— Aghios Kosmas — Piraeus Anchorage — Perama Anchorage — Megara 
Anchorage (Pachi). 

ANCHORAGES: As above. Depths between 9 and 35 fathoms. 
RESTRICTIONS: No restrictions for Aghios Georgios Harbour or 
Drapetzona excepting draft. Harbours open throughout 24 hours for 
entry and departure subject prevailing weather conditions. No tidal 
restrictions. 

MAX. SIZE: (also see “Tankers”) Aghios Georgios max. draft 32 ft. 
Drapetzona max. draft 38 ft. Piraeus max. draft 36 ft. 

RADIO: Athinai Radio — SVA. 

TUGS: Use of tugs compulsory for vessels over 1,000 g.r.t. Usually join 
vessel outside harbour, always using ship's lines. Over 30 tugs available. 
10 of less than 1,000 h.p. and remainder over 1,000 h.p. 

Nicolas E. Vernicos Shipping Co. Ltd., operate 10 tugs, 500 — 4,000 h.p. 
Available for towage and salvage. Tel: 4527812, 4522337 (24 hours). 
Telex: 212450 Vern Gr. VHF Channel 6. 

BERTHING: Agent must advise Piraeus Harbour Authorities in order to 
secure berth allocation. 20,000 m. of quay space. 9 Ro/Ro ramps 
available. 

CRANES: 3 container cranes, lifting capacity 41 tons. 

56 electric wharf cranes with capacities of 2 to 27 tons installed along 
the wharf of the main port and at the dry and floating docks. 

51 mobile cranes with capacities of 3 to 20 tons. 

19 Straddle-carriers for containers, capacity 30 tons each. 

4 floating cranes with capacities of 15, 30 and 2100 tons. 

BULK HANDLING FACILITIES: Silo suction-duct installations capable 
of moving grain at up to 130 t.p.h. and storage facility for 40,800 tons, 
as well as 2 mobile suction-duct units for bulk grain-cargoes. 

One gantry crane lifting capacity 10 tons, used for coal and bulk 
cargoes installed at Hercules Port. Pier length 200 m., max. LOA 160 m., 
max. beam 17 m., max. draft 10 m. Average daily rate for coal 1,000 — 
1,200 tonnes. 

STEVEDORES: Agent must submit letter of application to Piraeus Port 
Authorities for number of gangs required also time required to 
commence cargo work. Discharge usually effected with ship's own gear. 

Normal work on loading/discharge of goods in the port is carried out 
by 2 regular shifts, the morning shift (0800 — 1400 hrs.) and the afternoon 
shift (1500 — 2100 hrs.). Likewise, upon application of the interested 
parties (ship-owners, Agents, consignees, shippers, etc.), and provided 
approval of the competent P.P.A. Service is obtained, a third, night shift 
can be assigned to the job if the necessary workers and operators are 
available. This shift is again of 7 hour duration, from 2100 — 0330 hrs. 
or can be extended to the morning hours if necessary. Exceptionally in 
the case of work on refrigerator vessels, on which work during the 
Summer period is limited to the afternoon hours, the Service can assign 
workers and operators of loading/discharge machinery, starting from 
1630 hrs., for a 7 hour period which can be extended, if conditions 
warrant, to the morning of the next day. Loading/discharge work may 
also be undertaken on Sundays and other non-working days (holidays) 
such work being considered as totally extra, being burdened with extra 
charges accordingly. 

MEDICAL: All medical and hospital facilities available. No advance 
notice required except in special cases. 
TANKERS: sotiphan As | effected at private installations. 

Shell max. draft 32 ft. Petrolles max. draft 29 ft. 

B.P. max. draft 36 ft. Fina max. draft 28 ft. 

Elvyn max. draft 26 ft. Mobil max. draft 48 ft. 

D.E.H. max. draft 36 ft. (outside steam generator factory, no facilities 
for going alongside). 

DENSITY: 1025. 

FRESH WATER: Available alongside berths. For vessels at anchor, 
water can be delivered by barges (capacity 150 — 240 tons) belonging 
to Piraeus Harbour Authority at 50% additional cost. 

FUEL: Gas oil, fuel oil and mixtures of both to a certain viscosity 
available. Advance notice of requirements should be sent to Agent order 
complete customer's requirements. 
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CONSULS: 

Belgium Iceland Philippines 
Costa Rica Italy Senegal 
Cyprus Liberia Somalia 
Denmark Netherlands South Africa 
Ecuador Norway Spain 
Finland Panama Sweden 


REPAIRS: Facilities available for all kinds of deck and engine repay 
DRY DOCKS: (A) Two permanent dry docks at Piraeus (i) Leng 
136.4 m., depth 9.27 m.; (ii) Length 93.3 m., depth 8.0 m. 

(B) Two floating docks at Perama. (i) Length 202 m., depth 40, 
capacity 15,000 tons. (ii) Length 113.8 m., depth 28 m., capacity 4, 
tons. 

Also see Eleusis and Syros. 

SURVEYORS: American Bureau of Shipping, Filellinon 1-3, Piragy 
Tel: 4527611/4. 

Bureau Veritas, 85 Akti Miaouli, Piraeus. Tel: 4173270, 451714 
4120673. 

Det Norske Veritas, 5-7 Filellinon Street, Piraeus. Tel: 4525333/4 

Germanischer Lloyd, Kanari 8 & Hatzikiriakou Street, Piraey 
Tel: 4513123. 

Lloyd's Register of Shipping, 87 Akti Miaouli, Piraeus. Tel: 452354 
4523942. 

Nippon Kaiji Kyokai, 117 Notara Street, Piraeus. Tel: 452354 
4525777. 

Registro Italiano Navale, 35-39 Akti Miaouli, Piraeus. Tel: 452001; 

Panama Bureau of Shipping, 23 Akti Miaouli, Piraeus. Tel: 411080 

Hellenic Register of Shipping, 23 Akti Miaouli, Piraeus. Tel: 417763 
WATCHMEN: Required. 

HATCHES: Opened and closed by stevedores. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes per crew mem: 
allowed out of bond. Wine/spirits, 1 bottle. 

CARGO GEAR: Before commencement of loading or discharge, cary 
gear is examined by Piraeus Harbour Authorities. 
REPATRIATION: All facilities for crew changes and repatriation. 
AIRPORT: Athens Airport 14 km. distant from main harbour. Regus 
international flights. 

TIME: GMT plus 2 hours. GMT plus 3 hours — end March to e 
September. 

HOLIDAYS: In addition to Sundays, local holidays are: 1st Januay 
Epiphany; Whit Monday; 25th March; Good Friday; Easter Monday; is 
May; Holy Trinity; 15th August; 28th October; 12th December; 2% 
December; Boxing Day. 

Cargo work can be arranged on these days subject extra payment: 
75%. 

POLICE/AMBULANCE/FIRE: In emergency telephone Harbour Offy 
188 or 4511-183. Subsidiary Harbour Department Tel: 4612-87 
Harbour Guard Aghios Georgios Tel: 4612-876. Harbour Guat 
Drapetzona Tel: 4511-183. Police Tel: 100. Fire Service Tel: 199. 
TELEPHONES: Telephone connection on board can be made. 
BANKS: Greek Banks in Piraeus: 

Bank of Attica S.A. Tel: 4124659. 

Bank of Crete. Tel: 4522633. 

Bank of Greece. Tel: 4121484. 

Commercial Bank of Greece. Tel: 4174721. 

Commercial Bank of Greece (Shipping Dept.). Tel: 4520370 

Credit Bank of Greece. Tel: 4174392. 

Ergobank S.A. Tel: 4130234. Shipping Branch Tel: 4115626. 

lonian & Popular Bank. Tel: 4174101. Shipping Branch Tel: 452236 

National Bank of Greece. Tel: 4174101. Shipping Branch Te 

4522611. 

Piraeus Bank S.A. Tel: 4122648. 
Foreign Banks: 

Algemene Bank Nederland NV. Tel: Piraeus 4522305. 

American Express. Tel: Piraeus 4121665. 

Arab Bank Ltd. Tel: Athens 3230818. 

Arab Hellenic Bank. Tel: Athens 3250820. 

Banca Commerciale Italiana. Tel: Athens 3246014. 

Bank of America. Tel: Piraeus 4527251. 

Bank of Nova Scotia. Tel: Piraeus 4118711. 

Bank Saderat Iran. Tel: Athens 3249531. 

“Bankers Trust Company. Tel: Athens 3229835. 

Banque de Paris et des Pays Bas. Tel: Piraeus 4137202. 

Barclays Bank International Ltd. Tel: Piraeus 4510207. 
*Bayerische Vereinsbank. Tel: Athens 3639315. 

Citibank NA. Tel: Piraeus 4523511. 

Continental Bank. Tel: Piraeus 4112711. 

Grindlays Bank Ltd. Tel: Piraeus 4111753. 

*Hambros Bank Ltd. Tel: Athens 3227243. 
Marine Midland Bank. Tel: Piraeus 4520350. 
Midland Bank plc. Tel: Piraeus 4136403. 

*Morgan Grenfell Co. Ltd. Tel: Athens 3606456. 

National Westminster Bank Ltd. Tel: Piraeus 4529215. 
*Nederlandse Scheepshypotheekbank. Tel: Piraeus 4523946. 
*Schiffshypothekenbank zu Lubeck Aktiengesellsch. Tel: Pire® 

4523657. 

Societe Generale. Tel: Athens 3255001. 

The Chase Manhattan Bank. Tel: Piraeus 4113711. 

The First National Bank of Chicago. Tel: Athens 3602311. 

Williams & Glyn's Bank. Tel: Piraeus 4527483. 

*Representative. 

SERVICES: Compass adjusting, 
discharge of tank residues. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Passes required for seamen going as 
SPECIAL PRECAUTIONS: 

Ship's Speed in Port: Incoming or outgoing vessels must keep spe 
steady, provided weather conditions and vessel's manoeuvrability ae 
to do so, but never to exceed 5 knots. 


tank cleaning. No facilities * 


in the Harbour: Throwing overboard of ballast, objects of any 

a, oll, food rejects, and dirt in general is strictly prohibited. All such 
can be jettisoned after ship's exit from the harbour and at a 
gstance not less than 16 miles from the nearest coast. Alternatively, all 
gen rubbish can be thrown in a special rubbish-collecting vessel in the 


we Pollution by Bunker Oil or Sediments: The jettisoning of oil products 
generally in any port or roadsteads less than 50 miles from the coast is 
prohibited. Similarly prohibited is the pollution of the sea by 
esoning of oil-sediments during dry-docking or repairs of vessels. 
solution of the Air: Strictly forbidden is the de-sooting of boilers of all 
yssels at Greek ports. Similarly prohibited is the exit of gases in the 
«m of smoke, which poisons the atmosphere and endangers public 


ith. 
yerloadling: If upon arrival or sailing the Port Authorities ascertain 
seroading of the vessel, heavy fines are imposed. 
DEVELOPMENTS: Hercules Port Container Terminal under 
senstruction. Length 1,100 m. in 1st phase and on completion 2,300 m., 
goth 13 m. First phase became operational in April 1989. 2x46 tonne 
gantry cranes available. 6 gantry cranes will be available in late 1991, 
when the terminal is completed. 
AUTHORITY: Port of Piraeus Authority, 2, Il Merarchias Street, 185-35 
pyaeus. Tel? 4520-910/919. Telex: 212187 Olp Gr. FAX: 4520-852. 
cables: Olp — Piraeus. Contacts: George Prassianakis, Chairman; 
George Klavdianos, General Manager, Tel: 4520-944; Kyriakos 
2eimenis, Labour and Coordination Division; Emmanuel Peloponissios, 
Harbour Master. 


' PRINOS: 40.56 N. 24.31 E. 


» SHIPMASTER’S REPORT: May 1984. 


} ANCHORAGE/PILOTAGE: Tankers using this terminal are required to 
anchor approximately 0.5 miles South of the breakwater at Kavalla town 
 fawaiting period is involved but other than that vessels pick up the 
' Pilot and Loading Master in the vicinity of the berth. Vessels which have 
| tad to anchor off Kavalla pick up the Pilot and Loading Master from 
kavalla and proceed to the berth with them. 
| TUGS: Two tugs are available to assist with mooring operations. 
| BERTHING: B.A. chart No. 1086 shows a tanker mooring of superbuoy 
; size which is incorrect. Actual berthing arrangement is an open sea moor 
_| using both anchors forward run out to about 9 shackles on each anchor 
j and aft making fast to 3 buoys using 3 lines to each buoy. The buoys 
ae orange in colour exhibiting an orange light flashing every 5 seconds. 
LOADING: Product is stabilised crude. API 31.12. Average temperature 
72°F. Loading rate approx. 1,700 t.p.h. Manifold connection 110 in. 
tose. There are no dirty ballast facilities. At the end of loading there 
may be a delay of up to 3 hours whilst waiting for cargo papers. 


. PROTI ISLAND: 37.05 N. 21.32 E. 
SHIPMASTER’S REPORT: July 1981. 


(PG Transfer Anchorage: 

CHART: B.A. 719. 

LOCATION: About 12 miles North of Pilos. Ship has to go to Pilos 
‘wards and generally outwards to clear Customs and Immigration. 
ANCHORAGES: For ship-to-ship transfers, only two anchorages are 
alowed — to West and North of Proti Island, both in deep water of 
§0 fathoms. 

The Western anchorage is safe in Northerly or Easterly winds, very 
insafe in Westerly or Southerly winds. Northern anchorage used in West 
% Southerly winds. Prevailing winds in Summer are from the North. 
venerally reasonably good position can be found 0.5 miles off the coast 
"both cases. 

inbad weather vessels are allowed to shelter to the East of the Island, 
which is an excellent anchorage in all winds with little to no swell and 
$000 holding ground. Unfortunately the local population do not like ships 
nthe area and exert pressure on the local authorities to move the vessel 
‘ican be seen, as it can, when anchored to the East of Proti Island. 
VHF: Pylos Port Authority on Channel 12. 

CURRENT: Generally sets at 0.5 knots, but can be variable. 
FENDERS/HOSES: Stored at Marathos, the local fishing village, during 
he Summer season. 

PERIOD: The area is used for LPG transfers from May to December. 
Setween December to May, Karamata Bay is used. 

SERVICES: Agents: J. Vrettakos and J. Giannopoulos have office in 

Marathos manned when a ship is working at Proti Island. 

Stores: Small quantities can be brought out by the local fishing boats. 

“21g quantities have to come up from Pilos by tug. Stores can be 

"arehoused at Pilos, until required. 

‘or: For Cholera injections, comes from Kalamata, charge $34.00 

dlus $4.50 per person. Doctor will come out to ship in calm weather 

ttherwise injections done in Agent's office. Yellow Fever can only be 
ila in Athens. For general medical attention, there is a doctor in the 

9, or hospital at Karamata one hour away. 

a tlater: Fresh water can be brought from Pilos at $10.00 per tonne, 
en 200 tonnes. The sea water is so clean that ship’s plant can 
ake fresh water. 


GREECE 


Money: Customs rule, no Greek Drachmas to overseas seamen, they 
must use their own currency and exchange. 

Reliefs/Crew Exchange: For large scale crew changes this has to be 
planned well in advance with permission from Athens. This is because 
the local population do not like a lot of foreign seamen moving about, 
Marathos is not an immigration landing point (Comes under Karamata) 
but the ship clears inwards and outwards at Pilos, a different district. 
A few officer changes present no problems. 

The total number of joining/leaving with their documents numbers, 
nationality, flight numbers (arrival and departure), must be telexed by 
Owner to Agent at least four days in advance of movement. 

Customs Allowance: Very strict (every 10 days), advisable to take full 
crew issue to cut costs of visits. 

Lloyd's Surveyor: From Piraeus, minimum 2 days, charge U.S. 
$1,500.00 per 2 days. 

Cargo Surveyor: Redwood from Kalamata. Surveyor checks inward 
and outward for quantity transhipped (not individual shipments). Cost 
U.S. $340. 

Boat Service: Standard charge U.S. $82.00, basis 4 round trips per 
day to Marathos. Local boatmen use fishing boats who are generally 
very good. Last boat back 2300 hrs. 

Local Facilities: Marathos is a quiet fishing village with a few tourists 
in Summer. The local population do not like any trouble from ships’ 
crews and will get the authorities to stop shore leave at the slightest 
sign of trouble. 


Storing Costs: Tug from Pilos on small amount basis $800.00 
Tug from Pilos on 40 tonne basis $2,500.00 
Riggers at Pilos per tonne $25.00 
Customs at Pilos $83.00 
Barge Pilos Bay per tonne $33.00 
Crane Hire Pilos — straight charge $333.00 
Pilot at Pilos in and out $250.00 


Generally most facilities and items are obtainable in this area as long 
as sufficient notice given. 

Cargo Transhipment: ‘Naftomar’ the Greek company have sole rights 
to transhipment in the area. Their representative (a former LPG Master 
and Mate) stays in Marathos when a ship is working off Proti Island. He 
does all the co-ordinating. Contact can be made on VHF Channel II call 
sign “Nestor”. 

The representative is very helpful. Usually about a day's notice is 
given for a ship and as they all have to call at Pilos before coming to 
Proti Island a further 4 hours’ notice is given. 

NO coming alongside at night. Vessels leave at night with complete 
safety. 

All the vessels are around 3,000 cu.m. (semi-pressure vessel type). 
Propane can be taken at about 150 m.t.p.h. and Butane at 250 m.t.p.h. 

Various ships are used — generally Greek under ‘Naftomar’ flag but 
Panamanian, Norwegian and Japanese. Generally co-operation good. 

We obtained a receipt for each shipment signed by ‘Naftomar’ 
representative. A local fishing boat transfers lines on coming alongside. 

Hose connection/disconnection done by ship’s crew. The hoses we 
had were new ‘British Compoflex’ like our own and no trouble. They also 
gave us some old hoses as vapour return which we did not use. 

Fenders: 3x2 m. Yokohama type as primary and old truck tyres as 
secondary. We kept the fenders at all times except when weather bad 
with ship alongside when she took them with her to get away and fishing 
boats brought them back to us. 

AUTHORITY: Port Authority of Pylos, Pylos Messinias, Greece. 
Tel: 0721-22225. Telex: 252101. Cables: Limenarchon-Pylos. Contact: 
Harbour Master. 


PYLOS (including Sfaktiria and Navarino Bay): 
36.55 N. 21.42 E. 


DOCUMENTS: 

For Port Authorities 

1. For ships under the Greek flag and foreign flag vessels of Greek 
ownership. 

Inspection of all Ship's Papers. 

7 Crew Lists with full details of crew members’ home addresses. 

For passenger vessels — 6 Passenger Lists including passport details, 

that is, number, date of issue and nationality. 
2. Foreign Flag Vessels. 
Inspection of all Ship's Papers. 
3 Crew Lists. 
For Customs 

Crew Personal Effects List. 

1 Crew List. 

Passenger List. 

Lists of goods or effects to be sent ashore. 

3 Lists of Stores and Spares. 

Bills of Lading. 

Cargo Manifest. 

PILOTAGE: No pilot station. There is a private Pilot employed by the 
bunkering company named G. Mamidakis Limited. Agent and/or 
bunkering company should be advised in advance of vessel's ETA order 
arrange Pilot to meet vessel at entrance of Navarino Bay and take vessel 
to oil installations at Sfaktiria Bay. 

ETA should be passed by radio telephone at least 48 hours before 
arrival and thereafter confirming ETA within 24 hours of arrival. If ETA 
has not been passed by radio, vessel should wait at entrance to Navarino 
Bay, and request Pilot by signalling letter “G" by flashing light or ship's 
whistle. 

ANCHORAGES: Safe anchorage may be made in all areas of Navarino 
Bay except within red sector of Helonaki Islet light. 


673 


ail 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 


MAX. SIZE: Any size vessel can enter and anchor in Navarino Bay. The 
small harbour of Pylos is only suitable for small vessels. 

HEALTH: Doctor visits vessels that require Free Pratique, and those 
coming from infected ports. Master and Health Officer together sign 
Maritime Declaration of Health. Free Pratique continues when vessel 
arrives from another Greek port. A vessel in transit must have Free 
Pratique if remaining in port more than 24 hours. Infected vessels or 
suspected vessels remain under quarantine in accordance with existing 
health regulations. 

RADIO: Athinai Radio. 

TUGS: No tugs available. 

STEVEDORES: Labour requirements passed by radio at least 24 hours 
prior arrival. No shore loading/discharging facilities and this work 
effected by ship's gear. Average rate load/discharge 100 tons per gang 
every 8 hours. 

MEDICAL: Agent should be advised by cable prior arrival of medical 
and medicant requirements. There are two chemists and a Red Cross 
hospital. Yellow-fever and cholera vaccination certificates required. 
TANKERS: Sfaktiria Island Installation (ESAPP. G. Mamidakis Limited). 
2 flexible hoses diameter 6 in. and 1 gas oil hose diameter 2.5 in. No 
facilities for residue discharge. At Pylos small harbour there is a jetty 
100 m. length, the head of which is reserved for small tankers carrying 
wine and spirits, which moor stern to quay. At head of pier, depth of 
water about 4 m., but within short distance from pier, depth increases 
to 10 m. Only 1 vessel of 12 ft. to 15 ft., draft can moor stern to quay at 
any time. Loading/discharging is effected through flexible and portable 
pipe-lines belonging to Gialovi Wine Factory at Pylos, and cargo is 
transported by special tank trucks. 

DENSITY: 1023 in harbour basin and whole of Navarino Bay. 

FRESH WATER: Master or Agent must apply in writing to Customs 
Authority, and application is to include notice from water supplier giving 
quantity to be supplied and cost of supply. Water barge capacity 200 
tons. Rate of supply 160 t.p.h. by canvas hoses. Barge belongs to 
Maritime Agency |. Vrettakos, Pylos. Water also available alongside 
Pylos harbour quay. 

FUEL: Mamidakis Fuel Installations at Sfaktiria Island. Vessels should 
give 48 hours’ notice to Mamidakis (Athens Office, address: Eleftheriou 
Venizelou 56; Tel. 622543) Pylos Tel. 22282. 

FIRE PRECAUTIONS: No unusual fire precautions at Sfaktiria 
Installations, but at main port of Pylos authorities do not allow loading/ 
discharging of 2 vessels at same time, as the only 2 berths available 
are very close to each other. 

REPAIRS: 3 workshops for minor repairs. 

WATCHMEN: Usually not necessary to employ watchmen, but if 
required, available. 

HATCHES: Usually opened and closed by crew. 

CUSTOMS ALLOWANCES: 2 packets of cigarettes per crew member/ 
day allowed out of bond according to duration in port and this quantity 
to be declared on Stores List. Store orders for supply of additional 
quantities are allowed on the basis of the number of crew and the length 
of voyage, basis 2 packets per day per crew member. 1 opened bottle 
wine/spirits allowed out of bond. 

REPATRIATION: Crew changes and repatriation facilities available. 
AIRPORT: Kalamata Airport, 40 km. from Pylos. Kalamata/Athens 
flights every day at 17.50 hrs. Athens/Kalamata every day flights at 
19.10 hrs. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. , 
HOLIDAYS: (a) Standard Government Holidays; (b) Local holidays: 9th 
May (St. Nicholas) holiday for port workers; 24th September; 20th 
October (Anniversary of Battle of Navarino). During these holidays, 
cargo work can be arranged subject overtime payment. 
POLICE/AMBULANCE/FIRE: Police (Pylos) 223-16; Greek Red Cross 
Hospital Pylos 223-15; Kalamata Fire Brigade 28373. 

TELEPHONES: No facilities for placing on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes issued against submission of 
seamen’s books. 

GENERAL: Very severe fines imposed on oil pollution. 
DEVELOPMENTS: Work in progress to extend existing Pylos harbour 
pier to 215m. length, 20 m. width, and 15 m. depth at head of pier. 
Depth inside pier to be 10 m. 


SHIPMASTER’S REPORT: July 1981. 

Time: GMT plus 2 hours Winter, plus 3 hours Summer as per A.L.R.S. 
Vol. No. 5. 

Chart: Pilos/Navarine Bay — BA 211. 

General: Pilos: A fairly busy port for ships taking stores and water and 
changing personnel. 

Navarine Bay is well sheltered and generally deep. 

Bay can be entered and left with safety as long as vessels keep well 
up to Pilos Island (Baba Island) off Cape Kypri, shoals exist on the 
Southern shore. 

Pilot: Advise Agent 24 hours in advance. Pilot boards about 1 mile 
outside heads in calm weather, otherwise inside, from slow motorboat. 

Pilot speaks little English, uses mostly sign language but seems 
competent. 

VHF: Pilos Port Authority and Pilot on Channel 12 when expecting 
vessels. Agents work Channel 11, Call Sign “Nestor when expecting 
vessels (unofficial). 

Anchorage: |n area 8.5 cables N.W. of Pilos Jetty (5 shackles). 

Bay: Navarine Bay is good and sheltered. An 8 fathom patch in centre 
as per BA Chart 211. 

Agent says 300,000 d.w.t. tankers drawing up to 15 m. draft have 
anchored in Bay. 

New jetty for small craft at Pilos. 

Current: Outside Heads generally South going at rate of 0.5 knots. 
Tug: 1 tug (1,000 h.p.) owned by principal Agency, called “Nestor”, 
sometimes not at Pilos but at Karamata. 
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Agents: Principal Agents: J. Vrettako and J. Giannopoulos with offig 
in Athens, Karamata, Pilos and Marathos. 

Pilos office: Telex: 252152 Vret GR. Tel: 0723-22-255/22-219. Cable 
“Tainaron”. 

Very good and helpful. 

Services/Supplies: Pilos: A 20 tonne crane on jetty owned by Ageny 

Water: Fresh Water is plentiful at $4.00 per tonne minimum 20 tonne 
in Navarine Bay. 

Supplies: Generally good, although advance notice required. If froz 
provisions required this must be stipulated. 

Unitor Gas: Limited range held by Agents. Oxygen/acetylene, R22» 
has to come from Athens area (2 days’ notice). : 
International Paint: From Piraeus full range (2 days’ notice). 

Lub Oil: Most brands including Chevron from Piraeus in drums (2 day 
notice). 

Repairs: Very limited at Karamata about one hour away, otherwise § 
range at Piraeus. Parts for repair can be sent by truck to Piraeus a 
return the next day if an emergency, but generally allow three days 
Fuel: Very limited supply H.O. and D.O. in Pilos but negotiations ung 
way to expand local facility. 

Walport Films: By arrangement with Agency in Skaramanga (2 day 
notice). 

Airport: At Karamata — local airport one hour away. Olympic Airway 
daily flight from and to Athens. Arrives at 1800 hrs. and leaves; 
1900 hrs. (40 minute flight). 

International flights from Athens. To catch internal flight to Karama 
you must land in Athens not later than 1600 hours. 
Communications: Roads poor, takes 6 hours to get to Athens. Telephoy 
services — internal reasonable, overseas poor. 

Boat Service: From anchorage to town in Navarine Bay easily arrangg 
at $5.00 per ship per trip. 
Customs/Immigration: Customs very strict. Basic issue only allowed 
best take out for all crew members. Immigration check all crew boo) 
inward and outward. Greek shore passes required with crew membe 
photo attached. Forms: All on Greek Papers. 

i copy Ship's Particulars. 

2 copies General Stores Declaration. 

2 copies Bond Store Declaration. 

1 copy Crew Declaration. 

6 copies Crew List (U.S.A. style). 


AUTHORITY: Port Authority of Pylos. 


RHODES (including Akantias): 36.25 N. 28.17 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

1 Cargo Manifest. 

1 Stores and Provisions List. 

Usual Ship's Documents. 
PILOTAGE: 24 hours’ notice required by Rhodes Port Author 
Pilot boards 1 mile from port. 
ANCHORAGES: Suitable anchorage up to a distance of 300 m. ff 
the port East of the pier extension. 
RESTRICTIONS: Port entry can be difficult and sometimes imposs* 
with strong North or N.E. winds. 
MAX. SIZE: Up to 24 ft. draft. 
RADIO: Rodos Radio, 2182 kHz. 
BERTHING: Pilot will advise Master of berthing place in accordat 
with Port Authority instructions. 

2 diesel motor-driven cranes capacity 2 tons and 3 tons available! 
discharging. No facilities for containers. 
STEVEDORES: 24 hours advance notice required in order to arrat 


gangs. 

MEDICAL: General hospital and private clinics available. 
FRESH WATER: Available — supplied by canvas hoses. 
FUEL: Deliveries only by tank trucks. 


CONSULS: 
France Tel. 2318 Sweden Tel. 3379 
Germany » 7479 Turkey 3362 
Italy » 7432 


REPAIRS: Minor repairs only. 

HATCHES: Opened and closed by crew. 

CUSTOMS ALLOWANCES: 60 cigarettes per day per crew mem 
and 1 bottle wine/spirits per crew member allowed out of bond. 
AIRPORT: Distance 15 km. During Winter, flights twice daily to Ath® 
and during Summer, flights 5 times daily. 

TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: 1st January, 6th January, 7th March, 25th Mé 
Good Friday, Easter Monday, 21st May, 15th August, 28th Octal 
8th November, Christmas Day, Boxing Day. 
POLICE/AMBULANCE/FIRE: Police, tel. 7690 or 2220; Ambulance! 
2555; Fire Brigade, tel. 3333. 

DELAYS: Sometimes necessary to remain outside harbour up to 3% 
to allow coastal passenger vessels to berth if other berths are full 
DEVELOPMENTS: Extension of the Merchant Port Pier by 110% 
North and 140m. to S.E. Also an extension of the new ha@ 
(Akantias) pier, to the East of the Marine Harbour. Length to be 4g 
with a depth of 6.5 m. alongside. 

AUTHORITY: Central Port Authority of Rhodes. 


sTYLIS: 38.55 N. 22.37 E. 


QoCcUMENTS: The usual Documents for all Greek Ports are required 
» Cargo Manifest, Crew List, Store Lists, Personal Effects, Ship's 
sstiicates, Oil Book, Cargo Gear Book, Exchange Declaration. 
»LOTAGE: Compulsory. Pilot can be boarded at Stylis anchorage 

s| yach is half a mile South of the Island of Kaloyiros. Pilot is a practical 

_ «aman who has experience and knowledge of local waters. 

» Vessels entering Stylis port must pass through the channel of 
»fashing green and 2 flashing red sea buoys and be in the line with 

2 ag main light situated on the pier, flashing orange. 

There is a pilot boat painted white flying the international Pilot's letter 
4 VHF is installed and the working frequency is Channel 12. 

; There are 4 white launches available for hire (capacity 10 — 20 
sassengers). VHF is installed and the working frequency is Channel 10. 

i tmese are for Pilots and Crew Members of anchored vessels. 

¢ sNCHORAGES: See ‘Pilotage”. 

The Gulf of Maliakos is a safe anchorage for laid up vessels. Position 

* ould be given upon request to the Ministry of Merchant Marine, 
Pyaeus. 

; WAY. SIZE: Max. draft 18 ft. 6 in. 
yHF: Port Authority on Channels 7 and 12. 

§ TUGS:No tugs are available. For large vessels being laid up at Maliakos 

# Xolpos tugs and Pilot must be ordered from Volos. 

BERTHING: Stylis port is an open port on the North side of Maliakos 

2 xolpos and consists of berths on the North side and of shallow waters 
onthe South side which break at low tide. The berths total about 450 m. 

€ length, forming the Greek letter 7. The draft varies along the 3 berths 

wth a max. of 18 ft. 6 in. at HW and 17 ft. at LW. 

« CRANES: No crane railway system is installed. Loading and/or 

dscharging operations take place only by ship’s gear or by mobile 

J yanes which can be hired through the local Agents from Stylis/Lamia 

$ andor Volos. 

S STEVEDORES: Working hours: 0800 hrs. — 1700 hrs. daily. 

FRESH WATER: Fresh water available 24 hours. Rate 30 cu.m.p.h. 

lessels must use their own hoses. 

FUEL: No bunkers available. Vessels can be supplied only by barge 

andor trucks ordered from Volos/Athens/Salonica. 

REPAIRS: Minor repairs can be carried out. 

HOLIDAYS: Aghios Athanassios on January 18th, Aghios Nikolaos on 

December 6th. 

STORING: A limited quantity of stores and provisions are available in 

Sylis. Transit stores are not available. 

GENERAL: No warehouses are available on the docks. 

The main exported goods are olives and olive oil in tins/drums, reels 
dcables, cotton, etc. The imported goods are timber, machinery, paper, 
ate. 

DEVELOPMENTS: A dredger is widening the channel and deepening 
he Harbour in order to accommodate vessels up to 20 ft. draft. 
AUTHORITY: Stylis Harbour Authority, Stylis, Greece. Tel: (0238) 
22329. Contact: Lieutenant Commander John Kioupis, Harbour Master. 


SUDA BAY, Crete: 35.29 N. 24.09 E. 


ORT LIMITS: Suda Bay. 
y DOCUMENTS: 
3 copies Crew List. 
Cargo Manifest. 
Agency Manifest. 
je Transit Manifest. 
Ship's Store or Instruments Manifest. 
Clearance from the last Port of Call. 
All the necessary certificates according to International Laws and 
Conventions. 
PILOTAGE: Not compulsory — pilotage service is non existent. 
7 ANCHORAGES: Safe anchorage area in the Port of Suda according to 
he Port Authority instructions. 
g RESTRICTIONS: Permission for departure or arrival after sunset is 
wen by the Suda Navy Base. 
. SIZE: Permissible length 200 m., breadth 10 m. 
sal Pratique is compulsory for all ships coming from ports outside 
sreece, 
VHF: Helles Radio VHF Channel 16. 
iS: None. 
blog Cargo pier, depth up to 32 ft. Grain silo with similar depth 
side. 
CRANES: None. 
§ULK CARGO FACILITIES: Bulk cargo discharging gear available. 
ye PECIALISED CARGO-HANDLING FACILITIES: Fork lift trucks 
e. 
3RIDGES: None. 
STEVEDORES: Available. 
EDICAL: Hospital facilities available. 
aiKERS: There are no oil discharging installations or facilities for 
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ers, 
RESH WATER: Installations for the supply of fresh water available. 
EL: Available in limited quantities. 
— PRECAUTIONS: Fire brigade service at Chania. 
ENS ULS: Germany F.R. and France. 
AIRS: Limited facilities. 
r+ DOCKS: None. 
' RVEYORS: None. 
ng CrMEN: Services of watchmen are not necessary and are non 


‘USTOMS ALLOWANCES: 200 cigarettes, 1 bottle of spirits. 
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CARGO GEAR: Only with ship's gear. 
REPATRIATION: Two flights and one passenger ship daily for Athens. 
AIRPORT: Airport 15 km. from Suda Bay. Regular air service, two flights 
per day. 
TIME: In Winter GMT plus 2 hours, in Summer GMT plus 3 hours. 
POLICE/AMBULANCE/FIRE: Police 89271, Ambulance 22550, 
Fire 22432. 
One ht CO-ORDINATION CENTRE: The Port Authority of 
hania. 
TELEPHONES: Arrangements do not exist for placing telephones on 
board. 
STORING: See “Prelims”. 
1. Yes. 
2. Yes. 
3. Yes. 
4. Yes. 
5; 
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. Yes. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Shore passes are required. 
REGULATIONS: Taking photographs of Suda Bay is strictly prohibited. 
DELAYS: Short delays only. 

DEVELOPMENTS: No plans for new installations. 

AUTHORITY: Port Authority of Chania, Chania, Crete, Greece. 
Contact: F. Psaras, Harbour Master. 


SYROS: 37.26 N. 24.56 E. 


DOCUMENTS: Ships under the Greek flag — documents required are: 

Ship's Register. 

Seaworthiness Certificate. 

Log Books and Ship's Papers. 

Load-line Certificate. 

Radio Station Licence. 

Fumigation Certificate. 

4 Crew Lists. 

2 Passenger Lists. 
Ships under foreign flag, Greek owned — documents required are: 

Ship's Articles. 

Load-line Certificate. 

Seaworthiness Certificate. 

Ship’s Papers. 

Radio Station Licence. 

Fumigation Certificate. 

4 Crew Lists. 

1 Passenger List. 
Ships under foreign flag — documents required are: 

Seaworthiness Certificate. 

Fumigation Certificate. 

Load-line Certificate. 

Radio Station Licence. 

2 Crew Lists. 

1 Passenger List. 
PILOTAGE: Pilot to be ordered by ship’s Agent at least 24 hours before 
arrival notifying approximate ETA. Pilot boards from private motor 
launch, about 0.5 miles off the port, weather permitting. In bad weather 
Pilot boards in harbour entrance. 
ANCHORAGES: Vessels awaiting Pilot anchor outside the harbour 
South of a line between the green breakwater light and the North end 
of Gaidaros Island. Anchorage in the Southern part of the harbour in 
depths of 20 m. — 30 m. 
MAX. SIZE: Length 200 m. Vessels of shallow draft may go alongside 
the Neorion Pier or moor stern to the pier. Deeper-draft vessels remain 
at anchor in the harbour. 
HEALTH: Free Pratique is given when ship's declaration of health has 
been endorsed by a Health Officer. 
RADIO: Loutsa Radio. 
TUGS: 2 tugs available. Tugs usually join vessel 1 mile from harbour 
entrance. Payment for use of tug’s line is obligatory. 
STEVEDORES: At least 1 day's notice required to arrange gangs. 
MEDICAL: No advance notice required if medical assistance needed. 
Hospital and general clinic available. 
TANKERS: Discharge alongside terminal of A. E. Seica at Lazareta, 
near the entrance to the harbour. 
DENSITY: 1026. 
FRESH WATER: Limited quantity can be supplied by private company. 
Delivered by barge. 
FUEL: Can be supplied by A. E. Seica, by barge or pipe-line. 
CONSULS: France — Tel: 3-62. Netherlands — Tel: 7-20. 
REPAIRS/DRY DOCKS: Neorion Syros Shipyards can undertake any 
kind of engine and hull repairs and alterations. Holds LTC licence for 
piston reconditioning. 


Floating Dock 1 Floating Dock 2 


Capacity 75,000 d.w.t. 40,000 d.w.t. 

Lifting Capacity 25,000 tons 15,000 tons 

Length Overall 230 m. 195 m. 

Width between sidewalls 35 m. 33.5 m. 

Pumping Time 160 minutes 100 minutes 

Cranes 2x10 tons 1x15 tons 110 tons 
Quay Space 1,800 m. 


Floating Cranes 170 tons capacity and 1 x 200 tons capacity 

Travelling Cranes Up to 40 tons capacity 

Tank cleaning station with storage capacity of 7,000 tons and 
separator capacity of 3,000 tons of dirty ballast and slops per hour. 

4 tugs of which one is an ocean going salvage tug. 
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Machine shop, plate shop, foundry containing the most modern 
equipment. 

Gritblasting. 

Service Agency for Sulzer Bros. Ltd., Lister Ltd., B+W, Caterpillar 
SA, SKL Ltd., MWM, MAN. 

Resident Classification Surveyors: Lloyd’s Register of Shipping, 
American Bureau of Shipping. 

Neorion Shipyards Syros Ltd., Syros, Greece. Telex: 0293123 Neorion 
Syros. Tel: 010-281 22001. 
WATCHMEN: Not required. 
HATCHES: Opened and ciosed by ship's crew. 
CUSTOMS ALLOWANCES: Each man allowed 40 cigarettes per day 
for period not exceeding 5 days. Each man allowed 1 opened bottle of 
spirits. No restrictions for wine. 
REPATRIATION: Can be arranged. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
REGULATIONS: Port Captain should be contacted for any queries not 
covered by lists of regulations provided on arrival. 
HOLIDAYS: Work may be arranged on all holidays on payment of 75% 
additional to tariff. 
POLICE/FIRE/AMBULANCE: Police 6-10; Fire 3-33; Ambulance 5-55. 
TELEPHONES: Cannot be connected on board. 
SHORE LEAVE: Crew may go ashore after pratique is given, carrying 
shore leave passes issued by Port Authority. 
IDENTIFICATION CARDS: Shore passes are issued on production of 
Seamen's Books or passports. 
DEVELOPMENTS: Port being dredged to permit entry of larger vessels. 
Shipyard installing facilities for building vessels up to 15,000 tons. 


SHIPMASTER’S REPORT: February 1983. 
Vessel called for bunkers only. 
Documents: Not required for bunker call. 
Pilotage: Recommended, not known whether compulsory or not. Vessel 
could undock without Pilot, however, Pilot necessary for docking. 

Pilot boards 1 mile East of harbour entrance. 

Chart: B.A.1833 — Plans in the Kirkladhes. 

Restrictions: No restrictions on night berthing at bunker dolphin. No tidal 
restrictions. 

Radio: Limnos and Athens. Cable address “Sekavin Syros” for bunkers. 
VHF: Pilot and Bunker Agent operate on Channel 12. 

Tugs: One medium size tug used aft for mooring and unmooring. Vessel 
cannot moor/unmoor without aid of tugs. 

Berthing: ‘Seka’ bunker dolphin 214°Tx3 cables from FI.G. 3s. 
breakwater light. Berth is 2.5 cables from harbour entrance. 

Vessel berthed head 040°T, with 7 shackles out on each anchor. 
Bunker dolphin just forward of bridge, starboard side. 4 mooring lines 
run from main deck and 1 spring from poop. All short nips from main 
deck. 

Berth appears unsafe but we found that vessel remained alongside 
in strong winds. 

Soundings taken at stern when moored gave 13 m. of water. 

Vessel is restricted by draft, and distance from manifolds to dolphin. 
Density: 1025. 

Fuel: Bunker fuel oil and diesel available. Rate 200 t.p.h. 

Shore installation used 6 lengths of hose (6 in. diameter) which were 
lifted aboard by shore derrick from bunker dolphin. The hoses were 
manhandled forward to the vessel's midship manifold. Same hoses used 
for both products. 

No lighters available for bunkering. 

Repairs: Facilities available. 

Dry Docks: Available. 

Airport: No local airport. 

Authority: No authorities boarded. 

Agent: No Agent in attendance for bunker call. 


AUTHORITY: The Harbour Office of Syros. 


THESSALONIKI (Salonica): 40.38 N. 22.56 E. 
(See Plan) 


PORT LIMITS: A vessel is considered as an “arrived vessel”, when she 
has passed the line connecting the Small Kara Point and Paliomanna 
light buoy. 
DOCUMENTS: For Greek flag and Greek-owned vessels: 

List of Foreign Exchange. 

Crew list (additional copy for Port Authority). 
All vessels: 

4 Crew Lists (Port Authority, Customs, Immigration and Health). 

1 List of Stores. 

1 List of Personal Effects. 

Copies of Bills of Lading and Cargo Manifest. 
PILOTAGE: Apply for Pilot through VHF Channel 12 or by international 
code signals. Pilot meets vessel about 1,000 m. S.E. of breakwater light 
(white). Pilot boat is small motor-boat carrying pilot flag. 
ANCHORAGES: Area from 500 m. to 1,000 m. S.E. of port offers safe 
anchorage. 
MAX. SIZE: See “Berthing”. 
eee Health Officer boards vessels from foreign ports to grant Free 

ratique. 
RADIO: Radio Thessalonika. 24 hours’ notice of ETA required to obtain 
berth and stevedores. 
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VHF: Operative throughout 24 hours on Channel 12, Central p 
Authority. Tugs on Channel 8. Pilots on Channels 12 and 7. 
TUGS: 12 tugs from 375 h.p. — 3,120 h.p., owned by N. Ve: 
Gigilinis and Zouros, also available for salvage and towage Conitrag 
BERTHING: 


Pier No. Length Depth Remarks 
(m.) (m.) 
1 1,010 5.5-8.0 5.5 m. for 120 m. 
8.0 m. for 890 m. 
2 800 8.0-10.45 8.0 m. for 230 m. 
10.45 m. for 570 m. 
3 845 10.45 
4 1,020 10.45-12.0 10.45 m. for 825 m. 
12.0 m. for 195 m. 
5 1,115 10.45-12.0 10.45 m. for 925 m. 
12.00 m. for 190 m. 
6 500 12.0 
750 12.0 Under construction 
CRANES: 
Electric cranes: 2 X 20/32 tons 
3 x 16/25 tons 
2 x 16/27 tons 
2 x 15 tons 
5 x 10 tons 
10 x 6 tons 
16 x 3 tons 


Mobile cranes: 25 x 6/32 tons 

Floating cranes: 1 x 70 tons capacity. 

BULK CARGO FACILITIES: Grain Silos of capacity 20,000 tom 
Loading — Unloading capacity 150 t.p.h. 

AGET Installation: 1 berth for discharging cement in bulk by specia 
Rane ships equipped with automatic discharging gear. Max. de 
30 ft. 

SPECIALISED CARGO HANDLING FACILITIES: Container Termin: 
Located at Pier No. 6. Berth of 500 m. length and 12.0 m. depth w 
1 container bridge-crane of 40 tonnes lifting capacity under spreak 
2 straddle-carriers of 35 tons capacity, 2 fork lifts with 25 tons capag 
under spreader, 3 fork lifts for empty containers, 4 tractors and! 
trailers. 100 reefer points. Two Ro/Ro ramps available. 
Shifts: 0800 hrs. — 1530 hrs. 

1600 hrs. — 2230 hrs. 

0000 hrs. — 0730 hrs. 

Terminal operates 365 days a year. 

BRIDGES: No bridges. 
MEDICAL: Advance notice not required. All facilities available. 
TANKERS: E.K.O. installations: (a) Sea Island berth capable: 
accommodating 2 vessels of 24,000 tons and 14,000 tons respective 
Max. draft 32 ft.; 8 lines, 1 x 16in.,3 x 10in.,3 x 4in. and 1 x6 

(b) 7 buoy mooring for vessels of up to 80,000 tons. Max. draft 44’ 
Submarine pipeline of 34 in. for crude oil discharge, 2 flexible dischay 
lines of 10 in. diameter. Also see “Shipmaster's Report”. 
Manidakis installation: Stern discharge berth. Max. draft 32 
2 submarine lines enable 2 grades of cargo to be discharged throu 
8 in. line at 200 t.p.h. and 6 in. line at 160 t.p.h. 

DENSITY: 1025. 

FRESH WATER: Unlimited supplies available alongside berths. 2 wat 
barges also available. 

FUEL: Unlimited quantities available. Usual notice required. Suppe 
B.P., Shell, E.K.O. and Mamidakis. 

FIRE PRECAUTIONS: One firefighting launch of 2 x 480 h.p. and 
fire fighting station. 


CONSULS: 
Austria Italy Sweden 
Belgium Japan Switzerland 
Bulgaria Mexico Turkey 
Chile Netherlands U.K. 
Denmark Norway U.S.A. 
Finland Peru Yugoslavia 
France South Africa 
Germany F.R. Spain 


REPAIRS: Only minor repairs. 

DRY DOCKS: None. 

WATCHMEN: If required, cost by private negotiation. 

HATCHES: Opened/closed by crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle spirits allow 
out of bond for each crew member. 

CARGO GEAR: Adequate shore gear available. 

SURVEYORS: Lloyd's Register, A.B.S., B.V., etc. 
REPATRIATION: Facilities for crew changes and repatriation avail? 
AIRPORT: Distant 12 km. S.E. of town. 6 flights daily to Athens. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summer. 
HOLIDAYS: (National): 1st January, 6th January, 25th March, Ge 
Friday, Easter Monday, 1st May, 15th August, 28th October, Chrisi® 
Day, Boxing Day. (Local): 26th October. Work may be arranged’ 
holidays at double costs. 

POLICE/AMBULANCE/FIRE: Port Police, tel. 531-502; Ambulance’ 
531-531; Fire, tel. 111. 

TELEPHONES: Facilities available for placing on board. 

BANKS: National Bank of Greece, Bank Macedonia — Thraces, Citi® 


etc. 

SHORE LEAVE: Permitted without restriction. For tankers, the M& 
should arrange transport with Agent for seamen to the landing p® 
Thessaloniki Harbour. Seamen will not be permitted to pass thie 
refinery area. 

IDENTIFICATION CARDS: Passes issued to crew members of f0® 
vessels. 

DEVELOPMENTS: 6th Pier under construction. An ares 

350,000 sq.m. will be available with quay length of 1,860 m. and @ 
12.0 m. A second gantry crane of 40 tons will also be available. 


sHPMASTER'S REPORT: August 1987. 
gett’ Sea Island 
:| aacuments: 
“scopies Crew List. 
2Copies Crew Declaration. 
aCopies Manifest (including ship's stores, bond, ship's fixtures, etc.). 
+ Copies Health Declaration. 
2 Copies Currency List. 
+ Copy Arms & Ammunition List. 
+ Copy Drugs List. 
+ Copy Passenger List. 
3 Copies Cargo Manifest. 
Shore passes issued. They have to be returned before departure. 
Ship's papers and Oil Record Book taken ashore for inspection. 
ust of Ship's fixtures - Radios, Computer, Photocopier, etc. is 
required. 
Mnorages: The anchorage is 0.75 miles South of the East end of the 
| yeakwater in a depth of 8.5 fathoms. 
aiotage: The Pilot boards at the anchorage or 1 mile from the Sea 
sand. VHF Channel 12 is used for communications. 
On departure we left without tugs and pilot, with the Terminal’s 
sproval, as the pilots were engaged elsewhere. 
gestrictions: Berthing and unberthing is carried out in daylight hours 
my between O700hrs. and 2030hrs. in Summer and between 
9700 hrs. and 1800 hrs. in Winter. 
jugs: The use of 2 tugs is compulsory for berthing and unberthing. Ship's 
nes are used. 
gerthing: Vinyl Chloride Monomer (VCM) is discharged at the Sea Island 
lat 40° 38.1' N., Long. 22° 53.3’ E.). Vessel berthed on the shore side 
athe Sea Island platform, port side to. 
| The platform handles vessels up to 20,000 d.w.t. Depth alongside 


0.0 m. 

Products are handled on the North side and crude oil is handled on 
the South side. 

The platform used to be owned by Esso but Esso is now nationalised 
and the platform is falling into disrepair. However the fendering on the 
rerth is good. 

Pilots advise that great care should be taken when berthing and 
ynberthing in order to avoid damage claims. 

Moorings at the berth were 2 head/stern lines, 1 breast line and 2 
springs fore and aft. It is advisable to have a good spread of moorings 
as the vessel overhangs the flat fendering aft at about half length. 

Cargo is not worked if the wind speed is over 30 knots. 

The pipelines from the shore are not buried, they lay on the seabed. 

Ship's gangway used. 
gi, 2argo: The rate of discharge is about 140t.p.h. with 10 Bar back 
y | yessure. The maximum line pressure allowed is 12 Bar. 

; lhe discharge temperature is usually 0°C. A heater may be required. 

, lime for sampling is about 3 hours. 

7 The vessel used an 8 in. Chicksan (the most northerly one on the Sea 
sland). 

t Hot gas is blown through the cargo lines upon completion. 

, _ Shore personnel connect and disconnect lines. 

General: No fresh water available on pier. By barge the cost is 260 

Drachmas per ton for 50 tons. The quality of the water is good. 

Stores are only available by launch. 
__ There is a launch service to the city between 0800 hrs. and 2300 hrs. 
_ The cost of this service is 2,500 Drachmas on weekdays and 3,500 
Drachmas on weekends. The Agent or the terminal can arrange this 
| service. 

The Customs Officers in the freight section at the airport work between 
3800 hrs. and 1600 hrs. on Monday to Thursday and between 0800 hrs. 
and 1400 hrs. on Friday. There is no Saturday or Sunday work. Outside 
‘nese hours no spares can be cleared. 

The airport at Thessaloniki is about 30 minutes South of the city. 

During late Summer and Autumn violent wind shifts and squalls 
suddenly occur and sometimes reach 60 knots. The squalls are generally 
‘om the North, funnelling down the mountains. If there is thunderstorm 
activity take great care. 

Mount Oros Khortiatis is 8 miles East of the city and is very 
conspicuous with radar domes on top. 


AUTHORITY: Port Authority of Thessaloniki, Thessaloniki 10467-54110, 

steece. Tel: 031-530721. Telex: 412-536 Thpa Gr. FAX: 510-500. 

9 vontact: Kiossis Sotirios, General Manager. D. Papadopoulos, Director 
‘Technical Service. P. Andriotis, Director of Development. 


VOLOS: 39.21 N. 22.56 E. 


DOCUMENTS: 
Nationality Certificate. 
Measurement Certificate. 
Crew Lists (5 copies). 
Derat Certificate. 
Health Documents of Crew. 
Cargo Gear Book. 
Safety: (a) Passenger Ship Safety Certificate. 
(b) Cargo Ship Safety Construction Certificate. 
(c) Cargo Ship Safety Equipment Certificate. 
(d) Cargo Ship Radiotelegraphy or Radiotelephony 
Certificate. 
(e) Exemption Certificate. 
(f) Nuclear Passenger Ship Safety Certificate. 
_ (g) Nuclear Cargo Ship Safety Certificate. 
iternational Load Line Certificate (1966). 
On nicate for Inspection of Life Raft. 
ica and International Sewage Pollution Prevention Certificate 


(See Plan) 


GREECE 


PILOTAGE: Compulsory. Pilot boards about 1 mile outside port. 
Pilot boat is small launch coloured grey and black. 

ANCHORAGES: Suitable anchorage situated 1—2 miles outside harbour 
in depths of 14 m. to 20 m. 

RESTRICTIONS: Vessels in excess of 10,000 tons unable enter at night. 
MAX. SIZE: Max. draft 30 ft., no limitation on length or breadth. 
HEALTH: Port Officer acts as Health Officer and Pratique effected on 
doctor's advice. If arriving from another Greek port, Pratique automatic. 
VHF: Port Authority on Channel 12. 

TUGS: Join vessel at entrance to harbour. 7 tugs, 280 h.p., 380 h.p., 
465 h.p., 480 h.p., 640 h.p., 860 h.p. and 1,080 h.p. 

BERTHING: Ro/Ro facilities available. 


Dock Length Depth 
K 600 m. 8.0m. 
1 1,000 m 9.7m. 
11 980 m 9.7 m. (under construction) 
R 270m 7.0 m. (under construction) 
CRANES: 1 Mobile crane 
(For containers) — Capacity 35 tons 
1 Mobile crane — Capacity 35 tons 
3 Mobile cranes — Capacity 10 tons 
3 Crawler cranes — Capacity 4 tons 
1 Rail mounted 
crane at Dock 1 — Capacity 27 tons at 17 m. 


and 16 tons at 30 m. 
Cranes under construction: 


Dock 1 4 cranes — Capacity 8 tons at 20 m. 
and 6 tons at 25 m. 
Dock 11 2 cranes — Same capacity as Dock 1 


BULK HANDLING FACILITIES: 2 silos, capacity 15,000 tons, loading 
ability 370 t.p.h. Discharging ability 250 t.p.h. 

STEVEDORES: Advance notice required order arrange gangs. Cargo 
operations handled with ship’s gear and with 14 shore cranes. 
MEDICAL: Advance notice of required medical attention is necessary. 
Hospital and medical facilities available. 

TANKERS: One berth, depth alongside 27 ft. 

DENSITY: 1025. 

FRESH WATER: Available at all the piers of the harbour. Also available 
from special barge (capacity 300 tons). 

FUEL: Order through Agent. Oil delivered by small tanker “KEA”’ at all 
berths capacity 182 tons fuel. 

CONSULS: Germany F.R., Tel: 25379, France, Tel: 25870, Sweden, 
Tel: 22611, Italy Tel: 26048, Belgium Tel: 23318, Netherlands Tel: 
23494. 

REPAIRS: Minor repairs can be effected. 

GANGWAY/DECK WATCHMEN: Ship's gangway used. Usually ship’s crew. 
HATCHES: Usually opened and closed by crew, but if by stevedores, 
additional costs apply. 

CUSTOMS ALLOWANCES: 1 to 2 packets cigarettes allowed per crew 
member per day. 1 bottle wine/spirits allowed out of bond. 
SURVEYORS: Cargo inspector: Hellenic Register of Shipping. 
REPATRIATION: Crew changes and repatriation can be carried out. 
AIRPORT: No airport locally. 

TIME: GMT plus 2 hours, Winter. GMT plus 3 hours in Summer. 
HOLIDAYS: Usual Greek holidays. Local holiday 6th December; 
cargo work can be arranged subject to additional cost with the exception 
of 6th December. 

POLICE/AMBULANCE/FIRE: Police, Tel: 23652; Ambulance, Tel: 
27531; Fire, Tel: 33191. 

EMERGENCY CO-ORDINATION CENTRE: Ministry of Mercantile 
Marine (Piraeus) Tel: 1/4112500-4173238. 

SERVICES: Divers available for surveys and underwater repairs. 
SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Shore passes are required. 
DEVELOPMENTS: Construction of a new dock at the grain silo. 


SHIPMASTER’S REPORT: 1977. (Updated 1984). 

Restrictions: Draft restrictions on new quays subject to maximum depth 
of water of 32 ft. and on the original town quays a maximum depth of 
water of 28 ft. East side, 26 ft. West side, 26 ft. Head. (Thus draft will 
have to be about 2 ft. less than depth.) 

Stevedores: Working hours 0730 hrs. — 1400 hrs. and 1400 hrs. — 
2100 hrs. on overtime. 

Berths: Town quay (K) with approx. 800 ft. frontage on each side and 
cross berth approx. 385 ft. on end. No. 1 quay — “L” shaped berths with 
base to the shore with frontages approx. 600 ft. on North side, 1,570 ft. 
on East side, 505 ft. on head and 1,210 ft. on West side. 

No. 2 quay — ‘‘L"” shaped berths with base to the shore with frontages 
approx. 500 ft. on North side, 1,385 ft. on East side, 330 ft. of head and 
1,520 ft. on West side (Not yet finished, see plan). 

Pollution: Port regulations prohibit the scraping and scaling of ships side 
and the pollution of sea or port area by painting. 


AUTHORITY: Volos Central Port Authority, 380 00 Volos, Greece. 
Contact: Lieutenant E. Kalabalikis, Harbour Master. Tel: 421-24179. 
Vice Harbour Master, Te/: 421-20115. Port Police Office, Tel: 421-24179. 
Safety Navigation Office, Tel: 421-24758. Telex: 282170. 
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YALI ISLAND: 36.40 N. 27.08 E. See Plan Quarry: Yali Island, Nisyros Dodecanese. Tel: (0242) 31280 
he 3 ( ) 31426. Telex: (29) 2195. Fax: (0242) 31426. Contact: Mr. Anastas, 
DOCUMENTS: Venetis, General Manager of Quarry. 

5 Crew Lists. 


2 Passenger Lists. 
Cargo Manifest. 


Bills of Lading. 

List of Ship's Stores and Spares. 

Health Declaration. NOTES 

Ship's Certificates. Please also advise Shipping Guides Ltd. 


PILOTAGE: A Mooring Master is available from Piraeus. Mooring 
Master boards at the anchorage 
ANCHORAGES: Safe anchorage in the roads (36°39'N., 
27° 09’ 30” E.) except in strong Southerly winds. 
Area to be Avoided for Anchoring: Power Cable — “See Plan”. 
West Portion of the Zone: 

(1) 36° 40’ 04” N. 27° 07’ 30” E. 

(2) 36° 39’ 30" N. 27° 08' 24” E. 

(3) 36° 37’ 30” N. 27° 08’ 24" E. 

(4) 36° 36’ 52” N. 27° 08' 37” E. 
East Portion of the Zone: E. 

(5) 36° 40’ 07” N. 27° 07' 54” E. 

(6) 36° 39’ 36” N. 27° 09’ 00” E. 

(7) 36° 36’ 50” N. 27° 08’ 53” E. 
MAX. SIZE: Max. LOA 200 m., max. beam 24 m., max. draft 11 m. 
HEALTH: Port Authorities will board by launch from Nissyros to arrange 
Free Pratique. Any sick crew members will be disembarked to Nissyros 
by the same launch. 
VHF: Contact Yali Quarry on Channel 8 and Harbour Master's office on 
Channel 12. 
TUGS: Available. 
BERTHING: The vessel is moored at loading berth on 8 buoys in addition 
to port anchor. During loading operations vessels have to be shifted 
from hatch to hatch. 
BULK CARGO FACILITIES: Loading Berth is located at the end of the 
conveyor belt shiploader. The shiploader is on a cement construction, 
about 500 m. offshore. The cargo is carried by conveyor belt to the spout. 
The raising and slewing of the spout is controlled by the operator from 
the control desk to allow trimming of the cargo. 
STEVEDORES: Workers are employed by Lava Mining and Quarrying 


Co. 

MEDICAL: Nearest medical and hospital facilities are at the island of 
Kos, 7 miles North of Yali. 

DENSITY: 1028 — 1030. 

FRESH WATER: None available. 

FUEL: Not available. 

CONSULS: No local representation. 

REPAIRS: No facilities exist. 

HATCHES: Opened and closed by ship's crew. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 opened bottle of 
spirits are allowed for each man. 

AIRPORT: Nearest at Kos with 2-3 flights daily to Athens during the 
Summer and a daily flight in Winter. 

HOLIDAYS: Sundays and Public Holidays. 

SHORE LEAVE: Allowed. 

GENERAL: Pilots Recommendations for Mooring: 

1. Pilot's motorboat at position P1 (see “Plan’’). 

2. Vessels are always berthed with starboard side towards the loading 
station. 

3. Have ready following moorings: 

(a) Fore — Portside 1 x 200 fathoms manila or nylon ropes — 
Starboard side 2 x 200 fathoms manila or nylon rope and 

(b) Aft — Portside 2 manila or nylon ropes (should be 200 fathoms 
long) — Starboard side 2 x 200 fathoms manila or nylon rope. 

Note: The 200 fathoms aft starboard side ropes are required only in 
the initial stage of mooring to bring the ship in her final. position. 

4. Secure lines as follows: 

(a) Manila or nylon ropes to each of Buoy Nos. 3, 4, 5, 6, 7, 8. 
(b) Manila or nylon rope(s) to either Buoy No. 1 or No. 2 according 
to ship's size. 

5. Vessel to have portside anchor chain lowered (1.5 shackles) when 
vessel is about 400 yards away from anchoring point. 

6. On arrival have portside gangway ready for immediate use. 
Expedite Loading: 

1. As a rule loading commences from midship holds. Vessel to be 
ready to shift back and forth at all hours of day and night for loading of 
other holds on 30 minutes’ notice. 

2. Have all hatches open. 

3. Broom swept and washed clean holds, hold ladders and supporting 
beams. 

4. Arrive at Yali fully ballasted. 

5. If arriving at Yali 4-5 hours before sunset loading may commence 
before dark. 

6. Shipper intends to work around the clock. 

7. In case of tween decker, before arrival, remove all tweendeck hatch 
beams also 2 or 3 adjacent beams from the centre of Nos. 2, 3 and 4 
main deck hatches. 


AGENCY: Main Agent: Petros M. Nomikos Ltd., 17-19 Akti Miaouli, 
Tanpy Building, Piraeus 185 35, Greece. Tel: 4170895/9. Telex: 212397. 
FAX: 4171777. Contact: Mr. Michael Vazeos, Director. 

AUTHORITY: Harbour Master at Mandraki, Port of Nissyros, Nissyros 
Island, Dodekanissa (Dodecanese), Greece. Tel: (0242) 31222. 
Telex: 29-2195. Cables: Limenarchion, Nissyros, Greece. 
Contact: Mr. Stergios Remopoulos, Harbour Master. 

OPERATOR: Lava Mining & Quarrying Co., 49-51 Sof., Venizelou St., 
Lycovrissis, Attica, Greece. Tel: (01) 2898530, 2898465, 2898462 
Telex: (21) 5168-9. Fax: (01) 2817778. Contact: Mr. El. Fedros, General 
Manager or Mr. C. Cavafakis, Commercial Department. 
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Greenland 
GENERAL: 


cusTOMS: The Master and the crew are not to distribute anything tax- 
see in a Greenland port. 
UMENTS: Following documents must be on board: 

Speed Certificate. 

Crew List ; 

Radio Station Certificate. 

Safety Equipment Certificate. 

Clearance Certificate. 

Health Declaration. 

Tonnage Certificate. 

Certificate of Registry. 

Derat Certificate. 

Sailing Orders. 
PILOTAGE: Attention is drawn to the fact that any person who is 
assigned to act in Greenland waters as “kendtmand’” (i.e. a ship’s guide 
with local knowledge) is not considered to be a Pilot in the sense of the 
yord normally used in International shipping. 

While serving on board he is to act exclusively in an advisory capacity, 
and the navigation of the vessel is at no time to be entrusted to him. 
RESTRICTIONS: Foreign-flag vessels have access to Greenland ports. 
The crew may go ashore subject approval of Port Authorities. 

All vessels arriving at ports must give a 24 hour ETA to Port Authority 
and Master should immediately after arrival make a presentation of 
Health Certificate and allow a medical check on board. 

A\l ships have to pay harbour dues. 

ICE INFORMATION: Ice Centre Narssarssuaq (Tel: 35244. Telex: 
90332 iscent gd. Fax: 35344.) transmits daily at 1200 hrs. 1400 hrs. and 


2200 hrs. GMT the latest information of the ice in Southern Greenland 


Waters. Information is transmitted in Facsimile (Mufax) on frequency 
125.00 kHz, drum speed 120. Ships can, free of charge, request 
elegraphic ice information from following coastal radio stations: 

0ZL—Ammassalik 

OxF—Qagqortoq 

Ice information also transmitted in Facsimile (Mufax) on frequency/ 
time (GMT) as follows: 


9,360 kHz 0003-0025 GMT. 
5,850 kHz 0028-0050 GMT. 
5,850 kHz 0943-1005 GMT. 
9,360 kHz 1008-1030 GMT. 
13,855 kHz 1218-1240 GMT. 
9,360 kHz 1243-1305 GMT. 
13,855 kHz 1308-1330 GMT. 
17,510 kHz 1333-1335 GMT. 
13,855 kHz 1803-1825 GMT. 
9,360 kHz 1828-1850 GMT. 


RADIO: In ports where there is a local radio station, vessels are 
prohibited from using ship's station for sending messages. 

HEALTH: Before commencing voyage to Greenland, at the port of 
departure, Master is required to obtain a Health Certificate from an 
authorised medical practitioner, stating that there are no dangerous or 
contagious diseases on board, such as pest, cholera, yellow-fever or 
yphus. The crew list is to be included in this certificate stating that there 
are no venereal or other contagious diseases amongst the crew 
members. The Health Certificate is only valid if it has the stamp and 


_ signature of the Royal Danish Consul or Vice-Consul of the district in 


which the port of departure is situated. On arrival at the first Greenland 
port, the Master is to present the Health Certificate to the Port Authorities. 
peg Certificate may also be issued by a doctor in the first Greenland 
port of call. 


STEVEDORES: Contact Authority. 


MEDICAL: Dental facilities available in all ports, but only in emergencies. 

Hospitals available in all ports, but only in emergencies. The only large 

hospital is in Nuuk/Godthaab. 

FRESH WATER: Available in larger ports. 

CONSULS: Iceland, Sweden, Norway, Canada and Great Britain have 

representations in Nuuk/Godthaab and Iceland has representation in 

Qagortoq/Julianehaab. 

wg calad as Ship is required to appoint a crew member as ship's guard 
ard. 

TIME: GMT minus 3 hours. Permanent. Except at Thule Air Base and 

NE. Greenland. 

HOLIDAYS: As applicable to Denmark. 

WORKING HOURS: Normally from 0800 hrs. to 1700 hrs. with 2 meal 

breaks. Possible to increase the working hours if necessary. 

REPORT: Immediately upon arrival of a vessel in Greenland, the Master 

Must report to the Port Authorities. 

WASTE DISPOSAL: It is forbidden to throw waste material of any 

‘scription overboard into port waters. 

AUTHORITY: Greenland Trade (KNI), P.O. Box 608, Dk-3900 Nuuk/ 

Sodthaab, Greenland. Tel: 25211. FAX: 25311. Telex: 90401 trasys gd. 

vables: Trafikkontoret, Nuuk. 


GREENLAND 
AASIAAT (Egedesminde): 68.43 N. 52.53 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Roadstead, Inner Port (inside Bay), Anchorage, Boat 
Port, and Atlantic Quay. 

DAYLIGHT: Polar darkness from 2nd December to 11th January, and 
midnight sun from 22nd May to 23rd July. 

CONDITIONS: (a) Current: flows Eastwards between the islands at 
Aasiaat from 3 hours before, to 3 hours after high water, following which, 
current flows Westwards for 6 hours. (b) Ice: Winter ice normally occurs 
from mid-December to early May, but can occur earlier, in November. 
New ice in the port can be up to 60 cm. thick; 1st January covering ice 
up to 30 cm and by 1st February about 45 cm. Icebergs sometimes 
enter port area and stop all shipping movement. (c) Tide: high tide height 
2.6 m. (max. 3.1 m.). Low tide height 1.5 m. Direct West wind causes 
0.3m. rise above tidal height, and South or S.E. wind about 0.5 m. 
below. 

PILOTAGE: No official port Pilot, but assistance arriving and sailing may 
be obtained from a local seafarer having good knowledge of the area. 
This local assistance should be ordered if required in ETA cable to Port 
Authority at least 24 hours prior arrival. The Port Manager usually acts 
as local expert as part of his normal duties. 

There is VHF radio installation in office of Port Authority and it is 
usually possible to obtain VHF contact within 30 miles of Aasiaat. 

Local area expert will board vessel from port boat at meeting place 
usually arranged just outside entrance to port. 

No special pilotage regulations and no Outer Anchorage where Pilot 
may be taken on board. However, in waters North and N.E. of port 
entrance vessels may stop or proceed at very slow speed in order to 
embark local expert. 

ANCHORAGES: No special anchorages, and vessel is only allowed to 
anchor for a short period at the entrance to port subject permission of 
Port Authority. 

MAX. SIZE: Largest vessel to berth alongside Atlantic Quay was length 
136 m., breadth 20 m., draft 7.5 m. 

ENTRY: Day or night. 

TUGS: None. 1 port boat to take lines and assist mooring. 

RADIO: Local radio station “OYR”. RDF station beacon East of the 
town. Radio link between Aasiaat and Transitoen, and between 
Transitoen and Roeveo. 

BERTHING: Atlantic Quay: Length 70 m., depth alongside 8.1 m., at 
medium low tide and 10.7 m., at medium high tide. Height of quay at 
medium tide about 1.5 m., above wil. 2 x 10 ton mobile cranes and fork- 
lift trucks used in discharging. 

MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available at Atlantic Quay. 

FUEL: Only gas-oil available for local fishing vessels from the tank- 
Station. 

REPAIRS: Shipyard for repairs to wooden fishing vessels. Machine shop 
also available. Slip for small vessels (250 tons). 

AIRPORT: Heliport. 

SALVAGE: Salvage-station in the area. 

AUTHORITY: Kalaallit Niuerfiat, Niels Egedes Plads, 3950 Aasiaat, 
Greenland. Tel: 42244. Telex: 91000. Cables: Handelchefen Aasiaat. 
FAX: 42223. Contact: Handelchefen. 


FAERINGEHAVN (Polaroil): 63.41 N. 51.34 W. 


(Also see “General Information” at beginning of Greenland Section). 
DOCUMENTS: Bill of Health: Doctor's Certificate mentioning each 
member of crew by name to be free of contagious diseases. This 
document to be signed by Consulate in the port of delivery to be prepared 
by competent authority, passengers excluded. One Manifest with Bill of 
Lading. Ordinary Ship’s Papers. 

PILOTAGE: As a rule Pilot can be ordered in the months May-October, 
12 hours’ notice before arrival is required. 

ANCHORAGE: Inside fjord area. 

RESTRICTIONS: None. 

MAX. SIZE: Oil-carriers about 26,000 d.w.t., draft 40 ft. General cargo- 
ships 20 ft. 

HEALTH: Master to apply with documents at harbour office for Free 
Pratique. 

RADIO: Nuuk Radio: OXI, connected Faeringehavn by Telex and 
Telephone. 

VHF: Oil company and fishing company are listening on VHF during 
working hours. 

TUGS: None. 1 harbour boat for assisting with mooring and taking lines. 
BERTHING: Natural port, anchorage for the largest vessels. Wharf, 
225 m. with 5 m. at L.W. 

STEVEDORES: None, but fishing and service company “Nordafar”’ may 
act as stevedores. 

MEDICAL: For medical service, apply to Nuuk. 

TANKERS: Load/discharge lines 6 in. and 8 in. Smaller diameters for 
bunkering when necessary. 

FRESH WATER: Only available May to November. 

FUEL: Available. Light fuel, gas oil, aviation turbine fuel A1, gas oil, oct. 
97. But only with permission of Kalaallit Niuerfiat at Nuuk. 

CONSULS: None. 

REPAIRS: Small repairs only. 

GANGWAY/DECK WATCHMEN: Not required (ship’s crew). 
OPENING/CLOSING HATCHES: Must be carried out by ship's crew. 
REPATRIATION: Available, via Nuuk by air to Copenhagen. 
AIRPORT: Nearest airport is Nuuk distance 35 miles regular airlines. 
TIME: GMT minus 3 hours. 

HOLIDAYS: Danish holidays and Greenland holidays. 
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POLICE/AMBULANCE/FIRE: Police tel. Nuuk 21448. 

TELEPHONES: Not available on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Bunker station closes for arrivals between 2200 hrs. and 
0600 hrs. local time. 

GENERAL: Bunker station open all year; during Winter-time sometimes 
difficulties caused by ice. 

AUTHORITY: Kalaallit Niuerfiat, Polaroil, 3900 Nuuk, Greenland. 
Tel: 22527. Cables: Polaroil. Contact: Kalaallit Niuerfiat, Nuuk. 


ILULISSAT (Jakobshavn): 69.13 N. 51.06 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Port is a narrow open bay, entrance to the N.W., having 
outer port and inner port. In outer port is Atlantic Quay and bunkering 
station, and inner port has another quay and a fishing harbour. 
CONDITIONS: (a) Tide: height of average high tide 2.8 m. (max. 3.3 m.) 
low tide 1.6 m. 

(b) Wind: usually East to N.E. In Autumn winds are strong especially in 
the morning. 

(c) Ice: impression can be gained when approaching port that port is 
closed due to icebergs. On closer approach channels between icebergs 
will be found but if these openings appear too narrow a wider passage 
should always be found to the North. 

(d) “Kanele”: a natural phenomenon that occurs at this port causing 
regular and heavy swell, height up to 2 m. Wave characteristic, long and 
flat, frequency about 6 minutes. Pilot should be consulted for full 
information. 

ENTRY: Port usually open day and night, from mid May to end 
November. 

DAYLIGHT: Polar darkness between 1st Decernber and 12th January 
and midnight sun between 21st May and 24th July. 

PILOTAGE: A local Pilot (Kendtmand) should always be used by larger 
vessels and request made to Port Authority in ETA cable. Pilot boarding 
place to be agreed with Authority. 

MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 100 m., 
draft 6.8 m. 

RADIO: Aasiaat Radio, call sign “OYR”. 

TUGS: None. Port boats take lines and assist mooring. 

BERTHING: Outer port depth 6.5/7 m., inner port 5.5/6 m. Atlantic Quay 
length 100 m. Depth alongside Atlantic Quay 8 m. at average low tide. 
Height of quay about 1.1 m. above w/lI. Permission to enter port should 
be obtained prior arrival from Port Authority. Mobile crane capacity 
10 tons, also fork-lift trucks. 

MEDICAL: Hospital, doctors and dentists available. 

FRESH WATER: Obtainable alongside Atlantic Quay. 

AIRPORT: STOL airstrip available for internal flights. 

REPAIRS: Machine workshop. Crane for lifting small vessels, capacity 
50 tons. 

GENERAL: Police, Fire Brigade, Port and cable office. 

AUTHORITY: Kalaallit Niuerfiat, Noah Molgaardsvey, 3952 Ilulissat, 
Greenland. Tel: 43244. Telex: 91204. Cables: Handelchefen Ilulissat. 
Contact: Handelchefen. 


IVIGTUT: 61.12 N. 48.10 W. 
Mining in the area has stopped. The Port has closed down and 
the settlement has been abandoned. 


(Also see “General Information” at beginning of Greenland Section) 

CONDITIONS: (a) Current: strongest about 3 hours before and 3 hours 

after high water, and vessels arriving and sailing should take this into 

consideration. (b) Tide: height of average high tide 3 m. (max. 3.4 m.), 

low tide 1.6 m. (c) Wind: calm for about half the year otherwise winds 

are usually from South or S.E. The dangerous winds for moored ships 

are the infrequent storms from North or N.E.; these storms seldom occur 

but if they do occur they do so in the Autumn. (d) Ice: Winter ice usually 

occurs from December onwards in the fjord outside Ivigtut and 

disappears in the beginning of April. Outside Ivigtut Winter ice always 

occurs, sometimes reaching a thickness of about 1m. Information 

eanpanne ice conditions always obtainable on telegraphic request to 
LK. 

ENTRY: Day and night and usually all year round. 

PILOTAGE: No official Pilot but an acting Pilot can be arranged through 

connection with Port Authority at least 24 hours prior arrival. 

MAX. SIZE: Largest vessel to have berthed at Pier was length 102 m., 

breadth 14 m., draft 6.2 m. 

RADIO: Qagqortoq Radio “OXF” or Gronnedal Radio “OVC”. 

VHF: Gronnedal Radio listens on VHF 24 hours. 

TUGS: None. Motor-boat will assist mooring. 

BERTHING: Depth alongside about 7 m. height of pier about 2 m. above 

wil. Berthing during daylight only. Kryolit not exported from mid- 

December to end March. Crane capacity 3 tons. 

Note: Kryolitselskabet Oresund A/S ceased operating at the port in 

December 1987. 

FRESH WATER: Available. 

FUEL: Deliveries of small quantities of gas-oil for local vessels only. 

REPAIRS: No facilities. 

MEDICAL: Hospital in Ivigtut, but doctors and dentists are in Gronnedal. 

potty Hjemmestyret for Gronland, P.O.Box 1015, 3900 Nuuk, 
reeniand. 
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KANGERLUSSUAGQ (Sondre Stromfjord): 
66.58 N. 50.57 W. 


(Also see “General Information” at beginning of Greenland Section 
DESCRIPTION: Port is used for the supply of an American base » 
for air communication to Copenhagen. Port has a quay and ag 
terminal for tankers. 

DAYLIGHT: Camp Lloyd is situated South of the border for Do 
darkness but has a midnight sun from 15th June to 1st July. 
CONDITIONS: (a) Current: the current at entrance and at the Weg 
Sondre Stromfjord is N.E. at flood tide, and S.W. at ebb tide, and, 
reach a speed of 7 knots. (b) Tide: high water at Camp Lloyd is ay 
3 hours later than at the entrance of Sondre Stromfjord. Heigh 
average high tide 3 m. (max. 3.6 m.). Low tide 1.6 m. (c) Ice: Son 
Stromfjord is frozen during winter throughout whole of inner harby 
but about 55 miles from Camp Lloyd, ice thickness varies from 5 om 
90 cm. (d) Winds: strong winds can occur from East and S.E. 
ENTRY: On account of ice, the fjord is closed from beginning 
December to end-June, but can be used day or night from beginning 
July to end-October. 

PILOTAGE: No authorised Pilot, but Harbour Master will assist berth 
ANCHORAGES: Good anchorages about 2 miles S.E. of Emmons P 
in depth of about 40 m. Great care should be taken in anchoring, sin 
sea bottom is shelving. 

RADIO: ETA should be given well in advance of arrival to the Ro 
Greenlandic Commercial Representative and also to the Port Author 
The arrival should be reported at least 24 hours in advance throy 
GLK. The Harbour Master can be contacted on 2716 kHz and} 
contact should be established at least 1 hour before vessels arrival 
BERTHING: (a) A quay which is located North of Emmons Pynt, de 
alongside only 3m. (b) Tanker sea terminal about 700 m. S.S£ 
Emmons Pynt where there is mooring with discharge lines. Depth 
water 24 m. — 26 m. on the South side of the mooring position; 15 
at the mooring, and 10m. on Northern side of mooring with ra 
shelving to the North. 

The Port Authorities should be contacted before mooring at the 
terminal. There are mobile cranes with lifting capacity up to 5 tons, z 
fork-lift trucks. 

MEDICAL: Hospital, doctor and dentist available. 

AIRPORT: Heliport and airstrip. 

REGULATIONS: Camp Lloyd is an American Defence Area and e 
is restricted. American supply ships have preference in mooring at 
installations. 
AUTHORITY: U.S. Air 
Tel: 11153. 


Force, 3910 Kangerlussuaqg, Greenla 


MANIITSOQ (Sukkertoppen): 65.25 N. 52.54 W. 


(Also see “General Information” at peoy of Greenland Section 
LOCATION: Harbour situated on S.E. side of Maniitsoq Island, and! 
Atlantic Quay. 

CONDITIONS: (a) Tide: height of average high water 4.2 m. (m 
4.8m.), low water 2m. (b) Ice: Winter ice occurs from December 
April. (c) Wind: advisable not to enter harbour area if winds are stro 
Most obstructive winds are storms from South or S.W. 

ENTRY: Port open day and night, normally all year round. 
PILOTAGE: Pilot is arranged by cable to Nuuk Radio when giving E 
which should be sent well in advance. Pilot will meet vessel as arran 
outside the harbour, or at Faltings Skoer. 

MAX. SIZE: Largest vessel that can berth at Atlantic Quay is len 
100 m., draft 6 m. Vessels up to 4,000 tons have used the port. 
RADIO: Extended from Nuuk “OXI”. 

TUGS: None. Port motor-boats assist mooring. 

BERTHING: Depth in harbour is about 27 m. and alongside Atla 
Quay. Length 60 m. with depth of about 8.2 m. Height of quay is ad 
2m. above wil. Cranes up to 5 tons capacity and fork-lift trucks. 
MEDICAL: Hospitals, doctors and dentist available. 

FRESH WATER: Available at quay. 

REPAIRS: Repair workshop for repairs to wooden fishing vess 
Machine shop available. Slip for small vessels (225 tons). 
AIRPORT: Heliport. 

GENERAL: Telex, telephones, Police, Fire Brigade. 
AUTHORITY: Kalaallit Niuerfiat, A. W. Nielsensvej, 3912 Maniits 
Greenland. Tel: 13244. Telex: 90701. Cables: Handelchefen Manis 
Contact: Handelchefen. 


MARMORILIK: 71.07 N. 51.17 W. (See Pla 
The mining operations will close down in December 1990 


DOCUMENTS: 

International Load Line Certificate. 

Safety Raid Certificate. 
PILOTAGE: Optional for coastal vessels entering Davis Strait. Ag® 
are to make arrangements if Pilot required. ; 
GENERAL DESCRIPTION: The berth is located at the North end& 
West side of Agfardlikavsa Fjord. 

Agfardlikavsa Fjord, West Greenland, (entrance approxima 
Lat. 71° 08’ N., Long. 51° 18’ W.) is located at the end of the [3 
Qaumarujuk Fjord. 
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gaumarujuk Fjord, the Northeastern arm of Ingnerit, has its entrance 
n Qegertanguit and the Western extremity of Akuliarusikavsak, 
mainland projection about 2.5 nautical miles S.E. Ingnerit is one of 
elargest of the branch fjords and flows into Umanak Fjord. It is entered 
een Tuperssuatsiait, the S.E. extremity of the Alfred Wegener 
peninsula, and Akuliaruseq, a point about 4 miles S.S.E. The waters of 
ne Umanak Fjord flow into the Nordost Bay. . : 
the Agfardlikavsa Fjord is separated from the Qaumarujuk Fjord by 
; shallow, narrow bar. Depth at the centre of the sill is approximately 


on is a considerable surface water run-off along the Fjord walls 
acluding occasional rock slides. The bottom of the Fjord is filled with 
sh to 6 ft. of fine silty material. 

*armorilik (Lat. 71° 08’ N., Long. 51° 18’ W.) lies on the S.E. side of 
te Qaumarujuk Fjord at the Western entrance point of the Agfardlikavsa 


a larger fjords and Nordost Bay are encumbered with islets and 
socks requiring extreme care in navigation. In particular, a shoal is known 
wexistsome 350 m. N.W. of Marmorilik Point and extra care is required 
a this vicinity. 

1984 upstanding rock, 4.0 m. below sea level, was discovered 
a position 71° 07' 44” N., 51° 16’ 40” W. 

ANCHORAGE: There is an anchorage at Agfordlikowsa in depths of 
»m. to 35 m. Tankers can anchor near the berth in depths of 24 m. to 
5 m., but must be aware of an unmarked 6 m. shoal about 300° True, 
and 375 m. (approx.) from the discharge point. 

MAX. SIZE: Max. d.w.t. 65,000 (Panamax). Min. depth alongside ore 
ieminal is 12.5 m. at LW. 

RADIO: Egedesminde Radio. 

VHF: Ship-to-shore communications will be maintained using VHF 
Channel 16. 

information on ice conditions in the fjord can be obtained from shore 
sersonnel. During loading operations, Greenex will supply the vessel 
wth 2 portable radio transceivers for communications between the 
carrier and the loading control station. 

TUGS: 1 tug available, 3,700 h.p. The tug will assist with berthing and 
unberthing if required, and will break up any thin ice in the vicinity of the 
seth and entrance to the fjord. 

BERTHING: The Marine Terminal is used for loading ore carriers up to 
65,000 d.w.t. The berth consists of 4 breasting dolphins with bollards 
or springs and breast-lines. On the shore are 7 bollards for head and 
stem lines spread over a distance of 366 m. The min. depth of water 
alongside is 12.5 m. at LW. 

Vessels normally berth port-side alongside and use the starboard 
anchor to assist in berthing. No. 1 hatch is lined up under the loader as 
tis the first hatch to be loaded. 

initially the headlines go to the Northernmost dolphin and stern lines 
o the Southernmost bollard on the shore. 
loading: Zinc and lead are loaded with a luffing and slewing ship-loader. 
The ship-loader is fitted with a 20 ft. conveyor to distribute the cargo in 
the hold. Communication is maintained between the vessel and control 
‘oom by portable radios. The average loading rate is 500 metric t.p-h. 

Notice of Readiness will not be accepted at time of arrival at the dock 
unless the vessel is in all respects ready to load. 

General Cargo: Unloaded into barges with vessel's gear and towed 


_ ashore to a separate lightering dock located about 500 m. N.E. of the 


ore terminal. 
MEDICAL: Emergency medical and dental treatment can be arranged 


_ and should, when possible, be requested by the vessel's Master in his 


ETA message to the mine site office. 

TANKERS: Diesel fuel oil and turbo-fuel are stored in a tank farm located 
on-shore about 500 m. West of the point at Marmorilik on Qaumarujuk 
Ford, at an elevation of 50 m. 

Vessels usually berth using both anchors, 5 shackles on the port 
anchor, and about 4.5 shackles on the starboard anchor, using a heavy 
chain from the stern to the S.E. point of the oil installation. The chain is 
available from the shore. Tankers can also moor to the N.N.W. of the 
ol installation, but must remain outside the 6 m. line. 

The tanker hoses are connected to an 8 in. fiange connection for 
diesel oil or a 4 in. hose adaptor with dust-cap for turbo-fuel. The static 
head on the lines is about 70 m. when the tanks are full. An anti-static 
cable is provided. 

On the shore, there are 2x50 ton bollards and 1x20 ton stock. 
No breasting or mooring dolphins are provided. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. 

TIME: Standard time is GMT minus 3 hours. 

GENERAL: Repairs: While alongside the dock, no repairs are to be 

uidertaken that will prevent the main propulsion machinery from being 

activated at very short notice. 

Vessels Whistle: The vessel's whistle shall be operational during 

pn ela One long blast on the whistle means “Emergency — stop 
ions”. 

AUTHORITY: Greenex A/S, 3963 Marmorilik, Greenland. Te/: 009-299- 

$8311/48360. Telex: 91500 Gxmar GD. FAX: 009-299-48385. 

vontact: Benny Gregersen, Service Manager. 


GREENLAND 


NARSSARSSUAGQ (Isrecognosceringsstation): 
61.08 N. 45.26 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Ice outlook station, with quay. 
CONDITIONS: (a) Current: occasional strong N.W. current. 
(b) Tide: average height of HW 3 m. (max. 3.6 m.) LW 1.6m. 
(c) Wind: S.E. wind sometimes reaches typhoon strength. 
(d) Ice: in Winter ice thickness sometimes reaches 1 m. Ice breaker 
not available. 
PILOTAGE: Not available. Base representative should be advised of 
ETA well in advance of arrival. 
MAX. SIZE: Largest vessel to berth at quay was length 130 m., 
draft 8 m. 
ENTRY: Open season from mid-May to mid-October. During season, 
port open day and night. 
RADIO: Qagortog Radio “OXF”. 
VHF: Extended from Qagortoq. 
TUGS: None. 
BERTHING: Quay length 140 m., depth alongside (West) 6 m. — 11 m. 
(East) 5 m. — 8 m. Height of pier 2 m. above w/I. 2 vessels may berth, 
1 on either side of quay. Heavy mooring equipment on the quay, and 
should be used by larger vessels. Mobile cranes capacity up to 4 tons, 
and fork-lift trucks. 
FRESH WATER: Obtainable at quay, about 80 tons per single off-take. 
AIRPORT: Landing-strip for aircraft. Ice station usually uses Twin Otter 
aircraft and S61 Helicopter. 
AUTHORITY: Greenland Homerule, Box 1015, 3900 Nuuk. Te/: 2-3000. 
Station Manager, 3926 Narssarssuaq, Greenland. Tel: 35266. 


NORTH STAR BUGT (Thule Air Force Base): 
76.36 N. 68.52 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Supply port for the Thule Air Force Base. Port is 
operated by and belongs to the U.S. Air Force. 

DAYLIGHT: Polar darkness from 1st November to 10th February and 
midnight sun from 23rd April to 20th August. 

CONDITIONS: (a) Ice: port is frozen over from end October to beginning 
July. From beginning of November, large areas of compact ice appear, 
and these can sometimes be up to 20 miles wide. During May, compact 
ice areas commence breaking up; however, large quantities of drift ice 
remain along the coast until end July. Winter ice is normally about 
180 cm. thick. (b) Temperature: in January and February average 
temperature is 29° below zero. In June, July and August, average 
temperature is usually above freezing-point, but for the rest of the year 
it is below freezing. (c) Tide: mean Spring tide is 3 m. (max. 3.4 m.). 
Mean neaptide 1.7 m. 

ENTRY: Normally, port is open early July depending upon ice situation. 
PILOTAGE: No authorised Pilot, but American Port Authority assists in 
mooring and should be advised of ETA well in advance. 
ANCHORAGE: Good holding ground in depth between 20 m. and 40 m., 
but anchoring should only be carried out following advice of Port 
Authority. 

MAX. SIZE: Largest vessel to berth alongside quay was length 130 m., 
and draft 7 m. 

MEDICAL: Hospital, doctor and dentist available. 

TUGS: None. Port boats assist mooring. 

BERTHING: 2 vessels may berth at the quay. Depth alongside about 
7 m. Height of pier about 2 m. above MHW. Mobile cranes and forklift 
trucks; however, equipment varies from year to year and Port Authorities 
should be contacted well in advance. 3 amphibious craft for vessels 
discharging in the roadstead. 

FRESH WATER: Available alongside quay. 

AIRPORT: Two rescue helicopters stationed at this base. 
REGULATIONS: The area is a Military Defence area and special 
permission is necessary to enter the port. Shore leave is prohibited. 
AUTHORITY: U.S. Air Force, North Star Bugt, Greenland. Te/: 50091. 


NUUK (Godthab): 64.10 N. 51.44 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Narrow entry to port, but well protected, with good 
modern berths and anchorages. 

CONDITIONS: (a) Current: sometimes strong between anchorage and 
the berths. (b) Ice: only very occasional large quantities of ice reach the 
port and into the fjord. If ice in area South of Nuuk, S.W. storms force 
drift ice into the fjord. In recent years the port has begun to freeze over 
in Winter, and small vessels have at times become icebound. (c) Wind: 
S. and S.W. storms spring up suddenly but only last for brief periods. 
(d) Tide: height of high water 4.4 m. (max. 5.1 m.); low water 2.1 m. 
ENTRY: Port open day and night all year round. 

DAYLIGHT: Nuuk situated South of the border for midnight sun and 
Polar darkness. 

PILOTAGE: Port Manager normally acts as Pilot for ships, but is not an 
authorised Pilot. Pilotage may be arranged by VHF contact with Authority 
during normal working hours with 24 hours notice. 

ANCHORAGES: Good anchorages available inside fjord. Larger 
vessels should anchor close to Rypeo and in Malene Bugt. 
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POLICE/AMBULANCE/FIRE: Police tel. Nuuk 21448. 

TELEPHONES: Not available on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Bunker station closes for arrivals between 2200 hrs. and 
0600 hrs. local time. 

GENERAL: Bunker station open all year; during Winter-time sometimes 
difficulties caused by ice. 

AUTHORITY: Kalaallit Niuerfiat, Polaroil, 3900 Nuuk, Greenland. 
Tel: 22527. Cables: Polaroil. Contact: Kalaallit Niuerfiat, Nuuk. 


ILULISSAT (Jakobshavn): 69.13 N. 51.06 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Port is a narrow open bay, entrance to the N.W., having 
outer port and inner port. In outer port is Atlantic Quay and bunkering 
station, and inner port has another quay and a fishing harbour. 
CONDITIONS: (a) Tide: height of average high tide 2.8 m. (max. 3.3 m.) 
low tide 1.6 m. 

(b) Wind: usually East to N.E. In Autumn winds are strong especially in 
the morning. 

(c) Ice: impression can be gained when approaching port that port is 
closed due to icebergs. On closer approach channels between icebergs 
will be found but if these openings appear too narrow a wider passage 
should always be found to the North. 

(d) “Kanele”: a natural phenomenon that occurs at this port causing 
regular and heavy swell, height up to 2 m. Wave characteristic, long and 
flat, frequency about 6 minutes. Pilot should be consulted for full 
information. 

ENTRY: Port usually open day and night, from mid May to end 
November. 

DAYLIGHT: Polar darkness between 1st December and 12th January 
and midnight sun between 21st May and 24th July. 

PILOTAGE: A local Pilot (Kendtmand) should always be used by larger 
vessels and request made to Port Authority in ETA cable. Pilot boarding 
place to be agreed with Authority. 

MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 100 m., 
draft 6.8 m. 

RADIO: Aasiaat Radio, call sign “OYR”. 

TUGS: None. Port boats take lines and assist mooring. 

BERTHING: Outer port depth 6.5/7 m., inner port 5.5/6 m. Atlantic Quay 
length 100 m. Depth alongside Atlantic Quay 8 m. at average low tide. 
Height of quay about 1.1 m. above w/I. Permission to enter port should 
be obtained prior arrival from Port Authority. Mobile crane capacity 
10 tons, also fork-lift trucks. 

MEDICAL: Hospital, doctors and dentists available. 

FRESH WATER: Obtainable alongside Atlantic Quay. 

AIRPORT: STOL airstrip available for internal flights. 

REPAIRS: Machine workshop. Crane for lifting small vessels, capacity 
50 tons. 

GENERAL: Police, Fire Brigade, Port and cable office. 

AUTHORITY: Kalaallit Niuerfiat, Noah Molgaardsvey, 3952 Itulissat, 
Greenland. Tel: 43244. Telex: 91204. Cables: Handelchefen Ilulissat. 
Contact: Handelchefen. 


IVIGTUT: 61.12 N. 48.10 W. 
Mining in the area has stopped. The Port has closed down and 
the settlement has been abandoned. 


(Also see ‘General Information” at beginning of Greenland Section) 

CONDITIONS: (a) Current: strongest about 3 hours before and 3 hours 
after high water, and vessels arriving and sailing should take this into 
consideration. (b) Tide: height of average high tide 3 m. (max. 3.4 m.), 
low tide 1.6 m. (c) Wind: calm for about half the year otherwise winds 
are usually from South or S.E. The dangerous winds for moored ships 
are the infrequent storms from North or N.E.; these storms seldom occur 
but ‘f they do occur they do so in the Autumn. (d) Ice: Winter ice usually 
occurs from December onwards in the fjord outside Ivigtut and 
disappears in the beginning of April. Outside Ivigtut Winter ice always 
occurs, sometimes reaching a thickness of about 1m. Information 
concerning ice conditions always obtainable on telegraphic request to 

K 


ENTRY: Day and night and usually all year round. 

PILOTAGE: No official Pilot but an acting Pilot can be arranged through 

connection with Port Authority at least 24 hours prior arrival. 

MAX. SIZE: Largest vessel to have berthed at Pier was length 102 m., 

breadth 14 m., draft 6.2 m. 

RADIO: Qagortoq Radio “OXF” or Gronnedal Radio “OVC”. 

VHF: Gronnedal Radio listens on VHF 24 hours. 

TUGS: None. Motor-boat will assist mooring. 

BERTHING: Depth alongside about 7 m. height of pier about 2 m. above 

wil. Berthing during daylight only. Kryolit not exported from mid- 

December to end March. Crane capacity 3 tons. 

Note: Kryolitselskabet Oresund A/S ceased operating at the port in 

December 1987. 

FRESH WATER: Available. 

FUEL: Deliveries of small quantities of gas-oil for local vessels only. 

REPAIRS: No facilities. 

MEDICAL: Hospital in Ivigtut, but doctors and dentists are in Gronnedal. 

pig Hjemmestyret for Gronland, P.O.Box 1015, 3900 Nuuk, 
reenland. 


680 


KANGERLUSSUAQ (Sondre Stromfjord): 
66.58 N. 50.57 W. 


(Also see ‘General Information” at beginning of Greenland Section 
DESCRIPTION: Port is used for the supply of an American base; 
for air communication to Copenhagen. Port has a quay and a; 
terminal for tankers. 

DAYLIGHT: Camp Lloyd is situated South of the border for p 
darkness but has a midnight sun from 15th June to 1st July. 
CONDITIONS: (a) Current: the current at entrance and at the We 
Sondre Stromfjord is N.E. at flood tide, and S.W. at ebb tide, and, 
reach a speed of 7 knots. (b) Tide: high water at Camp Lloyd is at 
3 hours later than at the entrance of Sondre Stromfjord. Heig} 
average high tide 3 m. (max. 3.6 m.). Low tide 1.6 m. (c) Ice: Sop 
Stromfjord is frozen during winter throughout whole of inner hart 
but about 55 miles from Camp Lloyd, ice thickness varies from 5 on 
90 cm. (d) Winds: strong winds can occur from East and S.E. 
ENTRY: On account of ice, the fjord is closed from beginning, 
December to end-June, but can be used day or night from beginnin 
July to end-October. | 
PILOTAGE: No authorised Pilot, but Harbour Master will assist bert 
ANCHORAGES: Good anchorages about 2 miles S.E. of Emmons} 
in depth of about 40 m. Great care should be taken in anchoring, s 
sea bottom is shelving. 

RADIO: ETA should be given well in advance of arrival to the R 
Greenlandic Commercial Representative and also to the Port Authe 
The arrival should be reported at least 24 hours in advance thro 
GLK. The Harbour Master can be contacted on 2716 kHz and 
contact should be established at least 1 hour before vessels arriva 
BERTHING: (a) A quay which is located North of Emmons Pynt, 
alongside only 3m. (b) Tanker sea terminal about 700 m. S.SE 
Emmons Pynt where there is mooring with discharge lines. Dept 
water 24 m. — 26 m. on the South side of the mooring position; 1: 
at the mooring, and 10m. on Northern side of mooring with 5 
shelving to the North. 

The Port Authorities should be contacted before mooring at the 
terminal. There are mobile cranes with lifting capacity up to 5 tons, 
fork-lift trucks. 

MEDICAL: Hospital, doctor and dentist available. 

AIRPORT: Heliport and airstrip. 

REGULATIONS: Camp Lloyd is an American Defence Area and ¢ 
is restricted. American supply ships have preference in mooring « 
installations. 
AUTHORITY: U.S. Air 
Tel: 11153. 


Force, 3910 Kangerlussuaq, Green| 


MANIITSOQ (Sukkertoppen): 65.25 N. 52.54 W. 


(Also see “General Information” at beginning of Greenland Sectior 
LOCATION: Harbour situated on S.E. side of Maniitsoq Island, and 
Atlantic Quay. 

CONDITIONS: (a) Tide: height of average high water 4.2 m. (r 
4.8m.), low water 2m. (b) Ice: Winter ice occurs from Decembe 
April. (c) Wind: advisable not to enter harbour area if winds are str 
Most obstructive winds are storms from South or S.W. 

ENTRY: Port open day and night, normally all year round. 
PILOTAGE: Pilot is arranged by cable to Nuuk Radio when giving § 
which should be sent well in advance. Pilot will meet vessel as arrar 
outside the harbour, or at Faltings Skoer. 

MAX. SIZE: Largest vessel that can berth at Atlantic Quay is le’ 
100 m., draft 6 m. Vessels up to 4,000 tons have used the port. 
RADIO: Extended from Nuuk “OX!”. 

TUGS: None. Port motor-boats assist mooring. 

BERTHING: Depth in harbour is about 27 m. and alongside Atl 
Quay. Length 60 m. with depth of about 8.2 m. Height of quay is a 
2m. above wil. Cranes up to 5 tons capacity and fork-lift trucks. 
MEDICAL: Hospitals, doctors and dentist available. 

FRESH WATER: Available at quay. 

REPAIRS: Repair workshop for repairs to wooden fishing ves: 
Machine shop available. Slip for small vessels (225 tons). 
AIRPORT: Heliport. 

GENERAL: Telex, telephones, Police, Fire Brigade. 
AUTHORITY: Kalaallit Niuerfiat, A. W. Nielsensvej, 3912 Manilt 
Greenland. Tel: 13244. Telex: 90701. Cables: Handelchefen Manilt 
Contact: Handelchefen. 


MARMORILIK: 71.07 N. 51.17 W. (See Pi 
The mining operations will close down in December 1990 


DOCUMENTS: 

International Load Line Certificate. 

Safety Raid Certificate. 
PILOTAGE: Optional for coastal vessels entering Davis Strait. Ag 
are to make arrangements if Pilot required. P 
GENERAL DESCRIPTION: The berth is located at the North end 0 
West side of Agfardlikavsa Fjord. 

Agfardlikavsa Fjord, West Greenland, (entrance approxime 
Lat. 71°08’ N., Long. 51° 18’ W.) is located at the end of the /@ 
Qaumarujuk Fjord. 


= sae . 
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Qaumarujuk Fjord, the Northeastern arm of Ingnerit, has its entrance 
n Qegertanguit and the Western extremity of Akuliarusikavsak, 
niand projection about 2.5 nautical miles S.E. Ingnerit is one of 
ng largest of the branch fjords and flows into Umanak Fjord. It is entered 
een Tuperssuatsiait, the S.E. extremity of the Alfred Wegener 
peninsula, and Akuliaruseq, a point about 4 miles S.S.E. The waters of 
ne Umanak Fjord flow into the Nordost Bay. : 
The Agfardlikavsa Fjord is separated from the Qaumarujuk Fjord by 
; shallow, narrow bar. Depth at the centre of the sill is approximately 


a mai 


oo is a considerable surface water run-off along the Fjord walls 
acluding occasional rock slides. The bottom of the Fjord is filled with 
s# to 8 ft. of fine silty material. 

* armorilik (Lat. 71° 08’ N., Long. 51° 18’ W.) lies on the S.E. side of 
ne Qaumarujuk Fjord at the Western entrance point of the Agfardlikavsa 

_ larger fjords and Nordost Bay are encumbered with islets and 
socks requiring extreme care in navigation. In particular, a shoal is known 
ms exist some 350 m. N.W. of Marmorilik Point and extra care is required 
» this vicinity. 

“ 1984 = upstanding rock, 4.0 m. below sea level, was discovered 
» position 71° 07' 44” N., 51° 16’ 40” W. 

ANCHORAGE: There is an anchorage at Agfordlikowsa in depths of 
20m. to 35 m. Tankers can anchor near the berth in depths of 24 m. to 
3) m., but must be aware of an unmarked 6 m. shoal about 300° True, 
snd 375 m. (approx.) from the discharge point. 

WAX. SIZE: Max. d.w.t. 65,000 (Panamax). Min. depth alongside ore 
teminal is 12.5 m. at LW. 

RADIO: Egedesminde Radio. 

VHF: Ship-to-shore communications will be maintained using VHF 
Channel 16. 

information on ice conditions in the fjord can be obtained from shore 
sersonnel. During loading operations, Greenex will supply the vessel 
wth 2 portable radio transceivers for communications between the 
carrier and the loading control station. 

TUGS: 1 tug available, 3,700 h.p. The tug will assist with berthing and 
unberthing if required, and will break up any thin ice in the vicinity of the 
verth and entrance to the fjord. 

BERTHING: The Marine Terminal is used for loading ore carriers up to 
45,000 d.w.t. The berth consists of 4 breasting dolphins with bollards 
‘or springs and breast-lines. On the shore are 7 bollards for head and 
stem lines spread over a distance of 366 m. The min. depth of water 
alongside is 12.5 m. at LW. 

Vessels normally berth port-side alongside and use the starboard 
anchor to assist in berthing. No. 1 hatch is lined up under the loader as 
tis the first hatch to be loaded. 

initially the headlines go to the Northernmost dolphin and stern lines 
‘o the Southernmost bollard on the shore. 
loading: Zinc and lead are loaded with a luffing and slewing ship-loader. 
The ship-loader is fitted with a 20 ft. conveyor to distribute the cargo in 
the hold. Communication is maintained between the vessel and control 
‘oom by portable radios. The average loading rate is 500 metric t.p.h. 

Notice of Readiness will not be accepted at time of arrival at the dock 
unless the vessel is in all respects ready to load. 

General Cargo: Unloaded into barges with vessel's gear and towed 
ashore to a separate lightering dock located about 500 m. N.E. of the 
ore terminal. 

MEDICAL: Emergency medical and dental treatment can be arranged 
and should, when possible, be requested by the vessel's Master in his 
ETA message to the mine site office. 

TANKERS: Diesel fuel oil and turbo-fuel are stored in a tank farm located 
on-shore about 500 m. West of the point at Marmorilik on Qaumarujuk 


Fjord, at an elevation of 50 m. 


Vessels usually berth using both anchors, 5 shackles on the port 
anchor, and about 4.5 shackles on the starboard anchor, using a heavy 
chain from the stern to the S.E. point of the oil installation. The chain is 
available from the shore. Tankers can also moor to the N.N.W. of the 
al installation, but must remain outside the 6 m. line. 

The tanker hoses are connected to an 8 in. flange connection for 


_ diesel oil or a 4 in. hose adaptor with dust-cap for turbo-fuel. The static 
_ head on the lines is about 70 m. when the tanks are full. An anti-static 


_ cable is provided. 


an) 


On the shore, there are 2x50 ton bollards and 1x20 ton stock. 
No breasting or mooring dolphins are provided. 


_ FRESH WATER: Not available. 


FUEL: Not available. 
REPAIRS: No facilities. 
TIME: Standard time is GMT minus 3 hours. 


| GENERAL: Repairs: While alongside the dock, no repairs are to be 


undertaken that will prevent the main propulsion machinery from being 
activated at very short notice. 

Vessel's Whistle: The vessel's whistle shall be operational during 
oa One long blast on the whistle means “Emergency — stop 

ions”. 

AUTHORITY: Greenex A/S, 3963 Marmorilik, Greenland. Tel: 009-299- 
§8311/48360. Telex: 91500 Gxmar GD. FAX: 009-299-48385. 
vontact: Benny Gregersen, Service Manager. 


GREENLAND 


NARSSARSSUAGQ (Isrecognosceringsstation): 
61.08 N. 45.26 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Ice outlook station, with quay. 
CONDITIONS: (a) Current: occasional strong N.W. current. 
(b) Tide: average height of HW 3 m. (max. 3.6 m.) LW 1.6 m. 
(c) Wind: S.E. wind sometimes reaches typhoon strength. 
(d) Ice: in Winter ice thickness sometimes reaches 1 m. Ice breaker 
not available. 
PILOTAGE: Not available. Base representative should be advised of 
ETA well in advance of arrival. 
MAX. SIZE: Largest vessel to berth at quay was length 130 m., 
draft 8 m. 
ENTRY: Open season from mid-May to mid-October. During season, 
port open day and night. 
RADIO: Qagortog Radio “OXF”. 
VHF: Extended from Qaqortogq. 
TUGS: None. 
BERTHING: Quay length 140 m., depth alongside (West) 6 m. — 11 m. 
(East) 5 m. — 8m. Height of pier 2 m. above wil. 2 vessels may berth, 
1 on either side of quay. Heavy mooring equipment on the quay, and 
should be used by larger vessels. Mobile cranes capacity up to 4 tons, 
and fork-lift trucks. 
FRESH WATER: Obtainable at quay, about 80 tons per single off-take. 
AIRPORT: Landing-strip for aircraft. Ice station usually uses Twin Otter 
aircraft and S61 Helicopter. 
AUTHORITY: Greenland Homerule, Box 1015, 3900 Nuuk. Te/: 2-3000. 
Station Manager, 3926 Narssarssuaq, Greenland. Te/: 35266. 


NORTH STAR BUGT (Thule Air Force Base): 
76.36 N. 68.52 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Supply port for the Thule Air Force Base. Port is 
operated by and belongs to the U.S. Air Force. 

DAYLIGHT: Polar darkness from 1st November to 10th February and 
midnight sun from 23rd April to 20th August. 

CONDITIONS: (a) Ice: port is frozen over from end October to beginning 
July. From beginning of November, large areas of compact ice appear, 
and these can sometimes be up to 20 miles wide. During May, compact 
ice areas commence breaking up; however, large quantities of drift ice 
remain along the coast until end July. Winter ice is normally about 
180 cm. thick. (b) Temperature: in January and February average 
temperature is 29° below zero. In June, July and August, average 
temperature is usually above freezing-point, but for the rest of the year 
it is below freezing. (c) Tide: mean Spring tide is 3 m. (max. 3.4 m.). 
Mean neaptide 1.7 m. 

ENTRY: Normally, port is open early July depending upon ice situation. 
PILOTAGE: No authorised Pilot, but American Port Authority assists in 
mooring and should be advised of ETA well in advance. 
ANCHORAGE: Good holding ground in depth between 20 m. and 40 m., 
but anchoring should only be carried out following advice of Port 
Authority. 

MAX. SIZE: Largest vessel to berth alongside quay was length 130 m., 
and draft 7 m. 

MEDICAL: Hospital, doctor and dentist available. 

TUGS: None. Port boats assist mooring. 

BERTHING: 2 vessels may berth at the quay. Depth alongside about 
7 m. Height of pier about 2 m. above MHW. Mobile cranes and forklift 
trucks; however, equipment varies from year to year and Port Authorities 
should be contacted well in advance. 3 amphibious craft for vessels 
discharging in the roadstead. 

FRESH WATER: Available alongside quay. 

AIRPORT: Two rescue helicopters stationed at this base. 
REGULATIONS: The area is a Military Defence area and special 
permission is necessary to enter the port. Shore leave is prohibited. 
AUTHORITY: U.S. Air Force, North Star Bugt, Greenland. Tel: 50091. 


NUUK (Godthab): 64.10 N. 51.44 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Narrow entry to port, but well protected, with good 
modern berths and anchorages. 

CONDITIONS: (a) Current: sometimes strong between anchorage and 
the berths. (b) Ice: only very occasional large quantities of ice reach the 
port and into the fjord. If ice in area South of Nuuk, S.W. storms force 
drift ice into the fjord. In recent years the port has begun to freeze over 
in Winter, and small vessels have at times become icebound. (c) Wind: 
S. and S.W. storms spring up suddenly but only last for brief periods. 
(d) Tide: height of high water 4.4 m. (max. 5.1 m.); low water 2.1 m. 
ENTRY: Port open day and night all year round. 

DAYLIGHT: Nuuk situated South of the border for midnight sun and 
Polar darkness. 

PILOTAGE: Port Manager normally acts as Pilot for ships, but is not an 
authorised Pilot. Pilotage may be arranged by VHF contact with Authority 
during normal working hours with 24 hours notice. 

ANCHORAGES: Good anchorages available inside fjord. Larger 
vessels should anchor close to Rypeo and in Malene Bugt. 
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MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 135 m., 
breadth 17 m., and draft 7 m. 

RADIO: Local radio station “OXI”. 24 hours notice of ETA should be 
passed to Authority, cable address “Handelschefen Nuuk”. Radio 
beacon at Kookoerne. 

TUGS: 2 tugs available. 1 port boat to take lines and assist mooring. 
BERTHING: Larger vessels should contact Port Authority before 
approaching port at night-time. Atlantic Quay, length 170 m., has adepth 
alongside 7 m., approx. for the most Northerly 120 m., and between 
4.5m. —5m. at MLWS for the most Southerly 50 m. 

Vessels normally berth port side alongside. Mobile cranes capacity 
30 tons. 

Schooner Quay is 50 m. long, with a depth of 4.0 m., approx. Vessels 
normally berth bow Westward. 

On the Coastal Passenger Quay length 40 m., depth 5.4 m., vessels 
usually berth with bow to the North. 

There are several other small quays for the use of trawlers, and 
cutters, and a sand discharging berth length 30 m., depth 5 m. 
MEDICAL: Hospital, doctors and dentists available. 

TANKERS: Tankers can anchor and stern moor out from the gas 
installations, using an oil pipe-line connection. A mooring arrangement 
has been established for tankers of 25,000 — 30,000 d.w.t. below the 
tank and gas farm on the hillside. 

FRESH WATER: Available at all berths. 

FUEL: Small quantities gas-oil available at Atlantic Quay after receiving 
permission from Port Authority. 

REPAIRS: Slip for small vessels (40 tons) and minor repairs. Slip for 
vessels up to 1,860 tons, repairs possible for steel and wooden ships. 
AIRPORT: Runway 950 m. x 30m. 

GENERAL: Police, Fire Brigade, radar and radio technicians, radio 
station post, and cable office. 

AUTHORITY: Kalaallit Niuerfiat, Skibshavnen, Post Box 160, 3900 
Nuuk, Greenland. Te/: 23615, 25211. Telex: 90627. FAX: 24382. 
Cables: Handelchefen Nuuk. Contact: Knud E. Moller, Harbour Master. 


PAAMIUT (Frederikshab): 61.59.7 N. 49.40.8 W. 


(Also see ‘General Information” at beginning of Greenland Section) 
LOCATION: The port is in the inner part of a small bay. 
DESCRIPTION: Atlantic Quay; fishing quay; anchorage. 
CONDITIONS: (a) Current: none. (b) Ice: big ice reaches to the North 
of the port; smaller ice reaches the port especially to the North, but 
South of the port it is usually ice-free. The best period of finding the port 
ice-free is between March/April and the end of August. (c) Tide: height 
of average high water is 3.8 m., low water 2.0 m. (max. 2.4 m). 
PILOTAGE: Pilot should be requested in ETA cable via Nuuk Radio. 
Pilot will meet vessel at Satuarssugssuaq (Fyroen). 

ANCHORAGE: S.E. of Skarvo. Holding ground is not good and 
anchoring should be carried out at very slow speed and only in good 
weather conditions. 

MAX. SIZE: Length 100 m., draft about 6 m. 

ENTRY: Day or night. 


RADIO: Radio station Nuuk “OXI”. RDF station beacon East of the town. 


TUGS: None. Port boats assist in mooring. 

BERTHING: Atlantic Quay. Length 90 m., depth alongside at average 
low tide, 7 m., depth in harbour about 10 m. Cranes up to 5 tons capacity 
and fork-lifts trucks used in discharging. 

MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available alongside Atlantic Quay. 

FUEL: Refuelling quay, depth about 5 m., Gas-oil and diesel oil available 
for small vessels. 

REPAIRS: Workshop for repairs to wooden fishing vessels. Machine 
shop available. Slip for small vessels (250 tons). 

AIRPORT: Heliport. 

GENERAL: Police Station, Fire Brigade. 

AUTHORITY: Kalaallit Niuerfiat, Poul Ibsensvej 1, P.O.Box 222, 
DK3940 Paamiut, Greenland. Tel: 17244. Telex: 90503. 
Cables: Handelchefen Paamiut. Contact: Handelchefen. 


QAQORTOQ (Julianehab): 60.43 N. 46.02 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Port is an open bay, facing South with Atlantic Quay. 
CONDITIONS: (a) Current: flows N.W., but in Southern part of port from 
little current effect. (b) Tide: average height of high tide 2.8 m. (max. 
3.2 m.); low tide 1.4m. (c) Ice: drift ice between January and July 
occasionally fills whole port. (¢) Wind: the most frequent wind is from 
East or N.E., normally occurring as storms during Winter months and 
as strong winds in Summer. Winds can be violent and cause rapid rise 
in temperature. Very secure moorings are advisable. 

PILOTAGE: Port office is equipped with VHF which should always be 
used to contact Port Authorities before arrival, and to arrange Pilot's 
Peay, position. 

MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 110 m. 
and draft 7 m. 

ENTRY: Port open day and night normally throughout year. 

RADIO: Local radio station (call sign OXF). Radio beacon station at 
Simiutaq about 10 miles West of entrance to Julianehab Fjord. 

TUGS: None. Port boats take lines and assist mooring. 


682 


BERTHING: Atlantic Quay — length 60 m., depth alongside bety, 
7/9 m. on average high tide and 1 quay, length 60 m., depth alo; 
4.8 — 7.2 m. for small vessels. Height of quay is 1.3 m. above wil. Mg 
cranes, lifting capacity up to 5 tons. 

MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available from Atlantic Quay. 

FUEL: Gas-oil available at Atlantic Quay. 

REPAIRS: At repair quay there is a stationary crane lifting cap; 
35 tons. Slip for small vessels (250 tons) and minor repairs. Mag 
shop available. 

AIRPORT: Heliport. 

DEVELOPMENTS: The Atlantic Quay is to be extended by 40 m. 
Northerly direction in 1990/1991. 

AUTHORITY: Kalaallit Niuerfiat, Torvevej, 3920 Qagortog, Green| 
Tel: 38244. Telex: 90202. Cables: Handelchefen Qago 
Contact: Handelchefen. 


QEQERTARSUAQ (Godhavn): 69.14 N. 53.32 W. 
(See P| 


(Also see “General Information” at beginning of Greenland Sectio 
DESCRIPTION: Port consists of a mooring inside a bay and a1 
quay with depth 4 m. 

DAYLIGHT: Polar darkness from 25th November to 15th January, 
midnight sun between 19th May and 26th July. 

CONDITIONS: Ice: Winter ice is fast from November—December 
ond May or beginning of June. Thickest observed Winter ice is a 
100 cm. 

ENTRY: Day or night. Port is open from May to November. Bet 
mid-April until May the port can only be used by specialised tonne 
PILOTAGE: Boarding point arranged with Port Authority in ETA adv 
ANCHORAGE: Good anchorage in the bay — outer port. 

MAX. SIZE: Largest vessel to date length 100 m., draft 6.5 m. at. 
with length 60 m. and depth 4 m. 

RADIO: Extended from Aasiaat “OYR". RDF Station beacon. 
TUGS: None. Port boats assist with mooring. 

BERTHING: Quay length 12m. depth alongside 4.0m. at ML 
Vessel moors to 2 anchors and stern-lines to the shore. Mobile cr 
on shore capacity up to 5 tons. Depths in bay about 6.82 m. 
MEDICAL: Hospital. Doctors and dentist available. 

GENERAL: Arctic Scientific Station, Fire Brigade, Cable Office. 
AUTHORITY: Kalaallit Niuerfiat, Holten Mollersvej 3/C, | 
Qegertarsuaq, Greenland. Tel: 47244. Telex: 91401. FAX: 47 
Cables: Handelchefen Qegertarsuaq. Contact: Handelchefen. 


SISIMIUT (Holsteinsborg): 66.56 N. 53.40 W. 


(Also see “General Information” at beginning of Greenland Sectio 
LOCATION: Harbour is situated on Northern side of Tommermangé: 
CONDITIONS: (a) Tide: average height of high tide 3.5 m. (max. 4. 
low tide 2m. (b) Ice: Winter ice up to 1 m. thick. Ice normally o 
from December to March or April. 

ENTRY: Port open day and night, and normally all year round. 
PILOTAGE: Arrange with Authority through Aasiaat Radio, ‘ 
address ‘Director of Commerce Sisimiut’. Pilot meets vessel at Ja 
Skaer, 2 miles S.W. of Mollersoe. 

ANCHORAGE: Large vessels can anchor outside port and disch 
into barges. 

MAX. SIZE: Largest vessel that can berth alongside Atlantic ¢ 
length 136 m., breadth 20 m., draft 7.2 m. 

RADIO/VHF: Radio station extended from Aasiaat “OYR’. 
connection in Port Director's office. Radio technicians available, ‘ 
address “Polar Radio”. 

TUGS: None. Port boats take lines and assist mooring. 
BERTHING: Atlantic Quay, length 60 m., depth alongside 7.87 
average low water. Height of quay 2 m., above wil. If berth occu 
loading/discharging of larger vessels at anchorage with ba 
At Atlantic Quay there is a mobile crane with capacity of 10 tons 
forklift trucks. Belt conveyor for coal. 

Offshore Quay: Length 20 m. with depth of 6 m. at LW. 
MEDICAL: Hospital, doctors and dentists available. 

FRESH WATER: Obtainable at Atlantic Quay. 

REPAIRS: Slip for small vessels (250 tons). Repairs possible to wo 
ships. Machine shop available. 

AIRPORT: Heliport. 

GENERAL: Posi and cable offices. Telephones not normally ava 
for connection on board, but vessels at anchor can call Port Dire 
office on VHF during daytime. 

AUTHORITY: Kalaallit Niuerfiat, Frederiks den 9 Plads |, 3911 Sis! 
Greenland. Tel: 14044. Telex: 90805. Cables: Handelchefen Sis! 
FAX: 14981. Contact: Handelchefen. 


Ce 


Grenada 


st. GEORGE'S: 12.02 N. 61.46 W. 


pocUMENTS: 
oot Authority: Arrival Report (Ship's Particulars). 
vegith Authority: Health Declaration, 1 Crew List. 
| ~jstoms: Passenger List, Clearance from last port. 
: immigration: 2 Crew Lists, 2 Passenger Lists. 
pLOTAGE: Compulsory for anchoring and berthing for vessels over 
| mog.tt. Notice must be given before 1500 hrs. for vessels requiring 
serthing between 1600 hrs. and 0800 hrs. the following day. 
“pilot boards at Pilot Station 0.5 miles N.W. of the red flashing buoy. 
: ANCHORAGE: Vessels anchor in position 12° 03.3’ N., 61° 46’ W. or 
ss designated by the Pilot/Port Authority. 
RESTRICTIONS: Vessels are normally berthed between 0500 hrs. and 
2300 hrs. Berthing and unberthing may be done in certain circumstances 
outside of the above hours. 
WAX. SIZE: Single screw vessels up to 600 ft. LOA, approximately, 
depending on type and machinery equipment of the vessel, this size 
nay be increased. Max. draft 28 ft. 
VHF: 25 Watt base station — Grenada Ports Control (J3YA) Channels 6, 
4, 12, 13, 16, 22A, 26, 68. Hours: 0800 — 1600 hrs., Monday to Friday. 
Mobile station(J3YA) 5 Watt, Channels 6, 11, 12, 16, 22A. Hours 
fexible but mainly limited from 0600 to 2200 hrs. Monitors Channel 16. 
St. Georges Pilot (J3YB) Channels 6, 11, 12, 13, 16 and 22. 
_ TUGS: Not available. 
BERTHING: Length of berth 800 ft. Depth alongside 30 ft. (minimum). 


(See Plan) 


_ Berth owned by the Grenada Port Authority. 

Berthing in hours of darkness is carried out if advice received before 

_ 4500 hrs. Palletised and container cargoes are loaded and unloaded by 
ship Ss gear. 

CRANES: 1x8 ton crane stationed at the port. A 35 ton crane is 

available on request from Central Garage. 

_ STEVEDORES: Available. 

MEDICAL: Doctor and general hospital available. 

TANKERS: A tanker berth exists at the bulk storage terminal at Grand 
Mal, approximately 1.5 miles North of St. George's. Another terminal, 
Queens Park Terminal, exists 100 yards South of Green Bridge at the 
Northern limit of the town of St. George’s. A minimum depth of 26 ft. 
exists between the mooring buoys at this Terminal. 

Due to shallows, manoeuvring in the area of the Grand Mal Terminal 
s difficult and is not carried out during the hours of darkness. It is also 
not recommended to attempt berthing at the Queens Park Terminal 
during the hours of darkness due to lack of navigation ranges. 

FRESH WATER: Available at an approximate cost of U.S.$5.0 per ton. 
| Rate 10 t.p.h. (approx.). 

FUEL: This can be arranged with sufficient notice (not less than 
24hours). Grade — Gas Oil 45 Cetane. Minimum supply 300 gallons. 
SURVEYORS: Michael Forshaw and Alan C. Hoaber, Windward Island 
Surveys, Tel: 440-2881 and 440-2444 respectively. Both act for Panama 
Bureau of Shipping. 

AIRPORT: Air services provided by Leeward Island Air Transport (LIAT), 
British West Indian Airways (BWIA) and British Airways(BA). Daily flights 
oy LIAT and BWIA and once per week by BA. 

HOLIDAYS: New Year's Day, Corpus Christi, Independence Day 
(February 7th), Good Friday, Easter Monday, Labour Day (May 1st), 
Whit Monday, August Bank Holiday (Monday and Tuesday), Christmas 
Day, Boxing Day. 

TELEPHONES: Dock side telephone available on request from Grenada 
Telephone Company. 

GENERAL: Charts: B.A. Chart No. 2830. 


SHIPMASTER’S REPORT: December 1989. 
Charts: BA. Charts No. 2830 and 2821. 
Serths: Texaco and Shell Oil Terminals. 
Documents: 

2 copies Crew Manifest. 

2 copies Bonded Stores List. 

6 copies Crew List. 

3 copies Cargo Manifest. 

| copy Maritime Declaration of Health. 

The port officials and the Pilot boarded off Fort St. George and leave 
the Vessel at the berth. Ship's own forms are accepted. We tried to 
dblain Grenada forms for next visit but these were not available. The 
bond was not sealed. 

llotage: Pilotage is compulsory for berthing at all berths and all oil 
praia Vessels are allowed to unberth from the oil moorings without 

ilot. 

Pilotage normally available between 0600 hrs. and 2000 hrs., however 
He Pilot will berth vessels at night at Grand Mal and Kings Bay by 
Special arrangement, in which case an early booking should be made 
ough the Agent in order to avoid delays. The Pilot boards off Fort 

!. George or at Fort St. George Anchorage, from a launch with a black 
‘ull and white superstructure. 
inchorage: Vessels anchor off Fort St. George in a depth of 5 — 7 
athoms with Fort St. George bearing 118° at a distance of 0.5 miles. 
here is often a large swell in this area. 

“proaches: There is a shoal patch of 8.0m. at low water on the 
hight to the Grand Mal moorings in position Lat. 12° 04.4’ N., Long. 
; 45.2 W. (See “Plan’”). 

Max. Size: 
»orand Mal Mooring: Max. LOA 300 ft. Max. draft 22 ft. The depth at 

“mooring is 24.0 m. 

Serthing: 

norand Mal: At Grand Mal, vessels with cargo for Shell and Texaco 
ten using the port anchor and stern lines to 2 mooring buoys. When 
pnd Y€ssel is in the correct position she will be equidistant between white 

‘arker buoys on the port beam and the starboard beam. When moored, 


GRENADA 


the vessel had 4 shackles out on the port anchor and the ship's head 
was 250°. In this position the port quarter buoy is abeam of the stern 
and the starboard quarter buoy is astern of the vessel, both buoys being 
15 m. from the stern. 

It is recommended that the vessel is heaved into position as close to 
the buoys as possible in order to reduce the length of hose required to 
reach the ship. The shore connection is approximately 210 m. from the 
stern. 

A blue hulled boat with a powerful outboard assists with mooring and 
when not in use is normally secured at the Texaco landing stage. 

Kings Bay: Shell operate a terminal at Kings Bay. The mooring 
consists of 2 stern mooring buoys. The mooring is just South of 
St. John's River and has a minimum depth of 6 fathoms. Ship's hoses 
are used at this terminal. 

Loading: 

Grand Mal: Texaco have facilities for LPG and white oils. The Texaco 
LPG capacity at Grand Mal is 100 tonnes in 4 tanks (2 x 694 bbls. and 
2 x 534 bbls.). There are also tanks for propane (100 tonnes) and butane 
(116 tonnes). Gas oil, kerosene, aviation jet fuel and motor spirit are 
also handled. 

Shell handle white oils but have no facilities for LPG. 

Kings Bay: Used by Shell for the handling of white oils only. 

Hoses: There is one undersea hose for LPG. The undersea hose for 
white oils at Grand Mal Bay is not used. 

The ship's hose, with a length of 280 m. is run ashore to the connection 
between the Texaco and Shell facilities. 

For communications whilst loading, Texaco use Channel 12 and Shell 
use Channel 9. 

The rate of discharge for products is governed by the maximum rate 
possible for the ship’s hoses. 

General: The boatman was very helpful with running of stores and 
personnel from ship to shore. 

Most U.S. and European food products and goods are obtainable. 

The Airport (St. George's Pearls) at Saline Point, on the South West 
tip of the island, handles both international and inter-island traffic. 


SHIPMASTER’S REPORT: March 1990. 

Berth: Shell Oil Offshore mooring at Queen's Park, St. George's. 
Chart: British Admiralty Chart No. 2830. 

Pilotage: Compulsory. Pilot boards off St. George’s and is available 
during daylight hours only. If the conditions are good and the vessel is 
a regular trader, night time berthing may be considered. 

If vessel shifts from Grand Mal to Queen's Park or vice-versa a pilot 
is required by legal by-laws. 

Mooring: The mooring is located in position Lat. 12° 03.48’ N., Long. 
61° 45.43’ W., off the entrance to St. John’s River. 

The vessel moors to 2 buoys aft and uses the vessel's starboard 
anchor with 4 shackles in the water. The vessel should be as close as 
possible to the port quarter buoy (South buoy) as there is less water 
near the starboard quarter buoy on account of silt from the river. The 
depth of the water at the stern is approximately 6.5 m. 

The vessel sends a line to each buoy but if a heavy swell is running 

an additional line may be required to each buoy. 
Cargo Operations: The mooring is used exclusively by Shell to supply 
gas oil to the Power Station, which is located in position Lat. 12° 03.9’ N., 
Long. 61° 45.2’ W. The connection is on the road side just North of the 
river mouth near the road bridge. The ship's floating hose is used to 
make connection and the pumping rate is approximately 650 bbl./hr. 
The capacity of the tanks at the Power Station is 6,000 bbls. 

lf VHF Channel 9 is not available on the ship, vessel is to land 2 sets 
of walkie-talkies for communications whilst discharging. One set is used 
at the road side connection and the other at the Power Station. 

A representative of Shell boards at commencement and completion 
of operations. 

Launch: Shell have their own safety launch which also serves Shell at 
Grand Mal. The launch acts as a mooring boat and will run crew to the 
nearest point ashore but will not run crew into town. 


AUTHORITY: Grenada Ports Authority, Carenage, St. Georges, 
Grenada, West Indies. Tel: 440-3439 440-3013, 440-3015. Telex: 2132 
Min. Cables: Grenada Port Authority. FAX: 440-4100. Contact: Michael 
T. Forshaw, General Manager. A. Phillip, Port Manager. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler 


POLICE/AMBULANCE/FIRE: Police tel. Nuuk 21448. 

TELEPHONES: Not available on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Bunker station closes for arrivals between 2200 hrs. and 
0600 hrs. local time. 

GENERAL: Bunker station open all year; during Winter-time sometimes 
difficulties caused by ice. 

AUTHORITY: Kalaallit Niuerfiat, Polaroil, 3900 Nuuk, Greenland. 
Tel: 22527. Cables: Polaroil. Contact: Kalaallit Niuerfiat, Nuuk. 


ILULISSAT (Jakobshavn): 69.13 N. 51.06 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Port is a narrow open bay, entrance to the N.W., having 
outer port and inner port. In outer port is Atlantic Quay and bunkering 
station, and inner port has another quay and a fishing harbour. 
CONDITIONS: (a) Tide: height of average high tide 2.8 m. (max. 3.3 m.) 
low tide 1.6 m. 

(b) Wind: usually East to N.E. In Autumn winds are strong especially in 
the morning. 

(c) Ice: impression can be gained when approaching port that port is 
closed due to icebergs. On closer approach channels between icebergs 
will be found but if these openings appear too narrow a wider passage 
should always be found to the North. 

(d) “Kanele”: a natural phenomenon that occurs at this port causing 
regular and heavy swell, height up to 2 m. Wave characteristic, long and 
flat, frequency about 6 minutes. Pilot should be consulted for full 
information. 

ENTRY: Port usually open day and night, from mid May to end 
November. 

DAYLIGHT: Polar darkness between 1st December and 12th January 
and midnight sun between 21st May and 24th July. 

PILOTAGE: A local Pilot (Kendtmand) should always be used by larger 
vessels and request made to Port Authority in ETA cable. Pilot boarding 
place to be agreed with Authority. 

MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 100 m., 
draft 6.8 m. 

RADIO: Aasiaat Radio, call sign “OYR”. 

TUGS: None. Port boats take lines and assist mooring. 

BERTHING: Outer port depth 6.5/7 m., inner port 5.5/6 m. Atlantic Quay 
length 100 m. Depth alongside Atlantic Quay 8 m. at average low tide. 
Height of quay about 1.1 m. above w/|. Permission to enter port should 
be obtained prior arrival from Port Authority. Mobile crane capacity 
10 tons, also fork-lift trucks. 

MEDICAL: Hospital, doctors and dentists available. 

FRESH WATER: Obtainable alongside Atlantic Quay. 

AIRPORT: STOL airstrip available for internal flights. 

REPAIRS: Machine workshop. Crane for lifting small vessels, capacity 
50 tons. 

GENERAL: Police, Fire Brigade, Port and cable office. 

AUTHORITY: Kalaallit Niuerfiat, Noah Molgaardsvey, 3952 Ilulissat, 
Greenland. Tel: 43244. Telex: 91204. Cables: Handelchefen Ilulissat. 
Contact: Handelchefen. 


IVIGTUT: 61.12 N. 48.10 W. 
Mining in the area has stopped. The Port has closed down and 
the settlement has been abandoned. 


(Also see “General Information” at beginning of Greenland Section) 

CONDITIONS: (a) Current: strongest about 3 hours before and 3 hours 
after high water, and vessels arriving and sailing should take this into 
consideration. (6) Tide: height of average high tide 3 m. (max. 3.4.m.), 
low tide 1.6 m. (c) Wind: calm for about half the year otherwise winds 
are usually from South or S.E. The dangerous winds for moored ships 
are the infrequent storms from North or N.E.; these storms seldom occur 
but if they do occur they do so in the Autumn. (d) Ice: Winter ice usually 
occurs from December onwards in the fjord outside Ivigtut and 
disappears in the beginning of April. Outside Ivigtut Winter ice always 
occurs, sometimes reaching a thickness of about 1m. Information 
goigemina ice conditions always obtainable on telegraphic request to 

L 


ENTRY: Day and night and usually all year round. 

PILOTAGE: No official Pilot but an acting Pilot can be arranged through 

connection with Port Authority at least 24 hours prior arrival. 

MAX. SIZE: Largest vessel to have berthed at Pier was length 102 m., 

breadth 14 m., draft 6.2 m. 

RADIO: Qagortog Radio “OXF” or Gronnedal Radio “OVC”. 

VHF: Gronnedal Radio listens on VHF 24 hours. 

TUGS: None. Motor-boat will assist mooring. 

BERTHING: Depth alongside about 7 m. height of pier about 2 m. above 

wil. Berthing during daylight only. Kryolit not exported from mid- 

December to end March. Crane capacity 3 tons. 

Note: Kryolitselskabet Oresund A/S ceased operating at the port in 

December 1987. 

FRESH WATER: Available. 

FUEL: Deliveries of small quantities of gas-oil for local vessels only. 

REPAIRS: No facilities. 

MEDICAL: Hospital in Ivigtut, but doctors and dentists are in Gronnedal. 

ae Hjemmestyret for Groniand, P.O.Box 1015, 3900 Nuuk, 
reenland. 
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KANGERLUSSUAQ (Sondre Stromfjord): 
66.58 N. 50.57 W. 


' 
(Also see “General Information” at beginning of Greenland Section) ' 
DESCRIPTION: Port is used for the supply of an American base 
for air communication to Copenhagen. Port has a quay and a “a 
terminal for tankers. / 
DAYLIGHT: Camp Lloyd is situated South of the border for Pog 
darkness but has a midnight sun from 15th June to 1st July. 
CONDITIONS: (a) Current: the current at entrance and at the West» 
Sondre Stromfjord is N.E. at flood tide, and S.W. at ebb tide, and c» 
reach a speed of 7 knots. (b) Tide: high water at Camp Lloyd is abo, 

3 hours later than at the entrance of Sondre Stromfjord. Height ; 
average high tide 3 m. (max. 3.6 m.). Low tide 1.6 m. (c) Ice: Sonds 
Stromfjord is frozen during winter throughout whole of inner harboy 
but about 55 miles from Camp Lloyd, ice thickness varies from 5 cm . 

90 cm. (d) Winds: strong winds can occur from East and S.E. 
ENTRY: On account of ice, the fjord is closed from beginning » 
December to end-June, but can be used day or night from beginning» 
July to end-October. 

PILOTAGE: No authorised Pilot, but Harbour Master will assist berthin 
ANCHORAGES: Good anchorages about 2 miles S.E. of Emmons Pyr 

in depth of about 40 m. Great care should be taken in anchoring, sing 
sea bottom is shelving. 

RADIO: ETA should be given well in advance of arrival to the Roya 
Greenlandic Commercial Representative and also to the Port Authority 
The arrival should be reported at least 24 hours in advance throug 
GLK. The Harbour Master can be contacted on 2716 kHz and th 
contact should be established at least 1 hour before vessels arrival 
BERTHING: (a) A quay which is located North of Emmons Pynt, dept 
alongside only 3m. (6) Tanker sea terminal about 700 m. S.SE ¢ 
Emmons Pynt where there is mooring with discharge lines. Depth ¢ 
water 24 m. — 26 m. on the South side of the mooring position; 15» 

at the mooring, and 10m. on Northern side of mooring with rap: 
shelving to the North. 

The Port Authorities should be contacted before mooring at the se 
terminal. There are mobile cranes with lifting capacity up to 5 tons, ay 
fork-lift trucks. 

MEDICAL: Hospital, doctor and dentist available. 

AIRPORT: Heliport and airstrip. 

REGULATIONS: Camp Lloyd is an American Defence Area and enty 
is restricted. American supply ships have preference in mooring at @ 
installations. 

AUTHORITY: U.S. Air Force, 3910 Kangerlussuag, Greenlan 
Tel: 11153. 


MANIITSOQ (Sukkertoppen): 65.25 N. 52.54 W. 


(Also see “General Information” at beginning of Greenland Section) 
LOCATION: Harbour situated on S.E. side of Maniitsoq Island, and ha 
Atlantic Quay. 

CONDITIONS: (a) Tide: height of average high water 4.2 m. (mai 
4.8 m.), low water 2m. (6) Ice: Winter ice occurs from December * 
April. (c) Wind: advisable not to enter harbour area if winds are strom 
Most obstructive winds are storms from South or S.W. 

ENTRY: Port open day and night, normally all year round. 
PILOTAGE: Pilot is arranged by cable to Nuuk Radio when giving ETA 
which should be sent well in advance. Pilot will meet vessel as arrange’ 
outside the harbour, or at Faltings Skoer. 

MAX. SIZE: Largest vessel that can berth at Atlantic Quay is Jeng? 
100 m., draft 6 m. Vessels up to 4,000 tons have used the port. 
RADIO: Extended from Nuuk “OXI”. 

TUGS: None. Port motor-boats assist mooring. 

BERTHING: Depth in harbour is about 27 m. and alongside Atlante 
Quay. Length 60 m. with depth of about 8.2 m. Height of quay is abo 
2m. above w/l. Cranes up to 5 tons capacity and fork-lift trucks. 
MEDICAL: Hospitals, doctors and dentist available. 

FRESH WATER: Available at quay. 

REPAIRS: Repair workshop for repairs to wooden fishing vesse® 
Machine shop available. Slip for small vessels (225 tons). 
AIRPORT: Heliport. 

GENERAL: Telex, telephones, Police, Fire Brigade. 

AUTHORITY: Kalaallit Niuerfiat, A. W. Nielsensvej, 3912 Maniitse 
Greenland. Tel: 13244. Telex: 90701. Cables: Handelchefen Manilitse 
Contact: Handelchefen. 


MARMORILIK: 71.07 N. 51.17 W. (See Plat 
The mining operations will close down in December 1990. 


DOCUMENTS: 

International Load Line Certificate. 

Safety Raid Certificate. £ 
PILOTAGE: Optional for coastal vessels entering Davis Strait. Age™ 
are to make arrangements if Pilot required. ; 
GENERAL DESCRIPTION: The berth is located at the North endo! ™ 
West side of Agfardlikavsa Fjord. 

Agfardlikavsa Fjord, West Greenland, (entrance approximal® 
Lat. 71° 08’ N., Long. 51° 18’ W.) is located at the end of the lay 
Qaumarujuk Fjord. 


- 


Qaumarujuk Fjord, the Northeastern arm of Ingnerit, has its entrance 
n Qegertanguit and the Western extremity of Akuliarusikavsak, 
aainiand projection about 2.5 nautical miles S.E. Ingnerit is one of 
ph largest of the branch fjords and flows into Umanak Fjord. It is entered 
n Tuperssuatsiait, the S.E. extremity of the Alfred Wegener 
peninsula, and Akuliaruseq, a point about 4 miles S.S.E. The waters of 
ine Umanak Fjord flow into the Nordost Bay. : 
The Agfardlikavsa Fjord is separated from the Qaumarujuk Fjord by 
; shallow, narrow bar. Depth at the centre of the sill is approximately 


*nere is a considerable surface water run-off along the Fjord walls 
aduding occasional rock slides. The bottom of the Fjord is filled with 
sto 6 ft. of fine silty material. ; 

* Marmorilik (Lat. 71° 08’ N., Long. 51° 18’ W.) lies on the S.E. side of 
the Qaumarujuk Fjord at the Western entrance point of the Agfardlikavsa 


~ larger fjords and Nordost Bay are encumbered with islets and 
socks requiring extreme care in navigation. In particular, a shoal is known 
exist some 350 m. N.W. of Marmorilik Point and extra care is required 
a this vicinity. 

1984 “i upstanding rock, 4.0 m. below sea level, was discovered 
n position 71° 07' 44" N., 51° 16’ 40” W. { 
ANCHORAGE: There is an anchorage at Agfordlikowsa in depths of 
29m. to 35 m. Tankers can anchor near the berth in depths of 24 m. to 
50 m., but must be aware of an unmarked 6 m. shoal about 300° True, 
and 375 m. (approx.) from the discharge point. 

MAX. SIZE: Max. d.w.t. 65,000 (Panamax). Min. depth alongside ore 
ieminal is 12.5 m. at LW. 

RADIO: Egedesminde Radio. 

VHF: Ship-to-shore communications will be maintained using VHF 
Channel 16. 

information on ice conditions in the fjord can be obtained from shore 
gersonnel. During loading operations, Greenex will supply the vessel 
wth 2 portable radio transceivers for communications between the 
carrier and the loading control station. 

TUGS: 1 tug available, 3,700 h.p. The tug will assist with berthing and 
unberthing if required, and will break up any thin ice in the vicinity of the 
perth and entrance to the fjord. 

BERTHING: The Marine Terminal is used for loading ore carriers up to 
65,000 d.w.t. The berth consists of 4 breasting dolphins with bollards 
‘or springs and breast-lines. On the shore are 7 bollards for head and 
stem lines spread over a distance of 366 m. The min. depth of water 
alongside is 12.5 m. at LW. 

Vessels normally berth port-side alongside and use the starboard 
anchor to assist in berthing. No. 1 hatch is lined up under the loader as 
tis the first hatch to be loaded. 

initially the headlines go to the Northernmost dolphin and stern lines 
fo the Southernmost bollard on the shore. 
loading: Zinc and lead are loaded with a luffing and slewing ship-loader. 
The ship-loader is fitted with a 20 ft. conveyor to distribute the cargo in 
the hold. Communication is maintained between the vessel and control 
oom by portable radios. The average loading rate is 500 metric t.p.h. 

Notice of Readiness will not be accepted at time of arrival at the dock 
unless the vessel is in all respects ready to load. 

General Cargo: Unloaded into barges with vessel's gear and towed 
ashore to a separate lightering dock located about 500 m. N.E. of the 
ore terminal. 

MEDICAL: Emergency medical and dental treatment can be arranged 
and should, when possible, be requested by the vessel's Master in his 
ETA message to the mine site office. 

TANKERS: Diesel fuel oil and turbo-fuel are stored in a tank farm located 
on-shore about 500 m. West of the point at Marmorilik on Qaumarujuk 
Ford, at an elevation of 50 m. 

Vessels usually berth using both anchors, 5 shackles on the port 
anchor, and about 4.5 shackles on the starboard anchor, using a heavy 
chain from the stern to the S.E. point of the oil installation. The chain is 
available from the shore. Tankers can also moor to the N.N.W. of the 
ol installation, but must remain outside the 6 m. line. 

The tanker hoses are connected to an 8 in. flange connection for 
diesel oil or a 4 in. hose adaptor with dust-cap for turbo-fuel. The static 
nead on the lines is about 70 m. when the tanks are full. An anti-static 
cable is provided. 

On the shore, there are 2x50 ton bollards and 1x20 ton stock. 
No breasting or mooring dolphins are provided. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities. 

TIME: Standard time is GMT minus 3 hours. 

GENERAL: Repairs: While alongside the dock, no repairs are to be 

undertaken that will prevent the main propulsion machinery from being 

activated at very short notice. 

Yessel's Whistle: The vessel's whistle shall be operational during 

pera One long blast on the whistle means “Emergency — stop 
ions”. 

AUTHORITY: Greenex A/S, 3963 Marmorilik, Greenland. Tel: 009-299- 

$8311/48360. Telex: 91500 Gxmar GD. FAX: 009-299-48385. 

vontact: Benny Gregersen, Service Manager. 
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NARSSARSSUAGQ (Isrecognosceringsstation): 
61.08 N. 45.26 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Ice outlook station, with quay. 
CONDITIONS: (a) Current: occasional strong N.W. current. 
(b) Tide: average height of HW 3 m. (max. 3.6 m.) LW 1.6 m. 
(c) Wind: S.E. wind sometimes reaches typhoon strength. 
(d) Ice: in Winter ice thickness sometimes reaches 1 m. Ice breaker 
not available. 
PILOTAGE: Not available. Base representative should be advised of 
ETA well in advance of arrival. 
MAX. SIZE: Largest vessel to berth at quay was length 130 m., 
draft 8 m. 
ENTRY: Open season from mid-May to mid-October. During season, 
port open day and night. 
RADIO: Qaqortog Radio “OXF”. 
VHF: Extended from Qaqortoq. 
TUGS: None. 
BERTHING: Quay length 140 m., depth alongside (West) 6 m.— 11m. 
(East) 5m. — 8 m. Height of pier 2 m. above wil. 2 vessels may berth, 
1 on either side of quay. Heavy mooring equipment on the quay, and 
should be used by larger vessels. Mobile cranes capacity up to 4 tons, 
and fork-lift trucks. 
FRESH WATER: Obtainable at quay, about 80 tons per single off-take. 
AIRPORT: Landing-strip for aircraft. Ice station usually uses Twin Otter 
aircraft and S61 Helicopter. 
AUTHORITY: Greenland Homerule, Box 1015, 3900 Nuuk. Te/: 2-3000. 
Station Manager, 3926 Narssarssuaq, Greenland. Te/: 35266. 


NORTH STAR BUGT (Thule Air Force Base): 
76.36 N. 68.52 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Supply port for the Thule Air Force Base. Port is 
operated by and belongs to the U.S. Air Force. 

DAYLIGHT: Polar darkness from 1st November to 10th February and 
midnight sun from 23rd April to 20th August. 

CONDITIONS: (a) Ice: port is frozen over from end October to beginning 
July. From beginning of November, large areas of compact ice appear, 
and these can sometimes be up to 20 miles wide. During May, compact 
ice areas commence breaking up; however, large quantities of drift ice 
remain along the coast until end July. Winter ice is normally about 
180 cm. thick. (b) Temperature: in January and February average 
temperature is 29° below zero. In June, July and August, average 
temperature is usually above freezing-point, but for the rest of the year 
it is below freezing. (c) Tide: mean Spring tide is 3m. (max. 3.4 m.). 
Mean neaptide 1.7 m. 

ENTRY: Normally, port is open early July depending upon ice situation. 
PILOTAGE: No authorised Pilot, but American Port Authority assists in 
mooring and should be advised of ETA well in advance. 
ANCHORAGE: Good holding ground in depth between 20 m. and 40 m., 
but anchoring should only be carried out following advice of Port 
Authority. 

MAX. SIZE: Largest vessel to berth alongside quay was length 130 m., 
and draft 7 m. 

MEDICAL: Hospital, doctor and dentist available. 

TUGS: None. Port boats assist mooring. 

BERTHING: 2 vessels may berth at the quay. Depth alongside about 
7 m. Height of pier about 2 m. above MHW. Mobile cranes and forklift 
trucks; however, equipment varies from year to year and Port Authorities 
should be contacted well in advance. 3 amphibious craft for vessels 
discharging in the roadstead. 

FRESH WATER: Available alongside quay. 

AIRPORT: Two rescue helicopters stationed at this base. 
REGULATIONS: The area is a Military Defence area and special 
permission is necessary to enter the port. Shore leave is prohibited. 
AUTHORITY: U.S. Air Force, North Star Bugt, Greenland. Te/: 50091. 


NUUK (Godthab): 64.10 N. 51.44 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Narrow entry to port, but well protected, with good 
modern berths and anchorages. 

CONDITIONS: (a) Current: sometimes strong between anchorage and 
the berths. (b) Ice: only very occasional large quantities of ice reach the 
port and into the fjord. If ice in area South of Nuuk, S.W. storms force 
drift ice into the fjord. In recent years the port has begun to freeze over 
in Winter, and small vessels have at times become icebound. (c) Wind: 
S. and S.W. storms spring up suddenly but only last for brief periods. 
(d) Tide: height of high water 4.4 m. (max. 5.1 m.); low water 2.1 m. 
ENTRY: Port open day and night all year round. 

DAYLIGHT: Nuuk situated South of the border for midnight sun and 
Polar darkness. 

PILOTAGE: Port Manager normally acts as Pilot for ships, but is not an 
authorised Pilot. Pilotage may be arranged by VHF contact with Authority 
during normal working hours with 24 hours notice. 

ANCHORAGES: Good anchorages available inside fjord. Larger 
vessels should anchor close to Rypeo and in Malene Bugt. 
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MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 135 m., 
breadth 17 m., and draft 7 m. 

RADIO: Local radio station “OXI!". 24 hours notice of ETA should be 
passed to Authority, cable address “Handelschefen Nuuk”. Radio 
beacon at Kookoerne. 

TUGS: 2 tugs available. 1 port boat to take lines and assist mooring. 
BERTHING: Larger vessels should contact Port Authority before 
approaching port at night-time. Atlantic Quay, length 170 m., has a depth 
alongside 7 m., approx. for the most Northerly 120 m., and between 
4.5m. —5m. at MLWS for the most Southerly 50 m. 

Vessels normally berth port side alongside. Mobile cranes capacity 
30 tons. 

Schooner Quay is 50 m. long, with a depth of 4.0 m., approx. Vessels 
normally berth bow Westward. 

On the Coastal Passenger Quay length 40 m., depth 5.4 m., vessels 
usually berth with bow to the North. 

There are several other small quays for the use of trawlers, and 
cutters, and a sand discharging berth length 30 m., depth 5 m. 
MEDICAL: Hospital, doctors and dentists available. 

TANKERS: Tankers can anchor and stern moor out from the gas 
installations, using an oil pipe-line connection. A mooring arrangement 
has been established for tankers of 25,000 — 30,000 d.w.t. below the 
tank and gas farm on the hillside. 

FRESH WATER: Available at all berths. 

FUEL: Small quantities gas-oil available at Atlantic Quay after receiving 
permission from Port Authority. 

REPAIRS: Slip for small vessels (40 tons) and minor repairs. Slip for 
vessels up to 1,860 tons, repairs possible for steel and wooden ships. 
AIRPORT: Runway 950 m. x 30 m. 

GENERAL: Police, Fire Brigade, radar and radio technicians, radio 
station post, and cable office. 

AUTHORITY: Kalaallit Niuerfiat, Skibshavnen, Post Box 160, 3900 
Nuuk, Greenland. Tel: 23615, 25211. Telex: 90627. FAX: 24382. 
Cables: Handelchefen Nuuk. Contact: Knud E. Moller, Harbour Master. 


PAAMIUT (Frederikshab): 61.59.7 N. 49.40.8 W. 


(Also see “General Information” at beginning of Greenland Section) 
LOCATION: The port is in the inner part of a small bay. 
DESCRIPTION: Atlantic Quay; fishing quay; anchorage. 
CONDITIONS: (a) Current: none. (b) Ice: big ice reaches to the North 
of the port; smaller ice reaches the port especially to the North, but 
South of the port it is usually ice-free. The best period of finding the port 
ice-free is between March/April and the end of August. (c) Tide: height 
of average high water is 3.8 m., low water 2.0 m. (max. 2.4 m). 
PILOTAGE: Pilot should be requested in ETA cable via Nuuk Radio. 
Pilot will meet vessel at Satuarssugssuaq (Fyroen). 

ANCHORAGE: S.E. of Skarvo. Holding ground is not good and 
anchoring should be carried out at very slow speed and only in good 
weather conditions. 

MAX. SIZE: Length 100 m., draft about 6 m. 

ENTRY: Day or night. 


RADIO: Radio station Nuuk “OXI”. RDF station beacon East of the town. 


TUGS: None. Port boats assist in mooring. 

BERTHING: Atlantic Quay. Length 90 m., depth alongside at average 
low tide, 7 m., depth in harbour about 10 m. Cranes up to 5 tons capacity 
and fork-lifts trucks used in discharging. 

MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available alongside Atlantic Quay. 

FUEL: Refuelling quay, depth about 5 m., Gas-oil and diesel oil available 
for small vessels. 

REPAIRS: Workshop for repairs to wooden fishing vessels. Machine 
shop available. Slip for small vessels (250 tons). 

AIRPORT: Heliport. 

GENERAL: Police Station, Fire Brigade. 

AUTHORITY: Kalaallit Niuerfiat, Poul Ibsensvej 1, P.O.Box 222, 
DK3940 Paamiut, Greenland. Tel: 17244. Telex: 90503. 
Cables: Handelchefen Paamiut. Contact: Handelchefen. 


QAQORTOQ (Julianehab): 60.43 N. 46.02 W. 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Port is an open bay, facing South with Atlantic Quay. 
CONDITIONS: (a) Current: flows N.W., but in Southern part of port from 
little current effect. (b) Tide: average height of high tide 2.8 m. (max. 
3.2 m.); low tide 1.4m. (c) Ice: drift ice between January and July 
occasionally fills whole port. (d) Wind: the most frequent wind is from 
East or N.E., normally occurring as storms during Winter months and 
as strong winds in Summer. Winds can be violent and cause rapid rise 
in temperature. Very secure moorings are advisable. 

PILOTAGE: Port office is equipped with VHF which should always be 
used to contact Port Authorities before arrival, and to arrange Pilot's 
boarding position. 

MAX. SIZE: Largest vessel to berth at Atlantic Quay was length 110 m. 
and draft 7 m. 

ENTRY: Port open day and night normally throughout year. 

RADIO: Local radio station (call sign OXF). Radio beacon station at 
Simiutaq about 10 miles West of entrance to Julianehab Fjord. 

TUGS: None. Port boats take lines and assist mooring. 
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BERTHING: Atlantic Quay — length 60 m., depth alongside bet. 
7/9 m. on average high tide and 1 quay, length 60 m., depth along 
4.8—7.2 m. for small vessels. Height of quay is 1.3 m. above wil. My 
cranes, lifting capacity up to 5 tons. 

MEDICAL: Hospital, doctor and dentist available. 

FRESH WATER: Available from Atlantic Quay. 

FUEL: Gas-oil available at Atlantic Quay. 

REPAIRS: At repair quay there is a stationary crane lifting cape 
35 tons. Slip for small vessels (250 tons) and minor repairs. Macy 
shop available. 

AIRPORT: Heliport. 

DEVELOPMENTS: The Atlantic Quay is to be extended by 40m; 
Northerly direction in 1990/1991. 

AUTHORITY: Kalaallit Niuerfiat, Torvevej, 3920 Qagortoq, Greens 
Tel: 38244. Telex: 90202. Cables: Handelchefen Qaqon 
Contact: Handelchefen. 


QEQERTARSUAQ (Godhavn): 69.14 N. 53.32 W. 
(See Plz 


(Also see “General Information” at beginning of Greenland Section) 
DESCRIPTION: Port consists of a mooring inside a bay and a 12 
quay with depth 4 m. 

DAYLIGHT: Polar darkness from 25th November to 15th January, e 
midnight sun between 19th May and 26th July. 

CONDITIONS: Ice: Winter ice is fast from November—December 
end May or beginning of June. Thickest observed Winter ice is abo 
100 cm. 

ENTRY: Day or night. Port is open from May to November. Betws 
mid-April until May the port can only be used by specialised tonnag 
PILOTAGE: Boarding point arranged with Port Authority in ETA advice 
ANCHORAGE: Good anchorage in the bay — outer port. 

MAX. SIZE: Largest vessel to date length 100 m., draft 6.5 m. at qa 
with length 60 m. and depth 4 m. 

RADIO: Extended from Aasiaat “OYR”. RDF Station beacon. 
TUGS: None. Port boats assist with mooring. 

BERTHING: Quay length 12m. depth alongside 4.0m. at MLW 
Vessel moors to 2 anchors and stern-lines to the shore. Mobile cra 
on shore capacity up to 5 tons. Depths in bay about 6.82 m. 
MEDICAL: Hospital. Doctors and dentist available. 

GENERAL: Arctic Scientific Station, Fire Brigade, Cable Office. 
AUTHORITY: Kalaallit  Niuerfiat, Holten Mollersvej 3/C, 3 
Qegertarsuaq, Greenland. Tel: 47244. Telex: 91401. FAX: 474 
Cables: Handelchefen Qegertarsuaq. Contact: Handelchefen. 


SISIMIUT (Holsteinsborg): 66.56 N. 53.40 W. 


(Also see “General Information” at beginning of Greenland Section) 
LOCATION: Harbour is situated on Northern side of Tommermandsoe 
CONDITIONS: (a) Tide: average height of high tide 3.5 m. (max. 4.49 
low tide 2 m. (6) Ice: Winter ice up to 1 m. thick. Ice normally ocor 
from December to March or April. 

ENTRY: Port open day and night, and normally all year round. 
PILOTAGE: Arrange with Authority through Aasiaat Radio, ca 
address ‘Director of Commerce Sisimiut’. Pilot meets vessel at Jake 
Skaer, 2 miles S.W. of Mollersoe. 

ANCHORAGE: Large vessels can anchor outside port and dischalt 
into barges. 

MAX. SIZE: Largest vessel that can berth alongside Atlantic Qua 
length 136 m., breadth 20 m., draft 7.2 m. 

RADIO/VHF: Radio station extended from Aasiaat “OYR". Ve 
connection in Port Director's office. Radio technicians available, ca 
address “Polar Radio”. 

TUGS: None. Port boats take lines and assist mooring. 
BERTHING: Atlantic Quay, length 60 m., depth alongside 7.8 m.! 
average low water. Height of quay 2 m., above wil. If berth occupé 
loading/discharging of larger vessels at anchorage with barge 
At Atlantic Quay there is a mobile crane with capacity of 10 tons 
forklift trucks. Belt conveyor for coal. 

Offshore Quay: Length 20 m. with depth of 6 m. at LW. 
MEDICAL: Hospital, doctors and dentists available. 

FRESH WATER: Obtainable at Atlantic Quay. 

REPAIRS: Slip for small vessels (250 tons). Repairs possible to woo 
ships. Machine shop available. 

AIRPORT: Heliport. 

GENERAL: Post and cable offices. Telephones not normally availa 
for connection on board, but vessels at anchor can call Port Direct’ 
office on VHF during daytime. ‘ 
AUTHORITY: Kalaallit Niuerfiat, Frederiks den 9 Plads |, 3911 Sisim 
Greenland. Tel: 14044. Telex: 90805. Cables: Handelchefen Sisim™ 
FAX: 14981. Contact: Handelchefen. 


Grenada 


st. GEORGE'S: 12.02 N. 61.46 W. 


UMENTS: 
dart Authority: Arrival Report (Ship's Particulars). 
wealth Authority: Health Declaration, 1 Crew List. 
customs: Passenger List, Clearance from last port. 
immigration: 2 Crew Lists, 2 Passenger Lists. 
pILOTAGE: Compulsory for anchoring and berthing for vessels over 
200 g.r.t. Notice must be given before 1500 hrs. for vessels requiring 
serthing between 1600 hrs. and 0800 hrs. the following day. 
“pilot boards at Pilot Station 0.5 miles N.W. of the red flashing buoy. 
ANCHORAGE: Vessels anchor in position 12° 03.3’ N., 61° 46’ W. or 
as designated by the Pilot/Port Authority. 
RESTRICTIONS: Vessels are normally berthed between 0500 hrs. and 
2300 hrs. Berthing and unberthing may be done in certain circumstances 
outside of the above hours. 
MAX. SIZE: Single screw vessels up to 600 ft. LOA, approximately, 
depending on type and machinery equipment of the vessel, this size 
may be increased. Max. draft 28 ft. 
VHF: 25 Watt base station — Grenada Ports Control (J3YA) Channels 6, 
4 12, 13, 16, 22A, 26, 68. Hours: 0800 — 1600 hrs., Monday to Friday. 

Mobile station(J3YA) 5 Watt, Channels 6, 11, 12, 16, 22A. Hours 
fexible but mainly limited from 0600 to 2200 hrs. Monitors Channel 16. 

St. Georges Pilot (J3YB) Channels 6, 11, 12, 13, 16 and 22. 

TUGS: Not available. 
BERTHING: Length of berth 800 ft. Depth alongside 30 ft. (minimum). 
Berth owned by the Grenada Port Authority. 

Berthing in hours of darkness is carried out if advice received before 
{500 hrs. Palletised and container cargoes are loaded and unloaded by 
ship's gear. 

CRANES: 1x8 ton crane stationed at the port. A 35 ton crane is 
available on request from Central Garage. 

STEVEDORES: Available. 

MEDICAL: Doctor and general hospital available. 

TANKERS: A tanker berth exists at the bulk storage terminal at Grand 
Mal, approximately 1.5 miles North of St. George’s. Another terminal, 
Queens Park Terminal, exists 100 yards South of Green Bridge at the 
Northern limit of the town of St. George’s. A minimum depth of 26 ft. 
exists between the mooring buoys at this Terminal. 

Due to shallows, manoeuvring in the area of the Grand Mal Terminal 
s difficult and is not carried out during the hours of darkness. It is also 
not recommended to attempt berthing at the Queens Park Terminal 
during the hours of darkness due to lack of navigation ranges. 

FRESH WATER: Available at an approximate cost of U.S.$5.0 per ton. 
Rate 10 t.p.h. (approx.). 

FUEL: This can be arranged with sufficient notice (not less than 
24 hours). Grade — Gas Oil 45 Cetane. Minimum supply 300 gallons. 
SURVEYORS: Michael Forshaw and Alan C. Hoaber, Windward Island 
Surveys, Tel: 440-2881 and 440-2444 respectively. Both act for Panama 
Bureau of Shipping. 

AIRPORT: Air services provided by Leeward Island Air Transport (LIAT), 
British West Indian Airways (BWIA) and British Airways(BA). Daily flights 
ty LIAT and BWIA and once per week by BA. 

HOLIDAYS: New Year's Day, Corpus Christi, Independence Day 
(February 7th), Good Friday, Easter Monday, Labour Day (May 1st), 
Whit Monday, August Bank Holiday (Monday and Tuesday), Christmas 
Day, Boxing Day. 

TELEPHONES: Dock side telephone available on request from Grenada 
Telephone Company. 

GENERAL: Charts: B.A. Chart No. 2830. 


(See Plan) 


SHIPMASTER’S REPORT: December 1989. 
Charts: BA. Charts No. 2830 and 2821. 
Serths: Texaco and Shell Oil Terminals. 
Documents: 

2 copies Crew Manifest. 

2 copies Bonded Stores List. 

6 copies Crew List. 

3 copies Cargo Manifest. 

| copy Maritime Declaration of Health. 

The port officials and the Pilot boarded off Fort St. George and leave 
ne vessel at the berth. Ship’s own forms are accepted. We tried to 
dbtain Grenada forms for next visit but these were not available. The 
bond was not sealed. 

llotage: Pilotage is compulsory for berthing at all berths and all oil 
ea Vessels are allowed to unberth from the oil moorings without 

1 

Pilotage normally available between 0600 hrs. and 2000 hrs., however 
‘he Pilot will berth vessels at night at Grand Mal and Kings Bay by 
special arrangement, in which case an early booking should be made 
through the Agent in order to avoid delays. The Pilot boards off Fort 
ot George or at Fort St. George Anchorage, from a launch with a black 
lull and white superstructure. 

Anchorage: Vessels anchor off Fort St. George in a depth of 5 — 7 
phoms with Fort St. George bearing 118° at a distance of 0.5 miles. 
here is often a large swell in this area. 

Approaches: There is a shoal patch of 8.0m. at low water on the 
aroeen to the Grand Mal moorings in position Lat. 12° 04.4’ N., Long. 
4 45.2’ W. (See “Plan’). 

“ax. Size: 

rand Mal Mooring: Max. LOA 300 ft. Max. draft 22 ft. The depth at 
e Mooring is 24.0 m. 

Berthing: 

Grand Mal: At Grand Mal, vessels with cargo for Shell and Texaco 

Pee Using the port anchor and stern lines to 2 mooring buoys. When 

. a is in the correct position she will be equidistant between white 
“rer buoys on the port beam and the starboard beam. When moored, 


GRENADA 


the vessel had 4 shackles out on the port anchor and the ship's head 
was 250°. In this position the port quarter buoy is abeam of the stern 
and the starboard quarter buoy is astern of the vessel, both buoys being 
15 m. from the stern. 

It is recommended that the vessel is heaved into position as close to 
the buoys as possible in order to reduce the length of hose required to 
reach the ship. The shore connection is approximately 210 m. from the 
stern. 

A blue hulled boat with a powerful outboard assists with mooring and 
when not in use is normally secured at the Texaco landing stage. 

Kings Bay: Shell operate a terminal at Kings Bay. The mooring 
consists of 2 stern mooring buoys. The mooring is just South of 
St. John's River and has a minimum depth of 6 fathoms. Ship's hoses 
are used at this terminal. 

Loading: 

Grand Mal: Texaco have facilities for LPG and white oils. The Texaco 
LPG capacity at Grand Mal is 100 tonnes in 4 tanks (2 x 694 bbls. and 
2 x 534 bbls.). There are also tanks for propane (100 tonnes) and butane 
(116 tonnes). Gas oil, kerosene, aviation jet fuel and motor spirit are 
also handled. 

Shell handle white oils but have no facilities for LPG. 

Kings Bay: Used by Shell for the handling of white oils only. 

Hoses: There is one undersea hose for LPG. The undersea hose for 
white oils at Grand Mal Bay is not used. 

The ship's hose, with a length of 280 m. is run ashore to the connection 
between the Texaco and Shell facilities. 

For communications whilst loading, Texaco use Channel 12 and Shell 
use Channel 9. 

The rate of discharge for products is governed by the maximum rate 
possible for the ship's hoses. 

General: The boatman was very helpful with running of stores and 
personnel from ship to shore. 

Most U.S. and European food products and goods are obtainable. 

The Airport (St. George's Pearls) at Saline Point, on the South West 
tip of the island, handles both international and inter-island traffic. 


SHIPMASTER’S REPORT: March 1990. 

Berth: Shell Oil Offshore mooring at Queen's Park, St. George's. 
Chart: British Admiralty Chart No. 2830. 

Pilotage: Compulsory. Pilot boards off St. George’s and is available 
during daylight hours only. If the conditions are good and the vessel is 
a regular trader, night time berthing may be considered. 

If vessel shifts from Grand Mal to Queen's Park or vice-versa a pilot 
is required by legal by-laws. 

Mooring: The mooring is located in position Lat. 12° 03.48’ N., Long. 
61° 45.43’ W., off the entrance to St. John’s River. 

The vessel moors to 2 buoys aft and uses the vessel's starboard 
anchor with 4 shackles in the water. The vessel should be as close as 
possible to the port quarter buoy (South buoy) as there is less water 
near the starboard quarter buoy on account of silt from the river. The 
depth of the water at the stern is approximately 6.5 m. 

The vessel sends a line to each buoy but if a heavy swell is running 

an additional line may be required to each buoy. 
Cargo Operations: The mooring is used exclusively by Shell to supply 
gas oil to the Power Station, which is located in position Lat. 12° 03.9’ N., 
Long. 61° 45.2’ W. The connection is on the road side just North of the 
river mouth near the road bridge. The ship's floating hose is used to 
make connection and the pumping rate is approximately 650 bbl./hr. 
The capacity of the tanks at the Power Station is 6,000 bbls. 

lf VHF Channel 9 is not available on the ship, vessel is to land 2 sets 
of walkie-talkies for communications whilst discharging. One set is used 
at the road side connection and the other at the Power Station. 

A representative of Shell boards at commencement and completion 
of operations. 

Launch: Shell have their own safety launch which also serves Shell at 
Grand Mal. The launch acts as a mooring boat and will run crew to the 
nearest point ashore but will not run crew into town. 


AUTHORITY: Grenada Ports Authority, Carenage, St. Georges, 
Grenada, West Indies. Tel: 440-3439 440-3013, 440-3015. Telex: 2132 
Min. Cables: Grenada Port Authority. FAX: 440-4100. Contact: Michael 
T. Forshaw, General Manager. A. Phillip, Port Manager. 
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Guadeloupe 


BASSE TERRE: 15.59 N. 61.44 W. 


DOCUMENTS: 

6 Crew Lists. 

6 Manifests. 

Health Declaration Form. 

6 Lists of Stores on board. 

Passenger List. 

Clearance from Last Port. 
PILOTAGE: Not available. 
ANCHORAGE: On an 18 fathom bank North of the pier, 2 cables from 
the shore. 
RESTRICTIONS: Vessel can berth and unberth at any stage of the tide, 
but if vessel's first call, recommend berthing during daylight only. 
MAX. SIZE: Max. LOA 300 m. Max. beam 30 m. There is 32 ft. — 36 ft. 
alongside but an allowance should be made for a 3 ft. swell, therefore 
would suggest max. draft approx. 29 ft. 
HEALTH: Authorities require 24 hours notice of the vessel's arrival. 
RADIO: Fort-de-France, call sign “FFP” (high frequency) and 
Destrellan, call sign “FFQ” for medium wave. 
VHF: Port Authority on Channel 16. 
TUGS: Not available, however a small boat will assist in running lines 
if the Port Authority is advised in sufficient time on VHF Channel 16. 
BERTHING: The extension is in operation. The old S.E. arm of the quay 
and 3 remaining banana elevators were so badly damaged in a hurricane 
of 1979 that they are to be removed. The new quay is solid-filled and 
extends to a reclaimed shore thus providing considerable container 
stacking area. The berth is approximately 300m. long and is well 
fendered with rubber fenders. 
CRANES: 30 ton mobile crane available. 
STEVEDORES: Working hours: 0700 — 1100 hrs. and 1300 — 1700 hrs. 
Extension possible. 
MEDICAL: Doctors and hospital available. 
DENSITY: 1025. 
FRESH WATER: Available. 
CONSUL: None, nearest consuls at Pointe-a-Pitre. 
SERVICES: Fresh provisions, groceries and meats available. The 
following are not available: repair facilities, dry dock, machine shop, 
airport, surveyors, laundry services, bunker fuel oil, diesel oil, lubricating 
oil and slop tanks. 
WEATHER: The swell is between 3 ft. and 4 ft. from a S.E. direction. 
The wind is mainly from an Easterly direction. 
AUTHORITY: Guadeloupe Port Authority, Place Cours Nolivos, 97100 
Basse-Terre, Guadeloupe. Te/: 81-09-15 and 81.11.21. Telex: 919710 
GL. Contact: Mr. Claude Julienne, Port Director. 


(See Plan) 


POINTE-A-PITRE: 16.13 N. 61.32 W. 


DOCUMENTS: 

6 Manifests. See (a). 

6 Crew Lists. 

3 Stores Lists. 

3 Crew Declaration. See (b). 

6 Passenger Lists. 

4 Declaration of Health. 

2 Bills of Lading. 

1 Clearance from Last Port. 

6 Entrance Declaration. 

(a) In addition, 2 sets of Manifests must be airmailed to arrive 72 hours 
before arrival in Pointe-a-Pitre. 

(b) This Declaration must indicate all new and used personal effects. 
PILOTAGE: Pilot meets vessels at ‘Mouchoir Carre” buoys. Advance 
notice of ETA to be passed 24 hours, and VHF Channel 16, 1 hour 
before arrival. 

ANCHORAGE: Consult charts. 

RESTRICTIONS: Max. length 230 m. Max. draft 10.0 m. 

MAX. SIZE: See ‘Restrictions”. 

HEALTH: Port Health board on arrival. 

RADIO: Destrellan Radio, also on VHF. 

TUGS: None available. 

BERTHING: 9 berths available, 8 additional for petroleum, sugar, 
cement, flour mill, bananas, Ro/Ro and containers. 


(See Plan) 


Tourist Port: 
Quay No. 1: Length 150 m., depth 7.80 m. 
Quay No. 2: Length 177 m., depth 8.80 m. 
oe No: 3: | Length 283 m. Depth 8.80 m. 
Commercial Port: 
Quay No. 5:) Length 320 m., depth 7.10 m. Ro-Ro, General 
Quay No. 6:! Cargo 


Quay No. 7:) Length 306 m.; No. 7, depth 7.10 m.; No. 8, depth 
Quay No. 8:/ 8.20 m. General cargo. 
Industrial Port: 


Quay No. 9: Length 180 m., depth 7.60 m. Mineral Berth. 
Quay No. 10: Length 140 m., depth 7.20 m. Storage capacity 
30,000 cu.m. 
Quay No. 11-1: Length 150 m., depth 8.0 m. Sugar Berth. Storage 
capacity 70,000 cu.m. Loading rate 750 t.p.h. 
Quay No. 11-2: Length 150 m., depth 9.0 m. Grain vessels, flour 
and feed, general cargo. 
Quay No. 11: Length 35 m., depth 4.20 m. 
(Ro-Ro): 
Quay No. 13: Length 160 m., depth 10.0 m. General cargo, 
Containers. 
Quay No. 14: Length 240 m., depth 10.00 m. Container Terminal. 
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Industrial Area: The industrial area of Jarry offers 40 hectares of Ope 
storage at the water's edge. 

Container Terminal: Quay No. 14: The container terminal is Cquippe: 
with 3 x 40 ton Paceco-ACB cranes. 

STEVEDORES: 24 hours advance notice of ETA required (72 hours, 
vessel arrives on Monday). Working hours 0700—1030 and 1315-164 
At container terminal hours are 0630—1300 and 1400-2030. 
MEDICAL: Clinics and Hospital facilities available. Hospital Tg 
82.88.88, 82.98.80. 

TANKERS: Only tankers having less than 7.2 m. draft can enter tte 
harbour. 

FRESH WATER: Available dav and night if requested in advance. 
FUEL: Available F.O. 350 seconds Redwood, D.O. for gas oil. Delivere: 
by road tankers. 


CONSULS: 
Belgium Italy Spain 
Denmark Lebanon Sweden 
Ecuador Netherland United Kingdom 
Haiti Norway Venezuela 


REPAIRS: Workshops available. 

GANGWAY/DECK WATCHMEN: Available on request. 
HATCHES: Usually opened and closed by crew. Stevedores will 
Master's request but at ship’s expense. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle per man. 
CARGO GEAR: Ship's gear used. 

REPATRIATION: All facilities available. 

AIRPORT: 3 miles from the harbour with daily flights to Paris, Mian 
and New York. 

TIME: GMT minus 4 hours. No alterations during the year. 
HOLIDAYS: New Year's Day; Shrove Tuesday; Ash Wednesday 
Carnival; Good Friday; Easter Monday; Labour Day (1st May 
Ascension Day; Whit Monday; National Day (14th July); Souls’ Day 
Armistice; Christmas Day. 

POLICE/AMBULANCE/FIRE: Police: 82.00.05 or 82.13.17 or 1) 
Ambulance and/or Fire Department: 83.00.28 or 18. 

SHORE LEAVE: Permitted. 

!DENTIFICATION CARDS: |/D or passport required. 
REGULATIONS: No particular regulations. 

DEVELOPMENTS: Berths No. 11 and 12 are to be connected 
Berth No. 13 to be strengthened to take Paceco ACB cranes. Infillin 
to provide 10 hectares of Foreign Trade Zone underway. 
AUTHORITY: Guadeloupe Port Authority, Quai Lardenoy, (P.O.Ba 
485), Pointe-a-Pitre 97165, Guadeloupe, F.W.I. Tel: (590) 916313 
Telex: 919710 GL PA GUAD. FAX: (590) 91 5679. Contact: Captain 
Lievain, Harbour Master. J. C. Cren, General Manager. C. Georgeiir 
Operations Manager. 


NOTES 
Please also advise Shipping Guides Ltd. 


Guam 
guAM (Apra Harbour): 13.26 N. 144.39 E. (See Plan) 


UMENTS: Guam is a United States Territory in the Western Pacific 
yd official documentation is as for mainland U S. ports, including visaed 
~ew List completed at port of departure prior to Guam. Vessels should 
save a stock of American Crew Lists Form |-148 and Form I-95A. The 
american Alien Crewman Landing Permit is acceptable and preferred. 


tis is the plastic identification card previously issued on the U.S. coast. 


ired on arrival: 

vaccination Cards. 

visaed Immigration Crew List. 

4 Crew Lists. 

4 Passenger Lists. 

1 Stores List. 

Clearance from last port. 

Cargo Papers. 

Have ready Immigration Form I-94 for each passenger and Form I-95 for 
each alien unless they have I-184 plastic Identification Card. Shore 
passes not required. Crew Customs Declaration not required. 
PILOTAGE: It is advisable to have on board U.S. charts for Guam: 
¢& GS 4197 Apra Harbour. 4196 Guam Approaches. 

Pilot available 24 hours a day. Weather permitting, Pilot will board 
outside breakwater upon Master's request. 

APPROACHES: Make for the unmarked approach point designated 

aH” (Alpha Hotel) 2 miles from entrance at 13° 26' 8"N., 
44°34’ 09" E. where Pilot boards, weather permitting. From position 
AH, the entrance range line is 084° with the leading marks in line. 
aecause of depths, anchoring outside the harbour is impossible. If vessel 
must wait for the Pilot cruise back and forth in this area. 

Dot entry: On occasions, weather and sea conditions are considered 
ynsuitable for Pilots to board outside. Under such circumstances vessel 
may be requested to proceed inwards and pick up the Pilot in the harbour 
area. The Harbour Master's permission for vessel to enter is mainly 
cased on the traffic situation and does not necessarily take into account 
whether it is actually safe for vessel to enter under such conditions. 
tis not advisable to enter without a Pilot due to strong cross currents. 

Pilots are very willing to assist arriving tankers and whenever the 
weather situation at point AH is prohibitive for boarding, they may 
request the Master to proceed Southwards in Agat Bay to look for a 
more sheltered boarding ground. 

Before entering, the Harbour Master and the Pilot should be consulted 
fo ensure that no outgoing traffic will be encountered in the harbour 
entrance. It is also advisable to obtain from the Harbour Master the 
positions of vessels which may be anchored in the harbour area. 

Under the influence of N.E. Trades the prevalent set of the current 
reaching 3 knots) off the entrance is to the South or S.W. regardless 
othe tidal currents. During the summer months, when Westerly winds 
orevail occasionally, a Northerly set may be experienced (reaching 
‘5knots). The current velocity fluctuates during a daily period under 
he influence of tidal currents. Entry should be made during periods when 
oss currents are expected to be at a minimum. The Pilot should be 
consulted on this matter. 

Strong cross currents may require an approach speed of up to 8 knots. 
view of the relatively short distance from the entrance to the berth, 
the speed must be substantially reduced as soon as the influence of 
te cross current has subsided. In relation to this, the manoeuvring 
po of vessel should be carefully taken into consideration. 
lotice: 

Issued by: Commander, U.S.C.G., Marianas Section. 

Dated: 17th October, 1986. 

Subject: SECURITY ZONE. 

The Coast Guard has directed Naval Prepositioning Ships mooring in 
Apra Harbour to use Buoy 702* in Outer Apra Harbour and is establishing 
a security zone around this buoy and Naval Prepositioning Vessels 
moored thereto effective 17th October, 1986. 

4100 yard security zone has been established in all directions around 
Suoy 702 and Naval vessels moored there. When no vessels are moored 
5 Buoy ie, a 50 yard security zone will remain in effect around the 
Uoy itself. 

_The zone is established to safeguard Naval Maritime Preposition 
A against any possible destruction from sabotage or other similar 
causes. 

__ Entry into the security zone is prohibited unless authorised by the 
vaptain of the Port. Any person or vessel that enters the security zone 
wthout the permission of the Captain of the Port is subject to boarding 
search and removal from the area. Criminal penalties can be pursued 
‘gainst those on board. 

Buoy 702 is approximately 3.3 cables N.E. of the General Anchorage. 
ANCHORAGE: Harbour — range 084° True, 2 green lights. Strong set 
sf0ss harbour entrance, Navy recommends 10 knots entering. 
Quarantine Anchorage at Middle Ground, Outer Harbour, depth 45 ft. 
‘ner Anchorage: Tidal range in the harbour is about 2 ft. Currents are 
"eak. Deep drafted vessels should exercise caution as to the patch 
‘Oated as “Middle Ground” and the 42 ft. patch situated Westward of 
Middle Ground”. On rare occasions vessels may be requested to 
anchor. In these instances, deep drafted vessels may use the Naval 
_chorage between and to the North of buoys 951 and 704. Officially, 
'S anchorage is reserved for Navy vessels, however, the Navy has not 
ected to commercial vessels using this anchorage occasionally. 
smaller Vessels should have no difficulties in finding anchorage. In each 
#88, anchorage location is determined by the Harbour Master in 
hing eo ie the Pilots. The bottom is mainly coral and is not a good 

round. 
WAX, SIZE: Max. LOA 230 m. (Berths “F4", “F5" and “F6”). Depth 
“ongside Berth “F5" — 10.97 m. at HW. 

berth “F3". Max. LOA 182.80 m. Depth 9.75 m. at HW. 

ax. beam for container vessels is 33.55 m. 


GUAM 


RESTRICTIONS: The Harbour Master of the Port Authority of Guam, is 
in complete control of the approaches to Guam and it is essential to 
obtain clearance and permission to enter Guam from “Harbour Master’ 
Port Authority, call sign KUF-810 at least 24 hours prior to arrival. 
Permission is readily granted with the condition to request permission 
again 2 hours prior to arrival at Guam. This time from Guam Control, 
call sign KUF-810 and NRV (USCG). 

HEALTH: If from suspect port, Inspector boards at anchorage or at pier 
for thorough check. Inspector grants Pratique. 

RADIO: Harbour Master Radio Station, call sign KUF-810 ship/shore 
watching 24 hours. Use of USCG Station “NRV" for best service if unable 
to reach KUF-810 due to limitation of range. 

Notice to Ship's Agents: (20th August, 1980) 

The Harbour Master's Control Tower is operating on a 24 hour basis. 

The following VHF frequencies are guarded and monitored: 
156.8 MHz — Channel 16 
156.6 MHz — Channel 12 
156.65 MHz — Channel 13 

In addition, Control Tower personnel will be monitoring S.S.B. with 
the following procedure: 

2182.0 kHz continually. 

4143.6 kHz — (4B). Every hour on the half hour for a period of 
5 minutes. 

8291.1 kHz — (8A). Every hour at 35 minutes after the hour for a period 
of 5 minutes. 

12432.3 kHz — (12B). Every hour at 40 minutes past the hour for a 
period of 5 minutes. 

The Port Authority solicits your co-operation in the matter of keeping 
the Harbour Master advised of all arrivals, departures, and other 
pertinent information whereby we may best serve the maritime industry. 
VHF: Masters of vessels approaching should keep watch on Channels 
12, 13 and 16. 

TUGS: 3 tugs (1,200 h.p.) available throughout 24 hours. Tugs can be 
contacted direct on VHF Channels 16, 13 and 19. 

BERTHING: Vessels may berth Port or Starboard side upon request of 
the Master or Agent at “F3", “F4”, “F5" except “F6” port side to, 1 large 
tug and 1 small tug normally used. Ship's gangway is required. Local 
information from Pilots states that after completion of Berth F-1 (Gorco 
Oi! Berth), a submerged wreck was discovered, said to be a 500 ft. long 
cargo vessel, and lies across and below the vessel in this berth, on the 
Eastern side of the jetty. It is advisable not to drop anchors — should 
they have to be used — until vessel has passed over the wreck. There 
have been instances of forward springs or breastlines becoming fouled 
in this wreck during operations. 

CRANES: 1 (Manitowoc) = 140 ton, 1 (P&H) x 40 ton and 1 = 35 ton. 

2 Paceco rail mounted container gantry cranes for handling 20 ft., 
27 ft. or 40 ft. containers. 30 fork lifts, capacity 3 — 20 tons, including a 
Hystainer with special spreader for handling containers. 

TANKERS: Mobil Pier: Berth “G". Depth alongside 39 ft. 

The terminal consists of a T-head pier, with 2 breasting dolphins. Head 
and stern lines are secured to shore-based bitts. No breast lines can 
be used. Therefore, caution should be exercised when off-berth winds 
occur. 

The pier is within the blast zone of the Navy ammunition pier. When 
a vessel is working ammunition, or when ammunition is on that dock, 
U.S. Coast Guard will not ordinarily permit a vessel to lie at the Mobil 
Pier. If U.S. Coast Guard does give permission, U.S. Navy authorities 
require a “Hold Harmless” agreement before permitting vessel to berth 
at the Mobil Pier. To this effect the Agent assists and offers guidance. 
Berthing: Vessels usually berth on port side. There are no particular 
difficulties with berthing a vessel but approach speed and impact on the 
dolphins should be kept to a minimum. 2 mooring launches are utilised. 
There are no capstans for hauling mooring lines. 

Beam winds may affect vessels when alongside. Because of the lack 
of breasting lines, Northerly winds tend to push the vessel off the berth. 
Southerly winds cause excessive pressure on breasting dolphins when 
the vessel is in a light condition. Ballasting while discharging should be 
considered and Terminal operators will advise the Master on this. In 
case ballasting is necessary prior to completion of discharge, U.S. Coast 
Guard permission must be obtained. 

Cargo Handling: Only refined petroleum products are handled at this 
pier. 

Flexible rubber cargo hoses are used. No shore crane is available. 
Ship's manifold is to be ready with blanks removed and reducers rigged 
if necessary. Cargo booms should be operational prior to arrival, in order 
to lower the ship's gangway as soon as the vessel is secured to the 
pier. Different grades can be discharged simultaneously. 


Gorco Berth: Berth “F1”. Depth alongside 55 ft. 

The terminal consists of a T-head pier with 2 breasting dolphins at 
each end and 2 mooring dolphins on the West side. 

On the East side there are quick-release hooks along the shore line. 
All mooring points are provided with quick-release hooks and capstans 
for hauling the mooring lines. 

Berthing: Ships always berth port side to. Vessel is to proceed at slow 
speed towards the berth passing North of Buoy No. 2 (on some charts 
designated as Buoy RB “A”) and East of the patch of 57 ft. reported in 
1970. Tugs are in attendance. 2 mooring boats strong enough to handle 
(100,000 d.w.t.) wire ropes are available. Some difficulties have been 
reported when running lines ashore at the Eastern side since the 
mooring launch, because of shallow water, cannot get close to shore 
and rope pick-up winches at times are malfunctioning. Additional 
messenger lines are normally required from the vessel. The use of wires 
as headlines should be avoided. 

Cargo Handling: Both crude oil and petroleum products are handled at 
this pier. For crude discharge 4x10 in. ASA hoses are used. Distance 
to tanks 7 miles. Ship's port side manifold to be ready with blanks 
removed and adaptors fitted if necessary. 

Ballast/slop facilities are available and consists of 112 in. line of 
about 1,000 ft. long with a tank capacity of 80,000 bbls. The maximum 
acceptable quantity, however, is restricted to 50,000 bbls. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engla, 


Guadeloupe 


BASSE TERRE: 15.59 N. 61.44 W. 


DOCUMENTS: 

6 Crew Lists. 

6 Manifests. 

Health Declaration Form. 

6 Lists of Stores on board. 

Passenger List. 

Clearance from Last Port. 
PILOTAGE: Not available. 
ANCHORAGE: On an 18 fathom bank North of the pier, 2 cables from 
the shore. 
RESTRICTIONS: Vessel can berth and unberth at any stage of the tide, 
but if vessel's first call, recommend berthing during daylight only. 
MAX. SIZE: Max. LOA 300 m. Max. beam 30 m. There is 32 ft. — 36 ft. 
alongside but an allowance should be made for a 3 ft. swell, therefore 
would suggest max. draft approx. 29 ft. 
HEALTH: Authorities require 24 hours notice of the vessel's arrival. 
RADIO: Fort-de-France, call sign “FFP” (high frequency) and 
Destrellan, call sign “FFQ” for medium wave. 
VHF: Port Authority on Channel 16. 
TUGS: Not available, however a small boat will assist in running lines 
if the Port Authority is advised in sufficient time on VHF Channel 16. 
BERTHING: The extension is in operation. The old S.E. arm of the quay 
and 3 remaining banana elevators were so badly damaged in a hurricane 
of 1979 that they are to be removed. The new quay is solid-filled and 
extends to a reclaimed shore thus providing considerable container 
stacking area. The berth is approximately 300m. long and is well 
fendered with rubber fenders. 
CRANES: 30 ton mobile crane available. 
STEVEDORES: Working hours: 0700 — 1100 hrs. and 1300 — 1700 hrs. 
Extension possible. 
MEDICAL: Doctors and hospital available. 
DENSITY: 1025. 
FRESH WATER: Available. 
CONSUL: None, nearest consuls at Pointe-a-Pitre. 
SERVICES: Fresh provisions, groceries and meats available. The 
following are not available: repair facilities, dry dock, machine shop, 
airport, surveyors, laundry services, bunker fuel oil, diesel oil, lubricating 
oil and slop tanks. 
WEATHER: The swell is between 3 ft. and 4 ft. from a S.E. direction. 
The wind is mainly from an Easterly direction. 
AUTHORITY: Guadeloupe Port Authority, Place Cours Nolivos, 97100 
Basse-Terre, Guadeloupe. Te/; 81-09-15 and 81.11.21. Telex: 919710 
GL. Contact: Mr. Claude Julienne, Port Director. 


(See Plan) 


POINTE-A-PITRE: 16.13 N. 61.32 W. 


DOCUMENTS: 

6 Manifests. See (a). 

6 Crew Lists. 

3 Stores Lists. 

3 Crew Declaration. See (b). 

6 Passenger Lists. 

4 Declaration of Health. 

2 Bills of Lading. 

1 Clearance from Last Port. 

6 Entrance Declaration. 

(a) In addition, 2 sets of Manifests must be airmailed to arrive 72 hours 
before arrival in Pointe-a-Pitre. 

(b) This Declaration must indicate all new and used personal effects. 
PILOTAGE: Pilot meets vessels at ‘‘Mouchoir Carre’ buoys. Advance 
notice of ETA to be passed 24 hours, and VHF Channel 16, 1 hour 
before arrival. 

ANCHORAGE: Consult charts. 

RESTRICTIONS: Max. length 230 m. Max. draft 10.0 m. 

MAX. SIZE: See ‘'Restrictions”. 

HEALTH: Port Health board on arrival. 

RADIO: Destrellan Radio, also on VHF. 

TUGS: None available. 

BERTHING: 9 berths available, 8 additional for petroleum, sugar, 
cement, flour mill, bananas, Ro/Ro and containers. 

Tourist Port: 


(See Plan) 


Quay No. 1: Length 150 m., depth 7.80 m. 

ye No. 2: Length 177 m., depth 8.80 m. 
uay No. 3: | 

Quay No. 4:! Length 283 m. Depth 8.80 m. 


Commercial Port: 
Quay No. 5: | Length 320 m., depth 7.10 m. Ro-Ro, General 
Quay No. 6:! Cargo 
Quay No. 7: Length 306 m.; No. 7, depth 7.10 m.; No. 8, depth 
Quay No. 8:! 8.20 m. General cargo. 

Industrial Port: 


Quay No. 9: Length 180 m., depth 7.60 m. Mineral Berth. 
Quay No. 10: Length 140 m., depth 7.20 m. Storage capacity 
30,000 cu.m. 
Quay No. 11-1: Length 150 m., depth 8.0 m. Sugar Berth. Storage 
capacity 70,000 cu.m. Loading rate 750 t.p.h. 
Quay No. 11-2: Length 150 m., depth 9.0 m. Grain vessels, flour 
and feed, general cargo. 
Quay No. 11: Length 35 m., depth 4.20 m. 
(Ro-Ro): 
Quay No. 13: Length 160 m., depth 10.0 m. General cargo, 
Containers. 
Quay No. 14: Length 240 m., depth 10.00 m. Container Terminal. 
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Industrial Area: The industrial area of Jarry offers 40 hectares of Op 
storage at the water's edge. 

Container Terminal: Quay No. 14: The container terminal is equip: 
with 3 x 40 ton Paceco-ACB cranes. 

STEVEDORES: 24 hours advance notice of ETA required (72 hous 
vessel arrives on Monday). Working hours 0700-1030 and 1315-164 
At container terminal hours are 0630-1300 and 1400-2030. 
MEDICAL: Clinics and Hospital facilities available. Hospital 
82.88.88, 82.98.80. 

TANKERS: Only tankers having less than 7.2 m. draft can enter» 
harbour. 

FRESH WATER: Available day and night if requested in advance. 
FUEL: Available F.O. 350 seconds Redwood, D.O. for gas oil. Deliver 
by road tankers. 


CONSULS: 
Belgium Italy Spain 
Denmark Lebanon Sweden 
Ecuador Netherland United Kingdom 
Haiti Norway Venezuela 


REPAIRS: Workshops available. 

GANGWAY/DECK WATCHMEN: Available on request. 
HATCHES: Usually opened and closed by crew. Stevedores will; 
Master's request but at ship's expense. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle per man. 
CARGO GEAR: Ship's gear used. 

REPATRIATION: All facilities available. 

AIRPORT: 3 miles from the harbour with daily flights to Paris, Mia 
and New York. 

TIME: GMT minus 4 hours. No alterations during the year. 
HOLIDAYS: New Year's Day; Shrove Tuesday; Ash Wednesda 
Carnival; Good Friday; Easter Monday; Labour Day (1st Ma 
Ascension Day; Whit Monday; National Day (14th July); Souls’ Da 
Armistice; Christmas Day. 

POLICE/AMBULANCE/FIRE: Police: 82.00.05 or 82.13.17 or 1} 
Ambulance and/or Fire Department: 83.00.28 or 18. 

SHORE LEAVE: Permitted. 

{IDENTIFICATION CARDS: |/D or passport required. 
REGULATIONS: No particular regulations. 

DEVELOPMENTS: Berths No. 11 and 12 are to be connects 
Berth No. 13 to be strengthened to take Paceco ACB cranes. Iniilirc 
to provide 10 hectares of Foreign Trade Zone underway. 
AUTHORITY: Guadeloupe Port Authority, Quai Lardenoy, (P.O.Bo 
485), Pointe-a-Pitre 97165, Guadeloupe, F.W.|. Tel: (590) 91631) 
Telex: 919710 GL PA GUAD. FAX: (590) 91 5679. Contact: Captain¢ 
Lievain, Harbour Master. J. C. Cren, General Manager. C. Georgelr 
Operations Manager. 


NOTES 
Please also advise Shipping Guides Ltd. 


Guam 
GUAM (Apra Harbour): 13.26 N. 144.39 E. (See Plan) 


pOCUMENTS: Guam is a United States Territory in the Western Pacific 
sod official documentation is as for mainland U S. ports, including visaed 
“ew List completed at port of departure prior to Guam. Vessels should 


save a stock of American Crew Lists Form 1-148 and Form |-95A. The 
american Alien Crewman Landing Permit is acceptable and preferred. 


this is the plastic identification card previously issued on the U.S. coast. 


yired on arrival: 
Aeccination Cards. 

visaed Immigration Crew List. 

4 Crew Lists. 

4 Passenger Lists. 

1 Stores List. 

Clearance from last port. 

Cargo Papers. : 

Have ready Immigration Form I-94 for each passenger and Form I-95 for 
each alien unless they have |-184 plastic Identification Card. Shore 
gasses not required. Crew Customs Declaration not required. 
PILOTAGE: It is advisable to have on board U.S. charts for Guam: 
¢&GS 4197 Apra Harbour. 4196 Guam Approaches. 

Pilot available 24 hours a day. Weather permitting, Pilot will board 
outside breakwater upon Master's request. 

APPROACHES: Make for the unmarked approach point designated 

AH’ (Alpha Hotel) 2 miles from entrance at 13° 26'8’N., 
144° 34' 09" E. where Pilot boards, weather permitting. From position 
AH. the entrance range line is 084° with the leading marks in line. 
3ecause of depths, anchoring outside the harbour is impossible. If vessel 
qust wait for the Pilot cruise back and forth in this area. 

Port entry: On occasions, weather and sea conditions are considered 
unsuitable for Pilots to board outside. Under such circumstances vessel 
may be requested to proceed inwards and pick up the Pilot in the harbour 


_ area. The Harbour Master's permission for vessel to enter is mainly 


pased on the traffic situation and does not necessarily take into account 
whether it is actually safe for vessel to enter under such conditions. 
tis not advisable to enter without a Pilot due to strong cross currents. 

Pilots are very willing to assist arriving tankers and whenever the 


| weather situation at point AH is prohibitive for boarding, they may 


request the Master to proceed Southwards in Agat Bay to look for a 
more sheltered boarding ground. 

Before entering, the Harbour Master and the Pilot should be consulted 
fo ensure that no outgoing traffic will be encountered in the harbour 
entrance. It is also advisable to obtain from the Harbour Master the 
positions of vessels which may be anchored in the harbour area. 

Under the influence of N.E. Trades the prevalent set of the current 
reaching 3 knots) off the entrance is to the South or S.W. regardless 
of the tidal currents. During the summer months, when Westerly winds 
prevail occasionally, a Northerly set may be experienced (reaching 
15knots). The current velocity fluctuates during a daily period under 
the influence of tidal currents. Entry should be made during periods when 
efoss currents are expected to be at a minimum. The Pilot should be 
consulted on this matter. 

Strong cross currents may require an approach speed of up to 8 knots. 
in view of the relatively short distance from the entrance to the berth, 
the speed must be substantially reduced as soon as the influence of 
the cross current has subsided. In relation to this, the manoeuvring 
oe of vessel should be carefully taken into consideration. 
otice: 

Issued by: Commander, U.S.C.G., Marianas Section. 

Dated: 17th October, 1986. 

Subject: SECURITY ZONE. 

The Coast Guard has directed Naval Prepositioning Ships mooring in 
Apra Harbour to use Buoy 702* in Outer Apra Harbour and is establishing 
a security zone around this buoy and Naval Prepositioning Vessels 
moored thereto effective 17th October, 1986. 

A100 yard security zone has been established in all directions around 
Suoy 702 and Naval vessels moored there. When no vessels are moored 
0 aa ihe, a 50 yard security zone will remain in effect around the 
duoy itself, 

_The zone is established to safeguard Naval Maritime Preposition 
ae against any possible destruction from sabotage or other similar 
causes, 

Entry into the security zone is prohibited unless authorised by the 
vaptain of the Port. Any person or vessel that enters the security zone 
without the permission of the Captain of the Port is subject to boarding 
search and removal from the area. Criminal penalties can be pursued 
against those on board. 

Buoy 702 is approximately 3.3 cables N.E. of the General Anchorage. 
ANCHORAGE: Harbour — range 084° True, 2 green lights. Strong set 
*f0ss harbour entrance, Navy recommends 10 knots entering. 
Quarantine Anchorage at Middle Ground, Outer Harbour, depth 45 ft. 
‘ner Anchorage: Tidal range in the harbour is about 2 ft. Currents are 
"sak. Deep drafted vessels should exercise caution as to the patch 
ed as “Middle Ground” and the 42 ft. patch situated Westward of 
: ‘ddle Ground”. On rare occasions vessels may be requested to 
anchor. In these instances, deep drafted vessels may use the Naval 
wichorage between and to the North of buoys 951 and 704. Officially, 
“Sanchorage is reserved for Navy vessels, however, the Navy has not 
ected to commercial vessels using this anchorage occasionally. 
*naller vessels should have no difficulties in finding anchorage. In each 
“ase, anchorage location is determined by the Harbour Master in 
tokingston ti the Pilots. The bottom is mainly coral and is not a good 
Ing ground. 

MAX, SIZE: Max. LOA 230 m. (Berths “F4”, “F5" and “F6"). Depth 
*ongside Berth “F5” — 10.97 m. at HW. 

Berth “F3". Max. LOA 182.80 m. Depth 9.75 m. at HW. 

2x. beam for container vessels is 33.55 m. 


GUAM 


RESTRICTIONS: The Harbour Master of the Port Authority of Guam, is 
in complete control of the approaches to Guam and it is essential to 
obtain clearance and permission to enter Guam from “Harbour Master’ 
Port Authority, call sign KUF-810 at least 24 hours prior to arrival. 
Permission is readily granted with the condition to request permission 
again 2 hours prior to arrival at Guam. This time from Guam Control, 
call sign KUF-810 and NRV (USCG). 

HEALTH: If from suspect port, Inspector boards at anchorage or at pier 
for thorough check. Inspector grants Pratique. 

RADIO: Harbour Master Radio Station, call sign KUF-810 ship/shore 
watching 24 hours. Use of USCG Station “NRV" for best service if unable 
to reach KUF-810 due to limitation of range. 

Notice to Ship's Agents: (20th August, 1980) 

The Harbour Master's Control Tower is operating on a 24 hour basis. 

The following VHF frequencies are guarded and monitored: 
156.8 MHz — Channel 16 
156.6 MHz — Channel 12 
156.65 MHz — Channel 13 

In addition, Control Tower personne! will be monitoring S.S.B. with 
the following procedure: 

2182.0 kHz continually. 

4143.6 kHz — (4B). Every hour on the half hour for a period of 
5 minutes. 

8291.1 kHz — (8A). Every hour at 35 minutes after the hour for a period 
of 5 minutes. 

12432.3 kHz — (12B). Every hour at 40 minutes past the hour for a 
period of 5 minutes. 

The Port Authority solicits your co-operation in the matter of keeping 
the Harbour Master advised of all arrivals, departures, and other 
pertinent information whereby we may best serve the maritime industry. 
VHF: Masters of vessels approaching should keep watch on Channels 
12, 13 and 16. 

TUGS: 3 tugs (1,200 h.p.) available throughout 24 hours. Tugs can be 
contacted direct on VHF Channels 16, 13 and 19. 

BERTHING: Vessels may berth Port or Starboard side upon request of 
the Master or Agent at “F3", “F4", “F5" except “F6” port side to, 1 large 
tug and 1 small tug normally used. Ship's gangway is required. Local 
information from Pilots states that after completion of Berth F-1 (Gorco 
Oi! Berth), a submerged wreck was discovered, said to be a 500 ft. long 
cargo vessel, and lies across and below the vessel in this berth, on the 
Eastern side of the jetty. It is advisable not to drop anchors — should 
they have to be used — until vessel has passed over the wreck. There 
have been instances of forward springs or breastlines becoming fouled 
in this wreck during operations. 

CRANES: 1 (Manitowoc) x 140 ton, 1 (P&H) x 40 ton and 1 x 35 ton. 

2 Paceco rail mounted container gantry cranes for handling 20 ft., 
27 ft. or 40 ft. containers. 30 fork lifts, capacity 3 — 20 tons, including a 
Hystainer with special spreader for handling containers. 

TANKERS: Mobil Pier: Berth "G’. Depth alongside 39 ft. 

The terminal consists of a T-head pier, with 2 breasting dolphins. Head 
and stern lines are secured to shore-based bitts. No breast lines can 
be used. Therefore, caution should be exercised when off-berth winds 
occur. 

The pier is within the blast zone of the Navy ammunition pier. When 
a vessel is working ammunition, or when ammunition is on that dock, 
U.S. Coast Guard will not ordinarily permit a vessel to lie at the Mobil 
Pier. If U.S. Coast Guard does give permission, U.S. Navy authorities 
require a ‘Hold Harmless” agreement before permitting vessel to berth 
at the Mobil Pier. To this effect the Agent assists and offers guidance. 
Berthing: Vessels usually berth on port side. There are no particular 
difficulties with berthing a vessel but approach speed and impact on the 
dolphins should be kept to a minimum. 2 mooring launches are utilised. 
There are no capstans for hauling mooring lines. 

Beam winds may affect vessels when alongside. Because of the lack 
of breasting lines, Northerly winds tend to push the vessel off the berth. 
Southerly winds cause excessive pressure on breasting dolphins when 
the vessel is in a light condition. Ballasting while discharging should be 
considered and Terminal operators will advise the Master on this. In 
case ballasting is necessary prior to completion of discharge, U.S. Coast 
Guard permission must be obtained. 

Cargo Handling: Only refined petroleum products are handled at this 
pier. 

Flexible rubber cargo hoses are used. No shore crane is available. 
Ship's manifold is to be ready with blanks removed and reducers rigged 
if necessary. Cargo booms should be operational prior to arrival, in order 
to lower the ship's gangway as soon as the vessel is secured to the 
pier. Different grades can be discharged simultaneously. 


Gorco Berth: Berth F1". Depth alongside 55 ft. 

The terminal consists of a T-head pier with 2 breasting dolphins at 
each end and 2 mooring dolphins on the West side. 

On the East side there are quick-release hooks along the shore line. 
All mooring points are provided with quick-release hooks and capstans 
for hauling the mooring lines. 

Berthing: Ships always berth port side to. Vessel is to proceed at slow 
speed towards the berth passing North of Buoy No. 2 (on some charts 
designated as Buoy RB “A”) and East of the patch of 57 ft. reported in 
1970. Tugs are in attendance. 2 mooring boats strong enough to handle 
(100,000 d.w.t.) wire ropes are available. Some difficulties have been 
reported when running lines ashore at the Eastern side since the 
mooring launch, because of shallow water, cannot get close to shore 
and rope pick-up winches at times are malfunctioning. Additional 
messenger lines are normally required from the vessel. The use of wires 
as headlines should be avoided. 

Cargo Handling: Both crude oil and petroleum products are handled at 
this pier. For crude discharge 4x10 in. ASA hoses are used. Distance 
to tanks 7 miles. Ship's port side manifold to be ready with blanks 
removed and adaptors fitted if necessary. 

Ballast/slop facilities are available and consists of 1x12 in. line of 
about 1,000 ft. long with a tank capacity of 80,000 bbls. The maximum 
acceptable quantity, however, is restricted to 50,000 bbls. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


IMMIGRATION: 
1. Prior to Departure for Guam: 

A. Visaed Crew List: Prepare 1 Crew List on U.S. Form |-418 and 
have it visaed by a U.S. Consulate at a port prior to Guam. Without 
this, crew shore leave may be denied. 

B. Passengers must have a valid passport and also must have an 
appropriate U.S. Visa whether landing or not on Guam. 

C. Intransit passengers do not need U.S. visa if the Owners of the 
vessel have signed a contract called “Immediate and Continuous 
Transit Agreement” with the Commissioner of Immigration at 
Washington, D.C. 

2. Prior to Arrival at Guam: 

A. Passenger List, Form |-418 prepare 3 copies of Passenger List 
on U.S. Form 1-418 (for Immigration, Customs and Agent). 

B. Passenger Landing Card: Form I-94. Prepare or have on hand, 
1 U.S. Form I-95A for each alien crew member. Not required if 
crew member is a permanent resident with U.S. 1-184 laminated 
“Crewman's Landing Card”. Not required of U.S.A. Citizens. 
Please present form I-95A in appropriate Seaman's passport or 
identification book. Form |-95A can be used repeatedly for future 
arrivals of same crewman on same ship at any United States 
Port. 

3. Upon Arrival at Guam: 

A. U.S. Federal Immigration Inspector boards upon arrival at pier, 
must see all passengers with their passport and Form I-94 and 
all crew members with their passport or identification books and 
Form |-94A or Form 1-184. 

B. Passengers and crew are required to be ready for inspection 
immediately upon docking at Guam. 

C. No shore leave and no visitors or stevedores may board until this 
Immigration inspection is complete. The Inspector will advise 
Master when he has completed his inspection of passengers and 
of crew. 

4. Prior to Departure from Guam: 

A. Intransit Passengers: Pick up from intransit passengers the Form 
I-94 and hand to Agent before departing from Guam. These must 
be returned by Agent to U.S. Immigration as passenger departure 
records. 

B. Alien crew member joining at Guam: Pick up from them the Form 
1-94 which they used to enter the U.S.A. These must be returned 
to U.S. Immigration by Agent as permanent records. 

SECURITY: Guam Coates, Official usually boards at pier, examines 
vaccination cards and inspects Steward's stores and slop chest. Also 
represents U.S. Customs. Requires 1 Crew List, 1 Passenger List, 
1 Stores List, Clearance from last port, later issues new clearance from 
Guam which Agents bring to ship. Normally does not seal stores or slop 
chest. 
MARINE GUARD: Required when docked at Ammunition Pier, requires 
1 Crew List. 
MEDICAL: Foreign ships use Guam Memorial Hospital or other clinics 
in town. American ships use U.S. Naval Dispensary in Harbour area, or 
in emergency U.S. Naval Hospital near Agana, 10 miles distant. 
Certificates required signed by Master. Patient returns to vessel by taxi 
at vessel's expense. Dispensary hours for merchant seamen Monday 
to Friday 0800 — 1200 and 1300 — 1600 hrs. At other times, if emergency, 
use the U.S. Navy Hospital. Doctors will not normaily visit ships. 
Dentists: Private dentists only. Usual hours 0900 — 1700 hrs., 
Saturday to 1200 hrs. 
REPAIRS: Commercial Yard and Casamar Yard available. Navy Yard, 
repairs by U.S. Naval Ship Repair Facility (SRF), subject to prior Navy 
commitments, and requires cash deposit in advance. Payment to be 
made for work done successfully or not. ‘No Cure No Pay” does not 


apply. 
FRESH WATER: Very good, available any quantity, meter service. 
FUEL: Marine Diesel Oil available by truck at any pier and by pipe-line 
at Berth “F3". Black oil available by pipe-line at Berth “F6". Both 
products also available by pipe-line at Berth “F1” (Gorco Pier) and the 
Mobil Pier. The distribution companies are Exxon, Gorco and Mobil. 
Infrequent fuel delivery restriction occurs when ammunition vessel 
working. 
STORES: Available but considered expensive. Produce from U.S.A.; 
meats from U.S.A. and N.Z.; milk is recombined in quart cartons, white, 
chocolate or buttermilk. Order milk day prior to delivery; tropical fruits 
seldom available; ice in blocks or cubes. Prices wholesale, except under 
1 case lots when at retail. Delivered to ship's gangway or hook. 
LAUNDRY: Also dry-cleaning available 3 days service at U.S.A. prices. 
1-day service extra. Delivered to ship's gangway or hook. 
TIME: GMT plus 10 hours. 
POLICE/FIRE/AMBULANCE: Ambulance U.S. Naval Dispensary, 
Harbour Area, Tel: 339-4224/4227. Fire Tel: 22222. Police — Naval 
Station Security, Harbour Area Tel: 333-2988. Police — Guam Civilian 
Police, Tel: Agana 777-9811 
BANKS: Bank of America, Bank of Guam, Bank of Hawaii, Chase 
Manhattan Bank, Citibank, First Hawaiian Bank, Hong Kong and 
Shanghai Banking Corp. 
WEATHER: Tropical Typhoons: The Navy Fleet Weather Centre of 
Guam broadcasts typhoon warnings. Weather forecasts are good and 
reliable; however, due to the particular geographical position of Guam 
it is impossible to definitely determine the track of approaching 
turbulence. These turbulences usually generate a few hundred miles 
South or S.E. and may easily divert when passing near Guam. There 
are four typhoon warning conditions. 
Condition 4: 
Typhoon winds possible within 72 hours; 
Condition 3: 
Typhoon winds possible within 48 hours; 
Condition 2: 
Typhoon winds possible within 24 hours; 
Condition 1: 
Typhoon winds possible within 12 hours. 
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During the typhoon season months of August through Decembe 
condition 4 exists at all times. 

In case of a typhoon warning, (condition 2) the U.S. Navy iNVites 3 
Masters for a meeting to discuss the action plan for evacuating the 

It is considered very dangerous to remain alongside or anchored with, 
the port when a typhoon is approaching Guam. 


SHIPMASTER’S REPORT: April 1987. 

| was advised that Agents can obtain permission to enter Guam 
behalf of the Master. If_a ship is fitted with telex this saves time an, 
money over the U.S.C.G. Station NRV. 

On this occasion, the vessel was unable to raise KUF-810 until with 
VHF range. It was also noted that the Agency offices are in the samp 
building as the Harbour Master. This Port Services Building also house: 
the U.S.C.G. and the Customs. % 

| was also advised that Daylight Saving Time is not being used by th: 
present Administration, however the situation may change when a ney 
Governor is appointed. 

The 3 tugs in use are diesel electric, built in 1944 and estimated \, 
be about 800 h.p. maximum. A tug of 1,700 h.p. is being sought 4 
present. 

This vessel used all 3 tugs when laden on a draft of 11.02 m. at the 
Mobil Pier - Berth 'G”. This pier is being renewed. At present the ber» 
consists of 2  breasting dolphins only. The vessel use 
3 x 6 in. floating hoses to discharge. No crew boats were available an 
a ship's lifeboat was used as a liberty boat. The new jetty should be » 
use in June 1987 according to the U.S.C.G. 

Agent's name & address: Ambyth Shipping & Trading Inc., 1026 Cabras 
Highway, Suite 205, Piti, Guam 96925, USA. Telex: (721)6405 
AMBYTH GM. Fax: (671) 472 1264. 


AUTHORITY: Port Authority of Guam, Government of Guam, 10% 
Cabras Highway, Suite 201, Piti, Guam 96925. Tel: 477-5931/35. Telex 
(721) 6689 Paggum. FAX: (671) 477-2689. Contact: David B. Tydingco, 
General Manager. Frank G. Santos, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 


guatemala 


GENERAL 


UMENTS: 
wars Documents: 
“wasters are required to: 

+ Obtain a health and clearance permit, issued by the competent 
authority at the last port of call, and certified by the Guatemalan 
Consul, and; 

2. Submit 5 copies of a general manifest of articles carried to each 
port of the country, approved by the Guatemalan Consul at the 
port of loading, and also, separate copies of the manifest for in- 
transit articles unloaded. 

# po articles bound for the country are carried, a ballast manifest 
snould be submitted. 

Dror to Arrival: 

Arrival Notice: 

There is no minimum period for advance notice of the vessel's arrival, 
secause Authorities exercise a degree of flexibility. However, it is 
recommended that notice be submitted in writing to the following 
sometime in advance: The Captain of the Port, Customs Administration 
snd Customs Supervision of Unloading, Migration Delegate, Maritime 
vealth, Plant Health Delegate and Port Watch. Notification must also 
ne sent to the following agencies of the Port Authority: Port Administrator, 
Office of the Chief of Operations, Office of the Chief of Docks, Import 
dwsion, Export Division, Invoicing Division, Container Section (if any) 
and Pilots Division. 

information on Cargo for the Port: 

f the vessel carries cargo to be discharged at the port, the following 
sformation will be submitted to the Port Authority: 

Stowage Plan. 

Cargo Distribution List. 

Heavy Cargo List. 

Amount of Exports. 

f containers are carried to the port, 8 copies of the list of container 
contents and 8 copies of the list of complete shipments and of mixed 
shipments (for more than one consignee) are to be submitted to the 
Container Section. 

This information may be submitted upon the vessel's arrival, so that 
oo delays in the work will be experienced for that reason. 


On Arrival: 


Type of Documents Number and Distribution of Documents 


Captain of Maritime Plant Port 
Basic Forms Port Customs Security Health Immigration Health Authority 
General Declaration i 1 1 = 1 1 
Cargo Manifests 12 
Crew List 


Shp’s Stores List 
Crew Effects Declaration 


1 
1 
1 
Passenger List 1 
1 
1 
Mantme Declaration of - 


= = - 1 
2 1 1 1 
2 1 1 1 
1 _ - 1 
1 & % 2 
= 1 = 2 


J aaaany 
) (eka 


Vai Ust(a) - - - = saa = =e 

Agaitonal Documents. 

Oearance from Last Port 1 - - = = _ “ 

Consular Manifests - 1 = - = = = 

Consular Manifests trom 

tach Port of Loading - 1 

Ses of Bills of Lading - - 

No Passengers’ Declaration 1 1 
1 1 


NN! | 
asi 
saat) 
“a1 


Ust of In-Transit or “No In- 

Transit Passengers” 

Declarabon 

aly Books - 3(b) = = « = iQ) 


8) Delivered to Post Office 

{0} According to the number of stevedores requested, more than 2 copies 
Other Requirements: 
Requests for permission to load and unload are submitted to Customs, 
each on stamped paper and also, when appropriate, a request for 
overtime work. 


Prior to Departure: The clearance permit is requested from the Captain 
othe Port 4 hours in advance, after obtaining clearance from Customs, 
ona clearance permit application, which is submitted on stamped paper. 


UNIFORMS: Vessels have been fined when officers have not been 
wearing uniforms when boarded by officials for clearance inward. 


CHAMPERICO: 14.17 N. 91.55 W. 


DOCUMENTS: 

Clearance from Last Port. 

Travel Memorandum (original and 4 copies). 

Declaration of Maritime Health. 

Derat Exemption Certificate. 

5 Crew Lists. 

5 Passenger Lists or “no passengers” Declaration. 

5 Provision Lists. 

5 Dangerous Cargo, inflammable or explosives declaration. 

5 Mail Lists or “No Mail” Declaration. 

Manifests of Cargo from each port (original and 11 copies). 

Bills of Lading from each port. 

Vaccination Certificates for whole crew. 
p 2 Ballast Manifests, if no cargo on board. 
ALOTAGE: None. 
ANCHORAGES: Without limit but recommended not to anchor less than 
‘sm. from beach. 
rat SIZE: Vessels work cargo at anchorage in depth consistent with 
hry S draft. 
the vag Give notice of any suspicious illness or fever on board when 
RAD) tor comes for official visit. 

lO: ETA cables through Cristobal (Panama). 


fj 


GUATEMALA 


VHF: Channel! 16. 

TUGS: No tugs required. 

STEVEDORES: No advance notice necessary. Possible to arrange 
et within an hour. 

EDICAL: Adequate advance notice required depending on gravity of 
case. Hospital 30 minutes away and possible to arrange transport for 
patient, also to arrange for doctor on board. Crew must have current 
International Vaccination Certificates. 

TANKERS: No facilities for tankers. 

DENSITY: Changes from 1022 in October to 1027 in April. 

FRESH WATER: Free within port limits. 

FUEL: No facilities. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Available upon request. 
OPENING/CLOSING HATCHES: Either by crew or by stevedores. 
CUSTOMS ALLOWANCES: Without limit on board. Prohibited to take 
tobacco, wine or spirits ashore. 

CARGO GEAR: Ship's gear used for loading/discharging. 
REPATRIATION: All facilities available. 

AIRPORT: International airport 3 hours distant with regular flights all 
over world. 

TIME: GMT minus 6 hours. No alterations to clock during year. 
HOLIDAYS: No work on 1st January, Maundy Thursday and Good 
Friday, 1st May and 25th December. The rest of the year work day and 
night. 

POLICE/AMBULANCE/FIRE: All available. 

TELEPHONES: Cannot be placed on the vessels. 

IDENTIFICATION CARDS: Not needed. 

SHORE LEAVE: No restrictions. 

DELAYS: Some days in April and October the surge is very strong and 
work has to be suspended. 

GENERAL: Possible to supply provisions, especially vegetables and 
shell-fish at good prices. 

DEVELOPMENTS: Project to build a modern port with an entrance 
channel, artificial bay and capacity for 8 merchant vessels and facilities 
for fishing ships and tourist ships. 

AUTHORITY: Empresa Portuaria Nacional de Champerico, 10A Calle 
3-31, Zona 1, Guatemala City, Guatemala. Tel: 25-4-47, 85-2-16, 53- 
54-57. Cables: Epnac. Contact: Cnel. Antonio Batres Barreda, 
President. Gregorio Cifuentes, Administrator. 


PUERTO BARRIOS: 15.44 N. 88.36 W. 


DOCUMENTS: 

Clearance from Last Port. 

Crew List, 1 legalised and 9 copies. 

Passenger List, 1 legalised and 7 copies or negatives. 

Cargo Manifest, 1 legalised and 21 copies. 

Stores/Provisions List, 3 copies. 

Voyage Memorandum, 4 copies. 

Bills of Lading, 2 sets. 

Declaration of Health. 
PILOTAGE: Pilot boards 2 miles off Puerto Barrios, from small 
unmarked launch. If awaiting Pilot, vessel may anchor about 3 miles 
North of Puerto Barrios, keeping port entrance clear. No VHF. 
ANCHORAGE: In Santo Tomas Bay, depths up to 6 fathoms. 
MAX. SIZE: Length 600 ft., draft 30 ft. 
HEALTH: Advise Agent in advance if any fever or contagious disease 
suspected on board. Otherwise Pratique granted on arrival. Officials 
board only between 0600 hrs. and 1800 hrs. 
RADIO: Coastal radio in Costa Rica, call sign TIM operating on 
8485 kHz. 
TUGS: No tugs available. 
BERTHING: One pier owned by International Railway used to discharge 
fuel oil. 1,000 ft. berthing length on each side. A flag is shown on the 
pier to indicate where vessel will berth. Berthing recommended during 
daylight hours only. Tankers discharge on South side of the pier. 

See “Shipmaster’s Report” at Santo Tomas de Castilla. 
MEDICAL: Doctor available. All crew require International Vaccination 
Certificates. 
FRESH WATER: Available at the pier. 
FUEL: Not available. 
CUSTOMS ALLOWANCES: Normal daily consumption on board. 
No tobacco, wine or spirits to be taken ashore. 
TIME: GMT minus 6 hours; no alterations during the year. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
AUTHORITY: Commandante del Puerto. 
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Guadeloupe 


BASSE TERRE: 15.59 N. 61.44 W. 


DOCUMENTS: 

6 Crew Lists. 

6 Manifests. 

Health Declaration Form. 

6 Lists of Stores on board. 

Passenger List. 

Clearance from Last Port. 
PILOTAGE: Not available. 
ANCHORAGE: On an 18 fathom bank North of the pier, 2 cables from 
the shore. 
RESTRICTIONS: Vessel can berth and unberth at any stage of the tide, 
but if vessel's first call, recommend berthing during daylight only. 
MAX. SIZE: Max. LOA 300 m. Max. beam 30 m. There is 32 ft. — 36 ft. 
alongside but an allowance should be made for a 3 ft. swell, therefore 
would suggest max. draft approx. 29 ft. 
HEALTH: Authorities require 24 hours notice of the vessel's arrival. 
RADIO: Fort-de-France, call sign “FFP” (high frequency) and 
Destrellan, call sign “FFQ" for medium wave. 
VHF: Port Authority on Channel 16. 
TUGS: Not available, however a small boat will assist in running lines 
if the Port Authority is advised in sufficient time on VHF Channel 16. 
BERTHING: The extension is in operation. The old S.E. arm of the quay 
and 3 remaining banana elevators were so badly damaged in a hurricane 
of 1979 that they are to be removed. The new quay is solid-filled and 
extends to a reclaimed shore thus providing considerable container 
stacking area. The berth is approximately 300 m. long and is well 
fendered with rubber fenders. 
CRANES: 30 ton mobile crane available. 
STEVEDORES: Working hours: 0700 — 1100 hrs. and 1300 — 1700 hrs. 
Extension possible. 
MEDICAL: Doctors and hospital available. 
DENSITY: 1025. 
FRESH WATER: Available. 
CONSUL: None, nearest consuls at Pointe-a-Pitre. 
SERVICES: Fresh provisions, groceries and meats available. The 
following are not available: repair facilities, dry dock, machine shop, 
airport, surveyors, laundry services, bunker fuel oil, diesel oil, lubricating 
oil and slop tanks. 
WEATHER: The swell is between 3 ft. and 4 ft. from a S.E. direction. 
The wind is mainly from an Easterly direction. 
AUTHORITY: Guadeloupe Port Authority, Place Cours Nolivos, 97100 
Basse-Terre, Guadeloupe. Te/: 81-09-15 and 81.11.21. Telex: 919710 
GL. Contact: Mr. Claude Julienne, Port Director. 


(See Plan) 


POINTE-A-PITRE: 16.13 N. 61.32 W. 


DOCUMENTS: 

6 Manifests. See (a). 

6 Crew Lists. 

3 Stores Lists. 

3 Crew Declaration. See (b). 

6 Passenger Lists. 

4 Declaration of Health. 

2 Bills of Lading. 

1 Clearance from Last Port. 

6 Entrance Declaration. 

(a) In addition, 2 sets of Manifests must be airmailed to arrive 72 hours 
before arrival in Pointe-a-Pitre. 

(b) This Declaration must indicate all new and used personal effects. 
PILOTAGE: Pilot meets vessels at “Mouchoir Carre” buoys. Advance 
notice of ETA to be passed 24 hours, and VHF Channel 16, 1 hour 
before arrival. 

ANCHORAGE: Consult charts. 

RESTRICTIONS: Max. length 230 m. Max. draft 10.0 m. 

MAX. SIZE: See ‘Restrictions’. 

HEALTH: Port Health board on arrival. 

RADIO: Destrellan Radio, also on VHF. 

TUGS: None available. 

BERTHING: 9 berths available, 8 additional for petroleum, sugar, 


(See Plan) 


cement, flour mill, bananas, Ro/Ro and containers. 
Tourist Port: 
Quay No. 1: Length 150 m., depth 7.80 m. 
Quay No. 2: Length 177 m., depth 8.80 m. 
an) No: 3: | Length 283 m. Depth 8.80 m. 
Commercial Port: 
Quay No. 5: | Length 320 m., depth 7.10 m. Ro-Ro, General 
Quay No. 6:/ Cargo 
Quay No. 7: } Length 306 m.; No. 7, depth 7.10 m.; No. 8, depth 
Quay No. 8:! 8.20 m. General cargo. 
Industrial Port: 
Quay No. 9: Length 180 m., depth 7.60 m. Mineral Berth. 
Quay No. 10: Length 140 m., depth 7.20 m. Storage capacity 
30,000 cu.m. 
Quay No. 11-1: Length 150 m., depth 8.0 m. Sugar Berth. Storage 
capacity 70,000 cu.m. Tee rate 750 t.p.h. 
Quay No. 11-2: Length 150 m., depth 9.0 m. Grain vessels, flour 
and feed, general cargo. 
Quay No. 11: Length 35 m., depth 4.20 m. 
(Ro-Ro): 
Quay No. 13: Length 160 m., depth 10.0 m. General cargo, 
Containers. 
Quay No. 14: Length 240 m., depth 10.00 m. Container Terminal. 
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+ still 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 


Industrial Area: The industrial area of Jarry offers 40 hectares of Ope 
storage at the water's edge. 

Container Terminal: Quay No. 14: The container terminal is Equipps 
with 3 x 40 ton Paceco-ACB cranes. . 
STEVEDORES: 24 hours advance notice of ETA required (72 hours; 
vessel arrives on Monday). Working hours 0700-1030 and 1315~1645 
At container terminal hours are 0630-1300 and 1400-2030. 
MEDICAL: Clinics and Hospital facilities available. Hospital Te 
82.88.88, 82.98.80. 

TANKERS: Only tankers having less than 7.2 m. draft can enter the 
harbour. 

FRESH WATER: Available day and night if requested in advance. 
FUEL: Available F.O. 350 seconds Redwood, D.0O. for gas oil. Deliver: 
by road tankers. 


CONSULS: 
Belgium Italy Spain 
Denmark Lebanon Sweden 
Ecuador Netherland United Kingdom 
Haiti Norway Venezuela 


REPAIRS: Workshops available. 

GANGWAY/DECK WATCHMEN: Available on request. 

HATCHES: Usually opened and closed by crew. Stevedores will 2 
Master's request but at ship's expense. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle per man. 
CARGO GEAR: Ship's gear used. 

REPATRIATION: All facilities available. 

AIRPORT: 3 miles from the harbour with daily flights to Paris, Miam 
and New York. 

TIME: GMT minus 4 hours. No alterations during the year. 
HOLIDAYS: New Year's Day; Shrove Tuesday; Ash Wednesday 
Carnival; Good Friday; Easter Monday; Labour Day (1st May} 
Ascension Day; Whit Monday; National Day (14th July); Souls’ Day 
Armistice; Christmas Day. 

POLICE/AMBULANCE/FIRE: Police: 82.00.05 or 82.13.17 or 17 
Ambulance and/or Fire Department: 83.00.28 or 18. 

SHORE LEAVE: Permitted. 

!DENTIFICATION CARDS: |/D or passport required. 
REGULATIONS: No particular regulations. 

DEVELOPMENTS: Berths No. 11 and 12 are to be connected 
Berth No. 13 to be strengthened to take Paceco ACB cranes. Infillin 
to provide 10 hectares of Foreign Trade Zone underway. 
AUTHORITY: Guadeloupe Port Authority, Quai Lardenoy, (P.O.Bo: 
485), Pointe-a-Pitre 97165, Guadeloupe, F.W.I. Tel: (590) 916313 
Telex: 919710 GL PA GUAD. FAX: (590) 91 5679. Contact: Captain ¢ 
Lievain, Harbour Master. J. C. Cren, General Manager. C. Georgelin 
Operations Manager. 


NOTES 
Please also advise Shipping Guides Ltd. 


juam 
AM (Apra Harbour): 13.26 N. 144.39 E. (See Plan) 


cUMENTS: Guam is a United States Territory in the Western Pacific 

4official documentation is as for mainland U.S. ports, including visaed 
“ew List completed at port of departure prior to Guam. Vessels should 
ge a stock of American Crew Lists Form |-148 and Form |I-95A. The 
wencan Alien Crewman Landing Permit is acceptable and preferred. 


aquired on arrival: 
vaccination Cards. 
ysaed Immigration Crew List. 
4Crew Lists. 

4 Passenger Lists. 

1 Stores List. 

Clearance from last port. 

Cargo Papers. 

save ready Immigration Form 1-94 for each passenger and Form I-95 for 

se) alien unless they have 1-184 plastic Identification Card. Shore 

xsses not required. Crew Customs Declaration not required. 

“SLOTAGE: It is advisable to have on board U.S. charts for Guam: 

/*4GS 4197 Apra Harbour. 4196 Guam Approaches. 
plot available 24 hours a day. Weather permitting, Pilot will board 

uiside breakwater upon Master's request. 

PPROACHES: Make for the unmarked approach point designated 
44” (Alpha Hotel) 2 miles from entrance at 13° 26'8"N., 

us 34' 09" E. where Pilot boards, weather permitting. From position 

4 the entrance range line is 084° with the leading marks in line. 

| seeause of depths, anchoring outside the harbour is impossible. If vessel 
ast wait for the Pilot cruise back and forth in this area. 

_ »t entry: On occasions, weather and sea conditions are considered 
suitable for Pilots to board outside. Under such circumstances vessel 
say be requested to proceed inwards and pick up the Pilot in the harbour 
yea. The Harbour Master's permission for vessel to enter is mainly 
used on the traffic situation and does not necessarily take into account 
wether it is actually safe for vessel to enter under such conditions. 
‘snot advisable to enter without a Pilot due to strong cross currents. 

Pilots are very willing to assist arriving tankers and whenever the 
wather situation at point AH is prohibitive for boarding, they may 
equest the Master to proceed Southwards in Agat Bay to look for a 
nore sheltered boarding ground. 

Before entering, the Harbour Master and the Pilot should be consulted 
censure that no outgoing traffic will be encountered in the harbour 
sirance. It is also advisable to obtain from the Harbour Master the 
wsitions of vessels which may be anchored in the harbour area. 

Under the influence of N.E. Trades the prevalent set of the current 
aching 3 knots) off the entrance is to the South or S.W. regardless 
tthe tidal currents. During the summer months, when Westerly winds 
yevail occasionally, a Northerly set may be experienced (reaching 
‘5knots). The current velocity fluctuates during a daily period under 
ne influence of tidal currents. Entry should be made during periods when 
“oss currents are expected to be at a minimum. The Pilot should be 
snsulted on this matter. 

Strong cross currents may require an approach speed of up to 8 knots. 
‘view of the relatively short distance from the entrance to the berth, 
te speed must be substantially reduced as soon as the influence of 
me cross current has subsided. In relation to this, the manoeuvring 
ce of vessel should be carefully taken into consideration. 

ice: 

issued by: Commander, U.S.C.G., Marianas Section. 

Dated: 17th October, 1986. 

Subject: SECURITY ZONE. 

The Coast Guard has directed Naval Prepositioning Ships mooring in 
‘ora Harbour to use Buoy 702* in Outer Apra Harbour and is establishing 
‘security zone around this buoy and Naval Prepositioning Vessels 
‘oored thereto effective 17th October, 1986. 

_4100 yard security zone has been established in all directions around 

Suey 702 and Naval vessels moored there. When no vessels are moored 
0 =i Ue a 50 yard security zone will remain in effect around the 
Suoy itself. 

_The zone is established to safeguard Naval Maritime Preposition 
“ips against any possible destruction from sabotage or other similar 
@USES 
_Entry into the security zone is prohibited unless authorised by the 
-aptain of the Port. Any person or vessel that enters the security zone 
"Mout the permission of the Captain of the Port is subject to boarding 
“arch and removal from the area. Criminal penalties can be pursued 
4ainst those on board. 

Buoy 702 is approximately 3.3 cables N.E. of the General Anchorage. 
NCHORAGE: Harbour — range 084° True, 2 green lights. Strong set 
“ss harbour entrance, Navy recommends 10 knots entering. 
4Jarantine Anchorage at Middle Ground, Outer Harbour, depth 45 ft. 

"er Anchorage: Tidal range in the harbour is about 2 ft. Currents are 
"eak. Deep drafted vessels should exercise caution as to the patch 
eg as “Middle Ground” and the 42 ft. patch situated Westward of 
Maddie Ground”. On rare occasions vessels may be requested to 
*chor. In these instances, deep drafted vessels may use the Naval 
“chorage between and to the North of buoys 951 and 704. Officially, 
= anchorage is reserved for Navy vessels, however, the Navy has not 
ected to commercial vessels using this anchorage occasionally. 
‘aller vessels should have no difficulties in finding anchorage. In each 
#88, anchorage location is determined by the Harbour Master in 
ting ti the Pilots. The bottom is mainly coral and is not a good 
+ ground. 

MAX, SIZE: Max. LOA 230 m. (Berths “F4”, “F5" and “F6"). Depth 
“ngside Berth “F5" — 10.97 m. at HW. 
ny “F3". Max. LOA 182.80 m. Depth 9.75 m. at HW. 

x. beam for container vessels is 33.55 m. 


- = 


msi the plastic identification card previously issued on the U.S. coast. 


GUAM 


RESTRICTIONS: The Harbour Master of the Port Authority of Guam, is 
in complete control of the approaches to Guam and it is essential to 
obtain clearance and permission to enter Guam from “Harbour Master” 
Port Authority, call sign KUF-810 at least 24 hours prior to arrival. 
Permission is readily granted with the condition to request permission 
again 2 hours prior to arrival at Guam. This time from Guam Control, 
call sign KUF-810 and NRV (USCG). 

HEALTH: If from suspect port, Inspector boards at anchorage or at pier 
for thorough check. Inspector grants Pratique. 

RADIO: Harbour Master Radio Station, call sign KUF-810 ship/shore 
watching 24 hours. Use of USCG Station "NRV" for best service if unable 
to reach KUF-810 due to limitation of range. 

Notice to Ship's Agents: (20th August, 1980) 

The Harbour Master's Control Tower is operating on a 24 hour basis. 

The following VHF frequencies are guarded and monitored: 
156.8 MHz — Channel 16 
156.6 MHz — Channel 12 
156.65 MHz — Channel 13 

In addition, Control Tower personnel will be monitoring S.S.B. with 
the following procedure: 

2182.0 kHz continually. 

4143.6 kHz — (4B). Every hour on the half hour for a period of 
5 minutes. 

8291.1 kHz — (8A). Every hour at 35 minutes after the hour for a period 
of 5 minutes. 

12432.3 kHz — (12B). Every hour at 40 minutes past the hour for a 
period of 5 minutes. 

The Port Authority solicits your co-operation in the matter of keeping 
the Harbour Master advised of all arrivals, departures, and other 
pertinent information whereby we may best serve the maritime industry. 
VHF: Masters of vessels approaching should keep watch on Channels 
12, 13 and 16. 

TUGS: 3 tugs (1,200 h.p.) available throughout 24 hours. Tugs can be 
contacted direct on VHF Channels 16, 13 and 19. 

BERTHING: Vessels may berth Port or Starboard side upon request of 
the Master or Agent at ''F3”, “F4", “F5" except “F6” port side to, 1 large 
tug and 1 small tug normally used. Ship’s gangway is required. Local 
information from Pilots states that after completion of Berth F-1 (Gorco 
Oi! Berth), a submerged wreck was discovered, said to be a 500 ft. long 
cargo vessel, and lies across and below the vessel in this berth, on the 
Eastern side of the jetty. It is advisable not to drop anchors — should 
they have to be used — until vessel has passed over the wreck. There 
have been instances of forward springs or breastlines becoming fouled 
in this wreck during operations. 

CRANES: 1 (Manitowoc) = 140 ton, 1 (P&H) x 40 ton and 1 x 35 ton. 

2 Paceco rail mounted container gantry cranes for handling 20 ft., 
27 ft. or 40 ft. containers. 30 fork lifts, capacity 3 — 20 tons, including a 
Hystainer with special spreader for handling containers. 

TANKERS: Mobil Pier: Berth ‘'G’. Depth alongside 39 ft. 

The terminal consists of a T-head pier, with 2 breasting dolphins. Head 
and stern lines are secured to shore-based bitts. No breast lines can 
be used. Therefore, caution should be exercised when off-berth winds 
occur. 

The pier is within the blast zone of the Navy ammunition pier. When 
a vessel is working ammunition, or when ammunition is on that dock, 
U.S. Coast Guard will not ordinarily permit a vessel to lie at the Mobil 
Pier. If U.S. Coast Guard does give permission, U.S. Navy authorities 
require a “Hold Harmless” agreement before permitting vessel to berth 
at the Mobil Pier. To this effect the Agent assists and offers guidance. 
Berthing: Vessels usually berth on port side. There are no particular 
difficulties with berthing a vessel but approach speed and impact on the 
dolphins should be kept to a minimum. 2 mooring launches are utilised. 
There are no capstans for hauling mooring lines. 

Beam winds may affect vessels when alongside. Because of the lack 
of breasting lines, Northerly winds tend to push the vessel off the berth. 
Southerly winds cause excessive pressure on breasting dolphins when 
the vessel is in a light condition. Ballasting while discharging should be 
considered and Terminal operators will advise the Master on this. In 
case ballasting is necessary prior to completion of discharge, U.S. Coast 
Guard permission must be obtained. 

Cargo Handling: Only refined petroleum products are handled at this 
pier. 

Flexible rubber cargo hoses are used. No shore crane is available. 
Ship's manifold is to be ready with blanks removed and reducers rigged 
if necessary. Cargo booms should be operational prior to arrival, in order 
to lower the ship's gangway as soon as the vessel is secured to the 
pier. Different grades can be discharged simultaneously. 


Gorco Berth: Berth “F1”. Depth alongside 55 ft. 

The terminal consists of a T-head pier with 2 breasting dolphins at 
each end and 2 mooring dolphins on the West side. 

On the East side there are quick-release hooks along the shore line. 
All mooring points are provided with quick-release hooks and capstans 
for hauling the mooring lines. 

Berthing: Ships always berth port side to. Vessel is to proceed at slow 
speed towards the berth passing North of Buoy No. 2 (on some charts 
designated as Buoy RB “A”) and East of the patch of 57 ft. reported in 
1970. Tugs are in attendance. 2 mooring boats strong enough to handle 
(100,000 d.w.t.) wire ropes are available. Some difficulties have been 
reported when running lines ashore at the Eastern side since the 
mooring launch, because of shallow water, cannot get close to shore 
and rope pick-up winches at times are malfunctioning. Additional 
messenger lines are normally required from the vessel. The use of wires 
as headlines should be avoided. 

Cargo Handling: Both crude oil and petroleum products are handled at 
this pier. For crude discharge 4x10 in. ASA hoses are used. Distance 
to tanks 7 miles. Ship's port side manifold to be ready with blanks 
removed and adaptors fitted if necessary. 

Ballast/slop facilities are available and consists of 112 in. line of 
about 1,000 ft. long with a tank capacity of 80,000 bbls. The maximum 
acceptable quantity, however, is restricted to 50,000 bbls. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


IMMIGRATION: 
1. Prior to Departure for Guam: 

A. Visaed Crew List: Prepare 1 Crew List on U.S. Form |-418 and 
have it visaed by a U.S. Consulate at a port prior to Guam. Without 
this, crew shore leave may be denied. 

B. Passengers must have a valid passport and also must have an 
appropriate U.S. Visa whether landing or not on Guam. 

C. Intransit passengers do not need U.S. visa if the Owners of the 
vessel have signed a contract called ‘Immediate and Continuous 
Transit Agreement” with the Commissioner of Immigration at 
Washington, D.C. 

2. Prior to Arrival at Guam: 

A. Passenger List, Form |-418 prepare 3 copies of Passenger List 
on U.S. Form 1-418 (for Immigration, Customs and Agent). 

B. Passenger Landing Card: Form I-94. Prepare or have on hand, 
1 U.S. Form |I-95A for each alien crew member. Not required if 
crew member is a permanent resident with U.S. |-184 laminated 
“Crewman's Landing Card’. Not required of U.S.A. Citizens. 
Please present form |-95A in appropriate Seaman's passport or 
identification book. Form |-95A can be used repeatedly for future 
arrivals of same crewman on same ship at any United States 
Port. 

3. Upon Arrival at Guam: 

A. U.S. Federal Immigration Inspector boards upon arrival at pier, 
must see all passengers with their passport and Form I-94 and 
all crew members with their passport or identification books and 
Form |-94A or Form 1-184. 

B. Passengers and crew are required to be ready for inspection 
immediately upon docking at Guam. 

C. No shore leave and no visitors or stevedores may board until this 
Immigration inspection is complete. The Inspector will advise 
Master when he has completed his inspection of passengers and 
of crew. 

4. Prior to Departure from Guam: 

A. Intransit Passengers: Pick up from intransit passengers the Form 
I-94 and hand to Agent before departing from Guam. These must 
be returned by Agent to U.S. Immigration as passenger departure 
records. 

B. Alien crew member joining at Guam: Pick up from them the Form 
1-94 which they used to enter the U.S.A. These must be returned 
to U.S. bly ep by Agent as permanent records. 

SECURITY: Guam Government Official usually boards at pier, examines 
vaccination cards and inspects Steward’s stores and slop chest. Also 
represents U.S. Customs. Requires 1 Crew List, 1 Passenger List, 
1 Stores List, Clearance from last port, later issues new clearance from 
Guam which Agents bring to ship. Normally does not seal stores or slop 
chest. 
MARINE GUARD: Required when docked at Ammunition Pier, requires 
1 Crew List. 
MEDICAL: Foreign ships use Guam Memorial Hospital or other clinics 
in town. American ships use U.S. Naval Dispensary in Harbour area, or 
in emergency U.S. Naval Hospital near Agana, 10 miles distant. 
Certificates required signed by Master. Patient returns to vessel by taxi 
at vessel's expense. Dispensary hours for merchant seamen Monday 
to Friday 0800 — 1200 and 1300 — 1600 hrs. At other times, if emergency, 
use the U.S. Navy Hospital. Doctors will not normally visit ships. 
Dentists: Private dentists only. Usual hours 0900 — 1700 hrs., 
Saturday to 1200 hrs. 
REPAIRS: Commercial Yard and Casamar Yard available. Navy Yard, 
repairs by U.S. Naval Ship Repair Facility (SRF), subject to prior Navy 
commitments, and requires cash deposit in advance. Payment to be 
made for work done successfully or not. ‘No Cure No Pay” does not 


apply. 
FRESH WATER: Very good, available any quantity, meter service. 
FUEL: Marine Diesel Oil available by truck at any pier and by pipe-line 
at Berth “F3”. Black oil available by pipe-line at Berth “F6’. Both 
products also available by pipe-line at Berth “F1" (Gorco Pier) and the 
Mobil Pier. The distribution companies are Exxon, Gorco and Mobil. 
Infrequent fuel delivery restriction occurs when ammunition vessel 
working. 
STORES: Available but considered expensive. Produce from U.S.A.; 
meats from U.S.A. and N.Z.; milk is recombined in quart cartons, white, 
chocolate or buttermilk. Order milk day prior to delivery; tropical fruits 
seldom available; ice in blocks or cubes. Prices wholesale, except under 
1 case lots when at retail. Delivered to ship’s gangway or hook. 
LAUNDRY: Also dry-cleaning available 3 days service at U.S.A. prices. 
1-day service extra. Delivered to ship's gangway or hook. 
TIME: GMT plus 10 hours. 
POLICE/FIRE/AMBULANCE: Ambulance U.S. Naval Dispensary, 
Harbour Area, Tel: 339-4224/4227. Fire Tel: 22222. Police — Naval 
Station Security, Harbour Area Tel: 333-2988. Police — Guam Civilian 
Police, Tel: Agana 777-9811 
BANKS: Bank of America, Bank of Guam, Bank of Hawaii, Chase 
Manhattan Bank, Citibank, First Hawaiian Bank, Hong Kong and 
Shanghai Banking Corp. 
WEATHER: Tropical Typhoons: The Navy Fleet Weather Centre of 
Guam broadcasts typhoon warnings. Weather forecasts are good and 
reliable; however, due to the particular geographical position of Guam 
it is impossible to definitely determine the track of approaching 
turbulence. These turbulences usually generate a few hundred miles 
South or S.E. and may easily divert when passing near Guam. There 
are four typhoon warning conditions. 
Condition 4: 
Typhoon winds possible within 72 hours; 
Condition 3: 
Typhoon winds possible within 48 hours; 
Condition 2: 
Typhoon winds possible within 24 hours; 
Condition 1: 
Typhoon winds possible within 12 hours. 


686 


During the typhoon season months of August through Decem: 
condition 4 exists at all times. 

In case of a typhoon warning, (condition 2) the U.S. Navy invites; 
Masters for a meeting to discuss the action plan for evacuating the py 

It is considered very dangerous to remain alongside or anchored wit. 
the port when a typhoon is approaching Guam. 


SHIPMASTER’S REPORT: April 1987. 

| was advised that Agents can obtain permission to enter Guam» 
behalf of the Master. If a ship is fitted with telex this saves time a 
money over the U.S.C.G. Station NRV. } 

On this occasion, the vessel was unable to raise KUF-810 until wity 
VHF range. It was also noted that the Agency offices are in the san 
building as the Harbour Master. This Port Services Building also house 
the U.S.C.G. and the Customs. 

| was also advised that Daylight Saving Time is not being used by ty 
present Administration, however the situation may change when ana, 
Governor is appointed. 

The 3 tugs in use are diesel electric, built in 1944 and estimated» 
be about 800 h.p. maximum. A tug of 1,700 h.p. is being sought: 
present. 

This vessel used all 3 tugs when laden on a draft of 11.02 m. at th 
Mobil Pier - Berth “G”. This pier is being renewed. At present the ber 
consists of 2  breasting dolphins only. The vessel use 
3 x 6 in. floating hoses to discharge. No crew boats were available ay 
a ship's lifeboat was used as a liberty boat. The new jetty should be; 
use in June 1987 according to the U.S.C.G. 

Agent's name & address: Ambyth Shipping & Trading Inc., 1026 Cabra 
Highway, Suite 205, Piti, Guam 96925, USA. Telex: (721)64y 
AMBYTH GM. Fax: (671) 472 1264. 


AUTHORITY: Port Authority of Guam, Government of Guam, 10% 
Cabras Highway, Suite 201, Piti, Guam 96925. Tel: 477-5931/35. Tele, 
(721) 6689 Paggum. FAX: (671) 477-2689. Contact: David B. Tyding: 
General Manager. Frank G. Santos, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 
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jocUMENTS: 
spsular Documents: 
“wasters are required to: 
a + Obtain a health and clearance permit, issued by the competent 


authority at the last port of call, and certified by the Guatemalan 

hin Consul, and; 

2, Submit 5 copies of a general manifest of articles carried to each 
port of the country, approved by the Guatemalan Consul at the 
port of loading, and also, separate copies of the manifest for in- 

the transit articles unloaded. 

4no articles bound for the country are carried, a ballast manifest 
| gould be submitted. 

to | por to Arrival: 

Arrival Notice: 

There is no minimum period for advance notice of the vessel's arrival, 

the | secause Authorities exercise a degree of flexibility. However, it is 

th | gommended that notice be submitted in writing to the following 
metime in advance: The Captain of the Port, Customs Administration 

#4 Customs Supervision of Unloading, Migration Delegate, Maritime 

wealth, Plant Health Delegate and Port Watch. Notification must also 

sesent to the following agencies of the Port Authority: Port Administrator, 
ras | Ofice of the Chief of Operations, Office of the Chief of Docks, Import 

495 | Dvision, Export Division, Invoicing Division, Container Section (if any) 

and Pilots Division. 
information on Cargo for the Port: 

ag _~—*i the vessel carries cargo to be discharged at the port, the following 

ley formation will be submitted to the Port Authority: 

co, Stowage Plan. 

Cargo Distribution List. 

Heavy Cargo List. 

Amount of Exports. 

containers are carried to the port, 8 copies of the list of container 
sntents and 8 copies of the list of complete shipments and of mixed 
sipments (for more than one consignee) are to be submitted to the 

Container Section. 

This information may be submitted upon the vessel's arrival, so that 

» delays in the work will be experienced for that reason. 

On Arrival: 


Type of Documents Number and Distribution of Documents 


Captain of Maritime Plant Port 
| Basic Forms Port Customs Security Health Immigration Health Authority 
Sereral Declaration 1 ~ 1 1 
| Cwgo Manifests 1 12 
oew Ust 1 
Passenger List 1 
1 
1 


She's Stores List 
Dew Etfects Declaration 
vartime Declaration of 
saath 
| Wal List(a) - _ = = = 
‘sotional Documents. 
Oearance from Last Port 1 = = = = _ x 
Consular Manifests = + 
snsviar Manitests from 
teh Port of Loading 1 
Sets of Bills of Lading " = 
‘e Passengers" Declaration 1 1 
8 of In-Transit or “No In- 1 1 
Tansit Passengers” 
declaration 
iy Books 3(b) = = - 3(b) 
4) Delivered to Post Office 
5) According to the number of stevedores requested, more than 2 copies 


Other Requirements: 

Requests for permission to load and unload are submitted to Customs, 
each on stamped paper and also, when appropriate, a request for 
wertime work. 


} eh bias as oe 


2 
2 
1 
1 


1 
1 
1 


I 
1 


Nn! | 
=i 
-=s11 
==) 1 


*nor to Departure: The clearance permit is requested from the Captain 
othe Port 4 hours in advance, after obtaining clearance from Customs, 
®aclearance permit application, which is submitted on stamped paper. 


UNIFORMS: Vessels have been fined when officers have not been 
searing uniforms when boarded by officials for clearance inward. 


CHAMPERICO: 14.17 N. 91.55 W. 


DOCUMENTS: 

Clearance from Last Port. 

Travel Memorandum (original and 4 copies). 

Declaration of Maritime Health. 

Derat Exemption Certificate. 

5 Crew Lists. 

3 Passenger Lists or “no passengers” Declaration. 

5 Provision Lists. 

3 Dangerous Cargo, inflammable or explosives declaration. 

5 Mail Lists or ‘No Mail” Declaration. 

Manifests of Cargo from each port (original and 11 copies). 

Bills of Lading from each port. 

Vaccination Certificates for whole crew. 
me Ballast Manifests, if no cargo on board. 

iLOTAGE: None. 

ANCHORAGES: Without limit but recommended not to anchor less than 

‘m. from beach. 

- SIZE: Vessels work cargo at anchorage in depth consistent with 
ree S draft. 
LTH: Give notice of any suspicious illness or fever on board when 

ried comes for official visit. 

DIO: ETA cables through Cristobal (Panama). 


the 
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GUATEMALA 


VHF: Channel 16. 

TUGS: No tugs required. 

STEVEDORES: No advance notice necessary. Possible to arrange 
gangs within an hour. 

MEDICAL: Adequate advance notice required depending on gravity of 
case. Hospital 30 minutes away and possible to arrange transport for 
patient, also to arrange for doctor on board. Crew must have current 
International Vaccination Certificates. 

TANKERS: No facilities for tankers. 

DENSITY: Changes from 1022 in October to 1027 in April. 

FRESH WATER: Free within port limits. 

FUEL: No facilities. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: Available upon request. 
OPENING/CLOSING HATCHES: Either by crew or by stevedores. 
CUSTOMS ALLOWANCES: Without limit on board. Prohibited to take 
tobacco, wine or spirits ashore. 

CARGO GEAR: Ship's gear used for loading/discharging. 
REPATRIATION: All facilities available. 

AIRPORT: International airport 3 hours distant with regular flights all 
over world. 

TIME: GMT minus 6 hours. No alterations to clock during year. 
HOLIDAYS: No work on 1st January, Maundy Thursday and Good 
Friday, 1st May and 25th December. The rest of the year work day and 
night. 

POLICE/AMBULANCE/FIRE: All available. 

TELEPHONES: Cannot be placed on the vessels. 

IDENTIFICATION CARDS: Not needed. 

SHORE LEAVE: No restrictions. 

DELAYS: Some days in April and October the surge is very strong and 
work has to be suspended. 

GENERAL: Possible to supply provisions, especially vegetables and 
shell-fish at good prices. 

DEVELOPMENTS: Project to build a modern port with an entrance 
channel, artificial bay and capacity for 8 merchant vessels and facilities 
for fishing ships and tourist ships. 

AUTHORITY: Empresa Portuaria Nacional de Champerico, 10A Calle 
3-31, Zona 1, Guatemala City, Guatemala. Tel: 25-4-47, 85-2-16, 53- 
54-57. Cables: Epnac. Contact: Cnel. Antonio Batres Barreda, 
President. Gregorio Cifuentes, Administrator. 


PUERTO BARRIOS: 15.44 N. 88.36 W. 


DOCUMENTS: 

Clearance from Last Port. 

Crew List, 1 legalised and 9 copies. 

Passenger List, 1 legalised and 7 copies or negatives. 

Cargo Manifest, 1 legalised and 21 copies. 

Stores/Provisions List, 3 copies. 

Voyage Memorandum, 4 copies. 

Bills of Lading, 2 sets. 

Declaration of Health. 
PILOTAGE: Pilot boards 2 miles off Puerto Barrios, from small 
unmarked launch. If awaiting Pilot, vessel may anchor about 3 miles 
North of Puerto Barrios, keeping port entrance clear. No VHF. 
ANCHORAGE: In Santo Tomas Bay, depths up to 6 fathoms. 
MAX. SIZE: Length 600 ft., draft 30 ft. 
HEALTH: Advise Agent in advance if any fever or contagious disease 
suspected on board. Otherwise Pratique granted on arrival. Officials 
board only between 0600 hrs. and 1800 hrs. 
RADIO: Coastal radio in Costa Rica, call sign TIM operating on 
8485 kHz. 
TUGS: No tugs available. 
BERTHING: One pier owned by International Railway used to discharge 
fuel oil. 1,000 ft. berthing length on each side. A flag is shown on the 
pier to indicate where vessel will berth. Berthing recommended during 
daylight hours only. Tankers discharge on South side of the pier. 

See “Shipmaster's Report” at Santo Tomas de Castilla. 
MEDICAL: Doctor available. All crew require International Vaccination 
Certificates. 
FRESH WATER: Available at the pier. 
FUEL: Not available. 
CUSTOMS ALLOWANCES: Normal daily consumption on board. 
No tobacco, wine or spirits to be taken ashore. 
TIME: GMT minus 6 hours; no alterations during the year. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
AUTHORITY: Commandante de! Puerto. 
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PUERTO QUETZAL: 13.55 N. 90.47 W. 


DOCUMENTS: See “Regulations.” 
PILOTAGE: Pilotage is compulsory for all vessels berthing and sailing, 
but not for shifting. 
ANCHORAGE: A vessel approaching from sea is permitted to anchor 
in front of the harbour not closer than 1 nautical mile without using a 
Pilot. 
RESTRICTIONS: Safe draft over the bar and channel: 

Maximum safe draft is 11 m. (36 ft.), the width of the channel is 210 m. 
(689 ft.). 

Depth in channel and turning basin is 39 ft. 
Docking of vessel at any time of the day: Docking is permitted by the 
Port Authority when the required documents have been presented and 
provided the vessel is to commence work. Vessels may dock at any 
time, but such movements are normally scheduled to fit in with time of 
granting of Free Pratique and of commencement of work. 
Clearance of a vessel outward: This is normally signed by the Port 
Captain during hours prior to completion of work. 
Restriction on sailing time: No restriction. 


MAX. SIZE: LOA 210 m. Beam 32 m. Max. draft 10.5 m. 


HEALTH: Free Pratique is normally granted all day, including Sundays 
and holidays. 
Free Pratique at anchorage or at the wharf: Free Pratique is given either 
at the anchorage or after berthing. Where wharf space is available and 
vessels’ documents have been presented, she would normally dock on 
arrival or at scheduled time for clearance, and receive Free Pratique at 
the wharf. 
Free Pratique in Puerto Quetzal is granted when the party of officials 
visit the vessel to clear her inwards. These officials represent: 
Port Captain 
Customs Administrator 
Port Health Authority 
Quarantine Officer 
Port Authority 
Custems Guard (Guarda Hacienda). 
A representative of the vessel's Agent is present and the offer of 
refreshments or soft drinks assists things along. 
Where a vessel is cleared at anchorage, every effort should be made 
to lower a gangway, rather than expect the officials to use a pilot ladder. 
In case the vessel does not have a Guatemala national flag aboard, 
a vessel would be well advised to cable his Agent to bring one to the 
vessel on arrival. 
TUGS: Tugs are compulsory for berthing and sailing, but not when 
shifting without engine. 
BERTHING: Berthing facilities in Puerto Quetzal consist of one wharf 
of 800 m. (2,624 ft.) of length, 56 m. (184 ft.) width including a ramp of 
30 m. (98 ft.) length and 25.5 m. (84 ft.) width for Ro-Ro vessels. 
Depth alongside 11 m. 
Fenders: The 800 m. wharf has rubber fenders with approximately 
2x1.2 m. (4 ft.) diameter, spaced at 20 m. (66 ft.) 
CARGO OPERATIONS: Average outturn per hour based on modern 
type vessels with large hatches, good winches/cranes: 


(See Plan) 


Containers 20 ft. or 40 ft. 8 units/hr. 
Iron & Steel products 50 tonnes 
Iron & Steel products pre-slug 60 tonnes 
Bagged cargo 30 tonnes 
Drums 20 tonnes 
General cargo 16 tonnes 


These figures are subject to many variables, e.g. size of parcel, 

stowage, separation of marks, etc. Also when working iron and steel 
products pre-slinging would do much to assist. 
Gear supply for handling cargo: The stevedore firms supply all 
necessary gear such as rope and wire slings, nets, forklifts of different 
sizes. Presently following forklifts in good condition exist: 136 ton unit, 
1x15 ton, 3x7 ton, 3x4 ton, 3x3 ton and 2x2 ton units all owned by 
the stevedoring firms. 


STEVEDORES: Normal working hours 0600 — 1700. 
Labour: Presently there are about 1,200 stevedores in the City of San 
Jose which is always sufficient. 
The average gang has the following personnel: 
General Cargo: 14 stevedores Containers: 8 stevedores 


1 hatchman 1 hatchman 
1 winchman 1 winchman 
1 foreman 1 foreman 


Change of gangs: The first shift of labour works from 0700 hrs. to 
1430 hrs., the second shift from 1430 hrs. to 2130 hrs. and the third 
shift from 2130 hrs. to 0700 hrs. At midnight there is a break of 
30 minutes for meals. 

Advance notice to call a gang for commencement of work: 

1. For the morning shift - Recommended to advise the night before, 

latest 2000 hrs. 

2. During the day — 3 hours advance notice. 

3. At night — Advise before 1700 hrs. 
Bae Hospital facilities in Esquintla (54 km.) and Guatemala City 
(100 km.). 


FRESH WATER: Available. 
FUEL: Fuel oil, kerosine, diesel oil and gas oil available by road tanker. 
REPAIRS: Minor repairs possible. 
DRY DOCKS: None. 
SURVEYORS: Lloyd's Register: Franklin Ltda. 12 Calle “A” 2-34, Zona 
1, Guatemala City. Tel: 8-32-33, 53-68-26. 

General Superintendence Co.: Centrans S.A. 6a. Ave 20-25, Zona 9. 
Attention: Mr. H. Preuss. Tel: 370134/35. 

P &1| Club's Representation: Ing. Jack Sigal, Torre Professional No. 1, 
Guatemala City. Tel: 531452. 
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GANGWAY/DECK WATCHMEN: Private watchmen are available, 
are not compulsory for either on board or ashore. 

Uniformed guards of the Customs Police (Policia de Hacienda), 
stationed at the gangway free of charge. 

However, it is recommended to keep vigilarice to prevent cabins » 
storerooms, etc., being entered. 

Vessels at anchor (however, presently there is no port congestion, 
is any expected in the near future) should also keep a strict watch: 
boarders. } 

No meals are required to be supplied by vessels in Puerto Quetzz; 
Customs, guards or any other persons. 
AIRPORT: Distance to airport 8 km. 
HOLIDAYS: Legal and Local Holidays: 

December 31st 1800 hours until 


January 2nd 0600 hours 
March 19th 0000 hours until 


New Year's Day 


March 20th 0600 hours Local Holiday 
Wednesday 1200 hours until 

Saturday 0600 hours _ Easter 

May 1st 0000 hours until alanine 


| 
J 
\ 
J 
May 2nd 0600 hours 
June 30th 0000 hours until : 
July 1st 0600 hours Revolution 1871 
September 15th 0000 hours until 
September 16th 0600 hours 
October 20th 0000 hours until ) 
October 21st 0600 hours J 
November 1st 0000 hours until | 
November 2nd 0600 hours J 
December 24th 1800 hours until ; 
December 26th 0600 hours Christmas Day 
Due to the present situation (being a new harbour) the port wou 
365 days per year, however this could change later. 


Independence Day 
Revolution 1944 
All Saints Day 


GENERAL: Authorisation of lowering boat: Lowering of boats requir 
permission which is normally granted by the Port Captain. 
Regulations regarding explosives and ammunition at Puerto Quetz 

Explosives and ammunition are only allowed to be discharged on. 
scheme whereby they leave the port area immediately and a notice: 
24 hours should be given prior to arrival. 

Cargoes remaining on board are not covered by any particu: 
regulations. 

Local guidance on stores and availability of items: 

Deck Stores: The few available items are expensive. 

Engine Room spare parts: Even well-known makes are almost ne 
available. 

Lubricating Oils: The commonly used ones are available in sm 
quantities, but special ones are not obtainable. 

Stewards Department: Most dry stores are expensive with 
exceptions and quantities are limited. 

Fresh fruits, vegetables, seasonally available in moderate quantitie 
at reasonable prices, likewise fish, poultry, fresh beef and pork. (Be 
bought in Guatemala is accepted as safe in the USA, but not sof 
pork — confirm with respective Authorities.) 

Laundry service: Available at a reasonable cost. 

Radio/Navigational Aids: Spares are not generally available # 
service of a very limited nature only. Better service can be obtained! 
Guatemala City. (Each case should be investigated by Agent.) 

Important: Ship's spare parts can be sent to a vessel calling at Puet 
Quetzal by air — or by sea freight but care must be exercised in the 
addressing and marking, as otherwise local import duties may % 
imposed. All such items should be clearly addressed to the vessel’ 
care of the vessel's Agent, and must say the Spanish for “in trans 
the phrase “EN TRANSITO”. This ensures that the goods can be trealt 
and may be exported on the receiving ship without problems. 

Any such movement should always be co-ordinated with the om 
Agents, who should be kept fully advised of same. 


REGULATIONS: The following is a translation from Spanish. 

Operation Regulations for the Provision of Services in the Por! 
Quetzal: 

Article 4: Programming Arrivals: 

Eight (8) days prior to the end of the month, Ships’ Agents m 
present in writing or by telex to the Commercial Department’ 
programme with the approximate date of arrival of vessels for the com! 
month, and keep this programme up to date. 

Article 5: Request for Guarantee Deposit: 

Ships’ Agents must request the Commercial Department for ® 
amount of the guarantee deposit as established by Article 5 of ® 
Government Agreement 825 — 83. 

Article 6: Guarantee Deposit: 

In exceptional cases, the guarantee deposit can be lodged al® 
Fiscal Treasury Office of the Port Services Division in Puerto Quet® 
Article 7: Request for Services: 

Ships’ Agents must present to the Port Services Division the requ 
for services 24 hours in advance of the arrival of the vessel, when® 
is coming from Acajutla or Champerico. When the vessel is coming *® 
other ports, the Agent must comply with Article 6 of the Governm® 
Agreement 825-83, by means of the General Request for Services {0 
In both cases, Authority must be requested to contract a spem 
stevedoring concern. 

Article 8: Authorisation of Request for Services: 

The Request for Services will be authorised after it has been ver® 
that the corresponding regulations have been complied with. 
Article 9: Confirmation of Arrival: 

Ships’ Agents must submit in writing to the Port Services Divs* 
confirmation of arrival of their vessels 12 hours in advance, with® 
exception of vessels coming from Acajutla or Champerico, in respe’ 
which confirmation may be given 6 hours in advance. 
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10: Documents required prior to the provision of services: 
sips’ Agents must provide in advance to the Port Services Division 
following documents in an accurate and legible form: 
;) For imports of general cargo: 
2 stevedoring stowage plans 
2 sets of bills of lading 
2 tally books for each hold of the vessel to be worked and 2 for 
the office 
5 sets of cargo manifests, 4 lists of direct cargo. 
») For imports of solid bulk cargo: 
2 sets of bills of lading 
5 sets of cargo manifests, 1 stevedoring plan, 2 sets of tally books 
er hold. 
¢) For imports of containers and lorries: 
2 stowage plans 
2 sets of bills of lading 
4 container listings (sequency lists) 
1 packing list per container 
5 sets of cargo manifests 
4) Imports of Vehicles: 
2 stowage plans 
2 sets of bills of lading 
4 tally books 
5 sets of cargo manifests 
e) For exports: 
Complete shipping lists authorised by the Customs, 1 set per hold 
and 3 additional sets 
4 sets of export manifests 
Container lists — 1 set per hold and 3 additional sets. 
1 packing list per container. 
iticle 11: Period for delivery of documents: 

import documentation must be presented at least 3 days prior to the 
sal of the vessel, the order for shipment and the list of containers to 
» loaded 12 hours prior to commencement of the operation, and the 
agort manifest within 12 hours after sailing. 
iticle 12: Goods not covered by the manifest: 

Discharge of goods which are not on the manifest is not permitted 
shout due written authorisation from Customs. Once discharge 
yerations have been completed and not later than 12 hours afterwards, 
te Ship's Agent must present the corresponding additional manifest to 
ne Port Services Division. 
inicle 13: Letter of Correction: 

Where there are discrepancies between the bill of lading and the cargo 
sanifests, the Ship’s Agent must present to the Port Services Division 
sitter of correction within a period not longer than 24 hours after 
sivery of the documentation indicated in Article 10 of these regulations. 


SHIPMASTER’S REPORT: December 1984. 

Limited operations commenced on 18th March, 1983. 

Currently, services are provided with the following minimum 
yganisation: 

Port operations. 

Maritime and Communication operations. 

Financial and Administrative Services, and the additional personnel 
cprovide other support services. 

These offices operate in module buildings constructed for this purpose 
othe port area. 

Services to Vessels: 

Right to berth. 

Aids to navigation. 

Service of pilot launch. 

Pilotage. 

Mooring, berthing, and vice versa. 

Stay in port. 

_Anchorage. 

*otection Works: The sheltered area is formed by a major (West) 
veakwater 1,140 m. long, the minor (East) breakwater 307 m. long, and 
isecondary North Dock with a length of 367 m. These works ensure a 
‘nimum of rough water inside the port and maximum safety for vessels. 
‘cess Channel: The access channel to the dock provides safety and 
‘slitates entry and leaving of vessels to and from the sheltered area. 
rg a minimum width of 210 m. and a depth of 12 m. at the lowest 


Yanoeuvring Basin: This offers safety and facilitates manoeuvring of 
®sels. It is circular with a diameter of 400 m., and a depth of 12 m. 
athe lowest tide. 

Serthing: The main quay, situated in the Eastern part, was planned as 
*nulti-purpose terminal. It has a length of 800 m., and a free platform 
56 m. width. It includes a ramp 30 m. long and 25.5 m. wide, provided 
"th two mooring devices at the sides with capacity of 100 tonnes, and 
"th a predominant slope of one in ten for serving Ro/Ro vessels. It is 
‘cated at the Northern extremity. 

The whole quay is provided with rubber defences and bitts for mooring 
®ssels. Its crown dimension is +4.5 m., and a depth of —11 m., giving 
total of 15.5 m. 

The South Quay has a length of 170 m., for berthing smaller ships. 
i dimension is +4.5 m. and its depth is —5 m., giving a total of 


The Service Quay is 50 m. long and is for servicing small craft. Its 
*own dimension is +4.5 m. and its depth is —5 m. 

ypes of vessels handled: 

General cargo. 

Solid bulk cargo. 

Containers. 

Ro/Ro. 

Barges. 

Tourist passenger vessels. 


GUATEMALA 


Stevedores: Cargo handling services are provided by private concerns 
duly authorised by the Port Authority. 

Ship's Agents and brokers arrange cargo handling with the 
stevedoring companies who in turn are authorised to provide such 
services. 

The following services and direct cargo handling are available: 

Receipt and clearance. 

Loading and unloading. 

Handling on quay. 

Storage in the open. 
Storage: It has been planned to place at the disposal of users a multiple 
use warehouse 90 m. long and 80 m. wide. This warehouse will have 
an area covered by metal structures and concrete walls, and fitted with 
fire-fighting equipment. 

Attached to the warehouse will be a module housing the warehouse 
guard, Customs inspection, port checkers and wharfingers. 

Airport: There is an airport with capacity to receive any type of 
commercial aircraft 8 km. away. 

There is also the runway of the Aeroclub de Guatemala and the 
installations of the Tourist Complex of Likin. 

General: Puerto Quetzal is a terminal of the system of inter-ocean 
communication with the ports of the Atlantic, which are 406 km. distant 
by road and 443 km. by rail. 

The new port is reached by land via the asphalted highway CAQ at a 
distance of 110 km. from the capital. There is also rail connection, and 
both means of communication connect with the country’s network of 
roads and railways. The motorway from Escuinta to Puerto San Jose 
has yet to be built. 


SHIPMASTER’S REPORT: January 1985. 

Fresh Water: Said to be possible, ex road tankers. Very expensive. 
Painting: No painting and/or scraping either on board or on hull can be 
done. Granting of permission takes at least 2 days. 


AUTHORITY: Empresa Portuaria Quetzal, 7A Avenida 3-74, Zona 9 
(60. Nivel), Ap. Postal 206-A Guatemala City, Guatemala, C.A. 
Tel: 319101, 319133 and 319152. Telex: UNECPU-GU 6134 Cuidad 
Guatemala. UNECPU-GU 6315 San Jose, Escuintla. 
Contact: Francisco Motta Lemus, General Manager. 


SAN JOSE: 13.55 N. 90.50 W. (See Plan) 


NOTE: Very little cargo handled. Vessels now proceeding to Puerto 
Quetzal. 
DOCUMENTS: 

Clearance from Last Port. 

Crew List, 1 legalised and 4 copies. 

Passenger List, 1 legalised and 7 copies. 

Passengers in Transit List, 4 copies. 

Cargo Manifest, 1 legalised and 19 copies. 

Stores/Provisions List, 3 copies. 

Voyage Memorandum, 4 copies. 

Cargo Check Lists, 18 copies. 

Mail List, 7 copies. 

Bills of Lading, 2 sets. 

Baggage Declaration, per passenger, 4 copies. 

Declaration of Health. 
PILOTAGE: Not required and no resident Pilots available, except for 
Tankers where services of a Pilot could be made available upon request. 
ANCHORAGE: San Jose is a lighter port (open roadstead). Vessels 
anchor about 0.25 mile from pierhead in 8—9 fathoms of water. 
RESTRICTIONS: Normally no pratique granted after 1900 hrs., although 
in some instances and if prior arrangements made, vessels could be 
received by Port Authorities up to 2300 hrs. Tankers moor in daylight 
only. 
MAX. SIZE: Size immaterial since no docking facilities. Cargo 
transported from vessel to pier and vice-versa by means of steel lighters 
or barges of 35 tons capacity each. This applies to dry cargo only. Bulk, 
liquid cargo at respective terminals (oil and oil by-products, imports, and 
molasses export), where vessels proceed after pratique. 
HEALTH: Pratique automatic (0700 hrs. to 1900 hrs.), irrespective of 
previous port of call. Master's obligation to notify Authorities on arrival 
of any suspected disease and/or fever on board, in order that adequate 
precautions taken. 
RADIO: Messages should be routed via Guatel. 
TUGS: None available or required for manoeuvring vessels. 
BERTHING: New port 2 miles East of San Jose Pier (See “Puerto 
Quetzal.”) 
STEVEDORES: No gangs available after 2100 hrs., unless another 
vessel is working in port. Rate of discharge/loading: dry cargo: 15-20 
tons per gang hour. Max. gangs available: 3. Bulk cargo handled ten 
times faster. 
MEDICAL: Hospital available. No vaccination/fever certificates required. 
TANKERS: 2 buoy berths for tankers. Discharging lines 8 in. diameter. 
Esso Terminal: Mooring Master assists berthing. IRCA Terminal: Stern 
discharge. 
FRESH WATER: None available. 
FUEL: None available. 
CONSULS: All Consulates located in Guatemala City, where vessels’ 
Agents, when and if required, have special documents legalised. 
Normally, however, Agents can take care of regular certifications 
required, through port officials, who are authorised to certify documents 
in absence of a consul of a particular nation. 
REPAIRS: No facilities available. 
GANGWAY/DECK WATCHMEN: None required or necessary. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


OPENING/CLOSING HATCHES: By stevedores. 

CUSTOMS ALLOWANCES: On board, no restrictions; no crew member 
allowed to bring ashore more than amount required for personal use. 
CARGO GEAR: Ship's gear used for loading and discharging dry cargo. 
Vessels must bring own lines to tie lighters alongside. 
REPATRIATION: Possible. Usually arranged by Agents in cooperation 
with vessel's Agent in Guatemala City. 

AIRPORT: Nearest airport Guatemala City, 108 km. due North of San 
Jose. Daily flights to and from all parts of world. 

TIME: Central Standard Time, GMT minus 6 hours. No changes during year. 
HOLIDAYS: January 1st; Holy Thursday; Good Friday; Easter Saturday; 
March 19th; May 1st; June 30th; July 25th; September 15th; October 
20th; November 1st; December 24th; December 25th; December 31st. 
POLICE/AMBULANCE/FIRE: These can be contacted through Agent 
at San Jose and/or Guatemala City. 

TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Necessary for those on shore leave. 
DELAYS: Only 2 dry-cargo vessels can work simultaneously. A third 
vessel must await departure of 1 of the first 2. Only 1 tanker can work 
at each bulk liquid cargo terminal. 


SHIPMASTER’S REPORT: September, 1978. 
Approach was direct from the Pacific. A good landfall was made. San 
Jose main Light was observed to be Isophase, rather than Occulting, 
every 20 seconds. 
Anchorage: Vessel anchored in a position with the head of the Iron 
Wharf bearing 011°(T) — 8 cables. We lay to 4 shackles of cable on the 
starboard anchor, in 13 fathoms of water. Despite a considerable swell 
at times, the vessel did not drag her anchor. If anchoring, vessels do 
not take a Pilot. 
Berthing: Ocean-going vessels and at times, due to the swell, almost 
any vessel, cannot berth alongside the wharf. While we were at San 
Jose a tanker of about 20,000 d.w.t. berthed stern-on with both anchors 
down, to load molasses. 

| understand that, if no tanker is expected, general cargo ships are 
sometimes berthed in this manner. The tanker employed a Pilot. 
Communications; \f at anchor, it is best to keep radio watches and 
maintain long-range communications in this way. When working cargo, 
the Supervisor is in VHF communication with the Agents, but this facility 
is not available outside of working days. 
Vocuments: As per “Guide to Port Entry”. It was not possible to get any 
documents legalised prior to arrival, but this was arranged by Agents, 
as also was legalisation of documents for subsequent Central American 
ports. 
Cargo Work: Continuous, weather and the supply of lighters permitting. 
There are only 3 general cargo gangs in the port and only 2 ships can 


be worked at a time. The first ship gets 2 gangs, the second ship 1 gang. 


Many delays were experienced waiting for lighters, and 2 full days 
discharging time were lost due to the size of the swell. 

This is not a very serious problem alongside the ship, but makes 
discharge of the lighters at the wharf impossible. 

Rate of discharge of coiled steel rods was 55 tons per gang-hour, net 
of delays awaiting barges. 
Pratique: Granted on arrival. 
Provisions: Not purchased. 
Fresh Water: Unobtainable at the anchorage. 
Shore Leave: Permitted, but one has to take one’s chances of getting 
a ride to and fro on the lighters. Not many people went ashore and 
fortunately none were stranded when work was suspended. 


SANTO TOMAS DE CASTILLA: 15.42 N. 88.37 W. 
(See Plan) 
DOCUMENTS: 


The following are the documents required from each port at which cargo 
is loaded for discharge in Guatemala, all to be in the Spanish language. 


In Advance On Board Consularised 
Consular Clearance — — — 
Cargo Manifests, copy — 35 1 
Carge Manifests, freighted _ 1 — 


Copy Bills of Lading 

(not freighted) re 
Cargo Plans —_ 
Hatch List = 
Crew List = 
Stores Lists — 
Passenger Declaration’ — 
Arms Declaration* _ 
Mail Declaration* _ 
Clearance from Last Port — 
Maritime Declaration of Health _— 
Crews Personal Effects Lists — 
* Where these are negative, may be combined in one form. 
Consularised documents may be put aboard the vessel, or sent with 
advanced documents. Above requirements do not include the Agents 
need sucti as distribution of Bills of Lading to customers and his own 
needs for accounting and files purposes. Consularised documents are 
not necessary as the fine imposed locally consists of maximum 
quezales 40.00 per port, as Guatemalen Consulates may not be at a 
specific port of loading or their offices are closed. 
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PILOTAGE: Compulsory for all vessels arriving, leaving » 
manoeuvring within the port limits and available 24 hours a day. Pilg, 
taken on board 3 miles off the quay. 

The pilot station and the Control Office of Maritime Traffic of the Na 
maintains listening on R.T. frequencies 2738 kHz, and Channel 16 VK 

The pilot craft are painted white, flying a red and white flag by dg 
and red and white lights by night, they have VHF radio, but no Tada 

The pilot craft base is the Santo Tomas de Castilla Quay, as Well» 
the pilot station, and they will proceed to provide service once request: 
by the Ship's Agents. 

The ladder for the Pilot to board must be positioned on the lee s; 

of the vessel 1 m. above the water, but any alternative may be agree 
between the Pilot and the Master of the vessel. 
ANCHORAGE: Vessels with a draft up to 24 ft. can anchor about m 
to the North of Villedo Lighthouse, leaving the main channel free, b 
vessels drawing more water should anchor a little further away from 
lighthouse. 

The Pilots will anchor vessels with less than 24 ft. draft in the inne 
bay, i.e. nearer to the port, depending on the position of Vesse 
anchored. 

APPROACHES: As aids to navigation, there is a lighthouse at Ca 
Tres Puntas, Ox-Tongue Lighthouse, Heredia Lighthouse, Ville: 
Lighthouse, the access channel together with the manoeuvring bay 
being marked by light buoys, driven by batteries recharged by soe 
energy. 

Note: The channel buoys have been changed to the International Rus 
(Inbound starboard - green) with radar-reflectors placed on the 
(7 buoys). 

Lighthouse: A radio-tower is located in Pto. Barrios with a visibility ¢ 
approximately 20 miles (Fl. 10 sec.), well marked on the chart. 
Chart: Approach to Santo Tomas de Castilla — U.S. chart GUA 03 2816: 
1st Ed. Jan. 84. 

RESTRICTIONS: The channel has a depth of 30 ft., at the margin 
quay there is a depth of 33 ft. 

Docking/Undocking: Docking is permitted by the Port Authority whe 
the required documents have been presented and provided the vess 
is to commence work. Vessel may dock at any time, but such movemer: 
are normally scheduled to fit in with time of granting of Free Pratiqy 
and of commencement of work. 

Once docked a vessel can stay at the wharf waiting for Cargo dun 
a longer period of time, for example overnight. However if space: 
needed to work another vessel with cargo available then the vess 
losses its dock space. 

There is no restriction on time of sailing. 

Clearance is normally signed by the Port Captain during hours pra 
to completion of work. 

MAX. SIZE: Max. draft 27 ft. — 30 ft. Max. LOA 750 ft. 
HEALTH: Free Pratique is normally granted all day, including Sunday 
and Holidays. 

Free Pratique is given either at the anchorage or after berthing. Whes 
wharf space is available and vessels’ documents have been presente 
she would normally dock on arrival or at scheduled time for clearan 
and receive Free Pratique at the wharf. 

Free Pratique in Santo Tomas is granted when the party of officia 
visit the vessel to clear her inwards. These officials represent: 

Port Captain : 

Customs Administrator 

Port Health Authority 

Quarantine Officer 

Port Authority 

Customs Guard (Guardia Hacienda) 

A representative of the vessel's agent is present and the offers 
refreshments or soft drinks assist things along. 

Where a vessel is cleared at anchorage, every effort should be mat 
to lower a gangway, rather than expect the officials to use a pilot ladde 

In case the vessel does not have a Guatemala national flag aboat 
a vessel would be well advised to ask his Agent to bring one tot 
vessel on arrival. 

RADIO: ETA cables to Agent and Receiver made through Lanta 
Radio, Florida (WDE) in the U.S.A. 

VHF: The distance at which VHF communication can be establishe 
with the Santo Tomas de Castilla pilot station is 16 nautical miles, |! 
the distance at which Cabo Tres Puntas (Three Points Cape) is fr" 
the port. 

When the Pilot is manoeuvring, communication with the tugs is # 
Channel 12 VHF. 

TUGS: It is compulsory to use at least 1 tug for any type of manoeuvt 
depending on the size, structure, location where the manoeuvre is belt 
executed, and the state of the weather, the Pilot will decide upon t 
use of a second tug. The port currently has available 3 tugs - 1x12) 
h.p., 1x 1,100 h.p. and 1700 h.p. 

BERTHING: The quay is marginal with a length of 914.51 m., bet 
divided into 6 berths of 152.40 m. (approx.) each. The depth of wat 
alongside the quay is 33 ft., the water is saline, and for discharge # 
loading of goods, facilities are available for day and night work 
vessel's own gear and equipment is used, and in special cases sh" 
equipment. It is necessary that prior to the arrival of the vessel's relev@ 
and general information be provided regarding the cargo carried by®™ 
vessel, So as to allocate the corresponding berth, as well as equipm® 
and storage warehouses. 

CRANES: The port currently has 3 mechanical scoops (type P8* 
2 with a lifting capacity of 35 tons and 1 with a capacity of 7.5 tons 
mobile jib crane on rails capable of covering a distance of 400° 
approx., and with a lifting capacity of 30 tons. There is also a fixed cr 
with a lifting capacity of 50 tons. The Authority has no floating cram 

The port can work conventional vessels, container and Ro/Ro sh® 
solid and liquid bulk carriers, and for operating solid bulk carriers,” 
Authority has a Buhler unit with a capacity of 100 t.p.h. discharge # 
mechanical scoops with grabs. Liquid bulk carriers visiting the 
discharge and load products via tubes and hoses, conveniently insta® 
along the quay. 


/ALISED CARGO HANDLING FACILITIES: There are 4 berths 
»foRo vessels operation. é 
“sy handling container ships there is 2 Straddler carriers with a lifting 
seacty of 40 tons and stowage at 3 high, 2 Raygo-Wagner fork-lifts 
we 40 tons lifting capacity and stacking height to 3 high, 2 spreaders, 
«40 ft. and 1 for 20 ft. containers, 9 winches and 8x 40 ft. platforms. 
‘forklift trucks up to 8,000 Ib. capacity. 15 reefer points available. 
sevVEDORES: The Port Authority provides the stevedoring service in 
yeordance with the applications for service submitted by port agents. 


\sdour- 
4) Amount of gangs available to work: 
Presently there are about 2,000 stevedores in the City of Puerto 
Barrios (5 km. from Santo Tomas) which is always sufficient. 
») Amount of stevedores employed in a ship's gang: 


General 14 stevedores 
Cargo: 1 hatchman 
2 winchman (even if only one is required) 
1 foreman 


Container and Trailer vessels: 

Same amount of men per gang, which can be used for different cranes/ 

wiches at the same time. 

\c) Change of gangs: 
The first shift of labour works from 0700 to 1700 hours, the second 
shift from 1800 until 0600 hours. 
Breaks for meals are as follow: 

Breakfast 0600 - 0700 hrs. 


Lunch 1200 - 1400 hrs. 
Supper 1700 - 1800 hrs. 
Break 0000 - 0100 hrs. 


¢) Advance notice to call a gang for commencement of work: 
1. For the morning shift - the day before lastest 1700 hrs. 
2. During the day - 3 hours advance notice 
3. At night - advise before 1530 hrs. 
\e) Average outturn per hour based on modern type vessels with 
large hatches, good winches/cranes: 
Containers 20 ft. or 40 ft. 
Iron & Steel products 
Iron & Steel Products pre-slung 
Bagged cargo 


8 units/hr. 

25-30 tonnes/p.h. 

60 tonnes/p.h. 

20-25 tonnes/p.h. 
Drums 20-25 tonnes/p.h. 
General cargo 15 tonnes/p.h. 

These figures are subject to many variables, e.g. size of parcel, 
sowage, separation of marks, etc. Also when working iron and steel 
yoducts pre-slinging would assist. 

WEDICAL: No advance notice necessary. Hospital facilities and 
ambulance service available. International vaccination certificate 
required. 

TANKERS: Diameter of pipe-lines 16 in. and load/discharge lines 14 in. 
\o slop discharge facilities. Only 1 mooring berth for tankers and 
nax. draft permitted 30 ft. Also see ‘‘Shipmaster’s Report”. 

DENSITY: 1015. 

FRESH WATER: Pipe-lines alongside quay. Delivered by hoses 
‘longing to port. Rate 15 t.p.h. 

FUEL: Available by lorry no advance notice required. Products available: 
*uel oil, kerosene, diesel and gas oil. 

RE PRECAUTIONS: No specific precautions for tankers. Hydrants 
nd fire brigade available to combat fires, besides tug’s services and 
coast Guard ships of Navy. Dangerous areas to be clearly signposted. 
CONSULS: El Salvador, Germany F.R., Honduras, Italy, Mexico, 
‘Netherlands and Sweden. 

REPAIRS: Only minor deck and engine repairs. 

SURVEYORS: Lloyd's Register in Guatemala City. Tel: 8-32-33, 53-68-26. 

General Superintendence Co. Tel: 370134/35. 

Jack Sigal (P&l Representative) Tel: 531452 in Guatemala City. 
GANGWAY/DECK WATCHMEN: Private watchmen are available but 
#@ not compulsory. The cost is approximately Quetz. 1.50/hr. during 
ne day and Quetz. 2.25/hr. at night. 

Uniformed guards of the Customs Police (Policia de Hacienda) are 
Sahoned at the gangway free of charge. 

However it is recommended to keep vigilance to prevent cabins and 
Sorerooms etc. being entered. 

Vessels at anchor should also keep a strict watch for boarders. 
_Nomeals are required to be supplied by vessels in Santo Tomas for 
-ustoms, guards or any other persons. 

OPENING/CLOSING HATCHES: Normally by crew. 

CUSTOMS ALLOWANCES: Tobacco, Wine and/or Spirits: No definite 
¥antity and usually regulated by the Master. 

SEPATRIATION: Possible. 

AIRPORT: In Puerto Santo Tomas de Castilla there is no airport. There 
‘an airport at Puerto Barrios 8 km. away, and flying time from there to 
capital, Guatemala City, is 45 minutes. There is no regular airline, 
itis possible to hire air taxis. 

E: GMT minus 6 hours. 

40LIDAYS: Legal and local holidays: 
earl 31st 1800 hrs. until January 2nd 0700 hrs. (New Year's Day); 
al 23rd 0000 hrs. until March 24th 0700 hrs. (Dignidad Nacional); 
"ednesday 1200 hrs. until Saturday O600 hrs. (Easter); May 1st 

hrs. until May 2nd 0700 hrs. (Labour Day); June 30th 0000 hrs. 
tl July 1st 0700 hrs. (Revolution 1871); September 15th 0000 hrs. 

“tl September 16th 0700 hrs. (Independence Day); October 20th 

hrs. until October 21st 0700 hrs. (Revolution 1944); November 1st 

0 hrs. until November 2nd 0700 hrs. (Saints Day); December 24th 

hrs. until December 26th 0700 hrs. (Christmas). 

Peat on Good Friday from 0600 hrs. until Saturday 0700 hrs. and 
. mber 24th from 1200 hrs. until December 26th 0700 hrs. with 
“ception of perishible goods when the port can work on December 24th 
“tl 1800 hrs. 
all other holidays work can usually be arranged, with advance 
and at overtime rates. 

PHONES: No facilities for placing telephones on board. 


TELE 


GUATEMALA 


BANKS: Central Bank of Guatemala. 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Passes issued to each crew member. 
DELAYS: Maximum delays 3-4 days could occur at most 5 times during 
a year. Container vessels and reefer vessels have preference if they 
carry perishible cargo, same as vessels which carry coffee or load coffee 
with limitations in their sales-terms (L/C) such as 15th and end of a 
month. 

GENERAL: Dunnage Wood: Dunnage wood is not available in the port 
however with enough advance notice it can be brought from Zacapa, 
approximately 150 km. (94 miles). 

Local guidance on stores and availability of items: 

Deck stores: The few available items are expensive. 

Engine room spare parts: Even well-known makes are almost non- 
available. 

Lubricating oils: The commonly used ones are available in small 
quantities, but special ones are not obtainable. 

Stewards department: Most dry stores are expensive with few 
exceptions and quantities are limited. 

Fresh fruits, vegetables: Seasonally available in moderate quantities, 
at reasonable prices, likewise fish, poultry, fresh beef and pork. (Beef 
bought in Guatemala is accepted as safe in the USA, but not so the 
pork — confirm with respective authorities). 

Laundry service: Available at a reasonable cost. 

Radio/Navigational aids: Spares are not generally available and 
service of a very limited nature only. Better service can be obtained in 
Guatemala-City. (Each case should be investigated first by Agent). 

IMPORTANT: Ships spare parts can be sent to a vessel calling at 
Santo Tomas de Castilla by air or sea freight but care must be exercised 
in their addressing and marking, as otherwise local import duties may 
be imposed. All such items should be clearly addressed to the vessel, 
in care of the vessel's Agent, and important to state the Spanish for 
“in transit” the phrase “EN TRANSITO”. This ensures that the goods 
can be treated and may be exported on the receiving ship without 
problems. 

Any such movement should always be co-ordinated with the local 
Agents, who should be kept fully advised on same. 

Regulations ruling explosives and ammunition at port: 

Explosives and ammunition are only allowed to be discharged on a 
scheme whereby they leave the port area immediately and a notice of 
48 hours should be given prior to arrival. 

Cargoes remaining on board are not covered by any particular 
regulations. 

Before working a vessel the Port Authority requests a deposit from 
the Agent, based on a Proforma. This is calculated by the manifest of 
inbound cargo and the expected exports. Without this deposit the vessel 
is not allowed to work. 


SHIPMASTER’S REPORT: 1976 

Approaches: No difficulty once position is ascertained approaching the 
Gulf of Honduras. The Pilot boarded 3 miles North of the Villedo Shoal 
Beacon. Pilots have VHF Channel 16 call Porto Barrios Pilots. Only 
1 pilot speaks English so if he is on duty there is no difficulty in 
communications. 

The lights on the approach beacons are said to be unreliable but all 
were found to be good radar targets. 

At the present time a dredger is working on a new approach channel 

to give a 32 ft. buoyed channel past Puerto Barrios up to Santo Tomas 
de Castilla. 
General: The area is still recovering from the severe earthquake some 
8 months ago in which the finger pier at Puerto Barrios was destroyed. 
This now constitutes a submerged hazard while in the channel on the 
approaches to Santo Tomas de Castilla. The channel is poorly marked 
and at present there are numerous survey buoys which can be 
confusing. 

The berth is stern to at the Eastern end of the cargo jetty at Santo 
Tomas using 2 anchors and backing up to 10 ft. off the jetty from where 
the hose is passed up to the stern line by a mobile crane. The connection 
is made by the ship's crew. There is a 1 x 8 in. hose for all grades into 
a 10 in. shore line which is approximately 5 km. long. The requested 
back pressure of 8.5 kg. was easily maintained using 2 pumps. 


AUTHORITY: Empresa Portuaria Nacional — Santo Tomas de Castilla, 


Tel: 0480060, 0480611, 0480588, 539098. Telex: Stomas GU 719. 
Contact: Dollfus O. Sagastume, Director — Port Administration. 
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Republic of Guinea 


CONAKRY: 09.31 N. 13.43 W. 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

2 Stores Lists. 

2 copies List of Medicines and Drugs. 

2 Lists Crew Declaration (personal effects). 

7 Manifests of Cargo (if any). 

Port Clearance from last port of call. 

2 Lists of Dangerous Cargoes (if any). 

3 copies of Bills of Lading for LCL-Containers (if any). 

2 copies of Loading Plan. 

1 Derat Certificate. 

3 Lists of Weapons and Ammunition (if any). 

Documents to be presented on request: 

Log Book 

International Health Certificate of Crew Members. 

Seamens Books. 

CERTIFICATES: Derat Certificate, Log Book, International Health 
Certificates of Crew. 

PILOTAGE: Pilot meets vessels N.E. of Sea Buoy Tonnelier in position 
Lat. 9° 27.3’ N., Long. 13° 44.05’ W. 

Advise Captain of the Port of ETA by Telex No. 22276 PAC GE. 
ANCHORAGE: Safe deep anchorage. 

RESTRICTIONS: No entry at night. Channel depth 8.5 m. LLW. 

The shore and harbour lights are not in operation but are scheduled 
to be set in operation in near future. 
MAX. SIZE: 

Bulk carriers for alumina: 

Bulk carriers for bauxite: 

Tanker for crude oil: 

Tankers for light fuel: 

Other vessels (Ro/Ro, 

Container, Conventional, etc.): 655 ft. length; 32 ft. draft at HW. 
HEALTH: Valid yellow fever inoculation certificates. 

RADIO: Conakry Radio 2182 kHz and 2586 kHz. 

TUGS: 2 new tugs, 27 tons bollard pull. Tugs normally connect to 
starboard side. Ship's lines used. 

BERTHING: All tankers berth according to HW. No berthing at night, 
except by special authorisation of Harbour Master on request. Normal 
berthing time 0700 hrs. to 1900 hrs. 10 berths available. Max. depth 
11.0 m. 


(See Plan) 


518 ft. length; 32 ft. draft at HW. 
655 ft. length; 33 ft. draft at HW. 
655 ft. length; 33 ft. draft at HW. 
518 ft. length; 32 ft. draft at HW. 


Berth Length Depth 
No. (m.) (m.) 
O-1 346 10.0 
2-5 483 8.0 —-8.5 

6 155 7.0 

6A-6B 180 2.0 — 4.0 

6C 130 4.0 
v4 160 8.0 
296 11.0 


8-9 
Notes: Depth of water is Port Zero (lowest low water). 
Berths No. 6B and 6C for fishing boats and service vessels only. 
STEVEDORES: Vessels to send ETA to ship’s Agent. 
Working Hours: 


Monday to Thursday Sundays and 


and Saturday Friday Holidays 
Normal Working Hours 0730-1500 0730 -— 1300 at 
Overtime Charges 
15% 1500-1800 1300-1800 — 
25% 1800 — 2200 1800 — 2200 — 
35% 2200 —- 2400 2200 — 2400 _— 
50% 2400 —-0730 2400-0730 0730 - 1300 
100% — — 1300 — 0730 


MEDICAL: Advance notice required 
facilities available. 

TANKERS: Pipe-line 5,280 ft. long, 10 in. diameter. 2 tanker berths, 
33 ft./32 ft. high-water max. draft at these berths. 

DENSITY: 1016 in the port with particular relation to state of tide. 
FRESH WATER: Available by connection from pier. 

FUEL: Available. Advise Agent. 

FIRE PRECAUTIONS: Special fire service for tankers and ships carrying 
IMDG — goods.. 

CONSULS: All major maritime nations. 

REPAIRS: Minor repairs possible, no shipyard. 

GANGWAY/DECK WATCHMEN: Compulsory. Arranged by Agent. 
Piracy: Large gangs of thieves have boarded vessels in daylight in the 
port and have stolen cargo from containers and holds. 
OPENING/CLOSING HATCHES: Normally by crew. Stevedores if 
requested by Master. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes out of bond. Wine 
and/or Spirit, 1 litre of spirit and 1 litre of wine per day out of bond. 
REPATRIATION: All facilities exist for effecting crew changes and 
arranging repatriation to Europe and other places. 

AIRPORT: International airport Gbessia 14 km. served by regular airlines. 
TIME: GMT plus 1 hour. 

HOLIDAYS: New Year's Day (1st January); Labour Day (1st May); 
Anniversary of 2nd Republic (3rd April); Assumption (15th August); 1958 
Referendum Day (28th September); Independence Day (2nd October); 
All Saint's Day and Guinea Army's Day (1st November); Christmas (25th 
December). 

Varying holidays which depend on the position of moon: Ramadan — 
End of fasting; Tabaski — Pilgrimage Day at Mecca; Mahouloud — Day 
after Prophet Mahomed's Birthday. 

Work available during holidays, except Labour Day, Independence 
Day, Ramadan, Tabaski and Mahouloud. 
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for medical service, hospital 


POLICE/AMBULANCE/FIRE: Contact Harbour Master. 

TELEPHONES: Not possible to place telephones on board excep}, 

Berth No. 9. 

SERVICES: None. 

SHORE LEAVE: Crew allowed ashore. 

IDENTIFICATION CARDS: Seaman's Book necessary. 

DEVELOPMENTS: The Access Channel is to be dredged to 95. 

between 1988 and 1991. 

AUTHORITY: Port Autonome de Conakry, B.P. 805, Conakry, R 

of Guinea. Tel: 44.27.37. Telex: 22276 PAC GE. Contact: Bangs 

Camara, Director General. 

AGENT: Socopao Guinee, 10 E Avenue X 5E Boulevard, B.P. 33% 

lags 1, Guinea. Tel: (224) 444233, 443731. Telex: 22131 Frei 
e. 


PORT KAMSAR: 10.39 N. 14.37 W. 


DOCUMENTS: 
1 Vaccination List. 
1 Maritime Declaration of Health. 
6 Crew Lists. 
6 Passenger Lists (If any passengers onboard). 
1 Crew Declaration (Personal effects) List. 
1 Stores List. 
6 Last Ports of Call Lists. 

12 Manifests of Cargo (General cargoes only). 

2 Copies Bills of Lading (General cargoes only). 

To ensure the best possible turn-round for general cargo vess 
complete sets of the required cargo documents should be ma 
available to the authorities by hand of the Master. Delays have be 
occasioned by the late arrival of documents sent by post. It would be; 
help for the Master to send hatch distribution and the amount, 
refrigerated cargo, if any, at the same time as ETA. 

Quarantine, Immigration and Customs: Representatives of 
departments board after the vessel has been made fast alongside. fh 
Quarantine Flag ‘‘Q” should be flown by arriving vessels. 
ARRIVAL ADVICE: Masters are required to send ships ETA, address: 
to OFAB Shipping Agency and/or to Harbour Master and/or Shippr 
Superintendent C.B.G., through Port Kamsar Radio Station, 7 day 
5 days, 3 days and 1 day before arrival at Port Kamsar. 
APPROACHES: 

Approaches to Rio Nunez: Port Kamsar formerly known as Kakande 
located on the East bank of the Rio Nunez river and is approximate) 
17 km. from the sea. 

Vessels bound for Port Kamsar will find there are few natural featur 
to aid a landfall. The most prominent feature is Cape Verga situated! 
the Eastward of the Rio Nunez entrance. This cape can be obsens 
by radar at a distance of approximately thirty miles. At present the lig 
on Cape Verga is extinguished. 

To the Westward of the Rio Nunez entrance are the Compony Shoz 
and Conflict Reef. These are screened by a series of light buoys a 
vessels approaching from the West should keep them well on the pi 
hand. (See “Buoyage System” below). 

Another prominent feature is Gonzales Rock on the starboard si 
close to the entrance to Rio Nunez. During daylight the hull # 
superstructure of a wreck stranded 765 ft. bearing 049.75” from theo 
Gonzales light structure is visible and may be picked up by radar @ 
distance of between ten and fifteen miles. A light buoy is position 
screening the rocks and is identified as Buoy No. VII. The true posit’ 
of the wreck is: 10° 24’ 24” N., 14° 41' 18” W. 

Vessels proceeding to Port Kamsar should anchor and await! 
arrival of the Pilot in the area bounded by Latitudes 10° 26’ N. # 
10° 28' N. and Longitudes 14° 44’ W. and 14° 46’ W. 

Kamsar Buoyage System: Approaches to Rio Nunez — Sea bua 


(See Pla 


Position bit) 

No. Shape—Colour N. Ww. Characteristic (mite 
Il Red cylindrical 10°12.3' 15° 25.5’ FL. 10 secs § 
Ill Red cylindrical 10° 09.4’ 15°12.1' GP.FL4Ev.15 secs 1" 


3 Red square Kamsar (Racon) 3 FI. (S) Ev. 75 secs EI 
IV Red cylindrical 10° 13.5’ 15°01.5’ GP. FL. 2Ev. 10 secs 3 
V_ Red cylindrical 10° 19.2’ 14°52.5' GP.FL.3Ev.10secs ? 
VI Red cylindrical 10° 25.5' 14° 47.5' FL. 5 secs : 
Vil Black conical 10° 23.5’ 14°44.5' GP.FL.G4Ev.10secs 2! 
Vill Red cylindrical 10° 29.5' 14° 43.9' FL. 10 secs ' 


Charts of the area are as follows: 
British Admiralty: 

600 Cacheo River to lles de los. 

1562 Rio Nunez and Riviere Compony. 
United States Naval Oceanic Office: 

51580 Ponta Caio to Cap Verga. 

Service Hydrographique de la Marine (These charts are recommen 
by the Port Captain): 

6148 Embouchure du Rio Nunez. 

6228 Acces au Rio Nunez. 

6288 Abords du Port Kakande. 

Rio Nunez Transit: The channel from the mouth of Rio Nunez to? 
bauxite loading wharf at Port Kamsar is 17 km. in length and 12)’ 
wide and is well marked by 21 light buoys. The channel is subdiv® 
into an inner and outer channel, the bottom of which consists of © 
and sand. 

The inner channel extends from the bauxite wharf to point “F” a 
dredged to between 8.25 m. and 8.50 m. below Reference Datum ¥ 
(R.D.L.) which is defined at +0.15 m. above the lowest water regis 
(British Admiralty Tide Tables LLWS = 0.00). 

The outer channel extending from point "F’ seaward is dredged! 
depth of 9.00 m. below R.D.L. increasing to a depth of — 12.00 m*® 
km. 15.3 to the sea. 


_— =“_— 


se turning, waiting basin for inbound vessels is dredged to —7.75 m. 
wow R.D.L. the bottom of which is mainly mud and it is good holding 


CoTAGE: Pilotage service is compulsory for all vessels over 150 ft. 
a4 Vessels under 150 ft. LOA will also be required to have a Pilot 
ad on their first calls, but may be exempt thereafter by consent of 
se Harbour Master and approval of the Port Director. 

piots are supplied from the Director's Office. Pilots board vessels in 


| ss designated waiting area at Sea Buoy No. 8. When conditions are 
| sounfavourable for a Pilot to board the vessel at the designated area 


*p Pilot will pass instructions by VHF radio, Aldis lamp or loud hailer 
«om the pilot boat, and the vessel will follow the pilot boat in until 
wpditions are Suitable for boarding. 

“pilot boats are fitted with VHF radio can be contacted on Channel 16 


INCHORAGE: See “Approaches”. 

a€STRICTIONS: Pilots are now berthing ore carriers of any size (up to 
2am. LOA, which is the largest size of ship calling at Port Kamsar) at 
wy stage of tide, including with the half ebbing current of Spring tides 
wnng the dry season. However, this performance can be limited during 
Spning tides in the rainy season. 

WAX. SIZE: Max. LOA 229 m. Shipmaster reported max. draft at LW 
2 ft. 8 in. 

4€ALTH: Authorities board when vessel is alongside the berth. Yellow 
ver and Cholera vaccination certificates required. 

DIO: The Port Radio Station is operated by the Post, Telegraph and 
Teecommunications Department. The equipment includes a 5 kW. 
ransmitter (both voice and telegraph) with the following frequencies. 


A) Frequency Power Mode Call Letters 
6383 kHz 5,000 Watts Al 3X0 27 
8702 kHz 5,000 Watts A3 3X0 28 
12885 kHz 5,000 Watts A3 3X0 29 
484 kHz 1,000 Watts Al 3X0 30 
500 kHz 1,000 Watts Al 3X0 
NOTE: Watchhours are at the GMT times shown below: 
0800 — 0850 500 kHz 
0850 — 0950 6383 kHz 
0950 — 1100 500 kHz 
1100 — 1200 6383 kHz 
1600 — 1700 500 kHz 
1700 — 1800 6383 kHz 
2000 — 2100 500 kHz 
2100 — 2200 6383 kHz 


8) Port Operations: 
(1) Anew SSB radio telephone set has been installed and is operating 
m the following frequencies and watchkeeping hours: 


Frequency Power Mode Call Letters © Watch Hours 
2182 KHz = 150 Watts A3H 3X04 8000-1200, 
8702 KHz. = 150 Watts A3J 3X028 1330-1730 
12885 kHz 150 Watts A3J 3xX029 = and as required 


(2) VHF Channels 16 and 12. Watchkeeping hours: 0800 — 1200; 
‘330 - 1730 and as required. 
(0) A Radio Direction Finder has been installed and is operating with 
the following characteristics: 
Position: 10° 39’ 41” North 
14° 36’ 25” West 


Frequency: 308 kHz 

Signal: KAM —:-—----— 
Power: 100 Watts 

Range: 150 miles (approx.) 
Operating Time: Continuous 


0) A further means of communication is through Port Kamsar Post 
Ofice through which international connections may be made. 
Telegraphic address: BCTR KAMSAR. 
Telex : Kamsar. 
TUGS: Two tugs in service (1825 h.p., 1x 2,800 h.p.). 
anne: Located 17 km. from the channel entrance is the bauxite 
wharf, 
The area alongside the wharf has been dredged to a depth of 13.5 m. 


telow R.D.L. Fendering is separate from the wharf proper, and consists 
| 12 flexible steel dolphins spaced 21.6 m. apart and protruding 4 m. 


"om the face of the wharf. 

A vessel proceeding to the bauxite wharf will normally swing off the 
Perth and make fast port side to, heading seaward, during the flood tide. 

the berth is occupied the vessel will be anchored in the turning basin 
“await the berth. 

There is a single loading berth at the wharf. The longest vessel berthed 
‘ad a LOA of 229 m., which is considered to be the maximum length 
yermissible. 

_The mobile shiploader has a travel of 165 m., and an outreach of 
‘Im. from the outside face of the fendering. It is rated at about 
$000 tonnes/hour. 

: A vessel's air draft, i.e. distance from the waterline to the top of the 

‘zich coaming, must not exceed 13.72 m. (45 ft.) at Highest High Water. 
; Weight of bauxite loaded is determined by a formula using deadweight 
“vey and weightometer. The weightometer is used for loading runs. 

lowage factor of the dried bauxite is 28 cu.ft./long ton. 

Bauxite vessels sail from Port Kamsar during the flood tide. Maximum 
*parture draft is regulated according to tidal conditions. 

Facilities for the discharge of petroleum products are also available 
= the bauxite wharf. Attached to the shiploader is a Chicksan arm with 
“8 in. connection. This feeds 2 main lines, 116 in. line for Bunker 
a . and 1x8 in. line for Diesel. Discharge rates average about 
°0 tonnes/hour at 100 Ibs. per sq. in. back pressure at the ships pumps. 
, Storage facilities are three 10,000 tons Bunker “C” tanks, and two 
“0 tons diesel tanks. 

tthe same wharf there is a 6 in. line for the discharge of petrol 

%oline) by the same tankers bringing diesel oil. Discharge rates 
“erage 60 cu.m.p.h. The storage facilities are two 1,400 cu.m. tanks. 


GUINEA, Republic of 


There are 2 small general cargo wharves located at the entrance to 
the Dougoufissa Creek, where vessels of up to 100 m. LOA with a 
maximum draft of 6 m., may berth. As there is only 3.5 m. at Lowest 
Low Water, these vessels will be aground at low water periods. 

One of these wharves is equipped with a heavy lift crane — derrick 
with a maximum S.W.L. of 110 tons. Safe Working Loads are as follows:— 

Radius of derrick __Lifting capacity Height under hook 


(metres) (tons) (metres) 
16.5 110 29 
26 75 23 
32 (max.) 45 11 


The derrick is also equipped with a secondary hook with a capacity 
of 
20 tons. 

Two 400 tons and two 200 tons barges are available for loading and 
discharging midstream. 


WIND/WEATHER’TIDE: In the Rio Nunez approach area waves up to 
4 m. can be encountered. At the entrance to the fairway or channel they 
are generally less than 1 m. high during the rainy season, and less than 
0.5 m. high in the dry season. Waves and swell in the inner channel 
and harbour area are generally very moderate. 

The tide, in the the proximity of the buoyed channel, runs N.N.E. and 
S.S.W. at 2.5 knots under normal conditions, but can reach 4.5 knots 
during Spring tides in the rainy season. 

The flood tide runs parallel with the line of the bauxite loading wharf 
at a speed of up to 4 knots. The ebb tide, augmented by water coming 
out of the Dougoufissa Creek, runs through the bauxite wharf at an 
angle of approximately 20° at a speed of up to 4.5 knots on spring tides 
in the rainy season, tending to set the vessel off the wharf. It is therefore 
absolutely essential to tend moorings continuously, particularly on the 
stern of a loading vessel. 

The density of the Rio Nunez at the bauxite loading wharf varies 
between 1013 (rainy season) and 1028 (dry season) at high water. 

Port Kamsar has a typical tropical climate, which is characterised by 
two separate seasons. 

Rainy season from June to October 

Maximum rainfall is during July and August mainly at night. 
Relative humidity is 70% to 80% during the day and 90% to 95% 
at night. 

range from 17°C to 38°C, with an average of 
between 22°C to 28°C. 

Variable from between South and West, Force 
3 to 6 Beaufort Scale. Possible tornadoes from 
between North and N.E. with wind reaching 
force 10 Beaufort Scale for short periods. 

Dry season from November to May 

Little rainfall. 
Relative humidity 


Temperatures 


Wind conditions 


is 30% to 50% during the day, and 80% to 90% 
at night. There is often coastal fog in the 
mornings. 

range from 15°C to 42°C, with an average of 
between 20°C to 35°C. 

Light breezes from the Southwest to West, force 
1 to 3 Beaufort Scale. 


Temperatures 


Wind conditions 


MEDICAL: Hospital facilities at Port Kamsar are available only on an 
emergency basis. 


TANKERS: See “Berthing”. 
FRESH WATER: Available in limited quantity on an emergency basis. 
TIME: GMT. 


HOLIDAYS: New Year's Day (1st January); Second Republic Day (3rd 
April); Labour Day (1st May); Independence Day (2nd October); 
Christmas Day (25th December); Tabaski (variable date); Ramadan 
(Id il Fitri) (variable date); Maouloud (variable date). 

All Sundays are also declared Public Holidays. The President may 
also, at his discretion, declare any other day to be a Public Holiday. 

The loading of bauxite is generally continued without stoppage for 
Public Holidays. 

General cargo will not, except in special circumstances, be worked 
on above named Public Holidays. All other Public Holidays are normally 
worked. 


SHORE LEAVE: Crew members are granted shore leave. Shore leave 
passes are issued by Immigration Officer at ship's gangway. 


PIRACY: Acts of piracy have taken place at Conakry. 


GENERAL: Stores: Provisions are scarce and therefore not available 
to calling vessels. 
Gangways: Vessels must provide and attend their own gangways. 

A vessel berthing at the bauxite wharf should have its gangway swung 
out and ready to lower. 

Normal practice of the port is for the foot of the gangway to be heaved 
out and landed on the wharf after the vessel is fast alongside. 
Port Director's Office: The office of the Port Director is solely responsible 
for the operation of Port Kamsar, which includes the provision of 
Pilotage, tugs and launches. 

The Office acts as sole Agent for all vessels calling at Port Kamsar, 
including the normal ships business functions performed by ships 
Agents. 


SHIPMASTER’S REPORT: 1974 — Updated 1986. 

Density: Varies from 1013-1028 according to season. 

Fresh Water: Available, rate 20 t.p.h. 

Repairs: Small repairs can be carried out in an emergency. 
Airport: Nearest airport is Conakry which is 8 hours away by car. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


SHIPMASTER’S REPORT: August 1983 (Updated 1986). Max. sailing draft varies with height of tide and river, and will 
Documents: calculated by the Pilot before he leaves the ship on berthing. 
1 Vaccination List. On sailing, Pilot will board 1.5 hours before high water (day or p 
1 Maritime Declaration of Health. at which time vessel should be ready to single up as she must les, 
6 Crew Lists. the berth promptly 1 hour before high water. 
1 Crew Declaration. Fresh Water: Available in limited quantities and on an emergency bay 
6 Passenger Lists (If any onboard). only. 
6 Ports of Call Lists. Repairs: No facilities for repairs. 
12 Manifests of Cargo (Cargo ships only). Shore Leave: Permitted. 
2 copies Bills of Lading (Cargo ships only). Crew Mail: Mail left with Agents is forwarded to Brussels direct bye 
1 Stores List. every Monday. 


Agent, Doctor, Customs, Immigration, Navy Officer and Shipper's 
Representative board on arrival alongside to clear vessel. Later during AUTHORITY: Direction du Port, OFAB, Port Kamsar, Guinea. Conta 
office hours a gentleman from the Maritime Inspection Department will Captain M.L. Cisse, Port Director. 
board to inspect vessel's certificates etc. On ship's first visit he will issue 
a numbered chit which should be retained for future visits. A shippers’ 
representative will board on arrival to carry out a deadweight survey. 

He usually accepts Chief Officer's figures for ballast, bunkers, fresh 

water, etc., which he should have ready. 2 Immigration and 1 Customs 

Officer live on board for the eat of vessel's stay alongside. NOTES 
Approaches: Are fairly strai orward following the pecked line route ' 1 ine , 
on Charts B.A. 600 and 1560; however this with the benefit of a ‘Satnav’ Pigase also advise Shipping auras Eid, 
Currents in that area were found over several voyages to be 

unpredictable and at times quite strong. No. Ill Buoy is equipped with a 

Racon which can be detected at distances of between 13 and 18 miles 

and should be passed keeping it to the South, thence inwards keeping 

to the South likewise of Nos. IV and V Buoys (also pecked line route) 

proceeding to the anchorage after passing Buoy V, or if entering port 

directly from sea to the pilot station usually about 1 mile South of No. 8 

Buoy. Here the pecked line (Charts B.A. 1560 & 1562) should be 

adhered to in order to avoid the shoal patch S.S.W. of No. 8 Buoy. 

Buoy Ill appears to be about 3 miles South of charted position and 
Buoy IV even further out of position. At the time of writing the light on 
Buoy Ill is extinguished, however the Racon is working well. lle Binari 
and lle Gonzales show up well on the radar. Rocher Gonzales upon 
which lies a conspicuous wreck, shows on the radar as a double blip 
and has been found most useful for obtaining fixes. Unfortunately neither 
the light or Racon on the reef work. Most of the buoys show up well on 
the radar and are visible for about 6 miles (conditions allowing). Off the 
river mouth flood tide sets Northeasterly and the ebb Southwesterly. 
Pilotage: 3 pilots available. Pilots should be called on VHF Channel 16 
about one and a half hours before arrival, they are supposed to keep a 
24 hour watch, however if many vessels are waiting at anchor this is 
not always the case. 

If berth is unoccupied, Pilot will meet vessel 1 mile South of No. 8 
Buoy and conduct vessel through an 8.25 mile channel, well buoyed, 
120 m. in width with a least depth of 8.25 m. to the inner anchorage and 
turning basin dredged to 10.0 m. Both anchors should be run out ready 
and a man standing by them for the channel passage. If entering on the 
flood tide (on which vessels must berth) immediately on entering the 
basin, vessel is swung to port and port anchor let go to one shackle (in 
water) until vessel has swung to flood, she is then dredged astern to a 
position N.W. of and handy to the berth, when anchor is weighed and 
vessel proceeds to berth. An adequately powerful tug assists in the 
operation. On weighing port anchor the starboard anchor must be ready 
in case of need on berthing. 

If berth is occupied but no other ships waiting, vessel will enter as 
above, but when in position pay out cable and come to anchor. Holding 
ground is reputed good. As vessels of or near this size must sail one 
hour before high water Pilot rejoins about 1.5 hours before high water, 
cable is shortened and vessel dredged astern as above to await the 
sailing of berthed ship. 

Anchorages: As will be seen on the charts the anchorage and pilot 
station area indicated is close to shoal water. | therefore found it 
preferable to anchor about 5 miles West of Rocher Gonzales. The 
holding ground is reputed to be good though | have never had 
opportunity to put this to the test. 

Radio: Early ETAs have to be sent via Portishead Radio, however as 
these have to pass through Conakry and overland communications are 
poor, it is not unusual for these to be lost or badly delayed. It is therefore 
important to establish communication via Kamsar Radio as early as 
possible. Our earliest has been about 3 days from the port, when | have 
considered it worthwhile to repeat the 3 day ETA direct. The evening 
watch hours seem to be the best. Agents do not reply to requests for 
‘prospects’. First advice therefore is from the Pilots. 

VHF: See “Pilotage”. 

Tugs: See ‘Berthing”. 

Berthing: |f more than one vessel, waiting turn, order is: Vessel berthed, 
next on turn at inner anchorage, the rest anchored outside awaiting turn. 
Turns are not necessarily in order of arrival. If a ship is without laydays 
she must wait until laydays are allotted or until ships within laydays have 
loaded even though may have arrived later. 

Bauxite Berth: An L shaped jetty extending about 6.25 cables from 
shore, it is well fendered with modern sprung fenders, depth alongside 
13 m. Vessel berths port side to the quay head to flood. Tie up, forward 
6 head ropes and 2 springs, aft 6 stern/breast ropes and 2 springs. On 
Spring tides and particularly during the rainy season, a very strong ebb 
sets at an angle across vessel's stern setting it off the quay. If need be 
the tug ‘Dougoufissa’ can be called on VHF Channel 16, either direct 
or via Pilots (depending on one’s French) to stand by and/or assist by 
pushing vessel to quay. 

There is no shore gangway. Ship's gantry must be landed on quay. 
As usual the space for it to run is restricted and it must be carefully kept 
out of the way of the loader. 

Berth is equipped with a travelling loader with an outreach of 21 m. 
Max. airdraft to coamings (hatchcovers for siderollers) is 45 ft. Loading 
rate is up to 60,000 tons per day working around the clock. However 
during the rainy season and particularly if there is a run of ships, loading 
rate is limited by the capacity of the driers, about 1,500 t.p.h. for ships 
loading dry ore. 
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gepublic of Guinea Bissau 


ggSAU: 11.51 N. 15.34 W. 


OCcUMENTS: 
tatrance Declaration. 
Searance from the last Port of Call. 
ist of all Passengers on Board, either in transit or disembarking in 
Bissau. 
Provisions List. 
ust of the Crew Members’ Effects. 
2Lists of Passengers’ Baggage. 
ust of Cargo to disembark in Bissau, Baldeade (Bolama) or otherwise 
in transit to be disembarked in another port. 
ust of Cargo (inside sealed envelope). 
»LOTAGE: Pilot's base and radio beacon located at Caio Point, (small 
send at the entrance of Geba’s Channel). To call the Pilots and/or the 
ago beacon, send telegram to Servicosmarguine, informing of the ETA 


| «Caio; pilotage is compulsory. 


ANCHORAGE: Between Bissau and the Ilheu do Rei. 

WAX. SIZE: Draft 26 ft. 

H#EALTH: Visit of Port Doctor compulsory if ship has no doctor, or if 
mission for exemption has not been requested; permission can be 
requested by radio. When needed, the health services in Bissau can be 
wed by passengers or crew members. Yellow fever vaccinations 
quired. 

RADIO: Station call sign CQF weekdays on at 0900, 1300, 1600, 
1900 hrs. GMT. Sundays 0900 and 1100 hrs. GMT. Frequency 500 kHz, 


OW 

TUGS: 1 tug of 320 h.p. and 1 of 800 h.p. available. 

BERTHING: Ponte, Cais de Bissau, length 131m., width 25m., 
depth 8 m. 

fquipment: 4x6 ton cranes; 2x12 ton stacker trucks; 2x4 ton stacker 
tucks; 4x 2 ton stacker trucks; 26 ton towing tractors 16 <6 ton trucks; 
1x35 ton towing tractor; 1x25 ton platform; 150 ton towing tractor; 
‘x50 ton platform; 2 suction machines for 80 t.p.h.; 2x35 m. conveyor 
telts; 1x40 m. conveyor belt. 

STEVEDORES: 1,500 stevedores available for loading and unloading 


cargo. 

FRESH WATER: Available; pumping rate, 10 t.p.h. 

FUEL: Diesel available; pumping rate, 6 t.p.h. 

CONSULS: Algeria, Brazil, China, Cuba, Egypt, France, Germany F.R., 
democratic Republic of Korea, Lebanon, Libya, Netherlands, Nigeria, 
Portugal, Sweden, U.S.A., U.S.S.R. 


REPAIRS: Small repairing work can be done on machinery or ship's 


hull 

AIRPORT: 7 km. from Bissau; 2 flights to Lisbon per week, 1 flight per 
week to Moscow, 1 flight per week to Algiers and 4 flights per week to 
Conakry. 

TIME: GMT minus 1 hour all year round. 

HOLIDAYS: National Holidays: 1st January; 20th January; 8th March; 
‘st May; 3rd August; 24th September; 14th November; 25th December, 
days of Ramadan and Tabasky. 


POLICE/AMBULANCE/FIRE: Police, tel. 213957; Fire, tel. 118. 
TELEPHONES: Line connection land-ship, if requested to the Post 
| Ofice Authorities. 


DEVELOPMENTS: “T” shaped general cargo pier length 290 m. with 


| ‘ead length 260 m. under construction. 


SHPMASTER’S REPORT: November 1979. 
‘essel from Dakar; bound for Bissau. Speed 14 knots, draft 6.10 m. 


| sport on the River Entrance to Bissau: 
| The vessel was proceeding on course 172° (T) and positions taken at 


"anus intervals as follows: 

0920 hrs.: Cabo Roxo Lt. Ho. Brg. 054° (T) x 20.5 miles 

0930 hrs.: Cabo Roxo Lt. Ho. Brg. 047° (T) x 22.0 miles 

At0920 hrs. minimum sounding was taken at 4.0 m. under the keel 
*d Westerly set was applied. 

At 0930 hrs. the vessel altered course to 137° (T). 

1025 hrs.: Pta. Cabaceira Pt. Brg. 081° (T) « 31 miles 

145 hrs.: Pta. Cabaceira Pt. Brg. 057° (T) x 26.1 miles 

1210 hrs.: Pta. Cabaceira Pt. Brg. 048° (T) x 21.5 miles 
ae 0930 hrs. onwards, poor fixes due to poor radar targets of land 
. ftom 1020 hrs. the vessel steered various courses to the Fairway 
“voy at Lat. 11° 47.3’ N., Long. 16° 41.8’ W., due to strong currents. 
‘11145 hrs. Fairway Buoy was found not in position and the vessel 
“sed course and steered heading for pilot station at Caio Island. Caio 


Send Western Point was picked up on radar at about 16 nautical miles. 


_ “sibility throughout was hazy and poor, about 3-4 nautical miles due 
+ Sand dust. Radio beacon at Caio Island was not working. Aero Radio 
“acon at Bissau appeared to be unreliable. 

'345 hrs.: Vessel anchored South of Caio Island awaiting Pilot. 

hg hrs.: Pilot onboard. 
_‘lot station at Caio Island had no VHF or other possible means for 
"munication with the vessel. Vessel had to anchor and await Pilot. 
~* Pilot boat is small with a weak engine and at times not working. 
Ky Pilot may have to be picked up by own lifeboat. The River Pilot did 
ween any English, only Portuguese and was unable to give proper 
__'8 to the helmsman. Navigation in River Geba to Bissau was mostly 
— by the vessel's officers. Entrance and departure from Bissau 
oy be done during the night, as most lights and buoys are unlit. On 
fa al at Bissau the vessel has to anchor 4 cables N.E. of the jetty and 

ait Harbour Pilot. 

hrs.: Vessel anchored at Bissau, 4 cables N.E. of jetty. 


hrs.: Vessel berthed at Bissau, starboard side alongside the jetty. 


GUINEA BISSAU, Republic of 


The Harbour Pilot was able to communicate in English. Berthing and 
unberthing is preferred on flood tide. Current alongside berth up to 
3.5 knots. Maximum depth alongside at low water was 20 ft. 3 soundings 
were taken at low water alongside the wharf: West end: 7.40 m., middle: 
6.10 m., East end: 9.30 m., length of wharf 131 m. 

Discharging was slow. The vessel stayed 4 days in port to discharge 
1,364 tonnes flour in bags of 50 kg. Cargo worked from 0800 hrs. to 
2300 hrs. daily. No cargo work at night due to heavy pilferage from the 
cargoes, ship's watchmen were kept in all hatches during discharging. 
Day of Departure: 

0715 hrs.: Vessel left berth. 

1210 hrs.: Vessel anchored at Caio Island. 

1220 hrs.: Pilot disembarked by ship's lifeboat. 

1305 hrs.: Vessel continued voyage. 

On departure the pilot boat at Caio Island was not working and the 
vessel had to use her own lifeboat to disembark the Pilot. 

Max. Size: LOA 131 m. 

Anchorage: Good anchorage 4 cables N.E. of the wharf. Depth 
6 — 7 fathoms, holding ground was good. 

Pilotage: Pilot station on Caio Island which is 50 nautical miles West of 
Bissau. Request for pilotage is compulsory, via Agent. 

Restrictions: Entry by night is difficult as most lights are unlit and the 
current rises at up to 3.5 knots on the flood and ebb tides, also the 
navigation aids are poor. 

Tugs: Not available. 

Berthing: Length of wharf 131 m., depth alongside at LW 20 ft. (FW). 
Cargo Handling Facilities: General cargo only handled, there are no 
lighters, container or Ro/Ro facilities. 

Cranes: 2 mobile cranes, maximum capacity 15 tonnes. 

Repairs: Not possible. 

Fuel: Not available. 

Fresh Water: Supply to the wharf is unreliable. 

General: Provisions not available. 

Medical: No services available. 

Airport: There is a twice weekly air service from Bissau to Europe. 
Distance to airport 7 km. 


SHIPMASTER’S REPORT: December 1988. 

Vessel proceeded from Las Palmas to Bissau. Speed 13 knots. 

Draft 5.8 m. 
Report on the River Entrance to Bissau: Steer true course 177° until 
vessel crosses the 100 fathom line at position Lat. 12° 26’ N., Long. 
17° 30' W. From this point steer true course 148° until the vessel again 
crosses the 100 fathom line at position Lat. 12° 11’ N., Long. 17° 20’ W. 
From this position steer true course 124° to Buoy Geba-A (Fairway 
Buoy). 

From position Lat. 12° 11’ N., Long. 17° 20’ W. vessel's position was 
ascertained by radar, using Cabo Roxo which was visible on the radar 
up to 40 miles; the Baixos do Rio Grande light, which was visible on 
radar up to 30 miles; Ilha da Jeta which was visible up to 30 miles and 
the Buoy Geba-A (Fairway Buoy) which was visible on radar at 12 miles. 

On reaching the Fairway Buoy, vessel alters course towards the pilot 
station at Caio Island. The minimum depth by echo sounder under the 
keel was 4.5 m. Strong currents of up to 5.5 knots were experienced. 

The pilot station at Caio Island has no means of communication with 
either the vessel or the Port of Bissau. River Pilots are therefore never 
advised of vessel's arrival in advance. 

When the vessel arrives at the pilot station, the vessel's lifeboat/rescue 
boat, is to be used to pick-up the pilot as the pilot boat has frequent 
engine breakdowns. The approach to Caio Island is very dangerous due 
to many breakers, wrecks and strong currents. 

The River Pilot only speaks “Crioulo” (Creole), which is a local dialect, 
and a very few words of Portuguese. He is therefore unable to give 
proper orders to the helmsmen. 

All navigation in the Canal do Geba has to be done by the ship's 
Master. The pilot does not assist in any way. 

Entry and departure from Bissau is dangerous, especially at night, as 
the East Cardinal buoy off Banco do Meio is missing and most other 
buoys are unlit. 

On arrival, vessels anchor at Bissau Inner Roads, which are 4 cables 
Northeast of the jetty, and await the harbour pilot. 

The harbour pilot was able to communicate in English but was unable 
to show on the chart where the vessel was to berth. 

Berthing/unberthing is preferred on the flood tide. 

Vessel anchored in the Roads at 1930 hrs. and berthed alongside at 
2300 hrs. 

All jetties are unlit, so vessel had to use Suez Canal searchlight when 
approaching the berth. 

Minimum depth under the keel when approaching the berth was 2.0 m. 
Currents alongside the berth are up to 3.5 knots and range of tide up 
to 5.0 m. 

The vessel has to provide a cabin for the River Pilot as he stays on 
board the vessel during the whole time alongside. 

When vessel was due to leave, the Harbour Pilot was standing-by on 
another vessel so we left port without a Harbour Pilot. On approaching 
Caio Island we again had to use our lifeboat/rescue boat to land the 
River Pilot. 

Pilotage: Compulsory. Request for pilot to be made to the vessel's local 
agent. The pilot station is located at Ilheu do Caio which is about 
50 nautical miles West of Bissau. 

Anchorage: The Canal do Geba has good holding ground and plenty of 
room. 

Restrictions: Night navigation is not recommended as most of the lights 
are either missing or unlit. 

Tugs: None available. 

Berthing: The old cargo jetty is 131 m. in length and has a minimum 
depth alongside of 6.3 m. 

The new cargo jetty, which is soon to be operational, has a length of 
approximately 280 m. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englx 


Cargo Handling Facilities: Ship's cranes or derricks are to be used. NOTES 
1 forklift of low capacity available. General cargo can be loaded on to . eh : 
the quay but all containers must be loaded direct on to trucks. Please also advise Shipping Guides Ltd. 


Stevedores: The working hours are from 0800 hrs. to 2300 hrs. Night 
work is possible, but pilferage increases considerably during night time. 
Repairs: Not possible. 

Agent: Messrs. Guinemar S.A., Rua Guerra Mendes 4/4a, Bissau. 
Tel: 213022/3. Telex: 0969-276. 

Note: Only the agent has VHF in Bissau (range up to 30 nautical miles). 


AUTHORITY: Junta Autonoma dos Portos da Guine-Bissau, P.O.Box 
382, Bissau, Guinea-Bissau. Te/: 2797 (Administrator's Office), 2783 
(Secretariat). Cables: Porto, Bissau. Contact: Port Director. 

Secretario de Estade dos Transportes, C.P. 306, Bissau, Guinea 
Bissau. Tel: 212583. Telex: 263 MTT BI. 
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guyana 
ssSEQUIBO RIVER (Bartica): 06.24 N. 58.37 W. 


MENTS: See “Georgetown”. 
sOTAGE: Pilots are stationed at Georgetown. ETA to be given 
snours in advance to pilot station. Pilotage compulsory. Pilot boards 
“om black cutter S cables N.W. of the Outer Georgetown Light. 

essequibo Light (steel framework tower with red and white horizontal 
sds) marks seaward end of Essequibo Main Ship Channel. Vessels 
~yonity of Demerara Pilot Station should listen for pilot boat on VHF 

sngnnel 16. 

xesTRICTIONS: The Essequibo Bar is composed of hard mud and 

The least depth of water is 3 ft. less than for Demerara Bar. 

jessels should not attempt to cross the Essequibo Bar drawing more 

san 3 ft. less than that predicted for the Demerara Bar. 

wax. SIZE: Controlled by Bar draft predictions. 

4EALTH: Pratique given at Georgetown when Pilot boards. If vessel is 

aspect or infected, Master to advise Harbour Authority by radio before 

yrval 

2ADI0: Demerara Radio call sign 8RB operating on 2182 kHz. 

georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz 

‘hours a day. Also SSB 8281.2 kHz. 

TUGS: Not available. 

WEDICAL: Hospital at Georgetown and Bartica. 

DENSITY: 1000, fresh water. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: At Georgetown. 

REPAIRS: Government dry dock situated at Mazaruni, approximately 

miles up river at junction of Essequibo and Mazaruni Rivers. Extreme 

dmensions: 160 ft. by 35 ft. 
| (PENING/CLOSING HATCHES: By ship's crew. 
| CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
grits per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 
Stabroek, Georgetown, Guyana. Tel: 02-67842. Cables: Transport 
Guyana. Contact: Captain A. Haynes, Harbour Master. 


SEORGETOWN: 06.49 N. 58.10 W. (See Plan) 


PORT LIMITS: Seaward by an arc of a circle with radius 1 nautical mile, 

wth the Georgetown Lighthouse as centre. 
| DOCUMENTS: 

Certificate of Registry. 

8 Crew Lists. 

8 Provisions and Stores Lists. 

4 Passenger Lists. 

Customs Documents: 

2Reports of Ship's Stores (Form C1). 

2Lists of Crew Personal Effects (Form C2). 

i List of Unmanifested Cargo (Form C3). 

12 Health Declaration Forms (W.H.O.2) 

Health Documents for Crew (1 copy for each crew member). 
| 5Cargo Manifests. 

5 Bills of Lading. 

*ILOTAGE: Vessels apply for Pilots through local Agents or direct to 

“vet Pilot, Georgetown, through “Demerara Radio, 8 Romeo Bravo”, 

‘thours in advance of ETA at pilot station when vessel is proceeding 

‘to Georgetown Harbour. Pilot boarding ground is in Northwestern 

wadrant of circle with radius 5 cables and centre the Outer Georgetown 

“ont. Normal international day or night signals for “I require a Pilot” are 

4ed. All pilot cutters are painted black (hull) and white (superstructure) 

wth the word “Pilot” painted in white on black ground. Cutters are 
proximately 60 ft. in length. 

ANCHORAGES: There are 5 with a least depth of approximately 20 ft. 

“WS named A to E from North to South. Vessels are safely anchored 

#any of the above anchorages 1.5 cables to 2 cables from Georgetown 

tak line. Bottom is soft mud and provides good holding ground. 

RESTRICTIONS: No entry restrictions except those on draft imposed 

» the bar at estuaries. 

VAX. SIZE: Draft 20 ft. 6 in. See “Developments”. 

HEALTH: Radio Pratique is not given, and Pratique is only given at 

0rgetown. This normally involves a visit from the Health Authorities 

ate vessel is clear. If a vessel is “suspect” or “infected”, Master should 

“vise Harbour Authority by special message through Demerara Radio 

* Georgetown Lighthouse and await advice of Port Health Officers; 

“anwhile, if in the vicinity of Georgetown, vessel may anchor at the 

weeied quarantine anchorage near the Outer Georgetown Buoy as 

re into the limits of the port without the authority of the Ministry of 
on 'S prohibited if the vessel is suspect or infected. 

"4DIO: Name of radio station “Demerara Radio”, call sign “8RB”, 

*vays standing by on 2182 kHz., will give latest weather report or RDF 

*@fings on request. Georgetown Lighthouse operates VHF Channel 

ain 2738 and SSB 8281.2 kHz. 

Toone No service available. 

r S: At present, vessels dock stem on to the tide without aid of tugs. 
Wever, tugs could be provided if urgently required. 

*ERTHING: There are 6 main wharves privately and government 
“ned, situated along the river frontage at Georgetown and varying in 
itn from 210 ft. to 730 ft. Depths alongside range from 16 ft. to 20 ft. 
Pe S, but as the bottom is soft mud vessels may safely lie aground 
‘9side. Ships work cargo with their own appliances. 


GUYANA 


BULK HANDLING FACILITIES: The sugar berth is 416 ft. in length with 
least depth alongside of 18 ft. MLWS and can accommodate vessels 
up to 530 ft. in length. Loading rate is 500 t.p.h. using 2 chutes. Vessels 
should not be more than 63 ft. beam. 
CRANES: No heavy lift cranes available. Ship’s gear has to be used. 
No floating cranes. 
BRIDGES: Demerara Harbour Bridge: Floating bridge with retractor 
span situated 4.2 miles from mouth of river. Arrangements for passing 
are made by Agents. Bridge operators keep radio watch on VHF Channel 
16. 
STEVEDORES: Ship's Agent normally arranges for gangs in 
accordance with cargo plans or Master's cable advice. Gangs are 
unionised. Stevedores work around the clock every day of the week 
though they are paid overtime between hours of 1600 and 1900 and 
they earn time-and-a-half or double time on public holidays according 
to which one of the 12 public holidays they work. 
MEDICAL: No special advance notice of required medical attention is 
necessary, and hospital facilities are always available. 
TANKERS: There are no residue discharge facilities at this port. There 
are 4 tanker berths in the Georgetown area. 

Rome Terminal (Shell) — depth alongside is 11 ft. 

Ramsburg Terminal (Esso) — depth alongside 16 ft. 

Ramsburg Terminal (Texaco) — depth alongside 11 ft. 

Providence (Guyoil) — depth alongside 8.5 ft. 

Size of pipe-lines: 6 in. 
DENSITY: Average density in port is 1015, though during the rainy 
season (March-May; October-December) density of water may be as 
low as 1000 at LW in the harbour. 
FRESH WATER: Fresh water is available, and is delivered alongside. 
The ship is required to pay for labour, overtime, etc., involved in the 
delivery. 
FUEL: In case of emergency, providing advance notice is given by 
Master, vessels may be partially bunkered at any of Shell, Texaco or 
Esso installations. Vessels may be required to go alongside 2 hours 
before HW and leave not later than 1 hour after HW at the above- 
mentioned installations. Grades of fuel available are “Bunker C” and 
diesel fuel. 
CONSULS: (and Embassies) 


Belgium France Netherlands 

Brazil Germany Norway 

Canada India Panama 

China Italy Sweden 

Colombia Jamaica Trinidad & Tobago 
Costa Rica Japan United Kingdom 
Cuba Korea U.S.A. 

Denmark Libya Venezuela 


Egypt Mexico Yugoslavia 
FIRE PRECAUTIONS: There are no stated precautions other than 
regulations against pumping out residual heavy oil (e.g. “Bunker C’”). 
Ships having cargoes of ammunition, high explosives, dynamite, etc., 
are required by Harbour Regulations to anchor North of Georgetown 
Lighthouse prior to proceeding alongside wharf to unload and/or 
proceeding up river. 

REPAIRS: Every type of deck or engine repair is undertaken at Guyana 
National Engineering Corporation (GNEC) Dry Dock. Above waterline 
and engine-room repairs of any type are undertaken on vessels 
exceeding the dimensions mentioned below while vessel is anchored in 
the stream. Also see “Dry Docks”. 

DRY DOCKS: GNEC Dry Dock: A graving dock 210 ft. x 37 ft. 9 in. at 
entrance situated South of GNEC No. 2 Wharf, which is State owned 
and operated on normal commercial lines. 198 ft. length of dry dock is 
on blocks. Breadth: top 46 ft. 4 in., bottom 40 ft. 9 in., depth on sill at 
HWOST 92 ft. 

Government Dry Dock: Situated at Mazaruni approx. 40 miles upriver 
at junction of Essequibo and Mazaruni rivers is a graving dock and has 
extreme dimensions of approx. 160 ft. x 35 ft. 
SURVEYORS: Lloyd's and Bureau Veritas. No cargo inspectors 
available. 
GANGWAY/DECK WATCHMEN: Services of watchmen are 
compulsory and are obtained through a watchman's pool by ships’ 
Agent. 
Piracy: Armed gangs of robbers have boarded vessels from shore and 
from canoes and stolen quantities of ship's stores. 
OPENING/CLOSING HATCHES: Normally carried out by ship’s crew. 
CUSTOMS ALLOWANCES: Each crew member is permitted up to 200 
cigarettes aboard held out of bond, but is only allowed to take ashore 
40 at any time. Only on a final discharge would a member of crew be 
permitted a tobacco allowance of half-a-pound. Each crew member is 
allowed to keep out of Bond, 1 (one) bottle of wine or spirits, but is 
prohibited from taking any of it ashore. Each member of crew is allowed 
tax-free only one-sixth gallon wine and one-sixth gallon spirits when he 
is finally discharged. 
CARGO GEAR: Ship's gear. 
REPATRIATION: Arrangements normally made through ship's Agents. 
AIRPORT: Timehri International Airport is situated approx. 30 miles 
South of Georgetown with highway connection and is served by many 
intercontinental airlines. 
TIME: 3 hours behind GMT. No alterations made to clocks during the 
year. 
HOLIDAYS: New Year (January 1st); *Eid-ul-Ahza; *Phagwah; Republic 
Day (February 23rd); Good Friday; Easter Monday; Labour Day (May 
1st); *Youman Naubi; Caribbean Day (July 5th); Commonwealth Day 
(First Monday in August); *Deepavali; Christmas Day (December 25th); 
Boxing Day (December 26th). “Religious holidays are variable. 
POLICE/AMBULANCE/FIRE: Tel. 999. There are Police/Ambulance/ 
Fire Stations on the waterfront. 
TELEPHONES: Could be arranged through Coast Station 8RB. 
STORING: See “Prelims”. 

(1) Yes. (2) Yes. (3) Yes. (4) Yes. (5) Yes. (6) Yes. 
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BANKS: Chase Manhattan Bank N.A., Bank of Guyana Building, Church 

Street, Georgetown, P.O.Box 101080, Telex: Chase Bk, GY 2222. 
Barclays Bank Int. Ltd., 48 Water Street, Georgetown, Telex: Barclay 

GY 2248. 

SHORE LEAVE: Granted by Immigration Boarding Officer. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Only when berths are occupied. 

DEVELOPMENTS: Dredging to 20 ft. 08 in. chart datum in progress. 


SHIP’S OFFICER’S REPORT: September 1988. 

During vessel's stay in Georgetown | was able to gather the following 
information: 

In a major step towards promoting the export of Bauxite, the Guyanese 
government has charted the Panamanian flag vessel M.V. 
“Arrowcane Il’, for an initial period of 5 years. This vessel will be a silo 
ship for transhipment of Bauxite. 

She will be permanently moored in position Lat. 06° 49’ N., Long. 
58° 10.5’ W. (approximate), heading North (see “Plan’’). 

The “Arrowcane II has been converted into a self-loading/discharging 
silo ship. She has an arrangement for discharging barges on her port 
side using on-board grabs, and then loading larger ships on her 
starboard side using a conveyor belt. She also has “Yokohama type” 
fenders on her starboard side. 

Initially there was a draft restriction for vessels loading Bauxite at 
Linden (06° 01’ N., 58° 18’ W.) (up the Demerara River), so it was not 
possible for large vessels to take a full load. With the establishment of 
this silo ship at the mouth of the river it will be possible to load vessels 
to a deeper draft. 

It was not possible to get other details about the loading draft 
restrictions, loading rates, etc., as the silo ship was still not operational 
when we left Georgetown. The 4 buoys have been laid and M.V. 
“Arrowcane II” was to carry out the “mooring operation” within a few 
days and become fully operational after 2 weeks. 


SHIPMASTER’S REPORT: November 1989 and December 1989. 
Charts: B.A. Charts No. 519, 527, 533 and 572. 
Documents: 

3 copies Crew Personal Effects List. 

3 copies Bonded Stores List. 

3 copies Provisions List. 

2 copies Unmanifested Cargo. 

1 copy Maritime Declaration of Health. 

8 copies Crew List. 

Port Officials: The Port Officials boarded at the berth and the party was 
large for a small vessel. The bond was sealed after gratuities given out. 
Pilotage: The pilot boards at the Pilot Buoy (which was unlit at the time 
of our visits) from a large cutter with a black hull and white upper works 
with “Pilot” on the side. The name of the vessel was “Lady Young” and 
it was similar in appearance to a small tug. 

There is a shortage of pilots as they are also required for Berbice and 
Essequibo, so it is usual for a pilot to transfer from an outward bound 
vessel to an inward bound vessel, and as this is the case, there are 
quite often long delays. Change of pilot takes place off the town. 

A 24 hour pilot service is operated from Georgetown to the sea as 

long as the leading lights are operating. 
Approaches: The headland on Pomeroon River is conspicuous on the 
radar at 20 miles. The tower and factory at Devonshire Castle Flats/ 
Anna Regina are conspicuous on the radar at 25 miles. The town of 
Georgetown is also conspicous at 25 miles on the radar. 

The wreck just North of the Pilot Buoy in position Lat. 07° 00.8’ N., 
Long. 58° 02.9’ W. is no longer visible at low water. 

The Demerera D/F Beacon is very unreliable and the Georgetown 
light was not operating at the time of our visit. 

Anchorage: November 1989: Vessels anchor just North of the Pilot Buoy 
in a depth of approximately 4 fathoms. The bottom is mud and there is 
a large groundswell. 

December 1989: Whilst waiting for the Sea Pilot for the outward 
passage we used the River Anchorage and anchored in Position “C"’. 
The River Pilot advised us to use 4 shackles in the water. Whilst at this 
anchorage a good watch should be maintained as thieves may try to 
board the vessel. 

Channel: There are very few buoys left in the Channel and the pilot uses 
the leading marks day and night. 

The old front leading mark has been moved to behind the rear mark 
(225° x 0.85 miles behind the original rear mark). 

The Channel from the Pilot Buoy to the ship silo is 200 ft. wide and 
is aligned 045°/225°. The Channel has recently been dredged to 
20 ft. 6 in. at chart datum (19 ft. 6 in. MLWS), although it was found to 


be silting to 17 ft. chart datum. There is a lot of mud/silt in suspension. 


Radio/VHF: In November 1989, Georgetown Lighthouse Radio was first 
contacted on VHF Channel 16 at a distance of 30 miles, working Channel 
12. 

We were not able to contact Demerera Radio (8RB) prior to contacting 
Georgetown Lighthouse Radio, although another vessel reported 
making contact with the station at a distance of 120 miles on 2,558 kHz./ 
2,049 kHz. 

Whilst at anchor we worked Demerera Radio on 2,558 kHz./ 
2,049 kHz. The station was very helpful. 

The pilot launch “Lady Young’ works on VHF Channel 16 but will 
switch to Channel 14 if required. 

In December 1989, we made contact with Demerera Radio at over 

100 miles (calling 2,182 kHz., working 2,258 KHz./2,049 kHz.). It is in 
order to make a local call to the Agent. 
Berthing: Shell (November 1989): We berthed on the sea side of the 
Shell pontoon bridge at high water. Our draft was 4.4m. and we 
experienced no difficulties going alongside. We unberthed one hour 
before low water with a draft of 4.1m. and again experienced no 
difficulties even though the echo sounder indicated no water under the 
keep until we were 10 m. off the berth, where the depth was 7.0 m. at 
datum until we were abeam of Georgetown Lighthouse. 
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We berthed head out starboard side alongside. 

The moorings consisted of 2 head/stern lines and 1 spring at e 
end. The mooring lines are run by the boat which was very efficiey 

The tidal range at the berth is about 2.0 m. The depth alongside. 
chart datum was found to be about 4.0 m. / 

Berthing and unberthing is affected day and night. 

A searchlight is very useful when berthing and unberthing. 
Shell/Texaco (December 1989): Pilots are not keen to berth or y 
at Shell (called ‘Rome’ on documents) and Texaco (called ‘Ra 
on documents) at slack low water. At low water the forward moori 
~ prea is dry so the mooring boat would be unable to get alongs, 
the pile. 

Pilots prefer to dock 2 hours either side of low water at Texaco» 
about one hour either side of low water at the Shell berth. 

The depth at the Texaco berth is greater than at Shell, 4.5 m. at oy 
datum. At both Shell and Texaco, vessels berth head out starboard » 
to. 

The Texaco berth is made up of wooden pilings and a platform» 
is about 80 m. in length. Parts have recently been renewed. A searc 
is necessary for night mooring. The after moorings at the Texaco be 
are sent to a staghorn. 

The official opening times of the pontoon bridge appear tos 
0300 hrs., 1100 hrs., 1600 hrs. and 2300 hrs., although these times» 
liable to change if power is not available. They will also open at ot: 
times for river traffic if power is available. 

Cargo: Shell (November 1989): The ship's portable flexible hose yj 
used for discharge. The capacity of the shore tank is 180 tonnes. 

The maximum back pressure allowed is 12 Bar and with 2 pumps» 
averaged 40t.p.h. (LPG mix 80/20). The ship's radio was used) 
communicate with the shore during cargo operations. 

Check for leaks were made prior to commencement of discharg 
and hot gas was used for 10 minutes on completion. No difficulties we 
encountered. 

The shore Surveyor checks the shore tanks and then boards } 
vessel on completion. 

Texaco (December 1989): Texaco have 9 horizontal cylindrical tan 
for ambient storage of LPG (5 x 660 bbls. and 4 x 160 bbis.). } 
maximum back pressure allowed at the berth is 150 p.s.i. (10 Bar). The 
are LPG shipments to the Texaco berth every 3 weeks. White oils 2 
also handled at this berth. 

The Esso berth which is 0.25 miles upstream of the Texaco ber 
of similar construction. 

General: It is advisable to keep all cabins and lockers locked and; 
movable objects under lock as many ‘‘visitors” are likely to board 
vessel. 

We employed 2 guards, larger vessels should employ more guait 

There are 2 tanker berths upstream of the pontoon bridge, these 
operated by Texaco and Esso. The Pontoon bridge is only v 
occasionally opened for sea-going vessels as there is a lack of elect 
power to operate the winches. 

All lights, including Georgetown Lighthouse, but excluding the lead 
lights are extinguished. 

Bauxite vessels with maximum draft of 18 ft. can transit the 55 me 
up river to Mackenzie, but during day time only and on a flood tide 

There is a silo ship at fixed moorings to the West of the main Chant 
abeam of Georgetown Lighthouse. It is moored bow out. Vessels W 
a draft of 30 ft. can be handled at the silo vessel at MHWS and 28 ft. 6! 
at normal high water. 

Fresh water is only available at one general cargo berth in the tor 

It was possible to make an international call from the Tower Ha 
near the Cathedral. The cost to Europe is about U.S.$1.60 per mini 

It is very important to make a thorough stowaway search prio) 
departure. 


SHIPMASTER’S REPORT: February 1990 

Berth: Esso Ramsburg. 

Position: Lat. 06° 45.2’ N., Long. 58° 11.25’ W. (BA Chart No.519} 
Berthing: The berth is on the East bank of the River at Georgetow! 
is 100 m. long and is at the present time being refurbished with ta 
hardwood and logs. 

The depth alongside at MLW is 14 ft. This depth extends to 100f! 

the jetty. 
Cargo: Mogas is handled by a 6 in. line to a tank of 15,000 bbls. & 
Oil is handled by a 6in. line to a tank of 18,000 bbls. and Av. J 
handled by a 4 in. line to a tank of 6,200 bbls. Lube Oils are also hand# 
There are no facilities for handling of LPG. 

Shore hoses are used and a pumping rate of 1,700 bbis./hr. can! 
achieved. On completion of operations, ullages, temperatures and W* 
dips are taken, ship's forms used. 

General: Vessels berth port or starboard side alongside, depending’ 
the tide. 

Ship’s gangway was difficult to land at low water. 

Berth: Guyoil Providence. 

Position: Lat. 06° 45.65’ N., Long. 58° 11’ W. (BA Chart No.519) 
Berthing: The berth is operated by Guyoil Providence who are 4° 
oil distribution company. The berth is 50 m. long and is constructé 
hardwood, logs and planks. The depth alongside at MLW is 12.5% 
Cargo: There is 1 dual purpose 6 in. line for Av. Jet and Gas Ol 
16 in. line for Mogas. There are 4 tanks, 15,000 bbl. for Moe 
15,000 bbl. for Av. Jet and 15,000 bbl. and 110,000 bbi. ta® 
Gas Oil. There are no tanks for LPG. 

Shore hoses were used for discharge operations. 

A water flush is required between Av. Jet and Gas Oil and vice 
General: Vessels berth port or starboard side alongside, depende* 
tide. 


AUTHORITY: Transpurt and Harbours Department, Water S® 
Stabroek, Georgetown. Tel: 02-67842. Cables: Transport — Guif 
Contact: Captain A. Haynes, Harbour Master. 
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UNDEN: 06.00 N. 58.17 W. 


IMENTS: See “Georgetown”. 

mLOTAGE: Pilotage compulsory. Pilots are stationed at Georgetown. 
stato be given 12 hours in advance to pilot station. Pilot boards from 
yack cutter S cables N.W. of the Outer Georgetown Light. 

som Georgetown to Linden and Linden to Georgetown, pilotage not 
ampulsory, but advisable to use G.N.E.C. Pilots. 

RESTRICTIONS: Governed by depth of water at Demerara River Bar. 
ceyance normally at HW. Max. speed limit on the river is 10 knots. 
WWCHORAGES: Vessels proceeding to Linden in ballast and drawing 
ess than 15 ft. may anchor beyond Southern limit of Georgetown. 

16 ft. — 18 ft. MLWS. 

WAX. SIZE: Draft 21 ft. 6 in. 
WEALTH: Pratique given at Georgetown by Health Authorities. If vessel 
ssuspect or infected, Master to advise Harbour Authority by radio before 
val 
3010: Demerara Radio call sign 8RB operating on 2182 kHz. 
georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz, 
uhours a day. Also SSB 8281.2 kHz. 
TGS: Not available. 
SERTHING: There are 2 bauxite berths accommodating vessels of up 
9570 ft. One loader for metal grades has an airdraft of 29 ft. 8 in. and 
sbading rate of 800 t.p.h. The second loader for calcined bauxite has 
waidraft of 34 ft. and a loading rate of 350 t.p.h. 

The Alumina berth has a travelling tower with an airdraft of 64 ft. and 
aloading rate of 400 t.p.h. Max. beam of vessel 85 ft. 
WEDICAL: Hospital at Georgetown. 
DENSITY: 1000, fresh water. 
FRESH WATER: Can be supplied. 
FUEL: Can be supplied. 
CONSULS/REPAIRS: At Georgetown. 
OPENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
grits per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 
Siabroek, Georgetown. Tel: 02 — 67842. Cables: Transport Guyana. 
Contact: Captain A. Haynes, Harbour Master. 


NEW AMSTERDAM (Everton, Berbice): 
06.14. N. 57.31 W. 


DOCUMENTS: See “Georgetown”. 

PLOTAGE: Pilots are stationed at Georgetown. ETA to be given 
“hours in advance to pilot station. Pilotage compulsory. Pilot boards 
‘om black cutter 5 cables N.W. of the Outer Georgetown Light. 
RESTRICTIONS: The Berbice Bar is composed of fairly hard mud. 
‘essels may cross the Berbice Bar on even keel (reported to be dredged 
014.8 ft.) 

WAX. SIZE: Controlled by Bar draft predictions. 

HEALTH: Pratique given at Berbice by Health Authorities. If vessel is 
ong or infected, Master to advise Harbour Authority by radio before 
amival. 

§ADIO: Demerara Radio call sign 8RB operating on 2182 kHz. 
Seorgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz, 
4hours a day. Also SSB 8281.2 kHz. 

TGS: Not available. 

3ERTHING: The Bauxite Berth is about 1,500 ft. long, and has a fixed 


oe arm with an average loading rate of 500 t.p.h. The airdraft is 


There is a strong ebb current of about 4-5 knots, although the flood 
‘is at about 3 knots. 

NEDICAL: Hospital at Georgetown. 

DENSITY: 1000, fresh water. 

*RESH WATER: Can be supplied. 

FUEL: Can be supplied. 

CONSULS/REPAIRS: At Georgetown. 

OPENING/CLOSING HATCHES: By ship’s crew. 

CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
‘onls per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 
Sabroek, Georgetown. Tel: 02-67842. Cables: Transport Guyana. 
“ntact: Captain A. Haynes, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 


GUYANA 
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Guyane (French Guyana) NOTES 


Please also advise Shipping Guides Ltd. 
DEGRAD-DES-CANNES (Main Port): 04.51 N. 52.16 W. 
LE LARIVOT (Secondary Port): 04.54 N. 52.22 W. 
CAYENNE (Secondary Port): 04.56 N. 52.20 W. 
KOUROU (Secondary Port): 05.09 N. 52.40 W. 
SAINT LAURENT-DU-MARONI (Secondary Port): 
05.30 N. 54.02 W. 
(See Plan) 


LOCATION: Degrad-des-Cannes — 15 km. from Cayenne. 
Le Larivot — 10 km. from Cayenne. 
Kourou — 60 km. from Cayenne. 
Saint-Laurent-du-Maroni — 250 km. from Cayenne. 
PILOTAGE: Notice of ETA and request for a Pilot no less than 24 hours 
before ETA at Degrad-des-Cannes Channel Buoy and 48 hours for 
Saint-Laurent and Kourou. 
Station de Pilotage de Guyane, Port du Degrad-des-Cannes, 97300 — 
Remire. Tel: 31.37.23. 
ANCHORAGES: 
1. At Sea Buoy at Cayenne. 
2. At Sea Buoy at Degrad-des-Cannes. 
3. At Salut Island (Iles du Salut). 
RESTRICTIONS: Permanent dredging underway. Recommended that 
vessels approach at high tide. 
Depth of water in channels: 
Cayenne-Larivot (10 km.): 0.90 m. + height of tide. 
Degrad-des-Cannes (15 km.): 3.0 m. + height of tide. 
HEALTH: French Regulations apply. 
RADIO: Cayenne Radio. 
VHF: Harbour Master and Pilot Station on Channel 16. 
BERTHING: Berth at Degrad-des-Cannes on the Mahury River, length 
of concrete wharf is 300 m., max. LOA 160 m. Roll-on/Roll-off facilities 
available. Discharge of general cargo and containers by ship's gear. 
TANKERS: Degrad-des-Cannes: Steel wharf with dolphins. 
Min. LOA 80 m. Max. LOA 130 m. 
Le Larivot: Concrete wharf. Max. LOA 100 m. Depth 4.9 m. 
FRESH WATER: Available. 
FUEL: By road tanker. 
REPAIRS: Limited facilities available. 
REPATRIATION: Rochambeau Airport. Connecting flights to France, 
Suriname and Brazil. 
TIME: GMT minus 3 hours. 
ee ee Contact Harbour Office at Degrad-des- 
annes. 
GENERAL: Customs and Frontier Police at Degrad-des-Cannes. 
DEVELOPMENTS: New berth under construction at Degrad-des- 
Cannes (length 130 m.). 


SHIPMASTER’S REPORT: October 1990. 
Arrival: Vessel arrived at Degrad Des Cannes Fairway Buoy at 2130 hrs., 
and anchored to Pilot's advice. 

Pilot starts one hour before H.W., in order to be between Buoys 
Ni 10 — 18 at H.W. The shallowest part of the channel is between Buoys 

lio. 1 — 27. 

Our deepest draft was 5.03 m. 

A tug stands by in case there are any difficulties when transitting the 
channel. The channel is 80 m. wide, and the buoys are spaced 160 m. 
apart. The current was to the West at 2.5 knots. Vessel has to keep 
close to the green buoy. 

Departure: Vessel departed at 0330 hrs., and waited at the channel 
entrance to allow a vessel with draft 5.90 m. to enter. 

Dredger: On our arrival, the dredger was under repair, but began work 
again after 10 days. 

Current: According to the Pilot, the current is normally to the West, but 
changes twice a year and runs to the East for 8 days. In the dry season, 
the current still runs up 15 minutes after H.W. In the rainy season, the 
current runs down half an hour before H.W. 

Berthing: On approaching the berth, the vessel turns on the starboard 
anchor, with 2 shackles in the water. 

Vessels without bow thrusters must leave berth before H.W., as the 
current from H.W. onwards pushes the vessel on to the berth. 


AUTHORITY: Port Director: M. le Directeur, Departemental de 
Moe oes 40 Avenue Leopold Heder, B.P. 338, 97305 — Cayenne, 
edex. 

Port Manager: M. |'Ingenieur Subdivisionnaire du Service Maritime, 
Port du Degrad-des-Cannes, B.P. 1106, 97305 — Cayenne, Cedex. 
Tel: 31.41.11. Telex: 910346 FG. Contact: M. de Thoisy, Port Manager 

Harbour Master: M. le Commandant des Ports de Guyane, Port du 
Degrad-des-Cannes, B.P. 1106, 97305 -— Cayenne, Cedex. 
Tel: 31.41.11. Telex: 910346 FG. 
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oUMENTARY REQUIREMENTS PRIOR TO ARRIVAL: 

ace of Arrival: The arrival of the vessel must be announced 48 hours 
«vance, and in writing, to the Port Captaincy and to the Port Authority, 
«» indication of the vessel's characteristics, the cargo which will be 
senarged and loaded, and requirements concerning supply of water, 


vomation Concerning Cargo Intended for the Port: The Agency must 
«eve in good time by air mail 6 copies of the Cargo Manifest and 
spies of the Bills of Lading. In the event that it is not possible to 
soy these documents by mail, the information must be provided by 
vex to the Agency so that the latter may draw them up. 

The Cargo Manifests are distributed to the Port Authority, the Haiti 
tsminal (private concern handling cargo consolidation), to the Ministry 
' «Commerce, the Ministry of Finances and to the Agency. 


QUIREMENTS RELATING TO THE RECEIPT OF THE VESSEL: 
xception Commission: The vessel is received by representatives of 
» Port Health, Immigration, Customs, International Police, National 
sot Authority and the Agency. 

seumentation Required: On the arrival of the vessel, the following 
seuments are required, OEA/ALALC, IMO and certain other documents 
| seng acceptable. 


No of Copies and Distribution 
Immigra- Agency 

jwe of Document Health tion Customs Police NPA (a) 
_ eeral Declaration - - 1 - 1 
| fargo Manifest (b) 
| dew List 
| sof Passengers 
| ust of Stores 
| Iedaration of Crew Effects 
itime Health Declaration 
Vail List 
ms and Ammunition 

Manifest - - 1 1 - 1 

a) The Agency requires additional copies of the Crew List, the 
*assenger List, the Stores List, the Arms and Ammunition Manifest, 
#e, dependent upon the destination of the vessel, in accordance with 
‘te requirements of Consular Clearance. 
| (b) Required in the event that the manifest has been received, or 
sormation regarding the cargo, in advance of the arrival of the vessel; 
‘not, the agency requires 4 or 6 copies for distribution amongst the 
Serent authorities. 


QUIREMENTS CONCERNING DOCUMENTATION ON SAILING: 
documentation on Sailing: At the request of the Agency, the Customs 
sve a clearance with which permission to sail is applied for from the 
*ot Captaincy. The latter's permit is used for requesting the services 
tthe Pilot from the National Port Administration. 

An Outgoing Manifest is presented to Customs which also contains 
isworn statement (sworn statement of the Master of a vessel with cargo, 
ysworn statement of the Master of a vessel in ballast), and the List of 
*assengers. If the vessel is sailing with cargo, it is presented in 6 copies; 
‘n ballast, in 4 copies. 


XONSULAR INTERVENTION: 
‘onsular Documentation: In accordance with the 1963 Customs Code, 
micle 119, the Master of a vessel loading cargo for Haiti, or his 
‘resentative, must sign before the Consul a Declaration sworn as to 
|"etuthfulness of the manifest. This article is transcribed as follows: 
dole: 
_ Aicle 119, Oath. Masters of vessels or their representative, at the 
‘ne of having their manifests visaed, shall give the following oath which 
*all be transcribed by the Consul at the bottom of the manifest: | swear 
‘a this manifest contains exactly the packages shipped on board my 
®sel, that the quantities are in agreement with those shown on the 
is of Lading. | declare that | will accept all penalties which | may incur 
oo against the Customs Law. | give my hand hereto. 
Jnquote. 
iigeneral, Consular Clearance has to be obtained at each port from 
*efirst at which cargo is loaded for Haiti. For this purpose, the Consul 
“quires 6 copies of each of the following documents: 
Neral Declaration. 
Cargo Manifests or In Ballast. 
vrew List. 
“St of Passengers or Negative. 
| Stores List. 
_'ne Consul returns 3 copies of the documents, which must go with 
*vessel, and 6 envelopes, i.e. 1 for each of the following Authorities: 
veneral Customs Administration. 
Drector of Customs. 
Yepartment of Commerce. 
"scal Department. 
"nance Department. 
vustoms Collector. 
,.@ 6 envelopes are not always received, and at times only 2 copies 
‘te visaed documents are given back. The Authorities apply a certain 
“rance when it is established that the Consular Fees have been paid 
“he Consulate or at destination. 
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HAITI 
CAP HAITIEN: 19.46 N. 72.12 W. (See Plan) 


GENERAL: For all general information refer to “Port-au-Prince”. 
APPROACHES: The current is about 3 knots in the entrance to the port 
when the river is in flood. 

ANCHORAGE: Vessels which are unable to moor alongside because 
of deeper draft are anchored off the wharf. 

BERTHING: The whart at Cap Haitien was constructed by the Compania 
Industrial Maritima. The construction is in reinforced concrete. It extends 
for a length of 900 ft. in an Easterly direction and comprises 3 sections. 
The most important section is 600 ft. long and has berths for deep sea 
vessels on the South side in depths of 30 ft. The Western section, 
nearest the shore, is 300 ft. long with variable depths of 7 ft. to 9 ft. 
alongside, with berths for motor vessels of small tonnage and sailing 
ships. The central section accommodates the Customs offices. 2 metal 
warehouses border the East and West ends of the wharf. Between the 
warehouses is 1 fixed crane of 30 tons capacity. 

FRESH WATER: Fresh water is available at Cap Haitien. 

FUEL: Available, only in drums. 

DEVELOPMENTS: Ro/Ro Berth length 100 m., under construction. 
Main pier length 250 m., under construction. Cruise ship pier length 
170 m., to be constructed. 


REPORT: December 1984. 

Documents: See “Port-au-Prince”. 

Approaches: New lighthouse on Pte. Pinolet seen at 30 miles. 
Pilotage: Pilots boarded in Lat. 19° 48.8’ N., Long. 72° 10.9’ W. Pilots 
board from small launch, approx. 5 m. long, with grey hull and yellow 
decking. The words ‘Pilote No. 1” painted in black on either side of 
white housing. 

2 Pilots boarded — Senior Pilot/Port Captain: Eugene Magloire. 
Restrictions: Channel very well marked — new beacons in positions as 
shown on “Plan”. Least depth encountered in channel 10 m. 

Radio: ETA telex sent via satellite to Agents. No radio station avaiiable. 
VHF: Called pilot station on VHF Channel 16, 2 hours and 1 hour prior 
to arrival, but received no reply. Shortly before arrival at pilot boarding 
point, pilot station advised, on Channel 16, that pilot boat was coming 
out to our vessel. 

Tugs: None. Small mooring boat takes heaving lines only ashore. 
Berthing: Our vessel, 200 m. long, berthed at the Passenger Berth after 
swinging to starboard in the basin off the berth (depth 11 m.). 

The berth is well fendered (Kleber fenders). Apart from main access 
to berth, there is also a footbridge for passengers. 

Port has recently been reconstructed with modern berthing facilities, 
adequate mooring points, lighting, warehousing, open storage, etc. 
Cargo Handling Equipment: Observed 1 conveyor, no cranes in 
evidence. 

Regulations: Not permitted to take fruit ashore. 
Authority: Autorite Portuaire National. 


MIRAGOANE: 18.25 N. 73.04 W. (See Plan) 


GENERAL: For all general information refer to “Port-au-Prince”. 
BERTHING: The facilities at Miragoane are 1 small jetty for loading and 
discharging general cargo with a max. depth alongside of 18 ft. 

There is a wharf for loading bauxite, belonging to the Reynolds 
Company, with a depth alongside of 34 ft. Total annual export about 
350,000 tons. 


PORT-AU-PRINCE: 18.33 N. 72.21 W. 


Also see “General” before first port. 
DOCUMENTS: 

Shipmasters Report: October 1982. 
Clearance from Last Port. 

6 Crew Lists. 

3 Nil Passenger Lists. 

3 Provisions/Stores Lists. 

3 Crew Personnel Effects Lists. 

2 Ports of Call Lists. 

1 Vaccination/Inoculation List. 

PILOTAGE: Pilotage is compulsory for all movements of ships in the 
port. The Pilot boards to the West of the Fairway Buoy and is 
accompanied by port officials, i.e. Port Doctor and Representatives of 
Immigration, Police and Customs. These officials insist on using the 
accommodation ladder to board the vessel. Masters must arrange with 
their respective Agents the time which they will require a Pilot to leave 
the port. If they are ready to depart before the hour arranged they may 
call the Pilot by 3 blasts of the ship's whistle. 

Berthing from 0530 hrs. — 2100 hrs. except Sundays and holidays. 
APPROACHES: The Port of Port-au-Prince is situated at the extreme 
S.E. of the bay. It can be approached from the North and from the South 
by 2 channels. 

One may approach from the N.E. by the Saint-Marc channel or from 
the West by the Gonave channel, between Trou-Forban Point and the 
village of Ca-lra. The bay extends between Trou-Forban Point in the 
North and the village of Ca-lra about 20 miles to the South. The position 
of Ca-lra is 18° 32’ N., 72° 39’ W. From Ca-Ira the South coast of the 
bay extends about 2 miles N.E. and about 12 miles East to Pointe 
Lamentin. 


(See Plan) 
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Cargo Handling Facilities: einai cratio or derricks are to be used. NOTES 

1 forklift of low capacity available. General cargo can be loaded on to A ay ‘ 

the quay but all containers must be loaded direct on to trucks. Please also advise Shipping Guides Ltd. 
Stevedores: The working hours are from 0800 hrs. to 2300 hrs. Night 
work is possible, but pilferage increases considerably during night time. 
Repairs: Not possible. 

Agent: Messrs. Guinemar S.A., Rua Guerra Mendes 4/4a, Bissau. 
Tel: 213022/3. Telex: 0969-276. 

Note: Only the agent has VHF in Bissau (range up to 30 nautical miles). 


AUTHORITY: Junta Autonoma dos Portos da Guine-Bissau, P.O.Box 
382, Bissau, Guinea-Bissau. Te/: 2797 (Administrator's Office), 2783 
(Secretariat). Cables: Porto, Bissau. Contact: Port Director. 

Secretario de Estade dos Transportes, C.P. 306, Bissau, Guinea 
Bissau. Tel; 212583. Telex: 263 MTT BI. 
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guyana 
ssSEQUIBO RIVER (Bartica): 06.24 N. 58.37 W. 


20CUMENTS: See “Georgetown”. 3 
»LOTAGE: Pilots are stationed at Georgetown. ETA to be given 
~snours in advance to pilot station. Pilotage compulsory. Pilot boards 

wom black cutter 5 cables N.W. of the Outer Georgetown Light. 
essequibo Light (stee! framework tower with red and white horizontal 

sands) marks seaward end of Essequibo Main Ship Channel. Vessels 
-yonity of Demerara Pilot Station should listen for pilot boat on VHF 

“panne! 16. 

xSTRICTIONS: The Essequibo Bar is composed of hard mud and 

The least depth of water is 3 ft. less than for Demerara Bar. 

jessels should not attempt to cross the Essequibo Bar drawing more 
ogn 3 ft. less than that predicted for the Demerara Bar. 

yax. SIZE: Controlled by Bar draft predictions. 

WEALTH: Pratique given at Georgetown when Pilot boards. If vessel is 
aspect or infected, Master to advise Harbour Authority by radio before 
rival. 

ADO: Demerara Radio call sign 8RB operating on 2182 kHz. 
georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz 
ashours a day. Also SSB 8281.2 kHz. 

TUGS: Not available. 

WEDICAL: Hospital at Georgetown and Bartica. 

DENSITY: 1000, fresh water. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: At Georgetown. 

REPAIRS: Government dry dock situated at Mazaruni, approximately 

“miles up river at junction of Essequibo and Mazaruni Rivers. Extreme 

dmensions: 160 ft. by 35 ft. 

OPENING/CLOSING HATCHES: By ship's crew. 

CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 

sits per man. Only 40 cigarettes may be taken ashore at any time. 

AUTHORITY: Transport and Harbours Department, Water Street, 

Stabroek, Georgetown, Guyana. Tel: 02-67842. Cables: Transport 

guyana. Contact: Captain A. Haynes, Harbour Master. 


GEORGETOWN: 06.49 N. 58.10 W. (See Plan) 


PORT LIMITS: Seaward by an arc of a circle with radius 1 nautical mile, 
wth the Georgetown Lighthouse as centre. 
DOCUMENTS: 

Certificate of Registry. 

8 Crew Lists. 

8 Provisions and Stores Lists. 

4 Passenger Lists. 
Customs Documents: 

2 Reports of Ship's Stores (Form C1). 

2 Lists of Crew Personal Effects (Form C2). 

| List of Unmanifested Cargo (Form C3). 

12 Health Declaration Forms (W.H.O.2) 

Health Documents for Crew (1 copy for each crew member). 

5 Cargo Manifests. 

5 Bills of Lading. 
*ILOTAGE: Vessels apply for Pilots through local Agents or direct to 
“ef Pilot, Georgetown, through “Demerara Radio, 8 Romeo Bravo”, 
‘2hours in advance of ETA at pilot station when vessel is proceeding 
‘to Georgetown Harbour. Pilot boarding ground is in Northwestern 
wadrant of circle with radius 5 cables and centre the Outer Georgetown 
“ght. Normal international day or night signals for ‘| require a Pilot” are 
‘sed. All pilot cutters are painted black (hull) and white (superstructure) 
wh the word “Pilot” painted in white on black ground. Cutters are 
‘proximately 60 ft. in length. 
ANCHORAGES: There are 5 with a least depth of approximately 20 ft. 
“WS named A to E from North to South. Vessels are safely anchored 
Hany of the above anchorages 1.5 cables to 2 cables from Georgetown 
ak line. Bottom is soft mud and provides good holding ground. 
RESTRICTIONS: No entry restrictions except those on draft imposed 
the bar at estuaries. 

AX. SIZE: Draft 20 ft. 6 in. See “Developments”. 

4EALTH: Radio Pratique is not given, and Pratique is only given at 
0rgetown. This normally involves a visit from the Health Authorities 
me vessel is clear. If a vessel is “suspect” or “infected”, Master should 
“vse Harbour Authority by special message through Demerara Radio 
* Georgetown Lighthouse and await advice of Port Health Officers; 
“anwhile, if in the vicinity of Georgetown, vessel may anchor at the 
**ofied quarantine anchorage near the Outer Georgetown Buoy as 
i into the limits of the port without the authority of the Ministry of 
ath is prohibited if the vessel is suspect or infected. 

, lO: Name of radio station “Demerara Radio”, call sign “8RB", 
“Ways standing by on 2182 kHz., will give latest weather report or RDF 
ngs on request. Georgetown Lighthouse operates VHF Channel 
tine 2738 and SSB 8281.2 kHz. 

DAR: No service available. 
‘At present, vessels dock stem on to the tide without aid of tugs. 

denne tugs could be provided if urgently required. 
ES THING: There are 6 main wharves privately and government 
"€d, situated along the river frontage at Georgetown and varying in 
ate from 210 ft. to 730 ft. Depths alongside range from 16 ft. to 20 ft. 
pine but as the bottom is soft mud vessels may safely lie aground 

"gside. Ships work cargo with their own appliances. 
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BULK HANDLING FACILITIES: The sugar berth is 416 ft. in length with 
least depth alongside of 18 ft. MLWS and can accommodate vessels 
up to 530 ft. in length. Loading rate is 500 t.p.h. using 2 chutes. Vessels 
should not be more than 63 ft. beam. 

CRANES: No heavy lift cranes available. Ship's gear has to be used. 
No floating cranes. 

BRIDGES: Demerara Harbour Bridge: Floating bridge with retractor 
span situated 4.2 miles from mouth of river. Arrangements for passing 
are made by Agents. Bridge operators keep radio watch on VHF Channel 


16. 
STEVEDORES: Ship's Agent normally arranges for gangs in 
accordance with cargo plans or Master's cable advice. Gangs are 
unionised. Stevedores work around the clock every day of the week 
though they are paid overtime between hours of 1600 and 1900 and 
they earn time-and-a-half or double time on public holidays according 
to which one of the 12 public holidays they work. 
MEDICAL: No special advance notice of required medical attention is 
necessary, and hospital facilities are always available. 
TANKERS: There are no residue discharge facilities at this port. There 
are 4 tanker berths in the Georgetown area. 

Rome Terminal (Shell) — depth alongside is 11 ft. 

Ramsburg Terminal (Esso) — depth alongside 16 ft. 

Ramsburg Terminal (Texaco) — depth alongside 11 ft. 

Providence (Guyoil) — depth alongside 8.5 ft. 

Size of pipe-lines: 6 in. 
DENSITY: Average density in port is 1015, though during the rainy 
season (March-May; October-December) density of water may be as 
low as 1000 at LW in the harbour. 
FRESH WATER: Fresh water is available, and is delivered alongside. 
The ship is required to pay for labour, overtime, etc., involved in the 
delivery. 
FUEL: In case of emergency, providing advance notice is given by 
Master, vessels may be partially bunkered at any of Shell, Texaco or 
Esso installations. Vessels may be required to go alongside 2 hours 
before HW and leave not later than 1 hour after HW at the above- 
mentioned installations. Grades of fuel available are “Bunker C” and 
diesel fuel. 
CONSULS: (and Embassies) 


Belgium France Netherlands 

Brazil Germany Norway 

Canada India Panama 

China Italy Sweden 

Colombia Jamaica Trinidad & Tobago 
Costa Rica Japan United Kingdom 
Cuba Korea U.S.A. 

Denmark Libya Venezuela 


egypt Mexico Yugoslavia 

FIRE PRECAUTIONS: There are no stated precautions other than 
regulations against pumping out residual heavy oil (e.g. “Bunker C’’). 
Ships having cargoes of ammunition, high explosives, dynamite, etc., 
are required by Harbour Regulations to anchor North of Georgetown 
Lighthouse prior to proceeding alongside wharf to unload and/or 
proceeding up river. 

REPAIRS: Every type of deck or engine repair is undertaken at Guyana 
National Engineering Corporation (GNEC) Dry Dock. Above waterline 
and engine-room repairs of any type are undertaken on vessels 
exceeding the dimensions mentioned below while vessel is anchored in 
the stream. Also see “Dry Docks”. 

DRY DOCKS: GNEC Dry Dock: A graving dock 210 ft. x 37 ft. 9 in. at 
entrance situated South of GNEC No. 2 Wharf, which is State owned 
and operated on normal commercial lines. 198 ft. length of dry dock is 
on blocks. Breadth: top 46 ft. 4 in., bottom 40 ft. 9 in., depth on sill at 
HWOST 92 ft. 

Government Dry Dock: Situated at Mazaruni approx. 40 miles upriver 
at junction of Essequibo and Mazaruni rivers is a graving dock and has 
extreme dimensions of approx. 160 ft. x 35 ft. 
SURVEYORS: Lloyd's and Bureau Veritas. No cargo inspectors 
available. 
GANGWAY/DECK WATCHMEN: Services of watchmen are 
compulsory and are obtained through a watchman’s pool by ships’ 
Agent. 
Piracy: Armed gangs of robbers have boarded vessels from shore and 
from canoes and stolen quantities of ship's stores. 
OPENING/CLOSING HATCHES: Normally carried out by ship's crew. 
CUSTOMS ALLOWANCES: Each crew member is permitted up to 200 
cigarettes aboard held out of bond, but is only allowed to take ashore 
40 at any time. Only on a final discharge would a member of crew be 
permitted a tobacco allowance of half-a-pound. Each crew member is 
allowed to keep out of Bond, 1 (one) bottle of wine or spirits, but is 
prohibited from taking any of it ashore. Each member of crew is allowed 
tax-free only one-sixth gallon wine and one-sixth gallon spirits when he 
is finally discharged. 
CARGO GEAR: Ship's gear. 
REPATRIATION: Arrangements normally made through ship's Agents. 
AIRPORT: Timehri International Airport is situated approx. 30 miles 
South of Georgetown with highway connection and is served by many 
intercontinental airlines. 
TIME: 3 hours behind GMT. No alterations made to clocks during the 
year. 
HOLIDAYS: New Year (January 1st); *Eid-ul-Ahza; *Phagwah; Republic 
Day (February 23rd); Good Friday; Easter Monday; Labour Day (May 
1st); *Yournan Naubi; Caribbean Day (July 5th); Commonwealth Day 
(First Monday in August); *Deepavali; Christmas Day (December 25th); 
Boxing Day (December 26th). *Religious holidays are variable. 
POLICE/AMBULANCE/FIRE: Tel. 999. There are Police/Ambulance/ 
Fire Stations on the waterfront. 
TELEPHONES: Could be arranged through Coast Station 8RB. 
STORING: See “Prelims”. 

(1) Yes. (2) Yes. (3) Yes. (4) Yes. (5) Yes. (6) Yes. 
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BANKS: Chase Manhattan Bank N.A., Bank of Guyana Building, Church 

Street, Georgetown, P.O.Box 101080, Telex: Chase Bk, GY 2222. 
Barclays Bank Int. Ltd., 48 Water Street, Georgetown, Telex: Barclay 

GY 2248. 

SHORE LEAVE: Granted by Immigration Boarding Officer. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Only when berths are occupied. 

DEVELOPMENTS: Dredging to 20 ft. 08 in. chart datum in progress. 


SHIP’S OFFICER’S REPORT: September 1988. 

During vessel's stay in Georgetown | was able to gather the following 
information: 

In a major step towards promoting the export of Bauxite, the Guyanese 
government has charted the Panamanian flag vessel M.V. 
“Arrowcane Il’, for an initial period of 5 years. This vessel will be a silo 
ship for transhipment of Bauxite. 

She will be permanently moored in position Lat. 06° 49’ N., Long. 
58° 10.5’ W. (approximate), heading North (see “Plan’’). 

The “Arrowcane II’ has been converted into a self-loading/discharging 
silo ship. She has an arrangement for discharging barges on her port 
side using on-board grabs, and then loading larger ships on her 
starboard side using a conveyor belt. She also has “Yokohama type” 
fenders on her starboard side. 

Initially there was a draft restriction for vessels loading Bauxite at 
Linden (06° 01’ N., 58° 18’ W.) (up the Demerara River), so it was not 
possible for large vessels to take a full load. With the establishment of 
this silo ship at the mouth of the river it will be possible to load vessels 
to a deeper draft. 

It was not possible to get other details about the loading draft 
restrictions, loading rates, etc., as the silo ship was still not operational 
when we left Georgetown. The 4 buoys have been laid and M.V. 
“Arrowcane II" was to carry out the “mooring operation” within a few 
days and become fully operational after 2 weeks. 


SHIPMASTER’S REPORT: November 1989 and December 1989. 
Charts: B.A. Charts No. 519, 527, 533 and 572. 
Documents: 

3 copies Crew Personal Effects List. 

3 copies Bonded Stores List. 

3 copies Provisions List. 

2 copies Unmanifested Cargo. 

1 copy Maritime Declaration of Health. 

8 copies Crew List. 

Port Officials: The Port Officials boarded at the berth and the party was 
large for a small vessel. The bond was sealed after gratuities given out. 
Pilotage: The pilot boards at the Pilot Buoy (which was unlit at the time 
of our visits) from a large cutter with a black hull and white upper works 
with “Pilot” on the side. The name of the vessel was “Lady Young” and 
it was similar in appearance to a small tug. 

There is a shortage of pilots as they are also required for Berbice and 
Essequibo, so it is usual for a pilot to transfer from an outward bound 
vessel! to an inward bound vessel, and as this is the case, there are 
quite often long delays. Change of pilot takes place off the town. 

A 24 hour pilot service is operated from Georgetown to the sea as 

long as the leading lights are operating. 
Approaches: The headland on Pomeroon River is conspicuous on the 
radar at 20 miles. The tower and factory at Devonshire Castle Flats/ 
Anna Regina are conspicuous on the radar at 25 miles. The town of 
Georgetown is also conspicous at 25 miles on the radar. 

The wreck just North of the Pilot Buoy in position Lat. 07° 00.8’ N., 
Long. 58° 02.9’ W. is no longer visible at low water. 

The Demerera D/F Beacon is very unreliable and the Georgetown 
light was not operating at the time of our visit. 

Anchorage: November 1989: Vessels anchor just North of the Pilot Buoy 
in a depth of approximately 4 fathoms. The bottom is mud and there is 
a large groundswell. 

December 1989: Whilst waiting for the Sea Pilot for the outward 
passage we used the River Anchorage and anchored in Position "C”’. 
The River Pilot advised us to use 4 shackles in the water. Whilst at this 
anchorage a good watch should be maintained as thieves may try to 
board the vessel. 

Channel: There are very few buoys left in the Channel and the pilot uses 
the leading marks day and night. 

The old front leading mark has been moved to behind the rear mark 
(225° x 0.85 miles behind the original rear mark). 

The Channel from the Pilot Buoy to the ship silo is 200 ft. wide and 
is aligned 045°/225°. The Channel has recently been dredged to 
20 ft. 6 in. at chart datum (19 ft. 6 in. MLWS), although it was found to 


be silting to 17 ft. chart datum. There is a lot of mud/silt in suspension. 


Radio/VHF: In November 1989, Georgetown Lighthouse Radio was first 
contacted on VHF Channel 16 at a distance of 30 miles, working Channel 
12. 

We were not able to contact Demerera Radio (8RB) prior to contacting 
Georgetown Lighthouse Radio, although another vessel reported 
making contact with the station at a distance of 120 miles on 2,558 kHz./ 
2,049 kHz. 

Whilst at anchor we worked Demerera Radio on 2,558 kHz./ 
2,049 kHz. The station was very helpful. 

The pilot launch “Lady Young’ works on VHF Channel 16 but will 
switch to Channel 14 if required. 

In December 1989, we made contact with Demerera Radio at over 

100 miles (calling 2,182 kHz., working 2,258 kHz./2,049 kHz.). It is in 
order to make a local call to the Agent. 
Berthing: Shell (November 1989): We berthed on the sea side of the 
Shell pontoon bridge at high water. Our draft was 4.4m. and we 
experienced no difficulties going alongside. We unberthed one hour 
before low water with a draft of 4.1m. and again experienced no 
difficulties even though the echo sounder indicated no water under the 
keep until we were 10 m. off the berth, where the depth was 7.0 m. at 
datum until we were abeam of Georgetown Lighthouse. 
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We berthed head out starboard side alongside. 

The moorings consisted of 2 head/stern lines and 1 spring at 
end. The mooring lines are run by the boat which was very efficiey 

The tidal range at the berth is about 2.0 m. The depth alongsig 
chart datum was found to be about 4.0 m. 

Berthing and unberthing is affected day and night. 

A searchlight is very useful when berthing and unberthing. 
Shell/Texaco (December 1989): Pilots are not keen to berth or unbe 
at Shell (called ‘Rome’ on documents) and Texaco (called ‘Ramsty 
on documents) at slack low water. At low water the forward moori P 
= Texaco is dry so the mooring boat would be unable to get alongs 
the pile. 

Pilots prefer to dock 2 hours either side of low water at Texaco 
about one hour either side of low water at the Shell berth. 

The depth at the Texaco berth is greater than at Shell, 4.5 m. at oy 
datum. At both Shell and Texaco, vessels berth head out starboard 
to. 

The Texaco berth is made up of wooden pilings and a platforms 
is about 80 m. in length. Parts have recently been renewed. A searc 
is necessary for night mooring. The after moorings at the Texaco be 
are sent to a staghorn. 

The official opening times of the pontoon bridge appear to: 
0300 hrs., 1100 hrs., 1600 hrs. and 2300 hrs., although these times; 
liable to change if power is not available. They will also open at of 
times for river traffic if power is available. 

Cargo: Shell (November 1989): The ship's portable flexible hose y 
used for discharge. The capacity of the shore tank is 180 tonnes, 

The maximum back pressure allowed is 12 Bar and with 2 pumps) 
averaged 40t.p.h. (LPG mix 80/20). The ship's radio was used 
communicate with the shore during cargo operations. 

Check for leaks were made prior to commencement of dischai 
and hot gas was used for 10 minutes on completion. No difficulties ws 
encountered. 

The shore Surveyor checks the shore tanks and then boards! 
vessel on completion. 

Texaco (December 1989): Texaco have 9 horizontal cylindrical ta 
for ambient storage of LPG (5 = 660 bbls. and 4.x 160 bbls.). 1 
maximum back pressure allowed at the berth is 150 p.s.i. (10 Bar). Thy 
are LPG shipments to the Texaco berth every 3 weeks. White oils; 
also handled at this berth. 

The Esso berth which is 0.25 miles upstream of the Texaco bert 
of similar construction. 

General: It is advisable to keep all cabins and lockers locked and 
movable objects under lock as many ‘visitors’ are likely to board' 
vessel. 

We employed 2 guards, larger vessels should employ more guar 

There are 2 tanker berths upstream of the pontoon bridge, these: 
operated by Texaco and Esso. The Pontoon bridge is only y 
occasionally opened for sea-going vessels as there is a lack of ele? 
power to operate the winches. 

All lights, including Georgetown Lighthouse, but excluding the lead 
lights are extinguished. 

Bauxite vessels with maximum draft of 18 ft. can transit the 55 mi 
up river to Mackenzie, but during day time only and on a flood tide. 

There is a silo ship at fixed moorings to the West of the main Chan 
abeam of Georgetown Lighthouse. It is moored bow out. Vessels ¥ 
a draft of 30 ft. can be handled at the silo vessel at MHWS and 28 ft. 6 
at normal high water. 

Fresh water is only available at one general cargo berth in the ta 

It was possible to make an international call from the Tower Ht 
near the Cathedral. The cost to Europe is about U.S.$1.60 per min 

It is very important to make a thorough stowaway search pric’ 
departure. 


SHIPMASTER’S REPORT: February 1990 

Berth: Esso Ramsburg. 

Position: Lat. 06° 45.2’ N., Long. 58° 11.25’ W. (BA Chart No.519). 
Berthing: The berth is on the East bank of the River at Georgetown 
is 100 m. long and is at the present time being refurbished with tam 
hardwood and logs. 

The depth alongside at MLW is 14 ft. This depth extends to 100% 

the jetty. 
Cargo: Mogas is handled by a 6 in. line to a tank of 15,000 bbls. & 
Oil is handled by a 6in. line to a tank of 18,000 bbls. and Av. # 
handled by a 4 in. line to a tank of 6,200 bbls. Lube Oils are also hang 
There are no facilities for handling of LPG. 

Shore hoses are used and a pumping rate of 1,700 bbis./hr. cat! 
achieved. On completion of operations, ullages, temperatures and W® 
dips are taken, ship's forms used. 

General: Vessels berth port or starboard side alongside, depending’ 
the tide. 

Ship’s gangway was difficult to land at low water. 

Berth: Guyoil Providence. 

Position: Lat. 06° 45.65’ N., Long. 58° 11’ W. (BA Chart No.519) 
Berthing: The berth is operated by Guyoil Providence who are 2* 
oil distribution company. The berth is 50 m. long and is construcie 
hardwood, logs and planks. The depth alongside at MLW is 12.5% 
Cargo: There is 1 dual purpose 6 in. line for Av. Jet and Gas O!* 
16 in. line for Mogas. There are 4 tanks, 15,000 bbl. for Moe 
15,000 bbl. for Av. Jet and 15,000 bbI. and 1 10,000 bbi. tat’ 
Gas Oil. There are no tanks for LPG. 

Shore hoses were used for discharge operations. 

A water flush is required between Av. Jet and Gas Oil and vice’ 
General: Vessels berth port or starboard side alongside, depende” 
tide. 


AUTHORITY: Transport and Harbours Department, Water Sf 
Stabroek, Georgetown. Tel: 02-67842. Cables: Transport — Guy 
Contact: Captain A. Haynes, Harbour Master. 


WNDEN: 06.00 N. 58.17 W. 


IMENTS: See “Georgetown”. 

MOTAGE: Pilotage compulsory. Pilots are stationed at Georgetown. 
stato be given 12 hours in advance to pilot station. Pilot boards from 
sec cutter S cables N.W. of the Outer Georgetown Light. 

tm Georgetown to Linden and Linden to Georgetown, pilotage not 
empuisory, but advisable to use G.N.E.C. Pilots. 

2STRICTIONS: Governed by depth of water at Demerara River Bar. 
serance normally at HW. Max. speed limit on the river is 10 knots. 
iNWCHORAGES: Vessels proceeding to Linden in ballast and drawing 
es than 15 ft. may anchor beyond Southern limit of Georgetown. 
16 ft. — 18 ft. MLWS. 

wAX, SIZE: Draft 21 ft. 6 in. 
#€ALTH: Pratique given at Georgetown by Health Authorities. If vessel 
ssuspect or infected, Master to advise Harbour Authority by radio before 


al. 
i010: Demerara Radio call sign 8RB operating on 2182 kHz. 
georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz, 
uhours a day. Also SSB 8281.2 kHz. 
GS: Not available. 
| SERTHING: There are 2 bauxite berths accommodating vessels of up 
9570 ft. One loader for metal grades has an airdraft of 29 ft. 8 in. and 
| spading rate of 800 t.p.h. The second loader for calcined bauxite has 
nardraft of 34 ft. and a loading rate of 350 t.p.h. 
| The Alumina berth has a travelling tower with an airdraft of 64 ft. and 
aading rate of 400 t.p.h. Max. beam of vessel 85 ft. 
| WEDICAL: Hospital at Georgetown. 
| DENSITY: 1000, fresh water. 
FRESH WATER: Can be supplied. 
: FUEL: Can be supplied. 
' CONSULS/REPAIRS: At Georgetown. 
(PENING/CLOSING HATCHES: By ship's crew. 
' SUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
grits per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 
Sjabroek, Georgetown. Tel: 02 — 67842. Cables: Transport Guyana. 
| Qontact: Captain A. Haynes, Harbour Master. 


NEW AMSTERDAM (Everton, Berbice): 
| 06.14 N. 57.31 W. 


| DOCUMENTS: See “Georgetown”. 

 PLOTAGE: Pilots are stationed at Georgetown. ETA to be given 
¥hours in advance to pilot station. Pilotage compulsory. Pilot boards 
; tom black cutter 5 cables N.W. of the Outer Georgetown Light. 
XESTRICTIONS: The Berbice Bar is composed of fairly hard mud. 
; ytd cross the Berbice Bar on even keel (reported to be dredged 
014.8 ft.) 

WAX. SIZE: Controlled by Bar draft predictions. 

| HEALTH: Pratique given at Berbice by Health Authorities. If vessel is 
. ag or infected, Master to advise Harbour Authority by radio before 
arival. 

4ADIO: Demerara Radio call sign 8RB operating on 2182 kHz. 
sorgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz, 
‘| Shours a day. Also SSB 8281.2 kHz. 

‘| TGS: Not available. 

3ERTHING: The Bauxite Berth is about 1,500 ft. long, and has a fixed 
te arm with an average loading rate of 500 t.p.h. The airdraft is 


There is a strong ebb current of about 4—5 knots, although the flood 
‘ns at about 3 knots. 
| EDICAL: Hospital at Georgetown. 
 UENSITY: 1000, fresh water. 

*RESH WATER: Can be supplied. 
| VEL: Can be supplied. 

SONSULS/REPAIRS: At Georgetown. 
|| PENING/CLOSING HATCHES: By ship's crew. 
| USTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
| Snts per man. Only 40 cigarettes may be taken ashore at any time. 

ORITY: Transport and Harbours Department, Water Street, 

Sabroek, Georgetown. Tel: 02-67842. Cables: Transport Guyana. 
| Antact: Captain A. Haynes, Harbour Master. 


NOTES 
Please also advise Shipping Guides Ltd. 


GUYANA 
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Cargo Handling Facilities: Bhpls atten or derricks are to be used. NOTES 

1 forklift of low capacity available. General cargo can be loaded on to F ay ; 

the quay but all containers must be loaded direct on to trucks. Please, Biso advise Shipping Guides Ltd. 
Stevedores: The working hours are from 0800 hrs. to 2300 hrs. Night 
work is possible, but pilferage increases considerably during night time. 
Repairs: Not possible. 

Agent: Messrs. Guinemar S.A., Rua Guerra Mendes 4/4a, Bissau. 
Tel: 213022/3. Telex: 0969-276. 

Note: Only the agent has VHF in Bissau (range up to 30 nautical miles). 


AUTHORITY: Junta Autonoma dos Portos da Guine-Bissau, P.O.Box 
382, Bissau, Guinea-Bissau. Tel: 2797 (Administrator's Office), 2783 
(Secretariat). Cables: Porto, Bissau. Contact: Port Director. 

Secretario de Estade dos Transportes, C.P. 306, Bissau, Guinea 
Bissau. Tel: 212583. Telex: 263 MTT BI. 
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guyana 
¢sSEQUIBO RIVER (Bartica): 06.24 N. 58.37 W. 


UMENTS: See “Georgetown”. 
“OTAGE: Pilots are stationed at Georgetown. ETA to be given 
~jnours in advance to pilot station. Pilotage compulsory. Pilot boards 
om black cutter 5 cables N.W. of the Outer Georgetown Light. 

essequibo Light (steel framework tower with red and white horizontal 
nds) marks seaward end of Essequibo Main Ship Channel. Vessels 
-yonity of Demerara Pilot Station should listen for pilot boat on VHF 

nnel 16. 
2STRICTIONS: The Essequibo Bar is composed of hard mud and 
and. The least depth of water is 3 ft. less than for Demerara Bar. 
jessels should not attempt to cross the Essequibo Bar drawing more 
ean 3 ft. less than that predicted for the Demerara Bar. 
ya, SIZE: Controlled by Bar draft predictions. 
4EALTH: Pratique given at Georgetown when Pilot boards. If vessel is 
aspect or infected, Master to advise Harbour Authority by radio before 


al 
010: Demerara Radio call sign 8RB operating on 2182 kHz. 
georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz 
unours a day. Also SSB 8281.2 kHz. 
TGS: Not available. 
WEDICAL: Hospital at Georgetown and Bartica. 
DENSITY: 1000, fresh water. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: At Georgetown. 
REPAIRS: Government dry dock situated at Mazaruni, approximately 
“miles up river at junction of Essequibo and Mazaruni Rivers. Extreme 
dmensions: 160 ft. by 35 ft. 
0PENING/CLOSING HATCHES: By ship's crew. 
CUSTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
rts per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 
Stabroek, Georgetown, Guyana. Te/: 02-67842. Cables: Transport 
guyana. Contact: Captain A. Haynes, Harbour Master. 


GEORGETOWN: 06.49 N. 58.10 W. (See Plan) 


| PORT LIMITS: Seaward by an arc of a circle with radius 1 nautical mile, 
| wth the Georgetown Lighthouse as centre. 

DOCUMENTS: 

Certificate of Registry. 

8 Crew Lists. 

8 Provisions and Stores Lists. 

4 Passenger Lists. 

customs Documents: 

2Reports of Ship’s Stores (Form C1). 
| 2Lists of Crew Personal Effects (Form C2). 
| 1 List of Unmanifested Cargo (Form C3). 

12 Health Declaration Forms (W.H.O.2) 

Health Documents for Crew (1 copy for each crew member). 

5 Cargo Manifests. 

5 Bills of Lading. 

ILOTAGE: Vessels apply for Pilots through local Agents or direct to 
| Chief Pilot, Georgetown, through ‘Demerara Radio, 8 Romeo Bravo”, 
‘?hours in advance of ETA at pilot station when vessel is proceeding 
‘0 Georgetown Harbour. Pilot boarding ground is in Northwestern 
wadrant of circle with radius 5 cables and centre the Outer Georgetown 
“git. Normal international day or night signals for “I require a Pilot” are 
‘sed. All pilot cutters are painted black (hull) and white (superstructure) 
wh the word “Pilot” painted in white on black ground. Cutters are 
proximately 60 ft. in length. 

ANCHORAGES: There are 5 with a least depth of approximately 20 ft. 
‘WS named A to E from North to South. Vessels are safely anchored 
#any of the above anchorages 1.5 cables to 2 cables from Georgetown 
%rk line. Bottom is soft mud and provides good holding ground. 
4ESTRICTIONS: No entry restrictions except those on draft imposed 
4 the bar at estuaries. 

. SIZE: Draft 20 ft. 6 in. See “Developments”. 

SEALTH: Radio Pratique is not given, and Pratique is only given at 
%801getown. This normally involves a visit from the Health Authorities 
fe vessel is clear. If a vessel is “suspect” or “infected”, Master should 
“vise Harbour Authority by special message through Demerara Radio 
* Georgetown Lighthouse and await advice of Port Health Officers; 
“anwhile, if in the vicinity of Georgetown, vessel may anchor at the 
‘ected quarantine anchorage near the Outer Georgetown Buoy as 
ri into the limits of the port without the authority of the Ministry of 

*alth is prohibited if the vessel is suspect or infected. 

i 0: Name of radio station “Demerara Radio”, call sign “8RB”, 
rai Standing by on 2182 kHz., will give latest weather report or RDF 
sings on request. Georgetown Lighthouse operates VHF Channel 

» HF 2738 and SSB 8281.2 kHz. 

AR: No service availabie. 

How : At present, vessels dock stem on to the tide without aid of tugs. 

“sh tugs could be provided if urgently required. 

THING: There are 6 main wharves privately and government 


md, situated along the river frontage at Georgetown and varying in 
“gh from 210 ft. to 730 ft. Depths alongside range from 16 ft. to 20 ft. 
Paes but as the bottom is soft mud vessels may safely lie aground 
‘gside. Ships work cargo with their own appliances. 
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BULK HANDLING FACILITIES: The sugar berth is 416 ft. in length with 
least depth alongside of 18 ft. MLWS and can accommodate vessels 
up to 530 ft. in length. Loading rate is 500 t.p.h. using 2 chutes. Vessels 
should not be more than 63 ft. beam. 

CRANES: No heavy lift cranes available. Ship's gear has to be used. 
No floating cranes. 

BRIDGES: Demerara Harbour Bridge: Floating bridge with retractor 
span situated 4.2 miles from mouth of river. Arrangements for passing 
are made by Agents. Bridge operators keep radio watch on VHF Channel 


16. 
STEVEDORES: Ship's Agent normally arranges for gangs in 
accordance with cargo plans or Master's cable advice. Gangs are 
unionised. Stevedores work around the clock every day of the week 
though they are paid overtime between hours of 1600 and 1900 and 
they earn time-and-a-half or double time on public holidays according 
to which one of the 12 public holidays they work. 
MEDICAL: No special advance notice of required medical attention is 
necessary, and hospital facilities are always available. 
TANKERS: There are no residue discharge facilities at this port. There 
are 4 tanker berths in the Georgetown area. 

Rome Terminal (Shell) — depth alongside is 11 ft. 

Ramsburg Terminal (Esso) — depth alongside 16 ft. 

Ramsburg Terminal (Texaco) — depth alongside 11 ft. 

Providence (Guyoil) — depth alongside 8.5 ft. 

Size of pipe-lines: 6 in. 
DENSITY: Average density in port is 1015, though during the rainy 
season (March-May; October-December) density of water may be as 
low as 1000 at LW in the harbour. 
FRESH WATER: Fresh water is available, and is delivered alongside. 
The ship is required to pay for labour, overtime, etc., involved in the 
delivery. 
FUEL: In case of emergency, providing advance notice is given by 
Master, vessels may be partially bunkered at any of Shell, Texaco or 
Esso installations. Vessels may be required to go alongside 2 hours 
before HW and leave not later than 1 hour after HW at the above- 
mentioned installations. Grades of fuel available are “Bunker C’” and 
diesel fuel. 
CONSULS: (and Embassies) 


Belgium France Netherlands 

Brazil Germany Norway 

Canada India Panama 

China Italy Sweden 

Colombia Jamaica Trinidad & Tobago 
Costa Rica Japan United Kingdom 
Cuba Korea U.S.A. 

Denmark Libya Venezuela 


Egypt Mexico Yugoslavia 
FIRE PRECAUTIONS: There are no stated precautions other than 
regulations against pumping out residual heavy oil (e.g. “Bunker C’). 
Ships having cargoes of ammunition, high explosives, dynamite, etc., 
are required by Harbour Regulations to anchor North of Georgetown 
Lighthouse prior to proceeding alongside wharf to unload and/or 
proceeding up river. 

REPAIRS: Every type of deck or engine repair is undertaken at Guyana 
National Engineering Corporation (GNEC) Dry Dock. Above waterline 
and engine-room repairs of any type are undertaken on vessels 
exceeding the dimensions mentioned below while vessel is anchored in 
the stream. Also see “Dry Docks”. 

DRY DOCKS: GNEC Dry Dock: A graving dock 210 ft. x 37 ft. 9 in. at 
entrance situated South of GNEC No. 2 Wharf, which is State owned 
and operated on normal commercial lines. 198 ft. length of dry dock is 
on blocks. Breadth: top 46 ft. 4 in., bottom 40 ft. 9 in., depth on sill at 
HWOST 92 ft. 

Government Dry Dock: Situated at Mazaruni approx. 40 miles upriver 
at junction of Essequibo and Mazaruni rivers is a graving dock and has 
extreme dimensions of approx. 160 ft. x 35 ft. 
SURVEYORS: Lloyd's and Bureau Veritas. No cargo inspectors 
available. 
GANGWAY/DECK WATCHMEN: Services of watchmen are 
compulsory and are obtained through a watchman’'s pool by ships’ 
Agent. 
Piracy: Armed gangs of robbers have boarded vessels from shore and 
from canoes and stolen quantities of ship's stores. 
OPENING/CLOSING HATCHES: Normally carried out by ship’s crew. 
CUSTOMS ALLOWANCES: Each crew member is permitted up to 200 
cigarettes aboard held out of bond, but is only allowed to take ashore 
40 at any time. Only on a final discharge would a member of crew be 
permitted a tobacco allowance of half-a-pound. Each crew member is 
allowed to keep out of Bond, 1 (one) bottle of wine or spirits, but is 
prohibited from taking any of it ashore. Each member of crew is allowed 
tax-free only one-sixth gallon wine and one-sixth gallon spirits when he 
is finally discharged. 
CARGO GEAR: Ship's gear. 
REPATRIATION: Arrangements normally made through ship's Agents. 
AIRPORT: Timehri International Airport is situated approx. 30 miles 
South of Georgetown with highway connection and is served by many 
intercontinental airlines. 
TIME: 3 hours behind GMT. No alterations made to clocks during the 
year. 
HOLIDAYS: New Year (January 1st); *Eid-ul-Ahza; *Phagwah; Republic 
Day (February 23rd); Good Friday; Easter Monday; Labour Day (May 
1st); *Youman Naubi; Caribbean Day (July 5th); Commonwealth Day 
(First Monday in August); *Deepavali; Christmas Day (December 25th); 
Boxing Day (December 26th). “Religious holidays are variable. 
POLICE/AMBULANCE/FIRE: Tel. 999. There are Police/Ambulance/ 
Fire Stations on the waterfront. 
TELEPHONES: Could be arranged through Coast Station 8RB. 
STORING: See “Prelims”. 

(1) Yes. (2) Yes. (3) Yes. (4) Yes. (5) Yes. (6) Yes. 
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BANKS: Chase Manhattan Bank N.A., Bank of Guyana Building, Church 

Street, Georgetown, P.O.Box 101080, Telex: Chase Bk, GY 2222. 
Barclays Bank Int. Ltd., 48 Water Street, Georgetown, Telex: Barclay 

GY 2248. 

SHORE LEAVE: Granted by Immigration Boarding Officer. 

IDENTIFICATION CARDS: Not required. 

DELAYS: Only when berths are occupied. 

DEVELOPMENTS: Dredging to 20 ft. 08 in. chart datum in progress. 


SHIP’S OFFICER’S REPORT: September 1988. 

During vessel's stay in Georgetown | was able to gather the following 
information: 

In a major step towards promoting the export of Bauxite, the Guyanese 
government has charted the Panamanian flag vessel M.V. 
“Arrowcane Il", for an initial period of 5 years. This vessel will be a silo 
ship for transhipment of Bauxite. 

She will be permanently moored in position Lat. 06° 49’ N., Long. 
58° 10.5’ W. (approximate), heading North (see “Plan’’). 

The “Arrowcane II’ has been converted into a self-loading/discharging 
silo ship. She has an arrangement for discharging barges on her port 
side using on-board grabs, and then loading larger ships on her 
starboard side using a conveyor belt. She also has “Yokohama type” 
fenders on her starboard side. 

Initially there was a draft restriction for vessels loading Bauxite at 
Linden (06° 01’ N., 58° 18’ W.) (up the Demerara River), so it was not 
possible for large vessels to take a full load. With the establishment of 
this silo ship at the mouth of the river it will be possible to load vessels 
to a deeper draft. 

It was not possible to get other details about the loading draft 
restrictions, loading rates, etc., as the silo ship was still not operational 
when we left Georgetown. The 4 buoys have been laid and M.V. 
“Arrowcane II" was to carry out the “mooring operation” within a few 
days and become fully operational after 2 weeks. 


SHIPMASTER’S REPORT: November 1989 and December 1989. 
Charts: B.A. Charts No. 519, 527, 533 and 572. 
Documents: 

3 copies Crew Personal Effects List. 

3 copies Bonded Stores List. 

3 copies Provisions List. 

2 copies Unmanifested Cargo. 

1 copy Maritime Declaration of Health. 

8 copies Crew List. 

Port Officials: The Port Officials boarded at the berth and the party was 
large for a small vessel. The bond was sealed after gratuities given out. 
Pilotage: The pilot boards at the Pilot Buoy (which was unlit at the time 
of our visits) from a large cutter with a black hull and white upper works 
with “Pilot” on the side. The name of the vessel was “Lady Young” and 
it was similar in appearance to a small tug. 

There is a shortage of pilots as they are also required for Berbice and 
Essequibo, so it is usual for a pilot to transfer from an outward bound 
vessel to an inward bound vessel, and as this is the case, there are 
quite often long delays. Change of pilot takes place off the town. 

A 24 hour pilot service is operated from Georgetown to the sea as 

long as the leading lights are operating. 
Approaches: The headland on Pomeroon River is conspicuous on the 
radar at 20 miles. The tower and factory at Devonshire Castle Flats/ 
Anna Regina are conspicuous on the radar at 25 miles. The town of 
Georgetown is also conspicous at 25 miles on the radar. 

The wreck just North of the Pilot Buoy in position Lat. 07° 00.8’ N., 
Long. 58° 02.9’ W. is no longer visible at low water. 

The Demerera D/F Beacon is very unreliable and the Georgetown 
light was not operaiing at the time of our visit. 

Anchorage: November 1989: Vessels anchor just North of the Pilot Buoy 
in a depth of approximately 4 fathoms. The bottom is mud and there is 
a large groundswell. 

December 1989: Whilst waiting for the Sea Pilot for the outward 
passage we used the River Anchorage and anchored in Position “C”’. 
The River Pilot advised us to use 4 shackles in the water. Whilst at this 
anchorage a good watch should be maintained as thieves may try to 
board the vessel. 

Channel: There are very few buoys left in the Channel and the pilot uses 
the leading marks day and night. 

The old front leading mark has been moved to behind the rear mark 
(225° x 0.85 miles behind the original rear mark). 

The Channel from the Pilot Buoy to the ship silo is 200 ft. wide and 
is aligned 045°/225°. The Channel has recently been dredged to 
20 ft. 6 in. at chart datum (19 ft. 6 in. MLWS), although it was found to 


be silting to 17 ft. chart datum. There is a lot of mud/silt in suspension. 


Radio/VHF: In November 1989, Georgetown Lighthouse Radio was first 
contacted on VHF Channel 16 at a distance of 30 miles, working Channel 
12. 

We were not able to contact Demerera Radio (8RB) prior to contacting 
Georgetown Lighthouse Radio, although another vessel reported 
making contact with the station at a distance of 120 miles on 2,558 kHz./ 
2,049 kHz. 

Whilst at anchor we worked Demerera Radio on 2,558 kHz./ 
2,049 kHz. The station was very helpful. 

The pilot launch “Lady Young” works on VHF Channel 16 but will 
switch to Channel 14 if required. 

In December 1989, we made contact with Demerera Radio at over 

100 miles (calling 2,182 kHz., working 2,258 klH1z./2,049 kHz.). It is in 
order to make a local call to the Agent. 
Berthing: Shell (November 1989): We berthed on the sea side of the 
Shell pontoon bridge at high water. Our draft was 4.4m. and we 
experienced no difficulties going alongside. We unberthed one hour 
before low water with a draft of 4.1m. and again experienced no 
difficulties even though the echo sounder indicated no water under the 
keep until we were 10 m. off the berth, where the depth was 7.0 m. at 
datum until we were abeam of Georgetown Lighthouse. 
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We berthed head out starboard side alongside. 

The moorings consisted of 2 head/stern lines and 1 spring at 
end. The mooring lines are run by the boat which was very efficies 

The tidal range at the berth is about 2.0 m. The depth alongsig 
chart datum was found to be about 4.0 m. 

Berthing and unberthing is affected day and night. 

A searchlight is very useful when berthing and unberthing. 
Shell/Texaco (December 1989): Pilots are not keen to berth or un, 
at Shell (called ‘Rome’ on documents) and Texaco (called ‘Rams 
on documents) at slack low water. At low water the forward moori r 
- Texaco is dry so the mooring boat would be unable to get alongs 
the pile. 

Pilots prefer to dock 2 hours either side of low water at Texaco; 
about one hour either side of low water at the Shell berth. 

The depth at the Texaco berth is greater than at Shell, 4.5 m. atg 
datum. At both Shell and Texaco, vessels berth head out starboard; 
to. 

The Texaco berth is made up of wooden pilings and a platform, 
is about 80 m. in length. Parts have recently been renewed. A search) 
is necessary for night mooring. The after moorings at the Texaco 
are sent to a staghorn. 

The official opening times of the pontoon bridge appear to 
0300 hrs., 1100 hrs., 1600 hrs. and 2300 hrs., although these times 
liable to change if power is not available. They will also open ato 
times for river traffic if power is available. 

Cargo: Shell (November 1989): The ship's portable flexible hose) 
used for discharge. The capacity of the shore tank is 180 tonnes, 

The maximum back pressure allowed is 12 Bar and with 2 pumps 
averaged 40t.p.h. (LPG mix 80/20). The ship's radio was use 
communicate with the shore during cargo operations. 

Check for leaks were made prior to commencement of dischar 
and hot gas was used for 10 minutes on completion. No difficulties y 
encountered. 

The shore Surveyor checks the shore tanks and then boards 
vessel on completion. 

Texaco (December 1989): Texaco have 9 horizontal cylindrical tz 
for ambient storage of LPG (5 x 660 bbls. and 4 = 160 bblis.). 
maximum back pressure allowed at the berth is 150 p.s.i. (10 Bar). TI 
are LPG shipments to the Texaco berth every 3 weeks. White oils 
also handled at this berth. 

The Esso berth which is 0.25 miles upstream of the Texaco ber 
of similar construction. 

General: It is advisable to keep all cabins and lockers locked an 
movable objects under lock as many “visitors” are likely to board 
vessel. 

We employed 2 guards, larger vessels should employ more gua 

There are 2 tanker berths upstream of the pontoon bridge, these 
operated by Texaco and Esso. The Pontoon bridge is only | 
occasionally opened for sea-going vessels as there is a lack of ele 
power to operate the winches. 

All lights, including Georgetown Lighthouse, but excluding the lea 
lights are extinguished. 

Bauxite vessels with maximum draft of 18 ft. can transit the 55n 
up river to Mackenzie, but during day time only and on a flood tide 

There is a silo ship at fixed moorings to the West of the main Char 
abeam of Georgetown Lighthouse. It is moored bow out. Vessels 
a draft of 30 ft. can be handled at the silo vessel at MHWS and 28 ft. 
at normal high water. 

Fresh water is only available at one general cargo berth in the t 

It was possible to make an international call from the Tower 
near the Cathedral. The cost to Europe is about U.S.$1.60 per mi 

It is very important to make a thorough stowaway search pric 
departure. 


SHIPMASTER’S REPORT: February 1990 

Berth: Esso Ramsburg. 

Position: Lat. 06° 45.2’ N., Long. 58° 11.25’ W. (BA Chart No.519) 
Berthing: The berth is on the East bank of the River at Georgetow 
is 100 m. long and is at the present time being refurbished with ta 
hardwood and logs. 

The depth alongside at MLW is 14 ft. This depth extends to 1004 

the jetty. 
Cargo: Mogas is handled by a 6 in. line to a tank of 15,000 bbls. 
Oil is handled by a 6 in. line to a tank of 18,000 bbls. and Av. & 
handled by a 4 in. line to a tank of 6,200 bbls. Lube Oils are also han 
There are no facilities for handling of LPG. 

Shore hoses are used and a pumping rate of 1,700 bbis./hr. ca! 
achieved. On completion of operations, ullages, temperatures andW 
dips are taken, ship's forms used. 

General: Vessels berth port or starboard side alongside, dependi"t 
the tide. 

Ship's gangway was difficult to land at low water. 

Berth: Guyoil Providence. 

Position: Lat. 06° 45.65’ N., Long. 58° 11’ W. (BA Chart No.519) 
Berthing: The berth is operated by Guyoil Providence who are 2§ 
oil distribution company. The berth is 50 m. long and is construclé 
hardwood, logs and planks. The depth alongside at MLW is 12.5% 
Cargo: There is 1 dual purpose 6 in. line for Av. Jet and Gas O!! 
16 in. line for Mogas. There are 4 tanks, 15,000 bbl. for Mo 
15,000 bbl. for Av. Jet and 15,000 bbl. and 1 10,000 bbl. ta® 
Gas Oil. There are no tanks for LPG. 

Shore hoses were used for discharge operations. 

A water flush is required between Av. Jet and Gas Oil and vice-® 
General: Vessels berth port or starboard side alongside, depende® 
tide. 


AUTHORITY: Transport and Harbours Department, Water S® 
Stabroek, Georgetown. Tel: 02-67842. Cables: Transport — Gu? 
Contact: Captain A. Haynes, Harbour Master. 


WNDEN: 06.00 N: 58.17 W. 


MENTS: See ‘Georgetown’. 
mOTAGE: Pilotage compulsory. Pilots are stationed at Georgetown. 
ato be given 12 hours in advance to pilot station. Pilot boards from 
‘eck cutter 5 cables N.W. of the Outer Georgetown Light. 
“tom Georgetown to Linden and Linden to Georgetown, pilotage not 
gngulsory, but advisable to use G.N.E.C. Pilots. 
#ESTRICTIONS: Governed by depth of water at Demerara River Bar. 
swance normally at HW. Max. speed limit on the river is 10 knots. 
WWCHORAGES: Vessels proceeding to Linden in ballast and drawing 
es than 15 ft. may anchor beyond Southern limit of Georgetown. 

16 ft. — 18 ft. MLWS. 
wx. SIZE: Draft 21 ft. 6 in. 
*| 4ALTH: Pratique given at Georgetown by Health Authorities. If vessel 
*| <syspect or infected, Master to advise Harbour Authority by radio before 
al. 

DIO: Demerara Radio call sign 8RB operating on 2182 kHz. 
georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz, 
unours a day. Also SSB 8281.2 kHz. 
GS: Not available. 
* ERTHING: There are 2 bauxite berths accommodating vessels of up 
® «570 ft. One loader for metal grades has an airdraft of 29 ft. 8 in. and 
: soading rate of 800 t.p.h. The second loader for calcined bauxite has 
pardraft of 34 ft. and a loading rate of 350 t.p.h. 
The Alumina berth has a travelling tower with an airdraft of 64 ft. and 
spading rate of 400 t.p.h. Max. beam of vessel 85 ft. 
F \EDICAL: Hospital at Georgetown. 
t DENSITY: 1000, fresh water. 
FRESH WATER: Can be supplied. 
REL: Can be supplied. 
® SONSULS/REPAIRS: At Georgetown. 
(PENING/CLOSING HATCHES: By ship's crew. 
* cysTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 
grits per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 
Sabroek, Georgetown. Tel: 02 — 67842. Cables: Transport Guyana. 
tontact: Captain A. Haynes, Harbour Master. 
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\EW AMSTERDAM (Everton, Berbice): 
1614 N. 57.31 W. 


$ 
fe 

) )OCUMENTS: See “Georgetown”. 

* MLOTAGE: Pilots are stationed at Georgetown. ETA to be given 
“hours in advance to pilot station. Pilotage compulsory. Pilot boards 
t tom black cutter 5 cables N.W. of the Outer Georgetown Light. 
fESTRICTIONS: The Berbice Bar is composed of fairly hard mud. 
s ean cross the Berbice Bar on even keel (reported to be dredged 
014.8 ft.) 

* WAX. SIZE: Controlled by Bar draft predictions. 

D HEALTH: Pratique given at Berbice by Health Authorities. If vessel is 
' spect or infected, Master to advise Harbour Authority by radio before 
rival. 

* §ADIO: Demerara Radio call sign 8RB operating on 2182 kHz. 
® Georgetown Lighthouse operates VHF Channel 16 and HF 2738 kHz, 
F Mhours a day. Also SSB 8281.2 kHz. 

t TGS: Not available. 

SERTHING: The Bauxite Berth is about 1,500 ft. long, and has a fixed 
Erie arm with an average loading rate of 500 t.p.h. The airdraft is 


There is a strong ebb current of about 4—5 knots, although the flood 

‘is at about 3 knots. 

| HEDICAL: Hospital at Georgetown. 

y YENSITY: 1000, fresh water. 

*RESH WATER: Can be supplied. 

¢ VEL: Can be supplied. 

‘ONSULS/REPAIRS: At Georgetown. 

s 0PENING/CLOSING HATCHES: By ship's crew. 

s “USTOMS ALLOWANCES: Up to 200 cigarettes and 1 bottle wine or 

¢/ Sls per man. Only 40 cigarettes may be taken ashore at any time. 
AUTHORITY: Transport and Harbours Department, Water Street, 

¢| “abroek, Georgetown. Tel: 02-67842. Cables: Transport Guyana. 

g mitact: Captain A. Haynes, Harbour Master. 


y 


NOTES 
Please also advise Shipping Guides Ltd. 


GUYANA 
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Guyane (French Guyana) NOTES 


Please also advise Shipping Guides Ltd. 

DEGRAD-DES-CANNES (Main Port): 04.51 N. 52.16 W. 
LE LARIVOT (Secondary Port): 04.54 N. 52.22 W. 
CAYENNE (Secondary Port): 04.56 N. 52.20 W. 
KOUROU (Secondary Port): 05.09 N. 52.40 W. 
SAINT LAURENT-DU-MARONI (Secondary Port): 
05.30 N. 54.02 W. 

(See Plan) 


LOCATION: Degrad-des-Cannes — 15 km. from Cayenne. 

Le Larivot — 10 km. from Cayenne. 

Kourou — 60 km. from Cayenne. 

Saint-Laurent-du-Maroni — 250 km. from Cayenne. 
PILOTAGE: Notice of ETA and request for a Pilot no less than 24 hours 
before ETA at Degrad-des-Cannes Channel Buoy and 48 hours for 
Saint-Laurent and Kourou. 

Station de Pilotage de Guyane, Port du Degrad-des-Cannes, 97300 — 
Remire. Tel: 31.37.23. 
ANCHORAGES: 

1. At Sea Buoy at Cayenne. 

2. At Sea Buoy at Degrad-des-Cannes. 

3. At Salut Island (Illes du Salut). 
RESTRICTIONS: Permanent dredging underway. Recommended that 
vessels approach at high tide. 

Depth of water in channels: 

Cayenne-Larivot (10 km.): 0.90 m. + height of tide. 

Degrad-des-Cannes (15 km.): 3.0 m. + height of tide. 
HEALTH: French Regulations apply. 
RADIO: Cayenne Radio. 
VHF: Harbour Master and Pilot Station on Channel 16. 
BERTHING: Berth at Degrad-des-Cannes on the Mahury River, length 
of concrete wharf is 300 m., max. LOA 160 m. Roll-on/Roll-off facilities 
available. Discharge of general cargo and containers by ship's gear. 
TANKERS: Degrad-des-Cannes: Steel wharf with dolphins. 
Min. LOA 80 m. Max. LOA 130 m. 
Le Larivot: Concrete wharf. Max. LOA 100 m. Depth 4.9 m. 
FRESH WATER: Available. 
FUEL: By road tanker. 
REPAIRS: Limited facilities available. 
REPATRIATION: Rochambeau Airport. Connecting flights to France, 
Suriname and Brazil. 
TIME: GMT minus 3 hours. 
POLICE/AMBULANCE/FIRE: Contact Harbour Office at Degrad-des- 
Cannes. 
GENERAL: Customs and Frontier Police at Degrad-des-Cannes. 
DEVELOPMENTS: New berth under construction at Degrad-des- 
Cannes (length 130 m.). 


SHIPMASTER’S REPORT: October 1990. 
Arrival: Vessel arrived at Degrad Des Cannes Fairway Buoy at 2130 hrs., 
and anchored to Pilot's advice. 

Pilot starts one hour before H.W., in order to be between Buoys 
No. 10 — 18 at H.W. The shallowest part of the channel is between Buoys 
No. 1 — 27. 

Our deepest draft was 5.03 m. 

A tug stands by in case there are any difficulties when transitting the 
channel. The channel is 80 m. wide, and the buoys are spaced 160 m. 
apart. The current was to the West at 2.5 knots. Vessel has to keep 
close to the green buoy. 

Departure: Vessel departed at 0330 hrs., and waited at the channel 
entrance to allow a vessel with draft 5.90 m. to enter. 

Dredger: On our arrival, the dredger was under repair, but began work 
again after 10 days. 

Current: According to the Pilot, the current is normally to the West, but 
changes twice a year and runs to the East for 8 days. In the dry season, 
the current still runs up 15 minutes after H.W. In the rainy season, the 
current runs down half an hour before H.W. 

Berthing: On approaching the berth, the vessel turns on the starboard 
anchor, with 2 shackles in the water. 

Vessels without bow thrusters must leave berth before H.W., as the 
current from H.W. onwards pushes the vessel on to the berth. 


AUTHORITY: Port Director: M. \e Directeur, Departemental de 
ee ees 40 Avenue Leopold Heder, B.P. 338, 97305 — Cayenne, 
edex. 

Port Manager: M. |'Ingenieur Subdivisionnaire du Service Maritime, 
Port du Degrad-des-Cannes, B.P. 1106, 97305 — Cayenne, Cedex. 
Tel: 31.41.11. Telex: 910346 FG. Contact: M. de Thoisy, Port Manager. 

Harbour Master: M. le Commandant des Ports de Guyane, Port du 
Degrad-des-Cannes, B.P. 1106, 97305 -— Cayenne, Cedex. 
Tel: 31.41.11. Telex: 910346 FG. 
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~eUMENTARY REQUIREMENTS PRIOR TO ARRIVAL: 

igece of Arrival: The arrival of the vessel must be announced 48 hours 
-sgvance, and in writing, to the Port Captaincy and to the Port Authority, 
» indication of the vessel's characteristics, the cargo which will be 


senarged and loaded, and requirements concerning supply of water, 


mation Concerning Cargo Intended for the Port: The Agency must 
seve in good time by air mail 6 copies of the Cargo Manifest and 
»opies of the Bills of Lading. In the event that it is not possible to 
sop these documents by mail, the information must be provided by 
wex to the Agency so that the latter may draw them up. 

The Cargo Manifests are distributed to the Port Authority, the Haiti 
teminal (private concern handling cargo consolidation), to the Ministry 
| sCommerce, the Ministry of Finances and to the Agency. 


| QUIREMENTS RELATING TO THE RECEIPT OF THE VESSEL: 

sseeption Commission: The vessel is received by representatives of 

ee Port Health, Immigration, Customs, International Police, National 
| et Authority and the Agency. 
meumentation Required: On the arrival of the vessel, the following 
scuments are required, OEA/ALALC, IMO and certain other documents 
song acceptable. 

No of Copies and Distribution 
Immigra- Agency 

tye of Document Health tion Customs Police NPA (a) 
seneral Declaration - - 1 - 1 1 
targo Manifest (b) 
drew List 
us of Passengers 
st of Stores 
| declaration of Crew Effects 

\artime Health Declaration 
val List 
“ms and Ammunition 

Manifest = - 1 1 - 

la) The Agency requires additional copies of the Crew List, the 

*assenger List, the Stores List, the Arms and Ammunition Manifest, 
ac, dependent upon the destination of the vessel, in accordance with 
ne requirements of Consular Clearance. 

(b) Required in the event that the manifest has been received, or 
slormation regarding the cargo, in advance of the arrival of the vessel; 
‘not, the agency requires 4 or 6 copies for distribution amongst the 
terent authorities. 


ee ee | 
ee i el | 
| I NNN! 
at es ee 
tia fb tb 
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QUIREMENTS CONCERNING DOCUMENTATION ON SAILING: 
documentation on Sailing: At the request of the Agency, the Customs 
sue a clearance with which permission to sail is applied for from the 
*ot Captaincy. The latter's permit is used for requesting the services 
tthe Pilot from the National Port Administration. 

An Outgoing Manifest is presented to Customs which also contains 
isworn statement (sworn statement of the Master of a vessel with cargo, 
"sworn statement of the Master of a vessel in ballast), and the List of 
*assengers. If the vessel is sailing with cargo, it is presented in 6 copies; 
‘nballast, in 4 copies. 


ONSULAR INTERVENTION: 
| ansular Documentation: In accordance with the 1963 Customs Code, 
‘icle 119, the Master of a vessel loading cargo for Haiti, or his 
| ®resentative, must sign before the Consul a Declaration sworn as to 
es of the manifest. This article is transcribed as follows: 
| uote: 
| Atticle 119, Oath. Masters of vessels or their representative, at the 
‘ne of having their manifests visaed, shall give the following oath which 
Yall be transcribed by the Consul at the bottom of the manifest: | swear 
‘a this manifest contains exactly the packages shipped on board my 
®ssel, that the quantities are in agreement with those shown on the 
3ils of Lading. | declare that | will accept all penalties which | may incur 
a eee against the Customs Law. | give my hand hereto. 
“nquote. 
general, Consular Clearance has to be obtained at each port from 
"e first at which cargo is loaded for Haiti. For this purpose, the Consul 
‘ures 6 copies of each of the following documents: 
neral Declaration. 

Cargo Manifests or In Ballast. 

vrew List. 

ust of Passengers or Negative. 

stores List. 

The Consul returns 3 copies of the documents, which must go with 


"vessel, and 6 envelopes, i.e. 1 for each of the following Authorities: 


veneral Customs Administration. 

Drector of Customs. 

department of Cornmerce. 

"scal Department. 

"nance Department. 

vustoms Collector. 
r: he 6 envelopes are not always received, and at times only 2 copies 
the visaed documents are given back. The Authorities apply a certain 
Seance when it is established that the Consular Fees have been paid 
“he Consulate or at destination. 


HAITI 
CAP HAITIEN: 19.46 N. 72.12 W. (See Plan) 


GENERAL: For all general information refer to “Port-au-Prince”. 
APPROACHES: The current is about 3 knots in the entrance to the port 
when the river is in flood. 

ANCHORAGE: Vessels which are unable to moor alongside because 
of deeper draft are anchored off the wharf. 

BERTHING: The wharf at Cap Haitien was constructed by the Compania 
Industrial Maritima. The construction is in reinforced concrete. It extends 
for a length of 900 ft. in an Easterly direction and comprises 3 sections. 
The most important section is 600 ft. long and has berths for deep sea 
vessels on the South side in depths of 30 ft. The Western section, 
nearest the shore, is 300 ft. long with variable depths of 7 ft. to 9 ft. 
alongside, with berths for motor vessels of small tonnage and sailing 
ships. The central section accommodates the Customs offices. 2 metal 
warehouses border the East and West ends of the wharf. Between the 
warehouses is 1 fixed crane of 30 tons capacity. 

FRESH WATER: Fresh water is available at Cap Haitien. 

FUEL: Available, only in drums. 

DEVELOPMENTS: Ro/Ro Berth length 100 m., under construction. 
Main pier length 250 m., under construction. Cruise ship pier length 
170 m., to be constructed. 


REPORT: December 1984. 

Documents: See “Port-au-Prince”. 

Approaches; New lighthouse on Pte. Pinolet seen at 30 miles. 
Pilotage: Pilots boarded in Lat. 19° 48.8’ N., Long. 72° 10.9’ W. Pilots 
board from small launch, approx. 5 m. long, with grey hull and yellow 
decking. The words ‘“Pilote No. 1” painted in black on either side of 
white housing. 

2 Pilots boarded — Senior Pilot/Port Captain: Eugene Magloire. 
Restrictions: Channel very well marked — new beacons in positions as 
shown on “Plan”. Least depth encountered in channel 10 m. 

Radio: ETA telex sent via satellite to Agents. No radio station avaiiable. 
VHF: Called pilot station on VHF Channel 16, 2 hours and 1 hour prior 
to arrival, but received no reply. Shortly before arrival at pilot boarding 
point, pilot station advised, on Channel 16, that pilot boat was coming 
out to our vessel. 

Tugs: None. Small mooring boat takes heaving lines only ashore. 
Berthing: Our vessel, 200 m. long, berthed at the Passenger Berth after 
swinging to starboard in the basin off the berth (depth 11 m.). 

The berth is well fendered (Kleber fenders). Apart from main access 
to berth, there is also a footbridge for passengers. 

Port has recently been reconstructed with modern berthing facilities, 
adequate mooring points, lighting, warehousing, open storage, etc. 
Cargo Handling Equipment: Observed 1 conveyor, no cranes in 
evidence. 

Regulations; Not permitted to take fruit ashore. 
Authority: Autorite Portuaire National. 


MIRAGOANE: 18.25 N. 73.04 W. (See Plan) 


GENERAL: For all general information refer to Port-au-Prince”. 
BERTHING: The facilities at Miragoane are 1 small jetty for loading and 
discharging general cargo with a max. depth alongside of 18 ft. 

There is a wharf for loading bauxite, belonging to the Reynolds 
Company, with a depth alongside of 34 ft. Total annual export about 
350,000 tons. 


PORT-AU-PRINCE: 18.33 N. 72.21 W. (See Plan) 


Also see “General” before first port. 
DOCUMENTS: 

Shipmasters Report: October 1982. 
Clearance from Last Port. 

6 Crew Lists. 

3 Nil Passenger Lists. 

3 Provisions/Stores Lists. 

3 Crew Personnel Effects Lists. 

2 Ports of Call Lists. 

1 Vaccination/inoculation List. 

PILOTAGE: Pilotage is compulsory for all movements of ships in the 
port. The Pilot boards to the West of the Fairway Buoy and is 
accompanied by port officials, i.e. Port Doctor and Representatives of 
Immigration, Police and Customs. These officials insist on using the 
accommodation ladder to board the vessel. Masters must arrange with 
their respective Agents the time which they will require a Pilot to leave 
the port. If they are ready to depart before the hour arranged they may 
call the Pilot by 3,blasts of the ship's whistle. 

Berthing from 0530 hrs. — 2100 hrs. except Sundays and holidays. 
APPROACHES: The Port of Port-au-Prince is situated at the extreme 
S.E. of the bay. It can be approached from the North and from the South 
by 2 channels. 

One may approach from the N.E. by the Saint-Marc channel or from 
the West by the Gonave channel, between Trou-Forban Point and the 
village of Ca-lra. The bay extends between Trou-Forban Point in the 
North and the village of Ca-lra about 20 miles to the South. The position 
of Ca-lira is 18° 32’ N., 72° 39’ W. From Ca-lra the South coast of the 
bay extends about 2 miles N.E. and about 12 miles East to Pointe 
Lamentin. 
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ANCHORAGE: Vessels must anchor to the West of the large red Buoy 
No. 29 or at the quarantine buoy, situated about 1.5 mile N.N.W. of Buoy 
No. 29. A bottom of sand over coral is to be found all over this region 
in depths of 10 to 18 fathoms. 

Vessels may anchor or depart at any hour of the day or night. 

In order to facilitate the rapid movement of vessels, these are normally 

anchored in order of arrival. 
WEATHER: The Bay of Port-au-Prince is nearly always calm except at 
certain times of the year; for example, during the months from May to 
November, occasional strong winds may interrupt normal loading and 
discharging movements. 

A light breeze from the East or N.E. blows after dawn, but in the 
afternoon a breeze 3 times stronger blows in the opposite direction. 

The height of the tide is only 1.5 ft. Currents in the port are almost 
negligible, except that, when mooring or unmooring a vessel, one should 
pay attention to a Northerly current of about a quarter of a knot. 
RADIO: All deep-sea vessels which enter the territorial waters of Haiti 
are obliged to advise the Port Radio Station. 

The radio station is situated at the Bureau de Port. It is in operation 
24 hours a day. 

Visual light signalling may also be carried out as far as it is possible 
to do this. 

The following apparatus is used at the radio station: 

1. VHF Radio — Channels 6, 12, 16 and 18. 

2. Medium frequency, SSB compatible frequencies 2182 kHz, 

2738 kHz. Power 150 watts, range about 250 miles. 

In addition to the VHF Channels, the Pilots may use radio-telephone 
on the following frequencies: 2182 and 2738 kHz. 

The general call and distress frequency 2182 kHz is monitored 
continuously. 

All messages addressed to the Port Authorities and messages 
concerning pilotage must be handled at this radio station. 

Masters are particularly required to give the radio station, as soon as 
they arrive, the following information: 

Vessel's draft and net tonnage, amount of cargo for discharge by 
hatch, number of gangs required. 

The telephone number of the radio station is 2 — 3235. 

48 hour ETA message to APN also to include details of the vessel, 
expected time of departure, quantity and nature of cargo to be handled. 
TUGS: The port has at present a tug of 2,000 h.p. available at all times. 
The tug is compulsory for ships from 1,000 tons gross and upwards. At 
all times 2 aluminium launches, each 30 ft. long, are available for Pilot's 
use. 

BERTHING: The New Port facilities are presently in service, located 
600 ft. North of and parallel to the existing pier. 
Prime features of new facilities are: 
Length of berthing space: 1,400 ft. 
Width of apron 99 ft. 
Container crane on rails on the apron with 30 tons capacity 
equipped to handle 20 ft., 35 ft. and 40 ft. containers. 
Ro/Ro platform. 
Depth alongside 32 ft. MLW. 
Finger Pier: Length 1,250 ft., width 60 ft. Ro/Ro platform on North side. 
On the South side there is 1,250 ft. of berthing space, depth 25 ft. — 
30 ft. On the North side there is 540 ft. of berthing space, depth 32 ft. 

At the outer end of the finger pier there is a dolphin berth for passenger 
vessel. Length 888 ft., depth alongside 32 ft. Vessels may berth on both 
sides. 

There is an angular portion of 100 ft. between Quays No. 1 and 2 
which may not be used for mooring, but which the bow of the ship may 
overhang. Vessels must be secured by at least 2 mooring cables at the 
bow and at the stern. 

The Port Authorities require for vessels manoeuvring in the port a 
minimum of 2 ft. of water under the keel. This regulation may be modified 
by special authorisation of the Chef de Port. 

In addition to the public pier, there are 5 jetties belonging to private 
companies used for handling products in bulk. These jetties belong to 
the following companies: 

A. La Hasco, sugar refinery established at Port-au-Prince. 

B. La Minoterie, flour mill situated at Laffiteau. 

C. Le Ciment d'Haiti SA, cement factory situated at Fonds Mombin. 

D. Jean Ackmed, fuel installation situated at Simonette. 

The above jetties are established on the North side of the bay. 

E. Installations of Shell Company and Tropigas on the South side of 

the bay, equipped with their own mooring buoys for tankers. 
CARGO HANDLING: For vessels loading and discharging at the public 
pier, cargo is transported on railway trucks of 25 tons max. capacity. 

One quay is equipped for container ships. One quay is equipped to 

handle Roll-on/Roll-off traffic. 
STEVEDORES: Loading and discharging of ships is carried out by 
gangs of private workers who are engaged by the ship's Agents under 
the supervision of a chief stevedore. The working gangs use the ship's 
own equipment for loading and discharge. 

Handling rates are normally about 15 t.p.h. for general cargo, or about 
25 t.p.h. for heavy articles, such as drums, planks, bundles of steel rods, 
etc. 

Normal working hours in the port are from 0700 hrs. to 1900 hrs. from 
Monday through Saturday. Overtime is payable for work required at other 
than these hours and also for work required on Sundays and holidays. 
MEDICAL: There are adequate medical facilities, pharmacies and 
hospitals. 

FRESH WATER: Drinking water is available alongside; however, the 
ship must provide its own connections. Rate of loading varies from 
4 t.p.h. to 10 t.p.h. 

FUEL: Fuel oil may be supplied by tanker truck. 

REPAIRS: There are no proper facilities for ship's repairs although minor 
repairs may be effected by small private workshops ashore. 
AIRPORT: An international airport for jet planes connects Haiti with 
principle U.S. and Caribbean points. A local air service connects 
Port-au-Prince with principal towns of the Republic. 
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FIRE-FIGHTING EQUIPMENT: The Port Authority has a fire fig 
squad equipped for early assistance. There is a town fire se 
fel ia by the Army and working in close cooperation with the 
HOLIDAYS: Legal Holidays: 

Independence Day (1st and 2nd January); Labour Day (1st May); 
Day (18th May); Ascension Day; Assumption (15th August); All § 
(1st November); Commemoration Day (13th November); Discove 
Haiti (6th December). 

Authorised Holidays: 

Lundi-Gras (half-day); Mardi-Gras; Good Thursday; Good F; 
Pan-American Day (14th April); President's Day (22nd J 
Dessaline's Anniversary (17th October); United Nations Day | 
October); Fete des Morts (2nd November). 

SERVICES: Fresh provisions are obtainable locally. 

There are no facilities for refuse collection, but nevertheless 
forbidden to throw refuse, cinders or any other polluting ma 
overboard. 

Launches used for the transport of tourists are available at Po) 
Prince and these are operated by private companies. The Port Aut 
does not take an active part in the traffic of tourist passengers. 7 
who disembark on the wharf from cargo vessels or cruising liners 
make their way on foot to the taxi station to take part in excursion | 
However, the majority of tourists coming on passenger liners anct 
in the roads disembark by launches belonging to the Departme 
Tourism. They disembark at the Quai Colomb, which is unde 
authority of the Department of Tourism. 


SHIPMASTER’S REPORT: 1975. 
Documents: 

Clearance from last port. 

4 Crew Lists. 

4 Passenger Lists. 

2 Cargo Manifests. 

18 Cargo Check lists. 

International Declaration of Health. 

Vaccination/Inoculation List (1) with valid dates. 

International Vaccination Cards, these may be examined by 

Health. 

Pilotage: Compulsory, 24 hour service arriving/departing. Require 
to Agent 24 hours in advance. Pilot Station may be contacted on 
radio 2182 kHz, 2738 kHz and VHF Channels 16 and 12. Pilots | 
at quarantine anchorage buoy. Pilot boat has yellow hull 
superstructure, 2 ft. freeboard. ‘Pilot’ clearly painted on hull. 
Anchorages: The harbour affords good anchorage in depths of 5 
fathoms, clear of the entrance ranges southward. The Quar 
Anchorage is located about 2.5 miles East-northeastward of f 
Lamintin. 
Restrictions: See Sailing Directions for Prohibited Anchorages. 
Max. Size: This ship is 495 ft. in length, with 69 ft. beam, we 
accommodated easily. Passengers ships of 620 ft. in length are re 
callers at the port. Maximum depths at the pier is 30 ft. Mean High! 
Interval at the port is 8 hours 23 minutes. Spring tides rise 1.5 ft. Cu 
in the approach set East in the Canal de la Gonave, and Northw 
the Canal de Saint Marc. All buoys, lights, and navigation aid 
unreliable. 
Health: Pratique is now granted at the dock. Ship displays “Q” fla 
cleared. 
Radio: ETAs to Agents/receivers are best sent through WNU (Tr 
Radio) at New Orleans, Louisiana or ITT station at Lantana, FI 
these stations then telex direct. Port Pilots will relay messages to A 
on voice radio 2738 kHz. Short range reception on voice radio has 
experienced. 
Berthing: Main pier, has 1,700 ft. of berthing space on its Souther 
with depths of 18 ft. to 29.5 ft. Ship's always berth port side to, 
the starboard anchor to assist in docking and undocking. A T-hea 
with a pipe-line is located 2 miles Westward of the city. Mooring | 
lie off the end of this pier. It has been reported, (unverified) that th 
accommodated a tanker 560 ft. long, with a draft of 31.5 ft. in 19 
Stevedores: Advise Agent tons per hatch at least 24 hours prior toa 
Maximum amount of labour is available. Rate of discharging/loac 
approximately 18 to 30 tons per gang hour on sacks, bales, ¢ 
general cargo. Work after midnight is overtime with charges quite 
Medical: Give Agent prior notice for any required medical atte 
3 hospitals available. Minor dental work can be accompli 
International Certificates with Cholera are required. 
Density: 1025 as per this ship's test. 
Fresh Water: None available at this time. 
Fuel: None available at this time. 
Developments: A 25 million dollar port expansion and const 
project commenced October 1975. This new area is located 800 ft 
of the general cargo pier. From the shore in a Westerly directic 
new pier shall extend 1,685 ft. in length, 469 ft. in width, with a wt 
apron on the South side 81 ft. from the end of the ship's side. Th 
will contain 2 warehouses; one 207 ft. by 1,101 ft., and the other | 
by 447 ft. The Eastern end shall have 2 separate Roll-on 
sections. A container crane on rails shall traverse the entire Sou! 
working apron, capable of loads not to exceed 30 long tons. Dre 
and filling has commenced and they are working towards 4 
maximum depth at completion. 
Gangway/Deck Watchmen: Cost unknown, supplied by 4 
Gangway watchman is recommended. If transit cargo is pilfé 
| recommend using crew members for cargo hold security. 
Hatches: (Automatic hatches) opening/closing normally carried ° 
stevedores with crew member supervision. 
Customs Allowances: Bonded stores were not sealed, store lists 
not required. Ship allowed each crew member 200 cigarettes. 
Customs Officials make no special requirements. 
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“ygo Gear: All loading/discharging by ship’s gear. Fork lifts are NOTES 
Z . There is a shortage of pallets and railroad flat cars which are ‘ pied ; 
geito accept cargo direct from the ship's gear on the dock. Warehouse Please aiso'advise Shipping Guides Ltd. 
is limited. 
gentfication Cards: Shore passes not required, none issued by local 
ghorities. 
smsuls: United States of America; Panama; Lebanon; Taiwan; France. 
: No facilities available. 
yy Docks: None available. 
spatriation: Possible. 
» 1 major airport. Located 40 minutes from the port area. Daily 
to North America. (Miami and New York) 
we GMT plus 5 hours. No alterations to clocks i pr | the year. 
«days: December Sth (Columbus Exploration Day), Christmas, New 
vars Eve, New Year's Day. Cargo work can be arranged on most 
widays at overtime rates. 


see 2 aR AR & 


" see Ambulance/Fire: Utilise Agent for emergencies of this type, or 
‘ye watchman make use of telephone from dock. ‘Fire’. There are no 

4+ 4enational hose fittings on the dock, and limited means of handling 

™ spboard fires from ashore. 

% ‘ephones: None available for placement on board the ship. 

WS syices: Special services non-existent. 

NS sve Leave: Crew members are allowed ashore. No curfews, no 

% asses required. 

© %¢ Regulations: Nothing unusual or out of the ordinary. 


a 


teays: Possible berthing delays exist due to ship congestion. Delays 
discharging may occur due to lack of warehouse space, pallets, or 
| all cars. 

wents: Agents and most officials including watchmen and stevedore 
spervisors speak English. All official documents and ship’s clearance 
mpers are written in French. The language spoken is predominately 
tench (patois) with inflections that are easy on the ears, but difficult to 
ise operationally. 


“SHIPMASTER’S REPORT: June 1990. 
sition: 18° 33.5’ N., 72° 21’ W. 
chart: B.A. Chart No. 466. 
Documents: 
7 6 Crew Lists. 
1 Vaccination List. 
+, 3Stores Lists. 
. $Crew Effects Lists. 

_ Sixpersons board on arrival alongside, and vessel was cleared within 
‘Sminutes. Bonded store is not sealed; Radio Pratique not available; 
Only Derat Certificate is sighted. 

Pbtage: 24 hour watch kept by Port Pilot Station and on Channel 
112 


i 


i Pilot boarded at the Quarantine Anchorage at daybreak. 


_ Pilot disembarks upon unberthing, just after vessel clears berth. 

_ This vessel used 2 tugs, with ship's lines. Vessel berthed port side 
zongside at a good berth. 

‘chorage: Good anchorage about 2.5 nautical miles W.N.W. of jetty. 
proaches: Only one starboard hand buoy exists. 

Seth: Up to 36 ft. depth alongside. Berth can accommodate vessels up 
0250 m. LOA. 

Time: GMT minus 4 hours. 

*ag: Blue horizontal stripe over red stripe (“‘Echo” can be used). 

‘i Seneral: No passport or other documents required. | was informed by 
‘gent that it is dangerous to be ashore after 2200 hrs. due to muggings. 
__ Nofacility exists for any spares, repairs or provisions. Fuel oil available 
mihi ample notice through Agent; fresh fruit such as bananas and 
v4 Bere are available; fresh water not available. Medical services are 


dle 


xe This vessel discharged edible oil (about 3,000 tonnes) directly into 

ak trucks. The operation took about 48 hours, into a total of 115 trucks. 
@ In the S.W. part of the Bay there is a Shell berth for small tankers 
In} and gas ships. Pilot advised us to use a minimum of lines for safe 
8) mooring, due to the possibility of lines being cut or stolen at night; our 


; oY was kept up except when in use, as a deterrent to unauthorised 
S. 


@ NTHORITY: Autorite Portuaire Nationale, Port de Port-au-Prince, 
3° 3P. 616, Port-au-Prince, Haiti. 


zs 
¢ 
d 
ef 


SAKATA 


— 
= 


703 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englz 


Honduras 


GENERAL 


DOCUMENTS: 
Consular Documents: 

Masters shall submit for certification to the Honduran Consul or 
Consular Agent residing in the port of loading 4 copies of the general 
manifest of goods carried for the Honduran port to which it is bound. 
3 copies are to be left with the Consul or Agent, and 1 copy, with the 
certification and receipt to be provided by the Honduran official, is to be 
retained. The Consul will retain 1 copy in his files, the other 2 shall be 
sent by the earliest mail to the Secretariat of the Treasury and the 
Customs Administrator. 

Prior to arrival: 

Arrival notice: 

The Chief of Operations of the National Port Authority (ENP) must be 
notified in writing no more than 24 hours and no less than 8 hours in 
advance, of the time and date of the vessel's arrival. This notice is 
received on working days up to 1600 hrs., but for holidays, the request 
must be submitted the day before up to 1100 hrs. 

The Captain of the Port, Customs, Migration and Maritime Health must 
be notified of the arrival within the same period indicated above. 

Information on cargo for the port: 

If available, the following documents must be submitted: 4 copies of 
the cargo manifest, a set of bills of lading, 3 copies of the cargo list, 
3 copies of the container contents list, and information on the cargo to 
be loaded. In addition, the following copies of the cargo index must be 
provided, according to the type of goods: 4 to 6 for Customs, 14 to 18 
for the National Port Authority; 1 for each depot of the agency to take 
part, and 1 for general control. 

The ENP also allows this information to be submitted after the official 
visit (boarding party). 

Port services request: 

The arrival notice submitted to the ENP also serves as a request for 
pilotage, docking and port services. 


On arrival: 
Type of Documents Number and Distribution of Documents 
Port Maritime Agriculture 
Basic Forms Captain Customs Migration Health Inspection 
General Declaration 1 1 - - 
Cargo Manifest 
Crew List 
Passenger List 
Ship's Store List 
Crew Effects 
Declaration 
Maritime Declaration - = 
of Health 
Mail List - - - - 1 1(a) 
Additional Documents 
Clearance from Last Port 1 - - - - 1 
Visaed Clearance from - 1 - - - 1 
Last Port 
“No Passengers” 1 2 1 - 1 5 
2 


Total 
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Declaration 
List of Passengers 1 
In-Transit or “No 
In-Transit 
Passengers” 
Declaration 
Cargo Manifest (b) 
Crew List (b) 
Passenger List (b) 
Ship's Stores List (b) - 
a. Submitted to the shipping Agent. 
b. With Consular visa. 
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Prior to departure: 

Clearance must be requested from the Captain of the Port, on a 
special form at least 2 hours before the vessel's estimated time of 
departure. The form must be cleared by the Customs Chief of Exports 
and the Customs Administrator, therefore copies of the export cargo 
manifest must be submitted to Customs. 

In the case of the terminals of Puerto Cortes, 30 copies of all 
documents are prepared, of which the vessel carries (aside from the 
original Sailing Permit and the Maritime Health Declaration) an original 
and 24 copies of the Cargo Manifest (or Ballast Manifest), the Crew List, 
Passenger List, the Mail and Firearms List, the Ship's Stores List, and 
2 sets of the Bills of Lading. 

In addition, when the ship sets sail, 3 Freighted Cargo Manifests, 
2 sets of the Bills of Lading, a Crew List, a Passenger List, a Mail and 
Firearms List, and a Ship's Stores List must be submitted to the Chief 
of Docks. A copy of each of the following documents must be submitted 
to the Maritime Guard: Sailing Permit, Bare Manifest, Crew List, Mail 
and Firearms List, and Ship's Stores List. 

When the ship leaves for Guatemala, it should have 34 copies of all 
documents, because 4 copies are submitted to the Consul. 

For ships leaving for the United States, the clearance document is in 
Spanish, with 6 copies to be distributed locally, plus 18 copies of the 
Cargo Manifest, in English, of which 16 are carried on board ship, 
1 copy is sent to San Pedro Sula and the other remains in possession 
of the shipping agency. 

Request for pilotage: 

Requests for pilotage and unberthing of the vessel are submitted to 
the National Port Authority at least 2 hours before clearance. 

Report: 1990. 

Vessels are now expected to deliver 2 copies of their Register to the 
Port Captain at the time of Clearance Inwards at all Honduran ports. 

Owners are recommended to ensure that Masters have same 
prepared at previous ports, to ensure that no delay is caused in 
Clearance Inwards. 
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AMAPALA: 13.18 N. 87.39 W. 


PORT NO LONGER IN OPERATION. 
COMMERCIAL OPERATIONS AT THIS PORT HAVE Bm 
TRANSFERRED TO THE NEW PORT OF SAN LORENZO 


LA CEIBA: 15.46 N. 86.50 W. 


SHIPMASTER’S REPORT: 1979. 
DOCUMENTS: 
10 copies of Crew List 
6 copies of Store List 
6 copies of Bonded Stores List 
4 copies of Vaccination List 
Mail Report 
Passenger Report 
1 Copy of Derat Certificate. 
Zarpe/Clearance from previous port. 
14 Copies Cargo Manifest/Ballast Manifest. 
3 Copies Bills of Lading. 

All the original documents must be legalised by Honduran Consy 
the port before calling at Honduras, and should be in Spanish langua 
If no Consul available, documents should be legalised by Consy 
friendly nation or by Chamber of Commerce, stating the facts. 
PILOTAGE: Compulsory. Pilot boards 0.5 miles from the pier. 2 ho 
notice required. 

Ps abl vues Good anchorage 5 cables, 129° from pier, depth of wa 
RESTRICTIONS: Vessels able to berth and unberth at any stage of} 
tide day or night. Limiting factors are length and forward draft of ves; 
MAX. SIZE: Max. LOA 600 ft. However, the after end of the vessel wo 
overhang end of berth (This vessel loaded to 23 ft. draft). 
HEALTH: Quarantine Officials operate between 0600 hrs. and 1800} 
2 hours notice of arrival required. ~ 

RADIO: HRW -— Standard Fruit operate from their own radio stati 
They handle vessel's traffic on 6350.5, 8560 and 12750 kHz. Theyd 
listen on 500 kHz and 8 MHz. 

Hours of Operation: (GMT) 1355 — 1410, 1455 — 1510, 1555 — 16 
1955 — 2010, 2055 — 2110 and 2355 — 0010. 

VHF: The Agent is on Channel 16. 

TUGS: Not available. Vessel is able to dock and undock with 
assistance of tugs. 

BERTHING: Berth available both sides of finger type pier, Souths 
berth for side-door loading; North side for unrestricted operations. Nat 
of the bottom of the berth is sand. 

Mooring gang (6 men) come aboard with the Pilot to ass 
The bananas are loaded direct from the rail cars using spiral elevate 
It is usual to load all decks at the same time. 

There are no facilities for handling bulk cargoes or Ro/Ro vess 
There are no shore cranes or floating cranes. There is no storage spi 
for breakbulk cargo or palletised cargo. 

Fendering: Pier fendered with the usual Standard Fruit type fender 
vertical uprights on a horizontal “V” bellows on horizontal girders. 
CHARTS: B.A. Chart No. 513 (Isla Roatan to Puerto Cortes) and US 
5393 (positions on this chart are 2.5 miles W.S.W. of B.A. chart). 
CONSULS: None, however, American Consulate and those of of 
nations in Tegucigalpa, about 250 miles by road. 

SURVEYORS: Lloyd's Agency in Puerto Cortes. 

AIRPORT: International Airport “Goloson’ with service daily 
New Orleans and Miami, served by regular airlines. 

SERVICES: Fresh water, fresh provisions, airport, telex, doctor, hosp! 
groceries and meats all available. 

Labour: Shore labour is available for contract work such as scavel 
cleaning, hull painting, etc. The work carried out during our stay # 
satisfactory and the rate for the foreman was U.S. $1.50 per houré 
workmen U.S. $1.00 per hour. 

AUTHORITY: Empresa Nacional Portuaria, Apartado Postal No. 2 
La Ceiba, Honduras, Central America. Tel: 42-2712 (Superintendé 
42-0297, 42-0394, 42-0397, 42-2044. Telex: 8007 Enaporto ' 
Cables: Enportuaria. Contact: Roberto Dip H., Port Superintendent 


PUERTO CASTILLA: 16.00 N. 85.58 W. 


DOCUMENTS: 
2 copies Health Declaration. 
Zarpe or Clearance from Last Port. 
14 copies General Cargo Manifest of all cargo to be discharge 
Puerto Castilla or Ballast Manifest. 
10 copies Crew List. 
10 copies Passenger/Negative Passenger List. 
Derat Certificate, only if first call. 
10 copies Stores List. 
10 copies Mail Declaration (negative or positive). 
3 complete sets Bills of Lading. 
5 copies Hatch List. 

15 copies Tally Books (prepared generally by Agent). 

All original documents must be legalised by Honduras Consul l? 
before calling at Honduras, and must be in Spanish language. 

If no Consul of Honduras available within 50 miles radius of? 
documents can be legalised by statement from local Chambé 
Commerce, stating the facts. 

Certificates: On first call, Registered Tonnage Certificate (2 copié 


(See Pie 


sOTAGE: Available. 

ORAGES: Once the vessel enters the bay, if no berth is available, 
| eeshould anchor at a distance of between 0.5 mile — 1 mile from pier, 
»g await boarding party in order to be granted Free Pratique. 

& 3gSTRICTIONS: Vessels may enter the port day or night, but are 
erally not visited by Authorities between 2000 hrs. and 0600 hrs., 
ieeot In very special cases. Owing to remoteness of the port, 
yhorties have to be collected by Agent from villages within 30 miles 

s of port. 
nn size: Vessels with draft up to 36 ft. can safely enter port and 
gor alongside pier. i 
¥EALTH: Pratique granted after Port Authorities (including doctor) 
wad vessel, between 0600 hrs. and 2000 hrs. Pratique granted if no 
tagious ilinesses on board, otherwise quarantine restrictions 
soosed. No automatic Pratique when arriving from another Honduran 


ort. 

2ADIO: Lantana Radio WOE, New Orleans Radio WNU, Limon Radio 

™M, Balboa Radio NBA, Miami Radio WAX, messages routed via 

segraph station Hondutel in nearby Trujillo, but not considered reliable. 
Ships radio not to be used in port except for communications with 
ot Authority. Vessel is fined if there is a violation. 

yHF: Use Puerto Cortes Radio: Call Sign ‘Cortes Radio’, Channel 16, 

‘Castilla Radio does not respond (Hours see “Puerto Cortes”). 

NGS: None, not required. 

sERTHING: The Agent and/or Port Authority to supply information as 
12 » berth, and time of docking. Departure should be effected when the 
9% sspatch documents are on board and operations finished. 

'© ber Made of concrete 150 m. long, width 38 m., depth 38 ft., used for 
sl operations. Rubber/wooden fenders. 
WS Directly adjacent to a paved area 300 m. x 200 m. 
Equipped with 2 open sided warehouses, each 3,000 sq.m. 
@ Electric connections for 190 reefer containers. 

CRANES: One each of 40 and 50 tonnes capacity, mobile, on tyres. 
t® TANKERS: Pipe-line for loading of African Palm Oil. A connection of 
8 gin. exterior diameter, 14 in. interior diameter, reducers available. 
ut aymping rate 200 t.p.h. Storage capacity 20,000 bbls. 

DENSITY: 1028/1030. 

VS FRESH WATER: Water available at wharf, and of excellent quality, rate 

proximately 15 t.p.h. 
© FUEL: Only Diesel and Bunker 
ISS iequired. 

., CONSULS: None in port. American Consulate and others in 
10 Tegucigalpa, 320 miles by road. 

REPAIRS: No facilities. 

SURVEYORS: Lloyd's Agency available at Puerto Cortes. 

0 GANGWAY/DECK WATCHMEN: Shore watchmen not 
., quired, and service left to the discretion of the Master. 

0: HATCHES: On liners normally by crew with assistance of stevedores, 
UE oherwise according to C/P. 

_, SUSTOMS ALLOWANCES: No restrictions, 
'S Customs Officials check no sales to shore. 
REPATRIATION: Facilities available for effecting 

la Ceiba, by air. 

*§ AIRPORT: international airport “Goloson” in La Ceiba, 122 miles from 
a® ‘ot. Local airport connecting with La Ceiba daily, except Sundays and 

‘olidays, located in Trujillo, across the bay. 

"™ TIME: GMT minus 6 hours throughout year. 

_, HOLIDAYS: 1st January; 14th April; 1st May; Maundy Thursday; 
.G Boog Friday; Saturday at Easter; 15th September; 3rd, 12th, 21st 
tober; 25th December. Cargo work can be arranged on those days, 
xcept Good Friday, and 1st May. 

TELEPHONES: Available at the Port Authority building and Hondutel 

ice at Trujillo, across the bay. 

© SHORE LEAVE: Permitted without restrictions. 

_ DENTIFICATION CARDS: Must be shown to gate watchmen, when 
l@ ‘ew members come back on board, and are supplied by Agents. 
NTHORITY: Empresa Nacional Portuaria (E.N.P.), Puerto Castilla, 
ie | soEmpresa Nacional Portuaria, Puerto Cortes, Honduras. Te/: 55-0130. 
| lex: 8007 Enporto Ho. Cables: ENP, Porto Cortes, Honduras. 

vontact: Jorge Bueso, Port Superintendent. 


16 AGENT: Maritima Y Transportes, S.A./Intermodal, S.A., Edificio Banco 
nt Mlantida, Suite No. 1101 — 1103, Apartado 991, San Pedro Sula, 
Ho “onduras. Tel: 53-4900, 53-1773. Telex: 5634 Marhond Ho. FAX: 53- 
1730. Cables: Matra, San Pedro Sula. 


“C" fuel available, 24 hours’ notice 


usually 


free use on board. 


repatriation in 


in) 


| UERTO CORTES: 15.50 N. 87.55 W. 


XOCUMENTS: 

Health Declaration, 2 copies. 

Zape or Clearance Permit from the Last Port. 

€neral Cargo Manifest (in ballast if that is the case) of all the cargo 
10 be discharged in Puerto Cortes, 14 copies. 

-'ew List, 10 copies. 

@ssengers in transit, or no passenger declaration, 10 copies. 

*rat Certificate, only if first on board call. 

lores List, 8 copies. 

ail Sacks Declaration (negative or positive). 

Sills of Lading, 3 complete sets. 
ratch List, 5 copies. 

ally Books, 15 copies. 


(See Plan) 
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HONDURAS 


All the original documents must be signed and stamped by the 
Honduran Consul at the port before calling Honduras and should be 
made out in Spanish. Documents for cargo destined to any Honduras 
Free Zones need not be signed by Honduras Consul. 

If no consul of Honduras available, documents to be legalised by 
consul of a friendly nation or by the Chamber of Commerce, stating the 
facts. 

Certificates: On first call, Registered Tonnage Certificate; thereafter not 
required unless gross/net tonnage be changed. 

PILOTAGE: Compulsory for vessels over 300 g.r.t. ETA to the Agent, 
72, 48 and 24 hours ahead of arrival required. Pilot on VHF Channels 
16 and 6. 

ANCHORAGES: Once the ship enters the bay, if no berth space has 
been notified to the Master, she should anchor at a distance beyond 
0.5 miles from the nearest pier, and wait for the boarding of the official 
party in order to be granted Free Pratique. 

APPROACHES: Shipowner’s Report: 1983. 

Tankers should make their arrival at a position near Lat. 15° 55’ N. 
and Long. 87° 58’ W., 4 miles North of Punta Caballos and well offshore 
of the shoal patches near the point. From this position true course 180° 
takes the ship into the bay in a minimum depth of 10.6 m. (35 ft.) West 
of the tanker dock and between 2 shallow patches of 8.1m. (27 ft.) 
700 yards and 450 yards W.S.W. of the tanker dock. There are 2 sets 
of daymarks and 2 buoys marking this approach. 

Vessels may also enter the bay about 2 miles off the coast of Punta 
Omoa. Steer E.N.E. in the natural channel which has a minimum depth 
of 10.9 m. (36 ft.). 3 buoys mark this channel. 

Caution: The above mentioned navigational aids are not all indicated 
on the charts, and are not reliable. No attempt should be made to enter 
the bay without a Pilot. 

Work is in progress; buoyage and the shape of the coast may have 
changed. The West entrance will become the main deep water channel 
when dredging is complete and when leading lights, buoys, and beacons 
have been installed. An extensive reclaimed land area extends to the 
North from the mouth of the Rio Medina. The city wharves are being 
extended West. 

The distance from the sea buoy to the Texaco dock is about 4.5 miles. 
The city wharves are 0.5 miles further to the East. The Texaco refinery 
tanks, the water tank near Pier 4, the railroad shop, and the Coast Guard 
Pier are conspicuous in daytime. 

The molasses berth of wooden construction throughout, is made of a 
trestle walkway/pipe run ending in a small hose handling platform. 
2 breasting dolphins, spaced about 250 ft. are fendered with truck tyres. 
Mooring ropes are sent to pipe bollards on the beach and to a mooring 
dolphin adjacent to the Texaco berth. The spring lines go to the breasting 
dolphins. 1 tug is normally used for berthing. 

RESTRICTIONS: Vessels may enter the port day or night but are not 
visited by Port Authorities between 2000 hrs. to 0600 hrs., except in 
special cases. 

MAX. SIZE: Dry cargo vessels up to 30 ft. draft. Tankers up to 30 ft. 
draft. 

HEALTH: Pratique granted after Port Authorities (including doctor) 
board vessel, between 0600 hrs. — 2000 hrs. Pratique granted if no 
contagious illnesses aboard, otherwise quarantine restrictions imposed. 
No automatic Free Pratique when arriving from another port in Honduras. 

All crew members to be vaccinated against yellow fever. Vaccinations 

not available in Honduras. 
RADIO: Port Authority operates a station HQSU, monitoring 2738 kHz, 
but by arrangement can reply on other frequencies. Telegrams to be 
routed via Hondutel, Lantana WOE, New Orleans WNU, Limon TIM, 
Balbao NBA and Miami WAX. 

Ship's radio not to be used in port except for communication with the 
port authority. Vessel is fined if there is a violation. Also see “VHF”. 
VHF: Puerto Cortes Radio: Call sign ‘Cortes Radio”. Channel 16. 

Hours: Weekdays 0600-2200; Saturdays 0800-1200 and Sundays 

0600 — 1200, 1300, 1700, 1800, 2200, every week except January 1st, 
Good Friday, May 1st and December 25th. 
BERTHING: The Agent to supply information as to berth, and time of 
docking. Pilot will board the vessel and berth it, assisted by a launch to 
pass ropes. Departure should be effected when the despatch documents 
are on board and operations finished. 

Pier No. 1 (Texaco Pier), for tankers or ships loading diesel or lub- 
oil; max. draft 30 ft. 

Pier 1-A (molasses and bulk liquids), max. depth 32 ft. at rebuilt 
wooden T-Pier, in front of white and red painted tanks, between 
Texaco Pier and Banana Pier. 

Pier No. 2 (Banana Pier) length 810 ft., depth 24 ft. 

Pier No. 3 (General Cargo and Ro/Ro Pier) Length 630 ft., depth 30 ft. 

Pier No. 4 (General Cargo and Ro/Ro Pier) Length 1,112 ft., 
depth 30 ft. 

Pier No. 5 (Container Terminal, it also handles dry bulk cargo) 
length 1,127 ft., depth 33 ft. 

CRANES: One P & H 125 ton capacity crane, one Paceco Container 
Crane 45 ton capacity at No. 5 pier and eight cranes of varying 
capacities. 

BULK CARGO FACILITIES: Pier No. 5 (Container Terminal) is used 
as a multi-function pier, it is used to handle grain, ores, fertilisers and 
bulk sugar. It is large enough to be able to handle both operations 
simultaneously. 

STEVEDORES: Vessels must give accurate ETA at least 24 hours in 
advance to enable Agents order necessary gangs. Gangs ordered 0700 
and 2100 hrs. working 12 hours (daytime) and 9 hours (night-time) 
excluding the meal hours (0600-0700; 1200-1300; 1700-1800 and 
2300-2330). No work on Holy Friday, May 1st (Labour Day), on other 
holidays work is possible with double payment. 

MEDICAL: No advance notice necessary for medical attention, except 
in very urgent cases. At San Pedro Sula (35 miles by road) very good 
medical service can be obtained but several medical clinics are serving 
this Port. No inoculations required but Master should possess 
International Health Cards for each member of crew. 
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TANKERS: Terminal: The Texaco Oil Refinery dock is in the S.E. corner 
of the peninsula. A pipe trestle/roadway of about 100 yards leads S.S.W. 
to the hose platform and breasting dolphins. The mooring dolphins are 
about 100 ft. inshore of the hose platform. The tidal range is 0.5 ft. The 
current in the manoeuvring area is unpredictable. Most of the time it 
runs parallel to the berth (110° and 290°). The breasting dolphins have 
been damaged several times, reportedly due to sudden changes in 
current. 

Berthing: Tankers are moored and unmoored during the daylight hours 
only. The ship may be turned anywhere South of the refinery berth, then 
it proceeds to the dock heading either W.N.W. when mooring starboard 
side to, or E.S.E. when mooring port side to. The ship is stopped, 
stemming the current, about 100 ft. off the dock for a parallel mooring. 
A launch runs the head and stern ropes to the mooring dolphins. The 
spring ropes are either taken to the breasting dolphins by the launch or 
later by hand. Anchors should be ready. When mooring starboard side 
to, an anchor may be used to hold the ship against an inshore set. The 
1,100 h.p. tug works forward alongside on his own rope. It shifts to 
amidships, if needed, to push the ship in or to hold her off. Sometimes 
the tug works the ship's rope on the hook. Pilot and tug use VHF radio 
(Channels 16 and 6). 

Oniy 5 pile bollards are available for the ship’s moorings, of which 3 
are for the spring lines. The breast lines may have too much angle. It 
is recommended that segregated ballast tanks be used to keep the 
tanker low in the water. It is advisable not to remain alongside during 
strong Northers. 

Facilities: There are no set emergency shutdown procedures. Each 
breasting dolphin is fendered by steel beams with wooden protection 
and 4 rubber shock absorbers. 28 in. hoses are used for crude oil 
discharge into an 18 in. pipe-line about 1,500 ft. long to the 360,000 
barrels storage tanks. The transfer rate is about 7,000 bblis.p.h. 1x8 in. 
hose is used for loading fuel oil via a 10 in. pipe-line at a rate of about 
3,000 bbis.p.h. Ballast and slop facilities are not available. 1 floating oil 
spill containment boom is kept in storage at the refinery. 

Security: The port area and the Texaco Pier are fenced in and guarded; 
crewmen must have identification cards. 

Services: No. 6 fuel is available at 3,000 bbis.p.h. and light diesel oil at 
1,000 bbls.p.h. Fresh water is available at 10 t.p.h. Local machine shops 
can perform very minor repairs. Divers are available. Hospital, medical, 
and dental services are available at Puerto Cortes, or at San Pedro Sula. 

Crew changes can be made. Small quantities of provisions are 

available. 
Departure: Tankers leave the Texaco Refinery berth during daylight 
hours. Tug assistance is seldom necessary. Usually the tanker is 
unberthed either holding the spring ropes forward or aft to ease the 
vessel off the dolphins. 

The Master should consult with the Pilot as to the sailing draft. 

Also see “Shipmaster’s Reports” — June 1981 and April 1989. 
DENSITY: 1028/1030. 

FRESH WATER: Water available at wharf face at 100 ft. intervals. Rate 

approximately 8 t.p.h. — 10 t.p.h. 

FUEL: Only Diesel fuel and bunker “C” available, 24 hours’ notice 

required for good service. 

CONSULS: None in the port. American Consulate and others at 

Tegucigalpa, 200 miles by road. 

REPAIRS: Local marine repair companies can undertake limited repairs 

of general nature; pre-advice recommended. 

GANGWAY/DECK WATCHMEN: Shore watchmen not usually required 

and this service left to discretion of the Master. 

OPENING/CLOSING HATCHES: On liners normally by crew with 

assistance of stevedores, otherwise according Charter Party. 

CUSTOMS ALLOWANCES: No restrictions, free use on board. 

Customs officials check no sales ashore. 

SURVEYORS: Lloyd's Agency available locally. 

REPATRIATION: All facilities available for effecting crew changes and 

repatriation by sea or air. 

AIRPORT: International Airport Ramon Villeda Morales at San Pedro 

Sula served by regular airlines. 35 miles by road. 

TIME: GMT minus 6 hours, no changes during year. 

HOLIDAYS: January 1st; April 14th; May 1st; Thursday, Friday and 

Saturday in Easter week; August 15th; September 15th; October 3rd, 

12th and 21st; and December 25th. Cargo work can be arranged on 

those days, except on Good Friday, and May 1st (Labour Day). 

TELEPHONES: Connections to all countries of the world from the 

Empresa Hondurena de Comunicaciones, located just outside main port 
ate, cable services also available. 

HORE LEAVE: Permitted without restrictions. 

IDENTIFICATION CARDS: Identification card must be shown to gate 
watchman when crew members come back aboard. 

GENERAL: It appears that many of the stowaways discovered recently, 
are seafarers with a good knowledge of where to conceal themselves. 

Local authorities are taking steps to restrict access to vessels by 
unauthorised persons, but Masters should take special precautions in 
this respect. 


SHIPMASTER’S REPORT: September 1978. 

Pilotage: Pilotage compulsory. Pilot boards 2-4 cables off the berth, 
advance notice of 72, 48, and 24 hours required. 

Restrictions: Vessels can enter and leave at any stage of the tide day 
and night. Vessels are able to leave the berth in an emergency without 
use of Pilot if a tug available. Least depth of water in channel from sea 
to berth about 35 ft. 

Max. Size: LOA 600 ft. Depth of water at banana berth is 33 ft. forward 
and 38 ft. aft. Max. draft 30 ft. There is a shoal patch about 150 ft. ahead 
of the berth. 

Health: Authorities require 72, 48 and 24 hours notice of arrival. 
Radio: Radio stations used when approaching the port were “WNU” 
and “TIM”. 

VHF: Port Authority, Pilot and Agent on Channel 16. Channel 14 also 
available. 
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Tugs: There are 2 tugs available, each 1,250 h.p. Vessels are able, 
dock and undock without the use of tugs. 

Berthing: Banana Pier — Position 15° 50.05’ N., 87° 57.35’ W. Di 
from berth to entrance 2 miles. The nature of bottom at the ben, 
coral, mud and sand. Prior to arrival it is an advantage to have all derng 
up as various equipment has to be brought on board. 

Always starboard side alongside, starboard side banana lids can, 
opened on all decks prior to arrival. 

The banana elevators are extremely close to the quay side and usys 
moved to the East end of the berth for docking purposes, but as veg 
is making fast they are moved into position. Leave starboard gangy, 
turned in until alongside and elevators moved. It is a good idea to 
in overside light fittings and on no account have a starboard list, }, 
bollards are situated on the edge of the quay. The quay is concrete y. 
wooden face, only about 1.5 ft. above the water. 

Fresh water was limited due to recent hurricane and repairs tos 
water line, however 100 tons was obtained. 

Four elevators used for loading. Work carried out around the cl 
best hatch rate 48 t.p.h. 

Ro-Ro facilities available, vessel moors with 2 anchors and stem; 
the quay. There are facilities for handling containers. Presently 5 
container area is being expanded. 

Currency: Lempiras. Two to the U.S. Dollar. If cable sent in advan 
U.S. Dollars can be obtained. 
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Diversion: Agents request, if diverted to a Honduran port, a divers ¢ 


cable must be sent to the Agents of that port giving time/date/natio 
port of departure/and ETA. (This helps Agents with the documentatig. 
Medical: Doctor and hospital available. 

Tankers: The Texaco Pier accepts tankers with a draft of 30 ft. 
Fresh Water: Available. 

Fuel: Bunker fuel, diesel oil and lubrication oils available. 

Density: 1025. 

Repairs: Facilities available for small repairs. 

Surveyors: Available. 

Services: Fresh provisions, groceries, meats and laundry service 
available. Contract work such as deck and engine room cleaning a 
painting can be undertaken, however, prices of contractors should) 
compared. - 


SHIPMASTER’S REPORT: June 1981. 

Berth: Texaco Refinery. 

Arrival Draft: Forward 33 ft. 01 in., Aft 33 ft. 01 in. 
Density: 1025. 

Hoses: 16 in. and 28 in. clean products; 38 in. dirty products. 
Pumping Distance: 4,000 ft. 

No. of Berths: One. 

Tidal Restrictions: None. 

Bunker: Bunker “C” and diesel oil. 

Bunkering Rate: 2,000 b.p.h. 

Depths at LW: Bow, 33 ft.; stern, 40 ft. (by sounding). 
Max. Size: LOA 700 ft., beam 90 ft., draft 33 ft. 
Products Handled: Crude oil, fuel oil, diesel, kerosene. 
Loading/Discharging Rate: 18,000 b.p.h. 

Fresh Water: Limited supplies. 

Ballast Facilities: None. 

Distance from Sea to Berth: 2 miles. 

Channel: Width 2,000 ft., minimum depth 35 ft. 

Current: Variable/strong. 

Docking/Undocking: Any time. 

Tug: One required docking and undocking. 

Depth Alongside: Minimum 37 ft. 

Silting: Rapid. 

Bottom: Sand. 

Total Length of Dock: 250 ft. Condition: Good/moderate. 
Chart: DMA 28000, 28160, 28162, 28163 or HON. 002 — 003. 


SHIPMASTER’S REPORT: August 1981. 

Entrance recommended via buoyed channel close to Punta Cabbalt 
light which is normally unlit and has NO radio beacon. Pilot will bor 
one mile North of channel if requested via VHF Channel 16. Lat 
vessels are instructed by Port Authorities to anchor at least 0.75 m* 
from piers. One tug only is available — 900 h.p. approx. 

Fresh water at banana pier strictly limited to 50 tons per ves* 
Launch service available to vessels at anchor. 


SHIPMASTER’S REPORT: April 1989. 

Berth: Texaco Refinery. 

Arrival Draft: Forward: 26 ft. 00 in. Aft: 30 ft. 00 in. (after taking Pit 
advice and discharging part of the ballast). 

Density: 1025. 

Cargo: Recon Crude Oil, discharge through 2 x 8in. ho® 
Max. discharge rate 15,000 bbls./hr. Distance to tank 500 m. 

No. of Berths: One. 

Tidal Restrictions: None. 

Docking: Starboard side alongside. 3 head lines/stern lines, 2 sp™ 
fore and aft. 1 small tug assists docking/undocking any time (24 how 
Berth of wooden construction and in moderate condition. 
Vessel Particulars: LOA: 684ft. O8in. Breadth: 
Displacement: 63,578 tonnes. 

Approach: Pilot boards 1.5 miles North of Punta Caballos, if reque* 
to do so. Call Port Control on Channel 16, 2 hours prior to arrival 
boards from tug. Pilot recommends that deep draft vessels visiting! 
first time do not enter bay without a pilot. N.E. Channel marker mis* 
and Punta Caballos light destroyed. 

Silting: Silting at Texaco Dock is serious. Vessel grounded d# 
berthing. It appears that seaward end of dock has less than 25% 
water. Dredging carried out almost continuously so water depth vane 
On this visit seaward end of dock was 25 ft., middle 29 ft. and aft ® 
bottom is sand. 

Stores: Some fresh fruit, vegetables and fish available, also bo® 
stores. 
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wHORITY: Empresa Nacional Portuaria, P.O.Box 18, Puerto Cortes, 
tb) ceuras C.A. Tel: 55-0326, Telex: 8007 Enaporto Ho. Cables: 
“portuar'ia. Contact: Enrique Vitanza F., General Manager. 


Ke GENT: Intermodal, S.A., 2a Calle, 1a. y 2a. Avenida, Puerto Cortes, 
s*  spduras. Tel: 55-03-90, 55-03-96. Telex: 8006 Inmodal Ho. Cables: 
A aemodal, Pto. Cortes. 

be| Malling address: P.O.Box 1535, San Pedro Sula, Honduras. 
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% §4N LORENZO: 13.25 N. 87.27 W. (See Plan) 


© CATION: On the mainiand of the Pacific Coast of Honduras near to 
he se city of San Lorenzo, Valle. 
ORT LIMITS: Port Jurisdiction: Lat. 13°21’ 51”N., Long. 87° 26' 
EW. Lat. 13° 24’ 51” N., Long. 87° 25’ 13” W. 
uytime: In the opinion of the Agent laytime will commence when vessel 
© «eved by Port Authorities and Pratique granted. Vessel will be 
«eed when docked or at anchorage in the port (but not at pilot 
| salon). 
SOUMENTS: List of documents requested on arrival of vessels at the 
at of San Lorenzo (all documents must be written in Spanish and 
shout these documents serious delay of starting operations on board 
gssel are foreseen). 


Port Port Port Food 
Doctor 


Agency by 
Captain Authorities Customs Inspector Immigration Agency Mail 


yes | | Santary Declarations 
ng | & \axonaton List 
be Oearance Last Port 


1 

1 
« Yoyage Memorandum - 1 _ 1 1 - 2 - 
Dew List - 1 Leg.” - 2 Leg." - 1 1 - 
Sere List - 1 Leg." - 2 Leg." 1 ~ 1 - 
Passenger List — 1 Leg.” = 2 Leg." = 1 1 - 
Tarst Passenger List - 1 Leg." - 2 Leg," - 1 1 - 

Carp Manifest - 1 Leg." - 1 Leg.” 

4 copies 1 - 10 2 
Freight Manitest - - 2 - - = 2 = 
ity Books = > 15 5 = — onboard — 
Val List = = a 2 _ = 2 _ 
| 1 Cones BIL ~ 2 2 
| Sowage Plan - - - 1 - - 2 2 
Hach Lists 1 = 
Salast Manifest - 1 Leg." - 2 Leg.” - - 1 - 


Documents 1/2/3/4 — only from last port. 

Documents 5/6/7/8/9/10/11/12/13/14 — from all ports where cargo has 
een loaded. 

‘the vessel will arrive without cargo for the port of Amapala/San 
|enzo documents as stated Ballast and Manifest (Manifiesto on 
asire) from the last port only before arrival are requested. 
29."=Legalised by Honduras Consul — or by consul of a friendly nation. 

there is no consul of any friendly nation, by Port Captain, BUT in 

"Ss case one copy of each manifest should be sent to: Secretaria de 

ssonomia y Hacienda, Tegucigalpa, D.C. Honduras CA and to 

— de Aduanas, Amapala, Honduras C.A. by airmail and 

certified. 

RLOTAGE: Compulsory. Distance from sea buoy to berth — 16 nautical 

nies. 

| Pilot station for San Lorenzo is at last buoys painted black/white in 

‘sion: Lat. 13° 12’ 03” N., Long. 87° 35’ 15” W. Pilot will board the 

®sel about 1.0 miles — 1.5 miles South of the Sea Buoy, after coming 

(S| own the Bay from San Lorenzo for about 2 hours’ cruise by pilot boat. 

| Pilot recommends the best arrival time at Sea Buoy to be 3 hours 

Gt | nor to HW. 

&) Two hours before arrival pilot station vessel must call Agent's office 

‘San Lorenzo via VHF Channel 10 in order to send Pilot. 

Pilot boat has white and green upper works, black hull with the word 

san Lorenzo” on poop. Pilot boat on VHF Channel 16. 

iat Buoy in position: Lat. 13°12’ 03”N., 

7°95' 15" W. 

XESTRICTIONS: All incoming vessels must wait at the Sea Buoy 

“aled at the entrance of the access channel, where vessels will be 

warded by the Pilot. 

55 The access channel to the Port of San Lorenzo is being provided with 
I buoys however, vessels may only berth/unberth during daylight 
“us. This is due to the tide variation and the prevailing fog in the 
*annel at night. The seaward buoy is the pilot station. Depth of access 

as vannel at LW is 30 ft., width 122 m., and length 30 km. 

Hi WAX, SIZE: Depth alongside 32 ft. at LW. Vessels with draft 23 ft. may 
M4 Sail at any time and vessels with draft 30 ft. — 31 ft. at HW. 

EALTH: If no disease on board reported by Master, no special 

*edure necessary. 
© local authorities require all Crew members of vessels visiting 


io “Mduras to have valid vaccination certificates against yellow fever and 
fo 


Long. 
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“era. Such vaccinations are not available in Honduras and Crew 
ne . should be vaccinated at a convenient port prior to calling at 
as. 
re Hoo: No radio station at San Lorenzo. 
me continuous watch is maintained in office hours on Channel 16, 
oe and on holidays, the watch is intermittent. 
Me Calling should be on Channel 16. Tug works on Channel 12. 
ee? working is on Channel 6. Agents on Channel 10. 
we One tug available. Tug normally join the ship about half mile 
the berth. Use of tug compulsory. 


HONDURAS 


BERTHING: 'T” shaped pier with 4 berthing places. 

Berth No. 1: 157 m. long. Depth alongside 10.67 m. 

Berth No. 2: 139 m. long. Depth alongside 10.67 m. 

Berth No. 3: 116.43 m. long. Depth alongside 6.70 m. (Inner). 

Berth No. 4: 134 m. long. Depth alongside 6.70 m. (Inner). 
Equipment: 2 cranes capacity 30 tons and 25 tons. One additional 140 
tonnes crane is planned. 10 fork lifts, 6 x 6,000 Ibs.; 4 x 15,000 Ibs. 
4 yard trucks. 

Facilities: General Cargo Warehouse: 2,408 sq.m.; Lumber Shed: 1,204 
sq.m.; Piling Sugar Warehouse: 3,072 sq.m. (10 tons capacity); Open 
Side Warehouse, for cotton: 1,806 sq.m.; 2 molasses tanks, capacity 
1 million gallons; open storage 32,913 sq.m. 

STEVEDORES: Arranged by Agents, working around the clock with 
breaks for meals. 

Shifts: 0700 — 1200, 1300 — 1700, 1800 — 2300 and 2400 — 0600 hrs. 
Cargo Handling Rates: 


Resin: 15 tonnes per gang/hour. 

Coffee: 30 tonnes per gang/hour. 

Lumber: 20 tonnes per gang/hour. 

Timber: 25 tonnes per gang/hour. 

Cotton: 15/20 tonnes per gang/hour (100 bales). 
Molasses: 145 tonnes per hour. 

Sugar: 50 tonnes per gang/hour (2 gangs). 
Meat: 10 tonnes per gang/hour. 

Cars: 15/20 per hour. 

General cargo: 8/10 tonnes per gang/hour. 
Cement: 30 tonnes per gang/hour (in bags). 


Wire/iron bars: 40 tonnes per gang/hour. 
MEDICAL: Nearest hospital in Choluteca City, 30 minutes by car. Minor 
cases can be attended by doctor at San Lorenzo. 


TANKERS: No facilities. 


FRESH WATER: Good quality potable water available in unlimited 
quantities. 


FUEL: Only if required, and if sufficient notice given to the Ship’s Agency. 


CONSULS: Consulates exist for the following countries: 

Nicaragua, El Salvador in Choluteca City, 30 minutes by car from San 
Lorenzo. 

Consulates for other countries in Tegucigalpa, the capital, (90 km.) 
2 hours by car from San Lorenzo. 


REPAIRS: Not available. 
DRY DOCKS: None available. 


SURVEYORS: Not locally available but can be called through Agency. 
Lloyd's Sub-Agency San Lorenzo, c/o Servicios Portuarios SA, 
San Lorenzo, Honduras, C.A. 


GANGWAY/DECK WATCHMEN: Not 
necessary. 


HATCHES: By stevedores. 
CUSTOMS ALLOWANCES: Tobacco/Wine; spirits are not allowed to 
be held out of bond. 
REPATRIATION: Immigration Offices in town and in Tegucigalpa. 
Flights leave daily from Tegucigalpa. (90 km. from San Lorenzo). 
AIRPORT: In Tegucigalpa, 90 km., 2 hours by car. Connections to 
Miami/New Orleans/Houston/Panama/Mexico and all Central American 
countries. 
HOLIDAYS: January 1st, April 14th, May 1st, August 10th, September 
15th, October 3rd, 12th and 21st, December 25th and Thursday, Friday 
and Saturday of the Easter week. 

Work can be arranged excepting May 1st, September 15th and Holy 
Friday during Easter week. 
SHORE LEAVE: Allowed. Restrictions placed on crew from some 
countries. Crew members to shore passes. 
TIME: GMT minus 6 hours, no alteration during year. 
EMERGENCY CO-ORDINATION CENTRE: Firstly Port Superintendent 
must be called using VHF Channel 16. Also Honduran Coast Guard can 
be called on the same Channel. 
TELEPHONES: None. 
BANKS: At Tegucigalpa: Bank of America, Bank of London & Montreal, 
Banco Atlantida and Banco Ahorro Hondureno. 
STORING: See “Prelims”. 

1. Vessels are stored by truck. 

2. Trucks can proceed alongside the berth. 

3/4. Fork lift trucks can be used on the jetty to handle stores. Truck 
must be hired. 

5. There is no Custom Regulation in force regarding storing. 

6. Local riggers can be employed to assist with storing. 
GENERAL: 
Chart: Honduras Chart No. 004. 
Tidal Variation: 2.5 m. — 4.0 m. 
Prevailing Winds: From South and East. 
Flags: Flags required: 

1. The country’s flag where the ship is registered. 

2. The Honduran flag. 

3. The yellow (Quarantine) flag (if necessary). 

4. The red flag (if necessary). 
AUTHORITY: Empresa Nacional Portuaria (E.N.P.), San Lorenzo, Valle, 
Honduras. Tel: 92. Telex: To be installed. Contact: A. Andres Casco, 
Port Superintendent. 


AGENT: Servicios Portuarios, S.A. (SEPOSA) POB 35 Tegucigalpa, 


D.C., Honduras. Telex 1183 Uhler Ht or 4003 Seposa Ho. Tel: 22-8000, 
22-5409. 


recommended and _ not 


707 


. a 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englz 


TELA: 15.47 N. 87.30 W. 


DOCUMENTS: 

original Clearance 

original Health Certificate. 
original 12 copies Manifest. 
original 11 copies Cargo Book. 


(See Plan) 


_ 


original 8 copies Store List. 
original 8 copies Crew List. 
original 8 copies Passenger List. 


ak ed eh ok kh oh oh 


original Baggage. 
original Voyage Memorandum. 

All documents must be in Spanish; Cargo Book should be in 
alphabetical order. 
Certificates: Health and Derat certificates needed. 
PILOTAGE: Permanent Pilot not available but can be supplied upon 
request. There is a small boat that assists docking by handling mooring 
lines from vessel to wharf. 48 hours advance notice of ETA required. 
ANCHORAGES: 1 mile out from wharf, 100 ft. or more; no boundaries. 
MAX. SIZE: Max. permissible length 485 ft., breadth no restrictions, draft 
30 ft. 
Shipmaster’s Report: August 1981. 

Max. length possible 569 ft. on draft of 25 ft. 6 in. 
HEALTH: Agents arrange Pratique; in case of disease or fever aboard, 
the vessel will be placed in quarantine for a minimum of 5 days. 

Valid Vaccination Certificates against yellow fever and cholera 
required. These vaccinations are not available in Honduras. 
RADIO: WNU New Orleans and TIM Puerto Limon via Tropical Radio. 
VHF: Base Station call sign “Telarailco Tela’. A continuous watch is 
maintained from 2 hours prior to vessel's arrival. All calling should be 
on Channel 16. 
TUGS: No tug available. 
BERTHING: Time for berthing is from 0600 hrs. to 2000 hrs. 
General Cargo Berth: East side of pier, starboard side alongside. 
Banana Berth: West side of pier, port or starboard side alongside, 
depending on which side elevator space is required (See “Shipmaster's 
Report” — 1979). 4 elevators available, type camel back. Rate per 
elevator 3,500 boxes per hour. 
Depths: West side has 35 ft. depth at the Northern Point, 32 ft. in the 
middie and 27 ft. 6 in. at its Southern end, while the East side has 
35 ft. depth at its Northern point, 33 ft. at the middle and 30 ft. at its 
Southern end. 
STEVEDORES: ETA advice should be given 48 hours prior to arrival in 
order to arrange gangs. Labour rates are subject to surcharge of 25%, 
seed 75% and 100% to cover overtime, depending on hour or day 
worked. 

Gangs: For bananas: 180 men, 3 gangs. General cargo: No 
restrictions. 
MEDICAL: Hospital facilities available. 
TANKERS: Discharging lines only, crude 12 in., diesel 6 in., spray oil 
6 in. Berth available for 1 tanker, max. permitted draft 30 ft. 
DENSITY: Average density in port is 1029. 
FRESH WATER: Delivered by hoses at rate of 100 gallons per minute. 
FUEL: Available, rate 250 t.p.h. 
FIRE PRECAUTIONS: Extinguishers and water hoses available. 
CONSULS: None. 
REPAIRS: Only minor repairs. 
GANGWAY/DECK WATCHMEN: Watchmen can be obtained at day- 
time rates plus 25%, 50%, 75% and 100% to cover overtime, depending 
on the hour or day worked. 
OPENING/CLOSING HATCHES: Work done by stevedores. 
CUSTOMS ALLOWANCES: | carton cigarettes and 1 bottle wine or 
spirits for each man. 
CARGO GEAR: Must have current valid certificate for ship's gear. 
REPATRIATION: Repatriation can be made on request by Master. 
AIRPORT: Distance from wharf to airport is about 80 km. served by 
regular airlines; 4 flights per day which connect with Pan Am every day. 
TIME: GMT minus 6 hours. 
HOLIDAYS: January 1st, work possible; April 14th, work possible; May 
1st, not possible; September 15th, work possible; October 3rd, work 
possible; October 12th, work possible; October 21st, work possible; 
December 25th, work possible. Thursday, Friday and Saturday of Holy 
Week — work possible except Friday. 
POLICE/AMBULANCE/FIRE: Contact telephone operator. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Ship chandler and launch service available. 
IDENTIFICATION CARDS: Required. 
GENERAL: Ships must have Honduran flag on board. 
SHORF LEAVE: Crew members allowed ashore, providing they do not 
have any diseases. 
DELAYS: Delays can be expected any time there are 2 ships docked. 


-* 


SHIPMASTER’S REPORT: February 1979. 
Contrary to the previous information on this Port, “Vessel” berthed 
starboard side alongside. 
Pilots: None available at present. 
Berthing: Used port anchor, head out. The mooring boat meets vessel 
at the end of the jetty. It is a white painted boat with a small cabin. Very 
helpful in assisting with the lines, going from forward to aft as required. 
It is of great advantage to have a mooring rope on the fore deck starboard 
side, ready to lead forward as due to the Northerly wind and swell, vessel 
soon drops astern. 

The beach shelves fairly fast, and with a ship of this length (575 ft.) 
a good guide is not to let the bow pass the end of the jetty. A depth of 
24 ft. was recorded when sounding round when alongside, only 30 ft. 
astern of the ship. 

The jetty itself has a sprung centre of about 350 ft. long with rubber 
tyres along same, unfortunately secured by chains which ruins the 
overside paintwork when the ship surges in the swell. 
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Additional moorings: The Tela Rail Co. is at present renewing thes 
springs on the berth. The shore labour assisted at all times withs 
moorings as the ship was loaded, also when shifting ship at midn) 
Cargo Gear: The shore side derricks have to be “Doubled up”) 
existing runners doubled back and shackled to the preventer lug ay 
snatch block used. It is one straight lift and pulled on board by the sing 
runner on the off-side derrick. The “Hallen” was used at No. 4 hs 
but the preference was to use ‘Double Gear” at No. 3. The “Lift 
elevators are 3.7 tonnes, but at the jetty end they run on a steel iq 
which is placed on a large steel plate. 
Loading: Vessel loaded all hatches, No. 5 being through the side dy 
and later when No. 1 had finished vessel shifted ahead to give m 
depth of water aft. Due to a labour shortage we only loaded any tty 
hatches at one time. 

Cargo is brought onto the pier by train with several small shung 
shift, very little time lost during shunts. 
Fresh Water: Available at slightly differing pressures, rate varies betws 
5 and 7 tonnes per hour. 
Labour: All key personnel speak very good English and are extrem 
helpful. It is not necessary to keep crew on “Captive Time” for shity 
ship during the night, Foreman and labour are only too pleased to asy 


SHIPMASTER’S REPORT: August 1981. 

Engines should be kept at immediate notice while alongs; 
especially from December till May as swell may increase with & 
warning. 

Shore labour for deck/engine room cleaning and painting are rea 
available. 

Two mooring buoys shown on U.S. and B.A. charts to West of py 
DO NOT EXIST. 


AUTHORITY: Tela Railroad Company, Exportation Department, Ts 
Honduras. Tel: (504) 48-2108. Telex: 448706 TrrexPth Ho. 
Contact: F. A. Betancourt, Port Superintendent. 

Head Office: Apartado Postal No. 30, San Pedro Sula, Con 
Honduras, C.A. Telex: 5532 Trailco Ht. 


NOTES 
Please also advise Shipping Guides Ltd. 
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yong Kong 
ONG KONG: 22.18 N. 114.10 E. (See Plan) 


yaRBOUR LIMITS: (Approximately): Western Entrance — the N.S. line 

een S.E. extremity of Tsing Yi Island and the flashing light at S.W. 
mer of Green Island. Eastern Entrance — the N.E./S.W. line between 
seon-shore Fl. W. and the FI. R. lights either side of the Lei Yue Mun 


Pass 


90CUMENTS: 
yanne Department (Arrival): 

varine Department Shipping Report (Form MO. 618). 

Certificate of Registry and/or Tonnage Certificate. 

Certificate of Fitness (all vessels carrying chemicals in bulk if 
applicable). 

passenger ship: Safety Certificate. 

passenger or cargo ship: Load Line Certificate. 

cargo ship: Radio Certificate. 

cargo ship: Safety Equipment Certificate. 

cargo ship: Safety Construction Certificate. 

Ship's Articles of Agreement with the crew (if the ship is British, or is 
a foreign ship belonging to a nation not represented by a Consul 
in Hong Kong). 

{copy Safety Manning Declaration. 

Derat Certificate or Derat Exemption Certificate. 

‘copy of the ship’s Passenger List (if specifically requested). 

Clearance Certificate from the Last Port. 

‘copy of the Import Cargo Manifest (if specifically requested). 

2copies of the Dangerous Goods Manifest (if applicable). 

4copies of the Radioactive Substance Manifest (if applicable). 

Compulsory Insurance Certificate (if carrying more than 2,000 tons of 
persistent oil in bulk as cargo). 

\ole: The ship's Articles of Agreement to be submitted to the Mercantile 
\arine Office, all others must be submitted to the Port Formalities Office 
y Marine Department within 24 hours of a ship’s arrival with the 
aception of the Dangerous Goods Manifests (2) which should be 
sbmitted at least 48 hours prior to the vessel's arrival. 

in addition to the above, certain types of vessels are required to give 

wification to the Director of Marine prior to arrival as follows: 

(i) The Master of every vessel over 300 g.r.t., address to ‘MARDEP’ 

using: 

(a) W/T communications via Hong Kong Radio (VPS); or 

(b) Telex: 63607 Mdvts HX; or 

(c) VHF R/T on Channel 12 (156.6 MHz). 

An initial notification of not less than 12 hours before the vessel 
is expected to enter the waters of Hong Kong, also a confirmatory 
notification of not less than 4 hours before the vessel is expected 
to enter the waters of Hong Kong. 

The Master, Owner or Agents of every oil tanker (if carrying more 
than 2,000 tons of persistent oil bulk), gas tanker and chemical 
tanker, address to 'MARDEP'’ by Telex: 63607 Mdvts HX, not less 
than 48 hours before the vessel is expected to enter the waters 
of Hong Kong, a tanker arrival notice. 


(ii) 


Vaine Department (Departure): 
Application for Port Clearance (MO 618), 2 copies of Ship’s Export 
Dangerous Goods Manifest. 
‘copy of Ship's Export Cargo Manifest (if specifically requested), all 
relevant documents and trading certificates are same required for 
the Report of Arrival. 


*ot Health Officer (Arrival Only): 

Maritime Declaration of Health. 

\ copy of the ship’s Passenger List. 

| copy of the Crew List. 

Derat Certificate or Derat Exemption Certificate (whichever is 

applicable). 

‘ole: The above documents/forms must be produced for the inspection 
‘the Port Health Officer on boarding at the Quarantine Anchorage. 


Jeartment of Trade, Industry and Customs (Arrival and Departure): 
2 copies of the ship’s Import/Export Cargo Manifest. 1 copy for 
Manifest Check Section, Trade Licensing Branch, 14th Floor, Ocean 
Centre and the other 1 copy for Manifest Section, Industry and 
Economic Division, Census and Statistics Department, 20th Floor, 
Kai Tak Commercial Building. 
\ copy of Import/Export Statement in respect of dutiable goods (Forms 
TIC 309 and TIC 309A). 
2copies of the declaration in respect of dutiable stores required during 
@ vessel's stay in port (Form TIC 303). 


‘migration Officer (Arrival): 

2 Transit-Passenger Lists. 

2 Landing-Passenger Lists. 

3 Crew Lists. 
‘ote: The above forms must be produced for the inspection of the 
‘Migration Officer on boarding after the ship has been ‘cleared’ by the 
ot Health Officer. 


‘migration Officer (Departure): 
2Lists Passengers boarding. 
2Lists Transit Passengers. 

rew Lists. 


| Dn 
| “ Office (Arrival Only): 
' Copy of the Ship's Mail Manifest. 


“ng Kong Police: 
. py of The List of Arms and Ammunition on board (Nil return 
“uuired) to be handed in at the Entry and Clearance Office with Marine 
“partment papers. 


HONG KONG 


Shipmaster's Report: October 1988. 
To be sent from last port of call before Hong Kong: 
1 Hong Kong Official Crew List. 
1 List of Ports of Call. 
Copies of: Ship's Register 
Safety Equipment Certificate. 
Safety Construction Certificate. 
Safety Load Line Certificate. 
Safety Radio Certificate. 
Derat Exemption Certificate. 
Agent: All Certificates. 
1 Safety Manning Certificate. 
Clearance from Last Port. 
1 copy ordinary Crew List. 
1 copy Stores List. 
Quarantine: 1 Maritime Declaration of Health. 
1 ordinary Crew List. 
Immigration: On arrival: 1 set of Hong Kong Crew Lists. 
5 copies ordinary Crew Lists. 
On departure: 2 copies ordinary Crew Lists. 
Police: 1 copy Arms and Ammunition List. 
Customs: 2 copies Stores List 


ARRIVAL ADVICE: It is mandatory for Shipmasters to cable MARDEP 
Hong Kong 12 hours (see ‘Notices’ — No. 89/1985) before arrival 
requesting permission to enter Hong Kong waters and advising ship's 
name, nationality, type of vessel, total number of persons on board, ETA 
abeam of Waglan Island and reason for call. It is not permitted to enter 
Hong Konig waters until permission has been granted. It is mandatory 
for all vessels over 300 tons gross to carry VHF radiotelephone capable 
of operating on Hague Plan frequencies and to make contact with the 
Vessel Traffic Centre on Channel 12 before entering Hong Kong waters 
and thereafter at specified calling points. They should report their 
position, ETA at pilot station, final berth, and intended route inwards, 
East or West. If entering from the East then the vessels mast height 
above the water should also be reported. (This is needed for information 
to the airport where the runway extends close North of the Hung Hom 
Fairway). Shipmasters are also asked to report any other relevant 
information such as dangerous (including radioactive) goods on board. 
If the vessel is taking a Pilot, reference should be made to the ‘Sailing 
Directions’ in the China Sea Pilot Vol. |, with regard to the positions of 
the pilot stations, and Pilots should only be embarked or disembarked 
at these points. Additional radio reports to MARDEP during the vessels 
inward or outward passage aid in the safe movement of all vessels in 
the port and approaches. The Marine Department is introducing a new 
radar-assisted Vessel Traffic Service upon completion of its Vessel 
Traffic System installation. The system consists of high technology radar 
surveillance, tracking and data processing equipment. 


APPROACHES: (A) (Dry-cargo and container vessels): The approaches 
are reasonably free from hazards and are well marked by day and night. 
Vessels working at buoys with drafts up to 11.2 m. are requested to 
enter port via the Western Entrance. Other vessels with drafts up to 
10.9 m. may enter via Lei Yue Mun entrance. 

(B) (Tankers): Tankers without a gas-free certificate are prohibited 
from transit through Victoria Harbour. Tankers which berth at Tsing Yi 
Island, Lamma Island, Ap Lei Chau, Tsuen Wan and Tap Shek Kok are 
requested to use the Western approaches and tankers with drafts up to 
10.6 m. for Kwun Tong are requested to use the Eastern approaches. 
A channel has been dredged at Hongkong Electric Company Wharf at 
West Lamma Island for the purpose of accommodating vessels at 
13.8 m. draft. 

(C) Buoyage. The system of buoyage used in Hong Kong has been 
changed from the Uniform to the [ALA System. 

Compulsory traffic separation lanes are in force for both the East and 
weet approaches. Up-to-date Admiralty charts should be consulted for 

etails. 


PILOTAGE: Pilotage is compulsory in the port for certain categories of 
ships, as described in the Pilotage (Amendment) Ordinance 1987, which 
came into effect on 1st August, 1987. Pilots are licensed by the Pilotage 
Authority (Cables: Pilot Hong Kong. Telex: 62062) and are available to 
board ships at the 4 pilot boarding stations described in the Second 
Schedule of the above mentioned Ordinance. 

The Hong Kong Pilots Association provides pilotage services. Pilots 
generally board inbound ships using the Eastern Entrance in the vicinity 
of the Lei Yue Mun ‘TCS4’ Buoy (Lat. 22° 16’ 00” N., Long. 
114° 15’ 40” E.) and disembark at the same point from outward-bound 
ships. At the Western entrance, Pilots embark and disembark to the 
S.W. of Green Island (Lat. 22° 16’ 00” N., Long. 114° 06’ 36” E.). It is 
a contravention of Regulation 21(1) of the Shipping and Port Control 
Regulations, 1978, for any vessel to pick up or discharge a Pilot within 
a distance of 1 nautical mile from the centre of either the Lei Yue Mun 
Pass or the Sulphur Channel. Maximum speed inside Harbour is 8 knots. 

Also see “Notices” — No. 53/1985 and No. 121/1987. 


ANCHORAGES: Examination anchorages (quarantine and immigration) 
for clearance inwards are situated within the harbour limits to cover the 
entry of shipping from East and West. The principal dangerous goods 
anchorages are situated at the Western end of the harbour and at Pun 
Shan Sek (tankers), whilst there are others at Junk Bay, Tsuen Wan 
and Rocky Harbour. 

An anchorage for the discharge of logs has been designated. This 
was necessary because logs, which were being discharged and stored 
within harbour limits were endangering small craft, waterside 
installations and navigation. 

The Western examination anchorage works 24 hours a day whereas 
the Eastern examination anchorage works from 0800 — 1800 hrs. Only 
on request. Ships requiring service in the Eastern Quarantine Anchorage 
should advise MARDEP on VHF radio Channel 12 when establishing 
contact prior to arrival. 
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MAX. SIZE: Largest vessels calling regularly have been, dry-cargo 
container vessels, length over 292 m., with drafts up to 11.6 m.; tankers 
length over 274 m., draft 14.6 m. Maximum size governed by draft of 
vessel. No limit as to length and beam. Draft in harbour: “A” class 
mooring buoys 6.7 m. to 11.2 m. “B” class mooring buoys 5.3 m. to 
8.8 


8m. 
PRATIQUE: Conditions under which a Vessel may be Granted Radio 
Pratique: 

(a) The vessel must not have called at a plague infected port within 
6 days prior to arrival at Hong Kong. 

(b) If the vessel has called at a cholera infected port within 5 days 
prior to arrival at Hong Kong, the Chief Port Health Officer or his 
delegated officer has full discretion in the granting of Radio Pratique. 

(c) There are not more than 24 passengers on board at the time of 
arrival. 

(d) A vessel carrying more than 24 passengers may be granted Radio 
Pratique if there is a ship's surgeon on board. 

(e) The Master must furnish, through his shipping company or Agent, 
the following cabled information to the Port Health Office not more than 
30 hours and not less than 8 hours before his expected time of arrival 
at Hong Kong: 

(i) Ports of call with dates of departures during the 14 days prior to 
arrival. 

(ii) Numbers of passengers and crew members on board. 

(iii) A statement that all persons on board are healthy. 

(iv) A statement indicating whether any case of infectious disease 

has occurred on board during the voyage. 

(v) Whether any person on board is sick. 

(vi) The date of issue of the Derat or Derat Exemption Certificate. 

(vii) Type of vessel. 

(viii) Whether foodstuffs are carried as cargo on board ship, and if so, 
type of foodstuff and country of origin. 
Notes: 

1. Applications for Radio Pratique must be made by shipping 
companies or Agents. Application forms should be sent to Port Health 
Office, Centre Point, 3/F, 181-185 Gloucester Road, Wanchai, during 
normal office hours (0900 — 1700 hrs. on Mondays to Fridays and 
0900 — 1300 hrs. on Saturdays). 

2. For urgent cases outside normal office hours, shipping companies 
or Agents may apply for Radio Pratique by telephone to the Port Health 
Office, Hong Kong Airport (Tel: 7696284) during the following hours: 

Mondays to Fridays 1700 to 2400 hrs. 
Saturdays 1300 to 2400 hrs. 
Sundays and Public Holidays 0900 to 2400 hrs. 

All necessary information together with supporting documents must 
be submitted in writing to Port Health Office, Centre Point on the next 
working day. 

3. No Radio Pratique will be granted between 0000 and 0900 hrs. 

4. When Radio Pratique is granted, shipping companies or Agents 
will be responsible for notifying the Master concerned. 

5. The granted Radio Pratique will automatically expire 24 hours after 
the stated expected time of arrival at Hong Kong. 

6. The granted Radio Pratique will no longer be valid if there is any 
change in the health status on board the vessel concerned during the 
period from the submission of the application to the actual time of arrival 
of the vessel at Hong Kong. This means that the Master of the vessel 
concerned will have either to re-apply through his shipping company or 
Agent, giving the additional information, or to display the appropriate 
signal when approaching the Quarantine Anchorages: 

Day: International Code flag “Q”. 
Night: A red light over a white light in a vertical line, 2.0 m. apart. 

7. Ships granted Radio Pratique will be required to display the 
following signal when entering Hong Kong waters: 

Day: International Code flag “TO.” 
Night: 3 white lights in a vertical line, 2.0 m. apart. 

8. Maritime Declaration of Health and Passengers and Crew List will 
have to be collected by the shipping companies or Agents and delivered 
during office hours to the Port Health Office, Centre Point within 24 hours 
of the ship's arrival. 

Also see “Notices”. 

IMMIGRATION: Immigration formalities take place at the Eastern or 
Western Examination Anchorages after clearance by the Port Health 
Authorities. Immigration launches are on duty 24 hours a day in the 
Western Ancnorage and from 0630 hrs. to 1800 hrs. in the Eastern 
Anchorage throughout the year. 

RADIO: Cable Agent via Radio Hong Kong call sign “VPS”. 

The Marine Department Vessel Traffic Centre (VTC) is manned 
24 hours a day throughout the year. It can be contacted by telex, by 
cable, by facsimile and by VHF radio-telephone on Channel 12. The 
\TC is the control centre of the newly installed Vessel Traffic System 
which consists of high technology radar-based surveillance, tracking and 
data processing equipment. The VTC can be contacted by Telex number 
63607, Answerback MDVTS Hx. Facsimile number 8586646. 

Wireless Telegraphy: Radio communication apparatus on board a 
merchant vessel is not permitted to be used while the vessel is within 
Hong Kong territorial waters except in the following circumstances: 

When a vessel is proceeding through Hong Kong territorial waters 
such apparatus may be used to communicate on minimum power with 
the nearest coast station or, if communication with the nearest coast 
Station is impracticable and the safe navigation of the vessel so requires, 
with a more distant coast station or another vessel; 

For the purpose of summoning assistance on an occasion of danger 
to the life of any person or to the vessel; 

For the purpose of carrying out experimental tests for which 
permission in writing must first be obtained. 

During the period when tropical cyclone signals 8, 9 or 10 are in force, 
radio and television stations will extend their hours of operation around 
the clock, and will undertake broadcasting of tropical cyclone warnings 
in English and Chinese, at two minutes to the hour and half past the 
hour. Should the expected local conditions so warrant, warnings will be 
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broadcast at quarter to and quarter past the hour. Warnings in & 
will be broadcast by individual announcers at each station. 
Television Hong Kong and Commercial Radio will provide a Ching 
announcer to broadcast warnings in Chinese from the broadcas, 
studio at the Royal Observatory. 

If conditions are expected to worsen, tropical cyclone warnings m 
continue after the normal close down time of the stations, or com 
before the usual starting time in the morning even though only the) 
1 signal is in force at that time. After consulting the Director, 
Observatory, the Director of Broadcasting will decide whether or ng, 
adopt either of these courses. He will inform Commercial Radio, 4 
TVB, ATV of his intentions as early as possible. 

Frequencies: Radio Television Hong Kong — Radio 1 (Chinese) 4 
kHz: Radio 2 (Chinese) 94 Mbkiz, 103.5 MHz, 103.1 MHz; Rady 
(English) 545 kHz; Radio 4 (English) 91 MHz, 100.5 MHz, 100.9 Ny 
Radio 5 (English) 96 MHz, 105.5 MHz. Commercial Radio — E 
Service 1050 kHz; Chinese Services Channel 1, 850 kHz, Channg 
610 kHz. 

All ships bound for Hong Kong must obtain permission from MARDs 
before entering the waters of Hong Kong. A contravention of » 
direction will render offending Masters liable to a fine of twenty thous» 
dollars and to imprisonment of 1 year. When applying for permission 
enter the waters of Hong Kong Masters must provide the informat 
required as contained in Marine Department Notices to Mariners No ' 
of 1983 and No. 89 of 1985 (see ‘‘Notices'’). You are required to ans» 
all signals including those passed from Royal Navy vessels patrol 
the approaches to H.K. when approaching Hong Kong — Mardep He 
Kong. 


VHF: Vessel Traffic Centre, Marine Department Hong Kong Port Raj 
call sign “MARDEP" Channel 12, 24 hours listening watch. Range; 
to 35 miles. Navigational warnings are routinely broadcast on \+ 
Channel 20 every hour. 

Maritime VHF Radio-telephone Service (Hague Plan): This serv 
operates in Hong Kong on 3 international channels, Nos. 16, 262 
27. Channel 16 (156.8 MHz) is the simplex distress and calling frequen 
on which contact is made between shore and ship before changing oy 
to either of the public correspondence channels, No. 26 or 27. The lat 
are duplex channels and Hong Kong transmits on 161.9 MHz @ 
receives from ships on 157.3 MHz for Channel 26; transm 
161.95 MHz, receives 157.35 MHz for Channel No. 27. 

Local connection to the service is via the Hong Kong Telepho 
Company and is made in the same way as for overseas radio-telepho 
calls by dialling ‘011’. The local operator should then be informed fh 
a telephone call is required on “the Maritime VHF Hague Plan Servic 
The operator will ask for details of the call, such as the name of thes: 
and the person required, and will then connect the call via Cable # 
Wireless. Calls can also be sent from ship to shore. The range is at 
50 miles and the service is available at all times of the day and nigh 

Harbour telephones: Service is provided by any one of 3 compan 
— Hutchinson Tel. Co., Tel: 5-66113, Ext. 120 — China Telecom Syste 
Tel: 0-242666, Ext. 109 - Communication Services Ltd., Tel: 5-82882 
Calis may be made between any two ships so equipped and betwe 
a ship and any telephone number on the Hong Kong Telephe 
Company network. 

Ship to Shore service: Hong Kong Telephone Company will 
provide ship to shore telephone service by means of land lines 
selected wharf locations. For service at the Container Port call 0-208% 

Also see “Notices”. 


BERTHING: Berthing of dry cargo vessels alongside wharf can! 
performed any time during day and night. Berthing at tanker whart 
permissible after sunset, depending on size of vessel or other spe 
circumstances. Ships carrying explosives must obtain permission 
the Marine Department before berthing is allotted. 
Boatmen: Labour to handle ships’ mooring lines when berthing & 
unberthing at any of the wharves in Hong Kong waters is suppliet’ 
the owners of the wharf concerned, the cost being included in’ 
berthing fee. For berthing at a Marine Department mooring buoy’ 
usual for the ship's Agent to arrange for boatmen to handle the st 
slip wire and anchor cable, unless the ship's crew undertake this @ 
The services of boatmen are generally obtained through the Hong Ki 
Pilots Association. 
Mooring Buoys: See “Max. Size” All ships are required to secult 
Marine Department mooring buoys by their chain cable (vessel to sug 
shackle). The maximum length of a ship permitted to berth at an 
class mooring is 183 m., the swing circle encompassing each & 
having a radius of 213 m. The maximum length of a ship permittet 
berth at a “B” class mooring is 137 m., the radius of swing circle aro 
such buoys being 167 m. It is therefore within the limits of safety ® 
vessel, when secured to a Marine Department mooring, to slack 0 
“4 shackle on the windlass” and still clear ships berthed at adja? 
buoys, except in exceptional circumstances. As all Marine Depart 
moorings are of the 1-legged type, it is permissible, s™® 
circumstances make it necessary, for a ship, when attempting to s& 
to a mooring, to drop an anchor at not less than 15 m. from the ® 
without fouling the mooring chain. It should be noted, however,’ 
3 moorings sited within the Naval Mooring Area are either of the 2¢ 
legged type, and it is therefore not permissible to use an anchor # 
berthing. 

48 “A” class mocring buoys and 27 “B” class mooring buoys foro? 
going vessels. One “B” class mooring buoy is available at Yam 08 
Lantan Island, for vessels with cargoes of logs. 


CONTAINER CRANES: Modern Terminals Ltd. — 7 cranes. 
Hong Kong International Terminals — 16 container gantry c@ 
Sealand — 3 container gantry cranes 


CRANES: Available up to 700 tons. 


(ae Fea SSS ABUSE 2 


ar. 


| 


nw 


saa® 


S 


= 


= 


aaa 


aS eaS 


32s 


Ss 


3 


Gs: Available for berthing and unberthing Advance booking is 
qqured 
sompany Tug Power Paaara Propulsion 
. Pui 
(BHP) (tons) 
Oe a a a 
Hung Hom 3,000 40 Twin Var, Pitch/ 
ard Kort Rudders 
salvage Kwai Chung 3,400 40 = Twin Var. Pitch/ 
company Kort Rudders 
Sung Kong 3,400 40 = Twin Var. Pitch/ 
‘ Kort Rudders 
Heung Kong 3,000 40 ~~‘ Twin Var. Pitch/ 
Kort Rudders 
Kau Lung 2,100 39 = Single Var. Pitch/ 
Kort Rudder 
Lamma 2,600 36 Twin Duck-Pellers/ 
Kort Rudders 
Tai Tam 2,600 36 = Twin Var. Pitch/ 
Kort Rudders 
Ngan Chau 2,400 35  ~=-Twin Var. Pitch/ 
Kort Rudders 
Peng Chau 2,200 30 = Twin Var. Pitch/ 
Kort Rudders 
Lai Mun 1,860 30. ~=—s- Twin Var. Pitch/ 
Kort Rudders 
Waglan 1,700 25. ‘Twin Var. Pitch/ 
Kort Rudders 
The Far Shek O 1,000 10 Steam/Single 
East Screw/F.P. 
Towage Tsing Yi 440 ) Diesel/Single 
Co. Ltd. Screw/F.P. 
Tolo 410 2 _ Diesel/Single 
Screw/F.P. 
Tathong 270 2 Diesel/Single 
Screw/F.P. 
Far East 2,000 25 Diesel/Twin 
No. 1 Screw/Kort 
Rudders 
Vetoria Howa 3,200 45 _— Diesel/Twin 
Harbour Screw/Kort 
Tug Co. Ltd. Rudders 
Kowa 3,200 45 _ Diesel/Twin 
Screw/Kort 
Rudders 
Lewa 2,400 34 Diesel/Twin 
Screw/Kort 
pre Rudders 
uth China ‘ 
Towing Co. Ltd. Tel: 5-485 2057 
Company Vessel Type B.H.P. 
Notes 
HK. & Kowloon Snipe motor tug 140 All the tugs listed 
Whart & here are suitable 
Godown Heron 205 for towing lighters 
00. Ltd. in the harbour. 
lug Requirements at Tanker Terminals: 
vompany Location Berthing Unberthing 
Esso Tsing Yi Island 4 3 
(including 
P 2 escort) 
oRC Ngar Ying Chau/ 3 3 
Tsing Yi Island (including 
2 escort) 
Mobil Oil Wharf Tsing Yi Island 3 2, 3 if 
(including draft more 
1 escort) than 10.0 m. 
*ower Station Tsing Yi Island 1 1 
Cartex Tsing Yi Island 3 2 
(including 
1 escort 
Mobil LPG - 1 1 
Whart 
Shell Wharf Kwun Tong 3 2 
(including 
3 escort) 


_These tug requirements are to be used during normal working 
ditions, with the proviso that it should have a flexibility on a case by 
'’88¢ basis, and should conditions deteriorate during inclement weather, 
ch as in the typhoon season, then additional tug requirements may 
* Necessary. 

Vessels with bow and/or stern thrusters of over 1,000 h.p. each will 
® able to allow for one tug less per thruster over the 1,000 h.p. 
"entioned, at separate ends of the vessels, subject to Agent or Master 
Wing requisite confirmation that the thruster is capable ot this 
‘slsepower, or in excess of, and that they are in good working condition, 
* depending on the thruster being submerged at the relevant draft. 
. [viding that duckpeller tugs are ordered, subject to availability, a 
ree may be reached allowing for the number of tugs to be 


e 'S strongly recommended that these guidelines be strictly followed, 
“to the volatile and dangerous cargoes that these vessels transport 
7 and from oil terminals. 


HONG KONG 


WHARVES: China Merchants S.N. Co. Limited: Berths suitable for 
coastal shipping: 


Length Depth 
(ft.) (ft.) 
West Point Berth No. (1) E. 320 35 
Berth No. (2) W. 320 35 
Kowloon Wharf Terminal & Warehouse Ltd. 
Ocean Terminal 1,250 35 
Kwai Chung Container Terminal 
7 Terminals (Sealand — 1 14,000 40 


Terminal, Modern 
Terminals — 3 
Terminals, HIT — 4 
Terminals) 

Also see “Developments”. 


BULK HANDLING FACILITIES: China Light & Power: 

Location: Castle Peak. 

Berth: Length 545 m. Depth 20 m. Max. draft 12.9 m. (limited by 
channel depth 13.7 m.). Max. Beam 42 m. LOA no restrictions. 

Cargo: Discharge rate for coal 15,000 tons per day. 
Hong Kong Electric Co. Ltd.: 

Location: Lamma Island. 

Berth: Depth 15.8 m. Max. draft 13.8 m. Max. LOA 270 m. Max. beam 
40 m. 

Cargo: 2 unloaders for coal, rate 15,000 tons per day. 


STEVEDORES: The following table shows the average handling rates 
per gang hour: 


Load tons Discharge 
Cargo Place per gang tons per 
hour gang hour 
General Whart 12 15 
General Stream 10 12 
Bale or bag Wharf 20 25 
Bale or bag Stream ake 20 


Stevedores work 24 hours per day except Mid-Autumn Festival and 
Chinese New Year Holidays. 


TANKERS: Any leaking of oil to water will be subjected to heavy fines. 
If not gas-freed, not allowed through harbour. 
Also see Table A — Oil Installations. 


Esso: The Esso Tsing Yi Terminal is situated on the Southern part of 
Tsing Yi Island in position Lat. 22° 19.7’ N., Long. 114° 06’ E. The 
facilities are owned by Exxon Storage & Wharfage Company Ltd., and 
used by Esso Standard Oil Hong Kong Ltd., and are used for discharging 
dirty and clean products, chemicals and LPG. 

Pilots: At the Western entrance, Pilots generally embark and disembark 
to the West of Green Island (Tsing Chau). By pre-arrangement Pilots 
can be picked up off Ngan Chau and all tankers are recommended to 
make use of this service and request the Agent to notify the Pilot 
Association accordingly. 

The Pilots maintain a listening watch on VHF Channel 11. Senior Pilots 
will usually be assigned to larger tankers. 

Pilot launches display the international signals by day and by night 
and during poor visibility sound the international signals. In addition they 
may sound an identity signal of 4 short blasts. 

Esso Tsing Yi Terminal: The berth consists of a T-head pier having 
3 separated areas for handling barges and tankers ranging from 
500 — 120,000 d.w.t. 

The main loading area is designated Berth No. 1 and consists of a 
fendered loading platform, 2 fendered breasting dolphins, 4 mooring 
dolphins and associated equipment such as capstans, quick release 
mooring hooks for 120,000 d.w.t. tanker, etc. Berth No. 2 is provided by 
fendering the onshore face of one of Berth No. 1 Eastern mooring 
dolphins and adding an adjacent breasting dolphin suitable for vessels 
up to 2,500 d.w.t. Berth No. 3 is a small berth for vessels up to 500 
d.w.t. and is located adjacent to the Eastern side of the trestle/access 
way. In addition there is a small jetty from the shore, inside of the 
Western side of the T-head, used at the present time by small tankers 
up to 2,000 d.w.t. and barges loading/discharging FO, ADO and LPG. 
Berthing Procedure: At the present time the berthing of tankers 
exceeding 570 ft. LOA and up to 42 ft. draft is carried out during daylight 
hours and on flood tide only. Above 42 ft. draft, berthing is carried out 
at HW slack only and during daylight hours only and on a trial basis, 
HW neap during daylight hours when no HW slack exist for that day. 
Tankers not exceeding 570 ft. LOA, draft under 36 ft. can be berthed 
day and night, but on flood tide. Currents near the berth, up to a distance 
of approximately 400 ft. off, run parallel to the berthing face. Further out, 
the ebb tide sets out and the flood tide in towards the North. Vessels 
always berth port side to. (Maximum tidal current is generally below 
1 knot). In addition to the 2 escort tugs used for larger vessels for the 
passage through the channel from Green Island, usually 2 more tugs 
are in attendance for berthing larger vessels. Tugs are normally 
employed in the alongside manner and use their own wire. Pilots bring 
vessel parallel to the berth, and about 200 ft. off, and then ease her 
alongside with the aid of attending tugs and mooring lines. 

Nearby, approximately 500 ft. Eastward is a new berth owned and 
operated by China Resources Oil Company. This berth projects further 
offshore than the Esso Pier. Caution has to be exercised not to 
overshoot the Esso Berth. 

Two mooring launches strong enough to handle 120,000 d.w.t. 
vessel's wire ropes are in attendance. All 4 mooring dolphins are fitted 
with triple quick release hooks and capstan. The 2 breasting dolphins 
and 2 corners of the loading platform are fitted with double quick release 
hooks and capstan. The terminal requires that larger vessels use a 
minimum of 2 headlines, 2 forward breastlines, 2 forward backsprings, 
2 aft backsprings, 2 aft breastlines and 2 sternlines. 
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No. and Size Average 
of Loading Maximum Discharging 
Products Arm Shoreline Pressure Rate 
(in.) (p.s.i.) (bbls.p.h) 
Dark Product 4x10in. 12/20/24 100 11,000 per load arm 
OPK 1x Bin. 10 100 8,000 
DPK and other 
clean products/ 
lubes 2x 6in. 6and8 100 2,500/4,000 
LPG Liquid 6 in. 6 350 800 
Vapour 4 in. 4 
Chemical 1x 6in. 6 100 2,500 


Tolo Harbour Terminal: 
Shipmaster's Report: July 1987. 

The vessel called at Tolo Harbour to discharge a parcel of Light Virgin 
Naphtha. 

On account of the terminal having only been opened recently, the 
following information should be of some use to vessels having to call at 
Tolo Harbour in the future. 

Position: 

Operators: 

Products handled: 

Cargo connections: 

Shore Tanks: 


Lat. 22° 26.8’ N., Long. 114° 14.5’ E. 
China and Hong Kong Gas Co. Ltd. 
Light Virgin Naphtha. 

2 x 10 in. 

6 km. away. Submarine pipeline 24 in. 


Pilotage: Daylight movements only. 

Tugs & mooring Come around from Hong Kong harbour. 
launches: 

Vessel: LOA 174 m. Beam 32 m. Draft 10.92 m. 

See “Plan”. 


Also see “Notices” — No. 52 of 1986. 
DENSITY: 1017. 


FRESH WATER: Available but the supply is sometimes limited, 
depending on the storage levels in Hong Kong's reservoirs. The supply 
to ships is made at commercial wharves and from water boats. 

Water Boats: 


Company Vessel Capacity Delivery (Approx.) 
Leung Tai Kee Taikee No. 1 150 long tons 150-180 t.p.h. 
Waterboat Co. Ltd. Taikee No. 2 120 long tons =‘ 150-180 t.p.h. 

Taikee No.3 320 longtons 150-180 t.p.h. 
Taikee No.5 250 longtons 150-180 t.p.h. 
Taikee No. 6 320 long tons 150-180 t.p.h. 
Taikee No.7 130longtons 150-180 t.p.h. 
Union Waterboat Tai YatNo.1 270 tons 150 t.p.h. 
Co. Ltd. Tai Yee No.2 290 tons 150 t.p.h. 
Tai Sam No. 3 300 tons 150 t.p.h. 
New No. 4 340 tons 170 t.p.h. 
Tai Ng No.5 ~=295 tons 150 t.p.h. 


Pier services to ocean terminal 


FUEL: Excellent facilities exist for bunkering vessels with fuel oil and 
coal. Fuel oil can be obtained either at the wharves adjacent to the oil 
installation, or from harbour oilers owned and operated by the oil 
companies. Fuel oil from these vessels can be pumped on board without 
impeding cargo operations. Adequate stocks of good quality bunker coal 
suitable for coal-fired marine boilers are maintained in the port. Fuel oil 
available with viscosity up to 1,000 sec. Redwood. 24 hours’ notice for 
supply is required. Also gas oil and marine diesel available. 
Also see Table B — “Port Oilers”. 


CONSULS: The following countries maintain consular offices in Hong 


Kong: 
Australia Guatemala Norway 
Austria Iceland Pakistan 
Bangladesh India Panama 
Belgium Indonesia Paraguay 
Bolivia Iran Peru 
Brazil Irish Republic Philippines 
Burma Israel Portugal 
Canada Italy Seychelles 
Chile Japan Singapore 
China (People’s Jordan South Africa 

Republic of) Korea Spain 

Colombia Lebanon Sri Lanka 
Cuba Luxemburg Sweden 
Cyprus Malaysia Switzerland 
Denmark Mauritius Taiwan 
Dominican Republic Mexico Thailand 
Ecuador Monaco Tongo 
Egypt Nauru Turkey 
Finland Nepal Tuvalu 
France Netherlands United Kingdom 
Gabon New Zealand U.S.A. 
Germany F.R. Nicaragua Uruguay 
Greece Nigeria Venezuela 


REPAIRS: In addition to ship and engine maintenance and repair work, 
the dockyards have facilities for many miscellaneous services such as 
are provided by modern dockyards. These include physical tests on 
materials such as anchors and cables, for which test certificates can be 
supplied, chemical analysis, drawing office requirements, chemical 
cleaning of engines and boilers, shot and sand blasting, zinc spraying 
to name but a few. 
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DRY DOCKS: 

Hong Kong United Dockyards: Three floating docks, two located » 

Tsing Yi and one at North Lantau. The largest has a lifting capacity, 

eyed tonnes, length 230 m., depth 8.0m. over blocks and wig 
8.0 m. 

Yau Lian Dockyards: Three floating docks, one located off Tsing yj 

two at North Lantau. The largest has a lifting capacity of 45,000 tonng 

and can accommodate ships up to 150,000 d.w.t. 


FIRE PRECAUTIONS: The Fire Services Department operates six §, 
boats, the largest being the 350 ton “Alexander Grantham”. It has » 
output capacity of 45,000 litres of water and 32,850 litres of foam. 
minute through a battery of monitors. This vessel is equipped to de: 
with any type of fire on any size vessel, and is designed to operate be 
in port and at sea. 


GANGWAY/DECK WATCHMEN: Not compulsory but recommende; 
OPENING/CLOSING HATCHES: Usually performed by ship's crew 
CERTIFICATES: See “Documents”. 


CARGO GEAR: Normal routine gear, wire and rope slings, nets, grat; 
and floating cranes up to 100 tons available. 

Vessel’s cargo gear must be used for working cargo at all alongsig 
berths. 


IDENTIFICATION CARDS: No identification card is required for cre 
or passengers going ashore. When the vessel has exceeded a stay; 
14 days in port, al! crew members must deliver to the Harbour Contr 
Office, Immigration Department through the agents a signed copy of th 
“Immigration Arrival Card”. 


SEAMEN: All formalities connected with engagement and discharge» 
board British ships, and on foreign ships whose flag is not represents 
by a Consular Officer resident in Hong Kong, are required by law to 
conducted at the Mercantile Marine Office of the Crews Branch, Mari 
Department. Hong Kong continues to be one of the main recruitme 
centres of Asian seamen and a Seamen's Registry Office, which is¢ 
adjunct to the Seaman's Recruiting Office, under the same brane 
maintains records of all Hong Kong seamen. The Hong Koy 
Government Seaman's Service Record Book (Seaman's Dischaig 
Book) is issued by the Seamen's Recruiting Office and is a record: 
employment. The Seamen's Recruiting Office regulates the recruitmer 
selection and supply of Hong Kong Registered seamen to ships requir 
them, and is situated at the Harbour Building, 3/F, 38 Pier Road, How 
Kong. 

Seamen's Travel Documents: The Hong Kong Government Seamar 
Identity Book is issued by the Immigration Department and enables th 
holder to join ships abroad, and return to Hong Kong without a vs 
during the validity of the book (initially 5 years, with 5 year renewal 
and also within 12 months after the expiry of the validity of the book 

A Seaman's Certificate of Nationality and Identity is issued at th 
Immigration Department only to seamen of British nationality, wheres 
the Seaman's Discharge Book and the Seaman's Identity Book m 
also be issued to seamen resident in Hong Kong and no visa is require 
for return to Hong Kong. 

All Crew members signing-off for repatriation must first obte 
permission from the Director of Immigration. All crew arriving to join 
vessel must produce a guarantee letter through the Agents responsi: 
for all maintenances and other eventual expenses. 


AIRPORT: Regular International flights. Airstrip is capable of handit 
any size of jet planes. Transportation from port to airport terminal abo 
40 minutes bus drive. 

Shipmaster’s Report: July 1987. 

Personnel joining vessels at Hong Kong: The vessel's Agent mé 
give a letter to the Airport Immigration advising them of incoming 
passengers who are joining vessels at Hong Kong. Personnel will? 
detained by Kai Tak Airport Immigration pending the letter's arrival. 


TIME: Standard time kept in the colony is 8 hours in advance of Gif 
HOLIDAYS: Public holidays in Hong Kong occur mainly on festive 
whose date is governed by the lunar calendar. 

Every Sunday; First week-day in January; Chinese New Year's Da 
Second day of Chinese New Year; Third day of Chinese New Ye 
General holiday in lieu of that for the Ching Ming Festival; Good Fridé 
Day following Good Friday (Ching Ming Festival); Easter Monde 
Birthday of Her Majesty the Queen; Tuen Ng Festival; First week- 
in July; First Monday in August; Last Monday in August, which shall! 
Liberation Day; Day following Chinese Mid-Autumn Festival Day; 0 
following Chung Yeung Festival: Christmas Day; First week-day 2 
Christmas Day. 


POLICE/AMBULANCE/FIRE: When the services of the fire briga® 
immigration, port health or police are required, appropriate sigi 
should be made in accordance with the list of “Hong Kong Port Signa 
The Marine Division of the Police is responsible for internal port secu” 
Its fleet of launches maintain constant patrols in Hong Kong's territo" 
waters. 


TELEPHONES: Available at all alongside berths for connection on bot 
ship. 

SERVICES: Services available including tank cleaning, paint 
washing, compass adjusting, calibration of direction finder, radar rep?" 
24 hours’ service laundry, supply of stores and provisions, motor-b® 
service between ship and shore. 


HONG KONG 


re a eo eo Re ee Oe ee ee ee tee ee oe eee ee ee 


rape A. OIL INSTALLATIONS 


, eee |  eo-e-&o-e-- ONwT@#NH-’N™-7’V--.""”_ _ eae 


Length Depth alongside Capacity _ Delivery Hose 
Company Location of berth (Chart Datum) Grade of oil (water tons) rate connection 

) Shell Co. (H.K.) Ltd. Kwun Tong 670’ 34’ Boiler fuel 4,500 120 6" 
Marine diesel fuel 4,200 140 6" 

Tai Kok Tsui 180’ 10’ Boiler fuel 610 20 a 

Marine diesel fuel 220 25 a 

North Point 140’ 10’ Gas oil 1,740 27 2 

Ap Lei Chau 900’ 60’ Boiler fuel 143,000 400 10” 

Marine diesel 18,000 400 10” 

Gas oil 25,600 450 8” 


a ae OT tad Pat ne kL Ee Gn ee aa 


) Caltex Oil Hong Tsuen Wan 700' 35’ Boiler fuel 47,820 350 10” 
Kong Ltd. Gas oil 13,600 200 6"=8! 
el ee i ee eer Eh eee eee eee 
) Mobil Oil Hong Tsing Yi 700' 38' Boiler fuel 39,000 500 10” 
Kong Ltd. Marine diesel 26,000 300 8" 
Kerosene 17,000 300 8” 
a a rm i a a ee ee ee Ee ee eee 
y) H.K. Oil Co. Tsuen Wan 292' 28' Boiler fuel 22,589 300 8" 
(Gulf Products) Marine diesel fuel 2,794 200 6" 
Tsing Yi 700' 40’ Boiler fuel 39,000 500 10” 
Marine diesel fuel 26,000 300 8" 
tankers use the Mobil Oil Terminal under a joint users agreement with Mobil Oil Hong Kong Ltd. 
y) Esso Standard Oil Tsing Yi 920' 52’ See “Tankers.” 
(H.K.) Ltd. 
North Point 150’ 10’ 
y) Peninsular Petroleum Tsing Yi 700’ 45’ Kerosene, Marine diesel 58,000 300 10” 
Co. LPG — Gas Oil 50,000 600/700 
“i) China Resources Ltd Ngan Ying Chau 820’ 40’ Boiler Fuel 232,900 820 4 
Marine Diesel 
White oil 
vii) China Resources Ltd Tsing Yi 640’ 40’ Boiler Oil 20,000 _— 12” 


Marine Diesel 


| Ashore telephone is available at the berth. Shore electrical supply is not available. Fresh water available from shore and by lighter. Berthing 
facilities available only for small coasters, ferries and harbour craft. 

) Ashore telephone is available at the berth. Shore electrical supply is not available. Fresh water available by lighter only. 

‘| and (iv) A shore telephone is available at the berth. Shore electrical supply is not available. Fresh water available by lighter only. 

| Ashore telephone is available at the berth. Shore electrical supply is not available. Fresh water available by lighter only. 

‘) Ashore telephone is available. Shore electricity supply is not available. Fresh water available by lighter only. 

i) Ashore telephone is available at berth. Shore electrical supply is not available. Fresh water available by lighter only. 

vi) Bunker facilities available. 


aie lied eee ie l e  S eee 


fable B. PORT OILERS. 


_ satel alli tie bine deel SE S$ >>. SE SS Se ee eT Fe Ls crm me tg I ee et OS el | 


Capacity-product Delivery rate per 
Company Vessel Grade of oil long tons hour in water tons 
Shell Co. (H.K.) Ltd. Fu Yung Shan Boiler fuel or Marine diesel 750 450 
Shih Tou Shan Boiler fuel or Marine diesel 750 450 
or White oil 
Shell Wor Fung White oil 260 80 
Shell Shun Fung Boiler fuel or Marine diesel 1,500 900 
Caltex Oil Hong Caltex 54 Boiler fuel or Marine diesel 400 120 
Kong Ltd. Caltex Tsuen Wan HK. 2 Boiler fuel or Marine diesel 800 280 
Caltex 111 Gas oil 40 60 
Caltex 133 Gas oil 250 100 
Mobil Oil Hong M.V. Mobil Meishan Boiler fuel or Marine diesel 900 250 
Kong Ltd. M.V. Mobil Mei Ping Light oil 150 50 
M.V. Mobil Mei An Light oil 150 50 
H.K. Oil Co. Barge 101 Boiler fuel 750 350 
Barge 102 Marine diesel/Boiler fuel 500 150 
Barge 103 Gas oil 1,000 150 
Esso Standard Oil M.V. Esso Tsuen Wan II White oil 270 46 
(H.K.) Ltd. M.V. Esso Tsing Yi Boiler fuel or Marine diesel 1,600 500 
M.V. Esso Hok Un Boiler fuel or Marine diesel 1,600 500 
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BANKS: Bank of America National Trust and Savings Association, 
St. George's Building, 2 Ice House Street, Hong Kong. Tel: 5-2675333. 

Bank of Tokyo Limited, Sutherland House, 3 Chater Road, Hong Kong. 
Tel: 5-230091. 

Banque Nationale de Paris, 23 Queen's Road, Central, Hong Kong. 
Tel: 5-246081. 

Chartered Bank, 4-4A Des Voeux Road, Central, Hong Kong. 
Tel: 5-22401. 

Chase Manhattan Bank N.A., 280 Gloucester Road, The World Trade 
Centre, Hong Kong. Tel: 5-7905005. 

Citibank, N.A., 8 Queen’s Road, Central, Hong Kong. Tel: 5-8218211. 

Hang Seng Bank Limited, Hang Seng Bank Building, 77 Des Voeux 
Road, Central, Hong Kong. Tel: 5-8255111. 

Hongkong and Shanghai Banking Corporation, China Building, 
29 Queen's Road, Central, Hong Kong. Tel: 5-2677111. 

Manufacturers Hanover Trust Company, Alexandra House, 27th Floor, 
16-20 Chater Road, Hong Kong. Tel: 5-253101. 

National Westminster Bank Limited, 6th Floor, St. George’s Building, 
2 Ice House Street, Hong Kong. Tel: 5-247071. 

Royal Bank of Canada, 18th Floor, Gloucester Tower, The Landmark, 
11 Pedder Street, Hong Kong. Tel: 5-214261. 
SHORE LEAVE: Crew members are usually allowed ashore. 
CLASSIFICATION SOCIETIES: American Bureau of Shipping, Rooms 
1203-4, Wah Kwong Building, 48-66 Hennessy Road, Hong Kong. Tel: 
5-278478. 

Bureau Veritas, International Register for The Classification of Ships 
& Aircraft, Room 2107, International Building, G.P.O.Box 5046, Hong 
Kong. Tel: 5-455847/8. Telex: 74336 HX. 

Det Norske Veritas (Oslo), Room 3407, Gammon House, 12 Harcourt 
Road, Central, Hong Kong. Tel: 5-242251. Telex: 73690. 

Germanischer Lloyd, Jebsen & Co., Ice House Street, Prince's 
Building, P.O.Box 97, Hong Kong. Tel: 5-225111. 

Lloyd's Register of Shipping, P.O.Box 463, 1908 Hutchison House, 
10 Harcourt Road, Central, Hong Kong. Tel: 5-265317. Telex: 74747. 

Nippon Kaiji Kyokai, Hong Kong Branch, Room 1703, New World 
Tower, 16-18 Queen's Road, Central, Hong Kong. Tel: 5-250389/0. 
Telex: 75213 Clasnk HX. 
WEATHER: 1st May to 31st October usually considered as typhoon 
season. No operation of cargo when typhoon signal No. 3 or upward is 
hoisted. Also see “Radio”. 


GENERAL: No waste to be thrown into harbour. A free refuse disposal 
service is available for domestic refuse. Ship’s agents can arrange this 
through Marine Department. Chain required for mooring to buoy. 
Unnecessary use of ship’s sirens prohibited. 

NOTICES: Marine Department Notice No. 42 of 1985 (Dated 4th March 
1985). 

Quarantine Inspection — Eastern Quarantine Anchorage: 

1. Masters, Owners and Agents of ships are advised that with effect 
from 1st April, 1985, a Quarantine Service will be available in the Eastern 
Quarantine Anchorage between the hours of 0800 and 1800 daily upon 
request. Ships requiring this service should make a request to the Vessel 
Traffic Centre when establishing contact on VHF Radio Channel 12 prior 
to arrival. 

2. The existing continuous Quarantine Service in the Western 
Quarantine Anchorage remains unchanged. 

3. Marine Department Notice No. 186 of 1984, concerning 
arrangements for obtaining the services of the Port Health Doctor at the 
Eastern Quarantine Anchorage will be superseded with effect from that 
date. 

4. Copies of the Notice may be obtained free of charge from the Port 
Formalities Office, Marine Department, 3/F, Harbour Building, 38 Pier 
Road, Hong Kong. 

Signed: Director of Marine. 


Marine Department Notice No. 152 of 1984 (Dated 8th August 1984) 
Notice to Owners, Agents and Masters of vessels of over 300 gross 
registered tons calling at Hong Kong: 

Owners, Agents and Shipmasters are reminded that Vessels of more 
than 300 gross registered tons are required to have on board, whilst in 
the waters of Hong Kong, very high frequency (VHF) radiotelephone 
equipment. Such vessels are required to make contact with the Vessel 
Traffic Centre on Channel 12 or 14 of the VHF radiotelephone before 
they enier the waters of Hong Kong and thereafter to make reports as 
specified in the Shipping and Port Control Regulations. In addition, a 
continuous listening watch must be maintained on the radiotelephone, 
on the specified channels. Failure to comply with these requirements 
renders the Master liable to prosecution. 

Accordingly, Owners and Agents are requested to advise the Masters 
of vessels enroute to Hong Kong of the foregoing requirements. 

The booklet, Hong Kong Shipping and Port Control Laws giving further 
details is available from the Marine Department Headquarters, Harbour 
Building, 38 Pier Road, Hong Kong, price $5. You should obtain a copy 
of this booklet if you are in any doubt as to the laws applicable in Hong 
Kong. 

You are also advised to obtain the publication “Hong Kong Vessel 
Traffic Services User's Guide for Group 1 Users’, promulgated with the 
intention of facilitating users’ familiarisation with the Vessel Traffic 
Service, which is being introduced with a view to its ultimate compulsory 
participation. 

Please note that the requirement to comply with these VHF reporting 
procedures does not apply to any vessel to which Part IV of the Shipping 
and Port Control Ordinance applies. 

Signed: Director of Marine. 
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Notice to Mariners No. 39 of 1983: Hong Kong Waters, Approaches, 
Hong Kong — Permission to Enter Hong Kong Waters: 

1. Agents and Masters are reminded that it is mandatory for ships» 
obtain permission to enter Hong Kong waters from the Directo, . 
Marine. It is in their best interests to give as much prior notice as possi, 
before arrival. Permission to enter is conditional upon the followin 
information being supplied to the Director: 

(a) Name and nationality of vessel. 

(b) Number of persons on board. 

(c) Type of vessel. 

(d) Reason for call at Hong Kong. 

(e) ETA off Waglan Island. 

2. The Director of Marine can be contacted through the Vessel Trai 
Centre (“MARDEP’”) in any of the following ways: 

(a) By W/T or R/T (HF) via Hong Kong Radio (VPS). 

(b) By R/T on VHF Channel 12 (156.60 MHz). 

(c) By Telex: 63607 Mdpcc Hx. 

Signed: Director of Marine. 


Notice to Mariners No. 52 of 1986 

Hong Kong Waters — Approaches to Tolo Harbour — Establishment; 
Pilot Boarding Station 

Date: With effect from 1st September 1986. 


Position: Latitude 22° 29’ 36” N., Longitude 114° 19’ 42” E. 

Area: Tolo Channel. 

Details: A pilot boarding station has been established in the 
above position. 

Remarks: Providing its Master has reported to the Authority in 


accordance with Section 10E of the Pilotage 
(Amendment) Ordinance 1985, a ship required to be 
under Compulsory Pilotage may navigate in the pilotag: 
area without a licensed pilot, if it is on its inward voyag: 
from the time it enters the pilotage area to the time it 
arrives at a pilot boarding station, so long as it is direct 
proceeding to a pilot boarding station and if it is on its 
outward voyage under the pilotage of a licensed pilot, 
from the time the licensed pilot disembarks to the time: 
leaves the pilotage area, so long as it is directly leaving 
the pilotage area. 

Charts Affected: BA 939, 3386. 

Signed: Director of Marine. 


Notice to Mariners No. 89 of 1985 

Hong Kong Waters, Approaches to Hong Kong — Notification to} 
made to the Director of Marine by Ships Intending to Enter the Wate 
of Hong Kong: 

1. With effect from 1st January, 1986, and with the intention: 
simplifying communication procedures, the Master of every vessel ov 
300 g.r.t. who intends to enter the waters of Hong Kong is required! 
make the following notification to the Director of Marine. 

1.1 Not less than 12 hours before the vessel is expected to enter th 
waters of Hong Kong, an initial notification providing the informatie 
specified in Annex 1 hereto. 

1.2 Not less than 4 hours before the vessel is expected to enter!" 
water of Hong Kong, a confirmatory notification providing the informati’ 
specified in Annex 2 hereto. 

2. The notification specified should be addressed to “MARDEP’ at 
transmitted directly to “MARDEP’”, using: 

2.1 W/T Communication via Hong Kong Radio (VPS); or 

2.2 Telex: 63607 Mdpcc Hx; or 

2.3 VHF R/T on Channel 12 (156.60 MHz), calling channel (4 hov 
notice only). 

3. Compliance with the foregoing requirement by Masters of vess? 
over 300 g.r.t. will be considered by the Director of Marine as satisfy" 
all his requirements for routine communication in advance of a vessé 
entry into Hong Kong waters in accordance with: 

3.1 The Shipping and Port Control Regulations, Regulation 
(Shipping and Port Control Ordinance, Cap. 313). 

3.2 The Pilotage Ordinance (Cap. 84), section 10E(1). 

3.3 Notice to Mariners No. 39 of 1983, permission to enter Hong Ke 
waters, dated 6th July, 1983. 

4. Agents and Masters of ships of 300 g.r.t. or under are reminé 
that they should continue to apply for permission to enter Hong Ke 
waters in accordance with Notice to Mariners No. 39 of 1983. 

5. This notice updates and supersedes Notice to Mariners No. 6) 
1985 which is hereby cancelled. 


Annex 1: 
No. Required Notification Sample Message 
1. Name of vessel and call sign Hardship/GABC 
Flag British 
3. Type (Bulk/Tanker/General Cargo 
Container) 
4. Gross tonnage (as per register) 
5. Length overall (as per register) 
6. Total number of persons on board 22 
7. Reason for call Disch/Change Crew 
8. Estimated maximum arrival draft 9.7 m. 
9. Any defects affecting 
manoeuvrability 
or seaworthiness? Nil 
10. Any Dangerous Goods of IMO Class 


1, 2, 3 (Yes/No and Quantity) Yes. 14 tonnes, Clas 


11. Local Agent Silver Lining 

12. Are you taking a Pilot? Yes 

13. ETA indicated Pilot Boarding Station 091400 Tathong Ch 
14. Last Port Keelung 


mex 2 
1 Required Notification Sample Message 


Name of vessel/call sign Hardship/GABC 
2 ETA Pilot Boarding Station 091515 Tathong Ch 
3. Any changes to Annex 1? Nil 


Signed: Director of Marine. 


venne Department Notice No. 121 of 1987 

sympulsory Pilotage: 

“+ Notice is hereby given that the Pilotage (Amendment of First 
snedule) Order 1987 will come into effect on 1st August, 1987. The 
yer will extend the requirement for compulsory pilotage generally to 
ps of 5,000 gross registered tonnage, or over, as specified in the 
mst Schedule. The amended First Schedule will specify the following 


vessels 
a A ship of 5,000 gross registered tonnage or over. 

2) Aship of 1,000 gross registered tonnage or over, but under 5,000 
gross registered tonnage, proceeding to or from any wharf 
specified in Part | of the First Schedule, and any container 
terminal specified in the Third Schedule, to the Dangerous Goods 
(Shipping) Regulations. 

(3) A ship of 1,000 gross registered tonnage or over carrying 
dangerous goods specified in Categories 1, 2 and 5 in the 
Schedule to the Dangerous Goods (Classification) Regulations. 

(4) Aship of 1,000 gross registered tonnage or over, but under 5,000 
gross registered tonnage, proceeding to or from a Government 
mooring buoy. 

(5) A ship of 300 gross registered tonnage or over which — 


(a) is for any reason, unable to proceed under its own power, 
manoeuvre with its own steering gear, or work with its own 
anchors; 

(b) has any part of the hull structure removed, or under repair, 


which may affect the watertight integrity of the ship; or 

is at risk of causing injury to persons or damage to property, 
any other ship or the environment by virtue of the condition 
of the ship or the nature or condition of its cargo. 

2. Copies of the Pilotage (Amendment of First Schedule) Order 1987 
Gazette Legal Notice No. 163 of 1987) may be obtained from the 
government Publications Sales Centre, Ground Floor, General Post 
Ofice Building, Connaught Place, Central, Hong Kong. 

Signed: Director of Marine. 

DEVELOPMENTS: From June 1990 to early 1991, a submarine gas 
ppeline is to be laid across the Eastern Harbour. Diversions of the 
fastern Fairway are announced by Notice to Mariners and radio 
tavigational warning on VHF Channel 20. 

Yau Ma Tei Anchorage will be dredged to —8 m. Kellett Bank will be 
wedged to —11m. to accommodate 10 harbour mooring buoys 
displaced by various reclamation projects within the harbour. 

Terminal 7 will be completed by the end of 1990. On completion, Kwai 
Snung Container Port will provide a total of 4,375 m. quays, over 
‘80 hectares of cargo handling area and 38 quay cranes. 

Terminal 8 will be located on the reclamation to be formed on the 
\orth-West of Stonecutters’ Island. 


(c) 


SHIPMASTER’S REPORT: October 1984. 
mmigration: Notice to Master — Immigration Clearance on Arrival in 


| tong Kong (Form 1D 245A) 


|. (Text) Being the Master of a vessel, you are required, on arrival 


_ ‘the vessel in Hong Kong, to anchor or moor the vessel at an approved 


| Mmigration Anchorage (as illustrated on the back page) for as long as 


tay be necessary for Immigration examination, and hoist the 
Migration Examination Signal until an Immigration Officer permits you 


_ Slower it. The Immigration Examination signal should be, by day, the 


| Wlance of at least 1 


*lers H. N. N. shown by means of signal flags and, by night, 3 lights 
lured WHITE in a vertical line one over the other, equally spaced at 
idistance of not less than 1 m. and visible from any direction at a 
nautical mile. Failure to comply with this 
“quirement is an offence under the Immigration Ordinance, Cap. 115, 
4ws of Hong Kong and is punishable with a maximum fine of $20,000. 
2 This opportunity is also taken to remind you that it is your duty to 
‘sure that no persons leaves or boards your vessel (except a Port 
*ealth Officer or a Pilot in the course of his duty) and nothing shall be 
‘moved from or taken or placed on board your vessel before 
migration Examination. 
Yaster's Remark: Approaching the Western Quarantine Anchorage 
wthout a Pilot was difficult, because of an enormous quantity of Chinese 
*dlocal junks occupying the very narrow roads, waiting for their turn 
de cleared. Vessel dropped anchor at 0900 hrs. local time and first 
*e'sons to board were 2 Customs Officers who came on board by means 
‘lowered accommodation ladder. They were followed half an hour later 
ythe doctor and thereafter by the ship's Agent and shipchandler. As 
*on as the yellow flag was lowered bumboat people rushed to the ship 
*splaying their merchandise on the aft part of the ship's deck. When 
"migration Officers boarded almost 3 hours later they seemed to be 
‘y upset and asked me immediately to remove all persons not 
*elonging to the ship's crew and furthermore to write a letter to their 
__%¢ explaining why | let anybody board before Immigration had cleared 
“© ship. Fortunately | had hoisted the signal H. N. N. as per Agent’s 
“vice. With few words, they cleared the vessel at 1400 hrs. and | did 
“thave to pay a penalty. They warned me again and told me on my 
quest, after giving me their Circular 1D 245A that nobody including 
oe Officers shall board the vessel except Pilot or doctor before 
5 ™ and whenever the Customs Officers want to board before (which 
ju? Usual case) the Master is to contact MARDEP on Channel 12 
con, asking to contact Immigration Office to get Immigration’s 
te ation for the Customs to board the vessel before Immigration 
Ye cleared her. They told me furthermore not to lower the 
™Mmodation ladder and to repulse any person who tries to board. 
P © Vessel can obtain Pre-arrival Clearance if they have one person 
“Nong the crew coming from a Communist country. 


HONG KONG 


Sailing without a Pilot was also not very easy and | strongly 
recommend Masters to take Pilots whenever entering or leaving the port 
of Hong Kong due to the great amount of traffic in this port. 

MARDEP — Reporting Points: Vessels entering Hong Kong must report 
their passing to MARDEP on Channel 12 VHF at the following points: 

Through East Lamma Channel Through West Lamma Channel 

Wang Lan Island Wang Lan Island 

Potoi Island Potoi Island 

LCS 1 Lamma Channel Buoy 

Lamma Patch Channel Buoy 

LCS 2 Lamma Channel Buoy 

Green Island 


Through Tathong Channel 
Wan Lan Island 

Tathong Point 

Hak Kok Tau (Cape Collinson) 
Lei Yue Mun 


Cheung Chau Island 


Green Island 


RADIO OFFICER’S REPORT: September 1990. 

Pre-arrival Clearance not possible with crew originating from 
communist countries. 

Radio Free Pratique possible. 

Advance Port Clearance possible. 

To obtain entry permission, MARDEP should be informed of the 
following information at least 12 hours before arrival: 
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1. Name/Call Sign. . Arrival Draft. 

2. Flag. 9. Any Defects. 

3. Type. 10. IMO Class 1, 2 and 3. 
4) §Giet 11. Agent. 

5u) LOA: 12. Pilot Yes/No. 

6. Number of Persons on board. 13. ETA Pilot Station. 

7. Reason for Call. 14. Last Port. 


At least 4 hours before arrival: 
1. Name/Call Sign. 
2. ETA Pilot Station. 
3. Any Change to First Message. 
Radio Pratique: 
“Name” “Type” 
“ETA HK’, called “Last Ports in 14 days with dates of departure’, Crew 
“Number”, all healthy, possess valid travel documents and vaccination 
certificates, no infections, disease occured/sick person on board, valid 
Derat Exemption Certificate issued “Date" at “Port” apply for Radio 
Pratique Master. 
Advance Port Clearance (staying one day only): 
Name/Call Sign. 
ETA Hong Kong. 
Nationality. 
G.r.t. 
N.r.t. 
Certificate of Registry, Issue Date, Expiry Date, Annual Date, 
Authority. 
Load Line. 
Safety Construction. 
Safety Equipment. 
Safety Radio. 
Derat Exemption. 
Request Advance Port Clearance. 
Signed Master. 


Send if coming from Australia: 

Hong Kong Official Crew List. 

List of Ports of Call. 

Copies of: Ship's Registry, Safety Equipment, Safety Construction, 

Load Line, Safety Radio, Derat Exemption. 

Agent: 

All Certificates. 

Safety Manning Certificate, 1 copy. 

Last Port Clearance. 

Ordinary Crew List, 3 copies. 

Stores List, 2 copies. 

Customs and Excise Service Form, 2 copies. 

Tonnage Form, 1 copy. 
Quarantine: 

Maritime Declaration of Health, 1 copy. 

Crew List, 1 copy. 
Immigration: 

Officers will not board when Pre-arrival Clearance granted. 

If they do board — Arrival: 1 set of Hong Kong Crew List. 

5 ordinary Crew Lists. 
— Departure: 2 ordinary Crew Lists. 

Police: 

Arms and Ammunition List, 1 copy (will not always attend). 
Customs: 

Stores List, 2 copies (will not always attend). 


AUTHORITY: Marine Department, Harbour Building, 38 Pier Road, 
G.P.O.Box 4155, Hong Kong. Tel: 5-8523001. Telex: 64553 Marhq Hx 
(Headquarters). 63607 Mdvts (Vessel Traffic Centre). FAX: 5449241. 
Cables: Mardep Hong Kong. Contact: Director of Marine. 

AGENT: Jardine Shipping Agencies (Hong Kong) Ltd., 30/F World Trade 
Centre, G.P.0O.Box 70, Hong’ Kong. Tel: 8372580/8372583. 
Telex: 74145/63454 JMSHA HX. Fax: 8811430. 

Associated with Jardine Shipping Agencies. 
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Iceland 


AKUREYRI: 65.41 N. 18.03 W. 


DOCUMENTS: See “Reykjavik”. 

PILOTAGE: Not compulsory but available by arrangement with Harbour 
Master. 

APPROACHES: Natural well protected harbour formed by Oddeyri 
peninsula and the end of the fjord. Entrance to harbour (Pollurinn) has 
a width of 800 m. and depth of 47 m. 

TUGS: One tug available (Damen “Push-Cat 42”, 242 h.p.) 
BERTHING: 


(See Plan) 


Berth Depth 
Berth Length at LW Remarks 
(m.) Cia ines rccehicve 
Krossanes 50 6.0 Oil, fish-oil, meat, 
cement 
Drattarbraut Slipway 
Slippkantur 240 6.0 Ship repairs, 
asphalt tank 
Togarabryggja 1 110 6.5 General cargo 
Togarabryggja 2 67 6.5 General cargo 
Londunarkantur 1 re 6.0 Fish landing 
Londunarkantur 2 65 5.5 Fish landing 
KEA-bryggja Oil 
Tangabryggja 65 55 Cattle feed 
Oddeyrarbryggja 140 7.5 General cargo 
Torfunefsbryggja 100 5.5. Passenger 
Austurbakki 170 7. Fish landing 


STEVEDORES: Working hours: 0800 — 1600. 

MEDICAL: Full hospital facilities available without prior notice. 
TANKERS: At Oddeyri (KEA-bryggja) and Krossanes, there are oil 
berths with depths alongside of 5.0 m. — 6.0 m. 

FUEL: Coal and fuel by arrangement. 

REPAIRS/DRY DOCKS: Two patent slips, one for vessels up to 
200 g.r.t and the other for vessels up to 2,000 g.r.t. Ordinary repairs can 
be effected. Shipyard has a quay of 275 m. length with a depth of 7.0 m. 
Divers available. 

AIRPORT: At Akureyri, 2 km. from the port. 

AUTHORITY: Akureyrarhofn, Oseyri 16, P.O.Box 407, 602 Akureyri, 
Iceland. Tel: (9) 6-26699. Contact: Baldwin Thorsteinsson, Harbour 
Master (After hours, Tel: (9) 6-23664). Guomundur Sigurbjornsson, 
Harbour Director (After hours, Tel: (9) 6-22346). 


HAFNARFJORDUR: 64.04 N. 21.58 W. (See Plan) 
PORT LIMITS: The seaward boundary is drawn as follows: 


Line 1: 020°, from Lat. 64° 02.4’ N., Long. 22° 08.0’ W. (“‘Hraunsnes”). 


Line 2: 272°, from Lat. 64° 04.7’ N., Long. 21° 59.2’ W. (‘‘Balaklettur’’). 

These lines cross at Lat. 64° 04.9’ N., Long. 22° 05.9’ W. 
DOCUMENTS: Documents required for Customs clearance: 

3 copies of Cargo Manifest 

2 copies of Crew List and Passenger List 

1 copy of Crew Declaration to the Customs 

1 copy of Stores List 

Customs Clearance from Last Port. 
PILOTAGE: Pilotage is compulsory for all foreign vessels. The Pilot 
usually boards the vessel 0.5 miles S.E. of the Outer Buoy 
(Valhusagrunn, red). Smaller vessels and Masters familiar with the port 
are invited to proceed to the Inner Buoy (Helgasker, green). The 
Buoyage is IALA “System A". VHF communication with the Pilot on 
Channel 14. 
APPROACHES: Vessels, with a draft of 7.0 m. or greater, are warned 
that shoals exist at Lat. 64° 04.7’ N., Long. 22° 08.8’ W. (1.5 miles x 260° 
from Valhusagrunn Buoy). 
ANCHORAGES: For vessels awaiting the Pilot, a good anchorage is to 
be found 1 mile S.S.E. of the Outer Buoy (Lat. 64° 04’ N., Long. 
22°04’ W.). Smaller vessels may anchor 0.4 miles North of 
Hvaleyrarhofdi (Lat. 64° 03.9’ N., Long. 21° 59.9’ W.). 
VHF: Pilot on Channel 14. 
TUGS: Hafnarfjordur Pilot and tugboat 360 h.p. is available. Further tugs 
can be ordered from Reykjavik. 
BERTHING: The inner harbour is enclosed by 2 breakwaters. The 
Northern one is 200 m. long and the Southern one 450 m. Entrance 
channel is 150 m. wide, 9.0 m. deep, bottom soft clay. 
North Quay: 255 m. long, depth 5.5 m. to 6.5 m., bottom soft clay. For 
general cargo and unloading fish. 
Oseyrar Pier: 130 m. long and 25 m. wide, depth 2.5 m. to 4.0 m. at 
Southern side and 5.5 m. to 6.0 m. at Northern, bottom clay. Mainly 
used for fishing vessels. 
South Quay: 240 m. long, depth 6.0 m. to 7.5 m. bottom clay. For bulk 
and general cargo vessels. 
Finger Pier: 70 m. long, 10 m. wide, depth 5.5 m. to 6.5 m., bottom clay. 
CRANES: Mobile cranes of various capacities are available. 
STEVEDORES: Working hours are 0800 — 1700, Monday to Friday. 
Overtime can be arranged. 
TANKERS: Oil Pier: Inside the head of the Southern Breakwater is a 
berth for oil tankers. Depth 8.0 m., bottom soft clay. Max. draft for arriving 
tankers is 9.5 m. 
Berthing and Mooring: Vessels approach the harbour entrance at slow 
speed heading 098° in the line of 2 red lights. When off the harbour 
entrance, the vessel is swung assisted by tug, the port anchor is let go 
and the vessel comes astern inside the breakwater and is moored port 
side alongside. 
Tidal Variation: Up to 4.5 m. Spring tide average 3.9 m. and Neap tide 


1.5m. 
DENSITY: 1025. 
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TIDAL VARIATION: Up to 4.5 m. 
FRESH WATER: Available at all quays. 
FUEL: Available at all quays. 
CONSULS: Available at Reykjavik (10 km.). 
REPAIRS: Minor repairs can be undertaken. 
DRY DOCKS: None. Slipway for vessels up to 300 tons. 
SURVEYORS: Lloyd's Agents and_ representatives for 
Classification Societies are available in Reykjavik and Hafnarfjordur 
Cargo Surveyors: Konnun hf., Ingolfsstraeti 3, 101 Reykjavik. Tel: 9 
28422. 
CUSTOMS ALLOWANCES: 1 bottle of spirits (0.75 litre 
200 cigarettes or equivalent; 24 bottles of beer or 1 bottle of wine. 
AIRPORT: Domestic airport at Reykjavik 10 km. International airpon; 
Keflavik 35 km. 
TIME: GMT throughout year. 
DEVELOPMENTS: New Quays: South Quay, length 180 m., deg 
8.0m. and Oseyrar Quay, length 140m. depth — 7.0m. To 
constructed from 1991 to 1994. 
AUTHORITY: Captain of the Port, Strandgata 4, 220 Hafnartjordy 
Tel: 91-50492, 91-652300. Contact: S. Hallgrimsson, Captain of th 
Port. 

Board of Direction, Hafnarstjorn Hafnarfjardar, 


Strandgotu ¢ 
220 Hafnarfjordur, Iceland. 


ISAFJORD: 66.05 N. 23.06 W. 


DOCUMENTS: As for “Reykjavik”. 
Certificates: All relevant certificates required. 
PILOTAGE: TFZ Isafjord Radio 2182 kHz. To call Pilot use V4 
Channels 16 and 12 or morse lamps or whistle "G”. 
ANCHORAGE: In Fjord, depth of 6 fathoms. 
MAX. SIZE: Dry cargo vesseis up to 4,000 g.r.t. Tankers up to 30! 
draft. 
HEALTH: Inform Agent. 
RADIO: TFZ 2182 kHz and VHF Channel 16. 
TUGS: Not required. 
MEDICAL: Inform Agent 1 hour in advance. Hospital available. 
FRESH WATER: Always available through hose-pipes. 
FUEL: All grades available advance notice required is 2 hours. 
CONSULS: British, German F.R., Norwegian, Swedish, Danish. 
REPAIRS: All types of repairs possible. 
DRY DOCKS: 1 small dry dock available. 
GANGWAY/DECK WATCHMEN: Necessary. Carried out by crew. 
OPENING/CLOSING HATCHES: Performed by crew. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes each o@ 
member, 400 for Master. 

Wine/Spirits: 1 bottle for each crew member, 2 bottles for Master 

Beer: 24 bottles for each crew member. 48 bottles for Master. 
REPATRIATION: No facilities exist. 
AIRPORT: Distance from port 2 miles, regular flights. 
TIME: GMT. No change. 
HOLIDAYS: Work carried out every day. 
POLICE/AMBULANCE/FIRE: Police: 3258 and 4222. Fire/Ambulant 
3300 and 3333. 
TELEPHONES: None available. 
SERVICES: Compass adjusting, radar, echomaster, specialists. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Isafjardarhofn, Box 183, Isafjordur, Iceland. Tel: 94-32 


KEFLAVIK-NJAROVIK: 64.00 N. 22.33 W. 


DOCUMENTS: As for “Reykjavik”. 

PILOTAGE: Pilotage is compulsory for vessels over 100 tons net. Pi 

is available for all vessels 24 hours per day and is reached via Reykj@ 

Radio. Pilot boards vessel 1 mile outside Vatnsnes. 

ANCHORAGE: Outside the harbour in depths of 27 m. with good hole? 
round. 

Tuas: Use of tug is not necessary. 

BERTHING: Port has concrete pier which will be extended for a le? 

of 110 m., and a wooden quay 45 m. in length. Depth of water in hart 

and alongside wharves is 20 ft. to 45 ft. Entrance is easy for acce® 

STEVEDORES: Working hours: 8 hours per day 0800 to 1700 hrs 

FRESH WATER: Available through hose connection on the quay 

FUEL: Available. 

REPAIRS: 2 shipyards available 

AIRPORT: Keflavik International Airport is only 4 km. away. 

TIME: GMT. No change. 

POLICE/AMBULANCE/JFIRE: All Tel: 2222 

TELEPHONES: None available on board. 

SHORE LEAVE: Allowed. 

AUTHORITY: Harbour Master 


yeSKAUPSTADUR, Nordfjordur: 65.09 N. 13.41 W. 


ocUMENTS: 

Crew List. 

passenger List. 

customs Documents. 

provision List. 

\anifests and Ship's Papers. 

sertficates: Ship's Register. ‘ 
9LOTAGE: No Pilots. Road clear, keep in middle of fjord. 
iNCHORAGES: Depending wind. With North or N.W. winds anchor 
wards South coast and well in the fjord. When N.E. off town towards 
oth coast, but keep clear of small boat moorings. 
wax. SIZE: Length/breadth no restriction. Main quay is 70 m. long and 
+s built right out to the steep bank at the coast. Depth close to jetty 
+m. but increases quickly. 
HEALTH: Free Pratique automatic from Customs Officer. Radio for 
xetor if illness on board. 
gadliO: Neskaupstadur Radio 2182 kHz (TFM) 24 hour watch. VHF, 
cpannels 16 and 26. Range approximately 40 miles. 
TuGS: No tugs but large motor-boats are normally obtainable if 


necessary. we 
BERTHING: No specific requirements unless over 7 m. draft, when 
endering required. 

sTEVEDORES: If possible 24 hours ETA. Preferably before 1600 hrs. 
er commencing next morning. Load or discharge rates according to 


goods. 

WEDICAL: Always send advance notice of required medical attention. 
wospital available, also 3 doctors and dentist. 

TANKERS: Diameters of lines 4 in. and 6 in. Oil companies B.P. and 
Shell have their own small quays. The third company Esso uses B.P. 


DENSITY: Normal. 

FRESH WATER: Shore line on jetty. No barge. 

FUEL: Diesel oil only. 

CONSULS: Denmark Tel: 71299, 71430. France Tel: 71119, 71114. 
REPAIRS: Limited repairs to engines, hull and deck. Good repairs to 
adars, sounders, tiller pilots, etc. 

ORY DOCKS: None. 1 slipway, 450 tons. 

GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: 200 cigarettes a week while in Iceland. 
Only 1 allowance of spirit, i.e. on arrival 1 to 3 bottles according to 
occupation. 

REPATRIATION: Winter flights twice a week or more. Summer every 


‘ay: 

AIRPORT: Distance 3 km. 

TIME: GMT, no alterations. 

HOLIDAYS: Last Thursday April; 17th June; 1st May; 25th and 
26th December; New Year, etc. If work is carried out 31st December, 
4th December, Saturday before Easter and Whitsun double pay is 
daimed. 


_ POLICE/AMBULANCE/FIRE: Telephone office at shore end jetty. 


TELEPHONES: No arrangement to place telephones on board. 
SERVICES: No tank-cleaning equipment. No discharge 
'ank- washings. Compass adjusting available. 

SHORE LEAVE: Allowed. 

DENTIFICATION CARDS: Not required. 

DELAYS: None except if berth not available. 

DEVELOPMENTS: No expected draft increases. New berths are under 
construction but will take unforeseen time. 

AUTHORITY: Hafnarstjorinn, c/o Asgeir Magnusson, Naustahvammi, 
140 Neskaupstad. Te/: 97-71333. Contact: Gisli S. Gislason. 


of 


PATREKSFJORDUR: 65.35 N. 23.59 W. 


XOCUMENTS: 8 Crew Lists, Passenger Lists, Custom Documents, 
“ealth Documents, Manifests, Bills of Lading, Ship’s Papers. 

*LOTAGE: Pilotage not compulsory, but if needed then contact Radio 
alreksfiordur on 2182 M/F. 

‘NCHORAGE: Anchorage is sheltered by the peninsula. 

MAX. SIZE: See “Berthing’”. 

*ADIO: Radio Patreksfjordur on 2182 M/F. 

TUGS: Available. 

SERTHING: The entrance has a depth of 4.7m. to 4.9 m. (15.5 ft. to 
'6it) at LLWST. The harbour has a depth of 6.4 m. (21 ft.) at LW, and 
9m. (33 ft.) at HW. 320 m. of quayage with depths from 5.5 m. to 5.8 m. 


Bf. to 19 ft.) alongside. The harbour can be entered by day and night. 


WVEDORES: Working hours 0800 hrs. to 1900 hrs. 
PROICAL: Hospital available, contact through radio. 

: ESH WATER: Available. No notice required. 

RE L: Available. No advance notice required. 


TEPAIRS: Machine-shop. General repairs can be effected. Diver 
‘ainable. 


AIRPORT: 
Tres. 
ME: GMT. No chan 
, ge. 
HORE LEAVE: Allowed. 
HORITY: Patrekshofn, Patreksfiroi. 


About 26 km. distance from harbour. Regular service, by 


ICELAND 


REYKJAVIK: 64.09 N. 21.56 W. (See Plan) 
DOCUMENTS: 
For the Immigration Office 
1 Crew List. 
1 Passenger List. 
For Customs Authority 

Master's Report on vessel's arrival from abroad. 

Master's Certificate with Manifests of all goods. 

Master's Certificate with Manifests of goods to each port of discharge. 

Health Declaration. 

List of Provisions and other Stores in ship. 

Ordinary procedure at least 5 copies of each manifest (3 for Customs). 
Certificates: 

. Certificate of Nationality. 

. International Tonnage Certificate. 

. Certificate of Seaworthiness. 

. Cargo Ship Safety Construction Certificate. 

. Cargo Ship Safety Equipment Certificate. 

. Cargo Ship Safety Radiotelegraphy Certificate or Cargo Ship 

Safety Radiotelephony Certificate. 

. International Load Line Certificate. 

Passenger ships must have certificates No. 1, 2, 3, 7 and in addition 

Passenger Ship Safety Certificate. 
PILOTAGE: Pilotage compulsory. Telegraphic address: Harbour 
Master, Harbour Office, Reykjavik. Desirable advance notice of ETA 
24 hours and again notice 3 hours before expected time of arrival. VHF 
working Channels 12 and 14 at pilot station and pilot boats. 24 hour 
watch maintained. 

Pilot boat: Grey hull with red and white deckhouse. International 
signals used if necessary. Pilot boat leaves harbour on request and 
meets vessel up to 1 nautical mile off Grotta (East of Buoy No. 6). Most 
frequent boarding place is Buoy 7 Kollafjordur. 

ANCHORAGES: Good anchorage at Kollafjordur in 30 to 35 m. water 
1.5 miles North of Engey Lighthouse. Anchorage prohibited in 
neighbourhood of harbour entrance. 

RESTRICTIONS: All day service. Draft in old harbour restricted at 
MLWST to 18 ft. In Sundahofn to 26 ft. No other restriction. 

MAX. SIZE: Longest straight quay 315 m. Breadth unrestricted. Depth 
26 ft. at MLWST (29 ft. at MLWNT). At present 2 installations for oil 
carriers to discharge through submerged pipe-lines. Moorings for up to 
25,000 d.w.t. ships. 

HEALTH: Pratique obtained through Customs Authorities. In case of 
suspected disease notify port office or Agent in advance. 

RADIO: Reykjavik Radio TFA. 

RADAR/VHF: No harbour radar. Pilot office can be contacted by VHF 
Channel 16. Working Channels 12 and 14. 

TUGS: Tugs meet vessels on roadstead. Ship's lines used. Two 
ocean-going tugs of 800 h.p. and 1 smaller tug available. 

BERTHING: Larger vessels preferably handled at high water. 

Old Harbour: The Old Harbour is protected by 2 moles leaving a 100 m. 
wide entrance. It is divided into the West Harbour and East Harbour. 
The Old Harbour is a fishing harbour where coastal and passenger traffic 
is also served. In the Old Harbour there are several areas for ship 
maintenance, the main slipways and a great number of firms specialised 
in services for the fleet. Quayage is about 2,900 m., of which there are 
600 m. only for smaller fishing craft. Draft at the entrance is 7.0 m. (23 ft.) 
at MLWST, and depth at quays 5.5 m. to 6.5 m. (18 ft. to 21 ft.), bottom 
is sand and mud. 

Sunda Harbour — Vatnagardar: This area is the largest for general and 
containerised cargo, with a special quay for grain and a container 
terminal with a 1 x 32 ton Paceco Portainer with an outreach of 31 m. 
Ro-Ro ramp available. The entrance to the area is not restricted and 
water depth is more than 8.0 m. (26 ft.) at MLWST. Length of quays is 
780 m., with a water depth of 8.0 m. (26 ft.) at MLWST. Bottom is sand 
and mud. 

Sunda Harbour — Kleppsvik: Another harbour area for general cargo is 
in Kleppsvik. The entrance is a 50 m. wide channel dredged to 7.0 m. 
(23 ft.) at MLWST. The water depth at the quay is also 7.0 m. (23 ft.). 
Length of quay 250 m. 

Sunda Harbour — Grafarvogur: This area is used for discharging and 
storing of cement, gravel and asphalt for industries in the vicinity. An 
approach channel has been dredged to 4.0 m. (13 ft.) at MLWST and 
water depth at the quay is 4.5 m. (14 ft.) 

Ejosvik: In Eiosvik there is a quay for the State Fertiliser Plant. The 
entrance is unrestricted with deep water to the quay. Eiosvik offers the 
best natural site for large ships in the Port of Reykjavik. 
STEVEDORES: Stevedoring must be arranged in advance preferably 
by Agent. Working Hours: 0800 — 1700 hrs. With labour unions 
permission, work may be carried out until 2200 hrs. and on Saturdays. 
MEDICAL: Medical attention available without notice. For hospital stay 
or surgical operation advance notice desirable, either through Agent or 
port office. 

TANKERS: Submarine pipe-lines diameter for discharging are 8 in. 
2 terminals handling vessels of 15,000 — 25,000 g.r.t. Vessels moor to 
buoys. 

DENSITY: Salinity varies from 33.6% to 35.0% giving sea water density 
about 1027 in average. 

FRESH WATER: Water delivered from taps at quay at rate of 
20 t.p.h.— 30 t.p.h. 

FUEL: Grade of fuel oil 200 — 400 sec. Supplied by barge or lorry. 
FIRE PRECAUTIONS: Ordinary precautions for handling of dangerous 
goods applied. 

SURVEYORS: Lloyd's Register, Norske Veritas, Germanischer Lloyd 
and Bureau Veritas. 

GANGWAY/DECK WATCHMEN: Ship's gangway to be used. 
Watchmen services from ashore not necessary but can be arranged if 
asked for. 

OPENING/CLOSING HATCHES: Carried out by stevedores. 


Ouhwon— 
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CONSULS: 
Belgium Consul General Tel. 20000 
Brazil Consul e 11500 
Canada Consul General "680820 
Chile Consul "38640. 
Czechoslovakia Commercial Attache "19823 
Denmark Embassy "621230 
Finland Embassy "621577 
France Embassy thee 17627 
Germany F.R. Embassy {Et 535 
Greece Consul "24303 
Israel Consul General 685300 
Italy Consul General 623042 
Japan Consul 82800 
Mexico Consul y? We, 25430 
Netherlands Consul General "678333 
Norway Embassy "13065 
Poland Commercial Attache 5 625710 
Portugal Consul "686166 
Spain Vice-Consul ” 695500 
Sweden Embassy "82022 
Switzerland Consul ” 625870 
Turkey Consul General "688588 
U.S.S.R. Embassy } 15156 
United Kingdom Embassy ’ 15884 
U.S.A. Embassy 29100 


REPAIRS: All kinds of ship repair possible. 

DRY DOCKS: Only slipways available up to 2,000 metric tons weight. 
Dimensions: Length 85 m., breadth 13.6 m. 

CUSTOMS ALLOWANCES: 200 cigarettes or equivalent. 0.75 litre 
beverage, 24 bottles beer. 

REPATRIATION: Can be arranged. 

AIRPORTS: Reykjavik Airport within 10 minutes drive. Mostly for local 
routes. Keflavik Airport 50 km. distance, served regularly by airlines both 
to Europe and America. 

TIME: Icelandic Summertime used all year round and is same as GMT. 
HOLIDAYS: January 1st (New Year's Day); Maundy Thursday; Good 
Friday; Easter Monday; May 1st; Ascension Day; Whit Monday; June 
17th (National Day); First Monday in August (Bank Holiday); Christmas 
Day and Second Christmas Day. On Christmas Eve and New Year's 
Eve work stops at noon. Dock work goes on on Bank Holiday and by 
Labour Union permission work may be carried out on Saturday against 
overtime payment and exceptionally at night until 2200 hrs. 
POLICE/AMBULANCE/FIRE: Police (Main station) 11166; Police 
(Harbour Station) 10145; Ambulance 11100; Fire 11100. 
TELEPHONES: Telephone connection can be arranged at some berths 
in the old harbour and in Sundahofn telephone connections will be at 
the ; 

SERVICES: Compass adjusting carried out by private firm as well as 
tank cleaning. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Identification card must be carried. 
DELAYS: Normally no delay is to be expected beyond that caused by 
normal customs clearance. 

GENERAL: Engines may not be run while ship is berthed. 
DEVELOPMENTS: Extension of terminal facilities at Sundahofn under 
preparation. 

AUTHORITY: Port of Reykjavik, Box 382, 121 Reykjavik, Iceland. 
Tel: 354-1-28211. FAX: 354-1-28990. Contact: Hannes Valdimarsson, 
Port Director. 


SIGLUFJORD: 66.10 N. 18.50 W. 


DOCUMENTS: As for “Reykjavik”. 

PILOTAGE: Compulsory. Pilot meets vessel about 400 m. from harbour 
entrance. 

ANCHORAGE: East of harbour in depths according to draft. Depth 25 m. 
to 30 m., good holding ground. Gales from North set heavy sea, vessels 
then seek anchorage in small bay S.W. of Siglunes. 

RADIO: Siglufjordur Radio TFX 2182 kHz. 

VHF: Channels 16, 24, 26 and 27. 

TUGS: None available. 

BERTHING: There are several piers and wharves inside the North Mole, 
4 quays used by larger vessels have depths up to 23 ft. at LW. The 
quays have lengths from 50 m. to 125 m. 

STEVEDORES: Available. Working hours 0700 to 1200 and 1300 to 
1700. Overtime can be arranged. 

MEDICAL: All facilities available. 

FRESH WATER: Available. 

FUEL: Available in general grades only. 

CONSULS: Denmark Tel. 71672 Sweden Tel. 71440 
REPAIRS: Repairs to moderate size vessels can be obtained. Diver 
available. 

GANGWAY/DECK WATCHMEN: Necessary. 

OPENING/CLOSING HATCHES: Stevedores normally perform this 
work. 

CARGO GEAR: Ship's own gear (no cranes). 

TIME: GMT. No change. 

POLICE/AMBULANCE/FIRE: All tel. 71170. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

AUTHORITY: Siglufjardarkaupstadur, Granugotu 28, 580 Siglufjordur, 
Iceland. Tel: 71237, 71433. Contact: K. Rognvaldsson, Captain of the 
Port. 
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(See Plan) 


SKAGASTROND: 65.50 N. 20.20 W. 


DOCUMENTS: As for “Reykjavik”. 

PILOTAGE: Pilots are available. When approaching port, order Pj, 
through Agent if required. 

MAX. SIZE: Max. draft 19 ft. 

MEDICAL: Doctor available but located in Blonduos 20 km. away, doc 
visits Skagastrond 3 days a week. 

FRESH WATER: Available. 

FUEL: Available. 

GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by stevedore, 
REPAIRS: Small repairs available. 

AIRPORT: Nearest 20 km. away in Blonduos. 

TIME: GMT. No change. 

POLICE/AMBULANCE/FIRE: Police Station and Firemen in the poq 
TELEPHONES: Available. 

SHORE LEAVE: Allowed. 

AUTHORITY: Arnason Berger, Straumnes, 545 Skagastrond, Icelan 
Tel: 95-4614. 


STRAUMSVIK: 64.03 N. 22.03 W. 


PORT LIMITS See “Hafnarfjordur’’. 
DOCUMENTS: Documents required for Immigration and Customs: 
Cargo Manifest. 
Crew and Passenger List. 
Crew Declaration to the Customs. 
Stores List. 
Customs Clearance from Last Port. 
PILOTAGE: See “Hafnarfjordur”’. 
APPROACHES: See “Hafnarfjordur’. 
ANCHORAGE: For vessels awaiting the Pilots, a good anchorage ist 
be found 1 mile S.S.E. of the Outer Buoy (Valhusagrunn, red). Lat. & 
04' N., Long. 22° 04’ W. 
TUGS: See “Hafnarfjordur’. 
BERTHING: This harbour is operated by Hafnarfjordur. Inside th 
breakwater is a berth, 220 m. long and depth 12.0 m. The entrang 
channel is 160 m. wide with a depth of 10.0 m. 
CRANES: Two 8 ton harbour cranes for handling general cargo. 
BULK CARGO FACILITIES: There is a suction unloader for dischargit 
alumina. 
DENSITY: Mixed salt and fresh water. 
TIDAL VARIATION: Up to 4.5 m. 
FRESH WATER: Available. 
FUEL: Available. 
CONSULS: Available at Reykjavik (10 km.). 
REPAIRS: See “Hafnarfjordur”. 
DRY DOCKS: See “Hafnarfjordur’. 
SURVEYORS: See ‘“Hafnarfjordur’. 
Cargo Surveyors: Konnun hf., Ingolfsstraeti 3, 101 Reykjavik. Tel: 9 
28422. 
CUSTOMS ALLOWANCES: 1 bottle of spirits (0.75 litres); 2) 
cigarettes or equivalent; 24 bottles of beer or 1 bottle of wine. 
AIRPORT: Domestic airport at Reykjavik 10 km. International airport’ 
Keflavik 35 km. 
TIME: GMT throughout year. 


(See Play 


SHIPMASTER’S REPORT: June 1985. 

Pilotage: This is a satellite port under the jurisdiction of Hafnarfjom 
Harbour Authority, who supply Pilots. Prior notice via Agents. Coni 
by VHF to “Hafnarfjordur Pilots’, but will also answer to ‘Straumsi 
Pilots’. Pilot boards 1 — 1.5 miles outside harbour. 

Restrictions: Large ships berthed and unberthed in daylight only. 
Max. Size: Normal max. length 210 m. O.A. Beam unlimited. Def 
12 m., and max. draft guaranteed by charterers 37 ft. (11.28 m.). 
Berthing: This port is very small, with one berth only on the inner s* 
of the breakwater. Ships handled comprise about 4 vessels a yea 
up to 60,000 d.w.t. importing Alumina from Australia for the !celan 
Aluminium Company smelter. Also about 65 vessels a year, of less ( 
3,000 tons load Aluminium ingots for export. 

Tugs: On berthing a tug with bollard pull of 10 to 12 tons, which trav 
from Reyjavik, is used forward, and the pilot boat, with bollard pul’ 
3 tons is used aft. In the case of large vessels ships berth he 
in/port side to. 

Cargo Operations: One suction unloader discharges Alumina at 20 
250-300 t.p.h. For 38,000 tons allow 6 days in port. No public holid# 
are observed while discharging Alumina. Two travelling cranes ® 
available for loading ingots (8 tons at 20.8 m. radius). 

Density: Salt water. 

Fuel: Not available. 

Fresh Water: Available at about 16 t.p.h. 

Provisions: Available at high cost from Hafnarfjordur or Reykjavik 
Other Facilities: None. All minor repairs, medical, Agents, etc., will 1 
from Reykjavik. There is no permanent population at Straumsvik 
Directions: A group of three conspicuous silos, painted red and wi 
and about 35 m. in height, are located close to the root of the breakw® 
and are visible from many miles away. 


AUTHORITY: Captain of the Port, Strandgata 4, 220 Hafnarfjordur 
91-50492, 91-53444. Contact: S. Hallgrimsson, Captain of the Pot 

Board of Direction, Hafnarstjorn Hafnarfjardar, Strandgotu 6, - 
Hafnarfjordur, Iceland. 


yeSTMANNAEYJAR: 63.30 N. 20.14 W. (See Plan) 


UMENTS: 

Health Certificate. 

Crew List. 

passenger List. 

Manifest. 

Ship's Register. ; ; 
pILOTAGE: Pilotage compulsory, day and night service. Ship to advise 
wer Vestmannaeyjar Radio ETA. Pilot always available but 1 hour's 
savance ETA is required. 

ANCHORAGE: There are anchorages with depths from 24 m. to 34 m., 
sood holding ground about 0.5 miles North of harbour and on North side 
peninsula in depths of 28 m. to 34 m.; this anchorage is exposed to 
wads between West and North. 

RESTRICTIONS: No restrictions except for largest vessels. They must 
enter at high tide. 

MAX. SIZE: 5,000 g.r.t. 

RADIO: Vestmannaeyjar Radio. VHF available. 

TUGS: Normally join in-coming vessels at anchorage. The use of tug is 
optional. 1 Tug, 500 h.p. 

STEVEDORES: Available. Ordered by Agent. Working hours: 0800- 
*700 hrs., Monday-Friday. 

CRANES: 2 mobile cranes, capacity up to 15 tons. 

MEDICAL: Not necessary to receive advance notice. Hospital facilities 
and doctors available. 

TANKERS: Discharge lines, 7 in. No deballasting facilities available. 
FRESH WATER: Shore installations on every berth. 

FUEL: All grades available. 

CONSULS: Denmark, Germany F.R., Norway, Sweden and United 
Xingdom. To be called through Vestmannaeyjar Radio. 

REPAIRS: All repairs possible. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Stevedores. 

CUSTOMS ALLOWANCES: For each crew member; 100 cigarettes or 
20 cigars or 100 grm. tobacco, and 1 bottle spirits. 

AIRPORT: Local airport. Daily connection to Reykjavik. 

TIME: Local time GMT. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
| May); Ascension Day; Whit Monday; National Festival Day (17 June); 
Prayer Day; Christmas Day (25 December). No work on New Year's 
Day, Good Friday, Easter Sunday, Whit Sunday, 17 June, Christmas 


Day. 

POLICE/AMBULANCE/FIRE: All tel. 1666. 

SERVICES: Radio, radar services etc. Divers available. 

SHORE LEAVE: Allowed. 

\DENTIFICATION CARDS: Not required. 

DEVELOPMENTS: Depth of entrance to harbour to be increased to 
65m. New Quays on North Side of harbour to be built in the near future. 


SHIPMASTER’S REPORT: August. 1985. 

Vessel: Research vessel, length 55 m. 

Approaches and Pilotage: Heimaey is the harbour on the largest island 
nthe Vestmannaeyjar Group; off the S.W. corner of Iceland. It is 
principally a Fishing Port, and is one of the few places providing shelter 
on the South Coast of Iceland. 

ETAs are sent to Vestmannaeyjar Radio. 

The Pilot normally boards from a white and red tug, between Heimaey 
and Barnarey Islands, but in S.E. gales a vessel should go to the North 
side of Heimaey. 

A narrow, tortuous channel, with high cliffs on the North side, and a 
recent (1973) lava flow on the South, leads into an old Volcano crater 
where a port has been built. 

Serths: The quays are modern, and well fendered. We found the harbour 
ulof Fishing Boats, but space is kept for visiting vessels. Turning room 
& oe and high winds could make it difficult. The Pilot Tug assists 
as required. 

Officials/Documents: \celandic Officials can be very strict. 

|prepared: 2 Crew Lists, 2 Ship Store Declarations (British Form C14 
Was accepted, as this was similar to the Icelandic Form). 2 Lists of Items 
Bond — including Beer. 2 Personnel Declarations. 2 Ship's Bar 
Declarations (Including Beer). 

Services: A courteous and efficient service was provided. 

Water Supplied ex-quay at 10 t.p.h. 

Fuel Delivered by Road Wagon, 5 tons at a time. Both IFO 30 and 
ion Oil were available. We were able to alter the stem without any 

er. 
Provisions: Small quantities available through the Agent on 
Wednesdays. 
Repairs: There are several Slips for fishing vessels. 
sfanes: Mobile cranes are easily available. 
vommunications: Flights are frequent to Reykjavik, and there is a ferry 
‘othe Mainland. 
“ecreational Facilities: The main Tourist Attraction is the Volcano, still 
smoking from the 1973 eruption. 
_,G00d views of the spectacular Harbour and Entrance can be had by 
*imbing up into the surrounding hills. The commercial area, near the 
ks, is mainly taken up by the Fishing Industry. There are a few shops, 
@Bank and a Post Office. Prices are reported to be high. 
here are some Snack Type Bars. Beer is Banned! Spirits are 
‘allable — at a price. 


AUTHORITY: Harbour Master. 


NOTES 


Please also advise Shipping Guides Ltd. 


ICELAND 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 


India Sailing Plan (SP) consists of items A, B, E, F, G, 1, L, M,N, 0» 
V, W; items C or D and H should be added, 
entering the area. 


GENERAL (See Plan) Position Report (PR) consists of items A, B, C or D, E, F, N. 
Deviation Report (DR) consists of items A, B, C or D, E, F, L, N ang: 
SHIP REPORTING SYSTEMS: if appropriate. ; 
Description: Final Report (FR) consists of items A, B, C or D; items E, F, K ay 
The Indian Ship Position and Information Reporting System (INSPIRES) L should be added when leaving the area. 
is mandatory for all Indian merchant vessels including coastal and fishing The International Code of Signals should be used to send signa 


vessels of more than 300 g.r.t. Other vessels within the reporting area — where language problems exist. Items T and U must be included by; 

are invited to participate in the system. The purpose of the system isto _Indian vessels; other vessels can include these items in the Sailing Pz 

provide date for SAR operations, vessel traffic management, weather (SP) at their discretion. 

forecasting and the prevention and containment of marine pollution. Transmission of Messages: 

Vessels participating in the system send regular reports through selected INSPIRES messages will be accepted free of charge by Indian Nay 

radio stations (see “Transmission of Messages’). Communications Centres (COMCEN) Bombay (VTF) and Viz: 
(Vishakhapatnam) (VTO). Reports sent through Bombay Radio (VE 
and Madras Radio (VWM) are chargeable at present but likely to} 


Reporting Area: made free in the near future. Ships are advised to use telex throug 
The sea area within the limits defined by the following: their agent for the SP report. Vessels fitted with WT are requested; 
(a) The India-Pakistan border at the coast. assist vessels fitted with RT only to relay Position Reports (PR). 

(b) 12°.N., 63° E. COURTESY FLAG: Correct flag to be flown by foreign ships visite 
(c) African coast from 12° N. to 30° S. Indian ports is Indian Merchant Navy Ensign (a red flag with a length; 
(d) 30° S., 95° E. and Northwards to the coast. one and one half times the width and with National Flag of Ing 


superimposed in top quarter next to staff) and not Indian National fig 
SHIP’S OFFICER’S REPORT: Apart from the various forms and Cry 
Lists, etc., the Customs Boarding Officer also requires a List of Priva 
Property in possession of the Master, officers and crew on Form No} 
in duplicate and the local Agents need 2 more copies of the same fy 
clearing the vessel inward. This procedure is followed when a vesy 
arrives from abroad or even when she is arriving from an Indian Po 
It is common in both the cases. 


Requirement for Messages: 
There are four types of messages, each containing a selection of the 
items listed in the Form of Message below: 

1) The Sailing Plan (SP) should be sent just prior to sailing or as 
soon as possible after sailing from a port within the reporting area, 
or when the vessel enters the area. 

A Position Report (PR) should be sent every day according to 
the schedule below: 
(a) West of 80° E. 
Latitude of vessel O°-10° N. 0400-0455 GMT. 
10° N.-20° N. 0500-0555 GMT. 
20° N.-30° N. 0700-0755 GMT. 
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°—30° S. 0400-0455 GMT. 
(b) East of 80° E. 
Latitude of vessel O°-10° N. 0300-0355 GMT. 
10° N.—20° N. 0500-0555 Sooke 
North of 20° N. O600—0655 GMT. r 
nat Cavalli i Ag coceall ALLEPPEY: 09.29 N. 76.23 E. 


3) A Deviation Report (DR) should be sent when the ship's position ORT LIMITS: On the North by a line drawn from the North bounds 
varies significantly from the position that would have been  pijiar (white masonry structure) to 7 fathoms of water. On the Southt 
predicted from previous reports, when changing the reported 4 jine drawn from the South boundary pillar, S.W. to 5 fathoms of wat 
route or as decided by the Master. aes and thereon West to 7 fathoms of water. On the West by a line runnit 

4) A Final Report (FR) should be sent on arrival at destination or — \jorth to South joining the Northern and Southern boundary lines. 0 


when leaving the INSPIRES area. ; the East by the beach road from the North boundary pillar to a stor 
Brief reports on cyclones, deep depressions, defect and damage on the beach road 220 ft. East of South boundary pillar. 

to the participating vessel and marine pollution may be sent at pO CUMENTS: 

the discretion of the Master. (a) For Port Office: 


Last Port Clearance (original for verification and return). Ship 
Registry (original for verification and return). Load Line Certificate (t 


Form of Messages: perusal and return). Safety Radio Telegraphy Certificate (for pers 
The first line of every message is always INSPIRES/message type (SP, and return). Safety Equipment Certificate (for perusal and retur 
PR, DR, FR or title in full for other reports). Subsequent lines start with Passenger List (1). Crew List (1). Deck Cargo Certificate (1). 
the line identifier; the line identifier and other data items on aline should (b) For Customs: 
be separated by /. Lines are terminated by //. Application for Entry Inwards. Last Port Clearance. Port Office Ent 
Key to line identifiers: Certificate. Arrival Report. Particulars required by Customs ' 
A/ Vessel name / Call Sign // approved form. Favour Parcel Certificate. Gift Parcel Certificat 
B/ Time (GMT) // — (date and time of report 6 digits, day of month Health Report. Opium Certificate. Arms and Ammunition Certificet 
(2), hour and minutes (4)). Import Manifest. Passengers List. Stores List, Crew List, and Privé 
C/ Latitude / Longitude // — (latitude 4 digit group in degrees and Property Declaration. Ship's Currency Declaration. ILH Receipt. 
minutes with N. or S.; PILOTAGE: None. Open roadstead port. 
longitude 4 digit group in degrees and ANCHORAGES: Approach to port free from navigational dangers. 1 
minutes E. anchorage, 3 miles offshore, provides good holding ground. 
D/ Position // (True bearing (3 digits) and distance in n. miles | MAX. SIZE: Being open roadstead, vessels of any size can ancy 
(2 digits) from clearly identified landmark (state landmark)). according to draft. 
E/ Course // — (true heading, 3 digit group). HEALTH: Port Health Officer may be contacted by telegram address 
F/ Speed // — (in knots and tenths of knots e.g. 155=15.5). “Cyclone Alleppey” for issue of Pratique certificate. Procedure to? 
G/ Port of departure // (name of last port of call). followed in Indian Port Health Rules. 
H/ Time / position / of entry into the system //— (Time as B, Position RADIO: Morse system of signalling by light and_ signalling ' 
as C or D). International Code flags alone are available. Vessels code can be us 


Destination / ETA // — (name of port and ETA as B). as Call sign. 


1/ 

J/ Pilot carried //— (state whether deep sea or local pilot is on board). | VHF: Port Office on Channel 16. 

K/ Time / point of exit from the system — (time as B, position as C TUGS: 2 tugs owned by Port Department render services 
or D). requisitions from Agents. Tugs usually approach vessels after anchom™ 

L/ Route // — (Position of each turn point should be given as in C, BERTHING: No Berths. Electric cranes on the pier. 
Reve with type of intended track between e.g. RL—Rnumb line, | MEDICAL: Government hospitals available. 
GC-Great circle or Coast (in this case ETA of passing significant DENSITY: 1025. 
points expressed as in B should be given)). FRESH WATER: Only available in very small quantities. 

M/ Radio communications // — (state full name of stations and FUEL: Not available. 
frequencies guarded). CONSULS: Nil. 

N/ Time of next report // — (as for B). REPAIRS/DRY DOCKS: None. 

O/ Draft // —(in metres and centimetres — 4 digits). GANGWAY/DECK WATCHMEN: Available. 

P/ Cargo // — (brief details of any dangerous cargoes). OPENING/CLOSING HATCHES: By stevedores. 

Q/ Defects or damage // —(Brief details of any defects, damage or REPATRIATION: Crew changes are effected subject undertaking’ 
other limitations.) Owners through Agents. 

R/ Pollution // — (brief details of type of pollution and position as C AIRPORT: Cochin, 62 km. North of Alleppey. Internal flights only. 
or D). TIME: GMT plus 5.5 hours. 

S/ Weather // — (brief details of cyclonic conditions only). HOLIDAYS: For work on approved closed port holidays and nat’ 

T/ Ship's Agent // -(name and particulars). holidays labourers have to be paid extra in addition to wages. | 

U/ Ship's size/type // (length, breadth in metres, gross tonnage and POLICE/AMBULANCE/FIRE: Emergency (Fire and Police) L 

pe). Alleppey Exchange. 

Y/ Medical personnel // (doctor, physician's assistant, nurse or no SHORE LEAVE: Crew allowed to land. Foreigners required obtain? 
medic). permission of Police authcrity through Agents. 

W/ Number of persons on board IDENTIFICATION CARDS: Necessary only when crew land asho® 

X/ Remarks // -(any other information — brief details). AUTHORITY: Port Officer. Te/: 2213, home 3594. 
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se0| BUNDER: 22.31 N. 70.02 E. 


UMENTS: 

+ Maritime Declaration of Health. 

+ Last Port Clearance. 

6 Crew Lists. 

6 Passenger Lists 

4 Stores Lists. 

4 Private Property List of crew and officers. 

4 Certificates of Currency, Arms and Ammunition and Deck Cargo. 

+ Same Bottom cargo list. 

+ Hazardous Cargo List with categories. 
Certificates: 

Ship's Register. 

toad Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Exemption Certificate. 

Cargo Gear Certificate. 
PILOTAGE: Vessels anchor at roads as pilotage not compulsory; 
sowever, if requested in advance by Master to “Portal Bedi’, ship may 
ve piloted from Pirotan Lighthouse to Rozi Anchorage about 7 miles 
som port by local Pilot Guide. Pilot boards vessel off Pirotan Island Light 
Lat. 22° 36’ N., Long. 69° 57’ E.). 
ANCHORAGE: Lighterage port. Vessels anchor at Rozi Anchorage 
spout 7 miles from port, where good anchorage up to 7 fathoms at LW. 
HEALTH: Pratique granted on delivering Maritime Declaration of Health 
‘) Customs Officer on boarding. Vessels having touched yellow fever 
aea prior to arrival granted Free Pratique by Mosquito Party to be 
deputed from Kandla, which can only be arranged by prior notice failing 
which vessel has to proceed either Kandla or Bombay for Free Pratique. 
RADIO: Call sign VUKS. Working hours: 

0930 — 1130 hrs. 1730 — 1930 hrs. 
1330 — 1530 hrs. 2130 — 2330 hrs. 

Frequency 600 m. or 500 kHz, working at 429 m. and calling at 500 m. 
TUGS: Port tug available for use at anchorage. 
BERTHING: No berths. 
STEVEDORES: Agents and stevedores require advance ETA of 
24 hours for preparing labour gangs. Daily loading is 400/500 tons for 
bagged cargo. 
MEDICAL: 24 hours notice required for medical service. Government 
hospital at Jamnagar where vaccination/fever injection services 
available. 
DENSITY: 1025. 
FRESH WATER: Supplies by barge capacity 50 tons. Possible supply 
about 50 tons every alternate tide subject adequate supply of water in 
port area. 
FUEL: None. 
GANGWAY/DECK WATCHMEN: The services of watchmen are 
recommended. 
OPENING/CLOSING HATCHES: By ship's crew. 
CONSULS: None. 
REPAIRS: No facilities for repairs to ships. 
ORY DOCKS: None. 
AIRPORT: Jamnagar —7 miles from city. Daily flight Jamnagar-Bombay. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Non-working days and work not permitted even on payment 
of overtime charges: Indian Republic Day; Bakri-ld; Holi; Muharram; 
Gokulastami; Dasehra; Diwali; Ramzan-ld. 
POLICE/AMBULANCE/FIRE: District Superintendent of Police 100 and 
3795; Ambulance/Casualty Department 4444; Fire 101. 
SHORE LEAVE: Crew members allowed ashore in emergency or for 
medical treatment. Necessary police permits take 48 hours. 
REGULATIONS: No launch services available for crew. Only 5 ships 
allowed to work at time at anchorage. Further arrivals wait turn. 
DELAYS: Delay expected for loading and discharging in monsoon due 
‘0 limited number of barges available. 
GENERAL: Tidal port and barges loaded and sent out to ship during 
\de time only. Loading of barges carried out manually. 
DEVELOPMENTS: The scheme of creating additional facilities, road 
connection, transit godowns, electrification and water supply and cranes, 
sic. near mouth of creek. This newly developed area is completed and 
connected by good all weather road with City of Jamnagar. 
AUTHORITY: Port Officer. 


BELEKERI: 14.43 N. 74.15 E. (See Plan) 


PORT LIMITS: North: A line drawn due West from Kawada Guda Peak 
mo the sea up to 7 fathoms of water starting from a point 50 yards 
above high-water mark of the shore. 

“ast: Seashore of Belekeri Bay 50 yards above high-water mark from 
North Boundary Mark to rocky promontory in Lat. 14° 40’ N. including 
Ne Belekeri Creek and all branches thereof, as far as navigable and 
Ne shores and banks within 50 yards of high-water mark Spring tides 
cluding Islands. All patta lands and other private sites excluded. 
South: A line drawn due West from a point 50 yards above high-water 
tee rocky promontory in Lat. 14° 40’ N. into the sea up to 7 fathoms 
o water, 

Wa A line joining the two 7 fathom points in the sea. 

ANCHORAGE: The anchorage for shallow draft vessels in open 
Sadstead is with Kukra Island bearing 080°(T) distance about 1.5 miles 
K depth of 27 ft. to 29 ft. Anchorage for deep drafted vessels is with 
ukra Island bearing 080°(T) distance about 2.5 miles in depth 34 ft. to 
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DOCUMENTS: 

8 Crew Lists. 

2 Manifests of Stores. 

2 Private Property Declarations. 

2 Currency Lists. 

1 Maritime Declaration of Health. 

3 Passenger Lists. 

4 Import Manifests. 

Last Port Clearance. 
Certificates: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Vaccination and Inoculation Certificates. 
PILOTAGE: Not necessary. Vessels anchor in stream and in open sea. 
Ships can be manoeuvred under guidance of Port Officer. 
HEALTH: Medical Officer, Ankola acts as Port Health Officer. Free 
Pratique to incoming vessels granted by radio. All vessels calling from 
foreign destination must send radio message addressed ‘Medical 
Officer, Ankola”, at least 48 hours before entering, giving last port of 
call, number of crew, health conditions, ETA and requesting Pratique; 
same message must be repeated to Agents also, on which Pratique 
granted on shore. Anchoring time is Pratique time. For vessels from 
Indian ports Pratique not required. Vessels which have taken on board 
passengers or crew from yellow fever areas within 30 days of departure 
from such ports will be under quarantine. Free Pratique will not be 
granted until Mosquito Search Party, from nearest major port (i.e. 
Cochin, Goa or Bombay) has inspected, disinfected and certified that 
ship fit for granting Pratique. Master to inform Agent well in advance if 
arriving from yellow fever area to enable arrange Mosquito Search Party 
for quick Pratique. 
RADIO: Recommended to give ETA or Pratique messages via Goa or 
Bombay Radio. 
BERTHING: No berths. 
STEVEDORES: ETA required at least 48 hours prior arrival order Agents 
advise Shippers and stevedores. 
MEDICAL: No hospital but good medical aid given at Karwar, 20 miles 
distant. In case of inoculations and vaccination at least 2 days advance 
notice to be given for vaccines to be brought from Hubli or Bombay, 
distance 100 and 150 miles respectively. 
DENSITY: 1025. 
FRESH WATER: Can be supplied from Karwar by water barge. 
FUEL: None. 
CONSULS/REPAIRS/DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Generally done by ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes allowed per crew member. 
Wine and/or Spirit: 1 bottle of light spirit and 1 bottle of hard spirit per 
crew member. 
CARGO GEAR: Valid International Cargo Gear Certificate not more than 
12 months old. Validity shall cover whole period of loading and 
fests ae 
REPATRIATION: Arranged from Goa or Bombay. 
AIRPORT: Nearest airports Goa or Bombay. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Observed as declared by Port Authorities. Non-working 
days when work not permitted even on payment of overtime: Republic 
Day (26th January) and Gandhi Jayanti (2nd October). 
POLICE: Tel: 49. 
SHORE LEAVE: Permission may be obtained (Chinese personnel not 
allowed to land on shore). 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Port Conservator, Belekeri, Ankola, Uttar Kannada 
District, Karnataka State, India. Tel: Belekeri 22. 


BHAVNAGAR: 21.47 N. 72.08 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Last Port Certificate. 

Manifest on prescribed form (3 copies). 

Declaration of private and personal property. 

2 Copies of Crew List. 

Customs circulation copy issued by Boarding Officer of last Indian 

Port of call. 

Place and date of Derat Certificate. 
Certificates: .Registration; Safety Equipment; 
Telegraphy; International Load Line. 
PILOTAGE: Pilotage should be arranged in advance through ship's local 
Agent who may be contacted via the port radio, call-sign VUJ-9. An ETA 
should be sent at least 48 hours in advance in order to arrange Pilot. 
Pilotage is compulsory. Pilot boat is normally a tug boat which can be 
contacted by VHF. Pilot station is 4.5 miles N.N.E. of Piram Island 
Lighthouse and pilot boat will only be on station when the vessel is 
scheduled to arrive. Vessels should arrive at pilot station about 2 hours 
prior to time of HW and are advised not to anchor awaiting a Pilot but 
to make a reciprocal course until arrival of the pilot boat. 


Safety Radio and 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


ANCHORAGE: Vessels up to 35 ft. draft are anchored about 3 miles 
Eastward of Perigee Light Vessel (increased from 31 ft. on a trial basis). 
All vessels at anchorage are loaded and discharged by means of 
lighters. 

Hace onan guidance to the Master of the Ship arriving at Bhavnagar 
Anchorage: 

1. Proper anchorage watch to be kept throughout the period at the 
anchorage. 

2. Engine should be kept on stand-by so as to be made available 
within 20 minutes in case of an emergency when Spring tides are 
running. 

3. To prevent yawing during Spring tides a second anchor is to be 
used with about 2 shackles and must be heaved up and dropped well 
in advance of every turn of the tide, (about 1.5 hours before and after 
tide change) so as not to foul the anchor. 

Suggested routine is as follows: 

(a) Heave up the riding anchor to one shackle. 

(b) Steer well clear, about 35° to 40° from the leading anchor. 

(c) Let go second anchor. 

(d) Walk back to get good lead on second anchor. 

(e) Let go second anchor 1.5 hours after HW. 

(f) Heave up second anchor 1.5 hours before LW. 

(g) Let go second anchor 1.5 hours after LW. 

(h) Heave up second anchor 1.5 hours before HW. 

(i) Never clear the fouled anchors during the middle of the tide, it 
should be done at slack water, i.e. about 1.5 hours before relevant 
end of the tide. 

(j) In case of violent shearing the steering may be used. Auto-pilot 
can be made use of to steer a course in between yaw. 

MAX. SIZE: Up to 500 ft. length, and up to 65 ft. breadth may berth 
alongside. 

Permissible draft for a particular tide is arrived at by subtracting 17 ft. 
from predicted height of HW for that particular tide. 

HEALTH: Healthy ships are granted Pratique by the Pilot. If the Vessel 
is coming from a Yellow Fever area or a jigger infected port within the 
last 30 days then Pratique is granted by the Port Health Officer at Kandla. 
RADIO: Bhavnagar Port Radio, call sign VUJ-9 should be used for 
routing ETA messages, and is also used by Agents in cables to shipping. 
Time of operation: 0200 — 0700 hrs. 
0800 — 1300 hrs. 
1400 — 1800 hrs. 
Range: 250 miles. 
Calling Frequency: 500 kHz and VHF Channel 16. 
Working Frequency: 418 kHz and VHF. 

VHF: Port Control available 1100 hrs. to 1800 hrs. on Monday to Friday 
and 1st and 3rd Saturday of each month. 
TUGS: Tug assistance is available for berthing and unberthing vessels 
in inner harbour. Position where tugs join the vessel is dependent upon 
prevailing weather conditions. Usually ship's lines are used _ in 
connections to tug. 
BERTHING: Berthings are as per tides and according to permissible 
drafts. Port equipped with 3 berths having 6 cranes with 3 tonnes 
capacity. Cranes available for loading or discharging ship cargo. 


3 mobile cranes with capacity up to 18 tons and 1 fork lift also available. 
Storage: Concrete Jetty: 16 transit sheds with floor area of 21,205 sq.m. 


Steel Jetty: 3 transit sheds with floor area of 4,753 sq.m. 

Godowns: Steel Jetty: 51 godowns with 50 partitions. Total floor area 
of 59,710 sq.m. 

In City: 3 godowns with floor area of 2,230 sq.m. 

Ample open storage space is available. 

Notice for the attention of all Masters and Officers: 

A lock gate has been installed at the port. You are perhaps, not aware 
that, this is not the conventional type of lock gate provided in the vicinity 
of artificial dock basins. 

The Bhavnagar lock gate is a single tension gate, which is lifted 
vertically above the dock platforms and then slewed to 90° on the dock 
platforms. In this way the dock entrance is cleared for ship movements. 
With this arrangement the function of the gate is limited to water 
impounding and to an extent silt reducing. 

The tidal conditions at the port are such that HW heights on successive 
flood tides vary by as much as 6 ft. 6 in. during Springs. Therefore, at 
the time of opening the gate water, level on both sides will not be equal. 
Due to this there is a necessity to slightly lift the gate and flush the 
channel to equalise the water levels before the gate is finally lifted up. 
During this period, vessels lying alongside the jetty will have a tendency 
to surge. Instances have come to the notice of this office where vessels 
have broken their moorings. Such surgings are by no means violent and 
with a little care breaking of moorings can be avoided. 

All Shipmasters are, therefore, requested to bring this to the notice of 
their duty Officers. As the flushing may take place any time between 
2.5 hours to half an hour before HW. Care should be taken within this 
period to tend the moorings and to maintain a gangway watch. There 
is, however, no necessity to remove the gangway. Permissible draft may 
vary due to siltation. 

STEVEDORES: The stevedoring gangs are arranged directly by Agents 
through approved stevedores. 
Working Hours: Day: 0800 hrs. to 1200 hrs. and 1300 hrs. to 1700 hrs. 

Overtime: 1800 hrs. to 2200 hrs. and 2300 hrs. to 0300 hrs. 

Recess: 0300 hrs. to 0800 hrs. and 1200 hrs. to 1300 hrs. 1700 hrs. 
to 1800 hrs. and 2200 hrs. to 2300 hrs. 

MEDICAL: Medical facilities can be arranged by Master through Agent. 
Hospital facilities available in city of Bhavnagar which is 13 km. from 


port. 

FRESH WATER: Fresh water supplied alongside jetty as well as at 
anchorage. 

Shipmaster’s Report: Water is often in short supply, and ships may be 
unable to obtain any at all at the anchorage. Ships should not rely upon 
an evaporator to make water at the anchorage, due to the high mud 
content of the sea water. 

FUEL: Oil bunkering available in limited quantity. 
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FIRE PRECAUTIONS: Alongside jetty fire-fighting facilities availaty 
At anchorage fire-fighting facility is provided by the tug. 

Usual fire precautions applicable. 
CONSULS: No consulates at port. Nearest consulates are at Bombs 
REPAIRS: No repair facilities exist for the ship except repairs of Ming 
nature which could be undertaken by private repair firms. 
DRY DOCKS: Small dry dock available for repairs of vessel of up} 
200 ft. length. 
GANGWAY/DECK WATCHMAN: Gangway and deck watchman » 
recommended. 
OPENING/CLOSING HATCHES: As arranged between the Master » 
stevedores. 
CUSTOMS ALLOWANCES: As per Customs regulations in force tip 
time to time at Indian ports. 
CARGO GEAR: Ships should possess valid Cargo Gear Certificate 
SURVEYORS: Surveyors should be arranged in advance with Ager 
Surveyors come from Bombay. 
REPATRIATION: Possible. 
AIRPORT: Bhavnagar City is served by an airport situated about 7p 
from the Port. Regular flights to Bombay are available daily and to Su: 
on Monday, Wednesday and Friday. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: 8 holidays a year declared by Port Authorities on whe 
working of the ship can be attended at the option of the port. 
POLICE/AMBULANCE/FIRE: Police force and ambulance and & 
facility available from Bhavnagar City. Limited fire-fighting faci 
available at port. 
TELEPHONES: No facility is available for providing telephones on bos: 
the ships. 
SHORE LEAVE: Citizens of The People’s Republic of China » 
Pakistan not allowed ashore. All other nationals are allowed to go} 
Bhavnagar City which is 13 km. from port for which shore passes x 
issued by Customs Dept. 
CREW IDENTIFICATION CARD: Valid 
identification card necessary. 
REGULATIONS: Photography in port prohibited. No crew mem: 
allowed to take liquor ashore. 
DELAYS: Delays in berthing depend upon number of ships workingy 
berth and awaiting if any. At anchorage generally not more than 2 shp 
are worked at a time. 
DEVELOPMENTS: Intensified dredging operations are proposed tol 
undertaken for increase in drafts of the vessels berthing. 


international passpor » 


SHIPMASTER’S REPORT: April 1981. 

Bhavnagar discharging anchorage is a dangerous anchorage duet 
strong currents and an abnormal bottom. 

All Shipmasters must make contact by cable 24 hours before ari 
and await appointment from Port Authorities and pilot station. VHF 
available and radio station working only during daytime. 

All ships must arrive at pilot station, maximum 2 hours before H) 
and only during daytime and in good visibility, otherwise Pilot canw 
board. 

For many years anchorage was used for discharging, but now close 
as about 300 anchor-chains remaining on bottom. In 1981, anote 
anchorage opened, near to the port, and up till April, 4 ships lost anche 
due to strong currents and irregular bottom. Contact with shore is ve 
difficult and at night time impossible. 

Our vessel was there for discharging and from 0300 hrs. when pv 
anchor broke with 7 shackles of chain, up till 0700 hrs. we were wait 
for tugboat from shore to pick up 100 stevedores, but was impossite 
At 0700 hrs. we took ship out of dangerous area without Pilot and witha 
any assistance, with 100 stevedores onboard. 

To enter Bhavnagar Port, draft no more than 17 ft. and breadth® 
more than 65 ft., to pass the locks. 


AUTHORITY: Port Officer, Gujarat Maritime Board, New Pi 
Bhavnagar, Bhavnagar (Gujarat), India. Pin Code No. 36400 
Tel: 24302 (office), 26985 (residence). Telex: 0162-224 GMB ! 
Cables: Portal Bhavnagar. Contact: Captain S.K. Singh. 


BOMBAY: 18.56 N. 72.49 E. (See Plat 


PORT LIMITS: Vessel is considered to have “arrived” when Pil 
embarked and/or when vessel is required to anchor outside pilol@ 
area awaiting a suitable tide, as in the case of large tankers. 
PILOTAGE: Motor Pilot Vessel “Venu"’, Call Sign “ATDZ”, is statio® 
in area marked on chart as “Pilot Vessel cruising ground’ (18° 51 * 
72° 49.5’ E.). It is a white coloured vessel with a buff colour fun 
“Pilot” painted in capitals and exhibits international signals by day # 
by night. 

Minimum 24 hours advance notice to Agents and Harbour Mas# 
Bombay, through Bombay Radio (VWB). 

Bombay Port Trust operates a VHF service with the following ® 
signs on Channels 16, 14 and 12 on a 24 hours basis: 

(1) “Bombay Pilots” for calling Pilot Vessel “Venu”. 

(2) “Bombay Port Signals” for Harbour Control and Port S® 
Station. 

(3) “Jawahar Island Dock” for Marine Oil Terminal. 

Inbound vessels are required to contact Bombay Pilots (Pilot Ve* 
“Venu”) on Channels 16, 14 and 12 or “Bombay Port Signals ° 
Channel 12 to report ETA and receive instructions. Vessels must? 
proceed beyond Bombay Floating Light without being instructed ©’ 
so. 
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» is compulsory for all power driven merchant vessels of over 
»9 tonnes to have a Pilot on board to proceed North of Pilot Cruising 
~sunds. Such vessels may not enter, leave or shift berths in this area 
“pout a Pilot or Harbour Official on board. 

pit will be provided from the Pilot Vessel “Venu” or when not on 
zation by means of a launch usually painted white with the legend ‘Pilot’ 
~» the side. During the S.W. monsoon season a long swell prevails at 
*e port entrance and it is imperative that vessels should give a proper 
ee, as the pilot launch may experience difficulties in coming alongside. 
syang such times, Masters will be advised which side to make a lee by 
ne Pilot vessel. During the early part of the S.W. monsoon, when the 
yd is South of S.W., the sea runs from the South and Masters are 
swvised to keep their ships heading East when making a lee for the 


Pilot 
pOCUMENTS: 

Ship's Register. 

international Load Line Certificate. 

international Safety Radio Certificate (Telegraphy). 

international Safety Radio Telephony Certificate. 

Derat Certificate. 

international Safety Equipment Certificate. 

Port Clearance from last Port. 

indian Coast Light Dues Receipt (if any). 

4copies of Crew List. 

4copies of Passenger List. 

| copy of Through Cargo Manifest. 

4copies of Stores List. 

{ copy of Cargo Manifest with Bill of Lading for the same. 

4copies of Opium and Dangerous Drugs Certificate. 

Cargo Plan. 

Cargo on Deck Declaration. 

4 copies of Certificate of Foreign Currency. 

4 copies of Certificate of Arms and Ammunition. 

Letter to Assistant Collector of Customs regarding Local Agency. 

letter to Assistant Collector of Customs regarding Duty on Ship 

Stores. 

Application to Inspector of Police for Shore Passes. 

3 copies of Arrival Report. 

4 copies of Personal Property Declaration. 

Note: The above list of documents is likely to undergo a change in order 

o bring the documentation and procedures in line with IMO convention 

on Facilitation (subject to special needs of Public Authorities in India). 

ANCHORAGES: The designated anchorages ‘A’ and ‘B’ are located 

West of the West Port Limit, which is a line drawn from Malabar Point 

twough Bombay Floating Light to Khanderi Island. Vessels required to 

anchor outside the pilotage area must anchor in either of these two 
areas only. 

Anchorage Area ‘A’: 
(1) 19° 08.0’ N. 
(2) 19° 08.0’ N. 
(3) 19° 02.0’ N. 
(4) 19° 02.0’ N. 

Anchorage Area ‘B’: 
(1) 18° 53.0’ N. 
(2) 18° 45.8’ N. 
(3)18"95.2".N).72°.33,.5' E; 

(4) 18° 42.2’ N. 72° 41.7’ E. 

Outer Anchorage: When not berthing on arrival, deep-drafted vessels 

should anchor in Area ‘A' or Area ‘B’, which are clear of submarine gas 

pipelines and submarine cables. The mud and shingle bottom is reported 

'0be good holding ground. Pilots do not assist in outer anchorage. It is 

entirely up to the Master to find a suitable anchorage in areas indicated. 

A long swell is present during the S.W. monsoon in the Outer 
Anchorage and at the entrance to the harbour. 

Visibility is often reduced by heavy rains during S.W. monsoons and 
ens haze which frequently prevails in the area from November to 

rch. 

Where for any reason such as adverse weather, a vessel does not 
anchor on arrival the Master should ensure that the Port Signal Station/ 
“lot Vessel/Harbour Master are advised of his arrival as vessels are 
‘andled on a first come first served basis. 

in all cases, vessels anchoring at Outer Roads are to report their 
aichoring time and all particulars requested by the Bombay Pilot Vessel/ 
ort Signal Station. 

‘ner Anchorages: Inner anchorages are allotted to vessels by the 
"arbour Master upon application by the Agents and taking into account 
‘@ draft. There are more than 60 anchorage berths with radius 1,000 ft. 
‘aving depths from 38 ft. to 14 ft., of these, 2 x 38 ft., 30 x 30 ft. — 35 ft., 

* 20 ft. — 30 ft. and the remainder below 20 ft. All anchorages are 

‘fe. The permissible draft at the anchorages varies from 15 ft. to 32 ft. 
depending upon the room available, vessels may be provided with a 
lot to take an incoming vessel directly to the assigned anchorage. The 
‘sual inner anchorage for merchant vessels is on the West Side of the 
ardour, abreast of the City of Bombay. An area North of Sunk Rock is 
served for naval vessels. 

. A vessel subject to quarantine will be instructed to anchor as 
Regonuent for boarding by the Port Health Officer. 

PR IRICTIONS: According to state of tide and draft. 

ATIQUE: The Master of every vessel calling Bombay from a foreign 
bor must send the following particulars by cable to ‘Quarantine 
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72° 31.7’ 
72° 23.2’ 


Sombay” 12 hours to 24 hours prior to arrival at Bombay. 
!. Name of vessel and Call Sign. 
2. ETA (Local Time). 
: Ports called and date of departure within last 30 days. 
- Maritime Declaration of Health has Negative Answers to the 6 
Health Questions (Note: Code Signal “ZT” should be used). 
5 No monkeys on board. 


No person embarked aboard from any Yellow Fever Endemic 
Ports. 


INDIA 
7. Date and Port of Exemption 
Certificate. 

8. Name of Local Shipping Agent. 

9. Code Signal “ZU” should be used if Maritime Declaration of Health 

has positive answers to any of the 6 Health Questions. 

Radio ‘Quarantine Bombay” 24 hours before arrival using standard 
Quarantine Messages from International Code of Signals, if vessel has 
called at a Yellow Fever area port within the last 30 days, whether all 
on board have valid Yellow Fever Vaccinational Certificates or if any 
contagious disease is suspected. 

Radio Pratique is permitted and the information required under 
“Pratique’” should be cabled to ‘Quarantine Bombay” maximum 
24 hours and minimum 12 hours, prior to arrival. 

The boarding Pilot also hands over a form for the Master to complete 
and this is forwarded by the Pilot to the Port Health Officer for their 
records. 

MAX. SIZE: Drafts at Indira Dock, Prince's and Victoria Docks and 
Jawahar Island and Pir Pau are subject to dredging, soundings and rise 
of the tide. These drafts are declared by the Deputy Conservator of the 
Bombay Port every month in the Daily Shipping List. 
Commercial Docks: 
(1) Indira Docks, including Ballard Pier and Ballard Pier Extension. 
(2) Prince's Dock and Victoria Docks. 


Issue of International Derat 


Max. Normal Max. Oversize 
Name of Dock Dimensions Dimensions Remarks 
(ft.) (ft.) 
Indira Dock Basin poe G25 
Berths oor 85 
Draft 29 to 30 
Gs poh atal LOA 750 Passenger vessels 
sion : " 
Passenger Beam 95 including _ ‘ 
Terminal Draft 30 ‘Queen Elizabeth II 
Ballard Pier porte earee eon 
Mole Station Draft 29 
Harbour Wall ae a 
Berths baa! 
Draft 19/20 
LOA 
By Day 460 460 
Victoria Dock By Night 400 400 
Beam 62 65 Day only 
Draft 19 19 
LOA 
By Day 500 
Prince's Dock By Night 460 
Beam 61.03 
Draft 17 
Prince's Dock 
Harbour Wall LOA 250 
New Ferry Beam 45 
Whart Draft 15 
Berths 


Also see ‘Tankers’. 

RADIO: Bombay Coastal Station, call sign VWB. 

Information regarding weather will be broadcast at 0630 hrs. and 

1030 hrs. local time on 2,000 metres. 
Special Information required from Tankers: Radio Agents 96 hours 
before arrival giving Master's name, ETA, draft, ports visited last 30 
days, vessel’s gross and net tonnage, present loaded displacement, 
distance manifold from amidships, cargo quantities on board gradewise, 
and, if Bombay last discharge port, ‘“Load-on-top” data, vaccinations 
required, men for doctor and dentist, supplies and cash requirements. 
Failure to comply with foregoing could incur berthing delays. Confirm 
ETA 48 hours before arrival. Any subsequent changes to be notified to 
Agents. 

Note: Agents Offices are closed from Friday 1730 hrs. IST to Monday 
0930 hrs. IST. Week-end messages to be in by Friday afternoon. 

Agents can be contacted by Bombay Radio VHF Channel 26, and 
thence public telephone system. 

A Naval Signal Station is situated on the extreme South end of 
Bombay Island at Colaba Pt. and ships entering or leaving port are liable 
to be called up by signal lamp. Masters are required to answer such 
signals by lamp should their ship be called up. 

RADAR: The Port has no Radar/VTMS service. 

VHF: See “Pilotage”’. 

TUGS: 9 tugs, 900 h.p. — 3,000 h.p. Tugs join vessel when close dock 
entrance and assist undocking. Ship's lines are used. 

BERTHING: /ndira Dock: 21 berths, able to handle cargo vessels up to 
20,000 d.w.t. Average length of berth 150 m. Most berths are equipped 
with 16 ton crane and 4x3 ton cranes. 

Victoria Dock: 15 berths, able to handle vessels up to 5,000 d.w.t. 
Average length of berth 110 m. Most berths are equipped with 1.75 ton 
and 1.5 ton cranes. Vessels dock and undock from about 3 hours before 
high water to half an hour before high water. 

Prince's Dock: Length 1,560 m. of which 1,200 m. is available for 
handling cargo. There are 8 berths able to handle vessels up to 
5,000 d.w.t. Vessels dock and undock from about 3 hours before high 
water to half an hour before high water. 

Ballard Pier: Container berth: Length 244 m., width 110 m., has a large 
back-up area for stacking containers. 2 gantry cranes and 2 transtainers 
on rubber tyres have been provided. 

The extension at Ballard Pier is the passenger terminal and receives 
passenger vessels up to 30,000 g.r.t. at any stage of the tide, 
commensurate with draft. The berth is a continuous solid concrete pier 
fitted with rubber fenders. 

Berthing/Unberthing is allowed during day and night, depending on 
the draft for the safe transit of the access channel. When entering the 
dock basin, the Harbour Pilot brings the vessel up to the Lock Gate 
(Outside Indira Docks), then Berthing Master takes the vessel to the 
berth in the dock. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engley 


India 


GENERAL 


SHIP REPORTING SYSTEMS: 

Description: 

The Indian Ship Position and Information Reporting System (INSPIRES) 
is mandatory for all Indian merchant vessels including coastal and fishing 
vessels of more than 300 g.r.t. Other vessels within the reporting area 
are invited to participate in the system. The purpose of the system is to 
provide date for SAR operations, vessel traffic management, weather 
forecasting and the prevention and containment of marine pollution. 
Vessels participating in the system send regular reports through selected 
radio stations (see “Transmission of Messages’). 


(See Plan) 


Reporting Area: 
The sea area within the limits defined by the following: 
(a) The India-Pakistan border at the coast. 
(b) 12°. N., 63° E. 
(c) African coast from 12° N. to 30° S. 
(d) 30° S., 95° E. and Northwards to the coast. 


Requirement for Messages: 
There are four types of messages, each containing a selection of the 
items listed in the Form of Message below: 

1) The Sailing Plan (SP) should be sent just prior to sailing or as 
soon as possible after sailing from a port within the reporting area, 
or when the vessel enters the area. 

2) A Position Report (PR) should be sent every day according to 
the schedule below: 

(a) West of 80° E. 


Latitude of vessel O°—10° N. 0400-0455 GMT. 
10° N.-20° N. 0500-0555 GMT. 
20° N.-30° N. 0700-0755 GMT. 

0°-30° S. 0400-0455 GMT. 
(b) East of 80° E. 

Latitude of vessel O°—10° N. 0300-0355 GMT. 
10° N.-20° N. 0500-0555 GMT. 
North of 20° N. 0600-0655 GMT. 

0°-30° S. 0400-0455 GMT. 
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A Deviation Report (DR) should be sent when the ship’s position 
varies significantly from the position that would have been 
predicted from previous reports, when changing the reported 
route or as decided by the Master. 

A Final Report (FR) should be sent on arrival at destination or 
when leaving the INSPIRES area. 

Brief reports on cyclones, deep depressions, defect and damage 
to the participating vessel and marine pollution may be sent at 
the discretion of the Master. 
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Form of Messages: 
The first line of every message is always INSPIRES/message type (SP, 
PR, DR, FR or title in full for other reports). Subsequent lines start with 
the line identifier; the line identifier and other data items on a line should 
be separated by /. Lines are terminated by //. 
Key to line identifiers: 
A/ Vessel name / Call Sign // 
B/ Time (GMT) // — (date and time of report 6 digits, day of month 
(2), hour and minutes (4)). 
C/ Latitude / Longitude // — (latitude 4 digit group in degrees and 
minutes with N. or S.; 
longitude 4 digit group in degrees and 
minutes E. 
D/ Position // (True bearing (3 digits) and distance in n. miles 
(2 digits) from clearly identified landmark (state landmark)). 
E/ Course // — (true heading, 3 digit group). 
F/ Speed // — (in knots and tenths of knots e.g. 155=15.5). 
G/ Port of departure // (name of last port of call). 
H/ Time / position / of entry into the system // — (Time as B, Position 
as Cor D). 
Destination / ETA // — (name of port and ETA as B). 


Pilot carried // — (state whether deep sea or local pilot is on board). 


Aas / point of exit from the system — (time as B, position as C 

or D). 

L/ Route // — (Position of each turn point should be given as in C, 
together with type of intended track between e.g. RL—Rhumb line, 
GC-Great circle or Coast (in this case ETA of passing significant 
points expressed as in B should be given)). 

M/ Radio communications // — (state full name of stations and 
frequencies guarded). 

N/ Time of next report // — (as for B). 

O/ Draft // — (in metres and centimetres — 4 digits). 

P/ Cargo // — (brief details of any dangerous cargoes). 

Q/ Defects or damage // —(Brief details of any defects, damage or 
other limitations.) 

R/ Ronen // — (brief details of type of pollution and position as C 
or D). 

S/ Weather // — (brief details of cyclonic conditions only). 

T/ Ship's Agent // -(name and particulars). 

U/ Ship's size/type // (length, breadth in metres, gross tonnage and 


pe). 

Y/ Medical personnel // —(doctor, physician's assistant, nurse or no 
medic). 

W/ Number of persons on board 

X/ Remarks // -(any other information — brief details). 


Sailing Plan (SP) consists of items A, B, E, F, G, |, L, M,N, 0» 
V, W; items C or D and H should be added, 
entering the area. 
Position Report (PR) consists of items A, B, C or D, E, F, N. 
Deviation Report (DR) consists of items A, B, C or D, E, F, L, N ang: 
if appropriate. ; 
consists of items A, B, C or D; items E, F, K » 
L should be added when leaving the area. 
The International Code of Signals should be used to send signs 
where language problems exist. Items T and U must be included by 
Indian vessels; other vessels can include these items in the Sailing Py 
(SP) at their discretion. 
Transmission of Messages: 
INSPIRES messages will be accepted free of charge by Indian Nay 
Communications Centres (COMCEN) Bombay (VTF) and \j 
(Vishakhapatnam) (VTO). Reports sent through Bombay Radio (VW 
and Madras Radio (VWM) are chargeable at present but likely toy 
made free in the near future. Ships are advised to use telex throu 
their agent for the SP report. Vessels fitted with WT are requested; 
assist vessels fitted with RT only to relay Position Reports (PR). 
COURTESY FLAG: Correct flag to be flown by foreign ships visitr 
Indian ports is Indian Merchant Navy Ensign (a red flag with a length; 
one and one half times the width and with National Flag of Ing 
superimposed in top quarter next to staff) and not Indian National fla 
SHIP’S OFFICER’S REPORT: Apart from the various forms and Cra 
Lists, etc., the Customs Boarding Officer also requires a List of Priva 
Property in possession of the Master, officers and crew on Form No.| 
in duplicate and the local Agents need 2 more copies of the same} 
clearing the vessel inward. This procedure is followed when a vesy 
arrives from abroad or even when she is arriving from an Indian Po 
It is common in both the cases. 


Final Report (FR) 


ALLEPPEY: 09.29 N. 76.23 E. 


PORT LIMITS: On the North by a line drawn from the North bound 

pillar (white masonry structure) to 7 fathoms of water. On the South 

a line drawn from the South boundary pillar, S.W. to 5 fathoms of wait 

and thereon West to 7 fathoms of water. On the West by a line runni 

North to South joining the Northern and Southern boundary lines. 0 

the East by the beach road from the North boundary pillar to a stor 

on the beach road 220 ft. East of South boundary pillar. 

DOCUMENTS: 

(a) For Port Office: 
Last Port Clearance (original for verification and return). Ship 
Registry (original for verification and return). Load Line Certificate { 
perusal and return). Safety Radio Telegraphy Certificate (for perus 
and return). Safety Equipment Certificate (for perusal and retur 
Passenger List (1). Crew List (1). Deck Cargo Certificate (1). 

(b) For Customs: 
Application for Entry Inwards. Last Port Clearance. Port Office Ent 
Certificate. Arrival Report. Particulars required by Customs | 
approved form. Favour Parcel Certificate. Gift Parcel Certificat 
Health Report. Opium Certificate. Arms and Ammunition Certificat 
Import Manifest. Passengers List. Stores List, Crew List, and Priva 
Property Declaration. Ship's Currency Declaration. ILH Receipt. 

PILOTAGE: None. Open roadstead port. 

ANCHORAGES: Approach to port free from navigational dangers. ™ 

anchorage, 3 miles offshore, provides good holding ground. 

MAX. SIZE: Being open roadstead, vessels of any size can ancl 

according to draft. 

HEALTH: Port Health Officer may be contacted by telegram address 

“Cyclone Alleppey” for issue of Pratique certificate. Procedure to? 

followed in Indian Port Health Rules. 

RADIO: Morse system of signalling by light and_ signalling ® 

International Code flags alone are available. Vessels code can be us 

as Call sign. 

VHF: Port Office on Channel 16. 

TUGS: 2 tugs owned by Port Department render services 

requisitions from Agents. Tugs usually approach vessels after anchor 

BERTHING: No Berths. Electric cranes on the pier. 

MEDICAL: Government hospitals available. 

DENSITY: 1025. 

FRESH WATER: Only available in very small quantities. 

FUEL: Not available. 

CONSULS: Nil. 

REPAIRS/DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: By stevedores. 

REPATRIATION: Crew changes are effected subject undertaking’ 

Owners through Agents. 

AIRPORT: Cochin, 62 km. North of Alleppey. Internal flights only. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: For work on approved closed port holidays and nati" 

holidays labourers have to be paid extra in addition to wages. 

POLICE/AMBULANCE/FIRE: Emergency (Fire and Police) © 

Alleppey Exchange. 

SHORE LEAVE: Crew allowed to land. Foreigners required obtain p* 

permission of Police authcrity through Agents. 

IDENTIFICATION CARDS: Necessary only when crew land asho® 

AUTHORITY: Port Officer. Te/: 2213, home 3594. 


gED| BUNDER: 22.31 N. 70.02 E. 


pOcUMENTS: 

+ Maritime Declaration of Health. 

+ Last Port Clearance. 

6 Crew Lists. 

§ Passenger Lists. 

4 Stores Lists. 

4 Private Property List of crew and officers. 

4 Certificates of Currency, Arms and Ammunition and Deck Cargo. 

+ Same Bottom cargo list. 

+ Hazardous Cargo List with categories. 
Certificates: 

Ship's Register. 

toad Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Exemption Certificate. 

Cargo Gear Certificate. 
PILOTAGE: Vessels anchor at roads as pilotage not compulsory; 
nowever, if requested in advance by Master to “Portal Bedi’, ship may 
ye piloted from Pirotan Lighthouse to Rozi Anchorage about 7 miles 
‘om port by local Pilot Guide. Pilot boards vessel off Pirotan Island Light 
Lat. 22° 36’ N., Long. 69° 57’ E.). 
ANCHORAGE: Lighterage port. Vessels anchor at Rozi Anchorage 
about 7 miles from port, where good anchorage up to 7 fathoms at LW. 
HEALTH: Pratique granted on delivering Maritime Declaration of Health 
i Customs Officer on boarding. Vessels having touched yellow fever 
area prior to arrival granted Free Pratique by Mosquito Party to be 
geputed from Kandla, which can only be arranged by prior notice failing 
which vessel has to proceed either Kandla or Bombay for Free Pratique. 
RADIO: Call sign VUK5. Working hours: 

0930 — 1130 hrs. 1730 — 1930 hrs. 
1330 — 1530 hrs. 2130 — 2330 hrs. 

Frequency 600 m. or 500 kHz, working at 429 m. and calling at 500 m. 
TUGS: Port tug available for use at anchorage. 
BERTHING: No berths. 
STEVEDORES: Agents and stevedores require advance ETA of 
24hours for preparing labour gangs. Daily loading is 400/500 tons for 
bagged cargo. 
MEDICAL: 24 hours notice required for medical service. Government 
nospital at Jamnagar where vaccination/fever injection services 
available. 
DENSITY: 1025. 
FRESH WATER: Supplies by barge capacity 50 tons. Possible supply 
about 50 tons every alternate tide subject adequate supply of water in 
port area. 
FUEL: None. 
GANGWAY/DECK WATCHMEN: The services of watchmen are 
recommended. 
OPENING/CLOSING HATCHES: By ship's crew. 
CONSULS: None. 
REPAIRS: No facilities for repairs to ships. 
DRY DOCKS: None. 
AIRPORT: Jamnagar — 7 miles from city. Daily flight Jamnagar-Bombay. 
TIME; GMT plus 5.5 hours. 
HOLIDAYS: Non-working days and work not permitted even on payment 
of overtime charges: Indian Republic Day; Bakri-ld; Holi; Muharram; 
Gokulastami; Dasehra; Diwali; Ramzan-ld. 


_ POLICE/AMBULANCE/FIRE: District Superintendent of Police 100 and 


3795; Ambulance/Casualty Department 4444; Fire 101. 

SHORE LEAVE: Crew members allowed ashore in emergency or for 
medical treatment. Necessary police permits take 48 hours. 
REGULATIONS: No launch services available for crew. Only 5 ships 
alowed to work at time at anchorage. Further arrivals wait turn. 
DELAYS: Delay expected for loading and discharging in monsoon due 
‘0 limited number of barges available. 

GENERAL: Tidal port and barges loaded and sent out to ship during 
ide time only. Loading of barges carried out manually. 
DEVELOPMENTS: The scheme of creating additional facilities, road 
connection, transit godowns, electrification and water supply and cranes, 
sic. near mouth of creek. This newly developed area is completed and 
connected by good all weather road with City of Jamnagar. 
AUTHORITY: Port Officer. 


BELEKERI: 14.43 N. 74.15 E. (See Plan) 


PORT LIMITS: North: A line drawn due West from Kawada Guda Peak 
Mo the sea up to 7 fathoms of water starting from a point 50 yards 
a00ve high-water mark of the shore. 

“ast: Seashore of Belekeri Bay 50 yards above high-water mark from 
North Boundary Mark to rocky promontory in Lat. 14° 40’ N. including 
e Belekeri Creek and all branches thereof, as far as navigable and 
me Shores and banks within 50 yards of high-water mark Spring tides 
"cluding Islands. All patta lands and other private sites excluded. 
South: A line drawn due West from a point 50 yards above high-water 
i rocky promontory in Lat. 14° 40’ N. into the sea up to 7 fathoms 
3 water. 

rod A line joining the two 7 fathom points in the sea. 

‘ CHORAGE: The anchorage for shallow draft vessels in open 
Sadstead is with Kukra Island bearing 080°(T) distance about 1.5 miles 
“nn of 27 ft. to 29 ft. Anchorage for deep drafted vessels is with 
7h \sland bearing 080°(T) distance about 2.5 miles in depth 34 ft. to 
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DOCUMENTS: 

8 Crew Lists. 

2 Manifests of Stores. 

2 Private Property Declarations. 

2 Currency Lists. 

1 Maritime Declaration of Health. 

3 Passenger Lists. 

4 Import Manifests. 

Last Port Clearance. 
Certificates: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Vaccination and Inoculation Certificates. 
PILOTAGE: Not necessary. Vessels anchor in stream and in open sea. 
Ships can be manoeuvred under guidance of Port Officer. 
HEALTH: Medical Officer, Ankola acts as Port Health Officer. Free 
Pratique to incoming vessels granted by radio. All vessels calling from 
foreign destination must send radio message addressed “Medical 
Officer, Ankola”, at least 48 hours before entering, giving last port of 
call, number of crew, health conditions, ETA and requesting Pratique; 
same message must be repeated to Agents also, on which Pratique 
granted on shore. Anchoring time is Pratique time. For vessels from 
Indian ports Pratique not required. Vessels which have taken on board 
passengers or crew from yellow fever areas within 30 days of departure 
from such ports will be under quarantine. Free Pratique will not be 
granted until Mosquito Search Party, from nearest major port (i.e. 
Cochin, Goa or Bombay) has inspected, disinfected and certified that 
ship fit for granting Pratique. Master to inform Agent well in advance if 
arriving from yellow fever area to enable arrange Mosquito Search Party 
for quick Pratique. 
RADIO: Recommended to give ETA or Pratique messages via Goa or 
Bombay Radio. 
BERTHING: No berths. 
STEVEDORES: ETA required at least 48 hours prior arrival order Agents 
advise Shippers and stevedores. 
MEDICAL: No hospital but good medical aid given at Karwar, 20 miles 
distant. In case of inoculations and vaccination at least 2 days advance 
notice to be given for vaccines to be brought from Hubli or Bombay, 
distance 100 and 150 miles respectively. 
DENSITY: 1025. 
FRESH WATER: Can be supplied from Karwar by water barge. 
FUEL: None. 
CONSULS/REPAIRS/DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Generally done by ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes allowed per crew member. 
Wine and/or Spirit: 1 bottle of light spirit and 1 bottle of hard spirit per 
crew member. 
CARGO GEAR: Valid International Cargo Gear Certificate not more than 
12 months old. Validity shall cover whole period of loading and 
discharging. 
REPATRIATION: Arranged from Goa or Bombay. 
AIRPORT: Nearest airports Goa or Bombay. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Observed as declared by Port Authorities. Non-working 
days when work not permitted even on payment of overtime: Republic 
Day (26th January) and Gandhi Jayanti (2nd October). 
POLICE: Tel: 49. 
SHORE LEAVE: Permission may be obtained (Chinese personnel not 
allowed to land on shore). 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Port Conservator, Belekeri, Ankola, Uttar Kannada 
District, Karnataka State, India. Te/: Belekeri 22. 


BHAVNAGAR: 21.47 N. 72.08 E. 


DOCUMENTS: 

Ship’s Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Last Port Certificate. 

Manifest on prescribed form (3 copies). 

Declaration of private and personal property. 

2 Copies of Crew List. 

Customs circulation copy issued by Boarding Officer of last Indian 

Port of call. 

Place and date of Derat Certificate. 
Certificates: , Registration; Safety Equipment; 
Telegraphy; International Load Line. 
PILOTAGE: Pilotage should be arranged in advance through ship's local 
Agent who may be contacted via the port radio, call-sign VUJ-9. An ETA 
should be sent at least 48 hours in advance in order to arrange Pilot. 
Pilotage is compulsory. Pilot boat is normally a tug boat which can be 
contacted by VHF. Pilot station is 4.5 miles N.N.E. of Piram Island 
Lighthouse and pilot boat will only be on station when the vessel is 
scheduled to arrive. Vessels should arrive at pilot station about 2 hours 
prior to time of HW and are advised not to anchor awaiting a Pilot but 
to make a reciprocal course until arrival of the pilot boat. 


Safety Radio and 
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ANCHORAGE: Vessels up to 35 ft. draft are anchored about 3 miles 
Eastward of Perigee Light Vessel (increased from 31 ft. on a trial basis). 
All vessels at anchorage are loaded and discharged by means of 
lighters. 

Precautionary guidance to the Master of the Ship arriving at Bhavnagar 
Anchorage: 

1. Proper anchorage watch to be kept throughout the period at the 
anchorage. 

2. Engine should be kept on stand-by so as to be made available 
within 20 minutes in case of an emergency when Spring tides are 
running. 

3. To prevent yawing during Spring tides a second anchor is to be 
used with about 2 shackles and must be heaved up and dropped well 
in advance of every turn of the tide, (about 1.5 hours before and after 
tide change) so as not to foul the anchor. 

Suggested routine is as follows: 

(a) Heave up the riding anchor to one shackle. 

(b) Steer well clear, about 35° to 40° from the leading anchor. 

(c) Let go second anchor. 

d) Walk back to get good lead on second anchor. 

(e) Let go second anchor 1.5 hours after HW. 

(f) Heave up second anchor 1.5 hours before LW. 

(g) Let go second anchor 1.5 hours after LW. 

(h) Heave up second anchor 1.5 hours before HW. 

(i) Never clear the fouled anchors during the middle of the tide, it 
should be done at slack water, i.e. about 1.5 hours before relevant 
end of the tide. 

(j) In case of violent shearing the steering may be used. Auto-pilot 
can be made use of to steer a course in between yaw. 

MAX. SIZE: Up to 500 ft. length, and up to 65 ft. breadth may berth 
alongside. 

Permissible draft for a particular tide is arrived at by subtracting 17 ft. 
from predicted height of HW for that particular tide. 

HEALTH: Healthy ships are granted Pratique by the Pilot. If the Vessel 
is coming from a Yellow Fever area or a jigger infected port within the 
last 30 days then Pratique is granted by the Port Health Officer at Kandla. 
RADIO: Bhavnagar Port Radio, call sign VUJ-9 should be used for 
routing ETA messages, and is also used by Agents in cables to shipping. 
Time of operation: 0200 — 0700 hrs. 
0800 — 1300 hrs. 
1400 — 1800 hrs. 
Range: 250 miles. 
Calling Frequency: 500 kHz and VHF Channel 16. 
Working Frequency: 418 kHz and VHF. 

VHF: Port Control available 1100 hrs. to 1800 hrs. on Monday to Friday 
and 1st and 3rd Saturday of each month. 
TUGS: Tug assistance is available for berthing and unberthing vessels 
in inner harbour. Position where tugs join the vessel is dependent upon 
prevailing weather conditions. Usually ship's lines are used _ in 
connections to tug. 
BERTHING: Berthings are as per tides and according to permissible 
drafts. Port equipped with 3 berths having 6 cranes with 3 tonnes 
capacity. Cranes available for loading or discharging ship cargo. 


3 mobile cranes with capacity up to 18 tons and 1 fork lift also available. 
Storage: Concrete Jetty: 16 transit sheds with floor area of 21,205 sq.m. 


Steel Jetty: 3 transit sheds with floor area of 4,753 sq.m. 

Godowns: Steel Jetty: 51 godowns with 50 partitions. Total floor area 
of 59,710 sq.m. 

In City: 3 godowns with floor area of 2,230 sq.m. 

Ample open storage space is available. 

Notice for the attention of all Masters and Officers: 

A lock gate has been installed at the port. You are perhaps, not aware 
that, this is not the conventional type of lock gate provided in the vicinity 
of artificial dock basins. 

The Bhavnagar lock gate is a single tension gate, which is lifted 
vertically above the dock platforms and then slewed to 90° on the dock 
platforms. In this way the dock entrance is cleared for ship movements. 
With this arrangement the function of the gate is limited to water 
impounding and to an extent silt reducing. 

The tidal conditions at the port are such that HW heights on successive 
flood tides vary by as much as 6 ft. 6 in. during Springs. Therefore, at 
the time of opening the gate water, level on both sides will not be equal. 
Due to this there is a necessity to slightly lift the gate and flush the 
channel to equalise the water levels before the gate is finally lifted up. 
During this period, vessels lying alongside the jetty will have a tendency 
to surge. Instances have come to the notice of this office where vessels 
have broken their moorings. Such surgings are by no means violent and 
with a little care breaking of moorings can be avoided. 

All Shipmasters are, therefore, requested to bring this to the notice of 
their duty Officers. As the flushing may take place any time between 
2.5 hours to half an hour before HW. Care should be taken within this 
period to tend the moorings and to maintain a gangway watch. There 
is, however, no necessity to remove the gangway. Permissible draft may 
vary due to siltation. 

STEVEDORES: The stevedoring gangs are arranged directly by Agents 
through approved stevedores. 
Working Hours: Day: 0800 hrs. to 1200 hrs. and 1300 hrs. to 1700 hrs. 

Overtime: 1800 hrs. to 2200 hrs. and 2300 hrs. to 0300 hrs. 

Recess: 0300 hrs. to 0800 hrs. and 1200 hrs. to 1300 hrs. 1700 hrs. 
to 1800 hrs. and 2200 hrs. to 2300 hrs. 

MEDICAL: Medical facilities can be arranged by Master through Agent. 
Hospital facilities available in city of Bhavnagar which is 13 km. from 


port. 

FRESH WATER: Fresh water supplied alongside jetty as well as at 
anchorage. 

Shipmaster’s Report: Water is often in short supply, and ships may be 
unable to obtain any at all at the anchorage. Ships should not rely upon 
an evaporator to make water at the anchorage, due to the high mud 
content of the sea water. 

FUEL: Oil bunkering available in limited quantity. 


722 


FIRE PRECAUTIONS: Alongside jetty fire-fighting facilities availay 
At anchorage fire-fighting facility is provided by the tug. 

Usual fire precautions applicable. 
CONSULS: No consulates at port. Nearest consulates are at Bom: 
REPAIRS: No repair facilities exist for the ship except repairs of min 
nature which could be undertaken by private repair firms. 
DRY DOCKS: Small dry dock available for repairs of vessel of Up} 
200 ft. length. d 
GANGWAY/DECK WATCHMAN: Gangway and deck watchman » 
recommended. 
OPENING/CLOSING HATCHES: As arranged between the Master » 
stevedores. 
CUSTOMS ALLOWANCES: As per Customs regulations in force ji 
time to time at Indian ports. 
CARGO GEAR: Ships should possess valid Cargo Gear Certificate 
SURVEYORS: Surveyors should be arranged in advance with Age, 
Surveyors come from Bombay. 
REPATRIATION: Possible. 
AIRPORT: Bhavnagar City is served by an airport situated about 7» 
from the Port. Regular flights to Bombay are available daily and to Sy: 
on Monday, Wednesday and Friday. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: 8 holidays a year declared by Port Authorities on wh» 
working of the ship can be attended at the option of the port. 
POLICE/AMBULANCE/FIRE: Police force and ambulance and 
facility available from Bhavnagar City. Limited fire-fighting face 
available at port. 
TELEPHONES: No facility is available for providing telephones on bow 
the ships. 
SHORE LEAVE: Citizens of The People's Republic of China » 
Pakistan not allowed ashore. All other nationals are allowed to go: 
Bhavnagar City which is 13 km. from port for which shore passes 
issued by Customs Dept. 
CREW IDENTIFICATION CARD: Valid 
identification card necessary. 
REGULATIONS: Photography in port prohibited. No crew mem 
allowed to take liquor ashore. 
DELAYS: Delays in berthing depend upon number of ships workings 
berth and awaiting if any. At anchorage generally not more than 2 shp 
are worked at a time. 
DEVELOPMENTS: Intensified dredging operations are proposed tob 
undertaken for increase in drafts of the vessels berthing. 
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SHIPMASTER’S REPORT: April 1981. 

Bhavnagar discharging anchorage is a dangerous anchorage due! 
strong currents and an abnormal bottom. 

All Shipmasters must make contact by cable 24 hours before ary 
and await appointment from Port Authorities and pilot station. VHF » 
available and radio station working only during daytime. 

All ships must arrive at pilot station, maximum 2 hours before # 
and only during daytime and in good visibility, otherwise Pilot cann 
board. 

For many years anchorage was used for discharging, but now close 
as about 300 anchor-chains remaining on bottom. In 1981, anole 
anchorage opened, near to the port, and up till April, 4 ships lost anche 
due to strong currents and irregular bottom. Contact with shore is ve 
difficult and at night time impossible. 

Our vessel was there for discharging and from 0300 hrs. when pv 
anchor broke with 7 shackles of chain, up till O700 hrs. we were waitit 
for tugboat from shore to pick up 100 stevedores, but was impossitt 
At 0700 hrs. we took ship out of dangerous area without Pilot and witha 
any assistance, with 100 stevedores onboard. 

To enter Bhavnagar Port, draft no more than 17 ft. and breadth® 
more than 65 ft., to pass the locks. 


AUTHORITY: Port Officer, Gujarat Maritime Board, New ? 
Bhavnagar, Bhavnagar (Gujarat), India. Pin Code No. 36400 
Tel: 24302 (office), 26985 (residence). Telex: 0162-224 GMB ? 
Cables: Portal Bhavnagar. Contact: Captain S.K. Singh. 


BOMBAY: 18.56 N. 72.49 E. (See Plat 


PORT LIMITS: Vessel is considered to have ‘arrived’ when Pile 
embarked and/or when vessel is required to anchor outside pilol@ 
area awaiting a suitable tide, as in the case of large tankers. 
PILOTAGE: Motor Pilot Vessel "Venu", Call Sign “ATDZ”, is statio® 
in area marked on chart as ‘Pilot Vessel cruising ground” (18° 51 * 
72° 49.5’ E.). It is a white coloured vessel with a buff colour fun 
“Pilot” painted in capitals and exhibits international signals by day ® 
by night. 

Minimum 24 hours advance notice to Agents and Harbour Mas* 
Bombay, through Bombay Radio (VWB). 

Bombay Port Trust operates a VHF service with the following ® 
signs on Channels 16, 14 and 12 on a 24 hours basis: 

(1) “Bombay Pilots” for calling Pilot Vessel “Venu”. 

(2) “Bombay Port Signals” for Harbour Control! and Port se 
Station. 

(3) “Jawahar Island Dock” for Marine Oil Terminal. 

Inbound vessels are required to contact Bombay Pilots (Pilot Vee 
“Venu") on Channels 16, 14 and 12 or “Bombay Port Signals ' 
Channel 12 to report ETA and receive instructions. Vessels must’ 
proceed beyond Bombay Floating Light without being instructed 1’ 
So. 


» is compulsory for all power driven merchant vessels of over 
»p tonnes to have a Pilot on board to proceed North of Pilot Cruising 
sounds. Such vessels may not enter, leave or shift berths in this area 
‘snout a Pilot or Harbour Official on board. 

piot will be provided from the Pilot Vessel “Venu” or when not on 
eatlon by means of a launch usually painted white with the legend ‘Pilot’ 
~» the side. During the S.W. monsoon season a long swell prevails at 
ee port entrance and it is imperative that vessels should give a proper 
«eas the pilot launch may experience difficulties in coming alongside. 
oynng such times, Masters will be advised which side to make a lee by 
he Pilot vessel. During the early part of the S.W. monsoon, when the 
wad is South of S.W., the sea runs from the South and Masters are 
sjvised to keep their ships heading East when making a lee for the 


Pilot 
pOCUMENTS: 
Ship's Register. 
international Load Line Certificate. 
international Safety Radio Certificate (Telegraphy). 
international Safety Radio Telephony Certificate. 
|  Derat Certificate. 
International Safety Equipment Certificate. 

Port Clearance from last Port. 

indian Coast Light Dues Receipt (if any). 

4 copies of Crew List. 

4copies of Passenger List. 

i copy of Through Cargo Manifest. 

4copies of Stores List. 

{copy of Cargo Manifest with Bill of Lading for the same. 

4copies of Opium and Dangerous Drugs Certificate. 

Cargo Plan. 

Cargo on Deck Declaration. 

4 copies of Certificate of Foreign Currency. 

4 copies of Certificate of Arms and Ammunition. 

Letter to Assistant Collector of Customs regarding Local Agency. 

Letter to Assistant Collector of Customs regarding Duty on Ship 

Stores. 

Application to Inspector of Police for Shore Passes. 

3 copies of Arrival Report. 

4 copies of Personal Property Declaration. 

Note: The above list of documents is likely to undergo a change in order 
fo bring the documentation and procedures in line with IMO convention 
on Facilitation (subject to special needs of Public Authorities in India). 
ANCHORAGES: The designated anchorages ‘A’ and ‘B’ are located 
West of the West Port Limit, which is a line drawn from Malabar Point 
tough Bombay Floating Light to Khanderi Island. Vessels required to 
_ anchor outside the pilotage area must anchor in either of these two 
areas Only. 

Anchorage Area ‘A’: 

(1) 19° 08.0’ N. 72° 29.6’ E. 

(2) 19° 08.0’ N. 72° 33.2’ E. 

(3) 19° 02.0' N. 72° 34.8’ 

(4) 19° 02.0’ N. 72° 31.1’ 
Anchorage Area ‘B’: 

(28° §3:0' Nu72°'31:.7/ 

(2) 18° 45.8’ N. 72° 23.2’ 

(3) 18° 35.2’ N. 72° 33.5’ 

(4) 18° 42.2’ N. 72° 41.7’ E. 

Outer Anchorage: When not berthing on arrival, deep-drafted vessels 
snould anchor in Area ‘A’ or Area ‘B’, which are clear of submarine gas 
ppelines and submarine cables. The mud and shingle bottom is reported 
0 be good holding ground. Pilots do not assist in outer anchorage. It is 
entirely up to the Master to find a suitable anchorage in areas indicated. 

A long swell is present during the S.W. monsoon in the Outer 
Anchorage and at the entrance to the harbour. 

Visibility is often reduced by heavy rains during S.W. monsoons and 
fperoke haze which frequently prevails in the area from November to 

arch. 

Where for any reason such as adverse weather, a vessel does not 
anchor on arrival the Master should ensure that the Port Signal Station/ 

lot Vessel/Harbour Master are advised of his arrival as vessels are 
‘andied on a first come first served basis. 

In all cases, vessels anchoring at Outer Roads are to report their 

aichoring time and all particulars requested by the Bombay Pilot Vessel/ 
Port Signal Station. 
‘ner Anchorages: Inner anchorages are allotted to vessels by the 
‘arbour Master upon application by the Agents and taking into account 
Ne draft. There are more than 60 anchorage berths with radius 1,000 ft. 
‘eving depths from 38 ft. to 14 ft., of these, 2 x 38 ft., 30 x 30 ft. — 35 ft., 
2 x 20 ft. — 30 ft. and the remainder below 20 ft. All anchorages are 
sale. The permissible draft at the anchorages varies from 15 ft. to 32 ft. 
2 nding upon the room available, vessels may be provided with a 
llot to take an incoming vessel directly to the assigned anchorage. The 
wal inner anchorage for merchant vessels is on the West Side of the 
"ardour, abreast of the City of Bombay. An area North of Sunk Rock is 
served for naval vessels. 

A vessel subject to quarantine will be instructed to anchor as 
Aracnient for boarding by the Port Health Officer. 

ESTRICTIONS: According to state of tide and draft. 

ATIQUE: The Master of every vessel calling Bombay from a foreign 
rt must send the following particulars by cable to ‘Quarantine 
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Sombay’ 12 hours to 24 hours prior to arrival at Bombay. 
!. Name of vessel and Call Sign. 
2 ETA (Local Time). 
? Ports called and date of departure within last 30 days. 
- Maritime Declaration of Health has Negative Answers to the 6 
Health Questions (Note: Code Signal “ZT should be used). 
5 No monkeys on board. 


pe beren embarked aboard from any Yellow Fever Endemic 
s. 


INDIA 
7. Date and Port of Derat Exemption 
Certificate. 

8. Name of Local Shipping Agent. 

9. Code Signal ZU” should be used if Maritime Declaration of Health 

has positive answers to any of the 6 Health Questions. 

Radio “Quarantine Bombay" 24 hours before arrival using standard 
Quarantine Messages from International Code of Signals, if vessel has 
called at a Yellow Fever area port within the last 30 days, whether all 
on board have valid Yellow Fever Vaccinational Certificates or if any 
contagious disease is suspected. 

Radio Pratique is permitted and the information required under 
“Pratique’ should be cabled to ‘Quarantine Bombay’ maximum 
24 hours and minimum 12 hours, prior to arrival. 

The boarding Pilot also hands over a form for the Master to complete 
and this is forwarded by the Pilot to the Port Health Officer for their 
records. 

MAX. SIZE: Drafts at Indira Dock, Prince’s and Victoria Docks and 
Jawahar Island and Pir Pau are subject to dredging, soundings and rise 
of the tide. These drafts are declared by the Deputy Conservator of the 
Bombay Port every month in the Daily Shipping List. 
Commercial Docks: 
(1) Indira Docks, including Ballard Pier and Ballard Pier Extension. 
(2) Prince's Dock and Victoria Docks. 


Issue of International 


Max. Normal Max. Oversize 
Name of Dock Dimensions Dimensions Remarks 
(ft.) (ft.) 
Indira Dock Basin ace 625 
Berths eam 85 
Draft 29 to 30 
pr orth LOA 750 Passenger vessels 
Beam 95 includin 
Passenger : 9. ‘ 
Tarninal Draft 30 ‘Queen Elizabeth I 
s LOA 600 650 
Ballard Pier 
; Beam 85 90 
Mole Station Draft 29 
Harbour Wall or a 
Berths eam 70 
Draft 19/20 
LOA 
By Day 460 460 
Victoria Dock By Night 400 400 
Beam 62 65 Day only 
Draft 19 19 
LOA 
By Day 500 
Prince's Dock By Night 460 
Beam 61.03 
Draft 17 
Prince's Dock 
Harbour Wall LOA 250 
New Ferry Beam 45 
Whart Draft 15 
Berths 


Also see ‘Tankers’. 

RADIO: Bombay Coastal Station, call sign VWB. 

Information regarding weather will be broadcast at 0630 hrs. and 

1030 hrs. local time on 2,000 metres. 
Special Information required from Tankers: Radio Agents 96 hours 
before arrival giving Master's name, ETA, draft, ports visited last 30 
days, vessel's gross and net tonnage, present loaded displacement, 
distance manifold from amidships, cargo quantities on board gradewise, 
and, if Bombay last discharge port, “Load-on-top” data, vaccinations 
required, men for doctor and dentist, supplies and cash requirements. 
Failure to comply with foregoing could incur berthing delays. Confirm 
ETA 48 hours before arrival. Any subsequent changes to be notified to 
Agents. 

Note: Agents Offices are closed from Friday 1730 hrs. IST to Monday 
0930 hrs. IST. Week-end messages to be in by Friday afternoon. 

Agents can be contacted by Bombay Radio VHF Channel 26, and 
thence public telephone system. 

A Naval Signal Station is situated on the extreme South end of 
Bombay Island at Colaba Pt. and ships entering or leaving port are liable 
to be called up by signal lamp. Masters are required to answer such 
signals by lamp should their ship be called up. 

RADAR: The Port has no Radar/VTMS service. 

VHF: See “Pilotage”’. 

TUGS: 9 tugs, 900 h.p. — 3,000 h.p. Tugs join vessel when close dock 
entrance and assist undocking. Ship's lines are used. 

BERTHING: /ndira Dock: 21 berths, able to handle cargo vessels up to 
20,000 d.w.t. Average length of berth 150 m. Most berths are equipped 
with 1x6 ton crane and 4x3 ton cranes. 

Victoria Dock: 15 berths, able to handle vessels up to 5,000 d.w.t. 
Average length of berth 110 m. Most berths are equipped with 1.75 ton 
and 1.5 ton cranes. Vessels dock and undock from about 3 hours before 
high water to half an hour before high water. 

Prince’s Dock: Length 1,560 m. of which 1,200 m. is available for 
handling cargo. There are 8 berths able to handle vessels up to 
5,000 d.w.t. Vessels dock and undock from about 3 hours before high 
water to half an hour before high water. 

Ballard Pier: Container berth: Length 244 m., width 110 m., has a large 
back-up area for stacking containers. 2 gantry cranes and 2 transtainers 
on rubber tyres have been provided. 

The extension at Ballard Pier is the passenger terminal and receives 
passenger vessels up to 30,000 g.r.t. at any stage of the tide, 
commensurate with draft. The berth is a continuous solid concrete pier 
fitted with rubber fenders. 

Berthing/Unberthing is allowed during day and night, depending on 
the draft for the safe transit of the access channel. When entering the 
dock basin, the Harbour Pilot brings the vessel up to the Lock Gate 
(Outside Indira Docks), then Berthing Master takes the vessel to the 
berth in the dock. 
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Allotment of Berths: Type of cargo carried is divided into 6 groups for 
allotment of berths to vessels: 


Group | Finished Fertiliser and Food grains. 

Group Il _—_‘ Fertiliser raw materials. 

Group Il! Edible Oil in bulk. 

Group IV One commodity comprising more than 80% of the cargo, 
e.g. Scrap Metal, Iron and Steel cargo. 

Group V_ Containers. 

Group VI Break Bulk and General Cargo. 


Under the pre-booking of berth facilities introduced from 1st February 
1990, one berth for each of the above groups will be set aside for the 
owner/agent of a vessel who would like to occupy the berth on a priority 
basis, instead of waiting in the general queue. For this the owner/agent 
has to apply latest 72 hours before the arrival of the vessel and only 4 
hours grace period will be allowed for any delay in arrival of the vessel. 
To avail of this facility the owner/agent has to pay a specified sum as 
a service charge. If however the vessel fails to arrive by declared time 
plus 4 hours grace period, with the allotment will stand cancelled, the 
booking fee will be forfeited and the vessel will have to join the general 
queue. 


CARGO HANDLING EQUIPMENT: Compliance with B.P.T. Port Rules 
and Dock Bye Laws is essential. 
Hydraulic Cranes (Quay) Electric and Heavy Lift Cranes, Floating 
Mobile and Crawler Cranes available. 
Ps 2 gantry cranes (35 tonnes each) are fitted at Ballard Pier (Mole 
tation). 
2 Transtrainers on rubber tyres (35 tonnes) are provided in the Ballard 
Pier back-up yard for stacking containers. 
1 Transtrainer on rubber tyres (35 tonnes) is provided at the Stacking 
Yard at No. 1, Indira Docks. 
56 Mobile Cranes with capacity up to 30 tonnes available. 
Heavy Lift Electric Crane of 60 tonnes at Jetty End Indira Docks. 
2 Floating Cranes available of 60 tonnes and 125 tonnes capacity. 
Fork Lifts — 10x2 tons, 35x3 tons and 18 tons. 
STEVEDORES: Supplied by Dock Labour Board. Bombay Port Trust 
supplies shore labour for handling cargo, including stacking in sheds. 
Working hours: 
1st Shift (0800 hrs. — 1700 hrs.) 
2nd Shift (1700 hrs. — 2300 hrs.) 
3rd Shift (2300 hrs. — 0500 hrs.) - restricted. 
Advance information and notice will aid agents in arranging for any 
specialised services that may be required. 
Good facilities for LASH System of cargo. 
MEDICAL: Excellent medical facilities and hospitals in the city. Notice 
in sufficient time, depending on seriousness of case, to arrange for 
transport, nospitalisation, etc. 


TANKERS: The oil terminal facilities are located on the Eastern side of 
Jawahar Island (Butcher Island) and consist of a concrete jetty about 
1,700 ft. long, having 3 pier heads, with dolphins at either end of the 
pier head. The jetty carries a roadway and pipelines and has berths for 
3 vessels of various sizes. The berths are numbered from North to South 
as No. 1, 2 and 3 respectively. Each berth is provided with breasting 
dolphins and mooring dolphins. A fourth oil berth South of Jawahar 
Island has been added for loading/discharging of crude oil. 

The oil terminal is administered by a Senior Dock Master, who works 
24 hours on — 24 hours off. There is also a safety officer, who is a senior 
pilot and ensures that safety precautions are complied with at all times. 
Approach to the Berth: From the Pilot Cruising Ground the vessel 
proceeds towards Jawahar Island at slow speed, under the direction of 
the Port Pilot, to avoid squat and so as to arrive off the berth on top of 
high water, in the case of loaded tankers. During the approach to the 
oil terminal, the vessel has to pass through the inner harbour, where 
other vessels are anchored. Before arrival at the berth, engines should 
be stopped and tested astern. This trial is compulsory before berthing 
at the oil jetty. 

The tanker anchorages, 9 cables and 13 cables S.W. of Butcher 
Beacon, are available for light tankers awaiting berth or suitable tide. 
An emergency anchorage exists 4.5 cables N.E. of Butcher Beacon. 

The tidal stream directions are not in line with the jetty. The ebb stream 
runs at an angle of 15° onto Berths No. 2 and No. 3 and 20° to Berth 
No. 1. Berth No. 1 and No. 2 are partially protected from the flood stream 
effects by the surrounding shore. Berth No. 3 is protected by an artificial 
reef from the shore towards Butcher Beacon. But there are reports that 
the flood stream tends to push the vessel off the berth. Although Berth 
No. 4 lies in the direction of tidal stream, which runs about N.E. — S.W. 
it does experience some strong tidal stream, pushing the vessel away 
from the berth and has resulted in moorings breaking if not properly 
tended. 

Deep draft iaden tankers dock on top of high water/beginning of the 
ebb, always port side alongside. 


Berth Limitations and Facilities at Jawahar Island Marine Oil Terminal 
and Pir Pau: 
Jawahar Island: 


Max. 

Max. Oversize Beam 
Berth Displacement LOA LOA Beam Oversize 

(tons) (ft.) (ft.) (ft.) (ft.) 
No.1 70,000 740 780 (Daytime only) 95 130 
No.2 48,000 600 - 95 NA 
No.3 70,000 740 780 (Daytime only) 95 130 
No.4 125,000 9 NA 130 NA 

Pir Pau Berth: 


LOA: 560 ft. (day light), Beam: 85 ft. Maximum Oversize: Length 585 ft. 
and Beam 985 ft. 

Vessel to be equipped with a functioning bow thruster and be able to 
pump over tide. 


724 


Draft: 
LOA up to 600 ft. LOA over 600 ft. 
No.1 33 ft. 09 in. 29 ft. 06 in. 
No.2 30 ft. 06 in. 30 ft. 06 in. 
No.3 33 ft. 06 in. 31 ft. 10 in. 
No.4 42 ft. 00 in. 42 ft. 00 in. 
Pir Pau: 


LOA up to 525 ft. — 19 ft. 00 in. 

LOA up to 560 ft. — 18 ft. 04 in. 
Note: Drafts indicated above are at chart datum and correct at time, 
going to print. These are subject to change due to dredging/siltatp 
Drafts for these berths are declared by the Deputy Conservator of 5 
Bombay Port Trust every month. 


Mooring and Unmooring Operations: At Berths No. 1, 2 and 3 the ugg 
mooring arrangement consists of 3 head, 3 stern, 2 breast and dow 
back springs fore and aft. An offshore anchor is sometimes us 
underfoot. 2 mooring launches assist in running the lines ashore. , 
recommended, to facilitate in quick positioning of the vessels, that» 
back springs fore and aft are paid out and stored along the vessg 
sheer strake so that they can be quickly hove in and made fast om 
placed ashore. Mooring and unmooring times and conditions = 
decided by the Jawahar Island Dock Master. No long delays » 
experienced. Usually 2 tugs of sufficient power assist with mooring a 
unmooring. When berthing, tugs come alongside abeam of Butcy 
Beacon. 

When berthing at Berth No. 4 the mooring arrangements are 3 hez 
stern, 3 breast lines fore and aft and 2 springs fore and aft are use 
When berthing, the tugs come alongside between North Karanja a 
West Uran Buoys. During monsoons additional lines may be requiz 
and will be indicated by the Dock Master. Strong ebb stream, 
experienced at Jawahar Island. Prior to start of the ebb it must) 
ensured that both back springs and breast lines are taut. Moorings my 
be tended regularly in view of strong currents and unsettled weat: 
and fairly large range during Spring tides. 


Gangway: No shore gangways are provided so vessel's gangway shou 
be used. Pilot will indicate which side the vessel will berth and t 
gangway should be ready on deck about 20 ft. forward or aft of f 
manifold, ready to be put ashore as soon as the vessel has made fa 
Hose gangs come aboard via the gangway, therefore, it is important! 
have the gangway placed promptly. 


Safety Check: The Safety Officer boards the vessel and carries ov 
ship/shore safety check with the aid of a Check List as advised int 
ISGOTT Manual. 


Pumping Over the Tide: Berth siltation takes place rapidly, and theretw 
depths at the berths vary from time to time. These should be check 
from the monthly bulletins issued by the Deputy Conservator of the Pr 
The tidal ranges above the chart datum are from zero to 16 ft. dum 
Spring tides and from 6 ft. to 10 ft. during Neap tides. 

Pumping over the tide is a routine practice by the local oil industne 
Vessels are required to reduce their draft before the first low water at 
berthing, hence vessel should be in all respects ready to commen 
discharge once mooring and connecting up are completed. Dischay 
over the first four hours should be planned to reduce the vessel's dt 
to the draft which will be indicated by the Dock Master. At least 1! 
under keel clearance should be kept at all times. 


Cargo Operations: Crude Oil Vessels: Vessels of 740 ft. LOA# 
routinely accepted. Spot approvals for vessels up to 780 ft. LOA dock* 
at Berths No. 1 and 3 may be granted provided that Berth No. 2 is vacé 
or the vessel there is small enough to accommodate the extra leng? 

3x10 in. ASA hoses are used on crude vessels. Vessels are allow 
to arrive with the blanks off and reducers in place, on the manifd 
A shore crane is available, but it is also advisable to have the vesse 
derrick ready. Connecting of hoses is carried out by an experient 
gang. At Berth No. 4, 5 Ckicksan type loading arms are fitted with & 
flange size 12 in. 150 Ib. class. The shore will accept ship's ullage figut 
(arrival) taken without their representative present if this is necessal) 
order to avoid delay in commencing discharge. 

Product Vessels: Products are loaded and discharged through § 
diameter hoses with ASA flanges. These vessels dock at Berths No 
2 and 3 only. Loading of product tankers involves considerable * 
clearing. Usually, 2 hoses are connected, although 3 lines are availa® 
Vessels arriving alongside for loading, should have clean ballast 0° 
with all tanks washed and ready to load any product. Since changes 
the cargo pattern occur very frequently, it is essential that ves 
observe this requirement. Tank cleaning including Crude Oil Was? 
carried out only with the specific permission of the Dock Master/Sé& 
Officer. 

For clean products, 3 lines are available at Berths No. 1, 2 am 
116 in. for HSD, 1x16 in. for Kerosene and 1x12 in. for other c# 
products such as M.S., ATF, JP 1, etc. This line is always being # 
full of water. Products are separated in this line by interface, if qué 
so permits, or by water plugs. 

In the process of flushing, a small amount of water may be loaded! 
board the vessel. This amount of water has to be checked, calcul? 
and included in deadfreight calculations. 

The shore representatives inspect the tanks, prior to loading, and# 
the sea chests. He remains on board throughout the stay of the ves 
maintains communication and co-ordinates the activities with the s™@ 
He should be provided with a cabin. 

Early Departure Procedure is practised and Bill of Lading quant 
are communicated to the vessel after sailing. Discrepancies, if ® 
between ship and shore figures are to be protested by cable. 


Discharge of Dirty Ballast and Slops: There is a slop tank avail# 
Clean ballast may be discharged over board. Slops and dirty ballast® 
be pumped ashore via a 12 in. line to a Slop Tank. Sufficient notice? 
information of quantities of slops/washings should be given. Maxi® 
quantities acceptable 4,500 tonnes, rate 1,000 t.p.h. 


ston and Safety: No facilities or equipment are available within the 

wort for combating an oil spill. 

“the Port has a fire station at the Marine Oil Terminal. Several firemen 

ven attendance at the berth at all times. Each jetty has 2 towers fitted 

yin fire monitors, There are also trailer pump generators at each jetty 
with foam compound. 

“cre wires Must be hanging over the side on the outboard side, bow 
dg quarter, while alongside to enable tugs to connect readily in an 
emergency situation. The towing eyes should be maintained at water 
wel and sufficient slack should be flaked out on deck. 

Sirct security is maintained at Jawahar Island. Access to the oil jetty 
«im a small pier close Northward of the Island. No boats are allowed 
gongside. All crew members are provided with a pass and these are to 
»e returned before sailing. 
sel and Bunker Facilities: Fuel oil and light diesel oil are available ex- 
,pat. Lubricants also available in drums. The loading rate of fuel oil is 
spout 500 t.p.h. 
sesh Water: Drinking and boiler water available ex-wharf (30 t.p.h. — 
stp.h.), from the Port Trust water boat (250 tons) at 25t.p.h. and 
~wate water boats (about 150 tons each) at 25 t.p.h. 
> Pau: Pir Pau Pier is situated at the Northern end of Bombay Harbour 
»a locality called Trombay. Here the refineries of Bharat Petroleum 
corporation and Hindustan Petroleum Corporation are situated. 

The approach to Pir Pau Pier is made through the channel between 
jgwanar Island and Elephanta Island, thence through the Pir Pau 
yedged Channel which is marked by buoys. Only daytime berthing/ 
yberthing during the flood tide is allowed. 

A number of bollards are laid throughout the length of the Pier and 
yovide a suitable mooring layout for any size vessel up to 560 ft. length 
sverall. The fendering system consists of vertical rubber fenders on the 
ner for its entire length. It it advisable to keep portable fenders readily 
available. 

Pipeline size varies from 6 in. to 12 in. A loading/discharging rate of 


-§§0tp.h. for all products is maintained. Cargo discharged at this pier 


smainly L.P.G., ammonia, lube oils and chemicals. 

Refrigerated cargoes acceptable, but due to design limitations of 
ypeline’tank volume, cargo to be heated to — 10° C. to 23° C. Pipeline 
ength 5 km. (8 in. ASA 300.). No vapour return line available. Maximum 
ascharge rate 120 tonnes per hour at back pressure 14.5 kg./cm. 


' \essels to carry suitable hoses of 75 ft. length for discharge. 


No bunkering facilities available at Pir Pau. Fresh water available 
e-wharf at 5 t.p.h. or by water boat. 
lube Terminals at Commercial Docks: 

Certain Lubes, Vegetable Oils and fats are discharged both at Indira 
Dock and at Prince’s and Victoria Docks at berths nominated by the 
Port. These are discharged either through a pipeline or into tank trucks. 


' The average rate of discharge into tank trucks is 40 t.p.h. From the 


docks the pipeline (10 in.) extends to a tank farm about 10 km. away. 
for docking in the commercial docks a valid Gas Free Certificate will 
de required. 

Ship Operator’s Report: January 1987 (Updated 1990). 

Location: The Port of Bombay is situated almost mid-way on the Western 
coast of India and is a natural deep water harbour protected by the 
mainland on its East and the island of Bombay on its West. It is the 
agest Indian port for dry cargoes in bulk and container trade. The 
Marine Oil Terminals are located at Jawahar Island (Butcher Island) and 


?r Pau at Trombay, where also refineries of Bharat Petroleum, 
_ Hindustan Petroleum and Indian Oil are located. 


Lube Oils and certain non-flammable liquid cargoes are also handled 
asome wharves of the Indira Dock and Victoria Dock. 

Communications: All vessels bound for Bombay should listen to Bombay 
Radio (Call Sign — VWB) which is located at Lat. 18°36'N., 
long. 72°50’ E. and send their initial ETA as soon as possible. 

Tankers arriving in ballast should notify: ETA, amount of slop and dirty 
tallast to be discharged ashore, deballasting time, proposed loading 
sequence and quantity of each grade, displacement on completion of 
vading and alll requirements/services needed. 

The initial ETA should be subsequently confirmed or revised, 72, 48 
and 24 hours prior to arrival. 

Approaches; The approaches outside the 10 fathom contour are free 
dangers. The vessel may approach Bombay from North to South 
‘vough West, but attention must be paid to areas in which fishing stakes 
may be encountered as indicated on the chart. Dangerous wrecks and 
‘tuled ground exist within the area bounded by parallels Lat. 18° 48.5’ N. 
~Lat. 18° 50’ N. and meridians Long. 72° 42.5’ E. — Long. 72° 44.5’ E. 
Masts of sunken ships are sometimes visible during the periods of the 
LW tides. Under no circumstances should vessels of any draft, attempt 
0 cross this area. 

_The harbour entrance is lined by light buoys moored North of Thal 

Shoal, S.E. of Prongs Reef and S.W. of Prongs Reef. 

Decca Chain 7 BV is operational and reportedly gives satisfactory 
verformance, especially during daylight up tp 200 miles offshore 
‘eween Latitudes 16° N. and 24°N. 

Racons are fitted onto Khanderi Light House and Prongs Light House, 
inch transmit the morse signal “K" and “P” respectively. 
missible Draft: There are no night restrictions, except at Oil and 
vhemical Jetty at Pir Pau. The minimum depth in the entrance channel 
Othe harbour is 34 ft. 6 in. below chart datum. The shallowest bar 
Sends from a beam of the buoys at the entrance to abeam of Middle 
»found Island. 

_ Deep draft vessels, including laden tankers, should be at Pilot Cruising 
“found from 1 hour 30 minutes before high water to on top of high 
water, depending on the instructions received from Bombay Pilot Vessel 

a Port Signal Station. When Pilot Vessel is on station, all instructions 
pel by Harbour Control/Port Signal Station. 

bet 'S advisable to start heaving anchor in good time, about 2 hours 
pe time required at Pilot Cruising Ground; and to make approach to 

Vj Port entrance, passing about 1 mile North of Bombay Floating Light 

§ssel. Then vessel should head towards the middle of the 2 entry buoys 
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(Prongs Reef Buoy and South Entrance Buoy), passing about 8 cables 
South of S.W. Prongs Reef Buoy. 
DENSITY: The Port of Bombay is essentially a salt water port and major 
fluctuations in the density occur on account of tide. Density varies mostly 
in monsoon period June to September. Sea water temperature 18° C. 
to 23° C. throughout the year. 
FRESH WATER: Available at all berths ex-whart at following delivery 
rates: 
Jawahar Island 
Pir Pau , 
Indira Dock 12 t.p.h. — 15 t.p.h. 
Prince's and Victoria Docks 12 t.p.h. — 15 t.p.h. 
Fresh water also available by water boats. 


30 t.p.h. — 35 t.p.h. 
5 t.p.h. 


Port Trust water boat 25 t.p.h. 
(250 tons) 
Privately owned water boats = 25 t.p.h. 
(150 tons) 


Ship Officer's Report: Vessel berthed at Ballard Pier, East side. Fresh 
water availability on pier dependent on capacity of storage tank at the 
time of call. The water was not available continuously and we had to 
wait for the tank to be refilled. 

FUEL: Diesel oil and fuel oil are available ex-wharf at the four Jawahar 
Island berths. No bunkers are available at Pir Pau. At the commercial 
docks only diesel oil is available and is supplied by tank trucks. 

Bunker barges for fuel oil are available, however some delay can be 
expected. Bunker requirements should always be included in the first 
ETA message to minimise delays. 

FIRE PRECAUTIONS: All regulations of Petroleum Rules (chapter 
1/50 of BPT Port Rules). Port maintains fire stations, 24 hours per day, 
both at docks and at Butcher Island Oil Terminal. Special precautions 
taken for tankers at Marine Oil Terminal at Butcher Island. 
CONSULS: Most countries of the world have consulates/representative 
offices in the city. 

REPAIRS/DRY DOCKS: Major repairs may be carried out afloat and in 
dry docks. Excellent facilities exist and all repairs possible. There are 
several private and public ship repairers to do this work. 

There are 2 dry docks belonging to the Bombay Port Trust. Hughes 
Dry Dock is 1,000 ft. long and 100 ft. wide and the entrance to the dry 
dock is from Indira Dock Basin. Merewether Dry Dock is 525 ft. long 
and 65 ft. 6 in. wide and the entrance to the dock is from Prince's Dock 
Basin. 

SURVEYORS: Nautical surveyors (Mercantile Marine Department) and 
all Classification Societies (Marine) and General Surveyors available. 
GANGWAY/DECK WATCHMEN: Private watchmen, regulated by the 
Port, are posted on deck as and when required by the Agents/Owners. 
OPENING/CLOSING HATCHES: All mechanically operated hatches 
are opened and closed by ship's crew. Rigging gangs may also be 
employed for this work. 

CUSTOMS ALLOWANCES: Weekly allowance is 200 cigarettes and 
1 bottle of spirits (1,000 ml.). 

REPATRIATION: Can be arranged, also crew changes. 

AIRPORT: International Airport at Sahar, 25 km. from Bombay Harbour. 
TIME: Indian Standard Time ahead of GMT by 5 hours and 30 minutes. 
No alterations to clocks are made any time. 

HOLIDAYS: Republic Day (January), Holi (2nd Day) (March), Ambedkar 
Jayanti (April), Shivaji Jayanti (April), Ramzan Id (April), Maharashtra 
Day (May), Bakri Id (July), Mohurram (August), Independence Day 
(August), Ganesh Chaturthi (August), Dasera (September), Diwali 
(October) and Christmas (December). 

POLICE/AMBULANCE/FIRE: Police 100; Ambulance 102; Fire 101. 
TELEPHONES: Arrangements for placing a telephone on board ship 
exist at all transit sheds in the Commercial Docks. 

IDENTIFICATION CARDS: Shore passes issued. Necessary for Police/ 
Custom Authorities and are to be returned prior to vessel's departure. 
GENERAL: Hazardous Cargo: All items of Dangerous Goods are 
published by the International Maritime Organisation and are treated as 
hazardous cargo. They are divided into four broad categories for the 
purpose of handling in Port area. These categories are graded according 
to risk involved in handling: 

Category “A”: Low Flash Point (below 50° F. or 10° C.) or other goods 
which are too dangerous to be handled through the dock. 
Cargo of this category is discharged into lighters in the 
stream for direct delivery from the Port Hazardous depot 
at Haji Bunder. Vessels carrying commodities belonging 
to this category are not admitted into the docks. 
Intermediate Flash Point (above 50° F. to 76° F. or 10° C. 
to 24.4°C.) or other goods which present moderate 
degree of hazard. Cargo of this category is discharged 
into lighters in the stream for transportation to Haji 
Bunder for storage. Containers carrying this category of 
cargo may be landed from container vessels on shore 
in the docks and the containers are removed immediately 
to Haji Bunder for storage. 

High Flash Point (above 76° F. to 141° F. or 24.4° C. to 
60.6° C.) or other goods which present lesser degree of 
hazard. Cargo of this category is permitted to be 
discharged in docks for immediate delivery only. If direct 
delivery is not possible these commodities will have to 
be discharged overside into barges in the docks for 
delivery from Haji Bunder. 

Flash Point above 141° F. or 60.6° C. or other goods, 
specially some poisons and some corrosives, which also 
have hazardous properties. These are permitted to be 
stored and handled in the port area subject to special 
handling and storage instructions. 

In every case Masters of vessels carrying such cargoes are advised 
to inform their local agents well in advance of all hazardous cargo on 
board so that necessary arrangements can be made for off-loading such 
cargo as required. 


Category “B”: 


Category “‘C”: 


Category ‘‘D”: 
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GENERAL 


(See Plan) 


SHIP REPORTING SYSTEMS: 

Description: 

The Indian Ship Position and Information Reporting System (INSPIRES) 
is mandatory for all Indian merchant vessels including coastal and fishing 
vessels of more than 300 g.r.t. Other vessels within the reporting area 
are invited to participate in the system. The purpose of the system is to 
provide date for SAR operations, vessel traffic management, weather 
forecasting and the prevention and containment of marine pollution. 
Vessels participating in the system send regular reports through selected 
radio stations (see “Transmission of Messages’). 


Reporting Area: 
The sea area within the limits defined by the following: 
(a) The India-Pakistan border at the coast. 
(b) 12° N., 63° E. 
(c) African coast from 12° N. to 30° S. 
(d) 30° S., 95° E. and Northwards to the coast. 


Requirement for Messages: 
There are four types of messages, each containing a selection of the 
items listed in the Form of Message below: 

1) The Sailing Plan (SP) should be sent just prior to sailing or as 


2 


3 


4 


~— 


— 


= 


soon as possible after sailing from a port within the reporting area, 
or when the vessel enters the area. 

A Position Report (PR) should be sent every day according to 
the schedule below: 

(a) West of 80° E. 


Latitude of vessel O°—10° N. 0400-0455 GMT. 
10° N.-20° N. 0500-0555 GMT. 
20° N.—30° N. 0700-0755 GMT. 

0°-30° S. 0400-0455 GMT. 
(b) East of 80° E. 

Latitude of vessel O°—-10°N. 0300-0355 GMT. 
10° N.-20° N. 0500-0555 GMT. 
North of 20° N. 0600-0655 GMT. 

0°-30° S. 0400-0455 GMT. 


A Deviation Report (DR) should be sent when the ship's position 
varies significantly from the position that would have been 
predicted from previous reports, when changing the reported 
route or as decided by the Master. 

A Final Report (FR) should be sent on arrival at destination or 
when leaving the INSPIRES area. 

Brief reports on cyclones, deep depressions, defect and damage 
to the participating vessel and marine pollution may be sent at 
the discretion of the Master. 


Form of Messages: 

The first line of every message is always INSPIRES/message type (SP, 
PR, DR, FR or title in full for other reports). Subsequent lines start with 
the line identifier; the line identifier and other data items on a line should 
be separated by /. Lines are terminated by //. 

Key to line identifiers: 


A/ 
B/ 


tt i 


xs <_ CH, De OVOZ = 
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Vessel name / Call Sign // 

Time (GMT) // — (date and time of report 6 digits, day of month 

(2), hour and minutes (4)). 

Latitude / Longitude // — (latitude 4 digit group in degrees and 
minutes with N. or S.; 
longitude 4 digit group in degrees and 
minutes E. 

Position // (True bearing (3 digits) and distance in n. miles 

(2 digits) from clearly identified landmark (state landmark)). 

Course // — (true heading, 3 digit group). 

Speed // — (in knots and tenths of knots e.g. 155=15.5). 

Port of departure // (name of last port of call). 

Time / position / of entry into the system // — (Time as B, Position 

as C or D). 

Destination / ETA // — (name of port and ETA as B). 


Pilot carried //— (state whether deep sea or local pilot is on board). 


Time / point of exit from the system — (time as B, position as C 
or D). 

Route // — (Position of each turn point should be given as in C, 
together with type of intended track between e.g. RL—Rhumb line, 
GC-Great circle or Coast (in this case ETA of passing significant 
points expressed as in B should be given)). 

Radio communications // — (state full name of stations and 
frequencies guarded). 

Time of next report // — (as for B). 

Draft // — (in metres and centimetres — 4 digits). 

Cargo // — (brief details of any dangerous cargoes). 

Defects or damage // —(Brief details of any defects, damage or 
other limitations.) 

Pollution // — (brief details of type of pollution and position as C 
or D). 

Weather // — (brief details of cyclonic conditions only). 

Ship's Agent // -(name and particulars). 

Ship's size/type // (length, breadth in metres, gross tonnage and 
type). 

Medical personnel // —-(doctor, physician's assistant, nurse or no 
mecic). 

Number of persons on board// 

Remarks // —(any other information — brief details). 


Sailing Plan (SP) consists of items A, B, E, F, G, I, L, M, N,0; 
V, W; items C or D and H should be addeg, 
entering the area. 
consists of items A, B, C or D, E, F, N. 
consists of items A, B, C or D, E, F, L, N ang 
if appropriate. 
consists of items A, B, C or D; items E, F, Ke 
L should be added when leaving the area. 
The International Code of Signals should be used to send sign 
where language problems exist. Items T and U must be included by; 
Indian vessels; other vessels can include these items in the Sailing P, 
(SP) at their discretion. 
Transmission of Messages: 
INSPIRES messages will be accepted free of charge by Indian Nay 
Communications Centres (COMCEN) Bombay (VTF) and Vi: 
(Vishakhapatnam) (VTO). Reports sent through Bombay Radio (Vw 
and Madras Radio (VWM) are chargeable at present but likely to) 
made free in the near future. Ships are advised to use telex throy 
their agent for the SP report. Vessels fitted with WT are requested; 
assist vessels fitted with RT only to relay Position Reports (PR). 
COURTESY FLAG: Correct flag to be flown by foreign ships visity 
Indian ports is Indian Merchant Navy Ensign (a red flag with a length; 
one and one half times the width and with National Flag of ing 
superimposed in top quarter next to staff) and not Indian National fiz 
SHIP’S OFFICER’S REPORT: Apart from the various forms and Crp 
Lists, etc., the Customs Boarding Officer also requires a List of Priva 
Property in possession of the Master, officers and crew on Form No} 
in duplicate and the local Agents need 2 more copies of the same 
clearing the vessel inward. This procedure is followed when a vesy 
arrives from abroad or even when she is arriving from an Indian Py 
It is common in both the cases. 


Position Report (PR) 
Deviation Report (DR) 


Final Report (FR) 


ALLEPPEY: 09.29 N. 76.23 E. 


PORT LIMITS: On the North by a line drawn from the North bounds 

pillar (white masonry structure) to 7 fathoms of water. On the South? 

a line drawn from the South boundary pillar, S.W. to 5 fathoms of wat 

and thereon West to 7 fathoms of water. On the West by a line runnn 

North to South joining the Northern and Southern boundary lines. 0 

the East by the beach road from the North boundary pillar to a stor 

on the beach road 220 ft. East of South boundary pillar. 

DOCUMENTS: 

(a) For Port Office: 
Last Port Clearance (original for verification and return). Ship 
Registry (original for verification and return). Load Line Certificate (t 
perusal and return). Safety Radio Telegraphy Certificate (for pers 
and return). Safety Equipment Certificate (for perusal and retur 
Passenger List (1). Crew List (1). Deck Cargo Certificate (1). 

(b) For Customs: 
Application for Entry Inwards. Last Port Clearance. Port Office Ent 
Certificate. Arrival Report. Particulars required by Customs’ 
approved form. Favour Parcel Certificate. Gift Parcel Certificat 
Health Report. Opium Certificate. Arms and Ammunition Certificat 
Import Manifest. Passengers List. Stores List, Crew List, and Privé 
Property Declaration. Ship's Currency Declaration. ILH Receipt. 

PILOTAGE: None. Open roadstead port. 

ANCHORAGES: Approach to port free from navigational dangers. | 

anchorage, 3 miles offshore, provides good holding ground. 

MAX. SIZE: Being open roadstead, vessels of any size can anc 

according to draft. 

HEALTH: Port Health Officer may be contacted by telegram addres 

“Cyclone Alleppey” for issue of Pratique certificate. Procedure to? 

followed in Indian Port Health Rules. 

RADIO: Morse system of signalling by light and _ signalling * 

International Code flags alone are available. Vessels code can be us 

as Call sign. 

VHF: Port Office on Channel 16. 

TUGS: 2 tugs owned by Port Department render services 

requisitions from Agents. Tugs usually approach vessels after anchor 

BERTHING: No Berths. Electric cranes on the pier. 

MEDICAL: Government hospitals available. 

DENSITY: 1025. 

FRESH WATER: Only available in very small quantities. 

FUEL: Not available. 

CONSULS: Nil. 

REPAIRS/DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: By stevedores. 

REPATRIATION: Crew changes are effected subject undertaking’ 

Owners through Agents. 

AIRPORT: Cochin, 62 km. North of Alleppey. Internal flights only. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: For work on approved closed port holidays and natio® 

holidays labourers have to be paid extra in addition to wages. pi 

POLICE/AMBULANCE/FIRE: Emergency (Fire and Police) © 

Alleppey Exchange. 

SHORE LEAVE: Crew allowed to land. Foreigners required obtain 

permission of Police authority through Agents. 

IDENTIFICATION CARDS: Necessary only when crew land asho® 

AUTHORITY: Port Officer. Te/: 2213, home 3594. 


g£D| BUNDER: 22.31 N. 70.02 E. 


pocuMENTS: 

+ Maritime Declaration of Health. 

+ Last Port Clearance. 

6 Crew Lists. 

§ Passenger Lists. 

4 Stores Lists. 

4 Private Property List of crew and officers. 

4 Certificates of Currency, Arms and Ammunition and Deck Cargo. 

1 Same Bottom cargo list. 

; Hazardous Cargo List with categories. 
Certificates: 

Ship's Register. 

toad Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Exemption Certificate. 

Cargo Gear Certificate. 
PILOTAGE: Vessels anchor at roads as pilotage not compulsory; 
nowever, if requested in advance by Master to “Portal Bedi”, ship may 
ye piloted from Pirotan Lighthouse to Rozi Anchorage about 7 miles 
‘om port by local Pilot Guide. Pilot boards vessel off Pirotan Island Light 
Lat. 22° 36’ N., Long. 69° 57’ E.). 
ANCHORAGE: Lighterage port. Vessels anchor at Rozi Anchorage 
spout 7 miles from port, where good anchorage up to 7 fathoms at LW. 
HEALTH: Pratique granted on delivering Maritime Declaration of Health 
© Customs Officer on boarding. Vessels having touched yellow fever 
yea prior to arrival granted Free Pratique by Mosquito Party to be 
deputed from Kandla, which can only be arranged by prior notice failing 
which vessel has to proceed either Kandla or Bombay for Free Pratique. 
RADIO: Call sign VUK5. Working hours: 

0930 — 1130 hrs. 1730 — 1930 hrs. 
1330 — 1530 hrs. 2130 — 2330 hrs. 

Frequency 600 m. or 500 kHz, working at 429 m. and calling at 500 m. 
TUGS: Port tug available for use at anchorage. 
BERTHING: No berths. 
STEVEDORES: Agents and stevedores require advance ETA of 
24 hours for preparing labour gangs. Daily loading is 400/500 tons for 
bagged cargo. 
MEDICAL: 24 hours notice required for medical service. Government 
hospital at Jamnagar where vaccination/fever injection services 
available. 
DENSITY: 1025. 
FRESH WATER: Supplies by barge capacity 50 tons. Possible supply 
about 50 tons every alternate tide subject adequate supply of water in 
port area. 
FUEL: None. 
GANGWAY/DECK WATCHMEN: The services of watchmen are 
recommended. 
OPENING/CLOSING HATCHES: By ship's crew. 
CONSULS: None. 
REPAIRS: No facilities for repairs to ships. 
DRY DOCKS: None. 
AIRPORT: Jamnagar — 7 miles from city. Daily flight Jamnagar-Bombay. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Non-working days and work not permitted even on payment 
of overtime charges: Indian Republic Day; Bakri-ld; Holi; Muharram; 
Gokulastami; Dasehra; Diwali; Ramzan-ld. 
POLICE/AMBULANCE/FIRE: District Superintendent of Police 100 and 
3795; Ambulance/Casualty Department 4444; Fire 101. 
SHORE LEAVE: Crew members allowed ashore in emergency or for 
medical treatment. Necessary police permits take 48 hours. 
REGULATIONS: No launch services available for crew. Only 5 ships 
allowed to work at time at anchorage. Further arrivals wait turn. 
DELAYS: Delay expected for loading and discharging in monsoon due 
‘o limited number of barges available. 
GENERAL: Tidal port and barges loaded and sent out to ship during 
‘de time only. Loading of barges carried out manually. 
DEVELOPMENTS: The scheme of creating additional facilities, road 
connection, transit godowns, electrification and water supply and cranes, 
sic. near mouth of creek. This newly developed area is completed and 
connected by good all weather road with City of Jamnagar. 
AUTHORITY: Port Officer. 


BELEKERI: 14.43 N. 74.15 E. (See Plan) 


PORT LIMITS: North: A line drawn due West from Kawada Guda Peak 
flo the sea up to 7 fathoms of water starting from a point 50 yards 
a0ove high-water mark of the shore. 

“ast: Seashore of Belekeri Bay 50 yards above high-water mark from 
North Boundary Mark to rocky promontory in Lat. 14° 40’ N. including 
Ne Belekeri Creek and all branches thereof, as far as navigable and 
"@ shores and banks within 50 yards of high-water mark Spring tides 
‘cluding Islands. All patta lands and other private sites excluded. 
South: A line drawn due West from a point 50 yards above high-water 
Pa rocky promontory in Lat. 14° 40’ N. into the sea up to 7 fathoms 
o' water, 


pa A line joining the two 7 fathom points in the sea. 

, CHORAGE: The anchorage for shallow draft vessels in open 
°adstead is with Kukra Island bearing 080°(T) distance about 1.5 miles 
K depth of 27 ft. to 29 ft. Anchorage for deep drafted vessels is with 
Th Island bearing 080°(T) distance about 2.5 miles in depth 34 ft. to 


INDIA 


DOCUMENTS: 

8 Crew Lists. 

2 Manifests of Stores. 

2 Private Property Declarations. 

2 Currency Lists. 

1 Maritime Declaration of Health. 

3 Passenger Lists. 

4 Import Manifests. 

Last Port Clearance. 
Certificates: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Vaccination and Inoculation Certificates. 
PILOTAGE: Not necessary. Vessels anchor in stream and in open sea. 
Ships can be manoeuvred under guidance of Port Officer. 
HEALTH: Medical Officer, Ankola acts as Port Health Officer. Free 
Pratique to incoming vessels granted by radio. All vessels calling from 
foreign destination must send radio message addressed “Medical 
Officer, Ankola”, at least 48 hours before entering, giving last port of 
call, number of crew, health conditions, ETA and requesting Pratique; 
same message must be repeated to Agents also, on which Pratique 
granted on shore. Anchoring time is Pratique time. For vessels from 
Indian ports Pratique not required. Vessels which have taken on board 
passengers or crew from yellow fever areas within 30 days of departure 
from such ports will be under quarantine. Free Pratique will not be 
granted until Mosquito Search Party, from nearest major port (i.e. 
Cochin, Goa or Bombay) has inspected, disinfected and certified that 
ship fit for granting Pratique. Master to inform Agent well in advance if 
arriving from yellow fever area to enable arrange Mosquito Search Party 
for quick Pratique. 
RADIO: Recommended to give ETA or Pratique messages via Goa or 
Bombay Radio. 
BERTHING: No berths. 
STEVEDORES: ETA required at least 48 hours prior arrival order Agents 
advise Shippers and stevedores. 
MEDICAL: No hospital but good medical aid given at Karwar, 20 miles 
distant. In case of inoculations and vaccination at least 2 days advance 
notice to be given for vaccines to be brought from Hubli or Bombay, 
distance 100 and 150 miles respectively. 
DENSITY: 1025. 
FRESH WATER: Can be supplied from Karwar by water barge. 
FUEL: None. 
CONSULS/REPAIRS/DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Generally done by ship's crew. 
CUSTOMS ALLOWANCES: 200 cigarettes allowed per crew member. 
Wine and/or Spirit: 1 bottle of light spirit and 1 bottle of hard spirit per 
crew member. 
CARGO GEAR: Valid International Cargo Gear Certificate not more than 
12 months old. Validity shall cover whole period of loading and 
discharging. 
REPATRIATION: Arranged from Goa or Bombay. 
AIRPORT: Nearest airports Goa or Bombay. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Observed as declared by Port Authorities. Non-working 
days when work not permitted even on payment of overtime: Republic 
Day (26th January) and Gandhi Jayanti (2nd October). 
POLICE: Tel: 49. 
SHORE LEAVE: Permission may be obtained (Chinese personnel not 
allowed to land on shore). 
IDENTIFICATION CARDS: Not required. 
AUTHORITY: Port Conservator, Belekeri, Ankola, Uttar Kannada 
District, Karnataka State, India. Te/: Belekeri 22. 


BHAVNAGAR: 21.47 N. 72.08 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Last Port Certificate. 

Manifest on prescribed form (3 copies). 

Declaration of private and personal property. 

2 Copies of Crew List. 

Customs circulation copy issued by Boarding Officer of last Indian 

Port of call. 

Place and date of Derat Certificate. 
Certificates:, Registration; Safety Equipment; 
Telegraphy; International Load Line. 
PILOTAGE: Pilotage should be arranged in advance through ship's local 
Agent who may be contacted via the port radio, call-sign VUJ-9. An ETA 
should be sent at least 48 hours in advance in order to arrange Pilot. 
Pilotage is compulsory. Pilot boat is normally a tug boat which can be 
contacted by VHF. Pilot station is 4.5 miles N.N.E. of Piram Island 
Lighthouse and pilot boat will only be on station when the vessel is 
scheduled to arrive. Vessels should arrive at pilot station about 2 hours 
prior to time of HW and are advised not to anchor awaiting a Pilot but 
to make a reciprocal course until arrival of the pilot boat. 


Safety Radio and 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


ANCHORAGE: Vessels up to 35 ft. draft are anchored about 3 miles 
Eastward of Perigee Light Vessel (increased from 31 ft. on a trial basis). 
All vessels at anchorage are loaded and discharged by means of 
lighters. 

Precautionary guidance to the Master of the Ship arriving at Bhavnagar 
Anchorage: 

1. Proper anchorage watch to be kept throughout the period at the 
anchorage. 

2. Engine should be kept on stand-by so as to be made available 
within 20 minutes in case of an emergency when Spring tides are 
running. 

3. To prevent yawing during Spring tides a second anchor is to be 
used with about 2 shackles and must be heaved up and dropped well 
in advance of every turn of the tide, (about 1.5 hours before and after 
tide change) so as not to foul the anchor. 

Suggested routine is as follows: 

(a) Heave up the riding anchor to one shackle. 

(b) Steer well clear, about 35° to 40° from the leading anchor. 

(c) Let go second anchor. 

(d) Walk back to get good lead on second anchor. 

(e) Let go second anchor 1.5 hours after HW. 

(f) Heave up second anchor 1.5 hours before LW. 

(g) Let go second anchor 1.5 hours after LW. 

(h) Heave up second anchor 1.5 hours before HW. 

(i) Never clear the fouled anchors during the middle of the tide, it 
should be done at slack water, i.e. about 1.5 hours before relevant 
end of the tide. 

(j) In case of violent shearing the steering may be used. Auto-pilot 
can be made use of to steer a course in between yaw. 

MAX. SIZE: Up to 500 ft. length, and up to 65 ft. breadth may berth 
alongside. 

Permissible draft for a particular tide is arrived at by subtracting 17 ft. 
from predicted height of HW for that particular tide. 

HEALTH: Healthy ships are granted Pratique by the Pilot. If the Vessel 
is coming from a Yellow Fever area or a jigger infected port within the 
last 30 days then Pratique is granted by the Port Health Officer at Kandla. 
RADIO: Bhavnagar Port Radio, call sign VUJ-9 should be used for 
routing ETA messages, and is also used by Agents in cables to shipping. 
Time of operation: 0200 — 0700 hrs. 
0800 — 1300 hrs. 
1400 — 1800 hrs. 
Range: 250 miles. 
Calling Frequency: 500 kHz and VHF Channel 16. 
Working Frequency: 418 kHz and VHF. 

VHF: Port Control available 1100 hrs. to 1800 hrs. on Monday to Friday 
and 1st and 3rd Saturday of each month. 
TUGS: Tug assistance is available for berthing and unberthing vessels 
in inner harbour. Position where tugs join the vessel is dependent upon 
prevailing weather conditions. Usually ship's lines are used in 
connections to tug. 
BERTHING: Berthings are as per tides and according to permissible 
drafts. Port equipped with 3 berths having 6 cranes with 3 tonnes 
capacity. Cranes available for loading or discharging ship cargo. 


3 mobile cranes with capacity up to 18 tons and 1 fork lift also available. 
Storage: Concrete Jetty: 16 transit sheds with floor area of 21,205 sq.m. 


Steel Jetty: 3 transit sheds with floor area of 4,753 sq.m. 

Godowns: Steel Jetty: 51 godowns with 50 partitions. Total floor area 
of 59,710 sq.m. 

In City: 3 godowns with floor area of 2,230 sq.m. 

Ample open storage space is available. 

Notice for the attention of all Masters and Officers: 

A lock gate has been installed at the port. You are perhaps, not aware 
that, this is not the conventional type of lock gate provided in the vicinity 
of artificial dock basins. 

The Bhavnagar lock gate is a single tension gate, which is lifted 
vertically above the dock platforms and then slewed to 90° on the dock 
platforms. In this way the dock entrance is cleared for ship movements. 
With this arrangement the function of the gate is limited to water 
impounding and to an extent silt reducing. 

The tidal conditions at the port are such that HW heights on successive 
flood tides vary by as much as 6 ft. 6 in. during Springs. Therefore, at 
the time of opening the gate water, level on both sides will not be equal. 
Due to this there is a necessity to slightly lift the gate and flush the 
channel to equalise the water levels before the gate is finally lifted up. 
During this period, vessels lying alongside the jetty will have a tendency 
to surge. Instances have come to the notice of this office where vessels 
have broken their moorings. Such surgings are by no means violent and 
with a little care breaking of moorings can be avoided. 

All Shipmasters are, therefore, requested to bring this to the notice of 
their duty Officers. As the flushing may take place any time between 
2.5 hours to half an hour before HW. Care should be taken within this 
period to tend the moorings and to maintain a gangway watch. There 
is, however, no necessity to remove the gangway. Permissible draft may 
vary due to siltation. 

STEVEDORES: The stevedoring gangs are arranged directly by Agents 
through approved stevedores. 
Working Hours: Day: 0800 hrs. to 1200 hrs. and 1300 hrs. to 1700 hrs. 

Overtime: 1800 hrs. to 2200 hrs. and 2300 hrs. to 0300 hrs. 

Recess: 0300 hrs. to 0800 hrs. and 1200 hrs. to 1300 hrs. 1700 hrs. 
to 1800 hrs. and 2200 hrs. to 2300 hrs. 

MEDICAL: Medical facilities can be arranged by Master through Agent. 
Hospital facilities available in city of Bhavnagar which is 13 km. from 


port. 

FRESH WATER: Fresh water supplied alongside jetty as well as at 
anchorage. 

Shipmaster's Report: Water is often in short supply, and ships may be 
unable to obtain any at all at the anchorage. Ships should not rely upon 
an evaporator to make water at the anchorage, due to the high mud 
content of the sea water. 

FUEL: Oil bunkering available in limited quantity. 
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FIRE PRECAUTIONS: Alongside jetty fire-fighting facilities availa, 
At anchorage fire-fighting facility is provided by the tug. 

Usual fire precautions applicable. 
CONSULS: No consulates at port. Nearest consulates are at 
REPAIRS: No repair facilities exist for the ship except repairs of Min 
nature which could be undertaken by private repair firms. 
DRY DOCKS: Small dry dock available for repairs of vessel of Up} 
200 ft. length. 
GANGWAY/DECK WATCHMAN: Gangway and deck watchman » 
recommended. 
OPENING/CLOSING HATCHES: As arranged between the Master» 
stevedores. 
CUSTOMS ALLOWANCES: As per Customs regulations in force {ip 
time to time at Indian ports. 
CARGO GEAR: Ships should possess valid Cargo Gear Certificate 
SURVEYORS: Surveyors should be arranged in advance with Age 
Surveyors come from Bombay. 
REPATRIATION: Possible. 
AIRPORT: Bhavnagar City is served by an airport situated about 7» 
from the Port. Regular flights to Bombay are available daily and to Sy 
on Monday, Wednesday and Friday. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: 8 holidays a year declared by Port Authorities on whe 
working of the ship can be attended at the option of the port. 
POLICE/AMBULANCE/FIRE: Police force and ambulance and & 
facility available from Bhavnagar City. Limited fire-fighting faci 
available at port. 
TELEPHONES: No facility is available for providing telephones on box 
the ships. 
SHORE LEAVE: Citizens of The People’s Republic of China x 
Pakistan not allowed ashore. All other nationals are allowed to go) 
Bhavnagar City which is 13 km. from port for which shore passes 
issued by Customs Dept. 
CREW IDENTIFICATION CARD: Valid 
identification card necessary. 
REGULATIONS: Photography in port prohibited. No crew mem 
allowed to take liquor ashore. 
DELAYS: Delays in berthing depend upon number of ships workings 
berth and awaiting if any. At anchorage generally not more than 2 shp 
are worked at a time. 
DEVELOPMENTS: Intensified dredging operations are proposed to» 
undertaken for increase in drafts of the vessels berthing. 


international passport » 


SHIPMASTER’S REPORT: April 1981. 

Bhavnagar discharging anchorage is a dangerous anchorage due! 
strong currents and an abnormal bottom. 

All Shipmasters must make contact by cable 24 hours before ari 
and await appointment from Port Authorities and pilot station. VHF © 
available and radio station working only during daytime. 

All ships must arrive at pilot station, maximum 2 hours before #1 
and only during daytime and in good visibility, otherwise Pilot cany 
board. 

For many years anchorage was used for discharging, but now close 
as about 300 anchor-chains remaining on bottom. In 1981, anotty 
anchorage opened, near to the port, and up till April, 4 ships lost anche 
due to strong currents and irregular bottom. Contact with shore is ve 
difficult and at night time impossible. 

Our vessel was there for discharging and from 0300 hrs. when pr 
anchor broke with 7 shackles of chain, up till O700 hrs. we were wait 
for tugboat from shore to pick up 100 stevedores, but was impossitt 
At 0700 hrs. we took ship out of dangerous area without Pilot and witha 
any assistance, with 100 stevedores onboard. 

To enter Bhavnagar Port, draft no more than 17 ft. and breadth® 
more than 65 ft., to pass the locks. 


AUTHORITY: Port Officer, Gujarat Maritime Board, New Pe 
Bhavnagar, Bhavnagar (Gujarat), India. Pin Code No. 3640 
Tel: 24302 (office), 26985 (residence). Telex: 0162-224 GMB? 
Cables: Portal Bhavnagar. Contact: Captain S.K. Singh. 


BOMBAY: 18.56 N. 72.49 E. (See Pla! 


PORT LIMITS: Vessel is considered to have ‘arrived’ when Pile 
embarked and/or when vessel is required to anchor outside pilol# 
area awaiting a suitable tide, as in the case of large tankers. 
PILOTAGE: Motor Pilot Vessel “Venu’, Call Sign “ATDZ”, is statio® 
in area marked on chart as “Pilot Vessel cruising ground” (18° 51 
72° 49.5’ E.). It is a white coloured vessel with a buff colour fun 
“Pilot” painted in capitals and exhibits international signals by day ® 
by night. 

Ehasirdarn 24 hours advance notice to Agents and Harbour Mast 
Bombay, through Bombay Radio (VWB). 

Bombay Port Trust operates a VHF service with the following ® 

signs on Channels 16, 14 and 12 on a 24 hours basis: 
(1) “Bombay Pilots” for calling Pilot Vessel “Venu”. 
(2) “Bombay Port Signals” for Harbour Control and Port S¥ 
Station. 
(3) “Jawahar Island Dock" for Marine Oil Terminal. 

Inbound vessels are required to contact Bombay Pilots (Pilot Ve* 
“Venu") on Channels 16, 14 and 12 or “Bombay Port Signals ° 
Channel 12 to report ETA and receive instructions. Vessels must’ 
proceed beyond Bombay Floating Light without being instructed © 
so. 


» is compulsory for all power driven merchant vessels of over 
»9 tonnes to have a Pilot on board to proceed North of Pilot Cruising 
sounds. Such vessels may not enter, leave or shift berths in this area 
jnout a Pilot or Harbour Official on board. 

pijot will be provided from the Pilot Vessel “Venu” or when not on 
eston by means of a launch usually painted white with the legend ‘Pilot’ 
ss the side. During the S.W. monsoon season a long swell prevails at 
#e port entrance and it is imperative that vessels should give a proper 
ee, as the pilot launch may experience difficulties in coming alongside. 
nung such times, Masters will be advised which side to make a lee by 
te Pilot vessel. During the early part of the S.W. monsoon, when the 
yond is South of S.W., the sea runs from the South and Masters are 
sgvised to keep their ships heading East when making a lee for the 


Pilot. 
pOCUMENTS: 
Ship's Register. 
international Load Line Certificate. 
international Safety Radio Certificate (Telegraphy). 
international Safety Radio Telephony Certificate. 
Derat Certificate. 
international Safety Equipment Certificate. 
Port Clearance from last Port. 
indian Coast Light Dues Receipt (if any). 
4 copies of Crew List. 
Scopies of Passenger List. 
® 4 copy of Through Cargo Manifest. 
1 4 copies of Stores List. 
{ copy of Cargo Manifest with Bill of Lading for the same. 
4 copies of Opium and Dangerous Drugs Certificate. 
| Cargo Plan. 
Cargo on Deck Declaration. 
4 copies of Certificate of Foreign Currency. 
4 copies of Certificate of Arms and Ammunition. 
,| Letter to Assistant Collector of Customs regarding Local Agency. 
Letter to Assistant Collector of Customs regarding Duty on Ship 
Stores. 
Application to Inspector of Police for Shore Passes. 
3 copies of Arrival Report. 
4 copies of Personal Property Declaration. 
Note: The above list of documents is likely to undergo a change in order 
, 0 bring the documentation and procedures in line with IMO convention 
on Facilitation (subject to special needs of Public Authorities in India). 
ANCHORAGES: The designated anchorages ‘A’ and ‘B’ are located 
West of the West Port Limit, which is a line drawn from Malabar Point 
though Bombay Floating Light to Khanderi Island. Vessels required to 
anchor outside the pilotage area must anchor in either of these two 
areas only. 
Anchorage Area ‘A’: 


1) (1) 19° 08.0’ N. 72° 29.6’ E. 
, (2) 19° 08.0" N. 72° 33.2" E. 
|| @) 19° 02.0' N. 72° 34.8’ E. 
‘| (4) 19° 02.0’ N. 72° 31.1’ E 


N. 
Anchorage Area ‘B': 

(3)ea8° 53/0! \Nic72° 31.7" :E. 

(2) 18° 45.8’ N. 72° 23.2’ E. 

(3) 18°35.2' N. 72°33.5’ E. 

(4) 18° 42.2' N. 72° 41.7’ E. 

Outer Anchorage: When not berthing on arrival, deep-drafted vessels 
snould anchor in Area ‘A’ or Area ‘B’, which are clear of submarine gas 
pipelines and submarine cables. The mud and shingle bottom is reported 
'0be good holding ground. Pilots do not assist in outer anchorage. It is 
entirely up to the Master to find a suitable anchorage in areas indicated. 
» Along swell is present during the S.W. monsoon in the Outer 

Anchorage and at the entrance to the harbour. 

Visibility is often reduced by heavy rains during S.W. monsoons and 
| one haze which frequently prevails in the area from November to 
larch. 

Where for any reason such as adverse weather, a vessel does not 
anchor on arrival the Master should ensure that the Port Signal Station/ 
lot Vessel/Harbour Master are advised of his arrival as vessels are 
‘andled on a first come first served basis. 

ln all cases, vessels anchoring at Outer Roads are to report their 
achoring time and all particulars requested by the Bombay Pilot Vessel/ 
Port Signal Station. 

‘ner Anchorages: \nner anchorages are allotted to vessels by the 
‘arbour Master upon application by the Agents and taking into account 
“e draft. There are more than 60 anchorage berths with radius 1,000 ft. 
‘aving depths from 38 ft. to 14 ft., of these, 2 x 38 ft., 30 x 30 ft. — 35 ft., 
; 2 x 20 ft. — 30 ft. and the remainder below 20 ft. All anchorages are 
safe. The permissible draft at the anchorages varies from 15 ft. to 32 ft. 
2epending upon the room available, vessels may be provided with a 
i llot to take an incoming vessel directly to the assigned anchorage. The 
Heual inner anchorage for merchant vessels is on the West Side of the 
‘arbour, abreast of the City of Bombay. An area North of Sunk Rock is 
*served for naval vessels. 
A vessel subject to quarantine will be instructed to anchor as 
aoniont for boarding by the Port Health Officer. 
STRICTIONS: According to state of tide and draft. 
RATIQUE: The Master of every vessel calling Bombay from a foreign 
e must send the following particulars by cable to “Quarantine 
Mbay" 12 hours to 24 hours prior to arrival at Bombay. 

Name of vessel and Call Sign. 

ETA (Local Time). 

Ports called and date of departure within last 30 days. 

Maritime Declaration of Health has Negative Answers to the 6 

Health Questions (Note: Code Signal “ZT should be used). 

: monkeys on board. 
3 coer embarked aboard from any Yellow Fever Endemic 
S. 
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7. Date and Port of Derat Exemption 
Certificate. 

8. Name of Local Shipping Agent. 

9. Code Signal ZU" should be used if Maritime Declaration of Health 

has positive answers to any of the 6 Health Questions. 

Radio “Quarantine Bombay” 24 hours before arrival using standard 
Quarantine Messages from International Code of Signals, if vessel has 
called at a Yellow Fever area port within the last 30 days, whether all 
on board have valid Yellow Fever Vaccinational Certificates or if any 
contagious disease is suspected. 

Radio Pratique is permitted and the information required under 
“Pratique’ should be cabled to ‘Quarantine Bombay’ maximum 
24 hours and minimum 12 hours, prior to arrival. 

The boarding Pilot also hands over a form for the Master to complete 
and this is forwarded by the Pilot to the Port Health Officer for their 
records. 

MAX. SIZE: Drafts at Indira Dock, Prince's and Victoria Docks and 
Jawahar Island and Pir Pau are subject to dredging, soundings and rise 
of the tide. These drafts are declared by the Deputy Conservator of the 
Bombay Port every month in the Daily Shipping List. 
Commercial Docks: 
(1) Indira Docks, including Ballard Pier and Ballard Pier Extension. 
(2) Prince’s Dock and Victoria Docks. 


Issue of International 


Max. Normal Max. Oversize 
Name of Dock Dimensions Dimensions Remarks 
(ft.) (ft.) 
Indira Dock Basin { OA aoe 
Berths com 85 
Draft 29 to 30 
tect LOA 750 Passenger vessels 
Beam 95 includin 
Passenger d es ‘ 
Terminal Draft 30 Queen Elizabeth II 
Ballard Pier ron B00 550 
Mole Station Beam 85 90 
Draft 29 
Harbour Wall en 550 
Berths fits! 70 
Draft 19/20 
LOA 
By Day 460 460 
Victoria Dock By Night 400 400 
Beam 62 65 Day only 
Draft 19 19 
LOA 
By Day 500 
Prince's Dock By Night 460 
Beam 61.03 
Draft 17 
Prince's Dock 
Harbour Wall LOA 250 
New Ferry Beam 45 
Whart Draft 15 
Berths 


Also see “Tankers”. 

RADIO: Bombay Coastal Station, call sign VWB. 

Information regarding weather will be broadcast at 0630 hrs. and 
1030 hrs. local time on 2,000 metres. 

Special Information required from Tankers: Radio Agents 96 hours 
before arrival giving Master's name, ETA, draft, ports visited last 30 
days, vessel's gross and net tonnage, present loaded displacement, 
distance manifold from amidships, cargo quantities on board gradewise, 
and, if Bombay last discharge port, “Load-on-top” data, vaccinations 
required, men for doctor and dentist, supplies and cash requirements. 
Failure to comply with foregoing could incur berthing delays. Confirm 
Bie 48 hours before arrival. Any subsequent changes to be notified to 
gents. 

Note: Agents Offices are closed from Friday 1730 hrs. IST to Monday 
0930 hrs. IST. Week-end messages to be in by Friday afternoon. 

Agents can be contacted by Bombay Radio VHF Channel 26, and 
thence public telephone system. 

A Naval Signal Station is situated on the extreme South end of 
Bombay Island at Colaba Pt. and ships entering or leaving port are liable 
to be called up by signal lamp. Masters are required to answer such 
Sted by lamp should their ship be called up. 

RADAR: The Port has no Radar/VTMS service. 

VHF: See “Pilotage”’. 

TUGS: 9 tugs, 900 h.p. — 3,000 h.p. Tugs join vessel when close dock 
entrance and assist undocking. Ship’s lines are used. 

BERTHING: /ndira Dock: 21 berths, able to handle cargo vessels up to 
20,000 d.w.t. Average length of berth 150 m. Most berths are equipped 
with 16 ton crane and 4x3 ton cranes. 

Victoria Dock: 15 berths, able to handle vessels up to 5,000 d.w.t. 
Average length of berth 110 m. Most berths are equipped with 1.75 ton 
and 1.5 ton cranes. Vessels dock and undock from about 3 hours before 
high water to half an hour before high water. 

Prince's Dock: Length 1,560 m. of which 1,200 m. is available for 
handling cargo. There are 8 berths able to handle vessels up to 
5,000 d.w.t. Vessels dock and undock from about 3 hours before high 
water to half an hour before high water. 

Ballard Pier: Container berth: Length 244 m., width 110 m., has a large 
back-up area for stacking containers. 2 gantry cranes and 2 transtainers 
on rubber tyres have been provided. 

The extension at Ballard Pier is the passenger terminal and receives 
passenger vessels up to 30,000 g.r.t. at any stage of the tide, 
commensurate with draft. The berth is a continuous solid concrete pier 
fitted with rubber fenders. 

Berthing/Unberthing is allowed during day and night, depending on 
the draft for the safe transit of the access channel. When entering the 
dock basin, the Harbour Pilot brings the vessel up to the Lock Gate 
(Outside Indira Docks), then Berthing Master takes the vessel to the 
berth in the dock. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englz 


Allotment of Berths: Type of cargo carried is divided into 6 groups for 
allotment of berths to vessels: 


Group! Finished Fertiliser and Food grains. 

Group Il‘ Fertiliser raw materials. 

Group Ill Edible Oil in bulk. 

Group |1V One commodity comprising more than 80% of the cargo, 
e.g. Scrap Metal, Iron and Steel cargo. 

Group V_ Containers. 

Group VI Break Bulk and General Cargo. 


Under the pre-booking of berth facilities introduced from 1st February 
1990, one berth for each of the above groups will be set aside for the 
owner/agent of a vessel who would like to occupy the berth on a priority 
basis, instead of waiting in the general queue. For this the owner/agent 
has to apply latest 72 hours before the arrival of the vessel and only 4 
hours grace period will be allowed for any delay in arrival of the vessel. 
To avail of this facility the owner/agent has to pay a specified sum as 
a service charge. If however the vessel fails to arrive by declared time 
plus 4 hours grace period, with the allotment will stand cancelled, the 
booking fee will be forfeited and the vessel will have to join the general 
queue. 


CARGO HANDLING EQUIPMENT: Compliance with B.P.T. Port Rules 
and Dock Bye Laws is essential. 
Hydraulic Cranes (Quay) Electric and Heavy Lift Cranes, Floating 
Mobile and Crawler Cranes available. 
2 gantry cranes (35 tonnes each) are fitted at Ballard Pier (Mole 
Station). 
2 Transtrainers on rubber tyres (35 tonnes) are provided in the Ballard 
Pier back-up yard for stacking containers. 
1 Transtrainer on rubber tyres (35 tonnes) is provided at the Stacking 
Yard at No. 1, Indira Docks. 
56 Mobile Cranes with capacity up to 30 tonnes available. 
Heavy Lift Electric Crane of 60 tonnes at Jetty End Indira Docks. 
2 Floating Cranes available of 60 tonnes and 125 tonnes capacity. 
Fork Lifts —- 10x2 tons, 353 tons and 18 tons. 
STEVEDORES: Supplied by Dock Labour Board. Bombay Port Trust 
supplies shore labour for handling cargo, including stacking in sheds. 
Working hours: 
1st Shift (0800 hrs. — 1700 hrs.) 
2nd Shift (1700 hrs. — 2300 hrs.) 
3rd Shift (2300 hrs. — 0500 hrs.) - restricted. 
Advance information and notice will aid agents in arranging for any 
specialised services that may be required. 
Good facilities for LASH System of cargo. 
MEDICAL: Excellent medical facilities and hospitals in the city. Notice 
in sufficient time, depending on seriousness of case, to arrange for 
transport, hospitalisation, etc. 


TANKERS: The oil terminal facilities are located on the Eastern side of 
Jawahar Island (Butcher Island) and consist of a concrete jetty about 
1,700 ft. long, having 3 pier heads, with dolphins at either end of the 
pier head. The jetty carries a roadway and pipelines and has berths for 
3 vessels of various sizes. The berths are numbered from North to South 
as No. 1, 2 and 3 respectively. Each berth is provided with breasting 
dolphins and mooring dolphins. A fourth oil berth South of Jawahar 
Island has been added for loading/discharging of crude oil. 

The oil terminal is administered by a Senior Dock Master, who works 
24 hours on — 24 hours off. There is also a safety officer, who is a senior 
pilot and ensures that safety precautions are complied with at all times. 
Approach to the Berth: From the Pilot Cruising Ground the vessel 
proceeds towards Jawahar Island at slow speed, under the direction of 
the Port Pilot, to avoid squat and so as to arrive off the berth on top of 
high water, in the case of loaded tankers. During the approach to the 
oil terminal, the vessel has to pass through the inner harbour, where 
other vessels are anchored. Before arrival at the berth, engines should 
be stopped and tested astern. This trial is compulsory before berthing 
at the oil jetty. 

The tanker anchorages, 9 cables and 13 cables S.W. of Butcher 
Beacon, are available for light tankers awaiting berth or suitable tide. 
An emergency anchorage exists 4.5 cables N.E. of Butcher Beacon. 

The tidal stream directions are not in line with the jetty. The ebb stream 
runs at an angle of 15° onto Berths No. 2 and No. 3 and 20° to Berth 
No. 1. Berth No. 1 and No. 2 are partially protected from the flood stream 
effects by the surrounding shore. Berth No. 3 is protected by an artificial 
reef from the shore towards Butcher Beacon. But there are reports that 
the flood stream tends to push the vessel off the berth. Although Berth 
No. 4 lies in the direction of tidal stream, which runs about N.E. — S.W. 
it does experience some strong tidal stream, pushing the vessel away 
om oA berth and has resulted in moorings breaking if not properly 
tended. 

Deep draft laden tankers dock on top of high water/beginning of the 
ebb, always port side alongside. 


Berth Limitations and Facilities at Jawahar Island Marine Oil Terminal 
and Pir Pau: 
Jawahar Island: 


Max. 

Max. Oversize Beam 
Berth Displacement LOA LOA Beam Oversize 

(tons) (ft.) (ft.) (ft.) (ft.) 
No.1 70,000 740 780 (Daytime only) 95 130 
No.2 48,000 600 - 95 NA 
No.3 70,000 740 780 (Daytime only) 95 130 
No.4 125,000 984 NA 130 NA 

Pir Pau Berth: 


LOA: 560 ft. (day light), Beam: 85 ft. Maximum Oversize: Length 585 ft. 
and Beam 95 ft. 

Vessel to be equipped with a functioning bow thruster and be able to 
pump over tide. 
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Draft: 
LOA up to 600 ft. LOA over 600 ft 
No.1 33 ft. 09 in. 29 ft. 06 in 
No.2 30 ft. 06 in. 30 ft. 06 in 
No.3 33 ft. 06 in. 31 ft. 10 in 
No.4 42 ft. 00 in. 42 ft. 00 in 
Pir Pau: 


LOA up to 525 ft. — 19 ft. 00 in. 

LOA up to 560 ft. — 18 ft. 04 in. 
Note: Drafts indicated above are at chart datum and correct at time. 
going to print. These are subject to change due to dredging/siltat, 
Drafts for these berths are declared by the Deputy Conservator of» 
Bombay Port Trust every month. 


Mooring and Unmooring Operations: At Berths No. 1, 2 and 3 the us, 
mooring arrangement consists of 3 head, 3 stern, 2 breast and dow 
back springs fore and aft. An offshore anchor is sometimes us 
underfoot. 2 mooring launches assist in running the lines ashore, } 
recommended, to facilitate in quick positioning of the vessels, that» 
back springs fore and aft are paid out and stored along the vessg 
sheer strake so that they can be quickly hove in and made fast om 
placed ashore. Mooring and unmooring times and conditions : 
decided by the Jawahar Island Dock Master. No long delays z 
experienced. Usually 2 tugs of sufficient power assist with mooring e 
unmooring. When berthing, tugs come alongside abeam of Butch 
Beacon. 

When berthing at Berth No. 4 the mooring arrangements are 3 hez 
stern, 3 breast lines fore and aft and 2 springs fore and aft are use 
When berthing, the tugs come alongside between North Karanja » 
West Uran Buoys. During monsoons additional lines may be requiz 
and will be indicated by the Dock Master. Strong ebb stream 
experienced at Jawahar Island. Prior to start of the ebb it must} 
ensured that both back springs and breast lines are taut. Moorings my 
be tended regularly in view of strong currents and unsettled weaty 
and fairly large range during Spring tides. 


Gangway: No shore gangways are provided so vessel's gangway sho 
be used. Pilot will indicate which side the vessel will berth and? 
gangway should be ready on deck about 20 ft. forward or aft oft 
manifold, ready to be put ashore as soon as the vessel has made {a 
Hose gangs come aboard via the gangway, therefore, it is importani) 
have the gangway placed promptly. 


Safety Check: The Safety Officer boards the vessel and carries ov 
ship/shore safety check with the aid of a Check List as advised int 
ISGOTT Manual. 


Pumping Over the Tide: Berth siltation takes place rapidly, and theres 
depths at the berths vary from time to time. These should be checit 
from the monthly bulletins issued by the Deputy Conservator of the Pr 
The tidal ranges above the chart datum are from zero to 16 ft. dur 
Spring tides and from 6 ft. to 10 ft. during Neap tides. 

Pumping over the tide is a routine practice by the local oil industre 
Vessels are required to reduce their draft before the first low water at 
berthing, hence vessel should be in all respects ready to commen 
discharge once mooring and connecting up are completed. Dischay 
over the first four hours should be planned to reduce the vessel's dt 
to the draft which will be indicated by the Dock Master. At least 1’ 
under keel clearance should be kept at all times. 


Cargo Operations: Crude Oil Vessels: Vessels of 740 ft. LOA# 
routinely accepted. Spot approvals for vessels up to 780 ft. LOA dock 
at Berths No. 1 and 3 may be granted provided that Berth No. 2 is vace 
or the vessel there is small enough to accommodate the extra leng? 

3x10 in. ASA hoses are used on crude vessels. Vessels are allow 
to arrive with the blanks off and reducers in place, on the manitt 
A shore crane is available, but it is also advisable to have the vessé 
derrick ready. Connecting of hoses is carried out by an experient 
gang. At Berth No. 4, 5 Ckicksan type loading arms are fitted with & 
flange size 12 in. 150 Ib. class. The shore will accept ship's ullage figut 
(arrival) taken without their representative present if this is necessaly 
order to avoid delay in commencing discharge. 

Product Vessels: Products are loaded and discharged through § 
diameter hoses with ASA flanges. These vessels dock at Berths No 
2 and 3 only. Loading of product tankers involves considerable * 
clearing. Usually, 2 hoses are connected, although 3 lines are availa 
Vessels arriving alongside for loading, should have clean ballast 0° 
with all tanks washed and ready to load any product. Since changes 
the cargo pattern occur very frequently, it is essential that ves* 
observe this requirement. Tank cleaning including Crude Oil Was" 
aan out only with the specific permission of the Dock Master/Sé 

fficer. 

For clean products, 3 lines are available at Berths No. 1, 2 an 
116 in. for HSD, 1x16 in. for Kerosene and 1x12 in. for other c# 
products such as M.S., ATF, JP 1, etc. This line is always being # 
full of water. Products are separated in this line by interface, if qué 
so permits, or by water plugs. 

In the process of flushing, a small amount of water may be loaded! 
board the vessel. This amount of water has to be checked, calcul 
and included in deadfreight calculations. 

The shore representatives inspect the tanks, prior to loading, and® 
the sea chests. He remains on board throughout the stay of the ves 
maintains communication and co-ordinates the activities with the s®™ 
He should be provided with a cabin. 

Early Departure Procedure is practised and Bill of Lading quan® 
are communicated to the vessel after sailing. Discrepancies, if ® 
between ship and shore figures are to be protested by cable. 


Discharge of Dirty Ballast and Slops: There is a slop tank availa? 
Clean ballast may be discharged over board. Slops and dirty ballast® 
be pumped ashore via a 12 in. line to a Slop Tank. Sufficient notice? 
information of quantities of slops/washings should be given. Maxi® 
quantities acceptable 4,500 tonnes, rate 1,000 t.p.h. 
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sation and Safety: No facilities or equipment are available within the 
vot for combating an oil spill. 

“The Port has a fire station at the Marine Oil Terminal. Several firemen 
ye in attendance at the berth at all times. Each jetty has 2 towers fitted 
wn fre monitors. There are also trailer pump generators at each jetty 
supped with foam compound. 

“tye wires must be hanging over the side on the outboard side, bow 
4 quarter, while alongside to enable tugs to connect readily in an 
go qu hetpbte 

swergency situation. The towing eyes should be maintained at water 
vel and sufficient slack should be flaked out on deck. 
Strict security is maintained at Jawahar Island. Access to the oil jetty 

;fom a small pier close Northward of the Island. No boats are allowed 
gongside. All crew members are provided with a pass and these are to 
ne returned before sailing. ; 
sel and Bunker Facilities: Fuel oil and light diesel oil are available ex- 
ynart. Lubricants also available in drums. The loading rate of fuel oil is 
spout 500 t.p.h. ; 
sesh Water: Drinking and boiler water available ex-wharf (30 t.p.h. — 
%tp.h.), from the Port Trust water boat (250 tons) at 25 t.p.h. and 
spate water boats (about 150 tons each) at 25 t.p.h. 
> Pau: Pir Pau Pier is situated at the Northern end of Bombay Harbour 
»a locality called Trombay. Here the refineries of Bharat Petroleum 
coporation and Hindustan Petroleum Corporation are situated. 

The approach to Pir Pau Pier is made through the channel between 
jwahar Island and Elephanta Island, thence through the Pir Pau 
gedged Channel which is marked by buoys. Only daytime berthing/ 
yberthing during the flood tide is allowed. 

A number of bollards are laid throughout the length of the Pier and 
yovide a suitable mooring layout for any size vessel up to 560 ft. length 
sverall. The fendering system consists of vertical rubber fenders on the 
yer for its entire length. It it advisable to keep portable fenders readily 
available. 

Pipeline size varies from 6 in. to 12 in. A loading/discharging rate of 
{50 tp.h. for all products is maintained. Cargo discharged at this pier 
smainly L.P.G., ammonia, lube oils and chemicals. 

Refrigerated cargoes acceptable, but due to design limitations of 
gpeline/tank volume, cargo to be heated to — 10° C. to 23° C. Pipeline 
ength 5 km. (8 in. ASA 300.). No vapour return line available. Maximum 
jscharge rate 120 tonnes per hour at back pressure 14.5 kg./cm. 
Vessels to carry suitable hoses of 75 ft. length for discharge. 

No bunkering facilities available at Pir Pau. Fresh water available 
exwharf at 5 t.p.h. or by water boat. 
lube Terminals at Commercial Docks: 

Certain Lubes, Vegetable Oils and fats are discharged both at Indira 
Dock and at Prince's and Victoria Docks at berths nominated by the 
Port. These are discharged either through a pipeline or into tank trucks. 
The average rate of discharge into tank trucks is 40 t.p.h. From the 
docks the pipeline (10 in.) extends to a tank farm about 10 km. away. 
for docking in the commercial docks a valid Gas Free Certificate will 
de required. 

Ship Operator’s Report: January 1987 (Updated 1990). 

location: The Port of Bombay is situated almost mid-way on the Western 
coast of India and is a natural deep water harbour protected by the 
mainland on its East and the island of Bombay on its West. It is the 
agest Indian port for dry cargoes in bulk and container trade. The 
Marine Oil Terminals are located at Jawahar Island (Butcher Island) and 
°r Pau at Trombay, where also refineries of Bharat Petroleum, 
Hindustan Petroleum and Indian Oil are located. 

Lube Oils and certain non-flammable liquid cargoes are also handled 
asome wharves of the Indira Dock and Victoria Dock. 

Communications: All vessels bound for Bombay should listen to Bombay 
Radio (Call Sign — VWB) which is located at Lat. 18°36’N., 
long. 72° 50’ E. and send their initial ETA as soon as possible. 

Tankers arriving in ballast should notify: ETA, amount of slop and dirty 
tallast to be discharged ashore, deballasting time, proposed loading 
sequence and quantity of each grade, displacement on completion of 
dading and alll requirements/services needed. 

The initial ETA should be subsequently confirmed or revised, 72, 48 
and 24 hours prior to arrival. 

Approaches: The approaches outside the 10 fathom contour are free 
¥ dangers. The vessel may approach Bombay from North to South 
‘ough West, but attention must be paid to areas in which fishing stakes 
may be encountered as indicated on the chart. Dangerous wrecks and 
‘ouled ground exist within the area bounded by parallels Lat. 18° 48.5’ N. 
~ Lat. 18° 50’ N. and meridians Long. 72° 42.5’ E. — Long. 72° 44.5’ E. 
Masts of sunken ships are sometimes visible during the periods of the 
\\W tides. Under no circumstances should vessels of any draft, attempt 
‘0 Cross this area. 

_The harbour entrance is lined by light buoys moored North of Thal 
»"oal, S.E. of Prongs Reef and S.W. of Prongs Reef. 

Decca Chain 7 BV is operational and reportedly gives satisfactory 
terformance, especially during daylight up tp 200 miles offshore 
‘eween Latitudes 16° N. and 24°N. 

Racons are fitted onto Khanderi Light House and Prongs Light House, 
which transmit the morse signal “K’ and “P” respectively. 
~'missible Draft: There are no night restrictions, except at Oil and 
“remical Jetty at Pir Pau. The minimum depth in the entrance channel 
“the harbour is 34 ft. 6 in. below chart datum. The shallowest bar 
Sends from a beam of the buoys at the entrance to abeam of Middle 
sfound Island. 

Deep draft vessels, including laden tankers, should be at Pilot Cruising 
a from 1 hour 30 minutes before high water to on top of high 
ps depending on the instructions received from Bombay Pilot Vessel 
- on Signal Station. When Pilot Vessel is on station, all instructions 

® given by Harbour Control/Port Signal Station. 

'is advisable to start heaving anchor in good time, about 2 hours 
te "€ time required at Pilot Cruising Ground; and to make approach to 
yoo" entrance, passing about 1 mile North of Bombay Floating Light 

*ssel. Then vessel should head towards the middle of the 2 entry buoys 
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(Prongs Reef Buoy and South Entrance Buoy), passing about 8 cables 
South of S.W. Prongs Reef Buoy. 
DENSITY: The Port of Bombay is essentially a salt water port and major 
fluctuations in the density occur on account of tide. Density varies mostly 
in monsoon period June to September. Sea water temperature 18° C. 
to 23° C. throughout the year. 
FRESH WATER: Available at all berths ex-wharf at following delivery 
rates: 
Jawahar Island 
Pir Pau : 
Indira Dock 12 t.p.h. — 15 t.p.h. 
Prince's and Victoria Docks 12 t.p.h. — 15 t.p.h. 
Fresh water also available by water boats. 


30 t.p.h. — 35 t.p.h. 
5 t.p.h. 


Port Trust water boat 25 t.p.h. 
(250 tons) 
Privately owned water boats 25 t.p.h. 
(150 tons) 


Ship Officer's Report: Vessel berthed at Ballard Pier, East side. Fresh 
water availability on pier dependent on capacity of storage tank at the 
time of call. The water was not available continuously and we had to 
wait for the tank to be refilled. 

FUEL: Diesel oil and fuel oil are available ex-wharf at the four Jawahar 
Island berths. No bunkers are available at Pir Pau. At the commercial 
docks only diesel oil is available and is supplied by tank trucks. 

Bunker barges for fuel oil are available, however some delay can be 
expected. Bunker requirements should always be included in the first 
ETA message to minimise delays. 

FIRE PRECAUTIONS: All regulations of Petroleum Rules (chapter 
1/50 of BPT Port Rules). Port maintains fire stations, 24 hours per day, 
both at docks and at Butcher Island Oil Terminal. Special precautions 
taken for tankers at Marine Oil Terminal at Butcher Island. 
CONSULS: Most countries of the world have consulates/representative 
offices in the city. 

REPAIRS/DRY DOCKS: Major repairs may be carried out afloat and in 
dry docks. Excellent facilities exist and all repairs possible. There are 
several private and public ship repairers to do this work. 

There are 2 dry docks belonging to the Bombay Port Trust. Hughes 
Dry Dock is 1,000 ft. long and 100 ft. wide and the entrance to the dry 
dock is from Indira Dock Basin. Merewether Dry Dock is 525 ft. long 
and 65 ft. 6 in. wide and the entrance to the dock is from Prince’s Dock 
Basin. 

SURVEYORS: Nautical surveyors (Mercantile Marine Department) and 
all Classification Societies (Marine) and General Surveyors available. 
GANGWAY/DECK WATCHMEN: Private watchmen, regulated by the 
Port, are posted on deck as and when required by the Agents/Owners. 
OPENING/CLOSING HATCHES: All mechanically operated hatches 
are opened and closed by ship's crew. Rigging gangs may also be 
employed for this work. 

CUSTOMS ALLOWANCES: Weekly allowance is 200 cigarettes and 
1 bottle of spirits (1,000 ml.). 

REPATRIATION: Can be arranged, also crew changes. 

AIRPORT: International Airport at Sahar, 25 km. from Bombay Harbour. 
TIME: Indian Standard Time ahead of GMT by 5 hours and 30 minutes. 
No alterations to clocks are made any time. 

HOLIDAYS: Republic Day (January), Holi (2nd Day) (March), Ambedkar 
Jayanti (April), Shivaji Jayanti (April), Ramzan Id (April), Maharashtra 
Day (May), Bakri Id (July), Mohurram (August), Independence Day 
(August), Ganesh Chaturthi (August), Dasera (September), Diwali 
(October) and Christmas (December). 

POLICE/AMBULANCE/FIRE: Police 100; Ambulance 102; Fire 101. 
TELEPHONES: Arrangements for placing a telephone on board ship 
exist at all transit sheds in the Commercial Docks. 

IDENTIFICATION CARDS: Shore passes issued. Necessary for Police/ 
Custom Authorities and are to be returned prior to vessel’s departure. 
GENERAL: Hazardous Cargo: All items of Dangerous Goods are 
published by the International Maritime Organisation and are treated as 
hazardous cargo. They are divided into four broad categories for the 
purpose of handling in Port area. These categories are graded according 
to risk involved in handling: 

Category “A”: Low Flash Point (below 50° F. or 10° C.) or other goods 
which are too dangerous to be handled through the dock. 
Cargo of this category is discharged into lighters in the 
stream for direct delivery from the Port Hazardous depot 
at Haji Bunder. Vessels carrying commodities belonging 
to this category are not admitted into the docks. 
Intermediate Flash Point (above 50° F. to 76° F. or 10° C. 
to 24.4°C.) or other goods which present moderate 
degree of hazard. Cargo of this category is discharged 
into lighters in the stream for transportation to Haji 
Bunder for storage. Containers carrying this category of 
cargo may be landed from container vessels on shore 
in the docks and the containers are removed immediately 
to Haji Bunder for storage. 

High Flash Point (above 76° F. to 141° F. or 24.4° C. to 
60.6° C.) or other goods which present lesser degree of 
hazard. Cargo of this category is permitted to be 
discharged in docks for immediate delivery only. If direct 
delivery is not possible these commodities will have to 
be discharged overside into barges in the docks for 
delivery from Haji Bunder. 

Flash Point above 141° F. or 60.6° C. or other goods, 
specially some poisons and some corrosives, which also 
have hazardous properties. These are permitted to be 
stored and handled in the port area subject to special 
handling and storage instructions. 

In every case Masters of vessels carrying such cargoes are advised 
to inform their local agents well in advance of all hazardous cargo on 
board so that necessary arrangements can be made for off-loading such 
cargo as required. 


Category ‘B”: 


Category “C”: 


Category “D”: 
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REGULATIONS: Stringent Port Rules and Docks By-laws detailed in 
“Bombay Port Rules’. 

DEVELOPMENTS: Satellite port in Nhava-Sheva area has been 
developed and named as Jawaharlal Nehru Port. It was opened on 26th 
May 1989. 2 container berths, 2 bulk berths and one service berth are 
in operation. Port keeps watch on VHF Channels 16 and 13. 


SHIPMASTER’S REPORT: September, 1979. (Updated 1986). 
Anchorage: \f inner anchorage berths occupied then pilot station will 
inform of same and vessels to anchor in Anchorage “A” or ‘'B” West of 
Prongs Reef Lighthouse (see “Anchorage” in main text). The prohibited 
anchorage area between the zones is due to pipes and cables of the 
Bombay High Oilfield. Patrol vessels “Sagarika |" and “Sagarika ||" 
inform vessels if they are beyond anchorage limits and vessels should 
adhere to their instructions. 

Radio: Call sign “VWB". 24 hours watch. HF & MF. Vessels with good 
transmitter can contact Bombay directly from Port Said or Cape Town 
or Singapore. 

Radar/VHF: VHF Channel 16 for contact with Pilots and listening watch. 
Call Bombay Pilots or Bombay Harbour Control. Channel 12 is port 
frequency for berthing or shifting. 

Hatches: Opening and closing of hatches, beams, hatch covers by 
Stevedores. All mechanically operated hatches opened and closed by 
ship’s crew. Rigging gangs at Owners expense may be employed for 
these jobs. 

Stevedores: 1st shift (0800 — 1700 hrs.), 2nd shift (1700 — 2300 hrs.), 
3rd shift (2300 — 0500 hrs.). 

Consuls: U.S.A., Australia, Belgium, A.R.E., France, Greece, Germany 
F.R., Japan, Liberia, Norway, Sweden, U.K., U.S.S.R. and others. 
Medical: Excellent medical facilities and hospitals. 

Customs: Weekly allowance of 1 bottle spirit (700 ml.) and 200 
cigarettes. 

Specialised Cargo Handling Facilities: Ballard Pier Berth specially 
reserved for container and Ro/Ro vessels. Another container berth and 
container yard being formed at Berth No. 23 |.D. As Bombay Port not 
full geared for mechanical handling of cargo, advance information and 
notice will aid Agents in arranging for specialised services and fork-lifts. 
Good facilities for LASH system of cargo. 

Surveyors: All surveyors available. Standard marine and general 
surveyors. 


REPORT: Pir Pau Jetty (LPG), June 1984. 

Pir Pau Jetty: Datum draft 19 ft. 4 in. for Max. LOA 525 ft. Pir Pau 
Channel datum 13 ft.1in. Max. rise of tide approximately 15 ft. 
No berthing/unberthing between sunset and sunrise. 
Pipeline/discharging facilities: 

1. Refrigerated cargoes acceptable, but due design limitation of pipe- 
line/tank volume cargo to be heated to —10°C. before discharge. Sea 
water temperature at Bombay during year 18° minimum to 23° maximum. 

2. Pipe-line length 5 km. diameter 8 in. ASA 300 psi, no vapour return 
line available. 

ie discharge rate 120 tonnes/p.h. at back pressure 14.5 kg/cm. 
(abs). 

4. Vessel to carry suitable hoses making length of 75 ft. for discharge 
keeping in view items (2) and (3) above and to be equipped with derrick. 


SHIPS OFFICER’S REPORT: May 1989. 
Documents: 
Maritime Declaration of Health. 
Arrival Report. 
Cargo on Deck/Transit with Port of Loading/Discharging. 
Customs Arrival Report. 
Vessel’s Arrival Report. 
2 copies No Arms/Ammunition Form. 
2 copies Agent's Report. 
6 copies Deck Cargo Declaration. 
4 copies Store List. 
6 copies Personal Effects List. 
Other Local Forms. If visiting Bombay for the first time, the vessel 
may use its own forms. 
10 copies Crew Lists. 
3 copies Narcotics List. 
1 copy Vaccination List. 
— The Agent will provide a booklet which contains all the forms 
needed. 
Customs: Customs Officers will board the ship to check the bonded 
store. Ship hands over the forms prepared by the Agent. 
Quarantine: Hand over the forms prepared by the Agent. 
Immigration: Hand over the forms prepared by the Agent. 
Shore passes are obligatory. 


AUTHORITY: Bombay Port Trust, Administrative Building, Shoorji 
Vallabhdas Marg, Ballard Estate, Bombay-400 038. Te/: 268011. Telex: 
011-73345. Cables: Portrust Bombay. Contact: The Deputy 
Conservator. 

AGENT: G.A.C. Shipping (India) Pvt. Ltd., P.O.Box 11531, Bombay 
400021, India. Tel: 242167. Telex: 1185988. Fax: 2044973. Cables: 
“Gacsteam”, Bombay-21. 


726 


CALCUTTA: 22.32 N. 88.22 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Derat Certificate. 

Port Clearance from Last Port. 

Indian Coast Light Dues Receipt (if any). 

4 copies of Crew List. 

4 copies of Passenger List. 

1 copy of Through Cargo Manifest. 

4 copies of Stores List. 

1 copy of Cargo Manifest with B/Lading for the same. 

4 copies of Opium and Dangerous Drugs Certificate. 

Cargo Plan. 

Cargo on Deck Declaration. 

4 copies of Certificate of Foreign Currency. 

4 copies of Certificate of Arms and Ammunition. 

Letter to Assistant Collector of Customs regarding Loca! Agency 

Letter to Assistant Collector of Customs regarding duty on sh 

stores. 

Application to the Inspector of Police. 

3 copies of Arrival Report. 

4 copies of Watches and Clock List possessed by each membe 

the crew. 

6 copies Hazardous Cargo, if any. 

PILOTAGE: Telegraphic address of Pilot station: VWST “Pe 
Sandheads”. Radio message should be sent 48 hours prior arrival giv 
(a) ETA Eastern Channel Lt. Vs.;(b) from... to. . . (either Haldia, Bug 
Budge, or Calcutta); (c) deepest fresh water draft; (d) length over 
(e) d.w.t.; (f) whether VHF is or is not on board. 

Pilot boards vessel at Sandheads from pilot vessel fitted with W 
DF, VHF, radar, echo sounder and other navigational equipme 
maintains continuous watch on 500 kHz and receives ETA messa 
of incoming vessels. 

As an aid to navigation, navigable channel in river is marked w 
lights and channel buoys. There is a lighthouse at Sagar @ 
downstream from this point, 2 unattended Light Vessels are station 
at Upper Gasper and Lower Gasper and 2 attended Light Vessels 
Intermediate and Eastern Channel Stations. Navigable channel leads 
to Haldia Port from sea is 63 nautical miles and to Calcutta about { 
nautical miles. There are 15 bars in different reaches of the river, é 
these are downstream of Haldia and the remaining 11 between Hat 
and Calcutta. Since these bars are subject to fluctuations, the rive 
regularly surveyed and dredged as required. Owing to sharp ben 
narrow channel and difficult tidal conditions the navigation of st 
between ports and sea requires service of trained Pilots employed! 
The Port Trust. River Pilots take charge of vessels at Sandheg 
navigate to Haldia/Garden Reach as the case may be and then ha 
over to Harbour Pilots who manoeuvre vessels to Haldia Dock 
riverside jetties, moorings, or dock entrance lock at Calcutta. Movem: 
of ships inside docks is guided by Berthing Master. 

Shipmaster's Report: December 1983. 

Procedure for sending ETA Sandheads Calcutta: Vessels calling 
Calcutta should, along with their ETA messages to the Commander? 
Vessel, Sandheads, also indicate the Owner's/Agent's name and 0 
then will Master's ETA message be recorded, otherwise vessel will! 
be treated by Calcutta Port Trust on arrival at Sandheads for fur 
coming up river to the port. 

ANCHORAGES: Anchorage in River Hooghly at Saugor Roads, Hat 
Kalpi, Diamond Harbour, Royapur, Ulubaria and Garden Reach of wit 
Royapur, Ulubaria and Garden Reach utilised only by ships on passé 
to and from the port in emergency. Depths of anchorages vary oné 
to day basis according to River Draft Forecast but on average # 
deep. 

RESTRICTIONS: Navigation on River Hooghly is carried out only # 
Pilot on board and according to tide. Speed of vessel important fat 
and must be declared to Pilot on board, preferably telegraphed 48 ha 
in advance to Pilot vessel. 

MAX. SIZE: Maximum LOA 565 ft. with beam of 80 ft. for Netaji Sud! 
Docks and 515 ft. LOA with beam of 70 ft. for Kidderpore Docks. A ves 
of 535 ft. and over can sail out as ‘Tide Time Sailing” only and? 
restricts her draft from Calcutta. 

Maximum LOA of tankers for tanker terminal at Budge Budge is 621 
Restriction of beam for vessels berthed at Budge Budge is 85 ft. Dee# 
draft alongside dock berths in Netaji Subhas and Kidderpore Do 
8.70 m. At Budge Budge deepest draft at any berth 9.00 m. Berthing 
vessels, depends on prevailing draft of day published in Draft Fored 
for month. 

PRATIQUE: Procedure for obtaining Pratique: To obtain Radio Pratt 
incoming vessels communicate by wireless to Port Health Offe 
Calcutta, Cable address: “Quarantine Calcutta”: 

(a) No sickness or death from sickness on board within last 15 0 

(b) No sand, earth, pigs, poultry, crew or passenger taken abd 
from E. Coast of Africa between Port Sudan and Durban, ® 
ports included. 

(c) Ship not touched within last 30 days any port in E. Africa betw 
Northernmost point of Eritrea and Southernmost point 
Tanzania, including Island of Zanzibar or any other yellow ® 
infected area. 

(d) No abnormal mortality of rats or mice on board. 

(e) No monkey on board. 

(Item (a) to be sent in code under usual standard quarantine mess#® 
required by ships; rest in plain language through local wireless stat 

In case of any suspected disease or fever on board, local Agents® 
be contacted by cable who arrange for doctor to be sent or for rem 
of a patient if necessary. Vessels calling at another port in same cot 
are exempted from obtaining Pratique. 


(See Pk 


- Calcutta Radio, call sign VWC. R/T. and VHF. 
N sioemation regarding weather distributed at 1030 and 0630 hrs. local 
we ON 2000 metres. 
aso see “Pilotage”. : 
mas: 15 tugs, 550 hp. — 2,200 hp. Tugs used for vessels after passing 
ix entrances at Netaji Subhas and Kidderpore Docks. Tugs used for 
esselS to turn. Vessels own lines. At Garden Reach sailing on ebb tide 
|) Tide Time Sailings”. 
#ATHING: Vessels brought in for berthing according to tide. 
ivements from one berth to another inside dock not dependent on 
se, put according to convenience of port. Vessels berthed at riverside 
sees or river Moorings required to have starboard anchor unshackled 
.omder that starboard chain could be tied to buoy on arrival. After first 
sain is shackled on, port anchor is unshackled and 2 pieces of chain, 
sen 30 fathoms long are removed from port cable and sent aft by boat 
ya made fast to buoys, etc., and tied to stern of ship. The remaining 
~acable is tied up to another buoy forward. Vessels at river jetties and 
ser moorings if left during Bore Tide are to comply with following: 
Half an hour before low water: 
a) Gangway to be hoisted up, if ashore. 
») Pipe-lines disconnected and triced up (for vessels at Budge 
Budge Jetty). 
¢) Heave tight on forward chains to keep vessel about 6 ft. off jetty 
or pontoon. Make sure weight is on bore springs and not on 
chains aft. 
d) Tighten all buoy ropes. 
e) When bores expected, all vessels in stream shall have steam on 
main engines, windlasses and winches and a sufficient number 
‘s of officers and crew on board to tend vessel in case of emergency. 
nm) After bore made, and vessel stopped ranging, slack forward chains 
» od mark. Bore springs can be had through Agents from local 
suppliers. 
F tose Budge (oil terminal) on banks of River Hooghly has river jetties, 
7 ence above instructions also apply to vessels berthed at Budge Budge 


\etties. 
‘ At Budge Budge two lengths of chain provided by Port Trust for stern 
moorings. 
it Barnore Dock: Lock entrance: 580 ft. x 80 ft. 19 general cargo berths. 
m coal berths, of which one is fully mechanised. Peak loading rate 
ef 00 m.t.p.h. 
@ Netaji Subhas Dock; Lock entrance: 700 ft.x90 ft. 8 general cargo 
mg terths, No. 1 Berth equipped with 200 ton heavy lift crane. One oil berth, 
2 Seth "C’’, used for unloading petroleum products. 6 additional berths 
q wailable. 
§; Garden Reach Jetties: 2 alongside berths for overside cargo work only. 
« Sudge Budge: Also see “Tankers”. 5 jetties which can accommodate 
% vessels up to 625 ft. (190.50 m.) LOA. 
m Jetties were previously used mainly for petroleum products for which 
by age storage tanks are available. With the commissioning of the Indian 
§ 0) Refinery at Haldia, movement of products by large tankers has been 
nm vansferred. 
« These jetties are presently available for handling bulk liquids like 
"1 sible oil, vegetable oil, soya bean oil, etc., for which separate storage 
#59000 tonnes capacity is under control of the State Trading 
Corporation. 
§RIDGES: 2 bridges; 1 collapsible, 1 swing, situated inside Kidderpore 
dock are open for navigation to suit convenience of port. 
epi 48 hours notice of arrival at pilot station required by 
ent. 
WEDICAL: Masters in need of medical services required cable Agents. 
‘ospital facilities. Ships leaving for foreign port or minor Indian port 
Where no Port Health Officer) required to ensure officers and crew have 
aid health certificates (for cholera and yellow fever if proceeding to a 
(low fever area). 
TANKERS: Not permitted discharge residue into dock (at C berth Netaji 
Subhas Dock). 
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S.G. A.P.1. of local types of oil 
it) 0.91 and 0.94 0.9430 varying to 0.9550. 
| Tanker terminal at Budge Budge 13 nautical miles from Calcutta by 
ms "wer. 
88 Jetty No. 1 for accommodating vessels of LOA 620 ft. 
#| 88 Jetty No. 2 for accommodating vessels of LOA 430 ft. 
#| 88 Jetty No. 3 for accommodating vessels of LOA 230 ft. 
| 8B Jetty No. 5 for accommodating vessels of LOA 620 ft. 
8B Jetty No. 6 out of commission. 
8B Jetty No. 7 out of commission. 
88 Jetty No. 8 for accommodating vessels of LOA 620 ft. 
Deepest draft alongside jetty berths 9.0 m., but vessels brought up 
*sording to prevailing draft as per forecast. 
thing: Vessel is moored starboard side to at Budge Budge as follows: 
ot Anchor to about 6 shackles on the Port bow with the ship's starboard 
“le shackled to the shore cable on the starboard bow. 2 shore cables 
“ae fast round the bitts are used aft. These cables are crossed. An 
“perienced shore mooring gang boards vessels to assist in berthing, 
“0 these men require very little help from the Ship's Crew. 
operation generally takes about 1.5 to 2 hours. 
sequence is as follows: The Port anchor is dropped well off and 
steam of, the Pontoon, on the first of the Ebb tide. The vessel's bow 
then Swung into the forward in-shore mooring buoy by a mooring rope. 
8 buoy is then brought close under the bow whilst the starboard ship's 
® Is made fast to the shore cable. For this purpose, the Shore 
4g gang, will, on first boarding, hang off the starboard anchor, 
"ough the hawse pipe, leaving the first 15 fathoms of cable flaked on 
- Ship's wire rope (100 mm.), should be available for hanging off, 
‘ with 75 mm. rope, quantities will be advised by the Berthing 
t for lashing the cable. 
‘en the forward cable is fast, the stern is swung, again using 
hi? and are made fast round the two bitts. 75 mm. (3 in.) rope 
19S will also be used here. On completion of making fast the after 
ls, the vessel is hove into position by the windlass. The mooring 
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ropes are made fast to the two quarter and two bow mooring buoys and 
are again used when the shore Gang board to break moorings prior 
departure. To avoid any chance of delay in mooring, the vessel should 
ensure that the first shackle of her Starboard cable is free prior to arrival, 
and should have three joining shackles ready for use in case these are 
required. One ship's wire will be required forward, for hanging off the 
anchor, and two aft, for heaving on board the ends of the shore cables. 
Although the shore mooring gang have their own shackles, etc., at 
Budge Budge, it is necessary for the ship to provide a drift punch and 
heavy hammer for breaking the cable. 

It should be noted that at Calcutta itself there are not enough shore 
chains to provide moorings to all vessels using the port, and in these 
cases vessel's Port anchor cable will be broken to provide the after 
moorings. All the Budge Budge Berths, however, are supplied with 
sufficient cables. These latter cables are anchored to swamped 
moorings at each berth. 

During the period of Bore Tides, the above moorings may have to be 
supplemented by coir ropes supplied by Burmah-Shell. In such cases, 
and in the event of the cable moorings requiring attention during the 
vessel's stay at Budge Budge, the local Harbour Master, or his assistants 
will advise the vessel. 

Shore Lines: All products handled through 150 mm. (6 in.) or 200 mm. 

(8 in.) hoses. 

Restrictions: Handling of packed cargo not permitted during the 

discharge of Low Flash bulk cargo. 

Fuel: Fuel oil, diesel oil and gas oil available ex-wharf at Budge Budge 

and by lighter. Lubricants available. 

Fresh Water: Not available. 

Tank Cleaning/Dirty Ballast Facilities: Line 100 mm. — 250 mm. (4 in. — 

10 in.). Max. quantity acceptable 130 — 170 tonnes. Rate 60 — 100 t.p.h. 

Limited facilities for various grades. Clean ballast may be pumped 

overboard. 

General: A continuous and strict watch, especially during the hours of 

darkness, should be kept on the vessel, both when anchored or in the 

berth, in order to prevent unauthorised persons boarding the vessel. 

DENSITY: Average density in port is about 1000. 

FRESH WATER: Fresh water on application from Masters or Agents 

and preferable if at least 48 hours’ notice given. Supplies through barges 

and direct from quay line. 

FUEL: Redwood 600 — 700 sec. supplied at Calcutta and require at 

least week's notice for supplying vessels lying inside dock. Fuel also 

supplied at Budge Budge Terminal, 3 days notice to suppliers and Port 

Authorities. 

FIRE PRECAUTIONS: Usual non-smoking precautions and Master, 

Owners, Charterers or their Agents of vessels carrying import cargo or 

intending to load export cargo of hazardous or inflammable nature, 

furnish 6 copies of list of cargo involved to Traffic Manager in prescribed 

form, at least 10 days before vessels intend to land or ship cargo. Traffic 

Manager on receipt of list, categorise items enumerated in list and 

landing delivery and storage of such cargo be done strictly in accordance 

with instructions. 

CONSULS: (Telephone Numbers) 
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Australia 22-1554 Nepal 45-2024 
Belgium 44-3886 Netherlands 23-4442 
Bolivia 23-5615 Nicaragua 44-1329 
Brazil 45-2120 Norway 22-4094 
Czechoslovakia 46-4542 Pakistan 44-5208 
Denmark 23-4069 Panama 47-6765 
Dominican Peru 23-2331 
Republic 55-5067 Philippines 22-0514 
Egypt 45-4168 Poland 44-7144 
and 45-2507 Spain 23-5539 

El Salvador 55-7392 Sweden 23-2243 
Finland 22-4602 Switzerland 44-8039 
France 23-2958 Thailand 46-0837 
Greece 23-5615 Turkey 34-2770 
Haiti 34-2673 USSR 44-2006 
Italy 45-1411 UK 44-5171 
Japan 44-5455 USA 44-3611 
Liberia 46-1164 Venezuela 23-5615 
Myanmar (Burma) 22-7071 Yugoslavia 44-6881 


REPAIRS: All types of deck and engine repairs undertaken. 
DRY DOCKS: 5 dry docks owned by Port Trust available. 3 in 
Kidderpore Docks and 2 in Netaji Subhas Docks, dimensions as follows: 

Dry Dock (Kidderpore) (1) 547 ft.x69 ft.x25 ft. (2) 497 ft.x69 ft. x27 ft. 
(3) 350 ft. x60 ft. x 23 ft. (max. length/beam of vessel allowed. No. 1: 
515 ft. x64 ft. No. 2: 500 ft. x64 ft. No. 3: 335 ft. x 48 ft.) 

Dry Dock (Netaji Subhas) (1) 581 ft.x 80 ft. x22 ft. (2) 596 ft. x80 ft. 
x 22 ft. (max. length/beam of vessel allowed. No. 1: 565 ft.x75 ft. 
No. 2: 565 ft. x75 ft.) 

Netaji Subhas Dry Docks arranged in tandem and used as one dock. 
Power supply, compressed air and fresh and unfiltered water supply, 
hydraulic capstans for propeller work and cranage service including 
heavy-lift available all dry docks. Each dock provided with automatic 
telephones for use on board ships. 

GANGWAY/DECK WATCHMEN: Necessary and recommended by 
Agents at rate of 3 watchmen per shift of 8 hours. 
OPENING/CLOSING HATCHES: Normally undertaken by stevedores, 
unless specifically mentioned that same will be attended to by crew. 
CUSTOMS ALLOWANCES: 0.25 Ib. tobacco and 200 cigarettes. Wine 
and/or Spirit: 1 bottle of wine or spirit per head for consumption on board. 
CARGO GEAR: Proof of cargo gear tested by a competent authority 
required. 

REPATRIATION: Facilities exist for effecting crew changes and 
arranging any necessary repatriation. 

AIRPORT: 12 miles; served by regular international airlines with 
minimum 1 flight per day. 

TIME: GMT plus 5.5 hours. 

POLICE/AMBULANCE/FIRE: Police (port) Tel: 45-1701 and ask Port 
Police or dial 100; Ambulance dial 102 or 45-4163; Fire dial 101 or 
45-1701 and ask Fire Fighting Service. 
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CONTRABAND: Regulations provide that a vessel shall be liable to 
confiscation which is or has been in Indian Customs’ waters where 
constructed, adapted, altered or fitted in any manner for the purpose of 
concealing goods. 

The act also provides for a fine in lieu of confiscation which could in 
theory be up to the value of the vessel. 

Indian Customs Authorities regard vessels as subject to the 
regulations if they have any alterations to the normal structure of the 
vessel or its fittings which is not of operational value, e.g. holes cut in 
panelling (over bulkheads) which are frequently found concealed from 
view behind cabin furniture such as settees, bunks, desks, wardrobes, 
etc. Customs invariably impose fines for such cavities even though 
empty of about Rs. 5,000/- for 1 or 2 cavities and increasing if more 
cavities are found. Fines would be substantially higher if cavities in fact 
contained contraband. 

To minimise fines it is essential that Shipowners should instruct their 
Masters to organise periodic anti-smuggling searches of all 
accommodation and other places in the vessel by ship's officers with a 
view to locating any cavities or contraband and such searches, and 
results thereof, should be logged. Furthermore, the Customs Authorities 
invariably obtain a statement from the occupant of the cabin whether 
instructions had been issued by the Owners or Master for each officer 
crew member to search his own cabin for cavities or hiding places or 
other unusual or irregular tampering with the normal structure of the 
cabin and to report to the Master any such cavities, hiding-places or 
such other unusual tampering found at any time whilst serving on the 
vessel. 

If no such instructions have been issued, the Customs generally 
regard the Owners/Master as failing to take proper anti-smuggling 
precautions and the risk of increased Customs fines arises. 

It is suggested that appropriate instructions should accordingly be 
issued without delay by all Masters to their officers and crews and that 
each officer or crew member should acknowledge receipt in writing of 
such instructions. It is also emphasised that such instructions should 
also be notified to any officer or crew member who joins the vessel after 
first issue of the instructions to the existing officers and crew. 
HOLIDAYS: Closed Holidays (when no work is_ permissible): 
Independence Day, Republic Day, Gandhi's Birthday, Vijaya Dashami 
and Kali Puja. 

Holidays when double wages payable: Saraswathi Puja, Netaji’s 
Birthday; Idul Fitr, Dholjatra, Muharram, Bengali New Year, May Day, 
Fateh Duaz Dahan, Durgapuja, Guru Nanak’s Birthday, Id and Christmas 


Day. 

TELEPHONES: No arrangements for installing telephones on board, 
but use of telephones from Port Trust's/Superintendent’s Office on each 
dock. 

SERVICES: Tank-cleaning equipment with minimum notice of at least 
7 days. Discharge of tank-washings not permitted while vessels lying in 
dock. Compass and radar technicians available. 

SHORE LEAVE: Seamen permitted to go ashore after cleared by 
Immigration Officer boarding vessel on arrival. In case of Chinese, 
special permission to be obtained from Immigration Authorities, through 
vessel's Agents. 

IDENTIFICATION CARDS: Not necessary if holding Seamen’s Books 
or passport. 

REGULATIONS: Booklet “Dock and Jetty Handbook” supplied free by 
Port Trust to incoming vessels. 

GENERAL: /mportant: Masters of vessels in port should ensure that 
vessel's engines are not immobilised without prior permission of the 
Harbour Master. 

DELAYS: Delays occur during monsoon. 

DEVELOPMENTS: 

1. Construction of container terminal (Netaji Subhas Dock) with 
related facilities has commenced and will take about 3 years to complete. 
Annual capacity will be 100,000 TEU's as compared with the present 
45,000 TEU’s. 

2. 11 new cranes and 16 fork lifts have been purchased. 

3. Dredging (maintainance — deepening) of river to allow deeper draft 
vessels into Calcutta and Haldia. 


SHIPMASTER’S REPORT: September, 1979. (Updated 1986). 

Approaches: When approaching Calcutta from South Sri Lanka it would 
be advisable to pick up False Point Light and then proceed to Eastern 
Channel Light Float at Sandheads for Pilot. During the S.W. monsoon 
vessels encounter long spells of overcast skies and rain hence vessels 
should pick up Dolphin Nose Light at Vishakhapatnam then coast up to 


False Point Light before branching off to Eastern Channel Light Vessel. 


Pilotage: Pilots board at the Sandheads. For picking up Pilots from the 
pilot vessel, vessels will have to approach close to the pilot vessel's 
stern with M.M.D. approved type pilot ladder rigged over side. Separate 
accommodation has to be provided for Pilot. 

Restrictions: None for vessels below 22 ft. draft. Those between 22 ft. 
and 24 ft.6in. may have to wait for Spring tide for entrance and 
departure. However, Hooghly River Authority publishes a booklet every 
month stating the draft restrictions for entry into Calcutta. 

Berthing: Whilst entering locks, passing through cuttings and berthing, 
vessels should have good fenders rigged 2 ft. above the water to prevent 
dents and scrapes to the hull. The Port is not equipped with fenders. 
The coal berths at Kidderpore Docks are old. Masters should exercise 
caution when coming alongside these berths for waiting or loading. For 
tying up to riverside moorings both anchors have to be unshackled. 
Starboard cable lead to port buoy and port cable to starboard buoy in 
across fashion. At the stern vessels with stern cables will have to follow 
the same as forward. Over and above, ropes and tackles will have to 
be rigged for taking the initial stress of the bores before strain comes 
on the cable. 

Tying up the vessel to the buoys at the riverside moorings can be 
aided by experienced shore mooring gangs at Owner's expense. 
Saar No Radar. VHF Channel 16 for contact with pilot boat or 

y WIT. 
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Customs: Very stringent about cargo particulars. 
Cranes: One heavy lift quay side crane of 200 tonnes. Berths No) | 
4 and A at NS Dock fitted with 2 tonne cranes. Berth B and D qj | 
Dock are fitted with 3 tonne electric cranes. Berths No. 27, 28 ay | 
at K-P Docks are fitted with new 3 tonne electric cranes. 1 
Hatches: Wooden hatch boards and beams by stevedores. Mechanj, 
operated or other hatches by ship's crew. Rigging gangs may 
employed at Owners’ expense. 
Stevedores: 1st shift (0630 — 1530 hrs.). 2nd shift (1530 — 2230), | 
3rd shift (2230 — 0530 hrs.). 
Medical: Very good hospitals and nursing homes. i 
Specialised Cargo Handling Facilities: Containers can be loaded; | 
stuffed aboard. No Roll-on/Roll-off facility. 
Surveyors: A.B.S., 1.R.S., L.R.S., G.L., N.V. and others. Stang | 
marine, Cargo surveyors and general surveyors also available. | 
General: Vessels navigating the Hooghly River should be very cay 
about river thieves who will board the vessel whether stopped g | 
anchor or making way at full speed. 
| 
| 


SHIPMASTER’S REPORT: November 1984. 
Pilotage: Accommodation is sometimes required for up to 3 pj, 
transferring from Sandheads to Haldia/Calcutta or vice versa. 

Radio Officer is required on standby during pilotage to send \ | 
messages as required by the Pilot. 

Silting problems at Auckland Bar required a 0.4m. reduction | 
published drafts November 1984. Situation not expected to impr | 
Radio: \nformation on weather on 2000 m. not heard. { 


\ 
SHIP OPERATOR’S REPORT: January 1987 | 
Location: The port is located on the left bank of the River Hugli ab 
129 km. above the river entrance off Sagar Island in the Bay of Ber 
Pilotage: Pilotage is compulsory for all vessels over 100 gross ty | 
River pilotage which extends from Sandheads, 72 km. below Sq\ 
Island, covers a total distance of 201 km. The River Pilot boards: 
vessel at Sandheads (Lat. 20° 59’ N., Long. 88° 14’ E.) and a Harty 
Pilot boards the vessel at Garden Reach (Lat. 22° 33.5’ N., le! 
88° 17.5’ E.) for mooring vessels in the river or berthing in the doo | 
The movement of ships inside the docks is controlled by the Berth 
Master. \ 
Approach Channel: The Approach Channel to the main port requ! 
considerable navigation skill. There are several sand bars and crosst 
of which Balary Bar is the most treacherous, as well as sharp bend | 
the river which the ships have to negotiate. These bars are subjeq | 
seasonal and, at times, sudden fluctuations both in depth and alignm! 
of the channel, necessitating dredging on the shallow reaches.! 
channel is well marked with numerous navigational aids which com! 
of lighthouses, lightvessels and channel buoys, automatic tide gai! 
and signals and river marks; thus facilitating navigation both by day? 
night. Surveying and charting of the river is continuous and depthso 
the river bars are forecast daily. Besides navigation aids, a flee ' 
dredgers, barges, a river survey vessel and hydraulic research ver 
are employed to provide safe navigation to shipping. 
Permissible Draft: Drafts are subject to fluctuations according to ther 
of tide and the condition of controlling bars. The port of Cal! 
publishes a monthly draft forecast about 6 weeks in advance, copié 
which are available from the Harbour Master's Office (River) in Calc 
The River Hugli can generally be navigated as far as Calcutta dv 
the period: 

(a) June to October 

At HW Springs by vessels drawing 8.7 m. 
At HW Neaps by vessels drawing 8 m. 
(b) October to June 
By vessels drawing between 6.7 m. to 8.2 m. 

However, there are times during the above period, when’ 
permissible draft could decrease to as low as 5.5 m. before increai_ 
again. Therefore it is strongly recommended that Masters of ves 
loading for Calcutta should consult the monthly fresh water draft fore? 
of River Hugli, issued by Calcutta Port, and should load according) ' 
order to avoid unplanned delays outside the river at Sandheads. — 
Communication: | 

Radio: There are W/T stations at Ram Nagar, Hugli Point and Het 
Long range and short range W/T service for navigational message 
available for ships at sea within the range of 850 km. and 24h 
respectively. 

VHF: There is a VHF network in operation in the port as an essé 
means of communication. Apart from Ram Nagar, Hugli Point! 
Haldia, VHF communication facilities are also available on the? 
vessel, survey vessel, dredgers and other vessels of the port. 

The port has 2 pilot vessels fitted with W/T and VHF. These ves 
maintain a continuous watch on 500 kHz and receive ETA mess# 
from incoming vessels. At Sandheads, vessels in the vicinity * 
communicate with the pilot vessels on VHF Channel 12. 

Calcutta Port issues time of embarking Pilot at Sandheads to” 
required fresh water drafts for a particular day. Therefore Masters® 
incoming vessels should take note of time for embarking Pilot ands" | 
radio their ETA Sandheads with names of local Agents, destin? 
deepest FW draft, LOA and speed of the vessel to the local Agents! | 
to Sandheads (Call sign: “VWST") as soon as possible. There is$_ 
reductions in FW draft of vessels, whose speed is below 12 knos | 
Traffic Control: It is established and co-ordinated by the Harbour Ma 
Traffic information and navigational warnings are given on 500 kHz 
general rules governing traffic in the river are as follows: 

All vessels going with the tide will have the right of way. Navi 
in the river is carried out exclusively on Pilot's advice at times an! 
conditions established by the Port Authority. Night navigat® 
permitted. Since the depths at numerous locations change continu® 
the River Pilots are notified of depth changes and traffic move 
through a system of visual signals and via ship's radio on 500 k# 


n. Vessels at river moorings or jetties are subjected to sudden 
~ aes on their moorings during flood tide. The “Bore” takes place only 

certain periods, which are predicted a year in advance and last 
wi day to 5 days. J ; 

“puing the "Bore", no vessel over 152 m. in length in Calcutta and 
ser 160 m. in length in Buj Buj will remain in the moorings/jetties. The 
=x draft of vessels in the river moorings/jetties will also be restricted 
»55m. at Calcutta and 6.1 m. at Buj Buj. Vessels which cannot remain 
| pe river Moorings/jetties are taken inside the docks where ships are 
| eat influenced by “Bore” tidal conditions. Those vessels which remain 

" -e iver are provided with extra shore mooring ropes and tackles. 
ankers/Fresh Water: Adequate facilities exist in the port for the supply 
" “denking water to ships in the river moorings and at Buj Buj jetties but 
sat C Berth in N.S. Docks. vaste 
4 ibunkers can be supplied by pipe-line or barge at Buj Buj and N.S. 
', ges. Only 1 grade of intermediate fuel oil and diesel oil are available. 
| aepairs: The existing facilities comprise 5 dry docks for all major surveys 
yo underwater repairs. Of the 5 dry docks, there are 3 docks up to 
eax. 515 ft. x64 ft. in Kidderpore Docks and the remaining docks of max. 
wef. and 75 ft. are in N.S. Dock. The entry into docks is from the 
yoounded dock basins and not directly from the river. 
4S. Dock Oil Terminal (previously known as Paharpur): The terminal 
y «cated at “C” Berth in N.S. Docks; which is in line with “B” Berth 
sed for general cargo. Therefore the max. length of a vessel which can 
» »that C” Berth depends upon the size of the vessel at “B" Berth up 
» oamax. of 172 m. The shore facilities are owned by the government 
od used by various oil companies for lube products only. 

The access to cargo manifold platform is by steel walkway fitted with 
woden covering, some of which is missing or in poor condition. The 
th structure consists of the cargo manifold area and 2 mooring 

» aphins, 1 at each end of the manifold area, which are made of concrete 
‘yd filled with wooden beams to avoid metal to concrete contact. The 
m sanitold size is 8 in. and 1 length of 60 ft. hose sufficient for ship/shore 
gg wonnection is provided. 
m There are a few fire hydrants located near by but no oil spill control 
 quipment is available at the berth. 
$y Buj Oil Terminal (also known as Budge Budge): The terminal is 
\ ocated about 28 km. downstream from N.S. Docks. There are now 5 
-wtof 8 oil berths in operation. This is the major oil terminal for the port 
# Calcutta and handles all grades of petroleum products, except crude 
re and LPG. 
¢ The oil berths are located in the river and have floating pontoons. The 
;; moorings consist of 4 mooring buoys of old construction. 8 ship's lines 
i) we sent to 2 buoys and 2 shore mooring chains to the remaining 2 
twys. The buoys are provided with a ring on top, through which the 
mins lines are passed and secured. The mooring chains are made fast 
ss nder the buoy to the buoy pendants and divers carry out these 
@ ‘perations. 1 or 2 floating pontoons are provided at each berth. The 
ww medline is carried on a steel walkway fitted with wooden steps which 
ve 
() 
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gecial Feature: Calcutta being a river port is subjected to a “Bore Tide” 
4 
2 
a 
& 
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asoacts as an access to the pontoon. The pipe-lines end on the pontoon 
; there the manifold is located. The shore manifold is connected to the 
¢ p's manifold by hoses of 6 in., 8 in. and 12 in. 

tis essential that vessels ensure prior to arrival that the detachable 
ig “kof the first shackle can be easily opened. Inability to send the cable 
tthe buoy may cause serious delays. 

¢ ¥th Limitation and Facilities: 


ty} Berth Length Beam Product Handled 
in Min. — Max. Max. 
| (ft) (ft) eb 
st 455 — 620 85 Fuel oil, diesel, lube 
ae 280 — 380 85 Lube 
3 350 — 460 85 Bunkers 
5 435 — 620 85 Clean products only 
8 425 — 620 85 Clean products, solvents and 
the} petro-chemicals 
nm ‘eilties Available: 
e Slops: No facilities available at the terminals. 
# Pollution: No oil spill control equipment available at the terminals. In 


) %e of oil pollution, private contractors are engaged to clean up the 
%ea with the assistance of the fire brigade. 

Security: Terminals and berths are considered restricted areas. The 
: “Wle area is fenced and the gates are guarded. Watchmen are 
s* §alable and are considered essential by local Agents. 
s| Satety: Fire fighting truck/boats are available. There is no safety check 
‘provided. Safety is left entirely to the ship’s personnel. 


he 

® THORITY: Calcutta Port Trust, 15 Strand Road, Calcutta — 700001, 
i da. Tel: 223451 (16 lines). Telex: 21-7336 Calp In. 21-7423 Port In. 
; bles: Calpotrust. Contact: Director, Marine Department. 

8 
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*ALICUT: 11.15 N. 75.46 E. 
on LIMITS: The seaward (Westward) limit of the port is the 9 fathom 


XCUMENTS: 
ister. 
icles of agreement in the case of foreign-going vessels staying in 
Port for more than 48 hours. 
minal list of crew and passengers and the A & B Certificates. 
Sil of Health in the case of a vessel arriving from an infected port. 
earance from last port. 
on and Light dues receipts. 
®ssel’s manifest and any other document, which may be necessary. 
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INDIA 


Certificates: 

Registry. 

Radio Telegraphy. 

Safety Equipment. 

Load Line Certificate. 

Certificates of Competency of Master and other officers. 
PILOTAGE: No pilotage available. 
ANCHORAGE: Anchorage is about 3 miles offshore. Mud — good 
holding ground. 
HEALTH: In the case of all infected vessels Health Officer proceeds 
aboard, and in the case of all other vessels Health Officer may proceed 
on board and examine vessel. Master shall give every facility for 
examination of passengers, crew, personal effects, cargo, provisions, 
water-supply and any part of vessel Health Officer considers necessary 
to examine. Health Officer may require written declaration from Medical 
Officer (if any) of vessel or from Master (or from both) stating whether 
any death or sickness from an unknown or suspicious cause or any 
case of any disease occurred on board either during voyage or before 
departure, and whether any unusual mortality has been observed among 
rats on vessel. If Health Officer satisfied that such deaths or cases of 
sickness as may have occurred were not due to any of diseases 
specified he shall permit vessel to proceed to usual place of anchorage 
or berth in harbour and to discharge passengers and cargo without 
further restriction. Inspection by Health Officer not between sunset and 
sunrise except in unusual circumstances. 
RADIO: Messages through Cochin Radio or Mangalore Radio. 
SIGNALLING: The signal station is situated close North of the 
lighthouse. The station is manned 24 hours a day. 
TUGS: 4 motor tugs for towing lighters. 
BERTHING: No berths. 
CRANES: Fixed wharf cranes with capacity of 3 tons — 10 tons on the 
piers. 
STEVEDORES: Arranged through Agents and stevedore contractors. 
MEDICAL: General Hospital and Medical College Hospital situated 
about 1 mile and 5 miles away respectively. 
DENSITY: Sea water — 1025. 
FRESH WATER: Can be supplied by port tug, max. 15 tons per day. 
FUEL: Available. Small quantity of 30 tons can be provided, 48 hours 
notice required. 
CONSULS: Nil. 
REPAIRS: No facilities. 
DRY DOCKS: Small slipway at Beypore. 
SURVEYORS: The Port Officer at Calicut undertakes private surveys. 
AIRPORT: Construction of airport at Calicut is under consideration by 
the Government. Nearest airport at Cochin, 150 km. South of the port. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Holidays declared by the State Government are holidays 
for the port. Cargo work can be arranged on holidays. 
FIRE/AMBULANCE/POLICE: Police 100; Ambulance 100; Fire 100. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Necessary. 
GENERAL: Ship-to-shore signalling is normally by morse light. 
DEVELOPMENTS: Dredging commenced at Beypore and expected to 
be completed within a year or two and then ships of 18 ft. draft can be 
berthed alongside. Breakwater under construction and additional wharf 
under consideration at Beypore. 
AUTHORITY: Port Officer, Calicut. 


COCHIN: 09.58 N. 76.15 E. 


PORT LIMITS: Seaward Limits: 9 nautical miles Westwards between 
the following 2 positions: 

(a) Lat. 10° 02’ N., Long. 76° 03’ 27” E. 

(b) Lat. 9° 55’ N., Long. 76° 06’ 00” E. 
DOCUMENTS: 

7 Crew Lists. 

7 Passenger Lists. 

1 Last Port Clearance. 

4 Store Lists, including List of arms and ammunition. 

5 Passengers’ and Crew Personal Effects Declarations. 

4 Cargo Manifests. 

3 Cargo Certificates. 

3 Deck Cargo Certificates. 

3 Opium Certificates. 

3 Currency Declarations. 

PILOTAGE: Berthing arrangements, booking of Pilot, etc., normally 
done by Agent. Advisable send ETA messages at least 48 hours in 
advance to Agent. Amendments to ETA messages must be sent at least 
12 hours in advance. ETA messages may also be sent to Harbour 
Master, Cochin Port Trust. Messages should contain time and date of 
arrival at Outer Roads in IST and also draft fore and aft (in salt water). 
30 minutes before arrival at Fairway Buoy the Port Control to be 
contacted on VHF for instructions. 

No Pilot vessel on station in Outer Roads. A pilot boat with red hull 
and white superstructure exhibiting the normal International Pilot Signal 
comes out to Outer Roads for embarking and disembarking Pilots. No 
special light or sound signal need be made for Pilots. All ships awaiting 
Pilot in Outer Roads must have engines ready at all times to enter 
harbour (unless instructed otherwise). Masters should ensure that a 
good pilot ladder with 2 manropes is lowered about 2 ft. above water 
for embarking Pilots. Also while embarking Pilot, lifebuoy must be kept 
handy, and a good lee given. Pilots must be escorted from and to the 
bridge, to the embarkation deck. Also see “Restrictions”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler, 


ANCHORAGE: Cochin Roads is open anchorage with good holding 
ground of oily mud. Masters are required to anchor vessels in Westerly 
area from North to South of Fairway Buoy within radius of 0.5 miles. 
Deep-drafted vessels may anchor in a Westerly direction from Fairway 
Buoy within a distance of 0.5 to 1 mile. To facilitate entry and departure 
of deep-drafted ships, Masters not to anchor in line with direction of main 
channel, Westward of Fairway Buoy. 
RESTRICTIONS: Unless otherwise specifically instructed, vessels not 
to enter main channel at any time without Pilot on board. Pilotage 
compulsory for all vessels over 100 tons gross. No night entry for crude 
oil tankers. 
Draft Restrictions for Tankers in Ballast: The Cochin Port Trust has 
recently issued the following notice regarding draft restrictions for 
tankers. 
Tankers less than 500 ft. in length: 
Minimum F. 14 ft. + 2 ft. (and trimmed by stern). 
A. 16 ft. 
Tankers between 500 ft. and 700 ft. in length: 
Minimum F. 16 ft. + 2 ft.. 
A. 20 ft. 

Tankers over 700 ft. in length: Draft should not be less than 16 ft. forward 
and 20 ft. aft (as for ships between 500 ft. and 700 ft.), but not more 
than 28 ft. draft. 
MAX. SIZE: Maximum size of general cargo ships presently handled is 
700 ft. LOA with max. draft 30 ft. sa/t water. Such ships taken in only 
during slack ebb. Tidal Conditions: In Cochin Port ebb and flood begins 
to run 2 to 2.5 hours after HW and LW. During monsoons, freshets are 
encountered and there may not be any flood for several days. 

New Tanker Berth: Max. size 115,000 d.w.t. with part cargo. Max. draft 


35 ft. 

PRATIQUE: When a ship arrives at an Indian port, the Pilot who boards 
to bring vessel into harbour is authorised to give Free Pratique to healthy 
ships. The only exception to this procedure is if a vessel is arriving in 
India within 30 days of calling at ‘Yellow Fever port’ the vessel is put in 
quarantine and she is granted Free Pratique only after the Port Health 
Officer has boarded and satisfied himself that all persons on board are 
in possession of valid certificates against Yellow Fever and after 
conducting Mosquito Survey. 

Once a ship has been granted Free Pratique at an Indian port, it is 
not necessary to apply for Pratique at any subsequent Indian port she 
may proceed to which is automatic Pratique. 

Part |. The complete message comprises two parts. The first part 
embodying the code group on page 126 (Radio Quarantine Reports) 
from ships at sea e.g. ZS, ZT, ZU, ZV, etc. 

Part Il. The second part is in plain language and the following 
information must be given: 

A. (i) Expected time and date of arrival in the port. 

(ii) List of ports of call with dates of departure within 30 days period 
prior to arrival at the Indian port. 


OR 


‘Called at’ ‘not called at’ any port in West Coast of Africa from Senegal 
to Angola and Ethiopia, Somalia, Kenya or Tanzania, Brazil, Peru and 
any other countries North of these in South America including Trinidad, 
Tobago, Venezuela, Panama, Surinam, Guyane, Guatemala, Bolivia, 
Belize, Colombia, Costa Rica, Ecuador, Guinea, Nicaragua, etc. within 
30 days. 

(iii) Whether any monkeys on board. 

(iv) Whether any person/crew taken aboard at Djibouti or Aden (if the 
ship has touched either of these ports). 

(v) Number of crew and vaccination status. 

(vi) Maritime Declaration of Health Questions. Whether negative ‘ZT’ 
or positive (indicated by compliments — ‘ZU') as the case may be: 

(vil) The message must finally embody the phrase ‘Request Radio 
Pratique’. 

B. Additional information: Name of Agent. Request for ‘Radio 
Pratique’ must also include the name of the ship’s Agent in the 
quarantine message. The message should be sent when the vessel is 
not more than 12 hours and not less than 4 hours from the Indian port. 
If the expression ‘Request Radio Pratique’ is not used but the complete 
message outlined above has been sent in that specific form Free 
Pratique will be granted by the Pilot provided that ‘all is well’ aboard. 
The message should be complete, timely and specific otherwise Radio 
Pratique cannot be granted. 

In addition to the quarantine message the Maritime Declaration of 
Health must always be completed and presented to the Pilot, Port Health 
Officer or other authorised person immediately on arrival. On verification 
of Maritime Declaration of Health if it is found that quarantine message 
sent by the Master of ship is defective then Port Health Officer has the 
right to cancel the Radio Pratique granted earlier. 

Port Health Officer usually inspects all incoming ships coming from 
foreign ports to Indian ports and also carries out health and sanitary 
inspection and if satisfied gives Free Pratique on board the ship and 
certificate of clearance to sail out from Cochin port. 

Note: Masters are requested to check this information with the Agents 
in individual Indian ports and advise us without delay, if these instructions 
are at variance with local requirements. 

Special Reservations for India: 

1. Ships having other infectious diseases besides diseases subject to 
the regulations, e.g., Chickenpox, Measles, Mumps (Epidemic Pariotitis), 
Cerebrospinal Meningitis, Whooping Cough, Malaria, Paralytic 
Poliomyelitis, Influenzal Pneumonia or any crew/passenger having 
temperature of 100°F or more for more than 2 days which is 
accompanied by rash, jaundice, glandular swelling or diarrhoea severe 
enough to interfere with normal activities should inform ‘Quarantine’ 
Cochin by message and to be brought in under QQ flag in day time and 
red and white light at night. Port Health Officer will board such ships 
and grant Free Pratique after observing health formalities. 
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2. Ships having passenger/crew originating from or embarking at pon 
of Djibouti, Massawa, Aden or Yemen and arriving within 14 
departure from the said ports should inform ‘Quarantine’ Cochin and 
ship to be brought in under QQ flag. Port Health Officer will boarg 
ships and grant Free Pratique after observing all health formalities 

3. Healthy ships touching Aden or Djibouti and coming to Indian» 
within 6 days without any passenger or crew embarking at . 
Djibouti, should hoist 'Q' flag on approaching the port limit. The doardr, 
Pilot in such cases shall grant Free Pratique to the ship. 

If passengers or crew embarked on a ship either at Aden or 
and the ship arrives at Indian ports within 6 days, such Ship is r 
to hoist ‘QQ’ flag and Port Health Officer is to board the ship to Climingy 
the risk of Yellow Fever and grant the ship Free Pratique. 

Master of such ships should send quarantine Message to the Py 
Health Officer before arrival at the port. This message should be sey 
not more than 12 hours and less than 4 hours before arrival. 

4. Ships carrying monkeys from Yellow Fever area and com 
Indian ports within 31 days to be brought in under ‘QQ’ flag and Maste 
should send quarantine message positively. Port Health Officer yy 
board such ships and grant Pratique after observing health forma} 

5. Any ship carrying dead body, Master should send cable. Port Hea 
Officer will board the ship to investigate the cause of death whether dp 
to any diseases subject to the Regulations. 

RADIO: Cochin Radio operates 24 hours daily, call sign VWN, howeve 

its range is limited to about 300 miles only. ETA messages may te 

routed through Bombay or Madras Radio which stations are direc 

linked with Cochin telegraphically. ; 

VHF: VHF sets are installed in all port pilot launches, tugs, dr 

and at the Port Control Station in Harbourmaster’s Office. Channel \: 

is used for calling and Channels 14, 13, 12, 10 and 6 are available fy 

communication. Ships awaiting berthing should maintain listening wate 

on Channel 16 at all times. Information regarding berthing would te 

generally available from Port Control at 0600 hrs., 1330 hrs, ay 

1800 hrs. daily. Cochin Radio maintains a VHF service which cant 

linked to shore telephones anywhere in India. This facility is availabe 

only between 0200 and 1400 hrs. GMT. Contact made on Channel ij 

and then Channel 26 for conversation. 

TUGS: Presently 3 tugs; one of 1,500 h.p., one of 1,400 h.p. and or 

of 1,000 h.p. An additional high powered tug, 30 tonnes bollard pul s 

also available. Tug's wire or ship's rope may be used at the discretir 

of the Pilot. 

BERTHING: If particular ship required arrive at certain time, Agen 

informed in advance. | 
CARGO HANDLING: Modern systems of cargo handling such as pe 
slinging, palletisation and containerisation are commonly used. The per 
has at present 24 wharf cranes with capacity varying from 3 tonnes: 
10 tonnes, 12 mobile cranes of 10 to 40 tonnes capacity, 49 fort 
trucks of 2 to 2.7 tonnes capacity and 1 floating crane of 120 tonnes 
capacity, 3 high powered tractors each of 180 h.p., 19 semi-trale 
chassis, (10 with payload of 40 tons, 9 with payload of 20 tons), 2 heay 
duty fork lift trucks with side lift attachment for handling empty containes 
and 5 ordinary tractors and 11 trailers for cargo handling operations 

There are 8 general cargo wharf berths, 2 coal berths, 1 boat tran 
pier jetty, 3 tanker berths, 1 open berth and 2 low wharves and 11 streat 
moorings. Interim facilities are also provided for handling fertiliser 12 
materials pending construction of a mechanised berth. Ro-Ro ships at 
container ships are also handled. Quay 9 open berth is being convert! 
into a full-fledged container berth with sufficient back up area, powe 
plug points for reefer containers, freight station etc. At present containe 
ships use their own derricks. 

STEVEDORES: Booking of gangs undertaken by Agent on receipl 
ETA message. 

MEDICAL: Medical attention easily available in Cochin. If medcé 
attention required immediately on arrival, Agent to be informed wre 
sending ETA. Valid inoculation and vaccination certificates agai" 
Cholera and Yellow Fever are essential. 

Medical advices if required on high seas to be communicated 
‘Quarantine’ Cochin. Harbour Master/Deputy Conservator/Agenis © 
shipping company usually arrange evacuation of serious cases © 
hospitalisation from anchorage. 

TANKERS: LOA limited to 700 ft. at North tanker berth and 560 ft. LO* 
at South tanker berth. Max. draft 30 ft. 

The new oil terminal can accommodate tankers up to 115,000 4"! 
with part cargo. Max. draft 35 ft. Products Handled: 1x 750 mm. line ® 
crude. 2x400 mm. lines for furnace oil and white oils; 4x300™ 
discharge arms. Discharge rate 4,000 tonnes/p.h. 

Deep draft tankers berth only on ebb tide and during daylight hous 
Ballasted or loaded tankers can sail any time. 

All tankers must have fire wire fast and ready fore and aft on S® 
facing channel. 

DENSITY: Varies from 1000 to 1020 depending on tidal and weal® 
conditions. , 
FRESH WATER: Supplied by shore hydrants at Rs. 15/Mt - 
Rs. 24/Mt. respectively for coasting and foreign vessels. Rates © 
supplying through barges range between Rs. 45/Mt. to Rs. 130/Mt #%* 
Rs. 20/Mt. to Rs. 210/Mt. respectively to coasting and foreign vesse 
according to the position of the vessel and the time of supply. 
FUEL: All grades fuel oils normally available. Essential give a 
notice to Agent to make necessary arrangements. Pi 
nei aaa United Kingdom, Norway, Italy and France have consus 
ochin. 
GANGWAY/DECK WATCHMEN: Watchmen available at nominal & 
Recommended employ watchmen at gangway, on deck and in 
REPAIRS: The Cochin Shipyard now undertakes all types of 
engine repairs. 

In addition there are various other workshops who undertake eng 
and deck repairs. Exclusive surveyors to Lloyd's and non-e* ro 
surveyors to other classification societies are also available ‘of 
engine surveys. Repairs to radio, radar and other electronic equip" 
can also be arranged. 


, 
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ay DOCKS: Port dry dock can handle ships of up to 217 ft. LOA. 
“wever, not normally available for foreign craft. 

te Cochin Shipyard dry dock can accommodate ships of up to 
9000 d.w.t. with max. size of ship up to 257 m. length and 38.5 m. 
yen. The dry dock entry draft permitted is 6.5 m. 

~=NING/CLOSING HATCHES: Opening hatches normally done by 
edores. Topping derricks and removing locking arrangements on 
genes must be done by ship's personnel. 

urGO GEAR: All cargo gear must have valid test certificates and all 
ee factory act requirements must be complied with. 

#PATRIATION: Crew changes are carried out in this port. The Agents 
secute a bond before the Shipping Master before disembarkation. 
sgatriation undertaken by the Agents as mentioned in the said bond 
«well as general bond executed by them in Port Registration Office. 
»mission to enter India, travelling within India to the International 
wot through which they are leaving India and permission to leave 
wathrough Cochin port are being given by the Port Registration Office. 
yAPORT: Airport about 2 miles from harbour area. Cochin Airport 
endies internal flights only. 

mE: GMT plus 5.5 hours. 

UDAYS: Closed holidays: Republic Day (26th January); 
wependence Day (15th August); Gandhi Jayanti (2nd October); 
@May and 25th December. 

®EAMBULANCE/POLICE: Willingdon Island Fire Station 6555; 
ilingdon Island Police 6005. 
LEPHONES: Arrangements can be made for telephone connections 
»board ships on wharf berths only. 
“iP SUPPLY SERVICE: ‘Ship Supply Service” is functioning at 
‘hin port. The Agents of the vessel arrange ship-to-shore transport 
‘personnel and/or essential stores and/or sick crew members, etc., 
enever such services are required. Usually, vessel's Agent gets this 
wk after securing necessary clearance from the concerned Authorities 
odthese are arranged through their ship chandlers or other contractors 
sthe case may be. In cases of such emergencies, helicopter services 
arranged by the local Agents with the Naval Authorities in Cochin 
vhthe assistance of the Port Health Officer stationed in the area. 
HORE LEAVE: Temporary landing permits are issued to foreign crew, 
wect to restrictions as per Government orders, if any. 

XENTIFICATION CARDS: Shore passes (temporary landing permits) 
mbeing issued. Seaman's Books cannot be used by foreigners unless 
sh immigration stamp. 
SENERAL: Floating crane 120 tons, fire float. 
2EVELOPMENTS: One of the existing berths (Q-9, length 414 m.) is 
eng converted into a fully fledged container berth. Necessary 
‘structure facilities like hard-surfaced area, lighting, power plug 
mats, container freight station, etc. have been provided. Tractor- 
dassis, trailers, heavy duty fork lift trucks, etc. to handle 40 ft. and 20 ft. 
mlainers have also been provided. Two transfer cranes have been 
Salled in the stacking yard. Steps have already been taken to provide 
jayside gantry cranes at the wharf in order to provide fully fledged 
‘ntainer terminal facilities for handling cellular container ships at the 
iin view of the rapid increase of container traffic. Completion of the 
minal is expected in 1990. 

Fertiliser berth to handle raw materials under construction for ships 
#10 230 m. in length drawing 35 ft. will be commission shortly. 


YIPMASTER’S REPORT: August 1979. 

“shes: Beams and hatchboards by stevedores and the remainder by 
ps crew. 

‘evedores: 1st shift O800 — 1700 hrs., 2nd shift 1800 — 0300 hrs. 


NTHORITY: Cochin Port Trust, Willingdon Island, Cochin 682009. 
#6871. Telex: CN-203. Cables: Portrust. 


Contact: Tel. No. Tel. No. 
Office Residence 
Chairman 6286 6400 
Deputy Chairman 6592 6420 
Deputy Conservator 6417 6002 
Harbour Master 6410 6859 


‘GENT: G.A.C. Shipping (India) Pvt. Ltd., P.O.B. 515, Cochin 682003, 
‘ala, India. Tel: 69066, 69078. Telex: 8856537 GAC IN. Cables: 
4nfidence”, Cochin. Fax: 364113. 


‘ONDAPUR (Kundapura): 13.37 N. 74.40 E. 


XCUMENTS: 

"ward Report. 
‘alid Certificate of Safety. 
Radio Telegraphy. 
Safety Equipment. 
safety Construction. 
“few List. 


‘\OTAGE: Optional. Vessels call at this Port for carrying ore cargo 
“Sanchor at open roadstead at a distance of about 1.25 miles to 5 miles 
ending upon their draft in a holding ground of sand and mud. The 
trata the ship bound for this port reports the vessel's ETA in advance. 
Re Pea message the name of the vessel, date and time of arrival 
st i le f 

~ HORAGES: Good anchorage in depth over 8 fathoms at a distance 
*oximately 5 miles from the channel bar. 

mee Sultan Gudda Light bearing 053.5°(T) and Kodi Light bearing 
Wet: The Northern approaches to the Port area is rocky and the 
Dent, @pproach to the anchorage is from the South. Tidal range is 5 ft. 
at bar 7 ft. at LWOST. 8 ft. — 10.5 ft. during HW. 
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RESTRICTIONS: No restrictions except that vessels calling at the port 
anchor at open roadstead. 

MAX. SIZE: Vessels of smaller draft can anchor in 9 fathoms of water. 
HEALTH: The Assistant Surgeon, Government Hospital, Kundapura is 
the Port Health Officer at the port. 

RADIO: There is no radio station at the port. The nearest wireless station 
is at Mangalore and its call sign is “VWL". 

VHF: Not available. 

TUGS: There are 2 tugs/launches for towage service of sailing vessels 
and for special trips. 

BERTHING: No berthing facilities available for ships. 

1 wharf of 300 ft. in length with small stocking area. 

1 RCC sheet piled wharf of 700 ft. length with vast stocking area duly 
electrified and a stocking platform of 180 ft. length are the only shore 
facilities at this port. 

CRANES: None. 

BULK CARGO FACILITIES: None. 

STEVEDORES: Advise well in advance of ETA to shippers in order to 
arrange shore loading. Main cargo — ore. 

MEDICAL: No advance notice except in case of serious illness to be 
included in arrival message. Hospital facilities available at Kundapura. 
TANKERS: No facilities. 

FRESH WATER: No facilities for supplying water to vessels are 
available. Sailing vessels crew draw their requirements of fresh water 
from nearby wells. 

FUEL: For ocean going vessels, there is no bunkering facility. There 
are oil depots at Ganguli, Kundapura from where High Speed Oil can 
be supplied to small vessels in drums. 

CONSULS: None. 

REPAIRS: Small workshops where repair work for fishing launches, 
barge, etc., are undertaken. 

DRY DOCKS: None. 

SURVEYORS: Ship surveyors of Mercantile Marine Department at Goa 
and pac are available. Private Surveyors are available at Mangalore 
and Goa. 

OPENING/CLOSING HATCHES: Usually by ship’s crew. 

CARGO GEAR: No shore facilities. Ships anchor at open roadstead 
and load cargo by ship's gear. 

REPATRIATION: No facilities. 

AIRPORT: Nearest airport is at Bajpe which is situated 73 miles South 
of the port. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Holidays declared by the Collector of Customs, Bangalore 
are followed at the port. 

POLICE/AMBULANCE/FIRE: Pilot station is located at nearby 
Kundapura Town, Tel: 338. Ambulance facilities available at 
Government Hospital and Private Hospitals at Kundapura. Fire station 
available at Udipi 37 miles South of this port. Tel: 8333. 
TELEPHONES: No arrangements exist for placing telephones on board 
the ship. 

SERVICES: No facilities for ocean going vessels. 

BANKS: Syndicate Bank and Canara Bank, Ganguli, Kundapura Taluk, 
South Kanara Dt., S. India. No telex facilities. 

SHORE LEAVE: Crew members are allowed ashore subject to Customs 
formalities. 

IDENTIFICATION CARD: Seaman's Book is sufficient and shore passes 
are issued by Customs. 

DELAYS: Delays in loading can normally be expected during bad 
weather. 

GENERAL: The Port of Coondapur is a riverine port which is seasonal. 
Open for traffic from 15th September to 15th May every year. Port is 
situated at the confluence of the Hadi and Chakianadi rivers at Ganguli 
village. The Port is 60 miles North of Mangalore which is the nearest 
railway head. 

Charts: B.A. Chart No. 745. Indian No. 2019. 

AUTHORITY: Port Officer, Kundapura, Ganguli P.O. Pin Code 576216, 
Karnataka, India. Tel: 72 and 75 Ganguli. Contact: Captain H. 
Virendranath, Port Officer. 


CUDDALORE: 11.43 N. 79.46 E. 


DOCUMENTS: 

8 Crew Lists. 

8 Passengers Lists. 

3 Forms of Import Manifest of Stores. 

3 Lists of articles in slop chest. 

3 Private Property Declaration of Crew. 

3 Manifests. 

3 Bills of Lading. 
Certificates: 

Ship’s Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Safety Radio Certificate. 

Derat Certificate. 

Last Port Bill of Health. 

Last Port Clearance. 
PILOTAGE: No pilotage. Open roadstead port. 
ANCHORAGE: Vessels anchor in 5 to 7 fathoms with Cuddalore 
lighthouse bearing 265° to 295°, which is most convenient anchorage 
for communicating with shore at all seasons of year. Nature of bottom, 
sand. 
New Lighthouse Position: Lat. 11° 42' 21” N., Long. 79° 46’ 36” E. 
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RESTRICTIONS: No restrictions regarding entry of vessels during day 
or night. 

MAX. SIZE: Any size of vessel handled. 

HEALTH: On arrival, Master to signal Port Health Officer stating all crew 
well and requesting Free Pratique. In event of any crew member 
suffering from suspected infectious disease, Master to advise Agents 
sufficiently in advance to enable Port Health Officer to board vessel on 
arrrival. No Free Pratique necessary whenever vessels call from another 
Indian port. 

RADIO: No radio station. Cables routed through Madras Radio (call sign 
VWM), 72 hours prior to arrival. 

VHF: Cuddalore Port on Channels 16, 12 and 14 from 0600 hrs. — 
1000 hrs. and 1500 hrs. — 1900 hrs., except on Saturdays, Sundays and 
Government Holidays. 

TUGS: There is a tug available. It is utilised for towing the lighters 
between ship to shore and vice-versa. 

BERTHING: No berths. 

Lighters: About 170 lighters owned by private individuals are operating 
for transporting cargo between ship and shore and vice-versa and 
handle 2,200 tonnes in total for a round trip. 

Barges: 1 steel barge of 50 tons capacity available for lighterage 
purposes. 

Railway Sidings: Metre gauge railway line from Cuddalore Junction 
is extended upto the wharves at the port to facilitiate easy movement 
of cargo from the port. 

Cargo Shed: 3 covered cargo sheds with plinth area of 720 sq.m each 
are available. 

Storage capacity 1,700 tonnes. 2 open transit cargo sheds with plinth 
area 293 sq.m each are available, storage capacity 500 tonnes. 
STEVEDORES: ETA advice required 72 hours in advance to enable 
stevedores to make adequate arrangements for handling cargo. 
MEDICAL: No advance notice required unless vessel arrives with crew 
member requiring immediate medical attention. Seamen can be treated 
at Municipal Dispensary at Old Town near port and also at Government 
headquarters hospital in charge of District Medical Officer at New Town 
about 6.5 km. from port. 

DENSITY: Density of water 1024 — 1025. State of tide does not affect 
density. 

FRESH WATER: 1 steel water barge of 50 tonnes capacity is available 
for supplying fresh water to vessels in the Roads. 

FUEL: None. 

CRANES: 1 ‘Coles’ 10 ton capacity mobile crane has been purchased 
for handling cargo in this port. This is a diesel electric crane. 
CONSULS: None. 

REPAIRS: Minor repair facilities available. 

GANGWAY/DECK WATCHMEN: Services of watchmen recommended 
in yaprent of ship to avoid pilferage. 3 watchmen night and day per shift 
of 8 hours. 

OPENING/CLOSING HATCHES: By stevedores. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes permitted for each 
crew member to be held out of bond. Wine/Spirit, 1 open quart bottle 
per crew member permitted to be held out of bond. 

CARGO GEAR: Register of cargo gear and machinery to be maintained 
up to date and to be attested by competent authority. 
REPATRIATION: Facilities exist for effecting crew changes and 
arranging necessary repatriations. 

AIRPORT: Nearest airport at Madras, distance 180 km. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Cargo work arranged on all holidays except Republic Day, 
Gandhi's Birthday, Pongal, Karinal, Masimagam, Pennayar Festival, 
Independence Day and Deepavali, on payment of overtime. 
POLICE/AMBULANCE/FIRE: Tel: Police 2024; Fire and Ambulance 99. 
SERVICES: Cleaning of hatches after discharging cargo available. 
SHORE LEAVE: Crew members permitted to go ashore within municipal 
limits. 

IDENTIFICATION CARDS: Needed. 

DELAYS: No delay of anchoring of vessels. Cargo work carried out 
during day. No night work. 

GENERAL: Private launches arranged for purposes of crew going 
ashore. Such launches ply between 0600 hrs. and 1700 hrs. Laundry, 
provisions, etc., can be arranged. 

AUTHORITY: Government of Tamil Nadu, Tamil Nadu Port Department, 
56 Chamiers Road, P.O.Box No. 2179, Raja Annamalaipuram, Madras 
600-028. Contact: Captain D. T. Ramachandran, State Port Officer. 
Tel: 457994 (office), 837228 (Home), 459588 (Personal). 


DAHEJ: 20.43 N. 72.35 E. 


SHIPMASTER’S REPORT: March 1987. 


DOCUMENTS: 
Clearance from Last Port. 
2 copies Ship's Store List. 
2 copies Crew Personal Effects List. 
6 copies Crew Lists. 
Cargo Manifest. 
PILOTAGE: Optional. The Assistant Port Officer acts as Pilot. Masters 
are advised to approach/anchor during daylight hours. 
ANCHORAGE: Vessel anchors with Luhara Point Lt. (21° 39.5’ N., 
72° 33' E.) bearing 137° T, 5.3 miles off. Anchorage marked on chart. 
Cable “APO DAHEJ” via Bombay Radio at least 24 hours prior arrival 
for pilotage if required. Vessels should approach the anchorage during 
slack water (20 minutes after Bhavanagar) and bring up the vessel on 
port anchor with about 6 shackles in water. Holding ground is good. 
Vessel may drop starboard anchor underfoot. Depth about 16 m. at chart 
datum. This is a tidal port and currents are up to 5 knots during Springs. 
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MAX. SIZE: No restrictions. 

HEALTH: Cable “APO DAHEJ” and “PORTAL BHARUCH" via 
Radio for Free Pratique. Pratique normally granted on anchoring. 
RADIO: Bombay Radio (VWB) or Bhavanagar Radio (VUJ9). 
VHF: Vessels should contact Bhavanagar Port Control and Dahej p, 
on Channel 16 for anchoring instructions at least 2 hours prior to 
Dahej Port maintains a listening watch on Channel 16 from 0939 br. 
1230 hrs. and 1530 hrs. — 1900 hrs. (local time). 

BERTHING: Discharging: The port is solely used for unloading by 
fertilisers. At present there are 3 self-propelled barges, each of 
550 tonnes capacity. These barges come alongside during high was 
and leave at the next high water. 

Discharging done manually using ship's gear and a rate of aby, 
1,300 tonnes per day can be obtained on the basis of 4 working Hod 
during Springs. 

The Receivers of the cargo are Gujarat Narmada Valley Fertig 
Corporation, Bharuch. 

STEVEDORES: Only one stevedoring company available, M/s Ocee 
Shipping Services, Bharuch (Cable: “Oceanship Bharuch"). Only om 
vessel at a time permitted to work in this port. The port does not hang 
any discharging from April to September. The shore labour which bows 
the vessel stays on board until completion. 

MEDICAL: No facilities. Under exceptional circumstances, emergence: 
may be arranged from Bharuch through the Agent. Advisable to inige 
the Agent well in advance. 

DENSITY: 1024 (approx.). 

FRESH WATER: Extremely difficult to obtain. Small quantities 
tonnes — 15 tonnes) may be obtained after arrangements made with» 
stevedores who are the owners of the self-propelled barges. Vess 
are strongly advised to arrive with sufficient fresh water for their stay 
FUEL: Not available. 

CONSULS: None locally. 

REPAIRS: No facilities at present time. 

SURVEYORS: None locally. May be arranged from Bombay. 
GANGWAY/DECK WATCHMEN: Not required. 

HATCHES: Opening/closing by ship's crew. 

CUSTOMS ALLOWANCE: Standard allowance for Indian ports. 
REPATRIATION: Not possible at present. Under consideration by h 
authorities. 

AIRPORT: Nearest is Vadodara (formerly Baroda), which is ato 
90 km. distant. Daily flights to Bombay. 

TIME: Indian Standard Time (GMT plus 5.5 hours). 

HOLIDAYS: In accordance with other Indian ports but work can 
arranged during holidays. 

SHORE LEAVE: Not permitted under normal circumstances, this a 
includes Indian nationals. 

GENERAL: Provisions are expensive and difficult to obtain. fc 
AUTHORITY: The Assistant Port Officer,Gujarat Maritime Board, Da . 
Port. 
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HALDIA: 22.00 N. 88.05 E. (See Plat 


Subsidiary deep water modern dock of Calcutta, situated on Westte / 
of Hooghly River and 56 miles downstream of Calcutta. p 
DOCUMENTS, PRATIQUE: All general information; refer to “Calcutz > 
RESTRICTIONS: The lock entrance lead-in jetty — 1,010 ft. (307.84" 
Lock: 985.5 ft. (300.38 m.) long and 130 ft. (39.62 m.) wide. Ships# 
to lengths of 885 ft. (269.75 m.) can be safely accommodated at Hal 
Dock. 
MAX. SIZE: Capital dredging in shipping channel is in progress and® |, 
results being constantly reviewed. Currently actual drafts as per dra’ ™ 
the day. Draft forecasts are issued 6 weeks in advance. st 
TUGS: 5 tugs available. A 
BERTHING: mr 
1. An Oil Jetty — to provide berthing accommodation for super-tan® — ® 
with LOA of approximately 780 ft. and draft up to 35 ft. 
See “Tankers”. _ A 
2. A Finger Jetty — equipped with grab-bridge crane capable’ H 
transferring salt, rock phosphate and other bulk cargo from ship to ba? 
or vice versa at an average rate 5,000 tons per day. 
3. A Coal Berth length 270 m. with depth alongside of 45 ft. is cap 
of loading bulk carriers of the 60,000 d.w.t. class. Mechanical P* 
capable of loading conventional ships and bulk carriers at a desg* 
rate of 2,000 tonnes/p.h. 2 wagon tipplers, capacity 1,500 tonnes? 
1 conveyor belt; 2 stacker-cum-reclaimers — stacking cape a 
1,500 tonnes/p.h. Reclaiming capacity 1,000 tonnes; 2 Shiploa®™ 
capacity 1,500 tonnes/p.h. per loader. q 
4. An Ore Berth — rate of loading 5,000 t.p.h. and with proviso" 
increasing to 8,000 t.p.h. Accommodation for carriers up to 80,0006" 
21,500 ton wagon tipplers, 4 stacker-reclaimers with 
1,500 tonnes/p.h.; 2 shiploaders, capacity 3,000 tonnes/p.h. This be 
can also handle tankers. 
5. A Fertiliser Berth — for ships up to 50,000 d.w.t. class. 
Mechanical plant for rapid mechanical discharge of finished fet 
rock phosphate, sulphur, etc., from bulk carriers and conventional 
at a designed rate of 1,400 t.p.h.; 1 conveyor belt, capacity 1,300 
hr. Can be extended up to the Fertiliser Factory; 2 ship un 
capacity 700 tonnes/p.h.; covered storage for 30,000 tonnes | 
provision for increase to 60,000 tonnes in future) and open store 
15,000 tonnes, (with provision for increase to 30,000 tonnes in 
6. Two general Cargo Berths — each with a quay of 720 ft. and! 
wide and back-up area of 18 acres. Both will have adequate 
latest in cargo handling machinery and direct rail-road facilities 
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* Container Terminal: The first fully-fledged container terminal in 
aga with portainer crane (30 ton Paceco) for handling containers into 
~#om ships. Back-up area 180,000 sq.ft. (16,722 sq.m.) providing 
wrage space for over 1,000 containers at a time. Equipped with one 
ngnrspeed transtainer crane capable of serving both rail and road 


Ss 
SNKERS: Haldia Oil Jetty extends 180 m. into the deep water channel. 
*emaximum velocity of current during ebb tide is 6 knots. During period 
yeh to June, Northwesterly squalls frequently blow up on inshore side 
ytankers moored at Haldia Oil Jetty, with reported wind speeds of up 
© 90 km./hr. 
esse are programmed to berth on HW (daylight only) and port 
enor is used to swing vessel for starboard side berthing. The flood 
seam continues to run 1.5 hours after HW and this provides sufficient 
-»e for safe Mooring operations. 1 tug is in attendance when mooring. 
snough there is a hose handling gantry, it is not used during discharge 
«tye hoses are reported to kink when excessive ranging occurs. 

in wew of the jetty being located in an area where strong tides are 
apenenced, vessels are required to have the following moorings: 


Forward — 5 head ropes Aft — 5 stern ropes 
— 3 breast ropes — 3 breast ropes 
— 3 back springs — 3 back springs 


This gives a total of 22 moorings. Doubling up of mooring ropes is 
geeptable to provide the above requirement provided all ropes are in 
»od condition and of sufficient length to reach the shore bollards. After 
»e vessel has been securely moored, ropes are turned over and the 
posite eye is sent ashore. Mooring wires may be used as back springs. 

9 the final mooring position, the drift (distance fairlead to shore 
wlards/hooks) for the various moorings is a as follows: 


Head and Sternlines: Approx. 240 ft. (73 m.) 
Breastlines F & A: Approx. 125 ft. (38 m.) 
Springs F & A: Less than breastlines. 


Apove drifts apply to a ship with LOA 560 ft. (170.7 m.) 
ose Connections: Midships. 
Snore Line System: Handles white oils, fuel oil and crude oil. 30 in. 
mde line with 3x12 in. connections on jetty. White oil line: 200 mm. 
$n.) to 300 mm. (12 in.) Shore lines: 1.5 km. long. Max. back pressure 
‘nar (105 p.s.i.) Average rate 600 tonnes/p.h. (product). 
Sore Steam: No facilities. 
Sunkers/Lubricants: Not available. 
fesh Water: Available from shore in small quantities. 
lnk Cleaning/Dirty Ballast Facilities: No facilities. Clean ballast may 
% pumped overboard. 
Seneral’ Continuous and strict watch to be kept on vessel when 
wohored or in the berth to prevent unauthorised persons boarding. 
due to the remoteness of Haldia it is extremely difficult to arrange the 
‘malities associated with crew members joining or leaving the ship. 
in view of current and wind conditions it is recommended that a 
wntinuous watch is maintained to ensure that moorings are well tended 
dail times. 
JEVELOPMENTS: A second oil berth is to be built. 2 tugs to be 
purchased. 


SHIPMASTER’S REPORT: November 1984. 

‘iolage: Ensure a boat rope is rigged; of good length and well down to 
"ewater and Pilot comes out in a small open boat, requiring a good 
*eand about 4 knots headway. 

Also see “Calcutta”. 

fadio: See “Calcutta”. 

igs’ Berthing at Haldia is critical in windy conditions. Tugs are under 
mwered and have high freeboards. New tugs have been ordered. 
*esent set up requires clear understanding on Pilot's side of controllable 
veh ships where engines run continuously. Tugs slip wires 
“expectedly on occasions. 

akers: Tankers are sometimes berthed on the Iron Ore Berth inside 
"e locked — in dock (11 m. alongside). Good pumping rates, up to 
00cu.m.p.h. Hose size 10in., up to 4 connections. No night 
“ements. If dealing with the India Oil Corporation, be ready for draft 
“ey, independent quantity surveyor and a “standard” letter or protest. 
‘so keep to hand all bunker/water information for arrival at previous 
* through to departure from present port, for end of passage and full 
*ay ON passage plus port consumption/liftings. 


UTHORITY: Calcutta Port Trust, Haldia Dock Complex, Chiranjibpur, 
“ala, West Bengal. 


MONAVAR: 14.16 N. 74.27 E. 


X0CUMENTS: 

view Lists. 

Passenger Lists. 

ustoms Documents. 

"ealth Documents. 

Manifests, 

Bills of Lading. 
Stip’s Papers. 
sengeates: All ship's papers such as Certificate of Registry, W/T 
Rican Safety Equipment Load Line, etc., to be on board for 
*LOTAGE: Open roadstead port. No system of pilotage. Pilot is 
Nene available, on requisition by Master or Agent. 

ORAGE: Distance off 3 miles, depth of 5.5 fathoms. 
wag, SE: No restrictions on length and breadth. Generally up to 34 ft. 
“essels can anchor within 2 miles to 3 miles from entrance. 
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HEALTH: Port Health Officer grants Pratique as and when necessary, 
on requisition. 

RADIO: Wireless station at Mangalore. 

BERTHING: No berthing facilities. Ships anchor on open roadstead. 
MEDICAL: Proper hospital facilities available only at Karwar about 60 
miles North. At least 24 hours advance notice ETA to be communicated 
to Agents. 

DENSITY: Varies 1020/1025. 

FRESH WATER: Very small quantities available. No arrangements for 
delivery to ships. 

FUEL: None. 

CONSULS: Nil. 

REPAIRS: Nearest workshops undertaking repairs available at New 
Mormugao. Minor repairs may be carried out at Karwar. 

DRY DOCKS: None. 

OPENING/CLOSING HATCHES: By crew. 

CARGO GEAR: Cargo gear Test Certificates, etc., to be produced. 
REPATRIATION: Facilities available. 

AIRPORT: Belgaum, about 178 miles. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Charter Party Holidays observed. Cargo work can be 
arranged on holidays. Dates of holidays vary from year to year. 
POLICE/AMBULANCE/FIRE: Police 48; Ambulance 32; Fire Kumta 20. 
SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Needed, if going ashore. 

DELAYS: Generally no delays are expected. 

AUTHORITY: Port Officer — Honavar, Port Office, Honavar, India 
581395. Tel: Honavar 43. Contact: The Port Officer. 


JAKHAU: 23.15 N. 68.37 E. 


LOCATION: In Gulf of Kutch, on Godia Creek about 5 miles inside 
Arabian Sea. Port is about 7 miles West of Jakhau. Small sub-port 
exporting salt utilised by foreign-going and coastal traffic. Vessels calling 
Jakhau anchor in open roadstead about 6 miles offshore. Highest tidal 
range 14 ft. Current parallel to coast running about 4 knots. 
AUTHORITY: Assistant Conservator Jakhau-Kutch. 


KAKINADA: 16.56 N. 82.15 E. 


DOCUMENTS: (a) To be supplied by Master on arrival: 

Ship's Register. 

Safety Equipment Certificate. 

International Load Line Certificate. 

Derat Certificate. 

Last Port Clearance. 

ILH Dues Receipt, if coming from an Indian Port. 

Crew List: 6 copies to Agents, 2 copies to Immigration Dept., 2 copies 

to Customs. 

Customs Circulating Copy, if coming from another Indian Port. 

Import Manifest of Stores (Store List). 

Private Property Statement of crew and officers. 

(b) Master to sign following certificates, in prescribed forms, presented 
by Agents, on arrival: 

Port Entry. 

Port Clearance. 

Customs Entry. 

Customs Clearance. 

Departure. 

Health. 

PILOTAGE: No pilotage. 
ANCHORAGE: Allotment of Anchor Berths: 

Masters of vessels calling at the Port of Kakinada should cable the 
following information to the Port Officer directly, 24 hours before their 
arrival off the Port:-— 

(a) ETA (Indian Standard Time) 

(b) Total cargo for loading/discharging at Kakinada and nature of 

cargo. 

(c) Hatchwise distribution. 

(d) Declaration of hazardous, inflammable and explosive cargo. 

(e) Declaration of vessels winches in good working condition. 

(f) Draft Fore and Aft. 

A specimen cable covering the above is quoted below: 

“Port Officer Kakinada STOP Vessel XXX ETA Kakinada 22/10 
0900 Local Time quantity loading 9,500 tonnes rice bran 
extractions hatch one 1,000 hatch two 2,000 hatch three 3,000 
hatch four 3,000 hatch five 500 no hazardous inflammable 
explosives STOP All winches derricks good working condition 
draft fore 8 m. aft 9m.” 

The above cable sent to the Port Officer (in addition to the cable sent 
to their Agents as per normal practice) will facilitate proper anchoring 
instructions from Port Authorities to the Master and avoid difficulties in 
Port operations. 

Masters should also keep watch on VHF Channel 16 to receive 
instructions from Port Control and contact Port Control on arrival at the 
approaches to the Port. 

Specific instructions will be given by the Port Officer on VHF through 
Port Control in respect of anchorage positions. When once anchored as 
above, Masters should not shift their position without specific 
reanchorage position given by the Port Officer, unless in case of 
emergency in regard to the safety of the vessel. 
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Masters of vessels calling at this port are advised to be in possession 
of the latest navigation chart corrected up to-date. The Indian edition 
available is 3009 “Approaches to Kakinada Port’ with an inset of 
Kakinada Bay. 

Main engines should not be immobilised without specific permission 
from Port Authorities. 

The Godavari Point (sand spit) is extending Northwestwards at a rate 
of about 170 ft. per annum and a port hand buoy (flashing red) 5 secs. 
is installed at the tip of the spit. 

The holding ground anywhere in the anchorage is considered 
excellent (soft mud and sand). 


MAX. SIZE: No restriction. Vessels any size can enter the port. 


HEALTH: Masters have to send standard quarantine message not more 
than 12 hours and not less than 4 hours before arrival. Pratique will be 
granted by Port Health Officer basing on the quarantine message, which 
will be instructed to the Agents. Health inspection of the vessel will be 
carried out by the Port Health Officer at the earliest convenience. 
Vessels that have touched ports in the yellow fever endemic area within 
the last 30 days, should send the quarantine message at least 48 hours 
before the expected time of arrival. 


RADIO: Radio stations are Visakhapatnam and Madras. 


VHF: VHF radio station is in the Port Office (Port Control) on International 
frequency, Channels 16 and 12, communication from ship/Port control 
and vice versa. If ship requires communication on Channel 12, it should 
be advised in advance to prepare machine accordingly. 
The Port control VHF functions round the clock at the following 
specified times:— 
0045 to 0100 hrs. 
0345 to 0415 hrs. 
0545 to 0615 hrs. 
0745 to 0815 hrs. 
1045 to 1115 hrs. 
All times Indian Standard Time. 


1245 to 1315 hrs. 
1445 to 1515 hrs. 
1745 to 1815 hrs. 
1945 to 2015 hrs. 
2245 to 2315 hrs. 


TUGS: There are 5 small tugs and 6 Pablo Boats for towing cargo 
lighters. 


BERTHING: 1 wharf, length 300 m. 1 floating crane, capacity 50 tons. 


CARGO LIGHTERS: There are 110 cargo boats with total capacity of 
9,600 d.w.t. In addition 5 self-propelled mechanised barges each of 
250 d.w.t. owned by the Port Authorities. 

There are also available 6 mechanised barges each 240 d.w.t. owned 
by Central Island Water Transport Corporation Ltd., Calcutta. 


STEVEDORES: Gangs engaged by party doing stevedoring work. In 
case of liners, Agents attend. In case of chartered vessels, consignees/ 
shippers attend. Master to give ETA with number of hatches to be worked 
on arrival. Revised ETA to be sent whenever there is change. 


MEDICAL: Government general hospital available with specialists. 
Private nursing homes also available with efficient physicians and 
surgeons. Agents arrange medical aid on advance advice. Being 
roadstead port, launches have to be arranged, hence advance notice 
of 6 hours necessary through signal station while in port. 
DENSITY: Ranging from 1010 to 1025. 
FRESH WATER: Of the 5 mechanised barges owned by the Port 
Authorities, 1 mechanised barge is used for supply of fresh water up to 
200 tons. Privately owned self-propelled barge is also available for 
supply up to 100 tons. Prior arrangements to be made through Agents 
of vessels 24 hours in advance. 
FUEL: No fuel suppliers. In case of emergency small quantities of 
10/15 tons, in 205 litre drums, can be arranged from Visakhapatnam, 
duty paid. 
CONSULS: None. 
REPAIRS: No facilities. Only minor repairs to winches, welding work, 
casting and repairing spare parts. 
GANGWAY/DECK WATCHMEN: Arranged by stevedores. 
OPENING/CLOSING HATCHES: By ship’s crew only. 
CUSTOMS ALLOWANCES: Tobacco: 200. cigarettes per head per 
week. Wine and Spirits: 16 oz. per head per week for those who are 
eligible for supply by ship. 
REPATRIATION: Can be arranged. 
AIRPORT: Visakhapatnam 105 miles, Madras 350 miles. 
TIME: GMT plus 5.5 hours = IST. 
HOLIDAYS: Charter Party holidays are observed. Work is done day and 
night. Port and Customs also work on holidays and out of office hours 
on payment of overtime. No work even on overtime payment on following 
days: Bhogi, Pongal, Kanumu. Optional holidays to labour on Chollangi 
Amavasya, in January. 
POLICE/AMBULANCE/FIRE: Police 3052; Fire 101; Ambulance 3311. 
SHORE LEAVE: Shore permits given by Port Registration Officer 
(Immigration). 
IDENTIFICATION CARDS: Required. 
SERVICES: Fresh and dry provisions available. 
NOTARY: Available for noting protest. 
DEVELOPMENTS: Development programmes include canal protection, 
transport facilities, navigational aids, power supply to loading 
discharging points and stacking yards at shore and providing breakwater 
of 880 m. in length (sea wall) and mooring circle on the West side of 
the sand-spit known as Hope Island. The breakwater can be extended 
a further 3.2 km. Eastward for direct berthing of ships to serve long term 
needs of the port. 

Deep water facilities to be built. 3 berths, 2 mobile cranes, 2 tugs, 
transit sheds and navigational aids will be available by 1995. 
AUTHORITY: Port Officer. 


734 


KANDLA: 23.00 N. 70.12 E. (See Play n 
DOCUMENTS: To be submitted by Masters on arrival: ’ 
Customs: Crew List (3 copies). C 
Crew Private Property List — this should indicate ali item, 
they possess (3 copies). 
Ship's Stores List (3 copies). st 
All valid documents of ship in English for verification . 2 
Customs Boarding Officer. ee 
Port Maritime Declaration in duplicate. 
Health: Valid crew health cards and Derat Certificate. is 
Agents: Stowage Plan, Cargo Manifest and Bills of Lading. 
Boarding Pilot collects following documents: a 
4 copies Arrival Report. 
4 copies Pilotage Certificate. 
2 copies Crew List. he 
PILOTAGE: Compulsory. Pilot station situated Lat. 22° 49.5’ N., Lon 
70° 07’ E. Loaded vessels can cross bar only during high water. Vess e 
to report at pilot station 2.5 hours before high water. Masters to kee og 
Agents closely advised of ETA and anchoring time. 12 hours advan, 
notice to be given by Agents for Pilot. No pilot ship or telegraphic addres: ur 
for pilot station (Outer Tuna buoy). Vessels can contact Kandla To. 
through VHF Channel 16. Pilot station 16 miles away from port. Dury wi 


all weathers vessels have to anchor at above position and await Pig 
Chart: Indian No. 2059 and 203. 

Shipmaster's Report: On calling at Kandla, the Pilot advised t jy 

anchorage outside a 2 mile range from the Outer Tuna Buoy andh y 

Pilot having to board there, increases the pilotage dues by 100 perce 

ANCHORAGE: Vessels can anchor 1 mile S.W. of above anchor 42 

position. Inside harbour, anchorages allotted by Port Authorities, a pr 


Pilots anchor vessels at suitable positions. cz 
Vessels can however anchor more than 2 miles from Fairway Buy 4g 
but must pick-up Pilot within 2 miles of Outer Tuna Buoy. V 


RESTRICTIONS: Being a tidal port, entering and leaving of loat jp 
vessels depends on tide, and loaded vessels can cross bar at entrany pg 
of channel only during high water. Night navigation has been introduce pg 
and is restricted to vessels up to 189 m. LOA and up to 8.23 m. drt pi 
Tankers bound for gil jetties are only handled during daylight how; —_a¢ 
Ships having speed of less than 9 knots through the water will noth pi 
moved in and out of the port of Kandla during hours of darkness. ar 
Berthing and unberthing of ships at the moorings will be restricted: _¢; 
daylight only. Daily draft forecast for crossing Kandla Bar published: 
intervals by the Kandla Port Trust. ur 
REGISTRATION: Report: August 1985. SI 
On account of congestion a registration system has been introduc ay 
When vessel has arrived at the Outer Tuna Buoy and registeredw th 


the signal station she will be allowed to proceed to other ports. at 
It will be up to the vessel to ensure that she is at the Outer Tuna Bw gf 
when her turn comes up. th 


MAX. SIZE: Max. overall length 740 ft. No breadth restrictions. 
For oil tankers max. permissible overall length is 700 ft. 1| 
Draft according to water on the bar varies from 30 ft. year round? jg 
31 ft. (frequently), to 32 ft. (occasionally) and 33 ft. — 34 ft. Wve gy 


occasionally). i) 
- Sogal Channel (Mid Channel) was commissioned in 1984 whicht® Ff 
given additional draft of 3 ft. i.e. 14 ft. at Chart Datum. be 


PRATIQUE: The Masters of all ships arriving at Kandla are requires!) 
send the Port Health Officer, Kandla (cable address “Sandgrodh)' |g, 
wireless message embodying all applicable terms of information sete FI 
in the Standard Quarantine message of the International Code’ 1z 
Signals. In addition to the International Code message, Masters arees dj 
required to give the following information in plain language: af 
(a) Whether there is any abnormal mortality of rats or mice. su 
(b) Whether there is any monkey on board. be 
(c) Whether touched or embarked at Aden or Djibouti any pers’ FI 
(d) Names of all ports touched en-route within preceding 30 ca jet 
with dates of departure. ac 
(e) Request for Radio Pratique. ar 
Upon anchoring at pilot station, cable again “Sandgrodh” stating™ CI 
anchored and requesting Radio Pratique. Rl 
In cases where the vessel has touched any yellow fever areaw® ca 
preceding 30 days it is necessary for Master to certify that all off@* DI 
and crew/passengers on board possess valid yellow-fever certifica® to 
Present practice for granting Pratique is by radio or by Port He® $I 
Officer boarding vessels inside harbour. 
If the Maritime Declaration is not in order, the Pilot refers the Ma 
to the Port Health Officer who then boards the vessel and grants** 21 
Pratique after his inspection of the vessel. ; 
RADIO: Within a range of 800 km. off Kandla, vessels can co® 
Kandla Radio on call sign VVK. Before 800 km. off, Kandla cat? 
coniacted through Bombay Radio only. 
BERTHING: The cargo jetty provides 6 alongside-berths with & 
quayage of 4,725 ft. which can accommodate ships drawing up to 
loaded draft. The cargo jetty is served with 26 electric level luffing o@ 
20 of 3 tonnes, 5 of 6 tonnes and 1 of 10 tonnes capacity for 
cargo from ships. q 
3 mooring berths are available near the cargo jetty for vessels # 
600 ft. LOA and 25 ft. draft and vessels up to 500 ft. LOA and # 
26 ft. draft. In addition, there are separate moorings for (a) ships 
salt, max. LOA 600 ft. and max. draft 30 ft.,((b) deep draft moony 
ships up to 35 ft. draft and 740 ft. LOA 
The Bunder basin has 3 wharves, two wharves with transit *® 
The South whart is served with 4 quay electric level-luffing ca 
3 tons to 10 tons capacity for handling cargo from lighters. The Nf 
Wharf is for country craft. The West whart is provided with 4 aor 
capacity electric gantry crane. ' 
Marine unloader with rated capacity of 350 tonnes per ho 
discharging bulk fertiliser and its raw materials has been commiss® 
There is a back-up storage area of 30,000 tonnes. Automatic ba” 
and stitching machines are also available. 
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qs: 5 tugs. Port tugs join ships inside harbour off berth. Ship's wires 


RANES: 3 mobile cranes with capacity 3 tons — 20 tons. 

“sso see “Berthing” 
sfevEDORES: Minimum 24 hours notice required for arranging 
ssedoring labour and gangs. Bulk fertiliser — average 650 tonnes per 
enday by conventional method. Grain — 850 tons. General cargo 
«sions per hook, subject congestion prevailing in sheds, wharves, 
syenouses and clearance, and on number of vessels working at 
steular period. 

* 90 Operations: 

“at this port the unloaded/loaded LASH barges are towed by tugs 
wenare subsequently discharged/picked up by LASH ships (operation 
espended at present). 

2 Regulations concerning the handling of dry-cargo are applicable to 
undiing of cargo in barges. 

Trucks can proceed alongside the berth and can park within the 
«en of the shore cranes. Cargo is loaded/unloaded from trucks directly 
» ine whart for shipment per vessel. 

4 Forklift trucks are used to transport the cargo from the place of 
poading to the stacking area and vice-versa. 

5 Cargo on board the vessel is handled by Kandla Dock Labour Board 

wrkers. Packaged cargo on shore is handled by labour engaged by 
espective importers/exporters which are drawn from local market. Bulk 
wg viz. fertiliser and wheat is handled on shore by departmental 
sour of Food Corporation of India 
WEDICAL: Private Doctors’ services available for vessels at berth. For 
essels at pilot station or inner anchorages minimum advance notice of 
?hours and 6 hours respectively required. Very limited facilities of 
mvate practitioners. No hospital facilities. Inoculation and vaccination 
amed out by Port Health Officer (a Government body) — minimum 
hours’ notice required. 
TANKERS: (Also see “Port of Vadinar’). Tankers with max. overall 
egth of 700 ft., 40,000 tons displacement and 34 ft. draft permitted to 
eth. 3 main pipe-lines connected to tanks situated about 10 km. from 
wrth, 2 generally used for white oils and one for black oil. White-oil 
melines diameter 12 in. and black-oil pipe-line diameter of 16 in. In 
action, one 8 in. diameter pipe-line for soyabean oil, one 3 in. diameter 
oo-line for acetone and one 4 in. diameter pipe-line for formaldehyde 
ndone 12 in. diameter pipe-line for Phosphoric Acid imported by Indian 
fwmers Fertiliser Co-operative Ltd. 

Serthing of Ammonia Tankers at Tanker Berth No. 1 with loading/ 
_ nloading arm but restriction depending on the position of manifold. 
| Spmaster's Report: Tankers will sometimes be brought in to the port 
| »en though a berth may not be available at that time. Such vessel will 
ten be moored to a mooring buoy close to the jetty, awaiting her berth 
| athe tanker pier. Mooring to this buoy is effected by use of the vessel's 
sarboard anchor chain, so that the anchor has to be disconnected from 
techain before entering. 
in securing alongside the oil-pier, tankers are required to utilise 
‘nsurance wire fore and aft (not supplied from shore). In addition vessel 
sequired to use all her available ropes and wires owing to strong 
wrents —- 4 head-ropes, 2 breast-ropes, 2 springs. 

DENSITY: Varies from 1020-1030. 

*RESH WATER: Can be supplied through shore pipe alongside and by 
tages in the stream. 

Siomaster's Report: Water is very scarce and should be ordered at 
east 3 days prior arrival. 

VEL: Furnace oil (heavy oil) and light diesel oil can be supplied. Usually 
hours advance notice required for bunkering. In event of oil tanker 
‘scharging at berth, bunker supply can only be commenced 18 hours 
*er completion of discharge by tanker. Quantities up to 500 tons 
‘oplied by tank trucks, above 500 tons supplied through pipe-lines if 
eth vacant. However, any quantity can be supplied by tank trucks. 
"RE PRECAUTIONS: 3 sea water fire fighting pumps installed at oil 
“ly. These pumps are under charge of fire brigade officers and have 
“equate fire fighting equipment. A tug fully manned with fire fighting 
_angements also available at short notice. 

| CONSULS: None. 


oe: Minor repairs carried out. Chipping and painting work also 
‘aed out. 

DRY DOCKS: A floating dry dock with lifting capacity of 2,700 d.w.t. 
2%ccommodate small craft up to 100 m. in length and 5.0 m. draft. 
SURVEYORS: 

& P. Dave & Sons, Tel: 20288. 

ne BodaMarine, & General Survey Agents Pvt. Ltd., Tel: 21693, 


Metcalfe & Hodgkinson Pvt. Ltd., Tel: 21740, 20940. 
Navark & Mareng, Mohan Bhuvan, Tel: 21123. 
Seascan Services Pvt. Ltd., Tel: 20288. 
.5G.S. Ltd., Tel: 21857. 
SANGWAY/DECK WATCHMEN: All ships engage 2 watchmen round 
“*Slock at gangway. To look after mooring lines, 8 mooring men (4 each 
pd and aft) are engaged round the clock. 
*ENING/CLOSING HATCHES: Unless specified in relative Charter 
ue ‘0 contrary, ship’s crew to accomplish this work. 
iP CERTIFICATES: 
*gistration. 
Salety Equipment. 
Safety Radio and Telegraphy. 
Nternational Load Line. 
nd TOMS ALLOWANCES: 200 cigarettes per week per person. Wine 
; “a Spirit: 2 pegs of spirit per person per day or 4 pints beer. 
ODMaster's Report: Very strict Customs supervision, particularly in 
40 to declaration of foreign currency. 
RDA GEAR: Ships should possess valid Cargo Gear Certificates. 
TRIATION: Adequate facilities available. 
bout RT: Kandla Airport 20 km. from the port and an additional airport 
Ties km. from port. 
‘GMT plus 5.5 hours. 
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HOLIDAYS: 
Approximate Date 
Republic Day January 26th 
Holi (Second Day) March 10th 
Chetichand March 26th 
Good Friday April 9th 
May Day May 1st 
Id-UI-Fitr July 23rd 
Janmashtami August 12th 


Independence Day 
id-Ul-Azha (Bakrid) 
Mahatma Gandhi's Birthday 


August 15th 
September 28th 
October 2nd 


Dussehra October 27th 
Muhurram October 28th 
Diwali November 15th 


Diwali (New Year Day) 
Guru Nanak'’s Birthday 
Christmas Day 


November 16th 
November 30th 
December 25th 


TELEPHONES: Available for tankers and cargo vessels. 

SHORE LEAVE: Possible. 

Regulations: Photography in port area prohibited. No crew members 
allowed to take with them liquor of any kind ashore and not permitted 
to drink liquor outside port limit. 


IDE 


NTIFICATION CARDS: Required. See “Shore Leave”. 


GENERAL: Port equipped with 21 electric level luffing shore cranes of 


3 to! 


ns to 10 tons capacity used for discharging all ships alongside cargo 


jetty. For discharging tankers with bulk grain port’s vacuvators belonging 
to Food Corporation of India used. 


K 


andla port is a prohibited area where entry and exit are restricted to 


those persons having bona fide work only. Masters are requested to 


exe 


rcise a strict check at the gangway in order to ensure that only those 


persons with bona fide business to transact are allowed aboard. In the 


eve! 
this 


nt that any unauthorised person is found to be aboard the vessel, 
should be reported to port officials and the police on duty. 


Masters are requested to advise their crew in advance of arrival at 
Kandla that photography within the port area is strictly prohibited, and 


it is 


suggested that all cameras should be left in the safe custody of the 


Master in order that crew members may not violate this regulation 
inadvertently and become involved in legal proceedings. 

SERVICES: Tank cleaning by shore labourers. Tank washings and 
residue not allowed to be discharged in port area. 

DEVELOPMENTS: Berths and bar continuously under dredging. 


A 


n additional berth (343 m.) to be constructed. It will have a container 


freight station, storage yard and container handling facilities. 


SHI 
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nN 
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14. 
15. 


PMASTER’S REPORT: May 1988. 
Vessels can anchor any distance from the Outer Tuna Buoy but 
must rendezvous with the pilot vessel about 2 cables North of the 
buoy to take pilot. 
Arriving vessels picking up pilot must pass the Outer Tuna Buoy 
to starboard, then swing to port to give the pilot boat a good lee. 
(Pilot ladder rigged starboard side, 1 metre from the water.) 


. Communication through Kandla Tower for berthing instructions and 


pilot boat works on Channel 8. Kandla Tower calls on Channel 16, 
works on Channels 10 and 8. 


. No night berthing for loaded tankers. 
. Vessel anchored 2.7 miles from Outer Tuna Buoy with 5 shackles 


in water, good holding ground in sand/mud in very strong tides. 


. Vessel berthed at Oil Jetty No. 3, pilot reported that there is 32 ft. 


of water at low water. 


. Pilot reported that it was very rare for a tanker to be moored at a 


buoy in the river using anchor cable to buoy, but common for cargo 
ships awaiting berth or cargo. 


. Vessel used port anchor in river just after passing berth to swing 


(1 shackle in water) then, when turned, anchor is weighed to clear 
of the water. 

On approaching berth, port anchor is again used to control 
movement towards jetty. One tug assists, usually just pushing. 


. Normal moorings only required at this berth, 3 head/stern lines, 


2 breast lines and 2 springs, one mooring boat employed. 
Special wires from either the ship or the shore not required. 


. At Oil Jetty No. 3 we used 2x8 in. flexible cargo hoses, max. 


pressure of 10.5 Bar, which gave a rate of 1,200 — 1,300 cu.m.p.h. 

Fresh water available ex-jetty, we gave Agent 3 days’ notice and 
100 tonnes was no problem, but we were told that this was the 
maximum at this time of year. 


. Tank washing for clean ballast possible alongside, but best to get 


written permission from the Harbour Master via the agent. 
Officials required 5 copies of all usual documents. 

Shore passes must be issued to all persons wishing to go ashore. 
No other identification required. Those going ashore must return 
to the vessel by 2230 hrs. 

Customs suggest all cameras locked away by Master as a 
precaution against possible illegal use. 

Town is 16km. away, taxis and a bus (every 30 minutes) 
available at head of jetty. 

Foreign currency can be changed ashore at official places but a 
receipt must be obtained. 

Agent recommended that no watchmen be employed on board. 
Unberthing at night costs more than normal daylight rate, also on 
the tanker berths a loaded tanker is unable to berth at night, so 
better to unberth during daylight. 

One tug used unberthing, it does not make fast, normal unmooring 
using engine and heaving on anchor cable. 

All Kandla buoyage in position, but lights not checked due to 
daylight movements only by this vessel. 

Pilot left vessel 1-1.5 miles North of the Outer Tuna Buoy, 
swinging to starboard to give lee for pilot ladder on the starboard 
side. 


735 


) il 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


16. On leaving Kandla this vessel had to stop at sea (120 miles off) to 
clean lub oil coolers as they had become blocked quite badly due 
to sand and mud picked up in the Kandla River/creek. 

Other details of vessel/cargo: Vessel in port 5 days. Cargo discharged: 
24,431 tonnes diesel oil. Arrival draft 9.55 m. LOA 171.45 m. 


AUTHORITY: Kandla Port Trust, Administrative Building, P.O.Box 50, 
Gandhidham-Kutch, India. Te/: (02836) 20001, 20021, 87201. 
Telex: 105-208. Cables: Port Trust Kandla. Contact: Harbour Master or 
Deputy Port Conservator. 


KARWAR: 14.48 N. 74.06 E. (See Plan) 


PORT LIMITS: North: A line drawn from Dayamada Point to Parker 
Rock. 

East: Seashore of Karwar Bay from Dayamada Point to Badchidar Point 
50 yards above high-water mark including Baithkol Cove, Kalinady and 
all branches thereof as far as navigable and the shores and banks within 
50 yards of high-water mark Spring tides including all islands and thence 
to Mogera Guda Island (including Mogera Guda Island). All patta lands 
and other private sites excluded. 

South West: A line drawn from Mogera Guda Island through Gudsav 
Sunv, Westernmost point of Mandal Island to Parker Rock. 
DOCUMENTS: 

Crew Lists. 

Manifests of Stores. 

Private Property Declarations. 

Currency Lists. 

Maritime Declaration of Health. 

Passenger Lists (if any). 

Import Manifests. 

Last Port Clearance. 

PILOTAGE: The approach from Northward is between Oyster Rock 
Lighthouse and 2 front and rear leading lights on Simshigudda and 
Kurmagad Islands, respectively, in positions Lat. 14° 50’ 11” N., Long. 
74° 05’ 43” E. and Lat. 14°50’ 33” N., Long. 74° 05’ 59” E. Vessels 
approaching from Southward may enter between Oyster Rock Light and 
Karwar Head. Currents in bay are negligible. Ocean-going vessels are 
piloted by Departmental Port Officer who is a licensed Pilot. No pilotage 
charges at present. 

ANCHORAGE: Anchorage for shallow draft vessels is with the Port 
Signal Station, bearing 120° (T), distance 1 to 2 miles, or Oyster Rock 
Lighthouse, bearing 278° (T), distance 2.5 miles in about 24 ft. to 28 ft. 
of water. Anchorage for deep drafted vessels is with the signal station, 
bearing 099° (T), distance 3 to 3.5 miles in depths of 38 ft. to 42 ft. 
RESTRICTIONS: No entry restrictions. Karwar Bay may be entered on 
either side of Sunghiri Island, according to draft and anchorage taken 
as required. A vessel can enter Karwar either by day or night after having 
made lighthouse on Devghad Island. 

MAX. SIZE: Any size of vessel can be worked as loading and unloading 
operation done in open sea. Depth at Outer Roads over 7 fathoms 
increasing accordance distance from land. 

HEALTH: District Civil Surgeon acts as Port Health Officer. Free 
Pratique to incoming vessels from foreign ports granted by radio. All 
vessels calling from foreign destination must give radio message 
addressed “Civil Surgeon Karwar” at least 48 hours prior entering port 
giving last port of call, number of crew, health conditions, approximate 
time of arrival and requesting Pratique, same message must be repeated 
to Agents who obtain Pratique on shore. Anchoring time is Pratique 
time. For vessels calling from an Indian port, Pratique not required. 

Vessels which have taken on board passengers or crew from yellow 
fever areas, within 30 days of departure from such ports will be under 
quarantine. Free Pratique will not be granted until such time as a 
mosquito search party, from nearest major port (e.g. Cochin, Goa or 
Bombay) has inspected, disinfected and certified that ship is fit for 
granting Pratique. 

Necessary for Owners or Masters to inform Agents well in advance 
in case of vessel arriving from yellow fever area to enable arranging of 
mosquito search party and quick Pratique. 

RADIO: ETA and Pratique messages should be sent via Goa or Bombay 
Radio as Karwar Radio has been shut down. 

TUGS: No tugs necessary as vessels work in stream. 

BERTHING: No berth, vessels work in open sea. Baithkol Cove is safe 
berthing place for lighters. Alongside wharves 10 to 12 smaller vessels 
can obtain safe berth with depth of 6 ft. to 8 ft. 

Also see “Developments”. 

STEVEDORES: 48 hours notice ETA required order enable Agents 
advise shippers and stevedores to keep cargo and labourers ready. Main 
commodity export of ore. Mechanised barge loading operations in port. 
Ore loading rate up to 4,000 tons per day. General cargo 1,000/1,300 
tons per day. 

MEDICAL: Good hospital facilities exist. 2 hospitals about 1.5 miles 
from port. In case of inoculations and vaccination at least 2 days advance 
notice to be given enabling bring vaccine from nearby town (Hubli or 
Belgaum) distance 100 miles and 150 miles respectively. 

TANKERS: No facilities for tankers. 

DENSITY: 1025. 

FRESH WATER: Dumb water barge for supply to vessels anchored in 
open Roadstead. 

FUEL: No bunkering facilities for ocean-going vessels. Diesel and petrol 
storage depots within port for supply to small vessels. 
OPENING/CLOSING HATCHES: Generally carried out by ship's crew. 
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CERTIFICATES: 
Ship's Register. 
Cargo Gear Certificates. 
Load Line Certificate. 
Safety Radio Certificate. 
Safety Equipment Certificate. 
Derat Certificate. 
Vaccination and Inoculation Certificates. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle spirits, 
CARGO GEAR: Before commencement of loading, Master to preg. 
shippers or their Agents with valid International Cargo Gear Certifices th 
which shall not be more than 12 months old. Validity of said Certifica of 
di 
at 
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to cover whole period for loading and discharging. Fourth five-year pip 
includes proposals for mechanical front-end loaders, tipping truck 
mobile cranes and forklift trucks. 

A 10 ton mobile crane is available. C 
CONSULS: None. 

REPAIRS: Moderate-sized workshop in town able carry out Minor dey Al 
and engine repairs. 

REPATRIATION: Shipping Master arranges crew changes a Ri 
necessary repatriation. Crew signing off repatriated via Goa or Bombs M 
AIRPORT: No airport, or rail connections. Nearest airports Goa » 
Belgaum, 60 miles and 150 miles distant respectively. 2 flights per gs 

to Bombay from Goa. 

TIME: GMT plus 5.5 hours. Permanent. 

HOLIDAYS: Charter party holidays declared and published every yer 

by Honorary Secretary of the Karnataka Chamber of Commerce ay 
Industry, Jaya Chamaraj Nagar, Hubli-20. 

Non-working days when work not permitted even on payment» 
overtime: Republic Day (26th January) and Gandhi Jaya 
(2nd October). 

POLICE/AMBULANCE/FIRE: Circle Police Inspector 116; City Poly 0 
Station 33; District Superintendent of Police 7; Reserve Pol vé 


Headquarters 18; Ambulance 19. W 
SHORE LEAVE: Crew members are allowed ashore provided note & 
Chinese nationality. 7 


DEVELOPMENTS: Proposed to develop Port of Karwar into all-weatty 8! 

intermediate port, with.2 berths (the jetty 375 m. long) and 1 mechan: (1 

berth (ore berth, for vessels 40,000 d.w.t.), an approach channel a 0 

turning basin. Intended arrangements include ability accommodate 4 

to 60,000 d.w.t. ore carriers, loading up to 8 million tons ore andiz © 

million tons other cargo per year. Also intended develop fishing hart ™ 
with facilities accommodate large-scale deep-sea fishing industry » 

1 million tons fish per year. Also see “Cargo Gear’. 

Provision of Channel Marks: i 
1 Fairway Buoy. % 
10 channel marking buoys. 

Provision of a mooring boat with equipment for maintenance of buoy Pc 


Experimental dredging. Hl 
Dredging approach channel and turning basin. Pr 
Land acquisition for future expansion. th 
Diversion of present main road alongside port wharf. ( 


Improvement of Binga/Karwar Road. 
Provision of 2 berths and 1 mechanical berth for ocean-going vess# ne 
- Main berth length 172 m., depth 9.75 m. and secondary berth len? 
122 m., depth 7.5 m. h 
AUTHORITY: Port Officer — Karwar, Port Office, Karwar, Uttar Kannat © 
District, Karnataka State, India. Te/: Karwar 342: Contact: Port Office 
Karwar. 


MADRAS: 13.06 N. 80.18 E. (See Plar i 


PORT LIMITS: The seaward boundaries of the Port are lines joining Bi 
following points: 


A. 13° 07' 58.8” N., 80° 17’ 57.9" E. D 
B. 13° 09' N., 80° 20' E. 4 
C. 13° 09’ N., 80° 22’ E. BI 
D. 13° 03’ N., BO? 224E% D 
E..18°.03’ N., 80° 20’ E. in 
F. 13° 13’ 54” N., 80° 17' 15” E. th 
DOCUMENTS: 
3 Private Property Lists. or 
3 Stores Lists (Bonded Stores). of 
3 Crew Lists. wi 
Last Port Clearance. 
1 Valid Derat Exemption Certificate. on 
1 Bill of Health (only if vessel has touched yellow fever areas). 
3 Slop Chest Declarations. Ne 
3 Currency Declaration. tu 
Passenger List (if applicable). Cr 
Ship's Papers: wi 
Ship's Register. 92 


Load Line Certificate. 

Safety Equipment Certificate. co 

Safety Radio Certificate. ca 

Safety Construction Certificate. 

Ship's articles (if vessel is Indian or Commonwealth flag). 

Ship's papers to be handed over to Agent's Representative for# yy, 
entry of vessel in Customs House. Same returned to Master. ' 
PILOTAGE: Pilotage compulsory, both inward and outward, ais st 
purpose of shifting inside harbour. Master required to advise co 
least 24 hours before arrival, when local Agents contact Port Author $3] 
for arranging berthing. If any berthing delay, vessel has to anch® 
Outer Anchorage. Vessels requiring Pilot fly “G" flag by day and! an 
light exhibited on a conspicuous point on ship by night. For 


from berth, vessel must call for Pilot 30 minutes before readiness ve 


the 


jscHORAGE: Vessels should anchor South of Latitude 13° 06’ N. 
uso see “Notice” — “Instructions to Ship Masters”. 

week M.V. “Decan Pioneer” sank on 11th November 1985 in position 
05’ 52" N., 80° 19’ 11” E. (Masts are visible). 
sgSTRICTIONS: No restrictions of entry, both day and night. In Bharathi 
sex berthing of tankers more than 50,000 d.w.t. while in a loaded 
seston is undertaken only during daylight hours, unberthing of ships 
4 ai sizes whether loaded or light is undertaken at all times. 

aso see “Notice”. 
eapi0: Coast Station Madras Radio, call sign VWM. VWM operates 
soughout 24 hrs. Vessels with powerful transmitters can contact VWM 
uF from Singapore, Mauritius or Aden. Information regarding weather 
seputed twice daily. VHF communication with pilot station available 
sound the clock to transmit and receive berthing and other operational 
sessages. Calling frequency Channel 16 and operating frequencies 
~annels 14, 12 and 10. Channel 12 is the port's working channel. 
“weather Radar is installed on top of the new Madras Port Trust 
wmnistrative Office Buildings. 

also see “Notice” — “Instructions to Ship Masters’. 
a4DAR/VHF: VHF communication available, see “Radio”. 
yAX, SIZE: Maximum Permissable LOA: 
| North Quay — 540 ft. (164.6 m.) 
| West Quays — No restriction. 

South Quay 1 — 710 ft. (216.4 m.) 

South Quay 2 — 500 ft. (152 m.) 

South Quay 3 — 518 ft. (158 m.) 

South Quay 4 — 500 ft. (152 m.) 

South Quay 5 — 450 ft. (137 m.) 

East Quay — 540 ft. (164.6 m.) 

Moorings 1 and 2 — 700 ft. (214 m.) 

Mooring 3 — 560 ft. (170.7 m.) 
outer Petroleum Berth: — 900 ft. (274.31 m.) 
ywahar Dock: Total available length 2,150 ft. (654 m.) on the East and 
jest sides respectively with drafts up to 11 m. Breadth of Jawahar Dock 
ewance is 110 ft. (33.49 m.). It can accommodate vessel up to LOA 
‘0H. (228.59 m.) and breadth 105 ft. (32.0 m.). 

Snarathi Dock: Max. length 900 ft. (274.31 m.) and draft of 48 ft. 

160 m.) for oil tankers using Bharathi Dock is in force. A second oil 
terh in the above dock is functioning since March 1986. Ore berth 
_ ucepts vessels with draft up to 53 ft. (16.20 m.) 

lontainer Berth: Max. LOA 900 ft. Max. draft 42 ft. 

\oorings: No. 1 — max. draft 30 ft. 

No. 2 — max. draft 30 ft. 
No. 3 — max. draft 35 ft. 
Max. draft in the enclosed harbour varies from 26 ft. (7.92 m.) to 

$f. (10.67 m.). 

Details may be obtained from the Deputy Port Conservator, Madras 

Pot Trust, Madras — 600 001. 

HEALTH: All vessels arriving from foreign ports have to apply for 
Patique through their radio — not earlier than 12 hours and not later 
tan 4 hours before arrival. Pratique message to be addressed 
Quarantine Madras” and worded as required by Port Health Authorities. 

The Pilot boarding the vessel grants Free Pratique if the vessel is 
wealthy in all respects — answer to all health questions being negative. 
in all other cases or if vessel is coming from yellow fever infected area 

_ thin 30 days of departure or in case of any infectious disease on board, 
Pat Health Officer boards vessel and after due inspection grants 
ratique. 

Telegrams should take the following form: Name of vessel; ETA, in 
‘ours and date. No monkeys on board; answer to all health questions, 
sors touched in last 30 days with departure dates). Request Radio 
Pratique. 

Port Health require to sight Derat and Vaccination Certificates when 
®ssel due to leave before issuing clearance for Pilot and Customs who 
| "en issue Port Clearance. 

_ TGS: Join vessel just inside breakwater. Vessels usually use own lines. 

4gs lines are also used if required by Pilot. 

SERTHING: Vessels berth at all times. 

_There are in all 18 general cargo/bulk cargo berths and 3 moorings. 

roel of these berths/moorings vary from 26 ft. (7.92 m.) to 35 ft. 

m 


BULK HANDLING FACILITIES: There are 4 berths, 3 in the Jawahar 
| *k and 1 in South Quay. Handling of iron ore has been discontinued 
‘Jawahar Dock due to the operation of mechanised iron ore plant at 
ne Bharathi Dock. Instead bulk cargo like barytes is handled. 
1 iron ore berth with modern mechanical loading facilities is in 
*eralion at Bharathi Dock with an air draft of 17 m. and rated capacity 
"6,000 t.p.h. The berth can accommodate vessels of 130,000 d.w.t. 
“ha max. draft of 53 ft. 
Ne Bharathi Dock has the potential for accommodating 2 more berths 
"eof which can be converted into a container berth. 
A oreakwater has been constructed extending Northwards from the 
oth end of the old breakwater to ensure tranquil sea conditions in 
“ning circle of Bharathi Dock. 
: NTAINER HANDLING FACILITIES: There are 2 container berths 
"ha quay length of 380 m. and max. draft of 12.8 m. Two heavy duty 
“ily cranes of 35.5 tons capacity under spreader have been provided. 
8 container parking yard has a capacity for stacking 5,200 
“"ainers and is served by 4 rubber-tyred transfer cranes of 35.5 tons 
“Dacity under spreader. 
2 l0p lift trucks for 20 ft. and 40 ft. containers. 
iid container freight station with an area of 6,300 sq. m. has been 
rl for stuffing and unstuffing operations. 
ter 'eefer plug points for refrigerated containers are available with a 
mtg, Generator for giving continuous power supply to reefer 
TEVEDORES: A copy of Manifest for stevedores’ required on board. 
aang hours: 1st shift, 0600 — 1400 hrs. (Recess 1100 — 1130 hrs); 
“SShift, 1400 — 2200 hrs. (Recess 1900 — 1930 hrs.); 3rd shift, 2200 
hrs. (Recess 0200 — 0230 hrs.). 
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Rate of Discharge/Loading: 
Grains, by hooks/derricks: 

Bulk: 300 tons per day per hook. 

Bagged: 300 tons per day per hook. 

By Vacs: 250 tons per Vac. per day. 
Fertiliser: By hooks/derricks. 

Bulk: 200 tons per day per hook. 

Bagged: 300 tons per day per hook. 
General Cargo: 150 tons per day per hook. 
Liquid Cargo: About 150 t.p.h. 
CRANES: 

North Quay: 13 tons and 1x5 tons. 

West Quay: 3x3 tons, 3x10 tons and 2x5 tons. 

South Quay 1: 150 tons and 1x10 tons. 

South Quay 2: 1x3 tons, 15 tons and 1x10 tons. 

South Quay 3: 2x8 tons and 110 tons. 

South Quay 4: 1*5 tons, 18 tons and 1x10 tons. 

Jawahar Dock West: 7x3 tons, 1x5 tons and 4x10 tons. 

Jawahar Dock East: 3x10 tons and 713 tons. 

Jawahar Dock South wall: 3x3 tons. 

One heavy duty floating crane of 120 tons available. 
BRIDGES: There are 2 bridges for pedestrian traffic only. 1 swing bridge 
at the entrance of Jawahar Dock and another Bascule bridge at the 
entrance of boat basin. 
MEDICAL: Advance notice for medical aid useful if vessel anchored/ 
anchoring outside and not coming alongside, as it takes time to arrange 
for launch, etc. Medical assistance arranged easily if vessel alongside. 
Various hospitals and private nursing homes with modern equipment 
available. All crew members to be in possession of valid health cards 
in respect of inoculations/vaccinations against cholera, etc. Facilities for 
renewal available. 
TANKERS: Bharathi Dock — |: B.D.| is equipped for handling crude, 
products and furnace oil. There are 5 marine loading arms of 12 in. 
diameter each. The rated discharge of each arm is 1,500 tonnes per 
hour. Three of these arms are earmarked for handling crude oil and all 
the three arms are connected to a 30 in. diameter pipeline. Two of the 
crude arms are also connected to the furnace oil pipeline having a 
diameter of 14 in. 

The two product arms could be connected to either 14 in. diameter 
pipeline or to 20 in. diameter pipeline. 

The present maximum permissible draft at the berth is 48 ft. 

The berth is provided with fire fighting facilities consisting of remote 
control tower monitors, water curtains and fire hydrants, etc. 
Bharathi Dock — Ill: There are 5 marine loading arms, out of which 3 
are of 16 in. diameter and 2 of 12 in. diameter. The rated capacity of 
16 in. is 2,500 tonnes per hour and that of 12 in. is 1,500 tonnes per 
hour. The distribution of the arms for handling crude, product and furnace 
oil are same as in B.D.|. These marine loading arms are fitted with 
hydraulic remote control quick connect and disconnect (QCDC) 
couplings. 

The berth is provided with fire fighting facilities consisting of remote 
control tower monitors, water curtains and fire hydrants, etc. 

B.D.IIl is equipped with quick release mooring hooks to facilitate 
casting off the mooring ropes by remote control, 

The present maximum permissible draft at the berth is 48 ft. 

Both berths are equipped with efficient communication system with 
main harbour. 

Also see “Ship Operator's Report”. 
DENSITY: Varies from 1019 to 1025 according to season. No variation 
due to state of tide. 
FRESH WATER: Available and can be supplied to vessels either 
through shore connections or by water barges (rate 40 t.p.h.). During 
Summer months due to scarcity of water, full requirements of vessel 
may not be possible. 
FUEL: Heavy Oil, Marine Diesel Oil, High Flash High Speed Diesel Oil, 
conforming to the following specification limits are available from the 
Indian Oil Corporation Limited with 48 hours notice. 
1) Furnace Oil Viscosity 100° F 1500 seconds Redwood | 

(Heavy Oil) A iso cat. cee 


or 180 C.St. at 50°C. 
Sulphur % by Wt. 4.5 maximum 
Flash point 66°C minimum 
2) Light Diesel Viscosity 100°F 2.5 to 17.0C. St. 
Oil (Marine (typical at 15°C. St.) 
Diesel Oil) 
Flash point 66°C minimum 


Sulphur % by Wt. 1.8 
3) High Flash Kinematic 
High Speed Viscosity 2 to 7.5 C.St. 
Diesel Oil 
Flash point 66°C 
Sulphur % by Wt. 1 


Lubricants — All the grades are available. 
Note: Mode of Delivery — Heavy Oil by pipelines 
Marine Diesel Oil/High Flash High Speed 
Diesel Oil by trucks. 
No barge supplies. 


CONSULS: 
Sri Lanka Tel. 476751 United Kingdom Tel. 473136 
France Tel. 472131 USA. Tel. 473040/478912 
Germany F.R. Tel. 473593/471747 ~U.S.S.R. Tel. 71112 
Japan Tel. 665594 


REPAIRS: All types of deck/engine repairs possible. Experienced and 
established marine workshops available. 

DRY DOCKS: 1 x 40,000 d.w.t. and 1 x5,000 d.w.t. Lifting capacities of 
14,000 tonnes and 2,500 tonnes respectively. 

SURVEYORS: Lloyd's Register, Indian Register and ABS. Standard 
cargo and marine survey services available. 
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GANGWAY/DECK WATCHMEN: Services of watchmen 
compulsory and they can be engaged from Dock Labour Board. 
OPENING/CLOSING HATCHES: Work of opening/closing of hatches 
usually depends on what Charter Party says and also type of hatches 
of vessel. Liner Term Vessels:- “MacGregor Type” — These types of 
hatches are opened/closed by the crew; but, if Owners/Master desires, 
rigging gangs may be hired for this work at Owner's expense. Ordinary 
— beams & hatch boards or pontoon type-opening/closing of this type 
of hatches is done by stevedores. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes and half-ounce 
tobacco per week can be held by each crew member. Wine/Spirit: 1 
open bottle of spirit or wine per week can be held by each crew member. 
CARGO GEAR: Vessel should be in possession of valid cargo gear 
certificate issued by competent authority. Port Dock Safety Inspector 
may inspect cargo gear before or during loading/discharging in spite of 
vessel being in possession of a valid certificate. 

REPATRIATION: All facilities for effecting crew changes and arranging 
repatriation exist. 

AIRPORT: The Madras Airport (Meenambakkam) about 15 miles from 
harbour and served by regular airlines. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Declared by authorities are observed, but work completely 
closed on: Pongul, Republic Day, May Day, Independence Day, 
Mahatma Gandhi's Birthday and Deepavali. 
POLICE/AMBULANCE/FIRE: Police 100; Ambulance 102; Fire 101. 
TELEPHONES: Can be placed on board, but only on vessels at certain 
berths. All berths on West Quay, i.e. WQ 1, WQ 2, Centre Berth, WQ 
3 and WQ 4, North Quay berth and berths on Jawahar docks (West) 
only, i.e. JD 1, JD 3 and JD 5. 

SERVICES: All services available. 

SHORE LEAVE: Crew members allowed ashore after securing shore 
passes issued by Port Security Officer. However, they must restrict 
themselves to city limits. 

IDENTIFICATION CARDS: All crew members should be in possession 
of their respective CDC’s/Z. Cards/Passports. 

PORT REGULATIONS: Normal Port Seg uaans, No_ photography 
allowed in harbour except with Chairman of Port Trust’s permission. 
DELAYS: When there is heavy arrival of bulk grain and fertiliser, vessels 
may expect a delay of about a week or so. 

SHIP SUPPLY SERVICE: Madras Port does not operate off-shore ship 
supply services either by the Port Authority or by private parties. 
However, certain private firms and individuals have been granted 
permits to ply their launches within the Port limits for the purpose of 
transporting ship's personnel, supply of provisions and stores for ships 
waiting at Outer Anchorage or for transporting sick crew members of 
ships. 

DEVELOPMENTS: The Madras Port Trust have definite plans for the 
following schemes: 

a) Extension of the present container berth Northwards by another 
220 m., making a total container berth length of 600 m. Additionally, 2 
shore gantry cranes and 4 tyre mounted transfer cranes will be provided. 
The capacity of gantry cranes and transfer cranes will be 40 tonnes 
woe the spreader. This extension is likely to be completed by the end 
of 1990. 

b) Madras Port is planning a satellite port at Ennore, about 12 km. North 
of the present Port, mainly for import of about 8 million tonnes of coal 
per annum for the North Madras Thermal Power Station. This satellite 
port is likely to be completed by 1994. 


are 


NOTICE: 


Instructions to Ship Masters: 
(1) No ship is allowed to enter the following area without a Pilot on 
board. This area is bounded by the following points: 
a) Lat. 13° 06.4’ N. Long. 80° 18.7’ E. 


b) Lat. 13°07.0' N. Long. 80° 19.7’ E. 


c) Lat. 13° 07.4’ N. Long. 80° 21.7’ E. 


d) Lat. 13° 08.2’ N. Long. 80° 21.7' E. 


e) Lat. 13° 07.5’ N. Long. 80° 18.5’ E. 
(2) Pilot Boarding Area No. 1 for ships less than 230 m. in length is 
marked by the following points: 

k) Lat. 13° 06.5’ N. Long. 80° 19.6’ E. 


1) Lat. 13° 06.3’ N. Long. 80° 19.6’ E. 


m) Lat. 13° 06.3’ N. Long. 80° 19.9’ E. 


n) Lat. 13° 06.5’ N. Long. 80° 19.9’ E. 
(3) Pilot Boarding Area No. 2 for ships of 230 m. in length or more is 
marked by the following points: 

p) Lat. 13° 07.2’ N. Long. 80° 21.6’ E. 


q) Lat. 13° 06.8’ N. Long. 80° 21.6’ E. 


r) Lat. 13° 06.8’ N. Long. 80° 22.0’ E. 


S) Lat. 13° 07.2’ N. Long. 80° 22.0’ E. 

(4) No ship is allowed to anchor within the Pilot Boarding Areas No. 1 
and No. 2 without express permission from Port Control. 

(5) Ships that are not berthing on arrival, should anchor South of 
Latitude 13° 06’ N. 
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Instructions to Ships Approaching Madras Harbour: 


(6) Ships entering the harbour should have enough stern Power to che 
their headway within their own length. 
(7) Ships embarking Pilot outside the harbour should have the pp 
ladder rigged on the land side, irrespective of the direction of the 
(8) All ships entering, leaving or shifting in the harbour are required; 
have the following minimum ballasted draft: 

LOA Draft Forward Draft Aft 

(ft.) (ft.) (ft.) 

500 10 15 

600 ne 20 

700 20 25 

800 25 30 


900 30 35 

(9) Ships bound for Madras should contact Port's Signal Station on Ww 
Channel 16 as soon as possible and give the following particulars: 

(a) Ship’s name 
Nationality 
Name of Master 
(d) Last Port 

(e) Local Agents 

(f) LOA 

(g) Draft, Forward and Aft 

(h) Summer Deadweight 

(i) GRT 

(j) NRT 

(k) Nature of Cargo 
(10) Instructions to Masters during bad weather at Madras Port: 
Whenever a depression/cyclone is formed in the Bay of Bengal, & 
Meteorological Office sends out weather bulletins and the Madras Py 
Trust hoists storm signals at her Signal Station in accordance with thes 
weather bulletins. During such conditions, Masters of ships inside 
harbour are advised to contact the Port Signal Station on VHF Chane 
16 for receiving the latest weather bulletins and any further guidance: 
this regard. They are also advised to immediately put out extra moon 
lines. In addition to this, if they experience any ranging of their ships: 
their respective berths, they should contact the Port Signal State 
immediately and have the ship's main engine ready. If the prevailx 
weather conditions so demand, the ships that are affected due to rangi 
at the berths would be taken out of the harbour. ! 


Information regarding functioning of Madras Radio: 
(11) (i) Calling/Watch keeping: VHF 24 hours on Channel * 
(156.8 MHz) 
(ii) Passing messages by Madras Radio Ch. 26 
Transmission: 161.9 MHz 
Reception: 157.3 MHz 
(iii) On W/T Watch keeping: 500 kHz. 
Transmission on 485 kHz. 
Reception as per Ship's working channel. 


SHIP OPERATOR'S REPORT: January 1987. 
General: Madras is an artificial harbour on the coast of Tamilnadu Size 
Protected from sea and swell by 2 breakwaters, but is vulnerable! 
cyclonic weather. The oil berth is located in Bharathi Dock. The Made 
Refinery receives crude from Bharathi Dock Oil Terminal. 

~ Lube and non-flammable liquid cargo are also handled at West Qu 
No. 1/North Quay — which is also a general cargo berth. 

All terminals and berths within the port limits are owned and operalt 

by Madras Port Trust. 
Communications: All traffic by W/T via Madras Radio (call sign: “VW 
When within VHF range, communication with Madras Pilot can® 
established on VHF (Channels 16 and 14), which is located at the Pt 
Signal Station. 

Laden tankers should include in their initial ETA message: Deeps 
draft, actual displacement, cargo quantities, Shipper(s), Consignees 
and name of local Agent. 

The above information should be copied to: 

1. Agent Madras. 

2. Indian Oil Madras. Telex: 041-7168 for SR S & D Manager. 

3. Indlub, Madras. Telex: 041-6345. 

4. Indian Oil Bombay. Telex: 011-71656 for SR Shipping Manage 

ETA should be subsequently confirmed (or revised) 3 days, 2 
and 1 day prior to arrival. 

Radio Pratique is permitted and the following information should® 
cabled to “Quarantine Madras", maximum 12 hours and minim’ 
4 hours prior arrival: 

AAA Name of vessel and call sign. 

BBB ETA Madras — local time. 

CCC Maritime Declaration of Health has negative answers 00? 

questions. 

DDD No monkeys on board. 

EEE Names and dates of ports visited within last 30 days. 

FFF Ship healthy — request Free Pratique. 
Approaches: When within VHF range, call “Madras Pilot’ on Cha® 
16 stating ship's name, ETA and deepest draft. There are 2 wam 
areas for Pilot which are clearly marked on the chart. The first watt 
area is for ships over 11 m. draft and the second is for ships undef 1’ 
draft. If it becomes necessary to anchor, Madras Pilot will advise ® 
anchorage position. The anchorage has good holding ground %’ 
exposed to sea and swell. : 

Prior to the Pilot boarding, the pilot office will advise the vess®’ 
VHF, at short notice, to proceed to the waiting area where the Pikt® 
board the vessel. Pilotage is compulsory. The pilot boarding a’ 
about 1 km. to 1.5 km. seaward of Fairway Buoy. 

The depth of water in the Approach Channels is as follows: 

Outer Channel = 19.5 m. 
Inner Channel = 18.9 m. 
Turning Channel = 18.3 m. 
Approach to Berth 
in Bharathi Dock = 
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17.7 m. 


= 
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jmissible Draft and Length of Vessels: Oil tankers carrying crude and 

_ eined petroleum products normally berth at Bharathi Docks Berths 
and North Groyne Mooring, while tankers carrying lube oil berth at 
+ I 

er may berth at Bharathi Dock II, which is meant for loading 
‘on ore, if there is no vessel loading ore. Similarly, vacant container 

_ana| berths can be used by tankers, but only for transhipment from 

ser vessel to daughter vessel and shore discharge for all products 

vp flashpoint above 40°C. 

the berth parameters and products handled are as follows: 

Maximum size of vessel 


wre of Berth that can safely berth Products handled 
Length Beam Draft 
(m.) (m.) (m.) F 
syathi Docks | 345 No 14.6 Crude, fuel oil, MDO, 
excusive Oil Jetty) restriction naphtha, motor 
swathi Docks II 345 No 15.0 Regular and premium 
on Ore Jetty) restriction gasoline, kerosene 
yankers are handied Aviation turbine fuel, 
ws berth when there high speed diesel 
seo ron ore vessel 
ioonng 210 No 9.1 Fuel oil, MDO, premium 
North Groyne) restriction gasoline, kerosene, 
aviation turbine fuel, 
high speed diesel 
test Quay | 152.4 No 7.9 Lube oil 
North Quay restriction 
sotainer Terminal 330 No 13.4 Lube oil 
seth restriction 


sarathi Dock Oil Terminal: Bharathi Dock is an extension of old Madras 
vypour, built mainly for the export of iron ore and import of crude oil. 
seth lis located along the inside of breakwater in the form of “T" head 
etywith 2 mooring dolphins each side of the berth. There are 2 berths 
snarathi | — exclusively for oil tankers and Bharathi Il — designed for 
e vessels but can be used by oil tankers, when the berth is vacant. 
There is also a mooring berth for oil tankers inside the main harbour 
were vessels are secured with 2 anchors, and stern to the harbour 
wiNorth Quay Breakwater. 

Bharathi Dock | is also used for ship-to-ship transfer as well as for 
opto-shore transfer. Both operations are performed while alongside 
ne dock. 
eneral Cargo Berth Tanker Handling: The West Quay I/North Quay 
gare acommon facility which is connected to tanker with a 6 in. hose 
oreceive lube. 


AUTHORITY: Madras Port Trust, Rajaji Salai, Madras — 600 001. Tel: 
‘161 and 562201 (24 hours). Telex: 041-331. Cables: Porttrust, 


| fadras. Contact: Deputy Port Conservator. 

ants G.A.C. Shipping (India) Pvt. Ltd., P.O.Box 1804, Madras 
0001, India. Tel: 522423, 521588. Telex: 418732 (‘‘GAC IN"). Cables: 
Sacshipmas"’, Madras. 


WALPE: 13.21 N. 74.42 E. 


NCHORAGE: The port is an open roadstead. Anchorage can be 
®ained at a distance of 0.81 km. N.W. of Daria Bahadur Ghur Island. 
pth at Anchorage — 4.5 fathoms. 
SERTHING: With the construction of two breakwaters, the channel in 
‘teen is maintained at about 4.50 m. at LWOST. The maximum tidal 
age is 1.52m. 
2ngth of Jetties: 1st 
*RESH WATER: Not available. 
VEL: There are oil storage depots in the Port area where HSD oil can 
supplied to small vessels. For ocean going vessels there is no 
unkering facility. 

PORT: Nearest at Bajpe (Mangalore). 
TE: GMT plus 5.5 hours. 
*0LIDAYS: Holidays declared by the Collector of Customs, Bangalore. 
*0LICE/AMBULANCE/FIRE: Malpe Police Station Tel: 21999 Udipi. 
*e: Tel: 20333 Udipi. 
BANKS: Syndicate Bank and Corporation Bank, Malpe P.O., Via Udipi, 
sth Kanara Dt., South India. 
#ENERAL: There is a small shed for storage of cargo. Storm warning 
b aps are hoisted on the flagstaff. 
NTHORITY: Port Office, Malpe, South Kanara Dt., South India. 


ro Mr. M. Devawas Shetty, Deputy Port Conservator, Tel: 20592 
J 


33.53 m. 2nd 5.79 m. 


IANDVI: 22.49 N. 69.21 E. 


XCUMENTS: Arrival: Arrival Report with ship's details, Voyage 
orandum, Crew Lists, Stores Lists. 

arture: Departure Report with ship's details, Export General 

est, Certificate of Cargo Tonnage Loaded. 

: AGE: None. All vessels anchor in stream. 

‘ RICTIONS: Vessels anchor in open roadstead in 3 — 5 fathoms, 

hg miles from shore. Vessels of 9 ft. draft can reach wharves at 

Nd vessels drawing 12 ft. can reach Albert Edward Breakwater. 
ls having 750 tons cargo only can enter port during high tide. 


een tal range 14 ft., average range 10 ft. Current 2 knots during 
- n. 
4 
at Government Medical Officer attends as Health Officer. 
‘No radio. All messages delivered through Kandla. Ship to shore 


€ssages delivered through VHF at stipulated times. 
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TUGS: Services optional. 3 tugs and 1 launch. Charges based on time 
and horse power. 

STEVEDORING: Arranged by Agent with Port Authority. 

MEDICAL: 24 hours notice required of any medical requirements. 
FIRE PRECAUTIONS: Fire extinguishers are available at the port. Fire 
fighter is available at the Port workshops. Smoking strictly prohibited in 
port area. 

WATCHMEN: Arranged through Agents. 

HATCHES: Opened and closed by crew. 

CERTIFICATES: Non-carriage of dangerous cargo, Cargo Gear 
Certificates, Statement that no passengers carried. 

CUSTOMS ALLOWANCES: No restrictions for crew of coastal vessels. 
Stocks of tobacco, wine and spirits to be declared to Customs. Wines 
and spirits prohibited in Gujarat States but Master permitted daily quota 
by Customs Authorities. 

REPATRIATION: No facilities. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Usually possible to arrange work on holidays. 
POLICE/AMBULANCE/FIRE: Police 8; Ambulance 32; Fire 10. 
SHORE LEAVE: Crew of coastal vessels only allowed ashore subject 
prior permission from Captain of the Port. 

DELAYS: Delays to be expected in supply of cargo at times of lowest 
water. 

GENERAL: Gulf of Kutch Ports, viz. Mandvi, Mundra, Jakhau and 
Koteswar administered by Chief Executive Officer and Vice-Chairman, 
Gujarat Maritime Board, Anmedabad. Mandvi located on Southern coast 
Gulf of Kutch at mouth of River Bukmavati, seasonable, tidal and 
intermediate ports. 

AUTHORITY: Office of the Deputy Executive Engineer (Civil) and Port 
Office, Mandvi-Kutch, Gujarat Maritime Board, Mandvi-Kutch, India 
320455. Tel: 33 (Office), 40 (Residence). Cables: Portal Mandvi-Kutch. 
Contact: Port Officer, Mandvi-Kutch. 


MANGALORE (Minor Port): 12.55 N. 74.52 E. 


PORT LIMITS: 

North: A line drawn due West from the Northern boundary pillar on 
the seashore about 740 yards from Sultan’s Battery to 
9 fathoms of water. 


South: The line drawn due West from the Southern boundary pillar 
to the seashore, about 1,000 yards below the marine yard to 
9 fathoms of water. 

West: The 9 fathom line between its intersections with the lines 


above defined as the Northern and Southern limits. 
DOCUMENTS: 

Crew Lists (6 copies). 

Crew's Declarations for Customs (4 copies). 

Stores Lists (4 copies). 

Currency Declaration (2 copies). 

Import Manifest inclusive of Deck Cargo and bottom cargo (3 copies). 

Bill of Lading (1 copy). 

Ship's particulars inclusive of service stand (2 copies). 

Declaration of opium, dangerous drugs, gold, arms, ammunitions and 
explosives, monkeys on board, last and next port of call (2 copies). 

Valid Safety Equipment Certificate. 

Valid Construction Certificate. 

Valid Radio Certificates. 

Valid Certificate of Registry. 

Derat Certificate. 

Vaccination Certificates. 

Declaration of Health. 

Arrival report and Port and Light dues receipts (2 copies). 
PILOTAGE: Compulsory. ETA must be informed at least 48 hours ahead 
of arrival. In the message of ETA the following information must be 
included: 

(a) Name. 

(b) Nationality. 

(c) Call sign of the vessel. 

(c) LOA (draft, forward and aft), g.r.t. and n.r.t. of the vessel. 
ANCHORAGES: Open roadstead. Vessels anchor in 7.32m. to 
10.98 m. due West of entrance and are loaded and discharged by 
lighters. Bar situated due West of entrance. Depth of bar 2.13 m. LWST. 
RESTRICTIONS: No night pilotage. 

HEALTH: Vessel arriving from foreign country sends radio message in 
code or otherwise to respective Agents who contact Port Health Officer 
accordingly. If vessel from yellow fever area Master should give prior 
notice to Agent to arrange for Mosquito Party from Cochin to come to 
Mangalore and board ship on arrival. If suspected or infected, vessel 
should anchor not less than 0.5 miles from all other vessels and notify 
Port Authorities of situation either by radio or through signal station. 
RADIO: Call sign VWL on 500 kHz and 438 kHz working frequency. 
Tel: 24300. 

TUGS: 1 Port Trust tug (210 h.p.) and 1 launch and 2 private tugs 
capable of towing over 600 tons each are available. 

CRANES: 1 <1 ton and 15 tons. 

STEVEDORES: Stevedores available. Average loading/discharging 
rates per day: 

(a) lron ore 400 tons per hook (weather permitting). 

(b) Fertiliser or wheat bags 200 tons per hook (weather permitting). 

(c) General cargo bagged 200 tons per hook (weather permitting). 
MEDICAL: 24 hours notice necessary to arrange for a doctor on board. 
Government Hospital and Nursing Homes available. 

DENSITY: Density of 1022/3 throughout year except in September 
(immediately after Monsoon at beginning of shipping season) when 
density about 1016. 

FRESH WATER: Supplied by water barge at rate of 110 tons per trip 
with 48 hours prior notice. Cost of supply inclusive of all charges except 
crew overtime on holidays. Minimum order 35 tons. 
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FUEL: Not available. 
GANGWAY/DECK WATCHMEN: Available. 
OPENING/CLOSING HATCHES: Stevedores or ship's crew, whichever 
to ship's advantage. 
CARGO GEAR: Derricks and boat devices to be hoisted in when not 
required to prevent contact with masts and sailyards of lighters 
alongside. Advisable that lifeboats be lowered only on non-working side. 
CERTIFICATES: 

Ship’s Registry. 

Derat Certificate. 

Articles of Agreement. 

Dock Safety Register (cargo gear). 

Radio Telegraphy Certificate. 

Load Line Certificate. 

Port Clearance from last port. 

Bill of Health. 

Safety Equipment Certificate. 
CONSULS: None. 
REPAIRS: Minor repairs to engines and gear carried out by auto- 
workshops. 
DRY DOCKS: Small dry dock, maximum capacity 450 d.w.t. 
Dimensions, 110 ft. x 30 ft. Depth on sill 8 ft. at MHWS. For minor repairs 


only. 
SURVEYORS: Qualified Cargo Survey Agencies are available. 
Surveyors available for Lloyd’s Register, American Bureau, Bureau 
Veritas, etc. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes or 50 grams 
tobacco per week. Wine and spirits: 950 ml. per week. 
REPATRIATION: Can be arranged by ship's agents or at shipping office 
for Indian crew. 
AIRPORT: Bajpe — 20 km. away. Daily air service available to Bombay 
to connect with international flights. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: 26th January, Republic Day; 15th August, Independence 
Day; 2nd October, Gandhi Jayanthi; and other local holidays declared 
by Kanara Chamber of Commerce and Industry. 
POLICE/AMBULANCE/FIRE: Tel: 100/102/101. 
TELEPHONE: No arrangement for placing telephone on board. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Shore passes are issued. 
DELAYS: Adverse bar conditions necessitate stopping work for bad 
weather. 
EMERGENCY CO-ORDINATION CENTRE: Relay information to Port's 
Signal Station through New Mangalore Port. 
BANKS: State Bank of India, Main Branch, Mangalore 575 001. 
GENERAL: Weather: During monsoon, mid-May to mid-September no 
communication with shore and port is officially closed. There is an All 
Weather Major Port at Panambur (New Mangalore Port) 9 km. North of 
roadstead. 
Tides: Range of tide 1.22 m. to 1.52 m. 
Lighters: Approximately 25 lighters are available with average capacity 
of 45 tons each and 3 motor launches. Depth at quay 2.44 m. LW. 
AUTHORITY: Captain A. J. Lobo, Port Officer, Old Mangalore Port, 
Mangalore 575 001. Te/: 26174 (personal), 25031 (residence). 
Shri K. S. Shetty, Port Engineer, Old Mangalore Port, Mangalore 
575 001. Tel: 24814 (personal), 24815 (residence). 


MORMUGAO: 15.25 N. 73.47 E. (See Plan) 


PORT LIMITS: Roughly up to 10 fathom line running North and South 
from Cabo to Grand Island. Vessel is considered “arrived vessel” when 
she comes under direction of Signal Station. 
DOCUMENTS: 
10 Crew Lists. 
10 Passenger Lists, if any. 
3 Copies of Manifest. 
Last Port Clearance. 
1 Bill of Lading in case of imports. 
3 Stores Lists. 
3 Personal Property Lists. 
1 Letter of Authority to Agents addressed to Asst. Collector of 
Customs (prepared on arrival). 
1 Arrival Report to Immigration Officer. 
1 Customs Declaration. 
1 Inward Clearance Certificate. 
1 List of Particulars. 
1 Deck Cargo Certificate. 
1 Arrival Report. 
Last 7 items to be signed by Master in port after arrival. 
Ship's papers: Documents placed at disposal of port: 

Ship's Registry. 

Derat Certificate. 

Safety Equipment. 

Load Line. 

Radio Telegraphy. 

Indian Light Dues. 

Annual Cargo Gear Certificate. 

Safety Construction Certificate. 

PILOTAGE: Compulsory. ETA required at least 48 hours before arrival 
to order Pilot. Call Pilot by international code signals on arrival at signal 
Station or contact by VHF Channel 16. 

Pilot launch shows the Pilot flag. In fair weather Pilots board West of 
Entrance Buoys. In bad weather, Pilots guide vessel from launch until 
boarding possible. Pilot launch leaves from Inner Harbour with Pilot and 
is not stationed at any particular position. International Regulations for 
Pilots’ ladders applicable. Vessels awaiting Pilot may anchor 2 miles 
West of Channel Buoy No. 6. 
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RESTRICTIONS/MAX. SIZE: Pilotage around the clock during thes 
weather season (October — May). Draft restricted. Deep-laden Vesss 
await high tide. Max. draft permissible 13.0 m. (with tide). 

Draft particulars for incoming ships to berths as detailed below. 


Berth No. Max. Draft Max. Length 
eotekanntten 
<3 | 
5 8.23 | 168 
6 8.23 220 
8 12.00 248 
9 13.00 305 
10 10.00 203 


Vessels loading West of breakwater in fair weather: No restriction 
size or draft. 


HEALTH: International Regulations apply. Pratique automatic wr 
calling from another Indian port. Pratique granted by Port Health Off, 
by radio. Telegraphic Pratique can also be obtained from Port Hes 
Officer cable address “Quarantine Mormugao”. 
Master should send quarantine message not less than 4 hours » 
not more than 12 hours prior to arrival indicating: 
1. Name of ship, 
2. Expected date and time of arrival. 
3. My Maritime Declaration of Health has negative answers to a 
Health Questions or ZT or My Maritime Declaration of Health ty 
a positive answer to question (indicated by complements) or? 
(indicated by complements 1 — 6). 
4. List of ports of call with dates of departure during last 30 day 
5. Have or have not monkey on board. 
6. Have or have not any person on board embarking at Ade 
Djibouti or Yemen. 
Request Radio Pratique. 


RADIO: Goa Radio, call sign VWG. Operating continuously on 500 Ke 
417 kHz, and 2182 kHz. Communication range 100 miles. 

VHF radio telephone station at headland signal station, call sign Ge 
Port, calling Channel 16, working Channels 12, 10 and 14 (24 hour 

Ships desiring to contact port on VHF should establish contact» 
means of (a) light signals, (b) hoisting “Z” flag, (c) blowing “2” on whiss 
or siren. 

Port VHF station attracts attention of desired ship by hoisting "2" tz 
with call letters of ship or by light signalling. 

VHF service restricted for port operation, ship's emergencies 
movements. All messages to be addressed to Harbour Master. The 
party communication not allowed. 

TUGS: 4 tugs available with 30 ton bollard pull. Tugs usually used inst 
breakwater. Normally push, but when towing, use ship's lines. 
BERTHING: Deep loaded incoming vessels berthed 2 hours before H/ 
Vessels also use anchor and quarter line to mooring buoy to keep? 
berth. 

Berth No. 10: New multi-purpose general cargo berth. Length 250° 
Depth alongside 11.0 m. 

BULK HANDLING FACILITIES: Ore Berth (Berth No. 9): Providedw 
a mechanical loading plant of a rated capacity of 8,000 tonnes’p.h. 
facility, presently capable of fully loading 60,000 d.w.t. vessels: 
designed to cater for 100,000 d.w.t. vessels after further dredging: 
entrance channel, turning circle and berth. The channel is prese® 
dredged to —13.7 m. and berthing basin to —13.1 m. Synthetic rope 
only to be used for mooring. 

Berth No. 6: Equipped for mechanical handling of iron ore. Loading @ 
about 750 t.p.h. At present vessels of 30,000 d.w.t. with a draft of 8.23" 
can be accommodated. 

Ore Transfer in Stream: Carried out between October and May |® 
weather). Vessels are loaded or topped-off to a draft of 20m. fa 
floating storage vessels available, capacity 150,000 tons — 200,000 0 
rates 950 t.p.h. — 3,000 t.p.h. 

STEVEDORES: Original ETA of 48 hours and a definite ETA of 24 hv 
required and Master should indicate stowage and gangs required bet’ 
arrival, also how derrick booms must be arranged so as to ena 
stevedores to arrange same on arrival. 

MEDICAL: Hospital facilities for any serious sickness and 
ambulance is available around the clock. 

TANKERS: Discharge line 35 cm. No loading facilities. Permissible # 
in fair weather 12.0 m. at Oil Berth No. 8. Max. LOA 248 m. Disché? 
facilities at Berths No. 4 and No. 5 for MEG and caustic soda lye® 
loading facilities for molasses. Depth 8.5 m. 

DENSITY: Salt water 1025 — slightly fresh during monsoon seaso" 
FRESH WATER: Available alongside berths also from 200 tons cape? 
barge. Pumped by hose at 20t.p.h. at berth, and 30 t.p.h. from ba? 


Sometimes restricted to 50 tons maximum if supply is limited. 
FUEL: 
Grades Viscosities 
High speed diesel oil Less than 45 Redwood 
Light diesel oil 41 
Furnace oil (also known as 
light fuel oil) of 623 


48 hours advance notice required. 
FIRE PRECAUTIONS: During discharge of oil tanker, great care 
that no naked lights are visible nearby. Movements of unau 
persons at point of discharge strictly restricted. Ships alongside ad 
to a distance of 100 ft. are advised not to emit smoke through fut 
Round the clock standby duty carried out by Fire Service, around ta™ 
till completion of cargo discharge. 
REPAIRS: No major repairs. Minor repairs only and no unden® 
welding facilities. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Necessary to have watchmen ine 
of loading general cargo to protect goods. In case of loading io” 
no watchman required. 
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yeNING/CLOSING HATCHES: Usually by crew, unless contrary to 
“ater Party. 

sfous ALLOWANCES: Tobacco: 200 cigarettes per crew member 
w week. Wine and/or Spirit: 4/Sths of bottle per week for each member 
“cyopean crew. 2/Sths of bottle per week for each member of Asian 
ew as per practice. ; 
#PATRIATION: Facilities exist for changing and repatriating crew. 
yRPORT: Approx. 7 km. from harbour. One local flight daily to Bombay. 
y atemational flights from Goa and all outgoing foreign passengers 
ne to be repatriated via Bombay. 

anGO GEAR: Certificates to be valid. 

owe; GMT plus 5.5 hours. . 
wuDAYS: New Year's Day, Republic Day, Gudi Padva, Good Friday, 
wy Day, |d-Ul-Fitr, Independence Day, Ganesh Chaturthi, Mahatma 
sodhi’s Birthday, Idu's Zuha, Diwali, Muharram, Feast of St. Francis 
ier, Goa Liberation Day and Christmas Day. 
»UCEJAMBULANCE/FIRE: Police 2234 through Postal Exchange; 
wepulance (Health Centre) 2454 through Postal Exchange; Fire 222 or 
mithrough Port Exchange and 2300 through Postal Exchange. 
LEPHONES: No arrangements for installation of telephones on 


roard ; ; 
HORE LEAVE: Crew members allowed to go on shore with Police 


andi ass. 

SATIFICATION CARDS: Not essential but according to Immigration 
aye temporary Police landing pass issued to each crew member going 
» shore, valid for municipal area of Vasco town; if valid passport is 
_ pssessed. 

UTHORITY: Mormugao Port Trust, Mormugao Harbour, Goa, (India) 
9g03. Tel: 2725-2499. Telex: 0191-219. Cables: Harbadmin 
ymugao. Contact: Captain V. S. Gopinath, Deputy Conservator. 
‘ptain L. Rodrigues, Harbour Master. 


WNDRA: 22.54 N. 69.42 E. 


LOCATION: In Gulf of Kutch near Navimal Lighthouse, about 2 miles 
ssde Bocha Creek. Port is about 6 miles West of Mundra town. Salt 
agorting port open for deep sea and coastal traffic. Vessels calling 
\undra anchor in open roadstead 2 miles from shore. Vessels of 8 ft. 
vatican berth alongside jetty. Highest tidal range 17 ft. Current parallel 
coastline running about 3 knots. 

UTHORITY: Assistant Conservator. 


\AGAPATTINAM: 10.45 N. 79.50 E. (See Plan) 


XCUMENTS: To be completed by Masters of vessels on arrival: 
8 Crew Lists. 

§ Passenger Lists. 

Form of Import Manifests of Stores. 

iLists of articles in slop chest. 

iPrivate Property Declaration of the Crew. 

3 Manifests. 

_3Bills of Lading. 

ide handed to Agents: 

Ship's Register. 

\oad Line Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Salety Radio Certificate. 

Last Port Bill of Health. 

last Port Clearance. 

LOTAGE: No pilot station, being open roadstead port. Vessels not 
| *eted to anchorage. 


NCHORAGE: Vessels anchor according draft and prevailing weather 
“ditions. In fine weather, good anchorage in depths of 3.75 to 6 
-®oms with lighthouse bearing 281° to 255°. Holding ground, sand and 
nd good. Agents, in consultation with Port Authorities, signal Master 
weal of vessel, anchorage position for guidance. 

a SIZE: No restrictions. Vessels choose anchorage according to 


*ALTH: On arrival Master to signal local signal station, addressed 
‘Health Officer stating vessel arrived and no sick person on board. 
*iis then obtain Free Pratique from Port Health Authorities. In event 
/ Person having chicken-pox on board, advisable that Master informs 
“tls sufficiently in advance to enable them make necessary 
“™gements for Port Health Officer to board vessel on arrival and 
“an Free Pratique after Port Health Officer is satisfied that isolation 
saigement on board adequate. 
qu: Madras Radio or Colombo Radio. Send ETA to local Agent 
“fours before arrival. 
NG Port Radio Station on Channels 16, 12 and 14. 
he 1 tug of 45 h.p. and 1 motor launch of 30 h.p. belonging to the 
Department are available, for towing lighters. Launches owned by 
seal Owners are also available for towing lighters. 
““THING: Open roadstead port. No berths. A mobile crane of 4 tons 
recy 'S available in the port for handling heavy cargoes. 
tngeOORES: Port usually handles fertiliser imported on Government 
6 '@ account and rate of discharge per day about 750 to 1,200 tons. 
doe that ETA of vessel is passed to Agents at least 2 days in 
“ance to enable them to advise receivers to arrange necessary gangs. 
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MEDICAL: No advance notice required unless sickness of serious 
nature when Medical Officer boards vessel on arrival. In case of sickness 
to officers or crew, Medical Officer boards vessel or if in condition to go 
ashore, necessary arrangements made to take sick crew to Doctor. 
District Headquarters Hospital with all medical facilities available. 
Special wards available for sick members of crew. Vaccination, 
inoculation against yellow fever, cholera, plague, etc., can be arranged. 
DENSITY: 1025. 
FRESH WATER: Available in limited quantities and dependent upon 
port getting continuous supply from municipality. 2 tanks of 14.5 tons 
capacity placed in lighter are sent alongside vessel and a petrol-driven 
pump is used to pump up water from tanks into vessel. 
FUEL: Diesel oil available in a limited quantity. 
CONSULS: None. 
REPAIRS: Minor repairs in engine room and on deck can be effected. 
Chipping and painting can also be arranged. 
DRY DOCKS: None. 
SURVEYORS: 

1. Cargo inspectors not available. 

2. Lloyd's Register and American Bureau are in Madras. Salvage 
Association not available. 
GANGWAY/DECK WATCHMEN: In the interest of vessel, 2 gangway 
and deck watchmen daytime and at night to be employed to avoid 
pilferage. 
OPENING/CLOSING HATCHES: Opening and closing of hatches on 
arrival of vessel before commencement of discharge and on completion 
carried out by stevedores. Time used for opening and closing of hatches 
not counted. 
CUSTOMS ALLOWANCES: Tobacco, 1 carton per week per crew 
member. Wine and Spirit, Whisky or brandy 1 quart each member for 
a week. No restriction for beer as the issue is based on weather, etc. 
REPATRIATION: Facilities available for effecting crew changes and 
arrangements can be made for repatriation. 
AIRPORT: Nearest airport Madras, served by regular airlines. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Observed as declared by Authorities. Vessels work on 
Charter Party and Government holidays but time not counted. No closed 
holidays but overtime charged for any work done on Government 
holidays and on Sundays. 
POLICE/AMBULANCE/FIRE: Police 2267; Ambulance 2299; Fire 2299. 
The Police and Customs Departments maintain their own W/T stations 
which can be contacted or utilised at times of emergency. 
EMERGENCY CO-ORDINATION CENTRE: The information should be 
passed on in case of a vessel in distress to the Maritime Operations 
Room/Sector Search and Rescue Co-ordination Centre as “Life-Saving 
Call” to Madras Radio for this area. 


Call Sign: VWM 
MADRAS 

RADIO 
Frequency: 500 kHz 
2182 kHz 
Time: Continuous. 


SERVICES: Hatch cleaning after discharge of cargo can be carried out. 
BANKS: American and European banks are not available at 
Nagapattinam town, but are available in Madras. 

STORING: See “Prelims”. 

1. Ship’s stores to be sent to vessels are loaded into lighters from 
port wharves, as Nagapattinam is an open roadstead port, having no 
berths for mooring vessels. 

2. Stores can be taken from lighters both during loading and 
discharging. 

3. Trucks can proceed only up to the wharves of the port. The 
approximate distance from wharves to the ship depends upon the place 
of anchoring of the vessel. It will be about 2 to 3 nautical miles. 

4. Fork-lifts are not available. 

5. Necessary shipping bills are to be filed with the Port and Customs 
Offices before taking in stores from the shore to the vessel. 

6. Local riggers may be employed. 

SHORE LEAVE: Officers and members of crew allowed to go ashore 
and necessary passes obtained by Agents. 

IDENTIFICATION CARDS: Needed. 

DELAYS: Usually no delay in anchoring vessels and generally all 
formalities including survey carried out on vessel's arrival. If vessel 
arrives between 0600 and 1400 hrs., she commences discharge same 
day. 

GENERAL: No regular launch service between ship and shore. Agents 
hire out private launch and obtain permission from port office to ply 
launch between ship and shore, to facilitate officers and crew to go 
ashore and for Doctor, Agent and Port Health Officer. Port Authorities 
do not permit plying of launch after 1800 hrs. 3 trips arranged for launch 
to go to vessel and back from 0600 to 1800 hrs. every day weather 
permitting. 

AUTHORITY: Port Officer and Harbour Master, Port Office, P.O. Box 
No. 6, Nagapattinam, PIN 611001, Tamil Nadu State, India. Te/: 2255 
(office), 2363 (personal), 2285 (residence). Cables: Port Officer, 
Nagapattinam. Contact: Port Office and Harbour Master. 
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NAVLAKHI: 22.57 N. 70.27 E. 


DOCUMENTS: 
Arrival: 

Last Port Clearance. 

Bill of Health/Maritime Declaration of Health. 

Customs Arrival Report. 

Port Arrival Report. 

Agent's Arrival Report. 

List of Same Bottom Cargo. 

Crew List (6 copies). 

Import General Manifest. 

Light Dues Receipts (in case the last port of call being Indian port). 

Stores List & Private Property List (8 copies each). 

Misc. Declaration. 

Departure: 

Port Clearance (handed over by Customs). 

Bill of Health. 

Port Departure Report. 

Agent's Departure Report. 

Income Tax Clearance Certificate (in case of export cargo). 
PILOTAGE: Not compulsory. If required an experienced local guide 
provided by Port Authorities. In such cases Pilot meets vessel at Tuna 
Buoy station about 19.5 miles from port. 

ANCHORAGE: Open roadstead port. Vessels work in stream. 2 vessels 
can be brought to inner anchorage and work conveniently in good 
weather. In case a third vessel arrives, it has to anchor at Buoy No. 5 
until one of the vessels sails from inner anchorage. During non-monsoon 
times vessels can be moored at Buoy (Navlakhi) No. 5. Chart of the 
approaches is No. 2017. 

RESTRICTIONS: Night navigation not provided. Generally vessels’ 
movements during daytime high water period. Vessels should arrive 
Tuna Buoy 3 hours before high water in daytime. 

HEALTH: Port Health Officer available at Mahendrasinghji Hospital, 
Morbi. 

RADIO: Radio messages intended for this port should be addressed 
either through Kandla or Bombay Radio Stations. 

VHF: To be installed in the near future. 

TUGS: Four tugs available, 150 h.p., 370 h.p., 350 h.p., and 240 h.p. 
CARGO HANDLING: Ships lie at anchor in the stream about 2.0 km. 
from shore and cargo is shipped/landed through lighters. There are 17 
barges of 100 tons capacity each. There are 17 godowns of 
17,000 sq. m. floor area to store the cargo passing through ports. There 
are four 3 tonnes capacity cranes two of 5 tonnes capacity, and one of 
12.5 tonnes capacity. 

STEVEDORES: At least 24 hours notice to arrange gangs. Rate of 
loading and discharging for grains and fertilisers about 1,600 tonnes a 
day if 1 ship working; in case 2 vessels working simultaneously, 
combined average of about 1,600 tons can be maintained in fair weather 
days. 

MEDICAL: Small dispensary exists under contro! of Medical Officer. 
Qualified extensive medical facilities available at Morbi which is 44 km. 
away or Rajkot about 109 km. Health Officer comes from Morbi to attend 
vessels, if required. 

DENSITY: 1025. 

FRESH WATER: Supplied only in small quantities. 1 barge with carrying 
capacity of about 49 tons a trip. Due to very low pressure in pipe-lines, 
minimum 12 hours to fill barge. 

FUEL: Not available. Can be arranged by Agents. 

CONSULS: None. 

REPAIRS: Workshop for repairs to port equipment and urgent repairs 
of minor nature can be carried out. 

DRY DOCKS: Dry dock for repairs to port service units is under 
construction. 

GANGWAY/DECK WATCHMEN: Necessary to appoint watchmen on 
board to avoid possible thefts. 

OPENING/CLOSING HATCHES: Depends upon terms of working. 
Local stevedores generally attend to this operation but charge to vessel 
(Owners) in case these operations are vessel's account. 
CERTIFICATES: 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Ship's Register. 

Derat Certificate. 

REPATRIATION: Crew being repatriated from this port would be sent 
to Jamnagar or Rajkot (after Customs examination) where facilities are 
available. 

AIRPORT: Naviakhi not connected by air. In case of emergency, 
Jamnagar or Rajkot nearest airports. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: The port holidays are taken as office holidays and non- 
working days as Charter Party Holidays. Except for non-working days, 
overtime work will be carried out on payment of overtime. 
POLICE/AMBULANCE/FIRE: Checkpost Police Station 
telephone. 

TELEPHONES: Few important offices are connected with telephones, 
and no telephone service can be provided on board vessel. 

SHORE LEAVE: The crew members are allowed ashore on showing 
Identification Cards to Customs and Ports. 

IDENTIFICATION CARDS: Customs examine and issue pass to land. 
But if crew go to suburbs (beyond Morbi which is 30 miles away), identity 
cards should be carried. 

DEVELOPMENTS: A new lighter-wharf measuring 102 m. x 8 m. with 
three approaches in Sue-Side Creek is under construction so as to work 
lighters all round the clock. 

AUTHORITY: Port Officer, Port Officer's Office, Naviakhi Port. 


without 
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NEENDAKARA: 08.56 N. 76.33 E. 
SHIPMASTER’S REPORT: July 1985. 


Neendakara is a seasonal port and operates only from mid-Noverg 
to mid-April. About 5 to 6 deep sea vessels load per year. Only expy 
cargo of mineral sands is loaded i.e. (Silliminite, Illuminite and Zitoy 
The shippers are Indian Rare Earths Limited, which is a Governmey. 
India undertaking. : 
PORT LIMITS: There is no defined port limit as such. For the Pury, 
of Charter Party a vessel is considered as an “arrived ship” froms 
time of dropping anchor. 

DOCUMENTS: See “Cochin”. 

PILOTAGE: Neendakara is an anchorage port hence no Pilots availaty 
ANCHORAGE: There is no defined anchorage. We anchored 2.5 m 
due West of the breakwater in a depth of 15 m. Holding ground iS Qoy 
Care should be taken to anchor the vessel in such a position so as, 
have at least 5 m. under the keel on expected maximum departure gs 
as sometimes heavy swell can be experienced. Agents, Customs » 
Port Officer usually board vessel during daylight hours for clea» 
vessel. Port Officer usually does the draft survey and also h 
inspection prior to loading. 

RESTRICTIONS: There are no restrictions on arrival/sailing at nigh 
tide or draft. 

MAX. SIZE: No limit. 

HEALTH: Radio Pratique not possible. A doctor from local Governm 
hospital is empowered to grant Pratique. The doctor does not come» 
board vessel. Completed Health Declaration and Vaccination Lig 
taken by the Agents to obtain Pratique. Pratique is automatic if com 
from another Indian port. 

RADIO: It is best to send ETA messages via Bombay Radio or Mads 
Radio and Agents kept well informed. 

VHF: VHF is installed in the Port Office and watch is usually kept fe 
0800 hrs. to 2200 hrs. when a ship is loading at anchorage. Also » 
of 6 harbour tugs is equipped with a VHF set. Port Office keeps wa 
on Channel 16. 

RADAR: No Port Radar. 

TUGS: Port has 6 small tugs for towing barges during loading operaly 
of deep sea vessels at anchorage. The tugs are old and some of the 
are under repair at any one time. 

BERTHING: No berths available. 

BULK CARGO FACILITIES: Cargo is loaded in bulk and/or bags. | 
brought to the ship in bags by barges. The bags are brought on bor 
and emptied into ship’s holds. The bags are mostly torn and a lol: 
cargo is lost overboard or left behind in barges. On completion of load 
vessel will usually receive about 6% to 8% less than the shore figue 
Hence Master must ask for more cargo. 

STEVEDORES: About 100 labourers boarded the vessel and stayed) 
board throughout the loading except from 2000 hrs. on Saturday! 
0800 hrs. on Monday. No work on Sundays. Average rate of loads 
was about 800 — 1000 tonnes per day. First barge comes alongside? 
ship at about 0900 hrs. and last barge leaves shore at about 1700 
Loading stops around 2200 hrs. after cargo from last barge has be 
loaded. Strict watch should be kept on number of bags per sling as® 
labour tends to overload the slings. Repeated warnings by She 
Officers made no impact so it became necessary to switch off de 
power for about half an hour and only then did they reduce the load 
sling. 

Vessel must arrive with maximum fresh water and maintain st 
rationing during stay at anchorage. Usually overtime work is not poss? 
but to finish the ship they may speed up the loading. While we We 
loading, there was possibility of strike from a certain date and het 
need to complete loading before that date, more labour was placed! 
board and loading rate went up to about 1,300 tonnes to 1,400 tone 
per day. 

MEDICAL: All cases of illness are referred to Benziger Hospité 
Quilon. It is preferable to give advance notice to Agents. Dental faciltt 
also available. Cholera inoculations can be arranged. 

DENSITY: Salt water. 

FRESH WATER: Advance notice to be given to Agents. It is expers* 
to take fresh water as it is supplied by tugs at the rate of 15 tonnes 
trip. There is no water barge available. Approximate cost Rs.100% 
tonne. 

FUEL: Not available. Nearest port for bunkers is Cochin. 
CONSULS: None available. 

REPAIRS: No repairs possible. 

DRY DOCKS: None. 

SURVEYORS: Have to be called from Cochin. 
GANGWAY/DECK WATCHMEN: Ship's crew must keep a constanl® 
on deck, Keep all stores, accommodation entrances and cabins loo 
Try to keep lifeboat gear and fire equipment under lock and key. 
OPENING/CLOSING HATCHES: By ship's crew. 

CUSTOMS ALLOWANCES: 1 bottle spirits and 200 cigarettes pe'™ 
member per week. 

CARGO GEAR: Loading by ship's gear only. Ensure that a few 9" 
wires and cargo blocks kept ready as same may require changing® 
to rough handling of cargo gear. 

REPATRIATION: Possible. Advance notice should be given to Ag® 
AIRPORT: Nearest airports are Trivandrum and Cochin from W* 
domestic flights will connect to Bombay/Madras for international if” 
TIME: Always GMT plus 5 hours 30 minutes. 

HOLIDAYS: Same as “Cochin”. 

BANKS: Branches of most Indian Banks in Quilon. 

STORING: Should be avoided as labour charge too much to ta® 
stores from truck into tug and then from tug to vessel at an 
Labour does not permit stores to be handled by ship's crew when ™ 
are working cargo even if one hook idle or even if vessel has 
stores derrick. Thus, it is best to get stores alongside at night # 
labour has completed loading for the day. : 


wy forklift truck available ashore, but truck can go up to about 75 ft. 
em the barge. At times the tug allocated for stores may not be able to 
“se alongside jetty but may tie up alongside a barge in which case it 
- extremely difficult to handle heavy packages as there is no crane 
aglable and every item must be carried by hand. Even tug's crew and 
Office personnel expect “complementaries” from the vessel and 
for allowing use of tug for stores. On shore stores are handled 
», abour only. No attempt should be made to employ cheap labour from 
susie by any other means as it will lead to stoppage of cargo loading 
nm on vessel as well as ashore. Provisions are supplied to vessel by 
sp chandler from Quilon. He has his own launch and will bring 
sovsions onboard after midnight. 
sHORE LEAVE: No restriction on shore leave. 
ENTIFICATION CARDS: Not issued. However, every crew member 
»ding ashore must sign a register in the Port Office, giving his 
~@culars and time landed. On returning from shore he must also sign 
o put down time of return. 
DELAYS: No delays. Usually only one deep sea vessel is loaded per 
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NEW MANGALORE: 12.57 N. 74.48 E. (See Plan) 
LOCATION: New Mangalore port is situated at 9 km. North of the 
aisting minor port of Mangalore. 

PORT LIMITS: Westward Points: 

(a) Latitude: 12° 53.6’ N. Longitude: 74° 44.4’ E. 
(b) Latitude: 13° 00.2’ N. Longitude: 73° 43.1’ E. 
DOCUMENTS: Quarantine: 

Declaration of Health. 

Derat Certificate. 

Vaccination Certificate. 

Customs: 

General Particulars of the vessel. 

Declaration of Deck Cargo and same bottom cargo. 
‘Crew List — (8 copies). 

Arrival Report — (2 copies). 

Departure Report (2 copies). 

General Declaration in Form No. 1 — (3 copies). 
Maritime Declaration of Health — (5 copies). 

‘Cargo Declaration in Form No. H — i.e. Cargo for Discharge — 

(3 copies). 
‘Vessel’s Stores List in Form No. Ill — (5 copies). 


lst of Private Property (Property in possession of Master, Officers 

and crew of vessel) in Form No. IV — (5 copies). 

‘These items should be prepared in advance before arrival of the vessel. 
the other documents can be filled in after arrival. 

Port Requirements: 

General Particulars of the vessel. 

Declaration of Deck Cargo and same bottom cargo. 

Arival and Departure Report on Port’s Form — (in duplicate). 
Declaration to comply with the Regulations of the Port for granting 

Certificate. 
mmigration: 

Crew List — (2 copies). 

Passports for scrutinisation. 

*ILOTAGE: Compulsory. ETA must be informed at least 48 hours ahead 
ae In the message of ETA the following information must be 

Cluded: 

(a) Name. 

(0) Nationality. 

(¢) Call sign of the vessel. 

(6) LOA, (Draft fore and aft), g.r.t. and n.r.t. of the vessel. 

_ Telegraphic Address of the Pilot Station: New Mangalore Port Control. 

8: 7341/7428. 

Pilot Boarding Station: 

, latitude: 12° 54’ 55” N. Longitude: 74° 45’ 24” E. 

VHF Channel or frequency to be used: Channel 16. 

Channel or frequency to be used to contact Pilot Boat: Channel 12. 
Description of Pilot Boat: Coloured in red hull and white 
“perstructure. 

“ething and Unberthing: 

®) Berths arranged by the Committee of the Port Trust in advance. 

®) Two tugs available for berthing and unberthing. 

©) Linesmen and boatmen are arranged through Port Trust. 

9) ETD requires minimum 2 hours advance notice to Port Control/ 

Harbour Master's Office. 
INCHORAGE: Vessels are advised to anchor North of the Fairway 
_*y and distances depending on draft of the vessel. Entry into the 
ane with Pilot is made with 2 transit towers with lights. 

2 VIGATION AIDS: The outer approach channel is marked by a 

pod Buoy and 4 sets of channel marker buoys which are lighted, 

“Sin addition there is a set of front and rear transit towers with lights 

inatk the center-line of the channel. 
na ROACHES: The port has been created by carving out of the 
te land a 200-acre lagoon 13.0 m. deep. The lagoon is connected to 
2 by an approach channel, 5,400 m. long, 245 m. wide, 13.5 m. 
the and Protected by 2 breakwaters each 570 m. long, constructed 
iestrne" side of the channel and extends to the 5 m. contour. 
ay SELIONS: No restrictions. Night pilotage available. 


- SIZE: No restrictions on length and beam. Also see “Berthing”. 
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HEALTH: The following radio advice is required: 
(a) Name of the vessel and ETA with date. 
(b) Request for Radio Pratique. 
(c) International Code (ZT). 
(d) International Code (ZU). 
(e) List of Ports of Call with dates in last 30 days. 
(f) Have/Have no monkeys on board. 
(g) Have/Have no persons embarked at Aden/Djibouti. 
(h) Condition of health of all on board with details of any sickness 
and whether all vaccinated. 
RADIO: Mangalore Radio: Callsign VWLon 500 kHz., 438 kHz. Tel: 24300. 
VHF: Communication facilities with Port Control on Channel 16. For Port 
Operations Channel 12 can be used. On arrival of the vessel general 
information will be given. 
RADAR: No Port Radar Service. 
TUGS: 2 x 30 ton bollard pull tugs and 1 = 22.5 ton bollard pull (V.S.P.) 
tug available for berthing and unberthing of ships. Normally the tugs 
meet the vessel that is entering at the base line, which is at the entrance 
to the lagoon. 
BERTHING: New Mangalore Port provides alongside berths to cater to 
(1) raw materials import for fertiliser factory, (2) chrome ore and 
manganese ores, (3) general cargo, (4) one shallow draft berth for 
smaller vessels, (5) an oil jetty for handling of naphtha and other 
petroleum products, (6) mechanised iron-ore berth to load concentrates 
and pellets and handle 60,000 d.w.t. ships, (7) additional general cargo 
berth. 
(a) 1 straight wharf on the Eastern side of the dock arm which is 
594 m. in length and consists of 3 berths having a draft of 33 ft., 
31 ft. and 31 ft., respectively (South to North). 

(b) 1 straight wharf on the Western side of the dock arm which is 
594 m. in length and consists of 3 berths having a draft of 30 ft., 
20 ft. and 26 ft. respectively (South to North). 

(c) 1 shallow draft berth of 22 ft. draft and 127 m. in length. 

(d) 1 iron ore berth of length 290 m., draft 41 ft. (12.5 m.). 

(e) Tanker Berth: See “Tankers”. 

CRANES: The following electric level luffing wharf cranes are positioned 
at the Straight Wharf: 16 ton, 3x3 ton and 410 ton. 

One iron ore loader situated at the Ore Berth for loading iron ore, 
cement, etc., directly to vessels through chutes. 

No cranes available in other berths. 

Ship has to use her own gear in those berths. 

Three tyre-mounted mobile cranes available for shore operations with 
capacity up to 30 tons. Similar cranes of lesser (5 ton) capacity available 
from private >arties. 

BULK CARGO FACILITIES: The Straight Wharf Berths (No. 1 Berth) 
is reserved for Bulk Cargo Handling. Normally grains, fertilisers, cement, 
etc., are handled at this berth. 

SPECIALISED CARGO HANDLING FACILITIES: This port is not 
specially equipped for handling containers. But containers are handled 
by ship's gear and with the limited mobile equipment of the Port. Agents 
are allowed to use private handling equipment inside port. 

At Oil Jetty liquid chemicals/oils/molasses, etc., can be handled. 
No facility at the moment for LPG carriers. 

STEVEDORES: Advise before 0500 hrs. for commencing 0800 hrs. 
gangs and 1500 hrs. for commencing 1800 hrs. gangs. 

Main commodities loaded: 

Coffee — average load rate per gang per shift — 120 tonnes. 

Granite stones — average load rate per gang per shift 250 tonnes. 

Fruit products and cashew kernels — average load rate per gang per 
shift — 3,500/4,000 cartons. 

Reefer Cargo — average load rate per gang per shift — 3,500/4,000 
cases. 

Heavy Machinery — average load rate per gang per shift — 120 tonnes. 

lron ore concentrate and pellets through mechanised ship loader — 
3,000/4,000 tonnes/hr. 

Main Commodities Discharged: 

Fertilisers — average discharge rate per gang per shift — 120 tonnes. 

Tanker Oil — 400/500 tonnes/hr. 
MEDICAL: No advance notice except in cases of serious illness to be 
included in arrival cable. Ample hospital facilities for treatment are 
available. 
TANKERS: The oil jetty is located in the S.W. portion of the lagoon very 
near to the approach channel. The draft available at the oil jetty is 33 ft., 
which affords berthing facilities for 30,000 d.w.t. (length 600 ft.) product 
carriers, molasses and edible oil tankers. 
DENSITY: 1025. During S.W. Monsoon density varies, may fall to 1010. 
FRESH WATER: Available at all berths. Direct delivery from shore to 
vessel. 
Cost: Rs.24/— per ton subject to a minimum of Rs.510/— in respect of 
vessels other than coasting. 
FUEL: Oil delivered by Indian Oil Corporation (a Government of India 
undertaking) by tank trucks in all berths. Major grades bunker fuel/diesel/ 
marine lubricants can be obtained from them. Pipeline supply of fuel oil 
at Iron Ore Berth and Oil Jetty. 
FIRE PRECAUTIONS: Only normal precautions against fire at berths. 
CONSULS: No countries have Consuls at the port. 
REPAIRS: Most deck and engine repairs are carried out. 
DRY DOCKS: No dry docking facilities at the port. 
SURVEYORS: 

(a) Qualified Cargo Surveying Agencies are available. 

(b) Surveyors available for Lloyd's Register,American Bureau, 

B.V., etc. 

GANGWAY/DECK WATCHMEN: Services are available at port and 
compulsory. Charges are at Rs.35/— per shift per watchman. 
OPENING/CLOSING HATCHES: Stevedores or ship's crew, whichever 
to ship's advantage. 
CUSTOMS ALLOWANCES: 50 grams of tobacco or 200 cigarettes and 
950 mi. wine/spirits per person per week. 
CARGO GEAR: Cargo can be handled either by ship’s gear or shore 
cranes. Shore cranes are available up to 10 tonnes capacity. 
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REPATRIATION: Crew changes and repatriation can be carried out. 
AIRPORT: 15 km. from the harbour and 21 km. away from Mangalore 
City. Daily air services available to Bombay to connect with international 
flights. 
TIME: Local time is 5 hours 30 minutes ahead of GMT. 
HOLIDAYS: 26th January — Republic Day; 15th August — Independence 
Day; 2nd October — Gandhi Jayanthi. 

No work on these days. 
POLICE/AMBULANCE/FIRE: Tel: 100/102/101 respectively. 
EMERGENCY CO-ORDINATION CENTRE: Relay information to Port 
Signal Station. 
TELEPHONES: No facilities on berths but available in sheds. 
SERVICES: Services available for tank cleaning, compass adjusting, 
radio/radar repairs, etc., with prior arrangements. 
BANKS: Branches of all nationalised banks. 
STORING: See ‘Prelims’. 

(1) By truck. 

(2) Barges are normally not used for storing. 

(3) Trucks can proceed alongside berth. 

(4) Forklifts also used on the jetty while handling palletised or heavy 

stores. 

(5) Customs documentation and regulations are in force. 

(6) Private labour is to be engaged for loading stores. 
SHORE LEAVE: No restrictions — crew members are allowed to go 
ashore. 
IDENTIFICATION CARDS: Shore passes are issued. 
REGULATIONS: No regulations. 
DELAYS: Priority berthing for 24 hours port stay are generally allowable 
for export and import general cargo ships. Otherwise berths are offered 
according to priority of arrival for long-duration ships. 
DEVELOPMENTS: Proposals are on for establishing a 3 million ton oil 
refinery for which port facilities for handling tankers of about 150,000 
d.w.t. are to be created. Likewise the size of ships for loading iron ore 
are also to be increased, and there is also a possiblity of handling ships 
transporting thermal coal for a 2 x 210 megawatt power generation 
station to be established in the neighbouring area. 


SHIPMASTER’S REPORT: Updated 1987. 

Documents: Same as other major Indian ports. 

Pilotage: Pilot boards in vicinity of Fairway Buoy. Pilot boat has pilot 
flag atop its mast. 

Restrictions: Regular night pilotage is provided. 

Anchorage: North of Fairway Buoy as South of buoy being used as 
dumping ground for dredgers. 

VHF: Channel 16 for calling and listening. Pilots operate on 12 and 16. 
Radar: None. 

Hospital: Hospital facilities good. 

Hatches: Opening/closing by ship's crew. 

Drydocks: None. 


AUTHORITY: New Mangalore Port Trust, Panambur, Mangalore 
575010, South India. Te/: 7300, 7341 PABX. Telex: 0842-220 Ponm In. 
Cables: Portrust. Contact: The Chairman. 


OKHA: 22.28 N. 69.05 E. 


DOCUMENTS: 5 copies each of Import Manifest, Crew List. Passenger 
List, Ship's Stores Manifest, Crew Property List. 
PILOTAGE: Compulsory. Pilot station Lat. 22°30.5' N., 
69° 04.6’ E.; 1.35 miles N.W. of Samiani Light Tower. 
ANCHORAGE: Roadstead anchorage near pilot station. 
MAX. SIZE: 525 ft. LOA during N.E. monsoon and 540 ft. LOA during 
S.W. monsoon. Max. draft variable, 22 ft. — 27 ft. depending on daily 
tide. 
PRATIQUE: The Master should cable the Port Health Officer 
(Quarantine Okha) in International Health Code, requesting Free 
Pratique. If Radio Pratique is not effected, then Masters should present 
Maritime Declaration to the Customs Boarding Officer who is authorised 
to grant Free Pratique. If the vessel is arriving from yellow-fever area, 
the mosquito control team is arranged from Kandla, where the cable 
address of the Port Health Officer is “Sangrodh Kandla”. 
RADIO: Post and Telegraph Department Wireless station call sign VWO 
can be contacted from 0800 to 2000 hrs. |.S.T. for communication to 
and from Local Agents. 
TUGS: Port-owned tugs join vessel while entering port channel and/or 
vacating it at time of berthing and/or unberthing. 
BERTHING: Only daylight hours. Vessels should be ready in all respects 
to move berth 1.5 hours before high water at pilot station. 

Sayaji Pier — East side 27 ft. draft; West side 20 ft. draft. 

Dry cargo berth — 25 ft. draft. 
CRANES: Vessels use own derricks for heavy lifts. There are 2 electric 
cranes at the Dry cargo berth each 1.5 — 2.0 tons capacity. 
BRIDGES: None. 
STEVEDORES: Firm ETA including requirements order avoid delay. 
(a) Exports: Mainly cement, bauxite and chemicals and general 
merchandise, rate 100/125 tons per shift per hook. 
(b) Imports: Mineral oils average rate about 300 to 500 t.p.h. according 
to ship's pumping capacity; general cargo same rate as export. 
MEDICAL: Port Health Officer always available. Well-equipped hospital 
at Mithapur under Tata Chemicals at a distance of about 7 miles from 
port. Medical aid available throughout day and night. 
TANKERS: All dry cargo vessels regulations apply for tankers, 
particularly size, etc. 1 berth, draft 27 ft. No slop facilities. 
DENSITY: 1025. 
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FRESH WATER: Limited. Port supplying water by barge and So 
pipeline. In normal cases 25 tons water supplied per day. In Case, 
emergency 40 tons water can be supplied per day. 

FUEL: Available but arrangement should be made through Indian: 
Corporation; head offices at Bombay. f 
FIRE PRECAUTIONS: Port Department maintains a small fire Staty 
CONSULS: None. 

REPAIRS: Only minor repairs. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Vessel to provide own gang 
watchmen. Shore-watchman available for employment on shift de 
(8 hour shifts). 

OPENING/CLOSING HATCHES: To be attended to by ship’s cre 
not contracted with stevedores which may cost extra. 
CERTIFICATES: Ship's Register, Load Line Certificate, Sa 
Equipment, Safety Gear, Radio. 

CUSTOMS ALLOWANCES: At Customs Preventive Squad’s discrety 
CARGO GEAR: Normal gear supplied by stevedores for hire. 
REPATRIATION: Necessary formalities to be completed at Dis» 
Headquarters situated at Jamnagar, a distance of about 110 miles: s 
as Police, Health (whereas Customs formality can be completed loca) 
AIRPORT: Nearest airport Jamnagar about 110 miles connected » 
Okha by rail and road. Only local service to Bombay daily operates 
TIME: GMT plus 5.5 hours. (1.S.T.) 

HOLIDAYS: As declared by Port Authorities, cargo work can) 
arranged by paying usual scheduled overtime but labour's obser 
holidays (about 8 days in a year) completely closed. 
TELEPHONES: Only for tankers by respective oil installation. 
SERVICE: Tank cleaning by manual labour. 

SHORE LEAVE: Crew allowed ashore after vessel cleared) 
immigration officer who boards vessel on arrival. 
IDENTIFICATION CARDS: Necessary. 

DELAYS: Delay only encountered if berth or moorings are occupies 
SHIP SUPPLY SERVICE: Off-shore ship supply service operated: 
J. M. Baxi and Co., Bombay. 

GENERAL: Port governed by Gujarat State and all rules and regulate 
laid down by them in addition to Central Government rules applica 
to this port. Port connected with hinterland by rail, motor transpy 
300 miles by sea from Bombay, 2 tides in 24 hours, mean high wa 
spring rise about 11.5 ft. and mean low water neap rise 9.5 ft.; cuny 
in neap tide is 2 to 3.5 knots. Wind force/direction during April/Septem 
S.W. 3/5 and in October/March N.W. to N.E. from 2/4. 
AUTHORITY: Port Officer - Okha Port and Superintendent of Custon 
Okha (Ahmedabad Collectorate). 


PARADIP: 20.14 N. 86.42 E. (See Pla 


PORT LIMITS: When vessel arrives in the Roads, 1 mile S.E. of Faine 
Buoy. 
DOCUMENTS: 

8 copies Crew List. 

3 copies Ship's Stores List (Form No. Ill). 

Crew Private Property List (Form. IV) including Foreign Curet 
Declaration. 
copies Currency Declaration. 
copies Passenger List, if any. 
copies Cargo Manifest. 
copies Survey Bottom Cargo Manifest, if any. 
copies Deck Cargo Certificate. 
copies Hazardous Cargo Certificate. 
copies “No Opium” Certificate. 
copies Arrival Pets Abroad. 
copies Declaration for “No Monkeys on Board”. 
copies Any other Declaration. 

The Master of the vessel should deposit the following documents ® 
the Port Authorities through their Agents. 

Ship Registration. 

International Load Line Certificate. 

Safety Radio Certificate. 

Light Dues Certificate. 

Safety Equipment Certificate. 

Last Port Clearance. 

International Health Certificate. 

Derat Certificate. 

Last 3 Ports Certificate. 

Cavities Certificate. 

Ballast Certificate. 

Vaccination/Inoculation Certificate. 

Arms and Ammunitions Certificate. 

The Agents will return the documents to the Master before sail 
the vessel along with the Port Clearance. f 
PILOTAGE: Notice of ETA must be intimated to the Harbour Masi’ 
Master or Ship's Agent not less than 24 hours before arrival of v® 
in the Roads. Telegraphic Address: Harbourmaster, Portrust, P 
Telex: 0674-211. Channel 16 VHF is continuously watched. The? 
boat is white and flies Pilot's flag on the mast whenever Pilot is on D® 
Pilot boards the vessel S.E. of the Fairway Buoy. Vessels requif® 
hoist call letters for identification. A vessel requiring a Pilot for s 
out is required to give minimum 2 hours’ notice to Port Control 0" 
Channel 16 and hoist “G" Flag one hour in advance. ; 
ANCHORAGE: Vessels can anchor, depending on draft, 2 miles 
of Southern Breakwater in the recommended anchorage. 5 
RESTRICTIONS: Pilotage is carried out from 0500 hrs. to 210 
24 hours pilotage is under consideration. 
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SIZE: Maximum permitted LOA 260 m. and max. draft 11.9 m. 
sssels loading iron ore are permitted to sail with 12.8 m. draft in fair 
eather period. LASH vessels are also entertained as a special case. 
weALTH: Send quarantine message to “Quarantine Paradipport” 
4nours before arrival for Radio Pratique. Pilot gives Free Pratique on 
warding vessel subject to no sick person on board. In case of suspected 

ase or fever on board, Port Medical Officer visits ship at anchorage/ 
seth and cases of contagious disease are isolated and sent to nursing 


SDIOWHF: Continuous VHF watch is maintained on Channel 16 at 
aot Signal Station. Working period 24 hours. Working Channels are 12, 
gand 6. 
1 eels are requested to establish contact with the Port Signal Station 
yen within VHF range (approx. 40 to 60 miles) and before entering, 
moving in or sailing from the port. ; 
when within VHF range, ships are requested to give the following 
aiormation: 
(1) Name of ship. 
(2) Last port of call. 
(3) ETA. 
\4) Vessels gross tonnage, LOA, breadth, draft, d.w.t. and speed. 
5) Number of cases of dangerous and contagious diseases on board. 
6) Type and quantity of cargo. 
(7) Name of Agents and requirements. 
TUGS: Two tugs of 18 tons bollard pull and 2 tugs of 30 tons bollard 
ii are available. Tugs join vessel inside breakwater. Ship’s lines only 


wsed 
SERTHING: Vessels must have maximum ballast for berthing and 
| ynberthing. 
von Ore Berth: Length from dolphin to dolphin 320 m. Capable of 
berthing ships of 260 m. LOA with 12.8 m. draft, 
beam limited to 40 m. for Ore Handling Plant. 
| 


General Cargo Designed depth 11.5 m. Total quay length 


Berth: 686.65 m. Shore cranes available for loading and 
unloading. 

South Quay: Total quay length 215 m. Designed depth 11.5 m. 
No shore cranes available. Vessel to work with 
her own gear. 

Mooring Berth: Length 260 m. Designed depth 12.5 m. 

fertiliser Berth: (Captive berth for Paradip Phosphates Limited) 
Quay length 252 m. Designed depth 12.5 m. 

North Quay: Length 118 m. Designed depth 6 m. 

CRANES: 

Type of Crane No. Capacity 
Wharf Cranes 4 13 ton 
Mobile Cranes 5 12.5 ton 
Mobile Cranes 1 31.75 ton 

vargo Handling Equipment: 
Forklift Trucks 14 3 ton 
Front End Loaders 4 2.3 cu.m. to 4 cu.m. 
Tractor Trailer 1 5 ton 
Shovels 2 3.5 cu.yd. 
Bulldozer 1 180 h.p. 
Track Shovel 1 1.3 cu.m. 


BULK HANDLING FACILITIES: 1 iron ore berth with mechanical 
oading plants of rated capacity 2,500 t.p.h. Average loading rate 20,000 
~25,000 tons per day. 
SPECIALISED CARGO HANDLING FACILITIES: Semi-mechanised 
tandling facilities for coal, chrome and other bulk cargoes are available. 
Atthe Fertiliser Berth facilities exist for fully mechanised unloading of 
tuk rock phosphate, phospheric acid and ammonia. 
Warehouses and Transit Sheds: 4 warehouses are available, having 
tapacity of storage of 22,515 tonnes and Transit Sheds having a space 
‘ storage of 48,450 tonnes. There are also a number of private 
varehouses belonging to Central Warehousing Corporation with a total 
slorage capacity of 20,000 tonnes. At present, 220,300 sq.m. of open 
Sfacking area is available inside the Port area for storage of more than 
imilion tonnes of different cargoes. These stockyards are connected 
with rail and road. 
fort Railway: Port has its own railway system. 
STEVEDORES: Stevedores required for loading/unloading of cargoes 
General Cargo Berth and Mooring Berth. A number of stevedoring 
*mpanies are available in the Port. The Port Trust also undertakes 


Sng, Average loading rates achieved for different cargoes as 
Ows: 


Tonnes 

Cargo per day 
Chrome-ore 3,000 
Coal 5,000 
Iron & Steel 3,000 
Foodgrains 1,000 
Fertilisers 1,000 
Other General Cargo 800 
Phospheric Acid 15,000 


. Ammonia (Liquid) 8,000 
WNKERS: Tankers will be handled in the near future. 

EDICAL: A 50 bed port hospital is available at the port. The crew can 
#0 be treated at the Government hospitals at Cuttack and 
baneswar which are 98/120 km. respectively from Paradip. 

. SITY: Varies from 1018 to 1024 with average of 1021. Density as 
| 
| 


eH 8s 1009 is also reported during Winter months. 

SH WATER: Water supply is available alongside berths and through 
ptherk ong at the moorings. Water supply is possible in the Roads in 

ather. 

EL: HSD and furnace oil can only be procured from Cuttack on duty 
Prididd only. Arrangements will have to be made well in advance. Oil 
reported by small road tankers of capacity 11 tons to 12 tons. Port 
Cones berthing facilities for taking bunkers. 

NSULS: Nearest consuls located at Calcutta. 


-_ 


INDIA 


FIRE PRECAUTIONS: There is a fire station situated inside the Port 
area equipped with one water tender, 4,500 litres capacity and 2 trailer 
pumps (capacity: 1,000 and 600 litres). One foam tender is being 
procured during 1988. All tugs are equipped with external fire fighting 
equipment which is available for use in the event of fire. 
REPAIRS: Minor repairs can be undertaken. 
DRY DOCKS: A 500-ton slipway available for repairs to port craft. 
No dry dock available. 
GANGWAY/DECK WATCHMEN: Necessary. 
OPENING/CLOSING HATCHES: Undertaken by crew only. 
CERTIFICATES: 

Ship's Register. 

Load Line Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Last Port of Clearance. 

Derat Certificate. 
CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes per head per 
week. Wine and/or Spirit: 1 bottle of 24 ounces per head per week. 
CARGO GEAR: Valid cargo gear certificate required. Dock Safety 
Inspector inspects the cargo gear. 
REPATRIATION: Repatriation of foreign personnel is permitted. 
AIRPORT: Nearest airport at Bhubaneswar 120 km. Direct flights 
available to Delhi, Calcutta, Bombay and Hyderabad. 
TIME: Local time GMT plus 5.5 hours. 
HOLIDAYS: Charter Party holidays. Normally work carried out on all 
days. 
POLICE/AMBULANCE/FIRE: Police 2027; Ambulance 2041; Fire 
Station 2385. Also contact Port Signal Station on VHF Channel 16. 
TELEPHONE: No facilities for telephones on board. 
SERVICES: Available. 
SHORE LEAVE: Immigration Authority issue shore passes to all foreign 
nationals and with shore passes crew allowed ashore. 
IDENTIFICATION CARDS: Authorities issue landing pass. 
DELAYS: Generally no delays. Vessels are allotted berths on “first come 
first served” basis. Iron ore vessels are given priority. 
DEVELOPMENTS: Handlings of 170,000 d.w.t. ore carriers and 
100,000 d.w.t. oil tankers are under active consideration. 


AUTHORITY: Paradip Port Trust, Paradip Port, District Cuttack, Orissa, 
India. Te/: Paradip 2046, 2127. Telex: 0674-211. Cables: Portrust, 
Paradip. Contact: Private Secretary to Chairman, Paradip Port Trust. 


PONDICHERRY: 11.56 N. 79.50 E. 


DOCUMENTS: 

Ship's Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Last Port Bill of Health. 

Last Port Clearance. 

Store List with Private Property Declaration in Triplicate. 

Crew List (8 copies). 

Light Dues Receipt. 

Manifest (Import or Export). 

Bill of Lading. 
PILOTAGE: Not necessary as open roadstead anchorage. 
ANCHORAGES: Proper anchorage in line with New Pier. 2 chimneys 
in line (276°) will provide good transit in day time and at night green/red 
light in transit with red pier light can be taken. 
MAX. SIZE: Anchorage is 7 fathoms within 1 mile from New Pier. 
HEALTH: Free Pratique obtained on arrival and Master expected to 
address message to Port Health Officer, erat that all are well on 
board. Free Pratique automatic for vessels calling from any Indian ports. 
RADIO: Cables routed through Madras Radio (call sign VWM). 
TUGS: Tug kept ready at New Pier for towing barges. 
BERTHING: Berthing facilities for vessels up to 500 d.w.t. 
STEVEDORES: 48 hours notice prior to arrival. Rate of discharge of 
bagged cargo 800 to 1,000 tons per day. 
MEDICAL: No advance notice necessary. General Hospital and Jipmer 
Hospital available. 
TANKERS: Transfer operations are carried out at anchorage 1.5 miles 
— 2.5 miles offshore. 
DENSITY: 1025. 
FRESH WATER: Available. Rate 50-60 tonnes per day. 
FUEL: Not available. 
CONSULS: Only French Consulate General. Tel. 4058. 
REPAIRS: Deck and Engine repairs not attended. Special arrangements 
can be made from Madras. Minor repairs carried out privately. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Services not compulsory, but 
recommended to avoid pilferage. 3 watchmen day/night. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes permitted for each 
Crew member to be held out of bond. Wine and/or Spirit, 1 open quart 
bottle per Crew member permitted to be held out of bond. 
REPATRIATION: Facilities exist for effecting crew changes and 
arranging necessary repatriation. 
AIRPORT: Nearest airport is Meenambakam Airport, Madras, (160 km.). 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: Observed as declared by Authorities but cargo work 
arranged on all holidays on payment of overtime, except on Republic 
Day, Gandhi's Birthday, May Day and Independence Day. 
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POLICE/AMBULANCE/FIRE: Police 100; Fire 
arranged through hospital doctor on duty, Tel: 6008. 
TELEPHONES: No facilities to place on board. 
SERVICES: Ship chandling and supply of stores available. 

SHORE LEAVE: Crew members permitted ashore but have to remain 
within town limit. 

IDENTIFICATION CARDS: Not needed if furnished with Crew List. 
DELAYS: Delays occur only under unavoidable circumstances such as 
Surf Declaration, Cyclone, etc. Vessels arriving at night, commence 
discharge operations next morning. 

GENERAL: For purposes of crew going ashore, launches arranged 
between 0600 hrs. and 1800 hrs. weather permitting, hired from private 
parties. Laundry facilities, supply of fresh vegetables and provisions 
arranged. 

AUTHORITY: Government of Pondicherry, Port Department, 
Pondicherry. Contact: Captain N. Selvaraje, Port Director. 


101; Ambulance 


PORBANDAR: 21.38 N. 69.36 E. 


DOCUMENTS: 

Crew Lists (6 copies). 

Passenger Lists (6 copies). 

Customs Documents to be prepared by Agents and signed by Master 
(4 copies). 

Arms and Ammunition Certificate 4 copies duly signed by Master. 

Health Documents: All yellow fever and cholera books should be valid 
on arrival as well as on departure, if they are not valid on departure 
Port Health Officer should visit ship and give required injection to 


persons for completing health books before obtaining Bill of Health. 


Port Clearance: Port Clearance of last port to be submitted to Boarding 
Officer of Customs. 

Private Property List (6 copies duly signed by Master). 

Stores List (4 copies duly prepared by ship's officer). 

Currency Declaration (4 copies). 

Bills of Lading: Bills of Lading for export cargo generally to be prepared 

and signed by Agents. 
PILOTAGE: Compulsory for inward/outward movements for all vessels 
and for shifting to and from berths. 
ANCHORAGE: Anchor in stream about 1.5 miles off shore. 6 fathoms 
at low water, with good holding ground. 

Outer anchorage is with Rajah's Old Palace, about 1.5 miles South- 
eastward of lighthouse, bearing 085° and lighthouse bearing 026°, 
4.5 fathoms to 5 fathoms sand and rock (or further out as required). 
MAX. SIZE: Any size vessel at anchorage. Alongside berth — Max. LOA 
of vessels up to 177m. Max. permissible draft 9.00 m. No beam 
restrictions. 

1 mooring buoy — max. draft 7.0 m. 

For roadstead, no restrictions on length or breadth. 

HEALTH: If arriving from yellow fever area within 30 days a grant of 
Free Pratique is necessary. Mosquito Party to be deputed from Kandla, 
which can only be arranged by prior intimation, failing which vessel would 
have to proceed to either Kandla or Bombay for Free Pratique. 
RADIO: Porbandar call sign VWY, working frequency 462 kHz and 
watch keeping on 500 kHz. 

TUGS: Will join ships for assisting berthing/unberthing. 

BERTHING: 1 alongside berth and 1 mooring buoy. 

STEVEDORES: 24 hours notice required for Agents to arrange gangs. 

Average rate of working — 380 to 400 tons per gang per day for general 
cargo. 

For vessels loading bulk ores 3,000 to 4,000 tons per day with ship's 
gear. 

Export Commodities: G.N. Extraction in bags, bulk ground nut HPS, 
cotton bales, frozen fish, lime and lime stone, lime powder, abrasive 
powder, bauxite, white clay, fruits, onion, etc. 

MEDICAL: Government hospital available. There are also private 
hospitals. 

TANKERS: Presently no facility for discharging oil. 

FRESH WATER: Vessels alongside can be supplied by pipe-line and 
water tanker. Vessels at anchorage supplied by water barge. 

FUEL: Fuel can be supplied by road tankers at berth through Indian Oil 
Corporation at Okha and Rajkot. 

CONSULS: None. 

REPAIRS/DRY DOCKS: A dry dock of 150 ft. x55 ft. for repairs to port 
crafts. Also port workshop for repairs to shore and marine equipment. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Charter Party terms. 
CERTIFICATES: (a) Load Line Certificate. (b) Safety Equipment 
Certificate. (c) Safety Radio Certificate, all certificates must be valid 
before departure of vessel 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes permitted for use 
of each crew member from bonded stores of ship. 

Wine and/or Spirit: Customs Officer remains on board from arrival till 
departure and issues required quantity of wine and spirit from bonded 
stores. Quota is issued every week. 

CARGO GEAR: Tested cargo gear should be used for loading and 
coerenee operations. 

AIRPORT: 3 miles from town, daily flight to Bombay. 

TIME: GMT plus 5.5 hours. 

HOLIDAYS: Observed as declared by Government of Gujarat and can 
be worked on payment of overtime charges, but work on non-working 
days like Indian Republic Day, Independence Day, Holi (2nd Day), 
Ramnavami, Muhurram, Gokul Ashthami, Dessera, Diwali (New Year) 
and Ramzan-ld not possible. 
POLICE/AMBULANCE/FIRE: Police Station 
Brigade 244. 
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BUORE LEAVE: Police, port and Customs permission required dele 
landing. 
IDENTIFICATION CARDS: Necessary. 
GENERAL: The port is an “all weather port”. 
AUTHORITY: Office of the Chief Executive Officer and Vice Chairms 
Gujarat Maritime Board, New Mental Hospital Building, Block No. 02 
Ahmedabad - 380 016. Tel: 66610, 45116, 66270. Cables: Prin 
Contact: The Chief Executive Officer and Vice Chairman, Guia, 
Maritime Board, Anmedabad-16. 

The Port Officer, Gujarat Maritime Board, Porbandar — 360 5» 
Gujarut State, India. / 


PORT REDI: 15.44 N. 73.39 E. 


DOCUMENTS: 
Arrival: 

Maritime Declaration of Health Form (in duplicate). 

Port Clearance from last port of call. 

Ship's Stores List (in triplicate). 

Crew Private Property List (in triplicate), containing full details of eye 
article such as: cameras, radios/transistors, record players, recom 
watches, all types of currency, other valuable articles, souvens 
Spirits, etc. 

Crew Lists (6 copies). 

Ship’s Currency List (in triplicate). 

Arms and Ammunition Declaration. 

Passenger List — if any. 

Through Cargo Manifests. 

Departure: 

Medical Inspection or Examination Certificate (Bill of Health). 

Port Clearance. 

Consumed stores list in duplicate (a list of stores consumed dur 
the stay of the vesse! at port). 

PILOTAGE: Compulsory. Port Officer acts as Pilot. Cable via Bom: 
Radio to Port Officer, Redi, Cabie Address: Port Officer Vengurla, £1 
of vessel 48 hours prior arrival (cable should reach Port Officer bel 
24 hours prior arrival). Anchor off Rairi Point — West of Rairi Point 
about 1 to 1.5 miles where Port Officer boards ship to pilot to prop 
loading anchorage. Pilotage restricted to daylight hours only. Shifty 
without Pilot not permitted. 

On arrival keep gangway or complete pilot ladder with manropes 2 
step-down, ready for Pilot. 

No fixed anchorage marked at Pilot station; however, vessel shod 
not proceed beyond 1 mile from Rairi Point (for safety of vessel). Ke 
engine ready till Pilot boards. If vessel arrives during night hours> 
ready for shifting next morning. 

ANCHORAGE: Anchorage Rairi Point or Redi Point (Lat. 15° 44’ \ 
Long. 73° 39’ E.) is a flat rocky projection, Western extremity of whe 
is 50 ft. (15.2 m.) high. Foul ground and shoal water extend aby 
Q.75 miles S.S.W. and about 0.5 miles Westward of this point: 
Southern side of foul area is Rairi (Redi) Rock which is 36 ft. (117 
high and steep. Vessel should not proceed into depths of less thar 
fathoms or within 1 mile Westward in vicinity of this point without Pir 

Loading anchorages are on both sides of Rairi Point (known as Je 
One anchorage and Jetty Two anchorage). 

MAX. SIZE: No restrictions on size. This is a minor port exporting 0 
iron ore, and vessels up to 34 ft. draft load at safe anchorage. 
HEALTH: On arrival, Customs Authorities board and grant Free Prati 
to ships arriving under normal conditions and on completion of Marit 
Declaration of Health Form. Medical Officer, Candy Dispens# 
Vengurla, acts as Port Health Officer (Quarantine Officer) for this 
and boards vessel at his convenience before sailing to conduct Med 
Examination and grants Medical Examination Certificate (Bill of Heat 
on day of sailing. Certificate to be collected from Vengurla Of 
No facilities for Radio Pratique. 

If coming from yellow fever or jigger infected regions within 30 a 
Port Health Officer grants Pratique after boarding vessel with Mosq 
Party deputed from Bombay at Owners’ cost. Mosquito Party can 0 
be arranged on advance information failing which, vessel would hé 
to proceed either Bombay and/or Mormugao for Free Pratique. Ma 
and/or Owners to give Agents prior notice to avoid delay in arrang’ 
Pratique. Vessels transiting through above infected areas for bunt 
or water only do not require Mosquito Party for obtaining Pratique 

Advisable inform Agents prior to arrival of last port of call, crew, # 
nationality, and if arriving from yellow fever and/or jigger infected rege 
whether called only for bunkers or water, or purpose of call and ves 
health condition. 

RADIO: Bombay Radio. 

BERTHING: No berths. Open roadstead port. a 
LOADING: Port only exporting iron ore in bulk and suppliers 
Minerals & Metals Trading Corporation of India Ltd., make ® 
arrangements to load cargo on FOB terms. Rate between 3,000 to4a 
tons per day per vessel if 3 vessels are working and 4,000 to 6,000# 
per day if 1 vessel is working. This rate is being achieved out 
increased fleet and improvement of shore loading facilities. 
MEDICAL: Preliminary medical aid available at Port Redi/Shiroda. * 
equipped hospitals situated at Savantwadi and Vengurla about 25 
45 miles away respectively by road. Cholera inoculations done throg 
Port Health Officer and if required this information may be passe’ 
to Agents for arranging with Port Health Officer. 

DENSITY: Average 1025. 

FRESH WATER/FUEL: Not available. 

CONSULS: None. 

REPAIRS/DRY DOCKS: None. 

GANGWAY/DECK WATCHMAN: Not necessary 


peNING/CLOSING HATCHES: As per Charter Party. However, 
ening done by stevedores to save their time and commence loading 
safest during free time. fi 
“RTIFICATES: All certificates, particularly Cargo Gear Certificate to 
0 n order and valid 
~jsTOMS ALLOWANCES: 200 cigarettes per week of 7 day per crew. 
yee and/or Spirit, 1 bottle each per crew of spirit or beer as required. 
sPATRIATION: Facilities for crew changes. 4 days advance notice 
«quired with full particulars of crew. 
yRPORT: Belgaum and/or Vascodagama 90 miles distant. 
nue: indian Standard Time GMT plus 5.5 hours. 
40LIDAYS: Cargo work can be arranged on overtime on all holidays 
agept 26th January, Republic Day; 2nd October, Mahatma Gandhi 
agday; 15th August, Independence Day. On these holidays work not 
emitted even on overtime. Pree oC 
sHORE LEAVE: Crew of Chinese and Pakistani nationality not allowed 
«jon shore. Other crew permitted land only after obtaining requisite 
»mission from Police Authorities from Ratnagiri, distant about 
‘@ miles and thereafter from Customs Authorities. On arrival, Crew List 
wd guarantee duly signed by Master, are furnished to Police Authorities 
sport and telegram sent to Ratnagiri requesting landing permission 
om District Superintendent of Police. 

Obtaining landing permission takes 3 days; and therefore, Masters 
equested not to allow crew members to land on shore unless written 
ending permission sent on board. Crew members not allowed beyond 
tot Redi limits, without permission obtained from Police Authorities, 
Ratnagiri. 

SENTIFICATION CARDS: Necessary. 

REGULATIONS: Port Officer conducts Final Draft Survey on completion 
gf leading in consultation with Master. Master's refusal to allow shifting 
veates complications. Master should not shift vessel without Pilot on 
ard or permission from Port Officer; this does not apply in case of 
emergency. 

| OELAYS: Only 3 vessels (i.e. 1 at each jetty) can work at a time ona 

‘st come first served basis. Overlapping vessels have to wait turn. 

Waiting time about 4/5 days. F 

GENERAL: Regular Post and Telegraph Office about 2.5 miles from 


es. on arrival and at departure thoroughly examined by Customs, 
md Masters therefore requested to ensure that crew private property 
si is correctly presented to Customs Authorities and its accuracy 
santained throughout stay of vessel. 

Ship's wireless station not to be used for despatching cables during 
te vessel's stay. 

Discharge of bilge water and/or dirty waste oil or cargo prohibited. 
Fresh vegetables, etc., supplied in limited quantity from 90 miles 
distance. 
AUTHORITY: Port Officer. 


SIKKA: 22.34 N. 69.42 E. 


SHIPMASTER'S REPORT: June 1982. 


X0CUMENTS: 8 Crew Lists, 6 each Personal Effects and Stores Lists, 
‘Vaccination Lists, 5 Currency Lists, (Customs do like all paperwork 
yoperly prepared). 

On departure 3 Crew Lists if any changes and 3 Personal Effects Lists 
those who remained on board. 

_for personnel leaving, Customs require Currency Form (Foreign 
“change Act 1947) in duplicate (Indian Form) and International Crew 
“4ggage Declaration (Local Form) in duplicate. 

Clearance from Last Port, Register, Load Line, Derat, Safcon, 
-Saequip and Safradio all sighted by Agent but not taken from vessel. 

a personal belongings to be recorded with makes, models and 
‘umbers. 

*LOTAGE: Pilot boards vessel at anchor from tug boat using ship's 
ick and tug's basket if weather is rough. 

ANCHORAGE: Plenty of room for anchoring with good holding ground. 

“ntact Mother Tanker for anchor position. We, berthing on flood tide, 
‘ee requested to anchor 2 miles — 069° True from Mother Tanker. 

Locally the storage vessel is referred to as the Mother Tanker (MT) 
*d own ship (OS). 

XESTRICTIONS: Apparently none, plenty of water. Larger vessels (this 
roy My! d.w.t.) are loaded from daughter tankers which go 

“ongside OS. 

MALTH: Free Pratique is granted by Customs Officer. 

ADIO: To local Agent at Jamnagar via Bedi Radio VUK5. The MT 
Which was m.t. “Koyali”) keeps an R/T watch. Would suggest contacting 
© MT for any advance information as nobody else would give any. 

F: Call MT on Channel 16. While anchored/approaching Channel 11 
* Used after initial contact. While double banked Channel 13 is used 
‘tween MT and OS. Cargo operations are conducted on UHF using 
.. Walkie-talkies. Contact Shipindia Channel 13, who pass messages 
© and from Agent. 

S: a A available but not used. Tug used by Pilot and runs lines 
Oo MT. 

BERTHING: Position off Sikka for cargo operations approximately Lat. 
ry N., Long. 69° 42’ E. Apparently 140,000 d.w.t tankers are the 
Wa: They berth alongside MT and can take up to a full cargo 
Si ut the MT having to top up from a daughter tanker. Operations off 
> ‘*a are temporary and from 1st May to end of monsoon. Consult with 
about berthing and obtain all details. Vessels berth alongside when 
me Stunning in daylight hours. Usual Yokohama fenders used, 4 for 
| fae less than 750 ft. LOA and 6 for vessels over 750 ft. LOA. 

“ers are made fast on MT. First 2 floatable headlines from OS to 
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MT at least 220 m. long and may require longer. They do not like using 
‘Ist ropes ashore’ off reels. In our opinion ‘1st ropes ashore’ would be 
quite adequate and fast enough. Then 2 floatable stern lines from OS 
to MT. Final moorings were from OS to MT 3 and 2 each end with no 
breastlines. From MT to OS 2 headlines leading aft, 2 stern lines leading 
forward, forward 2 springs leading from forward to aft and 2 springs aft 
leading from aft to forward. 

TANKERS: Loading by 2x10 in. ID hoses of ASA 150 standard, 23 m. 
long.Their discharge rate is quoted as 12,000 t.p.h and OS receives a 
letter to this effect with a request for OS loading rate. However, hoses 
restrict rate to about 2,700t.p.h. overall. Hoses provided by MT, 
reducers supplied by OS. Only ropes or wires with rope tails used for 
mooring. Entire operation is guided by the ICS, OCIMF, ISGOTT. 
Tankers being loaded by daughter tankers should anchor with port 
anchor and daughter tanker berths starboard side. OS port side derrick 
and manifolds used alongside MT. Ballast is pumped overside. Ballast 
draft on arrival to be such that distance from manifold to water line does 
not exceed 15 m. Ballast trim not to exceed 3 per cent of LOA at any 
time. Distance of manifold to water line must never exceed 15 m. EDP 
is used. Samples are taken to Bombay for analysis before B/L figures 
are given together with cargo quality details. API, loading temperature 
and pourpoint are given prior to loading. Our AP! was 39.48 at 60°F and 
loading temperature will normally be around the same as sea 
temperature of about 86°F (as during 1st week in June). Cargo was 
Indian High crude, very thin and apparently quite clean. A Loading 
Master boards to assist with berthing but does not live aboard. 
Accommodation and victuals required for Pilot, 2 Cargo Surveyors and 
1 Indian Oil Representative. MT normally has 9.5 shackles of cable out. 
MT does COW but not usual with OS of 140,000 d.w.t. tanker. 
WATCHMEN: Not necessary. The only boats allowed alongside were 
official boats and no other small boats were observed in the vicinity. 
There is no gangway between MT and OS. 

CUSTOMS ALLOWANCES: 200 cigarettes. The State of Gujarat is ‘dry’ 
and no alcohol allowed ashore, except foreigners being repatriated may 
take one bottle. 

REPATRIATION: Possible. Airport at Jamnagar. The boat journey 
ashore is about 2 hours but boat can only get to or leave jetty about 
2 hours either side of high water. Foreigners require a visa otherwise 
they may travel in India but are not allowed to stay at hotels. This applies 
to departing and arriving personnel. Indian crew are not allowed Rupee 
notes of greater denomination than 20 Rupees. 

AIRPORT: About 1.5 hours drive by car. 

SHORE LEAVE: Possible, but due to length of journey and tidal 
restrictions it is not recommended. 

GENERAL: In June 1982 “VQ” Buoy Kachchh was missing, shore 
authorities were advised. A night approach is better than a daytime 
approach as the buoys are not easy to sight against the discoloured 
water (on flood tide) although the buoys and Racons show very well on 
radar. 

DEVELOPMENTS: After the end of the SW Monsoon (1982) work will 
resume on the oil and gas lines to Bombay from the offshore oil-field. 
An SPM will probably be positioned off Bombay and this will be used 
during the SW Monsoon when vessels cannot load at the oil-field. 
OPERATOR: Shipping Corporation of India Limited, NBCL Building, 
2nd Floor, 250 Sudam Kalo Ahire Marg, Bombay 400 025, India. 


TUTICORIN: 08.45 N. 78.13 E. 


PORT LIMITS: On the North: A line drawn due East from the boundary 
pillar erected to the North at Arasadi along the parallel of Lat. 08° 50’ N., 
to a position in Lat. 08° 50’ N., Long. 78° 22’ E. 
On the East: A line joining a position in Lat. 08° 50’ N., Long. 78° 22’ E. 
to a position in Lat. 08° 41’ 40” N., Long. 78° 20’ 20” E. 
On the South: A line due West from a position in Lat. 08° 41’ 40” N., 
Long. 78° 20' 20" E. to where it meets the point 45.72 m. from the HW 
mark on the shore. 
DOCUMENTS: Reauired on arrival: 
4 Manifests. 
2 Bills of Lading. 
5 Crew Lists. 
5 Passenger Lists. 
4 Crew Personal Property Declaration. 
4 Crew Currency Declaration. 
4 Import Manifest of Stores List. 
2 Health Report Form. 
All statutory certificates in respect of vessels in Marine, Traffic, 
Customs and Immigration. 
PILOTAGE: Compulsory within the pilotage zone. At present pilotage 
is restricted from 0600 hrs. to 1800 hrs. There is no night pilotage. To 
avoid a delay in obtaining a Pilot, the Owner, Master or Agent of a ship 
bound for Tuticorin must report ETA via their Agents at least 72 hours 
in advance, and again 24 hours in advance of arrival. The ETA must be 
confirmed or amended not less that 6 hours prior to arrival. Time can 
be either in GMT or IST. The vessels must contact Port Signal Station 
on VHF Channels 16/12. In message of ETA, the following information 
must be included: 
1. Name/call sign of the vessel. 
2. Nationality. 
3. Length, draft and g.r.t. 
4. Last port and cargo. 
Pilot Boarding Station: Vessels are required to approach the Fairway 
Buoy and the Pilot will board the vessel about 0.5 nautical miles East 
of Fairway Buoy while underway. The position is approximately 2.5 km. 
to 3.0 km. away from the entrance to the port basin. 
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ANCHORAGE: Zone A: There is an Explosives anchorage in position 
Lat. 8° 44’ 48” N., Long. 78° 14’ 22” E, ina sector with the Fairway Buoy 
as centre circumscribed over an arc of 171° from 009° (T) to 180° (T) 
at a distance of 0.5 miles to 1.0 miles. 

Zone B: There is an open roadstead available at Zone ‘B’. Vessels of 
any size and draft can be handled at the open roadstead. The loading 
and unloading operations are carried out by lighters at the open 
roadstead throughout the year. 

MAX. SIZE: See “Berthing”’. 

HEALTH: Free Pratique is issued in normal cases by the Municipal 
Health Officer, Tuticorin, but in the case of vessels coming from yellow 
fever area and jigger infection ports with 30 days it is to be issued by 
the Port Health Officer, Mandapam Camp. 

RADIO: When vessel within 24 hours’ distance Tuticorin Radio could 
be used call sign VWT. Otherwise according to route followed, vessels 
use Madras or Bombay Radio. 

VHF: Signal station stands-by throughout 24 hours on Channels 12 
and 16. 

TUGS: Three tugs (bollard pull 30 tons) available for berthing and 
unberthing inside the harbour. However, if services are required for any 
special service, arrangements have to be made. Ships usually anchor 
in open roads and enter and sail without tug assistance. 

BERTHING: In Zone ‘A’ there are at present 6 alongside berths available 
to handle break-bulk and dry-bulk cargoes. Berths No. 1, 2, 5 and 6 are 
designed for ships of 168 m. length and 9.14 m. draft and Berths No. 3 
and 4 for ships of 192 m. length and 10.67 m. draft. One coal jetty is 
available at North Breakwater which has been designed for ships of 
235 m. length and 10.67 m. draft. Pending completion of dredging in the 
approach channel, ships with 8.23 m. draft can enter the port at all times. 
Draft of 9.14 m. will be available on completion of the first phase of 
dredging work, which is in progress. 

The berths are connected with metre gauge railway tracks and roads 
which are in turn connected with road and railway system to hinterland. 
Floating Craft: Sufficient number of tugs and other floating craft are 
available for pilotage and other operations. 

Cargo Handling Facilities: 

3x3 ton wharf cranes. 

2x6 ton wharf cranes. 

4x 10/4 ton grab wharf cranes. 

1x10 ton hook wharf crane. 

7 mobile cranes of 10 tons to 75 tons. 

136 ton port tower crane. 

183 ton diesel forklift trucks. 

22.3 cu.m. capacity bucket front end loaders. 

2500 ton and 21,500 ton diesel locomotives. 

140.0 TR-35.0 CH top lift truck. 

2600 t.p.h. marine unloading arms. 

Storage: 

2 Transit sheds 150 m. x36 m. each. 

3 Warehouses 150 mx 36 m. each. 

1 Dangerous cargo shed 36.23 m. x 20.23 m. 

1 Fumigatorium 40.50 m.x 18.24 m. 

15 Covered transit sheds including combustible cargo shed and 
dutiable cargo shed with a storage capacity of 25,370 tonnes. (In Zone 
‘BY 


One open platform for storage of cargo with a capacity of 61,500 
tonnes. (In Zone ‘B’.) 

Reefer Cargo Handling Facilities: 12 plugs 
6x 440 volts) points. Standby generators provided. 
STEVEDORES: Agents require 24 hours notice of ETA for arranging 
gangs, and receivers for lighters. General cargo, average rate load or 
discharge about 1,000/1,200 tons per weather working day. 

Working hours: 

(i) In respect of working of vessels in the Port, period between 
0600 hours to 1400 hours on working day is treated as free time, for 
levy of night and holiday charges. For periods outside these hours, night 
and holiday charges are leviable. 

(ii) In respect of delivery of import cargo and admission of cargo for 
shipment, period between 1000 hours to 1800 hours is treated as free 
time for levy of night and holiday charges. For periods outside these 
hours on working days, night and holiday charges are levied. 

(iii) On holidays no free time is permissible either for working of vessels 
or for delivery/admission of cargo for purpose of levy of night and holiday 
charges. 

MEDICAL: For doctor's visit on board early advice helps to arrange for 
tug or launch to take doctor from shore. In cases of emergency, medical 
attention can be arranged but there may be some delay. Hospital 
facilities available. Personnel should have valid inoculation and 
vaccination certificates. If certificates expired, arrangements made for 
re-vaccination/re-inoculation and renewal of certificates. 

TANKERS: One permanent oil jetty to accommodate vessels of lengths 
from 150m. to 228m. and 9.14 m. draft is available for handling 
petroleum products. 

Pipe-lines of 457 mm. diameter for furnace oil and 356 mm. diameter 
for naphtha. 

Pending completion of the dredging of the approach channel, only 
tankers with 8.24 m. draft can enter port. 

FRESH WATER: Available from hydrants alongside and by barges at 
the anchorage when no scarcity of water. 

FUEL: Supplied by road tanker. 

CONSUL: None. 

REPAIRS: Minor repairs possible. 

DRY DOCKS: A small dry dock with workshop facilities has been 
constructed at the Port for docking and attending to repairs of port's own 
small vessels. 

GANGWAY/DECK WATCHMEN: Engaging watchmen always done at 
the discretion of Masters. In case required could be engaged. 
OPENING/CLOSING HATCHES: By ship's crew. If done by stevedores 
charges extra. 
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CERTIFICATES: 

Ship's Register. 

Safety Construction Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio & Telegraphy Certificate. 

Derat Certificate. 

Cargo-gear Stability Certificate. 
REPATRIATION: Could be arranged via Madras. 
AIRPORT: Nearest airport is Madurai, distance 100 miles, which og 
connect Madras. 
TIME: GMT plus 5.5 hours. 
HOLIDAYS: New Year's Day, Pongal, Mattu Pongal, Republic 0; 
Tamil New Years Day, Good Friday, May Day, Ramzan, 
Independence Day, Gandhi Jayanthi, Dussehra (2 days), Mohary 
Deepavali, Christmas. 
SHORE LEAVE: Crew allowed shore leave but movements limite, 
municipal limits. Must obtain shore permits from police. 
IDENTIFICATION CARDS: Identification cards or Seaman's By 
required to be presented to Police and Immigration authorities w 
coming on shore. 
REGULATIONS: Usual regulations. All crew members coming o 
shore and returning to ship must report to Customs and Port Police; 
every trip. 
SERVICES: Fish, meat and all kinds of provisions and stores » 
generally available. 
AUTHORITY: Tuticorin Port Trust, Administrative Office, Tuticorin ® 
004, India. Tel: 85-2290 and 85-2299. Telex: 0434-243. Cables: Ports 
Contact: The Chairman. 


VADINAR: 22.31 N. 69.42 E. 


LOCATION: Vadinar is in the Gulf of Kachchh about 40 miles S.W: 
Kandla Port. The port has 1 Single Buoy Mooring (SBM) for crude; 
tankers. 

Position of SBM: Lat. 22° 30’ 34.48” N., Long. 69° 42’ 4.07” E. 

The deep water channel from Dwarka to SBM is marked by 9 de 
sea lighted marker buoys (refer Chart No. 203). 
PILOTAGE: Pilotage is compulsory and the Pilots board the tanker 
anchorage (Lat. 22°33’ N., Long. 69°38’ E.). Tanker show 
communicate ETA Vadinar to Harbour Master Kandla Port and ke 
Agents, Jamnagar 72, 24 and 12 hours in advance. 
VHF: Vadinar Control Tower can be contacted on VHF Channel! 
and 16. 
TUGS: Port tugs and the launch join ships at the approach to SBM 
RESTRICTIONS/MAX. SIZE: VLCC’s of max. 300,000 d.w.t. can) 
moored at the SBM. At present berthing of tankers is only in daylg 
hours but night berthing may start soon. Unberthing can be done dur 
hours of darkness. 
FRESH WATER: Fresh water can be supplied only by water barge 
DEVELOPMENTS: Deep water berth planned. 
AUTHORITY: The Chairman, Kandla Port Trust, A.O. Building, P.0.& 
No. 50, Gandhidham (Kachchh), India. Te/: 2001. Telex: 001-105-2 
Cables: Portrust. Contact: Harbour Master. 


VERAVAL: 20.55 N. 70.22 E. 


LOCATION: Veraval is an important intermediate lighterage fair wea" 
town port, situated at Lat. 20° 54’ 40” N., Long. 70° 22’ 12” E., on? 
South West Coast of Saurashtra Peninsula, facing the Arabian Sea,® 
nearly 62 miles South of Porbandar and 192 miles North of Bombe 
DOCUMENTS: 

Last Port Clearance. 

Ship's Stores Manifest (3 copies). 

Crew List (5 copies). 

Private Property List of Crew (3 copies). 

Same Bottom Cargo (3 copies). 

Ship and Crew Currency List (3 copies). 

Indian Coast Light Dues Receipt (if vessel arriving from Indian 

Maritime Deciaration of Health. 

Customs Arrival Report. 

Customs Declaration for arms, ammunition, etc. 

Port Arrival Report. 
PILOTAGE: Not required. Vessels anchor midstream. 
NAVIGATION AIDS: Veraval Lighthouse: The lighthouse, in pos* 
Lat. 20° 54.6’ N., Long. 70° 21.15’ E., is a square masonary towe'® 
semi-circular frontage towards the sea side, and rectangular tow 
land side, painted in alternate black and white bands. Height of 
33.5 m. Height of light (centre of lantern) about 33.5 m. above 
Range of visibility 26 km. Character of light — occulting white & 
15 seconds, i.e. flash 10 seconds and eclipse 5 seconds. A signa™ 
is also sounded from the lighthouse structure as and when requi®, 
Bhidia Beacon: Located in position Lat. 20° 53.8’ N., Long. 70° 222 
The beacon is a square masonary structure, painted with red and 
bands. The height of the structure is 20 ft. The range of visibility 4m 
Character of the light is flash red every 10 seconds. ; 

Both lights are maintained by the Lighthouse Department 3 
Government of India. In addition there are lights for guiding 
movements at (1) Old Lighthouse, (2) Breakwater, and (3) OF 
entrance. These local lights are maintained by the Port Departmé” 
the State Government. 


ORAGES: The port is well protected by a breakwater extending 

,900 ft. into the open sea with fairly deep water of about 8 to 9 fathoms. 

seep draft vessels can anchor at a distance about 1.5 km. away from 

se snore. The holding ground is good, so deep draft vessels can anchor 

se close to the port without any specific restrictions. Two anchorage 

ysiions are marked on Indian Chart No. 2050. The ships are supposed 

| wait there for their turn, as only 3 ships are worked at a time. A refer 

| 20 is worked at night as a 4th vessel. However, a maximum of 2 import 
eps only can work at a time. 

Port working zones have been prescribed as A, B, C, D and E, and 

se points A B C D E are marked as under. From Arrival Anchorage 

Ime, ships have to move to the working zone and select any of the 

sonts AB C D or E, as convenient to them. Otherwise ship's work would 


‘ot commence. 
Anchor- Position Depth Suggested 
age Point Lat./Long. approx. for 
a vessel 
having draft 
up to 
1 A 20° 53’ 27” N. 11.50 m. 8.75 m. 
70° 22’ 40” E. (28 ft. 00 in.) 
2 B 20° 53’ 20" N. 12.00 m. 9.25 m. 
70° 22' 20" E. (30 ft. 00 in.) 
3 Cc 20° 53’ 03” N. 12.80 m. 10.00 m. 
70° 22' 33” E. (32 ft. 00 in.) 
4 D 20° 53’ 14” N. 11.00 m 8.25 m. 
70° 22’ 48" E. (26 ft. OO in.) 
5 e 20° 53’ 16” N. 13.00 m. 10.25 m. 
70° 22! 33" E, (33 ft. 00 in.) 
Point Veraval Bhiria Somnath 
Lighthouse Beacon Temple 
A 311° 030.5° 101° 
B 3217, 048° 094.5° 
C 321.5° 027° 083.5° 
D 312.5° 15.55 088° 
E 317.5° 034.5° 092° 


The movement of lighters is constant as the harbour has water at all 
times, enabling constant cargo working. 

Approaches to the port are also directly from the open sea with no 
ial difficulties, or cross currents. Tidal rise is quite normal and 
negligible, from 5 ft. to 8 ft. 

RESTRICTIONS: None, day or night anchorage possible. 

MAX. SIZE: No restriction. 

HEALTH: (a) Bill of Health is being granted by the Resident Medical 
Officer of the local Hospital. 

(b) Free Pratique is granted by the Customs Boarding Officer, on 
presentation to him of “International Maritime Declaration of Health” by 
Master. 

RADIO: Messages via Bombay Radio or Kandla Radio. 

TUGS: 4 tugs, 1x 191 h.p., 1x270 h.p., 1x 255 h.p. and 1360 h.p. 
VHF: Channels 16, 11, 12 and 14. 

BERTHING: No berths for ocean-going vessels. 

There are 4 lighter wharves for vessels working which can provide 
oading/unloading points, of which 4 have cranage facilities. 

Sages: There are 27 barges with 100 tonnes capacity each and one 
valer/cargo barge with capacity 100 tonnes. 
Storage Facilities: 

4 transit godowns — 1,600 tons capacity. 

4platiorms — 4,000 tons capacity. 

53 storage godowns — 50,000 tons capacity. 

CRANES: 

'x 0.5 tonnes capacity at Wharf A. 

!x 0.5 tonnes capacity at Wharf B. 

4x 12.5 tonnes capacity mobile cranes. 

}* 5.0 tons capacity mobile crane. 

| * 75.0 tonnes capacity diesel crane. 

| x 80.0 tonnes capacity mobile diesel crane. 

STEVEDORING: Particulars of ETA and labour gangs required well in 
vance. Average loading/discharging: 
loading bagged cargo oilcake, etc. 


225/250 tons per hook per day 
loading GN oil in drums 


150/175 tons per hook per day 
Discharging fertiliser (bagged) 150/200 tons per hook per day 
General cargo loading/discharging 150/200 tons per hook per day 

po Hours: Port working hours: 0800 — 1200hrs. and 1300 — 
rs. 

Vessel working hours: Throughout 24 hours. Vessels are allowed to 
*ork during recess hours and during nights which are 1200 — 1300 hrs. 
pecess), 1700 — 1800 hrs. (recess), 1800 — 2200 hrs. (night — 1st half), 
2300 - 0300 hrs. (night — 2nd half) and 0300 — 0800 hrs. (recess). 
MEDICAL: Qualified doctors and hospital facilities. 

TANKERS: No tanker berths. 
*RESH WATER: Water is required to be obtained from port premises 
and s transported by port tank truck and being supplied by water barge 
o by tug to vessel on payment of transportation charges from port 
vemises to shore and from shore to anchorage excluding cost of water. 
: Not available. 
, ISULS: None. 
REPAIRS: Port is equipped with workshop and dry dock for minor 
Pe to tugs and barges. Minor repairs are carried out in town. 
NGWAY/DECK WATCHMEN: Not necessary unless required. Can 
| pperanged through Agents. 
ENING/CLOSING HATCHES: Carried out by stevedores. Ships’ 

Mcks worked by crew. 

ERTIFICATES: 

Safety Equipment Certificate. 

Load Line Certificate. 

Safety Radio-Telegraphy Certificate. 

Srat Certificate. 
REPS Registration Certificate. 
ATRIATION: Can be arranged. 
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AIRPORT: Nearest airport Keshod, 30 miles from Veraval, but motor 
transport not easily available and advance arrangements have to be 
made. 

TIME: Local Time GMT plus 5.5 hours. 

HOLIDAYS: On which work not allowed for loading/discharging: Indian 
Republic Day, Holi (Second Day), Ramnavami, Mohurram (Ashura or 
10th day), Gokulashtami, Dussera Diwali (New Year's Day), Ramzan- 
Id (Id-ul-Fitr). 

POLICE/AMBULANCE/FIRE: Police 3; Ambulance 5; Fire 5. 
TELEPHONES: No arrangements for placing telephones on board the 
ship, but calls via VHF are possible. 

SHORE LEAVE: Crews permitted ashore with permission from Customs 
and Port Authorities. While coming ashore and returning to ship crew 
should pass through Customs. 

DELAYS: 3 ships can work and fourth vessel if for lifting frozen fish can 
work during night hours only. Fourth vessel other than frozen fish cargo 
wait in turn. 

GENERAL: Closed for traffic between 15th May to 15th September 
every year due to monsoon season. 

Charts: Plans of Kathinwar — Gulf of Kutch to Vijaydurg 2736. Plans of 
Veraval Port Roads No. 1321 and 2054. 

DEVELOPMENTS: Veraval is being developed as an all weather fishery 
harbour working under the World Bank Project. There will be extensive 
facilities available at the Port. The existing breakwater is being extended 
by about 334 m. and another would be erected in opposite direction for 
about 3,200 ft. A minimum depth of water in the inner breakwater would 
be 17 ft. 6 in. 

AUTHORITY: Office of the Port Officer — Veraval, Gujarat Maritime 
Board, Junagadh District, Pin. 362265. Tel: 20001 (office), 20956 
(residence). Telex: 163-209 GMBV IN. Contact: Port Officer. 


VISAKHAPATNAM: 17.41 N. 83.18 E. (See Plan) 


PORT LIMITS: 3 nautical miles East of and parallel to 10 fathoms line 
of soundings may be taken as the seaward boundary of the port within 
which a vessel is considered to be an “arrived vessel”. 
DOCUMENTS: 

12 copies of Crew List. 

3 copies of Stores List. 

3 copies of Private Property List. 

3 copies of Currency Declaration. 

3 copies of watch lists, giving details of make and value, etc. 
The vessel must possess following valid certificates: 

Ship’s Register. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Safety Radio Telegraphy and Telephony Certificates. 

Cargo Gear Test Certificate. 

Safety and Survey Certificate. 

Derat Certificate. 

Last Port Clearance. 

Also see “Shipmaster’s Report” — June 1988. 

PILOTAGE: Vessels generally anchor at roadstead where Pilots board. 
Signal station contacts all vessels arriving and advises all information 
about Pilot's arrival, etc. A minimum notice of 48 hours of vessel's ETA 
required. Pilot ladder to be rigged on the Starboard side. 
ANCHORAGE: Anchorage position to be marked with Dolphin’s Nose 
Lighthouse bearing 270° (T) at a distance of 1.5 nautical miles. 
RESTRICTIONS: /nner Harbour: The Inner Harbour is open to ships of 
193.55 m. LOA, 9.14 m. draft and 30.48 m. beam at all stages of tide 
and ships of 193.55 m. LOA with a max. draft of 10.05 m. on a minimum 
rising tide of 0.91 m. for arrival and draft of 10.21 m. for sailing. Vessels 
of LOA 175.26 m. and above with draft of 9.14 m. and above can enter 
during daylight hours only. There are no restrictions on account of night 
navigation for sailing of vessels from Inner Harbour. 

Outer Harbour: Vessels with 270 m. LOA, 42 m. beam, 15.3 m. draft, 
can Sail from the Outer Harbour “OB—1” and “OB—2” berths at all times. 
The draft for ships entering the Outer Harbour in loaded condition is 
14.3 m. No tidal restrictions. The max. permissible draft at oil mooring 
is 14.3 m., and LOA 260 m. 

Vessels of 60,000 d.w.t. and above can enter during daylight hours 
only. There are no restrictions on account of night navigation for sailing 
of vessels from ore berths No.'s | and Il. 

Mooring and unmooring of vessels at Oil Mooring is restricted to 
daylight hours only. 

MAX. SIZE: 
Inner Harbour: 


Max. permissible LOA 193.55 m. 

Max. permissible breadth 30.48 m. 

Max. permissible draft 10.21 m. 
Outer Harbour: 

Max. permissible LOA 270 m. 

Max. permissible breadth 42m. 

Max. permissible draft 15.3 m. 


PRATIQUE: A separate radio Free Pratique message addressed 
“Quarantine Visakhapatnam’ must be transmitted by all vessels arriving 
from foreign port not less than 4 hours and not more than 12 hours prior 
ETA. 


On information furnished therein Port Health Officer grants Free 
Pratique. Pilot boarding the ship for bringing her into the harbour has 
superseding power to cancel radio Free Pratique already granted. 
However based on information contained in Maritime Declaration Pilot 
also grants Free Pratique. In case of doubt or in case of inspection, if 
necessary, Quarantine Officer boards ship for granting clearance. No 
necessity for vessel to obtain Free Pratique when the vessel arrives 
directly from another Indian Port. 
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RADIO: Radio station call sign VWV. Working round clock. Range about 
600 miles during daytime and 1,000 miles during night. Better to use 
Madras Radio Station for all communications in respect of vessels 
arriving from Madras side. Vessels arriving from Calcutta side, use 
Calcutta Radio Station. Generally Visakhapatnam Radio station is used 
for vessels anchored at roadstead. VHF Channel 16. 

TUGS: Tugs are available. For ships entering the port, the tugs wait in 
the lee of the breakwater. Ship's lines and/or tug’s lines are used, 
depending upon the mode of making fast. 

BERTHING: The Inner Harbour has 15 berths of which 11 are quay 
berths, 3 jetty berths and 1 mooring berth, while in the Outer Harbour, 
there are 2 ore berths and an oil mooring berth. No specific requirements 
of arrival times for berthing. 

CONTAINER HANDLING FACILITIES: Container handling facilities are 
provided at Visakhapatnam Port. 

These facilities include: 

Priority berthing; 

An earmarked regular quay berth with a draft of 10.06 m. and LOA 
168 m.; 

50,000 sq. m. open storage space; 

3,000 sq. m. of covered storage area; 

A 150 tonne floating crane with two 150 tonne flat top pontoons for 
overside operations; 

A 50 tonne gantry crane in the container park; 

Two 50 tonne crawler mounted mobile cranes; 

Four 25 ton mobile cranes; 

Fleet of forklift trucks with extended forks up to a capacity of 8 tons 
and Truck-trailer units. 

CRANES: The Port has 6 x 10 tonne cranes, 66 tonne and 183 tonne 
quay cranes, one 30 tonne stationary electric crane and 1150 tonne 
self-propelled floating crane in addition to various mobile equipment such 
as mobile cranes, forklifts, tractors and trailers and front end loaders. 
BULK CARGO FACILITIES: Iron ore is loaded through a mechanical 
ore handling plant having a rated capacity of 8,000 tonnes per hour into 
ore carriers of 100,000 d.w.t., at the finger type ore jetty (OB-1, OB-2) 
in the Outer Harbour. 

Fertiliser raw materials (i.e.) rock phosphate and sulphur on account 
of Coromandal Fertilisers are handled at the fertiliser berth in the bulk 
form by means of grabs and conveyors into a silo. 

Grabs are also used for unloading fertilisers and other bulk cargoes 
at the Port. 

SPECIALISED CARGO HANDLING FACILITIES: 

Inner Harbour: Fertiliser berth: For the import of fertiliser raw materials 
Me sulphur and rock phosphate by grab unloading on to a conveyor 

elt. 

OR-1 and OR-2 Berths: For the handling of P.O.L. 

EQ-1 and EQ-2 Berths: For the export of Manganese ore and other ores 
by semi-mechanical means. Portable flat belt conveyor system for 
handling bag cargoes. 

Use of grabs for unloading bulk cargoes. Poclain Hydraulic excavator 
and front end loaders for handling bulk cargoes. 

Outer Harbour: OB-7 and OB-2 Berths: For loading iron ore through 
a mechanical ore handling plant at a rated capacity of 8,000 tonnes per 
hour. 

STEVEDORES: Agents must give proper notice of vessel's arrival to 
the stevedores not less than 48 hours to make necessary arrangements 
for working vessel and also to order sufficient gangs, etc. 

MEDICAL: All crew and officers must possess individual international 
vaccination certificates against cholera before leaving this port for any 
foreign port. Cholera inoculation facilities available with 24 hours notice. 
Well-equipped hospital facilities available round the clock. 

TANKERS: There are 2 berths in the Inner Harbour for discharging and 
loading oil. The max. permissible draft at these berths is 10.06 m. at 
HW. In the Outer Harbour, an oil mooring berth is available to 
accommodate tankers of up to 100,000 d.w.t. with a draft of not 
exceeding 14.3 m. 

DENSITY: Fluctuates from day to day between 1020 and 1023. 
FRESH WATER: Normal quantities available and delivery made by Port 
Trust both from shore and barges. 

FUEL: Indian Oil Corporation and Hindustan Petroleum Corporation 
supply on request either through pipe-line in some cases or by barges 
in other cases. 

FIRE PRECAUTIONS: Fire precautions are to be observed in the port 
area. The Port has fire fighting equipment consisting of a fire float 
capable of combating fires afloat as well as ashore and 3 shore fire 
fighting units. 

CONSULS: None. 

REPAIRS: All types of deck and engine repairs possible. 

DRY DOCKS: The Port has a dry dock which is 137.2 m. long and 
18.4 m. wide for port craft and small ships. It has a depth of 5.6 m. below 
the low water. 

Hindustan Shipyard Limited’s services available generally for major 
ship repairs. It has a dry dock which is 244 m. long and 38 m. wide. It 
can take in ships of 70,000 d.w.t. 

GANGWAY/DECK WATCHMEN: Necessary according to demands of 
local labour unions. 

OPENING/CLOSING HATCHES: Stevedores. 

CUSTOMS ALLOWANCES: Tobacco: 200 cigarettes per head per 
week. Wine and/or spirit: Asian Crew 2/5 units per 3 days. Non-Asian 
crew 4/5 units per 3 days. Bottle of liquor equals unit. 

CARGO GEAR: Valid cargo gear test certificate must be on board all 
vessels using ships’ gear for loading or discharging. 

REPATRIATION: Facilities exist to foreign countries via Madras, 
Calcutta or Bombay. About 3 days delay to obtain travel permit. 
AIRPORT: Distance 14km. Regular daily flights to Calcutta and 
Hyderabad by Indian Airlines Corporation. 

SURVEYORS: Available. 

TIME: Indian Standard Time GMT plus 5.5 hours. 

HOLIDAYS: Port's closed holidays are: Pongal, Kanumu, Republic Day, 
Kotha-Amavasya, Vijayadasimi, Independence Day, Gandhi's Birthday 
and Nagulachaviti, when work not possible even on payment of overtime. 


750 


POLICE/AMBULANCE/FIRE: Police Station 62140; Fire Station 64, 
— Ext 239; Ambulance 64841 — Ext 213 (Port Hospital), Ext 2 
(Ambulance). 

TELEPHONES: Arrangements exist for placing telephone on boar, 
SERVICES: Tank cleaning facilities available. 

SHORE LEAVE: Crew members allowed ashore after FECE Ivy 
immigration permits. 

IDENTIFICATION CARDS: Not needed if have valid Seaman's Bock 
DEVELOPMENTS: A Fishing Harbour was constructed in a 24 hegs 
area as a by-product of the Outer Harbour. The first stage of the Fish 
Harbour provides accommodation to 15 trawlers and 150 mechanig. 
boats. The second stage of the Fishing Harbour can accommods 
56 trawlers and 300 mechanised boats. 

A slipway facilitating 6 trawlers or 12 boats at a time for repairs is a 
constructed at the Fishing Harbour. 

Construction of an oil berth to accommodate tankers of 150,000 dy 
in the Outer Harbour, provision of facilities for handling of import of og: 
provision of facilities for export of Alumina and import of caustic so¢ 
construction of a general/bulk cargo berth in the Outer Harbour; 
accommodate 60,000 d.w.t. vessels, construction of 2 warehouses ¢ 
total capacity of 30,000 tonnes, provision of third wagon tippler for» 
iron ore handling complex, addition of tugs and other floating cratt » 
cranes and other cargo handling equipment are some of the princy, 
developments. 


SHIPMASTER’S REPORT: September 1983. 

Documents: On boarding, Pilot hands Master Arrival Report 
duplicate) with 24 questions to be completed and handed back to Py 
before passing Dutch Battery. The questions relate to the vesy 
certificates, cargo and voyage just undertaken and it is quite a lengp 
document. Recommend copy should be obtained at previous por; 
have all completed for arrival. 

For security reasons, all cameras must be collected prior to amy 
and kept in the safe custody of the Master. Pilot gives Maste 
Declaration to sign that no photographs will be taken of the Port Ar 
on arrival, whilst berthed, or on departure. 

The Indian Authorities are presently having meetings to come up wi 
a single Arrival Form for vessels, to end the present duplication; 
information between Port Authorities, Customs, Immigration, etc. 
Pilotage: On departure, Agents make tentative booking of Pilot with Py 
Trust, vessel then to hoist International Code Flag ‘G’ 1 hour bel 
departure. 

Radio: Visakhapatnam Radio/VWV workable about 1 day out. 
Health: Send Free Pratique message stating no persons embarked; 
Aden or Djibouti and that there are no monkeys on board. Pilot initié 
grants Pratique with stamp in Deck Log Book. 

Tugs: Four tugs of 32 ton bollard pull available; for deeply laden lay 
vessels passing into Inner Harbour, 2 are required, 1 made fast rg 
ahead, the other made fast starboard shoulder. They are necessary! 
vessels to negotiate the bends in the Cutting. Tugs join in the Ow 
Harbour and there is little time to make them fast. Therefore, Pilot as 
for Aft Mooring Gang to make one of these tugs fast, as they are® 
required aft until vessel is in the Turning Basin. 

Medical: It is recommended that personnel have Cholera and Typhv 
inoculations before arrival. Stocks of these vaccinations are not usu@ 
held locally unless there is an outbreak of the disease. 

Density: Varies from 1018 to 1023 depending on season and rece 
rainfall. 

Fresh Water: Delivered by barge, hoist International Code Flags ‘Y o¥ 
‘J’ 2 days before required. 

Repairs: Below average standard of metal work/welding. Very !® 
assistance and spares available in electronic area. 
Opening/Closing Hatches: Automatic/hydraulic type are operated! 
ship's crew. 

Surveyors: Lloyd’s (exclusive), ABS, GL, NKK, Korean Regis 
Int. Cargo Gear Bureau NY (non-exclusive), also Nautical Inspector! 
Governments of Liberia, The Bahamas and Republic of Panama 
Telephones: No shore telephone was placed on board. 

Services: Very few services available. 

Shore Leave: Immigration permits/shore passes to be carried a! 
times, issued for limited period initially. 

Indian currency in notes of greater value than Rs 10/- (about U.S! 

not permitted inside Dock Area. 
Security: Local Watchmen not particularly effective and pilfering is” 
Make the accommodation block secure with only one controlled e 
exit. Keep a strict watch over any items which cannot be remot 
secured. 


SHIPMASTER’S REPORT: November 1984. 

We presented Crew List (See Note 1), Passenger List, Stores” 
(Form 3), a Bonded Stores List (See Note 4), Drugs List (Morph 
etc.), Arms and Ammunitions List, comprehensive Customs List F® 
IV (See Notes 2, 3, and 5 below), Hidden Cavities Declaration List® 
Vaccination List. 


Note 1: The Crew Lists must show passport or discharge ® 
numbers. Not interested in dates of birth. The Immigration Officials * 
passes for all on board who wish to go ashore (or just a few bilan’ 
only 4 or 5 people want to go ashore). These must be returned to A® 
before sailing. 

Note 2: Endeavour to obtain correct forms prior departing for 
Indian port. A complete set of 4 is required for all subsequent 
ports visited. Ensure that a// paper money is declared, whateve’ 
amount. (Undeclared currency, cigarettes, gifts, etc. confisce® 
Rummage squads are thorough. Also ensure that the term ‘Of 
materials and personal effects" is entered in Column 12 with other® 
items. 

Note 3: Currency — it is a fine-carrying offence to take J 
denomination notes ie. Rupees 20, 50, 100 and above, out 
country. Agents usually supply cash in 10 Rupee notes** or less. 
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yote 4: It is advisable to carry minimum sufficient bonded and slop 
items. 
a 5: Ensure that vessel sails with “travelling copy” handed to 
yaster prior Sailing first port for second port and so on for multi-Indian- 
lls. 
“ where foreign currency is changed ashore, a proper ‘encashment 
-#ificate’ with serial number must be obtained and details of passport 
at time of exchange. The jetty duty Customs Official must be 
wormed on return to ship and a supplementary currency declaration 
om C.B.R. CUS419 filled out showing amount exchanged and new 
sgance of foreign currency in your possession. Both forms must be 
gained by exchanging person. 
also on arrival, the Health Officials carry out a “Marpol’ inspection. 
tere are Many arrival and departure forms to be completed, including 
semprehensive pilot information forms. Have some detailed prior arrival 
«complete same as they are time consuming. Obtain blank sets if 
yading regularly. 


- Yarpol Inspection: 


Government of India 
Port Health Organisation 
Visakhapatnam 
Sanitary Inspection of the Ship under Rule 83(i) of the 
Indian Port Health Rules, 1955. 


date of inspection: Nationality: 
ame of the ship: No. of crew: /Passengers: 
‘Yellow Fever Vaccination 
Certificate Valid/Not Valid 
2 Derat/Exemption Certificate Date: Place: 
3. Medical Chest Inspection Date: Place: 
4 Rat guards affixed Yes/No 
5 Probable date of departure Date: Place: 
§ Anybody sick/hospitalised Yes/No 
7. Nature of sickness Fever/Skin Rash/Diarrhoea 
8 Any Provisions taken or likely 
to be taken from this Port Yes/No 
9. Date of last cleaning of 
Water Tank Date: 
{0 Last Ports of Call within 30 days 
1. Date: 4. Date: 
2. Date: 3 Date: 
3. Date: 6. Date: 
\|. General Sanitation: 
Pantry Stores 
Galley Crew Accommodation 
Linen Room Lavatories and bath 
Sick Bay 
Vermin: Mosquitoes/House Fly/Rodents/Cockroaches 
Garbage Disposal: On high seas: 


Shore Disposal: 
Sullage/Sewage and liquid waste disposal (S.W. system) 


Holding Tank: Size: Numbers: 
Treatment Plant (make and 
capacity): 
Final disposal of Sewage High seas/On shore disposal 
Liquid Wastes/Oily Bilge 
Dirty Ballast Water C.B.T./S.B.T. disposal 
Mode of disposal High seas/On shore 
Oil Water Separators (details): 
Potable Water (F.W. system) Date: Quantity: 
(Fresh Water) Chlorination on board 


done/not done 
Fresh Water Generator 


(Desalinisation Plant): Make: Capacity: 
End Point Chlorination: Results: 
Temperatures: Freeze room: 


Dish washing water: 
Remarks: 


Signature of the Master: 


Health Officer 

Visakhapatnam. 
Regulations: The taking of photographs in the harbour is not permitted. 
menacing of all cameras in the bond is advised, or a written notice 


SHIPMASTER’S REPORT: June 1988. 
The Dock Safety Authorities inspect the certificates of each wire rope 
longing to the ship's gear, regardless of the validity of the four yearly 
one yearly Cargo Gear Inspection Certificates. 
| above demand is valid at all Indian ports and if the certificates 
| be not available on board, severe delays may arise with loading and 
-*scharging operations. 

We also experienced very strict customs regulations. Using US 

“sloms Form 1301 for Ship's Stores Declaration, we had declared all 
teh and ship's radios, tape recorders, T.V., video and adding 
es. 

We did not declare the ship's 4 washing machines and one of them 
was Seized as it was still in its original packing and had not yet been 
"stalled in place of the damaged machine. After three days, we 

€d to obtain release of the machine. 

ithe past, sextants, binoculars, stop watches, etc., have been seized 

n they have not been declared. 


horrry: Visakhapatnam Port Trust, Visakhapatman 530035. 
~ a Pradesh, India. Tel: 4841. Telex: 0495/235. Cables: Portrust. 
“ntact: Harbour Master. 


a" 


NOTES 
Please also advise Shipping Guides Ltd. 


INDIA 


751 


» aid 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


Indonesia 


GENERAL — TANKERS 


INTRODUCTION: 
Situation: 
The Republic of Indonesia comprises the islands of: 
Sumatra : including Riau, Bangka, Belitung, Nias, 
Mentawai, etc. 
Java and Madura 


Kalimantan (Borneo) : including Tarakan, Bunyu, Laut, etc. 


Sulawesi : including Kabaena, Muna, Buton, Peleng, 
Banggai, etc. 

Maluku : consisting of Halmahera, Bacan, etc. 

Bali 


: consisting of Lombok, Sumbawa, Tanimbar, 
Buru, Seram, Kai, Aru, Babar, Wetar, etc. 
: consisting of Sumba, Flores, Solor, Alor, 


West Nusatenggara 


East Nusatenggara 


Timor, etc. 
Timor Timur 
Irian Jaya : including Waigeo, Misool, Salawati, Biak, 
etc. 
Laws: 


The Laws of Republic of Indonesia are in force and all personnel, for 
their own protection, are urged to abide by them. 
Languages: 

The main language is Indonesian and the second language is English. 
Territorial Waters: 

The breadth of the sea claimed as territorial waters is 12 miles. 
Indonesia also claims sovereignty over all waters within the archipelago. 
Fishing jurisdiction is claimed to extend 200 miles from the base line. 
Authority: 

All harbours in Indonesia are under supervision of responsibility of the 
Government, i.e. Directorate General of Sea Communication, and to a 
great extent established as commercial harbours. Pertamina operate 
the dedicated oil and gas harbours/terminals on behalf of the Directorate 
General of Sea Communication under the Mutual Agreement Letter 
between the Director General of Sea Communication and the President 
Director of Pertamina. 

Currency: 

The monetary unit is the Rupiah (Rp) which is divided into 100 sens. 
Notes are issued in denominations from Rp.100.- to Rp.10,000.- and 
there are coins of 5, 10, 25, 50 and 100 Rupiahs. 

Sailing Directions: 

Refer to the “Eastern Archipelago Pilot Book”. 
Tidal Streams and Current: 

The tidal streams and current can be found in “Tidal Stream Tables”. 
These are published annually by the Indonesian Naval Hydro- 
Oceanographic Office (Jawatan Hidro-oceanografi Angkatan Laut 
Indonesia), JI. Gunung Sahari No. 87, Jakarta, Indonesia. 

Port Charges: 

Company charges and Government charges such as service charges, 
light and harbour dues, agency fees, also berthing fees, pilotage fees, 
towage fees, etc., on application and are standard throughout 
Indonesian harbours. 

Advance Payment: 

The tanker Owner or Charterer must comply with the ‘Procedure for 
Appointing Agent”. Pertamina Directorate for Shipping and 
Telecommunication will acknowledge receipt of cable appointment, and 
will request an advance deposit, depending on the size of vessel, to 
cover the Port Charges, not including Corporate Tax. In addition a sum 
of U.S.$5,000 to U.S.$10,000 is to be paid as advance payment for 
freight tax. 

Advance payment should be made payable to: 

“Pertamina Agency”, 

Account No. 11.51.006.000.0005, 

Bank Negara Indonesia 1946, Cabang Gambir, 
Jl. Kebon Sirih No. 77A, 

Jakarta, Indonesia. 

To facilitate handling preparation, Owners/Charterers are required to 
telex “Pertamina Directorate for Shipping and Telecommunication” 
advising Telegram Transfer (T.T.) Number, the name of vessel and the 
port(s) of call. 

In those instances where payment exceeds the actual port charges, 
the balance will be credited to the Owners/Charterers account or 
remitted by the Agent. 

Neither the Agent nor the Company will be responsible for demurrage 
or other charges resulting from failure to pre-arrange obligations in this 
manner. All cash advances required by crew and vessel at arriving 
port(s) such as ready cash for Master, expenses for repairs, provisions 
and repatriation will be covered by advance deposit of Owners/ 
Charterers. These advance deposits are the pre-requisite for handling 
a vessel and should be forwarded to “Pertamina Agency” Account No. 
31174, Bank Exim, JI. Enggano No. 100, Tanjung Priok, Jakarta, 
Indonesia. 

Safety and Fire Regulations: 

Safety and Fire Regulations will be strictly adhered to. The Notice 
“Instructions in Case of Fire” and the Notice “Safety and Fire 
Regulations” must be posted in prominent positions onboard the vessel 
by the Master, or by his designated alternate. 

Safety Check List: 

The purpose of Safety Check List is to emphasise the safety 
requirements necessary to protect both ship and shore and the 
personnel involved in cargo operations during the time when the vessel 
is alongside the waterfront. 

To assist all personnel in understanding the total requirement for each 
item in the Check List, extracts have been taken from the ISGOTT 
(International Safety Guide for Oil Tankers and Terminals) and the 
“Safety Guide for Terminal Handling Ships Carrying Liquefied Gases in 
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Bulk” issued by OCIMF. It should be understood that before Cay 
operations commence, this Safety Check List is jointly checked by 
and shore/terminal personnel. It will nevertheless be necessary to cz, 
out ‘follow-up inspections’ during the vessel's stay alongside. Th 
action is essential to ensure that acceptable safety standards are den 
maintained. 

Prevention of Pollution of the Sea: 

Owners, Masters, Agents and the operators of harbours/terminals » 
responsible to observe International Convention Laws of Indoneg» 
Government Regulations concerning pollution of sea waters. 

It is not permitted to pump dirty ballast into the water. 

No oil or mixture containing oil shall be discharged into Indones» 
waters from any vessel. 

No refuse, garbage, waste matter, carcasses, substance of danger, 
or obnoxious nature or trade effluent is to be discharged from any vesy 
into Indonesian waters. 

Any fines imposed by governmental authority for pollution shall be» 
the vessel's account. 

Removal of Wrecks: 

Should any vessel or craft sink, or become an obstruction in any pz 
of the Port, or approaches or the area of the submarine pipeline there 
the Company shall be empowered and shall have the right to take step 
it may deem necessary to remove the obstruction, without notice to 
owners. All expenses of such removal shall be borne by the Owners; 
the vessel or craft, causing the obstruction, and the Company shall 
entitled to reimbursement by them for any such expenses which) 
may incur. 

General Holidays: 

New Year's Day 

Nyepi Saka Day 

Good Friday 

Ascension Day of Prophet Muhammad S.A.W. 

Buddhist New Year (Waisak) 

Ascension Day of Jesus Christ 

Idul Fitri 

Idul Adha 

Independence Day (August 17th) 

Islamic New Year (1 Muharram) 

Birthday of the Prophet Muhammad S.A.W. (Isra'Mi'raj) 

Christmas Day 
APPOINTMENT OF AGENT: 

General Agent: 

Pertamina Direktorat Perkapalan dan Telekomunikasi 

(Pertamina Directorate for Shipping and Telecommunication), 

Jalan Yos Sudarso 32-34, Tanjung Priok, 

Jakarta Utara, Indonesia. 

Attention : Biro Operasi Tanker — Sub Dit. PKP, 

JI. Merdeka Timur No. 1A, 

Pertamina Building, 19th Floor, 

Jakarta Pusat, Indonesia. 

: P.O. Box 327. 

: Pertaminaship — Jakarta. 
Telex number : 44450 — 45348. 
Telephone number =: 343806 — 343781. 

* Facsimile : 343781. 

Procedure for Appointing Agent: 

Owners should appoint “Pertaminaship — Jakarta” as General Age 
by cable or telex 2 weeks prior to attending the vessel at the oil harbo 
terminal, (hereinafter referred to as “Shipping Company’). 

The Agent/Shipping Company will notify the Port Authorities one wee 
prior to vessel's arrival. 

Details of Cable/Telex: 

The following information should also be given in the cable or te 
to obtain Agency Permit for Flag Dispensation from the Director 
General of Sea Communication. 

— Name and address of owners. 

— Name of vessel and radio call sign. 

— Flag. 

— Port of Registry. 

— DWT, GRT, NAT, LOA of vessel. 

— Name of Master. 

— Number of Crew. 

— Last Port of Call and ETD. 

— Quantity and grade to be loaded/discharged. 

— Consignee. 

— Estimated Time of Arrival (ETA in local standard time). 

— Destination(s) after loading/discharging. 

— Indonesian Ports of Call. 

ARRIVAL PROCEDURE: 

Flag Dispensation/Agency Permit: 

Each foreign vessel entering Indonesian Ports must have reques* 
and been granted Flag Dispensation/Security Clearance prior 10! 
arrival. 

General Agency Certificate: 

The General Agency Certificate (Surat Keagenan Umum/S.K.U.)® 
document issued by the Directorate General of Sea Communica® 
stating that a certain authorised company in Indonesia has ® 
appointed as the Ship's Agent (as a guarantor) and therefore © 
document is essential. 

Health and Medical: 

Vessels destined for an Indonesian port must send application’ 
Provisional Free Pratique to the Quarantine Section, Departmet’ 
Health, Jakarta, well in advance. 

Vessels arriving at an Indonesian port without prior advice must 
call at a first class Port of Entry for obtaining Free Pratique. The® 
class ports are: Belawan (Medan), Tanjung Priok (Jakarta), Taw 
Perak (Surabaya) and Ujung Pandang (Makasar). 

Port Health Clearance is issued after vessel's arrival and is also 
for Departure Clearance. If Provisional Pratique is not granted @ 
Health Officer will be provided. 


Mailing address 
Cable address 
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ses and Signals: 
* accordance with practice in Indonesian Ports, by day, the 
jan and the vessel's national flags must be flown as long as the 
gssel stays In port. . 
psplay of Quarantine, Pilot, Immigration, Call Sign flags and other 
ewais according to the International Code Signal Agreement on 
goroach to the port must be maintained until Pratique is granted. 
ese signals are as follows: ' 
Quarantine : Flag “Q" (sunrise to sunset). 
Signal lights red over white (sunset to 
sunrise). It is to be substituted by flag “QU 
QQ" when the Port Health Officer has 
declared infected or suspected with a 
quarantinable disease. 
Pilot : Flag “G". 
It is to be substituted by flag “H’ when the 
Pilot’Mooring Master boards your vessel. 


immigration: : Flag “N"” should be flown until the 
Immigration Officer boards your vessel. 

Call Sign : To be flown until berthed and again when 
sailing. 

during loading/ : During loading/discharging of oil, flag “B” 

discharging pus be displayed (at night, red signal 
light). 


yotce of Readiness: : 

tanker will be considered as “arrived” and Notice of Readiness will 
» accepted provided she is in all respects ready to commence loading/ 
dscharging. 


4) from the time the Pilot/Mooring Master has boarded the vessel, or 

») from the time of anchoring, when the vessel has anchored in the 
designated anchorage and has advised the oil harbour/terminal of 
the time of anchoring, or 

2) from the time a tanker within the anchorage area, awaiting the Pilot/ 
Mooring Master's arrival, is required “not” to anchor. 


Documentation: 

Two days before arrival of vessel the ship's agent has to inform Port 
\uthorities by completing appropriate forms. Copies of completed forms 
must also be submitted to the Port Administration, Harbour Master, 
tustoms, Immigration and Port Health Service for preparation of 
services. 

The PilotMooring Master may berth the vessel on request of the ship's 
agent only after obtaining clearance from the above Port Officials. 

Health Documents: 

Maritime Declaration of Health Certificate. 
Deratting or Exemption Certificate. 
Vaccination Certificates (Cholera). 

Health Book or Bill of Health. 

Ship's Documents: 

arriving from a foreign port, the following documents may be required 
granting Pratique. These documents are: 

Certificate of Nationality. 

Certificate of Measurement. 

Certificate of Registry. 

Certificate of Appliances (Cargo Gear Certificate). 

Load Line Certificate. 

Safety Equipment Certificate. 

Ship's Construction Certificate. 

Safety Radio/Telegraph Certificate. 

Approved Letter of Compliance (international). 

Oil Record Book and Certificate of Fitness (in case of gas and 
*emical carriers). 


‘arbour Master: 

The ship's documents are then delivered to the Harbour Master with 

"e following documents attached: Last Port Clearance, Crew List 
“proved by the Immigration Officer and Light Dues Receipt if arriving 
‘om another Indonesian port. The Harbour Master submits a Harbour 
‘eport Form for the Master to complete. 
_The Harbour Master issues a Port Clearance at departure, provided 
“sarance is also granted by the other governmental authorities. 
4 Panamanian Port Clearance for Panamanian Flag vessels is not 
‘quired at oil harbours/terminals. 


mmigration: 

,!he Immigration Officer requires copies of the Crew List and 

“assenger List (if any) and will check the Ship's Articles and the 

“assports of the crew. 

_£ach crew member should be in possession of a Passport and 

-*eman's Book. Crew members having no Passport are required to 

“ty a Seaman Identification Card (S.1.C.). 

P ue-entry permit from the country concerned is sufficient, if there is 

*Fassport available. 

Customs: 

Vessels loading/discharging cargo have to get a Customs Permit. 

es of Bill of Lading, Cargo Manifest, Ship's Stores List, Personal 

“ects List and Crew List should be delivered to Customs and Port 

Ministration. 

tis most important that the lists concerning personal effects, stores 

ae Screw are completed with great care as the Port Authorities are liable 

eo” out a detailed check and any discrepancies can lead to heavy 

j Mor the vessel is all secure, the Customs Officer will seal the stores. 

>, Wing from a foreign Port, the Agent will prepare the General Cargo 
ation Form stating the cargo onboard the tanker and attaching 

te porate Shipping Documents. If arriving from an Indonesian Port, 
°rm 5-B issued at the last Indonesian Port will be retained by the 


“Sloms and the Arrival Clearance is granted. 
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Ship's bonded stores will be sealed by the Customs Officials on arrival 

and will remain sealed until the vessel leaves Indonesian waters. 
1. Ship's Stores: 

Cigarettes, cigars, tobacco, matches, spirits, wine, beer, perfume, 
firearms, ammunition and possibly some other items have to be 
locked up under Customs Seal from time of arrival of vessel in Port 
until time of leaving territorial waters. Each person is allowed to bring 
in 200 cigarettes or the equivalent in grams of tobacco or cigars 
ashore without paying import duty. Special allowances are made for 
the Master under special circumstances. 

2. Contraband: 

The attention of Masters is called to the strict enforcement of 
Indonesian Regulations against smuggling and trading. Illegal 
possession of such items as narcotics, liquor, ammunition and similar 
weapons or other articles of contraband is subject to severe penalty 
and may result in prolonged delay of the vessel concerned if action 
is taken by the authorities. All precautions must be taken to prevent 
the violation of contraband laws. Masters are requested to inform 
the Ship's Officers and crews of the foregoing regulations pertaining 
to contraband, shore liberty, etc., and to be assured that all personnel 
completely understand. 

COMMUNICATIONS: 
Advice of Arrival: 

It is important that all incoming tankers advise the oil harbour/terminal 
72 hours and 48 hours before estimated time of arrival, giving the best 
estimate of ship's arrival at the oil harbour/terminal via cable and or 
telex. Changes in ETA must be notified thereafter. 

Further ETA messages should be sent to the oil harbour/terminal when 
the tanker is 24 hours and 6 hours distant from the oil harbour/terminal 
and any other time, if any appreciable change occurs in the original ETA 
or those subsequent thereto. 

Communication for Contacting Agent: 
1. Tankers approaching the oil harbour/terminal should make initial 
contact on VHF Channel 16. 

Masters are recommended to use this system on coming within 
radio range of Port Control, particularly when approaching the port, 
as if poor visibility exists the tanker’s approach may not be observed. 
Attention to VHF communications may be the means of avoiding 
delay in berthing. 

During berthing, the ship's radio will be under the sole control of 
the Master, and the terminal radios will be under the sole control of 
the Termina! Superintendent or his assistant. 

Masters are reminded that if tankers are requested to anchor to 
await berthing, it is their responsibility to maintain constant listening 
watch on VHF Channel 16 to receive Terminal instructions. Any delay 
due to failure to maintain a constant listening watch on Channel 16 
will be for the ship's account, and will not be included in Lay Time 
calculation. 

For subsequent inter-ship communications within the oil harbour/ 
terminal a ‘walkie-talkie’ UHF Radio on Frequency 157.725 MHz 
will be used by the Pilot/Mooring Master. This frequency will not be 
used for general purposes, unless clearance is obtained by the oil 
harbour/terminal. This is required for safety reasons. 

Should all radios on the tanker become inoperative, the emergency 
signal, i.e. continuous blasts on the ship's whistle will be sounded to 
notify the oil harbour/terminal of the radio failures. Upon hearing this 
signal from a tanker, the terminal will immediately stop loading/ 
discharging until communications have again been re-established. 

2. In the event incoming tankers are not able to contact the oil harbour/ 
terminal on the foregoing VHF/FM Frequencies, or by HF/SSB, 
Pertamina maintains coastal radio stations located in Jakarta. 

Pertamina Jakarta Radio, Call Sign PKI-2, may be contacted on 
HF/SSB on the following frequencies and during the following service 
hours: 


Frequency Hours Keep Watching 

(kHz) (GMT) (kHz) 

452 H24 500 
8626 0200-0400/1000-1200 8363.2-8364.8 
0500-0600/1 400-1600 8372.8-8373.6 
0700-0800/1700-2000. 

12980 0100-0200/1 200-1400 12544.8-12547.2 
0400-0500/1600-1700 12559.2-12560.4 
0800-1000/2000-2200 

4419.4 0500-0600/0800-0900. 4125.0 
4425.6 1600-1800/2200-2400 4131.2 
6512.6 0000-0100/1200-1400 6206.2 
0300-0400/1800-2000 
0600-0700 
8759.2 0100-0300/1 100-1200 8235.3 
0400-0500/1500-1600 
0700-0800 
VHF Channel H24 Channel 16 
9, 16, 19 


Details of Cables: 
The following information should be included in the cable: 
Name of vessel and Radio Call Sign. 
Cargo requirements. 
Quantity of ballast loaded on passage/arrival. 
Quantity of segregated/dirty ballast on arrival. 
Draft on arrival (forward and aft). 
Last Port of call. 
Flange dimensions of vessel's manifold connection, if not to ASA 
series 150 or equivalent. 
Maximum loading rate and approximate topping-off rate. 
If there is any sickness aboard, give whatever information is available 
as to the possible type of sickness. 
Confirm that vessel has clean Bill of Health. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englany 


Any hull, bulkhead, valve or pipeline leaks on vessel which could 
affect loading/discharging or cause pollution. 

Special conditions, difficulties, defective equipment or gear which 
could present special hazards or difficulties when mooring/ 
unmooring or during operations. 

Distance in feet/metres from the bow to vessel's loading manifold. 


The following information should be included in the cable by LPG 
tankers: 
Total cargo capacity in cubic metres. 
Have any cargoes other than LPG been carried during last 3 loaded 
voyages. 
Gauge pressure, top, bottom and mean temperatures of each cargo 
tank. 
Maximum allowable relief valve settings for all cargo tanks. 
Maximum Oxygen content by volume per cent of each inerted cargo 
system. 
If tank purging required specify whether: 
(a) Parallel or in Series. 
(b) Liquid from shore direct to cargo tanks. 
(c) Liquid from shore to deck tank to vaporisers to cargo tanks. State 


capacity of ship's vaporisers in tons of LPG per hour throughput. 


If cooling down tanks is required, specify maximum cooling rate in 
terms of temperature reduction per hour and maximum 
temperature differential permitted between any 2 points in cargo 
tanks. 

Available total capacity of ship’s reliquefaction plant for each 
nominated cargo product. 

Grade and quantities of any part cargoes or cargo residues and 
where loaded. 

Are part cargoes to be commingled with refinery loadings. 


Quantity of purge product required in addition to cargo requirements. 


Type of ship's reliquefaction system, i.e. direct, cascade or other. 
Capacity of ship's gas blowers to shore vapour return line in volume 
per hour at reference temperature. 


For further information contact Pertamina Direktorat Perkapalan dan 
Telekomunikasi, 32-34 Jalan Yos Sudarso, Tanjung Priok, Jakarta, 
Indonesia. Attention: Biro Pelabuhan Sub Dit. PMK. Telephone: (Hunting 


lines): 494309 Ext. 217, 362, 363, 365. (Direct lines): 495402, 490323. 


AMBON: 03.41 S. 128.10 E. 


DOCUMENTS: 
14 Passenger Lists. 

7 Crew Lists. 

2 Customs Documents. 

2 Health Documents. 

7 Cargo Manifests. 

7 Bills of Lading. 

5 Ship’s Papers. 

Sailing Permit. 
PILOTAGE: Compulsory. Apply for pilot boat by calling Ambon Coast 
Station (Ambon Radio) or fly “G” Flag. Pilot boat located at Ambon Bay. 
Entrance in all seasons and weathers. All parts of Ambon Bay suitable 
for anchorage to await Pilot. 
ANCHORAGE: 03° 40’ 04”S. 128° 10’ 02”E. or 03° 40’ 56”S. 
128° 10' 48” E. Areas of anchorage can take all sizes of vessel. 
RESTRICTIONS: Open 24 hours. Tides do not affect entry. But when 
entering at night ship must anchor and await orders. 
MAX. SIZE: Max. draft 11.0 m. 
HEALTH: Port Health Officer boards vessel together with Pilot. 
RADIO: Ambon Coast Radio, call sign PKE. Operating 24 hours. 
Frequencies 500-470 kHz, 8473 and 8472-8799 kHz and 13101 kHz. 
VHF all Channels used. 
TUGS: Normally tugs do not join vessel but when necessary to use tugs 
call PT “Dock Waijame”’. 
BERTHING: Joos Soedarso Pier: length 187 m., breadth 35 m., depth 
12m. Wainitu Pier: length 100 m., breadth 20 m., depth 8 m. Halong 
Navy Pier: Length 153 m., depth 11.0 m. 
CRANES: Mobile cranes, capacity 5 tons — 40 tons. 
STEVEDORES: Agent arranges. 3 stevedore companies: PT. “Gotong 
Rojong”, PT. “Mastra” and PN. “Varuna Tirta Prakarsa”. 
MEDICAL: Hospital facilities available. No advance notice required. 
TANKERS: Berth at Wainitu Pier. Type of pipe, 6 in. and 8 in. 
Discharging capacity, 125 t.p.h. 
FRESH WATER: Available only at Joos Soedarso Pier. Loaded by pipe- 
line with 25 t.p.h. capacity. 
FUEL: Only diesel and marine fuel. 
CONSULS: No consuls available locally. 
REPAIRS: Deck and engine repairs available. Floating dock, lifting 
capacity for 2,000 d.w.t. 
GANGWAY/DECK WATCHMEN: Deck watchmen needed, particularly 
for tankers. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: Cannot be held out of bond. 
REPATRIATION: Possible. Dealt with by Immigration through Jakarta. 
AIRPORT: Distance from airport about 7 miles. Regular airline ‘Garuda 
Indonesian Airways” (GIA). 4 flights per week from Ambon to Jakarta. 
TIME: Local time GMT plus 10 hours. 
HOLIDAYS: Port open for 24 hours even in holidays 
POLICE/AMBULANCE/FIRE: Police and Port Health at Port. But when 
necessary to use fire brigade call by connecting to “Burgomaster’’. 
SHORE LEAVE: All crew members allowed ashore with permission of 
Immigration. 
IDENTIFICATION CARDS: Needed by Immigration (landing permit). 
DEVELOPMENTS: Plans for future developments dependent on 
Government expenditure. 
AUTHORITY: Ambon Port Administration. 
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ARDJUNA: 05.54 S. 107.44 E. (See Plan , 


LOCATION: Ardjuna Marine Terminal is an open, unsheltered MOF 
in the Java Sea, about 18.5 miles from the nearest point on the Now 
Coast of Java. 
The Terminal is approximately North 72° East distant 59 Nautical mig 
from Jakarta. 
There are 5 standard type single buoy moorings and 1 rigid arm Sings 
buoy mooring situated as follows: 
1. A chartered crude oil storage tanker SBM (Buoy No. 1). | 
Lat. 5° 54’ 15” S., Long. 107° 44’ 22” E. 
2. Crude oil export SBM for tankers loading from “Arco Ardjuna’ » 
chartered crude oil storage tanker (Buoy No. 2). ; 
Lat. 5° 53’ 19" S., Long. 107° 45’ 18” E. 
3. NOS oil Storage Barge “Cempaku Nusantara” SBM (By, 
No. 3). 
Lat. 5° 54’ 10.6” S., Long. 107° 43’ 45” E. 
4. Crude oil export SBM for loading from “Arco Ardjuna’ or Charters: 
crude oil storage tanker (Buoy No. 4). ; 
Lat. 5° 53’ 29” S., Long. 107° 43’ 20” E. 
5. Liquefied Petroleum Gas Storage Barge “Ardjuna Sakti’ rig 
arm type SBM. (Buoy No. 5). 
Lat. 5° 53’ 10” S., Long. 107° 44° 13” E. ; 
6. Butane SBM for butane export tankers (Buoy No. 6). ! 
Lat. 5° 52’ 19” S., Long. 107° 45’ 18” E. \ 
THE FOLLOWING ITEMS ARE OF PARTICULAR IMPORTANCE: 
1. No dirty ballast. 
Tankers with dirty ballast will be rejected and will have to tends 7 
a new Notice of Readiness upon second arrival. 
. No shore leave. } 
( 
t 


on 


- No crew changes. 

If emergency conditions prevail, for humanitarian reason 
exceptions to the foregoing may be permitted. All expenses 
incurred will be for ship's account. é 

4. No stores available. 1 

5. No clinic is available. 7 

6. The laws of Indonesia govern this Terminal and all personnel ar 

urged to abide by them. é 

7. During daylight hours the Indonesian flag must be flow t 

throughout the vessel's stay in port. 

8. Ardjuna time is GMT plus 7 hours throughout the year. 

9. No bunkers are available. 

0. Pertamina Directorate of Shipping and Telecommunicatios 

Jakarta, handles all Agency matters for tankers. 

11. The Unit of Currency is the Indonesian Rupiah. é 
The rate of exchange varies from time to time. The Master ca t 
obtain the current exchange rate from the Agent. 

12. There are no Consulates available at Ardjuna Marine Termin t 


However, there are many Embassies and Consulale 

represented in Jakarta 59 nautical miles S.W. of the Terminal i 
13. Language of the port is English and Indonesian. t 
14. Only authorised personnel or visitors are permitted on the Storage 

Barges and/or Export Tanker. : 
15. No fresh water is available. \ 


16. No slop tanks are available. 

17. The Crude Oil testing laboratory is equipped to perform the 
following tests: 

API Gravity, B.S. & W., Pour Point and R.V.P. 
Any additional tests that may be required will be performed © 
Jakarta. 

18. For convenience, mail for personnel on incoming tankers may & 
sent to the Jakarta Office of The Company for delivery to te 
tanker when it arrives at Ardjuna Marine Terminal. Except on f 
emergency basis, spare parts or other material will not b 
accepted for delivery to incoming tankers. J 

DOCUMENTS: 

8 copies Crew List. \ 

8 copies Passenger List. 

3 copies Ships Stores List. L 

3 copies Crew Personal Effects List. 

Last Port Clearance. t 

Health Declaration. 

Ship's Certificates. ¢ 

The Harbour Master submits a Harbour Report Form for the Masi’ 

to complete. t 
The Agent prepares the ship's documents check list form to che? \ 
the validity of each document. These documents are: Certificate © é 
Registry, Ship's Construction Certificate, Load Line Certificate, Li f 
Safety Equipment Certificate, Safety Radio/Telephone/Teleg@ 
Certificate; Cargo Gear Certificate; Derat Certificate or Exempt’ ‘ 
Certificate. This list is then delivered to the Harbour Master with 
following documents attached: Last Port Clearance, Crew List approv® | 
by the Immigration Officer and light dues receipt if arriving from anor 
Indonesian port. The Harbour Master issues a port clearance F 
departure provided clearance is also granted by the other gover 
authorities. A Panamanian port clearance for Panamanian flag vess®* t 
is not required at Ardjuna. iyi i 
The Immigration Officer requires 2 copies of the Crew List and : 
check the Ship's Articles and the passports of the crew. When the# 
documents are found to be in order, an arrival clearance will be ma ‘ 
on the Crew List. ‘ 

If arriving from another Indonesian port the Agent will sign a guaran } 

if the vessel cannot prove that light dues have been paid. ‘ 
Cargo Documentation: Documents such as Bills of Lading, om ‘ 
Certificate, Quantity Certificate, Dry Certificate, Ullage Certificate, " 4 : 
Loading Report, Certificate of Origin, Cargo Manifest and Masie® 
Receipt for Documents/Samples are prepared at Ardjuna Mame ‘ 
Terminal. When the tanker has been loaded, the documents 


completed and be taken aboard the tanker for the Master's signa¥° 


P™ 


sgaing of these Documents by the Master will take place at the same 
vee nal departure clearance formalities are being carried out. 

yjotes of Protest, if any, should be handed to the Mooring Master for 
.wer delivery to Atlantic Richfield Indonesia Inc., Jakarta. Please note 
ew the Mooring Master will acknowledge receipt of the Note of Protest 
wy and is not authorized to accept such letters. 
seoarture Procedure: 
“pnor to the vessel's departure, the Immigration Official requires 
seopies of the Crew List to be marked for ‘Departure Immigration 
segrance’”’, and duly signed, it will be distributed as follows: 


Master of the vessel 1 copy 
Harbour Master 1 copy 
Customs 1 copy 
Pertamina Agent 1 copy 
Immigration 2 copies 
Total 6 copies 


The Customs Official on duty will issue the Customs 5-B Form which 
serves as Customs Departure Clearance. 

Ypon presentation of the Crew List which is signed and marked for 
seoarture Immigration Clearance and Customs Clearance, the Harbour 
Jaster will issue the Port Clearance. 

Final Clearance formalities will be carried out aboard the tanker, either 
«the Export SBM or alongside the storage barge “Ardjuna Sakti” or in 
ne Anchorage Area, as circumstances dictate. 

Before leaving the Terminal Area, the Master should advise the 
‘eminal, the vessel’s ETA at destination through the Mooring Master. 


ILOTAGE: Under normal conditions, if a tanker is scheduled to berth 
con arrival, the Mooring Master will board such tanker in the vicinity of 
ne mooring area. 

Tankers waiting to load shall wait their turn in the recommended 
nchorage area, and shall maintain radio-telephone contact with the 
‘eminal using the International Marine Calling & Safety Channel 16 for 
‘eminal instructions. : 

The Mooring Master will act on behalf of the company to sign 
cknowledgement of tankers’ Notice of Readiness. Such notice will not 
¢ accepted for a time earlier than: 

(a) the Master has received the Mooring Master onboard or 

(b) the tanker shall have dropped anchor within the recommended 

anchorage area, and has advised the Terminal the time of 
anchoring. 

Exception to (a) and (b) will be if the tanker is within the anchorage 
rea awaiting arrival of the Mooring Master and has been requested by 
"e Terminal not to anchor. 

ln this case N.O.R. will be accepted from the time the Terminal 
equested the ship not to anchor. 

The company reserves the right to decline to berth a specific tanker 
‘iiscondition or facilities are unsafe for berthing or loading, even though 
'e berth may be open to other tankers. 

The decision of the Atlantic Richfield Indonesia Terminal 
superintendent or his designated alternate to berth or not to berth a 
esse! shall be final. 


ANCHORAGE: For tankers requested to anchor, the recommended 
nchorage area is an area Northwestward from the Single Buoy 
foorings enclosed by a line drawn through the following positions. 

Eat. 5° 52*36”" S\ Long. 1072/4136" E. 

‘BY Lat!’ 5° 50’ 57”'S., ‘Long. 107° 40’ 57” E. 

C” Lat. 5° 50’ 06” S., Long. 107° 42’ 40” E. 

“D" Lat. 5° 51’ 24” S., Long. 107° 43’ 19.5” E. 
Prior to their arrival Masters of tankers should contact the Terminal 
‘instructions concerning anchorage positions. 
Under no circumstances should the export tanker enter the Restricted 
vea around the structures without a Mooring Master aboard. 
The attention of Masters is drawn to the existence of underwater pipe- 
nes in the Restricted Area (see ‘‘Plan”). 


\AVIGATION AIDS: 
‘pproaches: Approach information can be obtained by radio from the 
sminal. Under normal weather conditions, if a tanker is scheduled to 
rth upon arrival, the Mooring Master will board such tanker in the 
*0se Vicinity of the mooring area. 

addition to the single buoy mooring points for export tankers and 
ne storage barges, various oil wells and production structures are 
‘ated in the immediate vicinity and the areas extending East, South 
*d Westerly from the storage barges which constitute a hazard to 
‘vigation for mariners. 

BMs, storage barges and structures within Ardjuna Marine Terminal 
#@a display the following visual characteristics: 
“port Single Buoy Moorings (Buoy No. 2, No. 4 and No. 6): A white 
9 flashing every second, visibility 5 miles, mounted on the rotating 


ck of each SBM. Buoy No. 4 and No. 6 are fitted with radar reflectors. 


Yorage Barges “‘Cempaka Nusantara’” and “‘Ardjuna Sakti’ and 
vhartered Vessel: By day, the black ball as required by the Regulations 
Preventing Collisions at Sea. The 2 storage barges at night display 
e lights for tankers at anchor as required by the Regulations for 
Jeventing Collisions at Sea and are equipped with automatic fog signals 
4the bow and at the stern. 

7 Each barge has a bell forward as required by the Collision Regulations 
gong aft, under the same rules. When visibility is restricted the Fog 
ome are continuously sounded. The SBM to which the “Cempaka 
“Sentara” is moored, is fitted with a radar reflector and a white light 


neg every second visibility 5 miles. The chartered storage tanker 
ma No. 1) shows a white light flashing every second visibility 


Ril SBM to which “Ardjuna Sakti” is moored, shows a white light 
5 lg alternately for a 3-second period and a 1-second period every 
Seconds, visibility 5 miles. 


INDONESIA 


Crude Oil Production Platforms and Natural Gas Liquids Processing 
Facilities: There are 5 crude oil production platforms, 16 well platforms, 
1 junction platform, 1 natural gas processing facility platform and 
1 quarters platform for the natural gas facility within the Ardjuna Marine 
Terminal area. 

“B" (Bravo) Flow Station, situated approximately 0.5 nautical miles 
South of the ‘“Cempaka Nusantara” Barge. Indicated as BB. 

“E" (Echo) Flow Station, situated 12 nautical miles Eastward of Bravo. 
Indicated as platform EA. 

“K" (Kilo) Flow Station, located 8 nautical miles S.S.W. of Bravo. 
Indicated as platform KA. 

“L" (Lima) Flow Station, situated 15 nautical miles West of Bravo. 
Indicated as platform LA. 

“U" (Uniform) Flow Station, located 13 nautical miles S.S.E. of Bravo. 
Indicated as platform UB. 

“M” (Mike) Flow Station, located 33 nautical miles West of Bravo. 
Indicated as platform MX. 

“F” (Foxtrot) Flow Station, located 28 nautical miles E.S.E. of Bravo. 
Indicated as platform FC. 

“NGL” The natural gas facility and quarters platforms are joined by a 
bridge. Their position is: 

Lat. 5° 54’ 36” S., Long. 107° 44’ 01” E. 

In addition to the above specified obstructions and navigational aids, 
all platforms display interrupted quick flashing white lights. The storage 
barges, flow stations, LNG facility and quarters platforms will brightly 
illuminate the areas around them at night through the use of lights for 
normal working purposes. 

MAX. SIZE: SBMs No. 2 and No. 4 up to 100,000 d.w.t. and 200,000 
d.w.t. respectively (for crude oil). Max. draft 30.20 m. 

SBM No. 6 up to 50,000 d.w.t. (for butane liquids). Depth of water 

approximately 135 ft. below mean sea level. 
RADIO: Advice of Arrival by Cable or Telex: It is important that incoming 
tankers advise Ardjuna Marine Terminal 72 hours and 48 hours before 
estimated time of arrival, giving the best estimate of ship’s arrival at the 
Terminal, via: 

Cable address: ARDJAK, Terminal Section, Jakarta 

Telex number: 011 — 47390, Jakarta. 

Time to be used for ETA is “GOLF” Time Zone of GMT plus 7 hours 
throughout the year. 

The first message should also include the following information: 

1. Name of tanker and Radio Call Sign. 

2. Cargo requirements. 

3. De-ballast time. (Note: If a separate/permanent ballast system is 
fitted on board, ability of ship to load crude oil and discharge 
ballast simultaneously must be stated.) 

. Maximum loading rate. 

. Arrival draft, forward and aft. 

. Last Port of Call. 

. Confirm that vessel has clean Bill of Health. 

. If there is any sickness aboard, give whatever information is 
available as to the possible type of sickness. 

9. If cholera inoculation required. If so, number required. 

10. Distance in feet from the bow to tanker’s loading manifold. 

Further ETA messages should be sent to Ardjuna Marine Terminal 
via above cable address and Telex Number when the tanker is 24 hours 
and 12 hours distant from the Terminal and any other time, if any 
appreciable change occurs in the original ETA or those subsequent 
thereto. 

RADIO COMMUNICATIONS: 
(1) VHF/FM Radio Telephone: (\nternational Marine Calling & Safety 
Channel 16, Freq. 156.800 MHz). 

Masters are recommended to use this system when they arrive within 
radio range of the Ardjuna Marine Terminal, particularly when 
approaching the port. If poor visibility exists the tanker’s approach may 
not be observed. Attention to VHF communications may be the means 
of avoiding delay in berthing. 

During berthing the ship's radio will be under the sole control of the 
Master, and the storage barge radios will be under the sole control of 
the Terminal Marine Superintendent or his assistant. 

Masters are reminded that if tankers are requested to anchor to await 
berthing, it is their responsibility to maintain constant listening watch on 
VHF Channel 16 to receive Terminal instructions. 

Any delay due to failure to maintain a constant listening watch on 
Channel 16 will be for the ship's account, and will not be included in 
Lay Time calculation. 

The Ardjuna Marine Terminal is equipped with VHF/FM Radio 
Telephone Sets and continuous watch is maintained on Channel 16 
(Freq. 156.800 MHz) and Frequency 157.725 MHz. 

Tankers approaching the Terminal should make initial contact on 
Channel 16. For subsequent inter-ship communications within the 
Terminal a ‘“Handie Talkie’ UHF Radio Freq. 157.725 MHz will be used 
by the Mooring Master. 

This frequency will not be used for general purpose, unless clearance 
is obtained by the Terminal. This is required for safety reasons. 

Should all radios on the tanker become inoperative, the emergency 
signal i.e. continuous blasts on the ship's whistle will be sounded to 
notify the Terminal of the radio failures. Upon hearing this signal from 
a loading tanker the storage barges will immediately stop loading to the 
Export Tanker until communications have again been established. 

(2) High Frequency Single Side Band Radio Telephone: A voice 
message from incoming tankers may be relayed by HF/SSB. Atlantic 
Richfield Indonesia Inc., located in Jakarta, Indonesia, is inter-connected 
to the Ardjuna Marine Terminal via local communications system and 
maintain a continuous watch on HF Frequency 7320 kHz (Upper Side 
Band A3J Mode, 100 Watts, Vertical Whip Antenna, Call Sign 8GJ9). 
(3) Pertamina Control Radio Stations — HF/SSB: |n the event incoming 
tankers are not able to contact the Ardjuna Marine Terminal on the 
foregoing VHF/FM Frequencies, or by HF/SSB, Pertamina maintains 
coastal radio stations located in Jakarta and Merak. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler, 


Pertamina Jakarta Radio, Call Sign PKI 2 may be contacted on HF/ 
SSB per following frequencies and during the following service hours: 


Frequency/kHz Hours/GMT Keep Watch/kHz 
452 0000-2400 500 
8626 0200-0400, 0500-0600, 0700—0800, 8363.2-8364.8 


1000—1200, 1400-1500, 1700-2000, 


12980 0000-0200, 0400-0500, 0800-1000, 12544.8-12547.2 
1200-1400, 1600-1700, 2000-2200, 12559.2—12560.4 
4419.4 | 0100-0400, 0700-0900, 1000-1100, 4125.0 & 4131.2 
4425.6 1300-1500, 1800-2000 
6512.6 | 0000-0100, 0300-0400, 0600-0700, 6215.5 & 6202.2 
6521.9 1200-1400, 1800-2000 
8759.2 0100-0300, 0400-0500, 0700-0800, 
1100-1200, 1500-1600 
VHF 
Ch. 9/16/19 0000-2400 Channel 16 


Pertamina Merak Radio, Call Sign PKQ may be contacted on HF/SSB 
per following frequencies and during the following service hours: 


Frequency/kHz Hours/GMT Keep Watch/kHz 

452/500 0000—1600 500 

8626 0100-0200, 0900-1000, 8363.2-8364.8 
1500-1600 8372.8-8373.6 


4419.4, 4425.6 
6512.6, 6521.9 


0000-0100, 1200-1400 
0200-0300, 0400-0500, 
0800-0900, 


4125.0, 4131.2 
6206.2, 6215.5 


VHF 
Ch. 9/16/19 0000-2400 Channel 16 

Masters should request the Pertamina Coastal Radio Station to relay 
the necessary information to Atlantic Richfield Indonesia Inc., Jakarta 
attention “Terminal Section” by telephone number: 737474 (18 lines) or 
by Pertamina Internal Telex System number 18 which is the designated 
number of Atlantic Richfield Indonesia Inc., Jakarta. 

Also see “General” before first port. 
HEALTH/IMMIGRATION/CUSTOMS: In accordance with practice in 
Indonesian ports, quarantine, immigration, pilot and call sign flags must 
be displayed by all vessels approaching Ardjuna. These signals shall 
be displayed continuously until clearance is granted. The signals are as 
follows: Sunrise to sunset: quarantine flag “Q’’. Sunset to sunrise: signal 
lights (red over white). 

The “N” flag should be flown until the Immigration Officer boards the 
ship. The “G” flag (request for Pilot) should be flown until the Mooring 
Master boards. The vessel should also fly its call sign. As soon as the 
Mooring Master boards, the “G” flag should be replaced by the “H” flag 
which signifies that the Pilot is aboard. The tanker may fly the “P” flag 
if it is going to sail within 24 hours. 

Indonesian Immigration, Customs and Harbour Master Officials will 
board the vessel after arrival to grant clearance. 

Each tanker entering the port of Ardjuna must have requested and 
been granted Flag Dispensation prior to its arrival. At the same time, 
application is made for Provisional Pratique through the Directorate of 
Quarantine and, if granted, a cable advice is sent to the Harbour 
Authorities. 

Port Health Clearance is issued prior to the tanker’s arrival and is also 
valid for departure clearance. 

If Provisional Pratique is not granted a Port Health Officer will be 
provided. All of the foregoing is arranged through and by the Agent. 

Each Crew member should be in possession of an International 
Vaccination Card. 

After the tanker is all secured, the Customs Officer will seal the stores. 
If arriving from a foreign port, the Agent will prepare the General Cargo 
Declaration Form stating the cargo onboard the tanker and attaching 
appropriate shipping documents. If the tanker is arriving from an 
Indonesian port, the 5-B Form issued at the last Indonesian port will be 
retained by Customs and the arrival clearance at Ardjuna is granted. 
TUGS: There is 1 tug available to assist mooring/unmooring. When 
berthing at an SBM 1 mooring launch will be used to pass the line to 
the tanker. 

The following mooring Launches will be available for running lines as 
required, also for transporting Government Officials, Agents and other 
authorised personnel to and from the export tanker. 


Name and description Length Rated HP 
(1) Arco Ardjuna III 40 ft. 260 
(2) Arco Ardjuna IV 40 ft. 260 
(3) Arco Ardjuna V 40 ft. 275 


TERMINAL FACILITIES: For Crude Oil Tankers: 

Export SBMs No. 2 and No. 4 are designed, during reasonable 
weather conditions, to handle tankers up to 100,000 d.w.t. and 200,000 
d.w.t. respectively; each SBM is equipped with dual 160 ft./15 in. 
circumference floating braidline mooring ropes with 22 ft. long anti-chafe 
chains fitted, so arranged as to avoid chafe to the mooring ropes while 
tankers are at the buoy. 

The crude oil loading hoses are connected to the ship's manifold on 
the port side of the Export Tanker. Tankers arriving are requested to 
have the derrick on the port side raised and rigged, ready to lift aboard 
the Terminal equipment. 

Crude oil tankers are loaded through 2 strings of 16 in. I.D. floating 
hoses extending from the Export SBMs No. 2 and No. 4, connected to 
the tanker’s port side manifold at the ends by means of the rail hoses 
of 12in. 1.D. All crude oil tankers not having 12 in. hose connection 
should provide their own reducers in such a way as not to cause any 
delay in the hose connecting operation. On SBMs No. 2 and No. 4 the 
length of the hose strings is 795 ft. 

For crude oil tankers intending to load in the Ardjuna Marine Terminal, 
the eoons from the bow to the loading manifold should not exceed 
450 ft. 

The minimum loading rate at the Ardjuna Marine Terminal for crude 
oil tankers is 15,000 bbis./p.h.. Any tanker arriving unable to receive 
crude oil at the above rate may be rejected. Tankers loading crude oil 
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at the SBMs No. 2 and No. 4 can accomplish a maximum loadi 
of approximately 30,000 bbls./p.h. and 35,000 bbis/p.h. respecti 

In order to save time as well as to make the berth available for Othe, 
it is requested that ships receive crude oil as fast as it can be delivers, 
with due regard for safety. 

Masters are reminded that for safety reasons, it is advisable to 
the ship half loaded as quickly as possible. Rate can be reduced jy 
topping off tanks. When requested by the ship to stop, cessation Of crus 
oil flow is almost immediate. 

Storage Barge ‘‘Cempaka WNusantara": The company 
administrative offices, storage and laboratory for testing crude oil Stog 
are located on board storage barge “Cempaka Nusantara”. 

Overall length of the barge is 467 ft. 10 in. Total crude oil Capacity; 
1,022,000 gross barrels, for the “Cempaka Nusantara” 
approximately 2,000,000 gross barrels for the chartered crude » 
storage tanker. 

Loading of crude oil from the storage barge to the tankers will j 
through A.O. Smith Positive Displacement Meters, of which there a 
four, each having a maximum capacity of 12,500 bbls./p.h.. “Cempak 
Nusantara” barge is moored on the SBM No. 3, Lat. 5° 54’ 10.6"5 
Long. 107° 43’ 45” E. 

Chartered Crude Oil Storage Tanker: The storage tanker is located: 
mooring SBM No. 1, the position of which is Lat. 5° 54’ 15" S., Long 
107° 44’ 22” E. 

Ardjuna crude oil is available from the above storage tanker, 
transfer through the “Cempaka Nusantara” metering system. 
Ardjuna Crude Specifications: 


API gravity at 60° F 37.0 — 35.0 
Reid Vapour Pressure 6.0 — 10.0 p.s.i.g. 
Sulphur, % Wt. 0.06 — 0.10 
Kinematic, Viscosity 

at 100°F 1.20 — 4.00 cST 
Pour Point, °F 75+ 
Carbon Residue, % Wt. 0.50 — 1.45 
B.S. & W, % Vol. 0.05 — 0.15 
Flash (TCC), °F Below 50 


For LPG Refrigerated Vessels: 
Storage Barge ‘'‘Ardjuna’ Sakti’’: 

1. The LPG storage facility is a prestressed concrete barge, measur 
461 ft. in length, 136 ft. in width and having a depth of 56.4 ft. 
The barge carries 12 tanks each of which has a capacity ¢ 
31,528 barrels giving a total of 378,336 barrels. 

An average pumping rate of 3,180 cu.m.p.h. (loading) can t& 
achieved. The following operating rules have been adopted whic 
shall apply to the lifting of products from the “Ardjuna Sakti”. 

2. Refrigerated LPG vessels will not be considered ready for loading 
at Ardjuna Marine Terminal unless and until all LPG tanks conter 
LPG vapours and are cooled down sufficiently to permit loading? 
products nominated. 

3. Vessels receiving fully refrigerated products will only be acceptabé 
for loading provided they are capable of receiving the products # 
their boiling points at 0.5-2.5 p.s.ig. Such vessels must haveé 
refrigeration system capable of liquefying all vapours coming fron 
vessels tanks resulting from loading at an average rate ? 
3,180 cu.m.p.h., and including those vapours formed as a resull? 
heat gained by the vessel's tanks. 

4. The “Ardjuna Sakti” is equipped with a vapour compressor att 
condensing facilities for liquefying vapours, however, no liability’ 
any kind whatsoever, to provide the compressor and or condensit 
facilities for vessels use is accepted. 

5. Provided a vessel has the capabilities described in paragraph (3) 
at the sole discretion of the Terminal Superintendent or hs 
designated representative, in the event the vessel has difficulties 
with her refrigeration system, the facilities available on the “Ardjur 
Sakti” may be made available to assist the vessel, provided the 
are operational. There is no obligation implied or accepted © 
continue to assist the vessel with chill down, even if assistance § 
commenced. In the event that assistance is requested and * 
provided all charges and expenses incurred shall be paid for by 
consignee. Such charges shall include any amount payable * 
demurrage for all the time that chill down operations causes ff 
vessel to exceed the allowed laytime. The conditions set out int" 
Paragraph (5) for assisting in chill down operations shall apply ® 
purging operations. 

6. Ardjuna Marine Terminal has no facilities for inerting arriving LPé 
tankers. It is imperative that arriving vessels do not arrive with tans 
designated to receive product “in air. Vessels arriving to load 
will not be accepted for loading product if the oxygen in the tan 
exceeds 8.0 mole per cent. 

7. Loading lines and vapour return lines at the Ardjuna Mar 
Terminal are fitted with quick release Camlock flanges which #& 
12 in. ASA 150. Arriving vessels must be able to connect to the* 
flanges. The terminal will have a limited number of spool pie 
and reducers available but will accept no obligation or liability ® 
provide them. It is the vessel's responsibility to provide a connect” 
suitable to connect with the Camlock flanges described abo’ 
Failure of the loading vessel to present the required 12 in. ASA 18 
flange for connection will result in rejection of the vessel for load 
and cancellation of her Notice of Readiness. All costs, charges ®* 
expenses incurred due to rejection will be for vessel's account 
Should it be necessary to assist a ship with the use of the tem? 
ship vapour compressor a charge of U.S.$250 will be made for ow 
hour or part of an hour that the terminal ship vapour pressu®* 
used by the ship. 

8. Venting of product while the vessel is within the Ardjuna Ma 
Terminal is not allowed. Failure to comply with this requirement™ 
result in delay or cessation of loading and all costs, expense 
losses due to loss of production caused by such failure to cong 
will be for the account of the buyer. 
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sy Butane Tankers: : 
vessels arriving in the Ardjuna Marine Terminal to load Butane Plus 

ype berthed at the SBM No. 6 which is designed, weather permitting, 

“vandie tankers up to to 50,000 d.w.t. 

7 gutane Plus tankers are loaded through a 722 ft. long string of 6 in. 

*) foating hose extending from the SBM and connected to the tanker's 

sotside manifold. The floating hose is equipped with a 6 in. ANSI 150, 

“-« release Camlock flange. Tankers not having a 6 in. manifold 

enection must provide their own reducer to permit the loading. Failure 

carry out this obligation may result in rejection of the vessel for loading 
y¢ nullification of her Notice of Readiness. All costs, charges and 

‘ incurred therefrom will be for the ship's account. 

"0p arrival at the terminal area, butane tankers are required to have 

»e port derrick ready to lift the equipment necessary for berthing and 

sadng. The weight of the loading hose to be lifted is approximately 

1500 Ibs. 

he quantity of Butane Plus delivered will be determined by the 

netering system consisting of 23 in. A.O. Smith Positive Displacement 

jeters. These meters are located on the NGL Plant situated 

sproximately 3 miles S.W. of the SBM No. 6. 

_ An arriving Butane Plus tanker will not be accepted for loading 
if: 

Sega in the tanks exceeds 8.0 mole per cent. 

» Vessel is not adequately equipped with boil-off liquefaction unit 
capable of liquefying all vapours coming from vessels tanks 
resulting from loading at the maximum rate of 115 cu.m./hr. 

There is no facility for inerting butane tankers on SBM No. 6, nor is 

sere a ship's vapour return line facility. 

\asters of vessels are strongly reminded to ensure that ship's vapour 

ompressors are in good running condition. 

Failure to observe such requirement may result in cessation of the 

ading and any delay so caused will be for the ship’s account. 

Butane Plus tankers intending to load at SBM No. 6 will not be 
ccepted if the bow-to-manifold distance exceeds 400 ft. 

During the extended loading period of the Butane Plus tanker at the 

8M No. 6 it is the responsibility of the vessel to ensure that all mooring 
“es and loading hoses are properly tended. 
The Terminal Mooring Masters may at any time request the ship’s 
suring lines to be tightened or slacked under the direction of a 
sponsible ship's officer. This may be necessary to avoid the ship 
verriding the buoy. Failure to comply with such a request may result 
‘cessation of loading and all costs, expenses or losses due to loss of 
duction caused by such failure to comply, will be for the account of 
e buyer. See also “Mooring/Unmooring’”’. 

Masters of butane tankers are advised that raising, lowering 
necting and disconnecting of butane loading hoses as well as other 
ours and duties on shipboard connected with the loading of cargo or 
antaining mooring lines in a correct manner will be performed BY THE 
HIP’S CREW DIRECTED BY A RESPONSIBLE OFFICER as required 
jthe Mooring Master. Loading of a butane tanker is through one string 
Gin. |.D. loading hose with 150 ASA flange rating. The weight of the 
0s¢ is approximately 2.5 tons. All tankers loading butane at SBM No. 6 
idjuna Terminal must be able to connect their manifolds to the 6 in. 
ose. Masters are strongly reminded, that it is the ship's responsibility 
) provide reducers to make the connection, if the ship's manifold is 
ot 6 in. 

Venting of product while the vessel is within the Ardjuna Marine 

eminal is not allowed. Failure to comply with this requirement may 
sult in delay or cessation of loading and all costs, expenses or losses 
We to loss of production caused by such failure to comply will be for 
account of the buyer. 
(00RING/LOADING/UNMOORING: The Ardjuna Marine Terminal will 
berate 24 hours a day, 7 days a week. Tankers will normally be berthed 
uing daylight hours, weather and other circumstances permitting. In 
cial circumstances at the sole discretion of the Company Terminal 
uperintendent night berthing may be allowed if all conditions are 
vourable. Unmooring will be carried out at any hour. 

Tankers to be moored or manoeuvred at the Ardjuna Marine Terminal 

ni boarded by the Company Mooring Master within the anchorage 

a. 


Under normal weather conditions if a tanker is scheduled to berth on 
mal, the Mooring Master will board such vessel in the close vicinity 
the mooring area. 

Allsuch manoeuvring of ships shall be done only in accordance with 
® advice of the Mooring Master, subject to the understanding that in 
‘cases and circumstances the Master of the tanker being manoeuvred 
‘all remain solely responsible on behalf of his vessel's owners for the 
alety and proper manoeuvring of his vessel. 

The Ship's Master, or one of his designated and qualified deck 
ficers, must be on the navigating bridge at all times while the vessel 
‘being manoeuvred. 

'ne Mooring Master will report unsatisfactory conditions to the 
‘pany Terminal Superintendent who may in turn, reject the tanker 
corrections are fully made. All costs accruing therefrom will be for 
vessel's account. The services of the Mooring Master are provided 
pon the express understanding and conditions that when any Mooring 
“ster provided goes on board a vessel for the purpose of assisting 
“Vessel, he becomes for such purpose the servant of the owners 
“he vessel and the company shall not be liable for any damage, or 
“Y resulting from any advice, or assistance, or actions directed, or 
i by such Mooring Master while on, or in the vicinity of the assisted 


The tankers cargo tanks are to be inspected by the Terminal 
- pesentative, and if suitable for loading crude oil, a signed notation 
“Sis effect will be made on the company Dry Certificate. 

tall ompany Terminal Superintendent, or his designated alternate, 
. be the sole authority to decide when the port is closed due to 
Sulable weather conditions preventing normal working operations. 
_.{flous combinations of wind, sea, and tidal conditions also the size, 
“9h, ballasted trim, and handling qualities of a vessel can affect the 
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decision to berth a vessel at Ardjuna Marine Terminal. All these factors 
have to be evaluated before a final berthing decision is made. 

Delays to vessels using Ardjuna Marine Terminal due to the port being 
closed because of bad weather conditions shall not be computed as 
used lay time when compiling vessel's turn around time. 

Request for the terminal to stop the flow of oil at a predetermined 
tonnage must be in writing. The request must include the statement by 
the ship's Master, that the company will not be held responsible for any 
error and that in case of the vessel being overloaded the excess cargo 
cannot be pumped back to the storage barge. The ship's Master will 
also be held responsible for any oil spills caused by this request. 

The ship's Master is responsible to ensure that no communication by 
radio is allowed within the terminal area. 

Unauthorised radio communications will be cause for cessation of all 
operations, except clearing of the berth, and the vessel's Notice of 
Readiness will be immediately nullified. 

The Master of each tanker will be given a copy of the Conditions of 
Use of Port of Ardjuna Marine Terminal which he will be required to sign 
before the vessel proceeds to berth. 

The vessel's personnel are responsible for the safety of the vessel 
and must take all necessary precautions, whether or not so advised by 
the Mooring Master, having in mind the hazards of the operation because 
of the products being handled, weather conditions and any other 
circumstances requiring special care or caution. 

Ships are requested to have a pilot ladder safely and securely rigged, 
ready for immediate use, and long enough to reach the Mooring Master's 
launch. 

A combination of pilot ladder and ship's accommodation ladder, so 
arranged that the personnel can first use the pilot ladder until part way 
up the vessel's side, and then transfer to the accommodation ladder is 
recommended, especially on very large tankers. A light line should be 
ready to take aboard the Mooring Master's equipment. 

Tankers will provide a broad lee for the Mooring Master both when 
boarding and leaving the ship. Adequate explosion proof lighting at night 
must be provided near the pilot ladder, and manifold connection area. 
During loading overside lighting must be provided in the vicinity of sea 
valves and floating hoses. 

During a tanker's stay at the Export SBM, emergency towing wires 
shall at all times be hung over the ship's stern on each quarter of the 
vessel. These wires shall be secured on the bollards inboard to enable 
the vessel to be towed away should the need arise. They must be tended 
throughout to keep the eye of the wire not more than 2 ft. above the 
water. 

Before any crude is loaded all ship’s scuppers on main decks must 
be plugged and cemented oil tight. Approved mechanical means of 
closing scuppers may be accepted. 

It is absolutely essential that extremely careful supervision be 
exercised by officers of all tankers while loading operations are in 
progress. A responsible ship's officer is required to be on duty 
continuously while the tanker is being loaded. He will be assisted by an 
adequate number of ship's personnel in these operations. 

It is the responsibility of the vessel to ensure that all mooring lines 
are properly tended on loading tankers. The Mooring Master at any time, 
may direct an additional ship's line to be secured to the buoy and this 
line to be hove up or slackened off under the supervision of a responsible 
ship's officer so as to prevent the vessel overriding the buoy. At all times 
sufficient crew must be available to carry out under the supervision of 
a responsible officer, instructions given by the Mooring Master. 

Masters of loading tankers are advised that raising, lowering, 
connecting and disconnecting of oil loading hoses as well as other 
labours and duties on shipboard connected with the loading of cargo or 
maintaining mooring lines in a correct manner will be performed by the 
ship's crew directed by a responsible officer as required by the Mooring 
Master. Loading of crude oil tankers is through 2 12 in. |.D. hoses with 
150 ASA flange rating. The weight of each hose is approximately 
2.5 tons. All tankers loading crude oil at Ardjuna Marine Terminal must 
be able to connect their manifolds to the 12 in. hoses. Masters are 
strongly reminded, it is the ship's responsibility to provide reducers to 
make the connection, if the ship's manifold is not 12 in. 

Preparations for mooring will be advised by the terminal through VHF 
communication prior to tanker’s arrival or by the Mooring Master before 
the mooring operation commences. 

Crude oil tankers are required to have ready: 

1. On the portside: a derrick of at least 5 tons safe working load, rigged, 

and ready to pick up the mooring and hose connecting gear from 
the Mooring Master's launch. 
This derrick subsequently will be used for raising, connecting, 
disconnecting and lowering loading hoses and eventually to transfer 
the mooring and hose connecting gear back to the launch before 
the tanker sails. 

2. On the forecastle: at least 6 good ship's mooring lines shall be 
required. Two of them will be used as messenger lines for bringing 
aboard both terminal mooring lines from the SBM. 

The 4 remaining ship's lines will be laid out 2 and 2 on either side 
of the foc’sle deck, eyes about 3.5 m distant from the fairleads as 
advised by the Mooring Master. When the terminal mooring lines 
have been hove up and anti-chafe chains have been hove about 
halfway inboard through the fairleads, the eyes of the ship's lines 
will be shackled onto the end links of the chain, so arranged that 
in the final position of mooring, the tanker is tied to the SBM using 
the terminal mooring lines/chains and made fast to the ship's 
bollards by means of the ship's own lines. This will be backed up 
by 2 lengths of wire strops each 30 ft. in length and 2 in. diameter. 
These wires will be provided by the terminal to be used as preventer 
wires. These 2 wire strops will not be used as the permanent 
mooring system. 

Their purpose is to hold the ship safely moored in the event one or 
more of the ship's lines part until the crew can replace such lines. 

3. Tanker loading Butane Plus at SBM No. 6 will moor in the same 
manner as crude oil tankers referred to in para. 2 above. 
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Refrigerated LPG tankers will berth alongside the starboard side of 
the LPG storage barge “Ardjuna Sakti. The “Ardjuna Sakti” is secured 
to a rigid arm single buoy mooring system which allows the storage 
barge to rotate according to direction of wind and tide. There are 5 large 
Yokohama type rubber fenders aboard the storage barge 4 of which are 
supported on davits. The fenders are lowered to the water prior to the 
berthing operation. Each fender is 6.5 m. in length the diameter of the 
fenders is 3.3 m. Line running launches are available to pass the mooring 
lines between the barge and the ship. 

When secured in position the moorings will be as follows: 

5 lines on the forecastle. 

4 lines on the poop. 

2 springs on the maindeck forward leading aft. 
2 springs on the maindeck aft leading forward. 

Each LPG tanker loading at Ardjuna Marine Terminal will be required 
to provide the above ropes. Where tension winches are available they 
will only be used if they can be locked in a fixed position. 
EQUIPMENT: A ship may be rejected if, upon inspection, it is not 
properly equipped, or if it is not suitably manned, or tanks unsuitable for 
the cargo, or if in the case of crude oil tankers the ballast is dirty. 

A vessel is suitably manned if it has a full complement of qualified 
officers and a crew all of whom are in a sober condition, competent and 
willing to carry out their duties and orders. 

A ship must be equipped with a good working propulsion unit as 
passed by the appropriate survey society. Inoperative ships or partly 
inoperative ships will be rejected. Should a ship become inoperative or 
partly inoperative while berthed alongside the storage barge “‘Ardjuna 
Sakti” or while secured to a crude oil export single buoy mooring, it will 
be removed at the ship's expense. 

No repairs to main engines or other essential equipment or machinery 
while alongside the storage barge “Ardjuna Sakti’ or while secured to 
an export SBM may be carried out, unless with the permission of the 
Terminal Superintendent or his designated alternate. 

Crude oil and butane tankers must lift the export hoses from the water 
to connect with the ship’s manifold by means of its own derricks and 
using its own crew. 

A vessel must have both bow anchors in good working condition. Both 
bow anchors and anchor cable must be of a size and standard to meet 
either “Lloyds” or “A.B.S.” requirements, even though they may in fact, 
be classified by other societies. 

All vessels must have ready on deck suitable stoppers for manila, 
synthetic lines and wires used for mooring purposes. 

All vessels must have suitable winches or capstans in good working 
order. 

Such winches or capstans must have sufficient power to heave the 
ship to the position required by the Terminal Mooring Master. Tankers 
must have the capacity to heave on the 12 in. and 15 in. braid lines 
used to secure them to the export SBMs. Power supply to all deck 
machinery must be maintained throughout the period the ship is secured 
alongside the storage barge “Ardjuna Sakti” or to the export SBM. 
Failure to comply with this requirement will result in cessation of loading 
and delay, and expense so caused will be for the ship's account. 

To assist in vessel's turn around, ships should have all necessary 
gear ready on arrival. Crude oil and butane tankers must have the cargo 
boom on the port side raised with the cargo gear rigged and ready before 
the ship is boarded by the Mooring Master. 

Vessels which may consider the lifting capacity of their gear to be 
marginal should strengthen their gear accordingly. A common way to 
do so is to rig a second topping lift on the boom. 

Masters of crude oil tankers are reminded that the hose connecting 
operation will normally be carried out while the ship is deballasting. 

The cargo derrick required to raise the hose from the water, must 

have a sufficient length of strong lifting wire rope on the winch drum to 
enable the cargo hook to reach the water and still have adequate turns 
of wire left on the drum to ensure safety. 
BALLAST: Owners and Masters are responsible for observance of 
International Convention Laws and Indonesia Government Regulations 
concerning pollution of the sea, having particular regard for this area of 
the Java Sea. 

No facilities are available for disposal of dirty ballast. It is the 
responsibility of the ship’s Master to see that no oil of any kind is pumped 
or spilled overboard from his ship. 

The categories of pollution include oily water from bilges, crude 
residual from previous voyages, or any other matter that may result in 
pollution of the sea. Any fines imposed shall be for ship's account. 

As soon as practical after arrival, all tankers will be inspected by an 
Ardjuna Marine Terminal Official for dirty ballast. During discharge of 
ballast, similar inspections will continue. 

If evidence of oil appears at any of these inspections, the ship will be 
rejected, and will not be accepted again until satisfactory evidence is 
produced that such ballast was disposed of in a proper manner. If, during 
inspection, or during progress of loading, it is revealed that the ship's 
tanks are not tight, or that oil is leaking from the ship, the ship may be 
rejected or refused further loading. 

If the ship's tanks are found to be leaking, it will not be accepted for 
loading unless satisfactory evidence of repair duly certified by Lloyd's 
or A.B.S. Surveyors, or other recognised Surveyors is submitted. It is 
the responsibility of the ship's Master to see that no oil of any kind is 
pumped or spilled overboard from his ship. Drip pans, sand, dispersant 
etc. should be used at all times especially when disconnecting hoses in 
order to avoid any spillage of oil overboard. 

Any tanker rejected because of dirty ballast or sea pollution will 
automatically nullify his Notice of Readiness and will lose any priority of 
position for loading. 

A tanker must have sufficient ballast for safe handling having due 
regard to existing weather and sea conditions. Through a careful watch 
of the weather and sea conditions, frequent exchange of information 
between ship and terminal, and by a knowledge of the behaviour of his 
own ship, a ship's Master may come to the terminal with a minimum 
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safe ballast and thus lessen any possibility of infringement Of & 
pollution regulations. 

In addition to the lights usually displayed, vessels in the MOofig 
discharging ballast or loading cargo during darkness will brili 
illuminate the sea around the ship, so that any pollution wil § 
noticeable. 

Tankers equipped with a separate system of ballast tanks Will 
allowed to discharge ballast, and load oil simultaneously, PrOvidr 
approval is first obtained from the company Terminal Superintenden, 
his alternate. 

Most responsible ship owners have adopted a system of tank clea 
using circulatory methods of transfer of tank washings on shipboard Po 
treating these washings with chemicals. 

The result is that no oil is discharged into the sea and the oil Separaty 
is collected in a slop tank. With the written permission of | 
companies, the terminal will load on top of such slops. This system 
highly recommended to avoid pollution of the Java Sea. ; 

Masters are required to certify in writing the quantity of slops remai 
on board (if any). If they intend to load crude oil on top of the Slops 
must be clearly stated. The Mooring Master will confirm the amon 
stated in writing by ullaging and calculating the slops to ensure the 
amount declared is correct. 

Provided agreement is reached on the amount of slops the Moonie 
Master will confirm the amount of slops on the Dry Certificate. j 

Note: Separate “Slop Certificate’ signed by Chief Officer ay 
witnessed by the Mooring Master is required to substantiate calculate 

Masters are warned that inspection of ballast is strict. 

lf, at any time an overflow of crude oil occurs, loading will 
suspended immediately and not be resumed until the oil is cleaned y 
and removed from the decks of the vessel and/or from the surface ¢ 
the sea, and any damage is repaired and no further danger exists. i; 
stressed that during loading operations, the Ardjuna Cargo Controle 
will immediately slow down the loading rate on receipt of a request fy 
same from the ship's deck officer — in charge of loading. 

All spillages of oil must be reported immediately to the Ardjun: 
Terminal Superintendent, or his alternate, and subsequently a details: 
report in writing submitted by the Master of the vessel concerned Givin, 
all relevant details. 

MEDICAL: First aid is available. 

FRESH WATER: No fresh water is available. 

FUEL: No bunkers are available. 

CONSULS: There are no consulates available at Ardjuna Termina 
However, there are many embassies and consulates represented r 
Jakarta about 59 miles S.W. of the Terminal. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches 
spirits, wines, beers, perfume, arms, ammunition and possibly othe 
items have to be locked up under Customs’ seal from time of arrival 
ship in port until time of leaving territorial waters. Each person is allows! 
to bring in 200 cigarettes or the equivalent in grams of tobacco or cigars 

Special allowances are made for the Master under specs 
circumstances. 

REPATRIATION: No crew changes. If emergency conditions preval 
for humanitarian reasons exceptions to the foregoing may be permitie! 
All expenses incurred will be for ship's account. 

AIRPORT: Nearest airport at Jakarta. 

TIME: Ardjuna time is GMT plus 7 hours throughout the year. 
SHORE LEAVE: Not allowed. 

SAFETY/FIRE REGULATIONS: Safety and Fire Regulations will & 
strictly adhered to. 

The notice “Instructions In Case Of Fire”, and the notice “Safety An 
Fire Regulations” must be posted in prominent positions on board te 
export tanker by the Master, or by his designated alternate. 

The Safety Check List must be jointly completed by a ship's office 
designated by the Master, together with the Terminal Marine Supervise 
Mooring Master. After completing and signing the Check List both tt 
ship’s officer and Marine Supervisor/Mooring Master will retain copies 
Terminal Safety and Fire Inspections: It is the duty of the Mooring Mas’ 
to make periodical inspections on board vessels in respect of any brea’ 
of the Terminal Safety and Fire Regulations. 

For this purpose he must be allowed free access to all parts of t® 
vessel at all times and must be accompanied by a responsible ships 
officer to assist him in carrying out such inspections. The Mooring Masi 
will advise the ship's Master when he wishes to make a safety inspectio® 
It is the responsibility of the ship's Master to ensure that the Moon’ 
Master is given every assistance to carry out this duty. 

AGENCY: See “General” before first port. 
OPERATOR: Atlantic Richfield Indonesia Inc. 
Principal Offices: 

Pertamina Head Office: Jalan Medan Merdeka Timur No. 1A, Jakal@ 
Indonesia. 4 

Atlantic Richfield Indonesia Inc.: Panin Bank Building, 7th Floor, J3# 
Jenderal Soedirman, P.O.Box 63/JKT, Jakarta, Indonesia. Tel: 7374” 
Telex: 47390 Arco la, 44379 Arco la. 

Atlantic Richfield International Oil and Gas Co., 444 South Flow® 
Street, Los Angeles, California 90017, U.S.A. 

Reading & Bates, Offshore Drilling Company, 3800, First Place, TU 
Oklahoma 74103. : 

Natomas International Corporation, Jalan Letjen. M.T. Haryono # 
PO Box 2759/JKT, Jakarta, Indonesia. 

Independent Indonesian American Petroleum Company: Divisio’® 
Natomas International Corporation, 601 California Street, * 
Francisco, California 94108. 

Tidewater N.W. Java, Inc.: 1440 Canal Street, Suite 2100, 
Orleans, La. 70112, U.S.A. 

Warrior Minyak Inc.: 1776 Lincoln St., Suite 80, Denver, Colo 
80203, U.S.A. 0 
Nominations: Tanker nominations for liftings of either Ardjuna Crude 
or liquefied natural gas are co-ordinated through Atlantic Fi 
Company, Los Angeles, California and Atlantic Richfield Indonesi@ ™ 
Jakarta. 
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wcrude oil and liquefied petroleum gas sales, also tanker chartering 
.aranged by the following parties in each of their respective locations. 
zamina, Atlantic Richfield Company, Reading and Bates International 
soleum Company, Natomas Company, Tide Water N.W. Java Inc. 
4 Warrior Minyak Inc. 
tanker scheduling is co-ordinated for all of the partners through 
antic Richfield Company, Los Angeles, California and arranged 
h Atlantic Richfield Indonesia Inc., Jakarta. 

RITY: Chief Harbour Master/Port Captain — Tanjong Priok, 
1. Jl. Syahbandar, Tanjong Priok. Tel: 021-494381. Contact: Captain 
»8, Siahaan, Harbour Master. 


\LIKPAPAN: 01.16 S. 116.48 E. 


CUMENTS: Upon arrival vessels have to produce the following 

tificates and Documents, which will remain in the Harbour Master's 

tody until cleared: 

lationality (Registry) Certificate. 

aworthiness Certificate. 

leasurement (Tonnage) Certificate. 

erat (Exemption) Certificate. 

ternational Loading Line Certificate and SOLAS Classification (Hull 
and Machinery). 

afety Construction Certificate. 

afety Certificate (passengers ships). 

afety Equipment Certificate (cargo ships). 

afety Radio and Radiotelephony Certificate (cargo ships). 

ertificate of Approval (ship's radio station). 

vil Liability Convention Certificate. 

ternational Oil Pollution Prevention Certificate. 

ealth Book or Bill of Health. : 

ast Port Clearance. 

0 Crew Lists and Passenger’s Lists. 

Stores Lists. 

OTAGE: Compulsory pilotage. Application for Pilots can be made 
Balikpapan pilot station or Radio Station. Vessels arriving by night 

uld anchor off the Outer Buoy and give their call sign to the Pilot 

io Station (VHF Channel 12). Pilot boards in position Lat. 
21' 20" S., Long. 116° 55’ 00” E. Vessels should order a Pilot at 

st 6 hours prior to arrival and when leaving 3 hours before departure 

leaving between 0600 hrs. and 1200 hrs. Pilot should be ordered 

re 2000 hrs. on the preceding day. 

PROACH: The surrounding land is in general low with few 

spicuous hill rows as background. Only the high spit on which 

kKpapan is built can be used as a landmark with the regular cone- 

ped hill Tokong. 

STRICTIONS: Vessels with a draft over 11.5 m. only handled during 

ime. Vessels with draft of less than 11.5 m. are handled at anytime, 

ther permitting. 

‘Channel: Length (Buoy No. 1 to Buoy No. 12) 9 miles. Width 150 m. 

th 13.0 m. at LW. 

X. SIZE: Tankers: Shell normally permit max. LOA of 215 m., draft 

Jm. and max. d.w.t. 35,000 tons. Drafts are restricted by the bar 

re the depth below chart datum is 25 ft. 3 in. Minimum keel clearance 

red is 1 ft. 3 in. Sailing drafts depending on rise of tide up to a max. 

3 ft. salt water. 

ALTH: Vessels arriving from abroad have to apply well in advance 

) the Department of Health (Quarantine Section) for provisional Free 

lique, as said Pratique has to be cabled to the port concerned. The 

sional Free Pratique is only valid for the port concerned, the next 

‘of call must be a First Class Port as no further provisional Free 

tique will be issued, unless the vessel sails directly abroad. 

DIO/VHF: Balikpapan Radio. Call sign “PKN-2” on 500, 448 and 

7 KHz. and VHF Channel 16. 

GS: 3 tugs. 870 h.p., 1,700 h.p. and 2,400 h.p. 

RTHING: 


y No. 0: Length 269 m. Width 21 m. Depth alongside 9.0 m. 

y No. 6: Length 185 m. Width 12 m. Depth alongside 12.0 m. 
Y No. 7: Length 235 m. Width 28 m. Depth alongside 12.0 m. 
y No. 7A: Length 175 m. Width 15 m. Depth alongside 10.0 m. 
iso see “Tankers”. 

ANES: 4x 15 tons-25 tons. 

DICAL: Hospital facilities available. 

NKERS: 


Depth Max. Size 

Berth at L.W.S L.O.A. D.W.T. 
" (m.) (m.) 
harf No. 1 9.0 190 35,000 
Nharf No, 2 12.0 190 35,000 
Nharf No. 3 12.0 165 35,000 
ety No. 4 12.0 190 35,000 
etty No. 5 12.0 190 35,000 
letty No. 5A (Inner) 5.0 110 5,000 
elty No. 5B (Outer) 13.0 190 35,000 
etty No. 5C (Outer) 12.6 190 35,000 
etty No. 6/7 12.0-10.0 213 35,000 
ietty No. 7A 10.0 120 35,000 
“4ge Capacity: Tons unless stated. 
ide 27,000 IDO 4,900 
Naphtha 14,800 HSD 12,870 kil 
emium 8,100 MDF 6,045 kil 
sal 7,500 MFO 2,200 k/l 
osene 17,000 Slops 37,400 k/l 
ue) 1,700 Fresh water 4,000 


INDONESIA 


Loading Rates: 


Crude 1,000 t.p.h. 
LSRW 1,200 t.p.h. 
HSD 400-800 t.p.h. 
MDF 500 t.p.h. 
MFO 250 t.p.h. 
Avtur 300-500 t.p.h. 
Kerosene 500-800 t.p.h. 
Premium 300-500 t.p.h. 
Naphtha 1,500 K/I.p.h. 


Loading Arms: 8 in. — 10 in. diameter. 

Hoses: 6 in. — 10 in. diameter. 

STEVEDORES: Working hours: 0700 — 2000 hrs. Monday to Friday. 
0700 — 1500 hrs. Saturdays. Sundays work possible at overtime rates. 
DENSITY: 1012 — 1020. 

FRESH WATER: Available in limited quantity. Rate 10 t.p.h. — 15 t.p.h. 
FUEL: Fuel oil and diesel oil available at Berth No. 1 to No. 5C (except 
No. 5A). Pumping rate 150 t.p.h. — 650 t.p.h. 

PORT SECURITY: Maintained by Port Security Unit (KPLP) and Police 
(KP.3). Crew members should be in possession of a shore-pass issued 
by the Port Authority, accompanied by an identification card when 
leaving or entering the guarded gates of the Port Area. Shore passes 
can be obtained via the Agencies. 

CUSTOMS ALLOWANCES: Indonesian currency from vessels arriving 
from overseas must be inspected. Foreign currency may be taken 
ashore. It is recommended that Masters consult the Agents with the 
local prevailing Customs Laws with regard to currency, cigarettes, spirits, 
etc., to prevent unnecessary difficulties and eventually fines. 
AIRPORT: Sepinggan Airport, distance 8 km. 

GENERAL: 

Provisions: Available. 

Current: Flows North/South at up to 3 knots. 

Nature of Bottom: Mud and sand. 

Telephone Numbers: 


Port Administration 22872 
Harbour Master (Secretary) 22096 
Pilot Station 21774 
Perum Pelabuhan 22246 
Port Health Office 21740 
Manager Shipping and 

Telecommunication Pertamina 21953 


AUTHORITY: Balikpapan Port Administration, JI. Raya Pelabuhan 
No. 1, P.O.Box 35, Balikpapan, East Kalimantan, Indonesia. Tel: 22872. 
Telex: 37105. Cables: Adpel Balikpapan. Contact: Mr. A. Hamid Rai, 
Port Administrator. 


BALONGAN: 06.21 S. 108.23 E. 


PILOTAGE: The Mooring Master boards in the vicinity of the SBMs. 
RESTRICTIONS: Berthing and unberthing in daylight hours only. 
MAX. SIZE: 150,000 d.w.t. Max. LOA 290 m. 

Also see “Berthing”. 
RADIO/VHF: Balongan Coastal Radio Station, call sign PKQ-2, on VHF. 
BERTHING: 


Depth Size Restriction 
Location/Berth Position at LWS Max. d.w.t. Max. LOA 
(m.) (m.) 
Offshore 
SBM Lat. 06°16'17.8’S. 22.0 150,000 290 
Long. 108°27'47.2’E. 
CBM (4 MB Lat. 06°18'58.7’S. 9.0 6,500 130 
System) Long. 108°24’26.8"E. 
SBM Lat. 06°17'19.0"S. 14.5 36,500 200 
Long. 108°25'20.0’E. 
Inshore 
Jetty Lat. 06°21'39.5"S. 4.0 600 55 
Long. 108°23'26.0’E. 
Jetty Lat. 06°21'35.7’S. 3.8 300 g.r.t. 60 
Long. 108°23’23.6"E. 
Shore Storage Tanks: 
Oil Products Total Safe Capacity 
Jatibarang Crude Oil 920,000 Bbls. 
Arimbi Crude Oil 530,000 Bbis. 
Premium 14,290 k/I. 
LPG 3,000 cu.m. 
Kerosene 40,075 kil. 
HSD 16,110 k/. 
IDO 21,075 kil. 
Slop Oil 1,000 k/I. 
Loading/Discharging Rates: 
Average Rates Hoses 
Berth Cargo Handled Loading Discharging No. Size 
(tons) k/I.p.h. (in.) 
Offshore 
SBM Crude Oil 1,500 _ Zrach2 
CBM (4 MB_ IDO - a 1 8 
System) 
Premium/ - 600 1 12 
Kerosene 
Inshore 
Jetty LPG - 70 2 4/6 
Jetty General Cargo = - - - 


Vessels take hose on the port side at the offshore berths. 
Vessels may berth either side alongside at the inshore berths. 
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CONSULS: None. 

MEDICAL: Hospital and clinic available. 

FRESH WATER: Available. 

AIRPORT: Penggung Airport at Cirebon. 

TIME: GMT plus 7 hours. 

AGENCY: See “General” before first port. 

AUTHORITY: Operator: Pertamina, Pertamina P&T UEP-111, JI. Patra 
Raya, Klayan, P.O.Box 15, Cirebon, Indonesia. Tel: (0231) 4629, 5051, 
5054. Telex: 44451 Pert-Crb. 


BANJARMASIN: 03.18 S. 114.35 E. 


PILOTAGE: Compulsory. Sea pilot boards the vessel in the anchorage 
area. 

ANCHORAGE: Vessels anchor in position 03° 38.5’ S., 114° 30’ E. 
RESTRICTIONS: The bar is silting excessively and continuous dredging 
is necessary to keep the shallowest part at 5.5 m. depth. 

Vessels will proceed when the height of tide enables the vessel to 
pass through the channel. The channel is approximately 20 miles long 
and has a depth of 6.0 m. — 8.0 m. 

RADIO: Banjarmasin Radio, call sign “PKG” 
Frequencies: 456 kHz. 
2,080 kHz. 
8,457 kHz. 
VHF: Banjarmasin Radio on VHF Channel 16. 
TUGS: One mooring boat available to assist with berthing. 
BERTHING: The inner harbour is located in position Lat. 03° 20’ S., 
Long. 114° 30’ E. 

There is one quay with a length of 200 m. and the depth alongside is 
8.0 m. at LWS. 

Storage: There is a godown with an area of 7,500 sq.m. and open 
storage area of 11,500 sq.m. 

CRANES: 1x25 ton mobile crane. 9 forklifts with capacity 2.5 tons — 
7.5 tons. 

MEDICAL: Medical and hospital facilities available. 

STEVEDORES: Available from the labour pool (U.K.A.). 

FRESH WATER: Fresh water is available alongside the quay. 

FUEL: Not available. 

REPAIRS: No repair facilities available. 


BANYUWANGI: 08.13 S. 114.23 E. 


OLD PORT NOW PRACTICALLY CLOSED FOR SHIPS. 
(OPENED FOR BOATS AND FISHING BOATS ONLY). 


DOCUMENTS: Customs and Harbour Master requires: 

Crew List. 

Passenger List. 

Customs Documents. 

Health Certificate. 

Port Clearance. 

Harbour Report. 

Derat Certificate. 

Radio Certificate. 

Certificate of Registry. 
PILOTAGE: Not necessary because anchorage open. 
ANCHORAGE: Position: Lat. 8° 12’ S., Long. 114° 23’ 16” E. Depth 
25m. — 30m. 
MAX. SIZE: No restrictions, vessels must be anchored outside harbour. 
HEALTH: All vessels boarded by Harbour Quarantine on arrival. 
RADIO: None, moved to Meneng Port. 
TUGS: 2 tug boats belong to P.T. Jakarta Lloyd, Banyuwangi Branch. 
BERTHING: Distance 500 m. to 750 m. from lighthouse. Anchorage 
berths only. 
STEVEDORES: 6 gangs available. P.T. Jakarta Lloyd, Banyuwangi 
Branch. 1 gang consists of 13 labourers, 1 gang boss, 1 tallyman, 
2 winch drivers and 1 commander. 
MEDICAL: Arranged by Department of Health. 
FRESH WATER: None available. 
FUEL: None available. 
CONSULS: No local representation. 
REPAIRS: No facilities. 
GANGWAY/DECK WATCHMEN: None available from shore. 
OPENING/CLOSING HATCHES: Arranged by stevedores. 
CUSTOMS ALLOWANCES: 50 cigarettes each crew member. Packs 
or tins of tobacco must be open before going ashore. Wine and/or spirits: 
Enough for own use, if more required must pay import duties. 
CARGO GEAR: Ship's gear used. Cargo loading on board by lighter. 
REPATRIATION: Not possible. 
TIME: GMT plus 7 hours. 
HOLIDAYS: On Sundays and holidays no work carried out, but if 
necessary, can be arranged. No work when raining. 
POLICE/FIRE/AMBULANCE: Police and ambulance available. Fire 
brigades belong to District and Paper Mill. Phone Nos. 352, 653, 353 
and 503. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 
DELAYS: Possible during loading if it rains. 
AUTHORITY: Kepala Pelabuhan (Port Administration). 
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BANYUWANGI (Port Meneng): 08.07 S. 114.23 E. 
(See Ply 
NEW PORT FOR LARGE VESSELS. 


DOCUMENTS: Customs and Harbour Master require: 

Crew List. 

Passenger List. 

Customs Documents. 

Health Certificate. 

Port Clearance. 

Harbour Report. 

Derat Certificate. 

Radio Certificate. 

Certificate of Registry. 

Perfection Certificate. 

PILOTAGE: Compulsory pilotage for vessels over 80 g.r.t. Pilots ms 
be ordered by respective Agent at least 48 hours in advance of the t= 
their service is required. ; 
ANCHORAGE: Lat. 8° 12’ 30”S., Long. 114° 23’ 15” E. 
RESTRICTIONS: Mooring and unmooring is restricted to daylight ho» 
only for cargo vessels and tankers. 
MAX. SIZE: Draft alongside quay max. 40 ft. Present quay permits ma 
LOA of 500 ft. Bar 200 m. East of quay, depth below chart daty 
is 27 ft. 
HEALTH: All vessels boarded by Harbour Quarantine on arrival, 
RADIO: Name: Meneng Coastal Radio Station. Call sign: 8 AD 22 ye 
freq. 8110 kHz, receiver SSB 5316 kHz. (used by Department of $s 
Communication). 
VHF: Call sign: Meneng Radio, freq. Channel 16, 14, 13, 12, used sho 
to ship and can be contacted about 25 miles before arriving at Meney 
Port. F 
TUGS: 1 tug = 1,400 h.p. owned by Perumpel Ill Meneng. 2 tugs 
850 h.p. owned by Pertamina. 
BERTHING: Present berth length 260 m. Depth alongside 40 ft. 
Pusri: New port located about 0.5 miles South of the Port of Menery 
Operated under Pertamina management for oil off-loading purpose: 
The open roadstead harbour has a 150 m. long wharf with a 10-12» 
depth. Location of the port which is especially for domestic shipping: 
Lat.: 8° 08’ 09” S., Long.: 144° 24’ 03” E. New jetty owned by PT Pus 
Max. LOA 140 m. 
Note: 
Max. safe capacity for the jetty: 

Cargo jetty No. | max. capacity 5 tons. 

Cargo jetty No. Il max. capacity 10 tons. 

Cargo jetty No. Ill max. capacity 10 tons. 
STEVEDORES: 12 gangs available. 

One gang consists of 1 gang boss, 2 winch drivers, 1 Pilot av 
13 labourers. 

Working Hours: 0800-1600, 1600-2400 and 2400-0800. 

Rest Time: 1200—1300, 1800-1900 and 0300-0400. 
FACILITIES: Godowns: Two transit godowns (20 m. x50 m.) availaté 
owned by Perumpel Ill. Two godowns max. capacity 10,000 tow 
available, owned by PT Djakarta-Lloyd Banyuwangi Branch. 
Equipment: 1 mobile crane of 15 tons capacity. 2 forklifts of 3 tow 
capacity. 3 forklifts of 2 tons capacity. 

MEDICAL: Arranged by Department of Health. 

TANKERS: One berth operated by Pertamina. Max. LOA 8lr 
Max. draft 8.00 m. Max. d.w.t. 15,000. 

FRESH WATER: Available. Handled by Harbour Board, with a load 
capacity of about 300 tons per day (10 t.p.h.). 

FUEL: Not available, but expected to be available in near future. 
CONSULS: No local representation. 

REPAIRS: No facilities. 

GANGWAY/DECK WATCHMEN: Available. 

OPENING/CLOSING HATCHES: Normally by stevedores. 
CUSTOMS ALLOWANCES: 50 cigarettes each Crew member. Patt 
or tins of tobacco must be open before going ashore. Wines and? 
spirits enough for own use. If more required must pay import duties 
CARGO GEAR: Ship's gear used. 

REPATRIATION: Foreign crew members must go to Immigration Of 
at Jember City for clearance. Facilities will be available at Banyuwa’? 
in near future. 

TIME: GMT plus 7 hours. 

AIRPORT: Ngurah Rai Airport 60 miles. Juanda Airport (Surabajé 
125 miles. 

HOLIDAYS: On Sunday and holidays no workers available, but 
necessary work can be arranged, except Independence Day (!” 
August) and 1st Sjawal (Idul Fitri/Moslem Holiday). 
POLICE/FIRE/AMBULANCE: Police and Ambulance available. F* 
Brigade owned by District and Paper Mills. 

Police: 110 or 2110. Fire: 113. Ambulance: 118 or 2118. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Allowed, shore pass required from Perumpéel 
Tel: (0333) 21638 — 41636. 

IDENTIFICATION CARDS: Required. 

DELAYS: Possible during loading if it rains. 

AUTHORITY: Perusahaan Umum Pelabuhan III, Port Meneng Bre 
JI. Raya Situbondo-Banyuwangi, Banyuwangi, Indonesia. Tel: 416 
21638. Contact: Sidi Makmur, Port Manager. 
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yt AMPAR: 01.10 N. 104.00 E. 


“0TAGE: No pilot available. 
ssTRICTIONS: Entrance channel has a width of 80.0 m. and a depth 
59m. — 8.0 m. ; 
4910: Sekupang Radio. Call sign PKJ 20. Frequencies 500/452 kHz. 
uf: Sekupang Radio on VHF Channels 16, 9 and 19. 

S; There are 5 tugs and 1 mooring boat available. 
ERTHING: New concrete wharf, length 1,000 m., depth alongside 
5m. at LWS. 
rage There is a shed of 9,000 sq.m. and open storage area of 


m. 
ye is. There are 8 fork lifts with capacity 2 tons — 5 tons. 
NES: 6x 10 tons — 25 tons mobile cranes and 1 x 150 tons capacity 
sbile crane. 
rEVEDORES: Local labour available. 
9SH WATER: Available. 
JEL: Not available. 
=ENERAL: Barges: 5 barges available, each with capacity 400 tons. 


ELAWAN: 03.47 N. 98.41 E. (See Plan) 


XCUMENTS: Upon arrival ships have to fill in the following Forms: 

Harbour Report obtainable from the boarding Pilot, or from the 
Harbour Master. 

Pijot's Certificate. 

on arrival vessels have to produce the following Certificates and 

cuments, which will remain in the Harbour Master’s custody until 

ared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

international Load Line Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Sertificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

ast Port Clearance. 

Subscription of Light and Harbour Dues and whartfage if any. 

orew Lists and Passenger'’s Lists. 

Ship's Articles. 

dther certificates and documents as required. 

2 Stores Lists. 

LOTAGE: Pilotage for vessels over 500 cu.m. gross is compulsory. 

cation of anchorage for vessels awaiting a Pilot is Lat. 03° 54’ 50” N., 

ng. 98° 45’ 50” E., near Light Buoy No. 0 (Lat. 03° 54’ 14” N., 

ng. 98° 44’ 40” E.). 

The new lighthouse at Tg. Nipa Larangan (Lat. 03° 54’ 12” N., Long. 
40’ 20” E.) with characteristic Gp. Fl (3) 20 sec. 17M 40m, will assist 

serfs to approach the anchorage. Before arrival Masters have to 

ntact their Agents via Belawan Radio (PKB) and give Information 

out: ETA, cargo, LOA, draft etc. 

lo receive information, Masters may use the VHF radio on Channel 
calling ‘Belawan Pilot” or “Pilot Boat”. 

ilot's service available 24 hours a day. 

"ilot must be ordered by the Agent at least 6 hours in advance of the 

ie their service is required. 

4 Sea Pilot and Harbour Pilot embark at anchorage when berth has 

en allotted. 

— proceed when the draft enables vessels to pass through 

> channel. 

The channel is approximately 9 miles in length, 100 m. width and 

9m. depth at LWS with a tidal range about 2 m. and is provided with 

ght buoys and 5 light beacons. 

Sasin 1,350 m. length. 220 m. width. 

Pilot boat is located in the harbour. 

When the Pilot is on pilot vessel, “HH” flag will be flown in daylight and 

ick flashing white light at night. 

STRICTIONS: Bar is silting excessively and continuous dredging is 

cessary to keep the shallowest part at 8 m. at LWS. Narrowest part 

channel is 50 m. wide. Also see “Developments”. 

Outer Roads about 600 m. square marked by light buoy. No pilot light 

sel. This roadstead is approx. 600 m. wide, the centre of which is 

= fange-line of the swept channel. This channel is provided with buoys 

d beacons. 

AX.SIZE: LOA 200 m. Max. draft 10.0 m. 

ADIO: Coastal Radio Station: Call sign PKT; Class A1, Frequency 
14, A2, Frequency 8754.4. 

IGS: 2800 h.p., 21,700 h.p. and 22,400 h.p. Join the vessels at 

pe Ne. 9 about 2 miles from harbour. Ship’s line to be used for towing 


mt Authority Regulation: 
Vessels with LOA less than 70 m., tug assistance not required. 
Vessels with LOA from 71m. up to 100 m., assisted by minimum 
''tug with total power 600 h.p. up to 1,200 h.p. 
Vessels with LOA over 101 m. up to 150 m., assisted by minimum 
2 tugs with total power 1,700 h.p. up to 3,400 h.p. 
Vessels with LOA 151 m. up to 200 m., assisted by minimum 2 tugs 
with total power 3,400 h.p. up to 5,000 h.p. 
Vessels with LOA 201 m. up to 300 m., assisted by minimum 3 tugs 
with total power 5,000 h.p. up to 10,000 h.p. 
Vessels 301 m. or more, assisted by minimum 4 tugs with total power 
fot less than 10,000 h.p. 
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BERTHING: 
Nominal Depth Length 
Dock or Quay Berth No. below of 
Chart Datum Quay 
(m.) (ft.) (m.) 
Gabion Container 101 11.00 - 500 
Quay 
Conventional Wharf 102 10.00 ~ 350 
103 
Ocean going 
Ujung Baru 105 9 30 elke 
Citra Ujung Baru 201 iC 23 625 
202 
203 
Industri Kimia 
Dasar (IKD) = 4 23 150 
Pelabuhan Lama 001 6 20 567 
002 
003 
006 
007 
008 
Oil Jetty Pertamina 9 30 60 
Mooring Buoys Pelb.Lama 6 20 


STEVEDORES: Working hours: Monday-Thursday 0800 — 1200 hrs., 
1300 — 1600 hrs. Friday 0800 — 1100 hrs., 1300 — 1600 hrs. Saturday 
0800 — 1200 hrs., 1300 — 1500 hrs. Overtime to be applied for from 
authorities concerned and is usually granted: on working-days during 
meal-hours, from 1600 — 2000 hrs. and occasionally till 2200 hrs.; on 
Sundays and holidays, except Independence Day, 1st Ramadhan, 
Christmas and 1st January. 

CRANES: Mobile cranes, 2x15 ton capacity and 3x25 tons capacity. 
Floating crane 40 tons capacity. 5 shore cranes with 3 — 5 tons capacity. 
4 transtainers, 4 straddle carriers and 5 front lifters. 

MEDICAL: Hospital facilities available. 

FRESH WATER: Handled by the Harbour Board. Artesian wells all along 
the Ocean Quay with a loading capacity of about 10 t.p.h. The water is 
regularly laboratory checked and declared drinkable but boiling before 
use remains recommended. Barge with 200 tons capacity also available. 
FUEL: MFO and MDO available from Pertamina, advance notice 
required. Pumping capacity about 60 t.p.h. Barge with 200 tons capacity 
also available. 

REPAIRS: Slipways available for small craft only. Machine-shops 
available for minor repairs. Radio repairs available, viz. the Post 
Telegraph and Telephone Office. Electronic repairs not available. 
PORT SECURITY: Maintained by members of the Indonesian Armed 
Services, usually, Police, Navy or Marine and Army. Crew members 
should be in possession of a shore pass issued by the Port Authority, 
accompanied by an identification card when leaving or entering the 
guarded gates of the Port Area. Shore passes can be obtained via the 
Agencies. 

CUSTOMS: It is strictly prohibited take undeclared foreign currency 
ashore. Local currency restrictions may apply to shore-going crew 
members. It is recommended that Masters consult the Agents for the 
local prevailing Customs Regulations with regard to currency, cigarettes, 
spirits, etc., to prevent unnecessary difficulties and eventually fines. 
DEVELOPMENTS: New Quay, length 851 m. and width 25 m. has been 
completed (See “Berthing”). 2 container cranes with capacity of 40 tons, 
outreach 36 m. and backreach 15 m. available. The berths will handle 
vessels up to 35,000 d.w.t. 

To be constructed: 1 wharf, 175 m. long and 11.5 m. depth. 1 wharf, 
490 m. long and depth 8.0 m. 1 wharf, 500 m. long (extension) and 
depth 8.0 m. 1 Fuel Oil Terminal. 

Dredging: The Belawan Harbour Master has issued the following 
guidelines in connection with dredging work being carried out: 

Commencing as of September 24th, 1984, the sailing channel of the 
Belawan Harbour shall be dredged for the length of about 14,000 m. 
with a depth of 10 m. LWS. The dredger to be used is the mud sucker 
‘Irian Jaya’. The location of the mud to be deposited 03° 55’ 14” N., 
98° 44' 48” E. 

Bey ships passing by the dredger are requested to observe all signals 
shown. 

At the time of passing each other, the manoeuvre should be carefully 
conducted or it should be avoided passing each other in the middle of 
the channel. 

Please be guided accordingly. 

Also see “Shipmaster's Reports” dated October 1985 and December 
1985. 


SHIPMASTER’S REPORT: 1976: | would inform you that all vessels 
are now berthed or unberthed on a round-the-clock basis, within the 
draft limits imposed by the dredged channel, which at present is 8 m. 
LWS with a tidal range of about 2 m. The Chief Pilot stated that they 
would berth vessels up to 10 m. draft at HW. 

The pilot station is now equipped with VHF and works on Channel 
12: they pass berthing information on this Channel to vessels at anchor. 
They use Channel 12 as a calling-up and working Channel. 


SHIPMASTER’S REPORT: October 1985 (Updated 1988). 
During my recent visit to the port, | noticed the following: 

Phase 1 construction of port extension at Gabion (3 km. from Ujung 
Baru): 

351 m. of conventional berth with alongside depth of 10 m., wharf 
apron 22 m. width already completed. 2 transit sheds (total space 12,000 
sq.m.) completed. 

500 m. of multi-purpose/container berth (depth alongside 11 m.), wharf 
apron 25 m. already completed. 2 C.F.S. (total space 10,700 sq.m.), 
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administration buildings, roads and services have also been completed. 
2 container quay cranes expected to be installed end 1988. Presently, 
self-sustained contained feeder vessels have been working at Ujung 
Baru. 

Gabion berth in operation since 1987. 


SHIPMASTER’S REPORT: December 1985 (Updated 1988). 
Channel: Pilot advised controlling section now reduced to 40 m. wide 
and 8.0 m. depth at zero tide or chart datum. Constant silting taking 
place. Underkeel clearance 1.0 m. required. 

One vessel per tide can pass at 7.0 m. plus the predicted height of 
tide. Imperative to obtain information from Pilot inward, as simply not 
available from Agents, Port Radio, etc. 

Gabion Wharf: This new project has been completed. The Northern 
portion will be for containers, and the Southern end for general or direct 
delivery cargoes. However, this wharf appears to be already suffering 
from silting, and the S.W. berth was found to have a minimum of 7.1 m., 
increasing to 9.3 m. and 9.1 m. to the N.E. (Any ship visiting an 
Indonesian port must take soundings immediately on berthing to 
establish the safety of the berth, and not immobilise until this is done). 
This wharf extends S.W. from beacon (F.1364) FI. Y. 3 secs. 

Density: 1015 on flood tide, 1012 on ebb tide. 

Entry Formalities: The vessel used: 

7 Crew Lists, (checked in detail against |.D. Cards). 

1 Manifest “nil” cargo. 

5 Bonded Stores Lists. 

5 Personal Effects Lists. 

5 Deck, Engine, Bond, Provisions Stores Lists. 

5 Animals Lists. 

5 Parcel Lists. 

5 Arms and Ammunition Lists. 

5 Ports of Call Last Voyage. 

Inspection Team: (1) 2 Immigration Officers, 1 Port Health Officer, 
1 Harbour Master, (all conveyed by Agent's minibus). 

(2) 5 Customs Officers arrived separately. 

Departure inspection may be similar. Agent attends with both 
inspection teams. 

Thefts; Forecastle store broken into twice while alongside, padlocks 
being no deterrent. 2 shore watchmen employed throughout. Shackles 
stolen from hatch operating gear. 

Transport: Normal mode is to ride pillion on a small motorcycle! 4.5 km. 
to shopping street. 

Postage: A letter from Medan post office to Hong Kong reported to take 
3 weeks. 

Telex: Communications are poor. 


AUTHORITY: Departemen Perhubungan, Perusahaan Umum 
Pelabuhan 1, Jalan Pelabuhan II No. 1, P.O.Box 5, Belawan - 20413. 
Tel: (0619) 41876, 41753. Telex: 51992 PPI IA Mdn. 


BENGKULU (Pulau Baai): 03.46 S. 102.16 E. 
(See Plan) 


LOCATION: The Port of Pulau Baai is located approximately 20 km. 
South of Bengkulu. 
PILOTAGE: Compulsory. 
ANCHORAGE: Vessels anchor in position 03° 47.5’ S., 102° 11.5’ E. 
RESTRICTIONS: The fairway is 800 m. in length and 400 m. wide. 
Depth of fairway 10.0 m. at LWS. 
MAX. SIZE: 10,000 d.w.t. Max. draft 9.0 m. 
RADIO: There is no coastal radio station. 
VHF: The port is on Channels 16 and 12. 
TUGS: 1x 250 h.p. tug. 
BERTHING: There is a concrete wharf for ocean going vessels. Length 
of wharf 165 m. Depth alongside 10.0 m. at LWS. 

There is a domestic wharf for small vessels. Length of wharf 124 m. 
Depth alongside 4.0 m. at LWS. 
Storage: There is a godown at the ocean going wharf of 2,450 sq.m. 
and a godown at the domestic wharf of 1,750 sq.m. There is also an 
open storage area of 5,413 sq.m. 
CRANES: 24 — 25 tons mobile cranes. 5x3 tons fork lifts. 
STEVEDORES: Available from the labour pool (YUCA). 
FRESH WATER: Fresh water is available in limited quantities. 
REPAIRS: No facilities for repairs. 
GENERAL: There is a barge with capacity 150 tons. 
AUTHORITY: Harbour Master. Te/: 31344/31409. 


BENOA: 08.45 S. 115.13 E. (See Plan) 


PILOTAGE: Compulsory. Pilot boards at the anchorage and during 
daylight only. 
ANCHORAGE: Vessels anchor in position 08° 46’ 20" S., 115° 14’ 30” E. 
Depth of water in the anchorage 12.0 m. 
RADIO: Benoa Coastal Radio Station. Call sign PKD-5. 

Frequencies: 6,945 kHz. and 500/487.5 kHz. 

Class emission: A1 — 0.05 Kw. 
TUGS: There are 2 tugs available but they are used for cargo operations 
only. 
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BERTHING: There is one pier with a length of 206 m. and a dept, 
6.0 m. at LWS. There is also a wooden pier with a length of 22.5 Ma 
a depth of 6.0 m. at LWS. 

Storage: There is a godown with an area of 1,128 sq.m. 

Fork Lifts: 2x3 ton capacity fork lifts available. 

STEVEDORES: Stevedores are available from the labour pool. 
MEDICAL: Hospital facilities available. 

TANKERS: Tankers for Pertamina berth at the wooden pier. 
FRESH WATER: Available. 

FUEL: High speed diesel available in limited quantities. 
REPAIRS: There are no facilities available for repairs. 
GENERAL: No barges available locally. 


BIAK: 01.10 S. 136.05 E. (See Play 


PILOTAGE: Compulsory. Pilot boards vessel at the anchorage. 
ANCHORAGE: Vessels anchor in position 01° 12’ 12” S., 136° 05'¢ 
RADIO: Biak Coastal Radio Station. Call sign: PKY2. 
Frequencies: 2,182 kHz and 6,215 kHz (J3E) and 8,366 kHz (A1), 
TUGS: There are no tugs or mooring boats available. 

BERTHING: There is a concrete wharf, length 142.0 m., breadth 15.0» 
and depth alongside 12.0 m. at LWS. There are mooring buoys of t 
East end of the wharf. 

Storage: There is a godown of 3,800 sq.m. and open storage area: 
2,625 sq.m. 

Fork Lifts: 3 fork lifts with capacity 1.5 tons — 3.5 tons. 

CRANES: 1 x12 ton mobile crane. 

STEVEDORES: Stevedores are available from labour pool U,K.A., ty 
is arranged by Agent. 

MEDICAL: Hospital facilities available. 

FRESH WATER: Fresh water available alongside the wharf. Pumpr: 
rate 4t.p.h. 

FUEL: Limited supplies of high speed diesel available. 

REPAIRS: There are no facilities for repairs. 


BIMA: 08.25 S. 118.42 E. 


DOCUMENTS: 

6 Crew Lists. 

6 Vaccination Lists. 

6 Stores Lists. 

6 Passenger Lists. 
PILOTAGE: None available. 
ANCHORAGE: 300 m. off the quay in depth of 16 m. 
RESTRICTIONS: None, vessel may enter harbour day or night. 
MAX. SIZE: Not limited at anchorage. 
RADIO: Coastal Radio Station, cable address “Pelni Bima” by Pes 
Office. 
TUGS: No tugs available. 
BERTHING: Entering and sailing allowed after dark. No berth 
facilities except for very small ships. 
STEVEDORES: Ordered by Agent. No work allowed on Mus® 
holidays, New Year and 17th August. 
MEDICAL: 1 government hospital available. 
FRESH WATER: Not available. 
FUEL: Not available. 
GANGWAY/DECK WATCHMEN: None available, Police and Custo™ 
officers posted on board. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
AIRPORT: Flights from Bima to Sumbawa, Ampenan and Bali by AX 
Zamrud (Dakota) every Sunday, Tuesday, Thursday and Saturday 
TIME: GMT plus 8 hours. 
HOLIDAYS: Muslim holidays, New Year, 17th August. 
TELEPHONES: No phone connections between ship and si 
available. 
SHORE LEAVE: Crew members are allowed to go ashore and arrange 
by Agents. } 
GENERAL: 1 motor-boat, 4 lighters each of 15 tons and 1 lighie’’ 
25 tons. Loading general cargo, live buffaloes and fodder. For he® 
cargo max. 7 tons each lift can be handled through lighters. 


(See Plat 
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A MARINE TERMINAL: 05.46 S. 107.04 E. 
(See Plan) 


ocATION: Bima Marine Terminal is an open, unsheltered mooring in 
~ Java Sea, located approximately 020°x24 nautical miles from 


arta 
ion are 3 standard type Single Buoy Moorings situated as follows: 
Citra Ayu" SBM (Buoy No. 7, Storage Tanker Buoy). 
Lat. 05° 46’ 02” S., Long. 107° 04’ 14” E. 
2. Storage/Export SBM (Buoy No. 8, as standby SBM). 
Lat. 05° 45’ 25" S., Long. 107° 04’ 52” E. 

ts SBM can be used either as a storage tanker buoy or as the 

gor tanker buoy whenever required. 

3, Export SBM for tankers loading from “Citra Ayu” (Buoy No. 9). 
Lat. 05° 44’ 49” S., Long. 107° 05’ 29” E. 

Citra Ayu" is a chartered storage tanker used as the main floating 

sage and export facility at Bima Terminal. 

4 FOLLOWING ITEMS ARE OF PARTICULAR IMPORTANCE: 

1. No dirty ballast. 

Tankers with dirty ballast will be rejected and will have to tender 

anew Notice of Readiness upon second arrival. 

No shore leave. 

No crew changes. If emergency conditions prevail, for 

humanitarian reasons, exception to the foregoing may be 

permitted. All expenses incurred will be for ship's account. 

4, No stores available. 

5. No clinic available. 

6. The laws of Indonesia govern this terminal and all personnel are 
urged to abide by them. 

7. During daylight hours the Indonesian Flag must be flown 
throughout the vessel's stay in port. 

8, Bima Terminal time is GMT plus 7 hours throughout the year. 

9. No bunkers are available. 

10. Pertamina Directorate of Shipping and Telecommunications 
Jakarta handles all Agency matters for tankers. 

{1. The unit of currency is the Indonesian Rupiah. 

The rate of exchange varies from time to time. The Master can 
obtain the current exchange rate from the Agent. 

\2. There are no Consulates available at Bima Marine Terminal. 
However, there are many Embassies and Consulates 
represented in Jakarata. 

13. Language of the port is English and Indonesian. 

\4. Only authorised personnel or visitors are permitted on the storage 
barge and/or export tanker. 

\5. No fresh water is available. 

16. No slop tanks are available. 

7. The crude oil testing laboratory is equipped to perform the 
following tests: API Gravity, B.S. & W, Pour Point and RVP. Any 
additional tests that may be required will be performed in Jakarta. 

\8. For convenience, mail for personnel on incoming tankers may be 
sent to the Pertamina Agency Jakarta Office for delivery to the 
tanker when it arrives at the Bima Marine Terminal. Except on 
an emergency basis, spare parts or other material will not be 
accepted for delivery to incoming tankers. 
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CUMENTS: The Agent prepares the Ship's Documents Check List 
m to check the validity of each document. 
These documents are: Certificate of Registry, Ship's Construction 
ificate, Load Line Certificate, Safety Equipment Certificate, Safety 
dioTelegraphy Certificate, Cargo Gear Certificate and Derat 
“iicate or Derat Exemption Certificate. This List is then delivered to 
‘Harbour Master with the following documents attached: Last Port 
arance, Crew List approved by the Immigration Officer and Light 
es Receipt if arriving from another Indonesian port. 
The Harbour Master issues a Port Clearance at departure provided 
afance is also granted by the other governmental authorities. 
Panamanian Port Clearance for Panamanian Flag vessels is not 
ured at Bima Terminal. 
The Immigration Officer requires 2 copies of the Crew List and will 
ck the ship's articles and the passports of the crew. When these 
cuments are found to be in order, an Arrival Clearance will be marked 
the Crew List. 
‘90 Documentation: Documents such as Bills of Lading, Certificate 
Quality, Certificate of Quantity, Dry Certificate, Ullage Certificate, 
ading Time Report, Certificate of Origin, Cargo Manifest and Master's 
“elpt of Documents/Samples, etc., are prepared at the Terminal. 
"hen the tanker has been loaded, the documents shall be completed 
ibe taken aboard the tanker for the Master's signature. 
Signing of these Documents by the Master will take place at the same 
final departure clearance formalities are being carried out. 
Notes of Protest, if any, should be handed to the Mooring Master for 
Her delivery to Atlantic Richfield Indonesia Inc., Jakarta. 

ase note that the Mooring Master will acknowledge receipt of the 
'@ of Protest only and is not authorised to accept such letters. 
Parture Procedure: Prior to the vessel's departure, the Immigration 
“Mals require 6 copies of the Crew List to be marked for “Departure 
gration Clearance’, and duly signed, it will be distributed as follows: 


Master of the vessel 1 copy 
Harbour Master 1 copy 
Customs 1 copy 
Pertamina Agent 1 copy 
Immigration 2 copies 


‘bon presentation of the Crew List which is signed and marked for 

‘ola Immigration Clearance the Harbour Master will issue the Port 
arance, 

“nal clearance formalities will be carried out aboard the tanker after 

“pletion of loading. 

; ore leaving the terminal area the Master should advise the terminal 
Yessel's ETA at destination through the Mooring Master. 
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PILOTAGE: Tankers waiting to load shall wait their turn in the 
recommended anchorage area, and shall maintain radio-telepnhone 
contact with the terminal using the International Marine Calling and 
Safety Channel 16 (156.8 MHz) for terminal instructions. 

The Mooring Master will act on behalf of the company to acknowledge 
receipt of tanker's Notice of Readiness. 

Masters of tankers are reminded that due to operational reasons, 
ship's Notice of Readiness (N.O.R.) will not be accepted between the 
hours of 1630 and 0530 unless the company, in order to accelerate 
ship’s turn-around time, is willing to accept same. In any case, N.O.R. 
will not be accepted for a time earlier than when; 

(a) The Master has received the Mooring Master onboard. 

or 

(b) The tanker has anchored within the recommended anchorage 

area, and has advised the terminal the time of anchoring. 

Exception to (a) and (b) above will be if the tanker is within the 
anchorage area awaiting arrival of the Mooring Master and has been 
requested by the terminal not to anchor. In this case N.O.R. will be 
accepted from the time the terminal requested the ship not to anchor. 

In order to meet safe and efficient marine operations, tankers are 
recommended to arrive during daylight hours. However, if on ship's 
arrival the required Loading Clearance is not yet received at Bima Marine 
Terminal then, in this case, the acceptance of N.O.R. will be the time 
when such clearance is received on the storage tanker “Citra Ayu” or 
whenever the tanker is secured. 

The Company reserves the right to decline to berth a specific tanker 
if its condition or facilities are unsafe for berthing or loading even though 
the berth may be open to other tankers. 

The decision of Atlantic Richfield Indonesia Inc.'s Terminal Section 
Manager or his designated assistant to berth or not to berth a tanker 
shall be final. 


ANCHORAGE: For tankers requested to anchor, the recommended 
anchorage area is an area Northeastward from the single point mooring 
buoys enclosed by a line drawn through the following positions: 
A. Lat. 05° 43’ 00” S., Long. 107° 06’ 00” E. 
B. Lat. 05° 41’ 30” S., Long. 107° 07’ 10” E. 
C. Lat. 05° 42’ 50" S., Long. 107° 08' 37” E. 
D. Lat. 05° 44’ 20” S., Long. 107° 07’ 28" E. 
Prior to arrival Masters of tankers should contact the terminal for 
instructions concerning anchorage positions. 
Refer to “Radio” for further instructions. 
Under no circumstances should an export tanker enter the Restricted 
Area without a company Mooring Master aboard. 
The attention of Masters is drawn to the existence of underwater pipe- 
lines in the Restricted Area. 


APPROACHES: Approach information can be obtained by radio from 
the terminal. Under normal weather conditions, if a tanker is scheduled 
to berth upon arrival, the Mooring Master will board such tanker in close 
vicinity of the mooring area. 

In addition to the 3 single point mooring buoys for export tankers and 
the storage tanker, oil wells and production structures are located South 
from the storage barge which constitute a hazard to navigation for 
mariners. 

SBMs, Storage Barge and Structures within Bima Marine Terminal 
area display the following characteristics: 

(1) Storage: “Citra Ayu’’ and SBM (Buoy No. 7): 

By day, the black ball as required by Rule 30, paragraph A of the 

Regulations for Preventing Collisions at Sea. Storage barge at 

night displays the lights for a tanker at anchor as required by the 

Regulations for Preventing Collisions at Sea and is equipped with 

automatic fog signals at the bow and at the stern. 

The “Citra Ayu” SBM (Buoy No. 7) shows a white light flashing 

every second, visibility 5 miles. 

(2) Standby Storage/Export SBM and Export SBM (Buoys No. 8 

and 9): 

(a) Awhite light flashing every second, visibility 5 miles, mounted 
on the rotating deck of each SBM. All Export SBMs are fitted 
with radar reflectors. 

(b) 1 yellow coloured light buoy marked with yellow cross on top 
and yellow coloured light flashing period 2 seconds (0.5 
second flash + 1.5 dark), 4 miles visibility equipped with radar 
reflector. 

Position of the light buoy: Lat. 05° 41’ 10” S., 

1072075207 E; 

(3) Crude Oil Production Platforms Facilities: 

There are 5 crude oil production platforms, 32 wells, 1 processing 

platform and 1 quarters platform within the Bima Marine Terminal 


Long. 


. Lat. 05° 47’ 15.0" S., Long. 107° 04’ 00.0” E. 
. Lat. 05° 47’ 42.5" S., Long. 107° 02’ 28.0” E. 
. Lat. 05° 46’ 39.8" S., Long. 107° 02’ 12.5” E. 
. Lat. 05° 47’ 16.0" S., Long. 107° 02’ 04.0” E. 
.-F. Lat. 05° 48’ 07.0” S., Long. 107° 01’ 48.0" E. 
PCP (Process Platform) 
Lat. 05° 47’ 17.0” S., Long. 
PCS (Quarters Platform) 
Lat. 05° 47’ 19.0” S., Long. 107° 03’ 04.0” E. 
In addition to the above specified obstructions and navigational aids, 
all platforms display interrupted quick flashing white lights. 
The storage barge, flow stations, and quarters platform will brightly 
illuminate the areas around them at night through the use of normal 
working lights. 


107° 03’ 02.0” E. 


RESTRICTIONS: Berthing during daylight hours only. Maximum 
distance bow to manifold is 500 ft. 

MAX. SIZE: 250,000 d.w.t. Depth of water in approaches and at buoys 
is 110 ft. 

HEALTH/IMMIGRATION/CUSTOMS: See “General” before first port. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler 


RADIO: Advice of Arrival by Cable or Telex: \t is important that all 
incoming tankers advise Bima Marine Terminal 72 hours and 48 hours 
before ETA, giving the best estimate of ship's arrival at the terminal, via: 

Cable Address: Ardjak, Terminal Section, Jakarta 

Telex: 011-47390 Jakarta. 

Time to be used for ETA is “Golf” (local) Time Zone of GMT plus 
7 hours throughout the year. The first message should also include the 
following information: 

1. Name of tanker and Radio Call Sign. 

2. Cargo requirements. 

3. De-ballast time. (Note: if a separate/permanent ballast system is 
fitted, ability of ship to load crude oil and discharge ballast 
simultaneously must be stated. 

Maximum loading rate. 

Arrival draft, forward and aft. 

. Last Port of Call. 

. Confirm that vessel has clean Bill of Health. 

If there is any sickness aboard, give whatever information is 
available as to the possible type of sickness. 

9. If cholera inoculation required, advise number required. 

10. Distance in feet from the bow to tanker's loading manifold. 

Further ETA messages should be sent to Bima Marine Terminal via 
the above cable address or telex number when the tanker is 24 hours 
and 12 hours distant from the terminal and any other time, if any 
appreciable change occurs in the original ETA or subsequent ETA's. 


RADIO COMMUNICATIONS: 
(1) VHF/FM Radio Telephone: (International Marine Calling and Safety 
Channel 16. Frequency 156.8 MHz). 

Masters are recommended to use this system when they arrive within 
radio range of Bima Marine Terminal, particularly when approaching the 
port, if poor visibility exists the tanker's approach may not be observed. 
Attention to VHF communications may be the only means of avoiding 
delay in berthing. 

During berthing, the ship's radio will be under the sole control of the 
Master, and the storage barge radio will be under the sole control of the 
Terminal Superintendent or his assistant. Masters are reminded that if 
tankers are requested to anchor to await berthing, it is their responsibility 
to maintain constant listening watch on VHF Channel 16 to receive 
terminal instructions. 

Any delay due to failure to maintain a constant watch on Channel 16 
will be for the ship’s account, and will not be included in Calculation of 
Lay Time. 

Bima Marine Terminal is equipped with VHF/FM Radio- telephone 
sets and continuous watch is maintained on Channel 16 (156.8 MHz) 
and frequency 157.725 MHz. 

Tankers approaching the terminal should make initial contact on 
Channel 16. For subsequent inter-ship communication within the 
terminal a “Handie Talkie” VHF radio frequency 157.725 MHz will be 
used by the Mooring Master. This frequency will not be for general 
purpose use, unless clearance is obtained by the terminal. This is 
required for safety reasons. 

Should all radios on the tanker become inoperative, the emergency 
signal i.e. continuous blasts on the ship’s whistle will be sounded to 
notify the terminal of the radio failures. Upon hearing this signal from a 
loading tanker, the storage barge will immediately stop loading to the 
Export Tanker until communications have again been established. 

(2) High Frequency Single Side Band Radio Telephone: A voice 
message from incoming tankers may be relayed by HF/SSB. Atlantic 
Richfield Indonesia Inc., located in Jakarta, Indonesia, is inter-connected 
to Bima Marine Terminal via local communications system and maintains 
a continuous watch on HF frequency 7320 kHz (upper side band A3J 
mode. 100 watts, vertical whip antenna, call sign “8GJ9"). 

(3) Pertamina Control Radio Stations — HF/SSB: \|n the event 
incoming tankers are not able to contact Bima Marine Terminal on the 
foregoing VHF/FM frequencies or by HF/SSB, Pertamina maintains 
coastal radio stations located in Jakarta and Merak. 

Pertamina Jakarta Radio, call sign “PKI 2” may be contacted on HF/ 
SSB using the following frequencies and during the following service 
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hours: 
Frequency (kHz) Hours (GMT) Keep Watch (kHz) 
452 0000 — 2400 500 
8626 0200 — 0400, 0500 — 0600, 8363.2 — 8364.8 
0700 — 0800, 1000 — 1200, 
1400 — 1500, 1700 — 2000 
12980 0000 — 0200, 0400-0500, 12544.8 — 12547.2 
0800 — 1000, 1200-1400, 12559.2 — 12560.4 
1600 — 1700, 2000 — 2200 
4419.4 0100 — 0400, 0700 —- 0900, 4125.0 and 4131.2 
4425.6 1000 — 1100, 1300 — 1500, 
1800 — 2000 
6512.6 0000 — 0100, 0300 — 0400, 6215.5 and 6202.2 
6521.9 0600 — 0700, 1200 — 1400, 
1800 — 2000 
8759.2 0100 — 0300, 0400 — 0500, 
0700 — 0800, 1100 — 1200, 
1500 — 1600 
VHF Channels 9, 
16, 19 0000 — 2400 Channel 16 


Pertamina Merak Radio, call sign “PKQ” may be contacted on HF) 
SSB per the following frequencies and during the following service hours: 
Frequency (kHz) Hours (GMT) Keep Watch (kHz) 


452, 500 0000 — 1600 500 

8626 0100 — 0200, 0900 — 1000, 8363.2 — 8364.8 
1500 — 1600 8372.8 — 8373.6 

4419.4, 4425.6 0000 — 0100, 1200 — 1400 4125.0, 4131.2 

6512.6, 6521.9 0200 — 0300, 0400 — 0500, 6206.2, 6215.5 
0800 — 0900 

VHF Channels 9, 

16, 19 0000 — 2400 Channel 16 
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Masters should request the Pertamina Coastal Radio Station to tee 
the necessary information to Atlantic Richfield Indonesia Inc., Jakes 
c/o Terminal Section during office hours and radio operator after of 
hours, by Tel: 737474 (18 lines), or by Pertamina internal telex 
number 18 which is the designated number for Atlantic Richi 
Indonesia Inc. st 

Also see “General” before first port. RA 
TUGS: Mooring Launches: For running lines as required, also» Cc 
transporting Government Officials, Agents and other authory 
personnel to and from the export tanker, 1 suitable mooring launch, 
be available. 

There is also 1 tug available to assist mooring/unmooring ang, 
transport Government Officials to and from the export tanker as requie —_j¢ 
BERTHING FACILITIES: Single Buoy Mooring for Export of Cruden 
SBM No. 8 is designed with double function capability i.e. as a Story hi 
SBM and an Export SBM. SBM No. 8 is designed, during reasona:, 
weather conditions, to handle export tankers up to 250,000 d.w.t. Expy cd 
SBM No. 9 is designed to handle tankers up to 250,000 d.w.t., Weatly — ut 
permitting. Each of the above loading buoys is equipped with a gy 
24 in. circumference floating braidline mooring rope together witha» tc 
chafe chains (length 26 ft.), so arranged as to avoid chafe to the moom th 
ropes while tankers are at the buoy. | @ 

The crude oil loading hoses are to be connected to the ship's maniy ci 
on the port side of the export tanker. Tankers arriving are requested: al 
have the derrick on the port side raised and rigged, ready to lift abox 
the terminal equipment. ra 

Crude oil tankers are loaded through 2 strings of 20 in. I.D. floati, 
hoses extending from each Export SBM, connected to the tanke: 
manifolds by rail hoses of 16 in. |.D. All crude oil tankers not hav 
16 in. hose connections should provide their own reducers in such: 
way as not to cause any delay in the hose connecting operation. ( 
Export SBM’s No. 8 and No. 9 the length of the hose strings is 900+ 

For crude oil tankers intending to load at Bima Marine Terminal, ty 
distance from the bow to the loading manifold should not exces 
500 ft. 

The minimum loading rate at Bima Marine Terminal for crude oil tane 
is 15,000 bbis.p.h. Any tanker arriving unable to receive crude oil att: 
above rate may be rejected. The storage barge loading to tankers» 
SBM No. 8 or No. 9 can accomplish a maximum loading rates "© 
approximately 35,000 bbis.p.h. through meters. la 

In order to save time as well as to make the berth available for other 
it is requested that ships receive crude oil as fast as it can be delivers: 
with due regard for safety. 

Masters are reminded that for safety reasons, it is advisable to hax 
the ship half loaded as soon as possible. Rate can be reduced for toppi 
off tanks. When requested by the ship to stop, cessation of crude a 
flow is almost immediate. 

Masters are also advised that the minimum quantity tankers can loz bx 

m 
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at Bima Marine Terminal is 100,000 bbls. and the maximum is 1,200,00 
bbls. At the sole discretion of the Terminal Manager or his designate 
assistants and based on written request from the Master/Offtakes 
tankers may be allowed to load up to 1,500,000 bbls. 45%. However 
the quantity to be loaded exceeds 1,200,000 bbis., Offtake st 
Shipowner(s) will be required to state that they waive any demuray ve 
incurred due to waiting on cargo and/or berth for loading. ve 
Storage Tanker ‘Citra Ayu’’: The Company's Main Offshore Termite — 
Administrative Office, Storage and Laboratory for testing crude oilst? wy 
at Bima Terminal is a 236,000 d.w.t. storage tanker named “Citra Ay 

of Bahamian registry. be 

Overall length of the barge is 1,067 ft., and total crude oil capacl g) 
1,608,000 gross barrels. 

Crude oil from the “Citra Ayu" is delivered to tankers through Posi’ —g) 
Displacement Meters, of which there are 4, each having a maxim’ py 
capacity of 12,500 bbis.p.h. f 

The “Citra Ayu” is moored to SBM No. 7 in position Lat. 05° 46'025 = w 


Long. 107° 04’ 14” E. n 
Export tanker loading crude oil from “Citra Ayu" will be moored® 
SBM No. 9 or SBM No. 8. ar 


Position of SBM No, 9: Lat. 05° 44’ 49” S., Long. 107° 05’ 29"E m 
Position of SBM No. 8: Lat: 05° 45’ 25” S., Long. 107° 04’ 52°E lir 


Zu-Bima Crude Specifications: st 
API Gravity at 60°F: 20.4 — 18.5 St 
Reid Vapor Pressure: 0.7 — 0.9 a 
Sulphur, % Wt.: 0.10 — 0.14 
Kinematic, Viscosity at 100°F: 218.7 — 692.1 CC 
Pour Point: 30°F — 50°F la 
Carbon Residue, % Wt.: 4.75 — 8.29 m 
B.S. & W, % Vol.: 0.10 — 0.60 si 
Flash (TCC): 12.6°F — 144°F M 


MOORING/LOADING/UNMOORING: Bima Marine Terminal © | 
operate 24 hours a day, 7 days a week. Tankers will normally be bet”® 
during daylight hours, weather and other circumstances permitting ' 
special circumstances at the sole discretion of the Company Term® 
Superintendent, night berthing may be allowed if all conditions ® 
favourable. 

Unmooring will be carried out at any hour. 

Tankers to be moored or manoeuvred at Bima Marine Termina ® th 
be boarded within the anchorage area by the Company Mooring Mas* 
Under normal weather conditions if a tanker is scheduled to bert” 
arrival, the Mooring Master will board such vessel in close vicinity of 
mooring area. 

All such manoeuvring of ships shall be done only in accordance # 
the advice of the Mooring Master, subject to the understanding th 
all cases and circumstances the Master of the tanker being ma 
shall remain solely responsible on behalf of his vessel's owners fo" 
safe and proper manoeuvring of his vessel. 

The ship's Master or one of his designated and qualified deck offi® 
must be on the navigating bridge at all times while the vessel is 


manoeuvred. 
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me Mooring Master will report unsatisfactory conditions to the 

smpany Terminal Superintendent who may in turn, reject the tanker 
corrections are fully made. All costs accruing therefrom will be for 
se vessel’S account. 

“gefore loading, the tanker's cargo tanks are to be inspected and if 
gable for loading crude oil, a notation signed by both the Terminal 
sepresentative and Vessel’s Master to this effect will be made on the 
synpany Dry Certificate. 

“the Company Terminal Superintendent or his designated assistant, 
gal be the sole authority to decide when the port is closed due to 
gsutable weather conditions. 

yanous combinations of wind, sea and tidal conditions also the size, 

_ballasted trim and handling qualities of a vessel can affect the 
sesion to berth a vessel at Bima Marine Terminal. All these factors 
ge to be evaluated before a final berthing decision is made. 

Delays to vessels using Bima Marine Terminal due to the port being 
sosed because of bad weather conditions shall not be computed as 
sed Lay Time when compiling vessel's turn around time. 

Request for the terminal to stop the flow of cargo at a predetermined 
mage must be in writing. The request must include the statement by 
oe ship's Master that the Company will not be held responsible for any 
sor and that in case of the vessel being overloaded the excess cargo 
annot be pumped back to the storage barge. The ship's Master will 
aso be held responsible for any spills caused by this request. 

The ship's Master is responsible to ensure that no communication by 
ado is allowed within the terminal area. 

Unauthorised radio communications will cause cessation of all 
werations except clearing of the berth, and the vessel's Notice of 
neadiness will be immediately nullified. 

The Master of each tanker will be given a copy of the Conditions of 
fot Use of Bima Marine Terminal which he will be required to sign 
sefore the vessel proceeds to berth. 

The vessel's personnel are responsible for the safety of the vessel 
and must take all necessary precautions, whether or not so advised by 
te Mooring Master, having in mind the hazards of the operation because 
y the products being handled, weather conditions and any other 
oreumstances requiring special care or caution. 

Ships are requested to have a pilot ladder safely and securely rigged 
ready for immediate use and long enough to reach the Mooring Master's 
aunch 
Acombination of pilot ladder and ship's accommodation ladder, so 
aranged that personnel, boarding the vessel can first use the pilot ladder 
until part way up the vessel's side, and then transfer to the 
accommodation ladder is recommended, especially on very large 
tankers. 

A light line should be ready to take aboard the Mooring Master's 
equipment. 

Tanker will provide a broad lee for the Mooring Master both when 
toarding and leaving the ship. Adequate explosion proof lighting at night 
must be provided near the pilot ladder and manifold connection area. 
during loading, overside lighting must be provided in the vicinity of sea 
valves and floating hoses. 

During a tanker’s stay at the Export SBM, emergency towing wires 
shall at all times be hung over the ship's stern on each quarter of the 
vessel. These wires shall be secured on the inboard bitts to enable the 
vessel to be towed away should the need arise. They must be tended 
twoughout to keep the eye of the wire not more than 2 ft. above the 
water. 

Before any crude is loaded all ship's scuppers on main decks must 
te plugged and cemented oil tight. Approved mechanical means of 
dosing scuppers may be accepted. 

lt is absolutely essential that extremely careful supervision be 
| &ercised by officers of all tankers while loading operations are in 

progress. 

A responsible ship's officer is required to be on duty continuously 

while the tanker is being loaded. He will be assisted by an adequate 

| "umber of ship’s personnel in these operations. 

tis the responsibility of the vessel to ensure that all mooring lines 
#@ properly tended on loading tankers. The Mooring Master at any time, 
tay direct an additional ship’s line to be secured to the buoy and this 
‘né to be hove up or slackened off under the supervision of a responsible 
‘p's officer so as to prevent the vessel overriding the buoy. At all times 
wuficient crew must be available to carry out under the supervision of 
2responsible officer instructions given by the Mooring Master. 
_Masters of loading tankers are advised that raising, lowering, 
‘onnecting and disconnecting of oil loading hoses as well as other 
aours and duties on board connected with the loading of cargo or 
"aintaining mooring lines in a correct manner will be performed by the 
wip's crew directed by a responsible officer as required by the Mooring 
Master. Loading of crude oil tankers is through 2x20 in. |.D. hoses with 
ao. flange rating. The weight of each hose is approximately 
: All tankers loading crude oil at Bima Marine Terminal must be able 
connect the 16 in. hoses to their manifolds. Masters are strongly 
‘minded, that it is the ship's responsibility to provide reducers to make 
"€ connection, if the ship's manifold is not 16 in. 
_"feparations for mooring will be advised by the terminai through VHF 
*mmunication prior to tanker’s arrival or by the Mooring Master before 
"€ mooring operation commences. 

Crude oil tankers are required to have ready: 

1 On the port side: a derrick of a least 10 tons safe working load, 
"Qed with a second topping lift ready to pick up the mooring and hose 
necting gear from the Mooring Master's launch. This derrick will be 
“Osequently used for raising, connecting, disconnecting and lowering 
bok) hoses and eventually to transfer the mooring and hose 

necting gear back to the launch before the tanker sails. 

° On the forecastle: at least 6 good ship's mooring lines shall be 

“quired. 2 of them will be used as messenger lines for bringing aboard 
"a borminal mooring lines from the SBM. The 4 remaining ship's lines 
€ laid out 2 on either side of the foc’sle deck, eyes about 3.5 m. 
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distant from the fairleads as advised by the Mooring Master. When the 
terminal mooring lines have been hove up and anti-chafe chains are 
about halfway through the fairleads, the eyes of the ship's lines will be 
shackled onto the end links of the chain so that in the final position of 
mooring, the tanker is tied to the SBM using the terminal mooring lines/ 
chains made fast to the ship's bitts by means of the ship's own lines. 
This will be backed up by 2 wire strops each 30 ft. in length and 2 in. 
diameter. 

These wires will be provided by the terminal to be used as preventer 
wires. These two wire strops will not be used as the permanent mooring 
system. 

Their purpose is to hold the ship safely moored in the event one or 
more of the ship's lines parting until the crew can replace such lines. 
EQUIPMENT: Export Tanker Gear and Equipment: A ship may be 
rejected, if upon inspection, it is not properly equipped, or if it is not 
suitably manned, or if its tanks are not suitable for the cargo, or if in the 
case of crude oil tankers the ballast is dirty. 

A vessel is suitably manned if it has a full complement of qualified 
officers and crew all of whom are sober, competent and willing to carry 
out their duties and orders. 

A ship must be equipped with a good working propulsion unit as 
passed by the appropriate survey society. Inoperative ships or partly 
inoperative ships will be rejected. Should a ship become inoperative or 
partly inoperative while secured to a single point mooring buoy, it will 
be removed at the ship's expense. 

No repairs to main engines or other essential equipment or machinery 
while secured to an Export SBM may be carried out, unless with the 
permission of the Terminal Superintendent or his designated assistant. 

Crude oil tankers must lift the export hoses from the water to connect 
with the ships manifold by means of their own derricks and using their 
own crew. 

A vessel must have both bow anchors in good working condition. Both 
bow anchors and anchor cable must be of a size and standard to meet 
either “Lloyds” or “A.B.S.” requirements, even though they may in fact, 
be classified by other societies. 

All vessels must have ready on deck suitable stoppers for, manila, 
synthetic lines and wires used for mooring purposes. 

All vessels must have suitable winches or capstans in good working 
order. 

Such winches or capstans must have sufficient power to heave in the 
18 in. terminal mooring lines as required by the Terminal Mooring 
Master. Tankers must have the capacity to heave up the 24 in. braid 
lines used to secure them to the Export SBM’s. Power supply to all deck 
machinery must be maintained throughout the period the ship is secured 
to the Export SBM. Failure to comply with this requirement will result in 
cessation of loading and delay and expense so caused will be for the 
ship's account. To assist in vessel's turn around, ships should have all 
necessary gear ready on arrival. Crude oil tankers must have the cargo 
derrick on the port side raised with cargo gear rigged and ready before 
the ship is boarded by the Mooring Master. 

Vessels which may consider the lifting capacity of their gear to be 
marginal should strengthen their gear accordingly. A common way to 
do so is to rig a second topping lift on the boom. Masters of crude oil 
tankers are reminded that the hose connecting operation will normally 
be carried out while the ship is deballasting. 

The cargo derrick required to raise the hose from the water, must 

have sufficient length of strong lifting wire runner on the winch drum to 
enable the cargo hook to reach the water and still have adequate turns 
of wire left on the drum. 
BALLAST: Disposal of Ballast: Owners and Masters are responsible to 
observe International Convention Laws and Indonesian Government 
Regulations concerning pollution of the sea, having particular regard for 
this area of the Java Sea. 

No facilities are available for disposal of dirty ballast. 

It is the responsibility of the ship's Master to see that no oil of any 
kind is pumped or spilled overboard from his ship. 

The categories of pollution include oily water from bilges, crude 
residue from previous voyages or any other matter that may result in 
pollution of the sea. Any fines imposed shall be for ship's account. 

As soon as practical after arrival, all tankers will be inspected by a 
Bima Marine Terminal Official for dirty ballast. During discharge of 
ballast, similar inspections will continue. 

If evidence of oil appears at any of these inspections, the ship will be 
rejected and will not be accepted again until satisfactory evidence is 
produced that such ballast was disposed of in a proper manner. If, during 
inspection or during loading it is found that the ship’s tanks are not tight 
or that oil is leaking from the ship, the ship may be rejected or refused 
further loading. 

If the ship’s tanks are found to be leaking it will not be accepted for 
loading unless satisfactory evidence of repair, duly certified by Lloyd’s 
or A.B.S. Surveyors or other recognised Surveyors, is submitted. It is 
the responsibility of the ship's Master to see that no oil of any kind is 
pumped or spilled overboard from ship. Drip pans, sawdust, dispersent, 
etc., should be ready for use at all times especially when disconnecting 
hoses in order to avoid any spillage of oil overboard. 

Notice of Readiness will automatically be nullified for any tanker 
rejected because of dirty ballast or sea pollution and such tanker will 
lose priority of position for loading. 

A tanker must have sufficient ballast for safe handling having due 
regard to existing weather and sea conditions. Through a careful watch 
of the weather and sea conditions, frequent exchange of information 
between ship and terminal and by a knowledge of the behaviour of his 
own ship, a Master may come to the terminal with minimum safe ballast 
and thus lessen any possibility of infringement of sea pollution 
regulations. 

In addition to the lights usually displayed, vessels in the moorings 
discharging ballast or loading cargo during darkness will brilliantly 
illuminate the sea around the ship, so that any pollution will be 
noticeable. 
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Tankers equipped with a separate system of ballast tanks will be 
allowed to discharge ballast, and load oil simultaneously, providing 
approval is first obtained from the Company Terminal Superintendent 
or his assistant. 

Most responsible ship owners have adopted a system of tank cleaning 
using circulatory methods of transfer of tank washings on board and 
treating these washings with chemicals. 

The result is that no oil is discharged into the sea and the separated 
oil is collected in a slop tank. With the written permission of lifting 
companies, the terminal will load on top of such slops. This system is 
highly recommended to avoid pollution of the Java Sea. Masters are 
required to certify in writing the quantity of slops remaining on board (if 
any). If they intend to load crude oil on top of the slops, it must be clearly 
stated. The Mooring Master will confirm the amount stated in writing by 
ullaging and calculating the slops to ensure the amount declared is 
correct. 

Provided agreement is reached on the amount of slops the Mooring 
Master will confirm the amount of slops on the Dry Certificate. 

Note: Separate “Slop Certificate’ signed by Chief Officer witnessed by 
the Mooring Master is required to substantiate calculation. 
Masters are warned that inspection of ballast is strict. 

If, at any time an overflow of crude oil occurs, loading will be 
immediately suspended and will not be resumed until the oil is cleaned 
up and removed from the decks of the vessels and/or from the surface 
of the sea and any damage is repaired and no further danger exists. It 
is stressed that during loading operations, the Bima Cargo Controller 
will immediately slow down the loading rate on receipt of a request for 
same from the ship's deck officer in charge of loading. 

All spillages of oil must be reported immediately to the Bima Terminal 
Superintendent or his assistant and subsequently a detailed report in 
writing submitted by the Master of the vessel concerned giving all 
relevant details. 

MEDICAL: No facilities available. 

FRESH WATER: Not available. 

FUEL: Not available. 

TIME: GMT plus 7 hours. 

REPATRIATION: Not possible. 

SHORE LEAVE: Not Possible. 

GENERAL: Wind and Tides: Refer to Eastern Archipelago Pilot Vol. Il. 
Water depth approximately 110 ft. below mean sea level. 

Charts: Admiralty Chart No. 1653A. Java — Western portion including 
Straat Sunda. 

Sailing Directions: Eastern Archipelago Pilot Vol. Il. 

AGENCY: See “General” before first port. 

OPERATOR: Atlantic Richfield Indonesia Inc. 

Principal Offices: 

Pertamina, Jalan Medan Merdeka Timur No. 1 A, Jakarta, Indonesia. 

Atlantic Richfield Indonesia Inc., Panin Bank Building, Jalan Jenderal 
Sudirman, P.O.Box 63/JKT, Jakarta, Indonesia. Tel: 737474. Telex: 
47390, 44379. 

Arco International Oil and Gas Company, Division of Atlantic Richfield 
Company, Wells win? Building, 444 South Flower Street, Los Angeles, 
California 90017, U.S.A. 

liapco, Inc., Jalan Let. Jen. M.T. Haryono 58, P.O.Box 2759/JKT 
Jakarta, Indonesia. 

liapco, Inc., c/o Natomas Trading Co., 601 California Street, San 
Francisco, California 94108, U.S.A. 

Inpex Java Ltd., 10th Floor, Toranomon 37 Mori Building, No. 5-1 
Toranomon 3-Chome, Minato-Ku, Tokyo 105, Japan. 

Tidewater N.W. Java, Inc., 1440 Canal Street, Suite 2100, New 
Orleans, Louisiana 70112, U.S.A. 

Bae Minyak Inc., 750 N. St. Paul, Suite 1530, Dallas, Texas 75201, 
U.S.A. 

C. Itoh Energy Development Co. Ltd., C. Itoh Building, 5-1 Kita- 
Aoyama 2-Chome, Minato-Ku, Tokyo 107, Japan. 

Deminex Java Oel GmbH, Setiabudi Building, 2nd Floor, Jalan H. 
Rasuna Said 62, Jakarta. 

Deminex Java Oel GmbH, Attn: P4, P.O.Box 10 09 44, Dorotheenstr. 
1, 4300 Essen 1, Federal Republic of Germany. 

Nominations: Tanker nominations for lifting of Bima Crude Oil are co- 
ordinated through Arco International Oil and Gas Company, Los 
Angeles, California and Atlantic Richfield Indonesia Inc., Jakarta. 

All crude oil sales, also tanker chartering are arranged by the following 

parties in each of their respective locations: 
Pertamina, 
Arco International Oil and Gas Company, 
liapco, Inc., c/o Natomas Trading Co., 
Inpex Java, Ltd., 
Tidewater N.W. Java Inc., 
Warrior Minyak Inc., 
Deminex Java Oel GmbH, 
C. Itoh Energy Development Co. Ltd. 

Tanker scheduling is co-ordinated for ali of the partners through Arco 
International Oil and Gas Company, Los Angeles, California, and 
arranged through Atlantic Richfield Indonesia Inc., Jakarta. 


BIRINGKASI: 04.49 S. 119.29 E. 


LOCATION: The Port of Biringkasi is 28 miles from Ujung Pandang. 

PILOTAGE: Pilotage is not compulsory. However, vessels that are not 

familiar with the port may request pilotage assistance from Ujung 

Pandang/Macassar. 

ANCHORAGE: Depth of water in anchorage 10.0 m. 

eee All communications are via Ujung Pandang Coastal Radio 
tation. 
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TUGS: There is 1 tug of 500 h.p. and 1 mooring boat of 75 h.p. 
BERTHING: Concrete Pier No. 1: Length 209 m., breadth 27 m. ar 
depth alongside 7.0 m. 

Concrete Pier No. 2: Length 20m., breadth 40 m., depth alongsig 
2.4m. 

This port is a private port with a cement factory operated by P} 
Semen Tonasa. The port is equipped with a conveyor/shiploader jy 
loading cement in bags. 

Storage: Storage facilities available. 

CRANES: 4x5 ton — 40 ton mobile cranes. 

MEDICAL: Hospital facilities available. 

STEVEDORES: Labour available from the cement factory. 

FRESH WATER: Fresh water available in limited quantities. 
FUEL: Not available. 

REPAIRS: No facilities for undertaking repairs. 

enn oa Barges: 4 barges available with capacity of 700 — 900 ton 
each. 

Clearance: Biringkasi is an outport and therefore all vessels entering 
this port have to clear inward and outward at Ujung Pandang. 


BITUNG: 01.26 N. 125.12 E. 


DOCUMENTS: 

4 Crew Lists. 

4 Lists Passengers in Transit. 

4 Lists Passengers Disembarking. 

3 Cargo Lists. 

3 Provisions Lists. 

List of Articles new and Customs-barred in possession of each cre 
member — cameras, binoculars, radios, cigarettes, tobacco, etc. 

Ship's Register. 

International Vaccination Certificate for Crew and Passengers. 

(Especially for International Travellers.) 

Health Book/Maritime Declaration of Health. 

Derat Exemption Certificate. 

PILOTAGE: Contact Coastal Radio Station Bitung (call sign PK 
telegram address: Bitung Port Administration; advance notice of £7! 
24 hours. Pilot boats: 100 h.p. and 350 h.p. light grey. Requiring a Pile 
flag, sound and Morse Signal: “G". 

Anchorage for vessel awaiting a Pilot: the area between Southern pa 
of the Lembeh Street at: Lat. 1° 25’ 00” N., and Lat. 1° 30’ 35” N. attte 
Northern part of the street. 

Ships have to anchor outside the mentioned Latitude above. 
ANCHORAGE: The area between coast of Lembeh Island and coast’ 
Sulawesi: Lat. 01° 27’ N., Long. 125° 12.3’ E.; Lat. 01° 26.2’ N., Lon 
125° 13.5’ E. and Lat. 01° 26.3’ N., Long. 125° 10’ E.; Lat. 01° 25'N 
Long. 125° 10.8’ E. Depths: 42 ft. to 114 ft. 

RESTRICTIONS: No restrictions on night entry. 

Shipmaster’s Report: Numerous fishing boats at the port entrance 
especially at night-time, also fishing sticks, and small fishermen’s house 
on bamboo sticks built at sea, without lights, dangerous to navigatio 
Approaching or sailing from port at night-time should not be attempie’ 
MAX. SIZE: Draft alongside pier, max. 32 ft. L.O.A. 760 ft. or 100,00 
B.R.T. (60,000 d.w.t.). 

HEALTH: Vessels coming direct from other countries or coming fro 
infected port: “Q” flag to be flown. Pratique procedure and acti 
necessary to obtain Pratique according to the International Sanita) 
Regulations. 

RADIO: Bitung Radio (Call sign P.K.M.) for vessels to route ETA cable 
to Agents, Receivers, etc. 

(MF—Working frequency 438 and 500 kHz, listening frequen 
500 kHz, emission A.1., A.2.). 
Time Schedule: —0000—0100 

0400—0500 
0800—0900 
VHF: Bitung Radio on Channels 16 and 26. 
TUGS: 1 tug, 1,160 h.p. also 2 motor launches of 115 h.p. 
BERTHING: For ocean-going vessels: 16 ft. — 35 ft. at wharf of 909° 
length. 

For inter-island vessels: 17 ft. at wharf of 455 m. length. 
CRANES: 315-35 tons mobile cranes. 

STEVEDORES: Arranged by handling Agent. 
Handling Rates: 

Bulk cargo: 13-18 tons/gang/hour. 

Bagged Cargo: 20-35 tons/gang/hour. 

General Cargo: 12—15 tons/gang/hour. 
MEDICAL: Hospital facilities available. Masters to advise by radio p® 
to arrival if medical attendance required aboard. Vaccinationte® 
certificates required, 3 copies. 
TANKERS: 1 oil jetty for domestic tankers (not general use). W" 
7 bunkering points alongside the 582 m. Ocean Going wharf, of wie 
3 are presently used. Bunker fuel is supplied directly by P.N. Pertam™ 
(state oil company). 
DENSITY: About 1030. 
FRESH WATER: Available from hose connections on the pier, ata™ 
of 30 t.p.h., also 1 fresh water barge with the capacity of 200 tons 
FUEL: Not all grades fuel available. Diesel and marine lubricants ® 
be supplied. 48 hours notice required. Rate 50—150 t.p.h. 
REPAIRS: Some deck and minor engine repairs are possible at Bit 
dockyard. Radar and electronic repair available, but not for big rep® 
CONSULS: Philippines only. 
DOCKYARD: P.T. IKI and P.T. Dock Surya. 
GANGWAY/DECK WATCHMEN: Not needed. 
OPENING/CLOSING HATCHES: Normally by  crew/steved® 
otherwise according charter party. 


(See Plan, 


G.M.T. 


sHiP’S CERTIFICATES: Registered Tonnage Certificate and all 

“@ifcates Normally required to be on board. 

cysTOMS ALLOWANCES: 100 cigarettes or 20 cigars or 100 gram. 

epacco each crew member; 1 bottle wine or spirits for each crew 
mber 

sssengers: Articles to the value of U.S.$25 per person or U.S.$100 
y tamil 

Saco GEAR: Loading and discharging by ship's own derricks. Shore 

wane capacity up to 15 tons. 

agPATRIATION: Facilities available. te 

4iRPORT: About 50 km. from port of Bitung. Regular airlines: Garuda 

sgonesian Airways (G.1.A.), Bourag, Merpati and Mandala. All have 

waly flights to Makassar and Jakarta. 

nme: GMT plus 9 hours, permanent. 

#OLIDAYS: New Year's Day; Idul Adha, 1st Muharam; Ascension Day; 

adnday of Prophet Mohammad S.A.W.; Good Friday; Proclamation Day 

august 17th); Idul Fitri, Waisak and Christmas Day. 

poLiCE/AMBULANCE/FIRE: Dial 111, 27, 60, 106 and 108. 

SHORE LEAVE: Crew members are allowed ashore with a shore pass 

ssued by the Immigration Office. 

DENTIFICATION CARDS: Shore pass issued by the Immigration Office 

crew members at Agent's request. 


SHIPMASTER’S REPORT: February 1980. 

There is a 300 m. concrete wharf in approx. position Lat. 01° 26.2’ N., 
long. 125° 11.6’ E and a naval wharf in approximate position 
lat. 01° 26.5' N., Long. 125° 12.1’ E. Fuel by road tanker is available. 


AUTHORITY: Port Administrator of Bitung, Jalan Makassar, Bitung, 
indonesia. Tel: 60, 106, 27, 105, 108, 56 and 111. Contact: Iljas Sudikto, 
Port Administrator. 


BONTANG (Loktuan): 00.11 N. 117.12 E. 


PILOTAGE: Pilotage compulsory for all vessels entering the inner 
harbour at Loktuan. Pilot boards at Bontang LNG pilot station. Contact 
should be made prior to arrival with Bontang Radio on VHF Channel 16. 
ANCHORAGE: Vessels anchor in position 00° 08’ 30” N., 117° 34’ 
50°E. The holding ground in the anchorage is good. Depth of water 
13.0m 
RESTRICTIONS: Depth of water in channel is 13.0 m. — 20.0 m. The 
uming circle off the terminal has a diameter of 750 m. and depth of 
140m 
RADIO: Samarinda Coastal Radio Station — Call sign PKN 6. 
TUGS: 1 tug available. 
BERTHING: Concrete wharf with length 152 m., breadth 32m. and 
cepth 13.0 m. The berth can accept vessels up to 20,000 d.w.t. 
fork Lifts: Fork lifts with capacity 2.5 tons — 8 tons available. 
CRANES: 2x 150 tons mobile cranes. 
OM ed Available from Samarinda labour pool and arranged by 
ent. 
TANKERS: LNG Facilities. 
Areal Pt. Badak NGL Co., JI. M.H. Thamrin 59, Jakarta. Telex: 
44261, 
P.0.Box 216, Balikpapan. Telex: 37211. 
Location: Lat. 00° 05’ 51” N., Long. 117° 28’ 47” E. 
Wax. Size: 125,000 cu.m. LOA 300 m. 
Oeoths at L.W.: Alongside: 13.5 m. Outer bar: 49 m. Entrance: 25 m. 
inner bar: 15.0 m. 
‘nchorage: Awaiting Pilot: Lat. 00° 02’ 05” N., Long. 117° 34’ 00" E. 
Awaiting berth: Lat. 00° 01’ 00” N., Long. 117° 35’ 30” E. 
fadio: Bontang Radio — “PKN-7” or Balikpapan Radio “PKN-2”. 
lot: Compulsory. Request Pilot 6 hours prior to arrival and 3 hours 
dior to departure. 
Documents: Health Declaration, Last Port Clearance, 10 copies Crew 
“Sl, 10 copies Passenger List, 5 copies Cargo Manifest, 5 copies Ship's 
Sores List, 3 copies Crew Effects List. 
~atgo: LNG loading rate: 10,000 cu.m.p.h. 
Loading lines: 5 loading lines with 16 in. loading arms. 
Vapour return: 1 line with 16 in. arm. 
Storage Capacity: 487,000 cu.m. 
quid nitrogen facility: Max. quantity: 50 cu.m. Line size: 2 in. |.D. 
essure at ship's rail: 112 p.s.i. 
LNG characteristics: 
Explosion limits: 


5.3 — 14.0 % Vol. 


Flammable: Yes 

Boiling Point: —161°C. 

Flash Point: =—175°C: 

Critical Pressure: 45.6 kg./sq.cm. 
Critical Temperature: —82.5°C. 


Reactive with: 
ceneal compatibility: 
ndensing ratio: 
FRESH WATER: Not available. 
: EL: Not available. 
wNSULS: None. 
AR AiRS: No repair facilities at the port. 
ceNOn Samarinda Airport. 
ERAL: This port has been constructed to serve the fertiliser factory 
- Pupuk Kalimantan Timur. 


Steel, Polythene. 
Chlorine (dry). 
0.8023 dm? 


Sages: There are 2 flat top barges. Each with a capacity of 1,000 tons. 
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DEVELOPMENTS: The LPG facility and the second loading terminal 
for LPG and LNG carriers in Pertamina’s LNG complex at Bontang is 
due for completion. A gas carrier of 136,400 cu.m. is under construction. 
When completed it will carry gas to Hsin Ta in Taiwan. 

Also see ‘Tankers’. 


AGENT: See “Jakarta”. 


BUATAN: 00.45 N. 101.50 E. 


PILOTAGE: Compulsory. Pilot requires 6 hours notice of arrival and 
3 hours notice of departure. 
ANCHORAGE: The anchorage whilst awaiting sea pilot is in Morong 
Strait in position Lat. 01° 56’ 30” N., Long. 101° 50’ 30” E. 

The anchorage whilst awaiting the harbour pilot is in Siak Sri Indrapura 
in position Lat. 01° 23’ 00” N., Long. 102° 10’ 00” E. 
RESTRICTIONS: Berthing and unberthing during daylight hours only. 
Approach Channels: Depths at LWS. 


Outer bar 4.2m. 
Entrance 4.8m. 
Inner bar 13.0 m. 
Harbour/Turning Basin 6.5 m. 


MAX. SIZE: 5,000 d.w.t. Max. LOA 110 m. 
VHF: Sungai Pakning Coastal Radio Station operated by Pertamina, call 
sign PKP-5. 
BERTHING: The jetty is located in position Lat. 00° 44’ 50” N., Long. 
101° 49’ 35” E. Depth at LWS 6.5 m. 

Crude oil is loaded at a rate of 6,000 bbls.p.h. through 3x8 in. hoses. 
Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Crude Oil 285,000 bbls. 
Slop Oil 10,000 bbls. 

Physical Characteristics of Crude Oil: 

API Gravity at 60°F. : 35 

B.S. & W. : 0.2 % vol. 

Pour Point WO; Ese 


MEDICAL: Clinic available. 
DENSITY: 1000-1010. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: None. 
AIRPORT: Simpang Tiga Airport at Pekanbaru. 
TIME: GMT plus 7 hours. 
GENERAL: The water in the vicinity of the berth is shallow and the 
channels are liable to shift. 
A good look-out should be kept for fish traps, nets, logs and floating 
debris. 
Charts: Indonesian Charts No. 14, 14A and 24. British Admiralty Charts 
No. 3933 and 3947. 
AGENCY: See “General” before first port. 
AUTHORITY: Operator: Pertamina U.EP-II, Lirik. 


BUNYU (Banyu): 03.28 N. 117.50 E. 


PILOTAGE: Mooring Master boards at the anchorage. 
ANCHORAGE: Vessels awaiting berth anchor in position Lat. 03° 
25’ 30” N., Long. 117° 51’ 45” E. 
RESTRICTIONS: Daylight berthing and unberthing only. 
MAX. SIZE: CBM: 21,000 d.w.t. Max. LOA 175 m. 
Platform: 30,000 d.w.t. Max. LOA 185 m. 

Also see ‘“Berthing”. 
VHF: Bunyu Coastal Radio Station, call sign PKO-3, operated by 
Pertamina. 
BERTHING: CB8M: Vessel moors to 4 buoys in position Lat. 03° 
26' 12” N., Long. 117° 50’ 50” E. Depth of water 15.3 m. at LWS. Hose 
connects on starboard side. Crude oil loaded at rate of 2,500 t.p.h. 
through 18 in. hose. 
Jetty: There is a jetty for small vessels in position Lat. 03° 27’ 30” N., 
Long. 117° 50’ 03” E. Depth alongside 5.0m. at LWS. Max. size 
1,000 d.w.t. Max. LOA 60 m. Vessels berth starboard side to. General 
cargo handled at this berth. 
Platform (Methanol): A platform for handling of methanol is located in 
position Lat. 03° 27’ 24.8” N., Long. 117° 50’ 39.7” E. Depth of water 
14.5 m. at LWS. Max. size 30,000 d.w.t. Max. LOA 185 m. Methanol is 
loaded at a rate of 375 cu.m.p.h. through 110 in. arm. 
Barge Platform: There is a platform for barges in position Lat. 03° 
27’ 27" N., Long. 117° 50’ 09” E. with a depth alongside 6.0 m. at LWS. 
Max. size 3,500 d.w.t. Max. LOA 90 m. Premium gas is handled at this 
platform with 1x8 in. hose. 
Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Crude Oil 309,068 bbis. 
Methanol 45,000 cu.m. 


Physical Characteristics of Crude Oil: 


API Gravity at 60°F. 32.2 — 31.1 
Sulphur Content 0.09% wt. 

B.S. & W. 0.10 — 0.15 % vol. 
Flash Point (PMCC) Below 66°F. 

Pour Point 45 — 50°F. 


DENSITY: 1020-1025. 
FRESH WATER: Not available. 
FUEL: Not available. 
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CONSULS: None. 

AIRPORT: Tarakan Airport. 

TIME: GMT plus 8 hours. 

AGENCY: See ‘General’ before first port. 

AUTHORITY: Operator: Atlantic Richfield Indonesia Inc., Panin Bank 
Building, 7th Floor, JI. Jend. Sudirman, P.O.Box 63, Jakarta, Indonesia. 
Tel: 737474. Telex: 47390 Arco-la, 47379 Arco-la. 


CIGADING: 06.00 S. 105.57 E. 


SHIPMASTER’S REPORT: January 1986. 


LOCATION: The Port of Cigading is situated in position: Lat. 06° 00.3’ S., 
Long. 105° 57.5’ E. and about 45 nautical miles N.E. of the entrance to 
Sunda Strait. The port is under the control of Port Merak, which is 
approximately 15 km. — 18 km. N.E. of Port Cigading. 

DOCUMENTS: Crew Personal Effects Declaration, Provisions List, 
Bonded Stores List, Crew List, Currency List, Seaman’s Books, 
Passports. 

PILOTAGE: Pilot station located at Merak. Pilot station on VHF Channel 
12. Call sign “Kilo Bravo”. Station also guards Channel 16, with working 
Channels 13 and 14. Pilot boat guards Channel 12. 

Ports attended by Pilot at Banten area: 

. Brown & Root Terminal. 

Port of Banten. 

Cigading Terminal. 

. Unggu! Indan Corp. Jetty. 

Dover Chemical Jetty. 

. Prointal Chemical Jetty. 

Depot Pertamina Terminal. 

. Merak/Ferry Terminal. 

|.P.1/Tg. Serong Terminal. 

. Suralaya PLTU Coal/Oil Jetty. 

. Polychem Lindon Jetty. 

Also see “Radio”. 

APPROACHES: Vessels can approach this port any time during day or 
night. But no berthing possible after sunset. 

ANCHORAGES: Vessels awaiting berth can safely anchor 4 cables N.E. 
of the berth in a depth of 22 m. — 24 m. The currents are very strong in 
this area. The vessel experienced 3-4 knots of current from 
Northeasterly and Southwesterly directions, changing every 12 hours, 
depending upon the tide. Vessels are advised to pay out substantial 
amounts of cable in order to retain the anchor position. 

HEALTH: The Health Authorities board the vessel for Pratique. All 
international health regulations are followed. The officer checks all the 
vaccination books for inoculations. Ships arriving from African or South 
American ports are required to have yellow fever certificates. Pratique 
is granted only after the officials check all the papers and complete 
formalities. 

RADIO: Radio Jakarta 500 kHz. Call sign JKI. 

Arrival Advice: 48 hours before arrival at Cigading, it is essential to cable 
the local Agents, the full details of the vessel and ETA, including the 
requirements of pilot service for berthing the vessel. The Pilot is 
stationed at Merak, as and when any vessel calls at Cigading, the Pilot 
is arranged from Merak. There is only one Pilot supplied from Jakarta 
for Merak, Cigading and other minor ports. Pilotage is maintained by 
the pilotage division of the port of Banten. 

Chief Pilot/Harbour Pilot: Sukendear Hadi Utomo. Office: 105 Pulorida 
Street, Merak-West of Java, Indonesia. Tel: 367808/367594, ext. 194 
via P&T. Residence: JI Raya Anyer No. 03, Komplek B.P.P., Tegal Ratu 
Cigading, West of Java, Indonesia. 

24 hour service is available. Masters or Agents are requested to 
advise the Pilot whenever there is a change in an ETA. 

TUGS: There are 4 small tugs, stationed at Cigading, each 
approximately 800 b.h.p. These tugs are generally used for towing 
barges and also utilised for ships berthing at Cigading. Vessels are 
unberthed at any time during day or night. 

BERTHING: There is only 1 long berth extending well into the sea, 
running in a N.E./S.W. direction. The length of the berth is 550 m. and 
the breadth approximately 55 m. The outer portion of the berth is utilised 
for discharging iron ore and has 2 unloading arms. It is mobile and rail 
mounted. Maximum outreach of unloader from fender face is 24 m. The 
unloader has grabs, each with capacity of 10 tons. Minimum air-draft to 
be be maintained at berth, 15.9 m. during maximum high tide in ballast 
condition. The S.W. portion of the berth is utilised for loading sponge 
iron, and has one loader. During our stay the loader was not operational. 
Ships were loaded by truck loads. 2 small vessels of 4,000—5,000 d.w.t. 
capacity can be berthed alongside simultaneously. The inner portion of 
the berth, particularly the Northeasterly portion, is utilised by general 
cargo ships of lesser draft and length. The depth of water at the inner 
berth is said to be 11 m. plus tide. The depth of water at the outer berth 
is about 14.5 m. plus rise of tide. The inner portion of the berth is angled 
in the mid-section. The closed conveyor belts and necessary 
installations running overhead, almost in a Southeasterly direction. 
A wide road runs below. 

The iron ore discharge from the vessel is fed solely through the 
conveyor to the steel plant. The steel plant is directly connected by the 
said conveyor. The “Karakatu Steel Plant” or works, (government 
owned) is situated approximately 7 km. N.E. of the berth. 

The discharging rate at the berth is 700 tonnes/h., allowing for the 
breakdown of the conveyor at times. 

Our vessel: LOA 245 m. Beam 32 m. Max. arrival draft 13.70 m. D.w.t.: 
76,900 tonnes. Discharged 71,500 tonnes of iron ore pellets from Brazil 
in 6 days. 
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MEDICAL: Hospital, doctor and inoculations are available at Cileg, 
and Merak. Serious cases to be attended to at Jakarta. 

DENSITY: 1022. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: No facilities available. 

GANGWAY/DECK WATCHMEN: Not compulsory. 

CUSTOMS ALLOWANCES: Allowances are as_ per Jakas 
requirements. Personal declaration forms are essential. All electron 
goods and currency must be declared on the personal Proper 
declaration. Beside this, Provisions List and Bond Statement is a 
essential (1 copy each), along with the Crew List (1 copy). 
REPATRIATION: Possible. During repatriation crew baggage , 
thoroughly checked by the Customs. Any electronic goods in possesgy, 
of crew are entered in the individual passports. 

AIRPORT: Jakarta, 3 hours by road. 

BANKS: Banking facilities available at Cilegon. Several Indoness 
National Banks have branches at Cilegon. Travellers’ cheques 
honoured in the shopping complexes. 

SHORE LEAVE: No restrictions. 

Immigration authorities take away all Seamen's Books/Passports ip 
their custody. Identity Cards are issued to each crew member. Seamen; 
Books/Passports are returned to the vessel prior departure. 

Shore leave passes to be carried by the crew member when Goin 
ashore. { 
GENERAL: 

Provisions: Available. 

Currency: US$1.00=1135 Rs. (January 1986). 

Agency: Karana Line are the recommended Agents at Cigading. The 
have an office situated at nearest town — Cilegon. Karana Line hay 
long-term contracts with the Indonesian Government for supply of itv 
ore to the existing steel works near Cigading. 

Head Office: Address. JI. Kali Besar Timur 30 Jkt. Tel: 679108 (5 lines 
Telex: (011) 42727, 42895. Cable Address: Karana Line. P.O.Box 8! 
Office: JI. Raya Cilegon No. 31. Tel: 157-7.6378 (K S) Cilegon. 
Karana Line have representation on board throughout the ship's sta 
Hence communication was excellent and smooth. All other appoints: 
Agents have to come from Jakarta, which is about 130 km. fro: 
Cigading. No other Agency has an office near the port. 


SHIPMASTER’S REPORT: June 1988. 


DOCUMENTS: 

8 copies Crew List. 

2 copies Stores List. 

2 copies Crew Declaration. 

The following documents are taken ashore and returned with t 
clearance outward: 

Certificate of Register. 

Load Line Certificate. 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Safety Radio Certificate. 

Derat Exemption Certificate. 

Health Book. 

Last Port Clearance. 

PILOTAGE: Pilot boards from a launch which is equipped with Vi 
| was advised that pilotage was only available during daylight hours. 
ANCHORAGE: The anchorage is about 4 cables N.W. of the Norther 
end of the jetty, in position 6° 00.4’ N., 105° 57.2’ E. Depth of water! 
about 20 m. 

RADIO: Communications were via Agent in Jakarta as the port is 
equipped with facilities. The Agent should be given 10 days, 5 dajs 
3 days, 2 days and 1 days Notice of Arrival. 

TUGS: 23,000 h.p. tugs available. 

BERTHING: There are 4 berths available with a depth alongside’ 
14.0 m. In addition, 2 cargo wharves and a timber terminal are bet 
developed nearby. 

The vessel loaded a cargo of steel products and the approxim# 
loading rate is 6,000 tonnes per day, but this is subject to supply! 
trucks and reliability of fork lifts. 

There is no shore gear for working general cargo. There are ® 
unloaders for ore and coal imports and a bulk loader which is used! 
turnings and other mill waste. 

STEVEDORES: Work throughout 24 hours. 

MEDICAL: Facilities available. 

FRESH WATER: Available at jetty. 

CONSULS: At Jakarta. 

REPAIRS: No facilities available. 

SURVEYORS: Based in Jakarta. 

REPATRIATION: Can be arranged via Jakarta. 

GENERAL: Stores: Provisions and some stores can be obtained. 
Communications: Communications are poor as Agent has no te 

or telex links. Krakatau Steel Company will allow use of their teleph" 
and telex. Vessel was permitted to use her radio to send daily @? 
reports. 

Travel/Accommogdation: Jakarta is about 110 km. by road. The Me® 
Beach Hotel is about 16 km. from the berth. 

Shippers: P.T. Krakatau Steel and P.T. Cold Rolling Mill Indon® 
Utama. 

Agent: Vessel’s Agent based at Cilegon. 

Chart: B.A. Chart No. 918. 


3LACAP (Tjilatjap): 07.44 S. 109.00 E. 


» CILACAP PORT. 
» CILACAP — IRON SAND PORT. 


(See Plan) 


» CILACAP PORT. 


pocUMENTS: Upon arrival vessels have to produce the following 
“tificates and Documents, which will remain in the Harbour Master's 
4 until cleared: 

“yationality (Registry) Certificate. 

seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

international Load Line Certificate. 

Satety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and whartage if any. 

Crew Lists and Passenger's Lists. 

Ship's Articles. 

Other certificates and documents as required. 

Ship's Stores List. 
pLOTAGE: Compulsory. 8 Harbour Pilots available. 6 hours notice 
quired for berthing and 3 hours notice required for unberthing. 
2iot available 24 hours for vessels up to 150 m. LOA and daytime only 
yo to 1800 hrs. for vessels over 150 m. LOA. 

Pilot station on VHF Channels 12, 14 and 16. 

Pilot station position: Lat. 07° 44’ 30” S., Long. 108° 59’ 46” E. 
APPROACHES: Minimum breadth of new channel 198 m. from Outer 
3ar to CIB* Jetty. Inner Channel width is 80 m. 

Depths: Outer Bar to CIB Jetty .. . 14.5 m. LWS. 

CIB Jetty to Area 70 (including Iron Sand Jetty) .. . 12.1 m. LWS. 

Area 70 to Cargo Wharf... . 8.0m. LWS. 

Cargo Wharf to Area 60... . 5.7 m. LWS. 

‘Oude Island Berth. 


ANCHORAGES: 
Cargo Ships: 07° 45' 25.0" S. and 07° 46’ 26.8" S. 
109° 02’ 50.0” E. 109°03/07.0" E: 
To 
07° 45’ 34.0" S. Agel 07° 46’ 22.5" S. 
109° 03’ 12.2” E. 109° 03’ 37.0” E. 
Tankers: 07° 45’ 38.0" S. and 07° 46’ 22.5" S. 
109° 03! 12:25/E- 109° 04’ 28.5” E. 
To 
07°45’ 38.0” S. and 07° 46’ 10.0".S. 


109° 03' 48.5" E. 109° 04’ 28.5" E. 


nha Least depths at the bar and in the channel are 70 dm. 
aLWs. 

Current: Semi-diurnal. By the influence of the Donan River, especially 
turing the rainy season, the duration of the outgoing current is longer 
han that of the ingoing. In the rainy season the outgoing current can 
each 5 knots. 

MAX. SIZE: 
Cargo Vessels: Max. LOA 186 m. Max. draft at HW 9.5 m. 
Tankers: Max. d.w.t. 85,000. Max. LOA 250 m. Max draft 12.0 m. 

Also see “Tankers”. 

HEALTH: Vessels arriving from abroad direct have to apply well in 

avance to the Department of Health (Quarantine Section) for a 

Provisional Free Pratique, as said Pratique has to be cabled to the port 

coecerned. The Provisional Free Pratique is only valid for the port 

concerned, the next port of call must be a First Class Port as no further 

eg Free Pratique will be issued, unless the vessel sails directly 
road. 

RADIO: Cilacap Coastal Radio Station. Call sign PKR-3. Frequencies: 

300, 474 and 8714 kHz. Station also on VHF Channel 16. 

VHF: Pilot on Channels 16 and 20. 

TGS: 1x870 h.p., 1x 1,700 h.p. (twin-screw). 

_Pertamina: 4 tugs. 23,200 h.p. (“Z" peller), 14,060 h.p. (twin- 

sew) and 1x 1,740 h.p. (twin-screw). 

3ERTHING: Outer Roads while waiting for the Pilot during the West 

Nonsoon a safe anchorage in 12 m. water. During the S.E. monsoon 
“a safe anchorage. Inner Roads, under all circumstances a safe 

chorage in 9 m. water in the vicinity of Nusa Kambangan opposite 

"e quays for small crafts and East of Tg. Sodong. Vessels over 80 m. 
“th have to moor due to limited swinging space, current and winds. 


epth 
Name Length at LWS Remarks 
(m.) (m.) 
Whart No. 1 120 75 — 
Wharf No. 2 134 85 — 
Wharf No. 3 142 85 — 
Whart No. 4 130 6.0 — 
Pusri Jetty Under Construction Fertiliser 
Aneka Tambang Jetty 156 11.0 See “Section B” 
men Nusantara Jetty 70 5.5 Cement 


STEVEDORES: Working hours Monday—Thursday 0730 — 1200 hrs. 
ws 1300 — 1530 hrs. and Saturday. Overtime Friday 0730 — 1130 hrs. 
2.1300 — 1530 hrs.; Sunday-holidays 0730 — 1200 hrs. and 1300 — 
tes hrs.; Night shift 1700 — 2300 hrs. Gang's capacity: Loading general 
$0 12t.p.h.; bagged cargo 20t.p.h.; iron sand by conveyor 
epi’ — 500 t.p.h.; bulk cargo 17 t.p.h. 
ICAL: Pertamina Hospital Service and Public Health Service. 


INDONESIA 


TANKERS: Berth Particulars: 
Size Restriction 


Depth Max. DWT LOA 
Location Berth at LWS Draft min. max. min. max. 
(m.) — (m.) (m.) (m.) 
Crude Island Berth (CIB) 
Platform “A” 17.0 12.0 35,000 85,000 170 250 
Platform “B” 17.0 12.0 35,000 85,000 170 250 
Area 70 
Jetty B-| 13.5 11.0 3,000 35,000 87 200 
Jetty B-Il 13.5 11.0 3,000 35,000 87 200 
Jetty B-Ill 13.5 11.0 3,000 17,000 87 165 
Area 60 
Jetty Donan-! 8.0 6.5 400 3,000 50 85 
Jetty Donan-ll 8.0 6.5 3,000 5,000 85 105 
Jetty Donan-ill 8.0 6.5 466 3,000 51 105 
PDN 
Wharf 700 10,500 60 135 


Vessels berth starboard side to at the Crude Island Berths and port 
side to at all other berths. 
Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Crude Oil 800,000 k/! 
Slop Oil Area 70 15,000 k/| 
Area 60 3,580 k/I 
Products/Loading Rates: 
Average Rate Connections 


Berth Cargo Handled Loading __Disch. No. Hose Arm 
k/.p.h. — (t.p.h.) (in.) (in.) 
CIB-I Crude Oil - 3,000 4 - 12 
MDF/MFO 200 - 1 4 - 
Fresh Water 40/20 - p eer oe 
CIB-II Crude Oil - 3,000 4 - 12 
MDF/MFO 200 - 1 4 - 
Fresh Water 40/20 - 1 42 - 
B-l Crude Oil - 2,000 
IDF 1,200 - 
IFO yBoortss & pocuurtiog 
Ballast - 1,000 
Kerosene 1,500 = 
Premium 1,500 = 
HSD 1,500 - 2 =e 0 
Naphtha 1,500 - 
HOMC 1,500 - 
Ballast = 1,000 
MDF/MFO 200 - 4 4 - 
Fresh Water 20 - 1 2 - 
B-ll Crude Oil - 2,000 
IDF 1,200 = 
IFO 200° eau 
Ballast - 1,000 
Kerosene 1,500 - 
Premium 1,500 - 
HSD 1,500 - 2 mere. 
Naphtha 1,500 = 
HOMC 1,500 = 
Ballast - 1,000 
MDF/MFO 200 - 2 4 - 
Fresh Water 20 - 1 2 - 
B-Ill IDF/IFO 1,200 - 2 HONG 
Ballast - 1,000 
Kerosene 1,500 = 
Premium 1,500 = 
HSD 1,500 - 2 eT 
Naphtha 1,500 = 
HOMC 1,500 - 
Ballast - 1,000 
MDF/MFO 200 - 2 4 - 
Fresh Water 20 - 1 2 - 
D-I BFS 200 - 1 - 6 
Lub Oil 200 - 1 - 6 
Avtur 200 - 1 4 - 
MDF 50 - 1 3 - 
Fresh Water 20 - 1 2 - 
Ballast - 250 1 4 _ 
D-II BFS 200 - | 1 pee 6 
Asphalt 200 - 
Lub Oil 200 = 1 - 6 
Avtur 300 - 1 - 6 
MDF 50 - 1 3 - 
Fresh Water 20 - 1 2 - 
Ballast - 250 1 4 - 
D-III LPG 300 - 1 - 6 
Avtur 300 - 1 4 - 
MDF 50 - 1 3 - 
Fresh Water 20 - 4 2 = 
Ballast - 250 1 4 - 
PDN MDF 
MFO 50 = 2 6 - 
ADO 


Authority: Pertamina P&T UP — IV, JI. M.T. Haryono, Lomanis, Cilacap, 
Indonesia. Tel: (0282) 22276. Telex: 22380 PKKC.CP. FAX: (0282) 
22853, 21710. 

Also see “Shipmaster’s Report’. 
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PORT EQUIPMENT: 

Cranes: 1 mobile crane with lifting capacity of 15 tons. 

Forklifts: 1x10 ton, 1*7.5 ton, 2x5 ton, 23.5 ton, 4x3 ton and 

3x2 ton. 

DENSITY: 1012 — 1020. 

FRESH WATER: Water is supplied through pipe-lines to the wharves, 

capacity 10 t.p.h. — 15 t.p.h. 

FUEL: Bunkers (M.D.F., M.F.O., H.S.D.) available alongside by pipe- 

line. Supplier is State Corporation Pertamina. Rate 60 t.p.h. 

CONSULS: None. 

AIRPORT: Tunggul Wulung Airport. Distance from port 14 km. Served 

by Merpati Nusantara Airline with daily flights to and from Jakarta. 

TIME: GMT plus 7 hours. 

PORT SECURITY: Maintained by members of the Indonesian Armed 

Services, usually, Police, Navy or Marine and Army. Crew members 

should be in possession of a shore pass issued by the Port Authority, 

accompanied by an identification card when leaving or entering the 

guarded gates of the Port Area. Shore passes can be obtained via the 

Agencies. 

CUSTOMS: It is strictly prohibited to take undeclared foreign currency 

ashore. It is recommended that Masters consult the Agents about the 

local prevailing Customs Regulations with regard to currency, cigarettes, 

spirits, etc., to prevent unnecessary difficulties and eventually fines. 
Ship's Inspection Team: Consisting of members of the Port Authority. 

This team will search the vessel, after the ship is cleared by the Port 

Medical Officer. Prior to mentioned search no Cargo handling is allowed. 

This Team will search the Store Rooms and Cargo hatches, and 

subsequently seals the Bonded Stores and Radio Transmitter. Careful 

attention should be given in making up the Store Lists, as any difference 

found in the items declared and discovered during the search may lead 

to difficulties. 

SHORE LEAVE: When leaving and entering the Custom’s Area the crew 

is checked on the basis of the Crew List and Identification Cards and 

searched. 

DEVELOPMENTS: Dockyard for ship repairs under construction. 
Pusri Jetty for fertiliser under construction. 


SHIPMASTER’S REPORT: August 1985. 

Vessel (31,000 d.w.t.) entered Cilacap to load a cargo of gas oil for 
discharge at Bukom (Singapore). Unfamiliarity together with no chart for 
the port onboard created some difficulties, but in fact, it is quite an open 
approach to the port. However, entry into the dredged channel should 
not be attempted without guidance if the Pilot cannot board the vessel 
due to strong Southeasterly winds and heavy swell. 

Port Limits: Not clearly defined, but assumed to start in area of the 
Channei Entrance Buoy. 
Documents: All officials board after berthing. 

Customs were satisfied with 3 detailed copies of Personal Effects and 
pale Declarations, plus 3 copies of Bonded and Ship's Provisions 

tores. 

Immigration require 3 Crew Lists, Agents 2 copies and Customs 
2 copies. Port Health also require 2 copies. Immigration also require all 
Passports (or Discharge Books where Passport not available) to stamp 
entry and issue Shore Passes. Passports are re-stamped with exit stamp 
prior to departure and Shore Passes must be returned, before sailing. 

2 Officials board from Port Health and require Master to complete and 
sign Health Declaration and they check Yellow Fever/Cholera 
Vaccination Certificates (all up to date). If onboard, they also require the 
Indonesian Health Book. 

For the Harbour Master, the Agent will collect the following documents 
for sighting ashore on signed receipt: Last Port Clearance, Certificate 
of Registry, Load Line Certificate, Safety Construction Certificate, Safety 
Equipment Certificate, Radio Safety Certificate, Derat Certificate, 
Tonnage Certificate, Certificates of Class, Hull and Machinery (both new 
building and completion of Survey Cycle), |.0.P.P., TOVALOP and Safe 
Manning Certificate. 

Agent also presents cargo manifests for signing for Customs. Bills of 
Lading for petroleum cargoes are issued on Pertamina Bills of Lading 
and others cannot be used or Pertamina’s endorsed. Issue usual 
protests as per Charter Party instructions. 

Radio/VHF: W/T as per Vol. 6. Station PKR6, very helpful, with good 
English will contact Agent for vessel — no charges for service. Closer to 
port, Pilots work Channel 12 and Agents (Pertamina Agency) works on 
Channel 19. 

Pilotage: Refer Pilot Book 34 Vol. Il, page 50, Chapter 3.25 — the details 
re. Tg. Cimiring Lighthouse not applicable to deep draft vessels as too 
far offshore to see any signals (6 — 8 miles). The lighthouse is also very 
difficult to spot during the day due to trees. Call on VHF Channels 19/ 
12 as indicated above. Chart coverage of the area is very poor. 
Tg. Cimiring should not be approached closer than 5 — 6 miles and the 
headland rounded at this distance, unless local knowledge available. 
Good depths of water available if Pilot Book directions followed to 
Channel Entance Buoy shown on B.A. Chart 912. However, B.A. Chart 
912 (issued March 1985) is full of inaccuracies. Namely: 

1. The buoyed channel has a dredged depth of approximately 11 m. 
which is not indicated. 

2. Some leading line beacon lights are in the incorrect position on 
the chart, or if correctly charted, do not show the present correct direction 
of approach. 

3. Existing leading beacons bear no relationship to present channel. 

4. Several buoys are not shown or position is doubtful. 
Characteristics, shape and topmarks also vary to those shown on B.A. 
Chart 912. However, the Approach Channel is reasonably well marked 
and vessels should experience no difficulties as channel buoys follow 
IALA system. 

Comments in the Pilot Book Chapter 3.26 concerning a black No. 1 
Buoy (1.60) and the light beacons (L36-50) should be disregarded. 
However, the caution re. tidal streams heeded. (L36-50). Our vessel 
experienced a strong Southeasterly set onto the Channel Entrance Buoy 
at half ebb despite Southeasterly winds Force 4 — 5. Considerable 
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wallowing in the swell was experienced and a good underkeel Clearany 
should be maintained at all times. 

Comments in the Pilot Book re. Pilots boarding in the S.E. Monsey 
season are correct (R23-28). During the Southeasterly monsoon, « 
combined wind and seas/swell make boarding in the Outer 
hazardous and transit via the dredged channel to more sheltered Wate, 
between Buoy Nos. 5 and 7 (abeam of Kg. Rempak) is require 
However, Shipmasters with little or no local knowledge should requ 
the tug to meet them at the Entrance Buoy and then act as lead bee 
along the channel (imperative if no local chart onboard). Local Pig. 
and tugs very competent as Cilacap is quite a busy oil port. The 
Buoy referred to in Chaper 3.28 on page 51 (lines L27-29) does » 
exist, but directions given are sound. 

Anchorages: Covered in Appendix of 34, Volume II. Several tanke 
observed at anchor in S.E. Force 5 — 6 winds with swells of 2 m. -3, 
— no shelter afforded in Southeasterly monsoon weather, but repon 
as secure anchorage. Mined areas still exist. 

Restrictions: Max. permissible draft is 10.5 m. (SW). However, alwe, 
check. No written information re. depths was available to the Master, 
table of Tidal Predictions (appeared to have been produced loca) 
offered, although latter printed. Shipmasters should insist on a cy 
being placed onboard. Caution is also required on receiving sail, 
times. We refused to sail on falling tide when instructed and chose; 
depart at 1 hour before HW. Echo sounder trace indicated a minimy 
depth average of 4 m. recorded throughout passage to channel, exox 
for one shoal patch abeam of the Ore Jetty, showing 0.3 — 0.6 m. Ux 
The predicted tidal range at the times in question was approximats 
1.3 m. So on LW, likely UKC would have been 2.5 m. However, 
Pilot indicated that the actual depths of water available on the Wests» 
of the river are not really known and as vessel has to be swung py 
to sailing, it seemed prudent to have as much water as possible | 
berthed starboard side to at Cilacap Berths (East side of river), vess 
turns bow to jetty on last of flood or bow out on ebb tide. Daylight sail 
only if vessel requires to swing prior to sailing. Otherwise, vessel 
sail any time. Those vessels berthed on S.W. side of the river (on Nu 
Kambangan) appear to berth laden facing upstream and swing int 
turning basin S.E. of the Ore Jetty in ballast. 

Tugs: 3 vertical screw tugs of 3,500 h.p. plus a smaller unit. Tugs ad 
push/pull practice. Very efficient. 

Berths: At Cilacap, 3 modern ‘T’ head jetties with Chicksan loading am 
and a storing crane. Use ship's gangway. Terminal security is very gor 
with a Security Guard and shore jetty man in attendance at all tine 
Entry to the terminal is by pass or written authorisation only. Jetties # 
designed for vessels in 150 m. — 200 m. length range. There are 2 simi 
jetties in the S.W. corner of the river downstream in the first bend 
larger vessels. There was one vessel of 230 m. length alongside dum 
our visit. Again, modern ‘T' head construction with dolphins. 
Tankers: Shore present 4x10 in. Chicksan arms. High loading raz 
achieveable. 1,800 cu.m.p.h. until hastily slowed down as was vesse 
max. loading rate on one line. Cargo papers take about 4 — 5 how 
Independent Surveyor appointed who was very efficient. No lab availatt 
for final density, so it more than 2 shore tanks loaded, surveyor tale 
mean of 4—5 samples drawn from ship's tanks to establish Bill of Lady 
Relative Density. No final density given by shore. 

Density: Lowest recorded was 1022 at half tide flood, but probably lov 
in the rainy season. 

Fire Precautions: Good check list procedures and detailed i 
preparation/loading and discharge instructions given by Term 
Representative. 

Surveyors: See ‘Tankers’. 

Gangway/Watchmen: See “Berthing”’. 

Customs Allowances: 200 cigarettes and 1 case of beer and 1 bottle? 
spirits. No rummaging took place. 

Time: GMT plus 7 hours all year round. 

Storing: (See ‘Prelims”). Several chandlers available, Pertam® 
vessels store locally. Believe locally supplied fresh vegetables and iv 
of good value. All meats butchered locally. 

1. Truck. 

2. Not available. 

3. Goods would have to be brought to vessel on handcart (ne# 
0.5 miles on Jetty 3). 

4. Would imagine shipchandler would provide labour. 

Shore Leave: Passes essential. Currency regulations not sti@ 
enforced. Local trishaw costs about Sing.$10.00 per person retu™ 
town. Locals very friendly. Area best described as rural. Jakarta ® 
hours flight, 4 hours by car and 6 hours by train from Cilacap. 


AUTHORITY: Departemen Perhubungan, Perusahaan Um 
Pelabuhan 111, Cabang, Cilacap, Jalan Laut Jawa, Pelabuhan Cila@ 
Tel: (0282) 21334, 22651, 22652, 22653. Contact: Soe 
Prawirosiswojo, Branch Manager. Sojoto Prawirodirjo, Harbour Ma 


(b) CILACAP — IRON SAND PORT. 


LOCATION: Iron Sand Jetty (loading installation) is situated at the 
of Cilacap, South coast of Central Java, in position: Lat. 07° 45’ 08? 
Long. 109° 00’ 51” E. 

FLAGS: To be flown by incoming vessels: Vessel’s National 
Indonesian Flag; Vessel's Number; Quarantine & Immigration Flag 
PILOTAGE: Pilotage is compulsory. Two Government Pilots 
available. 

There is one pilot station in position Lat. 07° 44’ 08" S., 
108° 59’ 34” E. If vessel wishes to be piloted to Iron Sand Jetty off 
of arrival vessel must arrive at the pilot station before 1500 hrs. 
time at the latest provided the Pilot is available (information of whit? 
be confirmed by Sub-Agent). 


> 


socUMENTS: To be produced upon vessel's arrival: 
“1s Crew Lists. 
«0 Passenger Lists. 
5 Parcel Lists. 
g Stores Lists. 
3 Cargo Manifests. 
3 Narcotic Lists. 
5 General Information (if any). 
5 Personal Effects Lists. 
5 Vaccination Lists. 
Last Port Clearance. 
10 Firearms & Ammunition Certificates. 
9 Harbour Reports. 
5 Crew's Radio & Camera Lists. 
international Loadline Certificate. 
Maritime Declaration of Health Certificate. 
Safety Radio Certificate. 
Health Book or Bill of Health. 
Nerat Certificate. 
Safety Equipment Certificate. 
Certificate of Registry and Tonnage. 
Certificate of Vessel’s Nationality. 
sspection Team: This team consists of the Port Health Officer, Custom 
oficer, Harbour Master, Immigration Officer and Police. 
After the vessel is granted Free Pratique, the Immigration Officer will 
seck Passports, Seaman's Books and Crew List and issue shore 


passes 
RESTRICTIONS: Vessels served on first come, first served basis. 
jessels berth between 0600 hrs. and 1500 hrs. and leave during daylight 
sours on high water. The depths at LWS are: Alongside wharf, 13.0 m.; 
Channel Bar 11.30 m. 

vessel's Conditions: The height of vessel from water line to top of 
yatchcoaming or railing must not exceed 15 m. Each side deck breadth 
tom bulwark to hatchcoaming must be preferably 7 m. minimum and 
9m. maximum. 

WAX. SIZE: LOA 186 m. Max. draft 10.40 m. Deeper possible but it 
depends on depth at the time of passing bar and after consultation with 
te Harbour Master. 

RADIO: Messages to Pasirbesi Cilacap can be sent through Cilacap 
Coastal Radio Station, call sign PKR 3. 

4nval Notice — Information Required: 

Owner's Advice: Owner or Agent to advise by cable to Anekatambang 
jakarta and Pasirbesi Cilacap at least 10 working days before vessel's 
expected arrival at the loading port. 

Masters Advice: At least 48 hours before vessel's arrival at Cilacap 
»iot Station, the ship's Master or Agent shall give the following 
nfomation to Anekatambang Jakarta and Pasirbesi Cilacap: Last port 
veal, draft on arrival, quantity of iron sand to be loaded, stowage plan 
tatch division for iron sand cargo) and other necessary messages. 

Final amended arrival time must be sent at the latest 24 hours before 
amival 

Previous experience showed that one cannot rely on telegrams 
egarding ETA sent by Agents at last port of call arriving in due time, 
nerefore Pasirbesi Cilacap waits for the Master's telegram in order to 
make necessary preparation such as ordering Pilot etc. 

Ship's radio transmitter is not to be used while lying in port. 

TUGS: Available. 

BERTHING: 

“ooring: Vessels are moored alongside 1 jetty and 6 dolphins with 
‘oollards with good nylon ropes, 4 fore, 4 aft, 1 fore breastline and 
‘aller breastline. Distance between the two extreme dolphins is 160 m. 
‘vading Facilities: Loading installation consists of one boom (stacker), 
‘on sand is loaded into the hold of the vessel by means of conveyor 
wl. Boom can be hoisted vertically from 00° to 60° but the maximum 
wsition for proper operation is only up to 15° inclination angle and can 
Swing 26.85 m. (60°) to each side. The length of boom is 33.33 m. The 
raximum outreach is about 16.33 m. from jetty to seaward. 

-0ading Capacity: About 400 — 500 t.p.h., however, it depends on the 
‘pe of vessel, cargo space and size of hatches available. 

leighing: The iron sand is automatically weighed during loading by 
“eans of weightometer. The specific gravity of iron sand is around 2.60. 
/nloading: Cargo for Aneka Tambang only. 

‘abourers: Labourers will be supplied by shipper. Making the vessel 
‘ady for loading to be done by vessel's Crew members. 

STEVEDORES: Loading is performed by shipper’s personnel. Loading 
*uipment to be furnished by the vessel. 

Working Hours: Loading to be effected on weather working days of 
“consecutive hours, Sundays and Holidays included (WWD SHINC), 
‘ithe following National Holidays are excepted: 

New Year (January 1st); Idulfitri (the fixed 2 consecutive days of the 
Wear, \dul Adha (the fixed day of the year); Independence Day (the fixed 
ay ofthe year); Maulid Day (the fixed day of the year); Easter (the fixed 
ay of the year; Waisyak (the fixed day of the year); Nyepi (the fixed 
“y of the year); Ascension (the fixed day of the year); the first Muharram 
me fixed day of the year) and Christmas Day (December 25th). For 
~ ite dates consult Port Administrator. 

“USTOMS: Vessel’s bonded store will be sealed by Customs Officer 
val and will remain sealed until the vessel leaves Cilacap Port. 
ae lt is recommended that ship’s Master consult the Agents about 
28 local prevailing Customs regulations with regard to currency, 
> ea ah narcotics, etc. to prevent unnecessary difficulties and 
\ Y fines. 
ROICAL: Doctor, hospital and inoculation service available. 
SH WATER: Not available. 
EL: Not available. 
Ty ULS: None. 
rem GMT plus 7 hours. 
~ ATRIATION: Can be arranged. Repatriant to be guarded by 
‘ration Officer from Cilacap to Jakarta until his departure from 
Ma to the destined country. 


INDONESIA 


SHORE LEAVE: 
General: Crew members are permitted only to go to Cilacap. Shore pass 
must be carried by crew during shore visit. 

Going beyond Cilacap is prohibited without special landing permit, 
which can be issued by the local Immigration Officer through Agents. 
Visitors: Crew members are not allowed to invite friends, hawkers from 
shore aboard the vessel. It is also prohibited to lower lifeboats or rafts 
for purpose of fishing, sailing, visits to nearby islands, etc. 

At Anchorage: While lying at anchor awaiting berth, no one is allowed 
to go ashore until vessel cleared. 

Shore Leave Hours: From 0600 hrs. to 2300 hrs. local time. 
GENERAL: 

Fumigation: No facilities. 

Nature of Bottom: Sand and hard materials. 

Currents: Direction: at high tide, from East to West; at ebb tide, from 
West to East. Velocity: around 3-5 knots. 

Chart: Indonesian Sea Chart No. 108. 

AUTHORITY: Shipper's Local Office: P.T. Aneka Tambang, Unit 
Pertambangan Pasir Besi, Cilacap. Jalan Pandanarang, P.O.Box 24, 
Cilacap Central Java. Cable Address: Pasirbesi Cilacap. Tel: 22142, 
22143. Telex: 22457. 

Shippers: P.T. Aneka Tambang 24-26 Jalan Bungur Besar, Jakarta, 
Indonesia. Tel: 410108. Telex: Antam Jkt 49147. Cable Address: 
Anekatambang Jakarta. 


CINTA TERMINAL: 05.27 S. 106.15 E. (See Plan) 


DOCUMENTS: The following documents are required for immediate 
inspection by the Terminal Officials: 

Maritime International Declaration of Health. 

Valid Derat or Exemption Certificate. 

6 copies of Crew Lists. 

Passenger List, if any. 

Certificates of Inoculation against any communicable diseases. 

Valid Passports and/or Seaman's Books for all Crew members or 

passengers. 

Notice of Readiness. 

Indonesian Consular Clearance. 

1 Crew Declaration of Personal Belongings. 

1 Ship’s Stores Inventory. 

6 copies of Cargo Manifest for Cinta Terminal loading. 

1 Copy of Cargo Manifest for Transit Cargo with a Summary. 

1 Copy of Passenger Manifest. 

Clearance from the last port of call will be required by the Government 
Authorities. Crew Lists and Crew Declaration of Personal Belongings 
must be on the approved Indonesian documents. Vessels are advised 
on their initial visit to the port to obtain sufficient forms for future visits. 

In the normal course of events, Cinta Terminal acts as tanker agent 

and prepares all crude oil documents. No charges are made for these 
services. A tanker will be considered clear to depart Cinta Terminal when 
the crude oil loading documents and his outward clearance certificate 
have been delivered to the Master of the vessel. 
EQUIPMENT: A vessel must have both bower anchors and ground 
tackle in good working condition and in such sizes and amounts as to 
meet either “Lloyd’s” or “A.B.S.” standards, although they may be in 
fact classified by other societies. It is strongly recommended that 
anchors have proper anchor buoys attached to each anchor. 

All vessels must carry suitable stoppers for all manila or synthetic 
lines for mooring use. 

Vessels to have suitable winches or capstans in good operating 
condition on the forecastle deck. Constant tension-type winches may 
not be used except when they can be solidly locked and the constant 
tension feature not used. 

PILOTAGE: Pilotage is compulsory within the Terminal limits. Vessels 
to be moored at Cinta Terminal will be boarded by Cinta Terminal 
Mooring Master in the anchorage area. The Mooring Master will advise 
the ship's Master on approaches to the SBM, mooring, unmooring, 
connection and disconnecting hoses, and all other operations within the 
Terminal area. Vessels are requested to have a pilot's ladder, safely 
and securely rigged, ready for immediate use and long enough to meet 
the Mooring Master's launch. Vessels will provide a lee for the Mooring 
Master, both when boarding and leaving. Also a light line should be 
ready to take aboard the Mooring Master's portable radio. 

ANCHORAGE: Position is Lat. 5° 25’ 25” S., Long. 106° 11’ 09” E. with 
a radius of 1 mile which must be used by vessels required to wait at 
anchor. Anchoring within the Terminal Area is prohibited. Mooring 
Masters will board arriving tankers in the anchorage area. 

The holding area is West of the No. 1 Export SBM with water depth 
of 18 to 20 fathoms. Holding ground is fairly good. Area is large enough 
for sufficient manoeuvring and swinging room for several vessels. 

If a tanker is not scheduled to berth on arrival (e.g. another vessel is 
already in the berth, or the Terminal is closed on account of adverse 
weather, etc.), Master will be advised by radio and requested to anchor. 
RESTRICTIONS: Weather permitting, Cinta Terminal will operate on 
24 hours per day, 7 days per week. Tankers will be berthed during 
daylight hours only and unmoored on 24 hours basis provided the berth 
is not occupied and/or storage is not critical. 

MAX. SIZE: Minimum Size Tanker Acceptable: The minimum sized 
tanker acceptable at the Terminal will be not less than 20,000 d.w.t. 
Max. Size Tanker Acceptable: The max. sized tanker acceptable at the 
Terminal calling for a full cargo will be 175,000 d.w.t. Larger tankers 
may be accepted subject to weather conditions at the time of loading 
without recourse to Maxus for any delays. 
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RESTRICTED AREA: The limits of the restricted area is covered by 
lines between points of the following positions: 
AA. Lat. 04° 48' S., Long. 106° 12’ E. 
BB. Lat. 04° 48' S., Long. 106° 14’ E. 
CC. Lat. 05° 04’ S., Long. 106° 22’ E. 
DD. Lat. 05° 04’ S., Long. 106° 27’ E. 
EE. Lat. 04° 56.5’ S., Long. 106° 27’ E. 
FF. Lat. 04° 56.5’ S., Long. 106° 34’ E. 
GG. Lat. 05° 00’ S., Long. 106° 34’ E. 
HH. Lat. 05° 00’ S., Long. 106° 30’ E. 
B00" Lat'05°07'°S!, Long. 106° 30’ E. 
KK. Lat. 05° 10'S., Long. 106° 26’ E. 
ee LAL, 10 a Long. 106° 25’ E. 
MM. Lat. 05° 26’ S., Long. 106° 28’ E. 
NN. Lat. 05° 33’ S., Long. 106° 18’ E. 
PP. Lat:‘05*33"S.,; Long. 106° 14’ E. 
RR. Lat. 05° 37’ S., Long. 106° 14’ E. 
SS. Lat. 05° 37' S., Long. 106° 09’ E. 
FT Lat. (05":16"'Si; Long. 106° 09’ E. 
XX. Lat. 05° 15’ S., Long. 106° 04' E. 
Ye eet. Cy UO Sr, Long. 106° 04’ E. 
ZZ. Lat. 05° 06' S., Long. 106° 10’ E. 
NAVIGATION AIDS: There are 4 SBMs, each fitted with 5 nautical mile 
white flashing light, flashing Morse code (U) at 15 second intervals. 
The positions are as follows: 
No. 1 Storage SBM: Lat. 05° 26’ 40” S., Long. 106° 14’ 42” E. 
Permanently secured to this SBM is a large 602 ft. long barge “Cinta 
Natomas” used for storage of crude oil and accommodation, 
(headquarters of Cinta Terminal personnel). The barge shows lights and 
shapes as prescribed in the International Regulation for Preventing 
Collisions at Sea for vessels engaged in underwater operations. The 
barge is also equipped with a foghorn 5 second on, 55 second off, 


5 second on, 10 second apart. 
No. 2 Storage SBM: Lat. 05° 26’ 23” S., Long., 106° 13’ 45” E. 


No. 1 Export SBM: Lat. 05° 25’ 25” S., Long. 
No. 2 Export SBM: Lat. 05° 27’ 03” S., Long. 


Platform Co-ordinates: 


Cinta-A Lat. 05° 26’ 24.46” S., Long. 106° 15’ 44.73” E. 
Cinta-B Lat. 05° 27’ 00.34” S., Long. 106° 15’ 17.72” E. 
Cinta-C Lat. 05° 27’ 00.33” S., Long. 106° 15’ 19.57” E. 
Cinta-D Lat. 05° 28’ 04.07” S., Long. 106° 14’ 34.37” E. 
Cinta-E Lat. 05° 27’ 44.93” S., Long. 106° 15’ 23.22” E. 
Cinta-F Lat. 05° 27’ 17.29” S., Long. 106° 14’ 20.81” E. 
Cinta-G Lat. 05° 26’ 49.77” S., Long. 106° 16’ 11.19” E. 
Cinta-H Lat. 05° 25' 24.61” S., Long. 106° 16’ 26.63” E. 
Cinta-P Lat. 05° 27’ 02.51” S., Long. 106° 15’ 19.25” E. 
Cinta-P 1 Lat. 05° 27’ 04.63” S., Long. 106° 15’ 19.25” E. 
Duma-A Lat. 05° 25’ 37.59” S., Long. 106° 27’ 46.26” E. 
Farida-A Lat. 05° 10’ 52.30” S., Long. 106° 19’ 44.70” E. 
Farida-B Lat. 05° 10’ 36.50” S., Long. 106° 18’ 41.60” E. 
Farida-C Lat. 05° 10’ 36.50” S., Long. 106° 18’ 41.60” E. 
Gita-A Lat. 05° 22’ 11.38” S., Long. 106° 22’ 45.00” E. 
Karmila-A Lat. 04° 59’ 14.03” S., Long. 106° 31' 57.38” E. 
Kitty-A Lat. 05° 30’ 58.85” S., Long. 106° 11’ 52.82” E. 
Kitty-3 Lat. 05° 31’ 32.90” S., Long. 106° 11’ 07.58” E. 
Krisna-A Lat. 05° 11’ 05.20” S., Long. 106° 11’ 31.00” E. 
Krisna-B Lat. 05° 12’ 18.56” S., Long. 106° 12’ 28.90" E. 
Krisna-C Lat. 05° 13’ 13.20” S., Long. 106° 11’ 40.30" E. 
Krisna-D Lat. 05° 14’ 03.50” S., Long. 106° 13’ 06.25" E. 
Krisna-E Lat. 05° 10’ 45.22” S., Long. 106° 10’ 51.09” E. 
Krisna-10 Lat. 05° 11’ 04.19” S., Long. 106° 13’ 06.98" E. 
Krisna-P Lat. 05° 12’ 18.56” S., Long. 106° 12’ 28.90” E. 
Nora-A Lat. 05° 30’ 06.65” S., Long. 106° 18’ 50.55” E. 
Rama-A Lat. 05° 26’ 50.23” S., Long. 106° 17’ 15.95” E. 
Rama-B Lat. 05° 26’ 25.96” S., Long. 106° 19’ 54.49” E. 
Rama-C Lat. 05° 25’ 21.00” S., Long. 106° 18’ 56.60” E. 
Rama-D Lat. 05° 27’ 03.00” S., Long. 106° 19’ 00.00” E. 
Rama-E Lat. 05° 25’ 12.65” S., Long. 106° 20’ 00.84” E. 
Rama-F Lat. 05° 27’ 07.80" S., Long. 106° 20’ 17.37” E. 
Rama-G Lat. .05° 25' 51.76" S., Long. 106° ‘17'.53:68", E. 
Rama-H Lat. 05° 25’ 54.59” S., Long. 106° 20’ 37.50” E. 
Ramaz-! Lat. 05° 27’ 14.28” S., Long. 106° 18’ 18.46” E. 
Rama-P Lat. 05° 26’ 27.65” S., Long. 106° 19’ 55.00" E. 
Selatan-A Lat. 05° 33’ 42.30" S., Long. 106° 10’ 59.10” E. 
Selatan-B Lat. 05° 34’ 52.36” S., Long. 106° 11’ 33.73” E. 
Sundari-A Lat. 04° 59’ 52.93” S., Long. 106° 12’ 51.58” E. 
Sundari-B Lat. 04° 59’ 16.41” S., Long. 106° 12’ 54.76" E. 
Titi-A Lat. 05° 10’ 13.39” S., Long. 106° 24’ 13.24" E. 
Wanda-A Lat. 05° 22’ 39.58” S., Long. 106° 21’ 17.56" E. 
Yvonne-A Lat. 05° 09’ 41.28” S., Long. 106° 10’ 27.87" E. 
Yvonne-B Lat. 05° 09’ 41.28” S., Long. 106° 30' 27.87" E. 
Zelda-A Lat. 05° 11’ 11.11” S., Long. 106° 22’ 56.48" E. 
Zelda-B Lat. 05° 11’ 09.00” S., Long. 106° 21’ 18.00” E. 
Zelda-C Lat. 05° 11’ 07.74" S., Long. 106° 21’ 15.42” E. 
Zelda-D Lat. 05° 10’ 13.61” S., Long. 106° 22’ 10.93” E. 
Zelda-E Lat. 05° 11’ 22.53” S., Long. 106° 22’ 01.41” E. 
Zelda-P Lat. 05° 11’ 10.72” S., Long. 106° 22’ 54.85” E. 


106° 14’ 09" E. 
106° 13' 00” E. 


RADIO/VHF: Cable Adaress: ‘“Maxus S.E.S. Jakarta’. Telex; 44221-1A. 
Operating Schedules and Frequencies: Direct communication by radio 
telephony between Cinta Terminal (call sign: 6ZFT) and incoming 
vessels will be by: amplitude modulation (A3, ASH and A3J) operation 
in the 2, 4, 8 and 12 MHz bands and by International Marine VHF 
Channel 16 (156.80 MHz). 
Cinta Terminal (call sign: 6ZFT) particulars are as follows: Operated 
by Maxus South East Sumatra. 
Position: Lat. 5° 26’ 40” S., Long. 106° 14’ 42” E. 
Hours of operation: 24. 
Frequencies 
4456.0 kHz 


Power Mode 
150 W AM 


Class 
A3, A3H, A3J 
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International Marine VHF Channels: 


6 — 156.30 MHz Simplex 
12 — 156.60 MHz Simplex 
13 — 156.65 MHz Simplex 
14 — 156.70 MHz Simplex 
16 — 156.80 MHz Simplex 


20 — 157.00 MHz Receive 161.60 MHz Duplex 

26 — 157.30 MHz Receive 161.90 MHz Duplex 

28 — 157.40 MHz Receive 162.00 MHz Duplex 
Notes: 6ZFT keeps continuous watch on 4456 kHz. 6ZFT keep 
continuous watch on VHF Channel 16. 

All communications between ships and Cinta Terminal (6ZFT) wily 
way of this station except should a vessel be unable to contact 7p 
she should send messages through: Singapore Radio/9VG or Pertam, 
Radio/PKI-2. 

Initial Communications: \t is most important that ships e: 
communications with the Cinta Terminal (6ZFT) not less than 72 ho» 
prior to arrival at the Terminal, giving estimated time of arrival. Fur 
ETA information should be sent when the vessel is 48 hours, 24 hoy 
12 hours and 4 hours distant or any time a change of one hour in or 
ETA occurs. These messages should specifically state whether ETA, 
given in GMT (Z) or local time (K). 
Cinta Terminal time is GMT plus 7 hours throughout the year. 
The 72 hours signal should include the following: 
Name of vessel and radio call sign. 
ETA and date. 
Cargo requirements. 
Deballast time. 
Max. loading rate. 
Vessels draft on arrival. 
If there is any sickness aboard or clean bill of health. 
Last port of call. 
Any hull, bulkhead, valve or pipe-line leaks on vessel which coy 
affect loading or cause pollution. 
10. Distance in feet from bow to vessel's loading manifold. 

On receipt of the first signal from a vessel Cinta Terminal (6ZFT) « 
transmit a message to -her giving preliminary requirements and deta 
as to Terminal. Masters are urged to comply with this in all details: 
order to facilitate vessel turn-around and Government formalities. 
Communications Within 4 Hours of Terminal: Once ships are within 
4 hours distance of Cinta Terminal (6ZFT) communication, valid rad 
telephone communications on International marine VHF may > 
established on Channel 16. This channel is monitored continuously. 

Once contact has been made on Channel 16 further conversation 
be conducted on a mutually compatible channel. 

The 4 hours signal should confirm information on the time she 
require to discharge ballast after arrival. Precise time of arrival sho 
be given when the ship is 4 hours distant from the Terminal. 
Communication in Terminal: The Mooring Master will be in direct cont 
of all ship communications while in the Terminal Area. Any unauthons 
communications will be cause for cessation of all operations excepit 
clearing the berth, and the vessel's Notice of Readiness will be nullfé 
immediately. 


PRATIQUE: In accordance with international practice, quaranit 
signals must be displayed by all vessels approaching Cinta Terms 
area. These signals shall be displayed continuously until Pratique! 
granted. By day the flag of Indonesia should be flown throughout ® 
vessel's stay in port. The boarding officials will attend the incom 
vessel from the Cinta Terminal launch. 


NOTICE OF READINESS: After arrival in the anchorage area and we 
the tanker is in every respect ready to load, the Master may tender" 
Notice of Readiness. Notice of Readiness will not be accepted dum 
periods when the Terminal is closed. The Terminal is “closed” when? 
weather is such that it is too rough for incoming tankers to berth. 
decision regarding the opening and closing of the Terminal will rest 
the Terminal Superintendent. Tenders by vessels to load crude oil ca 
will be normally accepted and berth assigned to vessels in chronologe 
order of arrival provided such vessels have current nomination for ca 
valid at the time of tender, carry clean ballast (if any), and have ca? 
tanks in fit condition to receive cargo. Also they must be in all respe 
properly equipped and ready to moor. Should berthing be delayed’ 
account of bad weather, vessels will keep their position in line. 

TUGS: Tugs and/or launches may assist in berthing vessels. These? 
under the direct supervision and control of the Mooring Master. 


BERTH DESCRIPTION: The Terminal and Production Administ@ 
Offices are located on board the 143,391 d.w.t. crude storage b# 
Cinta Natomas permanently moored approximately 8,500 ft. on 2” 
bearing 164° from the First Export SBM. The nearest port with facil 
is Jakarta approximately 51 nautical miles South-east. 

The single point mooring buoy berth (SBM) is 13.5 m. in diame 
and designed to handle tankers in the 175,000 d.w.t. class. The 
is equipped with dual 12 inch floating hose with ASA 150 Ib. fiat 
connections. Both strings must be taken aboard. Loading rates wi’ 
from 11,000 to 20,000 barrels per hour range. The SBM is also prove 
with two permanently attached 15 inch circumference synthetic ® 
floating mooring lines, These lines should be held under tension by? 
vessel at all times. 


MOORING: Tankers are requested to have ready on the forecastie™ 
the following: 
(a) Messenger lines on the forecastle head for bringing 2 mov 
lines aboard from the SBM (mininum 6 in. circumference). : 
(b) Mooring winches on forecastle head for handling two 2 
circumference synthetic fibre floating mooring lines from the 
(c) Adequate chafing gear to prevent damage to mooring lines 
(d) Derrick rigged and ready to pick up from launch, 
shackles, nylon strops and hose connection gear on the pot 
midships. 


{O00-NI OTF. CO Noo 


> the near approach to the buoy a launch will attach a ship's line to 
of the Terminal’s floating mooring lines. This will be hove aboard 


a secured to the towing brackets, if the ship is so fitted, or otherwise 


aured by a ship's mooring wire and nylon strop previously passed 
sogid. The same operation will be repeated with the second mooring 


7 Mooring Master may require the vessel to unmoor at any time 

» deems it necessary for the safety of the vessel or mooring buoy or 

win, or infringement of the Terminal regulations. ‘ abe 

ysES: The Mooring Master along with a ship's officer will direct the 
* 4s crew in the raising, lowering, connecting and disconnecting the 
» eading hoses as well as all other labour pertaining to the loading of 
nude. The Terminal will not provide any labour for work done aboard 


ssel. 
: eon must be adequately equipped with boom, blocks, tackle, wire 
.oners and sundry equipment on the port side to hoist the floating hoses 
’ Gm the sea to the loading position. (5 tons minimum hoist size required.) 
'  sesel's loading manifolds should be prepared for two 12 in. ASA 150 Ib. 
'  samjock flanged hose connections prior to vessel's arrival at Terminal. 
: 
: 
§ 


jessel should have adaptors available if their flanges do not correspond 
she loading hoses' flanges. For details of Camlock flanges see “Plan”. 
jhere no crossover valves exist on loading manifolds it is recommended 
satloops between loading lines on the starboard side of these manifolds 
» fitted. 8 in. hose connections to be removed; also, if necessary, “Y”’ 
seces removed so that maximum flow through the 12 in. cargo hoses 
»! not be reduced. To assist in vessel’s turnaround, tankers should 
sye all necessary booms and cargo gear rigged and ready before ship 
spoarded by Mooring Master. 

vessels which may consider the lifting capacity of their gear to be 
suginal should strengthen their gear accordingly. A common way to 
#80 is to rig a Second topping lift on the boom. 

LOADING: Before the loading begins, the Master will ensure that all 

| teminal and Port Regulations pertaining to the readiness of the vessel 
: ‘ave been complied with; that the vessel is manned and in all respects 

eady to receive crude, and that all precautions required by the 
seumstances have been taken. 
| Allcommunications relative to the loading of the vessel shall be routed 
tough the Mooring Master who will remain in contact with storage 
) tage Cinta Natomas constantly via portable VHF Units. In case of 
wmporary breakdown of the portable VHF circuit, contact may be 
¢ tinued on International Marine Channels if the vessel is so fitted. 
Should communications with the Cinta Natomas fail, loading ceases. 
¢ Avemergency cessation of loading may be effected by a continuous 
sunding of the ship's whistle. 
| The max. loading rate will be 17,000 b.p.h. (2,300 long t.p.h.). Loading 
«commence with one pump; when the vessel advises that the cargo 
1 | sflowing into the tanks, the loading rate will be increased until the 
¢ iesired rate has been reached. 
Vessels shall not close down against the incoming oil flow. Vessels 
) willbe held liable for damages resulting from failure to observe this 
0 precaution. 
¢ The vessel must give 30 minutes notice to the Cinta Natomas before 
¢ sarting to “‘top-off’’, and shall advise if a decrease in loading rate is 
desired. 

The vessel must give 15 minutes’ notice to the Cinta Natomas prior 
the completion of loading, at which time the Cinta Natomas may 
leduce to one pump. 

On completion of loading, all pumps will be stopped, loading hoses 
disconnected, and blind flanges with gaskets installed on the loading 
‘ose before lowering over the side. There should be no leakage. All 
‘ago tank openings and pressure vacuum relief valves must be closed 
’ | mediately after ullages and samples have been taken. 

s Alldocumentation will be completed as soon as possible after loading 
¢ | Scompleted. 

: ii during loading it is revealed that oil is leaking from the tanker, so 
: | Sloconstitute a safety or pollution hazard, loading shall cease and the 
) | anker may have to leave the Terminal limits at the sole discretion of 
) | "e Mooring Master. Completion of loading will only be undertaken if 
} airs have been carried out to the tanker to the satisfaction of the 
)  “ooring Master. A tanker so rejected shall not later be accepted on a 
) “sequent visit for loading until satisfactory evidence of repair is 
s wbdmitted duly certified by ABS, Lloyd's or other recognised surveyors. 
» _ Notice must be given by the vessel to the Mooring Master 30 minutes 
lore vessel completes deballasting. The Mooring Master will advise 
: | "Cinta Terminal. 

SALLAST: It is the responsibility of the ship's Master to see that no oil 
wude, bunkers, diesel or bilge) or dirty ballast is pumped or spilled 
erboard from his ship while in the area. Drip pans should be used, 
7 


tees when disconnecting hoses, in order to prevent spillage 
Werboard. 
Before loading commences all overside scuppers shall be made 
Night. At Cinta Terminal there are no slop tanks or facilities for receiving 
“ty ballast. Tankers must arrive with clean ballast. In the event a tanker 
es have dirty ballast it will not be allowed to be pumped overboard. 
_A Vessel must have sufficient ballast for safe handling, having due 
"gard to existing weather and sea conditions. Through careful watch 
* the weather and sea conditions, frequent exchange of information 
_ | ®Ween ship and Terminal, and by a knowledge of the behaviour of his 
=n vessel, the ship's Master may come to the Terminal with a minimum 
*Yallast and thus lessen any possibility of infringement of sea pollution 
| | “Qulations, 
,/®ssels equipped with a separate system of ballast tanks will be 
; “owed to discharge ballast and load oil simultaneously, provided 
Sproval is first obtained from the Company Mooring Master and 
Dened Government Petroleum Inspector agrees to do so. 
ierging Ballast at Night: When any vessel is discharging ballast in 
“revi the sea around the area of discharge will be adequately 
FResy So that any pollution will be readily noticeable. 
by H WATER: Not available. 
L: Not available. 


| 
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REPAIRS: No repairs are to be made while berthing or unberthing, or 
in the berth. All engines to be on 30 minutes standby and steam on 
deck at all times. 

MEDICAL: At Cinta Terminal, medical and dental services are not 
available. In emergencies requiring hospitalisation, the patient will have 
to be flown by helicopter to Jakarta. All expenses will be charged to the 
ship owner. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wines, beer, perfume, arms, ammunition and possibly other items 
will be locked up under customs’ seal from time of arrival of ship at the 
Terminal until the time of leaving territorial waters. 

Each person is allowed 20 cigarettes per day of stay or 3 grams of 
tobacco or cigars in lieu thereof. Each man is allowed 1 litre of beer or 
0.5 litres of wine per day. Special allowances are made for the Master 
under special circumstances. 

Indonesian Customs and Immigration Officials will board the vessel 
as soon as possible after arrival to give inward clearance and pratique 
service. Indonesian Government Regulations are strictly enforced. 
Contraband: The attention of Masters is called to the strict enforcement 
of Indonesian Regulations against smuggling. Illegal possession or 
landing of such items as narcotics, liquor, cigarettes, ammunition, sheath 
knives and similar weapons or other articles of contraband is subject to 
severe penalty and may result in prolonged delay of the vessel 
concerned. 

All precautions must be taken to prevent the violation of contraband 
laws. 

Masters are requested to inform the ship's officers and crew of the 
foregoing regulations pertaining to contraband, shore liberty, etc., and 
to be assured that all personnel completely understand. 

TIME: Indonesian local time is GMT plus 7 hours. 

SHORE LEAVE: Shore liberty will not be granted except in cases of 
extreme emergency. Crew members cannot pay off or leave vessel at 
Terminal. 

IDENTIFICATION CARDS: Visitors must obtain a Special Pass from 
Indonesian Government Officials located in the Terminal and from the 
Company's Mooring Masters. It is recommended that visitors be 
restricted to a minimum due to hazards involved. 

GENERAL: Safety rules and regulations are strictly enforced. The safety 
requirements are based upon the provisions of the Code of Safe 
Practices currently accepted by the Oil and Tanker Industries. 

Provisions, spare parts or stores of any sort shall not be loaded from 
or discharged into any craft while the tanker is in or near the berth. 

When a Mooring Master and his launch crew are assigned to a ship 
on business, it is expected that the ship will supply them with meals at 
the same time and in the same manner as comparable with personnel 
of the ship. No special meals or special foods will be required. The 
Terminal will keep this item to a basic minimum. The ship should also 
provide shelter and smoking facilities in the same manner as meals. 
All communictions between Terminal personnel assigned to a ship and 
ship's personnel should be through the Mooring Master. 

AGENCY: See “General” before first port. 


SHIPMASTER’S REPORT: July 1987. 

There are 3 SBMs and the Northernmost SBM is used for loading 
tankers. Middle and Southerly SBMs are for export tankers but are not 
normally used and, according to the Pilot, are kept as spares. 

The storage barge is moored to its own SBM. 

After connecting the first line to the SBM, the Pilot goes forward and 
communicates with the bridge on VHF Channel 13. 


AUTHORITY: Maxus S.E.S. Inc., P.O.Box 2759, Five Pillars Office Park, 
Jl. Letien Haryono M.T.58, Jakarta, Indonesia. Tel: 7991608. Telex: JKT. 
47121-lA, 47487-1A. Cables: Maxus. 


CIREBON (Tjirebon): 06.41 S. 108.33 E. 


DOCUMENTS: 

Crew List. 

Passenger List. 

Customs Documents. 

Manifest. 

Bills of Lading. 

Ship’s Papers/Certificates. 

Health Documents. 

PILOTAGE: Compulsory. Applications made through Agent or to Port 
Administrator via Cirebon Radio. 

ANCHORAGE: Boundaries of port area are coast line, meridian 
108° 35’ 30” E. and the parallels of 06° 42’ 15” S. and 06° 43’ 40" S. 

A light buoy on the position of Lat. 06°42'10"S., Long. 

108° 36’ 20” E. is placed on the guidance line to the entrance of the 
harbour. 
RESTRICTIONS: Cirebon Roads only accessible for ships of 8 m. max. 
draft, by taking the Tandkung Sanggarong Light Buoy at port hand. Only 
ships with 5 m. max. draft can enter Inner Harbour and moor alongside 
wharves. 

All other ships anchor at outer roads. 

HEALTH: Usual international procedures. 

RADIO: Cirebon Coastal Radio Station. Call sign PKZ-2. Working freq. 
6491.5 kHz and 8799.5 kHz, watching freq. 6265 — 6285 kHz and 8204 
— 8249 kHz. Working time 0030 — 0130 hrs. and 0600 — 0700 hrs. GMT. 
VHF: Port on Channels 16, 12 and 14. 

TUGS: Tug services available. Order through Agents. 

BERTHING: Muarajati Il Wharf: Length 238 m. Depth at LWS — 5.0 m. 

Linggarjati Wharf: Length 131 m. Depth at LWS — 4.5 m. 
STEVEDORES: Arranged by Agent. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


MEDICAL: Normal hospital facilities available. Agent will arrange for 
medical attention. Advance notice required. 

TANKERS: Berthing for only 300 d.w.t. tankers at special oil jetty. 
DENSITY: 1025. 

FRESH WATER: Delivered by water lighter. One delivery 75 tons, 
discharged within 6 hours. For quick delivery 2 days advance notice to 
Agents required. 

FUEL: Not available. 

CONSULS: At Djakarta, 280 km. from Tjirebon. 

REPAIRS: Light repairs only by local dockyard. 

DRY DOCK: Graving dock of 600 d.w.t. capacity. 

GANGWAY/DECK WATCHMEN: Recommended. Arrange with Agent. 
OPENING/CLOSING HATCHES: Usually done by _ stevedores. 
Appreciated if done by crew. 

CERTIFICATES: Port clearance last port of call. Certificates as required 
by vessel's country of registry and by SOLAS 1960. 

CUSTOMS ALLOWANCES: 200 cigarettes per person. Wine/spirits: 1 
bottle per person. Bottle opened. 

REPATRIATION: Can be arranged by Agents. 

AIRPORT: Kemajoran International Airport 257 km. from Tjirebon. 
Domestic Airport 40 km. from Tjirebon. 

TIME: Local time (Western Indonesia Time) is GMT plus 8 hours. 
HOLIDAYS: New Year (1st January); Ascension of Christ (15th May); 
Santa Maria (15th August); Independence Day (17th August); Maulud, 
Mir'adj and Idul Fitir determined by Moslem calendar and differ from 
year to year by International calendar. For definite dates consult Port 
Administrator. Cargo work on Idul Fitir (2 days) not guaranteed due to 
labour shortage. 

POLICE/AMBULANCE/FIRE: Harbour Police 3897; City Police 4466; 
Ambulance 118; Fire brigade 113. 

SHORE LEAVE: Allowed after satisfactory fulfilment of immigration 
requirements and in possession of crew’s Harbour Card. 
IDENTIFICATION CARDS: Preferably Passports, Seamen's ID Cards 
(issued by maritime authorities; vessel's country). 

DELAYS: Bad weather (mostly rain). 

DEVELOPMENTS: Surveys being made for extension and development 
of port with 10 m. deep basins, container facilities and a 10 m. deep 
channel for accommodation of 10,000 d.w.t. ships and future shipping. 


AUTHORITY: Port Administrator. Te/: (0231) 2697, 3688. Telex: 28292. 


DILLI: 08.33 S. 125.31 E. 


PILOTAGE: Compulsory. 
RESTRICTIONS: All foreign vessels calling at this port should obtain 


(See Plan) 


the Special Security Clearance, this is arranged by the vessel's Agent. 


MAX. SIZE: Maximum LOA 120 m. 
RADIO: Kupang Radio. Call sign PKK. 
Frequencies: 2,182 kHz and 6,115 kHz. 
VHF: Kupang Radio on VHF Channel 16. 
TUGS: 1 tug of 240 h.p. and 1 mooring boat. 
BERTHING: Length of wharf 180 m., breadth 20 m., depth alongside 
7.0m. 
Storage: There is a godown with 1,600 sq.m. 
Fork Lifts: 4x2 tons — 3 tons. 
CRANES: 1 <7 tons capacity. 
STEVEDORES: Available. 
FRESH WATER: Available alongside in small quantities. 
FUEL: Not available. 
REPAIRS: Repairs not possible. 


DUMAI: 01.41 N. 101.27 E. 


IMPORTANT FEATURES: 

1. There are 4 CPI Oil Loading Berths, 2 Government Cargo Wharves 
and 2 Pertamina Refinery Wharves (6 berths) at Dumai. The CP! Oil 
Loading Berth No. 4 can be utilised for handling refined oil product, Oil 
Berth No. 4 can also be utilised for discharging crude oil. The Pertamina 
Refinery Wharves are for sole use of the Refinery. The Government Dry 
Cargo Wharf No. 1 can handle a vessel with a draft of 8 m. and 
20,000 g.r.t., whilst No. 2, which can also be utilised for handling palm 
oil, is for handling dry cargo vessels with a capacity of 10,000 g.r.t. and 
a draft of 6 m. 

2. Government Pilots moor and unmoor all vessels at Dumai Harbour. 
CPI supervises the movements of all vessels at the CP! loading berths. 

3. Safety rules are strictly enforced. The safety requirements are 
based upon the provisions of the Codes of Safe Practice currently 
accepted by the Oil and Tanker Industries. 

4. The Indonesian Government maintains a radio station (call letters 
“PKP”) at Dumai. All incoming vessels should establish early contact 
with this station, in order to transmit ETA data, etc. 

5. Shore liberty may normally be granted to ship's officers and crew 
after clearance of the vessel by Harbour Authorities on a 24 hour basis 
(subject to change). 

6. The laws of the Republic of Indonesia are in force at Dumai; and 
all personnel, for their own protection, are urged to abide by them. 

7. Display of quarantine signals on approach to Dumai must be 
maintained, until Pratique is granted. By day the flag of Indonesia should 
be flown throughout the vessel's stay in port. 

PORT LIMITS: See ‘“Pilotage” — “Harbour Pilot Area”. 
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DOCUMENTS: 

Copy of Agency Agreement Letter of Appointment (SIT LKP). 

International Maritime Declaration of Health. 

Valid Derat or Derat Exemption Certificate. 

13 Crew Lists. 

13 Passenger Lists (if passengers carried). 

Certificates of Inoculation against any communicable diseases. 

Valid Passports and/or Seamen's Certificates for all crew Memby 

and passengers. 

Harbour Report/Last Port Clearance. 

Load Line, Ship's Registry, Safety Radio, Construction and Equipme 

Certificates. 
International Certificate on the Prevention of Pollution from Oil » 
Poisonous liquids. 
For Customs: 1 Crew List, 4 copies Personal Effects List, 4 COpe 
Stores List. 
APPROACHES: The Dumai Port installations can be reached by ds 
draft vessels by proceeding from Malacca Strait into Bengkalis » 
following a buoyed channel on a Southerly course for a distance, 
22 miles to the junction of the Rupat Strait. Vessels must make ay 
of approximately 180° to enter the Rupat Strait and thence Westerly) 
a distance of 33 miles to Dumai. The Bengkalis and Rupat Sy 
Fairways have been wire-dragged clear to a depth of 24 m. and 183; 
LWS respectively. 

Last survey was carried out from April to June 1982. Based on} 
survey, Dumai Sea Communication imposed the maximum draf. 
vessels passing Rupat Strait in/out bound Dumai Port is 17 m. (55.77; 
and LOA of 315 m. (1,033 ft.) 

Vessels which have an LOA more than the above should have » 
obtain special guidance and permit from Government Harbour Mas: 
PILOTAGE: Harbour pilotage is performed by Government Pilots. } 
Harbour Pilot will board a vessel at anchorage for berthing ; 
immediately on arrival at Buoy No. 18 when berth is available. 

Harbour Pilot Area is: 

Lat. 01° 44’ 00” N., Long. 101° 22’ 50” E. 

Lat. 01° 44' 00” N., Long. 101° 26’ 50” E. 

Lat. 01° 42' 35” N., Long. 101° 30’ 00” E. 

Lat. 01° 40’ 00” N:, Long. 101° 30’ 00” E. 
Sea Pilots: Sea piloting for the Rupat and Bengkalis Straits is provié 
by the Department of Sea Communication. 

According to the Dumai Port Authority's letter dated June 25, 19) 
there are 2 piloting areas for Sea Pilot. 

1. Bengkalis Strait and Rupat Strait from Fairway Buoy or Easie 
part of Morong Strait to Eastern limit of Dumai Harbour Pilot Area (Lor 
101° 30’ 00” E.). 

2. Rupat Strait and Bengkalis Strait from Eastern limit of Dum 
Harbour Pilot Area (Long. 101° 30’ 00" E.) to Northern limit of Sum 
Pakning Harbour Pilot Area. 

Pilotage is compulsory for vessels with a capacity exceeding 1059 

6 hours prior to arrival Dumai Harbour area, all vessels should conlz 
CPI through VHF Radio Channels 10 or 16 and 69. At Fairway Buoy: 
vessels should hoist International Code Flag “| require a Pilot’ # 
contact Morong Pilot Station via Channel 16 for a “request for Pilo! 

According to the Dumai Port Authority's memo dated May, 191 
effective on 1st June, 1972, all vessels proceeding to Dumai sha 
hoist the International code flags H’" or “PT’ when passing Buoy No 
as “requesting for Pilot’ and call CPl’s radio telephone (VHF): 
Channel 12. You will be informed whether or not Pilots are available 
not you may then proceed directly to Dumai Harbour Anchorage Ae 

The practice of berthing and unberthing vessels utilising CP! Moor 
Masters has been discontinued. 

Shipmaster’s Report: 1977. Sea pilotage for the Rupat and Bengi# 
Straits is now compulsory. The Sea Pilot will board vessels at Faire 
Buoy, position Lat. 01° 54.5’ N., Long. 101° 51.5’ E. 

Contact with the pilot station “Morong” is allowed on Channel 16 

In case the Pilot is not available, the recommended anchorage # 

is 0.5 miles N.N.E. from Fairway Buoy. 
ANCHORAGE: The Dumai general anchorage area is North and We 
of oil wharves. Minimum depth of water in this area 43 ft.; 35 ft. s@ 
spot to East of general anchorage should be noticed. Holding grout 
anchorages considered good, bottom clay. Area large with suffice 
manoeuvring and swinging room for several vessels of size \0’ 
accommodated at oil wharves. 

If vessels are not met by the Pilot's launch on arrival, or not instru# 
by the Dumai Port Control Radio to berth on arrival, it is suggested™ 
they proceed to the recommended anchorage area. 

Cargo Ships: 


Lat. 01° 43’ 20"N. Lat. 01° 42’ 50” N. 
Long. 101° 25’ 30” E. Long. 101° 27’ 00" E. 
Lat. 01° 42’ 50” N. Lat. 01° 42’ 10" N. 


Long. 101° 25’ 30" E. 
Ballasted Tankers: 


Long. 101° 27’ OO"E 


Lat. 01° 44’ 20" N. Lat. 01° 43’ 34"N 
Long. 101° 24’ 30” E. Long. 101° 27’ OO"E 
Lat. 01° 43’ 36" N. Lat. 01° 42’ 46” N. 


Long. 101° 24’ 30" E. 
For Deep Draft or Loaded Tankers: 


Long. 101° 27’ OO"E 


Lat. 01° 43’ 34"N. Lat. 01° 42’ 46" N. 
Long. 101° 27’ 00" E. Long. 101° 29’ 50"E 
Lat. 01° 42’ 50" N. Lat. 01° 42' 00" N. 


Long. 101° 27’ 00" E. 
Prohibited Area: 


Long. 101° 29’ 50" E 


Lat. 01° 42’ 50" N. Lat. 01° 42’ 16" N. 
Long. 101° 27' 00" E. Long. 101° 28’ 46"E 
Lat. 01° 41’ 12” N. Lat. 01° 40’ 58" N. 


Long. 101° 27' 00” E. Long. 101° 28’ 46"E 
MAX. SIZE: Length 315 m., draft 17.7 m. Vessels over 315 m. hat 
have a special permit. 
Also see “Approaches” and “Shipmaster's Report” dated Oc# 
1983 — “Circular”. 
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ssTRICTIONS: Requirements for Entering Restricted Maritime Zone 
_qmatra: For some years, the Rupat-Bengkalis Straits area has been 
ssqnated a Restricted Maritime Zone by decree of the Government of 
sia 
spartial exemption from the requirement to secure special Indonesian 
~esular Clearance before entering this Zone has been granted by the 
‘gnesian Navy to tanker vessels proceeding to Dumai from any port 
-ve world except Singapore. Vessels require only normal clearances 
om their last port to obtain entry at Dumai. Vessels diverted at sea 
ed only normal clearance from last port and the diversion cable. All 
«sels inbound to Dumai from the time abreast Raleigh Bank Light 
apy until anchored off Dumai Terminal must display the following 
eognised signals: . 
By Day: The International Code Flag hoist “CAL” flown from a 

single hoist from the signal yard. 
A red light 6 ft. above a white light both visible all 
: around the horizon at a distance of not less than 
‘ 2 miles. 
j| Vessels should be prepared to answer identification queries from 
r 
| 


By Night: 


| spnesian Naval Patrol Crafts. 
i Ma foregoing is subject to change. 
» ¢DIO/VHF: vee 
, | Means of Communications: The following communication systems 
' available for vessels proceeding to Dumai: 
» a) Dumai Radio Call Letters “PKP” (Government Coastal Radio). 
» ») VHF Station Channel 16 (CPI and Pertamina operated). 
¢) Telex CP! No. 44386 Jakarta or 56271 Dumai. 
qd) Telex Pertamina No. 45348 Perta Jakarta or 49285 Perta Jakarta. 
- | ETA Messages: Vessels proceeding to Dumai shall send ETA Dumai 
, message as follows: 
» 21. When proceeding direct from any port other than Palembang and 
Sngapore: 
| 06 hours prior to arrival at Dumai, transmit ETA Dumai message 
by vessel's radio to ‘Caldum” Dumai and “Pertaminaship” Dumai 
through Dumai Radio Station Call Letters “PKP”. 

»} Should ETA Dumai change by 3 hours, send an amended ETA 
message immediately to “Caldum” Dumai and “Pertaminaship” 
Dumai. 

¢ 0) 24hours before arrival at Dumai, confirm or amend ETA Dumai to 
Caldum” Dumai and ‘“Pertaminaship’” Dumai regardless of any 
| change in last ETA message sent. 

22. When proceeding from Singapore: 

» 4) 96 hours prior to arrival at Singapore, cable ETA Dumai and 

» estimated time of stay in Singapore to “Caldum" Dumai and 
“Pertaminaship” Dumai. Include words “From Singapore” in ETA 

3 «message. 

» ) At Singapore, when departure time from Singapore is known, 
confirm or amend ETA Dumai to “Caldum’ Dumai and 

| “Pertaminaship” Dumai through vessel's Agent in Singapore. 

* 0) Immediately upon departure from Singapore, and when vessel's 

| radio can be used legally, re-confirm or amend ETA Dumai to 

¢  “Caldum” Dumai and “Pertaminaship” Dumai. 

23. When proceeding from Palembang: 

@) At Palembang, when departure time from Palembang is known, 
cable ETA Dumai to “Pertaminaship” Dumai through vessel's agent 


; 
d 
1 in Palembang. 
' ») Immediately upon departure from Palembang, and when vessel's 
' tadio can be used legally, confirm or amend ETA Dumai to 
i _“Pertaminaship” Dumai. 
} | Operating Schedule and Frequencies: There is a Government 
“asial radio station at Dumai. Any message for Dumai Terminal should 
s ‘sent through this radio station which operates as follows: 
) Name Dumai Radio 
Call Letters RKP 
Time (GMT) Transmits Listens On 
é 0000 — 0030 448 kHz 500 kHz 
0400 — 0500 448 kHz 500 kHz 
i 0800 — 0900 448 kHz 500 kHz 
1200 — 1300 448 kHz 500 kHz 
: 1300 — 1400 8726 kHz 8726 kHz 
: 0030 — 0130 8726 kHz 8726 kHz 
0230 — 0330 13101 kHz 13101 kHz 
0630 — 0730 17184 kHz 17184 kHz 
, 0130 — 0200 2182 kHz 2182 kHz 
,/ contact cannot be made with Dumai Radio, contact Singapore 


“00, Call Sign “9VG" and forward ETA message to Amoseas 
*gapore “RS-21349". 
2 Radio Telephone (VHF): A CPI operated VHF station is maintained 
an a day, and is available for information concerning vessel's port 
ies. 
The following channels are available: 
Channel 10 with Frequency : 156.500 
Channel 16 with Frequency : 156.800 
Channel 69 with Frequency : 156.475 
‘\so see “General” before first port. 


*EALTH: In accordance with international practice, quarantine signals 
= be displayed by all vessels approaching Dumai. These signals 
— be displayed continuously until Pratique is granted. These signals 
* Sunrise to Sunset, Quarantine flag “Q”. Sunset to Sunrise, Signal 
| Mis (red over white). 

| 2uarantine Officer and Immigration Officer will come on board to 
“pare the clearance at anchorage, except when the vessel comes 
Wee on arrival by issuing berthing permit only (not Free Pratique). 
en S: At present mooring and unmooring assistance is provided by 
omemment 3200 h.p. diesel tugs which are stationed in the immediate 
“nity of the wharves. Tugs lines used. While rendering assistance the 

ts are under orders of the Pilot on duty. 
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Number of tugs required is based on vessel's length. 


71m. — 100 m. length 1 tug 
101 m. — 150 m. length 2 tugs 
151 m. — 200 m. length 2 tugs 
201 m. — 300 m. length 3 tugs 
Over 301 m. length 4 tugs 


BERTHING: Incoming ships are assigned in accordance with time of 
arrival, product to be loaded, size of vessels, and loaded draft. 

Every effort will be made to berth vessels immediately upon arrival, 
and to this end Master should maintain radio contact with radio telephone 
(VHF) Channels 12 and 16. 

At Dumai there are 8 wharves. 2 wharves are Government-owned 
and operated cargo wharves. One wharf is Pertamina owned and 
consists of 2 berths. A new wharf is Pertamina owned and consists of 
4 berths. The other 4 wharves are C.P.I. owned and operated and 
referred to as Oil Wharf No. 1, Oil Wharf No. 2, Oil Wharf No. 3, and 
Oil Wharf No. 4. These C.P.1. wharves are utilised for loading/unloading 
of crude oil. These oil wharves are equipped with docking sonar for 
monitoring speed and distance of approaching vessels to be berthed at 
the wharves. 

Terminal Official will relay the indicated speed and distance by walkie- 
talkie radio to the Pilot or Master on board vessel. 


(a) C.P.1. Oil Wharf No. 1, located in approx. position: Lat. 
01° 41' 14” N., Long. 101° 28’ 07” E. Design capacity 150,000 
d.w.t. Length between outer dolphins 1,210 ft. Least depth at face 
of wharf 61 ft. (MLWS). In terms of vessel’s size and design this 
would be an LOA of approx. 285m., and a draft of 17.7 m. 
Orientation of the wharf parallels the current flow. 


(b) C.P.1. Oil Wharf No. 2, located in approx. position: Lat. 
01° 41' 14” N., Long. 101° 27’ 52” E. Design capacity 150,000 
d.w.t. Length between outer dolphins 1,424 ft. 8 in. Least depth 
at face of wharf 59 ft. (WS). In terms of vessel's size and design 
this would be an LOA of approx. 350 m., and a draft of 17.7 m. 
Orientation of the wharf parallels the current flow. Under certain 
circumstances in favourable weather conditions, slack tide during 
day time, this wharf is capable of receiving a VLCC with special 
arrangements. 


(c) C.P.1. Oil Wharf No. 3, located in approx. position: Lat. 
01° 41' 14" N., Long. 101° 27’ 42” E. Design capacity 
100,000 d.w.t. Length between outer dolphins 1,170 ft. In terms 
of vessel's size and design this would be an LOA of approx. 
260 m., and a draft of 17.7 m. Orientation of the wharf parallels 
the current flow at 095° — 275° true. 


(d) C.P.1. Oil Wharf No. 4, located in approximate position: Lat. 
01° 41' 14” N., Long. 101° 27’ 31” E. Design capacity 55,000 
d.w.t. Length between outer dolphins 1,005 ft. 6 in. In terms of 
vessel's size and design, this would be an LOA of approx. 210 m., 
and a draft of 15.3 m. Orientation of the wharf parallels the current 
flow. 


(e) Government Cargo Wharf No. 2, located in approx. position: Lat. 
01° 41’ 14” N., Long. 101° 27’ 04” E. Design capacity 16,500 
d.w.t. but able to handle 23,000 d.w.t. Length between outer 
dolphins 750 ft. Least depth at wharf face 34 ft. (LWS). Orientation 
of the wharf parallels the current flow. Only mobile cranes with a 
maximum lifting capacity of 5 tons are available. As no heavy lift 
floating crane or stationary crane is available, heavy lifts must be 
handled by ship's gear. 


(f) Government Cargo Wharf No. 1, located next to Cargo Wharf 
No. 1, has designed capacity of 10,000 d.w.t. 


(g) Pertamina Wharf Nos. 1 — 6. 
1. Approximate Location: 
Berth Nos. 1 — 2: Lat. 01° 41’ 12” N., Long. 101° 28’ 16” E. 
Berth Nos. 3 — 6: Lat. 01° 41’ 12” N., Long. 101° 28’ 39” E. 
2. All 6 berths are utilised for loading/unloading refined products, 
residue, Coke (Berth No. 4 only) and LPG. 
3. Design Capacity: 


Berth Max. Least Depth at face 
No. d.w.t. LOA Draft of wharf at LWS 

(tonnes) (m.) (m.) (m.) 
1 100,000 275 17.2 18 
re 10,500 135 13.0 15 
3 35,000 200 16.4 16 
4 25,000 154 16.0 1S 
5 35,000 200 15.6 16 
6 3,000 16.1 15 


4. Orientation of the berths parallel to the current flow. 
5. Put into service: 

Berth Nos. 1 — 2 in 1971, Berth Nos. 3 —6 in 1984. 
6. Wharf Facilities: 


Berth _No. of Fresh Deballast 
No. Chiksans_ Size Capacity Bunker Water Facility 
(in.) 
1 1 12 1,200 |.t.p.h N/A N/A N/A 
1 16 2,500 I.t.p.h 
1 8 600 |.t.p.h. 
2 1 12 1,200 I.t.p.h. N/A N/A N/A 
1 8 600 |.t.p.h. 
3 3 12 1,500 I.t.p.h N/A Available N/A 
4 1 _ 600 t.p.h N/A Available N/A 
500 t.p.h. (coke) 
5 3 12 1,500 I.t.p.h. N/A Available N/A 
6 1 4 280 cu.m./hr. N/A Available N/A 
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Notes: Berth Nos. 1 and 2: 

Terminal: Also known as Putritujuh (Seven Sisters), Pertamina Terminal 
(Berth Nos. 1 and 2) consists of a finger shaped oil jetty with 2 loading 
berths (Outer and Inner) which are utilised for refined products. A barge 
pier lies immediately Westward of the oil jetty. All are owned and 
operated by Pertamina. 

At the Outer Berth (Berth No. 1) 3,200 h.p. tugs are being used to 
berth/unberth vessels at any time and any stage of the tide by using the 
minimum vessels’ engine and working in ‘lock’ position nosing vessel 
at forward, midship and aft. Mooring boats assist in bringing lines to 
mooring dolphins. Head and stern lines are sent first. 

The Jetty is a steel/concrete piling system with a concrete slab paving. 
The fendering is very efficient and in good condition and consists of 
4 steel framed pads with springs and rubber bumpers chained to the 
jetty. Ordinary mooring equipment (ropes and/or wires) is requested from 
the vessel. No shore moorings are provided. Minimum vessel size for 
this berth is 13,000 d.w.t. 

At the Inner Berth (Berth No. 2) mooring and unmooring is restricted 
to tide flooding current (Eastward), vessels always to berth with 
starboard side to 2 fendering pads similar to those at the Outer Berth 
ensure a good berthing. Vessels to provide only the ordinary mooring 
equipment existing on board. No additional moorings are provided by 
shore. 


(h) General Wharves Width of 
Berth Length Apron Depth 
(m.) (m.) (m.) 
Barges Wharf 40 16 9.0 
Pilot Wharf 34 6 7.0 
Domestic Wharf 60 6 6.0 
Domestic Wharf 40 ig 6.0 
Palm Oil Dolphin 12.0 


CARGO: There are 3 types of cargo in Dumai at C.P.1. Terminal. 

1. Sumatra Light Crude with API gravity 36° approximate. Pour point 
100°F. Solid point +85°F. 

2. Duri Crude with API gravity 22° approximate. Pour point +60°F. 
Solid point +55°F. 

3. Pedada Crude. This crude is classified as Sumatran Light Crude. 
LOADING: The Master or his representative is required to hand to C.P.1. 
within normal business hours a written Notice of Readiness to load. 


C.P.Il. Size of No. of Size of Sumatra Light and Medium Crude 
Oil Wharf arms arms flanges Peak Capacity Average Capacity 
(in.) (in.) 
No. 1 12 4 12 50,000 35,000 
No.2 16-12. 3 12 75,000 40,000 
No. 3 12 4 12 50,000 35,000 
No. 4 12 2 12 25,000 15,000 


All the loading arms flanges are designed to U.S. standard flanges, 
faced and drilled. All these wharves have Chicksan loading arms. The 
above peak and average capacity rates are for Sumatran Light Crude. 
For Duri Crude the above rate should be reduced to approximately 70%. 

In case of low stock position, the average capacity may be reduced 
to approximately 50%. 

Responsibility for Loading Arrangements: All operations in connection 

with the starting of loading, discharging, switching of tanks and topping 

off must be directly and personally supervised by a ship's Officer, and 
sufficient personnel should be on deck at all times to handle the loading 
and/or unloading operation. 

Upon completion of loading and/or unloading, the vessel will be 

required to leave the wharf immediately after disconnecting hoses to 
await clearance at the anchorage. 
Hose Handling: Wharf crews are on duty to handle loading arms and/ 
or oil hoses on the wharf. Any required reducers and/or elbows to be 
fixed to ship's manifolds should be handled by ship's personnel (will not 
be handled by CPI personnel). 
Cargo Loading Procedures: Before the loading is begun, the Master 
will assure that Terminal and Port Regulations pertaining to readiness 
of the vessel have been complied with; that the vessel is manned and 
in all respects ready to receive cargo, and that all precautions required 
by the circumstances have been taken. When the vessel is in all respects 
ready, the following loading procedure will apply: 

(a) The Chicksan arms and/or cargo hoses will be swung on board 
by lifting gear located on the wharves and also with the assistance 
of the vessel's gear if required. 

The required reducers and elbows to fit vessel's manifold must 
be connected and disconnected and taken from or to shore by 
ship's personnel. 

(b) Notice must be given by the vessel to the Head Wharfman 

90 minutes before the vessel completed deballasting. 

Loading will commence under gravity or with 1 pump. When the 

vessel advises that the cargo is flowing into tanks, the loading 

rate will gradually be increased until the desired rate has been 
reached. 

(d) The vessel must give 30 minutes notice to the wharf before 
starting to “top off’, and shall advise if a decrease in loading rate 
is desired. 

(e) The vessel must give 15 minutes’ notice to the wharf prior to 
completion of loading at which time the Head Wharfman may 
reduce to 1 pump. 

(f) Ship's valves shall not be closed against loading pump pressure. 

(g) On completion of loading, loading arms and/or cargo hoses must 
be drained and disconnected immediately. 

(h) All cargo tanks openings and pressure vacuum relief valves must 

be closed immediately after ullages and samples have been 

taken. 

The vessel will be unmoored immediately after completion of loading 
as tide and weather condition permit. 

Suspension of Oil Handling Operations: Terminal personnel are 

authorised to suspend oil handling operations in the event any of the 

safety rules mentioned under “Safety Regulations” are not observed, or 
in the event of non-compliance with safety rules generally observed by 
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competent tanker personnel. Oil handling operations may als, 
suspended if any other danger is believed to exist. ' 
Oil Inspectors: There is no independent agency providing oil iNspecy 
service at Dumai. 

Vessel’s Gangways: Vessels shall supply safe gangway from Ship) 
shore, which shall be adequately illuminated during the hou 
darkness. 

BALLAST: Pollution of Sea by Oil: The discharge of dirty ballast we 
the territorial waters of Dumai Port and entrance passage (Rupat» 
Bengkalis Straits) is strictly prohibited. Shore facilities for disposs. 
dirty oily ballast water is available at Dumai, however only for dome 
tankers. For safe manoeuvring purposes, it is therefore compulsory» 
tankers arrive with sufficient clean ballast water on board to meg, 
requirement for minimum safe manoeuvring draft. All ballast wate. 
board tankers other than domestic tankers loading at Dumai Whar, 
must be pumped overboard after arrival at berth and prior to load 
after arriving alongside, a vessel is found to have dirty ballast wate, 
board, such vessel will be sent to sea to accomplish the necessary » 
cleaning. Such action will be on the vessel's expense and C.P.|. wily 
accept responsibility for the resulting delay to the vessel or any clay 
of the result thereof. A new Notice of Readiness to load must theres 
be tendered. “Load-on-Top” procedure is expected to be carried oy) 
each vessel loading at Dumai. 

Ballast Requirements: Vessels should arrive with sufficient clean bak 
water to enable safe manoeuvring under prevailing weather conditie 
The accepted standard of deballasting time is 6 hours. 
Deballasting Facility: Deballasting facilities have been constructs 
Dumai and connected to all 4 C.P.!. Wharves. 

However, this facility is only for domestic sailing tankers. Oceangw 
tankers are expected to arrive with sufficient clean ballast water. 
Minimum Draft: Minimum draft schedule recommended for vara 
tonnage tankers are as follows: 


d.w.t Forward Aft 
a. 12,000 — 22,000 12 ft. 20 ft. 
b. 22,000 — 32,000 16 ft. 24 ft. 
c. 32,000 — 45,000 18 ft. 26 ft. 
d. 45,000 — 60,000 19 ft. 27 ft. 
e. 60,000 and over 22 ft. 28 ft 


The above is a recommendation only and the Master should use} 

own discretion in order to have safe manoeuvrable draft on arrivals 
while berthing. 
READINESS: Notice of Readiness: The Master or his representative 
required to hand to C.P.l|. or its Agent at loading port, a written Not 
of Readiness to load during business hours (24 hours everyday). Recs 
of such Notice of Readiness by C.P.I. does not necessarily in 
acceptance. 

Every effort will be made to berth and load vessels on arrival in pr 

Arrival means anchoring or arrival at anchorage area in Dun 
Harbour, see “Anchorage’”’. 

Readiness to Load or Unload: The following will apply in regard to Not 
of Readiness to Load or Unload. 

Notice of Readiness to Load or Unload is a warranty on the pat 
the Master that the vessel is in all respects ready to load or unload# 
that all tanks, pumps, pipe-lines and appurtenances of the vessel até 
to receive the cargo to be loaded or unloaded. 

STEVEDORES: ETA should be sent to Agency or stevedoring compz 
2 days before arrival in order that necessary gangs may be arrang 
Main commodity rates: Palm oil 200 tonnes/p.h. Sawn tim 
25 cu.m.p.h. and bagged cargo 20 — 25 t.p.h. 

MEDICAL: The Port Health Doctor has only limited facilities for mede 
treatment. If the services of more complete and/or specialised mede 
assistance are needed or emergency cases arise on board tant 
calling at Dumai, the Port Health Doctor might refer such cases to Cf 
hospital facilities or Pertamina Hospital. Dental facilities availa? 
However, Masters of all vessels bound for Dumai are reques? 
if possible, to call at Singapore for medical assistance. 

CRANES: 1 x13 tonnes. 1x18 tonnes used for small ships and ba? 
DENSITY: 1020. 

FRESH WATER: Fresh water is available in limited quantities 2’ 
wharves. A request statement must be submitted to the Port Auth’ 
through the vessel's Agent. 

FUEL: Not available. 

FIRE PRECAUTIONS: Perumpel | Dumai Co., Tel: 2469. Cal 
Tel: 261. Pertamina, Tel: 272. 

CONSULS: There are no Consuls or other foreign Governr® 
Representatives located at Dumai, or in the immediate vicinity. 
REPAIRS: No repairs shall be carried out to the main propu® 
machinery and/or essential auxiliaries while alongside. The ves* 
main propulsion machinery shall be in readiness for instantaneous * 
on short notice. No repair facilities ashore. 

CUSTOMS: Ships’ bonded stores will be sealed by the Indone* 
Customs Officials on arrival and will remain sealed until the ves* 
leave Indonesian waters. 

GANGWAY/DECK WATCHMEN: Strongly suggest that all Maste* 
tankers calling at Dumai maintain a close security watch while at ane 
as well as when alongside the wharves. It is further recommended” 
on board the tankers unoccupied rooms should be securely locked® 
port holes closed before being vacated. 

OPENING/CLOSING HATCHES: By stevedores. 


CARGO GEAR: 
Forklifts: 3x2 tonnes. 
2x3 tonnes. 
15.5 tonnes. 
Head Truck: 2x40 tonnes. 
Trailers: 2x40 tonnes 


4x20 tonnes. 
Top Loader: 1x40 tonnes. 
AIRPORT: Distance to airport 10 km. Jakarta: 3 flights weekly s& 
by Merpati Pelita. Medan: 4 flights weekly served by Merpati 
Batam: 3 flights weekly served by Merpati Pelita. 
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sPATRIATION: Due to transportation difficulties and shortage of 
yzommodation, normally no crew members from any vessel are 
to disembark for repatriation purposes. 
» emergency Cases such as sickness and accident, however, C.P.1. 
nay at its OWN discretion and upon request of the Master of the vessel 
ed, assist in the repatriation process. 

qué; GMT plus 7 hours all year round. 

DAYS: 12 religious and national holidays. 

£/AMBULANCE/FIRE: Tel: 21351 or 381 or 266. 

GENCY CO-ORDINATION CENTRE: Tel: 21437 (Coast Guard). 
3ANKS: 5 National Banks available. 

ING: See “Prelims”. 
+ Vessel can be stored by truck. 
2 Shipmaster to inform Agency who will contact leveransir Company. 
3, Distance 4 km. 
4 Yes. 
5, Contact Agent. 
6, Riggers can be employed to assist with storing. ‘ { 
| SHORE LEAVE: Shore liberty may normally be granted to ship's Officers 
| ydcrew after clearance of the vessel by Harbour Authorities. Personnel 
| »eeeding on shore liberty should be provided with ship’s pass and 
; 


yysed that the C.P.1. compound is out of bounds with the exception 
4tne road from the wharves to the village road. Penalties imposed for 
wation of Harbour Regulations or local laws have been severe and 
‘| ¢P|. can not intervene in such cases. 

OENTIFICATION CARDS: |.D. Cards and Passports required. 
PROVISIONS: There are very limited facilities to handle ship's laundry 
nd supply ship's provisions. 

WEATHER: Tides and Currents: The tide rise is approximately 8 ft. in 
te springs and approximately 5 ft. at neaps. 

Max. tide currents: Flooding Easterly at 3 knots. Ebbing Westerly at 
}} 2 knots. 

The general direction of the current is parallel to the faces of the 
wares. There is no slack current period in the Rupat Strait during 
Soing tides and only a very brief period of slack current during neap 
wes. The current reverses its direction almost immediately. Vessels will 
ways be berthed stemming the current flow. 

\inds’ The N.E. monsoon is never very steady but is most constant in 
january when from 20 to 40 per cent of winds are N.E. In November 
md December N.E. winds are the most frequent. In February the most 
| tequent winds are N.E. The S.W. monsoon begins in late May or early 
ine. From June to September winds in the straits are mainly S.E. but 
}| wi steady. At this season squalls known as ‘‘Sumatra’s” occur off the 
'| wast; they are most frequent between 2200 hrs. and 0200 hrs. 
' fain: The rainfall is heavy with yearly average from 80 to 100 inches. 
' The wettest months are October to December or January. There are 
| comparatively dry seasons, February to March and June to August. 


|The most intense rainfalls are in the afternoon but these heavy 

| ®wnpours are often short in duration. The duration of the rain is more 
wenly spread over 24 hours during the N.E. monsoon than during the 

' stof the year when rain most likely occurs in the evening and night. 
lemperature: The average temperature is a little below 80°. The range 

| van average year is only 30°, between 65° and 95°. The daily range is 

fom 15° to 20°. The humidity is high (70% — 90%). 

SAFETY: While alongside, vessels must have the eye of towing (fire) 
wes lowered to the water's edge from offshore bow and quarter for 

| mergency use. The eye of the wire should be painted white. 
tmergency Facilities: The following shore fire fighting facilities are 
wailable at each wharf to assist a vessel in the initial stages of a fire 
a wharf. 

4) C.P.I. Oil Wharf Nos. 1 — 4: 

\fire pump capacity 750 g.p.m. 

' ‘fire fighting monitor. 

6 fire hydrants. 

2fog spray hydrants. 

2revolving nozzles underneath wharf. 

1,000 ft. fire hoses of 2.5 in. 

16 cans foam compound. 

§x20 Ibs. safety meter dry chemical powder. 

' set booster hose. 

| 1set foam equipment. 

2150 Ibs. Yamato dry chemical powder fire extinguisher. 

)) Tugboats: Under instructions of Port Authority, equipped with fire 

‘Ming equipment and remote controlled nozzles. 

smergency Signal: 

a) The ship should sound an emergency station’s signal consisting 
of a continuous ringing of the ship’s alarm bells supplemented by 
@ series of short blasts of the ship's whistle or siren. C.P.1. will 
then take such action as is necessary. 

(b) A telephone is fitted on each wharf. C.P.I. personnel should be 
telephoned for assistance. 
lfno C.P.1. personnel are available, ship’s personnel may call for 
emergency assistance by dialling telephone number 222 from 

; each wharf. 

. After dialling, state the following: 

1. Your name and name of vessel. 
2. The exact location of the fire. 

, 3. The nature of the fire if possible. 

‘°) Assistance can be summoned on VHF Radio if necessary. Use 
International Channel 12 or 16 on VHF. Given location and extent 
of assistance required. 

6) Refer to Fire Instructions Pamphlet as usually given to all vessels 
alongside the wharves. 

8) The shore signal in the event of an emergency is a fire siren or 

| Dey an alarm. 

fe ELOPMENTS: One new berth for palm oil under construction, also 

*2erths for sawn timber, fertiliser, palm kernels, rubber and general cargo. 

__ ENERAL: Charts and Publications: Masters of vessels proceeding to 
“7ai should obtain the latest sailing directions, charts and 
graphic bulletins for the area. 
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In this respect attention is invited to the latest editions: 
(a) U.S. Hydrographic Office Publication 162, Sailing Directions for 
Malacca Strait, Cape Rachado to Singapore; 
(b) U.S. Hydrographic Office Chart No. 3764, Bengkalis and Rupat 
Straits; 
(c) Netherlands Hydrographic Office Chart No. 18 (East Coast of 
Sumatra); 
(d) British Admiralty Chart No. 795 (Cape Rachado to Singapore); 
(e) The Indonesian Hydrographic Office Chart No. 18 covering 
Bengkalis and Rupat Straits. 
Boarding on Arrival: A Government Pilot will board vessel on arrival if 
Whart is available and will advise and assist in proceeding to wharves. 
A representative of the ship's Agent will also board the vessel at 
anchorage or alongside one of the wharves to deliver publications and 
forms and will make the necessary arrangements for vessel to load. 
Port Officials: The Indonesian Government Port Authorities are located 
in the Government building situated along Jalan Laksamana 
(Laksamana Street). 
General Cargo: General cargo consigned to C.P.I. is handled at the 
Government Cargo Wharf at Dumai. Only mobile cranes with a maximum 
lifting capacity of five tons are available. As no heavy lift floating crane 
or stationary crane is available, heavy lifts must be handled by ship's gear. 
Compulsory Sea Pilot Area: Bengkalis Strait and Rupat Strait from 
Fairway Buoy or Eastern port of Morong Pilot Station to Eastern limit of 
Dumai Harbour Pilot Area (Long. 101° 30’ 00” E.). 
Other Areas Requiring Sea Pilot: Rupat Strait and Bengkalis Strait from 
Eastern limit of Dumai Harbour Pilot area (Long. 101° 30’ 00” E.) to 
Northern limit of Sungai Pakning Harbour Pilot Area. (Applicable to 
vessels bound for Sungai Pakning from Dumai or v.v.). 
General: While vessels are at anchor, no physical communication is 
allowed with shore except in emergency cases and/or with prior approval 
from the Harbour Authorities. 

Lowering of ship's boats is prohibited without the prior approval from 
the Harbour Authorities. 

Pilferage has taken place recently on board tankers at Dumai 
anchorages and wharves. C.P.I. of course regrets this practice, and 
strongly suggests that all Masters of tankers calling at Dumai maintain 
a close security watch while at anchor as well as when alongside, the 
wharves. It is further recommended that on board the tankers 
unoccupied rooms should be securely locked and port holes closed 
before being vacated. C.P.1. also wishes to draw all Masters’ attention 
to the practice of trading with local sampans at the anchorage, which is 
also a fire hazard, and will not be tolerated by C.P.I. C.P.I. request that 
all possible steps be taken by ship’s personnel to keep sampans away 
from the vessels while alongside, as loading may be stopped until this 
hazard has been cleared. 

It should be noted that Harbour Authorities prohibited the presence 

of sampans near alongside vessels. 
Contraband: The attention of Masters is called to the strict enforcement 
of Indonesian Regulations against smuggling. Illegal possession or 
landing of such items as narcotics, liquor, cigarettes, precious stones 
and metals, fire arms, ammunition, sheath knives and similar weapons, 
or other articles of contraband is subject to severe penalty and may 
result in prolonged delay of the vessel concerned. 

All precautions must be taken to prevent the violation of contraband 

laws. C.P.I. employees are prohibited from bringing firearms, knives, 
liquor, cigarettes, food stuffs or other articles ashore and shipboard 
personnel must not offer such items to them. Commissions for the 
importation of goods from other countries are not to be solicited or 
accepted. 
Compliance: Masters are requested to inform ship's Officers and crews 
of the foregoing regulations pertaining to contraband, shore liberty, etc., 
to assure that they are completely understood, and to require the full 
compliance of all hands. 


SHIPMASTER’S REPORT: October, 1983. 

Documents: 14 Crew Lists required and all ship's personnel require 
passes. Immigration stamp all Discharge Books and/or Passports on 
arrival and Agent will take them ashore about 1 hour before unberthing 
for stamping again, when all passes also returned. 

Pertamina, as vessel's Agents, have own forms for N.O.R., and Dry 
Certificates. 

Cargo Inspector has his own forms. 

Berthing: Vessel (140,000 d.w.t.) berthed at No. 2 Berth, stemming the 
tide. 3 tugs used, 1 forward, 1 aft and 1 midships with tugs’ lines. 
Moorings 3, 3, 2 each end. Forward headlines first then breasts then 
springs and aft springs first, then breasts then sternlines. 2 watchmen 
on board all the time and they are very efficient. 

After loading and if on maximum permissible draft, (see ‘Circular’’) 
then vessel unberths and anchors off berth to await HW. 

Density: Density varied between 1008 and 1015 depending on state of 
tide. 

Services: Ship Chandler will arrange for a barber to come on board and 
will also bring on board items for sale such as batik. 

A telex message sent through Agents took 51 hours to reach Singapore. 
Identification Cards: All visitors to vessel require a pass issued by 
Texaco. Also see “Documents”. 

Circular: To All Agency Tankers Calling at Port of Dumai: 

Based on the Circular of Dumai Harbour Master dated 14th January, 
1982, Ref. No. S.DMI.AL.14/1/1982 regarding the draft limitation for 
vessels passing Dumai-Morong route, based on the result of the survey 
carried out by the Sea Communication Team, we herewith inform you 
that for the sake of your vessel's safety, your vessel's draft should not 
be more than 17 m. (max. LOA 315 m.) when passing the above 
mentioned route. Please be advised too, that you are recommended to 
pass this route during the high tide only. 

Dumai, 20th January, 1982, 
Pertamina of Shipping Dumai. 


AGENCY: See “General’’ before first port. 
Oh 
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AUTHORITY: Port Administration of Dumai, JL. Datuk Laksamana, 
Dumai. Tel: 21469, 21369, 21325, 21442. Telex: 56290. Cables: Adpel 
Dum. Contact: H. Simanjuntak, Port Administrator. Tel: 21162. 

Note: Pilot Station, 21442-278-372, contact 24 hours. 

C.P.1.: 434-261-278. Pertamina: 272-372. 

P. T. Caltex Pacific Indonesia. (Head Office), Kebon Sirih 52, Jakarta 
10110, Indonesia. Tel: 376908. Telex: 44386 Caltex IA. Cables: 
Calpacem, Jakarta. 

Operating Office: Rumbai, Pekanbaru 28271, Sumatra. Tel: 21377. 
Telex: 56112 Caltex PBR, 56271 Caltex DUM (Dumai Terminal Office). 
Cables: Calpacem Pekanbaru. 


GEBE ISLAND: 00.03 S. 129.23 E. (See Plan) 


LOCATION: Port of Gebe Island is situated in the Halmahera Sea, North 
Maluku in position Lat. 00° 03’ 50” S., Long. 129° 22’ 44” E. 
DOCUMENTS: Documents to be produced upon vessel's arrival: 

11 copies Crew List. 

11 copies Passengers List (if any). 

4 copies Parcel List (if any). 

5 copies Stores List. 

5 copies Cargo Manifest. 

5 copies Narcotic List. 

6 copies General Information. 

4 copies Personnel Effects List. 

3 copies Vaccination List. 

5 copies Fire Arms & Ammunition List. 

Ship's Register. 

Certificate of Nationality. 

Safety Equipment Certificate. 

Seaworthy Certificate. 

International Load Line Certificate. 

Maritime Declaration of Health Certificate. 

Derat Certificate. 

Last Port Clearance. 

Safety Radio Certificate. 

Harbour Report. 

Ship's Inspection Team: This team consists of the Port Health Officer, 
Customs Officer, Harbour Master and Immigration Officer. 

After the vessel has been granted Free Pratique, the Immigration 
Officer checks Passports, Seamen's Books and Crew List and then 
issues shore passes. 

Vessel’s bonded store will be sealed by Customs Officer on arrival 
and will remain sealed until the vessel leaves Gebe Island. 

Use of ship's radio transmitter is prohibited while lying in port. 

Note: |t is recommended that ship's Master consult the Agents about 
the local prevailing Customs Regulations with regard to currency, 
cigarettes, spirits, narcotics, etc., to prevent unnecessary difficulties and 
eventually fines. 

PILOTAGE: Pilotage not compulsory. There is a Pilot at Gebe Island. 
Pilot boarding position: Lat. 00° 03’ 25” S., Long. 129° 22’ 10” E. 
ANCHORAGE: Anchorage position for ore loading at Gebe Island is 

Lat. 00° 03’ 50” S., Long. 129° 22’ 33” E. Depth 65 m. LWS. 

Chart: Indonesian Sea Chart No. 388. 

RESTRICTIONS: Vessels may berth/unberth at any time between 
0600 hrs. and 1800 hrs. local time. 

Vessel may leave the loading point between 0600 hrs. and 2200 hrs. 
RADIO: Cables to Adhiguna Jakarta, Antam Jakarta and Antam Ternate 
can be sent through Jakarta Coastal Radio Station, call sign PKE and 
Ternate Coastal Radio Station, call sign PKE 5. 

Arrival Notice: Owner's Advice: Owner to advise by cable to Adhiguna 
Jakarta and Antam Ternate, with copy to Antam Jakarta, at least 
8 working days notice of vessel’s ETA at loading port. 

Master's Advice: At least 48 hours before vessel's arrival at Port of 
Loading, Master shall give the following information to Adhiguna Jakarta 
and Antam Ternate, with copy to Antam Jakarta; Last port of call, draft 
on arrival, quantity of nickel ore to be loaded, stowage plan, quantity 
and kind of commodity to be discharged and other necessary 
information. 

Final amended arrival time must be sent at the latest 24 hours before 
arrival. 

Previous experience has shown that one cannot rely on telegrams 
regarding ETA sent by Agents at last port of call to arrive on time, 
therefore Antam Ternate will wait for the Master's telegram before 
making the necessary preparations. 

TUGS: Available and compulsory. 


778 


CARGO HANDLING: 

Lighters: A number of lighters of 120 d.w.t. to 600 d.w.t. are aVailaty 
Wharves: No facilities. 

Loading/Unloading Facilities for General Cargo: No facilities. 
Loading Facilities for Ore Carriers: Loading of nickel ore at Gebe load 
point is done by means of ore barges. 

Number of Gangs: 4 gangs are usually used by vessels equipped yy 
cranes or derricks. If necessary stevedores can provide 6 gangs. 
Loading Capacity: About 2,000 tons/24 hours per vessel depending, 
the type of vessel, vessel's cargo gear, weather conditions, etc. 
Ore Carriers: All types of fully loaded draft ore carriers are acceptay 

(Steep bottom sea around the loading point). 

Vessels without cranes or derricks, including buckets, are » 

acceptable. 

Minimum capacity of cranes or derricks must be 5 tons. 
Unloading: Cargo for Aneka Tambang only. 

STEVEDORES: Loading is performed by Shipper's personnel. 
Working Hours: Loading to be effected on weather working days; 
24 consecutive hours, Sundays and holidays are excepted: 

New Year, 1st January. 

Idhul Fitri, fixed — 2 consecutive days of the year. 

Idhul Adha, fixed day of the year. 

Independence Day, 17th August. 

Maulid Day, fixed day of the year. 

Easter, fixed day of the year. 

Waisyak, fixed day of the year. 

Nyepi, fixed day of the year. 

Ascention, fixed day of the year. 

The First Muharram, fixed day of the year. 

Christmas, 25th December. 

Despatch/Demurrage money to be settled in accordance with} 
related contract. 

Labourers: Labourers will be supplied by Aneka Tambang. Making» 
vessel ready for loading to be done by vessel's crew members. 
MEDICAL: Hospital not available, doctor and inoculations are availa: 
DENSITY: 1020. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

OPENING/CLOSING HATCHES: The first opening and the last clos» 
as well as removing and reinstalling of hatch beams to be done? 
vessel's crew. 

SURVEYORS: On/Off Hire surveys can be arranged. 
REPATRIATION: Can be arranged. 

AIRPORT: There are 3 flights per week between Ternate and Gebea 
vice-versa, served by Aneka Tambang Charter Flight. Flying time: 
about 60 minutes. 

TIME: GMT plus 9 hours. 

HOLIDAYS: See “Stevedores”’. 

SHORE LEAVE: Shore pass must be carried by the crew during sh 
visit. 

Invitation: Vessel’s crew members are not allowed to invite friend 
hawkers from shore aboard the vessel. 

Leaving for Ternate: The crew members are prohibited to leave G@ 
for Ternate, except Master and Officers who must be guided by Age 

Local leave in Gebe is permitted as a concession. 

GENERAL: Priority: First come first served. 

Flags to be flown by incoming vessels: Vessel's National % 
Indonesian flag, Vessel's numbers, Quarantine and Immigration flag 
Ship Chandler: None. In emergency cases, for a limited quantity, Aget 
can act as ship’s chandler. 

Fumigation: No facilities. 

Vessel'’s Disbursement Accounts: All vessel's disbursement accovt 
will be charged to the related principals through the General Agenis 
Despatch/Demurrage: To be settled in accordance with the relé® 
contract. 

Cash in Rupiah: Cash advance at Master's request can be supplied! 
Agents in a reasonable amount. 

AGENCY: 

General Agents: P.T. Pelayaran Bahtera Adhiguna, Jakarta, '! 
12 Jl. Kalibesar Timur, P.O.Box 1315, Jakarta, Indonesia. C# 
Address: Adhiguna Jakarta. Telex: 42854 Adhiguna JKT. Tel: 676% 
672613. 

Local Agents (Head Office): P.T. Aneka Tambang, 24—26 JI. Bue 
Besar, Jakarta, Indonesia. Cable Address: Aneka Tambang JKT. Te 
49147 Antam JKT. Tel: 410108 (Hunting system). 

Local Agents at Loading Port: P.T. Aneka Tambang, ¥ 
Pertambangan Nikel Gebe, JI. Merdeka No. 4, P.O.Box 37, Temé 
North Maluku, Indonesia. Cable Address: Antam Ternate. Telex: 73! 
ATKTTE JA. Tel: (0921) 21686. 


speSiK: 07.09 S. 112.40 E. (See Plan) 


sATHING: Main jetty with length 284.5 m. and berthing dolphin 50 m. 
on ety. Depth of water 15m. — 18 m. Vessels up to 30,000 d.w.t. 
velo berth off seaward side and 10,000 d.w.t. on shore side. 

4aGO FACILITIES: Discharge Facilities: 15 ton grab Kangaroo crane 
enormal operating capacity of 300 t.p.h. and max. 550 t.p.h. 
yul-purpose conveyor to transport materials from the jetty to TSP 
st - 600 t.p.h. capacity. 

‘pymping system for phosphoric acid from vessel to TSP plant tanks, 
plete with pump — 300 t.p.h. capacity. 

‘pumping system for ammonia —33°C from vessel to TSP plant 
eplete with pump — 150 t.p.h. capacity. 

@esH WATER: Available. 


siPMASTER’S REPORT: July 1984. 
saton: Lat. 07° 08.4’ S., Long. 112° 39.6’ E., about 4.8 nautical miles 
«w. of Sourabaja. 

ycuments: 

Ship's Register. 

derat Certificate. 

toad Line Certificate. 

fadiotelegraphy Certificate. 

Satety Equipment Certificate. 

Safety Construction Certificate. 
Seamen's Books. 


| These documents will be kept ashore during the vessel's stay at 


yesik 

*y Gresik: 

2 Crew Lists. 

2Stores Lists. 

2Crew's Declaration Lists. 
{Maritime Declaration of Health. 
‘ Vaccination List. 

‘Cargo Manifest and/or 1 Bill of Lading. 
saddition for Sourabaja: 

9 Crew Lists. 

2Stores Lists. 

2Crew's Declaration Lists. 
‘Maritime Declaration of Health. 


| | Vaccination List. 


2Cargo Manifests and/or 2 Bills of Lading. 
‘stoms: The Customs will not seal the bonded stores, but strictly 


| mtrols the said quantity of narcotics. 


‘olage: Compulsory, same Pilots as for Sourabaja. ETA to be sent at 
asi 24 hours in advance. Normally the Pilot boards the vessel when 
using the Karang Jamuang Island (pilot station), but if required, 
secially for deep draft vessels, the Pilot will board the vessel at the 
wer Anchorage. 


|“ehorage: Position Lat. 06° 51' S., Long. 112° 45’ E., depth of water 
ween 35 m. and 40 m. 


xesik Anchorage: Position: Lat. 07° 05.7’ S., 112° 39.8’ E., 2.5 cables 
the Petro Kimia Jetty. Sandy ground, no safe anchorage. 

*strictions: Maximum depth of water 33 ft. Maximum breadth of 
re 90 m. Official allowed sea water draft 32 ft., but Pilots accept 
2f. 06 in. 


th: Petro Kimia Jetty (private berth). Length of berth 320 m. approx., 


‘upped with large rubber fenders every 40 m. Depth of water between 
?m.and 15 m. Height of tide about 2.5 m. 

“Call “Sourabaja Pilots’ on Channel 12 or Channel 16 if no reply. 
_‘vessel enters the channel without Pilot, a second call before passing 
say No. 5 is required. 


_ 98: Same tugs as for Sourabaja. 


‘essel with a length of more than 150 m. has to take 3 tugs, (one of 
‘en only for stand by). 

“mes: 2 cranes, but only one used for discharging sulphur. This crane 
‘Sa discharging capacity of 300 tonnes/hr. 


_ "king Hours: Day and night, even during “Ramadan”. 


Times: 0800 — 1200 


1300 — 1800 
1900 — 2400 
0100 — 0600 


“ssh Water: Available from the jetty. 

“*! Available by barge at Sourabaja Anchorage only. 

“oairs: From Sourabaja. 

‘e0ical: In Sourabaja only. 

“we Passes: Given by Agent, to be returned before departure. 

*"eral: No Immigration and Port Health board the vessel at this berth. 
*loreign currency declaration necessary. Crew changes not allowed. 


“THORITY: Harbour Master. 


AKARTA (Tanjung Priok): 06.10 S. 106.50 E. 
(See Plan) 


WGRATION: Vessels arriving from abroad with passengers must 
the “N" Flag. Masters have to supply the boarding Immigration 
“er with Passenger's List of: (a) disembarking. (b) transhipping. 
‘tough passengers. 

2 Persons are allowed on board until the vessel has been examined 
pe he “N ' Flag taken down. Passengers must be in possession of a 
be visa: visitor's, entry or a transit visa. Those not having a visa may 
8 discretion of the Immigration Officer, obtain a landing permit. 
~,°'S of the crew including the Master must appear in the Articles, 

"er to get shore permits. 


INDONESIA 


DOCUMENTS: Upon arrival vessels have to produce the following 
Certificates and Documents, which will remain in the Harbour Master's 
custody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Vaccination Certificates. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and wharfage if any. 

Crew Lists and Passenger’s Lists. 

Ship's Articles. 

Other certificates and documents as required. 

Ship’s Arrival and Departure: 2 days before arrival of vessel, the ship’s 
Agent has to inform the Port Administration, by completing appropriate 
forms. Copies of completed forms must also be submitted to the Harbour 
Master, Port Health Service, Immigration, Customs and Security for 
preparations of services. The Pilot may berth the vessel on request of 
the ship’s Agent only after obtaining clearance from the Port 
Administrator, Harbour Master, Port Health Service and Immigration 
(foreign vessels only). 

Before departure, port clearance is issued by the Harbour Master, 
after clearance has been obtained from Customs, the Port Health 
Service, and Immigration. 

Ship's Certificate: The Ship’s Certificate should be delivered to the 
Harbour Master through the Agent. This certificate will be returned to 
the Ship’s Master prior to the ship's departure. 

Ship's Manifest and Bill of Lading: The copy of the ship’s manifest 
should be delivered to the Port Administrator through the Agent. 
PILOTAGE: Compulsory and available throughout 24 hours. Pilot 
boards 1 mile North of harbour entrance (Master has reported that pilots 
like to board inside the breakwater, with engines stopped). 

The ship’s Owner/Agent has to inform the Port Administration (the 
Pilotage Division) of the ship’s arrival 24 hours in advance. 

Walkie-talkie radio with a frequency of 27 MHz is used for 
communication between the pilot boats and the pilot station. 
ANCHORAGE: Anchorage for vessels waiting for the Pilot is outside 
the breakwater (Position Lat. 6° 04’ S., Long. 106° 53.2’E.). 
APPROACHES: Navigable Channel: Length 8,000 m. Minimum width 
250 m.-350 m. Minimum depth 11.0 m.-12.0 m. (Chart datum). 
RESTRICTIONS: Max. draft is approximately 11 m. 


MAX. SIZE: 
Harbour Length Draft 
(m.) (m.) 
1st 190 9.50 
2nd 190 9.50 
3rd 190 11.00 
Oil 190 11.00 
Coaster 60 5.00 
Bogasari (wheat) 190 9.60 
DKP (chemicals) 180 9.00 
HEALTH: 


Quarantine: A vessel is in quarantine and must hoist the quarantine flag 
(Q, QL, QQ), when it is a vessel: 
1. that comes directly from abroad (Q flag), 
. that comes from an infected Indonesian Port (Q flag), 
. that takes passengers or cargo over from vessels mentioned in 
items (1) and (2) (Q flag), 
4. whose Master has declared that a quarantineable disease exists 
or is suspected on board (QL/QQ). 
5. which the Port Medical Officer has declared infected or suspected 
with a quarantineable disease (QL/QQ). 

The concerned vessel is free from quarantine measures when Free 
Pratique has been obtained. The Free Pratique becomes invalid when 
a vessel is in quarantine as stated above or a quarantineable disease 
occurs during the validity of Free Pratique. 

The Port of Tanjung Priok is a 1st class Quarantine Port. 

At the request of the ship's Owner/Agent, the Department of Health 
will provide “Provisional Pratique”, for vessels calling directly from 
abroad to any Indonesian port which is not classified as a quarantine 
port, provided that health conditions on board comply with the required 
health conditions. This “Provisional Pratique” however does not relieve 
the vessel from quarantine measures, and it is not to be construed as 
“Free Pratique’”. 

Accordingly vessels enjoying ‘Provisional Pratique” are still required 
to hoist the quarantine flag. 

Vaccination/Immunisation: Vaccination and immunisation against 
cholera can be carried out by the Port Health Service. 

BOARDING AREA: Harbour Pilots, Quarantine Officer and Immigration 
will board the vessel at the Outer roads. 

RADIO: Coastal Radio Station Call sign PKI Class A1, A2, A3; call sign 
PKZ Class A3. 


on 


VHF: 
Harbour Master Channels 16, 8, 12 
Pilot Channels 12, 14, 16 
Tugboat Operations Channels 8, 12 
Port Operations Channel 14 
Public Service Channel 16 
CRANES: No. Capacity 
Tonnes 
Mobile Cranes 9 5— 35 
Floating Cranes 3 15 — 200 
Quay Cranes 3 35- 40 
Transtainers 9 35-— 40 


To 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englz 


TUGS: Tugs are operated by the Port Administration. Vessels of 100 m. 
LOA and over have to use 2 tugs. 10 tugs available from 135 h.p. to 
1,500 h.p. 2 tugs are equipped for fire fighting. 


BERTHING: 
Wharves Length Depth (Chart Datum) 
m.) m.) 
Coaster Harbour 663 5.0 
1st Inner Harbour 2,677 9.5 
2nd Inner Harbour 2,040 9.5 
3rd Inner Harbour 2,236 11.0 
Container Wharf 400 9-12 
Conventional Wharf 500 9-11.5 
Mineral Oil Harbour 
Oil Jetty 100 11.0 
Bogasari (wheat) 200 9.6 
Liquid Chemical 180 9.0 
Buoys Number Capacity 
(tons) 
West Buoys 6 15,000 
East Buoys 10 5,000 
1st Inner Harbour Buoys 7 6,000 
3rd Inner Harbour Buoys 4 15,000 
Nusantara Buoys 2 5,000 
Dredging Yard Buoys 1 2,000 
SPECIALISED CARGO-HANDLING FACILITIES: There are 


2 transporters with grippers available at the coal wharf. 18 head trucks 
up to 40 tonnes capacity. 112 forklifts 2 tonnes — 40 tonnes capacity. 
Container Facilities: 
4 gantry cranes with capacity 40 tons. 
6 straddle carriers with wide span and capacity 40 tons. 
7 straddle carriers with small span and capacity 35 tons. 
Container yard with capacity for 1,969 TEUs, including 186 reefer 
plugs. 
STEVEDORES: 
Working hours: The usual working hours at the harbour are: 
Monday-Thursday 0800 — 1200 hrs. 
1300 — 1600 hrs. 


Friday 0800 — 1100 hrs. 
1330 — 1600 hrs. 
Saturday 0800 — 1200 hrs. 


1300 — 1400 hrs. 

Overtime is allowed on request. 

Shipmaster’s Report: Cargo work continuous, 7 days a week. No work 
for 2 days at the end of Ramadan. 

MEDICAL: First Aid at the scene of accident. Medical treatment or 
advice available on request to the Port Health Service. Hospitalisation 
available in general and private hospital in Jakarta. 

FRESH WATER: Available by pipe-line or barge, rate 15 — 120 t.p.h. 
Barge capacity 60 — 350 tons. 

FUEL: Available by pipe-line or barge, (3x400 tonnes), supplier is 
Pertamina. Rate: 65 t.p.h. — 80 t.p.h. by pipeline, and 45 t.p.h. — 60 t.p.h. 
from barge. 

REPAIRS: Dry-docking and repairs are carried out by the State-owned 
P.N. Dock. 

Electronic Repair Shop: Repair of electronic navigational aids and 
radio can be carried out by experts. 

Repair and Testing of Navigational Instruments: Carried out by experts 
of the Hidral (Hydrography of the Indonesian Navy) and those of the 
P.N. Pelni workshop. Compass can be adjusted by an expert of the 
above-mentioned Hidral. Testing and issuing of certificates for 
EON Ui lamps by the Pelni workshop. 

DRY DOCKS: 3 floating docks, max. capacity 17,500 tons, and 
7 slipways, max. capacity 3,275 tons. 

GANGWAY/DECK WATCHMEN: Available if required. 

CUSTOMS ALLOWANCES: Tobacco: Each crew member is allowed 
to carry 200 cigarettes or 50 cigars or 100 grams of tobacco ashore 
without paying import duty. Alcohol: There is no allowance for alcoholic 
drinks. Other commodities: Maximum value of U.S.$100. Each crew 
member is allowed to bring personal goods in use up to maximum value 
of U.S.$100. 

REPATRIATION: A valid document is needed. A re-entry permit from 
the country concerned is sufficient, if there is no passport available. 
Joining crew must hold an Indonesian Transit Visa. 

AIRPORT: Kemayoran International Airport is approximately 8 km. from 
Tanjung Priok, and Halim International Airport is approximately 25 km. 
Kemayoran Airport, Tel: 47031. 

TIME: The Port of Tanjung Priok is located in the zone of Western 
Indonesian Time, which is based on the time at the meridian of 105° 
East Longitude. 

POLICE/AMBULANCE/FIRE: Fire 291399; Security 291691/291459; 
Ambulance 291045/290097. 

SHIP SUPPLY SERVICE: 

P.T. Harapan Insani, 25 Jalan Imam Bonjol, Jakarta. Tel: 334-032, 
334-084, 334-180, 334-214, 349-971. Telex: 44912 Incate Jkt, 46855 
Insani Jkt. Branch: Balikpapan (East Kalimantan). 

P.T. Patra Supplies & Services, No. 3 Gedung Patra, Jalan Gatot 
Subroto, P.O.Box 377/KBY, Jakarta. Tel: 513-955, 511-356. Telex: 
44976 Cater la. Branches: Balikpapan (East Kalimantan) and Singapore. 

P.T. Tata Wisata, Jalan Iskandarsyah Raya No. 1, Kebayoran Baru. 
Tel: 713-707 (3 lines). Telex: 47331 Tata la. 

P.T. The First Trijaya, Jalan Tanah Abang 11/97, Jakarta. Telex: 45965 
Fitric Jkt. Cable: Fitricate. 

PORT SECURITY: Maintained by members of the Indonesian Armed 
Services, usually Police, Navy or Marine and Army. Crew members 
should be in possession of a shore pass issued by the Port Authority, 
accompanied by an identification card when leaving or entering the 
guarded gates of the Port Area. Shore passes can be obtained via the 
Agencies. 

CREW IDENTIFICATION CARD: Crew members having no Passport 
are required to carry a Seamen Identification Card (S.1.C.). 
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DEVELOPMENTS: Dredging underway. Container berth to be exteng 
by 400 m. 2 container cranes and 14 rubber tyred gantry crane. 
order. ; 
AUTHORITY: Tanjung Priok Port Administration, P.O.Box 98, 
Palmas No. 1, Tanjung Priok, Indonesia. Tel: 491132, 491207, 4912, 
491364, 492208. Telex: 49282. Contact: Port Administrator. 


AGENT: Jardine Shipping Services, c/o P. T. Mitranava, Level. 
Wisma Metropolitan |, 29 Jalan Jendral Sudirman, Tromolpos 1418,y 
Jakarta 10002, Indonesia. Tel: 62-21-514009. Telex: 62161. Fax; 
21-514228. 

Associated with Jardine Shipping Agencies. 


JAMBI: 01.35 S. 103.38 E. 


PILOTAGE: Compulsory. Pilot station at Muara Sabak. 
RESTRICTIONS: The port is located approximately 90 miles from; 
outer bar of Batanghari River. 
Maximum depth at the outer bar at high water is 4.0 m. 
RADIO: Jambi Coastal Radio Station. Call sign PKC-3. 
Frequencies: 6,491.5 kHz (A1), 3,825 kHz (A3). 
VHF: Jambi Coastal Radio Station on Channel 16. 
BERTHING: Concrete wharf with length 72m. and depth alongs 
2.0m. 
Storage: There is a godown with 700 sq.m. 
Fork Lifts: 2x2 tons — 5 tons. 
CRANES: 2x5 tons — 10 tons mobile cranes. 
STEVEDORES: Available from the labour pool. 
MEDICAL: Medical assistance available. 
FRESH WATER: Available in limited quantities. 
FUEL: Not available. 
REPAIRS: No facilities available. 
GENERAL: Barges: Barges available with capacity 300 tons. 


JAYAPURA: 02.37 S. 140.39 E. 


PILOTAGE: Pilotage is compulsory. Pilot boards vessel at? 
anchorage. 
ANCHORAGE: Vessels anchor in position 02° 32’ 12” S., 140° 43’ 2¢ 
RADIO: Jayapura Coastal Radio Station. Call sign PKN. 
Frequencies: 8,694 kHz. (A1) 

13,101 kHz. (A1) 

17,074.4 kHz. (A1) 
TUGS: No tugs available. 
BERTHING: Concrete wharf length 132 m., depth alongside 8.8 m 
Storage: There is a godown with 4,100 sq.m. and an open storage # 
with 2,000 sq.m. 
Fork Lifts: 4x2.5 tons — 3.5 tons. 
CRANES: 15 ton mobile crane. 
TANKERS: There is an oil jetty for small tankers. Length of jetty 3 
STEVEDORES: Available from labour pool. 
FRESH WATER: Available. 
FUEL: Not available. 
REPAIRS: No facilities available. 


KAKAP NATUNA MARINE TERMINAL: 
05.01 N. 105.57 E. (See Pie 


LOCATION: The Kakap Natuna Marine Terminal is located about” 
nautical miles North from the nearest land, in a group of Indoné 
islands called the Anambas Islands. 

Position of SPM Buoy: Lat. 05° 01’ 28” N., Long. 105° 57’ 02”E 

Position of Wellhead Platform: Lat. 05° 01' 44” N., 

Long. 105° 55’ 55” E. 

Charts for the area as follows: British Admiralty Charts No. 260 

3573, 1311 and 1371. 
Description: The Marine Terminal consists of a floating produc 
storage and offloading facility (FPSO). The FPSO, a converted t@ 
of 137,160 Summer d.w.t. tonnes, is permanently moored to a calé® 
anchor leg mooring buoy (SPM). The FPSO and buoy are conné? 
by arigid ‘Delta’ frame yoke. To accommodate motion, the yoke is N"% 
to the FPSO stern and the arm is attached to the buoy turntable allot 
the FPSO and export tanker to rotate 360° around the moon 
response to current, wind and wave conditions. The export tam 
moored in tandem and loaded by means of a floating hose from the? 
of the FPSO to the midship manifold of the tanker. Total crude oil sit 
capacity of the FPSO is 750,000 barrels. The greatest single lift ava® 
to an export tanker is approximately 660,000 barrels. 

The fluids from wells, located on a wellhead platform, flow th® 
7,000 ft. of dual subsea pipeline, through the flexible risers, the 
swivel on the buoy, and then through rigid piping on the arm of thef 
to the processing equipment on the deck of the FPSO. 

There is a flare located on a self-standing tripod connected by abt 
to the wellhead platform. The flare gives an orange light, often 
at a great distance from the terminal. 


LIMITS: Terminal Limits: The area within a radius of 1,750 m. 
smthe SPM buoy and 500 m. from the wellhead platform is a prohibited 
yea and must not be entered without a Company Mooring Master on 


- area within the operational map as delineated or bounded by the 
eedinates, HH, II, JJ, KK, LL, is a restricted area and anchoring is 


t dinates Latitude Longitude 

tow 05° 07' 00" N. 105° 52’ 40" E. 

al 05° 06' 28" N. 106° 00’ 13” E. 
05° 04’ 45" N. 106° 03’ 40" E. 
KK 04° 56’ 53” N. 106° 11’ 09" E. 
04° 51’ 45" N. 105° 59° 17” E. 


yWMUM STANDARDS OF ACCEPTANCE: For tankers loading at 
«iap Natuna Marine Terminal: 
. Size: Vessel size not to be more than 100,000 tons Summer d.w.t. 
» Vessels Loading: Vessels loading at the Kakap Terminal must 
~ comply with the latest SOLAS and MARPOL Conventions and 
Protocols. Vessels found to be seriously deficient or substandard 
| pany safety requirements will be refused mooring and loading. 
| 4 De-Ballasting: Vessels must arrive at the Terminal with clean 
* “ballast. Vessels should be able to deballast concurrently with 


loading. Vessels unable to do so will be allowed 6 hours to complete 
this operation. Prolonged deballasting will necessitate either 
removal from the berth or to commence loading. The Terminal is 
not responsible for any free water or deadfreight. 

Inert Gas System: All vessels must be equipped with an Inert Gas 
System conforming to the SOLAS Regulations. This must be 
operable throughout the vessel's operations at Kakap Natuna 
| Terminal. Tanks to be monitored by vessel's crew to ensure the 
| correct atmosphere is maintained. 


- 


In turn, the Terminal reserves the right to check the condition of 
the tanks on arrival and throughout the operation. In the event of 
prolonged failure of the system or, when tank atmospheres depart 
from industry accepted limits, the vessel will be removed from the 
berth. 

Mooring Equipment: Vessel to be equipped with correct mooring 

equipment relevant to its size as laid down in the ‘OCIMF Standards 

of Equipment Employed in the Mooring of Ships at a Single Point 

Mooring". The minimum dimensions of the centre bow fairlead are 

600 mm. wide and 450 mm. deep, in order to accommodate the 

chafe chains. 

§. Hose Connecting Equipment: Vessel to be equipped with loading 
manifold in accordance with the “OCIMF Standards for Ships 
Manifold". Flanges to be prepared to accept 12 in. 150 ASA 
connections. Derricks and rigging to be not less than 10 tons SWL 
and certified. 

| 1 Certificate of Deratisation and General Cleanliness: Vessel to be 
in possession of a valid Certificate of Deratisation and other 
deinfestation measures as appropriate. Should the vessel be 
infested with rats, vermin or other insects which could be a threat 
to the health or well being of Terminal personnel, then the vessel 
will not be accepted. 
Loading Rates: Terminal can load at a maximum rate of 24,000 
bbis./hr. through 1 x 12 in. hose. Vessels which cannot accept this 
loading rate will be rejected. 
Air-Conditioning: Due to the climatic conditions of the area, vessels 
not fitted with a working air conditioning system pose a threat to 
the safety of loading operations. Only in exceptional circumstances 
when a vessel has demonstrated its ability to comply with all 
conditions of the 1.S.G.0.T.T. Safety Check List, will a vessel without 
air conditioning be accepted for loading. 

Crew: Vessel's crew must be qualified to the requirements of the 

International Convention on Standards of Training Certification and 

Watchkeeping for Seafarers 1978. If any infringement of safety 

regulations or the inability of ship's crew to operate safety and 

efficiently is noticed, then the vessel will be removed from the berth. 

‘The vessel's owner or bareboat charterer is to be a party to 
TOVALOP and have insurance covering the liabilities under the 
international convention of Civil Liabilities for Oil Pollution Damage 
1969 (C.L.C.). 

] The cargo to be loaded will be covered by CRISTAL, and/or the 

International Convention of the Establishment of an International 

; _, Fund for Compensation for Oil Pollution Damage 1971 (C.L.C.). 

Tankers are expected to conduct operations using a closed loading 

method. The loading of any vessel which is unable to comply, will 

be at the discretion of the Mooring Master. 

ARRIVAL PROCEDURE: 

Order of Berthing: Vessels will normally berth in order of arrival, with 
_ due regard to nominated date ranges, etc. 

« Hours of Operation: The Kakap Natuna Marine Terminal will operate 
24 hours a day, 7 days a week. Tankers will normally be berthed 
during daylight hours, weather and other circumstances permitting. 

/ In special circumstances, at the sole discretion of the Company 

/ erations Superintendent, night berthing may to allowed if all 

: Conditions are favourable. 

»|, , Unmooring will be carried out at any hour. 
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* Vessel Anchoring: If a tanker is not scheduled to berth on arrival 
(@.9. another vessel is in the berth, or the port is closed due to adverse 
Weather conditions, etc.), Master will be advised by radio and 

, ‘quested to anchor (See “‘Anchorage’”’). 

* Notice of Readiness: The Mooring Master will act on behalf of the 

t Mpany to sign acknowledgement of tanker’s Notice of Readiness, 

al i which should be tendered at time of arrival at the anchorage. 

\° Port Closed: Notice of Readiness will not be accepted during periods 

| When the Port is closed. The Port is closed when the weather is such 

: that it is too rough for incoming tankers to berth or remain safely 

,  M0ored to the FPSO. Any decision regarding the opening and closing 
othe Port will be made solely at the discretion of the Kakap Natuna 
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Operations Superintendent. In such a case the Terminal will provide 
the Master with a written notice of the times during which the port 
was closed due to adverse weather. 

The Company reserves the right to decline to berth a specific tanker 
if its conditions or facilities are unsafe for berthing or loading, even 
though the berth may be open to other tankers. Various combinations 
of wind, sea and tidal conditions and also the size, length, ballasted 
trim and handling qualities of a vessel can affect the decision to berth 
a vessel at Kakap Natuna Marine Terminal. All these factors have to 
be evaluated before a final berthing decision is made. Should a vessel 
be rejected for any of the aforesaid reasons, the Terminal will supply 
the vessel and owner/charterers with written reasons for non- 
acceptance. 

The decision of the Company Operations Superintendent to permit 
a vessel to berth shall be final. On receipt of such permission, berthing 
will be at the discretion of the Master in agreement with the Company 
Mooring Master. 

6. Indonesia Flag: The national flag of the Republic of Indonesia shall 
be prominently displayed by the vessel at all times at the Kakap 
Natuna Marine Terminal. 

7. Indonesian Government Regulations: Masters are informed that the 
following Indonesian Government Regulations are strictly enforced. 
Signals to be Displayed on Arrival: In accordance with practice in 
Indonesian Ports, Quarantine, Immigration; Pilot and Call Sign flags 
must be displayed by all vessels approaching Kakap Natuna Marine 
Terminal. These signals shall be displayed continuously until 
clearance is granted. 

The signals are as follows: 
Sunrise to sunset : Quarantine flag “ Q’. 

The “N” flag should be flown until the Immigration Officer boards 
the ship. 

The “G" flag (request for pilot) should be flown until the Mooring 
Master boards. 

As soon as the Mooring Master boards, the “G” flag should be 
replaced by the ‘H’” flag which signifies that the pilot is aboard. During 
the hours of darkness the appropriate International lights should be 
substituted for the flags. 

NAVIGATION AIDS: The SPM, FPSO and platform and flare tripod 

within the Kakap Natuna Restricted Areas display the following visual 

navigational aids and characteristics. During restricted visibility the 
following sound signals will also be given: 


SPM Light (1) yellow “U” flash, vis. 5 miles. 
FPSO: Light (2) red “U" flash (bridge) vis. 5 miles. 
(1) white “U" flash (foc’sle) vis. 5 miles. 
Sound ‘U' morse. 
Platform and Flare Tripod : 

Light (8) white flash, vis. 10 miles. One at each 
corner of platform and 4 along flare 
bridge. 

Sound ‘U' morse. 


ANCHORAGE: For tankers required to anchor, the recommended 
anchorage area is located North and East of the SPM and is centered 
on position Lat. 05° 02’ 54” N., Long. 105° 58’ 29" E. 

This position represents the centre of a circle with a radius of 

1,609 m. Anchoring within the terminal limits is strictly prohibited. 
MAX. SIZE: 100,000 tons Summer d.w.t. 
RADIO/VHF: All incoming tankers must advise Kakap Marine Terminal 
of their best ETA at the anchorage area (05° 02’ 54” N.,105° 58’ 29” E.), 
on departure from their last port of call and 72 hours, 48 hours and 
24 hours before arrival. Any appreciable change of ETA should be 
advised accordingly. Vessel may contact Kakap Natuna Marine Terminal 
directly on intership frequency 8,291.2 kHz. Listening watches are 
observed everyday between 0300 hrs. — O0500hrs. and 1200 hrs. — 
1900 hrs. GMT and 72 hours, 48 hours and 24 hours before scheduled 
arrivals of incoming tankers. 

Time to be used for ETA is local time, which is GMT plus 7 hours 
throughout the year. 

Initial Message: |In addition of the ETA, the first message should include: 

(a) Name of tanker and radio call sign. 

(b) Cargo requirements. 

(c) De-ballasting time. 

(d) Maximum loading rate. 

(e) Arrival draft, fore and aft. 

(f) Last port of call. 

(g) Confirm that vessel has clean Bill of Health. 

(h) If there is any sickness onboard, give all available information as 
to the possible type of sickness. 

(i) Distance in feet from the bow to the tanker’s loading manifold (max. 

allowable distance bow to manifold is 440 ft.). 

Addresses: The above communications with Kakap Natuna Marine 

Terminal should be made via: 


Marathon Petroleum Indonesia, Ltd. 
Lippo Life Building, 4th Floor, 

Jl. H.R. Rasuna Said Kav. 8 — 10, 
Jakarta, 

P.O.Box 3293, 

Indonesia. 

Telex : 62690 Maroilb IA. 
Telephone: 511540, 512290. 


In the absence of direct telex or telephone link to the above numbers, 
messages may be relayed to MPIL for onward transmission to Kakap 
Natuna Marine Terminal through the Pertamina Coastal Radio Station 
at Jakarta. 

VHF/FM Radio Communications: The Terminal maintains a continuous 
watch on VHF Channel 16 (156.8 MHz) and Masters are recommended 
to use this when they are within range. The Terminal is able to select. 
any public VHF channel for use as a working channel after initial contact. 
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Attention to VHF communications may be the means of avoiding delay 
in berthing and vessel turn around time. While in the Terminal area the 
ship's radio will be under the sole control of the Master. The Terminal 
Facility radios will be under the sole control of the Terminal Operations 
Superintendent or his designated alternate. 

Masters are reminded that if tankers are requested to anchor to await 
berthing, it is their responsibility to maintain a CONSTANT listening 
watch on Channel 16 to receive Terminal instructions. 

Any delay due to a failure to maintain a constant listening watch on 
Channel 16 will be for ship's account and will not be included in 
calculation of the laytime. 

Frequencies for HF/SSB: in the event that incoming tankers are unable 
to contact the storage tanker by any of the above procedures, the storage 


tanker also maintains a continuous watch on_ the _ following 
HF/SSB frequencies. 
Watch kHz : 11,528.50 Working kHz: 5,373.50 
13,812.50 16,411.50 


Pertamina Control Radio Station: In the event that incoming tankers are 
unable to contact Kakap Natuna Marine Terminal on the foregoing VHF/ 
FM frequencies, or by HF/SSB, Masters should request Jakarta Radio 
to relay the necessary information to MPIL by telex or telephone. 
Detail of Jakarta Radio are : 


Name : Jakarta Radio 
Call sign : PKI - 
Operated by : Pertamina 
Nature :CR 
Calling Working 
Frequency Frequency Power Class Working Hours 
(KHz) (kHz) (GMT) 
500 452 1 Kw Al H 24 
8363.2-8364.8 8626.0 1 Kw Al 0200-0400 
8372.8-8373.6 0500-0600 
0700-0800 
1000-1200 
1400-1600 
1700-2000 
12544.8-12547.2 12980.0 1 Kw Al 0000-0200 
12599.2-12560.4 0400-0500 
0800-1000 
1200-1400 
1600-1700 
2000-2200 
4131.2-4425.6 4425.6 1Kw A3A/A3J 0500-0600 
0800-0900 
1600-1800 
2200-2400 
6206.2 6512.6 1 Kw = A3A/A3J 0000-0100 
0300-0400 
0600-0700 
1200-1400 
1800-2000 
8235.3 8759.2 1 Kw = AS8A/A3J 0100-0300 
0400-0500 
0700-0800 
1100-1200 
1500-1600 
VHF: 
Name : Jakarta Radio 
Call sign : PKI-2 
Operated by : Pertamina 
Class es 
Power : 50 Watt 
Nature :CR 
Calling Working Working Hours 
(GMT) 
Channel 16 Channel 6-19 H 24 


Terminal Station: FPSO Kakap Natuna. 
Call sign: ELE P7 


Watch Working 
Frequency Frequency Power Class Working Hours 
kHz kHz (GMT) 
CH 16 CH 8/12 0.025 F3E H 24 
2182.0 2638.0 0.2 J3E/R3E H 24 
4125.0 4143.6 0.6 J3E/R3E 0100-0200 
6215.5 6218.6 0.6 J3E/R3E 0200-0300 
8257.0 8291.1 0.6 J3E/R3E 0300-0500 
0800-1200 
12392.0 12429.2 0.6 J3E/R3E 0500-0700 
16522.0 16548.0 0.6 J3E/R3E 0700—0800 
MOORING: 


1. The Mooring Master will board incoming tankers at either the 
anchorage area or other agreed location. The Mooring Master will 
advise the ship’s Master on approach to the FPSO, mooring and 
unmooring, connecting and disconnecting hoses, and all other 
operations within the Terminal area including all manoeuvring of 
the tanker. The Master or one of his qualified deck officers must be 
on the bridge at all times while the tanker is being manoeuvred. 
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The services of a Mooring Master are provided upon the OXprey 
understanding and condition that when any Mooring 

furnished by the Company goes aboard a tanker for the PUFPose, 
assisting such tanker, he becomes for such purposes the 

of the owners of the vessel, and the Company shall not be Vik 
for any damage or injury which may result from the advice ; 
assistance given or made by such Mooring Master while aboar, 
in the vicinity of such vessel. i 


. Support vessels assist in mooring tankers. These are under» 


direct control and supervision of the Mooring Master. Any sen 
and/or facilities provided by the Company including, but not lim 
to, the services of Mooring Master, support vessels and their crey 
or mooring and loading equipment, are at the vessel's risk. }, 
furnishing of a Mooring Master, support vessels or other servic. 
and facilities, shall not be construed to be, or give rise to, a perso, 
contract. 


. Tankers due for mooring must have a pilot ladder or hoist secu 


rigged on the port side. Vessels with a freeboard of more ty 
30 ft. shall have an accommodation ladder rigged so that the low 
platform is not more than 10 ft. above the water level with a shy 
pilot ladder rigged for access to the platform. Upon the approx 
of the Mooring Master in the support vessel, the tanker will prov 
a good lee on the port side. Tankers shall also have the port dem 
rigged and manned ready for use. 


. The Mooring Master and his assistant, who will advise a tanker or 


during mooring and hose connection, will normally board tanke 
from the support vessel which also serves as a stand-by safety be 
throughout the loading operation. Immediately the Mooring Mas: 
and his assistant have boarded, the support vessel will proceed; 
the port side derrick area of the tanker where mooring and ho 
connection equipment will be lifted aboard. Sufficient crew must) 
available on deck to transfer the mooring equipment from the dere 
area to the forecastle. 
The following equipment, provided by the vessel, shall be ready) 
use on the forecastle head when the Mooring Master boards: 
(a) 1 mooring rope, polypropylene or other man-made fit: 
situated forward. 
(b) 1 mooring rope, polypropylene or other man-made fit: 
situated aft. 
(c) 2 messenger lines, minimum 3.5 in. circumference 300! 
natural fibre. 
(d) A selection of shackles, wire strops and tools (sledge hamm 
crowbar, etc.). 


. When the approach to the terminal commences, a support vess 


will be in attendance to assist by pushing if necessary. At this tin 
another support vessel will prepare the mooring and standby ath 
FPSO. 


. Approach to the FPSO involves manoeuvring at close quarters! 


the FPSO. It is therefore imperative that all measures are taken 
ensure that there is no loss of power or steering during the 
manoeuvres. 


. Another support vessel will be situated near the bow of the FPS 


with 2x10 in. circumference polypropylene pick-up ropes, ea 
secured by a 54mm. chafe chain, or 1x10 in. circumferew 
polpropylene pick-up rope secured by 176mm. chafe che 
depending on the size of the tanker’s centre leads, secured to® 
main mooring, which consists of a 21 in. circumference nylon 1 
connected to one standard O.C.I.M.F. chafing chain (76 mm). 


. During the approach of the tanker towards the bow of the FPS. 


the ship's crew, with the advice of the Mooring Master will prepe 
the forecastle for the mooring operation (see “Plans”). This * 
include passing one or two messenger ropes through the cert 
bow fairlead (or other fairleads designated by the Mooring Mas? 
taking the end to the after port corner of the forecastle and, it 
this point, lowering the end to sea level. The mooring attach 
will also be prepared, and will be, in order of preference: 

(a) Bow stopper (AKD). 

(b) Bitts. 
Vessels which, in the Mooring Master’s opinion, do not hav 
suitable method of attaching the mooring, will be refused permis® 
to berth. Should bitts have to be utilised, or should the bow stop 
be located at a substantial distance from the fairlead, wire snot® 
of 2 in. diameter and various lengths are available from the bert’ 
tug. 
Upon the close approach of the tanker’s bow, the standby sup’ 
vessel manoeuvres alongside the port shoulder and attaches’ 
mooring pick-up rope to the ship's messenger line. The tanker’ 
then heave up the messenger and pick-up rope, carefully pie’ 
up the slack as the tanker approaches the bow of the FPSO." 
unsecured support vessel will now be stationed at the end of 
floating hose string in order to tow the hoses clear of the ship's 
should this become necessary. 


. The pick-up rope should be continually hove in as the tanker n@ 


the FPSO bow. The distance between both bows wil! 
continuously relayed to the Mooring Master on the bridge from’ 
forecastle and by the support vessels. When the pick-up wire® 
been brought inboard though the fairlead, it may be necess@! 
adjust the direction of pull and assist the chain through the fair 
Action required by the tanker’s crew in this respect will be ad® 
by the Mooring Master. 

When the chain is inboard, depending upon the method 
attachment available, the connection will be made (see “Plat 
After the connection to the mooring is made, it may be n 

to run the engines astern to ensure the tanker does not contac! 
FPSO. The Mooring Master will then advise “Finished ’ 
Engines’, but at no time during the tanker's stay at the Term 
shall the engines be immobilised. 


. Shortly after the mooring operation is completed, the support ve 


will be secured from the stern of the tanker using a © 
circumference polypropylene rope supplied by the support ves 
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ST: 

’ voll are no ballast or slop reception facilities at Kakap Natuna 
Marine Terminal, therefore all vessels must arrive with clean ballast 
suitable for discharging directly to sea in accordance with the 
standards set by the International Conventions. Vessels arriving 
with ballast unsuitable for discharge to sea will be rejected for 
jading. Any tanker rejected because of contaminated ballast or 
sea pollution will automatically invalidate her Notice of Readiness 
and will lose any priority of loading. Vessels discharging 
contaminated ballast overboard shall be subject to the anti-pollution 
laws of Indonesia. 

» Vessels arriving at Kakap Natuna Marine Terminal should have 

* sufficient ballast to ensure safe handling and manoeuvrability in the 

prevailing weather and sea conditions and in accordance with good 

seamanship practice. 

Whenever possible, loading procedures should be so arranged as 

to allow for concurrent deballasting and loading operations, 

provided that a 2 valve separation can be maintained. Permanent 
ballast should not be discharged before the vessel has loaded at 
jeast the equivalent amount of cargo. 

The Mooring Master or his assistant will witness the tank inspection 

prior to loading, but will not sign certificates attesting to the 

emptiness, cleanliness or suitability of tanks for loading. The 
ullaging of the slop tank and determination of oil content will also 
be witnessed. 

5 Penalties for pollution are harsh. 
LOADING: Hose Connection: 
{ Upon completion of the mooring operation, the loading hose will be 
connected to the tanker’s port manifold, which must have been 
prepared to accept 1 x 12 in. 150 ASA flange prior to berthing. Hose 
connection will be made by the ship's crew who must be under the 
supervision of a responible deck officer. The Mooring Master's 
Assistant will advise on the correct procedures to be adopted. 
Depending on the freeboard of the tanker, the weight of the hose 
to be lifted could approach 10 tonnes, and all tankers calling at 
Kakap Natuna Marine Terminal must have their port derrick rigged 
to lift at least 10 tonnes. 
4 support vessel will tow the tanker end of the hose to a position 
below the manifold area and connect the ship's cargo runner to the 
hose pick-up chain. The hose will then be lifted to a position above 
the main deck so that the hang-off chain can be made fast to the 
hose bitts in such a way that the hose flange will closely align with 
the required manifold flange. The hose end will then be lowered to 
the deck for the blind flange to be removed. The hose flange will 
normally be connected to the manifold by a Camlock coupling. 

When the hose is connected, the length between the manifold and 

rail will remain supported on 2 slings by the ship’s derrick. This is 

to ensure that there is no undue strain on any part. 
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| wading Operations: 


|. When the officer-in-change on board the tanker has declared the 
vessel ready to load, with all necessary valves open, the hose end 
butterfly valve will be opened and the Mooring Master will instruct 
the Terminal to commence loading at a slow rate. The rate will not 
be increased until the tanker has confirmed that the hose connection 
is tight, that cargo is being received in the selected tanks and that 
no leakage is taking place through the sea valves. Thereafter, the 

loading rate will be increased, on request by the tanker, to a 

maximum of 24,000 bbI.p.h. 

Throughout the loading, a responsible deck officer shall be in charge 

of operations, either on deck, or in the cargo control-room. In 

addition, an efficient deck watch in constant contact with the cargo 
control-room must be maintained at all times. 

Additionally, one man must be stationed on the forecastle at all 
limes to observe and report on the mooring condition, i.e., the state 
pe mooring and the distance and attitude of the Tanker to the 
At any time during loading operations. the rates can be reduced on 
request. Except in an emergency, 10 minutes notice should be given 
to the Terminal when rate reduction is required. As in normal tanker 
practice, valve must not be closed against the oil flow without 
permission from the Terminal. 

If, for any reason, radio communications between the Tanker and 
the Terminal are lost, the Terminal will stop the loading until 
communications are re-established. 

In the absence of radio contact, oil flow can also be stopped by 
Sounding the Emergency Flow Stop Signal, consisting of continuous 
blasts on the ship's whistle. 

The volume of oil loaded is accurately available at all times from 

the Terminal, and periodic comparisons should be made between 

Tanker and Terminal. 

3. The question of ship or Terminal responsibility to stop cargo on 
loading the required quantity will be discussed and agreed before 
loading commences. 

: Request for the Terminal to stop the flow of cargo at a predetermined 

nage must be in writing. The request must include the statement by 

~ ship's Master that the Company will not be held responsible for any 

“for, and that in the case of the being overloaded, the excess cargo 

2nnot be pumped back to the FPSO. The ship’s Master will also be 

io responsible for any spills caused by this request. 

tid Disconnection: On completion of loading, and when the tanker is 
"med by the FPSO Control that all flow has ceased, the hose end 

“terfly valve will be closed first, followed by the ship's manifold valve. 
'e hose will then be disconnected from the manifold (sufficient drip 

aa must be available to contain any oil remaining in the spool pieces 

- 'educer) and the blind flange will be replaced on the hose. The 

tere of the hose will be taken on the derrick and pick-up chain to allow 

ihe wot chain to be released from the hose bitts and re-connected 
€ eye on the hose flange collar. The hose will then be lowered to 
rte where a support vessel will be in attendance to remove the 

90 hook and tow the hose clear. 
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Kakap KH Crude Oil Specifications: 


Gravity at 60°F 
Salt Content 


42° — 48° API 
Nil — 0.01 % WT 


B.S.& W. Nil — 0.25 % Vol. 
Sulphur 0.01 — 0.06 % WT 
Pour Point Max. 80°F 
Viscosity 2.2 — 3.0 Cst 

Reid Vapour Pressure 3 p.s.i. — 12 p.s.i. 


Cargo Documentation and Inspection: 

1. Documents such as Bills of Lading, Quality Certificate, Quantity 
Certificate, Time Loading Report, Certificate of Origin, Cargo 
Manifest and Master's Receipt for Documents/Samples, etc. are 
prepared at Kakap Natuna Marine Terminal. When the tanker has 
been loaded, the documents will be completed and taken aboard 
the tanker for the Master's signature. Signing of these documents 
by the Master will take place at the same time final departure 
clearance formalities are being carried out. 

2. Immediately upon completion of loading, the offical Bill of Lading 
quantity will be relayed to the Mooring Master by radio. In the event 
of a dispute, the vessel will be requested to recheck the 
measurement and calculations of the quantity, but the Mooring 
Master will not witness such measurement and calculations. After 
both ship and shore figures have been verified, should an 
appreciable difference still exist, receipt of a Letter of Protest will 
be acknowledged by the Mooring Master. 

3. Notes of Protest if any, should be handed to the Mooring Master 
for further delivery to Marathon Petroleum Indonesia, Ltd. Please 
note that the Mooring Master will acknowledge receipt of the Note 
of Protest only, and is not authorised to accept such letters. 

4. From time to time owners, charterers, consignees, or other 
interested parties may appoint third party oil inspectors to survey 
the loading operation on their behalf. Any delays caused by oil 
inspectors, shall be considered “vessel delays”. 

DEPARTURE: Departure Procedures: 

1. Immediately after the loading hose is disconnected and transferred 
to the custody of the support craft, unmooring of the vessel will 
commence. The support vessel at the stern of the tanker will be 
released but will remain on location to assist if required. On advice 
from the Mooring Master, the mooring hawser will be heaved in by 
the tanker, the snotter and it’s attachment disconnected. In some 
cases it may be necessary to steam the vessel ahead to relieve 
the weight on the mooring. As soon as the mooring is released, the 
engines will be ordered astern and the vessel will back away from 
the FPSO. During the move astern, the mooring hawser will be 
lowered into the water by the pick-up rope. 

2. When the vessel is safely clear from the FPSO, the Kakap Natuna 
Marine Terminal mooring equipment will be taken from the 
forecastle to the port derrick to be transferred to the support craft, 
together with the hose connecting equipment. 

3. Any remaining cargo calculations and paperwork will be completed 
before the vessel sails. When such paperwork has been completed, 
the vessel will make a good lee on the port side to disembark 
“shore” personnel. Upon disembarkation of all such personnel, the 
vessel is cleared to proceed to sea. 

MEDICAL: Only available in cases of emergency. 
FRESH WATER: Not available. 

FUEL: Not available. 

SURVEYORS: Not available. 

REPATRIATION: Not available. 

SAFETY: Safety Requirements: 

1. As for all tanker terminal operations, vessels visiting Kakap Natuna 
Marine Terminal must comply with the minimum safety 
requirements specified in the International Safety Guide for Oil 
Tankers and Terminals (1.S.G.O.T.T.). 

Kakap Natuna Marine Terminal operations are of a special nature 
in that vessels must soft-moor in tandem to the floating production 
and storage vessel, which is complete with production train and 
ground flare. Hence, Company requirements may be more stringent 
than those specified in 1.S.G.0.T.T. These requirements will be 
enforced. 

2. When the Mooring Master boards the vessel, he will present to the 
Master a safety booklet containing details of the Safety and Fire 
Regulations, Safety Check List and a letter to the Master. When 
fully checked and understood, the Regulations will be signed by 
both the Terminal Representative and the Ship’s Master. 

3. Safety and Fire Regulations will be strictly adhered to and a 
Terminal Representative will make periodic checks to ensure that 
they are being enforced. If any infringements of these safety 
regulations are observed, they will be brought to the attention of 
the Master or his Deputy for corrective action. If such action is not 
taken immediately, the Mooring Master will take such measures as 
appear most appropriate to deal with the situation, and shall advise 
the Master accordingly. 

WEATHER: The Kakap Natuna Marine Terminal is an open unsheltered 
mooring. On occasions there may be circumstances or a combination 
of circumstances which may preclude mooring operations. In these 
circumstances good judgement should be used by the Master, under 
the Mooring Master's advice as to what action to take. 

Currents: The surface currents of the Natuna Sea in the Kakap area are 
wind generated, currents therefore will be in the direction of the prevailing 
monsoon. These currents will generally exceed 1 knot and on occasions 
exceed 2 knots. 

Typhoons: The Kakap area is not normally affected by “typhoons”. 
Weather Pattern: In the Kakap area the N.E. monsoon becomes 
established during November, although in some years it may not blow 
regularly until December. During this period the wind direction over the 
open sea is predominantly Northeasterly and the average force when 
fully developed is about Force 4, South of Latitude 5° North, and Force 
5 to the North of this Latitude. 
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The winds tend to blow in successive pulsations, periods of 
comparatively fresh winds followed by periods when the wind is less 
strong. At times the wind freshens to Force 6 or 7, while at others it 
does not exceed Force 3. The frequency of Force 7 winds is estimated 
to be about 1% in most of this season, probably reaching 2% — 3% 
during December, the month of greatest frequency. From about May to 
October, winds are predominantly South-westerly, mainly Force 3 or 4. 
Over the open sea, the South-westerly winds can reach Force 6 but 
nearer the coast they are weaker and more irregular. During October 
the winds become variable before the onset of the N.E. monsoon. 

Although during the Summer, monsoon wind speeds of Force 7 are 
rare, squalls, know locally as “Ribut” in which gale force winds may be 
reached temporarily are fairly common. The most dangerous type is the 
arch squall which is preceded by clouds rising from the horizon in the 
form of an arch, heavy rain is usual when the arch is passing overhead. 
Tidal Streams: Tidal streams can be expected to reach 1.5 knots during 
Spring tides. 

Relative Humidity: This is high over the area for most of the year, 
averaging about 90% — 95% in all months at 0700 hrs. and falling to 
about 70% — 74% by 1300 hrs. 

Temperature:The average air temperature is high throughout the year. 
April is the warmest month with a mean daily air temperature of about 
88°F. January is the coldest month with a mean daily temperature of 
86°F. 

Fog and Visibility: Fog is rare throughout the area, however during rain 
squalls visibility can be extremely limited. 

Rainfall: Average annual rainfall near the Kakap area is about 100 in. 
Rainfall is most abundant from about October to January, i.e. at the 
onset and in the early part of the N.E. monsoon, however thunderstorms 
and heavy rain squalls occur frequently throughout the S.W. monsoon. 


SHIPMASTER’S REPORT: April 1990. 
Officials: Before berthing the vessel is boarded by the following Officials: 
2 Agents (Pertamina). 
2 Customs. 
2 Immigration. 
2 Harbour Masters. 
These officials are flown out to the Storage Barge before the loading 
vessel berths and stay there until she sails. 
Documents: 
5 copies Crew List. 
5 copies Arms and Ammunition List. 
5 copies Dangerous Drugs List. 
5 copies Passenger List. 
3 copies Manifest of Cargo for discharge at Kakap Natuna (“Nil” 
return). 
1 copy Vaccination List. 
Loading: 
The well produces approximately 25,000 bbls./ day. 
The average number of ships is 2 per month. 
The average loading rate supplied was 3,000 cu.m.p.h. 
Cargo: Certificate of Quality (API was different from Terminal Booklet). 


Test Method Test Result 
API gravity at 60°F ASTM D. 1298 50.3 
Sulphur % WT ASTM D. 1551 - 

BS & W % Vol ASTM D. 96 0.05 
Pour Point °F ASTM D. 97 +60° 
R.V.P. ASTM D. 323 7.3 
Density @ 15°C. ASTM Table 3 0.7780 
Spec. Gravity. ASTM Table 3 0.7783 


AGENCY: Procedure for Appointing Agent: Indonesian Government 
Regulations require that Pertamina Directorate of Shipping and 
Telecommunication be appointed General Agent for all tankers 
proceeding to load in Indonesia. 


Address Pertamina Directorate of Shipping and 
Telecommunication, 

Attention: Agency Department, 

19th Floor, Pertamina Building, 

Jl. Meden Merdeka Timur 1A, 
Jakarta, Indonesia. 


Cable Address: Pertaminaship IA. 

Telex : 44450 and 45348. 

Telephone : 343 806, 303 3356, 303 3307, 303 3305. 

For vessel arriving for the first time in Indonesian waters, Owners or 
Charterers are requested to appoint Pertamina Directorate of Shipping 
and Telecommunication Agency Department as General Agent to attend 
the vessel at Kakap Natuna Marine Terminal by letter of Appointment. 
This Letter of Appointment must be endorsed by the nearest Indonesian 
Consulate to point of dispatch of the Letter, and must be sent at least 
2 weeks prior to ship's arrival. The above applies also to vessels which 
may have changed their name and vessels for whom the Letter of 
Appointment has expired. Owners or Charterers can attach a list of 
vessels under their managementcontro! which are scheduled for 
operating in Indonesian waters. In such cases the single Letter of 
Appointment will be valid for all ships named in the Letter. Letters of 
Appointment have a validity of 1 year, after which they must be renewed. 
Each tanker entering Kakap Natuna Marine Terminal must have 
requested and have been granted an Entry or Agency Permit prior to 
its arrival. It is vital that the General Agent receives the following 
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information 2 weeks before vessel's arrival to enable the ni 
permits to be obtained from the Govenment Directorate General Of Se 
Communications: 

(a) Name and full address of Owners. 

(b) Name of tanker and call sign. 

(c) Deadweight tonnage and length overall. 

(d) Flag and Port Registry. 

(e) Certificate of Registration Number. 

(f) Name of Master. 

(g) Number of Crew. 

(h) ETA at Kakap Natuna Marine Terminal anchorage area 

(Lat. 05° 02’ 54” N., Long. 105° 58’ 29” E.). 

(i) Last Port of Call. 

(j) Intended Indonesian Ports of Call. 

(k) Destination after loading. 

(I) Quantity and type of crude oil to be loaded. 

Also see General” before First Port. 
AUTHORITY: Operator: Marathon Petroleum Indonesia, Ltd., 4th Flog 
Lippo Building, JI. H.R. Rasuna Said Kav. B-10, P.O.Box 3293, Jakay 
Selatan, Indonesia. Tel: 512290, 511540. Telex: 62690 Maroil la, 629 
Maroil la, 44654 Maroil la. FAX: (021) 511540, 512290 (ext. 2628). 


KASIM MARINE TERMINAL: 01.18 S. 131.01 E. 
(See Pla 


LOCATION: The terminal is located at the mainland Irian Jaya. 
DOCUMENTS: 

Certificate of Registry. 

International Oil Pollution Prevention Certificate. 

Load Line Certificate. 

Safety Equipment. 

Safety Construction Certificate. 

Radio Certificate. 

Derat Certificate. 

15 Copies Crew Lists. 

6 Copies cargo/no cargo declaration by Master 

6 Vaccination Lists. 

2 Crew Declaration. 

4 Stores Lists. 

PILOTAGE: Compulsory. Pilot boards in-bound vessels in posite 
00° 53’ S., 131° 10’ E. Vessels berth and unberth at any stage of 
tide during the day. 

Accommodation ladder is required. Also see “Anchorage”. Vesse 

must make a lee for Pilot boat in choppy seas. 
ANCHORAGES: Recommended anchorage area is 4.5 miles Wes!’ 
Sorong in position 00° 53’ S., 131° 10’ E. Under no circumstances shor 
any vessel enter the restricted area around the structure at Kast 
Terminal without a Mooring Master aboard. The area is marked by® 
dotted lines on the plan. (See “Plan’.) 

Any vessel arriving in the anchorage area after 1400 hours local tit 
may have to wait in the anchorage area until first light the next mom 
to transit the Sele Strait to the terminal. 

On arrival at anchorage contact “Sorong Control’ and Pertam® 
Sorong Radio on VHF Channel 16 and between hours of 0600 and 18) 
contact Kasim Marine Terminal Channel 16. 

Note: Terminal Marine Advisors: Ensure that vessels do not anct 
within Sorong Port Limits marked on chart. If they do Harbour Mast 
will charge double fee. 

It is preferable to anchor just outside the marked area. The anchor 
position recommended is outside the harbour area. 
RESTRICTIONS: 


Mean Velocity Nature 
Controlling tidal of of 
depth range current bottom 
(MLW) 
Entrance: 51 ft. Approx. 5 ft. Max. 7 kt. Sand, mud 
Channel: 51 ft Approx. 5 ft. Max. 7 kt. Sand, hard clay, & 
Anchorage: 120 ft. Approx. 5 ft. Max. 7 kt. Hard clay, sand 
Berth: 60 ft Approx. 5 ft. Max. 7 kt. Sand, hard clay, @ 


MAX. SIZE: The channel is swept to a depth of 57 ft. Vessels max. 0 
is 50 ft. Also see ‘Berthing”’. 
PRATIQUE: Available night and day. Customs and Immigration bo® 
on arrival. 
RADIO: Aovice for arrival: 72 hours prior to arrival at Sorong ves® 
should advise the Company of their estimated time of arrival by @ 
sent via “Pertamina’s Coastal Radio” Station at Jakarta or Governt® 
Radio Station at Sorong. They should also confirm or amend them w* 
they are 48 hours and again 24 hours, distant from Sorong. 

Cable address: Pertamina, EPV, Sorong. 

Cable address: Pertamina — Jakarta. 
Pertamina Coastal Radio Stations: 
1) Name of Station/Call Sign: Pertamina Jakarta Radio — PKZ. 
Geographical Coordinate: 06° 08’ S., 106° 50’ E. 


Frequency Class Service (hrs.) Power Nature Keep Wat” 
(kHz) (GMT) (kHz) 
452 Al H24 1 kW CR 500 

8,626 A1 0200-0400 0500-0600 1 kW CR  8363.2-836#! 
0700-0800 1000-1200 1 kW CR 8372.8-837i! 
1400-1500 1700-2000 

12980 A1 0000-0200 0400-0500 1kW CR 12544.8-128 
0800-1000 1200-1400 1kW CR  12559.2-12# 
1600-1700 2000-2200 

4419.4 A2 0500-0600 0800-0900 1kW CR 4125.0-4130 

4425.6 A2 1600-1800 2200-2400 

6512.6 A2 0000-0100 0300-0400 1kW CR 6206.2-6215 
0600-0700 1200-1400 
1800-2000 


neuency Class Service (hrs.) Power Nature Keep Watch 
ee) (GMT) (kHz) 
as01.9 A2 0600-0700 1200-1400 1kW CR 
7 1800-2000 
a7s9.2 Al 0100-0300 0400-0500 1kW CR 8235.3 
* 0700-0800 1100-1200 
1500-1600 
vuF Ch. 9,16,19. H24 Ch. 16 


name of Station/Call Sign: Pertamina Sorong Radio (PKY—41) 
| Geographical Coordinate: 01° 08’ S., 131° 15’ E. 


Service Hours 
(GMT) 
0000-0020 
0100-0120 
0200-0220 
0300-0320 

0400-0420 
2300-2320 


0020-0100 
0120-0200 
0200-0300 
0320-0400 
0420-0500 
H12 Hx 
H12 Hx 
H12 Hx 
0000-0100 
0200-0300 
2300-0500 


Frequency Class 
kHz) 


6456.5 Al 


6512 A3J 


500 
452 
6518 
8755 
8730 


| Working Hours Local Time (GMT + 9 hours): 


Eee 


| 
| 


Monday—Thursday 0715-1430 Local Time. 


Friday 0715-1130 Local Time. 
Saturday 0715-1330 Local Time. 
Sundays and holidays are normally closed (except on 
request). 

\HF Ch 16,9. 


Sovernment Radio Station: 
\ame of Station/Call Sign: Sorong Radio (PKY—4). 


Frequency Nature Class Hours 


(kHz) (GMT) 
8461 _— Al 0000-0100 
1000-1100 
2182 SSB — 0000—1300 
8802 SSB — 0900-1000 
0300-3400 
8219.5 = —— 0900-0930 
0200-0300 
6306 SSB — 0600-0700 
0800-0900 
6337 SSB Al 0500-0600 
1100-1300 
12 MHz 
500/452 2230-2330 


HF Ch. 16, 20, 22, 28. 
{tis recommended that vessels arriving on weekends and public 
‘oldays and/or whenever there is no response from Pertamina PKY—41 


| contact the Government Coastal Radio Station PKY—4 who work every 


tay, including holidays. 


The following information should be included in the cable: 
(1) Name of vessel and radio call signal. 

(2) ETA in GMT and date (local time GMT plus 9 hours). 
(3) Cargo requirements. 

(4) Deballasting time. 

(5) Maximum loading rate. 

(6) If there is any sickness on board or clean bill of health. 
7) Flange dimension of vessel's manifold connection. 

Also see General” before first port. 


TGS: 2 tugs of 45 ton bollard pull each and 2220 h.p. mooring boats. 


SERTHING: Berthing is usually daylight hours but night berthing 
‘dertaken if required. It is not unusual to undock with a strong stern 
% running. 

Kasim Terminal is owned by Pertamina-Petromer Trend. Maximum 
828 of vessel at the berth is, length 1,000 ft., beam 150 ft., and draft 
Df. Depth of water 60 ft. (LW). 

_The berth is a standard type of tanker berth with 4 breasting dolphins 
“0 a loading platform set back inside the line of breasting dolphins. 
*n00ring dolphins are set at intervals along the length of the berth and 
*¢ fitted with quick release hooks and electric winches to handle 
gi ope messengers. 

loading is through two 16 in. Chiksan loading arms and vessels with 
*nslandard manifolds must provide their own reducers. Max. loading 

#2 $9,000 bbls. p.h. 

Loading arms are connected and disconnected by terminal staff. 
__the Kasim Marine Office is an octagonal wooden structure on piles, 
“Wated at the mouth of a small river 300 m. N.E. of the Loading Pier. 
_AMooring Master remains on board throughout the vessel's stay and 
* "radio contact with the tank farm, pump station and Marine Office. 
rah has its own gangway which is placed onboard the ship by 
y crew. 

“ude Oil Characteristic: 


API Gravity at 60°F. : 35.3 

Reid Vapour Pressure at 100°F. : 3.5ps.i. 

Sulphur Content : 0.7 % wt. 

een Residue 1.0—3.0 % wt. 
3S. & W. 0.1 % vol. 

lash Point (PMCC) Below 50°F. 

Our Point 30°F. 


mong Temperature : 95°F. 

rt CARGO BERTH: 370 tt. long with depth of 15 ft. MLWS alongside 
“eal steel face with rubber fendering. 2 cranes available for discharge/ 
*0ng with SWL 40 tons and 60 tons. 


INDONESIA 


MEDICAL: Doctor available. 
FRESH WATER: Limited supply (100 tons approx.) available at 
U.S.$3.75 per ton in an extreme emergency only. 
FUEL: Not available. 
REPAIRS: Can be undertaken at Sorong but not at Kasim Terminal. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits per 
man. 
REPATRIATION: Possible in an emergency. 
TIME: GMT plus 9 hours. 
STORING: Not possible to store by truck or barge. Customs regulations 
state that nothing can be moved internally or externally without informing 
them. No riggers or equipment available. 
SHORE LEAVE: No shore leave. 
GENERAL: No stores. Clinic available. 

During daylight hours Indonesian flag must be shown. 
AGENCY: See ‘General’ before first port. 
AUTHORITY: Petromer Trend Corp., Kasim Marine Terminal, Sorong, 
Irian Jaya, Indonesia. Te/ex: (In Jakarta) 47163 JKT. Cables: Trendex 
JKT. Contact: Petromer Trend, Jakarta. L.R. Zeigler, Resident Manager; 
Captain Manopo Sambow, Marine Superintendent. 

Jakarta Office: Five Pillars Office Park, Jalan Letijen, M.T. Haryono 
58, P.O. Box 209, Jakarta. Te/: 791308. Telex and Cables: See above. 
Government Authority: Kesyahbandaran Sorong, Direktorat Jenderai, 
Perhubungangan Laut IX, Sorong, Irian Jaya. 

Harbour Master — Sorong, llIn. Jend A. Yani No. 13, Sorong. 
Tel.: 21839. Contact: Captain Delson Nainggolan. 


KIJANG: 00.51 N. 104.37 E. (See Plan) 


LOCATION: The Bauxite Loading Port of Kijang is situated at the S.E. 
coast of Bintan Island in the Riau Archipelago, in position Lat. 
00° 50’ 44” N. and Long. 104° 36’ 31” E. 
FLAGS: To be flown by incoming vessel: 

Vessel’s National Flag. 

Indonesian Flag. 

Vessel’s Number. 

Quarantine & Immigration Flag. (“ Q" and ‘'N”). 

DOCUMENTS: To be produced upon vessel's arrival: 

12 Crew Lists 

Passenger Lists (if any). 

Parcel Lists (if any). 

Stores Lists. 

Cargo Manifests. 

Narcotics Lists. 

General Information. 

Fire Arms & Ammunition Lists. 
Personal Effects Lists. 

Vaccination Lists. 

“Declaration of Health Certificate. 
“Harbour Reports. 

International Load Line Certificate. 
Certificate of Registry and Tonnage. 
Certificate of Vessel’s Nationality. 
Safety Equipment Certificate. 
Seaworthy Certificate. 

Safety Radio Telegraphy Certificate. 
Derat Certificate. 

Last Port Clearance. 

*Forms to be supplied by Agents. 
Inspection Team: This team consists of the Port Health Officer, Customs 
Officer, Harbour Master and Immigration Officer. 

After the vessel is granted Free Pratique, the Immigration Officer 
checks Passports, Seamen's Books & Crew List and issues shore 
passes. 

PILOTAGE: One Government Pilot available. Pilot compulsory. 

Pilot's office : c/o Port Administration Tanjung Pinang. 

Priority : First come first served. 

There are 2 Pilot boarding positions: 

1. Tanjung Tillie: 00° 48' 12” N. 104° 35’ 30" E. 
2. Temborak Laut: 00° 49’ 00" N. 104° 41’ 30” E. 

If vessel wishes to be piloted to the port on arrival day, vessel has to 
arrive at the desired Pilot boarding position at under mentioned times: 

1. Tanjung Tillie: Not later than 1800 hrs. local time. 

2. Temborak Laut: Not later than 1600 hrs. local time. 

However, it depends on Pilot's decision after considering tide and 
current’s conditions. 

In case vessel is long overdue (3 hours delay after Master's last ETA 
cable), Perbaki shall charge compensation for keeping labourers waiting, 
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etc. 

RESTRICTIONS: The height of vessel from waterline to top of hatch 

coaming or railing must not exceed 12.00 m. Each side deck breadth 

from bulwark to king post or mast must not be less than 6.50 m. vertically 

and from bulwark to hatch coaming must be preferably 7.00 m. min., 

and 9.00 m. max. Minimum breadth 20.0 m. 

Cable Way: There is a cable way across the entrance channel about 

500 m. South of the jetty. Height above LWS is 45 m. 

MAX. SIZE: LOA 185 m. Max. draft 11.00 m. Max. beam 28.0 m. 
Greater max. draft and LOA might be possible after consultation with 

the Pilot/Harbour Master and considering the depth at entrance of the 

port upon departure. 

RADIO: Cables to Perbaki Tanjung Pinang can be sent through Tanjung 

Pinang Coastal Radio Station, Call sign “PKJ2”. Station also on VHF 

Channel 16. 

Arrival Notice: Owner's advice: Owner to advise by cable to Adhiguna 

Jakarta and Perbaki Tanjung Pinang, with copy to Aneka Tambang 

Jakarta: at least 8 working days notice of vessel's ETA at loading port. 
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Master's advice: At least 48 hours before vessel's arrival at Pilot 
Station, Master shall give the following information to Adhiguna Jakarta 
and Perbaki Tanjung Pinang, with copy to Aneka Tambang Jakarta: last 
port of call, draft on arrival, quantity of bauxite to be loaded, stowage 
plan (hatch division for bauxite cargo), quantity and kind of commodity 
(ies) to be discharged — if any — and other necessary messages. 

Final amended arrival time must be sent at the latest 24 hours before 
arrival. 

Previous experience has shown that one cannot rely on telegrams 
regarding ETA sent by Agents at last port of call arriving in due time, 
therefore Perbaki Tanjung Pinang waits for the Master's telegram in 
order to make necessary preparation such as ordering Pilot, etc. 

Availability of berthing space: The availability of berthing space will 
be confirmed by Sub-Agents. 

TUGS: Available and compulsory. 6 tugs 170 h.p. — 1,600 h.p. 


BERTHING: Vessels are moored alongside 2 jetties and 7 dolphins with 
good nylon ropes, 5 fore, 5 aft, 2 foresprings, 2 after springs, 2 fore 
breastlines and 2 after breastlines. For Spring tide a hercules wire rope 
(extra) is obtainable. 

Same will be carried out from the Southern part of bauxite jetty and 
serves then as additional breastline. If a vessel has not got sufficient 
lines, same may be hired from Perbaki. 

When moored alongside jetties, vessels must take special care of the 
moorings during hours of ebb-tide, which runs in S-N. direction. 

Due to strong current in Strait of Kijang the ship's Master is kindly 
requested to pay attention to Sub-Agents advices. 

Vessels over 20,000 d.w.t. will need extra 2 stern and 2 head lines. 
Shifting Ship: Shifting ship will be done during slack water only by 
utilising ship's gear and with assistance of tugboat if necessary. But to 
finalise loading as scheduled in stowage plan, shifting may be done 
even during flood/ebb tides using vessel's engine. 

Jetty: There is no quay. Vessels are moored alongside 7 dolphins and 
2 jetties. 

Distance between the 2 extreme dolphins is 135 m. 

Loading Facilities: Loading installation consists of 2 loading conveyors 
= stacker. Bauxite is loaded in the hold of vessel by means of conveyor 
elt. 

Stacker can be moved vertically from 13° to 35°, but the maximum 
position for proper operation is only up to 18° inclination angle. 

Each stacker can swing 8.00 m. (4.0 m. to inner side and 4.0 m. to 
outer side). 

Distance between the 2 stackers in parallel position is 50.00 m. 

The length of stackers is 47.79 m. each. At the lowest position (13°) 
the end of stackers outreach about 10.50 m. from jetty seaward. (In this 
position the height from water line to the end of stackers is about 
15.0 m. HWS). 

Loading Capacity: About 7,000 tons per day using 2 stackers. 
Weighing: The bauxite is automatically weighed during loading by 
weightometer. The specific gravity of bauxite is around 1.25 and stowage 
factor around 29. 

Unloading: Cargo for Aneka Tambang only. 


STEVEDORES: Labourers will be supplied by Perbaki. Making the 
vessel ready for loading/unloading to be done by vessel’s crew 
members. 

Loading is performed by Shippers personnel. Loading/unloading 
equipments to be furnished by the vessel. 

If necessary and at vessel's request, trimming of the bauxite can be 
done by bulldozer, except in deep tanks, cross bunkers, small holds in 
which bulldozer cannot operate. Weight of bulldozer is 5 tons, so double 
gear is compulsory when loading, discharging or shifting bulldozer. In 
hold where bulldozers are going to operate, all beams of upper as well 
as lower tween decks have to be removed. This has to be done by 
vessel's Crew members. Loading/unloading and shifting bulldozers (with 
engine off) to be done by vessel's crew members. The vessel is 
responsible for any damage to the bulldozers while loading/unloading 
or shifting. 

Working Hours: Loading to be effected on weather working days of 
24 consecutive hours, Sunday and Holidays included. 

MEDICAL: Doctor, hospital and inoculation service available. 
DENSITY: 1020. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

HATCHES: The first opening and the last closing of hatches as well as 
removing and reinstalling of hatch beams to be done by the vessel's 
crew. 

CUSTOMS ALLOWANCES: Vessel's bonded store will be sealed by 
Customs Officer on arrival and will remain sealed until the vessel leaves 
Kijang port. 

Note: \t is recommended that ship's Master consult the Agents about 
the local prevailing Customs Regulations with regard to currency, 
cigarettes, spirits, narcotics, etc., to prevent unnecessary difficulties and 
eventually fines. 

REPATRIATION: Can be arranged. 

AIRPORT: There are regular daily flights from Tanjung Pinang, a 
domestic airport near Kijang, to Jakarta. Flying time is about 2 hours 
15 minutes. Also a daily ferry service is available from Tanjung Pinang 
to Singapore. Sailing time about 3-4 hours. 

TIME: GMT plus 7 hours. 

SHORE LEAVE: Shore Pass: Shore pass must be carried by Crew 
members during shore leave. 

Invitation: Vessel’s Crew members are strictly prohibited to invite friends 
and hawkers from shore aboard the vessel. 

Anchorage: While lying at anchor waiting for berth no one is allowed to 
go ashore as long as vessel is not cleared. 

It is also prohibited to lower lifeboats or rafts for the purpose of fishing 
sailing, visiting nearby islands etc. 

Leaving for Kijang and Around: Permitted. 
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HOLIDAYS: The following National Holidays are non-working days Ne 
Year, 1st January; Idul fitri, the fixed 2 consecutive days of the 
Idul Adha, the fixed day of the year; Independence Day, 17th A, 
Christmas Day, 25th December; Maulid Day, the fixed day of the 
Easter, the fixed day of the year; Waisyak, the fixed day of the 
Nyepi, the fixed day of the year; Ascension Day, the fixed day of, 
year; Mi'radz, the fixed day of the year and The First Muharam, the fp 
day of the year. 
SERVICES: Cash Advances: At Master's request can be supplieg, 
Agents in a reasonable amount. 
Fumigation: No facilities. 
Ship’s Chandlers: None. In emergency cases, Perbaki can act aS she 
chandler for a limited quantity. 
GENERAL: 
Depths: Entrance: 10.50 m. LWS; Alongside jetty: 11.00 m. LWS 
Current: Direction: At high tide, from North to South; At ebb tide, fp 
South to North. 

Velocity: Around 2-6 knots. 
Chart: Indonesian Sea Charts No. 42 and 65. 
Nature of bottom: Sand and soft materials. 


SHIPMASTER’S REPORT: 1977. 
Vessel’s Dimension: Length 185.5 m. Beam 25.5 m. 

Vessel sailed after loading wet bauxite ore in bulk. Vessel » 
previously visited the port 3 times and loaded to a draft of 11.2 
however, due to poor tides loaded draft this voyage was 10.8 m. 

Entrance to the port is from the North between Mapor Island » 
Merapas Island. The channel is clear and swept to 13.5 m. (chart daty 
there are no navigational problems and Pilot boards in posi 
00° 50’ N. and 104° 43’ E. Also one can proceed onwards to the Ne 
of Kambat and Rusa Islands and then between Gabi and Riau to Tanjy 
Tillie anchorage. This is the accepted Pilot boarding ground and pilots 
is compulsory and daytime only. The Pilot is accommodated at Tanjy 
Pinang but drives by car to the bauxite terminal and takes a launch {ip 
there to the vessel. He may not board upon arrival of vessel if the 
is unsuitable for berthing, as the ebb tide can reach 8 knots in Se 
Kijang. There are 3 tugs available which are small, but quite adequ 
for berthing. The vessel proceeds past the berth then turns so as: 
berth starboard-side alongside. Moorings consist of 6 headlines, 1 bre: 
line and 2 springs forward and 3 springs and 6 stern lines aft. Ny 
lines are in position and can be hired as needed from the sh 
The loading arms are fixed and shifting of the vessel is carried ou: 
slack water. 

Communication can be difficult at times. Tanjung Uban functions} 
15 minutes in the hour and is not normally raised until day of army 
All cables are sent through radio “PKI Jakarta and seem to arrive) 
their destination. If possible despatch 3 copies of the Crew List to® 
port in advance as this speeds up clearance on arrival. 


AGENCY: 

General Agents: PT. Pelayaran Bahtera Adhiguna. 10-12 Ja 
Kalibesar Timur, P.O. Box 1313, Jakarta, Indonesia. Cable Addres 
Adhiguna Jakarta. Telex: Adiguna JKT 42854. Tel: 676547, 67261! 
Local Agents (Head Office): PT. Aneka Tambang. Jalan Bungur Bes 
24-26, Jakarta, Indonesia. Cable Address: Anekatambang Jake 
Telex: Antam JKT 49147 Jakarta. Tel: 410108 (hunting system). 
Local Agents at Loading Port: PT. Aneka Tambang, Unit Per-tambang 
Bauksit, Kijang. Postal Address: Kijang, Tanjung Pinang. Re 
Indonesia. Cable Address: Perbaki Tanjung Pinang. Telex: 57110 Ant 
TPI, 45665 Antam IA. Tel: 21177. 

Vessel’s Disbursement Account: All vessel's expenses will be chal 
to the related Principals through the General Agents. 
AUTHORITY: Tanjung Pinang Port Authority, Port Administrale 
Tanjung Pinang, Riau, Indonesia. Tel: Tanjung Pinang 21% 
Contact: Harbour Master. 


KRUENG RAYA (Malahayati): 05.35 N. 95.31 E. 


PILOTAGE: Compulsory. Pilot may be contacted on VHF Channe’ 
ANCHORAGE: Vessels anchor in position 05° 36’ 30" N., 95° 30° 3 
RADIO: Coastal Radio Station PKA-5. 

Frequencies: 4,055/5, 165/5,295/6,926 kHz. 
TUGS: No tugs available. One mooring boat of 99 h.p. available. 
BERTHING: Length of wharf 100 m. Depth alongside 6.0 m. 
Storage: Godown with capacity of 2,000 tons. 
Fork Lifts: 4x2 tons — 5 tons. 
CRANES: 115 ton mobile crane. 
STEVEDORES: Available from labour pool U.K.A. 
FRESH WATER: Available. 
FUEL: Not available. 
REPAIRS: No facilities available. 


KUALA BEUKAH: 04.53 N. 97.57 E. 


PILOTAGE: Not compulsory. 

RESTRICTIONS: Berthing during daylight hours only. Unberth® 
any time. 

MAX. SIZE: 61,000 d.w.t. Max. LOA 220 m. 

RADIO/VHF: Kuala Beukah Coastal Radio Station. Call sign P# 
Station operated by Pertamina 


g 

. sERTHING: Vessels moor to 5 buoys in position Lat. 04° 53’ 08" N., 
‘ . 97°56’ 47” E. Depth of water 25 m. 

+| “whe buoy berth accepts vessels between 3,600 d.w.t. and 61,000 
+} cyt with an LOA of 185 m. — 220 m. 

» | ~yessels should have port side manifold ready to accept 1 x 10 in. hose. 
» | syde oll is loaded at a rate of 6,000 bbis.p.h. _ 

¢| oye Storage Tanks: Total capacity for crude oil 282,735 bbls. 


CAL: Clinic available. 
y | DENSITY: 1020 — 1025. 
| g@ESH WATER: Not available. 
AUEL: Not available. 
CONSULS: None. 
we: GMT plus 7 hours. 
UTHORITY: Operator: Pertamina. 


(JALA TANJUNG: 03.22 N. 99.28 E. 


pLOTAGE: Compulsory. Pilotage is arranged by vessel's Agent. 

« INCHORAGE: Vessels anchor in position 03° 23' 05” N., 99° 28’ E. 

| The holding ground in the anchorage is good and consists of clay and 
stysand. Depth of water 15 m. — 23 m. 

» RESTRICTIONS: There are 2 recommended approach routes to the 
. grt These routes are 2 miles wide and were surveyed by the Indonesian 
| hoarse: Office in 1979. Minimum depth of water in the area is 
122m. (C.D.). 

‘ No obstructions have been found in the area but many fish traps exist 
 mboth sides of the approach routes. 

p| RADIO: All communications are passed via Belawan Coastal Radio 
m| Station. 

| VHF: Channels 16, 14 and 12 available. 
a 

e 

p 
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TUGS: 2x 1,300 h.p. 


SERTHING: 
Wharf Length Depth 
(m.) (m.) 
A 200 9.0 
B 150 9.0 


Cc 80 5.6 

| Sorage: There is a godown with 10,700 sq.m. and an open storage 
y| aa of 12,800 sq.m. 
| | fork Lifts: 103 tons — 5 tons. 
| WEDICAL: Hospital facilities available. 
» STEVEDORES: Available from labour pool. 
FRESH WATER: Available. 
| FUEL: Not available. 

REPAIRS: No facilities available. 


f 
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._ ABUANTRING BAY (Lembar): 08.44 S. 116.04 E. 

f (See Plan) 
» AMPENAN: 08.34 S. 116.04 E. 

¢ DOCUMENTS: 


Health Certificate. 

' 1 Vaccinations List (Yellow Fever, Cholera/Typhus). 

3} 9 Crew Lists. 

7 Passenger Lists (landing/transit). 

4Lists of Personal Effects. 

7Ship's Stores Lists. 

2Cargo Manifests (discharge/transit). 

4 Dangerous Cargo Lists. 

| Stowage Plan; all to be signed by Ship's Master and/or Chief Officer. 

PILOTAGE: When Pilot required, vessel must request via Agent or via 

‘mpenan Radio at least 24 hours before arrival. Pilot service will then 

, % given by Harbour Master from Ampenan to Labuantring Bay. 

: 'NCHORAGE: Overseas vessels not familiar with Labuantring Bay, 
‘mally call AMpenan and await particular information and/or Pilot to 
‘ler Labuantring Bay (outer buoy). Good holding ground in about 16 m. 
lessels with a draft of more than 6 m. must keep clear from channel to 
“ner harbour. Navigating in channel without Pilot may cause difficulties; 
“annel equipped with buoys, depth approx. 7 m. 

‘PPROACHES: When approaching Ampenan, harbour is marked by 
gnttower. Excellent holding ground in about 16 m. 

‘ESTRICTIONS: Vessel may enter Ampenan and Labuantring Bay 
Suler buoy) day and night. Vessel not visited by port authorities between 
“0 hrs. to 0700 hrs. (local time), exceptional cases allowed. Vessels 
#2 not allowed enter into inner harbour (Labuantring Bay) after sunset. 
NEATHER: November till April rainy season. Quite heavy winds and 
4 can affect cargo work. 

LTH: Pratique granted by port doctor after boarding vessel. Vessels 

an infected port have to hoist “Q"’ flag. If any suspected disease 

“ver On board, necessary inform Agent by cable or via radio station. 

.aiment of crew members for illnesses other than quarantinable 

Tas sjamanged by Government's practitioners through ship's Agent. 

: None. 

*ADIO: Ampenan Radio. Call sign PKD 9. Freq. 500 kHz and 430 kHz. 
| Js GMT: 0000-0100, 0500-0600: except Friday and Saturday: 

ERT 100, 09900-1000. Sunday and holiday closed. 

Ps HING: Length of quay at Labuantring Bay (Lembar) 128 m. Depth 

Ik ny 6.5 m.-7.5 m. Berthing at Ampenan (anchorage) for all sizes 


» Vessel, 
SRANES: None. 
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MEDICAL: Cable or radio before arrival if medical assistance necessary 
on entry. Government's hospital facilities available. Yellow Fever 
Certificates inspected on arrival. 

STEVEDORES: Ordered by Agent. To enable Agent ordering necessary 
gangs, vessel must give accurate ETA at least 24 hours in advance. 
Working on Sunday and holidays allowed by agreement in exceptional 
cases. 

TANKERS: Berthing at Ampenan. 

FRESH WATER: Available. 

FUEL: Available in limited quantities. 

CONSULS: None available locally. 

SHIP’S CERTIFICATES: Registered Tonnage Certificate, Load Line 
Certificate, Safety Radio Certificate, Safety Equipment Certificate, Light 
dues Receipt, Derat Certificate, Clearance from previous port, all to be 
shown on arrival. 

GANGWAY/DECK WATCHMEN: Usually employed during loading and 
discharging operations. 

CARGO GEAR: Wire and rope-slings, nets and net-slings, lighters all 
supplied by stevedores except rain-tents. No shore cranes available. 
Loading and discharging using ship's derricks. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores; 
ship’s crew may if required by vessel to do so. 
CUSTOMS ALLOWANCES: No restrictions. 
supervises opening and resealing of bond. 
AIRPORT: Served by regular airlines to Bali and Java. 

TIME: GMT plus 8 hours. 

HOLIDAYS: 1st January; Independence Day (17th August); Christian, 
Islamic and Balinese holidays as appointed by the Indonesian 
Government. 

GENERAL: Vessels should not use ship’s radio station. Harbour Police 
and Customs’ guards on board during ship’s stay in harbour. 
IDENTIFICATION CARDS: All crew's passports must be certificated by 
Immigration Officer on arrival, whereafter to be used as shore passes. 
SHORE LEAVE: Crew allowed ashore; passports required whilst 
ashore. 

DELAYS: November to April is the rainy season. High winds and rain 
can affect cargo work. 


Custom’s Officer 


LAWI LAWI (Sepinggan): 01.27 S. 116.46 E.(See Plan) 


LOCATION: The Shore Terminal is situated approximately three miles 
inshore on the East coast of Kalimantan, Indonesia, in the Makassar 
Strait. It is about 12 miles South of Balikpapan. 

The Single Buoy Mooring is approximately 5.75 miles offshore in 
position 01° 27’ 30.1” S., 116° 45’ 37.1” E. in 22m. of water. The 
submarine line to the SBM sea bed manifold is 30 in. diameter. A double 
string of 20 in. diameter flexible submarine rubber hoses joins the sea 
bed manifold to the SBM. 

DOCUMENTS: If arriving from a foreign port the following documents 
may be required for granting pratique: 

Certificate of Registry. 

Construction Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio/Telephone/Telegraph Certificate. 

Exemption Certificate. 

Cargo Certificate. 

Derat Certificate. 

Also required will be last Port Clearance and Crew List. 

Crude oil loading documents will be prepared at the Lawi Lawi 
Terminal and when the vessel has been loaded the documents will be 
completed and final clearance formalities will be carried out on board. 
Flag Dispensation: Each tanker entering the Lawi Lawi Terminal must 
have requested and been granted Flag Dispensation prior to its arrival. 
At the same time application should be made for Provisional Pratique 
through the Directorate of Quarantine and if granted a cable advice is 
sent to the Harbour Authorities. Port Health clearance is issued prior to 
the tankers arrival and is also valid for departure. If Provisional Pratique 
is not granted a Port Health Officer will be provided. All of the foregoing 
is arranged through and by the Agent. 

PILOTAGE: A Mooring Master will board the vessel in the anchorage 
area and advise the Master on all manoeuvres relative to berthing and 
unberthing and connecting the hoses. 

Vessels are requested to make a lee and have a pilot ladder long 
enough to reach the Mooring Master's launch. At night adequate lighting 
should be provided. Ships with more than 30 ft. freeboard should rig a 
pilot ladder to a position 3 ft. above the water and an accommodation 
ladder so rigged that the Pilot can transfer from the pilot ladder to the 
accommodation ladder once he is clear of the pilot boat. 
READINESS: Procedure when berth available on arrival: A vessel for 
which a berth is available on arrival will be boarded by a Mooring Master 
in the anchorage area and providing that the vessel is in all respects 
ready to commence loading (except for the necessary deballasting) the 
Notice of Readiness will be accepted at the time of the Mooring Master 
boarding. 

If the vessel is not in all respects ready to proceed to the berth, with 
main engines fully manoeuverable, mooring ropes on deck, windlasses, 
winches, etc. in good working order, Notice of Readiness will not be 
accepted until the Mooring Master is satisfied that all these conditions 
are met. 

Procedure when instructed to anchor on arrival: A vessel which has 
been instructed by Lawi Lawi Port Control to anchor on arrival should, 
after doing so, inform Port Control of the precise arrival time. According 
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to the practice of the port, acceptance of the Notice of Readiness will 
coincide with this arrival time, providing: 

a) that it is within the hours of daylight-deemed to be from 0600 hours, 
local time to 1800 hours, local time. 

b) that it is not a Public Holiday or Sunday, unless the vessel is 
actually handled on that day. 

c) that the port is open. 

d) that vessel's arrival is within her accepted date range. 

An exception to clause (a) above, is when conditions allow night 
berthing, in which case the vessel will be accepted when the Mooring 
Master boards, or, should the vessel have been at anchor, when the 
anchor is aweigh, providing that the Mooring Master is then on board. 

In addition to clause (a), (b) and (c), above, vessels will not be 
accepted when arriving at an unreasonable time ahead of their last 
signalled estimated time of arrival. It is not the practice of the port to 
keep pilots (Mooring Masters) on station in the anchorage. 

Notwithstanding anything in the foregoing, Notice of Readiness will 
not be accepted at a time when it is not the practice of the port to 
accept it. 

Delay due to excessive deballasting: Delays in commencement of 
loading due to deballasting in excess of 6 hours will be deducted from 
the laytime. 

Exact arrival time: \t is stressed that vessels must advise Port Control 
of their exact arrival time, as failure to do so may lead to loss of their 
berthing turn. 

Lay Time: Lay time will be calculated as outlined in the Crude Off-Take 
Procedure, Lawi Lawi Terminal. 

Conditions of use of port: The Master of each tanker will be given a 
copy of the “Conditions of use of Port of Lawi Lawi Terminal” which he 
will be asked to sign before the Company mooring and connecting 
equipment is hoisted on board and before any manoeuvre is commenced 
under the Mooring Master's advice. 


ANCHORAGE: Recommended Anchorage: |f vessels are obliged or 
instructed to anchor they must do so in the designated anchorage area. 
On no account is a vessel to anchor North of Latitude 01° 26’ 30” S. or 
West of Longitude 116° 47’ E. The depth of water in the anchorage is 
30 m. The bottom is mud/clay and the holding ground is considered 


ood. 
RESTRICTIONS: Berthing during daylight only, unberthing possible at 
any time. 

Minimum depth 25.0 m. Tidal range 2.2 m. 

MAX. SIZE: Minimum Size Tanker Acceptable: The minimum size of 
tanker that can be accepted for loading at the SBM is 15,000 d.w.t. and 
145 m. LOA. 
Maximum Size Tanker Acceptable: With the presently fitted, mooring 
assembly and hose string length, the maximum size tanker that can be 
loaded at the SBM is 135,000 d.w.t. and 290 m. LOA. 


RADIO: Advice of arrival: 72 hours prior to arrival at the Terminal, 
vessels should advise Union Oil of their ETA’s by cable sent via 
“Pertamina” coastal radio station at Balikpapan. They should also 
confirm or amend them when they are 48 hours and again when 
24 hours, distant from the terminal. 

Union Oil Company of Indonesia cable address: 

Pertamina Tanjungsantan 
Pertamina Coastal Radio Stations: 
|. Name of Station — Balikpapan Radio 


Call Sign — PKN2 

Frequency — Keeps watch on 2182 kHz A3 
Answers on: 4415 kHz A3 

6520 kHz A3 

Class — A3H — A3J 

Power — 500 Watt 

Service — 24 Hours 

Location — Lat. 01° 16’ S. 


— Long. 116° 50’ E. 
ETA messages sent to PKN2 should be addressed: 
Pertamina Tanjungsantan = 
Message = 
Master + 
mt aoe as no direct contact exists with PKN2 ships will send ETA's 
to 2 


ll. Name of Station — Jakarta Radio 


Call Sign — PKI2 
Frequencies — 500 kHz (operates on 452 kHz) 
— 2182 kHz answers on: 4178; 4280.5; 
4363; 4410; 6457.5; 6520; 6516 kHz 
— 8 MHz (operates on 8628 kHz) 
Class — A1 500 kHz 
A3 2182 kHz 
A1 8 MHz 
Power - 1 KW 500 kHz 
500 Ws 2182 kHz 
1 KW 8 MHz 
Service — 500 kHz H24 
2182 kHz 0400-0500 GMT 
0700—0800 
1000—1 100 
1500—1600 
2000-2100 
2300-2400 
8 MHz 0100-0300 GMT 
0500—0600 
0900—1000 
1100—1200 
1400—1500 
1730—1900 
2100-2200 
Geographical Location: Lat. 06° 08’ 00” S. Long. 106° 50’ 00” E. 
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ETA messages sent to PKI2 should be addressed: 
Pertamina Tanjungsantan Via PKN2 = 
Message = 

Master + 


Details of cable: 
The following information should be included in the cable: 
. Name of vessel and radio call sign. 
. ETA in GMT and date (local time is GMT + 8 hours). 
. Cargo requirements. 
Deballast time. 
Maximum loading rate. 
Vessel's draft on arrival. 
If there is any sickness aboard or clean bill of health. 
Last port of call. 
. Any hull, bulkhead, valve or pipe-line leaks on vessel which cq, 
affect loading or cause pollution. 
. Distance in feet from bow to vessel's loading manifold. 
. Flange dimensions of vessel's manifold connection if not to Ay 
B16.5, B.S. 1560, Series 150 or equivalent. 
Also see “General” before first port. 
VHF: Vessels equipped with VHF radio telephone should contact "ly 
Lawi Control” on the International Maritime Service Channel: 
(156.80 MHz) when in range to request instructions, working; 
Channel 8. 
Language: The language of the terminal is English and Indonesian 
BERTHING: Work Crew Service: Mooring and un-mooring, lift, 
lowering, connecting and disconnecting hoses will be done by a Term 
work crew under the direction of the Mooring Master. Assistance fy 
the ship’s personnel in operating windlasses, winches, etc. will 
required. Ship's crew will assist in hose connection/disconnecty 
mooring/un-mooring and carrying equipment from deck to forecastle, 
required. Any vessel whose crew do not give such assistance may! 
rejected and returned to the anchorage. Costs of such a delay wo, 
be for the ship’s account. 
Mooring: This description is only intended as a general outline andn, 
be varied as to the order in which lines are taken up, etc. according 
the circumstances prevailing at the time of mooring. 
Moorings required from Tanker: The ship must provide and have res 
the following. Two mooring ropes and one rope messenger line) 
forecastle. 
The Approach: The ship approaches the buoy from down tide and wy 
taking care to keep the wind right ahead. Adequate ballast mus| 
retained on board to ensure that the vessel retains full manoeuvrati 
throughout the approach to the buoy and the actual mooring. 
Bringing Aboard the Mooring Lines: The vessel will be brought t 
position close to the buoy with the vessel stopped in the water andy 
the buoy fine on the port bow. During the approach to the buoy 
while mooring, a Terminal work boat will keep the hoses pulled well ck 
to port. Under normal conditions the port rope will be the first taken 
board. The Mooring Master will advise as to which rope is to be tal 
first and as to which fairlead this wiil be taken and the actual wor 
mooring will be done by a Terminal work crew. The ship will lowe 
strong messenger line to the mooring boat who will in turn make! 
fast to the approach rope. The approach rope of 10 in. circumfere 
will be hove aboard and will in turn be hove on until the chafing ch 
and open links are centred in the fairlead. 
Securing the Mooring Lines: While the approach rope is being hi 
aboard a strong wire strop will be made fast to a set of forecastle 
To the end of this strop will be fitted a 50 ton shackle and the strop’ 
be so made fast that the end and the shackle will be about 5 ft. inbo 
of the fairlead. The approach rope will be hove on until the large lit 
the chafe chain is sufficiently far inboard for it to be connected to! 
strop by the 50 ton shackle. When this is done the approach rope! 
be slacked off until the full weight comes on the strop/chafing ch 
buoy rope. The buoy rope is 150 ft. long and is 12 in. circumfere 
nylon of plaited construction. 
The approach rope can now be taken to the bitts to act as a prevet 
The second rope is now taken aboard and made fast in the s@ 
way. When both the ropes are fast, good ropes or strops, providet 
ship, can be made fast to the spare links on the chafing chains to® 
up the main mooring if required. 
Fire Wire: A fire wire must be rigged on the starboard side forward! 
on the stern. These must be tended throughout the vessel's stay at 
to ensure that they are kept within 2 to 3 ft. of water. In the case 0! 
the tugs would connect to these wires to pull vessel clear of the $8 
Connecting Hoses: When the mooring is completed the work ® 
holding the hoses clear will bring these alongside the ship in way 0! 
port side manifold. 
Strops and Shackles: Strops and shackles will be provided by! 
Terminal and put on board as the vessel approaches the buoy. Thes 
must provide 2 mooring ropes at least 8 in. circumference! 
100 fathoms long, a 4 in. circumference messenger line, and 2® 
lashings 4 in. in circumference and 15 ft. in length. These lashings s# 
be of Manila or Polypropylene, nylon is not acceptable. 
Unmooring: To unmoor from the buoy any extra back-up lines that ht 
been made fast to the chafing chains are slipped first. The app@ 
ropes are then taken to the ship's windlass/capstan and the weight !® 
on them until the shackle between the strop and chafing chain is und? 
With the vessel moving slowly astern the approach ropes are sia 
off and finally slipped and allowed to float free. While the sh 
unmooring, a Terminal work boat will keep the floating hoses @ 
clear and will keep them clear until the ship has slipped the moo 
and is clear of the buoy. 
HOSES: Hose Lifting Capacity: Tankers must be equipped with at 
lifting derrick at the port side manifold, with a lifting on 
conformance with the table shown on Page C2 of Appendix “C” 
Internationa! Oil Tanker and Terminal Safety Guide. For instant 
15,000 d.w.t. ship, at ballast draft with smooth sea conditions ® 
have to lift a weight slightly in excess of 3.5 tons. For this purpo# 
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genial that the derrick is double rigged and that there is sufficient 
er wire on the winch for the block to reach the water when hooking 
~ mse on. The winch must be in good working order, the end of the 
sa securely fastened to the drum end and the winch brake operative. 
s» noses at the Terminal are 16 in. internal diameter with the tanker 
noses having an internal diameter of 12 in. 
yantold Connection Sizes: The minimum size manifold connection will 
ain The Terminal is equipped with flanged spools to connect 8 in., 
~» {2 in. and 16 in. manifolds. Ships manifolds must terminate in 
s s of ASA 150 series. . 
setails of ASA 150 flat face flanges are shown in the “plan” section. 
sess the Terminal is given adequate notice, tankers equipped with 
“piold flanges of sizes and or ratings other than those specified above, 
rejected. 
/ oe “4 self floating hose is run from the buoy to the tanker. The last 
" sspses of the string, including the tanker rail hose, are 12 in. diameter. 
ss reduction in diameter is made at the tanker end of the string so 
+ he ship has less weight to lift when hoisting the hoses on board. 
ing Off Hoses: Small bitts for hanging off loading hoses should be 
S .oded in line with the loading manifold. 
‘QADING: Loading Rate: Maximum loading rate is 13,500 bbis.p.h., 
»¢ maximum discharging rate is 21,000 bbls.p.h. It is recommended 
i‘ at vessels take maximum flow, with due regard to safety, in order to 
t .oedite turn around time as well as to provide ballast as quickly as 
® »ssiple. Care should be taken not to overload, as there is no possibility 
watever of pumping back ashore. When vessels are equipped with 
‘manent ballast tanks, the ballast in these tanks should be retained 
% » board until the vessel has taken on board sufficient cargo to be 
% -«noeuvrable. Vessels not so equipped should examine the possibility 
* s safely loading and discharging ballast simultaneously, as such 
‘ycice improves turn around time as well as reducing the possibility 
* speaking out of the berth in bad weather in a completely light condition. 
® sng Valves Against Oil Flow: Warning is given of the danger of 
sing valves against an incoming oil stream. This will create excessive 
sessure which may result in damage to the loading hoses, sea-line and 
‘wminal facilities. Vessels will be held liable for damages resulting from 
‘gue to observe this precaution. 
‘4dio Contact: During loading operations the vessel will contact the 
‘'yminal Despatcher ashore every 30 minutes by the assigned VHF 
4 vannel to ensure that radio contact is being maintained. Pumping will 
estopped immediately if it is found that radio contact with the ship has 
ween lost. 
naddition to the ship’s VHF, the Mooring Master will carry a portable 
iy, 20, of approved design, with which he will be able to contact the shore 
‘eminal and mooring launches. 
\ooring Launch: Throughout the loading operation a Terminal mooring 
anch will be in attendance at the ship to tend hoses etc. 
=, §ery vessel requiring a “Shore Stop” will be required to inform the 
s teonng Master at start of loading and sign the form carried by the 
» leoring Master, requesting “Shore Stop”. When requesting a “Shore 
« %p, Masters must understand that Union Oil Co. of Indonesia accept 
¢ ®sponsibility for any errors in the quantity. Should the cargo asked 
;, Yoverload the vessel, it is not possible to pump oil back from the ship 
he othe shore. 
w 2” Lawi Crude Oil Specifications: 
ge, Gravity at 60°F.: 39 A.P.I. to 34 A.P.I. 
Salt Content: Less than 12 pounds per 1,000 bbls. 
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BS. & W.: 0.30 Vol. % or less. 
| Sulphur: 0.04 — 0.15 Weight % 
Pour Point: 15°F. to 20°F. 
Viscosity: 1,000 to 2,000 cST @ 100° F. 
Reid Vapour 
Pressure: 3 to 8 p.s.i. 


‘ALLAST/POLLUTION: Adequate Ballast: Due to the exposed location 
‘the crude oil loading berth, vessels are required to carry sufficient 
last for safe handling, having due regard to existing weather and sea 
‘ditions. A vessel found by the Mooring Master to be not adequately 
Wasted will be rejected. 

lution: Owners and Masters are responsible to observe International 
‘vention Laws and Indonesian Government regulations concerning 
_ of the sea, having particular regard for this area of the Macassar 
wait, 

tn Ballast: As there are no ballast discharging facilities, vessels must 
We at the Terminal with clean ballast, ensuring that all pipe-lines, 
it “Nps and strainers have been flushed out prior to arriving. 

| The Mooring Master will inspect ship’s ballast on boarding and has 
# |" power to reject any vessel that he deems would cause pollution of 
m "Sea area, in which case the vessel must proceed to sea and return 

“! when ballast is completely free of oil. Any vessel rejected because 
| ‘dirty ballast will automatically nullify its Notice of Readiness and will 
“any priority of position for loading. Ballast discharge should not be 
| ""menced without the prior agreement of the Mooring Master. 

Blan: Bilges must not be discharged while at the SBM or in the 

“norage. 

‘Spection During Loading: At night the sea area around the vessel 
#/"el Oe adequately lighted, as frequent inspection by the Mooring 
® ® will be made during the discharge of ballast. Any pollution 
"alsoever will be cause for rejection. Similarly, any hull leaks causing 

“ton during loading will be cause for rejection and the vessel will 
Ot be feaccepted unless satisfactory evidence of repairs has been 
“ted by a qualified surveyor. 

“8190 hose connections should be inspected during loading, drip- 
sshould be placed under the manifold, all unused cargo connections 
“Sud be blanked off, sea-valves should be closed and lashed upon 
Fae letion of deballasting and all scuppers must be securely plugged. 

a 8 and Claims: Any fines imposed by Governmental Authority for 

miton shall be for the vessel's account. 

; the event that the Company has to settle any third party claims as 
| "sult of damages to property caused by pollution attributable in any 
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way to the vessel, they will have the right to reimbursement by those 
responsible for the vessel for all expenses incurred. 

In the event of oil spillage or pollution of the waters, all labour and 
equipment costs for cleaning operations will be to the vessel's account. 
REPAIRS: Being an open roadstead, vessels must keep engines on 
standby during their stay in the berth. No repairs to main engines may 
be undertaken while in the berth. Power must be kept on deck winches 
in case adjustments to mooring lines are found necessary. 

Only the automatic turning gear should be used. If it should become 
necessary to turn the propellor(s) at revolutions greater than the 
minimum obtained by the automatic turning gear, application must be 
made to the Mooring Master in order that arrangements can be made 
to ensure that hoses are kept clear. The Mooring Master's written 
permission must be obtained before any such increase in revolutions. 
CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wine, beers, perfume, arms, ammunition and possibly other items 
have to be locked up under customs seal from time of arrival of ship in 
port until time of leaving territorial waters. Each person is allowed to 
bring in 200 cigarettes or the equivalent in grams of tobacco or cigars. 
Special allowances are made for the Master under special 
circumstances. The Customs Officer will seal the stores. 

AIRPORT: Sepinggan Airport, distance 8 km. 
TIME: GMT plus 8 hours. 
FACILITIES: There are no facilities of any kind at Lawi Lawi S.B.M. 

There are no engineering repair shops. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No crane or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

GENERAL: Charts: 
British Admiralty Charts: 

3014 Balikpapan Bay to Pulo Laut. 

3031 Plans on the East Coast of Kalimantan. 

941 B Eastern Archipelago Sheet 2 Western Portion. 

2637 Strait of Macassar South Port. 

U.S. Naval Oceanographic Office Charts: 

HO. 3045 Southern Part of Macassar Strait. 

HO. 6188 Tanjung Tamarong to Sungai Pasir. 

Sailing Directions: \Indonesia Pilot Vol Il, 1st Edition 1976. 
Hydrographic Survey: A detailed hydrographic survey including a wire 
sweep was carried out from November 1975 to February 1976. This 
survey covers the approach channel, anchorage area and the 
manoeuvring area in the vicinity of the SBM (See “Plan’’). 

Safety: Every vessel which berths at the buoy shall remain under the 
charge of the Master who will take all steps necessary to preserve the 
safety and security of such vessel, crew and terminal personal who may 
board in the execution of their various duties. 

The Master of every vessel at anchor in the designated anchorage or 
secured to the SBM shall ensure that all parts of the vessel to which 
any person may be lawfully required to proceed are properly illuminated. 
Efficient and easy means of access shall be provided to every vessel 
at anchor at the SBM and such access shall be adequately illuminated 
between sunset and sunrise. 

Operations: No person(s) shall be permitted to board or leave the vessel 
other than by the gangway or other proper means provided for the 
purpose. 

The Mooring Master may require the vessel to unmoor at any time 
he deems it necessary for the safety of the vessel or the moorings or 
both, or for infringement of Port Regulations. Unsatisfactory conditions 
will be reported to the Company's Marine Superintendent, who is 
empowered to reject a vessel for future calls unless the reported 
deficiencies have been remedied. 

Sufficient crew members must be immediately available at all times 
to assit with any or all operations on board the vessel at the terminal. 
Floating Logs: Masters are advised to keep a good lookout for partially 
submerged logs floating in this area. These can be large and a hazard 
to safe navigation. 

AGENCY: See “General” before first port. 

AUTHORITY: The installations of this Terminal are owned by P. H. 
Perusahaan Pertambangan Minjak Dan Gas Bumi Negara (Pertamina), 
a State Enterprise of the Republic of Indonesia. 

Operator: Union Oil Company of Indonesia, Ratu Plaza Building, 
7th Floor, Jl. Jend. Sudirman, Indonesia. Mailing Address: P.O.Box 264/ 
DKT, Jakarta, Indonesia. Cables: Petroleum Jakarta Telex: 47335 
Union-la. Tel: 712509, 737344, 712161. 

Unocal Indonesia Ltd., East Kalimantan District Office, Pasir Ridge, 
Unocal 76 Complex, P.O.Box 76, Balikpapan 76101, East Kalimantan, 
Indonesia. Te/: (0542) 24000, (021) 377947. Telex: 37174 Unocal la. 


LHOKNGA: 05.27 N. 95.14 E. 


LOCATION: This port is located about 10 km. from Banda Aceh (Port 
of Malahayati). 
PILOTAGE: Compulsory. Pilot boarding station is located in position 
05°27’ 30" \N:,,95° 12’ 30”.E: 
ANCHORAGE: Vessels anchor in position 05° 28’ 20” N., 95° 12’ 40” E. 
MAX. SIZE: Maximum LOA 150 m., maximum draft 9.10 m. 
ae Ulee Lheu Coastal Radio Station. Call sign PKA-5. Station on 
B. 
VHF: The Coastal Radio Station is on Channels 12, 13, 14 and 16. 
Working hours 0800 — 1200 and 1600 — 1800. 
The cement factory is on Channels 6, 12, 15 and 16. 
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TUGS: 2 x 800 h.p. 

BERTHING: There is a concrete berth with a length of 125 m. and an 
average depth alongside of 10.0 m. The port is used by P.T. Semen 
Andalas for delivery of cement to their factory. 

CRANES: 1 x 10 ton mobile crane. 

STEVEDORES: Available. 

MEDICAL: Doctor and clinic available. 

FRESH WATER: Available. 

FUEL: Not available. 

REPAIRS: No facilities available. 

REPATRIATION: Crew repatriation possible via Blang Bintang Airport 
situated about 32 km. from Lhoknga. 

HOLIDAYS: 17th August (National Independence Day), Idul Fitri and 
Idul Adha. Work can be carried out in the evenings on holidays. 
AUTHORITY: P.T. Semen Andalas Indonesia, J.L. Banda Aceh, — 
Meulaboh km. 17, P.O.Box 30, Lhoknga, Banda Aceh 23523, Indonesia. 
Tel: (0561) 22571, 22372. Telex: 54120 Saibna la. 


LHOKSEUMAWE (Including Hagu, Blang Lancang and 
Krueng Geukueh): 05.15 N. 97.07 E. (See Plan) 


LOCATION: The port is situated on the North coast of Sumatra, 
Indonesia. The port limits (compulsory pilotage) are: 


North: Lat. 05° 17’ 00” N. Long. 97° 10’ 00” E. to 

Lat. 05° 17’ 00” N. Long. 96° 58’ 20” E. 
West: Lat. 05° 17’ 00” N. Long. 96° 58’ 20” E. to the coast. 
East! "Cat, 05° 1'7"°00" N: Long. 97° 10’ 00” E. to the coast. 
South: Along the coast between East and West limits include 


Blang Lancang and Fublic and Special Fertiliser Harbour 
(K.G.). 


The Blang Lancang outer buoy is in position: 

Lat. 05° 15’ 22” N. Long. 97° 07' 02” E. FI. 8 sec. 

Chart and Sailing Directions for the area: 

Republik Indonesia Hidral No. 8 Plant Chart No. 25. 

Sailing Direction. 

List of Lights. 

Special Publication. 

Lhokseumawe Harbour is divided into 4 areas: 

1. Lhokseumawe Harbour. 

2. Hagu Pertamina Special Oil Terminal. 

3. Blang Lancang Pertamina Special 

Condensate Terminal). 

4. Krueng Geukueh Harbour (Fertiliser Terminal and Public Berth). 
DOCUMENTS: Clearance: The Document Clearance will be undertaken 
at any port (anchorage or berth). 

Cholera Vaccination Certificates for all crew members and 

passengers (date not exceeding 6 months). 

Certificates of Inoculation against any contagious diseases. 

Customs, Immigration, Quarantine and Harbour Master will require 
the following for inspection: 

10 Crew Lists. 

3 Crew Declaration of Personal Effects. 

3 Ship's Stores Lists (inventory). 

2 Passengers Lists (if any). 

5 Cargo Manifests, with a summary for transit cargo. 

Clearance from the Last Port of Call. 

Valid passports and/or Seaman's Certificates for all crew members. 

International Maritime Declaration of Health. 

Valid Derat or Derat Exemption Certificate. 

Arms and Ammunition Declaration. 

Load Line Certificate, Ship Registry, Radio Safety/Telegraphy 
Certificate, Ship’s Construction Certificate, Safety Equipment 
Certificate. 

U.S.C.G. Letter of Compliance. 

General Information. 

In accordance with practice in Indonesian ports the vessel's national 
flag, the Indonesian country flag, Quarantine, Immigration and Pilot flags 
must be displayed by all vessels approaching Lhokseumawe Harbour. 
These signals shall be displayed continuously until clearance is granted. 
PILOTAGE: Compulsory for any movement of the ship in harbour and 
within the port limits. 

Lhokseumawe Harbour: Pilot will board the vessel at the anchorage. 
Hagu Special Oil Jetty: Pilot will board the vessel at the anchorage. 
Blang Lancang Harbour: Pilot will board the vessel at the sea buoy or 
in the Anchorage Area about 3 miles from the breakwater. 

Krueng Geukueh Harbour: Pilot will board in the Anchorage Area or one 
mile from breakwater. 

Master, Owner or Agent should request the Pilot 6 hours in advance 
for berthing and 3 hours in advance for unberthing. The vessel should 
be stopped when the Pilot is boarding. Call the Lhokseumawe/Blang 
Lancang/Krueng Geukueh pilot station by VHF on Channel 12 (24 
hours). Moving the ship for berthing and unberthing available in good 
conditions. The limit is: for the wind not more than 10 m./sec. and swell 
not more than 2 ft./sec. (for MBM) and visibility not less than 1 mile. 
RESTRICTIONS: If there are two LNG ships alongside the dock no other 
ship will move to West Cargo Dock in the Blang Lancang Harbour, except 
P & T marine craft actually assisting the LNG tanker. 

No ship will enter Blang Lancang Harbour with ammunition on board. 

Vessel not allowed to proceed into the Blang Lancang MBM restricted 
area without permission. 

No ship will berth during night time at Lhokseumawe/Hagu Wharf or 
at Blang Lancang SPM/MBM. Blang Lancang Harbour open for 24 hour 
service. Krueng Geukeuh Harbour open for day time only. 
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ANCHORAGE: A vessel which has been informed by the 
anchor on arrival shall proceed to the designated Anchorage Are; 
Anchorage Area for Lhokseumawe Harbour and Hagu Specig: 
Terminal is in position: ; 
Lat. 05° 10’ 32" N. Long. 97° 09’ 20" E. Depth 20 m. 
There are two Anchorage Areas at Blang Lancang Pertamina Spe 
Harbour: 
1. Anchorage Area for LNG and LPG tankers: 
Lat. 05° 15’ 15" N. Long. 97° 07' 45" E. Depth of water g, 
2. Anchorage Area for condensate tankers: 
Lat. 05° 15’ 15" N. Long. 97° 07' 25" E. Depth of water @, 
No dry cargo ship will anchor in Blang Lancang Special Harboy 
dry cargo ships visiting Blang Lancang Special Harbour should ang 
in Lhokseumawe Harbour for clearance and awaiting a berth. 
All vessels visiting Krueng Geukueh Harbour should anchor { » 
North from breakwater in position: 
Lat. 05° 16’ 00” N. Long. 97° 01' 40” E. Depth of water 4, 
The holding ground in the Anchorage Area is reported to be poo, 
vessels are required to maintain engines on one hour's notice in gy 
weather and 15 minutes’ notice when wind speed exceeds Beay 
Scale 4 (moderate breeze). 
MAX. SIZE: 
Old Lhokseumawe Harbour: Only barge and tugboats are abe 
moor at the dock, depth 2.4 m. 
Hagu Wharf: Max. draft 6.0 m. 
Blang Lancang Harbour: 
LNG Dock | (North): 


LNG Dock II (South): 


Max. LOA — 300 m. 

Max. draft — 13 m. 

Max. LOA — 300 m. 

Max. draft — 13 m. 

Max. LOA — 180 m. General cargo. 
Max. draft — 6.5 m. 


West Cargo Dock: 


LPG Dock: Max. LOA — 270m. 
Max. draft — 13 m. 
Max. d.w.t. — 65,000 
MBM: Max. LOA — 275 m. 
Tankers — 30,000 — 100,000 dw 
SPM: Tankers — 40,000 — 280,000 dwi 
Krueng Geukueh Harbour: 
Berth A-AAF Max. d.w.t. — 10,000 
Max. LOA — 169 m. 
Max draft -— 9.50 m. 
Berth B—AAF Max. d.w.t. — 15,000 
Max. LOA -175 m. 
Max. draft — 9.5 m. 
Berth PIM Max. d.w.t. — 10,000 


Max. LOA. — 169 m. 
Max. draft -— 9.5 m. 
Max. d.w.t. — 10,000 
Max. LOA — 150 m. 
Max. draft — 9.5 m. 


Public Berth (length 
80 m. with 1 mooring 
buoy and 1 mooring 
dolphin). 
HEALTH: In order to obtain Free Pratique vessel must cable name? 
nationality of the ship; ports of call during the voyage; number of & 
and passengers (if any); port of destination and Agent; condition of he 
of all onboard with details of any sickness and whether all vaccinat 
Officials will board before with Pilot. Quarantine flag “Q": 
Immigration flag “‘N” must be flown until clearance is granted. 


RADIO: Ships proceeding to Pertamina/Pt. Arun: Call Lhokseum 
Radio Station, call sign PKB 20. (Owned/operated by Pertamina). ® 
24 hours. See “List of Radio Signals” or on VHF Channel 16 or? 
Station on VHF Channel 12. 

The following information is required. 

(a) Name of Owner. 

(b) Name of vessel and Radio Call Sign. 

(c) Flag. 

(d) SDWT. 

(e) Name of Master. 

(f) Last port of call and departure date. 
) Discharge port and ETA. 
(h) Number of crew and passengers. 

) Maximum loading rate in barrels for oil tankers and cubic 
meters for LNG/LPG tankers. 

Dry cargo ships: Call the General Agent in Belawan. Call Belt 
Radio PKB 1. (Owned/operated by Port Authority). See “List of % 
Signals.” 

VHF: For Lhokseumawe Harbour and Krueng Geukueh Harbour: 
Lhokseumawe Pilot on Channel 12. Mooring and unmooring 
Channel 8 at Krueng Geukuh. 

For Blang Lancang Harbour: Lhokseumawe Radio PKB 20 Ch# 
16. Marine Office Channels 16, 9 and 13. Pertamina Channels 16! 
19 (working). Mooring and unmooring on Channels 6 and 13 at® 
Lancang. 

For Pilot Station: Call Blang Lancang Pilot Station and Lhokseu™ 
Pilot on Channel 12. 

Language: Indonesian and English. 

RADAR: No radar service available. 
TUGS: No tugs available in old Lhokseumawe Harbour. 

Blang Lancang Harbour: 5 tugs available — 4 tugs with 4,200! 
1 tug with 3,200 h.p. 2 mooring launches 550 h.p. 

For Supertanker and LNG: Tanker will use the tug's lines. Tug! 
will be charged by Company/Pertamina: Rates will be subject to 0# 
in accordance with operation cost and will not be subject to advé 
notice. 

Cargo ships will use ship's line. 

In Krueng Geukueh Harbour: 2 tugs available with 1,000 hp’ 
ship's line. 1 mooring launch, 105 h.p. 1 pilot boat, 250 h.p. and! 
boat, 270 h.p. 
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od Requirements: 

‘Yan. 3 tugs for berthing and 2 tugs for unberthing. 
pM: 2 tugs for berthing and unberthing. 

NGLPG: 4 tugs for berthing and unberthing. 
“<VEDORES: Available. PBM Stevedoring Company. 
yeDICAL: Hospital facilities available. 

THING: Old Lhokseumawe Harbour (Lhokseumawe Terminal): A 
“ai pier with length 60 m. Construction: Piles with wood on the top. 
sth 2.4 m. Only barges and small vessels under 500 d.w.t. can berth. 

| “ging Lancang Harbour (Arun Terminal): 2 special LNG docks, 
| oom length each with 10 mooring dolphins and 4 rubber fenders. 
seoih 14m. at LWS. 
“One special LPG dock, 270 m. length, with 6 mooring dolphins and 
»ypper fenders. Depth 14 m. at LWS. 
“west Cargo Dock: Length of the dock 400 m. Depth 6 m. at LWS. 
cast Cargo Dock: No longer operational. 
BM: The berth which is located offshore is designed for oil tankers 
waging from 30,000 d.w.t. to 100,000 d.w.t. 
_ esse! approaches berth heading 250°T between Buoys 6 and 7 (see 

Pian”) 

the MBM consists of 9 cylindrical mooring buoys secured by 3.5 in. 
aelink chain to 30,000 Ib. anchors. Some of the mooring buoys are 
«ed with 44 mm. 750 ft. long preventer wires for use with large ships. 

Ships using the 16 in. hoses must have a derrick on the port side with 
sWLof 10 tons with which to lift the hoses from the seabed. The winches 
¥ship for taking on the shore wires on the drum must be able to 
whstand 35 tons breaking strain. 

| Engines to be on one hour's notice throughout. 
yew SPM: Located 1 km. N.W. of MBM in position: Lat. 
15’ 18.23” N., Long. 97° 04’ 03.33” E. The SBM is designed for 
4000 d.w.t. — 280,000 d.w.t. 
| Asean Aceh Fertiliser (AAF Special Fertiliser Harbour): Berth A: 
| yecial fertiliser in bulk. 200 m. long with 8 dolphins (4 fenders). Depth. 
‘)m. at WS. Designed capacity : Max. d.w.t. 10,000 or 169 m. length 
ae to moor. 

Berth B: General cargo berth. Concrete construction 300 m. long with 
enders every 20 m. Depth 10 m. at LWS. Max. size 160 m. LOA able 
moor. 

PIM Special Fertiliser Berth: Located S.E. from Berth “Berth A” — AAF 
seth. (PIM — Pupuk Iskandar Muda; AAF — Asean Aceh Fertiliser). 
designed capacity : Max. d.w.t. 10,000 or 169 m. length able to moor. 
\ew Lhokseumawe Public Berth: Length 80 m. Vessels with Max. LOA 
‘90m. are able to moor using dolphin and mooring buoy. 

| TANKERS: Oil tankers will be berthed at the MBM or the SPM. 

| The Loading/Mooring Master will provide shore labour for connection/ 
‘sconnection of the submarine hose strings. He maintains 

| ommunication links with terminal. 

Diameter of load line — 216 in. for large tankers. 

-2x8 in. for small tankers. 
| Ships visiting Blang Lancang should have clean ballast. No dirty 
wllast or slops facilities available. 

LPG/LNG: 


m| Storage Capacity: 
] LNG 636,000 cu.m. 
if Liquid nitrogen 6,500 gallons 
d Working Pressure: 
mt) LNG 70 p.s.i. 
LPG 22 p.s.i. 
NG Characteristics: 
Explosion limits 5.3 — 14 % vol. 
Me Flammable Yes 
e Boiling point —161°C. 
J Flash point —175°C. 
Critical pressure 45.6 kg./sq.cm. 
Critical temperature —82.5°C. 
Condensing ratio 0.8038 
loading: 
Vapour Vapour 
& LNG Return LPG Return 
*eline (in.) 24 30 28 24 
ading rate (cu.m.p.h.) 11,000 3,400-4,770 
4scharging rate 77,880 10,700 (Propane) 
_ominal cu.m.) 12,400 (Butane) 
%. of lines 3 1 2 1 (Propane) 
1 (Butane) 
Z "88 connection (in.) 16 16 12 12 (Propane) 
i 12 (Butane) 
¥@x vertical limit (m.) 7.0 11.9 
Yentold to rail (m.) 3.35 (max.) 2.60 (max.) 
g 1.25 (min. 
0 Condensate: 
Storage capacity: 340,000 k/I 
, Loading temperature: 90°F. 
ft Working pressure: 220 p.s.i. 
hi Reed Vapour Pressure: 13 p.s.i. 
API Gravity at 60°F.: 56-51 
, Loading rate (Bbls.p.h.): 55,000-60,000 
Pipeline: 42 in. 
Hoses: 2X12 in. 
Also see “Berthing”. 
JENSITY: 1024. 
*) FRESH WATER: Available at a rate of 20 t.p.h. 
‘ EL: Not available. 
| sh E PRECAUTIONS: No smoking will be allowed on board while the 
P's berthed and on the plant site of Arun Terminal, except in places 
proved by Harbour Master. 


| sep eetS: No Consuls in Lhokseumawe. 
_ PAIRS: Minor repairs possible. 


; | ‘VRVEYORS: Saybolt Surveyor attends at Blang Lancang CBM/SPM/ 


ie dock. 
Y DOCKS: No facilities. 
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GANGWAY/DECK WATCHMEN: Ship's crew maintain deck watch. 
Gangways: Cargo and oil tankers use ship's gangway. LNG and LPG 
tankers use shore gangway. 


REPATRIATION: Crew changes and repatriation can be effected. 
AIRPORT: Lhokseukon Mobil Oil Domestic Airport, about 30 km. from 
Lhokseumawe. 

Malikussaleh/Kreung Mane PT. Arun Public Airport (Domestic) about 
30 km. from Lhokseumawe. 

Polonia International Airport located in Medan, about 360 km. from 
Lhokseumawe. 


TIME: GMT plus 7 hours. 
OPENING/CLOSING HATCHES: By ship's crew. 


CUSTOMS ALLOWANCES: 200 cigarettes/10 cigars. 100 grams of 
tobacco. No spirits to be taken ashore. 
CARGO GEAR: At Lhokseumawe Terminal/Hagu no facilities for heavy 
lifts. 

At AAF Cargo Dock/Blang Lancang Cargo Dock, heavy lifts can be 
handled. 


HOLIDAYS: For LNG and Condensate: No holidays in operation. For 
other vessels: Idul Fitri — Idul Adha, no operations. 


POLICE/AMBULANCE/FIRE: Police: Lhokseumawe/Hagu 
(Sector) Public Tel: 110. (Resort) Tel: 21490. 

Blang Lancang Area: Public Phone Tel: 21566 ext. 3242. Plant 
security ext. 2041/3222. PT. Arun Phone (Direct) Tel: 3242 or call PKB 
20 on VHF Channel 16. 

Krueng Geukueh Area: Public Phone (Number not given). 
Ambulance: 

Lhokseumawe/Hagu Area: Public Phone Tel: 118. (Public) Tel: 21012. 

Blang Lancang Area: PT. Arun Phone (Direct) Tel: 3111, 2572, 2463 
or call PKB 20 on VHF Channel 16. 

Kruen Geukueh Area: PT. AAF (Direct) Tel: 555. PT. PIM (Direct). 
Tel: 333/444. 

Fire: 

Lhokseumawe/Hagu Area: Government Public Tel: 113/21955. Mobil 
Oil 21444 ext. 4225-4226. PT. Arun: Government Public Telephone Tel: 
21566 ext. 2111, 1111. 

Blang Lancang Area: PT. Arun (Direct) Tel: 2111, 1111 or call PKB 
20 on VHF Channel 16. 

Krueng Geukueh: AAF public telephone No. 22433, 22343, 22232. 
Plant Site ext. 222. Housing ext. 333. PIM public telephone No. 22699, 
22149, 22769. 


Area: 


EMERGENCY CO-ORDINATION CENTRE: Contact “PKB 1” Belawan 
Radio for Search and Rescue. 
TELEPHONES: No ships’ telephones except for LNG/LPG ships during 
berthing. 
SERVICES: Available. 
BANKS: Lhokseumawe: 
Bank Exim Tel: 22085 
B.D.N. Tel: 21062 
B.I. Tel: 21399/21581 
B.B.D. Tel: 21332 
B.R.I. Tel: 21113 
B.N.I.-46 Tel: 21258 
Blang Lancang Area: 
B.D.N. Post Batuphat PTG. Arun (Direct) Tel: 3157,3158 
PT. Arun Pioneer Camp (Direct) Tel: 3314 
Krueng Geukueh Area: 
P.I.M. (Direct) Tel: 341. 
SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: Shore pass as required by Agent. 
DELAYS: Vessels calling at Blang Lancang CBM may be delayed if 
ship's mooring system is unsuitable or when berth is affected by strong 
winds and/or swell. 
GENERAL: Post Office: Lhokseumawe: JI. Samudera. Tel: 21026. 
Blang Lancang/Krueng Geukueh: Batuphat (PT. Arun Tel: 3159). 
Telegraphic Office: Centre or Interlocal: JI. Merdeka. Tel: 21757. 
Port Services: J|l. Pelabuhan Tel: 21181. Harbour Master Tel: 21485. 
Restricted Area: 1.75 nautical miles radius of the centre of the SPM 
position. 


SHIPMASTER’S REPORT: April 1981 (Updated 1990). 
Arun Terminal: 

Documents: See “Jakarta”. 

Chart: B.A. 3584. 

Berthing: There are jetties for LNG loading. 

North Dock: Lat. 05° 13’ 23” N., Long. 97° 05’ 55” E. 

South Dock: Lat. 05° 13’ 09” N., Long. 97° 05’ 49” E. 

This is an open sea loading point located just at the right hand side 
of the port of Blang Lancang for ships to load condensate cargo only. 

Pilotage: Compulsory, Loading Master together with 4 — 6 shore 
personnel will assist in mooring, Pilot also onboard. 

Loading: Vessel should be equipped with 10 ton derrick on port side, 
manifold 212 in. on port side, 2 mooring winches/drums, 1 minimum 
available at forward maindeck and 1 at after maindeck for serving the 
preventer wire 44 mm.x750 ft., as breast lines for 2 buoys. Vessel 
should also be equipped with 14 mooring lines minimum length 210 m. 
each for 9 mooring buoys. Loading Master will discuss the mooring 
procedures with Master before mooring. 

Shore Facilities: None. 
Agent: Pertamina, Blang Lancang, Cable Address: Pertaminaship, 
Jakarta. 
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SHIPMASTER’S REPORT: September 1983 (Updated 1990). 
Arun Terminal: 
Documents: 

On arrival Health, Immigration and Harbour Master's Officer will board 
with the Agent to issue clearance. 
Papers required: 

Maritime Declaration of Health. 

Vaccination Cards. 

Derat Certificate. 

Crew List (10-12 copies). 

Passports/Seamen's ID Books. 

Last Port Clearance. 

Arrival Report (supplied by the Agent). 

The Agent will require the following documents to take to the Custom 
House ashore: 

Ship's Register. 

International Loadline Certificate. 

Safety Radio Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Certificate of Financial Responsibility (oi! pollution). 

Derat Certificate. 

Immigration may take some, or all Passports/ID ashore. 

After these formalities have been completed 4 or 5 Customs Officers 
will board. They will require: 

Ship's Stores List. 

Crew Personal Effects List. 

Cargo Manifest (‘nil’ declaration if applicable). 

About 4 — 5 copies of each of the above should be adequate. The 
bond store, and possibly other storerooms, will be checked and some 
or all cabins will be searched. 

Cargo documents should normally be ready by the time the hoses 
are disconnected, (about 1.25 hours after completion of loading). Return 
of Ship's Certificates, Passports, and issue of Port Clearance, can, it is 
reported, cause some delay. Vessels are not allowed to wait at the berth 
for documentation. 

Pilotage: See “‘Berthing”’. 

Anchorages: A designated waiting anchorage for tankers lies about 
1.25 miles North-Eastward of the berth, in depths of about 60 m. (clay). 
Restrictions: Mooring of condensate tankers carried out in daylight only. 
Unmooring is allowed day and night. 

Restricted area: 1.75 nautical miles radius from centre of SPM. 
Max. Size: The tanker berth is designed to accept vessels up to 
100 MDWT, with LOA 275 m. 

Approaches: Charts: BA 2777; BA 3585. 

Apart from an active fishing industry operating in the area there are 

no navigational hazards in the approaches. There are adequate 
navigational lights serving Blang Lancang and Pelabuhan Blang 
Lancang, (although neither the light or racon on the beacon at Ka 
Geukueh, about 1.5 miles Westward of the terminal were active 
9th-15th September, 1983). The storage tanks and gas flares at the 
terminal are prominent day and night. 
Radio: Send ETA 72, 48, 24 and 5 hours in advance to Lhokseumawe 
Radio Station, Telex No. 51696 (Station operated by Pertamina). 
Additional information regarding the vessel's details, last port, cargo 
requirements, etc., is not obligatory as far as is known but seems 
advisable. 

Radio Station ‘PKB 20’, at Lhokseumawe will handle traffic concerning 
navigation, cargo, etc., but watch schedules do not appear to be regular. 
The terminal may, via PKB 20, request information from the vessel 
regarding cargo requirements, loading rate, deballasting time (if 
applicable), number/type of mooring lines. 

VHF: When within appropriate range the terminal may be contacted on 
VHF Channel 16; working Channels 9 and 19. The call sign is ‘Arun’. 
Tugs: Three tugs, each 4,200 h.p., assist the berthing. One tug is made 
fast forward and one aft; centre leads; tugs’ towing ropes. One tug 
pushes at amidships as required. Two tugs attend during unberthing. 
Two large mooring boats are employed for mooring/unmooring. 
Berthing: The terminal, owned and operated by Pertamina, together with 
Mobil and Japanese interests, exports Arun Natural Crude and LNG. 
Tankers load at a multi-buoy berth about 1.5 miles off-shore. Gas 
carriers load in a small artificial harbour (Pelabuhan Blang Lancang), 
about 1.5 miles E.S.E of the terminal. The small port of Lhokseumawe 
lies about 5 miles S.E. of the terminal. New Lhokseumawe Public 
Harbour and Fertiliser Terminal (AAF & PIM) located in Terminal Krueng 
Geukueh, about 5 miles WNW of the Blang Lancang outer buoy. 

The tanker berth is located in an open roadstead in depths of 35 m. 
-— 50 m. There are 9 mooring buoys, 2 bow buoys, 2 breasting buoys 
each side, 2 quarter buoys and 1 stern buoy. The tanker will require 
4 bow lines, 4 breast lines and 5 stern lines. Wire ropes are acceptable, 
preferably with nylon tails. The bow lines should be at least 250 m. in 
length. Additionally the tanker will be required to pick up a 42 mm. 
diameter wire rope from each of the breasting buoys. Prior to berthing 
the vessel's mooring equipment will be inspected by the Mooring Master 
who will discuss the mooring operation with the Ship's Officers. The 
Mooring Master and Assistant will board with the Pilot at the time of 
berthing to supervise the mooring operation. 

Accommodation on board is required for the Loading Master and one 
Mooring Master. 

Scuba divers are in attendance to sort out any underwater problems 
that may occur with regard to the moorings and hoses. 

Loading: Arun Natural Crude is a condensate, (akin to naphtha), very 
light and gassy. Approximate quality details are: 

API, 55; temperature, 32°C; RVP, 11 psi. Cargo is loaded via two 12 in. 
flexible hoses. The terminal supplies labour for connecting/disconnecting 
the hoses. Ship's crew required to assist and operate winch and derrick. 
Allow for about 6 tons lift on each hose. Maximum loading rate is 
65,000 bbis/hour. The terminal meters the quantity of cargo loaded. The 
meter is proved at each loading and the ship should receive a proving 
report on completion of loading. 
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Medical: Treatment available. 

Fresh Water: None. (Said to be available at Pelabuhan Blang Lancay 

Fuel: None. (Said to be available at Pelabuhan Blang Lancang), 

Airport: There is, reportedly, an air service with Medan, about 159 

oe of Blang Lancang. Medan is said to be served by internaty 
ights. 

Shore Leave: Permitted. 

Developments: Plans to install an SBM, as an additional berth, 

been approved, it is reported. 

General: Tides: Refer Lhokseumawe. Tides are semi-diurnal. 

range is 1.4 m. Rates appear to be fairly weak. A ship will generally, 

windrode at the anchorage. 

Weather: November to March winds from N.E. prevail. June 

September winds from S.W. prevail. The area is subject to SW'ly 

May-September, and particularly June-August. Thunderstorms are m 

frequent March — April and October — November. 


AUTHORITY: Lhokseumawe Port Administrator, JI. Pelabuhan No. 
Lhokseumawe, Indonesia. Tel: 21485. 

Public Port Service (PERUM Pelabuhan | Lsm) JI. Pelabuhan Ny 
Lhokseumawe, Indonesia. Te/: 21181 — 21881. Telex: 51039 PP |» 
Contact: Ibrahim Muchtar, Branch Manager. 

Ubed Beddy, Harbour Master. Tel: 21485 and VHF Channel 16. 

Dr. Sukristoro Wardoyo, Port Health. Tel: 21154. 

B. Sutrisno, Lsm. Customs. Tel: 21267. 

Hamzah Akimin, Blang Lancang, Customs. Tel: (PT. Arun) 2145 

Darsoeki, Immigration. Tel: 21039. 


MACASSAR (Ujang Pandang): 05.08 S. 119.24 E. 
(See Pla 


DOCUMENTS: 

Certificate of Registry 

Crew List - 

Log Book 

Certificate of Seaworthiness 

Load Line Certificate 

Radio Certificate (Solas Certificate) 

Health Certificate 

Equipment Certificate (Solas Certificate) 
Shipping documents as follows: 

Manifest of cargo 

Bills of Lading 

Charter Party (if necessary) 
PILOTAGE: Pilotage compulsory for vessels of more than 150 cum 
gross volumes. 
To order a Pilot: 

1. Contact the ship's Agent in this port via Macassar Radio (calls 
PKF) by ship's radio or VHF Channel 16. 

2. Also contact Macassar Pilot Station tower by VHF Channel ‘f 
Pilotage Information: 

1. Every vessel of 71 m. LOA and over under Pilot's direction! 
berthing and unberthing is to use the Port Administration tugs. 

There are 2 tugs available with initial letters “PA” on their blue fum 

M.T. “Anggada VII” 800 h.p. 
M.T. “Selat Tanakeke” 1,160 h.p. 

2. Every vessel of 31 m. LOA and over, under Pilot's direction! 

berthing and unberthing is to be assisted by Port Administration moott 


boat. 

ANCHORAGE: The anchorage for vessels awaiting a Pilot is ar 
the position Lat. 05° 07’ 30” S., Long. 119° 22’ 30” E. with dept 
water 25 m. at LWS. 

RESTRICTIONS: Entry not permitted after 1800 hrs. Every forél 
vessel is to have special permission from Indonesian Governmet 
Directorate General of Sea Communication for entering and shouldt® 
representatives or handling Agent before entering this port. 

Warships should contact the Indonesian Navy Commander of Ter 
VII (Pangdaeral VIl) before entering the port. 

MAX. SIZE: Max. LOA 200 m. Max. draft 9.0 m. 

RADIO: See ‘Pilotage”’. 

VHF: Harbour Master on Channel 16. Pilot Station on Channel 12 
TUGS: 5 tugs available. 

BERTHING: 

Depths of Water: 

Main Entrance Channel: 13 m. at LWS. 

Soekarno Wharf: Length 1,350 m. Depth 8.0 m. — 9.0 m. at LWS 

Hatta Wharf: Length 550 m. Depth 8.0 m. — 9.0 m. at LWS. 

Oil Jetty (Pertamina Jetty): 8 m. at LWS. 

Anchorage in the inner waters: 11 m. at LWS. 

Special Attention in West Monsoons (November to February): 

All vessels alongside Soekarno and Hatta Wharf should use fore’ 
aft mooring lines to buoys which are available, to prevent the be® 
of ship’s hull against the wharf. 

STEVEDORES: Stevedoring by Port Labour (UKA). Capacity’ 
discharging: 12 ton gang/hour — General Cargo. 17 ton gang/hour-® 
Cargo (in bags). Heavy cranes available, capacity 15 tons. 
MEDICAL: Doctor and clinic available. 

FRESH WATER: Available rate 50 t.p.h. 

FUEL: Available, MFO 50 t.p.h. 

IDENTIFICATION CARDS: Needed by Immigration Office. 
CONSULS: Japan and Norway. 

REPAIRS: Minor deck or engine repairs possible. 
GANGWAY/DECK WATCHMEN: There are no special deck we 
men services but can be arranged through Agent. 
OPENING/CLOSING HATCHES: Work carried out by stevedores 


70MS ALLOWANCES: Tobacco. Only sufficient for personal use 
10 grams tobacco or 200 cigarettes for one passenger). 
"Woe and/or spirits not permitted out of bond. 
= T: Macassar Airport, called “Mandai Airport’, distance from 
Men aout 23 km. 
“s s: Macassar—Kendari and Jakarta-Surabaya—Macassar 
every day (3 times a day). Macassar—Ambon—Jayapura. 
Middle Indonesian Time, GMT plus 8 hours. 
AYS: Every Sunday; New Year (January 1st); Idul Adha 
% ber 11th); 1st Muharam 1399 H. Isa Almasih (May 15th); 
. sedamation Day (August 17th); Mi’radj Muhammad (July 3rd); Idul Fitri 
september 9th); Maulud Muhammad (February 20th); Santa Maria 
: ay 15th); Christmas Day (December 25th). Work can be arranged at 
e rates. 
' hice FIRE/ AMBULANCE: Police, Fire 4306. Ambulance 7227. 
=LEPHONES: No arrangements exist for placing telephones on board. 
ys: Caused by rain (bad weather). 
4 VELOPMENTS: In near future, Macassar to have bonded 
, evenouse, godown for dangerous cargoes and be able to handle 
7 gmainers. 


s#PMASTER’S REPORT: March 1986. 

5 buoys marked swept channel which has been realigned west of 
«dngareng Lompo. Most local vessels use the alternative swept 
sannel which passes South and East of Kudingareng Lompo. Mariso 
acon has been replaced by Ujong Pandang Beacon. The windows of 
sstour mill and silo terminal are the most positive mark for approaching 
*epilot station. The light beacons close to the entrance are impossible 
»dentify from the city lights behind. 

piot station has VHF Channels 12 and 16. 24 hour pilotage service 
snow available. The Harbour is cluttered by a dozen unlit mooring 
‘yoys, and great care is needed for ship's propellers. 

Standard Indonesian Arrival Formalities soon after arrival. Inspection 
‘wm consists of 2 Immigration Officers, 2 Customs Officers, Officials 
om the Harbour Masters Office and 2 Agents. 

vessels loaded crated plywood, standard 8 in. x 4 in. sheets, 
peraging 1.070 kg. Freight measurement 1.8 cu.m., gross 
measurement 2.02 cu.m. stowage about 3.06 cu.m. in centre holds. 
Snall fork lift stows 6 tiers high, then lay steel plates and load up to a 
uther 6 tiers. Vessel worked 3 hooks which averaged 50 — 60 crates 

jx hook per hour. Factory 10 km. by road. Special alertness required 
yclosing hatches in sudden torrential rain at night. Also Special 
yecautions required for pilferage, such as removing all pressure gauges 
om hydraulic systems in deck houses. Long hasp padlocks provide no 
geurity at all, being broken more quickly than they can be unlocked. 


\WTHORITY: Department of Communication, Directorate of Sea 
_onmunication, Port Administration Macassar, 6th Sea Communication 
© %gonal Office, Ujang Pandang. 


* WADURA: 06.51 S. 112.57 E. 


ALOTAGE: Mooring Master boards in position Lat. 06° 48’ 30’S., 
ing. 112° 56’ 49” E. 
: XESTRICTIONS: Berthing and unberthing during daylight hours only. 
VAX. SIZE: Max. d.w.t. 105,000. Max. LOA 250 m. 
#/*ADI0: Surabaya Radio. Call sign PKD. 
é IHF: Surabaya Radio. Call sign PKD 6. 
i XRTHING: Depth alongside storage tanker 21.3 m. 
WADING: Crude oil is loaded at an average rate of 15,000 b.p.h. 
"ough 2x 12 in. hoses. 


; *aracteristics of Crude Oil: 

4 API Gravity at 60°F. >por4Get 
Reid Vapour Pressure at 100°F. 3.9 psi 

"1 ‘iscosity at 100°F. 1.75.cST 

') Sulphur Content 0.02 % wt 
varbon Residue 0.7 % wt 
Flash Point (PMCC) Below 50°F. 
Pour Point 40°F. 


KEDICAL: First-aid available. 
RENSITY: 1020-1025. 
ESH WATER: Not available. 
VEL: Not available. 
ISULS: None. 
SPORT: Juanda Airport at Surabaya is the nearest airport. 
'ME: GMT plus 7 hours. 
ENERAL: Charts: Indonesian Charts No. 84 and 96. British Admiralty 
— No. 1066, 1653 (C) and 921. 
‘ GENCY: See “General” before first port. 


SIPMASTER’S REPORT: December 1985. 
y | “ation: The terminal is located 2.5 miles off the island of Madura on 
" rs NW. coast in position: Lat. 06° 50’ 40” S., Long. 112° 56’ 45” E., 
red the entrance of Surabaya Strait. 
snuments: See “Jakarta”. 
age: Compulsory within the terminal limits. Pilot boards in the 
“forage or if berthing on arrival Pilot will board 2 miles North of the 
8ge tanker “Asoka Nusantara”. Pilot comes on board from a tug 
/gthe “H" flag and requires a lee with pilot ladder or accommodation 
®t rigged on lee side. 
ip “horage: Within a 500 m. radius of position: Lat. 06° 45’ 30” S., Long. 
Bs 36’ 49” E. (2 miles North of storage tanker). Depth of water 32 m. 
jactions: Normally daylight berthing only. Unberthing at any time. 
% Size: Max. LOA 250 m. Depth of water 75 ft. 


INDONESIA 


Health: The Health Authorities come on board after completion of 
berthing. They come from Surabaya by helicopter. 

Radio: All incoming tankers are to send 72 hours and 48 hours notice 
of ETA to Kodeco-Madura Marine Terminal, through Pertaminaship 
Jakarta (Telex: 44450 and 45348) as Agents, giving best ETA. The first 
message should also include the following information: 

1. Name of tanker and radio call sign. 

Cargo requirements. 

De-ballasting time; if a separate/permanent ballast system is fitted 
on board, this must also be stated. 

Maximum loading rate. 

Arrival draft, forward and aft. 

Last port of call. 

Confirm that vessel has clean Bill of Health. 

If there is any sickness aboard, give all available information as to 
the possible type of sickness. 

Specification, difficulties, defective equipment or gear which could 
present a hazard or difficulties when mooring/unmooring or during 
operations. 

Further ETA message should be sent (to Kodeco-Madura Marine 
Terminal via, Pertamina local Agent; Cable address: Pertaminaship 
Surabaya. Telex: 31390 PSHSB) when the tanker is 24 hours and 
12 hours from the terminal and if any significant change occurs in the 
original ETA or those subsequent thereto. 

VHF: The storage tanker keeps watch on Channel 16 throughout 
24 hours. The Pilot works on Channel 6. 

Whilst in the anchorage vessel is to maintain watch on Channel 16. 

Tugs: 2 tugs, “Ogan" 1,700 h.p. and “Semeru” 3,200 h.p. assist in 
berthing. 
Berthing: The storage tanker “Asoka Nusantara” is of 107,000 d.w.t., 
LOA 260 m. and is permanently moored to an SBM by a 14 in. line. To 
load crude oil, the export tanker will be moored alongside the starboard 
side of the storage tanker. For this purpose 4 Yokohama fenders are 
laid on the water along the starboard side of the storage tanker. 
Six ropes are required at each end. Berthing is port side to. 

Hose Connection: 212 in. rubber hoses with camlock quick release 
mechanisms. Ship’s derrick required and connection is made by ship’s 
crew. 

Loading: The storage tanker has 3x 10,000 bbis.p.h. pumps. Maximum 
loading rate is 30,000 bbls.p.h. and minimum loading rate is 15,000 
bblis.p.h. 

Madura Crude Oil is as follows: 

API at 60°F 
Temperature 
Pour point 
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47.0 — 46.0 
85°F — 90°F 
10°F 
Facilities: 

No dirty ballast facilities. 

No slop tanks available. 

No fresh water available. 

No shore leave allowed. 

No crew changes possible. 

No stores available. 

No clinic is available. 

. No bunkers available. 

Time: GMT plus 7 hours. 
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AUTHORITY: Operator: Kodeco Energy Co. Ltd., Nusantara Building, 
19th Floor, Jakarta, Indonesia. Tel: 336244. Telex: 44734 Kdcegy-la. 


MALILI: 02.39 S. 120.59 E. (See Plan) 
MANGKASA: 02.44 S. 121.04 E. (See Plan) 


OPERATOR: P.T. International Nickel Indonesia (P.T. Inco). 

LOCATION: Malili and Mangkasa Tanker Terminal are situated in the 

cata Bone, South Sulawesi about 300 miles N.E. of Ujung Pandang. 
alili: 

Malili port is situated in the Gulf of Bone, South Sulawesi about 5 miles 

from Mangkasa Sea Tanker Terminal. 

Vessels arriving at Malili port must remain in the Roads Anchorage, 
Anchorage Light Buoy (Qk. FI.) in position Lat. 02° 42’ 30” S., 
Long. 121° 01’ 40” E. Anchorage is to the South of the buoy and having 
average depth of more than 20 m. (LWS) 

This port is to be assigned for dry general cargo discharging and 
loading of nickel ore. 

The sea chart to be used is Indonesian Chart No. 319. 

Mangkasa Sea Tanker Terminal: 

The terminal is located at Lat. 02° 44’ 25” S., Long. 121° 04' 00" E. This 
terminal is provided for tankers of about 20,000 d.w.t. which are to be 
equipped with hose lifting derrick at the port side manifold. 

The sea terminal itself consists of a four buoy mooring. 

The hose has a diameter of 12 in. and fitted with 12 in. x 150 lb. ASA 

flange. Max. pressure allowed 7kg./sq.cm. The submarine pipe 
diameter is 20 in. 
FLAGS: In accordance with the practice in Indonesian ports, the vessel's 
national flag, the Indonesian courtesy ensign, quarantine, immigration, 
Pilot and call sign flags must be displayed by all vessels approaching 
the port. These signals shall be displayed continuously until clearance 
is granted. 

The above mentioned signals are: 

Sunrise to sunset: quarantine flag “Q”. 
Sunset to sunrise: signal lights red over white. 

The flag ‘‘N” should be flown until the Immigration Officer boards the 

ship. The “G” flag should be flown until the Pilot boards. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


The vessel should also fly its call sign until the vessel is secured in 
the berth. These call sign flags must be flown again when the vessel is 
Sailing until the vessel is clear of the anchorage area and the Pilot has 
departed. 

The “G" flag should be replaced by ‘H” flag if the Pilot is already 
aboard the vessel. 

The “P” flag may may be flown if the vessel is going to sail within 
24 hours. 

DOCUMENTS: Indonesian Immigration, Customs and Port Officials will 
board the vessel to grant clearance. Each crew member should be in 
possession of an International Vaccination Card and passport. 

The following documents may be required for granting Pratique for 
the vessels arriving from foreign ports: 

Certificate of Registry. 

Ship's Construction Certificate. 

Load Line Certificate. 

Safety Equipment Certificate. 

Safety Radio/Telephone/Telegraph Certificate. 

Derat or Exemption Certificate. 

Cargo Gear Certificate. 

The last Port Clearance and Crew Lists are also required. 

Flag Dispensation: All foreign vessels entering Indonesian ports must 
have requested and been granted Flag Dispensation prior to the arrival 
at the port. Also a loading or discharging permit must have been applied 
for from the authority concerned. All this will be done by the general 
Agent. 

PILOTAGE: A Mooring Master will board the vessel in the anchorage 
area and advise the Master on all manoeuvres relative to berthing and 
unberthing and connecting the hoses. 

Vessels are requested to make a lee and have an accommodation 
ladder long enough to reach the Mooring Master's launch. At night 
adequate lighting should be provided. 

MAX. SIZE: The tanker buoy mooring is designed for a vessel of 20,000 
d.w.t., 26,700 tons displacement, LOA 600 ft., and max. draft of 31 ft. 
RADIO: Vessels arriving between 0700 — 2300 hrs. (local time) should 
contact Malili Radio “PKF-7" on VHF Channel 16 four hours before 
arrival to confirm arrival time. 

Notice of Arrival: 72 hours prior to the arrival at Malili or Mangkasa 
Tanker Terminal, the Master has to cable his ETA to “Inco 
Ujungpandang” through Ujung Pandang Coastal Radio Station which 
then, will be passed on to Malili or Mangkasa Coastal Radio Station. 

The Master has to reconfirm or amend the ETA 48 hours and 24 hours 
before arrival at the port. 

The cable address of “P.T. International Nickel Indonesia” (P.T. 
“Inco”) of Ujung Pandang is Nikel Indonesia Ujung Pandang. 

The coastal radio station of Ujung Pandang has the following 
particulars: 

Name of Station: Ujungpandang Radio. 

Call Sign: PKF. 

Frequency: 465 — 500 — 8686 — 13101 kHz (A1), and 4409 — 2182 — 

6518.6 — 8738.4 kHz (A3). 

Power: 1 kW. 

Service Hours: See book of Indonesia Coastal Radio Stations. 
Geographical Location: Lat. 05° 06’ 30” S., Long. 119° 26’ 20” E. 
Details of Cable: The information cable should give the following data: 

. Name of vessel and radio call sign. 
. ETA in GMT and date (local time, GMT plus 8 hours). 
The quantity of cargo to be discharged. 
. Maximum discharging capacity (for tanker only). 
. Vessel’s draft on arrival. 
If there is any sick crew on board or clean bill of health. 
Last port of call. 
. Any hull, bulkhead or valve leakages which may cause 
pollution (for tanker only). 
9. Distance in feet from bow to vessel's manifold connection. 

10. Flange dimensions of vessel's manifold. 

11. Any requirements such as provisions, fresh water, etc. 
Language: The languages used are Indonesian and English. 
BERTHING: Mangkasa Sea Tanker Terminal: Mangkasa Sea Tanker 
Terminal is an offshore system with 4 fixed anchors connected to buoys 
which have a quick release mooring system. Buoys are located to suit 
20,000 tonners with 2 buoys on the bow and 2 buoys at the stern. These 
buoys are not lit. 

Connection to tank farm is via 12 in. flexible hose joined to 20 in. 
undersea pipe to the tanks. The flexible hose is fitted with a 
12 in.x 150 Ib. ASA flange. 

If the jetty of Mangkasa Tanker Terminal or “four mooring buoys” is 

unoccupied and has been fixed for certain vessel, the vessel will be 
boarded by a Mooring Master in the anchorage area providing that the 
vessel in all respects ready to commence discharging her cargo. The 
NOR tendered by the Master concerned will be accepted at the time 
the Mooring Master boards. 
Anchoring: A vessel which has to anchor on arrival due to certain 
circumstances has to inform Balantang Base (VHF Channel 16) of her 
exact time of arrival at the port. This is important for adjusting the 
acceptance of the NOR tendered, providing: 

1, It is within daylight, i.e. O600 to 1800 hrs. local time. The NOR is 
considered to be accepted at the time the Mooring Master boards. 
Should the vessel have been at anchor, NOR is also accepted at the 
time the anchor is aweigh providing the Mooring Master is already 
onboard the ship. 

2. It is not a public holiday or Sunday, unless the vessel is actually 
handled on that day. 

3. The port is still open. 

In addition to the above conditions, vessels arriving at an 
unreasonable time ahead of their last signalled estimated time of arrival 
will not be accepted. 

Exact Time of Arrival: It is stressed that every Master has to advise the 
Port Control of his exact time of arrival to avoid unfavourable situations. 
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Work Crew Service: Mooring and unmooring, lifting, lowe, 
connecting and disconnecting hoses will be done by a termina) 
crew under the direction of the Mooring Master. Assistance from 
personnel in operating windlasses, winches etc., will be required. 
Tanker Engines and Hose Lifting Derrick: Being an open roa 
vessels must keep engines on stand-by during their stay in the 
No repairs to main engines may be undertaken while in berth. Po 
must be kept on deck winches in case adjustments to mooring lines; 
found necessary. Ship's booms and deck winch must be Capabe 
operating with a SWL in conformance with table shown on Page 
Appendix C to the International Oil Tanker and Terminal Safety Cu 
Vessels with inadequate hose lifting equipment will be rejected. 
Safety: Every vessel which berths at the buoys shall remain unde), 
charge of the Master who will take all steps necessary to preserve: 
safety and security of such vessel, crew and terminal personnel, 
may board in the execution of their various duties. 

The Master of every vessel at anchor in the designated ancho 
secured to the mooring buoys shall ensure that all parts of the ve 
to which any person may be lawfully required to proceed are Prope 
illuminated. 

Efficient and easy means of access shall be provided to every vey 
at anchor and at the mooring buoys and such access shall be adequa 
illuminated between sunset and sunrise. 

No person(s) shall be permitted to board or leave the vessel 
than by the gangway or other proper means provided for the purpy 

The Mooring Master may require the vessel to unmoor at any § 
he deems necessary for the safety of the vessel or the moorings orty 
or for infringement of Port Regulations. 

Unsatisfactory conditions will be reported to the company’s 
Superintendent, who is empowered to reject a vessel for future « 
unless the reported deficiencies have been remedied. 

Sufficient crew members must be immediately available at all tip 
to assist with any or all operations on board the vessel at the term 
MEDICAL: Treatment possible at the Nickel Projects Hospita 
Soroako, about 60 km. from Malili. Clinic at Malili available: 
emergencies. 

FRESH WATER: Not available. 

FUEL: Not available. - 

CONSULS: None. 

REPAIRS: No facilities. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, match 
spirits, wine, beers, perfume, arms, ammunition and possibly other ite 
have to be locked up under Customs and sealed from time the ¢ 
arrives in port until she leaves territorial waters. 

Each person is allowed to bring in 200 cigarettes or equivaler 
grams of tobacco or cigars. Special allowances are made for the Ma 
under special circumstances. The Customs officials will seal the sto 
REPATRIATION: Crew changes especially foreign crew are difficw 
arrange. 

AIRPORT: P.T. “Inco” operate a charter flight between Malili and Uy 
Pandang (formerly Makassar) once a day with a Twin Otter ait 
flying time 1 hour. 

SERVICES: Provisions and stores not available. 

GENERAL: Chart: Chart for the area is the Republic of Indonesian 0s 
No. 319 (The Gulf of Bone). 

Facilities: Malili region in which nickel ore mine exploration is ta 
place is a newly opened region, isolated in the middle of the jut 
It is, therefore, not surprising if no facilities are available at presen 
AGENCY: Owners have to appoint one of the Indonesian ship? 
companies as their general Agent for Indonesia. This shipping comp 
will then appoint P.T. “Inco” to be their sub-agent for the Port of 
and/or Mangkasa tanker terminal to attend the arriving vessel. 

The agency appointment which should be confirmed by off 
company letter which has to be received at least 10 days prior to! 
ship's arrival at Malili Port or Mangkasa Tanker Terminal to give! 
general Agent a chance to arrange the necessary permits from! 
Indonesian Government. 


AUTHORITY: P.T. International Nickel Indonesia, 18th Floor, A® 
Building, JI. Medan Merdeka Selatan No. 17, P.O.Box 2799, Jak# 
Indonesia. Tel: (21) 343035 (5 lines). Telex: 01-44757 Nike 
Cables: |Internickel Jakarta. FAX: 021-340819. 

Malili/Mangkasa/Soroako Office: P.T. International Nickel Indoné 
Soroako, South Sulawesi, Indonesia. Te/: (21) 374378 and (® 
28545. Telex: 01-46806 Inco Skoia. FAX: 021-360906. Contact: Catt 
J. Rusdadi, Port Captain. 
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wNTOK: 02.04 S. 105.10 E. 


UMENTS: 
gegister Book. 
ioad-line Certificate. 
derat Certificate. 
arbour Report. 
agdio Certificate. 
nationality Certificate. 
safety Equipment Certificate. 
Port of Call List. 
last Port Clearance. 
Lght dues Payment. 
Health Book. 
scopies Crew List. 
gcopies Stores List. 
scopies Passenger List (if any). 
Navy Book. 
Port Manifest from every port. 
vaccination Certificates. 
Al loading Custom paper from every port. 
pLOTAGE: Not available. 
INCHORAGE: Safe anchorage in 10 m. in position Lat. 02° 06’ S., 
105° 10’ E. 
RESTRICTIONS: None. 
wAX. SIZE: 2 m. draft at quay length 100 m., breadth 30 m. 
gaDIO: Pangkalbalam Radio. Call sign PKC-7. 
UGS: 7 tugboats available for communication between shore and 
sips, with capacity 340 h.p. each. 
BERTHING: Anchorage 165° Tg. Kalian, 2 miles from shore. Only small 
vessels draft 7 ft. alongside quays. 
19 barges with capacity 100 tons — 200 tons available for cargo 
qperations. 
STEVEDORES: Ordered by Agent. 
WEDICAL: Facilities available. 
TANKERS: No facilities. 
FRESH WATER/FUEL: Not available. 
CONSULS/REPAIRS/DRY DOCKS: None. 
CUSTOMS ALLOWANCES: 200 cigarettes per man; 1 bottle per man. 
NRPORT: None. 


| HOLIDAYS: On Moslem holidays, no cargo work. 
| SHORE LEAVE: After receiving permit issued by Chief of Police. 


DENTIFICATION CARDS: Not necessary. 

REGULATIONS: Customs, Harbour Master, Police Maritime, visit ship 
on arrival. 

DELAYS: Delays due shortage lighter space. 


NUNUKAN: 04.05 N. 117.37 E. 


PILOTAGE: Pilotage is compulsory. 

ANCHORAGE: Vessels anchor in position 03° 59’ 15” N., 117° 57’ 45” E. 

RADIO: Tarakan Radio Station (see “Tarakan’’). 

TUGS: No tugs available. 

ee: Wooden pier length 60 m., width 12 m. and depth alongside 
m. 

Srage: There is a godown and open storage is also available. 

STEVEDORES: Available from labour pool. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities available. 

GENERAL: Barges: Not available. 


PALEMBANG: 02.59 S. 104.45 E. 


DOCUMENTS: Upon arrival ships have to fill in the following Forms: 
Harbour Report obtainable from the boarding Pilot, or from the 
Harbour Master. 
Pilot's Certificate. 
»eon arrival vessels have to produce the following Certificates and 
allied which will remain in the Harbour Master's custody until 
Seared: 
Nationality (Registry) Certificate. 
Seaworthiness Certificate. 
Measurement (Tonnage) Certificate. 
Derat (Exemption) Certificate. 
international Load Line Certificate. 
Safety Certificate (passenger ships). 
Safety Equipment Certificate (cargo ships). 
Safety Radio and Radiotelephony Certificate (cargo ships). 
vertificate of Approval (ship's radio station). 
Health Book or Bill of Health. 
last Port Clearance. 
Subscription of Light and Harbour Dues and wharfage if any. 
0 copies Crew List. 
Copies Passenger List. 
2 copies Ship’s Articles. 
2 copies Stores List. 
‘anifests. 
Bills of Lading. 
time Declaration to be completed by Master upon arrival, 
“2inable from boarding Quarantine officer, or via Agency. 


INDONESIA 


ARRIVAL: 2 days before arrival of vessel, the ship's Agent has to inform 
the Port Administration, by completing appropriate forms. Copies of 
completed forms must also be submitted to the Harbour Master, Port 
Health Service, Immigration, Customs and Security for preparations of 
services. 

Agent/Owners to advise Port Administration (Pilot Division) of vessels 

arrival 24 hours in advance. 
PILOTAGE: Compulsory, consisting of Outer (River) and Harbour Pilot. 
Applications should be cabled to pilot vessel via Palembang Radio 
Station. Pilot vessel located at station position Lat. 02° 11’ 08” S., Long. 
104° 57’ 08" E. 

The Pilot may berth the vessel on request of the ship's Agent only 
after obtaining clearance from the Port Administrator, Harbour Master, 
Port Health Service and Immigration (foreign vessels only). 

Vessels arriving in afternoon and unwilling to navigate the river in 
darkness should not hoist the pilot signal. The signal station is at the 
aforementioned pilot vessel, which answers the pilot signal as follows: 
By night: 

A flare-up light slightly over the railing, or waving with a white light 
means: Pilot will soon board the vessel. 1 red light vertical over a white 
light means: No Pilot available, vessel allowed to proceed until Pilot is 
met. 

By day: 

1. The international flag signal KYS from the International Code of 
Signal meaning: Pilot unable to attend due to motor defect or heavy 
seas. The Pilot can be picked up by ship's motor-boat. 

2. The flag signal KKO meaning: No Pilot available, vessel allowed 
to proceed until Pilot is met. 

Use of Harbour Pilot in Palembang is compulsory. 

ANCHORAGE: Musi Bar: anchorage position Lat. 2° 08’ 30” S., 
Long. 104° 58’ 30” E., in depth of 9 fathoms, used for topping up ocean 
tankers from river craft. 

RESTRICTIONS: Palembang is 54 miles upstream. The main entrance 
is the River Arun between Tg. Tjarat and Tg. Gedeh. 

Depths from sea to Palembang/Musi River: 


Sungai Lais 53 Dm. at mean level. 
Kumbang Merah 49 Dm. at mean level. 
Selat Djaran 49 Dm. at mean level. 
South part of Pulau Ayam 54 Dm. at mean level. 
Parit XII 54 Dm. at mean level. 
South of St. Pandan 56 Dm. at mean level. 


Tanjung Carat 50 Dm. at mean level. 
South of Pulau Payung 56 Dm. at mean level. 
Incoming ships have priority in passing the Outer Bar from 2 hours to 
1 hour prior to HW. From 2 hours to 45 minutes prior to HW, outgoing 
ships have to wait between Tangjung Gedeh and Tandjung Tjarat. 
Channel East of Pajung for incoming ships. 
Channel West of Pajung for outgoing ships. 
MAX. SIZE: Max. length 185 m. Max. draft 7.5 m. 
HEALTH: Vessels arriving from abroad have to apply well in advance 
from the Department of Health (Quarantine Section) for a provisional 
Free Pratique, as said Pratique has to be cabled to the port. The 
provisional Free Pratique is only valid for this port, the next port of call 
must be a First Class Port as no further provisional Free Pratique will 
be issued, unless the vessel sails directly abroad. 
RADIO: Palembang Coastal Radio Station. Call sign PKC. 
Working Frequencies: 500/448 kHz, 8437 kHz, 2182/2690 kHz, 
8,808.8 kHz. 
VHF Channel 16, 20, 22, 26 and 28. Time operating (local time) 0700 — 
1330, 1500 — 1730, 1900 — 2100 hrs. 


VHF: 
Harbour Master Channel 14 
Pilot Channel 12 


Tugboat Operations Channel Not known 

Port Operations Channel 12 — 16 

Safety/Security Channel 09 — 12 — 16 
TUGS: Vessels over 60 m. length are required to use at least 1 tug. 
4 tugs available, 1,160 h.p. — 1,800 h.p. 2 fire-fighting tugs at Pertamina, 
750 and 850 h.p. 
BERTHING: Boom Baru: Concrete Wharf, length 630m., depth 
alongside 7 m. at LWS. 
Fertiliser Wharf: 


PUSRI | Length 125 m. Depth 6 m. 
PUSRI II Length 100 m. Depth 6 m. 
PUSRI Ill & IV Length 280 m. Depth 7 m. 


Also see “Plaju”’. 

CRANES: Palembang: (Mobile cranes). 1 at 7 tons capacity, 1 at 
10 tons, 3 at 15 tons, 2 at 18 tons, 1 at 25 tons and 1 at 30 tons. 

There are 19 fork-lift trucks available, capacity 2 tons — 15 tons. 
Pusri: 2 mobile cranes, capacity 5 & 7.5 tons. 3 shore cranes, capacity 
25, 40 and 100 tons. 

MEDICAL: Hospital and First Aid available. 

TANKERS: Pladju Terminal (Right Bank): Downstream of Harbour 
Board quay operated by P. N. Pertamina Unit II (Pladju) (ex-Shell). Also 
see “Plaju”’. 

Sungai Gerong Terminal (Right Bank): Downstream of Harbour Board 
quay, operated by P. N. Pertamina Unit || Sungai Gerong (ex-Stanvac). 
Also see “Plaju’”’. 

STEVEDORES: According to the requirements of the vessel concerned, 
labourers are requested from the U.K.A. (Port Labour Pool). 

The usual working hours at the harbour are: 

Monday — Thursday 0800 — 1200 hrs. 
1300 — 1600 hrs. 


Friday 0800 — 1100 hrs. 
1300 — 1600 hrs. 
Saturday 0800 — 1200 hrs. 


1300 — 1400 hrs. 
Overtime is allowed on request. 
DENSITY: 1000. 
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FRESH WATER: Piped water supply is at 15/20 t.p.h., and through water 
barges is at 50/60 t.p.h. Water barge capacity 100 tons. 
FUEL: Obtainable from Pertamina provided payment is arranged in 
advance through their Head Office in Jakarta. Delivery by pipe-line or 
barge. 
REPAIRS: Facilities available. 
PORT SECURITY: Maintained by members of the Indonesian Armed 
Services, usually, Police, Navy or Marine and Army. Crew members 
should be in possession of a shore pass issued by the Port Authority, 
accompanied by an identification card when leaving or entering the 
guarded gates of the Port Area. Shore passes can be obtained via the 
Agencies. 
CUSTOMS ALLOWANCES: 200 cigarettes or 50 cigars or 100 grams 
of tobacco. There is no alcohol allowance. 
REPATRIATION: A valid document is needed. A re-entry permit from 
the country concerned is sufficient, if there is no passport available. 
AIRPORT: Talang Betutu Airport is approximately 12 km. from the port. 
TIME: The Port is located in the zone of Western Indonesian Time, 
which is based on the time at the meridian of 104° 46’ 36” East 
Longitude. 
POLICE/FIRE/AMBULANCE: Security — 22386, Fire 20451/22386, 
Ambulance 22531. 
IDENTIFICATION CARDS: Crew members having no passport are 
required to carry a Seaman's Identification Card (S.1.C.). A re-entry into 
country if there is no S.I.C. 
CUSTOMS/NAVY REG.: Upon vessels arrival/departure, boarding team 
will come on board consisting of: 

2 Navy Officers. 

2 Customs Officers. 

2 Health Officers (in case vessels coming from infected ports or 

abroad). 

2 Immigration Officers (in case vessels coming from abroad only). 

3 Clerks from Agents. 
Nobody allowed on board until this team declares the vessel cleared. 
AUTHORITY: Port Administrator. 


PANARUKAN: 07.42 S. 113.56 E. 


DOCUMENTS: 

Port Clearance. 

5 B/Model/Customs Clearances. 

Customs papers. 

Stores List. 

Crew List. 

Passenger List. 

Light Dues Certificate. 

Seaman's Book and Health Certificate. 

Ship's Registry. 

Load Line Certificate. 

Safety Radio Certificate. 

Derat Certificate. 

Certificate of Nationality. 

Tonnage Certificate. 

Suez Canal Certificate. 

Dispensation for Deck and Engineer Officers. 
PILOTAGE: Not available. 
ANCHORAGE: With bearings: Patjaron Hill, 275°; white light, 128°; red 
light, 187°. This anchorage leaves ship 300 m. from 20 m. line and over 
500 m. from 7.5 m. patch. 
RESTRICTIONS: No restrictions, vessel may enter and leave port at 
any time. 
MAX. SIZE: In anchorage position draft permissible up to 15 m. 
HEALTH: Pratique will be arranged by Agent and especially if the ship 
is just coming from a country suspected of special disease or fever, 
otherwise Pratique is automatic and a quarantine doctor boards. 
RADIO: (a) Coastal station: Call sign, PKD 2; medium wave, 500 kHz; 
WF, 474 kHz; working hours GMT, 2400-0100 hrs., 0400—0500 hrs. 
(b) Fixed station: Call sign, 8 AD 3; short wave, 8 MHz; working hours 
GMT, 0100-0400 hrs., 0500-0600 hrs. 
TUGS: Tugs join vessel at anchorage position. Vessel can use tug’s 
lines and the Agent will arrange. Usual charge for use of tug’s lines. 
BERTHING: There are no berths alongside. 
STEVEDORES: 24 hours before ETA advice needed to arrange gangs. 
MEDICAL: Hospital facilities available, vaccination/fever Certificates for 
crew can be issued by authority. 
FRESH WATER: No facilities. 
FUEL: No facilities. 
CONSULS: No local representation. 
REPAIRS: No facilities. 
GANGWAY/DECK WATCHMEN: Available. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 
CUSTOMS ALLOWANCES: No restriction as long as goods remain on 
board ship. 
CARGO GEAR: All gear supplied by stevedores except rain tent. 
TIME: GMT plus 7 hours. 
HOLIDAYS: Sundays, 1st January; 17th February; 9th March; 7th May; 
18th May; 15th August; 17th August; 28th September; 30th November; 
1st December; 25th December. Work cannot be arranged on 
17th August and 30th November but on other holidays cargo work can 
be arranged. 
SHORE LEAVE: Can be arranged. 
IDENTIFICATION CARDS: Needed if crew going ashore. 
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PANGKALAN SUSU: 04.07 N. 98.12 E. 


DOCUMENTS: 
12 copies Crew List. 
12 copies Passenger List. 
3 copies Cargo Manifest. 
3 copies Ship's Stores List. 
3 copies Crew Personal Effects List. 
1 copy Maritime Declaration of Health. 
1 copy Clearance from Last Port. 
PILOTAGE: Compulsory. Sea pilot boards in_ position a 
04° 12’ 00" N., Long. 98° 23’ 10” E. Pilot requires 10 hours notice, 
arrival and 5 hours notice of departure. : 
RESTRICTIONS: Daylight berthing and unberthing only. 
MAX. SIZE: Max. permissible size at the SBM is 100,000 dy 
Max. LOA 275 m. Depth of water 22 m. 
RADIO: Pangkalan Susu Radio. Call sign PKB-2. 
TUGS: Tugs and mooring boats available. 
BERTHING: SBM: The buoy is located in position Lat. 04° 13’ 054 
Long. 98° 24’ 30” E. 
Inshore wharves: There are 3 inshore wharves with depth alongs 
6.0 m. at LWS. Max. d.w.t. 3,500. Max. LOA 90 m. — 95 m. 
LOADING: SBM: Crude oil is loaded at a rate of 2,000 k/I.p.h. throw 
1x12 in. hose. Storage capacity for crude oil is 119,528 k/I. 
Inshore wharves: Wharf A-B: Crude oil is discharged at a rate, 
15 k/l.p.h. through 16 in. hose. MSD is loaded at a rate of 15 kilp 
through 1 x4 in. hose. 
Whart C: Asphalt is loaded at a rate of 30 t.p.h. through 1 x6 in. hy 
and BFS is discharged at a rate of 50 k/I.p.h. through 1 x6 in. arm. 
Wharf D: LPG is loaded at a rate of 300 k/I.p.h. through a loadinga 
with 4 in., 6 in. and 8 in. reducers. 
Tank storage at Inshore Wharves: Asphalt 7,792 k/I. MSD 1,000\ 
MEDICAL: First-aid clinic available. 
DENSITY: 1020-1025. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: None locally. 
AIRPORT: Polonia Airport at Medan. 
TIME: GMT plus 7 hours. 
GENERAL: Charts: Indonesian Chart No. 16 and British Admi 
Charts No. 3574, 2777 and 1353. 
Provisions: Fresh and dry stores available. 
AGENCY: See General” before first port. 


SHIPMASTER’S REPORT: December 1978. 

Location of SBM: Lat. 04° 13’ 05” N., Long. 98° 24’ 30” E. 
General: Normally weather is fair with moderate variable winds. But tir 
November to March there are very often very strong Northeasterly wit 
together with heavy rain showers and thunderstorms. There are 2 tie 
a day, following the coast-line. The current on flood tide sets fw 
N-buoy to S-buoy, the ebb tide sets from S-buoy to N-buoy. The dept 
around the SBM inside of these buoys are between 18 m. to 25! 
Vessels up to 100,000 d.w.t. are berthed at the SBM. The density 
approximately 1023. 

‘For approaching B.A. Chart No. 1353 is used. The Operator of? 
Terminal is Pertamina, Pangkalan Susu. 

Navigation: Agent in Pangkalan Susu is Pertaminaship. Cable addr 
is Pertaminaship Pangkalan Susu. ETA cables should be sent 72! 
and 24 hours prior to arrival. First ETA should include the requested cat 

Pangkalan Susu Radio belongs to Pertamina. Call sign is PKB! 
Frequency 6456.5 kHz, calling band 6 MHz. The working hours are fit 
0700 to 1900 hrs. 

VHF Channel for calling (Susu Radio) Channel 16, working Chant 
12, 19, 20 and 24 for information. No Radio Pratique. 

On arrival vessel has to anchor 2 miles East of SBM. At the anchor 
the Pilot boards with the Loading Master and 7 crew, after the vess¢ 
cleared by the Port Authorities. All stay on board to assist berthing# 
connecting cargo hose, and vessel has to supply food # 
accommodation. Regarding food — they are all very strict Mosle 
They will also stay until the loading operation is completed. 

Pilotage is compulsory (Government Pilot). A vessel will berth 0 
during daylight, but unmooring day and night. After which the vessel® 
to anchor to await cargo papers. 

Vessel must arrive with sufficient clean ballast for berthing at the S8 
Pilot ladder only is required. 

Berthing at the SBM is normal SBM procedure with messenger ¢ 
from the vessel to pick up 1 rope only from the SBM. Then 3 ship rom 
eyes going from the vessel to the SBM and then back to the ves 
again. During the vessel's stay at the SBM one tug is made fast ® 
the ship's rope aft and the tug keeps the vessel clear of the SBM. 
Tugs: Three tugs are used as follows: 

1 tug 300 h.p. for floating hose. 

1 tug 300 h.p. for line handling during mooring. 

1 tug 1,700 h.p. for towing the vessel off the SBM and keeping’ 

clear during the whole operation. 

Steam turbine vessels have to run their turbine with 3—5 revs as* 
during their stay at the SBM and the tug aft. 

Wharves/Buoys: SBM Pangkalan Susu is situated at Lat. 4° 13’ 05! 
and Long. 98° 24’ 30” E. and has a diameter of 15 m. and a heig" 
4.4 m. The buoy is an orange colour and has a red light with 3& 
flashes, also 1 floating hose with 12 in. diameter. The SBM is use’ 
export production of Katapa Crude and North Sumatra Crude. 
buoys are situated around the SBM within 1,000 m. of the SBM. ™ 
positions are as follows: 


“N'—Buoy Lat. 4° 13’ 38.5” N., Long. 98° 24’ 30” E. 
“S"—Buoy Lat. 4° 12’ 40.0" N., Long. 98° 24’ 30” E. 
“E"—Buoy Lat. 4° 13’ 04.0” N., Long. 98° 25’ 30” E. 
“W"-Buoy _Lat. 4° 13’ 04.0” N., Long. 98° 23’ 57” E. 


The depth of water is between 18 m. and 25 m. in this area. 


tne: GMT plus 7 hours. 
spars/Dockyards: No repairs possible. 
~apies Service: Provision supply possible. But no bunkers, water, 
swatting Certificate, no Consuls, crew change or medical treatment 
aalable 
sa perations: Terminal Operator is Pertamina, Pangkalan Susu. 
“wo information can be received on Channel 19. Other information 
~fnannel 16 (Susu Radio) 19, 20 and 24. Loading rate 2,000 t.p.h., 
at can be reduced to 1,600 cu.m. when necessary for topping tanks. 
‘ex 12 in. cargo hose is connected from SBM to ship's manifold, for 
; “eeections, ship's derrick is used on portside with minimum 5 tons load 
a sy). Seven crew with Loading Master assist for connecting the hose. 
, API=50.0 Temp. =85°F 
one hour and again half-hour before completion of loading the 
sing Master is to be informed. He will then stand by for stopping the 
“390 All papers are typed on board the vessel and vessel has to supply 
sewnters, two if possible, to reduce the waiting time. After completion 
| sgading the vessel will anchor about 1 mile off the SBM to wait for 
| ecargo papers to be completed (about 2 to 3 hours). 
sscue Distress: No salvage or Coast Guard available. 
t sy Authority: The vessel has to anchor about 2 miles off the SBM and 
«Custom Officials, Immigration, Quarantine Officer and Agent will 
J yard the vessel at the anchorage, about 12 persons in all. The 
yporties also clear the vessel if she is also bound for Kuala Beukah. 
4 sy clearance the following are requested: 
2 Crew Lists; 2 Vaccination Lists; 3 Stores Lists; 3 Crew Effects 
| sts; 1 Health Declaration; 1 Ship's Health Book for Indonesian Ports 
| »y. if not on board it will be issued by the authorities. 
| wproaches: The approach is very easy. The coast line gives a very 
nod picture on the radar for navigation. But it is very difficult to pick up 
» SBM on the radar due to many fishing boats and fishing houses. 
ne fishing boats will also interfere with the approach, especially during 
renight, many of them are showing no lights, until the vessel is very 
ose 


UTHORITY: Operator: Pertamina, Pertamina P&T, Daeran Sungagut, 
*ogkalan Brandan, Indonesia. Tel: 373657. Telex: 51794 Perta PBO. 
) AX (061) 322688. 
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» PANGKALBALAM: 02.06 S. 106.08 E. 


i 
X0CUMENTS: 

e¢ ‘eaith Documents: 
Maritime Declaration of Health. 
«| Derat Exemption Certificate. 
§ Vaccination Certificates. 
) | Crew and Passenger List. 
Health Book. 
t| @) Port Health Measures: The Port Health Service is responsible for 
the protection of the port against the introduction or dissemination 
: of quarantinable diseases. This responsibility is based on: 
| 1. The National Quarantine Law. 
2. The National Epidemiological Law. 
3. International Health Regulations. 
Vaccination/Immunisation: 
Vaccination and Immunisation against cholera can be carried out 
by the Port Health Service. Yellow Fever prevention is carried 
out by the Port Health Service and General Hospital. 
» © Extermination of rats is carried out by the Port Health Service at 
s|___ the expense of shipping Agent. 

“0S Certificates: The Ship's Certificate should be delivered to the 
| | “‘wour Master through the Agent. 

gu cotiticates will be returned to the ship’s Master prior to the ship's 
4 ature. 
; | "0S Manifest and Bill of Lading: The copy of the ship’s Manifest 
| “ould be delivered to the Port Administration through the Agent. 
» | “10's Arrival/Departure: 

4) Two days before arrival of vessel, the ship’s Agent has to inform 
the Port Administration, by completing appropriate forms. Copies 
of completed forms must also be submitted to the Harbour Master, 
Port Health Service, Immigration, Customs, and Security for 

4 preparation of services. 

Before departure Port Clearance is issued by the Harbour Master, 

after Clearance has been obtained from Customs, the Port Health 

.,. Service and Immigration. 

_nigration: Vessels carrying passengers arriving at Indonesian ports 
‘abroad should have to show the "N” flag. 

Bb Master is required to furnish the boarding Immigration Officer with 
*’assenger List showing the names of all on board and classified as: 
4) Disembarking passengers. 

) Transhipment passengers. 

Plo Through passengers (from abroad to ports outside of Indonesia). 

‘y TAGE: Not available. 

HORAGE: Safe anchorage at green buoy, 10 m. Anchorage area: 

Ress 04’ S., Long. 106° 14’ 30” E. 

\ RICTIONS: No anchoring at Eliot (red buoy). 

:2» SIZE: Length 140 m., breadth 30 m. Only vessels with draft of 
“allowed to discharge alongside the quays. 


(See Plan) 
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RADIO: Coastal Radio Station Pangkalbalam Radio, call sign PKCS5. 
Time Schedule: 


Frequencies Working Times 
2182 kHz AA 0000-0100 GMT 
2690 kHz 0300 GMT 
2090 Rx 0600 GMT 
2075 Rx 0000-0600 GMT 
2085 Rx 
2100 Rx 
2638 Rx 


Channel 16 VHF. 
VHF: Channels 16, 15, 10, 20, and 22. 
TUGS: 4 tugboats available, owned by P.N. Djakarta Lloyd, P.T. 
Samudera-Indonesia, and P.T. Pelni for communication between shore 
and ships. Capacity 150 h.p. — 350 h.p. 
BERTHING: First Wharf: Length 60 m. Depth 1.65 m. at LWS. 

Second Wharf: Length 60 m. Depth 1.65 m. at LWS. 

CRANES: 2x10 tons (Port Authority), 4x10 tons and 1x4 tons 
(Private), All mobile cranes. 

Port Authority has 22.5 ton fork lift trucks. 22.5 tons (Private) also 
available. 

STEVEDORES: Ordered by Agent. Rates 15/20 t.p.h. per gang. 
MEDICAL: First aid available at the scene of accident. Medical treatment 
or advice available regularly from the Port Health Service. Hospitalisation 
available at general and private hospital at Pangkalbalam. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS/DRY DOCKS: None. 

CUSTOMS ALLOWANCES: Customs Regulations: Ports in Indonesia 
are divided into: 

(a) Sea Ports, i.e. ports at which foreign vessels may call without a 
“Flag Dispensation” from the Ministry of Communications 
(Directorate General of Sea Communications) and the Ministry 
of Finance. (Concerning the import and export of goods). 

(b) Coastal Ports at which only vessels flying the Indonesian flag 
may call according to the Regulations. 

The Port of Pangkalbalam is a Sea and Coastal Port. Vessels 
unloading and loading cargoes have to get a Customs Permit. The Cargo 
Manifest, the Ship’s Stores List and the List of Crew’s Belongings have 
to be delivered to Customs within 48 hours. 

Tobacco Allowance: Each crew member is allowed to carry 200 
cigarettes or 100 grams of tobacco ashore without paying import duty. 
Alcohol Allowance: There is no allowance for alcoholic drinks. 

Other Commodities: Maximum value of U.S.$100. 

Each crew member is allowed to bring in goods for personal use up 
to maximum value of U.S.$100. 

REPATRIATION: A valid document is needed, entry permit from the 
country concerned is sufficient, if there is no passport available. 
AIRPORT: Pangkalpinang 14 km. Regular flights to Jakarta and 
Palembang every day. 

HOLIDAYS: On Moslem holidays, no cargo work. 
POLICE/AMBULANCE/FIRE: Police 386 LB; Ambulance 444 OTM; Fire 
326 LB. 

SHORE LEAVE: After permission by Chief of Immigration. 
IDENTIFICATION CARDS: Crew members having no passport are 
required to carry a Seaman's Identification Card (S.1.C.) 
REGULATION: Every ship on arrival must be passed by; Customs, 
Harbour Master, Maritime Police, Health service and Immigration Chief. 
DELAYS: Due shortage of lighter space. 

AUTHORITY: Pangkalbalam Port Administration, Jl. Yos Soedarso, 
Pangkalpinang, Indonesia. Tel: 21736, 21737. Contact: Mr. Soenaryo, 
Port Administrator. 


PANJANG (Lampung), Including Tarahan: 
05.28 S. 105.19 E. (See Plan) 


PORT LIMITS: The Southern limit of the port is along the parallel 
oped: Kay 
DOCUMENTS: 
Quarantine: 
Vessels arriving from abroad have to hoist ‘Q” flag on arrival until 
boarded and released by Quarantine Officer. 
Documents which have to be prepared: 
Declaration of Health. 
Derat (Exemption) Certificate. 
Valid International Vaccination Certificates. 
Crew and Passenger Lists showing the validity dates of above 
certificates. 
Immigration: 
Immigration, Crew and Passenger Lists. 
Crew/Passengers to be cleared. 
Customs: 
General Declaration of Cargoes Aboard Ship. 
(Copies of each Manifest). 
Crew/Passenger Lists and Personal Effects Lists. 
Ship’s Stores List. 
Clearance from Last Port. 
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Harbour Master: After having filled Harbour Report (handed to Harbour 
Master's Office or Boarding Agent), ships have to prepare the following 
documents to be kept in custody of Harbour Master during ship’s stay 
in port. 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Certificate(Passenger Ship). 

Safety Equipment Certificate (Cargo Ship). 

Safety Radio Telegraph/Telephony Certificate, and Ship's 

Radio-Station Certificate of Approval. 

Declaration of Health. 

Last Port's Clearance. 

Subscription of Light and Harbour Dues and wharfage. 

Crew/Passenger List. 
PILOTAGE: Compulsory for vessels of 70 g.r.t. and over. Pilots are in 
Government Service. Pilot signals according the International Code of 
Signals. Boarding area is on the outer (West) side of a line of reefs, 
which extends from South to North on the West of the harbour basin. 
Pilot (7) can be ordered from the Port Administration via ship's Agents 
not less that 8 hours prior to berthing, and 4 hours prior to unberthing 
and shifting. 

Pilotage information can be obtained from the Pilot Radio Station, 
Panjang Pilot/Panjang Radio/PKC9. VHF Channels 12 and 14, opened 
daily from 0030-1200 GMT. Pilotage available throughout 24 hours. 
APPROACHES: Navigational Report: Approaching Panjang there are 
numerous small fishermen’s houses built on bamboo sticks at sea, some 
without lights. Therefore approaching or sailing from Panjang at night 
time should not be attempted. 
ANCHORAGE: Panjang Roads; outer (West) side of the reef about 
2 miles from the breakwater in depth of 15 m.. 
MAX. SIZE: Max. draft 9.5 m. 
HEALTH: During the time that the ‘‘Q” Flag is flying no one is allowed 
to board or leave the vessel except with the permission of the boarding 
Quarantine Officer. 

Also see “Documents”. 
RADIO/VHF: 

(a) Coastal Radio Station, Panjang Radio, call sign PKC4. 

Frequencies: 6523, 430 and 450 kHz. 

(b) Pilot Radio Station/Panjang Radio/PKC9, working hours: 

Channel 12 and 14: 0030 — 1200 GMT. 
Vessels are requested to report correct ETA to Pilot Radio Station 
2 or 3 hours before arrival and inform the ship’s particulars as follows: 
Name and Nationality of the vessel. 
LOA, g.r.t., draft. 
Last Port and Next Port of Call. 
TUGS: It is compulsory for ships with a length of 70 m. and over to use 
tugboats in berthing and unberthing operation. 

The port owns 3 tugboats of 300h.p. — 840h.p.; 4 other diesel 
tugboats from 100 h.p. to 230 h.p. owned by the PJKA (2) and the PT. 
Djakarta Lloyd (2). 

BERTHING: 

Quay A on the South side, length 172 m., depth 8.5 m. LW. 

Quay B on the East side, length 212 m., depth 5.5 m. LW. 

Quay C on the West side, length 138 m., depth 3 m. LW. 

Quay D on the North side, length 400 m., depth 9.4 m. LW. 


Oil Jetty on the South side of Quay C, length 20 m., depth 5.5 m. LW. 


Oil dolphin of Pertamina in the outer basin, South side of the reefs, 
depth 6.0 m. 

Ocean vessels can also be berthed at 3 buoys in the inner basin 
(harbour). 

Tarahan: Terminal is one mile to the South of Panjang, operated by P.T. 
Tambang Batubara Bukit Asam. Berth length 170 m., depth 12.0 m., 
distance between dolphins 240 m. Max. size: 40,000 d.w.t. Max. LOA 
179 m., max. beam 27 m., max. draft 8.0 m. Loading rate (coal) 
5,000 t.p.h. 

LIGHTERAGE: 16 lighters available, capacity between 70 and 170 tons, 
owned by Port Administration and Shipping Agents, can be hired for 
loading vessels at anchor or buoys. 

STEVEDORES: There are 1,300 registered labourers; working hours 
0800 — 1200 and 1300 — 1600 local time. Overtime possible after being 
granted by the authorities concerned; 24 hours per day working time 
recommended. 

Gang's average capacity 20 t.p.h. for bulk cargo and 15 t.p.h. for 
general cargo. 

Mobile cranes 3.5 tons — 15 tons and fork lifts 2 tons — 15 tons capacity 
available. 

MEDICAL: Medical attention can be arranged through the Agents. There 
is a port doctor. The general hospital is in Tanjungkarang, about 13 km. 
away, where sick crew members may be hospitalized. 

TANKERS: See ‘Berthing”. 

FRESH WATER: Supply is handled by the Port Administration to the 
wharves through pipe-lines. All berths fitted with fresh water connections 
(6 hydrants). Capacity is normally about 72 t.p.h. No water barge 
available. 

FUEL: Bunkering not available. 

FIRE PRECAUTIONS: The Port Administration handles 1 fire-fighting 
truck and 1 fire trailer. 

Smoking strictly prohibited in warehouses, inside the Pertamina yard, 
on oil-jetty, and on board tankers. During the time a tanker is discharging, 
fire extinguishers must stand ready on the pier. 

CONSULS: No local representation. 

REPAIRS: Minor repairs can be carried out. 

DRY DOCKS: None available. 

SURVEYORS: No Classification Society is represented at the port. 
GANGWAY/DECK WATCHMEN: None available. 
OPENING/CLOSING HATCHES: Opening and closing of ship's hatches 
is normally carried out by stevedores. 
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CUSTOMS: It is strictly prohibited to take undeclared foreign cy 
ashore. It is recommended that Masters consult the Agent abou, 
local prevailing Customs Regulations with regard to currency, ciga 
spirits, etc., to prevent unnecessary difficulties and eventually fing. 
CARGO GEAR: Loading and discharging effected by ship's 

6 mobile cranes, between 3.5 tons and 15 tons, are available from, 
Port Administration, as well as 17 forklifts (between 2 and 15 tons) Ow 
by Port Administration and shipping Agents. 

AIRPORT: Branti Airport situated about 34 km. from Panjang. Regy 
(domestic) flights, Tanjungkarang—Jakarta v.v. 4 times daily. 
TIME: GMT plus 7 hours. 

HOLIDAYS: Fixed dates are: New Year (1st January); Independa, 
Day (17th August) and Christmas Day (25th December). Other hojigs, 
Idhul Adha, First of Muharram, Maulid of the Prophet Mohamm 
Good Friday, Christ's Ascension, Mi'radj of the Prophet Mohammad; 
Idhul Fitri (2 days). 

POLICE/FIRE: Port security is maintained by the state police; tel: 3)2 
(Harbour Police). Fire Brigade, tel: 31113 or 52.741. 
TELEPHONES: No arrangement exists for placing telephone on bos 
SERVICES: Radar and radio repairs possible. 

SHORE LEAVE: Crew members are allowed ashore. See “Shipmasy 
Report’. 

IDENTIFICATION CARDS: Shore passes needed, obtained via Age: 
DELAYS: Normal expected delays due to shortage of berthing facia 
and rainy weather. 

GENERAL: The port's status is general exports (rubber, coffee, pep 
timber, cattle fodder, corn, etc.) 

Charts and nautical publications concerning this port are issued) 
the Indonesian Naval Hydrographic Office (HIDRAL). 

All Government offices in the port (Except Customs) keep wor 
hours as follows: Monday to Thursday 0730 — 1430, Friday 0730-1 
Saturday 0730 — 1330 (Customs 0700 — 1600). 

Ferry Network: Panjang — Merak (West Java) twice a day 2300 hrs 2 
1100 hrs. (Government railway ferry). 6 hour voyage. 

Panjang — Jakarta: On Monday, Wednesday and Saturday 1300) 
by Government Boeing Jetfoil (3 hours voyage). 

Srengsem (2 miles South of Panjang) — Merak: twice daily Ro! 
ferry, 4 hours voyage, 

Bakauheni (100 km. S.E. from Panjang) — Merak: Ro/Ro ferry e 
hour, 1.5 hours voyage. Panjang — Bakauheni 1.5 hours by car. 
DEVELOPMENTS: Construction works for the extension of Quay Dy 
another 200 m. pre-stressed concrete wharf are under way; includ 
transit shed (3,000 sq.m.) directly behind new wharf. 

Container — yard (25,000 sq.m.) behind new wharf. 

Dredging under way. 


SHIPMASTER’S REPORT: November 1987. 

Anchorage: Due to numerous fishermens’ houses on bamboo sticks 
designated anchorage area, vessels can anchor at distance of ati 
0.5 miles to 1.0 miles West of reef that closes the port or South 
designated anchorage area and more to the East of bay where 
fishermens’ houses observed. 

Berthing: There are 2 berths on North side with depths of 9.4m: 
10 m. Length of pier is about 450 m. 

Gangway/Deck Watchman: Available through agent and _ stro 
recommended due to the fact that many “stevedores” try to come 
board for the purpose of stealing. Shore watchmen can distinguis"! 
genuine stevedores. 

Customs: Vessels are required to declare foreign currency. Bor 
store is not sealed. 

Stowaways: Vessel should be checked for stowaways. 

Shore Leave: Extreme caution should be taken when going ashot 
there are numerous attacks on crews, some resulting in killing of # 
members. Stevedores/agents advise crew not to go ashore at nig” 


AUTHORITY: Port Perum Branch Panjang, Directorate General 0! 
Communication, Communication Dept. (Lampung —_ Indones 
Jl. Sumatera Pelabuhan Panjang, Lampung, Indonesia. 

Tel: (0271) 31379, 31149, 31146, 31155, 31401 (17 lines). Telex: 27% 
Cables: Adpel Panjang. Contact: Administrator Pelabuhan Panja%t 
Kepala Cabang PERUM II Pelabuhan Panjang. 


PLAJU (Sungai Gerong): 02.59 S. 104.50 E. (See Pé 


LOCATION: Port of Plaju/Sungai Gerong is located on the Musi® 
in South Sumatera, 60 miles from the Estuary. 

Plaju : 02° 59’ 05” S., 104° 50’ 05” E. (See Plan). 

S.Gerong : 02° 59’ 00" S., 104° 49’ 00” E. (See Plan). 
PILOTAGE: Compulsory. Pilot requires 12 hours notice of arriva’ 
6 hours notice of departure. Requests to be made to Palembang’ 
via Palembang Radio on VHF Channel 16, call sign “PKC”. 
ANCHORAGE: The anchorage whilst awaiting River pilot is in pe 
Lat. 02° 14' 08” S., Long. 104° 57’ 03” E. 

The anchorage whilst awaiting a berth is in position Lat. 02° 58! & 
Long. 104° 50’ 32” E. 

RESTRICTIONS: In the long dry season (once in 3 or 4 years 
foggy (maximum visibility is 25 m). During this season navigation® 
a one way basis (one day for outward traffic and one day for * 
traffic) in order to avoid collisions. This regulation finishes when the? 
season arrives. 

MAX. SIZE: 18,000 d.w.t., max. LOA 150 m. and max. beam 18 
Depth at L.W.S. is 5.5 m. 


INDONESIA 


ne 
WHF: Plaju Radio on VHF Channel 9, 16 and 19. Average 
: <a, Radio (PKC-2): Cargo No. of Flange Transfer 
a | "Syeohony stand-by on 4131 kHz. (working hours). Berth Handled Lines Diameter Rate 
teegraphy stand-by on 8364 kHz. (working hours). ria (in.) (t.p.h) 
aju: 
; Berth No.7 Premium 2 8 LH 300 
s€RTHING: . Kerosene 2 8L/IA 450 
e Depth Max. Min. Max. ADO. 2 8L/A 450 
Location at LWS d.w.t. LOA LOA LD.F. 2 BLIA 600 
ad (m.) (m.) (m.) L.S.W.R.* 2 BLA 450 
| yngai Gerong H/L.S.F.O. 2 8 WH 450 
ma} Not 6.6 18,000 50 160 S.B.P. — X 1 8 WH 150 
a) 2 7.7 18,000 re 160 L.A.W.S. 2 8 WH 150 
“| No.3 7.9 18,000 50 160 Avtur 1 8U/H 150 
m| No.4 5.6 18,000 28 160 Naphtha 1 8 LH 300 
| No.5 8.10 18,000 > 160 Avigas 1 8 UH 100 
m| No. 6A 6.2 1,000 40 100 Crude 2 8 L/H 500 
| No, 6B 6.7 1,000 40 100 B.F.S. 2 8 WH 250 
mi) Pau Mogs.Comp. 2 8 L/H 500 
eTA 5.0 6,000 a 117 Paraxylene 1 8 L/A 750 
vs} No.7 ie aaa oH ipa Acetic Acid 1 8 L/A 500 
> ; 79 18,000 50 160 Berth No.8 Premium 2 B8L/IA 300 
| No 10 6.3 18,000 50 160 Kerosene 2 8L/A 250 
Mo. 11 7.2 10,000 = 145 A.D.O. 2 8 L/A 250 
e| No. 12 10.0 18,000 60 160 DF. 2 8 L/A 250 
| General cargo handled at Sungai Gerong at Berths No. 2 and 5 and L.S.W.R. 2 8 L/A 350 
» Piaju at PTA and Berth No. 11. H/L.S.F.O. 2 8 WH 450 
S.B.P. — X 1 8 L/H 150 
L.A.W.S. 2 8 L/H 150 
LOADING: Avtur 1 8 WH 150 
Sore Storage Tanks: Naphtha 1 8 L/H 300 
Oil Products Total Safe Capacity Avigas 1 8 L/H 150 
od (k/l) Crude Oil 2 8 WH 500 
a Crude Oil 368,485 B.F.S. 2 8 UH 250 
: Intermediate 315,543 Mogs.Comp. 2 8 WH 500 
R: Biber 98 Boas *LSWR lines at Berths No. 7 and 8 not operating since 1980. 
m Mogas 271,810 Berth No.9 Premium 2 8L/A 300 
Avtur 24,280 Kerosene 2 8L/A 450 
ie Kerosene 114,861 A.D.O. e 8L/A 450 
‘ Autogas 80,992 .D.F. 2 8L/A 600 
? Diesel Oil 56,576 L.S.W.R. 2 8L/IA 450 
Fuel Oil 111,885 H/L.S.F.O. 2 8 WH 450 
LPG 7,087 S.B.P. — X 1 8 WH 150 
Solvent 3,898 L.A.W.S. 2 8 W/H 150 
SBP-x40B 8,934 Avtur 1 8 WH 150 
Haws 8,564 Avigas 1 8 LW/H 100 
ij Asphalt 9,158 Crude 2 8 WH 500 
BFS 14,961 B.F.S. 2 8 WH 250 
o LSWR 130,994 Mogs.Comp. 2 8 UH 500 
ne Chemicals 12,059 Naphtha 1 8L/IA 400 
. tails seg Berth No.10 Premium 2 BLA 300 
Kerosene 2 8L/A 450 
| Soducts Han . ; F F fails A.D.O. 2 8L/A 450 
a is Handled; Max. Pressure on all lines is 100 p.s.i Epes IDE 2 8 L/A 600 
he Cargo No. of Flange Transfer L.S.W.R. 2 8 L/A 450 
Berth Handled Lines Diameter Rate H/L.S.F.O. 2 8 UH 450 
et (in.) (t.p.h) S.B.P. — X 1 8 WH 150 
Sungai Gerong: L.A.W.S. 2 8 WH 150 
Berth No.1 Super 98 1 8L/A 250 Naphtha 1 8 L/A 300 
a Premium 1 8L/A 350 Avigas 1 8 UH 150 
er Kerosene 1 B8L/IA 250 Crude Oil e 8 UH 500 
A.D.O. 1 8 L/A 350 B.F.S. . 8 WH 250 
L.S.W.R. 1 8L/A 400 Mogs.Comp. 2 8 UH 500 
"I Crude Oil 1 8 LIA 600 Asphatt 3 B.A 300 
, Jet Fuel 1 8 LIA 300 Berth No.12 L.S.W.R. 1 8 WH 300 
Berth No.2 Liquid Wax 1 6 L/H 200 Crude Oil = = 3 8 UH 500 
} Liquid Tel 1 4UH 100 Berth No.12 not in operation since 1982. 
0 Crude Oil 2 8H 600 Note: L/A = Loading Arm. 
L/H = Loading Hose. 
Seth No.3 Super 98 1 8L/A 250 MEDICAL: Hospital and Clinic available. 
Premium 1 8 UH 350 CRANES: 2x25 ton mobile cranes for general cargo. 
Kerosene 1 8 LIA 300 FRESH WATER: Available at most jetties. 
A.D.O. 1 8 LIA 350 FUEL: Available at certain jetties. 
Avtur 1 6 UH 200 FIRE FRECAUTIONS: No smoking or cooking or flames in open places 
L.S.W.R. 2 8 VA-H 400 on board the ship, barge or in dock area. 
vue Oil 5 gir 600 REPAIRS: All types of deck and engine room repairs are possible. 
picts 3-2 LI 20 DRY DOCK: Available. Dry Dock: “Bagus Kuning” for small craft. 
ht el) 2 8 UH 300 Floating Dock: 100 tons lifting capacity. 
Premium 1 8 L/A-H 350 CERTIFICATES: The Ship's Certificates should be delivered to the 
Kerosene 1 8 L/A-H 300 Harbour Master through the Agent. 
A.D.O. 1 8 L/A-H 350 Certificate of Registry. 
Avtur 1 8 WH 200 Load Line Certificate. 
L.S.W.R. 1 8 LV/A-H 300 Safety Construction Certificate. 
Crude Oil 2 8 L/H 600 Safety Equipment Certificate. 
L.P.G. 2 3-2 WH 20 International Oil Pollution Prevention Certificate. 
Jet Fuel 1 8 L/A-H 300 Safety Radio/Telephone/Telegraph Certificate. 
Ship's Manifest and Bill of Lading. 
eeu R F : ft eat Health documents. 
Crude Oil 2 8 WH 500 Customs documents. 
TIME: GMT plus 7 hours (West Indonesian Time). 
Premium 1 6 WH 160 EMERGENCY COORDINATION CENTRE: 
Kerosene 1 6 WH 160 Pertamina Harbour Authority: 25233, ext. 6345 / 2968 / 3018. 
A.D.O. 1 6 WH 160 Police: 25233, ext. 4244. 
F Ambulance: 25233, ext. 2022. 
Premium : 
Marobere ! tet ten Agent: 25233, ext. 2019. 
ADO. 1 6 UH 160 Fire: 25233, ext. 131/141. 


Pollution: 25233, ext. 4549 / 3325. 
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CONSULS: None. 

AIRPORT: Sultan Machmud Badaruddin || Airport at Palembang, 
approximately 20 km. from Pertamina Plaju Harbour. 

TELEPHONES: Available at all jetties. 

BANKS: B.D.N. (Bank Dagang Negara), approximately 500 m. from 
Pertamina Plaju Harbour. 

AUTHORITY: Pertamina Shipping & Telecommunication, South 
Sumatera Area, Jalan Beringin No. 1, P.O.Box No. 1, Plaju, Indonesia. 
Tel: (0711) 377705, (0711) 21300. Telex: 27121 Ptamina PL,27113 
Ptamina Sg. FAX: (0711) 21711. Contact: Captain D.Darmansyah, 
Manager. 


POLENG: 06.39 S. 112.55 E. 


SHIPMASTER’S REPORT: April 1978. 


LOCATION: The Poleng Terminal consists of the tanker “Lynda” 
moored stern first to an SBS. The “Lynda” is a tanker of some 72,000 
d.w.t. The position of the “Lynda” is 06° 38’ 42” S., 112° 55’ 23” E. 
PILOTAGE: Performed by the Master of the “Lynda”. 

ANCHORAGE: The anchorage position is anywhere North and West of 
the “Lynda” distance 1 mile. The depth of water is 26 fathoms and 
9 shackles of cable is recommended. 

RESTRICTIONS: The “Lynda” is moored in 180 ft. of water and there 
is no restriction regarding the draft or the size of ship that she can 
accommodate alongside. 

RADIO: The Post and Telecommunications Department do not permit 
the use of the WT/RT on the “Lynda” so all ETA’s are sent via 
Pertaminaship Jakarta. 

Once the “Lynda” receives the ETA they then organise the ‘opening 
of the Port’ and the officials to clear the ship are ordered from Surabaja. 
be: usual documents are required and 2 Agents come out with the 
Officials. 

VHF: The “Lynda” keeps watch on Channel 6 and only monitors 
Channel 16 when a vessel is expected. 

BERTHING: The “Lynda” has 4 “Yokohama” type fenders on her port 
side for berthing. Six ropes are required at each end. Berthing is port 
side alongside. 

The “Lynda” is loaded direct from the well and the API is 55 with a 
loading temperature of 84°. Normally, the API is 47-42. The pumping 
capability of the “Lynda” is 2,000 t.p.h. although we were only able to 
get 1,557 t.p.h. The cargo is loaded through 1 x 12 in. hose. 

Prior to loading the tanks on the “Lynda” are ullaged in the presence 
of the Customs and the cargo calculated. This is repeated at the end of 
the load for the Bill of Lading figures. Clearance is granted from Poleng 
and all documents are signed prior to sailing. There being no early 
departure available. 

At present they are receiving 1 ship about every 2 months, mainly 
topping-off operations and it is thought that the vessel may be moved 
to another position. 

FRESH WATER: Not available. 

FUEL: Not available. 

STORES: Not available. 

GENERAL: No Walport film exchange. All shore personnel are 
accommodated aboard the “Lynda”. Some vessels have parted their 
mooring lines during the Winter months with winds of 25 knots and 
8 ft. — 18 ft. seas running. 


POMALAA (Tanjung Lepee): 04.14 S. 121.32 E. 
(See Plan) 


LOCATION: Port of Pomalaa, Kolaka, is situated in the Gulf of Bone, 
S.E. Sulawesi in position Lat. 04° 10’ 30” S., Long. 121° 36’ 00" E. 
LOADING POSITIONS: 
Berth: Lat. 04° 10’ 30” S., Long. 121° 35’ 56” E. 
Anchorage position for ore loading at Pomalaa: Vessels of 15,000 d.w.t. 
and over, Lat. 04° 10’ 00” S., Long. 121° 35’ 24” E. Vessels up to 15,000 
d.w.t., Lat. 04° 10’ 06” S., Long. 121° 35’ 30" E. 
Anchorage position for ore loading at 
04° 13’ 38” S., Long. 121° 32’ 31” E. 
FLAGS: To be flown by incoming vessels: Vessel’s National Flag; 
Indonesian Flag; Vessels numbers; Quarantine & Immigration Flag. 
DOCUMENTS: To be produced upon vessel's arrival: 
14 Crew Lists 
Passenger Lists 
Parcel Lists 
Stores Lists 
Cargo Manifests 
Narcotics Lists 
General Information 
Personal Effects Lists 
Vaccination Lists 
Arms and Ammunition Lists 
International Load Line Certificate 
Maritime Declaration of Health Certificate 
Health Book or Bill of Health 
Derat Certificate 
Last Port Clearance 
Safety Radio Certificate 
Harbour Report. 
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Tanjung Lepee: Lat. 
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Inspection Team: This team consists of the Port Health Officer, Cus 
Officer, Harbour Master and Immigration Officer. 

After the vessel is granted Free Pratique, the Immigration O& 
checks Passports, Seaman's Books and Crew List and issues Se 
passes. 

PILOTAGE: Pilotage is not compulsory and there is no Pilot at P 
Because Pomalaa waters are still declared as uncleared waters ; 
advisable that vessels calling for the first time at Pomalaa, use ap 

Pilot can be ordered from Ujung Pandang via Nikel Ujung Pang 
not less than 72 hours before vessel's arrival at pilot station. 

There are 2 pilot stations: (1) For Pomalaa loading point and be 
Lat. 04° 04’ 03" S., Long. 121° 28’ 00” E. (2) For Tanjung Lepee loa 
point, Lat. 04° 15’ 00” S., Long. 121° 29’ 00” E. 

If vessel wishes to be piloted to the loading/unloading point on ap 
day, vessel has to arrive at pilot station before 1200 hrs. local time 
Pomalaa loading point and berth and before 1400 hrs. local time) 
Tanjung Lepee loading point. 

RESTRICTIONS: Arriving/Departing Hours: Arrival: from 0600 — 1809; 
local time. Departure: 1. Pomalaa loading point and berth: from 06 
1600 hrs. local time. 2. Tanjung Lepee loading point: from 06, 
1800 hrs. local time. 

Mooring: The undermentioned vessels can be moored alongside be 
General cargo vessels of max. LOA 135 m. and tankers of max. 
110 m. 

Depths: Bar channel 11.00 m. (LWS); Alongside berth, North p 
5.60 m. (LWS); South Pier, 7.00 m. (LWS). At Pomalaa anchorage 
loading point: for vessels of 15,000 d.w.t. and over — 13.00 m. (Lij 
for vessels up to 15,000 d.w.t. — 11.00 m. (LWS). At Tanjung Le 
anchorage or loading point — 24.00 m. (LWS). 

MAX. SIZE: General Cargo: At North Pier: LOA not to exceed 13 
and fully loaded draft not more than 5.00 m. At South Pier: LOA ng 
exceed 135 m. and fully loaded draft not more than 7.00 m. 
Tankers: LOA not to exceed 110 m. and fully loaded draft not more} 
7.00 m. 

Ore Carriers: Fully loaded draft not to exceed 11.00 m. Vessels with 
cranes or derricks are not acceptable. Minimum capacity of crane 
derricks must be 5 tons. 

General Cargo at Anchorage: Fully loaded draft not to exceed 11.00 
RADIO: Cables to Nikel Ujungpandang can be sent. thro 
Ujungpandang (Macassar) Coastal Radio Station, call sign PKF. 
Arrival Notice: Information required. 

Owner's advice: Owner to advise by cable to Adhiguna, Ay 
Tambang Jakarta and Nikel Ujungpandang at least 8 working ¢ 
before vessel's arrival at loading port. 

Master's advice: At least 48 hours (or 72 hours if Pilot's assistz 
required) before vessel's arrival in Pomalaa waters, Master shall¢ 
the following information to Adhiguna and Aneka Tambang Jakarta: 
Nikel Ujungpandang. Last port of call, draft on arrival, estimated ¢ 
on departure, quantity of nickel ore or ferro-nickel ingots to be load 
stowage plan (hatch division for the respective cargo), quantity andi 
of commodity(ies) to be discharged and other necessary messa 
Final amended arrival time must be sent at the latest 24 hours bet 
arrival. 

_ Previous experience showed that one cannot rely on teleg@ 
regarding ETA sent by Agents at last port of call in due time, there! 
Nikel Ujungpandang waits for the Master's telegram in order to m 
necessary preparation. 

Shipper/Agent’s advice: Shipper/Agents shall cable the Mas 
3 working days before vessel's arrival indicating the loading/unload 
position prepared and other necessary messages. 

Ship's radio transmitter is not to be used while lying in port. 
VHF: Communication by marine VHF possible with the port. 
TUGS: Available. 

BERTHING: The wharf consists of a concrete quay extending 7!) 
seaward and 18 m. breadth. 

Priority: Ore carriers. First come first served. Other vessels: Prior) 
be given to tankers. 

Loading/Unloading Facilities for General Cargoes: 

Shore facilities: A number of mobile cranes with capacities of 5# 
and 20 tons are available, also forklifts. 

Lighters: A number of lighters of 70 d.w.t. up to 120 d.w.t. are avail 

Loading/Unloading capacity: About 12 tons per gang per working 
depending on the type of vessel, available cargo spaces, vessel's @ 
gear, kind of cargoes, size of hatches, etc. 

Unloading Facilities for Tankers: 
Pipe-lines: 1 line of 10 in.x 1,600 m. for M.F.O. 
1 line of 8 in.x1,600 m. for |.D.O. 

Pumps: 3 booster pumps with capacity of 150 cu.m./h. each. 

Hoses: 4 pieces flexible hoses of 10 in. x9.40 m. with ASA 150 flat 
connections. 

Unloading capacity: maximum 200 t.p.h. by ship or shore pumps 

Tank farm capacity: 25,000 KL for M.F.O. 

11,500 KL for |.D.0. 

Tank cleaning: Tank cleaning operation is not allowed in Pom 
waters. 

Lay-time: Lay time shall commence 6 hours after N.O.R. tende® 
Loading Facilities for Ore Carriers: 

General: Loading of nickel ore at Pomalaa and Tanjung Lepee |0® 
point is done by means of barges. 

Number of gangs: Usually 4 gangs are used by vessels equipped! 
cranes or derricks. If necessary stevedores can provide 6 gangs 

Loading capacity: About 2,000 tons/24 hours per vessel, depe® 
on the type of vessel, vessel's cargo gear, weather conditions, e 

Unloading: Cargo for Aneka Tambang only. 

Vessels without cranes or derricks are not acceptable. 

Labourers will be supplied by shipper. Making the vessel rea® 
loading/unloading to be done by vessel's crew members. 
CRANES: Mobile cranes with capacity 5 tons — 40 tons. 

Forklifts also available. 


H WATER: None. In an emergency water can be supplied in 
ited quantity (max. 200 tonnes). This supply is intended for special 
which can berth alongside the jetties. 
AJEL: Not available. 
cONSULS: None. 
EDORES: Stevedoring is performed by P.T. Aneka Tambang's 
nel. Loading/unloading equipment to be furnished by the vessel. 
yorsing Hours: Loading to be effected on weather working days of 
‘consecutive hours Sunday and Holidays included (WWD SHINC), 
st tne following National Holidays are excepted: 
“wew Year (January 1st); Buddhist New Year; Hindu New Year; 
sgenendence Day (August 17th); Christmas Day (December 25th). Idul 
una, Maulid Day, Easter, and Lebaran determined by Moslem calendar 
wed differ from year to year by international calendar. For definite dates 
osult Port Administrator. 
“Despatch/demurrage money to be paid in accordance with the related 
contract. 
Tpading/unloading to be effected with customary quick despatch 
£Q.0.) on good weather working days whereby Sundays, holidays, 
syernmental local holidays and Saturdays between noon and midnight 
wd Mondays between 0000 hrs. and 0800 hrs. are always excepted. 
4t Shipmaster’s request, work on these excepted days can be 


_ wanged. The principals will pay the overtime charge on these excepted 


says ; : 
_ WEDICAL: Doctor, hospital and inoculation services available. 


TANKERS: See “Berthing”. 

CUSTOMS: Vessel’s bonded store will be sealed by Customs Officer 
arrival and will remain sealed until the vessel leaves port. 

\ole: It is recommended that ship's Master consult the Agents about 
ne local prevailing Customs Regulations with regard to currency, 
sgarettes, spirits, narcotics, etc. to prevent unnecessary difficulties and 
eventually fines. 

REPATRIATION: Can be arranged. Repatriant is to be guarded by 
migration Officer from Pomalaa to Jakarta via Ujung Pandang until 


_ ss departure from Jakarta to the destined country. 


AIRPORT: There is one flight a week between Ujung Pandang and 
Pomalaa, served by Merpati Nusantara Airlines (MNA) using Cassa or 
Osi Planes. Flying time about 60 minutes. 

TIME: GMT plus 8 hours. 

SHORE LEAVE: 

Shore Pass: Shore pass must be carried by crew whilst ashore. 

isitors: Vessel’s crew members are not allowed to invite friends, 
rawkers from shore aboard the vessel. 

isting Kolaka: Crew members are prohibited to leave Pomalaa for 
folaka, except Master and Officers, who must be guided by Agents. 
\ocal leave in Pomalaa concession is permitted. 

Snore Leave Hours: From 0600 hrs. to 2300 hrs. local time. 

GENERAL: 

cash Advances: Cash advance at Master's request can be supplied by 
Agents in a reasonable amount. 

fumigation: No facilities. 

Suvey On/Off Hire: Can be arranged. 

Ship's Chandler: None. In emergency cases, for a limited quantity 
Agents can act as ship’s chandler. 

Chart: Indonesian Sea Chart No. 152. 

Nature of Bottom: Sand and soft materials. 

"P.S. Tax: So called M.P.S. Tax (freight tax) has to be paid in advance 
fo the Indonesian Tax Office at Jakarta, through the General Agents, 
Jekarta, therefore Principals are requested to remit the said MPS Tax’s 
‘nds at the same time with the remittance of advance payment of ship's 
dsbursements. 

The amount of M.P.S. Tax (about 2% of the concerned freight earned) 
wl be advised by the General Agents, Jakarta to the Principals, if 
sossible a few days before Principal remits advance payment for 
Breenents. The final calculation of the M.P.S. Tax will be made 

er. 

Dsbursements: At least 14 days before vessel's arrival at Pomalaa, 
‘ssel’s principal have to remit U.S.$4,000 to the account of General 
Agents, at Jakarta as advance payment of the related ship's 
disbursement. 

Yessel’s Disbursement Accounts: All vessel’s expenses will be 
ph ad the related Principals through the General Agents. 


seneral Agent for Ore Carriers: PT Pelayaran Bahtera Adhiguna. 
012 Jalan Kalibesar Timur, P.O.Box 1313, Jakarta, Indonesia. Tel 
6547. Cable Address: Adiguna Jakarta, Telex: Adiguna Jkt 42854. 
2eneral Agent for Non-Ore Carriers: To be nominated by principals. 
‘ub-Agents: PT Aneka Tambang, Unit Pertambangan Nikel, Pomalaa. 
“van Dr. Sam Ratulangi 60, P.O.Box 213, Ujung Pandang, Indonesia. 
-able address: Nikel Ujungpandang. Tel: 22237 — 22234. 

sub-Agent's Head Office: PT Aneka Tambang 24-26 Jalan Bungur 
Besar, Jakarta, Indonesia. Tel: 410108, Telex: Antam Jkt 49147. 
*0.Box 2513, Jakarta. 

AUTHORITY: Port Authority of Pomalaa, Pomalaa, Sulawesi Tenggara, 
‘sonesia. Contact: Harbour Master. 


PONTIANAK: 00.01 S. 109.19 E. 


SHIPMASTER'S REPORT: March 1986. 


NOTAGE: Compulsory. Pilot boards at Muara Kubu. 
J HORAGE: Ocean-going ships anchor S.W. of safe water buoy clear 
tp vhibited area. Soundings have been reduced by up to 1.5 fathoms 
way ose charted. 

- SIZE: Max. LOA 110 m., max. draft 5.0 m. 


INDONESIA 


DOCUMENTS: Inspection team of 2 Immigration Officers and Agent 
board at anchorage. This was the second Indonesian port of call. 

Standard Indonesian Arrival Forms required, soon after arrival at 
anchorage. 

15 copies Crew Lists (8 signed/dated for arrival — 7 signed/undated for 
departure). 

2 copies Vaccination Lists. 

Indonesian Health Book. 

5 copies Personal Effects Declaration. 

2 copies Bonded Stores Lists. 

5 copies Deck, Engine, Provisions Lists. 

5 copies Ship's Dutiable Goods. 

5 copies Narcotics List. 

5 copies Ports of Call List. 

5 copies Parcel List (even if ‘“‘nil’’). 

5 copies Arms and Ammunition List (even if “nil’’). 

5 copies Animals List (even if “nil’’). 

5 copies Currency List (even if “nil”). 

5 copies Passenger List (even if “nil’’). 

5 copies Import Manifest (even if ‘nil’’). 

5 copies Transit Manifest (even if “nil’). 
RADIO: Call sign PKS. Frequencies 500 and 6355 kHz. 
VHF: Pilot station on VHF Channels 12, 14 and 16. 
LOADING: Vessel loaded plywood crates of standard 8 ft. x 4 ft. sheets, 
averaging 1.070 kg. to 1.146 kg. Freight volume 1.8 cu.m., gross volume 
2.02 cu.m., stowage 3.06 cu.m. centre holds. Vessel worked mostly one 
hook from a single barge alongside, 50-80 crates per hour. Using 
1 forklift truck to stow 6 tiers, then laid steel plates and loaded up to 
6 further tiers. 

A large barge of 1,200 crates capacity, required 6.5 days to return to 
factory for a further load. Single tarpaulins on barges leave damp 
patches after heavy rain. Stevedores lived onboard. 19 miles by launch 
to city, about 3 hours and $115.00 per trip. Speedboat for 2/3 people 
about 30 minutes each way and about U.S.$136 per trip. 

FRESH WATER: Available in limited quantities. 
FUEL: Not available. 


PULAU SAMBU: 01.09 N. 103.54 E. 


LOCATION: Wharf No. 1 is located in position Lat. 01° 09’ 35” N., Long. 
103° 53’ 41” E. There are 2 additional wharves and 2 jetties nearby. 
DOCUMENTS: Upon arrival ships have to fill in the following forms: 

Harbour Report (obtainable from the boarding Pilot). 

Pilot Certificate. 
Also required from the Masters are: 

6 copies of Crew List. 

1 copy Stores List. 

1 copy Personal Effects List. 
PILOTAGE: Pilots are in Government Service. Pilot signals according 
to the International Code of Signals. Pilots can be ordered direct by 
cable to the Harbour Master or via the ship's Agent. Pilot boards in 
position Lat. 1° 10’ 44"N., Long. 103° 52' 19” E. Pilot requires 6 hours 
notice of arrival and 3 hours notice of departure. 
RESTRICTIONS: Daylight berthing and unberthing only. 
MAX. SIZE: 


Berth Max. d.w.t. Max. LOA 
(tons) (m.) 
Wharf No. 1 60,000 225 
Wharf No. 2 2400 2x56 
Wharf No. 3 60,000 225 
Jetty No. 4 400 60 
Jetty No. 5 200 31.5 (Small Craft) 


HEALTH: Vessels arriving from abroad have to fly the “Q” Flag (yellow 
flag) until boarded and released by the Quarantine Officer. Masters have 
to fill in the Quarantine Form and signed by him and the ship's surgeon, 
if any, and produce the following: 

Health Book or Bill of Health. 

Derat (Exemption) Certificate. 

Valid International Vaccination Certificates of Crew members and 

Passengers. 
Crew and Passenger's Lists showing the validity dates of above 
Certificates. 

During the time that the “Q” Flag is flying no one is allowed to board 
or leave the vessel except with the permission of the boarding 
Quarantine Officer. 

RADIO: Vessels calling at Pulau Sambu for bunkers should 
communicate with PKC 2 Pladju Radio or Tunasix Singapore, or direct 
with Sambu Radio PKJ 51 (A3 Radio Telephone) and VHF Channel 19. 
VHF: Sekupang Radio (PKJ-20) and Sambu Radio (PKJ-51) both on 
VHF and operated by Pertamina. 

TUGS: Available. 

BERTHING: Pulau Sambu has an excellent location 8 miles South of 
Singapore and approximately 3 miles from the International waterway. 
The length of the navigable channel is 1,500 ft. 

Depth alongside at LWS: 


Wharf No. 1 10.5 m. 
Wharf No. 2 11.3 m. 
Wharf No. 3 10.6 m. 
Jetty No. 4 5.6m 
Jetty No. 5 3.0 m. 
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LOADING/DISCHARGING: Physical Characteristics of LSWR: : 
Shore Storage Tanks: API Gravity at 60°F. 29.5 — 20.5 0 
Oil Products Total Safe Capacity Viscosity at 100°F. 100 — 350 cSt T 
LSWR 127,816 k/l Sulphur Content Max. 0.2% wt. f 
HSFO 66,975 k/l Carbon Residue Max. 8% wt. f 
HSD 17,075 k/l Flash Point (PMCC) Min. 166°F. “ 
MDF 11,682 k/l Pour Point Max. 120°F. 0 
Kerosene 2,514 k/l Loading Temperature +140°F. E 
Premium 1,265 k/| C 
Slop Oil 2,984 k/I ( 
R 
Products Handled: v 
Average C 
Transfer Rate Hose Connections Max. Verticg * 
Berth Cargo Handled Pipelines Loading Discharging Size Limit K 
(in.) (t.p.h.) (t.p.h.) No. (in.) (m.) 3 
Wharf No. 1 Kerosene 6 400 1 6 18 A 
HSD/ADO 10 700 1 10 37 A 

LSWR 16 1,800 2 16 42 

MDF/MFO 12 1,000 1/2 12 21-35 

Slop Oil 6 200 1 6 16 

Wharf No. 2 Fresh Water 6 50 1 6 12 

Wharf No. 3 Kerosene 6 400 1 6 18 

HSD/ADO 10 700 1 10 37 

LSWR 16 1,800 2 16 42 

MDF/MFO 10 1,000 1/2 10 21-35 

Premium 4 300 1 4 20 § 

Slop Oil 6 200 1 6 16 
Jetty No. 4 HSD 4 50 1 4 $7. a 
Kerosene 4 50 1 4 18 b 

Premium 4 50 1 4 20 
MFO 4 50 1 4 35 ; 

Jetty No. 5 Fresh Water 6 90 1 6 12 
General Cargo 1 
5 
F 


DENSITY: 1020 — 1025. 
FRESH WATER: Available. 
FUEL: Ideally, it is necessary to advise suppliers of bunkers required 
at least 15 days before the ETA of the vessel. The authorities at Pulau 
Sambu also require the vessel to contact them 24 hours prior to their 
ETA. 

Bunkers available: Fuel Oil, 1000 seconds, and MDO. 
CONSULS: None. 
AIRPORT: Nearest airport at Hang Nadim on Batam Island. 


RAMBA (Dawas River): 02.37 S. 104.08 E. 


PILOTAGE: Not compulsory. 

RESTRICTIONS: Daylight berthing and unberthing only. 

MAX. SIZE: Jetty: 10,000 d.w.t. Max. LOA 90 m. 

RADIO/VHF: Ramba Radio on HF. Station operated by Asamera Oil. 
Ramba Oil Jetty Radio on VHF. This station is also operated by 

Asamera Oil. 


BERTHING: 
Depth 
Berth Position at LWS Remarks 
(m.) 
Jetty Lat. 02° 36’ 40” S. 6.0 Oil barges 
Long. 104° 07’ 50” E. 
Cargo Dock Lat. 02° 36’ 40” S. 2.0 Barges 
Long. 104° 08’ 17” E. 
Storage “GW” Lat. 02° 01’ 40’ S. 22.0 Good weather 
Tanker Long. 104° 57’ 20’ E. 
“BW” Lat. 02° 16’ 40” S. 16.5 Bad weather 


Long. 104° 13’ 10” E. 

LOADING: Crude oil (API 38) is loaded at the jetty at a rate of 
1,000 t.p.h. through 28 in. loading arms. 

Storage capacity of crude oil 100,000 bbis. 
MEDICAL: Clinic available. 
DENSITY: 1000 — 1010. 
FRESH WATER: Available at the jetty. 
FUEL: Available at the jetty. 
CONSULS: None. 
AIRPORT: Sultan M. Badaruddin II Airport at Palembang. 
TIME: GMT plus 7 hours. 
AUTHORITY: Operator: Asamera Oil, Muggala Wanakbhakti Building, 
Block 4, 7th & 8th Floor, JI. Jend. Gatot Subroto, P.O.Box 2858, Jakarta, 
Indonesia. Tel: 583641 (10 lines), 583511 (6 lines). Telex: 45697 
Asamera-la, 47115 Asamera-la. 

Asamera (South Sumatra) Ltd., Jl. Jend. Basuki Rachmat 1496, 
P.O.Box 76, Palembang, Indonesia. Tel: 24059, 24850. Telex: 27418 
Asamera-Plb. 


802 


TIME: GMT plus 7 hours. Ir 
CUSTOMS: Masters have to declare all local currency on board.) a 
Strictly prohibited to take local currency ashore. No limitation for fores o 
currency. 

Master should consult the Agent about prevailing Customs regulate 
with regard to currency, cigarettes, spirits, etc., to prevent unnecess: 
difficulties and fines. s 
AGENCY: See “General” before first port. N 
AUTHORITY: Syahbandar Pulau Samba, Pulau Samba, Indonesia ‘ 
W 
if 
0 


SABANG: 05.50 N. 95.20 E. (See Plat * 


DOCUMENTS: Upon arrival vessels have to produce the follow 
Certificates and Documents, which will remain in the Harbour Masi 
custody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Health Book or Bill Health and vaccination certificates. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and wharfage if any. 

Crew Lists and Passenger’s Lists with vaccination dates. 

Ship's Articles. 

Stores List. 

Passport or Seaman's Card remain in Immigration Office until cleat 
and the crew to use shore pass to go on shore, issued by* 
Immigration. 

PILOTAGE: Approach: 

Vessel should steer on the light of Klah Island and keep at least! , 
offshore, especially of Ujung Masam owing to an inward drift, until’ 
bay is well open. When entering the bay, the light-buoy South of Us 
Lho Me should be kept on port side. 

The Signal Station at Peunimpun reports day and night the arriv@ 5 
ships, by night an unofficial white light, showing all around is sho 
visible at a distance of 12 miles. 5 

Signals by day with flags according the International Code of Sig* 
and by night by signal lamp. C 
ANCHORAGE: Lat. 05° 53’ N., Long. 95° 32’ E. L 
HEALTH: Vessels arriving from abroad direct have to apply we 

7 
C 
C 
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advance to the Department of Health (Quarantine Section) 
provisional Free Pratique, as said Pratique has to be cabled to the® 
The provisional Free Pratique is only valid for this Port, the next po" 
call must be a First Class Port as no further provisional Free Prat 
will be issued, unless the vessel sails directly abroad. tt 
RADIO: Sabang Radio. Call sign: PKA. Frequency: 500 kHz/436 © 
Time: 0100-0200, 0400-0500, 0900-1000 GMT. 8473 kHz/8686 
Time: 0200-0230, 1000-1030 GMT. 17184.5 kHz Time: 0230-8 
1030—1100 GMT. VHF — Available. Power — 1 kW. 

TUGS: A small tug available for mooring assistance, subject adv 
notice. 

FRESH WATER: Available, rate 30 t.p.h. with one hose. Usual te” 
3 hoses. Water can be pumped faster if additional water pump us® 
FUEL: Not available. 


sHING: The usual anchorage in the inner roads is the North side 

“ne bay, Vessels Can approach shore until in 32 m. and 29 m. depth. 
‘mere 5 goOd holding ground. During S.W. or S.S.W. squalls in the West 
_agoon vessels have to be kept free from the quays by means of the 
“yong buoys moored off the berths. i 
yestern Coal eee Usabie berth length 140 m. with depths alongside 
+m. at LWS. 

syn Coal Whart: Usable berth length 150 m. Depths 6.8 m. at LWS. 
mercial Wharf; Usable berth length 150 m. Depths 8.0 m. at LWS 
wgth: 220). 

ri head of the oil jetty there is a depth of 10 m. at LWS. 
sgPAIRS: Minor repairs can be carried out at the West end of the Coal 
seat at the repair shop and electrical power station. 
~ysTOMS ALLOWANCES: It is recommended that Masters consult 
pe Agents about the local prevailing Customs Regulations with regard 
syrency, cigarettes, spirits, etc., to prevent unnecessary difficulties 
vd eventually fines. 
yaPORT: One domestic flight a day, 15 minutes drive from the Harbour. 
wTHORITY: Department of Sea Communication. 


SALAWATI: 01.21 S. 130.59 E. 


(PERATORS: Pertamina. 
\OCATION: Salawati Marine Terminal is located in the Sele Straits 
‘tween the Island of Salawati and mainland Irian Jaya, Indonesia 
_ Salawati Marine Terminal Office is located on board the storage barge 
Wampum” adjacent to the export tanker mooring. 
\Yooring system is positioned in Latitude 1° 21’ 18” S. and Longitude 
w 58 39" E. The minimum water depth in the area of the mooring 
jystem is 51 ft. 

FLAGS: In accordance with practice in Indonesian Ports, Quarantine, 

emigration, Pilot and call sign flags must be displayed by all vessels 
- gooaching the anchorage. These signals shall be displayed 
- mtnuously until clearance is granted. The signals are as follows: 

| Sunrise to sunset: Quarantine Flag 'Q” 
-| Sunset to sunrise: Signal Lights (red over white) 
_ The “N” flag should be flown until the Immigration Officer boards the 
mp. The 'G” flag (request for Pilot) should be flown until the Mooring 
Waster boards. The vessel should also fly its call sign. As soon as the 
\ooring Master boards, the ‘‘G” flag should be replaced by the “H”’ flag 
, wich signifies that the Pilot is aboard. The tanker may fly the “P”’ flag 
‘tis going to sail within 24 hours. 
X0CUMENTS: The boarding team, e.g. Agent, Customs, Immigration, 
*t Health Officers, Harbour Master will board the vessel in the 
nchorage area to grant clearance. 
__ The Customs Officer will board the vessel to seal the stores. If arriving 
‘oma foreign port, the Agent will prepare the General Cargo Declaration 
‘ym stating the cargo on board the vessel and attaching appropriate 
Npping documents. If the tanker is arriving from an Indonesian port, 
‘5B Form issued at the last Indonesian port will be retained by 
-stoms and the arrival clearance at Salawati is granted. 

The Harbour Master submits a Harbour Report Form for the Master 
Scomplete. The Agent prepares the Ship’s Documents Check List Form 
Soheck the validity of each document. These documents are: Certificate 
‘Registry, Ship's Construction Certificate, Load Line Certificate, Safety 
“wipment Certificate, Safety Radio/Telephone/Telegraph Certificate, 
“ago Gear Certificate and Derat/Exemption Certificate. This list is then 
®ivered to the Harbour Master with the following documents attached: 
4st Port Clearance, Crew List approved by the Immigration Officer and 
-ght Dues Receipt if arriving from another Indonesian port. The Harbour 
‘aster issues a port clearance on departure provided clearance is also 
yanted by the other governmental authorities (A Panamanian port 
“arance for Panamanian flag vessels is not required at Salawati). 
The Immigration Officer requires 2 copies of the Crew List and will 
“eck the Ship's Articles and the passports of the crew. When these 
‘| “uments are found to be in order, an arrival clearance will be marked 

nthe crew list. 
} arriving from another Indonesian port the Agent will sign a guarantee 
me vessel cannot prove that light dues have been paid. 
,“M0r to the vessel's departure the Immigration Official requires 
“‘oples of the Crew List to be marked for departure immigration 
“sarance. The Master is given a signed copy by the Immigration official 
“the Crew List for departure. 
.tude oil loading documents such as Bills of Lading, Quality 

“*rificate, Quantity Certificate, Dry Certificate/Ullage Report, Time 
28ding Report, Certificate of Origin, Cargo Manifest and Master's 
*eipt for Documents/Samples are prepared at Salawati Marine 
“minal. When the tanker has been loaded, the documents shall be 
“npleted and signed by the Master. Final clearance formalities will be 
“med out aboard the vessel in the anchorage area. 
te oy will issue the 5—B form which is for departure clearance of 

The Master should be prepared to issue: 

15 copies of Crew List. 
4 copies of Cargo Manifest. 
4 copies of Personal Effects. 
4 copies of Bonded Store List. 
4 copies of Stores List. 
4 copies Narcotics List. 
Bet 2 copies of Vaccination List. 
he he leaving the terminal area, the Master should advise the terminal 
* *8ssel's ETA at destination. 


(See Plan) 


INDONESIA 


PILOTAGE: The Salawati Terminal Pilot will board the vessel in the 
anchorage area for passage to the Salawati Terminal. The channel is 
marked with numerous Navigational Aids to permit safe passage through 
the Sele Strait. Vessels arriving in the anchorage area after 1400 hrs. 
local time (GMT + 9 hours) will be berthed at the terminal at Pilot's 
discretion. 

Ships are requested to have a pilot ladder safely and securely rigged 
and ready for immediate use, and long enough to reach the mooring 
launch. A combination of pilot ladder and ship's accommodation ladder, 
so arranged that personnel can first use pilot ladder until part way up 
the vessel's side, and then transfer to the accommodation ladder is 
recommended, especially on very large ships. A light line should be 
ready to take aboard the Mooring Master's equipment. There should be 
adequate lighting at night. Vessels will provide a lee for the Mooring 
Master both when boarding and leaving. 

ANCHORAGE: If requested to anchor, the recommended anchorage 
area is 4.5 miles West of Sorong in position Latitude 00° 53’ 00” S. and 
Longitude 131° 10’ 00” E. Under no circumstances should the export 
tanker enter the restricted area around the structures without the 
Mooring Master aboard. 

RESTRICTIONS: The approach channel has a minimum depth of 49 ft. 
A minimum under keel clearance of 6 ft, is required, restricting the 
maximum loaded draft of an export tanker to 43 ft. 

Strength of Tide: Up to 4.5 knots. 

MAX. SIZE: Salawati Marine Terminal can accept vessels up to 60,000 
d.w.t. Under certain weather conditions, vessels up to 100,000 d.w.t., 
light loaded to the equivalent of a 60,000 d.w.t. vessel may be accepted. 
Such acceptance is at the discretion of the Area Superintendent or his 
designated alternate. 

The Ship's Master must not permit his vessel to be loaded to a depth 

of more than 43 ft. deepest draft due to the restrictions of water depth 
in Sele Strait unless permitted to do so by The Company Area 
Superintendent or his designated alternate. 
HEALTH: Each tanker entering the Port of Salawati must have 
requested and been granted entry permit/agency permit prior to its 
arrival. At the same time application is made for provisional Pratique 
through the Directorate of Quarantine and, if granted, a cable advice is 
sent to the harbour authorities. Port Health Clearance is issued prior to 
the tanker’s arrival and is also valid for departure clearance. If provisional 
pratique is not granted a Port Health Officer will be provided. All of the 
foregoing is arranged through and by the Agent. 

Each crew member should be in possession of an International 
Vaccination Card. 

RADIO: It is most important that incoming tankers contact Salawati 
Marine Terminal 72 hours before the estimated time of arrival. Further 
cables should be sent to the terminal 48 hours and 24 hours in advance 
of arrival, or when ETA changes by more than 3 hours. Communications 
with Salawati Marine Terminal can be established using one of the 
following links. 
Sorong Coastal Radio Station 

Name of Radio Pertamina Sorong Radio 
Time schedule of Pertamina Sorong radio/PKY.41 


Frequency Hrs. of Service Emis- 
QSw QSX (GMT) sion Remarks 

I. 6456.5 6mc/s 0000-0020 A I. Service: 

Common- 0100 — 0120 Mon-Thurs: 2300 — 0500 
Ch. 5/6 0200 — 0220 Friday: 2300 — 0230 
0300 — 0320 Saturday: 2300 — 0400 
0400 — 0420 
2300 — 2320 
I. 6512.6 6206.2 0020-0100 Ad3J II. Message/Telegram: 
0220 — 0300 QSJ: SC=40 CTMS 
0420 — 0500 CC=50 CTMS 
LC=30 CTMS 
lll. 4425.6 4131.2 0120-0200 A3uJ Ill. Telephone Call: 
0320 — 0400 Minimum 3 minutes 
2320 — 2400 VHF : CC=4.80 GF. 
HF : CC=7.20 GF. 
by adding 1.60GF(VHF) 
2.40GF(HF) 
every minute extra. 
(The land line charge is 
included in the land 
station charge). 

IV. 156.45MHz - F3 IV. Proceed Sorong, 
156.80MHz Ch. 16 2300-0500 please contact first, 
161.55MHz - 2or 3 days before 

arrival. 


Time schedule Government Sorong Radio PKY 4. 


Frequency Hours of Service Emis- 
TX RX (GMT) sion 
500 500 0000 — 0500 Al 
0800 — 1300 
8461 8356 — 8374 0200 — 0300 Al 
0900 — 1000 
2182 2182 0000 — 0030 A3 
1000 — 1300 
8802.6 8270 0030 — 0100 
1000 — 1100 
6204 6215 2230 — 2330 A3 
6213.5 6215 0400 — 0500 
0800 — 0900 
0900 — 1000 
Ch. 16 Ch. 16 0000 — 0500 
0800 — 1300 
2300 — 2400 


Master should request Pertamina Sorong Radio to relay the necessary 
information to Salawati Marine Terminal. 
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Details of Arrival Cable: 
The following information should be included in the cable sent to 
Salawati Marine Terminal 72 hours in advance of arrival. 
. Name of vessel and radio call sign. 
ETA in GMT and date (Local time is GMT + 9 hours). 
Cargo requirements. 
Deballast time. 
Maximum loading rate. 
Arrival draft. 
If there is any sickness aboard give whatever information is 
available as to the possible type of sickness, or confirm that 
vessel has clean bill of health. 
8. Last Port of call. 
9. Any hull, bulkhead, valve or pipe-line leaks on vessel which could 
effect loading or cause pollution. 
10. Flange dimension of vessel's manifold connection. 
Entry Permit or Agency Permit: 

Each tanker entering Salawati Marine Terminal must have requested 
and been granted entry permit prior to its arrival. It is vital that the General 
Agent receives the following information two weeks before vessel's 
arrival to obtain agency permit for foreign vessel from the Government/ 
Directorate General of Sea Communication: 

Name of owners/principals and full address. 
Name of vessel. 

d.w.t./Call Sign/Flag. 

Name of Master/Number of Crew. 

Last Port of Call. 

ETA. 

Destination after loading. 

. Indonesian Ports of Call. 

The ship's Master is responsible to ensure that no communication by 
radio is allowed within the terminal area. Unauthorised radio 
communication will be cause for cessation of all operations, except 
Clearing of the berth, and vessel's notice of readiness will be immediately 
nullified. 

Also see “General” before first port. $ 

VHF: Vessels equipped with VHF radio telephone should contact 
terminal on International Mobile Service Channel 16/156.80 MHz from 
0000-2400 hrs. GMT. The language of the terminal is English and 
Indonesian. 
BERTHING: The Company Area Superintendent, or his designated 
alternate, shall be the sole authority to decide when the port is closed 
due to unsuitable weather conditions preventing normal working 
operations. 

Various combinations of wind, sea, and tidal conditions, also the size, 
length, ballasted trim, and handling qualities of a vessel can affect the 
decision to berth a vessel at Salawati Marine Terminal. All of these 
factors have to be evaluated before a final berthing decision is made. 

After a vessel has been berthed, a terminal official will board to discuss 
loading arrangements. Before any crude is loaded all ship's scuppers 
on main decks must be plugged and cemented oil tight. Approved 
mechanical means of closing scuppers may be accepted. A deck 
inspection will be made by Salawati officials and if the vessel is suitable 
for loading crude oil a signed notation to this effect will be made on the 
Company Dry Certificate. 

It is the responsibility of the vessel to ensure that all mooring lines 
are properly tended. Salawati personnel will constantly check the 
vessel's mooring and at any time may direct the lines to be heaved 
tighter or slackened off under the supervision of a responsible ship's 
officer, as circumstances warrant. 

During the vessel's stay at the mooring emergency towing wires shall 
at all times be hung over the ship's bow and stern. These wires shall 
be secured to the bollards inboard to enable the vessel to be towed 
away should the need arise. They must be tended throughout to keep 
the eye of the wire not more than 2 ft. above the water. 

The terminal official will report unsatisfactory conditions to the 
Company Area Superintendent or his designated alternate, who may, 
in turn, reject the ship until corrections are fully made. All costs accruing 
therefrom will be for the ship’s account. 

A ship may be rejected, if, upon inspection, it is not properly equipped, 
or if it is not suitably manned, or if it has dirty ballast or tanks unsuitable 
for the cargo as determined by the Company Area Superintendent or 
his designated alternate. 

A vessel is suitably manned if it has a full complement of qualified 
officers and a crew all of whom are in sober condition, competent and 
willing to carry out their duties and orders. 

A ship must be equipped with a good working propulsion unit as 
passed by the appropriate survey society. Inoperative ships, or Partially 
inoperative ships will be rejected. Should it become inoperative while at 
the moorings it will be removed at the vessel’s expense. 

No repairs are to be made while mooring or unmooring, or at the 
moorings without the express permission of the Company Area 
Superintendent or his designated alternate. 

A vessel must have both bower anchors in good working condition 
and in such sizes and amounts as to meet either “Lloyd's or A.B.S.” 
standards although they may be, in fact, classified by other societies. It 
is strongly recommended that anchors have proper anchor buoys 
attached to each anchor. 

All vessels must carry adequate, synthetic lines used for mooring 
purposes. No wire ropes should be used for mooring export tankers at 
this terminal. Each mooring rope must not be less than 100 fathoms in 
length. 

To assist in vessel's turn around, the Mooring Master will advise 
necessary booms and cargo gear rigged and ready before the ship is 
berthed. 

BALLAST: No facilities are available for disposal of dirty ballast. 

Owners and Masters are required to observe International Convention 
laws and Indonesian Government regulations concerning pollution of 
the sea, having particular regard for this area of the Sele Strait. 
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It is the responsibility of the ship's Master to see that no oil v 
kind is pumped or spilled overboard from his ship. Drip pans, » ' 
dispersant etc., should be used at all times especially » | 
disconnecting hoses, in order to avoid any spillage overboard. 

The categories of pollution include oily water from bilges, 
residual from previous voyages, or any other matter that May reg; 
pollution of the sea. 

Any fines imposed by governmental authority for pollution Shall te 
the vessel's account. 

In the event that the Company has to settle any third party Claim, 
a result of damages to property caused by pollution attributable ». 
way to the vessel, they will have the right to reimbursement by fh 
responsible for the vessel for all expenses incurred. 

In the event.of oil spillage or pollution of the waters all labour, 
employment costs for cleaning operations will be to the vessel's ao, 
if caused by the vessel. 

As soon as practical after arrival, all tankers will be inspected 
Salawati Marine Terminal Official for dirty ballast. During dischary 
ballast similar inspections will continue. 

If evidence of oil appears at any of these inspections, the ship wi 
rejected, and will not be accepted again until satisfactory evidens 
produced that such ballast was disposed of in a proper manner. If dy 
inspection, or during progress of loading, it is revealed that ship's 
are not tight, or that oil is leaking from the ship, the ship may be rele 
or refused further loading. 

If the ship's tanks are found to be leaking, it will not be accepte; 
loading. 

A tanker must have sufficient ballast for safe handling having ¢ 
regard to existing weather and sea conditions and also for safe Pasy 
through the Sele Strait. Through a careful watch of the weather and; 
conditions, frequent exchange of information between ship and term 
and by a knowledge of the behaviour of his own ship, a ship's Mz 
may come to the terminal with a minimum of ballast and thus leg 
any possibility of infringement of sea pollution regulations. 

In addition to the lights usually displayed, vessels at the moor 
discharging ballast or loading cargo during darkness will brill 
illuminate the sea around the ship, so that any pollution wil 
noticeable. The lighting will be of an approved and permanent naty 

Tankers equipped with a separate system of ballast tanks wil 
allowed to discharge ballast, and load oil simultaneously, prove 
approval is first obtained from the Company Area Superintendent o 
designated alternate or independent inspector. 

Most responsible ship Owners have adopted a system of tank clear 
using circulatory methods of transfer of tank washings with chemia 
The result is that no oil discharges into the sea and oil separate 
collected in a slop tank. The terminal will load on top of such st 
unless otherwise directed. This system is highly recommended to a 
pollution of the Sele Strait. 

Masters are warned that inspection of ballast is strict. 

Any tanker rejected because of dirty ballast or sea pollution) 
automatically nullify his notice of readiness and will lose any priort 
position for loading. 

LOADING: It is absolutely essential that extremely careful supens 
be exercised by officers of vessels while loading operations at 


‘ progress. A responsible ship's officer is required to be oné 


continuously at a point near to the tanks being loaded. He will be ass 
by an adequate number of ship's personnel in these operations. 

Raising, lowering, connecting, tending and disconnecting of oil loat 
hoses as well as other labours and duties on shipboard connectedt 
loading of cargo or maintaining mooring lines in a correct mannet! 
be performed by the ship's crew directed by a responsible office 
required by the terminal official. Loading of export tankers is thro 
two loading hoses with 10 in. ASA 150 connections. 

All ships using Salawati Marine Terminal must be able to connect 
manifold to the 10 in. flanges. Masters are reminded that it is the s¥ 
responsibility to provide such reducers as may be required to make! 
connection and that the hose connecting operation will normaly 
carried out while the ship is de-ballasting. 

The Terminal Official will report unsatisfactory conditions to! 
Company Area Superintendent or his designated alternate, who ™ 
in turn, reject the ship until corrections are fully made. All costs acc 
there from will be for the ship's account. 

Request for the terminal to stop the flow of oil cargo at a predetem* 
tonnage must be in writing. The request must include the statemet 
the ship's Master that the Company will not be held responsible fo! 
error and that in case of the vessel being overloaded the excess @ | 
cannot be pumped back to the storage tanker. Ship's Master wil? 

L 
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be held responsible for any oil spills caused by this request. 

The export tanker must move the loading hoses from the oil stot 
barge by means of its own derrick and using its own crew. The @ 
derrick required to raise the loading hoses from the oil storage 0* 
side must have minimum lifting capacity (SWL) of 5 tons and hat 
sufficient length of strong lifting wire rope on the drum to enabe’ 
cargo hook to reach the oil storage barge side, which is approxin® 
45 ft. away from the tanker’s side, and still have adequate turns 0!* 
left on the drum to ensure safety. Vessels which may consider the® 
capacity of their gear to be marginal should strengthen thell ? 
accordingly. A common way to do so is to rig a second topping® | 
the boom. ) 

An A.O. Smith metering system is used to load the export tank® 

Two loading hoses with 10 in. of ASA 150 camlock flange conne® | 
are used to load the export tanker. All vessels not having w ; 
connections must provide their own reducers. i 

A loading rate of approx. 20,000 bbls.p.h. can be accomplishe 

If, at any time an overflow of crude oil occurs, loading 1 
suspended immediately, and not be resumed until the oil is clean | 
and removed from the decks of the vessels, and/or from the surtae { 
the sea, and any damage is repaired and no further danger exists 
stressed that during loading operations, the Salawati cargo supe™ | 
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»] mmediately slow down the loading rate on receipt of a request for 
from the ship's deck officer in charge of loading. 
aispillages of oil must be reported immediately to the Company Area 
_.antendent, or his designated alternate, and subsequently, a 
report, in writing, submitted by the Master of the vessel 
ed giving all relevant details. 
caRGO: Typical Salawati Crude Analysis: 


API — Gravity at 60°F 41 

Reid Vapour Pressure 2.0 at 100°F 
Sulphur, Wt.% 0.5% 

Kinematic Viscosity at 100°F 4.2 cST 

Pour Point +20°F 

Carbon Residue 1.3% by weight 
BS&W 0.1% by weight 


Flash (PMCC) Below 50°F 

canGO DOCUMENTATION: Crude oil loading documents such as Bills 
' s.ading, Quality Certificate, Quantity Certificate, Dry Certificate, Ullage 
' aeports, Time Loading Report, Certificate of Origin, Cargo Manifest and 
wasters Receipt for Documents/Samples are prepared at Salawati 
warine Terminal. 

when the tanker has been loaded, the documents shall be completed 
wdbe taken aboard the tanker for the Master's signature. 

Notes of protest, if any, should be handed to the Company Area 
sperintendent or his designated alternative for further delivery to 
mips Petroleum Company Indonesia, Jakarta. 

) RESH WATER: Not available. 

| SUEL: Not available. 

! WEDICAL: No clinic available. 

} REPAIRS: No facilities. 

* CONSULS: None. 

‘ cUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
gints, wine, beer, perfume, arms, ammunition and possibly other items 

! ve to be locked up under Customs seal from time of arrival of ship in 
oot until time of leaving territorial waters. Each person is allowed to 

) yng in 200 cigarettes or the equivalent in grams of tobacco or cigars. 

) ecial allowances are made for the Master under special 

* scumstances. The Master should prepare two copies of the Stores List 

| yy Customs use. 

' REPATRIATION: Not possible. If emergency conditions prevail, for 

| wmanitarian reasons, exceptions to the foregoing may be permitted. 

* Jexpenses incurred will be for ship's account. 

ME: GMT plus 9 hours throughout the year. 

{ SHORE LEAVE: Not possible. 

} DELAYS: Delays to vessels using Salawati Marine Terminal due to the 

‘ rt being closed because of bad weather conditions shall not be 

‘ omputed as used lay time when compiling vessel’s turn around time. 

* GENERAL: 
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logs: Masters are advised to keep careful watch on the approaches for 

semissubmerged floating logs which may become hazardous to safe 
favigation. 

| Charts: Charts for the area are as follows: 

1. Admiralty Chart No. 3744 

/ 2 Admiralty Chart No. 3745. 

' 3 Admiralty Chart No. 1416. 

4. Indonesian Hydrographic Charts No. 213, 217 & 219. 

) Winds: Winds can reach a maximum of 75 m.p.h. during local storms 

id all vessels must make sure they carry sufficient ballast to be 

| manoeuvrable in the restricted waters of Sele Strait during these storms. 

 Slores: Not available. 

| ‘sitors' Only authorised personnel or visitors are permitted on the 


sorage barge and/or export tanker. 
Sude Oil Testing: The crude oil testing laboratory is equipped to perform 
he following tests: 
| API Gravity, BS & W, Pour Point, R.V.P. and salt content. Any 
| Xditional tests that may be required will be performed in Jakarta. 
_ fag: During daylight hours the Indonesian flag must be flown throughout 
| Ne vessel's stay in port. 

AGENCY: See “General” before first port. 


| SIPMASTER’S REPORT: August 1978. 
seneral: The loading terminal is located on the East coast of Salawati 
Sand at Sele Strait. Salawati marks the Western part of New Guinea 
ad belongs to Indonesia. 
‘elerence: Refer to B.A. Charts 3744, 3745, 1416. 
Coast Pilot 35, Eastern Archipelago Volume III. 
Socuments: Inward and outward clearance carried out at anchorage. 
Natches in excess of one, radios, cassette recorders, perfume etc., will 
| ®Sealed by Customs. Seal will be inspected when receiving outward 
*sarance. Papers required for clearance: 
15 Copies of Crew Lists. 
4 Copies of Cargo Manifest 
4 Copies of Personal Effects 
4 Copies of Bonded Store List 
4 Copies of Stores List 
4 Copies of Narcotics List 
2 Copies of Vaccination List 
'PS registry taken ashore and returned on outward clearance. 
~ age: Government Pilot and Mooring Master — usually from Kasim 
el board at anchorage. Mooring Master acts as Pilot. From the 
“ehorage vessel proceeds through Sangoilin Mon (Heilige Straat) and 
oe Strait towards Salawati. Heilige Straat is marked by unlit buoys 
a beacons, privately maintained by the oil companies. The min. depth 
hot: Max. sailing draft from Salawati is 43 ft. 
age: Recommended anchorage in position Lat. 00° 53’ S., Long. 
fe 10’ E. in approx. 25 fathoms of water. 
_ “sttictions: Usually transit from anchorage towards Salawati is carried 
paring daylight hours only. 
..'8sels of 100,000 d.w.t. have been berthed at Salawati. 
*“alth: Radio Pratique not available. 


INDONESIA 


Radio: Pertamina office listens on VHF Channel 16 but calls are seldom 
answered. Kasim Marine Terminal listens on 16 and contacts Pertamina 
office by telephone. 

Advance notice. As per Charterer's instructions to Pertamina, Jakarta. 
Tugs: Two tugs are available from Kasim Terminal to assist in berthing 
and unberthing. 

Berthing: Berth is constructed of 2 mooring dolphins and 2 breasting 
dolphins with storage barge “Wampum” being moored to the Western 
side of dolphins and export tanker being moored to the Eastern side. 

Vessel may berth port or starboard side to, depending on stage of 
tide. The vessel is moored with 8 ropes forward and 8 aft, ropes being 
handled by mooring launches. 

Two hoses of 10 in. are connected to ship's manifold by ship’s crew. 
The barge is said to have a capacity of about 70,000 LT, the maximum 
loading rate of Salawati crude is 20,000 bbls./hr. 

Vessels not having received inward clearance by 1500 hrs. local time 
at the latest will have to await the following daylight before proceeding 
towards Salawati. 

Weather/Winds: Uniformly high temperatures, high humidities and 
abundant rainfall. Winds are usually light, with a seasonal reversal as 
N.W. and S.E. Monsoon, however, winds can reach a maximum of 
75 m.p.h. during local storms. 

Tide: Between 2 — 5 knots at berth and in Sele Strait, rise of tide 
about 2 m. 

Repairs: Not available. 

Supplies/Services: None available. 

Shore Leave: Not possible. 


AUTHORITY: Pertamina, Jalan Yos Soedarso No. 32-34, Jakarta, 
Indonesia. Tel: 62.21.490311. Contact: Mr. Indra Kartasasmita. 


SAMARINDA: 00.30 S. 117.09 E. (See Plan) 


PILOTAGE: Pilotage is compulsory. Pilot boards at Muara Pegah. 
There are 14 Sea Pilots and 4 Harbour Pilots. 
ANCHORAGE: Vessels entering Samarinda inner harbour anchor at 
Muara Pegah: 01° 00’ S., 117° 21’ E. Depth 22 m. 
Vessels loading/discharging at outer anchorages: Muara Berau: 00° 
14’ 30” S., 116° 34’ 04” E. or at Muara Jawa: 01° 02’ 30” S., 117° 
15’ 00” E. Depth of water 20 m. 
APPROACHES: The distance from the port of Samarinda to the outer 
basin is about 60 km. 
The depth of channel before the dredging was 5.00 m. LWS and had 
various widths. 
After dredging it has a minimum depth of 6.0 m. LWS and a width of 
about 100 m. 
The current speed is between 1.00 km./hr. — 2.0 km./hr. in the inner 
harbour. 
The current speed is between 2.5 km./hr. — 4 km./hr. at the outer bar/ 
channel. 
RESTRICTIONS: Maximum LOA entering outer bar 156m., with 
maximum draft 6.0 m. Depth of outer bar 6.0 m. at LWS. Depth of inner 
harbour 7.0 m. at LWS. 
MAX. SIZE: 6,000 d.w.t. and draft 6.0 m. 
RADIO: Samarinda Coastal Radio, call sign PKN-6, frequency 8,445 
kHz. 
VHF: Samarinda Radio, call sign PKN-13, Channels 16 and 12. 
TUGS: One tug and 4 pilot boats available. 
BERTHING: Concrete Wharf: Length 450 m., depth 7.0 m. and width 
125 m. 
Warehouses: 2 x 1,600 sq.m. 
Open Storage: 19,398 sq.m. 
Folk Lifts: 4 x 3 tons and 1 x 5 tons. 
CRANES: 215 tons mobile cranes. 
STEVEDORES: Available from labour pool. 
MEDICAL: Hospital facilities available. 
FRESH WATER: Available, rate 18,000 litres per hour. 
FUEL: Not available. 
REPAIRS: No facilities available. 
GENERAL: Barges: Privately owned barges available. 
AUTHORITY Perum Pelabuhan IV, Cabang Kelas Il Samarinda, Niaga 
Timur Street 130, Samarinda, East Kalimantan, Indonesia. Tel: (0541) 
22044 — 21615. Telex: 38237. Contact: Mr. Baharuddin Zaenal, 
BA, Head of Branch. 


SAMPIT: 03.06 S. 113.04 E. 


LOCATION: The port is located 45 miles from the outer bar. 
PILOTAGE: Not available. 

ANCHORAGE: Vessels anchor in position 03° 06’ 00” S., 113° 02’ 15” E. 
RESTRICTIONS: Maximum depth at outer anchorage 2.10 m. at LWS. 
RADIO: Sampit Coastal Radio Station. Call sign PKG-2. Frequencies: 
2,182/6,215.5 kHz. 

TUGS: Not available. 

BERTHING: Length of wharf 208 m. Depth alongside 4.5 m. at LWS. 
Storage: Godown and open storage available. 

Fork Lifts: Available. 

CRANES: Available. 

STEVEDORES: Available from labour pool. 

FRESH WATER: Not available. 

FUEL: Not available. 

REPAIRS: No facilities available. 

GENERAL: Barges: Not available. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


SANGATTA: 00.22 N. 117.34 E. 


PILOTAGE: Mooring Master available. 
ANCHORAGE: The anchorage whilst awaiting berth is located in 
position Lat. 00° 18’ 58” N., Long. 117° 37’ 35” E. 
RESTRICTIONS: Berthing during daylight hours only. Unberthing at any 
time, day or night. 
MAX. SIZE: CBM: 36,500 d.w.t. Max. LOA 220 m. 
VHF: Balikpapan Radio, call sign PKN-2, on VHF. Station operated 
by Pertamina. 

Sangatta Radio, call sign PKN-4, on VHF. This station also operated 
by Pertamina. 
BERTHING: There is a CBM (4 buoys) located in position Lat. 
00° 21’ 35” N., Long. 117° 34' 26.5” E. Depth of water 21.0 m. Crude oil 
is loaded at a rate of 8,570 bbls.p.h. through 2x 12 in. hoses. 

There is a jetty in position Lat. 00° 23’ 03” N., Long. 117° 33’ 58.0" E. 
The depth alongside the jetty is 1.5 m. at LWS. 


LOADING: 
Shore Storage Tanks: 

Oil Products Total Safe Capacity 
Crude Oil 250,000 bbls. 
Premium 290 k’/l. 
HSD 870 kil. 

Physical Characteristics of Crude Oil: 

API Gravity at 60°F. “(G4 
Reid Vapour 

Pressure at 100°F. 3.8 psi 
Viscosity at 100°F. 2.7 cSt 
Sulphur Content 0.08% wt. 
Carbon Residue 0.65% wt. 
B.S. & W. 0.15% vol. 
Flash Point (PMCC) Below 50°F. 
Pour Point past es 


DENSITY: 1020 — 1025. 

FRESH WATER: Not available. 

FUEL: Not available. 

AIRPORT: Temindung Airport at Samarinda. 
TIME: GMT plus 8 hours. 

AUTHORITY: Operator: Pertamina. 


SANTAN TERMINAL (Attaka): 00.06 S. 117.32 E. 
(See Plan) 


LOCATION: The Terminal is situated on the East Coast of Kalimantan, 
Indonesia in the Makassar Strait. It is about 80 miles North of Balikpapan. 
DOCUMENTS: If arriving from a foreign port the following documents 
may be required for granting pratique. Certificate of Registry, Ship's 
Construction Certificate, Load Line Certificate, Safety Equipment 
Certificate, Safety Radio/Telephone/Telegraph Certificate, Exemption 
Certificate, Cargo Certificate and Derat Certificate. Also required will be 
last Port Clearance and Crew List. 

Crude oil loading documents will be prepared at the Santan Terminal 
and when the vessel has been loaded the documents will be completed 
and final clearance formalities will be carried out on board. 

Each Crew member should be in possession of an International 
Vaccination Card and Passport or Seaman's Book. Indonesian 
Immigration, Customs and port officials will board the vessel to grant 
clearance. 

Flag Dispensation: Each tanker entering the Santan Terminal must have 
requested and been granted Flag Dispensation prior to its arrival. At the 
same time application should be made for provisional Pratique through 
the Directorate of Quarantine and if granted, a cable advice is sent to 
the harbour authorities. Port Health clearance is issued prior to the 
tanker’s arrival and is also valid for departure. If Provisional Pratique is 
not granted a Port Health Officer will be provided. All of the foregoing 
is arranged through and by the Agent. 

Customs and Immigration: In accordance with Practice in Indonesian 
ports, the vessel's national flag, the Indonesian courtesy ensign, 
quarantine, immigration, Pilot and call sign flags must be displayed by 
all vessels approaching Santan. These signals shall be displayed 
continuously until clearance is granted. 

The signals are as follows: 

Sunrise to Sunset: Quarantine Flag “Q” 
Sunset to Sunrise: Signal Lights (red over white) 

The “N” flag should be flown until the Immigration Officer boards the 

ship. The “G” flag (request for Pilot) should be fiown until the Mooring 
Master boards. The vessel should also fly its call sign, (signal letters). 
This signal may however be hauled down after the vessel is secured to 
the SBM. It must be flown again when the vessel is sailing and kept 
flying until after the vessel is clear of the anchorage area. As soon as 
the Mooring Master boards, the “G" flag should be replaced by the “H” 
flag which signifies that the Pilot is aboard. The tanker may fly the "P” 
flag if it is going to sail within 24 hours. 
PILOTAGE: Procedure When Berth Available on Arrival: A vessel for 
which a berth is available on arrival will be boarded by a Mooring Master 
in the anchorage area and providing that the vessel is in all respects 
ready to commence loading (except for the necessary deballasting) the 
Notice of Readiness will be accepted at the time of the Mooring Master 
boarding. 

If the vessel is not in all respects ready to proceed to the berth, with 
main engines fully manoeuvrable, mooring ropes on deck, windlasses, 
winches, etc., in good working order and readiness, it will not be 
accepted until the Mooring Master is satisfied that all these conditions 
are met. 

Also see “Operations”. 
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ANCHORAGE: If vessels are obliged, or instructed, to anchor, 
should do so in the recommended anchorage and on no ACCoun 
they to manoeuvre or anchor West of Longitude 117° 33.5’ E. un 
Mooring Master is on board. The depth of water is 40 m. with a Dott f 
of mud/clay. Holding ground is considered good. 

The Southern limit of the anchorage is defined by two buoys Num, 
“10” coloured red and Number “12” coloured red and white Cheque, 
At night both buoys show a white light flashing 1 second gy. 
6 seconds. ; 

The Southerly limit of a reef on the Northern side of the anchor, 
area is marked with a buoy numbered “11" and coloured black. At nig f 
this buoy shows a green light flashing green 1 second every 5s 
Another buoy coloured with red and black horizontal bands and Marky 
with the letter “A” shows a group flash light showing 3 white flaste 
every 6 seconds. 

All the buoys are fitted with radar reflectors. 


READINESS: Procedure When Instructed to Anchor on Arrival: A Vesss 
which has been instructed by Santan Port Control to anchor on amg 
should, after doing so, inform Port Control of the precise arrival time 
According to the practice of the port, acceptance of the Notice » 
Readiness will coincide with this arrival time, providing: 
a) Vessel is within scheduled date range. 
b) That it is within the hours of daylight — deemed to be tro 
0600 hrs. local time to 1800 hrs. local time. 
c) That it is not a Public Holiday or Sunday, unless the vessel: 
actually handled on that day. 
d) That the Port is open. : 
An exception to clause (a) above, is when conditions allow nigh 
berthing, in which case the vessel will be accepted when the Mooriy 
Master boards, or, should the vessel have been at anchor, when ty 
anchor is aweigh, providing that the Mooring Master is then on boart , 
In addition to clauses (a), (b) and (c) above, vessels will noth | 
accepted when arriving at an unreasonable time ahead of their kx f 
signalled estimated time of arrival. It is not the practice of the pont 
keep Pilots (Mooring Masters) on station in the anchorage. SantanPe 
Control maintains a continuous listening watch on Channel 16 VHF 
Notwithstanding anything in the foregoing, Notice of Readiness wi 
not be accepted at a time when it is not the practice of the port & 
accept it. 
Also see “General”. 


NAVIGATION: 

Attaka Reef: The Attaka Reef is marked with a buoy coloured red a 
yellow chequers. At night it shows a white light flashing 2.5 second 
every 6 seconds. 

Ship Approach Channel: The ship approach channel to the Sant: ' 
Anchorage is marked with 4 buoys and numbered from seaward2: | 
6 & 8 respectively. At night they show a white light flashing 0.5 secon 
every 2 seconds. The No. 2 buoy is positioned at Lat. 00° 04’ 7.5°§ 
Long. 117° 47’ 39.5” E. Ships should stay to the North of these buoys 
SBM: The SBM is fitted with a radar reflector and at night shows: 
Qk. FI. W. light. One of the floating hose strings is fitted with two wine 
lights. 

Inshore Area: Inshore of the SBM area a concrete pile beacon paints! 
red and numbered “16” shows a white flashing light every 6 seconé 
and marks the Northerly limit of two dangerous reefs. 

The work boat canal is marked by 2 buoys, the Northerly om 
numbered “15” and showing a white flashing light and the Southe 
numbered “18” and showing a red light. 

There is a beacon on each bank of the canal, at the shore line. Tr 
North bank beacon showing a white light and the South bank a red ligt 
Onshore Area: A radio antenna approx. 150 ft. high is located @ 
approximately Lat. 0° 05’ 24” S., Long. 117° 26’ 34” E. The mast shows 
fixed red air lights by night on the top and midsection. 


RESTRICTIONS: Berthing during daylight only, unberthing at any tine 


MAX. SIZE: 
Minimum Size Acceptable: The minimum sized tanker acceptable @ 
the Terminal is the T-2 Class or equivalent of not less than 17,000 dw! 
Maximum Size Acceptable: The maximum sized tanker acceptable @ 
the Terminal calling for a full cargo is 125,000 d.w.t. and 275 m. LOA 
RADIO: 
Procedure for Appointing Agent: Owner should cable: Pertamina St 
Jakarta. The cable should appoint Pertamina as Agent to attend tf 
tanker at Santan and should be sent 2-4 weeks prior to vessel's are 
Advice of Arrival; 72 hours prior to arrival at the Terminal vessels shou! 
advise the company of their estimated times of arrival by cable sent 
Pertamina’s Coastal Radio Station at Balikpapan. They should a 
confirm or amend ETA when they are 48 hours and again when 24 hous 
distant from the Terminal. 
Union Oil Company of 
Tanjungsantan. 
Pertamina's Coastal Radio Stations: | 
|. Name of station — Balikpapan Radio; Call Sign — PKN 2; Freque™ , 
— Keeps watch on 2182 kHz A3, answers on 4415 kHz A3, 6520 | 
A3 (vessel's selection); Class — ASH-A3J; Power — 500 watt; Service” | 
| 
| 


Indonesia cable address: Pertam® 


24 hour; Location — Lat. 01° 16’ S., Long. 116° 50’ E. 
ETA messages sent to PKN2 should be addressed: 
Pertamina Tanjung Santan = 
Message hivik; Al isgve Soller Wteis We ciate 


M 

As long as no direct contact exists with PKN2, ships send ETAS® 
PKI2 (See below). d : 

Il. Name of station — Jakarta Radio; Call sign — PKI2; Frequen): | 
500 kHz (operates on 452 kHz), 2182 kHz answers on: 4178, 4280° 
4363, 4410, 6457.5, 6520, 6516 kHz. 8 MHz (operates on 8628 K* 
Class — A1 500 kHz; A3 2182 kHz; A1 8 MHz; Power — 1 kW, 500K* 
500 watt, 2182 kHz; 1 kW 8 MHz. 


sevice — 500 kHz H24, 2182 kHz 0400 — 0500, 0700 — 0800, 1000 — 
«9, 1500 — 1600, 2000 — 2100, 2300 — 2400 hrs. GMT; 8 MHz 0100 — 
90, 0500 — 0600, 0900 — 1000, 1100 — 1200, 1400 — 1500, 1730 — 
0, 2100 — 2200 hrs. GMT. 

‘cation: Lat. 06° 08’ 00" S., Long. 106° 50’ 00” E. 

TA messages sent to PKI2 should be addressed: 

“pertamina Tanjungsantan via PKN2 

en Such peaip ue Ung ede ca One ict aay Sar aC kaa 


wails of Cable: The following information should be included in the 


on of vessel and radio call sign. 

_ gjAin GMT and date (local time is GMT+8 hours). 

Cargo requirements. 

Deballast time. 

Maximum loading rate. 

vessels draft on arrival. 

sthere is any sickness aboard or clean bill of health. 

Last port of call. 

Any hull, bulkhead, valve or pipeline leaks on vessel which could affect 

| loading or cause pollution. 
nistance in feet from bow to vessel's loading manifold. 
flange dimensions of vessel's manifold connection if not to ANSI 

B76.5, B.S. 1560, Series 150 or equivalent. 
Also see “General” before first port. 

WWF: Vessels equipped with VHF radio telephone should contact 

Santan-Control'’ on Channel 16 (156.80 MHz) when within range to 

equest instructions. 

tnguage: The language of the Terminal is English and Indonesian. 

yOORING/UNMOORING: This description is only intended as a guide 

ad may be varied as to the order in which lines are taken up etc. 
xcording to the circumstances prevailing at the time of mooring. 

_ Yoorings Required From Tanker: The ship must provide and have ready 
ne following: Two mooring ropes and one rope messenger line on the 
precastle. 
the Approach: The ship approaches the buoy from down tide and wind, 
wkng care to keep the wind right ahead. Adequate ballast must be 
tained on board to ensure that the vessel retains full manoeuvrability 
troughout the approach to the buoy and the actual mooring. 
8nnging Aboard the Mooring Lines: The vessel will be brought to a 
sosition close to the buoy with the vessel stopped in the water and with 
te buoy fine on the port bow. During the approach to the buoy and 
shile mooring, a terminal work boat will keep the hoses pulled well clear 
port. Under normal conditions the port rope will be the first taken on 
toard. The Mooring Master will advise as to which rope is to be taken 
‘stand as to which fairlead this will be taken. The actual work of mooring 
wi be done by a terminal work crew. The ship will lower a strong 
messenger line to the mooring boat who will in turn make this fast to 
te approach rope. The approach rope of 10 in. circumference will be 
‘ove aboard and will in turn be hove in until the chafing chain and 
angular plate is centred in the fairlead. 

Securing the Mooring Lines: While the approach rope is being hove 
aoard, a strong wire strop will be made fast to a set of forecastle bitts. 
To the end of this strop will be fitted a 50 ton shackle and the strop will 
te so made fast at the end and the shackle will be about 5 ft. inboard 
othe fairlead. The approach rope will be hove on until the large link of 
he chafing chain is sufficiently far inboard for it to be connected to the 
stop by the 50 ton shackle. When this is done the approach rope will 
2 slacked off until the full weight comes on the strop/chafing chain/ 
toy rope. The buoy rope is 150 ft. long and is 12 in. circumference 
touble nylon of plaited construction. 
_ The approach rope can now be taken to the bitts to act as a preventer. 
he second rope is now taken aboard and made fast in the same way. 
When both the ropes are fast, good ropes or strops, provided by ship, 
‘an be made fast to the spare links on the chafing chains to back up 
"e main moorings. 
"re Wires: A fire wire must be rigged on the starboard side for'd and 
othe stern. These must be tended throughout vessels stay at the SBM 
ensure that they are kept within 2 ft. to 3 ft. of water. In case of fire 
Ne tugs would connect to these wires to pull vessel clear of the SBM. 
“necting Hoses: When the mooring is completed, the work boat 
‘olding the hoses clear will bring these alongside the ship in way of the 
pon side manifold. 
"mooring: To unmoor from the buoy any extra back up lines that have 
een made fast to the chafing chains are slipped first. The approach 
‘Ses are then taken to the ship's windlass/capstan and the weight taken 
them until the shackle between the strop and chafing chain is undone. 
With the vessel moving slowly astern the approach ropes are slacked 
bs and finally slipped and allowed to float free. While the ship is 
‘mooring, a terminal work boat will keep the floating hoses towed clear 
*d will keep them clear until the ship has slipped the moorings and is 
Sear of the buoy. 
Stops and shackles will be provided by the Terminal and put on board 
3 the vessel approaches the buoy. The ship must provide 2 mooring 
pes at least 8 in. circumference and 100 fathoms long, a 4in. 
*“cumference messenger line, and two rope lashings 4 in. 
“cumference and 15 ft. in length. These lashings should be of manilla 
Bea propylene, nylon is not acceptable. 
SERTHING FACILITIES: The Sea Terminal consists of a “single point 
nooring” loading berth also known as a “mono-buoy” or “single buoy 
Moring”. The berth is located at Lat. 00° 06’ 18.6” S., Long. 

7 32’ 18.8" E. 

he “single buoy mooring” is approximately 4.33 miles offshore in 
+ : of water. The submarine line to the “single buoy mooring” is 30 in. 

Pt alae A single string of 20 in. submarine hose connects the 

ae maple line header to the “single buoy mooring”. Two strings of 16 in. 

which? hose connect the “single point mooring” to the tanker rail hoses 

Side are 12 in. in diameter. The hoses are always taken up on the port 


a 
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Hose lifting Derrick Capacity: Tankers must be equipped with a hose 
lifting derrick with a lifting capacity in conformance with the table shown 
on page C2 of Appendix C to the International Oil Tanker and Terminal 
Safety Guide. 

Manifold Connection Sizes: The minimum size manifold connection will 
be 8 in. The Terminal is equipped with flanged spools to also connect 
to 10 in., 12 in., and 16 in. manifolds. Tanker manifolds should terminate 
in ASA Series 150, flat face flanges. Unless the Terminal is given 
adequate notice, tankers equipped with manifold flanges of other sizes 
or ratings will be rejected. 


BALLAST/POLLUTION: 

Adequate Ballast: Due to the exposed location of the crude oil loading 
berth, vessels are required to carry sufficient ballast for safe handling, 
having due regard to existing weather and sea conditions. A vessel found 
by the Mooring Master to be not adequately ballasted will be rejected. 
Pollution: Owners and Masters are responsible to observe International 
Convention Laws and Indonesian government regulations concerning 
Ronee of the sea, having particular regard for this area of the Makassar 

trait. 

Clean Ballast: As there are no ballast discharging facilities, vessels must 
arrive at the Terminal with clean ballast, ensuring that all pipe-lines, 
pumps and strainers have been flushed out prior to arriving. 

The Mooring Master will inspect ship's ballast on boarding and has 

the power to reject any vessel that he deems would cause pollution of 
the sea area, in which case vessel must proceed to sea and return only 
when ballast is completely free of oil. Any vessel rejected because of 
dirty ballast will automatically nullify its Notice of Readiness and will lose 
any priority of position for loading. Ballast discharge should not be 
commenced without the prior agreement of the Mooring Master. 
Bilges: Bilges must not be discharged while at the SBM or in the 
anchorage. 
Inspection During Loading: At night the sea area around the vessel 
shall be adequately lighted, as frequent inspection by the Mooring 
Master will be made during the discharge of ballast. Any pollution 
whatsoever will be cause for rejection. Similarly, any hull leaks causing 
pollution during loading will be cause for rejection and the vessel will 
not be re-accepted unless satisfactory evidence of repairs has been 
certified by a qualified surveyor. 

Cargo hose connections should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo connections 
should be blanked off, sea-valves should be closed and lashed upon 
completion of deballasting and all scuppers must be securely plugged. 
Fines and Claims: Any fines imposed by governmental authority for 
pollution shall be for the vessel's account. 


OPERATIONS: 

Mooring Master: A Mooring Master will board the vessel in the 
anchorage area and advise the Master on all manoeuvres relative to 
berthing and unberthing and connecting the hoses. 

Vessels are requested to make a lee and have a pilot ladder long 

enough to reach the Mooring Master's launch. At night adequate ane 
should be provided. Ships with more than 30 ft. freeboard should rig a 
pilot ladder to a position 3 ft. above the water and an accommodation 
ladder so rigged that the Pilot can transfer from the pilot ladder to the 
accommodation ladder once he is clear of the pilot boat. 
Work Crew: Mooring and unmooring, lifting, lowering, connecting and 
disconnecting hoses will be done by a terminal work crew under the 
direction of the Mooring Master. Assistance from ship's personnel in 
operating windlasses, winches, etc. will be required. Ship’s crew will 
assist in hose connection/disconnection/mooring/ unmooring and 
carrying equipment from deck to forecastle as required. Any vessel 
whose crew do not give such assistance may be rejected and returned 
to the anchorage. Costs of such a delay would be for the ship’s account. 
Tankers Engines and Hose Lifting Derrick: Being an open roadstead, 
vessels must keep engines on standby during their stay in the berth. No 
repairs to main engines may be undertaken while in berth. Power must 
be kept on deck winches in case adjustments to mooring lines are found 
necessary. Ship's booms and deck winch must be capable of operating 
with a SWL in conformance with the table shown on Page C2 of 
Appendix C to the International Oil Tanker and Terminal Safety Guide. 
Vessels with inadequate hose lifting equipment will be rejected. 

Only the automatic turning gear should be used. If it should become 

necessary to turn the propeller(s) at revolutions greater than the 
minimum obtained by the automatic turning gear, application must be 
made to the Mooring Master in order that arrangements can be made 
to ensure that hoses are kept clear. The Mooring Master's written 
permission must be obtained before any such increase in revolutions. 
Hanging Off Hoses: Small bitts for hanging off loading hoses should be 
provided in line with the loading manifold. 
Safety: Every vessel which berths at the buoy shall remain under the 
charge of the Master who will take all steps necessary to preserve the 
safety and security of such vessel, crew and terminal personnel who 
may board in the execution of their various duties. 

The Master of every vessel at anchor in the designated anchorage or 
secured to the SBM shall ensure that all parts of the vessel, to which 
any person may be lawfully required to proceed, are properly illuminated. 
Efficient and easy means of access shall be provided to every vessel 
at anchor or at the SBM and such access shall be adequately illuminated 
between sunset and sunrise. 

No person(s) shall be permitted to board or leave the vessel other 
than by the gangway or other proper means provided for the purpose. 

The Mooring Master may require the vessel to unmoor at any time 
he deems it necessary for the safety of the vessel or the moorings or 
for infringement of Port Regulations. 

Unsatisfactory conditions will be reported to the company’s Marine 
Superintendent, who is empowered to reject a vessel for future calls 
unless the reported deficiencies have been remedied. 

Sufficient Crew members must be immediately available at all times 
to assist with any or all operations on board the vessel at the Terminal. 
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LOADING: Loading Rate: Maximum loading rate will be about 30,000 
bbls.p.h. It is recommended that vessels take maximum flow with due 
regard to safety in order to expedite turn around time as well as to provide 
ballast as quickly as possible. Care should be taken not to overload, as 
there is no possibility whatever of pumping back ashore. When vessels 
are equipped with permanent ballast tanks, the ballast in these tanks 
should be retained on board until the vessel has taken on board sufficient 
cargo to be manoeuvrable. Vessels not so equipped should examine 
the possibility of safely loading and discharging ballast simultaneously, 
as such practice improves turn around time as well as reducing the 
possibility of breaking out of the berth in bad weather in a completely 
light condition. 

Closing Valves Against Oil Flow: Warning is given of the danger of 
closing valves against an incoming oil stream. This will create excessive 
pressures which may result in damage to the loading hoses, sea-line 
and Terminal facilities. Vessels will be held liable for damages resulting 
from failure to observe this precaution. 

Crude Oil Characteristics: 


Attaka Badak 
API Gravity at 60°F. 43.3 43.2 
Reid Vapour Pressure at 100°F. 7.6 7:3 psi 
Viscosity at 100°F. 1.42 1.38 cSt 
Sulphur Content 0.06 % wt. 
B.S. & W. P 0.05 0.04 % vol 
Pour Point iguedd 10 ie 
Storage Capacity: 
Crude 2,500,000 bbis. 
Propane 20,000 k/I. 
Loading Temperature: 
Propane 85°F. — 90°F. 


Radio Contact: During loading operations the vessel will contact the 
Terminal Despatcher ashore every half hour by the assigned VHF 
channel to ensure that radio contact is being maintained. Pumping will 
be stopped immediately if it is found that radio contact with the ship has 
been lost. 

In addition to the ship's VHF the Mooring Master will carry a portable 
radio, of approved design, with which he will be able to contact the shore 
terminal and mooring launches. 

Mooring Launch: Throughout the loading operation a terminal mooring 
launch will be in attendance at the ship to tend hoses etc. 

Every vessel requiring a shore stop will be required to inform the 
Mooring Master at start of loading and sign the form carried by the 
Mooring Master, requesting shore stop. When requesting a ‘Shore 
Stop”, Masters must understand that Union Oil Co. of Indonesia accept 
no responsibility for any errors in the quantity. Should the cargo asked 
for overload the vessel, it is not possible to pump oil back from the ship 
to the shore. 

CUSTOMS: Cigarettes, cigars, tobacco, matches, spirits, wine, beers, 
perfume, arms, ammunition and possibly other items have to be locked 
up under customs seal from time of arrival of ship in port until time of 
leaving territorial waters. Each person is allowed to bring in 200 
cigarettes or the equivalent in grams of tobacco or cigars. Special 
allowances are made for the Master under special circumstances. The 
Customs officer will seal the stores. 

FACILITIES: There are no facilities of any kind at Santan. There are no 
engineering repair shops; no fresh water; no bunkers available; no 
provisions or stores; no crane or barge service; no shore leave; no crew 
changes; no consulates available. 

GENERAL: Exact Arrival Time: \t is stressed that vessels must advise 
Port Control of their exact arrival time, as failure to do so may lead to 
loss of their berthing turn. 

Lay Time: Lay time will be calculated as outlined in the Crude Off-Take 
Procedure, Attaka Unit. 

Conditions of Use of Port: The Master of each tanker will be given a 
copy of the Conditions of Use of Port of Santan Marine Terminal, which 
he will be asked to sign. 

Delay Due to Excessive Deballasting: Delays in commencement of 
loading due to deballasting in excess of 6 hours will be deducted from 
the laytime. 

Floating Logs: Masters are advised to keep careful watch on the 
approaches for semi-submerged or floating logs which may become 
hazardous to safe navigation. 

Charts: Charts for the area are as follows: 

1. Republic of Indonesia, Chart 130, East coast of Kalimantan, 
Balikpapan to Muara Berau. 

2. Republic of Indonesia, Chart 37, East coast of Kalimantan, Muara 
Berau Kutie River to Cape Mangkalihat. 

3. U.S. Naval Oceanographic office, old Chart H.O. 3044, new Chart 
N.O. 72014 Borneo East coast. Sandakan Harbour to Sungai 
Mahakam. 

4. U.S. Naval Oceanographic office, old Chart H.O. 6185, new Chart 
N.O. 72110 Borneo East coast, Tanjung Mangkalihat to Tanjung — 
Tamarong. 

5. British Admiralty, Chart 2636, North part of Strait of Makassar. 

6. British Admiralty, Chart 2660, China Sea — Southern Portion. 

7. British Admiralty, Chart 941-B, Eastern Archipelago. 

Sailing Directions: Sailing directions are in the following: 

Eastern Archipelago Pilot, Vol II. 7th Edition, 1961. 

Hydrographic Survey: A detailed hydrographic survey was carried out 
from November 1971 to January 1972, of an area between Lat. 0° 03’ S. 
and 01° 23’ S. and extended from the shore line to some 20 miles 
offshore. Charts are available on request from the Terminal showing the 
results of this survey for the approaches to the Terminal on a natural 
scale of: 1:25,000 and for the anchorage and loading area on a natural 
scale of 1:12,500. 

AGENCY: See “General” before first port. 


SHIPMASTER’S REPORT: 1976 


Situated about 80 miles North of Balikpapan on the East coast of 
Borneo, in 00.07 S. 117.28 E., the only chart available BA.2636 is of 
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too small a scale to advise safe first time entry in darkness. So, ahe 
number of unsuccessful attempts to contact Santan Termina), 
instructions — only the latter portion of his transmissions were be 
received, and very underpowered, it was decided to await dayig 
cruising on 118° Meridian. 

At 0600 hrs. vessel was again in the vicinity of Attaka Buoy, » 
contacted by VHF 16. He instructed us to proceed 270° T and he wa 
meet us, East of SBM. The SBM is located about 4.5 miles offste 
marked by a QK.FL.W. light, vis. 6 miles, and is impossible to distingy 
from Attaka Buoy. 

The best approach is to reach a point 4 miles North of Attaka §) 
which has a Ra.Refl. and was identified at just under 12 miles. f» 
thence, subject to the Master's assessment of the situation, » 
assuming possession of a copy of the Chartlet, to proceed inward, 
257° T, which will take him along the Approach Channel. But he sho, 
be prepared for quite strong set to North or South — this being» 
experience, both inward and outward. Pilot states that up to 125% 
d.w.t. can be handled. Originally, the channel had 4 buoys, Markings 
South side of the channel, but the outer 2 have been withdrawn. Cham 
has been swept and min. depth shown is 50 m. Each buoy has a Ra 
and with 3.5 mile spacing, are easy to track on radar and visually, o» 
their existence is known, from the Chartlet. 

An anchorage area exists between 0.5 and 2 miles East of the Sa 
bounded by 3 buoys to West side and 1 to South. These mark 0» 
Shoals. The Pilot said it was acceptable to come straight in from Atty 
Buoy, in ballast, but loaded vessels must stay in Swept Channel, as» 
possibility of isolated Coral Heads exists, and the area South of» 
channel has not been fully swept. 

A mooring/hose party boards with the Pilot, and takes care of the 
duties, the vessel only being required to provide an officer an 
winchmen on the foc’s'le and an officer and winchman for connect 
the hoses (2% 16 in.). A ship's mooring line is lowered to the launch: 
pick up the port SBM polypropylene line, this finally brings up a ce 
(approx. 8 in. dia. link). A special very flexible wire, provided by she 
is secured round both Port and Starboard forward bitts on foc’s'le hez 
with an eye at each end projecting forward. The mooring chain is te 
shackled to this. A stout messenger is acceptable for picking ups 
starboard mooring, but it is advisable to have a second mooring & 
available on deck in our opinion. The chain is then shackled to the 
eye of the shore wire, which is around the bitts. There is no provise 
for quick release gear, so letting go in an emergency, e.g. wind, wor 
not be easy. 

Hoses are 16 in., but fitted with 12 in. flanges (not reducers) and# 
bolted to manifold, again no quick release provided. Pilots’ estimate: 
weight of each hose is 7.5 tons. Hoses are hung off on chains pass 
round manifold supports, instead of cruciform bollards — apparert 
es of the length of chain used. Hose/mooring party work well 
safely. 

EDP is not available, and vessel had to lie awaiting papers at 
leaving SBM for about 40 minutes, after which passage outward alti 
the channel was without problem, with adequate water depths ail ® 
way. 

Radio messages are sent via Balikpapan PNK2 to Petroley 
Balikpapan, but appears to be on only 2 hours a day. But Pilot said tt 
had not received our ETA’s, but said this was quite normal. Agents we 
Pertaminaship Jakarta. No relief facilities, stores, water or bunke 
available, and mail both in and out not advised, due uncertain deliv 


SHIPMASTER’S REPORT: May 1986. 

Vessel: 95,000 d.w.t. 

All papers as per Senipah were required, also transit cargo or 
cargo manifest, in duplicate. Terminal is operated by Unocal 76. Coz 
Guard boarded with Agent to inspect vessel's documents which We 
also taken ashore by Agent. Polypropylene rope aft for tow boat. 

With reference to Admiralty Chart No. 3040 only No. 8 channel bit 
still exists. According to the Pilot the depth of 18.5 adjacent to Buoy’ 
is decreasing. 


AUTHORITY: Operator: Union Oil Company of Indonesia, Ratu Pie 
Building, 7th Floor, Jl. Jend. Sudirman, P.O.Box 264, Jakarta, Indone® 
Tel: 712509, 737344. Telex: 47335 Union-la. 


SEKUPANG: 01.07 N. 103.55 E. 


PILOTAGE: Pilot not available. 4 
ANCHORAGE: Vessels anchor in position 01° 07’ 30” N., 103° 
30” E. Depth of water in the anchorage is 15 m. — 20 m. at LWS. 
RADIO: Sekupang Radio Station. Call sign PKJ 20. 

BERTHING: There is a concrete wharf with a length of 80 m. and 0 
alongside 12.0 m. at LWS. 

Storage: There is a transit shed of 6,000 sq.m. 

Fork Lifts: There are 5 units with capacity 2 tons — 5 tons. 
CRANES: 4x10 tons — 25 tons mobile cranes. 

STEVEDORES: Local labour available. 

FRESH WATER: Available. 

FUEL: Not available. 


sgLAT LALANG: 01.11 N. 102.13 E. 


ENTS: 

are Crew List. 

«copies Passenger List. 

‘copy Cargo Manifest. 

scopy Ship's Stores List. 

scopy Crew Personal Effects List. 

: copy Maritime Declaration of Health. 

igst Port Clearance. : 
s,0TAGE: Compulsory. Pilot requires 6 hours notice of arrival and 
«pours notice of departure. sweet £ ty 
\wCHORAGE: The anchorage whilst awaiting the sea pilot is in position 
01° 56’ 30” N., Long. 101° 50’ 30” E. , 
sgSTRICTIONS: Berthing and unberthing during daylight hours only. 
yak. SIZE: 140,000 d.w.t. Max. LOA 280 m. 
24010; Dumai Radio on HF, call sign PKP. This station is operated 

Ditjenla. 
trcal Pakning Radio, call sign PKP-5. This station is operated 

Pertamina. 
ZERTHING: The storage barge “Hudbay Riau” is moored in position 
01° 11' 22” N., Long. 102° 13’ 03” E. Depth of water 22.7 m. 
Vessels require starboard manifold to be ready to accept 2x12 in. 


| noses. 
snore Storage Tanks: : 
Oil Products Total Safe Capacity 
Crude Oil 1,012,142 bbls. 


aysical Characteristics of Crude Oil: 


API Gravity at 60°F. : 39.9 

Reid Vapour Pressure at 100°F. 1.0 psi 
Viscosity at 100°F. 12.9 cSt 
Sulphur Content 0.04% wt. 
Carbon Residue : 1.38% wt. 
Pour Point RSD Es 


WEDICAL: First Aid clinic available. 
DENSITY: 1012 — 1020. 
fHESH WATER: Not available. 
FUEL: Not available. 
CONSULS: None. 
ARPORT: Simpang Tiga Airport at Pekanbaru. 
TIME: GMT plus 7 hours. 
| AUTHORITY: Operator: Hudbay Oil (Malacca Strait) Ltd., Arthaloka 
guiding, 4th Floor, Jl. Jend. Sudirman 2, Jakarta, Indonesia. 
jel 587381, 584001. Telex: 45218 Homsl-la, 46055 Homsl-la. 


-SEMARANG: 07.01 S. 110.27 E. 


DOCUMENTS: 
Required for inward and outward: 

Certificate of Registry. 

Certificate of Nationality. 

Loadline Certificate. 

Radio Telegraphy Safety Certificate. 
| Derat Exemption Certificate. 
Last Port of Clearance. 
Safety Equipment Certificate. 
Health Book (used Indonesian Port only) 
Crew List (9 copies). 
Stores List. 
| Personal Effects List. 

Free Pratique Granted. 

Ught Dues Bill from last Port of Call. 

Customs Cargo Clearance (PU) Import. 

Customs 5 B Form from Last Port of Call. 

Manifest (25 copies). 

Customs Documents Export Cargo (if any). 
Customs Documents Transhipment (Model H if any). 
‘Uthorities boarding the vessels on arrival: 

Immigration Officer. 

Customs Officer. 
ovarantine Health Officer and Police Officer. 

ILOTAGE: Compulsory. Pilot boards at anchorage, can be contacted 
* VHF Channel 16. 
NCHORAGE: Anchorage 3 nautical miles from coast, where depth 
Need ships safe anchorages 1,900 m. from pier, where depth 
HEALTH: Vessels arriving must hoist “Q” flag. Work can only begin 
ad ts sail of security team boarding vessel upon arrival during 
Oring hours. 
*ADIO: Semarang Coastal Radio Station. Call sign PKR. 

'equencies: 500, 8249 and 8354 kHz. Also VHF Channel 16. 

S: Normally tugs join vessel in roads. 


(See Plan) 


_ ERTHING: New Wharf: Length 605 m. Depth alongside 9.0 m. at LWS. 


Somestic Wharf: Length 340 m. Depth alongside 5.0 m. at LWS. 
STEVEDORES: Necessary to inform Agent exact time of arrival. Labour 
#9s to be arranged 1 day before. Also details of cargo to be discharged 
"i to arrange stevedoring materials, especially for ships anchoring 

S. 


*ng Capacity: 
a Semarang Port there are 1,409 stevedore workers registered at the 
/ your Pool (Y.U.K.A.) 1 gang labour = 15 stevedore workers. 
‘King Rates: 
4) From vessel to barges and vice versa: 
~ Load/discharge general cargo — 12 tons gang hour. 
~ Load/discharge bulk cargo — 20 tons gang hour. 
| From barges to Godown and vice versa. 
~ Load/discharge general cargo — 10 tons gang hour. 
~ Load/discharge bulk cargo — 18 tons gang hour. 
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(c) From vessel to Godown and vice versa. 
(if vessels at the quay). 
— Load/discharge general cargo — 15 tons gang hour. 
— Load/discharge bulk cargo — 18 tons gang hour. 
(d) Discharge glass sheet from vessel to barges; same as general 
cargo. 
(e) Discharge steel bars from vessel to barge — 20 tons gang hour. 
Working Hours (normal working hours): 
Monday — Thursday 0800 — 0400 hrs. 
Friday — Saturday 0800 — 0200 hrs. 
EQUIPMENT: One day's notice required for hiring. 
Cranes/Forklifts: 
P.L.T.U. Projects: 1 shore crane with max. capacity 90 tons. Can be 
used if not required by P.L.T.U. 
Port Administration (Perum Pelabuhan): 3 mobile cranes with max. 
capacity 10 tons, 10 forklifts max. capacity 2.5 up to 10 tons. 
Unit Terminal P.A: 2 mobile cranes with max. capacity 10 tons, 
5 forklifts with max. capacity 3 up to 5 tons. 
Samudera Indonesia: 2 mobile cranes with max. capacity 3 tons and 
10 tons. 
Gesuri Lloyd: 3 mobile cranes with max. capacity 4 tons. 1 forklift max. 
capacity 2 tons. 
Djakarta Lloyd: 2 mobile cranes with max. capacity 3 and 4 tons. 
3 forklifts max. capacity 2.5 tons each. 
Bahari: 2 forklifts with max. capacity 3 tons. 
Godowns: 
Trikora Lloyd: 1,960 sq.m. 
Djakarta Lloyd: 5,400 sq.m. 
Samudera Indonesia: 3,480 sq.m. 
Pelni: 3,510 sq.m. 
Bahari: 3,000 sq.m. 
PN.VTP/Tobacco: 1,780 sq.m. 
Unit Terminal PA: 10,520 sq.m. 
Dangerous cargo Warehouse: 800 sq.m. (one only) 
Open Storage: 
Trikora Lloyd: 4,000 sq.m. 
Unit Terminal PA.|-II-IIl.: 15,470 sq.m. 
Djakarta Lloyd II.: 1,200 sq. m. 
Djakarta Lloyd Ill.: 1,200 sq. m. 
Tugs: 
Samudera Indonesia: 4 tugs. 
Gesuri Lloyd: 4 tugs. 
Pelni: 1 tug 300 h.p. 
Trikora Lloyd: 1 tug 120 h.p. 
Hesti Kencana Lloyd: 1 tug 120 h.p. 
Atrind Marina Graha: 6 tugs. 
Bahari: 1 tug. 
Lighters: 
Samudera Indonesia: 18 lighters (3,955 tons capacity). 
Djakarta Lloyd: 12 lighters (1,850 tons capacity). 
Pelni: 9 lighters (1,100 tons capacity). 
Trikora Lloyd: 11 lighters (1,925 tons capacity). 
Bahari: 5 lighters (500 tons capacity). 
MEDICAL: Medical assistance can be given upon ship's arrival. First 
aid can be given by harbour doctor in harbour area. Serious cases taken 
to hospitals in town. 4 hospitals available. Port Health Officer can issue 
vaccination/fever Certificates if required. 
TANKERS: Buoy mooring in position Lat. 06° 53.6’ S., 
1105 25:87 5: 
FRESH WATER: Can be supplied by 100 ton barge once a day. Also 
available alongside, rate 10 t.p.h. 
FUEL: Fueloil and diesel oil available in limited quantities, only to coasters. 
CONSULS: No local representation. 
REPAIRS: Minor repairs only. Dock for repairing small vessels, tugs 
and barges. 
SURVEYORS: Bulk and general cargo surveyors available. 
GANGWAY/DECK WATCHMEN: Not required. 
OPENING/CLOSING HATCHES: Opening and closing hatches done by 
stevedores. 
CUSTOMS ALLOWANCES: 200 cigarettes or equivalent in tobacco 
permitted for each crew member to hold out of bond. Wine and/or spirits, 
maximum value of U.S. $10. 
REPATRIATION: Repatriation of crew members arranged by Agents by 
contacting Immigration Officer for permits concerned. 
AIRPORT: Airport (A. Yani) 5 miles from harbour. Domestic flights only. 
TIME: GMT plus 7 hours. 
HOLIDAYS: New Year (1st January); Independence Day (17th August); 
Id el Fitr; Christmas Day (25th December), Waisak. 
POLICE/AMBULANCE: Semarang 245 or 726. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Needed. 
SERVICES: No facilities for underwater repairs, electrical repairs or tank 
cleaning. 


Long. 


SHIPMASTER’S REPORT: November 1987. 

Pilotage: There is no need for vessels of draft over 3.5 m. to anchor 
in roads. 

Berthing: There are 2 berths for vessels of max. draft up to 9.0 m. Length 
of berth about 600 m. We loaded tapioca in bags. 

Tugs: 2x 1,500 h.p. 

Customs Allowances: Bonded store not sealed. It was possible to take 
beer and cigarettes without permission of Customs. 

Time: GMT plus 7 hours. 

Delays: \t seems that no loading is carried at anchor any more. 


AUTHORITY: Port Authority Tanjung Emas, JI. Sers. Marinir Usman 
Janatin No. 8, Semarang, Central Java, Indonesia. Te/: 24491, 20687. 
Telex: 22305. Cables: Kacab Smg. Contact: Captain Alex Moniaga, 
Branch Manager. 
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SENIPAH TERMINAL: 01.03 S. 117.13 E. (See Plan) 


LOCATION: The Sea Terminal consists of a SBM (Single Buoy 
Mooring), loading berth also known as “mono-buoy”. Berth is located 
in position Lat. 1° 03’ 05” S., Long. 117° 13’ 13” E. 

The Terminal is situated about 45 km. N.E. of Balikpapan on East 


Coast of Kalimantan, Indonesia, at position 0° 58’ 05" S., 117° 08' 27” E. 


DOCUMENTS: Indonesian Immigration, Customs, Harbour Master and 
Port Officials will board the vessel to grant clearance and will require 
the following for inspection: 

2 Parcel Lists. 

2 Currency Lists. 

2 Arms & Ammunition Lists. 

2 Inventory Lists. 

2 Vaccination Lists. 

2 Animals Lists 

2 Narcotics Lists. 

8 Crew Lists. 

2 Crew Declaration of Personal Belongings. 

2 Ship's Stores List (inventory). 

3 Passenger Lists (if any). 

2 Cargo Manifest for Transit foye with a summary. 

Clearance from the Last Port of Call. 

Valid Passport and/or Seaman's Certificate for all crew members. 

Certificate of Inoculation against any contagious diseases. 

If arriving from a foreign port, the following documents may be required 
for granting Pratique: Certificate of Registry; Ship's Construction 
Certificate; Load Line Certificate; Life Safety Equipment Certificate; 
Safety Radio/Telephone/Telegraph Certificate; Cargo Gear Certificate 
and Derat or Exemption Certificate. TOVALOP Certificate. 

Crude oil loading documents will be prepared at the Senipah Terminal 
and when the vessel has been loaded, the documents will be completed 
and final clearance formalities will be carried out on board. 

Also see “General” before first port. 

FLAGS: In accordance with practice in Indonesian ports, the vessel's 
national flag, the Indonesian courtesy ensign, quarantine, immigration, 
pilot and call sign flags must be displayed by all vessels approaching 
Senipah. These signals shall be displayed continuously until clearance 
is granted. 

The signals are as follows: Sunrise to Sunset: Quarantine Flag “Q”. 
Sunset to Sunrise: Signal lights (red over white). 

The “N” flag should be flown until the Immigration Officer boards the 
ship. The “G” flag should be flown until the Mooring Master boards. The 
vessel should also fly its call sign (signal letters). This signal may, 
however, be hauled down after the vessel is secured to the SBM. It 
must be flown again when the vessel is sailing and kept flying until after 
the vessel is clear of the anchorage area and the Mooring Master has 
left. As soon as the Mooring Master boards, the “G” flag should be 
replaced by the “H” flag. The tanker may fly the ‘“P” flag if it is going to 
sail within 24 hours. 

PILOTAGE: Procedure when berth is available on arrival. 

A vessel for which the berth is available on arrival will be boarded by 
a Mooring Master in the anchorage area and, providing that the vessel 
is in all respects ready to commence loading (except for the necessary 
deballasting) the Notice of Readiness will be acknowledged as soon as 
tendered to the terminal by the Master of the vessel. 

The Mooring Master will advise the Master on all manoeuvres to 
berthing and unberthing and connecting the hoses. 

Vessels are requested to make a lee and have an accommodation 
ladder long enough to reach the Mooring Master's launch. 

At night, adequate lighting should be provided. 

When Mooring Master boards all mooring and hose equipment will 
be lifted on board from the mooring launch. 

NAVIGATION AIDS: 

S.B.M.: The S.B.M. has a 360° yellow light, flashing every second, visible 
for 5 miles under an atmospheric transmissivity of 0.85. This operates 
from sunset to sunrise. 

Oil Platforms: Oil platforms of Bekapai Oil Field which are situated 
approximately 17 miles East by North of Senipah SBM, show at night 
a white light flashing, 2 short and 1 long flash (letter U). 
ANCHORAGE: If vessels are obliged, or instructed to anchor, they 
should do so in the recommended anchorage area which is centred at 
position: Lat. 1° 05’ 29” S., Long. 117° 15’ 01” E. and has a radius of 
1 mile. Water depth is between 40 m. to 45m. While at anchor they 
should exercise vigilance and keep in touch with the Terminal by VHF 
at all times. 

Procedure when instructed to anchor on arrival: A vessel which has 
been instructed by Senipah Terminal to anchor on arrival should, after 
doing so, inform the Terminal of the precise anchoring time. According 
to the practice of the Terminal acknowledgement of the Notice of 
Readiness will coincide with this anchoring time, providing: 

a) That it is within the hours of daylight - deemed to be from 0600 hrs. 

local time to 1800 hrs. local time. 

b) That it is not a Public Holiday or Sunday, unless the vessel is 

actually handled on that day. 

c) That the Terminal is open. 

d) That cargo is available in accordance with accepted loading date. 

In addition to clauses (a), (b) and (c), above, vessels will not be 
accepted when arriving at an unreasonable time ahead of their last 
advised ETA. It is not the practice of the Terminal to keep Pilots (Mooring 
Masters) on station in the anchorage area. Senipah Terminal maintains 
a continuous listening watch on VHF (Channel 6). 

RESTRICTIONS: Berthing during daylight only. Unberthing at any time. 
MAX. SIZE: 

Minimum Size: Minimum size tanker acceptable at the Terminal is 
50,000 d.w.t. However, on an exceptional basis, it will be possible to 
accommodate tankers of 32,000 d.w.t. minimum size but must be able 
to use SBM mooring system. Minimum LOA 195 m. 

Maximum Size: Maximum size tanker acceptable lifting a full cargo will 
be 125,000 d.w.t. On exceptional basis, Terminal can consider handling 
a tanker up to 150,000 d.w.t. Max. LOA 275 m. 
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Tankers of a larger size may be accommodated in the future, p 
that Senipah is their first port of loading and that they load a Part ca 
only. These limits are at present under study. 

Draft Requirement on Arrival: Vessels arriving at Senipah Men 
Terminal should have the following draft: 


d.w.t. Fore Aft 
Under 60,000 5.0m. 8.0m. 
Over 60,000 7.0m. 9.0m. 


RADIO: Advice of Arrival: 72 hours prior to arrival at the T 
vessels should advise the Company of their ETA by cable sen, 
Pertamina’s Coastal Radio Stations at Jakarta/Merak/Balikpapan. Th 
should also confirm or amend them when they are 48 hours, and ag 
when 24 hours, distant from the Terminal. 

Total Indonesie cable address: Totalindo Balikpapan. Attent 
Senipah Marine Terminal and Totalindo Jakarta. Attention: Shi 
Communication for Contacting Agent: Pertamina Jakarta Radiopy 
(owned and operated by Pertamina). 


Frequency Hours Keep Wata 
kHz GMT kHz 
452° H24 500 
8628 0200-0300, 0400-0500, 
0700-0800, 1030—1200 8356-837 
1400-1500, 1800-2000, 
2200-2300. 
12980 0000-0200, 0300-0400, 
0500-0700, 0800-1030, 
1200-1400, 1500-1800, 
2000-2200, 2300-2400. 12534-1255) 
VHFCh. 9/16/19 0000-1500. Ch.16 
*Call/Reply 
Pertamina Merak Radio/PKQ (owned and operated by Pertamina} 
Frequency Hours Keep Wate 
kHz GMT kHz 
452* 0000-0400, 0800-1000, 500 
1200—1400. 
8626 0100-0200, 0900-1030, 8356-8371 
1500-1600, 2300-2400. 
4361.6 0600-0100, 0200-0300, 
0800-0900. 2182, 4068 
4063 A3J/AS 
6518.6 0300-0400, 1200-1400. 2182, 620 
A3JA3H 
VHF Ch.16/19/24/26 H24 Ch.16 
*Call/Reply 
Pertamina Balikpapan Radio/PKN2 (owned and operated by Pertamin 
Frequency Hours Keep Watch 
kHz GMT kHz 
4415 H24 2182 
6520 H24 8249 
A3J/A3H 
VHF Ch.16/19 H24 Ch.16 


Note: 1. All messages destined to “Pertaminaship” can be sent to et 
PKI2, PKQ or PKN2. 


Details of Cable: The following information should be included in ca 


(a) Name of vessel and radio call sign. 

ETA and date in local time (GMT plus 8 hours). 
(c) Cargo requirements. 

Deballast time. 

(e) Maximum loading rate. 

(f) If there is any sickness aboard or clean bill of health. 

(g) Last port of call. 

(h) Any hull, bulkhead, valve or pipe-line leaks on vessel which cw 

affect loading or cause pollution. 

(i) Distance in metres from bow to vessel's loading manifold. _ 

(j) Flange dimensions of vessel's manifold connection, if not to 

series 150 or equivalent. 

2. For tankers equipped with telex system, can make direct com 
to: Tl JKT attention Ship-Coord: Telex No. 44108. TI BPPN atten 
Snp-Term: Telex No. 37101 or 37181. 

Failure to advise Terminal of ETA may lead to loss of berthing tum 

Also see “General” before first port. 

VHF: Vessels equipped with VHF Radio Telephone should com 
terminal on international mobile service Channel 6 from 0000-2400" 
GMT. Other Channel used is 16. 

Language: The language of the Terminal is English and Indonesié 
BERTHING: The SBM is approximately 6 miles (11.1 km.) offshot 
approximately 28 m. of water. 

The SBM is served by 2 submarine lines of 26 in. diameter. 
strings of 20 in. hose connect the SBM to submarine line header. 
20 in. floating hose strings reduced to 12 in. are connected to Te 
for loading purposes. Hoses are lifted up and connected individual’ 
port side. 

Work Crew Service: Mooring, unmooring, lifting, lowering, conne® 
and disconnecting hoses will be done by ship's crew under the dire® 
of the Mooring Master and assistance of Terminal crew. 
Accommodation and meals: The Company Mooring/Loading Maste? 
his crew (2 persons) stay on board the tanker during the time 0! 
operations. Free accommodation and meals of the same standat@ 
those of the Tanker's officers (for the Mooring Master) and of the T# 
crew (for company crew) must be provided. 

Tanker’s Engines: Being on open roadstead, vessels must keep eng” 
on standby during their stay in berth. No repairs to main engines® 
be undertaken while in berth. 

Only the automatic turning gear should be used. If it should pew 
necessary to turn the propeller(s) at revolutions greater that’ 
minimum obtained by the automatic turning gear, application ms 
made to the Mooring Master in order to ensure that there ® 
inconvenience to do so. 

The Mooring Master's written permission must be obtained befor! 
such increase in revolutions. 


ING/UNMOORING: Method of Securing to Buoy: This 
tion is only intended as a guide and may be varied as to orders 
sies etc. according to circumstances and weather prevailing at time 
ring. 
oe tite Master boards all mooring and hose equipment for the 
on hand will be lifted from the mooring launch. 
»s Approach: The vessel will be brought to a position close to the buoy 
vessel Stopped in water with SBM fine on port bow. During approach 
»$8M, one mooring launch will keep hoses well clear of vessel. Under 
~mal conditions the port side SBM rope will be the first rope taken on 
yard. Mooring Master will advise which rope will be taken first. Actual 
sof mooring will be done by ship's crew with assistance from terminal 
«x crew. Vessel will lower a mooring rope with good lashing on eye 
» the mooring launch which will make this fast to approach rope. The 
ch rope of 10 in. circumference polypropylene will be hove on 
said until the chafing chain is approximately centred in the fairlead. 
seuring the Mooring Lines: While approach is being made, two 11 in. 
ge strops will be made fast one on each side to the forecastle bitts. 
nm strop will be attached to a 50 ton shackle with pin removed. This 
eackle should be lying between 2 m. to 3 m. in board of fairlead. 
‘when sufficient chafing chain has been heaved on board, the rope 
wops will be shackled on to the end links of the chain. The approach 
ege will then be slackened off and used as back up to the rope strops. 
te second rope is made fast in the same manner. When mooring is 
sempleted the mooring launch will be made fast by a mooring rope 
20 m. long) through the centre lead aft so as to be in position to tow 
ssiong as the tanker is in the berth. 
connecting Hoses: When mooring is compieted a work boat holding the 
soses clear will bring the hoses alongside the port side manifold for 
connection. 
inmooring: To unmoor from the SBM all extra back up lines that have 
seen secured are slipped first. The approach rope is then taken to ship's 
ydlass/capstan and hove up, both of them together, until sufficient 
yainis in board to remove both shackles from the terminal strops. When 
re vessel is moving slowly astern the approach ropes are slackened 
of into the water slowly and finally slipped until allowed to float free. 


LOADING: 
loading Rate: Maximum loading rate will be nearly 25,000 barrels 

3750 metric tons) per hour. It is recommended that vessels take 
maximum flow with due regard to safety in order to expedite turn around 
ime as well as to provide ballast as quickly as possible. 

Care should be taken not to overload, as there is no possibility 
whatever of pumping back to Terminal. When vessels are equipped with 
remanent ballast tanks, the ballast in these tanks should be retained 
» board until the vessel has taken on board sufficient cargo to be 
manoeuvrable. Vessels not so equipped should examine the possibility 
# safely loading and discharging ballast simultaneously, as such 
yactice improves turn around time as well as reducing the possibility 
vdreaking out of the berth in bad weather in completely light condition. 
tose Lifting Derricks — Deck Winches: Ship booms and deck winches 
must be capable of operating with a SWL of 5 tons for tankers to be 
secured to the SBM. Vessels with inadequate hose lifting equipment will 
te rejected. Power must be kept on deck winches in case adjustments 
®mooring lines are found to be necessary. 

\Vanifold sizes: The hoses at the terminal are 12 in. in diameter. 

Tanker manifolds should terminate in ASA series 150. Unless terminal 
sgiven adequate notice, tankers equipped with other sizes or ratings 
wil be rejected. 
sades of crude oil available: There are 2 grades of Crude Oil available 
4 Senipah Marine Terminal, namely, Bekapai Crude Oil and Handil 
vuude Oil. Vessels lifting Bekapai Crude are not required to heat the oil 
suing voyage to the discharge port. 

Vessels lifting Handil Crude Oil are required to be equipped with 
‘eating coils. 
lis recommended, as from commencement of loading of Handil 
“ude, the vessel should endeavour to maintain a temperature of 105°F 
* at least a temperature slightly above the pour point (+85°F) until the 
‘me the vessel discharges its cargo at the unloading port. 

_lcase a vessel has to load 2 parcels of cargo (i.e. 1 Handil and 

'Bekapai), loading must be stopped between the two parcels for line 
‘Wshing with the second grade of oil. 
outward Clearance: A tanker will be considered clear to depart Senipah 
&minal when the crude oil loading documents have been delivered to 
De Master. 

_ Any protests by the Master concerning the quantity of cargo should 
*made before departure and any resulting investigation should be 
Tade before the vessel sails. 


BALLAST: 

‘dequate Ballast: Due to the exposed location of the crude oil SBM 
*erth, vessels are required to carry sufficient ballast for safe handling, 
*ving due regard to existing weather and sea conditions. A vessel found 
4 the Mooring Master to be not adequately ballasted will be rejected. 
“lution: Owners and Masters are responsible to observe International 
*Avention laws and Indonesian Government regulations concerning 
ph of the sea, having particular regard for this area of the Macassar 


rs Ballast: As there are no ballast discharging facilities, vessels must 
"We at the Terminal with clean ballast, ensuring that all pipe-lines, 
*mps and strainers have been flushed out prior to arriving. 
Mooring Master will inspect ship's ballast on boarding and has 
.. Power to reject any vessel that he deems would cause pollution of 
_. 88a area, in which case the vessel must proceed to sea and return 
. wmen ballast is completely free of oil. Any vessel rejected because 
iy ballast will automatically nullify its notice of readiness and will 
&ny priority of position for loading. Ballast discharge should not be 
3,menced without the prior agreement of the Mooring Master. 


98S: Bilges must not be discharged while at the Terminal. 
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Inspections During Loading: At night the sea area around the vessel 
shall be adequately lighted, as frequent inspection by the Mooring 
Master will be made during the discharge of ballast. Any pollution, 
whatsoever, will be cause for rejection. Similarly, any hull leaks causing 
pollution during loading wil! be cause for rejection and the vessel will 
not be reaccepted unless Satisfactory evidence of repairs has been 
certified by a qualified surveyor. 

Cargo hose connections should be inspected during loading, drip- 
pans should be placed under the manifold, all unused cargo connections 
should be blanked off, sea-valves should be closed and lashed upon 
completion of deballasting and all scuppers must be securely plugged. 
CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wine, beers, perfume, arms, ammunition and possibly other items 
have to be locked up under Customs seal from time of arrival of ship in 
port until time of leaving territorial waters. Each person is allowed to 
bring in 200 cigarettes or the equivalent in grams of tobacco or cigars. 
Special allowances are made for the Master under special 
circumstances. 

The Customs Officer will seal the stores. 

AIRPORT: Senipah Airport is near the town. Sepinggan Airport is 70 km. 
TIME: GMT plus 8 hours. 
SERVICES: There are no facilities of any kind at Senipah: 

There are no engineering repair shops. 

No fresh water. 

No bunkers available. 

No provisions or stores. 

No crane or barge service. 

No shore leave. 

No crew changes. 

No consulates available. 

No clinic available. 
GENERAL: 
Floating Logs: Masters are advised to keep careful watch on the 
approaches for semi-submerged or floating logs which may become 
hazardous to safe navigation. 
AGENCY: General Agent: Pertamina Shipping Directorate, 32-34 Jalan 
Yos Sudarso, P.O. Box 327, Jakarta, Indonesia. Cables: Pertaminaship 
Jakarta. Tel: 691185, 692639, ext. 225-315-335. Telex: 49221, 49285 
Jakarta. 

Also see “General” before first port. 


SHIPMASTER’S REPORT: May 1986 

Vessel: 95,000 d.w.t. 

Of the documents listed only Crew Lists, Narcotics Lists, Crew 
Declarations, and Stores Lists were required. 2 cargo manifests of ‘nil’ 
cargo were required. Ship's documents taken ashore for examination. 
Cargo papers take at least 1 hour. Pilot boat's full speed only 8 knots. 


AUTHORITY: Operator: Total Indonesie, P.O.Box 6, Balikpapan, East 
Kalimantan, Indonesia. Tel: (0542) 24311. Telex: 37101 Bpp. Cables: 
Totalindo Balikpapan. FAX: (0542) 22212. Contact: Head of Production 
Department. 

Head Office: Kuningan Plaza North Tower, Jalan H. R. Rasuna Said, 
Kavling C. 11-14, Jakarta Selatan. P.O.Box Tromolpos 10, Jakarta 
10002. Tel: 5200505. Telex: 011-44108. Cables: Totalindo Jakarta. 


SIBOLGA (Pulau Herek): 01.44 N. 98.45 E. 


PILOTAGE: Not compulsory. 

ANCHORAGE: Vessels anchor near Pulau Sarudik Beacon (red light). 
Position 01° 43’ N., 98° 45’ E. Depth 9.0 m. 

RESTRICTIONS: Maximum draft 5.3 m. at LWS. 

RADIO: Sibolga Coastal Radio Station. Call sign PKB-3. Frequencies: 
474 kHz. and 500 kHz. (A1/A2). 

TUGS: Privately owned tugs available. 

BERTHING: A “T” shaped wharf with length 130 m. and width 10 m. 
The approach is 103 m. long and 15.5 m. wide. Depth alongside 5.3 m. 
at LWS. Maximum capacity 15 tons. 

Storage: Godown space available of 900 sq.m. and open storage space 
of 600 sq.m. 

Fork Lifts: 2 x 2 tons — 5 tons. 

CRANES: Not available. 

STEVEDORES: Available from labour pool. 

FRESH WATER: Available when alongside wharf. 

FUEL: Not available. 

REPAIRS: No facilities available. 

GENERAL: Barges: Privately owned flat-top barge available. 


SORONG: 00.53 S. 131.15 E. 


PILOTAGE: Compulsory. Pilot requires 6 hours notice of arrival and 
3 hours notice of departure. 
ANCHORAGE: The anchorage whilst awaiting sea pilot is located in 
position Lat. 00° 52’ 00” S., Long. 131° 13’ 30” E. 
RESTRICTIONS: Berthing and unberthing possible at any time day 
or night. 
MAX. SIZE: 21,000 d.w.t. Max. LOA 175 m. 
RADIO: Sorong Radio on HF, call sign PKY-41. The station is operated 
by Pertamina. 

Vessels should contact Pertamina 72 hours, 48 hours and 24 hours 
prior to arrival. 
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BERTHING: The jetty is located in position Lat. 00° 52’ 54” S., Long. 
131° 14’ 43.8" E. Depth alongside 11.0 m. at LWS. 
Also see “Kasim Marine Terminal”. 
LOADING: 
Cargo Handled: 


Loading Discharge 
Product Rate Rate Hoses 
(per hour) (per hour) 
Crude Oil 800 bbis. 18 in. 
Premium 100 k/l 16 in. 
Kerosene 100 k/I 1x6 in. 
HSD 40 k/l 100 k/l 1x6 in. 
Shore Storage Tanks: 
Oil Products Total Safe Capacity 
Crude Oil 170,000 bbls. 
Premium 2,572 k/l 
Kerosene 1,528 k/I 
HSD 7,961 k/l 
Slops 5,000 k/I 


Physical Characteristics of Crude Oil: 


API Gravity at 60°F. : 35-34 

Reid Vapour Pressure at 100°F. 2.5 psi 

Viscosity at 100°F. 5.9 cSt 

Sulphur Content 0.7% wt. 

Carbon Residue 1.0 — 2.5% wt. 
B.S. & W. 0.05 — 0.10% vol. 
Flash Point (PMCC) Below 50°F. 

Pour Point 10°F. 


Loading Temperature: 86°F. 

MEDICAL: Hospital and clinic available. 
DENSITY: 1020 — 1025. 

FRESH WATER: Available at a rate of 25 t.p.h. 
FUEL: Available. 

CONSULS: None. 

AIRPORT: Jefman Island which is 8 miles away. 


TIME: GMT plus 9 hours. 
AUTHORITY: Operator: Pertamina, Pertamina P&T Unit, EP-V, 
JLA.Yani, Sorong, Irian Jaya, Indonesia. Tel: (0951) 21743. 


Telex: 77110. FAX: (0951) 21729. 


SOURABAJA (Tandjong Perak): 07.12 S. 112.44 E. 
(See Plan) 


DOCUMENTS: Upon arrival vessels have to produce the following 
Certificates and Documents, which will remain in the Harbour Master's 
custody until cleared: 

Nationality (Registry) Certificate. 

Seaworthiness Certificate. 

Measurement (Tonnage) Certificate. 

Derat (Exemption) Certificate. 

International Load Line Certificate. 

Safety Certificate (passenger ships). 

Safety Equipment Certificate (cargo ships). 

Safety Radio and Radiotelephony Certificate (cargo ships). 

Certificate of Approval (ship's radio station). 

Health Book or Bill of Health. 

Last Port Clearance. 

Subscription of Light and Harbour Dues and wharfage if any. 

Crew Lists and Passenger’s List. 

Ship's Articles. 

2 Stores Lists. 

IMMIGRATION: (Department of Defence and National Security). 
Vessels arriving from abroad with passengers must hoist the “N” Flag. 
Masters have to supply the boarding Immigration Officer with 
Passenger’s List of: (a) disembarking. (b) transhipping. (c) through 
passengers. 

No persons are allowed on board until the vessel has been examined 
and the “N” Flag taken down. Passengers must be in possession of a 
valid visa: visitor's, entry or a transit visa. Those not having a visa may 
at the discretion of the Immigration Officer, obtain a landing permit. 
Members of the crew including the Master must appear in the Articles, 
in order to get shore permits. 

PILOTAGE: Pilots are in Government service. Pilot signals according 
to International Code of Signals. Pilots have to be ordered by Agent 
10 hours before arrival and 8 hours before departure. 

Compulsory Pilotage, consisting of sea and harbour pilotage. 
Western Channel: The Sea Pilot will board the vessel at the entrance 
of the Western Channel from pilot launch stationed at Karang Jamuang 
position Lat. 6° 55’ 43” S., Long. 112° 43’ 46” E. Upon arrival at the 
pilot station by day, ships should hoist the International Code Flag "'G” 
and the Ship's International Call Sign. Pilot station on VHF Channel 12, 
from 0600 hrs. — 0000 hrs. Pilot boat on VHF 12, 14 and 16. The following 
local signals regarding Pilots should be observed if shown by the pilot 
vessel: 

(a) By night: a flare-up light (white) or waving a white light above the 
railing means: Pilot will soon board your vessel. 

(b) By day: the First Substitute over the Code Flag “S” means: no 
Pilot available, vessel allowed to proceed until she meets the Pilot. By 
night: a red light over a white light. 

(c) By day: 2 black cones 1 vertical over the other points downwards 
or by night: 2 green lights 1 over the other means: no Pilots are available 
for ships of less than 10,000 cu.m. gross. If this signal is made by the 
Pilot, vessels do not have to show the pilot signals. 
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(d) By day: the International Signal GFM or by night: a green 
over a white light means: Pilot will board your vessel by row-boat ag, 
motor-boat is available. 

Eastern Channel: No pilot vessels. Pilots will board the vesse| ath 
entrance by means of a pilot barge dispatched from Tg. Perak » 
Station at the Harbour Master's Office. 

Sea Pilot will take the vessel up to the Inner Roads, where the Harty 
Pilot takes over. 

Request for Pilot: Request for Pilot is made by the ship's Agent 10 hoy 
prior to the entry of vessel in port. At least, 6 hours prior to depany 
request for Pilot must also be submitted. 

This request is submitted to Pilot Division on telephone Numbe 
293157, 291354. 

For information regarding the arrival of a vessel, the Master oj» 
vessel can send a cable to Tanjung Perak Port Administration by 
of VHF radio telephone on Channel 12, which is available round the chs 

The Master of the vessel can also send the cable through “PKD" » 
“Radio”. 

ANCHORAGE: Waiting anchorage for Pilot within: 

Lat. 6°51'S., Long. 112° 45’ E.; Lat. 6°51'S., Long. 112° 47; 
Lat. 6° 52.5’ S., Long. 112° 47’ E.; Lat. 6° 52.5’ S., Long. 112° 45; 
Depth 22 m. at LWS. 

RESTRICTIONS: There are 2 entrances: Western and Ease 
Channels. 

Western Channel: Used for deep draft vessels with depth of 9.0m, 
LWS. Distance to Tg. Perak about 25 miles. 

Eastern Channel: Least bar depth through this channel is 2.5 m.-5: 
at LWS. Distance to Tg. Perak is about 22.5 miles. 

Boarding Area: Harbour Pilots, Quarantine Officer and Immigrations 
board the vessel at the Inner Roads (anchorage). 

MAX. SIZE: The max. draft for vessels entering the access channe) 
the port is 9.5 m. with a max. LOA of 210 m. without escort by tug, 

If vessel's draft is over 9.5 m. and up to 10.2 m., it must be escom 
by a tug through the access channel, and will only enter on high tik 
RADIO: Coastal Radio Station call sign PKD. 

Frequencies: 430, 500, 550, 8730 and 8754.4 kHz. 

Pilot Station Karang Jamuang is also reachable through radio calls; 
PKW: frequency 500 kHz. This station can also be contacted by \s 
Channels 12, 16. 

VHF: Pilot boats: Channels 16, 14, 12 and 10. 

Pilot Station: Channels 12 and 14. 

Harbour Master: Channel 16. 

Tugs: Channels 12, 14 and 10. 

TUGS: For poor steering vessels and those with deep drafts, ty 
assistance is indispensable from light buoy No. 5 till light buoy No 
is passed. 

The tug service is provided by the Port Administration for which? 
Port Administration has 8 tugs (800 h.p. — 1,700 h.p.). 2 mooring bos 
also available. 

BERTHING: The total length of effective quay in Tanjung Perak Pr 
is 5,205 m. 


Quay Length Depth at LWS 
Jamrud Utara 1,117 m. 9.5 m. 
Jamrud Selatan 800 m. 9.5 m. 
Jamrud Barat 203 m. 9.5m. 
Berlian Barat 735 m. 9.5m. 
Berlian Timur 780 m. 9.5 m. 
Berlian Utara 140 m. 9.5m. 
Nilam Timur 930 m. 9.5 m. 
Perak 140 m. 9.5 m. 
Mirah 755 m. 7.0 m. 
Bogasari (wheat) 300 m. 9.5m. 


Tanker Terminal: 
Government Petroleum Pier Depth alongside at _LWS is 9m. 

Semampir East is 12m. 
Semampir West , 10m 

Coal Whar: Situated at the Southern end of Tambatan Nilam, equiptt 

with 1 transporter and 2 bunker barges with steam operated grippe 

owned by P.N. Tunda Bara. 

PORT EQUIPMENT: 


Port 
Capacity Administration Private Total 
Forklifts: 

2. tons _ 5 units 5 units 

2.5 tons 70 units 5 units 75 units 

3 tons —_— 19 units 19 units 

3.5 tons — 20 units 20 units 

4 tons _ 6 units 6 units 

5 tons 10 units 14 units 24 units 

7.5 tons 3 units 3 units 6 units 

10 tons 1 unit 1 unit 2 units 

12.5 tons _ 1 unit 1 unit 

15 tons 2 units — 2 units 

25 tons 2 units 1 unit 3 units 
Mobile Cranes: 

7 tons _ 1 unit 1 unit 

15 tons 10 units —_ 10 units 

25 tons 2 units 2 units 4 units 

30 tons _ 1 unit 1 unit 
Floating Crane: 

50 tons 1 unit — 1 unit 

200 tons 1 unit — 1 unit 

Trailers: 

3.5 tons 1 unit — 1 unit 

20 tons 3 units -= 3 units 

30 tons — 1 unit 1 unit 

40 tons — 2 units 2 units 


MEDICAL: Hospital and Port Health Centre. 
TANKERS: See “Berthing”. 
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DORES: Working hours: Monday-Thursday 0700 — 1200, 1300 — 

0 hrs. Friday 0700 — 1100, 1300 — 1500 hrs. Saturday 0700 — 

~o hrs. Overtime: Monday-Friday 1500 — 1700 hrs. Sundays, holidays 

+ 1200, 1300 — 1500 hrs. Night work allowed after permission from 
ne Port Authority. 

yyerage for bulk cargo 20 t.p.h. per gang 

average for bagged cargo 27 t.p.h. per gang 

ayerage for general cargo 20 t.p.h. per gang 

ayerage for machinery/iron 8 t.p.h. per gang 
¢n—SH WATER: Supply is handled by the Harbour Board to the berths 
od by 5 water barges. Present capacity about 1,100 tons per day for 
ss whole harbour. Priority is for passenger vessels and application 
eqired 48 hours prior to ship's arrival. 
aJEL: Fuel can be obtained via pipelines to all berths or by barge. 
sONSULS: U.S.A., U.S.S.R., Japan, Great Britain, Belgium, Australia, 
“ga, Pakistan, Philippines, France and Netherlands. 

_ gfPAIRS: Dry-docking and all kinds of repairs are carried out by the 
sateowned P.N. Dock. There are floating docks, capable of lifting 

_ 5500, 3,500 and 4,000 tons. There are several slipways for coasters. 

sectronic Repair Shop: All kinds of electronic repairs such as radar, 
s«no-sounder, etc., can be repaired by private contractors. 
90RT SECURITY: Maintained by members of the Indonesian Armed 
sevices, usually, Police, Navy or Marine and Army. Crew members 
sould be in possession of a shore pass issued by the Port Authority, 
seompanied by an identification card when leaving or entering the 
warded gates of the Port Area. Shore passes can be obtained via the 
gencies. 

CUSTOMS: It is strictly prohibited to take undeclared foreign currency 
sore. It is recommended that Masters consult the Agents about local 
yevaiing Customs Regulations with regard to currency, cigarettes, 
| ots, etc., to prevent unnecessary difficulties and eventually fines. 

gANKS: Bank Negara 1946, Bank Bumi Daya and Bank Rakyat 

ndonesia. 

DEVELOPMENTS: Developments of the Short Term (1981-85): 

Supply of facilities for inter-state vessels: 8 quays length 640 m., 
4Godowns (area 13,700 sq.m.), 7 stacking areas (area 15,573 sq.m.). 
Supply of facilities for container ships by changing part of the berths 
yeh are available, so that there is a facility for loading and unloading 
ee containers: 4 quays length 1,200 m., stacking area 66,800 sq.m. 

Build CFS (Container Freight Station) at the former Perak Airfield of 

» area 42,695 sq.m. To have available loading and unloading 

suipment: 2 multi-purpose mobile cranes, 12 head trucks, 27x40 ft./ 

NA. chassis, 1225 ton top loaders. 240 ton transtainers. 

Developments of the Medium Term (1986-90): 

_ Supply of facilities for inter-state vessels: 16 quays length 1,280 m., 
| 'Godowns (area 25,600 sq.m.), 8 stacking areas (area 30,000 sq.m.). 

Supply of the facilities for container ships: 2 quays length 500 m., 
| FS near the quay 20,000 sq.m. 

At the former Perak Airfield 200,000 sq.m. To have available loading 
nd unloading equipment: 4 container gantry cranes, 18 head trucks, 
2«40 ft./20 ft. chassis, 12x25 ton top loaders and 6x40 ton 
vanstainers. 
developments Long Term (1991-2000): 

At this stage a new basin at the West side of the Naval Academy is 
panned. 

in this stage will be prepared: Facilities for inter-state vessels: 
‘quays. Facilities for ocean-going vessels: 14 non-container quays, 
2container quays. 

A container quay with length 500m. and depth 10.5 m. will be 
“ompleted September 1990. 

AUTHORITY: Port Administration Tanjung Perak, Jalan Kalimas Baru 
: 194, Tanjung Perak. Tel: 291194, 291364. Contact: The Harbour 
\Vaster. 


AGENT: See “Jakarta”. 


SUNGAI PAKNING: 01.20 N. 102.09 E. 


*LOTAGE: Compulsory. Pilot requires 6 hours notice of arrival and 
*"ours notice of departure. 
'NCHORAGE: The anchorage whilst awaiting sea pilot is located in 
*sition Lat. 01° 56’ 30” N., Long. 101° 50’ 30” E. 
The anchorage whilst awaiting berth is located in position Lat. 
23’ 00” N., Long. 102° 10’ 00" E. 
*ESTRICTIONS: Berthing during daylight hours only. Unberthing any 
%é, day or night. 

. SIZE: 61,000 d.w.t. Max. LOA 220 m. 
Pont Dumai Radio on HF, call sign PKP. This station is operated by 
“tenia. 
yroungai Pakning Radio, call sign PKP-5. This station is operated 
+ Pertamina. 
SERTHING: There is an offshore platform located in position Lat. 
nh 20' 24" N., Long. 102° 09’ 29.5” E. Depth of water at the platform is 
°3m. at LWS. 

Nere are two berths, the inner berth and the outer berth. 
SADING: Outer Berth: Vessel’s port side manifold required. Vessels 
“charge crude oil at a rate of 1,000 t.p.h. and load LSWR at a rate of 
“Lp.-h. There are 10 in. loading arms on the platform. 
reid Berth: Vessel’s starboard side manifold required. Naphtha, 
ting and diesel oil loaded at a rate of 400 t.p.h. through 68 in. 

‘Ng arms. 
NICAL: Hospital and clinic available. 
ok SITY: 1012 — 1020. 

ESH WATER: Not available. 

: Not available. 
Tae obs: None. 
Wm GMT plus 7 hours. 

ORITY: Operator: Pertamina, Dumai. 
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INDONESIA 


TANDJUNG UBAN: 01.04 N. 104.13 E. 


DOCUMENTS: 

11 Crew Lists. 

11 Passenger Lists. 

Harbour Report (form to be supplied by the Agent). 

Maritime Declaration of Health. 

Vaccination List. 

2 Stores Lists. 

2 Bonded Stores Lists. 

2 Personal Effects Lists. 

Last Port Clearance. 

2 copies Cargo Manifest. 
PILOTAGE: Agent requests Pilot upon arrival of vessel, 72 hours 
advance notice of ETA required. Pilot boards vessel in harbour area. 
ANCHORAGES: 
Awaiting Pilot: 

North entrance: Lat. 01° 15’ 10” N., Long. 104° 12’ E. 

South entrance: Lat. 01° 02’ 55” N., Long. 104° 12’ E. 
Awaiting Berth: 

Large tankers: Lat. 01° 06’ 20” N., Long. 104° 10’ 40” E. 

Small tankers: Lat. 01° 03’ 15” N., Long. 104° 12’ 20” E. 
RESTRICTIONS: Berthing and unberthing during daylight only 
MAX. SIZE: 


Jetty Max. Size Min. Size Max. LOA Min. LOA 
No. d.w.t./cu.m. (m.) (m.) 

1 60,000 cu.m. 10,000 cu.m. 240 130 

2 (Oil) 40,000 16,000 210 150 
(LPG) 7,000 cu.m. 115 vo 

3 (Barge) 700 48 

4 20,000 1,200 160 60 


5 36,000 5,000 185 100 
HEALTH: Health Officer will board vessel after berthing. No Pratique 
granted, even for vessel after calling at another port in same country. 
RADIO: Tandjung Uban Radio — call sign PKJ-2 and Sekupang Radio — 
call sign PKJ-20. 

VHF: PKJ-2 on VHF. 

TUGS: No tugs available. 

BERTHING: Depths Alongside at LWS: 
Jetty No. 1 — 17.4 m. 

Jetty No. 2— 11.7 m. 

Jetty No.3- 6.4m. 

Jetty No. 4— 11.4 m. 

Jetty No. 5 — 10.5 m. 

Jetty No.6— 4.7 m. (for small craft). 
Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Premium 9,200 tons 
Kerosene 23,500 tons 
HSD 31,750 tons 
MDF 5,900 tons 
MFO 23,000 tons 
Propane 70,000 cu.m. 
Butane 9,000 cu.m. 
Mixed LPG 18,000 cu.m. 


Loading/Discharging Rates: 
Arm/Hose Connection 


Average Flange 
Jetty Transfer Rate No. of | Dimensions 
No. Cargo Handled Load Discharge Lines Hose L.A. 
t.p.h./cu.m.p.h. (in.) (in.) 
1. Butane, propane 2,200 (cu.m.) = 2 - 12 
Vapour Return - 2,750 (cu.m.) 2 - 8 
2. Mixed LPG 700 (cu.m.) - 1 - 6 
Vapour Return - 700 (cu.m.) 1 - 4 
Kerosene 150 300 2 8 3 
Premium 150 250 2 8 i 
Premium 100 100 1 6 - 
HSD 150 250 2 8 - 
HSD 80 - 1 4 ~ 
MDF 100 100 1 8 - 
MFO 250 250 1 8 - 
3. Premium 100 - 1 4 - 
Kerosene 100 - 1 4 - 
HSD 60 - 1 4 - 
4. Kerosene 150 300 2 8 = 
Premium 150 250 1 8 - 
HSD 150 250 2 8 - 
MDF 200 300 3 8 a 
MFO 80 1 6 - 
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MEDICAL: Very limited facilities. Only a clinic with experienced wound 
dresser available. Valid cholera certificates for crew members required. 
DENSITY: 1025. 
FRESH WATER: Available ex-pipe-line — 5 t.p.h. 
FUEL: Available. 
CONSULS: None. 
GANGWAY/DECK WATCHMEN: Port Authority provides 1 safety guard 
during vessel's stay in port. 
CUSTOMS ALLOWANCES: Reasonable quantity allowed to be used 
during vessel's stay in port. 
REPATRIATION: No facilities available. 
AIRPORT: Kijang Airport (Tanjung Pinang) and Hang Nadim Airport 
(Batam Island). 
TIME: GMT plus 7 hours. 
POLICE/AMBULANCE/FIRE: Police, Tel: 55; Clinic, 37 and 58; Fire, 
44 and 13. 
TELEPHONES: Agents place telephone on board at no cost. 
IDENTIFICATION CARDS: Possession of a valid Seaman's Book 
sufficient. 
AGENCY: See “General” before first port. 
AUTHORITY: Penguasa Pelabuhan (Port Authority). 
Operator: Pertamina. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


TANJUNG PANDAN (Belitung): 02.45 S. 107.38 E. 


PILOTAGE: Not available. 
ANCHORAGE: Vessels up to 3,000 d.w.t. anchor in position 
02° 44’ 20” S., 107° 36’ E. Vessels over 3,000 d.w.t. should anchor in 
Mangkob Besar Reef area, near lighted buoy, depth 11 m. — 12 m. 
At time of S.W. Monsoon, vessels should anchor at the Northern 
entrance of Mendanau Strait. 
RESTRICTIONS: No restrictions on vessel draft or size at anchorage. 
RADIO: Not available. 
TUGS: 6 x 80h.p. — 320 h.p. 
BERTHING: Anchorage port. 
Storage: Godown space available. 
CRANES: 1 x 15 ton shore crane available. 
STEVEDORES: Available from labour pool. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: No facilities available. 
GENERAL: Barges: 19 x 40 tons — 200 tons available. 


TARAKAN: 03.17 N. 117.35 E. 


(a) GENERAL CARGO 
(b) TANKERS 


(a) GENERAL CARGO 


DOCUMENTS: See “Jakarta”. 

PILOTAGE: Compulsory pilotage consisting of Sea and Harbour Pilots. 
Ships requiring pilot service should notify the Harbour Master at least 
24 hours before arriving at outer buoy. Tide: Semi-diurnal. 

Pilots do not normally work at night. The approach buoys and leading 
lights are frequently extinguished and vessels arriving at night are 
recommended to anchor at No. 1. Buoy and await a Pilot in daylight. 
ANCHORAGE: Lat. 03° 14’ 40” N., Long. 117° 43’ 45” E. 

HEALTH: Vessels arriving from abroad direct in one of the 2nd Class 
Ports have to apply well in advance to the Department of Health 
(Quarantine Section) for a provisional Free Pratique, as said Pratique 
has to be cabled to the port concerned. The provisional Free Pratique 
is only valid for the port concerned, the next port of call must be a First 
Class Port as no further provisional Free Pratique will be issued, unless 
the vessel sails directly abroad from the 2nd Class Port concerned. 
RADIO: Tarakan Coastal Radio Station. Call sign: PKO. Class A1. This 
station also has VHF Maritime Bands working on the same hours as 
the Short Wave Transmissions. 

VHF: Pilot Station on Channel 16. Harbour Master on Channel 12. 
TUGS: None. 

BERTHING: The anchorage will hold many ships but very little cargo is 
worked from the anchorage as most vessels calling are timber ships 
waiting to load. The very occasional ocean cargo ship usually unloads 
on to a barge but very occasionally goes alongside the Commercial Jetty. 

The Commercial Jetty has a least depth of 5.5 m. and a length of 
about 100 m. There is a crane capable of lifting 2 tons on the inside 
berth. This jetty is very old and dilapidated and normally handles only 
small craft of local inter-island character. 

STEVEDORES: Working hours: 7 hours on normal working days. 
Overtime can be arranged. 

FRESH WATER: Limited supply available by barge. 

FUEL: Not available. 

GENERAL: Port doctor available. 

Carrying a camera ashore or even on deck of a ship for photography 
is strictly prohibited. 

There is a small hospital. No stores, water, or fuel oil are available. 

There are no repair facilities at all. Pertamina operates a small hospital 
and a Clinic. There is air communication to other parts of Indonesia 
through Balikpapan. 
PORT SECURITY: Maintained by members of the Indonesian Armed 
Services, usually, Police, Navy or Marine and Army. Crew members 
should be in possession of a shore pass issued by the Port Authority, 
accompanied by an identification card when leaving or entering the 
guarded gates of the Port Area. Shore passes can be obtained via the 
Agencies. 


(B) TANKERS. 


PILOTAGE: Compulsory. Pilot requires 12 hours notice of arrival and 
10 hours notice of departure. 
ANCHORAGE: The anchorage whilst awaiting the Sea Pilot is 5 miles 
East of Tg. Batu. 

The anchorage when awaiting a berth is Lat. 03° 15’ 30” N., Long. 
117° 36’ 30” E. 
RESTRICTIONS: Berthing and unberthing during daylight hours only. 
MAX. SIZE: CBM: 55,000 d.w.t. Max. LOA 200 m. Depth of water 
15.0 m. 

Jetty: 6,000 d.w.t. Max. LOA 120 m. Depth of water 10.5 m. 
RADIO: Tarakan Radio (PKO) on HF and operated by Ditjenia. 
VHF: Tarakan Radio (PKO-2) operated by Pertamina. 
TUGS: Available. 
BERTHING: CBM: Vessels moor to a 6 buoy sea berth located in 
position Lat. 03° 17’ 05" N., Long. 117° 35’ 07” E. Crude oil loading is 
at a rate of 4,000 bbis.p.h. through 210 in. hoses. 
Jetty: The jetty is located in position Lat. 03° 17' 11.5”N., Long. 
117° 35’ 25" E. Premium, Kerosene, Avtur and HSO are discharged at 
the jetty at a rate of 200 — 250 k/I.p.h. through 18 in. hose. 
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Shore Storage Tanks: 


Oil Products Total Safe Capacity 
Crude oil 389,100 bbis. 
Avtur 1,060 k/I 
Premiurn 1,045 k/I 
Kerosene 1,050 k/I 
HSD 3,560 k/I 
Physical Characteristics of Crude Oil: 

API Gravity at 60°F. 57215 =119:6 

Sulphur Content 0.13% wt. 

B.S. & W. Less than 0.5% vol. 

Flash Point (PMCC) 35°C. 

Pour Point No higher than 5°C. 


MEDICAL: First-aid clinic available. 

DENSITY: 1020 — 1025. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

AIRPORT: There is an airport at Tarakan. 

TIME: GMT plus 8 hours. 

AGENCY: See “General” before first port. 

OPERATOR: Tesoro Indonesia Pet. Co., Wisma Gunung Sewy : 
6th Floor, Jl. Jend. Gatot Subroto, Jakarta, Indonesia. Tel: 5199 
Telex: 46178 Tesoro-la. 


TEGAL, Java: 06.52 S. 109.10 E. 


DOCUMENTS: Upon arrival, vessels have to produce the follop 
Certificates and Documents, which will remain in the Harbour Mas» 
custody until cleared: 

Nationality (Registry) Certificates. 

Seaworthiness Certificate. 

Tonnage Certificate. 

Derat (Exemption) Certificate. 

International Loadline. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Safety Radio-telegraphy Certificate. 

Vaccination List. 

5 Crew Lists. 

2 Stores Lists. 

2 Crew Baggage’s Declaration. 

Last Port Clearance. 

Health Book. 

Custom Clearance and Custom Documents. 

Cargo Manifest and Bills of Lading. 

When vessels arrive direct from foreign port, Customs and Hart 
Police Officials board for search. 
PILOTAGE: None. 


* ANCHORAGES: Lat. 06° 49’ S., Long. 109° 08’ 07” E. 


RESTRICTIONS: No restriction on night entry, but work is done® 
day (after 0800 hrs.). 

MAX. SIZE: Max. draft for entering the port is 9 ft. 

HEALTH: Maritime Declaration of Health needed from Master, if vest 
coming direct from abroad. If vessel comes from other Indonesian pt 
automatic Free Pratique. 

RADIO: 

|. Fixed Station: 


Call sign 8AC on freq. 5315 kHz at 0100 — 0130 GMT 


0230 — 0300 
freq. 5165 kHz at 0430 — 0500 GMT 
1000 — 1015 


ll. Tegal Coast Radio Station: 

Call sign PKD 21 on freq. 2182/2690 kHz at 0030 — 0100 GMT 

0400 — 0430 

Ill. Open every day except on holidays. 
VHF: Tegal Coastal Radio Station on Channel 16. 
TUGS: Only used for towing lighters to vessels on the roads. 
BERTHING: None. Anchorage only. 
STEVEDORES: Ordered by Agent. If possible before arrival of vet 
some information mainly concerned with requirements of the Shipmé 
advises Agents to arrange gangs and available space for Tegal @ 
MEDICAL: Normally medical attention for crew to be arranged by # 
at order of Master. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: None available locally. 
REPAIRS: Slipways and berths for small vessels, LOA 25 m. and dre’ 
GANGWAY/DECK WATCHMEN: Services of watchmen if necessa’y* 
ordered by Master. 
OPENING/CLOSING HATCHES: Carried out by crew — sometin® 
stevedores. 
CUSTOMS ALLOWANCES: Tobacco, wine and/or spirits not allowed® 
taken ashore. 
REPATRIATION: Agents arrange necessary repatriation of crew 
TIME: Indonesian Western Time, GMT plus 7 hours. 
HOLIDAYS: Only Moslem holidays: Id el Fitr. For 2 days no cargo? 
can be arranged. 
POLICE/AMBULANCE/SFIRE: Accident, Police, Tel: 10; First & 
Ambulance (Texin Hospital), Tel: 387; Fire Departments (Texif) 
Vee 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Crew members allowed ashore from 0800 ¥ 
2100 hrs. every day. Not allowed to spend night on shore. 
IDENTIFICATION CARDS: Necessary. 
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#GULATIONS: Crew members not allowed to bring cameras and/or 
eign money ashore. 

RITY: Tegal Port Directorate, Syahbandar, JI. Kesatrian No. 6, 
regal indonesia. Te/: 61038, 41107. 


tELOK AYER: 00.44 S. 109.05 E. 


sHPMASTER’S REPORT: March 1982. 


MLOTAGE: Pilot Station in position: Lat. 00° 39’ S., Long. 109° 05’ E. 
at comes from inner anchorage by small boat, journey time 5 hours. 
wNCHORAGE: Vessels approaching Telok Ayer (Telok Airport) drop 
»chor 5 cables West of Fairway Buoy in position: Lat. 00° 39.5’ S., 
‘ong, 109° 05.5’ E. 

24010; 24 hours notice to Agent to arrange Pilot. 

yHF: Call “Padang Tikar Pilot” on VHF Channel 16. 

cARGO HANDLING: Depth at loading point is 6 fathoms. Maximum 
goth in entrance to Padang Tikar River is 7.2 m. at HW. Vessels load 


_ sywood and sawn timber. 


gENERAL: There are no alongside facilities for ships. 

Stevedores, Shippers, Immigration and Customs Officers take full 
seals and accommodation onboard, during the loading operation, as 
se nearest town (Pontianak) is 12 hours away by speedboat. 


TSLUK BAYUR (Padang): 00.58 S. 100.20 E. 
(See Plan) 


FLAGS: Flags to be Shown by Incoming Vessels: 
Nationality of vessel and Indonesian flag. 
Call sign. 
Q’ when the vessel comes from an infected port or when calling for 
2Port Health Officer. 
G’ when Pilot is required. 
N’ when vessel from abroad carrying Passengers. (Request for 
mmigration). 
H’ when Pilot is on board. 
Y’ when mail on board. 
B’ when carrying dangerous cargo. 
fag to be Shown when Vessel Leaving Port: 
Nationality of vessel and Indonesian flag. 
Call Sign. 
H’ Flag when Pilot is on board. 
DOCUMENTS: 
4) The Master must have in readiness for the Harbour Master Officials: 
Certificate of Registry. 
Certificate of Nationality. 
Loadline Certificate. 
Radio Safety Certificate. 
Derat Certificate. 
Safety Equipment Certificate. 
Last Port Clearance. 
Health Book (Indonesian Health Book) to be used in Indonesian 
waters only. 
Crew List. 
Stores List. 
Personal Effects List. 
“ree Pratique. 
_Ught Dues Bill from Port of Calli (last Port). 
) =p Documents required by the Agent to clear the Vessel through 
wustoms: 
Customs Cargo Clearance. 
Manifest. 
Customs Document (outward cargo AVI and model E3). 
Customs Document (inward cargo — AA). 
Customs Document of transhipment cargo (model HH). 
wthorities boarding the vessel on arrival: 
“t Health Doctor (Quarantine Officer): 
‘ll Vessels entering Port of Teluk Bayur from abroad should obtain 
“fee Pratique. Vessel must wait until the Quarantine Officers board 
, N@ ship before entering. 
. Documents to be shown to the Port Health Doctor: 
indonesian Health Book. 
view List. 
Passenger List. 
accination List. 
ntemational Vaccination Certificate. 
‘ at Exemption Certificate. 
*ustoms: 


wrg,Prohibited during vessel's stay to sell any goods belonging to 


: Foreign vessel, if carrying local cargo must have coasting permit. 
“ cuments to be shown to Customs: 
@1go Manifest. 
aovisions/Stores List. 
vfew List. 
| ‘ew Personal Effects Declaration. 
St Port Clearance/Custom clearances. 
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INDONESIA 


Immigration: 


ie 


2 


6. 


All vessels coming from abroad (Indonesian vessels as well as 
foreign vessels) are to use crew passes. 

Foreign crew to be repatriated must be accompanied by an 
Immigration Officer, except if their pass is a visa. 

All expenses (ticket and travelling expenses) are for owner's account. 


. All foreign transit passengers have to fill in an embarkation/ 


debarkation card. 


. Vessels arriving from abroad carrying passengers; The Master is also 


obliged to provide the Immigration Officers with a List of the 
Passengers on board. 


. Documents to be shown to the Immigration Officers: 


Crew List. 

Passenger List. 

Crew Passports/Passengers’ Passports. 

Last Port Clearance/Immigration Clearances. 

Foreign passengers landing at Teluk Bayur Port without visa, must 
pay for Immigration Fee. 


Harbour Master: 


us 


lf vessel intends to use their own life/motorboat for rowing exercise, 
permission should first be obtained from Harbour Master and Coast 
Guard. 


. Documents to be shown to the Harbour Master: 


Certificate of Registry. 

Certificate of Nationality. 

Loadline Certificate. 

Vessel and Passenger Safety Certificate. 
Radio Safety Certificate. 

Master Roll. 

Crew List. 

Passenger List. 


Cargo Documents: 


Cargo Manifest covering Teluk Bayur cargo — 7 copies. 

Cargo Manifest covering cargo for other Port — 7 copies. 

Stores List — 7 copies. 

Crew Personal Effects List — 7 copies. 

Crew List — 10 copies. 

The above apply for a single call. In the event of a vessel arriving 


from a out-port for re-checking at Teluk Bayur, another set of copies of 
the Stores List and Personal Effects List must be re-submitted. 
PILOTAGE: Compulsory harbour pilotage. Ships have to wait for Pilot 
inside the roads limits.(See “Anchorage’”’). 

Pilot is available each day from 0000 — 2400 hrs. ETA required 6 hours 
before arrival. ETD required 3 hours before departure. 
ANCHORAGE: Vessels should anchor outside the breakwater until Pilot 
comes on board at Position: Lat. 1°00’ 50” S., Long. 100° 22’ 20” E. 
Distance from anchorage to the quay/jetty is about 2 miles. 


Approaching the anchorage is not recommended during darkness due 


to fishing vessels and narrow channel. 

HEALTH: Vessels arriving from abroad direct have to apply well in 
advance to the Department of Health (Quarantine Section) for a 
provisional Free Pratique, as said Pratique has to be cabled to the port. 
The provisional Free Pratique is only valid for the port and the next port 
of call must be a First Class Port as no further provisional Free Pratique 
will be issued, unless the vessel sails directly abroad. 

RADIO: Padang Coastal Radio Station: Call sign PKP 2. 


Frequencies: 500, 6355, 2182, 6218 and 6215.5 kHz. 


Arrival Advice: Required before ship's arrival (to be telegraphed 48 hours 
prior to ship's arrival, however not less than 24 hours via Radio Station). 


a. Name of vessel. 

b. ETA at the Roads. 

c. Draft. 

d. Quantity of cargo to be discharged (in tons). 

e. Number of passengers disembarking, also dangerous cargo (if any). 
f. Ship's requirement (quantity required). 

g. Any other information. 


VHF: Pilot Station on Channel 12. Port Operations on Channel 16. 
TUGS: Selat Siberut of 1,700 h.p. and Selat Riau of 1,200 h.p. are 
stationed at Teluk Bayur, the use of which is compulsory for incoming 
and outgoing ocean-going ships. Mooring boat available. 


BERTHING: 
Berth Length Depth 
(m.) GTKyIs oe 

1st wharf 108 10.0 (under repair) 
2nd wharf 108 10.0 (under repair) 
3rd wharf 96 10.0 (under repair) 
4th wharf — | 150 10.0 
5th Quay — Il 150 10.0 
Special Quay Terminal 

Cement 98.5 10.0 
Cement Terminal 

TS 150 9.0 

T.SiB. 150 10.0 
Coal Terminal 225 7S 


CRANES: 1 mobile crane 25 ton capacity, operated by Perum 
Pelabuhan II Teluk Bayur. 

Forklifts: Capacity 10 tons (one), capacity 5 tons (two), capacity 3.5 tons 
(two), capacity 2.5 tons (three). 


P.T. Trikors Lloyd: capacity 3 tons (two), capacity 5 tons (one). 
P.T. Samudera Indonesia: capacity 2.5 tons (one). 

P.T. Djakarta Lloyd: capacity 2.5 tons (four). 

P.T. Rintis Prasetya Stevedoring: capacity 3.5 tons (one). 

P.T. Bomala: capacity 2.5 ton (two). 

P.T. Karya Nasional: capacity 2.5 ton (one). 

P.T. Setia Jaya: capacity 3.5 ton (one). 


FRESH WATER: Available at wharf, officially at a rate of 15 cu.m. per 
hour, unlimited quantity during the wet season (September-April). During 
the dry season with a maximum request of 150 cu.m. and a capacity of 
4 — 6 cu.m.p.h. Water should be boiled or chemically treated before 
consumption. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


STEVEDORES: Working Hours: 

Monday-Thursday: 0800 — 1200; 1300 — 1600; 1800 — 2400; 
0100 — 0400 hrs. 

Friday: 0800 — 1100; 1330 — 1600; 0000 — 0100; 0100 — 0400 hrs. 

Saturday: 0800 — 1200; 1300 — 1600; 1800 — 2400; 0100 — 0400 hrs. 

Overtime can be worked at request of the ship on normal days and 
Sunday/Holidays, are counted as overtime from 0800 — 2400 hrs. and 
from 0000 — 0600 hrs. 

Rest hours (meal time): Monday till Thursday: 1200 — 1300; 0000 — 
0100 hrs. Friday: 1100 — 1330; 0000 — 0100 hrs. 

Day overtime: 1600 — 1800 hrs. 

Night overtime: 0000 — 0100; 0400 — 0600 hrs. 
Discharging/Loading Rate: 
Average speed for: 

Discharging: General cargo 12 — 15 tons per gang hour. Bagged cargo 
18 — 20 tons per gang hour. 

Loading: General cargo 12 — 15 tons per gang hour. Bagged cargo 
18 — 22 tons per gang hour. 
Number of Men per Gang: Ships gang 15 men. Wharf gang 20 men. 
FUEL: High speed diesel and MFO available at Wharf No. 1 and Beton 
No. 1. 
REPAIRS: Dry dock available for ships up to 500 d.w.t. Machine- 
workshops for minor repairs available. 
SURVEYORS: Available. 
MEDICAL: Teluk Bayur has harbour clinic for emergency cases. 
Hospitals at Padang. 
AIRPORT: At Tabing, distance 15 km. 
DEVELOPMENTS: Padang Cement have a new bagging terminal in 
operation. 
AUTHORITY: Port Administration of Teluk Bayur/Padang, Jalan Tg. 
Priok, Teluk Bayur/Padang, Sumatra, Indonesia. Tel; 21836, 27282, 
21066. Telex: 55151 Adpel Pd. Contact: V. Sima Da Silva, Port 
Administrator. 


TELUK SEMANGKA (Semangka Bay): 
05.34 S. 104.37 E. 


PORT LIMITS: 
Limit of Anchorage: 
(a) Lat. 05° 32’ S., Long. 104° 36’ E. 
(b) Lat. 05° 32’ S., Long. 104° 39’ E. 
(c) Lat. 05° 36’ S., Long. 104° 39’ E. 
(d) Lat. 05° 36’ S., Long. 104° 36’ E. 


LOCATION: There are 2 storage tankers located in positions ° 


Lat. 05° 34’ 15” S., 
Long. 104° 35’ 00” E. 
DOCUMENTS: 
11 Crew Lists. 
11 Passenger Lists. 
7 Stores Lists. 
7 Slop Chest Lists. 
3 Customs Declaration Forms. 
1 Clearance from Last Port. 
2 Cargo Manifests. 
2 Crew Personal Effects Lists. 
1 Health Declaration. 
1 Master's Declaration provided by Agent on arrival. 
PILOTAGE: Pilot and Mooring Master board at the anchorage. 
ANCHORAGE: In same area as floating storage vessels in about 30 
fathoms of water. There is a gap in the fish traps with Tg. Balang Besi 


Long. 104° 36’ 45” E. and Lat. 05°33’ 10"S., 


bearing 093° x 6.9 miles. This is about 9 cables from storage vessels. 


The anchorage when awaiting the Sea Pilot is 
Lat. 05° 28’ 55" S., Long. 105° 17’ 20" E. 
RESTRICTIONS: Berthing during daylight hours only. Unberthing at 
any time. 

MAX. SIZE: 235,000 d.w.t. Depth of water 59 m. Max. LOA 325 m. 
HEALTH: “Q” flag must be flown until Officials have been on board. 

Port Officials come from Panjang. 

RADIO/VHF: ETA etc. to be sent to Pertamina Jakarta. 

Agung Radio, which is situated at Kota Agung at the head of the bay, 
may be contacted on VHF Channels 16 or 9 during office hours. 

Panjang Radio (PKC-6) operated by Pertamina, may also be 
contacted on VHF. 

TUGS: 2 tugs used for berthing/unberthing. 

BERTHING: Vessels berth alongside Floating Storage Tankers with 
Yokohama fenders on starboard side. They are anchored in positions 
between 2 miles and 4 miles from the head of the bay. 

Vessels berth port side alongside. Access is provided by floating 
storage vessel. 

Hose connection amidships. Storage tankers mooring gang connect 
hoses. Ship's crane/derrick required for hose support. 2x12 in. hoses 
used, 1 per grade. 

MEDICAL: Hospital clinic available. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: None. 

REPAIRS: No facilities available. 

AIRPORT: Baranti Airport at Bandar Lampung. 
TIME: GMT plus 7 hours. 
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in position 


GENERAL: It must be ensured that the STS operation is Carried 9 
accordance with the ICS/OCIMF STS transfer guide and I§g) 
recommendations. 

There are approximately 100 moored floating fish traps in the » 
They are met with from about 7 miles from the head of the bay. At 
they are well lit with powerful fishing lights and they tend to lie ing 
which, with care, allows access to the Anchorage Area. 

Accommodation may be needed for Pilot and Mooring Master. 

Numerous jellyfish may cause problems with intakes. 
AGENCY: See “General” before first port. 


SHIPMASTER’S REPORT: January 1983. 

Documents: Advisable to have at least 12 copies of Crew List. Hat 

Master takes all certificates ashore and returns same prior to saj 

Pilotage: No Pilots available for anchoring. Mooring Master bes 

unberths vessel alongside storage tanker. 

Anchorage: Good anchorage in depths of 15 fathoms — 50 fathon: 

water in the Northern part of the bay. 

Radio: PKI 1 and PKI 2 (Jakarta). 

VHF: ‘Kota Agung Radio” keeps continuous watch on Channel 9 
Pertamina, local Agent, Mooring Master and storage tankers cap 

contacted on Channel 9. 

Tugs: Two harbour tugs available for berthing/unberthing. 

Tankers: No berths. 2 storage tankers of about 235,000 d.w.t. hang 

gas oil and kerosene. 4 Yokohama fenders on the starboard sig 

storage tankers. 12 in. hoses used for cargo transfer. 

Fuel: Gas oil available. 

Consuls: British Consul stationed in Jakarta (Tel: 330904). 

Repairs: Minor repairs possible. 

Surveyors: Lloyd's and Indonesian Government Radio Surveyors} 

to come from Jakarta to carry out vessels Safety Equipment and Sa 

Radio Telegraphy Surveys. 

Airport: Nearest airport at Tanjung Karang, 100 km. away. Several fig 

to Jakarta daily. 

Time: GMT plus 7 hours throughout the year. 

Services: Limited stocks of fresh fruits, vegetables and meat avai 

locally. 

Shore Leave: Pertamina operates 3 service boats daily for crew tt 

ashore. 

Identification Cards: Not necessary. 

Delays: About 7 days — 10 days for discharging gas oil. 


TERNATE: 00.46 N. 127.22 E. (See Pk 


DOCUMENTS: The following documents must be ready upon ves# 
arrival: 

14 copies Crew List. 

12 copies Passenger List. 

5 copies Stores List. 

8 copies Cargo Manifest. 

Bills of Lading 

8 copies General Information. 

5 copies Personal Effects List. 

5 copies Vaccination List. 

5 copies Firearms and Ammunition List. 

Harbour Report. 

Last Port Clearance. 

Completed Declaration of Health. 

Valid Derat Certificate. 

Passports. 
PILOTAGE: Compulsory. Notice of ETA and request for a Pilot™ 
be made at least 6 hours in advance to Pilotage Authority the 
Ternate Radio (Coastal Station) on VHF Channel 16 or direct to Te® 
Pilot Station on VHF Channel 12. 

Pilotage service address: Dinas Kepanduan Perum Pelabuha 
Cabang Ternate. Tel: 21574. 
ANCHORAGE: Safe anchorage in harbour but better anchorage ® 
3 cables to the East of wharf in a depth of about 65 m. 
MAX. SIZE: Max. draft alongside 9.5 m. 
HEALTH: Pratique is normally given by Pilot Station. Any advice 
health matters obtainable from pilot service. 
RADIO: Ternate Coastal Station, call sign “PKE" on VHF Channé 
Pilot Station on VHF Channel 12 (Every day during working hours’? 
— 1500). 
TUGS: As required by Pilots, ship's line normally used. 
BERTHING: Berth No. 1: Wharf length 248 m. Depth at LWS 10° 
CRANES: 1 x 25 tonne mobile heavy lift crane. 
STEVEDORES: Stevedoring arranged by labour union via Agent 
MEDICAL: Hospital facilities available. 
DENSITY: 1025. 
TANKERS: Oil Jetty (Pertamina Depot): Located 9 miles Sof 
Ternate. Max. size alongside is 7,000 d.w.t. 
FRESH WATER: Available from berth, rate 40 t.p.h. 
FUEL: Oil delivered by tank trucks. 
CONSUL: None. 
DRY DOCKS: No facilities. 
GANGWAY/DECK WATCHMEN: Usually ship's crew. 
OPENING/CLOSING HATCHES: By stevedores or ship's © 
Whichever to ship's advantage. 
REPATRIATION: Crew changes and repatriation can be arrang® 
AIRPORT: Distance about 5 miles, served by Bourag Air Line? 
Merpati Nusantara Airlines. 
TIME: GMT plus 9 hours. 
POLICE: Tel: 21164. 


giERGENCY CO-ORDINATION CENTRE: Ternate Coastguard Tel: 


ORE LEAVE: No restrictions. 
& QLIDAYS: National holidays are New Year, Idul Fitri, Idul Adha, 
hi suid, Easter Day, Waisyak, Nyepi, Ascencion Day, Miradz and the 
uct day of Muharam. 
“pTIFICATES: Register, Tonnage and usual Certificates. 
3ENERAL: Ship's Inspection Team: This team consists of the Port 
‘oath Officer, Customs Officers, Harbour Master/Immigration Officer. 
=e vessel having been granted Free Pratique, the Immigration Officer 
vets checking Passports, Seamen's Books and Crew Lists and then 
egues shore passes. ; ' 
vessel's bonded store will be sealed by Customs Officer on arrival 
_ »gwil remain sealed until the vessel leaves Ternate Port. 
m The ship's radio transmitter may not be used whilst vessel alongside. 
~e¢ indonesian Chart No. 385. 
. AUTHORITY: The Port Administrator, JL. Jend. A. Yani No. 1, Ternate. 
| te 21129, 21206, 21574. 
‘darbour Master, JL. Jend. A. Yani No. 1, Ternate. Tel: 21572. 


TUBANG: 01.45 S. 125.06 E. (See Plan) 
4 


* SHIP'S OFFICER’S REPORT: August 1989. 


hy LOCATION: Port of Tubang is situated on the Northern side of Taliabu 
sand, in the Molucca Sea. Built-up areas consist mainly of Tubang 
Sawmill and scattered houses for the labourers. 
PLOTAGE: A Singaporean supercargo who assists the Master in 
schoring, boards in position Lat. 01° 44’ S., Long. 125° 4’ 30" E. 
® \ICHORAGE: The anchorage, which also serves as loading position, 
sin position Lat. 01° 45’ 16” S., Long. 125° 05’ 37” E. The depth of 
water is 18.0 m., with muddy bottom. This vessel (19,000 g.r.t.) used 
Sshackles of chain. The Southerly wind reached a maximum 15 knots. 
RESTRICTIONS: Vessel waited until daylight before entering as no chart 
wailable (BA. Chart No. 3241 was of little use). Later, the Agent supplied 
swith Indonesian Chart No. 274, which we used when leaving. 
RADIO: Ambon Coast Radio. Call Sign PKE. 
WEDICAL: First Aid available. 
DENSITY: 1025. 
FRESH WATER: Not available. 
FUEL: Not available. 
y 0PENING/CLOSING HATCHES: By ship's crew. 
STEVEDORES: Work throughout 24 hours. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of wine/spirits 
per person. 
TIME: GMT plus 9 hours. No alteration of clocks during the year. 
SHORE LEAVE: Allowed. 
DENTIFICATION CARDS: Not necessary. 
SENERAL: Pratique granted on arrival at the anchorage. Agent and 
Port Authorities are from Ambon. They boarded the ship together with 
ne stevedores, who are from the adjacent island of Mangoli. After 
‘malities had been completed, the Agent and 2 Customs Officers 
mained on board. Food and accommodation must be provided by the 
®p. As for the stevedores, fresh water and a makeshift ‘‘toilet” should 
% provided, as they cooked and stayed on board during loading 
eration. 
_On departure, the stevedores disembarked, but the Agent and 
s -Sloms stayed with the ship until the next loading port of Waisarisa, 
y am Island. They disembarked after completion of loading. 
» The Singaporean supercargo also stayed on board and disembarked 
_ Wile receiving fuel and stores in Singapore. 
| “ovisions: Small quantity of provisions and stores can be obtained. 
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\DANG NATUNA: 04.02 N. 106.29 E. 
LOCATION: The SBM and storage tanker “Udang Natuna” are located 


‘position Lat. 04° 02’ 14” N., Long. 106° 28’ 53” E., in a depth of 19 m. 


UMENTS: 
8 copies Crew List. 
5 copies Passenger List. 
‘copy Cargo Manifest. 
| Copy Ship's Stores List. 
copy Personnel Effects List. 
Maritime Declaration of Health. 
awencarance from Last Port. 
” HORAGE: The anchorage whilst waiting for berth is at Lat. 
pas N., Long. 106° 25’ E. 
TRICTIONS: Berthing and unberthing in daylight hours only. 
2A - SIZE: 93,000 d.w.t. Max. LOA 260 m. 
vi 0: Vessels use Jakarta Coastal Radio Station, call sign PKI-2, 
“his operated by Pertamina. 
4s ‘Vessels should make contact through Merak Radio, call sign PKQ. 
“station is also operated by Pertamina. 
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INDONESIA 


BERTHING: Vessels moor alongside the storage tanker, port side to. 
Crude oil is loaded at a rate of 25,000 Bbls.p.h. through 212 in. 

hoses. 

Physical Characteristics of Crude Oil: 


API Gravity at 60°F. >: 39.6 

Reid Vapour Pressure at 100°F. 2-5 psi 
Sulphur Content 0.03 % wt. 
Flash Point (PMCC) : Below 50°F. 
Pour Point *100°F. 


AIRPORT: Nearest airport at Ranai. 

TIME: GMT plus 7 hours. 

AGENCY: See “General” before first port. 

AUTHORITY: Continental Oil Co. of Indonesia, Sacna Graha Lana 
Building, 1st-5th Floor, Jl. H.R. Rasuna Said, P.O.Box 367, Jakarta, 
Indonesia. Tel: 792051. Telex: 47265 Conoco-la, 47275 Conoco-la. 


WAISARISA: 03.13 S. 128.16 E. 


SHIP’S OFFICER’S REPORT: August 1989. 
LOCATION: Teluk Piru, Seram Island. B.A. Charts No. 3241 and 3242 


(See Plan) 


used. 

ANCHORAGE: The anchorage, which also serves as loading position, 

is in position Lat. 03° 12’ 54” S., Long. 128° 15’ 39” E. Depth of water 

is 80 m. — 85 m. Bottom is sand and mud. At times fresh breeze prevails 

from S.E. to S.W. and creates swell. At these times barges should always 

be alongside the vessel's port side. 

RADIO: See “Ambon”. 

MEDICAL: A doctor is available. 

DENSITY: 1025. 

STEVEDORES: Work 3 shifts. 

TIME: GMT plus 9 hours. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not necessary. 

AIRPORT: See “Ambon”. Reachable from Waisarisa by speedboat ferry 

which leaves Waisarisa every morning. 

GENERAL: Private port. There is a pier, but used mainly by tugs. 

Salvage work is in progress on a wreck a few metres from the pier. 
Three to 4 ships can be accommodated at the anchorage. 

Provision: Vegetables and some stores available. 


WAMSASI: 03.33 S. 126.09 E. 


Log loading port on the West coast of Buru Island in position: 
Lat. 03° 33.5’ S., Long 126° 09.5’ E. 
Vessels anchor 600 m. (approximately) off-shore in depth of 15 m. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Iran 
GENERAL 


Note: Movements of all types of general cargo, bulk cargo, refrigerated 
cargo, containers, steel products, machinery, cars, etc., are expected 
to increase considerably. 

Dry cargo ports which are operational are Bandar Abbas, Bushire, 
Bandar Khomeini and Chah Bahar. 

The ports of Abadan and Khorramshahr are not expected to be 
operational for some time. 

Until further notice, all vessels calling at Iranian dry cargo ports must 
be self-sustaining. 

There is a “Note” at the beginning of each port stating the latest 
position. 

Money/Liquor: Ship's personnel travelling to and from Iran should be 
warned of the inadvisability of carrying liquor and/or large sums of 
money, both of which are liable to be confiscated. 

Flag: Vessels to fly the flag of the Islamic Republic of Iran (flag is green, 
white and red with a red emblem in the centre). 

NOTICES: 

B.A. Notice to Mariners No. 34/83: 

The Government of Iran has made the following announcements: 

1. Vessels proceeding into the Gulf after passing through the Strait 
of Hormuz should pass at least 12 miles South of the following; Jazirat 
Bu Musa (Lat. 25° 52’ N., Long. 55° 02’ E.), Jazirat Sirri (Lat. 25° 54’ N., 
Long. 54° 32’ E.), Cable Bank (Lat. 26° 46’ N., Long. 52° 32’ E.) and 
thence 12 miles S.W. of Jazirat Farsi (Lat. 27° 59’ N., Long. 50° 11’ E.). 

2. After passing Jazirat Farsi vessels should keep West and South of 
lines joining the following positions: 

(a) Lat. 27° 55’ N., Long. 49° 53’ E. 

(b) Lat. 29° 10’ N., Long. 49° 12’ E. 

(c) Lat. 29° 10’ N., Long. 48° 40’ E. 

After passing position (c) vessels may proceed North to Kuwait Harbour. 

3. All vessels heading for Iranian ports should report to Bandar Abbas 
Port Control on passing Ras al Kuh (Lat. 25° 48’ N., Long. 57° 17’ E.) 
stating their ETA at the Strait of Hormuz and destination. If clearance 
is not received before passing Bandar Abbas (Lat. 27° 11’ N., Long. 
56° 17’ E.) vessels should proceed to the anchorage off that port. 

4. Deep draft tankers, loaded and not inward bound for Iranian ports, 
intending to enter the restricted zone North of a line joining the positions 
in (1) should request clearance from the Iranian Ports and Shipping 
Organisation (Telex 212271 BNDR IR) 48 hours before departure giving 
the following information: 

(a) Last loading port 

(b) Destination 

(c) Route 

(d) Speed 

(e) Time of departure 

(f) Visual identification 


Procedures for vessels approaching Iranian Ports: The following 
information on procedures are necessary. 

Masters should: 

Contact Bandar Abbas Port Radio on the following frequencies: 

HF 8469 kHz 
MF 500 kHz 
MF 464 kHz 
and state: 
. Ship's name. 
Flag. 
Kind of vessel. 
Loading or discharging port(s). 
ETA Sirri Island (for tankers). 
. Expected time and date of passing Hormuz. 
. Ship's speed. 
. Reason for call/cargo for discharge or to load prior to arrival, and 
take instructions. 

As per instructions issued by Iranian Port Authorities, the words 
“Persian Gulf’ should follow the name of Iranian ports in the Persian 
Gulf in all messages, example: “Kharg Island Persian Gulf”. 

Tankers should anchor at Sirri Island after passing Bandar Abbas for 
proper turn when loading at Kharg Island, unless instructed to proceed 
towards Kharg Island directly. 

Upon anchoring Sirri Island vessels should communicate with Sirri 
Marine on VHF for further instructions. 

Masters should send all messages and ETA notices for NIOC Kharg 
Island, Lavan Island, Sirri Island and other oil loading ports, also for 
NIOC head office at Tehran, should be sent via Bandar Abbas Port 
Radio, with copy to Agents. 


ONOTMRONMS 


Arrival Notice — Tankers: 

Please instruct all tankers to advise NIOC 72 hours prior to arrival to 
Kharg Island (P.G.) otherwise Marketing and Export Operation 
Department has no responsibility, so kindly advise urgently the following 
information: 

. Ship’s deadweight. 

. Arrival loaded displacement. 

. Cargo bunker requirement. 

. Deballasting time. 

. Height of manifold when vessel ready to load. 

. Maximum arrival and sailing draft. 

. Vessel’s dimensions. 

Please furnish the Harbour Master at Kharg Terminal with above 
information from now on. Meanwhile it would be much appreciated if 
you follow the same procedure for other terminals (i.e. Sirri and Lavan) 
if the vessels are intended to load there. 
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ABADAN: 30.20 N. 48.16 E. 
Note: The port was extensively damaged during the conflict and iS | 
expected to be operational in the near future. 


LOCATION: The Port of Abadan situated on right bank of the Shas, | 
Arab, about 47 miles up river from Rooka Buoy. 
DOCUMENTS: See ‘Khorramshahr”. 
PILOTAGE: Compulsory. Pilot available 24 hours. ‘ 
ANCHORAGES: On arrival of pilot boat vessel can anchor with NO dey | 
restriction. On entering the Shatt-al-Arab the following are } | 
recognised anchorages: Kasba Anchorage position about 2 miles aty 
Fao with a max. depth of 35 ft. in fresh water. Bawarda Anchoy | 
position about 2 miles above Abadan with a max. depth of 31 ft. inf | 
water. Vessels which are too deep to pass out of the river on ones | 
will be required to anchor at Kasba. | 
RESTRICTIONS: The Port is open for day and night navigation y | 
arrival and sailing being controlled by the tide. Vessels normally e 
the Bar at 4 hours before high water at the Bar or at 2 hours after ty | 
water at the Bar. Those entering 4 hours before, arrive at Bawe 
anchorage generally during flood tide, so must anchor for 6 hy | 
awaiting ebb. Those entering 2 hours after high water, arrive Baws 
during ebb tide and berth on arrival, providing berth available, weap 
conditions permit and outward movements do not delay. Vessels aly | 
berth starboard side to stem the ebb tide and without using tugs 
leaving Abadan 4 to 6 hours before high water at Bar. 
MAX. SIZE: Max. length 600 ft. Max. draft in the Shatt-al-Arab, Abas 
and other river ports is 28 ft. 06 in. 
HEALTH: Inward clearance is affected on board after receiving fF ; 
Pratique. Also see “Khorramshahr’ — “Documents”. 
RADIO: The National Iranian Oil Company Coastal Radio Station» 
sign EQZ. The station listens for various calls on the normal Internatio: 
Marine Calling frequencies. When close to may be contacted on 500s ! 
transferring to 428 kHz for exchange of traffic. Traffic list » 
at 5 minutes past odd hours. 
VHF: Abadan Port Radio on Channels 16, 13, 18 and 35 throughy . 
24 hours. 1 
TUGS: Not available. ’ 
BERTHING: The number of jetties on the Abadan riverside have be 
reduced to eight. Nos. 3, 4, 7, 9, 11, 16, 22 and 26 have been maintaiy 
and are used for bunkering purposes and dry cargo operations. | 
Ships pass day and night so it is necessary that mooring lines bel 
taut at all times to prevent surging on the jetties thereby breaking In 
and causing damage to Company property. ¢ 
Bunkering jetties for those vessels coming only for purpose of tale 
bunkers are: 


Jetty No. 3 Draft alongside 31 ft. 

Jetty No. 9 i 28 ft. 

Jetty No. 22 | 25 ft. 

Jetty No. 16 cs 28 ft. f 
Bunkering jetties for those vessels bringing Oil Company's cargo at ‘ 

Jetty No. 7A i 

Jetty No. 7B | Draft alongside between ¢ 

Jetty No. 7C 28 ft. — 31 ft. y 

Jetty No. 7D 


MEDICAL: Emergency cases: An ambulance will be dispatched) 


demand by calling telephone number 5555. ' 
In ordinary cases of sickness or dental treatment: Agents will array 
transportation of patients, and advise Masters regarding neces# 
medical attention forms. If patient does not speak English he shouk! ! 
accompanied by an interpreter. Only in exceptional cases will a met ‘ 
officer visit a patient on board. 
TANKERS: Deliveries of the refined oil products of Abadan Refinery? ( 
effected to ocean-going tankers at Bandar Mahshahr since! 
inauguration of the products terminal of the National Iranian Oil Comp 
at that port, therefore such shipments are not taking place from Aba 
any more. 
DENSITY: Fresh water. ( 
FRESH WATER: Available at all jetties and at the anchorage by ba 
FUEL: Ships’ bunkers are available; however not all types are aval ' 
at all jetties, therefore, ship’s Master should advise by radio the é 
quantity and kind of bunkers required. Bunkers are delivered concul 
with loading unless otherwise requested by Master. Due to hé 
bunkering commitments it is mandatory that vessels take their bunt 
when convenient for the terminal, any delay incurred by a vessel ta * 
bunkers after loading is the responsibility of the Master. , 
AUTHORITY: National Iranian Oil Co. Abadan Refinery. 


AGENT: Gulf Agency Co. (Iran) Ltd. 
All enquiries, telexes, cables, letters concerning Ship’s Agent 
Iranian Ports should be directed to G.A.C. Shipping (U.K.) Ltd. 
G.A.C. Shipping (U.K.) Ltd., No.1 Charlwood Court, County Oak! 
Crawley, West Sussex RH11 7XA, England. Tel: (0293) 61% ; 
(5 lines). Telex: 87561 GAC UKG (4 lines). Fax: (0293) 615° 
Cables: GACSHIP Crawley UK. 


( 
BANDAR ABBAS: 27.08 N. 56.12 E. (See Pi . 
t 

Note: This port has been in full use during the conflict and will com | 
to be used extensively. All types of cargo can be discharged. F 
Old Port of Bandar Abbas now called Bandar Shid Bahonar. Net! } 

is called Bandar Shahid Rajaee ( 
DOCUMENTS: See “Bandar Imam Khomeini’. \ 
PILOTAGE: Application for Pilot to be made well in advance of ve? 
arrival off Bandar Abbas, through Bandar Abbas Port Radio EQI. A ; 
may also arrange pilotage but should be advised of ETA well in adv@ 
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wcHORAGE: Approx. position Lat. 27° 04' N., Long. 56° 14’ E. Depth 
-s The distance from the Outer Anchorage at Buoy No. 1 to the port 
ance is about 2 miles. 

uso see “Notice” 

xsTRICTIONS: Old Port: Entry or departure day or night. Depth of 
weer alongside jetty, minimum 34 ft. and depth in channel approx. 32 ft. 
»W. Height of tide at HW about 3 m. 

“wath of entrance channel is about 150 m. at surface, and 100 m. at 


SIZE: Old Port: Port can accommodate vessels up to 600 ft. length 
woamax. Craft of 33 ft. 

vax. draft alongside: Jetty Nos. 1, 2 and 3 — 33 ft.; Nos. 4& 5—31 ft.; 
» 6-30 ft. 

artes Max. draft 33 ft. — 36 ft. Max. LOA 660 ft. 

: Bandar Abbas Port Radio EQ! — 500 kHz. 24 hour service. 

st Telex No. 0362815 BDBA IR. 

20 Officer's Report: December 1984. 

following schedule for opening and working hours has been brought 
sour attention by the operator of Bandar Abbas Radio. 
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Quote 

Notice to all ships’ Masters in effect from 25th November 1984: 
Abbas Radio/EQI will work on the following calling frequencies, GMT 
one and traffic lists. 


From 0330 hrs. to 0830 hrs., Tx 8469 kHz, Rx 8 MHz (Channel 5/6). 
Traffic List at 0335 hrs — 0535 hrs. — 0735 hrs. GMT. 


from 0730 hrs. to 1230 hrs., Tx 12700 kHz, Rx 12 MHz (Channel 5) 
» #¢ 16 MHz (Channel 5). 
Traffic List at O835 hrs — 1035 hrs. GMT. 


* fom 1230 hrs. to 1430 hrs., Tx 6362 kHz, Rx 6 MHz (Channel 5) 
yaad MHz (Channel 5). 
| Trafic List at 1235 hrs GMT. 


| from 1430 hrs. to 0330 hrs., Tx 4252 kHz, Rx 4 MHz (Channel 5) 
t n36 MHz (Channel 5). 
Traffic List at 1435 hrs — 1635 hrs. — 1835 hrs. — 2035 hrs. — 2235 hrs. 
/ (035 hrs. GMT. 


x 
~ Please observe the above table for your messages. 
| Unquote. 


. {has come to our attention, however, that contrary to the ITU “List 

# Coast Stations” the call sign instead of “EQI" is 
x EQ! 2 for 4 MHz. 

F EQ! 4 for 6 MHz. 
EQ! 6 for 8 MHz. 
EQ! 8 for 12 MHz. 

Further deviation from the official published information is that the 
vation works in the 8 MHz band on 3 frequencies. Its “CQ” tape runs 
» the indicated 8469 kHz, however, if a calling ship is heard the answer 
sgiven on a less powerful transmitter on 8469.5 kHz. Once contact is 
stablished on the ship's working frequency the station shifts to 8463 
(kz. I! long messages are held for the ship, this has been put on a tape 
nd td ship will be instructed to listen on 8469 kHz again, to receive 
is traffic. 

WHF: Channels 13, 16, 18 and 25. HF call-sign EQI available. Also see 

Radio”. Tugs on Channels 13 and 16. 

TGS: 3x 2,400 h.p., 5x 1,200 h.p. and 13,500 h.p. 
Bone: Old Port: Berthing and unberthing possible throughout 
Sfhours. 

Quay is 1,050 m. long, 35 m. wide and capable of accommodating 
‘vessels each of 175 m. LOA. 

The Barge Jetty with a depth of 24 ft. can accommodate one vessel 
‘talongside discharge. 

_ There are 2 closed sheds, each having a capacity of 7,500 tons, 

sosed shed with a capacity of 15,000 tons and 6 open sheds having 

‘pacity of 100,000 tons. 

Ore handling installation. The ore is loaded by conveyor belt and the 
"erage daily loading rate is 1,500 tons per day running from 0630 hrs. 
92200 hrs. daily. 

Chrome ore loading is carried out at one hatch at a time only, and 
"erefore the vessel has to be shifted by the crew in order to load the 
wer hatches. 

“ahid Rajaee: Located about 15km. West of Old Port. Originally 
*sgned for 40 berths, but work was suspended after completion of 
“8 berth. Oil handling installation is near Berth No. 1, moreover, Berth 
*.1 is normally used for discharging vegetable oil. Berths No. 7 and 
‘ 8are used for containers. All 24 berths are operating at present with 
{873 m. of berthing space and depth up to 36 ft. 3x 40 ton transtainers 
"02x40 ton top lift trucks for container handling. 

_ General cargo equipment includes 21 mobile cranes with capacity 

“Ons - 90 tons. 

‘iso see “Shipmaster’s Reports”. 

STEVEDORES: Working hours at the New Port are 0600 — 2200 hrs. 
“ARGO GEAR: All vessels calling at this port must be capable of 
‘ading discharging with their own gear, including rope, canvas and wire 
~s as necessary and/or wire or rope nets, etc. 

“4oment: Equipment available ashore is as follows: 

\robile crane of 60 tons; 1 mobile crane of 25 tons; 6 mobile cranes 
ia. tons; 7 mobile cranes of 6 tons; 10 forklifts of 2 tons; 10 forklifts 
; via 2 forklifts of 5 tons; 15 tractors, 15 trailers of 30 tons; 19 trailers 
: Otons; 11 trailers of 10 tons. 

7 IGHT TAX: Freight tax is payable on any freight earned in Iran for 
re °xport cargo loaded at any Iranian port. Per Article 90 of Tax Law, 
, uttax is payable at the rate of 5 per cent of gross freight, regardless 
* whether freight is collected in Iran or elsewhere. There is no tax on 
ps Cargo freight regardless of where the freight is paid. In other 
‘ as, for Cargo discharged in Iranian ports, even if freight is payable 
“*sstination to be collected in Iran, there is no tax applicable. 
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MEDICAL: There is a General Hospital with about 100 beds. A number 
of physicians and dentists are available. Facilities available for 
vaccinations and inoculations. 
FRESH WATER: Available in port from road tankers and at anchorage 
by barge. Requests for water must be made well in advance. 
FUEL: Fuel oil, gas oil and marine diesel oil are available at all berths 
ex-pipeline excepting the chrome ore berth which is at a separate jetty. 
Vessels loading chrome ore must take fuel (and fresh water) before or 
after loading as there is no connection at the ore loading berth. 
CONSULS: None. 
REPAIRS: Minor repairs available at private workshops. 
WEATHER: With the exception of about 2 months during the Winter, 
the air is generally wet and humid, but with little rainfall. Temperature 
seldom falls below 10 degrees centigrade in Winter, and seldom exceeds 
40 degrees centigrade in Summer. 
CUSTOMS: Customs Officer will seal the store-room. All liquor and 
cigarette stocks will be placed under bond and reasonable ship's 
requirements should be taken from store before sealing. 
AIRPORT: About 15km. distance from the port. Jet flights to 
international destinations on virtually a daily basis. 
TIME: GMT plus 3.5 hours. 
TELEPHONES: May be placed on board. 
SERVICES: Survey, repairs, crew changes at sea or launch service to 
vessels off the port can be arranged. Contact through Agent. 
SHORE LEAVE: Provided Security Dept. approves, crew allowed to go 
ashore by surrendering their seamen’s books to port police guard. 
IDENTIFICATION CARDS: According to regulations in force seamen 
should hold shore pass issued by respective Agents and signed by the 
Port Health, Port Police and local town Police Authorities. All shore 
passes should bear a photo of the holder, in order to facilitate checking 
at exit of port area. It is therefore necessary for Officers and crew to 
have a photo ready on arrival at the port to facilitate obtaining shore 
passes. 
NOTICES: 
Notice to Mariners No. 16/64 
UNMARKED SHIPS IN BANDAR ABBAS AREA 

There are some unlit and unmanned dead ships in Bandar Abbas 
anchorage area and its vicinity, ships navigating in the area should take 
special care and are recommended to have local Pilots on board. 
GENERAL: Hotels: The Gameron is a modern hotel equipped with air- 
conditioning, swimming pool and having 120 beds. A wooden swimming 
pier has been constructed on the sea-beach opposite the hotel for the 
use of residents. The Welcome Inn, a 3-star motel equipped with air- 
conditioning is used by seafarers. 

There is another modern hotel, the Shah Abbas. Second-class hotels, 
about four in number are also available. 
Provisions: There are no ship chandlers at Bandar Abbas, but fresh and 
canned provisions are available through the ship's Agent. 
Transport: Distance between port and the town of Bandar Abbas is about 
15 km. and there are private mini-buses and taxis available. Motor-boats 
are available for attendance upon vessels at anchorage and also at the 
chrome ore berth which is not approachable by land transport. 
Laundry: Subject to time available, can be arranged by ship’s Agent. 


SHIPMASTER’S REPORT: January 1986. 

New port of Shahid Rejaie is now in operation. 24 hours day working 
except reefer vessels which work from 0700/1100 and 1400/2300 hrs. 
depending on truck and heat situation. 

The new port is over 30 km. from city of Bandar Abbas. Repatriation 
is possible as there are now direct flights from Bandar Abbas to Zurich/ 
Frankfurt and Dubai. Agents require 72 hours notice of incoming and 
outgoing crew changes in order to arrange visas and formalities. Shore 
leave normally possible by application day before and only permitted 
between 1000 hrs.-1600 hrs. No telephones placed onboard so have to 
go to Agent's office in city of Bandar Abbas. Limited supplies of fruit, 
vegetables, etc., at moderate prices, obtainable via Agent. Also 
numerous boats with fish, vegetables, etc., at outer anchorage. Fresh 
water available from tanker trucks. 

Boarding party arrives at anchorage and conducts search of all crew 
and officers cabins and accommodation areas. No alcohol permitted in 
anyones possession also strict Islamic laws re calendars, magazines, 
etc. Papers required — as per “Guide to Port Entry” plus lists of all foreign 
currency in each crew member's possession. 

A further search similar to that on arrival is made prior to departure. 
Essential to advise Coast Guard prior to entering Bandar Abbas 
approaches via VHF, also Harbour Authorities via W/T Bandar Abbas 
Radio 24 hours prior to arrival. Bonded store and main W/T transmitter 
sealed. 


SHIPMASTER’S REPORT: January 1987. 

Max. Size: Port can accommodate cargo/bulk vessels of 200 m. length 
with a maximum draft of 36 ft. 

VHF: Channel 16 for Port, call “Port Control”. Bandar Abbas Radio 
listens on Channel 25 and can be used for local calls. 

Tugs: 5 tugs, 2,500 h.p. each for harbour duties and berthing. 
Berthing: Bandar Abbas harbour has two ports. 

Old Port: As mentioned in the “Guide”, but now mainly used by dhows 
and barges. Only very rarely do general cargo ships discharge there. 
Ore jetty, bunker berth and a ferry berth still in use and will remain so. 
The remainder of the port will only be used by Iranian Navy, barges, 
dhows, etc. 

New Port: No proper chart has yet been prepared for this area. It is 
located about 15 km. West of Old Port. Main channel from breakwater 
to anchorage (South of Old Port) is buoyed in the direction of 104°-284°. 

Originally the port was being constructed for 40 berths but work has 
been suspended after completion of 24 berths. Oil handling installation 
is near No. 1 Berth. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


Berth No. 1 is normally used for discharging vegetable oil, Berths 
No. 7 and 8 for containers, but in absence of appropriate vessels any 
ship can be berthed there. All 24 berths are now in use, and plans still 
exist for completion of up to 40 berths but it is not known when the work 
will restart. 

No silos provided for bulk cargoes, hence it is discharged into lorries. 
Discharge rate can be up to 5,000 t.p.h. depending upon availability of 
transport. 

Fresh Water: At anchorage available by barge and in port by road 
tankers. It is advisable that road tanker water is tested prior to receiving, 
as it is often a mixture of sea water and fresh water. Water is also 
expensive, hence vessels are advised to arrive with maximum water 
and if required to take water in Bandar Abbas it must be requested well 
in advance. 

Fuel: Good quality fuel is available by barges and the request must be 
made to Shipping Co., Bandar Abbas if chartered to them. 

Repairs: Private workshops can carry out minor repair work. But it must 
be checked properly. 

Shipyard is now in operation 5 km. West of New Port but so far has 
only been used by Iranian ships. Except in emergency it is not available 
for other ships. 

Telephones: Only available ashore for international calls. No telephones 
placed aboard vessels. 


SHIPMASTER’S REPORT: February 1989. 

Port: Bandar Abbas (Shahid Rejaie). 

Arrival: On arrival at the anchorage, contact Port Control on VHF 
Channel 16 and give arrival information. Port Control are of little 
assistance with regard to berthing information. The agent is the best 
person to supply this advice. The State Shipping Agents “ShippingCo” 
maintain a watch on VHF Channel 16. 

The vessel may also be contacted by the Iranian Coast Guard on 
entering the outer anchorage. 

Boarding Party: The boarding party of Customs and Immigration 
Officers boarded at the anchorage 24 hours after arrival. Normal 
paperwork is required. 

All cabins were searched for alcohol, etc. and the bond was sealed. 

The vessel is also searched for stowaways prior to departure by 
Customs Officials. 

Communications: The radio room is sealed. VHF telephone calls can 
be made via Bandar Abbas Radio or Muscat Radio, 

Berthing: The vessel berthed at Shahid Rejaie which is about 1 hour 
from the outer anchorage. There is no suitable Admiralty Chart for this 
area. 

Shahid Rejaie is a large, modern and well planned port with about 
30 berths. The maximum draft is probably in excess of 12.0 m. 

This vessel discharged barley in bulk at a rate of approximately 
3,400 tonnes per day, utilising evacuators and lorries ashore. The ship’s 
cranes are required for suspending the suction hose. 

There are no shore cranes or grabs for discharge of bulk cargoes. 
Container vessels use small mobile cranes. 

Fresh Water: Available. 
Fuel: Available. 


Repairs: Mechanical, radar and navigation equipment repairs are 


possible. However, no spares are available. 
Repatriation: Possible. 
Shore Leave: Not allowed. 
General: Mail: It is possible to send mail. The vessel received courier 
mail from overseas. 

Spares: It is not advisable to receive spares, due to delays at Customs 
and paper work, etc. 

Supplies: Fresh provisions available but quality was poor and they 
were very expensive. 

Fumigation: Hatches with grain cargoes require fumigation. Crew have 
to stay on board. If only a few hatches require fumigation they are sealed 
and stevedores continue to work on other hatches. 


AUTHORITY: Port Director. 
AGENT: See “Abadan”’. 


BANDAR IMAM KHOMEINI: 30.25 N. 49.05 E. 
(See Plan) 


Note: Jetties and port facilities are operational. Already, several Iranian 
flag vessels have berthed and discharged. It has been reported that for 
the time being only Iranian flag vessels are allowed to call at Bandar 
Imam Khomeini. 

The railway line to Tehran is already open and in use. Similarly, the 
roads to Tehran and other cities are open and in use. 


DOCUMENTS: Documents requested from Master on arrival. 
Quarantine Officer 
Crew List (1 copy, also all crew vaccination cards for inspection). 
Customs Officer 
Crew List (2 copies). 
Stores List (2 copies). 
Port Authority 
Crew List (1 copy). 
Ship's Certificates: (One photocopy of each of the following): 
Safety Telephony. 
Safety Telegraphy. 
Certificate of Machinery. 
Load Line Certificate. 
Ship's Register. 
Classification Certificate. 
Ship's Cargo Gear and Safety Equipment Certificate. 
Derat Certificate. 
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Agents 

Crew List (2 copies). 

Cargo Documents: The following documents must be sent to Agen 
far in advance of vessel's arrival as possible, by Owners or Loa 
Ports: 

Cargo Manifest (8 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies). 

Stowage Plan (2 copies). 

All cargo shown on manifests must be landed at the port, ang, 
therefore essential that short-shipments, cancellations, diversions , 
(if any) be reported as early as possible and manifest shou 
corrected before submission to Port Authorities to avoid paymey 
fines. Stowage plans and hatch lists should also be sent ahead, gy 
ample time to be studied by Cargo Supervisor for unloa 
arrangements. 

The names of consignees must be inserted on the manifest a; 
port of origin. This is due to the fact that names have not been insey 
as this is a necessary requirement, as per Iranian Customs authos 
requirements. 

In view of the above, Owners are kindly requested to make sures 
manifests for Bandar Imam Khomeini are properly made out at loag 
port with correct names of consignees. 


PILOTAGE: Application for Pilot to be made well in advance of vesy 
arrival at Khor Musa Bar Pilot Station, through Bandar Imam Khon 
Port Radio — EQN — 500 kHz. If Agents required to arrange Pilots 
should be informed well in advance. 

Pilotage operated by Bandar Imam Khomeini Port Authority from® 
Musa Bar up to Bandar Imam Khomeini Anchorage. Pilot vessg 
usually positioned about 1 mile, 135° from Khor Musa Approaches 8; 
No. 12. Approach within 2.5 cables of pilot vessel. During adve 
weather pilot vessel may proceed above Bar, in such cases, Mas 
should not attempt proceed inward without Pilot. 
APPROACHES: Shipping channels well marked with light beacons: 
buoys and present no navigational difficulties in clear weather. 

Small unlit tide gauge platform located on edge of the shoal Weg 
shipping channel in Lat. 29°42'30"N., Long. 49° 03’ 48 
approximately 1.75 miles West of Khor Musa Approaches Buoy No 
and shown on Admiralty Chart. 

Approaching vessels should steer for Khor Musa Light Float 
position Lat. 29° 36’ 32” N., Long. 49° 34’ 47” E., and from there a cou 
should be set along marked channel for Buoy No. 12 in positionl 
29° 56’ 03” N., Long. 49° 34’ 47” E., bearing 308° 45’ from Khor Me 
Light Float. 

MAX. SIZE: LOA 780 ft. and draft 36 ft. (S.W.). Vessels of 32 ft. @ 
may enter port at any time. Higher drafts depending on state of # 
Normal rise of tide about 11 ft. Entry permitted day or night. 
HEALTH: Medical Officer boards at Bandar Imam Khomeini. Sub: 
no infectious diseases reported on board during voyage, Medical 0% 
will grant Pratique. 

RADIO: Bandar Imam Khomeini Port Radio EQN 500 kHz. Te 
0612051 Bdho Ir. 

Continuous watch on 500 kHz is to be maintained at all times w 

navigating in Khor Musa Waterway. 
VHF: Channels 13, 16, 18 and 25. 24 hours service. 
TUGS: Tugs for berthing and unberthing on Berthing Master's adit 
9 tugs: 1,000 h.p. — 2,500 h.p. 
BERTHING: 33 berths, total length 5,872 m. with depth up to 364 
Eastern Jetty, Berths 1to 5-—34ft. 
Western Jetty, Berths 6to 8-34 ft. 
Berths 9 to 10-34 ft. 
Berths 11 to 20 — 34 ft. 


1 berth is allocated for grain discharge only. This is done by & 
vacuvators. 

Also see “Developments”. 
BULK HANDLING FACILITIES: Iron Ore Installation, loading capé 
about 2,000 tons per day. The loading installation consists of 2 pow 
moving cranes with a capacity of 100 t.p.h. on each unit, 2 funnel-sh 
containers with a capacity of 30 tons each and a 600 m. long conve 
belt with a capacity of 175 t.p.h. 
Sulphur: Sulphur is loaded at the Petrochemical Berth. The ship? 
travels the length of the vessel and has a loading rate of 400 tp." 

All derricks to be swung away from the shore giving the 
maximum clearance. Radio aerials, and fore and back stays © 
removed. 

Due to high temperatures, every precaution must be taken to co* 
risk of fire. 
Grain: All berths are available for grain discharge. Grain is bagg® 
holds and discharged in slings using ship's gear. At only one bet 
discharge possible by vacuvators. All discharges into railway wa? 
and/or trucks supplied by receivers. 

All vessels discharging general cargo or grain should be prepa® 
handle discharge with own gear. 


EQUIPMENT: 
Type No. Capacity Manufacturer 
(tons) 

Gantry cranes 2 40 Hitachi 
Transtainers 2 40 Peiner (rubber tyres) 
Top lift trucks 2 35 Kalmar (rubber tyres) 
Mobile cranes 1 90 Link 

1 40 Jones 

6 35 Jones 

8 15 Jones 

2 10 Jones 

11 6 Jones 
§ 15 Nelson 
2 10 Rail mounted 


rye No. Capacity Manufacturer 
(tons) 

# truckS 3 13/5 T.C.M. (Japan) 
ri 4 7 T.C.M. 

2 15 Komatsu 

7 10 Komatsu 

3 3 Komatsu 

13 = Sahan (Iran) 

Trailers 125 10 — 25 
Tractors 140 Inc. 1x60 tons 


, CAL: 24 hours advance notice of requirements to be sent to Agent. 
» seSH WATER: There is water supply at Jetty Nos. 1 — 8, and Masters 
© ye requested to inform their Agents 24 hours in advance of their 
m| quirements, allowing Agents to pay for the water and take turn for 
% agplying water to the vessel. 
he 
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“tesh water can also be arranged at the Inner Anchorage by barge, 
_ sg Agents will need 48 hours advance notice in order to obtain barge. 
wents will have the barge loaded with water from jetty and deliver to 
wchorage. 
=o is only 1 barge available, when this is out of commission, 
Agents cannot provide water at the anchorage, and vessels have to wait 
~ ytlthey are docked alongside. Therefore it is advisable to arrive with 
" ample water on board. 
FUEL: Diesel oil and gas oil available by barge at 2—3 days notice. 
) REPAIRS: Radio and radar repairs can be arranged from 
* oramshahr. At Bandar Imam Khomeini minor technical and 
© sechanical repairs possible by private workshops. Repair shop and slip 
#1500 tons capacity in process of construction. 
~ HATCHES: Opening and closing by ship’s crew. 
+ WATCHMEN: Compulsory. 
© CUSTOMS ALLOWANCES: Reasonable quantity spirits and tobacco 
© consumption in port may be issued prior sealing store rooms. Strict 
* spervision imposed by Customs and prohibited items, particularly 
wpacco and cigarettes, should not be taken ashore in excess of 
m cigarettes, or cigars, or 1 oz. tobacco. 
NRPORT: Distant 110 km. Regular flights. 
~ TME: GMT plus 3.5 hours. 
E PENTIFICATION CARDS: According to regulations in force seamen 
4 gould hold shore pass issued by respective Agents and signed by the 
%ot Health, Port Police and local town Police Authorities. All shore 


' sasses should bear a photo of the holder, in order to facilitate checking 
% exit of port area. It is therefore necessary for officers and crew to 
@ ‘ave a photo ready on arrival at the port to facilitate obtaining shore 
S passes. 
DEVELOPMENTS: Depths alongside new jetties when completed will 
@| te 13.0 m. — 15.8 m. 
1 
No. of Wharf Completion 
x¢| Description Berths Length Date 
¥ (m.) 
3 Extension of the 
4-berth jetty 
% (Container terminal) 4 771 2cranes in use 
Extension of the 
_ 10-berth jetty Sy 105115 Completed 
= Extension of the 
10-berth general cargo 
_ jetty 5 911.2 Completed 
onstruction of the 
_\4-berth jetty 14 2,552 
nstruction of the 
lighter harbour 20 880 Completed 
onstruction of the 
grain terminal 2 480 
anstruction of the 
| ofe-loading facilities 1 250 Completed 


# *0Ro berth 1 = 

«The container stacking area is about 200,000 sq.m. and equipment 

#| ®ady for use is as follows: 

© 2 gantry cranes, for discharge of containers ex-vessels and 5 
‘astainers in container area, can accommodate about 12,800 TEU’s 
_ Swell as 630 TEU'’s of refrigerated containers. 


J 

» SIPMASTER’S REPORT: 

® -01gestion: In the event of the port being congested vessels anchor 
“ally in the vicinity of Buoy No. 12. Masters should then cable 
# “arbourmaster Bandar Imam Khomeini" to register the vessels turn 
#ng: Date and time of anchoring; Gross and Net tonnage; length and 
# 2h. Pilot vessel “Azadeh” keeps watch on 2182 kHz and occasional 
§) "aichon VHF Channels 16 and 13, Call sign “Khormusa Pilots”. Vessels 
®| “sequently anchor in river to seaward of Bandar Imam Khomeini 
“tes to await turn. 

No water or stores can be obtained at Outer Anchorage. 

| At inner Anchorage water and stores can be obtained by launch but 
™\some difficulty. 


Ll 


“IPMASTER’S REPORT: March 1988. 
Since lraq/Iran conflict started, many vessels have been hit by missiles 
‘Ne buoyed channel leading to Khor Musa Bar from Khor Musa light 
“sel. A majority of wrecks which were clearly visible earlier have now 
and are well submerged and no-one has exact information 
aiding their location. Vessels proceeding to this port are advised of 
“Scks by Bushire Harbour Master, but | have found his information 
| 'Sleading. Moreover, the draft in the dredged channel is no more than 
lm at chart datum. No information has ever been reported and the 
| “82 has not been surveyed since 1976. Pilot boarded the vessel 
“Ween Beacons No. 13 and 20, and from this position all beacons are 


sand marked; but before these beacons up to the light vessels, all 


YS are damaged and mostly missing and none are numbered. 


IRAN 


Masters have to take the vessel up to the Bar on their own between 
unknown sunken wrecks and improper channel marking. 

| have been up and down this channel through my own chosen route 
with 34 ft. draft. 


AGENT: See “Abadan”. 


BANDAR MAHSHAHR: 30.27 N. 49.20 E. (See Plan) 


Refined Products Loading Terminal of the National Iranian Oil Company. 
FLAG: All vessels required to fly Iranian flag from foremast during 
daylight hours, while in port. 
DOCUMENTS: 

8 Crew Lists. 

2 Bonded Stores Lists. 

International Health Form. 

If cargo aboard, Manifest certified by Iranian Consulate. 

Clearance from Last Port. 
GENERAL: Khor Musa is deep tidal inlet at head of the Gulf. Consists 
of triangular-shaped entrance 35 miles wide and 22 miles long followed 
by a channel, approximately 14 miles long with average width about 
800 ft., ending at Port of Bandar Mahshahr. Khor Musa is entered by 
deep water approach channel 25 miles long and 0.8 miles wide, 
commencing at Khor Musa light float, located in position Lat. 29° 36’ 
32” N., Long. 49° 34’ 47” E. At end of approaches channel, near Buoy 
No. 12, restricted depths and channel widths extend for distance of 
8 miles, in vicinity of Khor Musa Bar. A deep water channel then exists 
up to commercial port of Bandar Imam Khomeini, and to oil port of 
Bandar Mahshanhr, a total distance of 37 miles from end of Bar Channel. 
Refined products delivered to Bandar Mahshahr Terminal from National 
Iranian Oil Company's Refinery at Abadan. 


TERRITORIAL WATERS: The 12 mile limit of Iranian territorial waters 
crosses approaches channel in vicinity of Khor Musa Approaches Buoy 
No. 8, which is approximately 20 miles from Khor Musa light float. 


KHOR MUSA APPROACHES: 

Navigational Dangers: Numerous shoals and sand banks in Khor Musa 
with low-lying shore lines and few conspicuous marks. However, 
shipping channels well marked with light beacons and buoys and present 
no navigational difficulties in clear weather. A small unlit tide gauge 
platform located on edge of shoal West of shipping channel in Lat. 
29° 42' 30” N., Long. 49° 03’ 48” E., approximately 1.75 miles West of 
Khor Musa Approaches Buoy No. 4, and shown on Admiralty Chart. 
Outer Khor Musa Channel: Approaching vessels should steer for Khor 
Musa light float, in position Lat. 29° 36’ 32” N., Long. 49° 34’ 47” E., and 
from there a course should be set along marked channel for 
Buoy No. 12 in position Lat. 29° 56’ 03” N., Long. 49° 06’ 47” E., bearing 
308° 45’ from Khor Musa light float. 

New Khor Musa Channel: Depth of channel is 40 ft. below L.A.T. 
Note: Buoys South of and including Buoy No. 12 above are referred to 
as Khor Musa Approaches Buoys. Buoys North of No. 12 above are 
referred to as Inner Khor Musa Buoys. 


PILOTAGE: Compulsory. Service operated by Bandar Imam Khomeini 
Port Authorities up to Bandar Imam Khomeini, and by Oil Company 
between Bandar Imam Khomeini and Bandar Mahshabhr. Pilot vessel 
maintains station approximately 1 mile, 135° from Khor Musa 
Approaches Buoy No. 12. Vessels requiring Pilot should approach within 
2.5 cables of pilot vessel. During adverse weather conditions Pilot may 
proceed above bar for shelter; in such cases vessels should not attempt 
to proceed inward without Pilot. Essential that ETA Bandar Imam 
Khomeini is transmitted to Coastal Radio Station EQZ as soon as 
possible after Pilot has embarked at Pilot Station. If for any reason a 
vessel is required to wait at any time at Bandar Imam Khomeini, it will 
be advised through EQZ. Marine Operation Section, Bandar Mahshahr 
Terminal, on receipt of ETA Bandar Imam Khomeini, will arrange for 
Berthing Master to board vessel at Bandar Imam Khomeini anchorage 
and allocate jetty berth at Bandar Mahshahr. 


BANDAR MAHSHAHR APPROACHES: 

Navigational Dangers: Khor Musa Channel well marked with buoys and 
beacons, but attention is drawn to following: 

(a) Outer Khor Musa Bar: Lat. 29° 59’ N., Long. 49° 04’ E. and Inner 
Khor Musa Bar Lat. 30°02’ N., Long. 49°01’ E., where restricted 
channel widths and depths exist and min. depth 40 ft. Buoyed channel 
over bar is 800 ft. wide, but declared min. depth of 40 ft. only applicable 
to central half of channel. Towards edges of channel, shallower depths 
exist. 

(b) Qassar bin Siswan: A rocky shoal, in Lat. 30°12’ N., Long. 
48° 58’ E. approximately 10 miles North of Inner Khor Musa Bar, marked 
by Buoy No. 9 with min. depth 6 ft. 

(c) Khor Wastah to Beacon 18: Near sharp bend to East in channel, 
where tidal streams reach rate of over 4 knots at ebb. 

Khor Musa Bar: Reached approximately 5 miles N.W. from pilot vessel, 
and normally does not restrict passage of inward vessels. 

Khor Musa Channel: After leaving bar, channel is followed up Khor Musa 
for about 32 miles to anchorage at Bandar Imam Khomeini. 

Bandar Imam Khomeini: All inward bound ships required to anchor on 
arrival off Bandar Imam Khomeini, where Pilot disembarks and a 
Government Medical Officer comes on board to grant Pratique. For this 
Purpose an accommodation ladder should be rigged and ready before 
arrival. 
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GENERAL 


Note: Movements of all types of general cargo, bulk cargo, refrigerated 
cargo, containers, steel products, machinery, cars, etc., are expected 
to increase considerably. 

Dry cargo ports which are operational are Bandar Abbas, Bushire, 
Bandar Khomeini and Chah Bahar. 

The ports of Abadan and Khorramshahr are not expected to be 
operational for some time. 

Until further notice, all vessels calling at Iranian dry cargo ports must 
be self-sustaining. 

There is a “Note” at the beginning of each port stating the latest 
position. 

Money/Liquor: Ship's personnel travelling to and from Iran should be 
warned of the inadvisability of carrying liquor and/or large sums of 
money, both of which are liable to be confiscated. 

Flag: Vessels to fly the flag of the Islamic Republic of Iran (flag is green, 
white and red with a red emblem in the centre). 

NOTICES: 

B.A. Notice to Mariners No. 34/83: 

The Government of Iran has made the following announcements: 

1. Vessels proceeding into the Gulf after passing through the Strait 
of Hormuz should pass at least 12 miles South of the following; Jazirat 
Bu Musa (Lat. 25° 52’ N., Long. 55° 02’ E.), Jazirat Sirri (Lat. 25° 54’ N., 
Long. 54° 32’ E.), Cable Bank (Lat. 26° 46’ N., Long. 52° 32’ E.) and 
thence 12 miles S.W. of Jazirat Farsi (Lat. 27° 59’ N., Long. 50° 11’ E.). 

2. After passing Jazirat Farsi vessels should keep West and South of 
lines joining the following positions: 

(a) Lat. 27° 55’ N., Long. 49° 53’ E. 

(b) Lat. 29° 10’ N., Long. 49° 12’ E. 

(c) Lat. 29° 10’ N., Long. 48° 40’ E. 

After passing position (c) vessels may proceed North to Kuwait Harbour. 

3. All vessels heading for Iranian ports should report to Bandar Abbas 
Port Control on passing Ras al Kuh (Lat. 25° 48’ N., Long. 57° 17’ E.) 
stating their ETA at the Strait of Hormuz and destination. If clearance 
is not received before passing Bandar Abbas (Lat. 27° 11’ N., Long. 
56° 17’ E.) vessels should proceed to the anchorage off that port. 

4. Deep draft tankers, loaded and not inward bound for Iranian ports, 
intending to enter the restricted zone North of a line joining the positions 
in (1) should request clearance from the Iranian Ports and Shipping 
Organisation (Telex 212271 BNDR IR) 48 hours before departure giving 
the following information: 

(a) Last loading port 

(b) Destination 

(c) Route 

(d) Speed 

(e) Time of departure 

(f) Visual identification 


Procedures for vessels approaching Iranian Ports: The followin 
information on procedures are necessary. : 

Masters should: 

Contact Bandar Abbas Port Radio on the following frequencies: 

HF 8469 kHz 

MF 500 kHz 

MF 464 kHz 
and state: 

. Ship’s name. 
Flag. 
Kind of vessel. 
Loading or discharging port(s). 
ETA Sirri Island (for tankers). 
. Expected time and date of passing Hormuz. 
. Ship's speed. 
. Reason for call/cargo for discharge or to load prior to arrival, and 
take instructions. 

As per instructions issued by Iranian Port Authorities, the words 
“Persian Gulf" should follow the name of Iranian ports in the Persian 
Gulf in all messages, example: “Kharg Island Persian Gulf”. 

Tankers should anchor at Sirri Island after passing Bandar Abbas for 
proper turn when loading at Kharg Island, unless instructed to proceed 
towards Kharg Island directly. 

Upon anchoring Sirri Island vessels should communicate with Sirri 
Marine on VHF for further instructions. 

Masters should send all messages and ETA notices for NIOC Kharg 
Island, Lavan Island, Sirri Island and other oil loading ports, also for 
NIOC head office at Tehran, should be sent via Bandar Abbas Port 
Radio, with copy to Agents. 


ONOTROMS 


Arrival Notice — Tankers: 

Please instruct all tankers to advise NIOC 72 hours prior to arrival to 
Kharg Island (P.G.) otherwise Marketing and Export Operation 
Department has no responsibility, so kindly advise urgently the following 
information: 

1. Ship’s deadweight. 

2. Arrival loaded displacement. 

3. Cargo bunker requirement. 

4. Deballasting time. 

5. Height of manifold when vessel ready to load. 

6. Maximum arrival and sailing draft. 

7. Vessel’s dimensions. 

Please furnish the Harbour Master at Kharg Terminal with above 
information from now on. Meanwhile it would be much appreciated if 
you follow the same procedure for other terminals (i.e. Sirri and Lavan) 
if the vessels are intended to load there. 
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ABADAN: 30.20 N. 48.16 E. 


Note: The port was extensively damaged during the conflict and» 
expected to be operational in the near future. 


LOCATION: The Port of Abadan situated on right bank of the Sha , 


L 
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Arab, about 47 miles up river from Rooka Buoy. a 
DOCUMENTS: See ‘Khorramshahr”. 
PILOTAGE: Compulsory. Pilot available 24 hours. 5 


ANCHORAGES: On arrival of pilot boat vessel can anchor with Noe W 
restriction, On entering the Shatt-al-Arab the following are 
recognised anchorages: Kasba Anchorage position about 2 miles a 
Fao with a max. depth of 35 ft. in fresh water. Bawarda Ancho, \ 
position about 2 miles above Abadan with a max. depth of 31 ft. in 4 
water. Vessels which are too deep to pass out of the river on one) A 
will be required to anchor at Kasba. P 
RESTRICTIONS: The Port is open for day and night navigation, 4 
arrival and sailing being controlled by the tide. Vessels normally « 
the Bar at 4 hours before high water at the Bar or at 2 hours afters « 
water at the Bar. Those entering 4 hours before, arrive at Bawe 
anchorage generally during flood tide, so must anchor for 6 &@ 
awaiting ebb. Those entering 2 hours after high water, arrive Baws 
during ebb tide and berth on arrival, providing berth available, wea 
conditions permit and outward movements do not delay. Vessels aly ti 
berth starboard side to stem the ebb tide and without using tugs; 
leaving Abadan 4 to 6 hours before high water at Bar. 
MAX. SIZE: Max. length 600 ft. Max. draft in the Shatt-al-Arab, Abs 
and other river ports is 28 ft. 06 in. 
HEALTH: Inward clearance is affected on board after receiving fa 
Pratique. Also see “Khorramshahr" — “Documents”. 
RADIO: The National Iranian Oil Company Coastal Radio Station; 
sign EQZ. The station listens for various calls on the normal Internatie 
Marine Calling frequencies. When close to may be contacted on 500¥4! 
transferring to 428 kHz for exchange of traffic. Traffic list s 
at 5 minutes past odd hours. 
VHF: Abadan Port Radio on Channels 16, 13, 18 and 35 through, 
24 hours. 
TUGS: Not available. § 
BERTHING: The number of jetties on the Abadan riverside have be 
reduced to eight. Nos. 3, 4, 7, 9, 11, 16, 22 and 26 have been maintan 
and are used for bunkering purposes and dry cargo operations. U 
Ships pass day and night so it is necessary that mooring lines bee 
taut at all times to prevent surging on the jetties thereby breaking lp 
and causing damage to Company property. of 
Bunkering jetties for those vessels coming only for purpose of ta 
bunkers are: 


Jetty No. 3 Draft alongside 31 ft. 

Jetty No. 9 z: ‘3 28 ft. 

Jetty No. 22 25 ft. 

Jetty No. 16 “4 28 ft. st 
Bunkering jetties for those vessels bringing Oil Company's cargo 2! 

Jetty No. 7A Ss 

Jetty No. 7B Draft alongside between es 

Jetty No.7C | 28 ft. — 31 ft. kt 

Jetty No. 7D ar 


MEDICAL: Emergency cases: An ambulance will be dispatched! 
demand by calling telephone number 5555. vi 
In ordinary cases of sickness or dental treatment: Agents will ama! 
transportation of patients, and advise Masters regarding neces, 
medical attention forms. If patient does not speak English he shoul’ 
accompanied by an interpreter. Only in exceptional cases will a med 
officer visit a patient on board. 
TANKERS: Deliveries of the refined oil products of Abadan Refiney!® 
effected to ocean-going tankers at Bandar Mahshahr since | 
inauguration of the products terminal of the National Iranian Oil Compt 
at that port, therefore such shipments are not taking place from Abat 
any more. 
DENSITY: Fresh water. a 
FRESH WATER: Available at all jetties and at the anchorage by bai 
FUEL: Ships’ bunkers are available; however not all types are avalé 
at all jetties, therefore, ship's Master should advise by radio the ef 
quantity and kind of bunkers required. Bunkers are delivered concu® h 
with loading unless otherwise requested by Master. Due to he 
bunkering commitments it is mandatory that vessels take their burt 
when convenient for the terminal, any delay incurred by a vessel ta de 
bunkers after loading is the responsibility of the Master. ) 
AUTHORITY: National Iranian Oil Co. Abadan Refinery. N 
AGENT: Gulf Agency Co. (Iran) Ltd. N 
All enquiries, telexes, cables, letters concerning Ship's Agend q 
Iranian Ports should be directed to G.A.C. Shipping (U.K.) Ltd. — » 
G.A.C. Shipping (U.K.) Ltd., No.1 Charlwood Court, County Oak'¥ 
Crawley, West Sussex RH11 7XA, England. Tel: (0293) 6i%¢ 
(5 lines). Telex: 87561 GAC UKG (4 lines). Fax: (0293) 615! 
Cables: GACSHIP Crawley UK. $ 


BANDAR ABBAS: 27.08 N. 56.12 E. (See Pu ® 


ot 

Note: This port has been in full use during the conflict and will com py 

to be used extensively. All types of cargo can be discharged. Pe 

Old Port of Bandar Abbas now called Bandar Shid Bahonar. NeW! §, 

is called Bandar Shahid Rajaee ot 

DOCUMENTS: See ‘Bandar Imam Khomeini’. = 

PILOTAGE: Application jor Pilot to be made well in advance of ve 

arrival off Bandar Abbas, through Bandar Abbas Port Radio EQI. A® » 
may also arrange pilotage but should be advised of ETA well in adv® 


RAGE: Approx. position Lat. 27° 04’ N., Long. 56° 14’ E. Depth 
“s The distance from the Outer Anchorage at Buoy No. 1 to the port 
“ance is about 2 miles. 
t| uso see “Notice”. 
@sTRICTIONS: Old Port: Entry or departure day or night. Depth of 
wer songside jetty, minimum 34 ft. and depth in channel approx. 32 ft. 
»iW. Height of tide at HW about 3 m. 
“woth of entrance channel is about 150 m. at surface, and 100 m. at 


wit SIZE: Old Port: Port can accommodate vessels up to 600 ft. length 

s| wnamax. draft of 33 ft. 

ym Max draft alongside: Jetty Nos. 1, 2 and 3 — 33 ft.; Nos. 4&5—31 ft.; 

- 30 ft. 

4 eon: Max. draft 33 ft. — 36 ft. Max. LOA 660 ft. 

4) 010: Bandar Abbas Port Radio EQ! — 500 kHz. 24 hour service. 
oot Telex No. 0362815 BDBA IR. 

»| ado Officer's Report: December 1984. 

Following schedule for opening and working hours has been brought 
sour attention by the operator of Bandar Abbas Radio. 
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Notice to all ships’ Masters in effect from 25th November 1984: 

be, Abbas Radio/EQI will work on the following calling frequencies, GMT 
ay) 172 and traffic lists. 


from 0330 hrs. to 0830 hrs., Tx 8469 kHz, Rx 8 MHz (Channel 5/6). 
Trafic List at 0335 hrs — 0535 hrs. — 0735 hrs. GMT. 
ie 
from 0730 hrs. to 1230 hrs., Tx 12700 kHz, Rx 12 MHz (Channel 5) 
t@ od 16 MHz (Channel 5). 
Traffic List at 0835 hrs — 1035 hrs. GMT. 


| from 1230 hrs. to 1430 hrs., Tx 6362 kHz, Rx 6 MHz (Channel 5) 
wd 4 MHz (Channel 5). 
ee Traffic List at 1235 hrs GMT. 


' From 1430 hrs. to 0330 hrs., Tx 4252 kHz, Rx 4 MHz (Channel 5) 
ll ng 6 MHz (Channel 5). 
Traffic List at 1435 hrs — 1635 hrs. — 1835 hrs. — 2035 hrs. — 2235 hrs. 
|-0035 hrs. GMT. 


BY 
mx Please observe the above table for your messages. 
\Unquote. 


2 thas come to our attention, however, that contrary to the ITU “List 
Coast Stations” the call sign instead of “EQI” is 
did EQ! 2 for 4 MHz. 
) EQ! 4 for 6 MHz. 
EQI 6 for 8 MHz. 
EQI 8 for 12 MHz. 
further deviation from the official published information is that the 
salon works in the 8 MHz band on 3 frequencies. Its “CQ” tape runs 
@ wthe indicated 8469 kHz, however, if a calling ship is heard the answer 
Sgven on a less powerful transmitter on 8469.5 kHz. Once contact is 
slablished on the ship's working frequency the station shifts to 8463 
itz. If long messages are held for the ship, this has been put on a tape 
#d the ship will be instructed to listen on 8469 kHz again, to receive 
i traffic. 
YHF: Channels 13, 16, 18 and 25. HF call-sign EQ! available. Also see 
fadio”". Tugs on Channels 13 and 16. 
w GS: 3x 2,400 h.p., 5x 1,200 h.p. and 13,500 h.p. 
BRnnG: Old Port: Berthing and unberthing possible throughout 
ica hours. 
Quay is 1,050 m. long, 35 m. wide and capable of accommodating 
‘vessels each of 175 m. LOA. 

The Barge Jetty with a depth of 24 ft. can accommodate one vessel 
“alongside discharge. 

There are 2 closed sheds, each having a capacity of 7,500 tons, 

%esed shed with a capacity of 15,000 tons and 6 open sheds having 
‘®acity of 100,000 tons. 

Ore handling installation. The ore is loaded by conveyor belt and the 
‘erage daily loading rate is 1,500 tons per day running from 0630 hrs. 
"2200 hrs. daily. 

Some ore loading is carried out at one hatch at a time only, and 
| #elore the vessel has to be shifted by the crew in order to load the 
Mer hatches. 
in “thid Rajaee: Located about 15km. West of Old Port. Originally 

*signed for 40 berths, but work was suspended after completion of 
“nberth. Oil handling installation is near Berth No. 1, moreover, Berth 
“ '\s normally used for discharging vegetable oil. Berths No. 7 and 
" 8are used for containers. All 24 berths are operating at present with 
‘879 m. of berthing space and depth up to 36 ft. 3x40 ton transtainers 
02x40 ton top lift trucks for container handling. 

_eneral cargo equipment includes 21 mobile cranes with capacity 
“Os - 90 tons. 

So see “Shipmaster’s Reports”. 

TEVEDORES: Working hours at the New Port are 0600 — 2200 hrs. 
“ARGO GEAR: All vessels calling at this port must be capable of 
“Sng/discharging with their own gear, including rope, canvas and wire 
~ 98 as necessary and/or wire or rope nets, etc. 

“pment: Equipment available ashore is as follows: 

4 redile crane of 60 tons; 1 mobile crane of 25 tons; 6 mobile cranes 
if y Dtons; 7 mobile cranes of 6 tons; 10 forklifts of 2 tons; 10 forklifts 
yh 2 forklifts of 5 tons; 15 tractors, 15 trailers of 30 tons; 19 trailers 
‘ons; 11 trailers of 10 tons. 

"EIGHT TAX: Freight tax is payable on any freight earned in Iran for 
2) export Cargo loaded at any Iranian port. Per Article 90 of Tax Law, 
tax is payable at the rate of 5 per cent of gross freight, regardless 
ther freight is collected in Iran or elsewhere. There is no tax on 

Cargo freight regardless of where the freight is paid. In other 
8, for cargo discharged in Iranian ports, even if freight is payable 
~Stination to be collected in Iran, there is no tax applicable. 
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MEDICAL: There is a General Hospital with about 100 beds. A number 
of physicians and dentists are available. Facilities available for 
vaccinations and inoculations. 
FRESH WATER: Available in port from road tankers and at anchorage 
by barge. Requests for water must be made well in advance. 
FUEL: Fuel oil, gas oil and marine diesel oil are available at all berths 
ex-pipeline excepting the chrome ore berth which is at a separate jetty. 
Vessels loading chrome ore must take fuel (and fresh water) before or 
after loading as there is no connection at the ore loading berth. 
CONSULS: None. 
REPAIRS: Minor repairs available at private workshops. 
WEATHER: With the exception of about 2 months during the Winter, 
the air is generally wet and humid, but with little rainfall. Temperature 
seldom falls below 10 degrees centigrade in Winter, and seldom exceeds 
40 degrees centigrade in Summer. 
CUSTOMS: Customs Officer will seal the store-room. All liquor and 
cigarette stocks will be placed under bond and reasonable ship's 
requirements should be taken from store before sealing. 
AIRPORT: About 15km. distance from the port. Jet flights to 
international destinations on virtually a daily basis. 
TIME: GMT plus 3.5 hours. 
TELEPHONES: May be placed on board. 
SERVICES: Survey, repairs, crew changes at sea or launch service to 
vessels off the port can be arranged. Contact through Agent. 
SHORE LEAVE: Provided Security Dept. approves, crew allowed to go 
ashore by surrendering their seamen’s books to port police guard. 
IDENTIFICATION CARDS: According to regulations in force seamen 
should hold shore pass issued by respective Agents and signed by the 
Port Health, Port Police and local town Police Authorities. All shore 
passes should bear a photo of the holder, in order to facilitate checking 
at exit of port area. It is therefore necessary for Officers and crew to 
have a photo ready on arrival at the port to facilitate obtaining shore 
passes. 
NOTICES: 
Notice to Mariners No. 16/64 
UNMARKED SHIPS IN BANDAR ABBAS AREA 

There are some unlit and unmanned dead ships in Bandar Abbas 
anchorage area and its vicinity, ships navigating in the area should take 
special care and are recommended to have local Pilots on board. 
GENERAL: Hotels: The Gameron is a modern hotel equipped with air- 
conditioning, swimming pool and having 120 beds. A wooden swimming 
pier has been constructed on the sea-beach opposite the hotel for the 
use of residents. The Welcome Inn, a 3-star motel equipped with air- 
conditioning is used by seafarers. 

There is another modern hotel, the Shah Abbas. Second-class hotels, 
about four in number are also available. 
Provisions: There are no ship chandlers at Bandar Abbas, but fresh and 
canned provisions are available through the ship's Agent. 
Transport: Distance between port and the town of Bandar Abbas is about 
15 km. and there are private mini-buses and taxis available. Motor-boats 
are available for attendance upon vessels at anchorage and also at the 
chrome ore berth which is not approachable by land transport. 
Laundry: Subject to time available, can be arranged by ship's Agent. 


SHIPMASTER’S REPORT: January 1986. 

New port of Shahid Rejaie is now in operation. 24 hours day working 
except reefer vessels which work from 0700/1100 and 1400/2300 hrs. 
depending on truck and heat situation. 

The new port is over 30 km. from city of Bandar Abbas. Repatriation 
is possible as there are now direct flights from Bandar Abbas to Zurich/ 
Frankfurt and Dubai. Agents require 72 hours notice of incoming and 
outgoing crew changes in order to arrange visas and formalities. Shore 
leave normally possible by application day before and only permitted 
between 1000 hrs.-1600 hrs. No telephones placed onboard so have to 
go to Agent's office in city of Bandar Abbas. Limited supplies of fruit, 
vegetables, etc., at moderate prices, obtainable via Agent. Also 
numerous boats with fish, vegetables, etc., at outer anchorage. Fresh 
water available from tanker trucks. 

Boarding party arrives at anchorage and conducts search of all crew 
and officers cabins and accommodation areas. No alcohol permitted in 
anyones possession also strict Islamic laws re calendars, magazines, 
etc. Papers required — as per “Guide to Port Entry” plus lists of all foreign 
currency in each crew member's possession. 

A further search similar to that on arrival is made prior to departure. 
Essential to advise Coast Guard prior to entering Bandar Abbas 
approaches via VHF, also Harbour Authorities via W/T Bandar Abbas 
Radio 24 hours prior to arrival. Bonded store and main W/T transmitter 
sealed. 


SHIPMASTER’S REPORT: January 1987. 

Max. Size: Port can accommodate cargo/bulk vessels of 200 m. length 
with a maximum draft of 36 ft. 

VHF: Channel 16 for Port, call “Port Control”. Bandar Abbas Radio 
listens on Channel 25 and can be used for local calls. 

Tugs: 5 tugs, 2,500 h.p. each for harbour duties and berthing. 
Berthing: Bandar Abbas harbour has two ports. 

Old Port: As mentioned in the “Guide”, but now mainly used by dhows 
and barges. Only very rarely do general cargo ships discharge there. 
Ore jetty, bunker berth and a ferry berth still in use and will remain so. 
The remainder of the port will only be used by Iranian Navy, barges, 
dhows, etc. 

New Port: No proper chart has yet been prepared for this area. It is 
located about 15 km. West of Old Port. Main channel from breakwater 
to anchorage (South of Old Port) is buoyed in the direction of 104°-284°. 

Originally the port was being constructed for 40 berths but work has 
been suspended after completion of 24 berths. Oil handling installation 
is near No. 1 Berth. 
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Berth No. 1 is normally used for discharging vegetable oil, Berths 
No. 7 and 8 for containers, but in absence of appropriate vessels any 
ship can be berthed there. All 24 berths are now in use, and plans still 
exist for completion of up to 40 berths but it is not known when the work 
will restart. 

No silos provided for bulk cargoes, hence it is discharged into lorries. 
Discharge rate can be up to 5,000 t.p.h. depending upon availability of 
transport. 

Fresh Water: At anchorage available by barge and in port by road 
tankers. It is advisable that road tanker water is tested prior to receiving, 
as it is often a mixture of sea water and fresh water. Water is also 
expensive, hence vessels are advised to arrive with maximum water 
and if required to take water in Bandar Abbas it must be requested well 
in advance. 

Fuel: Good quality fuel is available by barges and the request must be 
made to Shipping Co., Bandar Abbas if chartered to them. 

Repairs: Private workshops can carry out minor repair work. But it must 
be checked properly. 

Shipyard is now in operation 5 km. West of New Port but so far has 
only been used by Iranian ships. Except in emergency it is not available 
for other ships. 

Telephones: Only available ashore for international calls. No telephones 
placed aboard vessels. 


SHIPMASTER’S REPORT: February 1989. 

Port: Bandar Abbas (Shahid Rejaie). 

Arrival: On arrival at the anchorage, contact Port Control on VHF 
Channel 16 and give arrival information. Port Control are of little 
assistance with regard to berthing information. The agent is the best 
person to supply this advice. The State Shipping Agents “ShippingCo” 
maintain a watch on VHF Channel 16. 

The vessel may also be contacted by the Iranian Coast Guard on 
entering the outer anchorage. 

Boarding Party: The boarding party of Customs and Immigration 
Officers boarded at the anchorage 24 hours after arrival. Normal 
paperwork is required. 

All cabins were searched for alcohol, etc. and the bond was sealed. 

The vessel is also searched for stowaways prior to departure by 
Customs Officials. 

Communications: The radio room is sealed. VHF telephone calls can 
be made via Bandar Abbas Radio or Muscat Radio, 

Berthing: The vessel berthed at Shahid Rejaie which is about 1 hour 
from the outer anchorage. There is no suitable Admiralty Chart for this 
area. 

Shahid Rejaie is a large, modern and well planned port with about 
30 berths. The maximum draft is probably in excess of 12.0 m. 

This vessel discharged barley in bulk at a rate of approximately 
3,400 tonnes per day, utilising evacuators and lorries ashore. The ship's 
cranes are required for suspending the suction hose. 

There are no shore cranes or grabs for discharge of bulk cargoes. 
Container vessels use small mobile cranes. 

Fresh Water: Available. 

Fuel: Available. 

Repairs: Mechanical, radar and navigation equipment repairs are 
possible. However, no spares are available. . 
Repatriation: Possible. 

Shore Leave: Not allowed. 

General: Mail: It is possible to send mail. The vessel received courier 
mail from overseas. 

Spares: It is not advisable to receive spares, due to delays at Customs 
and paper work, etc. 

Supplies: Fresh provisions available but quality was poor and they 
were very expensive. 

Fumigation: Hatches with grain cargoes require fumigation. Crew have 
to stay on board. If only a few hatches require fumigation they are sealed 
and stevedores continue to work on other hatches. 


AUTHORITY: Port Director. 
AGENT: See “Abadan”. 


BANDAR IMAM KHOMEINI: 30.25 N. 49.05 E. 
(See Plan) 


Note: Jetties and port facilities are operational. Already, several Iranian 
flag vessels have berthed and discharged. It has been reported that for 
the time being only Iranian flag vessels are allowed to call at Bandar 
Imam Khomeini. 

The railway line to Tehran is already open and in use. Similarly, the 
roads to Tehran and other cities are open and in use. 


DOCUMENTS: Documents requested from Master on arrival. 
Quarantine Officer 
Crew List (1 copy, also all crew vaccination cards for inspection). 
Customs Officer 
Crew List (2 copies). 
Stores List (2 copies). 
Port Authority 
Crew List (1 copy). 
Ship's Certificates: (One photocopy of each of the following): 
Safety Telephony. 
Safety Telegraphy. 
Certificate of Machinery. 
Load Line Certificate. 
Ship's Register. 
Classification Certificate. 
Ship's Cargo Gear and Safety Equipment Certificate. 
Derat Certificate. 
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Crew List (2 copies). 

Cargo Documents: The following documents must be sent to Agen 
far in advance of vessel's arrival as possible, by Owners or Log 
Ports: 

Cargo Manifest (8 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies). 

Stowage Plan (2 copies). 

All cargo shown on manifests must be landed at the port, ang 
therefore essential that short-shipments, cancellations, diversions, 
(if any) be reported as early as possible and manifest shouy 
corrected before submission to Port Authorities to avoid payme 
fines. Stowage plans and hatch lists should also be sent ahead, 9 
ample time to be studied by Cargo Supervisor for unlog 
arrangements. 

The names of consignees must be inserted on the manifesta . 
port of origin. This is due to the fact that names have not been inse: 
as this is a necessary requirement, as per Iranian Customs autho ; 
requirements. 

In view of the above, Owners are kindly requested to make sure} , 
manifests for Bandar Imam Khomeini are properly made out at lox 
port with correct names of consignees. ‘ 


PILOTAGE: Application for Pilot to be made well in advance of vey 
arrival at Khor Musa Bar Pilot Station, through Bandar Imam Khor , 
Port Radio — EQN — 500 kHz. If Agents required to arrange Pilots , 
should be informed well in advance. ¢ 

Pilotage operated by Bandar Imam Khomeini Port Authority from} } 
Musa Bar up to Bandar Imam Khomeini Anchorage. Pilot vess: y 
usually positioned about 1 mile, 135° from Khor Musa Approaches §& ¢ 
No. 12. Approach within 2.5 cables of pilot vessel. During adye ¢ 
weather pilot vessel may proceed above Bar, in such cases, Mag s 
should not attempt proceed inward without Pilot. tl 
APPROACHES: Shipping channels well marked with light beacons; § 
buoys and present no navigational difficulties in clear weather. 4 

Small unlit tide gauge platform located on edge of the shoal Wes 7 
shipping channel in Lat. 29°42’ 30"N., Long. 49° 03' 484 
approximately 1.75 miles West of Khor Musa Approaches Buoy N s 
and shown on Admiralty Chart. F 

Approaching vessels should steer for Khor Musa Light Floa p 
position Lat. 29° 36’ 32” N., Long. 49° 34’ 47” E., and from there aca 
should be set along marked channel for Buoy No. 12 in position|h 
29° 56’ 03” N., Long. 49° 34’ 47” E., bearing 308° 45’ from Khor Mkp 
Light Float. C 
MAX. SIZE: LOA 780 ft. and draft 36 ft. (S.W.). Vessels of 32 ft. 2b 
may enter port at any time. Higher drafts depending on state of'- 
Normal rise of tide about 11 ft. Entry permitted day or night. 
HEALTH: Medical Officer boards at Bandar Imam Khomeini. Suyf 
no infectious diseases reported on board during voyage, Medical 0* 
will grant Pratique. " 
RADIO: Bandar Imam Khomeini Port Radio EQN 500 kHz. Te& 
0612051 Bdho Ir. 

Continuous watch on 500 kHz is to be maintained at all times ¥ 
navigating in Khor Musa Waterway. E 
VHF: Channels 13, 16, 18 and 25. 24 hours service. 

TUGS: Tugs for berthing and unberthing on Berthing Master's adv § 
9 tugs: 1,000 h.p. — 2,500 h.p. 
BERTHING: 33 berths, total length 5,872 m. with depth up to 36% 


Eastern Jetty, Berths 1to 5-—34ft. ¢ 
Western Jetty, Berths 6to 8 — 34 ft. 
Berths 9 to 10 — 34 ft. . 
Berths 11 to 20 — 34 ft. ¢ 
1 berth is allocated for grain discharge only. This is done by ¢ ¢ 


vacuvators. 

Also see “Developments”. P 
BULK HANDLING FACILITIES: Iron Ore Installation, loading capt 
about 2,000 tons per day. The loading installation consists of 2 pow 
moving cranes with a capacity of 100 t.p.h. on each unit, 2 funnel-shé . 
containers with a capacity of 30 tons each and a 600 m. long conv t 
belt with a capacity of 175 t.p.h. 
Sulphur: Sulphur is loaded at the Petrochemical Berth. The shipket ‘ 
travels the length of the vessel and has a loading rate of 400 tp 

All derricks to be swung away from the shore giving the kt 
maximum clearance. Radio aerials, and fore and back stays © 
removed. ; 

Due to high temperatures, every precaution must be taken to co" 
risk of fire. ‘ 
Grain: All berths are available for grain discharge. Grain is bagg? } 
holds and discharged in slings using ship's gear. At only one be* : 
discharge possible by vacuvators. All discharges into railway wa J 
and/or trucks supplied by receivers. 

All vessels discharging general cargo or grain should be prepal® 
handle discharge with own gear. 
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EQUIPMENT: 5 
Type No. Capacity Manufacturer 
(tons) ' 
Gantry cranes 2 40 Hitachi 
Transtainers 2 40 Peiner (rubber tyres). 
Top lift trucks 2 35 Kalmar (rubber tyres) 5 
Mobile cranes 1 90 Link a 
1 40 Jones nr 
6 35 Jones } 
8 15 Jones a 
2 10 Jones b 
11 6 Jones Q 
5 15 Nelson 5 
2 10 Rail mounted 


a 
ye No Capacity Manufacturer 
(tons) 
te) ua trucks 3 13/5 T.C.M. (Japan) 
i 4 7 T.C.M. 
2 15 Komatsu 
7 10 Komatsu 
3 3 Komatsu 
13 3 Sahan (Iran) 
Trailers 125 10-25 
ty) Tractors 140 Inc. 1x60 tons 


® yeDICAL: 24 hours advance notice of requirements to be sent to Agent. 
» meSH WATER: There is water supply at Jetty Nos. 1 — 8, and Masters 
{> ye requested to inform their Agents 24 hours in advance of their 
% gurements, allowing Agents to pay for the water and take turn for 
i applying water to the vessel. 
fresh water Can also be arranged at the Inner Anchorage by barge, 
5 »dAgents will need 48 hours advance notice in order to obtain barge. 
agents will have the barge loaded with water from jetty and deliver to 
i rage. 
er is only 1 barge available, when this is out of commission, 
the gents cannot provide water at the anchorage, and vessels have to wait 
jy pti they are docked alongside. Therefore it is advisable to arrive with 
" ple water on board. 
FUEL: Diesel oil and gas oil available by barge at 2—3 days notice. 
e REPAIRS: Radio and radar repairs can be arranged from 
* moramshahr. At Bandar Imam Khomeini minor technical and 
he sechanical repairs possible by private workshops. Repair shop and slip 
#1500 tons capacity in process of construction. 
te HATCHES: Opening and closing by ship's crew. 
| WATCHMEN: Compulsory. 
ly CUSTOMS ALLOWANCES: Reasonable quantity spirits and tobacco 
% o consumption in port may be issued prior sealing store rooms. Strict 
i wpervision imposed by Customs and prohibited items, particularly 
‘bacco and cigarettes, should not be taken ashore in excess of 
® cigarettes, or Cigars, or 1 oz. tobacco. 
AIRPORT: Distant 110 km. Regular flights. 
te TME: GMT plus 3.5 hours. 
‘E DENTIFICATION CARDS: According to regulations in force seamen 
) ‘ sould hold shore pass issued by respective Agents and signed by the 
Pot Health, Port Police and local town Police Authorities. All shore 
. gasses should bear a photo of the holder, in order to facilitate checking 
J§ a exit of port area. It is therefore necessary for officers and crew to 
ls ‘ave a photo ready on arrival at the port to facilitate obtaining shore 
lus passes. 
DEVELOPMENTS: Depths alongside new jetties when completed will 
$2 % 13.0m. — 15.8 m. 


ie 
No. of Wharf Completion 
yet Description Berths Length Date 
(m.) 
ai Extension of the 
4-berth jetty 
ime (Container terminal) 4 771 2cranes in use 
|Ettension of the 
_10-berth jetty Sis OS ts Completed 
ie “Mension of the 
10-berth general cargo 
. | Jetty 5 911.2 Completed 
onstruction of the 
_\4-berth jetty 14 2,552 
onstruction of the 
| lighter harbour 20 880 Completed 
aistruction of the 
f@ gain terminal 2 480 
| onstruction of the 
_of@-loading facilities 1 250 Completed 
*0Ro berth 1 — 


¢ The container stacking area is about 200,000 sq.m. and equipment 
®ady for use is as follows: 

9) 2 gantry cranes, for discharge of containers ex-vessels and 5 
“2slainers in container area, can accommodate about 12,800 TEU's 

@ * Well as 630 TEU's of refrigerated containers. 


@ SIPMASTER’S REPORT: 
t sngestion: In the event of the port being congested vessels anchor 
“ally in the vicinity of Buoy No. 12. Masters should then cable 
® “aourmaster Bandar Imam Khomeini” to register the vessels turn 
ing: Date and time of anchoring; Gross and Net tonnage; length and 
1) "2. Pilot vessel “Azadeh” keeps watch on 2182 kHz and occasional 
hy) ch on VHF Channels 16 and 13, Call sign “Khormusa Pilots”. Vessels 
@ “8sequently anchor in river to seaward of Bandar Imam Khomeini 
“es to await turn. 
i: \owater or stores can be obtained at Outer Anchorage. 
‘\inner Anchorage water and stores can be obtained by launch but 
™ some difficulty. 


APMASTER’S REPORT: March 1988. 

_2fee lraq/Iran conflict started, many vessels have been hit by missiles 
Ne buoyed channel leading to Khor Musa Bar from Khor Musa light 
"sel, A majority of wrecks which were clearly visible earlier have now 
“* and are well submerged and no-one has exact information 


aiding their location. Vessels proceeding to this port are advised of 
“sks by Bushire Harbour Master, but | have found his information 
“®ading. Moreover, the draft in the dredged channel is no more than 
...""-.at chart datum. No information has ever been reported and the 
re Nas not been surveyed since 1976. Pilot boarded the vessel 
2@n Beacons No. 13 and 20, and from this position all beacons are 
“lly marked; but before these beacons up to the light vessels, all 


“/S are damaged and mostly missing and none are numbered. 
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Masters have to take the vessel up to the Bar on their own between 
unknown sunken wrecks and improper channel marking. 

| have been up and down this channel through my own chosen route 
with 34 ft. draft. 


AGENT: See “Abadan’’. 


BANDAR MAHSHAHR: 30.27 N. 49.20 E. (See Plan) 


Refined Products Loading Terminal of the National Iranian Oil Company. 
FLAG: All vessels required to fly Iranian flag from foremast during 
daylight hours, while in port. 
DOCUMENTS: 

8 Crew Lists. 

2 Bonded Stores Lists. 

International Health Form. 

If cargo aboard, Manifest certified by Iranian Consulate. 

Clearance from Last Port. 
GENERAL: Khor Musa is deep tidal inlet at head of the Gulf. Consists 
of triangular-shaped entrance 35 miles wide and 22 miles long followed 
by a channel, approximately 14 miles long with average width about 
800 ft., ending at Port of Bandar Mahshahr. Khor Musa is entered by 
deep water approach channel 25 miles long and 0.8 miles wide, 
commencing at Khor Musa light float, located in position Lat. 29° 36’ 
32” N., Long. 49° 34’ 47” E. At end of approaches channel, near Buoy 
No. 12, restricted depths and channel widths extend for distance of 
8 miles, in vicinity of Khor Musa Bar. A deep water channel then exists 
up to commercial port of Bandar Imam Khomeini, and to oil port of 
Bandar Mahshanhr, a total distance of 37 miles from end of Bar Channel. 
Refined products delivered to Bandar Mahshahr Terminal from National 
Iranian Oil Company's Refinery at Abadan. 


TERRITORIAL WATERS: The 12 mile limit of Iranian territorial waters 
crosses approaches channel in vicinity of Khor Musa Approaches Buoy 
No. 8, which is approximately 20 miles from Khor Musa light float. 


KHOR MUSA APPROACHES: 

Navigational Dangers: Numerous shoals and sand banks in Khor Musa 
with low-lying shore lines and few conspicuous marks. However, 
shipping channels well marked with light beacons and buoys and present 
no navigational difficulties in clear weather. A small unlit tide gauge 
platform located on edge of shoal West of shipping channel in Lat. 
29° 42' 30" N., Long. 49° 03’ 48” E., approximately 1.75 miles West of 
Khor Musa Approaches Buoy No. 4, and shown on Admiralty Chart. 
Outer Khor Musa Channel: Approaching vessels should steer for Khor 
Musa light float, in position Lat. 29° 36’ 32” N., Long. 49° 34’ 47” E., and 
from there a course should be set along marked channel for 
Buoy No. 12 in position Lat. 29° 56’ 03” N., Long. 49° 06’ 47” E., bearing 
308° 45’ from Khor Musa light float. 

New Khor Musa Channel: Depth of channel is 40 ft. below L.A.T. 
Note: Buoys South of and including Buoy No. 12 above are referred to 
as Khor Musa Approaches Buoys. Buoys North of No. 12 above are 
referred to as Inner Khor Musa Buoys. 


PILOTAGE: Compulsory. Service operated by Bandar Imam Khomeini 
Port Authorities up to Bandar Imam Khomeini, and by Oil Company 
between Bandar Imam Khomeini and Bandar Mahshahr. Pilot vessel 
maintains station approximately 1 mile, 135° from Khor Musa 
Approaches Buoy No. 12. Vessels requiring Pilot should approach within 
2.5 cables of pilot vessel. During adverse weather conditions Pilot may 
proceed above bar for shelter; in such cases vessels should not attempt 
to proceed inward without Pilot. Essential that ETA Bandar Imam 
Khomeini is transmitted to Coastal Radio Station EQZ as soon as 
possible after Pilot has embarked at Pilot Station. If for any reason a 
vessel is required to wait at any time at Bandar Imam Khomeini, it will 
be advised through EQZ. Marine Operation Section, Bandar Mahshahr 
Terminal, on receipt of ETA Bandar Imam Khomeini, will arrange for 
Berthing Master to board vessel at Bandar Imam Khomeini anchorage 
and allocate jetty berth at Bandar Mahshahr. 


BANDAR MAHSHAHR APPROACHES: 

Navigational Dangers: Khor Musa Channel well marked with buoys and 
beacons, but attention is drawn to following: 

(a) Outer Khor Musa Bar: Lat. 29° 59' N., Long. 49° 04' E. and Inner 
Khor Musa Bar Lat. 30°02’ N., Long. 49°01’ E., where restricted 
channel widths and depths exist and min. depth 40 ft. Buoyed channel 
over bar is 800 ft. wide, but declared min. depth of 40 ft. only applicable 
to central half of channel. Towards edges of channel, shallower depths 
exist. 

(b) Qassar bin Siswan: A rocky shoal, in Lat. 30°12’ N., Long. 
48° 58’ E. approximately 10 miles North of Inner Khor Musa Bar, marked 
by Buoy No. 9 with min. depth 6 ft. 

(c) Khor Wastah to Beacon 18: Near sharp bend to East in channel, 
where tidal streams reach rate of over 4 knots at ebb. 

Khor Musa Bar: Reached approximately 5 miles N.W. from pilot vessel, 
and normally does not restrict passage of inward vessels. 

Khor Musa Channel: After leaving bar, channel is followed up Khor Musa 
for about 32 miles to anchorage at Bandar Imam Khomeini. 

Bandar Imam Khomeini: All inward bound ships required to anchor on 
arrival off Bandar Imam Khomeini, where Pilot disembarks and a 
Government Medical Officer comes on board to grant Pratique. For this 
purpose an accommodation ladder should be rigged and ready before 
arrival. 
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Berth No. 1 is normally used for discharging vegetable oil, Berths 
No. 7 and 8 for containers, but in absence of appropriate vessels any 
ship can be berthed there. All 24 berths are now in use, and plans still 
exist for completion of up to 40 berths but it is not known when the work 
will restart. 

No silos provided for bulk cargoes, hence it is discharged into lorries. 
Discharge rate can be up to 5,000 t.p.h. depending upon availability of 
transport. 

Fresh Water: At anchorage available by barge and in port by road 
tankers. It is advisable that road tanker water is tested prior to receiving, 
as it is often a mixture of sea water and fresh water. Water is also 
expensive, hence vessels are advised to arrive with maximum water 
and if required to take water in Bandar Abbas it must be requested well 
in advance. 

Fuel: Good quality fuel is available by barges and the request must be 
made to Shipping Co., Bandar Abbas if chartered to them. 

Repairs: Private workshops can carry out minor repair work. But it must 
be checked properly. 

Shipyard is now in operation 5 km. West of New Port but so far has 
only been used by Iranian ships. Except in emergency it is not available 
for other ships. 

Telephones: Only available ashore for international calls. No telephones 
placed aboard vessels. 


SHIPMASTER’S REPORT: February 1989. 

Port: Bandar Abbas (Shahid Rejaie). 

Arrival: On arrival at the anchorage, contact Port Control on VHF 
Channel 16 and give arrival information. Port Control are of little 
assistance with regard to berthing information. The agent is the best 
person to supply this advice. The State Shipping Agents “ShippingCo” 
maintain a watch on VHF Channel 16. 

The vessel may also be contacted by the Iranian Coast Guard on 
entering the outer anchorage. 

Boarding Party: The boarding party of Customs and Immigration 
Officers boarded at the anchorage 24 hours after arrival. Normal 
paperwork is required. 

All cabins were searched for alcohol, etc. and the bond was sealed. 

The vessel is also searched for stowaways prior to departure by 
Customs Officials. 

Communications: The radio room is sealed. VHF telephone calls can 
be made via Bandar Abbas Radio or Muscat Radio, 

Berthing: The vessel berthed at Shahid Rejaie which is about 1 hour 
from the outer anchorage. There is no suitable Admiralty Chart for this 
area. 

Shahid Rejaie is a large, modern and well planned port with about 
30 berths. The maximum draft is probably in excess of 12.0 m. 

This vessel discharged barley in bulk at a rate of approximately 
3,400 tonnes per day, utilising evacuators and lorries ashore. The ship's 
cranes are required for suspending the suction hose. 

There are no shore cranes or grabs for discharge of bulk cargoes. 
Container vessels use small mobile cranes. 

Fresh Water: Available. 

Fuel: Available. 

Repairs: Mechanical, radar and navigation equipment repairs are 
possible. However, no spares are available. . 
Repatriation: Possible. 

Shore Leave: Not allowed. 

General: Mail: It is possible to send mail. The vessel received courier 
mail from overseas. 

Spares: It is not advisable to receive spares, due to delays at Customs 
and paper work, etc. 

Supplies: Fresh provisions available but quality was poor and they 
were very expensive. 

Fumigation: Hatches with grain cargoes require fumigation. Crew have 
to stay on board. If only a few hatches require fumigation they are sealed 
and stevedores continue to work on other hatches. 


AUTHORITY: Port Director. 
AGENT: See “Abadan”. 


BANDAR IMAM KHOMEINI: 30.25 N. 49.05 E. 
(See Plan) 


Note: Jetties and port facilities are operational. Already, several Iranian 
flag vessels have berthed and discharged. It has been reported that for 
the time being only Iranian flag vessels are allowed to call at Bandar 
Imam Khomeini. 

The railway line to Tehran is already open and in use. Similarly, the 
roads to Tehran and other cities are open and in use. 


DOCUMENTS: Documents requested from Master on arrival. 
Quarantine Officer 
Crew List (1 copy, also all crew vaccination cards for inspection). 
Customs Officer 
Crew List (2 copies). 
Stores List (2 copies). 
Port Authority 
Crew List (1 copy). 
Ship's Certificates: (One photocopy of each of the following): 
Safety Telephony. 
Safety Telegraphy. 
Certificate of Machinery. 
Load Line Certificate. 
Ship's Register. 
Classification Certificate. 
Ship's Cargo Gear and Safety Equipment Certificate. 
Derat Certificate. 
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Crew List (2 copies). 

Cargo Documents: The following documents must be sent to Age 
i in advance of vessel's arrival as possible, by Owners or Lo 
‘orts: 

Cargo Manifest (8 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies). 

Stowage Plan (2 copies). 

All cargo shown on manifests must be landed at the port, ang 
therefore essential that short-shipments, cancellations, diversions, 
(if any) be reported as early as possible and manifest shou ' 
corrected before submission to Port Authorities to avoid payme 
fines. Stowage plans and hatch lists should also be sent ahead, » 
ample time to be studied by Cargo Supervisor for unlox ‘ 
arrangements. 

The names of consignees must be inserted on the manifest ¢ 
port of origin. This is due to the fact that names have not been inse 
as this is a necessary requirement, as per lIranian Customs autho 4 
requirements. 

In view of the above, Owners are kindly requested to make surg) 
manifests for Bandar Imam Khomeini are properly made out at log u 
port with correct names of consignees. a 


PILOTAGE: Application for Pilot to be made well in advance of ves 
arrival at Khor Musa Bar Pilot Station, through Bandar Imam Khor y 
Port Radio — EQN — 500 ktz. If Agents required to arrange Pilots » 
should be informed well in advance. 0 

Pilotage operated by Bandar Imam Khomeini Port Authority from} » 
Musa Bar up to Bandar Imam Khomeini Anchorage. Pilot vess y 
usually positioned about 1 mile, 135° from Khor Musa Approaches§ ¢ 
No. 12. Approach within 2.5 cables of pilot vessel. During adv, 
weather pilot vessel may proceed above Bar, in such cases, Mass 
should not attempt proceed inward without Pilot. t 
APPROACHES: Shipping channels well marked with light beaconsi§ 
buoys and present no navigational difficulties in clear weather. 4 

Small unlit tide gauge platform located on edge of the shoal WeT 
shipping channel in Lat. 29° 42'30"N., Long. 49°03’ 484 
approximately 1.75 miles West of Khor Musa Approaches Buoy Nis 
and shown on Admiralty Chart. p 

Approaching vessels should steer for Khor Musa Light Floap 
position Lat. 29° 36’ 32” N., Long. 49° 34’ 47” E., and from there acova 
should be set along marked channel for Buoy No. 12 in position\h 
29° 56’ 03” N., Long. 49° 34’ 47” E., bearing 308° 45’ from Khor lip 
Light Float. 0 
MAX. SIZE: LOA 780 ft. and draft 36 ft. (S.W.). Vessels of 32 ft. ob 
may enter port at any time. Higher drafts depending on state o!'~ 
Normal rise of tide about 11 ft. Entry permitted day or night. 
HEALTH: Medical Officer boards at Bandar Imam Khomeini. Sul 
no infectious diseases reported on board during voyage, Medical 0% 
will grant Pratique. 5 
RADIO: Bandar Imam Khomeini Port Radio EQN 500 kHz. Teé 
0612051 Bdho Ir. 

Continuous watch on 500 kHz is to be maintained at all times ¥ 
navigating in Khor Musa Waterway. E 
VHF: Channels 13, 16, 18 and 25. 24 hours service. 

TUGS: Tugs for berthing and unberthing on Berthing Master's aavE 
9 tugs: 1,000 h.p. — 2,500 h.p. 
BERTHING: 33 berths, total length 5,872 m. with depth up to 36% 
Eastern Jetty, Berths 1to 5—34ft. c 
Western Jetty, Berths 6to 8 — 34 ft. 
Berths 9 to 10-34 ft. C 
Berths 11 to 20 — 34 ft. ¢ 

1 berth is allocated for grain discharge only. This is done by F 
vacuvators. 

Also see “Developments”. R 
BULK HANDLING FACILITIES: Iron Ore Installation, loading cape 
about 2,000 tons per day. The loading installation consists of 2 pow 
moving cranes with a capacity of 100 t.p.h. on each unit, 2 funnel-sha 
containers with a capacity of 30 tons each and a 600 m. long conit t 
belt with a capacity of 175 t.p.h. . 
Sulphur: Sulphur is loaded at the Petrochemical Berth. The shipke 
travels the length of the vessel and has a loading rate of 400 tp." 

All derricks to be swung away from the shore giving the i 
maximum clearance. Radio aerials, and fore and back stays © 
removed. as 

Due to high temperatures, every precaution must be taken to oo 
risk of fire. g 
Grain: All berths are available for grain discharge. Grain is bag 
holds and discharged in slings using ship's gear. At only one bet : 
discharge possible by vacuvators. All discharges into railway wa J 
and/or trucks supplied by receivers. 

All vessels discharging general cargo or grain should be prepa 
handle discharge with own gear. 


C 
in 


A 


EQUIPMENT: 5 
Type No. Capacity Manufacturer 
(tons) . 
Gantry cranes 2 40 Hitachi 4 
Transtainers 2 40 Peiner (rubber tyres) a 
Top lift trucks 2 35 Kalmar (rubber tyres) a 
Mobile cranes 1 90 Link . 
1 40 Jones r 
6 35 Jones 1} 
8 15 Jones a 
2 10 Jones b 
11 6 Jones Q 
5 15 Nelson 5 
2 10 Rail mounted 


m 
"08 No Capacity Manufacturer 
(tons) 

4 trucks 3 13/5 T.C.M. (Japan) 
7 4 ¥ T.C.M. 

2 15 Komatsu 

7 10 Komatsu 

3 3 Komatsu 

13 3 Sahan (Iran) 

trailers 125 10 — 25 
Tractors 140 Inc. 1x60 tons 


AL: 24 hours advance notice of requirements to be sent to Agent. 
mesH WATER: There is water supply at Jetty Nos. 1 — 8, and Masters 
we requested to inform their Agents 24 hours in advance of their 
eurements, allowing Agents to pay for the water and take turn for 
sgolying water to the vessel. 

fresh water can also be arranged at the Inner Anchorage by barge, 
5 »dAgents will need 48 hours advance notice in order to obtain barge. 
% yents will have the barge loaded with water from jetty and deliver to 
| chorage. 
. eer is only 1 barge available, when this is out of commission, 
) gents cannot provide water at the anchorage, and vessels have to wait 
x wiithey are docked alongside. Therefore it is advisable to arrive with 
"ple water on board. 
“MEL: Diesel oil and gas oil available by barge at 2—3 days notice. 
sEPAIRS: Radio and radar repairs can be arranged from 
moramshahr. At Bandar Imam Khomeini minor technical and 
he eechanical repairs possible by private workshops. Repair shop and slip 
#1500 tons capacity in process of construction. 
e HATCHES: Opening and closing by ship's crew. 
|, WATCHMEN: Compulsory. 
cUSTOMS ALLOWANCES: Reasonable quantity spirits and tobacco 
consumption in port may be issued prior sealing store rooms. Strict 
@ spervision imposed by Customs and prohibited items, particularly 
wbacco and cigarettes, should not be taken ashore in excess of 
Mcigarettes, or cigars, or 1 oz. tobacco. 
ARPORT: Distant 110 km. Regular flights. 
si TIME: GMT plus 3.5 hours. 
‘EDENTIFICATION CARDS: According to regulations in force seamen 
D 4 srould hold shore pass issued by respective Agents and signed by the 
Pot Health, Port Police and local town Police Authorities. All shore 
| asses should bear a photo of the holder, in order to facilitate checking 
re exit of port area. It is therefore necessary for officers and crew to 
‘ave a photo ready on arrival at the port to facilitate obtaining shore 
lupasses. 
DEVELOPMENTS: Depths alongside new jetties when completed will 
tate 13.0 m. — 15.8 m. 
tide 


No. of Wharf Completion 
yjetDescription Berths Length Date 
fice (m.) 
sj tension of the 
| 4berth jetty 
(Container terminal) 4 771 2-cranes in use 
jEension of the 
_10-berth jetty 5 1,051.5 Completed 
je “tension of the 
'0-berth general cargo 
. | ety ss 911.2 Completed 
| onstruction of the 
_14-berth jetty 14 2,552 
| onstruction of the 
| ighter harbour 20 880 Completed 
onstruction of the 
mf terminal 2 480 
nstruction of the 
ore-loading facilities 1 250 Completed 
40Ro berth 1 = 
The container stacking area is about 200,000 sq.m. and equipment 
*ady for use is as follows: 


9 2 gantry cranes, for discharge of containers ex-vessels and 5 
“nstainers in container area, can accommodate about 12,800 TEU’s 
af Swell as 630 TEU'’s of refrigerated containers. 


SIPMASTER’S REPORT: 
“ngestion: In the event of the port being congested vessels anchor 
“ally in the vicinity of Buoy No. 12. Masters should then cable 
“abourmaster Bandar Imam Khomeini” to register the vessels turn 
ing: Date and time of anchoring; Gross and Net tonnage; length and 
"ah. Pilot vessel “Azadeh” keeps watch on 2182 kHz and occasional 
"ich on VHF Channels 16 and 13, Call sign “Khormusa Pilots”. Vessels 
“Ssequently anchor in river to seaward of Bandar Imam Khomeini 
“tes to await turn. 

No water or stores can be obtained at Outer Anchorage. 

At Inner Anchorage water and stores can be obtained by launch but 
"some difficulty. 


“PMASTER’S REPORT: March 1988. 

"ce lraq/Iran conflict started, many vessels have been hit by missiles 
"e buoyed channel leading to Khor Musa Bar from Khor Musa light 
sel. A majority of wrecks which were clearly visible earlier have now 
= and are well submerged and no-one has exact information 
wading their location. Vessels proceeding to this port are advised of 
— by Bushire Harbour Master, but | have found his information 
“£ading. Moreover, the draft in the dredged channel is no more than 
am at chart datum. No information has ever been reported and the 
re Nas not been surveyed since 1976. Pilot boarded the vessel 
ween Beacons No. 13 and 20, and from this position all beacons are 
etal marked; but before these beacons up to the light vessels, all 
“YS are damaged and mostly missing and none are numbered. 
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Masters have to take the vessel up to the Bar on their own between 
unknown sunken wrecks and improper channel marking. 

| have been up and down this channel through my own chosen route 
with 34 ft. draft. 


AGENT: See “Abadan’”’. 


BANDAR MAHSHAHR: 30.27 N. 49.20 E. (See Plan) 


Refined Products Loading Terminal of the National Iranian Oil Company. 
FLAG: All vessels required to fly Iranian flag from foremast during 
daylight hours, while in port. 
DOCUMENTS: 

8 Crew Lists. 

2 Bonded Stores Lists. 

International Health Form. 

If cargo aboard, Manifest certified by Iranian Consulate. 

Clearance from Last Port. 
GENERAL: Khor Musa is deep tidal inlet at head of the Gulf. Consists 
of triangular-shaped entrance 35 miles wide and 22 miles long followed 
by a channel, approximately 14 miles long with average width about 
800 ft., ending at Port of Bandar Mahshahr. Khor Musa is entered by 
deep water approach channel 25 miles long and 0.8 miles wide, 
commencing at Khor Musa light float, located in position Lat. 29° 36’ 
32” N., Long. 49° 34' 47” E. At end of approaches channel, near Buoy 
No. 12, restricted depths and channel widths extend for distance of 
8 miles, in vicinity of Khor Musa Bar. A deep water channel then exists 
up to commercial port of Bandar Imam Khomeini, and to oil port of 
Bandar Mahshahr, a total distance of 37 miles from end of Bar Channel. 
Refined products delivered to Bandar Mahshahr Terminal from National 
Iranian Oil Company’s Refinery at Abadan. 


TERRITORIAL WATERS: The 12 mile limit of Iranian territorial waters 
crosses approaches channel in vicinity of Khor Musa Approaches Buoy 
No. 8, which is approximately 20 miles from Khor Musa light float. 


KHOR MUSA APPROACHES: 

Navigational Dangers: Numerous shoals and sand banks in Khor Musa 
with low-lying shore lines and few conspicuous marks. However, 
shipping channels well marked with light beacons and buoys and present 
no navigational difficulties in clear weather. A small unlit tide gauge 
platform located on edge of shoal West of shipping channel in Lat. 
29° 42' 30" N., Long. 49° 03’ 48" E., approximately 1.75 miles West of 
Khor Musa Approaches Buoy No. 4, and shown on Admiralty Chart. 
Outer Khor Musa Channel: Approaching vessels should steer for Khor 
Musa light float, in position Lat. 29° 36’ 32” N., Long. 49° 34’ 47” E., and 
from there a course should be set along marked channel for 
Buoy No. 12 in position Lat. 29° 56’ 03” N., Long. 49° 06’ 47” E., bearing 
308° 45’ from Khor Musa light float. 

New Khor Musa Channel: Depth of channel is 40 ft. below L.A.T. 
Note: Buoys South of and including Buoy No. 12 above are referred to 
as Khor Musa Approaches Buoys. Buoys North of No. 12 above are 
referred to as Inner Khor Musa Buoys. 


PILOTAGE: Compulsory. Service operated by Bandar Imam Khomeini 
Port Authorities up to Bandar Imam Khomeini, and by Oil Company 
between Bandar Imam Khomeini and Bandar Mahshahr. Pilot vessel 
maintains station approximately 1 mile, 135° from Khor Musa 
Approaches Buoy No. 12. Vessels requiring Pilot should approach within 
2.5 cables of pilot vessel. During adverse weather conditions Pilot may 
proceed above bar for shelter; in such cases vessels should not attempt 
to proceed inward without Pilot. Essential that ETA Bandar Imam 
Khomeini is transmitted to Coastal Radio Station EQZ as soon as 
possible after Pilot has embarked at Pilot Station. If for any reason a 
vessel is required to wait at any time at Bandar Imam Khomeini, it will 
be advised through EQZ. Marine Operation Section, Bandar Mahshahr 
Terminal, on receipt of ETA Bandar Imam Khomeini, will arrange for 
Berthing Master to board vessel at Bandar Imam Khomeini anchorage 
and allocate jetty berth at Bandar Mahshahr. 


BANDAR MAHSHAHR APPROACHES: 

Navigational Dangers: Khor Musa Channel well marked with buoys and 
beacons, but attention is drawn to following: 

(a) Outer Khor Musa Bar: Lat. 29° 59' N., Long. 49° 04' E. and Inner 
Khor Musa Bar Lat. 30°02’ N., Long. 49°01’ E., where restricted 
channel widths and depths exist and min. depth 40 ft. Buoyed channel 
over bar is 800 ft. wide, but declared min. depth of 40 ft. only applicable 
to central half of channel. Towards edges of channel, shallower depths 
exist. 

(b) Qassar bin Siswan: A rocky shoal, in Lat. 30°12’ N., Long. 
48° 58’ E. approximately 10 miles North of Inner Khor Musa Bar, marked 
by Buoy No. 9 with min. depth 6 ft. 

(c) Khor Wastah to Beacon 18: Near sharp bend to East in channel, 
where tidal streams reach rate of over 4 knots at ebb. 

Khor Musa Bar: Reached approximately 5 miles N.W. from pilot vessel, 
and normally does not restrict passage of inward vessels. 

Khor Musa Channel: After leaving bar, channel is followed up Khor Musa 
for about 32 miles to anchorage at Bandar Imam Khomeini. 

Bandar Imam Khomeini: All inward bound ships required to anchor on 
arrival off Bandar Imam Khomeini, where Pilot disembarks and a 
Government Medical Officer comes on board to grant Pratique. For this 
purpose an accommodation ladder should be rigged and ready before 
arrival. 
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Bandar Mahshahr Roadstead: Shortly after leaving Bandar Imam 
Khomeini, the channel to Bandar Mahshahr is entered between the 
starboard hand Beacon No. 1 (flashing white) and the port hand Beacon 
No. 2 (temporarily removed). Channel well marked by light beacons to 
entrance of Bandar Mahshahr, at Beacon No. 4. All port hand lights flash 
red and all starboard hand lights flash white. Distance from Bandar Imam 
Khomeini Anchorage to Bandar Mahshahr about 7 miles. Before arriving 
at Bandar Mahshahr, the accommodation ladder must be taken in and 
the ship's side cleared for tugs and berthing. 

ANCHORAGE: No anchorages in Bandar Mahshahr or Bandar 
Mahshahr roadstead. Inward bound vessels must anchor on Northern 
side of Khor Musa Channel, West of Bandar Imam Khomeini, and await 
arrival of Oil Company Berthing Master. 

WIND AND TIDE: 

Khor Musa Bar: Classified as Standard Port in Admiralty Tide Tables, 
Volume Il. Tidal predictions considerably affected by strong winds. 
Variations up to 3 hours in time, and 3.5 ft. in height have been recorded. 
North-Westerly winds tend to lower level and retard predicted times of 
high and low waters; South-Easterly winds have opposite effect. At Khor 
Musa Bar, MHHW has rise of 11.6 ft. and MLHW has rise of 9.6 ft. above 
chart datum. Rise of tide at bar is also given by automatic tide indicator 
established near inner Khor Musa Buoy No. 8. Masters may obtain 
expected depth of water on Khor Musa Bar at any time by telephone to 
Marine Operations Office, Mahshahr, 4264. 

Khor Musa: Tidal range increases between bar and Mahshahr. 
Maximum tidal velocities in Khor Musa about 3.5 knots on flood and 
4.5 knots on ebb, at bend near Inner Khor Musa Beacon No. 18. 

At Ports of Imam Khomeini and Mahshahr: Average time high water is 
1 hour 35 minutes later, and low water 16 minutes later than on Bar. 
MHHW has rise of 17.0 ft., and MLHW rise of 14.6 ft. above Mahshahr 
chart datum. 

Mahshahr Terminal: N.W. prevailing winds blow across jetties, from 
shore. On average, 60% of prevailing winds from N.W., 30% from S.E., 
and 10% variable. N.W. and S.E. winds frequently reach Force 8, but 
winds from other directions normally do not exceed Force 4. Maximum 
tidal range 18.9 ft. At springs, flood tide has velocity of 2 knots and ebb 
tide velocity 3 knots. 

MAX. SIZE: Max. LOA 780 ft. Max. permissible draft at Khor Musa Bar 
is 40 ft. Depths in tanker berths vary from 37 ft. at Berth No. 4 up to 
43.5 ft. at Berth No. 6. 

Vessel up to 740 ft. LOA can be berthed day or night at any stage of 
the tide. Vessels lengths 741 ft. — 780 ft. can only be berthed during 
daylight hours flood tide and unberthed on flood tide day or night. 
HEALTH: Owners should check with Agent respecting any recent 
imposition of anti-epidemic regulations and requirements for additional 
injections for crew members. Medical Officer boards at Imam Khomeini 
Anchorage. Subject no infectious diseases reported on board during 
voyage, Medical Officer will grant Pratique. 

RADIO: Oil company has coastal radio station at Abadan, call sign EQZ. 
Station handles messages to and from oil ports of Mahshahr, Abadan, 
Kharg Island and Cyrus Terminal. 

Nomination and Loading Orders: Signalled by lranmash on receipt of 
vessel's first ETA. Vessels should signal tentative ETA Khor Musa Bar, 
72 hours in advance, confirming ETA not less than 48 hours before 
arrival Khor Musa Pilot Vessel Station. ; 
Radio Watches: Continuous watch on 500 kHz to be maintained at all 
times while navigating Khor Musa waterway, and ordinary listening 
watches maintained when at anchor. 

VHF: Mahshahr Terminal equipped with International Maritime VHF/FM 
Radio Telephone Service, using standard international frequencies. 
Masters recommended use this facility when within range of Mahshahr 
Terminal. Channels available on continuous watch basis: 

No. 16 Safety and Calling. 

No. 12 Port use, tankers and tugs. 

No. 20 Port use, telephone extension. 

No. 26 Port use, telephone extension. 

Initial contact should be made on Channel 16 and then transfer to 
Channel 12 for port operations, or Channel 20 or 26 for telephone extension. 
TUGS: 3 tugs at terminal, all of 1,500 b.h.p., all fully equipped for fire 
fighting. Incoming ships are met by tugs in channel about 1 mile below 
port limits. 2 tugs always used berthing, and 1 or 2 unberthing, according 
to state of tide and direction of ship's head. Vessels take tug’s ropes. 
BERTHING: Vessels arriving on flood tide berthed starboard side to 
jetty, vessels arriving on ebb tide berth port side to jetty. 6 bulk loading 
jetties, each fitted with Woodfield loading unit. 10 in. loading arms, 6 in. 
bunker arms. Minimum number mooring ropes or wires required is 14, 
as follows: (Forward) — 4 head ropes, 2 breast ropes, 1 back spring. 
(Aft) — 4 stern ropes, 2 breast ropes, 1 back spring. For additional 
security 1 extra breast line forward and aft should be used. Unless 
breasts of adequate strength line are used, there is every possibility of 
vessel when in light condition being blown off jetty by N.W. wind and 
damaging loading equipment. 

Maximum loading rates are: 


Liquid propane/butane 1,500 t.p.h. 
Aviation gasolines 700 t.p.h. 
White spirits (solvent) 400 t.p.h. 
Motor gasolines 2,200 t.p.h. 
Motor gasoline (over 

the rail blending) 400 t.p.h. 
Naphtha 2,100 t.p.h. 
Turbine fuels 1,600 t.p.h. 
Kerosenes 1,500 t.p.h. 
Gas oils 2,500 t.p.h. 
Marine diesels 700 t.p.h. 
Fuel oils 5,000 t.p.h. 


FRESH WATER: Limited supply potable water available all jetties, but 
supply very limited during months June to October. 

FUEL: Fuel and diesel oil available each jetty. 10 in. loading arms 
connected to 6 in. flexible hoses. Loading rates, fuel max. 500 t.p.h., 
diesel max. 400 t.p.h. 48 hours notice required. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


LPG LOADING: Propane and butane gas is loaded at No. 6 Jetty; 
rate of 1,500t.p.h. Propane and butane cannot be loa 
simultaneously. 

As 16 in. fixed Chicksan liquid and vapour return arms are uses 
loading, certain ships are limited to one-side berthing only. To & 
delay of vessels, it is advisable to have vapour return connections, 
both sides of liquid connection on board. 

Terminal has available a series of ASA Standard reducers and adapts 

Loading temperature of propane is about minus 48°F., and butay 
about minus 23°F. 

BALLAST: Tankers may discharge ballast ashore at Jetty Nos. 1}; 
and 6. Ballast received at rate of 2,000 t.p.h. Slops and residues aj, 
of 200 t.p.h. 

MEDICAL: No medical facilities at terminal. Agents may arrange meg 
attention through Oil Company clinic in Abadan. In event hog, 
treatment required, patient would be taken to Abadan. 


FIRE PRECAUTIONS: On arrival Imam Khomeini Anchorage, May | 


is given 6 copies of Fire and Safety Regulations. Fire Station» 
Emergency tel. 4111. 

CUSTOMS ALLOWANCES: Reasonable quantity spirits and tobs 
for consumption in port may be issued prior sealing store rooms, 
supervision imposed by Customs and prohibited items, particuy 
tobacco and cigarettes, should not be taken ashore in excess 
50 cigarettes, or cigars, or 1 oz. tobacco. 

CONSULS: Consulates situated in Khorramshahr. 

REPAIRS: No repair facilities at Mahshahr or Imam Khomein. 
emergency, the Oil Company may be able to undertake minor repa 
No main engine repairs whilst alongside loading jetties wit, 
permission from Terminal Superintendent. 

TIME: GMT plus 3.5 hours. 

TELEPHONES: Available at each jetty. If requested, telephone may; 
placed aboard. 

SHORE LEAVE: Restricted to foreshore area only. Recreation cer 
opposite No. 2 Jetty. 


CURRENCY: The unit of currency is the Iranian Rial. It is illegal tou | 


any other than Iranian currency ashore and heavy fines have bs 
imposed for infringement of this regulation. Masters are requested 
bring this matter to the individual notice of their officers and ce 
Currency denominations are: 

Notes: 10,000, 5,000, 1,000, 500, 200, 100, 50 rials. 

Coins: 20, 10, 5, 2 and 1 rial. 
AUTHORITY: National Iranian Oil Co. Bandar Mahshahr. 


AGENT: See “Abadan”. 


BUSHIRE: 28.59 N. 50.50 E. (See Pla 


Note: Jetties and port facilites are operational and no major damages 
been caused to the port facilities. 


DOCUMENTS: 
Quarantine Officer 

Crew List (1 copy, also all crew vaccination cards for inspection) 
Customs Officer 

Crew List (2 copies). 

Stores List (2 copies). 

Port Authority 

Crew List (1 copy). 
Agents 

Crew List (2 copies). 

In order to avoid any delay in entering and discharging, the follow 
documents must be sent by all loading port Agents to Bushire Age 
(via Khorramshahr) as far in advance of vessel's arrival as possible 

Cargo Manifest (8 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies each). 

All cargo shown on manifest must be landed at the port, and! 
therefore essential that short-shipments, cancellations, diversions, § 
(if any) be reported as early as possible and manifest shoul! 
corrected before submission to Port Authorities to avoid paymet 
fines. Stowage plans and hatch lists should also be sent ahead, gv 
ample time to be studied by Cargo Supervisor for unload 
arrangements. 

PILOTAGE: Compulsory. Application for Pilot to be made we 


advance through Bushire Port Radio EQM, 500 kHz. Agents may® — 


arrange pilotage but should be advised of ETA well in advance. 


ANCHORAGE: In outer port in (approx.) position Lat. 28° 58’ 30) — 


Long. 50° 44’ 50” E. 
RESTRICTIONS: Entry and departure day or night. Depth in® 
channel 10.5 m. at LW. Depth of inner channel, 30 ft. at LW and® 
at HW. 
The depth alongside the berth is 30 ft. at LW and 37 ft. at HW. 

MAX. SIZE: LOA 600 ft. Max. draft 27 ft. 
RADIO: Bushire Port Radio EQM, 500 kHz. Telex number of 
0332108 BDBU IR. 
VHF: VHF radio, operating on International VHF Marine Channes 
16 and 25. MF call sign EQM available at following zone times: 03 
0800 hrs. and 1200 to 1500 hrs. 
TUGS: Normally not used. In event of bad weather tug will # 
berthing. 2 tugs up to 250 h.p., 2 tugs of 1,200 h.p. 
BERTHING: Jetty 360 m. long. 
Max. draft No. 1 Jetty — 26.5 ft. 

No. 2 Jetty — 25 ft. 

Dolphins — 29 ft. 

Navy Jetty — 21 ft. 
MEDICAL: 24 hours advance notice of medical requirements * 
passed to Agents. Doctor available for vaccinations and inoculai® 


>. 
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@gsH WATER: Available at berths ex-pipe-line. 
: Not available 
4\TCHES: To be opened and closed by shore labour. 
TOMS: Customs Officer will seal the store room. All liquor and 
~wette stocks will be placed under bond and reasonable ship's 
rements should be taken from store before sealing. 
CARGO GEAR: Equipment 
2 cranes up to 5 tons 
§ cranes up to 5/10 tons 
3 cranes up to 10/15 tons 
{ crane up to 20/30 tons 
2 cranes over 50 tons (max. 60 tons). 
ULS: None. 
sgPAIRS: Minor repairs possible by local workshops. 
wRPORT: 7 km. from port. Regular flights. 
nME: GMT plus 3.5 hours. 
TELEPHONES: May be connected on board. 
RE LEAVE: Permitted. 
QENTIFICATION CARDS: According to regulations in force seamen 
guid hold shore pass issued by respective Agents and signed by the 
oot Health, Port Police and local town Police authorities. All shore 
sgsses should bear a photograph of the holder, in order to facilitate 
»ecking at exit of port area. It is therefore necessary for officers and 
“ew to have a photograph ready on arrival at the port to facilitate 
siaining shore passes. 
DELAYS: Occasional delays awaiting berth turn. 


(IRCULAR: Issued by Ports and Shipping Organisation — Bushire 
Drectorate. 


5 forklifts 2/3 tons 
7 forklifts 3/4 tons 


To: Master of MV/MT.. 6.5 2 DP ae 

We would like to draw your kind attention that polluting Iranian 
emtorial waters with garbage or wastes is prohibited (same as other 
solutants), therefore reception facilities will be available to collect all 
yaste and garbage from all vessels as follows: 

1. Collecting garbage will be carried out 3 times per week. 

2 Reception facilities will be available at more than above mentioned 
tmes, upon Master or Ships Agencies request. 

3. Collected waste and garbage shall be handed to Bushire Port 


| Oficials who approach your vessel. 


n 


4. Use of said facilities will be compulsory. 

5. Related expenses will be charged to all vessels (used/not used) 
cording to Bushire Port Directorate tariff. 

The Master shall be responsible for following the provision of this 
Circular. 

Penalty will be charged against those violating this Circular in 
scordance with Iran's existing legal regulations. 


SHIPMASTER’S REPORT: 1976. 
fresh Water: Available at wharf ex-pipe-line but mains pressure is 


| nsufficient to pump water up to deck level of vessels and is therefore 


nly generally available to small craft, e.g. fishing vessels. 


Fresh water is also available ex-road tankers (10 tons and 20 tons 
vapacity). Tankers are not equipped with pumps and a portable pump 
telonging to the Fire Brigade is used. 


fuel: Bunker fuels and lubricating oils not available. 
_ Watchmen: Posting of gangway and/or deck watchmen most advisable 


wl recommend these should be provided from crew members. 


| Uentification Cards: Crew members proceeding ashore leave their 
| Seamen's Book or identification card at the wharf check point and collect 


same on return. 


SHIPMASTER’S REPORT: 1977. 
‘essel discharged 726 metric tonnes of crane parts in 2 days 
Shatches). 
TA: To be given at least 7 days in advance through Bahrain Radio as 
legrams take 2 days. From the outer anchorage the following Telegram 
tust be sent to “Port Director Bushire” via Bushire Radio EQM 500 
‘xz: Anchor time, Draft, Length, Breadth, Cargo, Last Port. 
duter anchorage: Buoy No. 2 of fairway bearing 130° and 250° to the 
wohibited area in 10 m. to 20 m. water. The anchorage is not protected, 
tui the holding ground is good, even in bad weather. 
*iots: The Pilot comes by a fast blue boat to the outer anchorage. There 
$1 Pilot, also assistant and 1 docking master with 1 assistant, they 
nly come out in daytime and good weather. 
A are 2 small and 1 large tugboat, which are used for turning 
he ship. 
Per; The 360 m. long pier has good wooden and rubber fenders and 
“ficient bollards. Ships always berth port side alongside. The starboard 
“chor is used for turning. 
“earance: The following documents are necessary: 

5 Crew Lists. 

1 Health Clearance. 

1 Vaccination List (cholera). 

1 Stores List. 

1 Crew Effects List. 
The Stores and the radio-room are sealed, beer is not sealed. 
migration: The immigration officials do not come aboard, the Agent 
*#€s all seamen’s books ashore and exchanges them for shore passes 
"ich are valid from 0600 hrs. until 2200 hrs. while the ship is in port. 
elore leaving the seamen’s books will be returned in exchange for the 
*ore-passes. 
Jovisions: Fruit and fish can be obtained, good quality and low prices 
*the local market. 
‘ler; Water from the pier in any quantity and good quality. The pipe- 
o.. Pressure is only enough for heights of about 3 m. to 4 m., so that 
“me “tricks” must be used by larger ships. 
tor: 24 hour's advance notice required. 
*@ Protest: Notary public available, no consulates. 
“unkers: Not available. 
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Repairs: Were urgently required by the vessel and confirmed by Agent's, 
but nobody came on board. 

Photographs: Taking of pictures not allowed, as Bushire is Military Base. 
Crew-change: Very easy and can be done even on the outer anchorage 
when the ship has no clearance. The crew coming without delay directly 
from the airport to the ship in a launch (4 hours). 


AUTHORITY: Port Director. 
AGENT: See “Abadan”’. 


CHAH-BAHAR: 25.17 N. 60.37 E. (See Plan) 


Note: 2 jack-up jetties available. It has been reported that the port can 
accommodate ships up to 20,000 d.w.t. 


ANCHORAGE: 
Latitude: 25° 22’ N. 
Latitude: 25° 22’ N. 


Longitude: 60° 30’ E. 
Longitude: 60° 33’ E. 

Latitude: 25° 18’ N. Longitude: 60° 30’ E. 

Latitude: 25° 18’ N. Longitude: 60° 33’ E. 
MAX. SIZE: Max. size 10,000 d.w.t. — 28,000 d.w.t. Max. draft 28 ft. at 
HHW. 
VHF: All ships destinated to the Chah-Bahar Port are requested to call 
Chah-Bahar on VHF Channel 16 between 0700 to 1900 hrs. local time. 
DEVELOPMENTS: Considerable development is taking place, and the 
port is expected to become of considerable importance in the future. No 
date for expected completion of various development work being 
undertaken has been received, but we understand that the following 
plans have been made:— 

A Container Terminal with length of 270m., a warehouse of 
9,000 sq. m. and an open area of 60,000 sq. m., suitable for vessels of 
up to 30,000 d.w.t. 

Two Jetties for general cargoes. Length of jetties to be 360 m. with 
warehouses of 54,000 sq.m., and an open area of 60,000 sq. m., 
suitable for vessels of up to 20,000 d.w.t. 

One Bunkering Jetty. Length of jetty 300m. and suitable to 
accommodate vessels of up to 30,000 d.w.t. 


SHIP’S OFFICER’S REPORT: May 1983. 
Approaches: The approaches to Char-Bahar from the East, West and 
South are straightforward, as far as the Outer Anchorage Areas, where 
a Pilot will embark. There is a buoy in position Lat. 25° 14.8’ N., 
Long. 60° 29.6’ E., and marks a 16 m. obstruction to the North of it. 

There is a Fl. 10s. 16M. light on Damagheh ye Chah-Bahar Point, 
this is at the present time unlit, and the Racon on the point has not been 
observed either. 

The light on Damagheh ye Puzim is Fl. (1) 15s. 30m. 10M., and 
working at present. 

The coastline also offers a good radar target, on both sides of the 
bay. 
Pilotage: Pilotage is compulsory (to the best of my knowledge), the Pilot 
boards the vessel at anchor to the South of Damagheh ye Chah-Bahar 
Point, and takes the vessels to the anchorage within the bay (see 
Admiralty Chart No. 145). 

The pilot boat is merely an open boat. International code flag “G” has 
to be flown by vessels requiring a Pilot. 
Anchorages: The anchorage where vessels have been discharging, is 
bounded by the following positions: Lat. 25° 22’ N., Long. 60° 30’ E.; 
Lat. 25° 22’ N., Long. 60° 33’ E.; Lat. 25° 18’ N., Long. 60° 30’ E.; 
Lat. 25° 18’ N., Long. 60° 33’ E. 

The bottom is soft mud, and the minimum charted depth is 10.3 m. 
VHF: There is a Port Control Office situated in Konarak, the details are: 

Frequency: VHF Channel 16, Channel 14. 

Hours: 0600-1330 hrs., 1430-1830 hrs. local time. 

Call: Konarak Port Control. 
Tugs: There are 2 tugs at the port, however, they appear to be involved 
in the port construction. No further information is known about size, 
horsepower, etc. 
Berthing: There is extensive work being carried out at Char-Bahar, 
however at present there are no berths open to vessels, 4 berths are 
due to be completed within the space of 4 months approximately. When 
these berths are open the main cargoes to be handled are bagged grain 
and fertiliser, for distribution within this Southern area of Iran. Vessels 
are however being discharged at anchor into barges and their contents 
being taken to Konarak. 
Medical: There is a hospital, with limited facilities, at Char-Bahar. 
Fresh Water: Not available. 
Fuel: Not available. 
Repairs: Not available. 
Cargo Gear: Ship’s gear used at anchorage. 
Repatriation: Possible from Char-Bahar and Konarak, however, trouble 
can be experienced as personnel have to fly to Tehran. 

It is, at present, due to the unrest within the country, very difficult for 
ship's personnel to join a vessel in Iran in general. 
Airport: The airport is at Konarak, and has 5 flights to Tehran per week, 
but not on Sundays and Tuesdays. Flights from Tehran are still daily. 
Time: GMT plus 3.5 hours. 
Holidays: No work is carried out on Fridays. 
Shore Leave: Shore leave is not permitted, any person visiting the 
vessel, e.g. doctor, has to accompanied by the vessel's Agent. 
Regulations: Vessels are not permitted to leave Char-Bahar without 
clearance papers from the Harbour Master. 
Delays: With most Iranian ports now at a standstill, delays of varying 
lengths can be expected. 
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Bandar Mahshahr Roadstead: Shortly after leaving Bandar Imam 
Khomeini, the channel to Bandar Mahshahr is entered between the 
starboard hand Beacon No. 1 (flashing white) and the port hand Beacon 
No. 2 (temporarily removed). Channel well marked by light beacons to 
entrance of Bandar Mahshahr, at Beacon No. 4. All port hand lights flash 
red and all starboard hand lights flash white. Distance from Bandar Imam 
Khomeini Anchorage to Bandar Mahshahr about 7 miles. Before arriving 
at Bandar Mahshahr, the accommodation ladder must be taken in and 
the ship's side cleared for tugs and berthing. 

ANCHORAGE: No anchorages in Bandar Mahshahr or Bandar 
Mahshahr roadstead. Inward bound vessels must anchor on Northern 
side of Khor Musa Channel, West of Bandar Imam Khomeini, and await 
arrival of Oil Company Berthing Master. 

WIND AND TIDE: 

Khor Musa Bar: Classified as Standard Port in Admiralty Tide Tables, 
Volume Il. Tidal predictions considerably affected by strong winds. 
Variations up to 3 hours in time, and 3.5 ft. in height have been recorded. 
North-Westerly winds tend to lower level and retard predicted times of 
high and low waters; South-Easterly winds have opposite effect. At Khor 
Musa Bar, MHHW has rise of 11.6 ft. and MLHW has rise of 9.6 ft. above 
chart datum. Rise of tide at bar is also given by automatic tide indicator 
established near inner Khor Musa Buoy No. 8. Masters may obtain 
expected depth of water on Khor Musa Bar at any time by telephone to 
Marine Operations Office, Mahshahr, 4264. 

Khor Musa: Tidal range increases between bar and Mahshahr. 
Maximum tidal velocities in Khor Musa about 3.5 knots on flood and 
4.5 knots on ebb, at bend near Inner Khor Musa Beacon No. 18. 

At Ports of Imam Khomeini and Mahshahr: Average time high water is 
1 hour 35 minutes later, and low water 16 minutes later than on Bar. 
MHHW has rise of 17.0 ft., and MLHW rise of 14.6 ft. above Mahshahr 
chart datum. 

Mahshahr Terminal: N.W. prevailing winds blow across jetties, from 
shore. On average, 60% of prevailing winds from N.W., 30% from S.E., 
and 10% variable. N.W. and S.E. winds frequently reach Force 8, but 
winds from other directions normally do not exceed Force 4. Maximum 
tidal range 18.9 ft. At springs, flood tide has velocity of 2 knots and ebb 
tide velocity 3 knots. 

MAX. SIZE: Max. LOA 780 ft. Max. permissible draft at Khor Musa Bar 
is 40 ft. Depths in tanker berths vary from 37 ft. at Berth No. 4 up to 
43.5 ft. at Berth No. 6. 

Vessel up to 740 ft. LOA can be berthed day or night at any stage of 
the tide. Vessels lengths 741 ft. — 780 ft. can only be berthed during 
daylight hours flood tide and unberthed on flood tide day or night. 
HEALTH: Owners should check with Agent respecting any recent 
imposition of anti-epidemic regulations and requirements for additional 
injections for crew members. Medical Officer boards at Imam Khomeini 
Anchorage. Subject no infectious diseases reported on board during 
voyage, Medical Officer will grant Pratique. 

RADIO: Oil company has coastal radio station at Abadan, call sign EQZ. 
Station handles messages to and from oil ports of Mahshahr, Abadan, 
Kharg Island and Cyrus Terminal. 

Nomination. and Loading Orders: Signalled by Iranmash on receipt of 
vessel's first ETA. Vessels should signal tentative ETA Khor Musa Bar, 
72 hours in advance, confirming ETA not less than 48 hours before 
arrival Khor Musa Pilot Vessel Station. : 
Radio Watches: Continuous watch on 500 kHz to be maintained at all 
times while navigating Khor Musa waterway, and ordinary listening 
watches maintained when at anchor. 

VHF: Mahshahr Terminal equipped with International Maritime VHF/FM 
Radio Telephone Service, using standard international frequencies. 
Masters recommended use this facility when within range of Mahshahr 
Terminal. Channels available on continuous watch basis: 

No. 16 Safety and Calling. 

No. 12 Port use, tankers and tugs. 

No. 20 Port use, telephone extension. 

No. 26 Port use, telephone extension. 

Initial contact should be made on Channel 16 and then transfer to 
Channel 12 for port operations, or Channel 20 or 26 for telephone extension. 
TUGS: 3 tugs at terminal, all of 1,500 b.h.p., all fully equipped for fire 
fighting. Incoming ships are met by tugs in channel about 1 mile below 
port limits. 2 tugs always used berthing, and 1 or 2 unberthing, according 
to state of tide and direction of ship's head. Vessels take tug’s ropes. 
BERTHING: Vessels arriving on flood tide berthed starboard side to 
jetty, vessels arriving on ebb tide berth port side to jetty. 6 bulk loading 
jetties, each fitted with Woodfield loading unit. 10 in. loading arms, 6 in. 
bunker arms. Minimum number mooring ropes or wires required is 14, 
as follows: (Forward) — 4 head ropes, 2 breast ropes, 1 back spring. 
(Aft) — 4 stern ropes, 2 breast ropes, 1 back spring. For additional 
security 1 extra breast line forward and aft should be used. Unless 
breasts of adequate strength line are used, there is every possibility of 
vessel when in light condition being blown off jetty by N.W. wind and 
damaging loading equipment. 

Maximum loading rates are: 


Liquid propane/butane 1,500 t.p.h 
Aviation gasolines 700 t.p.h 
White spirits (solvent) 400 t.p.h 
Motor gasolines 2,200 t.p.h 
Motor gasoline (over 

the rail blending) 400 t.p.h 
Naphtha 2,100 t.p.h 
Turbine fuels 1,600 t.p.h 
Kerosenes 1,500 t.p.h 
Gas oils 2,500 t.p.h 
Marine diesels 700 t.p.h. 
Fuel oils 5,000 t.p.h 


FRESH WATER: Limited supply potable water available all jetties, but 
supply very limited during months June to October. 

FUEL: Fuel and diesel oil available each jetty. 10 in. loading arms 
connected to 6 in. flexible hoses. Loading rates, fuel max. 500 t.p.h., 
diesel max. 400 t.p.h. 48 hours notice required. 


822 


LPG LOADING: Propane and butane gas is loaded at No. 6 Jetty; 
rate of 1,500t.p.h. Propane and butane cannot be |g 
simultaneously. 

As 16 in. fixed Chicksan liquid and vapour return arms are use 
loading, certain ships are limited to one-side berthing only. Toa | 
delay of vesseis, it is advisable to have vapour return connection 
both sides of liquid connection on board. 

Terminal has available a series of ASA Standard reducers and adap 

Loading temperature of propane is about minus 48°F., and butay 
about minus 23°F. 

BALLAST: Tankers may discharge ballast ashore at Jetty Nos. 1; 
and 6. Ballast received at rate of 2,000 t.p.h. Slops and residues aj; 
of 200 t.p.h. 
MEDICAL: No medical facilities at terminal. Agents may arrange meg 
attention through Oil Company clinic in Abadan. In event hog 
treatment required, patient would be taken to Abadan. 
FIRE PRECAUTIONS: On arrival Imam Khomeini Anchorage, Ma 
is given 6 copies of Fire and Safety Regulations. Fire Station; | 
Emergency tel. 4111. 
CUSTOMS ALLOWANCES: Reasonable quantity spirits and tobz | 
for consumption in port may be issued prior sealing store rooms. § 
supervision imposed by Customs and prohibited items, particu: | 
tobacco and cigarettes, should not be taken ashore in exces | 
50 cigarettes, or cigars, or 1 oz. tobacco. | 
CONSULS: Consulates situated in Khorramshahr. 
REPAIRS: No repair facilities at Mahshahr or Imam Khomein, 
emergency, the Oil Company may be able to undertake minor reps 
No main engine repairs whilst alongside loading jetties wity 
permission from Terminal Superintendent. 

TIME: GMT plus 3.5 hours. 

TELEPHONES: Available at each jetty. If requested, telephone may 
placed aboard. 

SHORE LEAVE: Restricted to foreshore area only. Recreation ce 
opposite No. 2 Jetty. 
CURRENCY: The unit of currency is the Iranian Rial. It is illegal toy 
any other than Iranian currency ashore and heavy fines have te 
imposed for infringement of this regulation. Masters are requeste 
bring this matter to the individual notice of their officers and cp 
Currency denominations are: 

Notes: 10,000, 5,000, 1,000, 500, 200, 100, 50 rials. 

Coins: 20, 10, 5, 2 and 1 rial. 

AUTHORITY: National Iranian Oil Co. Bandar Mahshahr. 


AGENT: See “Abadan’”. 
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BUSHIRE: 28.59 N. 50.50 E. (See Pie 


| 
Note: Jetties and port facilites are operational and no major damage? | 
been caused to the port facilities. 


DOCUMENTS: 
Quarantine Officer 
Crew List (1 copy, also all crew vaccination cards for inspection) 
Customs Officer 
Crew List (2 copies). 
Stores List (2 copies). 
Port Authority 
Crew List (1 copy). 
Agents 
Crew List (2 copies). \ 
In order to avoid any delay in entering and discharging, the follow 
documents must be sent by all loading port Agents to Bushire Age 
(via Khorramshahr) as far in advance of vessel's arrival as possibé ) 
Cargo Manifest (8 copies). 
Freight Manifest (2 copies). : 
B/L Copies (2 copies each). ) 
All cargo shown on manifest must be landed at the port, and! 
therefore essential that short-shipments, cancellations, diversions, | 
| 
| 


\ 
| 
| 
| 
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(if any) be reported as early as possible and manifest shoul 
corrected before submission to Port Authorities to avoid payme" — 
fines. Stowage plans and hatch lists should also be sent ahead, 9” 
ample time to be studied by Cargo Supervisor for unloal 
arrangements. 
PILOTAGE: Compulsory. Application for Pilot to be made we 
advance through Bushire Port Radic EQM, 500 kHz. Agents may! 
arrange pilotage but should be advised of ETA well in advance. 
ANCHORAGE: In outer port in (approx.) position Lat. 28° 58' 3% 
Long. 50° 44’ 50” E. 
RESTRICTIONS: Entry and departure day or night. Depth in® 
channel 10.5 m. at LW. Depth of inner channel, 30 ft. at LW and® 
at HW. 
The depth alongside the berth is 30 ft. at LW and 37 ft. at HW 

MAX. SIZE: LOA 600 ft. Max. draft 27 ft. 
RADIO: Bushire Port Radio EQM, 500 kHz. Telex number of! 
0332108 BDBU IR. 
VHF: VHF radio, operating on International VHF Marine Channe& 
16 and 25. MF call sign EQM available at following zone times: om 
0800 hrs. and 1200 to 1500 hrs. 
TUGS: Normally not used. In event of bad weather tug will # 
berthing. 2 tugs up to 250 h.p., 2 tugs of 1,200 h.p. 
BERTHING: Jetty 360 m. long. 
Max. draft No. 1 Jetty — 26.5 ft. 

No. 2 Jetty — 25 ft. 

Dolphins — 29 ft. 

Navy Jetty — 21 ft. 
MEDICAL: 24 hours advance notice of medical requirements * 
passed to Agents. Doctor available for vaccinations and inoculal# 


mesh WATER: Available at berths ex-pipe-line. 
tr) ye: Not available. 
e ssICHES: To be opened and closed by shore labour. 

ajsTOMS: Customs Officer will seal the store room. All liquor and 
b “caret stocks will be placed under bond and reasonable ship's 
™| “sements should be taken from store before sealing. 
©) AaGgd GEAR: Equipment 

2 cranes up to 5 tons 

. 6 cranes up to 5/10 tons 
‘| 3 cranes up to 10/15 tons 
t crane up to 20/30 tons 
. 2 cranes over 50 tons (max. 60 tons). 
% CONSULS: None. 

sEPAIRS: Minor repairs possible by local workshops. 
ta RT: 7 km. from port. Regular flights. 
mu qe: GMT plus 3.5 hours. 

TELEPHONES: May be connected on board. 
HORE LEAVE: Permitted. 
m DENTIFICATION CARDS: According to regulations in force seamen 
“a 
re 
an 


5 forklifts 2/3 tons 
7 forklifts 3/4 tons 


sould hold shore pass issued by respective Agents and signed by the 
got Health, Port Police and local town Police authorities. All shore 
sasses should bear a photograph of the holder, in order to facilitate 
»ecking at exit of port area. It is therefore necessary for officers and 
yew to have a photograph ready on arrival at the port to facilitate 
siaining shore passes. 

' DELAYS: Occasional delays awaiting berth turn. 


i CIRCULAR: Issued by Ports and Shipping Organisation — Bushire 
I! prectorate. 


Tor Master of MV/MT). 00 SPST SPR 
We would like to draw your kind attention that polluting Iranian 
emtorial waters with garbage or wastes is prohibited (same as other 
™® solutants), therefore reception facilities will be available to collect all 
waste and garbage from all vessels as follows: 
4 Collecting garbage will be carried out 3 times per week. 
*€ 2 Reception facilities will be available at more than above mentioned 
i ses, upon Master or Ships Agencies request. 
™ 3 Collected waste and garbage shall be handed to Bushire Port 
Oficials who approach your vessel. 
4. Use of said facilities will be compulsory. 
5. Related expenses will be charged to all vessels (used/not used) 
according to Bushire Port Directorate tariff. 
The Master shall be responsible for following the provision of this 
Oreular. 
Penalty will be charged against those violating this Circular in 
aeordance with Iran’s existing legal regulations. 


he 


SHIPMASTER’S REPORT: 1976. 
aN fresh Water: Available at wharf ex-pipe-line but mains pressure is 
sufficient to pump water up to deck level of vessels and is therefore 
he only generally available to small craft, e.g. fishing vessels. 

Fresh water is also available ex-road tankers (10 tons and 20 tons 
tapacity). Tankers are not equipped with pumps and a portable pump 
telonging to the Fire Brigade is used. 

fuel: Bunker fuels and lubricating oils not available. 

Watchmen: Posting of gangway and/or deck watchmen most advisable 

wlrecommend these should be provided from crew members. 

“entification Cards: Crew members proceeding ashore leave their 

_ eamen's Book or identification card at the wharf check point and collect 
same on return. 


SHIPMASTER’S REPORT: 1977. 

y 'essel discharged 726 metric tonnes of crane parts in 2 days 

* thatches). 

3 ‘JA: To be given at least 7 days in advance through Bahrain Radio as 

| ®egrams take 2 days. From the outer anchorage the following Telegram 

Tust be sent to “Port Director Bushire” via Bushire Radio EQM 500 

(Hz: Anchor time, Draft, Length, Breadth, Cargo, Last Port. 

ty Suter anchorage: Buoy No. 2 of fairway bearing 130° and 250° to the 

et Nohibited area in 10 m. to 20 m. water. The anchorage is not protected, 

f “the holding ground is good, even in bad weather. 

ty "lots: The Pilot comes by a fast blue boat to the outer anchorage. There 

jm $1 Pilot, also assistant and 1 docking master with 1 assistant, they 

jin, ly come out in daytime and good weather. 

ae There are 2 small and 1 large tugboat, which are used for turning 

\? ip. 

ais Per: The 360 m. long pier has good wooden and rubber fenders and 
wuficient bollards. Ships always berth port side alongside. The starboard 

“chor is used for turning. 

vearance: The following documents are necessary: 

ve) 5 Crew Lists. 

§§ 1 Health Clearance. 

1 Vaccination List (cholera). 

1 Stores List. 

1 Crew Effects List. 

gf __ The stores and the radio-room are sealed, beer is not sealed. 
“migration: The immigration officials do not come aboard, the Agent 

i) “es all seamen’s books ashore and exchanges them for shore passes 

ge) "ich are valid from 0600 hrs. until 2200 hrs. while the ship is in port. 
elore leaving the seamen's books will be returned in exchange for the 

ss) S0e-passes. 

_ovisions: Fruit and fish can be obtained, good quality and low prices 

he local market. 

‘ler; Water from the pier in any quantity and good quality. The pipe- 

va Pressure is Only enough for heights of about 3 m. to 4 m., so that 

ree tricks” must be used by larger ships. 

‘ctor; 24 hour's advance notice required. 

@ Protest: Notary public available, no consulates. 

s | “kes: Not available. 


= 
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Repairs: Were urgently required by the vessel and confirmed by Agent's, 
but nobody came on board. 

Photographs: Taking of pictures not allowed, as Bushire is Military Base. 
Crew-change: Very easy and can be done even on the outer anchorage 
when the ship has no clearance. The crew coming without delay directly 
from the airport to the ship in a launch (4 hours). 


AUTHORITY: Port Director. 
AGENT: See “Abadan’”’. 


CHAH-BAHAR: 25.17 N. 60.37 E. (See Plan) 


Note: 2 jack-up jetties available. It has been reported that the port can 
accommodate ships up to 20,000 d.w.t. 


ANCHORAGE: 
Latitude: 25° 22’ N. 
Latitude: 25° 22’ N. 


Longitude: 60° 30’ E. 
Longitude: 60° 33’ E. 

Latitude: 25° 18’ N. Longitude: 60° 30’ E. 

Latitude: 25° 18’ N. Longitude: 60° 33’ E. 
MAX. SIZE: Max. size 10,000 d.w.t. — 28,000 d.w.t. Max. draft 28 ft. at 
HHW. 
VHF: All ships destinated to the Chah-Bahar Port are requested to call 
Chah-Bahar on VHF Channel 16 between 0700 to 1900 hrs. local time. 
DEVELOPMENTS: Considerable development is taking place, and the 
port is expected to become of considerable importance in the future. No 
date for expected completion of various development work being 
undertaken has been received, but we understand that the following 
plans have been made:— 

A Container Terminal with length of 270m., a warehouse of 
9,000 sq. m. and an open area of 60,000 sq. m., suitable for vessels of 
up to 30,000 d.w.t. 

Two Jetties for general cargoes. Length of jetties to be 360 m. with 
warehouses of 54,000 sq. m., and an open area of 60,000 sq. m., 
suitable for vessels of up to 20,000 d.w.t. 

One Bunkering Jetty. Length of jetty 300m. and suitable to 
accommodate vessels of up to 30,000 d.w.t. 


SHIP’S OFFICER’S REPORT: May 1983. 
Approaches; The approaches to Char-Bahar from the East, West and 
South are straightforward, as far as the Outer Anchorage Areas, where 
a Pilot will embark. There is a buoy in position Lat. 25° 14.8’ N., 
Long. 60° 29.6’ E., and marks a 16 m. obstruction to the North of it. 

There is a Fl. 10s. 16M. light on Damagheh ye Chah-Bahar Point, 
this is at the present time unlit, and the Racon on the point has not been 
observed either. 

The light on Damagheh ye Puzim is Fl. (1) 15s. 30m. 10M., and 
working at present. 

The coastline also offers a good radar target, on both sides of the 
bay. 
Pilotage: Pilotage is compulsory (to the best of my knowledge), the Pilot 
boards the vessel at anchor to the South of Damagheh ye Chah-Bahar 
Point, and takes the vessels to the anchorage within the bay (see 
Admiralty Chart No. 145). 

The pilot boat is merely an open boat. International code flag “G” has 
to be flown by vessels requiring a Pilot. 
Anchorages: The anchorage where vessels have been discharging, is 
bounded by the following positions: Lat. 25° 22’ N., Long. 60° 30’ E.; 
Lat. 25° 22’ N., Long. 60° 33” E.; Lat. 25°18’ N., Long. 60° 30’ E.; 
Lat. 25° 18’ N., Long. 60° 33’ E. 

The bottom is soft mud, and the minimum charted depth is 10.3 m. 
VHF: There is a Port Control Office situated in Konarak, the details are: 

Frequency: VHF Channel 16, Channel 14. 

Hours: 0600-1330 hrs., 1430-1830 hrs. local time. 

Call: Konarak Port Control. 
Tugs: There are 2 tugs at the port, however, they appear to be involved 
in the port construction. No further information is known about size, 
horsepower, etc. 
Berthing: There is extensive work being carried out at Char-Bahar, 
however at present there are no berths open to vessels, 4 berths are 
due to be completed within the space of 4 months approximately. When 
these berths are open the main cargoes to be handled are bagged grain 
and fertiliser, for distribution within this Southern area of Iran. Vessels 
are however being discharged at anchor into barges and their contents 
being taken to Konarak. 
Medical: There is a hospital, with limited facilities, at Char-Bahar. 
Fresh Water: Not available. 
Fuel: Not available. 
Repairs: Not available. 
Cargo Gear: Ship’s gear used at anchorage. 
Repatriation: Possible from Char-Bahar and Konarak, however, trouble 
can be experienced as personnel have to fly to Tehran. 

It is, at present, due to the unrest within the country, very difficult for 
ship’s personnel to join a vessel in Iran in general. 
Airport: The airport is at Konarak, and has 5 flights to Tehran per week, 
but not on Sundays and Tuesdays. Flights from Tehran are still daily. 
Time: GMT plus 3.5 hours. 
Holidays: No work is carried out on Fridays. 
Shore Leave: Shore leave is not permitted, any person visiting the 
vessel, e.g. doctor, has to accompanied by the vessel's Agent. 
Regulations: Vessels are not permitted to leave Char-Bahar without 
clearance papers from the Harbour Master. 
Delays: With most Iranian ports now at a standstill, delays of varying 
lengths can be expected. 
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General: From approximately mid June all facilities are closed down at 
Char-Bahar due to the S.W. Monsoon, as the working anchorage is 
affected by the S'ly swell that develops. Ships waiting here to proceed 
to Bandar Abbas, will also be despatched as the Agents, etc. also close 
down, and the whole port set-up is then non-operational. 

Ship's stores are not available at Char-Bahar. 
Authority: The main Port Administration takes place at Konarak, where 
there is a Harbour Master's Office and radio station. 
Agent: The main Agents at Char-Bahar appear to be Shipping Co., 
Tehran. There are no telex facilities ashore, however there are no 
restrictions placed on vessels who wish to use their own radio 
equipment. 


SHIPMASTER’S REPORT: January 1984. 

Anchoring: 3 nautical miles East of the buoy at about Lat. 25° 15.5’ N., 
Long. 60° 29.5’ E. off Ras Pusim. 

Port: Unsheltered Port (Port Facilities under development). No bad 
weather docking. Max. draft 31 ft. Max. length 200 m. Density 1026.0. 
Pilot: Pilotage compulsory, will be advised by Port Control and meets 
vessel at the anchorage. Pilot comes out by tug. 

VHF: Char-Bahar Port Control on Channels 16 and 12. 

Tugs: 1 tug of 2,500 hp (“Ramassan”). Tug lines available, no line 
charges. 

Documents: 7 Crew Lists, 7 Passenger Lists, 7 Stores Lists, 7 
Vaccination Lists (Cards for inspection, Cholera obligatory), 7 Cargo 
manifests, last draft survey from loading port for bulk carrier, Ship’s 
Safety Certificates for inspection (Rats, Cargo, etc.). 

Health: From other Iranian ports no clearance formalities necessary. 
From sea clearance is effected before coming alongside and arrival. 
Radio: Via Radio Bandar Abbas EQI. 

Discharging: Only by ship’s gear. Port Authorities have to be informed 
about cargo gear type (Cranes or derricks). No shore facilities. In case 
of emergency 1 crane of 75 tons lifting capacity available. Bulk cargo 
discharging rate about 2,000 tons per day, will be carried away by lorry. 
Stevedore chief has to be accommodated and fed. 

Medical: Facilities available (Doctor, Ambulance). Emergency cases are 
sent to Tehran (Inform Port Authorities). 

Jetty: Consists of two pontoons on legs, connected by a bridge. Size of 
pontoons 150 m. by 30 m., bridge length 90 m. 8 bollards on pontoon 
ship's side. 

Fresh water: Will be delivered by truck, rate about 30 tons max. per 
day. (Line under construction). 

Fuel: Diesel oil by truck. Prices above international rate to keep supply 
low until Line and Stores are ready (now under construction). 

Consul: None. 

Repairs: Not possible. 

sec: tans watchmen: Supplied by Shore. Rate about 4,000 Rials 
per day. 

Hatches: Opening and closing carried out by crew. 

Customs Allowances: Customs Officer will seal all store rooms. 
Reasonable ships requirements (Cigarettes) should be taken out before 
sealing. 200 Cigarettes Allowance per week per crew member. 
Repatriation: Can be arranged by agent. 

Airport: Konarak Airbase. Daily flight from Bandar Abbas and Tehran 
and back. Konarak lies about 70 km. from Char-Bahar. j 
Time: \ranian Time 3.5 hours minus UTC. 

Telephone: Under construction. 

Services: Provisions from local market at reasonable prices. Garbage 
removal available. 

Shore Leave: By shore passes (photograph to be included). 
Authorities: Port and Shipping Organisation. J. Khalaj (Port Director). 


SHIPMASTER’S REPORT: January 1987. 

The following is an update of the “Shipmaster's Report — dated 
January 1984’. Items not remarked upon are the same. 
Port: Drafts at berths are different, no dredging has been done for years. 
Maximum depth is no more than 9.0 m. In any case a vessel must not 
arrive here with d.w.t. of more than 25,000 tonnes, otherwise vessel will 
be directed to other Iranian ports for lightening. 
Tugs: 22,500 h.p. 
Discharging: Most cargo discharged here is on direct delivery basis and 
there are severe problems regarding lorries. Rate of discharge varies 
between 300 tons to 1,000 tons depending upon how many ships are 
in port. 
Fresh Water: Should be tested before filling ship's tanks. 
Fuel: Twice the price of current market price. 
Telephones: Telephone exchange ashore provides international calls. 
There is no delay to Europe and U.S.A. 
Regulations: Strict Islamic Regulations to be adhered to especially for 
wives onboard. They must not be seen outside the accommodation 
without proper Islamic cover. 


AGENT: See “Abadan”. 


CYRUS TERMINAL: 29.01 N. 49.28 E. (See Plan) 


LOCATION: Open, unsheltered submarine export mooring, Lat. 29° 01’ 
27" N., Long. 49° 28' 51” E. Storage barge (Pazargad). Lat. 29°01’ 
57" N., Long. 49° 29’ 30” E. 

APPROACHES: 

Obstructions: In addition to submarine export mooring and storage 
vessel Pazargad, various oil wells and production structures located in 
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immediate vicinity, which constitute hazard to navigation, as folloy, 


Lat. Long. 

Well C—2A and the 

Production Stations 29° 03' 07" N. 49° 29’ 57” E. 
Cc-3 29° 02' 38.7" N. 49° 27' 23.1"E 
C4 29° 00’ 15” N. 49° 32’ 00" E. 
Cc-5 29° 02' 52” N. 49° 31' 34” E. 
C-6 29° 03’ 57” N. 49° 29' 57" E. 
C-7 29° 03' 31.2” N. 49° 29’ 05.6"E 
C-8 29° 03' 31.2” N. 49° 30’ 48" E. 
C-9 29° 02’ 15” N. 49° 29' 57" E. 
C-10 29° 03' 33” N. 49° 27' 22.5"E. 
C-11 29° 04' 51” N. 49° 26’ 31” E. 
C-12 29° 03' 33” N. 49° 23’ 56.5" E. 
C-13 29° 02’ 41” N. 49° 25' 39.5" E. 


Safest and most desirable direction of approach to Cyrus Terming 
from S.E. Due to numerous obstructions noted above any appros 
should be made with extreme caution. 

Navigational Aids. All structures located within Cyrus Terminal a — 
display interrupted quick flashing white lights and sound a fog horn, } 
storage barge Pazargad displays, as required, those day and ny 
signals as prescribed by articles 27 (b) and 30 (a) of International Rug | 
The 6 mooring buoys for the Cyrus Terminal are not lighted. 


DOCUMENTS: 
Bill of Health. | 
Health Declaration (International Health Form to be filled out by Mag ) 
on arrival). 
Manifest (if with cargo certified by Iranian Consulate. If vessel: , 
ballast, no legalisation dues). 
Clearance (from last port). 
Register. 
5 Crew Lists. 
Passenger Manifest (if any passengers are on board). 
5 Store Lists. 
Bonded Store List. 


PILOTAGE: Vessels will be boarded by Mooring Master of IPAC with | 
2 miles, approximately 180° true from Pazargad. Mooring Master’ | 
advise Master on approaches to berth, mooring and unmoor 
connecting and disconnecting submarine hose and all other operatie 
within berthing area. All manoeuvring within loading berth area shalt 
done only in accordance with advice of an IPAC Mooring Master, sube 
to understanding that Master shall remain solely responsible for sale | 
and proper manoeuvring. Master or qualified deck officer must be: 
bridge at all times while ship manoeuvring. 
Vessels requested to have pilot ladder safely and securely rigge 
ready for immediate use, and long enough to reach Mooring Masie 
launch. If at night, adequate lighting must be rigged overside for Moor 
Master to approach side of ship and climb ladder safely. Adequé | 
searchlights should also be rigged on both wings of bridge when moort | 
at night, to assist in running lines to buoys. 


ANCHORAGE: Area bound by: 28° 59’ 00” N. to 29° 01’ 00" N. betwe _ 
meridians 49° 28' 00" E. to 49° 31' 00” E. Depth of water 24 fathom 
Masters cautioned not to anchor North of Lat. 29° 01' 00" and Ez 
of Long. 49°31’ 00” as there are numerous flow lines on sea & 
connecting various structures, storage tanker and submarine termit 
During Winter months, November through March, severe South-east - 
storms often encountered with little or no indication of impending stor , 
Vessels at anchor, and loading in submarine terminal, must ha 
engines ready with full power for immediate use. Masters cautionet’ 
use adequate scope of chain while anchored awaiting berth. 
RESTRICTIONS: None. Terminal operates 24 hours per day, 7 dajs 
week. Ships moored, loaded and unmoored at any hour, weather @ 
other circumstances permitting. Terminal will never be closed due 
religious holidays. 
MAX. SIZE: Ship loaded by means of submarine pipe-line and 1 he 
at 1 loading berth, located in approximately 140 ft. of water. Moor 
buoys numbered 1, 2, 3, 4, 5 and 6. Starting with No. 1 East of moor 
and numbered consecutively in clockwise direction. Max. capal 
70,000 d.w.t., max. length 950 ft. 
HEALTH: The rules governing quarantine are the same as foun | 
other ports of the world. Owners should check with Agent respect 
any recent imposition of anti-epidemic regulations and requirements! — 
additional injections for crew members. 
RADIO: Advice of Arrival: Incoming tankers must send incoming & 
at least 3 days before arrival. The radio station at Abadan will hat’ | 
IPAC's radio traffic, pre-arrival et S, etc., for vessels calling Cyt ) 
Terminal. The station call sign is EQZ. Messages for IPAC shoul! 
to NIOC Kharg, prefixed “for IPAC” with copy to Agent. Further & , 
messages should be sent when vessel 24 and 12 hours distant if 
Cyrus Terminal and at any other time any appreciable change 00m | 
in Ss hte ETA or those subsequent thereto. The 12 hours ETA sho 
include a positive statement regarding “ship's readiness to load | 
arrival and the number of hours that will be required to discharge * 
ballast after ship is berthed in mooring. : 
Radio Watches: While at the anchorage off Cyrus Terminal, ves* 
should maintain normal listening watches on both HF and WT. , 
VHF: Cyrus Terminal base (Pazargad) is equipped with VHF @ . 
telephone and maintains a radio watch. Vessels arriving at Of 
Terminal may communicate with the Pazargad on Channel 6. 
TUGS: A charge for each tug movement will be made in accords 
with rates established by IPAC. When tug/tugs are standing-by v® 
mooring/unmooring, for use if required, the full fee will be charged. 
maintains launches to assist in mooring and unmooring. P 
LOADING: Maximum crude oil loading rates for a tanker using one '* 
deck hose and 20 p.s.i. at ship's rail is approximately 12,000 df 
Requested that ships receive oil as fast as it can be delivered, with? 
regard for safety, also that any fittings on manifold such as 
strainers, or mud boxes, which tend to restrict flow of crude oil into! 
ships, be removed before arrival at terminal. Preferable that connec® 
be provided so that a 12 in. deck hose can be used. 


ING: (Also see “Max. Size’). Tankers to have ready: (a) 
and deck winches fore and aft. (b) 12 good manila or synthetic 
lines, each not less than 120 fathoms in length, with efficient 
for each line. (c) On port or starboard side as directed, opposite 
as manifold, equipment capable of lifting submarine hose safely and 
apeditiously. Weight of lift 5.5 tons. (d) 1 bower anchor ready for 
=mediate use, with minimum of 120 fathoms of chain. Anchors, chains 
wd anchor windlass must be in good condition. (e) Equipped to fit 
sages on submarine hoses, which are of ASA standards. 
permanent moorings in the berth consist of 6 steel cylindrical buoys 
aon fitted with a quick release hook to which ship's mooring lines 
ached by mooring launches. The berth is laid out on a 2 heading 
ysis, using 12 mooring ropes (4 bow, 4 beam, and 4 quarter). 
WEDICAL: Neither medical nor hospital facilities provided by IPAC. 
wate doctors and hospital facilities available at Tehran or Abadan. 
'S emergency hospital cases only can be handled on Kharg Island, 
> swoximately 53 miles from Cyrus Terminal. 
SITY: Salinity approximately 20% more than normal sea water. 
& 1pE/CURRENT: Tidal range between 6 ft. and 8 ft. Currents generally 
h » axis of ship berthed in mooring; however, rotary currents can be 
a 
es 


apected. ; 
| RESH WATER: No fresh water available. 

_ FUEL: No bunkers or lubricants available. 

RE PRECAUTIONS: A continuous and efficient fire watch must be 
sept on deck and in engine room. In event of fire breaking out in any 
fe sat of a vessel, however minor it may be, fire alarm must be given 

' »mediately. This will consist of a succession of long blasts on ship's 
‘ whistle, together with a rapid continuous ringing of ship's bell. 

CONSULS: No consulates at Cyrus Terminal; consular or diplomatic 
presentatives for most nations maintain offices in Tehran and some 
9 Khorramshahr. 
_ REPAIRS/STORES: Port is considered an “open roadstead”, and under 
‘circumstances may engines be shut down for repairs while ships are 
moored in submarine berth. No facilities for making vessel repairs. No 
sare parts, stores or supplies should be sent to Cyrus Terminal for 
delivery to a ship. 
CUSTOMS ALLOWANCES: Present regulations allow each seaman to 
lain a maximum of 50 cigarettes or 1 0z. of tobacco or 5 cigars. The 
talance of all smoking items must be collected and carefully listed prior 
arrival. This list will be checked by Customs before sealing locker. 
fany discrepancies, vessel is subject to a fine. 
REPATRIATION: No facilities. 
TIME: GMT plus 3.5 hours. 
SHORE LEAVE: There is no shore leave permitted due to lack of 
golities. No visitors permitted on tankers loading. 
NSPECTION SERVICE AND MARINE SURVEYS: 

Petroleum inspection services available at Cyrus Terminal from 
Saybolt. IRAC also inspects cargoes on specific request of off-taker 
companies. 

GOVERNMENT OFFICIALS: Iranian officials, such as the Customs 
Oficers, Immigration Officer and Quarantine Officer, are available on 


BAeRAB BSERAGAS 


’ te barge Pazargad. Should Customs Guards be stationed on board 
4g _\essels while in the moorings, it is expected that ships will provide food 
e¢ ‘these guards and other officials. All vessels calling at Cyrus Terminal 
gi MSt provide an accommodation ladder, rigged for Iranian Officials. 

" AUTHORITY: Iran Pan American Oil Co. 

: AGENT: See “Abadan”. 
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KHARG ISLAND: 29.14 N. 50.19 E. (See Plan) 


pat Jetties No. 3, 5, 9, 10, 12 and 15 operational. Jetty No. 8 under 
‘epair. 

\. DARIUS TERMINAL (DOROOD TERMINAL). Oil-loading terminal of 
‘nian Offshore Oil Company. (1.0.0.C.). 

3 KHARG TERMINAL. Oil-loading terminal of the National Iranian Oil 
mpany. Including Sea Island Terminal. 

° KHEMCO TERMINAL. Loading terminal of Kharg Chemical Co. 


GENERAL: (Items common to all Terminals): There are no ballast 
®sposal facilities at Kharg and it is of the utmost importance that all 
®Ssels arriving at the anchorage should ensure that all water ballast 
“dpipe-lines are completely clean. 

; G: All vessels required to fly Iranian Ensign on foremast during 
“yight hours in Iranian waters. Iranian territorial waters extend 12 miles 
“award from mainland and adjacent islands. Iranian flags may be 
blained from Agent. 

DOCUMENTS: 

Bill of Health (certified by Iranian Consulate at port of origin or port of 


at Kharg Island). 
1a Declaration (International Health Form to be filled out by Master 
| arrival). 
ifest (if with cargo certified by Iranian Consul (see “Bill of Health” 
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; above). If vessel is in ballast, no legalisation fees due). 

, aearance (from last port). 

4 €gister. 

: Crew List. 

‘ <assenger Manifest (if any passengers are on board). 
lores List. 


Sonded Stores List. 


Call. If no Iranian Consul available, the legalisation fees are payable 


IRAN 


APPROACHES: Vessels approaching Kharg from South, should keep 
at least 2 miles to East of Island. Vessels approaching Kharg from North 
should keep to West of Island, as Kharg Island to the North is very low 
lying and difficult to see at night until dangerously close-to. 

Landfall: 3 high gas flare towers, 2 in the South and 1 to the North of 
the Island, make a most conspicuous landfall. At night, from a distance, 
the light from these flares tends to obliterate the various navigation lights. 
At night the glow from the 3 gas flares is visible from great distance, far 
beyond the range of any navigation lights. However on occasions, 1 or 
more or all of the flares may not be burning, making the main navigation 
lights more readily visible. 

Navigational Dangers: Eastern coast is open and free from navigational 
dangers, except for coral reef, which extends for about 0.25 miles 
seawards along whole coast line. To S.W. of Island, numerous oil 
platforms in positions up to 5 miles offshore. 

Kharg South Beacon: Lat. 29°12’ 46”N., Long. 50°19’ 15”E. At 
Southern end of Island, rotating white light, on steel tower, 295 ft. above 
MHHW, 2 flashes every 12 seconds, visibility 24 miles. Obscured by 
high ground and oil tanks between 151° and 215° from seaward. Light 
beam partly diverged upwards for aircraft. This is the main navigation 
light for Kharg area. 

Kharg North Beacon: Lat. 20°15’ 02”N., Long. 50°18’ 18”E. At 
Northern end of Island, white light on steel tower, 261 ft. above MHHW, 
2 flashes every 6 seconds, visibility 12 miles. Obscured by high ground 
and oil installations between 330° and 352° from seaward. 

Khargu Beacon: Lat. 29° 20’ 20" N., Long. 50° 21’ 18” E. At Northern 
end of Khargu Island, on a steel tower 59 ft. above MHHW, a white light 
with 10° red sectors towards Ganaveh and Kharg Isiand to indicate 
general directions of submarine pipe-lines, 3 flashes every 8 seconds, 
visibility, 10 miles red sector, 15 miles white sector. Obscured between 
011° and 041° from seaward by Kharg Island. Radar reflectors fitted to 
North and East sides of tower top. 

Ganaveh Beacon: Lat. 29° 35’ 20" N., Long. 50° 29’ 50" E. On mainland, 
at start of submarine pipe-lines to Island, 2 miles N.W. of Ganaveh 
village, on steel tower, white light with 10° red sector along general 
direction of submarine pipe-lines, 1 flash every 5 seconds, visibility 10 
miles red sector, 15 miles white sector. Light beam partly diverged 
upwards for aircraft. 

South-East Buoy: Lat. 29° 11’ 29” N., Long. 50° 19’ 51” E. Red can buoy, 
white light, 1 flash every 2 seconds. Near edge of reef, S.E. Kharg Island 
in 54 ft. of water. 

North-East Buoy: Lat. 29° 14’ 51” N., Long. 50° 20’ 10” E. Red conical 
buoy, white light, 1 flash every 6 seconds. On Northern boundary of port 
limits. 

Channel Buoy: Lat. 29° 16’ 12” N., Long. 50° 20’ 27” E. Red conical 
buoy, white light, 1 flash every 3 seconds. In Eastern end of channel 
between Kharg and Khargu Island. 

Radio Masts: At South end of Kharg Island a high radio mast painted 
red and white positioned at Lat. 29° 12’ 47” N., Long. 50° 19’ 15” E., 
approximate elevation 510 ft. Fitted with fixed red lights. Another radio 
mast, also painted red and white, positioned at Lat. 29° 14’ 10” N., Long. 
50° 18’ 26” E., approximate elevation 367 ft., fitted with fixed red light. 
Dideban Tomb: On highest point of Kharg Island, Lat. 29° 14’ 57” N., 
Long. 50° 18’ 29" E., a small domed building located, elevation 290 ft. 
Mir Muhammad Tomb: On N.E. part of Kharg Island at Lat. 29° 15’ 
10” N., Long. 50° 18’ 46” E., conical shaped tower surmounted by small 
dome, elevation 165 ft. 

Khargu Trees: On Khargu Island at Lat. 29° 18’ 45" N., rides 50° 20' 
30" E., a small group of trees, only ones on island, visible from long 
distances. 

Notice Boards: On North, S.E. coast and S.W. of Kharg Island and 
along coasts of Khargu Island, large white notice boards indicating 
prohibited anchorages surrounding submarine pipe-lines. 

Port Area: The area within: 


29° 12’ 23” N. 29° 14’ 53” N. 
50° 18’ 36” E. BOR. 1 A pea 
29° 12’ 21” N. 29° 14’ 53” N. 
50° 21407. 50° 20’ 20” E. 


offshore from Kharg Island has been proclaimed a port area. Port area 
used by vessels manoeuvring to and from oil-loading terminals. The 
whole of area within port limits declared a Prohibited Anchorage, and, 
a Restricted Manoeuvring Area. Vessels must not enter within port limits 
unless Berthing Master is on Board. 


PILOTAGE: Vessels should proceed to Eastern Anchorage, outside port 
limits (Prohibited Anchorage and Manoeuvring Area) approximately 
1.5 miles East of oil loading jetty, and await arrival of Berthing Master. 


ANCHORAGE: The approved Anchorage Area is to East of Eastern 
boundary of Port Limits, where holding ground is good. All vessels on 
arrival at Kharg must proceed to anchorage area and await instructions. 
Prohibited Anchorages: 3 Prohibited Anchorages in the Kharg Area: 

(a) Submarine Pipe-lines: Anchorage prohibited in vicinity of 
submarine oil pipe-lines laid between North coast of Kharg Island and 
mainland near Ganaveh. 

(b) Offshore Oil Platforms: Anchorage prohibited to S.W. of Kharg 
Island in vicinity of numerous oil wells and drilling platforms extending 
5 miles or more out to sea. 

(c) Harbour Area (East): The area surrounding the “T” jetty and 
extending approximately 2.5 km. offshore from the East coast has been 
declared as a Harbour Area. 

(d) Harbour Area (West): The area surrounding the sea island and 
extending to a distance of approximately 4km. offshore has been 
declared as a Harbour Area. The Harbour Area is used by vessels 
manoeuvring to and from the oil loading jetty. No vessel is allowed to 
enter or anchor within these areas unless a Berthing Master is on board. 
Cautions: (a) Unlit mooring buoys at S.E. of Kharg Island (see Darius 
Terminal). (b) Oil Platforms to S.W. of Kharg Island. (c) Aircraft approach 
lane S.E. of a point mid-way between Naval Boat Harbour and Kharg 
North Buoy, in N.W. corner of Port Area. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


HEALTH: Tankers calling at Kharg Island and requiring Radio Pratique 
should cable Agents 48 hours prior to arrival advising the following 
details: 

(a) Number of persons on board, including Master and passengers. 

(b) Last port of call. 

(c) Ports of call during the voyage. 

(d) Duration of voyage. 

(e) If any person on board requires vaccination against cholera. 

(f) \f there has been any case of illness of contagious nature. 

lf approved, the Master will be notified and the vessel will be allowed 
to enter port without yellow flag or night quarantine signal. 

VHF: Kharg Terminal equipped with VHF radio telephone, using 
international frequencies. Continuous watch kept on international calling 
and emergency Channel 16, frequency 156.80 MHz. Other channels, 
available after contact has been established are: Nos. 4, 12, 14 and 20. 
Masters recommended use this facility when within range, particularly 
when approaching port. In poor visibility, when vessel's approach may 
not be observed from shore, VHF communication may be the means of 
avoiding delay in mooring/berthing. 

RADIO: Vessels bound for Kharg Terminal should prefix messages with 
“NIOC Kharg”, and vessels bound Darius Terminal should prefix with 
“NIOC for 1.0.0.C. Kharg", in both cases with copy to Agents. Terminal 
on Telex No. 212770. 

Radio Watches: While at anchor off Kharg Island, vessels should 
maintain normal listening watches on WT, and Kharg Terminal on VHF. 
Use of the ship's radio station and/or battery-charging equipment 
prohibited during cargo transfer operations. 

Arrival Information: 

We quote below text of the letter dated October 24th 1988, received 
by Gulf Agency Co. (Iran) Ltd., Tehran, from NIOC, Crude and Product 
Operation Division, Tehran. 

“Further to our previous instructions, please note all the vessels under 
that agency which are intended to load at Kharg Island have to give 
information below, 36 hours before their arrival to the Area Manager of 
Kharg Island. Otherwise we shall not be responsible for any delay and 
demurrage or any other costs and expenses occurred to those vessels 
in this respect. 

Required information: 

1. Cargo requirements and supplier. 

2. Deballasting time. 

3. Loading rate. 

4. ETA Kharg Anchorage: 

5. Arrival and departure drafts. 

6. Radio Free Pratique by quarantine message addressed to Port Health, 

Kharg, Iran. 

Please also note the following: 

(a) There are oil pollution patrols by launch around Kharg, ensure clean 
ballast and pipelines. No oily discharge from any source allowed. 

(b) All cargo tank openings must be closed while tugs alongside. 

(c) Port safety regulations rigorously enforced. 

(d) After anchoring telex/cable anchoring time and position. 

(e) If loading two grades of oil, indicate which necessary to load first. 

(f) Note that diesel bunkers are not available at Kharg Island. 

(g) Early Departure Procedure is available. 

(h) Vessels using EDP to telex/cable ship's figures within 12 hours of 
Sailing. 

(i) Ensure that all exhausts and uptakes are clean before berthing to 
prevent funnel sparking alongside. 

(j) Propeller turning alongside berth to be kept to minimum and must 
be strictly watched. 

(k) Intership VHF traffic to be kept clear of Channels 16, 12, 10 and 77 
while in Kharg Anchorage and alongside.” 

DENSITY/TIDE/WINDS: Salinity of sea approximately 20% more than 

normal sea water. Surface temperature of sea ranges from 63° to 97°F 

depending on season. The extreme tidal range between 7 and 8 ft. with 

maximum rate of about 1.5 knots. Wind directions and velocity subject 

rapid change without warning and precautions necessary to avoid 

Seren Heaviest seas and swells while in port are from N.E. through 

= 


‘Tidal heights Tidal streams 


L.A.T. =+10.4 ft Slack water 10.75 hrs. before HHW 
MLLW =+1.8 ft. Ebb (full) 7.75 hrs. before HHW 
MHLW =+3.6 ft Slack water 4.50 hrs. before HHW 
MSL =+4.1 ft. Flood (full) 1.50 hrs. before HHW 
LLHW =+4,7 ft. Slack water 1.00 hr. after HHW 
MHHW = +6.5 ft. Ebb (max.) 3.75 hrs. after HHW 
H.A.T. =+8.2 ft. Slack water 6.50 hrs. after HHW 
Heights in feet above Flood (max.) 9.50 hrs. after HHW 
Chart Datum Times are approximate only 


MEDICAL: Small hospital with clinic on Kharg operated by National 
Iranian Oil Company for minor medical treatment. More serious cases 
may have to be sent by air to Abadan Hospital. Any medical services 
required should be brought to attention of Medical Officer when he 
boards vessel to grant pratique. 

FRESH WATER: Not available. 

STORES: Commissary supplies, as well as steward’s stores, in limited 
quantities, can be arranged through Agent with at least 5 days advance 
notice. 

Not allowed to be placed on board while vessel is berthed, can be 

taken at anchor or boat comes alongside immediately after leaving jetty. 
Transfer of bonded stores is permitted, with Customs in attendance, 
while alongside. 
REPAIRS: Masters of vessels loading or discharging at Darius Terminal 
are advised that this port is considered an “open roadstead” and, under 
no circumstances may engines be shut down for repairs while ships are 
moored in submarine berth. No facilities at Darius Terminal for making 
vessels repairs, and it is emphasised that all vessels in submarine 
moorings must be in condition to clear immediately on instructions to 
do so. No repairs allowed alongside the Oil Loading Jetty at Kharg 
Terminal. Ship's main engines must be available at all times while 
alongside jetty. 


826 


CUSTOMS ALLOWANCES: Present regulations allow each seam» 
retain maximum 50 cigarettes or 1 ounce of tobacco or 5 Cigars } 
balance of all smoking items must be collected and carefully listed 
to arrival. This list will be checked by Customs before sealing locke 
any discrepancies, vessel subject to fine. 

AIRPORT: Small airport used by Oil Company aircraft and Iran Air tig 
to and from Abadan. Due security arrangements movement of Crewm 
be programmed through Agent. 

TIME: GMT plus 3.5 hours. 

IDENTIFICATION CARDS: Each seaman will be issued with ap 
which will be punched when crossing the jetty limits going out and) 
and may be used once only. In addition to this pass, seamen shy 
carry an Identification Card or Vaccination Certificate, bearing; 
owner's photograph. 


A. DARIUS TERMINAL (Dorood Terminal). (Additional requireme 
and details). 

Terminal operates 24 hours per day, 7 days a week. Ships moos 
loaded and unmoored at any hour, weather and other circumstar 
permitting. Terminal will never be closed due to religious holidays 
LOCATION: A submarine terminal at S.E. corner off Kharg Ise 
Lat. 29° 12' 40” N., Long. 50° 20’ 40” E. 

LANDMARKS: Jetty: Approximately 0.5 miles North of the Mooring 
a “T” shaped wharf for the berthing of supertankers. 

Khemco Jetty: Approximately 0.25 miles West of the terminal is a dolp | 
type jetty for berthing LPG and sulphur ships. 
South Gas Flares: At the South end of Kharg Island, 2 very conspicuy _ 
gas flares bearing 277°, 1,900 ft. and 271°, 2,150 ft. from Kharg So 
Beacon. Approximate elevations: 400 ft. 
North Gas Flares: \n the centre of Kharg Island 2 very conspicuouss 
flares bearing 191°, 3,050 ft. from Kharg North Beacon, elevation 4% : 
Khemco Gas Flares: On the S.E. of Kharg Island 2 small gas fla 
burning in the Kharg Chemical Plant. 

Note: At night, the glow from the 4 gas flares is visible at great distane 
However, on occasions, 1 or more or all of the flares may not be burn: 

Also see “Approaches” at beginning of Kharg Island. 

RADIO: Arrival Advice: It is important that ships establish radio con 
with 1.0.0.C. when 3 days distant from Kharg Island and maintain? 
contact until just prior to arrival at the Terminal. All ships should se 
a 72 hour ETA message to |.0.0.C., giving the best estimate of shy 
arrival time at the Terminal. This first ETA message should also inch _ 
a definite statement of the details of any equipment required from st - 
for connecting submarine hoses to ship's manifold. Further & 
messages should be sent to |.0.0.C. when the vessel is 24 hours 
12 hours distant from Kharg island and at any other time when: 
appreciable change occurs in the original ETA or those subsea 
thereto. The 12 hour ETA should include a positive statement regaré 
“ship's readiness to load” on arrival, and the number of hours thatr 
be required to discharge clean ballast after ship is berthed in moor 
Ship-to-Shore Communication: Kharg Terminal is equipped with \i 
radio-telephone, using international frequencies. A continuous watt 
kept on the international calling and emergency Channel 16, freque® 
156.80 MHz. Masters are recommended to use this facility when we 
range, particularly when approaching the port. In poor visibility, whe 
vessel's approach may not be observed from the shore, 
communication may be the means of avoiding delay in mooring. W 
a ship is in mooring, communication will be by portable 
radiotelephone units. The Mooring Master will advise Masters # 
Officers regarding the emergency whistle signals set up for use in ef 
VHF radiotelephone units becoming inoperative. The use of the si 
radio station and/or battery charging equipment is prohibited du’ 
cargo transfer operations. 

Radio Watches: While at anchor off Kharg Island, vessels sh 
maintain normal listening watches on W/T and VHF. 

MOORING: Vessel requested to have pilot ladder safely and sec 
rigged, ready for immediate use, and long enough to reach Moo" 
Master's launch. Mooring Master will board 2 miles seaward 0! 
Terminal sea-buoy. Adequate searchlights should be rigged on 
wings of bridge, when mooring at night, to assist in running |iné 
buoys. 

Raising, connecting, disconnecting and lowering of submarine he 
will be performed by IPAC line handling crew as advised by Mow 
Master, who will remain on board while ship in moorings. A cap® 
winchman to be provided by ship. 

Mooring buoys for Darius Terminal (Darood Terminal) not lig® 
Permanent moorings in berth consist of 5 steel cylindrical buoys # 
fitted with quick release hook, to which ship's mooring lines are atta? 
by 1.0.0.C's mooring launches. The berth is laid out on the one hea? 
basis, using both ship's bower anchors with 9 mooring ropes (4 b# 
4 quarter and 1 stern). Mooring buoys numbered 1, 2, 3, 4 and 5. Sia* 
with No. 1. East of the mooring and numbers running consecutiv 
a clockwise direction. 

Tankers to have ready: (a) Windlass and both bower anchors, # 
with not less than 120 fathoms of chain. (b) 9 good manila or s 
mooring lines, each not less than 120 fathoms in length, with eff@ 
stoppers for each line. (c) On port side opposite ship's 
equipment capable of lifting submarine hose safely and expedit# 
Weight of lift 5 tons. 

LOADING: Ship loaded by means of submarine pipe-line and 2% 
at 1 loading berth, located approximately 1 mile offshore in over 
of water. Crude oil loading hoses lifted on port side. Maximum cn# 
loading rate for tanker using two 12 in. deck hoses and 20 p.s.i. at® 
rail is approximately 5,000 t.p.h. 


|, = 


ne 
j sorder to Save ship time as well as to make berth available for others, 
%» .wested that ships receive oil as fast as it can be delivered, with due 
Th gard for safety. Also requested that any fittings on ship’s manifold 
me as “Y's”, Strainers, or mud boxes, which tend to restrict flow of 
1), “ge oil into ship, be removed before arrival at terminal. It is preferable 
ez connections be provided so that a 12 in. deck hose can be used. 
fe Jessels must be equipped to fit flanges on submarine hoses, which are 
| J ASA standards. 
eRe PRECAUTIONS AND SAFETY: Full instructions will be given by 
) yorng Master, but vessel's personnel responsible for safety of vessel 
% 4 must take all necessary precautions, whether or not so advised by 
©! \oring Master. 
ut During time vessel moored in Darius Terminal, a continuous and 
ty .¢gent fire watch must be kept on deck and in the engine room. In the 
sent of fire breaking out in any part of vessel, however minor it may 
» fre alarm must be given immediately. This will consist of a 
wecession of long blasts on ship’s whistle, together with a rapid and 
satinuous ringing of ship's bell. 
sMERGENCY MEDICAL ASSISTANCE: Vessels requiring emergency 
sedical assistance should hoist international code flag “W” in daylight, 
yd at night send “W” (-—-—) on blinker light. To attract immediate 
stention, the same signal ‘‘W” (- ——) should be given on ship's whistle 
» either day or night hours. The signal should be repeated until 
™ sknowledged visually by either another ship in the moorings, or from 
00.C. launch. As soon as signal is received. Terminal officials will 
® .syise Agent as soon as possible of the emergency medical aid required. 
© FEL: No bunkers available at submarine mooring. Bunkers may be 
saded at main jetty having obtained nomination through NIOC Tehran 
% fort and Marketing). Tankers loading crude oil at “T'’-head jetties 
save at all times priority for berth, over the vessels lifting bunkers only. 
J® wane lubricants not available, except through marketing 
presentatives by arrangement through Agent. 
N CURRENTS: Generally on the axis of the ship berthed in the mooring; 
nowever, rotary currents can be expected. 
SHORE LEAVE: For personnel of vessels loading or unloading at the 
 Teminal is arranged between Agent and Iranian Security Officer aboard 
vessel. Ship's personnel (other than medical or emergency cases) not 
J® sowed to disembark or embark at Terminal. Sufficient personnel must 
te aboard at all times for letting go lines and clearing moorings 
1 mmediately. 
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8 KHARG TERMINAL (Additional requirements and details). 
: RESTRICTIONS: If arriving with a part cargo vessels will be refused 


oading by N.1.0.C. if the maximum displacement exceeds 250,000 tons. 
OL LOADING JETTY: “Tee” head with overall length of 6,038 ft. 
tetween fender faces. The fender to fender width is 138 ft., for the 
section South of trestle approach, and 124 ft. for North section. Jetty 
ace is aligned in direction 172° 35’ — 352° 35’. Deck level 22 ft. above 
chart datum. The jetty, being on Eastern side of Island, is sheltered from 
prevailing N.W. winds, but exposed to S.E., when during Winter storms, 
waves of 8 ft. to 10 ft. often occur. A maximum wave height of 15 ft. has 
teen recorded at Southern end of jetty, under such conditions. 
Height limits 


Depth ship's manifold 
44 of Maximum Loading and __in metres above 
+ Berth water capacity bunker armst chart datum 
7. (m.) (d.w.t.)* 
6 21:3 250,000 3x16 in. 4.3 to 23.8 
nf 2x12 in. 
Hf 2 19.8 38,000 4x12 in. 3.4 to 18.9 
ke 3 21:3 250,000 3x12 in. 4.3 to 23.8 
HF (flexible) 
i 4 20.1 65,000 5x12 in. 3.4 to 18.9 
| 2 21:3 250,000 3x16 in. 5.8 to 25.3 
03 6 20.4 120,000 3x 16 in. 4.3 to 23.8 
i 2x12 in. 
1 18.3 175,000 3x16 in. 4.3 to 23.8 
it 2x12 in. 
8 19.2 45,000 5x12 in. 3.4 to 18.7 
9 17.4 140,000 3x16 in. 4.3 to 23.8 


el) 

a) 0 17.7 90,000 5x12 in. 3.4 to 18.7 

ne ee to weather, tidal conditions and lengths of vessels adjacent 
it S. 
t 


rg Bunker arms at all berths. All Chicksan arm flanges are series 


25 | _ Outer Berths: 9, 7, 1, 3, 5. Inner Berths: 10, 8, 2, 4, 6. Berth Nos. 7, 
7 | 59and 10 located North of trestle approach. 
“4 SEAISLAND TERMINAL: A 4 berth Sea Island Loading Terminal is in 
| eration on the West side of Kharg Island. 
_The structure, 1,800 ft. long, is centred in Lat. 29° 13’ 29” N., Long. 
17' 10" E., and is aligned in a direction 154°/334°. It is designed to 
*commodate vessels of approximately 150,000/500,000 tons at No. 11 
eth on the West side, and vessels of approximately 150,000/300,000 
“is at No. 12 Berth on the East side. 

Unless advised to the contrary, all vessels should proceed to the 
*chorage East of the Main Jetty. 

Vessels instructed to load at the Sea Island are required to rig an 


% Authorities. Agency work and crew changes must also be effected 
*the anchorage. There is no shore leave from the Sea Island. 
..,&@ Comparatively exposed position of the Sea Island makes 
“sitional moorings advisable and vessels should be prepared to use 
a Maximum number of mooring lines. Quick-release hooks are 
2 “ded for all mooring lines. 
; Minimum size vessel, about 150,000 d.w.t. 

Loading rates of up to 30,000 t.p.h. to one berth can be achieved at 
;  "8Sea Island. 
nly fuel-oil bunkers are available. 


*commodation ladder to facilitate the boarding of Customs, Health, and. 
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Vessels may, if considered necessary, be required to retain on board 
sufficient ballast while loading cargo to ensure that the loading arms do 
not exceed their maximum designed elevation. 

Height limits 


Depth ship's manifold 
of Maximum Loading and __ in metres above 
Berth water capacity bunker arms chart datum 
(m.) (d.w.t.) 
11 32.0 500,000 4x24 in. 6.1 to 33.5 
2x16 in. 
12 29.5 300,000 3x16 in. 6.1 to 28.3 


The Sea Island has been extended to the Northward to create two 
new berths, 14 and 15. 


Height limits 
Depth ship’s manifold 
of Maximum Loading and ___ in metres above 
Berth water capacity bunker arms chart datum 
(m.) (d.w.t.) 
14 25.9 300,000 2x16 in. 6.1 to 28.3 
4x16 in. 
15 27.4 500,000 4x16 in. 6.1 to 33.5 


Loading Arms: Luceat — quick coupling. 
Effective Loading Rate: Berth No. 14 — 16,000 t.p.h. Berth No. 15 — 
30,000 t.p.h. 


TUGS: Vessel normally berthed with assistance of tugs which, together 
with Berthing Master, meet vessel at port limits. The tugs will come 
alongside, normally 1 to the bow and 1 to the stern, as far forward and 
aft as is safe and practical. Tugs’ towing equipment will be used on all 
occasions. 


BERTHING: Approaching berth, 2 fibre-rope headlines should be 
lowered to mooring launch, for transfer to jetty. 2 stern lines are then 
handled, preferably one at a time, to avoid possible fouling of vessel's 
propeller. Positioning of vessel's loading manifold in relation to Chicksan 
loading arms on jetty has to be carried out to a close tolerance, as 
directed by Berthing Master, to requirements of jetty operator. On inner 
berths, particularly Nos. 2, 4 and 8, vessels are berthed head outwards, 
i.e. stern to trestle. In these cases, vessels are towed stern first by after 
tug's hook wire, with forward tug either alongside or on towing hook, 
depending on tidal and weather conditions. 

Mooring System: Under normal conditions, 12 lines are used to moor 
a vessel as follows: Forward: 3 headlines, 2 breast lines and 1 spring. 
Aft.: 3 stern lines, 2 breast lines and 1 spring. 

During Winter S.E. storm period, it is usual to use 1 each additional 
headline and breast line, at each end making a total of 16 mooring lines. 
Breast lines and springs of wire rope are acceptable. 

Berthing Limitations: Various combinations of wind, sea and tidal 
conditions, also size, length, ballasted trim and handling qualities of a 
vessel and available berth space, can effect decision to berth a vessel 
at Kharg. All these factors have to be evaluated before a final berthing 
decision is made. 

Manifold Position: No berthing where manifold of vessel cannot be 
positioned, within horizontal limits of Chicksan loading unit arms, due to 
adjacent occupied berths. 

Note: On outside berths, very large vessels of light free board in excess 
of 70 ft., may be required to retain sufficient ballast, to ensure that their 
manifolds remain within the vertical range of the Chicksan loading arms, 
until sufficient cargo is loaded. 


LOADING: Both Iranian light and heavy crude oils available at all jetty 
berths. Crude oil is delivered to jetty from Tank Farm, situated on central 
plateau of sand, by gravity flow through 4x48 in. diameter pipe-lines 
and to the Sea Island by 278 in. shorelines and 2x56 in. sealines. 
Loading rates of up to 15,000 t.p.h. to one berth can be achieved at 
Kharg Terminal. Up to 60,000 t.p.h. can be delivered to all 10 berths 
simultaneously. 


FUEL: Bunkering facilities at each berth. 2 grades available, marine fuel 
oil and marine diesel oil. Bunkers may be loaded up to a maximum rate 
of 1,000 t.p.h., and bunkering will normally commence before loading 
cargo. Only fuel oil available at Sea Island berths. 


FIRE PRECAUTIONS: A copy of the “Fire and Safety Regulations” 
notice is given to Master of every vessel by Berthing Master, at 
Anchorage. 5 additional copies are passed aboard vessel when it arrives 
alongside jetty. These extra copies must be posted in conspicuous 
places throughout the vessel. While a vessel is within Port Area a 
continuous and efficient Fire Watch shall be maintained on deck and in 
the engine room. In event of fire, however minor it may be, the Fire 
Alarm shall be given immediately as follows: 

On Board Vessel: Rapid and continuous ringing of ship's bell, together 
with a succession of long blasts on the ship's whistle or siren. 

On Jetty or Elsewhere in Port Area: Rapid and continuous ringing of the 
gongs on the jetty. A push-button alarm system is provided at each 

erth. 


SAFETY: 
Amendment to Safety Regulations and Safety Inspections: 

To keep Safety Regulations and Safety Inspections in line with current 
world-wide practice, the following new Rules will be put in force 
immediately. 

1. At least 50% of the crew including sufficient senior officers shall 
be available on board at all times to deal with emergencies. 

2. Two dry powder extinguishers plus 1 fire hose to be available at 
the manifold at all times. 
Note: This is especially important before connecting lines. 

3. Present funnel deck hoses, now only required at inside berths, 
are now required on all berths including Sea Island. 
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C. KHEMCO TERMINAL: (Additional requirements and details) 
OPERATOR: Kharg Chemical Company, Ltd. (Khemco), Tehran, Iran. 
Cable Address: “Chemkharg” Tehran. Telex: 2402 Khemco Tn. 
LOCATION: Khemco Terminal dolphin jetty is located at the S.E. corner 
of Kharg Island Lat. 29° 12’ 45” N., Long. 50° 20’ 05” E. 
APPROACHES: Vessels entering Kharg Island Roads must not 
approach or anchor West of Long. 50° 21’ 30” E. (being approximately 
1 mile East of Knhemco Terminal), unless a Company Berthing Master 
is on board. 

PILOTAGE: 1.0.0.C. pilots will board vessels outside the port area and 
will pilot and berth the vessel alongside Khemco Jetty. The pilots will 
also carry out the duties of safety officer. 

Vessels with the pilots on board shall display the international flag “H" 
in a prominent position while manoeuvring under his advice. This flag 
will be in addition to the “Q” flag, being already hoisted for quarantine 
purposes. 

Vessels are requested to have a clean pilot ladder safely secured on 
the leeside of the ship for the pilots. The pilot ladder should be long 
enough to reach the pilot tug or launch. At night adequate lighting for 
the pilot ladder shall be installed. 

Pilotage, berthing, mooring and sailing of vessels will be carried out 
in accordance with instructions of the pilots, subject to the understanding 
that in all circumstances the Master of the vessel being manoeuvred 
shall remain solely responsible for the safety, proper navigation and 
manoeuvring of his vessel. The Master or a qualified ship's deck officer 
must be on the bridge at all times while the vessel is underway or 
unmoored. 

NOTICE OF READINESS: Notice of Readiness will not be accepted at 
the time of arrival unless the vessel is in all respects ready to load. 
Arrival time will be considered as the time the berthing Master boards 
the vessel or the time that the vessel anchors, whichever occurs first. 
RESTRICTIONS: Vessels can be berthed day or night in 2 directions 
using ship’s moorings. Occasionally bow anchor will be used during 
berthing operation. 

MAX. SIZE: Length of pier is 1,180 ft. with maximum of 42 ft. water 
alongside at MLLW. 

RADIO: Messages for Khemco should be prefixed with “NIOC for 
Khemco Kharg’’, with copy to Agent. 

Advice of Arrival: It is important that ships establish radio contact with 
Khemco, when 3 days distance from Kharg Island, and maintain this 
contact until just prior to arrival at the terminal. All ships should send a 
72 hours ETA message to Khemco, giving the best estimate of the ship's 
arrival time at Kharg anchorage. The first ETA message should also 
include a definite statement of the details of manifold dimensions, cargo 
requirement, Agent and any other necessary information. Further ETA 
messages should be sent to Khemco when the vessel is 24 hours and 
12 hours distant from Kharg Island and at any other time if any 
appreciable change occurs in the original ETA or those subsequent 
thereto. The 12 hour ETA should include a positive statement regarding 
ship's readiness to load on arrival, and the number of hours required to 
discharge clean ballast after ship has berthed. 

TUGS: Two 2,000 h.p. and one 1,000 h.p. diesel tugs are provided by 
1.0.0.C. Normally 2 tugs are used for berthing and 1 for unberthing, 
depending on the Berthing Master's discretion. Tugs moorings are 
provided by the company and vessels are requested to have good 
heaving lines handy on the deck for picking up the tug lines. All tugs 
are equipped with fire-fighting equipment, including a foam system, 
which can be used when required. 

MOORING: If, in the opinion of the Berthing Master, the vessel is not 
equipped with adequate mooring facilities, lines or gear, he will so inform 
vessel's Master, and in such event shall not be brought into berth until 
such facilities, lines or gear are deemed satisfactory. 

Mooring Launches. 4 powerful mooring launches are provided by 
1.0.0.C. and normally 1 is used during berthing and unberthing 
operations. 

Mooring Lines. Under normal weather conditions the following 
mooring lines are required: forward: 3 head lines, 2 breast lines, 1 spring; 
aft.: 3 stern lines, 2 breast lines, 1 spring. 

All lines to be of 120 fathoms, with the exception of the breast lines, 
being of shorter length. No wire lines are to be used at Khemco jetty. 

During abnormal conditions, especially during Winter periods, some 
additional 4 lines are required for extra moorings. 

In most cases it might be necessary to pass all forward lines from the 
bow and all stern lines from the poop. 

Dolphins. The jetty consists of 1 main and 8 smaller dolphins. 4 on 
either side of the main dolphin are for ships mooring. The main dolphin 
is connected to the shore via a trestle and causeway. Head and stern 
lines are passed to the dolphins by means of line handling launches 
and others by heaving lines. All mooring dolphins are fitted with quick- 
release hooks. 

BERTHING: A. Berthing Masters. Vessels to be berthed at Khemco jetty 
will be boarded by an 1.0.0.C. Pilot at Kharg anchorage and after 
advising the ship's Master of all port formalities, will normally take 2 tugs 
(1 to the bow and 1 to the stern), alongside while proceeding to the jetty. 

B. Berth Turn. Vessels to load at Khemco jetty will normally be 
accepted and the berth will be assigned to the vessel in order of arrival 
and nomination. In the event the berthing is delayed by weather or other 
reasons, vessels will keep their positions in line. Vessels leaving the 
port area on account of weather or other reasons should keep in contact 
with the terminal in order that they will be available when weather 
moderates. Khemco reserves the right to load vessels out of turn 
following the return of good weather, to the extent that such loading out 
of turn does not materially delay the loading of other vessels in line. For 
example, in the event that weather or other reasons make it necessary 
for vessels awaiting berth to leave the terminal and put to sea, Khemco 
may load another vessel after the port opens, but before the return of 
the vessels waiting in line ahead of it. And further, Khemco reserves 
the right to decline to berth a specific vessel if its condition or facilities 
are unsafe for berthing or loading, but berths other vessels “out of turn’. 
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C. Gangway. When alongside the jetty, vessels shall Provide ; 
efficient gangway with a net rigged underneath. During the hour, 
darkness, they shall install adequate safe lighting for the gangws 
These lights are in addition to those used for the deck illumination 

D. Sailing. All lines are dropped by means of quick-release 
fitted on all dolphins and under normal conditions 1 tug is used ons 
hook at the bow of the vessel in order to clear her off the berth. Usus 
the documents are signed before departure, unless the berth is neeg 
for another ship. 

BALLAST: A. Rules and Regulations. Vessels arriving at Kharg sho, 
maintain a reasonable draft fore and aft for safe manoeuvring » 
berthing. When conditions permit, the Berthing Master will advise » 
Master to commence discharging ballast. It is the Master's responsip: 
to see that dirty ballast, whatsoever, is not pumped or spilled overbox 
Only clean ballast or bilge water may be discharged within 50 miles, 
the coast-line. In the event of contaminated ballast or bilge water, 5 
vessel will be required to divert this material to a ship's slop tay 
Otherwise, the vessel may be unberthed and returned to a point not |e 
than 50 miles from the coast line to discharge contaminated ballast 

There are no ballast disposal facilities at Kharg Island. 

Masters are requested to arrive at Kharg with clean tanks, pipe-line 
sea suctions, strainers and pumps. Ships will not be accepted for load» 
if evidence of any dirty ballast is observed. 

Any vessel returned to a position at least 50 miles off-shore; 
discharge dirty ballast, or for any similar reason, automatically nullity 
any “Notice of Readiness” already tendered and loses any priority he 
for loading. The vessel will be entered for loading at the time of seom 
arrival when a new ‘Notice of Readiness” will be tendered. 

B. Loading and Deballasting Simultaneously. Vessels are permite 
to load cargo and discharge clean ballast at the same time provided; 
safety and other aspects are observed. 

C. Tank Cleaning. Ship-tank cleaning will not be allowed at the pe 
Ships will be allowed to draw sea water ballast while alongside. 
LOADING: A. Ship’s Gear. Although the jetty is equipped with a bor 
to handle loading hoses, ships are requested to rig jetty side boom: 
a proper and safe manner for possible use. Masters will be responsi) 
for ensuring that the ships gear or fittings are in good working order a 
will not in any way interfere with or hamper the working of the faciliie _ 

B. Inspection. After the vessel has been berthed and all formalite 
carried out the vessel will be boarded by the loading Master. A jo | 
inspection will be made by an authorised ship's officer and the loads 
Master after the exchange of information and documents. If the shp 
tanks, piping or equipment are in such condition that a potential haze 
exists, the ships will be refused permission to load until such hazar 
are corrected. In any case, the Owners or Charterers of the ship will 
notified of any delay or refusal to load because of hazardous condition , 
and any expense due to such delay or refusal to load will be borne! | 
Owners. : 

If the ship does not arrive with tanks and/or piping sufficiently cook 
to permit loading, the time required to cool down shall not be count . 
as lay time. Any expenses, including LPG furnished by compan | 
demurrage, etc., involved with the cool-down period and operation st 
be borne by the Owners or Charterers of the vessel. 

Should the vessel arrive at the loading terminal with inert gas in! | 
tanks, after purging from a previous cargo of ammonia or other gas! | 
prevent contamination of shore lines and facilities, the inert gas shou | 
be vented if possible before ship is moored. If the ship's tanks to? | 
loaded previously contained a product different from what is tot | 
loaded, the Master shall verify that the tanks are clean and ready! 
receive Kharg Chemical cargo. 

C. Loading Propane and/or Butane. 1. General Information. No load _ 
will begin until the ship is safely moored with fibre mooring lint 
gangway lowered and secured, the ship grounded and ground tesié 
ship's and shore emergency fire hose pressurised and ready for Ww 
fire wire in place, and ship/shore communications tested and in go 
working order. | 

All loading personnel will wear fibreglass hard hats, leather-palm® — 
gloves, cotton long-sleeved shirts, long cotton trousers, cotton soe 
and sandals or shoes that do not have spark-generating material, s¥ 
as steel nails, cleats, toe or heel plates. Non-sparking tools will be us 
in making hose and ground connections. Silk clothing or headgeal* | 
not be permitted due to its affinity for collecting static electricity. Sh 
grounds will be tested for continuity to shore before product or vapo! 
pass through hoses. 

Since the LPG may not contain an odorant, particular care shal? 
taken that the atmosphere does not become explosive. If there is no! — 
movement, explosimeter readings will be taken hourly, and f! — 
explosive atmosphere exists, loading shall stop until conditions chay 
Prior to loading the main cargo a small quantity of propane and/or bul — 
will be loaded or circulated initially for cooling down purposes. ® — 
amount set aside for cooling down will depend on whether the cool o* 
is for the ship's lines or ship's tanks. Generally, the ship’s lines wil! 
cooled down before loading each parcel. 

Although a small amount of refrigerated LPG is normally retaine 
the bottoms of the ship's cargo tank during the trip to Kharg Island * 
tank vapour space and tank walls are warmer. For a period of abou! — 
hour while low temperature circulation of the shore lines continue | 
small amount of propane may be taken by the ship from cargo — 
and sprayed into ship's tanks. This method cools the upper parts 0 — 
ship's tanks and vapour spaces. If propane is taken from shore !* 
this is replaced from shore tankage as the circulating pump sucti® 
“floating” on the shore tank outlet line. 

The enclosed spaces around ship cargo tanks and double bulkhe 
should be frequently monitored by ship's personnel for cargo leak# 

The measures for dealing with any leakage to prevent the temper@ 
of the hull structure from falling below a safe level depends upo‘! 
ship's design. The Master shall have standing orders for dealing? 
any leakage observed on the ship and shall so inform the Loa? 
Master. 
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» loading Master and Jetty Operator. Once the vessel has been 

settned, berth will be manned at all times by an operator, who will be 

in the immediate vicinity of the berth loading bay. All 

tion and forms will be passed by the Loading Master prior to 
mmencement of loading. : 

4 Alarms. All alarm systems on vessel and communications between 

and control room shall be checked before loading is begun. 
yssters are requested to make the Loading Master fully familiar with 
ne vessel's alarm systems. Otherwise, confusion may occur between 
sadng alarms and fire alarms. 

4 Connecting Loading Hoses. The loading and vapour-return hoses 
wide well supported and laid along the pier. Each hose and hose valve 
«ibe supported by jacks on ship's deck. Hoses will be protected by 

mesh. Once the loading hoses are connected they will be adjusted 

loading operations. The shore and ship personnel shall be careful 

~ito Kink, stretch or damage hoses. Hoses not used will be blanked. 
vese flanges will be completely bolted and shrouded. 

Size of Hoses; propane 8 in. (with 8 in. ASA 150 flanges); butane 8 in. 
wih 8 in. ASA 150 flanges); vapour 6 in. (6 in. ASA flanges). 

5 Air. It is most important that no air is allowed to enter either the 
sp or shore loading lines. All hoses and spools must be purged free 
sair after being connected. 

Provision is made on shore for purging air from LPG and vent hoses 
» completion of hose connection to ship and for purging LPG vapour 
om hoses before disconnecting when loading is finished. Provision is 
made to supply inert gas for this purpose. Provision is also made for 
gsposal of remaining liquid in hoses safely and effectively from shore 
snnection of hoses before disconnecting and gas purging of hoses 
wen loading is finished. Valves and connections are provided for this 
supose on the shore end. All ice must be removed from around hose 
ssulating gasket prior to hose disconnection. Cargo hoses shall be 
sanked and be removed from ship. Ground wires will remain connected 
nti ship's gangway is removed and ship is ready to depart. 

6. Loading Pressure. Loading pressure should not exceed 50 p.s.i. at 
any time. 

; Ship's Compressor. During loading, the ship may pump vapours 
ashore via the ship's compressor. The Loading Master should be 
aivised before the compressor is started or stopped. 

8. Loading Rates. Maximum loading rates for LPG products are as 
‘ollows: 

Propane (2 lines) 10,900 barrels per hour 
Butane (2 lines) 7,800 * eee 
Propane (1 line, pumping) , 
Butane (1 line gravitating) 3,900 i Pr ying 
itis more important that the Loading Master be informed before any 


| changes are made by the ship in the vapour compression operation. He 


hen will inform the shore loading area. Starting and stopping 
‘compressors on the ship affect the shore tank pressures and can result 
n damage to tanks and pumps. Ship’s valves should under no 
orcumstances be partially or completely closed against LPG flow without 
‘st informing the Loading Master. Pumping rates will normally be 
adjusted from the shore loading area. 

The ship's Master is responsible for his ship at all times. The Company 
\oading Master will advise the Master in respect to loading pressures 
nd hazards, but will not direct the loading except as may be necessary 
® protect their terminal's facilities or to prevent any hazards. 
Vanipulation of ship's valves is the direct responsibility of ship’s 
sersonnel. 

LPG loading will be done on a 24 hours basis; hence the Master of 
"evessel, while alongside the LPG loading pier, will be responsible for 
‘e provision of adequate explosion proof lights, fittings and switches in 
al parts of the vessel where work is being carried out in any way 
‘snnected with loading of LPG. 

The ship's pipe-lines/vent system and/or liquification system shall be 
ranifolded so that only those pipe-lines connected to the ship's tank 
%ing loaded will be open. All other pipe-lines’ lines shall be closed and 
ullets blinded. 

All doorways, vents, ports, air-conditioner intakes and other openings 
‘lo which gaseous vapours could enter shall be closed. 

During loading, there shall be no smoking, no open lights and no 
uly fire on the ship or in the vicinity of the pier. 

Packaged goods, bunkers, water, freight and ship stores shall not be 
%sded or discharged during loading. Visitors will not be permitted on 
"Ne ship during loading. 

Loading of LPG shall be stopped whenever weather or sea conditions 
*ehazardous to the ship, dolphins, LPG hose and manifold, adjacent 
"sels or personnel. The Senior Terminal Representative and 
whorised Ship's Officer shall jointly judge if such conditions exist. In 
88 of dispute, the Senior Terminal Representative’s judgement shall 
® followed. 

During severe thunder storms, sand storms and electrical storms in 
"Vicinity of the ship, loading shall cease until the storm subsides. 

4 Strainer Boxes. It is important that no ice, pipe scale, etc., be 
sowed into the vessels’ tanks. The ship should have strainers placed 
"mediately upstream of the manifold valves. A careful watch must be 
“ston the pressure to prevent the strainers being blocked and 
*Nodically the strainers should be cleaned by using the built-in wiper, 
"ich should be turned clockwise only. In case of an absolute blockage 
“ading will have to be suspended and the strainer cleaned, if necessary 
yfemoval. If one of the vessel's strainers is blocked, it may be possible 
“continue on the other hose. 

10. Completion of Loading. A reduction in loading rate before topping 
*the final tank or tanks may be arranged through the Loading Master 
a Ship's officer in charge. When the vessel asks for a slow rate, 
7 loading pump will be shut-down and valves re-aligned for circulation. 
te vessel should then complete loading at its own controlled rate off 
culation flow. The terminal might ask for a suspension of loading 
miere-aligning the circulation pump. When required to stop completely, 
*Loading Master should be advised. 
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11. Hose Disconnection. When disconnecting hoses in order to 
change or clean a strainer at the time of completion of loading, the 
following points must be remembered: 

(a) All ice must be removed from around the hose insulating gaskets 
(b) prior to disconnecting. 

The hoses and hose valves must be secured to the vessel to avoid 
slipping or twisting. This is best done with rope and/or pulleys. 
The hose valves and ship's manifold valves must be shut. 

The vessel's vent valves must be open either to the atmosphere or 
to the vapour return hoses. 

The ship's strainer and all pipes and flanges between the hose and 
manifold valves must be de-iced. 

The hose can then be disconnected, but the ship's manifold valves, 
vapour return valves and hose valves must be shut. 

D. Loading of Bulk Sulphur. All rules and regulations concerning LPG 
loading also apply to sulphur. 

1. Inspection. The joint inspection of the ship and the ship's holds to 
be loaded with sulphur will be made by the Loading Master and 
authorised ship's officer. If the condition of the ship's holds presents a 
potential hazard to personnel, sea or shore facilities, the ship will be 
refused permission to load until conditions are corrected. The Master 
shall bear the responsibility for notifying the Owners or Charterers of 
the ship of any delay or refusal to load because of hazardous conditions 
and any expenses due to such delay or refusal to load shall be borne 
by them. The Company reserves the right to refuse loading and their 
decision is final. 

If the ship’s cargo holds are not clean or are so hot and/or contain 
residue (such as excessive rust, sand-scrap iron, minerals, or mineral 
dust) that alone or in combination with sulphur or sulphur dust would 
contaminate sulphur being loaded, oxidise with sulphur, or cause a fire 
or explosion of the sulphur cargo, permission to load sulphur will be 
withheld until this condition is corrected. 

2. General Information. Bulk Sulphur is loaded at 500 t.p.h. via a 
conveyor. The conveyor extends from the shore storage area along the 
causeway, trestle and finally to the main dolphin close to the ship’s holds. 

No loading will begin until the ship is safely grounded, moored with 
fibre lines, fire hoses pressurised, ship-to-shore com- munications 
operable and the chute grounded. 

In order to minimise movement of fine sulphur dust, cowl ventilators 
serving hold into which sulphur is being loaded shall be blanked off to 
prevent circulation of air. Package goods, bunkers, water, freight, ship 
stores shall not be loaded or discharged during or after sulphur loading. 

When sulphur is loaded in a deep hold with general cargo in the tween 
deck hold above the sulphur, the ship's Master will be responsible for 
installing a dust proof wooden bulk head enclosure in the hatchways 
from the over deck of the lower hold to the weather deck forming a tight 
enclosure to prevent sulphur dust from entering the tween decks during 
loading. Ceilings shall be tight to prevent sulphur dust from entering 
bilges. Any chinking at tank tops or bilge will be of non-combustible 
material. 

Masters to maintain sufficient personnel to adjust and maintain chute 
position, gangways and keep mooring lines taut as ship is loaded. 

If sulphur is loaded into a hatch already containing sulphur, 
representative samples may be requested by the terminal to determine 
quality. 

Since the sulphur loading facility at the pier is fixed the ship will be 
warped and moored so that various ships holds that will receive sulphur 
can be loaded. 

After each warping the ship will be moored and grounded and chute 
grounded. The hold to be loaded will be checked with an explosimeter 
to be certain that the hold is not in the explosive range. Personnel 
entering cargo holds for inspection must be equipped with life-lines and 
belts with non-sparking hardware, goggles with green tinted lenses, and 
self-contained breathing apparatus with a mask covering eyes and nose. 
The life-lines shall be of sufficient length and strength that 1 line could 
be used to pull a man out of a hatch. For each man working in the hold 
1 man on deck must attend his life-lines. Personnel in the hold must 
wear gauntlet gloves, high-top shoes, long cotton socks, a fibre glass 
hard hat with a cotton cap ear flaps covering the head and ears, pants 
fastened at the cuff and long-sleeve shirts buttoned at the neck and 
wrists. Silk clothing or headgear will not be permitted due to its affinity 
for collecting static. Cotton clothing material is preferred. 

Only the hatch being loaded with sulphur will be open. All other ship 
hold hatches must be closed. All doorways, vents, ports, air scoops, air 
conditioner intakes and other openings into which sulphur dust could 
enter should be closed during loading. After loading and trimming a hold, 
the hold hatch cover shall be closed and the next hatch to receive sulphur 
will be opened. The pier sulphur loading tower can be raised and lowered 
as well as rotated in order that the cargo hold being loaded can be 
evenly trimmed with little or no manual trimming. Each time the tower 
is moved the chute shall be grounded. No hand cargo load trimming will 
be allowed while the pier loading sulphur tower is in operation. The 
tower down-spout drop distance will be adjusted to minimise sulphur 
dusting. 

The loading-tower operator will be advised by authorised ship’s 
personnel on the deck by use of agreed hand signals of any hazards 
such as deck cargo, life boats, aerial guy wires, etc., that can do damage 
to loading tower. Personnel will work upwind as much as possible to 
minimise sulphur dust inhalation or sulphur on skin. Eye baths and 
showers are located at the dock and will be ready for use if needed. 

No loading will be done until all personnel are out of ship's cargo 
holds. The ship's authorised officer shall assign personnel to sweep 
sulphur dust into cargo holds to minimise pollution of the adjacent sea 
water. If shovels or scoops are used the shovels must be of a non- 
sparking material such as monel. Personnel working cargo holds or on 
deck shall not be permitted to wear shoes with steel nails, or metal heels 
or toe plates that could cause sparking. 

Loading of sulphur will be stopped whenever weather or sea 
conditions are hazardous to the ship, pier, dolphins, sulphur loading 
tower, pier equipment, adjacent vessels or personnel. 


(c) 
(d) 


(e) 
(f) 
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Sulphur dust, like most poor electrical conductors rapidly acquires a 
static charge under dry atmospheric conditions. To minimise this hazard 
the loading tower is equipped with water spray nozzles to humidify the 
sulphur and reduce dusting. Conveyor hoppers are also equipped with 
sprays. 

During severe weather conditions loading will cease and cargo hold 
hatches shall be closed until the storm or seas subside. 

Sulphur loading will be done on a 24 hour basis. The Master of the 
vessel while alongside the sulphur loading pier will be responsible for 
the provision of adequate explosion proof lights, fittings and switches in 
all parts of the vessel where work is being carried out in any way 
connected with loading. The Master of the vessel will assign authorised 
ship's officers and men as deemed necessary for the safe loading of 
the ship and to adjust mooring lines and keep sulphur dusting to a 
minimum. 

FUEL: Presently no bunker facilities are available at Knhemco jetty. 
WEATHER: A. Climate. The climate along the coast of Kharg Island is 
generally mild. The days in mid-Summer are extremely warm and humid 
with the temperature reaching 117°F. (47°C.) and a relative humidity 
ranging from 10% to 98%. The Winter months, from November to March, 
are pleasant with a minimum temperature of about 39°F. (4°C.). Freezing 
weather is uncommon. 

B. Weather Data and Summary. 


Average annual rainfall 8 in. 
Mean maximum temperature 87°F. 
Mean minimum temperature 66°F. 
Extreme maximum temperature 1172) 
Extreme minimum temperature 39°F. 
Average relative humidity 59% 


C. Winds. Wind directions and velocity are subject to rapid change 
without warning and precautions are necessary to avoid difficulties. The 
heaviest seas and swells are from the N.E. through S.E. The prevailing 
wind for most of the year is from the N.W., but during the Winter period 
strong S.E. storms occur with very little warning. The Khemco jetty is 
sheltered from the N.W. winds. 

D. Tides. The tidal range is between 7 ft. and 8 ft., with a maximum 
rate of about 1.5 knots. The tidal streams run approximately parallel to 
the line of the jetty, with occasional cross currents. 

E. Sea Temperatures. The surface temperature of the sea ranges 
from 63°F. to 97°F., depending on the season. 

SAFETY: Masters of vessels are responsible for the safety of their 
vessels including, but not limited to compliance with official precautions, 
and must take all necessary precautions while the vessels are alongside 
the Khemco jetty. While the vessels are alongside the jetty, all personnel 
must comply with all port’s safety rules and regulations. 

GENERAL: (a) Shore Leave. Shore leave at the terminal must be 
arranged between Master and ship's Agent. Sufficient personnel must 
be on board at all times for emergencies. 

(b) Visitors. Due to hazards involved, no visitors are allowed while the 
vessel is alongside the Khemco jetty. 

(c) Light Dues. A charge of half a Rial per g.r.t. is levied on each 
vessel for light dues by the Iranian Government. This is in addition to 
light dues for Middle East Navigation Service. The Company shall have 
no responsibility in respect of any taxes, dues, or other charges levied 
by the Iranian Government or any of its departments or agencies. 

(d) Painting and Scaling. Painting, chipping, scaling and any repairs 
on deck or overside is strictly prohibited while vessel is alongside the 
Khemco jetty. 

(e) Garbage. Dumping of garbage and refuse strictly prohibited in port 
area. 

(f) Repairs. No workshops or other facilities for repairs at Kharg Island. 

(g) Customs. There are Customs and other official offices on the 
Island. Vessel will normally be boarded by a Custom Director, 
Immigration Officer and Director of Ports and Shipping. ; 

(h) Consulates. No consulates on Kharg Island. 

(i) Marine Surveyor. No marine surveyor on the Island, but can be 
available at 48 hours’ notice through ship's Agent. 

(j) Recreation Centre closed. 

(k) Supplies. Provisions can be supplied if sufficient notice given. No 
fresh water is available for delivery to the ships. No laundry services 
are available at Kharg Island. 

(l) Mail. Regular plane services between Kharg Island and the 
mainland and mail receiving and dispatching can be arranged through 
ship's Agent. 


SHIPMASTER’S REPORT: June 1979 (with further updates in March 
1980). 

Approaches: Generally not a great deal of traffic. The D/F at the airport 
is operational and useful. Decca Navigator Chain 5C. Ships anchor at 
S.E. and S.W. of island. 

2 buoys at Southern end of island: 

Red Pillar Buoy Gp. Fl. (2) 6 sec. (29° 11’ N., 50° 20’ 24” E.); 

Green Wreck Buoy, conical (29° 12’ 06” N., 50° 19’ 39” E.), marks 
position of tug. 
Anchorage: The Eastern anchorage is very exposed to Southerly winds 
(use Western anchorage if waiting for a long time in Winter). At the 
present time there are many tankers waiting which means small tankers 
and LPG vessels either have to anchor themselves in amongst VLCC's 
or anchor well out — generally about 4 miles East of the “T” jetty (less 
shipping waiting in March 1980). This seems to be quite acceptable to 
the Authorities and is more satisfactory as far as engine maintenance 
and winds are concerned. 
Berth: South of “T” jetty owned by Khemco — Kharg Chemical Co. 
Approximate max. size of vessel 250 m. long; water depth LW 13.6 m. 
and about 60,000 d.w.t. 

Consists of jetty stretching over about 150 m. connected to shore by 
pier. On the jetty there is a manifold for flexible LPG lines, line derrick 
with powered winch, sulphur gantry and chute connected by conveyor 
belt to stockpile ashore. 
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On either side of jetty there are 2 dolphins with quick release 
Sipe The jetty and near set of dolphins are faced by shock absors, 
enders. 

March 1980: With strong Southerly winds the berth is a hazard y 
experienced a force 6 S.E. wind one night which fetched the sway 
and caused the vessel to work heavily on the jetty, one release hy 
gave way (the securing pin snapped), luckily it was on a dolphin » 
had a catwalk so we were able to change the moorings. As we 
port side too facing North into the “T” jetty we had to sit tight and» 
out extra moorings. 

Fenders were very good (about the best that | have seen with lay 
timber faces) 

Depth by lead line. After (Southerly dolphin with catwalk) 12 m. atyy 
forward dolphin 13 m. at LW. 

VHF: Call ‘Ipac Marine’ on Channel 16, works on Channel 6, » 
operates office hours and when berthing. 

Vessel can call ‘Kharg Pilots’ 24 hours on Channel 16, wore 
Channel 12, who will try to pass message for you. ‘Kharg Pilots’ hs 
nothing to do with ‘Khemco'’ jetty. 

Pilots: 2 \ranian ‘Ipac’ Marine Pilots solely for ‘Khemco' jetty. They bos 
2 to 3 miles East of “T” jetty from tug (will use hoist). 

Berthing: Generally only in daylight. Will unberth at night. Max. bert: 
winds Northerly 45 knots, Southerly 10 knots. Visibility 0.5 miles. 

We actually ended up with visibility at about 2 cables in a sand stip 
when approaching the berth. But as all the preparations had been mz 
and little wind, continued on Radar with no problems. 

Vessels berth either side alongside (head into tide). 

Current: From readings taken off ships log which accurate, current spe 
corresponds to position “B” on ''T” jetty, BA Chart 11. 
Tugs: 2 used for berthing and 1 on departure. Tugs lines. 

At present 2 hired from Bahrain, one of 3,000 h.p. and 1 of 1,000 
The er one is very manoeuvrable but inadequate pushing, especie 
in a wind. 

Lines: 3 headlines, 2 breast lines and 2 springs each end. 3 headiix 
to ay dolphins, 2 as breasts to inner dolphins, 2 as springs to je 
ends. 

There are quick release hooks but they are jammed up. 1 line by 
only who goes backwards and forwards both ends, try to send 3 lin 
together (Tie up is slow, about 2 to 3 hours). 

An exact line up with ends of flexible pipes on jetty with ship's manity 
is required because the flexible pipes are not very flexible. 
Gangway: Cannot be turned out and landed and must be brought 
until before and after connection/disconnection. 

It has to be turned through 130° if it is aft facing, or use fixed leng 
If vessel port side to, it is much easier to use in the conventional fashe 
Manifold: Most particular that manifold is lined up with hoses on qu 
Liquid: 2x8in. 150 ASA. Vapour return: 2x6 in. 150 ASA. She 
reducers, shore derrick, ship's chain blocks supporting hoses tr 
manifold gantry. Shore personnel connect. 

Cargo: Propane and butane only by gravity feed. Max. rate each prod: 
300 t.p.h., generally around 150 t.p.h. when shore tank near the boti 
there is insufficient pressure to even gravitate. Vapour return lin 
available for both. 
Cargo Temperatures: 

At manifold, Butane -— 6°C (B.P. 0.2 bars) 

At manifold, Propane — 42°C (B.P. 0.7 bars) 

The shore have no thermometers on their lines. Pockets jammed 
old probes, all measurement is on pressure. 

On my visit to the plant | ascertained the propane to be —43°C# 
butane —5°C. 

Vapour Return Line: 1 flare for each product about half way up jetty’ 
spur jetty, which normally just alight, so when you open up they & 
immediately see. If used in moderation no difficulties encountered 

No charge directly, but it is the practice to measure shore ands 
tanks and check the difference. On our visit this did not happen as sh 
tanks had not been taken on departure due to being virtually empl) 

At the start the vapour return lines were closed so the valve hat! 
be sought. 

Loading Master: There is always one on the jetty, tries to be helpful# 
speaks reasonable English. Best to telephone 441, 442, the manag 
— very helpful, or telephone Control Room 412 for shift supervisor 
will give you tank tonnages in barrels. 

Stopping Propane: 1 hour's notice required to ready the pump’ 
stopping and 5 minutes before completion. When you tell them to® 
a little more liquid will run down the line by gravity. It was not poss? 
to top off by gravity alone as by this time the shore tanks were very? 

Stopping butane was no problem as they ran out and we were a!’ 
end taking it as they were making it until that process came to ah 
Specific Gravity: Propane: 0.505 60/60. 

Butane: 0.574 60/60. 

Surveyor: No outside surveyors. Plant chemist does the survey, ag 
with Chief Officer. Ship figure on Bill of Lading. 

Draft Reading: Difficult to read after draft, best to use binoculars? 
Aldis Lamp at night. 

Tanks on Arrival: Up to Master whether the ship is capable of loaé’ 
If loading propane into butane atmosphere or |.G. or vice versa, Khe* 
require statement to this effect from Master. 

The line is normally circulated for 8 to 12 hours before arrival® 
small quantity of liquid being bled through to the VRL. Nevertheless’ 
first “Slug” is warm due to exposed quay section of line. 

The lines (flexible) to ship are purged with Nitrogen after conne® 
by a bleed in at the manifold connection. Nitrogen bottles on jetty 
Documentation: 

8 copies Crew Lists. 

2 copies Vaccination List. 

1 copy Stores List. 

2 copies Crew Declaration. 

2 copies Maritime Declaration of Health. 

The Agent, Port Authority Representative, Port Health and Cus* 
board arrival berth. Numerous forms have to be completed. 
formalities take 45 minutes Clearance is given to Master on arnvé 
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on departure the ‘Khemco’ shift manager comes down with all the 
"my -wg0 rs — Manifest, Bill of Lading, Spec., etc., and signed onboard. 
me We prvahed CArgo at 0900 hrs., and papers came aboard at 1145 hrs. 

normal. 
Ne Be agent is always on about E.D-P., it is not the practice on this 
& wth and in any case for the sake of a few hours its best to have all 
o he rs correct and note protest if necessary. 
ha aanque: Granted at berth. 
rt yace of Readiness: Generally will only be accepted when first line 
by ore (not at anchorage). 

Note of Protest to be given with all force and Knhemco may back down 
® saccept on anchoring if port is not closed due to wind. 
“ynmunications: Cable “Chem Kharg” Tehran. Telex 2402 Kemco TN. 
W | “yi telexes have to be routed via Tehran for international acceptance. 
| Telephone poor, can hardly get through to mainland. 

% became necessary for me to telephone UK so managed at night to 

_ through to ‘Kuwait Maritime’ about 120 miles away. 24 hour watch 

a ‘restricted as ALRS. Call Channel 16, generally works Channel 26. 

"yer contact vessel can wait about 30 minutes on Channel 16 before 
werator calls back. Channel 26 very clear. 

“arch 1980. Not possible to contact ‘Kuwait Maritime’ in Winter 

ng, months. It is possible to telephone UK from Kharg and from the jetty. 

" sing wait is usual from the jetty and the line very weak, but it can be 
sone with perseverance. 

Abetter method is to get the Plant Manager to take you to the Central 
exchange in the township and UK can be contacted via STD, it took 
spout 40 minutes of constantly ringing to get connected and then you 
an the risk of disconnection, but again communication is possible and 
easonably clear. 

Telex via the Agent takes about 26 hours to get a reply due having 
t be telephoned through to Khorramshahr and then telexed to London 
yh va Tehran and vice versa. 

seohol: We arrived with everything sealed. The Customs allowed us to 
save 6 cans of beer per man per day, no spirits (it depends on the 
Customs and Master). 
Do not drink outside or give Iranians alcohol, the punishment is 
Da severe. 
' 2adio Room: The Port Authority wanted to seal this but persuaded them 
‘seal the antenna switchboard only (with chart paper and glue). 
of fresh Water: Fresh water main runs to ship’s side with meter. We 
obtained about 40 tonnes. Water is distilled and slightly brown. 
‘! Pant: At present about 300 tonnes per day of butane and 500 tonnes 
yer day of propane are being produced which is about 60% of capacity. 
. Sulphur production is just resuming and is normally about 200 tonnes 
per day. 
a) Feedstock is taken from IPAC (Iran Pan American Oil Co.) which is, 
P’ orused to be, 50% AMOCO owned. 
Feedstock is in the form of third stage refined well gas taken from 3 
ocal wells, 2 on the island and the Darius field on the S.W. coast. Most 
ofthe ‘Sour Crude Gas’ is extracted before acceptance, what's left is 
used for making sulphur. 

The plant is completely self contained apart from initial feedstock and 
covers about 1 sq. mile. It is fully automated and staffed by six operators 
ona shift system. 

The gas which comes in H.P. and L.P. form depending on the wells, 
jp Sfed through in 2 streams which are crossed to accept different 

Hydrocarbons thereby achieving a no waste system. 
nm  1he gas is fed through Glycol towers for water absorbtion then heat 
exchangers to separate the different molecules. 

o Alter basic separation vertical separators are employed to further 
a ‘eine the product. This is then led to 3 stage compressors for re- 
quefaction then to chillers. 
yp Alter processing the liquid is fed to receiving tanks for settling 
ye Suposes then to 2 large atmospheric holding tanks. 

The tanks are heavily lagged with bitumen glass wool compound and 
 ®y boil off being re-liquefied. 
The approximate amounts capable of being stored are 120,000 bbis. 
m ‘%ulane (11,000 tonnes), and 250,000 bbls. propane (20,000 tonnes) 
#s_ which under the original Japanese shipment meant about one 30,000 
he ane shipment per month. 

Power requirements for the electric motor drives are provided by two 
9 4MegaWatt Mitsubishi compound turbo generators, 1 being on auto 
: sland by at any one time, supplied with steam from the 2 boilers that 
” 
he 
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also produce sulphur. 
i Cooling water for the various systems is provided by salt and fresh 
‘spending on the plant. Salt by two 3,000 M3 electric pumps situated 
out two thirds the way down the jetty, these are backed up by a diesel 
en auto start pump. 
; Fresh water is distilled at the rate of 700 tonnes per day by a steam 
separator and stored in two 1,000 tonne tanks. 
aA new Glycol plant was commissioned in March 1978 and a new 
*stilation plant supplied last year but not erected. At present it is in 
tlythene sheeting awaiting engineers. 
_enerally the plant is in a good state of repair and all instruments 
‘seemed to be working in the very comprehensive control room. The staff 
| ““® most helpful but a camera was not allowed. 
vA product specification can be obtained. One is always given on 
*mpletion, but with a lot of pressing can be obtained about 12 hours 
, ier commencement of loading. 

_ Sulphur loading is slow and by a conveyor belt to a directional chute. 

on Ship has to shift to load individual holds. 

"29 Crew Facilities: 

ae No Walport exchange. 
__favel: The Agent said in emergency it could be possible for 
“patriation to be arranged. 
|, an Air have restarted their 737 flights to Abadan, Bushire and Tehran 
J 7 @ day in each direction. Leaves for Abadan about 1000 hrs. 
d te hemco/IPAC have a flight from Tehran twice a week for their own 
‘sonnel by Fokker Friendship. | was told it would be possible to get 
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a seat or two on this on a one-off basis, arrangements would have to 
be made direct to these 2 companies in Tehran. 
General (March 1980): Approximately 2 million barrels crude oil per day 
being exported. About 2 to 3, at maximum, tankers using the “T” jetty 
at any one time. About 2 tankers per week using the Western Sea Island. 

The airport is functioning with regular 737 flights to Abadan, Bushire 
and Tehran. 

The Cyrus field about 40 miles W.S.W. of Kharg has ceased 
production and the Darius Terminal has about 1 ship per month. 

The Khemco berth handles 1 sulphur ship per month mainly for African 
countries and 1 LPG ship every 6 weeks for Japan. 


AGENT: See “Abadan’’. 


KHORRAMSHAHR: 30.26 N. 48.10 E. 


Note: The port was extensively damaged in the conflict and is not 
expected to be operational in the near future. 


LOCATION: Khorramshahr lies at confluence of Karoon and Shatt-al- 
Arab Rivers and is principal commercial port of Iran. Knorramshahr is 
terminus for Iranian Railway system and regular train service to rest of 
country is available. Good asphalt road connecting Khorramshahr to 
other major cities in country. 

DOCUMENTS: 

(a) Iraqi Quarantine Officer: Vessels arriving Outer Bar (Shatt-al-Arab 
Pilot Station) will be boarded by Iraqi Quarantine Officer who will check 
all crew vaccination cards. Masters requested notify Fao Quarantine 
Office at least 18 hours’ prior vessel's arrival Outer Bar giving exact 
arrival time Outer Bar enabling Quarantine personnel board vessel 
immediately. Upon arrival Outer Bar, Master should have ready a copy 
of Crew List and crew vaccination certificates for presentation to 
Quarantine Officer. 

(b) Iranian Quarantine Officer: Upon arrival Khorramshahr anchorage 
and prior berthing, the Iranian Quarantine Officer will board vessel. He 
requires 1 copy Crew List, and all vaccination cards should be available 
for inspection. 

(c) Customs Officer: Customs Officer boards ship at anchorage or 
alongside Khorramshahr Jetty (in case of immediate berthing) and 
requires following documents: 

Crew List (2 copies). 

Stores List (2 copies). 

(d) Port Authorities: 

Crew List plus (1 copy). 

Arrival information form of the port Administration will be supplied to the 
Master in duplicate upon arrival, by a port representative. This form 
should be filled in and returned to the port Berthing Master. 

(e) Agents: 

Crew List (2 copies, for arranging shore passes). 

Order avoid any delay in entering and discharging, the following 
documents must be sent by all loading port Agents to Khorramshahr 
Agents as far in advance of vessel's arrival as possible: 

Cargo Manifest (8 copies). 

Freight Manifest (2 copies). 

B/L Copies (2 copies each). 

All cargo shown on manifest must be landed at the port, and it is 
therefore essential that short-shipments, cancellations, diversions, etc. 
(if any) be reported early as possible and manifest should be corrected 
before submission to Port Authorities to avoid payment of fines. Stowage 
plans and hatch Lists should also be sent ahead, giving ample time to 
be studied by Cargo Supervisor for unloading arrangements. 
PILOTAGE: With exception of ships of Government of Iran or Iraq and 
sailing craft, pilotage compulsory for all vessels entering, leaving or 
navigating in the Shatt-al-Arab. Pilotage in river outside harbour limits 
of Khorramshahr conducted by River Pilot; within limits of Port by 
Harbour Master. 

Vessels entering Shatt-al-Arab boarded by River Pilot from pilot vessel 
situated in proximity of Rooka Buoy (Lat. 29° 49’ N., Long. 48° 47’ E.), 
showing a white flash every 6 seconds and equipped with Radar 
Reflector. 

Vessels bound for Khorramshahr are conducted by River Pilot as far 
as Khorramshahr Anchorage, from where a Harbour Master (Iranian) 
will board vessel and berth her as necessary. 

Pilotage, dredging and other navigational dues are collected by 
Basrah Port Authorities and must be settled directly with Iraqi Maritime 
Transport Co. Ltd., Basrah, Iraq. 

N.B. Owners having vessels bound for Khorramshahr or Abadan 
should contact Iraqi Maritime Transport Co. Ltd., Basrah, cables 
“Bawakhir’, Basrah, about arranging of Shatt-al-Arab pilotage. Owners 
should also put Messrs. Iraqi Maritime Transport Co. Ltd. in funds by 
remittance well in time before vessel reaches the Outer Bar of Shatt-al- 
Arab in order to cover port tonnage dues, pilotage and dredging dues 
for sailing from Outer Bar to Abadan or Khorramshahr and return. 
ANCHORAGES: On arrival off the pilot boat vessel can anchor with no 
depth restriction. On entering the Shatt-al-Arab River the following are 
the recognised anchorages: 

Kasba Anchorage, position about 2 miles above Fao with a max. depth 
of 35 ft. in fresh water. 

Bawarda Anchorage, position about 2 miles above Abadan with a 
max. depth of 31 ft. in fresh water. 

Hartha Point, position about 20 miles above Abadan and 15 miles 
below Khorramshahr with a max. depth of 35 ft. in fresn water. Hartha 
Point is the anchorage to enable vessels to lighten to 29 ft. in fresh water 
to enable them to cross the Karun Bar. 

Abu Flus, position about 16 miles above Hartha Point and about 
14 miles below Basrah (Khora Anchorage) with a max. depth of 29 ft. 
in fresh water. 
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MAX. SIZE: Maximum permissible length for “vessels calling 
Khorramshahr is 525 ft. Max. draft for crossing Karun Bar and also at 
Khorramshahr (Failieth) Anchorage is 28 ft. 6 in., fresh water. Max. draft 
at Karun Bar in December 1976 was 26 ft. so it is advisable to check 
before vessel proceeds to the port. The depth alongside Berth Nos. 1 


to 3 is 27 ft., Berth Nos. 4 to 7 is 26 ft., and Berth Nos. 8 and Q9 is 29 ft. 


SPEED RESTRICTIONS: Engine speed must be reduced well in 
advance so that the vessel's speed when passing jetties at 
Khorramshahr and Abadan will not exceed 3.5 knots for vessels with 
more than 20 ft. draft, and 5 knots for all other vessels of over 100 g.r.t. 

The same speed restrictions will apply in the Shatt-al-Arab when 

passing ships at anchor with barges or other vessels moored alongside, 
tugs with barges or other vessels in tow, and vessels engaged in 
dredging or other salvage work. 
SHIP’S REGISTRATION: Ships have to register upon arrival at outer 
bar by sending telegram to Port Director Khorramshahr via EQK 
Khorramshahr Port Radio. At present the vessel, after registering her 
turn should wait at outer bar. If vessel proceeds to another port for 
discharging, her registration will not be valid. Vessel after registration of 
berthing turn for Khorramshahr can however call at Abadan Port during 
waiting period without losing her turn subject to permission from Harbour 
Master. 

For registration Masters must answer a 14 point registration cable and 
also advise anchoring time (GMT). 

HEALTH: See “Documents”. Inward clearance is effected on board after 
receiving Free Pratique. 
RADIO: Khorramshahr Port Radio, call sign EQK, 500 kHz, 2182 kHz. 

Khorramshahr Harbour Master can be contacted on VHF Channels 
13 and 16, 18 and 25. 

Vessels destined for Khorramshahr should send a radio message to 
the Port Director Khorramshahr and to the ship's Agent 24 hours prior 
arrival at the Shatt-al-Arab Pilot Station (Outer Bar). Times should be 
quoted in GMT. Also see “Ship's Registration”. 


TUGS: The Port Organisation of Khorramshahr owns 2 tug-boats which 
are used for assisting berthing and unberthing whenever necessary. No 
tug boats which could be used for long-distance towage. Employment 
of tug-boats is not compulsory. 


BERTHING: See “Ship's Registration”. Berthing and unberthing 
performed by Iranian Harbour Masters supplied by Iranian Port 
Administration, Khorramshahr. Berthing turn, allocation of berth and 
anchorage space is under the control of Iranian Port Administration, 
Khorramshahr. 

The Port consists of 3,199 ft. long jetty constructed with wooden piles 
(Berths 1 to 7) plus the new extension covering 1,000 ft., built by steel/ 
concrete piles (Berths 8 and 9) running parallel with river bank. Jetty 
can receive 9 ocean-going vessels at a time. 


CARGO HANDLING: (a) Jetty. All cargo handling/operations on shore, 
under control of Khorramshahr Port Administration. General cargo 
discharged from ships alongside jetty is received on domestic railway 
wagons and trailers controlled by Port Administration, and transported 
to Port Warehouses or open yards. Port Warehouse/Store keepers will 
later deliver cargo to consignees against clearance papers issued by 
Customs. There are shore cranes and floating cranes available for the 
purpose of discharging cargo as follows: 2 floating cranes (50 ton and 
100 ton); 2 mobile cranes (80 ton); 3 mobile cranes (50 ton); also 
additional mobile cranes of 25 tons capacity or less. 

The port yard is equipped with 3 cranes (90 ton, 50 ton and 40 ton). 
All cargo must be discharged by ship's own gear, and vessels calling 
at Khorramshahr should not accept cargo beyond their gear capacity to 
discharge. 

(b) Barges. (i) General Cargo: Vessels carrying less than-500 tons 
cargo are permitted to discharge their cargo into barges, in which case 
all extra expenses and costs of barging, discharging ex barges, etc., 
are to be borne by the carriers and such operation is entirely at the risk 
and responsibility of the respective carrier. 

(ii) Structural lIron/Steel: Structural iron/steel is always to be 
discharged in barges for unloading at Failien Creek. Barges must be 
arranged by vessel's Agents, who also have to arrange labour for 
discharging the cargo ex barge at Failieh, sorting of the iron, and delivery 
to consignees. Agents should also employ watchmen for protecting the 
cargo while awaiting delivery to consignees, also tally clerk for 
supervising sorting and delivery of iron to the respective consignees. 

(c) Cranes. For use in loading/unloading cargo in the storage areas, 
cranes are all used in the port yard for unloading cargo ex rail wagons 
and loading on to merchants’ trucks. 

There is 1 electric crane permanently installed at Failien Creek with 
lifting capacity said to be 100/120 tons. This crane can be used for 
discharging cargo from barges at Failieh barge jetty. 

(d) Storage. 19 warehouses (goods sheds), plus an open yard 
between the warehouses used for storing iron goods, as well as cargoes 
which can be stored in the open. 

(e) Wagons/Trailers. For receiving cargo ex-vessels alongside jetty 
the Authorities have 160 rail wagons and 77 trailers with average 
capacity of 10 tons, but number of wagons‘trailers provided to each 
vessel not sufficient to last 24 hours work at jetty. Although 24 hours 
working alongside jetty is compulsory, due to shortage of wagons hardly 
12/18 hours work can be accomplished efficiently. A stand-by of 6/7 
hours in Summer and of 9/11 hours in Winter is unavoidable. 

(f) Delivery of cargo discharged at jetty. Port Authorities considered 
as direct receivers of the cargo discharged, who in turn deliver same to 
ultimate consignees against presentation of the carrier's Agents’ 
Delivery Order. 

Carrier's responsibility for cargoes discharged in good condition cease 
under tackle; slings are opened by labourers provided on wagons 
alongside each vessel. Broken packages are not permitted (by Customs) 
to be discharged on the wagons, and are therefore collected on board. 
Once daily, under full control of ship’s officer, port supervisor and 
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Carrier's supervisor, the broken packages are delivered to 
Authorities and an official Process-verbal will be drawn by res 
warehouse-keeper corresponding to remarks noted at the time. t 
arrangement is to prevent any delay to operations of the vessel, 

(g) Overtime Costs. Wages of port staff on board for official hours; 
borne by port Authorities but overtime and food allowance are Paid) 
carriers. 

(h) Port Working Hours. Dayshift: 0700 — 1300 hrs. and 150 
2100 hrs. There is no night shift. 

24 hour discharging at jetty is compulsory. The only stoppages» 
for lunch and dinner, 1 hour each. In Summer season, however, dy: 
heat, discharging at jetty is stopped from 1400 hrs. to 1700 hrs. 

(i) Liquid Cargo. Due to non availability of tank barges as wel; 
storage area at Bandar Imam Khomeini, vessels carrying liquid cz 
are bound to call at Khorramshahr, where consignees have their» 
tank-barges and storage tanks. This being the case, the Port Author 
do not divert vessels carrying liquid cargo, to Bandar Imam Khomes 

In the Port of Khorramshahr, importers of vegetable oil and other j 
commodities, have arranged their own storage area outside Cusip 
yard, and liquid consignments will be received directly ex-vessel » 
consignees’ barges without any expenses to carrier. (Discharg 
performed at anchorage.) 

Vessels carrying part-liquid cargo can discharge their Cargo wh 
awaiting a berth or alongside jetty, whilst unloading other cargo ons 
pier. 

Further to above, whenever Port Authorities divert any vessel; 
Bandar Imam Khomeini, in the diversion order they indicate "Subject: 
liquid cargo on board”, as vessels with liquid cargo will have to} 
accepted in the port of Khorramshahr. 

Notice of Readiness for vessels carrying liquid cargo, has to} 
tendered after vessel has anchored at Khorramshahr anchorage (wit) 
Khorramshahr port limits). If, due to congestion, there is no space 
Khorramshahr anchorage, vessels may have to remain at Shatt-al-Ay 
Pilot station for 1 or 2 days before entering the river. 

(j) Dangerous Cargo. Dangerous cargoes are divided in 
categories: 

1. Acid and flammable cargoes. 
2. Explosives such as dynamite, etc. 

Vessels carrying acid and flammable cargoes are accepted alongs: 
Khorramshahr berths to unload their general cargo plus dangem 
cargo, and Port Authorities unload the dangerous cargo in a yard: 
Failieh, which yard is mainly used for storing iron joists, but a par 
allocated for dangerous cargo. 

Vessels carrying explosives are not allowed to berth at Khorramsha 
Recently the Port Authorities have stopped accepting any vessel Ww 
explosive cargo on board into the port of Khorramshahr, and tho 
vessels have to proceed directly to Bandar Imam Khomeini before call 
Khorramshahr for discharging general cargo, if any. The main port 
discharging explosive and special cargoes consigned to Iranian Ar 
is Bandar Imam Khomeini, where the Army have an agreement withh 
Port Authorities for 1 berth out of the 6 berths. Berth No. 3 is allocat 
for vessels carrying cargo consigned to Iranian Army, and whenes 
such vessel arrives at Bandar Imam Khomeini it will be bert: 
immediately, even if the port is congested; in other words, vessels 
Army cargo have priority for berthing. 

FREIGHT TAX: Freight tax is payable on any freight earned in Irant 
any export cargo loaded at any Iranian port. Per article 90 of Tax La 
freight tax is payable at the rate of 5 per cent on gross freight, regards 
of whether freight is collected in Iran or elsewhere. There is no tax! 
import cargo freight regardless of where the freight is paid. In ott 
words, for cargo discharged in Iranian ports, even if freight is paya 
at destination to be collected in Iran, there is no tax applicable. 
MEDICAL: Private doctors and hospitals located in the town for med 
and dental treatment and hospitalisation. Arrangements for patiet 
visits to the doctors, dentists and hospital will be made by Agents up! 
request. In case of emergency special medical attendance on board 
also be arranged. X-Rays, radiographies, blood and urine tests can 
be conducted by equipped hospitals existing in Khorramshahr and Abad 
DENSITY: Fresh. 

FRESH WATER: Fresh water supply alongside berth available by pt 
lines and at anchorage by barges, capacity 100 tons. 

FUEL: Bunkers are not available at Khorramshahr Jetty, howe 
bunkers (diesel oil and gas oil) can be supplied by barge. All classes! 
bunkers are supplied at Abadan jetties only. Bunkers could be obtait 
from Abadan provided arrangement for supply has been m# 
beforehand with NIOC. 

CUSTOMS ALLOWANCES: After receipt of documents, the Cust" 
Officer will seal the store room. All liquor and cigarette stocks wil! 
sealed and reasonable ship's requirements while in port should be ta 
from store before sealing. This amount recommended to be asses# 
and be ready for removal from the stores prior to the vessel's arrivé 
port. During the stay at the port, and upon request and giving prior now 
to the Agents’ supervisor on board, arrangements may be made toh 
the Customs officials open the stores to issue further quantities of ste 
for crew consumption. 

REPAIRS: Minor repairs can be carried out to a limited extent by pm@ 
workshops existing at Khorramshahr. However due to lack of sil 
workers the workshops in question do not undertake any respo! 

or guarantee for the jobs performed, and charges are high. 

For radar, wireless, echo-sounders, etc. as well as refrigerator ® 
air condition service there are a few engineering groups at Khorrams® 
as well as Abadan, and technicians of these groups will attend to* 
repairs On board both at Khorramshahr and Abadan jetties % 
anchorage, upon request. 

Ships moored to the jetty are not permitted to disable main pow 
plants for repairs without prior approval of Marine Department. A? 
tug will be assigned to stand by alongside ship with tow line atta® 
during entire period while plant is disabled. 

DRY DOCKS: None. 


t) Pot Health, y | C 
| sgsses should bear a photo of the holder, in order to facilitate checking 


VEYORS: Lloyd's Register; Det Norske Veritas; Bureau Veritas 
ynenican Bureau of Shipping; Surveyors for ordinary damage to cargo 
“gor ship as well as for on-hire off-hire survey can be arranged by Agents. 
yRPORT: Abadan International Airport about 10 minutes by car. 

- GMT plus 3.5 hours. 

EPHONES: May be placed on board. 

RE LEAVE: See “Identification Cards’. 

ENTIFICATION CARDS: According to regulations in force seamen 
ould hold shore pass issued by respective Agents and signed by the 
p Port Police and local town Police Authorities. All shore 


yexit of port area. It is therefore necessary for officers and crew to 
nave a photograph ready on arrival at the port to facilitate obtaining 
shore passes. , ‘ 

All officers and crew of ships lying at jetties or anchorage of the Port 
#Khorramshahr to carry their Seamen's Books with them when going 
asnore. At the gate, the Seamen's Books will be checked by the Police 

ginst the shore pass of each crew member, the Seamen's Book will 
en be kept by the Police and will be returned to the holder when 
turing through the gate. 

PROVISIONS: Fresh provisions in limited quantity can be obtained but 
age quantities of provisions sometimes may not be possible to arrange 
jue to the fact that the Municipality is controlling the market and 
sometimes may prohibit the supply of the items which are in short supply. 
due to certain formalities involved in supplying provisions to vessels, it 
s requested that 24 hour notice be given to the shipchandler. 

STORES: Local commodities only available. Bonded stores not 
available. 

LAUNDRY: Laundryman can be arranged upon request. 

AUTHORITY: Ports and Shipping Organisation, Tehran. 


LAVAN ISLAND: 26.47 N. 53.20 E. 


Note: Production has been resumed. 


(See Plan) 


LOCATION: Lavan Island is 13 miles long and about 2.5 miles wide. It 
ssituated on the S.E. coastline of Iran in Lat. 26° 48’ N., Long. 53° 16’ E. 
sland centre). The Island lies roughly East — West. 
PORT LIMITS: Port area limits which are under the control of |OOC, 
extend between the following points: 

Lat. 26° 47.5'N., Long. 53° 22.0’ E. 

Lat. 26° 46.4'N., Long. 53° 22.0’ E. 

Lat. 26° 47.5'N., Long. 53° 19.4’ E. 

Lat. 26° 46.8'N., Long. 53° 19.4’ E. 

Vessels must not enter this area without permission from the Port 
Control. Anchoring in this area is prohibited. 

DOCUMENTS: 

5 Crew and Passenger Lists. 

2 Stores Lists. 

2 Bonded Stores Lists. 

Clear Bill of Health from last port. 

4 Bills of Lading. 

8 Manifests. 

\n Iran, an additional copy of the Bill of Lading is required for all exports 
ftom the country. This must be signed by the Master and forwarded to 
the Customs Authorities, Lavan Island by the ship’s Agent. 

EARLY SAILING PROCEDURE: 
Notice to Masters — Early Sailing Procedure: 

In order to minimise delays to tankers awaiting official documentation 
ater loading at the port, an Early Sailing System is now in force. 

; The following documents are prepared in advance, except for cargo 
‘gures, and presented by the ship’s Agent to the Master for his signature 


| “pon the ship's arrival at the loading dock. 


A) Nos...... Originals & Nos...... Copies |OOC Bill of Lading. 
8) Nos...... Originals & Nos...... Copies |OOC Certificate of Origin and 
vargo Manifest. 

C) Nos...... Originals & Nos...... Copies |OOC Tanker Time and 
Loading Report. 

(D) Nos...... Originals & Nos...... Copies |OOC Report of Cargo and 


Ship's Ullages. 
E) Master’s Receipt for Documents covering both pre-signed and 
onsite prepared forms. 
Documents for Master's use, and for the Consignee care of the Master 
wil be retained on board. All other pre-signed documents to be returned 
‘ythe Agent to the |OOC Terminal Office. 
_ UNicial cargo figures will be passed to the Master by radio within 1 
‘our of his departure. Advice of quantities loaded should be inserted by 
“lorena on the ‘Bill of Lading’ and ‘Certificate of Origin’ forms as prior 
_ Hand written copies of items (C) and (D) will be passed to the Master 
or his reference. 

In Cases of disagreement on cargo figures, the Master may, 

!) ‘Note Protest’ by cable or telex. 

(2) Authorise the ship's Agent to ‘Note Protest’ on his behalf. 

'3) Pass a written ‘Note of Protest’ to the Berthing Master who will 

acknowledge receipt on behalf of the Terminal. 

z appreciates the co-operation of Masters, Owners, Shippers and 
ppregnees in agreeing to implement this system. 

‘PPROACHES: Vessels approaching Lavan Island from due South will 
@ve a clear approach. 
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(a) Landfall. There are 5 gas flare towers and 1 ground flare. The most 
conspicuous flare is in position Lat. 26° 47' 34” N., Long. 53° 20' 39" E. 
situated in the vicinity of Port Area. This flare onshore, when burning, 
makes a conspicuous landfall for Lavan Island, but at night from a 
distance tends to obliterate the various navigational lights. 
The other flares are in position, 
Lat. 26° 47' 41" N., 
Lat. 26° 48’ 25" N., 
(group of 3 flares). 

All tanks in the 1OOC Tank Farm are painted white. 

The two front tanks have the word IOOC painted in black on the South 
side. Tank No. 2 is in position Lat. 26° 47’ 57” N., Long. 53° 20’ 24” E. 
A 1,000,000 bbls. tank has recently been constructed and added to the 
Tank Farm capacity. It is sited at the rear of the former 6 500,000 bbls. 
tanks. 

(b) Navigational Dangers. South side of Island is open and free from 
dangers, but care should be exercised approaching from seaward as 
soundings shallow rapidly near coast with depths of 200 ft. only 4,500 ft. 
off shore. 

(c) Charts covering the operational areas of |OOC are: 

USHO 3647, 3648, 3650, 3660. 

BA 2837, 2847, 2858, 2887, 2888, 3517, 3707. 
PILOTAGE/NOTICE OF READINESS: Vessels must not enter the Port 
Limits without a Berthing Master on board. 

Vessels should wait for the Berthing Master approximately 2 miles 
S.E. of the loading dock. 

The Terminal operates a pilot launch and mooring launch for rope 
handling by messenger lines. 

Pilot Room to be available and ready for the Loading Master and also 
trainee accommodation, should they decide to stay on board throughout 
the loading. 

Immediately upon boarding the vessel, the Berthing Master will 
present the following documentation to the Master for his signature: 

(a) A copy of the Port Rules and Regulations Book receipt and 
agreement form. 

(b) |OOC “Notice of Readiness” form. 

(c) Combined Tug, Pilot, Berthing/Unberthing charge form. 

(d) Fire and Safety Regulations and No Smoking Notices for posting 
in approved spaces. 

All the above documents must be processed prior to the vessel being 
berthed. 

A vessel arriving in light condition must have sufficient ballast on board 
for safe handling. As the Terminal dock is located in the open sea, this 
amount has been set at 33% of the d.w.t. Trim must not be more than 
10 ft. by the stern. 

The Master's ‘Notice of Readiness” will be rejected if any of the ballast 
is oily, or if there is any leakage of oil from the vessel during loading, 
or any unsatisfactory condition on board ship which affects 
cargoworthiness or seaworthiness while under the jurisdiction of the 
Terminal. 

In all such situations of dispute, the decision of the |OOC Marine 
Superintendent will be final. 

NAVIGATIONAL AIDS: Warning: The following information is for the 
guidance of ships. |OOC does not guarantee or warrant that the listed 
aids to navigation are in the stated positions or operating. 

Lavan Island Terminal Beacon: Located in Lat. 26° 48.1’ N., Long. 
53° 21.3’ E. Fitted on top of a steel lattice tower 182 ft. above MLWIS. 
Light exhibited is Gp.Fl. (3) ev. 12 sec. vis. 15 miles. 

Terminal Sea Buoy: Located in Lat. 26° 46.5’ N., Long. 53° 22.1’ E. 
A white can buoy with lattice tower and radar reflector. Light exhibited 
is Fl. ev. 5 sec. vis. 3 miles. 

Salman Pipe-line Marker Buoy: Located in Lat. 26° 46.8’ N., Long. 
53° 20.5' E. A red can buoy with lattice tower and radar reflector. 
Light exhibited is FI.R. ev. sec. vis. 3 miles. 

Salman Pipe-line Rear Beacon (Onshore): Located in Lat. 
26° 48.0’ N., Long. 53° 20.2’ E. Fitted on top of a steel lattice tower 
192 ft. above MLWIS. Light exhibited is FI.R. 10° vector, centred over 
the oil pipe-line, vis. 12 miles. 

Salman Pipe-line Front Beacon (Onshore): Located in Lat. 
26° 47.6’ N., Long. 53° 20.1’ E. Fitted on top of a steel lattice tower 
115 ft. above MLWIS. Light exhibited is FI.R. 10° vector, centred over 
the oil pipe-line, vis. 12 miles. 

The Salman Pipe-line lights in transit signify a vessel is over the 
Salman pipe-line. Anchorage is prohibited within the area covered by 
the vector outline of the range lights, 10° apart. 

Reshadat Radio Mast: Located in Lat. 26° 48.2’ N., Long. 53° 19.2’ E. 
A steel lattice tower, painted red, 408 ft. above MLWIS. Light exhibited 
is Occ. R. ev. sec. visible 20 miles. 

Decca Mast — Station “Green South”: Located in Lat. 26° 47.5'N., 
Long. 53° 22.4’ E. A steel lattice tower, painted red and white bands, 
336 ft. above MLWIS. Light exhibited is FI.R. vis. 20 miles. Not in 
Operation. 

Flares: The following flares are highly conspicuous and tend to 
obstruct the other navigational aids: 

Salman — Located in Lat. 26° 47.6’ N., Long. 53° 20.6’ E. 

Reshadat — Located in Lat. 26° 48.4’ N., Long. 53° 20.0’ E. 

LDC — Located in Lat. 26° 47.7’ N., Long. 53° 21.0’ E. 

Radio Beacons: The following radio beacons belonging to |OOC are 
situated onshore and offshore at the Company's Salman Oil Field: 

Signal LD transmitted on 310 kHz. Located in Lat. 26° 47.6’ N., Long. 
axes ec Hay | SP 

Signal LA transmitted on 397 kHz. Located in Lat. 25° 32.2' N., Long. 

53709 0"E. 
ANCHORAGES: Vessels must not enter port limits (which enclose a 
Prohibited Anchorage Area and Manoeuvring Area). They should 
proceed to vicinity of suggested Anchorage Area East of Oil Loading 
Dock and East of Long. 53° 22’ 00” E., and in suitable depths of water 
wait for |OOC Berthing Master. The sea bottom is good holding ground. 
Depth about 40 m. 


Long. 53° 20’ 19” E. 
Long. 53° 20’ 03" E. 
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RESTRICTED AREAS: Salman's Production Facility (Offshore): 

Located in Lat. 25° 32.2’ N., Long. 53° 09.0’ E. 

The above platform complex, approximately 76 nautical miles South 
of Lavan Island, is situated in the centre of the Salman Oil Field. 

This area, and 3 miles around it, is prohibited to navigation. 

Crude oil is delivered to Lavan Island from offshore oil fields by 
submarine pipe-line. 

From the Salman production complex in Lat. 25° 32.0’ N., Long. 
53° 09.1’ E. A 22 in. pipe-line running approximately 008° T to a shore 
location on Lavan Island at Lat. 26° 47.5’ N., Long. 53° 20.1’ E. From 
the Reshadat production complex in Lat. 25° 45.5’ N., Long. 52° 54.5’ E. 
An 18 in. pipe-line running approximately 023° T to a shore location on 
Lavan Island at Lat. 26° 47.5’ N., Long. 53° 20.0’ E. 

In addition to the above, a 14 in. submarine pipe-line has been laid 
from the Balal Oil Field (undeveloped) to Lavan Island. The pipe-line 
runs approximately 056° T from an offshore location in Lat. 26° 18.8’ N., 
Long. 52° 32.8'E., to a shore location on Lavan Island at Lat. 
26° 47.6’ N., Long. 53° 19.6’ E. 

Vessels are requested not to anchor or carry out any under sea/ 
seabed operations in the vicinity of these pipe-lines. 

MAX. SIZE: Water depths, adjacent to the dock, at LW are: 
Berth No. 1: 68 ft. 4 in. (20.83 m.) 
Berth No. 2: 65 ft. 0 in. (19.82 m.) 
Keel clearance required by the Terminal is 3 ft. 0 in. at all times. 
Tonnage capacity of the loading dock is: 
Berth No. 1: 200,000 d.w.t.* 
Berth No. 2: 75,000 d.w.t.** 

“Vessels in the range 200,000 d.w.t. — 225,000 d.w.t. may be accepted 
subject to prior approval from IOOC Management which is based on 
answers to a 14 point questionnaire. 

“Vessels are accepted for Berth No. 2 based on tonnage, overall 
length (maximum 850 ft. = 259 m.), position of the manifold in relation 
to the bow, and always subject to a maximum loaded draft of 43 ft. 6 in. 
(13.26 m.). Vessels over 65,000 d.w.t. should always be cleared by 
1OOC prior to firming up a nomination. 

Following is a table of maximum loads that different size tankers can 
have on board on arrival, and remain acceptable for berthing: 

(a) The maximum size vessel that is acceptable for berthing in a fully 
loaded condition is 100,000 d.w.t. This refers to vessels nominated for 
bunkers only. 

(b) The maximum acceptable arrival load for tankers in the range 
101,000 d.w.t. — 120,000 d.w.t. is 90,000 tons (675MB+). 

(c) The maximum acceptable arrival load for tankers in the range 
121,000 d.w.t. — 170,000 d.w.t. is 85,000 tons (6838MB+). 

(d) The maximum acceptable arrival load for tankers in the range 
171,000 d.w.t. — 225,000 d.w.t. is 70,000 tons. 

This schedule to be used in conjunction with the standard 14 point 

questionnaire for very large crude carriers. 
CLEARANCE: (Arrival): After Berthing Master has boarded vessel at 
Port Limits, and before vessel allowed proceed, Master will be required 
to sign following forms. (a) Condition of use of Port of Lavan Island, 
(b) Tug Requisition. 

Master will also be provided with copies of Fire and Safety Regulations 
and a Safety Inspection form. After Pratique granted, Customs 


inspection carried out. Master will be required to furnish particulars of- 


vessel including bonded stores, cargo, bunkers, and other information. 
5 copies of the Crew List and stores remaining on board will be required 
before clearance is granted. Customs surveillance is strict. 

The Terminal operates an Early Sailing System covering all cargo 
documentation. The following documents will be prepared in advance, 
except for cargo figures, and presented by the ship’s Agent to the Master 
for his signature, upon the ship's arrival at the loading dock. 

(a) B/L. (b) Certificate of Origin and Cargo Manifest. (c) Tanker Time 
and Loading Report. (d) Report of Cargo and Ships Ullages. (e) Master's 
receipt for documents. 

Official cargo figures will be passed to the Master within 1 hour of his 
departure for insertion by the Master on the Bill of Lading and Certificate 
of Origin and Cargo Manifest. 

In cases of disagreement over cargo figures the Terminal will accept 

the Masters “Note of Protest’ by telex, by the authorised ship's Agent, 
or by written note handed to the Berthing Master. 
HEALTH: Owners should check with Agent respecting any recent 
imposition of anti-epidemic regulations and requirements for additional 
injections for crew members. In the case of tankers, doctor will board 
when ship berthed at Loading Dock and for cargo vessels after ship has 
anchored. Should vessel, in either case, arrive from another Iranian port 
and carry a Clear Bill of Health, doctor will not normally board, and 
Pratique automatically granted. 

Signals to be exhibited for vessels entering from foreign port: by day: 
“Q” Flag flown at masthead; by night: red all-round light, over white all- 
round light. If suspected that ship has disease or fever on board, ship 
will report details by VHF Channel 12 to Lavan Island. 

There are occasional outbreaks of cholera. International Certificates 
of Inoculation/Vaccination are essential. 

See Radio, “Free Pratique”. 

RADIO: Vessels nominated to load at Lavan Island should transmit 
arrival information 96 hours and confirm 48 hours prior to arrival. 

Arrival messages should be transmitted to the following address 
through either Bandar Abbas Radio (EQ!) or Lavan Radio (EQV). 

1OOC Tehran. Telex: 212598 — 212346 — 212707 “Attn. Marsupt. 
Lavan”. 

Arrival messages to be in the following format: 

Name of ship. 
BB ETA Lavan in GMT and last port. 
CC Cargo(s) required and Bunker(s) required. 
DD  Deballast time. 
EE Size and number of connections for cargo/bunker. 

If bunker connection only one side of maniforid, state location. 

Lavan Radio Station, is operating on 500 kHz, call sign EQV, from 
0530 hrs. — 1330 hrs. GMT. 
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1OOC tugs maintain a listening watch on 2182 kHz. Vessels g 
commence calling “Kosar | and II" when passing Quoin Island. 
contact has been made, switch to working frequency 2638 kHz. 
Radio Free Pratique: Vessels requesting Free Pratique by radio » 
required to transmit the following message through the same Channg 
as their ETA advice. 

AA Name of vessel and ETA Lavan Island (in GMT). 
BB Number of crew and state of health. 
Number of vaccinations required for Cholera. 
spe nc of deaths or cases of serious illness in the last 
lays. n 
EE Name of all ports called at during the last 30 days. 
FF Master's Name. a 

14 Point Questionnaire: 

A 14 point questionnaire has to be completed and sent to NIOCy : 
principals prior to appointment of a vessel for loading cargo at laa | 
Island as follows: 

. Overall length of vessel. a 

. Moulded depth of vessel. \ 

. Mean draft in light condition, ready to load (i.e. with only permane 

ballast on board). : 

. Can vessel discharge permanent ballast concurrent with Cary t 
loading? ; 

. If any clean ballast is carried in the cargo tanks, can this ' 

segregated and discharged concurrent with cargo loading? ‘ 

. If answer to (5) above is “Yes” what will be the mean draft yw ( 

permanent ballast and clean cargo tank ballast on board? 

- What will be the maximum loading draft? Is this Summer or Tropig ( 

mark? 

What is required “Owners Clearance” under keel in load t 

condition? 

. Height of loading valve manifold connections above the deck. 

. Distance of loading valve manifold centre from the bow. 

. What is spacing (on centres) between loading valve maniiy 
connections and how many connections are available for t 
loading? f 

12. Distance of loading valve connection from side of ship. ‘ 

13. Advise if Lavan Island is first or second loading port. 

14. If second loading port, how much cargo will be on board on amy 

and what will be the arrival draft, fore and aft? 
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VHF: Lavan Terminal maintains a listening watch 24 hours on \# 
Channels 16 and 12. ] 

Vessels should commence calling “Lavan Island’ 4 hours priort 
arrival, on Channel 16. When contact has been made, switch to workit 
frequency Channel 12. 


TUGS: Two modern diesel tugs of 3,120 b.h.p. fitted with controllatt 
pitch propellers and a bollard pull of 42 tons are stationed at the loads 
dock and used for all manoeuvres. 

The tugs are equipped with their own towing lines, fire fightir 
capability, foam, dispersant and fire wires. 

Both tugs are on instant readiness throughout the entire time tha , 
vessel is alongside the loading dock. The tugs will answer emergen) 
signals, or can be called on VHF Channel 12, or by telephone (Tel. 
355). 


BERTHING: Vessels should have the following equipment ready forus 
upon their arrival at the port: 

a) Anchors, port and starboard, ready for letting go. 

b) Ropes or wires, eight each end, not on automatic tension. t 

c) Derricks rigged if shore reducers or flexible hoses are required 

d) Manifold blanks removed and reducers fitted ready to connect 16", 
series 150 ASA loading arm flanges. \ 

e) Accommodation ladder lowered together with the pilot hoist orp 
ladder. 
Note: Berthing Masters will not board any vessel which does not pres; 
a clean safe means of access. \ 

f) Ballast tank lids opened to allow the Berthing Master to insp® 
ballast water. 


The tanker loading dock is constructed of a loading platform in® 
centre of 4 two-sided jacket piled breasting dolphins, and 4 outlying 
sided jacket piled mooring dolphins. 

The dock is 1,240 ft. (378 m.) long, and is connected to the shore? 
a trestle 1,764 ft. (538 m.) long. 

The platform deck is 31 ft.4in. (9.55m.) above Chart Datf 
(MLWIS). 

Maximum reach of the loading arms above Chart Datum is: 


Distance Manifold Elevation 
to Ship's Side 
10 ft. (3.05 m.) 76 ft. 6 in. (23.32 m.) 
12 ft. (3.66 m.) 75 ft. 9 in. (23.09 m.) 
14 ft. (4.27 m.) 75 ft. 0 in. (22.85 m.) { 
16 ft. (4.88 m.) 74 ft. 0 in. (22.56 m.) 
18 ft. (5.49 m.) 72 ft. 9 in. (22.18 m.) | 


Rigid “Chicksan” hydraulically operated loading arms are situated?’ 
both sides of the loading platform. 


Berth No. 1 4x16 in. for crude oil loading. 
Berth No. 1 112 in. for product loading — (fuel & gas oil). 

Berth No.2 2x16 in. for crude oil loading. 
Berth No.2 °*1x16in. for naphtha loading. 
Berth No. 2 1x 8 in. for product loading (fuel & gas oil). 


* Gas oil can also be loaded through this arm. 

All loading arms are fitted with a series 150 ASA American Stan 
outer flange with quick connection coupler. 

The Terminal carries a full range of aluminium reducing spool! pie® 
and flexible hoses (15ft.x8in.) for crude and product/bu® 
connections. 

Shore gangways are provided for both berths, with a safety net’ 
each gangway. 
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rye wires Must be rigged forward and aft, of sufficient strength to tow 
yesse! away from the berth in an emergency. The “eye” of the fire 
re must be lowered to within 6 ft. of the water and maintained at this 
gye! at all times. The 1OOC tugs are equipped with their own towing 
“es which will be shackled onto the vessel's fire wire. 
tw Guards: All ships berthed alongside must provide rat guards for the 
no's moorings. pan 
OQADING: Tankers are loaded at Lavan Island alongside an “L" shape 
sperth jetty, approximately 2,000 ft. offshore. The loading platform is 
“eg with rigid hydraulic loading arms which have quick connection/ 
sease couplers attached to the end flange. 

there are 4 16 in. arms on the South Berth (No. 1) for crude loading, 
wg 2x16 in. arms on the North Berth (No: 2) for crude loading. 

“Cmude oil is delivered to the loading platform by gravity through 
»96 in. lines from a 4,000,000 barrel tank farm (Salman), and from a 
500,000 barrel tank farm (Reshadat). 

Figw rates under normal conditions, with only 1 vessel loading, are 

ximately, Berth No. 1 (4 arms) 52,000 bbis./hr., Berth No. 2 

dams) 32,000 bbls./hr. 

“giow rates with a vessel loading at each berth are approximately, 


| geth No. 1 (4 arms) 40,000 bbls./hr., Berth No. 2 (2 arms) 24,000 


opis /hr 
The minimum flow rate is 15,000 bbls./hr. All vessels accepting 


sominations to load at Lavan Island must be capable of loading crude 
srates above this figure. 

The API of Salman Crude Oil is 34 and the API of Reshadat Crude 
Ol is 35. 

The temperature of Salman Crude Oil varies between 91°F and 78°F 
syummer/Winter), and the temperature of Reshadat Crude Oil varies 
setween 85°F and 66°F (Summer/Winter). 

The Terminal will accept cargo requests 10% above or below the 
oficial nominated quantity unless specifically requested otherwise by 
ne Consignor. 

Ashore stop to close off the flow of crude oil to the tanker will be 
executed by the Terminal provided the Master issues a written request 
i the Loading Master upon arrival at the loading dock. This request 
must include the statement that IOOC will not be held responsible for 
ay error in the final quantity loaded. 

Masters should note that in cases of overloading the excess cargo 
cannot be returned to the shore line. 

Masters should also be aware that they will be held responsible for 
ay overflows and pollution caused by their request for a shore stop. 

An “Early Sailing System” of tanker documentation is operated by the 
Terminal as standard practice for all cargoes. 

The Terminal will accept the “Load-on-Top” system of co-mingling 
lank cleaning oil residue from previous cargoes with the nominated 
qwantity of Salman or Rostam crude oil, provided agreement has been 
obtained from the Consignor. 

Slops should be segregated in a special “slop tank” or accumulated 
none of the cargo tanks. A sample of the slop must be taken on arrival 
athe loading dock and kept for any future reference. Exact quantities 
must be calculated. 

Vessels which arrive in ballast to load part cargo, should endeavour 
‘place the ballast in such a manner as to allow loading to commence 
spon arrival at the loading dock. 

The ballast may be retained for discharge en route to the next port, 
x discharged concurrent with loading. Provided the vessel can show 
adequate valve separation, this method is accepted by the Terminal, 
and will be finally confirmed by the Loading Master when satisfied that 
0 pollution or contamination will occur. 

Vessels arriving in ballast to load a full cargo, who carry most of their 
ctallast in “permanent ballast" tanks, should also endeavour to arrange 
Ne remaining ballast in such cargo tanks as to allow loading to 
‘ommence upon arrival at the loading dock, and discharge concurrent, 
4sing segregated lines and pumps. The Terminal will accept this system 
m the same basis as above paragraph. 

BALLAST: The Terminal does not have any reception facility for 
dsposal of dirty or contaminated ballast. 
TIDE: The mean range of tide is 3 ft. 9 in. (1.14 m.) 

The extreme range of tide is 5 ft. 6 in. (1.68 m.) 

The highest tide recorded is 7 ft. 3 in. (2.21 m.) above MLWIS. 

The lowest tide recorded is 0 ft. 5 in. (0.13 m.) above MLWIS. 

Achart reading automatic tide gauge is fitted on the loading dock. 
WEATHER: In Summer time from May to September temperature 
aching 110°F. (43°C.) and humidity ranging from 10% to 100%. The 
Winter (November to March) mild and pleasant with minimum 
*mperature approximately 48°F. (9°C.). The wind for most of year from 
NW _ but sometimes particularly during Winter strong S.E. storms likely 
“occur lasting for several days. Oil Loading Pier partly sheltered from 
‘W. winds, but exposed to winds from South. 

_ During Winter storms, waves of 8 ft. to 10 ft. often occur. A max. wave 
PEL, of 15 ft. has been recorded at the Southern end of the Island. 
L: Bunkers are now available at Lavan Island and can be loaded 
“\both berths of the tanker loading dock through rigid hydraulic operated 
“iksan loading arms. 
These bunker products are provided by the Lavan Distillation Complex 
XC) which is operated by the National Iranian Oil Company (NIOC). 
“vallable bunker products are fuel oil and gas oil. 

The plant also produces naphtha. 
unker Requests: 
fequests for information on bunkering should not be directed to |OOC. 
~ Wuestions relating to the bunker facility at Lavan Island will be handled 
YNIOC Marketing & Exports Division. 

he address is: 

Marketing & Exports, 

National Iranian Oil Company, 

P.O. Box 1863, 

Tehran, Iran. 

Cable Address: Naftmelli Tehran 
Telex: 21-2514, 21-2613 and 21-2182 
Telephone: 6151 — ask for Marketing. 
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LDC Tank Capacity is: 

Naphtha 53,000 cu.m. (333,360 bbls.) 

Fuel Oil 38,400 cu.m. (241,530 bbis.) 

Gas Oil 30,800 cu.m. (193,730 bbls.) 
LDC loading rates, by pump are: 

Naphtha 1,500 t.p.h. 

Fuel Oil 500 t.p.h. 

Gas Oil 500 t.p.h. 
LDC loading arms at the tanker dock are: 

Berth No. 1: 112 in. supplying both fuel and gas oil. 

Berth No. 2: 18 in. supplying both fuel and gas oil. 

Berth No. 2: 116 in. supplying both naphtha and gas oil. 
LDC product specifications are: 

Naphtha SG at 60°=0.7205 (API at 60° 64.9) 

Fuel Oil SG at 60°=0.9560 (API at 60° 16.5) 

Viscosity Redwood at 100°=1,440 seconds. 

Gas Oil SG at 60°=0.8450 (API at 60° 35.9) 
DENSITY: The temperature of sea water alongside the Loading Dock 
varies from 71°F. in January to 93°F. in August. The density of sea water 
alongside the Loading Dock varies between 1023 and 1026. 
MEDICAL: !OOC operate small clinics on the Island with resident 
doctors. This facility will be made available for emergency cases only. 
FRESH WATER: None available. 
CARGO GEAR: Ship's discharging dry cargo to barges in the cargo 
ship anchorage use ship’s gear. 
FIRE PRECAUTIONS: Vessel receives full detailed instructions from 
Berthing Master. Vessels must have fire-wires and engines not to be 
immobilised. 
CONSULS: No consular representation on Lavan Island. Embassies of 
most nations are situated in Tehran. 
REPAIRS: No repairs allowed alongside oil loading jetty. No workshop 
or repair facilities available. Ship's main engines must be available at 
all times while alongside jetty. 
MARINE SURVEYS: Surveyors of the American Bureau of Shipping 
and Lloyd’s are stationed at Bandar Abbas. 
AIRPORT: No scheduled or regular air flights to Lavan Island. All aircraft 
required for transportation of goods or passengers must be made by 
charter. Airport is used by Oil Company Charter planes only and no 
other passengers are carried except in an emergency situation. 
TIME: Standard zone time for Iran is GMT plus 3.5 hours. 
POLICE/AMBULANCE/FIRE: There is a Government Gendarmerie 
Station on the Island. There are no telephones established for these 
services. Emergencies will be handled by |OOC staff in case of tankers. 
SHORE LEAVE: Ships’ crew not allowed to go ashore. 
CREW CHANGES: Not permitted. 
REGULATIONS: (Miscellaneous): Painting and scaling. Painting, 
chipping, scaling or spray painting on deck or overside strictly prohibited 
while vessel at any jetty berth. 
GENERAL: Fiag: All vessels are required to fly the Iranian Flag in Iranian 
territorial waters which extend 12 miles offshore. 
Garbage: Dumping overside of garbage and refuse prohibited in Port 
Area. 
Sanitation: Government Health Regulations require suitable covers to 
be fitted over all lavatory discharge outlets, etc., to prevent fouling of 
jetty or craft alongside. 
Damage to Port Facilities: \|f a Master has reason to suppose that any 
damage has been caused by his vessel to any Port Facilities, he must 
agree, in writing, with |OOC Berthing Master as to nature and extent of 
such damage, and this must be confirmed by !OOC Marine 
Superintendent. |OOC has standard liability forms which cover both ship 
and shore, and are issued on every occasion. 
Rat-guards: All ships berthed alongside must provide Rat-guards for 
Ship's Moorings. 
No visitors: No visitors allowed on terminal dock, or on board vessels 
alongside dock, unless by written permission of Marine Superintendent. 
Only persons having authorised work will be given access to port limits, 
dock or vessels. 
AUTHORITY: Iranian Offshore Oil Company, 339 Abbasabad Avenue, 
Tehran — Iran. Tel: 624102-5. Telex: 212598, 212346, 212707. 
Cables: Falatghareh, Tehran. 

Mail Address: P.O.Box 1434. 


AGENT: See “‘Abadan”. 


RAS BAHREGAN (Norwuz Loading Terminal): 
29.43 N. 50.10 E. (See Plan) 


PORT LIMITS: Port area limits which are under the control of IOOC 
extend between the following points: 

Lat. 29° 43’ N,, Long. 50° 00’ E. 

Lat. 29° 43’ N., Long. 50° 12’ E. 

Lat. 29° 40’ N., Long. 50° 10’ E. 

Lat. 29° 40’ N., Long. 50° 24’ E. 

Vessels must not enter this area without permission from the port 
control. Anchoring in this area is prohibited. 
DOCUMENTS: 

5 Crew and Passenger Lists. 

4 Stores Lists. 

4 Bonded Stores List. 

Clear Bill of Health from last port. 

4 Bills of Lading. 

6 Manifests. 
PILOTAGE: Vessels must not enter the Port Limits without a Mooring 
Master on board. Vessels should wait for the Mooring Masters 
approximately 2 miles off the SBM. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Prior Arrival: Vessels should have the following equipment ready for use 
upon their arrival at the port: 

(a) Accommodation ladder lowered together with the pilot ladder if a 
VLCC, otherwise a pilot hoist or pilot ladder. 

NOTE: Berthing Masters will not board any vessel which does not 

present a clean safe means of access. 

(b) Ballast tank lids opened to allow the Berthing Master to inspect 
ballast water. 

(c) Pilot room available and ready for the Berthing Master and also 
trainee accommodation, should they decide to stay on board throughout 
the loading. 

(d) Under normal conditions vessels will be moored using 6 ship's 
lines. In rough weather the number of mooring lines will be increased. 
Therefore each ship to be moored at Bahregan SBM Terminal must be 
equipped with at least ten good quality mooring lines, each 120 fathoms 
or more in length with eyes and tail ropes spliced into each end. Two 
of these mooring lines should be laid out free for running adjacent to 
bitts and warping winches. Warping winches must be adequate to handle 
mooring lines under heavy strain, and efficient stoppers must be readily 
available to “hang off’ mooring lines and transfer same from winch to 
bitts without loss of tension. 

Ships must also have at least one good messenger line ready for 
immediate use; anchors, chains and anchor windlass must be in good 
condition. Vessels must be equipped to fit flanges of floating hoses, 
which are of ASA standards. 

Ships must be adequately equipped with blocks, tackles and booms 
to hoist the floating hose, a 5.5 ton lift from the sea to the ship's rail, in 
a Safe, efficient and expeditious manner. If, in the opinion of the Mooring 
Master, the vessel is not equipped with adequate mooring facilities, lines 
or gear, he will so inform the vessel's Master and in such event the 
vessel shall not be brought into the mooring until facilities, lines, or gear 
are deemed satisfactory. In this connection, lines cannot be provided 
by the company. 

(e) Before a ship is moored at MBM Terminal, she must be equipped 
with at least 9 good quality mooring lines, each 120 fathoms or more in 
length with eyes and tail ropes spliced into each end. Mooring lines 
should be laid out free for running adjacent to bitts and warping winches. 
Warping winches must be adequate to handle mooring lines under heavy 
strain, and efficient stoppers must be readily available to “hang off’ 
mooring lines and transfer same from winch to bitts without loss of 
tension. 

Ships must have both bower anchors ready for immediate use, each 
with a minimum of 120 fathoms of chain. Anchors, chains and anchor 
windlass must be in good condition and capable of letting one chain go 
out on the run while heaving in on the other chain. Vessels must be 
equipped to fit flanges on submarine hoses, which are of ASA standards. 

Ships must be adequately equipped with blocks, tackle and booms to 
hoist the submarine hoses, a 5 ton lift from the floor of the sea to the 
ship’s rail, in a safe, efficient and expeditious manner. 

If, in the opinion of the Mooring Master, the vessel is not equipped 
with adequate mooring facilities, lines or gear, he will so inform vessel's 
Master, and in such event the vessel shall not be brought into the 
mooring until facilities, lines or gear are deemed satisfactory. 

On Arrival: Immediately upon boarding the vessel, the Berthing Master 


will present the following documentation to the Master for his signature: 


(a) A copy of the Port Rules and Regulations Book receipt and 
agreement form. 

(b) 1OOC “Notice of Readiness” form. 

(c) Combined Tug, Pilot, Berthing/Unberthing Charge form. 

(d) Fire and Safety Regulations and No Smoking Notices for posting 
in approved spaces. 
r Sie, above documents must be processed prior to the vessel being 

erthed. 

ANCHORAGE: The SBM is in the open sea with no surface obstructions 


in the vicinity. However, anchorage is prohibited in the following areas: 


(a) ees vicinity of the SBM — within a 1.2 mile radius of the 
BM. 
(b) One mile on either side of 36 in. submarine pipe-line from SBM 
to Bahregan Oil Centre. 
Suggested anchorage area is 2 miles S.W. of the SBM. 
NAVIGATIONAL AIDS/PROHIBITED AREAS: 
Two flares are located at: 
Lat. 29° 50’ N., Long. 50° 15.8’ E. 


Nowrouz production facility (Offshore) located in: 

Lat. 29° 29’ 55” N., Long. 49° 24’ 10” E. 

The above platform complex, approximately 50 nautical miles South 
West of Bahregan, is situated in the centre of the Nowrouz Oil Field. 

This area, and 3 miles around it, is prohibited to navigation. 


Bahregansar Production Facility (Offshcre) located in: 

Lat. 29° 56’ 23” N., Long. 49° 50’ 58” E. 

The above platform complex, approximately 30 nautical miles West 
of Bahregan. This area, and 3 miles around it, is prohibited to navigation. 
RESTRICTIONS: The Bahregan SBM Terminal operates 24 hours per 
day, 7 days a week. However, mooring or unmooring is only carried out 
if fair or moderate weather conditions are prevailing. 

In the event that berthing is delayed on account of weather, vessels 
will keep their position in line. Vessels required to leave the terminal 
area on account of weather (terminal closed) should keep in contact 
with the terminal via radio in order to be available when weather 
moderates. 

FLAG: All vessels are required to fly the Iranian flag on the foremast 
during daylight hours. Iranian territorial waters extend 12 miles seaward 
from the mainland and adjacent islands. 

ADVICE OF ARRIVAL: It is important that ships establish radio contact 
with SIRIP when 3 days distant from Bahregan Terminal and maintain 
this contact until just previous to arrival at the Terminal. All ships should 
send a 72 hour ETA message to SIRIP giving the best estimate of ship's 
arrival time at the Terminal. 
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Further ETA messages should be sent to SIRIP when the 
24 and 12 hours distant from Bahregan Terminal and at any other ty 
any appreciable change occurs in the original ETA or those sub 
thereto. The 12 hour ETA should include a positive statement r 
“ship's readiness to load" on arrival and the number of hours that, 
be required to discharge clean ballast after ship is berthed in Moor 
as well as details of the flange size of the manifold. 

MAX. SIZE: Water depths at the Terminals at LW are: 
SBM 79 ft. (24.0 m.) 
MBM 82 ft. (15.5 m.) 

Keel clearance required by the Terminal is 3.3 ft. (1 m.) at all tin. 

Tonnage capacity of the Terminals are: 

SBM 250,000 d.w.t. 

MBM 45,000 d.w.t. 
HEALTH: Masters should obtain Free Pratique before arrival ate 
Bahregan by cabling “NIOC Kharg Port Health” via EQZ Oilco Stas 
or “Porthealth NIOC” Kharg. 
RADIO: Vessels nominated to load at Bahregan should transmit am 
information 96 hours and confirm 48 hours prior to arrival. 

Arrival messages should be transmitted to the following add 
through either Abadan Radio (EQZ) or Bandar Abbas (EQ). 

IOOC, Tehran. Telex: 212598 — 212346 — 212707. “Attn. Margy 
Bahregan”. 

Arrival messages to be in the following format: 

AA Name of ship. 

BB ETA Ras Bahregan in GMT and last port. 
CC Cargo required/cargo to discharge. 

DD Deballast time/Ballast time. 

EE Size and number of cargo connections. 

Ras Bahregan Radio Station, is operating on 500 kHz, call sign BO 
from 0530 hrs. — 1330 hrs. GMT. 

Ras Bahregan Radio maintain a listening watch on 2638 kHz. Ves 
should commence calling “Bahregan” when passing Kharg Island. 
Free Pratique: Vessels requesting Free Pratique by radio are requa 
to transmit the following message through the same Channels as th 
ETA advice. 

Name of vessel and ETA Bahregan (in GMT). 
Number of crew and state of health. 

Number of vaccinations required for Cholera. 

Number of deaths or cases of serious illness in the & 

30 days. 

Name all ports called at during the last 30 days. 

FF Master's Name. 
VHF: Ras Bahregan Terminal maintains a listening watch 24 hous 
day on VHF Channels 16 and 13. 

Vessels should commence calling “Bahregan” 4 hours prior to are 
on Channel 16. When contact has been made, switch to wort 
frequency Channel 13. 

NOTICE OF READINESS: The ship's officer responsible for loading 
discharging should give IOOC’s Mooring Master at least 30 mins 
Notice of Readiness to commence loading or discharging. 

The Master's “Notice of Readiness’ will be rejected if any of the bale 
is oily, or if there is any leakage of oil from the vessel during loads 
or any unsatisfactory condition on board ship which affects cat 
worthiness or seaworthiness while under the jurisdiction of the Termin 
In all such situations of dispute, the decision of the IOOC Mat 
Superintendent will be final. 

MBM: MBM Terminal is located 5 miles from coast at: 

Lat. 29° 47’ 00" N., Long. 50° 11’ 30" E. 

The MBM Terminal is connected by a 4.5 mile 18 in. diame 
submarine pipe-line to Bahregan Terminal. Bahregan Terminal is loca 
at: 

Lat. 29° 49’ 30” N., Long. 50° 15’ 47” E. 

TUGS: Available and required. One modern diesel tug of 1,000 bi 
fitted with controllable pitch propellers is stationed at the Terminal 
used for all manoeuvres. 

The IOOC tug is equipped for fire fighting, using both water and fer 
through monitors situated on a fire fighting platform. IOOC tug s! 
instant readiness throughout the entire time that a vessel is moorét’ 
the Terminal. The tug will answer the emergency signal or by calling! 
Channel 13 VHF. 

BERTHING: The Terminal operates a mooring launch and 3 s® 
supply boats. 

SBM: The SBM is designed to provide a safe mooring for tankes 
most states of weather or sea. When moored to the SBM, tankers® 
load their cargo while weather-vaning about the Terminal. The mov 
vessel normally remains head into the wind and sea, riding at its ® 
comfortable position. The SBM consists of a strongly constructed # 
vessel securely moored in position by 6 sets of heavy mooring cha 
each set is attached to a 3 pile template. The SBM is equipped W* 
Rotating Mooring Bollard, to which the tanker secures, a Rotating C# 
Manifold which carries the crude flow system from the SBM throug"? 
hoses, and a Rotating Balance Arm, which maintains the SBM 0 
even keel. These 3 components all rotate as one unit as the ta 
swings with the sea or wind. 

A submerged peripheral fender extending outward from the hv 
provided to prevent damage to the floating hoses and SBM, should! 
tanker ride up against it. 

MBM: Permanent mooring in the berth consists of 5 steel cyling 
buoys each fitted with a quick release hook to which the ship's 
lines are attached by the company's mooring launches. The berths? 
out on a one heading basis, using both ship’s bower anchors * 
9 mooring ropes (4 beam, 4 quarter, and 1 stern). 

The mooring buoys are numbered 1, 2, 3, 4 and 5 starting wit! 
1 East of the mooring and numbers running consecutively in a cloct® 
direction. 

PETROLEUM INSPECTORS: Services of the Saybolt Agency ava 
subject to at least 3 days advance notice. 

Surveyors of the American Bureau of Shipping and Lloyd’! 
stationed at Bandar Abbas. 
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S; The Terminal carries a full range of reducing spool pieces and 
ggexbdle hoses for connections. 
4 2x16 in. floating hoses. ; 

aver the vessel is securely moored to the SBM, the service launch 
wa tow the end of the floating hoses to a point on the portside of the 
anker immediately below the tanker’s cargo manifold. The tanker's 

ck runner should be ready to lift the hoses which will be secured 

» the attached chains in such a manner as to allow the ends of the 
soses to reach the ship's manifold. The weight of the hose to be lifted 

< approximately 5.5 tons. The hoses are fitted with 16 in. flanges, and 
se company will provide reduction pieces to 14 in. or 12 in. or other 

-ses (as well aS gaskets) as required to make connections to the ship's 
=anifold. The hose connection is normally performed by |OOC'’s loading 
~ew under the supervision of the Mooring Master. However, a ship's 
seck officer must be present, and must direct the ship's crew as required. 
yam: 2x10 in. submerged hoses. 

After the vessel is securely moored, inside the MBM, the submarine 
yading hose must be lifted to the rail amidships. The 10 in. hose lift is 
= tons. Hoses are lifted by ship's gear on the starboard side. Ships 
ould have manifold fittings aboard to allow connection of the flanges. 
“Tankers are loaded or discharged at this berth. 

LOADING: Crude oil is delivered to the SBM through a 36 in. line and 
» the MBM through an 18 in. line from a 2,198,000 barrel tank farm. 
Flow rate under normal conditions is approximately: 
SBM (two hoses) 6,000 t.p.h. 
MBM (two hoses) 5,000 t.p.h. 

The minimum flow rate is 15,000 bbls./p.h. All vessels accepting 
syminations to load at Bahregan must be capable of loading crude at 
ates above this figure. 

The initial loading rate is normally about 1,500 t.p.h. while the Loading 
Waster and the ship's officer satisfy themselves that all is in order with 
ne Terminal and the ship's facilities. As soon as this is done, the loading 
ate is increased to maximum or other rate as requested by the ship. 

The API of Bahregan Crude oil is 26.0. 

The temperature of Bahregan Crude oil varies between 62°F and 78°F 
Winter/Summer). 

The Terminal will accept cargo requests 10% above or below the 
oficial nominated quantity unless specifically requested otherwise by 
the consignor. 

Ashore stop to close off the flow of crude oil to the tanker will be 
executed by the Terminal; provided the Master issues a written request 
‘othe Loading Master upon arrival at the loading terminal. This request 
must include the statement that IOOC will not be held responsible for 
any error in the final quantity loaded. 

Master should note that in cases of overloading, the excess cargo 
cannot be returned to the shore line. Masters should also be aware that 
they will be held responsible for any overflows and pollution caused by 
their request for a shore stop. 

An “Early Sailing System” of tanker documentation is operated by the 
Terminal as standard practice for all cargoes. 

The Terminal will accept the “Load-on-top” system of co-mingling tank 
deaning oil residue from previous cargoes with the nominated quantity 
of Bahregan Crude oil, provided agreement has been obtained from the 
consignor. 

Slops should be segregated in a special “Slop Tank” or accumulated 
none of the cargo tanks. A sample of the slop must be taken on arrival 
atthe Terminal and kept for any future reference. Exact quantities must 
ve calculated. 

Vessels which arrive in ballast to load part cargo, should endeavour 
‘0 place the ballast in such a manner as to allow loading to commence 
upon arrival at the Terminal. The ballast may be retained for discharge 
en-route to the next port, or discharged concurrent with loading, provided 
the vessel can show adequate valve separation, this method is accepted 


| the Terminal, and will be finally confirmed by the Loading Master 


when satisfied that no pollution or contamination will occur. Vessels 


_ 4amiving in ballast to load a full cargo, who carry most of their ballast in 


Permanent ballast’ tanks, should also endeavour to arrange the 
‘maining ballast in such cargo tanks as to allow loading to commence 
‘pon arrival at the Terminal, and discharge concurrent, using segregated 
ines and pumps. The Terminal will accept this system on the same 
basis as above paragraph. 
MEDICAL: Depending on the availability of the Company doctor, 
Tedical assistance can be provided, although there is no hospital 
available. In cases of extreme emergency, IOOC will arrange transport 
‘nearby towns at the ship’s expense and responsibility. 
ors: A Customs Officer boards each vessel calling at the 
lerminal. 
DENSITY: Salinity is approximately 20% more than normal sea water. 
FRESH WATER: Not available. 
FUEL: Not available. 
CONSULS: There are no consulates at the Bahregan Terminal; 
‘owever, consular or diplomatic representatives for most nations 
Taintain offices in Tehran and some in Khorramshahr. 
REPAIRS: Masters of vessels loading at Bahregan Terminal are advised 
"at this port is considered an “open roadstead” and under no 
“cumstances may engines be shut down for repairs while their ships 
shal pabey There are no facilities at Bahregan Terminal for making 
repairs. 
STORES: Not available. 
hog Standard zone time for Iran is GMT plus 3.5 hours. 
- RVICES: No facilities for crew change, etc., or any other vessel's 
aalrements, as the Terminal is situated off-shore in the Gulf and there 
'€ No transportation facilities other than Oil Company's flights from 
@dan which are meant for their own personnel. 
lene LEAVE: There is no shore leave permitted due to lack of 
“UTHORITY: lranian Offshore Oil Company, 339 Abbassabad Avenue, 
, fan — Iran. Cables: Falatghareh, Tehran. Telex: 212598 — 212346 — 
2707. Tel: 624102-7. 
Mail address: P.O.Box 1434. 


AGENT: See “Abadan’. 
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IRAN 
SIRRI ISLAND: 25.54 N. 54.33 E. (See Plan) 


Note: Ship-to-ship transfers to be resumed in the near future. 


FLAG: The Iranian flag, green side uppermost, must be flown while the 
vessel is within territorial waters. Iranian territorial waters extend 12 miles 
seaward from the mainland and offshore islands. 


LOCATION: The loading station is located in the S.E. part of the island 
of Sirri at: 
Lat. 25° 54’ N., Long. 54° 33’ 30” E. 
Landfall on the island presents no difficulty, by day or night, for vessels 
coming from the Strait of Hormuz or from one of the Gulf Ports. The 
Island gives a good radar echo at 17 miles. 


PORT LIMITS: Port area limits which are under the control of |OOC 
extend between the following points: 

Lat. 25° 55.0’ N., Long. 54° 33.1’ E. 

Lat. 25° 55.0’ N., Long. 54° 34.6’ E. 

Lat. 25° 52.0’ N., Long. 54° 31.1’ E. 

Lat. 25° 52.0’ N., Long. 54° 34.6’ E. 

Vessels must not enter this area without permission from the Port 

Control. Anchoring in this area is prohibited. 


NAVIGATIONAL AIDS: 
Warning: The following information is for the guidance of ships. |OOC 
does not guarantee or warrant that the listed aids to navigation are in 
the stated positions or operating. 

Sirri Island Terminal Light located in: Lat. 25° 54’ N., Long. 54° 33’ E. 
Light exhibited Fl. W. every 7 secs., visible 10 miles. 

A lighted buoy, showing FI. W.(3) every 12 secs. is visible 6 miles, 
and is located to the West of the S.E. end of the island. 

The flare located in: Lat. 25°54.1'N., Long. 54° 31.9’ E. is highly 
conspicuous and tends to obstruct the other navigational aids: 

Masters may find it useful to refer to the following documents: 

1. French Hydrographic and Oceanographic Department Charts No. 
2172 and 6051. 

2. French Nautical Instructions, Series L, Volume IV. 

3. British Navy Hydrographic Office Charts No. 2837, 2887, 2832 and 
3781. 

4. Lights and Fog Signals Book, series L. 


PROHIBITED AREAS: Papa Production Facility (Offshore) located in 
position: Lat. 25° 42’ N., Long. 54° 17’ E. 

The above platform complex, approximately 18 nautical miles S.W. 
of Sirri Island, is situated in the centre of the Sirri “A” oil field. 

This area, and 3 miles around it, is prohibited to navigation. 

Crude oil from offshore oil fields is delivered to Sirri Island by 
submarine pipe-line, from Papa production complex. 

3 pipe-lines running approximately 182°T to a shore location on Sirri 
Island at: Lat. 25° 53.4’ N., Long. 54° 32.6’ E. 

Vessels are requested not to anchor or carry out any under sea/ 
seabed operations in the vicinity of these pipe-lines. 

PILOTAGE: Vessels must not enter the Port Limits without an IOOC 
Berthing Master on board. 

Vessels should wait for the Berthing Master approximately 2 miles off 
the Loading Dock. 

Vessels should have the following equipment ready for use upon their 
arrival at the Port: 

(a) Anchors, port and starboard, ready for letting go. 

(b) Ropes or wires, 8 each end, not on automatic tension winches. 

(c) Derricks rigged if shore reducers or flexible hoses are required. 

(d) Manifold blanks removed and reducers fitted ready to connect 
20 in. series 150 ASA loading arm flanges. 

(e) Accommodation ladder lowered together with the pilot ladder if a 
VLCC, otherwise a pilot hoist or pilot ladder. 

Note: Berthing Masters will not board any vessel which does not 
present a clean safe means of access. 

(f) Ballast tank lids opened to allow the Berthing Master to inspect 
ballast water. 

(g) Pilot room available and ready for the Berthing Master and also 
trainee accommodation, should they decide to stay on board 
throughout the loading. 

Immediately upon boarding the vessel, the Berthing Master will 

present the following documentation to the Master for his signature: 

(a) A copy of the Port Rules and Regulations Book receipt and 
agreement form. 

(b) |OOC “Notice of Readiness” form. 

(c) Combined Tug, Pilot, Berthing/Unberthing charge form. 

(d) Fire and Safety Regulations and No Smoking Notices for posting 
in approved locations. 

All the above documents must be processed prior to the vessel being 
berthed. 

A vessel arriving in light condition must have sufficient ballast on board 
for safe handling. As the Terminal Dock is located in the open sea, this 
amount has been set at 33% of the d.w.t. Trim must not be more than 
10 ft. by the stern. 

Also see “Tugs”. 

ANCHORAGE: Vessels arriving to load at Sirri may anchor in 60 m. 
depth of water, 1.5 miles East of the lighthouse of Sirri Island, and take 
up a holding anchorage at their own initiative, providing they have not 
received instructions for docking upon arrival. 

Prohibited Anchorage: Under no circumstances may vessels anchor in 
the zone surrounding the dock area, within a one-mile radius. 

It is strictly forbidden to anchor in the vicinity of the S.E. end of the 

island (undersea pipe-lines); anchorage to the North and West of the 
island is considered unsafe and of poor holding qualities. 
HEALTH: Following mooring and positioning of the vessel's access 
ladder, Iranian medical authorities or their representative will grant 
Pratique. Masters are advised to notify by radio any cases of infectious 
disease which may have broken out aboard. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


RADIO/VHF: 

1. Vessels nominated to load at Sirri Island should transmit arrival 
information 96 hours and confirm 48 hours prior to arrival. 

Arrival messages should be transmitted to the following address 
through either Bandar Abbas Radio (EOI) or Abadan Radio (EQZ). 

1OOC Tehran, Telex: 212598 — 212346 — 212707. 

Attn. Marsupt. Sirri. 

Arrival messages to be in the following format: 

AA Name of ship. 

BB ETA Sirri in GMT and last port. 

CC Cargo required. 

DD  Deballast time. 

EE Size and number of connections for cargo. 

2. Sirri Island Station, is operating on 500 kHz, and 2182 kHz from 
0400 — 0800 hrs. LT and from 1100 — 1400 hrs. LT. 

3. Sirri Terminal maintains a listening watch 24 hours on VHF 
Channels 16 and 12. 

Vessels should commence calling ‘Sirri Island” 4 hours prior to arrival, 
on Channel 16. When contact has been made, switch to working 
frequency Channel 12. 

4. Sirri tugs maintain a listening watch on 2182 kHz. Vessels should 
commence calling “Sirri Tugs’ when passing Quoin Island. When 
contact has been made, switch to working frequency 2638 kHz. 

5. Radio Free Pratique: Vessels requesting Free Pratique by radio 
are required to transmit the following message through the same 
Channels as their ETA advice. 

AA_ Name of vessel and ETA Sirri Island (in GMT). 
BB Number of crew and state of health. 
CC Number of vaccinations required for Cholera. 
DD Number of deaths or cases of serious illness in the last 
30 days. 
EE Name all ports called at during the last 30 days. 
FF Master’s Name. 
14 Point Questionnaire: 

A 14 Point Questionnaire has to be completed and sent to NIOC by 
principals prior to appointment of a vessel for loading cargo at Sirri 
Terminal as follows: 

1. Overall length of vessel. 
2. Moulded depth of vessel. 
3. Mean draft in light condition, ready to load (i.e. with only permanent 
ballast on board). 
4. Can vessel discharge permanent ballast concurrent with cargo 
loading? 
5. If any clean ballast is carried in the cargo tanks, can this be 
segregated and discharged concurrent with cargo loading? 
6. If answer to (5) above is “Yes” what will be the mean draft with 
permanent ballast and clean cargo tank ballast on board? 
7. What will be the maximum loading draft? Is this Summer or Tropical 
mark? 
8. What is required “Owners Clearance” under keel in loaded 
condition? 
9. Height of loading valve manifold connections above the deck. 
0. Distance of loading valve manifold centre from the bow. 
1 


connections and how many connections are available for this 
loading? 

12. Distance of loading valve connection from side of ship. 

13. Advise if Sirri is first or second loading port. 

14. If second loading port, how much cargo will be on board on arrival 
and what will be the arrival draft, fore and aft? 


MAX. SIZE: The loading station is designed for docking and handling 
of vessels having a minimum length of 240 m. and a maximum length 
of 365 m. This normally restricts utilisation to vessels in the approximate 
size range of 80,000 d.w.t. to 330,000 d.w.t. The maximum authorised 
draft for these vessels is 24.00 m. (78 ft. 9 in.). 
TUGS: 2 modern diesel tugs of 4,250 b.h.p. fitted with controllable pitch 
propellers and a bollard pull of 65 tons are stationed at the loading dock 
and used for all manoeuvres. 

The tugs are equipped with their own towing lines, fire fighting 
capability, foam, dispersant and fire wires. 
Launches: The Terminal operates a pilot launch and 2 mooring launches 
for rope handling. 
NOTICE OF READINESS: The Master's “Notice of Readiness” will be 
rejected if any of the ballast is oily, or if there is any leakage of oil from 
the vessel during loading, or any unsatisfactory condition on board ship 
which affect cargoworthiness while under the jurisdiction of the Terminal. 

In all such situations of dispute, the decision of the Sirri Marine 
Superintendent will be final. 

The vessel's Owner may bring in a Classification Surveyor, at his own 
expense, to conduct a survey. 


BERTHING: Port Facility — Tanker Dock: 

1. Vessels are ordinarily docked port side to the dock on a heading 
of 017°, at mooring piling equipped with “Yokohama’’ type inflatable 
fenders. Mooring lines are attached to 6 mooring pilings, equipped with 
quick-release hooks. The dock comprises a loading platform linked to 
land by a catwalk. All ships berthed alongside must provide rat guards 
for the ship’s moorings. 

2. Water depth, adjacent to the dock, at LW is 28 m. 

3. Keel clearance required by the Terminal is 3 ft. at all times. 

4. Connection and disconnection of the loading arms is performed by 
|OOC personnel, with the assistance of the vessel's crew. The vessel's 
cranes are not used unless absolutely necessary, as in the event of 
failure of the platform hoisting equipment. The loading arms are of 20 in. 
size, with hydraulic couplers for 16 in., 14 in. and 12 in. flanges. 

Vessels are advised to have their reducers attached to the loading 
manifold, ready for connection. Before connection is begun, the vessel 
will be connected to the arc system voltage equalising cable. 
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. What is spacing (on centres) between loading valve manifold. 


5. After the vessel is moored and Pratique issued, an is 
representative responsible for loading and safety will reach agr fr 
with the vessel as to loading conditions, possible flow rate, and qu ol 
to be handled. The |OOC representative is on watch on the dock g. | 
times. The Master of the vessel must provide him with all the infor D 
necessary to ensure proper completion of the loading process. h n 
Master shall designate an officer to be responsible for loading and Sale S 
on board, in liaison with this representative, and a crew member. " 
shall be permanently stationed near the manifold for dire e 
communication with the dock. The Master shall be fully responsible 7 
valve operations and safe loading on board. If necessary, the Vesy th 
may at any time request a reduction in the pumping rate. m 

When loading is completed, tank ullages shall be taken by an Office 5 
of the vessel, in the presence of the |OOC representative. al 

The Terminal shall furnish the vessel with samples of the Crug L 
loaded, taken by continuous sampling on the loading line. Such sampe © 
shall be numbered and sealed, and shall state the origin of the crug N 

6. At the end of the loading process, the vessel shall Notify th b 
Terminal 0.5 hour, and again 10 minutes, before the planned sty a 
loading. 3 
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LOADING: Loading Facility: 

1. Tankers are loaded at Sirri Island alongside a 1 berth je 
approximately 600 ft. offshore. The loading platform is fitted with figt 
hydraulic loading arms which have quick connection/release couple: 
attached to the end flange. 

Crude is loaded by 320 in. loading arms, 1 of which are also use 
for unloading dirty ballast water from the tanker. 

2. The maximum loading rate is 15,000 cu.m./hr. The minimum ti 
rate is 15,000 bbls/hr. All vessels accepting nominations to load at S» 
Island must be capable of loading crude at rates above this figure. 

3. The API of Sirri Crude oil is 31. 

4. The temperature of Sirri crude oil varies between 93°F and 4¢ b 
(Summer/Winter). S 

5. The Terminal will accept cargo requests 10% above or below & 
Official nominated quantity unless specifically requested otherwise » p 
the Consignor. 8 

6. A shore stop to close off the flow of crude oil to the tanker wilh | 
executed by the Terminal provided the Master issues a written requy 4 
to the Loading Master upon arrival at the loading dock. This requs 
must include the statement that IOOC will not be held responsible & 


any error in the final quantity loaded. is 
Masters should note that in cases of overloading, the excess cay ¢ 
cannot be returned to the shore line. D 
Masters should also be aware that they will be held responsiblet 


any overflows and pollution caused by their request for a shore stop 

7. An “Early Sailing System” of tanker documentation is operated) a 
the Terminal as standard practice for all cargoes (see “Early Sailr 
Procedure”). fi 

8. Most responsible ship owners have adopted a system of ta u 
cleaning using circulatory methods of transfer of tank washing on boat 
ship and treating these washings with chemicals. The result is that® 
oil is discharged into the sea and the oil separated is collected in a Se 
Tank. With the written permission of Off-Taking Companies, the Termin 
will “Load on Top” of such slops. To avoid pollution of the Gulf, 
system is highly recommended. 

9. Vessels which arrive in ballast to load part cargo, should endeavw 
to place the ballast in such a manner as to allow loading to commen 
upon arrival at the loading dock. 

The ballast may be retained for discharge enroute to the next por. 
discharged concurrent with loading. Provided the vessel can ste ¥ 
adequate valve separation, this method is accepted by the Termin © 
and will be finally confirmed by the Loading Master when satisfied tf 
no pollution or contamination will occur. A 

Vessels arriving in ballast to load a full cargo, who carry most of te! 
ballast in “permanent ballast” tanks, should also endeavour to arraw 
the remaining ballast in such cargo tanks as to allow loading! 
commence upon arrival at the loading dock, discharge concurrent, us* 
segregated lines and pumps. The Terminal will accept this system? 
the same basis as above paragraph. 

10. A 90,000 cu.m. storage reservoir enables vessels to discha? 
the dirty water ballast from their tanks into |OOC land installations? 
means of two of the 20 in. handling arms in the dock installation. 


BALLAST: Ballast Upon Arrival: Vessels must come in with adequ 
ballast and proper trim to be able to manoeuvre in satisfactory condit’ 
of safety. 

Ballast must not be less that 30% of d.w.t., or 50% of loaded of F 
FW, bunkers and stores are not considered ballast. 1.0.0.C. resen 
the right to leave at anchor vessels not meeting these conditions; ® 
resulting delay will be for account of the vessel. 

The Terminal is equipped with a dirty ballast holding tank; ba. 
unloading is performed by two 20 in. arms. Any discharge of dirty "# 
overboard is forbidden. f 
Ballast Discharge: A 90,000 cu.m. storage reservoir enables vessé!! 
discharge the dirty water ballast from their tanks into 1.0.0.C.8 4 
installations, by means of two of the 20 in. handling arms in the® , 
installation. F 
Disposal of Ballast: \nternational Law: Ship's Masters are ® & 
responsible to observe International Convention Laws conce™ Ff 
pollution of the sea, having particular regard to the Gulf Area. F 
Disposal of Ballast at Sea: Ship's Masters are warned that no® ¢ 
ballast, or bilge water should be disposed of in the sea within 50™ 
of the coast of Iran. j 

When so disposing of ballast, all pipe-lines, sea suctions, strai@ 
and pumps that are later to be used to discharge clean ballast, mus’ § 
flushed clean, so that there will be no chance of even a small ams 
of sea pollution when the clean ballast is pumped out. C 
Master's Responsibility: It is the ship's Master's responsibility to see” 
no oil of any kind is pumped or spilled overboard from his ship 
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snofies of Pollution: This includes oil water from bilges, crude residue 
in previous voyages, or any other matter that may result in pollution 
sme sea. Any fines imposed shall be to ship's account. ‘ 
wk inspection: As soon as practical after arrival, all vessels’ tanks will 
ted for oil in ballast. During discharge of ballast similar 
s will continue. 
sup Rejections: lf evidence of oil appears at any of these inspections 
ne ship will be rejected, and will not be accepted until satisfactory 
e is produced that such ballast was disposed of in a proper 
~ener. it during inspection, or during progress of loading, it is revealed 
oat ship's tanks are not tight, or that oil is leaking from the ship, she 
| nay be rejected or refused further loading. : 
snp Survey: Should the ship’s tanks be found leaking it will not be later 
yeepted for loading, unless satisfactory evidence duly certified by 
yds or A B.S. Surveyors, or other recognised Surveyors of repair, is 
ited 
/ ae of Readiness Rejection: Any vessel rejected because of dirty 
ssiast or sea pollution will automatically nullify his “Notice of Readiness” 
ng lose any priority of position for loading. 

“On return from sea, ships’ Masters should tender a new Notice of 
seadiness to 1.0.0.C. If this is accepted by 1.0.0.C. vessels will then 
» entered for loading at the new time of acceptance. Vessels will be 
ected for dirty ballast at all times. 
saiast Quantity: A vessel must have sufficient ballast for safe handling, 
wn due regard to existing weather and sea conditions. Through a 
-zelul watch of the weather and sea conditions, frequent exchange of 
“omation between ship and Terminal, and by a knowledge of the 
senaviour of his own vessel a ship’s Master may come to the Terminal 
»»aminimum of ballast and thus lessen any possibility of infringement 
sea pollution regulations. 

«ditional Lighting: In addition to the lights usually displayed, vessels in 

ee berth discharging ballast or loading cargo during darkness will 

»emselves illuminate the sea around the ship, so that any pollution will 

x readily noticeable. 

syecial Provision: Vessels equipped with a separate system of ballast 

ers will be allowed to discharge ballast and load oil simultaneously, 

yoviding approval is first obtained from the Sirri Terminal 

Superintendent. 

oad on Top Method: Most responsible ship owners have adopted a 

ystem of tank cleaning using circulatory methods of transfer of tank 

washing on board ship and treatment with chemicals. 

The result is that no oil is discharged into the sea and the oil separated 
scollected in a slop tank. With the written permission of Off-Taking 
companies, the Terminal will “Load on Top" of such slops. To avoid 
solution of the Gulf, this system is highly recommended. 

EARLY SAILING PROCEDURE: Notice to Masters: 

inorder to minimise delays to tankers awaiting official documentation 
ater loading at the port, an Early Sailing system is now in force. 

The following documents are prepared in advance, except for cargo 
‘gues, and presented by the ship's Agent to the Master for his signature, 
on the ship's arrival at the loading dock. 

(A) Nos........ Originals & Nos........ Copies of |OOC Bill of Lading. 

(B) Nos........ Originals & Nos........ Copies of |OOC Certificate of 

Origin and Cargo Manifest. 
(C) Nos........ Originals & Nos........ Copies of IOOC Tanker Time and 
Loading Report. 
(D) Nos........ Originals & Nos........ Copies of |OOC Report of Cargo 
and Ship's Ullages. 
__(€) Master's Receipt for Documents covering both pre-signed and 
onsite prepared forms. 

Documents for Master's use, and for the Consignee care of the Master 
be retained on board. All other pre-signed documents to be returned 
the Agent to the IOOC Terminal Office. 

Official cargo figures will be passed to the Master by radio within 1 
‘our of his departure. Advice of quantities loaded should be inserted by 
ne Master on the “Bill of Lading” and “Certificate of Origin” forms as 
sor indicated. 

Hand written copies of items (C) and (D) will be passed to the Master 
‘his reference. 

incase of disagreement on Cargo figures, the Master may: 

1. “Note Protest” by cable or telex. 

2. Authorise the ship’s Agent to “Note Protest” on his behalf. 

3. Pass a written “Note of Protest” to the Berthing Master who will 

acknowledge receipt on behalf of the Terminal. 
_|00C appreciates the co-operation of Masters, Owners, Shippers and 
-onsignees in agreeing to implement this system. 
POLLUTION: It is the Master's responsibility to ensure that no garbage, 
use or liquid discharge is allowed to pollute harbour waters. 
Adequate covers must be placed over all sanitary and galley 
*scharges to prevent fouling the dock structure. 
} Ship's Masters are obliged to observe International Convention Laws 
“ncerning pollution of the sea. 
’ ules and Regulations establishing procedure for the Sea of Oman 
6 the Gulf must be strictly observed by all Masters. 
' (00C monitors the entire area within their field of operation, and will 
2g, oument and report back to NIOC any case of pollution for further 
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WEDICAL: 1OOC operates a small clinic on the Island with resident 
ae This facility will be made available for emergency cases only. 
ESH WATER: Not available. 
esi Not available. 
: AIRS: The island has no repair shop. Repairs may be made at 
RPA after loading, subject to approval by 1.0.0.C. 
c ATRIATION: |.0.0.C.'s air transport to Tehran is not available for 
ARP spot of relief crews. 
PORT: !.0.0.C. has an air transport service to Tehran. 
sone” Island is on Iranian Standard Time which is GMT plus 3.5 hours. 
Se E LEAVE: Crew are prohibited from going ashore, except by 
pa authorisation issued by 1.0.0.C., by agreement with the 
Signees and the local authorities. 
Wimming alongside the vessel and the dock is prohibited. 
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GENERAL: Weather: From May to September, very hot and humid 
conditions prevail with temperatures reaching 47°C (117°F) and relative 
humidity ranging from 10% and 100%. 

The Winter months, from November to March, are mild and pleasant 
with minimum temperatures of about 4°C (39°F). The average rainfall is 
approximately 200 mm. (8 in.) per annum, all of which falls during the 
Winter months. 

Throughout the year, the dominant winds are from the W.N.W., with 
winds of a force greater than 20 knots from November to March. This 
orientation is approximately 290° at Sirri. This wind, known as the 
“Shomal”, blows particularly in the Summer during a period of forty days 
(beginning of June to mid-July); in the Winter, the wind comes on 
abruptly and can reach 30 to 40 knots. 

Note: Violent winds from the N.E. reaching 60 knots have been observed 
in the Winter season. 

Tides: In the waters around the island of Sirri, the tides are semidiurnal 
with diurnal assymetry. High tide occurs approximately 9 hours after the 
moon passes the meridian of Greenwich. The average water level is 
0.90 m. above chart datum and the average tidal range 1.50 m. 

The seasonal S.W. wind from April to September causes the water 

level in the Gulf to rise by 0.30 m. 
Sea Conditions: The swell is short and rapidly becomes steep, and it is 
often out of proportion to the wind force. With the Shomal, it can reach 
3.50 to 4.50 m., but the maximum wave height at Sirri is in the range of 
1.80 to 3.00 m. The swell subsides rapidly after the wind dies down. 

Sea temperature varies from 71°F. (22°C.) in January to 93°F. (34°C.) 
in August. 

Currents: Tidal currents are of the order of one knot, with N.N.E. and 
S.S.W. major components; thus currents are roughly parallel with the 
dock alignment. 

Sanitary Report: This formality is normally performed after the vessel 
docks; however, vessels remaining at anchor may, through their Agents, 
complete customs and health examinations in the roadstead. 
Publications and Charts: Masters may find it useful to refer to the 
following: 

a. French hydrographic and oceanographic department charts No. 
2172 and 6051. 

French nautical instructions, Series L, volume IV. 

Lights and fog signals book, Series L. 

British Hydrographic Office chart Nos. 2837, 2887 and 2832. 

. Gulf Pilot (63). 

Rat Guards: All ships berthed alongside must provide Rat Guards for 
the ship's moorings. 

Territorial Waters: \ranian territorial waters extend 12 nautical miles from 
the coast and adjacent islands. 

Surveyors: Surveyors of the American Bureau of Shipping and Lloyd’s 
are stationed at Bandar Abbas and Abadan. 

Consuls: No Consular representation is available at Sirri but the 
Embassies of most nations are situated in Tehran. 

Officials: Customs, Ports and Shipping, and Gendarmerie Officials are 
stationed on Sirri Island. 

Maintenance: Maintenance work such as scaling and painting on deck 
or from the loading dock, is prohibited at all times while the vessel is 
alongside the loading dock. 

SAFETY: Safety Watch: A safety watch is provided on the loading 
platform by |.0.0.C. personnel, under the orders of the Loading 
Supervisor. 

Throughout the time the vessel is alongside, 1.0.0.C. makes the 
following seagoing facilities available to the vessel: 

a. Two 300 h.p. docking escort boats. 

b. Two safety tugs with monitor water nozzles, foam generators and 

anit-pollution spray equipment. 

c. Fixed dock equipment (water screens, nozzles). 

The Master remains solely responsible for safety aboard his vessel. 
He shall maintain sufficient crew on board to be able to handle his vessel 
without hazard, and ensure rapid response with fire fighting equipment: 

a. Keep the engines ready for use. 

b. Make sure the vessel keeps its station with the dock, so that the 

loading arms always operate within their designed work-zone. 

c. Make sure that the mooring lines provide firm mooring without 

abnormal strain. 

An 1.0.0.C. representative shall make sure that these safety 
provisions are in force throughout the time the vessel is alongside the 
loading station. 

If need be, the standby tug may be called upon for correction of 
docking position. Loading may be halted, and the arms disconnected. 
Preventative Measures: The vessel must show a red flag by day, and 
by night a red light visible through 360°. 

The Master must post a notice at the gangway, absolutely prohibiting 
smoking, the use of open lights, and access to visitors. 

All hull valves shall be closed, except for those handling water 
circulation. 

All main deck scuppers shall be plugged. 

Two wire rope emergency tow lines, of adequate length and strength 
shall be placed on the starboard side, one forward and one aft; the eyes 
of the tow lines shall be maintained a suitable distance above the water, 
so that the tugs can couple to them easily. 

The access gangway shall be properly positioned on deck. 

Fire Protection: Smoking, the use of open lights, and the use of tools 
liable to produce sparks are prohibited outside the zones where such 
are normally authorised on a tanker. 

In zones classified as dangerous, the use of equipment other than 
types approved for this use by an official body is prohibited. 

Further, in general, the Master is obliged to adhere to international 

safety regulations. 
AUTHORITY: Iranian Offshore Oil Company, 339 Abbassabad Avenue, 
Tehran — Iran. P.O. Box 1434. Tel: 624102-5 Cable: Falatghareh, 
Tehran. Telex: 212598-212346-212707. Contact: M. Kamalipour, 
Operations Manager. 


AGENT: See “Abadan”’. 
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TANKERS: Please note that all correspondence, cables, and telexes 
concerning tankers calling at Iraqi terminals are to be directed to 
following addresses. 

Postal address: State Enterprise for Maritime Agencies. P.O. Box 3, 
Basrah. 

Cable address: Tankers Basrah. Tankers Fao. 

Telex No.: 7009. 

Cables for arrival should be addressed to both “Tankers” Basrah and 
“Tankers” Fao. 


ALBAKR TERMINAL: 29.41 N. 48.49 E. (See Plan) 


LOCATION: The terminal is 31 miles S.E. of Fao in position 
Lat. 29° 40’ 36” N., Long. 48° 48’ 38” E. Depth of water 29.30 m. at 
MLWOST. 

PILOTAGE: Pilotage is compulsory for all inward and outward tankers 
using the Khor al Khafja buoyed channel when the draft is over 15.85 m. 
NAVIGATIONAL AIDS: 8 lighted buoys define the deep water channel 
at the 69 ft. (21m.) depth contours in the immediate vicinity of Albakr 
Terminal. The buoys are battery powered with quick flash characteristics 
with visibility range of 1 mile. The perimeter of Albakr Terminal is outlined 
with flashing marine lanterns to define a hazard to marine navigation. 
The lanterns are battery powered, some are white lens flash with 5 mile 
range and others are red lens flash with 2 mile range. 

The radio tower is equipped with an aviation hazard light (red). It is 
also equipped with a long range marine beacon (white) located below 
the red hazard light. 

BERTHING: The terminal consists of 2 loading platforms (A) and (B) 
each loading platform has 2 loading berths. Berths No. 1 and 2 of 
Platform “A” and Berth No. 4 of Platform “B” can accommodate tankers 
ranging in size from 35,000 d.w.t. to 350,000 d.w.t., Berth No. 3 of 
Platform “B” can accommodate tankers ranging in size between 85,000 
d.w.t. and 350,000 d.w.t., Total length of structure is 975.4 m. and 
106.7 m. wide at centre. 

RADIO: Tankers are requested to contact Albakr Terminal through 
Basrah Control Radio (YIR) at least 72 hours, 48 hours and 24 hours 
prior to arrival giving ETA. Prior to docking the tanker must also provide 
the terminal operator with information required to prepare the “loading 
order” format, this information should include the type of crude to be 
loaded, loading rate in barrels, the Registry No. of vessel, nationality, 
name of Master. The Master will be informed of approach instructions 
such as location of berth, weather and sea conditions, and the 
communication channel to be used for vessel docking assistance. 

Vessels bound for Iraqi territorial waters should also contact Fao Radio 
(YIS) at least 24 hours before entering territorial waters requesting free 
pratique from Medical Officer Fao. The request should indicate the state 
of health of the crew on board together with relevent information. 
Name of Station: Khor al Khafja FC(10) Albakr Terminal FP 
Call Sign : Albakr Radio 
Service : 24 Hours 


The following table shows the details for contacting the Iraqi port coast 
stations. The number between brackets corresponds to the notes 
explained below. 


Emission Service 
Frequency Channel Class Power Nature 
156.375 MHz 67 Fe 0.02 OT (2) (3) 
(6) (8) 
156.550 MHz 12 Fe 0.02 OT (2) (3) 
(3) (5) 
156.80 MHz 16 ey 0.02 
pita (4) (7) (8) 
161.80 MHz 24 = 0.02 


FC Coast Station 
FP Port Station 
OT Station open exclusively to operational traffic of the service 
concerned 
(1) Transmits urgent Notices to Mariners 
(2) Transmits meteorological bulletins (North Arabian Gulf Weather 
Forecast) 
(3) For Navigation and harbour control services 
(4) Calling and Safety frequency 
(5) First priority working frequency 
(6) Second priority working frequency 
(7) Weather bulletins at 0630, 1430 hrs. and on request 
(8) Used for marine traffic control 
Station under the direction of Iraq Administration 
(11) Permanent watch 
While in Iraqi Territorial waters, ships under way shall maintain watch 
on Channel 16 (156.80 MHz) and/or (461.5 kHz) to ensure immediate 
reception of the instructions issued by the controlling authorities. 
(a) Khor Al-Khafja, Albakr Terminal Radio, maintains listening watch 
on Channel 16 (156.80 MHz). 
(b) Pilot station (Al-Rasheed Radio YIBE maintains listening watch 
on Channel 16 (156.80 MHz) and 500 kHz. 
(c) Fao Radio (YIS) maintains listening watch on Channel 16 (156.80 
MHz) and 500 kHz. 
(d) Basrah Control Radio (YIR) maintains listening watch on Channel 
16 (156.80 MHz) and 500 kHz. 
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Instructions: 
(a) Navigation warnings are transmitted on 500 kHz by Basrah Coy 
Radio (YIR). 
(b) North Arabian Gulf weather forecast is transmitted by: 
1. Basrah Control Radio on: 
440 kHz at 0530, 1330 GMT and on request. 
6493.25 kHz at 0530 GMT and on request. 
8668 kHz at 1330 GMT and on request. 
2. Khor Al Khafja, Albakr Terminal Radio, on Channel 16 (158) 
MHz) at 0530 GMT and on request. 
(c) Traffic control signal on Channel 16 (156.80 MHz) and on 5004 
by Basrah Control Radio (YIR). 
(d) Traffic control signal on Channel 16 (156.80 MHz) and 500, 
by Fao Radio (YIS). 
(e) Traffic control signal on Channel 16 (156.80 MHz) by AR A 
Terminal Radio. 
Commercial and Public Correspondence: Call Basrah Radio (Yip), is 
Channel 16 (156.80 MHz) 500 kHz. 4, 6, 12 and 16 MHz. bands; © 
after initial contact has been established change to one of the wor 
frequencies as instructed to pass messages. 
MAX. SIZE: Max. length, 366m. Max. draft 21m. Night ber 
possible. 
TUGS: 3 available, 2 of 4,000 h.p. and 1 of 2,200 h.p. 
LOADING: Storage and pumping facilities on shore are connectes 
Albakr Terminal by 2x48 in. pipe-lines. The Terminal is capable E 
loading through either one of the pipe-lines at a time or both. st 
Capacity of each line varies between 77,000 and 89,000 bp) 
depending on type of crude (Basrah heavy or Basrah light type). 
both lines in operation at the same time loading rate can be increas 
to max. 141,500 b.p.h. (19,000 tonnes p.h.). 2 tankers can load» 
different types of crude at the same time. Loading facilities can, 
remotely controlled from the Control Room. 
Loading will be stopped if any regulations are not observed an 
the case of oil spillage. 
Loading may be stopped in still air conditions, during severe elect: 
storms and/or high wind and sea conditions. 
Loading Arms: For each loading berth, 2 identical 24 in. x80 ft. @ 
Luceat DCMA loading arms, with hydraulically operated coupling fs 9 
with adaptors to allow automatic and fast coupling to tanker mani 
flanges ranging from 16 in. to 24 in. (spools for 10 in., 12 in. or 14in yy 
16 in. are available at the terminal if required). st 
Gangway: A power operated telescopic personnel gangway is prove oy 
at each berth. These gangways can withstand 500 Ib. load at mid-sp 
in the extended position. hi 
Meters: 16 in. A. O. Smith positive displacement meters, 16 meters! th 
each platform, capacity of each meter 12,500 b.p.h. W 
Meter Prover: One 24in. triple “U” bi-directional mechan D 
displacement meter prover for each platform. The occurence of e R 
prover is decided bi-yearly utilising certified volume tanks. \s 
Continuous Crude Oil Gravity Analyzer: There is a number of ARO 2 
Anulus Model 1-F10 50X liquid gravity analyzers on each load m 
platform capable of detecting API gravity from 45° to 15°, the out D 
from these analyzers are displayed on the appropriate loading form P 
and is recorded on charts in the Control Room. P 
These gravity analysers are to be checked constantly and’ 
calibrated bi-yearly according to the manufacturer's recommendati’ 8 
A responsible member of the crew must be in contact with the term 
Officials at all times. 4 
READINESS: Notice of Readiness will be received by WN ‘ 
representative provided the vessel is ready to load. Lay timet 
commence 6 hours after receipt of Notice of Readiness berth o , 
berth. 
SAFETY PRECAUTIONS: On arrival at the q 
Representative will discuss with the Master the “Safety Requiremet 3 
letter addressed to him also the Safety Check List. - 
a 
th 
th 
a 
A 
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Attention is also drawn to the Tanker Safety Guide published by’ 
International Chamber of Shipping and to the International Oil Tat 
Terminal Safety Guide. 

SHIP DOCKING ASSISTANCE SYSTEM: 1 unit for each be 
consisting of speed of approach measuring instrument with fixed 
and narrow beam R.F. heads, a data processor and visual display’ 
when the vessel is within 2 miles of Albakr Terminal. The rotatable? 
head which is nearest to the vessel shall be aimed at it, during! 
docking the system will display approaching vessel's velocity. 
FRESH WATER: Can be made available by Ports Administration # 
24 hours notice from tankers. Water supply is from barges or small" 
tankers. Notice to be through Agent. 

FUEL: May be made available after 72 hours notice through Ag 
Supply is direct from small bunker tanker or barges. Bunkering howe? 
not allowed while tanker is on berth and it is allowed only when ta? 
is waiting for berth or after completion of loading and unberthing. 
SHORE LEAVE: Not allowed. 

LIGHT DUES: The Iraqi Ports Administration will collect any light® 
payable including those due to the Middle East Navigation Aid Se 
REGULATIONS: 

(a) Mooring. 

“All vessels after arrival, having been moored to the satisfa® 
of the Harbour Master, shall tend their own anchor cables, @ 
lines and hawsers. It is important for tankers to tend their moe 
frequently”. 
Ship must be ready to move under its own power. 
While in berth, ships must be ready to move under thei? 
power in the event of their breaking adrift, catching fire of 
other emergency. No repairs are to be carried out while © 
berth, which would immobilise the ship or impair her firefig® 
efficiency. 
(c) Cleaning of boiler tubes. 
Cleaning of boiler tubes alongside the Island Termit® 
forbidden. 
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sOLLUTION: No dirty ballast. No oily water or other refuse to be 
overboard. 

| “yen a vessel enters port waters in ballast, the ballast water for 

e discharge must be clean and a declaration signed by the Master 

_ © sed to the representative of the terminal to this effect. 

“ashes, oil, oily water or other refuse must not be discharged overboard 
. ort waters. Vessel’s scuppers must be effectively plugged and 
agkage OF spillage of oil aboard ship must not be swept or washed 

| syerboard whilst in port waters. . 

| “Vessels are subject to heavy fines and liabilities for claims arising. 

ORITY: All approaches to Albakr Terminal and Khor al Khafja are 
sntrolled by the Iraqi Ports Administration. 

~~ Cable MAWANI - BASRAH Telex 7008 Ports 

| gyention is drawn to port rules and bye laws 1942, Quarantine 

| swiation No. 28 of 1963 and schedules of dues and charges. 

" “the terminal is the property of Iraq National Oil Company (INOC) and 
< administered and controlled by the said company to facilitate the 

" sading of tankers with crude oil. 


“Cable Address INOC (Basrah) - PETROLNA BASRAH 
INOC (Baghdad) - PETROLNA BAGHDAD 
Telex No. INOC (Basrah) - 7003 


INOC (Baghdad) - 2204/2295 
The sole Agent for all vessels visiting Iraqi ports is The State 
_ sterprise for Maritime Agencies. All requests for services to tankers 
" quid be directed to the Agent. 
See “General” before first port. 
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BASRAH (Maqal and Umm Qasr): 30.31 N. 47.50 E. 


_ Note: Iraqi imports are mainly made up by bulk wheat, bagged rice and 
sgar, but a significant increase in the import of construction equipment, 
| ensumer goods, etc. is expected. 
The main Iraqi port of Basrah situated in the Shatt Al Arab waterway 

tas been landlocked since the outbreak of the conflict. It is expected 
| at it will take a considerable time to remove wrecks and dredge the 

walerway, once an agreement is reached. 
| DOCUMENTS: On arrival at pilot station vessel requires following: Ship's 
Register, letter from Owner confirming that vessel has not called at an 

yaeli port, all Health Certificates of Crew must be valid against cholera, 
_ oopies Crew List, 2 copies Provision List, 2 copies Manifest, Freight 
_ manifest for Baghdad Rail cargo, Breakdown list and Stowage Plan, 
“yates cargo and heavy lift list (if any). 

PLOTAGE: Compulsory. Owners having vessels bound for Umm Qasr 

Pot should instruct Masters to cable ETAs to State Enterprise for Water 
| are: Basrah, cable address “Bawakhir Basrah”, Telex: 207077 
| BWAKR IK. 
| The pilot boat is located usually in position Lat. 29° 45’ 15” N., Long. 

50' 45" E. and on arrival vessel should contact pilot boat immediately 
_ Winstructions. Pilots are available for vessels proceeding to Abadan 
-#d Khorramshahr (in Iran) and Basrah (Maqal and Umm Qasr). 
 *oviding Master has given Agent 48 hours notice of vessel's ETA Pilot 
“! board immediately providing tide is suitable to allow vessel to 
_ *ntinue to destination. Master should use call sign YIR on 500 kHz for 
| Sasrah Radio in order to pass messages to Agent. Vessel should listen 
| ‘Ymessages on 440 kHz from YIR or use VHF on Channels 14 and 
| 2 On boarding the River Pilot will hand Master various forms for 
| Smpletion in respect of Light Dues and River Pilotage. Master to hoist 
"e raqi National Flag. 
Navigation of the Shatt-al-Arab River is under the jurisdiction of 
_ Nelraqi Ports Administration which takes in the approaches to Abadan 
| ad Khorramshahr in Iran. 

‘NCHORAGES: Vessels can anchor within the following area: 

8) 29° 40.0' N., 48° 43.0' E. 

(b) 29° 40.0’ N., 48° 45.0’ E. 

(ct) 29° 36.0’ N., 48° 43.0’ E. 

(6) 29° 36.0’ N., 48° 45.0’ E. 
‘ESTRICTIONS: The Iraqi Ports Administration issue a booklet of Tide 
“les eacl year and the movements of vessels in and out of the Shatt- 
*Alab River are restricted to the high water tables for vessels using 
3astah and Khorramshahr. Movements to and from these ports are only 
‘mitted in the hours of daylight. The max. draft for a vessel proceeding 
*Basrah is 29 ft. in fresh water. If vessel's draft exceeds this lightening 
8s place at Umm Qasr. Although the draft obtainable alongside the 
ied is 31 ft. the max. draft for moving in the river is 29 ft. on account 
the restriction at the Karun Bar. 

AX. SIZE: The maximum acceptable draft for vessels calling at Umm 
“8s: Port is 8.0 m. No beam restrictions. Fairway draft is 12.0 m. The 
away is marked by port and starboard buoys. 
c LTH: Masters are requested to call the Chief Medical Officer at Fao 
7 500 kHz, call sign “YIS", requesting Free Pratique 24 hours before 
"Ssel’s arrival at pilot station. All crew Vaccination Certificates should 
“valid and available for Medical Officer's arrival on board. He will also 
“ect to find a valid Derat Certificate on board. Anyone boarding the 
"sel ahead of the Medical Officer whilst the Q” Flag is still hoisted 
§ lable to a fine. Special precautions are taken in case of a vessel 
a direct from an epidemic area and even if the crew are holding 
te ‘noculation certificates the vessel may be delayed at the pilot 
a The Iraq Government is very sensitive about the spread of 
“tra. Derat Certificate renewable at Basrah. 


IRAQ 


RADIO: When a vessel is 3 days away from Basrah, radio contact can 
be established with Basrah Radio, call sign YIR on HF 4, 6, 8, 12 and 
16 MHz bands. When the vessel is within 3 days of arrival, Basrah 
Control Radio (YIR) can be used (transmitting on 500 kHz and receiving 
on 440 kHz). 

List of Coast Stations (Iraq): Summary of Procedures: 

1. Whilst inside Iraq territorial waters, ships under way will maintain 
watch on Channel 16 (156.80 MHz) and/or 461.5 kHz to ensure 
immediate reception of instructions issued by the controlling authorities. 

(a) Khor Al-Amaya Radio maintains listening watch on Channel 16 
(156.80 MHz). 

(b) Pilot Station (Al-Rasheed Radio YIBE) maintains listening watch 
on Channel 16 (156.80 MHz) and 500 kHz. 

(c) Fao Radio (YIS) maintains listening watch on Channel 16 (156.80 
MHz) and 500 kHz. 

(d) Al-Wasiliyah Radio (YIT) maintains listening watch on Channel 
16 (156.80 MHz) and 461.5 kHz. 

(e) Basrah Control Radio (YIR) maintains listening watch on Channel 
16 (156.80 MHz) and 500 kHz. 

(f) Umm Qasr Radio (YIU) maintains listening watch on Channel 16 
(156.80 MHz) and 500 kHz. VHF Channels 12, 14, 20 and 22 
available. 

ll. Special Instructions: 

(a) Navigational Warnings are transmitted on 500 kHz by Basrah 

Control Radio (YIR). 

(b) North Gulf Weather Forecast is transmitted by: 

1. Basrah Control Radio on: 
440 kHz at 0530, 1330 hrs. GMT and on request. 6493.25 
kHz at 0530 hrs. GMT and on request. 8668 kHz at 1330 hrs. 
GMT and on request. 

2. Khor Al-Amaya Radio on Channel 16 (156.80 MHz) at 0530, 
1330 hrs. GMT and on request. 

(c) Traffic Control Signals on Channel 16 (156.80 MHz) and 500 kHz 
by Basrah Control Radio (YIR). 

(d) Traffic Control Signals on Channel 16 (156.80 MHz) and 
461.5 kHz by Al-Wasiliyah Radio (YIT). 

(e) Traffic Control Signals on Channel 16 (156.80 MHz) and 500 kHz 
by Fao Radio (YIS). 

(f) Traffic Control Signals on Channel 16 (156.80 MHz) and 500 kHz 
by Umm-Qasr Radio (YIU). 

(g) Traffic Control Signals on Channel 16 (156.80 MHz) by Khor Al- 
Amaya Radio. 

Il. Commercial and public correspondence: Call Basrah Radio (YIR) 
on Channel 16 (156.80 MHz), 500 kHz, 4, 6, 8, 12 and 16 MHz bands 
and after initial contact has been established change to one of the 
working frequencies as instructed to pass messages. 

Basrah Radio follows the following time-table: 


Answers Traffic 
Hours Listen on on Lists 
H24 500 440, 461.5 - 
0400-0600 6265.5-6280.5 6493.25 0505 
0600-0800 16708-16748 16968 0705 
0800-1000 8354— 8374 8668 0905 
1000—1200 16708-16748 16968 1105 
1200—1400 8554— 8374 8668 1305 
1400—1600 12531-12561 12986.5 1505 
1600—1800 4177— 4187 4356.5 1705 


VHF: Port radar service. VHF can be used to call the Iraqi Port 
Administration at Basrah on Channel 16. 
TUGS: River and sea-going tugs are available. Tug-boat services are 
offered as and when deemed necessary by port Pilot or Harbour Master, 
and are available at all times during day and night. 
BERTHING: See “Restrictions”. All berthing of vessels at Basrah is done 
during daylight hours only and according to suitable tide. The Harbour 
Master joins vessel on her arrival at Khora Anchorage which lies about 
2 miles from the Maqal Wharves. In the case of Umm Qasr the Harbour 
Master joins vessel on arrival off the wharves. 
Height of pier (quay) at berthing places above mean low water: 
(a) Maqal—Plus 12.5 ft. above zero port datum. Port datum is 3.96 ft. 
above mean zero level at Fao. 
(b) Umm Qasr — 24.65 ft. above lowest water of spring tide which is 
referred to as Umm Qasr Port datum. 
Difference between high and low water: 
(a) Maaqal: A daily variation of 5 ft. between tides and max. of 8 ft. 
(b) a Qasr: An average of 12 ft. between tides, and max. of 
17 ft. 
Magal (Ma’gal): Wharves have continuous frontage of 2,000 m. depth 
alongside 9.15 m. Max. length of vessel, 171 m., berthing for 12 vessels. 


Report: 1989. 

Berth Length Cranes Use 

No. (m.) (tons) 

1 200 3x 5 General 

2 200 3x 5 General 

3 200 | 2x40 Containers 

4 220 

Sy 200 - | Bulk, sulphur, 

6 200 — by conveyors 

7 200 2%" General 
1x15 
1x 8 


Umm Qasr: The port is situated at the South end of the Khor Zubair, 
where it joins the Khor Abdullah. The sea approach to Umm Qasr is 
some 103 km. in length along the Khor Abdullah, commencing in deep 
waters of the Gulf near the mouth of the Shatt-al-Arab. 

A navigation channel, the lowest part of which is 9 m. at LLW and of 
ample width is well marked with beacons and light buoys from the Shatt- 
el-Arab entrance pilot vessel to Umm Qasr. Loaded vessels with a draft 
of 8.0 m. will be able to sail on 2 tides each day to and from Umm Qasr. 
Pilot and Harbour Master services are compulsory. 
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The wharves are of reinforced concrete with a continuous frontage of 
640 m. and depth of 9.75 m. at LLW. They are able to accommodate 3 
cargo ships at one time. Each berth is 183 m. long. The wharves are 
provided with a total of 10 electric shore cranes from 3-15 tons capacity. 
In addition there is a 100 ton floating crane, 2 sea-going tugs and an 
ample number of mobile cranes, forklifts, eel trucks, tractors, trailers, 
etc. The Umm Qasr wharves are directly connected with roads and 
railway lines of the Iraqi Republican Railways. 

There are also 2 mooring buoys 247 m. apart. 

Fresh water available directly from mains on wharves. 

3 new steel jetties at Abu Flus directly North of the Fertilizer jetty have 
been completed. These jetties are served by 6 electric shore cranes of 
5 tons capacity. Vessels up to 171 m. long and 8.84 m. draft can lie 
alongside. 

Grain Silo: Capacity 65,000 tons, loading capacity into ship's holds, 
1,050 t.p.h. jetty 213 m. long, available for berthing ships up to 183 m. 
long with a draft of 8.84 m. for loading and unloading of grain. 
Muftiyah Jetties: One wooden jetty with limited length owned by Port 
Authority for distribution of oil products and for the purpose of handling 
crude and refined oil for local consumption, also for exporting oil products 
outside Iraq. Also a further new concrete jetty available for berthing 
vessels 175 m. 

Fertilizer Wharf: A modern concrete wharf situated on the banks of Shatt- 
al-Arab river at Abu Flus with a total length of 100 m., width 10 m., can 
accept vessels with length 182 m. and draft 8.84 m. It is allocated for 
the exportation of fertilisers by the State Co. for Fertilisers. 

Mooring Buoys: There are also 13 mooring buoys, 7 at Ashar, 4 at 
Sunger and 2 at Abu Al Khasib, 220 m. apart. 

CRANES: The wharves are served with 60 electric shore cranes from 
1.5 tons to 15 tons capacity and 1 electric shore crane of 60 tons 
capacity, in addition there are 2 floating cranes one of which is 100 tons 
capacity capable of lifting direct from ships to railway trucks on the 
wharves, and the other of 20 tons capacity capable of lifting cargo at a 
distance of 30 m. from the centre of the jib. Also about 200 pieces of 
various type of mechanical and electrical handling equipment. 
BRIDGES: There are no bridges across the river from the entrance to 
Basrah Wharves (a distance of about 80 miles). 

STEVEDORING: Information of the numbers of gangs required on board 
on vessel's arrival should be passed to the Agent together with vessel's 
ETA through Basrah Radio. The average rate of discharge of general 
cargo at Basrah (Maqal and Umm Qasr) is 6 tons per ganghour per 16 
hour day. Contractors will place labour on board to discharge or load 
cargo but at the risk of the vessel as a Contractor will not accept any 
responsibility for damage done by labour. 

Unloading of vessels basically carried out from vessels to wharves by 
Port cranes or ships’ derricks. Heavy lifts and some dangerous cargoes 
are discharged overside into barges. Loading from jetty is by crane 
directly into ships. Loading at midstream is by lighters. 

Bulk Cargoes: Discharged by grab direct to the Dock at Umm Qasr and 
by suction to the silo at Basrah. The equipment at Basrah is rated at 
2,500 L/tons per day discharge and 5,000 L/tons per day loading, but 
under favourable conditions discharge rate may exceed 3,000 L/tons 
per day. 

MEDICAL: For a vessel in to Basrah (Maqal and Umm Qasr) no advance 
notice is required, in order to obtain medical attention. Hospital facilities 
available at the new port hospital and other local hospitals. : 

For arrival at Basrah it is necessary to hold valid cholera certificate. 
TANKERS: See “Khor-al-Amaya”’. 

FRESH WATER: Fresh water is available at the wharves at Maqal and 
Umm Qasr but where a vessel is moored in midstream and requests 
water there is the additional charge for the hire of the water tanker. 
FUEL: Only 1 grade of fuel oil available from the Basrah Refinery, a 
fuel oil viscosity 200 to 210 Red. No. 1, SG 0.920. Diesel oil also 
available. 

Fuelling is direct if taken alongside Muftiyah Refinery jetties, otherwise 
by barge. No coal bunkers available. 

GANGWAY/DECK WATCHMEN: It is recommended that vessels 
moored or anchored in the river employ Gangway/Deck Watchmen. 
OPENING/CLOSING HATCHES: This work is normally done by crew, 
but if the labour on board are asked to do it they should be supervised 
by an Officer. 

CUSTOMS ALLOWANCES: (Tobacco) The Ship's Bond is sealed on 
arrival but prior to the sealing each member of the crew can have 200 
cigarettes. The Bond will be opened by the Customs on the request of 
the Master at any time during vessel's stay in Basrah. 

(Wine and/or Spirit). Each crew member is permitted to have 1 litre 
out of Bond. On sailing from Basrah the Master is required to wait till 
vessel has cleared the Shatt-al-Arab River before opening the Bond. 
This does not apply when vessel calls at Khorramshahr or Abadan on 
the way down river. 


CONSULS: 

Belgium Tel: 3666 Portugal Tel: 4469 
Denmark ~y (SECS Saudi Arabia * $219 
Greece 3601 Sweden 3511 
India 4824 United Kingdom 4251 
Kuwait 2235 U.S.A. 4231 
Norway 3511 U.S.S.R. 5410 
Pakistan 3598 


REPAIRS: All types of repairs except major engine repairs can be 
carried out. 

DRY DOCKS: Floating dock available, capacity 4,000 tons. Also slipway, 
capacity 700 tons. 

REPATRIATION: No difficulties in arranging the repatriation of crews 
from Basrah. Emergency visas are easily obtained for joining and 
departing crews. 

AIRPORT: The Basrah Airport formerly an International Airport is now 
used only as a domestic airport and is situated about 2 miles from the 
Maqal Wharves but 50 miles from Umm Qasr. There is a daily flight to 
Baghdad to connect with International flights, also 3 flights per week to 
Kuwait to connect with International flights. 
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IDENTIFICATION CARDS: All crew members are required to Carry» 
them some form of identification when going on shore. 
TIME: Iraq time is 3 hours ahead of GMT and there are no alteraty 
made to clocks during the year. 0 
HOLIDAYS: The official holiday of the week in Iraq is Friday. The of 
holidays are: 3 days |d-el-Fitr; 4 days Id-el-Adha; Al Hijaa; Ashura: & m 
of the Prophet Mohammad; New Year 1st January; Army Days Al 
ateg 8th February; 21st March; 1st May Labour Day; 14th July: 9 af 
uly. 
POLICE/AMBULANCE/FIRE: A call to 7601 or 7606 will connect gy / 
department required. be 
TELEPHONES: Telephone is placed on board a vessel as sop. a 
secured alongside wharf. “vit 
GENERAL: The rain season in Basrah is between November and & 
and during the Summer months from May to October the tempera, is 
can be as high as 55°C. It is important that crew members keep; 
backs of their necks covered whilst working on deck during the heg pi 
the Summer. The use of salt tablets are recommended during the ty ef 
of the Summer. 
SPECIAL SERVICES: There is a laundry service available. al 
SHORE LEAVE: There is no restriction on crew members going, Al 
shore but it is important that they carry a form of identification. Al 
REGULATIONS: The Port Authority have requested that , 
photography takes place from the ship whilst passing naval or mil 2 
installations. vé 
AUTHORITY: President, State Organisation of Iraqi Ports, Basrah !f 
m 


AGENT: The business of Shipping Agencies relating to all ships cat Ti 
at Iraqi Ports is entrusted solely and exclusively to State Enterprise) th 
Maritime Agencies, P.O. Box 3, Basrah. 0. 
General Cargo: Cable address: Maragent. Telex No. 7009. i) 
Tankers: Cable address: Tankers. Telex No.: 7009. 
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FAO: 29.58 N. 48.29 E. s 


DOCUMENTS: On arrival at pilot station, vessel requires the follow 
Ship's Register. le 
Letter from Owner confirming that vessel has not called at Israeli 4’ 
Health Certificates of Crew must be valid against cholera. } 
2 copies Crew List. li 
2 copies Provision List. 

2 copies Manifest. 
Dangerous Cargo List, if any. 

PILOTAGE: The pilot boat is located in position Lat. 29° 46' 45! 

Long. 49° 48’ 37” E., and on arrival vessel should contact Pilot & 

immediately for instruction. VHF Channels 14 and 12. Provided Mat 

has given Agent 48 hours’ notice of vessel's ETA, Pilot will be 
immediately. 

ANCHORAGE: On arrival of the pilot boat, vessel can anchor with 

depth restriction. 

MAX. SIZE: Tankers: 675 ft. LOA. Vessels may load to a max. di@ 

35 ft. (10.65 m.) depending on the tidal conditions at the time, othe 

to a draft suitable to cross the bar with safety. 

HEALTH: Masters are requested to call the Port Medical Officer aif 

on 500 kHz, call sign “YIS4", requesting Free Pratique between 6! 

12 hours before vessel's arrival. All crew vaccination certificates si 

be valid and available for the medical officer's arrival on board. He! 

also expect to find a valid Derat Exemption Certificate on board. Any 
boarding the vessel ahead of the Medical Officer whilst the “Q” Fig 

still hoisted is liable to a fine. N 
Special precautions are taken in the case of a vessel arriving fror 

epidemic area and even if the crew are holding valid vaccine 

certificates the vessel may be delayed at the pilot station. The Rep! 
of Iraq is very sensitive about the spread of cholera. 

RADIO: Basrah Radio, call sign “YIR" on high frequencies 4, 6,4 

and 16 bands. Fao Radio, call sign “YIS", traffic control signa’ 

Channel 16, and 500 kHz. Also see Khor-al-Amaya. 

Tankers should establish contact with Iraqi National Oil Co. 48 
before arrival. Call sign RNT. Frequency 6493 kHz. 

TUGS: Available on request. 

BERTHING: There are 4 loading jetties with a depth of 10% 

alongside at LWST. Each jetty has one 60 cm. crude oil delivey! 

with four 25 cm. flexible hoses. Jetties are floodlit and fitted wit 

monitors and four 3 ton SWL cranes. Lengths of berth, 205.75 m.# 

Max. draft 10.65 m. Night berthing possible. Loading rates Nos. 2! 

4 jetties average 4,000 t.p.h. 

FRESH WATER: Available, rate approximately 10 t.p.h. 

REPAIRS: Minor repairs possible. 

MEDICAL: No advance notice is required in order to obtain m&® 

attention. Medical units are present at Fao, Umm Qasr and M 

A modern hospital containing all the essential units is found at M 

Crew in need of special attention or admission may be referred to! 

the medical units. 

TIME: 3 hours ahead of GMT. 

AUTHORITY: President, State Organisation of Iraqi Ports, Basr@ 
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» OR-AL-AMAYA: 29.47 N. 48.49 E. 


: ATORS: Basrah Petroleum Company Limited. 

“CATION: Island Terminal about 17 miles out in the Gulf from the 

e wou of the Shatt-al-Arab River. 

: MINISTRATION: All waters of the Shatt-al-Arab and of the 

a ches to Khor-al-Amaya are controlled by the Iraqi Ports 

istration. 
-SOROACHES: (a) Lights. One white all-round navigation light has 
wen fitted to the top of the radio mast on the centre piled structure at 
pneight of 153 ft. above MHWS. Character: flashing every 5 seconds, 

spe for 18 miles: candlepower 7,400. 
| Red lights are fitted at the 4 extreme corners of the structure which 

" .; 300 tt. long. Character: fixed red visible 2 miles. 

* “ éitionally there are several aircraft warning lights (red) on various 

: eas of the structure marking the upper extremities of towers and other 

* sectons including the central radio tower. 

* “the channel between the entrance to the Shatt-al-Arab and the Khor- 
yamaya Sea Island Oil Terminal is marked by buoys and the Shatt-al- 
ya Light Vessel (refer to relevant notices issued by the Iraqi Ports 

“ministration, M.E.N.A.S., and Admiralty Notices to Mariners). 

») Tides. High water at the Terminal may be expected to occur about 
» minutes before high water at the Shatt-al-Arab, Outer Bar. This may 
«xy due to local meteorological and spate conditions. Tidal streams in 
*e vicinity are rotatory and are not likely to exceed 2 knots. The 
eximum streams are generally along the berthing faces of the 
‘minal, but at certain states of the tide, cross sets, at right angles to 

; teberthing faces, may be experienced. These are unlikely to exceed 
175 knots. 

DOCUMENTS: 

Crew List (5 copies). 

Store List (2 copies). 

*LOTAGE: Compulsory. Masters of vessels bound for Khor-al-Amaya 
‘eminal should contact the Pilot vessel which cruises in an area about 
iniles S.E. of the Terminal. They will receive instructions as to whether 
ete off, anchor or proceed towards the Harbour Master's launch. 

(a) All vessels using Khor-al-Amaya buoyed channel are reminded 
pat loaded tankers outward bound from Khor-al-Amaya Terminal have 
sp priority in navigating the buoyed channel and all other vessels are 
keep clear in all cases. 

b) All inward-bound vessels are to contact Khor-al-Amaya Harbour 
Waster on VHF Channels 16 and 14 before entering Khor-al-Amaya 
vannel for information regarding deeply laden tankers using the 
estricted channel, and for berthing and anchoring instructions. 

c) Pilotage is compulsory for all inward and outward bound tankers 
sng the Khor-al-Amaya buoyed channel when the draft of the tanker 
$15.85 m. (52 ft.) or over. 

(¢) Tankers arriving to load at Khor-al-Amaya with draft in excess of 

585m. (52 ft.) must give their ETA at Shatt-al-Arab Light-vessel at 
*est 12 hours in advance by contacting the Pilot station or Khor-al- 

« Amaya Terminal. 

‘NCHORAGES: Anchorage areas have been established bounded by 
es joining the following positions: 

(a) Anchorage ‘‘A”’ 

(i) Lat. 29° 32’ 08" N., Long. 48° 58’ 59” E. 
(li) Lat. 29° 31’ 24” N., Long. 48° 58’ 06” E. 

. (iii) Lat. 29° 32’ 53” N., Long. 48° 56’ 56” E. 

: (iv) Lat. 29° 33’ 14” N., Long. 48° 57’ 20” E. 

» (0) Anchorage ‘‘B’’ 

1 (i) Lat. 29° 44’ 03” N., Long. 48° 49’ 34” E. 

(li) Lat. 29° 43’ 52” N., Long. 48° 49’ 12” E. 

{ (iii) Lat. 29° 42’ 08" N., Long. 48° 50’ 18” E. 

(iv) Lat. 29° 42’ 21” N., Long. 48° 50’ 45” E. 
) \¢) Anchorage ‘‘C”’ 
j (i) Lat. 29° 45’ 39” N., Long. 48° 48’ 41” E. 
(i) Lat. 29° 44’ 28” N., Long. 48° 47’ 38” E. 

] (iii) Lat. 29° 44’ 06” N., Long. 48° 49’ 31” E. 

i (iv) Lat. 29° 43’ 35” N., Long. 48° 48' 28” E. 

, (0) Temporary Lightering Anchorage 

(i) Lat. 29° 46’ 00” N., Long. 48° 48' 28” E. 

| (li) Lat. 29° 45’ 40” N., Long. 48° 48’ 39” E. 

/ (ili) Lat. 29° 45’ 34” N., Long. 48° 46’ 35” E. 
lon (iv) Lat. 29° 44’ 06” N., Long. 48° 47’ 18” E. 

p} "ote: 

» |) Anchorages “A” and “B" are for deep-draft vessels of 12.19 m. 

(40 ft.) and upwards. 

_ |!) Anchorage “C” is to be used by tankers (laden or in ballast) 
| whose draft does not exceed 12.19 m. (40 ft.). 

' |!) The temporary lightering anchorage is for the exclusive use of 

lighters. No other ships or vessels are to anchor within this area. 
eae Sola d.w.t. loading part cargo. Max. LOA: 1,200 ft. 
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*SALTH: Quarantine Officer boards after berthing. Vaccination 

“tificates required. 

“UI0: Procedure for contacting Basrah Petroleum Company. Vessels 

*'equested to establish contact with Basrah Petroleum Company 

“ned, Basrah, 48 hours prior to arrival, and to re-establish contact 48 

“IS after departure. Telegraphic Address: (Baspetco Basrah), 

_ Petco Fao). Position: Lat. 30° 35’ 36” N., Long. 47° 48’ 32” E. Call 

2 HNT” (FC). (a) Transmission 8,582 kHz. (b) Reception, tankers 

*0n 8,356 — 8,374 and work on 8,374 — 8,457.5 kHz. Periods 0400 

. 430 hrs., 0800 — 0830 hrs., 1200 — 1230 hrs., 1600 — 1630 hrs. All 
JSGMT. Services: C.V. Class of Operation: C.W. Class of Emission: 


_ ‘8ssels should indicate their date and time of arrival, quantity of cargo 
bed and whether in a state to receive cargo. In the event of vessels 
mak unable to establish direct wireless contact with Basrah Petroleum 
S"any Radio Station, messages should be passed through the Iraqi 
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*'S Administration. 
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Procedure for Contacting Iraqi Ports Coast Stations 

1. Summary of Procedure. Whilst inside Iraqi territorial waters, ships 
under way will maintain watch on Channel 16 (156.80 MHz) and/or 
461.5 kHz to ensure immediate reception of instructions issued by the 
controlling authorities. 

(a) Khor Al-Amaya Radio maintains listening watch on Channel 16 

(156.80 MHz). 

(b) Pilot station (Al-Rasheed Radio YIBE) maintains listening watch 
on Channel 16 (156.80 MHz) and 500 kHz. 

(c) Fao Radio (YIS) maintains listening watch on Channel 16 (156.80 
MHz) and 500 kHz. 

(d) Al-Wasiliyah Radio (YIT) maintains listening watch on Channel 
16 (156.80 MHz) and 461.5 kHz. 

(e) Basrah Control Radio (YIR) maintains listening watch on Channel 
16 (156.80 MHz) and 500 kHz. 

(f) Umm-Qasr Radio (YIU) maintains listening watch on Channel 16 
(156.80 MHz) and 500 kHz. 

Il. Special Instructions. 

(a) Navigational warnings are transmitted on 500 kHz by Basrah 
Control Radio (YIR). 

(b) North Gulf weather forecast is transmitted by: 1. Basrah Control 
Radio on: 440 kHz at 0530, 1330 hrs. GMT and on request. 
6493.25 kHz at 0530 hrs., GMT and on request. 8668 kHz at 
1330 hrs., GMT and on request. 2. Khor-al-Amaya Radio on 
Channel 16 (156.80 MHz) at 0530, 1330 hrs. GMT and on 
request. 

(c) Traffic Control Signals on Channel 16 (156.80 MHz) and on 
500 kHz by Basrah Control Radio (YIR). 

(d) Traffic Control Signals on Channel 16 (156.80 MHz) and 
461.5 kHz by Al-Wasiliyah Radio (YIT). 

(e) Traffic Control Signals on Channel 16 (156.80 MHz) and 500 kHz 
by Fao radio (YIS). 

(f) Traffic Control Signals on Channel 16 (156.80 MHz) and 500 kHz 
by Umm-Qasr Radio (YIU). 

(g) Traffic Control Signals on Channel 16 (156.80 MHz) by Khor-al- 
Amaya Radio. 

Ill. Commercial and Public Correspondence. Call Basrah Radio (YIR) 
on Channel 16 (156.80 MHz), 500 kHz, 4, 6, 8, 12 and 16 MHz bands, 
and after initial contact has been established change to one of the 
working frequencies as instructed to pass messages. 

Frequencies instruction to pass messages time table 1200 — 1400 hrs. 
listen on 8354 — 8374 answer on 8668 traffic lists 1305. 

Note: All messages are changeable except those concerning 
navigational aids, distress, pratique and medical advice messages. 


TUGS: 3 tugs of 4,000 b.h.p. are available to assist in berthing and 
unberthing. 


BERTHING: The Terminal consists of a piled structure, in 22 m. of water, 
having 1 tanker berth on one side and 2 berths on the other side with 
suitable mooring dolphins and platforms ahead and astern which are 
connected by cat-walks. The orientation is 320°/140°. The max. loading 
rate, with only 1 berth in use, is 9,000 t.p.h.; with 2 berths in use the 
max. loading rate at each is 4,500t.p.h. Fire-fighting towers are 
provided, also a helicopter platform. Loading by “Woodfield” flow booms 
offering 4x16 in. and 2 or 4, 12in. hoses. Vessels of the order of 
120,000 d.w.t. can be accepted at berths 5 and 6 and 330,000 d.w.t. 
max. draft 21 m. at berth No. 7. 

The S.G. and A.P.1|. and temperature of the crude oil will be supplied 
to the Master on radio request. 
Berthing of tankers: MENAS NOTICE No. 114/74. 

No tanker of draft exceeding 17.68 m. (58 ft.) shall be permitted to 
berth or unberth at the existing Wharf No. 7 in the N.W. Direction. 

No tanker of draft exceeding 17.00 m. (56 ft.) shall be permitted to 
berth at Wharf No. 7 and in the S.E. Direction. 

No tanker of draft exceeding 17.68 m. (58 ft.) shall be permitted to 
berth at the proposed Wharf No. 8 and in the N.W. Direction. 

No tanker of draft exceeding 17.00 m. (56 ft.) shall be permitted to 
berth at the proposed wharf No. 8 and in the S.E. Direction. 


MEDICAL: An Iraqi Ports Administration Medical Dresser will always be 
available to attend to quarantine matters, Derat Certificates, etc. A doctor 
can be made available, through vessel's Agent, upon prior request, but 
necessary to give 24 hours notice to arrange. 


FRESH WATER: Available with 24 hours notice. 
FUEL: Not available ex-wharf. 


CUSTOMS ALLOWANCES: During vessel's stay at Terminal, 1 carton 
of cigarettes only allowed to each crew member. 


SAFETY REGULATIONS: Safety regulations and fire fighting 
procedures will be discussed with the Master on arrival, 
GANGWAYS: Ships must supply their own gangways when alongside. 
Accommodation ladders and other ship side ladders are not suitable. 


REPAIRS: Basrah Petroleum Company has no facilities to undertake 
ship repair work of any description. 


AGENCY: Masters of tankers should contact the Agent through Basrah 
Radio Station prior to arrival. Agent's representatives are not housed 
on the island. Ship’s documents for port clearance purposes are passed 
by them to the Agent for action. Stores and provisions will be sent out 
by the Agent, given sufficient prior notice. 

See “General” before first port. 


AUTHORITY: President, State Organisation of Iraqi Ports, Basrah. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


KHOR AL ZUBAIR: 30.12 N. 47.53 E. (See Plan) 


PILOTAGE: Compulsory. Vessels bound for Khor al Zubair should send 
there ETA to State Enterprise for Water Transport, Telex No. 207077 
BWAKR IK or Cable Address “Bawakhir Basrah”’. 

Pilot boarding station is located at Lat. 29° 39’ N., Long. 48° 45’ E. 
ANCHORAGE: Vessels can anchor at the new anchorage within the 
following co-ordinates. 

(a) 29° 40.0’ N., 48° 43.0 E. 

(b) 29° 40.0’ N., 48° 45.0 E. 

(c) 29° 36.0’ N., 48° 43.0 E. 

(d) 29° 36.0’ N., 48° 45.0 E. 

RESTRICTIONS: Berthing and unberthing from sunrise to sunset. The 
depth in the fairway is 12.0 m. 


MAX. SIZE: Max. draft 10.0 m. 
TUGS: Available. 


BERTHING: 
Berth Length Remarks 
No (m.) 
1 240 Crude oil loaded through 16 in. hose at 750 t.p.h. 
2 320 Iron ore handled with 2 grabs discharging to 


conveyor belt. 


General cargo berths. 
8 cranes x 8-15 tons capacity. 


Special berths for loading bagged and bulk urea. 
Shiploaders with capacity 600 t.p.h. 


General cargo. 
180 Steel platform berths. 
10 180 Cranes recently installed. 


CARGO HANDLING FACILITIES: Railways connected to all berths. 
One floating cranes with 100 tons capacity. 
No container facilities. 
LPG: The terminal is located 8 miles South of Khor Zubair Port. 
There are 2 jetties. Jetty No.1 will be ready by the end of April 1990, 
and for export by July 1990. 
Jetty No.1: 
Four mooring dolphins, two on each side. 
Five pipelines connected to 5 loading arms. 
(a) One gasoline. 
(b) Two propane lines. 
(c) Two butane lines. 
Berth can accommodate vessels up to a maximum of 55,000 d.w.t. 
Draft is expected to reach 14.0 m. 
Density of water is 1009 (brackish water). 
STEVEDORES: Loading and discharging in 3 shifts throughout 24 
hours. 
FRESH WATER: Available. 
FUEL: Available. 
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SHIPMASTER’S REPORT: May 1990. : 

Location: The port lies in approximate position Lat. 30° 12.2’ N. 

Long. 47° 52.8’ E., on the Khor Abdullah, close to the boarder between 

Kuwait and Iraq, at a distance of about 60 miles from the pilot station. 

Documents: Many documents are supplied by the pilot and others are 

supplied by the Harbour Master, Agent and/or Doctor respectively. 

Usual requirements are as follows: 

Arrival: 1 Arrival Certificate (Pilot). 

Arrival Certificates (Different to above) Agent. 

Pilotage Certificates (River Pilot). 

Harbour Master Certificates (Harbour Master). 

Tug use Certificates (each tug) (Harbour Master). 

Arrival Form (Customs). 

Health Declaration (Doctor). 

Ship's Stores List (Customs). 

Personal Effects Declaration. 

Vaccination List (Doctor). 

Crew Lists (Doctor, Customs, Agent). 

Livestock List (Customs). 

Passenger List (Customs). 

Arms and Ammunition List (Customs). 

List of Ports visited since last time in Iraq (Agent). 

Request for Garbage Removal (Agent). 

Sailing Reports (Agent). 

Tug use Certificates for each tug (Harbour Master). 

Departure Certificate (Harbour Master). 

Draft Certificates (Harbour Master). 

Harbour Master use Certificates (Harbour Master). 

Pilotage Certificates (River Pilot). 

Pilotage: Pilot boarding ground is in position Lat. 29° 39.0’ N., Long. 

48° 45.0’ E., about 3 miles S.W. of Al Bakr Terminal. The usual approach 

is to use the deepwater Khor al Khafka Channel until about 1.5 miles 

from Al Bakr Terminal, then proceed due West to the pilot station. 
The pilots are usually stationed on cutter “Shoorook", but board 

vessels from a tug. They answer to “Iraqi Pilot’, usually listening on 

VHF Channel 14. 

Anchorage: Designated anchorage for vessel's awaiting river passage 

to Khor al Zubair or Umm Qasr is bounded by following co-ordinates, 

Latitudes 29° 35.9’ N. and 29° 39.9’ N. and Longitudes 48° 43.1’ E. and 

48° 45.2’ E. 

River Passage: The river is undergoing constant dredging by both Iraqi 

and foreign dredgers, not only to maintain the channel, but also as part 

of a major works programme to enlarge and improve the facilities at 

Umm Qasr, where extensive new dock works for general cargo vessels 

are nearing completion. Construction is also well advanced on 3 jetties 

for the export of liquid gas, between Umm Qasr and Khor al Zubair. 
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Departure: 
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The river is mainly featureless, and the buoyage is u F 
frequent change, both deliberate and accidental (buoys liable to gy 
Absolute reliance cannot be placed upon them, and it is nece 
rely on the expertise of the pilot. Any vessel making night transit sm 
not hope to find that the charted characteristics will be correct, ac. 
buoy becomes defective, it is not always replaced by one Withs 
charted characteristics, if one is not available. The criteria appea, 
be that a buoy of same colour light is used if available, and failj 
green buoys may on occasion have white lights. Reds are 
replaced by red, but on occasions may be off-station until a sy 
replacement is available. Pilot assured us that this situation will grag. 
improve. 
Health: |In addition to the message mentioned in ‘Radio’, on 
Umm Qasr, vessels must hoist ‘Q’ flag or relevant light signal untilyes A 
is cleared by quarantine doctor after berthing. This person requir 
Crew List, a Vaccination List and Health Declaration as noted uy ai 
‘Documents’, and also requires to sight the ship's Derat Certificate 
Radio: This vessel communicated mainly by telex, to Oil Company, P| 
Agents, but it is necessary to request Free Pratique from Basrah Ry ys 
for passage as far as Umm Qasr, by advising where from, where boy C 
number and state of health of crew, and requesting Free Pratique 
This is usually, but not always received from Basrah Radio. Sometip 
pilot will board and advise that it has been received on the cutter w 
Tugs: Usually at least 2 stationed at Zubair, about 3,200 b.h.p, ot P 
of similar size also available from Umm Qasr if required (about 2 hy s¢ 
away). Generally 2 tugs used for berthing/unberthing, but if Ham ¢ 
Master agreeable, vessels with bow thrusters can sometimes. th 
permitted to use only one tug. 
Berthing: The berths used by tankers are the 3 most northerly in} 0 
port, (No's. 9,10 & 11). All are alongside continuous quay. Berth A 
and Berth No.10 have small diameter rubber fenders slung in loog: (1 
protect concrete face. Berth No. 11, has ‘buffer’ type fenders. Be M 
No.11 is also used by barges unloading iron ore pellets by means 
large moving gantries with grabbling arrangements. At present thy 
grades of product, and occasionally crude oil, are handled, all gray 
being available at all berths, but usually Berth No.10 is occupied) H 
35,000 ton Iraqi tanker on a semi-permanent basis, as a depot ship’ fo 
fuel oil. Vessels. berth outside of her (she is equipped with 4 Yokohe © 
Fenders) to load fuel oil. This is also loaded at Berth No.9. We « 
chartered to carry Naphtha, which is always loaded at Berth No$ aj 
Berth No. 11. Gas oil is apparently usually loaded from Berth No.9. by 
it is not certain from which berth crude is lifted. Local information ist R 
this is now infrequent. Naphtha is loaded from 2 x 4 in. lines, ratew a 
slow, average 230 cu.m.p.h., which equates to about 160 tonnes; y 
hour. This vessel usually takes 6.25 days to load a full cargo. Fue o 
and gas oil are faster, but no rates know at present. dy 
Vessels are usually berthed port side to, as arrival is arranged 8 
authorities to be before L.W., in order to still be stemming the tide! 
occasions, there are unforeseen delays, in which case vessels: in 
swung before berthing starboard side to. Mooring for this vessel an’ B 
far as has been seen, for other tankers, are 3 head/stern lines, 2 bre of 
lines and 2 springs. A 
June 1990: a 
It has recently been noticed that the Oil Company also, on occas? 1 
uses a vessel on Berth No. 9 as a transshipment vessel for the loa 
of gas oil. Bunkers are also supplied ex-barge, both to tankers and ca ig 
ships in the port. One of the gas jetties between Khor al Zubair? y 
Umm Qasr is nearly complete, and the second one is scheduled 9 
finished before the end of the year. Local information was thal! 1 
inauguration is to take place in late July 1990. st 
Density: About 1019. a 
Fresh Water: Fresh water is available, but cannot be recomment js 
except in cases of emergency. Rate very slow and supply intermi® § 
It should be alright for boiler use, but any vessel which is forced to# § 
it, should take every possible precaution before using. It should ben 7: 
that the local people took water from us in preference to using it. 
Fuel: MFO bunkers of good quality are available ex-wharf at 2% 9) 
berths and ex-barge at other berths from IOTC, Basrah. Bunkers sm aj 
be arranged and paid for by Owners or Charterers in sufficient ® o 
(minimum 3 days, not counting local weekend or hoildays). The loa p 
rate experienced by this vessel was about 30 cu.m.p.h., whe F 
exceptionally slow. F 
Consuls: At Baghdad. P) 
Customs Allowances: 200 Cigarettes per man. If stay prolow ¢ 
Customs Officer will release further supplies on request. 5 
Repatriation: Agent advises that this is possible via Baghdad. As® R 
are British, Dutch and Belgian dredgers working in the river, and? 
make crew changes, it would not seem that there are any § 
difficulties. 
Time: |raqi Standard Time is GMT plus 3 hours, but Summertime us? 
kept between April and September (check exact dates with Autho® 
Summertime is GMT plus 4 hours. 
Shore Leave: Nearest town is Basrah. Agent advises that there s® 
be no problem in going there. 
General: This port, and Umm Qasr, about 16 miles downrivel” 
become of increasing importance as the present development! 
completed and other planned developments take place. ¥ 
information is that a number of dedicated products jetties are © 
constructed at Umm Qasr, and that a depth of 15.0 m. at low wat 
the planned depth at both these and LPG jetties in due course. 


Provisions: Provisions of uncertain quantity and quality are avail? § 
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gepublic of Ireland 


anTRY BAY: 51.41 N. 09.27 W. 


MENTS: 
+ Crew List. 
| Stores List. 
+ Crew Declaration. 
«Maritime Health Declaration. 

Ship's Register (tonnage). 

British Light Dues (receipts). 

Clearance from Last Port. 

5 spPROACHES: The approaches to the Bay are marked by the Sheep 
, ead Light, visible 18 miles, Roancarrig More Light, visible 12 miles, 
' “4Whiddy Island Light, visible 3 miles. 

, “Buoy No. 9 is now the only buoy on station. 

»LOTAGE: Pilotage compulsory for tankers. Not compulsory for other 
‘| iessels. Pilot launch available for tankers through VHF at Oil Terminal 
‘ttol. Pilot launch available for other vessels if requested through 
jjentia Radio to their local agents at Bantry. First time users of the 
stare advised to use a Pilot or at least not to attempt a night entrance 
vhout one. Pilots disembark when and where requested. Contact with 
» iotlaunch is through VHF radio. Tankers using the Oil Terminal should 
, gad ETAs to their appointed agents and also to the Oil Terminal, Bantry. 
, taigo vessels using Bantry Inner Harbour/Pier should send ETAs to 
» per local Agents. 

Request for Pilots may be made to Murphy and O'Connor. Ltd. Tel: 

» 027-50001. Telex: 75870. Fax: 027-50024. 
| INCHORAGE: For smaller vessels, the East end of Whiddy Island 
- )0fathoms) and Bantry Harbour (25 ft. depth). 
» WAX. SIZE: 
- (a) Bantry Harbour — draft not more than 25 ft. 
. (>) Bantry Pier — 150 ft. length with draft 12 ft. 
- (¢) Oil Terminal - Operations suspended pending repairs. 
, HEALTH: All vessels must exhibit quarantine signals until quarantine 
» omalities completed or Free Pratique granted. By day, International 
» Oode Flag ‘Q"; by night, red light over white light. 
» No person other than Pilot is allowed to board any vessel either 
» songside jetty or at anchorage until pratique has been granted. Pilot to 
‘ informed when any suspected disease or fever on board. 
: §ADIO: Messages and ETAs through Valentia Radio, Land’s End or 
) ay UK station. 
» HF: A 24-hour VHF service is maintained at Oil Terminal Control, 
) erating on Channels 16, 14 and 11. This service is normally for use 

ylankers using the Oil jetty, but may also be used by ships using 
) Zantry Inner Harbour and Pier. 
' Note: The Oil jetty is out of commission as the result of an explosion 
t January 1979. 
i SERTHING: Berthing at Bantry Pier depends on size of vessel and state 
5 tide. 

‘scon Jetty: Located on South side of Oil Terminal, this berth can 
xeommodate small vessels up to 200 ft. in length and a max. draft of 
Tf 
+ A6in. manifold loading/discharge is situated midway along this jetty 
' small diesel tankers and mobile cranes can be provided for small 
' vessels discharging cargo for the Terminal. 

* OL TERMINAL: (The Terminal was damaged by a disaster in January 
(979 - it is non-operational at the moment, the only navigational buoy 

*/on station is, the West Ground, No. 9). The sea island is still standing 
_ ®\s 1,600 ft. in length and situated approx. 1,300 ft. offshore. The 
Sand jetty is comprised of a centre platform and mooring dolphins. 
SIEVEDORES: Available; 24 hour advance notice to Agent required. 
he Murphy and O'Connor Ltd., Bantry. Tel: 027-50001. Telex: 


(See Plan) 


WEDICAL: Medical attention is available on arrival and in an emergency 
®a 24 hour basis. Vessels should give instructions regarding medical 
_ Néntion through Agents who will make the necessary arrangements for 
®ergency medical attention either on board or at Bantry Pier. 

DENSITY: 1025. 

*RESH WATER: Available at Bantry Pier. 

a Gas oil and fuel available at Bantry Pier in road tenders of 
“tons. 

ets: Spanish Consul (Murphy and O'Connor Ltd.). Tel: 027- 


REPAIRS: Local repair firms can undertake limited repairs, but nearest 
; *ekyard available for major repairs is at Cork. 
Se nvoRs: Ship's surveyors available subject to 24 hours notice 
» ough Agent. 
WSTOMS ALLOWANCES: Tobacco: Depending on stay in port. 
“proximately 80 to 100 cigarettes per man for 2 to 3 days. Wine and/ 
feats: half litre per man. 
€PATRIATION: There are facilities for crew repatriation. 
Bont: Situated 48 miles away at Cork. Frequent International 


k'| 
hw GMT plus 1 hour during Summer months. GMT from October to 


es: Cargo work can be carried out on most holidays, except 
7 S. 

“ncE/AMBULANCE/FIRE: Dial 999. 

% RGENCY CO-ORDINATION CENTRE: Marine Co-Ordination 
TLEg Shannon Airport — Tel: 061-61969 and 61219. 

ER PHONES: No arrangements for placing telephones on board. 
*AVICES: Vessels requiring any of the following services should 
woe Agent prior to arrival, giving fullest possible details. 

tn “a Services of divers available to vessels for inspection and freeing 
284 propellers. 

._"sions: Normal supplies of most categories available. Ample time 
“euld be given to ship chandler. 


IRELAND, Republic of 


Launary: Large amounts sent to Cork (24 hrs. return service), but rather 
expensive. 
Storing: Vessels can be stored by truck at Bantry Bay. 
BANKS: Allied Irish Bank. Tel: 027-50008. 

Bank of Ireland. Tel: 027-50377. 
SHORE LEAVE: Permitted. 
IDENTIFICATION CARDS: Required. 
GENERAL: All vessels required to fly Irish Ensign on foremast during 
daylight hours. Irish territorial waters extend 12 miles seaward from 
mainland. 
DEVELOPMENTS: Two SBM's may be installed to facilitate the re- 
opening of the oil terminal. 
AUTHORITY: Bantry Bay Harbour Commissioners, c/o Cork County 
Council, Wolfe Tone Square, Bantry, Co. Cork. Tel: 027-50058. Contact: 
Hon. Secretary. 


CASTLETOWNBERE: 51.41 N. 09.54 W. = (See Plan) 


LOCATION: See Admiralty Chart No. 1840 (plan insert) “Bantry Bay 
Blackballhead/Shot Head”. 

Castletownbere is a Fishery Harbour Centre. Owned and controlled 
by the Department of Marine (Fisheries Division — Harbours). 
DOCUMENTS: Health Certificate, Crew List, List of Bonded Stores, 
Vessel’s Register, Logbook, Crew Passports. 

Also valid Load Line Certificate. Safety Equipment Certificate, Radio 
Safety Certificate, Safety Construction Certificate, Cargo Gear Book. 
PILOTAGE: Not compulsory. If Pilot required, contact Harbour Master 
for local Pilot. 

ANCHORAGES: Bearhaven Sound. (See Admiralty Chart No. 1840), 
a large well sheltered anchorage adjacent to port. 

MAX. SIZE: Always afloat. Dinish Island Wharf. 17 ft. MLWS. Length 
305 ft. 

Mainland Wharf East. 12 ft. MLWS. Length 426 ft. 

Mainland Wharf West. 12 ft. MLWS. Length 557 ft. 

All berths are accessible for wagons/containers, etc. 

HEALTH: Customs grant pratique if vessel is clear, if not Doctor will be 
notified. 

VHF: Harbour Master's Office on Channel 16. 

TUGS: None. 

BERTHING: In accordance with Harbour Master's instructions. Berthing 
day or night. 

STEVEDORES: None. Local labour available if required. 

MEDICAL: No advance notice necessary. Hospital facilities available. 
FRESH WATER: Available at all berths. 

FUEL: Available at all berths, no notice required (diesel only) and all 
berths accessible to tanker wagons. Also available at Dinish Island 
Wharf where there are 3 lines at the West end of the wharf. 
REPAIRS: Syncrolift for vessels with max. weight 300 tons and 100 ft. 
LOA. Carriages and bays for 3 vessels. 

Local machine shops/engineers for repair work available. Electronics 

engineer available. 

GANGWAY/DECK WATCHMAN: Not required. 

OPENING/CLOSING HATCHES: By crew. 

CUSTOMS ALLOWANCES: As per current regulations. 

AIRPORT: Cork Airport 80 miles, served by regular airlines. 

TIME: GMT plus 1 hour, reverting to GMT from October to March. 
HOLIDAYS: Cargo work can be arranged on holidays. 
POLICE/AMBULANCE/FIRE: Tel: Police 70002. Ambulance 70004. 
Fire station 70049. 

TELEPHONES: Not available for placing onboard. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

BANKS: Allied Irish Bank Ltd., Castletownbere. Tel: 027-70025. 
GENERAL: Castletownbere is designated as a fishery harbour centre, 
for the import/export of fish, fish products and processed fish, from local 
plants. Also for landing of fish from local fishing fleets. The mainland 
wharf has an ice making plant, for supply of ice to fishing vessels and 
an auction hall. 

Stores/Provisions: Available locally. 

Bonded Stores: Available from Cork. 

Customs and Excise: Office in harbour office building. Tel: 027-70102. 
AUTHORITY: Department of The Marine, Harbour Office, 
Castletownbere, Co. Cork. Tel: 027-70220. FAX: 027-70329. Contact: 
Captain W. H. Jones, Harbour Master. Tel: (after hours) 027-70128. 


CORK (including Cobh, Whitegate): 51.50 N. 08.17 W. 
(See Plan) 


PORT LIMITS: Line joining Cork Head and Power Head. 
DOCUMENTS: 
3 Crew Lists. 
2 Passenger Lists. 
1 Health Declaration. 
3 Customs Manifests. 
For Shore Formalities 
Ship's Register. 
Safety Equipment Certificate. 
Safety Radio Certificate. 
Load Line Certificate. 
Light Dues Certificates. 
Derat Certificate. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


PILOTAGE. Minimum 24 hours notice of ETA and draft to Agent. TUGS: Deep draft vessels take tug assistance from Horse Head to 

Accurate ETA’s are vital as Pilots only go afloat on this basis. When and vice versa. Tug’s lines are used. Tankers use two to three tug; - 
within VHF range, contact should be established through “Cork Harbour _ berthing at Whitegate Terminal. ) @ 
Radio” (see “Radio”). This station combines Port Operations and STEVEDORES: Labour hiring times. Week-days 0800, 1009 D 
Information service and co-ordinates the pilctage service. The pilot 1130 hrs. Gangs for week-end working must be hired at 1700 hs, 9 
launches are also fitted with VHF Channels 6, 12 and 16. Fridays. ETA advice could include number of gangs workable. © 

For large deep-drafted vessels, Pilot usually boards up to 2 or 3 miles © MEDICAL: All medical and hospital services available at short 

South of Roches Point. Compulsory river pilotage area extends TANKERS: Irish Refining Co. Terminal at Whitegate is situated One I 
upstream from Spit Bank Light. side of Lower Harbour. Two deep water berths for tankers. Max. = " 
ANCHORAGES: Safe deep-water anchorages as arranged with Pilots. 55,000 d.w.t. or 90,000 d.w.t. partly laden. Slop reception facil 


RESTRICTIONS: Navigation by night and day. Ships of 5.0m. draftcan available. s 
make passage of river to Cork at any stage of tide. Length between dolphins, 366 m. G 
Bridges: Near Albert Quay and Andersons Quay. Crude discharge rate up to 4,000 t.p.h. ¥ 
MAX. SIZE: Cork: Max. length 152 m. Draft fresh water on Spring tides HFO loading rate up to 1,700 t.p.h. 
8.7 m. on Neap tides 7.8 m. Gas Oil loading rate up to 700 t.p.h. \ 
Whitegate: Tankers up to 275 m. length. 11.6 m. draft. Max. draft 12 m. Petrol loading rate up to 600 t.p.h. tt 
at highest tides. LPG loading rate up to 20 t.p.h. 
Ringaskiddy: Max. size 60,000 d.w.t. Max. draft 13.0 m. Diameter of Hoses: ; 
HEALTH: Health Declaration form is presented to Customs Officer or Berth No. 1: Crude and Black Oils 10 in. ASA. g 
Port Health Inspector and Pratique issued without delay. In cases of Clean Products 8 in. ASA. P 
disease on board notify Agents who inform Health Authorities. Berth No. 2: All Products 6 in. ASA. T 
RADIO: Coast Station — Valentia Radio. W/T and R/T. R/T link call —_1.F./. (Irish Fertiliser Industries): At Marino Point. Overall length doy 
facilities available. Telex fitted. In U.K., Coast Stations also relay to dolphin 375 m. Dredged to 10.0 m. above chart datum , 
messages direct to Agents. accommodate Ammonia tankers of up to 15,000 d.w.t. and buk A 
VHF: Harbour Radio: VHF Channels 12, 14 and 16, 24 hour watch general cargo vessels of up to 25,000 d.w.t. (Partly loaded). Vessas k 
maintained. Call sign “Cork Harbour Radio”. A Port Operations and up to 186 m. LOA and 9.5 m. draft will be acceptable. ( 
Information Service is provided and it is through this organisation that DENSITY: Average density of water in river 1008. } 
the requirements of the Harbour Master will be made known. FRESH WATER: Available at all quays ex-hydrants — delivery » 
Vessels underway are required to maintain a VHF watch on Channel = 25 t.p.h. C 
12 or 14 as instructed. , ‘ ; FUEL: Major grades of bunker fuel and diesel as well as may 
RADAR: No Port Control Radar. Pilot boats equipped with radar. lubricants can be obtained through suppliers. Delivery by road or » 


BERTHING: The quays at Cork afford good accommodation for vessels _ tanker. 

up to 152 m. LOA, on fresh water drafts of 7.8 m. on Mean Neap tides WATCHMEN: Recommended but not compulsory. 

and 8.7 m. on Mean Spring tides with 8.8 m. alongside quay. The Deep OPENING/CLOSING HATCHES: Crew must perform this wor 
Water Quay at Cobh is 189 m. long and vessels of 6.0 m. draft can dockers decline to do it. 

berth with safety. The deep water berth at Ringaskiddy can CUSTOMS ALLOWANCES: 200 cigarettes per man, and 1 bottle spr [ 


accommodate vessels up to 60,000 d.w.t. with max. draft 13.0 m. per man. ’ : : J 
Berth Length Depth CARGO GEAR: No special local requirements. Regulations simila ° 
(m.) (m.) British Board of Trade safe working requirements. 130 ton contas 0 
City Quay: crane is provided by Cork Harbour Commissioners. A number of mo a 
Albert Quay 135.0 5.6 cranes up to 100 tonnes capacity are available from local plant hirefn $ 
South Jetties 411.5 8.8 and stevedoring firms. c 
South Deepwater Quay 201.2 6.0 CONSULS: Norway: B. J. Foley, c/o Marine Transport Services, Atle 
Ford’s Wharf (Private) 347.5 2.7-—4.5 Quay, Cobh. Tel: 811485. Belgium: G. Jones, c/o Celtic Coasters | 
E.S.B. (Private) 152.4 4.0 St. Patricks Quay, Cork. Tel. 504018. /taly: P. Cali, University Coll 
Penrose Quay 146.0 3.6 Cork. Tel. 276871. Germany (F.R.): M. Corkery, Solicitor, Came 
Horgan Wharf 205.7 8.8 House, Camden Quay, Cork. Tel: 509367. France: F. Zatel 
North Swinging Basin 146.6 8.8 c/o Eurotranslations, 6 Sullivans Quay, Cork. Tel. 276093. Finle 
North Deepwater Quay 935.5 52 C. Doyle, 1 Connell Street, Cork. Tel. 275235. Spain: F. Ronay 
Custom House Quay (North) 176.9 7.3 c/o Ronayne Shipping Ltd., Monahan Road, Cork. Tel: 317900. Swea 
Custom House Quay (South) 167.6 4.5 W.H. Sullivan, 6 St. Patricks Quay, Cork. Tel: 500588. Denme 
Tivoli: T. Halpin, c/o Beamish and Crawford Ltd., South Main St., 0» 
Ro-Ro Terminal 125.0 5.0 Tel: 276841. Netherlands: G. Van Der Puil, Glanmire House, Lo 
Container Berth 122.0 6.9 Glanmire House, Cork. Tel: 504200. f 
General Purpose Berth 152.0 8.8 REPAIRS: All types of deck and engine repair facilities available. t 
Bulk Ore Berth 152.0 8.8 DRY DOCK: Verolme Cork Dockyard main dry dock can take vest § 
Bulk Liquid/Livestock 115.8 5.1 up to 158.5 m. in length. Floating docks of 2,000 and 10,800 tom t 
Oil Jetty 24.4 3.9 lifting capacity, also 4x40 tonne cranes. Able to carry out repais ° 
Lower Harbour Quays: ships afloat of any tonnage using the port. . 
Deepwater Quay 189.0 6.1 SURVEYORS: None. 
Kennedy Wharf 45.7 3.2 REPATRIATION: Can be carried out without difficulty. 
Whitegate Oil Jetty No. 1 365.0 11.9 AIRPORT: 5 miles from city. High frequency scheduled flights to !* 
Whitegate Oil Jetty No. 2 106.7 10.2 British and continental airports. 
Spencer Jetty (Private) 131.0 MTS TIME: GMT from 0200 hrs. on Sunday following 3rd Saturday in Octet F 
Basin (Private) 152.0 5.2 to 0200 hrs. on Sunday following 3rd Saturday in March (unless !@ 
Bunkering Berth (Private) 76.4 red is Easter Saturday, in which case to 0200 hrs. on Sunday following? 
Pfizer Jetty (Private) 259.0 9.6 Saturday in March). ‘ 
Haulbowline Industries (Private) 53.3 9.0 One hour ahead of GMT (i.e. Standard European time) for remalt 
Ringaskiddy Ro-Ro/Ferry Terminal 148.5 9.2 of year. ( 
Ringaskiddy Deep Water Berth 215.0 13.4 HOLIDAYS: New Years Day, St. Patrick's Day (March 17th); G 
Marino Point 237.0 10.0 


Friday; Easter Monday; First Monday in June; First Monday in Aug 5 
SPECIAL CARGO FACILITIES: Last Monday in October; Christmas Day (December 25th); St. Step 


Grain: 1 mobile suction discharge plant at South Jetties, discharge rate Day (December 26th). , t 
up to 120 t.p.h. Max. ship size 152 m. LOA, 8.7 m. draft on spring tide. POLICE/AMBULANCE/FIRE: 999 is emergency number for all serv ; 


Storage capacity 80,000 tons. Actual: Police 273161; Fire 966333; Ambulance 966333. 
1 suction unitx 150 tonnes per hour. Silo capacity 7,000 tons at South EMERGENCY CO-ORDINATION CENTRE: Port Operations ! 
Deepwater Quay. Information Station will provide this service and will raise the ala™ 
Deepwater berth equipped with 2 high output grab cranes and dust the event of a major marine emergency. Tel: (021) 811380, ! 
controlled hoppers. Channels 12 and 16. Outside the port area, emergency services 


Containers: 130 ton travelling transporter container crane backed up _C0-ordinated by Shannon Marine Rescue Co-ordination Centre” 
by 3x30 tonne straddle carriers. Length of berth 122 m. Depth at chart (061) 61219, 61969, 61509 or 61233 Ext. 251 or 252 or through & 


datum 6.9 m. Air Traffic Control during opening hours (021) 965326. 
Roll-on/Roll-off Berth “‘Tivoli'': Max. height of link span 9.0 m. above BANKS: — 

chart datum. Min. height of link span 3.3 m. above chart datum. Allied Irish Banks Ltd., 66 South Mall, Cork. Tel: 276811. 
Max. loading 65 tons. Distance from side of berth to centre line of link Bank of Ireland Ltd., 32 South Mall, Cork. Tel: 276712. 
span 11.4m. Max. ship size 137 m. LOA. Berth dredged to 5.0 m. above Northern Bank Ltd. 89 South Mall, Cork. Tel: 508422. 
chart datum. Ulster Bank Ltd. 54 South Mall, Cork. Tel: 274381. 


Roll-on/Roll-off Berth Ringaskiddy: Length of linkspan 42.1 m., width of _ STORING: See “Prelims”. 


linkspan 7.2 m. spadehead at outer end 14 m.x14 m. Max. LOA 1. Vessels can be stored by truck. 

permissible 158.5 m. Berth dredged to 9.2 m. above chart datum. 2. No restrictions on storing. Barge storing not applicable. 

Livestock loading Ramp and Lairage: Max. ship size 106.7 m. LOA. 3. Trucks may proceed alongside for storing. 

Berth dredged to 5.1 m. above chart datum. 4. Fork lifts may be used for storing. t 

Pfizer Jetty: Length between dolphins 259.2 m. Max. draft 9.6 m. on all 5. Bonded stores authorised by Collector of Customs, Govem® ‘ 

tides. Buildings, Sullivans Quay, Cork. , 
Molasses discharge rate, 1,000 t.p.h. 6. Local riggers may be employed to assist with storing. 
Fuel Oil discharge rate, 600 t.p.h. SERVICES: All tanker services available at Whitegate. Othe® ‘ 
Sulphuric Acid discharge rate, 200 t.p.h. various general services required by ships available at Cork. 

Bananas: Automatic banana discharge equipment at Ringaskiddy SHORE LEAVE: No restrictions on shore leave. 

Deepwater berth. IDENTIFICATION CARDS: Not required. ‘ 


846 


yS: Except waiting for tide there are very few occasions on which 

, to or departure from the port is subject to delay. 
‘vELOPMENTS: The deepwater berth at Ringaskiddy became 
sperational in August 1986, thus concluding the first phase of the 
non of the largest deepwater industrial complex in Ireland. 
“angaskiddy has a fully serviced 1,000 acre area owned by the 
- sqystrial Development Authority. Cork Harbour Commissioners have 
© aaimed a further 155 acres for use as operational and storage areas. 

“aingaskiddy is serviced by the Cork City and Harbour Water Supply 
scheme which provides 30 million gallons of water per day. The Irish 
Sovernment has enacted legislation to set up a freeport at Ringaskiddy 
seen will enhance the attractiveness of Cork Harbour. 

Work will commence in Autumn 1990 on construction of an extension 
«the Ringaskiddy Deepwater Berth, which will be completed towards 
| we end of 1991. 

‘he Kinsale Gas Field 30 miles due South of Cork Harbour serves 

austry in the harbour area and is linked to the national natural gas 

+a The gas is used by |.F.1. at Marino Point in their ammonia/urea 


nt 
tom Harbour Commissioners have decided to invest £3 million at the 
sol Container Terminal. The development programme will extend and 
grade the container terminal and provide new container handling 
joment. 
roritv: Cork Harbour Commissioners, P.O.Box 53, Custom 
uouse Street, Cork, Ireland. Tel: (021) 273125-9. Telex: 75848. FAX: 
91) 276484. Contact: P. Keenan, General Manager. B. O'Sullivan, 
vapour Engineer. Captain P. Farnan, Harbour Master. S. J. Geary, 
warketing Manager. A. C. Feehely, Secretary. F. A. Cunnane, Finance 
controller and Collector of Rates. 
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| DUBLIN: 53.21 N. 06.16 W. (See Plan) 


PORT LIMITS: Port of Dublin includes all water between Rory O’More 
andge (over River Liffey) and imaginary line drawn from Martello Tower 
a Sutton on North side of Dublin Bay to Sorrento Point at Dalkey on 
South side, but excluding Dun Laoghaire Harbour. 

DOCUMENTS: 

Forms C. 1 or C. 2 Customs report form (actually a copy of Manifest). 

Form CU. 35 Victualling Bill (note covering Bonded Stores to be 

loaded Dublin). 

Form CU. 7 Entry Outwards in ballast (for vessels sailing light). 

Form CU. 10 Entry Outwards with cargo. 

Form CU. 25 Entry Outwards (details of previous and forthcoming 

voyages). 

Health Form. 

Jerque” Note (list of bonded stores on board on arrival). 

Crew List must also be presented with personal declarations of 

dutiable possessions (i.e. radios; T.V.s; record players, etc.). 
PILOTAGE: Limits of Dublin Pilotage District are waters of River Liffey 
teween Butt Bridge and of sea Westward of Sixth Meridian between 
parallels of latitude passing through Bailey Lighthouse on North and 
tyough Sorrento Point on South including all bays, creeks and harbours 
md all tidal and closed docks within such area. Following classes of 
Sips exempted from compulsory pilotage if not carrying passengers: 
(1) Ships trading coastwise of not more than 200 tons gross tonnage. 
(2) Home trade ships (including ships trading coastwise), of not more 
than 450 tons gross tonnage, excluding ships carrying petroleum 
or explosive cargo. 

All vessels carrying passengers, tankers carrying petroleum, gas or 
eer and vessels carrying explosives as cargo are required to 
iake a pilot. 

‘coming Vessels: Pilotage service is based on a Pilot shore station 
Sivated on Eastern Breakwater and operated by direct boarding cutters, 
*ach about 15.0 m. long. Harbour Office, Pilot Shore Station and Pilot 
, utters are equipped with VHF Channels 16, 12 and 6. 

_ _§TAs should be given 12 hours before arrival and amendments may 
. *made up to 2 hours before original ETA. 

ETAs and any subsequent amendments should be passed by 
‘iotelephone (VHF Channel 12; call sign Dublin Harbour Office) or 
'diotelegram to “Harmaster Dublin”. 

‘|. Holders of Dublin Pilotage Certificates should indicate this by flashing 
. ‘gle letter signal “C’” when approaching pilotage area between sunset 
| *d sunrise. 
7 
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lessels Outward Bound or Shifting: Order for Pilot should be made 
early aS possible through Harbour Office Tel: 748771 or Telex: 32508 
ing office hours (0900 — 1700 hrs.); and Tel: 748779 outside office 
“urs. Following details should be given: name and situation of vessel, 
*stination, draft, time of departure. It must be stressed that such orders 
"ust be made in sufficient time making due allowance, particularly at 
‘ot, for accessibility of vessel. A minimum of 1 hour's notice is 
ey, for inward or outward Pilot. 

NCHORAGES: Scotch Bay — S.E. Dublin Bay and just East of Dun 
weoraire 10 m. LAT — 12 m. LAT. 

AS TRICTIONS: Draft restrictions: 10.0 m. HW Neap Tides; 10.2 m. 
“W Normal Tides; 10.5 m. HW Spring Tides. Vessels drawing 6.5 m: 
“®SS can enter at any state of tide. 

ome speed in river in vicinity of berths is 4 knots. 

a TRANCE: Approach well lighted and easy of access. Inner Channel 
po liga formed by almost straight channel of River Liffey from 
~anee at Poolbeg Lighthouse to Alexandra Basin, is 215 m. wide for 
ead Part of length and maintained at depth of 7.8 m. LW. From 
wee Basin entrance, River is quayed for a distance of nearly 
yc. to Matt Talbot Memorial Bridge in centre of City. 

- SIZE: State of tide governing max. draft, no breadth restriction, 
all length restriction of approx. 200 m. 
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IRELAND, Republic of 


HEALTH: Pratique automatic for movements Ireland/U.K. area. Maritime 
Declaration of Health indicates requirements. This declaration must be 
submitted on arrival by Master of ship coming from foreign port. This 
requirement does not now normally apply to vessels trading solely 
between Ireland and ports in Germany, Belgium and Netherlands, 
Atlantic and Mediterranean coast of France, Italy and Greece. Other 
requirements mentioned on Maritime Declaration of Health form still 
apply to such ships. 

“Foreign Port” is port situated elsewhere than Ireland and UK. 

Master of foreign-going ship may be asked to produce valid Derat 
Certificate or Derat Exemption Certificate in respect of vessel. Travellers 
(passengers and crew) may be requested to produce valid certificates 
of vaccination. Ships may be subjected to sanitary inspection by 
inspectors of Port Health Service. 

Swill must not be landed from vessels which trade outside Ireland. 

Granting of Pratique by radio not practised at Dublin, But is under 
consideration at present. 
RADIO: Valentia Radio, Ireland. Portishead Radio, U.K. Anglesea 
Radio, U.K. 
TUGS: Normally meet vessels at North Bank Lighthouse (roughly half- 
way mark of main channel) 1 mile West of Poolbeg Lighthouse. 
BERTHING: The following berthage is available to shipping using the 


port. 

North Side of the River, from Talbot Memorial Bridge to North Wall 
Light, available as berthage, 2,244 m., depth 4.6 m. — 6.5 m. LAT. 
Cranes: 1x6 tonnes and 44 tonnes. 

Alexandra Basin, South and East sides: Length of berthage 520 m., 
depth 7.1 m. — 7.7 m. LAT. Cranes: 1x6 tonnes, 44 tonnes. 

Alexandra Quay West (North side of Alexandra Basin): Length of 
berthage 375 m. depth 9.8 m. — 10.3 m. LAT. Cranes 16 tonnes, 
6x4 tonnes. 

Alexandra Quay East: Length of berthage 360 m., depth 10.3 m. LAT. 
Cranes: 5x4 tonnes. 

Ocean Pier West (East end of Alexandra Basin): Length of berthage 
418m., depth 9.7 m. LAT. Cranes: 1x10 tonnes, 7x4 tonnes, 
135 tonne derrick. 

Ocean Pier South: Length of berthage 142 m. depth 9.5 m. LAT. 

Ocean Pier East: Length of berthage 244 m., depth 10.3 m. LAT. 
Cranes: 4x4 tonnes. 

South side of the River, from Talbot Memorial Bridge to Ringsend Gut, 
available as berthage 1,598 m., depth 4.6 m. — 6.5 m. LAT. Cranes: 
54 tonnes. 

South Bank Quay: Length of berthage 205 m., depth 8.5 m. LAT. 
Container Handling Berths: 

B+1 Terminal: Length of berth 229 m., depth 5.9 m. LAT (incorporates 
No. 4 Ro/Ro). 1x30 tonne transporter crane. 

Sealink Terminal: Length of berth 145 m. depth 5.9 m. LAT. 
2x30 tonne transporter cranes and 2x30 tonne Goliath cranes. 

Southside Terminal: Length of berth 567 m., depth 7.7 m. LAT 
(incorporates No. 3 Ro/Ro). 230 tonne transporter cranes, 1 x32 tonne 
derrick crane and 1x10 tonne portal crane. 

Ocean Pier West: Length of berth 183 m., depth 9.5 m. LAT. 
1x35 tonne derrick crane. 

Roll-On/Roll-Off Facilities: 

North Side: No. 1 Ramp — Length of berth 140 m., depth 5.9 m LAT. 
No. 2 Ramp — Length of berth 242 m., depth 10.3 m. LAT. 
No. 4 Ramp — Length of berth 200 m., depth 5.9 m. LAT. 
No. 5 Ramp — Length of berth 215 m., depth 11.0 m. LAT. 

South Side: No. 3 Ramp — Length of berth up to 520 m., depth 7.7 m. 
LAT 


BULK HANDLING FACILITIES: 

Dry Bulk Jetty in Alexandra Basin: Length of jetty 247 m. depth 9.45 m. 
(North side) and 10.5 m. (South side). This jetty is equipped with a bulk 
ore conveyor and ship loading system for export of ore concentrates. 
2x10 tonne grabbing cranes. It is also equipped with pipe-lines for liquid 
sulphur, ammonia and molasses. The jetty is also used for coal imports 
with a separate conveyor system linking the jetty with a back area coal 
storage site. 

Coal/Dry Bulk Quay, South Side: Length of quay 358 m., depth 11.0 m. 
LAT. This quay, with storage areas, hoppers, conveyor belts, 2x4 tonne 
and 2x10 tonne grabbing cranes is one of the most sophisticated bulk 
handling berths in Western Europe. 

STEVEDORES: ETA required by Stevedores before 1500 hrs. Monday 
to Thursday for work the following day, and by 1500 hrs. Friday for work 
Saturday, Sunday or Monday. 

Average discharge rates: Grain: 3,000 tons per day. Timber: 120 
standards packaged per gang/day. General: Bagged cargo and fast 
general, including paper, 250 tons per gang/day. Other Generals: 90 
tons per gang/day. 

Stevedores for deep-sea section: Dublin Cargo Handling Ltd., East 
Wall Road, Dublin 1. Tel: 745023. Telex: 30903. 

TANKERS: No slop residue discharge facilities. 


Tanker Berths Max. Draft Length 
No. 1, West Oil Jetty, West Side 10.4 m.* 226 m. 
No. 2, West Oil Jetty, East Side 10.7 m.* 235 m. 
No. 3, East Oil Jetty, West Side 10.1 m.* 207 m. 
No. 5, East Oil Jetty, East Side 6.5 m. 110 m. 
South Bank Quay (E.S.B.) 8.5 m.* 213 m. 
South Bank Quay (Poolbeg) 11.3 m.* 198 m. 


*Time suitable for navigation in approaches — 1 hour before High 
Water for deepest draft. 
Common User Oil Pipe-line System: This system provides 21 pipe-lines 
to Eastern Oil Jetty and 15 pipe-lines to Western Oil Jetty. Cargoes of 
tankers berthed at these jetties can be discharged to storage installations 
of any of the oil companies. 
E.S.B. (Electricity Supply Board): At Poolbeg Jetty (formerly known as 
“Pigeon House ‘B' Jetty”). Max. size 35,000 d.w.t. with the aid of tugs. 
Present depth sufficient for vessels of this size. 
DENSITY: 1025 at all stages of tide. 
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FRESH WATER: Available at all berths by 2.5 in. hose line — 8/10,000 
g.p.h. per hydrant. 
FUEL: 


Grades of Fuel Oil Viscosities 


Heavy Fuel Oil 3,500 sec. max. 
Inter. Fuel Oil 1,500 sec. max. 
Medium Fuel Oil 950 sec. max. 
Light Fuel Oil 200 sec max. 


Advance Notice required. Bunkering by pipe-line depends on availability 
of Oil Berth. Bunkering by Oil Barge normally a.m. notice on day 
required. Bunkering by Road Tanker — 24 hours notice. 
FIRE PRECAUTIONS: Port By-Laws; Harbour Master's orders/Letters 
to Masters. Ref.: International Maritime Dangerous Goods Code. 
Packed Petroleum: IMO Recommendations on the safe transport, 
handling and storage of dangerous substances in port areas. 
Fibrous Cargoes: See Directives No. 2 and 3 to Masters. Jute, hemp 
and sisal must be removed ex-ship from port area. 

Cotton, cocoa fibre, kapok, etc., must be removed ex-ship to 
Hazardous Goods Shed. 
General: Harbour Police-Watch obligatory during handling of all 
hazardous or inflamable cargoes, and on tankers during vessels’ stay 
in port. No smoking permitted in Oil Zone, sheds, etc. 
GANGWAY/DECK WATCHMEN: If no watchmen from crew, then shore 
watchman is recommended. 
OPENING/CLOSING HATCHES: Patent hatches by crew; other 
hatches with some assistance from dockers. 
CERTIFICATES: 

Certificate of Registry. 

Radio Safety Certificate. 

Load Line Certificate. 

Current Trinity House light bills. 

Safety Equipment Certificate. 
CUSTOMS ALLOWANCES: Tobacco per 8 days: 200 cigarettes — 
Master; 150 cigarettes — Officers; 100 cigarettes — Crew. Wine and/or 
Spirits: quarter pint per day per man. 
CONSULS: Embassies: 


Telephone Telephone 
American 68 87 77 Greek 76 72 54 
Argentine 69 15 46 Indian 97 08 43 
Australian 76 15 17 | Italian 60 17 44 
Austrian 69 45 77 Japanese 69 42 44 
Belgian 69 20 82 Netherlands 69 34 44 
69 15 88 _ Nigerian 60 43 66 
British 69 52 11 Portuguese 89 33.75 
Canadian 78 19 88 Spanish 69 16 40 
Chinese 69 17 07 Swedish 71 58 22 
Danish 75 64 04 Swiss 69 25 15 
Egyptian 60 65 66 Turkish 68 52 40 
French 69 47 77 USSR 97 75 25 
German (F.R.) 69 30 11 
Consular Offices: 
Brazilian 85 19 71 Monaco Consulate 
Cyprus 69 13 97 General 73 55 66 
Ecuador 69 54 48 Norway Honorary 5 
Finland Honorary Consul Consul 79 36 83 
General of 76 51 53 Pakistan Honorary 
Iceland Honorary Consul Consul of 69 82 34 
General of 80 81 03 Panama 74 78 67 
Luxembourg Honorary Consul Peru 80 02 56 
General of 8 17 56 Philippines Honorary 
Malta Honorary Consul of 76 01 50 
Consul of 76 03 33 Portugal Honorary 
Consul of 89 44 16 


REPAIRS: All classes of repairs carried out by Independent Companies 
located in the Port area. 

DRY DOCKS: Graving Dock No. 2: Inside length with caisson gate in: 
Extreme outer position 202 m.; normal outer position 194 m. Centre 
position 112 m.; inner position 78 m. Width at entrance 24.4 m.; depth 
over sill at HWOST 7.62 m. Depth over blocks at HWOST 6.8 m. 

The intermediate positions for the caisson gates make it possible to 
operate inner section so as to accommodate a small or medium-size 
vessel independently of remainder of dock. 

Equipment: One E.P. crane, 25 tons at 22 m. radius to 5 tons at 30 m. 
radius. Seven power capstans of 5, 10 and 15 tons pull. Fresh and salt 
water hydrants at dock sides. 
fea ot Atad Mag May be arranged by ship's Agent through Department 
of Justice. 

AIRPORT: Dublin Airport, 6 miles North of city centre, served by regular 
services direct to U.K., Europe, U.S.A. and Canada. 

TIME: GMT plus 1 hour. Reverting to GMT between October and March. 
HOLIDAYS: New Year's Day (1st January); St. Patrick's Day (National 
Holiday) (17th March); Good Friday*; Easter Monday; Spring Bank 
Holiday (1st Monday in June); August Bank Holiday (1st Monday in 
August); Last Monday in October; Christmas Eve, half holiday 
(24th December); Christmas Day (25th December); St. Stephen's Day 
(26th December). 

“Not a port holiday, but all other offices closed. 

These days can be worked at Sunday rates and conditions. 
POLICE/AMBULANCE/FIRE: Contact Harbour Police patrol! or at Dock 
Gates, or dial 999 on public telephone for all emergency services. 

Port fire alarm system is linked via fire panel at Alexandra Road to 
local fire station. 

TELEPHONES: Coin-box telephones available near Oil Berths. No 
rental charges; normal coin-box rates. 

SERVICES: No facilities for tank cleaning; discharge of tank washings 
in small quantities to road tankers. 

SHORE LEAVE: No port restriction on crew's shore leave. 
GENERAL: Masters’ cash requirements for week-end must be notified 
to Agent by noon on Friday. 
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AUTHORITY: Dublin Port and Docks Board, Port Centre, Alexa, y 
Road, Dublin 1. Tel: 722777 — 748771. Telex: 32508. FAX: 7 

Cables: Harbour Dublin. Contact: Mr. N. Shanley, General Mana H 
Captain C. J. Lawless, Harbour Master. B 


DUN LAOGHAIRE: 53.18 N. 06.08 W. (See Pk 


PORT LIMITS: Seaward port limits extend to 457 m. beyong; 2 
breakwater pierheads. F 
DOCUMENTS: See “Dublin”. : 
PILOTAGE: See “Dublin”. Dun Laoghaire lies within the Dublin Pilg, : 
District. 

ANCHORAGES: Scotsmans Bay. See “Irish Coast Pilot”. 
RESTRICTIONS: See ‘Irish Coast Pilot”. 

MAX. SIZE: Fairway dredged to approximately 5.5 m., see char 
latest soundings. 

HEALTH: See “Dublin”. 

RADIO: See “Dublin”. 

VHF: The Harbour Office has Channels 16, 14, 12, 9 and 4 
A continuous listening watch is kept on Channel 16, working Chay 
14. Call sign “Dun Laoghaire Harbour Office”. 

TUGS: Tugs arranged through Dublin Port. 

BERTHING: Harbour formed by 2 breakwaters, East Breakwater leny 
1,290 m. West Breakwater, length 1,548 m. Width at entrance betw: 7 
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breakwaters, 232 m. Depth at entrance 6.2 m. — 7.9 m. C 
Berth Depth bet 
Berth Berth Name Length Chart Da: 
No. (m.) (m.) 
1 East Pier Berth. 76 5.0 
2 Mailboat Pier, East Side. 139 5.0 
3 Mailboat Pier, West Side 130 5.0 
4 Car Ferry Pier, East Side. 142 5.0 
ts) Car Ferry Pier, West Side. 142 5.0 
Traders Wharf Shoreward side. 131 2.4-34 


The seaward side of Traders Wharf has a foul face and foul bots p 
CRANES: Mobile cranes can be hired locally. For yacht fitting: 1x2 y 
and 1x5 ton hand cranes, available for fitting out yachts near Trad p 
Wharf. P 
SPECIALISED CARGO HANDLING FACILITIES: Ro-Ro facilities « 
Berths No. 3, 4 and 5. Ramp widths 3 m. Maximum slope 1 in 8. Be js 
No. 3 can accommodate vessels up to 22 m. beam. Berth No. 4:4 
accommodate vessels up to 17.4 m. beam. Berth No. 5¢y 
accommodate vessels up to 18.2 m. beam. Limited general caf 
worked at Berths No. 2, 4 and 5, vessels up to approximately 1,500¢ 
BRIDGES: None. 

STEVEDORES: Arranged locally. 

MEDICAL: Hospital and dental facilities available locally. 
DENSITY: 1025. 

FRESH WATER: Available at all berths. 

FUEL: Fuel delivered by road tanker to berths, fuelling for 
available at waterfront yacht club. 

FIRE PRECAUTIONS: Normal non-smoking precautions during fuel 
CONSULS: See “Dublin”. 

REPAIRS: See “Dublin”. 

DRY DOCKS: See “Dublin”. 

SURVEYORS: As per Lloyd's Shipping Agents, Dublin. 
GANGWAY/DECK WATCHMEN: The ship's watch. 
CUSTOMS ALLOWANCES: As per E.E.C. Regulations. 
CARGO GEAR: Load/discharge can be by ship's gear or mobile crat 
REPATRIATION: Facilities exist for crew changes and repatriation 
AIRPORT: Dublin Airport, 20 km. N 
TIME: GMT. GMT plus 1 hour from last Sunday in March to fa 1 
Sunday in October. F 
HOLIDAYS: New Year's Day, St. Patrick’s Day (17th March), & £ 
Friday, Easter Monday, first Monday in June, first Monday in Aug F 
last Monday in October, Christmas Day, St. Stephen's Day. 
POLICE/AMBULANCE/FIRE: Police 801285/800187; Fire 801903 F 
Ambulance 999. A 
EMERGENCY CO-ORDINATION CENTRE: Telephone 999. A 
TELEPHONES: None on board visiting ships. A 
SERVICES: Various services available in nearby town. yi 
BANKS: All major Irish banks have branches in nearby town. ¢ 
STORING: Ship's stores available. Trucks proceed alongside @ * 
berth. 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Seaman's Identification Card sufficient 
AUTHORITY: Department of the Marine, Leeson Lane, Dubl 
Tel; (01) 785444. Harbour Manager/Engineer (Mr. T. F. Vaug" 
Tel. (01) 801311. FAX: (01) 809607. Contact: Captain J. P. C# 
Harbour Master. Te/: (01) 801130 ( 
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DUNMORE EAST: 52.09 N. 06.59 W. 


LOCATION: Dunmore East is situated on the West side of the Walé® 
Estuary, 14.5 miles from the Port of Waterford. It is a major f [ 
harbour centre. 

DOCUMENTS: Standard ship's papers. 

APPROACHES: Width at entrance 280 ft 

PILOTAGE: See “VHF”. 


yf; Not used in the harbour. However, Waterford Harbour 
a vnmissioners operate a pilot station on the high ground East of the 
: sgour and can be contacted on Channel 16. 
; NG: 
jen Length Depth below 
Chart Datum 
(m.) (m.) 
East Pier 146 2.9 
Auction Hall Quay 80 2.9 
West Whart 155 2.9 


ES: Mobile cranes can be hired locally. 
AL: Hospital and dental facilities available. 
: 1025. 
% sggSH WATER: Fresh water available at East Pier and Auction Hall 


tee Piped diesel available on East Pier. 
# ORY DOCK: Syncrolift (30 m. x 10.7 m. S.W.L. 230 tonnes). 
| yRPORT: Waterford Airport, 13 km. 
‘qe; GMT. GMT plus 1 hour from last Sunday in March to fourth 
sunday in October. 
 4OLIDAYS: New Year's Day, St. Patrick's Day, Good Friday, Easter 
yonday, first Monday in June, first Monday in August, last Monday in 
yyoder, Christmas Day, St. Stephen's Day. 
20LICE/AMBULANCE/FIRE: Police 831 12/74888; Ambulance 73321; 
! ce 83196. 
= sMERGENCY CO-ORDINATION CENTRE: Telephone 999. 
STORING: Ships stores available. Trucks proceed alongside at the 


perth, 
~ UTHORITY: Department of Marine, Leeson Lane, Dublin 2, Ireland. 
® j (01) 785444. Telex: MRNE 91798. Cables: Marine. FAX: 01-618214. 
cytact: Lt. Cmdr. J. J. Grannell, Harbour Master. Te/: (051) 83166. 
) 


FENIT: 52.17 N. 09.53 W. 


" PORT LIMITS: All waters East of a line from Kerry Head to the 
® \Westernmost point of the Magharee Islands. 
# DOCUMENTS: See “Dublin”. 
PLOTAGE: Pilotage is not compulsory, but is recommended. ETA at 
é «ast 24 hours before Pilot required. VHF to Pilots and Harbour Master 
f s available. 
# INCHORAGE: Included in Pilotage duty. The area recommended is 
# NW. of Samphire Lighthouse. 
RESTRICTIONS: Deep draft vessels berth some 2 hours either side of 
it) agh tide. 
WAX. SIZE: Vessels of 400 ft. have no difficulty in berthing. Maximum 
| walt 20 ft. to be afloat. 
HEALTH: Pratique procedure as in other Irish Ports. 
RADIO: Valentia Radio Station will accept and forward W/T messages. 
\HF: Harbour Master and Pilots listen on Channel 16 and switch to 
& channel 12 for passing messages. 
RADAR: No service available. 
~ TUGS: Not necessary. 
SERTHING: 328 ft. of berthing space. 
CRANES: There is one crane on the pier of 15 tons capacity. Extra 
vanes may be hired. 
STEVEDORES: There are 4 stevedores for the Port: 
8. McCowens & Son, Edward St., Tralee — 066-21033 
\T. |. Ltd., Dock Rd., Limerick — 061-313088 
Tralee Seabase Ltd., 10 Nth. Richmond St., Dublin 01-786377 
_ Argosea Services Ltd., Foynes. 
WEDICAL: Regional Hospital in Tralee (8 miles). 
TANKERS: Not to exceed max. draft 18 ft. 
ea WATER: Supplied from hydrants on quay side at 20 t.p.h. Cost 
‘1.25 per ton. 
AVEL: Bunkers available from oil terminal on the pier. 
Contact: Kerry Petroleum Clash, Tralee. Tel: 066-21155. 
#EPAIRS: May be arranged on a limited scale. 
AIRPORT: Local airport at Farranfore (15 miles) and International 
“ports at Shannon and Cork (80 miles) 
AUTHORITY: Tralee & Fenit Pier & Harbour Commissioners, The 
“adour Office, the Pier, Fenit, Tralee, Co. Kerry. Tel: 066-36103. 
coal {t. Commander J. Barrett, Harbour Master. K. Lawlor, 
yeCretary. 
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SALWAY: 53.16 N. 09.03 W. 


20CUMENTS: 

' Crew List (official form). 
Passenger List (official form). 

' list of Articles (dutiable) in Possession of Crew (official form). 
Stores List (to include bonded surplus stores for seal, firearms, 
ammunition, animals, radio transmitting and receiving sets) 

¢| , (unofficial form). 
: Maritime Declaration of Health (official form). 
“cuments, etc., required by Agent for Customs Purposes: 

>nip's Register. 

~ad Line and Safety Certificates, etc. 
®ceipt for previous payments of light dues if any. 


(See Plan) 


IRELAND, Republic of 


PILOTAGE: Compulsory. Pilots board incoming vessels only at ‘tide 
times" (approx. 2.5 hours before HW until HW); vessels arriving at times 
outside this period should anchor and await Pilot. Safe anchorages at 
Inner Roadstead or near Margaretta Buoy according to tonnage and 
draft, Pilot will board at either. Application for Pilot should be to Agent 
with notice of ETA. International light and sound signals may be used. 
Pilots. Tel: Galway (091) 61874/623-29. 

ANCHORAGES: During S.W. gales safest anchorage is at Black Head. 
RESTRICTIONS: Entry from 2 hours before HW until HW only. 

MAX. SIZE: Governed by depth on sill of 28 ft. at springs and 24 ft. at 
neaps: width of dock gates, 65 ft. and length of turning area 480 ft. 
HEALTH: Master of ship arriving from foreign port must deliver Maritime 
Declaration of Health in order to obtain Pratique. An oral declaration will 
suffice for ships trading solely between Republic of Ireland and Belgium, 
Holland and European France. Pratique will be granted or withheld 
depending on answers given to questions put in Health Declaration. 

In event of a suspected disease or fever on board, vessel is detained 
pending arrival of Medical Officers of Health. No unauthorised person 
is allowed to leave ship without authority of Chief Medical Officer. 

Pratique is automatic when vessel arrives from ports in Great Britain, 
Isle of Man, Northern Ireland and Channel Islands or another port within 
Eire. 

RADIO: ETA cables to Agents, etc., through Valentia Radio if 
approaching from South or Malin Head if from North. Valentia has 
telephone link service. 

VHF: Port Office watch Channel 16 from 0900 hrs. — 1700 hrs., Monday 
to Friday and from 2 hours before high water until high water at each 
tide. 

TUGS: No tugs available. Nearest tugs are on River Shannon which is 
10 hours steaming. 


BERTHING: 
Berth Length 
(m.) 
Mulvoy Quay 209 
Breatnach Quay 176 
Dun Aengus Dock — North 164 


Dun Aengus Dock — South 161 

New Pier 134 
CARGO HANDLING FACILITIES: Grain, coal, bulk fertilisers, etc. are 
all handled by grabs, discharge rates 1,500 t.p.d. per crane. 

4x25 tonne cranes for grab discharge. 

STEVEDORES: Agents arrange after receipt of ETA. 
MEDICAL: No special port medical requirements. Ships medical 
requirements should be included in ETA signal. 
TANKERS: 2 berths. No special requirements. 
DENSITY: 1012 (average). 
FRESH WATER: Available by hose in unlimited quantities. Rate up to 
50 t.p.h. 
FUEL: All grades available. 
GANGWAY/DECK WATCHMEN: 
recommended. 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Wine, Spirits and Tobacco: Members of a 
crew who remain out on a vessel during her stay in port are allowed to 
retain in their own possession, under certain conditions, the following 
quantities of the undermentioned goods: 


Open quays — watchmen 


Tobacco in any form Spirits in any form — Wine 

(to cover 8 days) (to cover 4 days) (to cover 4 days) 
The Master 8 oz. 1 pint 1 gallon 

Officers (i.e., Mates, 

Engineers, Wireless 

Operators, Ship's Surgeons, 

Pursers, Chief Stewards or 

Serangs) 6 oz. 1 pint 1 gallon 


Other Crew members 4 oz. 1 pint 

CONSULS: T. McDonogh & Sons Ltd., Merchant's Road, Consul for 
France and Belgium only. No others in Galway. 

REPAIRS: Deck and engine repairs carried out afloat. 

DRY DOCKS: No dry dock. 

REPATRIATION: Crew changes and repatriation can be effected. 
AIRPORT: Galway (5 miles), Dublin (140 miles) and Shannon (55 miles). 
Airports served by regular flights. 

TIME: GMT plus 1 hour. Reverting to GMT from October to March. 
HOLIDAYS: Christmas Day; St. Stephen's Day (26th December); 
St. Patrick's Day (17 March); Easter Monday; Whit Monday; 
First Monday in August. 

POLICE/AMBULANCE/FIRE: Police Tel: 63161. Ambulance Tel: 64222. 
Fire Tel: 65555/68984. 

TELEPHONES: No arrangements exist for placing telephones on board. 
SERVICES: Compass adjusters available in Dublin. 24 hours notice to 
Agent. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

DELAYS: Apart from tidal, none. 

SHIP SUPPLY SERVICE: Arranged by ships Agents: City of Galway 
Shipping Co. Ltd. 

The occasional call for landing sick/injured seamen could be effected 

by the Lifeboat Service (R.N.L.I.) or on occasion by the Harbour 
Authorities’ Pilot Launch. : 
AUTHORITY: Galway Harbour Commissioners, 49 Dock Street, 
Galway. Tel: 091-62329 and 61874. FAX: (091) 63738. Telex: 50195. 
Contact: Captain F. W. Sheridan, Harbour Master & Pilotage 
Superintendent (Home Tel: 091-63920). 
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HOWTH: 53.23 N. 06.04 W. 


PORT LIMITS: Seaward port limits extend to 457 m. beyond the 
breakwater pierheads. 

DOCUMENTS: Standard ships papers. 

VHF: Harbour Office operates on Channels 16 and 9. 

BERTHING: 


Length Depth below 

Chart Datum 
(m.) (m.) 
West Pier 310 3.9 
West Pier 140 4.8 
Trawler Pier 65 3.9 
Trawler Pier 120 4.8 


CRANES: Mobile cranes can be hired locally. 

MEDICAL: Hospital and dental facilities available. 

DENSITY: 1025. 

FRESH WATER: Fresh water available at most berths. 

FUEL: Fuel delivered by road tanker. 

DRY DOCK: Syncrolift (836 m. x 12.5 m., S.W.L. 700 tonnes). 
AIRPORT: Dublin Airport, 14 km. 

TIME: GMT. GMT plus 1 hour from last Sunday in March to fourth 
Sunday in October. 

HOLIDAYS: New Year's Day, St. Patrick's Day, Good Friday, Easter 
Monday, first Monday in June, first Monday in August, last Monday in 
October, Christmas Day, St. Stephen's Day. 
POLICE/AMBULANCE/FIRE: Police 322806/322003; Ambulance or 
Fire 481704/999. 

EMERGENCY CO-ORDINATION CENTRE: Telephone 999. 
STORING: Ship's stores available. Trucks proceed alongside at the 
berth. 

AUTHORITY: Commissioners of Public Works, 51 St. Stephen's Green, 
Dublin 2, Ireland. Te/: (01) 613111. Telex: 90160. Cables: OIBRE. 
Contact: Captain N. J. Reid, Harbour Master. Tel: (01) 322252. 


KILLYBEGS: 54.38 N. 08.26 W. (See Plan) 


PORT LIMITS: A line joining Drumanoo Head and Pound Point. 
DOCUMENTS: See “Dublin”. 

PILOTAGE: No permanent Pilot but one can be acquired on request. 
ANCHORAGE: Very safe anchorage. 

RADIO: Malin Head Station. 

VHF: Link calls through Malin Head VHF Channel 16. 

BERTHING: Large fishing fleet has to be accommodated. 

MEDICAL: Necessary to send advance warning re illness or injury to a 
Crew member. 

FRESH WATER: Available. 

FUEL: Fuel oil available. 

SHORE LEAVE: Crew members allowed ashore. 

IDENTIFICATION CARDS: Not needed. 

DEVELOPMENTS: Work is nearing completion on provision of syncrolift 
and boat repair bays. 

AUTHORITY: Department of The Marine. Lenson Lane, Dublin 2. 
Tel: (01) 785444, Telex: 91798. FAX: (01) 618214. 
Contact: Captain P.J. Hodgman, Harbour Master, (Tel: (073) 31032. 
Fax: (073) 31840). 


KINSALE: 51.42 N. 08.31 W. 


PORT LIMITS: Straight line drawn due West of Hangman’s Point 

(“Arrived Ship Line”). See BA. Chart No. 2053. 

DOCUMENTS: See “Dublin”. 

PILOTAGE: 12 hours notice of ETA required. Pilot operates on VHF 

Channels 16 and 14. Pilot boards at Bulman Buoy (WP). Pilot station 

tel: 021-772300 and 774233 and 772256. 

ANCHORAGE: 4 cables South of Bulman Buoy or off Lower Cove in 

line with Charles Fort. Depth 6.7 m. LW. 

RESTRICTIONS: Berthing at HW only. Bar, depth 3 m., 2 to 3 cables 

South of Charles Fort. All vessels lie aground at LW. Tides 1.5 knots. 
Also see ‘Berthing”’. 

MAX. SIZE: Vessels up to 80 m. LOA, draft 5.0 m. and. 2,500 d.w.t. 

VHF: Vessels approaching the port call pilot station on Channel 16 and 

then switch to Channel 14. Call sign “Kinsale Harbour Radio”. 

BERTHING: Berthing starboard side to at HW on Southern side of Pier 

Head (Customs Quay); length 60 m. Depth MHWST 6.10 m., MLWNT 

2.74 m. All vessels lie aground at LW. 

CRANES: Mobile grab cranes of 25 tons — 35 tons capacity available. 

STEVEDORES: Working hours 0800 — 2000 hrs., Monday to Friday. 

Stevedores: Henry Good Ltd., Kinsale. Tel: 021-772300, after hours 021- 

772256/772355. Telex: 28491. Fax: 021-772548. 

FRESH WATER: Available ex-hydrant on berth. 

AIRPORT: Cork Airport 14 miles (22 km.). 

TIME: GMT; Summertime GMT plus 1 hour (March to October). 

AUTHORITY: Kinsale Harbour Commissioners, The Pier, Kinsale, 


Co. Cork. Tel: 021-772503. Telex: 28491. FAX: 021-772548. 
Contact: E. Hurley, Harbour Master. 
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LIMERICK: 52.40 N. 08.38 W. (See Py ¢ 


PORT LIMITS: The Port of Limerick extends from Sarsfields Brigg : 
Limerick City to a line joining Loop Head and Kerry Head. It j 
Limerick City Dock and Quays, Dernish Island Jetty (Shannon Airy U 
Aughinish Marine Terminal, Foynes Island Jetty, Tarbert Island 5 9 
and Money Point Jetty but not Foynes Harbour and Cappa Pier Kily 

According to custom and practice, smaller vessels “arrive” as) 4 
pass Scattery Island Lighthouse and larger vessels at the 6 
anchorage. A 
DOCUMENTS: 8 

EEC Arrival Form for tankers over 1,600 tons gross (to be Prese 

to boarding Pilot). F 

2 Crew Lists. A 

2 Passenger Lists. “ 

3 Custom's Manifest (Tobacco List). T 

Deck Cargo Declaration. 4 

Health Declaration. 5 

Ship's Register (Tonnage Certificate). F 

Safety Equipment Certificate. 2 

Safety Radio Certificate. p 

Load Line Certificate. 8 

Receipt for last previous Trinity House Light Dues Payn a 

(if any). 

Derat Certificate. b 
PILOTAGE: Compulsory from Scattery Island (52.35 N., 09.31 W £ 
Limerick for all vessels and from Kilcredaun for vessels in exces 0 
3,000 n.r.t. Large vessels with drafts of 13.0 m. and over are adqT 
to embark their Pilots West of Kilcloher. ETA for Pilots passed in adys is 
by Agents. Masters may call Pilots (Scattery Pilot Station — Channa § 
VHF). ETA to be sent 24 hours in advance and amended as necess!t 
Pilots watch only when vessels are expected inwards or outwards i 
ANCHORAGES: Coastal vessels normally wait tide to Limera it 
Scattery Roads; Beighcastle Anchorage depth over 18.0 m. (52.405 
08.57 W.) about 18 miles downstream off Limerick is nearest deep-™ 
anchorage; now disused as lightening place for bulk grain carg\ 
Larger vessels (over 10,000 d.w.t.) anchor 2.5 to 3.0 miles Wes$ 
Scattery Lighthouse in depths from 12.0 m. — 25.0 m. . 
RESTRICTIONS: Entrance to Limerick Dock is limited to 2 4 
preceding HW; vessels over 3,500 d.w.t. normally berth on daylight 
only. 

MAX. SIZE: Dependent on tide. Up to 6.1 m. draft on Spring tides |x 
tides about 5.0 m.) Vessels of 155m. x 20 m. beam have berthe 
Pericy Dock on suitable draft. Such vessels are subject to wee 

elays. 

HEALTH: If no infectious diseases on board, Pratique grante/ 
Customs Preventive Officer on arrival on presentation of He 
Declaration of Master. Landing of dogs and cats from outside Br 
Isles strictly forbidden. 

RADIO: Irish Stations; Valentia Radio VHF or R/T (link-calls avail 
or Malin Head Radio, or any U.K. Radio Station. Agents have spe 
arrangements with Valentia Radio and Malin Head Radio, cables pas 
by direct telex to Agent's office. h 

Telex in Harbour Master's Office No. 70248 HABR El. Fax: # 
314857. f 
VHF: Masters can call Scattery Pilot Station on Channel 16, or Lime 
Harbour Radio — same, working on Channels 12 and 13. a 
TUGS: 1x37 ton B.P., 1x36 ton B.P., 2x27 ton B.P., 222 ton# § 
1x14 ton B.P. and 15 ton B.P. t 
BERTHING: In Limerick Dock there are 10 berths of which only 1(§ 
berth) is reserved exclusively for tankers. The cement berth is alsou 
for tankers when required. Drafts on all berths approx. tidal gauge? 
0.3 m. 

TANKERS: Apart from Limerick Dock tanker berths, Dernish Oil # 
situated approximately 1 mile South of Shannon Airport. Jetty head! 
52° 41’ N., Long. 08° 55’ W.) 45 m. long. Distance between heat! 
stern buoys 130m. Depth alongside LW 8.0m. Jetty designed 
vessels of up to 6,000 d.w.t. and 7.0m. draft, assuming mat 
amidships. Aviation fuel pumped direct to airport. f 
STEVEDORES: At Limerick City Docks the sole stevedores are Limé 
Cargo Handling Ltd. (as a result of rationalisation scheme). ETA) ' 
Agent before 1600 hrs. each day Monday to Thursday for labour! § 
day. Master to state number of gangs/workable hatches. Crew opet! 
close hatches. Normal work 0800/1700 hrs. but overtime can be wo" 
24 hours per day, Saturday and Sunday included. Requisition for!a ' 
for weekend work and 0800 hrs. Mondays by 1600 hrs. Friday 

Discharge rates: Bulk cargoes 1,000 tons per day. 

D.B.B. 60 standards per day. 
Packaged timber 150 stand. per gang day. 

Bagged cargoes (palletised in hold) 400 tons per gang day. 

Generals 130 tons per gang day. 

All cargoes by crane discharge. 

CONTAINER HANDLING FACILITIES: A 32 ton gantry container ® 
at Limerick Docks. 

MEDICAL: All medical facilities available at short notice. 
DENSITY: 1000 in Limerick Dock, except in certain late Sut 
conditions. 

FRESH WATER: Available at all berths in Limerick ex-hydrant. Av® 
rate 7.5 t.p.h. 

FUEL: All grades available in reasonable quantities per road tr 
24 hours notice. (Non-bunker port prices). 

WATCHMEN: Watchmen from crew, or if none available * 
watchmen available. 

HATCHES: Opening and closing of hatches, setting up derricks, 
of hatches, beams, patent hatches, etc., all to be done by ships? 
with no assistance from shore gangs. 

CONSULS: Belgium, Denmark, Finland, France, Germany (Fed. # 
Netherlands, Spain, Sweden. 

REPAIRS: Limited facilities. Dry dock available in emergencies 0” 
vessels up to 40 ft. beam and not exceeding 15 ft. draft. 


jetties ant 


7OMS ALLOWANCES: (Tobacco per 8 days). Master 200 
syettes; Officers 150 cigarettes; Crew 100 cigarettes. Wine/Spirits: 
ae! pint per man per day 

‘ YORS: Nearest Marine Surveyor is Captain E. Hayes. Tel: 
menck (061) 43606 (office) and 62502 (home). Telex: 28224. Fax: 
¥ 2 
' ms aleb Brett, Belfast; Cargo Superintendents, Dublin; P. B. 
® son, Dublin; Casebourne & Turner, Dublin. 
uoyd's Register Offices are at Rushbrook, Cork, Tel: 021 — 811831. 
sp and B.V. are represented by P. B. Harrison (Dublin) Tel: 01 — 
a Association are represented by Mullock & Sons (Limerick 
synes) Lloyd's Agents, Tel: 061 — 54044, Telex: 26911. 
sPATRIATION: No difficulties. Shannon International Airport 15 miles 
om Limerick. Daily flights world-wide destinations. 
que: As U.K. GMT or GMT plus 1 hour (Summer Time). 
yUDAYS: (For dock working), New Year's Day (1st January); 
» Patrick's Day (17th March); Easter Monday; First Monday in June; 
SstMonday in August; half-day 24th December; 25th December and 
‘sm December (Christmas Day and St. Stephen's Day). 
»oLICE/AMBULANCE/FIRE: Dial 999 for all emergency services. 
“sANKS: Bank of Ireland (Limerick) Telex: 26840 with overseas 
_wencies and branches throughout area. 
wiied Irish Bank (Limerick) Telex: 26864 with overseas agencies and 
yanches throughout area. 
WERGENCY CO-ORDINATION CENTRE: Marine Rescue Co- 
ydnation Centre, Shannon Airport Tel: 061 — 61969 also 061 — 61219, 
teex: 26262. (Oil pollution co-ordination and fire on ships co-ordination 
sthrough Harbour Master, Limerick). 
STORING: Alongside from trucks. No restriction on fork lifts or riggers. 
»the case of Petroleum vessels with Class | or Class I! cargoes, storing 
snot allowed during cargo working or ballasting, except where small 
g tems are hand carried onboard from vehicles parked at least 30 m. from 
r 
‘ Soring at Dernish Oil Jetty restricted to very light vehicles when cargo 
ei work permits. 
», SHORE LEAVE: No restrictions. 
AUTHORITY: Limerick Harbour Commissioners, Harbour Office, 
y }Percy Square, Limerick. Te/: 061 — 315377. Telex: 70248 Habr Ei. 
» *AX061-314857. Contact: Captain E. K. Donnelly, Harbour Master. 
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‘NEW ROSS: 52.23 N. 06.56 W. 
7 


PORT LIMITS: Drumdowney Point to Kilmokey adjacent Barrow Bridge 
lat. 52° 21.4’ N., Long. 7° 00’ W. The vessel is considered to be an 
atved ship at the time of first HW after arrival off Cheek Point Pilot 
P dlation. 
DOCUMENTS: 
2Cargo Manifests. 
1 Bill of Lading. 
i) | Crew List. 
1 Ship's Store List. 
#1 Passenger List. 
2 ‘Clearance. 
Register. 
Ught Dues Certificate. 
Derat Certificate. 
*ILOTAGE: For Estuary Pilot (See Waterford”). 
~ New Ross Pilots Tel. 051-82206. Pilotage messages received and 
® "asmitted by Cheek Point Radio VHF Channels 16 and 14. Early ETA 
# “visable. Pilotage compulsory. 
m@ NCHORAGE: To Pilot's advice. 
@ RESTRICTIONS: Max. draft 19 ft. at Neap tides, 22 ft. at Spring tides, 
"&. length 360 ft. (may be increased under certain conditions), 
"ax. beam 60 ft. 
hs Navigation of the River Barrow for max. size vessels usually restricted 
®2hours before, to 2 hours after HW. 
RALTH: Declaration on arrival, international signals for Pratique. 
ADIO: Malin Head, Land’s End or Ilfracombe Radio Station. 
UGS: Available on request. 
SERTHING: 2,000 ft. new jetty, depth 25 ft. below LW Spring tide. 
_Aoll-on/Roll-off facilities available. 
“ONTAINER FACILITIES: 45 ton crane. Five acre storage space. 
EVEDORES: 24 hours notice required. 
Staffords, New Ross. Tel: (051) 21400. Telex: 80711. 
ptestown Port Services. Tel: (051) 22322. Telex: 80566. Fax: (051) 


Bulk discharge rate: 200 t.p.h. 
Bag rate 100 t.p.h. 
Liquid discharge 300 t.p.h. 


TRDICAL: Services available locally. 
. peeiol jetties used by Campus Oil, Esso and Texaco. 
ESH WATER: Available at all berths. 
tess; Obtainable by road tankers. 
WaT IRS: Repairs afloat possible. 
CHMAN: Available if required. 


wes: Ship's crew normally open and close hatches; shore-crane 
ist. 


IRELAND, Republic 01 


CUSTOMS ALLOWANCES: Members of a crew who remain on a vessel 
during stay in port, are allowed to retain under certain conditions the 
following quantities of the undermentioned goods: 

Tobacco (in any form): Master 8 oz., cigarettes 200; Officers: tobacco 
6 oz., cigarettes 150; Crew members: tobacco 4 oz., cigarettes 100. 

Spirits (in any form) to cover 4 days 1 pint (1 bottle each). Wine of 
any strength allowed in place of spirits at rate of 1 pint wine to half pint 
spirits. In addition, an allowance of 1 quart of beer or 1 pint of wine 30 
proof per man per day. Members of crew whatever rank finally leaving 
vessel allowed to take ashore free of duty for their own personal 
consumption, following quantities of undermentioned goods, when they 
form whole of their unconsumed stores: 

(a) \f from ports in Great Britain, Northern Ireland, or the Isle of Man, 
or continental ports between the Elbe and Brest (except vessels crossing 
at regular and frequent intervals): tobacco in any form 4 oz.; spirits 
(ordinary drinkable) quarter pint; spirits (cordials or perfumed) quarter 
pint. 

(b) \f from any other port, double the quantities specified at (a). 

(c) Irrespective of the port from which arriving. 

REPATRIATION: Facilities exist. 

AIRPORT: Dublin 95 miles; Cork 90 miles; Waterford 16 miles. 

TIME: GMT plus 1 hour. Reverting to GMT between October and March. 
HOLIDAYS: St. Patrick's Day (17th March); Easter Monday; Whit 
Monday (1st Monday in August); 25th and 26th December. 
POLICE/AMBULANCE/FIRE: Telephone 999. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not required. 

GENERAL: Chart: No. 2046 and 2049. 

AUTHORITY: New Ross Harbour Commissioners, The Quay, 
New Ross, Co. Wexford, Ireland. Tel: (051) 21303. Telex: 80711. 
FAX: (051) 22626. Contact: Captain D. M. Carroll, General Manager. 


RATHMULLEN: 55.05 N. 07.31 W. 


DOCUMENTS: Papers supplied by Agent in Rathmullen or by Customs. 
PILOTAGE: Pilot obtained through Agent in Rathmullen 24 hours notice 
of ETA required. 
ANCHORAGE: Anywhere in Lough. 
MAX. SIZE: Any size of vessel can anchor. Max. draft for berthing, 30 ft. 
HEALTH: See “Dublin”. 
RADIO: Malin Head. 
TUGS: None required. 
BERTHING: No specific requirements. 
CRANES: Mobile cranes available. 24 hours notice required. 
STEVEDORES: 24 hours ETA required. 
MEDICAL: Assistance can be arranged at short notice. Hospital facilities 
are available at Letterkenny. 
FRESH WATER: Available on berth. 
FUEL: Different grades available at short notice. 
CONSULS: None at port. 
REPAIRS: Only small repair jobs carried out, 
GANGWAY/DECK WATCHMEN: Recommended 
OPENING/CLOSING HATCHES: Normally carried out by crew. 
CUSTOMS ALLOWANCES: Tobacco, Wine: See “Dublin”. 
REPATRIATION: Facilities exist. 
AIRPORT: 80 miles away, serviced by regular flights. 
TIME: GMT plus 1 hour. Reverting to GMT in Winter months. 
HOLIDAYS: Work can be arranged on all church and bank holidays. 
POLICE/AMBULANCE/JFIRE: Police, Rathmullen 074-58113; Fire, 
Letterkenny 074-21676; Ambulance, Letterkenny 074-22022. 
TELEPHONES: No arrangement for placing telephones aboard. 
IDENTIFICATION CARDS: Not needed. 
SERVICES: No special services. 
AUTHORITY: Harbour Master — Rathmullen. 

Donegal County Council, County House, Lifford, Co. Donegal, Ireland. 
Tel: (074) 41066. Telex: 42124. Contact: T. O'Reilly, County Secretary. 


ROSSLARE: 52.16 N. 06.20 W. (See Plan) 


PORT LIMITS: The limit lines start from a point on shore 4,000 ft. S.E. 
of viaduct and extend due North for a distance of 6,000 ft. and then due 
West for a distance of 7,000 ft., thence due South for a distance of 
3,430 ft., terminating on shore at a point 3,650 ft. West of existing 
viaduct. 
DOCUMENTS: 

Customs Documents. 

Ships Manifests. 


Crew List. 
PILOTAGE: Not compulsory. 
ANCHORAGES: 
Prohibited Anchorage: 304° — 4.5 cables from Lighthouse 
Thence 214° - 2.0 % ® a 
be 124° 4 ee + 
034° —- 2.0....,, a 


No anchorage inside breakwater. Sheltered from Southerly round to 
North Westerly winds. 
Dangers: Shoals with depths of less than 18 ft. extend about 4 cables 
E.S.E. from head of breakwater. Shoal 18 ft., Southern end of which 
lies about 0.75 cables Northward of end of breakwater. Southern end 
of an extensive stony flat, having depths of 13 ft. to 18 ft. lies about 
3.5 cables further to N.W. Between these shoals lies several outcrops 
of 18 ft—19 ft. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englz 


MAX. SIZE: Harbour dredged to depth 6 m. LWOST. 

Ro/Ro Berth No. 2: Length overall 152 m. Ro/Ro Berth No. 3: Length 
overall 171 m. Max. beam 22.86 m. 
HEALTH: If no infectious diseases on board, Pratique given by customs 
on arrival. If from a port within E.E.C. this may be given verbally, 
otherwise required in writing. 
RADIO: Ilfracombe, Lands End Radio and Celtic Radio stations. 
VHF: Call sign “Rosslare Harbour Radio” Channel 16. Channels 14, 12 
and 6 for further communication when within radio range. 
RADAR: Not available. 
TUGS: None available. 
BERTHING: Berth No. 2 and 3 adjustable. Ro/Ro ramp SWL 50 tonnes. 
Also see “General”. 
CRANES: None. Roll-on/Roll-off only. 
STEVEDORES: Ordered by Agents. ETA necessary. 
MEDICAL: Advance notice required at least one hour. Hospital facilities 
12 miles away. 
DENSITY: Average 1025. 
FRESH WATER: Laid on, delivery by hose. Cost £1.00 per 1,000 gals, 
or part thereof. Rate 15 t.p.h. — 30 t.p.h. 
FUEL: No facilities. 
CONSULS: None. 
REPAIRS: Rosslare Harbour Ships Repairs. Telephone (053) 33194. 
Telex: 80675. 
GANGWAY/DECK WATCHMEN: Not compulsory. 
OPENING/CLOSING HATCHES: Crew assisted by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 50 grammes per day or 
(40 cigarettes or 10 cigars). Spirits, 0.25 litres per day. Wine, 0.50 litres 


per day. 
REPATRIATION: No facilities. 
AIRPORTS: Dublin 110 miles. Cork 134 miles. Waterford 51 miles. 
Small private airfield Castlebridge, 18 miles. 
TIME: GMT plus 1 hour. Reverting to GMT in Winter months. 
HOLIDAYS: New Year's Day; St. Patrick's Day (17th March); Easter 
Monday; June Bank Holiday; August Monday; Christmas Day (25th and 
26th December). No work Christmas Days — 25th and 26th December. 
POLICE/AMBULANCE/FIRE: Police: Rosslare Harbour 33204; 
Ambulance: County Hospital, Wexford 22233; Fire: Fire Brigade, 
Wexford 22618. 
TELEPHONES: Operators to arrange with Department of Posts and 
Telegraphs. 
SHORE LEAVE: Crew allowed ashore. 
IDENTIFICATION CARDS: Seaman's Book sufficient. 
GENERAL: Leading lights for Berth No. 3 are fixed red, 120° visible 
over and arc of 90° from 079° to 169° surmounting yellow diamond 
shaped daymarks. 
Lighthouse on main pier end, 50 ft. flashing W.R.G. every 5 seconds. 
New pier built 1980. Overall length 152 m. Berth No. 1 is reserved 
for future developments. Berth No. 2 in operation, Mardev Linkspan 
(Ro/Ro). Depth 6 m. LOWST. Light pier end. QK FI. white. Leading lights 
occ. white 3 secs. 146°. 
DEVELOPMENTS: New terminal building completed in 1989. 
AUTHORITY: Coras lompair Eireann, Heuston Station, Dublin. 
Rosslare Harbour, Co. Wrexford, Ireland. Tel: (053) 33114. 
Telex: 80730. FAX: 053-33206. Contact: Captain G. Livingstone, 
Harbour Master/Port Manager. 


SHANNON ESTUARY: 


(a) Foynes Harbour: 52.36 N. 09.06 W. 

(b) Foynes Island: 52.37 N. 09.07 W. 

(c) Tarbert Island Oil Terminal: 52.35 N. 09.21 W. 

(d) Money Point Generating Station: 52.36 N. 09.25 W. 
(e) Aughinish Island Alumina Plant: 52.38 N. 09.03 W. 


(a) FOYNES HARBOUR 


DOCUMENTS: See “Limerick”. 
PILOTAGE: Compulsory from Scattery Island to Foynes Buoys. Pilot 
may be taken off Kilcredane Head about 9 miles farther West as an 
optional extra (usually by vessels over 5,000 d.w.t.). ETA for Pilots 
passed in advance by Agent. Masters may call Pilots (Scattery Pilot 
Station, Channel 16 VHF) or by normal International Code sight or sound 
signals. Foynes Harbour Pilot boards at Foynes Buoys. Call Foynes 
Harbour Radio VHF Channel 16. 
ANCHORAGE: Vessels waiting to enter Foynes normally anchor 
Foynes Roads (West of Foynes Buoys). 
RESTRICTIONS: No restrictions by day or night on vessels under 
6,000 d.w.t. 
MAX. SIZE: Vessels up to 190 m. length and 10.5 m. draft with restriction 
on beam of 30 m. Ore cargoes of up to 22,000 tons and grain cargoes 
up to 27,000 tonnes have been loaded and tankers up to 32,000 tons 
have discharged. 
HEALTH: See “Limerick”. 
RADIO: See “Limerick”. 
VHF: As for Limerick except for “Limerick Harbour Radio” substitute 
“Foynes Harbour Radio”. 
TUGS: 2 x 1,250 h.p. at Foynes Harbour. 
BERTHING: 

West Pier: 10.5 m. LWOST. 106 m. quay with mooring buoys ahead 
and astern. For tankers, crude ore (loading by conveyor system) and 
other cargoes. See “Stevedores”’. 
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(See Plan) 


East Pier: 11.3 m. LWOST. 104.5 m. quay with mooring Duoys aby r 
and astern. 
Inner Berth, East Jetty: 6.5 m. LWOST. Length 131.1 m. Lu 
East Jetty Extension: 11.3 m. LWOST. 115 m. of quay. ol 
Two other berths where vessels up to 2,000 d.w.t. lie safe Qroy 5; 
on soft mud during low water. 0 
CRANES: Four 40 ton mobile cranes are available and controlies, 9 
the harbour, other cranes can be hired from local firms if and 
required. A local firm based in Foynes has a fleet of 80 forklifts, ay 
Bob-Cats which are also available at the Port. 1 = 15 tonne Ne» (¢ 
mobile grabbing crane, capable of conversion for general cargos gi 
available. A 
STEVEDORES: ETA to Agent before 1600 hrs. Monday/Thursday, i 
labour next day 0800 hrs., before 1600 hrs. Friday for labour Satys a 
or 0800 hrs. Monday. For cargoes other than bulk ore or concentys 
in bulk Masters should state number of gangs/workable hatches. 4 
Crude Ore: West Pier Conveyor: 500 t.p.h. loaded normally, m 
continuous basis, day and night, commencing on berthing (16,000 
in 28 running hours). H 
Packaged D.B.B.: 120 stds. per gang day (pre-slung). R 
Packaged D.B.B.: 70 stds. per gang day (shore slings). v 
Bulk Fertilisers: 1,000 tons per day (mobile grab crane). T 
Bag Fertilisers: 400 tons per gang day (shore mobile cranes). M 
Bagged Barytes, bagged cement and other bagged commodity:s § 
tons per gang day (ship's gear/mobile crane). T 
Storage Facilities: 15 acres of open landing ground and 45,000 sq& in 
covered storage. 0 
Weighbridge: There are 6 modern weighbridges (max. 60 tony F 
located throughout the Harbour Lands, and further weighing faci FI 


will be installed as required. (4 
MEDICAL: Emergency facilities available at short notice |ogg {0 
Full general hospital facilities at Limerick, 25 miles distant. R 


DENSITY: Variable on season and tidal conditions between 1008/1 7 
FRESH WATER: Available at all berths. industrial water also availa: $ 
FUEL: Available East Pier from adjacent installation. 
WATCHMEN: Normally crew watchmen. 
HATCHES: See “Limerick”. 
CUSTOMS ALLOWANCES: See “Limerick”. 
REPAIRS: Limerick facilities — no dry dock. 
REPATRIATION: No difficulties — Shannon Airport 34 miles. 
TIME: See “Limerick”. 
HOLIDAYS: See “Limerick”. 
POLICE/AMBULANCE/FIRE: Dial 999. 
SHORE LEAVE: No restrictions. 
SHIP SUPPLY SERVICE: Contact: Ocean Inchape (Ireland) Lime 
Aras Ide, Foynes, Co. Limerick. (c 
Offshore Supply Services, Aras Ide, Foynes, Co. Limerick. 
Irish Tugs Limited, Yacht Club Building, Cobh, Co. Cork. L 
Messrs. James Scott & Co. (Shannon) Limited, Hartstonge Hos 9 
Hartstonge Street, Limerick. D 
AUTHORITY: Foynes Harbour Trustees, Harbour Office, The Doo P 
Foynes, Co. Limerick. Te/: Foynes (069) 65111 and 061-92380. Conls « 
J. F. O'Malley, Secretary. Captain S. A. Histon, Harbour Mas A 
Tel: (069) 65381, 65244. 0 
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(0) FOYNES ISLAND R 
CATION: Cement Limited Oil Jetty is located on N.W. side of is# 
which is not connected to mainland. Buoyed moorings for tankers @ 
60,000 tons (length 950 ft.). Vessels lie alongside breasting dolphins W 
pipe trestle in 50 ft. min. LWOST. (Berth currently unused due to chat R 
over to coal by Cement Ltd.) T 
DOCUMENTS: See “Limerick”. 8 
PILOTAGE: Compulsory from Scattery Island to Foynes Island © 
vessels but for vessels over 3,000 n.r.t. it is compulsory from Kilcres ' 
(otherwise as Limerick). Harbour Master advises vessels over 130 0 
draft to embark Pilot West of Kilclogher. F 
ANCHORAGES: Vessels normally wait in Outer Anchorage 2.5 mit F 
3.0 miles West of Scattery or at anchor in Cahircon Anchorage NE R 
Foynes Island Jetty waiting daylight early flood tide for berthing. 
RESTRICTIONS: None for vessels up to 60,000 d.w.t. subject dajf R 
movements berthing flood tide and departures during flood tide. 
Mooring lines required: at least 4x 120 fathoms and 6x90 fait E 
polypropylene or similar. 
MAX. SIZE: Min. depth alongside 50 ft. 
HEALTH: 
RADIO: 
VHF: 
TUGS: Tugs available. One tug only is usual at this berth. 
MEDICAL: No facilities on island. See “Foynes” and “Limerick” 
TANKERS: Flexible hoses 28 in. passed by derrick from pipe '® 
to ship. Connections — PCD 11.75 in., 8 holes. (( 
DENSITY: 1013 (average). 
FRESH WATER: None available. L 
FUEL: None available. 5 
CUSTOMS ALLOWANCES: See “Limerick”. 
REPAIRS: None except via Foynes or Limerick. U 
SURVEYORS: See “Limerick”. 
REPATRIATION: See “Limerick”. Q 
TIME: See “Limerick”. 0 
HOLIDAYS: As Limerick. Vessels normally discharge without reg A 
holidays. § 
EMERGENCY CO-ORDINATION CENTRE: See ‘Limerick’. 
TELEPHONES: Shore telephone placed on board for ship's usé! P 
cargo hoses. Tel.: 069-65226. a 
BANKS: See “Limerick”. R 
STORING: Island location. All stores must be conveyed by laun® 4 
SHORE LEAVE: Restricted to daylight hours as launch service’ W 
then available. No access to mainland except by launch * A 
AUTHORITY: Limerick Harbour Commissioners. (See “Limerick 


“See Limerick” 
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.TARBERT ISLAND OJL TERMINAL 
" 


TION: Electricity Supply Board power station and Jetty located 
“NW. shore of Tarbert Island (with road access from the mainland) 
oN. 09.21 W. Berth 48 ft. draft LWOST, overall length including 
mooring dolphins 1,050 ft. with berthing face of 300 ft. 

MENTS: See “Limerick”. 

=,OTAGE: Compulsory from Scattery Island to Tarbert for all vessels 
w for vessels over 3,000 n.r.t. it is compulsory from Kilcredaun 
perwise aS Limerick). Harbour Master advises vessels over 13.0 m. 
sgt to embark Pilot West of Kilclogher. 

wcHORAGES: Vessels normally wait 2.5 miles West of Scattery for 
gyignt flood tide for berthing. 

a #STRICTIONS: None for vessels up to 50,000 d.w.t. on suitable draft, 
’ waving daylight flood tide, departure on flood tide in daylight or 
saness (subject good weather). Vessels in excess of 50,000 d.w.t. 
«x be required to keep a tug on standby throughout stay. 

“wx. SIZE: The berth has 48 ft. alongside at low water. 

4EALTH: | } at 

aapl0: “See Limerick 
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MF: 
‘UGS: Available. One tug usually used at this berth. 
\EDICAL: No facilities. Nearest doctor at Glin, Co. Limerick (6 miles), 
se “Limerick”’. 
ANKERS: 2 Marine Arms — 10 in. PCD 14.15/16 in. Outer diam. 16 in., 
er diam. 11 in. Holes, 12 of 0.75 in. diam. 
JENSITY: 1025, except in very exceptional conditions. 
sESH WATER: Available. 
WEL: None available. Jetty head approached from shore by footway 
154 wide x650 ft. long), therefore no direct access to berth from shore 
road transport. 
2EPAIRS: None locally. Nearest Limerick 40 miles distant or Foynes, 
‘mies distant. Difficulty of access should be noted. 
‘ §uRVEYORS: See ‘Limerick’. 
WATCHMEN: Watchmen from crew. 
cuSTOMS ALLOWANCES: See “Limerick”. 
SEPATRIATION: See “Limerick”. 
TE: See “Limerick”. 
‘MERGENCY CO-ORDINATION CENTRE: See “Limerick”. 
STORING: A narrow viaduct 650 ft. long makes storing impossible from 
seks alongside. Small four wheeled hand trolleys are used. 
/SHORE LEAVE: No restrictions. 
TELEPHONES: At jetty head. 
‘AUTHORITY: Limerick Harbour Commissioners. (See “Limerick’’). 
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. ) MONEY POINT GENERATING STATION: 


CATION: On North shore, 3 miles East of Scattery Island. 52° 36’ N. 

a) 25’ W. 

“NCUMENTS: See “Limerick”. 

: ILOTAGE: Compulsory from Scattery. Vessels over 3,000 n.r.t. are 

! equired to take a Pilot from Kilcredaun. 

¥ NCHORAGES: Vessels normally anchor 2.5 miles — 3.0 miles West 
Scattery when conditions allow. Vessels over 13.0 m. draft may be 
‘wired to remain West of Loop Head in very bad weather. For these 
age vessels Pilots will normally board inside Loop Head. 
ESTRICTIONS: Contact Port Control. Vessels in excess of 13.0 m. 

i sat normally cross Kilclogher/Ballybunnion Bar before high water and 

t eth port side alongside on first of ebb. 

# WAX. SIZE: 180,000 d.w.t. Max. draft 17 m. 

f RADIO/VHF/HEALTH: See “Limerick”. 

| TUGS: Available. Number and size as directed by Harbour Master. 
|SERTHING: Length of berth 380 m. Depth alongside 25 m. 

CARGO GEAR: 240 tonne ship unloaders will give a coal discharge 

fe of 1,500 t.p.h. 1 H.F.O. Marine Arm. 

» DENSITY: 1025. 
*RESH WATER: Available. 

- FUEL: Available from road tanker. 

) REPAIRS: Limited repair facilities. 

WSTOMS ALLOWANCES: See “Limerick”. 

SEPATRIATION: See “Limerick”. 

TME: See “Limerick”. 

MERGENCY CO-ORDINATION: See “Limerick”. 

ELEPHONE: At jetty. 

SANKS: See “Limerick”. 

Sens: No restrictions provided adequate notice is given to E.S.B. 

“ney Point. 

SURVEYORS: See “Limerick”. 

SHORE LEAVE: No restriction. 

‘UTHORITY: Limerick Harbour Commissioners (See ‘Limerick’. 


= 


®» AUGHINISH ISLAND ALUMINA PLANT: 


OCATION: On South side of estuary, 2 miles N.E. of Foynes Island. 
¢ 38’ N. 9° 03’ W. 
.. Shaped Jetty with outer and inner berths. Outer berth: 12 m. draft 
YOST, length of jetty head 275 m., plus 68 m. to dolphin. 
_™er berth: 11 m. draft LWOST. Berth 230 m. long. Inner berth worked 
“Y On flood tide. 
CUMENTS: See “Limerick”. 
oa Vessels normally anchor 2.5 — 3 miles West of 
i nonorage also at Cahircon opposite Foynes Island if awaiting tide. 
“LOTAGE: Compulsory from Scattery. Vessels over 13.0 m. draft are 
ie to embark Pilot West of Kilclogher. 
*SSTRICTIONS: Contact Port Control. Jetty owner's place own 
read onboard on arrival. 
MD; SIZE: Outer berth 70,000 d.w.t. Inner berth 30,000 d.w.t. 
lOHF/HEALTH: See “Limerick”. 
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IRELAND, Republic of 


TUGS: Available. Number and size as directed by Harbour Master. 
CARGO GEAR: Outer Berth: 1 Bauxite Unloader (Krupp) 18,000 tons 
per 24 hr. day. 1 Alumina Loader (Claudius Peters) 24,000 tons per 
24hr. day. 

Inner Berth: 1 HFO Marine Arm 12 in. connection to 18 in. shore line 
and 1 Caustic Marine Arm 10 in. to 12 in. shore line. 

DENSITY: Average 1013 — varies with tidal and seasonal conditions. 
FRESH WATER: Available. 

FUEL: Not available in bulk. 

REPAIRS: Limited repair facilities. 

SURVEYORS: See ‘Limerick’. 

CUSTOMS ALLOWANCES: See “Limerick”. 

REPATRIATION: See “Limerick”. 

TIME: See “Limerick”. 

EMERGENCY CO-ORDINATION CENTRE: See “Limerick”. 
TELEPHONE: At jetty. 

BANKS: See “Limerick”. 

STORING: No restrictions provided adequate notice is given by 
Chandler to Aughinish Alumina (Tel: 061-49488). 

SHORE LEAVE: No restriction other than company security controls. 
AUTHORITY: Limerick Harbour Commissioners (See “Limerick’’). 


SLIGO: 54.16 N. 08.28 W. 


DOCUMENTS: 

Crew List. 

Aliens List for other than Irish and British Ships. 

Customs Clearance from previous port. 

Health Declaration. 

Manifest. 

Surveys 109 Deck Cargo and 107 for Grain. 

PILOTAGE: Tel: 071-73157 for Outside Pilot, Sligo 071-77128 or 071- 

77111 for Inside Pilot who can be contacted on VHF Channels 12 and 

16. Pilot boat has white square stern with small wheelhouse aft. Pilot 

boards off Raghley Head. 

ANCHORAGE: East of Wheat Rock Buoy depth 40 ft. 

RESTRICTIONS: Small vessels from half tide to 2 hours after high tide, 

large vessels near high tide and daylight. 

MAX. SIZE: 320 ft. long, breadth not restricted, draft 21 ft. Spring tides, 

18 ft. neap tides. 

HEALTH: Home trade areas, verbal declaration, all others written 

declaration. Vessels from Great Britain automatic procedure. Suspected 

diseases inform Customs Officer or County Medical Officer of Health. 

Appropriate signals day and night. 

RADIO: Malin Head, Wick or Port Patrick Radio. 

TUGS: None. 

BERTHING: 4 berths available. Length 30 m. — 75 m. Depth alongside 

3.0 m. MHWN — 3.5 m. MHWS. 2x14 tonne mobile cranes. 

STEVEDORES: 24 hours notice required. Average discharge rate: Coal 

and timber 150 t.p.h. Fertilisers in bags 2 gangs, 500 tons per 8 hour 

day. 

MEDICAL: Large regional hospital. 

DENSITY: 1004, high tide. 

FRESH WATER: Available by hose, at 12.5p ton. 

FUEL: All grades available. 

CONSULS: Netherlands Vice-Consul, Sligo 2622. 

REPAIRS: Welding and light repairs. 

GANGWAY/DECK WATCHMEN: Not necessary. 

OPENING/CLOSING HATCHES: By crew. 

CERTIFICATES: 

Register. 

Articles. 

Light Dues Certificate. 

Derat Certificate. 

CUSTOMS ALLOWANCES: (May be changed to metric in near future). 

Members of crew who remain on a vessel during stay in port allowed 

to retain, under certain conditions, the following quantities of the 

undermentioned goods: 

Tobacco in any form (to cover 8 days): Master 8 oz. 200; Officers 
6 oz. 150; crew members 4 oz. 100. 

Spirits in any form (to cover 4 days) 1 pint (1 bottle each). Wine of 
any strength, allowed in place of spirits at rate of one pint wine to 0.5 pt. 
spirits. In addition, an allowance of 1 quart of beer or 1 pint of wine per 
man per day. 

Members of a crew of whatever rank finally leaving vessel allowed 
take ashore, free of duty, for own personal consumption, following 
quantities of undermentioned goods, when they form whole of their 
unconsumed stores: 

(a) \f from ports in Great Britain, Northern Ireland or the Isle of Man, or 
continental ports between the Elbe and Brest (except vessels 
crossing at regular and frequent intervals): Tobacco in any form 
40z. Spirits (ordinary drinkable) 0.25 pint. Spirits (Cordials or 
perfumed) 0.25 pint. 

(b) \f from any other port, double the quantities specified at (a). 

(c) Irrespective of the port from which arriving. 

REPATRIATION: Facilities exist. 

AIRPORT: Strandhill, Sligo. 

TIME: GMT plus 1 hour. Reverting to GMT between October and March. 

HOLIDAYS: St. Patrick's Day (17th March); Easter Monday; 

Whit Monday (1st Monday in August); Last Monday in October; 25th 

and 26th December. Not usual to work on any of these days. 

POLICE/AMBULANCE/FIRE: Tel: 999. 

TELEPHONES: None available for placing on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 
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GENERAL: In N.W. gales, shelter available at Killybegs, Donegal Bay. 
In Southerly gales shelter in Killala Bay. 

AUTHORITY: Sligo Harbour Commissioners, Harbour Office, Custom 
House Quay, Sligo, Co. Sligo. Tel: 071-61197. Contact: Secretary. 


WATERFORD: 52.15 N. 07.07 W. 


DOCUMENTS: 

3 Manifests. 

1 set Bills of Lading. 

1 Crew List (aliens). 

1 Ship Stores List. 

1 Passenger List. 

PILOTAGE: Compulsory. Tel. Address “Waterford Pilots” 24 hours ETA 
if possible. Tel. Dunmore East 83119. VHF call sign “Waterford Pilots”. 
Channel 16 calling up, Channel 14 working. 

Pilot boat black hull with words “Pilots” in white on sides. Location off 
Dunmore East Pier. 

In event bad weather a vessel is directed to Passage East by VHF 
where a Pilot will board in smooth water. 

ANCHORAGE: Good anchorage on Eastern Shore at entrance to 
Harbour in Easterly winds. 30 ft. LWOST. 

RESTRICTIONS: Draft restricted by 2 bars. At Duncannon, a sand bar 
with a low water depth of 14.5 ft. The other at Cheekpoint with low water 
depth 11.5 ft. 

Vessels of deeper draft await tide at Dunmore East Anchorage. 
MAX. SIZE: 450 ft. LOA normally; 475 ft. LOA by arrangement. Draft 
22 ft. neap tides; 24 ft. spring tides. 14,000 d.w.t. 

HEALTH: Vessels fly “Q” flag, pratique given by Customs. Infectious 
diseases to be notified to Agent before arrival. 

RADIO: Messages through Land's End or Valentia Radio Stations. 
VHF: Harbour Commissioners have VHF station at Dunmore East, 
Channel 16 for calling, Channels 12 and 14 for working. A watch is kept 
at the station during daylight hours and when a vessel is expected. 

Geographical position of the R.T. Station: Latitude 52° 08’ 45” North. 
Longitude 6° 59’ 30” West. 

TUGS: No tugs available. 


(See Plan) 


BERTHING: 
Approx. Cargo 
Jetties Length Depth Handling Remarks 
LWOST facilities 
(m.) (ft.) (m.) (ft.) 

North Side 

National Board 45.7 150 6.09 20 Bulk oil Private 
& Paper Mills discharge 

Nos. 1, 2 and 300 984 6.91 22’ 8" 2x3-ton Public 
3 Berths elec. portal W.H.C. 
No. 1 106.7 350 cranes 
No. 2 71.3 234 
No. 3 121.9 400 

Hall's 79.2 260 7.62 25 Grain elevators. Private 

Storage 200 t.p.h. 
capacity of 
25,000 tons 

North Side (New Wharves): 

Frank Cassin 222.5 730 6.85 22' 6" 2 at 35-ton WHC. 
Whart (Container gantry con» Private 
Wharf) tainer cranes _ backed by 

Container 
Compound 
New Extension 55 180 6.85 22’ 6" 
New Container 100.5 330 7.82 2s’ 8° W.H.C 
Berth No. 5 Public 
backed by 
Container 
Compound 
No. 4 Berth 139 456 7.82 25’ 8" 1x3 ton W.H.C 
elec. portal General 
crane 
South Side: 
Forde Wharf 91.4 300 6.91 22’ 8” W.H.C 
Public 
Clyde 243.3 800 5.18 17 1 at 25-ton W.H.C 
electric Public 
derrick backed by 
Container 
Compound 

Adelphi 74 243 5.48 18 W.H.C. 

Quay Public 
backed by 
Container 
Compound 


Also various Pontoons, etc., for Livestock loading. 

There are various other cranes — 10 ton mobiles, forklifts, travel-lifts 
up to 28 tons, etc., available. 
BRIDGES: Times of passing through Rice and Suir Bridge for National 
Board and Paper Mills Berth and for vessels proceeding upriver to 
Fiddown, to be arranged by Ship's Agent. 
STEVEDORES: Agent arranges discharge upon receipt of ETA. 

Grain discharge: 2,400 tonnes per day (300 t.p.h.). 

Coal discharge: 3,300 tons per day. 

Feedstuffs discharge: 2,500 tons per day. 
MEDICAL: Hospital and ambulance available. Arrangements made by 
ship's Agent. 
TANKERS: Great Island Jetty, used by Electricity Supply Board. 
Max. design size 20,000 d.w.t. However approach channel of river 
and Duncannon Bar not yet dredged for this size. 
DENSITY: 1008 at LWOST. 
FRESH WATER: Available by hose 15 t.p.h. 
FUEL: Supplies available by road tanker. 
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CONSULS: Belgium and Netherlands: Mr. D. Hannigan, Bell Lines\ 
Tel: 051-77021. \ 
Denmark: Mr. D. Baxter, 
Waterford, Tel: 76511. 
Spain: Mr. |. Farrell, c/o Nolan, Farrell & Goff, Newtown, Water 
Tel: 72934. ‘ 
France: Mrs. Sylvia Murphy, Dunmore East. Tel: 051-83416. y 
REPAIRS: Minor repairs. { 
DRY DOCKS: No dry docks available. ( 
GANGWAY/DECK WATCHMEN: Day watchmen not necessary, ¢ 
watchmen at Master's request. F 
OPENING/CLOSING HATCHES: By crew. ‘ 
+ 
L 
L 
! 
f 
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Ove Arup and Partners, 99 The & § 


CERTIFICATES: 
Register. 
Freeboard Certificate. 
Tonnage Certificate. 
Derat Certificate. 
Radio Certificate. 
Life-saving Appliance Certificate, etc. 
CUSTOMS ALLOWANCES: Tobacco: Master 1 oz./days 


Officers 0.75 oz./day, Crew 0.5 oz./day. Spirits: 0.25 pint/mang é 
voyage. - 
CARGO GEAR: Not beyond ordinary Factory Act requirements. 
REPATRIATION: Facilities exist. ] 
AIRPORT: Waterford 5 miles, Dublin 100 miles, Cork 75 miles, Shap ; 
75 miles. Served by regular airlines. : 
TIME: GMT plus 1 hour. Reverting to GMT in Winter months. ! 


HOLIDAYS: St. Patrick's Day; Easter Monday; August Bank Hols F 
December 25th and December 26th. ¢ 
POLICE/AMBULANCE/FIRE: Police 74888; Ambulance 7% ~ 
Brigade 75555. 

TELEPHONES: None available for placing on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Not needed. 

DEVELOPMENTS: Consideration being given to deepening | 
approach channel. The extension of the deep-water berths will te « 
25 ft. 8 in. alongside at LWST. 

AUTHORITY: Waterford Harbour Commissioners, Harbour 0 
George's Streét, Waterford, Ireland. Tel: 051-74907/73300. FAX: ¢ 
74908. Contact: J. V. Clancy, General Manager. Captain J. A. O'Com 
Harbour Master. 
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WICKLOW: 52.59 N. 06.02 W. 


PORT LIMITS: The seaward limits of the harbour are defined bya 
drawn across the harbour entrance. 

DOCUMENTS: Usual documents for Irish ports. 

PILOTAGE: Pilotage is not compulsory. Should a Pilot be requ’ 
arrangements can be made through the Agent or the Harbour Ofte 
ANCHORAGES: A safe anchorage can be found anywhere in Wic 
Bay, except in N.E. or Easterly gales. A good anchorage can be {a 
about 1 mile off the harbour entrance. 

RESTRICTIONS: Deep draft vessels must dock at HW (see “Berthix 
Deep draft vessels lie safely aground at LW, the bottom consistit 
soft mud. 

MAX. SIZE: Max. length 91 m., max. draft 5 m. 

HEALTH: See “Dublin”. 

RADIO: Anglesey Radio. 

VHF: Calling — Channel 16, Working — Channel 14. Channels 2,5 
8, 26, 27 and 28 are also available. 

Reception of port VHF only extends to about 10 miles offshore’ 
Northerly and Easterly direction and to about 4 miles offshore’ 
Southerly direction due to the signals being blocked by Wicklow H# 
It is hoped to overcome these restrictions in the near future by ré 
the height of the aerial. 

RADAR: No Port Radar. 

TUGS: None. 

BERTHING: 

East Pier: 91 m. long, depths HW 5.2 m., LW 3.1 m. Not often use 
the pier is exposed to North-Easterly winds and is only 7.3 m. we 
Packet Pier: 93 m. long, depths HW 5.2 m., LW 3.1 m. Most used b 
Timber, bulk cement and bulk cargoes generally worked here. 
North Quay: 130.1 m. long, depths HW 4.7 m., LW 2.8 m. Pagt 
worked at Northern end and the Southern end is in general use. 
South Quay: 126.22 m. long, depths HW 4.9 m., LW 3.0 m. This? 
is used for the export of woodchips in bulk. 

CRANES: Mobile cranes are hired from local firms by stevedo® 
Agents. Max. lifting capacity is about 8 to 10 tonnes. For heave 
Agents or stevedores should be consulted. 

BULK CARGO: Usually worked at East Pier or Packet Pier. 
SPECIALISED CARGO-HANDLING FACILITIES: For bulk c® 
only. 

BRIDGES: None. 

STEVEDORES: Working hours 0800 — 1700 hrs. Overtime worked 
required. 

MEDICAL: Full medical facilities available. It is desirable if poss® 
give advance notice of any medical attention that may be requifé 
TANKERS: There are no tanker berths. 

DENSITY: Varies between 1012 at LW to 1025 at HW. 

FRESH WATER: Available at all quays. 

FUEL: Gas oil is readily available and is brought to the ships’ s® 
road tanker. Other types of fuel would need to be specially orde® 
FIRE PRECAUTIONS: Normal precautions only. 

CONSULS: Nearest at Dublin. 

REPAIRS: Only small repairs can be carried out 


+ ay KS: None. 
. gaveYORS: Cargo surveyors can be contacted at Dublin or locally if 


mes ister of Shipping, 2 Lower O'Connell Street, Dublin 1. 
WAY/DECK WATCHMEN: Not necessary. 
yATCHES: Operated by vessel's crew. 
MS ALLOWANCES: As per European Economic Community 
=£C,) Regulations. 
“| GEAR: Shore cranes or vessel's gear may be used. 
sEPATRIATION: Arranged by Agents. 
yRPORT: Dublin, 40 miles away. 
qué: GMT, Summertime GMT plus 1 hour (March — October). 
yQLIDAYS: See “Dublin”. 
»0LICE/AMBULANCE/FIRE: Dial 999 or 


police 0404-67107/67287 
| snbulance 0404-67108 
re 0404-67371 
‘renour Office 0404-67455 
After hours 0404-69466. 
* MERGENCY CO-ORDINATION CENTRE: The Marine Rescue Co- 
sdnation Centre, Shannon. Tel: 061-61219/61969. 


‘ELEPHONES: No facilities for placing telephones on board ship. 

_ $§RVICES: By contacting the ship’s Agent all services are available. 
_ ere is a waste oil disposal service. Nearly all services like radio and 

al gar repairs, nautical publications, etc. are supplied from Dublin. 
SANKS: Bank of Ireland Ltd., Main Street, Wicklow. Tel: 0404-67376. 


wed Irish Banks Ltd., Abbey Street, Wicklow. Tel: 0404-67311 and 
m) 67051. 
STORING: See “Prelims”. 
2» 4 Stored by Truck. 
2 Barge storing at Harbour Master's discretion. 
3. Trucks can proceed alongside the vessel. 
4 Fork lift trucks can be used. 
5, Normal Customs Regulations in Ireland. Consult local Officer. 
* 6 Local people can be employed. 
* SHORE LEAVE: Permitted. 
_DENTIFICATION CARDS: Seaman's Book is sufficient. 
* DELAYS: Tide restrictions only. 
SHIP SUPPLY SERVICE: Contact: R. F. Conway & Co. Ltd., North 
2 Quay, Wicklow: Tel: (0404) 67210/67019. Telex: 25719. Telegram: 
Conway, Wicklow. 
AUTHORITY: Wicklow Harbour Commissioners, North Quay, Wicklow, 
to Wicklow, Ireland. Tel: 0404-67455, 69466. Contact: Captain R. F. 
*ood, Harbour Master and Secretary. 


IRELAND, Republic of 


NOTES 
Please also advise Shipping Guides Ltd. 


855 


ll 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engig 


Israel 
GENERAL: 


All vessels bound for the ports of Haifa, Ashdod and Ashkelon have to 
send a position report when they arrive at a distance of 50 miles from 
the Israeli coast. Such position reports shall be sent to “SVC IMOT” 
and shall contain the following information: (a) Date and time; (b) Ship’s 
name; (c) Position; (d) Course; (e) Speed; (f) Destination. 


ASHDOD (Inc. Ashkelon): 31.49 N. 34.39 E. (See Plan) 


DOCUMENTS: 

3 Crew Lists, and Crew Passports or Seamen's Books. 

1 Provisions List. 

1 List of Articles in possession each Crew member — cameras, 
binoculars, radios, cigarettes, tobacco, etc. 

Master to declare firearms and rounds of ammunition. 

4 Passenger Lists. 

Stowage Plan and Manifest to be mailed in advance, preferable 
Master to cable 72 and 48 hours before arrival holds workable and 
gangs required also draft forward and aft on arrival. 

PILOTAGE: ETA through Haifa Radio 4XO addressed to Agent at least 
12 hours before arrival. Pilot station and boat equipped VHF Channel 
14 and 16 contact station for instructions. Pilot boards about 0.5 miles 
off port entrance between W. to N.W. from breakwater head (green light). 

In bad weather, when boarding impossible, vessel is guided into 
harbour by VHF or tugboat waiting at entrance, at Master's consent. 

Pilot ladder as per Safety of Life at Sea. Vessel should head about 4 
points off the wind. Recommended 2 life-lines running along ladder, 
1 each side, ropes 2.5 in. — 3 in. circumference. 

ANCHORAGE: All area open sea, no recommended safe anchorage, 
but vessel should avoid anchorage near fairway and too close to oil 
installation buoys. 

Masters are advised to keep the decks well lit in view of the strong 
lights ashore which may cause the anchor lights to be seen with difficulty 
by approaching vessels. 

Vessels moored to the breakwaters shall have their anchor lights 
burning. 

RESTRICTIONS: Pilotage available 24 hours. Enter according arrival 
time or berths available. Vessels at anchorage awaiting berth keep watch 
Channels 14 and 16. 

MAX. SIZE: Draft limitations at Bulk Pier: Summer, 12.50 m. Winter, 
12.00 m. Draft limitations at other piers: 9.8m. No. limits length or 
breadth. Also see “Tankers”. 

rach Free pratique is requested via Haifa, address, “Quarantine 
Haifa”. 

RADIO: Haifa Radio 4XO, also see ‘Haifa’. 

TUGS: 1 of 1,500 h.p., 1 of 1,000 h.p. and 1 of 2,800 h.p. Each charge 
included in pilotage charge for normal berthing attendance. Tugs wait 
at port entrance and act on Pilot's instructions. Vessel's lines are 
requested. 

BERTHING: Container terminal with 2 gantry cranes. 

TANKERS: Terminal situated at Ashkelon where tankers load crude oil 
by under-water pipe-lines. Size of vessel is unlimited due to the depth 
of water. The loading rate is about 30,000 tons in 12 hours. All services 
such as supply of bunkers, provisions, water, crew changes, must be 
carried out at Ashdod roadstead where health and immigration officials 
board. Vessels not requiring any services at Ashdod may call directly 
at Ashkelon, only paying light dues and anchorage dues. 

FRESH WATER: Fresh water supplied by hydrants at 220 t.p.h. 
FUEL: Supplied by trucks, or supplied by special barges. 24 hours 
advance notice required. 

CONSULS: All Consulates in Tel-Aviv approx. 40 km. Available by 
telephone. 

REPAIRS: No dock, but minor repairs ettected. 

GANGWAY/DECK WATCHMEN: Private companies supply gangway 
watchmen, obtainable through Agent. 

OPENING/CLOSING HATCHES: Performed by stevedores. Mechanical 
hatch covers operated by crew. 

CUSTOMS ALLOWANCES: 200 cigarettes, 1 open bottle of spirits per 
person. 

TIME: Local standard time is 2 hours ahead of GMT. GMT plus 3 hours 
from Saturday 24th March until Saturday 25th August in 1990. 
AIRPORT: Lod Airport, served by regular airlines, distance 35 km. 
HOLIDAYS: Port business is suspended on the following holidays: 
Saturdays; The 2 days of the Jewish New Year (Rosh Hashana); The 
Day of Atonement (Yom Kippur); The first and the last day of the Feast 
of Tabernacles (Sucot); The first and the last day of Passover (Pesah); 
Pentecost (Shavuot); Independence Day. The first of May is observed 
by the port workers as Labour Holiday and therefore no work is done 
in the port on that day. 
POLICE/AMBULANCE/FIRE: 
telephone 22222. 

IDENTITY CARDS: Issued by port police on arrival. 
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Police, Ambulance, Fire Services, 


REGULATIONS: 

Stand-by for Moving Vessels: The Master or person for the time be 
having charge of a vessel shall ensure that adequate officers ang 
are available and that the main propelling machinery of the vesse 
maintained for moving the vessel at 1 hour's notice. 

No vessel may drop steam, dismantle engine or otherwise inter, 
with the propelling power of the vessel, nor may the vessel be, 
unattended by responsible officers and crew unless permission to hy 
is first obtained in writing from the Harbour Master. 

Photography: Photography in the Port Area is strictly forbidden win, 
a written permit issued by the Security Officer of the Port. 
Swimming: Swimming in Ashdod Harbour is strictly forbidden » 
Masters should instruct their crews accordingly. 

Use of Ship's Boats: The use of ship's boats is forbidden in Asty 
Port. Launch service is available for the convenience of ship's person, 
Shore Leave: Shore leave passes are obtainable at the Frontier Com 
Section of the Port Police Station. Applications for the passes shal, 
filed with the Boarding Officer, Port Police. 

All breakwaters are out of bounds to crews of merchant vessels 


SHIPMASTER’S REPORT: 1978. 

Pilotage: Compulsory. Pilot boards off the breakwater. Pilot requ: 
1 hours notice of vessels arrival. 

Anchorage: Outside breakwater. 

Restrictions: Vessels able to berth and unberth at any stage of the» 
day or night. 

Health: Radio pratique possible. Quarantine officials require 12 hy 
and 24 hours notice of vessel's arrival. 

Radio: Haifa Radio. 

VHF: Channels 16, 12 and 14. Pilot and Port Authority use Channel: 
Tugs: Tugs available and are used depending on berth. 

Berthing: Vessel berthed at Berth No. 4/190. Exact location is No 
North pier. Conditions at the berth poor due to swell and undercure 
Nature of the bottom sand/mud. Bulk handling facilities for hande 
phosphate available in the port. There are 30 quay cranes availay 
Ro/Ro facilities available. There is ample mechanical equipment: 
handling of palletised cargoes. There is also adequate storage spz 
for breakbulk and palietised cargoes. There are 3 gantry cranes availa 
for handling containers, also ample storage space for containg 
Accommodation ladder required. 

Density: 1025. 

Identification Cards: Crew members to have passport photograph’ 
landing pass (this is best carried out at previous port). 

Services Available: Fresh water, fresh provisions, repair facilitx 
machine shop, Lloyd's Surveyor, Salvage Surveyor, laundry service 
bunker fuel oil, diesel oil, lubricating oil, doctor and hospital, grocer 
and meats. 


SHIPMASTER’S REPORT: 1979. 
Documents: 
1 Police Condition Slip 
1 Customs Condition Slip 
3 Crew Lists 
1 List Ship's Stores and Bond 
Pilotage: Compulsory. Pilot boards 0.5 miles from breakwater. 
Restrictions: Vessels may berth and unberth at any stage of the! 
day or night. 
Health: 24 hours before arrival request radio pratique from ‘“Quarant 
Haifa”. 
Radio: Haifa 4X0. 
VHF: Pilot and Port Authority on Channels 16 and 14. 
Tugs: 3 tugs available 13,000 h.p., 1* 1,500 h.p., 1x 1,000 h.p.7 
use of tugs depends on which berth used and also which direction’ 
vessel will be heading. 
Berthing: North Quay: Berths 101, 102, 103: berths located just ins: 
the breakwater, max. draft permitted 10 m., density alongside 1 
Accommodation ladder required. 
Bulk Handling Facilities: Phosphate loading facilities available. 
Cranes: 9x30 tons at 15 m. (15 tons at 25 m.). 
9x 8tons at 15m. ( 4 tons at 25m.). 
Ample mobile cranes available. 
Special Cargo Handling Facilities: Ro/Ro facilities available. 3 conté* 
gantries available. Ample storage space for breakbulk carg® 
palletised cargoes and containers. 
Stevedores: Labour normally refuses to rig derricks or handle hate 
Working Hours: 
Sunday to Thursday (inclusive): 
First Shift 0630 and 1400 hrs. 
Second Shift 1500 and 2145 hrs. 
Friday: 
First Shift 0630 to 1300 hrs. 
Second Shift 1300 to 1530 hrs. 
Saturday — No work. 
Services Available: Fresh water, fresh provisions, repair tacit 
machine shop, Lloyd’s Surveyor (from Haifa), Salvage Surveyor ” 
Haifa), laundry services, bunker fuel oil, diesel oil, lubricating oil, & 
and hospital, groceries and meats. Nearest airport is at Tel-Aviv 


AUTHORITY: Israel Ports Authority, Port of Ashdod, P.O.Box gh 
Ashdod, 77191 Israel. Tel: 5528280, 5521106. Telex: 37% 
FAX: 5524956. Cables: Ashnam — Ashdod. Contact: Harbour Ma#* 


AGENT: Carmel! Shipping Ltd., Port Area, Block 9, P.O.Box # 
Ashdod, Israel. Tel: 08-524811, 08-521334, 08-531022. Telex: 38” 
Cisas IL. Fax: 08-522719. Cables: “Carmelship Haifa”. 


gLAT (Elath): 29.32 N. 34.57 ey (See Plan) 
UMENTS: 
n0F stom: ' 
customs Questionnaire, Crew Customs Declaration, Stores List, Crew 
ist, Passengers List, Foreign Currency List, Narcotics List, Arms List, 
mort Cargo Manifest, Transit Cargo Manifest. 
ey Quarantine: 
‘nemational Quarantine message may be sent, addressed 
quarantine Haifa” via Haifa Radio (4X0), to obtain Free Pratique. 
yartime Declaration of Health. 
ey Border Control (Immigration): 
“Police Questionnaire, 2 Crew Lists, 2 Passenger Lists, Seamen's 
soks and travelling documents of passengers. 
yLOTAGE: Compulsory, ordered through Agent. When unable to 
ealact Agent, Pilot can be ordered by contacting Harbour Master by 
“fa Radio, or by VHF Channel 14. Vessel due to berth awaits opposite 
~ nstallations located approximately 2.5 cables South of the main jetty. 
‘esses requesting Pilot for anchoring stop opposite the North end of 
se main jetty. Tankers waiting Pilot for oil installations to stop 0.5 miles 
south of oil installations. Pilot motor launch, red hull, buff superstructure 
wndships stationed at North end of main jetty. Pilot ladder complying 
» all safety regulations and properly lighted during dark hours is 
seessary. Vessels awaiting Pilot should anchor only in designated area. 
INCHORAGES: Boundaries of area marked by lines connecting 
lowing positions; 
(A) Lat. 29° 32' 51” N., 
(B) Lat. 29° 32' 26” N., 
(C) Lat. 29° 31’ 40’ N., Long. 34° 58’ 27” E. 
(D) Lat. 29° 32’ 31” N., Long. 34° 57’ 06” E. 
Average depth 25 fathoms. If arriving at port for first time, do not try 
nehoring anywhere outside anchoring area. 
Anchorage positions will be alloted by Port Control — call sign “Yamit” 
VHF Channel 14. 
- wchorage Positions: 
(1) 


Long. 34° 57’ 19” E. 
Long. 34° 58' 34” E. 


Lat. 29° 32.62’ N., Long. 34° 57.37’ E. 
(2) Lat. 29° 32.49’ N., Long. 34° 57.64’ E. 
(3) Lat. 29° 32.37’ N., Long. 34° 57.97’ E. 


(4) Lat. 29° 32.25’ N., 
(5) Lat. 29° 32.37' N., 
(6) Lat. 29° 32.17’ N., 
(7) Lat. 29° 32.06’ N., 
(8) Lat. 29° 31.96’ N., 
(9) Lat. 29° 32.22'.N., 


Long. 34° 58.31’ E. 
Long. 34° 57.34’ E. 
Long. 34° 57.70’ E. 
Long. 34° 58.04’ E. 
Long. 34° 58.37’ E. 
Long. 34° 57.02’ E. 


(10) Lat. 29° 32.02’N., __ Long. 34° 57.29’ E. 
(11) Lat. 29° 31.82'N., Long. 34° 57.65’ E. 
12) Lat. 29° 31.69’ N., Long. 34° 58.06’ E. 


> WAX. SIZE: For berthing alongside main cargo jetty, length 528 m., max. 
waft up to 11.9 m. Vessels are allowed to load to 12.1 m. draft and sail 
m high tide. 
Additional cargo jetty length 170 m., max. draft up to 6.1 m. 
North Oil Jetty accommodates tankers up to 125,000 d.w.t. with draft 
#17.1m. 
South Oil Jetty can accommodate tankers up to 500,000 d.w.t. Depth 
_ ‘water alongside 28.6 m. 
| HEALTH: Free Pratique may be requested by cable via Haifa Radio 
‘om Quarantine Authorities. If suspected disease or fever on board 
mmediately advise Quarantine Eilat with all details. 
_ RADIO: Communication via Haifa Radio 4XO. Full details working hours 
' md frequencies found in “Admiralty List Radio Signals’ and similar 
wublications. Good radio connection with Eilat can be obtained also via 
» ‘aila Radio, call sign 4XO, operating continuously. 
TGS: Tugs meet vessel off quay. Lines not usually used as tugs usually 
tush. When needed, ship's lines used. 1 tug 2,750 h.p., 1 tug 960 h.p., 
‘tug 280 h.p. and 2 boats 220 h.p. each. 
3ERTHING: No difficulty except at times of strong Southerly winds when 
‘mall vessels may have to leave quay and proceed to anchorage or 
8a, due to strong swell. 
| §ULK HANDLING FACILITIES: Bulk elevator for bulk 
| Phosphate & Potash) capacity 800 m.t.p.h. 
storage Area: 
Sheds — 17,000 sq.m. 
Open storage — 55,000 sq.m. 
Cold storage warehouse — 500 tons. 
Bulk potash shed — 80,000 tons. 
Phosphate bulk shed — 35,000 tons (3,300 sq.m.) 
SRANES: 1 electric driven crane S.W.L. 50 tonnes. 1 electric driven 
vane S.W.L. 35 tonnes. 4 electric driven cranes S.W.L. 25 tonnes, when 
*upled S.W.L. 48 tonnes per couple. 1 diesel/electric driven crane 
SW.L. 15 tonnes. 1 diesel driven crane S.W.L. 60 — 80 tonnes. 6 diesel 
‘ven cranes S.W.L. 7 — 13 tonnes. 
Portis fully equipped for container handling. Container traffic exceeds 
3500 TEU's. 
STEVEDORES: Booked by ship's Agent. All details of cargo distribution 
0 storage to be cabled in advance to Agent. 
“ot Working Hours: 
Summer: (May 16th — October 15th) 
Sunday — Thursday 0530 — 1330 and 1600 — 2300 hrs. 
Friday 0530 — 1230 and 1400 — 2000 hrs. 
Winter: (October 16th — May 15th) 
Sunday — Thursday 0600 — 1400 and 1530 — 2230 hrs. 
ve Friday 0630 — 1300 and 1400 — 2000 hrs. 
SpICAL: Hospital facilities available. 
_ ENSITY: 1028 (Winter), 1030 (Summer). 
a WATER: Available in unlimited quantities and supplied at all 
£8. No facilities for supplying fresh water at anchorage. 
on: All grades supplied by road tankers. 
NSULS: Denmark, France, Germany (F.R.), Netherlands, Norway, 
~weden, United Kingdom. 
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ISRAEL 


REPAIRS: All afloat deck and engine repairs can be performed by local 

workshops. 

DRY DOCKS: Syncrolift with lifting capacity of 1,200 tons. 

OPENING/CLOSING HATCHES: Normally by stevedores. 

CUSTOMS ALLOWANCES: Every Crew member is permitted to keep 

200 cigarettes or equivalent amount of other tobacco, out of bond. Every 

crew member is permitted to keep 1 bottle of spirits and 1 bottle of wine, 

out of bond. 

REPATRIATION: There are facilities for arranging repatriation or crew 

changes. 

AIRPORT: Eilat Airport is used at present for internal traffic only. There 

are 8 flights daily from Eilat to Tel-Aviv except on Saturdays. From Tel- 

Aviv there is good transportation to Lod International Airport. 

TIME: Local time is GMT plus 2 hours. GMT plus 3 hours from Saturday 

24th March until Saturday 25th August in 1990. 

HOLIDAYS: No cargo work is usually performed during official holidays 

or Saturdays. The official holidays are: Passover (2 days during April); 

Independence Day (1 day end April/beginning May); First Harvest Day 

(1 day end May/beginning June); Jewish New Year (2 days, September); 

Day of Atonement (1 day end September); Feast of Tabernacles (2 days, 

October). No cargo work is usually performed during 1st of May although 

it is not an official holiday. 

TELEPHONES: At present there are no facilities to arrange telephones 

on board ships. 

TELEPHONE NUMBERS: 
Eilat Port Management 
Harbour Master 


059-72191/8 
059-71319 (office) 
059-76868 (after office) 


Oil Pipe-line 059-76171 
Immigration 059-72590 
Hospital 059-73151 


SHORE LEAVE: Crew members are granted shore leave. 
IDENTIFICATION CARDS: Every crew member going ashore should 
have a shore leave pass. Shore leave passes will be received from the 
border control officer after the vessel is cleared. 

DELAYS: Normally vessels arriving after midnight are berthed only at 
daybreak, before the beginning of the morning shift. 

REGULATIONS: Booklet containing port regulations placed onboard all 
vessels on first arrival and must be adhered to. 

GENERAL: Meteorological: Weather warnings if any are issued and 
delivered to vessels upon receipt. 

AUTHORITY: Israel Ports and Railways Authority, Port of Eilat, P.O.Box 
37, Eilat 88100, Israel. Tel: 059-58333. FAX: 059-58300. Cables: 
Namsuf Eilat. Contact: Captain |. Beery, Harbour Master. 


AGENT: Carmel Shipping Ltd., P.O.Box 1015, Haifa 31009, Israel. 
Tel: 04-530041-2, 04-523293. Telex: 46550 Carml IL, 46821 Carm| IL. 
Fax: 515886. Cables: ‘‘Carmelship Haifa”. 


HADERA: 32.28 N. 34.53 E. (See Plan) 


LOCATION: About half-way between Haifa and Tel-Aviv. The terminal 
is used for the importation of coal for the adjacent power station. 
PILOTAGE: Compulsory. Also see ‘General’. 

ANCHORAGE: See ‘General’. 

APPROACHES: Lights and Shore Features: The 2 Power Station 
Buildings which are about 80 m. high, the twin chimneys which are 
254 m. high and the pier with its 2 gantry cranes are very outstanding 
features on the otherwise rather flat coast. The pier is a very conspicuous 
radar target. 

A vessel approaching in darkness will be able to distinguish the port 
by the set of red and white lights on the chimneys, and a fixed red light 
at the Western extremity of the pier. The Mount Carmel Light and 
Mikhomoret Light will also be in sight. 

There are red and green flashing lights at the entrance to the cooling- 
water basin, and a flashing white light on the North-Westerly buoy of 
the multi-buoy installation. 

VHF: VHF radio installed to communicate with ships, tugs and other 
craft on matters relating to the port's operation. 

TUGS: 2 tugs, about 40 tons pull each, with fire-fighting equipment 
2 boats function as mooring, passenger and pilot boats. 

BERTHING: The port's installations consist of: 

1. An off-shore coal unloading terminal consisting of a pier 
(300 m.* 24 m.) which is constructed 1.8 km. from the Shore Line. It is 
connected to the shore by an approach jetty on piles. 

Minimum water depth at the pier — 20 m. It is designed for ships of 
up to 180,000 d.w.t. 

The height of the pier above MSL is 14m. There are 11 breasting 
and mooring dolphins along its North side, their height above the sea 
is 4.5 m. Quick-release hooks installed where applicable. 

Ships are moored to the North side of the pier with their bow to 
seaward. 

Discharging the ship's cargo is done by 235 ton gantry cranes. 

2. A cooling water basin for the supply of sea water to the station 
condensers is also used by the port's craft. The water's depth in the 
navigable area is 5 m. 

MEDICAL: First aid is given at the Regional Hospital at Hadera. 
TANKERS: There is a fuel oil unloading terminal, about 1.5 km. North 
of the coal pier, where tankers are made fast to a multi-buoy system 
and fuel is pumped ashore through a 32 in. submarine pipe-line. Water 
depth is 18 m. and ships of 70,000 d.w.t. can be accommodated. 
FRESH WATER: Available to the pier. 

FUEL: Arranged by Agent. 

REPAIRS: Arranged by Agent. 


857 


, 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engla 


TIME: Local standard time is 2 hours ahead of GMT. GMT plus 3 hours 
from Saturday 24th March until Saturday 25th August in 1990. 
STORES: Arranged by Agent. 

GENERAL: /nstructions to Ships’ Masters: 

1. Please keep the port informed of your ETA, any changes in your 
original notice should be communicated to your Agent. 

2. Your VHF Channels 16 and 10 should be used for radio contact 
with the port when approaching and when your ship is anchored. 

3. The Pilot will prefer to board your vessel when in a position 1 mile 
North of the jetty, and bow Southward; the same position is also the 
best for anchoring if your ship does not berth on arrival. 

4. Your pilot ladder should be as directed by IMO Regulations, 
properly cleaned and secured. 

5. Due to the exposed position of the berth, constant and thorough 
attention to the mooring lines should be carried out. Generally the 
moorings will consist of: 

A. Forward: 

4 Head Lines. 

2 Breast Lines. 
2 Springs. 
B. Aft: 
4 Stern Lines. 

2 Breast Lines. 

2 Springs. 

All head and stern lines must be fibre ropes-polypropylene or others. 
Breast lines and springs, if not made of fibre must have fibre tails, 
Ae m. - 20 m. long. Starboard anchor with about 8 shackles will also 

e used. 

6. When the ship is moored to the jetty. 

(a) Main engines, steering, windlasses etc., should be in working 
order. Any fault or damage to be repaired immediately and the 
port to be informed. 

(b) The ship shall always have sufficient officers and crew onboard 
so as to be able to leave the jetty in an emergency. 

(c) Mooring lines should be continuously checked for wear, load 
distribution, etc., and any irregularity tended to. 

(d) All ballast tanks, including holds designed for water ballast, to be 

filled as soon as possible. 
Cargo holds into which water ballast will be pumped should be 
the first to be emptied of cargo. 

(e) The vessel to keep herself informed on expected weather 
conditions. 

(f) Constant — tension winches should not be in operation for head 
and stern leading lines simultaneously. 

(g) Do not change your mooring lines nor re-arrange them, unless 
the Duty Pilot is consulted. 

7. Oily water should not be pumped, nor garbage be thrown 

overboard. 

For ships that have to pump out oily water of any source, there is a 
reception tank and a separator on the jetty. 

Ship's garbage should be put in plastic bags and loaded into a supplied 
container. 

8. You have to get permission before doing: 

(a) Welding work, anywhere on the ship. 

(b) Diving work at the ship's hull. 

(c) Lifeboat exercises. 

9. The ship has to inform the Port immediately about ary accident, 
fire, explosion, leakage etc. on or near the ship. 

10. The above instruction to Masters are based on the Ports’ 
Ordinance and Regulations, issued by the Israeli Ministry of Transport. 


SHIPMASTER’S REPORT: December 1982 (Updated 1986). 

Documents: See “Haifa”. 

Pilotage: Compulsory. Pilot joins vessel approximately 1 mile off jetty. 

Anchorage: Recommended approximately 1 mile 345° of end of jetty. 

Max. Size: 200,000 d.w.t. Least depth of water alongside 20.0 m. 

Radio: See “Haifa”. 

VHF: Continuous watch on Channels 16 and 10, working on Channel 

10. 

Health: See “Haifa”. 

Tugs: Two available, 4,000 h.p. (approx.). 

Berthing: Ships moor port side alongside, head out to sea. 

Bulk Handling: Coal: 2 large overhead gantry cranes with grabs of 

approximately 20 tonnes capacity having an outreach of approximately 

40 m. and at present discharge coal by endless conveyor belt system, 

rate a gla hed 28,000 tons per day. During 1985, 3 million tons 

were discharged from 22 vessels. 

Tankers: There is a tanker mooring consisting of six buoys and an 

underwater pick up/discharge point close North of the jetty. 

Density: 1030. 

Medical: Facilities available, via Tel Aviv or Haifa. 

Fresh Water: Laid onto jetty. Ship to supply own connections and hoses. 

aq 2 haunted via lighter from Haifa. Small quantities can be delivered 

y truck. 

Repairs: Limited, via Haifa. 

Surveyors: Cargo inspectors and surveyors of most associations 

available, arrangements via Agent. 

Stevedores: 24 hours per day except Saturdays and holidays. 

Gangway Watchmen: Not required. Very strict watch kept at installation 

gates. 

Opening/Closing Hatches: Mechanical hatches by crew. 

Customs: See ‘Haifa’. 

Identity Cards: See “Haifa”. 

Airport: Tel Aviv Airport approximately 50 km. 

Holidays: Same as “Haifa”. 

Shore Leave: See ‘Haifa’. 

General: All ships proceeding to Israeli ports report as per “Admiralty 

List of Radio Signals” Vol. 6, Part Il, Page 320 and “Guide to Port Entry”. 
Documents, etc. as for Haifa, from which Port Immigration/Customs 

Police etc. cover Hadera. Vessel will be cleared at anchor on arrival if 

berth is already occupied. 
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Hadera is a new port constructed to serve a new power static. 
position Lat. 32° 28’ 08” N., Long. 34° 53’ 10” E. Two conspicuous » 
cement chimneys, with red lights at night together with the power 
and a jetty extending a mile out to sea make the place easy to iden 
No difficulties in the approaches. The port has been in operation 
April 1982. First vessels being discharged at anchor by derrick 
but since September has been accepting vessels alongside the » 
jetty extending 1 mile out to sea into deep water. There is a NEW sp 
boat harbour on the North side at the root of the jetty, equipped , 
quay and cranes. 

Berthing, approach jetty from the North, letting go starboard ang 
when approximately 1 cable off to assist in swinging and for heaving. 
when sailing. Two tugs used for berthing, they are based in the s» 
boat harbour, only one used when sailing. Use tug’s ropes. 

Working part of jetty is 300 m. long and is 14 m. above sea leve 
on two levels. Lower level (Skeleton) is for moorings, which are adegqu 
and fitted with remote control quick release gears in case of bad weap 
in Winter as jetty is very exposed. (Vessel before this vessel ha 
vacate berth for 40 hours, due to swell.) Good fendering. 

No pedestrians allowed along jetty. Transport is arranged with Ages 
Power Station Authorities. 

Shore gangway provided. 

Stores/Laundry can be taken/delivered by a truck via jetty. 

Hatch “cleaning” is by contract labour. If started early enough 
make a reasonable job to re-deliver ‘shovel clean’. Notice of Readin 
accepted as of the time vessel anchored awaiting berth. 

Crew change facilities exist via Tel Aviv Airport. Incoming repor 
Haifa Immigration Control and deposit passports for passes. Ho» 
going members have to be in possession of air tickets before leay 
vessel. 


SHIPMASTER’S REPORT: October 1985. 

1. Agents, Harbour Master and Pilots are very co-operative. 

2. There is always 1 Pilot and 1 tug on duty in case of rough weahy 

3. Master receives a weather report twice daily from Harbour Mas 

4. A “Supervisor” of National Coal stays on board to ay 
discharging when office is closed. 

5. Agent (National Coal), Harbour Master (Hadera Port), Pilot (Hag 
Pilot) and boat service (Solmar) all listen to VHF Channel 10 (call sg 
in brackets). If necessary at night Solmar will telephone the Agent a’ 
home, and he will then call vessel on Channel 10. 

6. Due to deck arrangements of our vessel the shore gangway om 
not be used. Vessel's pare’ used and landed on fender. 

7. The final trimming of cargo is poor and leaves lots of cleav 
remaining for vessel's crew. 

8. Due to distance to jetty (good fenders) it is not possible to use! 
transverse crane of the vessel for storing. 

9. National Coal employs 4 time-chartered bulkers of 120,00) 
160,000 tons to supply the power station of Hadera with coal. The stat 
consumes about 10,000 tons daily. About 5 more shiploads are neet 
yearly. Mostly panamax bulkers from U.K. 


AUTHORITY: Port of Hadera, P.O.Box 314, Hadera, Israel. Tel: ! 
332976, 332250. Telex: 471772 Nph Il. FAX: (06) 343034. Cont 
Mr. B. Nativ, Port Manager or Captain Y, Braker, Harbour Master 


HAIFA: 32.49 N. 35.00 E. 


DOCUMENTS: 

1 Photograph of each member of the crew. 

3 Crew Lists, and Crew Passports or Seamen's Books. 

1 Provisions List. 

1 List of Articles in possession each Crew member — came 

binoculars, radios, cigarettes, tobacco, etc. 

Master to declare firearms and rounds of ammunition. 

4 Passenger Lists. 

Stowage Plan and Manifest to be mailed in advance, prete® 
Master to cable 72 and 48 hours before arrival holds workable and 9% 
required, also draft forward and aft on arrival. 

PILOTAGE: Compulsory for all merchant and foreign naval ves* 
Pilotage service is rendered round the clock. Vessels are boarde 
Pilot seaward of the main breakwater. 

ANCHORAGE: Vessels shall not anchor within the prohibited areas! 
must keep clear of the fairways of the main harbour and Kishon 
MAX. SIZE: The width of the entrance channel to the main port, bet 
the main and lee breakwaters, is 183 m. The depth of the entram 
12 m. The width of the entrance to the Kishon Harbour is 80 m., # 
min. depth of 8.50 m. Vessels of max. draft 35 ft. can be # 
accommodated in the main port. 

In the Kishon Harbour, accommodation is limited to vessels of 9! 
draft. Depth in both harbours are maintained by dredging at 
intervals. 

Tankers: Up to 50 ft. draft at buoy moorings. 

RADIO: Radio-telephone service from ship-to-shore and vice vers 
Haifa Radio, call sign 4XO. Ships in port may also be connected 
Israeli telephone system. 

The port has a signal station equipped with a modern 60 kw! 
installation, working on Channels 12, 14 and 16. The station is lice 
for port operation only and is in continuous service. For all otherf 
to-shore communication contact Haifa Radio, call sign 4XO. 

The Israeli Meteorological Service broadcasts twice daily the wet 
forecast in English for East Mediterranean area over Haifa Radi 


(See Plt 
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vessels approaching the coast of Israel shall report their position to 


_ gg israeli Authorities in accordance with the following procedure: 


4) Every foreign vessel bound for the ports of Haifa, Ashdod or 

asnkelon shall send a position report to the Israeli Ministry of Transport 
yor) via Haifa Radio (4X0). Such position report should be sent in 
ee form of a free of charge service cable when the vessel arrives at a 
ssance of 50 miles from the coast and it shall contain vessel's name, 
aosition, course, speed and destination. 
" 1p) in addition to the report, in (a) above and according to the Ports’ 
jeguiations, every vessel (foreign or Israeli) entering the Israeli territorial 
salers shall send a position report which shall contain vessel's name, 
~sition, course, speed and destination and which shall be sent at the 
ime the vessel enters territorial waters (6 miles) to: 

i) The nearest Port Operation Services, by means of VHF; 


9) The IMOT via Haifa Radio (free of charge service cable) in cases 
where VHF communication with the nearest port cannot be 
established. 


WEALTH: Free Pratique by radio is granted on request by the 
semational Quarantine Message to the Quarantine Station round the 
sock (including holidays) via Haifa Radio, call sign 4XO on 500 kHz. 
Medical advice by radio for all ships may be obtained through Haifa 
aadio 4XO free of charge. Call ‘Medico Haifa”. 
There is nO special quarantine anchorage. 


TGS: Vessels obtain tug assistance, if required, for entering or leaving 
ne harbour and for shifting. 2x3,200h.p. (30 tons B.P.) and 
01,500 h.p. (16 tons B.P.). 


BERTHING: Ships moor normally to wharves and jetties, and to a lesser 
extent stern to the main breakwater and alongside dolphins. 

Wain Harbour 

The main harbour is situated on the Southern shore of Haifa Bay at 
lat. 32° 48’ N., Long. 35° 01’ E. It is protected by 2 breakwaters: the 
nan breakwater, 2,826m. long, in the Northwest, and the lee 
yeakwater, 765 m. long, in the East. 

The harbour basin covers an area of 1,066,000 sq.m. The main port's 
and area amounts to 1,000,000 sq.m. 
tishon Auxiliary Harbour 

To the East of the main port, around the lower reaches of the Kishon 
wilet, lies the Kishon Auxiliary Harbour. It consists of an outer harbour 
tasin that is protected by 2 breakwaters of 600 m. and 350 m. length 
respectively, and a main channel of 1,045 m. length, of which the first 
stretch of 700 m., measured from the entrance to the outer harbour 
tasin, has a depth of 8m. while the second stretch of 345 m. has a 
iepth of 6.50 m. A side channel, 213 m. long and 4m. deep, which 
vanches off the main channel toward the East, serves as a fishing dock. 
Another side channel 350 m. long and 8 m. deep serves as holding basin 
the shipyard and the Chemicals Terminal. 


location Length Depth Remarks 

: (m.) (m.) 
Wain Harbour 
Vharves 1- 4 497 4.6-—10.0 General cargo 
Wharves 5 - 6 259 10.0-—11.0 Passenger ships and 

general cargo 
Whart 7 158 10.5 Bulk and general cargo 
Wharves 8- 9 232 13.5 Grain (automatic 
i discharge) 
Wharves 10 - 11 396 8.5—10.5 Western Container 
Terminal 

Nharves 12 - 13 224 8.0 Ro/Ro 
service wharf 110 4.5 
Di jetties 800 9.7-11.3 
vaigo, passengers 560 5.5 — 9.7 
_and service wharves 
dolphins 296 10.2 — 10.8 
sastern Whart 650 11.5—13.5 Containers and bulk 
‘ishon Zone 
Nharves 1 - 4 625 9.0-9.5 General cargo 
“Worthy Terminal 340 4.5—9.0 Liquid chemicals 

0 
emicals Terminal 60 8.5 Liquid chemicals 
_ (South) 
*ishery Dock 325 4.0 
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3ULK HANDLING FACILITIES: Coal: Coal imports are usually handled 
*/ grabs fixed to shore cranes. 
ain: 3 mobile elevators on main wharf (depth 13.8 m.) with combined 
“loading capacity of 1,800 t.p.h. Silo capacity 100,000 tons. 
* ia Northern Terminal: Situated in the Northern part of the 
N one. 
The terminal can handle 3 ships at a time; two of up to 100m. in 
“igth each drawing a maximum of 9 m. and a third ship of 80 m. length 
05m. draft. 
*minal facilities: An ethylene handling and storage installation with a 
‘cl pipeline link to the factory. 
“ammonia handling and storage installation with direct pipeline link 
the factory 
ABTX handling installation with 3 pipes to the factory. 
aa and MTBE handling installation with direct pipeline to the 
Ry Storage tanks in the “Gadot Terminals” tank farm for storage of 
‘0us materials; total capacity 15,000 cu.m. 
Miluot” tank farm. 
terminal is protected by a sophisticated fire-fighting system. 
«US services are available, including: Steam generator, water 
=?ly, bilge water tank, communications, weighbridge, air compressor, 


ISRAEL 


Southern Terminal: Situated at the tip of the general cargo wharf in the 
Kishon Harbour. The terminal has 70 atmospheric storage tanks of 
different capacities for chemicals with flash-points above 30° C; acids 
and basic chemicals. The tanks are connected by pipeline to dolphins 
with mooring for one ship. The Southern Terminal is operated by Gadot 
Terminals Ltd. 


CRANES: 

No. Capacity Radius 

(Tons) (m.) 

Floating Derrick 1 100 = 

Portal Cranes 4 35 —_ 

11 5 25 

3 15 30 

6 25 30 

Mobile Cranes 4 13 _— 

1 32 _ 

1 50 _ 

Fork Lift Trucks 95 _ _ 


CONTAINER HANDLING EQUIPMENT: 
New Eastern Wharf: 

2 container gantry cranes; lifting capacity 35 tons under spreader, 
65 tons heavy lift; hoisting height 30.7 m. above sea level, 11.3 m. below 
sea level; outreach 33 m. 

5 stacking cranes; lifting capacity 35 tons under spreader. Number of 
stacking rows 18 (14 between legs, 4 under cantilever). 

2 portal cranes, lifting capacity 32 tons. 

Planned: 2 more gantry cranes and a sixth stacking crane. 
Western Whart: 

1 gantry crane; lifting capacity 35 tons under spreader; hoisting height 
28.5 m. above sea level, 7.5 m. below sea level. 

1 container gantry crane; lifting capacity 35 tons under spreader; 
hoisting height 25 m. above sea level, 8 m. below sea level. 

4 mobile stacking cranes, lifting capacity 40 tons. 

2 portal cranes, lifting capacity 25 tons. 

STEVEDORES: Enable Agent order gangs, important obtain 48 hours 
advance accurate ETA from vessel. Failure give precise ETA may result 
in ship losing 12/24 hours, also cost gang waiting time. No work on 
official holidays. 

Working Hours: Work is usually carried on in 2 shifts: the first shift is 
from 0630 to 1430 hrs., on ordinary working days, or from 0630 to 
1330 hrs. on the eve of Saturdays and holidays. The second shift is 
from 1530 to 2230 hrs. on ordinary working days and from 1330 to 
2030 hrs. on the eve of Saturdays and holidays. Occasionally, in order 
to complete work on a ship or for special cargoes, a third shift is worked. 
TANKERS: Oj/ Jetty: Up to 4 oil tankers can be accommodated at one 
time, one on each side (draft 9.7 m. — 10.4 m.). 

In the Roadstead. 

There is 1 submarine oil loading and unloading berth, connected to 
a submerged pipe-line. 


Situation in Extension Depth 

Berth relation to from under 
No. harb. entrance Diameter shore Direction water 
3 0.50 m. N.E. 32 in. 10,000 ft. 319° 58 ft. 


The signal station ashore opposite Berth No. 3 has 2 signal masts. 
Vessels moor with their own 2 anchors ahead and mooring lines to 
2 buoys astern. The oil company's Mooring Master supervises the 
connecting and loading or discharging, remaining aboard until sailing 
time. 

Throughput Rates: 

Vessels load or unload up to 1,000 t.p.h. through 10 in./12 in. pipe- 
lines on the Oil Jetty and up to 2,000t.p.h. at the 32 in. pipeline 
submarine berth. 

Oil Storage Facilities: 26 tanks with a total capacity of 3,800,000 bbls. 
of crude oil in the Bayside tank farm of the oil refineries. 

In the port, 16 tanks with a capacity of 900,000 bbls. for storage of 
light and heavy fuel oil, gas oil, Kerosene and benzene. 

MEDICAL: Hospital facilities available. Agent will board vessel with 
company doctor if so required by the Master. 
FRESH WATER: Drinking water is plentiful and of satisfactory quality; 
no treatment is needed as water is frequently examined and chlorinated 
when required. The water is supplied by hydrants from shore or by water- 
barge at a delivery rate of 30-50 t.p.h. Boiler water not available. 
FUEL: The following grades of oil are available for supply as bunkers: 

Heavy Fuel Oil 1,500 secs. Red. 1 at 100°F. 

Light Fuel Oil 450 secs. Red. 1 at 100°F. 

Marine Diesel Oil Standard Grade 

The oil is supplied direct from Oil Dock or from barges. Bunkers are 
normally supplied between 0700 and 1515 hrs. on working days; at any 
other time by special arrangement. Delivery rate from Oil Dock is up to 
500 t.p.h. (3,500 bbls.) and from barges up to 150 t.p.h. (1,000 bbls.) 
CONSULS: 


Austria Greece Norway 
Belgium Guatemala Panama 
Denmark Ivory Coast Spain 
Finland Liberia Sweden 
France Netherlands Yugoslavia 


REPAIRS: Israel Shipyards Ltd. run a modern shipyard, situated in the 
Kishon Zone, capable of building ships of up to 18,000 d.w.t. and to 
handle hull repairs, conversions, engine repairs and repairs of electric 
equipment. 

The yard operates 3 floating docks with a lifting capacity of 
20,000 tons, 7,500 tons and 1,100 tons respectively. 

Vessels which need no dry docking can be repaired at the shipyard’s 
quay, totalling 400 m. length with 9 m. — 10 m. depth. 

Ogen Ltd. also undertake ship repairs. 
GANGWAY/DECK WATCHMEN: Not compulsory. Port guard keeps 
gangway watch. 
OPENING/CLOSING HATCHES: Performed 
Mechanical hatch covers operated by crew. 


by Stevedores. 
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CUSTOMS ALLOWANCES: 200 cigarettes, and 1 open bottle of spirits NOTES 

per person. , pain . 

TIME: Local standard time is 2 hours ahead of GMT. GMT plus 3 hours Please'also advise Shipping Guides Ltd. 
from Saturday 24th March until Saturday 25th August in 1990. 
AIRPORT: International air connection from Ben Gurion Airport, 105 km. 
from Haifa. 

HOLIDAYS: Port business is suspended on the following holidays: 
Saturdays; the 2 days of the Jewish New Year (Rosh Hashana); the 
Day of Atonement (Yom Kippur); the first and the last day of the Feast 
of Tabernacles (Succot); the first and the last day of Passover (Pesach); 
Pentecost (Shavuot); Independence Day. The first of May is observed 
by the port workers as Labour Holiday and therefore no work is done 
in the port on that day. 

SHORE LEAVE: Shore leave passes are obtainable at the Frontier 
Control Section of the Port Police Station. Applications for the passes 
shall be filed with the Boarding Officer, Port Police. All shore leave 
passes must be surrendered to the Boarding Officer before departure 
of the vessel. 

IDENTITY CARDS: Issued by port police on arrival. 

GENERAL: 

Persons Boarding Vessels: No person shall be allowed on board any 
vessel unless he is in possession of a boarding pass which must be 
shown on demand to the police officer at the gangway. 

Passes for boarding cargo vessels on business are issued by the Port 
Management; passes for boarding cargo vessels for any other purpose 
and passes for boarding passenger vessels are issued by the Frontier 
Control Section of the Port Police. 

Swimming: Swimming in Haifa Harbour is strictly forbidden and Masters 
should instruct their crews accordingly. 

Use of Ship's Boats: The use of ship's boats is forbidden in Haifa Port. 
A public motor-launch service is available for the convenience of ship's 
personnel. Call the motor-launch by day and night on VHF Channel 18. 
Photography: Photography in the port area is strictly forbidden without 
a written permit issued by the Commander of the Port Guard. 
AUTHORITY: Ports and Railway Authority, Haifa Port, P.O.Box 33539, 
Haifa. Tel: 04-518111. Telex: 46659. FAX: 04-674853. Cables: Malhof. 
RoR, lian Orr, Port Manager. Captain |. Ben-Menachem, Harbour 

aster. 


AGENT: Carmel Shipping Ltd., P.O.Box 1015, Haifa 31009, Israel. Tel: 
04-530041-2, 04-523293. Telex: 46550 Carml IL, 46821 Carmi IL. 
Cables: ‘“‘Carmelship Haifa’. Fax: 04-515886. 
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pONS AND ARMS: In July 1988, the Italian Government passed 
. gw that all vessels carrying arms, including personal or ship's 
squpment, must declare them in order to obtain a Ministerial permission, 
swore entering Italian territorial waters, only valid for one call. 
“vessels calling at Italian ports with arms as described above have to 
eaare them to the Agent at least 4 days before entering territorial 
,gers with indications of full type/brand, serial number, calibre/gauge 
yeach weapon kept onboard as well as the quantity of ammunition 


7 weapons should be in Master's care and declared on the Stores/ 
aovisions List on arrival. 

¢yndeclared weapons are found onboard, same will be confiscated 
wg the Master will be subject to court trial. 

“fyrther to the above, the Ministry concerned has decided that for 
essels calling at various Italian ports, a licence to carry firearms on 
yard can, on application through the Agent at the first port of call, be 
wained and this will also be valid for all other ports of call. 

“The application must specify names of all ports and dates of call. 
WEALTH: Shipmaster’s Report: March 1983: Radio Pratique granted 
2 hours prior to arrival. 

vessel applies 24 hours prior to arrival she will be requested to re- 

‘ply 12 hours prior to arrival. 
TANKERS: All tankers of more than 1,600 g.r.t. carrying crude oil and 
sroleum products as well as gas carriers, chemical carriers, full or 
yatly loaded, empty but not in gas-free condition, and which, prior to 
erance to territorial waters of any Italian port, shall advise the port 
athorities of the following details: 

a) Vessel’'s name and international call sign, 

») Vessel's nationality, 

:} Vessel’s LOA and draft, 

4) Port of destination and accurate ETA, 

e) Quality/quantity of cargo and 

{| IMO Certificate if carrying dangerous chemical cargo in bulk. 

Furthermore, the Master should hand over to the Pilot a detailed list 
sncerning all vessel's data, Safety Equipment, Safety Class and other 
attificates, together with Crew List, etc. 

Also SOLAS/MARPOL 73/78 and annexes applied. 

For Italian ships, Italy has implemented the A.R.E.S. (Automazione 
Aeerca e Soccorso) as application of S.A.R. Convention, Hamburg 
(979. The system is mandatory for all Italian vessels of over 1,600 g.r-t., 
sept for those vessels making national voyages of less than 24 hours’ 
iyration, and international voyages of less than 12 hours. Non-ltalian 
ssels in the Mediterranean are encouraged to participate in the 
ysiem. The A.R.E.S. Manual (Italian and English version) may be 
wlained at Port Authority's Offices. Also see Admiralty List Radio 
Sonals, Vol. 1 (Ship Reporting Systems). 

Also see “Augusta’’ — “Agent's Report”. 

Tankers over 1,600 gross tons, entering or leaving Italian ports or 
saying, or with uncleaned tanks which last carried petroleum, gas or 
wemical products, are required to make a comprehensive report to the 
#propriate Port Captain. See Admiralty List of Radio Signals, Vol. 6. 

Such tankers must establish and maintain radio contact, preferably 
y VHF R/T, with the Port Captain, advising him immediately of any 
‘odents or defects which may affect the safety of navigation or cause 
tollution. Pilots should be employed outside the areas of compulsory 
plolage whenever the nature of the cargo or navigational conditions, 
‘eluding reduced visibility, require. 
CREW CHANGES: In Italian ports, signing on of crew on to ships whose 
"4 Is not the flag of the citizenship of said crew (for instance of a 
‘onwegian crew member signing on a Liberian vessel, a Danish crew 
"ember signing on a Swedish vessel, etc.) should be aware that from 
‘Won Italian Port Authorities will strictly require copy of the contract 
“owing that the crew member was engaged out of Italy. It is also 
‘uired that the contract be signed and stamped by the Consul (of the 
4g of the ship) of the place where the crew member is engaged. If 
nsulate is not available, by the National Authorities of the place. In 
instance will the signature of the engaging company be accepted as 
‘ostitute of the signature and stamp of Consul or Authorities. 
STRAIT OF MESSINA: 
"egulations: 

|. Passage of the Strait is prohibited to vessels of 50,000 tonnes 


_ ®adweight or over carrying pollutants. 


2 Pilotage is compulsory for vessels of: 

'2) 15,000 tonnes deadweight and above; 

0) 6,000 tonnes deadweight and above if carrying pollutants. 

3. Vessels in (2) should pass the following information at least 


¢hours in advance via Messina Radio: 
lame. 


Nationality. 
Call Sign” 
Deadweight tonnage. 
Type and quantity of pollutant carried. 
ETA at Capo Peloro or Punta San Raineri. 
ETA Should be confirmed at least 1 hour in advance. 
nesses other than those in (2) should pass the same information by 
ps Channel 16 at least 2 hours in advance. 
rm oe passing through the strait should keep to starboard of a 
@ joining: 
(a) Lat. 38° 16.5’ N., Long. 15° 43.5’ E. 
(b) Lat. 38° 14.0’ N., Long. 15° 36.6’ E. 
5 (c) Lat. 38° 10.8’ N., Long. 15° 36.0’ E. 
2 Vessels on passage through the strait should keep engines ready 


ltl manoeuvring and should maintain constant watch on VHF 


ITALY 


Pilotage: Pilots for vessels on passage through the strait embark 3 miles 
North of Capo Peloro or 2.5 miles S.E. of Punta San Raineri. 

Pilots for vessels entering Port of Messina embark 1.25 miles North 
of Punta San Raineri. 

NOTE: Tankers with no cargo on board from 6,000 up to 14,999 g.r.t 
can pass Messina Strait without Pilot. Tankers over 50,000 g.r.t. with 
no cargo on board can pass Messina Strait (pilotage compulsory). 


ANCONA: 43.37 N. 13.32 E. (See Plan) 


PORT LIMITS: A vessel is considered to have “arrived” when she 
anchors in the Roads 1 mile from the red light located at the end of 
Mole and also when, in the case of a vessel of large tonnage she anchors 
a further mile out and communicates her time of arrival. 
DOCUMENTS: Immediately after arrival and shortly prior to departure, 
the Master must complete the arrival and departure forms supplied and 
send them to the Maritime Authority. 

When the Pilot is on board, the Master must submit to the other 
authorities, Customs, Police and Health the following further documents: 

4 Copies Crew List. 

1 Copy Provisions List. 

1 Copy B/L for every set. 

1 General Cargo Manifest. 

3 Copies of Crew Dutiable Articles. 

5 Copies Passenger List (in transit or otherwise). 

PILOTAGE: The Ancona Port Pilots listen 24 hours a day on VHF 
Channel 12. Telegraphic address: Piloti - Ancona. Telephone: 071/ 
54297. Pilotage, compulsory for all tankers and all vessels over 500 g.r.t. 
Pilotage starts within a radius of 1 mile from the port entrance. 

There are 4 pilot cutters operated by the Pilots’ Association. Vessels 
waiting for a Pilot must hoist the “G” flag of the International Code of 
Signals and await him in the roads. 

The pilots’ station is in a building located near the angle between 
Berths 1 and 2. There are 4 Pilots available. 

ANCHORAGE: In the Roads at the Master's discretion. The advice of 
the Pilots may be sought via VHF. Anchorage in the roads is safe with 
winds coming from the 2nd and 3rd quadrants. 

RESTRICTIONS: Vessels may enter and leave port day or night. The 
entry and departure of vessels of large tonnage and draft is governed 
by the tide which has an approximate range of 2 ft. 

Normally, tankers carrying petrol or vessels carrying hazardous goods 
in category “A” are not allowed to enter port. 

MAX. SIZE: In the port of Ancona, the entry of vessels up to 250 m. 
length is permitted. At the oil installations located outside the port, 
tankers over 300,000 d.w.t. can berth in water depth 33 m. At the oil 
installations located closer to the coast, tankers of 27 ft. to 40 ft. draft 
can berth. (See ‘“Tankers’”’). 

HEALTH: There is a maritime health station in the port. Free Pratique 
may be granted to an anchored vessel by radio (by calling up “Sanimare 
Ancona” 12 to 6 hours prior to arrival) for vessels coming from countries 
not affected by health strictures. If fever is suspected aboard a vessel, 
she must anchor in the roads, hoisting the appropriate International Code 
of Signals flag, and waiting for the port doctor to come on board. 
RADIO: Ancona Radio “ICA” uses calling frequency 500 kHz and a 
working frequency of 489 kHz. Radio telephone: Ancona Radio P.T. 
“ICA” on 2182 kHz. VHF: calling up Channel 16 and working Channels 
25, 26 and 27. Station maintains 24 hours watch. 

RADAR: There is no radar station in the port. 

VHF: Port Authority on VHF Channel 16 from 0800 hrs. — 2200 hrs. 
TUGS: Use of tugs in port is not compulsory but may be requested by 
Pilot or ordered by the Port Authority if necessary. From 0700 to 
1700 hrs., there are always 4 tugs available, and from 1700 hrs. there 
is 1 tug available. 

Requests for additional tugs can be made via the ship's Agent a few 

hours prior to the vessel's entry in port, this order to be made to Corima 
Soc. Coop. R.L. Tel: 71-202002. Telex: 560553 corimai. Fax: 71-50045. 
Tugs wait for vessel 1 mile from the port entrance and work on VHF 
Channel 12. 
SPECIAL CARGO HANDLING FACILITIES: Berth No. 15 has a multi- 
purpose electro-hydraulic crane particularly suited for containers up to 
40 ft. and for lifting conventional cargo up to 42 tons. The quay space 
behind is currently used as a container terminal. 

A new handling area at Berths Nos. 23, 24 and 25 will come into 
operation with an area of 15 hectares and whose berths will have cranes 
particularly suited to container handling. 

Adjacent to the port, in the Ancona Port Industrial Zone, there is a 
private area with Customs sheds for retention and movement of 
containers. This area covers 16,000 sq.m. 

For Ro-Ro traffic there is no special equipment, but this type of traffic 

can be handled at almost all the berths. 
STEVEDORES: The Compagnia Lavoratori Portuali operates in the port. 
Telephone: 071/28095. Telegraphic address: Compagnia Lavoratori 
Portuali Ancona. Requests for labour are made via the ship’s Agent at 
least 24 hours prior to commencement of operations. 
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BERTHING: 
Depth alongside 
at distances 
from quay face 
Berth Location Length Distance Depth Max. size Utilisation Cranes 
No. (m.) g.r.t. 
1 Clementino Mole 250 1m. 9.14 m. 75,000 Load/discharge 2x6 tons 
5m. 9.44 m. Dry goods, lumber, 2x 10-20 tons 
10 m. 9.90 m. coils, palletised cement. 
2 Luigi Rizzo Mole 189 mus 9.14 m. 35,000 Load/discharge 2 discharging platforms 
5m. 9.30 m. Dry goods (phosphate, x8 tons on rails and 
10 m. 9.75 m. china clay, carbon etc.) 112 tons (being renovais 
3 Luigi Rizzo Mole 116 1m. 9.14 m. 25,000 '_oading/discharging Mobile cranes of 
General and containers 6.3-20 tons 
2x5 cu.m. grabs 
available. 
4 Luigi Rizzo Mole 200 5m. 10.30 m 35,000 Loading/discharging 2x6 tons 
10 m. 10.36 m Bulk commodities and 
general 
8 Molo Wiotyla 122 1m. 7.62 m 10,000 Bulk goods Mobile cranes of 
5m. 8.70 m 6.3-20 tons 
10 m. 8.70m 
Head At head of No. 8 47 1m. 7.62m 8,000 Containers, Passengers _ 
Berth Lorries 
9 Molo Wiotyla 124 1m. 7.62 m 10,000 Passenger vessels _ 
5m. 914m and Naval vessels 
10m. 9.14m 
11 S. Maria Mole 147 1m. 7.92m 15,000 Passenger vessels — 
San 9.40 m. 
10 m. 9.14 mM. 
12 S. Maria Mole rds) 1m. 7.92 m. 4,000 Passenger vessels _ 
5m. 7.40 m. 
10 m. 7.31 m. 
13 S. Maria Mole 155 1m. 9.00 m. 20,000 Passenger vessels _ 
5m. 9.75 m. and Customs 
10 m. 10.70 m. warehouse 
14 Calata della 194 1m. 9.00 m. 25,000 Passenger vessels, Mobile cranes 
Republica 5m. 9.00 m. General and timber 6.3-20 tons 
10 m. 10.50 m 
15 New Eastern 214 1m. 9.14m 35,000 Containers, heavy lifts, 1 Paceco crane 
Mole | container area 5m. 9.80 m Timber 1 Badoni crane 
XXIX (North side) 10 m. 10.20 m 
Sept. | New Eastern 120 1m. 7.92m 12,000 Containers ar 
16 container area 5m. 10.00 m 
(South side) 10m. 11.40 m 
17 Giovanni Berth 60 1m. 7.00 m 5,000 Generai = 
(Usable) 
18 _ 113 1m. 8.22 m 10,000 Coastal and small _ 
vessels 
19-20 Silos 295 1m. 8.22 m 75,000 Loading/discharging 2 suction plants 
5m. 10.10 m of cereals each 2,000 t.p.h. 
10 m. 12.50 m Silos: 38 cells for 
cement and 4 cells 
for iron. 
21 Silos 141 1 8.54m 75,000 Loading/discharging 2 suction plants each 
5m 9.90 m of cereals with capacity of 
10 12.50 m 125 t.p.h. on rails. 
Storage capacity 
21,600 cu.m. 
22 Silos 195 1m. 9.30 m 35,000 Loading/discharging 2x6 ton cranes 
5m. 10.50 m cereals, loading/ 2 suction plants capacity 
10m 12.00 m discharging goods 140 t.p.h. each. 
: by hook 
_ IGIC 200 3m. 9.75m 15,000 Discharging of cargo 
Landing Stage 1m. 8.85 m for company's plant 
23 Nuova Darsena 263 10.80 m 75,000 Containers, 
Timber, 
General 
24 Nuova Darsena 150 10.80 m 10,000 Containers, Mobile cranes 
Timber, 5 — 20 tons 
General 
25 Nuova Darsena 258.5 10.80 m 75,000 Containers, 120/35 ton crane 
Timber, 
General 
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CARGO HANDLING FACILITIES: Normal working times for mechanical TANKERS: SFIR Mooring: Mooring dolphins for tankers up 
equipment is from 0800 to 1200 hrs. and from 1330 to 1730 hrs. 10,000 g.r.t. Products handled: Refined products. 
Mechanical handling equipment on the quays consists of: API -—Island Terminal: Berth Position: Lat. 43° 40’ 03.7" N., Long. 13° 
1 multi-purpose Paceco crane, of 42 tons capacity for containers and 21.6" E. It is a single berth for tankers up to 90,000 d.w.t. with draft" 
various goods. exceeding 40 ft. Ship moored with her port side alongside the be 
4 De Bartolomeis 20 ton electric cranes with retractable jib. Mooring manoeuvres permitted in daylight only. Unmooring manoe# 
6 electrical cranes of 6 tons capacity, with retractable jib. permitted anytime. 
2 electrical unloading platforms of 8 tons capacity. Fittings for Loading/Unloading: 3 loading arms. 10in. @ 
1 electrical unloading platform of 10/12 tons capacity. connections. 7 sea-lines (1x8in., 1x12in., 2x14in., 2x18 
3 automatic De Bartolomeis of 20 tons capacity. 1 x24 in.) for loading/unloading various grades of oil products ando 
1x5 ton automatic. oil. The 24 in. sea-line is electrically heated (skin effect) for fuel olf 
It is possible to attach electro-hydraulic grabs to the quay cranes for high viscosity crude oil. 
the discharge of scrap iron. Water Ballast: Water ballast to be discharged ashore by see* 
BRIDGES: None have to be negotiated when entering the port. Vessels on arrival for loading, when notifying their first ETA to Falco 
MEDICAL: There is an Italian Naval hospital in the port area close to must communicate to the refinery the quantity of ballast to be puny 
Berth No. 10. It is reserved for personnel of the Italian Navy. Telephone _ ashore. Actual ballast capacity in normal circumstances does not ext 
number (M.M. exchange) 201392. There is a permanent service 5,500 cu.m. 
available. Bunker and Water Supply: All grades of bunkers and undrinkable® 
Apart from this, there are in the town a main hospital “Umberto 1" _ water are available by pipes. Bunker loading to be performed befot 
with 1,000 beds, a 400-bed pediatric hospital, a cardio-rheumatological after cargo operations. 
hospital, 2 geriatric hospitals, a neuropsychiatric provincial hospital, and = Main Engine and Auxiliaries: Should the main engine and/or auxilé? 
a hospital specialising in tumours. There are also two private clinics with be temporarily out of use, the discharging operations will im 
medical and surgical facilities. be stopped, and vessel unmoored, until everything is once aga 
order. In such a case all expenses, delays and/or all arising dama 
will be to the account of the vessel and/or her Owner. 
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sp) Buoy Field: The buoy field that was positioned about 600 m. 
yestward of the Island Terminal for unloading crude oil, has been 


gsmantied 


wp) Jetty; tis a pier of 1,308 m. in length with 4 berths: 3 for loading) 
“wading tankers and the other, closer to shore, for service boats. 


3ett 

ye Jetty: (Position: Lat. 43° 38’ 52.2” N., Long. 13° 23’ 38.4” E.) 
cop tankers with draft not exceeding 27.5 ft. 

‘Berth No. 1: For tankers with draft not exceeding 18 ft. 

perth No. 2: For tankers with draft not exceeding 16 ft. 

tanding Stage: For service boats — water depth 10 ft. 

Tankers are moored with the stern to the jetty and two anchors. 
tmerefore ships must be fitted with cargo stern-line. 

fittings for Loading/Unloading: One derrick for each berth for 
sanecting flexible hoses (4 in., 6in., Bin., 10 in.). Seven pipe-lines 
“yBin., 2X10 in., 2X12 in.) for loading/unloading various grades of oil 
woducts and crude oil. 
“ water Ballast: Water ballast to be discharged ashore by pipe-line. 


_ vessel on arrival for loading, when notifying their first ETA to Falconara, 
_ syst communicate to the refinery the quantity of ballast to be pumped 
_ ashore. Actual ballast capacity in normal circumstances does not exceed 


5,500 cu.m. 
Sunker and Water Supply: All grades of bunker and undrinkable fresh 


yater are available by pipes. Bunker loading to be performed before or 
| after cargo operations. 


Api Sea Terminal 
The AP| Sea Terminal consisting of a single steel platform mooring for 
vessels up to 300,000 d.w.t. and is located off Ancona Harbour in 
position: Lat. 43° 44’ 37” N., Long. 13°31’ 20” E. 

{thas a minimum depth of water of 98 ft. at LWS. The platform, fixed 


_ »6steel piles sunk into the sea bottom is connected to the shore tanks 


ty an underwater sea line 40 in. diameter. 

On the platform there is a Cardan joint from which 1 floating hose of 
Min. diameter departs (average discharging rate 7,000 cu.m.p.h.), at 
the top of which are connected 2 lines of 16 in. diameter that end with 
2oonic hoses 16 in./12 in. diameter (Tanker MS-Gl) for connection to 
he ship. 

Each tail hose is fitted with a quick closing valve to prevent risk of 
pollution. 

The platform has a diameter of 82 ft. and is fitted with special rubber 
lenders. 

Platform Light: 
ight: White — Code Letter: “U" — Height a.s.|.: 39 ft. Period: 15 sec. 
ught Characteristics: 


(1) Light: 0.5 sec. (4) Eclipse: 1 sec. 
(2) Eclipse: 1 sec. (5) Light: 2 sec. 
(3) Light: 0.5 sec. (6) Eclipse: 10 sec. 

Range: 6 miles 

| Foghorn: Code Letter “U" — Range: 3 miles. 

Characteristics: 
(1) Blast: 1 sec. (4) Silence: 2 sec. 
(2) Silence: 2 sec. (5) Blast: 2 sec, 
(3) Blast: 1 sec. (6) Silence: 22 sec. 


The platform is equipped with radar reflector. 
Weather and Currents: 

Weather is generally good from May to the end of September. During 
he Winter time bad weather prevails from N.E. 

The N.E. wind commonly named “Bora” is the strongest and the most 
"equent. The Easterly sea, which does not occur often, is generally 
stong. The Westerly winds generally cause fog or mists which, 
anticularly in Winter, is very thick. 

For approximately 8 to 9 months of the year the current sets in a S.E. 


drection whilst for the rest of the year, it is running in opposite direction. 


The strength of the S.E. current is variable from 2 to 3 knots, therefore, 
‘ consideration of these facts neither engine repairs nor engine 
Taintenance are permitted during the time the vessel is secured to the 
‘P| platform and the main engine must be on permanent standby and 
eady for manoeuvring. 

Radio/ VHF: 
_Yessels bound for Falconara must send their ETA to Apioil — 
*alconara 72, 48 and 24 hours before their arrival. 

In the last message the following information must be reported: 

(1) Maximum lifting capacity (S.W.L.) of derricks 

2) Distance between bow and manifolds. 

(3) Diameter and type of manifolds flanges. 

(4) Whether the cargo tanks are equipped with inert gas system. 

(5) No. of lifeboats and capacity. No. of persons for which lifebelts 
are available on board. Total number of actual crew on board, 
including passengers and technicians. 

a hours before arrival VHF contact can be established with the 

“nery maritime office on Channel 12. 

horing: 
_ Vessels waiting for berth may anchor in a position approximately 
miles Eastward off the platform. Ideal position for anchorage is: 
4. 43° 45’ 00" N., Long. 13°33’ 00" E. or as otherwise instructed. 

‘ssels are warned to anchor only in the recommended position 

yd “s the existence of submarine pipe-lines in other areas. 

rival: 
refinery operator, together with a gang of 4 skilled workers, will 
the vessel before berthing to coordinate the discharging 
erations and they leave after completion of unmooring. Masters are 
Perefore kindly requested to arrange for food and accommodation for 
- Whole period of their stay aboard. 

Soring Operations: 

P °oring operations will be undertaken with favourable weather 

‘ditions. The vessel shall proceed at a reasonable speed to the 


Patiorm and generally shall start mooring by heading into the sea current 
“wind or swell. 


Soard 


ITALY 


As soon as the vessel is a proper distance from the platform she will 
run out 2 mooring ropes (1 on each side) which will be secured to the 
platform ropes by mooring crew. These ropes will then be heaved on 
board in order to pull up the platform ropes which will be secured on 
the bitts of the forecastle. The platform mooring ropes comprised of 
nylon rope, chain and polypropylene rope and pelican hooks will be 
used as stoppers for the chains. If the vessel is equipped with 
appropriate chain stoppers on the bow, the two mooring chains will be 
secured on them as soon as they reach the corresponding bitts on the 
forecastle. 

4 mooring lines (2 for each side) must be ready on the forecastle for 
joining before manoeuvring to the platform. 

The refinery operator shall not fail to give to the deck officer on duty 
on the forecastle all requested information concerning mooring 
operations as well as API's installation. All winches and windlass must 
be in perfect working condition with sufficient power and ready to work 
during the whole of the vessel's stay at the API platform. A good mooring 
rope of sufficient length must be ready aft and passed to the supply 
vessel enabling her to assist the tanker from the end of mooring up to 
few seconds before unmooring. Mooring operations will be carried out 
by the crew, under the Master’s responsibility and according to the Pilot's 
suggestions. 

During the ship's stay at the platform, the crew and API personnel 
will keep a constant watch on the mooring ropes and the platform. During 
the night the forecastle and mooring ropes must be brightly lit. 
Unmooring: 

The unmooring operations, except during unfavourable weather 
conditions, are quite simple. As soon as the 2 hoses have been 
disconnected, it will be sufficient to let go the supply vessel, heave up, 
as quickly as possible, the stern rope, then let go the 2 platform ropes, 
and put the main engine astern (if necessary). Masters are warned that 
as soon as the hoses are disconnected the service of the supply vessel 
will no longer be required. 

Hose Handling: 

On arrival both derricks must be rigged and ready to lift up the 
maximum permissible weight. 

Throughout the period of time when the hoses are hoisted up, 
connected, disconnected or lowered overboard, 1 deck officer and 
1 Crew member are required to coordinate and operate the winches. 
Lifting, connecting, lowering and other handling of hoses will be 
performed by API's gang under the Receiver's representative control. 
Discharging Operations: 

The Receivers’ representative will advise the Master on all matters 
concerning the discharging speed, manifold pressure, or eventual 
hazards, but will not direct the discharging operations except if it may 
be necessary to protect the facilities or any Receivers’ properties or 
apparatus. 

Pollution: 

The Master is fully responsible and must ensure that no petroleum or 
other contaminated products are discharged, or spilled overboard. 

During the vessel's stay at the API installation, all deck scuppers and 
all overside deck openings shall be securely closed and oiltight. All pipe- 
lines not in use, must be blanked off. 

Drip-pans must be in place at all times under manifold connections. 
An adequate supply of sandbags, or other anti-pollution chemical 
products, must be available at all times for immediate use. 

Under no circumstances shall bilge water, oil, waste, or contaminated 
products be discharged overboard. 

Blowing of boiler tubes is not permitted during vessel's stay at the 
Refinery Terminals and black smoke may not be emitted from the funnel. 

The Receivers will take any action or steps necessary to clean up or 
remove the contamination of the sea and the terminal structures if any. 
The vessel and/or her Owner, will be responsible for all expenses and 
all damage in connection with the contamination. 

Italian Authorities are very strict and severe about pollution. It is 
worthwhile to remind Masters of the eventual penal implications against 
them for pollution. 

Safety: 

During the vessel's stay at the API Terminal a sufficient number of 
crew members must remain on board to be ready for any kind of 
emergency. Crew members going ashore are warned that in case of 
bad weather it might not be possible to return on board until weather 
conditions have improved. 

All fire equipment and hoses must be, at all times in perfect working 
condition and ready for use. A number of portable fire extinguishers 
must always be ready by the discharging manifolds and the breathing 
apparatus must be ready by the pump rooms for immediate use. 

Main Engine and Auxiliaries: 

Should the main engine and/or auxiliaries be temporarily out of use, 
the discharging operations will immediately be stopped, and vessel 
unmoored, until everything is once again in order. In such a case all 
expenses, delays and/or all arising damages will be to the account of 
vessel and/or her Owner. 

Tending Mooring: 

A crew member must be stationed at the bow of the ship while the 
vessel is at the platform to keep a constant watch on the moorings. 

During the hours of darkness moorings must be illuminated. 
Winches: 

During the stay of the vessel at the terminal all deck winches must 
be ready to operate. 

Supervising Discharging Operations: 

The receivers’ personnel will remain on board for the whole time. 
A qualified deck officer must always be available. It is recommended 
that the duty officer always carries with him a portable VHF in order to 
keep close and constant contact with Receivers’ representative. 
Supervising Floating Hoses: 

Whilst the vessel is secured to the platform a sharp lookout on floating 
hoses must be ordered by the Master. Every abnormal situation in this 
respect must be immediately notified to Receivers’ representative. 
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Washing Floating Hoses: 

When discharge is completed, if requested, the vessel will pump water 
for a few minutes before disconnecting hoses, in order to displace crude- 
oil from the floating-lines. The Receiver's representative will advise the 
Officer on duty about this manoeuvre as well as pumping time. 
Communications Between Ship and Shore: 

Normally communications between ship and shore are maintained by 
API's representative. Masters are kindly requested to authorise the use 
of vessel's VHF when requested. 

Boilers: 

Boiler tubes must not be blown whilst at anchor or secured to the API 
platform. 

Garbage: Garbage and refuse must not be thrown overboard while the 
vessel is at anchor or secured to the API platform. 

Bunkers: Weather permitting, bunkers can be supplied by barges. API 
can supply all grades of fuel oil, marine diesel, gasoil and all grades of 
API's marine lube oils. 

For bunker requirements vessels must cable to their own Agent at 
least 72 hours before their arrival (holidays, Saturdays excepted) stating 
qualities and quantities required. (No limitations for supplying). 

Fresh Water: Available only by tugboats with favourable weather 
conditions, and to be requested through vessel's Agents. 


IMPORTANT WARNING 
All vessels with a draft up to 40 ft. scheduled for API platform but not 
duly equipped to operate thereat, will be moored, if possible, at API 
conventional berths. All expenses, time lost and/or damages arising from 
the above will be to account of and charged to vessel/owners. 
Report: Crude Oil Washing: 

To carry out crude oil washing operations (COW) the vessel must be 

fitted with the following equipment: 

(a) Aninert gas system capable of supplying gas containing not more 
than 5% oxygen to all cargo tanks during all discharging and 
washing operations. Such systems must be fitted with an 
automatic alarm signal which will operate if the oxygen content 
of the gas rises above 5%. 

(b) A tank cleaning machine permanently installed in the cargo tanks 
and connected to the cargo/wash system by permanent steel 
piping. 

(c) A remote reading tank gauging system to ensure that the liquid 
levels in the cargo tanks can be monitored at any time, without 
having to open any ullage ports. 

(d) The tank cleaning lines must be completely separate and isolated 
from the fire fighting system. 

The procedures to be followed are listed below: 

1. Prior to vessel arrival at the discharge port, the following test will 
be carried out: 

All cargo discharge lines and wash system lines must prove to 
be tight and free of leaks. The test will be effected with crude oil, 
to a pressure ranging between 150 p.s.i. and 175 p.s.i. 

The main cargo pumps safety devices, i.e.: pump casing and 
bearing temperature gauges and high temperature alarms, pump 
overspeed trips, remote emergency stops, pump reverse rotation 
alarms, cargo pump trip for low inert gas pressure, must be tested 
and found fully operational. ‘ 

2. All openings to all cargo tanks must be securely closed and the 
pressure/vacuum valves set in the operational position. 

3. All in and out valves of sea water heater must be closed. 

4. The crude supply for the washing system will be secured directly 
from the main discharge lines or from separate tank cleaning lines 
connected directly to the main cargo pumps. 

The pressure used for “COW” will be 140 p.s.i. maximum. In 
the case of vessels equipped with washing system supply coming 
direct from the main discharge lines, such back pressure of 
140 p.s.i. will be achieved by closing down completely on 
manifold valve or two manifold valves, if necessary. 

In the case of vessels equipped with a separate tank cleaning 
line, the 140 p.s.i. back pressure will be achieved by controlling 
the main cargo pump revolutions and it will not be necessary to 
close any manifold valves. 

Whichever manifold is used the shore hoses, or hard arms, will 
not be pressurised for crude washing purposes. 

5. Before commencing crude washing any tank, the oxygen content 
of the inert gas supply must be checked and must not be more 
than 5%. In addition the atmosphere in the tank to be washed 
must be checked and must not be more than 5%. 

The inert gas system must be capable of supplying positive 
pressure to all cargo tanks during all discharging and crude 
washing operations. In the event that pressure in the cargo tanks 
falls to 4in. W.G. the system will automatically stop all cargo 
pumps. Before crude washing each tank, its pressure must be 
checked and must not be lower than 20 in. W.G. 

6. The tanks will be washed in two stages: 

Top Wash: When the level in the tank is down to 15 ft. innage 
the top two/thirds of the tank will be washed, using all machines 
in the tank simultaneously, on a pressure of max. 140 p.s.i. The 
washing pattern will be from 40° to 120° elevations. During top 
washing the tank will continue to be pumped out on the main 
cargo pumps. 

Bottom Wash: The top wash cycle will normally be completed 
when the tank is draining out on the main cargo pumps. The 
washing machines will be stopped and reset to the bottom wash 
pattern (from 0° to 40° elevation). The tank main suction will be 
closed and the stripping suction opened. 

When the tank is dry, bottom washing will commence using a 
maximum of four machines in the tank to ensure good drainage 
throughout the bottom wash cycles. 

On completion of the bottom wash cycles, the machines will 
be stopped and the cargo system will revert to normal discharge 
operations. 
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7. The whole “COW” operation will be carried out under the 
supervision of a responsible Officer well acquainted with “Coy 
and tank cleaning, who will be assigned to this SUPETVisiOn jy 
by the Master. 

The necessary personnel will be put at the disposal of 
responsible Officer by the Master, to carry out “COW” operat 
and, in particular, one man equipped with VHF radio wil, 
stationed at the manifold throughout discharge operations. 

Before commencing “COW", the responsible 
supervising the operation will discuss, in detail, the wry 
operation with Receivers’ Representative and will caret 
observe any provisions issued by Port Authorities ang, 
Receivers in relation to “COW”. 

If during “COW” operations the Master and/or the responsy 
Officer judge, at any time, that the operational conditions do» 
ensure total safety, all “COW” operations will be stopped at om 

DENSITY: The average salinity of the water in the Port of Ancong 
17.5 gr. per litre of chloride. 

FRESH WATER: Along all the quays are numerous supply points » 
rates varying from 15 to 25 t.p.h. Vessels in the roads can be supp: 
with drinking water via the port tugs. 

FUEL: Vessels moored at berths can be supplied by tanker barge. ) 
supplier is S.P.A. API from their marine refinery at Falconara. 

Requests for bunkers must be submitted to the ship's Agent at |e 

72 hours in advance, Saturdays and holidays excepted. Any type 
product can be supplied. 
FIRE FIGHTING FACILITIES: Apart from the water hydrants along? 
quays, which, if need be, can be used for coupling to hoses for § 
fighting purposes, the port of Ancona has a fire brigade equipped w 
fire engine, together with other means on land and water. 

The fire brigade is near the marine station at Berth No. 13. Apart te 
facilities on land, there are 2 craft available, one of which is hig 
sophisticated. Telephone: 201715. 

If necessary, at very short notice, the town fire brigade can be cak 
to the scene, their equipment consists of a fire engine with pumps « 
ladders and other modern means of efficient fire fighting. Telepho 
d 15; 

In port, there are the following maritime means for combating fire 

a) A motor launch of the port captaincy with fire fighting hoses « 
also the ability to spray foam. 

b) 2 motor barges with pumping facility operated by the por! 
brigade, having the following characteristics: 

Vessel “VV.F.207" — speed 11 knots, equipped with 2 fire fight 
pumps each capable of delivering 6,000 litres per min. at a pressure 
10 atmospheres and driven by 2 Fiat Aifo 260 h.p. engines each; 2 lig 
foam pumps; 2 foam projectors; 2 foam tanks with a total capacity 
5,800 litres; 20 delivery pipes with 70 UNI unions, 400 m. overall, 
delivery pipes with 45 UNI unions, 220 m. overall; 1 comet pora 
projector, 2 fixed foam projectors; 16 UNI 70 hose attachment poinis 
UNI 150 ditto; 2 double tube cannons for mixed usage (water and foa 
1 electrical compressor giving 5 atm. pressure; 2500 watt project 
of which 1 is portable with 100 m. of cable; 1 retransmitter appara 
attached exclusively to the apparatus operated by the fire brigade. 
6 port tugs having the following characteristics: 

Tugs “Luisella” and “Tiziana” — TSL 485 — speed 14 knots — 5,000" 
— equipped with 2 exhaust pumps in the deck on starboard and fi 
sides; regulation fire fighting equipment; 2 motor driven pumps’ 
internal use 2 pumps connectable to those on deck; internatict 
attachments and points; equipped with radar, radio and echo sount 

Tug “Katria Prima” — TSL 140 — speed 12.5 knots — 1,014 hp 
equipped with 1 monitor; 4x45 mm. swivel guns; thermo-mechat 
electric pump of 60 t.p.h. capacity; foam tank — fitted with radar; ra 
echo sounder. 

Tug “Luisa Davanzali — TSL 238 — speed 12.5 knots; equipped 
130 t.p.h. fire fighting pump; 2 exhauster pumps of 50 t.p.h. and! 
200 t.p.h. capacity; radar, radio, echo sounder, gyroscopic compas 

Tug “Cesare Davanzali" — TSL 364 — speed 14 knots — 1,800 ht 
equipped with 2 electrical pumps of 200 cbm/hr. capacity for delit 
purposes and capable of attachment to Minimax equipment for’ 
fighting purposes using foam with 2 cannon type projectors; in the # 
are 14 points for attachment of hoses; 21,000 kW. adjusié 
projectors; 1 motor compressor of the low pressure type working é 
pressure of 8 atm.; equipped with radar, radio, echo sounder. 

Tug “Nuovo Ancona” — TSL 148 — engine power 1,014 h.p. equi? 
with 2 fixed exhauster pumps of total capacity of 500 t.p.h. driver 
2x40 h.p. electric motors; 2 fixed fire fighting pumps, of capac 
250 t.p.h. total, driven by 2x40 h.p. electric motors; equipped with ® 
plant and projector; fire fighting pipes have 4 points with 70 mm. un® 
1 portable exhauster pump of about 150 t.p.h. capacity — speed 12 
— equipped with diving equipment — radio. 

Tug “Luisa” 1,200 h.p. 

CONSULS: 

Sweden: Tel. 200252. 

French Consular Agency: Tel. 206866. 

Netherlands: Tel. 200764. 

Denmark: Tel. 200252. 

Belgium: Tel 896811. 

REPAIRS: It is possible to effect repairs of all types at yards with’ 
port, and at the large electrical and mechanical repair undertaking 
the town. 

Cantieri Navali Riuniti (for large construction). Tel: 5951. 

Cantiere Morini (also has available a floating dock for vessels # 

1,000 g.r.t. and slipways). Tel: 202224. 

Cantiere Castracani (slipway). Tel: 55663. 

Cantiere Riparazioni Navali (pleasure craft). Tel: 204323. 

Cantiere Tecno-Matic (fibreglass units). Tel: 53643. 

Cooperativa Metallurgica G. Tomassi (only for steel vessels) 

204303. 
Ditta EL.ME.A. (marine electrical equipment). Tel: 29409. 
Ditta Schiavoni (marine electrical equipment). Tel: 55731. 
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oRY DOCKS: There is only one small floating dock in which it is possible 

cary out repairs to vessels up to 1,000 g.r.t. The dock is owned by 
‘eter Navali Morini. Tel: 204303. 

sinVEYORS: In Ancona the Registro Italiano Navale has a town office 
yvia Marsala No. 8. Tel: 202204. R.1.N.A. acts for the following foreign 
~ssification bodies: Germanischer Lloyd, Nippon Kaiji Kyokai, 
ygosiavinski Registar Brodova and Register of Shipping of the U.S.S.R. 
iNGWAY/DECK WATCHMEN: This service is advisable but not 

isory. In Ancona is a security firm “Istituto di Vigilanza Urbana e 

ssmpestre” di Dattilo Salvatore. Tel: 201784. 

WATCHES: Hatches are opened by the crew where they are of the 

tic type, and by the port labour force where they are of the 

seventional type. Hatches are re-closed in the event of rain. 
cuSTOMS ALLOWANCES: On arrival in port, all goods under Customs 
emotion must be placed under seal. At the completion of Customs 
-epection, the Master may request the Customs officers permission to 
soply the following goods: 

50 cigarettes for each Crew member. 

(kg. of salt for every 50 persons. 

50 grams of sugar per person per day. 

{5 grams of coffee per person per day. 

iguor - small quantities to be agreed with the Customs officials 
xeording to the time of year. 
REPATRIATION: It is possible to effect exchange of foreign Crew 
sembers on board foreign vessels since there is in the port an office of 
te Frontier Police. 

For repatriation purposes, the following travel connections are 
wailable: 
tain: Via the Ancona/Bologna/Rome line; via the Ancona to Rome direct 
ye and via the Ancona/Pescara/Bari line. 
ti Departures from the Falconara Marittima Airport which is 10 km. 
vom the port and reached by bus. There are 2 daily departures to Milan, 
‘to Pescara and 1 to Rome. 
Sea the following lines are available: 
fom ist January — 31st December, Wednesdays (1330 hrs.) and 
Saturdays (2200 hrs.) to Patras by Greek vessel “Mediterranean Sea”. 
fom ist October — 30th May, Mondays (0900 hrs.) Tuesdays 
0030 hrs.) and Fridays (1700 hrs.) to Zara and Spalato by Italian vessel 
Tintoretto”. From 1st June — 30th September daily departure to Zara 
»y Jugoslav vessel “‘Illirija”. From 1st June — 30th September every 
Tursday (1300 hrs.) and Sundays (2200 hrs.) to Patras by vessel 
Mediterranean Sky”. From 1st June — 30th September every Saturday 
2200 hrs.) per Panamanian vessel “Neptunia” to Patras, Corfu and 
Haifa. From 1st June — 30th September every Tuesday (2200 hrs.) to 
Patras per Greek vessel “Patris”. From 1st June — 30th September every 
Wednesday (1300 hrs.) and Saturday (2200 hrs.) departures to Patras 
and Higoumenitza by Greek vessel “lonian Star’. From 1st June — 30th 
September every Tuesday (1700 hrs.) departures to Dubrovnik by Italian 
esse! “Tintoretto”’. 

There are other possiblities of connections with Greece and 
‘ygoslavia. The information can be obtained by telephoning the 
‘lowing Agents: 


Adriatica Tel: 204915. 
Morandi Tel: 202033. 
Paroletti Tel: 56789. 

Archibugi Tel: 202223. 


eid Agents manage the lines and can give times and frequencies 
sailings. 
TIME: GMT plus 1 hour. From 29th March to 26th September, GMT 
dus 2 hours. 
HOLIDAYS: Every Sunday, 1st January (New Year); the Monday after 
saster; 25th April (Liberation); 1st May (Labour Day); 4th May (Town's 
aon Saint's Day); 15th August (Assumption); 1st November (All 
saints); 8th December (Immaculate Conception); 25th December 
Christmas); 26th December (St. Stephen's). 

Work is possible on all these days, but at an increased rate. 
*OLICE/AMBULANCE/FIRE: Port Police 201030. Town Police 202860. 
‘slow Cross Ambulance 55622. Red Cross Ambulance 22680. Port 


| fe Brigade 201715. Town Fire Brigade 22222. 
_ TELEPHONES: It is not possible to connect telephone lines on board 


@ssels. In the port there are numerous telephone boxes for national 
%¢ local communications and where it is possible to telephone to any 
bart of the world. 

SERVICES: The following special services are available in Ancona: 
_Tank washing at Falconara Marittima by the “crude oil washing” 
stem, compass adjusting, repairs to radar or other electronic 
‘stuments on board and underwater work. 

SHORE LEAVE: Foreign Crew members may go ashore from 0800 until 
2200 hrs. the next morning provided they have a pass stamped by the 
“ot Police. Beyond 0200 hrs. a special permit from the police is 
®0essary to allow an overnight stay outside the port area. 

SPECIAL REGULATIONS: Vessels of draft greater than 30 ft. mooring 
*derths on the South mole are secured a short distance off the quay 
-|means of dolphins. 

DELAYS: No delays. 


NOTICE: Regulations concerning navigation, fishing and anchoring in 
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“nity of API installations: 
'. tis forbidden for any vessel or craft whatsoever, with the exception 
Yessels intended to operate at the API installations: 
_2)t0 transit, remain or anchor within a radius of 1 nautical mile centred 
* the installations: 
5) ‘0 anchor and fish by whatever means within a radius of 1 nautical 
e centred on the installations quoted; 
he, '0 anchor, engage in bottom fishing or engage in any activity on 
* Sea bed within the area limited by the following points: 

A — Lat. 43° 40' 20” N., Long. 13° 24’ 57” E. 

B — Lat. 43° 44’ 28” N., Long. 13° 30’ 42” E. 

C — Lat. 43° 44’ 12” N., Long. 13°31’ 09” E. 

D — Lat. 43° 39’ 42” N., Long. 13° 24’ 57” E. 
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2. In the areas of the sea mentioned in No. 1, all vessels and craft in 
general which accidentally become entangled with anchors, fishing 
equipment or similar, underwater pipe-lines, must obligatorily abandon 
such equipment on the bottom in order to obviate damage to it and 
inform as quickly as possible the Maritime Authority. 

3. Regulation No. 11/86 of 22.2.86 is in force. 

4. Those contravening this current regulation, provided that their action 
does not constitute the cause of a serious reaction, will be pursued 
within the terms of Article 1164 of the Navigation Code and must 
compensate for the damage caused. It is obligatory for all entities 
whatsoever to observe and cause to be observed the terms of the 
present regulation. 

Signed: The Commandant of the Port of Ancona. 

Date: 22nd February 1986. 

DEVELOPMENTS: 5 deep water berths (920 m.) to be constructed. 
Existing breakwater to be extended. New breakwater (300 m.) to be 
constructed. 

AUTHORITY: Capitaneria di Porto Ancona, Banchina Nazario Sauro 
12, 60100 Ancona, Italy. Tel: 071-51697. Telex: 561529 Compan I. 
Cables: Compamare Ancona. Contact: Francesco Colli, Harbour Master 
and Port Director. Paolo Castellani, Assistant Harbour Master. 
Allesandro Pavlidi, Port Captain. 


ARBATAX, Sardinia: 39.57 N. 09.42 E. 
SHIPMASTER’S REPORT: September 1980. 


PORT LIMITS: A vessel is considered to have “arrived” when she 
anchors in the roads 5 — 7 cables Northwards of the light of East 
Breakwater. Pilot leads vessel to the place for anchoring and also 
delivers on board all local documents and forms for completing for arrival 
clearance. 

PILOTAGE: Not compulsory, but only available in daytime for entering. 
On leaving port the Pilot is available day and night. VHF Channel 16. 
Pilot boat black hull, about 6 m. in length, white house, on which is 
painted ‘Pilotti’; vessel awaits the Pilot Northward of the light of East 
Breakwater between breakwaters and Isola D'Oliastra Islet in position: 
Lat. 39° 57.24’ N., Long. 09° 42.95’ E., depth on roadstead from 10 m. 
to 30 m., good holding ground. 

MAX. SIZE: Vessels of 200 m. length and max. draft 25 ft. 00 in. have 
entered. 

HEALTH: Free Pratique may be requested by radio to “Sanimare 
Arbatax” between 12 to 6 hours prior to arrival, advising vessel's name, 
nationality, last port, number of crew and passengers and state of health 
on board. If from another Italian port Free Pratique is granted 
automatically. 

VHF: Port Authority on Channels 16 and 11 from 0700 hrs. — 1900 hrs. 
TUGS: One tug with sufficient power for assisting in manoeuvres is 
available, ship's lines used. Tug takes lines in the roads and 
accompanies vessel to the port. Prior to mooring vessel drops anchor 
with about 3 shackles, tug turns the stern of the ship towards the pier, 
after which the ropes from fore and aft are transported and secured on 
the pier, tug pushes vessel alongside the pier on the port-side. The chain 
is slackened until 5-6 shackles out. 

BERTHING: 

Banchina Ovest — length 450 m. — depth 25 ft. 

Banchina Postal — length 100 m. — depth 15 ft. 

Banchina Centrale — length 100 m. — depth 15 ft. 

Banchina Sud — length 80 m. — depth 15 ft. (for Ro/Ro ships only). 
CRANES: One private mobile crane, 6 tons capacity, for discharging 
pulpwood at Banchina Ovest. 

MEDICAL: Advise Agent of any requirements. 

DENSITY: 1025. 

FRESH WATER: Only from water barges. 

FUEL: Pipe-line 250 mm. in diameter from store tanks on shore to the 
terminal at the head of the West pier. 

HATCHES: Opening/closing is normally carried out by ship’s crew. 
Winchmen from stevedoring company or ship's crew. 

CUSTOMS ALLOWANCES: Depends on flag of vessel. 
REPATRIATION: Regular line of ferry boats, train to Cagliari close to 
which there is an airport. 

TIME: GMT plus 1 hour from 29th March to 26th September, GMT plus 
2 hours European time. 

HOLIDAYS: 1st January (New Year's Day), 25th April (Liberation Day), 
1st May (Labour Day), 15th August (Assumption), 1st November (All 
Saint's Day), 8th December (Local Religious Holiday), 25th December 
(Christmas Day), 26th December (Boxing Day). 

IDENTIFICATION CARDS: Special shore passes issued by local police, 
against passports. 

DEVELOPMENTS: Present basin will be dredged to 9 m., new basin 
close to present one will be constructed with depth of up to 10 m. 
AUTHORITY: Ufficio Circondariale Marittimo, 08041 Arbatax, Sardinia, 
Italy. Contact: Antonio Camboni, Port Commandant. Tel: (0782) 667093, 
667072. 


(See Plan) 
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AUGUSTA (including Priolo and Meililli): 
B71o.No Toa, (See Plan) 


LOCATION: Augusta — Position refers to Torre Avolos Old Lighthouse 
in position Lat. 37° 12’ 37” N., Long. 15° 13’ 34” E. 

Priolo — Same position as Augusta, Priolo lays on Southern part of 
harbour including a chemical pier outside the breakwaters. The port is 
under the jurisdiction of Siracusa. 

Melilli — Correct name is Siracusa Santa Panagia, located 6 miles 
South of Augusta. Lat. 37° 06’ 30” N., Long. 15° 15’ 40” E. 

Largest scale charts: B.A. 181-187. U.S. 53000-53200-53201. Italian 
270-271. 

PORT LIMITS: A line drawn between Santa Croce Lighthouse and 
Magnisi Lighthouse defines the seaward limits of the Port of Augusta. 

A line drawn between Punta Magnisi and Punta Santa Panagia defines 

the seaward limits of the port of Santa Panagia. 
DOCUMENTS: Ship's information must be sent by telex to Compamare 
Augusta, or to Compamare Siracusa for Santa Panagia, 24 hours before 
arrival (see “examples” below) in accordance with instructions issued 
by European Economic Community No. 79/116. 

Crew Lists (at least 4 copies). 

Custom Manifest. 

Passenger Lists (4 copies). 

Maritime Declaration of Health. 

Bills of Lading. 

Vaccination Certificates. 

The following documents must be sent to Harbour Master's Office: 

Certificate of Registry. 

Civil Liability Certificate (for tankers only). 

Information Note of Arrival. 

Additional Declaration of Departure. 

Cargo and Gear Safety Certificate. 

Safety Construction Certificate. 

Italian Light Dues. 

Tanker Check List (to be presented to Pilot for acknowledgement). 

In addition ships bound for the Esso Terminal must also radio the 
refinery, Rafinesso Augusta, via Roma Radio (IAR) 72 hours and 
48 hours before arrival, giving ETA in local time and following advice: 

Bill of Lading quantities in long tons, metric tons, gross bbls./net bbls. 

Slop quantity, water percentage, tank number. If slop mixed with 
cargo, advise quantity cargo in slop tank. 

Arrival draft. 

Temperature of cargo for vessel carrying atmospheric residues and 
catfeeds. 

For tankers calling to load: 72 hours prior arrival send cargo layout, 
preferred order of loading and number of grades ship can load at same 
time. 


Examples: Messages sent to vessels: 
Vessel Over 20,000 g.r.t 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessels data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, IGS yes/no, Paris memo issued date prescriptions, if any, 
last port and confirm if all apparatus, hull machinery in good order. ~ 


Vessel under 20,000 g.r.t.: 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessel's data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, Paris memo issued date prescriptions, if any, last port and 
confirm if all apparatus, hull, machinery in good order. 


Chemical Carriers: 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessel's data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, Paris memo issued date prescriptions, if any, certificate of 
fitness/IMO yes/no, last port and confirm that all apparatus, hull, 
machinery are in order. 


Vessel's reply: 
To: Harbour Master, Augusta. 
Telex: 972336 Compau | 
Vessel Features Capo Argento, IBMX, Italian Flag, g.r.t. 2,976, 
d.w.t. 4,500, LOA 100 m. max. draft 5.95 m. 


ETA Pilot Pilot Augusta, 2nd December, 0600 hrs. 
Agent Mayflower Shipping Agency 

Reason of Call Unloading 1,400 tonnes Ethylene 

Cargo Ethylene 1,400 tonnes 

SOLAS Available SOLAS 74/Prot 78 

1OPP Expiring 30th April, 1986 

CLC Expiring 20th February, 1986 

Paris Memo Athens 19th September, 1985/No Prescription 
IMO Expiring December 1985 

Last Port Porto Torres 

Remarks In good order 


Master Capo Argento 


PILOTAGE: Compulsory for vessels over 500 g.r.t. — 24 hours service 
~ Second Pilot recommended by Local Authorities for vessels of 60,000 
g.r.t. or above. Weather permitting, Pilot boards about 1 mile East of 
port main entrance — In case of bad weather, the pilot boat will station 
itself just inside the entrance and instructions to proceed will be given 
to vessels by VHF. Upon request, to facilitate vessels, or for other special 
reasons, Pilot can board up to 3 miles off the normal embarkation point. 

Pilot charges vary with vessel's g.r.t., for hours between sunrise to 
0800 hrs. and 1700 hrs. to sunset, for night hours, for Sundays and 
holidays, for flammable and explosive cargo and for boarding over 
1 mile from main breakwater. 


866 


ETA to be confirmed 1 hour before arrival, calling “Augusta a 
Station” on VHF Channel 12. In case of no radio contact, vessels m, 
stop about 2 miles Eastward of the breakwater and hoist or fash | 
international code signals. 

The pilot boat has a black painted hull with a white band and wy | 
superstructure with the word ‘Piloti” painted on both sides. 

For Santa Panagia (Melilli), Pilot will board 1 mile seaward from Py 
Santa Panagia for vessels incoming from South and 1 mile 
from Punta Magnisi for vessels incoming from North. Pilot shoujg, | 
contacted on VHF Channel 14. Second Pilot recommended by La | 
Authorities for vessels of 60,000 g.r.t. or above. 

APPROACHES: There are 2 entrances: the main one is situa | 
between the central and northern breakwaters, with leading lights q | 
heading of 273° 51’ — Entrance is about 260 m. wide, with a = 
36 m. in the middle, and may be used day and night. 

Note: Vessels entering should be lined up on the leading lights/ma | 
1 mile before entrance and ship departing 0.5 miles before exit. In ce 
of controversy Harbour Master will ask for documentation of ab 
positions. 

Santa Panagia is an open road and berthing to ISAB Terming 
allowed in daytime only. 

A current may cross the entrance after prolonged periods of wi 
weather. The leading lights/marks are sometimes obscured by sm ; 
from the industrial plants in the Southern part of the harbour. Na 
vessels and outbound traffic have the right of way when passing throy ; 
the harbour entrance. { 
Santa Panagia: 

(a) Masters are cautioned when approaching Santa Panagia by ny 
as there are no navigational aids in this area. Only 2 lighthow 
(Murro di Porco Lighthouse to the South and Cape S. Om; 
Lighthouse to the North) can be used to fix the position of» : 
vessel. In the landfall however, their bearings are opposite e ; 
therefore useless. Radar must be in good operating condition 

(b) Tunny nets are laid down in the area and marks can}; 
temporarily missing and small fishing boats engaged in net fishy ( 
may be encountered up to 8 miles from the coast; these be | 
carry no special marks or lights to indicate that they are | 
nets. 

(c) Naval ships quite often exercise off the East coast of Se | 
particularly in an area including Augusta to the North a; 
extending well South of Syracuse. | 
Two submarine exercise areas are close to this part of the ov 

(d) Acurrent may cross the entrance of the bay as well as the terms | 
area after prolonged periods of windy weather. 

ANCHORAGES: Pilot compulsory inside and outside the breakwae 
within the port limits. 

The Inner Anchorage has a central zone with a depth of water) 
less then 22.4 m. 

Outside it is recommended to anchor South of Main Entrant 
because North of it there are many limitations. 

For Santa Panagia Pilot compulsory inside the harbour limits — vess | 
anchoring outside of this line are not considered to be in parte 
consequently without port dues. 

MAX. SIZE: VLCCs can enter the harbour with tug assistance, wiht 
following limitations: 69 ft. draft for operations in the road (bunker 

provisions — crew changes) and 66 ft. 10 in. with a max. dn 
of 450,000 tons to moor alongside SELM Priolo Supertanker Jetty.’ 
Santa Panagia no limitations. 

HEALTH: Vessels arriving from countries not suspect of enidal 

diseases can ask and receive Free Pratique by radio, sending a telegt 
not more than 24 hours before arrival to “Sanimare Augusta” via Ro 
Radio (IAR) or “Sanimare Siracusa” for the Port of Santa Pang: 
Arrivals from Italian or EEC Ports are considered clear. 

It is necessary to request Free Pratique by radio because eb 
Officers do not board vessel from sunset to 0800 hrs. 

The Office of the Health Department is located at Via Lungo 
Rossini. Tel: (0931) 974920. 

RADIO: Augusta Radio P.T. Listening on 2182 kHz. Working on " 
and 2260 (24 hour service). 

VHF: Augusta Radio P. T. Call Channel 16, working Channels 268 
27 (24 hour service). 

Harbour Master (Channel 16). 

Pilots (Channel 12). Working 24 hours. 

Tugs and Line Handlers (Channel 8). Working 24 hours. 

Taxi-boats (Channel 10) From 0600 to 2330 hrs. 

Agents Connection (Channel 9). Office hours. 

Traffic Control (Channels 9 and 12). Working 24 hours. 
TUGS: Tugs available in the harbour: 4x2,000 h.p., 22,400", 
3x2,500 h.p., 21,200 h.p. and 1 tug on stand-by/emergen® ; 
2,600 h.p. { 

Harbour service: 6 tugs on duty from 0700 — 1200 hrs. and from " ; 
— 1800 hrs. 3 tugs available from 1800 — 2200 hours and 2 tugs avald , 
from 2200 — 0700 hrs. 

Tugs’ charges vary with vessel's g.r.t., for hours between 0001 - a" 
hrs, 1200 — 1300 hrs., 1700 — 2359 hrs., for Saturday, oun 
holidays, for service exceeding 1 hour, for operations at SELM - 
Terminal. 

For Santa Panagia there are 3 tugs available, 1 tug can be emp® 
from Syracuse Harbour — additional tugs can be supplied from Au 
Harbour. 

Use of tugs is compulsory for berthing and unberthing. The nu® 
of tugs allocated is decided by the Harbour Authority according tog 
tonnage. Because of tug crew duty rosters, the most suitable tugs 
not always be available. Tugs make fast on the hook after the ¥® 
has cleared the entrance, using ship's ropes. Pilots communicate’ 
tugs via VHF portable radios which they bring on board with the 
Line Handlers: Service is performed with 1 launch for vessels 0 
than 10,000 g.r.t. and 2 launches for vessels above 10,000 g.r.t 

Wires are not accepted but may be used when provided with 4° 
Manila or other fabric end tail with eye. 


‘ 
| 
I 
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sparge varies with vessel g.r.t., flammable and explosive cargo, rain, 

b 009 time (1 hour delay), overtime from 0600 — 0800 hrs., 1200 — 

us “sphrs., 1700 — 2000 hrs., night hours, Saturday, Sunday, holidays, 

he ses above the total of 8 and mooring on dolphins/buoys. 
THING: Commercial Wharves: 
% “aoRo Pier: Length 260 m. Depth 12.0 m. 
ganchina di Riva: Length 246 m. Depth 12.0 m. 

% commercial Quay: Length 255 m. Depth 12.0 m. 

a ~»sortium Jetty: Length 738 m. Depth at seaward end 12.2 m. 6 berths 

a seiable. With Port Authority permission vessels may berth to discharge 

@ “ballast or transhipment cargoes. 
ywCET: Berth Nos. 1, 2 and 3 are at a finger jetty. Berth Nos. 1 and 3 
| ed only by coasters and bunkering barges. Depth 12 ft. Berth No. 2 

aH sed py vessels up to 25,000 d.w.t. on stern discharge. Depth 28 ft. 
} Fe) Plan’). 

ig snichem Augusta: Punta Cugno — Berth Nos. 3, 4, 5 and 5 Bis. 
| gerth No. 3 Northern Jetty used by Enichem Augusta for discharging 

“| »dloading chemical products. Berth accepts vessels up to 3,000 d.w.t. 

| going alongside. Depth 17 ft. 

gerth No. 4 (Mid Jetty) used by Enichem Augusta for barges. 
gerth No. 5 (Southern Jetty) used by Enichem Augusta for vessels 

0 30,000 d.w.t. moored by stern for loading/discharging black/white 

& soducts and chemicals. Depth alongside 30 ft. 

y, Beth No. 5 Bis used by Enichem Augusta. It is a steel island 
‘gonected to Berth No. 5 for vessels up to 5,000 d.w.t. for loading/ 
sscharging black/white products and chemicals. Depth alongside 21 ft. 
sso; Pier No. 1: Length of pier about 1,050 m. Heading 110°. 

ge Berth No. 6: Used only by bunker barges. 

@ Berth No. 7: For vessels up to 10,000 d.w.t. with LOA 197 ft. — 525 ft. 

 Jepth of water 35 ft. Pipe-lines with connection of 6 in. Loading rate 

he S0tp.h. — 900 t.p.h. Loading of gasoline, gasoil, bitumen, fuel oil. 

im Gangway ashore. Stern loading only. 

. Berth No. 8: For vessels up to 38,000 d.w.t. with LOA 197 ft. — 820 ft. 

t& deth of water 35 ft. Pipelines with connections of 8 in. Loading of 

| gsoline, JP/S, benzine and bitumen. Loading rate 165 t.p.h. — 900 t.p.h. 

as Ganqway ashore. Deballasting pipe-line available for all berths. 

m ameter 14 in., rates from 700 to 2,000 t.p.h. Shore capacity 20,000 


a 


ions 
i) *e No. 2: Length of pier about 1,150 m. Heading: 110° ending in a 
im see! platform. ge tankers discharge crude oil on either side of the 
jatiorm at rates of up to 6,000 t.p.h. 
a North side, No. 10, receiving tankers up to 90,000 d.w.t. with LOA 
Né 20. - 909 ft. Depth of water 51 ft. Loading of gasoline, gasoil, fuel 
»| lube oil. Connections: 6 in. for bunker, 10 in. for black and white 
efi yoducts, 10 in. for lube oil. Gangway ashore. 
South side, No. 11, depth 54 ft., receiving tankers up to 140,000 d.w.t. 
mM wth LOA 504 ft. — 974 ft. Depth of water 54 ft. Loading of all products 
'8No. 10 except lube oil. Connections 10 in. No night-time movements 
cf trvessels over 60,000 g.r.t. 
At about 400 m. from end platform there are 2 smaller platforms 
@s) Berths No. 9 and 12). 
® Berth No. 9: Receiving tankers up to 10,000 d.w.t. with LOA 197 ft. — 
489 ft. Depth of water 26 ft. Loading of gasoline, gasoil, fuel oil, lube oil. 
tt ‘ppe-lines with connections of 6 in. — 24 in. 
s- Berth No. 12: For tankers up to 12,000 d.w.t. with length 213 ft. — 
e1 421. Depth of water 28 ft. Connections of 6 in. Loading of same 
Fd woducts as No. 9. Alongside the pier pipe-lines are of diameter of 18 in. 
024 in. for crude oil, 16 in. to 20 in. for fuel oil, 14 in. for diesel and 
@ wsoil, 10 in. for kerosene, 8 in. for gasoline, 10 in. for naphtha and JP4. 
at) Tere is also a 14 in. pipe-line for deballasting and 8 in. lines for lube 
™®\ All berths are provided with gangway. At Nos. 10 and 11 vessels 
"a use wire ropes only if the eyes are made of either manila or nylon. 
“icem: A finger jetty. Berth Nos. 13 and 14 with depths of 23 ft. Used 
ysmall vessels carrying cement in bulk. Operations are through a 
*weyor-belt system, with a handling rate of about 300 tons per day. 
a ferths No. 13 Bis and 14 Bis recently completed but not yet in use. 
r) ‘ATO. Pier: Berth Nos. 15 and 16 in depths of 35 ft. and 36 ft. 
"spectively. Used for loading and discharging petroleum products, but 
nt *ng a Navy jetty, berthing is subject to priority being given to Navy 
‘quirements. 
*LM-Priolo: Supertanker Jetty: For vessels up to 420,000 d.w.t. Berth 
‘os 17 to 24 at SELM Jetty; Berth Nos. 25 and 26 at Steel Island; Berth 
0.27, for vessels up to 20,000 d.w.t. which are moored by the stern, 
“secured to 4 buoys with bow anchors down. Berth used for chemical 
% petroleum products. All the berths have a deballasting pipe-line. 
nections: 16 in. for crude and 8 in. for products. 
6. SELM concrete jetty: Both dry and liquid chemicals are handled at 
¢ “Sietty. Berth No. 28, for small vessels whose length is not more than 
Nm. moored by the stern. Berth No. 29, for vessels up to 20,000 d.w.t. 


i) *th No. 31, for vessels up to 30,000 d.w.t. Bagged cargo at a rate of 
be 2000 tons per day, and bulk cargo up to 4,000 tons per day, load or 
; meets Berth No. 30 used by bunker barges. Berth No. 32, for small 
only. 

i} Serth Depth Max. Draft Max. DWT 
gt} No (ft.) (ft.) 

17 14.75 13.01 1,000 
ge, 18 24.28 22.06 6,000 
sg} 19 42.00 40.35 3,000-48,000 

20 73.50 64.99 250,000 
me} at 73.50 66.08 375,000 
gf} 22 45.90 42.00 3,000-48,000 
w} 383 24.60 23.00 6,000 
g} 24 11.81 9.08 1,000 
g) 25 45.93 42.06 5,000-70,000 

26 45.93 37.06 5,000-35,000 
. 37.40 34.00 26,000 

— 29.06 

‘ 30 Used by 
| ps bb Agrimont 


ITALY 


ENICHEM — ANIC: (Carichi Liquidi): Is situated in Priolo’s Cove. 
Chemical products are handled. Berth No. 33, for vessels up to 3,000 
d.w.t. Berth No. 34, for vessels up to 15,000 d.w.t. Berth No. 35 and 
No. 36 used by small vessels only. 

Also see “Shipmaster’s Reports”. 


Santa Panagia: Berthing Procedure: At all berths vessels are berthed 
so as to head outwards. The vessel approaches the berth almost 
perpendicularly to the pier and with the aid of tugs (generally 6 for a 
VLCC) and swung seaward, to approach the berth with an angle of 
about 45°. When at safe distance from the berth and almost in position, 
the vessel is then swung parallel to the berth and pushed alongside. 

No anchor is used, however, both must be ready for any emergency. 
The following are the maximum landing speeds: 

Berth No. 1: 25,000 d.w.t., 22.5 cm./sec. 

50,000 d.w.t., 17.0 cm./sec. 
10,000 d.w.t., 25.0 cm./sec. 
30,000 d.w.t., 30.0 cm./sec. 
Berth No. 5: 250,000 d.w.t., 14.5 cm./sec. 
50,000 d.w.t., 21.0 cm./sec. 
Berth No. 6: 385,000 d.w.t., 13.5 cm./sec. 
50,000 d.w.t., 21.0 cm./sec. 
Cautionary Advice: Masters are cautioned that prevailing strongest 
winds and the resulting swell can affect their stay alongside. It is 
therefore very important that vessels, particularly high freeboard ships 
pay particulary attention to moorings. The most efficient moorings are 
all wire moorings — mixed moorings of different stretch characteristics 
and breaking strain should be avoided, particularly in breast lines and 
springs. 

Moorings reeled on winches must be held by brakes hardened up to 
full torque. No self-tensioning devices should be used. The mooring must 
be reeled in such a direction as to assist the break. Where split drum 
winches are used, a maximum to 2 layers should be on the working 
drum when the mooring reaches the shore bollard/mooring hooks. Brake 
must be in good condition. 

There are limits applicable to freeboard from a windage point of view. 
This together with maximum operable wind speeds will be discussed 
with Master's of VLCC by a Terminal Supervisor. The vessel must be 
held firmly against the fenders at all times. It is unnecessary and 
dangerous to slack away lines, even if they appear taut, if the ship is 
not hard against the fenders. 

The minimum recommended is 2 spring lines and 2 breast lines at 
each end. 


Berth No. 2: 


Melilli: Operator: Industria Siciliana Asfalti and Bitumi (ISAB). 

The terminal is situated 6 miles South of Augusta, 5 miles North of 
Syracuse, Sicily. The Marine Terminal is connected to the Refinery 
storage through 5 lines for LPG and 18 large diameter pipe-lines for 
Crude and Products which allow for high unloading and loading rates. 

All berths are equipped to ensure rapid and safe operations. 

Clean and dirty ballast discharge facilities, including ballast reception 
tanks of 100,000 cu.m. (0.6 million barrels) are available. 

A sheltered harbour accommodates service boats and 3 modern 
2,000 h.p. tugs are permanently available. 

When more tugs are required, additional units are supplied from 
nearby Augusta. 

Bunkering facilities are available on all berths and sea-going barges 
are operating from the Terminal and from a sheltered harbour equipped 
for bunkering purposes. 

Crude Oil Transhipment: The marine facilities are also suited for 
transhipment from ULCC-VLCC to smaller tankers better fitted to serve 
various refinery and/or pipe terminal locations in the Mediterranean and 
Adriatic. 

Crude and Product Storage: 8 tanks are available for incoming crude 
with a total capacity of 800,000 cu.m. (5 million barrels). 

Semi-finished (intermediate) product storage enables the operation of 
plant units when upstream sections are not available for short periods 
and contributes to Refinery flexibility. 

In particular there is large storage of fuel oil and gas oil fractions and 
12 motor fuel component storage tanks. 

Total intermediate storage in 27 tanks, amounting to 431,000 cu.m. 
(2.7 million barrels). 

Finished product storage is in 38 tanks of various grades with a 
capacity of 825,000 cu.m. (5.2 million barrels). 

A further 42,000 cu.m. (0.25 million barrels) are held in Refinery 
service tanks. 

Jetty: Deep water is available close to the shore at the jetty side. The 
marine facilities consist of a finger with 5 berths having the following 
capabilities and restrictions: 

Berth No. 6: Vessels of minimum 18,000/max. 600,000 d.w.t. 
Max. LOA 1,200 ft. max. draft 78 ft. For unloading crude and loading 
fuel oil. 

Berth No. 5: Vessels of minimum 18,000/max. 250,000 d.w.t. 
Max. LOA 1,200 ft. Max. draft 78 ft. For unloading crude and loading 
fuel oil, gasoil and gasoline. 

Berth No. 1: Vessels of minimum 5,000/max. 55,000 d.w.t. Max. LOA 
790 ft. Max. draft 42 ft.6in. For unloading crude and loading all 
products. 

Berth No. 2: Vessels of minimum 10,000/max. 30,000 d.w.t. Max. LOA 
650 ft. Max. draft 36 ft. For unloading crude and loading all products 
except LPG. 

Berth No. 7: Vessels of minimum 500/max. 3,000 d.w.t. and LPG 
carriers of minimum 500/max. 1,500 d.w.t. Max. LOA 320 ft. Max. draft 
18 ft. For loading all products. 

Somicem-Magnisi: Sea berth, stern mooring for loading crude oil 
— max. 22,000 g.r.t. Draft 36 ft. 

Also see “Agent's Report”. 

STEVEDORES: Available from Compagnia Lavoratori Portuali. 
CRANES: Heavy Lifts: Floating cranes with lifting capacity of 20 tons — 
94 tons at a distance of 27 m. — 12 m. are available. 
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Washing Floating Hoses: 

When discharge is completed, if requested, the vessel will pump water 
for a few minutes before disconnecting hoses, in order to displace crude- 
oil from the floating-lines. The Receiver's representative will advise the 
Officer on duty about this manoeuvre as well as pumping time. 
Communications Between Ship and Shore: 

Normally communications between ship and shore are maintained by 
API's representative. Masters are kindly requested to authorise the use 
of vessel's VHF when requested. 

Boilers: 

Boiler tubes must not be blown whilst at anchor or secured to the API 
platform. 

Garbage: Garbage and refuse must not be thrown overboard while the 
vessel is at anchor or secured to the API platform. 

Bunkers: Weather permitting, bunkers can be supplied by barges. API 
can supply all grades of fuel oil, marine diesel, gasoil and all grades of 
API's marine lube oils. 

For bunker requirements vessels must cable to their own Agent at 
least 72 hours before their arrival (holidays, Saturdays excepted) stating 
qualities and quantities required. (No limitations for supplying). 

Fresh Water: Available only by tugboats with favourable weather 
conditions, and to be requested through vessel's Agents. 


IMPORTANT WARNING 
All vessels with a draft up to 40 ft. scheduled for API platform but not 
duly equipped to operate thereat, will be moored, if possible, at AP! 
conventional berths. All expenses, time lost and/or damages arising from 
the above will be to account of and charged to vessel/owners. 
Report: Crude Oil Washing: 

To carry out crude oil washing operations (COW) the vessel must be 

fitted with the following equipment: 

(a) An inert gas system capable of supplying gas containing not more 
than 5% oxygen to all cargo tanks during all discharging and 
washing operations. Such systems must be fitted with an 
automatic alarm signal which will operate if the oxygen content 
of the gas rises above 5%. 

(b) A tank cleaning machine permanently installed in the cargo tanks 
and connected to the cargo/wash system by permanent steel 
piping. 

(c) A remote reading tank gauging system to ensure that the liquid 
levels in the cargo tanks can be monitored at any time, without 
having to open any ullage ports. 

(d) The tank cleaning lines must be completely separate and isolated 
from the fire fighting system. 

The procedures to be followed are listed below: 

1. Prior to vessel arrival at the discharge port, the following test will 
be carried out: 

All cargo discharge lines and wash system lines must prove to 
be tight and free of leaks. The test will be effected with crude oil, 
to a pressure ranging between 150 p.s.i. and 175 p.s.i. 

The main cargo pumps safety devices, i.e.: pump casing and 
bearing temperature gauges and high temperature alarms, pump 
overspeed trips, remote emergency stops, pump reverse rotation 
alarms, sarge pump trip for low inert gas pressure, must be tested 
and found fully operational. , 

2. All openings to all cargo tanks must be securely closed and the 
pressure/vacuum valves set in the operational position. 

3. All in and out valves of sea water heater must be closed. 

4. The crude supply for the washing system will be secured directly 
from the main discharge lines or from separate tank cleaning lines 
connected directly to the main cargo pumps. 

The pressure used for “COW” will be 140 p.s.i. maximum. In 
the case of vessels equipped with washing system supply coming 
direct from the main discharge lines, such back pressure of 
140 p.s.i. will be achieved by closing down completely on 
manifold valve or two manifold vaives, if necessary. 

In the case of vessels equipped with a separate tank cleaning 
line, the 140 p.s.i. back pressure will be achieved by controlling 
the main cargo pump revolutions and it will not be necessary to 
close any manifold valves. 

Whichever manifold is used the shore hoses, or hard arms, will 
not be pressurised for crude washing purposes. 

5. Before commencing crude washing any tank, the oxygen content 
of the inert gas supply must be checked and must not be more 
than 5%. In addition the atmosphere in the tank to be washed 
must be checked and must not be more than 5%. 

The inert gas system must be capable of supplying positive 
pressure to all cargo tanks during all discharging and crude 
washing operations. In the event that pressure in the cargo tanks 
falls to 4in. W.G. the system will automatically stop all cargo 
pumps. Before crude washing each tank, its pressure must be 
checked and must not be lower than 20 in. W.G. 

6. The tanks will be washed in two stages: 

Top Wash: When the level in the tank is down to 15 ft. innage 
the top two/thirds of the tank will be washed, using all machines 
in the tank simultaneously, on a pressure of max. 140 p.s.i. The 
washing pattern will be from 40° to 120° elevations. During top 
washing the tank will continue to be pumped out on the main 
cargo pumps. 

Bottom Wash: The top wash cycle will normally be completed 
when the tank is draining out on the main cargo pumps. The 
washing machines will be stopped and reset to the bottom wash 
pattern (from 0° to 40° elevation). The tank main suction will be 
closed and the stripping suction opened. 

When the tank is dry, bottom washing will commence using a 
maximum of four machines in the tank to ensure good drainage 
throughout the bottom wash cycles. 

On completion of the bottom wash cycles, the machines will 
be stopped and the cargo system will revert to normal discharge 
operations. 
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7. The whole “COW” operation will be carried out under the 
supervision of a responsible Officer well acquainted with "Og 
and tank cleaning, who will be assigned to this supervision, — 
by the Master. | 

The necessary personne! will be put at the disposal of) — 
responsible Officer by the Master, to carry out “COW” oper 
and, in particular, one man equipped with VHF radio wi, | 
stationed at the manifold throughout discharge operations. 

Before commencing ‘“COW", the responsible | 
supervising the operation will discuss, in detail, the wy 
operation with Receivers’ Representative and will care | 
observe any provisions issued by Port Authorities ang. | 
Receivers in relation to “COW”. 

If during “COW” operations the Master and/or the respong | 
Officer judge, at any time, that the operational conditions do; 
ensure total safety, all “COW” operations will be stopped at a» ! 

DENSITY: The average salinity of the water in the Port of Ancon | 
17.5 gr. per litre of chloride. 
FRESH WATER: Along all the quays are numerous supply points » 
rates varying from 15 to 25 t.p.h. Vessels in the roads can be supp 
with drinking water via the port tugs. 
FUEL: Vessels moored at berths can be supplied by tanker barge, } 
supplier is S.P.A. API from their marine refinery at Falconara. 
Requests for bunkers must be submitted to the ship's Agent at | 
72 hours in advance, Saturdays and holidays excepted. Any type , 
product can be supplied. | 
FIRE FIGHTING FACILITIES: Apart from the water hydrants along) 
quays, which, if need be, can be used for coupling to hoses for; 
fighting purposes, the port of Ancona has a fire brigade equipped, | 
fire engine, together with other means on land and water. | 
The fire brigade is near the marine station at Berth No. 13. Aparti , 
facilities on land, there are 2 craft available, one of which is hig ; 
sophisticated. Telephone: 201715. 
If necessary, at very short notice, the town fire brigade can be cai , 
to the scene, their equipment consists of a fire engine with pumpse | 
ladders and other modern means of efficient fire fighting. Telepho | 
115. | 
In port, there are the following maritime means for combating fire ) 
a) A motor launch of the port captaincy with fire fighting hoses. | 
also the ability to spray foam. | 
b) 2 motor barges with pumping facility operated by the por!-. 
brigade, having the following characteristics: ‘ 
Vessel “VV.F.207" — speed 11 knots, equipped with 2 fire fight 
pumps each capable of delivering 6,000 litres per min. at a pressut | 
10 atmospheres and driven by 2 Fiat Aifo 260 h.p. engines each; 2 lig | 
foam pumps; 2 foam projectors; 2 foam tanks with a total capacity 
5,800 litres; 20 delivery pipes with 70 UNI unions, 400 m. overall 
delivery pipes with 45 UNI unions, 220 m. overall; 1 comet porta ; 
projector, 2 fixed foam projectors; 16 UNI 70 hose attachment poinis , 
UNI 150 ditto; 2 double tube cannons for mixed usage (water and foa 
1 electrical compressor giving 5 atm. pressure; 2500 watt project , 
of which 1 is portable with 100 m. of cable; 1 retransmitter appara , 
attached exclusively to the apparatus operated by the fire brigade. 
6 port tugs having the following characteristics: 
Tugs “Luisella” and “Tiziana” — TSL 485 — speed 14 knots — 5,000! 
— equipped with 2 exhaust pumps in the deck on starboard andp 
sides; regulation fire fighting equipment; 2 motor driven pumps.’ 
internal use 2 pumps connectable to those on deck; internalit 
attachments and points; equipped with radar, radio and echo SOUNE 
Tug ‘‘Katria Prima” — TSL 140 — speed 12.5 knots — 1,014 ne 
equipped with 1 monitor; 4x45 mm. swivel guns; thermo-mechant 
electric pump of 60 t.p.h. capacity; foam tank — fitted with radar; ra 
echo sounder. | 
Tug “Luisa Davanzali’ — TSL 238 — speed 12.5 knots; equipped® ; 
1x30 t.p.h. fire fighting pump; 2 exhauster pumps of 50 t.p.h. and! ( 
200 t.p.h. capacity; radar, radio, echo sounder, gyroscopic compas 
Tug “Cesare Davanzali” — TSL 364 — speed 14 knots — 1,800 hg 
equipped with 2 electrical pumps of 200 cbm/hr. capacity for deli 
purposes and capable of attachment to Minimax equipment for’ 
fighting purposes using foam with 2 cannon type projectors; in the® 
are 14 points for attachment of hoses; 2x1,000 kW. adjusié , 
projectors; 1 motor compressor of the low pressure type working 
pressure of 8 atm.; equipped with radar, radio, echo sounder. 
Tug “Nuovo Ancona” — TSL 148 — engine power 1,014 h.p. equi ; 
with 2 fixed exhauster pumps of total capacity of 500 t.p.h. drive” 
2x40 h.p. electric motors; 2 fixed fire fighting pumps, of capaci) F 
250 t.p.h. total, driven by 2x40 h.p. electric motors; equipped with @ i 
plant and projector; fire fighting pipes have 4 points with 70 mm. un® 
1 portable exhauster pump of about 150 t.p.h. capacity — speed 12 
— equipped with diving equipment — radio. 
Tug “Luisa” 1,200 h.p. 
CONSULS: 

Sweden: Tel. 200252. 

French Consular Agency: Tel. 206866. 

Netherlands: Tel. 200764. 

Denmark: Tel. 200252. 

Belgium: Tel 896811. 

REPAIRS: It is possible to effect repairs of all types at yards witht’ 
port, and at the large electrical and mechanical repair undertaking F 
the town. 
Cantieri Navali Riuniti (for large construction). Tel: 5951. , 
Cantiere Morini (also has available a floating dock for vessels 4 
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1,000 g.r.t. and slipways). Tel: 202224. F 
Cantiere Castracani (slipway). Tel: 55663. 
Cantiere Riparazioni Navali (pleasure craft). Tel: 204323. ' 


Cantiere Tecno-Matic (fibreglass units). Tel: 53643. } 

Cooperativa Metallurgica G. Tomassi (only for steel vessels) 
204303. 

Ditta EL.ME.A. (marine electrical equipment). Tel: 29409. 

Ditta Schiavoni (marine electrical equipment). Tel: 55731. 


pcamy out repairs to vessels up to 1,000 g.r.t. The dock is owned by 
spteri Navali Morini. Tel: 204303. 

siaVEYORS: In Ancona the Registro Italiano Navale has a town office 
ya Marsala No. 8. Tel: 202204. R.I.N.A. acts for the following foreign 
sssfication bodies: Germanischer Lloyd, Nippon Kaiji Kyokai, 
| 
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| y DOCKS: There is only one small floating dock in which it is possible 


ygosiavinski Registar Brodova and Register of Shipping of the U.S.S.R. 
¢NGWAY/DECK WATCHMEN: This service is advisable but not 
isory. In Ancona is a security firm “Istituto di Vigilanza Urbana e 
“mpestre” di Dattilo Salvatore. Tel: 201784. 
4ATCHES: Hatches are opened by the crew where they are of the 
tic type, and by the port labour force where they are of the 
ntional type. Hatches are re-closed in the event of rain. 
qsTOMS ALLOWANCES: On arrival in port, all goods under Customs 
aemption must be placed under seal. At the completion of Customs 
section, the Master may request the Customs officers permission to 
+ apply the following goods: 
5) cigarettes for each Crew member. 
® {kg. of salt for every 50 persons. 
® 9 grams of sugar per person per day. 
{5 grams of coffee per person per day. 
% \quor — small quantities to be agreed with the Customs officials 
ding to the time of year. 
8° 9EPATRIATION: It is possible to effect exchange of foreign Crew 
© sembers on board foreign vessels since there is in the port an office of 
| se Frontier Police. 
h% for repatriation purposes, the following travel connections are 
it ailable: 
® ‘ain: Viathe Ancona/Bologna/Rome line; via the Ancona to Rome direct 
se and via the Ancona/Pescara/Bari line. 
® & Departures from the Falconara Marittima Airport which is 10 km. 
) «omthe port and reached by bus. There are 2 daily departures to Milan, 
‘0 Pescara and 1 to Rome. 
® Sa: the following lines are available: 
tom ist January — 31st December, Wednesdays (1330 hrs.) and 
® ssurdays (2200 hrs.) to Patras by Greek vessel “Mediterranean Sea”. 
tom ist October — 30th May, Mondays (0900 hrs.) Tuesdays 
030 hrs.) and Fridays (1700 hrs.) to Zara and Spalato by Italian vessel 
 Tntoretto”. From 1st June — 30th September daily departure to Zara 
y Jugosiav vessel “‘Illirija’”. From 1st June — 30th September every 
it tursday (1300 hrs.) and Sundays (2200 hrs.) to Patras by vessel 
\editerranean Sky”. From 1st June — 30th September every Saturday 
"200 hrs.) per Panamanian vessel “Neptunia” to Patras, Corfu and 
‘fa. From 1st June — 30th September every Tuesday (2200 hrs.) to 
 varas per Greek vessel ‘“‘Patris”. From 1st June — 30th September every 
© Wednesday (1300 hrs.) and Saturday (2200 hrs.) departures to Patras 
tt ang Higoumenitza by Greek vessel “lonian Star’. From 1st June — 30th 
~ ptember every Tuesday (1700 hrs.) departures to Dubrovnik by Italian 
* essel “Tintoretto”. 
" There are other possiblities of connections with Greece and 
Yugoslavia. The information can be obtained by telephoning the 
‘olowing Agents: 


Adriatica Tel: 204915, 

Morandi Tel: 202033. 
| Paroletti Tel: 56789. 

Archibugi Tel: 202223. 


_ Agents manage the lines and can give times and frequencies 
sailings. 

_ ME: GMT plus 1 hour. From 29th March to 26th September, GMT 
tus 2 hours. 

HOLIDAYS: Every Sunday, 1st January (New Year); the Monday after 
“aster; 25th April (Liberation); 1st May (Labour Day); 4th May (Town's 
*aron Saint's Day); 15th August (Assumption); 1st November (All 
“nts); 8th December (Immaculate Conception); 25th December 
_ “yistmas); 26th December (St. Stephen's). 

_. "ork is possible on all these days, but at an increased rate. 

2 *0LICE/AMBULANCE/FIRE: Port Police 201030. Town Police 202860. 
i; “low Cross Ambulance 55622. Red Cross Ambulance 22680. Port 
0 
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“e Brigade 201715. Town Fire Brigade 22222. 
TELEPHONES: It is not possible to connect telephone lines on board 
:; “sels. In the port there are numerous telephone boxes for national 
‘“dlocal communications and where it is possible to telephone to any 
ei at of the world. 
» SERVICES: The following special services are available in Ancona: 
¢ Tank washing at Falconara Marittima by the “crude oil washing” 
ysiem, compass adjusting, repairs to radar or other electronic 
s Stuments on board and underwater work. 
MORE LEAVE: Foreign Crew members may go ashore from 0800 until 
| 20 hrs. the next morning provided they have a pass stamped by the 
/™ Police. Beyond 0200 hrs. a special permit from the police is 
| essary to allow an overnight stay outside the port area. 
PECIAL REGULATIONS: Vessels of draft greater than 30 ft. mooring 
*terths on the South mole are secured a short distance off the quay 
means of dolphins. 
YS: No delays. 
NOTICE: Regulations concerning navigation, fishing and anchoring in 
“nity of API installations: 
| | ltis forbidden for any vessel or craft whatsoever, with the exception 
“‘€ssels intended to operate at the API installations: 
(0 transit, remain or anchor within a radius of 1 nautical mile centred 
*)* ‘he installations; 
.)'0 anchor and fish by whatever means within a radius of 1 nautical 
centred on the installations quoted; 
’ '0 anchor, engage in bottom fishing or engage in any activity on 
"Sea bed within the area limited by the following points: 
A — Lat. 43° 40’ 20” N., Long. 13° 24' 57” E. 
B — Lat. 43° 44’ 28” N., Long. 13° 30’ 42” E. 
C — Lat. 43° 44’ 12” N., Long. 13° 31’ 09” E. 
D — Lat. 43° 39’ 42” N., Long. 13° 24’ 57” E. 
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2. In the areas of the sea mentioned in No. 1, all vessels and craft in 
general which accidentally become entangled with anchors, fishing 
equipment or similar, underwater pipe-lines, must obligatorily abandon 
such equipment on the bottom in order to obviate damage to it and 
inform as quickly as possible the Maritime Authority. 

3. Regulation No. 11/86 of 22.2.86 is in force. 

4. Those contravening this current regulation, provided that their action 
does not constitute the cause of a serious reaction, will be pursued 
within the terms of Article 1164 of the Navigation Code and must 
compensate for the damage caused. It is obligatory for all entities 
whatsoever to observe and cause to be observed the terms of the 
present regulation. 

Signed: The Commandant of the Port of Ancona. 

Date: 22nd February 1986. 

DEVELOPMENTS: 5 deep water berths (920 m.) to be constructed. 
Existing breakwater to be extended. New breakwater (300 m.) to be 
constructed, 

AUTHORITY: Capitaneria di Porto Ancona, Banchina Nazario Sauro 
12, 60100 Ancona, Italy. Tel: 071-51697. Telex: 561529 Compan I. 
Cables: Compamare Ancona. Contact: Francesco Colli, Harbour Master 


and Port Director. Paolo Castellani, Assistant Harbour Master. 
Allesandro Pavlidi, Port Captain. 
ARBATAX, Sardinia: 39.57 N. 09.42 E. (See Plan) 


SHIPMASTER’S REPORT: September 1980. 


PORT LIMITS: A vessel is considered to have “arrived” when she 
anchors in the roads 5 — 7 cables Northwards of the light of East 
Breakwater. Pilot leads vessel to the place for anchoring and also 
delivers on board all local documents and forms for completing for arrival 
clearance. 

PILOTAGE: Not compulsory, but only available in daytime for entering. 
On leaving port the Pilot is available day and night. VHF Channel 16. 
Pilot boat black hull, about 6 m. in length, white house, on which is 
painted ‘‘Pilotti’; vessel awaits the Pilot Northward of the light of East 
Breakwater between breakwaters and Isola D’Oliastra Islet in position: 
Lat. 39° 57.24’ N., Long. 09° 42.95’ E., depth on roadstead from 10 m. 
to 30 m., good holding ground. 

MAX. SIZE: Vessels of 200 m. length and max. draft 25 ft. 00 in. have 
entered. 

HEALTH: Free Pratique may be requested by radio to “Sanimare 
Arbatax”’ between 12 to 6 hours prior to arrival, advising vessel's name, 
nationality, last port, number of crew and passengers and state of health 
on board. If from another Italian port Free Pratique is granted 
automatically. 

VHF: Port Authority on Channels 16 and 11 from 0700 hrs. — 1900 hrs. 
TUGS: One tug with sufficient power for assisting in manoeuvres is 
available, ship’s lines used. Tug takes lines in the roads and 
accompanies vessel to the port. Prior to mooring vessel drops anchor 
with about 3 shackles, tug turns the stern of the ship towards the pier, 
after which the ropes from fore and aft are transported and secured on 
the pier, tug pushes vessel alongside the pier on the port-side. The chain 
is slackened until 5-6 shackles out. 

BERTHING: 

Banchina Ovest — length 450 m. — depth 25 ft. 

Banchina Postal — length 100 m. — depth 15 ft. 

Banchina Centrale — length 100 m. — depth 15 ft. 

Banchina Sud — length 80 m. — depth 15 ft. (for Ro/Ro ships only). 
CRANES: One private mobile crane, 6 tons capacity, for discharging 
pulpwood at Banchina Ovest. 

MEDICAL: Advise Agent of any requirements. 

DENSITY: 1025. 

FRESH WATER: Only from water barges. 

FUEL: Pipe-line 250 mm. in diameter from store tanks on shore to the 
terminal at the head of the West pier. 

HATCHES: Opening/closing is normally carried out by ship’s crew. 
Winchmen from stevedoring company or ship’s crew. 

CUSTOMS ALLOWANCES: Depends on flag of vessel. 
REPATRIATION: Regular line of ferry boats, train to Cagliari close to 
which there is an airport. 

TIME: GMT plus 1 hour from 29th March to 26th September, GMT plus 
2 hours European time. 

HOLIDAYS: 1st January (New Year's Day), 25th April (Liberation Day), 
1st May (Labour Day), 15th August (Assumption), 1st November (All 
Saint's Day), 8th December (Local Religious Holiday), 25th December 
(Christmas Day), 26th December (Boxing Day). 

IDENTIFICATION CARDS: Special shore passes issued by local police, 
against passports. 

DEVELOPMENTS: Present basin will be dredged to 9 m., new basin 
close to present one will be constructed with depth of up to 10 m. 
AUTHORITY: Ufficio Circondariale Marittimo, 08041 Arbatax, Sardinia, 
Italy. Contact: Antonio Camboni, Port Commandant. Tel: (0782) 667093, 
667072. 
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AUGUSTA (including Priolo and Melilli): 
37.13 N. 15.14 E. (See Plan) 


LOCATION: Augusta — Position refers to Torre Avolos Old Lighthouse 
in position Lat. 37° 12’ 37” N., Long. 15° 13’ 34” E. 

Priolo — Same position as Augusta, Priolo lays on Southern part of 
harbour including a chemical pier outside the breakwaters. The port is 
under the jurisdiction of Siracusa. 

Melilli — Correct name is Siracusa Santa Panagia, located 6 miles 
South of Augusta. Lat. 37° 06’ 30” N., Long. 15° 15’ 40” E. 

Largest scale charts: B.A. 181-187. U.S. 53000-53200-53201. Italian 
270-271. 

PORT LIMITS: A line drawn between Santa Croce Lighthouse and 
Magnisi Lighthouse defines the seaward limits of the Port of Au puta. 

Aline drawn between Punta Magnisi and Punta Santa Panagia defines 

the seaward limits of the port of Santa Panagia. 
DOCUMENTS: Ship's information must be sent by telex to Compamare 
Augusta, or to Compamare Siracusa for Santa Panagia, 24 hours before 
arrival (see “examples” below) in accordance with instructions issued 
by European Economic Community No. 79/116. 

Crew Lists (at least 4 copies). 

Custom Manifest. 

Passenger Lists (4 copies). 

Maritime Declaration of Health. 

Bills of Lading. 

Vaccination Certificates. 

The following documents must be sent to Harbour Master's Office: 

Certificate of Registry. 

Civil Liability Certificate (for tankers only). 

Information Note of Arrival. 

Additional Declaration of Departure. 

Cargo and Gear Safety Certificate. 

Safety Construction Certificate. 

Italian Light Dues. 

Tanker Check List (to be presented to Pilot for acknowledgement). 

In addition ships bound for the Esso Terminal must also radio the 
refinery, Rafinesso Augusta, via Roma Radio (IAR) 72 hours and 
48 hours before arrival, giving ETA in local time and following advice: 

Bill of Lading quantities in long tons, metric tons, gross bbls./net bbls. 

Slop quantity, water percentage, tank number. If slop mixed with 
cargo, advise quantity cargo in slop tank. 

Arrival draft. 

Temperature of cargo for vessel carrying atmospheric residues and 
catfeeds. 

For tankers calling to load: 72 hours prior arrival send cargo layout, 
preferred order of loading and number of grades ship can load at same 
time. 


Examples: Messages sent to vessels: 
Vessel Over 20,000 g.r.t.: 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessels data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, IGS yes/no, Paris memo issued date prescriptions, if any, 
last port and confirm if all apparatus, hull machinery in good order. ~ 


Vessel under 20,000 g.r.t 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessel’s data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, Paris memo issued date prescriptions, if any, last port and 
confirm if all apparatus, hull, machinery in good order. 


Chemical Carriers: 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessel's data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, Paris memo issued date prescriptions, if any, certificate of 
fitness/IMO yes/no, last port and confirm that all apparatus, hull, 
machinery are in order. 


Vessel's reply: 
To: Harbour Master, Augusta. 
Telex: 972336 Compau | 
Vessel Features Capo Argento, IBMX, Italian Flag, g.r.t. 2,976, 
d.w.t. 4,500, LOA 100 m. max. draft 5.95 m. 


ETA Pilot Pilot Augusta, 2nd December, 0600 hrs. 
Agent Mayflower Shipping Agency 

Reason of Call Unloading 1,400 tonnes Ethylene 
Cargo Ethylene 1,400 tonnes 

SOLAS Available SOLAS 74/Prot 78 

1OPP Expiring 30th April, 1986 

CLC Expiring 20th February, 1986 

Paris Memo Athens 19th September, 1985/No Prescription 
IMO Expiring December 1985 

Last Port Porto Torres 

Remarks In good order 


Master Capo Argento 


PILOTAGE: Compulsory for vessels over 500 g.r.t. — 24 hours service 
— Second Pilot recommended by Local Authorities for vessels of 60,000 
g.r.t. or above. Weather permitting, Pilot boards about 1 mile East of 
port main entrance — In case of bad weather, the pilot boat will station 
itself just inside the entrance and instructions to proceed will be given 
to vessels by VHF. Upon request, to facilitate vessels, or for other special 
reasons, Pilot can board up to 3 miles off the normal embarkation point. 

Pilot charges vary with vessel's g.r.t., for hours between sunrise to 
0800 hrs. and 1700 hrs. to sunset, for night hours, for Sundays and 
holidays, for flammable and explosive cargo and for boarding over 
1 mile from main breakwater. 
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ETA to be confirmed 1 hour before arrival, calling * Yon 
Station” on VHF Channel 12. In case of no radio contact, vessels 
stop about 2 miles Eastward of the breakwater and hoist or as 
international code signals. 

The pilot boat has a black painted hull with a white band and yw | 
superstructure with the word “Piloti’’ painted on both sides. 

For Santa Panagia (Melilli), Pilot will board 1 mile seaward from Py 
Santa Panagia for vessels incoming from South and 1 mile se 
from Punta Magnisi for vessels incoming from North. Pilot shoujg, | 
contacted on VHF Channel 14. Second Pilot recommended by Ly 
Authorities for vessels of 60,000 g.r.t. or above. 

APPROACHES: There are 2 entrances: the main one is situa | 
between the central and northern breakwaters, with leading lights » | 
heading of 273° 51’ — Entrance is about 260 m. wide, with a depth» 
36 m. in the middle, and may be used day and night. 

Note: Vessels entering should be lined up on the leading lights/my 
1 mile before entrance and ship departing 0.5 miles before exit. Ing 
of controversy Harbour Master will ask for documentation of a i 
positions. 

Santa Panagia is an open road and berthing to ISAB Terming | 
allowed in daytime only. 

A current may cross the entrance after prolonged periods of wi , 
weather. The leading lights/marks are sometimes obscured by sm ; 
from the industrial plants in the Southern part of the harbour. Ns 
vessels and outbound traffic have the right of way when passing throy 
the harbour entrance. { 
Santa Panagia: | 

(a) Masters are cautioned when approaching Santa Panagia by ny 
as there are no navigational aids in this area. Only 2 lighthou 
(Murro di Porco Lighthouse to the South and Cape S. Om; 
Lighthouse to the North) can be used to fix the position of | 
vessel. In the landfall however, their bearings are opposite ¢ | 
therefore useless. Radar must be in good operating conditior 

(b) Tunny nets are laid down in the area and marks can}\ 
temporarily missing and small fishing boats engaged in net fist: 
may be encountered up to 8 miles from the coast; these bo 
carry no special marks or lights to indicate that they are , | 
nets. 

(c) Naval ships quite often exercise off the East coast of $i | 
particularly in an area including Augusta to the North a; 
extending well South of Syracuse. | 
Two submarine exercise areas are close to this part of the oo 

(d) Acurrent may cross the entrance of the bay as well as the term 
area after prolonged periods of windy weather. 

ANCHORAGES: Pilot compulsory inside and outside the breakwat 
within the port limits. 

The Inner Anchorage has a central zone with a depth of wala 
less then 22.4 m. 

Outside it is recommended to anchor South of Main Entra 
because North of it there are many limitations. 

For Santa Panagia Pilot compulsory inside the harbour limits — vess | 
anchoring outside of this line are not considered to be in pone 
consequently without port dues. ‘ 
MAX. SIZE: VLCCs can enter the harbour with tug assistance, with! : 
following limitations: 69 ft. draft for operations in the road (bunker 
provisions — crew changes) and 66 ft. 10 in. with a max. displaces: 
of 450,000 tons to moor alongside SELM Priolo Supertanker Jetty.’ 
Santa Panagia no limitations. 

HEALTH: Vessels arriving from countries not suspect of opie 
diseases can ask and receive Free Pratique by radio, sending a telegt 

not more than 24 hours before arrival to “Sanimare Augusta” via Rot ¢ 
Radio (IAR) or “Sanimare Siracusa” for the Port of Santa - 
Arrivals from Italian or EEC Ports are considered clear. 

It is necessary to request Free Pratique by radio because rn 
Officers do not board vessel from sunset to 0800 hrs. 

The Office of the Health Department is located at Via Lungom | 
Rossini. Tel: (0931) 974920. | 
RADIO: Augusta Radio P.T. Listening on 2182 kHz. Working on sf 
and 2260 (24 hour service). 

VHF: Augusta Radio P. T. Call Channel 16, working Channels 268 
27 (24 hour service). { 
Harbour Master (Channel 16). j 
Pilots (Channel 12). Working 24 hours. } 
Tugs and Line Handlers (Channel 8). Working 24 hours. , 
Taxi-boats (Channel 10) From 0600 to 2330 hrs. , 
Agents Connection (Channel 9). Office hours. { 
Traffic Control (Channels 9 and 12). Working 24 hours. 
TUGS: Tugs available in the harbour: 4*2,000 h.p., 22,400", 
3x2,500 h.p., 21,200 h.p. and 1 tug on stand-by/emergend ; 
2,600 h.p. | 

Harbour service: 6 tugs on duty from 0700 — 1200 hrs. and from 1! ; 
— 1800 hrs. 3 tugs available from 1800 — 2200 hours and 2 tugs aval; 
from 2200 — 0700 hrs. 

Tugs’ charges vary with vessel's g.r.t., for hours between 0001 - -o 
hrs, 1200 — 1300 hrs., 1700 — 2359 hrs., for Saturday, Sunday! 
holidays, for service exceeding 1 hour, for operations at SELM —P* 
Terminal. 

For Santa Panagia there are 3 tugs available, 1 tug can be emp 
from Syracuse Harbour — additional tugs can be supplied from Aus 
Harbour. 

Use of tugs is compulsory for berthing and unberthing. The nu® 
of tugs allocated is decided by the Harbour Authority according toe 
tonnage. Because of tug crew duty rosters, the most suitable tugs” 
not always be available. Tugs make fast on the hook after the 
has cleared the entrance, using ship's ropes. Pilots communicate’ 
tugs via VHF portable radios which they bring on board with the™ 
Line Handlers: Service is performed with 1 launch for vessels 0’ 
than 10,000 g.r.t. and 2 launches for vessels above 10,000 g.rt 

Wires are not accepted but may be used when provided with 4° 
Manila or other fabric end tail with eye. 
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sparge varies with vessel g.r.t., flammable and explosive cargo, rain, 
©! eng time (1 hour delay), overtime from 0600 — 0800 hrs., 1200 — 
a| “piys., 1700 — 2000 hrs., night hours, Saturday, Sunday, holidays, 
®| cs above the total of 8 and mooring on dolphins/buoys. 
THING: Commercial Wharves: 
&| “aoRo Pier: Length 260 m. Depth 12.0 m. 
ganchina di Riva: Length 246 m. Depth 12.0 m. 
te Commercial Quay: Length 255 m. Depth 12.0 m. 
| »nsortium Jetty: Length 738 m. Depth at seaward end 12.2 m. 6 berths 
b salable. With Port Authority permission vessels may berth to discharge 
é rs pallast or transhipment cargoes. 
yaCET. Berth Nos. 1, 2 and 3 are at a finger jetty. Berth Nos. 1 and 3 
x «ed only by coasters and bunkering barges. Depth 12 ft. Berth No. 2 
i sed by vessels up to 25,000 d.w.t. on stern discharge. Depth 28 ft. 
we “Plan’’). 
iy | sechem Augusta: Punta Cugno — Berth Nos. 3, 4, 5 and 5 Bis. 
% “gerth No. 3 Northern Jetty used by Enichem Augusta for discharging 
mg| ndloading chemical products. Berth accepts vessels up to 3,000 d.w.t. 
~onng alongside. Depth 17 ft. 
| gerth No. 4 (Mid Jetty) used by Enichem Augusta for barges. 
gerth No. 5 (Southern Jetty) used by Enichem Augusta for vessels 
10 30,000 d.w.t. moored by stern for loading/discharging black/white 
4 mucts and chemicals. Depth alongside 30 ft. . 
~ eth No. 5 Bis used by Enichem Augusta. It is a steel island 
| amnected to Berth No. 5 for vessels up to 5,000 d.w.t. for loading/ 
| geharging black/white products and chemicals. Depth alongside 21 ft. 
| fs90: Pier No. 1: Length of pier about 1,050 m. Heading 110°. 
Berth No. 6: Used only by bunker barges. 
Berth No. 7: For vessels up to 10,000 d.w.t. with LOA 197 ft. — 525 ft. 
em deth of water 35 ft. Pipe-lines with connection of 6 in. Loading rate 
th S0tp.h. — 900 t.p.h. Loading of gasoline, gasoil, bitumen, fuel oil. 
m jangway ashore. Stern loading only. 
. Berth No. 8: For vessels up to 38,000 d.w.t. with LOA 197 ft. — 820 ft. 
be depth of water 35 ft. Pipelines with connections of 8 in. Loading of 
m gasoline, JP/S, benzine and bitumen. Loading rate 165 t.p.h. — 900 t.p.h. 
as Gangqway ashore. Deballasting pipe-line available for all berths. 
m dameter 14 in., rates from 700 to 2,000 t.p.h. Shore capacity 20,000 
pis, 
iy er No. 2: Length of pier about 1,150 m. Heading: 110° ending in a 
m sel platform. Large tankers discharge crude oil on either side of the 
jatorm at rates of up to 6,000 t.p.h. 
a’ North side, No. 10, receiving tankers. up to 90,000 d.w.t. with LOA 
"@ 804. - 909 ft. Depth of water 51 ft. Loading of gasoline, gasoil, fuel 
», lube oil. Connections: 6 in. for bunker, 10 in. for black and white 
ef woducts, 10 in. for lube oil. Gangway ashore. 

South side, No. 11, depth 54 ft., receiving tankers up to 140,000 d.w.t. 
mh LOA 504 ft. — 974 ft. Depth of water 54 ft. Loading of all products 
8No. 10 except lube oil. Connections 10 in. No night-time movements 
% wvessels over 60,000 g.r.t. 

At about 400 m. from end platform there are 2 smaller platforms 
eb Berths No. 9 and 12). 

i Berth No. 9: Receiving tankers up to 10,000 d.w.t. with LOA 197 ft. — 
491. Depth of water 26 ft. Loading of gasoline, gasoil, fuel oil, lube oil. 
It ‘ppe-lines with connections of 6 in. — 24 in. 

~| Berth No. 12: For tankers up to 12,000 d.w.t. with length 213 ft. — 
8 421. Depth of water 28 ft. Connections of 6 in. Loading of same 
“0 yoducts as No. 9. Alongside the pier pipe-lines are of diameter of 18 in. 
02% in. for crude oil, 16 in. to 20 in. for fuel oil, 14 in. for diesel and 
@ ‘soll, 10 in. for kerosene, 8 in. for gasoline, 10 in. for naphtha and JP4. 
a? Tere is also a 14 in. pipe-line for deballasting and 8 in. lines for lube 

All berths are provided with gangway. At Nos. 10 and 11 vessels 
j#| "ay use wire ropes only if the eyes are made of either manila or nylon. 
‘icem: A finger jetty. Berth Nos. 13 and 14 with depths of 23 ft. Used 
art 
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small vessels carrying cement in bulk. Operations are through a 
‘weyor-belt system, with a handling rate of about 300 tons per day. 
Shs No. 13 Bis and 14 Bis recently completed but not yet in use. 
‘AT.O. Pier: Berth Nos. 15 and 16 in depths of 35 ft. and 36 ft. 
*pectively. Used for loading and discharging petroleum products, but 
“ng a Navy jetty, berthing is subject to priority being given to Navy 
| Suirements. 

LM-Priolo: Supertanker Jetty: For vessels up to 420,000 d.w.t. Berth 
Xs. 17 to 24 at SELM Jetty; Berth Nos. 25 and 26 at Steel Island; Berth 
"27, for vessels up to 20,000 d.w.t. which are moored by the stern, 
"¢secured to 4 buoys with bow anchors down. Berth used for chemical 
“0 petroleum products. All the berths have a deballasting pipe-line. 
amnections: 16 in. for crude and 8 in. for products. 

ELM concrete jetty: Both dry and liquid chemicals are handled at 
‘sjetty. Berth No. 28, for small vessels whose length is not more than 
m. moored by the stern. Berth No. 29, for vessels up to 20,000 d.w.t. 
0 th No. 31, for vessels up to 30,000 d.w.t. Bagged cargo at a rate of 
be £000 tons per day, and bulk cargo up to 4,000 tons per day, load or 

‘charge. Berth No. 30 used by bunker barges. Berth No. 32, for small 


—— 
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| *Kers only. 

i} Serth Depth Max. Draft Max. DWT 

gt} No (ft.) (ft.) 
7 14.75 13.01 1,000 

a} 18 24.28 22.06 6,000 

g| 19 42.00 40.35 3,000-48,000 
20 73.50 64.99 250,000 

| et 73.50 66.08 375,000 

gf} 22 45.90 42.00 3,000-48,000 

eg) 23 24.60 23.00 6,000 

g} 24 11.81 9.08 1,000 

eo 45.93 42.06 5,000-70,000 
26 45.93 37.06 5,000-35,000 

2 4 37.40 34.00 26,000 

} 30 14.43 1300 Meee DY, 
31 wer 31.06 grimon 
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ENICHEM — ANIC; (Carichi Liquidi): Is situated in Priolo’s Cove. 
Chemical products are handled. Berth No. 33, for vessels up to 3,000 
d.w.t. Berth No. 34, for vessels up to 15,000 d.w.t. Berth No. 35 and 
No. 36 used by small vessels only. 

Also see “Shipmaster’s Reports”. 


Santa Panagia: Berthing Procedure: At all berths vessels are berthed 
so as to head outwards. The vessel approaches the berth almost 
perpendicularly to the pier and with the aid of tugs (generally 6 for a 
VLCC) and swung seaward, to approach the berth with an angle of 
about 45°. When at safe distance from the berth and almost in position, 
the vessel is then swung parallel to the berth and pushed alongside. 

No anchor is used, however, both must be ready for any emergency. 
The following are the maximum landing speeds: 

Berth No. 1: 25,000 d.w.t., 22.5 cm./sec. 

50,000 d.w.t., 17.0 cm./sec. 
10,000 d.w.t., 25.0 cm./sec. 
30,000 d.w.t., 30.0 cm./sec. 
Berth No. 5: 250,000 d.w.t., 14.5 cm./sec. 
50,000 d.w.t., 21.0 cm./sec. 
Berth No. 6: 385,000 d.w.t., 13.5 cm./sec. 
50,000 d.w.t., 21.0 cm./sec. 
Cautionary Advice: Masters are cautioned that prevailing strongest 
winds and the resulting swell can affect their stay alongside. It is 
therefore very important that vessels, particularly high freeboard ships 
pay particulary attention to moorings. The most efficient moorings are 
all wire moorings — mixed moorings of different stretch characteristics 
and breaking strain should be avoided, particularly in breast lines and 
springs. 

Moorings reeled on winches must be held by brakes hardened up to 
full torque. No self-tensioning devices should be used. The mooring must 
be reeled in such a direction as to assist the break. Where split drum 
winches are used, a maximum to 2 layers should be on the working 
drum when the mooring reaches the shore bollard/mooring hooks. Brake 
must be in good condition. 

There are limits applicable to freeboard from a windage point of view. 
This together with maximum operable wind speeds will be discussed 
with Master's of VLCC by a Terminal Supervisor. The vessel must be 
held firmly against the fenders at all times. It is unnecessary and 
dangerous to slack away lines, even if they appear taut, if the ship is 
not hard against the fenders. 

The minimum recommended is 2 spring lines and 2 breast lines at 
each end. 


Berth No. 2: 


Melilli: Operator: Industria Siciliana Asfalti and Bitumi (ISAB). 

The terminal is situated 6 miles South of Augusta, 5 miles North of 
Syracuse, Sicily. The Marine Terminal is connected to the Refinery 
storage through 5 lines for LPG and 18 large diameter pipe-lines for 
Crude and Products which allow for high unloading and loading rates. 

All berths are equipped to ensure rapid and safe operations. 

Clean and dirty ballast discharge facilities, including ballast reception 
tanks of 100,000 cu.m. (0.6 million barrels) are available. 

A sheltered harbour accommodates service boats and 3 modern 
2,000 h.p. tugs are permanently available. 

When more tugs are required, additional units are supplied from 
nearby Augusta. 

Bunkering facilities are available on all berths and sea-going barges 
are operating from the Terminal and from a sheltered harbour equipped 
for bunkering purposes. 

Crude Oil Transhipment: The marine facilities are also suited for 
transhipment from ULCC-VLCC to smaller tankers better fitted to serve 
various refinery and/or pipe terminal locations in the Mediterranean and 
Adriatic. 

Crude and Product Storage: 8 tanks are available for incoming crude 
with a total capacity of 800,000 cu.m. (5 million barrels). 

Semi-finished (intermediate) product storage enables the operation of 
plant units when upstream sections are not available for short periods 
and contributes to Refinery flexibility. 

In particular there is large storage of fuel oil and gas oil fractions and 
12 motor fuel component storage tanks. 

Total intermediate storage in 27 tanks, amounting to 431,000 cu.m. 
(2.7 million barrels). 

Finished product storage is in 38 tanks of various grades with a 
capacity of 825,000 cu.m. (5.2 million barrels). 

A further 42,000 cu.m. (0.25 million barrels) are held in Refinery 
service tanks. 

Jetty: Deep water is available close to the shore at the jetty side. The 
marine facilities consist of a finger with 5 berths having the following 
capabilities and restrictions: 

Berth No. 6: Vessels of minimum 18,000/max. 600,000 d.w.t. 
Max. LOA 1,200 ft. max. draft 78 ft. For unloading crude and loading 
fuel oil. 

Berth No. 5: Vessels of minimum 18,000/max. 250,000 d.w.t. 
Max. LOA 1,200 ft. Max. draft 78 ft. For unloading crude and loading 
fuel oil, gasoil and gasoline. 

Berth No. 1: Vessels of minimum 5,000/max. 55,000 d.w.t. Max. LOA 
790 ft. Max. draft 42 ft.6in. For unloading crude and loading all 
products. 

Berth No. 2: Vessels of minimum 10,000/max. 30,000 d.w.t. Max. LOA 
650 ft. Max. draft 36 ft. For unloading crude and loading all products 
except LPG. 

Berth No. 7: Vessels of minimum 500/max. 3,000 d.w.t. and LPG 
carriers of minimum 500/max. 1,500 d.w.t. Max. LOA 320 ft. Max. draft 
18 ft. For loading all products. 

Somicem-Magnisi: Sea berth, stern mooring for loading crude oil 
— max. 22,000 g.r.t. Draft 36 ft. 

Also see “Agent's Report”. 

STEVEDORES: Available from Compagnia Lavoratori Portuali. 
CRANES: Heavy Lifts: Floating cranes with lifting capacity of 20 tons — 
94 tons at a distance of 27 m. — 12 m. are available. 
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MEDICAL: Medical and hospital facilities available. Vaccinations done 
on board. Advance notice preferred for assistance required on arrival. 
TANKERS: See “Agents Report” for accomplishments required before 
entering the Harbour and “Berthing’’ for facilities. 

All petroleum product carriers, chemical and gas tankers calling at 
Augusta for loading or discharging must confirm, by cabling the Harbour 
Master, that the responsible officers taking care of loading/discharging/ 
handling operations, fulfil the requirements according to IMO Convention 
STCW/78 and are in possession of relevant valid certificates. 
DENSITY: 1025, however it may be reduced by heavy rain. 

FRESH WATER: Good quality potable water available by barges. 
FUEL: All grades available by pipe-line or barge at anchorage, 
max. draft 65 ft. 

Suppliers Esso, Agip, |.P., Shell, Mobil and Gulf. 48 hours notice 


required. 

CONSULS: 
Denmark Tel: (0931) 977470. 
Liberia Tel: (0931) 975341. 
Norway Tel: (0931) 978544. 


REPAIRS: Not permitted to tankers while alongside refineries jetties, 
may be carried out, while at anchorage, subject to Harbour Master's 
authorisation. If repairs to engine or it will affect the proper use of engine 
or in any way restrict the capability of manoeuvring the ship, continuous 
tugboat assistance may be imposed. Light steel, carpentry and routine 
maintenance is available from small local shipyards. Also electronic and 
electrical services. 
DRY DOCKS: One floating dock, length 105 m., breadth 17.10 m.., lifting 
capacity 3,000 tons. Ships up to 5,000 g.r.t. can be moored alongside 
the dry dock for light repair operations. 

One floating dock, length 115 m., breadth 22.0 m. Lifting capacity 
2,750 tons. 
SURVEYORS: Available. 
GANGWAY/DECK WATCHMEN: Employment of shore watchmen 
advisable. Employment of shore fire guards advisable. 
OPENING/CLOSING HATCHES: Normally by ship's crew. 
CUSTOMS ALLOWANCES: 40 cigarettes and 1 opened bottle wine/ 
spirits per man. 
REPATRIATION: No difficulties. 
AIRPORT: Nearest at Catania, can be reached in 40 minutes (distance 
40 km. by car). Daily flights to Rome and Milan for international 
connections. Weekly flights to North Europe capitals available. 
TIME: GMT plus 1 hour. Summer time, last Sunday in March to last 
Sunday in September, GMT plus 2 hours. 
HOLIDAYS: Tankers not affected. 1st January; Easter Monday; 25th 
April; 15th August; 8th December; 25th December. 
POLICE/FIRE/AMBULANCE: Boundary and Immigration Police, Tel: 
113; Police (Carabinieri), Tel: 112; Ambulance, Tel: 971122; Fire, Tel: 
974777. 
TELEPHONES: Situated at all berths, not for private use. No direct 
connection to vessels. 
SHORE LEAVE: Immigration Police issues shore passes to permit the 
landing of the crew and passengers. 
IDENTIFICATION CARDS: Shore passes given by Immigration Police. 
GENERAL: Garbage removal: Compulsory service on arrival and every 
24 hours thereafter. 


SHIPMASTER’S REPORT: June 1982. 

If landing a sick crew member, Pilot will board and vessel anchors inside 
the breakwaters. Harbour Master and assistant boarded to check that 
ship's certificates all valid. All usual entry papers required except Crew 
Declaration and Stores List, but total quantity of cigarettes required. 
Crew Lists on IMO Fal Form 5. Cables sent to Agents on Sundays and 
holidays should include Telex number in address otherwise they are not 
delivered until the next day. 

We were anchored about 1.5 hours and the Pilot stayed on board. It 
was necessary to send ashore some crew members to assist with the 
stretcher, but they brought it back with them. 

EEC Tanker Check List required. 


SHIPMASTER’S REPORT: April 1985. 

Radio Pratique: Send radio message, 12 hours prior to arrival to 
“Sanimare Siracusa”. 

Pilotage: Pilot boards 1 mile North of Cabo Santa Panagia and is 
contacted by VHF Channel 14. Call sign is “Siracusa Pilots”. 

Fresh Water: Water is available by barge from Augusta so advance 
notice required. 

Repairs: Normal repairs, but no welding can be carried out alongside. 
Fuel: Bunkers are taken via pipe-line when loading/discharging. 
Officials: All Officials come from Siracusa (Syracuse). 

Ship Chandlers: Available. 


SHIPMASTER’S REPORT: February 1987. 
Vessel: 95,000 d.w.t. 
Berth: Santa Panagia Oil Terminal (formerly Mellili). 
Pilot boards to anchor the vessel. He boards about 1 mile N.E. of 
Santa Panagia. The anchorage is in deep water, bottom mud and clay. 
After anchoring, Agent boards with Harbour Master to check vessel's 
documents. As is usual at Italian ports, 3 firemen live on board. 
1 tug each end, 2 ship's lines, 1 tug pushing, their lines taken ashore 
by boat. Tugs are paid by the hour (i.e. 1 hour 5 mins. = 2 hours’ pay). 
Shore passes required and shore leave is by boat to boat harbour. 
Ship’s stamp required on all documents. 


SHIPMASTER’S REPORT: May 1987. 
Port : Priolo. 

Vessels are directed to proceed to Santa Panagia Bay by the Agent. 
It comes under the jurisdiction of Siracusa. Pilots are picked up at 
Siracusa or off the berth. This appears to be dependent on what berth 
movements there are. 
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Anchorage is close off the berth or in Siracusa Bay. Vessel is Char 
for anchorage whether used or not. 

There are no known restrictions at the berth. 

Stores appear to be a considerable problem, due to Cusip 
Regulations, so cancelled our requirements. Laundry was » 
expensive. 

Shore leave is by launch from ship. No walking along jetty is allow. 
Passes are supplied by Agents. 

Master or his deputy must visit Harbour Master's Office to sight» 
sign for having seen Italian Notices to Mariners. 


SHIPMASTER’S REPORT: October 1987 (Updated February 1983 
Documents: ' 

6 Copies Crew List. 

2 Copies Crew Declaration. 

2 Copies Manifest. 

1 Copy Health Declaration. 

1 Copy Arms and Ammunition List. 

6 Copies Cargo Manifest. 

All Passports. 

The port is a naval port and tends to be very strict with documentaty 
All the certificates are to be sited by the Harbour Master and a de 
officer before they are taken ashore to the Harbour Master's Ofp 
Shore passes are issued. 

Charts: BA. Charts No. 966 and 1941. 

Approaches: Mount Etna is often seen visually at about 60 miles. } 
behind Catania about 20 miles to the North of Augusta. The Catz 
area often shows up on the radar at over 70 miles. Cape Spartiveny 
a good radar target at 80 miles. 

In the vicinity of Augusta, Siracusa and Cape Morro Di Porco ha 
proved to be good radar targets at over 40 miles. 

There is a Racon (G) on the North beacon (green) at the m 

breakwater entrance. 
Pilotage: Pilotage is available throughout 24 hours. Daytime moveme 
only are carried out at certain berths. If vessel has to await berthings 
can always anchor inside the breakwater. The pilotage service is 9» 
and efficient. Many traffic movements take place in the port. 

The Pilot boards from a fast black hulled ‘Speedcutter’. If the weaty 

is good he will board 0.5 miles outside the breakwater and if the wea) 
is poor he will board inside the breakwater heads. VHF Channel 12 
used for communicating with the pilots. He may also be conta 
through the Port Authority telex (Telex No. 0043912336 COMPA\ 
The Pilot requires an EEC Tanker Check List. Overtime rates charg 
between 1900 hrs. and 0800 hrs. 
Anchorages: The anchorages off Augusta are generally poor, espece 
in bad weather as the bottom shelves rapidly and the holding groun 
poor. The best anchorage for large vessels is about 100° T at a distat 
of one mile from the Southern Breakwater entrance (anchorage 
prohibited within 1 mile of the entrance). Small vessels anchor int 
northern area near Porto Xifonio. A favoured anchorage area for \a) 
vessels away from Augusta is at Bahia Dis Panagia which is att 
4 miles South of Augusta. The alternative area is in the Bay of Sire 
which is about 6.5 miles South of Catania. This Bay is open and? 
holding ground is quite good, thereby allowing vessels to drag sat 
In February 1988 the coastguard moved us away and told us that 
Catania or Augusta could be used for waiting. 

Vessels nominated to berth or for services (bunkering, stores, & 
anchor inside the breakwater and under Pilot's guidance. Small vess 
use Waiting Area “A". Vessels can drag in strong winds so a seo 
anchor and engines to be kept in readiness. 

Health: Vessels are to request “Free Pratique” from Sanimare Augus 
Telex No. 0043 970817 AUG RT, 24 hours before arrival or earl 
arriving from a nearby port. The vessel is to answer standard We’ 
Health Declaration questions. The agent will confirm Free Pralt 
before the Pilot boards. Free Pratique not necessary if from EEC cout 
Tugs: Many tugs available. Ship's lines are used. 
For Tankers, the following applies: 
GRT 500— 2,000 inward 1 tug 
2,000 — 5,000 inward 1 tug 
5,000 — 12,000 inward 2 tugs outward 1 tug 
over 12,000 inward 2 tugs outward 2 tugs 

For Dry Cargo vessels under 5,000 G.R.T. no tugs required inw 
or outward. 

If over 5,000 G.R.T. the table above applies. 

Berthing: The port is mainly for oil products and gases. There * 
berth for fertilisers near the Southern Breakwater. All berths in the? 
are numbered. 

For gas products Pontile Montecantini, just outside Augusta # 
Breakwater, is used and it handles all gas products. 

Pontile Super Petrolier (Berth No. 18 — inner North side) which s» 
South of the Military Pier also handles gas products. All berths are’ 
fendered. Mooring boats are used. 

At Pontile Montecantini which is well exposed in the Wintel’ 

moorings consist of 2 head/stern lines, 2 breast lines and 2 springs® 
end. Vessels berth head out at all piers. At Pontile Montecantini ve* 
berth on either side, the North side berth is No. 34. The use of the? 
gangway is compulsory. It is used by pier personnel only. The oftst 
anchor is used when berthing. 
Cargo: Pontile Montecantini Pier - Priolo: Vessel required to nite 
purge to less than 0.2% and less than —50°C dewpoint in 13 
(2,756 cu.m.) at about 1,000 cu.m.p.h. The surveyor was not ofte 
attendance, the ship's staff did all the monitoring. 

The propylene Chicksan is 6 in. with a 6 in. vapour return to* 
flare. 

Shore maximum loading rate 250 t.p.h. Temperature in tank -* 
giving a manifold temperature of —44°C. The shore minimum (@ 
cooling down is 20 t.p.h. The requested supply rates adhered to? 
closely by the terminal. Only a little English was spoken by the! 
staff. There is a shore stop for minimum/maximum. 


outward None 
outward 1 tug 


a 


gentile Super Petroliere: For LPG mixture, Propane 25%, Butane 


se 


‘wdraulic Boom/hose arrangement is 6 in. 300 ASA with 2 in. vapour 
w attached. Shore reducer supplied, shore labour connect/disconnect 
ses. Max. rate 200 t.p.h. Temperature LPG mix —4°C. Density 0.5667 
¥ 15°C Ship stop only. On presentation of Bill of Lading, watch 
serence; we were presented with shore/ship difference of 45 tonnes 
» ascharge Tripoli, Libya. Understand this happens from time to time. 
cesh Water: Fresh water is available by barge throughout 24 hours at 
siberths. Any quantity of water can be supplied at a fast pumping rate 
eng the barge hoses. 

sseral’ Boat service is provided by calling on VHF Channel 10, give 
se vessel's berth number or anchorage position. This is the only way 
«et ashore as walking down the piers is not permitted. 

“Spore passes are required. 

aunker barges are operated on VHF Channel 9. They are suitable for 
wending large tankers but are very awkward when supplying small gas 
vessels 

oa are numerous ship chandlers available at the port, the produce 
sgood and the prices are reasonable. 

‘As this port is a Naval port it is under very strict control of the Military 
ugpour Master. They monitor gas vessels very closely. 

Daily rubbish collection is compulsory. 

The nearest airport is at Catania which is about 20 miles to the North. 
Customs board after the Agent. Immigration matters now carried out 


shore. 


AGENT'S REPORT: 
the following is a copy of a telex received from a ship’s Agent in 
february 1980. 

From: Seafox — Shipping Agents and Bunker Brokers. Head Office: 
va Garibaldi, 3/5. Phones : (0931) 977470-978544. Telex: 970072 
30NMAR |. Cable: Seafox Augusta Tlx. 970072. 96011 Augusta, Sicily. 

We are acting as Shipping Agents in Augusta-Siracuse-Melilli (ISAB) 
sorts and in this connection we take the liberty to advise you of new 
ydinance issued by Ports Authority in Augusta and Siracuse Ports in 
wder to be able to inform through your good publication well known 
wer the world. 

Port Information: 

‘ccording to instructions issued by European Economic Community 
\o. 79/116, please be advised that Augusta Port Authority introduced 
anew Ordinance, to apply immediately, as follows: 

Quote: 

All Masters of petroleum-gas-chemical tankers, having d.w.t. 1,600 
| md over, with full or partial cargo or in ballast and not gas-free. Before 
| mlering or leaving Italian ports must comply with following regulations: 
1. Indue time, before entering territorial waters adjacent to the port, 

cable via Romaradio to their Agents: 

(a) Ship's name and call letters. 

(b) Ship's flag. 

(c) Length and draft. 

(d) Destination port and ETA. 

(e) Quantity and quality on board. 

(f) If ship carrying chemical products in bulk, Master's 
declaration to be in possession of safety equipment and 
construction certificate to carry chemical products in bulk, 
according to IMO Code. 

(g) If ship carrying chemical products in bags or liquid gas in 
containers, Master's declaration to be in possession of the 
appropriate certificate, according IMO Code. 

2 On Pilot boarding vessel, Master must submit following Check 
| List, duly filled, to the Pilot: 


(a) Vessel’s details: 
1. Ship's name. . Kind of propulsion. 

2. Flag. 11. Agents. 

. Owners. . Propulsion apparatus-horsepower. 
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. Port of Registry. . Draft forward. 


. Year built. 14. Draft aft. 
6. Gross tonnage. 15. Draft amidships. 
7. Length. 16. Cargo (according to cargo plan). 
8. Classification. 17. Quality. 
9. Call letters. 18. Quantity. 
(0) Safety Equipment Good 
Working 
; Order Deficiencies 
(i) Construction and technical equipment (Yes) (No) 


Main engine and auxiliaries 
Main rudder apparatus 
Auxiliary rudder apparatus 
Anchor apparatus 
Fire fighting equipment 
(ii) Navigation equipment 
Characteristic of available manoeuvrings 
First radar apparatus 
Second radar apparatus 
Gyro compass 
Magnetic compass 
Radio direction-finder 
Echo-sounder 
Other electronic equipment to determine 
vessel's position 
Radio equipment 
Radiotelegraphy apparatus 
Radio-telephone apparatus 
VHF apparatus 


” ” 


” 


(iii) 
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(c) Safety Certificates and other documents: 
Safety Construction (Valid) (Not valid) 
Safety Equipment Certificate ie y 
Safety Radio-Telegraph Certificate 
Safety Radio-Telephone Certificate 
Cargo Certificate 
Registry Certificate 
International Oil Pollution Liability 
Certificate 

Oil Record Book up to date 

Fitness Certificate to carry chemical 

products in bulk according to IMO 
Code 

Fitness certificate to carry LPG in 
bulk, according to IMO Code a i 


Valid From — Till 


(d) Master and Crew on board 
Description of Title and Number — issued certificates of... .. 
Date issued 
Place issued/country 
Master 
Chief Mate 
Second Mate 
Third Mate 
Chief Engineer 
First Engineer 
Second Engineer 
Third Engineer 
Radio Officer 
Pilot on board 
Remaining other crew members, deck and engine 
Date SY.) 04. oe 3 FS 
Master's signature or Master's Representative 
(if applicable) 


Unquote 

Please kindly instruct all Masters to comply accordingly in order to 
avoid delay in entering the port. 

These same regulations apply for Melilli Port (ISAB Terminal) except 
for first part of information which all Masters have to cable directly to 
“Compamare Siracusa” via Romaradio in due time before arrival. 
AUTHORITY: Capitaneria di Porto, 96011 Augusta. Te/: (0931) 978922, 
978695. Telex: 972336. Contact: Captain Pietro Trovato Gangemi, Port 
Commandant. 


BAGNOLI: 40.48 N. 14.10 E. (See Plan) 


DOCUMENTS: An arrival report containing vessel's main particulars and 
data of certificates has to be filled in by Port Officer upon arrival. 

5 Crew Lists. 

5 Passenger Lists. 

Stores List in duplicate. 

International Health Declaration. 

Cargo Manifest. 
PILOTAGE: Bagnoli Pilot is permanently on watch as from 0600 to 
0600 hrs. Usual Pilot position is Lat. 40° 47’ 30” N., Long. 14° 08’ 10” E. 
Pilotage is compulsory for vessels over 500 g.r.t. for anchoring or 
entering the port. Permanent watch is maintained by pilot station on VHF 
Channel 9 and/or 12. Vessel requiring Pilot may also use other 
international signals, such as flag, morse/sound letter “G”. When in port 
vessels to give pilot station 1 hour's notice for any service required. In 
the event of bad weather (Bagnoli area is mainly exposed to S.W. winds) 
vessels to shift out of piers or to change anchorage to Baia Roads 
(sheltered natural bay 3 miles from Bagnoli in a Westerly direction). 
ANCHORAGE: Depth of safe anchorages in Bagnoli area and in Baia 
Roads ranging from 20m. to 45m. — sandy bottom. Anchorage is 
allowed in the line from the lighthouse of Nisida Island to the lighthouse 
of Capo Miseno. 
RESTRICTIONS: Vessels can enter port at any time of day. No 
restriction for night departures. 
MAX. SIZE: See “Berthing”. 
HEALTH: Free Pratique can be requested via radio cabling to Health 
Officer of Naples. Cable address: Sanimare, Naples. 
RADIO: Naples Radio. 
TUGS: Presently no tug available, if required they come from Naples. 
Time taken approximately 2 hours. 
BERTHING: I/ta/sider Ore/Coal Discharging Pier: Two berths available. 
Pier length 357 m. Berth accommodation length 200 m. — max. draft 
allowed when berthing in Westerly direction is 41 ft. 6 in. — max. draft 
allowed when berthing in an Easterly direction is 36 ft. with H.T. This 
pier is equipped with two turntable gantry cranes and conveyor belts. 
Ore discharging rate: 1,100t.p.h. Coal discharging rate: 900 t.p.h. 
All necessary stevedoring services are performed by Italsider with their 
own personnel. Cranes capacity: 32 tons. Fresh water available. 
Italsider Loading Pier: Equipped with 6 turntable cranes and rails — max. 
draft allowed on both berths is 10.5 m. Fresh water available. 
Federconsorzi Discharging Pier: Equipped with a fixed gantry crane 
and aerial ropeway for discharging of phosphates and pyrites. 
Discharging rate per shift of 8 hours — 450 tons. Max. draft allowed is 
5.40 m. Fresh water available. 
Tide Range: Approximately 30 cm. 
STEVEDORES: Available. Rate of discharge 1,500/1,700 t.p.h. 
FRESH WATER: Available from pier. Rate of delivery 20 t.p.h., or by 
barge. Vessels at anchor supplied with fresh water by barge from 
Naples. 
FUEL: All types available, always delivered by barge, normally oil 
companies require 48 hours notice. 
CONSULS: At Naples. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englz 


REPAIRS: Small repairs undertaken. 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: (For entire duration of stay). Tobacco, 
50 cigarettes per crew member. Spirits: 1 bottle (opened) per crew 
member. 

TIME: GMT plus 1 hour Winter. GMT plus 2 hours Summer. 
HOLIDAYS: See “Naples”. 

POLICE/AMBULANCE/FIRE: Police 7602553; Ambulance 7520696, 
258044 (Ospedale S. Paolo); Fire 7330210 and 7605353. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GENERAL: Launch Hire: Vessels waiting at anchor for their turn may 
hire launch for crew shore leave and relevant service performed from 
0700 to 2400 hrs. 

The Port of Bagnoli is mainly used for the discharge of ores, minerals, 
coal and for the loading of steel products for account of the Italsider 
S.p.A., metallurgic industrial group of national interest, operating with its 
own shore appliances. Manufacturers of chemical products, the 
Federconsorzi of Naples, operate in the Port of Bagnoli also with their 
own shore appliances. 

AUTHORITY: Capitaneria di Porto di Napoli, Sezione Staccata di 
Bagnoli, Via Coroglio 10 Bis, Napoli. Te/: 7232272. Cables: Seziomare 
Bagnoli. Contact: Sandro Musto, Captain of the Port. 


BARI: 41.08 N. 16.51 E. 


DOCUMENTS: On arrival: 

5 Crew Lists. 

3 Provision Lists. 

3 Lists of Articles in possession each Crew member. 

Customs Documents. 

Cargo Manifests. 

Bills of Lading. 

Ship's Papers. 

Health Documents. 

On departure: 

Additional declaration of departure. 

PILOTAGE: Pilot boards vessels on arrival by motor-boat one mile N.W. 
of the head of the main breakwater. Pilotage compulsory for vessel over 
500 g.r.t. inward or outward, shifting vesseis from one point to another 
in or out of port. The Pilot Office is located at Berth No. 13 (Tel. 080- 
5211507) and listens on VHF Channels 16 and 12. 

Pilot call: Letter “G" of International Code, Pilot attending day and 
night. For services from 1700 hrs. to sunset, or from sunrise to 0800 hrs. 
the dues are increased. 

ANCHORAGE: Good anchorage in all weathers, but precautions should 
be taken against winds from North. Rocky bottom covered by mud. Bad 
holding ground. Strong range in the port when bad weather. Anchorage 
usually allowed East side of Nuovo Molo Foraneo at a distance of about 
1 mile from shore. 

Prohibited Anchorage: Anchoring is prohibited near the port entrance 
and the point of union of the heads of the S. Cataldo Mole and the third 
arm of the New Foraneo Mole, due to the presence of underwater 
pipelines. 

From 1st June to 30th September, it is prohibited for all vessels to 
anchor in front of the Port of Bari, included between the land and the 
line extending 239° for 2.5 miles from the S. Cataldo Lighthouse. 
RESTRICTIONS: Max. depth at harbour entrance 40 ft., width 793 ft. 
Depth of water at berths from 33 ft. to 40 ft. 

Night berthing and unberthing is restricted for vessels exceeding 5,000 
g.r.t. because of the unavailability of the tugs. Only 1 tug is available for 
24 hours a day and a second tug only between 0700 — 2200 hrs. and 
with 24 hours advance notice. 

MAX. SIZE: Maximum permissible length 800 ft. for oil carriers 
proceeding to oil pier. Max. draft 39 ft. 

HEALTH: Masters can request Free Pratique by radio by applying to 
“Sanimare Bari’. Free Pratique automatic for vessels coming direct from 
other Italian port, and “Q” flag not to be flown on entering. In event of 
any suspected disease or fever on board, Master should inform 
Sanimare Bari, not permitting anybody to board the vessel before 
doctor's inspection. 

RADIO: Radio Roma, call sign “IAR.” Bari Radio P.T. call sign “IPB” 
on 2182 kHz. and VHF Channel 16. 

VHF: Port Captain's Office on Channel 16 from 0800 hrs. — 2000 hrs. 
TUGS: The use of tugs is optional. However, their use can be made 
temporarily compulsory on the instructions of the Maritime Authority for 
certain types of vessels, taking account of the type of cargo carried, as 
well as in the event of unfavourable weather conditions or security 
requirements in the port and of vessels. 

The use of tugs for tankers over 1,600 g.r.t. is compulsory during the 
operations of arrival and sailing and manoeuvring inside the port. 
Tankers from 1,600 g.r.t. to 5,000 g.r.t. use 1 tug, and tankers over 
5,000 g.r.t. use 2 tugs. 

The service is provided by the Societa Rimorchiatori Napoletani with 
offices on Berth No. 8 (Tel. 080-219342), using tugs of 1,100 h.p. and 
800 h.p. The tugs provide service from 0700 hrs. — 1900 hrs., and listen 
on VHF Channels 6 and 12. 

After the hours of service, the tankers, moored at S. Cataldo Mole 
containing, or which have contained, oil products in Category A’, must 
alternatively: 

(a) Put into action the inertion plants for the tanks in question 
containing, or which have contained, the oil products, provided 
such plants are installed. 

(b) Use the available assistance service for the discharge operations 
provided by the tugs. 


(See Plan) 
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(c) Leave the berth, and proceed to the outer roads to await, 
return again to the S. Cataldo Berth, when the tug sey , 
recommences. ‘ 

BERTHING: When specific side alongside berth is required, , 
stevedores, Agents radio Master prior arrival and advise Pilot. f 
side alongside at Master's option after conferring with Pilot. Depy, q 
piers 10 ft. — 47 ft. dependent location. No shore fenders alongs, 
quays. 


Berth Length Depth Remarks 
tes (m.) (m.) 
Molo Pizzoli 400 3.0-—4.50 Fishing vessels c 
Molo S. Vito F 
No. 1 _ 3.00 fh 
No. 2 153 5.00 ' Q 
No. 3 120 6.00 | Fores 
No. 4 273 5.00 
Banchina f 
Dogana 250 4.25 Small vessels . 
Banchina Capitan ( 
No. 5 70 5.00 
No. 6 300 5.00 Cargo and passenger 
No. 7 5.50 vessels 
Vecchio Molo Foraneo 
No. 8 5.80 . 
NiO 380 5.80 | dead ere cattle holding 
No. 10 5.48 
Molo Ridosso (Esterno) Avamporto : 
No. 11a 10.37 +e tl 
Nosii2a 280 9.76 Waiting 
Molo Ridosso (interno) ‘ 
ee . 280 — Naval vessels, ferries 
Banchina Deposito Franco 
No. 13 9.14 
No. 14 300 8.53 
Banchina Mezzog ( 
No. 15 175 9 Large passenger and cary: ; 
Banchina Levante vessels, free zone, silos 
No. 16 9.15 
No. 17 470 9.15-9.75 ( 
No. 18 9.75 ‘ 
Nuovo Molo Foraneo ( 
Nos. 19-23 570 7.31 prs F 
Nos. 24-25 200 7231.6} NENG, OVINE a 
Nos. 26-28 300 8.83 iy ( 
Nos. 29 — 31 300 13.00 
No. 31a 300 14.00 _ | Supertankers ; 
Molo S. Cataldo ; 
No. 31 bis 10.50 | 
pe 32 10.00 Loading/discharging oil 
0. 33e 630 9.50 rodiiets 
No. 33i 6.50 |? 
No. 34 4.30 


rate of 90 to 100 metric t.p.h. each. 
CARGO HANDLING EQUIPMENT: 
Electric jib cranes on rails on the Eastern (Levante) Berth: 
2 x 6/7 tons capacity. 
2 x 6/15/24 tons capacity. 
Electric jib cranes on the Deposito Franco Berth: i 
2 x 3 tons capacity. ‘ 
Mobile cranes: 
1 x 30 tons capacity. 
2 x 100 tons capacity. i 
1 x 150 tons capacity. 4 
Lift trucks: I 
1 x 42 tons capacity with telescopic spreader for 20 ft., 30ft# | 
40 ft. containers. 
x 27 tons capacity with spreader for 20 ft. and 40 ft. containes | 
x 14 tons capacity. 
x 
x 


1 
f 
| 
BULK HANDLING FACILITIES: Grain discharge by 2 suction pipes , 
| 
i 
{ 
{ 


12 tons capacity. , 
6.5 tons capacity. 

2x 4 tons capacity. 

2x 3 tons capacity. F 


STEVEDORES: Important to give ETA in good time. Normal wor 
hours: Winter time (weekdays), 0800 — 1200 hrs., 1300 — 170! ; 
Saturdays, 0800 -— 1300hrs. Summer time (weekdays), 08 
1200 hrs., 1400 — 1800 hrs. Saturdays 0630—1300 hrs. { 
Overtime: From 0600 — 0800 hrs. the tariff to be increased 2 
1200 — 1300 hrs., 50%; 1700 — 2000 hrs., 25%; 2000 — 0600 hrs.," 
For handling pieces over 1,000 kilos, increase of 50% on the® : 
For unhealthy work, increase of 30% on the tariff. { 
Sunday. From 2400 — 0800 hrs. the tariff to be increased 10 | 
0800 — 1200 hrs., 50%; 1400 — 1800 hrs., 50%; 1200 — 1400 hrs., 1 
1800 — 2400 hrs., 100%. 
MEDICAL: Not necessary for Agents to receive advance not® | 
required medical attention. Hospital facilities available. { 
TANKERS: Not allowed to do any degassing of tanks or any k® | 
repairs to vessel without Harbour Office permission. { 
Cleaning and degassing of tanks not allowed in port. Inspect? 
tankers and gas-free certificate can be obtained. Only clean ballas’ 
be discharged in port. 
Diameter of load-discharge pipe-lines at oil berth are: ‘ 
20 in., 16 in. and 12 in. pipe-line for crude oil; 12 in and 18 in? ° 
line for fuel oil; 8 in. pipe-line for gasoil; 8 in. pipe-line for gasolin 
Crude oil discharged to Stanic Refinery from Berths No. 31 ands 
(Molo Foraneo) suitable for tankers up to 39 ft. draft. 
Fuel and other refined products discharged at Berth Nos. 31, g 
and 34. 


1 
1 
i 
3 
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sppalasting Facilities: There is a shore capacity for 6,500 tons of ballast 

out Al S. Cataldo Berths are served by a common 12 in. deballast 

a On each berth a dirty product arm is used for deballasting line 
made of concrete), the normal deballasting rate is 250 t.p.h. 

§, maximum pressure being limited to 42 p.s.i. 

cy this reason it Is suggested to arrive at berth with minimum safe 

eoeuvring ballast quantity. 

slop facilities are available. 


: Salinity 36%. 
m@ESH WATER: Available at all berths, except Molo Pizzoli, at a rate 
,9tp.h. Good drinking water supplied by Ente Acquedotto Pugliese. 
wparge available to carry water in the harbour and in the roads. Tugs 
«ype used for this purpose. 


HEL: Available, 3 days advance notice required. 
ofNTIFICATION CARDS: Shore leave pass is compulsory. 


20NSULS: 
austria Germany F.R. Portugal 
Belgium Greece Spain 
Bolivia Liberia Sweden 
Denmark Monaco Switzerland 
Ethiopia Netherlands Turkey 
France Norway United Kingdom 


x€PAIRS: Workshops and shipyards are capable to carry out repairs 
shull and engines. 


wAVEYORS: 1.There are cargo inspectors available; these can be 
waned from S.G.S. Tel: 080/410333. 
) The representative of Lloyd’s Register in the port is Lorusso. 


| ORY DOCKS: No dry docks are available at Bari. Nearest dry docks 
| ve at Taranto. 


sANGWAY/DECK WATCHMEN: 
sommended, shift of 10 hours. 


#PENING/CLOSING HATCHES: Normally carried out by stevedores. 
jening or closing of hatches charged for work carried out during usual 
working hours. 


(\USTOMS ALLOWANCES: 50 cigarettes only are given to each crew 
sember out of bond on vessel's arrival. Wine is permited to be held out 
'?bond but no spirits allowance permitted. 


Service of watchmen is 


*EPATRIATION: Many facilities for effecting crew changes and 
mssibilities for arranging any necessary repatriations. 


MRPORT: Airport is located about 10 km. North of city. Served by 
ular airlines with flights for all countries daily. 


IME: Local time 1 hour ahead of GMT. Alterations to clocks are made 
‘om Spring to beginning of Autumn, giving 2 hours advance on GMT. 
HOLIDAYS: New Year's Day (1st January); Liberation Day (25th April); 
abour Day (1st May); Easter Monday; St. Nicholas, Patron of the Town 

‘0th May); Proclamation Day (2nd June); Assumption B. V. Maria (15th 
‘ugust); All Saints’ Day (1st November); Immaculate Conception (8th 
posal Christmas Day (25th December); Boxing Day (26th 
december). 

Cargo work can be arranged on above days, and the stevedoring tariff 
‘eased as follows: From 2400 to 0800 hrs., increase 100%; 0800 to 
‘M0hrs., 50%; 1400 to 1800 hrs., 50%; 1200 to 1400 hrs., 100%; 
40 to 2400 hrs., 100%. 


*OLICE/AMBULANCE/FIRE: Police 291111. Ambulance (First Aid) 
4848, Fire 115. 

WERGENCY CO-ORDINATION CENTRE: 

a, Captaincy — Tel: 216860. On VHF Channel 16 from 0800 hrs. 
: rs. 

“a Radio ‘P.T.’ on VHF (listens throughout 24 hours) on Channel 16. 


3ANKS: Banca Commerciale Italiana, Via Abate Gimma No. 87, 70100 
“af Tel: 080 — 216680. 

viedito Italiano, Via Putignani No. 98, 70100 Bari. Tel: 080-216771. 
Sanco di Roma, Via Calefati No. 82, 70100 Bari. Tel: 080-235300. 
STORING: See “Prelims”. 

' Vessels in port can be supplied by lorries. 

« lorries with stores for vessels at quays, apart from normal Customs 
“urements, (if necessary), have to be authorised to enter the port. 

‘ lorries with trailers can line up on the berths alongside the vessels. 
Psd process is subjected to the commercial operations on hand 
"4 or the position of the vessel at the berth. 

+ ha lift trucks are never used for supplying stores to ships in this 


: For the supply of provisions there is the company S.p.A. Cianciola — 
Ly 980/235260, 235261, 235262. Telex: 810021. Cianci|. P. O. B. 240, 
“100 Bari who may be approached for any specific requirement. The 
*me Company also has a large area in the port, as a free zone, for 
*fage of goods. 

M Local unloaders can be employed to help in placing goods in store 
"board if required and available. 


TELEPHONES: N i i 

: No arrangements exist for placing telephone on board. 
SORE LEAVE: ANGWed ai 

ep tOPMENTS: Expected draft increases in the near future for 
“ing tankers up to 80,000 tons. 


STMORITY: Capitaneria di Porto — Bari, Corso de Tullio 1, 70100 Bari, 

ie el: 080-5216860. Telex: 812289. Cables: Compamare Bari. Also 
Channel 16. Contact: Alfredo Fusco, Port Captain. 

2 ctS0rzio del Porto di Bari, Molo S. Vito, Stazione Marittima 

Sseggeri, Bari, Italy. Tel: 080-5235205. 
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BRINDISI: 40.39 N. 17.56 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Lists of Passengers Disembarking. 

3 Lists of Passengers in Transit. 

Manifests of Cargo carried, with specification of port of origin and 
whether for local discharge or in transit. If stowed on deck or below 
deck. 

List of Articles in possession of each crew member, such as cameras, 
binoculars, portable radios, cigarettes, tobacco or any kind of 
cheap-priced goods. 

Other Certificates required to be on board: 

Certificate of Ship's Tonnage. 

Load Line Certificate. 

Derat Certificate. 

R/T Certificate. 

Safety Certificate. 

Anchorage Dues Receipt (if previously paid). 


PILOTAGE: Compulsory for vessels over 500 g.r.t., tankers and gas 
carriers. Pilotage available 24 hours. 

Vessel approaching port should apply for Pilot by hoisting the “G” 
flag, if by daytime. By night-time, letter 'G" will have to be signalled by 
Morse, to port semaphore (Signal Station) which is located under shore 
lighthouse showing white flashes. 

Telegraphic address of pilot station is ‘Piloti Porto, Brindisi’. 
Characteristics of pilot boat: gross tonnage, 9.4; power, 65 h.p.; speed, 
8 knots. 

Area where Pilot boards vessel: 

In good weather: 1 mile from harbour entrance. 

In bad weather: (a) |f vessel is heading for inner harbour and is of 
small tonnage (up to 3,000 tons) Pilot boat will steer in a direct line, 
bows pointing towards vessel, up to entrance to “outer” harbour, where 
Pilot will board vessel. If vessel is of higher tonnage, she will have to 
take a “crosswise” position so as to form a sheltered area for Pilot, 
about 1 mile from harbour entrance. (b) If vessel (tanker) is bound for 
outer off-shore terminal (Montedison Installation) for discharge of crude- 
oil, Pilot boat will endeavour to approach vessel to communicate 
impossibility of immediate mooring. Anchorage roads, pending 
possibility for Pilot to board vessel, are 0.8 miles E.N.E. of “Punta 
Penne” (Capo Gallo). 


ANCHORAGES: Besides anchorage point described above, there exists 
safe anchorages in bay for vessels having draft of 9 m. (29 ft. 6 in.) and 
in external harbour for vessels of less than 3,000 tons (gross). 


RESTRICTIONS: Tankers of over 1,500 tons gross may berth only from 
sunrise till sunset. Port berths are inaccessible in unfavourable winds. 
Passenger or cargo vessels no restrictions. 

MAX. SIZE: /nner Harbour: Draft not to exceed 9.4 m. (30 ft. 10 in). 
Outside Main Port area: For discharging crude oil at offshore terminal, 
max. draft allowed 11.50 m. (37 ft. 8 in.). For discharging or loading of 
other refined products of Montedison Installations, depth of berths varies 
from 4 m. to 9 m. (from 13 ft. 1 in. to 29 ft. 6 in.). 

HEALTH: Apply to ‘“Sanimare, Brindisi” by radio, 12 hours before arrival, 
and not later than 4 hours before arrival, according to provisions of 
Health Regulations, notifying in message state of health of crew and 
port of origin of vessel. Procedure not required if vessel entering after 
calling at another port in same country. 

RADIO: Vessel can communicate ETA messages to Agents through 
Bari Radio (nearest station) or through Rome Radio which can pick up 
messages from vessels at sea almost in any part of the world. 

VHF: Pilots on Channel 12 throughout 24 hours. 

Port Authority on Channels 16 and 11, from 0700 hrs. — 1900 hrs. 
TUGS: Tug service is generally effected from Punta Riso-Faro Della 
Pedagne Junction, up to inner harbour. It is customary to use tugs’ lines 
for mooring and unmooring of tankers at terminals outside main port 
area, in view of the peculiarity of mooring operations and the area where 
tugs are to operate (subject to surf, choppy seas, winds). Charge for 
use of tugs’ lines is 20% extra on normal towing rates. 
STEVEDORES: Always advisable to notify in ETA messages to Agents 
number of hatches vessel intends working simultaneously to arrange 
gangs. Normal working hours: From 0700 to 1200 hrs. and 1400 to 
1700 hrs. Overtime: Weekdays, 70% increase on normal tariffs. 
Sundays and holidays: Work performed during normal hours, 50% 
increase. On overtime, 100% increase. 

MEDICAL: Hospital facilities available. For any kind of medical 
attendance or hospitalisation, if needed, it will be helpful to have port 
Agents advised by radio in advance. 

TANKERS: Crude oil discharged at offshore buoy mooring for vessels 
up to 37 ft. 8 in. draft. 

Other tanker berths at Inner Harbour for refined products, suitable for 
tankers up to 28 ft. draft. 

FRESH WATER: Almost all mooring points alongside wharves are fitted 
with fresh water distributing hydrants. At off-shore terminals, supply is 
effected by tugs. 

FUEL: Types of fuel available: Bunker ‘‘C’”, viscosity Engler at 50° 
(Centrigrade), 16/20; specific weight, 0.950/0.960. Gasoil, viscosity 
Engler at 20° (Centigrade), 1.4; specific weight, 0.830. 48 hours advance 
notice for any supplies required. 

FIRE PRECAUTIONS: Firemen always in attendance during loading/ 
unloading operations by oil carriers. 

CONSULS: Vice-Consulate of Denmark, Portugal and Netherlands, all 
having the same telephone number: 21123. Vice-Consulate of Spain: 
telephone: 21039. 

REPAIRS: Only minor deck and engine repairs can be carried out 
locally. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Normally carried out by crew. 
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MEDICAL: Medical and hospital facilities available. Vaccinations done 
on board. Advance notice preferred for assistance required on arrival. 
TANKERS: See “Agents Report” for accomplishments required before 
entering the Harbour and “Berthing”’ for facilities. 

All petroleum product carriers, chemical and gas tankers calling at 
Augusta for loading or discharging must confirm, by cabling the Harbour 
Master, that the responsible officers taking care of loading/discharging/ 
handling operations, fulfil the requirements according to IMO Convention 
STCW/78 and are in possession of relevant valid certificates. 
DENSITY: 1025, however it may be reduced by heavy rain. 

FRESH WATER: Good quality potable water available by barges. 
FUEL: All grades available by pipe-line or barge at anchorage, 
max. draft 65 ft. 

Suppliers Esso, Agip, |.P., Shell, Mobil and Gulf. 48 hours notice 


required. 

CONSULS: 
Denmark Tel: (0931) 977470. 
Liberia Tel: (0931) 975341. 
Norway Tel: (0931) 978544. 


REPAIRS: Not permitted to tankers while alongside refineries jetties, 
may be carried out, while at anchorage, subject to Harbour Master's 
authorisation. If repairs to engine or it will affect the proper use of engine 
or in any way restrict the capability of manoeuvring the ship, continuous 
tugboat assistance may be imposed. Light steel, carpentry and routine 
maintenance is available from small local shipyards. Also electronic and 
electrical services. 
DRY DOCKS: One floating dock, length 105 m., breadth 17.10 m.., lifting 
capacity 3,000 tons. Ships up to 5,000 g.r.t. can be moored alongside 
the dry dock for light repair operations. 

One floating dock, length 115 m., breadth 22.0 m. Lifting capacity 
2,750 tons. 
SURVEYORS: Available. 
GANGWAY/DECK WATCHMEN: Employment of shore watchmen 
advisable. Employment of shore fire guards advisable. 
OPENING/CLOSING HATCHES: Normally by ship's crew. 
CUSTOMS ALLOWANCES: 40 cigarettes and 1 opened bottle wine/ 
spirits per man. 
REPATRIATION: No difficulties. 
AIRPORT: Nearest at Catania, can be reached in 40 minutes (distance 
40 km. by car). Daily flights to Rome and Milan for international 
connections. Weekly flights to North Europe capitals available. 
TIME: GMT plus 1 hour. Summer time, last Sunday in March to last 
Sunday in September, GMT plus 2 hours. 
HOLIDAYS: Tankers not affected. 1st January; Easter Monday; 25th 
April; 15th August; 8th December; 25th December. 
POLICE/FIRE/AMBULANCE: Boundary and Immigration Police, Tel: 
113; Police (Carabinieri), Tel: 112; Ambulance, Tel: 971122; Fire, Tel: 
974777. 
TELEPHONES: Situated at all berths, not for private use. No direct 
connection to vessels. 
SHORE LEAVE: Immigration Police issues shore passes to permit the 
landing of the crew and passengers. 
IDENTIFICATION CARDS: Shore passes given by Immigration Police. 
GENERAL: Garbage removal: Compulsory service on arrival and every 
24 hours thereafter. 


SHIPMASTER’S REPORT: June 1982. 

If landing a sick crew member, Pilot will board and vessel anchors inside 
the breakwaters. Harbour Master and assistant boarded to check that 
ship's certificates all valid. All usual entry papers required except Crew 
Declaration and Stores List, but total quantity of cigarettes required. 
Crew Lists on IMO Fal Form 5. Cables sent to Agents on Sundays and 
holidays should include Telex number in address otherwise they are not 
delivered until the next day. 

We were anchored about 1.5 hours and the Pilot stayed on board. It 
was necessary to send ashore some crew members to assist with the 
stretcher, but they brought it back with them. 

EEC Tanker Check List required. 


SHIPMASTER’S REPORT: April 1985. 

Radio Pratique: Send radio message, 12 hours prior to arrival to 
“Sanimare Siracusa’. 

Pilotage: Pilot boards 1 mile North of Cabo Santa Panagia and is 
contacted by VHF Channel 14. Call sign is “Siracusa Pilots”. 

Fresh Water: Water is available by barge from Augusta so advance 
notice required. 

Repairs: Normal repairs, but no welding can be carried out alongside. 
Fuel: Bunkers are taken via pipe-line when loading/discharging. 
Officials: All Officials come from Siracusa (Syracuse). 

Ship Chandlers: Available. 


SHIPMASTER’S REPORT: February 1987. 
Vessel: 95,000 d.w.t. 
Berth: Santa Panagia Oil Terminal (formerly Mellili). 
Pilot boards to anchor the vessel. He boards about 1 mile N.E. of 
Santa Panagia. The anchorage is in deep water, bottom mud and clay. 
After anchoring, Agent boards with Harbour Master to check vessel's 
documents. As is usual at Italian ports, 3 firemen live on board. 
1 tug each end, 2 ship's lines, 1 tug pushing, their lines taken ashore 
by boat. Tugs are paid by the hour (i.e. 1 hour 5 mins. = 2 hours’ pay). 
Shore passes required and shore leave is by boat to boat harbour. 
Ship's stamp required on all documents. 


SHIPMASTER’S REPORT: May 1987. 
Port : Priolo. 

Vessels are directed to proceed to Santa Panagia Bay by the Agent. 
It comes under the jurisdiction of Siracusa. Pilots are picked up at 
Siracusa or off the berth. This appears to be dependent on what berth 
movements there are. 


868 


Anchorage is close off the berth or in Siracusa Bay. Vessel is Chary 
for anchorage whether used or not. 

There are no known restrictions at the berth. 

Stores appear to be a considerable problem, due to Cusip 
Regulations, so cancelled our requirements. Laundry was » 
expensive. 

Shore leave is by launch from ship. No walking along jetty is alloy. 
Passes are supplied by Agents. 

Master or his deputy must visit Harbour Master's Office to sight» 
sign for having seen Italian Notices to Mariners. 


SHIPMASTER’S REPORT: October 1987 (Updated February 199 
Documents: 

6 Copies Crew List. 

2 Copies Crew Declaration. 

2 Copies Manifest. 

1 Copy Health Declaration. 

1 Copy Arms and Ammunition List. 

6 Copies Cargo Manifest. 

All Passports. 

The port is a naval port and tends to be very strict with documentaty 
All the certificates are to be sited by the Harbour Master and a d& 
officer before they are taken ashore to the Harbour Master's Of» 
Shore passes are issued. 

Charts: BA. Charts No. 966 and 1941. 

Approaches: Mount Etna is often seen visually at about 60 miles | 
behind Catania about 20 miles to the North of Augusta. The Catz 
area often shows up on the radar at over 70 miles. Cape Spartiveny 
a good radar target at 80 miles. 

In the vicinity of Augusta, Siracusa and Cape Morro Di Porco hy 
proved to be good radar targets at over 40 miles. 

There is a Racon (G) on the North beacon (green) at the m 

breakwater entrance. 
Pilotage: Pilotage is available throughout 24 hours. Daytime movemer 
only are carried out at certain berths. If vessel has to await berthings 
can always anchor inside the breakwater. The pilotage service is om 
and efficient. Many traffic movements take place in the port. 

The Pilot boards from a fast black hulled ‘Speedcutter’. If the weat 

is good he will board 0.5 miles outside the breakwater and if the wea 
is poor he will board inside the breakwater heads. VHF Channel {2 
used for communicating with the pilots. He may also be contac: 
through the Port Authority telex (Telex No. 0043912336 COMPAU 
The Pilot requires an EEC Tanker Check List. Overtime rates charg 
between 1900 hrs. and 0800 hrs. 
Anchorages: The anchorages off Augusta are generally poor, espec# 
in bad weather as the bottom shelves rapidly and the holding grount 
poor. The best anchorage for large vessels is about 100° T at a distar 
of one mile from the Southern Breakwater entrance (anchorage 
prohibited within 1 mile of the entrance). Small vessels anchor int 
northern area near Porto Xifonio. A favoured anchorage area for lay 
vessels away from Augusta is at Bahia Dis Panagia which is ate 
4 miles South of Augusta. The alternative area is in the Bay of Sin 
which is about 6.5 miles South of Catania. This Bay is open and? 
holding ground is quite good, thereby allowing vessels to drag salt 
In February 1988 the coastguard moved us away and told us that 
Catania or Augusta could be used for waiting. 

Vessels nominated to berth or for services (bunkering, stores, & 
anchor inside the breakwater and under Pilot’s guidance. Small ves# 
use Waiting Area “A”. Vessels can drag in strong winds so a sed 
anchor and engines to be kept in readiness. 

Health: Vessels are to request “Free Pratique” from Sanimare Auge 
Telex No. 0043 970817 AUG RT, 24 hours before arrival or earlé 
arriving from a nearby port. The vessel is to answer standard We 
Health Declaration questions. The agent will confirm Free Pratt 
before the Pilot boards. Free Pratique not necessary if from EEC cout 
Tugs: Many tugs available. Ship's lines are used. 
For Tankers, the following applies: 
GRT 500—-— 2,000 inward 1 tug 
2,000 — 5,000 inward 1 tug 
5,000 — 12,000 inward 2 tugs outward 1 tug 
over 12,000 inward 2 tugs outward 2 tugs 

For Dry Cargo vessels under 5,000 G.R.T. no tugs required inw# 
or outward. 

If over 5,000 G.R.T. the table above applies. 

Berthing: The port is mainly for oil products and gases. There \s* 
berth for fertilisers near the Southern Breakwater. All berths in the? 
are numbered. 

For gas products Pontile Montecantini, just outside Augusta So 
Breakwater, is used and it handles all gas products. 

Pontile Super Petrolier (Berth No. 18 — inner North side) which s* 
South of the Military Pier also handles gas products. All berths are* 
fendered. Mooring boats are used. : 

At Pontile Montecantini which is well exposed in the Wintel’ 

moorings consist of 2 head/stern lines, 2 breast lines and 2 springs® 
end. Vessels berth head out at all piers. At Pontile Montecantini ve® 
berth on either side, the North side berth is No. 34. The use of the? 
gangway is compulsory. It is used by pier personnel only. The offs 
anchor is used when berthing. 
Cargo: Pontile Montecantini Pier - Priolo: Vessel required to nit 
purge to less than 0.2% and less than —50°C dewpoint in 13 
(2,756 cu.m.) at about 1,000 cu.m.p.h. The surveyor was not oft 
attendance, the ship's staff did all the monitoring. 

The propylene Chicksan is 6 in. with a 6 in. vapour return to® 
flare. 

Shore maximum loading rate 250 t.p.h. Temperature in tank -* 
giving a manifold temperature of —44°C. The shore minimum (3 
cooling down is 20 t.p.h. The requested supply rates adhered to? 
closely by the terminal. Only a little English was spoken by thef 
staff. There is a shore stop for minimum/maximum. 


outward None 
outward 1 tug 


: 
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pontile Super Petroliere: For LPG mixture, Propane 25%, Butane 


 rsulic Boom/hose arrangement is 6 in. 300 ASA with 2 in. vapour 
xs attached. Shore reducer supplied, shore labour connect/disconnect 
o Max. rate 200 t.p.h. Temperature LPG mix —4°C. Density 0.5667 
4 15°C Ship stop only. On presentation of Bill of Lading, watch 
“#wence; we were presented with shore/ship difference of 45 tonnes 
« ascharge Tripoli, Libya. Understand this happens from time to time. 
éesh Water: Fresh water is available by barge throughout 24 hours at 
»perths. Any quantity of water can be supplied at a fast pumping rate 
sng the barge hoses. 
seneral Boat service is provided by calling on VHF Channel 10, give 
ne vessel's berth number or anchorage position. This is the only way 
» get ashore as walking down the piers is not permitted. 

“Shore passes are required. 

aunker barges are operated on VHF Channel 9. They are suitable for 
sending large tankers but are very awkward when supplying small gas 
vessels 

Tere are numerous ship chandlers available at the port, the produce 
;good and the prices are reasonable. 

‘As this port is a Naval port it is under very strict control of the Military 
waour Master. They monitor gas vessels very closely. 

Daily rubbish collection is compulsory. 


The nearest airport is at Catania which is about 20 miles to the North. 


customs board after the Agent. Immigration matters now carried out 
ashore. 


AGENT'S REPORT: 

The following is a copy of a telex received from a ship's Agent in 
february 1980. 

From: Seafox — Shipping Agents and Bunker Brokers. Head Office: 
Va Garibaldi, 3/5. Phones : (0931) 977470-978544. Telex: 970072 


30NMAR |. Cable: Seafox Augusta Tlx. 970072. 96011 Augusta, Sicily. 


We are acting as Shipping Agents in Augusta-Siracuse-Melilli (ISAB) 
sorts and in this connection we take the liberty to advise you of new 
ydinance issued by Ports Authority in Augusta and Siracuse Ports in 
yder to be able to inform through your good publication well known 
wer the world. 

Port Information: 

‘ccording to instructions issued by European Economic Community 
‘io. 79/116, please be advised that Augusta Port Authority introduced 
anew Ordinance, to apply immediately, as follows: 

Quote: 

All Masters of petroleum-gas-chemical tankers, having d.w.t. 1,600 
ad over, with full or partial cargo or in ballast and not gas-free. Before 
aering or leaving Italian ports must comply with following regulations: 

1. In due time, before entering territorial waters adjacent to the port, 

cable via Romaradio to their Agents: 

(a) Ship's name and call letters. 

(b) Ship's flag. 

(c) Length and draft. 

(d) Destination port and ETA. 

(e) Quantity and quality on board. 

(f) If ship carrying chemical products in bulk, Master's 
declaration to be in possession of safety equipment and 
construction certificate to carry chemical products in bulk, 
according to IMO Code. 

(g) If ship carrying chemical products in bags or liquid gas in 
containers, Master's declaration to be in possession of the 
appropriate certificate, according IMO Code. 

2 On Pilot boarding vessel, Master must submit following Check 

List, duly filled, to the Pilot: 


(a) Vessel’s details: 
1. Ship's name. 10. Kind of propulsion. 
2. Flag. 11. Agents. 
3. Owners. 12. Propulsion apparatus-horsepower. 
4. Port of Registry. 13. Draft forward. 
5. Year built. 14. Draft aft. 
6. Gross tonnage. 15. Draft amidships. 
7. Length. 16. Cargo (according to cargo plan). 
8. Classification. 17. Quality. 
9. Call letters. 18. Quantity. 
(6) Safety Equipment Good 
Working 
; Order Deficiencies 
(i) Construction and technical equipment (Yes) (No) 


Main engine and auxiliaries 

Main rudder apparatus 

Auxiliary rudder apparatus 

Anchor apparatus 

Fire fighting equipment 

Navigation equipment 

Characteristic of available manoeuvrings 

First radar apparatus 

Second radar apparatus 

Gyro compass 

Magnetic compass 

Radio direction-finder 

Echo-sounder 

Other electronic equipment to determine 
vessel's position 

Radio equipment 

Radiotelegraphy apparatus 

Radio-telephone apparatus 

VHF apparatus 


(ii) 


(ii 
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(c) Safety Certificates and other documents: 

Safety Construction 

Safety Equipment Certificate 

Safety Radio-Telegraph Certificate 

Safety Radio-Telephone Certificate 

Cargo Certificate 

Registry Certificate 

International Oil Pollution Liability 
Certificate 

Oil Record Book up to date 

Fitness Certificate to carry chemical 

products in bulk according to IMO 
Code 

Fitness certificate to carry LPG in 
bulk, according to IMO Code 


(Valid) (Not valid) 


Valid From — Till 


(d) Master and Crew on board 
Description of Title and Number — issued certificates of..... 
Date issued 
Place issued/country 
Master 
Chief Mate 
Second Mate 
Third Mate 
Chief Engineer 
First Engineer 
Second Engineer 
Third Engineer 
Radio Officer 
Pilot on board 
Remaining other crew members, deck and engine 
Dateeeee se Fiano s. 
Master's signature or Master's Representative 
(if applicable) 


Unquote 

Please kindly instruct all Masters to comply accordingly in order to 
avoid delay in entering the port. 

These same regulations apply for Melilli Port (ISAB Terminal) except 
for first part of information which all Masters have to cable directly to 
“Compamare Siracusa” via Romaradio in due time before arrival. 
AUTHORITY: Capitaneria di Porto, 96011 Augusta. Te/: (0931) 978922, 
978695. Telex: 972336. Contact: Captain Pietro Trovato Gangemi, Port 
Commandant. 


BAGNOLI: 40.48 N. 14.10 E. (See Plan) 


DOCUMENTS: An arrival report containing vessel's main particulars and 
data of certificates has to be filled in by Port Officer upon arrival. 

5 Crew Lists. 

5 Passenger Lists. 

Stores List in duplicate. 

International Health Declaration. 

Cargo Manifest. 
PILOTAGE: Bagnoli Pilot is permanently on watch as from 0600 to 
0600 hrs. Usual Pilot position is Lat. 40° 47’ 30” N., Long. 14° 08’ 10” E. 
Pilotage is compulsory for vessels over 500 g.r.t. for anchoring or 
entering the port. Permanent watch is maintained by pilot station on VHF 
Channel 9 and/or 12. Vessel requiring Pilot may also use other 
international signals, such as flag, morse/sound letter ““G". When in port 
vessels to give pilot station 1 hour's notice for any service required. In 
the event of bad weather (Bagnoli area is mainly exposed to S.W. winds) 
vessels to shift out of piers or to change anchorage to Baia Roads 
(sheltered natural bay 3 miles from Bagnoli in a Westerly direction). 
ANCHORAGE: Depth of safe anchorages in Bagnoli area and in Baia 
Roads ranging from 20m. to 45m. — sandy bottom. Anchorage is 
allowed in the line from the lighthouse of Nisida Island to the lighthouse 
of Capo Miseno. 
RESTRICTIONS: Vessels can enter port at any time of day. No 
restriction for night departures. 
MAX. SIZE: See “Berthing”. 
HEALTH: Free Pratique can be requested via radio cabling to Health 
Officer of Naples. Cable address: Sanimare, Naples. 
RADIO: Naples Radio. 
TUGS: Presently no tug available, if required they come from Naples. 
Time taken approximately 2 hours. 
BERTHING: /ta/sider Ore/Coal Discharging Pier: Two berths available. 
Pier length 357 m. Berth accommodation length 200 m. — max. draft 
allowed when berthing in Westerly direction is 41 ft. 6 in. — max. draft 
allowed when berthing in an Easterly direction is 36 ft. with H.T. This 
pier is equipped with two turntable gantry cranes and conveyor belts. 
Ore discharging rate: 1,100t.p.h. Coal discharging rate: 900 t.p.h. 
All necessary stevedoring services are performed by Italsider with their 
own personnel. Cranes capacity: 32 tons. Fresh water available. 
Italsider Loading Pier: Equipped with 6 turntable cranes and rails — max. 
draft allowed on both berths is 10.5 m. Fresh water available. 
Federconsorzi Discharging Pier: Equipped with a fixed gantry crane 
and aerial ropeway for discharging of phosphates and pyrites. 
Discharging rate per shift of 8 hours — 450 tons. Max. draft allowed is 
5.40 m. Fresh water available. 
Tide Range: Approximately 30 cm. 
STEVEDORES: Available. Rate of discharge 1,500/1,700 t.p.h. 
FRESH WATER: Available from pier. Rate of delivery 20 t.p.h., or by 
barge. Vessels at anchor supplied with fresh water by barge from 
Naples. 
FUEL: All types available, always delivered by barge, normally oil 
companies require 48 hours notice. 
CONSULS: At Naples. 
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REPAIRS: Small repairs undertaken. 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: (For entire duration of stay). Tobacco, 
50 cigarettes per crew member. Spirits: 1 bottle (opened) per crew 
member. 

TIME: GMT plus 1 hour Winter. GMT plus 2 hours Summer. 
HOLIDAYS: See “Naples”. 

POLICE/AMBULANCE/FIRE: Police 7602553; Ambulance 7520696, 
258044 (Ospedale S. Paolo); Fire 7330210 and 7605353. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GENERAL: Launch Hire: Vessels waiting at anchor for their turn may 
hire launch for crew shore leave and relevant service performed from 
0700 to 2400 hrs. 

The Port of Bagnoli is mainly used for the discharge of ores, minerals, 
coal and for the loading of steel products for account of the Italsider 
S.p.A., metallurgic industrial group of national interest, operating with its 
own shore appliances. Manufacturers of chemical products, the 
Federconsorzi of Naples, operate in the Port of Bagnoli also with their 
own shore appliances. 

AUTHORITY: Capitaneria di Porto di Napoli, Sezione Staccata di 
Bagnoli, Via Coroglio 10 Bis, Napoli. Te/: 7232272. Cables: Seziomare 
Bagnoli. Contact: Sandro Musto, Captain of the Port. 


BARI: 41.08 N. 16.51 E. 


DOCUMENTS: On arrival: 

5 Crew Lists. 

3 Provision Lists. 

3 Lists of Articles in possession each Crew member. 

Customs Documents. 

Cargo Manifests. 

Bills of Lading. 

Ship's Papers. 

Health Documents. 

On departure: 

Additional declaration of departure. 

PILOTAGE: Pilot boards vessels on arrival by motor-boat one mile N.W. 
of the head of the main breakwater. Pilotage compulsory for vessel over 
500 g.r.t. inward or outward, shifting vessels from one point to another 
in or out of port. The Pilot Office is located at Berth No. 13 (Tel. 080- 
5211507) and listens on VHF Channels 16 and 12. 

Pilot call: Letter “G" of International Code, Pilot attending day and 
night. For services from 1700 hrs. to sunset, or from sunrise to 0800 hrs. 
the dues are increased. 

ANCHORAGE: Good anchorage in all weathers, but precautions should 
be taken against winds from North. Rocky bottom covered by mud. Bad 
holding ground. Strong range in the port when bad weather. Anchorage 
usually allowed East side of Nuovo Molo Foraneo at a distance of about 
1 mile from shore. 

Prohibited Anchorage: Anchoring is prohibited near the port entrance 
and the point of union of the heads of the S. Cataldo Mole and the third 
arm of the New Foraneo Mole, due to the presence of underwater 
pipelines. 

From 1st June to 30th September, it is prohibited for all vessels to 
anchor in front of the Port of Bari, included between the land and the 
line extending 239° for 2.5 miles from the S. Cataldo Lighthouse. 
RESTRICTIONS: Max. depth at harbour entrance 40 ft., width 793 ft. 
Depth of water at berths from 33 ft. to 40 ft. 

Night berthing and unberthing is restricted for vessels exceeding 5,000 
g.r.t. because of the unavailability of the tugs. Only 1 tug is available for 
24 hours a day and a second tug only between 0700 — 2200 hrs. and 
with 24 hours advance notice. 

MAX. SIZE: Maximum permissible length 800 ft. for oil carriers 
proceeding to oil pier. Max. draft 39 ft. 

HEALTH: Masters can request Free Pratique by radio by applying to 
“Sanimare Bari”. Free Pratique automatic for vessels coming direct from 
other Italian port, and “Q” flag not to be flown on entering. In event of 
any suspected disease or fever on board, Master should inform 
Sanimare Bari, not permitting anybody to board the vessel before 
doctor's inspection. 

RADIO: Radio Roma, call sign “IAR.” Bari Radio P.T. call sign “IPB” 
on 2182 kHz. and VHF Channel 16. 

VHF: Port Captain's Office on Channel 16 from 0800 hrs. — 2000 hrs. 
TUGS: The use of tugs is optional. However, their use can be made 
temporarily compulsory on the instructions of the Maritime Authority for 
certain types of vessels, taking account of the type of cargo carried, as 
well as in the event of unfavourable weather conditions or security 
requirements in the port and of vessels. 

The use of tugs for tankers over 1,600 g.r.t. is compulsory during the 
operations of arrival and sailing and manoeuvring inside the port. 
Tankers from 1,600 g.r.t. to 5,000 g.r.t. use 1 tug, and tankers over 
5,000 g.r.t. use 2 tugs. 

The service is provided by the Societa Rimorchiatori Napoletani with 
offices on Berth No. 8 (Tel. 080-219342), using tugs of 1,100 h.p. and 
800 h.p. The tugs provide service from 0700 hrs. — 1900 hrs., and listen 
on VHF Channels 6 and 12. 

After the hours of service, the tankers, moored at S. Cataldo Mole 
containing, or which have contained, oil products in Category "A", must 
alternatively: 

(a) Put into action the inertion plants for the tanks in question 
containing, or which have contained, the oil products, provided 
such plants are installed. 

Use the available assistance service for the discharge operations 
provided by the tugs. 


(See Plan) 


(b) 
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(c) Leave the berth, and proceed to the outer roads to awa, 
return again to the S. Cataldo Berth, when the tug sey 
recommences. 

BERTHING: When specific side alongside berth is required, 
stevedores, Agents radio Master prior arrival and advise Pilot. Other, 
side alongside at Master's option after conferring with Pilot. Dep» 
piers 10 ft. — 47 ft. dependent location. No shore fenders alongs 
quays. 


Berth Length Depth Remarks 
eases (m.) (m.) 
Molo Pizzoli 400 3.0-4.50 Fishing vessels C 
Molo S. Vito L 
No. 1 _ 3.00 f 
No. 2 153 5.00 , ‘ 
No. 3 120 6.00. | Somes f 
No. 4 273 5.00 
Banchina f 
Dogana 250 4.25 Small vessels ' 
Banchina Capitan { 
No. 5 70 5.00 
No. 6 300 5.00 Cargo and passenger 
No. 7 5.50 vessels 
Vecchio Molo Foraneo 
paris sie 2 OO | Pilots, tugs, cattle holding 
No. 10 5.48 station 
Molo Ridosso (Esterno) Avamporto f 
No. i2a | 280 '9.7g | Waiting 
Molo Ridosso (interno) ; 
ee a 280 Lap Naval vessels, ferries ; 
Banchina Deposito Franco t 
No. 13 300 9.14 
No. 14 8.53 : 
Banchina Mezzog ( 
No. 15 175 9 Large passenger and carg 
Banchina Levante vessels, free zone, silos 
No. 16 9.15 ( 
No. 17 470 9.15-9.75 ( 
No. 18 9.75 ’ 
Nuovo Molo Foraneo ( 
. 19-2 7| 7.31 a“ ‘ 
san Le a ~ aie fh Waiting, laying-up, bunker » 
Nos. 26-28 300 8.83 oh an 
Nos. 29 — 31 13.0 
No. 31a 300 14.90. | Supertankers 
Molo S. Cataldo 
No. 31 bis 10.50 [ 
pees bre 10:00 | Loading/discharging oil ' 
No. 33i 150) cs} Proee 
No. 34 4.30 


BULK HANDLING FACILITIES: Grain discharge by 2 suction pipes 
rate of 90 to 100 metric t.p.h. each. 
CARGO HANDLING EQUIPMENT: 
Electric jib cranes on rails on the Eastern (Levante) Berth: 
2 x 6/7 tons capacity. 
2 x 6/15/24 tons capacity. 
Electric jib cranes on the Deposito Franco Berth: 
2 x 3 tons capacity. 
Mobile cranes: 
1 x 30 tons capacity. 
2 x 100 tons capacity. 
1 x 150 tons capacity. 
Lift trucks: 
1 x 42 tons capacity with telescopic spreader for 20 ft., 30 ft? 
40 ft. containers. 


14 tons capacity. 
12 tons capacity. 
6.5 tons capacity. 
2x 4tons capacity. 
2x 3 tons capacity. 


STEVEDORES: Important to give ETA in good time. Normal wo" 
hours: Winter time (weekdays), 0800 — 1200 hrs., 1300 — 1700 
Saturdays, 0800 — 1300hrs. Summer time (weekdays), 08 
1200 hrs., 1400 — 1800 hrs. Saturdays 0630—1300 hrs. 


1 
ee 
1% 
ax 


27 tons capacity with spreader for 20 ft. and 40 ft. containes | 


Overtime: From 0600 — 0800 hrs. the tariff to be increased 2 


1200 — 1300 hrs., 50%; 1700 — 2000 hrs., 25%; 2000 — 0600 hrs., ” 

For handling pieces over 1,000 kilos, increase of 50% on the® 
For unhealthy work, increase of 30% on the tariff. 

Sunday. From 2400 — 0800 hrs. the tariff to be increased 1 
0800 — 1200 hrs., 50%; 1400 — 1800 hrs., 50%; 
1800 — 2400 hrs., 100%. 

MEDICAL: Not necessary for Agents to receive advance noite 
required medical attention. Hospital facilities available. 
TANKERS: Not allowed to do any degassing of tanks or any K* 
repairs to vessel without Harbour Office permission. 

Cleaning and degassing of tanks not allowed in port. Inspect? 
tankers and gas-free certificate can be obtained. Only clean ballas’ 
be discharged in port. 

Diameter of load-discharge pipe-lines at oil berth are: 

20 in., 16 in. and 12 in. pipe-line for crude oil; 12 in and 18 in? 


1200 — 1400 hrs., 1 


line for fuel oil; 8 in. pipe-line for gasoil; 8 in. pipe-line for gasoli® , 
Crude oil discharged to Stanic Refinery from Berths No. 31 ands 


(Molo Foraneo) suitable for tankers up to 39 ft. draft. 
Fuel and other refined products discharged at Berth 
and 34. 


1 
Nos. 31, 


*| .slasting Facilities: There is a shore capacity for 6,500 tons of ballast 
=| © ai S. Cataldo Berths are served by a common 12 in. deballast 
. On each berth a dirty product arm is used for deballasting line 
1) © y made of concrete), the normal deballasting rate is 250 t.p.h. 
" Se maximum pressure being limited to 42 p.s.i. 

: cy this reason it is suggested to arrive at berth with minimum safe 
* <meuvring ballast quantity. 

yp slop facilities are available. 


ensiTY: Salinity 36%. 

mesh WATER: Available at all berths, except Molo Pizzoli, at a rate 
,tp.h. Good drinking water supplied by Ente Acquedotto Pugliese. 
wobarge available to carry water in the harbour and in the roads. Tugs 
«ype used for this purpose. 


AEL: Available, 3 days advance notice required. 
oENTIFICATION CARDS: Shore leave pass is compulsory. 


20NSULS: 

Austria Germany F.R. Portugal 

Belgium Greece Spain 

Bolivia Liberia Sweden 

Denmark Monaco Switzerland 
Ethiopia Netherlands Turkey 

France Norway United Kingdom 


r PAIRS: Workshops and shipyards are capable to carry out repairs 
| phull and engines. 

wAVEYORS: 1.There are cargo inspectors available; these can be 
sianed from S.G.S. Tel: 080/410333. 

» The representative of Lloyd's Register in the port is Lorusso. 


j ORY DOCKS: No dry docks are available at Bari. Nearest dry docks 
ve at Taranto. 


SANGWAY/DECK WATCHMEN: 
) sommended, shift of 10 hours. 


PENING/CLOSING HATCHES: Normally carried out by stevedores. 
| ening or closing of hatches charged for work carried out during usual 
jerking hours. 


wSTOMS ALLOWANCES: 50 cigarettes only are given to each crew 
% | ~ember out of bond on vessel's arrival. Wine is permited to be held out 
‘bond but no spirits allowance permitted. 


Service of watchmen is 


EPATRIATION: Many facilities for effecting crew changes and 
mssibilities for arranging any necessary repatriations. 


NRPORT: Airport is located about 10 km. North of city. Served by 
| gular airlines with flights for all countries daily. 


IME: Local time 1 hour ahead of GMT. Alterations to clocks are made 
} fom Song to beginning of Autumn, giving 2 hours advance on GMT. 
#0LIDAYS: New Year's Day (1st January); Liberation Day (25th April); 
abour Day (1st May); Easter Monday; St. Nicholas, Patron of the Town 

‘th May); Proclamation Day (2nd June); Assumption B. V. Maria (15th 
August); All Saints’ Day (1st November); Immaculate Conception (8th 
pondhioeld Christmas Day (25th December); Boxing Day (26th 
Jecember). 

Cargo work can be arranged on above days, and the stevedoring tariff 
‘eased as follows: From 2400 to 0800 hrs., increase 100%; 0800 to 
‘0 hrs., 50%; 1400 to 1800 hrs., 50%; 1200 to 1400hrs., 100%; 
90 to 2400 hrs., 100%. 


*0LICEAMBULANCE/FIRE: Police 291111. Ambulance (First Aid) 
44848. Fire 115. 

| {MERGENCY CO-ORDINATION CENTRE: 

eh Captaincy — Tel: 216860. On VHF Channel 16 from 0800 hrs. 
5 rs. 

“an Radio ‘P.T.’ on VHF (listens throughout 24 hours) on Channel 16. 


“BANKS: Banca Commerciale Italiana, Via Abate Gimma No. 87, 70100 

j Pa Tel: 080 — 216680. 

“ledito Italiano, Via Putignani No. 98, 70100 Bari. Tel: 080-216771. 

Banco di Roma, Via Calefati No. 82, 70100 Bari. Tel: 080-235300. 

“ STORING: See “Prelims”. 

si, Vessels in port can be supplied by lorries. 

ole Lorries with stores for vessels at quays, apart from normal Customs 
“urements, (if necessary), have to be authorised to enter the port. 

. lorries with trailers can line up on the berths alongside the vessels. 

| . ® process is subjected to the commercial operations on hand 

é "0 or the position of the vessel at the berth. 

ie 

ye 


a 


he lift trucks are never used for supplying stores to ships in this 


are the supply of provisions there is the company S.p.A. Cianciola — 

a 080/235260, 235261, 235262. Telex: 810021. Cianci |. P. O. B. 240, 
¢ 100 Bari who may be approached for any specific requirement. The 

"me Company also has a large area in the port, as a free zone, for 
4 SOrage of goods. 

~ local unloaders can be employed to help in placing goods in store 
¢| “ard if required and available. 


4 (LEPHONEs: No arrangements exist for placing telephone on board. 
tere LEAVE: Allowed. 

| Yer ELOPMENTS: Expected draft increases in the near future for 
“Ming tankers up to 80,000 tons. 


4 UTHORITY: Capitaneria di Porto — Bari, Corso de Tullio 1, 70100 Bari, 
P we jor 080-5216860. Telex: 812289. Cables: Compamare Bari. Also 
;.vhannel 16. Contact: Alfredo Fusco, Port Captain. 
»"sorzio_del Porto di Bari, Molo S. Vito, Stazione Marittima 
“seggeri, Bari, Italy. Tel: 080-5235205. 


ITALY 


BRINDISI: 40.39 N. 17.56 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Lists of Passengers Disembarking. 

3 Lists of Passengers in Transit. 

Manifests of Cargo carried, with specification of port of origin and 
whether for local discharge or in transit. If stowed on deck or below 
deck. 

List of Articles in possession of each crew member, such as cameras, 
binoculars, portable radios, cigarettes, tobacco or any kind of 
cheap-priced goods. 

Other Certificates required to be on board: 

Certificate of Ship's Tonnage. 

Load Line Certificate. 

Derat Certificate. 

R/T Certificate. 

Safety Certificate. 

Anchorage Dues Receipt (if previously paid). 


PILOTAGE: Compulsory for vessels over 500 g.r.t., tankers and gas 
carriers. Pilotage available 24 hours. 

Vessel approaching port should apply for Pilot by hoisting the “G” 
flag, if by daytime. By night-time, letter “G” will have to be signalled by 
Morse, to port semaphore (Signal Station) which is located under shore 
lighthouse showing white flashes. 

Telegraphic address of pilot station is ‘Piloti Porto, Brindisi’. 
Characteristics of pilot boat: gross tonnage, 9.4; power, 65 h.p.; speed, 
8 knots. 

Area where Pilot boards vessel: 

In good weather: 1 mile from harbour entrance. 

In bad weather: (a) \f vessel is heading for inner harbour and is of 
small tonnage (up to 3,000 tons) Pilot boat will steer in a direct line, 
bows pointing towards vessel, up to entrance to “outer” harbour, where 
Pilot will board vessel. If vessel is of higher tonnage, she will have to 
take a “crosswise” position so as to form a sheltered area for Pilot, 
about 1 mile from harbour entrance. (b) If vessel (tanker) is bound for 
outer off-shore terminal (Montedison Installation) for discharge of crude- 
oil, Pilot boat will endeavour to approach vessel to communicate 
impossibility of immediate mooring. Anchorage roads, pending 
possibility for Pilot to board vessel, are 0.8 miles E.N.E. of “Punta 
Penne” (Capo Gallo). 


ANCHORAGES: Besides anchorage point described above, there exists 
safe anchorages in bay for vessels having draft of 9 m. (29 ft. 6 in.) and 
in external harbour for vessels of less than 3,000 tons (gross). 


RESTRICTIONS: Tankers of over 1,500 tons gross may berth only from 
sunrise till sunset. Port berths are inaccessible in unfavourable winds. 
Passenger or cargo vessels no restrictions. 

MAX. SIZE: /nner Harbour: Draft not to exceed 9.4 m. (30 ft. 10 in). 
Outside Main Port area: For discharging crude oil at offshore terminal, 
max. draft allowed 11.50 m. (37 ft. 8 in.). For discharging or loading of 
other refined products of Montedison Installations, depth of berths varies 
from 4m. to 9 m. (from 13 ft. 1 in. to 29 ft. 6 in.). 

HEALTH: Apply to “Sanimare, Brindisi” by radio, 12 hours before arrival, 
and not later than 4 hours before arrival, according to provisions of 
Health Regulations, notifying in message state of health of crew and 
port of origin of vessel. Procedure not required if vessel entering after 
calling at another port in same country. 

RADIO: Vessel can communicate ETA messages to Agents through 
Bari Radio (nearest station) or through Rome Radio which can pick up 
messages from vessels at sea almost in any part of the world. 

VHF: Pilots on Channel 12 throughout 24 hours. 

Port Authority on Channels 16 and 11, from 0700 hrs. — 1900 hrs. 
TUGS: Tug service is generally effected from Punta Riso-Faro Della 
Pedagne Junction, up to inner harbour. It is customary to use tugs’ lines 
for mooring and unmooring of tankers at terminals outside main port 
area, in view of the peculiarity of mooring operations and the area where 
tugs are to operate (subject to surf, choppy seas, winds). Charge for 
use of tugs’ lines is 20% extra on normal towing rates. 
STEVEDORES: Always advisable to notify in ETA messages to Agents 
number of hatches vessel intends working simultaneously to arrange 
gangs. Normal working hours: From 0700 to 1200 hrs. and 1400 to 
1700 hrs. Overtime: Weekdays, 70% increase on normal tariffs. 
Sundays and holidays: Work performed during normal hours, 50% 
increase. On overtime, 100% increase. 

MEDICAL: Hospital facilities available. For any kind of medical 
attendance or hospitalisation, if needed, it will be helpful to have port 
Agents advised by radio in advance. 

TANKERS: Crude oil discharged at offshore buoy mooring for vessels 
up to 37 ft. 8 in. draft. 

Other tanker berths at Inner Harbour for refined products, suitable for 
tankers up to 28 ft. draft. 

FRESH WATER: Almost all mooring points alongside wharves are fitted 
with fresh water distributing hydrants. At off-shore terminals, supply is 
effected by tugs. 

FUEL: Types of fuel available: Bunker “C”, viscosity Engler at 50° 
(Centrigrade), 16/20; specific weight, 0.950/0.960. Gasoil, viscosity 
Engler at 20° (Centigrade), 1.4; specific weight, 0.830. 48 hours advance 
notice for any supplies required. 

FIRE PRECAUTIONS: Firemen always in attendance during loading/ 
unloading operations by oil carriers. 

CONSULS: Vice-Consulate of Denmark, Portugal and Netherlands, all 
having the same telephone number: 21123. Vice-Consulate of Spain: 
telephone: 21039. 

REPAIRS: Only minor deck and engine repairs can be carried out 
locally. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Normally carried out by crew. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englany 


AUGUSTA (including Priolo and Meiilli): 
837,13. N° 154147E. (See Plan) 


LOCATION: Augusta — Position refers to Torre Avolos Old Lighthouse 
in position Lat. 37° 12’ 37” N., Long. 15° 13’ 34” E. 

Priolo — Same position as Augusta, Priolo lays on Southern part of 
harbour including a chemical pier outside the breakwaters. The port is 
under the jurisdiction of Siracusa. 

Melilli - Correct name is Siracusa Santa Panagia, located 6 miles 
South of Augusta. Lat. 37° 06’ 30” N., Long. 15° 15’ 40” E. 

Largest scale charts: B.A. 181-187. U.S. 53000-53200-53201. Italian 
270-271. 

PORT LIMITS: A line drawn between Santa Croce Lighthouse and 
Magnisi Lighthouse defines the seaward limits of the Port of Augusta. 

A line drawn between Punta Magnisi and Punta Santa Panagia defines 

the seaward limits of the port of Santa Panagia. 
DOCUMENTS: Ship's information must be sent by telex to Compamare 
Augusta, or to Compamare Siracusa for Santa Panagia, 24 hours before 
arrival (see “examples” below) in accordance with instructions issued 
by European Economic Community No. 79/116. 

Crew Lists (at least 4 copies). 

Custom Manifest. 

Passenger Lists (4 copies). 

Maritime Declaration of Health. 

Bills of Lading. 

Vaccination Certificates. 

The following documents must be sent to Harbour Master’s Office: 

Certificate of Registry. 

Civil Liability Certificate (for tankers only). 

Information Note of Arrival. 

Additional Declaration of Departure. 

Cargo and Gear Safety Certificate. 

Safety Construction Certificate. 

Italian Light Dues. 

Tanker Check List (to be presented to Pilot for acknowledgement). 

In addition ships bound for the Esso Terminal must also radio the 
refinery, Rafinesso Augusta, via Roma Radio (IAR) 72 hours and 
48 hours before arrival, giving ETA in local time and following advice: 

Bill of Lading quantities in long tons, metric tons, gross bbis./net bbls. 

Slop quantity, water percentage, tank number. If slop mixed with 
cargo, advise quantity cargo in slop tank. 

Arrival draft. 

Temperature of cargo for vessel carrying atmospheric residues and 
catfeeds. 

For tankers calling to load: 72 hours prior arrival send cargo layout, 
preferred order of loading and number of grades ship can load at same 
time. 


Examples: Messages sent to vessels: 
Vessel Over 20,000 g.r.t.: 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessels data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, IGS yes/no, Paris memo issued date prescriptions, if any, 
last port and confirm if all apparatus, hull machinery in good order. 


Vessel under 20,000 g.r.t.: 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessel’s data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, Paris memo issued date prescriptions, if any, last port and 
confirm if all apparatus, hull, machinery in good order. 


Chemical Carriers: 

Please send the following information cabling Compamare Augusta. 
Telex: 912336. Vessel's data, ETA Pilot, reasons for call, cargo/ballast 
details, if SOLAS Certificates 74-78, em. 81/83. 

CLC data, Paris memo issued date prescriptions, if any, certificate of 
fitness/IMO yes/no, last port and confirm that all apparatus, hull, 
machinery are in order. 


Vessel’'s reply: 
To: Harbour Master, Augusta. 
Telex: 972336 Compau | 
Vessel Features Capo Argento, IBMX, Italian Flag, g.r.t. 2,976, 
d.w.t. 4,500, LOA 100 m. max. draft 5.95 m. 


ETA Pilot Pilot Augusta, 2nd December, 0600 hrs. 
Agent Mayflower Shipping Agency 

Reason of Call Unloading 1,400 tonnes Ethylene 

Cargo Ethylene 1,400 tonnes 

SOLAS Available SOLAS 74/Prot 78 

1OPP Expiring 30th April, 1986 

CLC Expiring 20th February, 1986 

Paris Memo Athens 19th September, 1985/No Prescription 
IMO Expiring December 1985 

Last Port Porto Torres 

Remarks In good order 


Master Capo Argento 


PILOTAGE: Compulsory for vessels over 500 g.r.t. — 24 hours service 
~ Second Pilot recommended by Local Authorities for vessels of 60,000 
g.r.t. or above. Weather permitting, Pilot boards about 1 mile East of 
port main entrance — In case of bad weather, the pilot boat will station 
itself just inside the entrance and instructions to proceed will be given 
to vessels by VHF. Upon request, to facilitate vessels, or for other special 
reasons, Pilot can board up to 3 miles off the normal embarkation point. 

Pilot charges vary with vessel's g.r.t., for hours between sunrise to 
0800 hrs. and 1700 hrs. to sunset, for night hours, for Sundays and 
holidays, for flammable and explosive cargo and for boarding over 
1 mile from main breakwater. 
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ETA to be confirmed 1 hour before arrival, calling “Augusta Py 
Station” on VHF Channel 12. In case of no radio contact, vessels / 
stop about 2 miles Eastward of the breakwater and hoist or flash ty 1 
international code signals. \ 

The pilot boat has a black painted hull with a white band ang Whis f 
superstructure with the word “‘Piloti’’ painted on both sides. 

For Santa Panagia (Melilli), Pilot will board 1 mile seaward from 
Santa Panagia for vessels incoming from South and 1 mile s 
from Punta Magnisi for vessels incoming from North. Pilot should ty { 
contacted on VHF Channel 14. Second Pilot recommended by {p, —¢ 
Authorities for vessels of 60,000 g.r.t. or above. ( 
APPROACHES: There are 2 entrances: the main one is Situaty | 
between the central and northern breakwaters, with leading lights m: is 
heading of 273° 51’ — Entrance is about 260 m. wide, with a depthoy | 
36 m. in the middle, and may be used day and night. ( 
Note: Vessels entering should be lined up on the leading lights/mare 
1 mile before entrance and ship departing 0.5 miles before exit. IN case 
of controversy Harbour Master will ask for documentation of abo. 
positions. » | 

Santa Panagia is an open road and berthing to ISAB Terminal ¢ 
allowed in daytime only. 

A current may cross the entrance after prolonged periods of wing, u 
weather. The leading lights/marks are sometimes obscured by smo: 
from the industrial plants in the Southern part of the harbour. Nay 
vessels and outbound traffic have the right of way when passing throug —¢ 
the harbour entrance. ¢ 
Santa Panagia: f 

(a) Masters are cautioned when approaching Santa Panagia by nigtt 

as there are no navigational aids in this area. Only 2 lighthous« 
(Murro di Porco Lighthouse to the South and Cape S. Crom 
Lighthouse to the North) can be used to fix the position of te { 
vessel. In the landfall however, their bearings are opposite ay 
therefore useless. Radar must be in good operating condition 
Tunny nets are laid down in the area and marks can te 


(b { 
temporarily missing and small fishing boats engaged in net fishing 
[ 
t 


= 


may be encountered up to 8 miles from the coast; these boas 
carry no special marks or lights to indicate that they are usix 
nets. 

(c) Naval ships quite often exercise off the East coast of Sicily f 
particularly in an area including Augusta to the North aw  « 
extending well South of Syracuse. f 
Two submarine exercise areas are close to this part of the coas! 

(d) Acurrent may cross the entrance of the bay as wellasthetermn  ¢ 
area after prolonged periods of windy weather. ¢ 

ANCHORAGES: Pilot compulsory inside and outside the breakwales 
within the port limits. 

The Inner Anchorage has a central zone with a depth of waterm 
less then 22.4 m. 

Outside it is recommended to anchor South of Main Entrance 
because North of it there are many limitations. 

For Santa Panagia Pilot compulsory inside the harbour limits—vesses | 
anchoring outside of this line are not considered to be in port av 
consequently without port dues. 4 
MAX. SIZE: VLCCs can enter the harbour with tug assistance, withte 4 


. following limitations: 69 ft. draft for operations in the road (bunkers - 


provisions — crew changes) and 66 ft. 10 in. with a max. displacemet 4 
of 450,000 tons to moor alongside SELM Priolo Supertanker Jetty. Fe 5 
Santa Panagia no limitations. t 
HEALTH: Vessels arriving from countries not suspect of epidemic 
diseases can ask and receive Free Pratique by radio, sending a telegra” 
not more than 24 hours before arrival to “Sanimare Augusta” viaRom = 
Radio (iAR) or “Sanimare Siracusa” for the Port of Santa Panage f 
Arrivals from Italian or EEC Ports are considered clear. { 
It is necessary to request Free Pratique by radio because Heal? 
Officers do not board vessel from sunset to 0800 hrs. ¢ 
The Office of the Health Department is located at Via Lungomat § 
Rossini. Tel: (0931) 974920. 4 
RADIO: Augusta Radio P.T. Listening on 2182 kHz. Working on 16 
and 2260 (24 hour service). t 
VHF: Augusta Radio P. T. Call Channel 16, working Channels 262% 
27 (24 hour service). ‘ 
Harbour Master (Channel 16). ' 
Pilots (Channel 12). Working 24 hours. , 
Tugs and Line Handlers (Channel 8). Working 24 hours. : 
Taxi-boats (Channel 10) From 0600 to 2330 hrs. : 
Agents Connection (Channel 9). Office hours. ( 
Traffic Control (Channels 9 and 12). Working 24 hours. 

TUGS: Tugs available in the harbour: 4x2,000 h.p., 2x2,400P sy 

32,500 h.p., 21,200 h.p. and 1 tug on stand-by/emergenyy® =; 

2,600 h.p. f 

Harbour service: 6 tugs on duty from 0700 — 1200 hrs. and from 1! 
— 1800 hrs. 3 tugs available from 1800 — 2200 hours and 2 tugs avalla* , 
from 2200 — 0700 hrs. ‘ t 

Tugs’ charges vary with vessel's g.r.t., for hours between 0001 - 080! 
hrs, 1200 — 1300 hrs., 1700 — 2359 hrs., for Saturday, Sunday # 
holidays, for service exceeding 1 hour, for operations at SELM — Pn 
Terminal. : 

For Santa Panagia there are 3 tugs available, 1 tug can be employ® 
from Syracuse Harbour — additional tugs can be supplied from Aug 
Harbour. 

Use of tugs is compulsory for berthing and unberthing. The numbe 
of tugs allocated is decided by the Harbour Authority according to 9 
tonnage. Because of tug crew duty rosters, the most suitable tugs ™ 
not always be available. Tugs make fast on the hook after the 
has cleared the entrance, using ship's ropes. Pilots communicaté 
tugs via VHF portable radios which they bring on board with them 
Line Handlers: Service is performed with 1 launch for vessels 0! ® 
than 10,000 g.r.t. and 2 launches for vessels above 10,000 g.r.t Pe 

Wires are not accepted but may be used when provided with 4° 
Manila or other fabric end tail with eye. 


-_ 


snarge varies with vessel g.r.t., flammable and explosive cargo, rain, 
ona time (1 hour delay), overtime from 0600 — 0800 hrs., 1200 — 

“ns. 1700 — 2000 hrs., night hours, Saturday, Sunday, holidays, 

es above the total of 8 and mooring on dolphins/buoys. 

THING: Commercial Wharves: 

“aoRo Pier: Length 260 m. Depth 12.0 m. 

genchina di Riva: Length 246 m. Depth 12.0 m. 

~pmmercial Quay: Length 255 m. Depth 12.0 m. 
spsortium Jetty: Length 738 m. Depth at seaward end 12.2 m. 6 berths 
siadle. With Port Authority permission vessels may berth to discharge 
sy ballast or transhipment cargoes. 
yceT: Berth Nos. 1, 2 and 3 are at a finger jetty. Berth Nos. 1 and 3 
<ed only by coasters and bunkering barges. Depth 12 ft. Berth No. 2 
‘x by vessels up to 25,000 d.w.t. on stern discharge. Depth 28 ft. 
se “Plan"). 
syenem Augusta: Punta Cugno — Berth Nos. 3, 4, 5 and 5 Bis. 

“perth No. 3 Northern Jetty used by Enichem Augusta for discharging 
»gloading chemical products. Berth accepts vessels up to 3,000 d.w.t. 
soning alongside. Depth 17 ft. 

gerth No. 4 (Mid Jetty) used by Enichem Augusta for barges. 

gerth No. 5 (Southern Jetty) used by Enichem Augusta for vessels 

(0 30,000 d.w.t. moored by stern for loading/discharging black/white 
soducts and chemicals. Depth alongside 30 ft. 
“Beth No. 5 Bis used by Enichem Augusta. It is a steel island 
emected to Berth No. 5 for vessels up to 5,000 d.w.t. for loading/ 
sscharging black/white products and chemicals. Depth alongside 21 ft. 
sso; Pier No. 1: Length of pier about 1,050 m. Heading 110°. 

Berth No. 6: Used only by bunker barges. 

ferth No. 7: For vessels up to 10,000 d.w.t. with LOA 197 ft. — 525 ft. 
deoth of water 35 ft. Pipe-lines with connection of 6 in. Loading rate 
‘S0tp.h. -— 900 t.p.h. Loading of gasoline, gasoil, bitumen, fuel oil. 
jangway ashore. Stern loading only. 

Berth No. 8: For vessels up to 38,000 d.w.t. with LOA 197 ft. — 820 ft. 
‘eth of water 35 ft. Pipelines with connections of 8 in. Loading of 
gsoline, JP/5, benzine and bitumen. Loading rate 165 t.p.h. — 900 t.p.h. 
jangway ashore. Deballasting pipe-line available for all berths. 
dameter 14 in., rates from 700 to 2,000 t.p.h. Shore capacity 20,000 


ions. 
Per No, 2: Length of pier about 1,150 m. Heading: 110° ending in a 
seel platform. Large tankers discharge crude oil on either side of the 
jatorm at rates of up to 6,000 t.p.h. 

North side, No. 10, receiving tankers up to 90,000 d.w.t. with LOA 
204. - 909 ft. Depth of water 51 ft. Loading of gasoline, gasoil, fuel 
»| lube oil. Connections: 6 in. for bunker, 10 in. for black and white 
woducts, 10 in. for lube oil. Gangway ashore. 

South side, No. 11, depth 54 ft., receiving tankers up to 140,000 d.w.t. 
wth LOA 504 ft. — 974 ft. Depth of water 54 ft. Loading of all products 
#No. 10 except lube oil. Connections 10 in. No night-time movements 
w vessels over 60,000 g.r.t. 

At about 400 m. from end platform there are 2 smaller platforms 
Berths No. 9 and 12). 

Berth No. 9: Receiving tankers up to 10,000 d.w.t. with LOA 197 ft. — 
{69 ft. Depth of water 26 ft. Loading of gasoline, gasoil, fuel oil, lube oil. 
‘pipe-lines with connections of 6 in. — 24 in. 

Berth No. 12: For tankers up to 12,000 d.w.t. with length 213 ft. — 
“2ft. Depth of water 28 ft. Connections of 6 in. Loading of same 
woducts as No. 9. Alongside the pier pipe-lines are of diameter of 18 in. 
024 in. for crude oil, 16 in. to 20 in. for fuel oil, 14 in. for diesel and 
soll, 10 in. for kerosene, 8 in. for gasoline, 10 in. for naphtha and JP4. 
tere is also a 14 in. pipe-line for deballasting and 8 in. lines for lube 
». All berths are provided with gangway. At Nos. 10 and 11 vessels 
"ay use wire ropes only if the eyes are made of either manila or nylon. 
‘icem: A finger jetty. Berth Nos. 13 and 14 with depths of 23 ft. Used 
y small vessels carrying cement in bulk. Operations are through a 
*nveyor-belt system, with a handling rate of about 300 tons per day. 
“ths No. 13 Bis and 14 Bis recently completed but not yet in use. 
‘AT.O. Pier; Berth Nos. 15 and 16 in depths of 35 ft. and 36 ft. 
“spectively. Used for loading and discharging petroleum products, but 
*ng a Navy jetty, berthing is subject to priority being given to Navy 
‘quirements. 

*ELM-Priolo: Supertanker Jetty: For vessels up to 420,000 d.w.t. Berth 
8.17 to 24 at SELM Jetty; Berth Nos. 25 and 26 at Steel Island; Berth 
‘0 27, for vessels up to 20,000 d.w.t. which are moored by the stern, 
®0secured to 4 buoys with bow anchors down. Berth used for chemical 
*0 petroleum products. All the berths have a deballasting pipe-line. 
“nections: 16 in. for crude and 8 in. for products. 

_SELM concrete jetty: Both dry and liquid chemicals are handled at 
-'S|etty. Berth No. 28, for small vessels whose length is not more than 
*™. moored by the stern. Berth No. 29, for vessels up to 20,000 d.w.t. 
*h No. 31, for vessels up to 30,000 d.w.t. Bagged cargo at a rate of 
000 tons per day, and bulk cargo up to 4,000 tons per day, load or 
tel Aaa No. 30 used by bunker barges. Berth No. 32, for small 

only. 


Berth Depth Max. Draft Max. DWT 
No. (ft.) (ft.) 

17 14.75 13.01 1,000 

18 24.28 22.06 6,000 

19 42.00 40.35 3,000-48,000 
20 73.50 64.99 250,000 

21 73.50 66.08 375,000 
22 45.90 42.00 3,000-48,000 
23 24.60 23.00 6,000 

24 11.81 9.08 1,000 

25 45.93 42.06 5,000-70,000 
26 45.93 37.06 5,000-35,000 
. 37.40 34.00 26,000 

— 29.06 

30 Used by 
31 oo atte Agrimont 
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ENICHEM — ANIC: (Carichi Liquidi): Is situated in Priolo's Cove. 
Chemical products are handled. Berth No. 33, for vessels up to 3,000 
d.w.t. Berth No. 34, for vessels up to 15,000 d.w.t. Berth No. 35 and 
No. 36 used by small vessels only. 

Also see “Shipmaster's Reports”. 


Santa Panagia: Berthing Procedure: At all berths vessels are berthed 
so as to head outwards. The vessel approaches the berth almost 
perpendicularly to the pier and with the aid of tugs (generally 6 for a 
VLCC) and swung seaward, to approach the berth with an angle of 
about 45°. When at safe distance from the berth and almost in position, 
the vessel is then swung parallel to the berth and pushed alongside. 

No anchor is used, however, both must be ready for any emergency. 
The following are the maximum landing speeds: 

Berth No. 1: 25,000 d.w.t., 22.5 cm./sec. 

50,000 d.w.t., 17.0 cm./sec. 
Berth No. 2: 10,000 d.w.t., 25.0 cm./sec. 
30,000 d.w.t., 30.0 cm./sec. 
Berth No. 5: 250,000 d.w.t., 14.5 cm./sec. 
50,000 d.w.t., 21.0 cm./sec. 
Berth No. 6: 385,000 d.w.t., 13.5 cm./sec. 
50,000 d.w.t., 21.0 cm./sec. 
Cautionary Advice: Masters are cautioned that prevailing strongest 
winds and the resulting swell can affect their stay alongside. It is 
therefore very important that vessels, particularly high freeboard ships 
pay particulary attention to moorings. The most efficient moorings are 
all wire moorings — mixed moorings of different stretch characteristics 
and breaking strain should be avoided, particularly in breast lines and 
springs. 

Moorings reeled on winches must be held by brakes hardened up to 
full torque. No self-tensioning devices should be used. The mooring must 
be reeled in such a direction as to assist the break. Where split drum 
winches are used, a maximum to 2 layers should be on the working 
drum when the mooring reaches the shore bollard/mooring hooks. Brake 
must be in good condition. 

There are limits applicable to freeboard from a windage point of view. 
This together with maximum operable wind speeds will be discussed 
with Master's of VLCC by a Terminal Supervisor. The vessel must be 
held firmly against the fenders at all times. It is unnecessary and 
dangerous to slack away lines, even if they appear taut, if the ship is 
not hard against the fenders. 

The minimum recommended is 2 spring lines and 2 breast lines at 
each end. 


Melilli: Operator: Industria Siciliana Asfalti and Bitumi (ISAB). 

The terminal is situated 6 miles South of Augusta, 5 miles North of 
Syracuse, Sicily. The Marine Terminal is connected to the Refinery 
storage through 5 lines for LPG and 18 large diameter pipe-lines for 
Crude and Products which allow for high unloading and loading rates. 

All berths are equipped to ensure rapid and safe operations. 

Clean and dirty ballast discharge facilities, including ballast reception 
tanks of 100,000 cu.m. (0.6 million barrels) are available. 

A sheltered harbour accommodates service boats and 3 modern 
2,000 h.p. tugs are permanently available. 

When more tugs are required, additional units are supplied from 
nearby Augusta. 

Bunkering facilities are available on all berths and sea-going barges 
are operating from the Terminal and from a sheltered harbour equipped 
for bunkering purposes. 

Crude Oil Transhipment: The marine facilities are also suited for 
transhipment from ULCC-VLCC to smaller tankers better fitted to serve 
various refinery and/or pipe terminal locations in the Mediterranean and 
Adriatic. 

Crude and Product Storage: 8 tanks are available for incoming crude 
with a total capacity of 800,000 cu.m. (5 million barrels). 

Semi-finished (intermediate) product storage enables the operation of 
plant units when upstream sections are not available for short periods 
and contributes to Refinery flexibility. 

in particular there is large storage of fuel oil and gas oil fractions and 
12 motor fuel component storage tanks. 

Total intermediate storage in 27 tanks, amounting to 431,000 cu.m. 
(2.7 million barrels). 

Finished product storage is in 38 tanks of various grades with a 
capacity of 825,000 cu.m. (5.2 million barrels). 

A further 42,000 cu.m. (0.25 million barrels) are held in Refinery 
service tanks. 

Jetty: Deep water is available close to the shore at the jetty side. The 
marine facilities consist of a finger with 5 berths having the following 
capabilities and restrictions: 

Berth No. 6: Vessels of minimum 18,000/max. 600,000 d.w.t. 
Max. LOA 1,200 ft. max. draft 78 ft. For unloading crude and loading 
fuel oil. 

Berth No. 5: Vessels of minimum 18,000/max. 250,000 d.w.t. 
Max. LOA 1,200 ft. Max. draft 78 ft. For unloading crude and loading 
fuel oil, gasoil and gasoline. 

Berth No. 1: Vessels of minimum 5,000/max. 55,000 d.w.t. Max. LOA 
790 ft. Max. draft 42 ft.6in. For unloading crude and loading all 
products. 

Berth No. 2: Vessels of minimum 10,000/max. 30,000 d.w.t. Max. LOA 
650 ft. Max. draft 36 ft. For unloading crude and loading all products 
except LPG. 

Berth No. 7: Vessels of minimum 500/max. 3,000 d.w.t. and LPG 
carriers of minimum 500/max. 1,500 d.w.t. Max. LOA 320 ft. Max. draft 
18 ft. For loading all products. 

Somicem-Magnisi: Sea berth, stern mooring for loading crude oil 
— max. 22,000 g.r.t. Draft 36 ft. 

Also see “Agent's Report”. 

STEVEDORES: Available from Compagnia Lavoratori Portuali. 
CRANES: Heavy Lifts: Floating cranes with lifting capacity of 20 tons — 
94 tons at a distance of 27 m. — 12 m. are available. 
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MEDICAL: Medical and hospital facilities available. Vaccinations done 
on board. Advance notice preferred for assistance required on arrival. 
TANKERS: See “Agents Report” for accomplishments required before 
entering the Harbour and “Berthing” for facilities. 

All petroleum product carriers, chemical and gas tankers calling at 
Augusta for loading or discharging must confirm, by cabling the Harbour 
Master, that the responsible officers taking care of loading/discharging/ 
handling operations, fulfil the requirements according to IMO Convention 
STCW/78 and are in possession of relevant valid certificates. 
DENSITY: 1025, however it may be reduced by heavy rain. 

FRESH WATER: Good quality potable water available by barges. 
FUEL: All grades available by pipe-line or barge at anchorage, 
max. draft 65 ft. 

Suppliers Esso, Agip, |.P., Shell, Mobil and Gulf. 48 hours notice 


required. 

CONSULS: 
Denmark Tel: (0931) 977470. 
Liberia Tel: (0931) 975341. 
Norway Tel: (0931) 978544. 


REPAIRS: Not permitted to tankers while alongside refineries jetties, 
may be carried out, while at anchorage, subject to Harbour Master's 
authorisation. If repairs to engine or it will affect the proper use of engine 
or in any way restrict the capability of manoeuvring the ship, continuous 
tugboat assistance may be imposed. Light steel, carpentry and routine 
maintenance is available from small local shipyards. Also electronic and 
electrical services. 
DRY DOCKS: One floating dock, length 105 m., breadth 17.10 m., lifting 
capacity 3,000 tons. Ships up to 5,000 g.r.t. can be moored alongside 
the dry dock for light repair operations. 

One floating dock, length 115 m., breadth 22.0 m. Lifting capacity 
2,750 tons. 
SURVEYORS: Available. 
GANGWAY/DECK WATCHMEN: Employment of shore watchmen 
advisable. Employment of shore fire guards advisable. 
OPENING/CLOSING HATCHES: Normally by ship's crew. 
CUSTOMS ALLOWANCES: 40 cigarettes and 1 opened bottle wine/ 
spirits per man. 
REPATRIATION: No difficulties. 
AIRPORT: Nearest at Catania, can be reached in 40 minutes (distance 
40km. by car). Daily flights to Rome and Milan for international 
connections. Weekly flights to North Europe capitals available. 
TIME: GMT plus 1 hour. Summer time, last Sunday in March to last 
Sunday in September, GMT plus 2 hours. 
HOLIDAYS: Tankers not affected. 1st January; Easter Monday; 25th 
April; 15th August; 8th December; 25th December. 
POLICE/FIRE/AMBULANCE: Boundary and Immigration Police, Tel: 
113; Police (Carabinieri), Tel: 112; Ambulance, Tel: 971122; Fire, Tel: 
974777. 
TELEPHONES: Situated at all berths, not for private use. No direct 
connection to vessels. 
SHORE LEAVE: Immigration Police issues shore passes to permit the 
landing of the crew and passengers. 
IDENTIFICATION CARDS: Shore passes given by Immigration Police. 
GENERAL: Garbage removal: Compulsory service on arrival and every 
24 hours thereafter. 


SHIPMASTER’S REPORT: June 1982. 

If landing a sick crew member, Pilot will board and vessel anchors inside 
the breakwaters. Harbour Master and assistant boarded to check that 
ship's certificates all valid. All usual entry papers required except Crew 
Declaration and Stores List, but total quantity of cigarettes required. 
Crew Lists on IMO Fal Form 5. Cables sent to Agents on Sundays and 
holidays should include Telex number in address otherwise they are not 
delivered until the next day. 

We were anchored about 1.5 hours and the Pilot stayed on board. It 
was necessary to send ashore some crew members to assist with the 
stretcher, but they brought it back with them. 

EEC Tanker Check List required. 


SHIPMASTER’S REPORT: April 1985. 

Radio Pratique: Send radio message, 12 hours prior to arrival to 
“Sanimare Siracusa’. 

Pilotage: Pilot boards 1 mile North of Cabo Santa Panagia and is 
contacted by VHF Channel 14. Call sign is “Siracusa Pilots”. 

Fresh Water: Water is available by barge from Augusta so advance 
notice required. 

Repairs: Normal repairs, but no welding can be carried out alongside. 
Fuel: Bunkers are taken via pipe-line when loading/discharging. 
Officials: All Officials come from Siracusa (Syracuse). 

Ship Chandlers: Available. 


SHIPMASTER’S REPORT: February 1987. 
Vessel: 95,000 d.w.t. 
Berth: Santa Panagia Oil Terminal (formerly Mellili). 
Pilot boards to anchor the vessel. He boards about 1 mile N.E. of 
Santa Panagia. The anchorage is in deep water, bottom mud and clay. 
After anchoring, Agent boards with Harbour Master to check vessel's 
documents. As is usual at Italian ports, 3 firemen live on board. 
1 tug each end, 2 ship's lines, 1 tug pushing, their lines taken ashore 
by boat. Tugs are paid by the hour (i.e. 1 hour 5 mins. = 2 hours’ pay). 
Shore passes required and shore leave is by boat to boat harbour. 
Ship's stamp required on all documents. 


SHIPMASTER’S REPORT: May 1987. 
Port : Priolo. 

Vessels are directed to proceed to Santa Panagia Bay by the Agent. 
It comes under the jurisdiction of Siracusa. Pilots are picked up at 
Siracusa or off the berth. This appears to be dependent on what berth 
movements there are. 
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Anchorage is close off the berth or in Siracusa Bay. Vessel is Charpy 
for anchorage whether used or not. 

There are no known restrictions at the berth. 

Stores appear to be a considerable problem, due to Cy 
Regulations, so cancelled our requirements. Laundry was ve 
expensive. 

Shore leave is by launch from ship. No walking along jetty is allows 
Passes are supplied by Agents. 

Master or his deputy must visit Harbour Master's Office to Sight » 
sign for having seen Italian Notices to Mariners. 


_ 


SHIPMASTER’S REPORT: October 1987 (Updated February 1933 
Documents: 

6 Copies Crew List. 

2 Copies Crew Declaration. 

2 Copies Manifest. 

1 Copy Health Declaration. 4 

1 Copy Arms and Ammunition List. 

6 Copies Cargo Manifest. : 

All Passports. . 

The port is a naval port and tends to be very strict with documentaty 
All the certificates are to be sited by the Harbour Master and a dy: 
officer before they are taken ashore to the Harbour Master's Off 
Shore passes are issued. 

Charts: BA. Charts No. 966 and 1941. 

Approaches: Mount Etna is often seen visually at about 60 miles, }, 
behind Catania about 20 miles to the North of Augusta. The Cats: 
area often shows up on the radar at over 70 miles. Cape Spartiventy, 
a good radar target at 80 miles. 

In the vicinity of Augusta, Siracusa and Cape Morro Di Porco hay 
proved to be good radar targets at over 40 miles. 

There is a Racon (G) on the North beacon (green) at the m 
breakwater entrance. 

Pilotage: Pilotage is available throughout 24 hours. Daytime movemes 
only are carried out at certain berths. If vessel has to await berthing s 
can always anchor inside the breakwater. The pilotage service isgu y 
and efficient. Many traffic movements take place in the port. B 

The Pilot boards from a fast black hulled ‘Speedcutter’. If the weate 
is good he will board 0.5 miles outside the breakwater and if the weaty 
is poor he will board inside the breakwater heads. VHF Channel 12; 
used for communicating with the pilots. He may also be contac 
through the Port Authority telex (Telex No. 0043912336 COMPA\| 
The Pilot requires an EEC Tanker Check List. Overtime rates charges 
between 1900 hrs. and 0800 hrs. 

Anchorages: The anchorages off Augusta are generally poor, especiat 
in bad weather as the bottom shelves rapidly and the holding ground: 
poor. The best anchorage for large vessels is about 100° T at a distan: 
of one mile from the Southern Breakwater entrance (anchorage: 
prohibited within 1 mile of the entrance). Small vessels anchor int 4 
northern area near Porto Xifonio. A favoured anchorage area for lay 
vessels away from Augusta is at Bahia Dis Panagia which is atw 

4 miles South of Augusta. The alternative area is in the Bay of Sime 
which is about 6.5 miles South of Catania. This Bay is open and® 
holding ground is quite good, thereby allowing vessels to drag sale) 

In February 1988 the coastguard moved us away and told us that o” 
Catania or Augusta could be used for waiting. 

Vessels nominated to berth or for services (bunkering, stores, e 
anchor inside the breakwater and under Pilot's guidance. Small vess# 
use Waiting Area “A’. Vessels can drag in strong winds so a sect" 
anchor and engines to be kept in readiness. 

Health: Vessels are to request “Free Pratique” from Sanimare August 
Telex No. 0043 970817 AUG RT, 24 hours before arrival or earl’ 
arriving from a nearby port. The vessel is to answer standard Wo" 
Health Declaration questions. The agent will confirm Free Prato 
before the Pilot boards. Free Pratique not necessary if from EEC cour 
Tugs: Many tugs available. Ship's lines are used. 
For Tankers, the following applies: 
GRT 500— 2,000 inward 1 tug 
2,000 — 5,000 inward 1 tug 
5,000 — 12,000 inward 2 tugs outward 1 tug 
over 12,000 inward 2 tugs outward 2 tugs 

For Dry Cargo vessels under 5,000 G.R.T. no tugs required inwe 
or outward. 

If over 5,000 G.R.T. the table above applies. 

Berthing: The port is mainly for oil products and gases. There is 
berth for fertilisers near the Southern Breakwater. All berths in the 2” 
are numbered. " 

For gas products Pontile Montecantini, just outside Augusta So 
Breakwater, is used and it handles all gas products. 

Pontile Super Petrolier (Berth No. 18 — inner North side) which s# 
South of the Military Pier also handles gas products. All berths are ® 
fendered. Mooring boats are used. 

At Pontile Montecantini which is well exposed in the Winter ® 
moorings consist of 2 head/stern lines, 2 breast lines and 2 springs ® 
end. Vessels berth head out at all piers. At Pontile Montecantini ves* 
berth on either side, the North side berth is No. 34. The use of the 
gangway is compulsory. It is used by pier personnel only. The offs 
anchor is used when berthing. 

Cargo: Pontile Montecantini Pier - Priolo: Vessel required to nitroe 
purge to less than 0.2% and less than —50°C dewpoint in 13 
(2,756 cu.m.) at about 1,000 cu.m.p.h. The surveyor was not of 
attendance, the ship's staff did all the monitoring. : 

The propylene Chicksan is 6 in. with a 6 in. vapour return to S® 
flare. E 

Shore maximum loading rate 250 t.p.h. Temperature in tank -4* 
giving a manifold temperature of —44°C. The shore minimum (@®" 
cooling down is 20 t.p.h. The requested supply rates adhered to # 
closely by the terminal. Only a little English was spoken by the 
staff. There is a shore stop for minimum/maximum. 
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outward None 
outward 1 tug 


gate Super Petroliere: For LPG mixture, Propane 25%, Butane 
“ 

M raulic Boom/hose arrangement is 6 in. 300 ASA with 2 in. vapour 
ese attached. Shore reducer supplied, shore labour connect/disconnect 
wees. Max. rate 200 t.p.h. Temperature LPG mix —4°C. Density 0.5667 
5c Ship stop only. On presentation of Bill of Lading, watch 
“sence; we were presented with shore/ship difference of 45 tonnes 


_ ,ascharge Tripoli, Libya. Understand this happens from time to time. 


ces Water: Fresh water is available by barge throughout 24 hours at 
serths. Any quantity of water can be supplied at a fast pumping rate 

so the barge hoses. ‘ 

sweral’ Boat service is provided by calling on VHF Channel 10, give 

+s yessel’s berth number or anchorage position. This is the only way 

-get ashore as walking down the piers is not permitted. 

“fore passes are required. ; 

aynker barges are operated on VHF Channel 9. They are suitable for 

ending large tankers but are very awkward when supplying small gas 


| yessel. 


‘There are numerous ship chandlers available at the port, the produce 
-god and the prices are reasonable. 

js this port is a Naval port it is under very strict control of the Military 
pour Master. They monitor gas vessels very closely. 

Daily rubbish collection is compulsory. 


The nearest airport is at Catania which is about 20 miles to the North. 


customs board after the Agent. Immigration matters now carried out 
shore. 


4GENT’'S REPORT: 

he following is a copy of a telex received from a ship’s Agent in 
february 1980. 

From: Seafox — Shipping Agents and Bunker Brokers. Head Office: 
ja Garibaldi, 3/5. Phones : (0931) 977470-978544. Telex: 970072 


ONMAR |. Cable: Seafox Augusta TIx. 970072. 96011 Augusta, Sicily. 


We are acting as Shipping Agents in Augusta-Siracuse-Melilli (ISAB) 
sts and in this connection we take the liberty to advise you of new 
ydnance issued by Ports Authority in Augusta and Siracuse Ports in 
yder to be able to inform through your good publication well known 
wer the world. 
fort Information: 

‘cording to instructions issued by European Economic Community 
io. 79/116, please be advised that Augusta Port Authority introduced 
snew Ordinance, to apply immediately, as follows: 

Quote: 

All Masters of petroleum-gas-chemical tankers, having d.w.t. 1,600 
dover, with full or partial cargo or in ballast and not gas-free. Before 
siering or leaving Italian ports must comply with following regulations: 

i. Indue time, before entering territorial waters adjacent to the port, 

cable via Romaradio to their Agents: 

(a) Ship's name and call letters. 

(b) Ship's flag. 

(c) Length and draft. 

(d) Destination port and ETA. 

(e) Quantity and quality on board. 

(f) If ship carrying chemical products in bulk, Master's 
declaration to be in possession of safety equipment and 
construction certificate to carry chemical products in bulk, 
according to IMO Code. 

(g) If ship carrying chemical products in bags or liquid gas in 
containers, Master's declaration to be in possession of the 
appropriate certificate, according IMO Code. 

On Pilot boarding vessel, Master must submit following Check 

List, duly filled, to the Pilot: 

(a) Vessel's details: 


rm 


1. Ship's name. 10. Kind of propulsion. 
2. Flag. 11. Agents. 
3. Owners. 12. Propulsion apparatus-horsepower. 
4. Port of Registry. 13. Draft forward. 
5. Year built. 14. Draft aft. 
6. Gross tonnage. 15. Draft amidships. 
7. Length. 16. Cargo (according to cargo plan). 
8. Classification. 17. Quality. 
9. Call letters. 18. Quantity. 
(0) Safety Equipment Good 
Working 
; Order Deficiencies 
(i) Construction and technical equipment (Yes) (No) 


Main engine and auxiliaries 

Main rudder apparatus 

Auxiliary rudder apparatus 

Anchor apparatus 

Fire fighting equipment 
(ii) Navigation equipment 
Characteristic of available manoeuvrings 
First radar apparatus 
Second radar apparatus 
Gyro compass = ~ 
Magnetic compass / 
Radio direction-finder 
Echo-sounder 
Other electronic equipment to determine 

vessel's position 

Radio equipment < 4 
Radiotelegraphy apparatus tg ‘ 
Radio-telephone apparatus - 
VHF apparatus = 


(iii) 
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(c) Safety Certificates and other documents: 

Safety Construction 

Safety Equipment Certificate 

Safety Radio-Telegraph Certificate 

Safety Radio-Telephone Certificate 

Cargo Certificate 

Registry Certificate 

International Oil Pollution Liability 
Certificate 

Oil Record Book up to date 

Fitness Certificate to carry chemical 

products in bulk according to IMO 
Code rs 

Fitness certificate to carry LPG in 
bulk, according to IMO Code 


(Valid) (Not valid) 


Valid From — Till 


(d) Master and Crew on board 
Description of Title and Number — issued certificates of... .. 
Date issued 
Placeissued/country 
Master 
Chief Mate 
Second Mate 
Third Mate 
Chief Engineer 
First Engineer 
Second Engineer 
Third Engineer 
Radio Officer 
Pilot on board 
Remaining other crew members, deck and engine 
Datetiiit 24. Se eee. 
Master's signature or Master's Representative 
(if applicable) 


Unquote 

Please kindly instruct all Masters to comply accordingly in order to 
avoid delay in entering the port. 

These same regulations apply for Melilli Port (ISAB Terminal) except 
for first part of information which all Masters have to cable directly to 
“Compamare Siracusa” via Romaradio in due time before arrival. 
AUTHORITY: Capitaneria di Porto, 96011 Augusta. Te/: (0931) 978922, 
978695. Telex: 972336. Contact: Captain Pietro Trovato Gangemi, Port 
Commandant. 


BAGNOLI: 40.48 N. 14.10 E. (See Plan) 


DOCUMENTS: An arrival report containing vessel's main particulars and 
data of certificates has to be filled in by Port Officer upon arrival. 

5 Crew Lists. 

5 Passenger Lists. 

Stores List in duplicate. 

International Health Declaration. 

Cargo Manifest. 
PILOTAGE: Bagnoli Pilot is permanently on watch as from 0600 to 
0600 hrs. Usual Pilot position is Lat. 40° 47’ 30” N., Long. 14° 08’ 10” E. 
Pilotage is compulsory for vessels over 500 g.r.t. for anchoring or 
entering the port. Permanent watch is maintained by pilot station on VHF 
Channel 9 and/or 12. Vessel requiring Pilot may also use other 
international signals, such as flag, morse/sound letter “G". When in port 
vessels to give pilot station 1 hour's notice for any service required. In 
the event of bad weather (Bagnoli area is mainly exposed to S.W. winds) 
vessels to shift out of piers or to change anchorage to Baia Roads 
(sheltered natural bay 3 miles from Bagnoli in a Westerly direction). 
ANCHORAGE: Depth of safe anchorages in Bagnoli area and in Baia 
Roads ranging from 20m. to 45m. — sandy bottom. Anchorage is 
allowed in the line from the lighthouse of Nisida Island to the lighthouse 
of Capo Miseno. 
RESTRICTIONS: Vessels can enter port at any time of day. No 
restriction for night departures. 
MAX. SIZE: See “Berthing”. 
HEALTH: Free Pratique can be requested via radio cabling to Health 
Officer of Naples. Cable address: Sanimare, Naples. 
RADIO: Naples Radio. 
TUGS: Presently no tug available, if required they come from Naples. 
Time taken approximately 2 hours. 
BERTHING: /ta/sider Ore/Coal Discharging Pier: Two berths available. 
Pier length 357 m. Berth accommodation length 200 m. — max. draft 
allowed when berthing in Westerly direction is 41 ft. 6 in. — max. draft 
allowed when berthing in an Easterly direction is 36 ft. with H.T. This 
pier is equipped with two turntable gantry cranes and conveyor belts. 
Ore discharging rate: 1,100 t.p.h. Coal discharging rate: 900 t.p.h. 
All necessary stevedoring services are performed by Italsider with their 
own personnel. Cranes capacity: 32 tons. Fresh water available. 
Italsider Loading Pier: Equipped with 6 turntable cranes and rails — max. 
draft allowed on both berths is 10.5 m. Fresh water available. 
Federconsorzi Discharging Pier: Equipped with a fixed gantry crane 
and aerial ropeway for discharging of phosphates and pyrites. 
Discharging rate per shift of 8 hours — 450 tons. Max. draft allowed is 
5.40 m. Fresh water available. 
Tide Range: Approximately 30 cm. 
STEVEDORES: Available. Rate of discharge 1,500/1,700 t.p.h. 
FRESH WATER: Available from pier. Rate of delivery 20 t.p.h., or by 
barge. Vessels at anchor supplied with fresh water by barge from 
Naples. 
FUEL: All types available, always delivered by barge, normally oil 
companies require 48 hours notice. 
CONSULS: At Naples. 
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REPAIRS: Small repairs undertaken. 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by crew. 

CUSTOMS ALLOWANCES: (For entire duration of stay). Tobacco, 
50 cigarettes per crew member. Spirits: 1 bottle (opened) per crew 
member. 

TIME: GMT plus 1 hour Winter. GMT plus 2 hours Summer. 
HOLIDAYS: See “Naples”. 

POLICE/AMBULANCE/FIRE: Police 7602553; Ambulance 7520696, 
258044 (Ospedale S. Paolo); Fire 7330210 and 7605353. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Required. 

GENERAL: Launch Hire: Vessels waiting at anchor for their turn may 
hire launch for crew shore leave and relevant service performed from 
0700 to 2400 hrs. 

The Port of Bagnoli is mainly used for the discharge of ores, minerals, 
coal and for the loading of steel products for account of the Italsider 
S.p.A., metallurgic industrial group of national interest, operating with its 
own shore appliances. Manufacturers of chemical products, the 
Federconsorzi of Naples, operate in the Port of Bagnoli also with their 
own shore appliances. 

AUTHORITY: Capitaneria di Porto di Napoli, Sezione Staccata di 
Bagnoli, Via Coroglio 10 Bis, Napoli. Te/: 7232272. Cables: Seziomare 
Bagnoli. Contact: Sandro Musto, Captain of the Port. 


BARI: 41.08 N. 16.51 E. 


DOCUMENTS: On arrival: 

5 Crew Lists. 

3 Provision Lists. 

3 Lists of Articles in possession each Crew member. 

Customs Documents. 

Cargo Manifests. 

Bills of Lading. 

Ship's Papers. 

Health Documents. 

On departure: 

Additional declaration of departure. 

PILOTAGE: Pilot boards vessels on arrival by motor-boat one mile N.W. 
of the head of the main breakwater. Pilotage compulsory for vessel over 
500 g.r.t. inward or outward, shifting vessels from one point to another 
in or out of port. The Pilot Office is located at Berth No. 13 (Tel. 080- 
5211507) and listens on VHF Channels 16 and 12. 

Pilot call: Letter “G”" of International Code, Pilot attending day and 
night. For services from 1700 hrs. to sunset, or from sunrise to 0800 hrs. 
the dues are increased. 

ANCHORAGE: Good anchorage in all weathers, but precautions should 
be taken against winds from North. Rocky bottom covered by mud. Bad 
holding ground. Strong range in the port when bad weather. Anchorage 
usually allowed East side of Nuovo Molo Foraneo at a distance of about 
1 mile from shore. 

Prohibited Anchorage: Anchoring is prohibited near the port entrance 
and the point of union of the heads of the S. Cataldo Mole and the third 
arm of the New Foraneo Mole, due to the presence of underwater 
pipelines. 

From 1st June to 30th September, it is prohibited for all vessels to 
anchor in front of the Port of Bari, included between the land and the 
line extending 239° for 2.5 miles from the S. Cataldo Lighthouse. 
RESTRICTIONS: Max. depth at harbour entrance 40 ft., width 793 ft. 
Depth of water at berths from 33 ft. to 40 ft. 

Night berthing and unberthing is restricted for vessels exceeding 5,000 
g.r.t. because of the unavailability of the tugs. Only 1 tug is available for 
24 hours a day and a second tug only between 0700 — 2200 hrs. and 
with 24 hours advance notice. 

MAX. SIZE: Maximum permissible length 800 ft. for oil carriers 
proceeding to oil pier. Max. draft 39 ft. 

HEALTH: Masters can request Free Pratique by radio by applying to 
“Sanimare Bari”. Free Pratique automatic for vessels coming direct from 
other Italian port, and “Q” flag not to be flown on entering. In event of 
any suspected disease or fever on board, Master should inform 
Sanimare Bari, not permitting anybody to board the vessel before 
doctor's inspection. 

RADIO: Radio Roma, call sign “IAR.” Bari Radio P.T. call sign “IPB” 
on 2182 kHz. and VHF Channel 16. 

VHF: Port Captain’s Office on Channel 16 from 0800 hrs. — 2000 hrs. 
TUGS: The use of tugs is optional. However, their use can be made 
temporarily compulsory on the instructions of the Maritime Authority for 
certain types of vessels, taking account of the type of cargo carried, as 
well as in the event of unfavourable weather conditions or security 
requirements in the port and of vessels. 

The use of tugs for tankers over 1,600 g.r.t. is compulsory during the 
operations of arrival and sailing and manoeuvring inside the port. 
Tankers from 1,600 g.r.t. to 5,000 g.r.t. use 1 tug, and tankers over 
5,000 g.r.t. use 2 tugs. 

The service is provided by the Societa Rimorchiatori Napoletani with 
offices on Berth No. 8 (Tel. 080-219342), using tugs of 1,100 h.p. and 
800 h.p. The tugs provide service from 0700 hrs. — 1900 hrs., and listen 
on VHF Channels 6 and 12. 

After the hours of service, the tankers, moored at S. Cataldo Mole 
containing, or which have containea, oil products in Category ‘A’, must 
alternatively: 

(a) Put into action the inertion plants for the tanks in question 
containing, or which have contained, the oil products, provided 
such plants are installed. 

Use the available assistance service for the discharge operations 
provided by the tugs. 


(See Plan) 


(b) 
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(c) Leave the berth, and proceed to the outer roads to await» 
return again to the S. Cataldo Berth, when the tug sey 9 
recommences. w 

BERTHING: When specific side alongside berth is required ; jg 
stevedores, Agents radio Master prior arrival and advise Pilot. Ot 


side alongside at Master's option after conferring with Pilot. Deph, 7) 


piers 10 ft. — 47 ft. dependent location. No shore fenders alongs, 


quays. 
Berth Length Depth 
canes (m.) (m.) 

Molo Pizzoli 400 3.0 — 4.50 
Molo S. Vito 

No. 1 — 3.00 

No. 2 153 5.00 

No. 3 120 6.00 

No. 4 273 5.00 
Banchina 

Dogana 250 4.25 
Banchina Capitan 

No. 5 70 5.00 

No. 6 5.00 

No. 7 300 5.50 
Vecchio Molo Foraneo 

No. 5.80 

No. 9 380 5.80 

No. 10 5.48 
Molo Ridosso (Esterno) Avamporto 

No. 11a 280 10.37 

No. 12a 9.76 
Molo Ridosso (interno) 

No. 11 7.62 

No. 12 280 7.92 
Banchina Deposito Franco 

No. 13 9.14 

No. 14 300 8.53 
Banchina Mezzog 

No. 15 175 9 
Banchina Levant 

No. 16 ‘ 9.15 

No. 17 470 9.15-9.75 

No. 18 9.75 
Nuovo Molo Foraneo 

Nos. 19-23 570 7.31 

Nos. 24-25 200 eo 

Nos. 26-28 300 8.83 

Nos. 29 — 31 300 13.00 

No. 31a 300 14.00 
Molo S. Cataldo 

No. 31 bis 10.50 

No. 32 10.00 

No. 33e 630 9.50 

No. 33i 6.50 

No. 34 4.30 


Remarks 
Fishing vessels 1) 
Fl 
| : 
| Ferries 
Fl 
Small vessels 
C 
Cargo and passenger 
vessels 
| Pilots, tugs, cattle holding 
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R 
Waiting " 
s 
; ot 
Naval vessels, ferries 2 
D 


vessels, free zone, silos 


repairs 


Supertankers 


Loading/discharging oil 
products 


G 
Large passenger and cam 


C 
Waiting, laying-up, bunkery 


of 
R 
x 
A 
re 


T 
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H 
BULK HANDLING FACILITIES: Grain discharge by 2 suction pipes: |, 


rate of 90 to 100 metric t.p.h. each. 
CARGO HANDLING EQUIPMENT: 


Electric jib cranes on rails on the Eastern (Levante) Berth: 
2 x 6/7 tons capacity. 
2 x 6/15/24 tons capacity. 
Electric jib cranes on the Deposito Franco Berth: 
2 x 3 tons capacity. 


Mobile cranes: 


1 x 30 tons capacity. 
2 x 100 tons capacity. 
1 x 150 tons capacity. 


Lift trucks: 


1 x 42 tons capacity with telescopic spreader for 20 ft., 30f # 


40 ft. containers. 


27 tons capacity with spreader for 20 ft. and 40 ft. containers 


eh 3 

1 x 14 tons capacity. 
1 x 12 tons capacity. 
3 x 6.5 tons capacity. 
2x 4 tons capacity. 
2x 3 tons capacity. 


STEVEDORES: Important to give ETA in good time. Normal wor 
hours: Winter time (weekdays), 0800 — 1200 hrs., 1300 — 1700" 
Saturdays, 0800 — 1300hrs. Summer time (weekdays), 080 


1200 hrs., 1400 — 1800 hrs. Saturdays 0630—1300 hrs. 


Overtime: From 0600 — 0800 hrs. the tariff to be increased 


1200 — 1300 hrs., 50%; 1700 — 2000 hrs., 25%; 2000 — 0600 hrs. 


For handling pieces over 1,000 kilos, increase of 50% on the 


For unhealthy work, increase of 30% on the tariff. 
Sunday. From 2400 — 0800 hrs. the tariff to be increased 1008 


5 
0800 — 1200 hrs., 50%; 1400 — 1800 hrs., 50%; 1200 — 1400 hrs., 10° fT 
1800 — 2400 hrs., ? 
MEDICAL: Not necessary for Agents to receive advance nolx® 


100%. 


required medical attention. Hospital facilities available. 


TANKERS: Not allowed to do any degassing of tanks or any kit 


repairs to vessel without Harbour Office permission. 


Cleaning and degassing of tanks not allowed in port. Inspect” 
tankers and gas-free certificate can be obtained. Only clean ballas'@ 


be discharged in port. 
Diameter of load-discharge pipe-lines at oil berth are: 


20 in., 16 in. and 12 in. pipe-line for crude oil; 12 in and 18 in. 
line for fuel oil; 8 in. pipe-line for gasoil; 8 in. pipe-line for gasolin® 

Crude oil discharged to Stanic Refinery from Berths No. 31 and 
(Molo Foraneo) suitable for tankers up to 39 ft. draft. 

Fuel and other refined products discharged at Berth Nos. 31, 


and 34. 
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spoatasting Facilities: There is a shore capacity for 6,500 tons of ballast 
‘get All S. Cataldo Berths are served by a common 12 in. deballast 
a On each berth a dirty product arm is used for deballasting line 
taly made of concrete), the normal deballasting rate is 250 t.p.h. 
{maximum pressure being limited to 42 p.s.i. 

ew this reason it is suggested to arrive at berth with minimum safe 
peuvring ballast quantity. 

w slop facilities are available. 


xxSITY: Salinity 36%. 

a@gsH WATER: Available at all berths, except Molo Pizzoli, at a rate 
»tp.h. Good drinking water supplied by Ente Acquedotto Pugliese. 
«page available to carry water in the harbour and in the roads. Tugs 

«ye used for this purpose. 


afl; Available, 3 days advance notice required. 
oNTIFICATION CARDS: Shore leave pass is compulsory. 


20NSULS: 

jystria Germany F.R. Portugal 

Belgium Greece Spain 

Bolivia Liberia Sweden 

Denmark Monaco Switzerland 
Ethiopia Netherlands Turkey 

France Norway United Kingdom 


sPAIRS: Workshops and shipyards are capable to carry out repairs 
null and engines. 


wAVEYORS: 1.There are cargo inspectors available; these can be 
sained from S.G.S. Tel: 080/410333. 
The representative of Lloyd’s Register in the port is Lorusso. 


RY DOCKS: No dry docks are available at Bari. Nearest dry docks 
ve at Taranto. 


SANGWAY/DECK WATCHMEN: 
xommended, shift of 10 hours. 


PENING/CLOSING HATCHES: Normally carried out by stevedores. 
pening or closing of hatches charged for work carried out during usual 
wyking hours. 


wSTOMS ALLOWANCES: 50 cigarettes only are given to each crew 
sember out of bond on vessel's arrival. Wine is permited to be held out 
'fdond but no spirits allowance permitted. 


Service of watchmen is 


*PATRIATION: Many facilities for effecting crew changes and 
mssibilities for arranging any necessary repatriations. 


WRPORT: Airport is located about 10 km. North of city. Served by 
«wir airlines with flights for all countries daily. 


‘ME: Local time 1 hour ahead of GMT. Alterations to clocks are made 
™m aye to beginning of Autumn, giving 2 hours advance on GMT. 
#0LIDAYS: New Year's Day (1st January); Liberation Day (25th April); 
nour Day (1st May); Easter Monday; St. Nicholas, Patron of the Town 
‘th May); Proclamation Day (2nd June); Assumption B. V. Maria (15th 
‘gust); All Saints’ Day (1st November); Immaculate Conception (8th 
rill Christmas Day (25th December); Boxing Day (26th 
Jecember). 
Cargo work can be arranged on above days, and the stevedoring tariff 
‘weased as follows: From 2400 to 0800 hrs., increase 100%; 0800 to 
| 200 hrs. 50%; 1400 to 1800 hrs., 50%; 1200 to 1400hrs., 100%; 
400 to 2400 hrs., 100%. 


*0LICE/AMBULANCE/FIRE: Police 291111. Ambulance (First Aid) 
44848. Fire 115. 

MERGENCY CO-ORDINATION CENTRE: 

a Captaincy — Tel: 216860. On VHF Channel 16 from 0800 hrs. 
~¢ rs. 

* Radio ‘P.T.’ on VHF (listens throughout 24 hours) on Channel 16. 


3ANKS: Banca Commerciale Italiana, Via Abate Gimma No. 87, 70100 
*# Tel: 080 — 216680. 

-edito Italiano, Via Putignani No. 98, 70100 Bari. Tel: 080-216771. 
Sanco di Roma, Via Calefati No. 82, 70100 Bari. Tel: 080-235300. 
STORING: See “Prelims”. 

Vessels in port can be supplied by lorries. 

& lorries with stores for vessels at quays, apart from normal Customs 
“uirements, (if necessary), have to be authorised to enter the port. 

- lorries with trailers can line up on the berths alongside the vessels. 
= process is subjected to the commercial operations on hand 
me or the position of the vessel at the berth. 

wr ork lift trucks are never used for supplying stores to ships in this 


7 For the supply of provisions there is the company S.p.A. Cianciola — 
bs 980/235260, 235261, 235262. Telex: 810021. CianciI. P. O. B. 240, 
“00 Bari who may be approached for any specific requirement. The 
ne Company also has a large area in the port, as a free zone, for 
“Tage of goods. 

b Local unloaders can be employed to help in placing goods in store 
"Soard if required and available. 


TELEPHONES: N i i 

: No arrangements exist for placing telephone on board. 
ORE LEAVE: Allowed. 

= SLOPMENTS: Expected draft increases in the near future for 
“hing tankers up to 80,000 tons. 


“THORITY: Capitaneria di Porto — Bari, Corso de Tullio 1, 70100 Bari, 
ae: Tel: 080-5216860. Telex: 812289. Cables: Compamare Bari. Also 
* Channel 16. Contact: Alfredo Fusco, Port Captain. 

»nsorzio del Porto di Bari, Molo S. Vito, Stazione Marittima 
“Seggeri, Bari, Italy. Tel: 080-5235205. 


_ 


ITALY 


BRINDISI: 40.39 N. 17.56 E. 


DOCUMENTS: 

3 Crew Lists. 

3 Lists of Passengers Disembarking. 

3 Lists of Passengers in Transit. 

Manifests of Cargo carried, with specification of port of origin and 
whether for local discharge or in transit. If stowed on deck or below 
deck. 

List of Articles in possession of each crew member, such as cameras, 
binoculars, portable radios, cigarettes, tobacco or any kind of 
cheap-priced goods. 

Other Certificates required to be on board: 

Certificate of Ship’s Tonnage. 

Load Line Certificate. 

Derat Certificate. 

R/T Certificate. 

Safety Certificate. 

Anchorage Dues Receipt (if previously paid). 


PILOTAGE: Compulsory for vessels over 500 g.r.t., tankers and gas 
carriers. Pilotage available 24 hours. 

Vessel approaching port should apply for Pilot by hoisting the “G” 
flag, if by daytime. By night-time, letter ‘‘G” will have to be signalled by 
Morse, to port semaphore (Signal Station) which is located under shore 
lighthouse showing white flashes. 

Telegraphic address of pilot station is ‘“Piloti Porto, Brindisi’. 
Characteristics of pilot boat: gross tonnage, 9.4; power, 65 h.p.; speed, 
8 knots. 

Area where Pilot boards vessel: 

In good weather: 1 mile from harbour entrance. 

In bad weather: (a) If vessel is heading for inner harbour and is of 
small tonnage (up to 3,000 tons) Pilot boat will steer in a direct line, 
bows pointing towards vessel, up to entrance to “outer” harbour, where 
Pilot will board vessel. If vessel is of higher tonnage, she will have to 
take a “crosswise” position so as to form a sheltered area for Pilot, 
about 1 mile from harbour entrance. (b) If vessel (tanker) is bound for 
outer off-shore terminal (Montedison Installation) for discharge of crude- 
oil, Pilot boat will endeavour to approach vessel to communicate 
impossibility of immediate mooring. Anchorage roads, pending 
possibility for Pilot to board vessel, are 0.8 miles E.N.E. of “Punta 
Penne” (Capo Gallo). 


ANCHORAGES: Besides anchorage point described above, there exists 
safe anchorages in bay for vessels having draft of 9 m. (29 ft. 6 in.) and 
in external harbour for vessels of less than 3,000 tons (gross). 


RESTRICTIONS: Tankers of over 1,500 tons gross may berth only from 
sunrise till sunset. Port berths are inaccessible in unfavourable winds. 
Passenger or cargo vessels no restrictions. 

MAX. SIZE: Inner Harbour: Draft not to exceed 9.4 m. (30 ft. 10 in). 
Outside Main Port area: For discharging crude oil at offshore terminal, 
max. draft allowed 11.50 m. (37 ft. 8 in.). For discharging or loading of 
other refined products of Montedison Installations, depth of berths varies 
from 4m. to 9m. (from 13 ft. 1 in. to 29 ft. 6 in.). 

HEALTH: Apply to “Sanimare, Brindisi” by radio, 12 hours before arrival, 
and not later than 4 hours before arrival, according to provisions of 
Health Regulations, notifying in message state of health of crew and 
port of origin of vessel. Procedure not required if vessel entering after 
calling at another port in same country. 

RADIO: Vessel can communicate ETA messages to Agents through 
Bari Radio (nearest station) or through Rome Radio which can pick up 
messages from vessels at sea almost in any part of the world. 

VHF: Pilots on Channel 12 throughout 24 hours. 

Port Authority on Channels 16 and 11, from 0700 hrs. — 1900 hrs. 
TUGS: Tug service is generally effected from Punta Riso-Faro Della 
Pedagne Junction, up to inner harbour. It is customary to use tugs’ lines 
for mooring and unmooring of tankers at terminals outside main port 
area, in view of the peculiarity of mooring operations and the area where 
tugs are to operate (subject to surf, choppy seas, winds). Charge for 
use of tugs’ lines is 20% extra on normal towing rates. 
STEVEDORES: Always advisable to notify in ETA messages to Agents 
number of hatches vessel intends working simultaneously to arrange 
gangs. Normal working hours: From 0700 to 1200 hrs. and 1400 to 
1700 hrs. Overtime: Weekdays, 70% increase on normal tariffs. 
Sundays and holidays: Work performed during normal hours, 50% 
increase. On overtime, 100% increase. 

MEDICAL: Hospital facilities available. For any kind of medical 
attendance or hospitalisation, if needed, it will be helpful to have port 
Agents advised by radio in advance. 

TANKERS: Crude oil discharged at offshore buoy mooring for vessels 
up to 37 ft. 8 in. draft. 

Other tanker berths at Inner Harbour for refined products, suitable for 
tankers up to 28 ft. draft. 

FRESH WATER: Almost all mooring points alongside wharves are fitted 
with fresh water distributing hydrants. At off-shore terminals, supply Is 
effected by tugs. 

FUEL: Types of fuel available: Bunker “C’”, viscosity Engler at 50° 
(Centrigrade), 16/20; specific weight, 0.950/0.960. Gasoil, viscosity 
Engler at 20° (Centigrade), 1.4; specific weight, 0.830. 48 hours advance 
notice for any supplies required. 

FIRE PRECAUTIONS: Firemen always in attendance during loading/ 
unloading operations by oil carriers. 

CONSULS: Vice-Consulate of Denmark, Portugal and Netherlands, all 
having the same telephone number: 21123. Vice-Consulate of Spain: 
telephone: 21039. 

REPAIRS: Only minor deck and engine repairs can be carried out 
locally. 

GANGWAY/DECK WATCHMEN: Not required. 

OPENING/CLOSING HATCHES: Normally carried out by crew. 
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CERTIFICATES: For vessels over 500 tons effecting international 
voyages: 
(a) Passenger vessels: 
Safety Certificate. 
Radio and Radiophone Certificates (latter if included in vessel's 
equipment). 
(b) Freighters: 

Safety Construction Certificate. 

Safety Equipment Certificate. 

Radio and Radiophone Certificates. 
CUSTOMS ALLOWANCES: 50 cigarettes a day for each crew member, 
if vessel's stay in port exceeds 24 hours. No allowance if stay is shorter 
than 24 hours. Third of a bottle of spirits only. 
REPATRIATION: Adequate facilities exist for effecting crew changes 
and repatriations as necessary. 
AIRPORT: Distance from local airport 5 km. (3 miles). Airport regularly 
served by Alitalia Airline, ensuring 2 daily flights to Rome and 1 daily 
flight to other Italian cities, including, among others; Naples, Catania, 
Palermo, Cagliari, and other destinations via Rome. Direct international 
flights not scheduled from Brindisi. 
TIME: Local time 1 hour ahead of GMT; from 29th March to 26th 
September, 2 hours ahead of GMT (Summer time). 
HOLIDAYS: Officially recognised. Both national and religious holidays 
include: Sundays; New Year's Day; Epiphany (6th Jan.); St. Joseph's 
Name Day (19th March); Easter (Easter Monday); Anniversary of 
Liberation (25th April); Labour Day (1st May); Ascension, Corpus Domini 
(movable dates); Proclamation of the Italian Republic (2nd June); the 
Saints Peter and Paul Name Day (29th June); Assumption (15th August); 
All Saints’ Day (1st Nov.); National Unity (4th Nov.); the Virgin 
Immaculate Conception (8th Dec.); Christmas, Boxing Day. 
POLICE/AMBULANCE/FIRE: Police, 25555; Ambulance, 21310; Fire, 
21222. 
TELEPHONES: No _ current 
telephones on board. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Not particularly needed besides regular 
seaman’s books. 
DEVELOPMENTS: Under construction: 1 pier in outer harbour, which 
is scheduled to be 200 m. in length (219 yards) with a depth of 12 m. 
(39 ft. 4 in.). 

Coal unloading wharf of 670 m. length to be built to accommodate 
2x 150,000 d.w.t. vessels. Unloading will be by 21,500 t.p.h. bucket 
unloaders. 

AUTHORITY: Capitaneria di Porto — Brindisi, Via Regina Margherita, 
No. 1, 72100 Brindisi, Italy. Te/: (0831) 21022, 21023. Telex: 813395 
Compbr |. FAX: (0831) 21023. Cables: Compamare Brindisi. 


arrangements existing for placing 


CAGLIARI (including Sarroch), Sardinia: 
39.05 N. 09.01 E. 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

2 Provisions Manifests. 

2 Manifests of Crew Personal Effects. 

Cargo Manifest. 

Bills of Lading. 

2 Arrival Reports, completed on arrival. 

Maritime Declaration of Hea!th, completed on arrival. 

Ship's Certificates including Italian Anchorage Dues. 

Vaccination Certificates for sighting. 

PILOTAGE: Compulsory for vessels over 500 tons. Requested by ship's 
Agents. Vessels should wait in the roads for Pilot to board. International 
Code signals used for calling Pilot. Pilot station telephone number: 
652929. Pilot boards tankers about 2 miles East of oil terminal. 
stn Compulsory for all tankers. Vessels should wait in roads as 
‘ollows: 
G1 — (for tankers of more than 42 ft. draft) Lat. 39° 05’ 00" N., 
Long. 09° 05’ 00" E. 
G2 — (for tankers of less than 42 ft. draft) Lat. 39° 04’ 27” N., 
Long. 09° 03’ 15” E. 
G3 — (for tankers of less than 5000 g.r.t.) Lat. 39° 05' 48” N., 
Long. 09° 02’ 00" E. 

Pilot station telephone number 929006—929057. VHF Channel 16. 
ANCHORAGE: All of the Roads are available for anchorage except 
where prohibited zones indicated on charts. 

HEALTH: Free Pratique may be requested by radio to Sanimare Cagliari 
between 12 to 6 hours prior to arrival advising vessel's name, nationality, 
last port, number of passengers and crew and state of health on board. 
Pratique is automatic for vessels coming from ports in E.E.C. countries. 
RADIO: Cagliari Radio operating continuously on 2182 kHz, and on 
156.8 MHz. 

Tankers: 48 hours’ radio notice must be given, also advice of readiness 
on arrival. 

Following information to be sent with first ETA message to Saras — 
Sarroch, Telex: 790169 Saraff |. 

. Quantity of clean and/or dirty ballast. 

Quantity of slops to be discharged/kept on board. 

. Previous cargo. 

Condition of cargo tanks i.e. inerted, gas free, etc. 
Arrival draft. 

. Sailing draft. 

. Distances bow manifold and stern manifold. 
Manifold size and number of loading arms required. 
Maximum acceptable loading rate. 


(See Plan) 
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MAX. SIZE: Cagliari Port: Max. draft 26 ft. Sarroch, SARAS Te, 
tankers up to 380,000 d.w.t. Max. draft 68 ft. Depth of channel 754 
VHF: Cagliari: Harbour Master's Office, Channel 16. . 
Sarroch: Harbour Master's Office, Channel 16. Pilot station, C 
Mooring station, Channel 6. Boat service station, Channel 8. Loa 
Master — Saras Terminal, Channel 14. 

Also see “Shipmaster’s Report’. 
TUGS: 6 available, of up to 4,500 h.p. 
Cagliari: Normally join vessels at the port entrance. 
Sarroch: Normally join tankers at anchorage points and assist ber) 
at Saras Jetties Terminal. 


BERTHING: Cagliari 
Berth No. 1: Length 68.0 m.; draft 14 ft 
Berth No. 2: Length 128.0 m.; draft 24 ft 
Berth No. 3: Length 227.0 m.; draft 21 ft. 
Berth No. 4: Length 123.7 m.; draft 18 ft. 03 in. 
Berth No. 5:Length 60.3 m.; draft 18 ft. 03 in. 
Berth No. 6: Length 116.8 m.; draft 8 ft. 
Berth No. 7: Length 92.6 m.; draft 16 ft. 06 in. 
Berth No. 8: Length 278.6 m.; draft 23 ft. 
Berth No. 9: Length 325.8 m.; draft 24 ft. 


Berth No. 10: Length 328.0 m.; draft 26 ft. 06 in. 

Berth No. 11: Length 203.2 m.,; draft 26 ft. 06 in. 

Berth Nos. 2, 3 and 4 reserved daily for passenger ships. 
MEDICAL: All facilities available at Cagliari. 


TANKERS: Sarroch Saras Jetties 


P.1: draft 39 ft. 6 in. P.6: draft 26 ft. 

P.2: draft 36 ft. P.7: draft 35 ft. 

P.3: draft 41 ft. P.8: not yet workable 
P.4: draft 38 ft. P.9: not yet workable 
P.5: draft 36 ft. P.10: draft 23 ft. 


Platform Island No. 1 (for crude oil discharging only) draft 68 ft 
Platform Island No. 2 (for crude oil discharging only) draft 57 ft 
Loading Rates: 


Berth Nos. 1 — 4 Crude oil 5,000 t.p.h 
Fuel oil 2,000 t.p.h 
Gas oil 2,000 t.p.h 
Gasoline 1,000 t.p.h 
Berth No. 5 Fuel oil 2,000 t.p.h 
Gas oil 800 t.p.h 
Gasoline 500 t.p.h. 
LPG 200 t.p.h. 


Berth No. 6 For Bunkering Barges and small tankers up to 3) 
d.w.t. Fuel oil, gas oil, Kerosene and gasoline at slow pumping rates 


Berth No. 7 LPG 200 t.p.h. 
Fuel oil 1,000 t.p.h 
Gas oil 800 t.p.h 


DENSITY: 1025. 

FRESH WATER: Available by pipe-line at all berths. No water bam 
although bunker barges may be able supply small quantity fresh wa 
in emergency only. 

At times fresh water is in short supply and may not be available 
Cost of delivery of fresh water by tug is 3,000 lire per tonne. 
FUEL: All grades available ex-barge only. Barges supply vessel! 

anchor and vessels calling for bunkers only. 

Vessels calling at Sarroch for bunkers by barge are required to K# 
Agents closely advised of their ETA and bunker requirements. Mess@ 
confirming the vessel's ETA should be sent to Agents 72, 48 ant’ 
hours before vessel's arrival. Masters should note that Cusitt 
Regulations do not permit the return of bunkers to the refinery after? 
barge is loaded, therefore an accurate figure of bunkers required ™ 
be given in the first ETA message to Agents. 


CONSULS: 
Belgium Norway 
Denmark Sweden 
France United Kingdom 
Netherlands 


REPAIRS: Minor repairs can be handled at Cagliari. Slipway for ves* 
up to 400 tons. 

BALLAST: The discharge of ballast by tankers can be effected # 
berths at a pumping rate between 1,000 and 2,500 t.p.h. Recepi” 
ballast ashore is into 3 tanks with total capacity of 20,000 cum * 
6 API separator vessels. 

CUSTOMS ALLOWANCES: 40 cigarettes and 1 opened bottle" 
spirits per man, usually allowed for consumption on board while vé 


in port. 

REPATRIATION: No difficulties. 

AIRPORT: Elmas Airport situated 12 km. from Cagliari. 

TIME: GMT plus 1 hour. Summertime March to September: GMT? 
2 hours. 

HOLIDAYS: Not applicable to tankers. New Year's Day (1st Janu 
Epiphany (6th January); St. Joseph (19th March); Liberation Day © 
April); Labour Day (1st May); Easter and Day after Easter; Asce® 
Day; Corpus Domini; Proclamation Day (2nd June); St. Peter & St” 
(29th June); Assumption B.V.Maria (15th August); All Saints’ Day 
November); Victory Day (4th November); Immaculate Conceptio"’ 
December); Christmas Day (25th December); Boxing Day a 
December). i 
POLICE/FIRE/AMBULANCE: Cagjiari: Police Tel: 658956. Fit” 
652222. Ambulance Tel: 656979. 

Sarroch: Police Tel: 929063. Fire Tel: 652222. Ambulance Tel: 9 
TELEPHONE: No telephone connection on board. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes issued by local policé 
DEVELOPMENTS: The new industrial port S.W. of Cagliari is stil” 
construction. Both Meridionale and Settentrionale Moles have no# 
completed. 


| 
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STER’S REPORT: October 1979 (Updated 1986). 
ionorage Restrictions: The following port regulation in force since April 
1979: 
ath calling at Sarroch for orders only, may not get permission to 
_xot at Golfo di Cagliari Anchorage. 
"Sch a vessel must remain in position South of the line Cape 
sattivento — Cape Carbonara. 
ence against this regulation will cause the vessel to be fully charged 
wy harbour and light dues in connection with clearing by Immigration, 
ow Health, Customs and Agents. 
4 Pilot operates on Channels 16 and 9. Agencies operate on Channel 
+ ipading Master Sarroch/Saras Jetties operate on Channel 14. Call 
on. ‘Saras Terminal”. 


sPMASTER’S REPORT: May 1981. 

u the oll berths it is usual to have 4 tugs and tugs are paid by the 
wy Le. the use of a tug for 61 minutes costs 2 hours hire. 

“‘yoorings are usually 3,2,2, with head and stern lines sent first followed 
» springs. Require plenty of turns on the bitts for tugs. 

“apparently the boatmen will not come out to the vessel if she is 
»enored outside the designated anchorage areas as shown on the chart 
‘ess, of course, the draft prohibits a close approach. It is frequently 
ed for bunkering and crew changes. 

To obtain fresh water from the jetty it is necessary to obtain, in 
aplicate, an official form from the Agent. 

According to Pilot the max. size is now 250,000 d.w.t. and draft 23 m. 
Harbour Master boards for, usually, at least one inspection and 
»lects EEC Check List. Vessels documents usually taken ashore for 
seusal by Harbour Master. 

Anchorage dues are valid for one month. 


UTHORITY: Capitaneria di Porto di Cagliari, 09100 Cagliari, Italy. 
contact: Captain Sergio Albanese, Port Commandant. 

SARAS Marine Terminal, 09018 Sarroch (CA), Italy. Tel: (070) 900031 
-990061. Telex: 790169. Cables; Saras — Sarroch. Contact: Captain 
) Grosso, Manager — Marine Service. 


CATANIA, Sicily: 37.29 N. 15.06 E. (See Plan) 


DOCUMENTS: Arrival report requested by Harbour Authorities. Also see 
Augusta”. 
PLOTAGE: Master can communicate with Pilot on VHF Channel 16. 
*iot boards at sight on harbour entry. International Code signals used 
ocall Pilot. 

» ANCHORAGE: Vessel must remain on roads awaiting Pilot. 
RESTRICTIONS: No restrictions on entry at night, except for tankers 
ether loaded or empty, as per harbour regulation). The tide at Catania 
sno more than 30 cm. Bar at entrance 30 ft. 

| MAX. SIZE: No limitation on the length and breadth but only on draft of 

essel, provided same can be contained within the size of piers of 

valania Harbour. See “Berthing”’. 

HEALTH: The usual Sanitary Pratique as per all Italian ports is 

quested. Free Pratique obtainable by radio prior arrival sending cable 

© Sanimare Catania”. 

RADIO: The quickest way is to address messages to ‘“Romaradio”, 

teler if adding to the telegraphic address the telex number of Agency, 

wthat after very short time from reception at Romaradio the message 
sin Agent's hands. 
itis important that 72 working hours notice of ETA be passed to Agent. 

NGS: When Pilots are on board, they can call tugs by small radio- 

‘aling station. Very frequently the tug’s Company, when seeing a large 

Sina at same time as Pilot. Tugs using ship's lines. 

‘ i 
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Berth No. Length Depth 
land2 Molo Mezzogiorno, Oil 
} | berths 361 m. 30 ft. 6 in. 
i 6 Molo Crispi, Silo berth 154m. 30 ft. 
rd e : 130m. 29 ft. 
8 140 m. 29 ft. 
j 9 4 a 130 m. 20 ft. to 28 ft. 
10 and 11 Sporgente Centrale 307m. 30 ft. 
12 Molo Centrale 120m. 30 ft. 
13 Sporgente Centrale 182m. 30 ft. 6 in. 
14 : 169m. 29 ft. 
17 * ry 142 m. 22 ft. 
18 i -. 142 m. 22 ft. 
) 19 ¥ # 156 m. 18 ft. to 21 ft. 
20 a BY 170 m. 16 ft. 6 in. 
21 4 ai bile ane 19 ft. 6 in. 


oe 22 : _" 60 m. 16 ft. to 20 ft. 
*TEVEDORES: As per actual Port Labour Regulations, in order to book 
ngs, stowage details must reach Agency not later than 1100 hrs. of 
day before ship's arrival, except for work to be done on Saturdays, 
Fit and Mondays when application for gangs must be made on 
aie Official load/discharge rate for general cargo is 50 tons per hatch 

= day (8 hours), but real output is higher. Increase for overtime, 

jatnuous shifts (0700-1330 hrs.; 1330-2000 hrs.; 2000-0230 hrs.). 
| Wo work, Sundays, national holidays, etc. 

“OICAL: Hospital facilities easily available. No advance notice 
“Quired unless for emergency cases and for cases to be urgently treated 
“ing night and holidays. 


_— 


ITALY 


TANKERS: 2 tanker berths are situated in line at Southern Breakwater, 
called “Molo Mezzogiorno”. There are 3 pipe-lines, diameters of 8 in., 
6 in., 4 in. No discharge facilities for tank washing. 

Tankers are not allowed to berth or unberth at night. 
SALINITY: Average salinity of water inside the port is the same as the 
average salinity of Mediterranean. 
FRESH WATER: Available at nearly all quays including bunker piers. 
FUEL: Bunkers available and supplied only by pipe connection at bunker 
pier (Molo Mezzogiorno). Max. rate 400 t.p.h. 


CONSULS: 
Austria Germany F.R. Norway 
Belgium Greece Portugal 
Denmark Netherlands Spain 
Finland Nicaragua Sweden 
France 


REPAIRS/DRY DOCK: Small repairs can be carried out at Catania. 
No dry docks available. 

CUSTOMS ALLOWANCES: Tobacco, for foreign ships not in coastal 
service in Italian Ports: 50 cigarettes per each crew member, for the 
first 24 hours of the ship’s stay in port. Other cigarettes can be obtained 
for which an application to the Customs House is required. Spirits: 2 or 
3 bottles per day (provided minimum 20 crew members). 

AIRPORT: Very near important airport with regular international flights. 
TIME: GMT plus 1 hour. In Summer time GMT plus 2 hours. 
HOLIDAYS: Normally, during all holidays it is possible to work with extra 
payment. 

TELEPHONES: Numbers of emergency services: Police 531905; 
Emergency Police 113; Fire Brigade 327702; Sanitary Office 532123; 
Harbour Master 531667, 531134; Pilot 531906; Mooring 531150. 
DEVELOPMENTS: Ferry berth under construction. 40 ton multi-purpose 
container crane to be installed. With spreader it will be able to handle 
20 ft., 35 ft. and 40 ft. containers and general cargo up to 45 tons by 
hook. 

AUTHORITY: Capitaneira di Porto. Via Dusmet, Porto di Catania, Italy. 
Tel: 531667, 531134. Telex: 912350. Cables: Capitaneria di Porto- 
Catania. Contact: Comm. Antonino Petralia. 


CHIOGGIA: 45.14 N. 12.19 E. (See Plan) 


PORT LIMITS: Bacino Marittima and Banchina Lombardo Esterno. 
DOCUMENTS: 
6 Crew Lists (IMO Form). 
6 Passenger Lists. 
2 Stores Lists. 
2 Cargo Manifests. 
2 Crew Personal Effects Lists. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. ETA at least 24 
hours prior to arrival. Pilot will board 1.5 miles E.N.E. of channel 
entrance. Vessels on arrival may contact Pilots by VHF (Channel 14). 
ANCHORAGE: Recommended anchorage 1.5 miles North East of the 
entrance. All vessels must keep radio watch, specially in Winter time 
owing to very strong E.N.E. winds. 
Anchorage in inner road available, with Harbour Master authorisation. 
HEALTH: Clearance on arrival. 
VHF: Harbour Master on Channel 16 from 0800 hrs. — 2000 hrs. Venice 
Radio (PT) on Channel 16, continuously. 
TUGS: Available. 
BERTHING: For general cargo there are the following berths: Banchina 
Lombardo Esterno: Length 650 m., max. draft 21 ft. Bacino Marittima, 
with 3 berths available, total length 480 m., draft from 14 ft. to 16 ft. 
Banchina Lombardo Interno: Length 100 m., draft 14 ft. For bulk 
carriers (grain etc.) there are 2 mooring buoys. 
Campo Boe San Felice: For ships LOA 220 m., max. draft 28 ft. 
Campo Boe Perognola: For ships LOA 150 m., max. draft 21 ft. 
Ro/Ro berth: Bacino Marittima South — max. draft 15 ft. 
CRANES: 16 mobile cargo cranes — max. capacity 130 tons. 3 floating 
elevators for bulk carriers. 1 cargo crane on rails — capacity 5 tons 
alongside Banchina Lombardo Interno. 
STEVEDORES: Working hours normally 0800 — 1200 hrs, 1400 — 
1800 hrs. 
MEDICAL: Hospital facilities available. 
FRESH WATER: Available on the berth by hose connection. For ships 
on road by tug or barge, is necessary. 
FUEL: Available by lighter. 


CONSULS: 
Argentina Germany F.R. Panama 
Belgium Greece Peru 
Brazil Lebanon Portugal 
Denmark Liberia Spain 
Finland Netherlands Sweden 
France Norway United Kingdom 


REPAIRS: Routine maintenance possible. 
CUSTOMS ALLOWANCES: Italian Regulations apply. 


SHIPMASTER’S REPORT: August 1980. 
Vessel discharged yellow corn. 

Chioggia is a famous fishing port in the Southern region of the Venice 
lagoon. In the past few years more and more vessels with grain cargo 
have been directed to this port because the facilities of Venice, Ravenna, 
etc., are not sufficient to handle the increasing quantities of imported 
grain, corn, soyabean meal, etc. 

Vessels with an arrival draft deeper than 28 ft. have to anchor outside 
the breakwater about one mile N.E. of the entrance. The depth there is 
12.0 m.— 14.0 m., the bottom is muddy. The lightering operations are 
done by floating elevator and modern barges. It is understood that the 
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season is good and the sea calm. The daily discharge rate with one 
elevator is between 3,000 and 4,000 metric tons. The elevator is not 
self propelled, the barges are handled by a modern pushing tug. From 
the vessel the barges move alongside to the inner harbour basin named 
“Bacino della Stazione Marittima’ where they are discharged by mobile 
cranes into lorries. 

A shipchandler is available, the quality of fresh provisions is good. 
The shipchandler also co-operates with “Unitor’ gas and oxygen 
change. 

Fresh water is only available by tug at outer roads and in small 
quantities, tug charges about U.S.$300.00 per hour. 

Transportation of crew and small amounts of stores is done by the 
pilot boat, which charges U.S.$75.00 per trip from 0800 hrs. until 
1700 hrs. Monday-Saturday, outside that time 50% more. 

The pilot boat listens on Channel 14 VHF during daytime, otherwise 
only when there is work for the Pilot. 

When vessel's draft is not more than 28 ft., shifting into the inner roads 
is possible, there is a place close S.W. of the castle “Forte S. Felice” 
with two mooring buoys for the stern and one for the bow, 
distance between stern buoys and bow buoy is 250 m., the depth is 
10.0 m. — 11.0 m. 

There is one tug available, further tugs have to come from Venice. 

At the inner roads fresh water is available by waterboat from Venice- 
Marghera, minimum of two days notice required, the quality is good. 
A crewboat is available and has to be arranged by the Agent, VHF is 
not available, the charge rate is about 30,000 (thirty thousand) Italian 
Lira per trip. 

The nearest airport is Venice/Marco Polo Airport, taxi charges from 
Chioggia to Airport between 30,000 and 40,000 Italian Lira. 

From the ship’s documents only the Certificate of Measurement was 
required by the authorities, other forms like those required at Venice. 

Doctor and hospital with X-ray facility available, giving medical reports 
in Italian language only. 

Repair facilities are not available, have to be ordered from Venice. 


AUTHORITY: Capitaneria di Porto — Chioggia, Piazza Santa Croce 
1290, 30015 Chioggia, Italy. Te/: (041) 400242, 404741, 404761. Telex: 
411063 Compch |. Cables: Compamare Chioggia. FAX: (041) 406812. 
Contact: R. Barnabei, Port Commandant. 


CIRO MARINA (Pta. Alice): 39.24 N. 17.09 E. 
(See Plan) 


SHIPMASTER’S REPORT: November 1979. 


The vessel was instructed to go to Ciro Marina to load a cargo of salt, 
at the time the vessel was berthed at Marina de Carrara. We realised 
that we did not have a chart of Ciro Marina and ordered one from Genoa. 
After 4 days still no chart was forthcoming, | do not think such a chart 
exists. 

We approached Ciro Marina from the South, as close in as was 
considered prudent, but no sign of any harbour could be seen at the 
village of Ciro Marina. 

Looking further North towards Pta. Alice (Al-lee-chi) a large hangar 
type building and loader could be seen, (this coincides with the statement 
in the Pilot supplement, page 78). We rounded the point and proceeded 
towards the loader, where dolphins could be seen. (See “Plan’). 

Torre Vecchia is not so noticeable when approaching from the East. 
(Mediterranean Pilot Vol. 2, Page 475, lines 18-22). 

It was established that a Pilot should have been ordered through 
Crotone Pilot Station, 20 miles South of Pta. Alice. As the weather was 
excellent, and ascertaining that there was ample water | decided to berth 
the vessel, this was accomplished without any difficulty. 

It is best to drop the anchor well out, as it is used to haul small ships 
off the dolphins to load, as the loader cannot traverse right in close. We 
were told there is usually a buoy moored offshore to take an offshore 
headline, but this had been washed ashore in the Winter. An offshore 
dolphin for a similar stern line is in position. (See “Plan’’). 

| was told the loader can load up to 2,000 tonnes per hour, and is 
fairly manoeuvrable. With the loader placed amidships it was necessary 
to shift ship twice, to load right forward, and right aft. 

No fresh water is available. It might be possible to get a small quantity 
of stores, although getting them on board would be quite a carry, the 
loading chute/pipe is about 300 m. long with a narrow catwalk alongside 
the loading belt, it is not the best way to get stores aboard. 

Sailing presents no difficulties, just let go and steam away. The Pilot 
does not appear. 

As this is an open to the sea berth it is dangerous with winds from 
W.S.W. through North to E.S.E., or any Northerly swell. Vessels of 
14,000 tons use this “port” and large quantities of salt are exported. 
References: 

B.A. Chart 198. 

Mediterranean Pilot Volume 2. 9th Edition 1965. Pages 474 and 475, 
along with supplement No. 7 — 1975. 

Position: Gulf of Taranto. Lat. 39° 24.2’ N., Long. 17° 08.7’ E. (approx.). 
Type of Port: Open to the sea. 

Pilot: Ordered through Crotone Pilot, VHF Channels 16 and 14. 

Radio Station: Crotone Radio is the nearest. 

Cargo Loaded: Mineral salt. 

Rate of Load: Up to 2,000 tonnes per hour. 

Fresh Water: Not available. 

Boatmen: Available. They stand by from arrival to departure. 


AUTHORITY: Capitaneria di Porto Crotone, Lago Molo, Porto Nuovo, 
88074 Crotone, Italy. Tel: 0962-20721, 0962-20722. Telex: 890083 
Comper |. Contact: Manlio Ritiore, Harbour Master. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englen 


CIVITAVECCHIA: 42.05 N. 11.47 E. 


DOCUMENTS: On arrival: 

4 Crew Lists. 

4 Lists Passengers in Transit. 

4 Lists Passengers Disembarking. 

2 Provisions Lists. 

2 Lists of Crew Articles, including Tobacco, Cigarettes, Spirits, Rate 

etc. 

Detailed declaration of all firearms, weapons and ammunition Onbosy 

as ship's equipment. 

Manifest(s) and Bill(s) of Lading (non-negotiable) covering aij Cay 

on board. 

It is recommended that particular care be exercised in giving the er 
weight and number of tobacco, cigarettes, spirits, paper for Cigarette 
cigars, cigarillos, coffee, sugar, salt, pepper, spices, cocoa » 
chocolate, etc., on board, as well as bunker quantities and lube Oil, thy 
avoiding fines in case the Customs guards in searching ves 
subsequently should find any concealed. 

PILOTAGE: Pilots are advised of vessel's arrival by Port Authorities a 
by Agents. Therefore accurate advance notice of ETA should y 
addressed by Master to Agents. Pilot usually boards vessel within { m 
of port. Pilot station in port area. Pilots work on VHF Channel 14. 
ANCHORAGES: Any vacant place assigned by Port Authorities, taky 
into account vessel's draft. If port is congested vessels anchor at roa 
Pilot assistance is recommended. 

RESTRICTIONS: No restrictions are imposed upon entry. With » 
exceptions of particular individual cases to be submitted for perusal 
Harbour Authorities, vessels may berth and sail at any time, weate 
permitting. Only 1 tug available between 0000 hrs. — 0500 hrs. 
MAX. SIZE: Max. draft 34 ft. 6 in. 

HEALTH: Clearance is granted by radio; Master to cable Sanim» 
Civitavecchia 24 hours prior to vessel's arrival. Quarantine requiremes 
are those prevailing in all other Italian ports. 

RADIO: Communications to and from vessels are sent and receiv 
from Civitavecchia Radio. 

TUGS: Tugs wait for vessel at port entrance. Tug assistance: 
necessary although not compulsory. 

BERTHING: Shore fenders keep vessel off the quay. 


(See Pia 


Berths: No. 2 for vessels up to 180 m. length, 28 ft. 6 in. dratt. 
No. 7 for vessels up to 160 m. length, 25 ft. draft. 
No. 8 for vessels up to 240 m. length, 34 ft. draft. 
No. 9 for vessels up to 130 m. length, 24 ft. draft. 
No. 10 for vessels up to 220 m. length, 28 ft. 6 in. draft. 


No. 11 for vessels up to 220 m. length, 28 ft. 6 in. draft. 

No. 14 for vessels up to 190 m. length, 34 ft. draft. 

No. 18 for vessels up to 220 m. length, 34 ft. 6 in. draft. 

No. 20 for vessels up to 220 m. length, 38 ft. draft. 
SPECIALISED CARGO HANDLING FACILITIES: Berth No. 8: Ge 
silo of 35/40,000 tons capacity is available; this berth is equipped w 
1 rail-sucker with capacity 400 t.p.h. Ore, coal, fertilisers, sulphur, & 
can be handled at Quay Nos. 2, 7, 9, 10, 11 and 14. Structures 
containers not available here, nevertheless small traffic might » 
practicable. Ro/Ro traffic practicable. No facilities exist for LPG carnet 
STEVEDORES: To enable Agent to order gangs it is very important 
provide accurate ETA in good time. 

Normal working time, Saturday inclusive: From 0600 — 1230 hrs., fe 
1230 — 1900 hrs. and from 1900 — 0030 hrs. against payment of 
extra, Saturday 70% extra. 

Sunday: Work can be performed at overtime rates plus 53% eit 
from 0600 — 1230 hrs., and 100% extra from 1230 hrs. — 1900 hrs. 

Holidays; Work can be performed at overtime rates plus 150% emt 
from 0600 — 1230 hrs., from 1230 — 1900 hrs. and from 1900 — 0030" 
MEDICAL: Not necessary to receive advance note of required medi 
attention. Hospital and clinical surgery available. Master to advise’ 
advance of particular inoculations required. 

TANKERS: Max. draft allowed 38 ft. Max. length 220 m. Tankers # 
not permitted to enter port before sunrise and after sunset. Diametét! 
discharge lines 8 in. — 14 in. 

FRESH WATER: Drinking water and water for boilers is supplied it 
pier by hoses. Average pumping rate 40 t.p.h. — 100 t.p.h. Fresh wat 
also available by barge, capacity 120 tons. 

Shipmaster's Report: April 1980: Fresh water is always in short su? 
and only limited quantities supplied to vessels. 

FUEL: Bunkering can be effected by means of barges and/or tank-lor® 
at all quays. Grades available: fuel oil and gas oil. 
IDENTIFICATION CARDS: Required. Passes issued by local polit 
CONSULS: There are no Consulates, but only Consular Agencies’ 
Honorary Representatives for the following countries: 


Finland Tel. 23134 Portugal Tel. 23048 
France Tel. 23048 Spain Tel. 24304 
Norway Tel. 25207 Sweden Tel. 23109 


Nearest British Consulate is in Rome. 
REPAIRS: Repairs of limited extent and importance may be carried® 
by 2 local workshops. 
GANGWAY/DECK WATCHMEN: Watchmen services recommen® 
CERTIFICATES: Requirements are those prevailing in all other li## 
ports, e.g. Tonnage Certificate, Safety Equipment, Load Line, 
Certificate, etc. 
CUSTOMS ALLOWANCES: Tobacco. Quantity permitted to each? 
member: 50 grams to be smoked within first 48 hours. Wine a@ 
Spirits. 1 open bottle of spirits. 
REPATRIATION: Facilities exist to effect crew changes and to alte? 
repatriations. 
AIRPORT: Distance from airport Leonardo da Vinci (Rome) 70 k® 
TIME: 1 hour in advance in relation to GMT. Clock will be adv 
1 hour in Summertime, giving 2 hours advance of GMT. 
POLICE/AMBULANCE/FIRE: Police, 23729; Ambulance, 23382" 
23333. 


ePHONES: Can be connected on board vessels at Quay No. 7, 8, 
410 

ber AYS: All Sundays, 1st and 6th January, 19th March, 25th and 

« April, 1st May, 2nd and 29th June, 15th August, 1st and 4th 
r, 8th, 25th and 26th December, Easter Monday, Ascension 


pes Domini. Holiday work is subject to the authorisation of port 


orities. 
yELOPMENTS: Breakwater under construction. 
WHORITY: Capitaneria di Porto di Civitavecchia, 00053 
1 | saavecchia, Italy. Tel: 0766-20250/35993. Telex: 611011. Cables: 
“mpamare Civitavecchia. Contact: Technical Department or Harbour 


yaster 


|| qyMICINO: 41.46 N. 12.13 E. 


30CUMENTS: "oy Th 

gelore entering territorial waters in the vicinity of the port, tankers’ 
wsters must, directly or by ship's Agent advise authority of the 
showing: 

Sennene and call sign; 
length and draft; 

Destination and ETA; 

General nature and quantity of cargo. 
documents required: 
3copies Crew List. 

' | Stores Manifest. 
| Ust of Personal Effects. 

| Manifest of Cargo. 

MLOTAGE: Vessel should await Pilot about 1.0 miles off the tanker 
sading platforms which are situated in the following positions: 

Platform R1: Lat. 41° 45’ 13.54” N., Long. 12° 09’ 14.54” E. 

Platform R2: Lat. 41° 44’ 44.35" N., Long. 12° 10’ 03.58" E. 
INCHORAGE: Vessels waiting to berth should anchor to the South of 
*atform R2, not less than 1 mile from the platform. The anchorage is 
wirecommended during strong South or South-westerly winds, and in 
navourable weather conditions it is advisable for vessels to remain 
nderway. 

\s forbidden to use anchors in the near vicinity of the tanker berths, 
we to the presence of underwater pipe-lines. When approaching the 
morings, anchors must be firmly secured in the hawse. 

ESTRICTIONS: Pilotage and mooring is not carried out during hours 
darkness. Unmooring possible day and night. 

WAX. SIZE: R1 platform: 150,000-290,000 d.w.tonnes, 200,000 
 isplacement tonnes, draft 50 ft. 

R2 platform: 150,000 d.w.tonnes, 130,000 displacement-tonnes, draft 
Sh 
‘EALTH: Agent will advise ‘“Sanimare Roma Fiumicino” via Civilta’ 
*omana, 8-Roma, and doctor will come on board in the Roads, usually 
| #0900 hours. 
4ADIO: Advise Refinery of vessel's ETA 72 hours before arrival via 
*oma Radio. Confirm ETA 24 hours before arrival. 

Vessels arriving for the first time at Fiumicino should also advise 
mensions of vessel's manifold flange connections, as follows: distance 
mm bow, distance from ship's side, height above deck, outside 
‘ameter, inside diameter, number of holes, distance between centre of 
‘posite holes and diameter of holes. 

Vessels should also communicate draft, cargo temperature, lifting 
‘wer of derrick, and vessels loading should also advise quantity of 
‘alast on board. 

During cargo operations, the tanker will communicate by radio- 
_ eohone with the pumping station and the refinery. 

IHF: Pilot station on VHF Channel 16. Listens during daylight hours 
®. Port Authority available 24 hours on VHF Channel 16. 

— 1 x 2,330 h.p. Tug required by crude oil tankers and product 
arkers, 
HEDICAL: Local doctor and hospitals available in Rome. 

ANKERS: 2 offshore mooring platforms, R1 and R2, connected to sea- 
“sof 16 in. (2) with manifold connections of 16 in. at Platform R1 and 
2h, at Platform R2. Loading rates 800 to 1,000cu.m. per hour. 
Vax fate of discharge 5,500 cu.m.p.h. for crude and 1,000 cu.m.p.h. 
* products. 

Platform R1 for crude oil tankers. 

_latform R2 for product tankers and small crude oil tankers of not less 

4 10,000 d.w.t. 

Mooring: Vessel to have ready on arrival: port derrick rigged for hose 
“dling; boat-rope, pilot ladder, heaving lines and lifebuoys on both 
“S| and bow stopper. 

Vessel is moored by the bow about 30 m. to 50 m. distant from the 
°oring platform. 

Hoses: Connecting and disconnecting hoses performed by refinery 
“sonnel, vessel to supply winchman and man the derrick. Derrick 
*acity to be at least 3 tons for ships loading and discharging products 
“08 tons for crude oil tankers. Each platform is equipped with 2 floating 
} es 200 m. long, which drift fully extended when berth is not 
*ALLAST: Raffineria di Roma can accept dirty ballast or tank washings 
»,22 Maximum of 13,000 tons. Recommended advise before arrival 
{uantity of ballast to be discharged. Ballast should be reduced to a 
«minimum to save time at the mooring berth. 

"REG : 25-28 grams per litre. 

4 WATER: Supply by barge 100 tons per trip. 
se: Bunkers not available, only lube oil in drums can be supplied. 
seppuls: All Consulates and Embassies in Rome. 

IRS: Small repairs can be effected but no dry dock. 


(See Plan) 
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ITALY 


CUSTOMS ALLOWANCES: 40 cigarettes per day for 3 days for each 
Crew member. 

AIRPORT: International airport “Leonardo da Vinci" at Fiumicino. 
TIME: GMT plus 1 hour. From March 29th to September 26th, GMT 
plus 2 hours. 

REGULATIONS: Raffineria di Roma will hold vessel responsible for 
consequences of any pollution caused by oil leaking or discharged from 
the ship. Strictest precautions to be observed. 

Engine to be kept ready to leave the berth in the shortest possible 
time. 

Propeller movements are forbidden while vessel in berth, due to 
presence of floating pipe-lines. 

WINDS: In the Fiumicino Roads the strongest winds come from S.W., 
but all winds coming from S.E. to N.W. can cause storms that can be 
dangerous both for moored ships and anchored ships. 

Northern winds, being partially weakened by the coast, are dangerous 
only when exceptionally strong. 

Usually storms begin with S.E. winds, which then turn South-westerly 
reaching their maximum force; then they usually turn Northerly or North- 
westerly, finally weakening; this cycle can last from 3 days up to more 
than a week. However the above cycle does not always develop in this 
way, since the peculiar characteristic of this zone is the rapidity by which 
wind can change both in force and direction, as well as the sea possibility 
of becoming rough in a very short time. The stream almost always goes 
from S.E. towards N.W. at the speed of 0.5 to 1 knot. Owing to the 
Tiber's mouth, the stream can exceptionally increase in intensity, but 
due to the distance between terminals and shore, it has never up to 
now increased in intensity to such a point as to be dangerous for mooring 
and anchoring ships. Tides are practically negligible; in fact the 
maximum difference between high and low tide is about 0.40 m. 
GENERAL: A refinery representative will remain on the vessel to 
supervise cargo inspection, loading/unloading and surveillance. He is to 
be provided with accommodation and meals. 

A Raffineria di Roma S.p.A. representative will, upon boarding the 
vessel, require a letter, stating: 

(a) the minimum discharge rate of crude oil, products or ballast or 

the maximum loading rate; 

(b) the maximum back pressure to be maintained at ship's manifold; 

(c) amount of cargo requested for loading vessel. 

AUTHORITY: Locamare Fiumicino, Viale Traiano 71, 00054 Fiumicino, 
Italy. Tel: (06) 6451911, 6451933. Cables: Locamare Fiumicino. 
Contact: Giuseppe di Matteo, Comandante. 

Operator: Fina Italiana S.p.A., Via Rossini 6, C.P. 10056, 20122 Milano, 
Italy. Tel: 7759. Telex: 311210 Fina |. 


GAETA: 41.13 N. 13.35 E. (See Plan) 


PORT LIMITS: Although not reported on nautical charts, port limits may 
be considered as the seaward boundaries of the compulsory pilotage 
area. 

DOCUMENTS: 

6 copies Crew List. 

6 copies Passenger List. 

6 copies Cargo Manifest. 

3 copies Provisions Manifest (Stores List). 

3 copies List of Crew Personal Effects. 

2 copies Arrival Report (on form submitted by Agents). 

2 copies Maritime Health Declaration. 

Vaccination Certificates for sighting. 

Ship's Certificates including Italian Authority dues. 

PILOTAGE: Compulsory for entering Roads, docking and undocking. 
Seaward boundaries of compulsory pilotage area within 2 miles from 
Punta Stendardo, up to a line joining Punta Stendardo with Torre Scauri 
(line bearing about 65° from Punta Stendardo). Pilots meet vessel about 
2 miles from Punta Stendardo and can be contacted by VHF (calling 
Channel 16, working Channel 12) 1 hour before vessel's arrival. 

Advance notice to Pilots given by vessel's Agent. 

ANCHORAGES: Safe anchorage can be found outside the compulsory 
pilotage area or, according to Pilot's instructions, inside above said area. 
RESTRICTIONS: No restrictions outside the compulsory pilotage area. 
Inside above area vessels to keep clear from prohibited anchorage 
areas, sea berth facilities and mooring buoys, mooring buoys for military 
vessels, oil jetty facilities and mussel beds. 

Also see “Berthing”. 

MAX. SIZE: Inside compulsory pilotage area, max. permissible length, 
breadth, draft, within values of 200,000 d.w.t. class VLCC. 

Also see “Berthing’”. 

HEALTH: Pratique automatic for vessels coming from ports in E.E.C. 
countries. 

Otherwise Free Pratique granted by local Health Officer who boards 
ships on arrival together with Harbour Officers, between 0700 hrs. and 
sunset. In order to facilitate boarding by officers at anchorage or berths, 
it is requested that vessels have a convenient accommodation ladder/ 
gangway ready. 

RADIO: 72, 48 and 24 hours’ definite notice to Agent through Roma 
Radio (IAR). 

VHF: Port Authority, Pilots, Tugs, Oil Sea Berth, Oil Jetty and Agency 
Offices equipped with VHF; calling Channel 16. 

TUGS: Tugs standing just inside Punta Stendardo, being called for 
service by the boarding Pilot. Ship's lines used. 

Tug-boat assistance compulsory, for vessel over 1,600 g.r.t., for 
docking and undocking; stand-by tug compulsory, for vessel loading or 
discharging at oil jetty (but not at oil sea berth), from connection to 
disconnection of cargo hoses. 
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BERTHING: Oil sea berth for VLCCs discharging crude oil, oil jetty for 
tankers discharging/loading crude oil and oil products, dry cargo main 
quay ‘“Caboto”, dry cargo pier “Genepesca’. Docking/undocking 
normally performed in daytime only with possible exceptions. 

VLCC Sea Berth: Owned by Messrs. S.1.0 G. (Societa’ Italiana Oleodotti 
Gaeta) for class VLCC 200,000 d.w.t. discharging crude oil. Restrictions 
for vessels within above d.w.t. class not yet officially issued. Max. values 
of d.w.t., length, draft of vessels already called: 

— Max. d.w.t.: 260,000 (VLCC Athene) 

— Max. length: 349 m. (VLCC Agip Lazio) 

— Max. draft: 20.30 m. (VLCC Agip Lazio) 

One or 2 extra tugs (in addition to the 3 existing in the Port of Gaeta) 
may be needed for berthing larger size vessels at the sea berth, said 
extra tugs to come from Naples with adequate advance notice. 
TERMINAL A.G.1.P.; Owned by A.G.I.P. (Deposito Costiero Di Gaeta) 
for tankers discharging/loading crude oil and oil products. 

Restrictions: 


Maximum permissible draft. ............ 000.002.0000 00. 48 ft 
Maximum permissible distance between cargo 

manifolds and vessel’s stern... 2... 2. ee ee eee 450 ft 
Maximum permissible height of above vessel's 

cargo manifold from sea level .... 2.0.0... ccc cece 49 ft. 


Tankers up to 60,000 d.w.t. normally berth and operate at A.G.I.P. 
Jetty; tankers over 60,000 d.w.t. and up to 90,000 d.w.t. may be berthed 
at Oil Jetty or at Sea Berth according A.G.I.P. advice; tankers over 
90,000 d.w.t. will find berth at Sea Berth. 

Terminal A.G.I.P. is a finger jetty with 3 berths: North Berth with 
restrictions as above; South Berth for vessels up to 39 ft. draft; stern 
berth for small coastwise vessels. 

North and South Berths equipped with 4 articulated 8 in. steel pipe 
connections. 

Dry Cargo Quay ‘‘Caboto’’: 106 m. long quay with max. official draft 
limitation of 20 ft.; vessels up to 130 m. length, drafts up to 20 ft. fwd 
and 22 ft. aft, are normally accommodated. 

Dry Cargo Pier “‘Genepesca’’: 50 m. long pier with 1 berth each side 
for vessels up to 15 ft. draft. 

New Dry Cargo Quay ‘Salvo D'Acquisto''’: Length 223 m., width 
80.0 m., dredged depth 7.0 m. 

Dry Cargo Handling: Cargo normally handled — general cargo, clay, 
kaolin, fertilisers, animal-feed, frozen commodities, clinker, cement, steel 
rounds, steel coils, aluminium ingots, etc. 


CRANES: 4 mobile dock cranes available, each having max. lifting 
capacity 30 tons (normal working capacity 15 tons). 

STEVEDORES: Compagnia Lavoratori Portuali ‘G. Caboto’. Gangs 
ordered by Agents dealing with cargo. 


MEDICAL: Physician, Dentist, Eye and other Specialists available. 
Hospital and Nursing Home in Formia (7 km. from Gaeta); new Gaeta 
Hospital operative. Inoculation service available. Vaccination Certificates 
issued. Extension of Derat Certificates granted. 


TANKERS: See “Berthing”. 

BALLAST: At all berths only clean ballast can be pumped out. G.I.P. 
Oil Jetty equipped with system for discharging bailast ashore through 
8 in. connections and a 1600 m. long 10 in. pipe-line at a rate of about 
400 — 450 t.p.h. 


FRESH WATER: Of excellent quality supplied to ships at all berths but 
not at sea berth. At sea berth or at road, fresh water can be supplied 
by tug-boat but expensive. 

FUEL: Supplies of Bunker “C’” and Gasoil can be arranged ex- 
installation at A.G.I.P. Oil Jetty; a minimum quantity of 200 tons is 
required for fuel and 100 tons for Gasoil. At dry cargo berths bunkers 
can only be arranged by road tanker. Bunkers not available for vessels 
accommodated at sea berth. 


REPAIRS: Minor steel and machinery repairs currently performed by 
local machine shops; major repairs may be effected by personnel and 
equipment from Naples. 

DRY DOCKS: 2 dry docks for vessels up to about 70 m. length. 
SURVEYORS: Lloyd's, A.B.S. and other Classification Societies’ 
Surveyors obtainable from Naples. 


CUSTOMS ALLOWANCES: 40 cigarettes and 1 opened wine/spirit 
bottle per man. 

REPATRIATION: Facilities available for effecting crew changes and 
arranging repatriation. 

AIRPORT: Nearest airports Naples (96 km.) and Rome (international 
airport 135 km.). 


TIME: GMT plus 1 hour September to March; GMT plus 2 hours March 
to September. 


POLICE/AMBULANCE/FIRE: Police station telephone numbers: 113 
(emergency); 460031 ; 460474. Ambulances telephone numbers: 24361; 
24461. Fire department telephone number: 460270; 460931. 


TELEPHONES: Arrangements for placing telephone aboard vessels not 

available. 

CRERORNGY CO-ORDINATION CENTRE: Contact Harbour Master's 
ice. 

IDENTIFICATION CARDS: Shore passes issued by local police. 


STORING: At dry cargo berths vessels may be stored by truck. At oil 
jetty or sea berth by motor launch or barge. 


AUTHORITY: Capitaneria di Porto — Gaeta, Piazzale Cabato, 04024 — 
Gaeta. Tel: 460088. Contact: Ferdinando Landi, Port Commandant. 
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GELA: 37.04 N. 14.15 E. 


DOCUMENTS: 
For Maritime Authority: 

Arrival Report. 

Crew List. 

Ship's Certificates, for sighting. 

For Port Health: 

Maritime Declaration of Health (1 copy). 

Vaccination Certificates, for sighting. 
For Customs: 

List of supplies, deck and engine stores. 

Cargo Manifest and Bills of Lading. 

For Commissariat of Public Safety: 

Passenger List (2 copies). 

Crew List (1 copy). 

Shore Passes for all Passengers and Crew. 
PILOTAGE: Pilotage is compulsory for vessels of 500 g.r.t. and 9 
The Gela Pilots’ Corporation, based at lonio Street No 
Tel: 0933/917051, has VHF equipment (Channel 16 for Calling, 
Channel 12 for working). 

Requests for pilotage must be made two hours prior to ETA, ay 
office hours (O600hrs.to 2000 hrs.). 

The Corporation has 2 service vessels with a black hull and with) 
letter “P” painted in white on both sides. To call the Pilot, the sig 
laid down in the international signalling code must be employed. 

The pilotage service is rendered up to 1 mile from the Port Islay 

Vessels awaiting the Pilot must anchor 1 mile to the West ol: 
breakwater on a bearing of 250° from the green light on the breakw 
or 1 mile to the East of the same breakwater on a bearing of 160’ 
the red light on the breakwater. 

Berthing may be effected daylight hours. Unberthing can be etfes 
day and night. 

ANCHORAGE: See “‘Pilotage”’. 

RESTRICTIONS: See ‘“‘Pilotage”. 

MAX. SIZE: See “Berthing”. 

HEALTH: Free Pratique is not granted by radio but is given onby 
after an accurate inspection. 

RADIO: Roma Radio or Augusta Radio. Messages are forway 
quicker through Roma Radio. There is a coastal radio station at G 
VHF: The District Maritime Office listens on VHF Channel 16 dv 
office hours (0800 to 2000 hrs.). 

TUGS: Tug service is effected by 3 tugs stationed at the Port Islan 

Use of tugs is compulsory for tankers and dry cargo ves 
(dependent on g.r.t. and n.r.t.). 

BERTHING: On the Port Island of Gela, the following berths; 
available: 

6 berths on the breakwater suitable for taking tankers with a a 
registered tonnage up to 30,000 tonnes and with a draft of 31 ff 
All berths are equipped to take bilge water and dirty ballast. 

2 berths at the head of the pier suitable for taking vessels with! 
cargo loading facilities and up to 18,000 g.r.t. with a draft of 31 ff 

The Eastern berth is equipped with two platform trucks for hané 
bulk cargo, capacity 8 tons. 

The Western berth does not have stationary quay equipment; me 
cranes can be made available for handling manufactured prods 
capacity 2.5 tons. 

2 berths on the small head of the pier capable of taking tanker 
to 3,000 g.rt. with a draft of 20 ft. 

1 sea berth in the buoyed area capable of taking tankers 4 
80,000 g.r.t. with a draft of 42 ft. 

Also see “Tankers”. 

TANKERS: Anic Sea Line Terminal: Situated about 1 mile of! 
breakwater, a crude oil discharge berth in depth of 42 ft. served by# 
sea-line terminating in two 12 in. flexible hoses. No slop disch® 
facilities. At the breakwater, Berth Nos. 1 to 6 for loading refined prow 
and LPG can accommodate vessels up to 30,000 g.r.t. with max ¢ 
31 ft. 6 in. Berth Nos. 1 and 2 are used for crude oil and heavy proof 
Berth Nos. 3 and 4 are used for light products and gasoil. Berth Ne 
and 6 are used for LPG and petrochemical products. 

Storage tanks situated up to about 15 m. above sea level. 
STEVEDORES: Stevedoring carried out by local company. Labour® 
be ordered by Agent 3 — 12 hours in advance, depending on thef 
requested. 

MEDICAL: All assistance can be arranged by Agents. Hospité! 
private clinic available. Vaccinations and inoculations together! 
relative certificates can be carried out by the Office of Marine Hea 
DENSITY: 1024. 

FRESH WATER: Available at all berths against payment. Rate 10! 
Not available at Sea-Line Terminal. 

FUEL: Available to vessels moored at the jetty head by means 0” 
tanker, for small quantities only. 

FIRE PRECAUTIONS: General standards of safety applicable ® 
ports must be observed. 

CONSULS: No local representation. 

REPAIRS: Only minor repairs possible (Wood and metal work) 
DRY DOCKS: None. 

OPENING/CLOSING HATCHES: Optional to employ shore pers® 
CUSTOMS ALLOWANCES: As for other Italian Ports. 
CLASSIFICATION SOCIETIES: None. 

AIRPORT: No airport at Gela. Nearest airports at Catania and Pa® 
TELEPHONE NUMBERS: (Prefix 0933). 


Maritime Authority 917755 Fire Brigade ge 
Customs 917716 Civil Hospital 9308 
Maritime Health 930067 _—Pilots gi7e 
Finance Guard 930170 Tugs 118 
Public Safety Authority 930091 Boatmen 9180 
Carabinieri 912868 Port Company 9177 


TIME: GMT plus 1 hour. Summertime: GMT plus 2 hours. 


yt 25th, May 1st, August 15th, November 1st, December 8th, 
scember 25th and 26th. 
SHORE LEAVE: Allowed. 

FICATION CARDS: Required. 
rLEPHONES: It is not possible to have telephones placed onboard. 
\THORITY: Capitaneria di Porto di Gela, Ufficia Circondariale 
\artimo, Gela. 


ie 
| yUDAYS: 1st January, Easter, Lunedi dell’ Angelo (Angel's Monday), 


GENOA: 44.24 N. 08.54 E. 
% 


DOCUMENTS: 
o*  § Crew Lists. 
6 Passenger Lists. 
% provisions Manifest. 
‘ \anifest of Crew Personal Effects. 
3 Cargo Manifests. 
2 arrival Report, completed on arrival. 
®  \aritime Declaration of Health Certificate, completed on arrival. 
ale) Ship's Certificates including Italian Authority Dues. 
®  accination Certificates for sighting. 
jankers: All the ships whose building contract dates 1975 or whose 
1 ding started after June, 1976, must have a certificate 1.0.P.P. 


(See Plan) 


aternational Oil Pollution Prevention). If not, sailing will not be granted. 


Al other ships built before must have onboard all anti-pollution 
uipment and must hold the |.0.P.P. Certificate as from October 2nd, 
1984 
Also the ships whose country has not taken part in MARPOL will be 
nspected by Port Authorities and R.1.N.A. for obtaining sailing permit. 
% DLOTAGE: Pilots advised of vessel's arrival by port authority and the 
& ater by vessel's Agent. Therefore accurate ETA recommended. 
N Pilotage compulsory for vessels over 500 g.r.t. To contact Pilots and 
plot boats, VHF Channel 12. Time of working 24 hours. Pilots board 
| \essel at about 1 mile off port entrance. 
® ANCHORAGES: Anchorage beyond the meridian passing through the 
por light at the end of Duca di Galliera Pier is forbidden from 1st June 
* 0 15th September. 
RESTRICTIONS: Tankers not usually berthed during night. 
%® During discharging at SPM vessel should keep at all times at least 
0% of her SDWT (cargo and/or ballast) on board and trim should not 
exceed 5 m. 
© MAX. SIZE: Tankers: Up to 46 ft. draft within port. No limit for tankers 
* mooring at Single mooring platform outside the port. 
it Other vessels: 31 ft. to 40 ft. draft. Also see “Tankers” and “Berthing”. 
HEALTH: Free Pratique may be requested by radio to “Sanimare, 
be Genoa", between 12 to 6 hours before arrival, advising vessel's name, 
cS ‘allonality, last port, number of passengers and crew and state of health 
mn board. Pratique is automatic for vessels coming from all ports where 
here is no sanitary order. 
RADIO: Genoa Radio, call sign ICB. Agent uses same station when 
) © tabling to vessels. 
TUGS: Tugs join vessel at port entrance. Ship’s line used. 42 tugs 
wailable, 600 h.p. — 6,000 h.p. Use of tugs optional except for vessels 
f) Mooring to the platform or the buoy (oil discharge). 
4) BERTHING: Pilot advises Master which side to berth. Shore fenders 
iG ep vessel off quay. 
| Wolo Vecchio: 452 m. berthing length; 29-31 ft. permitted draft. 
i) Silos Ponte Parodi: 200 m. berthing length; 36 ft. permitted draft. 
| 0s S. Limbania: 150 m. berthing length on both sides of the pier; 
*emitted draft: 33 ft. East side, 36 ft. West side. 
*onte dei Mille: East side: 292 m. berthing length; 27-28 ft. permitted 
wait West side: 265 m. berthing length; 26—27 ft. permitted draft. 
i *onte Andrea Doria: East side: 238 m. berthing length; 36 ft. permitted 
ff) aft. West side: 233 m. berthing length; 36 ft. permitted draft. 
“alata Oli Minerali: 474 m. berthing length (bow mooring); 24—36 ft. 
ant} Sermitted draft. 
aP| “alata Stefano Canzio: 422 m. berthing length (bow mooring); 31-33 ft. 
fh | mitted draft. 
lata Bettolo: 434 m. berthing length; 30 ft. permitted draft. 
9) “onte Rubattino: East side: 328 m. berthing length; 34 ft. 6 in. permitted 
*ait. West side: 340 m. berthing length; 27—29 ft. permitted draft. 
| *onte S. Giorgio: East side: 390 m. (will soon be in operation); 32 ft. 
*mitted draft (will be 37 ft. 6 in.). West side: 264 m. berthing length; 
d Of 6 in. permitted draft. 
me Ex-Idroscalo: East side: 190 m. berthing length; 29 ft. permitted 
tah. Head: 190 m. berthing length; 35 ft. permitted draft. West side: 
Im. berthing length; 28-32 ft. permitted draft. 
yg Ethiopia: East side: 255 m. berthing length; 32-33 ft. permitted 
“2. Head: 146 m. berthing length; 32 ft. permitted draft. West side: 
2m. berthing length; 29-31 ft. permitted draft. 
_ jile Eritrea: East side: 388 m. berthing length; 29-31 ft. permitted 
a 81. Head: 145 m. berthing length; 31 ft. permitted draft. West side: 
“8m. berthing length; 29-31 ft. permitted dratt. 
“aichina Italsider: 500 m. berthing length; 40-44 ft. permitted draft. 
see “Container Handling Facilities’ and “Specialised Cargo 
aiding Facilities”. 
“"ANES: Over 300 cranes and elevators with lifting capacities ranging 
ty 1 to 45 tons. Over 80 self-propelling cranes with lifting capacities 
mom 10 to 45 tons. 9 floating cranes with lifting capacities of up 
A ns. 
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CONTAINER HANDLING FACILITIES: Ponte N. Ronco/Ponte 
Canepa/Ponte Libia: The Container Terminal covers a total surface of 
about 250,000 sq.m., of which 230,000 sq.m. are uncovered areas for 
positioning containers and about 17,000 sq.m. consist of covered areas 
for deposit of packed goods coming from stripping and intended for 
stuffing of containers. Quays with a total length of 1,200 m. and a depth 
of 11 m. — 11.5 m. (36 ft. — 38 ft.) make it possible to berth 5 ships and 
modern lifting facilities enable to effect loading and unloading operations 
at a rate of 1 container every 3 minutes. About 5 km. of railway lines 
are at the disposal of the terminal for the containers marshalling. 

The terminal has a stacking capacity of about 10,000 containers and 
handles 200,000 containers a year for 30 companies. 

The Port of Genoa Authority (C.A.P.) runs the Container Terminal and 
sees to the integral management of the operations for unloading/loading 
containers. 

The Port Authority renders all the services in connection with 
containers and cargo, and in particular: 

Total planning of ship operations, included calculations of stability, 
draft, torsion, etc. 

Checking of the conditions of containers on receiving and on delivering 
them, on stuffing and on stripping, and issuing of the relevant 
“interchanges”. 

Drawing up of damage reports. 

Cleaning and disinfestation (when necessary) of containers. 

Assistance on stowing, unstowing and on lashing, unlashing cargo 
inside containers. 

Assistance in repairing packing. 

Container sealing, labelling and weighing. 

Assistance to reefer containers (plugging and unplugging to electric 
outlets, checking of temperatures, drawing up of ‘pre-trip inspection 
certificates’’). 

Terminal Equipment: 

6 x 45 ton container gantry cranes. 

6 transtainers on rails. 

4 transtainers on tyres. 

Large fleet of straddle carriers, lift trucks, trailers and fork-lift trucks. 
Calata Sanita Container Terminal: 


Length of Quay 525 m. 
Available Operating Length 440m. 
Depth 14.5 m. (46 ft.) 
Total Area 165,000 sq. m. 
Stacking Capacity 4,000 TEU. 
Annual Handling Capacity 200,000 TEU. 
Portainer Cranes 3x45 ton 
Lifting Capacity 
Transtainers 8x40 ton 


Lifting Capacity 
Also see “Developments”. 


SPECIALISED CARGO HANDLING FACILITIES: See “Berthing” for 
max. draft. 
Ro/Ro Terminals; 25 special berths at Ponte Spinola, Ponte Calvi, Ponte 
dei Mille, Ponte A. Doria, Calata S. Lazzarino, Ponte Colombo, Ponte 
Assereto, Calata San Benigno, Calata Bettolo, Calata Bengasi, Calata 
Tripoli and Calata Derna, 45,000 sq.m. parking areas. 
Cotton: 2 warehouses at Molo Vecchio, totalling 42,000 sq.m. in area 
and a 85,000 bale capacity. 
Grain Silos: One at Santa Limbania (65,000 ton storage capacity — 
600 t.p.h. unloading capacity). One at Ponte Parodi (45,000 ton storage 
capacity — 450 t.p.h. unloading capacity). 
Maritime Passenger Stations: One at Ponte dei Mille and another one 
at Ponte Andrea Doria, capable of dealing with 5,000 passengers a day. 

Three stations for Ro/Ro passengers at Ponte Calvi, Ponte Colombo 
and Calata Chiappella. 
Animal Fats and Oils Depots: Plants at Ponte Assereto, Calata Sanita 
and Ponte Etiopia. 

144 tanks having a total capacity of up to 53,000 tons. 

14 barges with a total capacity of up to 12,000 tons. 
Timber Terminal: 2 berths at Ponte ex-Idroscalo, 50,000 sq.m. area yard. 
Coffee: A special warehouse is available at Ponte Etiopia, covering 
8,800 sq.m. 50,000 sacks can be stored there. 
Cellulose Terminals: 2 special berths at Ponte Eritrea and Ponte 
Somalia. 12,000 sq.m. of covered area. 
Export-cargo Clearing Centre: Warehouse of 15,000 sq.m. equipped for 
the handling of 1,000 tons a day of parcels. 
Wool: A special warehouse at Ponte Libia covering a 17,000 sq.m. area. 
40,000 bale capacity. 
Other Special Plants: Warehouses, depots, and special facilities for 
wine, salt, skins, bananas, coal. 
TANKERS: Berths in Genoa Harbour suitable for tankers up to 750 ft. 
length, 34 ft. draft. Tankers discharging at Calata Sanita and Calata Olii 
Minerali are berthed stern to quay. 

Multedo Harbour situated West of main harbour has the following 
jetties: 

Multedo Pier — for vessels up to 588 ft. length, 31 ft. draft. 

Pier “A” — for vessels up to 580 ft. length, 36 ft. draft. 

Pier “B” — for vessels up to 850 ft. length, 43 ft. draft. 

Pier “C” — for vessels up to 850 ft. length, 46 ft. draft. 

Pier “D" — Presently accommodating tankers up to 46 ft. draft. 

Discharge Rate: Maximum discharge rate for crude products: 


Pier “A” 2,500/3,500 t.p.h. 
Pier “B” 3,500/6,000 t.p.h. 
Pier “C” 6,000/8,000 t.p.h. 
Pier “D” 6,000/8,000 t.p.h. 


Masters may speak direct to Pilots or Harbour Masters at Multedo Oil 
Berth in order to obtain latest information about berthing, etc., by calling 
on VHF Channel 6. 

All tankers over 40,000 d.w.t. must have inert gas system fitted and 
working. 
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Multedo Inner Harbour: Cautionary Advice: The twisted course of the 
buoyed channel and its limited width decreasing from 700 ft. at the 
entrance down to 490 ft. abeam the head of Molo Multedo represent a 
high risk factor. Therefore a good helmsman should steer the ship and 
prompt engine response is required. In approaching the entrance 
channel do not attempt to pass between the SPM and the breakwater. 
Berthing Procedure: From the pilot station, vessels approach the 
buoyed channel heading 036°(T) in order to pass 800 m. abeam the 
tower and 200 m. abeam of the new Voltri Breakwater head. Tugs are 
made fast at the entrance of the buoyed channel. Vessels are swung 
in the dredged turning area off the pier heads and backed down to the 
berths. The mooring operation is controlled from the pier by a Marine 
Terminal Supervisor (Docking Master) who communicates with the Pilot 
by walkie-talkie. 
Calata Canzio: Cautionary Advice: The direction of approach across the 
West-going current, the limited width and the considerable traffic of 
vessels demand great caution when entering or leaving the East 
Entrance. 


Single Buoy Mooring: The new mooring facility is located at 1,740 m. 
from the airport breakwater in a water depth of about 65 m., at distance 
of 2,250 m. from the platform and just in front of Italsider steel factory; 
it is linked with shore plants by a submarine pipe-line. 

The new buoy can accommodate tankers up to 270,000 d.w.t., 350 m. 
length, 53 m. beam, 20 m. draft. This size was chosen on account of 
the fact that 80% of vessels coming up to the platform are under 270,000 
d.w.t., whereas it can accommodate vessels up to 500,000 d.w.t. 

The terminal operations are expected to take the following time: 

Mooring: (from tanker arrival to pump beginning) 2 — 3 hours. 

Discharge: (tankers up to 270,000 d.w.t. and discharge rate 
9,000 cu.m./p.h.) 20 hours. 

Unmooring: 30 minutes. 


Single Mooring Platform: A steel tower, set up about 2,800 m. off 
the Genoa Multedo Oil Dock in water 50 m. in depth is provided for the 
discharge of crude oil from supertankers up to 500,000 d.w.t. Unloading 
capacity 14,000 cu.m./h. 

A 48 in. (120 cm.) submarine pipe-line connects the tower with the 
terminals of all the oil companies operating at the Multedo Oil Dock. 
Technical Characteristics: The tower consists of a steel structure having 
the form of a truncated pyramid set into the sea-bed at a depth of 50 m. 
and supporting the following parts above the level of the sea: 

A lower platform having quarters for the accommodation of personnel 
or the housing of the various services, the deck being at a height of 
6.335 m. a.s.l. This platform is protected by a steel structure mounted 
on elastic supports, with wooden fenders topped with rubber buffers. 
The toroidal structure, externally to the rubber buffers, is 34.20 m. in 
diameter. Under the impact of a vessel, the ring will shift axially for a 
distance of 2m. as a result of the system of shock absorbers which 
support the lower platform. 

An upper platform 10.335 m. a.s.|. which carries the rotating arm for 
berthing tankers and the connection of the floating discharge hoses. The 
rotating arm reaches a height of 13.882 m. a.s.|. and is fitted with: 

(a) a bollard capable of withstanding a horizontal pull of 360 tons; 

(b) 2 pipes 24 in. in diameter running to a double universal joint, at 
sea level for connecting the riser of the submarine line to the floating 
hoses linking tower and tanker; on the rotating part of the tower, the two 
24 in. pipes are fitted with cut-off valves and may be connected one to 
the other by means of a by-pass with a gate valve; 

(c) a 5 ton service crane; 

(d) a lighted beacon and radar reflector at a height of 23 m. 
Floating Hoses for Crude Oil Discharge: The 2 24 in. pipes with which 
the riser connects on the tower are coupled by universal joints to 2 
floating hoses of 24 in. diameter, with 16 in. terminals, each hose being 
about 310 m. in length and consisting of 29 sections of 10.67 m., of 
which the last 3 are of 16 in. diameter for connecting to the ship's 
manifold. They are fitted with a blank flange, a Camlock rapid-closing 
joint and a Keystone rapid cut-off valve that will ensure perfect tightness 
and rapid disconnection in an emergency. 

The hose connections are exactly 90° left of the bollard with respect 
to the mooring vessel. 

Signal Lights and Fog Horn: The tower is equipped with a regulation 
flashing white light 23 m. a.s.|. and a fog horn. 

The 2 floating hoses are marked at night by 5 red lights visible at a 
distance of 2 miles. 

Request for Berth: Mooring at the tower is generally reserved for tankers 
which, owing to their size and draft, are unable to use the Multedo Oil 
Dock and have applied for permission to the Port of Genoa Authority 
Oil Dock Management. 

Order of Berthing: Arriving tankers that are to work cargo at the tower 
and are awaiting authorisation to berth thereat must anchor in the roads. 

The order of berthing is that of anchorage in the roads and, for vessels 
authorised to berth, according to the moment when arrival in the roads 
is signalled to the Port Authority's lookout station at the foot of the main 
lighthouse in Genoa Harbour. 

Should it be impossible to communicate with the lookout station, the 
time when communication is established with the Genoa-Multedo Oil 
Dock Operations Office over VHF radio, on the frequency that will be 
notified as soon as possible (normally Channel 6 — 156.3 MHz), 
indicating the point of anchorage or the ship's position, will serve for 
establishing the order of berthing. 

Berthing at the tower will be authorised by the Oil Dock Management 
upon receipt of the Master's written or radioed assurance that the ship 
is fully efficient and ready to proceed to berth and commence discharge. 
The Oil Companies that are receivers of cargoes or in anyway interested 
as users of the Oil Dock should begin discharge within 4 hours of 
completion of mooring and continue without interruption, day and night. 

Saving cases of proven force majeure, vessels moored at the tower 
must restrict berth occupancy to the time strictly needed for discharge 
operations and for ballasting. 
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Berthing at Tower: Berthing at the tower will be authorised only we 
permitting and must be carried out with the assistance of a Pilot. > 
Master may ask for the help of tugs, in the number needed to eng 
the manoeuvre being executed safely. 

Ships should moor using two 15 in. nylon hawsers 65 m. in leng 
supplied by the tower, each able to withstand a 300 ton pull. Thee 
of each hawser is fitted with a 4.5 m. length of chain of which the, 
link, devoid of stud, will be made fast to the ship’s bow structures, 
securing mooring ropes. 

The section of chain outside the fairleads contains a safety elen, 
calculated for a breaking load of 200 tons. 

The vessel's mooring structures: anchor plates with aperture {oy 
quick release hooks, bollards, steel ropes, warping winches, etc, Mm 
be in fully efficient condition and able to withstand the stresses to wy 
they will be subject once the mooring ropes have been made fay 
them; they must furthermore allow for the ship being unmoored at» 
moment by the crew. 

As the mooring hawsers can break for accidental or 
unpredictable causes before the limit of 200 tons is reached, d 
the inspection normally made before the arrival of each ship, all tanks 
moored at the tower must at all times have their engines ready to mp 
at full speed. 


Safety Distance around Tower and Pipe-line: No ship or other craftm 
Station itself, anchor, fish, or carry out underwater or other activitig 
the area around the tower and pipe-line, boundaries of which are: 

South: Parallel 44° 23’ 30” N. 

North: The coast. 

West: Meridian 8° 49’ 40” E. 

East: Meridian 8° 49’ 20" E. 

Excepting for tankers proceeding to the tower and the craft provie 
harbour services and assistance, or other craft which have been ¢ 
authorised, no vessel or whatsoever craft may sail within a radius 
800 m. of the tower. 


Mooring and Warping Ropes: The 2 mooring hawsers will be seow 
to a bollard which is part of the rotating structure of the tower and aty 
14m. a.s.l. When no vessel is at berth, the 2 hawsers float on? 
surface, supported by red and yellow luminescent sleeves. 

The ends of the hawsers are secured to 2 luminescent red bu 
which support the lengths of chain that are to be made fast aboard 

Before a tanker arrives, the Port Authority's personnel will make? 
ends of the chain of each mooring line fast to a big, float 
polypropylene rope about 80 m. in length which the vessel must pick: 
so that she may be slowly warped in to the tower. 

Vessel will be moored with the aid of a craft suitable for operation 
the open sea. 


Watches, Emergency services and Master's Contacts with Person 
Engaged in Discharge: As though at anchor in the roads, ves 
moored at the tower must continue to keep sea watches and retain: 
board the crew required to cope with any emergency manoeuvre, effi 
for vacating the berth or to meet any other serious event involving? 
safety of the ship, persons and cargo. 

Before commencing discharge, Masters should take steps to seeh 
liaison ensuring rapid and reliable communication between the Oil Dr 
Management's representatives aboard, the Company interested with? 
discharge and the Master has been arranged. 


Safety Measures to keep Vessel Clear of Tower: Vessels at berth m 
keep sufficiently clear of the outer ring of the tower to ensure that? 
bow bulb will not collide with the tower structures. 

To this end, the Master must adopt all necessary measures # 
precautions and take such other steps as may be ordered by the® 
Authority, including the use of a tug in order to keep the vessel at a# 
distance from the tower. 

Vessels needing to activate propellers in order to heat turbines ™ 
keep revolution to the minimum and run engines astern. 


Hose Handling: While vessels are approaching and mooring a? 
tower, one of the craft will take the floating hoses in tow, arranging? 
keeping them in a position where they will not hinder manoeuvring 

On completion of mooring, the hoses will be brought alongside’ 
vessel on the port side, so that the ends are level with the ship's mani? 
and will be secured to the tackle of the cargo derrick in such a mat 
that the cargo receivers’ personnel and the ship's crew may jointly 
connect and get the hoses ready and then begin discharge. Hoses™ 
not be subjected to a pressure of more than 14 kg./sq. cm. 

The ship's derrick should be able to lift at least 10 tons. 


Stand-By Tenders during Discharge: During mooring and discharge? 
until sailing, the Port Authority will keep alongside or in proximity #0? 
tower a stand-by tender of suitable size and power provided wit! 
personnel, material and equipment that will ensure the proper functio® 
of the tower's facilities and provide any assistance that may be ne# 
in the event of a spillage or other emergency. 

Another smaller craft, duly equipped for the purpose, will be prov® 
by the Port Authority for liaison between the Oil Dock, tower, tanker? 
tender and for transporting personnel or light materials. 

The 2 craft will be equipped with continuous listening VHF rade? 
with anti-pollution and fire-fighting equipment. 


Platform Services: The services relating to the operation of the to# 
fixed and mobile facilities are under the control of the Genoa-Mu® 
Oil Dock Management, which exercises them through its person" 
the spot. 

The employee in charge of services on the tower will be in tou 
VHF radio, with the Oil Dock Management, informing the latte” 
discharge is proceeding and of any abnormality and receiving fro® 
latter such instructions as may be necessary. Locally, he will ke® 
touch with the ship's Master and the representative of the 
interested with the discharye in order to facilitate operations in so® 
he is responsible and comply with all requests that may res 
advantages and in improving safety in general. 
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e| Attending to Ship's Discharge: The Oil Company who is 
amg receiver or anyway interested with the discharge and the Master, 
“> within his own field of competence, will jointly supervise and be 
ible for discharge and for connecting and disconnecting hoses. 

;representative of the cargo receivers appointed for the purpose, will 
een in constant touch with the company’s booster station and the Oil 
by means of VHF radio. He will act also in collaboration with the 
ygster and the Port Authority's representative. For connecting and 
gsonnecting hoses, the latter will make available the material and 
suoment provided on the tender. 
suing of Hoses With Water When Not In Use: For reasons of safety and 
»orevent pollution, the floating hoses must be kept full of water when 

in use. 
a this end, the 2 hoses are connected in the tower by means of the 
»-pass before the gate and non-return valves. _ : 
“ agreement with the Master, the cargo receivers must drain the 
mses of water before commencing discharge. 
On completion of discharge, the cargo receivers must likewise flush 
withe hoses to remove all traces of oil, fill then with water, disconnect 
sem, apply the blank flanges, close the Keystone cut-off valves and 
ower the hoses into the sea. 
tis strictly forbidden: t 
(a) to introduce compressed air or any kind of gas into the hoses or 
te submarine pipe-line; 
(p) to discharge the water from the hoses into the sea at the beginning 
operations or that used for flushing the hoses on completion of 
rations. 
Owing flushing, the cargo receivers must take all precautions against 
eakage or spillage of the water employed for the purpose. 
nerruption of Discharge Operations for Safety Reasons: In the event 
#adeterioration of sea conditions, violent thunderstorms, trouble with 
te facilities that jeopardises safety, large scale pollution or other 
iangerous circumstances, the Management of the Oil Dock may, at its 
own unchallengeable discretion, order: 

- immediate interruption of discharge; 

- that the hoses be got ready for lowering into the sea; 

- the adoption of all such measures as will enable the vessel rapidly 

to vacate the berth. 

in agreement with the cargo receivers, vessels must therefore 

maintain a trim during discharge that will enable them to take to sea 
sately at any moment. 
Prohibition to Pollute. Cleaning Up: Ships moored at the tower must not 
solute the water with hydrocarbons, solid residues, or oil mixtures of 
ay kind, nor effect gas-freeing or tank cleaning or transfer oil from one 
lank to another by means of temporary hoses or pipes slung over 
manholes or other tank apertures. 

\n the event of oil spills, the Oil Dock Management, without prejudice 

the application of the penalties provided by law, will order the anti- 
solution equipment of the craft standing by to come into operation at 
moe, at the expense of whomsoever may be concerned, and the 
‘espatch of other equipment for cleaning up should. it deem this 
necessary. 
Sunkering and Victualling: Bunkers, victuals, drinking water and stores 
must in general be taken aboard while awaiting berth in the roads. Such 
‘erations may also be effected with the vessel moored at the tower 
‘efore or during discharge (but not during ballasting) according to the 
socedure prescribed by the Oil Dock Management and with observance 
ithe precautions that are ordered. 

Ships and any other craft coming alongside tankers must be provided 
wth a sufficient number of strong fenders to prevent hull to hull contact 
= be fitted with spark arresters on all main and auxiliary engine 
exhausts. 

Authorisation to go Aboard: Persons needing to go aboard to do work 
¥ for other justified reasons must be provided with an authorisation 
ssued by the Oil Dock Management. 

Work on Engines: It is forbidden to vessels moored at the tower to carry 
wlworks which put the engines out of action or reduce its efficiency. 

Other work which cannot be delayed may be authorised exceptionally 
the Oil Dock Management at its own discretion provided certain 
‘structions and safety measures are observed. 

‘anshipments: Vessels moored at the tower may carry out transhipment 
J their cargoes only to vessels moored in the Oil Dock, for such 
duposes making use of the pipe-line. 
dther Regulations: Without prejudice to the regulations currently in force 
ithe waters of the Maritime Department of Genoa, for all such matters 
are not expressly provided for in the present regulations there shall 
* applied, to the extent to which they are applicable, the provisions of 
‘e Harbour Police and Safety Regulations for the Genoa-Multedo Oil 
k, approved by order No. 10 of the President of the Port of Genoa 
Authority on the 30th September, 1968, the regulations for bunkering 
quer in the Genoa-Multedo Oil Dock, approved by decree No. 1384 
the President of the Port of Genoa Authority on the 1st September, 
, of the Marine Services and Harbour Police Regulations approved 
4 order No, 2 of the President of the Port of Genoa Authority on the 
tone 1972, and the other laws and regulations in force in the Port 
a. 
Penalties: 


Ss: Infringements of these regulations will be punished by 
*Dplication 


of the penalties provided in the Code of Navigation. 


safety Rules to Complied with during Stay of Tankers at Sea Terminal 
Genoa-Multedo: The following are the principal safety rules that the 
roared is bound to strictly comply with and enforce during the stay of 
*® ship under his command of Genoa-Multedo. 

- The main propelling machinery must be kept ready to move 
(standby) and there must always be available on board a sufficient 
Number of crewmen to enable the ship to leave the berth 
'mmediately whenever ordered to by the Port of Genoa Authority 
(Consorzio Autonomo del Porto); 

- Vessel must have ready the accommodation ladder on starboard 
Side and — on port side — the pilot ladder rigged forward of the 
Poophouse; 
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Decks and surrounding waters must be properly lighted; 

When mooring to platform anchors must never be dropped; 

Vessel's firefighting equipment and the men in charge of its 

operation must always be ready for immediate action (in case of 

emergency). Men in drunken state must be watched and kept 
under supervision; 

6. The ends provided with eyes of 2 strong 3.5 in./4 in. wire cables, 
length of which must be of 80 m./100 m. (260 ft./330 ft.) at least, 
must be placed hanging one fore and one aft to enable the ship 
to be towed out (to sea) in case of fire. 

7. Unless authorised to the contrary and which will only be allowed 
in exceptional cases by the Oil Harbour Master, it is forbidden: 
(a) to carry out repair works, cleaning or gasfreeing of tanks or 
bunkers, etc.; 

(b) to carry out loading of cargo, water or other liquid products 
using hoses introduced through the cargo tanks lids. 

8. It is strictly prohibited: 

(a) to keep fires of any kind on board, with the only exception of 
those for the service of ship's boilers and galleys if located in 
special rooms thoroughly protected against gas exhalations and 
far from the cargo lines; 

(b) to throw or pump overboard water ballast, bilge-water or 
water from any other source, that might pollute the port waters; 
(c) to cause escape of oil from the sea valves due to delay in 
starting the ballast pumps or any other reasons; to cause escape 
of oil due to leakage of pipes or valves on board; to provoke 
overflow of oil from cargo tanks. Accidental leakages on deck on 
deck must be collected into suitable receptacles and — with all 
precautions — poured again into the cargo tanks or carried ashore; 
all scuppers on the main deck and particularly those near the 
cargo manifolds must be plugged during the loading/unloading 
and ballasting operations; 

(d) the use of devices, tools and wrenches not made of non- 
sparking material, to connect or disconnect hoses, pipes or pipe 
fittings and to carry out work to any ship's equipment placed on 
deck or inside those spaces where the generation and/or 
presence of gas is possible; 

(e) to smoke on board except in those rooms approved by the 
Master and to throw overboard lighted matches or cigarettes; 
(f) the use of rocket signals, flares, etc.; 

(g) the use of electric hot plates, fans and other equipment which 
might produce sparks on deck or into those rooms having 
openings towards the cargo tanks; 

(h) the use of electric portable lamps and cables and of 
telephones not being explosion proof; 

(i) to keep open skylights, doors and hatches of spaces located 
in way of or near the cargo tanks; 

(I) to keep open the cargo tanks lids; to keep open Butterworth 
openings. 

The ship's personnel should take care that all ullage openings 
and gas vents are provided with spark arresters and that the latter 
are sound. They also should take care that the spark arresters 
placed on the funnels and combustion gases exhausts are sound; 
(m) shifting of steel tools, winch manoeuvring, loading and 
unloading of materials, connecting and disconnecting of cargo 
hoses during the whole period in which sampling and gauging of 
cargo tanks is carried out; 

(n) to carry out loading and unloading operations during storms 
with lightning; 

(o) the idling of pumps. Ship's personnel should immediately stop 
pumps that — for any reason — should idle; 

(p) the blowing of boiler’s tubes; 

(q) the coming onboard of unauthorised people. 

9. All engine propelled boats approaching the vessel must be 

provided with spark arresters on the combustion gas exhausts. 

. During shifting operations into tanks: 
(a) radio apparatus must be switched off and all aerials set to 
ground; 
(b) cargo lines not in use must have all valves closed and 
manifolds are to be blank flanged. 
Loading of ship's stores and equipment should be carried out 
from the extreme poop. In case the aforesaid operations have to 
be carried out on deck, near the cargo tanks and should it involve 
the handling of heavy or metallic materials anyway, all 
precautions relating to the case or those each time specified by 
the Oil Harbour Master, should be taken. 

As a general rule the above mentioned operations are not 
allowed during the loading or ballasting of the ship. The crafts 
used for the transportation of the materials must approach the 
ship, stay alongside and move out without making use of the 
engine. 

Tankers having on board inflammable or dangerous products, or 

— being empty or in ballast — having their tanks not certified 

gasfree, must hoist steadily and well in view, a red flag (letter “B” 

of the international code of signals) and by night a red light, which 

can be sighted from round the horizon. 

Products/Chemicals: 

Pier Alfa: Diameter of the connecting flange 10 in. ASA 150 with vertical 

face, the radius of 750 mm. from the axis of the connecting pipe at 

manifold is to be free from any hindrance. The distance between two 
centres of the 2 neighbouring pipes to manifold must be minimum 

1,250 mm. A space of 1,200 mm. from the flange towards ship's rail 

horizontal axis is to be free of any hindrance. 

West Pier: Diameter of the connecting flange 6 in. ASA 150 with vertical 

face. Radius from axis at least 500 mm. free from any hindrance. 

Minimum distance between 2 neighbouring centres at manifold 

1,000 mm. Free space from flange towards ship's rail along horizontal 

axis at least 1,200 mm. It is understood that ships not equipped for above 

discharge will not be allowed to operate. 
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BALLAST: Facilities exist for the collection and clearance of slops by 
means of special barges. 
STEVEDORES: Working Hours: General cargo: 3 shifts from Monday 
to Saturday: 0630 — 1300 hrs., 1300 — 1930 hrs., 1930 — 0100 hrs. 

A fourth working shift is available from Monday to Friday in the period 
15th March/15th November. 

Coal, ore, grain: only the first 2 shifts. Italsider Pier: 24 hours’ daily in 
3 shifts. 
MEDICAL: All medical assistance available. Advance notice required 
for urgent cases only. 
DENSITY: Varying from 1025 to 1026. 
FRESH WATER: Available direct from quay at almost all berths. Supply 
by lighter, minimum 20 cu.m. 
FUEL: All grades available. Delivered by barge. 48 hours’ 
desirable. 


notice 


CONSULS: 

Argentina Haiti Philippines 
Austria Honduras Portugal 
Belgium Iceland San Marino 
Bolivia India Senegal 
Brazil Indonesia South Africa 
Chile Ireland Spain 
Colombia Ivory Coast Sri Lanka 
Congo Brazzaville Lebanon Sweden 
Costa Rica Liberia Switzerland 
Cuba Madagascar Thailand 
Cyprus Malta Tunisia 
Denmark Mexico Turkey 
Dominica Monaco U.K. 
Ecuador Netherlands U.S.A. 

El Salvador Nicaragua U.S.S.R. 
Finland Norway Uruguay 
France Pakistan Venezuela 
Germany F.R. Panama Zaire 
Greece Paraguay 

Guatemala Peru 


REPAIRS: All types of repairs available. Preferable have advance notice 
of requirements. 
DRY DOCKS: 1 floating dry dock, lifting capacity up to 15,000 tons; 


7 dry docks (largest dimensions 280m. x 40m. x 12.50m.). 
Max. size 100,000 d.w.t. 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: First opening and last closing 


normally carried out by crew. 

CUSTOMS ALLOWANCES: Tobacco: Customs allow a maximum of 
50 cigarettes or 10 cigars, or 50 grams tobacco per person, as long as 
vessel stays in port. All cigarettes, cigars, etc. must be ready on arrival 
in a locker in order to be checked and sealed by Customs guards. Wine 
and/or spirits. Wine allowed any reasonable amounts. 

Spirits allowed: 1 bottle for every 2 Crew members. 

Report: May 1983: Customs Regulations — Supply of Cigarettes and 
Tobacco: “Please inform members of a new rule at Genoa concerning 
forwarding of cigarettes, which provides that they may only be sent from 
the Port of Registry with invoices visaed by the Italian Consul there. - 

At Genoa, the Master must declare cigarettes and tobacco on board, 
number of crew and duration of next employment, thereafter the 
Customs will allow 40 cigarettes each day to each crew member for the 
duration of the voyage. 

In case there is sufficient stock on board, the Customs will not allow 
supply, which might cause other troubles as well, due to the fact that 
the truck normally carrying other provisions and stores will remain 
stopped at Customs until the situation with cigarettes is clear’. 
CARGO GEAR: Certificates must be in order, otherwise authorities may 
prevent vessel performing commercial operations, especially if using 
derricks. 

REPATRIATION: All facilities available. 
AIRPORT: Located at about 5 km. from town. Served by regular lines, 
international services. 

Alitalia to Rome, Bari, Parigi, Naples; British Airways to London; 
Alisarda to Olbia; A.T.I. to Rome, Turin, Palermo, Alghero, Cagliara; 
Swissair to Zurich; Lufthansa to Frankfurt; Golden West Airlines to Turin, 
Venice and Trieste. 

TIME: Local time in relation to GMT 1 hour ahead. Summer time further 
1 hour ahead from March to September. 

HOLIDAYS: New Year's Day (1st January); Liberation Day (25th April); 
Labour Day (1st May); Easter and day after Easter; Patron Saint's Day 
(24th June); Assumption B.V. Maria (15th August); All Saints’ Day (1st 
November); Immaculate Conception (8th December); Christmas Day 
(25th December); Holiday (26th December). 

Holiday work is available at overtime rates. Generally workers not 
available on 1st January, 1st May and 25th December. Saturday: Work 
performed after 1200 hrs. is at overtime rates. 
POLICE/AMBULANCE/FIRE: Police: tel. 113; 25.69.75; 26.13.95; 
Ambulance: tel. 59.59.51; Fire: tel. 25.25.25 — 25.80.21. 
TELEPHONES: Telephones can be placed on board at cost fixed by 
Italian State Telephone System. 


DEVELOPMENTS: 
Genoa Port Docks: 
Works in Progress: 
Within the port of Genoa area, the more outstanding works are: 
New industrial zone including the construction of a giant floating-dock 
in pre-stressed-reinforced concrete for vessels of up to 350,000 
d.w.t. A deep water (—22 m.) 350 m. long, service pier will also be 
built, together with 400 m. of new quays with 11 m.— 20 m. depth 
alongside and 80,000 sq.m. of connected areas; 
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Besides the aforementioned listed works, there are others Worthy, 


mention as follows: 
Medium term works: 
Rectification of the Calata Gadda and Calata Boccardo Quays fh, 
allowing a more efficient use for ship repair purposes; 
Long term works: 
Completion of the San Benigno area arrangement works. 
Voltri Dock: 
Works in progress: 

Seaward filling in works will be continued; 

The protection breakwater will be extended 500 m. Eastward: 

End-stretch of the seaward road connecting the material excavay, 
area with the sea zone to be filled in. 

Medium term works: 

Voltri will consist of quays 1,100 m. long in the first stage, and 2,05, 
on completion. 

5 container berths 300 m. long, 15 m. draft are planned, each term» 
composed of 135,000 sq.m. of yards. They will be of the clog 
type — which means no outside vehicles allowed to circulate wip 
the terminal — and will be capable of handling 100,000 TEU» 
year, that is 500,000 TEU total capacity per year. 

The yard will be divided in zones as follows: 

Operative zone, for container unloading/loading operatic: 
adjacent to the quay; 

Areas for container handling and marshalling; 

Areas for reefer containers; 

Parking areas for service vehicles. 

The Ro/Ro terminal is planned to be 500 m. long, with adjacent ya» 
250,000 sq.m. in area, which will allow the parking of 2,000 trug 
at the same time. 

The 8 berths above mentioned will absorb 3,000,000 tons traffic; 
general cargo per year. 

Two check-points for Customs controls are provided, each having 
60,000 sq.m. surface. One will be sited at the Eastern way out a 
the other at the Western way, thus allowing the service of containg 
and Ro/Ro traffic at minimum distance and maximum efficien 
The check-point will have space enough to park 300 trucks 
straight connections with the City and National roads. 

An area of 50,000 sq.m. is already used for stacking empty containg 
and storing trucks and trailers. 

The first section, 2 container berths, equipped with 4 x 45» 
container gantry cranes and 2 Ro/Ro berths will be operationa: 

1 


1 i 
IDENTIFICATION CARDS: Required. Shore passes issued by {ou 
police. 
AUTHORITY: Consorzio Autonomo del Porto di Genova, Palazzo % 
Giorgio, Via Della Mercanzia 2, 16123 Genova, Italy.Tel: (10) 26% 


Telex: 286579. FAX: (2) 2415437. Contact: Dr. Giuseppe De Sane 


Port Director. 


LA SPEZIA: 44.01 N. 09.51 E. 


DOCUMENTS: 
3 Crew Lists. 
3 Passenger Lists. 
1 Provisions List. 
1 List of Parcels. 
1 Cargo Manifest. 
1 Bill of Lading. 
All Ship's Certificates including Italian Anchorage Dues. 


Shipmaster’s Report: November 1988. 

3 copies Crew List. 

3 copies Passenger List. 

2 copies Stores List. 

1 copy Parcel List (if any). 

1 copy Cargo Manifest. 

1 set Bills of Lading. 

Oil Record Book. 

Ship's Certificates. 

1 Statement of Amount of Lubricating Oil on board. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. Pilot station situ 
on breakwater at entrance to Gulf. 1 hour's notice to Pilots require” 
shifting and sailing vessel. Pilot boards incoming vessels at I 
Scuola. 

Pilot on VHF Channel 14 from 2000 hrs. — 0600 hrs. Listens 1 
before vessel expected. Tel. (0187) 30172, 30222. 
ANCHORAGE: Safe areas available in depths 25 ft. to 34f 
bottom, no tide. 

Tankers: If waiting for berth, required to anchor in Safety b 
immediately behind the breakwater. If this anchorage is occupie? 
2 vessels later arrivals must anchor outside the Gulf. 
RESTRICTIONS: Western entrance to Gulf is 400 m. wide with & 
of 42 ft. 6 in. The dredged channel to the port is 42 ft. deep. Ea* 
entrance is 200 m. wide used by smaller vessels only. 

MAX. SIZE: Limited only by draft; 33 ft. for the Mercantile Port and 
silos. For vessels proceeding to coal berth max. draft 30 ft. 410” 
vessels proceeding to Enel Pier max. draft 35 ft. 

Tankers up to 40 ft. draft accommodated. 

HEALTH: Radio Pratique may be requested to Sanimare-La S® 
before arrival. Pratique is automatic for vessels from Ports in E* 
countries. 

RADIO: Genoa Radio — ICB or Marina Militare ICS. Radio tele” 
station at Leghorn, transmitting 2591 kHz, receiving 2182 kHz. 
VHF: Pilot Service Channel 14, Port Control Channel 9, Harbour 
Channel 16 (0800 — 2000 hrs.), and boat service Channel 12. 


(See Pla 


qos: 19 tugs available up to 1,359 h.p. For large tankers, 4 tugs 
: sed 

aan ING: Primo Bacino: 

~-naidi Mole: The port basin is limited to the East by Garibaldi Mole, 
ning North — South, to the coast and for a length of 509 m. It has 
eons of 8M. — 10m. and is used for discharging cereals, paper, 
“wainers and metal products. It has open storage areas and 
ygenouses. The mole is used on both sides, which are equipped with 


one Wharf: 200 m. long and 106 m. wide, with depth of water of 
sem —7™m. It has fenders. 

seta Wharf: 535 m. long. On its Eastern extension is a moden coal silo. 
» the shoulders of the wharf are areas for open storage of goods, and 
~me West Area there is the Ferruzzi cereals warehouse and the 
~gapelli edible oil store. The wharf has fenders, and on its Western 
ssemity has an 80 m. section suitable for discharge using ship's gear. 
1455 m. wharf is used for the offices of Customs and the Port Captaincy. 
eg Mole: 368 m. long, 10m. wide, depth of water 5.5m. — 7m. 


) 


| Pata Dock: 


spstructed to protect the port basin, and therefore not equipped with 
‘ot equipment, it is used for berthing tugs. 

“curently, it is to be used for berthing the passenger ferries between 
a Spezia and Bastia (Corsica). 
2Landing Stage: 200 m. long, with 13 m. depth of water. It is equipped 
+ bollards, fire-fighting equipment and hydrants. It allows berthing, 
wading and discharge of 2 tankers simultaneously, having equipment 
erating with a suction-depression system. 

voor Berths: These are constituted by 2 small piers where medium 
wed tankers Can moor bow-on. 

secondo Bacino: 

stom Wharf: 320 m. long, with depth of water 11 m. 

synelli Pier: West Side: The La Spezia Container Terminal, with 520 m. 
yay with depth of 12 m. — 13 m. 

South Side: 150m. long, currently used in Summer season for 


| wssenger vessels to berth. 


East Side: Presently being developed as the second container berth. 
duter Terminals: 

The Port of La Spezia incorporates the terminals of a few companies 
volved in maritime traffic. There are, to the East of the port, the Messina 
»dTarros Terminals, all with their own berths and private operational 
and areas for containers. 

NEL Landing Stage: 225m. long, it is used for berthing vessels 
zanying fuel for the electricity power station. 

SWAM Terminal: 480 m. long, situated in the bay of Panigaglia, it is 
employed in the discharge of methane carriers. 

$l Terminal: This is a terminal situated in the Eastern Area of the Gulf, 
wovided with 5 buoys, permitting the discharge of tankers. The 
ischarged products are shipped by underwater pipe-line to the coastal 
sorage installation and from there to the refinery and storage area. 
TANKERS: SPI Buoy Terminal, situated 650 m. from San Bartolomeo 
wore. Vessels moor stern towards the shore. A crude oil discharge 
eth in depth of 11.50 m., suitable for tankers up to 30,009 d.w.t. Other 
‘berth at ENEL Quay, depth 35 ft. 

Safety Regulations are handed to Master on arrival and must be 
wetly observed. No shore steam or electricity available. 

§ULK HANDLING FACILITIES: Ferruzzi Grain Silos, 39,450 tons 
‘aacity, at Paita Dock. Discharge by 2 cereal suction towers with 
‘pumps, overall loading/discharging capacity 400 t.p.h. 

Sosimage at Garibaldi Quay, grain discharged by 4 vacuum-operated 
"lake pipes, capacity 400 t.p.h. Capacity of silos, 30,000 tons. Length 
‘quay 220 m., depth 35 ft. Berth will accept vessels of 30,000 d.w.t. 
Yetrocoke Cokapuania: Coal conveyor system at Paita Dock, capacity 
S0tp.h. from colliers and 330 t.p.h. from other vessels. Capacity of 
80s 12,000 cu.m. 

Carapelli Edible Oil Store: A temporary custody customs warehouse, 
a covered area of 2,480 sq.m. and a 5,000 tons stocking capacity. 

Speter Paper and Cellulose Store: Situated on the Garibaldi Mole, it 
“sa covered area of 2,480 sq.m., and a 5,000 tons stocking capacity. 

ENEL: Coal handling facility with 2 grab cranes, rate 10,000 tons per 
fumes LOA 255 m. Max. beam 32 m. Max. draft 13.0 m. 
sanbaldi Mole, West Side: 

Berth No. 1: 4 bridge cranes, capacity 6 tons (hook or bucket 

operation). 

Berth No. 2: 2 bridge cranes, capacity 6 tons (hook or bucket 

operation). 
1 bridge crane, capacity 8 tons (hook or bucket 
operation). 

Berth No.3: 3 bridge cranes, capacity 6 tons (hook or bucket 
F operation). 

“at Quay: 


Seth No. 9: 1 crane, capacity 3-6 tons (hook or bucket operation). 
/ 2 cranes, capacity 6-12 tons (hook or bucket 
/ operation). 

_M@laspina Dock: 

th No. 4: 2 gantry cranes, capacity 3 tons (hook only). 

2 gantry cranes, capacity 3-6 tons (hook or bucket 
operation). 


Berth No. 5: 2 overhead travelling cranes, 10 ton capacity, travel 
Berth 120 m. 


Fi Nos. 6 & 7: 4 jib cranes, capacity 6 tons (hook or bucket operation). 
“ditional Cranes: 2 self-propelled cranes, (hook operation) 20 tons 
ra Power. 1 self-propelled crane for loading and unloading (hook or 
a Operation) 40 tons lifting power. 1 self-propelled crane, 60 tons 


pA Power, for loading and unloading of various goods and containers. 


ting crane, capacity 110 tons, available in the Industrial Zone. 
.tom Wharf in the second basin is equipped with 4 jib cranes with 
“acity of 20 tonnes. 


— 


ITALY 


On the Fornelli Pier, West side, is the La Spezia Container Terminal 
equipped with 2 RMG ship to shore cranes, up to 42 tons with 20 ft. to 
40 ft. spreader and three RMG stacking cranes up to 45 tons. 
STEVEDORES: Gangs to be ordered by 0700 hrs. for morning shift, 
and by 1300 hrs. for afternoon shift every normal day from Monday to 
Friday. For mechanised work the same routine is to be followed. 
Saturdays, morning is considered as overtime work (tariff plus 27.50%). 
On the afternoon of Saturday, time is considered as holidays and so 
are Sundays. Saturdays and Sundays shift to be ordered on Friday 
afternoon by 1500 hrs. 

MEDICAL: All facilities available. Vaccination/inoculation can be 
arranged. Prior notice should be given if urgent attention required on 
arrival. 

FRESH WATER: Available at most berths, or by barge. 

FUEL: Supplied by barge and road tankers at berths. 

CONSULS: Following countries represented at Spezia: Denmark, 
France, Finland, Netherlands, Norway, Portugal, Sweden. 

REPAIRS: Naval and civil repair yards can undertake all types of work. 
Divers available through Port Captain. 

DRY DOCKS: Available only when not used for naval vessels: No. 5, 
209.65 m. by 27.60 m.; No. 6, 210.20 m. by 23.10 m. Floating dock for 
110,000 d.w.t. 

TIME: GMT plus 1 hour. GMT plus 2 hours from March 29th to 
September 26th. 

POLICE/AMBULANCE/FIRE: Police tel: 0187-34418. Hospital tel: 
0187/533111. 

HOLIDAYS: New Year's Day (1st January); St. Joseph (19th March); 
Liberation Day (25th April); Labour Day (1st May); Easter and Day after 
Easter; Ascension Day; Assumption B.V. Maria (15th August); All Saints’ 
Day (1st November); Immaculate Conception (8th December); 
Christmas Day (25th December); Boxing Day (26th December). 
SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes issued to crew. 
DEVELOPMENTS: 2 new berths (467 m. length) for container vessels 
and Ro/Ro vessels under construction at Molo Fornelli (East side) quay 
with depth 14.5 m. Expected to be operational in 1991. Additional 
container cranes will be available. 


SHIPMASTER’S REPORT: October 1988. 
General: \t is very difficult to contact the pilot station prior to arrival. 
It appears that pilots are only using portable W/T when answering ships 
approaching La Spezia Roads. 

Channel 16 and working channels are frequently disturbed by powerful 
stations in the vicinity (Corse, Genoa, etc.). 
Anchoring: Vessels up to 10.0 m. draft can anchor in position 1 mile 
S.E. of breakwater (Passo di Poniente) and at a distance of about 
7 cables from Torre Scuola Island. 

This anchorage is not recommended for ships with a draft of 10.0 m. 
in periods of swell. Charted depths are 13.0 m. up to 15.0 m. 

In case of swell, or ship with draft of 10.0 m. or more, it is preferable 
to anchor 1 mile East of Del Tino Island. 
Pilot: Pilot embarks in the Inner Harbour, when ship has already cleared 
the breakwaters (Passo di Poniente). 


AUTHORITY: Capitaneria di Porto, Viale Italia 4, La Spezia, Italy. 
Tel: 0187-28580. 

Camera di Commercio Industria Artigianato ed Agricoltura La Spezia, 
19100 La Spezia. Tel: 32133/34/35. Telex: 282687 Camesp I. 
Contact: The President. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


LIVORNO (Leghorn): 43.33 N. 10.20 E. (See Plan) 


DOCUMENTS: Complete set of Manifests and B/Ls relative to cargo 
destined for this port. Complete set of Manifests of all cargo in transit. 
3 Crew Lists. 3 Passenger Lists. 

ANCHORAGE: Anywhere between 1 — 1.5 miles from breakwater. 
PILOTAGE: Pilotage compulsory for all vessel's over 500 g.r.t. Sound 
signals for calling Pilot, 3 long blasts, or international signal “G”. 
Pilot boards vessels 1 mile from breakwater. 

Shipmaster’s Report: June 1988. 

Vessel has to call Pilot Station on VHF Channels 16/12 giving the 
usual ETA information. 

Thereafter vessel has to call Port Control on Channel 10. 

If this procedure is not followed Pilot will not board and delay will be 

incurred. 
APPROACHES: Navigation within the confines of the port is very tight, 
the radius of bends are small, channels are narrow and swinging areas 
cramped. Masters must, therefore, exercise extreme vigilance when 
their ships are navigating in the port. In particular, it must be emphasised 
that prompt and accurate responses are required from engines and, in 
turbine-driven ships, full astern requirements should be met promptly 
and with maximum power. Masters should inform their Chief Engineers 
about these requirements before the ship enters the port. 

Anchors must be ready to let go. 

The current outside the breakwater usually sets across the entrance, 
but it is variable in both speed and direction. Care must be taken to 
allow for the set of current when lining up the ship for the entrance. 

Immediately on entering between the Diga della Vegliaia and Diga 
Curvilinea, the ship has to make a 70° turn to port, then navigate a 
narrow channel for 0.5 miles to Bacino S. Stefano where ships bound 
for the Nuova Darsena (Berth Nos. 10 and 11) are swung. It is very 
important to arrive at the Bacino S. Stefano at the slowest possible speed 
in order to effect a tight swing. When the wind is from the Southern 
semi-circle, control of the ship can become difficult and proper control 
of the tugs is important. 

RESTRICTIONS: No night berthing for tankers; no restrictions for 
tankers on sailing, when empty and up to 15,000 gross tonnage 
according to weather conditions. 

MAX. SIZE: See “Berthing”. 

HEALTH: To obtain Free Pratique by radio cable to “Sanimare”, Livorno, 
advising all health particulars at least 12 hours before arrival. 

RADIO: Livorno Radio generally used for communications. 

Arrival Advice: Agent to make request for berthing 3 days prior to arrival 
for cargo vessels and 10 days prior to arrival for passenger and cruise 
ships. Request to be made before 1000 hrs. 

Day before arrival and not later than 1200 hrs. (1000 hrs. on holidays) 
advise ETA (day, hour, minutes = 00.00.00); number of containers to 
be moved. 

RADAR: None. 

VHF: Livorno Radio on Channels 16 and 26. Pilots and Port Control on 
Channels 14 and 16 and Harbour Master on Channel 16 from 0800 hrs. 
(0600 hrs. in summer) until 2400 hrs. Ship information service on 
Channels 16 and 10. 

TUGS: There are a total of 20 tugs (700 h.p. — 6,200 h.p.) stationed in 
the port. Some are steam driven, others are motor driven. It is not always 
possible to allocate the best or most suitable tugs to each ship due to 
the strict duty roster of the tug crews. Tugs employ ‘on the hook’ towing 
methods using ship's lines. Only good lines should be used for this 
purpose. Tugs are made fast outside the breakwater to assist ships to 
make the 70° port turn at the entrance. 

For the larger ships, 4 tugs are normally used, 2 on the hook forward 
and 2 on the hook aft. In some circumstances, a fifth tug may be used, 
connecting on the hook forward. 

Pilots communicate with the tugs by VHF using portable sets they 
bring on board with them. 

BERTHING: Depths and Lengths of Various Berths 
Berth Berth No. Length/Depth/Remarks 
Bacino Santo Stefano - North West Side: 
1. Nuova Darsena Petroli 10 Length 344 ft. tankers. 
11 Length 295 ft., depth 37 ft. for 
tankers with a max. length of 
984 ft. Tankers longer than 984 ft. 
with a draft of 37 ft. 6 in. can be 
moored in good weather on full tide 
2. Sonar Nuova Darsena 11/A_ Length 229 ft., depth 14 ft. 
etroli 
3. Piccolo Fondale 11/B_ Length 360 ft., depth 17 ft. 6 in. 
Only for vessel of a max. length of 
360 ft. Petroleum/gas oil. 


4. Vecchia Darsena Petroli 12 Length 20 ft. Petroleum/gas oil/fuel 
oil/crude oil. 
13 Length 98 ft., depth 30 ft. 6 in. 
for tankers with a length between 
593 ft. and 748 ft. L.P.G. 
5. Darsena Toscana 14 Length 984 ft., depth 37 ft. 
West Side Containers. 
Bacino di Evoluzione: 
1. Calata Tripoli 16 Length 690 ft., depth 26 ft. 
(Dow Chemical) Chemicals/Ferries. 
Darsena N. 1: 
1. Calata Assab Total Length 1,312 ft. 
17 Depth 29 ft. U.S. Navy. 
18 Depth 29 ft. Ferries. 
2. Calata Gondar 19 Length 690 ft., depth 27 ft. Ferries. 
3. Calata Addis Abeba 20 Length 875 ft., depth 26 ft. 6 in. 
Bulk Cargoes. 
4. Calata Neghelli 21 Length 787 ft. depth 26 ft. 6 in. 
Fruit. 
Calata Neghelli 0 Length 197 ft,. depth 20 ft. Fruit 
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Berth Berth No. 
Canale Industriale: 
1. Calata Bengasi 22 


2. Pontile Giopescal 
3. Terminal C. Colombo 


. Pontile Cledca 


. Pontile Valchisone 
. Costiero Italso 


. Costiero D.O.C. 
(Chemicals) 


N OM f 


8. Costiero D'Alesio 


9. Costiero Liquigas/AGIP 

. Silos Ardenza 

11. Terminal Leonardo Da 
Vinci 

. Darsena Ugione 


Montedison 


13. Officine Meccaniche 


Botteghi 


Calata del Magnale: 
1. Magnale Non Operativo 


2. Magnale Operativo Nord 

3. Magnale Operativo 
Centro 

4. Magnale Operativo Sud 


Darsena Pisa: * 
1. Calata Darsena Pisa 


23 
24 


39 


40 
40 


40 


41-42 


Length/Depth/Remarks 


Length 885 ft., depth 28 ft. Tima. 
bulk cargoes. 

Length 328 ft., depth 20 ft. 
Length 1,350 ft. 

Depth 28 ft. 0 in. 

For vessels of max. length of 
610 ft. only. 

Length 262 ft., depth 18 ft. Tar. 
pitch, solvents. 

Length 230 ft., depth 18 ft. Rom 
Length 220 ft., depth 28 ft. with 
distance barge. Vegetable oils 
Length 656 ft., depth 28 ft. with 
distance barge. Petroleum, oils 
solvents, gas oil, fuel oil, latex. 
vegetable oil. 

Length 460 ft., depth 28 ft. with 
distance barge. Tankers. 
Length 656 ft., depth 28 ft. LPg 
Length 690 ft., depth 28 ft. 
Length 545 ft., depth 28 ft. 
Max. LOA 150 m. 

For tankers of max. length 230% 
depth 20 ft. 

For tankers with max. length of 
430 ft. and draft of 25 ft. 6 in. 
For tankers with a max. length ¢ 
367 ft. and draft of 20 ft. 
Length 490 ft., depth 18 ft. 


Length 4,265 ft., depth 14 ft 
Repairs. 

Length 490 ft., depth 14 ft. Ceme 
Length 490 ft., depth 18 ft. Ceme 


Length 490 ft., depth 14 ft. Ceme 


Length 820 ft., depth 39 ft. 6 in 
Bulk cargoes. 


Bacino Santo Stefano - South East Side: 


1. Calata Alto Fondale 43-44-45 
-46-47 
48 
Bacino Cappellini 
1. Calata Orlando 49 
50 
51 
2. Calata Siena 58 
3. Calata Punto Franco 
59 
60 
Bacino Firenze: 
1. Calata Pisa 52/53-54 
2. Calata Carrara 55/56-57 
Porto Mediceo: 
1. Calata Sgarallino 61-62 
2. Andana Degli Anelli 64 
3. Pontile Elba 66 North 


Length 2,505 ft., depth 35 ft. 
Length 195 ft., depth 18 ft. Feme 


Length 495 ft., depth 28 ft. 
Length 495 ft., depth 28 ft. 
Bulk cargoes. 

Length 495 ft., depth 27 ft. 
Bulk cargoes. 

Length 165 ft., depth 20 ft. Fem 
Total length 885 ft. 

Depth 28 ft. Ferries. 
Depth 28 ft. 

With distance barge 

Draft 34 ft. Bulk cargoes. 


Total length 1,475 ft., depth 25! 
Total length 1,475 ft., depth 25° 


Total length 785 ft., depth 
28 ft. 6 in. Passenger vessels. 
Length 490 ft., depth 25 ft. 
Length 190 ft., depth 18 ft. 
Passenger vessels’ferries. 


66 South Length 190 ft., depth 17 ft. 


4. Andana Delie Ancore 

5. Banchina Allestimento 
Cantiere Orlando 

6. Molo Mediceo 


Darsena Nuova: 
1. Banchina South 
2. Banchina West 


Nuovo Bacino di Carenaggio: 
1. Banchina East 


67 
74 


75 


70 
71 


76 
78 


Passenger vessels’ferries. 
Length 525 ft., depth 13 ft. 
Length 590 ft. Fitting out berth 


Length 1,540 ft., depth 19 ft. 


Length 328 ft., depth 19 ft. 6in 
Length 328 ft., depth 19 ft. 6in 


Length 1,050 ft., depth 26 ft. 6" 
Length 835 ft., depth 29 ft. 6 in 


CRANES: (owned by Azienda Dei Mezzi Meccanici) 


Pier Type Berth Capacity Use 
(Tons) 

Alte Fondale crane 47 3.75 General & 
Alto Fondale crane 47 8/16 General & 
Alto Fondale crane 47 3.75 General @ 
Alto Fondale crane 47 3.75 General # 
Alto Fondale crane 46 8/16 General # 
Alto Fondale crane 46 3.75 General @ 
Alto Fondale crane 46 3.75 General @ 
Alto Fondale crane 45 3.75 General @ 
Alto Fondale crane 45 3.75 General@ 
Alto Fondale crane 45 3.75 General @ 
Alto Fondale portainer 44 50 Containe? 
Alto Fondale portainer 43 50 Containet 
Orlando Container Gantry Crane 49 22 Containe® 
Orlando portainer 49 32 Containe® 
Orlando Container Gantry Crane 50 22 Containe® 
Orlando Container Gantry Crane 50 5.50 Bulk 
Orlando crane 51 12 Bulk 

Pisa crane 52 3. ~General ® 
Pisa crane 52 3 General® 
Pisa Bulk Gantry Crane 53 6 Bulk 

Pisa Bulk Gantry Crane 53 6 Bulk 


x 
Type Berth Capacity Use 
a (Tons) 
crane 54 5 General cargo 
: bo crane 54 5 General cargo 
crane 57 6 


General cargo 


syrara crane 57 6 General cargo 

cyrara crane 56 8/16 General cargo 

“yrara crane 56 8/16 General cargo 

*yrara crane 55 8/16 General cargo 

tyrara crane 55 6 General cargo 

Ayrara Gantry Crane 55 25 Marble 

Sgarallino crane 61 3 General cargo 
L | Sgarallino crane 61 6 General cargo 

sgarallino crane 61 3 General cargo 

Sgarallino crane 62 3 General cargo 

sgarallino crane 62 3 General cargo 

3engas! Bulk Gantry Crane 22 6 Bulk 

jengasi Bulk Gantry Crane 22 10 Bulk 

ids Ababa crane 20 8/16 General cargo 

igds Ababa crane 20 8/16 General cargo 

parsena Toscana portainer 14 50 Containers 

dasena Toscana portainer 14 50 Containers 

| dyed by Sintermar: 
| anale industriale portainer 50 Containers 

sanale industriale portainer 40 Containers 

Yoblle Cranes and Equipment. Owned by A.M.M.: 1 crane capacity 

60 tons. 


‘erane capacity 40 tons. 
‘orane capacity 25 tons. 
Sfork-lifts up to 6 tons. 
owned by Dockers’ Organization 
Van Carrier capacity 30 tons. 
18 Portainers up to 40 tons. 
220 Travelling cranes of various type (fork-lifts lifting capacity up to 
%Stons, bulldozers, tractors etc.) 
Owned by private enterprises 
m| 2Rubber tyred transtainers capacity 40 tons. 
210 fork-lifts and travelling cranes 
125 flatcars 
| W tractors, towings etc. 
7 semiportal suckers for cereals discharge. 


BULK HANDLING FACILITIES: Grain: discharging rate 1,000 to 
1500 m. tons per day. 

Ore and coal bulk: discharged by shore elevators at Calata Orlando, 
dscharging rate 1,500 to 2,000 tons per day. 
Cereals Silos: Silos Livornesi 28,000 tons. Silos and Tirrenian 
Warehouses 31,500 tons. Ardenza of Liquifarm G.1.A. 52,000 tons. Italso 
32,000 ton. 


TANKERS: 

| \uova Darsena Petroli Terminal: 

| Cautionary Advice: The berthing heads of Berth Nos. 10 and 11 in 

| he Nuova Darsena Terminal are constructed on stone walls and their 
yotection consists of 4 fenders. 

| These fenders have small energy absorption characteristics and their 
sze and spacing afford little protection against striking the quay wall or 

ndenting the hull due to small single point landings. Heavy landings 

must, therefore, be avoided and ships must dock as parallel to the berth 

as possible. 

The Nuova Darsena Berths are exposed to Westerly winds and, 
oi ships should ensure that moorings are adequate and in good 
condition. 

Berthing Procedures: Ships for Berth Nos. 10 and 11 are swung in 
he Bacino S. Stefano, making a port swing with the aid of tugs and are 
nen backed down to berth. Ships are, therefore, always starboard side 
these berths. Headlines are run out first by mooring boat and, when 
_ ‘position, 2 of the tugs push the ship alongside. The mooring boats at 

“vorno are underpowered and there is no power assistance on the 

sties to heave moorings ashore. For large ships, it is recommended to 

use 2 mooring boats. 
Fibre ropes only to be used as head and stern lines. 
The shore gangway is located aft of the hose tower. 
Cargo Bunker Connections: 


Crude oil 4 hoses x 10 in. ASA 
Dirty products 1 hose x 6 in. ASA 
asoil 1 hose x 8 in. ASA 


Clean products 1 hose x 8 in. ASA 

Bunker is supplied throughout the same flow booms. 
wenaine, Temperatures, etc.: To be taken by ship's personnel prior 
A Wai. 

Deballasting Facilities: Receiving capacity is 15,000 cu.m. The rate is 
out 600 cu.m.p.h. 

Passing Traffic, Weather, Tide, Current: The berth is exposed to winds 
‘om the Western semi-circle. The short breasting distance and the low 
ay make it very important to keep a close watch on moorings during 
Pi weather conditions, particularly during the later stages of 
Scharging when the moorings will become very steep. Ships with 
‘iirely separate ballast systems may ballast simultaneously with 
tan 9: otherwise discharging may have to be stopped to take on 
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Density of Dock Water: Lowest recorded 1018. 

“argo and Bunker Facilities: Crude receiving facilities consist of 

“30 in. and 1x20 in. pipe-lines. Tankage is located about 5 km. away. 

rae discharge rates are about 3,000 t.p.h. Fuel oils are shipped via 

mee line, average loading rate 650 t.p.h. Gas oil is shipped via 
ein. line, average loading rate 550 t.p.h. 

P jeeond Restrictions: The Port Authority will not allow the freeboard 

; sane arging tankers to rise above the height of the firefighting foam 

: slg located at the berth, i.e., 14 m. above water level. Ships which 

rote maintain their freeboard below this level by ballasting during 

«, @tge will have to stop discharging when the freeboard reaches 

™. and take on ballast before resuming discharge. 
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Darsena Ugione Terminal: 

Cautionary Advice: Darsena Ugione, located about 1 mile up the 
narrow and congested Industrial Canal is itself narrow and congested. 
Ships have to back into Ugione and the corners of the Darsena are not 
fully protected. The fendering on Berth No. 36A (used by larger ships), 
does not fully protect the berthing head and great care must be taken. 

The Channel to and from Darsena Ugione and the Darsena itself is 
subject to silting, and therefore maximum advertised draft must never 
be exceeded. 

Berthing Procedures: Ships bound for Darsena Ugione will proceed 
up the Industrial Canal with the assistance of tugs and be swung either 
in the Bacino di Evoluzione about 0.5 km. below Ugione or at the 
entrance to Ugione itself. Before backing into Ugione, the port anchor 
is dropped and the head and stern lines are run out by mooring boat. 
There is no power assistance on the shore to heave the mooring ropes 
to the bollards and, therefore, ships should take care not to run out too 
much line at once. This is especially important if wires are used. There 
are no good spring line leads and, therefore, head and stern and 
breastlines should be placed accordingly. Ships are always starboard 
side to Berth No. 36A. 

Shore gangway is run from main deck, close to manifold. 

Cargo Bunker Connection: All products are handled through 2 fully 
balanced hard arms having 6 in. ASA bolted connections. 

Cargo, Bunkers Handled: All grades of clean and dirty products are 
handled at Darsena Ugione. Loading rates average between 100 t.p.h. 
and 500 t.p.h. 

Deballasting Facilities: Ballast water is discharged ashore through 
12 in. line, maximum storage capacity is 3,000 tons. Tank washings 
(slops) cannot be received. Discharge rate of ballast water averages 
300 t.p.h., therefore, ships should arrive with minimum ballast consistent 
with safety. 


Both Terminals: 

Oil Pollution Clean-up: Facilities are available. 

Fire Fighting Facilities: At both terminals, elevated foam cannons 
serve each berth. At Nuova Darsena, the cannons are remotely 
controlled. 

Services: Fresh water, distilled water, laundry, and stores are 
available. 

Repairs, Gas Freeing, Immobilisation: All kinds of ships’ repairs can 
be undertaken at Livorno including servicing of radio, radar and echo 
sounders with prior notice. 

Tank cleaning and gas freeing are not allowed alongside the tanker 
berths. 

While alongside the tanker berths, the engine and steering gear must 
be maintained ready at all times. 

Also see “Berthing”’. 


BRIDGES: None that interfere with port traffic. 


STEVEDORES: ETA required by Agent in order to arrange matters with 
stevedores at least 48 hours before arrival. 


MEDICAL: It is advisable to give details of assistance required together 
with ETA cable. Hospital facilities available. 


FRESH WATER: Fresh water available at all berths except Bacino Alto 
Fondale. Water barge available. 


FUEL: All grades available from berth. Advance notice required 
48 hours; supply subject to Owners’ stem. 


FIRE PRECAUTIONS: Berths at which tankers operate are equipped 
with monitors. 

OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
GANGWAY/DECK WATCHMEN: Recommended, 8 hour shifts, 0600 - 
1400, 1400 - 2200, 2200 - 0600 hrs. 

CERTIFICATES: All ship's certificates required. 

CUSTOMS ALLOWANCES: Tobacco: 50 cigarettes, or 50 grams 
tobacco per man for the first 24 hours. Wine and/or Spirits: only in 
consignment of the Master. 


CONSULS: 
Colombia Greece Peru 
Denmark Liberia Portugal 
Finland Monaco Spain 
France Netherlands Sweden 
Germany F.R. Norway Switzerland 


REPAIRS: All types of deck and engine repairs are possible. 

DRY DOCKS: Dry docks suitable to accommodate a Liberty type ship. 

A small floating dry dock for vessels up to maximum of 1,500 tons. 
New Graving dock 350 m. x 56 m., depth on sill 10.0 m. (For 300,000 

d.w.t. vessels). 

REPATRIATION: All necessary repatriations possible. 

AIRPORT: Nearest at Pisa, distance about 20 km.; served by Alitalia, 

British Airways, Lufthansa and Air France. 

TIME: Local time is 1 hour ahead of GMT, and Summer time 2 hours 

ahead. 

HOLIDAYS: 1st January, Easter Monday, 1st May, 15th August, 

1st November, 8th December, 25th December, 26th December. 

POLICE/AMBULANCE/FIRE: Police Tel: 23413, Carabinieri Tel: 

808002, Dept. of Customs Guards Tel: 24066, Ambulances Tel: 33333/ 

22111, Fire Brigade Tel: 22222. 

TELEPHONES: Only at some quays is it possible to place telephones 

on board. 

SERVICES: Tank cleaning and slop facilities available. Compass 

adjuster available. Refuse collection. 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Shore passes required, issued by local 

police authorities. 

DELAYS: No considerable delays. 
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SHIPMASTER’S REPORT: July 1987 (updated April 1988). 
Port: Vada. 

Location: 15 miles South of Livorno. 

Chart: BA. Chart No. 131. 

Documents: 

8 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

1 copy Health Declaration. 

3 copies Cargo Manifest. 

3 copies Italian Port Authority Inward and Outward Forms. 
Anchorage: Anchorage is 1.2 miles SSW of the pier face. 

In poor weather Secche Di Vada Lt. 248° = 1.4 miles found to provide 
good holding ground in West winds of Force 7. 

Pilotage: Pilots are supplied from Livorno. Vessels should call Livorno 
Pilot on VHF Channel 12, 2 hours before arrival at Vada. 

Pilot boards from a mooring boat about 0.5 miles SW of the pier. 
Restrictions: Daylight berthing only and after 0730 hrs. Departure is 
possible 24 hours without a Pilot. 

VHF: Livorno Information Service on VHF Channel 10. They are very 
helpful. 

Tugs: No tugs available. 

Berthing: The berth accepts vessels up to 30,000 cu.m. with a draft 
11.0 m. 

Vessels normally berth port side alongside. The mooring boat comes 
from the nearby general cargo harbour. 
inh is possible to berth starboard side to but this makes departure 

ifficult. 

The Pilot likes to use the anchor when berthing, however, he should 
be persuaded not to use it as it makes departure difficult and sometimes 
hazardous. 

Moorings in good weather consist of 3 head/stern lines and 2 springs 
ela and aft. An additional forward back spring is provided by the 
shore. 

Depth alongside is about 42 ft. 

Shore gangway used. 

The berth is very exposed and berthing delays often occur especially 
in Winter. If the weather deteriorates while the vessel is alongside the 
berth the vessel may have to leave in a hurry. 

The fenders are good. 

Cargo: There is a single ethylene Chicksan of 8 in. which can take the 
ship’s maximum pumping rate (pressure about 2-3 Bar). 

Sampling takes about 4 hours. 

The capacity of the shore tank for ethylene is approximately 4,800 
tonnes. The maximum single intake is 4,000 tonnes.The plant uses 
about 300 tonnes per day for plastics. 
habe The receiver of the cargo was Solvay, Telex No. 500127 Solvri, 
at Vada. 

Very few services available at the rigid pier. No store trucks are able 
to come down the pier. The Pier Manager will assist in getting down the 
pier (length of pier 1 mile) in a service car. 

Crew changes are not normally allowed, however, it would be possible 
to make one or two changes as long as prior permission had been given 
by the terminal. Crew members arriving have to go to the Agent's Office 
in Livorno during working hours (between 0800 and 1700). : 

The nearest airport is at Pisa which is about 1 hour by car. 

It is about 40 minutes walk from the vessel to the town, which is a 
pleasant tourist town. Money can be changed at the bank and exchange 
he next door to the bank between 0800 — 1300 hrs. and 1600 — 
1800 hrs. 


REPORT: November 1989. 

The following is from an agent to a ship operator. 

This letter is to inform you that the local Harbour Authorities have 
recently issued a new regulation, which makes it compulsory, to declare 
on the “Berth Request”, the following information in addition to the usual 
ship's details: 

. Ship's international call sign and official number. 
. Arrival draft (fore and aft). 
. Previous and subsequent ports of call. 
. When Livorno is the first or last Mediterranean port of call, the 
following must be declared: 
(a) Access point (Gibraltar/Suez/Bosporus) with date and time of 
transit. 
(b) Exit point (Gibraltar/Suez/Bosporus) with expected date and time 
of transit. 
5. Memorandum of understanding on port state control (Memorandum 
of Paris): place and date of issue and expiry date. 
6. Total cargo on board on arrival and on departure, cargo previously 
carried, and whether tanks are clean, dry, gas-free. 

Please note that if any of the above details are missing, the Harbour 

Authorities will not accept the “Berth Request”. 


WON 


AUTHORITY: Capitaneria Di Porto Di Livorno, 57 100 Livorno, Italy. 
Tel: 21-362. Contact: Angelo Cedro, Captain of the Port. 

Azienda Dei Mezzi Meccanici E Dei Magazzini Del Porto, Largo 
Strozzi 1, Livorno. Tel: 24-504. Telex: 500486. Contact: Direttore: Dr. 
Francesco Ruffini. 

Camera Di Commercio Industria Artigianato E Agricoltura, Piazza 
Municipio 48, Livorno. Tel: 37-831. Telex: 500486. FAX: (586) 886689. 
AGENT: G. Fanfani & C. Srl., via Fiume 16, 57123 Livorno, Italy. Tel: 
(586) 894151 (10 lines), after hours 804347 and 500576. Telex: 500006 
Cables: Fanfanico. Fax: (586) 894494. 
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MANFREDONIA: 41.37 N. 15.55 E. (See Pip 


PORT LIMITS: Seaward boundaries do not exist. A vessel is CONSide, | 
an “arrived ship” and (subject to Charter-Party terms) laytime, | 
commence when boarding the Pilot or dropping the anchor in the Row | 
DOCUMENTS: 

5 Crew Lists. 

3 Provision Lists. 

1 Arrival Report. 

3 Curios Lists. | 

Cargo Manifest (Italian Form). 

Bills of Lading and ship's documents not expired. 
PILOTAGE: Compulsory for vessels over 500 g.r.t. The ship's EX, | 
furnished to the Pilots by the Agent. VHF service around the clog, 
Channel 12; Pilot station to be contacted 1 or 2 hours prior the she 
arrival in the Roads. International signals are used for calling Pilot: > 
has to be taken on board within 1 mile range from the harbour entra» 
but, upon ship's request, Pilot may board the vessel wherever requiy 
The pilot boat has a black hull with a white stripe all around and» 
letter “P” printed on both sides of the bow. White superstructure » 
mast. Max. speed 8 knots. 

ANCHORAGE: Boundaries according to the draft; the bottom (muds 
sand) has good holding. No anchorage is suggested with heavy $5 
weather. See “Plan”. 

RESTRICTIONS: Ships carrying dangerous cargoes will only bert 
daytime (from sunrise to sunset); departure is allowed at any time: 
all vessels. 

MAX. SIZE: No restrictions on LOA or beam. The only limitation is gj¢ 
by the draft which is 32 ft. 6 in. for ships operating to the New Indus» 
Port and 21 ft. 6 in. for those operating to the old harbour. The aby 
drafts are referred to the Mean tide condition. One more foot can: 
added if docking with high tide. 

HEALTH: Free Pratique is granted by the Port Authorities at anchor 
or at the dock. Radio Pratique may be requested, by cable via & 
Radio, to “Sanimare Manfredonia”. 

RADIO: For ETA and other communications with Agents, receivers, & 
Roma Radio is suggested; call sign I|AR. 

VHF: Port Authorities: Channel 16 from 0800 to 2000 hrs local time fy 
October to May and 24 hour watch from June to September. 

Pilots, Tugs and Mooring Gangs: Watch and working Channel \ 
service continuous. 

Local Agents provided with VHF equipment listen from 0800) 
1700 hrs. on Channel 9 and 12. 
RADAR: The new pilot station will be equipped with radar and Pie 
should be able to provide a suitable radar service and port control 
TUGS: 2 tug boats of 1,300 h.p. Usually join the vessels in the Row 
together with the Pilot. Either ship's or tug’s lines are used. Towag 
compulsory for ships carrying dangerous cargoes. 
BERTHING: New Industrial Port: A/1 300 m., A/2 250 m., A/3 265" 
A/4 265 m., A/5 315 m. Draft at MHWS 32 ft. 6 in. 

Old Commercial Port: Nos. 1, 2 and 3 together 480 m., Nos. 4 an | 
together 220 m. Draft at MHWS 21 ft. 6 in. 

CRANES: Old Commercial Port: Pier No. 2 equipped with 2 cranes 
a safe working load of 6 tons each. 

New Industrial Port: 2 cranes Reggiane type, multi-purpose, @ | 
located on piers A/3 and A/4. Safe working load 25 tons at 40 m. spre | 
BULK CARGO FACILITIES: In addition to the cranes, the new por | 
equipped with 3 escalators for loading fertiliser in bulk (Berth A/2)# 
2 self-moving suction pumps for cereals (Berths A/1 and A/2). 

The rates are: Fertiliser in bulk 3,000 tons per working day. Git 
wheat and other cereals 5,000 tons per working day. Sulphur in® 
2,000 tons per working day. Silver sand 2,500 tons per working ® 
(working day 0700 — 1900 hrs.). , 
BRIDGES: None. 
STEVEDORES: Gangs arrangements made by the Agent in due i* 
The load or discharge rates vary depending on the type of cargo,’ 
vessel, the type of the ship's gear, etc. 

MEDICAL: Crew members must be in possession of a valid vaccin 
card against cholera and yellow fever when coming from count — 
declared infected by the international health laws. 
DENSITY: The average salinity of water in the port is 1026. 
FRESH WATER: Available on the quays of both ports. Walé® 
operations carried out by hoses which are connected to the ® 
connections. 

FUEL: Any kind, grades and viscosity delivered by trucks. 

FIRE PRECAUTIONS: Towing wires hanging from the sea side fow 
and aft. 
CONSULS: None. 
REPAIRS: Small deck and engine repairs are possible. 
DRY DOCK: None. 
SURVEYORS: All Classification Societies are represented in® , 
2 hours away from Manfredonia. 

GANGWAY/DECK WATCHMEN: Available, but not compulsory. _ 
OPENING/CLOSING HATCHES: Opening and closing carried & 
ship's crew. 

CUSTOMS ALLOWANCES: 40 cigarettes per man. 1 bottle spit’ 
REPATRIATION: All facilities exist for effecting Crew changes? © 
arranging all the necessary pratiques for repatriation. | 
AIRPORT: The nearest airport is Bari, 130 km. away, but the re-op" | 
of Foggia airport, 36 km away is expected. | 
TIME: From the last Sunday of March till the last Sunday of Septe® 
“daylight saving time” is in force. GMT plus 2 hours. For the rest? 
year the standard time is used, GMT plus 1 hour. 

HOLIDAYS: Cargo operations are not carried out on the following® 
All Sundays, April 25th, August 15th and 31st, December 8th, 250 
26th, and January 1st. 

POLICE/AMBULANCE/FIRE: For all services dial 113. 
SERVICES: Compass adjusting, radar and gyro repairs. Divers aval 
on request. 


>. 


PHONE: No arrangements exist for placing telephone on board. 

| one booth exists on “Molo di Ponente”, Old Commercial Port, 
w ocal and long distance calls. A few telephone booths on Berths 
irand A’3 of the New Industrial Port are to be connected in the near 


a 
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J ORE LEAVE: Crew members of all nationalities are allowed ashore. 
DENTIFICATION CARDS: Seaman's Book is sufficient. 

YS: Delays for port congestion are very unusual, however, delays 
~ onger than 24/48 hours are expected. -_ 
gENERAL: 2 shipchandlers are available for stores, provisions, 
sgarettes and spirits. é, ; 
\THORITY: Capitaneria di Porto, Piazza Marconi, Manfredonia. Tel: 
vga) 23871-2-3. Telex: 812156 Compmf |. Contact: Harbour Master. 


WESSINA: 38.11 N. 15.34 E. (See Plan) 


}0CUMENTS: If vessel comes from foreign port, whenever possible, 
~ sieast 1 copy of Crew List and Passenger List to be sent some days 
)) sire her arrival, so that they can be delivered to police in advance. 

aquired on arrival: 

© 3Crew Lists. 
® {Provisions List. 

aLists Passengers in Transit. 

® —4Lists Passengers Disembarking. 
@) 4 List of Articles — new and Customs-barred in possession each crew 
© member — cameras, binoculars, radios, cigarettes, tobacco, new 
% articles, etc. If on inspection articles or quantities not in conformity 

or in excess, Master responsible; articles removed and heavy fine 
% imposed. 
* Copies of Cargo Manifest also to be prepared on arrival. 

Anchorage Dues already paid and still in force, the relative receipt 
©. »beshown to the Harbour Authorities, together with other ship's papers 

od report of arrival to be delivered to them. 

" *LOTAGE: Pilotage through Messina Straits is available but not 
compulsory. 

2) \essels in transit who intend to avail themselves of optional pilotage 
nay request a Pilot via: 

®) 3) Radio PT — Messina (IDF) on frequency 2182 kHz by 
adiotelephony at least 4 hours in advance. 

Sb) The Messina and Reggio Calabria Port Captaincy telegraphically 
least 12 hours in advance. 

$c) Through the ship's Agent. 

® 4) Bycontacting the local pilot station directly by telephone 090/44483 
y VHF Channel 12 at any time. 

|. Ships requesting a pilotage service shall embark the Pilot in the 

‘ slowing positions (which are also the boarding positions for the Port 

Plots): 

a) If Southbound: 3 nautical miles North of Cape Peloro. 
® 0) fNorthbound: 1.5 nautical miles S.E. of San Ranieri Light. 

We wish to point out the great advantages that such a pilotage service 
"a render to the ship, both in terms of fuel saving because it avoids 
© |" longer passage to the South of Sicily, and in terms of safety to 
| tvigation. 

x | nag see “Italy —- General” before first port and “Report” dated May 


me 


in, \NCHORAGES: Allowed outside harbour; at Paradiso’s Bay, sufficient 
ih} ths for safe anchorage existing. Advisable to request Pilot's 
ij | “sistance for indication of best anchorages. 
prone Anchorage: Between the parallels of 38°12’ 58” N. and 
'10' 48" N. 
PA CTIONS: For entering harbour during night-time ETA to be given 
% | Nadvance. 
ogg see “Italy — General’ before first port and “Report” dated May 


% a, SIZE: Max. draft allowed: 33 ft. at passenger quay; other berths 


Max. length 200 — 300 m. 

~ | Tankers: Length 100 m., draft 27 ft. 

e *EALTH: Free Pratique automatic for vessels coming from other Italian 
*s and quarantine flag not to be flown on entering. From other 
“untries usual procedure applies. 

«| ADIOVHF: Contact through Rome Radio, Naples Radio, Augusta 

“2dl0, or Messina Radio VHF Channel 16 or R/T 2182 kHz. 

GS: Not compulsory. Tugs join vessels at about 0.5 miles from 

path of harbour. If tug’s lines used increase of 10% on tariff. 

SEVEDORES: To enable Agent order gangs important obtain accurate 

; ‘JA Latest time to order gangs: normal shift 0730 hrs. for work in the 
ning; 1200 hrs. for work in afternoon; night shift 1600 hrs. same day 

"Saturday noon or Sunday at 1200 hrs. on Saturday. 

y | onal to give ETA results in cost of waiting gangs, charged to vessel. 

wepieng®: Per gang in 8 hours: General cargo 50 ton — cereals 80 ton. 

FDICAL: Doctor can attend sick crew members or for vaccinations. 

¢  SSpitals available. 

os ERS: There is a Eurobunker station only. Small tankers from time 

¢ nd puscharge fuel oil, gasoline, etc. Gas freeing, tank cleaning, slops 

rows et reception facilities available. 
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y | Ngentina Finland Norway 
wstralia Germany F.R. Panama 
s | yolombia Guatemala Peru 
PRES af Netherlands Sweden 
ig SU ATER: Only quays have water pipe-line connections and 


de: y be supplied day and night directly from ashore by hoses; 
Wane Summer time water may be supplied from 0600 to 1100 hrs. only. 
ef available at night time by boat (max. 250 tons). 
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REPAIRS: Almost all types of deck and engine repairs can be carried 
out. 

DRY DOCK: One dry dock belonging to SMEB (Societa’ Messinese 
Esercizio Bacini) can be hired. Dimensions are as follows: Length 853 ft. 
(260 m), breadth 118 ft. (36 m.). One dry dock belonging to Italian Navy, 
therefore application must be granted by the Marina Militare. Dimensions 
are as follows: 492 ft. x 52 ft. 7 in. (bottom), 81 ft.6in. x 24 ft. 8 in. 


(top). 
GANGWAY/DECK WATCHMEN: Recommended. 


OPENING/CLOSING HATCHES: May be carried out by the crew or 
stevedores. 


CERTIFICATES: 

Safety Certificate. 

Wireless Safety Certificate. 

Freeboard Certificate. 

Derat Certificate. 

Anchorage Duties Voucher. 

Crew List. 

Passenger List. 

Construction Certificate. 
CUSTOMS ALLOWANCES: 50 gm. tobacco for each seaman. 
Spirits: 0.75 bottle for all crew. 
REPATRIATION: No particular facilities existing; but necessary 
repatriation can normally be arranged. 
AIRPORT: Reggio Calabria Airport — distance about 10 km. From 
Messina, Reggio Calabria can be reached in 15 minutes by hydrofoil 
boats, which run every half hour (about). Flights from Reggio Airport in 
Winter, 1 per day; in Summer, 2 per day. 
TIME: In relation to GMT local time is an hour ahead. During Summer, 
from March to September, clocks are put 1 hour forward. 
HOLIDAYS: Work can be arranged, provided timely notice is given, in 
following official holidays, paying the respective increase on normal tariff: 

New Year's Day (January 1st); Easter Monday; 25th April; 1st May; 
June 3rd; local religious holiday; 15th August; 25th December; 26th 
December. 
POLICE/AMBULANCE/FIRE: Police, 46830; Ambulance, 2935592; 
Fire, 2930222. 
TELEPHONES: No arrangements exist. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Required. 


REPORT: May 1985. 
The following is a copy of telex from ship's Agent to Ship Operator. 


Quote: 
Port Orders 7 — 18/85 

As from 10th May 1985 temporarily pilotage in the Strait of Messina 
is compulsory for vessels over 6,000 g.r.t. carrying petroleum products 
or noxious substances to the sea. Pilotage is also compulsory to vessels 
not carrying the above products over 15,000 g.r.t. Vessels are to inform 
at least 12 hours prior arrival Messina Radio call sign IDF frequency 
2182 kHz and cable Port Authorities of Messina and Reggio Calabria 
or through their Agents the following: 

International call sign. 

Flag. 

G.r.t. as per International Certificate. 

Type of cargo/es and quantities. 

CLC and IDPP certificate details. 

Same information has to be given to Messina and Reggio Calabria’s 
Port Authorities by vessels not compulsory to take Pilot at least 2 hours 
prior their arrival at Messina via Messina Radio or VHF/FM Channel 16. 

Pilot boards vessels coming from South at 2.5 miles S.E. of Punta S. 
Raineri Light. 

Pilot boards vessels coming from North at 3 miles North of Capo 
Peloro Light. 

Joint Port orders No. 6/85 and 13/85 issued respectively by Reggio 
Calabria Maritime Direction and Catania Maritime Direction is abrogated 
as from 10/5/1985. 

Furthermore the decree of Ministry of Merchant Marine of 8th May 
1985 about the navigation in the Strait of Messina states as follows: 

As from 10th May 1985 the navigation in the Strait of Messina is 
forbidden to vessels equal or over 50,000 g.r.t. carrying petroleum 
products or noxious substances to the sea as defined by the International 
Conventions effective in Italy. 

Unquote. 
Also see “General — Strait of Messina” before first port. 


AUTHORITY: Capitaneria di Porto — Messina, Via V. Emanuele, 
Messina, Italy. Te/: 41896. Contact: Port Commandant. 


MILAZZO (Sicily): 38.13 N. 15.16 E. (See Plan) 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

Provisions Manifest. 

Manifest of Crew Personal Effects. 

Cargo Manifest. 

Arrival Report — completed on arrival. 

Maritime Declaration of Health Certificate — completed on arrival. 

Ship's Certificates, including Italian Authority dues. 

Vaccination Certificates for sighting. 
ARRIVAL ADVICE: At least 24 hours’ notice of arrival to be passed to 
Agent in order to obtain allocation of berth from Port Authority. 
Consignees-Receivers as for Charter Party. 
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PILOTAGE: Pilot boards 1.5 miles off the berths. International Code 
signals used. Pilot can be contacted on VHF Channel 12. Compulsory 
for vessels over 500 g.r.t. (Berthing/Unberthing). 

ANCHORAGE: There are 6 anchorages for tankers over 3,000 g.r.t. 

No. 1 up to 600 m. off the harbour green light — Bearing 034° 

No. 2 upto 920 m. off the harbour green light — Bearing 091° 

No. 3 up to 3,870 m. off the harbour green light — Bearing 097° 

No. 4 up to 3,050 m. off the harbour green light — Bearing 101° 

No. 5 up to 1,200 m. off the harbour green light — Bearing 036°. Not 
in use at present due to sea bed being fouled (April 1986.). 

No. 6 up to 1,600 m. off the harbour green light — Bearing 065° 

Anchoring prohibited within 1 mile of Refinery Wharves. Pilot can be 
used for anchoring but not compulsory. 

RESTRICTIONS: All tankers are berthed and unberthed between 
0600 hrs. and 2000 hrs. 

MAX. SIZE: Tankers up to 420,000 d.w.t. 

HEALTH: Free Pratique on board may be requested on arrival by way 
of ship's Agents. The procedure to obtain Free Pratique by radio is being 
perfected. Pratique is automatic for vessels coming from ports in E.E.C. 
countries. 

RADIO/VHF: Harbour Master Authority, Mediterranea Refinery, Pilot 
and Tugs may be contacted on VHF Channel 12. Harbour Master 
Authority may be contacted also on VHF Channel 16. 

TUGS: 4 tugs available, 22,500 h.p., and 21,800 h.p. Meet vessel 
0.75 miles off berths. Obligatory, at least one for mooring/ unmooring 
tankers over 3,000 g.r.t. Ship's lines used. 

DRY CARGO FACILITIES: Ludovico Mazzullo Jetty, length 340 m., 
depth 22 ft.; Pennello Eolie Jetty, length 65 m., depth 23 ft. 
TANKERS: AGIP Petroli Co.: 10 berths for Tankers, distributed in 
3 Jetties as follows: 

No. 1 Jetty: (West Jetty) 500 m. long, for loading/unloading, with the 
following berths: 

Berth No. 1 (West side — Outer end) — depth 48 ft. LPG arms and 
lines available. 

Berth No. 2 (East side — Outer end) — depth 48 ft. 

Berth No. 3 (West side — Inner end) — depth 21 ft. LPG arms and lines 
available. 

Berth No. 4 (East side — Inner end) — depth 20 ft. LPG arms and lines 
available. Arms: 12 in. and 8 in. — Ballast lines 210 in. — Cargo lines 
20, 16, 12 and 10 in. 

No. 2 Jetty: (Middle Jetty.) 650 m. long, for loading/unloading, with the 
following berths: 

Berth No. 5 (West side — Middle) — depth 55 ft. 

Berth No. 6 (East side — Middle) — depth 55 ft. Arms:12 in. — Ballast 
line 1x20 in. — Cargo lines 240 in. (Crude oil) — 20, 16, 12 in. (Fuel 
oil) — 20 in. (Gasoil) — 12 in. (Virgin Naphtha) — 10 in. (Super Gasoline) 
— 10 in. (Normal Gasoline) — 10 in. (Kerosine). 

Berth No. 5 bis (West side — Outer end) — depth 83 ft. Available for 
vessels up to 420,000 d.w.t. 

Berth No. 6 bis (East side — Outer end) — depth 75 ft. Arms: 16 in. — 
Crude oil lines 240 in. 

Berth No. 7 (West side — Inner end) — depth 25 ft., loading arms 6 in. 

Berth No. 8 (East side — Inner end) — depth 24 ft., loading arms 6 in. 

Berth No. 7 available for vessels up to 6,500 d.w.t. LPG arms and 
lines available. 

Berth No. 8 available for vessels up to 4,500 d.w.t. LPG arms and 
lines available. 

No. 3 Jetty: (East Jetty) 558m. long, for loading/unloading under 
construction, with following berths: 

Berth No. 9 (West side) — depth 45 ft. 

Berth No. 10 (East side) — depth 45 ft. 

Vessels berth head out. Lines run to mooring dolphin ahead and 
astern. Anchor is compulsory only for small tonnage tankers. Tankers 
may use wire ropes only on the jetty mooring hook. On the bitts may 
use wire ropes only if the eyes are made of manila or nylon. For tankers 
alongside the jetty it is compulsory to have ahead and astern, outside, 
wire ropes with eye. 

Crude oil washing permitted. 

Oilboom: Compulsory for vessels alongside the refinery jetties. 
MEDICAL: All facilities available. 

FIRE WATCHMEN: Compulsory for tankers alongside the Refinery 
Mediterranea jetties. Number of watchmen onboard is variable, 
according to the cargo Class ("A", “B" or “C’’) loading/discharging and 
to the tanker's g.r.t. 

GANGWAY/DECK WATCHMEN: Watchmen service available. It is, 
however, recommended but not compulsory. 

FRESH WATER: Boiler and drinking water supplied from the jetty. 
At anchorage by barge. Max. pumping rate 50 t.p.h. 

FUEL: All grades available at Mediterranea Refinery berths, subject to 
prior notice. Also available at Milazzo Dry cargo harbour berths, all 
grades available by tank or truck. 

CONSULS: No Consuls in Milazzo. The nearest are in Messina for the 
following countries: Peru, Great Britain, Argentine, Norway, Uruguay, 
Chile, Denmark, Germany F.R., Australia. 

REPAIRS: All types of deck/engine repairs possible. Experienced and 
established marine workshops available. 

BALLAST: Ballast facilities available at Mediterranea’s berths. 
Reception 1,000 t.p.h. No restrictions on capacity. 

TIME: GMT plus 1 hour. Summer-time: March to September GMT plus 
2 hours. 

HOLIDAYS: Cargo work can be arranged on every day. 
SURVEYORS: Cargo Surveyors and Superintendents available. Ships 
Surveyors and Salvage Association also available. 

CUSTOMS ALLOWANCES: 50 cigarettes are allowed per man per day 
for the first 2 days. 

AIRPORT: The nearest is at Reggio Calabria where there are 3 regular 
flights per day. Reggio Calabria can be reached by car and by hydrofoil 
in about 2 hours. Catania Airport also nearby, and may be reached by 
car or train in about 2 hours. 

TELEPHONE: Connections possible at Refinery Wharves. 
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GARBAGE: Boats are available, and compulsory for vessels 24 ty 
after arrival. 
BANKS: Italian banks only. 
STORING: Vessels can be stored by barge during loading , 
unloading. 

Fork lift trucks can only be used in the commercial port. 

Local riggers can be employed to assist with storing in the comme, 
(dry-cargo) port only. 
SHORE LEAVE: Allowed, but transit through the refinery area» 
permitted except in emergency. Boats are available for hire » 
wharves and anchorage to the landing pier in the Port of Milazzo. Shy 

asses given by local police. 

IDENTIFICATION CARDS: Shore passes given by local police. 
DEVELOPMENTS: Coal unloading wharf of 530 m. Length and y, 
depth to be built. Vessels of 120,000 d.w.t. will be unloadeg. 
21,500 t.p.h. bucket unloading systems. 


SHIPMASTER’S REPORT: April 1986. 
Vessel: 95,000 d.w.t. 

With vessels this size Pilot will normally board for anchoring wy 
operation is carried out with anchor in gear due to water depth. Us» 
slack down to about 2 shackles in water and then slack to 9 shace 

Only means of getting ashore from anchorage and from the refi. 
jetty is by boat service which is arranged through Agent. 
communication is very good and on berth the refinery requires » 
watch on Channel 12. Bonded stores sealed by Customs and for Libes 
registered vessels will not be unsealed irrespective of vessel's lenge 
stay. 

Boat service does not operate after 2300 hrs. or if weather 
boatman’s opinion, is too rough. 

lf American dollars are required then it is necessary to go to Mess 
to obtain them. 

Pilot for berthing boards from pilot boat at anchor and usually requ 
vessel to weigh anchor before boarding. 3 tugs for berthing, 2 of w 
require 2 ship's ropes each, forward and aft, third tug puts up small» 
amidships. 

At Berth No. 5 usually starboard side to. Moorings 3, 2, 2 with he 
and stern lines first then springs, then breasts. Good mooring faci 
with messengers and winches and berth is designed for VLCCs» 
shore gangway. 


AUTHORITY: Ufficio Circondariale Marittimo di Milazzo, via 
Marullo, Milazzo. Te/: 090-9281110. 

Raffineria Mediterranea Milazzo, Box 154, Milazzo, Italy. Tel i 
92321. Telex: 980025. Cables: Raffimed-Milazzo. Contact: Ge 
Gianni Zimmardi, Refinery Marine Superintendent. 


MONFALCONE: 45.48 N. 13.32 E. (See Ple 


PORT LIMITS: A vessel is considered to be an “arrived ship” whe 
is secured alongside the berth. 
DOCUMENTS: 

Arrival Report. 

Crew List. 

Passenger List. 

Customs Documents. 

All SOLAS Certificates. 

Health Documents (only for vessels that are not arriving from’ 
United States, and are not members of the West European Union 
PILOTAGE: Pilotage service is the responsibility of the Harbour 0% 
and is carried out by local Pilots. Pilots are not supplied with ® 
equipment. Pilotage service has to be requested by radio via Tr 
radio station, to the Harbour Office or via VHF Channel 16. Pilotay 
compulsory for vessels over 500 g.r.t. Pilot boat is equipped with 
Pilot boards about one mile from the entrance buoy. 
ANCHORAGE: Vessels awaiting entry to the port are required to av 
between Duino and Sistiana, about 3 miles from the entrance. 
anchorage provides good shelter from winds from the first and 
quarters. The depth is approx. 12.0 m. and the bottom is mud. 
RESTRICTIONS: Pilotage is effected day and night. It is not ava® 
during thick fog or when strong winds are blowing from the first quae 
Maximum draft at high water is 10.5 m. 

MAX. SIZE: At the ENEL Berth (berth for the discharge of coal des* 
for the electrical power station), vessels longer than 180 m. ma 
berth. 

HEALTH: Pratique requested by radio via the Maritime Health Of 
Trieste. 

RADIO: Nearest coast station is Trieste Radio, through which al® 
messages should be routed. 

TUGS: Tug service is optional except for vessels proceeding too 
Berth, but the Maritime Authority can make service tempi 
compulsory. 

BERTHING: 1,080 m. of berthing space (7 berths) for loading! 
discharging various types of cargo, with a maximum depth of w# 
10.5 m. One berth 120 m. long for discharging cereals with ma® 
depth of 10.5 m. The berths are served by railway branch lines 
BULK HANDLING FACILITIES: Silo berth is well equipp® 
discharging cereals. 

CRANES: 5 heavy lift cranes on rails up to 45 tonnes capacity. on 
cranes of varying capacities. 

BRIDGES: There are no bridges that hinder maritime traffic. 
STEVEDORES: Ordered via Agent. 

MEDICAL: Hospital, doctor and vaccination facilities available. 
TANKERS: The port only receives tankers with cargoes for E 
DENSITY: Average 1027. 


WATER: Available at all berths. 
: Bunkering is by barge or by truck (capacity 20 tons). 
FRE PRECAUTIONS: Only for hazardous goods, during bunkering 
me} erations and the effecting of any work on board vessels involving 


SNSULS: None at Monfalcone, but available at Trieste. 
xPAIRS: Minor repairs only. 
y DOCKS: Max. size 300,000 d.w.t. 

sunVEYORS: None at Monfalcone, but these may be easily contacted 
s Tneste 
SNGWAY/DECK WATCHMEN: Not compulsory, but available 
*ough Agent. 
ENING CLOSING HATCHES: Opened and closed by ship's crew. 
qsTOMS ALLOWANCES: 50 cigarettes or 50 grams of tobacco 
»| a@lable per man per day for the first two days. 

wRPORT: 5 km. from Monfalcone with connections to Milan and Rome. 

nME: GMT plus 1 hour; from 29th March to 26th September GMT plus 


est day after Easter, 15th August, 1st November, 25th and 26th 
gecember. It is, however, possible to load and discharge vessels on 
nese days by paying premium rates. 

_ OLICE/AMBULANCE/FIRE: Police 113 or 72332; Ambulance 72249; 
| tye 74444. 

TELEPHONES: Not available on board, numerous public telephones in 


i, 

hours. 
#0LIDAYS: Every Sunday, 1st January, 6th January, 1st May, Easter, 
: 


he port. 

¢ HORE LEAVE: Possible. Time restriction for crew members of certain 
sountries. 

» DENTIFICATION CARDS: Issued without any formality by the local 


police. 
m REGULATIONS: There are no special regulations. 
DELAYS: Caused only by weather conditions. 

s BANKS: Banca Antoniana, Via F. Rosselli No. 37. Tel: 45301. 

e Banca Cattolica, Via Marconi No. 1. Tel: 470337. 

m  Credito Italiano, Via Oberdan No. 5. Tel: 40061. 

Banca del Friuli, Piazza Cavour No. 22. Tel: 73230. 

« Banco di Roma, Piazza Cavour No. 34. Tel: 45191. 

@ STORING: See “Prelims”. 

» 1, There are no coastal fuel stores, and vessels arriving at Monfalcone 
ye either supplied by road tanker or by fuel barges. The usage of the 
me or the other means is the responsibility of the Owners or Agents. 

»| 2 Supplies by barge can be effected at any time, whilst by road tanker 
my during non-working hours. 

»| 3 For loading and discharge, vehicles may come right alongside the 

m cethed vessels. 

4. There are no forklift trucks in use in the port of Monfalcone for 
nloading goods. 

5. For discharge or shipment of goods, there is an Accident Prevention 
dnance No. 07/1981 issued by the Port Captaincy of Monfalcone. 
GENERAL: During the Winter, there are days of very strong winds 

| sting up to 110 km/h. coming from the first quadrant which sweep the 

wot's quays. The wind tends to become strong during the night, and it 

Snecessary to strengthen moorings. 

DEVELOPMENTS: An additional berth will be available in the near 

nt} ‘ture. 

AUTHORITY: Capitaneria di Porto — Monfalcone, Via C. Cosulich 20, 

4074 Monfalcone, Italy. Tel: 0481-712111/712112. Telex: 461087. 

e 0481-483408. Contact: Captain Giovenni Gardella, Harbour 

Vaster. 


ce 
4 NAPLES: 40.50 N. 14.17 E. (See Plan) 


* DOCUMENTS: 
#\ 2Crew Lists. 
_ 2Passenger Lists. 
| Provisions Manifest. 
Manifest of Crew Personal Effects. 
©, Cargo Manifest. 
Arrival Report — completed on arrival. 
| Maritime Declaration of Health Certificate — completed on arrival. 
| Ship's Certificates, including Italian Authority Dues. 
Vaccination Certificates for sighting. 
# "LOTAGE: 13 Pilots and 3 motor launches. ETA to pilot station, VHF 
®| “annels 12 and 16 or to “Compamare” on Channel 6. 
NCHORAGES: Approximately 70 anchorages, having depths ranging 
#) MN 11m. to 15 m. 
‘PROACHES: Port Approaches: Approaches to the Gulf of Naples 
ue free of navigational dangers. Ships approaching Naples from the 
‘oth are cautioned to avoid the Procida Canal, between Procida Island 
ad Capo Miseno (1.5 miles wide) in view of the heavy traffic usually 
“tin this area and other navigation hazards. Passing well clear West 
"Ischia Island is recommended. Caution is necessary because 
‘merous fishing boats are likely to be encountered in the area, 
lally at night and in the early morning. 
wf Operations: The port is located on the Northern shore of a natural 
ed and is well sheltered from Northerly winds, but winds from the S.W. 
| SE. may affect port operations at the petroleum berths, by creating 


-‘siderable swell inside the breakwater. 
“ty 'Berthing: For the berthing manoeuvres, and particularly when 
_.®S swing inside the petroleum basin, it is very important that ship’s 
-2"@ orders are carried out accurately and promptly. The Chief 
eee" should be advised in advance of importance of this. 
‘ RICTIONS: 2 port entrances of which the Western is 280 m. wide, 
*Eastern is 250 m. wide. 

8¢ of propellers and thruster within 20 m. of piers not allowed. 


~~ 


ITALY 


MAX. SIZE: Tankers up to 45 ft. draft. 

HEALTH: Free Pratique may be requested by radio to “Sanimare 
Naples” between 12 to 6 hours before arrival advising vessel's name, 
nationality, last port, number of passengers and crew, and state of health 
on board, Pratique is automatic for vessels coming from ports in E.E.C. 
countries. 

TUGS: 8 tugs available as required to assist berthing. 

BERTHING: 


Berth No. Depth 
Molo Angioino Ponente 5 28 ft. 
6 32 ft. 
7 32 ft. 
Molo Angioino Testata 8 28 ft. 
Molo Angioino Levante 9 35 ft. 
10 35 ft. 
11 32 ft. 
Calata Piliero 12 26 ft. 
13 26 ft. 
14 26 ft. 
Pontile Immacolatella Vecchia 15 20 ft. 
Calata Porta di Massa 16/17 28 ft. 
18 26 ft. 
19 26 ft. 
20 26 ft. 
Pontile Pisacane Ponente 21 32 ft. 
22 20-32 ft. 
Pontile Pisacane Testata 23 25 ft. 
Pontile Pisacane Levante 24 27 ft. 
25 28 ft. 
Villa Popolo Ponente 26 20 ft. 
Pontile Silos Ponente 27 36 ft. 
Pontile Silos Levante 27 30 ft. 
Villa Popolo Levante 28 24 ft. 
Molo Carmine Ponente 29 29 ft. 
29 28 ft. 
30 29 ft. 
Molo Martello _— 30 ft. 
Molo Carmine Levante 31 oils 
32 — 
Testate Bacini 32 30 ft. 
Cesario Console Ponente 33 26 ft. 
Cesario Console Levante 34 26 ft. 
35 26 fi. 
Calata Marinella 36 _ 
37 27 ft. 
38 —_— 
Vittorio Emanuele Ponente 39 _ 
40 21 ft. 
Vittorio Emanuele Levante 42 30 ft. 
43 29 ft. 
Vittorio Veneto Calata 44 26 ft. 
Flavio Gioia Ponente 45 33 ‘ft: 
46 33 ft. 
Flavio Gioia Testata 47 20 ft. 
Flavio Gioia Levante 48 32 ft. 
49 32 ft. 
Calata Granili 50 30 ft. 
Bausan Ponente 51 32 ft. 
52 32 ft. 
Bausan Testata 53 22 ft. 
Bausan Levante 54 36 ft. 
55 36 ft. 
Calata Pollena 56 35 ft. 
Calata Vigliena Ponente 57 27 ft. 
Darsena Pellegrino 57 18 ft. 
Bz, 18 ft. 
Calata Vigliena Levante 58 28 ft. 
Vigliena Ponente 59 30 ft. 
60 30 ft. 
Vigliena Testata 61 25 ft. 
Vigliena Pennello 62 25 ft. 
63 33 ft. 
Vigliena Levante 64 37 ft. 
65 37 ft. 
66 37 ft. 
Calata Progresso 67 24 ft. 
Calata Progresso 68 24 ft. 
Molo Progresso Ponente 69 45 ft. 
Diga Curvilinea — 17 ft. depth 
Molo San Vincenzo — at 5m. from 
quay 


CONTAINER FACILITIES: The port is equipped with a container 
terminal. The facility includes: Quay of 650 m. Depth of water 12 m. — 
15 m. (Bausan Quay). Container park of 300,000 sq.m. A link with the 
National Railway Network. 4 cranes for 20 ft. and 40 ft. containers at 
Bausan Quay East. 125 outlets for refrigerated containers. 

A trans-European railway terminal operated by International 
Containers S.A. fitted with a Paceco-Vickers transtainer of 35 tons, 
lateral cranes of 35 tons and 7 tons, and fork-lift trucks. 

There is an additional 50,000 sq.m. of container storage near the city 
and various private storage areas. 

BULK HANDLING FACILITIES: 

Coal: Four 6 ton units with hourly payload of 400 tons. 

Cereals: 2 suction towers x 600 t.p.h. and 1 silo x 50,000 tons capacity; 
2 suction towers x 250 t.p.h. and 1 silo x 40,000 tons capacity. 
Containers: One 45 ton container bridge crane at Flavio Gioia Pier, 
capable of a lift every 2 minutes and 4x50 ton container bridge cranes 
at Bausan Pier. 

Ro-Ro: 3 platforms and 1 slipway. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


CRANES: 

Electric: 106 tons, 8x12 tons, 6x12 tons, 10x15 tons, 120 tons, 
4x50 tons (Portainers), 1x45 tons (Portainer). 

Floating: 1 of 100 ton (Italian Navy) and 1 of 60 ton (SEBN). 
TANKERS: The petroleum port is located at the far East area of the 
port and consists of the Vigliena Pier, Calata Progresso and Progresso 
Pier. The petroleum port is exclusively used for handling crude oil and 
petroleum products at its 11 berths, and several pipe-lines connect these 
berths with the Naples Refinery of Mobil Oil Italiana, the plant of Mobil 
Chimica Italiana and the bulk plants of Agip, Esso Standard Italiana and 
\IP (ex-Shell Italiana) which are all located in industrial area of Naples 
adjoining the petroleum port at a distance not exceeding 4 miles. The 
maximum size of crude tankers, fully loaded, which can be 
accommodated at Progresso Pier is 90,000 d.wt. 

FRESH WATER: Water pipe-lines are connected to all wharves and 
piers in Port. Water barges available. 

FUEL: All grades available. Delivered by barge subject to advance 


notice given. 
CONSULS: 
Tel: Tel: 

Argentina 552 3134 Malta (Consul General)552 15 73 
Austria 287724 Mexico (Chancery) 575 11 83 
Belgium 412733 Monaco 68 13 68 
Bolivia 28 76 07/26 7907 ~=Netherlands 551 30 03 
Chile 5511800 #£Nicaragua 41 89 43 
Colombia 640443 Norway 32 14 61 
Costa Rica 780 3275 Pakistan 752 29 65 
Cyprus 41 8936 Peru 552 56 19 
Denmark 5515049 Philippines 

Dominican Republic 40 59 86 (Consulate General) 552 04 89 
Ecuador 425110 Portugal 4179 11 
El Salvador 64 3440 San Marino 552 33 67 
France 764 2091/2 Sierra Leone (Consul) 20 92 47 


Germany F.R. (Consulate South Africa (Chancery) 20 69 31 


General) 66 46 47/68 3393 = Spain 411157 
Greece 68 43 88 Sri Lanka 552 52 68 
Guatemala 418128 Sweden 
Haiti 64 96 62 (1000 — 1230 hrs.) 551 50 49 
Honduras Switzerland 66 71 07/66 75 32 

(Consulate General) 7803276 Thailand 769 09 59 
Iceland 260604 Turkey 
Indonesia 40 01 43 (Consulate General) 68 46 15 
Ivory Coast U.K. (Consulate General), 

(0900 — 1100 hrs.) 415275 Commercial and 
Japan Consular 66 35 11 

(Honorary Consulate) 5521183 U.S.A. 66 09 66 
Korea 209430 Uruguay 40 31 78 
Lebanon 31 37 41 Venezuela 41 85 50 
Liberia 

(Consulate General) 26 58 86 


REPAIRS: All types of ship repairs can be carried out by the shipyards 
of S.E.B.M. and Societa Cantiere Navale Partenopei. 
DRY DOCKS: 2 graving docks with dimensions as follows: 

Length 202 m., width 28.9 m. 

Length 349 m., width 45 m. 
In addition 2 floating docks: 

Length 233 m., width 37 m. 

Length 228 m., width 24 m., lifting capacity 28,000 tons 
CUSTOMS ALLOWANCES: 300 cigarettes, 1.5 litres of spirits, 4 litres 
of wine, 3 litres of soft drinks, 1 kilo of coffee, 200 grams of tea and 
75 grams of perfume per person if from an E.E.C. country. 
AIRPORT: Capodichino Airport, situated 8 km. from city. 

Full international services. 
POLICE/FIRE/AMBULANCE: Police Tel: 794112, 794143; Fire 44555; 
Ambulance 752069, 752085 or call 113 and ask for service required. 
TELEPHONES: Telephone system permits the connecting up of the 
ships in all berths with the city network. 
TIME: GMT plus 1 hour. Summer-time: March to September GMT plus 
2 hours. 
HOLIDAYS: Local and national holidays: New Year's Day (1st January); 
Liberation Day (25th April); Labour Day (1st May); Easter and day after 
Easter; Assumption B.V. Maria (15th August); Local Saints’ Day (19th 
September); All Saints’ Day (1st November); Immaculate Conception 
(8th December); Christmas Day (25th December); and 26th December. 
IDENTIFICATION CARDS: Shore passes given by local police. 
DEVELOPMENTS Bausan Pier: Container Terminal to be provided with 
5x40 ton Paceco cranes and be extended to 300,000 sq.m. with 
capacity for 250,000 TEU. 
Novo Darsena: Completed. Length 650 m., depth 13.0 m., berthing for 
5 vessels. 
AUTHORITY: Consorzio Autonomo del Porto di Napoli, Piazzale 
Pisacane, 80133 — Napoli, Italy. Te/: (081) 26 65 66 PBX. Telex: 72 12 71 
Capna |. FAX: (081) 206888. Contact: Piero Gallerano, Harbour Master. 
Dr. Antonio Frendo, Port Director. Dr. Pasquale Accardo, President. Dr. 
Aldo Rossi, Executive Director. 
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OLBIA, Sardinia: 40.55 N. 09.31 E. 


DOCUMENTS: 
For Maritime Authority: 

Arrival Report. 

Crew List. 

Passenger List. 

Ship's Certificates, for sighting. 
For Port Health: 

Maritime Declaration of Health (2 copies). 

Vaccination Certificates, for sighting. 
For Customs: 

List of Supplies and Engine Stores. 

Cargo Manifest, enclosing Bills of Lading. 
For Police: 

Passenger List (2 copies). 

Crew List (2 copies). 

Shore Passes for all passengers and crew. 
PILOTAGE: Pilots are requested by international code signa 
Telegraphic address: Pilot — Olbia, at least 2 hours notice of ay 
required. VHF of 15 Watts on pilot boat (Watch on Channel 16 — Wow 
on Channels 6, 9, 12, 14) with service from 0500 hrs. till 0100 hrs. & 
launch is wooden motor boat of 145 h.p. — speed 12 knots. Pilot bos 
1 mile from lighthouse Isola Bocca. Vessels may anchor temporan\ 
await Pilot. ; 
ANCHORAGE: In the Roads of Golfo Aranci. 
RESTRICTIONS: Entrance kept clear for liners. 
MAX. SIZE: Max. draft 20 ft. 
HEALTH: Before arrival vessel to advise Agents if Free Praty 
required, indicating state of health on board. 
RADIO: The Port Authority listen on Channel 16 (VHF, range ay 
30 miles). 
TUGS: 1 available, 1,910 h.p. service is optional, tug normally me 
vessel in vicinity of Isola Bianca. 
CRANES: 1 of 6 tons and 1 of 32 tons on rails in the inner port (at 
Benedetto Brin Quay). 3 mobiles of 15 tons, 11.75 tons and 5.7 tom 
STEVEDORES: Agents require ETA 24 hours before arrival in orde 
arrange gangs. 
MEDICAL: Hospital facilities available. Vaccinations and inoculate 
can be done, except for yellow fever which must be done in Cagliz 
FRESH WATER: Available in inner port and Isola Bianca. 
FUEL: Available only by tank truck, subject 2 to 3 days notice. 
CONSULS: No local representatives. 
GANGWAY/DECK WATCHMEN: Service is optional. 
OPENING/CLOSING HATCHES: Work is exclusively done 
stevedores. 
CUSTOMS ALLOWANCES: 40 grammes tobacco per person per@ 
Not permitted to take tobacco out of the docks. Reasonable amo 
wine/spirits allowed for normal consumption on board. 
AIRPORT: Olbia Airport is Olbia — Costa Esmeralda, 3 km. aw 
Regular services with Rome, Milan, Pisa, Bologna, Cagliari and 
(this last one in Summertime). 
TIME: GMT plus 1 hour. Summertime GMT plus 2 hours from Mare 
September. 
HOLIDAYS: New Year's Day (1st January); Liberation Day (25th Ay 
Labour Day (ist May); Easter Monday; Assumption B. V. Me 
(15th August); All Saints’ Day (1st November); Immaculate Concept 
(8th December); Christmas Day (25th December); Boxing Day (2 
December). 
POLICE/AMBULANCE/FIRE: Police, 22380; Ambulance, 22394; F 
22222. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes required. 
DEVELOPMENTS: Planned to dredge entrance to 10 m. depth. 
AUTHORITY: Capitaneria di Porto di Olbia, Viale Isola Bianca, 07 
Olbia, Italy. Tel: (0789) 21243, 21637. Telex: 792080. Contact: F. Luc! 
|| Comandante. 


(See Py 


ORISTANO, Sardinia: 39.45 N. 08.30. E. (See Plé 


LOCATION: Oristano is situated on the West coast of Sardinia in’ 
Gulf of Oristano. Oristano is the chief town of the province of Ors® 
and the population is in the region of 29,000. 
RESTRICTIONS: Entry/Departure, berthing and unberthing carried’ 
in daylight hours only as the port is not equipped with leading lig" 
buoys. 
MAX. SIZE: Martini Silo Quay — Max. draft 8.5 m. 

MI.CHI.SA — Max. draft. 5.0 m. 
VHF: Oristano Pilots on Channels 16 and 12. 
TUGS: One tug available. Larger vessels require additional tugs ¥” 
must come from Porto Torres (at high cost). 
BERTHING: The port consists of 2 harbours. The outer basin Df 
located between the 2 breakwaters and used for general cargo purp® 
and the inner basin being the industrial harbour. The manoeuvring ® 
between the outer and inner basin has a diameter of 450 m. and 0 
of 12m. The depth of both outer and inner basins is 12 m. The @ 
basin when completed will have berthing space of 1,240 m. and! 
inner basin (for industrial traffic) will have 2,500 m. 
Soc. Chimica del Tirso: Length of berth 48 m. Berth for dischal® 
liquid chemicals to industries in Ottana. 
Banchina di Servizio: Service berth, length 70 m., for berthing of # 
vessels. 


‘ a Industriale — Canale W-E Silos Mangimi Martini: Length 
wom. Berth for discharging cereals. 2 suction pipes and 2 arms 


whe near future a plant will be built to produce fodder and animal 


shina Industriale — Canale W-E — MI. CHI. SA.: Length of berth 
gm Vessels berth to load bentonite by means of conveyor. 

yEDICAL: 2 hospitals with 280 beds. 

yRPORT: Civil airport at Cagliari, Alghera and Olbia (daily connections 
 fome, Milan, Naples, Bergamo, Pisa, Turin, Venice and Nice) are 
wy 1 hour's drive from Oristano by car. 


sPMASTER'S REPORT: 1978. 
‘stand Bay has many shallows, none marked with buoys however 
swe is an approach buoy which is presently unlit. A good anchorage 
ws obtained 2.5 miles from the port. The Bay is completely open to 
ss West and with a S.W. to West wind the swell builds up. The Perlite 
*» loading berth is a pier and a ship berths across the 'T’ end of it, the 
op being parallel to the beach. The berthing part itself is 120 ft. long 
wa the loading chute can be raised to a height of 6.5m. — 6.8 m., 
nding on tide. A vessel has to move on the pier for loading in 
erent hatches, as the chute has a fixed base. | understand that 
whough at the time there was hardly any swell in Bay, alongside there 
was considerable movement. The loading rate as quoted by the Agent 
<500 .p.h. Good communications were obtained with link calls on VHF 
sough Cagliari Radio to the Agents. The local Pilot lives in Porto Torres 
w»dboards at Torregrande. No VHF communication possible. 
Anew harbour is being built in the Bay as observed on the ship's 
adar. This consists of 2 breakwaters and a third breakwater extending 
anght angles across the entrance, with opening at both ends. In the 
Suuthern part of the Bay, there is a no anchoring and fishing area. 
inthe opinion of the Master the berth is not practical during the Winter 
sonths, as delays are caused by swell coming into the port. One vessel 
yas at anchor for 3 days and sailed finally without loading. 


aseaata. 


SHIPMASTER’S REPORT: January 1979. 
Port under construction. 

This vessel (LOA 299 ft. Extreme breadth 43 ft. 9 in. draft 16 ft. 10 in.) 
yas the fifth vessel to call at the port. We were unable to obtain Chart 
3917 however, Chart 161A together with information given in sailing 
jrections proved sufficient for the vessel to be brought to the anchorage. 
diotage: The Pilot advises that he wishes to be embarked close to a 
tuoy in position Lat. 39° 53’ N., Long. 08° 31’ E. which is indicated on 
Chart 3917. The pilot boat is a small open boat and does not have any 
p ‘stinctive marks. This boat would not be suitable for taking out to the 
' Gulf especially with a strong Westerly wind. 

The Pilot brings the buoy astern and then proceeds on the course of 
~proximately S.E. directly towards the harbour entrance. 

Anchorage: Agent requested vessel to anchor about 2 miles off “Grande 
ores”. 

| JHF: Not available. 

fadio: The Agent requested an accurate ETA as he makes 
 Mangements for the Pilot and on seeing the vessel at the anchorage 
‘olifies the receivers by telex. This is then followed by a written Notice 
i Readiness of berthing. 

y Setthing: The grain silo berth is at the North side of “Canale Industriale” 
@ Alsmid-length. This vessel swung with the aid of the port anchor and 
g ‘erthed starboard side alongside. 

The quay is constructed of solid concrete and rises to a height of 
ye Mout 8 ft. above the water level. At the water line there is a ridge of 
aout 9 in. extending along the whole length of the quay. Rubber fenders 
®out 2ft. in diameter are chained to the face of the quay at 
*proximately 120 ft. intervals. 

Once the vessel is alongside and against the fenders, it is protected 
yg, “onthe concrete ridge but during berthing it would be possible to land 
%| “the projection because of the spacing of the fenders. 

Bollards are also approximately 120 ft. apart except for one situated 
aead of the vessel which is approximately 150 ft. from the next one 
#. They coincide with the fenders. 

The breakwater protects the harbour but difficulty may be experienced 
iongside due to swell following strong winds from a Westerly direction. 
on Facilities: Access to the vessel by road vehicle and fresh water 
“ilies are still to be provided. 

Harbour does not appear to provide any fire fighting facilities and when 
"e grain silo is closed there is no telephone available. 

tls about 10 miles by car to Oristano and the Agent's office. Half of 
in) Ne journey is by unmade road. There are no ship chandlers or repair 

alities available in Oristano. Taxi drivers are reluctant to drive their 
the} icles over the rough ground and made additional high charges for 
ant) "€journey. The ship's agency was very helpful and went to great lengths 

“arrange for ship's laundry and to have water delivered to the vessel 
a’) *Vttuck. They also made some purchase of small items for the vessel. 
;¢| The port of Oristano is likely to become a large complex and it must 
* assumed that provision of services to ships will be developed. 


SHASTER’S REPORT: March 1984 (Update on January 1979 


Our vessel LOA 191m. arrived with laden draft of 35 ft. 5in. to 
p age a part cargo of 12,000 tonnes of grain. 

lot station is under construction, but Pilot has (at home) VHF 
ome on Channel 12. So there is VHF communication with “pilot 


Anchoring position according to Agent's cable is Lat. 39°51.2’ N., 
“ong. 08° 28.0' E. and Pilot informed us by VHF when we were 
Sproaching the anchorage not to anchor further East than 1.5 miles 
= a line joining Cape San Marcos and Cape Frasca lights (due to 
20 woe aa Finally we anchored in position Lat. 39° 50.2’ N., Long. 


re — boat is still a small open boat with outboard engine, but they 


© expecting a new fast pilot boat in March 1984. 


ITALY 


There is a white and red fairway buoy at approximate position, bearing 
from Cape S. Marcos light 063° distance 3.5 miles. The following 3 pairs 
of buoys green and red (red to port entering) and finally 1 red buoy. 
None of the buoys had lights at the beginning of March 1984. 

Therefore entering and leaving the port is permitted only in daylight. 

There is a tug stationed at Oristano of about 500 b.h.p., but when 
large vessels are expected a tug of about 5,000 b.h.p. comes from either 
Porto Torres or Cagliari. We were told that “large” vessels means more 
than 5,000 tons gross, but we could not confirm the size information. 
Naturally we had the assistance of both tugs in mooring and unmooring. 
The 5,000 b.h.p. tug made fast forward well outside the buoyed channel. 

The buoyed channel has minimum depth 13m. and the depth 
alongside ‘Martini’ grain pier is 11.5m., but in charter party draft 
limitation was 36 ft. SW. 

Grain vessels berth port side alongside and when leaving they are 
swung by tugs and engine just in front of the pier as Canal Maritime is 
dredged to 11.5 m. 

Grain Pier has good fenders but while the head of the vessel is 
somewhat protected by the silo, the stern is exposed to the strong 
Northwesterly and Westerly winds and at least 6 stern ropes, 1 breast 
and 2 springs aft must be passed ashore. 

There is a local Shipchandler, but large orders must come from 
Cagliari. 

Fresh water is available but very expensive and only by truck, 
minimum order 20 tonnes at 25,000 lire per tonne. 

A new road of 6 km. connects the port with the town of Oristano. 


SHIPMASTER’S REPORT: January 1985. 

Vessel, LOA 148 m. Beam 22 m., visited Oristano (Lat. 39° 45’ N., 
Long. 08° 30’ E.), to unload maize with deepest draft 9.00 m. 
Approaching: We reached pilot boarding ground/anchorage safely by 
steering to sea buoy at the entrance of Oristano Gulf. Sea buoy was 
recently installed at Lat. 39° 45’ N., Long. 08° 29’ E. (position approx.) 
but unlit, at night it can easily be detected by radar. 

Anchorage: North: Close to sea buoy in 6 m. — 7 m. for light draft vessel. 
South: Close to sea buoy in 15 m. — 16 m. for deep draft vessel. 
Pilotage: Pilotage is compulsory, only one Pilot at this port. ETA notice 
can be given 2 hours prior to arrival through VHF Channel 12 and Pilot 
keeps in touch with incoming vessel with his own radio. Pilot usually 
boards the vessel near the sea buoy and takes ship to harbour along a 
buoyed channel, which was also recently installed and reached both 
entrance breakwaters. It was installed according to [ALA buoyage 
system (red to port) but unlit. Entry, departure and (un)berthing was 
restricted at night time. 

Tugs: One tug only available and meets the vessel near the breakwater, 
ship's line was used. If Master insists on extra tug for berthing/unberthing 
in heavy weather, 48 hours prior notice is necessary, high cost is 
imposed as extra tug will come from Port of Cagliari. Master should pay 
special attention to (un)berthing with one tug, which is too low-powered 
to control a large vessel. 

Manoeuvring: 

(a) Depth: Buoyed channel was dredged to 13 m. and depth of both 
inner and outer port is 12 m. 

(b) Buoyed channel and entrance breakwater about 200 m. wide and 
the inner basin entrance is 200 m. wide. Both inner and outer 
basins have plenty of room for turning around, diameter about 
800 m. 

General: 

(a) Fresh water can be supplied by truck only. 

(b) Fuel available by truck. 

(c) Provisions and bonded stores can be purchased, ship suppliers 
provided assorted items, price is very reasonable. 

(d) Cash advance in U.S. currency is restricted to small amounts as 
bank could not collect too much foreign currency. 

(e) Density 1025. 


PALERMO, Sicily: 38.07 N. 13.20 E. (See Plan) 
DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

Provisions Manifest. 

Manifest of Crew Personal Effects. 

Cargo Manifest. 

Arrival Report, completed on arrival. 

Maritime Declaration of Health Certificate, completed on arrival. 

Ship's Certificates including Italian Authority Dues. 

Vaccination Certificates for sighting. 
PILOTAGE: Compulsory for vessels over 499 gross tons. Pilot station 
keeps listening watch on VHF Channel 12. Pilot joins vessel 1 mile off 
port entrance. Pilot can be requested by International Code Signals. 
Pilot station and every Pilot equipped with walkie-talkie VHF set. In case 
of rough weather pilot boat will be in the bay and will lead ships through 
port entrance where Pilot will be able to board. 
Line Handling: Compulsory for vessels over 499 g.r.t. Line handlers are 
normally employed at Pilot’s orders but they can be directly contacted 
by VHF Channel 12. 
ANCHORAGE: It is advisable to use Pilot for anchoring in Palermo Bay. 
RESTRICTIONS: No entry restriction, but there is a daily ferry service 
from Naples arriving at about 0645 hrs. and sailing at 2030 hrs. and 
another ferry service four times a week (Monday, Wednesday, Friday 
and Sunday) arriving at about 1300 hrs. and sailing 1500 hrs. No vessel 
is allowed to leave or enter the port half an hour before arrival or sailing 
of these vessels. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl 


MAX. SIZE: Max. draft is up to 44 ft. (13.40 m.) according to the quay. 
Tankers up to 15 m. draft. 

HEALTH: Free Pratique may be requested by radio to “Sanimare”, 
Palermo, between 12 to 6 hours before arrival advising vessel's name, 
nationality, last port, number of passengers and crew, and state of health 
on board. Pratique is automatic for vessels coming from ports in Italy, 
U.K., France, Belgium, Netherlands, Federal Republic of Germany and 
Greece. 

RADIO: Naples Radio, Roma Radio, Cagliari Radio or Palermo Radio. 
VHF: Port Captain listens on Channel 16 from 0800 hrs. — 2000 hrs. 
TUGS: Four tugs are available with up to 2,000 h.p. Tugs normally join 
vessel in the bay. Ship's lines are used. 


BERTHING: 
Pier/Quay Length Maximum draft 
(m.) (ft.) (m.) 
Quattroventi Quay 235 24 7.40 
Puntone Quay (containers) 400 44 13.40 
S.Lucia Pier — East side 50 31 9.40 
S.Lucia Pier — South side 180 24-31 7.40-9.40 
Marinai d'Italia — Quay 1 115 34 10.40 
Piave Pier — North side 326 S75 11.40 
Piave Pier — East side 85 Ys 11.40 
Piave Pier — South side 326 375 11.40 
Marinai d'Italia —- Quay 2 110 37.5 11.40 
V.Veneto Pier — North side 326 37.5 11.40 
V.Veneto Pier — East side 65 37:5 11.40 
V.Veneto Pier — South side 326 24 7.40 
Marinai d'Italia — Quay 3 115 24 7.40 
Sammuzzo Quay 350 24 7.40 
Trapezoidal Mole — East side 350 5 ‘ 


* The quay is under construction. When completed, within 3 years, 
max. draft will be 54 ft. (16.40 m.), depth 17.0 m. 

CONTAINER HANDLING FACILITIES: One 30.5 tonne container crane 
(gantry crane) with outreach of 23 m. from quay edge, height of spreader 
above sea level 17.5 m. 

One 42 tonne container crane (gantry crane) with outreach of 34 m. 
from quay edge, height of spreader above sea level 29.5 m. 

One 42 tonne container crane (gantry crane) with outreach of 36 m. 
from quay edge, height of spreader above sea level 29.5 m. 

One 40 tonne mobile container crane with outreach of 30 m. from 
quay edge, height of spreader above sea level 26 m. 

6 heavy duty lift trucks with front loading lifting frame and spreader 
(lifting capacity from 6 tonnes — 40 tonnes). 

15 tractors. 

63 trailer trucks, length 20 ft. and 40 ft. 

BULK HANDLING FACILITIES: Silos for cereals at Piave Pier with a 
total capacity of 29,100 metric tons; discharge rate 250-350 tonnes p.h. 
(by the suction tower). 

Warehouses (either bonded or not) and sheds with a total area of 
10,000 sq.m. and a total capacity of 72,000 cu.m. 

Refrigerated warehouses with a total capacity of 11,796 cu.m. 

Tanks for oils and wines (which can also be used for stockage of any 
other type of liquid products) with a total capacity of 5,000 cu.m., linked 
to docks by pipe-lines. 

Open air areas for over 220,000 sq.m. : 
CRANES: 8 electric cranes with capacity of 15 tons, max. outreach 
25 m. and min. outreach 7 m. 

4 mobile cranes with capacities of 13 — 20 metric tons. 
STEVEDORES: Gangs arranged through Agent for all goods except 
containers; engagement of gangs can be done in two ways (option left 
to Agent): 

For “labour by day” (0800 — 1200 hrs. and 1300 — 1700 hrs.), to be 
ordered at 0730 hrs., 0830 hrs., 0930 hrs., 1030 hrs. to start work 
respectively at 0800 hrs., 0900 hrs., 1000 hrs., 1100 hrs., and 1230 hrs. 
to start work at 1300 hrs. 

For “shifts labour” (first shift 0800 — 1430 hrs., second shift 1430 — 
2100 hrs.), to start work at O800 hrs. or 1430 hrs. to be ordered 
respectively at 0730 hrs. and 1230 hrs. 

Container handling, (every service, including stevedores) is provided 
by Ente Autonomo del Porto (Port Authority) Palermo for two daily shifts 
(first shift 0700 — 1400 hrs.; second shift 1400 — 2100 hrs.). 

Port labour capacity (quantity of goods, except containers, loaded in 
8 hours daily work employing all stevedores available: 

Fully loaded trucks and vans carried by Ro/Ro ships — 240. 

Bulk cargo 1,700 tonnes. 

General cargo 700 tonnes. 

Port labour capacity for container handling 140 TEU per shift per 
crane. 

MEDICAL: Assistance will be given upon request. 
TANKERS: 

Oil Products: Agip. Max. length 185 m., draft 32 ft., 25,000 d.w.t. 
Tankers drop anchors and are tied up at 2 buoys astern. Discharge rate 
200—400 t.p.h. 

Esso: Max. draft 15 m., no limitation for length. Vessel drops anchor and 
ties up at 2 buoys by stern. Discharging rate 600 — 700 t.p.h. 
DENSITY: 1025. 

FRESH WATER: Available at any quay and in the bay. Rate by hose 
70 t.p.h., by barge 80 t.p.h. Barge capacity 250 tonnes. 

FUEL: Fuel oil, gas oil and marine diesel available at the quays and by 
barge with capacity 360 tonnes. 

CONSULS: Austria, Belgium, Bolivia, Brazil, Denmark, Finland, France, 
Germany F.R., Greece, Liberia, Libya, Malta, Monaco, Netherlands, 
Norway, Panama, Peru, Portugal, Senegal, Spain, Sweden, Tunisia, 
U.S.A. 

GANGWAY/DECK WATCHMEN: Not compulsory; usually number of 
watchmen required depends upon the Master. 

OPENING/CLOSING HATCHES: Crew usually carry out this operation. 
CUSTOMS ALLOWANCES: 40 cigarettes and one opened bottle wine 
spirits per man. 
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TIME: GMT plus one hour. Summertime: March to September, 
plus 2 hours. 

REPAIRS/DRY DOCKS: Palermo Shipyard, located in the Northeay, 
part of the port is operated by Fincantieri-Cantieri Navali Italiani, wy 
groups all the largest Italian shipyards and is part of |.R.1. 

It is one of the largest and most experienced shipyards jn, 
Mediterranean area for ship repairs, maintenance, dry dock fa 
large marine motor services and for conversion of ships of any types 
dimension. 

The shipyard is equipped with: 

One dry dock for vessels up to 400,000 d.w.t., fitted with 2 crane 
120 tonnes and 2 cranes of 20 tonnes capacity. 

One dry dock for vessels up to 20,000 d.w.t. 

One floating dock for vessels up to 150,000 d.w.t. 

One floating dock for vessels up to 32,000 d.w.t. 

Two berths for vessels up to 400,000 d.w.t., fitted with cranes 
120 tonnes and 20 tonnes capacity. 

One berth for vessels up to 160,000 d.w.t., fitted with cranes 
60 tonnes and 30 tonnes capacity. 

Two piers (1x110m. long and 1150 m. long) for vessels up 
80,000 d.w.t., each fitted with a crane of 30 tonnes capacity. 

A basin-dock for construction of new vessels up to 200,000 dy 
which can be alternatively employed for simultaneously building 2 
4 units such as ferries, sections for lengthening vessels, etc. 

A plate shop capable of machining 150 tonnes a day and whic 
equipped with all the latest machinery drilling and welding units. 

Some engineering workshops also equipped with the latest types 
machinery enabling total dismantling and re-assembly of engines. 

Also see ‘Developments’. 

Tankers — Gas Free Plant: 

A gas-free plant for tankers has recently been completed in proxim 
of the shipyard. 

It is also able to purify dirty ballast water unloaded by oil tankers 

The plant has following potentialities: 

Purify oily waters: 2,300 cu.m.p.h. 

Reception of slops: 750 cu.m.p.h. 

Steam production: 40 tonnes p.h. 

Production of demineralized water: 20 cu.m.p.h. 

Production of inert gas: 6,000 cu.m.p.h. 
DRY DOCKS: Floating dock, length 285 m., breadth 46 m., suitable! 
vessels up to 150,000 d.w.t. 

Floating dock, length 194 m., breadth 30 m., suitable for vessels, 
to 31,000 d.w.t. 

Graving dock, length 172 m. breadth 28 m., suitable for vessels w 
25,000 d.w.t. 

Graving dock, length 370 m. breadth 68 m., suitable for vessels up 
400,000 d.w.t. 

Also see “Developments”. 

AIRPORT: Distance from Punta Raisi Airport is about 30 km. Aip 
served by regular services. 

REPATRIATION: Good facilities exist. 

HOLIDAYS: All Sundays; New Year's Day (1st January); Epipte 
(6th January); Liberation Day (25th April); Easter Monday; Labour! 
(1st May); Patron Saint's Day (15th July); Assumption B.V. Me 
(15th August); All Saints’ Day (1st November); Immaculate Concept 
Day (8th December); Christmas Day (25th December); Saint Stephe 
Day (26th December). 

The following holidays are considered “Non-Workable” (excep!) 
Ro/Ro vessels employed in regular lines): 1st January, Easter Sune 
1st May, 15th July, 15th August, 25th December. 
POLICE/AMBULANCE/FIRE: Police, 583664, 333433. Ambulat 
306644. Fire, 587919. 

TELEPHONES: Available if required. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Shore passes given by local police. 
DEVELOPMENTS: One dry dock under construction for vessels & 
150,000 tons. A terminal for ocean dry bulk cargoes will be operate 
within 1 year. 

AUTHORITY: Ente Autonomo del Porto di Palermo, via Princ 
Belmonte 1/C, 90139 Palermo. Tel: 091-586133. Telex: 910377 Epv 


FAX: 091-583040. Cables: Ente Autonomo Porto — Pale® 
Contact: Doctor Paolo Cimino, General Manager. 
PIOMBINO: 42.56 N. 10.33 E. (See Pir 


PORT LIMITS: Within 1 mile of Breakwater Light. 
DOCUMENTS: 

3 copies of Crew List. 

3 copies List of Passengers in Transit or Disembarking. 

1 Customs List, including ship and crew articles (Master is respons 

for any excess or shortfall). 

1 copy of Manifest and B/L of Cargo Discharging. 

1 copy of Manifest for Cargo in Transit. 

PILOTAGE: ETA to Agent in local time (GMT plus 1 hour). Sum 
time March to September (GMT plus 2 hours). 

Pilots embark E.S.E. from breakwater light, distance 1 mile 0? 
according to weather conditions. Pilotage usually available at ge 
distance on request of ship or Agent. Being an open road, care s¥ 
be taken to provide shelter to Pilot embarking/disembarking fac” 
especially in Southerly winds or a swell 

Pilot ladder according to Convention Safety of Life at Sea, and & 
recommendations. 
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southerly gales may prevent Pilot from embarking or even from 


essels to sheltered water and then embark Pilot (signals by lamp or 
VHF on Channel 12). 

“pyotage compulsory for vessels over 500 b.r.t. for entering and leaving 
»: Port of Piombino and the Port of Tor del Sale (ENEL terminal 
-emiles East of Piombino) also for shifting in harbour waters. 

“pjotage compulsory for all ships directed to anchor in a wide area 
4ecied by submarine pipe-lines (see “Anchorage”). 

“pot station has 2 Pilot boats fitted with VHF, keeping watch on 
smannel 12. 

nes Corporazione Piloti del Porto di Piombino e Tor del Sale, Piazzale 
semuda, 30 — 57025 Piombino (LI). Tel: (0565) 30.535 (Office); 40.580, 
175, 40.740, 41.345 (Residences). 


wn 
ln the ship; in this case pilot boat may guide limited size 
2’ 


«NCHORAGE: Outside the harbour, East or S.E. of Breakwater Light, 
cording to size and draft of vessel. Pilotage compulsory for anchoring 
nn a large area situated North of Lat. 42° 53’ N., and East of Long. 
92’ E. until Long. 10° 37’ East. A submarine pipe-line has been laid 
enn the said area limits, starting from the coast and running in a 
southwesterly direction to the Island of Elba. Anchorage is prohibited 
win a distance of 0.5 miles from the pipe-line. International signals 
»d marks are yet to be set on the pipe-line. 

ipstructions for anchoring in the whole area are to be requested 
s»mpulsory) to the Pilots via VHF Channel 12, pending the setting up 
4a Vessel Traffic Service which is expected to start in the near future, 
wssibly operated by the Pilotage Authority (see VTS’). 

RESTRICTIONS: Berthing of large vessels (50,000 d.w.t. or more) is 
yadvisable in darkness or bad weather. Southerly gales prevent 
sething, also for smaller vessels. Severe Southerly gales may force all 
sys in harbour to leave berths on account of swell and proceed to sea. 

No restrictions on sailing but sometimes necessary to disembark Pilot 
»Portoferraio (Elba Island, 12 miles). Considerable swell in harbour 
turing gales. 

Ax SIZE: Max. draft 39 ft., length 260 m., no breadth restriction. Can 
scommodate vessels up to 80,000 d.w.t. 
HEALTH: Free Pratique automatic for vessels coming from Continent, 

Q' flag not to be flown on entering. From other countries, including 
Spain and Portugal, usual procedure applies. Not coming from Continent 
tspossible to request Free Pratique by radio to “Sanimare, Piombino”, 
oetween 12 to 6 hours before arrival. 

RADIO: Civitavecchia or Livorno Radio. 

‘TS: Vessel Traffic Service is being organised by the pilotage service 
and will be operated from the ancient Semaphore Station in position: 
lal 42°55' 21” N., Long. 10° 32’ 33” E. The building is described in 
Sailing Directions as white with quadrangular tower and signal mast. 
(TS will furnish information, radar assistance and radar pilotage in the 
approaches to Piombino, etc. 

BERTHING: Deltasider — Piombino (ex-Acciaierie di Piombino). Pier 
equipped for quick discharging of ore 1,000 tonnes per hour, coal 800 
fonnes per hour, scrap, etc. — Berth No. 4 depth 39 ft. Berth No. 3 depth 
$f. 6 in. Other commercial berths, max. depth 29 ft., equipped with 
mobile crane 10 tons. 

4 berths for Ro-Ro vessels, max. draft 22 ft., max. length 140 m. 
mority to vessels of Sardinia Lines). 2 additional Ro-Ro Berths for 
mited size ferries, reserved for Elba Island traffic (mostly tourists). 
STEVEDORES: To enable Agent to order gangs, it is important to radio 
accurate ETA. Latest time to order gangs: shift 0600 — 1400 hrs., 
700 hrs. day before, shift 2200 — 0600 hrs., 1700 hrs. same day, shift 
‘$0 - 2200 hrs., 1100 hrs. same day. Failure to give precise ETA may 
*sult in ship losing 12 — 24 hours, and the cost of the gang not employed. 
eg Doctor and dentist can attend sick crew. Hospital facilities 
‘ailable. 

TANKERS: Oil terminal at Torre del Sale. In the vicinity of Torre del 


Sale (2.5 miles East of Piombino), a small shelter-harbour has been 


wapted for supplying the ENEL (National Electricity Board) electric plant 
wth combustible oil. Torre del Sale shelter harbour can accommodate 
wall tankers (up to 2,000 d.w.t.) with draft not exceeding 14 ft. Daylight 
tafic only with several restrictions for manoeuvring (use of tugs 
*mpulsory, wind not exceeding 14 knots, swell no higher than 1.5 m.). 
*lotage compulsory and performed by Piombino Pilots with same 
“arges and rules as in Piombino Harbour. VHF Channel 12. 
FRESH WATER: Available at any pier, by pipe-line. 
*UEL: Available by barge from Livorno. 
OPENING/CLOSING HATCHES: Normally carried out by crew (if 
‘evedores, extra charge). 
cERTIFICATES: 

Certificate of Registry. 

Load Line. 

Safety Equipment. 

Radio Certificate. 
_Derat Certificate. 
oNSULS: No Consuls. 

EPAIRS: Small repairs only undertaken. 
SURVEYORS: Cargo Inspectors available locally or from Leghorn. 
mers available. 
EPATRIATION: It is possible to arrange repatriation. 
LDAYS: Cargo work can be arranged on all official holidays. 
SUCE/AMBULANCE/FIRE: Police 31111 or 32222; Ambulance 
M 2; Fire 33333; Emergency call (all services) 113. 
MERGENCY CO-ORDINATION CENTRE: Capitaneria di Porto — 
20M. Tel: 21362. Telegraphic address: Compamare, Livorno. 
5 aed Monte dei Paschi di Siena, Filiale di Piombino, Corso Italia 77 
025 Piombino. Tel: 33021, 35125. Telex: 590195 Paspio |. 

>_#na Toscana, Filiale di Piombino, Via Lombroso 9/13 — 57025 
ombino. Tel: 33321. Telex: 590057. 
,-2Nca Popolare di Novara, Filiale di Piombino, Via della Repubblica 

57025 Piombino. Tel: 31345. Telex: 590320 Novbca |. P.O.Box 165. 
Datel Risparmio di Livorno, Filiale di Piombino, Corso Italia 111 — 
085 Piombino. Tel: 34290. 
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STORING: See ‘Prelims’. 
1. By truck. 
2. Storing while discharging possible by barge or trucks. 
3. Trucks are allowed to proceed to some berths, not all berths. 
4. Forklift can be used. 
5. Customs Regulations as for all Italian ports. 
6. Usually not. 
SHORE LEAVE: Allowed. 
AUTHORITY: Ufficio Circondariale Marittimo, Piazzale Premuda 21, 
Piombino. Te/: (0565) 32506. Contact: Comandante del Porto. 


PORTO EMPEDOCLE: 37.17 N. 13.32 E. (See Plan) 


PORT LIMITS: The seaward boundaries of the port at which a vessel 
is considered to be an “arrived ship” and laytime to commence are 
regulated by contract. 

DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

1 Maritime Health Declaration. 

1 Cargo Manifest. 

1 Crew Declaration. 

2 Arrival Reports. 

1 Stores List. 

PILOTAGE: Pilotage is compulsory for ships with a gross tonnage of 
more than 500 tons. 

International Code Signals and VHF Channel 16 are used to call Pilot. 
Pilot station telegraphic address ‘‘Corporazione Piloti — Porto 
Empedocle”, Tel: 66035 — The Pilot boat displays International Pilot 
Signals. The Pilot normally boards about 0.25 miles from the port 
entrance. 

ANCHORAGE: About 1 mile from the red light at the head of the Western 
mole between bearings 90° and 315° in depths of about 10 m. 
RESTRICTIONS: No restrictions. 

MAX. SIZE: North and East Pier (1st arm): Max. draft 21 ft. 

East Pier (2nd arm): Max. draft 25 ft. 

HEALTH: Pratique is given by the Port Medical Officer who boards all 
vessels coming from foreign ports. No Radio Pratique at present. 
RADIO: No radio station, however it is possible to call “Capitaneria di 
Porto” (Harbour Master) operating on frequency of 2182 kHz from 
0800 hrs. to 2000 hrs. local time. 

VHF: Pilot station on Channel 16 (calling) and 12 (working) continuous. 
Harbour Master on Channel 16 from 0800 hrs. to 2000 hrs. local time. 
RADAR: No radar available. 

TUGS: One tug available. 

BERTHING: 2 quays with max. draft 21 ft. and 1 pier with max. draft 
25 ft. Berths are used for loading salt, fertilisers and general cargo and 
discharging bulk phosphate. 

Salt is loaded at a rate of 300 t.p.h (approx.) at North Pier and 
800 t.p.h. (approx.) at East Pier second arm. 

CRANES: 1 crane for discharging phosphates. On request it is possible 
to obtain cranes from outside the port for heavy goods. 
SPECIALISED CARGO-HANDLING FACILITIES: The berths are not 
equipped for handling containers or Ro/Ro traffic. Only small quantities 
of chemical liquid for local industries are handled. 

BRIDGES: No bridges. 

STEVEDORES: There are 2 ordering times each day. The first at 
0730 hrs. and the second at 1230hrs. It is possible to order gangs 
outside normal working hours through ship’s Agent. 

MEDICAL: All facilities available. Nearest hospital is located at 
Agrigento, 5 km. away. 

TANKERS: No tanker facilities. 

DENSITY: Salt water. 

FRESH WATER: Only small quantities supplied by tank truck. 

FUEL: Small quantities supplied by tank truck. 

CONSULS: None. 

REPAIRS: Small repairs only undertaken. 

DRY DOCKS: None. 

SURVEYORS: Registro Italiano Navale (R. |. Na. Agent). 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Normally carried out by crew, can be 
done by stevedores on request. 

CUSTOMS ALLOWANCES: 40 grammes of tobacco per man. Normal 
daily consumption wine/spirits allowed. 

CARGO GEAR: Shore gear normally used for discharging. Ship's gear 
used for loading phosphates. 

REPATRIATION: Can be arranged through Agents. 

AIRPORT: Palermo approx. 170 km., Catania approx. 200 km. Daily 
flights to main Italian airports. 

TIME: GMT plus 1 hour. Summer time (between 29th March to 26th 
September) clocks advanced 1 hour. 

HOLIDAYS: All Sundays, 1st January, 25th April, Easter Monday, 
1st May, 15th August, 25th December (Christmas Day), 26th December, 
All Saints Day (1st November), Victory Day (4th November), Patron 
Saints (25th or 26th February). 

POLICE/FIRE/AMBULANCE: Police: Tel: 66044-66124. 

Fire Brigade: Agrigento Tel: 26102-20222. 

Ambulance: Tel: by day 66600; by night 66858. 

TELEPHONES: No telephones available for placing on board. 
SERVICES: No tank-cleaning equipment, no facilities for discharge of 
tank-washings, no compass adjusting etc. 

SHORE LEAVE: Allowed. Shore passes are issued by Immigration. 
AUTHORITY: Capitaneria di Porto — Porto Empedocle, Via Gioieni 55, 
92014 Porto Empedocle, Italy. Te/: (0923) 66640 — 66469. Telex: 910638 
Comppe. Cables: Compamare Porto Empedocle. Contact: Harbour 
Master. 
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PORTO TORRES (Sassari): 40.51 N. 08.24 E. 


DOCUMENTS: 

4 Crew Lists. 

1 Passenger List. 

1 Maritime Health Declaration. 

1 Arrival Report. 

1 Crew Declaration. 

PILOTAGE: International Code Signals are used to call Pilot. Pilot 
station telegraphic address, Corpo Piloti Porto Torres, tel. P. Torres 
514936. The pilot boats carry international pilot signals. The Pilot 
normally boards about 1 mile from port entrance. On request, vessel 
can be boarded 3 miles off port entrance. Also see “VHF”. 
ANCHORAGE: About 1 mile from the green light on head of West Mole 
in depths of 25 m. 

RESTRICTIONS: The oil terminal is exposed to winds and swell from 
N.W. to N.E. Heavy N.E. swell may delay berthing of larger vessels. 
Vessels should be ready to leave the berth if necessary due to adverse 
weather conditions. 

MAX. SIZE: Inner Port: Length 120 m., draft 7m. Outer Port: Length 
150 m., draft 8 m. West Mole: Length 150 m., draft 8 — 10 m. 

ANIC Terminal: Pier A, length no limit, draft 9 m. Pier B, length no 
limit, draft 12 m. Pier C, length no limit, draft 15 m. Pier E, length no 
limit, draft 8 m. 

HEALTH: Pratique is given by the Port Medical Officer who boards all 
vessels coming from foreign ports. No Radio Pratique at present. 
Pratique not required for vessels arriving from Common Market 
countries. 

RADIO: Coastal radio station, Porto Torres Radio P.T., call sign “IZN”, 
operating on 2182 kHz. A continuous service. 

VHF: Pilots work on Channel 12. Launch service from anchorage to Oil 
berths work on Channel 6. It is also possible to call Porto Torres Radio 
on VHF Channel 16 (Calling and Safety), with continuous service on 
Channels 25, 26 and 27. 

Captain of the Port on VHF Channels 16, 12, and 9 and 14 from 0800 
— 2000 hrs. 

TUGS: Join vessel about 0.5 mile from port or from ANIC Piers. Ship's 
lines normally used, 3 tugs available. 
BERTHING: Tankers are only permitted to berth between sunrise and 
sunset, but may unberth at any time. 

Dry-cargo vessels may enter at any time. 

There are two ports, viz. New Port and Old Port. The New Port is 
comprised of the ANIC Jetty, and the Old Port is that area bounded by 
the East and West Breakwater Moles, within which are the Inner and 
Outer Harbours. The Inner Harbour is composed of the general cargo 
wharves which have in service electrical cranes up to 10 tons capacity. 
The Outer Harbour has oil berths at the West Mole, and general cargo 
berths at the East Mole in depths of up to 8.23 m. 

STEVEDORES: There are two ordering times each day. The first at 
0800 hrs. and the second at 1330 hrs. It is possible to order gangs 
outside normal working hours through ship’s Agents. 

TANKERS: New Port, consisting of the ANIC Jetty with Berths A, B, C 
and E and depths of water varying to allow ship drafts of between 9 m. 
and 15 m. 

vee are two lines of 20 in. and 10 in. diameter for deballasting 
ashore. 

Old Port, the West Mole which forms the seaward limit of the (Outer) 
port has tanker berths in a depth of 7 m. 

MEDICAL: All facilities available. Nearest hospital located at Sassari, 
18 km. away. 

DENSITY: Salt water. 

FRESH WATER: Can be supplied in limited quantities to vessels in port 
and in the roads. All berths are fitted with fresh-water connections, but 
supply is unreliable due scarcity. Advance notice is required for 
deliveries by barge or from tugs. 

FUEL: All grades available by pipe-line at ANIC piers. Elsewhere, can 
be supplied by barge, subject advance notice of 12 hours. 

CONSULS: No local consular representation. French and Costa Rican 
Consuls in Sassari. 

REPAIRS: Only minor repairs can be effected locally. 
GANGWAY/DECK WATCHMEN: Authorised shore service available. 
OPENING/CLOSING HATCHES: Normally done by crew, can be done 
by stevedores on request. 

CUSTOMS ALLOWANCES: 40 grammes tobacco per man. Normal 
daily consumption wine/spirits allowed. 

REPATRIATION: Can be arranged through Agents. 

AIRPORT: Nearest at Alghero-Fertilia, 34 km. away. Daily flights to main 
Italian cities. 

TIME: GMT plus 1 hour. Summer-time, clocks advanced 1 hour between 
29th March and 26th September. 

HOLIDAYS: New Year's Day (1st January); Epiphany (6th January); 
Liberation Day (25th April); Labour Day (1st May); Patron Saint (22nd 
May); Easter Day, Ascension Day, Corpus Domini (variable date); 
Proclamation Day (2nd June); St. Peter and St. Paul (29th June); 
Assumption B. V. Maria (15th August); All Saints’ Day (1st November); 
Victory Day (4th November); Immaculate Conception (8th December); 
Christmas Day (25th December); Boxing Day (26th December). 
POLICE/FIRE/AMBULANCE: Police tel. 514888; Fire, 
Ambulance, 54973. Sassari Fire Brigade, tel. 270521; 
Ambulance, tel. 242124. 

SHORE LEAVE: Allowed. Shore passes are issued by Immigration. 
IDENTIFICATION CARDS: Not required. 

AUTHORITY: Capitaneria di Porto di Porto Torres, Porto Torres, Italy. 
Tel: (079) 502258, 502159. Telex: 792091. Cables: Compamare Porto 
Torres. Contact: Giorgio Maria Pompei, Port Captain. 


31421; 
Sassari 
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PORTO VESME (Sardinia): 39.11 N. 08.23 E. 
(See Ply 


LOCATION: Porto Vesme Harbour is located on the S.W. coag. 
Sardinia (Lat. 39°11’ 5”N., Long. 08°23’ 5” E.) in the Distr. 
Portoscuso. The harbour was built exclusively to serve the Porto Veg, 
industrial Complex. r 
Porto Vesme is an artificial harbour sheltered by two breakwaters » 
one to the North giving protection against N.W. sea and the other to» 
South giving protection against South and S.W. seas (see Plan”) ), 
harbour is managed by the Sant'Antioco Maritime District Office wh. 
maintains a local branch office at Porto Vesme for this purpose. 


DOCUMENTS: See “Genoa”. 
PILOTAGE: Pilotage is compulsory for vessels over 500 g.r.t.; moom 
party services are compulsory for vessels over 400 g.r.t. 

The Pilotage Authority for the area is at Sant'Antioco and is equip 
with a VHF radio station. A pilot motor boat, equipped with VHF rag. 
is stationed at Porto Vesme and is utilised for ferrying Pilots to and i» 
ships. As a rule, Pilot services should be requested by ship's Agen 
through the local branch of the Maritime District Office. Urgent reques 
can be made, however, directly by telephone or by VHF to the S. Anti 
Pilotage Authority. 


APPROACHES: The entrance channel to the harbour mouth is mare 
by 2 pairs of light beacons and 1 pair of light buoys and has be 
dredged to a depth of 14m. (45 ft. 11 in.) along its entire length. } 
manoeuvring area within the harbour and the sea area alongside) 
Eurallumina Wharf have been dredged to a depth of 13 m. (42 ft. 8% 


ANCHORAGE: Small and medium-size vessels generally anchor ins 
area off Ghinghetta Rock (Lat. 39° 11’ N., Long. 08° 22’ E.) just outss 
the harbour approach channel, where depths vary from 12 m. to 20r 
(Area “A”, see “Plan’). 

Deep-draft vessels usually prefer to await the Pilot or to anchor? 
miles North of Isola Piana (Lat. 39° 14’ N., Long 08° 19’ E.) (Area = 
During settled weather periods, large-size vessels also tend to ancy 
off Ghinghetta Rock (Area “A’); should S.W. or N.W. gales rise wh 
large size ships are riding at anchor in this area waiting to berth, Masiy 
usually weigh anchor and lie either in the Gulf of Palmas (Area “C’); 
on the Southern side of the Island of San Pietro (Area D"). From the 
anchorages, ships can subsequently either pick up the Pilot and proce: 
directly to port or return to ride at anchor off Ghinghetta Rock or Isola Pit 
MAX. SIZE: Max. Draft 12.0 m. Also see “Tankers”. 


RADIO/VHF: 
Station Mode Remarks 
Cagliari Radio Radiotelegraphy _Italian Post and 
Radiotelephony Telegraph, availabe 
VHF to the general pubs 
Sant'Antioco & Carloforte Radiotelephony For Safety at Sea 
Maritime District Offices 2182 kHz only 
VHF: Channels 16 
and 14 


Sant'Antioco Pilot Office VHF: Channel 12 
Pilot Boat, Porto Vesme VHF: Channel 12 
Harbour tug, Porto Vesme Radiotelephony 
2182 kHz 
VHF: Channel 6 


TUGS: A 1,000 h.p. tug, equipped with VHF radio, is statiot 
permanently at Porto Vesme Harbour; if necessary additional tugs # 
be brought in from Cagliari Port, provided that sufficient warning is o¥ 
to the ship's Agent. 

FRESH WATER: Available, but in short supply. Preferably ves* 
should arrive with sufficient water on board in order to avoid the hee 
charges incurred in deliveries by tank lorries. 

FUEL: Not available. 

BERTHING: Mooring Operations: A mooring service equipped We 
motor boat, is available at Porto Vesme Harbour to assist ships to 0 
and unberth; this service can be requested either (i) through local S 
Agents or the Pilotage Authority, or (ii) directly. All ships at ancht 
the roadstead can contact their Agents by radio or by radio-telep® 
through the Italian Post Office radio-telephone network. At the s# 
time, the Sant’Antioco Pilotage Authority, the pilot boat and the® 
stationed at Porto Vesme Harbour can also be contacted direct’ 
VHF radio or by radio-telephone for any details concerning ancho® 
points, estimated time of berthing or departure, and any other inform 
relevant to ship's manoeuvre or safety while in the roadstead or at be 


Eurallumina Wharf: The Eurallumina Wharf is provided with 2 be® 
Northern Berth: It is intended for unloading bauxite and caustic # 
bulk cargoes. This berth can accommodate ships up to 92,000 oF 
drawing up to 12 m. (39 ft. 4 in.) 


Depth alongside berth 13.0 m. (42 ft. 8 in.) 


Length of berth 250 m. 
Bauxite unloader One “Kocks” unloader we 
liftable jib 


Maximum free digging rate Up to 1,200 tonnes/p.h. 


Travel range of unloader 


along the wharf 19.5 m. 
Maximum travel range of grab 24.50 m. from edge of wit 
fenders 


Maximum height of grab, in 
“open” position 
Operative height 
Minimum height of grab, 
in “open” position : 10m. below sea level 
Note: It is necessary that the maximum height of the hatches 
above sea level is kept below 14 m. during unloading operations 


17.70 m. above sea level 
15m. 


» 


syne Berth: It is intended for loading of alumina bulk cargoes and 

Me ynloading of caustic soda bulk cargoes. This berth can accommodate 
i) 08 UP to 32,000 d.w.t. drawing up to 12 m. (39 ft. 4 in.). 
th alongside berth : 13m. (42 ft. 8 in.) 


%) length of berth 200 m. ip 

%}  gymina loader One “Claudius Peters” loader 

ne with liftable, swivelling arm. 
Maximum loading rate : Up to 1,000 tonnes/p.h. 

*| travelling range of loader 

% | along the wharf : 143.5 m. 

* | \yaximum height of the 

a jpading cone : 9.50 m. above sea level 


Minimum height of loading cone: 10 m. below sea level 
Maximum extension of the 
wading cone from the 
%| outer side of the fenders . 2d 
Stowage factor of alumina in Pi Sri aacaalid (36 cu.ft./long 
Ik ton 
0 at is necessary that the maximum height of the hatch coamings 
™ ove sea level is kept below 9.50 m. during loading operations. __ 
iS goth berths are equipped with a flexible pipe — 6 in. in diameter with 
isa 150 flanges — for connection to the tanker manifolds to unload 
gustic soda. All ships must be equipped in order to allow the connection 
dthe above pipe. 
A dock booster station is equipped with: 
{ booster pump of 275 cu.m.p.h 
{ booster pump of 125 cu.m.p.h. 


& a 


= 
er 
%  Anyof these pumps can be switched on as an aid to the ship's pumps. 
ne 


teoarture: Ships are requested to leave their berths immediately after 
| | ampletion of unloading/loading operations. The Eurallumina Wharf 

Superintendent may allow extra time at berth, provided that the delay 
» scompatible with the wharf schedule. 
4 oerating Hours: The wharf is operated on a continuous basis, day, 
™ ‘ght, 7 days a week (holidays included). 

jamage: Should damage be caused to the ship by Eurallumina loading/ 
»§ mboading equipment, during unloading of bauxite and caustic soda or 
| vading of alumina, the ship’s crew is requested to deliver immediately 
~ 2 damage report” to Eurallumina’s shift foreman on duty to debate the 
ig calm as necessary. 
fs | TANKERS: Agent’s Report: November 1989. 


Berth Berth Max. LOA Max. Draft Depth Products/Remarks 
bl No. ft. ft. in. ft. in. 
St | Enel Jetty 4 656 27 06 28 00 Fuel and Petcoke 
e 5 590 20 00 20 06 Fresh Water and Gas Oil 
12 fyallumina Wharf 
N. Berth 6 +39 04 4208 Bauxite and Caustic 
Soda 
| §. Berth 7 +39 04 4208 Alumina and Caustic 
Soda 
+ Max. draft on arrival. 
é Samin Jetty 8 393 28 00 2900 Sulphuric Acid 


tnel Jetty: Fuel oil/gas oil/fresh water discharge. The jetty is equipped 
wth 3 lines. Two lines of 10 in. and 8 in. are used for the fuel oil and 
‘esh water, the third line of 6 in. is used for gas oil. 
Average discharging rates: Gas oil 400 t.p.h. 
Fuel oil 800 t.p.h. 
Fresh Water 400/600 t.p.h. 
tyoallumina Wharf: Caustic Soda Discharge — both Northern and 
Southern berths are equipped with a flexible hose for the connection 
wth tankers’ manifolds. A pumping station ashore is equipped with 1 
woster pump of 275 cu.m.p.h. and another booster pump of 
4 ‘%Scu.m.p.h. One of these pumps could be used to assist vessel's 
wumps. 
a’ Average discharging rate 200 t.p.h. — 400 t.p.h. 
ef | Samin Jetty: 
Length of berth: 40 m. 
as Max. LOA: 120 m. (to be checked when fixing). 
”) _ Thejetty is equipped with 2 flexible hoses of 4 in. diameter. All vessels 
| wstbe duly equipped in order to allow connection of the above hoses. 
__ Average loading rate: 450 tonnes.p.h. — 500 tonnes per hour. 
4 mere: Pilotage is compulsory for the transit of St. Peter's 
vrannel. 
8erthing/unberthing operations are only allowed after sunrise and 
lore sunset, as, according to Harbour Master's order, port is closed 
suing the night. 
PORT: Elmas, the airport of Cagliari, is only 1 hour by car from Porto 
‘sme Harbour and is connected to the major international airports on 
‘mainland by several regular daily flights. 
TME: Local time at Porto Vesme harbour is GMT plus 1 hour, i.e. Central 
“fopean Time. Summertime (GMT plus 2 hours) starts and ends, 
*ording to relevant EEC schedules. 
"EATHER: Tides: Here, as elsewhere in the Mediterranean, the tidal 
“ge is very small; the highest tide is only 0.3 m. above the MLWS. 
“rents: Since tidal currents are non-existent along the coast, the 
“fents are exclusively wind and/or wave induced. 
"d: Prevailing wind directions are (in order of frequency): N.W. 
Maestrale", 4th quadrant) S.S.E. and E. (“‘Scirocco” and “Levante”, 
4 quadrant) and S.W. (“Libecco”, 3rd quadrant); maximum recorded 
"0 speed: 55 knots from the N.W. direction (‘‘Maelstrale”). 
‘bility: Normally excellent; during the hot Summer months, visibility 
. Sccasionally be reduced by early morning mists. 
"“ather-Temperature: The ambient temperature practically never drops 
SOC during the winter months and rarely exceeds 32°C during the 
ner; permanent breezes in the San Pietro Channel mitigate the 
is of the Summer. Relative humidity is normally 60-70%; peak values 
Pi on and 20% low have been recorded, but are extremely 
nt. 
».,© Yearly rainfall varies from a minimum of 350 mm. to a maximum 
th mm.; rainy periods are more prevalent in Autumn and Winter and 
“IE beginning of Spring. 
$ F € detailed information can found either in Italian Sailing Directions 
“those issued by other maritime countries. 
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GENERAL: The town of Portoscuso, situated 1 km. to the North of 
harbour, has both telegraph and public telephone facilities linked to the 
national and international telegraph and telephone networks. Excellent 
roads connect Portoscuso to the nearby mining town of Iglesias and 
Carbonia; both Iglesias and Carbonia are within easy driving distance 
of Porto Vesme Harbour and have hospital facilities and local branches 
of central government departments. 

Safety Provisions: The Pilot assisting a ship for berthing at the 
Eurallumina wharf will give the ship's Master any local navigational 
information which may be required for bringing the vessel safely into 
port and for docking it securely alongside the wharf; the wharf is provided 
with numerous bollards and is protected with rugged fenders. 

The ship must be well secured to the wharf according to standard 
nautical practice and made fast with ropes of adequate strength and in 
good order. 

Since the local Maritime District Office is not in a position to issue 
regular gale/storm warnings, Masters are advised to rely on their ship's 
radio for weather forecasts so that, in the event of a gale warning, 
sufficient time will be available for them to take the necessary steps to 
avoid damage to the ship, to the wharf, or to port installations. 

Derricks, cranes, and any other hoisting equipment on board must be 
stowed so as not to interfere with unloading or loading operations; 
derricks shall not be lowered on the side facing the wharf. On request, 
the ship's hoisting equipment will be placed (fully manned) at the 
disposal of Eurallumina. 

The ship's deck and holds must be adequately illuminated after dark, 
so that loading and unloading of ship's equipment (grab bucket, power 
shovel, hose connections) can be operated correctly and so that 
personnel shovelling away and sweeping up bauxite in the hold and on 
deck may work safely and efficiently. 

All access to the wharf by truck or by any other means of transport 
for the loading and unloading of ship's store or equipment is subject to 
clearance beforehand by the Wharf Superintendent and will only be 
permitted if the presence of vehicles on the wharf does not in any way 
interfere with cargo operations. 

Access to and from the ship and/or wharf will normally be restricted 
to the ship's gangway. The gangway, which should be run out 
immediately after berthing, must be easily accessible at all times, safe 
for public use, and adequately illuminated at night. If the ship's gangway 
is not hinged at the root, it must be equipped with an auxiliary footbridge 
of about 4 m. at the lower end to reach the wharf over the fenders. 

It is remembered that spills, splashes or puddles of caustic soda could 
be found on the wharf during the unloading operations of the product, 
and be a danger to people. 

All persons entering the wharf area are requested to follow the marked 
pedestrian throughways and to keep away from any equipment which 
may be operating at the time, or from caustic manifolds. If, for any 
reason, it should prove necessary to board the ship by passing through 
the cordoned-off area, all possible precautions must be taken to avoid 
accidents and/or damage and also to avoid treading on bauxite or 
alumina or caustic spillages. 

The Eurallumina Wharf is equipped with a built-in fire extinguishing 
system which, if necessary, can also be used by ships lying at berth. 

On the wharf, 2 safety anti-caustic showers and 2 eye-washing 
devices are available; they are easily identified by green ever-lighted 
lamps and red painting 


SHIPMASTER’S REPORT: 1975 (Updated 1984). 
Harbour: The harbour is protected by two moles between which there 
is a wharf. A channel marked by buoys leads to the entrance. 
Documents: On arrival the following documents are required. 

Declaration of Health. 

2 Crew Lists. 

1 Copy of last Port Clearance. 

1 Copy Vaccination List. 

2 Stores Lists. 

2 Personal Effects Lists. 

1 Valid Derat Certificate. 

All other ship's documents. 
Radio Pratique: Unavailable. 
Pilotage: For ships arriving the Pilot boards at 39° 14’ N., 08° 19’ E., 
but in severe North-Easterly gales the Pilot will board in Palmas Bay, 
position 39° 00’ N., 08° 30’ E. When leaving Port the Pilot leaves the 
ship abeam of Ghingetta Is., 3 cables off, position 39° 11' 05” N., 
08° 22’ 25” E. There is no pilot vessel, the Pilot boards from a tug. 
Radio: Cagliari (IDC). No VHF service for pilotage. 
Tugs: Two permanent tugs of 1,750 h.p. are operating and other tugs 
are available from Cagliari when necessary, and advising 4 days before 
ship's ETA. 
Mooring Boat: Available. 


Depths of Water: In the Channel 14m 
Eurallumina Quay 13m 
Alsar Pier 8.5m. 
Trade Quay 8.25 m. 


Berthing: Eurallumina Quay (unloading point of bauxite vessels). Length 
442 m. Height on surface of water 3.6 m. Large rubber sprung fenders 
150 ft. apart are fixed to the quay. Double bollards 150 ft. apart. 

Vessels using this quay usually berth starboard side to using the port 
anchor which is let go well off the berth. 

Bauxite Discharging Rate: 15,000 tonnes/day. Discharging by grab. 
Fresh Water: Available at the Trade Quay by tank cars. At Eurallumina 
Quay available at 15cu.m./hr. (Boiler water only). No fresh water 
available at Alsar Pier. 

Bunkers: Available by barge from Sarroch, about 70 miles from Porto Vesme. 
Repairs: Limited minor repairs only and giving notice by radio. For Radio 
and Radar available at Cagliari. 

Ship Chandler: Available advising Agent. 

Consuls: No foreign representation. 

Laundry: Available advising Agent. 

Provisions: Fresh foods available but notice must be given immediately 
on arrival. 
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Airport: Cagliari about 90 km. from Porto Vesme. International schedule 
flights and domestic flights over the Italy Area. 

Medical: Qualified doctors available ashore and also equipped hospitals. 
In emergency doctor will board ship. 

Repatriation: Arrangements must be made with Agent in advance by 
cable or immediately on arrival. 


SHIPMASTER’S REPORT: December 1984. 

Porto Vesme is the name of the port and industrial complex. The local 
town is called Porto Scuso which may be better known to postal and 
telephone authorities. 

Pilotage: Black pilot launch with VHF. Pilot carries portable VHF. 

In strong N.W. winds Pilot requests vessels remain stationary, at pilot 
station, for boarding. Pilot disembarks West of Ghingetta Island, heading 
340° using starboard side ladder. 

Max. Size: Eurallumina Quay: Up to 12 m. draft permitted. (December 
1984). 

Tugs: One tug, nominal 1,400 h.p., is available at Porto Vesme. Other 
tugs available on order from Cagliari, etc. 

Berthing: Very active rolling on Eurallumina Quay, fenders effective but 
strip all paint from hull. Local ships insert rubber tyres between ship and 
wooden faces of fenders. Long leads required on mooring lines to 
prevent breaking while rolling. 

Fenders project at least 2 m. from wharf face, very difficult to swing 
gangway ashore causing delay. A brow may be more easily placed at 
first. Gangway or brow must have efficient rollers on ground. 


AUTHORITY: Officio Locale Marittimo, Molo Centrale, Porto Vesme 
(Portoscuso-Cagliari), Sardinia, Italy. Tel: 0781-509114. Cables: 
Locamare Portoscuso. Contact: Harbour Master. 


QUILIANO TERMINAL: 44.17 N. 08.28 E. (See Plan) 


LOCATION: The SARPOM Marine Terminal at Quiliano is located on 
the Western shore of Golfo di Genova in Rada di Vado about 3 miles 
S.S.W. of the town of Savona. 

DOCUMENTS: Required by Savona Port Authorities: 

2 copies Stores List. 

2 copies Crew Manifest (See “Customs Allowances’’). 

8 copies Crew List. 

8 copies Passenger List. 

1 copy Cargo Manifest. 

Health Declaration. International Health Form to be filled out by Master 

on arrival. 

Bills of Lading (original and copy). 

Certificate of Origin (original and copy). 

Ullage Report at the loading port. 

Copy of Bill of Lading for the Agent. 

Clearance — not required. ; 
PILOTAGE: Pilotage is compulsory. VHF contact on Channel 13 should 
be established with the Pilot Station at Savona when within range. The 
pilot boarding position is 44° 17’ N., 8° 30.5’ E., approximately 2 miles 
South of Savona Harbour. 

Two pilots are normally provided. One is in charge of piloting and the 

second, with less seniority, is on deck advising the officers and crew 
performing the mooring operation. The pilots bring with them their own 
ha sets with which to communicate with tugs, mooring boats, and 
shore. 
Pilot Ladder: Vessels are requested to have a proper pilot ladder 
securely rigged and long enough to reach the Pilot launch. During 
periods of darkness, adequate lighting must be rigged overboard for the 
pilot to approach the side of the vessel and climb the ladder safely. 

If the vessel's freeboard exceeds 9.2 m. (30 ft.), the pilot ladder must 
be rigged in conjunction with the accommodation ladder. 
Accommodation Ladder: When the vessel is_ berthed, the 
accommodation ladder is requested on the starboard side by the Port 
Authorities. 

SARPOM Marine Terminal Supervisor: The vessel is boarded before 
the commencement of mooring operations by a SARPOM Marine 
Terminal Supervisor (SMTS) who is an experienced Master. He remains 
on board up to the end of the unmooring operations and acts as the 
coordinator of all ship/shore operations, providing local advice to the 
Master in any emergency that may arise. While at the berth, 
ship/shore communications are by portable VHF radio units used by the 
Marine Terminal Supervisor only. 
ANCHORAGE: For vessels awaiting berth, the anchorage area is 
delimited by the following coordinates: 

A — Lat. 44° 17.2’ N., Long. 08° 28.6’ E. 

B — Lat. 44° 17.5’ N., Long. 08° 30.0’ E. 

C — Lat. 44° 16.8' N., Long. 08° 28.6’ E. 

D — Lat. 44° 17.1' N., Long. 08° 30.0’ E. 
MAX. SIZE: Max. Draft 70 ft. 
HEALTH: In addition to 36 hours notice of ETA prior to arrival, following 
messages are to be sent to: 

(a) “Sanimare Savona” requesting Free Pratique. 

(b) “Compamare Savona” (Harbour Master's Office) giving the 
following information: 

Ship's Name 

Flag 

Call Sign 

Length 

Drafts 

Cargo grade and quantity 

ETA anchorage or pilot station. 
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RADIO/VHF: 
Master to Radio “‘SARPOM Quiliano” 


AAA Bill of Lading quantity in long tons. 

BBB Slops, quantity water percentage, tank number. 
CCC ETA Quiliano upon departure last port. 

DDD Any ETA change exceeding 12 hours. 

EEE ETA Quiliano 72 — 24 hours prior arrival. 

FFF Draft of arrival at berth. 


Ship-to-Shore Communications: Ship-to-shore communications, w 
the ship is berthed will be by portable VHF radio units used by SARP, 
Marine Terminal Supervisor only. The use of the ship's radio sta 
(except VHF set) and/or battery charging equipment is prohibited: 
safety reasons during cargo-ballast transfer operations. In ever 
normal ship-to-shore communications failure, an emergency system, 
be operated. 

Free Pratique. See “Health”. 

Radio Messages: Local Agent will transmit the following stand: 
messages to all inbound vessels: 


Standard Message No.1 
Vessels from 50,000 d.w.t. to 90,000 d.w.t. 
Master OAT= 28: oe ee 
Please advise ETA draft other requirements stop please urgently ini» 
Agent and SARPOM Quiliano: 
AAA Have 2x16 in. ASA connections ready on starboard many 
stop All other flanges to be blanked and fully bolted » 
If 16 in. not available advise size manifold. 
Have boom hoisted on starboard side able to work abreas, 
main cargo manifold stop Boom must have a certified \it: 
capacity of not less than 10 tons. 
Vessel will be moored at a seven buoy sea berth using 
anchors stop Anchors must have at least 9 shackles of chy 
each side. 
Vessel must have at least 4 wires of 150 fathoms len 
mounted on mooring winches comma two on poop deck # 
two on main deck aft stop Winches must be fitted with warp: 
drum in order to heave up and make fast to bitts terms 
preventer wires of each buoy stop Synthetic tails are: 
accepted stop Have ready two synthetic lines on forecas 
and three on poop deck for tugs. 
Accommodation ladder to be ready on starboard side; 
arrival at berth for Port Authorities. 
During entire stay at berth engine to be always on reading 
and steam on deck kept open. 
Cargo ullages temperatures and water dip must be taken; 
arrival by ship personnel jointly with terminal personnel = 
Have tanks depressurised in order to carry out abo 
measurements stop Besides depressuring of individual ta 
during or at the end of discharge is required to provide accs 
for tanks inspection. 
Advise maximum discharging capacity available # 
estimated total discharge time considering terminal maxim 
receiving rate of 11,000 t.p.h. stop Cargo and slop quaniit 
with water percentage and total volume cargo grade ands 
commingled stop Ballasting time. 
ul VHF contact on Channel 13 must be established with 
station as soon as possible stop. 

Failing to answer above details may result in operational dee 

accountable to vessel. 


BBB 


CCC 


DDD 


EEE 
FFF 
GGG 


HHH 


AGO scnac-tis tne ag oop eee 
Vessels from 90,000 d.w.t. to 150,000 d.w.t. 
Item CCC — Substitute 11 shackles. 
Vessels over 150,000 d.w.t. 
Item CCC — Substitute 13 shackles. 
item DDD — Substitute 6 wires (4 poop deck and 2 ™ 
deck). 
— Substitute 3 synthetic lines on poop for tugs 
Standard Message No. 2 
Pollution 
RIO sn. :4,8 ours tetas aaa 


Your attention is drawn to the serious view taken by Terminal and? 
Authorities for pollution of harbour waters by oil stop Please ensu® 
Crew members conversant and comply with pollution regulations © 
Principle causes pollution due leaking sea valves comma overtit 
discharge valves and cargo/bunkering overflows stop Therefor! 
recommend you check sea valves and overboard discharges be 
arrival and review cargo/bunkering operations with Chief Officer G 
Engineer stop Scuppers must be plugged on main and poop decks® 
On arrival Marine Terminal Supervisor will give all assistance neces* 
but empowered take drastic action in event contravention pol 
prevention requirements stop. 
AGEN Se iictheit Feb... cde 

This cable is sent only to time chartered and voyage chartered ve 
calling for the first time at Quiliano Terminal and to all vessels that 
a previous call experienced oil spillage or disregarded the oil pole 
prevention requirements. 


Standard Message No. 3 
Crude washing 
AAA Inert Gas System fully operational and tested. 


BBB Please inform on what tanks COW will be carried out 0 
if these tanks are normally used for ballast comma !! 
washing only will be carried out and also bottom wash 

ccc Each tank to be kept below 8 percent oxygen befor! 
during operations. 

DDD IGS Gas output to be continuously monitored and maini# 


below 8 percent oxygen. 


bh 


Indication of IGS output to be in control room to give instant 
abort if necessary. 
Pressure in cargo tanks must be available to control room 
personnel. 
--¢ All system to be permanent steel pipework and pressure 
tested. 
HH All tank openings to be sealed comma remote tank gauging 
system therefore essential. 
Responsible designated person to be in charge of operations. 
Tanks to be crude washed must have previously been washed 
less than 6 months before stop please answer all points and 
add any additional ship requirements or comments. 

AGGALAT I eLerdtideie W.') (ie crsiaeaied. - 


aaaWis fe 


standard Message No. 4 é 

ye would like to carry out crude oil sampling tests during discharge 

eration at Sarpom Terminal. These tests consist of the installation of 

ssomatic sampling equipment to your manifold flanges. The equipment 
fs be operated by SGS Redwood inspectors. However, to ensure 
enooth operation we request the following assistance: 

AAA Draining accumulated water from your deck air lines, by 
draining the compressed air reservoir of water and blowing 
out remaining water at the air connections on deck. 

388 Continuous minimum air pressure throughout discharge 

" operation of 7 bar. 

soc + Accommodation on board for one terminal representative, two 

‘a Redwood engineers and 6 workers assisting connection/ 

oy disconnection of hoses. 

your assistance will be most appreciated. 

0 TUGS: Tugs are generally stationed in Savona Harbour. In view of 

" quired time to reach the Terminal Area (about 20 minutes time in good 

weather conditions) sufficient notice should be given. 

the principal characteristics of tugs are: 

a wgi Noli: Motor, 3,000 h.p. — 50 tons bollard pull (Kort nozzle). Fire 

suipment: Equipped with “Sourbel” fire-fighting articulated arms. 

a” nonitor fore mast, 23 m. above sea level; 2 monitors main mast, 16 m. 

"© ove sea level, water/foam range 120/90 m. 

"S cwmelo Noli: Motor, 1,700 h.p. — 20 tons bollard pull. 1 monitor fore 

©  sast- 12 m. above sea level. 2 monitors main mast — 9 m. above sea 

hd evel. Water/foam range 90/70 m. 

guseppe Piaggio: Motor, 1,600 h.p. — 17 tons bollard pull. 2 monitors 

main mast - 9 m. above sea level. Water/foam range 90/70 m. 

Capo Vado: Motor, 1,250 h.p. — 15 tons bollard pull. 2 monitors main 

nast- 9 m. above sea level. Water/foam. 

’ramar: Motor, 2,500 h.p. — no monitors — fire hose only. 

Avieras Same characteristics as ‘Priamar’’. 

| Pemonte: Motor 2,500 h.p. — 36.5 tons bollard pull (Kort nozzle) — 
Janable pitch propeller — Bow thrust. Fire equipment: ‘“Sourbel’’ fire- 
i, giling articulated arms — 1 monitor on foremast 16 m. above sea level 
-| monitor on main mast 12 m. above sea level — Water/foam range 

| 120:90 m. 

Lombardia: Same characteristics as Piemonte. 


SERTHING FACILITIES: The berth is a conventional buoy mooring 
_ consisting of 7 Lamgar buoys, each designed for a 125 ton mooring 
oad. Each buoy is equipped with a 40 mm. diameter preventer wire. 
jg /essels are berthed with 2 anchors ahead, in addition to buoy preventer 
wes and the vessel's mooring wires at the stern. 
ye The berth is laid out to allow safe maximum draft of 21 m. (70 ft.). 
The sea bed at the berth is firm sand overlaid by 1.0 m. — 2.0 m. of 
nud. Moored vessels have their bow seaward, heading 155° true. 
Ships will discharge through 2 strings of hoses, i.e. 


String No. 1: 7 lengths 35 ft. x 20 in. diameter. 
2 lengths 25 ft. x 16 in. diameter. 
1 length 30 ft. x 16 in. diameter. 
String No. 2: 8 lengths 35 ft. x 20 in. diameter. 
2 lengths 25 ft. x 16 in. diameter. 


in | 1 length 30 ft. x 16 in. diameter. 

The submarine pipeline system, connected by manifold to the above 
‘tings, consists of 1 x 32 in. diameter and 1 x 36 in. diameter line of 
®out 3,470 m. length reaching the shore installation (GSARPOM 
eminal) which has, at present, the capacity of 360,000 cu.m. storage. 


MOORING REQUIREMENTS: The vessel is required to have the 
or | HOWing equipment: 
a oy Lines: Synthetic mooring lines are not acceptable for any class 
ssel. 
“ Yooring Wires: All vessels must have winch-mounted mooring wires 
ve Hdd diameter of 36 mm. and minimum length of 150 fathoms, 
ort OWS: 
y¢| @ssels between 50 — 150 k.d.w.t.— 2 wires on poop deck 
10 — 2 wires on main deck aft 
af) Vessels greater than 150 k.d.w.t. — 4 wires on poop deck 
int} ; — 2 wires on main deck aft 
“Soring Bitts: All vessels must have the following mooring bitts (for 
*mection of Terminal supplied preventer wires): 
Vessels between 50 — 150 k.d.w.t.— 4 bitts on poop deck 


es 

14 — 2 bitts on main deck aft 

| Vessels greater than 150 k.d.w.t. — 5 bitts on poop deck 
Shin’ — 2 bitts on main deck aft 
“p's Derrick: All vessels must have a 10 ton SWL ship's derrick for 
. "9 hoses from sea bed. 
~w Anchors: All vessels must have 2 bow anchors with following scope 
* anchor chain: 

fi vessels between 50 — 90 k.d.w.t. — 9 shackles 

we -*®8Sels between 90 — 150 k.d.w.t.— 11 shackles 


. _ -88sels greater than 150 k.d.w.t. — 13 shackles 

sft snulltaneous Ballast Capability: All vessels must be capable of 
7 ulaneous ballasting and cargo discharge in order to minimise the 

ne ea wind area of the vessel while moored and maintain at any time 
“Mum 30% of Summer deadweight. 


ITALY 


Vessel Rejection: If in the opinion of the Harbour Pilot or of the SARPOM 
Marine Terminal Supervisor, the vessel is not equipped with adequate 
mooring facilities, lines or gear, he will so inform the ship's Master and 
in such event the ship shall not be brought into the mooring until facilities, 
lines or gear, are deemed satisfactorily. 


MOORING/HOSE CONNECTION: 

Mooring Approach: Vessel will be boarded by the Harbour Pilots and 
SARPOM Supervisor off Savona Harbour Breakwater or at anchorage. 
All manoeuvring of ships proceeding to the Terminal and within the 
Terminal area will be done in accordance with the Harbour Pilot's advice. 
Vessels will proceed subsequently to Vado Bay on a course parallel to 
the coast, about 1.2 miles from the shore, up to the Terminal area. 
Status of Vessel Equipment: The Master of the vessel shall notify the 
Pilot and S.M.T.S. of any special conditions, difficulties or peculiarities, 
such as defective equipment, lines or gear, which might impose special 
hazards in connection with handling, mooring or discharging the vessel. 

It is required that vessels test steering gear, engine room telegraph, 

whistle and all navigational equipment before any manoeuvre to or from 
the berth. The pilot will decline to moor vessels if they are not equipped 
with satisfactory mooring equipment, lines, gear, etc. 
Final Positioning: A starboard turn will be taken, steering on the 
“approaching range line ’, leading to the mooring buoys. Another range 
line, crossing with the above line, marks the position where the starboard 
anchor should be dropped. With the assistance of 3 to 4 tugs the vessel 
continues her starboard turn, drops her port anchor and backs into the 
berth. A spar buoy is provided to mark the position of the subsea 
manifold. The S.M.T.S. will give measurements to spar buoy for final 
positioning. Tugs are stationed close within the Savona Harbour and 
are also used for unberthing and for emergencies. 

Depending on the current direction, the Pilot may do the anti-clockwise 
manoeuvre instead of above clockwise manoeuvre, in this case the first 
anchor to be dropped will be the port anchor. 

Running of Lines: The arrangement of mooring lines and preventers, 
and the sequence of mooring operations that will take place will be 
agreed between Master, Harbour Pilot and Terminal Supervisor. Vessel 
must be moored to the entire satisfaction of the Pilot and SARPOM 
Marine Terminal Supervisor. 

Status of Mooring: The safety of the moored vessel is the Master's 
responsibility under all circumstances. However in order to ensure safe 
cargo handling and avoid damage to the Terminal installation, the 
Terminal Supervisor will check the vessel's mooring periodically and 
when found unsatisfactory, he will request the Master to correct or adjust 
the moorings. In extreme cases the Terminal Supervisor may decide to 
suspend the cargo discharge. 

Cargo Hose Connection/Disconnection: Raising, connecting, 
disconnecting and lowering of the hoses will be performed by shore 
personnel (normally 6 men), who will remain on board throughout 
discharging operations. 

The vessel's crew is required to assist shore personnel by handling 
the boom winch and carefully inspecting their hose boom equipment 
before arrival. 


DISCHARGING: 

Notice of Readiness: Notice of Readiness will be accepted at the 

beginning of the final positioning (1st anchor dropped) when the ship 

proceeds directly from sea to berth (provided that the vessel is in all 
respects ready to commence discharging). 

It is also accepted at the time the vessel anchors, in case the berth 

is occupied by another vessel, or in case there is a shortage of storage 
capacity in the shore tanks. 
Vessel Turnaround: The vessel turnaround should be as short as 
possible. Delays caused by vessel equipment malfunction or vessel 
operations not associated with cargo discharge may result in charges 
being levied against the vessel's owner by the chartering party. The time 
sheet shall be accurately filled out by the Terminal Supervisor and signed 
by the vessel's Master. This time sheet will form the basis for any 
demurrage or delay claims. 

Documentation and Inspection Before Discharging: An independent 

inspection, appointed by the owner of the cargo and witnessed by the 

Terminal Supervisor in conjunction with ship's personnel shall: 

(a) Take and record ullage, temperature and measurements of all 
cargo tanks. 

(b) Take a composite sample of each grade of cargo; the receipt for 
samples shall be signed by a responsible ship's officer and the 
Terminal Supervisor. 

(c) Check arrival ship ullages as above, against ullages reported in 
ship's documents at loading port or last port of call, in order to 
ascertain if any unexplained movements of cargo have taken place. 

(d) Obtain vessel experience factor from ship's log, or if not available 
request ship’s personnel to determine an experience factor based 
on the last 5/6 loadings. 

(e) Obtain the following from the vessel: 

i. Copy of Ullage Report at loading port. 

ii. Copy of Letter of Protest at loading port in case of excessive 
difference between ship’'s/Bill of Lading figures. 

iii. Samples from loading port. The receipt for these samples 
shall be signed by a responsible ship's officer and the 
Terminal Supervisor. 

Discharge Procedure: The procedure for the intended operation must 
be pre-planned. They must be discussed and agreed upon by the ship 
and Terminal Supervisor prior to the start of the operations. The agreed 
arrangements shall be recorded on the Cargo Discharge Plan. The form 
shall be signed by a responsible ship's officer and the S.M.T.S. Any 
change in the apreed procedure that could affect the operation must be 
discussed by both parties and agreed upon. After agreement has been 
reached by both parties substantial changes must be laid down in writing 
as soon as possible and in sufficient time before the change in procedure 
takes place. 
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Discharge Regulations: 

1. All bunker tanks will be ullaged by the independent inspector and 
checked for explosivity by the Terminal Supervisor before 
discharging. Contaminated tanks must be isolated to the satisfaction 
of the Terminal Supervisor before discharge can commence. If all 
tanks are contaminated, the vessel will be rejected. 

2. S.M.T.S. will check to ensure that all sea suctions and overboard 
discharge valves (cargo/ballast) are closed and sealed. These 
valves must be kept closed and sealed throughout discharging 
operations and opened only in case of emergency or by 
authorisation of S.M.T.S. 

3. Suitable drip trays and sawdust bags must be provided at the ship's 
manifold. 

4. A responsible officer must always be available on deck in close 
contact with the S.M.T.S. for any occurrence. The S.M.T.S. will 
advise him in due time when the switching of shore tanks, changes 
in discharging rates, etc., are required by the shore installation 
operations and for any emergency. 

When the first hose is connected, discharging can be started as 

instructed by the SARPOM Marine Terminal Supervisor. 

. Maximum pressure allowed at Ship's Rail: 150 p.s.i. (10.6 kg./sq.cm.) 

Maximum discharge rate allowed: 13,000 cu.m./p.h. (81,600 bbls./p.h. 

. Discharging must be carried out at the maximum rate achievable 

with the ship's equipment within the limits shown above. 

. On completion of discharge, open suitable filling lines to drain the 

hoses into ship's tanks. 

. Pumping air or gas into the cargo hoses is prohibited. 

. Because of the importance of ensuring that all cargo discharge 
regulations and procedures are fully understood, the letter 
concerning discharging information must be signed as received by 
a responsible ship's officer. 

Documentation and Inspection After Discharging: Terminal Supervisor 

in consultation with ship's representative will witness and record the 

measurements of all ship's tanks (dip or ullage, temperature as 
applicable), including tanks containing cargo of another terminal, and 
determine the eventual oil remaining in ship's lines. 

Before sailing, a Statement of Fact concerning the comparison 
between the vessel's gross volume discharged and gross terminal 
outturn received will be provided to the vessel. 

Ballasting: Vessels calling at SARPOM Terminal are required to be 

capable of ballasting simultaneously while discharging, after the 

S.M.T.S. is satisfied that no sea pollution or cargo contamination might 

occur. 

Ballast operations after completion of discharge, must be reduced to 
the minimum required for safe handling of the vessel out of the berth. 
In fair weather, the propeller should be submerged and the vessel 
trimmed 10 ft. by the stern. Ballast operations can continue at reduced 
speed during unmooring. 

While the vessel is ballasting, the S.M.T.S. in agreement with the 
Master will start singling up by letting go all preventer wires and any 
other additional mooring lines not strictly required for a safe mooring, 
taking into consideration the environmental conditions. 

Switching of Shore Tanks/Emergency Stop: The S.M.T.S. will advise 

the Cargo Officer or a responsible Officer in due time when the switching 

of shore tanks, changes in discharging rates, etc., are required by the 
shore installation operations and for any other emergency that may 
occur. 

Crude Oil Washing: Crude washing during discharging is allowed if 

requested. Request from ship must be sent at least 10 days before 

arrival. Permission will be granted by Harbour Master and SARPOM 

Terminal providing that all operations are in line with items listed in 

Standard Message No. 3 (see “Radio/VHF’’). 

POLLUTION: The Italian Government enforces strict measures to 

prevent sea pollution. It is the ship’s Master's responsibility to ensure 

that no oil (crude, bunker, diesel, bilge, etc.) is pumped or spilled 
overboard from the vessel. 

Because of the importance that the Quiliano Terminal places on the 

avoidance of pollution, the Master wiil be required to sign acknowledging 
receipt of the letter concerning sea pollution. 
Lighting: The sea area around the ship shall be adequately lighted as 
frequent inspection will be made during discharging and ballasting, in 
order to avoid any pollution whatever. 
Cargo Hose Connections: Cargo hose connections must be frequently 
inspected during discharging, drip-trays should be placed at all times 
under the manifolds, all unused cargo connections must be blanked and 
fully bolted, all scruppers must be securely plugged, and sea valves 
must be closed and sealed before starting discharge. When ballasting, 
pumps must be started before opening sea valves. 

Discharging Material Overboard: \t is strictly prohibited to throw any 

material, papers, waste or goods either solid or fluid overboard. The 

Master of the vessel in conjunction with the ship’s agency, should make 

arrangements for disposal over land of such material, if required. 

Excessive Smoke: Excessive smoke from the vessel's funnel and 

sootblowing are strictly prohibited. 

Actions in Event of Pollution: In the event of pollution, immediate 

notification must be given to the Terminal Supervisor who will notify the 

local authorities and initiate the Terminal Oil Spill Response Plan. 

The Terminal maintains a motor boat equipped with oil dispersant and 
in the event a vessel causes pollution the Terminal will start the oil spill 
clean up, pending the arrival of the port authority's anti-pollution brigade. 

All expenses and damage costs incurred in connection with pollution 
due to the vessel, will be charged to the ship. 

In the event of continued infringements of pollution prevention rules, 
the ship will be rejected until appropriate action is taken in order to avoid 
any further risk of pollution. 

MEDICAL: Doctors and hospital facilities are available at Savona. 

FUEL: Bunkers are supplied by barge which moors portside alongside 

the vessel. Bunker requirement must be radioed to local Agent at least 

48 hours in advance. For vessels expecting to arrive on Saturday or 

prs the requirement must be forwarded not later than Thursday 

afternoon. 


896 


CO DN DO 


CUSTOMS ALLOWANCES: Present regulations allow each seams, 
retain in his possession a maximum of 40 cigarettes or the equiva, 
of tobacco or cigars, and 1 open bottle of spirits. The balance yy. 
smoking items and spirits must be collected, listed and locked, » 
included in the Stores List. 

CONSULS: Consulates for most nations maintain offices in Ge 
(about 50 km. from Savona). 

REPAIRS: Repair shops for minor repairs are available. For elect, 
equipment repairs, notice should be sent to the local Agent in due tp 
SERVICES: All kinds of stores and provisions are available locally 

Laundry service is available on a round-the-clock basis. 
WEATHER: The bay, although sheltered from the strongest wy 
blowing from the fourth quadrant by high mountains coming down om 
to the coast, is subject to strong wind gusts from this quadrant, ang» 
relative wind direction varies considerably in different parts of the» 
at one time due to irregularities of the coastal heights. 

The bay is open to Southerly winds and seas, and it is from» 
direction that seas and swells caused by strong wind between SE » 
South may interrupt marine operations. Delays in this area are ma» 
due to the impossibility of mooring a vessel under certain weap 
conditions than to withstand elements once she is moored. The be 
current is part of the general offshore current stream and is not w 
blown or tidal; its predominant direction is toward the S.W. ands 
maximum speed is 0.8 — 1 knots; generally currents do not exce 
0.5 — 0.6 knots. The faster currents are likely to occur more frequey 
during the Winter period; occasionally they reverse and set N.W. » 
a reduced velocity. 

Tide is negligible and fog is rare. 

In general, weather in the bay is seasonal. From May to October! 
very good. The worst period is from October to December when wir 
and seas from South cause the maximum number of port closures. 

From December to May the strongest winds are experienced fy 
third and fourth quadrants but sea is usually smooth. 

Weather Reports: 12 and 24 hour weather forecast data is available; 
request on a round-the-clock basis at the Terminal Office. 

Broadcast weather reports for Mar Ligure, North Tirreno and Cor: 
are prepared by Navy Department of La Spezia and Air Force Weat) 
Bureau. For Mar Ligure, they refer to Capo Mele (West of Vado Br 

Information concerning the weather is given on VHF through Ger 
Radio Station, Channel 16 and 25, at 0135, 0735, 1335, 1935 GW 
Speciai gale reports are provided on VHF Channels 16 and 25 ang: 
wireless on 500 kHz at 15 minutes and 45 minutes after every how 

Radiotelephone information can also be received on 2182 kHz (Ger 

Radio Station). Weather reports are also transmitted on 1722 kHz. 
REPORT: November 1985. 
Mooring: A 150 h.p. mooring boat with 5 men is usual for the moor 
operation. When the ship's stern is nearly positioned, the first linese 
sent out, normally to Mooring Buoys No. 6 and 7 on the port side. ) 
remainder of the lines are sent to the buoys and made fast accord 
to the Pilot's advice. 

Synthetic lines are not allowed for mooring at Quiliano Sea Ber 
Minimum diameter required for mooring wires is 36 mm. and the lew 
of the wire should be at least 150 fathoms (274 m.). 

To accommodate the shore preventers, all vessels should he 
mooring bitts located as follows: 

Vessel between 50,000 — 150,000 d.w.t.: 4 bitts on poop deck # 
2 bitts on main deck aft. 

Vessels over 150,000 d.w.t.: 5 bitts on poop deck and 2 bitts onm 
deck aft. 

Berthing: Ships are berthed assisted by tugs. Normally, 4 tugs are w 
for vessels up to 150,000 d.w.t. and 5 tugs for vessels over 150/! 
d.w.t., 2 on the hook forward and 3 aft using ship's lines. 

The Berth is approached on a range line and when in position.’ 
starboard anchor is dropped and slacked out while the vessel procet 
to the port anchor drop position. The port anchor is then dropped? 
while the vessel continues its starboard swing, it is towed stern firs" 
berth and positioned. A good spread of the anchors and sufficient o 
on the bottom are essential for adequate holding power. 

SHORE LEAVE: Launches are sailing from ENEL Pier (located a 
1 mile North of berth) and make regular runs to tankers berthe? 
SARPOM's Berth. 

During bad weather the service is performed from Porto Capo V# 

Sufficient personnel must be aboard at all times for letting go linet 

that the vessel can clear the berth whenever required. It is sugge# 
that half the crew, evenly spread between deck and engine, be ke! 
board. Regular watch for launch services is constantly maintaine? 
Channel 13. 
AGENCY: SARPOM does not perform any vessel agency funci? 
Owners of vessels calling at SARPOM Terminal must arrange thei? 
ship's Agent. ; 
AUTHORITY: Esso Italiana S.p.a, Viale Castello della Magliané- 
00148 Roma, Italy. Tel: 59952913. Telex: 620830 Es# 
Contact: Maritime Service Dept. 

SARPOM, Quiliano Marine Terminal, Via S. Torcello 1, 17040 Quit 
(SV), Italy. Tel: 019-887133. Telex: 200070. FAX: 019-8700 
Cables: SARPOM Quiliano. 


ne) RAVENNA: 44.25 N. 12.12 E. (See Plan) 
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4) RAVENNA 


Te | ,OCATION: The Port of Ravenna is located on the Adriatic coast of 
wy about 50 miles South of Venice. The Ravenna-Porto Corsini Port 
complex is extensive. 

~. The ENEL Steel Platform (Terminal 1). 

The ENEL Combined Buoy Mooring (Terminal 2). 

The ENEL Oceanic Buoy 5 (Terminal 3). 

The ENEL Rotating Platform (Terminal 4). 

/ Five berths in the Inner Harbour: 

this | (a) Darsena SAROM, 2 berths. 


we wr 


an | (b) Channel Baione Berth PIR. 

m™ > (c) Channel Candiano, Berth ANIC lato mare. 

he (d) Channel Candiano, Berth ENEL. 

arr Nos. 1 — 4 are located in the open sea E.S.E. of the Entrance 
ane Channel to Ravenna Porto Corsini about 3 and 10 miles from the 
the coast. The berths in the Inner Harbour are reached via the narrow 


pe Entrance Channel to Porto Corsini. 
ny Also see Part (B) — “ENEL Marine Terminal’. 
Ni® DOCUMENTS: 
for Maritime Authority: 
Ship Safety Certificates. 
its} 3Crew Lists. 
ns  3Passenger Lists. 
For Customs: 
‘on +1 Crew List. 
{ Passenger List. 
‘0 Cargo Manifest. 
Bills of Lading. 
2 ~—-{ Provisions List. 
he {Customs Declaration of each Crew member. 
y) For Maritime Health: 
noe | Crew List. 
MI { Passenger List. 
'®  Derat Certificate or Exemption. 
f Maritime Health Declaration. 
Nee! For Police: 
1 Crew List. 
| Passenger List. 
Mm PILOTAGE: Ordered by Agent in advance. Contact by radio telephone: 
a Nos. 430453 and 430204 during office hours. Cables to Piloti del Porto, 
Tf Marina di Ravenna. Pilot station and both pilot boats equipped with VHF, 
ii Channels 16, 9, 6 and 12. Pilot is embarked not less than 1 mile from 
read of breakwater. Vessel awaiting Pilot may anchor 1.5 miles from 
 yeakwater head. This anchorage is not secure in bad weather. Vessel 
9° dound for ENEL installation, embark Pilot at least 0.5 miles from the 
terths. Pilot launches have black hull with white band, white 
ave superstructure, 10 m. to 14 m. in length. 
ANCHORAGE: Anchorage prohibited in vicinity of submarine pipe-lines 
a® ind cables. Vessels waiting for a berth may anchor at a distance more 
han 1.5 miles from the outer breakwater head according to their draft 
_ ad subject to weather conditions. 
RESTRICTIONS: Berthing and mooring at ENEL Sea Berths allowed in 
jaylight only. Unberthing and sailing can be carried out in darkness. 
Berthing day and night from entrance to San Vitale Basin. Inner port 
‘aylight berthing only. The channel to the inner port is navigable one 
#ay only. Traffic signals are displayed to indicate when channel closed 
‘incoming vessels. 
WAX. SIZE: Inner Port: Draft limited from 17 ft. to 17 ft. 6 in. depending 
vessel's beam. 
pol Vitale: Max. draft 28 ft. allowed from port entrance to San Vitale 
sin. 
4a| ENEL (Oil Platform — No. 1): Length not limited, max. draft 36 ft. 
‘NEL (Oil Berth — No. 2): Length not limited, max. draft 36 ft. 
x0 58M Terminal — No. 3: Length not limited, max. draft 44 ft. 
-" ENEL (Oil Platform — No. 4): Length no limit, max. draft 70 ft. 
te HEALTH: Pratique given by radio, on request to Sanimare Ravenna. 
to} ,aligue is automatic for vessels coming from ports in E.E.C. countries. 
‘of RADIO: Messages via Ravenna Radio, Ancona Radio, Venezia Radio, 
a Trieste Radio. 
ons ry Ravenna VHF Radio Station operates on Channels 16, 25, 26, 


The Ravenna Port Informer is in contact with Ships Agents and 
% eg on Channel 9 from 0600 hrs. — 2200 hrs. every day including 
days, 
TGs: Tugs join vessel in outer port. Ship's lines are used. 
ant , lhere are 7 tugs stationed at Ravenna (2 of less than 1,000 h.p., 
“1,000 h.p. and 1 x 2,048 h.p. Voith Schneider type with 25 tons bollard 

bul) 4 of the tugs are equipped for fire fighting. The Harbour Authority 
att down the number of tugs to be taken by each vessel according to size. 
ERTHING: Shipmaster’s Report: 1982. 

'S advisable to keep vessel well secured when alongside as passing 
ssels have little consideration. 

<RANES: Heavy lift floating crane to be located in the Candiano Canal. 
eh VEDORES: To be ordered before 1030 hrs. for afternoon work, and 
en 1630 hrs. for following morning. 
THCAL: All facilities available. 

A NKERS: Sea Berths: 

“NEL Stee/ Platform — Terminal No. 1: 

»_“autionary Advice: Vessels moored at this terminal as well as all other 
**2 Berths must always keep the engines ready in order to be in position 
“moor and leave immediately in case of emergency or in case in 
© Master's judgment the weather conditions suddenly get worse. 
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General: The No. 1 Terminal consists of 2 platforms of 15 m. diameter 
each supported by 36 tubular piles. Installed on the platform are: a white 
light, flashing twice every 5 secs. and a fog horn giving 3 long blasts 
every 20 secs. 

Berthing and Mooring: The Berth is usually approached from the 
North, the 2 anchors are dropped, first the port anchor then the starboard 
anchor, and the vessel is swung assisted by 2 tugs, and towed into 
position in the berth with 7-8 shackles of chain out on each anchor. 
Occasionally a wire may be necessary and is made fast on the port bow 
connected with a fixed anchor. 

The stern is moored with 4 wires supplied by the terminal and 
connected to 4 buoys. On completion of mooring the distance between 
ship and platform must be about 50 ft. heading East. 

Cargo Connections: Products are handled at this berth through 
1X12 in. flexible hose with 12 in. ASA connection to the vessel's stern 
discharge flange. Maximum pressure allowed is 12 kg./sq.cm. 

Ballast Facilities: None available. 

Gangway: Ship's gangway or accommodation ladder should be rigged 
on the starboard side for Authorities. 

Uliaging — Temperatures: Taken by terminal personnel. 

Services: Bunkers and fresh water can be supplied by barge. 


ENEL Combined Buoy Mooring — Terminal No. 2: 

General: This terminal consists of 4 buoys anchored in sea bottom. 
Distance from No. 1 Terminal is 500 m. towards South and from coast 
6,100 m. The position is Lat. 44° 28’ 14” N., Long. 12° 21’ 55” E. 

Berthing and Mooring: The mooring must be carried out with ship’s 
bow towards East and taking up on the stern 4 steel wires supplied by 
ENEL and connected with the 4 buoys. The vessel must be anchored 
with 7 — 8 shackles of chain (port and starboard) and the forecastle port 
side also must be secured with steel wire connected with a fixed anchor. 

Cargo Connections: There is only 1 16 in. flexible hose (ASA) to be 
connected, always on port side. The position of the hose is signalled by 
a small red marker buoy. When mooring is completed the red marker 
buoy must be located on the vessel's port side 30 m. apart. 

Derricks: Vessels must arrive ready with port side derrick able to hoist 
the flexible hose weighing 5 tons. 

Ballast Facilities: None available. 

Gangway: Vessel should rig suitable accommodation ladder. 

Bunkering: By barge. 

Ullaging — Temperatures: Taken by shore personnel. 


ENEL Oceanic Buoy — Terminal No. 3: 

General: No. 3 Terminal consists of 1 large anchored buoy on which 
are installed a red light, flashing twice every 5 secs., a fog horn (letter 
“C" every 20 secs.) and a radar Racon code “‘C’. Distance from No. 1 
Terminal is about 4,500 m. E.N.E. and from coast 10,300 m. 

Berthing and Mooring: The mooring must be carried out with ship’s 
bow towards North, and taking up 2 steel wires supplied by ENEL, 
connecting the stern of the ship to the large buoy, and 4 steel wires 
connecting the ship to 4 small buoys anchored in the proximity of the 
large buoy. The 2 steel wires on the stern must be secured in order to 
maintain the ship about 120 m. from the buoy. Vessel must be anchored 
with 7 — 8 shackles of chain (port and starboard) and the forecastle port 
side must also be secured with a steel wire connected with a fixed 
anchor. 

Cargo Connection: There is only 1 flexible hose with 10 in. ASA flange 
to be connected, always on port side. 

Derrick: Vessels must arrive ready with port side derrick able to hoist 
the hose weighing 5 tons. 

Ballast Facilities: None. 

Gangway: Vessel should rig suitable accommodation ladder. 

Bunkering: By barge. 

Ullaging — Temperatures: Taken by shore personnel. 


ENEL Rotating Platform — Terminal No. 4: 

General: No. 4 Terminal consists of a rotating platform elastically 
connected with a fixed platform supported by 6 tubular piles of 48 in. 
diameter. 

Its position is Lat. 44° 27’ 25” N., Long. 12° 31’ 30” E. Distance from 
shore is 18,300 m. Mooring is allowed for vessels with a max. draft of 
about 70 ft. The platform shows a white flashing light 3 times every 
15 secs., also a fog horn code ‘“U” and Racon code “U”. 

Berthing and Mooring: The vessel must approach the platform up to 
a distance of about 120 m. One vessel's synthetic rope will be connected 
with the assistance of the mooring boat with the steel wire supplied by 
ENEL. With the aid of the steel wire heaved up by vessel, vessel will 
approach the platform as far as a distance of about 65 m. and there the 
steel wire will be made fast. 

The mooring operations will be carried out only in normal weather 
conditions. The unmooring operations can be carried out at any time 
day or night. One tug will assist at the stern in order to avoid collision 
with the platform. 

Cargo Connections: There is a floating hose with 16 in. flange (ASA) 
to be connected on port side manifold. Before disconnecting, the floating 
hose (length of about 270 m.) must be filled with water. Max. pressure 
8 kg./sq.cm. 

Derrick: Vessels must arrive with port side derrick of 10 tons SWL. 

Ballast Facilities: None. 

Gangway: Vessel should rig suitable accommodation ladder. 

Bunkering: By barge. 

Ullaging — Temperatures: Taken by shore personnel. 

Also see Part (B) — “ENEL Marine Terminal”. 

Inner Harbour: 
Darsena ENEL Berth: 

Location: The ENEL Berths are located in the Darsena ENEL on the 
South side of Largo S. Vitale, the Ponente Berth on the West side and 
Levante on the East side of the Darsena. 

Berthing and Mooring: The Inner Harbour is entered between the 
breakwaters protecting the entrance to Canale Baiona. 2 tugs are usually 
made fast on the hook, fore and aft, when abeam of the breakwaters 
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and assist vessels through the channel. Vessels bound for the ENEL 
Berths proceed farther South through Canale Candiano and are swung 
(using 1 anchor) assisted by tugs in the Lago S. Vitale. They are then 
towed stern first into Darsena ENEL and moor starboard side alongside 
at the Levante Berth, and port side alongside the Ponente Berth. Head 
and stern lines are run in by mooring boats. 

Wires are not accepted, wires with synthetic tails are accepted. 

Preparations: A 2 ton SWL derrick is required for hose handling, and 
should be ready on arrival. There is no shore gangway and the vessel 
should have a gangway ready on starboard side for the Levante Berth 
and port side for the Ponente Berth. Ullages and temperatures are taken 
by terminal personnel. 

Cargo Handled and Connections: 
Berth Levante 

Clean products: 18 in. ASA hose 8 kg./sq.cm. 

Dirty products: 1 <8 in. ASA hose 8 kg./sq.cm. 
Berth Ponente 

Gasoline: 1x8 in. ASA hose 8 kg./sq.cm. 

Gasoil: 18 in. ASA hose 8 kg./sq.cm. 

Dirty oils: 1x8 in. ASA hose 8 kg./sq.cm. 

Ballast Facilities: Ballast facilities are available for unlimited quantities. 
Discharge rate 400 t.p.h. 

Fire Fighting Facilities: There are 3 towers with foam/water monitors. 

Oil Pollution — Clean Up: Facilities available. 

Services: Bunkers and fresh water are available. 


PIR Berth: 

Location: The PIR Berth is located on the South side of the Canale 
Baiona about 1 mile from the port entrance. 

Berthing, Unberthing and Mooring: Berthing allowed only by daylight, 
unberthing not allowed after 1 hour after sunset. The harbour is entered 
and tugs are made fast as per Darsena SAROM Berth. Vessels bound 
for PIR Berth, will be berthed with starboard side alongside, therefore 
vessel will be swung in the Turning Basin (junction — Canale Candiano 
— Canale Baiona) and then backed in position by tugs. 

Cargo Handled and Connections: 

Clean products: 28 in. flexible hoses with 8 in. ASA connections 
5 kg./sq.cm. 

Dirty products: 28 in. flexible hoses with 8 in. ASA connections. 

Maximum pressure allowed: 6 kg./sq.cm. 

Gangway: Ships must provide their own gangway. 

Derrick: A 2 ton SWL derrick required on port side for hose handling. 

Ullaging — Temperatures: Taken by terminal personnel. 

Services: Bunkers and fresh water are available. 

Fire Fighting: System installed. 

Oil Pollution — Clean Up: The terminal has a quantity of oil dispersant 
and absorbent. 


ANIC Berth “Lato Mare’’: 

Cautionary Advice: The ANIC Berth is located on the West side of 
Largo S. Vitale about 0.5 miles North of the Darsena SAROM. It is a 
marginal berth and ships bound to and from Ravenna pass close by, 
and may cause a moored vessel to surge in the berth. It is, therefore 
extremely important that vessels are securely moored and that the 
mooring lines are properly tended and watched. 

Berthing and Mooring: Vessels bound for the ANIC Berth enter .the 
harbour and connect tugs as described per Darsena SAROM Berth and 
are then swung in the Largo S. Vitale and berthed head out with port 
side alongside. 

Cargo Handled and Connections: This terminal handles various 
classes of oils or chemicals. Both jetties have the same facilities. 

Solvents: 2x4 in. ASA flexible hose. 7 kg./sq.cm. 

Chemicals: 26 in. ASA flexible hose. 7 kg./sq.cm. 

Dirty oils: 28 in. ASA flexible hose. 7 kg./sq.cm. 

For clean oils there are also 2 rigid arms 6 in. flange ASA. Max. 
pressure 8 kg./sq.cm. 

Gangway: Ship should rig their port side gangway. 

Derrick: A 2 ton SWL derrick required on port side for hose handling. 

Ullaging — Temperatures: Taken by terminal personnel. 

Services: Bunkers and fresh water are available. 

Ballast: None at present. In future there will be possibility of dirty 
ballast discharge. 

Oil Pollution — Clean Up: No facilities available. 

Fire Fighting Facilities: Fixed foam/water monitors and mobile fire 
fighting men. 


ENEL: 

General: This terminal is on the North bank of Canale Candiano about 
1.5 miles West of junction Canale Candiano/Canale Baiona. Handles 
exclusively boiler oils. The terminal consists of a jetty that can 
accommodate vessels up to 280 m. LOA with max. draft of about 28 ft. 

Berthing and Mooring: Normally 2 tugs are used, and since the vessel 
must be moored port side alongside it is swung in proximity of confluence 
of Canale Candiano/Canale Baiona and then backed into position by 
means of tugs. 

Wires not accepted. 

Cargo Handled — Connections: 

F.O.: 1x8 in. ASA flexible hose. 6 kg./sq.cm.: For larger vessels. 

F.O.: 1x6 in. ASA flexible hose. 6 kg./sq.cm.: For smaller vessels. 

Gangway: Vessels should rig suitable gangway. 

Derrick: 2 ton SWL ready on port side. 

Ullaging — Temperatures: Taken by terminal personnel. 

Bunkering/Fresh Water: By barges. 

Oil Pollution — Clean Up: No facilities available. 

Fire Fighting Facilities: 4 foam/water monitors. 


DENSITY: 1024. 

FRESH WATER: Only available ex-wharf at San Vitale and at inner port 
piers. Barge available for deliveries to the Silos Piers and tanker 
terminals. 

Shipmaster's Report: 1982. 

Delivered by road tanker only at silo pier (Setramar) in lots of 8 tons. 


898 


FUEL: Available by barge. 

FIRE PRECAUTIONS: Tankers are given copy of port fire regula, 
on arrival. No repairs or gas freeing to be carried out without Permigs 
of Port Authorities. 


CONSULS: 
France Tel: 39.7.58, 
Norway Tel: 24.5.47, 
Spain Tel: 24.0.14. 
Sweden Tel: 22.6.39. 


REPAIRS: Minor engine repairs can be effected. Floating ry-dy 
available for up to 1,000 tons displacement. 
GANGWAY/DECK WATCHMEN: Optional, can be employed 
shore if required. 
OPENING/CLOSING HATCHES: Can be performed by ship's crey 
by stevedores. 
CUSTOMS ALLOWANCES: 50 cigarettes per man for first day inj 
Wine/spirits, allowance is made for normal daily consumption on bo» 
REPATRIATION: Can be arranged. 
AIRPORT: Forli Airport situated 25 km. away, with daily flights to Rye 
and Milan. 
TIME: GMT plus 1 hour. From April to September, GMT plus 2 ho» 
POLICE/FIRE/AMBULANCE: Police, Tel: 22.4.66; Ambulance, 223: 
Fire, 22.2.22. 
TELEPHONES: Can be installed on board at San Vitale Berths. 
wi LEAVE: Allowed. Launch service available for vessels ins 
roads. 
IDENTIFICATION CARDS: Shore passes given by police. 
SHIP SUPPLY SERVICE: Contact: |.S.A.P. s.r.l. Impresa Sey 
Ausiliari Portuali via Circonvallazione Piazza d'Armi, 74 48100 Raver 
Service is rendered to the ships waiting at anchor in Ravenna Rox 
os to — tankers discharging at the refinery terminals located in Raver 
oads. 
Vessels: “Elisabetta Seconda”, 17.15 m. LOA and 4.60 m. breag 
2 engines 130 h.p. each able to transport 22 passengers. 
“Francesca Romana”, 17m. LOA and 4.65 m. breadth 1 eng 
240 h.p. able to transport 12 passengers. 
DEVELOPMENTS: The access channel is to be deepened to 35 ft. # 
widened. ; 
AUTHORITY: Capitaneria di Porto Ravenna, Via Antico Squero 9, 48" 
Ravenna, Italy. Te/: (0544) 32150, 32154, 22526, 31239. Telex: 551% 
Compra |. Cables: Compamare Ravenna. FAX: (0544) 325) 
Contact: Gregoria Riolo Vinciguerra, Port Captain. 


(B) ENEL MARINE TERMINAL: 44.28 N. 12.24 E. (See Pla 


LOCATION: The ENEL (ex-SONE Terminal) Marine Terminal is locat 
in position Lat. 44° 27’ 48" N., Long. 12° 23’ 54” E., about 8.5 km. ip 
the coast, and is used for unloading fuel and crude oil. 
DOCUMENTS: For Customs Purposes: 

If vessel arriving from an Italian Port: 

Custom’'s Sailing Manifest. 

Copy of Bill of Lading. 

1 Crew List. 

1 Passenger List (if any). 

If vessel arriving from abroad: 

Stores List. 

Crew Property List. 

Cargo Manifest. 

Copy of Bill of Lading. 

1 Crew List. 

1 Passenger List (if any). 

If vessel has to lighten, for Customs purposes, and in order to obt 
discharging permission prior to entering vessel at Customs How 
Master has to cable 30 hours before arrival to Agents, a sepa 
message giving: 

Ship's Name/Flag/GRT/Cargo Quantity (Bill of Lading figures in mé 
tons)/Quality/Density/Loading Port/Name of Shippers and Consigné 
Master's Name/Total Number of Crew/Expected Arrival Draft and 18 
Quantity to be lightened to reach 11.50 m. Draft. 

For Immigration Authorities: 

1 Crew List. 

1 Passenger List (if any). 

VERY IMPORTANT: All vessels having on board arms af 
ammunitions not only as cargo but also as Ship's/Personal Equipm® 
Property, entering Italian Waters/Ports must obtain a proper Lice 
from Italian Authorities. 

Therefore to avoid serious problems and enable Agents to ara 
requested Licence Formalities, Master to telex soonest possible 
Agents informing if any arms/ammunitions are on board, giving’ 
Details of the same. 

For Harbour Master: 

2 copies Arrival Reports (if forms not available on board, they’ 

usually filled in by Agent on arrival). 

1 copy Control List for Tankers (if forms not available on board, Mé 
to have ready a list showing details of Master's and all Deck/Eng 
Officers Certificates of Competency). 

Description of Licence and Number. 
Issued by. 

Date of Issue. 

Place/Country issued. 

3 copies Crew List. 

3 copies Passenger List (if any). 

Following documents to be produced for Harbour Master: 

1.0.P.P. Certificate and supplement. 

Class Certificate, including last annual survey 

C.L.C. Certificate. 

Oil Record Books, Part | and || (Memorandum of Paris). 

If vessel has to lighten, all ship's Certificates (originals) to be # 


to the Harbour Master by the Agent. 


@OTAGE: Generally Pilot boards vessels for berthing only, however 
are requested to contact Ravenna Pilot Station soonest possible 
VHF Channel 12 in order to obtain anchorage or berthing instructions. 
‘| "y pilot boats and Pilots are equipped with VHF operating on 
. 112 
Oa uction platforms, well structures, submerged pipe-lines and 
apes exist in Ravenna Roads. Mariners should use caution when 
geroaching and anchoring. ; 
yppROACHES: Exclusion Zone around the Terminal: As well as 
ing the ban on anchoring and fishing which exists in the area, all 
gs and other vessels are forbidden to transit, stop, carry on any 
savy underwater, or of any nature, within a 700m. radius of the 
semnal. Exception is made for the tankers heading for the terminal itself 
yator the ships or other vessels employed for the docking services or 
«assist any other vessel to whom authorisation has been issued. 
WCHORAGES: Position of anchoring depends on Ship’s draft and 
wyog regard for existing restricted areas. 
, s suggested that Master consults up-to-date sailing direction (Italian 
yo. |- Adriatic Sea). 
«vessel has to lighten, the area is within an area with the following 
pordinates: 
ae 44°31" 06" N; 12° 24°00" E: 
fb) 44° 31' 08” N., 12° 28’ 00” E. 
ic) 44° 29’ 30” N., 12° 24’ 00” E. 
¢) 44° 29’ 30” N., 12° 28' 00" E. 
RESTRICTIONS: Daylight berthing only. 
AX. SIZE: The terminal can be used by ship’s of 160 m. — 270 m. 
\0A with a max. draft of 11.50 m. 
gaDlO: Arrival Advice for Harbour Authority: 36 hours before arrival, 
order to obtain berthing authorisation, following cable/telex is to be 
eat to “Compamare Ravenna” (Telex No. 551366). 


— 


aot = _ 


from MV. ......+ 

* tCOMPAMARE RAVENNA (Tlx. 551366). 

_ Vessel/Call Sign/Name/Flag/LOA/GRT/DWT/Year Built/Arrival ETA 
2\ot Station or at Anchorage at Roads/Max. Draft on Arrival. 

Cargo/Technical Name/Quantity to be Discharged and Transit/ 
cettiicates/Safety Equipment/IOPP/All Valid otherwise point out if 
expired. 

Paris Memorandum/Date, Place and Remarks of the Last Survey. 
Conditions of Hull, Engine, Manoeuvering Equipment, Safety and First 
4d Service. 

} A\so state following wording: 
declare to know Regulations concerning Safety Rules for the Carriage 
{Dangerous Cargo as per Ravenna Harbour Master Ordinances. 
|guarantee all crew members to be qualified and trained to carry out 
discharging operations. 

| undertake to inform Harbour Master about any fact which could 
‘olve ship and Safety Equipment and influence cargo handling . 
| Signed Master 
| Unquote 
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is suggested that a copy of above telex also be sent to Agents. 
incase vessel arrives with draft exceeding 11.50 m., and in order to 
%lain lightening permission, the following information to be passed to 
‘ent in order to speed up formalities: 
| 4) Details of following Ships’ Certificates (issued at/on/expiring/Place/ 
Date last Annual Survey): 
1.0.P.P. 
C.L.C. 
Safety Equipment. 
Class Certificate. 
Safety Construction. 
Load Line Certificate. 
* 0) Name/Rank on board of 2 Officers who will attend lightening 
> operations. 
Master's Name. 
Classification Details. 
* Cargo Tanks Total Capacity (Cubic Metres). 
Max. Allowable Pressure. 
3 Official Owners. 
Port of Registry. 
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: ) Total Crew. 
| LOA. 
) Beam. 
; )) Arrival Draft. 
i i Expected Draft after Lightening. 


4 Expected Draft after Discharged Ravenna Cargo. 
4) Main Engine, Number and Type. 
t Horsepower of Main Engine. 
‘| Max. Speed when Vessel Fully Loaded. 
.| | Vessel equipped with Bow Thruster or not. 
Mooring Winches. 
__ Fore: Type/No./Capacity. 
| Midship: Type/No./Capacity. 
Att: Type/No./Capacity. 
argo hose lifting facilities: No./Capacity. 
Cargo pumps: No./Type/Capacity cubic metres per hour each. 
Cargo Information: 
(1) Total Number of Cargo Tanks. 
(2) Total Capacity of Cargo Tanks. 
___ '3) Numbers of Tanks where Cargo is Stowed. 
| (4) Total Capacity of Tanks in (3) in cubic metres. 
{5) Allowable Cargo Specific Gravity. 
(6) Name of Product. 
* (7) Total Quantity of Cargo on Board (Bill of Lading — Tonnes). 
(8) Cargo Temperature. 
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(y) Ballast Information. 

(a) Numbers of Tanks for Ballast. 

(b) Numbers of Compartments presently with Ballast. 

(c) Type of Ballast: Segregated/Clean/Dirty. 

(d) Total Ballast Presently on Board in cubic metres. 

(e) Total Ballast Capacity in cubic metres. 
Terminal Ready Communication: Before the ship is moored, the 
concessionery company of the terminal must inform the Technical 
Section of the Harbour Office of Ravenna of the date and hour when 
the terminal will be ready, otherwise mooring will not be permitted. 
HEALTH: When applicable, Sanitary Free Pratique is granted by cable. 
Alternatively it may be granted by Health Authority who boards vessel 
on arrival. 

Masters are to cable to “SANIMARE RAVENNA” 24 hours before 
arrival, requesting Sanitary Free Pratique. 

VHF: The personnel on the terminal keep a constant listening watch on 
Channel 16 and simultaneously maintain a continuous VHF link with the 
ship during the mooring, unloading and unmooring operations. 

TUGS: Tugs and mooring boats available. 

Unmooring from Terminal allowed also during night time, in such a 

case only 1 tug is usually available. 
BERTHING: Description of the Structure: The jetty 342 m. in length, is 
made up of a central unloading and control platform, 4 mooring dolphins 
and 2 approach dolphins, all connected to the main structure by 
catwalks. 

All the structures are made of steel. 

The height above sea level varies between 7.0 m. above MSL for 
approach dolphins, 9.0 m. above MSL for the mooring dolphins and 
11.5 m. above MSL for the central platform. 

Central Platform: On the central platform are positioned: 

2 oleodynamic unloading arms of 12 in. diameter. 

Firefighting equipment. 

System for monitoring the speed of approaching ships. 

Gangway. 

Service crane. 

Control room serving as shelter for the personnel. 

Maritime signalling equipment. 

Approach Dolphins: The elastic defence of the platform is guaranteed 
by 2 approach dolphins. The energy of the approaching ship is absorbed 
by the elastic deformation of the pile and by a system of fenders 
supported by the pile itself. 

At the top of the pile there are 2 quick release slip hooks. 

Mooring Dolphins: The mooring structures are made up of 4 dolphins 
situated along the longitudinal axis of the terminal. 

There are 2 quick release slip hooks on the footpath level of the bridge. 

Access to the terminal is guaranteed by 5 points: 

Boat landing stage on the central platform and 4 vertical ladders on 
the BD1, BD2, MD1, MD4 dolphins. 

Maritime Signalling: All the signalling equipment of the terminal is 
powered by accumulator batteries, which are recharged during the day 
by photovoltaic solar panels. 

3 optical signals have been installed, as follows: 

1 white light with a visibility of 6 — 10 nautical miles. 

2 red lights with the same characteristics. 

1 fog horn whose sound carries for up to 2 miles. 

Firefighting System: The firefighting system is made up of 2 pumps, one 
electric and one diesel. 

Each pump can guarantee a flow of 240 cu.m.p.h at a pressure of 
9 bars. 

The fluoroproteinic foam is stored in a tank with a capacity of 2,500 
litres. 

MOORING/UNMOORING: Mooring and Unmooring Operations: 

The mooring and unmooring operations at the terminal are only 
authorised when the sea and wind conditions are favourable, and when 
there is no impediment which might render the manoeuvre dangerous. 
The mooring operations can only be carried out during the daylight 
hours, while the unmooring can be carried out at night as long as the 
weather conditions permit. 

Docking Service Assistance: As well as requesting a pilot and a large 
enough team of dockers, the ship's Master must request the assistance 
of a sufficient number of tugs to ensure the safety of the manoeuvre. 
Casting off for Safety Reasons: The Master of the ship moored at the 
terminal, whose judgement is final, can order the immediate suspension 
of the unloading operations and the rapid unmooring from the terminal 
should any of the following occur: 

A worsening of the sea conditions, strong electrical discharges, an 
increase in the wind’s force any accident in the unloading systems, 
pollution or any other event likely to put human life or the safety of the 
ship in jeopardy. 

Approach Operations Monitoring System: The visualisation of the ship's 
distance from the approach front as it draws near terminal is shown on 
2 luminous displays situated on the central platform. 

The ship's approach speed is signalled by 2 lights with green/yellow 

and red lights. 
Preparations for Carrying out the Mooring and Unmooring Operations: 
Before carrying out the mooring and unloading of tankers at the terminal, 
the following cautionary measures must be carried out by the 
concessionary Company: 

Inspect the winches and the slip hooks on the 4 mooring dolphins. 

Inspect the system monitoring the speed and distance of the ship 
approaching the terminal. 

Control the marine meteorological data acquisition systems. 

Check that the maritime signalling equipment is functioning properly. 

Inspect the 2 unloading arms and the on/off valves and check that 
they are working properly. 

Control the cathodic protection. 

Inspect and switch on the fire fighting devices and supplies: in 
particular, check that the fire fighting pumps, the storage and mixing 
systems for the foaming agent, the water-foam distribution system and 
for the remote-controlled monitor are all working properly. 
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CARGO OPERATIONS: The platform is connected to the onshore depot 
by means of 222 in. pipelines of approximately 13.5 km. in length. 

The unloading operations are carried out using 2 completely automatic 

unloading arms. 
Unloading System and Power Plant: The platform is equipped with 2 
hydraulic unloading arms of 12 in. diameter. These arms are provided 
with an automatic release system. This system disconnects the arm 
from the ship should it (the ship) move out of the normal range of action 
of the arms for any reason. Max. discharge rate is 2,000t.p.h. 
Max. pressure at manifold 12 kg./sq.cm., minimum pressure at manifold 
7 kg./ sq.cm. 

Before the disconnection is made, the 2 valves will be closed 
automatically to prevent any spillage of hydrocarbon into the sea: one 
valve is at the head of the outboard arm and the other is at the ship's 
manifold. 

The electrical energy required for running the terminal is supplied by 
2 generators situated on the MD4 dolphin at the Northern extremity of 
the terminal in a security zone. 

Terminal Services: The services concerned with the working of the 
terminal are organised by ENEL who use their own employees on site. 

The management of the unloading operations of the ship and of the 
connection and disconnection of the hoses is the joint responsibility of 
the ship's command and the receiving company or whoever is concerned 
with the unloading within the limits of their respective competences. 
Personnel Employed at the Terminal — Logistics: There must be a team 
of at least 3 persons on the terminal to work on the system. They will 
be employees of the Company and will be part of the Company 
firefighting team. ENEL shall nominate a Terminal Chief from among 
these. 

During the unloading operations at the depot, the Company firefighting 
team must be present. 

The accommodation destined for personnel use must be kept clean 
and in good order, sufficiently lit, ventilated and heated. 

MEDICAL: Medical assistance and hospitals are available, including 
helicopter service for emergency service. 

FRESH WATER: No fresh water available at Terminal and no barge 
service available to supply fresh water in the roads. Only small quantities 
can be supplied by very expensive port tugs (subject tug availability). 
FUEL: Most grades available by barge, at least 48 hours notice required. 
Replenishment subject to observance of Ravenna Harbour Master 
Ordinance. 

REPATRIATION: Repatriation possible, subject to Immigration Visa/ 
restrictions, if any. 

AIRPORT: Nearest airport is at Bologna (approximately 90 km.). 
SHORE LEAVE: Shore leave permitted. Liberty boat available, subject 
to sea conditions. Latest trip from shore is usually 2200 hrs. 

Seafarers Centre “Stella Maris” available in the town. (Via P.Costa 
55. Tel: 30235). 

GENERAL: Re-provisioning and Loading Materials: \t is forbidden to 
load or unload heavy or bulky metallic materials. Any bunkering or 
loading of ship's stores, drinking water or other materials should always 
be done, if possible, when the ship is at anchor in the roads. These 
operations can also be carried out, in accordance with the procedures 
and measures laid down by the Harbour Office, when the ship is tied 
up at the terminal before or during the unloading, but not during. the 
mooring, casting-off or ballasting. 

Ban on going on to the Terminal: Only persons with express authority 
are allowed to go on to the terminal. 

aa a to the terminal is limited exclusively to the personnel working 
there. 

OPERATOR: Ente Nazionale per L'energia Elettrica (ENEL), Via Trieste 
383, 48100 Ravenna 1, Italy. Tel: (0544) 436527. Telex: 551188 Sone I. 
FAX: (0544) 436579, Ext. 28. Contact: Bruno Teston. 


SALERNO: 40.40 N. 14.45 E. (See Plan) 


DOCUMENTS: As for all Italian ports, i.e. all ship's documents in valid 
condition and Arrival Reports, to be filled upon arrival with the Port 
Authority's representative. 


Shipmaster’s Report: November 1988. 
5 copies Crew List. 
2 copies Ship's Information. 
1 copy Application for Ship's Clearance. 
1 copy Stores List. 
1 copy Cargo Manifest. 
1 copy Maritime Declaration of Health. 
Oil Record Book. 
Cargo Gear Certificates. 


PILOTAGE: Pilot station keeps watch on Channel 16 VHF from 0600 — 
2000 hrs., working Channel 14. 

ANCHORAGE: Position of anchorage, about 1 mile W.S.W. of green 
flashing light. 

RESTRICTIONS: Vesse! cannot enter or sail from the harbour between 
2100 hrs. and 0500 hrs. 

MAX. SIZE: Vessel allowed to enter port should not exceed 220 m. in 
length or 30 ft. draft. 

HEALTH: Free Pratique not obtainable by radio. Usual formalities on 
berthing. 

RADIO: All cables should be sent via “Napoli Radio” call sign “IQH”. 
TUGS: Lines must be supplied by the ship. 

BERTHING: 13 berths with depths from 21 ft. to 30 ft. 
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CARGO HANDLING EQUIPMENT: 

16 mobile cranes with capacity up to 270 tons. 

80 forklift trucks with capacity from 4 tons to 37 tons. 

6 dumper trucks. 

Hydraulic grabs. 

Specialised terminals for cars and wheeled units, containers, i 
products, steel products. 

Ro/Ro facilities. 

Handling and storage area: 250,000 sq.m. 

Equipment for loading/discharging bananas, fruit, refrigerated , 
frozen cargoes in cartons. 
STEVEDORES: Stevedores are to be informed 24 hours prior to vesy 
arrival. 
MEDICAL: Medical Service should be requested in advance. Hog 
facilities are obtainable. 
DENSITY: Average salinity inside port is 1025. 
FRESH WATER: Fresh water available at all berths, ordered thr 
Agent. 
FUEL: Bunkers may be supplied from Naples by truck or barge. If» 
quantities are requested supply will be effected by barge from Nap 
pete ee No consular representatives exist in Salerno. Neareg 

aples. 
REPAIRS/DRY DOCKS: No dry dock exists. Only small worksty 
attending minor repairs. 
SURVEYORS: Lloyd’s Register in Naples. Tel: (081) 323714. Rj) 
in Naples Tel: (081) 325644. 
GANGWAY/DECK WATCHMAN: Contact Instituto La Vigile » 
239928. 
CUSTOMS ALLOWANCES: Only 40 cigarettes on vessel's arrival.) 
applies to officers and crew. The remaining stock will be seale 
vessel's bonded store. 
REPATRIATION: Crew changes and repatriation possible. 
AIRPORT: The nearest airport is at Naples. Distance 60 km. 
TIME: One hour ahead of GMT in Winter. Summertime (Maré 
September) GMT plus 2 hours. 
HOLIDAYS: Other than the national festivities, September 21st, aly 
holiday, being the Name Day of the town’s Patron Saint. 
TELEPHONES: Emergency telephone number is 113-112. 
IDENTIFICATION CARDS: Crew |.D. cards issued by police on arm 
GENERAL: Garbage: Collection is compulsory. Collected from vess 
at anchor and by truck if vessel at quay. 
Ship Chandler: Montanari General Ship Chandlers, Tel: (089) 237% 
Services: Radar, VHF and gyro service or repairs may be obtay 
through request to Agent prior to vessel's arrival. 
DEVELOPMENTS: A container terminal is to be constructed « 
completion in 1992. The facility will have 2 berths, each 380 m. in len 
and a depth alongside of 12.0 m. Two ship-to-shore container cra) 
will be available. 
AUTHORITY: Capitaneria di Porto Salerno, Molo Manfredi, 84) 
Salerno. Tel: (089) 224544, 224765. Telex: Compsa 722% 
Cables: Compamare Salerno. Contact: Harbour Master. 


SAVONA (including Vado Ligure): 44.18 N. 08.29 E. 
(See Ple 


PORT LIMITS: One mile from Savona Port Breakwater. 
DOCUMENTS: 

Arrival Report for Port Authority. 

Cargo Manifest. 

Provisions and Crew Personal Effects Manifest. 

8 Crew Lists. 

Class Certificate. 

Safety Equipment Certificate. 

Safety Construction Certificate. 

Safety Radio Certificate. 

Ship's Register — Load Line Certificate. 

Derat Exemption Certificate. 
PILOTAGE: Pilotage is compulsory for vessels over 500 g.r.t. 
ordered through Agent. Telegraphic address: Piloti Porto di Savona’ 
launch is black with white band. To call Pilot, use flag or light s¢ 
according to International Code. For vessels bound for Savona ori 
Ligure, Pilot boards about 0.5 to 1 mile S.E. of the red light at Sa# 
port entrance. Pilot station on VHF Channel 13 day and night. 
ANCHORAGE: The Roads of Savona offer a safe and spa® 
anchorage. Depths of 25 m. F 

Important limits: it is forbidden to anchor North of bearing 270°F 
red light. It is forbidden to anchor East of bearing 360° from the # 
light between 15th May and 30th September. 
Shipmaster's Report: April 1983. 

In any season the limits are: 

North Border — bearing 305° from red light “Frandgiflutti”’. 

South Border — bearing 340° from Point Lat. 44° 18’ 
Long. 08° 29’ 27.5" E. 
RESTRICTIONS: Night entrance is considered for each case depe® 
on type of mooring and vessel's draft. At Savona berths, vesset 
maximum draft berth in daylight at high tide. No restrictio® 
unberthing. 
MAX. SIZE: See ‘“Berthing”. 
HEALTH: Free Pratique may be requested by radio from “Sane 
Savona" prior to vessel's arrival except for vessels coming 
countries subject to sanitary control, for which the Harbour Doctor® 
go on board in order to expedite Free Pratique. Free Prato’ 
automatic for vessels ere after calling at another Italian pont? 
other port belonging to E.E.C. — In the event of any disease of 
contact Agents. 


» Genova Radio or Roma Radio. 

uf: Pilot station on Channel 13, day and night. Harbour Master's office 
\ Channel 16, day and night. Port Authority on Channel 13 
ta 80.20.21). 
fe Tugs join vessel in vicinity of Savona port entrance or at Vado 
~ye just off the berth. Ship's line usually used. If tug line used, tariff 
on 20% is charged. 
3EATHING: 

sper Harbour; depth 17 ft., quay length 480 m. 

quay Nos. 1, 2, 3, 4, 5, 6, and 7, depth alongside quays — min. 23 ft., 
nx, 32 ft., quay length 790 m. 

quay Nos. 8, 9, 10 and 11, depth alongside quays — min. 29 ft., max. 
wt, quay length 417 m. 
“quay Nos. 12, 13, 14, 15, 16, 16A, depth alongside quays — min. 
44, max. 36 ft., quay length 670 m. 
“quay Nos. 31 and 32 (new deep water quays). Depth 51 ft. Quay 
wngth 368 m. 

syniviaria Plant (Pier No. 22), depth 32 ft. 6 in., quay length 140 m. 
. \ado Ligure: 
"porto Vado North, depth 34 ft., quay length 210 m. 
- poo Vado South, depth 20 ft. to 23 ft., quay length 400 m. 


Pier Italiana Coke S.p.A., depth 41 ft. 
| CRANES: The port is equipped with modern mobile cranes with the 
plowing capacities: 
. “40 bridge cranes, capacity from 4.5 to 6 tons; 
® electric cranes, capacity from 1.5 to 20 tons; 
. ‘mobile cranes, capacity from 15 to 150 tons; 
- 2mobile cranes, equipped with spreaders for handling containers. 
spECIALISED CARGO-HANDLING FACILITIES: Funiviaria Plant is 
| quipped for quick discharging of cargoes in bulk (coals and ores) by 
neans of 4 electric transporters capable of handling 1,300 t.p.h. It is 
weclly connected to overhead wire railway, capable of carrying 
“0tp.h. to its storage, the capacity of which is 600,000 tons. Depth 
. dongside 32 ft. 6 in. 

Cereal Silo belonging to “Savona Silo S.p.A.” with depth alongside 
#35 ft. has a capacity of 60,000 cu. m., it is fitted with 2 pneumatic 
owers having an intake of 500 t.p.h. and one loading tower with capacity 
0 t.p.h. 

‘ See Terminal of 12,000 sq.m. for the movement of metallurgical 
« yoducts. The terminal is equipped with adequate facilities for the 
| sorage and reloading of the goods. 
+ A14 storey parking house capable of containing 3,000 cars. Ro/Ro 
«| eminal available. 

Parking yard of 12,000 sq.m. intended for the parking of vehicles to 
» loaded, with a capacity of 1,200 vehicles. 
» Container terminal in Savona Basin includes an area of almost 
» §,000 sq.m., for the storage and the shifting of the containers. 

| Stockyard for empty containers of 10,000 sq.m. with a capacity of 

{ ‘000 TEU with adequate handling facilities. 
: Terminal in Savona Basin for cellulose and forest products includes 
0m. of loading quays for ocean-going vessels; roofed warehouse of 
wer 8,000 sq.m.; 60,000 cu.m. capacity for 20,000 tons of goods; it is 
served by 1,600 m. of railways, 300 m. out of which are roofed; over 
M0 trucks available for forwarding goods by road. 

nee storey warehouse for general cargoes having a capacity of 
12,000 cu.m. 

‘ado Ligure: Pier San Raffaele is fitted for discharging and loading 

age vessels with cargoes in bulk (coal for the Italiana Coke S.p.A.). 

South Unloading Pier: Length 160 m. Depth 41 ft. 2 slewing grabs, 
loading rate 10,000 tons per day. Berth accepts vessels up to 50,000 
tw.t. 
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North Loading Pier: Length 128 m. Depth 30 ft. 1 loader, rate 2,000 
‘ns per day. Berth accepts vessels up to 30,000 d.w.t. 

Cereal Silo belonging to Messrs. Ceres S.R.L. is capable of handling 
sels up to 60,000 d.w.t. Depth alongside 40 ft. Storage capacity 
$000 tons; discharging rate 800 t.p.h.; re-forwarding rate 500 t.p.h. 
‘eefer Terminal: Length of berth 300 m. Unloading/loading plant for 
“odstuffs and other refrigerated cargoes at Porto Vado North. The plant 
‘osists of conveyor belts which from the holds load goods directly onto 
"ucks, railway-cars and vice-versa. The rate is about 300 tons per line 
‘ines) per shift. Packages weight: up to 35 kg. Packages size: up to 
abet mm.x350 mm. Refrigerated storage capacity 1,600 

nes at -2°C. 

STIEVEDORES: Ordered by ship's Agent, no separate ETA required. 
WEDICAL: All facilities available. 
TANKERS: Esso Pier: Length 345 m. Depth at head 33 ft. Discharge 

#é 1,000 t.p.h. Storage capacity 200,000 cu.m. Vessel moors to buoys 
*d uses anchor. 

é) Berthing and Mooring: Night berthing is not permitted. 

Normally, 1 tug is used by vessels of up to 14,000 d.w.t. and 2 tugs 
* *used for larger vessels. The tugs tow on the hook using ship’s lines. 
#| Ug is used for unberthing. 

; /essels approach the berth from a general Easterly direction and are 

‘vung off the head of the pier and backed stern first into the berth. 

‘sels berthing at the pier head use both anchors with about 7 shackles 

| ‘the water and secure lines from the stern to 4 mooring buoys near 

| "€ pier head. 

2 Agrimont Pier: Length 700 m. Depth at head 39 ft. Discharge rate 
‘| “tp.h. Storage capacity at Vadoil 300,000 cu.m. Vessel moors using 
#| P's anchor and 5 buoys. There is a berth along the North side for 
J akers unloading sulphuric acid, unloading rate 300 t.p.h. 

“Uustria Italiana Petroli Pier: Length 420 m. Depth at head 31 ft. Vessel 

fs to 4 buoys. Discharge rate 800 t.p.h. Storage capacity in excess 
| *100,000 cu.m. 
y Soil Pier: Length 435 m. Depth at Head 31 ft. Vessel moors using ship's 
: “chor and 4 buoys. Discharge rate 250t.p.h. Storage capacity 
i) 
| 
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,000 cu.m. 
Serthing and Mooring: Night berthing is not permitted. 
_,omally, 3 tugs are used for berthing. The tugs tow on the hook using 
“PSlines. 1 tug is used for unberthing. 


ITALY 


Vessels approach the berth from a general Southern position steering 
North. When about 500 m. off jetty head, starboard anchor is dropped. 
With tugs’ help, the vessels are swung in order to present the stern to 
the head of the jetty. Port anchor is dropped. Normally 7 — 8 shackles 
of chain are used. The stern is moored with 2 lines on each of the 
4 buoys. Vessels up to 15,000 d.w.t. can be moored, maximum draft is 
about 29 ft. Synthetic ropes are recommended. 

Sarpom Buoyage: Approximately 1,340 m. from the Quiliano mouth 
there are the pipe-lines Quiliano-Trecate’s buoys at a draft of 115 ft. for 
mooring tankers up to 260,000 d.w.t. 

By means of its submarine piping they get a pumping rate of over 
10,000 t.p.h. Its plant ashore contains a coastal storage from which goes 
a pipe-line 146 km. in length reaching the Sarpom refining mill (See 
“Quiliano Terminal’). 

DENSITY: 1025. 

FRESH WATER: Can be supplied alongside the quay by hoses, rate of 
delivery 10 t.p.h. The cost amounts to 1,764 Lire per ton plus 10,695 
Lire for the use of hose up to 50 m. long; plus 21,390 Lire for the use 
of hose up to 150 m. long; plus 32,085 Lire for the use of hose over 
150 m. long. Possible to supply fresh water in roads, weather permitting. 
FUEL: All grades available from major oil companies and supplied by 
barge only. 

FIRE PRECAUTIONS: Tankers or vessels handling dangerous cargoes, 
are requested to use vigilance prevention fire service carried out by 
2 men, one on board and the other ashore, supplied by the “Cooperativa 
S.Barbara III°" (fire brigade). No repairs or gasfreeing to be carried out 
without permission of Port Authority. 


CONSULS: 
Denmark Tel. 828814 Netherlands Tel. 821422 
France if 38451 Spain S 821747 
Malta "821404 Sweden “i 809471 
Norway "821747 


REPAIRS: All types of repairs possible except drydocking. 

In Savona the Classification Society is represented by the R.1.N.A. 

(Lloyd’s Register of Shipping). The A.B.S., N.V., etc., are represented 
in Genoa (40 km. from Savona). 
SURVEYORS: General cargo and bulk cargo Inspectors available at 
Savona or in case of need from Genoa. Petroleum Inspectors such as 
Saybolt-Van Duyn available at Siracusa with office in charge also for 
Savona. 

Locally available only Italian Register of Shipping (R.1.N.A.) all other 
Classification Societies available from Genoa. The representative of 
Salvage Association available from Genoa. 

GANGWAY/DECK WATCHMEN: Optional, can be employed from 
shore if required. 

HATCHES: Opening/closing hatches normally carried out by crew, on 
request stevedores can be arranged. 

CUSTOMS ALLOWANCES: Bond sealed. 50 cigarettes or the 
equivalent in tobacco per person for the first day in port, wine and spirit 
allowance is made for normal daily consumption on board. 
REPATRIATION: All facilities available for crew changes, good railway 
connections. 

AIRPORT: Genoa (Cristoforo Colombo) distance 40km.; Milano 
(Malpensa and Linate) distance 210 km.; Torino (Caselle) distance 
149 km. 

TIME: GMT plus 1 hour. From April to September, GMT plus 2 hours. 
HOLIDAYS: New Year's Day, (1st January); Town's Patron Saint, (18th 
March); Liberation Day, (25th April); Easter Monday; Labour Day, (1st 
May); Assumption Day, (15th August); All Saints Day, (1st November); 
Immaculate Conception Day, (8th December); Christmas Day, (25th 
December); Boxing Day, (26th December). 
POLICE/FIRE/AMBULANCE: Police, Tel. 828868; Ambulance, Tel. 
827272 (White Cross), Tel. 806868 (Red Cross); Fire, Tel. 33333 and 
86244. 

EMERGENCY CO-ORDINATION CENTRE: Harbour Master, Station of 
Savona. Tel: (019) 386656 (Officer on duty 24 hours a day). 
TELEPHONE: Can be connected on board. 

SERVICES: Cleaning of holds can be carried out by Impresa “Pippo 
Rebagliati’; tank-washing is possible only if the washing water is kept 
on board. Compass adjusting performed by Prof. G. Manella, c/o 
Nautical Institute. 

BANKS: 

Banca D’'America e D'ltalia, Via Garibaldi, 5, 16100 Genova. Tel: 
284141 (with automatic selection). Telex: Baigen 270023. 

The above bank is a branch of Bank of America, San Francisco. 

Banca Commerciale Italiana, Via Paleocapa, 121 r. Tel: 386407. 
Telex: 270059. 

Banca Nazionale del Lavoro, Piazza Marconi, 3. Tel: 802061. Telex: 
270313. 

Banca Popolare di Novara, Piazza Diaz, 41. Tel: 828881. Telex: 
331037. 

Banco di Napoli, Via Vegerio, 27. Tel: 37285. Telex: 271092. 

Banco di Roma, Piazza Diaz, 48. Tel: 386818. Telex: 616184. 

Cassa di Risparmio di Savona, Corso Italia, 10. Tel: 83111. Telex: 
Carisa 271075. 

Istituto Bancario S. Paolo di Torino, Corso Italia, 90 r. Tel: 802051. 
Telex: 270514. 

DELAYS: Normally no delays expected. 
STORING: See “Prelims”. 

1. Vessel can be stored both by barge or truck. 

2. Vessel can store from barge during loading or discharging. 

3. Trucks can proceed along side at the berth only in the commercial 
port and not at the private piers. 

4. Fork lift trucks can be used on the jetty to handle stores. 

5. Goods which make up stores loaded or transhipped on vessels 
sailing from Savona, are considered goods in-transit or re-exportation 
when foreign and considered final exportation when national or 
nationalised goods. 

6. Local riggers and on request stevedores can be employed to assist 
with storing. 
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SHORE LEAVE: Allowed. Launch service available for vessels on the 
roads. 
IDENTIFICATION CARDS: Shore passes issued by the Immigration 


Office. 

SHIP SUPPLY SERVICE: Provisions are supplied by the local ship 
chandlers who by their own motorboats can join off-shore ships (about 
20 miles from the harbour). 

Names and addresses are as follows: 

La Naval Proweditoria, Via Quarda Superiore 3-2, 17100 Savona 
(Italy). Tel: 822715. Cables: Navalprovis. 

Francesco Baglietto & Figlio, Via Quarda Inferiore 40-42-44 r., 17100 
Savona (Italy). Tel: (019) 851587. After hours (019) 803987. Telex: 
271120. FAX: 019-386385. 

Montanari s.r.|., Via del Molo 3 r., 17100 Savona. Tel: (019) 821161- 
821160. 

For vessels not alongside a quay, crew and passengers are landed 
by the motorboats of the following firms: 

I.M.A.R.T. s.n.c. di Spezialetti - Saccone & C. Impresa Marittima 
Artigiana Rimorchi Trasporti, Corso Vittorio Veneto 50/10, 17100 
Savona (Italy). Tel: (019) 802537 — 828917. 

NASTASI s.a.s. Trasporti Marittimi Locali di Merce — Servizio rada 
persone, Calata P. Sbarbaro — Zona 21, 17100 Savona (Italy). Tel: (019) 
821224. 

Boschi Italo & Matini Giuseppe, Trasporti con motobarca, via Brilla 6/2, 
17100 Savona (Italy). Tel: (019) 881523. 

Canneva Umberto, Calata P. Sbarbaro, 
Tel: 821169. 

Polimone Carlo, piazza D'Alaggio, 17100 Savona (Italy). Tel: (019) 
821491. 

Any extra or emergency services can be carried out by the tugs owned 


17100 Savona (ltaly). 


Soc. Carmelo Noli fu Giovanni, Sbarchi Imbarchi Spedizioni Rimorchi, 
Piazza Rebagliati 3, 17100 Savona (Italy). Tel: (019) 821254, 821118. 
Telex: 272293. 


Name g.r.t. LOA h.p. Class 
m. 

Luigi Noli 398.00 37.90 3,000 Ocean going 
Lombardia 1971520931211 2,500 Ocean going 
Piemonte 197.52::0r SA A 2,500 Ocean going 
Carmelo Noli 274.30 33.36 1,700 Ocean going 
Giuseppe Piaggio 177.45 27.74 1,600 _ 
Capo Vado 176.20 27.74 1,250 _— 
Riviera 173.00 30.00 2,040 _— 
Priamar 173.00 30.00 2,040 _ 


DEVELOPMENTS: Container terminal in Vado Basin is at an advanced 
stage of realisation. 

AUTHORITY: Ente Autonomo del Porto di Savona, via Gramsci 14, 
17100 Savona, Italy. Te/: (19) 802021 (with automatic selection). 
Telex: 271462 EAP SV. FAX: 019-827399. Cables: Portautonomo, 
Savona. Contact: Dr. Giovanni Bono, Managing Director. 


TARANTO: 40.29 N. 17.13 E. 


DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

Provisions Manifest. 

Manifest of Crew Personal Effects. 

Cargo Manifest. 

Arrival Report, completed on arrival. 

Maritime Declaration of Health Certificate, completed on arrival. 

Ship's Certificates including Italian Anchorage Dues. 

Vaccination Certificates for sighting. 

PILOTAGE: Pilotage is obligatory for vessels over 500 g.r.t., both for 
entry and leaving from Mar Grande. The Pilot boards arriving vessels 
at a distance of not less than 1 mile from the lighthouse of Capo S. Vito, 
and leaves on sailing when the line between the S. Vito and S. Paolo 
lights has been passed. 

RESTRICTIONS: Entry allowed day and night. 

In Mar Grande, the bottom slopes gradually upwards from the mouth 
(more than 30 m. at the centre) to the facing coastline (about 14 m.). In 
Mar Piccolo, the maximum depth of 12.5 m. in the first inlet and of 9.5 m. 
in the second inlet which slopes upwards tewards the coast. 

Vessels drawing more than 16 m. must pass to the West of the light 
buoy with radar reflector located about 1 mile to the South of the mouth 
of Mar Grande and which indicates the Western limit of two areas of 
17m. and 18 m. depth. 

Passage through the navigable channel: Merchant vessels whose 
passage necessitates the opening of the swing bridge and all foreign 
flag vessels must obtain authorisation to pass through the channel from 
the Port Captaincy. Methods of passage are indicated in the 
Mediterranean Sailing Directions. 

Prohibited Areas: To the South of the Islands of S. Pietro and S. Paolo 
is an area in which transit is prohibited. 

MAX. SIZE: Tankers up to 72 ft. draft may berth at buoy mooring. 

Also see “Berthing”’. 

HEALTH: Free Pratique is automatic for vessels coming from E.E.C. 
countries. From other countries it may be obtained via radio, by applying 
to “Sanimare Taranto” between 12 and 6 hours before arrival. 

Yellow fever vaccinations could be arranged by calling Bari port doctor 
to Taranto with two days’ notice. 
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(See Plan) 


RADIO: Vessels at sea may communicate with Taranto by the folio 
means: 
By R/T via Crotone Radio, listening continuously on 2182 kHz 
By VHF via Bari Radio, listening on Channel 16 from 0600 — 2499, 
By VHF via the Port Captaincy, listening continuously on Channg 
and the Pilot Station listening continuously on Channel 12 (Pilot Sery 
and safety only). 
Tankers: Tankers carrying/or to load over 2,000 tons of petrol, 
products have to send a cable 36 hours in advance to “Compan, 
Taranto” containing the following details: 
Ship Type/call sign/name/flag/g.r.t./n.r.t./d.w.t. 
Age Age of the ship/LOA/draft fore-amidship-aft. 
Arr ETA to pilot station. 


Cargo Type/quantity of cargo on board/or to be loaded, 

Fire If vessel equipped with inert gas system ang 
efficiency. 

Solas Whether Safety Certificates issued according to S) 
1960 or Solas 74/Protocol 78 or Solas 74. 

LO:P.P: Date/place/validity 1.0.P.P. Certificate. 

Paris Date and place where carried out last 6 mos 
inspection in European ports in accordance » 
Paris 1982 Memorandum. 

Poll Date and place of issuance/validity of Certificate 
Insurance or other financial security in respeq 
civil liability or oil pollution damage — not Tovaly 

Remarks Any news concerning deficiencies to hull/eng, 


steering gear/safety equipment. 

Tankers belonging to countries who are not signatories to the Sy 
74/Protocol 78, will have to anchor in Mar Grande Roads and are suty 
to a visit by the authorities as per Memorandum of Understanding, 
Port State Control. 

TUGS: 6 tugs (1,000—1,920 h.p.), available. Compulsory for vessels 
20,000 g.r.t., 2,000 g.r.t. carrying hazardous cargo and vessels wry 
have to pass through the navigable channel. 

BERTHING: Outer Harbour: Quay Nos. 1/2, combined length, 1,05) 
(32 m.); max. draft, 26 ft.3in. (8m.); Quay No. 3, length, 82 
(250 m.); max. 27 ft. 10 in. (8.50 m.). 

Italsider Pier: Eastern side (for discharge of ore, coal, steel scr 
length, 4,456 ft. (444 m.); depth alongside 52 ft. 6 in.; max. ¢ 
allowed 50 ft. Vessels up to 200,000 d.w.t. have berthed at Italse 
Jetty No, 4. Length 1,353 ft. Depth alongside 80 ft. Discharge» 
for iron ore (2 Dravo unloaders) 1600-2400 m.t.p.h. Dischay 
throughout 24 hours. 

Also see “Regulations”. 

Western side (for discharge and loading of finished goods): Leng 
1,566 ft. (477 m.); depth alongside 33 ft. 

Safety: During Winter time, berths are subjected to heavy swell wy 
may force vessels to leave same, as the breakwater effectiy 
protects only the Eastern side. However, work is now in proge 
to lay new breakwater, which should also render safe the West 
side. 

Head of the Pier: Width, 448 ft. (136.55 m.); max. length of vess 
459 ft. (140 m.) or up to 525 ft. (160 m.), subject to vessels lay 
at Western and Eastern sides being berthed at not less than 1 
(50 m.) from head of pier; depth alongside, 32 ft. 8 in., (10 m} 

Cement Pier: Max. depth is 8.50 m.; suggested max. draft 8.21) 
(26 ft. 10 in.); max. vessel length acceptable, 120 m.; rate of loat 
(in bulk): up to 280 mt.p.h.; (in bag): up to 35 mt.p.h. 

BRIDGES: 1 bridge in Inner Harbour. Opening times: 0020 — 0420% 
0830, 1510, 2110 hrs. Opening on Agent's request to Harbour Mas 
(24 hours’ notice requested for day opening time). Max. speed in! 
canal, 6 knots. 

STEVEDORES: Available. Normal working from 0700 to 1500 hrs. 
work performed in overtime/and/or holiday, the “Tariffs to the Work 
are increased as follows: 


Day Shift Increase 
Weekdays 1500-2300 hrs. 40% 
2300-0700 hrs. 80% 
Saturday 1100-1500 hrs. 40% 
1500-2300 hrs. 40% 
2300-0700 hrs. 80% 
Sunday 0700-1500 hrs. 50% 
1500-2300 hrs. 80% 
2300-0700 hrs. 100% 


MEDICAL: Civil hospital and private clinics, also military hospita # 
ambulance service of Italian Red Cross. 

TANKERS: Aviation Gasoline Oil Jetty: Tankers moor with 2 anc® 
and with stern made fast to 4 buoys. Connection by stern. Vessel 
up hoses (9 in.) from the jetty (breadth 9 ft., length 1,476 ft.). Leng? 
pipe-line from 0.5 to 1.5 miles. 

Access to vessel by boat. No water or bunkers available. Max. 

25 ft. Night crossing of Mar Piccolo up to and from jetty is not allor 
Navy Oil Jetty: Pier, terminating in 2 quays, which may accommoe 
2 vessels each. Max. draft 33 ft, hoses 300 mm. Night movem® 
allowed. 
Petroleum Pier: Exclusively used for handling petroleum products ® 
4 berths and is connected by several pipe-lines with Shell lta 
Refinery, as well as with the bulk plants belonging to Agip, and Ind 
Chimiche de Gaeta, which are all located in the industrial area of Ta® 
adjoining the petroleum port. Access to the pier is through a dock Ki 
long and 33 m. wide. The pier itself is 560 m. long. 

Berth Nos. 1 and 2 (after berths), max. length of vessel, 1% 
(557 ft. 3 in.); max. draft, 9.50 m. (31 ft. 2in.). Max. depth, 
(32 ft. 9 in.). Bunkers from line, (8 in. hose, 10 in. pipe-line). Watt 
barge. Loading arms, 2 of 10 in., 3 of 8 in. 

Berth Nos. 3 and 4 (fore berths), max. length of vessel, 2% 
(682 ft. 5 in.); max. draft, 10.50 m. (34 ft. 5 in.); max. depth, 11.0 
(36 ft. 1 in.). Bunkers and water, as per berths 1 and 2. Loading ® 
6 of 10 in. 


per is fitted with 1 line for each product to be loaded (14 lines) and 
wt line for ballast discharge. Any quantity of ballast may be received 
**s pier. Access to the pier for provisions only via boats. 

ay CBM: Shell Terminal for discharge of crude oil is situated in Mar 
sande N.E. of St. Paul's Island. Distance 3,000 m., and bearing 048° 
sm iight at the head of St. Paul Breakwater. Vessels moor at Q Buoys 
sn port anchor down. Buoys are equipped with intermittent red lights 
yd quick-release hooks. ’ 

the hoses (2% 12 in.) are signalled by marker floats and have to be 
aed by vessel with derrick capacity at least 8 tons. The terminal is 
venected with the refinery by a 34 in. pipe-line, 5 km. long. Max. length 
ceptable 330 m., max. draft 72 ft., max. d.w.t. 200,000 tons. 

2 tugs recommended for berthing with good weather and without 
yoxth-westerly winds. Night mooring and unmooring allowed. 
igo Anic Terminal: Vessels moor with 2 anchors and with stern made 
sito 4 mooring buoys. ; 
Maximum draft 26 ft. 3 in. (8 m.). Under rough weather conditions 
essels may have to leave the terminal, position being exposed. No 
scoring at night allowed, while unmooring is permitted. Supplies, 
uokers, water, and connections with vessel by barge. 
For methanol, tank inspection is usually carried out in the roads, before 


in 
ae Ferrandina SPA Terminal: 3 sea lines, the hoses of which must 
» \fted from the sea bottom by ship's gear. 1 sea line (6 in.) is used 
» ad methanol and 1 (6 in.) to load soda. Third (3 in.) sea line is for 
water. Port side hose connection. Pipe-line length 0.25 miles. 

Vessels moor with starboard anchor and made fast to 3 buoys astern 
»é 1 port. Night movements are not allowed. Max. draft 22 ft. 
vax. length 85 m. 
equstrie Chimiche Di Gaeta, G./.D. Terminal: Situated further West of 
222i Terminal, it has 3 sea lines with hoses of 6 in. and 10 in., which 
rave to be lifted from sea bottom. 

Vessels moor with port anchor and make fast to 3 buoys astern and 
‘buoy forward starboard. Max. draft 22 ft. Night movements not allowed. 
DENSITY: 1029 — 1031. Tides negligible. Maximum variation 1 ft. 
FRESH WATER: Available at all quays from 0700 to 1700 hrs. Also 
gailable by barge of up to 190 tons capacity. 

FUEL: Available by barges from Agip; Shell and Sincat. 48 hours’ notice 
quested, aside from usual stemming. Also available at the tanker 
terths by pipe-line. 

lubricating Oil. Available from Shell, Mobil and Esso. 

FIRE PRECAUTIONS: Performed by fire brigade and compulsory to all 
ankers undergoing repairs/dry docking. It is requested and paid for by 
te shipyard, which afterwards charge same directly to the Owners. 


| CONSULS: Spain, France, Panama and Norway. 


REPAIRS: All major repairs undertaken. 
DRY DOCKS: 2 floating docks owned by Stabilimenti Navali Societa 
ser Azioni Taranto (Telex: 860020) with dimensions as follows: 


Dock No. 1 Dock No. 2 
length at support level 699 ft. 8 in. 808 ft. 4 in. 
length overall 765 ft. 4 in. 869 ft. 4 in. 
Sreadth at support level 121 ft. 3 in. 137 ft. 1 in. 
Depth 29 ft. 8 in. 27 ft. 9 in. 
uhing capacities 28,000 tons 40,000 tons 


Max. draft acceptable in channel leading to the shipyard is 33 ft. 
GANGWAY/DECK WATCHMEN: Available. Hourly cost, lire 450 per 
watchman used (lire 500 on Sunday and holiday). 

OPENING/CLOSING HATCHES: Usually carried out by crew, but 
slevedores also carry out this operation. 
CUSTOMS ALLOWANCES: 40 cigarettes and 1 opened bottle wine/ 


| spirits per man. 
‘| REPATRIATION: Good facilities exist. 


NRPORT: Located at Grottaglio, 20 minutes by car from the city. It is 
served by 4 daily connections with Rome, and 1 to Naples. 
TIME: GMT plus 1 hour in Winter. GMT plus 2 hours in Summer. 
HOLIDAYS: New Year's Day (1st January); Epiphany Day (6th 
January); Saint Joseph's Day (19th March); Liberation Anniversary (25th 
Aonl); Easter Monday; Ascension Day (19th May); Corpus Domini Day 
%h June); Labour Day (ist May); Republic Foundation’s Day (2nd 
Ane); Saint Peter and Paul's Day (29th June); Assumption Day (15th 
“wgust); All Saints’ Day (1st November; National Unity Day (4th 
‘ovember); Immaculate Conception Day (8th December); Christmas 
vay (25th December); Saint Stephen’s Day (26th December); Town 
saint Patron's Day (10th May), at Taranto. 
TELEPHONES: No facilities for placing telephones onboard. Vessels in 
e roads may make connection via VHF radio. 
=: Compass adjusting, divers, frogmen, daily refuse collection, 

. available. 
Sop collection: Societa Armatoriale, Taranto provide a slop collection 
sevice for ships passing by Taranto. 

The slop-ship Panda (about 16,000 cu.m.) is equipped for removal of 
dige water, dirty ballast and slops, having a loading rate of about 

cu.m./hr., with oil/water separators capable of 150 cu.m./hr. 

alt company’s mailing address is Societa Armatoriale Sri, Corso due 
vl 18, 1-74100 Taranto, Italy. Telex: 860864 (AB: diver i). 
SORE LEAVE: Allowed. 
DENTIFICATION CARDS: Required. Shore passes issued by local 


ice 
SENERAL: The port area of Taranto comprises of areas: 

ar Grande: 
2) The commercial port defined to the East by the S. Eligio Mole and 
*the West by the first projection (S. Cataldo Mole). 
a”) The industrial port defined to the East by the second projection 
2d ‘o the West by the fourth projection of the industrial sector, and also 
“me West by Punta Rondinella, beyond Mar Grande. 
at The oil port constituted by the I.P. Pier (this also includes Agip 

Montedison), by the pipe-line terminals of Agip and Anic- 

“ychimica, together with the |.P. buoyed area. 

9) The military pier of Chiapparo as far as operations of merchant 
ssels are concerned. 
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Mar Piccolo: 

(a) The Cariati and Garibaldi Berths. 

(b) The berths and basins of the Taranto Shipyards. 

(c) The Military Aeronautical Forces Pier as far as operations of 
merchant vessels are concerned. 

The usages of the berths in the port of Taranto, apart from various 
contingent arrangements made by the Port Captaincy Command, are 
as foliows: 

Commercial Port: S. Eligio Mole: For bunkering from land to vessel, for 

restocking bunker deposits, for embarkation of port services: Pilots, 

mooring gangs, fire watchmen, for the launches of Customs and Police. 

In relation to the requirements of the port services at S. Eligio Mole, 

vessels carrying various cargoes may also berth. 

S. Eligio Berth: For pontoons and tugs. 

Wharf No. 1 (Commercial Berth): Intended for commercial traffic. 

1st projection (S. Cataldo Mole): Intended for commercial traffic. 

Wharf No. 2 (between the 1st projection of S. Cataldo Mole and the 
2nd Italsider projection): Intended for commercial traffic. 

Industrial Port: (Partly under concession to Soc. Italsider of Genoa for 

the Fourth Taranto Ironworks and partly to Soc. Cementir). 

2nd Italsider projection: East Side: For discharging ore and coal. Head: 
For discharging Category C oil products; West side. For loading and 
discharge of metal products. 

Wharf No. 3 (between 2nd and 3rd Italsider projections): For loading 
and discharging metal products. 

8rd Italsider projection: East and West Sides: For loading and 
discharge of metal products. Head: For discharging Category C oil 
products. 

Wharf No. 4 (between 3rd and 4th Italsider projections): For loading 
bagged cement. 

4th Italsider projection: East Side: For discharge of iron ore and coal, 
and for loading bulk cement. 

Italsider Mole (new port basin to the West of Punta Rondinella): West 
Side: For loading and discharging metal products. 

Oil Port: (Under concession to the companies |.P., Agip, Montedison 

and Anic-Liquichimica). For loading and discharge of oil products of all 

hazardous categories and chemical products. 

Cariati Berth: For motorised fishing vessels and small fishing craft. 

Garibaldi Berth: For fishing vessels and laid-up craft. 

REGULATIONS: Safety Regulations for Coal Vessels: Vessels arriving 

with coal for Taranto should follow the following safety procedures: 

The Master has to cable (Prior to entering port) to the Harbour Master, 
Taranto (cable “compamare taranto”, telex 813199 compta) stating: 

1. a) Dangerous coal characteristics according to IMO Regulations, 

i.e. to which class does the coal belong. 

b) That crew shall adhere to IMO requirements in handling such 
cargo. 

c) That opening devices for hatch covers have been recently 
checked/maintained. 

d) That cargo does not show any sign of self-combustion. 

e) That hatch opening operation shall be carried out taking into 
due consideration every precaution suggested by the type of 
cargo. 

2. Should all requirements as per No. 1 not be duly fulfilled, the Harbour 
Authorities shall order the vessel to be placed in a safe position and 
wait for the port chemist to attend on board. 

3. Unloading operation is subject to previously opening and ventilating 
all holds and adjoining spaces which might contain gas. 

4. In addition to all safety rules enforced by the Port Safety Regulations 
and competent authorities, safety regulations are to be followed 
during sea passage, while lying in roads or at port, i.e. signs must 
be displayed prohibiting smoking, use of naked flames, chipping or 
using any other ignition source close to the cargo spaces or any 
adjoining space. 

Any possible repair work must be authorised by Port Authorities. 
Similar signs must be shown under receiver's care on quay. 

5. No incompatable activities can be carried out on board the vessel 
and/or on the quay. No repairing/maintenance work can be carried 
out within 15 minutes from holds opening. 

6. All necessary precautions must be taken during discharging 
operations to avoid cargo spilling in sea to prevent any pollution. 


SHIPMASTER’S REPORT: December 1988. 

The following Information Sheet was supplied to the Master by the 
Agent on vessel's arrival. 
VHF: 

Commercial calls 

Harbour Master/Pilot Channel 12. 

Launch service Channel 10. 

All vessels anchored in the roads must keep watch on Channel 12 
from the 15th to the 20th minute of each hour for the purpose of receiving 
orders, or news of their interest, if any, from the Harbour Master. 
Pilotage/Linesmen/Towage: Pilotage and linesmen service are 
compulsory for all vessels over 500 g.r.t.; however vessels up to 2,000 
g.r.t. may avail themselves of VHF Pilot service at a 60% reduced rate. 

Towage service is compulsory for all vessels over 20,000 g.r.t. (at 
least 3 tugs up to 40,000 g.r.t. and then 4 tugs) whilst, for tankers, tugs 
are compulsory as follows: 

2,000 to 5,000 g.r.t. 


Channel 16 via Bari Radio. 


1 tug (minimum) 


5,000 to 15,000 g.r.t. 2 tugs 
15,000 to 30,000 g.r.t. 3 tugs 
over 30,000 g.r.t. 4 tugs 


Towage of vessels with inactive engines is subject to 40% increase. 

Towage lasting more than one hour (two if canal crossing involved) 
is subject to 30% increase for each subsequent half an hour or portion 
thereof. 
Robbery/Pilferage: Night watching service by crew members or 
authorised sworn watchmen is recommended in view of robberies having 
occurred in the past on board vessels berthed or anchored, especially 
concerning paints and ropes. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Safety in Roads: When a vessel is anchored in Mar Grande Roads, it 
should be borne in mind that the nature of bottom is mainly clay/mud 
and offers very bad holding ground; therefore, under strong S./S.E. 
winds (which occasionally blow in Taranto) the anchors may drag and 
consequently, danger to the vessel arises. 

Bonded Goods: Upon arrival in port, Customs grant for crew 
consumption purposes, 50 cigarettes for each crew member and 1 bottle 
of spirits for every 10 crew members, which should be used within 
48 hours of vessel's arrival. 

Crew Lists: According to IMO International Convention 19/10/1971, upon 
arrival and departure, Harbour Master requires an updated Crew List 
on IMO approved forms. 

Ship's Documents: We take the liberty to remind the Master that 
Outward Clearance granting, is subject to following certificates being 
valid: 

Safety Equipment. 

Safety Radio. 

Safety Construction. 

Load Line (including annual survey). 

Deratting Exemption. 

Launch Service: Vessel’s launches cannot be used for connection with 
shore. Boat service is made available by an authorised firm at an official 
rate, which is increased by 70% from 1700 hrs. to 2400 hrs. weekdays 
and from 1200 hrs. to 1700 hrs. on Saturdays; by 100% from 0700 hrs. 
to 2400 hrs. on holidays and 1700 hrs. to 2400 hrs. on Saturdays; and 
by 200% from 0000 hrs. to 0700 hrs. any day. 

Bunkering: Bunkering operations may be carried out only by barge. 
While bunkering, an engineer and a fire watchman (sent onboard by the 
Harbour Master on signing the bunkering authorisation) must stand-by 
and hose area must be properly lighted during night-time. 

Any spillage on deck must be immediately cleaned up. 

Water Pollution: Port Authority closely watches this matter and Masters 
are kindly invited to take all necessary steps to avoid any possible 
pollution. Also vessels discharging ore/coal are not allowed to wash 
decks in port (including roads). 

Should any pollution be caused and vessel's responsibility proved, all 
expenses involved in carrying out the cleaning will be for vessel's 
ro (to be paid for prior to departure) or Master shall be sued by 

ourt. 

Garbage Collection: Daily collection of garbage from vessels is 
compulsory and is carried out by the authorised firm (Nigromare) by 
means of a motorboat, and a supporting slip must be signed each time, 
even if no garbage is given. 

Note: The service covers only galley and crew garbage collection. 
Disposal of other ship's waste is subject to a charge, to be agreed each 
time. 

Water Supply: Water is only available by barge (except Pier No. 1 in 
Commercial Port). Minimum charge is for 25 tons. At least 24 hours 
notice should be given to Agent. 

Provisions/Stores: Provisions and stores to be delivered by barge only. 
ae yeney Request: Cash must be requested 24 hours prior to being 
needed. 

No foreign currency available unless remitted directly to Master from 
abroad and sufficient notice is given to Agent to arrange collection in 
due time. : 
Repairs: Authorisation to carry out repairs of any kind is subject to an 
application to Harbour Master, on forms obtainable from Agent. 

Hot work (involving naked flames) in the engine room, is always 
subject to Port Chemist's attendance. 

Tankers, including OBO/OOC vessels, must also obtain a Gas-free 
Certificate” for the area affected by the repairs (even if carrying iron ore/ 
coal). When above vessels are performing loading/unloading operations, 
authorisation is also subject to Master’s Declaration that vessel is always 
ready to shift with her own engines at any time. 

Landing Spares: Any landing of spares for repairs and/or shipment must 
be authorised by Customs, through Agent. 

Seamen Signing-off for Repatriation: Please note that, according to 
Italian law, seamen signing-off for repatriation are not allowed to take 
any bonded goods out of the harbour area. Inspection of baggage is 
usually carried out by Customs Officers when landing. Furthermore, 
owing to Italian Money Exchange Regulations, a crew member leaving 
the country, is not allowed to take abroad more than 200,000 Italian lire, 
while no limitation exists on foreign currency exportation, if crew member 
can provide valid evidence of how currency obtained. 


AUTHORITY: || Comandante Colonello di Porto. Telex: 813199 Compta |. 


TORRE ANNUNZIATA: 40.45 N. 14.27 E. (See Plan) 


DOCUMENTS and all General Information — refer to “Naples”. 
Arrival: An inspection is made on board by the Finance Guard (Customs 
Department) to check cargo documents in respect of goods and the 
composition of provisions on board. Then the Master of the vessel or 
his Representative (Ship's Agent) presents to Customs the manifest for 
arrived goods together with relative commercial documents. At the 
request of the Ship's Agent, the landing of goods is authorised on the 
“Discharge Copy” of the manifest which sets out each individual item 
to be landed. 

Goods can be discharged into the Customs Warehouse or Private 
Warehouse to await Customs Clearance. 
Departure: Prior to departure of vessel, the Customs releases a 
departure manifest, setting out a list of any goods in transit or destined 
for other Italian or foreign ports. 
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PILOTAGE: Pilotage is obligatory for vessels over 500 g.rt., a 
effected by 2 Pilots of the Castellamare di Stabia Corps of Pilots: 
8717196. Pilots use a wooden pilot cutter 10 m. long and with ay 
of 10 knots. 

RESTRICTIONS: Entry permitted during daytime only for vessa 
excess of 80 m. LOA. 

Mainly a fishing port with few facilities for larger vessels. Reps 
not to be suitable for larger vessels during winter months due to freq, 
high winds and heavy swell within the harbour. 

MAX. SIZE: Length 472 ft., draft 30 ft. 

VHF: Radio station of the Port Captaincy, with VHF unit opes 
between 0800 hrs. and 2000 hrs., listening out on Channel 16 , 
working on Channel 15. : 
TUGS: The port has no resident tugs available; if required, they oc» 
requested from Naples. 

3 line boats available to assist with mooring. 

BERTHING: Cajlata Crocelle: 1 berth only. Length 315 m. of » 
200 m. is in use. Depth alongside 6 m. — 7m. Used for comme 
operations and by fishing vessels. 

Molo di Levante: 1 berth only. Length 250 m. Depth 8.5 m. —-9m.4 
for commercial operations; general cargo, cereals, iron pipes ; 
2 towers each with 2 suction pipes, rate of each tower 600 t.p.h? 
silo is owned and operated by Societa Lavorazione Cereaj, 
Mezzogiorno (Tel: (081) 8615991). 

CRANES: 1 x20 ton quay crane, 140 ton mobile crane. 
CARGO HANDLING FACILITIES: 1 grain silo, capacity 60,000 » 
loading rate 1,200 t.p.h. Loading onto rail trucks or lorries by gw 
using hoppers with overall delivery rate 250 t.p.h. 
STEVEDORES: Working Hours: 0800 — 1200 hrs. and 1300 — 1700) 
MEDICAL: Port doctor available. Hospital with 100 beds. 
FRESH WATER: Available. 

FUEL: Available. By tanker or barges owned by Messrs. Garoly 
Naples. 

SURVEYORS: None. 

WATCHMEN: Not available. 

AIRPORT: Naples Airport (Capodichino) is 23 km. away, and} 
domestic services to Rome, Milan, Bologna, Brindisi, Catania, Gey 
Palermo, Turin, with 2 international flights per week to London. 
EMERGENCY CO-ORDINATION CENTRE: Comando in Capo: 
Dipartimento Militare Maritimo del Basso Tireno (Military Naval 
Command for Lower Tyrenia), Via Santa Lucia, Naples. Tel: |) 
406244. 

BANKS: Banca Commerciale Italiana, Corso Umberto | 153.) 
8615100. 

Credito Italiano, Corso Vittorio Emanuele III° 307. Tel: 8615240 

Banca Nazionale del Lavoro, Via dei Mille. Tel: 8612003. 
STORING: See “Prelims”. 

Yes, using own means of handling. 
Yes. 

Yes. 

Yes. 

See above. 
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. Yes. 
GENERAL: The port has no Ship's Agents, Forwarding Agents, orN 
Suppliers. 

Two road vehicle weighing bridges on the East Mole, one oper 
by Customs with a capacity of 40 tons, and one by SO.LA.CE.Mt 
a capacity of 80 tons. 

There are ample electric train services to the rest of Italy from! 
town station. Torre Annunziata is connected by motorways (A3}* 
Naples and Salerno, and by main roads to Naples, S. Giovanni Tedut 
Salerno and Sorrento. 

Post, telegraph and telephone offices are a short distance from’ 
port in the town. 

One lifeboat, 2 engined with a speed of 24 knots, 5.3 m. long, ow 
by the State and operated by Circomare. 

There is no Fire Brigade. 

The port is subject to a slow siltation process due to the River S¢ 
which comes into the sea 1 mile to the South. 

The cross wind is from the West. The Scirocco and the Libeccio c# 
a strong dangerous surf for vessels berthed at the quays. 

The tide brought up by the Libeccio sometimes comes right ovel’ 
West Mole. 

When works currently in hand are terminated, involving’ 
construction of a small elbowed quay about 130 m. long in the W¥ 
area of the port, this will supply a safe berth for fishing vessels, # 
will also be advantageous for the nearby Calata Crocelle, which wil? 
remain available for commercial operations only. There are good # 
for future development. 

DEVELOPMENTS: Calata Crocelle being extended by 35m. W* 
Breakwater being extended. 

AUTHORITY: Ufficio Circondariale Marittimo di Torre Annunziata, 
di Torre Annunziata, 80058 Torre Annunziata. Tel: (081) 861! 
8622978. Contact: Lieut. Pietro Lafata, Port Captain. 


TRIESTE: 45.39 N. 13.45 E. (See Pé 


PORT LIMITS: From Barcola (4 km. East of Capo Miramare) to 
in the Muggia Bay. The roadstead is 18/24 m. deep. If Readiné 
declared before 1200 hrs. laytime commences at 1300 hrs. If read® 
is declared between 1200 hrs. and 1700 hrs. laytime comment 
0800 hrs. the following day. The declaration of “Readiness” is ® 
when the ship docks at the operative pier or when the ship anche 
the roadstead. 


poeamenTS: 
by Customs: 
7Cargo Manifests. 
+ Stores List. 
+ Provisions List. 
sy Port Authorities: 
‘4mival Report. 
2 Crew Lists. 
a Passenger Lists. 
ty Police: 
; Crew List. 
; Passenger List. 
shore Passes, provided by Agents. 
ty Port Health: 
yartime Declaration of Health. 
tso see “Shipmasters Report”. 

»,OTAGE: Compulsory for vessels over 499 g.r.t. Location of pilot 
) «ston for large tankers is in approximate position: Lat. 45°37’ N., 
13° 43’ E. Call Pilot on VHF Channel 14, working Channel 10. 
sor smaller vessels Pilot boards in approximate position: Lat. 

6 99'N., Long. 13° 44’ E. 

WCHORAGE: No Pilot required to anchor in roads. Normal anchorage 
syessels awaiting entry is to the West of Luigi Rizzo Breakwater where 
ss holding ground has been reported to be poor. 

yAX, SIZE: Tankers up to 1,000 ft. LOA, draft 54 ft. 3 in. and 160,000 
s0W.T. at SIOT Terminal Berth No. 3 and 1,076 ft. and 215,000 
| :pWw.T. at SIOT Berth No. 4. 

¥ALTH: Free Pratique is granted by the Local Health Officers who 
ward the vessels on arrival together with Port Authorities. The Pratique 
‘sn aiso be requested by cable, addressed to “Sanimare — Trieste” and 
sang the port of origin, the number of crew and general health condition 
mn board. 

aaDI0: Trieste Radio call sign IQX, operating continuously. Radio 
tdephony and/or telegraphy can be used. RTF Channels 8, 12, 16, and 
0. ETA to be sent 48 hours in advance to Agent. Any change of ETA 
ymore than 1 hour should be reported. 

(MF: Harbour Master — call sign ‘Compamare Trieste’ on Channel 16. 
tiso see “Pilotage’ and “Tugs”. 

TGS: 8 tugs available up to 3,000 h.p. 6 tugs also available up to 
(00 h.p. Tugs normally join vessel at pilot boarding station. Ship's lines 
sed. Tug assistance is compulsory for tankers. Tugs equipped with 
WHF and foam fire fighting equipment. VHF working Channels 10/12. 
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* 3ERTHING: Max. draft allowed at berths as follows: 

Punta Franco, Vecchio, ore pier, 28 ft.; Other berths, 21 ft. Punto 
‘franco, Nuovo, ore pier, 30 ft. silos, 31 ft. 5 in.; general cargo, 31 ft. 
‘unto Franco, Scalo Legnami, 24 ft. Molo Martello, 30 ft., max. length 
‘ship, 171 m. Italsider, berths, 45 ft. 

Pontile Aquila, oil pier, 38 ft. Italcementi, berths, 30 ft. Vetrobel, berth, 
}OAALF.A., berth, 21 ft. 
Mole No. 7 (Container Terminal), max. draft 52 ft. 


SPECIALISED CARGO HANDLING FACILITIES: Wheat storage-bin 
cereals and oil-seeds, capacity 30,000 tons, with 4 pneumatic 
loaders. Auxiliary set, capacity 16,000 tons, with 3 pneumatic dockers. 
Coal and ore discharge at Pier 5: 3x6 ton bridge cranes and 6 x6 ton 
boranes. Discharge rate 200 tons per shift. Max. draft 9.5 m. 

Coals and minerals plant, Molo V, with 7 cranes and 3 bridge cranes. 
Coals and minerals plant Italsider pier with two 25-ton unloaders. Rate 
“0 tonnes/hr. for coal and 500 tonnes/hr. for iron ore. 

ype loading, alcohol and other liquid stowage plant, capacity 
3340 cu.m. 

Maturity, conservation and disinfestation fruits and vegetables plant. 
Refrigerant, capacity 3,700 tons. 

“ntainer Terminal: Quay length 650 m., total area 20 ha. 4 rail-mounted 
2 ton gantry cranes (portainer) and other modern and _ special 
‘Sallations for unloading/loading, moving and parking containers. 
‘ol-on/Roll-off: 3 ramps at Mole No. 7. 
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SIEVEDORES: The working hours for the harbour operations are: 1st 
“nffom 0730 to 1400 hrs. 2nd turn from 1400 to 2030 hrs. On Sundays 
“holidays the 2nd turn is limited to ferry boats, container ships, 
“bading/loading of live animals, and to perishable goods operations. 
® slomers can take advantage of a possible 3rd turn in the labour days, 
s| ‘onday to Friday, from 2100 to 0330 hrs. 

@) Night work, Sundays and holiday work, the 2nd turn of Saturday and 
" "econtinuation of the turn is considered as overtime work. 


~ he All facilities available. Preferable order in advance if required 

ays. 

: ANKERS: No slop discharge facilities; no repairs allowed to tankers 

; *ading/discharge berths; no trucks or lorries allowed at Aquila Oil 
~ which can only be approached by motor boats. 

“stictions: Night berthing is not permitted at the Aquila berth except 

“lankers under 3,000 d.w.t. 

_‘Vhen the temperature is below 0°C, vessels calling at the Aquila berth, 

“Y, 0n occasions, not be berthed on account of ice layers forming on 

®surface of mooring buoys. 

: thing operations are also restricted at all terminals when wind 

eds 80 km./hr. (43 knots). 

1 ey Advice: The Bora is a violent Northeasterly wind, which in 
ms Ort of Trieste blows from a general East-Northeasterly direction. It 

ul: fen etonally strong from November through February and can, within 

an hours, reach gale or hurricane force. The Bora is accompanied 

ss 
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é 
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— in barometric pressure and a drop in temperature, and freezing 
itions can occur. 


Pt an’ close watch on weather and moorings is therefore necessary 
{berths in the harbour. 


4s: Towage is compulsory for vessels over 3,000 gross tons. 
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Berthing Operations: Usual seamanship precautions must be taken 
approaching berths. 

Wires are permitted after the vessel has been bonded using bonding 
wires. 

Pilot/tug/mooring boat communications during berthing operations are 
carried out by walkie-talkie. 

Two mooring boats are normally used. 
Transalpine Pipe-line Terminal (SIOT). 

The following are some of the regulations for vessels calling at SIOT. 

REGULATIONS 

Arrival of Vessels: No vessels may enter the SIOT port area except in 
strict compliance with instructions issued by SIOT. 
Extraordinary Docking Conditions: Damaged vessels must report to 
SIOT well in advance of their date of arrival at the port area. Should 
SIOT consider a vessel to be unsuitable for discharge at the terminal, 
said vessel may be refused admission, or ordered to lay off, even after 
discharge operations have been started, or be admitted for discharge 
only on specially defined terms. 
Docking and Sailing Manoeuvres: SIOT does not assume any 
responsibility for the docking or sailing manoeuvres of any vessel, 
including towage and mooring and for any pollution caused by the 
vessel. Pilotage and sufficient number of tug-boats with efficient power 
are compulsory. 
Mooring Operations: 

1. The right to assign a berth to incoming vessels for the discharge 
of cargo rests with SIOT. 

2. All vessels must securely and tautly be moored at all times when 
at jetty. Masters’ attention is drawn to the peculiar conditions of Bora 
wind which can blow with little warning and with extreme violence. 
Hawsers and mooring lines must be secured on quick release hooks 
and pulleys provided for the purpose. 

3. Access to and from a vessel will be established by way of a SIOT 
gangway. The gangway will not be placed on board before the following 
conditions are met: 

a) The vessel must be securely moored. 

b) The vessel must be earthed to the jetty. 

4. Access from the ship's deck to the gangway, if required, is to be 
provided by the vessel. 

Traffic Within the Port Area: 

1. Access to or from a vessel is not permitted until the vessel has 
been properly cleared by the appropriate Authorities. 

2. Employees and Representatives of SIOT on duty must be granted 
access to the vessel to perform their tasks, the Master or his 
representatives shall furnish them with all pertinent data that SIOT may 
require and must give them permission to personally inspect all facilities 
necessary for handling cargo. 

3. Passes provided by the Police must be issued by the Master to 
crew members and other for shore leave purposes. 

4. Any person wishing to enter the SIOT port area must have in his 
possession a pass as prescribed by SIOT and the Authorities. Once in 
the port area he must report to the Pier Master for the necessary 
instructions regarding behaviour in the port area. 

5. All traffic between the ship and shore as far as it must pass through 
the premises of SIOT is restricted exclusively to the tanker jetties and 
their access roads. Unless specially authorised no motor vehicles are 
allowed on the piers. All transportation will be performed by a special 
bus-service provided by SIOT. 

Cargo Operations: 

1. Before receipt of a cargo, SIOT, on behalf of the consignees will 
measure the contents of the tankers’ cargo tanks at Trieste or may 
accept a measurement made prior to the arrival at Trieste and will take 
an average sample. 

The binding determination of the quantity received by SIOT will be 
made by means of manual gauging in the storage tanks of Trieste Tank 
Farm or with the aid of automatic measuring device and according to 
the legal, Customs and fiscal requirements. 

If the measurements in the storage tanks at Trieste Tank Farm show 
a difference exceeding 0.5% of the quantity in metric tons stated in the 
loading documents, SIOT will notify in writing the Master, if possible, 
advising at the same time the consignee. 

2. All sea valves, overboard or other appropriate valves, isolating the 
cargo system from the sea, must be closed prior to the start of discharge 
operations and must be checked and where possible sealed. Where 
tankers are fitted with normal ballast system such sealed valves may 
only be opened with the consent of SIOT and providing alternative cargo 
isolating valves can be closed and sealed. 

In all other cases valves must remain sealed and closed throughout 
discharge. Authorisation to open these valves must be obtained from 
SIOT prior to ballasting. 

3. Discharge operations should be carried out as far as possible, 
without interruption and within the shortest possible time. The maximum 
pressure permissible on the shore gauge is 10 bar. 

4. The completion of discharge shall be agreed by both, SIOT and 
the Master and if required by the Master or the consignee, both shall 
sign a “Qualified Certificate on the Petroleum Remaining On Board’. 

5. Should any complaint arise which may have a bearing on the 
quantity or the quality of the cargo, or on the discharge operations, SIOT 
will lodge a protest in writing, the receipt of which must be confirmed by 
the Master. 

6. Inert cargo tanks and tank washing with petroleum: 

a) Discharge of inerted ship tanks and tank washing with petroleum 
when agreed to by the Port Authorities will only be permitted when it is 
carried out in full accordance with the ‘Guidelines for Tank Washing 
with Crude Oil", latest edition, published jointly by: International 
Chamber of Shipping and Oil Companies International Marine Forum 
London. 

b) In particular, inerted cargo tanks of vessels shall remain sealed 
and kept under positive inert gas pressure throughout the stay alongside 
except as required for cargo measurement and sampling. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng, 


Vessel Berth Occupancy: 

1. The estimated discharge time and time for normal ballast operation 
shall be mutually agreed between SIOT and the Master or his authorised 
representative. 

2. The pumping program shall be determined in agreement between 
SIOT and the Master. SIOT is entitled to interrupt discharging and have 
the berth cleared in case of emergency. 

3. Upon completion of the discharge and ballast loading the vessel 
shall clear the berth subject to consideration of safety. Bunkering and 
fresh water loading, if required, shall, if possible, take place during 
discharge. 

4. As berth occupancy time, tankers shal! be allowed the running 
hours tabled below appropriate to the cargo quantity, Sundays and 
holidays included: 

Max. Allowed 


Cargo Quantity Running Hours 


(1,000 tonnes) excl. COW incl. COW 
up to 50 30 39 

50 up to 100 33 42 
over 100 36 45 


It is expected that the unloading rate per hour will exceed 5% of the 
total cargo capacity of the respective vessel. 

Running hours shall commence when the vessel has her first rope 
ashore and shall end when the unloading arms are disconnected on 
completion of discharge and the iast rope ashore is off. If the unloading 
is prohibited and/or interrupted at the request of SIOT or by request of 
the Authorities, the running hours shall be extended by the same number 
of hours that the unloading was prohibited and/or interrupted unless the 
reason for prohibition and/or interruption is due to circumstances for 
which the Shipper and/or Master are responsible. Any period exceeding 
the above mentioned running hours requires special approval from 
SIOT. In exceptional circumstances SIOT has the right to request a 
vessel to vacate the berth. 

5. SIOT will set up a list of vessels which have failed by their own 
fault to meet the berth occupancy time referred to above and reserve 
the right to refuse these vessels for future deliveries. SIOT can also 
refuse vessels which to SIOT’s reasonable judgement may endanger 
its installations and/or increase SIOT’s risk of liabilities towards third 
parties. 


Special Services: 

1. SIOT will provide a bus service between the berth and the entrance 
gate of SIOT port area, the costs of which will be charged to the ships 
via their Agents. 

2. Connections for telephone service to ships will be provided by 
SIOT. This service and phone invoices will be charged through the ship’s 
Agent. 

3. Fees for any other special service rendered by SIOT to a ship, will 
be charged through the ship's Agent. 


Safety Regulations: 

1. All safety measures in the SIOT port area shall comply with the 
ISGOTT and the local safety regulations. In case of different 
requirements the most stringent ones have to be applied. 

2. It is strictly forbidden within the SIOT port area to smoke, to carry 
any open fire or any equipment with glowing parts, or to use any fire- 
kindling devices or lighters other than those expressly admitted in special 
cases by the competent authorities or by SIOT. 

3. No hot repair work is allowed whilst a vessel is alongside the SIOT 
jetties, unless, under exceptional circumstances permission has been 
granted by SIOT and the Port Authorities. 

4. All other repairs whilst at the jetties, will only be permitted after 
consultation with SIOT and sanction obtained. 

5. It is the responsibility of the vessel's Master to report a fire on his 
vessel to the SIOT Pier Master. The latter will inform immediately the 
Fire Brigade and the Harbour Master. 

Every vessel is required to have a fire wire constantly adjusted to the 
water line forward and aft while on the berth. The ISGOTT Safety Check 
List shall be used on all vessels visiting the SIOT Marine Receiving 
Facilities. Failure to comply with this list may well cause cargo operations 
to be delayed. 

6. Portable Walkie-Talkie sets should only be used for mooring and 
unmooring. It is strictly prohibited to use them during discharging and 
ballasting operations unless they are approved and intrinsically safe in 
compliance with the ISGOTT. 

7. Vessels must not be immobilised without permission being 
obtained from SIOT and the Port Authorities. 


Special Incidents: 

1. Any incident affecting the safety of the vessel or jetty, any fire and 
serious accidents on board or caused by the vessel must be reported 
at once to SIOT. 

2. Masters must ensure that as soon as any oil is spilt from their 
vessel all cargo operations will be stopped and may only resume 
operations if authorised by SIOT. 

3. In case of imminent danger, and if the circumstances warrant, SIOT 
shall have the right to discontinue cargo operations and take any action 
considered necessary for the safety of the vessel and/or the terminal. 
As far as the safety of the vessel is concerned any such action shall be 
taken in consultation with the Master. If the danger results from the 
vessel the measures shall be taken at the vessel's expense. No claim 
will lie against SIOT for any damage resulting from any such measure 
taken reasonably. 


GENERAL: SIOT Marine Receiving Facilities are owned and operated 
by SIOT (Societa Italiana per I'Oleodotto Transalpino). They are situated 
in Muggia Bay in postion Lat: 44° 36’ 36” N., Long: 13° 46’ 36” E. and 
fall under the administration of the Trieste Port Authority. 

The Marine Receiving Facilities consist of 2 finger piers each with 2 
berths, for oceangoing vessels, discharging crude oil and petrol products 
to the Trieste Tank Farm. 
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Approaches: The Marine Receiving Facilities are approached fg 
North Adriatic Sea. A dredged channel joins the Gulf of Trieste» 
piers. The channel is 1 mile (1,852 m.) long and 200 m. wide. 

It is marked by 3 buoys flashing green, 2 buoys flashing 
and 1 buoy flashing white. 

Pilotage: Pilotage is compulsory. 

Arriving vessels take a Pilot about 0.5 miles West of the Norther. 
of Luigi Rizzo Breakwater. 

Anchorage: The anchorage place is indicated by the Pilots. 

Normal anchorage for vessels awaiting entry is to the West o 
Rizzo Breakwater where the holding ground has been reported to bey 
Communications: When within range vessels should maintain com 
communications with the Agent via Radio Trieste. 

Radio Trieste will provide vessels with up to date information in 
to movements and other matters possibly affecting their passage, 
port area. 

ETA shall be given 48 hours in advance. Any change in ETA ol» 
than 1 hour should be reported. 

Minimum Manoeuvring Draft: Pilots require sufficient ballast for, 
manoeuvring. The propellers should be covered. The trim of the ye 
should not exceed 10 ft. by the stern. 

Water Depth: The dredged depth in the harbour approaches to they 
and the depth alongside Berth Nos. 2, 3 and 4 are not less than 1), 
at Mean Sea Level (MSL), at Berth No. 1, 16.9 m. 

Tides: Water levels may be raised or lowered as much as 06m. 
to the tide in respect to MSL. Higher tide excursions are except 
Additionally a deviation of 0.6 m. can be expected from predicted he, 
due to meteorological conditions. 

Tugs: There are sufficient tugs available on prior request, to ass 
berthing any size of vessels. 

The tugs vary in power, from 750 kW (1,000 h.p.) to 2,00 
(2,600 h.p.) 

All are equipped with VHF multi-channel communication an 
provided with foam fire fighting equipment. 

The tugs, tow ropes should normally be used for berthing. The nu» 
of tugs employed will vary according to the size of vessel ang 
prevailing weather conditions. 

Berths and Max. Size of Tankers: The finger piers are orien 
067.5° — 247.5° (T) in the direction of the prevailing Bora wind. Cus 
do not affect the berths appreciably. 

(a) Berth Nos. 1 and 2 (No. 1 finger pier 1,561 ft. = 476 m. overall ley 
Min. Size of vessel acceptable: LOA 525 ft. = 160 m. 
Min. Summer deadweight 16,500 d.w.t. 

Max. size of vessel acceptable: LOA 950 ft. = 290 m. 
Max. allowable draft at Berth No. 1 at MSL 52 ft. 6 in. 
Max. allowable draft at Berth No. 2 at MSL 54 ft. 3 in. 
Max. Summer deadweight 100,000 d.w.t. 

Berth No. 3 (finger pier 1,610 ft. = 491 m. overall length). 
Max. size of vessel acceptable: LOA 1,000 ft. = 305 m. 
Max. allowable draft at MSL 54 ft. 3in. = 16.5 m. 

Max. Summer deadweight 160,000 d.w.t. 

Min. size: As per pier No. 1. 

Berth No. 4 (finger pier 1,610 ft. = 491 m. overall length). 
Max. size of vessel acceptable: LOA 1,076 ft. = 328 m. 
Max. allowable draft at MSL 54 ft. 03 in. = 16.5 m. 

Max. Summer deadweight 215,000 tons. 

Min. Size: As per Pier No. 1. 

The breasting dolphins at each berth are designed to withstan 
impact forces of the maximum size tankers acceptable when fully 
and approaching at a maximum angle of 2° — 3° to the berthing = 
a maximum velocity of 15 cm./s. (approx. 0.25 knot). 

On dolphins “A1” and “A2" of both piers there are installed red (at 
and green (below) warning lights each having a visibility of 2 mile 
Crude and Product Handling Facilities: Discharge of Crude 
Products is via 3x16 in. diameter articulated unloading arms at# 
Nos. 1, 2 and 3 and via 4x16 in. diameter arms at Berth No. 4. 

The shore lines are 36 in. diameter up to the root of the pier’ 
enlarge into 42 in. diameter for a further 6 km. to the Trieste Tank" 

Discharge rates of up to about 9,000 cu.m.p.h. are possible. 

Maximum permitted pressure at the shore gauge is 150 psi. 
bar. Each pair of lines is provided with a valved cross-over ne@ 
unloading platform and all the lines are provided at shore with al 
valved cross-over manifold which permits the use of any idle !* 
unload a tanker through more than one line. 

Bunkers and Fresh Water: Fuel oil and marine diesel bunke’ 
available at all berths through 10 in. diameter loading arms situalé 
each side of the discharge rack. Fresh water supplies are availé 
all berths and should be ordered through the Agent or the Maslé 

Bunker fuel is not supplied directly by SIOT and must be orderé’ 
in advance via Agent. Bunker fuel by barges is not permitted aloe 
the jetties, unless under special exceptional circumstances” 
permission of Port Authority and SIOT. In no case bunkering by & 
is permitted during ballast or ullaging of tanks. 

Mooring Arrangements: See “Plan”. 

It is ship's responsibility to provide safe and proper mooring in? 
to prevent tankers drifting off the berth and exceeding the opé® 
envelope of the unloading arms. 

Mooring lines must be carefully tended to hold the vessel in p® 
and close to the pier at all times. 

2 shore breast wires are provided at Berth Nos. 1 and 2 eat’ 
3 shore breast wires at Berth Nos. 3 and 4 each, and it is recomm 
that vessel should make use of them. } 

The mooring dolphins F and G, at each side of Pier No. « 
combined to an arch-type mooring point, located at 10.55 m. above! 

A similar arch-type structure exists in axis F at Pier No. 1. 

Mooring patterns and characteristics are dependent on ‘ 
architecture and weather conditions as well as lines material. 

Mooring patterns shown in the “Plan Section” have been 
as examples for standard vessels under worst experienced’ 
conditions. 
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ysuming that tankers are securely moored with mooring lines and 
nt in good condition, and that moorings are properly tended, it 
agud not normally be required to restrict the freeboard of tankers to 

‘eayce the exposed windage area when alongside the berths. However, 
aoud any limitation be considered necessary it will be arrived at by 
sepsultation between the Master and the SIOT Pier Master. 

“yasters’ attention is drawn to the peculiar conditions of Trieste where 
yeas can blow with little warning and with extreme violence. Attention 

yso directed to the “Mooring Guidelines”. 

se Protection: The fire fighting system of the Marine Receiving 
sglities consists of elevated and tele controlled monitors. On the piers 
exe are 4 monitors at each jetty. 2 monitors are located on the platform 
»each pier, other 2 monitors facing seawards are located each at the 
agwalks and 2 monitors facing shorewards are located each above the 

ss road. 
ah monitor, located at the catwalks or above the access roads, has 
scapacity of 6,000 litres per minute of water-foam compound mixture 
gna throw of 70 m. 

each monitor located on the platform has capacity of 3,000 litres per 
nute of water-foam compound mixture with a throw of 60 m. 

the foam Compound used is fluoroproteinic liquid. All monitors are 
sependently fed with sea water by means of an electric motor driven 
wmp, and a diesel motor driven pump. 

4) monitors are telecontrolled from the root of each pier. 
4main line of 24 in. supplies the water on the main trestle. From the 
eotof the piers, where are located the foam mixer stations, start 4 lines 

ox8in. and 2x10in.) (reinforced glass fibre) located on the sea 
+ wtom. These lines supply the water-foam compound to all monitors. 

gach elevated monitor is water cooled. 

A8in. water-foam line is provided on each pier. 

Besides the sea and shoreward located monitors, these lines supply 
twater-foam hydrants along each pier. 6 water-foam hydrants are on 
zach platform. 

Portable fire extinguishers, dry powder extinguishers of 10 kg. and 
#kg. capacity are available. 

further, all tugs are fitted with fire fighting monitors for water and 
am. During loading and discharging operations firemen certified by 
wal Fire Brigade are present on the pier. 

Wedical: Any medical requirements should be made through the 
ssel’s Agent before or on arrival. 
| Only first aid facilities are available 24 hours per day at the Marine 
| Receiving Facilities. 
sternal Communications: \Internal telephones are located at each pier’s 
yatiorm as well as external telephones on board each vessel moored 
| dongside. 
To use the ship’s telephones do the following: 
| 1. To call Terminal 
dial 30 for Pier Master 
dial 25 for Pier Master Assistant 
To call Outside 
dial 0 and then the required outside number 
(also international calls are possible) 
Ships are connected with following phones 
Berth No. 1 — Internal 21 — Outside 82 84 55 
| Berth No. 2 — Internal 22 — Outside 82 84 56 

Berth No. 3 — Internal 23 — Outside 82 84 57 

Berth No. 4 — Internal 24 — Outside 82 33 70 

incoming and outgoing calls possible. 
_4. Telephone Operator No. 20. 
*lution: A combined system of floating and pneumatic barrier is 
‘stalled. Whilst floating barriers are laid underneath the longitudinal axis 
each finger pier and the main trestle, a plastic pipe with nozzles 
achored with concrete weights on the sea bottom, connects dolphin 
§\ with dolphin A2, thus protecting Berth Nos. 2 and 3. A similar plastic 
toe nozzle surrounds the sea bottom area occupied by vessels moored 
aBerth Nos. 1 and 4. Along each berth spot lights are installed in order 
‘allow detection of oil spill, at night time. In the case of oil spillage, air 
ompressors, supplying, via a6 in./4 in. air supply system, the respective 
a bubble oil barrier, are started by remote control. 

Air bubbles emerging from the pipes on the sea bottom form a water 
‘8m able to contain oil within the encircled area. 

Al expenses in connection with anti-pollution measures, skimming 
tages and bubble barriers included, will be totally charged to the 
Sponsible ship. 

Agents: Most shipping Agents visit all vessels on arrival and several 
es during the duration of the vessel's stay. 

The Agent's offices are all situated in the town of Trieste and Master 
"ould be well advised to ensure they have the office and the home 
®ephone numbers of the Agent's clerk dealing with their vessels. 
‘ansportation: SIOT provides transport from the platform to the 
‘ance gate. Ship's personnel are recommended, to order a taxi either 
ing the ship-shore telephone or from the watchman’s office 

Walking through the SIOT port area is not permitted. 

Taxis and private cars are not allowed within SIOT port area. 

» neste centre is about 5 km. by road. 

= Washing: Crude washing is allowed under the prescriptions and 

lowing the procedures contained in ‘Ordinance No. 928/82 — 1st June 
2", issued by the Port Captaincy of Trieste. 

Copy of the above Ordinance No. 928/82 can be obtained through 

*€ Ship's Agents. 


HOORING GUIDELINES: See “Plan”. 
, order to prevent damage to the loading arms, and possible pollution 
ay harbour, it is of the utmost importance to ensure that a vessel is 
Permitted to move off the berth and exceed the operating envelope 
€ unloading arms. 
he advice contained in these Mooring Guidelines has the objective 
femesuring that any tendency for the vessel to “drift off’ and cause 
“Mage to the loading arms and pollution is avoided. 
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Mooring Examples: The following, as well as the mooring plans, are 
based on the theoretical calculations according to OCIMF standard and 
on worst wind conditions. 

Wind loads corresponding to gusts of 92 knots or maximum winds “of 
78 knots from E.N.E. (Bora) and to gusts of 65 knots or maximum winds” 
of 55 knots from all other directions. 

“Winds of a duration of minimum 30 seconds. 

All the lines considered to be wires (steel lines) with MBL (minimum 
breaking load) of: 83 tons (86 mm. dia.) for ships with more than 100,000 
Say MBL 66 tons (32 mm. dia.) for ships with less or equal to 100,000 

w.t. 

The windage area and the tankers’ architecture as used in this 
example, especially as far as hawse-holes positions are concerned, 
have to be regarded as typical for the various classes of vessels calling 
at Trieste, but cannot be considered always applicable. 

The Masters’ attention is called on the fact that these guidelines have 
to be regarded as examples only and must be implemented accordingly 
depending on quality of lines used, MBL of the same, vessel windage 
area as well as forecast of weather conditions. 

In particular we recall the Master's attention on: 

a) If lesser breaking load mooring lines are used vessels should 
endeavour to provide additional lines (together with any shore wires 
which are available), as nearly equivalent restraint capability as possible. 
Mixed mooring of wires and synthetic should be avoided. 

b) If mixed moorings of wire and synthetic or natural fibre are used, 
it is important that, due to the differing elasticity of these materials, their 
use in the same direction of restraint shall be avoided. If possible, wires 
shall be used as breast lines. In addition, 2 shore breast wires are 
provided at Berth Nos. 1 and 2, and 3 breast wires at Berth Nos. 3 and 
4, and it is recommended that vessels should make use of them. 

c) The discharging arms are vulnerable to damage should vessels 
range or move off the berth. It is essential that a vessel is held securely 
alongside throughout the discharge. 

Special care has to be taken in providing lines which must not have 
excessive elasticity to ensure sufficient transverse restraint. 

d) Full steam pressure must be maintained and be available to all 
mooring winches throughout the period vessel is alongside. 

e) As soon as a vessel is secured, brakes on all mooring winches 
must be secured. Winches shall not be left on automatic tensioning. 

f) Masters shall ensure that mooring lines are in good condition and 
free of visible defects. Winch brakes or securing devices should be in 
efficient operating order. In case of vessels in excess of 100,000 d.w.t. 
winch brakes should be capable of withstanding a load of 60% of the 
MBL and this should be supplemented in strong wind conditions by 
ensuring winches are put in gear with power applied in the heave 
position. 

g) An efficient watch must be maintained throughout the vessel's stay 
alongside. 

h) SIOT is entitled to stop operations and/or summon tugs if it appears 

that vessel's movement will endanger the discharging arms, or in the 
absence of an alert and efficient deck watch. All pertinent expenses will 
be charged totally to the vessel. 
Action Guidelines for Adverse Weather Conditions: The following 
guidelines are drawn up in order to assist SIOT’s and vessel's personnel 
in determining the course of action to be taken during stages of weather 
deterioration, when wind threatens to blow the vessel off the berth. 

Masters are cautioned to use them only as a guide, as the physical 
characteristics of individual vessels may vary according to the type of 
vessel and the nature of the mooring used. Any limitation considered 
necessary will be arrived at by consultation between the Master and the 
SIOT Pier Master. 

Valid for All Berths and All Wind Directions: 

Discharge can continue regularly in wind Forces up to 7 (30 knots or 
15 m./sec.). 

Discharge to be stopped’ if the wind is in the ranges from Force 7 
(30 knots or 15 m./sec.) to Force 8 (37 knots or 19 m./sec.) and the 
cargo on board is less than 30% of the summer d.w.t. 

Discharge to be stopped* independently from the quantity of cargo 
on board if winds over Force 8 (37 knots or 19 m./sec.). 

*When stopping discharge for wind conditions loading arms should 
be drained and disconnected, the crews and engines kept on standby 
and tugs alerted if necessary. 

Weather Forecast: Weather forecasts are not available at the piers, but 
the local Meteorological Institute may provide them on a phone call. The 
accuracy of this service cannot be guaranteed and Masters should be 
alerted for conditions which may differ from those provided in the general 
forecast and ensure the safety of the vessel and the Marine Receiving 
Facilities. Masters will be aware of the fact that the prevailing wind 
blowing at Trieste has an E.N.E. direction, can blow with little warning 
and gusts can reach 100 km./h. or more in an extremely short time. 
SIOT MARINE RECEIVING FACILITIES: 

Berth No. 1 Berth No. 2 Berth No. 3 Berth No. 4 


Water depth at Mean Sea__55 ft. 4 in. 57 ft. 57 ft. 57 ft. 
Level (16.9 m.) (17.4 m.) (17.4 m.) (17.4 m.) 

Raising or lowering of water 

level on predicted heights 

due to meteorological 

conditions 0.6 m. 

Maximum allowable draft 52ft.6in. 54ft.3in. 54ft.3in. 54 ft. in. 
(dependent on water (16.0 m.) (16.5 m.) (16.5 m.) (16.5 m.) 
level) 

Min. size of vessel (d.w.t.) 16,500 16,500 16,500 16,500 

Max. size of vessel (d.w.t.) | 100,000 100,000 160,000 215,000 

Min. length of vessel (m.) 160 160 160 160 

Max. length of vessel (m.) 290 290 305 328 

Max. discharge rate 
(cu.m./h.) 9,000 9,000 9,000 9,000 

Unloading arms (with 
flanges ASA 150) 3% 16 in. 3x16 in. 3x16 in 4x16 in. 

Bunkering arms (with 
flanges ASA 150) 2x10 in. 2x10in. 2x10 in. 2x10in. 

Max. pressure permitted at 
shore gauge 10 bar 10 bar 10 bar 10 bar 
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Operator: Societa Italiana per |'Oleodotto Transalpino S.p.A., Piazza 
Unita d'Italia, 7, Casella Postale 544 1-34121 Trieste/Italy. Tel: 040-69 
121, 040-827003. Telex: 460126. Code: Talin. 


New San Sabba Terminal: 

The terminal is located about 600m. Eastward of the SIOT Pier No. 1 
and is used for products discharge. It consists of a concrete finger pier, 
aligned in an East-Northeasterly direction with a berth on each side. 
Berth No. 1, facing S.E., is used for larger ships, while Berth No. 2 can 
accommodate vessels of up to 18,000 d.w.t. 

Cautionary Advice: The breasting facilities at Berth No. 1, particularly 
forward, are poor and a very close watch on moorings is necessary, 
especially during the Bora season. 

Berthing Procedures: Tugs are usually made fast with ship's lines just 
inside the breakwater. Ships bound for Berth No. 1 are swung seawards 
of the berth and backed onto the berth, dropping the port anchor with 
6-7 shackles in the water and mooring starboard side alongside. 

Ships bound for Berth No. 2, steer directly for the berth and moor 
starboard side alongside. Port anchor is not normally used for this 
manoeuvre, but should be ready for use in an emergency. 

Gangway: There is no shore gangway, ship should rig a safe gangway. 
Cargo and Bunker Connections: 
Dirty products: 
1 x 12 in. hard arm (ASA type), at Berth No. 1. 
1 x 10 in. hard arm (ASA type), at Berth No. 2. 

Clean products and gas oil: 

1 x Bin. hard arm (ASA type), at Berths No. 1 and No. 2. 

Bunkers: 

1 x 6in. flexible hose at both berths. 
Deballasting Facilities: There are no deballasting facilities. 
Stores: By barge only. 
Aquila Berth: This terminal is located on the South shore of Vallone di 
Muggia. The berth is aligned in a Northeasterly direction and consists 
of a concrete T-head type jetty with buoys for all but the spring moorings. 
Vessels moor starboard side to. 
Berthing Procedures: The manoeuvring space off the berth is limited. 
2 tugs are normally made fast on the hook, using ship’s lines, when the 
vessel is inside the breakwater. On approaching the berth, the vessel 
is turned slightly to port and the port anchor is let go and slacked off to 
about 4 shackles. The vessel is then pushed on to the berth by the tugs, 
while the chain is slacked out to about 7 shackles in the water. The 
moorings are taken to the buoys by the mooring boat and made fast. 
Gangway: There is no shore gangway and vessels should rig their own 
gangway. 
Cargo Connections, Handling and Ballast: The Aquila refinery receives 
crude via the SIOT installations so only products and lubes are handled 
at this berth. 

Dirty products are handled via 1 x 8 in. flexible hose. Clean products 
and gas oil are handled via 2 x 8 in. flexible hoses, and lubes and 


bunkers via 1 = 6 in. flexible hose. All are with ASA flange connections. 


Dirty ballast can be discharged at a rate of 150 t.p.h.; maximum 
storage capacity is 3,500 tons. 
Old San Sabba Pier: 

This berth is used by small ships. Because of the very confined 
manoeuvring space. 2 tugs are normally used to assist vessels berthing. 
Ships berth port side to and the starboard anchor is used to assist in 
leaving the berth. 

General: Pollution: The port pollution sensitivity is very high. 

Each vessel alongside is surrounded by a floating barrier. 

Furthermore, the following equipment is available in the port: 

3 skimming barges (speed 16 knots), 3 cu.m. capacity. 

1,000 m. floating barrier. 

20 tons of absorbent powder. 
Fire Fighting Facilities: All berths are well equipped with high level fire 
fighting facilities including remotely controlled fire pumps and foam 
monitors. Moreover, all tugs are equipped with 2 or 3 water foam 
monitors. 
Security: Shore leave is permitted. Shore passes are issued by the Port 
Captaincy and crew members’ and visitors’ identities are checked at the 
gate or boarding point. 
Bunkers, Lubricants, Hydraulic Oil: Fuel and diesel oil are supplied by 
pipe with no restrictions on maximum quantity. Minimum quantity 
delivery by pipe: Fuel oil 100 tons, diesel oil 30 tons. Simultaneous 
bunkering and discharge is allowed. 

Lubricants, hydraulic oils, etc., are generally available, but 3 days’ 
notice is required. They are suplied in drums by barge. 

Fresh Water: Drinking water is available by pipe. No restrictions on 
quantity. 

Distilled Water: Not available. 

Repairs: Repair facilities available. Immobilisation of main engine not 
allowed at the berths. 

Allowed at roads with tug attendance. 

No tank cleaning and gas-freeing facililties available. 

Stores: Laundry, provisions and stores area available with advance 
notice. 

Telephone: Can be installed on board. 

Special Regulations: For vessels discharging at TAL, SIOT Terminal 
cargo measurement and sampling may be required both before and 
after discharge. To facilitate these measurements and to avoid excessive 
venting when alongside, ships with an operating inert gas system are 
asked to reduce the system pressure to the safe minimum operational 
level (100-150 mm. WG.) immediately prior to the Pilot boarding for 
berthing. Detailed requirements for the safe measurement access to 
inerted tanks and for repressurisation and operation of the inerted gas 
system during actual discharge will be handed to and discussed with 
inerted ships on berthing. 

DENSITY: 1025. 

FRESH WATER: Available by pipe-line at all berths. No barges 
available. 
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FUEL: All grades available, loading rate about 250 t.p.h. 48 hours nm 
required. Also see “Shipmaster’s Report’. 


CONSULS: 

Austria tel. 90891 Lebanon tel. 37370 
Belgium tel. 37073 Netherlands tel. 61690 
Brazil tel. 35317 Sweden tel. 29182 
Chile tel. 28960 Turkey tel. 24393 
El Salvador tel. 36556 United Kingdom tel. 35760 
Germany F.R._ tel. 37141 U.S.A. tel. 30221 
Greece tel. 28278 Uruguay tel. 31664 
Guatemala tel. 29551 Yugoslavia tel. 24969 
Honduras tel. 95225 


REPAIRS: All kinds of hull, deck and engine repairs can be carries, 
by Arsenale San Marco and other yards. 
DRY DOCKS: 5 dry docks available. 
Shipmaster’s Report: January 1985. 
There is a new dry dock, located at Arsenale San Marco. Our ye 
was the first to use it, our dimensions being: 
LOA: 255.0 m. 
Moulded breadth: 35.3 m. 
Moulded depth: 19.0 m. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Optional, but stevedores us; 
perform this operation for convenience. 
CUSTOMS ALLOWANCES: 50 cigarettes for each man and one by 
wine/spirits between 5 men. Only one allowance given while vess 


port. 
REPATRIATION: No facilities. 
AIRPORT: 15 miles distant. Two flights daily to Venice/Milan and Ry 
for international connections. 
TIME: GMT plus 1 hour. Summertime: GMT plus 2 hours. 
HOLIDAYS: New Year's Day (1st January); Liberation Day (25th 4 
Labour Day (1st May); Good Friday, Easter Monday, Assumption! 
Maria (15th August); All Saints’ Day (1st November); St. Giusto! 
November); Immaculate Conception (8th December); Christmas) 
(25th December); Boxing Day (26th December); Cargo work car 
arranged on the above days. 
POLICE/FIRE/AMBULANCE: Police, tel. 113; Fire, 2222; Ambul 
68888. 
TELEPHONES: Can be installed on board. 
SHORE LEAVE: Allowed. 
IDENTIFICATION CARDS: Shore passes are issued by local polis 
DEVELOPMENTS: Ro/Ro terminal with 70,000 sq.ft. storage uv 
construction. 

Timber yard to be extended. 


SHIPMASTER’S REPORT: May 1981. 

Documents/Fuel: \f anchoring off Trieste for bunkers only the follow 
are required: 5 Crew Lists, 2 Stores Lists, 2 Crew Declarate 
No Pratique required if coming from Koper, Yugoslavia. Vessel does 
have to pay anchorage dues. 


SHIPMASTER’S REPORT: August 1989. 

If repatriating any crew members who require transit visa, then Ay 
requires full name, passport number, place/date of birth, date 
passport issued, in advance. 

Vessels pay extra for use of tug lines. 

At SIOT berths it is easier to take stores by boat. Shore gangw 
available. 

In arrival message, Agent requests time vessel will commence 0? 
this is so Inspector can board vessel to check equipment and certifce 
before start of COW. 

Vessels normally berth heading outwards. 


AUTHORITY: Ente Autonomo del Porto di Trieste, Punto Fe 
Vecchio, Cas. Post 569, 34100 Trieste, Italy. Te/: 6731 (Operator). /@ 
460257 Eapt D; 460365 Eapt C and 460282 Eapt C (Container Term 
at Mole VII). FAX: (40) 6732406. Contact: Dott. Luigi Rovelli, Get 
Manager. 

Harbour Master, Riva 3 Novembre 13, Trieste. Te/: 630005/9 (3 
Telex: Compt TS 461181. 


VENICE: 45.26 N. 12.20 E. (See Pe 


DOCUMENTS: Minimum number of ship's papers required upon a 
By Port Health: 
2 copies Passenger List. 
2 copies Crew List. 
By Police: 
2 copies Passenger List. 
2 copies Crew List. 
By Ship's Agents: 
2 copies Passenger List 
2 copies Crew List. 
2 copies Cargo Manifest. 
By Customs: 
2 copies Cargo Manifest. 
2 copies Provisions and Stores List. 
PILOTAGE: Pilot boards 2 miles from breakwater. Master can 
Pilot by VHF Channel 13. 


RAGE: Anchorage for large tankers will depend upon Master's 
2 geereton However there is a good anchorage in position: 
Lat. 45° 26’ 02” N., Long. 12° 20’ 23” E. 
ggsTRICTIONS: Advisable to enter during daytime and with favourable 


vas North: At Lido with channel depth of 11.0 m. 
* At Malamocco with channel depth of 14.50 m. This channel at 
«morn end of Lido Island, first leading to San Leonardo tanker berth 
then North to Marghera 
uso see “Tankers”. 
LTH: Health Officer boards as soon as vessel is berthed. Pratique 
pe obtained by radio prior arrival. Radio request to “Sanimare 
through Trieste Radio. 
: Tugs are available and will join vessel at breakwater and/or off 
g when proceeding to S. Nicolo. Ship's lines have to be used. 


ING: 
~~ Berth Length Depth 
J No. (m.) (m.) 
ygnttima: 
ganchina Piave 1-6 850.80 10.00 
Testata Marmi 7-8 233.00 10.00 
ganchina Tagliamento 9-15 726.70 10.00 
ganchina Palazzo 16 150.75 8.00 
) ganchina Isonzo 17 — 22 741.00 10.00 
Testata Silo 23 103.20 9.50 
® ganchina S. Marta 24 177.40 8.00 
U 25 -— 27 286.20 8.00 
| ganchina S. Basilio 28 — 29 172.55 9.00 
30 - 31 158.75 10.00 
® wrghera: Mole A & B 
Sanchina Friuli 1-2 376.60 10.00 
_ Banchina Cadore 3 230.30 10.00 
" ganchina Veneto 4-9 1001.15 9.00 
! ganchina Trento 10 220.00 4.00 
® Banchina Bolzano 11 132.65 10.00 
® Banchina Lombardia 12-15 573.62 10.00 
% Banchina Aosta 16 165.52 10.00 
| Banchina Piemonte 17. = 20 770.88 13.00 
* Banchina Romagna 21 260.00 13.00 
Banchina Emilia 22 — 27 1067.89 13.00 
CRANES: 
Vanttima: 29 x 1.5-—3 tons 
. 8 x 3-6 tons 
J 4 x 6-12 tons 
1 x 30 tons 
varghera: 15 x 3-6 tons 
2 x 13-30 tons 
| 2 x 22-30 tons 
t 2 x 12 tons 
‘ 4 x 6 tons (Bridge Unloaders) 
0 2 x 330t.p.h. (Bridge Unloaders), 30 tons SWL. 
2 x 1,500 t.p.h. (Bridge Unloaders), 34 tons SWL. 
5 x 300t.p.h. Grain Elevator 
Suioment: Handling equipment for general use in yards, in sheds and 
Hise in the commercial port areas of Marittima and Marghera. 
\obile cranes: 
m 14x 1.25 — 20 tons 
11 x 30 — 40 tons 
2x 90 tons 
x 2% 100 tons 
2x 150 tons 


i) *l-wagon moving tractors: 
a 7x 31-35 hp. 


_ 7x §4 hp. 
ork lifts: 
| 9x 1-3 tons 


17x 4.8 — 8.1 tons 
® 11x 12-35 tons 
aH) ‘actor trucks: 


8 x 40 tons 
 \ineeled shovels: 
_16x 1.5 — 5.4 tons 
'acked shovels: 
2* 1.4 tons 


*wepers: 
x 0.8 — 76 hip. 
, Ineeled transpallets: 
5x 1 ton, 
a PU AINER HANDLING FACILITIES: Container and Ro/Ro facilities 
po! 


‘sitima: Ro/Ro Terminal at the Isonzo Quay: 2 Berths. 45,000 sq.m. 
@shalling area. 

Ro Terminal at S. Marta Quay: 3 Berths. 
lnc orminal at S. Basilio Quay: 2 Berths. 1 Passenger Terminal. 
<antainer Terminal at the Emilia Quay: 
fl (alongside 550 m. quayside), of which one is also a Ro/Ro 


7 Quay: 
3 portainers of 48 tons capacity. 
h — of 40 tons capacity. 


7 éepmounted gantry cranes of 40 tons capacity. _ 
er-tyred gantry cranes of 34 — 40 tons capacity. 
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4 mobile cranes of 40 tons capacity under spreader. 

7 fork-lifts of 12 — 35 tons capacity. 

15 tug-masters of 40 tons truck-capacity. 

20 trailers. 

180,000 sq.m. stacking area. 

Ro/Ro Terminal at the Friuli and Cadore Quays: 2 Berths, 57,000 
sq.m. marshalling area. 

Ro/Ro Terminal at the Aosta Quay: 4 Berths. 70,000 sq.m. marshalling 
area. 24,000 sq.m. stuffing sheds. 1 Passenger Terminal. 

BULK HANDLING FACILITIES: Bauxite discharging at Montecatini and 
Molo Commerciale in Porto Marghera. 

Discharge by crane grabs at rate of 2,000 tons per day at Montecatini, 
and 1,500 tons per day at Molo Commerciale. Vessels up to 28 ft. draft 
can be accommodated. 

Coal discharged at ENEL jetty and Mole “A”. Discharge rates 6,000 
tonnes per day and 6,500 tonnes per day respectively. 
STEVEDORES: The Proweditorato al Porto Venice are exclusively 
entitled to manage all the commercial work in the harbour including 
stevedores. Vessel should en route ETA cable to Agent at least 48 hours 
prior vessels arrival to arrange gangs. 

MEDICAL: Hospital facilities always available. No notice required in 
advance. 

TANKERS: Tank washings cannot be disposed of inside port. Diameter 
of loading/discharge lines 8 in. to 12 in. 

One berth for tankers at San Leonardo can accommodate vessels up 
to 85,000 d.w.t. Max. draft is 45 ft. 3 in. Good discharging and no back- 
pressure. Speedboats up to Venice take about 40 minutes. 
Discharging Berths for Tankers at Porto Marghera: 

Darsena IROM, length 570 m., depth 30 ft. 

Esso Pier: Depth alongside 26 ft. 

Shell Pier: Depth alongside 26 ft. 

Port entrance of Malamocco, at South point of the Island of Lido, has 
been reopened where a canal 12 m. deep leads to Port of Marghera. 
This canal allows large tankers to proceed to coastal storage tanks 
without passing through urban centre of Venice. 

Esso/IP: 

Berthing: Ships bound for Darsena Esso/IP proceed along the 
Malamocco channel, with the assistance of 2 tugs, up to Bacino di 
Evoluzione No. 1 where 2 additional tugs are made fast aft. They are 
swung in Bacino di Evoluzione and proceed along the Canale Vittorio 
Emanuele stern first. They then enter Darsena Esso/IP stern first. Ships 
are always starboard side to Berth 3M and portside to Berth 2M and to 
the Esso/IP berth. 

Moorings are taken ashore by mooring boats. The minimum number 
of mooring lines required for each berth is as follows: 

Berths 2M, 3M and Esso/IP 

2 head lines, 
4 breast lines (2 fwd. — 2 aft), 
6 spring lines (3 fwd. — 3 aft), 
2 stern lines. 

The use of wires is not permitted. 
1.R.O.M. Brentelle, Berth 4B: 

Cautionary Advice: This berth is located at the junction of Canale 
Vittorio Emanuele and Canale Brentelle. Vessels are berthed starboard 
side alongside. The facilities are used by !|.R.O.M. for clean and dirty 
products. There is heavy traffic in this area and care must be taken that 
ship's lines are always tight. Moreover, when a ship over 3,000 d.w.t. 
is entering or leaving Canale Brentelle, the loading/discharging 
operations are discontinued and the tanker moved off the berth. 
Maximum draft is about 22 ft. 

Darsena |.R.O.M., Berths 2M and 3M: 

Berthing: Ships bound for Darsena |.R.O.M. are swung with the 
assistance of 4 tugs in Bacino di Evoluzione No. 1. They navigate Canale 
Vittorio Emanuele stern first for about 4 cables and then enter Darsena 
|.R.O.M. bow first. Ships are always starboard side to Berth 2M and port 
side to Berth 3M. Due to the heavy traffic in Canale Vittorio Emanuele 
care must be taken that ship's lines are always tight. Vessels up to about 
18,000 d.w.t. or 20,000 d.w.t. are berthed. 

DENSITY: Average salinity of water inside port 1020. 

FRESH WATER: Available. 

FUEL: All grades available and delivered by barge. 

CONSULS: Following are Consulates maintaining their offices at 
Venice. 


Argentine Germany F.R. Norway 

Austria Greece Panama 
Belgium Ivory Coast Peru 

Bolivia Lebanon Portugal 

Brazil Liberia Spain 
Colombia Luxembourg Sweden 
Denmark Mexico Switzerland 
Finland Monaco United Kingdom 
France Netherlands 


REPAIRS/DRY DOCKS: There are ample facilities for repairs. Following 
are particulars of Venice dry docks: 


Minore Maggiore _ Principe 
298.8 ft. 526.3 ft. 820.3 ft. extreme length 
58.4 ft. 79.8 ft. 117.8 ft. breadth of entrance 
1.0 ft. 1.0 ft. 3.1 ft. height of sill above bottom dock 
19.7 ft 29.6 ft. 36.0 ft. depth on sill at high water. 


SURVEYORS: R.I.N.A., Lloyd's Register, Germanischer Lloyd, A.B.S., 
Norske Veritas, N.K.K. and U.S.S.R. Register of Shipping. 
OPENING/CLOSING HATCHES: Normally carried out by stevedores. 
CUSTOMS ALLOWANCES: The Customs require from the ship a 
complete list in duplicate of Provisions and Stores. It is particularly 
important that the quantities of items such as tobacco, cigarettes, spirits, 
coffee, matches, pepper, salt, spices, cars, chocolate, should be given 
accurately. Customs Officers will supervise the issue while ship is in 
port. Amount of tobacco allowed out of Bond: 50 cigarettes per man for 
all foreign vessels except British and U.S.A. flags. 20 cigarettes per day 
per man on British and American flag vessels. 
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AIRPORT: International Airport Marco Polo about 10 km. from Porto NOTES 

Marghera. Served by regular airlines. . re : 

TIME: GMT plus 1 hour. Summer Time from March to September, GMT Please also advise Shipping Guides Ltd. 
plus 2 hours. 

HOLIDAYS: The public and port holidays are the following: 1st January; 
6th January; 19th March; 25th April; Monday after Easter Day; 1st May; 
Ascension Day; Corpus Christi Day; 2nd June; 29th June; 15th August; 
1st November; 4th November; 21st November; 8th December; 25th 
December; 26th December. 

TELEPHONES: Telephones will be placed aboard the ship. 


SHIPMASTER’S REPORT: Porto Marghera. November 1979. 
Pilotage: Pilot station works on Channel 13 VHF. Speaks very good 
English. Pilot launches are built to the same specification as the new 
Trinity House high speed launches, there are five in number. Black hull 
with white superstructure. Pilot ladder to be 3 ft. feet above the water 
line. Pilot boards from the rigging. In favourable weather pilot station 
about 0.5 miles East of the Fairway Buoy, in adverse weather conditions 
vessel proceeds in on leads and Pilot embarks inside the moles. 
Anchorage: Good anchorage for small vessels especially during the 
Bora from the N.E. in 6 fathoms of water with Porto di Lido Northern 
Mole Light bearing 280° x 1.5 miles. 
Stevedores: Port works 5 days a week in 3 shifts Monday to Friday: 
1st shift 0800 to 1430 hrs.; 2nd shift 1430 to 2100 hrs.; 3rd shift 2100 
to 0200 hrs. 
2 shifts worked on Saturdays 0800 to 1430 and 1430 to 2100 hrs. 
Possible to work Sundays 0800 to 1430 hrs. 
Container Berth: Berth relatively new with good fenders — room for two 
vessels. Two container cranes. Ample straddle loaders. Upper berth 
suitable for Ro/Ro if berthed port side to. 
Tugs: For vessels over 100 m. in length it is necessary to engage a tug 
for turning. 
Speed in Canal: Maximum speed through Venice and up the canal to 
Porto Marghera 6 knots. heavy fines can be imposed for excessive 
speeds. 
Cash Drawn: Customs have to approve any cash drawn and it is 
essential that any excess must be paid back to Agent before departure. 
Unable to land at any other port. 
Customs: When proceeding from one Italian port to another the 
Clearance is placed on board together with one copy of ‘Manifesto di 
Partenza’. Most important that Master has this copy on demand at 
subsequent port. 


AUTHORITY: Overall supervising (Military) authority: 

Capitaneria di Porto di Venezia, Tronchetto 1401, I-30135 Venezia, 
Italy. Tel: (041) 5203044. Telex: 410242. 

The commercial port areas managing (Public) authority: 

Provwveditorato al Porto di Venezia, Zattere 1401, !|-30123 Venezia, 
Italy. Tel: (041) 5334111. FAX: (041) 5334200. Telex: 410344 Portve I. 
Cables: Prowviporto. Contact: Commercial and Marketing Department. 
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yory Coast 


BIDJAN: 05.18 N. 04.00 W. (See Plan) 


s0RT LIMITS: The pilotage zone is limited by a circle with a 3.5 mile 
ys centred on the pier lighthouse of the West jetty of the entry canal. 
»cUMENTS: All ships calling at Abidjan to discharge cargo will have 
~ apply on arrival altogether 13 sets of Cargo Manifests and 4 sets of 
segnted Manifests for each port of loading (IMO class code for all 
«sadous cargoes), as the administration no longer accepts 
seductions of documents supplied by the Agents. Furthermore, 
ysiers are reminded to hand to Agents on arrival, 6 Crew Lists, 4 
ses Lists, 4 Bonded Stores Lists, 4 Crew Declarations, 6 Passenger 
‘es (even if nil), 5 Animal Lists (even if nil), 5 Narcotics Lists (even if 
~ arms and Ammunition List, (even if nil), 5 Lists of Ports of Call and 
vaccination List. Furthermore, the attention of Masters is drawn to the 
«i that the Customs Services are strictly enforcing the control 
swiations on incoming vessels and very heavy fines are imposed in 
ses of omission or mistakes in Declarations of Slop Chests, Stores 


is etc 
4 Manifests and Bills of Lading should refer to the IMO class code 
~ hazardous cargoes. 

sshould also be noted that hazardous cargo found and not mentioned 
above documents will have to remain on board. 

Also see “Notice”. 

»LOTAGE: About 1 hour before arrival ships equipped with VHF shall 
onfirm to the Pilot station, on Channel 12 or 16, their correct hour of 
wal off the Roads; then the boarding time for Pilot shall be 
onmunicated. It is essential that these times are clearly understood 
sth by ship and Pilot station. 

Ships shall stay in a position so they keep across the swell and the 
yd which both generally come from the South and they shall put the 
vol ladder on the lee side, i.e. Port if steering Eastward, Starboard if 
seering Westward. 

Pilotage is compulsory, except for shifting alongside quays. For ships 
caving harbour or shifting within harbour limits, request for a Pilot should 
» made at the Harbour Master's Office at least 3 hours before sailing 
yshitting. For a night sailing or shifting, request must be made before 
700 hrs. 

Warning: When embarking Pilot, keep well clear of sandbank 
atending from entrance to Vridi Canal. 

INCHORAGE: Vessels may anchor on the outer road in 20 m. to 30 m. 
‘water, firm sandy bottom, also to the South and to the West of the 
est jetty of the Vridi Canal. 

fESTRICTIONS: Ships may enter or leave Abidjan only between certain 
inelimits. These limits can be obtained from the pilot station on Channel 
2or from the local Agent no more than 3 or 4 days ahead of time. 
WAX. SIZE: Until now the largest vessel admitted was 243 m. in length. 
‘essels with a length of 250/260 m. may be able to be admitted 
‘mately. At the present time, the maximum permissible draft is 33 ft. 
‘y drafts over this limit, a special request should be addressed to the 
*ot Authorities, who, after taking the tide and current into consideration, 
"decide whether or not the vessel should enter. 

‘EALTH: Request for Free Pratique is given by the Agent to Port Health 
Auhority, who will board vessel on arrival. 

*ADI0: Masters must radio through Abidjan — Radio their ETA and 
vat, 24 hours and again 6 hours before their arrival, to the Port 
“mmandant (COMPORT) or in his absence, to the consignee. For a 
‘il arrival, the telegram must arrive at the station before 1700 hrs. 

When at anchorage off Vridi Canal, vessels should watch for signals 
‘m Vridi Signal Station, which keeps continuous watch, and advise 
‘em regarding the time the Pilot will board their ship. Port Captain's 
“ce and Vridi Signal Station keep a permanent watch on 156.6 MHz. 
®0 156.8 MHz. Agents may be obtained through Abidjan Radio on 
182 KHz. Abidjan Radio answers on 1813 kHz. 

‘HF: Channels 16 and 12 are used: 16 for security and 12 for general 

“atic. It is strongly advised to use Channel 12. This Channel is Strictly 
“served for the harbour traffic and ships wishing to talk to each other 
“ould do so on a ship to ship Channel 8. 

'ADAR: Installed in the Harbour Master's office. Vessels can contact 
“radar by calling “Comport Abidjan” on VHF Channels 16, 12 and 
sERTHINGS Abidjan Radio, which keeps watch on Channel 16. 


oa Quay: (Banana Carrier Quay): Length 350 m., 2 berths, 
a m. 


rac ail Length 775 m., 5 berths (Nos. 1-5) from East to West, 
eth 10 m 


road 1,525 m., 10 berths Nos. 6 to 15 from North to South, 
* m. 

ro Ne 1,145 m., 6 berths Nos. 16 to 21 from North to South, 
“Ot 11.5 m. 

‘ie Roll-off Berth: Length 200 m. Depth 12.5 m. 

- 'emporary Roll-on/Roll-off berth is located at the North Quay of the 
“Ng harbour, length of the quay 350 m., depth 7 m. 

"Quay 90 m. long, situated on the South bank of the lagoon between 
sccess canal and the discharge canal (Bietri Canal) extended by a 
rg of piles, permits the mooring of vessels 140 m. long and with 
2" draft. This Quay is called ‘Siveng Quay’ and is reserved for the 
“*mpany of the same name. 

_{ oll Wharfs situated on the East bank of the access canal 
~“ommodate large vessels of more than 200 m. with a max. draft of 


bs Sea line” buoy situated off Port-Bouet can accommodate vessels 

+9 @ length of 270 m., and a draft of 46 ft. and not exceeding 
9000 d.w.t. (See “Tankers’). 

wed buoys lined up in the North part of the port (Banco Bay) are 
7.4 Vessels taking on timber. 

oe Quays of the port are not equipped with cranes, so loading and 
*ading operations are undertaken by vessels own gear. 
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IVORY COAST 


TUGS: Tugs join vessel at the port entrance. Towing lines are provided 
by the tug. Tugs work on VHF Channel 8. 

SPECIALISED CARGO HANDLING FACILITIES: 

Container Terminal: 4 Berths (No’s 22, 23, 24 and 25) each 200 m. 
length are in service. A study with regard to equipping these quays with 
gantry cranes is being undertaken. The area of the container park is 
60,000 sq.m. Loading and unloading of the containers is by ship's gear. 
Transport on the quays is made by trailers. 

Ro/Ro berth: This berth has a park of approximately 40,000 sq.m. 

Details of the ramp of the temporary berth, situated on the North quay 
of the fishing harbour are as follows: Width 17 m., height above chart 
datum 1.5 m., permissible loading 20 tons by pulley. The height of the 
quay above datum is 1.8 m. 

Vessels arriving with cereals destined for “Grand Moulins D’Abidjan” 
are received at Berth No. 1, or they are given a berthing priority. Handling 
is by means of suckers and conveyor, average rate of discharge 
150 t.p.h. The capacity of the silos is 30,000 tons. The “Grand Moulins” 
are also equipped to load pellets in bulk at this berth. They can also 
receive cereals for third parties; in this case the transporting vessel still 
benefits from the mooring priority. 

The handling companies Transafric and Socopao are also equipped 
with suckers (Vigan pumps) for discharge of cereals. Evacuation is then 
made either by tipper lorries (Transafric) or by direct discharge under 
hangar (Socopao). The vessels are then directed to the ordinary berths 
and do not benefit from any mooring priority. The rates of discharge are 
in the order of 50 to 70 t.p.h. 

Palm oil is usually taken on board at Berth No. 16 where 2 pipe-lines 
come from the oil depots. The diameter of these pipe-lines are 4 in., 
and the flow rate is 250/280 t.p.h. Vessels mooring at this berth do not 
we priority. These oils may be taken on board at any other berth by 
tankers. 

Wine in bulk is also received at the ordinary berths and also 
discharged by tankers. 

The timber yard is situated in the North part of the port. It is bordered 
by a quay of 380 m. from which the timber is put in the water or loaded 
on barges before being towed to the vessel on which it is to be loaded. 
The equipment of this park (yard) is as follows: 1 gantry crane of 20 tons 
and 1 of 10 tons, 1 derrick of 20 tons, 3 fork lifts of 16 tons, 1 fork lift 
of 7 tons. 

The park for discharged timber is situated between the West quays 
and the fishing port; it is bordered by a quay of 350 m. called “Quai de 
Chalandge” (Lighterage Quay), depth 2.5 m. The equipment for this park 
comprises: 5 fork lifts of 10 tons and 1 of 12 tons. 

The port has 2 floating cranes: one with 150 tons capacity and one 
of 25 tons capacity. 

Mooring of tankers at the wharves of the Vridi Canal is made at slack 
water and departure at the end of high tide. It is also to be noted that, 
in spite of reinforced moorings, the mooring to these wharves is 
sometimes rendered impossible because of the heavy swell which builds 
up in the canal. 

Prime materials for manufacture of fertilizers are received in bulk at 
the “Siveng Quay” where discharge is by derricks and suckers. 

The banana carrier quays are provided with air conditioned and 
stocking hangers as well as necessary equipment for loading. 

SOGIP Shipping: Private quay for fishing vessels. Cold room with 
capacity of 2,200 tonnes at —20°C. 


STEVEDORES: Gangs must be ordered before 1700hrs. on the 
previous day. 

MEDICAL: All medical services and hospitalisation can be arranged 
without difficulty. Crew members are obliged to have valid certificates 
against yellow fever. 


TANKERS: (Also see ‘‘Berthing’’.) 
Shipmaster’s Report: The Sea Line Berth at Port Bouet near Abidjan. 

(a) Introduction: Vessel ordered to part discharge 21,000 tons of 
crude. With a max. draft of 48 ft. 6 in., this was the largest vessel to use 
these facilities; the previous largest being about 60,000 d.w.t. (1973). 

(b) Approach from sea: Coast line is low with few distinguishing 
marks. Outline picked up at about 18 miles range (using Marconi 
Raymark), at about the same time as 100 fathom line was crossed. 
Coast is very steep-to with a pronounced rift in sea bed leading to canal 
entrance in Abidjan. 

(c) Anchorage: Vessel anchored about 2 miles from sea line terminal 
at Port Bouet. The usual anchorage is to West of canal, which would 
permit a more suitable approach to the berth. 

(d) Berth: The sea berth is situated about 1 mile S.S.E. of Port Bouet 
light. According to chart prepared by terminal authorities Societe 
Ivoirienne de Raffinage (SIR), the depths of water in the berth are 16 m. 
aft and 19 m. for'd, at chart datum. Members of the diving team and 
terminal representatives are of the opinion that there is greater than 1 m. 
more water than indicated; this is backed up by observed soundings of 
for'd depth of 21 m., with a rise of tide of 0.5 m. 

Moorings consist of four 6 in. shore wires from buoys aft; 4 similar 
wires for'd, 2 from buoys, 2 from the sea bed; both anchors are used 
with about 8 or 9 shackles of cable on each. 

Hoses are connected on port side, 2x12in. leading to a 
1x24 in. x5 km. sea line. Back pressure is limited to 7 kg./sq.cm. (about 
100 Ib./sq.in.). Berth is aligned to head into the prevailing Southwesterly 
wind. Unfortunately this places the vessel beam on to the current which 
is unpredictable in both magnitude and direction. After 9 years’ 
experience at the berth, the diving team are unable to predict for a 
particular time if the current will run at all, or in what direction or at what 
strength. Current velocities of up to 2.5 knots are normal. If the current 
starts to run at this strength at an early stage of a berthing operation it 
is probable that the operation will have to be abandoned. 

(e) Berthing: Approach to the berth is made on a heading of 145° in 
line with buoys A and B on SIR chart. During much of the approach the 
vessel is within 5 cables of the shore, but, with one exception, the depth 
of water is adequate. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler 


When the vessel was between 1 and 2 ship's lengths from Buoy A, 
in Grid reference position 579.030 393.280 on SIR chart, the under keel 
clearance was 15 ft., for several minutes. There was a very low, barely 
discernable, swell running, but the approach to the berth runs with this 
swell directly abeam, causing the vessel to roll an estimated 5°; the 
effect of this was to give a min. bilge.clearance of 10 ft. 

Berthing operation is routine, with some shore labour assisting with 
wires. No carpenters’ stoppers are provided for wires, but two each end 
can be made fast on to the storage drums of the winches. 

(f) Discharging: Limiting back pressure maintained by two cargo 
pumps running at 1,200 r.p.m. Discharge rate achieved was 2,237 t.p.h., 
which is usual for this berth. 

(g) Bunkering: Bunkers are available in the berth in amounts greater 
than 500 tons. As bunkers are taken via the same sea line as cargo is 
discharged, the operation is somewhat clumsy and time consuming: 
crude in the sea line is displaced by fuel oil; the hose is shifted to bunker 
connection; bunkers are taken; the hose is re-connected to cargo 
manifold; the fuel oil in the sea line is displaced by crude oil. This 
sequence of operations took a total of eight hours. If a total discharge 
was planned, it might be advisable to take bunkers in the middle of the 
discharge, in order to obviate the need to use stripping pumps to displace 
the fuel oil in the sea line, amounting to some 1,200 tons. 

Notice: /nformation for the attention of the Masters of tankers mooring 
at the S.I.R. sea-line of Port Bouet: 

The conditions at this sea-line necessitate the presence on board of 
the following personnel during operations of mooring and connection of 
the hoses. 

1 Superintendent who combines the duties of Mooring Master, Loading 
Master and chief diver. 

2 Divers who also assist in the mooring and the connecting operations. 
2 Seamen for the refinery'’s launch. 

2 Assistants for the mooring and connecting operations. 

These personnel will be present until pumping starts. We would be 
glad if you would provide meals for them during this period (from 8 to 
12 hours normally). 

Usually the Superintendent and the refinery’s representative eat in 
the officers’ mess and the rest in the crew’s mess. 

Once pumping has started the following personnel stay on board. The 
Superintendent; the refinery's representative; 2 seamen; 1 assistant. 

We would be grateful if you can provide cabins and meals in the 
officers’ mess for the Superintendent and refinery’s representative and 
sleeping quarters and meals for the 3 other persons until the tanker’s 
departure. 

The refinery’'s launch the “Sirius” helps during the mooring and 
connecting operations and serves as a liaison launch between the tanker 
and the refinery. Would you reserve a mooring berth on the starboard 
side of the tanker with pilot's ladder for access aboard? The mooring 
ropes are provided by the refinery and should be reserved for the launch 
“Sirius”. The Agent's launch or any launch other than the “Sirius” should 
oe forward of this berth and should be provided with its own pilot's 
ladder. 

We thank you in advance for your kind cooperation in this matter and 
wish you a satisfactory stay on the sea-line. 

Signed: General Manager, Societe Ivoirienne de Raffinage. 
DENSITY: Varies from 1025 in January to 1000 in November. ° 
FRESH WATER: Supplied from the quay at the rate of 40 t.p.h. per 
hydrant. Can be supplied by barge. 

FUEL: ‘is secs. fuel available from Abidjan Refinery. Advance notice 
required. 
CONSULS: The following countries are represented locally: 


Algeria Gabon Norway 
Argentina Germany F.R. Poland 
Austria Ghana Romania 
Belgium Guinea Senegal 
Benin Guinea Bissau Spain 
Brazil India Sudan 
Canada Israel Sweden 
Central African Italy Taiwan 
Rep. Japan Tunisia 
Chile Korea U.S.S.R. 
Colombia Lebanon United Kingdom 
Congo Liberia U.S.A. 
Denmark Mali Upper Volta 
Egypt Mauretania Vietnam 
Ethiopia Morocco Yugoslavia 
Finland Netherlands Zaire 
France Nigeria Zambia 


REPAIRS: All types of repairs can be effected. There is a floating dock 
with lifting capacity 2,000 tons. 

war eneren Services of shore watchmen are recommended. See 
“Notice”. 

PIRACY: February 1988: Whilst at anchor overnight awaiting berth, 
vessel was boarded by armed pirates who threatened crew and stole 
stores and crew effects. 

Vessel berthed in morning and worked from 0730 hrs. — 1930 hrs. 
During the night, whilst alongside, the vessel was again boarded and 
plundered. 

HATCHES: Normally opened and closed by stevedores. 

CUSTOMS ALLOWANCES: Each man allowed to retain 200 cigarettes 
and 1 bottle of alcohol. 

REPATRIATION: Can be arranged. 

AIRPORT: Local international airport with connections to all parts of the 
world. 

TIME: GMT. No alterations during the year. 

HOLIDAYS: ist May and 7th December no work can be carried out. 
Other holidays which may be worked at overtime rates are: 1st January, 
Easter Monday, Whit Monday, Ascension Day, 1st November, 
Christmas. 

POLICE/FIRE/AMBULANCE: Police, tel. 35.57.57; Fire, tel. 238/82: 
Ambulance, tel. 238/82. 
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TELEPHONES: Can be connected on board if requested for Vesta 
moored at Quays No. 1, 2, 4 and 5. 

SHORE LEAVE: Allowed without restriction. See “Notice” below, 
IDENTIFICATION CARDS: Should be carried by crew going 
DEVELOPMENTS: The port extension project of the Locodjro site 
bank of the Bay of Banco) to be constructed. Facilities to j 
container terminal, mineral terminal, additional fishing port, Clinker bes 
and additional general cargo berths. 2x40 ton gantry cranes fob 
installed. 


NOTICE: Agent's Notice to Masters: 1986. 
REF: DOCUMENTS — SECURITY — WARNINGS. 

In order to comply with the various local regulations and mee 
different Port of Abidjan Authorities requirements, we give below, 
necessary instructions, information and warnings. 

(A) Documents: 

Upon arrival you will have to hand over the following documents » 
the corresponding authorities: 

1. To the Agent: 4 Crew Lists, 4 Ports of Call Lists, 4 Pa 

Lists, 1 Store List, 1 Animal List, 1 Crew Declaration List, 1 
List, 1 Arms and Ammunition List, 2 full sets of Inward Manifes. 

2. To the Customs Officers: 1 Crew List, 1 Ports of Call 
1 Passenger List, 1 Store List, 1 Crew Declaration (« 
1 Drugs List, 1 full set Inward Manifest. 

3. To the Police Officers: 1 Crew List, 1 Ports of Call (s 
1 Passenger List, 1 Animal List, 1 Arms and Ammunition Lis 

4. To the Health Officers: 1 Crew List, 1 Ports of Call is 
1 Passenger List, 1 Animal List, 1 Vaccination List. 

5. Remarks: We must stress that all these above documents ms 
be correctly and accurately completed, your attention is especia) 
drawn to the documents given to the Customs Officers: Sip: 
List, Crew Declaration List, Drugs List, which will be thoroug) 
checked and any discrepancies could lead to heavy fines to %& 
vessel. 

Customs Regulations require that any item which js » 
absolutely necessary to the functioning of the ship must 
declared. This concerns mainly any television, radio, video » 
other electrical apparatus belonging to the ship which have tot: 
mentioned on the Store List together with all items usua) 
declared. 

Also for exchange control operations, Customs require that a 
amount of foreign currency which is either personal to a cre 
member or belonging to the ship's funds in excess of CFA150.0i 
per man (approx. U.S.$335.00) must be declared on te 
Provisions or Crew Declaration List. 

(B) Security: 

Your are hereby advised that security wise, Abidjan Port is qué 

unsafe these days, and Master must protect his ship against t 
following: 
Robberies and Pilferage of Cargo and Vessel Property: Police Offices 
watch is compulsory on vessel discharging foodstuffs. Howeve 
additional watchmen (private or police) are recommended to avo! 
robberies and pilferage of cargo. Please discuss this matter with yor 
Agent who can order the necessary watchmen at your request and! 
your account. 

It is further recommended to keep all cabins closed and keep a walt? 
at the entrance to the living quarters. 

Prostitution: Even though they are not allowed to enter the port are 
prostitutes board vessels either from shore or lagoon side. 

You are hereby informed that such practices are strictly prohibie 
and vessel will be prosecuted and fines levied by police in ca# 
prostitutes are found on board your vessel. 

(C) Warnings/Smuggling: We draw your attention on the strictnes 
of the local Customs Regulations and hereby warn you and your cre 
of the heavy risks taken in case of any attempt at smuggling. 

We strongly warn crew members not to deal with anyone trying tos® 
local produce (such as cocoa or coffee) or to buy any part of your cav 
or personal effects (such as radios, televisions, videos, watches, sug” 
rice, fish, etc.). Please note that some of these “dealers” are “Age 
Provocateurs”’ and the Customs usually prosecute the vessel with fine 
out of all proportions. 

You are also reminded that crew members are not allowed to ca” 
in and out the port any personal effects or provisions of any value 


SHIPMASTER’S REPORT: October, 1983. 
Documents: Customs are very strict on Crew Declaration and Ce 
Lists. Fines in case of differences are very high. 

In case you are notified of a fine you should contact your P & | O# 
through your Agent. 

Yellow Fever Certificates not compulsory. 
Anchorages: Many ships that have had to anchor inside the hat 
have been boarded by armed thieves - it is preferable to wait 30™= 
off coast drifting rather than anchoring inside harbour waiting for 
Radio: “Comport’ must be advised 24 hours prior to arrival. Am 
departure is governed by Vridi Channel. Navigational opening 
advised by Agent. Inward bound ships are advised to arrive 30 
after advertised opening times as outward ships have Pilot Prionty 
Berthing: Max. draft at Banana Loading Pier is 7.5 m. We always De 
port side to using starboard anchor. 140,000 boxes fruit usually 10% 
in a 40 hour working period. Labour works as cargo is available ~ 
bananas/pineapples, holds are pre-cooled to +8°C for survey. ‘ 

Average rate of general/frozen cargo discharge at General CaP 
Piers is max. 15 t.p.h. depending on transport available. 
Fresh Water: No difficulties at General Cargo Quays, but only avai 
at Banana Quay by barges (whose services are unreliable). 
preferable to give as much notice as possible. 
Watchmen: 2 ships’ watchmen on duty at night plus 2 shore watch 
The latter are regulars appointed by Ship's Master. 


gequlations: Please note that security net under gangway is compulsory. 
oe lack of it would result in a heavy fine from the Port Authority. 
synauthorised persons are allowed on board this may result in heavy 

wes by the Port Authority. 

sew Safety: It is advisable to take a taxi when proceeding ashore. 

“scannot be too stongly emphasised that NO person should venture 

wore on his own either by day or night. 


yipPMASTER’S REPORT: February 1985. 

ssioms: It is advisable to declare all valuable goods such as television 
is yideo-recorders, video tapes, radios and binoculars, also soft 
~oks and beer, as it is common for Customs to impose fines of $1,000 
$2,000 if incorrect declaration is made. 

me Ship's Stores List/Provisions List must also be correct otherwise 
oes will be imposed. 


\THORITY: Port Autonome D'Abidjan, BP. V85, Abidjan, Ivory Coast. 
92-01-66, 33-14-24. Telex: 22778 Dgpaa Cl. Contact: Director General. 


\GENT: Socopao Cote d'Ivoire, 01 B.P. 1297, Abidjan 01, Ivory Coast. 
"32-02-11, 32-71-47. Telex (Shipping): 23562, 23745, 23755, 23413 
freight Cl. Cables: “Freight Abidjan”. FAX: 32-92-05, 32-71-47. 


SAN PEDRO: 04.44 N. 06.38 W. (See Plan) 


LOCATION: The Port of San Pedro is located at the old mouth of the 
ser bearing the same name. The river has been diverted and now 
mes into the sea to the East of the hill on which a light is located. 
DOCUMENTS: 

copies Crew List. 

3copies List of Ports of Call. 

‘copy Passenger List. 

‘copy Declaration of Arms and Ammunition. 

3copies Kroo List. 

‘copy Health Declaration. 

6 copies of Manifest. 

2 copies Bills of Lading. 

3copies List of Hazardous Cargo, disembarking or in transit. 
APPROACHES: /n Clear Weather: The first recognisable Port 
caracteristics are: 

1. The lighthouse to the N.E. of the Port on a hill (Lat. 4° 44’ 55” N., 
‘ong. 6° 36’ 00” W.) — which is a four-sided pylon 26.8 m. high on the 
« of which is a square metal shelter with horizontal red and white 
wipes and on its middle part on the Southern side is a white sphere. 
The height of the light is 160.3 m. 

2 Hertzien Relays: Cylindrical telecommunications tower, grey in 
sour and 59.3 m. high. It is located 1,100 m. — 268° from the light of 
ne Eastern Jetty on a hill dominating the Port. Its height in relation to 
wa level, is 127 m. At the top of it is a metal aerial mast. 

ln Misty Weather: There is an aeronautical radio beacon (Lat. 
£4612" N., Long. 6° 38' 58” W.) operating during the day from 
30 hrs. to 1830 hrs. and at night on request (frequency 330 A1 call 
a: The request for night operation must be made to ASECNA 
a Abidjan. 

*LOTAGE: Pilotage is compulsory for entering and leaving and for 
Toving within the pilotage limits, defined by a circle of 4 miles radius 
‘ntred on the base of the Western Jetty (Pointe Quiquerez). 

All vessels wishing to enter the pilotage area of the Port must send 
least 24 hours prior to arrival, a telegram or a telex stating ETA, 
a Aa draft, nature and tonnage of goods to be loaded or 
loaded. 

_The telegram or telex should be sent for the attention of the Port 
“mmandant, or otherwise to the Consignee. 

The pilot boat is a cutter which has a black hull and white 
“perstructures marked ‘“Pilote San Pedro”. The usual summoning 
Sonals for the Pilot are also supported by 2 long and 1 short (G) audible 
Sgnals on the siren. 

Pilotage is available day and night for leaving the port and for 
Tovements at the quay. Berthing at the buoys only possible during 
“ylight hours. Departures are announced at the daily port conference. 

Pilot service not available 24th & 31st December (1800 — 0800 hrs.). 
_ three hours before sailing, the ship's Agent must confirm or modify 
etme for sailing as is expected. 

The vessel must confirm again its departure 1 hour before sailing (by 
‘NF or by any other means if the vessel does not have VHF). 


XESTRICTIONS: Tides impose no restriction. However vessels drawing 
_ authorised maximum) operate during HW to facilitate their 
vements. 


WAX, SIZE: 
Berth Max. LOA Max. Draft 
(m.) (m.) 
Oil Berth 90 5.5 
Berth No. 1 155 10:5 
Berth No. 2 200 10.5 
Berth No. 3 190 10.2 
Berth No. 4 195 10.5 
Berth No. 5 140 10.5 
Berth No. 6 150 8.5 
South Quay 150 8.5 
may West Quay 586 10.5 


tn 0: Vessels anchored can communicate with the Port Captaincy 
ta HF (Channel 16 and 12 with permanent watch). There is permanent 
“ene watch on 2182 kHz, as well as communication by light 


NGS: One tug of 1,300 h.p. 
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IVORY COAST 


BERTHING: The port protection structures comprise of a Western 
breakwater 265 m. long and a breakwater to the East of 145 m. length. 
Access is by means of a 120 m. wide channel dredged to 12.50 m. The 
entrance passage is 200 m. wide. A heading of 291.5° leads to the port. 

The channel gives access to a manoeuvring basin of 400 m. diameter 
dredged to 11.8 m. depth. 

South Quay: Length 155 m., depth 9 m. 

West Quay: Length 181 m., depth 11 m. and 405 m., depth 12 m. 

Service Quay: Length 109 m., depth 4 m. 

There are 5 loading points at buoys for loading timber: 2 to the North 
of the Western Quay, and 3 to the North of the Eastern Breakwater, 
which can take vessels with a maximum length up to 140 m. at 3 buoys 
and 200 m. at 2 buoys. Depth 11 m. 

Cement Handling Berth: Length 200 m. Vessels berth against dolphins 
and secure to buoys fore and aft. Depth of water 11 m. 

There is also inside the Port a small tanker berth for vessels not 
exceeding 100 m. on the Eastern Breakwater. The areas located to the 
North and East of these berths are used for storing timber. 

Also see “Max. Size”. 

STEVEDORES: Work around the clock. 

MEDICAL: There is a hospital with limited facilities at San Pedro. For 
serious cases, patients are taken by medical plane to Abidjan (which is 
1 hour's flight away). 

EQUIPMENT: No quay cranes, cargo handled by ships gear. 

One mobile crane, capacity 60 tons. One 30 ton “Challenger” for 
handling containers. Lighters of 200 ton and 300 ton capacity. 

FRESH WATER: Available at the quays, rate 30 t.p.h. Also available at 
the buoys by barge, capacity 300 tons, rate 25 t.p.h. 

FUEL: Available alongside at the quays by road tanker. 

CONSULS: France. 

REPAIRS: There are several workshops for effecting small repairs. The 
Port Authority also undertakes repairs, contact Harbour Master. 

T.S.M. workshop: Welding painting, engine maintenance, etc. Tel. 71- 
16-65. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits. 
AIRPORT: Daily air link with Abidjan 

TIME: GMT. 

HOLIDAYS: Public: December 7th, (Independence Day); May 1st, (May 
Day). 

Legal Holidays: The following legal holidays are considered public 
holidays with pay unless they fall on a Sunday: 

January 1st; End of Muslim's Lent (Ramadan); November 1st, All 
Saints’ Day; Ascension Day; Assumption; Easter Monday; Whit Monday; 
December 25th. 

It should also be noted that when December 7th and May 1st fall on 
a Sunday the following day is considered a public holiday. The same 
when December 7th falls on a Tuesday or Friday, the preceeding or 
following day is considered holiday. 

POLICE/AMBULANCE/FIRE: Police Tel: 71-13-43; Ambulance Tel: 71- 
10-25; Hospital Tel: 71-11-21 and 71-16-01. 


GENERAL: Tides & Currents: The maximum tidal range is 1.5 m. (about 
half an hour ahead of the tidal times at Abidjan). 

The slight S.W'ly current at the Port entrance of 0.5 to 1 knot is 
negligible inside the Port. 

There is a slight tidal rip at the South Quay. But in the whole port and 
particularly at the South Quay, there is a considerable undertow between 
the months of June and September. 

Weather: The tropical climate with tradewinds is rather mild (maximum 
30°C, minimum 20°C, the absolute minimum being registered in January 
visi ©) ) 

The rain seasons go from May to August; the region is irrigated by 
tornadoes from April to May and September to October. The average 
rate of rainfall reaches 1,600 mm./year. 

Fresh Food: Only available in small quantities. 

Roads: A tarmacadam road connects with Abidjan, distance 450 km. 
Port Officials: The Port Captaincy, the pilotage and tug control are all 
in the Captaincy building which is a two storey structure, raised on a 
circular dias located at Pointe Quiquerez. The Customs are within the 
Port to the South of the Western Quay. 

DEVELOPMENTS: By 1990, in order to cater for increased exports and 
imports, the Port will have 4 anchorage points and 7 quay berths, one 
of which will be multi-purpose. This will involve extending the Port to 
the North and enlarging the Northern Dock, creating an Inner Port, 
extension of dredging, creation of open storage areas and construction 
of quays. In all, the plan, from a long term aspect, is to have 10 km. of 
quay, 500 hectares of port industrial area and 200 hectares of 
commercial areas. 

AUTHORITY: Port Autonome de San Pedro, B.P.340, San Pedro, lvory 
Coast. Tel: 71.20.80 or 71.14.79. Telex: 99102,99112 Comport-Cl. 
Cables: Comport San Pedro. Contact: Mr. Ogou Attemene, Director 
General. Captain Guy Lambert, Harbour Master (VHF Channel 16 or 
2182 kHz). Tel: 71-16-65. 

AGENT: Socopao Cote d’ Ivoire, B.P. 370, San Pedro, Ivory Coast. Tel: 
711133, 712232. Telex: 99104 Freight Cl. Cables: “Freight San Pedro”. 
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KINGSTON: 17.59 N. 76.50 W. (See Plan) 


PORT LIMITS: The area of the sea to the Northward of the Palisadoes 
extending from Harbour Head to Port Royal and a straight line from Port 
Royal to the jetty at Small Point. 

Charts: General Chart of Jamaica No. 446. Kingston Harbour No. 454. 
DOCUMENTS: 

For Customs: 

2 Crew Declarations. 

Clearance from the Last Port of Call. 

1 Ship's Register, i.e. Ship's Information. 

2 Stores Lists. 

2 Dangerous Cargo Lists. 

International Certificates of Vaccination for each Crew Member. 

For Immigration 

2 Passenger Lists. 
For Agent 

Bills of Lading covering all cargo on board. 

2 Crew Lists. 

2 Stores Lists. 

5 Manifests. 

Ship's Register, Safety Certificate and Load Line Certificate. 

For Quarantine 

1 Crew List. 

Maritime Declaration of Health signed by Master. 

1 Derat Certificate. 

International Certificates of Vaccination for Crew Members. 
PILOTAGE: Pilotage is compulsory. A minimum of six (6) hours advance 
notice from the Master or Agent for the services of a Pilot. Pilots usually 
board the vessel two (2) miles S.E. of Plumb Point Lighthouse or East 
Middle Ground Buoy. 

VHF contact with the Pilot Office is made through Channel 11. 
ANCHORAGES: There are 5 anchorages namely A, B, C, D and E 
which are reserved. Reservation for the use of these anchorages should 
be made through the Harbour Master. 

The 5 reserved anchorages are: 

. 210° Distant from R.C. Cathedral Dome 12.2 cables. 

Position: Lat. 17° 57’ 17” N., Long. 76°57’ 12” W. 
186.5° Distant from R.C. Cathedral Dome 10.9 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 47’ 12” W. 
162.5° Distant from R.C. Cathedral Dome 12.1 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 46’ 40” W. 
118.5° Distant from R.C. Cathedral Dome 28.4 cables. 
Position: Lat. 17° 57’ 00” N., Long. 76° 44’ 30” W. 
124° Distant from R.C. Cathedral Dome 24.4 cables. 
Position: Lat. 17° 57’ 07” N., Long. 76° 45’ 00” W. 
In addition there is unlimited anchorage space available toward the 
Eastern end of the Harbour. 

Entry — Day or Night. 

RESTRICTIONS: Entry — day or night. Rise and fall of tide, average 
range 10 in., occasionally 16 in. Strength of current in harbour 1.5 knots 
(in some places). Main direction and average speed of prevailing winds 
E.S.E. 20 m.p.h. Months of max. rainfall (i) April/May, (ii) Sept., Oct. and 
Nov. Hurricane period June 15th — November 15th. 

MAX. SIZE: Recommended max. draft into Port Royal 40 ft. for vessels 
of unlimited size. Main ship channel max. recommended draft of 
36 ft. 6 in. and is 800 ft. wide at its narrowest point. Depth 39 ft. at MLW. 
Newport West has recommended draft of 32 ft. 6 in. with a turning basin 
of 1,500 ft. Esso Terminals has recommended max. draft of 34 ft. 6 in. 
Max. recommended draft of 32 ft. 6 in. to proceed Eastwards, from Esso 
Terminals, in harbour to anchorage or berths. Newport East has max. 
recommended draft of 27 ft. 6 in. 

HEALTH: See “Documents”. 

Radio Pratique may be granted. 

Crew not allowed to take fruit ashore. 

Pratique Procedure: The Customs Officer who boards the vessel to 
check all documents will after he has placed excess tobacco and liquor 
under bond indicate to the Master when Pratique has been granted. 

If a vessel obtains Pratique at Kingston, automatic Pratique granted 
to proceed to any other port in Jamaica. 

RADIO: Cable Agents giving ETA, Draft, Passengers (if any), cash 
required. Call sign “KNRDO 6Y1". 

Tankers: ETA messages to state arrival time at Pilot Station, maximum 
draft on arrival, last port(s) of call, number of crew, date Derat Certificate 
expires, confirm crew possess valid vaccination certificates, cash, stores 
ae laundry requirements, details of diseases if any and request Radio 

ratique. 

VHF: VHF Channel 16 — Kingston Radio. VHF Channel 11 — Pilotage. 
TUGS: Available and compulsory for berthing and unberthing. Two tugs 
of 2,800 h.p. Tugs join incoming vessel near berth. In case of emergency 
tug joins vessel wherever requested by Master. Tugs on VHF Channel 
16 (24 hours). Usually ship's lines used, but if tug's lines used there is 
no extra cost. 

BERTHING: At the Public Wharves there are 11 existing berths and 
their specifications are as follows: 


Mo Ws Os Oi 


Berth No. Length Depth Max. Draft 
No. 1 525 ft. 25 ft. 22 ft. 6 in. 
No. 2 600 ft. 30 ft. 27 ft. 6 in. 
No. 3 600 ft. 33 ft. 30 ft. 6 in. 
No. 4 600 ft. 34 ft 31 ft. 6 in. 
No. 5 600 ft. 33 ft 30 ft. 6 in. 
No. 6 600 ft. 32 ft 29 ft. 6 in. 
No. 7 600 ft. 33 ft. 30 ft. 6 in. 
No. 8 600 ft. 31 ft 28 ft. 6 in. 
No. 9 600 ft. 34 ft. 31 ft. 6 in. 
No. 10 600 ft. 39 ft 36 ft. 6 in. 
No. 11 600 ft. 39 ft. 36 ft. 6 in. 
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In the immediate vicinity of these berths the clear turning is 1, 
elsewhere there is adequate swinging room for the largest Vesgy 
At Berths 1 — 8 there are the following: 

4,725 ft. of berth frontage 3,247,000 sq. ft. of open stor, 
467,000 sq. ft. transit shed 67,000 sq. ft. of cold Storage 

Tractors, cranes and forklifts are used to move Cargo from ship's 

Ro/Ro facilities are located at Berth No. 1, where there is an 80s 
concrete ramp. There is a floating barge/ramp at Berth No. 8. 
container facilities are available at Berths 9, 10 and 11: and in 
there are approx. 50 acres of terminal area with storage space for 5.0y 
containers and a Container Freight Station of 45,000 sq. ft. 

There are no specialised berths on the public wharves for hai 

bulk cargo. However, when necessary, consignees make their o. 
discharging and storage arrangements. 
Dangerous Cargo: 1. Vessels wishing to transit any Jamaican Por we 
dangerous cargo/goods on board are required through the Master» 
Agent to apply to the Harbour Master for permission to make Such; 
transit. 

The application should be made not less than 48 hours before ty 
vessel's ETA and must include: 

(a) The I.M.O. number assigned to the cargo as per |.Mo 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The port for which the cargo is destined. 

2. Vessels loading dangerous cargo for intended discharge jn ; 
Jamaican port must before loading such cargo apply to the Harboy 
Master for permission to go alongside for the purpose of dischargyy 
same. The application must include: : 

(a) The I.M.O. number assigned to the cargo as per |.MO 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The nature of the cargo and storage; 

(d) The name of the intended port of discharge. 

Equipment: Four Portainer Cranes (40 ton), 9 Karrilifts, Heavy Forkit: 
erie 32 ton), for handling empty containers and several Tractors ay 
assis. 

The 4 Portainer Gantry Cranes are capable of moving 20 ft., 35¢ 
and 40 ft. containers at a rate of 30 an hour; the 9 Karrilifts can hang: 
similar size containers. 

Developments: Rails on Berth 11 have been extended by 200! 
Adjacent to this extension it is proposed to erect a 100 ft. berthin; 
platform for handling Ro/Ro vessels. 

STEVEDORES: To enable Agent order gangs important to obte 
accurate ETA from vessels. Time: 1200 hrs. the working day belo: 
vessel arrives. Shifts: 0700 — 1400 hrs., 1400 — 2100 hrs., 2100 - 
0500 hrs. Saturdays, Sundays and public holidays attract premium rate: 

Stevedores normally rig and open, but crew open MacGregor hatches 
All necessary gear supplied by stevedores except rain tents and speca 
lifts requiring special gear, which vessel must supply. Average unloading 
rate 10/15 tons per gang hour for general cargo. 

BULK HANDLING FACILITIES: National Gypsum & Quarries Limite: 
National Gypsum and Quarries Limited operates a wharf at Harbor 
Head for the export of gypsum rock only. 

There are 3 steel and concrete dolphins and 1 wooden dolphin. Te 
concrete and steel dolphins are the principal docking structures. The 
are 161 ft. apart. The min. draft currently available is 26 ft., but this cou 
be increased at short notice to 29 ft. Vessels of 440 ft. length and 64* 
beam are normally loaded. Bulk rock loading facilities capable of loadry 
crushed gypsum at an average rate of 700t.p.h. — 1000t.p.h. at 
available. 

Wherry Wharf Limited: Wherry Wharf Limited maintains a pier at Newpe’ 
East for loading and unloading lumber, corn and animal feed ingrediens 

The wharf is 200 ft. long with a depth of 29 ft. It has a free-flow acces 
road and a 200 ft. x60 ft. apron. 

Shell Company (W.1.) Limited: Shell Company (W.I.) Limited has but 
cargo facilities at Harbour Head used primarily by Jamaica Flour Mis 
MEDICAL: Agents to be advised before arrival of vessel if emergent 
medical attention required. Hospital facilities available. If inoculate’ 
required Master to advise Agents prior arrival of vessel. 
TANKERS: No specific requirements applicable to oil carriers. Reduce’ 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharg 
facilities available taking maximum 500 gallons. Gas free certifica® 
required for tankers laying alongside Public Wharves in Kingston. ‘ 
Texaco Caribbean Inc.: Texaco Caribbean Incorporated operates 
wharf which is situated at Harbour Head and is known as the East” 
Terminal. The jetty is 325 ft. long and will accommodate vessels up® 
18,000 tons (gross). Max. draft at low tide is 28 ft. Berth is used” 
receival of bulk petroleum products and for bunkering vessels with G# 
Oil, Marine Diesel and Fuel Oil. No packaged goods are handled at i™® 
berth. Fresh water supplies are available. 

Esso Marketing Terminal: Max. length of vessels 600 ft. Max. S# 
draft —31 ft. Draft forward restricted to 28 ft. only with vessel 
portside alongside. Both day and night berthing possible. Fresh we 
is available. Bunkers available here are Heavy Fuel Oil (Bunker 
Marine Diesel, Marine Gas Oil and a wide range of intermediate bunke®_ 
Esso Refinery Marine Dock: Max. length of vessels 743 ft. Max. 
draft 36 ft. 6 in. Fresh water is available and day and night bert 
possible. The Esso Refinery Pier is used for receiving crude | 
from tankers as feed stock for the Refinery through a 20 in. under? 
pipe-line. A wide range of finished products is also delivered into ta™®* 
for export as well as for discharge at other ports on the island. 
Esso Refinery Dry Cargo Dock: Max. length of vessels - 4" 
(Freighters) and 475 ft. (Tankers). Drafts alongside vary from 25h: | 
27 ft. Draft forward restricted to 17 ft. 6 in. with vessel moored | 
alongside only. Fresh water is available. This dock is used for i 
and unloading packaged and drummed lubricating oil on freightes” 
export to various countries throughout Central America and / 
Caribbean. i 

Other materials exported here are lubricating oil in bulk and varat 
grades of asphalt in drums. 
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sity: Average density 1026. 
agsH WATER: Fresh water available at berth. Average delivery rate 
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i: All grades (viscosities) available. At least 2 days’ notice required. 
spxering Depot — Newport West: The Shell Company (W.|.) operates 
sxenng facilities at Newport West. f 

‘snydrant system with outlets at each berth provides a complete range 
spunkers. 

| - bunkering facilities are available at Newport West. Pipe-lines 
om the nearby Esso Kingston Terminal to the berth at Newport 
eg providing Heavy Fuel Oil and intermediate ranges of bunkers. 
wre Gas Oil is also available Monday through Friday by tank truck. 
rxaco Caribbean Incorporated also has facilities for bunkering 
«sels with Gas Oil, Marine Diesel and Fuel Oil. 

sf PRECAUTIONS: Fire boat available equipped for fighting harbour 
«24 hours per day. Also equipped fire engines situated within easy 
«en of docks available 24 hours a day. 

| sgNSULS: Consuls not available on Saturdays and Sundays, except 
| special request. 


| Kingston 
Tel. No. 
2 Commissions 
antish Information Service 69050 
canadian High Commissioner 61500 


twnidad and Tobago High Commissioner 65739, 65730 


inpassies 


imerican Embassy 63645 
iugentine Embassy 65588 
chinese Embassy 70860 
cuban Embassy 74362-3 
Dominican Embassy 66676 
french Chancery Embassy 79811 
German F.R. Embassy 66728 
sraeli Embassy 68768 
Mexican Embassy 66891 
Netherlands Embassy 69026-8 
Panamanian Embassy 70042 
Soviet Embassy 41048 
venezuelan Embassy 655190 
insular Offices 

Argentine Consulate 77616 
Austrian Consulate General 25623 
3elgium and Luxembourg Consulate 64295 
Colombian Consulate General 42004 
Costa Rican Consulate General 67285 
Danish Consulate 36737 
finnish Consul 23006, 22519 
German F.R. Embassy — Consular Section 66728 
Greek Consul 23685 
Guatemalan Consul 42966 
Haitian Consulate General 77595 
Hondurian Consul Ad Honorem 67285 
talian Consul 66981 
Jordanian Consulate 82661 
lebanon Consulate 76465 
Uberian Consul 27169 
Mexican Consulate 66891 
Nicaraguan Consul 22856 
Norwegian Consul 39811-4 
Peruvian Consul 76565 
Salvadorian Consul 25780 
Spanish Consul 22856 
owedish Consulate 36737 
Swiss Consulate General 23347 


‘PAIRS: Minor deck and engine repairs possible by 2 firms. 
*eadvice of 3 days recommended. 
RY DOCKS: Dry dock facilities available. 
WAVEYORS: Lloyd's Register, A.B.S., B.V., G.L., Det Norske Veritas. 
4NGWAY/DECK WATCHMEN: Services of watchmen are 
“ommended. 
PENING/CLOSING HATCHES: Hatches covered by Pontoon and 
“th Boards opened and closed by stevedores. MacGregor hatches 
‘udled by crew. 
ERTIFICATES: 
Salety Certificate. 
ship's Register. 
‘oad Line Certificate. 

8st Certificates for derricks and cargo handling gear. 
‘STOMS ALLOWANCES: Tobacco, 2 oz. tobacco in any form (2 oz. 
**lobacco or 40 cigarettes) per day. Wine and/or spirits, 6 oz. or 0.5 
uted pint of spirit per day. 1 pint wine allowed Master and Officers 
»,,0! as stated in the Articles under flag they fly. 
“NGO GEAR: The usual certificates covering testing and inspection 
Hs gear and equipment as required under Docks Regulation 1934 of 
s21Britain or by International Labour Organisation, will be acceptable. 
*ATRIATION: Facilities available for effecting crew changes. 
“PORT: Norman Manley International Airport — approximately 10 
te served by many airlines. 

‘Local time is GMT minus 5 hours. 
he DAYS: Days when work is performed only on overtime rate: New 
td Day; Ash Wednesday; Easter Monday; National Heroes Day 
er Monday in October): Boxing Day. Days when ports closed, no 
“* performed: Good Friday; National Labour Day (May 23rd); 
myendence (first Monday in August); Christmas Day. 

CE/AMBULANCE/FIRE: Emergency tel. numbers: Police 116; 
tos ance 110; Fire 110. Commissioner of Police 79858—0. Radio 
2 Room 81261-2. Fire Brigade 22121. Fire Boat Station 27018. 
le ‘PHONES: Arrangements exist for placing telephones on board. 
ty @maica Telephone Company to be advised by Agents 2/3 days 
“YE Vessel arrives. 
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SERVICES: Compass adjusting services available. Although routine 
repairs to radar, radios and other electrical equipment are possible, 
technical services generally limited. 

SHORE LEAVE: Crew members allowed on shore after vessel cleared 
by Immigration. Vessels arriving from some countries require special 
Government approval before shore leave permitted, but no restrictions 
are normally placed on vessels arriving from Western European, 
American or African countries. 

IDENTIFICATION CARDS: No Identification Cards required. 
REGULATIONS: Dogs are not permitted to land unless they have 
undergone quarantine or are imported from United Kingdom. 
DELAYS: Normally there are no delays to vessels calling at the port. 
GENERAL: Ship’s Chandlers: 3 ship's chandlers available. 
Communications: Regular air services daily to London, New York and 
other European and American cities, and is therefore in excellent 
position to offer emergency facilities to vessels requiring urgent spares, 
crew replacements, etc. Vessels can anchor at Port Royal close by airport. 
Customs: Vessels are searched thoroughly by Customs for firearms and 
contraband. Masters are held responsible by Customs for security of 
bonded stores, etc. Masters are therefore alerted to check security 
arrangements and to keep watch on bond whilst in port. 
AUTHORITY: Port Authority of Jamaica, 15-17 Duke Street, P.O.Box 
474, Kingston, Jamaica. Tel: 922-0290/8. Telex: 2386 Portops Jamaica. 
FAX: 92-49437. Contact: Captain S.H. Willers, Director. Captain H.C. 
De Lisser, Harbour Master. Captain E.R. Myers, Deputy Harbour Master. 


MONTEGO BAY: 18.30 N. 77.56 W. (See Plan) 


DOCUMENTS, PILOTAGE and all general information: refer to 
“Kingston”. 

ANCHORAGE: There is one anchorage in Montego Bay which must be 
booked through the Harbour Master in Kingston. Depth 5 to 6 fathoms. 
RESTRICTIONS: Entry — day and night. Rise and fall of tide, average 
range 10 in. No current in harbour. Main direction and speed of prevailing 
wind, N.E., 10 m.p.h. Subject in January-February to occasional 2 — 3 
day spells of squalls with driving rain known as Northers which makes 
lying at the anchorage uncomfortable, but there is virtually no swell 
alongside the berths. 

MAX. SIZE: Unlimited water at anchorage. The 1,500 ft. long 400 ft. 
wide straight channel has a minimum depth of 34 ft. MSL, as does the 
1,600 ft. diameter turning basin. 

CLEARANCE: Customs, Health, Immigration Offices are maintained at 
the port. 

BERTHING: 

Montego Freeport is a new port developed with 3 berths operated by 
Montego Wharves Limited. 

Berth No. 2—600 ft. long, 34 ft. minimum depth alongside, 7.5 ft above 
water line. 

Berth No. 3 — 588 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

Berth No. 4 — 387 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

These berths are reached through a 1,500 ft. long straight channel 
400 ft. wide dredged to a min. depth of 34 ft. There is 23,000 sq.ft. 
warehouse and an 87,000 cu.ft. cold storage facility adjacent to berth 
2 with a wharf apron of 75 ft. Berths 3 and 4 are designed for Roll-on/ 
Roll-off with 13 acres of bonded storage space adjacent. Berth 4 is used 
principally by cruise ships and is connected to a 5 acre duty free 
shopping complex by a 200 ft. long tree-lined walkway. 

Montego Freeport Limited intends to build Berth No. 1 in the next few 
years which will be a continuation of Berth No. 2, creating 1,300 ft. of 
continuous berth face with ample space behind for expansion. The cold 
storage is planning on doubling its capacity. 

STEVEDORES: The Port is open 24 hours of the day. To enable Agents 
to order gangs, it is important to obtain accurate ETA from vessels. 
Time: 1200 hrs. the day before the vessel arrives. Shifts: 0700 — 
1400 hrs., 1400 — 2100 hrs. Mondays to Fridays with option to extend 
the first shift to 1700 hrs. at single time; 0700 — 1200 hrs. Saturdays, 
thereafter at overtime. Details can be obtained from Montego 
Stevedoring Limited, P.O. Box 303, Montego Bay. 

MEDICAL: All facilities at St. James’s Hospital. Advise Agent in 
advance. 

TANKERS: No specific requirements applicable to oil carriers. Reducers 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharge 
facilities available taking maximum 500 gallons. One tanker berth, Berth 
No. 2 minimum depth alongside 34 ft. MSL. Gas-free Certificate required 
for tankers laying alongside. 

CONSULS: No consular offices in Montego Bay. See “Kingston”. 
REPAIRS: There are no dry dock facilities, but minor repairs can be 
effected alongside. 

DENSITY: Average density 1026. 

FRESH WATER: Can be supplied from the dock. 30 t.p.h. 

FUEL: All grades (viscosities) available. At least 4 days notice required. 
FIRE PRECAUTIONS: Equipped fire engines situated within easy reach 
of docks 24 hours per day. 

SECURITY: Under the jurisdiction of the Montego Bay Police and also 
24-hour patrols in the port area by private security guards. 

AIRPORT: 5 miles from port. Donald Sangster International Airport 
served by regular airlines. 

POLICE/AMBULANCE/FIRE: Police, Tel: 119; Ambulance, Tel: 110; 
Fire, Tel: 110. 

IDENTIFICATION CARDS: Recommended for crew. 

AUTHORITY: Operator: Montego Freeport Limited, P.O.Box 303, 
Montego Bay, Jamaica. Telex: 5329 Moport. 
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Jamaica 


KINGSTON: 17.59 N. 76.50 W. (See Plan) 


PORT LIMITS: The area of the sea to the Northward of the Palisadoes 
extending from Harbour Head to Port Royal and a straight line from Port 
Royal to the jetty at Small Point. 

Charts: General Chart of Jamaica No. 446. Kingston Harbour No. 454. 
DOCUMENTS: 

For Customs: 

2 Crew Declarations. 

Clearance from the Last Port of Call. 

1 Ship's Register, i.e. Ship's Information. 

2 Stores Lists. 

2 Dangerous Cargo Lists. 

International Certificates of Vaccination for each Crew Member. 

For Immigration 

2 Passenger Lists. 
For Agent 

Bills of Lading covering all cargo on board. 

2 Crew Lists. 

2 Stores Lists. 

5 Manifests. 

Ship’s Register, Safety Certificate and Load Line Certificate. 

For Quarantine 

1 Crew List. 

Maritime Declaration of Health signed by Master. 

1 Derat Certificate. 

International Certificates of Vaccination for Crew Members. 
PILOTAGE: Pilotage is compulsory. A minimum of six (6) hours advance 
notice from the Master or Agent for the services of a Pilot. Pilots usually 
board the vessel two (2) miles S.E. of Plumb Point Lighthouse or East 
Middle Ground Buoy. 

VHF contact with the Pilot Office is made through Channel 11. 
ANCHORAGES: There are 5 anchorages namely A, B, C, D and E 
which are reserved. Reservation for the use of these anchorages should 
be made through the Harbour Master. 

The 5 reserved anchorages are: 

. 210° Distant from R.C. Cathedral Dome 12.2 cables. 
Position: Lat. 17° 57’ 17” N., Long. 76° 57’ 12” W. 
186.5° Distant from R.C. Cathedral Dome 10.9 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 47’ 12” W. 
162.5° Distant from R.C. Cathedral Dome 12.1 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 46’ 40” W. 
118.5° Distant from R.C. Cathedral Dome 28.4 cables. 
Position: Lat. 17° 57’ 00” N., Long. 76° 44’ 30” W. 
124° Distant from R.C. Cathedral Dome 24.4 cables. 
Position: Lat. 17° 57’ 07” N., Long. 76° 45’ 00” W. 
In addition there is unlimited anchorage space available toward the 
Eastern end of the Harbour. 

Entry — Day or Night. 

RESTRICTIONS: Entry — day or night. Rise and fall of tide, average 
range 10 in., occasionally 16 in. Strength of current in harbour 1.5 knots 
(in some places). Main direction and average speed of prevailing winds 
E.S.E. 20 m.p.h. Months of max. rainfall (i) April/May, (ii) Sept., Oct. and 
Nov. Hurricane period June 15th — November 15th. 

MAX. SIZE: Recommended max. draft into Port Royal 40 ft. for vessels 
of unlimited size. Main ship channel max. recommended draft of 
36 ft. 6 in. and is 800 ft. wide at its narrowest point. Depth 39 ft. at MLW. 
Newport West has recommended draft of 32 ft. 6 in. witha turning basin 
of 1,500 ft. Esso Terminals has recommended max. draft of 34 ft. 6 in. 
Max. recommended draft of 32 ft. 6 in. to proceed Eastwards, from Esso 
Terminals, in harbour to anchorage or berths. Newport East has max. 
recommended draft of 27 ft. 6 in. 

HEALTH: See “Documents”. 

Radio Pratique may be granted. 

Crew not allowed to take fruit ashore. 

Pratique Procedure: The Customs Officer who boards the vessel to 
check all documents will after he has placed excess tobacco and liquor 
under bond indicate to the Master when Pratique has been granted. 

If a vessel obtains Pratique at Kingston, automatic Pratique granted 
to proceed to any other port in Jamaica. 

RADIO: Cable Agenis giving ETA, Draft, Passengers (if any), cash 
required. Call sign “KNRDO 6YI". 

Tankers: ETA messages to state arrival time at Pilot Station, maximum 
draft on arrival, last port(s) of call, number of crew, date Derat Certificate 
expires, confirm crew possess valid vaccination certificates, cash, stores 
ies laundry requirements, details of diseases if any and request Radio 

ratique. 

VHF: VHF Channel 16 — Kingston Radio. VHF Channel 11 — Pilotage. 
TUGS: Available and compulsory for berthing and unberthing. Two tugs 
of 2,800 h.p. Tugs join incoming vessel near berth. In case of emergency 
tug joins vessel wherever requested by Master. Tugs on VHF Channel 
16 (24 hours). Usually ship's lines used, but if tug’s lines used there is 
no extra cost. 

BERTHING: At the Public Wharves there are 11 existing berths and 
their specifications are as follows: 
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Berth No. Length Depth Max. Draft 
No. 1 525 ft. 25 ft. 22 ft. 6 in. 
No. 2 600 ft. 30 ft. 27 ft. 6 in. 
No. 3 600 ft. 33 ft. 30 ft. 6 in. 
No. 4 600 ft. 34 ft. 31 ft. 6 in. 
No. 5 600 ft. 33 ft. 30 ft. 6 in. 
No. 6 600 ft. 32 ft. 29 ft. 6 in. 
No. 7 600 ft. 33 ft. 30 ft. 6 in. 
No. 8 600 ft. 31 ft. 28 ft. 6 in. 
No. 9 600 ft. 34 ft. 31 ft. 6 in. 
No. 10 600 ft. 39 ft. 36 ft. 6 in. 
No. 11 600 ft. 39 ft. 36 ft. 6 in. 
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In the immediate vicinity of these berths the clear turning is 1, 
elsewhere there is adequate swinging room for the largest Ves 
At Berths 1 — 8 there are the following: 

4,725 ft. of berth frontage 3,247,000 sq. ft. of open stor. 
467,000 sq. ft. transit shed 67,000 sq. ft. of cold stor 
Tractors, cranes and forklifts are used to move Cargo from ship's 

Ro/Ro facilities are located at Berth No. 1, where there is an Bs 
concrete ramp. There is a floating barge/ramp at Berth No. g ¢. 
container facilities are available at Berths 9, 10 and 11: and in 
there are approx. 50 acres of terminal area with storage space for 5.0 
containers and a Container Freight Station of 45,000 sq. ft. 

There are no specialised berths on the public wharves for ha 

bulk cargo. However, when necessary, consignees make their o¢ 
discharging and storage arrangements. 
Dangerous Cargo: 1. Vessels wishing to transit any Jamaican Port we 
dangerous cargo/goods on board are required through the Master » 
Agent to apply to the Harbour Master for permission to make Such; 
transit. 

The application should be made not less than 48 hours before th 
vessel's ETA and must include: 

(a) The I.M.O. number assigned to the cargo as per IMO 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The port for which the cargo is destined. 

2. Vessels loading dangerous cargo for intended discharge jn; 
Jamaican port must before loading such cargo apply to the Harboy 
Master for permission to go alongside for the purpose of dischargey 
same. The application must include: ; 

(a) The I.M.O. number assigned to the cargo as per IMO 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The nature of the cargo and storage; 

(d) The name of the intended port of discharge. 

Equipment: Four Portainer Cranes (40 ton), 9 Karrilifts, Heavy Forkity 
(max. 32 ton), for handling empty containers and several Tractors ar 
Chassis. 

The 4 Portainer Gantry Cranes are capable of moving 20 ft., 35¢ 
and 40 ft. containers at a rate of 30 an hour; the 9 Karrilifts can hang: 
similar size containers. 

Developments: Rails on Berth 11 have been extended by 2008 
Adjacent to this extension it is proposed to erect a 100 ft. berthirg 
platform for handling Ro/Ro vessels. 

STEVEDORES: To enable Agent order gangs important to oble 
accurate ETA from vessels. Time: 1200 hrs. the working day belo: 
vessel arrives. Shifts: 0700 — 1400 hrs., 1400 — 2100hrs., 210- 
0500 hrs. Saturdays, Sundays and public holidays attract premium rate: 

Stevedores normally rig and open, but crew open MacGregor hatches 
All necessary gear supplied by stevedores except rain tents and specs 
lifts requiring special gear, which vessel must supply. Average unloading 
rate 10/15 tons per gang hour for general cargo. 

BULK HANDLING FACILITIES: National Gypsum & Quarries Limite: 
National Gypsum and Quarries Limited operates a wharf at Harbor 
Head for the export of gypsum rock only. 

There are 3 steel and concrete dolphins and 1 wooden dolphin. Tr 
concrete and steel dolphins are the principal docking structures. The 
are 161 ft. apart. The min. draft currently available is 26 ft., but this cout 
be increased at short notice to 29 ft. Vessels of 440 ft. length and 64 
beam are normally loaded. Bulk rock loading facilities capable of load 
crushed gypsum at an average rate of 700t.p.h. — 1000t.ph. a 
available. 

Wherry Wharf Limited: Wherry Wharf Limited maintains a pier at Newpe" 
East for loading and unloading lumber, corn and animal feed ingredient 

The wharf is 200 ft. long with a depth of 29 ft. It has a free-flow acces 
road and a 200 ft. x60 ft. apron. 

Shell Company (W.1.) Limited: Shell Company (W.I.) Limited has bul 
cargo facilities at Harbour Head used primarily by Jamaica Flour Mis 
MEDICAL: Agents to be advised before arrival of vessel if emergen} 
medical attention required. Hospital facilities available. If inoculate’ 
required Master to advise Agents prior arrival of vessel. 
TANKERS: No specific requirements applicable to oil carriers. Reduce? 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discha® 
facilities available taking maximum 500 gallons. Gas free certifica® 
required for tankers laying alongside Public Wharves in Kingston. ( 
Texaco Caribbean Inc.: Texaco Caribbean Incorporated operales 
wharf which is situated at Harbour Head and is known as the East” 
Terminal. The jetty is 325 ft. long and will accommodate vessels w® 
18,000 tons (gross). Max. draft at low tide is 28 ft. Berth is used” 
receival of bulk petroleum products and for bunkering vessels with G& 
Oil, Marine Diesel and Fuel Oil. No packaged goods are handled ati 
berth. Fresh water supplies are available. 

Esso Marketing Terminal: Max. length of vessels 600 ft. Max. S# 
draft —31 ft. Draft forward restricted to 28 ft. only with vessel 
portside alongside. Both day and night berthing possible. Fresh we® 
is available. Bunkers available here are Heavy Fuel Oil (Bunker 
Marine Diesel, Marine Gas Oil and a wide range of intermediate bunk 
Esso Refinery Marine Dock: Max. length of vessels 743 ft. Max. S® 
draft 36 ft. 6 in. Fresh water is available and day and night bert 
possible. The Esso Refinery Pier is used for receiving crude petroe” 
from tankers as feed stock for the Refinery through a 20 in. under # 
pipe-line. A wide range of finished products is also delivered into tam™®* 
for export as well as for discharge at other ports on the island. 
Esso Refinery Dry Cargo Dock: Max. length of vessels - ; 
(Freighters) and 475 ft. (Tankers). Drafts alongside vary from at 
27 ft. Draft forward restricted to 17 ft. 6 in. with vessel moored 
alongside only. Fresh water is available. This dock is used for lost 
and unloading packaged and drummed lubricating oil on freightes” 
export to various countries throughout Central America and 
Caribbean. 

Other materials exported here are lubricating oil in bulk and vanes 
grades of asphalt in drums. 


| : Average density 1026. 
| ggSH WATER: Fresh water available at berth. Average delivery rate 
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F All grades (viscosities) available. At least 2 days’ notice required. 
snienng Depot — Newport West: The Shell Company (W.|I.) operates 
~aenng facilities at Newport West. 

. nydrant system with outlets at each berth provides a complete range 


spunkers. 
oa punkering facilities are available at Newport West. Pipe-lines 
-*om the nearby Esso Kingston Terminal to the berth at Newport 
es providing Heavy Fuel Oil and intermediate ranges of bunkers. 
we Gas Oil is also available Monday through Friday by tank truck. 
rexaco Caribbean Incorporated also has facilities for bunkering 
js with Gas Oil, Marine Diesel and Fuel Oil. 

_@E PRECAUTIONS: Fire boat available equipped for fighting harbour 
_ 9524 hours per day. Also equipped fire engines situated within easy 
«eh of docks available 24 hours a day. 

~NSULS: Consuls not available on Saturdays and Sundays, except 
» special request. 


Kingston 
| Tel. No. 
sh Commissions 
antish Information Service 69050 
canadian High Commissioner 61500 


tmnidad and Tobago High Commissioner 
indassies 


65739, 65730 


american Embassy 63645 

| Agentine Embassy 65588 
Chinese Embassy 70860 
Cuban Embassy 74362-3 
Dominican Embassy 66676 
french Chancery Embassy 79811 
German F.R. Embassy 66728 
sraeli Embassy 68768 
\exican Embassy 66891 
Netherlands Embassy 69026-8 
Panamanian Embassy 70042 
Soviet Embassy 41048 
venezuelan Embassy 655190 
insular Offices 
Argentine Consulate 77616 
Austrian Consulate General 25623 
Selgium and Luxembourg Consulate 64295 
Colombian Consulate General 42004 
Costa Rican Consulate General 67285 
Danish Consulate 36737 
Finnish Consul 23006, 22519 
German F.R. Embassy — Consular Section 66728 
Greek Consul 23685 
Guatemalan Consul 42966 
Haitian Consulate General 77595 
Hondurian Consul Ad Honorem 67285 
alian Consul 66981 
Jordanian Consulate 82661 
lebanon Consulate 76465 
Uberian Consul 27169 
Mexican Consulate 66891 
Nicaraguan Consul 22856 
Norwegian Consul 39811-4 
Peruvian Consul 76565 
Salvadorian Consul 25780 
Spanish Consul 22856 
Swedish Consulate 36737 
Swiss Consulate General 23347 


"PAIRS: Minor deck and engine repairs possible by 2 firms. 
“eadvice of 3 days recommended. 
RY DOCKS: Dry dock facilities available. 
WRVEYORS: Lloyd's Register, A.B.S., B.V., G.L., Det Norske Veritas. 
ANGWAY/DECK WATCHMEN: Services of watchmen are 
ommended. 
PENING/ICLOSING HATCHES: Hatches covered by Pontoon and 
“th Boards opened and closed by stevedores. MacGregor hatches 
‘udled by crew. 
ERTIFICATES: 
Safety Certificate. 
Ship's Register. 
\0ad Line Certificate. 
, 8st Certificates for derricks and cargo handling gear. 
“STOMS ALLOWANCES: Tobacco, 2 oz. tobacco in any form (2 oz. 
*lobacco or 40 cigarettes) per day. Wine and/or spirits, 6 oz. or 0.5 
uted pint of spirit per day. 1 pint wine allowed Master and Officers 
‘Yor as stated in the Articles under flag they fly. 
GO GEAR: The usual certificates covering testing and inspection 
.{! gear and equipment as required under Docks Regulation 1934 of 
ieppentain or by International Labour Organisation, will be acceptable. 
M ATRIATION: Facilities available for effecting crew changes. 
“SPORT: Norman Manley International Airport — approximately 10 
+R Served by many airlines. 

: Local time is GMT minus 5 hours. 
DAYS: Days when work is performed only on overtime rate: New 
tlh Day; Ash Wednesday; Easter Monday; National Heroes Day 
a Monday in October); Boxing Day. Days when ports closed, no 
a performed: Good Friday; National Labour Day (May 23rd); 
auerrence (first Monday in August); Christmas Day. 
\ CE/AMBULANCE/FIRE: Emergency tel. numbers: Police 116; 
“ulance 110; Fire 110. Commissioner of Police 79858—-0. Radio 
tol Room 812612. Fire Brigade 22121. Fire Boat Station 27018. 
le “PHONES: Arrangements exist for placing telephones on board. 
by amaica Telephone Company to be advised by Agents 2/3 days 
“@ Vessel arrives. 
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SERVICES: Compass adjusting services available. Although routine 
repairs to radar, radios and other electrical equipment are possible, 
technical services generally limited. 

SHORE LEAVE: Crew members allowed on shore after vessel cleared 
by Immigration. Vessels arriving from some countries require special 
Government approval before shore leave permitted, but no restrictions 
are normally placed on vessels arriving from Western European, 
American or African countries. 

IDENTIFICATION CARDS: No Identification Cards required. 
REGULATIONS: Dogs are not permitted to land unless they have 
undergone quarantine or are imported from United Kingdom. 
DELAYS: Normally there are no delays to vessels calling at the port. 
GENERAL: Ship’s Chandlers: 3 ship's chandlers available. 
Communications: Regular air services daily to London, New York and 
other European and American cities, and is therefore in excellent 
position to offer emergency facilities to vessels requiring urgent spares, 
crew replacements, etc. Vessels can anchor at Port Royal close by airport. 
Customs: Vessels are searched thoroughly by Customs for firearms and 
contraband. Masters are held responsible by Customs for security of 
bonded stores, etc. Masters are therefore alerted to check security 
arrangements and to keep watch on bond whilst in port. 

AUTHORITY: Port Authority of Jamaica, 15-17 Duke Street, P.O.Box 
474, Kingston, Jamaica. Tel: 922-0290/8. Telex: 2386 Portops Jamaica. 
FAX: 92-49437. Contact: Captain S.H. Willers, Director. Captain H.C. 
De Lisser, Harbour Master. Captain E.R. Myers, Deputy Harbour Master. 


MONTEGO BAY: 18.30 N. 77.56 W. (See Plan) 


DOCUMENTS, PILOTAGE and all general information: refer to 
“Kingston”. 

ANCHORAGE: There is one anchorage in Montego Bay which must be 
booked through the Harbour Master in Kingston. Depth 5 to 6 fathoms. 
RESTRICTIONS: Entry — day and night. Rise and fall of tide, average 
range 10 in. No current in harbour. Main direction and speed of prevailing 
wind, N.E., 10 m.p.h. Subject in January-February to occasional 2 — 3 
day spells of squalls with driving rain known as Northers which makes 
lying at the anchorage uncomfortable, but there is virtually no swell 
alongside the berths. 

MAX. SIZE: Unlimited water at anchorage. The 1,500 ft. long 400 ft. 
wide straight channel has a minimum depth of 34 ft. MSL, as does the 
1,600 ft. diameter turning basin. 

CLEARANCE: Customs, Health, Immigration Offices are maintained at 
the port. 

BERTHING: 

Montego Freeport is a new port developed with 3 berths operated by 
Montego Wharves Limited. 

Berth No. 2—600 ft. long, 34 ft. minimum depth alongside, 7.5 ft above 
water line. 

Berth No. 3 — 588 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

Berth No. 4 — 387 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

These berths are reached through a 1,500 ft. long straight channel 
400 ft. wide dredged to a min. depth of 34 ft. There is 23,000 sq.ft. 
warehouse and an 87,000 cu.ft. cold storage facility adjacent to berth 
2 with a wharf apron of 75 ft. Berths 3 and 4 are designed for Roll-on/ 
Roll-off with 13 acres of bonded storage space adjacent. Berth 4 is used 
principally by cruise ships and is connected to a 5 acre duty free 
shopping complex by a 200 ft. long tree-lined walkway. 

Montego Freeport Limited intends to build Berth No. 1 in the next few 
years which will be a continuation of Berth No. 2, creating 1,300 ft. of 
continuous berth face with ample space behind for expansion. The cold 
storage is planning on doubling its capacity. 

STEVEDORES: The Port is open 24 hours of the day. To enable Agents 
to order gangs, it is important to obtain accurate ETA from vessels. 
Time: 1200 hrs. the day before the vessel arrives. Shifts: 0700 — 
1400 hrs., 1400 — 2100 hrs. Mondays to Fridays with option to extend 
the first shift to 1700 hrs. at single time; 0700 — 1200 hrs. Saturdays, 
thereafter at overtime. Details can be obtained from Montego 
Stevedoring Limited, P.O. Box 303, Montego Bay. 

MEDICAL: All facilities at St. James's Hospital. Advise Agent in 
advance. 

TANKERS: No specific requirements applicable to oil carriers. Reducers 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharge 
facilities available taking maximum 500 gallons. One tanker berth, Berth 
No. 2 minimum depth alongside 34 ft. MSL. Gas-free Certificate required 
for tankers laying alongside. 

CONSULS: No consular offices in Montego Bay. See “Kingston”. 
REPAIRS: There are no dry dock facilities, but minor repairs can be 
effected alongside. 

DENSITY: Average density 1026. 

FRESH WATER: Can be supplied from the dock. 30 t.p.h. 

FUEL: All grades (viscosities) available. At least 4 days notice required. 
FIRE PRECAUTIONS: Equipped fire engines situated within easy reach 
of docks 24 hours per day. 

SECURITY: Under the jurisdiction of the Montego Bay Police and also 
24-hour patrols in the port area by private security guards. 

AIRPORT: 5 miles from port. Donald Sangster International Airport 
served by regular airlines. 

POLICE/AMBULANCE/FIRE: Police, Tel: 119; Ambulance, Tel: 110; 
Fire, Tel: 110. 

IDENTIFICATION CARDS: Recommended for crew. 

AUTHORITY: Operator: Montego Freeport Limited, P.O.Box 303, 
Montego Bay, Jamaica. Telex: 5329 Moport. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


When the vessel was between 1 and 2 ship's lengths from Buoy A, 
in Grid reference position 579.030 393.280 on SIR chart, the under keel 
clearance was 15 ft., for several minutes. There was a very low, barely 
discernable, swell running, but the approach to the berth runs with this 
swell directly abeam, causing the vessel to roll an estimated 5°; the 
effect of this was to give a min. bilge clearance of 10 ft. 

Berthing operation is routine, with some shore labour assisting with 
wires. No carpenters’ stoppers are provided for wires, but two each end 
can be made fast on to the storage drums of the winches. 

(f) Discharging: Limiting back pressure maintained by two cargo 
pumps running at 1,200 r.p.m. Discharge rate achieved was 2,237 t.p.h., 
which is usual for this berth. 

(g) Bunkering: Bunkers are available in the berth in amounts greater 
than 500 tons. As bunkers are taken via the same sea line as cargo is 
discharged, the operation is somewhat clumsy and time consuming: 
crude in the sea line is displaced by fuel oil; the hose is shifted to bunker 
connection; bunkers are taken; the hose is re-connected to cargo 
manifold; the fuel oil in the sea line is displaced by crude oil. This 
sequence of operations took a total of eight hours. If a total discharge 
was planned, it might be advisable to take bunkers in the middle of the 
discharge, in order to obviate the need to use stripping pumps to displace 
the fuel oil in the sea line, amounting to some 1,200 tons. 

Notice: /nformation for the attention of the Masters of tankers mooring 
at the S.1I.R. sea-line of Port Bouet: 

The conditions at this sea-line necessitate the presence on board of 
the following personnel during operations of mooring and connection of 
the hoses. 

1 Superintendent who combines the duties of Mooring Master, Loading 
Master and chief diver. 

2 Divers who also assist in the mooring and the connecting operations. 
2 Seamen for the refinery's launch. 

2 Assistants for the mooring and connecting operations. 

These personnel will be present until pumping starts. We would be 
glad if you would provide meals for them during this period (from 8 to 
12 hours normally). 

Usually the Superintendent and the refinery’s representative eat in 
the officers’ mess and the rest in the crew's mess. 

Once pumping has started the following personnel stay on board. The 
Superintendent; the refinery's representative; 2 seamen; 1 assistant. 

We would be grateful if you can provide cabins and meals in the 
officers’ mess for the Superintendent and refinery’s representative and 
sleeping quarters and meals for the 3 other persons until the tanker's 
departure. 

The refinery’s launch the “Sirius” helps during the mooring and 
connecting operations and serves as a liaison launch between the tanker 
and the refinery. Would you reserve a mooring berth on the starboard 
side of the tanker with pilot's ladder for access aboard? The mooring 
ropes are provided by the refinery and should be reserved for the launch 
“Sirius”. The Agent's launch or any launch other than the “Sirius” should 
moor forward of this berth and should be provided with its own pilot's 
ladder. 

We thank you in advance for your kind cooperation in this matter and 
wish you a Satisfactory stay on the sea-line. 

Signed: General Manager, Societe Ivoirienne de Raffinage. 
DENSITY: Varies from 1025 in January to 1000 in November. . 
FRESH WATER: Supplied from the quay at the rate of 40 t.p.h. pe 
hydrant. Can be supplied by barge. 

FUEL: 1500 secs. fuel available from Abidjan Refinery. Advance notice 
required. 
CONSULS: The following countries are represented locally: 


Algeria Gabon Norway 
Argentina Germany F.R. Poland 
Austria Ghana Romania 
Belgium Guinea Senegal 
Benin Guinea Bissau Spain 
Brazil India Sudan 
Canada Israel Sweden 
Central African Italy Taiwan 
Rep. Japan Tunisia 
Chile Korea U.S.S.R. 
Colombia Lebanon United Kingdom 
Congo Liberia U.S.A. 
Denmark Mali Upper Volta 
Egypt Mauretania Vietnam 
Ethiopia Morocco Yugoslavia 
Finland Netherlands Zaire 
France Nigeria Zambia 


REPAIRS: All types of repairs can be effected. There is a floating dock 
with lifting capacity 2,000 tons. 

wae Services of shore watchmen are recommended. See 
“Notice”. 

PIRACY: February 1988: Whilst at anchor overnight awaiting berth, 
vessel was boarded by armed pirates who threatened crew and stole 
stores and crew effects. 

Vessel berthed in morning and worked from 0730 hrs. — 1930 hrs. 
During the night, whilst alongside, the vessel was again boarded and 
plundered. 

HATCHES: Normally opened and closed by stevedores. 

CUSTOMS ALLOWANCES: Each man allowed to retain 200 cigarettes 
and 1 bottle of alcohol. 

REPATRIATION: Can be arranged. 

AIRPORT: Local international airport with connections to all parts of the 
world. 

TIME: GMT. No alterations during the year. 

HOLIDAYS: 1st May and 7th December no work can be carried out. 
Other holidays which may be worked at overtime rates are: 1st January, 
Easter Monday, Whit Monday, Ascension Day, 1st November, 
Christmas. 

POLICE/FIRE/AMBULANCE: Police, tel. 35.57.57; Fire, tel. 238/82: 
Ambulance, tel. 238/82. 
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TELEPHONES: Can be connected on board if requested for Vest, 
moored at Quays No. 1, 2, 4 and 5. 

SHORE LEAVE: Allowed without restriction. See “Notice” below. 
IDENTIFICATION CARDS: Should be carried by crew going 
DEVELOPMENTS: The port extension project of the Locodjro site 
bank of the Bay of Banco) to be constructed. Facilities to ; 
container terminal, mineral terminal, additional fishing port, clinker 
and additional general cargo berths. 2x40 ton gantry cranes oy 
installed. 


NOTICE: Agent's Notice to Masters: 1986. 
REF: DOCUMENTS — SECURITY — WARNINGS. 

In order to comply with the various local regulations and Meet 
different Port of Abidjan Authorities requirements, we give below, » 
necessary instructions, information and warnings. 

(A) Documents: 

Upon arrival you will have to hand over the following documents» 
the corresponding authorities: 

1. To the Agent: 4 Crew Lists, 4 Ports of Call Lists, 4 P. 

Lists, 1 Store List, 1 Animal List, 1 Crew Declaration List, 1 
List, 1 Arms and Ammunition List, 2 full sets of Inward Manis 

2. To the Customs Officers: 1 Crew List, 1 Ports of Cali (« 
1 Passenger List, 1 Store List, 1 Crew Declaration |: 
1 Drugs List, 1 full set Inward Manifest. 

3. To the Police Officers: 1 Crew List, 1 Ports of Call ls 
1 Passenger List, 1 Animal List, 1 Arms and Ammunition Lis 

4. To the Health Officers: 1 Crew List, 1 Ports of Call ls 
1 Passenger List, 1 Animal List, 1 Vaccination List. 

5. Remarks: We must stress that all these above documents ms 
be correctly and accurately completed, your attention is especial 
drawn to the documents given to the Customs Officers: Sj: 
List, Crew Declaration List, Drugs List, which will be thorough 
checked and any discrepancies could lead to heavy fines to fy 
vessel. 

Customs Regulations require that any item which js 
absolutely necessary to the functioning of the ship must} 
declared.- This concerns mainly any television, radio, video, » 
other electrical apparatus belonging to the ship which have tots 
mentioned on the Store List together with all items usua 
declared. 

Also for exchange control operations, Customs require thata 
amount of foreign currency which is either personal to a ci 
member or belonging to the ship's funds in excess of CFA150.00) 
per man (approx. U.S.$335.00) must be declared on te 
Provisions or Crew Declaration List. 

(B) Security: 

Your are hereby advised that security wise, Abidjan Port is qué 

unsafe these days, and Master must protect his ship against te 
following: 
Robberies and Pilferage of Cargo and Vessel Property: Police Offices 
watch is compulsory on vessel discharging foodstuffs. Howeve 
additional watchmen (private or police) are recommended to avo 
robberies and pilferage of cargo. Please discuss this matter with yor 
Agent who can order the necessary watchmen at your request and 
your account. 

It is further recommended to keep all cabins closed and keep a wat? 
at the entrance to the living quarters. 

Prostitution: Even though they are not allowed to enter the port art 
prostitutes board vessels either from shore or lagoon side. 

You are hereby informed that such practices are strictly prohibit 
and vessel will be prosecuted and fines levied by police in ca 
prostitutes are found on board your vessel. 

(C) Warnings/Smuggling: We draw your attention on the strictnes 
of the local Customs Regulations and hereby warn you and your ce 
of the heavy risks taken in case of any attempt at smuggling. 

We strongly warn crew members not to deal with anyone trying to 
local produce (such as cocoa or coffee) or to buy any part of your cat 
or personal effects (such as radios, televisions, videos, watches, su# 
rice, fish, etc.). Please note that some of these “dealers” are “Age 
Provocateurs” and the Customs usually prosecute the vessel with fr 
out of all proportions. 

You are also reminded that crew members are not allowed to ca" 
in and out the port any personal effects or provisions of any value 


SHIPMASTER'S REPORT: October, 1983. 
Documents: Customs are very strict on Crew Declaration and 0 
Lists. Fines in case of differences are very high. 

In case you are notified of a fine you should contact your P & | O# 
through your Agent. 

Yellow Fever Certificates not compulsory. 
Anchorages: Many ships that have had to anchor inside the hat 
have been boarded by armed thieves - it is preferable to wait 30 ™ 
off coast drifting rather than anchoring inside harbour waiting for 08 
Radio: “Comport’’ must be advised 24 hours prior to arrival. Am? 
departure is governed by Vridi Channel. Navigational opening 
advised by Agent. Inward bound ships are advised to arrive 30 minu® 
after advertised opening times as outward ships have Pilot Prionty 
Berthing: Max. draft at Banana Loading Pier is 7.5 m. We always De 
port side to using starboard anchor. 140,000 boxes fruit usually loads 
in a 40 hour working period. Labour works as cargo is available ~ 
bananas/pineapples, holds are pre-cooled to +8°C for survey. ‘ 

Average rate of general/frozen cargo discharge at General Ca¥ 
Piers is max. 15 t.p.h. depending on transport available. 
Fresh Water: No difficulties at General Cargo Quays, but only avais® 
at Banana Quay by barges (whose services are unreliable). | 
preferable to give as much notice as possible. 
Watchmen: 2 ships’ watchmen on duty at night plus 2 shore watch 
The latter are regulars appointed by Ship's Master. 


ations: Please note that security net under gangway is compulsory. 
ng lack of it would result in a heavy fine from the Port Authority. 
synauthorised persons are allowed on board this may result in heavy 
wes by the Port Authority. 

“oy Safety: It is advisable to take a taxi when proceeding ashore. 

“; cannot be too stongly emphasised that NO person should venture 

ore on his own either by day or night. 


pMASTER’S REPORT: February 1985. 
“soms: It is advisable to declare all valuable goods such as television 
2s yideo-recorders, video tapes, radios and binoculars, also soft 
~-«s and beer, as it is common for Customs to impose fines of $1,000 
“92,000 if incorrect declaration is made. 

the Ship's Stores List/Provisions List must also be correct otherwise 
eas will be imposed. 


WTHORITY: Port Autonome D'Abidjan, BP. V85, Abidjan, Ivory Coast. 
% 32-01-66, 33-14-24. Telex: 22778 Dgpaa Cl. Contact: Director General. 


\GENT: Socopao Cote d'Ivoire, 01 B.P. 1297, Abidjan 01, Ivory Coast. 
32-02-11, 32-71-47. Telex (Shipping): 23562, 23745, 23755, 23413 
seight Cl. Cables: “Freight Abidjan”. FAX: 32-92-05, 32-71-47. 


SAN PEDRO: 04.44 N. 06.38 W. (See Plan) 


\OCATION: The Port of San Pedro is located at the old mouth of the 
»er bearing the same name. The river has been diverted and now 
mes into the sea to the East of the hill on which a light is located. 
)OCUMENTS: 

copies Crew List. 

3copies List of Ports of Call. 

{copy Passenger List. 

i copy Declaration of Arms and Ammunition. 

$copies Kroo List. 

i copy Health Declaration. 

6copies of Manifest. 

2copies Bills of Lading. 

copies List of Hazardous Cargo, disembarking or in transit. 
APPROACHES: /n Clear Weather: The first recognisable Port 
varacteristics are: 

1. The lighthouse to the N.E. of the Port on a hill (Lat. 4° 44' 55" N., 
ong. 6° 36’ 00” W.) — which is a four-sided pylon 26.8 m. high on the 
op of which is a square metal shelter with horizontal red and white 
wipes and on its middle part on the Southern side is a white sphere. 
The height of the light is 160.3 m. 

2 Hertzien Relays: Cylindrical telecommunications tower, grey in 
sour and 59.3 m. high. It is located 1,100 m. — 268° from the light of 
he Eastern Jetty on a hill dominating the Port. Its height in relation to 
wa level, is 127 m. At the top of it is a metal aerial mast. 

ln Misty Weather: There is an aeronautical radio beacon (Lat. 
£4612" N., Long. 6° 38' 58" W.) operating during the day from 
30 hrs. to 1830 hrs. and at night on request (frequency 330 A1 call 
nag The request for night operation must be made to ASECNA 
a Abidjan. 

*ILOTAGE: Pilotage is compulsory for entering and leaving and for 
‘oving within the pilotage limits, defined by a circle of 4 miles radius 
‘ntred on the base of the Western Jetty (Pointe Quiquerez). 

All vessels wishing to enter the pilotage area of the Port must send 
i\east 24 hours prior to arrival, a telegram or a telex stating ETA, 
tg “Had draft, nature and tonnage of goods to be loaded or 
nloaded. 

_The telegram or telex should be sent for the attention of the Port 
“mmandant, or otherwise to the Consignee. 

The pilot boat is a cutter which has a black hull and white 
“perstructures marked “Pilote San Pedro”. The usual summoning 
‘gnals for the Pilot are also supported by 2 long and 1 short (G) audible 
Sgnals on the siren. 

Pilotage is available day and night for leaving the port and for 
Tovements at the quay. Berthing at the buoys only possible during 
“ylight hours. Departures are announced at the daily port conference. 

Pilot service not available 24th & 31st December (1800 — 0800 hrs.). 
_ Three hours before sailing, the ship's Agent must confirm or modify 
®time for sailing as is expected. 

The vessel must confirm again its departure 1 hour before sailing (by 
'F or by any other means if the vessel does not have VHF). 


ESTRICTIONS: Tides impose no restriction. However vessels drawing 
(the authorised maximum) operate during HW to facilitate their 
ements. 


MAX. SIZE: 

Berth Max. LOA Max. Draft 
(m.) (m.) 

Oil Berth 90 Sy 
Berth No. 1 155 10.5 
Berth No. 2 200 10.5 
Berth No. 3 190 10.2 
Berth No. 4 195 10.5 
Berth No. 5 140 10.5 
Berth No. 6 150 8.5 
South Quay 150 8.5 

MAD West Quay 586 10. 


ny 0: Vessels anchored can communicate with the Port Captaincy 
ad HF (Channel 16 and 12 with permanent watch). There is permanent 
oon watch on 2182 kHz, as well as communication by light 


NGS: One tug of 1,300 h.p. 
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IVORY COAST 


BERTHING: The port protection structures comprise of a Western 
breakwater 265 m. long and a breakwater to the East of 145 m. length. 
Access is by means of a 120 m. wide channel dredged to 12.50 m. The 
entrance passage is 200 m. wide. A heading of 291.5° leads to the port. 

The channel gives access to a manoeuvring basin of 400 m. diameter 
dredged to 11.8 m. depth. 

South Quay: Length 155 m., depth 9 m. 

West Quay: Length 181 m., depth 11 m. and 405 m., depth 12 m. 

Service Quay: Length 109 m., depth 4 m. 

There are 5 loading points at buoys for loading timber: 2 to the North 
of the Western Quay, and 3 to the North of the Eastern Breakwater, 
which can take vessels with a maximum length up to 140 m. at 3 buoys 
and 200 m. at 2 buoys. Depth 11 m. 

Cement Handling Berth: Length 200 m. Vessels berth against dolphins 
and secure to buoys fore and aft. Depth of water 11 m. 

There is also inside the Port a small tanker berth for vessels not 
exceeding 100 m. on the Eastern Breakwater. The areas located to the 
North and East of these berths are used for storing timber. 

Also see “Max. Size”. 

STEVEDORES: Work around the clock. 

MEDICAL: There is a hospital with limited facilities at San Pedro. For 
serious cases, patients are taken by medical plane to Abidjan (which is 
1 hour's flight away). 

EQUIPMENT: No quay cranes, cargo handled by ships gear. 

One mobile crane, capacity 60 tons. One 30 ton “Challenger” for 
handling containers. Lighters of 200 ton and 300 ton capacity. 

FRESH WATER: Available at the quays, rate 30 t.p.h. Also available at 
the buoys by barge, capacity 300 tons, rate 25 t.p.h. 

FUEL: Available alongside at the quays by road tanker. 

CONSULS: France. 

REPAIRS: There are several workshops for effecting small repairs. The 
Port Authority also undertakes repairs, contact Harbour Master. 

T.S.M. workshop: Welding painting, engine maintenance, etc. Tel. 71- 
16-65. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits. 
AIRPORT: Daily air link with Abidjan 

TIME: GMT. 

HOLIDAYS: Public: December 7th, (Independence Day); May 1st, (May 
Day). 

Legal Holidays: The following legal holidays are considered public 
holidays with pay unless they fall on a Sunday: 

January 1st; End of Muslim’s Lent (Ramadan); November 1st, All 
Saints’ Day; Ascension Day; Assumption; Easter Monday; Whit Monday; 
December 25th. 

It should also be noted that when December 7th and May 1st fall on 
a Sunday the following day is considered a public holiday. The same 
when December 7th falls on a Tuesday or Friday, the preceeding or 
following day is considered holiday. 

POLICE/AMBULANCE/FIRE: Police Tel: 71-13-43; Ambulance Tel: 71- 
10-25; Hospital Tel: 71-11-21 and 71-16-01. 


GENERAL: Tides & Currents: The maximum tidal range is 1.5 m. (about 
half an hour ahead of the tidal times at Abidjan). 

The slight S.W'ly current at the Port entrance of 0.5 to 1 knot is 
negligible inside the Port. 

There is a slight tidal rip at the South Quay. But in the whole port and 
particularly at the South Quay, there is a considerable undertow between 
the months of June and September. 

Weather: The tropical climate with tradewinds is rather mild (maximum 
Bote minimum 20°C, the absolute minimum being registered in January 
15°C). 

The rain seasons go from May to August; the region is irrigated by 
tornadoes from April to May and September to October. The average 
rate of rainfall reaches 1,600 mm./year. 

Fresh Food: Only available in small quantities. 

Roads: A tarmacadam road connects with Abidjan, distance 450 km. 
Port Officials: The Port Captaincy, the pilotage and tug control are all 
in the Captaincy building which is a two storey structure, raised on a 
circular dias located at Pointe Quiquerez. The Customs are within the 
Port to the South of the Western Quay. 

DEVELOPMENTS: By 1990, in order to cater for increased exports and 
imports, the Port will have 4 anchorage points and 7 quay berths, one 
of which will be multi-purpose. This will involve extending the Port to 
the North and enlarging the Northern Dock, creating an Inner Port, 
extension of dredging, creation of open storage areas and construction 
of quays. In all, the plan, from a long term aspect, is to have 10 km. of 
quay, 500 hectares of port industrial area and 200 hectares of 
commercial areas. 

AUTHORITY: Port Autonome de San Pedro, B.P.340, San Pedro, Ivory 
Coast. Tel: 71.20.80 or 71.14.79. Telex: 99102,99112 Comport-Cl. 
Cables: Comport San Pedro. Contact: Mr. Ogou Attemene, Director 
General. Captain Guy Lambert, Harbour Master (VHF Channel 16 or 
2182 kHz). Tel: 71-16-65. 

AGENT: Socopao Cote d’ Ivoire, B.P. 370, San Pedro, lvory Coast. Tel: 
711133, 712232. Telex: 99104 Freight Cl. Cables: “Freight San Pedro”. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Jamaica 


KINGSTON: 17.59 N. 76.50 W. (See Plan) 


PORT LIMITS: The area of the sea to the Northward of the Palisadoes 
extending from Harbour Head to Port Royal and a straight line from Port 
Royal to the jetty at Small Point. 


Charts: General Chart of Jamaica No. 446. Kingston Harbour No. 454. 


DOCUMENTS: 
For Customs: 

2 Crew Declarations. 

Clearance from the Last Port of Call. 

1 Ship's Register, i.e. Ship's Information. 

2 Stores Lists. 

2 Dangerous Cargo Lists. 

International Certificates of Vaccination for each Crew Member. 

For Immigration 

2 Passenger Lists. 
For Agent 

Bills of Lading covering all cargo on board. 

2 Crew Lists. 

2 Stores Lists. 

5 Manifests. 

Ship's Register, Safety Certificate and Load Line Certificate. 

For Quarantine 

1 Crew List. 

Maritime Declaration of Health signed by Master. 

1 Derat Certificate. 

International Certificates of Vaccination for Crew Members. 
PILOTAGE: Pilotage is compulsory. A minimum of six (6) hours advance 
notice from the Master or Agent for the services of a Pilot. Pilots usually 
board the vessel two (2) miles S.E. of Plumb Point Lighthouse or East 
Middle Ground Buoy. 

VHF contact with the Pilot Office is made through Channel 11. 
ANCHORAGES: There are 5 anchorages namely A, B, C, D and E 
which are reserved. Reservation for the use of these anchorages should 
be made through the Harbour Master. 

The 5 reserved anchorages are: 

A. 210° Distant from R.C. Cathedral Dome 12.2 cables. 
Position: Lat. 17° 57’ 17” N., Long. 76° 57’ 12” W. 
B. 186.5° Distant from R.C. Cathedral Dome 10.9 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 47’ 12” W. 
C. 162.5° Distant from R.C. Cathedral Dome 12.1 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 46’ 40” W. 
D. 118.5° Distant from R.C. Cathedral Dome 28.4 cables. 
Position: Lat. 17° 57’ 00” N., Long. 76° 44’ 30” W. 
E. 124° Distant from R.C. Cathedral Dome 24.4 cables. 
Position: Lat. 17° 57’ 07” N., Long. 76° 45’ 00” W. 

In addition there is unlimited anchorage space available toward the 
Eastern end of the Harbour. 

Entry — Day or Night. 

RESTRICTIONS: Entry — day or night. Rise and fall of tide, average 
range 10 in., occasionally 16 in. Strength of current in harbour 1.5 knots 
(in some places). Main direction and average speed of prevailing winds 
E.S.E. 20 m.p.h. Months of max. rainfall (i) April/May, (ii) Sept., Oct. and 
Nov. Hurricane period June 15th — November 15th. 

MAX. SIZE: Recommended max. draft into Port Royal 40 ft. for vessels 
of unlimited size. Main ship channel max. recommended draft of 
36 ft. 6 in. and is 800 ft. wide at its narrowest point. Depth 39 ft. at MLW. 
Newport West has recommended draft of 32 ft. 6 in. with a turning basin 
of 1,500 ft. Esso Terminals has recommended max. draft of 34 ft. 6 in. 
Max. recommended draft of 32 ft. 6 in. to proceed Eastwards, from Esso 
Terminals, in harbour to anchorage or berths. Newport East has max. 
recommended draft of 27 ft. 6 in. 

HEALTH: See “Documents”. 

Radio Pratique may be granted. 

Crew not allowed to take fruit ashore. 

Pratique Procedure: The Customs Officer who boards the vessel to 
check all documents will after he has placed excess tobacco and liquor 
under bond indicate to the Master when Pratique has been granted. 

If a vessel obtains Pratique at Kingston, automatic Pratique granted 
to proceed to any other port in Jamaica. 

RADIO: Cable Agents giving ETA, Draft, Passengers (if any), cash 
required. Call sign “KNRDO 6Y1". 

Tankers: ETA messages to state arrival time at Pilot Station, maximum 
draft on arrival, last port(s) of call, number of crew, date Derat Certificate 
expires, confirm crew possess valid vaccination certificates, cash, stores 
ar laundry requirements, details of diseases if any and request Radio 

ratique. 

VHF: VHF Channel 16 — Kingston Radio. VHF Channel 11 — Pilotage. 
TUGS: Available and compulsory for berthing and unberthing. Two tugs 
of 2,800 h.p. Tugs join incoming vessel near berth. In case of emergency 
tug joins vessel wherever requested by Master. Tugs on VHF Channel 
16 (24 hours). Usually ship's lines used, but if tug's lines used there is 
no extra cost. 

BERTHING: At the Public Wharves there are 11 existing berths and 
their specifications are as follows: 


Berth No. Length Depth Max. Draft 
No. 1 525 ft. 25 ft. 22 ft. 6 in. 
No. 2 600 ft. 30 ft. 27 ft. 6 in. 
No. 3 600 ft. 33 ft. 30 ft. 6 in. 
No. 4 600 ft. 34 ft. 31 ft. 6 in. 
No. 5 600 ft. 33 ft. 30 ft. 6 in. 
No. 6 600 ft. 32 ft. 29 ft. 6 in. 
No. 7 600 ft. 33 ft. 30 ft. 6 in. 
No. 8 600 ft. 31 ft. 28 ft. 6 in. 
No. 9 600 ft. 34 ft. 31 ft. 6 in. 
No. 10 600 ft. 39 ft. 36 ft. 6 in. 
No. 11 600 ft. 39 ft. 36 ft. 6 in. 
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In the immediate vicinity of these berths the clear turning is 1,509 
elsewhere there is adequate swinging room for the largest Vet 
At Berths 1 — 8 there are the following: 

4,725 ft. of berth frontage 3,247,000 sq. ft. of open stor, 
467,000 sq. ft. transit shed 67,000 sq. ft. of cold Storage 

Tractors, cranes and forklifts are used to move cargo from Ship's 

Ro/Ro facilities are located at Berth No. 1, where there is an 8) 
concrete ramp. There is a floating barge/ramp at Berth No. 8 fm 
container facilities are available at Berths 9, 10 and 11: and in 
there are approx. 50 acres of terminal area with storage space for 5.0 
containers and a Container Freight Station of 45,000 sq. ft. 

There are no specialised berths on the public wharves for ha 

bulk cargo. However, when necessary, consignees make their op 
discharging and storage arrangements. 
Dangerous Cargo: 1. Vessels wishing to transit any Jamaican Port we 
dangerous cargo/goods on board are required through the Master » 
Agent to apply to the Harbour Master for permission to make Such; 
transit. 

The application should be made not less than 48 hours before ty 
vessel's ETA and must include: 

(a) The I.M.O. number assigned to the cargo as per |Me 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The port for which the cargo is destined. 

2. Vessels loading dangerous cargo for intended discharge jy, 
Jamaican port must before loading such cargo apply to the Harboy 
Master for permission to go alongside for the purpose of dischargy, 
same. The application must include: : 

(a) The 1I.M.O. number assigned to the cargo as per IMO 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The nature of the cargo and storage; 

(d) The name of the intended port of discharge. 

Equipment: Four Portainer Cranes (40 ton), 9 Karrilifts, Heavy Forkits 
(max. 32 ton), for handling empty containers and several Tractors a» 
Chassis. 

The 4 Portainer Gantry Cranes are capable of moving 20 ft., 3¢ 
and 40 ft. containers at a rate of 30 an hour; the 9 Karrilifts can hane 
similar size containers. 

Developments: Rails on Berth 11 have been extended by 200t 
Adjacent to this extension it is proposed to erect a 100 ft. berthin: 
platform for handling Ro/Ro vessels. 

STEVEDORES: To enable Agent order gangs important to obte 
accurate ETA from vessels. Time: 1200 hrs. the working day belo: 
vessel arrives. Shifts: 0700 — 1400 hrs., 1400 — 2100 hrs., 2100- 
0500 hrs. Saturdays, Sundays and public holidays attract premium rate 

Stevedores normally rig and open, but crew open MacGregor hatches 
All necessary gear supplied by stevedores except rain tents and specs 
lifts requiring special gear, which vessel must supply. Average unloadry 
rate 10/15 tons per gang hour for general cargo. 

BULK HANDLING FACILITIES: National Gypsum & Quarries Limite: 
National Gypsum and Quarries Limited operates a wharf at Harbor 
Head for the export of gypsum rock only. 

There are 3 steel and concrete dolphins and 1 wooden dolphin. Te 
concrete and steel dolphins are the principal docking structures. The 
are 161 ft. apart. The min. draft currently available is 26 ft., but this cout 
be increased at short notice to 29 ft. Vessels of 440 ft. length and 64 
beam are normally loaded. Bulk rock loading facilities capable of loadty 
crushed gypsum at an average rate of 700t.p.h. — 1000t.p.h. a 
available. 

Wherry Wharf Limited: Wherry Wharf Limited maintains a pier at Newpt" 
East for loading and unloading lumber, corn and animal feed ingrediet 

The whart is 200 ft. long with a depth of 29 ft. It has a free-flow acces 
road and a 200 ft. x60 ft. apron. 

Shell Company (W.1.) Limited: Shell Company (W.1.) Limited has bul 
cargo facilities at Harbour Head used primarily by Jamaica Flour Mis 
MEDICAL: Agents to be advised before arrival of vessel if emergen 
medical attention required. Hospital facilities available. If inoculate’ 
required Master to advise Agents prior arrival of vessel. 
TANKERS: No specific requirements applicable to oil carriers. Reduce 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) dischat 
facilities available taking maximum 500 gallons. Gas free certificat 
required for tankers laying alongside Public Wharves in Kingston. ; 
Texaco Caribbean Inc.: Texaco Caribbean Incorporated operates 
wharf which is situated at Harbour Head and is known as the Easié® 
Terminal. The jetty is 325 ft. long and will accommodate vessels up! 
18,000 tons (gross). Max. draft at low tide is 28 ft. Berth is used® 
receival of bulk petroleum products and for bunkering vessels with G# 
Oil, Marine Diesel and Fuel Oil. No packaged goods are handled ati 
berth. Fresh water supplies are available. 

Esso Marketing Terminal: Max. length of vessels 600 ft. Max. S 
draft —31 ft. Draft forward restricted to 28 ft. only with vessel moo® 
portside alongside. Both day and night berthing possible. Fresh we 
is available. Bunkers available here are Heavy Fuel Oil (Bunker 
Marine Diesel, Marine Gas Oil and a wide range of intermediate bunke® 
Esso Refinery Marine Dock: Max. length of vessels 743 ft. Max. 
draft 36 ft. 6in. Fresh water is available and day and night berth 
possible. The Esso Refinery Pier is used for receiving crude petrol” 
from tankers as feed stock for the Refinery through a 20 in. under 
pipe-line. A wide range of finished products is also delivered into tam®* 
for export as well as for discharge at other ports on the island. ' 
Esso Refinery Dry Cargo Dock: Max. length of vessels - 400 
(Freighters) and 475 ft. (Tankers). Drafts alongside vary from 25 ft 
27 ft. Draft forward restricted to 17 ft. 6 in. with vessel moored 
alongside only. Fresh water is available. This dock is used for ; 
and unloading packaged and drummed lubricating oil on freightes 
export to various countries throughout Central America and ™ 
Caribbean. 

Other materials exported here are lubricating oil in bulk and va 
grades of asphalt in drums. 
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: sity: Average density 1026. 
agsH WATER: Fresh water available at berth. Average delivery rate 


vip. 

e All grades (viscosities) available. At least 2 days’ notice required. 

«ering Depot — Newport West: The Shell Company (W.|.) operates 

saorng facilities at Newport West. 

anydrant system with outlets at each berth provides a complete range 

¢punkers. 

on bunkering facilities are available at Newport West. Pipe-lines 

om the nearby Esso Kingston Terminal to the berth at Newport 

ss providing Heavy Fuel Oil and intermediate ranges of bunkers. 

ue Gas Oil is also available Monday through Friday by tank truck. 

_txaco Caribbean Incorporated also has facilities for bunkering 
is with Gas Oil, Marine Diesel and Fuel Oil. 

me PRECAUTIONS: Fire boat available equipped for fighting harbour 

524 hours per day. Also equipped fire engines situated within easy 

«ep of docks available 24 hours a day. 

~NSULS: Consuls not available on Saturdays and Sundays, except 

» special request. 


Kingston 
Tel. No. 
«a» Commissions 
3etish Information Service 69050 
canadian High Commissioner 61500 


tmidad and Tobago High Commissioner 65739, 65730 


inbassies 


imerican Embassy 63645 
‘ygentine Embassy 65588 
chinese Embassy 70860 
cuban Embassy 74362-3 
Dominican Embassy 66676 
french Chancery Embassy 79811 
German F.R. Embassy 66728 
gaeli Embassy 68768 
\exican Embassy 66891 
Netherlands Embassy 69026-8 
Panamanian Embassy 70042 
Soviet Embassy 41048 
Venezuelan Embassy 65519-0 
msular Offices 

Argentine Consulate 77616 
Austrian Consulate General 25623 
Selgium and Luxembourg Consulate 64295 
Colombian Consulate General 42004 
Costa Rican Consulate General 67285 
Danish Consulate 36737 
Finnish Consul 23006, 22519 
German F.R. Embassy — Consular Section 66728 
Greek Consul 23685 
Guatemalan Consul 42966 
Haitian Consulate General 77595 
Hondurian Consul Ad Honorem 67285 
talian Consul 66981 
Jordanian Consulate 82661 
lebanon Consulate 76465 
Uberian Consul 27169 
Mexican Consulate 66891 
Nicaraguan Consul 22856 
Nowegian Consul 39811—-4 
Peruvian Consul 76565 
Salvadorian Consul 25780 
Spanish Consul 22856 
Swedish Consulate 36737 
Swiss Consulate General 23347 


‘PAIRS: Minor deck and engine repairs possible by 2 firms. 
“eadvice of 3 days recommended. 
RY DOCKS: Dry dock facilities available. 
WRVEYORS: Lloyd's Register, A.B.S., B.V., G.L., Det Norske Veritas. 
UNGWAY/DECK WATCHMEN: Services of watchmen are 
xommended. 
PENING/ICLOSING HATCHES: Hatches covered by Pontoon and 
“th Boards opened and closed by stevedores. MacGregor hatches 
‘adled by crew. 
ERTIFICATES: 
Safety Certificate. 
Ship's Register. 
‘oad Line Certificate. 
Test Certificates for derricks and cargo handling gear. 
“STOMS ALLOWANCES: Tobacco, 2 oz. tobacco in any form (2 oz. 
*lobacco or 40 cigarettes) per day. Wine and/or spirits, 6 oz. or 0.5 
“uted Pint of spirit per day. 1 pint wine allowed Master and Officers 
“Lr as stated in the Articles under flag they fly. 
‘NGO GEAR: The usual certificates covering testing and inspection 
tal gear and equipment as required under Docks Regulation 1934 of 
en Britain or by International Labour Organisation, will be acceptable. 
RRTRIATION: Facilities available for effecting crew changes. 
‘RPORT: Norman Manley International Airport — approximately 10 
ME Served by many airlines. 

‘Local time is GMT minus 5 hours. 
ho AYS: Days when work is performed only on overtime rate: New 
dy Day; Ash Wednesday; Easter Monday; National Heroes Day 
wk Monday in October); Boxing Day. Days when ports closed, no 
~* performed: Good Friday; National Labour Day (May 23rd); 
ngendence (first Monday in August); Christmas Day. 
~,SE/AMBULANCE/FIRE: Emergency tel. numbers: Police 116; 
hgnce 110; Fire 110. Commissioner of Police 79858—0. Radio 
Rep Room 812612. Fire Brigade 22121. Fire Boat Station 27018. 
Ye HONES: Arrangements exist for placing telephones on board. 
tah ’maica Telephone Company to be advised by Agents 2/3 days 
“Y® Vessel arrives. 
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SERVICES: Compass adjusting services available. Although routine 
repairs to radar, radios and other electrical equipment are possible, 
technical services generally limited. 

SHORE LEAVE: Crew members allowed on shore after vessel cleared 
by Immigration. Vessels arriving from some countries require special 
Government approval before shore leave permitted, but no restrictions 
are normally placed on vessels arriving from Western European, 
American or African countries. 

IDENTIFICATION CARDS: No Identification Cards required. 
REGULATIONS: Dogs are not permitted to land unless they have 
undergone quarantine or are imported from United Kingdom. 
DELAYS: Normally there are no delays to vessels calling at the port. 
GENERAL: Ship's Chandlers: 3 ship's chandlers available. 
Communications: Regular air services daily to London, New York and 
other European and American cities, and is therefore in excellent 
position to offer emergency facilities to vessels requiring urgent spares, 
crew replacements, etc. Vessels can anchor at Port Royal close by airport. 
Customs: Vessels are searched thoroughly by Customs for firearms and 
contraband. Masters are held responsible by Customs for security of 
bonded stores, etc. Masters are therefore alerted to check security 
arrangements and to keep watch on bond whilst in port. 
AUTHORITY: Port Authority of Jamaica, 15-17 Duke Street, P.O.Box 
474, Kingston, Jamaica. Tel: 922-0290/8. Telex: 2386 Portops Jamaica. 
FAX: 92-49437. Contact: Captain S.H. Willers, Director. Captain H.C. 
De Lisser, Harbour Master. Captain E.R. Myers, Deputy Harbour Master. 


MONTEGO BAY: 18.30 N. 77.56 W. (See Plan) 


DOCUMENTS, PILOTAGE and all general information: refer to 
“Kingston”. 

ANCHORAGE: There is one anchorage in Montego Bay which must be 
booked through the Harbour Master in Kingston. Depth 5 to 6 fathoms. 
RESTRICTIONS: Entry — day and night. Rise and fall of tide, average 
range 10 in. No current in harbour. Main direction and speed of prevailing 
wind, N.E., 10 m.p.h. Subject in January-February to occasional 2 — 3 
day spells of squalls with driving rain known as Northers which makes 
lying at the anchorage uncomfortable, but there is virtually no swell 
alongside the berths. 

MAX. SIZE: Unlimited water at anchorage. The 1,500 ft. long 400 ft. 
wide straight channel has a minimum depth of 34 ft. MSL, as does the 
1,600 ft. diameter turning basin. 

CLEARANCE: Customs, Health, Immigration Offices are maintained at 
the port. 

BERTHING: 

Montego Freeport is a new port developed with 3 berths operated by 
Montego Wharves Limited. 

Berth No. 2—600 ft. long, 34 ft. minimum depth alongside, 7.5 ft above 
water line. 

Berth No. 3 — 588 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

Berth No. 4 — 387 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

These berths are reached through a 1,500 ft. long straight channel 
400 ft. wide dredged to a min. depth of 34 ft. There is 23,000 sq.ft. 
warehouse and an 87,000 cu.ft. cold storage facility adjacent to berth 
2 with a wharf apron of 75 ft. Berths 3 and 4 are designed for Roll-on/ 
Roll-off with 13 acres of bonded storage space adjacent. Berth 4 is used 
principally by cruise ships and is connected to a 5 acre duty free 
shopping complex by a 200 ft. long tree-lined walkway. 

Montego Freeport Limited intends to build Berth No. 1 in the next few 
years which will be a continuation of Berth No. 2, creating 1,300 ft. of 
continuous berth face with ample space behind for expansion. The cold 
storage is planning on doubling its capacity. 

STEVEDORES: The Port is open 24 hours of the day. To enable Agents 
to order gangs, it is important to obtain accurate ETA from vessels. 
Time: 1200 hrs. the day before the vessel arrives. Shifts: 0700 — 
1400 hrs., 1400 — 2100 hrs. Mondays to Fridays with option to extend 
the first shift to 1700 hrs. at single time; 0700 — 1200 hrs. Saturdays, 
thereafter at overtime. Details can be obtained from Montego 
Stevedoring Limited, P.O. Box 303, Montego Bay. 

MEDICAL: All facilities at St. James's Hospital. Advise Agent in 
advance. 

TANKERS: No specific requirements applicable to oil carriers. Reducers 
available to fit 12 in. —4 in. load/discharge lines. Slop (residue) discharge 
facilities available taking maximum 500 gallons. One tanker berth, Berth 
No. 2 minimum depth alongside 34 ft. MSL. Gas-free Certificate required 
for tankers laying alongside. 

CONSULS: No consular offices in Montego Bay. See “Kingston”. 
REPAIRS: There are no dry dock facilities, but minor repairs can be 
effected alongside. 

DENSITY: Average density 1026. 

FRESH WATER: Can be supplied from the dock. 30 t.p.h. 

FUEL: All grades (viscosities) available. At least 4 days notice required. 
FIRE PRECAUTIONS: Equipped fire engines situated within easy reach 
of docks 24 hours per day. 

SECURITY: Under the jurisdiction of the Montego Bay Police and also 
24-hour patrols in the port area by private security guards. 

AIRPORT: 5 miles from port. Donald Sangster International Airport 
served by regular airlines. 

POLICE/AMBULANCE/FIRE: Police, Tel: 119; Ambulance, Tel: 110; 
Fire, Tel: 110. 

IDENTIFICATION CARDS: Recommended for crew. 

AUTHORITY: Operator: Montego Freeport Limited, P.O.Box 303, 
Montego Bay, Jamaica. Telex: 5329 Moport. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 
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KINGSTON: 17.59 N. 76.50 W. (See Plan) 


PORT LIMITS: The area of the sea to the Northward of the Palisadoes 
extending from Harbour Head to Port Royal and a straight line from Port 
Royal to the jetty at Small Point. 

Charts: General Chart of Jamaica No. 446. Kingston Harbour No. 454. 
DOCUMENTS: 

For Customs: 

2 Crew Declarations. 

Clearance from the Last Port of Call. 

1 Ship's Register, i.e. Ship's Information. 

2 Stores Lists. 

2 Dangerous Cargo Lists. 

International Certificates of Vaccination for each Crew Member. 

For Immigration 

2 Passenger Lists. 
For Agent 

Bills of Lading covering all cargo on board. 

2 Crew Lists. 

2 Stores Lists. 

5 Manifests. 

Ship’s Register, Safety Certificate and Load Line Certificate. 

For Quarantine 

1 Crew List. 

Maritime Declaration of Health signed by Master. 

1 Derat Certificate. 

International Certificates of Vaccination for Crew Members. 
PILOTAGE: Pilotage is compulsory. A minimum of six (6) hours advance 
notice from the Master or Agent for the services of a Pilot. Pilots usually 
board the vessel two (2) miles S.E. of Plumb Point Lighthouse or East 
Middle Ground Buoy. 

VHF contact with the Pilot Office is made through Channel 11. 
ANCHORAGES: There are 5 anchorages namely A, B, C, D and E 
which are reserved. Reservation for the use of these anchorages should 
be made through the Harbour Master. 

The 5 reserved anchorages are: 

. 210° Distant from R.C. Cathedral Dome 12.2 cables. 
Position: Lat. 17° 57’ 17” N., Long. 76°57’ 12” W. 
186.5° Distant from R.C. Cathedral Dome 10.9 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 47’ 12” W. 
162.5° Distant from R.C. Cathedral Dome 12.1 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 46’ 40” W. 
118.5° Distant from R.C. Cathedral Dome 28.4 cables. 
Position: Lat. 17° 57’ 00” N., Long. 76° 44’ 30” W. 
124° Distant from R.C. Cathedral Dome 24.4 cables. 
Position: Lat. 17° 57’ 07” N., Long. 76° 45’ 00” W. 
In addition there is unlimited anchorage space available toward the 
Eastern end of the Harbour. 

Entry — Day or Night. 

RESTRICTIONS: Entry — day or night. Rise and fall of tide, average 
range 10 in., occasionally 16 in. Strength of current in harbour 1.5 knots 
(in some places). Main direction and average speed of prevailing winds 
E.S.E. 20 m.p.h. Months of max. rainfall (i) April/May, (ii) Sept., Oct. and 
Nov. Hurricane period June 15th — November 15th. 

MAX. SIZE: Recommended max. draft into Port Royal 40 ft. for vessels 
of unlimited size. Main ship channel max. recommended draft of 
36 ft. 6 in. and is 800 ft. wide at its narrowest point. Depth 39 ft. at MLW. 
Newport West has recommended draft of 32 ft. 6 in. witha turning basin 
of 1,500 ft. Esso Terminals has recommended max. draft of 34 ft. 6 in. 
Max. recommended draft of 32 ft. 6 in. to proceed Eastwards, from Esso 
Terminals, in harbour to anchorage or berths. Newport East has max. 
recommended draft of 27 ft. 6 in. 

HEALTH: See “Documents”. 

Radio Pratique may be granted. 

Crew not allowed to take fruit ashore. 

Pratique Procedure: The Customs Officer who boards the vessel to 
check all documents will after he has placed excess tobacco and liquor 
under bond indicate to the Master when Pratique has been granted. 

If a vessel obtains Pratique at Kingston, automatic Pratique granted 
to proceed to any other port in Jamaica. 

RADIO: Cable Agents giving ETA, Draft, Passengers (if any), cash 
required. Call sign “KNRDO 6YI”". 

Tankers: ETA messages to state arrival time at Pilot Station, maximum 
draft on arrival, last port(s) of call, number of crew, date Derat Certificate 
expires, confirm crew possess valid vaccination certificates, cash, stores 
and laundry requirements, details of diseases if any and request Radio 
Pratique. 

VHF: VHF Channel 16 — Kingston Radio VHF Channel 11 — Pilotage. 
TUGS: Available and compulsory for berthing and unberthing. Two tugs 
of 2,800 h.p. Tugs join incoming vessel near berth. In case of emergency 
tug joins vessel wherever requested by Master. Tugs on VHF Channel 
16 (24 hours). Usually ship’s lines used, but if tug’s lines used there is 
no extra cost. 

BERTHING: At the Public Wharves there are 11 existing berths and 
their specifications are as follows: 


moo D 


Berth No. Length Depth Max. Draft 
No. 1 525 ft. 25 ft. 22 ft. 6 in. 
No. 2 600 ft. 30 ft. 27 ft. 6 in. 
No. 3 600 ft. 33 ft. 30 ft. 6 in. 
No. 4 600 ft. 34 ft. 31 ft. 6 in. 
No. 5 600 ft. 33 ft. 30 ft. 6 in. 
No. 6 600 ft. 32 ft. 29 ft. 6 in. 
No. 7 600 ft. 33 ft. 30 ft. 6 in. 
No. 8 600 ft. 31 ft. 28 ft. 6 in. 
No. 9 600 ft. 34 ft. 31 ft. 6 in. 
No. 10 600 ft. 39 ft. 36 ft. 6 in. 
No. 11 600 ft. 39 ft. 36 ft. 6 in. 
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In the immediate vicinity of these berths the clear turning is 1,505 
elsewhere there is adequate swinging room for the largest veg 
At Berths 1 — 8 there are the following: 

4,725 ft. of berth frontage 3,247,000 sq. ft. of open stor, 
467,000 sq. ft. transit shed 67,000 sq. ft. of cold Storage 

Tractors, cranes and forklifts are used to move Cargo from ship's 

Ro/Ro facilities are located at Berth No. 1, where there is an By 
concrete ramp. There is a floating barge/ramp at Berth No, 8 
container facilities are available at Berths 9, 10 and 11; and in a 
there are approx. 50 acres of terminal area with storage space for 5.0y 
containers and a Container Freight Station of 45,000 sq. ft. 

There are no specialised berths on the public wharves for hai 

bulk cargo. However, when necessary, consignees make their op 
discharging and storage arrangements. 
Dangerous Cargo: 1. Vessels wishing to transit any Jamaican Port we 
dangerous cargo/goods on board are required through the Master» 
Agent to apply to the Harbour Master for permission to make Such; 
transit. 

The application should be made not less than 48 hours betore 
vessel's ETA and must include: 

(a) The I.M.O. number assigned to the Cargo as per |Mp 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The port for which the cargo is destined. 

2. Vessels loading dangerous cargo for intended discharge jy), 
Jamaican port must before loading such cargo apply to the Harboy 
Master for permission to go alongside for the purpose of dischargy 
same. The application must include: ; 

(a) The I.M.O. number assigned to the cargo as per |Me 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The nature of the cargo and storage; 

(d) The name of the intended port of discharge. 

Equipment: Four Portainer Cranes (40 ton), 9 Karrilifts, Heavy Forkit 
(max. 32 ton), for handling empty containers and several Tractors a 
Chassis. 

The 4 Portainer Gantry Cranes are capable of moving 20 ft., 35¢ 
and 40 ft. containers at a rate of 30 an hour; the 9 Karrilifts can hane 
similar size containers. 

Developments: Rails on Berth 11 have been extended by 200% 
Adjacent to this extension it is proposed to erect a 100 ft. berth 
platform for handling Ro/Ro vessels. 

STEVEDORES: To enable Agent order gangs important to obte 
accurate ETA from vessels. Time: 1200 hrs. the working day belo: 
vessel arrives. Shifts: 0700 — 1400 hrs., 1400 — 2100 hrs., 2100- 
0500 hrs. Saturdays, Sundays and public holidays attract premium rate 

Stevedores normally rig and open, but crew open MacGregor hatches 
All necessary gear supplied by stevedores except rain tents and speca 
lifts requiring special gear, which vessel must supply. Average unloadn 
rate 10/15 tons per gang hour for general cargo. 

BULK HANDLING FACILITIES: National Gypsum & Quarries Limite: 
National Gypsum and Quarries Limited operates a wharf at Harbor 
Head for the export of gypsum rock only. 

There are 3 steel and concrete dolphins and 1 wooden dolphin. Tr 
concrete and steel dolphins are the principal docking structures. The 
are 161 ft. apart. The min. draft currently available is 26 ft., but this cout 
be increased at short notice to 29 ft. Vessels of 440 ft. length and 64! 
beam are normally loaded. Bulk rock loading facilities capable of load 
crushed gypsum at an average rate of 700t.p.h. — 1000t.ph. a 
available. 

Wherry Wharf Limited: Wherry Wharf Limited maintains a pier at Newpw" 
East for loading and unloading lumber, corn and animal feed ingredient 

The wharf is 200 ft. long with a depth of 29 ft. It has a free-flow acces 
road and a 200 ft. x60 ft. apron. 

Shell Company (W.1.) Limited: Shell Company (W.1.) Limited has bul 
cargo facilities at Harbour Head used primarily by Jamaica Flour Mis 
MEDICAL: Agents to be advised before arrival of vessel if emergen) 
medical attention required. Hospital facilities available. If inoculati’ 
required Master to advise Agents prior arrival of vessel. 
TANKERS: No specific requirements applicable to oil carriers. Reduce’ 
available to fit 12 in. —4 in. load/discharge lines. Slop (residue) dischat 
facilities available taking maximum 500 gallons. Gas free certificat 
required for tankers laying alongside Public Wharves in Kingston. ; 
Texaco Caribbean Inc.: Texaco Caribbean Incorporated operates 
wharf which is situated at Harbour Head and is known as the East” 
Terminal. The jetty is 325 ft. long and will accommodate vessels up 
18,000 tons (gross). Max. draft at low tide is 28 ft. Berth is used® 
receival of bulk petroleum products and for bunkering vessels with G® 
Oil, Marine Diesel and Fuel Oil. No packaged goods are handled ati" 
berth. Fresh water supplies are available. 

Esso Marketing Terminal: Max. length of vessels 600 ft. Max. s® 
draft —31 ft. Draft forward restricted to 28 ft. only with vessel moot 
portside alongside. Both day and night berthing possible. Fresh we? 
is available. Bunkers available here are Heavy Fuel Oil (Bunker 
Marine Diesel, Marine Gas Oil and a wide range of intermediate bunk 
Esso Refinery Marine Dock: Max. length of vessels 743 ft. Max 
draft 36 ft. 6 in. Fresh water is available and day and night bert 
possible. The Esso Refinery Pier is used for receiving crude pe’ 
from tankers as feed stock for the Refinery through a 20 in. under 
pipe-line. A wide range of finished products is also delivered into tan®* 
for export as well as for discharge at other ports on the island. 
Esso Refinery Dry Cargo Dock: Max. length of vessels - : 
(Freighters) and 475 ft. (Tankers). Drafts alongside vary from 25 t 
27 ft. Draft forward restricted to 17 ft. 6 in. with vessel moored 
alongside only. Fresh water is available. This dock is used for loot 
and unloading packaged and drummed lubricating oil on freighte® 
export to various countries throughout Central America and * 
Caribbean. 

Other materials exported here are lubricating oil in bulk and vanes 
grades of asphalt in drums. 
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gusiTY: Average density 1026. 
| ggsH WATER: Fresh water available at berth. Average delivery rate 


| wtp 
nt Ail grades (viscosities) available. At least 2 days’ notice required. 
| Saenng Depot — Newport West: The Shell Company (W.1.) operates 
| Sxering facilities at Newport West. 
“pnydrant system with outlets at each berth provides a complete range 
spunkers. 
i yon punkering facilities are available at Newport West. Pipe-lines 
.#om the nearby Esso Kingston Terminal to the berth at Newport 
i ist providing Heavy Fuel Oil and intermediate ranges of bunkers. 
une Gas Oil is also available Monday through Friday by tank truck. 
rexaco Caribbean Incorporated also has facilities for bunkering 
| «sels with Gas Oil, Marine Diesel and Fuel Oil. 
"mg PRECAUTIONS: Fire boat available equipped for fighting harbour 
s24 hours per day. Also equipped fire engines situated within easy 
-) of docks available 24 hours a day. 
|" NSULS: Consuls not available on Saturdays and Sundays, except 
| \special request. 


Kingston 
Tel. No. 
4h Commissions 
artish Information Service 69050 
canadian High Commissioner 61500 


tinidad and Tobago High Commissioner 
inpassies 


65739, 65730 


american Embassy 63645 
Agentine Embassy 65588 
Chnese Embassy 70860 
Cuban Embassy 74362-3 
Dominican Embassy 66676 
french Chancery Embassy 79811 
german F.R. Embassy 66728 
saeli Embassy 68768 
Mexican Embassy 66891 
Netherlands Embassy 69026-8 
Panamanian Embassy 70042 
Soviet Embassy 41048 
venezuelan Embassy 65519-0 
‘msular Offices 

Agentine Consulate 77616 
Justrian Consulate General 25623 
Belgium and Luxembourg Consulate 64295 
Colombian Consulate General 42004 
Costa Rican Consulate General 67285 
Danish Consulate 36737 
finnish Consul 23006, 22519 
German F.R. Embassy — Consular Section 66728 
Greek Consul 23685 
Guatemalan Consul 42966 
Haitian Consulate General 77595 
Hondurian Consul Ad Honorem 67285 
talian Consul 66981 
Jordanian Consulate 82661 
lebanon Consulate 76465 
Uberian Consul 27169 
Mexican Consulate 66891 
Nicaraguan Consul 22856 
Norwegian Consul 39811-4 
Peruvian Consul 76565 
Salvadorian Consul 25780 
Spanish Consul 22856 
Swedish Consulate 36737 
Swiss Consulate General 23347 


"PAIRS: Minor deck and engine repairs possible by 2 firms. 
“eadvice of 3 days recommended. 
RY DOCKS: Dry dock facilities available. 
WRVEYORS: Lloyd's Register, A.B.S., B.V., G.L., Det Norske Veritas. 
UNGWAY/DECK WATCHMEN: Services of watchmen are 
ommended. 
PENING/CLOSING HATCHES: Hatches covered by Pontoon and 
“ch Boards opened and closed by stevedores. MacGregor hatches 
‘udled by crew. 
RTIFICATES: 

Safety Certificate. 

Ship's Register. 

‘oad Line Certificate. 

8st Certificates for derricks and cargo handling gear. 
“STOMS ALLOWANCES: Tobacco, 2 oz. tobacco in any form (2 oz. 
*®tobacco or 40 cigarettes) per day. Wine and/or spirits, 6 oz. or 0.5 
Suted pint of spirit per day. 1 pint wine allowed Master and Officers 
‘Yor as stated in the Articles under flag they fly. 
ARGO GEAR: The usual certificates covering testing and inspection 
ia gear and equipment as required under Docks Regulation 1934 of 
Pay Britain or by International Labour Organisation, will be acceptable. 
y ATRIATION: Facilities available for effecting crew changes. 
- RT: Norman Manley International Airport — approximately 10 
Served by many airlines. 

‘Local time is GMT minus 5 hours. 

te AYS: Days when work is performed only on overtime rate: New 
odd Day; Ash Wednesday; Easter Monday; National Heroes Day 
ee Monday in October); Boxing Day. Days when ports closed, no 
~* performed: Good Friday; National Labour Day (May 23rd); 
miendence (first Monday in August); Christmas Day. 
“\ICE/AMBULANCE/FIRE: Emergency tel. numbers: Police 116; 
tenes 110; Fire 110. Commissioner of Police 79858—0. Radio 
ep Room 81261—2. Fire Brigade 22121. Fire Boat Station 27018. 
hi HONES: Arrangements exist for placing telephones on board. 
.8Maica Telephone Company to be advised by Agents 2/3 days 
“Vessel arrives. 
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SERVICES: Compass adjusting services available. Although routine 
repairs to radar, radios and other electrical equipment are possible, 
technical services generally limited. 

SHORE LEAVE: Crew members allowed on shore after vessel cleared 
by Immigration. Vessels arriving from some countries require special 
Government approval before shore leave permitted, but no restrictions 
are normally placed on vessels arriving from Western European, 
American or African countries. 

IDENTIFICATION CARDS: No Identification Cards required. 
REGULATIONS: Dogs are not permitted to land unless they have 
undergone quarantine or are imported from United Kingdom. 
DELAYS: Normally there are no delays to vessels calling at the port. 
GENERAL: Ship's Chandlers: 3 ship's chandlers available. 
Communications: Regular air services daily to London, New York and 
other European and American cities, and is therefore in excellent 
position to offer emergency facilities to vessels requiring urgent spares, 
crew replacements, etc. Vessels can anchor at Port Royal close by airport. 
Customs: Vessels are searched thoroughly by Customs for firearms and 
contraband. Masters are held responsible by Customs for security of 
bonded stores, etc. Masters are therefore alerted to check security 
arrangements and to keep watch on bond whilst in port. 
AUTHORITY: Port Authority of Jamaica, 15-17 Duke Street, P.O.Box 
474, Kingston, Jamaica. Tel: 922-0290/8. Telex: 2386 Portops Jamaica. 
FAX: 92-49437. Contact: Captain S.H. Willers, Director. Captain H.C. 
De Lisser, Harbour Master. Captain E.R. Myers, Deputy Harbour Master. 


MONTEGO BAY: 18.30 N. 77.56 W. (See Plan) 


DOCUMENTS, PILOTAGE and all general information: refer to 
“Kingston”. 

ANCHORAGE: There is one anchorage in Montego Bay which must be 
booked through the Harbour Master in Kingston. Depth 5 to 6 fathoms. 
RESTRICTIONS: Entry — day and night. Rise and fall of tide, average 
range 10 in. No current in harbour. Main direction and speed of prevailing 
wind, N.E., 10 m.p.h. Subject in January-February to occasional 2 — 3 
day spells of squalls with driving rain known as Northers which makes 
lying at the anchorage uncomfortable, but there is virtually no swell 
alongside the berths. 

MAX. SIZE: Unlimited water at anchorage. The 1,500 ft. long 400 ft. 
wide straight channel has a minimum depth of 34 ft. MSL, as does the 
1,600 ft. diameter turning basin. 

CLEARANCE: Customs, Health, Immigration Offices are maintained at 
the port. 

BERTHING: 

Montego Freeport is a new port developed with 3 berths operated by 
Montego Wharves Limited. 

Berth No. 2-600 ft. long, 34 ft. minimum depth alongside, 7.5 ft above 
water line. 

Berth No. 3 — 588 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

Berth No. 4 — 387 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

These berths are reached through a 1,500 ft. long straight channel 
400 ft. wide dredged to a min. depth of 34 ft. There is 23,000 sq.ft. 
warehouse and an 87,000 cu.ft. cold storage facility adjacent to berth 
2 with a wharf apron of 75 ft. Berths 3 and 4 are designed for Roll-on/ 
Roll-off with 13 acres of bonded storage space adjacent. Berth 4 is used 
principally by cruise ships and is connected to a 5 acre duty free 
shopping complex by a 200 ft. long tree-lined walkway. 

Montego Freeport Limited intends to build Berth No. 1 in the next few 
years which will be a continuation of Berth No. 2, creating 1,300 ft. of 
continuous berth face with ample space behind for expansion. The cold 
storage is planning on doubling its capacity. 

STEVEDORES: The Port is open 24 hours of the day. To enable Agents 
to order gangs, it is important to obtain accurate ETA from vessels. 
Time: 1200 hrs. the day before the vessel arrives. Shifts: 0700 — 
1400 hrs., 1400 — 2100 hrs. Mondays to Fridays with option to extend 
the first shift to 1700 hrs. at single time; 0700 — 1200 hrs. Saturdays, 
thereafter at overtime. Details can be obtained from Montego 
Stevedoring Limited, P.O. Box 303, Montego Bay. 

MEDICAL: All facilities at St. James's Hospital. Advise Agent in 
advance. 

TANKERS: No specific requirements applicable to oil carriers. Reducers 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharge 
facilities available taking maximum 500 gallons. One tanker berth, Berth 
No. 2 minimum depth alongside 34 ft. MSL. Gas-free Certificate required 
for tankers laying alongside. 

CONSULS: No consular offices in Montego Bay. See “Kingston”. 
REPAIRS: There are no dry dock facilities, but minor repairs can be 
effected alongside. 

DENSITY: Average density 1026. 

FRESH WATER: Can be supplied from the dock. 30 t.p.h. 

FUEL: All grades (viscosities) available. At least 4 days notice required. 
FIRE PRECAUTIONS: Equipped fire engines situated within easy reach 
of docks 24 hours per day. 

SECURITY: Under the jurisdiction of the Montego Bay Police and also 
24-hour patrols in the port area by private security guards. 

AIRPORT: 5 miles from port. Donald Sangster International Airport 
served by regular airlines. 

POLICE/AMBULANCE/FIRE: Police, Tel: 119; Ambulance, Tel: 110; 
Fire, Tel: 110. 

IDENTIFICATION CARDS: Recommended for crew. 

AUTHORITY: Operator: Montego Freeport Limited, P.O.Box 303, 
Montego Bay, Jamaica. Telex: 5329 Moport. 
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When the vessel was between 1 and 2 ship's lengths from Buoy A, 
in Grid reference position 579.030 393.280 on SIR chart, the under kee! 
clearance was 15 ft., for several minutes. There was a very low, barely 
discernable, swell running, but the approach to the berth runs with this 
swell directly abeam, causing the vessel to roll an estimated 5°; the 
effect of this was to give a min. bilge clearance of 10 ft. 

Berthing operation is routine, with some shore labour assisting with 
wires. No carpenters’ stoppers are provided for wires, but two each end 
can be made fast on to the storage drums of the winches. 

(f) Discharging: Limiting back pressure maintained by two cargo 
pumps running at 1,200 r.p.m. Discharge rate achieved was 2,237 t.p.h., 
which is usual for this berth. 

(g) Bunkering: Bunkers are available in the berth in amounts greater 
than 500 tons. As bunkers are taken via the same sea line as cargo is 
discharged, the operation is somewhat clumsy and time consuming: 
crude in the sea line is displaced by fuel oil; the hose is shifted to bunker 
connection; bunkers are taken; the hose is re-connected to cargo 
manifold; the fuel oil in the sea line is displaced by crude oil. This 
sequence of operations took a total of eight hours. If a total discharge 
was planned, it might be advisable to take bunkers in the middle of the 
discharge, in order to obviate the need to use stripping pumps to displace 
the fuel oil in the sea line, amounting to some 1,200 tons. 

Notice: /nformation for the attention of the Masters of tankers mooring 
at the S.I.R. sea-line of Port Bouet: 

The conditions at this sea-line necessitate the presence on board of 
the following personnel during operations of mooring and connection of 
the hoses. 

1 Superintendent who combines the duties of Mooring Master, Loading 
Master and chief diver. 

2 Divers who also assist in the mooring and the connecting operations. 
2 Seamen for the refinery's launch. 

2 Assistants for the mooring and connecting operations. 

These personnel will be present until pumping starts. We would be 
glad if you would provide meals for them during this period (from 8 to 
12 hours normally). 

Usually the Superintendent and the refinery’s representative eat in 
the officers’ mess and the rest in the crew's mess. 

Once pumping has started the following personnel stay on board. The 
Superintendent; the refinery’s representative; 2 seamen; 1 assistant. 

We would be grateful if you can provide cabins and meals in the 
officers’ mess for the Superintendent and refinery's representative and 
sleeping quarters and meals for the 3 other persons until the tanker's 
departure. 

The refinery's launch the “Sirius” helps during the mooring and 
connecting operations and serves as a liaison launch between the tanker 
and the refinery. Would you reserve a mooring berth on the starboard 
side of the tanker with pilot's ladder for access aboard? The mooring 
ropes are provided by the refinery and should be reserved for the launch 
“Sirius”. The Agent's launch or any launch other than the “Sirius” should 
moor forward of this berth and should be provided with its own pilot's 
ladder. 

We thank you in advance for your kind cooperation in this matter and 
wish you a Satisfactory stay on the sea-line. 

Signed: General Manager, Societe Ivoirienne de Raffinage. 
DENSITY: Varies from 1025 in January to 1000 in November. 

FRESH WATER: Supplied from the quay at the rate of 40 t.p.h. per 
hydrant. Can be supplied by barge. 

FUEL: nae secs. fuel available from Abidjan Refinery. Advance notice 
required. 

CONSULS: The following countries are represented locally: 


Algeria Gabon Norway 
Argentina Germany F.R. Poland 
Austria Ghana Romania 
Belgium Guinea Senegal 
Benin Guinea Bissau Spain 
Brazil India Sudan 
Canada Israel Sweden 
Central African Italy Taiwan 
Rep. Japan Tunisia 
Chile Korea U.S.S.R. 
Colombia Lebanon United Kingdom 
Congo Liberia U.S.A. 
Denmark Mali Upper Volta 
Egypt Mauretania Vietnam 
Ethiopia Morocco Yugoslavia 
Finland Netherlands Zaire 
France Nigeria Zambia 


REPAIRS: All types of repairs can be effected. There is a floating dock 
with lifting capacity 2,000 tons. 

WATCHMEN: Services of shore watchmen are recommended. See 
“Notice”. 

PIRACY: February 1988: Whilst at anchor overnight awaiting berth, 
vessel was boarded by armed pirates who threatened crew and stole 
stores and crew effects. 

Vessel berthed in morning and worked from 0730 hrs. — 1930 hrs. 
During the night, whilst alongside, the vessel was again boarded and 
plundered. 

HATCHES: Normally opened and closed by stevedores. 

CUSTOMS ALLOWANCES: Each man allowed to retain 200 cigarettes 
and 1 bottle of alcohol. 

REPATRIATION: Can be arranged. 

AIRPORT: Local internationa! airport with connections to all parts of the 
world. 

TIME: GMT. No alterations during the year. 

HOLIDAYS: ist May and 7th December no work can be carried out. 
Other holidays which may be worked at overtime rates are: 1st January, 
Easter Monday, Whit Monday, Ascension Day, 1st November, 
Christmas. 

POLICE/FIRE/AMBULANCE: Police, tel. 35.57.57; Fire, tel. 238/82: 
Ambulance, tel. 238/82. 
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TELEPHONES: Can be connected on board if requested for Vet, 
moored at Quays No. 1, 2, 4 and 5. 

SHORE LEAVE: Allowed without restriction. See “Notice” below, 
IDENTIFICATION CARDS: Should be carried by crew going 
DEVELOPMENTS: The port extension project of the Locodjro site 
bank of the Bay of Banco) to be constructed. Facilities to 
container terminal, mineral terminal, additional fishing port, Clinker bes 
and additional general cargo berths. 240 ton gantry Cranes ty, 
installed. 


NOTICE: Agent's Notice to Masters: 1986. 
REF: DOCUMENTS — SECURITY — WARNINGS. 

In order to comply with the various local regulations and meg 
different Port of Abidjan Authorities requirements, we give below, » 
necessary instructions, information and warnings. 

(A) Documents: 

Upon arrival you will have to hand over the following documents» 
the corresponding authorities: 

1. To the Agent: 4 Crew Lists, 4 Ports of Call Lists, 4 Pa 

Lists, 1 Store List, 1 Animal List, 1 Crew Declaration List, 1 
List, 1 Arms and Ammunition List, 2 full sets of Inward Manifes 

2. To the Customs Officers: 1 Crew List, 1 Ports of Call {s 
1 Passenger List, 1 Store List, 1 Crew Declaration {« 
1 Drugs List, 1 full set Inward Manifest. 

3. To the Police Officers: 1 Crew List, 1 Ports of Call ls 
1 Passenger List, 1 Animal List, 1 Arms and Ammunition Lig 

4. To the Health Officers: 1 Crew List, 1 Ports of Call ls 
1 Passenger List, 1 Animai List, 1 Vaccination List. 

5. Remarks: We must stress that all these above documents ms 
be correctly and accurately completed, your attention is especa 
drawn to the documents given to the Customs Officers: Sim 
List, Crew Declaration List, Drugs List, which will be thorough 
checked and any discrepancies could lead to heavy fines to 
vessel. 

Customs Regulations require that any item which js » 
absolutely necessary to the functioning of the ship must» 
declared. This concerns mainly any television, radio, video » 
other electrical apparatus belonging to the ship which have tot 
mentioned on the Store List together with all items usua) 
declared. 

Also for exchange control operations, Customs require thatay 
amount of foreign currency which is either personal to a ce 
member or belonging to the ship's funds in excess of CFA150.0 
per man (approx. U.S.$335.00) must be declared on te 
Provisions or Crew Declaration List. 

(B) Security: 

Your are hereby advised that security wise, Abidjan Port is qué 

unsafe these days, and Master must protect his ship against ty 
following: 
Robberies and Pilferage of Cargo and Vessel Property: Police Office: 
watch is compulsory on vessel discharging foodstuffs. Howev 
additional watchmen (private or police) are recommended to ave 
robberies and pilferage of cargo. Please discuss this matter with yo 
Agent who can order the necessary watchmen at your request and 
your account. 

It is further recommended to keep all cabins closed and keep a watt 
at the entrance to the living quarters. 

Prostitution: Even though they are not allowed to enter the port art 
prostitutes board vessels either from shore or lagoon side. 

You are hereby informed that such practices are strictly prohibit 
and vessel will be prosecuted and fines levied by police in ca 
prostitutes are found on board your vessel. 

(C) Warnings/Smuggling: We draw your attention on the strictnes 
of the local Customs Regulations and hereby warn you and your cr 
of the heavy risks taken in case of any attempt at smuggling. 

We strongly warn crew members not to deal with anyone trying to® 
local produce (such as cocoa or coffee) or to buy any part of your cat 
or personal effects (such as radios, televisions, videos, watches, sug# 
rice, fish, etc.). Please note that some of these “dealers” are “Age 
Provocateurs” and the Customs usually prosecute the vessel with fine 
out of all proportions. 

You are also reminded that crew members are not allowed to ca" 
in and out the port any personal effects or provisions of any value. 


SHIPMASTER’S REPORT: October, 1983. 
Documents: Customs are very strict on Crew Declaration and 0 
Lists. Fines in case of differences are very high. 

In case you are notified of a fine you should contact your P & | Cet 
through your Agent. 

Yellow Fever Certificates not compulsory. 
Anchorages: Many ships that have had to anchor inside the hart 
have been boarded by armed thieves - it is preferable to wait 30 ™ 
off coast drifting rather than anchoring inside harbour waiting for 
Radio: “Comport” must be advised 24 hours prior to arrival. Am 
departure is governed by Vridi Channel. Navigational opening i" 
advised by Agent. Inward bound ships are advised to arrive 30 min 
after advertised opening times as outward ships have Pilot Priory 
Berthing: Max. draft at Banana Loading Pier is 7.5 m. We always be 
port side to using starboard anchor. 140,000 boxes fruit usually ra 
in a 40 hour working period. Labour works as cargo is available ™ 
bananas/pineapples, holds are pre-cooled to +8°C for survey. 

Average rate of general/frozen cargo discharge at General Ca¥ 
Piers is max. 15 t.p.h. depending on transport available. 


Fresh Water: No difficulties at General Cargo Quays, but only aval 


at Banana Quay by barges (whose services are unreliable). 
preferable to give as much notice as possible. 

Watchmen: 2 ships’ watchmen on duty at night plus 2 shore watchn 
The latter are regulars appointed by Ship's Master. 
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wlations: Please note that security net under gangway is compulsory. 

*\gck of it would result in a heavy fine from the Port Authority. 

_nauthorised persons are allowed on board this may result in heavy 
py the Port Authority. 

~» Safety: It is advisable to take a taxi when proceeding ashore. 

+egnnot be too stongly emphasised that NO person should venture 

wore on his own either by day or night. 


STER’S REPORT: February 1985. 
“ms: Itis advisable to declare all valuable goods such as television 
4s, video-recorders, video tapes, radios and binoculars, also soft 
“as and beer, as it is common for Customs to impose fines of $1,000 
32.000 if incorrect declaration is made. 
me Ship's Stores List/Provisions List must also be correct otherwise 
ves will be imposed. 


\THORITY: Port Autonome D’Abidjan, BP. V85, Abidjan, Ivory Coast. 
~ 92-01-66, 33-14-24. Telex: 22778 Dgpaa Cl. Contact: Director General. 


ENT: Socopao Cote d'Ivoire, 01 B.P. 1297, Abidjan 01, Ivory Coast. 
32-02-11, 32-71-47. Telex (Shipping): 23562, 23745, 23755, 23413 
feght Cl. Cables: “Freight Abidjan”. FAX: 32-92-05, 32-71-47. 


SAN PEDRO: 04.44 N. 06.38 W. (See Plan) 


CATION: The Port of San Pedro is located at the old mouth of the 
ver bearing the same name. The river has been diverted and now 
ones into the sea to the East of the hill on which a light is located. 
)OCUMENTS: 

scopies Crew List. 

jcopies List of Ports of Call. 

{copy Passenger List. 

‘copy Declaration of Arms and Ammunition. 

copies Kroo List. 

‘copy Health Declaration. 

§copies of Manifest. 

2copies Bills of Lading. 

copies List of Hazardous Cargo, disembarking or in transit. 
PROACHES: /n Clear Weather: The first recognisable Port 
earacteristics are: 

{ The lighthouse to the N.E. of the Port on a hill (Lat. 4° 44’ 55” N., 
ong. 6° 36’ 00” W.) — which is a four-sided pylon 26.8 m. high on the 
» of which is a square metal shelter with horizontal red and white 
pes and on its middle part on the Southern side is a white sphere. 
‘Ye height of the light is 160.3 m. 

2 Hertzien Relays: Cylindrical telecommunications tower, grey in 
sour and 59.3 m. high. It is located 1,100 m. — 268° from the light of 
‘e Eastern Jetty on a hill dominating the Port. Its height in relation to 
walevel, is 127 m. At the top of it is a metal aerial mast. 

ln Misty Weather: There is an aeronautical radio beacon (Lat. 
£4612" N., Long. 6° 38' 58” W.) operating during the day from 
73 hrs. to 1830 hrs. and at night on request (frequency 330 A1 call 
Rees The request for night operation must be made to ASECNA 
# Abidjan. 

‘LOTAGE: Pilotage is compulsory for entering and leaving and for 
"wing within the pilotage limits, defined by a circle of 4 miles radius 
‘mired on the base of the Western Jetty (Pointe Quiquerez). 

Al vessels wishing to enter the pilotage area of the Port must send 
*\east 24 hours prior to arrival, a telegram or a telex stating ETA, 
vo Re draft, nature and tonnage of goods to be loaded or 
nloaded. 

_The telegram or telex should be sent for the attention of the Port 
“mmandant, or otherwise to the Consignee. 

The pilot boat is a cutter which has a black hull and white 
‘gerstructures marked “Pilote San Pedro”. The usual summoning 
‘mals for the Pilot are also supported by 2 long and 1 short (G) audible 
‘gals on the siren. 

Pilotage is available day and night for leaving the port and for 
‘wements at the quay. Berthing at the buoys only possible during 
"yight hours. Departures are announced at the daily port conference. 

Plot service not available 24th & 31st December (1800 — 0800 hrs.). 
: hree hours before sailing, the ship’s Agent must confirm or modify 
etme for sailing as is expected. 

The vessel must confirm again its departure 1 hour before sailing (by 
F or by any other means if the vessel does not have VHF). 


*ESTRICTIONS: Tides impose no restriction. However vessels drawing 
hed authorised maximum) operate during HW to facilitate their 
ments. 


VAX. SIZE: 
Berth Max. LOA Max. Draft 
(m.) (m.) 
Oil Berth 90 5.5 
Berth No. 1 155 10.5 
Berth No. 2 200 10.5 
Berth No. 3 190 10.2 
Berth No. 4 195 10.5 
Berth No. 5 140 10.5 
Berth No. 6 150 8.5 
South Quay 150 8.5 
West Quay 586 10.5 


Mo: Vessels anchored can communicate with the Port Captaincy 
uh HF (Channel 16 and 12 with permanent watch). There is permanent 
—er watch on 2182 kHz, as well as communication by light 


GS: One tug of 1,300 h.p. 
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IVORY COAST 


BERTHING: The port protection structures comprise of a Western 
breakwater 265 m. long and a breakwater to the East of 145 m. length. 
Access is by means of a 120 m. wide channel dredged to 12.50 m. The 
entrance passage is 200 m. wide. A heading of 291.5° leads to the port. 

The channel gives access to a manoeuvring basin of 400 m. diameter 
dredged to 11.8 m. depth. 

South Quay: Length 155 m., depth 9 m. 

West Quay: Length 181 m., depth 11 m. and 405 m., depth 12 m. 

Service Quay: Length 109 m., depth 4 m. 

There are 5 loading points at buoys for loading timber: 2 to the North 
of the Western Quay, and 3 to the North of the Eastern Breakwater, 
which can take vessels with a maximum length up to 140 m. at 3 buoys 
and 200 m. at 2 buoys. Depth 11 m. 

Cement Handling Berth: Length 200 m. Vessels berth against dolphins 
and secure to buoys fore and aft. Depth of water 11 m. 

There is also inside the Port a small tanker berth for vessels not 
exceeding 100 m. on the Eastern Breakwater. The areas located to the 
North and East of these berths are used for storing timber. 

Also see “Max. Size”. 

STEVEDORES: Work around the clock. 

MEDICAL: There is a hospital with limited facilities at San Pedro. For 
serious cases, patients are taken by medical plane to Abidjan (which is 
1 hour's flight away). 

EQUIPMENT: No quay cranes, cargo handled by ships gear. 

One mobile crane, capacity 60 tons. One 30 ton “Challenger” for 
handling containers. Lighters of 200 ton and 300 ton capacity. 

FRESH WATER: Available at the quays, rate 30 t.p.h. Also available at 
the buoys by barge, capacity 300 tons, rate 25 t.p.h. 

FUEL: Available alongside at the quays by road tanker. 

CONSULS: France. 

REPAIRS: There are several workshops for effecting small repairs. The 
Port Authority also undertakes repairs, contact Harbour Master. 

T.S.M. workshop: Welding painting, engine maintenance, etc. Tel. 71- 
16-65. 

CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits. 
AIRPORT: Daily air link with Abidjan 

TIME: GMT. 

HOLIDAYS: Public: December 7th, (Independence Day); May 1st, (May 
Day). 

Legal Holidays: The following legal holidays are considered public 
holidays with pay unless they fall on a Sunday: 

January 1st; End of Muslim’s Lent (Ramadan); November 1st, All 
Saints’ Day; Ascension Day; Assumption; Easter Monday; Whit Monday; 
December 25th. 

It should also be noted that when December 7th and May 1st fall on 
a Sunday the following day is considered a public holiday. The same 
when December 7th falls on a Tuesday or Friday, the preceeding or 
following day is considered holiday. 

POLICE/AMBULANCE/FIRE: Police Tel: 71-13-43; Ambulance Tel: 71- 
10-25; Hospital Tel: 71-11-21 and 71-16-01. 


GENERAL: Tides & Currents: The maximum tidal range is 1.5 m. (about 
half an hour ahead of the tidal times at Abidjan). 

The slight S.W'ly current at the Port entrance of 0.5 to 1 knot is 
negligible inside the Port. 

There is a slight tidal rip at the South Quay. But in the whole port and 
particularly at the South Quay, there is a considerable undertow between 
the months of June and September. 

Weather: The tropical climate with tradewinds is rather mild (maximum 
30°C, minimum 20°C, the absolute minimum being registered in January 
15°C). 

The rain seasons go from May to August; the region is irrigated by 
tornadoes from April to May and September to October. The average 
rate of rainfall reaches 1,600 mm./year. 

Fresh Food: Only available in small quantities. 

Roads: A tarmacadam road connects with Abidjan, distance 450 km. 
Port Officials: The Port Captaincy, the pilotage and tug control are all 
in the Captaincy building which is a two storey structure, raised on a 
circular dias located at Pointe Quiquerez. The Customs are within the 
Port to the South of the Western Quay. 

DEVELOPMENTS: By 1990, in order to cater for increased exports and 
imports, the Port will have 4 anchorage points and 7 quay berths, one 
of which will be multi-purpose. This will involve extending the Port to 
the North and enlarging the Northern Dock, creating an Inner Port, 
extension of dredging, creation of open storage areas and construction 
of quays. In all, the plan, from a long term aspect, is to have 10 km. of 
quay, 500 hectares of port industrial area and 200 hectares of 
commercial areas. 

AUTHORITY: Port Autonome de San Pedro, B.P.340, San Pedro, Ivory 
Coast. Tel: 71.20.80 or 71.14.79. Telex: 99102,99112 Comport-Cl. 
Cables: Comport San Pedro. Contact: Mr. Ogou Attemene, Director 
General. Captain Guy Lambert, Harbour Master (VHF Channel 16 or 
2182 kHz). Tel: 71-16-65. 

AGENT: Socopao Cote d’ Ivoire, B.P. 370, San Pedro, Ivory Coast. Tel: 
711133, 712232. Telex: 99104 Freight Cl. Cables: “Freight San Pedro”. 
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Jamaica 


KINGSTON: 17.59 N. 76.50 W. (See Plan) 


PORT LIMITS: The area of the sea to the Northward of the Palisadoes 
extending from Harbour Head to Port Royal and a straight line from Port 
Royal to the jetty at Small Point. 

Charts: General Chart of Jamaica No. 446. Kingston Harbour No. 454. 
DOCUMENTS: 

For Customs: 

2 Crew Declarations. 

Clearance from the Last Port of Call. 

1 Ship's Register, i.e. Ship's Information. 

2 Stores Lists. 

2 Dangerous Cargo Lists. 

International Certificates of Vaccination for each Crew Member. 

For Immigration 

2 Passenger Lists. 
For Agent 

Bills of Lading covering all cargo on board. 

2 Crew Lists. 

2 Stores Lists. 

5 Manifests. 

Ship's Register, Safety Certificate and Load Line Certificate. 

For Quarantine 

1 Crew List. 

Maritime Declaration of Health signed by Master. 

1 Derat Certificate. 

International Certificates of Vaccination for Crew Members. 
PILOTAGE: Pilotage is compulsory. A minimum of six (6) hours advance 
notice from the Master or Agent for the services of a Pilot. Pilots usually 
board the vessel two (2) miles S.E. of Plumb Point Lighthouse or East 
Middle Ground Buoy. 

VHF contact with the Pilot Office is made through Channel 11. 
ANCHORAGES: There are 5 anchorages namely A, B, C, D and E 
which are reserved. Reservation for the use of these anchorages should 
be made through the Harbour Master. 

The 5 reserved anchorages are: 

A. 210° Distant from R.C. Cathedral Dome 12.2 cables. 
Position: Lat. 17° 57’ 17” N., Long. 76° 57’ 12” W. 
B. 186.5° Distant from R.C. Cathedral Dome 10.9 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 47’ 12” W. 
C. 162.5° Distant from R.C. Cathedral Dome 12.1 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 46’ 40” W. 
D. 118.5° Distant from R.C. Cathedral Dome 28.4 cables. 
Position: Lat. 17° 57’ 00” N., Long. 76° 44’ 30” W. 
E. 124° Distant from R.C. Cathedral Dome 24.4 cables. 
Position: Lat. 17° 57’ 07” N., Long. 76° 45’ 00” W. 

In addition there is unlimited anchorage space available toward the 
Eastern end of the Harbour. 

Entry — Day or Night. 

RESTRICTIONS: Entry — day or night. Rise and fall of tide, average 
range 10 in., occasionally 16 in. Strength of current in harbour 1.5 knots 
(in some places). Main direction and average speed of prevailing winds 
E.S.E. 20 m.p.h. Months of max. rainfall (i) April/May, (ii) Sept., Oct. and 
Nov. Hurricane period June 15th — November 15th. 

MAX. SIZE: Recommended max. draft into Port Royal 40 ft. for vessels 
of unlimited size. Main ship channel max. recommended draft of 
36 ft. 6 in. and is 800 ft. wide at its narrowest point. Depth 39 ft. at MLW. 
Newport West has recommended draft of 32 ft. 6 in. witha turning basin 
of 1,500 ft. Esso Terminals has recommended max. draft of 34 ft. 6 in. 
Max. recommended draft of 32 ft. 6 in. to proceed Eastwards, from Esso 
Terminals, in harbour to anchorage or berths. Newport East has max. 
recommended draft of 27 ft. 6 in. 

HEALTH: See “Documents”. 

Radio Pratique may be granted. 

Crew not allowed to take fruit ashore. 

Pratique Procedure: The Customs Officer who boards the vessel to 
check all documents will after he has placed excess tobacco and liquor 
under bond indicate to the Master when Pratique has been granted. 

If a vessel obtains Pratique at Kingston, automatic Pratique granted 
to proceed to any other port in Jamaica. 

RADIO: Cable Agents giving ETA, Draft, Passengers (if any), cash 
required. Call sign “KNRDO 6YI1”. 

Tankers: ETA messages to state arrival time at Pilot Station, maximum 
draft on arrival, last port(s) of call, number of crew, date Derat Certificate 
expires, confirm crew possess valid vaccination certificates, cash, stores 
vi laundry requirements, details of diseases if any and request Radio 

ratique. 

VHF: VHF Channel 16 — Kingston Radio. VHF Channel 11 — Pilotage. 
TUGS: Available and compulsory for berthing and unberthing. Two tugs 
of 2,800 h.p. Tugs join incoming vessel near berth. In case of emergency 
tug joins vessel wherever requested by Master. Tugs on VHF Channel 
16 (24 hours). Usually ship's lines used, but if tug's lines used there is 
no extra cost. 

BERTHING: At the Public Wharves there are 11 existing berths and 
their specifications are as follows: 


Berth No. Length Depth Max. Draft 
No. 1 525 ft. 25 ft. 22 ft. 6 in. 
No. 2 600 ft. 30 ft. 27 ft. 6 in. 
No. 3 600 ft. 33 ft. 30 ft. 6 in. 
No. 4 600 ft. 34 ft. 31 ft. 6 in. 
No. 5 600 ft. 33 ft. 30 ft. 6 in. 
No. 6 600 ft. 32 ft. 29 ft. 6 in. 
No. 7 600 ft. 33 ft. 30 ft. 6 in. 
No. 8 600 ft. 31 ft. 28 ft. 6 in. 
No. 9 600 ft. 34 ft. 31 ft. 6 in. 
No. 10 600 ft. 39 ft. 36 ft. 6 in. 
No. 11 600 ft. 39 ft. 36 ft. 6 in. 
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In the immediate vicinity of these berths the clear turning is 1, 
elsewhere there is adequate swinging room for the largest Vet 
At Berths 1 — 8 there are the following: 

4,725 ft. of berth frontage 3,247,000 sq. ft. of open stor. 
467,000 sq. ft. transit shed 67,000 sq. ft. of cold Storage 

Tractors, cranes and forklifts are used to move cargo from ship's 

Ro/Ro facilities are located at Berth No. 1, where there is an 8 
concrete ramp. There is a floating barge/ramp at Berth No. 8h a 
container facilities are available at Berths 9, 10 and 11: and in 
there are approx. 50 acres of terminal area with storage space for Syn 
containers and a Container Freight Station of 45,000 sq. ft. af 

There are no specialised berths on the public wharves for ha M 
bulk cargo. However, when necessary, consignees make their 99 
discharging and storage arrangements. v 
Dangerous Cargo: 1. Vessels wishing to transit any Jamaican Portw F 
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dangerous cargo/goods on board are required through the Master» 
Agent to apply to the Harbour Master for permission to make Such; 
transit. 

The application should be made not less than 48 hours before ® 
vessel's ETA and must include: 

(a) The I.M.O. number assigned to the cargo as per IMg 

Dangerous Goods Code; H 

(b) The volume of the cargo; 

(c) The port for which the cargo is destined. 

2. Vessels loading dangerous cargo for intended discharge jn; 
Jamaican port must before loading such cargo apply to the Hart & 
Master for permission to go alongside for the purpose of dischargry 
same. The application must include: ; 

(a) The I.M.O. number assigned to the cargo as per IMO 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The nature of the cargo and storage; 

(d) The name of the intended port of discharge. 

Equipment: Four Portainer Cranes (40 ton), 9 Karrilifts, Heavy Forklt 
eves 32 ton), for handling empty containers and several Tractors a 
hassis. 

The 4 Portainer Gantry Cranes are capable of moving 20 ft., 35 
and 40 ft. containers at a rate of 30 an hour; the 9 Karrilifts can hang 
similar size containers. 

Developments: Rails on Berth 11 have been extended by 200t © 
Adjacent to this extension it is proposed to erect a 100 ft. berthin 
platform for handling Ro/Ro vessels. 

STEVEDORES: To enable Agent order gangs important to obi 
accurate ETA from vessels. Time: 1200 hrs. the working day belo: 
vessel arrives. Shifts: 0700 — 1400 hrs., 1400 — 2100 hrs., 2100- 
0500 hrs. Saturdays, Sundays and public holidays attract premium rats 

Stevedores normally rig and open, but crew open MacGregor hatches: 

All necessary gear supplied by stevedores except rain tents and spece 
lifts requiring special gear, which vessel must supply. Average unload 
rate 10/15 tons per gang hour for general cargo. 

BULK HANDLING FACILITIES: National Gypsum & Quarries Limite: 
National Gypsum and Quarries Limited operates a wharf at Harbor 
Head for the export of gypsum rock only. 

There are 3 steel and concrete dolphins and 1 wooden dolphin. Te 
concrete and steel dolphins are the principal docking structures. The 
are 161 ft. apart. The min. draft currently available is 26 ft., but this cout 
be increased at short notice to 29 ft. Vessels of 440 ft. length and 64t 
beam are normally loaded. Bulk rock loading facilities capable of load’ 
crushed gypsum at an average rate of 700t.p.h. — 1000tp.h. a 
available. 

Wherry Wharf Limited: Wherry Wharf Limited maintains a pier at Newp 
East for loading and unloading lumber, corn and animal feed ingredient 

The wharf is 200 ft. long with a depth of 29 ft. It has a free-flow acces 
road and a 200 ft. x60 ft. apron. 

Shell Company (W.1.) Limited: Shell Company (W.1.) Limited has bul 5 
cargo facilities at Harbour Head used primarily by Jamaica Flour Mis D 
MEDICAL: Agents to be advised before arrival of vessel if emerge SI 
medical attention required. Hospital facilities available. If inoculatie G 
required Master to advise Agents prior arrival of vessel. 

TANKERS: No specific requirements applicable to oil carriers. Reduce 9 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharg mM 
facilities available taking maximum 500 gallons. Gas free certifica® h 
required for tankers laying alongside Public Wharves in Kingston. r 
Texaco Caribbean Inc.: Texaco Caribbean Incorporated operates 
wharf which is situated at Harbour Head and is known as the Easté” 
Terminal. The jetty is 325 ft. long and will accommodate vessels up® 
18,000 tons (gross). Max. draft at low tide is 28 ft. Berth is used” 
receival of bulk petroleum products and for bunkering vessels with G& 
Oil, Marine Diesel and Fuel Oil. No packaged goods are handled at! 
berth. Fresh water supplies are available. 

Esso Marketing Terminal: Max. length of vessels 600 ft. Max. S% 
draft —31 ft. Draft forward restricted to 28 ft. only with vessel moo® 
portside alongside. Both day and night berthing possible. Fresh wa 
is available. Bunkers available here are Heavy Fuel Oil (Bunker 
Marine Diesel, Marine Gas Oil and a wide range of intermediate bunke* 
Esso Refinery Marine Dock: Max. length of vessels 743 ft. Max S® 
draft 36 ft. 6 in. Fresh water is available and day and night bert 
possible. The Esso Refinery Pier is used for receiving crude pel 
from tankers as feed stock for the Refinery through a 20 in. under 
pipe-line. A wide range of finished products is also delivered into tant 
for export as well as for discharge at other ports on the island. 
Esso Refinery Dry Cargo Dock: Max. length of vessels - : 
(Freighters) and 475 ft. (Tankers). Drafts alongside vary from 2st 
27 ft. Draft forward restricted to 17 ft. 6 in. with vessel moored 
alongside only. Fresh water is available. This dock is used for load 
and unloading packaged and drummed lubricating oil on freighte® 
export to various countries throughout Central America and ™ 
Caribbean. i 

Other materials exported here are lubricating oil in bulk and vanes 
grades of asphalt in drums. 
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: 
) sity: Average density 1026. 
ggsH WATER: Fresh water available at berth. Average delivery rate 


vipn 
of All grades (viscosities) available. At least 2 days’ notice required. 
-aenng Depot — Newport West: The Shell Company (W.|.) operates 
wgnering facilities at Newport West. 
snydrant system with outlets at each berth provides a complete range 
gqunkers: 
= punkering facilities are available at Newport West. Pipe-lines 
«om the nearby Esso Kingston Terminal to the berth at Newport 
«providing Heavy Fuel Oil and intermediate ranges of bunkers. 
eve Gas Oil is also available Monday through Friday by tank truck. 
aco Caribbean Incorporated also has facilities for bunkering 
is with Gas Oil, Marine Diesel and Fuel Oil. 

sé PRECAUTIONS: Fire boat available equipped for fighting harbour 
24 hours per day. Also equipped fire engines situated within easy 
a of docks available 24 hours a day. 

~NSULS: Consuls not available on Saturdays and Sundays, except 

«special request. 

: 


Kingston 

Tel. No. 
«) Commissions 
drtish Information Service 69050 
canadian High Commissioner 61500 
tmidad and Tobago High Commissioner 65739, 65730 
apassies 
american Embassy 63645 
ygentine Embassy 65588 
Chnese Embassy 70860 
Cuban Embassy 74362-3 
Dominican Embassy 66676 
french Chancery Embassy 79811 
Serman F.R. Embassy 66728 
saeli Embassy 68768 
Wexican Embassy 66891 
Netherlands Embassy 69026-8 
Panamanian Embassy 70042 
Soviet Embassy 41048 
venezuelan Embassy 65519-0 
msular Offices 
‘ygentine Consulate 77616 
Austrian Consulate General 25623 
Selgium and Luxembourg Consulate 64295 
dolombian Consulate General 42004 
Costa Rican Consulate General 67285 
Danish Consulate 36737 
finnish Consul 23006, 22519 
German F.R. Embassy — Consular Section 66728 
Greek Consul 23685 
Guatemalan Consul 42966 
Haitian Consulate General 77595 
dondurian Consul Ad Honorem 67285 
‘talian Consul 66981 
Srdanian Consulate 82661 
‘ebanon Consulate 76465 
uberian Consul 27169 
Wexican Consulate 66891 
Nicaraguan Consul 22856 
Norwegian Consul 39811-4 
Peruvian Consul 76565 
Salvadorian Consul 25780 
Spanish Consul 22856 
Swedish Consulate 36737 
swiss Consulate General 23347 


PAIRS: Minor deck and engine repairs possible by 2 firms. 
“eadvice of 3 days recommended. 
'8Y DOCKS: Dry dock facilities available. 
VRVEYORS: Lloyd's Register, A.B.S., B.V., G.L., Det Norske Veritas. 
‘NGWAY/DECK WATCHMEN: Services of watchmen are 
“ommended. 
PENING/CLOSING HATCHES: Hatches covered by Pontoon and 
oh akia opened and closed by stevedores. MacGregor hatches 
y crew. 
RTIFICATES: 
Safety Certificate. 
Ship's Register. 
oad Line Certificate. 
, 8st Certificates for derricks and cargo handling gear. 
“STOMS ALLOWANCES: Tobacco, 2 0z. tobacco in any form (2 oz. 
"elobacco or 40 cigarettes) per day. Wine and/or spirits, 6 oz. or 0.5 
uted pint of spirit per day. 1 pint wine allowed Master and Officers 
,L0F as stated in the Articles under flag they fly. 
**GO GEAR: The usual certificates covering testing and inspection 
ral gear and equipment as required under Docks Regulation 1934 of 
ras Britain or by International Labour Organisation, will be acceptable. 
ATRIATION: Facilities available for effecting crew changes. 
; PORT: Norman Manley International Airport — approximately 10 
~~ Served by many airlines. 
‘Local time is GMT minus 5 hours. 
‘8 AYS: Days when work is performed only on overtime rate: New 
- Day; Ash Wednesday; Easter Monday; National Heroes Day 
KH Monday in October); Boxing Day. Days when ports closed, no 
™* performed: Good Friday; National Labour Day (May 23rd); 
yrendence (first Monday in August); Christmas Day. 
~ E/AMBULANCE/FIRE: Emergency tel. numbers: Police 116; 
tan ance 110; Fire 110. Commissioner of Police 79858-0. Radio 
Re Room 812612. Fire Brigade 22121. Fire Boat Station 27018. 
‘es HONES: Arrangements exist for placing telephones on board. 
wn tMaica Telephone Company to be advised by Agents 2/3 days 
™* Vessel arrives. 
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SERVICES: Compass adjusting services available. Although routine 
repairs to radar, radios and other electrical equipment are possible, 
technical services generally limited. 

SHORE LEAVE: Crew members allowed on shore after vessel cleared 
by Immigration. Vessels arriving from some countries require special 
Government approval before shore leave permitted, but no restrictions 
are normally placed on vessels arriving from Western European, 
American or African countries. 

IDENTIFICATION CARDS: No Identification Cards required. 
REGULATIONS: Dogs are not permitted to land unless they have 
undergone quarantine or are imported from United Kingdom. 
DELAYS: Normally there are no delays to vessels calling at the port. 
GENERAL: Ship's Chandlers: 3 ship's chandlers available. 
Communications: Regular air services daily to London, New York and 
other European and American cities, and is therefore in excellent 
position to offer emergency facilities to vessels requiring urgent spares, 
crew replacements, etc. Vessels can anchor at Port Royal close by airport. 
Customs: Vessels are searched thoroughly by Customs for firearms and 
contraband. Masters are held responsible by Customs for security of 
bonded stores, etc. Masters are therefore alerted to check security 
arrangements and to keep watch on bond whilst in port. 
AUTHORITY: Port Authority of Jamaica, 15-17 Duke Street, P.O.Box 
474, Kingston, Jamaica. Tel: 922-0290/8. Telex: 2386 Portops Jamaica. 
FAX: 92-49437. Contact: Captain S.H. Willers, Director. Captain H.C. 
De Lisser, Harbour Master. Captain E.R. Myers, Deputy Harbour Master. 


MONTEGO BAY: 18.30 N. 77.56 W. (See Plan) 


DOCUMENTS, PILOTAGE and all general information: refer to 
“Kingston”. 

ANCHORAGE: There is one anchorage in Montego Bay which must be 
booked through the Harbour Master in Kingston. Depth 5 to 6 fathoms. 
RESTRICTIONS: Entry — day and night. Rise and fall of tide, average 
range 10 in. No current in harbour. Main direction and speed of prevailing 
wind, N.E., 10 m.p.h. Subject in January-February to occasional 2 — 3 
day spells of squalls with driving rain known as Northers which makes 
lying at the anchorage uncomfortable, but there is virtually no swell 
alongside the berths. 

MAX. SIZE: Unlimited water at anchorage. The 1,500 ft. long 400 ft. 
wide straight channel has a minimum depth of 34 ft. MSL, as does the 
1,600 ft. diameter turning basin. 

CLEARANCE: Customs, Health, Immigration Offices are maintained at 
the port. 

BERTHING: 

Montego Freeport is a new port developed with 3 berths operated by 
Montego Wharves Limited. 

Berth No. 2—600 ft. long, 34 ft. minimum depth alongside, 7.5 ft above 
water line. 

Berth No. 3 — 588 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

Berth No. 4 — 387 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

These berths are reached through a 1,500 ft. long straight channel 
400 ft. wide dredged to a min. depth of 34 ft. There is 23,000 sq.ft. 
warehouse and an 87,000 cu.ft. cold storage facility adjacent to berth 
2 with a wharf apron of 75 ft. Berths 3 and 4 are designed for Roll-on/ 
Roll-off with 13 acres of bonded storage space adjacent. Berth 4 is used 
principally by cruise ships and is connected to a 5 acre duty free 
shopping complex by a 200 ft. long tree-lined walkway. 

Montego Freeport Limited intends to build Berth No. 1 in the next few 
years which will be a continuation of Berth No. 2, creating 1,300 ft. of 
continuous berth face with ample space behind for expansion. The cold 
storage is planning on doubling its capacity. 

STEVEDORES: The Port is open 24 hours of the day. To enable Agents 
to order gangs, it is important to obtain accurate ETA from vessels. 
Time: 1200 hrs. the day before the vessel arrives. Shifts: 0700 — 
1400 hrs., 1400 — 2100 hrs. Mondays to Fridays with option to extend 
the first shift to 1700 hrs. at single time; 0700 — 1200 hrs. Saturdays, 
thereafter at overtime. Details can be obtained from Montego 
Stevedoring Limited, P.O. Box 303, Montego Bay. 

MEDICAL: All facilities at St. James's Hospital. Advise Agent in 
advance. 

TANKERS: No specific requirements applicable to oil carriers. Reducers 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharge 
facilities available taking maximum 500 gallons. One tanker berth, Berth 
No. 2 minimum depth alongside 34 ft. MSL. Gas-free Certificate required 
for tankers laying alongside. 

CONSULS: No consular offices in Montego Bay. See ‘Kingston’. 
REPAIRS: There are no dry dock facilities, but minor repairs can be 
effected alongside. 

DENSITY: Average density 1026. 

FRESH WATER: Can be supplied from the dock. 30 t.p.h. 

FUEL: All grades (viscosities) available. At least 4 days notice required. 
FIRE PRECAUTIONS: Equipped fire engines situated within easy reach 
of docks 24 hours per day. 

SECURITY: Under the jurisdiction of the Montego Bay Police and also 
24-hour patrols in the port area by private security guards. 

AIRPORT: 5 miles from port. Donald Sangster International Airport 
served by regular airlines. 

POLICE/AMBULANCE/FIRE: Police, Tel: 119; Ambulance, Tel: 110; 
Fire, Tel: 110. 

IDENTIFICATION CARDS: Recommended for crew. 

AUTHORITY: Operator: Montego Freeport Limited, P.O.Box 303, 
Montego Bay, Jamaica. Telex: 5329 Moport. 
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KINGSTON: 17.59 N. 76.50 W. 


(See Plan) 


PORT LIMITS: The area of the sea to the Northward of the Palisadoes 
extending from Harbour Head to Port Royal and a straight line from Port 


Royal to the jetty at Small Point. 


Charts: General Chart of Jamaica No. 446. Kingston Harbour No. 454. 


DOCUMENTS: 
For Customs: 
2 Crew Declarations. 


Clearance from the Last Port of Call. 


1 Ship's Register, i.e. Ship's Information. 


2 Stores Lists. 
2 Dangerous Cargo Lists. 


International Certificates of Vaccination for each Crew Member. 


For Immigration 
2 Passenger Lists. 
For Agent 


Bills of Lading covering all cargo on board. 


2 Crew Lists. 
2 Stores Lists. 
5 Manifests. 


Ship's Register, Safety Certificate and Load Line Certificate. 


For Quarantine 
1 Crew List. 


Maritime Declaration of Health signed by Master. 


1 Derat Certificate. 


International Certificates of Vaccination for Crew Members. 
PILOTAGE: Pilotage is compulsory. A minimum of six (6) hours advance 
notice from the Master or Agent for the services of a Pilot. Pilots usually 
board the vessel two (2) miles S.E. of Plumb Point Lighthouse or East 


Middle Ground Buoy. 


VHF contact with the Pilot Office is made through Channel 11. 
ANCHORAGES: There are 5 anchorages namely A, B, C, D and E 
which are reserved. Reservation for the use of these anchorages should 


be made through the Harbour Master. 
The 5 reserved anchorages are: 


210° Distant from R.C. Cathedral Dome 12.2 cables. 
Position: Lat. 17° 57’ 17" N., Long. 76° 57’ 12” W. 


Ne Oe One 


186.5° Distant from R.C. Cathedral Dome 10.9 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 47’ 12” W. 
162.5° Distant from R.C. Cathedral Dome 12.1 cables. 
Position: Lat. 17° 57’ 14” N., Long. 76° 46’ 40” W. 
118.5° Distant from R.C. Cathedral Dome 28.4 cables. 
Position: Lat. 17° 57’ 00” N., Long. 76° 44’ 30” W. 
124° Distant from R.C. Cathedral Dome 24.4 cables. 


Position: Lat. 17° 57’ 07” N., Long. 76° 45’ 00” W. 
In addition there is unlimited anchorage space available toward the 


Eastern end of the Harbour. 
Entry — Day or Night. 


RESTRICTIONS: Entry — day or night. Rise and fall of tide, average 
range 10 in., occasionally 16 in. Strength of current in harbour 1.5 knots 
(in some places). Main direction and average speed of prevailing winds 
E.S.E. 20 m.p.h. Months of max. rainfall (i) April/May, (ii) Sept., Oct. and 


Nov. Hurricane period June 15th — November 15th. 


MAX. SIZE: Recommended max. draft into Port Royal 40 ft. for vessels 
of unlimited size. Main ship channel max. recommended draft of 
36 ft. 6 in. and is 800 ft. wide at its narrowest point. Depth 39 ft. at MLW. 
Newport West has recommended draft of 32 ft. 6 in. witha turning basin 
of 1,500 ft. Esso Terminals has recommended max. draft of 34 ft. 6 in. 
Max. recommended draft of 32 ft. 6 in. to proceed Eastwards, from Esso 
Terminals, in harbour to anchorage or berths. Newport East has max. 


recommended draft of 27 ft. 6 in. 
HEALTH: See “Documents”. 


Radio Pratique may be granted. 
Crew not allowed to take fruit ashore. 


Pratique Procedure: The Customs Officer who boards the vessel to 
check all documents will after he has placed excess tobacco and liquor 
under bond indicate to the Master when Pratique has been granted. 

If a vessel obtains Pratique at Kingston, automatic Pratique granted 


to proceed to any other port in Jamaica. 


RADIO: Cable Agents giving ETA, Draft, Passengers (if any), cash 


required. Call sign “KNRDO 6YI". 


Tankers: ETA messages to state arrival time at Pilot Station, maximum 
draft on arrival, last port(s) of call, number of crew, date Derat Certificate 
expires, confirm crew possess valid vaccination certificates, cash, stores 
and laundry requirements, details of diseases if any and request Radio 


Pratique. 


VHF: VHF Channel 16 — Kingston Radio. VHF Channel 11 — Pilotage. 
TUGS: Available and compulsory for berthing and unberthing. Two tugs 
of 2,800 h.p. Tugs join incoming vessel near berth. In case of emergency 
tug joins vessel wherever requested by Master. Tugs on VHF Channel 
16 (24 hours). Usually ship's lines used, but if tug’s lines used there is 


no extra cost. 


BERTHING: At the Public Wharves there are 11 existing berths and 


their specifications are as follows: 


Berth No. Length 
No. 1 525 ft. 
No. 2 600 ft. 
No. 3 600 ft. 
No. 4 600 ft. 
No. 5 600 ft. 
No. 6 600 ft. 
No. 7 600 ft. 
No. 8 600 ft. 
No. 9 600 ft. 
No. 10 600 ft. 
No. 11 600 ft. 
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Depth 
25 ft. 
30 ft. 
33 ft. 
34 ft. 
33 ft. 
32 ft. 
33 ft. 
31 ft. 
34 ft. 
39 ft. 
39 ft. 


Max. Draft 
22 ft. 6 in. 
27 ft. 6 in. 
30 ft. 6 in. 
31 ft. 6 in. 
30 ft. 6 in. 
29 ft. 6 in. 
30 ft. 6 in. 
28 ft. 6 in. 
31 ft. 6 in. 
36 ft. 6 in. 
36 ft. 6 in. 


cal 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


In the immediate vicinity of these berths the clear turning is 1, 
elsewhere there is adequate swinging room for the largest Ves 
At Berths 1 — 8 there are the following: 

4,725 ft. of berth frontage 3,247,000 sq. ft. of open stor. 
467,000 sq. ft. transit shed 67,000 sq. ft. of cold stor 
Tractors, cranes and forklifts are used to move cargo from ship's 

Ro/Ro facilities are located at Berth No. 1, where there is an By 
concrete ramp. There is a floating barge/ramp at Berth No. § 
container facilities are available at Berths 9, 10 and 11; and in 
there are approx. 50 acres of terminal area with storage space for 5.tq 
containers and a Container Freight Station of 45,000 sq. ft. 

There are no specialised berths on the public wharves for ha 

bulk cargo. However, when necessary, consignees make their o 
discharging and storage arrangements. 
Dangerous Cargo: 1. Vessels wishing to transit any Jamaican Port we 
dangerous cargo/goods on board are required through the Mastey 
Agent to apply to the Harbour Master for permission to make Such; 
transit. 

The application should be made not less than 48 hours before 
vessel's ETA and must include: 

(a) The I.M.O. number assigned to the Cargo as per |Np 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The port for which the cargo is destined. 

2. Vessels loading dangerous cargo for intended discharge »), 
Jamaican port must before loading such cargo apply to the Harboy 
Master for permission to go alongside for the purpose of dischargr, 
same. The application must include: : 

(a) The I.M.O. number assigned to the cargo as per IMO 

Dangerous Goods Code; 

(b) The volume of the cargo; 

(c) The nature of the cargo and storage; 

(d) The name of the intended port of discharge. 

Equipment: Four Portainer Cranes (40 ton), 9 Karrilifts, Heavy Fork 
(max. 32 ton), for handling empty containers and several Tractors a 
Chassis. 

The 4 Portainer Gantry Cranes are capable of moving 20 ft., 35 
and 40 ft. containers at a rate of 30 an hour; the 9 Karrilifts can hands 
similar size containers. 

Developments: Rails on Berth 11 have been extended by 200¢ 
Adjacent to this extension it is proposed to erect a 100 ft. berthiry 
platform for handling Ro/Ro vessels. 

STEVEDORES: To enable Agent order gangs important to oble 
accurate ETA from vessels. Time: 1200 hrs. the working day bel: 
vessel arrives. Shifts: 0700 — 1400 hrs., 1400 — 2100 hrs., 2100- 
0500 hrs. Saturdays, Sundays and public holidays attract premium rate 

Stevedores normally rig and open, but crew open MacGregor hatche 
All necessary gear supplied by stevedores except rain tents and specs 
lifts requiring special gear, which vessel must supply. Average unload: 
rate 10/15 tons per gang hour for general cargo. 

BULK HANDLING FACILITIES: National Gypsum & Quarries Limite 
National Gypsum and Quarries Limited operates a wharf at Harbor 
Head for the export of gypsum rock only. 

There are 3 steel and concrete dolphins and 1 wooden dolphin. Te 
concrete and steel dolphins are the principal docking structures. The 
are 161 ft. apart. The min. draft currently available is 26 ft., but this cout 
be increased at short notice to 29 ft. Vessels of 440 ft. length and 64 
beam are normally loaded. Bulk rock loading facilities capable of load’ 
crushed gypsum at an average rate of 700t.p.h. — 1000t.p.h. a 
available. 

Wherry Wharf Limited: Wherry Wharf Limited maintains a pier at Newpr 
East for loading and unloading lumber, corn and animal feed ingredient’ 

The whart is 200 ft. long with a depth of 29 ft. It has a free-flow acces 
road and a 200 ft. x60 ft. apron. 

Shell Company (W.I.) Limited: Shell Company (W.|.) Limited has bul 
cargo facilities at Harbour Head used primarily by Jamaica Flour Mis 
MEDICAL: Agents to be advised before arrival of vessel if emergen 
medical attention required. Hospital facilities available. If inoculatt 
required Master to advise Agents prior arrival of vessel. 
TANKERS: No specific requirements applicable to oil carriers. Reduce 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) dischary 
facilities available taking maximum 500 gallons. Gas free certifcat 
required for tankers laying alongside Public Wharves in Kingston. { 
Texaco Caribbean Inc.: Texaco Caribbean Incorporated operales 
wharf which is situated at Harbour Head and is known as the Ease” 
Terminal. The jetty is 325 ft. long and will accommodate vessels w* 
18,000 tons (gross). Max. draft at low tide is 28 ft. Berth is used® 
receival of bulk petroleum products and for bunkering vessels with G& 
Oil, Marine Diesel and Fuel Oil. No packaged goods are handled at it 
berth. Fresh water supplies are available. 

Esso Marketing Terminal: Max. length of vessels 600 ft. Max. 5% 
draft —31 ft. Draft forward restricted to 28 ft. only with vessel moo® 
portside alongside. Both day and night berthing possible. Fresh we? 
is available. Bunkers available here are Heavy Fuel Oil (Bunker 
Marine Diesel, Marine Gas Oil and a wide range of intermediate bunk 
Esso Refinery Marine Dock: Max. length of vessels 743 ft. Max S® 
draft 36 ft. 6 in. Fresh water is available and day and night 
possible. The Esso Refinery Pier is used for receiving crude pe 
from tankers as feed stock for the Refinery through a 20 in. under # 
pipe-line. A wide range of finished products is also delivered into tan 
for export as well as for discharge at other ports on the island. ; 
Esso Refinery Dry Cargo Dock: Max. length of vessels - 40" 
(Freighters) and 475 ft. (Tankers). Drafts alongside vary from at 
27 ft. Draft forward restricted to 17 ft. 6 in. with vessel moored 
alongside only. Fresh water is available. This dock is used for loa? 
and unloading packaged and drummed lubricating oil on freighter 
export to various countries throughout Central America and 
Caribbean. 

Other materials exported here are lubricating oil in bulk and vanes 
grades of asphalt in drums. 
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sity: Average density 1026. 
WATER: Fresh water available at berth. Average delivery rate 


wip. 

et All grades (viscosities) available. At least 2 days’ notice required. 

-xening Depot — Newport West: The Shell Company (W.1.) operates 

caenng facilities at Newport West. 

“snydrant system with outlets at each berth provides a complete range 

spunkers 

= punkering facilities are available at Newport West. Pipe-lines 

-om the nearby Esso Kingston Terminal to the berth at Newport 

ss providing Heavy Fuel Oil and intermediate ranges of bunkers. 

wre Gas Oil is also available Monday through Friday by tank truck. 

mxaco Caribbean Incorporated also has facilities for bunkering 
s with Gas Oil, Marine Diesel and Fuel Oil. 

a PRECAUTIONS: Fire boat available equipped for fighting harbour 

«24 hours per day. Also equipped fire engines situated within easy 

en of docks available 24 hours a day. 

~NSULS: Consuls not available on Saturdays and Sundays, except 

» special request. 


Kingston 
Tel. No. 
« Commissions 
antish Information Service 69050 
canadian High Commissioner 61500 


tmidad and Tobago High Commissioner 65739, 65730 


epassieS 


american Embassy 63645 
ygentine Embassy 65588 
chinese Embassy 70860 
tuban Embassy 74362-3 
dominican Embassy 66676 
ench Chancery Embassy 79811 
Serman F.R. Embassy 66728 
saeli Embassy 68768 
Vexican Embassy 66891 
Netherlands Embassy 69026-8 
Panamanian Embassy 70042 
Soviet Embassy 41048 
fenezuelan Embassy 65519-0 
msular Offices 

‘ygentine Consulate 77616 
‘ustrian Consulate General 25623 
Belgium and Luxembourg Consulate 64295 
Colombian Consulate General 42004 
Costa Rican Consulate General 67285 
Danish Consulate 36737 
Finnish Consul 23006, 22519 
German F.R. Embassy — Consular Section 66728 
Greek Consul 23685 
Guatemalan Consul 42966 
Haitian Consulate General 77595 
Hondurian Consul Ad Honorem 67285 
taian Consul 66981 
drdanian Consulate 82661 
‘ebanon Consulate 76465 
Uberian Consul 27169 
Mexican Consulate 66891 
Nicaraguan Consul 22856 
Norwegian Consul 39811-4 
Peruvian Consul 76565 
Salvadorian Consul 25780 
Spanish Consul 22856 
Swedish Consulate 36737 
swiss Consulate General 23347 


PAIRS: Minor deck and engine repairs possible by 2 firms. 
“advice of 3 days recommended. 
*Y DOCKS: Dry dock facilities available. 
VRVEYORS: Lloyd's Register, A.B.S., B.V., G.L., Det Norske Veritas. 
4NGWAY/DECK WATCHMEN: Services of watchmen are 
ommended. 
PENING/CLOSING HATCHES: Hatches covered by Pontoon and 
“ch Boards opened and closed by stevedores. MacGregor hatches 
“dled by crew. 
ERTIFICATES: 
salety Certificate. 
Ship's Register. 
‘oad Line Certificate. 
, ®t Certificates for derricks and cargo handling gear. 
“STOMS ALLOWANCES: Tobacco, 2 oz. tobacco in any form (2 oz. 
*elobacco or 40 cigarettes) per day. Wine and/or spirits, 6 oz. or 0.5 
‘ued pint of spirit per day. 1 pint wine allowed Master and Officers 
9! as stated in the Articles under flag they fly. 
ARGO GEAR: The usual certificates covering testing and inspection 
i. gear and equipment as required under Docks Regulation 1934 of 
*at Britain or by International Labour Organisation, will be acceptable. 
ATRIATION: Facilities available for effecting crew changes. 
“PORT: Norman Manley International Airport — approximately 10 
WE Served by many airlines. 
‘Local time is GMT minus 5 hours. 
AYS: Days when work is performed only on overtime rate: New 
Day; Ash Wednesday; Easter Monday; National Heroes Day 
bss Monday in October); Boxing Day. Days when ports closed, no 
“* performed: Good Friday; National Labour Day (May 23rd); 
niceence (first Monday in August); Christmas Day. 
lo CE/AMBULANCE/FIRE: Emergency tel. numbers: Police 116; 
eeance 110; Fire 110. Commissioner of Police 79858—0. Radio 
ol Room 81261-2. Fire Brigade 22121. Fire Boat Station 27018. 
* PHONES: Arrangements exist for placing telephones on board. 
aycmaica Telephone Company to be advised by Agents 2/3 days 
“8 Vessel arrives. 
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SERVICES: Compass adjusting services available. Although routine 
repairs to radar, radios and other electrical equipment are possible, 
technical services generally limited. 

SHORE LEAVE: Crew members allowed on shore after vessel cleared 
by Immigration. Vessels arriving from some countries require special 
Government approval before shore leave permitted, but no restrictions 
are normally placed on vessels arriving from Western European, 
American or African countries. 

IDENTIFICATION CARDS: No Identification Cards required. 
REGULATIONS: Dogs are not permitted to land unless they have 
undergone quarantine or are imported from United Kingdom. 
DELAYS: Normally there are no delays to vessels calling at the port. 
GENERAL: Ship's Chandlers: 3 ship's chandlers available. 
Communications: Regular air services daily to London, New York and 
other European and American cities, and is therefore in excellent 
position to offer emergency facilities to vessels requiring urgent spares, 
crew replacements, etc. Vessels can anchor at Port Royal close by airport. 
Customs: Vessels are searched thoroughly by Customs for firearms and 
contraband. Masters are held responsible by Customs for security of 
bonded stores, etc. Masters are therefore alerted to check security 
arrangements and to keep watch on bond whilst in port. 
AUTHORITY: Port Authority of Jamaica, 15-17 Duke Street, P.O.Box 
474, Kingston, Jamaica. Tel: 922-0290/8. Telex: 2386 Portops Jamaica. 
FAX: 92-49437. Contact: Captain S.H. Willers, Director. Captain H.C. 
De Lisser, Harbour Master. Captain E.R. Myers, Deputy Harbour Master. 


MONTEGO BAY: 18.30 N. 77.56 W. (See Plan) 


DOCUMENTS, PILOTAGE and all general information: refer to 
“Kingston”. 

ANCHORAGE: There is one anchorage in Montego Bay which must be 
booked through the Harbour Master in Kingston. Depth 5 to 6 fathoms. 
RESTRICTIONS: Entry — day and night. Rise and fall of tide, average 
range 10 in. No current in harbour. Main direction and speed of prevailing 
wind, N.E., 10 m.p.h. Subject in January-February to occasional 2 — 3 
day spells of squalls with driving rain known as Northers which makes 
lying at the anchorage uncomfortable, but there is virtually no swell 
alongside the berths. 

MAX. SIZE: Unlimited water at anchorage. The 1,500 ft. long 400 ft. 
wide straight channel has a minimum depth of 34 ft. MSL, as does the 
1,600 ft. diameter turning basin. 

CLEARANCE: Customs, Health, Immigration Offices are maintained at 
the port. 

BERTHING: 

Montego Freeport is a new port developed with 3 berths operated by 
Montego Wharves Limited. 

Berth No. 2—600 ft. long, 34 ft. minimum depth alongside, 7.5 ft above 
water line. 

Berth No. 3 — 588 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

Berth No. 4 — 387 ft. long, 25 ft. minimum depth alongside, 6.5 ft. 
above water line. 

These berths are reached through a 1,500 ft. long straight channel 
400 ft. wide dredged to a min. depth of 34 ft. There is 23,000 sq.ft. 
warehouse and an 87,000 cu.ft. cold storage facility adjacent to berth 
2 with a wharf apron of 75 ft. Berths 3 and 4 are designed for Roll-on/ 
Roll-off with 13 acres of bonded storage space adjacent. Berth 4 is used 
principally by cruise ships and is connected to a 5 acre duty free 
shopping complex by a 200 ft. long tree-lined walkway. 

Montego Freeport Limited intends to build Berth No. 1 in the next few 
years which will be a continuation of Berth No. 2, creating 1,300 ft. of 
continuous berth face with ample space behind for expansion. The cold 
storage is planning on doubling its capacity. 

STEVEDORES: The Port is open 24 hours of the day. To enable Agents 
to order gangs, it is important to obtain accurate ETA from vessels. 
Time: 1200 hrs. the day before the vessel arrives. Shifts: 0700 — 
1400 hrs., 1400 — 2100 hrs. Mondays to Fridays with option to extend 
the first shift to 1700 hrs. at single time; 0700 — 1200 hrs. Saturdays, 
thereafter at overtime. Details can be obtained from Montego 
Stevedoring Limited, P.O. Box 303, Montego Bay. 

MEDICAL: All facilities at St. James's Hospital. Advise Agent in 
advance. 

TANKERS: No specific requirements applicable to oil carriers. Reducers 
available to fit 12 in. — 4 in. load/discharge lines. Slop (residue) discharge 
facilities available taking maximum 500 gallons. One tanker berth, Berth 
No. 2 minimum depth alongside 34 ft. MSL. Gas-free Certificate required 
for tankers laying alongside. 

CONSULS: No consular offices in Montego Bay. See “Kingston”. 
REPAIRS: There are no dry dock facilities, but minor repairs can be 
effected alongside. 

DENSITY: Average density 1026. 

FRESH WATER: Can be supplied from the dock. 30 t.p.h. 

FUEL: All grades (viscosities) available. At least 4 days notice required. 
FIRE PRECAUTIONS: Equipped fire engines situated within easy reach 
of docks 24 hours per day. 

SECURITY: Under the jurisdiction of the Montego Bay Police and also 
24-hour patrols in the port area by private security guards. 

AIRPORT: 5 miles from port. Donald Sangster International Airport 
served by regular airlines. 

POLICE/AMBULANCE/FIRE: Police, Tel: 119; Ambulance, Tel: 110; 
Fire, Tel: 110. 

IDENTIFICATION CARDS: Recommended for crew. 

AUTHORITY: Operator: Montego Freeport Limited, P.O.Box 303, 
Montego Bay, Jamaica. Telex: 5329 Moport. 
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OCHO RIOS: 18.25 N. 77.07 W. 


REYNOLDS PIER 

GENERAL: Reynolds Jamaica Mines act as Agents for all cargo vessels 
using the pier at Ocho Rios. (a) Tel. Ocho Rios 603. (b) Cable address 
is “Mines” Ocho Rios, Jamaica. (c) 72 hour and 24 hour ETA requested. 
(d) Radio telephone 2738 kHz open when calls expected at 0700, 1100, 
and 1500 hrs. local zone time. 

PILOTAGE: Compulsory. Pilot meets vessel 1 mile N.E. of Sea Buoy. 
On rare occasions when a local Pilot is not available expenses and 
detention must be paid for an outside Pilot. 

MAX. SIZE: Max. LOA 850 ft. Depth alongside pier 38 ft. Recommended 
draft 35 ft. 

FRESH WATER: 50 c. per ton supplied from pipe-lines on the pier. 
FUEL: Bunker “C” Fuel Oil — daily prevailing rate Kingston Harbour. 
Diesel Fuel Oil — per oil company suppliers Kingston. 

REGULATIONS: (1) If any Master of any vessel or any other person 
shall throw or deposit, or permit to be thrown or deposited (a) any 
rubbish, earth, mud, stone, sand, ballast or other similar matter; or (b) 
any oil or mixture containing oil or oil residues, in any channel leading 
into or out of any harbour, or in any place within the limits of any harbour 
other than such place therein as shall be set apart for such purpose he 
shall be liable to a penalty not exceeding one thousand dollars. 

(2) No siren or steam whistle shall be sounded on any vessel in any 
harbour except for the purpose of making signals as laid down in the 
regulations for preventing collisions at sea, provided that any vessel 
may sound one warning blast of not more than five seconds duration 
before sailing. Any person committing a breach of the rules is liable for 
a penalty not exceeding 1,000 Dollars. 

CARGOES: The Reynolds Jamaica Mines Pier is occupied about twice 
each week by ore carriers for 8 to 12 hours and about twice a month 
by sugar ships for indefinite periods. 


CRUISE SHIP PIER 

LOCATION: Lat. 18° 24’ 26.4” N., Long. 77° 06’ 44.3” W. 

PILOTAGE: Compulsory. 

ANCHORAGE: Anchorage can be arranged depending on length and 
draft of vessel. 

MAX. SIZE: Max. LOA 650 ft., depth alongside pier is 35 ft. (MLW). 
Recommended draft for vessel 35 ft. 

TUGS: Not available. 

CLEARANCE: Customs, Health and Immigration Offices are maintained 
at Port. 

BERTHING: Used principally by cruise ships. 

FRESH WATER: Fresh water available. 

SECURITY: 24-hour patrols in Port area by private security guards. 
There is also a Police Post in the Terminal Building. 

IDENTIFICATION CARDS: Recommended for crew. 

AUTHORITY: Port Authority of Jamaica, 15-17 Duke Street, Kingston, 
Jamaica. Tel: 92-20290/8. Telex: 2386 Portops Jamaica. FAX: 92-49437. 


PORT ANTONIO: 18.11 N. 76.27 W. 


SHIPMASTER'S REPORT: June 1983. 


DOCUMENTS: See “Kingston”. 
PILOTAGE: Compulsory. 24 hours’ notice to be given via Agent. 

The Pilot boarded from a small outboard motorboat about 2 miles N.E. 
of Folly Point. There is a VHF but on this occasion it was not working. 
The Pilot identified himself by flashing the word ‘Pilot’ by light. 

Ladder normally required on the starboard side on arrival and port 
side on departure. 

The Pilot is extremely competent and experienced. 

ANCHORAGES: No anchorage outside harbour due to depth of water. 
MAX. SIZE: Banana Pier (Boundbrook Wharf): LOA 511 ft. 2 in., beam 
70 ft., draft 25 ft. 

HEALTH: Quarantine examination when alongside. 

RADIO: Kingston Radio. 

VHF: Pilot uses Channel 16 (not operational June 1983). 

TUGS: None available or required. 

BERTHING: Boundbrook Wharf: The entrance channel (0.65 miles long) 
is very narrow, all navigational lights were lit. Least depth 29.5 ft. Rise 
of tide, 1 ft. 4 in. When clear of the channel the ship is headed towards 
the South end of the wharf and the port anchor let go in such a position 
that, when the ship is alongside, 7 shackles of cable will have been 
pet When approaching the wharf the cable is used to swing the 
ship. 

A boat takes the headrope to a bollard on the South face of the wharf. 
When the ship has swung sufficiently the boat then takes the stern rope 
to a bollard on the North face. 

The pier is only 300 ft. long, it may be necessary to use a pilot ladder 
for access to the vessel should the stern overhang the pier. Vessels 
can berth and unberth 24 hours a day. 

In the summer months the winds are generally light and from the 
South but in the winter they are Northerly and strong with a consequent 
swell in the harbour and, in those conditions it is considered that berthing 
at Boundbrook wharf would be difficult. 
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When unberthing, moorings are singled in to one stern rOpe ty 
North face of the wharf. The ship is then moved, whilst still alongs 
so that the North knuckle of the wharf is abreast the lower Qarigg 
platform, it is necessary to have a fender handy in this Position > 
anchor cable is then hove in swinging the ship's head off the 
the same time a steady strain is maintained on the stern rope % 
the ship pivots about the knuckle and the stern swings into the oy 
the North side of the wharf. When nearly at right angles to the what 
engine is moved ahead with the rudder to starboard thus SWingings 
stern clear of the knuckle, the stern rope is cast off and the 
weighed so that the ship moves clear of the wharf and continue. 
swing to port so as to be heading more or less for the channel. 

The Pilot disembarks in a position abeam of Folly Point with the sy 
head North. 

CRANES: None. The pier is fitted with portable conveyors for loa 
bananas through side doors. Ship's gear is not required for rigg 
coveyere 
SPECIALISED CARGO HANDLING FACILITIES: Boundbrook {ip 
used solely for loading bananas. No facilities for Ro/Ro vessels, Forks 
available for handling of pallets of bananas. However, there, 
inadequate storage space for palletised cargo. 
STEVEDORES: Adequate numbers for loading bananas. 
MEDICAL: Doctor and hospital available. 

DENSITY: 1025. 

FRESH WATER: Available. 

FUEL: Not available. 

CONSULS: Nearest Consuls at Kingston. 

REPAIRS: Small repairs can be undertaken. 

DRY DOCKS: None. 

SURVEYORS: Nearest Lloyd's Surveyor at Kingston. 
AIRPORT: At Kingston. 

GENERAL: Provisions: Small amounts of fresh provisions availaty 
No groceries or meat available. 
Laundry: No service available. 
AUTHORITY: Port Authority of Jamaica. 
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PORT ESQUIVEL: 17.53 N. 77.08 W. (See Pie 


GENERAL: Vessels proceed through a dredged channel approximate o 
1.5 miles long with a minimum depth of 39 ft. The wharf is situated’ ( 
basin at the inner end of the channel and can take vessels up to 65! (i 
long with a maximum draft of 36 ft. 
DOCUMENTS: 
6 Crew Lists. 
6 Passenger Lists. 
Customs Documents: 
4 Stores Lists. 
Crew's Manifest of Declaration outside of Personal Effects. 
4 Load Line Certificates. 
4 Small Parcels Lists. 
4 Customs Clearance from last port of call. 
Fire Arms List. 
Narcotics List. 
List of live animals and meats on board vessel. 
Health Documents: 
International Certificate of Vaccination of all Crew members. 
Maritime Declaration of Health. 
Crew's Declaration of Health. 
6 Manifests. 
4 Bills of Lading. 
Ship's Documents: 
3 Stowage Plans of Cargo. 
2 Deadweight Surveys (Bulk carriers only). 
Charter Party and any other specific documents of instructions rel 
to the loading or discharging of cargo. 
Also see “Shipmaster's Report”. 
PILOTAGE: Pilotage compulsory. Compulsory pilotage limit 2 mits! 
seaward of line drawn from Polink Point to Bare Bush Cay to 
Cay to Portland Point. Cable advice 48 and 24 hours ahead of ves® 
ETA at pilot station must be sent to vessel's Agent at Kingston, Jam® 
One pilot boat Silver Spray, launch equipped with ship-to-shore @ 
communication: (One General Electric VHF — FM 30-watt output ™ 
channel set). 
VHF shore set manned 24 hours per day. Contact with Port or lau 
can be made on three international Channels — 16, 2 and 6. 
Also see “Shipmaster's Report”. 
ANCHORAGES: (a) Seaward to East of pilot station, depth in e® 
of 38 ft. (b) Leeward of Pigeon Island — depth 38 ft. min. (c) Easi® 
of entrance of main channel — depth 38 ft. 
RESTRICTIONS: Restriction of permissible draft to max. of 36 nis 
MAX. SIZE: Max. permissible length 650 ft. and draft 36 ft. 
HEALTH: Pratique procedure requires presentation of unde’ 
health documents: (a) International Certificate of Vaccination of al 
members. (b) Maritime Declaration of Health. (c) Crew's Deciarait” 
Health. In event any suspected communicable disease or fever 0" 
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Master required to advise Agents in advance. wa 
RADIO: JAMINTEL “KNR 6YI". 1 3 
TUGS: Pilot boat will be on standby during berthing operations ®! tq 
vessels to assist in placing ship's lines on to pier if requested” "&qy 


Pilot. 


ING: Western Berth: Bulk loading alumina — vessels max. length 
+ breadth of 92 ft., max. draft 36 ft. Length of Bulk Wharf 630 ft. 

en of water 39 ft. MSL. Average tide 12 in. 

um depth of water in Channel and/or approaches 39 ft. MSL. 
4qumina vessels still given priority on Western Berth. 
“en Berth: General Cargo — max. length of vessel 650 ft., breadth 
+t, Max. draft 36 ft. Length of General Cargo Wharf 950 ft. Depth of 

39 ft. MSL. Average tide 12 in. 

woment available: 
» Sniploader — Travelling Gantry Type — part of conveyor system for 

bulk alumina only. 
vax. travel 415 ft. — maximum outreach for loading purposes 48 ft. 
=grance height from wharf level 28 ft. from water level 35 ft. Rate of 
gog per hour = 1,000 long tons. 
ive Galion crane and one 660 P & H crane. Forklift trucks. Launch 
nice. 
ere is no extra charge for the use of shore equipment during 
“me hours and will remain at a flat rate for all hours worked. 
<clALISED CARGO HANDLING FACILITIES: Eastern and Western 
»s equipped to handle receival of bulk cargoes, e.g. grain, soya 
« soya beans, salt, sulphur, etc., by using shore crane with grabs, 
| discharging by grabs. Bulk liquid chemicals handled as shown 
» Tankers". Additional berth on Southwestern shoreline now being 
io handle small bulk grain, soya meal and soya bean carriers, and 
-pe utilised for handling of Ro/Ro traffic and containerised cargo. 
"VEDORES: Cable advice to Agents in Kingston, Jamaica, 48 and 
sours ahead of vessel's ETA at pilot station for arrangements to 
vide stevedore and dock labour. 
DICAL: Agents to be advised 48 hours ahead of vessel’s ETA pilot 
on of medical attention required, details of inoculations, vaccination/ 
~ certificates, etc. Free ambulance service provided. Nearest 
olal approximately 15 miles. 
\KERS: Both sides of pier equipped to handle receival and delivery 
yunker “C”’ oil, caustic liquor, sulphuric acid and molasses. Diameters 
»e load/discharge lines are: 


Bunker C Oil 8 in. 
Caustic liquor 10 in. 
Sulphuric acid 4in. 
Molasses 12 in. 
Water 4 in. 


lax. permissible draft 36 ft. below MSL. 

« For vessels loading and discharging fuel oil and caustic/liquor 
. length 650 ft., breadth 92 ft., max. draft 36 ft. 

NSITY: 1025 subject to slight variation during heavy rainfall. 

ESH WATER: Max. of 300 metric tons available. Delivery made from 
age tank at a rate of 40 to 50 metric t.p.h. 

EL: Bunker “‘C” fuel oil is available from dock. Application to be made 
nell Company (W.1.) Ltd., through ship's Agent for supply of bunkers. 
nping rate approx. 130 metric t.p.h. 

scification: 

API 9.0 min — 10.0 max. 

Ash percent wt. 0.12 max. 

Flash point pmcc 150°F. min. 

) Viscosity SSF at 122°F. 120 min. — 200 max. 

) Pour point 60°F. max. 

) Vanadium ppm 475 max. 


— PRECAUTIONS: Strategically located fire hydrants throughout 
‘and on pier. No special precautions apart from “No smoking” rule. 
fire truck located at Port Esquivel. 

NSULS: No consuls are available. Consular Offices are located in 
ysion approximately 30 miles away. 

PAIRS: Limited repairs may be undertaken. 

Y DOCKS: None. 

NGWAY/DECK WATCHMEN: Service of watchman optional but not 
essary. During time vessel is in port there is Customs guard on pier 
‘strict security measures are carried out by port Security Force on 
sonnel entering or leaving port compound which is surrounded by a 
in-link security fence. 

ENING/CLOSING HATCHES: For bulk alumina vessels, opening 
iclosing of hatches is done by crew members. For general cargo 
8els, opening and closing of hatches may be done by crew members 
"request to Agents, by stevedores. 

> CERTIFICATES: 

Sad Line Certificate. 

‘egistration Certificate. 

STOMS ALLOWANCES: Tobacco: Each crew member including 
28 officers, normally allowed by local customs authority 2 oz. of 
acco or 2 pk. of 20 or 25 cigarettes per day released from bond. 
' and/or Spirit: No limitations to use of wine on board. For spirits 
‘crew member is allowed a part bottle per man. 

RGO GEAR: Local Agents provide necessary cargo gear. These are 
ted every 6 months in accordance with Factory Law and certificates 
“ed for respective maximum lifting capacities. 

PATRIATION: Upon request, local Agents arrange crew changes 
“any necessary repatriation. 

48: GMT minus 5 hours. 

MIDAYS: New Year's Day (1st January); Ash Wednesday (in 
*edance with calendar); Good Friday (in accordance with calendar); 
Sit Monday (in accordance with calendar); Labour Day (23rd May); 
“pendence Day (first Monday in August); National Heroes Day (third 
“day in October); Christmas Day (25th December); Boxing Day (26th 
“ember). These holidays are sometimes subjected to change in 
‘dance with Government Proclamations. 

‘ No work is carried out on Good Friday and Christmas Day. 

* Work on vessels loading bulk alumina and discharging Bunker C 
a Caustic liquor is usually carried out on other public holidays. 

. For general cargo vessels work is optional on public holidays 
mont Good Friday and Christmas Day, and only carried out on Master's 
“€st or in accordance with Terms of Charter Party. 


JAMAICA 


AIRPORT: Norman Manley International Airport approximately 40 miles 
away. 

POLICE/AMBULANCE/FIRE: Old Harbour Constabulary Tel: 983-2255; 
Old Harbour Fire Brigade Tel: 983-2276. Port Esquivel also has its own 
fire brigade. An ambulance service is available for any crew member 
requiring medical attention. Several qualified doctors within a 6-mile 
radius of port. There is also a fire station. 

TELEPHONES: Facilities do not exist for placing of telephones on board 
ship other than Magneto telephones. Telephones mounted on both sides 
of pier for easy access. International telephone services available and 
scale of rates is as per schedule listed in Jamaica Telephone Company's 
Directory. 

SERVICES: Special services are limited. Arrangements can be made 
through vessel's Agents for the port or local contractors to undertake 
these jobs. 

SHORE LEAVE: Crew members usually granted shore leave by 
Immigration Authority for period vessel remains in port. Immigration 
Authority can, however, withdraw permission of shore leave to any 
individual crew member who, in their opinion, may be a security risk. 
IDENTIFICATION CARDS: Not necessary as the Passport will serve 
this purpose. Also see “Shipmaster's Report”. 

REGULATIONS: No unusual regulations. 

DELAYS: The normal delays in berthing, loading or discharging or 
bunkering can be expected when the two berths are occupied. 
GENERAL: Port normal working days Monday-Friday 0800 — 1630 hrs. 
Overtime in excess of 8 hours per day or 40 hours per week, Monday- 
Friday at time and a half normal rate; Saturday between midnight and 
midnight time and a half normal rate, double time for hours worked on 
Sundays and two and one half times for hours worked on public holidays, 
between midnight and midnight. Rail facilities exist on Western side of 
the pier. Distance from fender to centre of rail line 17 ft. 9 in. Ship 
chandlering or any other requirements may be acquired through local 
Agents. 


SHIPMASTER’S REPORT: November 1986. 

Pilot: The pilot station is off Buoy Nos. 1 and 2, however, Pilot normally 
boards off Port Esquivel Fairway Buoys. Only at the request of the ship's 
Master, will the Pilot board at pilot station, which might be the case when 
no proper charts are on board. 

Entrance to Portland Bay, through the fairway, proved not to be 
difficult, as the leading line on Pigeon Island was very useful and all the 
buoys were in place (and all alight). 

Made entrance, as well as departure, during daylight. The front leading 
light tower on Pigeon Island proper was visible, however, the rear leading 
light structure on the reef, North of Pigeon Island, was less discernible, 
due to the chimneys of the power plant on the main shore. 
Formalities: Papers required: 

Customs: 

1 Clearance from Last Port. 

1 Stores List. 

1 Crew's Effects List. 

1 Crew Cigarettes/Liquor List. 

1 Crew List. 

Quarantine: 

1 Maritime Declaration of Health. (Preferable on Jamaica Form, 
otherwise on International Form.) 

1 Vaccination List. 

1 Crew List. 

1 Ship’s Declaration on Meat and Livestock. (On Jamaica Form, 
otherwise on self made form). 

Agents: 

2 Crew Lists. 

1 Stores List. 

1 Crew's Personal Effects List. 

Manifests and other available cargo papers. 

Both the Agent and the Custom's Officer require the date of expiry of 
the International Load Line Certificate only. No copies of said Certificate 
were required. 

No ship's papers (Certificates) were taken ashore for presentation to 
the Authorities. 

All the Authorities were very friendly and with all the required papers 
ready upon arrival, clearance was obtained within 15 minutes of 
boarding. 

A paper had to be signed that 3 meals a day (and also a midnight 
snack) had to be provided for 1 Custom's Officer. However, the Custom’s 
Officer made no use of this. 

Bonded stores are placed under seal. 

Identification Papers: Not required to take passport ashore. Crew 
members wishing to go ashore will be given a shore pass at the gate. 
A copy of the ship's crew list is posted at the gate by the Agent. The 
shore pass will be collected on returning from shore to the vessel. 


AUTHORITY: (a) Alcan Jamaica Company, Port Esquivel. A Division of 
Aluminium Company of Canada Limited (Inc. in Canada), P.O. Box 2, 
Old Harbour, Jamaica, West Indies. Te/: 983-2289. Cables: Esquivel, 
Kingston, Jamaica. Contact: E. N. Harding, Operations Manager. 

(b) Port Authority of Jamaica, 15-17 Duke Street, Kingston, Jamaica. 
Tel: 92-20290/8. Telex: 2386 Portops Jamaica. FAX: 92-49437. 
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PORT KAISER: 17.52 N. 77.37 W. 


DOCUMENTS: 

6 Crew Lists. 

4 Stores Lists. 

Declaration of Crew Personal Effects. 

Customs Clearance from Last Port. 

Maritime Declaration of Health. 

Vaccination Certificates for all crew members. 

Cargo Documents. 
PILOTAGE: Compulsory. Pilot boards about 1 mile seaward of the jetty. 
International Code Pilot Signals used. 
ANCHORAGE: Recommended 1.5 to 2 miles off end of finger pier from 
South to S.W. 
MAX. SIZE: Tankers up to 40 ft. draft. 
HEALTH: Pratique granted by Customs Officers who board on arrival, 
after Master has completed Maritime Declaration of Health, and Crew's 
Declaration of Health. All crew members require valid Vaccination 
Certificates. In event of suspected disease or fever on board Agent 
should be advised full particulars by radio before arrival. 
RADIO: “KNRDO 6Y1.” 
TUGS: None available. 
BERTHING: Tanker berth at the end of a finger pier. Pier head is 
adequately fendered and a holding off buoy is utilised if necessary 


because of swell. Vessels berth portside to the jetty. Both anchors used. 
Finger pier is 610 ft. long. The berth is being dredged to 50 ft. depth. 
TANKERS: Fuel and gas oil discharged, 8 in. hoses. No slop facilities. 


DENSITY: 1025. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: Nearest at Kingston. 

CUSTOMS ALLOWANCES: 25 cigarettes and part bottle spirits per day 
per man. 

SHORE LEAVE: Allowed. 


SHIPMASTER’S REPORT: October 1978. 
Documents: 

6 Crew Lists. 

3 Store Lists. 

2 Curio Lists. 

1 Vaccination List. 

1 Maritime Declaration of Health. 

Load Line Certificate. 

Derat Certificate. 

Clearance from Last Port. 

4 Notices of Readiness. 
Pilotage: Pilot available and compulsory. Pilot station 1 mile S.W. of 
Pier. 
Restrictions: Day and night berthing possible. 
Max. Size: LOA, 650 ft. Beam 90 ft. Max. draft 36 ft. 
Tugs: No tugs available. In an emergency nearest tugs at Kingston. 
Berthing: Length of pier 700 ft. 1 shiploader, max. outreach 90 ft. and 
max. clearance under loader 46 ft. 2 chutes load 1 hatch (port and 
starboard). Loader movable along dock for 600 ft. Max. loading rate 


1,100 short t.p.h. or 25,000 tons daily for bulk carriers. Loading carried ° 


out 24 hours a day. 

Berth not very satisfactory in heavy swell and ship's side rails are very 
prone to damage when loaded as large fenders (tractor tyres doubled 
up) hang over main deck and damage rails. Stevedores refuse to accept 
this damage. 

Vessel only broke 1 mooring rope. Shore gangway used, of light 
aluminium construction which must be tended throughout. A hazard to 
get ashore or onboard. 

When strong Westerly current running and Easterly winds blowing, 
Pilot informed me that it sometimes takes up to 7 hours to berth ships. 
When very heavy seas running, it is best to leave berth and return when 
weather improves. 

Medical: 2 hospitals at Mandeville but seamen usually sent to Nursing 
Home. 

Tankers: Fuel oil, diesel oil, sodium sulphate, caustic soda and sulphuric 
acid handled at the tanker berth. 

Density: 1025 — 1026. 

Fresh Water: Not available. 

Fuel: Not available. 

Time: GMT minus 5 hours. Except during Daylight Saving Time GMT 
minus 4 hours. 

Repatriation: Reliefs and repatriation can be arranged through Kingston 
which is about 87 miles away by road. Reliefs flying out through Miami 
all lost their luggage for a while as it was booked right through to 
Jamaica. Advisable to book luggage to Miami, collect and clear through 
Customs and then re-check it in. U.S. visa also required even for transit 
through U.S.A. 

Current: Usually Westerly at 2.5 to 3 knots. 

The current runs at right angles to the steel girder type berth on stilts 
and makes it difficult to get the stern alongside so a powerful tug would 
have been of great assistance. 

Tidal Range: 1.5 ft. 
Publications/Charts: 

B.A. 260 Pedro Bank to the South Coast of Jamaica. 

B.A. 258 Ports and Anchorages on the South Coast of Jamaica. 

B.A. 446 Jamaica. 

USA 26124 Portland Bight to Great Pedro Bluff (with plan of Port 
Kaiser). 

NP 70 West Indies Pilot (N.W. Part) Vol. 1 with Supp. No. 4. 
Working Hours: Office hours 0800 — 1600 but 24 hours when vessel in 
port. 

Officials: Customs, Quarantine and Immigration Officials boarded on 
arrival. The Quarantine Official lives on board whilst vessel in port to 
ensure nothing is thrown into the sea. 
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Survey: Holds surveyed before loading for cleaniness and Certifica 
Cleanliness issued. Draft survey taken before and atter iat 
(6 ft. swell and rough seas at the time). 

Laundry: Can be arranged but takes 2 — 3 days. 

Provisions: Fresh provisions available from nearest country marke 
Mandaville. Market days — Wednesday, Friday and Saturday, 
stores can be ordered from Kingston but very expensive and truck 
charge $150. 

VHF: Channel 16 said to be monitored in Agents office at Port 
pilot boat and Dock Office Port Kaiser but not able to make Contact Whe 
inward bound. 


AUTHORITY: Port Authority of Jamaica. 


PORT RHOADES, Discovery Bay: 18.29 N. 77.24 W. 
(See Plan) 
DOCUMENTS: 

5 Crew Lists. 

2 Stores Lists. 

1 Customs Clearance from last port. 

2 Declaration of Crew Personal Effects. 

1 Maritime Declaration of Health (available on arrival). 

Vaccination Certificates for all crew members. 

1 Copy of each cargo document. 

PILOTAGE: Compulsory. ETA’s should be cabled to “Kaisba 
Discovery Bay", 48, 24, and 12 hours before arrival. 

Pilot will board vessel on arrival 2 miles outside channel, if berth: 
available. 

ANCHORAGES: No designated anchorage. If berth is occupied, vesse: 
will remain within a 3-mile area of the channel until berth is availabe 
Docking instructions are given by VHF. 

The area around the harbour to a depth of 60 m. is a marine reser 
for study. Positively no anchoring on surrounding reefs. 
RESTRICTIONS: Entry may be at any time of day or night througha 
the year. 

MAX. SIZE: Max. permissible length, 700 ft. 

Max. permissible breadth, 92 ft. 

Max. permissible draft, 37 ft. 6 in. 
PRATIQUE: Pratique inspection and clearance given on berthing. Not 
“Kaisbaux, Discovery Bay” as soon as possible before arrival full deta: 
of any suspected disease or fever on board. 

There is no Radio Pratique. 

RADIO: Route all ETA’s and cables via Kingston Radio or nearest rat 
station. 

VHF: Channel 16, 24 hours a day. Channels 12, 13, 26 and 28 as 
available. Range 30 miles. 

TUGS: None available. Pilot launch will assist in taking ship's line 
during docking if required. 

BERTHING: One finger pier, (Position 18° 28’ 45" N., 77° 24’ 20'W 
adequate fenders, used by bauxite ships and tankers alike. 

Ships loading bauxite must dock with the top of the hatch covering! 
the first hold to be loaded not more than 35 ft. above sea level. 

Bauxite loading rate 4,000 t.p.h. 

All loading hatches to be opened for inspection if weather permis 

Gangway to be rigged ready for lowering immediately on berthing 
safety net must be attached to the gangway. 

Hawse pipes to be securely sealed as soon as berthing is complete! 
Draft reading and other ladders are to be kept hauled up at all tine 
while the ship is berthed. 

Rat guards to be installed on lines at all times when at be? 
Washboards are to be installed over starboard wing tank outlets, so# 
not to discharge on pier. 

STEVEDORES: All arrangements are made by Kaiser Bauxite Compa" 
for unloading/loading any general cargo. 

MEDICAL: Medical facilities and hospital available in the vicinity. 
TANKERS: Two fuel lines, hose 8 in. (pipe-line 12 in.) diameter. 8 
pressure 150 Ib. One gas oil line, hose 8 in. (pipe-lines 6 in.) diamelt 
Back pressure 150 Ib. 

Tankers use same berth as bauxite vessels. It may be necessaly/® 
times for tankers to wait on bauxite vessels loading, or arriving, &® 
tankers may have to vacate the berth before completion of discharg% 
to make way for bauxite vessels which have absolute priority. 
DENSITY: 1025. 

FRESH WATER: Available. 

FUEL: Not available. 

FIRE PRECAUTIONS: Usual non-smoking precautions with respec" 
tankers. Portable fire extinguisher available on pier. 
CONSULS: Nearest Consuls are in Kingston, 80 miles distant. 
DRY DOCKS: No facilities in Jamaica for other than the smaller 
of vessel (e.g. tug). 

GANGWAY/DECK WATCHMEN: To be provided by vessel. 
OPENING/CLOSING HATCHES: To be done by ship's crew. 
CERTIFICATES: 

Load Line Certificate. 

Registration Certificate. 

Derat Exemption Certificate. 

CUSTOMS ALLOWANCES: Tobacco: Each crew member, inclu 
officers, normal allowance 2 oz. tobacco or 2 packets of 20 cigaree 
per day released from bond. Wine: no limitations on use of wine 
board. Spirits: Officers only are allowed part bottle. 
REPATRIATION: Can be arranged through ship's Agent. 
AIRPORT: Montego Bay, 40 miles away; Kingston, 90 miles away 

Both are international airports, with several scheduled flights pe ® 
to U.S.A. and Europe. 
TIME: GMT minus 5 hours. 
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@EPHONES: No arrangements for ship-board connections. 
FICATION CARDS: Not required. 
sgNERAL: Buoyage: |ALA system “B”. 


ipMASTER'S REPORT: March 1984. 

s3(com has been used successfully in giving the 48, 24 and 12 hour 
ae on Channel 16 VHF when 20 miles off. 

diot will board about 1.5 miles to the N.E. of the entrance. Some 
sas do not like to dock vessel at night and delays may be encountered. 

‘awaiting berth drifting 8 — 12 miles off to the N.N.E. seems to be 
»» most satisfactory. There is about a 0.5 knot West drift depending on 
yatner conditions. 
mms vessel has a 93.2 ft. beam and is loaded without difficulty but a 
se eye Must be kept so as not to get a starboard list that will be very 
sd to correct. 

‘wen docking, the approach will be at right angles to the dock. At 
out 200 yards away the port anchor will be let go and 2 lines sent to 
»starthest inshore bollard at the head of the dock. The vessel will then 
»worked alongside using small kicks ahead until it is fast alongside, 
emoard side too. All vessels dock starboard side in a very sheltered 
san. When fast alongside there will be 6 — 7 shackles out on the anchor. 
yen making the approach have the 2 headlines married with a gantline 
ed the pilot boat will have an easier time. Docking with strong offshore 
ends can be very difficult. 

When departing the vessel heaves up on her anchor pulling herself 
-o the channel. Care must be taken not to speed so as to squat the 
essel when going out loaded, especially in swells. There have been 
«ors from other Masters of touching bottom in the channel and the 
gers in the local marine laboratory have confirmed anti-fouling paint 
»the reefs on the channel bottom. 

Umited diving work can be arranged through Kaiser from the Marine 
aporatory located in Discovery Bay. 

Port officials are very friendly and helpful. Vessels bound for the States 
nst keep a sharp watch for stowaways and smugglers. 


\WTHORITY: Operator: Kaiser Bauxite Company, Discovery Bay, P.O., 
§ Ann, Jamaica, W.1. Tel: 973-2221/5. Telex: 7404. Cables: Kaisbaux. 
‘ntact: Evon L. Clarke, Shipping Supervisor. 


SALT RIVER: 17.50 N. 77.10 W. 


X0CUMENTS: Health Certificate. Crew List. Manifest. Bills of Lading 
other ship's papers for cargo shipped, prepared by Wisco Wharves 
-nited, a subsidiary of The West Indies Sugar Company Limited. 
"LOTAGE: Latest 12 hours prior arrival off pilot station. Cable 
‘onymusk Lioneitown” giving name of vessel, ETA, date of arrival. 
0 optional, Barebush Cay; Compulsory, Pigeon Island; pilot boat 
# Salt River. 
‘NCHORAGE: Lat. 17° 49.58’ N., Long. 77° 08.40’ W. 
‘ESTRICTIONS: No restrictions. 
WAX. SIZE: Draft 30 ft. 
EALTH: Customs grant Pratique. 
‘'ADIO: Cable Agents via Kingston Radio/6Y\I. 
UGS: Not applicable. 
#ERTHING: No berthing facilities. 
TEVEDORES: 48 hours notice prior arrival of vessel. Commodity bulk 
“gar. Loading rate approximately 1,800 tons per day. 
HEDICAL: No advance notice required. 
‘RESH WATER: Can be arranged if given sufficient notice. 
*VEL: None available at port but can be arranged. 
SONSULS: None. 
‘EPAIRS: Not possible. 
‘ANGWAY/DECK WATCHMEN: Customs guards. 
¥ENING/CLOSING HATCHES: Normally done by crew. 
ed CERTIFICATES: Registered Tonnage Certificate on first call. 
oy he Lp Chief Engineer's Certificates of Competency, also Load 
ba Iticate. 
“STOMS ALLOWANCES: Tobacco, determined by Customs. Wine 
wlor Spirit, determined by Customs. 
SPATRIATION: Can be arranged. 
IRPORT: Palisadoes International approximately 50 miles away and 
®ved by regular airlines. 
'ME: GMT minus 5 hours. 
“UDAYS: New Year's Day; Ash Wednesday; Good Friday; Easter 
way; Labour Day (23rd May); National Heroes Day; Independence 
al Christmas Day (25th December); Boxing Day. Work can be 
roo on all public holidays except Good Friday and Christmas Day. 
SUCE/AMBULANCE/FIRE: Police Vere 233; Ambulance Vere 337: 
Port fire brigade. 
srtPHONES: Radio communication ship to wharf can be arranged. 
OF RE LEAVE: Crew members are allowed ashore. 

NTIFICATION CARDS: Not required. 
mie: Delays can be expected. 

ORITY: Operator: The West Indies Sugar Co. Ltd. 


SENT: The West Indies Sugar Company Limited, 5 Trevennion Park 

“6, P.O.Box 174, Kingston 5, Jamaica, W.|. Tel: 65927-8. Telex: 13. 

28 address: Head Office: “Wisco Kingstonja’”. Hume Office: 
"ymusk Lioneltown”. 
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SAVANNA LA MAR: 18.12 N. 78.09 W. 


DOCUMENTS: Declaration of Health Certificate forms obtainable from 
Supercargo. 4 copies Crew List, Stores List. Manifest, Bills of Lading 
and other ship's papers for cargo shipped prepared by Sugar Shipping 
Limited, a subsidiary of The West Indies Sugar Company Limited. 
PILOTAGE: Latest 12 hours prior arrival off pilot station. Cable “Wicaroo 
Frome” giving name of vessel, ETA, date of arrival, cash required. Diesel 
powered 88 h.p. launch painted black hull, red deck, white wheelhouse. 
District - Compulsory and Optional. 

ANCHORAGE: Lat. 18° 11.27’ N., Long. 78° 08.20’ W. 
RESTRICTIONS: No night entry or sailing. 

MAX. SIZE: Draft 19 ft. 

HEALTH: Maritime Declaration of Health prepared by Master and 
lodged with Customs. MOH is notified of any suspected illness and 
action taken. Pratique automatic. 

RADIO: Cable Agents via Kingston Radio 6YI. 

TUGS: Not applicable. 

STEVEDORES: No particular ETA advice required. Commodity, bulk 
sugar. Average loading rate 1,500 tons per day. 

MEDICAL: No advance notice required. Hospital facilities available. 
FRESH WATER: No facilities. 

FUEL: No port facilities, but can be arranged. 

CONSULS: None. 

REPAIRS: Not possible. 

GANGWAY/DECK WATCHMEN: Customs guards. 
OPENING/CLOSING HATCHES: Normally done by crew. 

SHIP CERTIFICATES: Registered Tonnage Certificate on first call. 
Master's and Chief Engineer's Certificates of Competency, also Load 
Line Certificate. 

CUSTOMS ALLOWANCES: Tobacco, determined by Customs. Wine 
and/or Spirit, determined by Customs. 

CARGO GEAR: No additional requirements. In use, grabs operated by 
ship's winches. 

REPATRIATION: Can be arranged. 

AIRPORT: Montego Bay International approximately 32 miles away and 
served by regular airlines. 

TIME: GMT minus 5 hours. 

HOLIDAYS: See “Kingston”. 

POLICE/AMBULANCE/FIRE: Police Savanna la Mar 621; Ambulance 
533; Fire 666 and 540. 

TELEPHONES: Radio communication ship to wharf can be arranged 
during day only. 

SHORE LEAVE: Crew members are allowed ashore. 
IDENTIFICATION CARDS: Not required. 

DELAYS: Delays can be expected. 

AUTHORITY: Operator: The West Indies Sugar Co. Ltd. 


AGENT: The West Indies Sugar Company Limited, 5 Trevennion Park 
Road, P.O.Box 174, Kingston 5, Jamaica, W.|. Tel: 65927-8. Telex: 13. 
Cable address: Head Office: ‘Wisco Kingstonja’. Home Office: “Wicaroo 
Frome”. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 
Japan 


GENERAL. 


(See Plan) 


KANMON KAIKYO: Traffic Advisory Service/Reporting Procedures: 


(See Plan) 


Traffic Advisory Service: Kanmon Kaikyo Traffic Advisory Service 
provides information and traffic control for vessels entering, leaving or 
navigating within the Kanmon Kaikyo area and its approaches. 

Call: Kanmon MARTIS. 

Location: Traffic Advisory Service Centre (33° 53.63’ N., 130° 55.27’E.). 
Telephone: 093-372-0099. 

FAX: 093-381-4499. 

Telex: 7123 28 KMTASC. 

Telegraph: KANMON KAIKYO TASC TLX 7123 28. 

Frequency: VHF Channels 16, 14 and 22. 

Hours: 24 hours. 


Procedure: The following procedures apply to vessels of 3,000 g.r.t. or 
more, intending to navigate within the Kanmon Kaikyo area (1,000 g.r.t. 
if intending to navigate the Tobata Fairway). 
(1) Advance Report: 

(a) Vessels of 3,000 g.r.t. and over, intending to navigate within the 


Kanmon Radar Service Area should send, to the Centre, a report 
3 hours before crossing the first reporting line. Vessels leaving a 
port or weighing anchor within the area, 3 hours before departure. 
Vessels of 1,000 g.r.t. and over, intending to enter or leave 
Seitetsu-Tobata Hakuchi through Tobata Fairway, should send 
report by 1200 hrs. of the previous day. 

Additionally vessels over 300 g.r.t. entering or leaving the 
Wakamatsu or Okudokai Fairways should report to the 
Wakamatsu Port Control Office. Vessels over 3,000 g.r.t. may 
send this report through the Centre. 


(b) Reports may be made by VHF through Moji MSA Station, in 


writing to Kanmon Kaikyo Traffic Advisory Service Centre, 
Mutsubara 2 chome 11-11, Moji-ku, Kita-Kyushu-City, or by 
Telephone, Telex, Telegraph (see above). Any changes of more 
than 15 minutes, to previously notified times, should be reported 
immediately by those vessels over 1,000 g.r.t. intending to enter 
or leave Seitetsu-Tobata Hakuchi, through the Tobata Fairway, 
together with any other amendments. All other vessels should 
report changes of more than 15 minutes to estimated time of 
crossing first reporting line (or weighing anchor within the area), 
and any other changes as soon as possible. All reports of 
changes should be prefixed by the word “Amendment”. 


(c) The report should include the following information: 


(2) 


(3) 


Name of addressee. 
2. Name of vessel and g.r.t. 
3. Call sign. 
4. LOA. 
5. Max. draft. 
6. Description of dangerous cargoes and amounts (if any). 
7. Port of departure. 
8. Port of destination. 
9. Name of position reporting line. 
. ETA and date of crossing (9). 
11. Intended channel (fairway) to be navigated. 
. ETA channel (fairway) or ETD berth. 
. Scheduled anchorage (and ETD anchorage). 
. Estimated speed. 
. Means of communication with MSA. 
. Pilotage arrangements. 
. Name and address of message sender. 
. Remarks. 


All vessels should maintain a continuous listening watch on VHF 
Channel 16 within the Radar Service Area from 3 hours before 
crossing the first reporting line (or on leaving a berth), until they 
leave the area (vessels should listen on 500 kHz or 2182 kHz if 
Channel 16 is not available). 


All vessels are requested to report their position on crossing the 

first reporting line in the Radar Service Area (or on leaving a berth 

in the Kanmon Port area) stating: 

(a Name of vessel. 

(b) Time of crossing reporting line (or time of departure from 
berth) (Japanese Standard Time). 

(c) Identity of reporting line (MN, SS, etc.) (or code number 

of berth). 


Reporting Points: 


Name of Abbreviation Description 

Reporting Line 

North of MN A line bearing 000°x6,930 m. from 

Mutsure Shima Mutsure Shima Lt. (33° 58.5' N., 

130° 52.2’ E.) thence 90° to Kurumi Se Lt 
Bn. (34° 02.2’ N., 130° 53.8" E.). 

South of Aino Shima AS A line joining the South point of Aino 
Shima (33° 58.94’ N., 130° 49.41’ E.) with 
North point of Kata Shima (33° 57.96’ N., 
130° 50.88’ E.). 

South of Shira Su ss A line bearing 180° from Shira Su Lt 
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(33° 58.82’ N., 130° 47.65’ E.) to the 
shore. 


Name of 
Reporting Line 
North of Wakamatsu 


Abbreviation Description 
WN A line bearing 310° from Wakamatsy 
Dokai Entrance Breakwater Lt. 
(33° 56.28’ N., 130° 51.18’ E.) to the 
Kanmon Harbour limit (N.E. of Ut 
No.6). A line joining the above light ang 
the following points (all bearing and 
distance from the light) 159°x730 m. 
233° 1,680 m.; 223.25°x 1,780 m.: 
221.25°x 1,630 m. and 152° 1,050 m 
thence to the point bearing 087°x5g9. 
from the Sunatsu Breakwater Lt. 


South of 
Kanmon Fairway 


KS A line from Moji Saki Lt. (33° 57.54’ 
130° 57.93’ E.), following the Southem 
limit of the Kanmon Fairway to a poiny 
144.5°x 1,185 m. from Kanenotsury 
Misaki Lt. (33° 54.47’ N., 130° 54.79'¢ 
A line from a point 219° 405 m. from 
Hino Yama Signal Station (33° 57.89 \ 
130° 57.83’ E.) following the Northen)» 
of the Kanmon Fairway to a point 
240.25°x 365 m. from Daiba Hana Lt 
(33° 56.77’ N., 130° 52.56’ E.). 

A line from a point 135° 95 m. from 
Shimonoseki Front Leading Lt. 

(33° 57.51’ N., 130° 57.38’ E.) to a pow 
135° 525 m. from the above light. 

A line from Takeno Hana (33° 54.13'\ 
131° 00.50’ E.) to a point 90° 2,150 
from Shin Moji Hakuchi Breakwater L: 
(33° 52.20’ N., 131° 00.75’ E.). 

A line from a point 90° 2,150 m. toa 
point 90°x 8,150 m. from Shin Moji 
Hakuchi Breakwater Lt. (33° 52.20’ N 
131° 00.75’ E.). 

A line from a point 90° 8,150 m. from 
Shin Moji Hakuchi Breakwater Lt. toa 
point 215°x3,950 m. from Ryuo San 
Triangulation Point (33° 57.18’ N., 
131° 10.24’ E.). 

A line from a point 215°x3,950 m. toe 
point 240° 4,350 m. from Ryuo San 
Triangulation Point. 

A line joining Manju Shima Lt. 

(33° 59.51' N., 131° 01.74’ E.), and the 
Southern point of Kanju Shima 

(33° 59.43’ N., 131° 00.65’ E.) 

A line from He Saki Lt. (33° 57.36’ N 
131° 01.52’ E.) to a point 10.5°x 820m 
from the light, thence to a point where: 
line 315.5° from the light intersects wit 
the port limit, thence to a point wheres 
line 67.5° from Moji Saki Lt. 

(33° 57.54’ N., 130° 57.93’ E.) intersecs 
the port limit, thence to the Moji Saki U 
Information Broadcasts: On 1,651 kHz, every H + 00 to H + 15a 
H + 30 to H + 45 (comprising information about transit of large # 
other vessels, weather warnings, meteorological information, fist 
activities, alterations to navigational aids and construction wor 
Special broadcasts are also made in the event of a maritime accide 
or other restriction to navigation within the area. Navigational informa 
may also be obtained by telephone (093-372-3399). Passa 
information is provided on VHF to those vessels who already have ma? 
a position report. 

Radar Service Area: Covers the whole of Kanmon Kaikyo, inclué* 
the Western and Eastern approaches, together with the area North# 
East of Mutsure Shima. 

Radar Assistance: Available on request from the Traffic Advis" 
Centre as follows: 

(1) Own vessel's position: Report vessel's approximate position to* 
Centre. Position of vessel will be given by bearing and disia 
from radar conspicuous objects within the area. 

Position of another vessel: Vessel should report own position # 
approximate bearing and distance of vessel for which informa’ 
is requested. Information given comprises relative position, cou® 
and speed, and, if known name, tonnage and destination. If ves® 
is involved in construction work, details will be given. 

During periods of limited visibility, information on the rel 
positions of other vessels, their course and speed, is provide? 

Warning Service: The Traffic Advisory Centre provides informatio’ 
VHF to vessels which have previously submitted a position repot’ 
the event of any of the following: 

(1) To prevent collision: If there appears to be a danger of collis® 

vessels will receive the following details: 
(a) Approximate position. 
(b) Name, type, g.r.t. and destination of other vessel. 
(c) Estimated time and location of possible collision. 

(2) To warn a vessel proceeding with incorrect course and/or so® 

(3) To warn a vessel approaching a dangerous area (shoal wate!.® 

of a recent accident, etc.). 

Advice will also be provided from the Centre for those ves* 
anchoring in the area East of Mutsure Shima. 

Restrictions: Restrictions on Vessels in Inland Sea/Kanmon Cha™ 
Japanese maritime safety authorities have agreed that restrictions * 
vessels sailing through the Inland Sea/Kanmon Channel, 
enforced as from 10th August 1990. 

The aim is to reduce collisions, and other accidents, in these he 
congested waters. 

The restrictions apply to all foreign flag vessels, which are e 
transiting the Inland Sea/Kanmon Channel en route to or from J 
Pacific Coast ports, and will oblige these vessels to sail South of Kye 
Island. 


North of 
Kanmon Fairway 


KN 


Centre of KC 


Kanmon Fairway 


North of Shin Moji SN 


East of Shin Moji SE 


South East of 
He Saki 


HS 


West of Onoda OW 


South of Chofu cs 


North of Tanoura TN 


(2) 


(3) 


vs ow 


(33° 53.42’ N., 130° 53.78’ E.). A 


A 


= example, a vessel, en route to Nagoya from the South Korean 
|4of Busan, will in future have to sail South of Kyushu Island, instead 
sng the Kanmon Channel, thus saving pilotage costs for transiting 
«Xanmon Channel/Inland Sea and through to the Bungo Channel, 
quse Nagoya is not in the Inland Sea area. 

gps bound for ports on the Inland Sea will proceed as before. 

%e restrictions are in accordance with Article 14 of the International 
.yention on the Territorial Sea and the Contiguous Zone, and Article 
vine Japanese Law on the Territorial Sea. 

dyners are advised to inform their Masters accordingly. 


0 PRATIQUE: Procedures to obtain Radio Pratique: 

| Sanitary Certificates: 

; A vessel intending to obtain Radio Pratique should apply for 
issuance of Sanitary Certificate to Quarantine Office through 
Agents. 
erecting the application, Quarantine Officers will attend the 
vessel for Sanitary Inspection while the vessel is in the port in 
exactly the same manner as the inspection of Derat. 

When the vessel has passed the Sanitary Inspection, the 

Quarantine Officer will issue the Sanitary Certificate and give the 

lssuance Number to the Master. But in general respects, the 

inspection is rather severe. 

The Sanitary Certificate is valid in all ports of Japan, and its term 

of validity is only for one year. 

: Application for Radio Pratique: 

3. When the Master requires Radio Pratique, he should cable the 
Head of the Quarantine Station via Agents in accordance with 
the quarantine rule which stipulates that it must be done within 
36 hours to 12 hours prior to the respected arrival port. 

» The items to be reported by cable are enumerated in clause (f) 
hereunder. 

:. When Agents receive the telegram from the Master, the Agents 
submit the Radio Pratique Application Form together with a copy 
of the cable sent by the Master. 

After checking and inspecting all telegrams and papers submitted 

by the Agents, the quarantine authorities will grant the Radio 

Pratique if everything is in order and issue the Free Pratique 

certificate and term of validity. 

The Master who has received the cable advising issuance of the 

Free Pratique from the Authorities should submit the necessary 

documents, Crew List and Passenger List to the Authorities on 

his arrival. 

{. Items to be reported by cable to the Authorities are as follows: 
(1) Notification that this cable is the information provided by Item-2, 

Clause-17 of the Law concerned. This identification should be 
noted on the top of the body as abbreviation of “RPM”. 

(2) Name and nationality of the vessel (the item is unnecessary in 
this cable). 

3) Full number of Sanitary Certificate indicated with a number of 
seven (7) figures. 

(4) Name of port of departure and its date. 

(5) Name of ports of call and sailing date during 15 days before 
arrival. 

6) Name of port and ETA at destination of the vessel. 

7) Derat Certificate — name of the authorities issued, date of issue 
and kind of derat. 

(8) Number of crew and passengers. 

9) Whether or not the vessel had transferred any passengers and/ 
or goods from another vessel or aircraft on her voyage during 
15 days before arrival. In case this is affirmative, details of which 
should be described. 

(10) Whether there are any patients onboard or not, taken ill during 
15 days before the arrival. In case this is affirmative, detailed 
conditions of illness must be given. 

(11) Whether there has been any death of persons (with the exception 
of deaths caused by accident) during 15 days before arrival, and 
if this is affirmative, details of it, i.e. name and age of the person 
and/or present condition of the person. 

12) Whether rats were caught and whether there was any danger of 
the outbreak of black plague, and whether or not rats died 
abnormally. 

(13) Whether there is or not goods on board tainted by any virus of 

_ quarantine epidemics. 

(14) Whether or not there is a doctor on board. 

(15) Name of Master of the vessel. 


An example for Cable: 
PM 084005 New York 1st Dec 


s 


i 


a 


© 


Honolulu 16th Dec 


(1 
) 


(3) (4) (5) 
ayo 25th Dec. 1000 Yokohama 1st Nov 81 Derat Crew 35 Pax 3 


aC) (7) (8) 
1©13None Al Taro Yamada 


(9-13) (14) (15) 

“ipmaster's Report: February 1989. 

the inspected vessel is found, as far as sanitary matters is 
*ncerned, in excellent condition, the letter “E" is added to the seven 
‘res of the issuance number. 

: inthis case, the certificate is valid for two years with the sole obligation 
‘Nave fresh water laboratory test every 12 months. 


POLLUTION: Effective 1975, the Marine Pollution Prevention Law 
puires any tanker of 150 tons gross and above which is loaded with 
“Oil cargo to have materials for oil removal either on board, or aboard 
cor boats, or at a depot base. Depot bases are understood to have 
een established, and in this connection Owners, Time Charterers, or 
‘fs are strongly recommended to contact their Agents at least 
/0ays prior to vessels’ arrival Japan. 
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Pollution Reports by Radio: 


Mi 


3. 


Vessels navigating in Japanese coastal waters are requested to 

notify the Japan Maritime Safety Agency (JMSA), through the nearest 

coast radio station, in cases of discharge of oil, noxious liquids or 

other harmful substances in container/packaged form. 

Reports should include the following details: 

(a) Time, date and place of discharge. 

(b) Type, quantity and condition of dispersion. 

(c) Type, quantity and condition of the containers/packaging. 

(d) Condition of wind and sea. 

(e) Measures already taken to prevent maritime pollution. 

(f) Name, type, g.r.t. and port of registry of vessel. 

(g) Name or title and address of vessel's owner. 

(h) Type and quantity of oil, etc., loaded on vessel. 

(i) Type and quantity of containers/packages loaded on vessel. 

(j) Type and quantity of materials carried on board for the prevention 
of marine pollution. 

(k) Location and extent of damage to the vessel if this was the cause 
of discharge. 

When a collision, grounding, engine failure or other maritime accident 

occurs, and results in the possibility of oil, noxious liquid substances 

or harmful substances discharging, the Master must notify the JMSA 

of the following: 

(a) Items (f), (g), (h) and (j) of the preceding list. 

(b) Time, date and place of the accident. 

(c) Area likely to be affected by discharge, spillage, etc. 

(d) Condition of wind and sea. 

(e) Action to be taken to prevent marine pollution. 

(f) Type and quantity of containers/packages loaded on the vessel 
(in the case of imminent discharge of harmful substances). 

Vessels discovering dispersed oil slicks, etc., must report the fact to 

the JMSA without delay. 


PILOTAGE: Compulsory Pilot waters surrounding Japan: Pilot 
compulsory ports, channels and straits: 

I-A. Harbour: Vessels over 300 G/T. Hibikinada, Kawasaki, Kobe, 
Kokura, Moji, Naha, Sasebo, Shimonoseki, Tobata, Wakamatsu, 
Yawata, Yokohama, Yokosuka. 

I-B. Harbour and Bay: Vessels over 10,000 G/T. Chiba, Funabashi, 
Kisarazu (Kimitsu), Tokyo and Tokyo Bay, Mizushima. 


Il. 


Channels and Straits: Vessels over 10,000 G/T. Kanmon Kaikyo 


(Strait), Uraga Suido (Channel), Akashi Kaikyo (Strait), Bisan Seto, lrago 
Suido, Kurushima Kaikyo (Strait). (Large vessels, oil tankers, liquefied 
gas tankers and vessels carrying dangerous cargo should arrange for 
watching-boats to guard their course until their safe navigation is 
confirmed even after they leave the traffic route.) 


The Maritime Safety Agency has requested that all foreign flag vessels 


and vessels carrying dangerous cargo employ Pilots in order to maintain 
the safety of shipping traffic in the above-mentioned waters surrounding 
Japan. 


The Agency has also requested that vessels take Pilots on board 


when they navigate the Yura Seto (Tomogashima Suido). 
CREW JOINING: 


Requirements of Travelling Documents to Japan for Crew/ 
Superintendent: 
Crew Joining vessel 
Max. Stay Travelling 
ashore Document Visa Remarks 
(1) Ordinary Case 
within 5 days Seaman's No Special Landing Permit 
Book or issued but valid for crew 
Passport travelling direct to port 
where crew join ship. 
over 5 days Passport Req'd See names of Countries 
for which visa exempted 
(2) New building 
within 30 days Seaman's No See (1) Remarks 
Book or 
Passport 
over 30 days Passport Req'd See names of Countries 
for which visa exempted 
(3) Purchase/Delivery 
Crew arrival before Seaman's No Max. 10 days stay 
ownership Book or ashore permitted subject 
changed within Passport to Agents’ submission of 
10 days Sale of Contract and 
Export Licence. 
See (1) Remarks 
Crew arrival before Passport Req'd See names of Countries 
ownership for which visa exempted 
changed over 
10 days 
Crew joining ship Passport Req'd See names of Countries 
before ownership for which visa exempted 
changed 
Crew arrival after Same Ordinary case 
ownership changed as (1) 
Superintendent 
(4) All cases 
Passport Req'd See names of Countries 


for which visa exempted 
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Names of countries for which visa not required: 

Within 30 days: New Zealand. 

Within 90 days: Argentina, Bangladesh, Belgium, Canada, Chile, 
Colombia, Costa Rica, Cyprus, Denmark, Dominican Republic, 
El Salvador, Finland, France, Greece, Honduras, Iceland, Iran, Israel, 
Italy, Luxembourg, Malta, Netherlands, Norway, Pakistan, Peru, 
Portugal, San Marino, Singapore, Spain, Sweden, Tunisia, Turkey, 
Uruguay, Yugoslavia. 

Within 180 days: Austria, Federal Republic of Germany, Ireland, Mexico, 
Switzerland, United Kingdom. 

Remarks: The above schedule is made out by Dodwell Tramp Agencies 
on general understanding with Immigration Authorities. However, the 
above details are not expressly stated in the text of the law but based 
on Immigration Control Order Article 16 which reads: 

Article 16. Permission for landing for Re-shipping. 

1. The Immigration Inspector may, in case an alien crewman desires 
to pass through Japan in order to re-ship on board another vessel in 
another port of entry in Japan, upon application of the carrier operating 
the vessel on which the alien crewman has arrived, and in case the 
alien crewman desires in order to become a crewman of a vessel in 
Japan, to land from another vessel, etc. and pass through Japan, upon 
application of the carrier operating the vessel in Japan, permit the 
landing for re-shipping respectively. 

2. In case the permission provided for in the preceding paragraph is 
given, the Immigration Inspector shall issue a permit for landing for re- 
shipping to the crewman concerned. 

3. In case the permission provided for in paragraph 1, is given, the 
Immigration Inspector may impose upon the crewman such restrictions 
regarding period of stay in Japan, route to be followed in transit, and 
any others which he may deem necessary in accordance with Ministry 
of Justice Ordinance. 

In view of the foregoing, the contents of the schedule is not absolute 
and may be altered. In order to ensure that crew members are permitted 
to land Japan to join ships, please send Agent information well in 
advance on personal data of crew member such as Full Name, Rating, 
Date of Birth, Passport or Seaman's Book Number together with Flight 
No. and Ship's ETA/calling port. 


SAFETY: The following telex was received from Japan regarding safety 
regulations for LPG carriers at Japanese ports. 

Quote: 

The Receiving Terminal Clause (LPG Tankers). 

In order to prevent marine pollution by oil and ensure safety in cargo 
operations, Owner, Master and Crew shall abide by international 
and/or national laws and regulations. 

Especially at discharging port(s) in Japan, Owner, Master and Crew 
shall observe ‘Marine Pollution and Marine Disaster Prevention Law” 
and other relevant law(s). 

Moreover, Owner, Master and Crew are strongly requested to observe 
and/or take actions in accordance with the clauses stipulated hereunder. 

(a) Before arrival at the first discharging port, the vessel shall 
complete undermentioned operations: 

1. The following pumps and lines shall be flushed and kept 
clean: 

Vessel’s pumps: fire pump and G.S. pump 
The lines: bilge lines in engine room 
fire lines and G:S. lines. 

2. Reliquefaction units shall be checked to see whether they 
are in good working condition. 

3. Cargo handling equipment on board shall be tested in 
accordance with the instructions given by Charterer; 
especially, the pressure test of cargo and vapour lines shall 
be done with a pressure of more than 5 kg./sq.cm. 
Lubricating lines for cargo pumps (if equipped) and other 
lines connected with above mentioned lines shall be tested 
at working pressure prior to the vessel's arrival at the 
discharging port. 

Safety valves of cargo tanks and cargo lines shall be 
checked to see whether they are in good condition. 

4. Upper deck shall be kept clean and free from oil. 

5. The faces of manifolds for connecting with shore lines shall 
be kept clean. 

6. Mooring winches, derricks, cargo control equipment and 
engine (main engine, generator, boiler, etc.) shall be checked 
to see whether they are in good working condition. 

7. Vessel shall send the Charterer the result of the operations 
stipulated in this clause (from items (a)-1 to (a)-6) by radio 
in accordance with Charterer’s instructions 3 days or more 
prior to ETA at the first discharging port. 

(b) During berthing operation and while the vessel is alongside the 
pier, the vessel shall comply with the terminal safety regulations 
hereunder: 

1. While the vessel is alongside the pier, the following work 
shall be prohibited: 

i. Transferring of bunkers. 
In a case of emergency, however, such work shall be 
done after obtaining permission from the terminal 
representatives by checking the work to be done. 

ii. The operations for which fire is used and those which are 
likely to cause fire. 

iii. The work which will make the vessel unable to move 
under its own power. 

2. During cargo operation, necessary numbers of watchmen for 
ensuring safety shall be on deck, besides Officers on duty, 
so that they may watch the vessel and the adjacent areas 
to eliminate any type of accident. 

3. While the vessel is in port, the boil off gas shall not be 
exhausted. 

4. The pressure of the lubricant oil at the stern tube after seal 
shall be kept lower than that of sea water outside the vessel 


922 


5. While the vessel is alongside the pier, gas detection she 
be made at regular intervals in the following places: 
i. Around the valves of each tank dome. | 
ii. Around the manifolds. 
ili. Around the compressor room. f 
The Crew of the vessel shall be prepared for cargo leakag 
and/or gas leakage which might happen aboard the Vesse 
(c) If there is any indication of cargo leakage and/or gas le 
during cargo operation, the vessel shall stop all pu 
operations and notify the Terminal Representatives ang, ; 
Charterer's Supervisor(s) to that effect. 

The vessel shall not resume cargo operation unless a thor 
investigation is made, appropriate remedies are taken, at 
permission from the Terminal Representatives is obtained 

(d) When Charterer sends their Supervisor(s) to the vessel to che, 
the vessel or to assist cargo handling operation in the Case 9 
necessity, Owner, Master and Crew shall agree to coopers k 
with him or them. 

At all times, however, the full responsibility for cargo operat. ( 
shall still lie with the vessel. 

(e) Owner shall send the Safety Marine Supervisor(s) to the vese fs 
to attend the vessel's cargo operation at all times and he or the ' 

shall also be requested to attend the meeting for securing saja, f 

which is held prior to commencement of cargo operation. — 

Unquote. . 
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REPORT: 1984. 
Providing information of an anchored vessel at time of the approache 
a typhoon in Tokyo Bay. 

The Regional Maritime Safety Headquarters and the relaiy 4 
authorities have issued a notice, the contents of which is summarise g 
as follows: 

In Tokyo Bay, there are 2 congested areas with anchoring vessels: 
the time of the approach of a typhoon and cases of dragging anchy 
and collisions will occur. We, therefore, will try to provide the followre 
information concerning the situation of anchoring vessels when : 
typhoon approaches these areas of Tokyo Bay for the time being, ma 
effective use of the anchorage and prevent accidents to anchoriy 
vessels. 

1. Office to provide information . . . Tokyo Wan Traffic Advisor 
Service Centre (Tokyo MARTIS or VTS Tokyo) 

2. Time of commencing/ending information provision . . . The tire 
when the recommendation of refuge is established/withdrawn » 
Captains of the Ports in Tokyo Bay. 

3. Individual information . . . The number of anchoring vessels at 
minutes to every hour will be informed in English and Japanese by VH y 
(Call by Channel 16, communicate with Channel 14 or 22) or telephow 7; 
(Telephone Number: 0468-43-8622-8624) upon request of vessels. 

Anchoring vessels in Tokyo Bay are requested to pay careful attentir » 
to the following subjects when stormy weather such as a typhoons 9 
expected. ft 

— Anchoring vessels are requested to keep watch continuously @ 5 
VHF Channel 16, 0 

— Vessels should keep the main engine on standby-by at all times 

Cl 
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SHIPMASTER’S REPORT: August 1978. 


It is possible to have the latest changes in ETA relayed by VHF to Inlat 
Sea Pilot stations, for: fri 
1. Wadamisaki via Kobe Port Radio on Channel 16, call “Kote © 
Port”, or Osaka Port Radio on Channel 16, call “Osaka-Port 
2. Sekisaki via Oita Port Radio on Channel 16, call “Oita-Port’ 
3. Hesaki, via Shimonoseki Port Radio on Channel 16, @ 
“Shimonoseki Port”. 
These stations are very co-operative and they immediately give t 
latest information concerning boarding-time and place, as wel @ 
requirements concerning the pilot ladder. 


AIOI: 34.46 N. 134.28 E. (See Plan 


PORT LIMITS: A line drawn between Kama-Saki and Kane-Ga-S# 
defines the seaward limit of the port. 
DOCUMENTS: 

Ship's Register. 

2 Voyage Memorandum (List of ports of cail). 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, came? 
wrist watch, radio, firearms/swords, etc., (only at first port of cal’ 
Japan). 

Ship's Agents will prepare: Inward/Outward Declaration. 1 Ca? % 
Manifest and Cargo Manifest in transit using specific forms. There® 
ship's Agents should be provided with necessary information a 
details of cargoes in advance. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged throw 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. 
correction of ETA outside business hours should be cabled direct to® 
station. Inland Sea Pilot Association covers all inland sea ports. Pilo#? 
compulsory for vessels of 10,000 g.r.t. and over, and recommendet® 
smaller vessels in view of number of islands and difficult c 
causing navigational hazards. Pilots obtained from one of three # 
stations dependent upon vessels last port of departure and at Mas®’ 
discretion. Pilotage available throughout 24 hours and 72 hours 
notice preferred, thereafter advising any alterations. Most Inland # 
Pilots also act as Harbour Pilots up to berth or anchorage at destina® 
Note; VHF communication available with Inland Sea pilot stations. 
see “Shipmaster's Report” before first port. 
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| 
| | ,Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
ton 34° 34.09" N.; 135° 11’ E. Telegraphic address: “‘Anjin Kobe”. 
| Sekisaki, 3 miles South of Sekisaki lighthouse. (Vessels transitting 
so Channel.) Position 33° 13’ N.; 131° 54’ E. Telegraphic address 
ws Saganoseki’. In event bad weather, recommended vessels 
» ‘ed for shelter as near as possible having due regard to safety, to 
_ | esaki pilot station. ' a 
|  Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
| ps6’ 24” N.; 131° 03’ 12” E. 
- | 49 Dock Master not licensed to pilot vessels from outer harbour and 
‘eds at anchorages outside Aioi Bay. 
» CHORAGES: 9 anchorages outside Aioi Bay and 2 anchorages 
| ge the Bay as follows: 
joth: True bearing 342° from Kasamatsu Iwa, distance 1,340 m. 
uth: True bearing 335° from Kasamatsu Iwa, distance 860 m. 
| ux. SIZE: See “Berthing”. 
) gALTH: Pratique to be obtained at another Port prior arrival Aioi. 
4 first port of call in Japan, vessel must obtain Free Pratique. 
| \wantine officers will attend vessel only from daylight to sunset and 
‘ier to show all Vaccination Cards and Derat Exemption Certificate. 
| _.gse vessel arrives from cholera-infected area within 10 days, Master 
' wi advise crew and passengers health condition to respective 
' ywantine Office through ship's Agents prior to arrival and close all soil 
ws before entering port. 
uol0: Recommended Master communicates with Agents through 
shi Radio or Nagasaki Radio which cover all ports in Japan. If 
gelically Westbound vessel, to contact Choshi and Northbound to 
/ act Nagasaki Radio respectively. 
16S: Normally join vessel at anchorage inside Aioi Bay. Tug's lines 
» says used without charge. 
| SRTHING: 
Wharf No. LOA 
(m.) 
266 
175 
Usually not used 


Max. Draft at LW 
(m.) 


= 
° 


100 
Usually not used 
340 


340 
290 
10 340 
11 230 
| 350 7. 
Q0ICAL: Full hospital facilities available without prior notice. 
_ INKERS: Must be fully gas-freed before entering the port. No facilities 
lank cleaning or gas freeing in the port. Barge for slop disposal can 
' taranged by Agents. 
| NNSITY: Average 1025/1026 Winter, and 1018/1020 Summer. 
%SH WATER: Available from jetty/dock. 
‘EL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
%sa Bay and Kanmon Port. At all other ports bunkers will be lightered 
mihe nearest bunker stock ports at max. 7 days prior notice. 
ONSULS: None. 
*Y DOCKS: 
‘estrictions: Vessels may anchor any time day or night. Draft and 
"0 be adjusted to enter dry dock per dockyard recommendation as 
ows: 


ODNONSLWMH — 
AAMDIN aA a7 
annno an a 


Max. Draft 


ame of Dock at L.W. Max. Trim Min. Trim 
L(m) 

1D. 5.50 m. Se Ae goed Dba, 
200 200 
L(m) L(m) 

Een. 2.0m: —+1.50m. —+0.10m. 
200 200 
L(m) 

3D. 5.50 m. ——— +1 50m BM) 10m 
300 300 . 


*eper draft available at HW. 
& Size: Max. size of ships to be accommodated as follows: 


LOA LBP Breadth d.w.t. (LT) 
238 m. 230 m. 33 m. 73,000 

_ 780 ft. 9 in. 754 ft. 7 in. 108 ft. 3 in. 

¢ 156.1 m. 145 m. 19.8 m. 14,000 
512 ft. 1 in. 475 ft. 8 in. 63 ft. 11 in. 

3 341 m. 328 m. 54.5 m. 300,000 
1120 ft. 1076 ft. 1 in. 178 ft. 10 in. 


PAIRS: Dockyard port. All repairs available. Specialist technicians 
“nable from Kobe/Osaka area. 
SVEYORS: Lloyd's Register, N.K.K. and A.B.S. have offices in the 
“Shipyard. Other surveyors available from Kobe. 
OMS ALLOWANCES: Only allowed cigarettes for personal use, 
*0 Spirits. 
wer: Osaka (Itami). 
ue GMT plus 9 hours. Permanent. 
ACEAMBULANCE/FIRE: Police 110 or Aioi 2-0740; Ambulance/ 
“119 or Aioi 2-7128. 
"RGENCY CO-ORDINATION CENTRE: 

ne Safety Agency, Himeji Branch office: Tel: 0792 - 34 - 1016. 
5 ne joe Agency, Kobe Office: Tel: 078 - 331 - 0111. Call sign: 

oan. 

‘PHONES: Placed aboard at IHI shipyard. 
“VICES: No special services at Aioi, but available from Kobe/Osaka. 
“AE LEAVE: There is no restriction on crew's shore leave if they 
“shore pass issued by local immigration office. 
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AUTHORITY: Kamigori Doboku (Public works) Office, 500 - 5, 
Aza Maruogami, Kamigori, Kamigori-Cho, Ako-Gun, Hyogo Pref. 

Tel: (07915) 2 - 0083. 

AGENT: See “Himeji” 


AKITA: 39.45 N. 140.03 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

5 Crew Lists including Passport Numbers. 

5 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

wrist watch, radio, firearms/swords (only at first port of call in Japan). 

Ship's Agents will prepare Inward/Outward Declaration. 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Ships Agents 
should be provided with necessary information about details of cargoes 
in advance. 
PILOTAGE: Not compulsory but recommended. Boards at 39° 46’ N., 
140° 00’ E. (1 mile 270° from Akita lighthouse) or off Funakawa 1 mile 
140° from breakwater end light if required. 2 Pilots board if ship's gross 
tonnage exceeds 18,000. Cost 170% of pilotage. 
ANCHORAGE: Off Akita, 2 miles 270° — 280° from Akita Lighthouse. 
Depth exceeds 20 m. Bottom — soft clay with mud. No buoys. 
MAX. SIZE: See “Berthing”. Min. depth at extreme low water — In fairway 
— 10.0 m. At Anchorage — 20.0 m. Tidal range 20 cm. — 30 cm. 
HEALTH: Quarantine anchorage 39°51'N. 139°53’E. When 
impossible to inspect at Funakawa, i.e. during bad weather, officers 
attend off Akita. 
RADIO: Niigata Radio when ship coming from South. Sapporo Radio 
when ship coming from East/North. Choshi Radio if long distance. 
VHF: VHF Channel 16 — 156.8 MHz. VHF Channel 12 — 156.6 MHz. 
Operated by Regional Maritime Safety Headquarters (Harbour Master). 
TUGS: 1 tug 2,000 h.p. available owned by local government. 4 tugs 
(200 — 800 h.p.) available, privately owned. 


(See Plan) 


BERTHING: 
Berth Wharf Length Depth Capacity Discharging 
No. (m.) — (m. (gt) 
1 Gaiko No. 1 270 13.0 50,000 Zinc Concentrates, 
Bulk Cargo 
2 Ohama No. 1 185 10.0 15,000 GC. 
5 Ohama No. 2 185 10.0 15,000 Cement, G.C. 
6 Ohama No. 3 185 10.0 15,000 GC. 
9 Nakajima No. 1 161 9.0 10,000 GC. 
8 Nakajima No. 2 185 10.0 15,000 G.C., Bagged Cargoes 
7 Nakajima No. 3 185 10.0 15,000 Zinc Concentrate, G.C. 
15 Terauchi Pier 200 rae 5,000 Grain, Plaster, Cement 
16 Mukaihama No.1 130 7.5 5,000 Logs 
17 Mukaihama No. 2. 130 gt 5,000 Logs 
18 Mukaihama No.3 185 10.0 15,000 Logs 
19 Mukaihama No.4 185 10.0 15,000 Logs 
20 Mukaihama No.5 185 10.0 15,000 Logs 
Private 
Akita Power Stat. 
No. 3 Dolphin 313 13.0 50,000 Crude Oil 
Tohoku Seishi 
Wood Chip 210 10.0 35,000 Wood Chips 
Berth 


STEVEDORES: Working time 0830-1630 hrs. every day. 
Grain in bulk: 150-170 t.p.h. by shore crane, 40-60 t.p.h. by ship's 
gear. 
Logs/lumbers: 200,000 BM per gang per 
80,000—100,000 per gang per day (Beizai). 
Potash in bulk: 150-180 t.p.h. by shore crane, 50-60 t.p.h. by ship's 
gear. 
Fertiliser in bag: 250-300 tons per day per gang. 
Zinc concentrate in bulk: 300-350 t.p.h. by shore crane. 40-60 t.p.h. 
by Ship's gear. 
MEDICAL: Hospital and treatment available. 
TANKERS: See “Berthing”. 
DENSITY: 1020-1021. 
FRESH WATER: Available at every wharf. Rate 30 t.p.h. 
FUEL: Domestic bunkers available. If bonded bunkers required, brought 
from Hakodate, Niigata. 
CONSULS: No Consuls, but 2 notary public offices. 
REPAIRS: Minor repairs only. 
GANGWAY/DECK WATCHMEN: Not compulsory, but available if 
required. 
OPENING/CLOSING HATCHES: Stevedores open and close hatches. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting charges. 
CERTIFICATES: Ship's Register to show Customs Inspector to check 
ship's registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
seems poor. 
CUSTOMS ALLOWANCES: Only 50 cigarettes to take ashore. No 
spirits. 
REPATRIATION: Possible. 
AIRPORT: Flights to Tokyo/Osaka/Nagoya/Hakodate/Sapparo 1-4 
times per day. 20 km. from port. 
TIME: GMT plus 9 hours. No alterations during year. 
HOLIDAYS: Local holidays: January 2nd, 3rd, August 13th, 14th, 
December 30th, 31st. 1st, 3rd and 5th Sunday of each month also non- 
working. 
POLICE/AMBULANCE/FIRE: Contact through Agents. 
SERVICES: Provisions — Available. Hold Cleaning — Available. Surveyor 
— Available from Niigata. 


day (Nanyozai), 
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SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days. 

AUTHORITY: Akita Port Administration Office, 7-1 Nishi 1-Chome, 
Tsuchizaki Minato, Akita City. Te/: (0188) 45-2021/0042/0652. 


AGENT: Sub-Agents of Dodwell & Co. Tokyo. Akita Kairiku Unso Co. 
Ltd. 5-9 Nishi 2-chome, Tsuchizaki-Minato, Akita-shi, Akita-ken. Japan, 
O11. Tel. Akita (0188) 45—0185/9. Telegraphic: “Kairiku Akita’. Telex: 
8422-24. 


AMAGASAKI: 34.42 N. 135.24 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew’s Baggage i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

PILOTAGE: Usual for Pilot to embark at Kobe (Wada Point); however, 
if Master does not require a Pilot between Wada Point and Amagasaki, 
Pilot embarks off Amagasaki. 

Cables: ‘“Hanshinpilot Osaka” and ‘“‘Hanshinpilot Kobe”. One day’s 
notice ETA required. Telephone through VHF. 3 Pilot boats at Osaka 
and 6 boats at Kobe with wireless communication with pilot station. Pilot 
boards Kobe, Wada Point (Kobe quarantine anchorage). Amagasaki, 
2.5 — 3 miles off Amagasaki. In case bad weather unable to take Pilot. 
Safe Pilot ladder required. Vessel waits for Pilot at anchorage as above. 
ANCHORAGE: No quarantine anchorage; quarantine inspection only 
available at Kobe (Wada Point). Safe anchorage (approx.) position 
34° 39’ 30” N., 135° 20’ 18” E. Draft 12.8 m. 

RESTRICTIONS: Pilot not available after sunset. 


(See Plan) 


MAX. SIZE: 
Kobe Steel Works Kobe Steel Works 
(Ohgimachi Wharf) (Ohama Whar?) 
Max. LOA 230.0 m. 176m. 
Max. breadth No Limitation No Limitation 
Max. draft 11.70 m. 10.4 m. 
Public Wharf 
Max. LOA 176.21 m. 
Max. breadth No Limitation 
Max. draft 10.0 m. 


Daikyo Oil Jetty. Max. LOA 198 m., beam no restrictions, max. draft 
10.6 m. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. !n 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers health condition to respective 
Quarantine Office through ship’s Agent prior to arrival and close all soil 
pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically West bound vessel to contact Choshi and North bound to 
contact Nagasaki Radio respectively. 

TUGS: 1 tug x 2,200 h.p. Additional tugs available from Kobe. Tug 
usually joins vessel at anchorage off Amagasaki. Tug’s line used for 
operation free of charge. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 

Public Berths: 


No. 1 Length 165 m. Depth 9.0 m. 
No. 2 Length 150 m. Depth 9.7 m. 
No. 3 Length 180 m. Depth 10 m. 


Kobe Steel (Ohama): Max. d.w.t. 25,000. Berth length 364 m. Depth 
10.4 m. Products handled, ore and coal. 3 cranes x 200 t.p.h. 

Kobe Steel (Ohgimachi): Max. d.w.t. 35,000 or 55,000 with part load. 
Berth length 220 m. Depth 11.7 m. Product handled, coal. 3 cranes x 
300 t.p.h. 

CRANES: 310 ton cranes at the public wharves. 

TANKERS: Daikyo Oil Jetty suitable for up to 33,000 d.w.t. Discharge 
rate 1,500 t.p.h. through one 10 in. pipe. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 
1700-1900 hrs. 50% additional of basic stevedorage; 2100-0500 hrs. 
next morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: No advance notice required unless urgent. 

DENSITY: 


Ohgimachi Wharf Ohama Wharf — Public Wharf 
Winter 1023.5 — 1025.0 1020 — 1025 1025 — 1119 
Summer 1022.0 — 1025.0 1013 — 1025 1017 — 1025 
FRESH WATER: Available at any time. 
Kobe Stee/ Works Wharfs Public Wharf 
Methods Shore line Shore line 
Sunday, Holiday Daytime 40% up 40% up 
Before midnight 50% up 50% up 
After midnight 100% up 50% up 


Daikyo Oil Jetty. Only available by barge from Kobe. 
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FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Ba 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lighter 
from the nearest bunker stock ports at maximum 7 days prior notice 

Bunkering at Oil Jetty prohibited. 

CONSULS: No consulates in Amagasaki area. 

REPAIRS: No dockyard. Minor repairs can be carried out on vege 
alongside wharf. 

GANGWAY/DECK WATCHMEN: Not specially required Unje. 
passengers or valuable cargo on board. 

Compulsory for tankers working cargo at oil jetty. 
OPENING/CLOSING HATCHES: Stevedores carry out opening 2» 
closing hatches. Cost per hour depending on type of cargoes. |f » 
time lost by ship's crew doing this work, stevedores charge ship » 
waiting. Recommend request stevedores for this work unless crew c= 
complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship, 
registered gross and nett tonnages. Valid Cargo Gear Centificaie 
sometimes required by stevedores when cargo gear’s maintenan: 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take asho: 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: International airport Osaka, 15 miles from Amagasaki. 
TIME: GMT plus 9 hours. No alterations made to clocks during year 
HOLIDAYS: Kobe Steel (Ore/Coal) Nil. Public Wharf (Scrap) 20th Ju) 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119 
TELEPHONE: No telephone installation service on board. 
SERVICES: Compass adjustment can be carried out at anchorage. 
SHORE LEAVE: Local !mmigration Officers issue shore pass valid 
only 3 days, but 3 days extensions possible if ship stays longer. 
AUTHORITY: Amagasaki Port Administration Office, 21, Doi-cho > 
chome, Amagasaki City, Hyogo Pref. Tel: (06) 412-1361/5. 


AGENT: Dodwell Tramp Agencies, Osaka. (see “Osaka’”.) 


ANAN (Tachibana): 33.52 N. 134.40 E. 


DOCUMENTS: and all general information, refer to “Shimotsu”’. 
PILOTAGE: Not compulsory. Pilot can be arranged through Agent’ 
required. 

MAX. SIZE: Max. draft 10.50 m., limited by channel depth. 
HEALTH: Closed port. If arriving directly from abroad, vessel shout 
proceed to Shimotsu for health clearance. Immigration authorities ater 
from Komatsushima if required. 

TUGS: One tug of 2,000 h.p. available. 

BERTHING: Nippon Denko Wharf, length 200 m., depth alongside 11" 
Unloading capacity 500 t.p.h. 

FRESH WATER: Available from shore hydrants only. 

FUEL: By barge from Hanshin area only. 

AUTHORITY: Anan Doboku (Public Works) Office, Aotani, Tomioke 
cho, Anan City, Tokushima Pref. Te/: (08842) 2-3111. 


AGENT: See “Niihama”. 


AOKATA (Kamigoto): 32.59 N. 129.02 E. 


LOCATION: The sea berth, in position Lat. 32° 59’ 13” N., Low 
129° 01' 48” E., is for receiving crude oil for the Japanese governm®” 
for stockpiling. 

The stockpile base is located at Aokata Port at the Northern end? 
Goto Island, in the Kyushu District. . 
PILOTAGE: Pilotage is rendered by Nagasaki Pilot Association Te 
Pilot boards in a position 243° at a distance of 3 miles 
Shugen-Shima. 

HEALTH: Sasebo Quarantine Station conduct inspection onboait® 
Aokata. 


TUGS: 
No. of Tugs* 
Vessel Size Required 
d.w.t. 
under 30,000 2 i 
under 80,000 3 i 
under 200,000 4 a 
over 200,000 6 ‘ 


“Number of tugs required is based on a capacity of 3,000 h.p for @@° 
tug. : 
BERTHING: Kamigoto Oj! Storage: 4] 
Capacity: 5 floating tanks, each with a capacity of 880,000 cu.™ wd 
dimensions 390 m. x 97m. xX 27.6 m. deep. 
Berthing: Vessels berth starboard side alongside. 
GENERAL: 4 
Customs: Nagasaki Customs Office conducts inward and outwe 
clearance onboard at Aokata. 
Immigration: Under the jurisdiction of Nagasaki Immigration Office 
M.S.A.: Under the jurisdiction of Nagasaki Maritime Safety Office | 


,OMORI: 40.52 N. 140.45 E. 


gOCUMENTS: Documents and all general information, refer to 


Hachinohe’”. 
gLOTAGE: Not compulsory. Harbour Pilot available at Quarantine 


anchorage. 

STRICTIONS: Day and night entry possible. 
WEALTH: Free Pratique granted at the anchorage. 
GS: 1x 1,680 h.p. and 1x70 h.p. 


sERTHING: / 
Berth Length Depth Max. draft Max. Size 

(m.) (m.) (m.) (g.r.t.) 

2 Whart (2) 178 9.0 8.5 10,000 

(3) 155 cass. 7.0 5,000 

(4) 193 9.0 8.5 10,000 

3000 ton Pier Lk Vict 7.0 3,000 

3000 ton Pier 260 5.5. 5.0 3,000 

tsutsumi Wharf 260 jh) 7.0 5,000 
spurakawa Lumber 

200 4.5 4.0 5,000 


Port : 
(CRANES: 235 tons, 2x18 tons and 113 tons. 
TANKERS: Bridgestone Pier: Max. LOA 260 m., max. draft 12.0 m. 
eoduct handled: LPG, 1x12 in. line, discharge rate 1,200 t.p.h. 
FRESH WATER: Available ex-wharf. 
FUEL: Can be supplied by barge from nearest stock port (Hakodate). 
REPAIRS: Small repairs possible. 
AUTHORITY: Aomori Port Administration Office, 5-5, Hon-cho 4-chome, 
tomori City. Tel: (0177) 34-4101. 


AGENT: See “Hachinohe”. 


ATSUMI: 34.40 N. 137.04 E. 


DOCUMENTS, and all general information: refer to “Yokkaichi”. 
LOTAGE: Compulsory; Pilot boards at the point 300° — 7 miles from 
‘amishima Lighthouse. 

Also see “Nagoya” — “Pilotage: Shipmaster’s Report”. 
RESTRICTIONS: No possibility of passage through Nakayama Suido 
ater sunset. However, vessels under 9m. draft able to enter from 
Noma South Passage. 
WAX. SIZE: Dolphin Pier: 70,000 d.w.t., LOA 240m., max. draft 
12.50 m. 
§8M: 210,000 d.w.t., max. draft 13.00 m. 
CLEARANCE: Quarantine: Quarantine Office opened at Atsumi. 
migration: Immigration Officials attending from Toyohashi. 
TGS: Minimum 2 tugs required for mooring/unmooring due to strong 
current. 
SERTHING: Dolphin Pier: Lat. 34°39’ 36”N., Lat. 137° 04' 54” E. 
25km. from installation. 
38M: Lat. 34° 39’ 47” N., Long. 137° 03’ 56” E. 2 km. from installation. 
woreline: Dolphin Pier: 212 in., discharge rate 3,000 t.p.h. 

SBM: 2x 16 in., discharge rate 7,500 t.p.h. 

*RESH WATER: At Dolphin Pier: ex pipe-line (boiler water only). 

At SBM: by barge. 
*UEL: Bunkering permissible only at anchorage by barge. 
DENSITY: 1025 at both berths. 
AUTHORITY: Chubu Electric Power Co. Inc., No. 1 Toshin-Cho, 
“gashi-Ku, Nagoya, 461-91 Japan. Te/: (052) 951-8211. Telex: 444- 
05 Chuden J. 


AGENT: Chubu Port Service Co. Ltd. 


(Subsidiary company of Port 
Authority). 


tHIBA (including Yahata): 35.36 N. 140.07 E. 
(See Plan) 


DOCUMENTS: 
: Ship's Register. Last Port Clearance. 3 Crew Lists including Passport 
‘umbers, 3 Passenger Lists. 1 Stores List. 1 Declaration of Crew's 
“agage, i.e. tobacco, wine/spirits, camera, wrist-watch, radio, firearms/ 
Words, etc. (only at first port of call in Japan). 
; Ship's Agents. will prepare Inward/Outward Declaration, 1 Cargo 
r nifest and Cargo Manifest in transit using specific forms. Therefore 
2s Agent should be provided with necessary information about details 
» °@goes in advance. 

LOTAGE: Harbour Pilots are available at the anchorage. 

‘ot not available after sunset. 

‘So see “Pilotage” in “Japan — General”. 
‘NCHORAGES: Quarantine anchorage on Northern part of Tokyo Wan. 
<2 No. 1061, published by Maritime Safety Agency. 


seNALS: Following signals exhibited at Chiba Lt. and Chiba Signal 
ation 


By Night Remarks 
0S a i a a AS el el 
= W. flash Over 500 GT outwards 
oute 2 secs. — STOP. 
ne 
R. flash Over 500 GT 
2 secs. entering — STOP 
R. and W. Over 10,000 GT entering or 
flash 3 secs. outwards — STOP. 


JAPAN 


By Night Remarks 
SR. and Entering or outwards 
3W. flash — STOP 
6 secs. ; 
Ichihara OG Over 500 GT outwards 
Route OG — STOP. 
OR. Over 500 GT 
OR. entering — STOP. 
4 ree Over 10,000 GT entering or 
OR. outwards — STOP. 
OG. 
OG. Entering or outwards 
OR. — STOP. 
OR. 
RESTRICTIONS: 
Length Width Depth 
(m.) (m.) (m.) 
Funabashi Route 9,000 300 olZ 
Chiba Route 14,720 350 —18 
Ichihara Route 2,350 250 =12 
Anegasaki Route 1,450 350 =l6 
Shiizu Route 2,200 300 = 16 
Kitasode Route 1,500 300 —10.5 
Minamisode Route 1,500 350 —14 


MAX. SIZE: See ‘Berthing”. 
RADIO: Recommended Master communicates with Agent through Chosi 
Radio or Nagasaki Radio which covers all ports in Japan. If specifically 
West bound vessel to contact Chosi and North bound to contact 
Nagasaki Radio respectively. 
RADAR/VHF: No radar service. VHF call sign “Chiba Port Radio” 
Channel No. 12 156.6 MHz (Simplex), Channel 14 156.7 MHz (Simplex), 
Channel 16 156.8 MHz (Simplex), Channel 20 161.6 MHz (Duplex), 


Channel 22 161.7 MHz (Duplex). 


TUGS: 13 tugs, 1,900 h.p. — 3,200 h.p. Tugs join vessel at entrance of 


each waterway. Tug's line used. 


CRANES: Floating cranes, 50 ton — 600 ton, available from Yokohama. 


BERTHING: Contact Agent for berthing arrangements on entry. No 
specific requirements. Pilot boarding time will be notified by ship's Agent 


mainly by radio. 
Name of Berth 


(Katsunom Area) 
(Public) 
Higashi Futo A,B 
Chuo Futo Kita B,C,D 
G5. 


H,| 
Chuo Futo Minami D,E,F 
(Private) 
Kami Futo 
(Chiba Area) 
(Public) 
Dezu Futo A,B,C 
Chuo Futo A,B,C,D,E 
Chuo Futo F,G,H 
Ichihara Ganpeki A,B 
(Private) 
Mitsubishi Pier 
Nippon Silo Pier 
Sin Tozai Reizosoko Pier 
Chiba Kyodo Silo Pier 
Hisosirt Nippon Seito Pier 
Newport Sangyo Pier 
Keiyo Mokuzai Futo 
Kozai Yard Wharf 
Oioda Cement Pier 
Chiba Mokuzai Futo 
Tosei Itochu Pier 
Marubeni Abeni Oil 
Kawatetsu Wharf (A) 


Toden Chiba (S) 


(Ichihara Area) 
Furukina Dolphin 
Showa Denko No. 2 
Mitsui Zosen No. 5 
No. 1 
No. 2 
No. 4 


Showa Hatsuden Pier 
Fuji Denki Pier 

Fuji Sash Wharf 
Asahi Glass Pier 
Maruzen No. 2 Pier 
Sea Buoy (Imodco) 


Length 


(m.) 


260 
390 
390 
260 
555 


350 


Depth 
(m.) 


Capacity 


(d.w.t.) 


5,000 
5,000 
5,000 
5,000 
15,000 


30,000 


5,000 
15,000 
30,000 

5,000 


8,800 
50,000 
30,000 
50,000 
20,000 
40,000 
30,000 

2,000 
20,000 
30,000 
50,000 
50,000 
12,000 
25,000 
30,000 
10,000 
45,000 
11,000 

150,000 
45,000 
200,000 
30,000 
20,000 
33,000 

6,000 
10,000 

6,000 


7,000 


Shore Cranes 
& Pipe-lines 


Belt conveyor 


100 t.x1 
200 t.x2 


300 t.x1 
330 t.«1 


12 t.x2 
20 t.x1 
400 t.x1 
15 t.x4 
400 t.x1 
500-2,400 KI./h. 
10 t.x1 
20 t.x3 
22 t.x3 
Nil 
16 t.x2 
9tx2, 10t.x4 
60 t.x2 
15 t.x2, 16 t.x2 
60 t.x2 


22t.x1 
15 t.x2 
800 kI./h. 
1,200 kI./h. 
250 KI./h. 


Nil 

50 t.x1 
40t.x1 
20 t.x1 


500 KI./h. 

350 t.x1 
Nil 

500 t.x2 

500 ki./h. 

500 kI./h. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englany 


Name of Berth Length Depth Capacity Shore Cranes 
(m.) (m.) (d.w.t.) & Pipe-lines 
Maruzen No. 10 Pier 100 -13 100,000 1,000 kI./h. 
No. 15 Pier 151.4 -~ 85 8,000 1,000 kI./h. 
No. 14 Pier i614 ~~ —- 65 8,000 1,000 kI./h. 
Kyodo Pier 150 -12 20,000 360 kI./h. 
Ube Dolphin 250 —10 15,000 
Kyokuto Oil Pier 415 =—I8 80,000 3,000 KI./h. 
147 ae 6,000 2,500 KI./h. 
Idemitsu No. 1 Oil Pier 201 —16 100,000 14,800 KI./h. 
No. 2 167 15.5 80,000 10,200 kl./h. 
No. 3 97 —10.5 20,000 2,100 KI./h. 
Toden L.P.G. Berth 102 —14 50,000 
(Sodegawra Area) 
Fuji Oil Pier 420 ~—16 120,000 7,700 kI./h. 
Sumitomo O Pier 210 —10.5 30,000 350 t.x1 
Pier 162 —10.5 15,000 60 t.x1 
Nichirin A Pier 260 —10.5 30,000 375 t.x1 
ltochu Berth 180 —i12 20,000 Nil 
To Gas L.P.G. Berth 533 —16 50,000 7,100 kI./h. 
Keiyo Sea Berth 470 20.5 258,000 12,500 KI./h. 
HEALTH: Radio Pratique available, requested through Agent. 


Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship’s Agent prior to arrival and close all soil 
pipes before entering port. 

STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agents to arrange stevedores. Vessel must 
constantly keep her Agents advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gears not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900 hrs. (50% additional of basic stevedorage) 2100 
— 0500 hrs. next morning (130% additional) Sundays/holidays (60% 


, Discharg, 
Berth Product Shorelines Rate 
tp.h, 
Idemitsu Oil No. 2 Crude Oil 12 in.x2 ve 
Fuel Oil 12in.x2 1,500 
Propane 12 in.x1 1,000 C 
Butane 12 in.x1 1,000 
Idemitsu Oil No. 3 Fuel 8 in.x1 800 
Naphtha 6 in.x1 500 
Lub. Oil 6 in. x1 500 


Berthing at Sea Berth: Berthing is limited to daylight hours only. Vessex 
always berth with the bow towards the N.E. end of the berth. In ty 
normal berthing manoeuvre the vessel is brought parallel to the ben: 
at a distance of about 200/300 m., and then warped alongside. Wh 
approaching the berth, Pilots check the speed with shore targets ay 
radar distance. Vessel is required to maintain the 3 cm. radar » 
operation. When coming alongside, speed is monitored by a Sony 
doppler installed at the berth. The Pilot is advised by walkie-talkie if te 
berthing velocity exceeds the safety limits. The speed of approach fy 
vessels up to 260,000 d.w.t. must be less than 15 cm./sec. 
When berthing, sliding along the berthing dolphins should be avoidg; 
so as not to damage the rubber cell fenders. 
The normal mooring configuration is: 
4 head lines 
3 breast lines forward 
3 back springs forward 
3 back springs aft 
3 breast lines aft 
4 stern lines 
It is advisable to have ready a certain number of synthetic ropes. 
The breasting dolphins are located quite close and the breasting lings 
are short and are at a steep angle. 
A Terminal Port Captain remains on board during the entire operatic 
and should be consulted with regard to mooring arrangements. Cautio 
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Onn: should be exercised for wash caused by passing ships. 
F Discharge 7 ue iF ohecie: is maintained between the Terminal and the shor 
j roughout the operation. 
Berth Product Shorelines (ton) No. repalre gl niarsans meng IOTTSG Safety and Pollution 
Kyokuto Naphtha 12in.x1 1,5 Pk sd a NI None ge 
y Crude Oil 12in<3 5.000 -—- Operator's Report: 1983. 
Fuel Oil 12in.x3 2'000 Keiyo Sea Berth (Discharging Terminal): Operated by Keiyo Sea Bem) ¢ 
Maruzen No. 2 Fuel Oil 10 in.x1 goo;r Co.Ltd: . b 
Crude Oil 10 in.x1 1,500 Terminal operates 24 hours per day, 7 days a week. Ships moore! p 
Naphtha 10 in.x1 800 and unmoored daytime, weather or other circumstances permitting 
Maruzen No. 10 Fuel Oil 12in.x1 1,300 Terminal will not be closed due to any holidays. G 
Naphtha 12in.x1 900 Loaner pate FF 30’ 30” N., Long. 139° 56’ 25” E. p 
n No. 1 in in.x ilotage: Compulsory. 3 
Mranuien ie: 13 Reena) ANB ft #98 Anchorage: 236°, 5,000 m. and 305°, 3,200 m. off from centre ofKey g 
Keiyo Sea Berth (W) Crude Oil 16 in.x3 10,000 Sea Berth. 0 
Keiyo Sea Berth (E) Crude Oil 16 in. x3 10,000 Restrictions: Max. draft 19.2 m. but vessels whose draft exceeds 
Fuji Oil Crude Oil 12 in.x3 4,000 18 m. are tide controlled (full flood required when ships made fast). S 
Fuel Oil 12 in.x3 1,500 Berthing: West Berth, starboard side alongside. East Berth, ports — {f 
Propane 12in.x1 300 alongside. D 
Butane 12in.x1 300 Cargo Rates: Maximum rate 12,000 kl./hr. Maximum pressure 9kg  F 
Idemitsu Oil No. 1 Crude Oil 12 in.x2 5,000 sq.cm. at manifold. + 
Minus Oil 12 in.x2 3,000 F 
Fuel Oil 12 in.x2 3,000 ; 
LPG: 5 
Name Chiba No. 2 Fuji Berth Anegasaki KPI Pier Marubeni c 
Owner Idemitsu Fuji Sekiyu Tokyo EP Co. Kyokuto Sekiyu Marubeni SI 
Type Dolphin Dolphin Dolphin Dolphin Dolphin 
Max. Deadweight Berthed 80,000 120,000 60,000 100,000 57,000 A 
Max. LOA Berthed (m.) 260 _— 250 260 230 M 
Max. Draft Berthed (m.) 13.9 15 12.5 13.5 12.5 8 
Side Alongside Port Starboard Port Starboard Port 
Water Depth in Channel (m.) 16 15.7 16 15 18 H 
Bore, Manifold (m.s.) 12/12 12/8 12/8 12/12 12/10 
Storage Tanks, LPG 3x25.5 2x20 { 2x60 2x77.6 { 1x30 
(Thousand Kilolitres) 2x45 1x20 
Storage Tanks, LBG 1x25.5 { 1x40 4x40 2x77.6 1x30 
(Thousand Kilolitres) 1x20 
Derrick Necessary No Yes No No Yes 
Accommodation Ladder Necessary Yes Yes No No No 
Bunker from Shore 6 in. 8 in. 8 in. 10 in _ 
Bunker from Barge No No Yes No — 
FW from Shore Yes Yes Yes No Yes 
Ship-Side Return Gas 
Blower Needed Yes Yes No Yes Yes 


FRESH WATER: Available by barge and shore line. 

MEDICAL: No advance notice required unless urgent. 

FUEL: Most grades available. 

CONSULS: None. 

REPAIRS: All major repairs possible. 

DRY DOCK: Mitsui Ship Building Yard. 500,000 d.w.t. and 300,000 
d.w.t. dry docks. 

GANGWAY/DECK WATCHMEN: Recommended. 
OPENING/CLOSING HATCHES: Carried out by stevedores. 

SHIP'S CERTIFICATES: See “Tokyo”. 

HOLIDAYS: New Year's Day (January 1st); Attaining the Age of Maturity 
Day (January 15th); State Foundation Day (February 11th); Vernal 
Equinox Day (March 21st); Birthday of Emperor (April 29th); Constitution 
(May 3rd); Children's Day (May 5th); Respect Day for the Aged 
(September 15th); Autumnal Equinox Day (September 24th); Gymnastic 
Day (October 10th); Civilisation Day (November 3rd); Labour 
Thanksgiving Day (November 23rd). Cargo work can be arranged at 
50 — 100% extra on basic cost. 
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CUSTOMS ALLOWANCES: Tobacco — 200 cigarettes. Wine ané? F 
spirits — 1 bottle. 

REPATRIATION: Possible. 

AIRPORT: About 40 km. to New Tokyo Airport (Narita). x 
TIME: Japan Standard Time (135° E.) = GMT plus 9 hours. Permane® 0 
POLICE/AMBULANCE/FIRE: Police Tel: 110, Fire and Ambulance |” 
TELEPHONE: Facilities for placing telephones on board only at 0 
Pier. 

SHORE LEAVE: Local Immigration Offices issue shore pass vale” 
only 3 days, but 3 days extensions possible if ship stays longer. __ 
DEVELOPMENTS: New coal terminal under construction for vess®*” 
60,000 d.w.t. Depth alongside 14 m. 4 
AUTHORITY: Chiba Port Administration Office, 6-1 Chuoko, 1-cho™ 
Chiba City, Chiba Prefecture, Japan. Tel: (0472) (46)6201. FAX 
(46) 6206. _ 
AGENT: Sub-Agent of Dodwell & Co. Tokyo. Chiba Kaiun Sangy®™ 
Ltd., 1-20, 3-Chome, Suehiro, Chiba. Cable: Chibamarine, 0% 
Tel: Chiba (0472) 61-3361. Telex: 03722-230. 
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JIMA: 34.11 N. 132.29 E. 


ATORS: C.1. Oil Terminal. 

OCATION: Name of berth, C.!. Oil Terminal. 

position: Lat. 34° 11’ 30" N., Long. 132° 29’ 00" E. 

UMENTS: 

Certificate of Registry. 

Safety Equipment Certificate. 

Derat Exemption. 

Qearance from Last Port. 

10 Crew Lists. 

2Crew Customs Declaration (Japanese Form). 

sStores Lists. 

5 Slop Chest Lists. 

: Quarantine Declaration. 
*LOTAGE: Compulsory. Pilot boards in Bungo Channel 3 miles South 
sei Saki Lighthouse. Pilot station (Lat. 33° 13’ N., Long. 131° 54’ E.) 
wuipped with light signal — no VHF. Pilot remains on board during 
patque operations — also see “Tankers”. 
INCHORAGE: See “Restrictions”. 

RESTRICTIONS: Controlling depths (MLW) are as follows: entrance 
®m. channel 17 m.; anchorage 17 m.; berth 15 m.; The mean tidal 
wge is 3m. Nature of bottom is mud. Velocity of current: 
s#ance 1 knot; channel 1.5 knots; anchorage 0.5 knots; berth 0.5 knots. 
yessels may berth at any stage of the tide during the day. 

WAX. SIZE: 30,000 — 80,000 d.w.t. and 120,000 d.w.t. with half cargo. 
vax LOA 185 m. — 273 m. Depth 15.5 m. Max. draft 14.0 m. according 
stdal conditions. 

#€ALTH: Available during daytime only in Kure or lwakuni Quarantine 
wehorage. Quarantine Officers inspect galley, pantry and food stores. 

Piet ladder used for boarding. 

RADIO: Shimonoseki — Kobe. 

GS: Five available and advised for berthing and unberthing. 
tne forward and one aft, 3,000 h.p. 

WEDICAL: Doctor available. 

TANKERS: Pilot berths/unberths vessel. 
{is dangerous to navigate at night. 

Yoorings: Forward 3 headlines 


(See Plan) 


Aft 3 sternlines 

2 breast lines 2 breast lines 

2 spring lines 2 spring lines 
tonnections: 2x12in. connected and disconnected by shore gang 
toms not necessary. Max. pressure required by shore is 7 kg./sq.cm. 
*umping Rate: 5,000 k/I per hour expected. 
Poeline: Length 131.6 m.; 2x24 in. 
jangway: Pilot ladder used as not sufficient room for gangway. 
*olution: Berth is closed by floating pollution retain. Dimension 
20 m.x 56 m. 
Sallast: During ballast operations shore personnel remain on board to 
teck for dirty ballast and a motor-boat watches for same purpose. 
There are no slop tanks or facilities for dirty ballast ashore. 
Sorage Capacity: Crude oil, 22,000 k/| x 5 tanks; 21,300 k/I x 3.tanks; 
iolal crude oil 173,900 k/I). 
DENSITY: Summer 1020, Winter 1025 average. 
FRESH WATER: Available, any quantity, by water barge from Kure, 
‘days’ notice required. 
FUEL: Available. 
fiRE PRECAUTIONS: Standard regulations. 
REPAIRS: Facilities available — shore steam and electricity available. 
DRY DOCKS: Available, lifting capacity 500,000 tons. 
STORES: Laundry and provisions available. 
=n ALLOWANCES: 200 cigarettes, 1 open bottle of spirits and 
some beer. 
Customs Officers inspect crew cabins. 
AUTHORITY: C.1. Oil Terminal Ltd., 5-1, Kita-Aoyama, 2-Chome, 
inato-Ku, Tokyo, Japan. Tel: Tokyo 03-497-8147. FAX: Tokyo 03-497- 
44. Contact: M. Suzuki, Director. 


Etajima Oil Supply Terminal, 3639-3 Etajima-Cho, Aki-Gun, 
“toshima, Japan. Tel: (0823) 42-3131/5. 
PUKUYAMA: 34.29 N. 133.26 E. (See Plan) 


located on central Northern coast of Setonaikai (Inland Sea) and on 
Sider of Hiroshima Prefecture and Okayama Prefecture. 
XOCUMENTS: 

Ship's Register. 

‘ast Port Clearance. 

3 Crew Lists including Passport Numbers. 

Passenger Lists. 

' Stores List. 

©0py Voyage Memo (last 3 months). 

' Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
Wrst-watch, radio, firearms/swords, etc. (only at first port of call 
in Japan). 

Shi’s Agents will prepare Inward/Outward Declaration, 1 Cargo 
canifest and Cargo Manifest in transit using specific forms. Therefore 
a Agents should be provided with necessary information about 

‘ails of cargoes in advance. 


_ 


JAPAN 


PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio and/or Choshi Radio giving 72 hours 
notice. Urgent correction of ETA outside business hours should be 
cabled direct to pilot station. Inland Sea Pilot Association covers all 
Inland Sea ports. Pilotage compulsory for vessels over 10,000 g.r.t. 
Pilots obtained from one of two pilot stations dependent upon vessel's 
last port of departure and at Master's discretion. Pilotage available 
throughout 24 hours and 72 hours advance notice preferred, thereafter 
advising any alterations. Most Inland Sea Pilots also act as Harbour 
Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. Also 
see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09’ N., Long. 135° 07.54’ E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 

Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Moji”. In event bad weather, recommended vessels 
proceed shelter as near as possible having due regard to safety, to 
Sekisaki pilot station. 
APPROACHES: Main approach channel (leading to raw material 
discharging berths and pipe loading berth). Depth 16 m. (52 ft. 6 in). 
Width 350 m. (1,148 ft.). Distance from quarantine anchorage to “A” 
berth, 9,500 m. 

Pilot undertakes berthing vessels at “A”, “B”, “M" or “L” berths, with 
draft up to 16 m. Vessels drawing over 15.5 m. may berth at high tide. 

Branch channel (leading to loading berths except pipe berth). Depth 
11m. (36 ft.). Width 300m. (984 ft.). Distance from quarantine 
anchorage to Export berth No. 1: 11,500 m. 

ANCHORAGES: Quarantine anchorage position: Lat. 34° 22.5’ N. and 
Long. 133° 26.3’ E., an area of 750 m. radius. 
RESTRICTIONS: Inland Sea (Setonaikai): 

1. Akashi Strait and Bisan Seto: All vessels, over 200 m. LOA shall 
navigate on Bisan Seto in daytime only and also vessels over 250 m. 
LOA have to have an escort boat when navigating on Akashi Strait and 
Bisan Seto respectively in accordance with the Maritime Regulations. 
Permissible draft on arrival 16 m., but 12 m. on departure. 

2. Kurushima Strait: The vessels, over LOA 200 m. shall navigate on 
Kurushima Strait at slack water in daylight and vessels over LOA 250 m. 
and up to 300m. have to have an escort boat when navigating on 
Kurushima Strait. 

The draft restrictions are as follows: The permissible draft for LOA 
from 200 m. up to 250 m. shall be less than 13 m. and LOA from 250 m. 
up to 300 m. shall be less than 11 m. 

Escort Boat: 2 escort boats with VHF available. Max. speed 24 knots, 
cruising speed 18 knots. 


MAX. SIZE: 

Berth Max. LOA Max. draft 

(m.) (m.) 

cA 305 16.0 

1B" 285 16.0 

“PF” 180 11.0 

TE’ 210 13.0 

the 350 16.0 


Also see “Berthing”’. 


HEALTH: Radio Pratique available. At first port of call in Japan, vessel 
must obtain Free Pratique. Quarantine Officers will attend vessel only 
from daylight to sunset and Master to show all Vaccination Cards and 
Derat Exemption Certificate. In case vessel arrives from cholera- 
infected area within 10 days, Master must advise crew and passengers’ 
health condition to respective Quarantine Office through ship's Agent 
prior to arrival and close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound, to 
contact Nagasaki Radio respectively. 

VHF: “Fukuyama Port Radio” on Channel 16 (0600 — 2000 hrs.). 
TUGS: 5 tugs (3,200 h.p.) available in the Fukuyama Harbour. Additional 
tugs are available from other Inland Sea terminals. 


BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. Berthing/unberthing not carried out 
during hours of darkness. 

Nippon Kokan K.K. — Fukuyama Works. Private Berths. 

Raw Material Berths (Discharging Berths). 


Length 
and Max. size 
depth of vessels 
in acceptable Cargoes 
Berth metres in d.w.t. discharged Remarks 
ole 315 200,000 Coal and 2 gantry cranes each with 
17.3 Ore 1,500 t.p.h. discharging capacity. 
Average discharging rate per hour: 
“M" 250 200,000 Coal and Iron Ore 1,200 tons with 1 crane. 
17.0 Ore Coal 800 tons with 1 crane. 
rain 300 150,000 Coal and 4 gantry cranes (available for both 
17 Ore “A” and “B" berths) each with 
1,500 t.p.h. discharging capacity. 
Average discharging rate per hour: 
B 280 100,000 Coal and Iron Ore 950 tons with 1 crane. 
16 Ore Coal 700 tons with 1 crane. Normally 
2 cranes are used for a vessel 
|= 210 75,000 Mainly Coal 2 gantry cranes each with 750 t.p.h. 
14 discharging capacity. 
Average discharging rate: 
Coal 600 t.p.h. with 1 crane. 
F 180 20,000 Mainly Coal 2 level-luffing cranes each with 
11 for coastal 300 t.p.h. discharging capacity. 
vessels Average discharging rate: 
Coal 500 t.p.h. with 2 cranes. 
&s* 249.5 35,000 Pig Iron and 3 level-lutfing cranes each with 
12(max.draft) Scrap for 15 tons lift capacity. 
discharging Average discharging rate per hour: 
and loading Pig Iron 350 tons with 3 cranes. 


Scrap 300 tons with 3 cranes. 
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Steel Product Loading Berths 
Berth 


Name No. Length Depth Capacity Cranes Remarks 
(m.) (m.) (d.w.t.) (tonnes) 
Dom 1-2 200 5 2,000 1x40, 1250 (Derrick) Construction 
estic 3-8 600 5 2,000 } 1x20, 3x30 (LLC) Cargo 
9-13 550 6-7 1,500 — 3,000 3x20, 130 (Gantry) 
22-24 300 7 3,000 128 (Gantry) 
Ex- 1 234 11 20,000 | 530 (LLC) 
port 2 230 13 35,000 120 (Gantry) 
3 146 13 35,000 
4 250 13 35,000 } 1x20, 1x30 (Gantry) 
5 130 13 35,000 2x40 (LLC) 
Pipe I 399 11.5 35,000 1x20, 1x50 (Gantry) Pipe 
Slag 1 181 F 5,000 1600 tonnes/p.h. Slag 


(Ship Loader) 
STEVEDORES: Stevedores available at all times for loading steel 
products and discharging raw materials. 

For a berth term contract on loading, at least 24 hours’ prior notice 
excluding Sundays and holidays required in order for Agent to arrange 
stevedores. Vessel must constantly keep her Agent advised of ETA. 

If stevedores cannot commence loading at time notified by the Agents, 
the orderers must pay for waiting time. Discharging for all raw materials 
is on “Free In/Out” basis. Therefore, stevedorage is to receivers 
account. Loading/unloading is carried out by shore cranes. Ship's gear 
is not used. 

MEDICAL: No advance notice required except on Sundays, holidays 
and in an emergency. 

DENSITY: Summer 1016 — 1022. Winter 1025. The density not much 
affected by tide, which is maximum 3.84 m. 

FRESH WATER: Available at any berth. Supply capacity about 11 t.p.h. 
Water barge also available, capacity 150 tons. 

FUEL: Bunkers by lighter from Kobe, Mizushima, Tokuyama or Moji 
area. Advance notice required. 

CONSULS: None. 

REPAIRS: Only minor repairs. 

DRY DOCK: None. Available at Innoshima or Mukayima and Tsuneishi. 
GANGWAY/DECK WATCHMEN: Not: specially required unless 
valuable cargo on board. Steel Mill's guard are on watch at all gates. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches for loading steel products. Charge is assessed 
according to tariff. Recommend request stevedores for this work unless 
crew can complete it before berthing. For discharging raw materials 
ppeninaiciosing hatches must be carried out by ship’s crew before 
berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor, 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Nearest airport is Okayama (70 km.), but Tokyo and/or 
Osaka are preferable due to convenience of traffic. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Report to Guardmen's office located at 
Middle Gate of Nippon Kokan. 

TELEPHONES: No arrangements for placing telephone on board. 
Private telephones connecting with offices in the compound of the 
Fukuyama Works are placed at each of the raw material berths. 

For vessels alongside export berths, private telephone available at 

foremen's office located on berth. 

SERVICES: Hold cleaning. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
15 days. 

GENERAL: Fukuyama is a local and new port, developed along with 
the expansion of Nippon Kokan, Fukuyama Steel Works. 

Ship repairs (except small ones) for machinery, radio, radar, etc., are 
all arranged by firms located in Tokyo, Osaka and Kobe. 
AUTHORITY: Fukuyama Public Works Office, 286-2 Miyoshi-Cho, 
Fukuyama City, Hiroshima Pref. Te/: (0849) 21-1311. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo, Nissan Senpaku 
Ltd., Port Bldg., 1, Kokan-cho, Fukuyama-shi, Hiroshima-ken. Cable 
address: Nissan Fukuyama. Domestic Telex: 6436-11; 6436-12 Nissan 
J. Tel: Fukuyama (0849) 41-0535. 


FUSHIKI: 36.49 N. 137.03 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

6 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 2 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 


928 


\ ail 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan, 


PILOTAGE: Pilot available any time during daylight. Not COMPUlsey, 
No telegraphic address of pilot station, therefore, direct advice to locg 
Agent always required. Pilot meets vessels 029°, 2 miles off leading 
light, thence takes vessel to Quarantine Anchorage ground. Due to 
fish-nets on both sides of fairway if requiring to come into Quarany 
Anchorage without taking Pilot, necessary to advise Agent in advang, 
In case of bad weather and need to await outside port, recom 
cruising in Toyama Bay until sea abates. Bay area too deep to anche 
and also danger of fish-nets. When approaching position for Pilot, 
exact ETA to Agent by using Niigata Radio and/or VHF to Fushy 
Harbour Master. Small wooden pilot boat painted yellow. No Particus 
light or sound signals required. 
ANCHORAGE: Safe at all seasons with depth from 8 m. to 11 m, Sax 
and clay bottom. Roem at anchorage for at least 6 vessels over 5.00 
gross tons. 
RESTRICTIONS: Pilot not available during darkness. No restrictions 
tide, because small tide in all seasons. If draft over port limitation, vess 
enters port after making adjustment by lightening in Outer Harbour 
MAX. SIZE: Length 180 m., draft 31 ft. in Summer and 30 ft. in Winte 
However, depth of port not always definite, being a river port ay 
dredging operations always carried out to keep depth all year roun, 
Tidal range is maximum 0.45 m. Dredging to 10.0 m. depth undenwa, 
HEALTH: Radio Agent for Free Pratique not less than 12 hours andny 
more than 36 hours before arrival, advising full details of vessel ay 
health conditions on board. When Free Pratique is granted by rade 
vessel will be required to submit the following documents to Quarantix: 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspects: 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case, of infectioy 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemptie 
Certificate. 
RADIO: (Also see ‘'Pilotage’’.) Recommended Master communicate: 
with Agent through Choshi Radio or Nagasaki Radio which cover d 
ports in Japan. If specifically Westbound vessel, to contact Choshi, ant 
Northbound to contact Nagasaki Radio respectively. 
TUGS: Tugs normally join vessel at port entrance, but sometimes ¢ 
Outer Harbour for large vessels. Narita-Maru (2,060 h.p.) and Nihonke 
Maru (1,800 h.p.) provide lines, free of charge and Raicho-Maru (78 
h.p.) uses ship's line. Used only when Pilot on board. 
BERTHING: No specific requirements. Pilot boarding time will be notifiet 
by ship’s Agents mainly by radio. 

Berth 


Length Capacity Cranes 
(m.) (g.t.) 
Left No. 1 Wharf 160 10,000 | 2x5T 
Left No. 2 Wharf 150 10,000 
Left No. 3 Wharf 185 10,000 
Left No. 4 Wharf 185 10,000 
Left No. 5 Wharf 90 1,000 
Right No. 1 Wharf 220 23,500 1x5T 
Right No. 2 Wharf 220 23,500 
Right No. 3 Wharf 185 15,000 1x8T 
Right No. 4 Wharf 175 10,000 
Right No. 5 Wharf 130 5,000 


Note: Depth becomes shallow with every rainfall. Therefor 
recommended to contact the port authorities prior to vessel's ca 
See “Max. Size”. 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays a 
holidays required in order for Agent to arrange stevedores. Vessel mus 
constantly keep her Agent advised of ETA. If stevedores can 
commence loading/unloading at time notified by the Agents, the orders 
must pay for waiting time. If cargo gear not rigged on bering 
stevedores will do same for ship's crew at additional cost. Overim 
surcharges 1700 — 1900 hrs. 50% additional of basic stevedorage; 21 
— 0500 hrs. next morning 130% additional; Sundays/holidays 6° 
additional. 

MEDICAL: No advance notice required unless urgent. 

DENSITY: Average density between 1015 and 1019 in all seasons 
FRESH WATER: Available, from left Wharf No. 1, 2 and 3, avert 
45 t.p.h. In other berths, to be supplied by barge, average 50 t.p.h 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, |se 5% 
Osaka Bay and Kanmon Port. Bunkers will be lightered from the neal 
bunker port at maximum 7 days’ prior notice. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

DRY DOCKS: No dry docks. Nearest available in Toyama. 
GANGWAY/DECK WATCHMEN: Not specially required une 
passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening 
closing hatches. Cost per hour per gang depending on type of cargo® 
If any time lost by ship's crew doing this work, stevedores charge #¥ 
for waiting. Recommend request stevedores for this work unless 0 
can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector S% 
registered gross and nett tonnages. Valid Cargo Gear Certifica® 
sometimes required by stevedores when cargo gear's maint 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take 2s" 
but no spirits. i 
REPATRIATION: Possible. 

AIRPORT: Toyama Airport about 35 km. distance. 2 regular servic’ 
day. ANA only. 

TIME: GMT plus 9 hours. No alterations made to clocks during y® 
HOLIDAYS: 1st May and New Year's Day. 
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qucE/AMBULANCE/FIRE: Police, Fushiki Police Station, Takaoka 
§) 44-1500; Ambulance, Fushiki Fire Station, Takaoka (0766) 44- 
2 or 119; Fire, Fushiki Fire Station, Takaoka (0766) 44-1122. 
PHONES: No facilities for placing telephones on board. 
| VICES: Hold cleaning available. 
| gORE LEAVE: Loca! Immigration Offices issue shore pass valid for 
jjdays, but 3 days extension possible if ship stays longer. 
LOPMENTS: Right No. 4 Wharf reconstructed, now 175 m. long, 
“= deep, also Right No. 5 Wharf, 130 m. long, 7 m. deep. Left No. 1 
seunder reconstruction, when completed will be 185 m. length, 10 m. 
git. Left No. 2 Pier to be reconstructed and completed to same size 
No. 1. 
HORITY: Fushiki Port Administration Office, 5-15, Fushiki Minato- 
| ahi, Takaoka City, Toyama Pref. Te/: (0766) 44-0277. 


ENT: Sub-agents of Dodwell & Co. Ltd., Toyko. Fushiki Kairiku Unso 
» Utd. 6-6, Fushiki-Minato-machi, Takaoka-shi, Toyama-Ken. Tel: 
se@oxa (0766) 44-130019. Telegraphic address ‘“Fushikikairiku 
agnki’. Telex: 05155-571/572. 


ACHINOHE: 40.33 N. 141.33 E. 


CUMENTS: 

Crew Lists including Passport Numbers. 

4Passenger Lists. 

{ Store List. 

‘Declaration of Crew's Baggage (only first port of call in Japan). 

‘Maritime Declaration of Health (for Quarantine on specific form). 

‘Vaccination List of Crew (for Quarantine). 

Ship's Register and Port Clearance from previous port (Presentation 
»\). Ship's Agent will prepare Inward/Outward Declaration, Cargo 
untest for discharge and Cargo Manifest in transit using specific forms. 
MLOTAGE: Not compulsory but arrangeable at Master's request. Pilot 
sgenerally arranged by Agent if Master requires, and vessel has to 
“ym Agent ETA at latest 24 hours before arrival. Pilot comes on board 
on tug which flies flag “H'". Tug has no facility to communicate with 
eel, therefore vessel must constantly keep in close communication 
eh Agent in order to advise Pilot. 

When vessel approaches Hachinohe, VHF (Channel 16) belonging to 
“sour Master is available for communication with Agent and Pilot. 
Plot boards at vicinity of Quarantine Anchorage (Lat. 40° 33’ N., Long. 
4° 33' E.). Pilot operates from 0630 hrs. till sunset. 

NCHORAGES: Open sea anchorage with a sandy bottom. Depth of 
wer 12m. -— 16m. 

%ESTRICTIONS: Pilot arrangeable only in daytime for entry. 

WAX. SIZE: See “Berthing’”. 

4ALTH: At first port of call in Japan, vessel should obtain Free 
‘aque, thus unnecessary further Pratique procedure at another port 
‘Japan. 

Quarantine Inspector boards vessel on arrival at Quarantine 
‘ehorage (005.5°, 2,790 m. from Northern Breakwater Light) but 
weasionally boards upon berthing unless berth congested. 

Master should submit to the Inspector the Maritime Declaration of 
od Vaccination List of crew, Vaccination Cards and Derat Exemption 
‘ettficate. 
incase of vessel coming from an infected area, Master to report health 
‘ndition of crew and passengers, number of crew and whether supplied 
many provisions or water, also names of crew or passenger landed 
rere. 
there is sick person on board, Master to report to quarantine office 
te liness condition in detail through ship's Agent thereafter Master 
vould obey instructions of quarantine office. 

‘A010: Masters’ telegrams from Westbound vessel via Choshi Radio 
“0 Northbound vessel via Nagasaki Radio are passed on to Agents. 
al sign: Choshi Radio JCS, JCT, JCU and JDC 

Nagasaki Radio JOS, JOT, JOU and JDB. 
(HF: VHF available but it belongs to Harbour Master (Channel 16). If 
‘emergency in effect, Harbour Master will pass simple messages to 
*ol, Quarantine or tugs. 
*ADAR: No shore radar service however harbour tug-boat is equipped. 
ety tug-boat has been used by Quarantine and Pilot in foggy 
eason. 
‘es: Pilot boards from tug-boat in vicinity of Quarantine Anchorage 
“descorts the vessel to inner harbour. Tug-boats always supply tug 

"free of charge. 

XERTHING: In addition to berths mentioned below there are facilities 
lesser depths for small vessels. 
‘lic Wharves: Controlled by Aomori Pref. 


(See Plan) 


Name Depth of Cargo 

Whart/Pier Capacity Water Length Handled 
, (DWT) (m.) (m.) 
“ataro No. 1 41,000.,.—5.0 75.8 Building materials 
“ataro No. 2 1,000 -—5.0 70.0 Building materials 
“lara A 5,000 -7.5 130.0 Steel 
“Haro B 5,000 -7.5 130.0 Steel 
“ataro C 15,000 -—10.0 185.0 Ore, scrap 
taro D 50,000 -—13.0 270.0 Ore 
Maro E 50,000 —13.0 270.0 Ore 
‘ailaro F 15,000 -—10.0 185.0 Ore, pulp timber 
“ataro G 15,000 -10.0 185.0 Ore, pulp timber 
“Btlaro No. 3 700 -—4.5 60.0 Building materials 
a No. 4 700 -4.5 70.0 Building materials 
taro No. 5 700 —4.5 60.0 Building materials 
“aro No. 6 700 —4.5 60.0 Building materials 
“laro No. 7 700” ~—4:5 60.0 Building materials 
ra No. 8 2,000 -5.5 100.0 General cargo 
lane No. 9 2,000 -—5.5 90.0 General cargo 
_ No.10 700 -—4.5 60.0 General cargo 
‘ae N 5,000 -—7.5 130.0 General cargo, steel 

Haro O 5,000 -—7.5 130.0 Steel, general cargo 


_— 


JAPAN 


Name Depth of Cargo 
Wharf/Pier Capacity Water Length Handled 
(DWT) = (m.) (m.) 
Kawaragi No. 1 3,000 -65 116.5 Feed, steel 
Kawaragi No. 2 3,000 -—65 115.4 Steel, general cargo 


Kawaragi No.2 Pier 5,000 ~—-7.5 44.7 Petroleum products, 
fuel oil 
Kawaragi No.3 Pier 5,000 -7.5 44.7 Petroleum products, 
fuel oil 
Kawaragi No. 4 Pier 5,000! Ps<76 37.0 Petroleum products, 
fuel oil 
Kawaragi No. 5 Pier 5,000". "—7:5: 37.0 Petroleum products, 
fuel oil 
Kawaragi No. 6 Pier §,000* 7.5 26.0 Propane, butane gas 
Shirogane A 10,000 -9.0 165.7 Feed, cement 
Shirogane B 15,000 -—10.0 180.0 Pulp timber, ore 
Shirogane C 5,000 -—7.5 115.7 Cement, fish oil 
Shirogane No. 1 2,000 -—6.0 92.9 
Shirogane No. 2 3,000 -65 132.5 Building stone 
Shirogane No. 3 1,000 -5.0 140.0 Ore 
Shirogane No. 4 1,000 -5.0 140.2 Ore 
L.S.T. Dolphin 2,000)'* =5:0 8.0 
Private Wharves: 
Cargo 
Name Capacity Depth Length Handled Operator 
(DWT) (m.) (m.) 
Mitsubishi Paper Mills 15,000 ~10.0 190.0 Chipboard, paper Mitsubishi Paper 
Wharf Mills Co. 
Mitsubishi Paper Mills 30,000 ~12.0 202.0 Chipboard, paper Mitsubishi Paper 
Pier Mills Co. 
Maritime Self-Defence 1,000 —5.0 67.3 (Rescue ship) Defence 
Force Facilities 
Administration 
Agency 
Hachinohe Refinery Wharf 1,000 She 64.5 Sulphuric acid Hachinohe 
Refinery Co. 
Ferries 5,000 —7.5 165.0 Ferries only Aomori 
(G/T) Prefecture Ferry 
Quay 
Corporation 
Tohoku Grain Terminal 50,000 —13.0 311.0 Feed Tohoku Grain 
Pier Terminal Co. 
Tohoku Grain Terminal 2,000 -5.5 (311.0) Feed Tohoku Grain 
Pier Terminal Co. 
Taiheiyo Kinzoku (Pacific 3,000 ~6.5 355.0 Coal, ore Taiheyo Kinzoku 
Metals) Wharf Co. 
Taiheiyo Kinzoku (Pacific 3,000 6.5 100.0 Coal, ore Taiheyo Kinzoku 
Metals) Wharf Co. 
Hachinohe Thermo- 3,000 6.5 200.6 Crude petroleum, Tohoku Electric 
electric Power Station coal Power Co. 
Wharf 
Nippon Sekiyu (Nippon 3,000 -6.5 150.0 Petroleum Nippon Sekiyu 
Oil) Wharf products Co. 
Tozai (East-West) Oil 3,000 -6.5 70.0 Petroleum Tozai Oil 
Wharf (C zone) products Terminal Co. 
Esso Whart 3,000 -6.5 74.0 Petroleum Esso Standard 
products Oil Co. 
Maritime Self-Defence 1,000 6:5 50.0 Petroleum Defence 
Force Wharf products Facilities 
Administration 
Agency 
U.S. Military Fuel only 1,000 -6.5 70.0 Petroleum U.S. Navy in 
products Japan 
Shell Whart 3,000 6.5 74.0 Petroleum Shell Oil Co. 
products 
Idemitsu Dolphin 3,000 6.5 20.0 Petroleum Idemitsu Kosan 
products 0. 
Kyodo Oil/Mobil Oil Wharf 2,000 6.5 23.0 Petroleum Kyodo Oil Co. 
products Mobil Oil Co. 
Tozai Oil (B zone) Wharf 2,000 -6.5 20.0 Petroleum Tozai Oil 
products Terminal Co. 
All-Japan Federation of 500 4.0 7.5 Petroleum All-Japan 
Fishing Cooperatives products Federation of 
Whart Fishing 
Cooperatives 
Tohoku Port Service 5,000 =—hS 40.75 Petroleum Tohoku Port 
Whart products Service Co. 
Koshuha (High 3,000 6.5 100.0 Coal, coke Koshuha Chuzo 
Frequency) Wharf (High Frequency 
Casting) Co. 
Cooperative Feed Wharf 700 —4.5 60.5 Feed Kita—~Tohoku 
Cooperative 
Feed Co. 
Co-op Chemical Wharf 2,000 -6.5 137.0 Fertilizer Co-op Chemical 
Co. 
Sumitomo Metal Mining 20,000 ~-11.0 285.0 Limestone, Sumitomo Metal 
Whart cement Mining Co. 
CRANES 
Capacity 
(in case of 
Name Zinc Max. 
of berth Crane Nos. concentrates) height 
Hattaro B-berth 
Hattaro G-benh | Unloaders 2 Each315K/T perhr. 14m. 
Hattaro E-berth Unloader 1 630 K/T per hr. 19m. 


Hattaro F-berth | Mobile 
Hattaro G-berth tower cranes 

No heavy-lift facilities. 
STEVEDORES: Stevedores arranged upon receiving Master's ETA 
information. 


2 Each 100K/T perhr. 6m. 


Rate of works 


Main Cargo (average) 

Nickel Ore 6,000 K/T per day Discharging 
ch | Concentrates 3,000 K/T “ 

Logs 2,100 CM ba 
Woodchips 10,000 K/T (24 hrs. work) 


Canned goods 230 K/T Loading 
MEDICAL: 3 General Hospitals and Medical Specialists available. 
No advance notice required unless urgent. 
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TANKERS: See “Berthing”. 

DENSITY: About 1025. 

FRESH WATER: Available from wharf and water barge. 50 t.p.h. by 
eae and 40 t.p.h. from wharf. 

FUEL: All grades of domestic oil obtainable by oil barge. Bonded oil 
being brought from Yokohama, Chiba, Kashima, Sendai and Tomakomai 
with sufficient notice beforehand. 

CONSULS: None. 

REPAIRS: Minor repairs possible. 

DRY DOCKS: Only for small vessels in 1,000/2,000 tons G.T. class, 
2 dry-docks and other floating dock. 

SURVEYORS: No Classification Society at this port except Marine 
Surveyor “Nippon Kaiji Kentei Kyokai” licensed by the Japanese 
Government. Surveyors of NK, Lloyd’s, ABS and NV normally come 
from Hakodate, Tokyo or Yokohama. 

GANGWAY/DECK WATCHMEN: Available but not compulsory. 
OPENING/CLOSING HATCHES: Ship's option. 

CUSTOMS ALLOWANCES: Customs allow 200 cigarettes and 1 bottle 
of spirits. 

CARGO GEAR: See “Cranes”. 

REPATRIATION: All facilities available for crew changes. 

AIRPORT: Misawa Airport, distance Hachinohe/Misawa about 50 km. 
TIME: GMT plus 9 hours. 

HOLIDAYS: Official holidays; New Year's Day (1st Jan.), Adults’ Day 
(15th Jan.), Foundation Day (11th Feb.), Vernal Equinox Day (21st Mar.), 
Emperor's Birthday (29th Apr.), Constitution Memorial Day (3rd May), 
Children Day (5th May), Respect-for-the-Aged Day (15th Sept.), 
Autumnal Equinox Day (23rd Sept.), Health & Sports Day (10th Oct.), 
Culture Day (3rd Nov.) and Thanksgiving Day (23rd Nov.). 

Work can be arranged on above days except New Years’ Day but 
can not arrange 2nd & 3rd Jan., May Day (1st May), Hachinohe Festival 
(21st Aug.), Stevedores Year End Holiday (31st Dec.) and 1st, 3rd and 
4th Sunday of every month. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance and Fire 119. 
TELEPHONES: It is not possible to place telephones on board. 
SERVICES: Marine Survey, Tally, Hold Cleaning (Cargo vessels), 
Notary Public. 

SHORE LEAVE: Immigration issue shore-passes for ship's stay if crew 
have valid Passport or Seaman's Book (Valid 3 days, with possible 
extension). 

IDENTIFICATION CARDS: Not required. 

REGULATIONS: Vessel may sail anytime. 

DELAYS: No delay normally but sometimes due to congestion of a 
specific berth. 

DEVELOPMENTS: Fairway in Hattaro Area including Hattaro E-Berth 
will be dredged to — 13 m. in future and Hattaro D-Berth to be constructed 
together with large shore-crane, also Hattaro Pier No. 2 is being planned 
and will be constructed in the vicinity of Hattaro F&G- Berth. Moreover 
two long breakwaters will be constructed outside the harbour, however 
this is presently under negotiation with Fishermen's union in respect of 
fishery. (Length of Breakwater 3,700 m.). 


SHIPMASTER’S REPORT: 1975 

Pilotage: Compulsory. The Quarantine Anchorage is position Lat. 
40° 32.9’ N., Long. 131° 32.7’ E., bounded by a circle radius 2.5 cables. 
In view of the considerable new development vessels should obiain 
Japanese chart No. 65 if possible. Vessels navigating on B.A. charts 
can be met by Pilot at a position 2 miles North of Same Kaku Lighthouse, 
by prior arrangement. 

Restrictions: Vessels may sail any time. 

Max. Size: Draft 9.5 m. LOA 170 m. breadth no restriction (June 1975). 
Health: Radio Pratique can be obtained by all vessels holding valid 
Japanese Sanitary Inspection Certificate. (This rule applies to all 
Japanese Ports). 

Tugs: A number of tugs are available. 

Berthing: A number of new berths are now available. Dredging is in 
progress and available drafts can be expected to increase. 

Airport: Two flights per day. 

Developments: Reclamation, expansion, dredging etc., in progress. 


AUTHORITY: Hachinohe Port Administration Office, 1 — 131 Kitanuma, 
Kawaragi, Hachinhoe City, Aomori Pref., Japan. Te/: (0178) 28-2105. 
Contact: General Manager. 


AGENT: Narasaki Sangyo Co., Ltd., Hachinohe Branch, 10-4, Aza 
Kaigan, Oaza Kawaragi, Hachinohe-shi, Aomori-ken. Cable Address: 
Narasaki Hachinohe. Telex: 0822960 Nara J. Tel: (0178) 20-1651. 


HAKATA: 33.36 N. 130.24 E. 


DOCUMENTS: 
Customs: When vessel arrives direct from foreign port, Customs Officials 
will board vessel for search. The following documents are to be 
submitted. 
Crew List, Passenger List, Store List, Manifest of Crew Personal 
Effects (must be signed by individual crew member), Arms and 
Ammunition List, Narcotics List, List of Ports of Call on Current 
Voyage, Discharging Cargo Manifest, Through Cargo Manifest, 
Declaration Inward/Outward (Form No. C2000). 
The following will be checked on board: 
Ship's Registry, Last Port Clearance. 


(See Plan) 
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When vessel comes from Japanese port, Customs Officials wi 
attend on board, except special case. The Master or Agents are to 
at Customs House for entry formalities with the following docum 

Discharging Cargo Manifest, Through Cargo 
Declaration Inward/Outward, Ship's Registry, Last Py 
Clearance, Documents entrusted with the Master at previous». 

On vessel's departure, a clearance is issued by Customs, ah 
confirming payment of tonnage dues. 

Immigration: |mmigration Officials board vessel on her arrival in pop, 
examine passports, discharge books and/or other equivalent tree 
documents and provide a 72-hour landing pass for crew members » 
passengers. 1 copy each of Crew List and Passenger List are r; 

by them. Providing vessel's Agents with a Crew List beforehand wa, 
a great help in expeaiting immigration business on vessel's arrival. Wr 
vessel stays in port more than 72 hours, the landing passes wil 5 
extended every 72 hours on application. 

In the event that crew members, without entry visas, are to be lang 
for repatriation or transfer, Immigration will not permit their landing unje: 
passage, by either sea or air, ensuring the prompt departure from Japs 
(within 72 hours) of these men have been booked, or unless the vesss 
to which they are to be transferred, arrive in Japan within 5 days. 
PILOTAGE: Not compulsory, but necessary unless Master y 
acquainted with locality. Pilot embarks at Quarantine Anchoray 
position Lat. 33° 38’ N., Long. 130° 19’ 30” E. Request for Pilot ma 
through ship's Agent, Master reporting ship's ETA by radio giv 
accurate time of arrival at least 24 hours prior arrival, also » 
subsequent change. Pilot on VHF Channel 16, 11 and 12. In the eye 
of rough sea, harbour tug-boat will be used. 

Shipmaster’s Report: 1982 

The Hakata Pilot is available on request off Genkai Island (l: 

33° 42’ N., Long. 130° 15.5’ E.). 


ANCHORAGE: No anchorage in port. 

RESTRICTIONS: No restrictions if vessel in Free Pratique and dratt le: 

than 10 m. No tide. 

MAX. SIZE: No restrictions of length, breadth. Draft 11.10 m. 

HEALTH: ; 

(a) Quarantine Station: Sea area surrounded by the following lines 
1. The line connecting between the top of the Nokono-Shima a 

point “A” which is located on the sea in the direction of 90° x 
at the distance of 2,540 m. from the top of the Nokono-Shir: 
(The parallel of 33° 38’ 00” N.) 

2. The line connecting between point ‘A’ and point “B” which 
located on the sea in the direction of 000° and at the distances 
1,750m. from point “A”. (The Longitudinal line : 
130° 20’ 00" E.). 

3. The line drawn towards the Nokono-Shima in the direction of 27 
from point “B”. (The parallel of 33° 37’ 06” N.). 

4. The coast line of the Nokono-Shima. 

The centre of the Quarantine Anchorage: Lat. 33° 37’ 30) 
Long. 130° 19’ 30" E. 

(b) Quarantine service is rendered from sunrise to 1 hour before suns: 

(c) “Q” flag should be hoisted until Free Pratique is granted. 

(d) When vessel arrives from plague infected or suspected area wit 
10 days after she left such place, a 24-hour special quarantine 
required. All sanitary scuppers must be closed and garbage ® 
thrown overboard after vessel reaches 60 miles off inland sea areé 

(e) Radio Pratique is applicable. 

RADIO: Recommended Master communicates with Agent throw 

Choshi Radio or Nagasaki Radio which cover all ports in Japan 

specifically Westbound vessel, to contact Choshi and Northboun¢! 

contact Nagasaki Radio respectively. 

VHF: Hakata Port Radio on Channels 11, 12, and 16. Power 50 We 

24 hour operation. 

TUGS: 22,400 h.p. and 12,600 h.p. 

BERTHING: No specific requirements. Pilot boarding time will be not 

by ship's Agent mainly by radio. 

Wharf 


Length Depth 
(m.) (m.) 
Central Pier 556 —10 
166 =e 
390 - 75 
Suzaki Pier 553 =11 
390 = 75 
Hakozaki Pier 480 —12 
370 —10 
910 — 7.5 
CARGO HANDLING FACILITIES: 
Pneumatic Unloaders: 
No. Capacity Location 
4 400 t.p.h. Suzaki Pier 
each 
1 400 t.p.h. Hakozaki Pier 
Gantry Crane: 
No. Capacity Location 
1 3 tons Hakozaki Pier 
Average performance of loading/unloading: 
Discharging: Grain in Bulk 400 t.p.h. by convey 
50 t.p.h by winch 
Crude rubber 30 t.p.h 
Sugar in bulk 50 t.p.h 
Lumber 30/35 t.p.h 
Frozen Horse Meat 20/25 t.p.h. 
Containers 25/30 Containers 
per hour 
Loading: Fertilisers in bulk 60 t.p.h. 
Tyres & tubes 60/65 Ms/tons 


wn silos: 


Capacity tons Location Owners 
53,000 Suzaki Pier Genkai Silo 
69,000 Suzaki Pier Hakata-ko Silo 
20,000 Suzaki Pier Hatsumura Silo 
35,000 Suzaki Pier Kamigumi Silo 
25,000 Suzaki Pier Ishibashi Silo 
13,000 Suzaki Pier Fuso Silo 
10,000 Suzaki Pier Taiyo Seifun 


40,000 Hakozaki Pier Kamigumi Silo 
EDORES: At least 24 hours’ prior notice excluding Sundays and 
days required in order for Agent to arrange stevedores. Vessel must 
epsiantly keep her Agent advised of ETA. If stevedores cannot 


| smmence loading/unloading at time notified by the Agent, the orderers 
| ast pay for waiting time. If cargo gear not rigged on berthing, 


sevedores will do same for ship's crew. Normal working hours: 0800 to 

700 hrs 

te work is possible by applying to Customs at the following fees: 

: 0000-0500 hrs. 350 Yen per hour 
0500-0830 hrs. 
1700—2200 hrs. and 
Sundays and Holidays J 
2200—2400 hrs. 350 Yen per hour 

No work can be arranged for on 31st December to 3rd January. 

WEDICAL: No advance notice required unless urgent. 


300 Yen per hour 


"DENSITY: About 1024. 


FRESH WATER: No water barge available. Hydrants: at Central, 
wkozaki and Suzaki Pier. Rate of delivery: 30 t.p.h. 

FUEL: Bonded bunker oil is not available at this port, but is to be lightered 
tom other port. An adequate notice should be given to the suppliers in 
yder to avoid delay in replenishment. The rate of delivery from oil barge 
$80 - 100 t.p.h. 


Suppliers Installation Required notice 
Spell Sekiyu K.K. Shimonoseki 2 days 
£350 Oil Co. Shimonoseki [did set 
Sakai ape te! 
obi! Oil Co. Kokura/Moji eae 
Oita re dee ho 
Caltex Oil Co. Shimonoseki deci 
Kudamatsu i ibs a 
Wisubishi Shoji Shimonoseki oe 
Iwakuni is 
Kanokawa Shag 
0. Itoh & Co., Ltd. Matsuyama Ci a 
Mizushima LS 
Nissho Co. Shimonoseki 2 
Matsuyama 4 
Wtsui & Co., Ltd. Oita 3 
Nippon Mining Co. Mizushima 4 
fanematsu Gosho Kokura 2 
Tokuyama 3 
demitsu & Co., 
Warubeni lida Co. 
Sumitomo Shoji Tokuyama x 


oe PRECAUTIONS: Modern chemical fire service boat ‘“Hiryu Maru” 

tons). 

CONSULS: 

Hon. British Consulate, Kitakyushu Tel: 093-331-1311 

American Consulate General, Fukuoka Tel: 092-751-9331 

Republic of China Consular Agency, Fukuoka Tel: 092-761-3458 
Republic of Korea Consulate General, Fukuoka Tel: 092-771-0461 

REPAIRS: Local workshop (fishing-boat repairs) available only for small 

‘airs, so Agent for ocean-going vessel in Hakata arranges repairs 

tom Moji or Tobata. 

0PENING/CLOSING HATCHES: Stevedores carry out opening and 

*osing hatches. Cost per hour per gang depending on type of cargoes. 

‘any time lost by ship's crew doing this work, stevedores charge ship 

‘Y Waiting. Recommend request stevedores for this work unless crew 

2n complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 

“gstered gross and nett tonnages. Valid Cargo Gear Certificates 

Sometimes required by stevedores when cargo gear’s maintenance 

pears to be poor. 

WSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
NO spirits. 

‘EPATRIATION: Possible. 

AIRPORT: Fukuoka Airport: Distance: about 20 minutes from Hakata 

*ot by car. JAL Domestic regular airline for Tokyo and Osaka. ANA 

“mestic regular airline for Tokyo, Osaka. Also, Cathay and JAL airlines 

* Taipei, Hong Kong 4 times a week. Korean and JAL airlines for Seoul 

‘d Pusan daily except Sunday. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 

*OLICE/AMBULANCE/FIRE: Police/Ambulance Tel: 110; Fire 119. 

TELEPHONES: May be placed on board if 7 days notice given. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 

9 days, but 7 days extension possible if ship stays longer, good for 

iiapanese port. 

AUTHORITY: Hakata Port and Harbour Bureau — Fukuoka, 13-13, 

**ki/0-Machi, Hakata-ku, Fukuoka-city, Japan. Tel: (092) 291-0561. 

'GENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Holme Ringer & Co. 

“S, Hamachi Building, 2nd Floor, 10-17 Kamiya-cho Hakata-ku, 

“ukuoka-shi Fukuoka-ken. Cable Address: “Ringer Fukuoka”. Telex: 

726496 Ringer J. Tel: (092) 271-1292/1260. 


JAPAN 


HAKODATE: 41.47 N. 140.42 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Not compulsory, but in practice is necessary. Pilots 
available 24 hours a day and vessels able enter and leave port day and 
night. Pilots board about 1.5 miles S.W. of Breakwater Lighthouse. Pilot 
boat is small boat carrying flag “H”. 

The limit of Hakodate Piloting District is the sea area surrounded by 
a line drawn from Obana Misaki to Kattoshi Misaki and the coastline. 
ANCHORAGES: Quarantine Anchorage outside breakwater and care 
should be taken not to foul fishing nets. Good anchorage inside 
breakwater at East side of Section 3 — depth 11 m. to 13 m. 
RESTRICTIONS: Quarantine and Customs business between 0800 and 
1700 hrs. only. 

MAX. SIZE: Tankers up to 75,000 d.w.t. at SBM. Max. draft 14.5 m. 
Max. LOA 260 m. 

Also see “Berthing”. 

HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health conditions on board. When Free Pratique is granted by radio, 
vessel will be required to submit the following documents to Quarantine 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infectious 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which covers all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: 1500 h.p., 2x800 h.p., 1x1,100 h.p., 12,000 h.p. and 
13,200 h.p. Tug line generally used. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agents mainly by radio. 


Permis- 
sible 
Berth Length Depth Draft Capacity 
; (m.) (m.) (m.) (gt) 
North Wharf (North Side) 130 7.0 6.5 3,500 
Central Wharf 
(North Side No. 1) 171 9.0 8.5 8,000 
(North Side No. 2) 165 9.0 8.5 8,000 
(South Side) 133 8.0 7.0 6,000 
Bandai Wharf (Front Side) 185 9.0 8.5 8,000 
(South Side) 130 rat 7.0 6,000 
No. 1 Buoy 9.0 8.0 8,000 
No. 2 Buoy 10.0 9.5 10,000 
No. 3 Buoy 10. 9.5 10,000 


CRANES: Hakodate Dock own 1 x 200 ton and 1 x50 ton floating crane. 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agents to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900 hrs. (50% additional of basic stevedorage) 2100 
— 0500 hrs. next morning (130% additional) Sundays/holidays (60% 
additional). 

MEDICAL: No advance notice required unless urgent. 

TANKERS: Single-Buoy Mooring: Asia Oil Company, sea berth suitable 
for up to 75,000 d.w.t. and max. draft 14.5 m. at Imodco Buoy. 
Position: Lat. 41° 48’ 08” N., Long. 140° 40’ 57” E. 

Soundings: At site 15.5 m. In approaches to site, more than 15.5 m. 
The approach to terminal is free from obstructions. 

There is one 20 in. crude line running 2,000 m. from shore to the 
buoy, and about 500 m. from shore line to the storage tanks. 
Mooring: There is no night mooring. Unmooring is carried out from 0600 
till 2400 hrs., and may be done by the Master of the ship without a Pilot. 

A mooring/unmooring gang is provided for by Agent. Two launches 
and one tug are in attendance at the mooring. One launch will keep the 
hose clear while the other handles the lines. The tug is standing by and 
only pushes against bow or near the stern to keep the head of the vessel 
in position whilst mooring. 

At least 6 good mooring lines are required, preferably each line to its 
own bollard. The lines are run single to the buoy. The position of the 
ship's bow from the buoy is about 40 m., when the distance from the 
buoy to ship's manifold is about 360 ft. 

When mooring, it is requested that the propeller is completely stopped 
or otherwise turned astern. 

Both bow anchors are to be hove well up in the hawse pipe and 
properly secured before reaching the buoy. Anchors are never to be 
used while on the buoy. They may foul the buoy’s mooring cables and 
pipe-line on the bottom if released. 
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Floating Hose: There is one set of 12 in. floating hose for the discharge 
of crude only. The floating hose is about 600 ft. long from the buoy's 
manifold. The last two lengths are floating in doughnut-shaped plastic 
floats. The end is marked with an unlit marker buoy. 

The hose connections are always made to the port manifold and are 
lifted with ship’s gear. The hose when full of cargo and equipment weighs 
over one and a half tons. Information is required of the distance from 
ship's bow to ship's manifold, and the distance from ship's side to ship's 
manifold prior to arrival. 

Standard flanges are used on the hose. OD 19 in. diameter of bolt- 

circle 17 in. with 12 bolt-holes size 0.875 in. 
Discharging: The discharging should be arranged in such a way as to 
be able to take sufficient ballast into ship's tanks, when about half way 
during discharge; to be able to get the ship's head down to prevent the 
vessel from veering too widely, and run over the hose near the buoy, 
in case of unfavourable conditions. 

Maximum allowed back pressure by shore is about 10 kg./sq.cm. 
During the discharge the main engine must not be immobilised as it may 
be used to keep the vessel clear of the buoy. 

Stand-by Men: While on the buoy, the vessel will be required to provide 
sleeping quarters for four men, this includes the foreman who will remain 
on board throughout the entire operation. It is requested that the 
discharge officer be provided with meals. The other men are supplied 
with food from shore. 

Discharge Rate: 1,800 k/I per hour. 

DENSITY: Average 1025. 

FRESH WATER: Available at piers ex-hydrants and by barge at 
anchorage. Supplier, Hakodate Municipal Office. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
and Kanmon Port. At all other ports bunkers will be lightered from the 
nearest bunker stock ports at maximum 7 days prior notice. 

Fuel supplies for Hakodate are generally lightered from Tokyo Bay 
area and delays can be caused by weather conditions. 

CONSULS: None. 

REPAIRS: Hakodate Dockyard Co., undertakes hull and engine repairs. 
DRY DOCKS: No. 1. Capacity 15,000 g.t., length 180 m., breadth 
22.45 m. depth 6 m. No. 2. Capacity 9,000 g.t., length 140 m., breadth 
8 m., depth 6 m. 

GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommended request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship’s Register to show Custom Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Distant 20 minutes by car. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: Arrangeable on board. 

SHORE LEAVE: Local Immigration Officers issue shore pass valid for 
only 3 days, but 3 days extension possible if ship stays longer. 
AUTHORITY: Port and Harbour Bureau, Hakodate City, 4-19 Suehiro- 
cho, Hakodate City, Hokkaido. Te/: (0138) 22-3101. 

AGENT: Sub-Agents of Dodwell & Co., Tokyo. Narasaki Sangyo Co., 
Ltd. c/o Kyoei Unyu Co., Ltd., No. 5-22, Kaigan-cho, Hakodate, 
Hokkaido. Cable address: “Funekyoei Hakodate”. Domestic Telex: 
09925-64. Tel: Hakodate (0138) 42-4121. 


required unless 


HIBIKINADA: 33.57 N. 130.50 E. (See Plan) 


LOCATION: The Port of Hibikinada is located in position Lat. 
33° 56.7’ N., Long. 130° 49.9’ E. and is only protected by a breakwater. 
It has no other shelter and is exposed to strong winds from the North. 
The strongest winds are from the NW and if accompanied by swell, 
causes a dangerous surge in the port. 
PILOTAGE: Kanmon Strait and Harbour Pilotage Association. 
Pilotage compulsory. Pilot boards inbound vessel at Mutsure: Lat. 
33° 58’ 30” N., Long. 130° 52’ 48” E. or at He Saki: Lat. 33° 56’ 24” N., 
Long. 131° 03' 12” E. 
ANCHORAGE: Coming from West: Mutsure Anchorage: 
33° 59.5’ N., Long. 130° 51.7’ E. Depth 23 m. 
Coming from East: He Saki Anchorage: Lat. 33°56’N., Long. 
131° 03’ E. Depth 12.5 m. 
If gale force winds blowing, it is possible with Coast Guard permission 
to shift to Mutsure Anchorage. 
RESTRICTIONS: Berthing and unberthing only during daylight hours. 
carteng undertaken at slack water only. Unberthing at any stage of the 
tide. 
Vessels are permitted to transit Shimonoseki with a max. draft 
30 ft. 6 in. at anytime and with a max. draft of 32 ft. 10 in. at HW. 
Also see “Report”. 
Controlling Factors: 


Lat. 


Controlling Mean Tidal Velocity Nature of 
Depth (MLW) Range Current Bottom 
(m.) (m.) (knots) 
Entrance 20 1.0 3 max. Mud 
Channel 13.5 1.0 3 max. Mud 
Anchorage 21 1.0 3 max. Mud 
Berth 13.5 1.0 nil Mud 
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MAX. SIZE: Wharf A-1: Max. LOA — 350 m. Max. draft 13.0 m Me 
150,000 d.w.t. Beam of vessel determined by hatch width. 
HEALTH: Radio Pratique available if vessel in possession Of vg 
sanitary Certificate. 
RADIO: Nagasaki Radio “JOS” and Choshi Radio “JCS”. 
VHF: “Shimonoseki Port Radio” and “Kitakyushu Port Radio” , 
Channel 16. Working frequency for berthing information is Channel, 
TUGS: There are 3 tugs available each 3,500 h.p. Use of all 3 tugs) 
advisable when docking and undocking. 
BERTHING: Vessels always dock port-side-to. Ship's gangway use 
Vessel berthed at A-1 Wharf. Heading 247° true. Max. LOA 359, 
Max. draft 13m. Depth at LW 13m. Beam of vessel determined, 
hatch width. Cargo handled coal. 
Moorings: FORWARD: 3 headlines, 1 breast line, 2 springs. 
AFT: 3 stern lines, 1 breast line, 2 springs. Vessel berths agai 
spring roller fenders. 
Cranes: 3 unloaders available, 2 x 34 ton capacity and 1 x 45» 
capacity. 
MEDICAL: Doctor available. 
FRESH WATER: Available. 
FUEL: Available (No oil barges available). 
REPAIRS: Possible. 
DRY DOCK: Available. 
SERVICES: Laundry and provisions available. 
CHARTS: BA 1578, BA 532, BA 127. 
DEVELOPMENTS: Port will reclaim land of 590 ha. for redevelopme: 
industrial use, and for waste disposal. 2 berths on the domestic tra 
quay will also be improved. 


REPORT: June 1985: It was found that, whilst the weather was seve 
and from a North/Northwesterly direction it was not abnormally seve: 
Had the vessel been able to moor in a symmetrical fashion, she woy 
have been in no difficulty. 

The berth was extended in 1976 to accommodate two vesss 
simultaneously. As a result, the vessel that moors to the Eastern ey 
of the jetty can, depending upon the size of the two vessels on the je 
overhang with their after end. The effect of this, as can be seen fr 
the plan, is that vessel has nowhere to put out proper stern Moony 
lines except to a shore mooring post (see “X” on “Plan”). On our ves 
the mooring lines were in the order of 130 m. long, and some four tine 
the length of the headlines. It is well known that mooring lines show 
be symmetrical at either end of the vessel. 

The only place for the larger vessel on the “Plan" to moor safely: 
some 50/60 m. ahead of her diagrammatical position. It is, of cour 
perfectly feasible for a vessel to moor ahead of that shown in the pie 
If this was the case, we would consider her to be perfectly safe. 


AUTHORITY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi-Kaigz 
1-chome, Moji-Ku, Kitakyushu City, 801 Japan. Tel: (093) 321-54 
FAX: (093) 321-5915. 


HIME4JI (including Hirohata, Shikama, Mega and Abost . 
34.47 N. 134.41 E. (See Plat 


| 
DOCUMENTS: 

Ship's Register. 

Last Port Clearance. \ 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Store List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, came? | 

wrist watch, radio, firearms/swords, etc. (only at first port of cal! | 
Japan). | 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cat | 
Manifest and Cargo Manifest in transit using specific forms. There® | 
ship's Agent should be provided with necessary information about de® | 
of cargoes in advance. 
PILOTAGE: See “Kobe”. Vessels take Inland Sea Pilot off Wee ! 
Hesaki or Sekisaki; or from ports of Inland Sea. No exact pilot sia | 
and no checking point at port of Himeji (Mega, Shikama, Hirohate® | 
Aboshi) but Agents arrange Pilot when vessel approaches & ! 
receiving cable giving 24 hours advance notice. Pilot boarding posi ‘ 
as follows: Mega Lat. 34° 44’ N., Long. 134° 42’ 15" E. Shikama¥ | 
34° 45' N., Long. 134° 39’ E. Hirohata Lat. 34° 44’ N., Long. 134° 37 | 
Aboshi Lat. 34° 44’ N., Long. 134° 34’ 10” E. 

No strict location of anchorage for vessel awaiting a Pilot in #® 
area, but should be as close as possible to port according to drat® 
communication. 

ANCHORAGE: No strict boundary areas for anchorages. Ancho? 
close as possible to the port according to dratt. : 
RESTRICTIONS: At ports of Mega, Shikama and Aboshi, no 
boarding between sunset to sunrise. Hirohata Pilot will board ™ 
sunrise to 2200 hrs. for vessels less than 10,000 d.w.t. for entry. 
less than 15,000 for departure, for Pier Nos. 4, 5, 6, 7, 9 and 10” 
other berths only from sunrise to sunset. 

MAX. SIZE: Draft restrictions as follows: 4 

Mega 11.80 m., Shikama 10.0 m., Hirohata 13.0 m. (80,000 d#-" 
110,000 d.w.t. part load) for Central Pier, 7.50 m. for Kamota Piet 
Nos. 1 —7), 9.45 m. for Tsuruta Pier (Pier Nos. 10 — 14). 16 m. (18 
d.w.t. or 270,000 d.w.t. part load) for No. 18 Pier. Aboshi 9.0 m 

Sea buoy mooring, max. draft 19.2 m. Max. 254,000 d.w.t. 
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TH: No Quarantine Office at Himeji. At first port of call in Japan, 

must obtain Free Pratique. Quarantine Officers will attend vessel 
«fom daylight to sunset and Master to show all Vaccination Cards. 

Exemption Certificate. In case vessel arrives from cholera-infected 
within 10 days, Master must advise crew and passengers health 
‘gwon to respective Quarantine Office through ship's Agent prior to 
nal and close all soil pipes before entering port. 

: Recommended Master communicates with Agent through 
sti Radio or Nagasaki Radio which cover all ports in Japan. 
igecifically Westbound vessel to contact Choshi and Northbound to 
wact Nagasaki Radio respectively. 

968: Tug(s) normally join vessel when approaching, or at anchorage. 
says use tug’s lines without charges. 
gATHING: No specific requirements. Pilot boarding time will be notified 
»sp's Agent mainly by radio. 

Wharf Max. Max. 


Berth length LOA Draft 
| (m.) = (my (m) 
‘ama 
oyblic Pier No. 2 135 7.00 
eyblic Pier No. 3 170 8.80 
oublic Pier No. 4 170 8.80 
public Pier No. 5 170 8.80 
oublic Wharf No. 6 170 8.80 
dublic Wharf No. 7 230 10.00 
Nakajima Wharf 390 5.00 
Sembagawa Wharf 360 4.00 
puoy No. 2 220 160 7.70 
goshi 
dposhi Pier 185 150 9.00 
guoy No. 1-2 250 175 9.00 
puoy No. 2-3 270 180 9.00 
sphata 
yumesaki Wharf (Pier No. 1 — 2) 280 7.50 
xamoda Wharf (Pier No. 3 — 7) 722 7.50 
Central Wharf (Pier No. 8 — 9) 315 265 13.20 
Tsuruta Wharf (Pier No. 10 — 12) 463 9.50 
Shioiri Wharf (Pier No. 13 — 14) 320 9.45 
Pier No. 18 300 320 16.00 
Oil Berth 140 7.50 
Buoys 9.50 
RANES: 
wohata: 
Central Quay No. 8 — 9: 2x25 ton, 138 ton. 
Kamoda Quay No. 3 —7: 2x9 ton, 2x5 ton. 
Yumesaki Quay: 1x20 ton, 2x10 ton, 120 ton. 
Tsuruta Quay No. 10 — 12: 4x9 ton. 
digashimaha Quay: 1x20 ton, 2x30 ton. 
Genkyo Quay No. 18: 245.5 ton. 
kama: 


2x5 ton and 1x10 ton at Public Wharves (Nos. 1 — 7). 

TEVEDORES: At least 24 hours prior notice excluding Sundays and 

‘days required in order for Agent to arrange stevedores. Vessel must 

nsiantly keep her Agent advised of ETA. If stevedores cannot 

mmence loading/unloading at time notified by the Agent, the orderers 

St pay for waiting time. If cargo gear not rigged on berthing, 

wedores will do same for ship’s crew at additional cost. Overtime 

seharges 1630 — 2130 hrs. 60% additional of basic stevedorage; 2130 
9830 hrs. next morning 130% additional; Sundays/holidays 100% 

iitional. 

EDICAL: No advance notice required unless urgent. 

‘RTIFICATES: Ship's Register to show Customs Inspector ship's 

yslered gross and nett tonnages. Valid Cargo Gear Certificates 

metimes required by stevedores when cargo gear’s maintenance 

ears to be poor. 

poms ALLOWANCES: Only allowed 50 cigarettes to take ashore 

INO spirits. 

EL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 

tka Bay and Kanmon Port. At all other ports bunkers will be lightered 

m the nearest bunker stock ports at maximum 7 days prior notice. 

ANGWAY/DECK WATCHMEN: Not specially required unless 

Ssenger or valuable cargo on board. 

INKERS: Idemitsu Kosan Co. Ltd., Himeji Oil Jetty where 1 berth only 

max. draft 11.8 m. allowed. Shore discharging facilities 3x12 in. 

‘meter hose connections which connect to 18 in. diameter line for tank 

Ses. Acceptable max. 5 kg/sq.cm. on hose gauge, discharge rate abt. 
0 lt per hour. 

te: demitsu Kosan Co. Ltd., Himeji, require following information prior 

émival for smooth berthing and connecting hoses: Height from sea to 

**; Length from vessel's side to underneath of hose connections; 

“ght from deck to connection of line; Diameter of connection. 

*rator's Report: 1983. 

Semitsu Kosan Hyogo Sea Berth (Discharging terminal) is operated 

‘demitsu Kosan Co. Ltd. 

38M Berth. Berthing equipment to OCIMF standard. 

58M Operates 24 hours per day, 7 days a week. Ships moored and 

"oored at daytime, weather and other circumstances permitting. 

will not be closed due to any holidays. 

‘ea around the SBM with radius of 410 m. is an open port for 

‘toms’ Regulations. Therefore supplies, disembarkation, etc. should 

‘Nandled by related regulations. 

“ation: Lat. 34° 42’ 37”N., Long. 134° 39’ 54” E. 

“age: Not compulsory. 

chorage: Himeji port is not an open port. Ships can anchor at the 

‘Swing points. 

Al tal Lat. 34° 42’ 58” N., Long. 134° 39’ 02” E., depth 21 m. 

sont “B” Lat. 34° 42’ 10” N., Long. 134° 40’ 48” E., depth 21 m. 

ine C” Lat. 34° 41’ 30” N., Long. 134° 41’ 00” E., depth 23 m. 
‘chorage A” and “B” are for tankers of less than 18.5 m. draft. 
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Restrictions: 

(a) Berthing Master comes on board 3 miles South from the line 
joining Kurakake Id. and Kami Id. 

(b) Ship's Master has to arrange tug boats both sides and aft (total 
of 3 tugs). 

(c) Ship proceeds at moderate speed taking into consideration tide 
and wind and any other circumstances. When approximately 
1,000 m. from SBM vessel reduces her speed to avoid risk of 
touching SBM. 

(d) Ship has to stop completely 200 m. from the SBM. 

Max. size: 
Maximum draft 19.20 m. 
Maximum d.w.t. 254,000 tons 
Berthing: 
From bow to manifold 145 m.-186 m. 
Derrick capacity SWL in excess of 10 tons. 


Mega: 
Berth Depth Pipe-Lines 
(m.) 
Idemitsu Jetty No. 1 — Berth No.1-—No.4 5.0-—7.0 4x8 in. 
Idemitsu Jetty No. 2 — Berth No. 5 7.0 8 in. 
Idemitsu Jetty No. 3 — Berth No. 6 12.2 12 in. and 8 in. 
Idemitsu Jetty No. 4 — Berth Nos. 7 - 8 7.0 2x8 in. 


Idemitsu Jetty No. 5 — Berth No.9—No. 12 5.0 = 7.0 4x8 in. 


LPG Jetty — Berth No. 22 6.0 4in. and 2 in. 
Monoageba 6.0 = 
Sea Berth 19.0 _ 
Kanden LNG Jetty 14.0 _ 


DENSITY: Average density between 1025 and 1026 in Winter season 

and 1018 and 1020 in Summer season. 

FRESH WATER: Idemitsu Oil Jetty, Shikama Public Pier and Hirohata 

Pier able to supply fresh water from shore, but No Water Barge available 

at Port of Himeji therefore not able to supply fresh water at Satetsu Pier 

(Shikama), Shikama Buoy, Aboshi Buoy or outside anchorage. 
Average rate of 


Port delivery 

Mega 20 — 30 tonnes/p.h. 
Shikama 25 — 30 tonnes/p.h. 
Hirohata 15 — 20 tonnes/p.h. 


OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CARGO GEAR: See ‘Certificates” but no special requirements. 
CONSULS: No consuls at Himeji, Shikama or Hirohata. 
REPAIRS: Most minor deck and engine repairs available at port of 
Himeji; in case special technician required, should be called from Kobe. 
DRY DOCKS: No dry dock available at port of Himeji. Nearest dry dock 
Ishikawajima-Harima Heavy Industries Co. Ltd., Aioi, who have following 
dry docks. Also see “Aioi”. 

LOA LBP Breadth Depth Capacity 
Dock No.1 238m. 230m. 33m. 5.5m. 73,000 d.w.t. 


(780'9") (754'7") (108'3”)  (18’) (LT) 
Dock No.2 156.1m. 145m. 195m. 4.5m. 14,000 d.w.t. 

(512'1”) (4758) (63'11") (14’9”) (LT) 
Dock No.3 341m. 328m. 54 m. 6m. 300,000 d.w.t. 

(1,118'9")(1,076'1") (177'1"”) (19’8”) (LT) 


REPATRIATION: Possible. 

AIRPORT: About 60 km. to Itami Airport. Regular services. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: At Aboshi, no work on 1st and 3rd Sunday. At Shikama, 
shore crane, no work on 1st and 3rd Sunday but gangs available for 
discharging and loading. 

POLICE/AMBULANCE/FIRE: Police (Shikama) Tel: 35-1441; 
Ambulance (Shikama) 119 or 35-0119; Fire (Shikama) 119 or 35-0119. 
TELEPHONE: No facilities for placing telephones on board. 
SERVICES: Tally, laundry, daily provisions by ship chandler available 
locally. All other service from Kobe or Osaka. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
9 days, but 3 days extension possible if ship stays longer. 
GENERAL: No quarantine available at port of Himeji, therefore pratique 
to be obtained at other ports. 

AUTHORITY: Himeji Port Administration Office, 294, Suka, Shikama-ku, 
Himeji City, Hyogo Pref. Tel: (0792) 35-0176. 

AGENT: Sub-agents of Dodwell & Co., Tokyo. Shikama Kaiun Co. Ltd., 
Minato-machi, Shikama-Ku, Himeji-shi. Tel. Himeji (0792) 35-0912. 
Telegraphic address “Shikamakaiun Himeji’. Telex: 05772211 
Sikama J. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


HIROSHIMA: 34.20 N. 132.25 E. 


DOCUMENTS: See “Yokohama”. 

PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations dependent upon vessel's last port of departure and 
at Master's discretion. Pilotage available throughout 24 hours and 
72 hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. Also 
see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
Position Lat. 34° 34.09’ N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “‘Anjin Saganoseki”. In event bad weather, recommended 
vessels proceed for shelter as near as possible having due regard to 
safety, to Sekisaki Pilot station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 


See Plan 


ANCHORAGES: 
Anch- From Ujina Radius 
Lighthouse of 
orage Bearing Distance Anchorage Conditions 
m. (m.) 
“A” 56° 2,510 180 Draft — below 6 m. 
Length — below 120 m. 
Necessary P & S Anchor 
“Bi 52° 2,200 180 Draft — below 7 m. 
Length — below 120 m. 
Same as “A” 
na 67° 2,467 180 Draft — below 8 m. 
Length — below 150 m. 
Same as “A” 
"Dp" 58° 1,070 200 Draft — below 10 m. 
Length — below 150 m. 
Same as "A" 
i 89° 900 200 Draft — below 12 m. 
Length — below 150 m. 
Same as “A” 
re 116° 1,160 200 Draft — below 12 m. 
Length — below 150 m. 
Same as “A” 
“Q" Ver 1,640 200 Draft — below 12 m. 
Length — below 150 m. 
Same as “A” 
H 133° 2,160 200 
| 158° 900 300 
SS 162° 1,500 300 
“K? 122° 3,280 300 
ps Bi 132° 3,430 300 
“M" 261° 4,770 300 
“N” 262° 3,840 300 


Ujina Lighthouse is at South of Ujina-islet Lat. 34° 20’ 14’N., 
Long. 132° 27’ 55" E. 
RESTRICTIONS: Depth of approach to berth about 10 m. Pilots not 
available after sunset. 
MAX. SIZE: Wharf (Hiroshima Prefecture Public Berth) No. 1 length 
166 m., draft 9.7 m. (10,000 g.r.t. vessel). No. 2, length 166 m. 
Gaibo-Ganpeki (wharf for ocean-going vessel) length 337 m., depth 
alongside about 10 m., max. draft acceptable 9.70 m. 
HEALTH: Usually vessels anchor at the quarantine anchorage, where 
the authorities board and grant Free Pratique. 
VHF: Port Radio Station on Channels 16, 11, 12 and 14. Call sign is 
“Hiroshima Port Radio”. 
TUGS: 21 Tugs, 1,300 h.p. — 3,600 h.p. Join vessel at quarantine 
anchorages. Tug’s lines used. 


BERTHING: 

Berth Length Depth Remarks 
(m.) (m.) 

Gaibo Wharf No. 1 170 10.0 

Gaibo Wharf No. 2 170 10.0 

Gaibo Wharf No. 3 170 10.0 

Gaibo Wharf No. 4 170 10.0 

Lumber Port Wharf 370 10.0 15,000 d.w.t. 

Hatsukaichi Dolphin No. 1 240 12.0 30,000 d.w.t. 

Hatsukaichi Dolphin No. 2 185 10.0 

Hatsukaichi Dolphin No. 3 200 10.0 

Hatsukaichi Dolphin No. 4 200 10.0 


CRANES: 6 floating cranes, 40 ton — 450 ton. 

1 container crane (available at berth which is 260 m. long and 7.5 m. 
depth). 

STEVEDORES: Working hours: 0830 — 2100 hrs. 
TIDES: Max. (spring tide) 3.9 m. Min. (neaps) 0.57 m. 

Rate of current at flood tide generally 0.25 knot to N.E.; 0.5 knot at 
ebb tide to S.W. South area of Togeshima and Kannonsaki 0.25 knot 
at flood to S.S.E., and 0.5 knot at ebb tide to N.N.W. 

FRESH WATER: By water barge (capacity: 330 tonnes available). 

Additional charges made for overtime i.e. after 1700 hrs., and Sunday, 

holidays and Saturday afternoon. 

Soe Most grades of domestic and bonded oil available, delivered by 
arge. 

CONSULS: No consuls in Hiroshima. Nearest Osaka or Kobe. Marine 

note of protest can be attested by local notary public. 

REPAIRS: All types of deck, electrical and engine repairs. 

DRY DOCKS: Largest dry dock Taibi Dry Dock, Mitsubishi-Hiroshima 

Works, length 154 m., breadth 22.00 m., 10,300 g.r.t. Kanawa Dry Dock 

and Ujina Dry Dock available for 3,500 g.r.t. and 1,500 g.r.t. respectively. 
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AIRPORT: Hiroshima Airport. Only domestic airlines every hoy 
Osaka and Tokyo. b 
POLICE/AMBULANCE/FIRE: Police (for emergency) 110; Ambulance 
119; Fire 119. 

TELEPHONE: No arrangements for placing telephones on board. 
SERVICES: Any navigational apparatus can be serviced on + 
Cargo holds cleaning services can also be carried out, but tank-clean, 
and other services are to be arranged from Kobe. " 
REGULATIONS: Many seaweed and oyster beds near anchorages 
therefore oil pollution precautions strictly observed. 

AUTHORITY: Hiroshima Port Administration Office, 23-53, Ujina Kaigay 
2-chome, Minami-ku, Hiroshima City. Te/: (082) 251-7117. 


AGENT: Sub-agents of Dodweli & Co. Ltd., Tokyo. Naigai Unyu ¢» 
Ltd., 23-36, 2-chome, Kaigan-dori, Ujina Hiroshima-shi, Hiroshima-key 
Cable address: Naigai Hiroshima. Domestic Telex: 0652-963 Naigaj 
Tel: Hiroshima (0822) 54-2421. 


HITACHI: 36.30 N. 140.37 E. 


DOCUMENTS: and all general information, refer to “Onahama’. 
PILOTAGE: Not compulsory. Pilot boards in approximate position La 
36° 28’ 13” N., Long. 140° 38’ 40” E. (Quarantine Station). Pilot ng 
available after sunset. 

MAX. SIZE: Draft 8.50 m. limited by channel depth. 

PRATIQUE: Radio Pratique available. 

TUGS: 1 x 2,400 h.p. available. A 2,000 h.p. tug will be brought from 
Kashima if required. 


BERTHING: 
Shore Cranes 
Permissible and 
Berth Length Depth Draft Capacity Pipe-lines 
(m.) (m.) (m.) (d.w.t.) 
No. 1 Pier | 
1-A 192 4.0 3.5 1,000 Nil | 
1-B 121 7.5 7.0 5,000 Nil 
1-C 130 125 7.0 5,000 Nil 
Unloader 
1-D 185 10.0 8.2 15,000 2x 150 tpn 
1-E 121 6.8 6.8 5,000 1250 tons 
1-F 97 4.0 3.5 500 Nil 
No. 2 Pier 
2-A 130 75 6.4 5,000 Nil 
Container Crane 
2-B 165 9.0 8.2 10,000 1x 30.5 tons 
2-C 130 7.5 Ae 5,000 Nil 
2-D 130 4.9 6.0 5,000 Nil 
No. 5 Pier 
5-A 130 7.5 7.0 5,000 No cranes 
5-B . 185 10.0 9.2 15,000 Logs and 
5- 185 10.0 9.2 15,000 Timber 


STEVEDORES: Working hours: 0800 — 1630 hrs. except Sunday. 
FRESH WATER: Available. 

FUEL: Domestic oil is available; bonded oil will be brought fron 
Yokohama, when required. 

REPAIRS: Minor repairs can be undertaken. 

AUTHORITY: Hitachi Port Administration Office, 3-21 Kuji-cho 1-chome 
Hitachi City, Ibaraki Pref. Tel: (0294) 52-4000. 


AGENT: Sub-Agent of Dodwell & Co., Tokyo. Hitachi Port Service Co 
Ltd. 10-3, 1-chome Kujimachi, Hitachi-shi, Ibaragi-ken. Cable Adress 
Hitachips, Hitachikujihama. International Telex: 03645-543, Tel.: (02% 
53-0313. 


HOSOSHIMA: 32.25 N. 131.41 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camer 

wrist-watch, radio, firearms/swords, etc. (only at first port of cal’ 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo Mantes 
and Cargo Manifest in transit using specific forms. Therefore sh" 
Agent should be provided with necessary information about det@®* 
cargoes in advance. é 
PILOTAGE: Telegraphic address of pilot station “Pilot Hososhimé +h 
and 24 hours’ advance notice of ETA required, and any change © ao 
Pilot boards at Hososhima Quarantine Anchorage location, 4 
Lighthouse N.E. 1 mile off, position Lat. 32° 25’ 50°N. Lone 
131° 41’ 53” E. a 
ANCHORAGE: Refer Japanese Chart No. 1223 (Ozue-wa! 
Hososhima-Ko). we 
RESTRICTIONS: Strictly no entry after sunset or departure 
2200 hrs. on 
MAX. SIZE: Max. permissible LOA 170 m., draft 31 ft. 10 in. (9/° 


a 


ygALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
syarantine Officers will attend vessel only from daylight to sunset and 
ster to show all Vaccination Cards, Derat Exemption Certificate. In 
ase vessel arrives from cholera-infected area within 10 days, Master 
“« advise crew and passengers’ health condition to respective 
arantine Office through ship's Agent prior to arrival and close all soil 
ses before entering port. 

gapi0: Recommended Master communicates with Agent through 
seshi Radio or Nagasaki Radio which cover all ports in Japan. If 
<eofically Westbound vessel to contact Choshi and Northbound to 
ntact Nagasaki Radio respectively. 

GS: Join vessel in position Lat. 32° 26.5’ N., Long. 131° 39.5’ E. 
tug's lines to be used. 2 tugs, 11,100 h.p. and 1760 h.p. 

gERTHING: 


Berth Max. 
wnart Length Draft Cranes 
(m.) (m.) 
dustrial Port 
No. 1 175 9.50 1x8 ton 
No. 2 196 9.30 
No. 3 100 5.00 
No. 4 180 5.00 
No. 5 130 7.00 
No. 6 180 9.70 
4yuga Refinery's Wharf 
260 9.90 2x18 ton 
sugar Plant Wharf (Dolphin) 150 8.60 
commercial Port 
No. 1 230 5.80 


No. 2 250 6.80 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
widays required in order for Agent to arrange stevedores. Vessel must 
ostantly keep her Agent advised of ETA. If stevedores cannot 
smmence loading/unloading at time notified by the Agent, the orderers 
nust pay for waiting time. If cargo gears not rigged on berthing, 
sevedores will do same for ship's crew at additional cost. Overtime 
srcharges 1630 — 2130 hrs. (60%) additional of basic stevedorage; 
30-9500 hrs. next morning 130% additional; Sundays/holidays 100% 
additional. 

WEDICAL: No advance notice required unless urgent. 

DENSITY: Average 1025 in Winter, 1020 in Summer, subject to weather 
and tide current. 

FRESH WATER: Available from dock, 20/30 t.p.h. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
dsaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
fom the nearest stock ports at maximum 7 days’ prior notice. 

CONSULS: No local representatives. 
REPAIRS: None. 

GANGWAY/DECK WATCHMEN: Not 
ussengers or valuable cargo on board. 
)PENING/CLOSING HATCHES: Stevedores carry out opening and 
*osing hatches. Cost per hour per gang depending on type of cargoes. 
‘any time lost by ship's crew doing this work, stevedores charge ship 
‘x waiting. Recommend request stevedores for this work unless crew 
2) complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
‘gstered gross and net tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
*pears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
Wino Spirits. 

3EPATRIATION: Possible. 

NRPORT: Nearest, Miyazaki Airport about 2 hours drive from 
*ososhima. JAL and ANA lines. 

IME: GMT plus 9 hours. No alterations made to clocks during year. 
*OLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
*ublic telephone booth available near by the berth. 

TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Local Immigration Officers issue shore pass valid for 
Sdays when Hososhima is first port of call in Japan. 

AUTHORITY: Hososhima Port Administration Office, No. 17371-2 
*unkai, Hichiya, Hyuga City, Miyazaki Pref., Kyushu, Japan. Tel: 09825- 
*5366. Cables: Port Authority Hyuga. Contact: Mr. Ogata. 

AGENT: Sub-Agents of Dodwell & Co. Ltd., Tokyo. Hakko Unyu Co. 
“*, No. 731, Kaigan-dori, Hososhima, Hyuga-shi, Miyazaki-ken (883). 
le Address: “Ringer Hyuga”. Domestic Telex: 0776677 HakkoHJ. 
#: Hyuga (09825)2-2185. 


specially required unless 


40: 34.45 N. 134.46 E. 


) VESSELS CALLING AT THE PRESENT TIME — FACILITIES NOT 
‘USE SINCE 1973. 
XOCUMENTS: 
Ship's Register. 
va Port Clearance. 
Crew Lists including Passport Numbers. 
; assenger Lists. 
Stores List. 
laration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
neg radio, firearms/swords, etc. (only at first port of call in 
in). 
yrs Agents will prepare Inward/Outward Declaration, 1 Cargo 
tie €st and Cargo Manifest in transit using specific forms. Therefore 
teas Agents should be provided with necessary information about 
“alls of Cargoes in advance. 
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PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from 1 of 3 
pilot stations dependent upon vessel's last port of departure and at 
Master's discretion. Pilotage available throughout 24 hours and 72 hours 
advance notice preferred, thereafter advising any alterations. Most 
Inland Sea Pilots also act as Harbour Pilots up to berth or anchorage 
at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. 
Also see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09'N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transiting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Saganoseki’. In event bad weather, recommended 
vessels proceed for shelter as near as possible, having due regard to 
safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
Lat. 33° 56’ 14” N., Long. 131° 03’ 12” E. 

ANCHORAGE: Closed Port. Agent will arrange anchorage position for 
discharging, with Authorities, but usual position Iho Signal Station, 
bearing 215° distant 3,000 m. (Signal Station Lat. 34° 44’ 58” N., Long. 
134° 46’ 12” E.). 

HEALTH: Pratique must be obtained at another port before calling !ho. 

At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Qua. antine Office through ship's Agent prior to arrival and close all soil 
pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: Not required. Discharging at Outer Anchorage. 

TANKERS: Port is operated for oil discharging only. Discharge is into 
barges through 6 in. hoses at either side of vessel. 

DENSITY: Average density is between 1025 and 1026 in Winter season 
and between 1018 and 1020 in Summer season. 

FRESH WATER: Not available. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunker will be lightered 
from the nearest stock ports at maximum 7 days prior notice. 
REPAIRS: Not available. 

DRY DOCK: Nearest dockyard at Aioi. 

AIRPORT: Nearest airport at Osaka. 

TIME: GMT plus 9 hours, no alterations. 
POLICE/AMBULANCE/FIRE: Police tel. 07944/2-3377; Ambulance, 
119 or 2-2101; Fire 119 or 2-2101. 

SERVICES: None. Nearest services available at Kobe/Osaka area. 


AGENT: See “Himeji”. 


IMABARI (Imahuru): 34.04 N. 133.00 E. (incl. Mategata). 
(See Plan) 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessel over 10,000 g.r.t. Pilots obtained from 1 of 3 pilot 
stations dependent upon vessels last port of departure and at Master's 
discretion. Pilotage available throughout 24 hours and 72 hours advance 
notice preferred, thereafter advising any alterations. Most Inland Sea 
Pilots also act as Harbour Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. 
Also see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34°34.09'N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
Bungo Channel), Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Saganoseki”. In event bad weather, recommended 
vessels proceed for shelter as near as possible having due regard to 
safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

MAX. SIZE: Temposan Wharf: Length 110 m., breadth no limit, draft 
7 m. Mategata (open road): Length no limit, breadth no limit, draft 10 m. 
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ANCHORAGE: Anchorage outside breakwater, sufficient water, but on 
account fast current deemed not safe anchorage. Anchorage inside 
breakwater generally shallow, and sea area narrow for large vessels. 
To discharge logs only Temposan Wharf available for vessels alongside 
berth where holding ground is good and depth of water is 7.50 m. 
Vessels drawing over 7 m.: Vessel can enter Mategata (open road) 
deemed to be most fitted place for vessels entry to discharge logs. Port 
of Mategata faces Aki-Nada and located near West entrance of 
Kurushima Channel; Lat. 34° 06’ N., Long. 132° 55’ E., where nolding 
ground good and depth of water 12 m. — 20 m. is kept. 
RESTRICTIONS: No entry after dark. 
HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards and Derat Exemption Certificate. 
In case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship’s Agent prior to arrival and close all soil 
pipes before entering port. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
TUGS: 6 tugs available, 1,050 h.p. — 4,000 h.p. Temposan Wharf: join 
vessel at sea anchorage, using tug’s line with charge. Mategata (open 
road): no tug required in normal conditions. 
BERTHING: No specific requirements. Pilot boarding time will be notified 


by ship's Agent mainly by radio. Also see ‘Max. Size”. 
Kurashiki Wharf: 
Section Length Depth 
(m.) (m.) 
1 165 9.0 
2 140 7.5 
3 180 5.5 
4 270 55 
Toryu Wharf: 
180 6.5 


CRANES: Floating crane available from Kure. 

STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. li stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900 hrs. 50% additional of basic stevedorage; 2100 
— 0500 hrs. next morning 130% additional; Sundays/holidays 60% 
additional. 

MEDICAL: No advance notice required unless urgent. 

DENSITY: Temposan Wharf 1015. Mategata 1015. 

FRESH WATER: Fresh water available by barge from Onomichi-. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
CONSULS: See ‘Kobe’. 

REPAIRS: Only minor repairs. 

DRY DOCKS: Not available at this port, the nearest ones are Kawasaki 
Heavy Industries Ltd., Sakaide; Hitachi Shipbuilding & Engineering Co. 
Ltd., Innoshima; and Mukaishima; dimensions of these docks as follows: 

Kawasaki Heavy Industries Ltd., Sakaide. Dock No. 2 for 500,000 
d.w.t. vessel. 450 m.x72 m.x12.3 m. It is not in action yet for ships to 
repair. Only used presently for shipbuilding and after services. 

Hitachi Shipbuilding & Engineering Co. Ltd., Innoshima Dock, Dock 
No. 1 for 20,000 d.w.t. vessel. 175 m.x 25.62 m.x9.10 m. Dock Na. 3 
for 130,000 d.w.t. vessel. 282.50 m.x47 m.x11.33 m. 

Hitachi Shipbuilding & Engineering Co. Ltd., Mukaishima Dockyard; 
Dock No. 1 for 3,000 d.w.t. vessel. 86.18 m. x 13.60 m. 6.80 m. Dock 
No. 2 for 8,500 d.w.t. vessel. 125 m.x 18 m.x7.40 m. Dock No. 3 for 
25,000 d.w.t. vessel. 175 m. x29 m.x9 m. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: No airport. Nearest airports are Matsuyama and Takamatsu 
where are All Nippon Airways. 

TIME: GMT plus 9 hours. No alterations made to ciocks during year. 
POLICE/AMBULANCE/FIRE: Police Tei. 110; Ambulance 119; Fire 
119. 

TELEPHONES: No facilities for placing telephones on board. 
SERVICES: None. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days extension possible if ship stays longer. 
GENERAL: Mategata is a closed port. To conform with regulations, 
vessel obtains permission from Shikoku Maritime Bureau to enter. 

Customs request vessels calling Mategata to obtain permission to 
enter at preceding port of call by paying charge at same rate of tonnage 
dues prior to arrival of vessel. Application undertaken by Agent. 

No quarantine available. Nearest station Matsuyama. No Immigration. 
Officer comes from Niihama. 

AUTHORITY: Imabari Port Administration Office, 2 Katahara-cho 
1-chome, Imabari City, Ehime, Pref. Te/: (0898) 22-4120. 


AGENT: See “Matsuyama”. 
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IMARI: 33.18 N. 129.49 E. ) 


PILOTAGE: Pilots are available. Boarding stations at 33° 264, 
129° 42.7’ E. and quarantine anchorage, see “Health”. 
RESTRICTIONS: Entry/departure possible day and night. 
HEALTH: Formalities will be carried out at anchorage. Qua 
Station is 096° 1,300 m. (200 m. circle) from Uranosaki Lighthouse, 
position 33° 20’ 06” N., 129° 48’ 32” E. 

TUGS: 1x2,000 h.p. Additional tugs available from Sasebo » 
Nagasaki. 


BERTHING: 
Permissible 

Name Depth Draft Capaciy 

(m.) (m.) (dwt) 

Buoy No. 1 10.0 8.0 15,00 
Buoy No. 2 12.0 10.0 30,000 
Buoy No. 3 14.0 12.0 60,000 
Kubara Wharf 10.0 8.0 10,00 


STEVEDORES: 12 gangs available for logs. 

TANKERS: LPG tankers — see “Shipmaster's Report”. 

FRESH WATER: Available from barge only (capacity 180 tons) 
FUEL: Domestic oil is available; bonded oil will be brought from Mo, 
Nagasaki with sufficient notice, when required. 

REPAIRS: The shipyard is capable of carrying out all kinds of fitting. 
and repair work. 


SHIPMASTER‘S REPORT: November 1984. 

Location: The terminal is a fairly new facility situated deep within in| 
Bay on the N.W. coast of Kyushu — some 12 miles or so North of Sasey 
It is owned by Kyushu L.P.G. Fukushima Terminal Company Lim 
and was built in August 1982. 

It is used solely for LPG discharge and there is a coastal tanker loads 
berth immediately adjacent. ; 
Approaches: BA. 1527 is the only British chart to cover the area ti» 
the South and is barely adequate. Japanese Charts 166 and 1256 
give a better indication of the geography of the bay and immeda 
approaches. 3 

On this occasion we arrived from the Arabian Gulf and chose: 
approach to the East of the Goto Retto, through Aizaki Seto and thew 
North to pass between Azuchi O Shima and Taku Shima, i.e. throw 
Oshima Seto. 

Navigation presents no problem with the high land providing excele: 
radar returns. Because of the strong tidal streams it will be necess 
to time the passage of Aizaki Seto on the flood; if this cannot be manag: 
then passage through to the East of Eno Shima is recommended. 

There are the usual huge concentrations of fishing vessels in the ae 
and, on arrival, the Pilot advised strongly against attempting anoty 
passage of Oshima Seto. (We had transited on a Sunday morning a 
the passage was entirely clear. On departure, however, it was thick 
fishing vessels). A passage to the North of Azuchi O Shima is therelts 
recommended. 


From Safety Regulations: 

(i): Master should proceed carefully in Imari Bay to prevent ground 

in shallow water (from Aoshima S.E. 1.3 miles, depth 12.4m- 

13.8 m., Nohtori Asase depth 15.5 m.). 

Under keel clearance shall be kept to more than 10% of maxim 

ship's draft. 

Entering bay is prohibited under the following conditions: 

1. Wind force is forecasted to increase to more than 10 m.% 

2. Wave height is forecasted to be more than 1.0 m. 

3. Visibility is forecasted to decrease to less than 1.0 mile 

Boil-off gas blowing is prohibited in Imari Bay. 

Master shall be requested to proceed through Imari Bay du 

period from sunrise to sunset. 

(vi) Master will be requested to keep ship's speed less than 8 kw 
while proceeding in Imari Bay. 

(vii). The vessel should keep a good lookout by radar and sight. 


Pilotage: Pilot compulsory for LPG tankers over 10,000 gross tons Te 
pilot boarding position is 33° 29’ N., 129° 40’ E., although this is © 
marked on the BA charts. The Pilot boarded from a tug and requi® 
the pilot ladder 2.0 m. from the water. Boarding daytime only. The ves 
is then escorted to her berth by 2 or 3 tugs, one of which stations 
over a shoal (12.0 m.) patch within the bay as a marker. There 5! 
4 knot speed restriction in this area. Pilot guarded Channel 16 ® 
worked Channel 6 VHF. 
Length of pilotage about 1.5 hours to quarantine anchorage ® 
thence to berth. 
Restrictions: See “Approaches” and “Berthing”’. 
Max. Size: 70,000 d.w.t., max. draft 15.5 m. 
Health: |f the vessel has a valid Sanitary Certificate the quara™ 
anchorage may be dispensed with and the vessel will be cle® 
alongside. 
VHF: See “Pilotage”’. 
Tugs: See ‘'Pilotage”’. 
Berthing: Vessels may berth either side alongside although they pret 
to berth port side to, presumably to save time on arrival. Local regulate” 
prohibit the connection of cargo lines after sunset. 
Normal mooring configuration of 3, 3, 2, with lines on quick relee® 
hooks. Mooring boats in attendance. ' 
A shore gangway is provided, length 15 m., extension ability 5° 
9 m., can operate to 33° above horizontal and to 17° below h 
The following restrictions apply to berthing: 
1. Max. wind force allowed: less than 10 m./sec. 
Max. wave height allowed: less than 1.0 m. 
Visibility allowed: over 1.0 sea mile. 
Max. docking speed allowed: less than 10 cm./sec. 
Max. docking angle allowed: less than 6°. 


(ii) 
(iii) 


(iv) 
(v) 
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som Safety Regulations: 

. Should be port side alongside in principle. 

» Should use tugboat for berthing and unberthing. 
+ Should keep berthing speed less than 10 cm./sec., berthing angle 
” Jess than 6°. 
Should use line boat for berthing. 

« When coming alongside berth, the ship's manifold to be used 
~ shall be clearly marked with “Flag N” so as to be easily 
distinguished by the Terminal Berth Master on the jetty. 

s Should be careful not to damage the berth facilities. 

senarging: Normal cargo survey procedure. However, the shore carry 
seir own determination of cargo S.G. and will use this figure for 
own calculations. 
ymal Japanese Safety Inspections and procedures. There is 
egosed to be a 4 hourly safety check throughout discharge. 

‘he discharge presented no problems with a rate of 1,200 t.p.h. being 
weved with 4 pumps. 

‘spack pressure of 3.0 bar was stipulated but we worked constantly 
sspout 3.2 bar without any complaint, tonnage rate apparently being 
«main consideration at the time. 

cnksans are purged with Nitrogen on completion. 

90 Operation Specifications: 


~~ 


Propane Propane Butane Butane 
(Liq.) (Vap.) (Liq.) (Vap.) 
seiving capacity (cu.m./hr.) 2,000 2,700 2,000 2,300 


wwable Max. pressure 

ig,/$q.m. 10 10 10 10 
iwable temperature (°C) —45 —10 —10 
ose flange size from All 150 ASA 

soreside (inches) 12 10 12 10 
Remarks: Unloading cargo operation of Propane and Butane shall be 
wed out at the same time. 

neksan Arm Arrangements: From left to right looking shoreward: 
pane vapour, Propane liquid, Butane liquid and Butane vapour. 

This being the usual Japanese configuration of V.L.L.V. with dedicated 


eS 
~re Vapour Blower Capacity: 

Propane: Max. pressure 2,400 mm. Aq. 
Max. quantity 5 t.p.h. 
Max. pressure 2,400 mm. Aq. 
Max. quantity 5.8 t.p.h. 


Butane: 


sve Tank details: 


for Propane: Tank capacity 40,000 tons x2 
Tank pressure 0.15 kg./sq.cm. 
Tank temperature —45°C 
for Butane: Tank capacity 40,000 tons x2 
Tank pressure 0.15 kg./sq.cm. 
Tank temperature — 10°C 
*ogen Supply: 
Tank capacity: 27 cu.m. (in liquid) 
Supply rate: 3,000 cu.m./hr. 
Flange size: 1.0 in. 
ve Capacity: 3,500 cu.m./hr. x 1 


mmunications: Communication is by means of a telephone placed 
‘board in the CCR. Level of English rather poor and an Agent is 
vaiably in attendance to assist. 

Ship's Tel. No.: 380. 

Shore Cargo Control Room Tel. Nos.: 350, 351, 352. 
‘sh Water: Available from the berth but a minimum of 7 days’ notice 
“quoted for this service. 

ank capacity 350 cu.m, supply rate 17.5 cu.m./hr., Hose flange size 2.5 in. 
Water may also be taken by barge (prohibited during cargo 
ierations). 

* Available by barge and must be taken at anchor. 

*airs: The main engines and other equipment for ship’s manoeuvring 
‘ibe in an operable condition and in a state of immediate readiness 
"ie alongside the berth. 

‘ere are a number of contractors available for minor repairs, with 
‘usual restrictions on hot work and the movement of large metal 
‘els. There is a large shipyard within the area which could 
‘sumably handle emergency repairs. 
weyors: Nearest Lloyd’s Surveyors are at Nagasaki and Moji. 
“gway/Deck Watchmen: Whilst alongside at the terminal berth, 
‘~onsible member of crew shall be stationed at the ship’s gangway 
hia visitors of safety regulations and to check visitors and crew 

rs. 

“ag Stores may be loaded from the quay but not whilst working 
20, 
“we Leave: Ship's crew and visitors shall take the route through the 
Tinal shown on the map in the terminal information booklet. 
wip's crew should carry Landing Permit which is issued by Japanese 
Tigration Officer. 

smoking shall be allowed in the terminal. 

Nhen taking photographs of the terminal, permission should be 
“aned from the Terminal Representative. 
“Wations: Following are extracts from 
“ulations. 

2190 handling operation shall be stopped and the vessel shall be 
“80 to a safe anchorage under such conditions as follows: 

When Harbour Master or Maritime Safety Agencies order ship's 
Master to shift vessel. 

Wind force is forecasted to increase to more than 15 m./sec. 
Wave height is forecasted to be more than 1.0 m. 

Visibility is poor (less than 200 m.). 

> Thunderstorm is forecasted to be approaching. 

> When LPG vapour accumulation is present on the deck. 

When a fire occurs either on the vessel or in the vicinity. 

* When warning of approaching tidal wave is received. 

_toking shall be prohibited onboard when Chicksan arms are being 
“ected or disconnected. 


the Terminal Safety 
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Fire wires shall always be lowered to sea level over the off-side bow 
and quarter to enable tugs to connect up rapidly in an emergency. 

Lubricant pressure of stern tube shall be maintained lower than sea 
water pressure. 


AUTHORITY: Imari Doboku (Public Works) Office, 122-4 Shinten-Cho, 
Imari City, Saga Pref., Japan. Tel: (09552) 34151. 


INNOSHIMA: 34.17 N. 133.11 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 copy Voyage Memo (last 3 months). 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords etc. (only at first port of call in 
Japan). 

Ship’s Agents will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in Transit using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations dependent upon vessel's last port of departure and 
at Master's discretion. Pilotage available throughout 24 hours and 72 
hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication with Inland Sea pilot stations. Also see 
“Shipmaster's Report” before first port. 

Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09’ N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 

Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Saganoseki’. In event bad weather, recommended 
vessels proceed for shelter as near as possible, having due regard to 
safety, to Sekisaki Pilot Station. 

Kanmon Pilot boards at Mutsure (Lat. 33°58’ 15”N., Long. 
130° 53’ 43” E.) for passing Shimonoseki Strait to Hesaki where Pilot 
will be changed to Inland Sea Pilot. 

Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03' 12” E. 

ANCHORAGE: No. 1, 14 m. deep, 1.4 miles off Hyakkan Island 180°. 
No. 2, 9m. deep, 1.5 miles off Hyakkan Island 290°. 
RESTRICTIONS: In general, mooring/unmooring and/or dry-docking in- 
and-out carried out in daytime only. 

MAX. SIZE: 

Draft 

x 7m. 


Length Breadth 
(1) For mooring only 320m. x 50m. 
(2) Max. draft for entering port: 9 m. 
(3) Max. draft for mooring: 5 m. — 7 m. according to quay. 
Current is N.E. at high tide, and S.W. at low tide at max. 2.5 knots. 
HEALTH: In event vessel proceeding Innoshima direct from foreign port, 
vessel to receive Pratique at Quarantine Anchorage Kobe or Saganoseki 
(Lat. 33° 15’ N., Long. 131° 52’ E.) or Mutsure (Lat. 33° 59’ N., Long. 
130° 53’ E.). 

At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination cards, Derat Exemption Certificate. In 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship's Agent prior to arrival and close all soil 
pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which covers all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: 6 tugs available, 320 h.p. — 3,500 h.p. Ship taken into port by 
Dock Master who joins ship at anchorage with tug-boat. Usually tug’s 
lines used. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 

Berth 


Depth Length Capacity 
(m.) (m.) d.w.t. g.r.t. 
Hitachi Innoshima Yard 
Repair Berth 
No. 1 7.0 160 12,000 9,500 
No. 2 4.0 120 8,000 5,000 
No. 3 7.0 220 55,000 35,000 
No. 4 ies 240 130,000 80,000 
No. 5 7.0 300 130,000 80,000 
No. 6 7.0 | 380 10,000 7,000 
No. 7 10.0 220,000 140,000 
No. 8 (West) 10.0 } 435 220,000 140,000 
(East) 7.0 55,000 35,000 
No. 9 9.0 300 80,000 50,000 
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TANKERS: Tank cleaning station operated by Setonaijai Tank Cleaning 
Company, can receive slops up to rate of 250 t.p.h. 

MEDICAL: No advance notice required unless urgent. Hospital facilities 
available. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
FRESH WATER: Available by barge or pipe-lines at shipyard. 
CONSULS: None. 

REPAIRS: All facilities for major repairs. 

DRY DOCKS: Hitachi Zosen: 


Length Width Depth Capacity 

(m.) (m.) (m.) (d.w.t.) 

Dock No. 1 175.00 25.60 9.10 21,000 
Dock No. 2 282.50 47.00 11.30 130,000 
Dock No. 3 260.00 57.00 11.10 100,000 


GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Hiroshima Airport or Okayama Airport (domestic only). About 
2 hours by car from both airports. 

TIME: GMT plus 9 hours. Permanent. 

TELEPHONES: Telephone is available: Shipyard installs one telephone 
in accommodation and another one in engine room. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days extension possible if ship stays longer. 
SERVICES: The following services are available: Tank cleaning, 
discharge of tank washings, compass adjustment, ship’s chandler. 
AUTHORITY: Mihara Doboku (Public Works) Office, 1834-65, Enichi- 
cho, Mihara City, Hiroshima Pref. Tel: (08486) 4-2322. 

AGENT: Sub-Agent of Dodwell & Co., Tokyo. Hamaoka Kaiun Co., Ltd., 
2207, Habu-cho, Innoshima-shi, Hiroshima-ken. Cable address: 
Hamaoka Innoshima; Tel: Innoshima (08452) 2-1340/2. Telex: 06499- 
94. 


specially required unless 


ISHINOMAKI: 38.23 N. 141.19 E. 


DOCUMENTS and all general information, refer to ‘“Ofunato”. 
PILOTAGE: Not compulsory. Pilots board at Lat. 38° 23’ 42’N., 
Long. 141° 16’ 06” E. 

RESTRICTIONS: Channel depth 10 m. LW. 

HEALTH: Radio Pratique available. Formalities carried out at the 
Quarantine Anchorage (Lat. 38° 23’ 15” N., Long. 141° 17’ 05” E.). 
TUGS: 7 tugs, 450 h.p. — 3,200 h.p. 

BERTHING: 


Permissible Shore Cranes 
Berth Length Depth Draft Capacity & Pipe-lines 
(m.) (m. (m.) d.w.t. 
Minami Hama Wharf (1) 165 10.0 9.5 15,000 
(For chip carriers) 
Minami Hama Wharf (2) 165 9.0 9.0 10,000 
Minami Hama Wharf (3) 130 vee 7.5 5,000 ™ 
vari neumatic 
Hiyori Wharf (6) 165 9.0 9.0 10,000 2x { | nmunent 
Hiyori Wharf (7) 185 10.0 10.0 15,000 
Ohte Wharf (3, 4, 5) 320 5.5 5.5 2,000 (3 berths) 
Ohte Wharf (1, 2) 260 7.5 7.5. 5,000 (2 berths) 
Nakajima Wharf (1) 130 5.5 5.5 2,000 
Nakajima Wharf (2, 3) 370 10.0 10.0 15,000 (2 berths) 
Jyujyo Wharf (Dolphin) 92 6.0 6.0 3,000 1 xPipe-line 


FRESH WATER: Available from shore and by barge 

FUEL: Domestic oil is available; bonded oil will 

Shiogama, when required. 

REPAIRS: Minor repairs possible. 

AUTHORITY: Ishinomaki Port Administration Office, 17-2 Nakajima, 

Ishinomaki City, Miyagi Pref. Te/: (0225) 95-6271. 

AGENT: Sub-agent of Dodwell & Co., Tokyo. Nanko Unyu Co. Ltd., 13- 

banchi, Shiomi-cho Ishinomaki-shi, Miyagi-ken. Cable Address: Nanko 

ieee h a Domestic Telex: 08628-60. Tel: (0225) 96-3815. Postal No.: 
86. 


be brought from 


IWAKUNI, Yamaguche Bay: 34.10 N. 132.14 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Not compulsory. Pilots available at Quarantine Anchorage, 
when required. 

Inland Sea Pilotage should preferably be arranged through Agent by 
cable via Nagasaki Radio giving 72 hours’ notice. Urgent correction of 
ETA outside business hours should be cabled direct to pilot station. 
Cable address “Ansin Moji’. Inland Sea Pilot Association covers all 
Inland Sea ports. Pilotage compulsory for vessels over 10,000, g.r.t. 
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Pilots obtained from 1 of 3 pilot stations dependent upon vessels 
port of departure and at Master's discretion. Pilotage ayaj 
throughout 24 hours and 72 hours’ advance notice preferred, ther 
advising any alterations. Most Inland Sea Pilots also act as Harty, 
Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Station 
Also see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straty 
Position Lat.. 34° 34.09’ N., Long. 135° 11’ E. Telegraphic addres 
“Anjin Kobe”. 

2. Sekisaki, miles South of Sekisaki Lighthouse (vessels transitin 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraph, 
address “Anjin Saganoseki”. In event bad weather, recomm 
vessels proceed for shelter as near as possible having due regards 
safety, to Sekisaki Pilot station. 7 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Posi, 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGES: 2 anchorages, 1 for “Quarantine” and repairing, 
other for discharging logs. 

(a) Quarantine, Lat. 34° 10’ 28” N., Long. 132° 16’ 43” E. minim» 
depth 27 m. 

(b) Discharging area, Lat. 34°11'12"N., Long. 132° 14! ay; 
minimum depth 10 m. 

Nature of bottom mud. Minimum bottom width no limit. 
RESTRICTIONS: Day and night entry possible. 

HEALTH: Radio Pratique available. At first port of call in Japan ves» 
must obtain Free Pratique. Quarantine Officers will attend vessel o 
from daylight to sunset and Master to show all Vaccination Cards, Dey 
Exemption Certificate. In case vessel arrives from cholera-infected ar 
within 10 days, Master must advise crew and passengers hes 
condition to respective Quarantine Office through ship's Agent priory 
arrival and close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent throw 
Choshi Radio or Nagasaki Radio which cover all ports in Japan | 
specifically Westbound vessel, to contact Choshi, and Northbound: 
contact Nagasaki Radio respectively. 

TUGS: Tugs normally join vessel at Quarantine area. Tug's lines toh 
used free of charge. 6 tugs available, 4x3,000 h.p. and 22,500 hp 
BERTHING: No berthing from sunset to sunrise. At least 2 hours noi 
arrival necessary to reach berth, in event of direct arrival from foreg 


country. 
Berth Length Depth Draft Length  Capaci 
\ ; (m.) (m.) (m.) (m.) (dwt 
Public, lwakuni 
North No. 3 Wharf* 100 9.0 9.0 150 20,000 
Sanyo-Kokusaku 
Pulp Logs Pier 160 2 7.5 150 25, 000 
Sanyo-Kokusaku 
Pulp Chip Pier 11.5 11.5 200 40,000 
Public, lwakuni 
—10M Bussen-Futo 185 10.0 10.0 180 20,00 
Public, lwakuni 
—5.5M Bussen-Futo 150 5.5 5.5 150 3,50 
“1x10 ton crane. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: Max. 150,000 d.w.t.; slop discharge pipe-lines. 
Max. d.w.t. Max. LOA Max. safe No. and dé 
draft meter hoset 
Koa Oil Crude Pier 150,000 No limit 16.50 m. 12"x3 
Koa Oil No. 3 Pier 25,000 200 m. 10.00 m. 8x1 
Kenei North No. 3 Pier 35,000 230 m. 9.00 m. 12"x2 
Discharge rates: 
Koa Oil Crude Pier (Crude Oil) 6,000 t.p.h. 
Koa Oil No. 3 Pier (Low sulphur 
Fuel Oil) 600 t.p.h. 
Kenei North No. 3 Pier (Crude Oil) 500 t.p.h. 
DENSITY: 1020. 
FRESH WATER: Available at: 
Koa Oil Private Crude Oil Pier. 
Koa Oil Private Products Pier No. 3. 
Public, lwakuni North No. 3 Wharf. 
Sanyo-Kokusaku Pulp Private Logs Pier. 
Sanyo-Kokusaku Pulp Private Chip Pier. 
Water barge arrangeable from Onomichi. 
FUEL: Available ex-wharf, but not ex-barge. All grades of bon 
bunkers are stocked in Tokyo Bay, Ise Bay, Osaka Bay and Kann 
Port. At all other ports bunkers will be lightered from the nearest bu” 
stock ports at maximum 7 days prior notice. 
GANGWAY/DECK WATCHMEN: Not specially required un® 
passengers or valuable cargo on board. 
CERTIFICATES: Ship's Register to show Customs Inspector $% 
registered gross and nett tonnages. Valid Cargo Gear Certifice® 
sometimes required by stevedores when cargo gears maintena® 
appears to be poor. 


CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take as 
but no spirits. 

CARGO GEAR: See “Certificates” but no special requirements. _ 
CONSULS: No consul! but Marine Note of Protest can be attende?” 
local notary public. 

REPAIRS: Minor repairs possible. 

REPATRIATION: Possible. 

AIRPORT: Hiroshima Airport 45 km. (about 2 hours). 

For Osaka (TOA Airline) 0900 hrs., 1415 hrs., 1725 hrs., 2000 his 
For Tokyo O750hrs., 1100hrs., 1355hrs., 1510 hrs., 1755 
1905 hrs. | 
TIME: GMT plus 9 hours. No alterations made to clocks during )* 
POLICE/AMBULANCE/JFIRE: Police 110 (just dial); Ambulance? 
(just dial); Fire 119 (just dial). 

TELEPHONES: No arrangements available except Koa Oil. 
SHORE LEAVE: Loca! Immigration Offices issue shore pass ¥#" 
only 3 days, but 3 days extension possible if ship stays longer 


' 
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OPMENTS: New berth 
esruction 
QHORITY: Iwakuni Port Administration Office, 557-15 Shozoku, 6- 
_ lwakuni City, Yamaguchi, Pref., Japan. Tel: 0827-22-2271. 
vact! Hirohiko Sugitani, General Manager. 
gat: Sub-agents of Dodwell & Co., Tokyo. Naigai Unyu Co. Ltd., 
gn Office, 7-35, 4-chome, Shinminato-cho, _lwakuni-shi, 
chi-ken. Cable address: Naigai lwakuni; Domestic Telex: 06672- 
swaigai J. Tel: lwakuni (0827) 21-7115/6. 


named ‘“Muronoki Pier’ under 


| 
\GOSHIMA: 31.35 N. 130.33 E. (See Plan) 


SCRIPTION: Port situated in Kagoshima Bay, the Southern part of 
ystu and consists of 6 sections as follows: 

y¢ Harbour (Honko): Divided into Inner Harbour sheltered by 
«waters which can accommodate up to 3,000 tonners, and Outer 
sour, (open roads) where large size vessels lie at anchor. 

yew Harbour: Adjacent to Main Harbour on the South. This section 
@ sheltered by breakwaters and a 10,000 tonner can be 
gommodated. 

south Harbour: Located about 6 km. away from old harbour on South 
wand used for small coasters. 

wmber Harbour: Located about 7 km. away from old harbour on 
wh side and used for log carriers, a 15,000 tonner can be 
sommodated. 

QCUMENTS: 

‘sons: When vessel arrives direct from foreign port, Customs Officials 
wd for search. Following documents to be submitted: 

drew List. 

Passenger List. 

\anifest of crew personal effects (must be signed by individual crew 

member). 

Stores List. 

4ms and Ammunition List. 

Narcotics List. 

ust of ports of Call on current voyage. 

dscharging Cargo Manifest. 

Twough Cargo Manifest. 

Declaration inward/outward. 

‘owing will be checked on board: Ship’s Registry; Last Port 
‘arance. 

hen vessel comes from Japanese port, Customs Officials will not 
end on board, except in special case. Master or Agents to attend 
\siom House for entry formalities with following documents: 
dscharging Cargo Manifest. 

Tough Cargo Manifest. 

declaration inward/outward. 

Ship's Registry. 

last Port Clearance. 

Documents entrusted with the Master by Customs at previous port. 
dn vessel's departure, a clearance is issued by Customs, after 
nirming payment of tonnage dues. 
‘OTAGE: Not compulsory, but necessary unless Master well 
“wainted with locality. Pilot embarks at quarantine anchorage (see 
“eath"). Request for Pilot made through Agent. Master to report by 
®o accurate ETA at least 24 hours prior to arrival. 
NCHORAGE: Ample good holding anchorage available in Outer 
‘sour. Depth: Over 9 m. 


*STRICTIONS: 
hart Location Length Depth 
MA (m.) (m.) 
3m. Whart Old Harbour 110 7.9 
3m. Wharf Old Harbour 220 Fhe} 
oh No. 1 New Harbour 125 ves) 
oth No. 2 New Harbour 160 nas 
wth No. 5 New Harbour 165 9.0 
wuth No. 6 New Harbour 260 vals 
amber Wharf Lumber Port 180 10.0 
15,000 tonners can be accommodated) 

Syama Wharf No. 1 Taniyama Port 250 12.0 
*Strict No. 1) 
_ 50,000 tonners can be accommodated) 

“yama Wharf No. 2. Taniyama Port 260 7.5 
“strict No. 2) 
_5000 tonners can be accommodated) 

“yama Wharf No.6 Taniyama Port 260 7.5 
5000 tonners can be accommodated) 

“yama Wharf No. 7 Taniyama Port 390 7.5 
.{9.000 tonners can be accommodated) 

*2n Dolphin in Taniyama District No. 1 for private quay. 

95,000 tonners can be accommodated) 171 12.0 


SALTH: Radio Agent for Free Pratique not less than 5 hours and not 
J than 36 hours before arrival, advising full details of vessel and 
‘ath Conditions on board. When Free Pratique is granted by radio 
Sel will be required to submit the following documents to Quarantine 
“eet on arrival: 

‘time Declaration of Health. 

ew List, 

assenger List. 

; following vessels will not be able to get Radio Pratique: 

SIA vessel that has been in contact with an infected area or a 
a infected area within 15 days of arrival. 
. ead does not possess a valid Derat or Derat Exemption 
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JAPAN 


Quarantine: 

(a) Quarantine Station: Sea area within radius of 1,000 m. from 
centre, position Lat. 31° 33’ N., Long. 130° 35.5’ E. 

(b) Quarantine service rendered from sunrise to 1 hour before sunset. 

(c) “Q" flag should be hoisted until Free Pratique granted. 

(d) When vessel arrives from plague-infected or suspected area 
within 10 days after she left such place, 24-hour special quarantine 
required. 

All sanitary scuppers must be closed and garbage not thrown 
overboard after reaching 60 miles off Japanese coast. 

RADIO: Recommended Master contacts Agent through Choshi Radio 
or Nagasaki Radio which covers all ports in Japan. If Westbound via 
Chosi and Northbound to Nagasaki respectively. 
TUGS: 
“Wakashio Maru No. 2" twin diesel vessel 3,200 h.p. 
“Kinko Maru” twin diesel vessel 3,000 h.p. 
“Sanko Maru” twin diesel vessel 3,000 h.p. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by Agent mainly by radio. 
New Port (Kagoshima-Shinko). Sheltered harbour with main entrance 
150m. wide between S. breakwater (350m.) and N. breakwater 
(150 m.). Sheltered anchorage in depth of 5.5 m. — 9.0 m. No mooring 
buoy. Berthing outside breakwater in depth of 9.0m. and inside 
breakwater in depth of 5.5 m. — 9.0 m. 
Piers: South Pier (in foreign trade zone): 
165 m. long with 9.0m. alongside, will take one vessel of about 
10,000 g.r.t. 

260 m. long with 7.5 m. alongside, two vessels less than 5,000 g.r.t. 

120 m. long with 4.5 m. alongside, two vessels less than 500 g.r.t. 
North Pier (for inbound vessels): 

125 m. long with 7.5m. alongside will take one vessel of about 

3,000 g.r.t. 

160 m. long with 5.5 m. alongside two vessels less than 1,000 g.r.t. 
Taniyama Pier No. 1 (Taniyama-ko 1-ku 1-go wharf) 

250 m. long with 12.0 m. alongside, 2 vessels less than 50,000 g.r.t. 
Taniyama Pier No. 2 (Taniyama-ko 1-ku 2-go wharf) 

260 m. long with 7.5 m. alongside, 2 vessels less than 5,000 g.r.t. 
Taniyama Pier No. 6 (Taniyama-ko 2-ku 6-go wharf) 

260 m. long with 7.5 m. alongside, 2 vessels less than 5.000 g.r.t. 
Taniyama Pier No. 7 (Taniyama-ko 2-ku 7-go wharf) 

390 m. long with 7.5 m. alongside, 3 vessels less than 5,0u0 g ~-t. 
Note: Taniyama Harbour: Located 11 km. from Old Harbour on South 
and used for large vessels. 

STEVEDORES: Maximum 10 gangs available. Working hours: 1 labour 
shift. 

Normal working hours: 0800 to 1700 hrs. Overtime work possible, until 
about 2000 hrs. by applying to Customs at following hours: 1700 — 
2200 hrs., 0500 — 0830 hrs. Also Sundays and holidays 2200 — 0500 hrs. 
All night work is impracticable. No work can be arranged for 30th 
December and during New Year holidays (1st to 3rd January). 
MEDICAL: Imakyurei Hospital, Chou Hospital, Fukusaki Hospital, 
Yotsumoto Dental Plant. Igo Oculist. No advance notice required unless 
urgent. 

TANKERS: No tanker berths at Kagoshima, but Central Terminal Station 
(C.T.S.) in Kagoshima Bay. See “Kiire”’. 

FRESH WATER: One 200 ton water barge available. Hydrants at 
wharves in main harbour. Rate of delivery: 50 t.p.h. from barge; 20 — 
30 t.p.h. from hydrants. 

FUEL: Not available. Lightered from another port. Ample notice so that 
necessary lighterage can be arranged. 

REPAIRS: Hull/engine repairs are available at Kagoshima Dockyard and 
Iron Works and Kikukawa Iron Works. 

GANGWAY/DECK WATCHMEN: Not specifically required unless 
passengers or valuable cargo on board. 

2 sets of shore gangways (10 m. long) with platforms (3 m. high) also 
English speaking watchmen are available but advance notice is required. 
OPENING/CLOSING HATCHES: Stevedores open/close hatches. Cost 
per hour depending on type of cargo. If any time lost by ship’s crew 
doing this work, stevedores charge ship for waiting. Recommend request 
stevedores for this work unless crew can complete before berthing. 
CERTIFICATES: Ship’s Register to show Customs Inspector registered 
gross and nett tonnages. Valid Cargo Gear Certificates sometimes 
required by stevedores when cargo gear’s maintenance appears poor. 
CUSTOMS ALLOWANCES: Only 50 cigarettes to take ashore but no 
Spirits. 

REPATRIATION: Possible. 

AIRPORT: Kagoshima International Airport. Located to the North, 
50 minutes’ drive from centre of Kagoshima city. 

TIME: GMT plus 9 hours. No alterations to clocks during year. 
HOLIDAYS: See “Tokyo” (Also see “Stevedores”). 

WIND/TIDE: N.W. wind prevails in Winter season and Easterly wind in 
Summer. Wet seasons in April and July. Average tidal range 2.74 m. In 
the outer harbour, flood tide sets to North and ebb to South. Maximum 
speed of current 2 knots. Current in inner harbour is less than 0.25 knots. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 day extension possible if vessel stays longer. 
Also see “Regulations”. 

REGULATIONS: Immigration Officials board vessel on arrival to 
examine Passports, Discharge Books and/or other equivalent travel 
documents and provide 72 hour landing passes for crew members and 
passengers. 1 copy each of crew list and passenger list required by 
them. Providing ship's Agent with a Crew List beforehand will be a great 
help in expediting immigration business on vessel's arrival. When vessel 
stays in port more than 72 hours, the landing passes may be extended 
72 hours on application. In the event that crew members, without entry 
visas, are to be landed for repatriation or transfer, Immigration will not 
permit their landing unless passage, by either sea or air, ensuring the 
prompt departure from Japan (within 72 hours) of these men has been 
booked, or unless vessels to which they are to be transferred, arrive in 
Japan within 5 days. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


SERVICES: Cargo Survey. Provisions and Stores. Fumigation — Toyo 
Fumigation attend from Moji on request. 

AUTHORITY: Kagoshima Port and Harbour Office, 18-16 Izumi-Cho, 
Kagoshima City, 892 Japan. Tel: (0992) 23-3277. 


AGENT: Sub-agents of Dodwell & Co. Tokyo. Kyoshingumi Co. Ltd., 
Agency Department, Zisaki, Zyonan-cho, Kagoshima-shi, Kagoshima- 
ken. Cable address: Kyoshingumico Kagoshima; Domestic Telex: 
07822-46. Tel: (0992) 26-7124, 26-7115. 


KAKOGAWA: 34.42 N. 134.50 E. (See Plan) 


Port is for sole use of the Kobe Steel Co. Ltd. Declared open port as of 
1st May 1970, but vessels should first call off Kobe to obtain Free 
Pratique, Customs clearance and Pilot. 

Also see “Shipmaster's Report’ dated June 1985. 

DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

Also see “Shipmaster’s Report’ dated June 1985. 

PILOTAGE: Pilot will board off Kobe when cailing for Free Pratique and 
Customs clearance. Pilot will be arranged by Agent subject advance 
request and usual ETA advices. 

Also see “Shipmaster’s Report’ dated June 1985. 

RESTRICTIONS: Mooring/unmooring conducted daylight hours only. 
MAX. SIZE: Kobe Steel, Berth No. 4: 165,000 d.w.t. (or 250,000 d.w.t. 
with part load). 

HEALTH: Vessel must call off Kobe for Free Pratique. At first port call 
in Japan, vessel must obtain Free Pratique. Quarantine Officers will 
attend vessel only from daylight to sunset and Master to show all 
Vaccination cards, Derat Exemption Certificate. In case vessel arrives 
from cholera-infected area within 10 days, Master must advise crew and 
passengers’ health condition to respective Quarantine Office through 
ship's Agent prior to arrival and close all soil pipes before entering port. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which covers all ports in Japan. 
If specifically Westbound vessel, to contact Chosi, and Northbound 
to contact Nagasaki Radio respectively. 


BERTHING: 
Length Depth Max. Size 
Pier W-5 240 m. 11.90 m. 35,000 d.w.t. 
Pier W-6 275m. 11.90 m. 35,000 d.w.t. 
LPG Dolphin 77m. 16.00 m. 70,000 d.w.t. 
Scrap Pier 250 m. 11.10 m. 25,000 d.w.t. 
South Pier 450 m. 6.80 m. 


Depth at low water is 17 m. in the fairway which is 400 m. wide. 
Kobe Steel: 


Berth Length Depth Max. LOA Max. Draft 
m. (m.) (m.) (m.) 

No. E-4 400 17.0 300 16. 

No. E-2 200 14.5 190 12.5 

No. E-3 300 14.0 239 14.5 


Products Handled Coal and ore. 

Cranes: 4 X 1,500 t.p.h. at E.4; 1700 t.p.h. at E.3; 2x35 ton at West 
Wharf (No. 5) and 2x35 ton at West Wharf (No. 6). 
MEDICAL: Treatment has to be arranged from Kobe. 
FRESH WATER: Available from quay. Rate 50 — 80 t.p.h. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
REPAIRS: Arranged from Kobe. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship’s crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 
REPATRIATION: Possible, through Kobe. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days extension possible if ship stays longer. 


specially required unless 


SHIPMASTER’S REPORT: When the vessel anchors off Kobe in the 
Roads, “Kobe Harbour Control’’ will call on VHF Channel 16 and ask 
for anchoring time and position from Kobe Headlight. 

The maximum draft at Higashi Harima is 15.5 m. 

Vessels always berth port side alongside. The gangway should be 
lowered as soon as possible to let the officials aboard. 
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The vessel loaded 112,000 metric tons in 60 hours, Previously ih, 
same amount had been loaded a little quicker. 

Bilge water, oil or garbage should never be thrown overboard decays, 
owners have to pay compensation to the Fishermen's Union. 

Berthing takes place 2 hours before high water. 


SHIPMASTER’S REPORT: June 1985. 

Pilotage/Sanitary Inspection: \f vessel in possession of valid Japa 
Sanitary Inspection Certificate and has been granted Radio F. 
Pratique, the Inland Sea Pilot boards 5 miles S.S.W. of Kobe Lt. Ths 
Pilot berths the vessel at Kakogawa. 

Customs clearance and other formalities, in this event are carried oy 

after berthing at Kakogawa. 
Pollution: Penalties and mandatory compensation are particularly seve, 
for any form of pollution. A floating save-all barrier is placed around ih. 
ship. This would appear to be as much for identifying offenders, as i, 
preventing the spread of pollution. 

When discharging coal, petroleum-coke or ore at the West Whi 
(Kobe Steel Co.), scuppers must be efficiently plugged to prevey 
overside pollution in the event of rain or ballasting overflows. Oy. 
selected scupper outlet is connected to a shore drainage hose. 
Shore Leave: At West Wharf and LPG Jetty, ship's personnel are ng 
permitted to traverse the wharf or any other roadway or pant of tre 
steelworks on foot. 

Kobe Steel Co. does not provide any form of transport inside the 
complex. However, a taxi schedule can be arranged through the Ager 
between ship and Kakogawa (JNR) railway station. Frequent trains » 
Kobe — about 35 minutes. Kakogawa, itself has reasonable shopping 
facilities in the vicinity of the railway station. 


AUTHORITY: Kakogawa Doboku (Public Works) Office, 97-1, Tenjing 
Jike-machi, Kakogawa City, Hyogo Pref. Te/: (0794) 21-1101. 


AGENT: See “Himeji”. 


KAMAISHI: 39.16 N. 141.55 E. 


DOCUMENTS: 

Ship's Register. Last Port Clearance. 6 Crew Lists including Passpor 
DH ea 4 Passenger Lists. 1 Stores List and 2 Lists of Ports 0 

all. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera 
wrist-watch, radio, firearms/swords, etc. (only at first port of call » 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Carg 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: Pilot not compulsory, but arrangeable at Master's request 
Pilot arranged by Agent and vessel required to radio Agent ETA 2! 
hours before ship's arrival. Pilot boat has no facility to communicate 
nor particular light or sound signals, but flies Pilot flag “H”. Pilot boares 
at Lat. 39° 16’ N., Long. 141° 59’ E. About 1 mile N.N.E. of Osaki Point 
No alternative area in event bad weather. 
ANCHORAGE: Up to 430,000 d.w.t. vessels can safely anchor. Mat 
size at anchorage 120,000 d.w.t. Depth of water: 31m. — 43m. # 
Quarantine Anchorage. 
RESTRICTIONS: Vessel free in and out anytime. 
MAX. SIZE: Draft 14 m. and LOA 300 m. (915 ft.) Breadth no restriction 
HEALTH: Quarantine Anchorage: Located in Western semi-circle © 
500 m. radius with centre at Lat. 39° 15’ N., Long. 141° 55’ E. This alee 
is also used for urgent anchorage. 
RADIO: Recommended Master communicates with Agent throug’ 
Choshi Radio or Nagasaki Radio which cover all ports in Japan.’ 
specifically Westbound vessel, to contact Chosi, and Northbound © 
contact Nagasaki Radio respectively. ’ 
TUGS: Tugs (2) join vessel at anchorage and tugs’ lines used free ® 
charge. 
BERTHING: No specific requirements. Pilot boarding time will be note’ 
by ship's Agent mainly by radio. 
Permissible 

Draft Capacity 

(m.) (d.w.t) 


(See Plan} 


Berth Length Depth Shore Cranes 
(m.) — (m.) 
South Pier 
NSC No. 3 Old 230 8.4 8.4 13,000 1x7 T, 1x15T 
New 288 13.5 25,000 Unloader 700 t.p.h 
8.7 8.7 20,000 2x7 T,1x17T 
4.0 


NSC No.4Old 230 : 
160,000 Unloader 700 and 900? 


New 288 1 

North Pier 

NSC Nos. 1 & 2 not suitable for the vessel more than 5,000 g.r.t. F 
STEVEDORES: At least 24 hours prior notice excluding Sundays & 
holidays required in order for Agents to arrange stevedores. Vesse! 
constantly keep Agent advised of ETA. If stevedores cannot comment? 
loading/unloading at time notified by the Agent, the orderers must rd 
for waiting time. If cargo gear not rigged on berthing, stevedores wil 4 
same for ship's crew. Svertime surcharges 1630 — 2130 hrs 
additional of basic stevedorage; 2100 — 0500 hrs. next morning ! 
additional; Sundays/holidays 100% additional. 
MEDICAL: No advance notice required unless urgent. 
DENSITY: Winter 1026-1027. Summer 1023-1024. ada 
FRESH WATER: Available from wharf by hose. Rate of delivery abov 
10 t.p.h. — 15 t.p.h. No water barge. wa bP 
FUEL: Domestic diesel oil (Bunker A) is available. Bonded ol! “a 
brought from Sendai, Yokohama and Kashima with sufficient adv 
notice. 
CONSULS: None. 


a 


gepAIRS: Minor repairs such as welding, piping, lathing works, etc. 


RY DOCKS: None. 

cuSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
4no spirits. 

4 NING/CLOSING HATCHES: Stevedores carry out opening and 
sosing hatches. Cost depending on type of cargoes. If any time lost by 
oho's crew doing this work, stevedores charge ship for waiting. 
aecommend request stevedores for this work unless crew can complete 
-pefore berthing. 

eFICATES: Ship's Register to show Customs Inspector ship's 
sgstered gross and nett tonnages. Valid Cargo Gear Certificates 
emetimes required by stevedores when cargo gear's maintenance 
spears to be poor. 

aPATRIATION: Possible. 

WRPORT: Hanamaki, distance 100 km. (2 hours by car). Toa Domestic 
snes (TDA); 3 flights between Hanamaki/Tokyo everyday, 2 flights 
setwween Hanamaki/Osaka everyday and 1 flight between Hanamaki/ 
Sapparo every day. 

mME: GMT plus 9 hours. No alterations made to clocks during year. 
pOLICE/AMBULANCE/FIRE: Police 2-4536 (Headquarters) and 2- 
3928 (Water Police Station); Ambulance 119; Fire 119. 

TELEPHONES: No facilities for placing telephones on board. 

SERVICES: Surveyor, tally, hold cleaning, tank cleaning. 

GENERAL: Discharging ex-gearless vessel not possible at anchorage. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
my 3 days, but 3 days extension possible if ship stays longer. 
AUTHORITY : Port and Harbour Dept, Iwate Prefecture Government, 
‘0-1 Uchimaru, Morioka City, lwate Pref., 020 Japan. Te/: (0196) 51- 
3111. Contact: Masanao Takeda, Director, Port & Harbour Department. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Narasaki Sangyo 
%, Lid, Kamaishi Branch, Kamaishi Building, No. 1-1, Hama-cho 
kamaishi-shi, lwate-ken. Cable Address: Narasaki Kamaishi. Domestic 
Telex: 8355-56. Tel: (0193) 22-2731/2. Postal No.: 026. 


KANDA: 33.47 N. 131.00 E. (See Plan) 


PLOTAGE: Not compulsory; Inland Sea Pilots are available from 
Sexisaki, Hesaki or Mutsure if required. Harbour Pilots are available at 
he anchorage (Lat. 33° 48’ 03” N., Long. 131° 03’ 02” E). 
RESTRICTIONS: Pilots are only available from sunrise to 1 hour before 
sunset 

PRATIQUE: Available at the Hesaki or Mutsure Anchorages. (In case 
v vessels from East, formalities will be carried out at the Hesaki 
‘nchorage. If vessels from West, formalities will be carried out at the 
\lutsure Quarantine Anchorage. But after Free Pratique granted, vessels 
‘ave to pass the Kanmon Channel en route to off Kanda). 

TGS: 1 x 3,000 h.p. and 1 x 1,300 h.p. (Tugs from Moji also available 
when required). 


SERTHING: 

Public Wharves: 

Berth No. Length Depth Remarks 
(m.) (m.) 

No. 1 370 10.0 215,000 d.w.t. 

No. 2 130 (ee 15,000 d.w.t. 

No.3 110 6.5 13,000 d.w.t. 

No. 4 150 5.5 22,000 d.w.t. 

No. § 386 4.5 6700 d.w.t. 

No. 6 7 4.5 1700 d.w.t. 

No.7 130 7.5 15,000 d.w.t. 

No. 8 260 7.5 25,000 d.w.t. 

No. 9 440 4.5 7700 d.w.t. 

No. 10 580 10.0 215,000 d.w.t. 

No. 11 185 10.0 115,000 d.w.t. 

No. 12 10 3.0 = 

No. 13 351 3.0 — 

0. 14 100 2.0 

A 119 2.0 

a 175 2.0 

Private Facilities: 

Seth No. Length Depth 

ms (m.) (m.) 

“2.15 Kyusyudenryoku Whart 18 3.0 

“16 Kyusyudenryoku Wharf 104 7.5 

8.17 Aso Cement Wharf 35.4 7.5 

“2.18 Aso Cement Wharf 28 75 

19 Aso Cement Wharf 74 6.0 

“8.20 Ube Kosan Wharf 86 7.5 

“21 Ube Kosan Wharf 46 6.0 

(8.22 Ube Kosan Wharf 33.5 4.5 

*°23 No. 1 Mitsubishi Kogyo Cement Whart 55.4 4.5 

°°.24 No. 2 Mitsubishi Kogyo Cement Wharf 19 6.0 

(2.25 No. 3 Mitsubishi Kogyo Cement Wharf 48 7.5 

(26 No. 4 Mitsubishi Kogyo Cement Whart 185.4 10.0 

27 Yutaka Kozai Wharf 215 4.5 

(°28 Ube Kosan Wharf 55 6.0 

“23 Nihon Cement Whart 49 le 


Remarks: In case of vessel's draft exceeds 9 m., entry/departure only 

acticable at HW. 

sesH WATER: Available from shore, except Matsuyama Wharf & 

=ohin and Mitsubishi Kogyo Cement Wharf where a barge is available. 

then Tobelead of bunkers will be brought from Moji or Shimonoseki, 
- red. 

IAS: All kinds of repairs can be undertaken by Moji repairers. 

ty ! Kanda Port Administration Office (Fukuokaken 

»_ dakomusho), 29 Banch Minato-machi, Kanda-machi, Fukuoka Pref. 

* (093) 434-0585. Contact: Katsuaki Yano, General Manager. 


= 


JAPAN 
KANMON-KO (Kanmon Harbour). (See Plan) 


According to Japanese Harbour Area Regulations, Moji, Shimonoseki, 
Kokura, Tobata, Wakamatsu and Yawata are respective sections 
included in one port namely Kanmon Harbour. The expression of the 
port as “Kanmon” has been used in charter parties, where these 6 ports 
are considered to be one port. Vessel’s movements within these ports 
is treated as shifting berth in the same port. Therefore, if vessels calls 
at more than 2 ports within this area, such calls are covered by one 
payment of tonnage dues. However, at Tobata, Wakamatsu and Yawata, 
port dues are levied in addition to tonnage dues. 

Entry/departure procedures to Customs, Immigration and/or Harbour 
Master should be effected at each port, as those officials stationed 
individually at each port. 

Pilotage is compulsory for vessels over 10,000 g.r.t. passing through 
Kanmon Channel. 

Also see “General” before first port. 

AUTHORITY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-Ku, Kitakyushu City, 801 Japan. Tel: (093)-321-5941. 
FAX: (093) 321-5915. 

Shimonoseki Port and Harbour Bureau, 1-1, Nabe-Cho, Shimonoseki 

City, 750 Japan. Tel: (0832) 31-1111. 


KANOKAWA: 34.11 N. 132.26 E. 


(PORT STATUS: CLOSED PORT) 
DOCUMENTS: 
Ship's Register. 
Last Port Clearance. 
10 Crew Lists including Passport Numbers. (For lwakuni and 
Kanokawa.) 

10 Passenger Lists. (For lwakuni and Kanokawa.) 

2 Stores Lists. (For lwakuni and Kanokawa.) 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call 
in Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from 1 of 3 
pilot stations dependent upon vessels last port of departure and at 
Master's discretion. Pilotage available throughout 24 hours and 72 hours’ 
advance notice preferred, thereafter advising any alterations. Most 
Inland Sea Pilots also act as Harbour Pilots up to berth or anchorage 
at destination. 

Note: VHF Communication available with Inland Sea Pilot stations. Also 
see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
Position 34° 09’ N., 135° 11’ E. Telegraphic address “Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
Bungo Channel.) Position 33° 13’ N., 131° 54’ E. Telegraphic address 
“Anjin Moji”. In event bad weather, recommended vessels proceed for 
shelter as near as possible having due regard to safety, to Sekisaki Pilot 
Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position Lat. 
33° 56’ 24” N., Long. 131° 03’ 12” E. 

Inland Sea Pilots also attend Harbour Pilotage but if specifically 
required Harbour Pilot boards at Port entrance South side of 
Ohkurokamishima, Position Lat. 34° 10’ N., Long. 132° 26’ E. 
ANCHORAGES: Good holding ground. Entrance Channel and Harbour 
Channels. Depths 18 m. min. Bottom mud and sand. Difference between 
quoted datum and chart datum about 2m. (to be added). Harbour 
anchorage about 2 miles South of “T” head berth where vessel remains 
if waiting berth. (Lat. 34° 08’ N., Long. 132° 24’ 3” E.). 
RESTRICTIONS: No berthing or unberthing between sunset and 
sunrise. 

MAX. SIZE: Length 270m., beam 40m., draft 14m., deadweight 
125,000. See “Tankers”. 

HEALTH: Closed port. Vessel must call at another port (such as, 
Matsuyama or lwakuni) for Customs and Health clearance before 
entering Kanokawa. At first port of call in Japan, vessel must obtain Free 
Pratique. Quarantine Officers will attend vessel only from daylight to 
sunset and Master to show all Vaccination Cards, Derat Exemption 
Certificate. In case vessel arrives from cholera-infected area within 
10 days, Master must advise crew and passengers’ health condition to 
respective Quarantine Office through ship's Agent prior to arrival and 
close all soil pipes before entering port. 

N.B. Vessels destined for Kanokawa call at Iwakuni for quarantine 
and Customs formalities for entering Kanokawa (Closed Port) before 
proceeding to Kanokawa. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically West bound vessel to contact Choshi and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: Arranged from Kure. Normally join at Kanokawa Port Entrance. 
Usually tug’s lines used without extra charge. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englany 


TANKERS: 
Permissible 
Berth Length Depth Draft & Capacity Pipe-lines 
LOA 
(m.) —(m) (m.) 
Mitsubishi Shoji 
Kanokawa No. 1 
73.6 12.2 11.2x240 Less than See below 
30,000 d.w.t. 
No. 3 159.00 15.4 14x270 _—_ Less than 
125,000 d.w.t. 
Nos. 2 & 4 7.0 For coastal Tanker use 
only, 5,000 d.w.t. 
Pipe-lines: No. 1 No. 3 
Size and number of manifold 112 in. 512 in. 
Size and number of shore line 116 in. 2x24 in. 


Max. back pressure on shore gauge 5.0 kg/sq.cm. 5.0 kg/sq.cm. 
Average speed for discharging 2,000 ki/hr. 3,000 kli/hr. 
DENSITY: 1023 — 1025 alongside berth. Rise of tide: Springs 3.4 m. 
Neaps 2.6 m. 

FRESH WATER: Available at berth, ex-pipe-line. Average delivery rate 
— 20 t.p.h. 

FUEL: Most grades of domestic and bonded oil obtainable by barge 
only at anchorage after completion of discharge, with 3 days’ advance 
notice. 

CONSULS: None. 

REPAIRS: See “Kure”. 

AIRPORT: See “Kure”. 

TIME: GMT plus 9 hours. Permanent. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: No arrangements available for placing telephones on 
board. 

AUTHORITY: Ohgaki Doboku (Public Works) Office, 25 — 3 Oaza Ohara, 
Ohgaki-Cho, Saiki-Gun, Hiroshima Pref., Japan. Te/: 0823 — 57 — 3434. 
(Note: This is a closed port, therefore there is no Port Authority.) 


AGENT: See “Kure”. 


KASHIMA: 35.54 N. 140.42 E. 


DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

5 Crew Lists including Passport Numbers. 

5 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in Transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Pilot called through Agent. Pilot boards about 2 miles to 
N.E. from the end of South Breakwater, in vicinity of Lat. 35° 58.5’ N., 
Long. 140° 44’ E. 

ANCHORAGE: No suitable anchorage at present. Quarantine 
Anchorage is within a rectangular section commencing at point “A” 
(089° 45’, 5,200 m. from Kashima lighthouse) thence 151° for 1,500 m., 
thence 241° for 1,000 m. thence 331° for 1,500 m. thence to point “A”. 
Depth 18.3 m. 

Shipmaster’s Report: July, 1981. 

Quarantine Anchorage only for small ships (under 3,000 d.w.t). 

Pilots advised and requested vessel to anchor (on next visit) 2 to 3 
miles, 45° off North end of pier, pilot station also located in this position. 

Reasons: Anchorage close to outgoing traffic, especially for very large 
vessels. Also anchor holding ground not good in case of sudden wind 
gusts. 

Anchorage as mentioned (also on B.A. Charts) is not used any more 
and Quarantine Officer boards after passing second breakwater. 
APPROACHES: Normally the approaches to Kashima are not as 
congested as some of the other ports of Japan, but in good weather a 
large number of fishing and pleasure craft may be met. 

Being free of off-lying dangers the approach to the Pilot Boarding 
ground do not present any difficulty, however, the presence of swell very 
often hampers the manoeuvre of the tugboat carrying the Pilot. 
A convenient leeway is required to enable the Pilot to board. 
Approaches to Kashima Oil Co. Terminal: The berth approach is made 
only during daylight hours. Pilots board, at the latest, one hour before 
sunset. 

All traffic for entering into or departing from the port, and all 
movements inside the port are controlled from the signal station near 
the N.W. side of the harbour entrance. For the signals shown please 
refer to H.O. PUB No. 156 or B.A. Japan Pilot Vol. 1 (No.41). The type 
of control is “one way’ for larger vessels. The signal station is not 
equipped with radar or VHF, but may contact a vessel via telephone 
and Ibarki Port Radio. 

The harbour entrance is marked by two buoys. 

Leading lights, 183.5°, are exhibited for steaming up the channel. The 
depths in the outer channel are 24 m. and in the inner part 22 m. below 


(See Plan) 


chart datum. Tidal currents in the channel are weak, less than 0.5 knots. 


No entry is made if wind velocity from Northerly directions is 7 m./sec. 
or over, or from other directions 10 m./sec. or more. Also, berthing 
operations are suspended if the wave height is 1.5 m. or more. 

The tug that brings the Pilot(s) on board joins the vessel immediately. 
4 other tugs join inside the breakwater. 
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During periods of Northerly swell the entry channel is fully ex 
Vessels at low speed generally have difficulty in steering therefore, 
VLCCs are also required to attain a speed up to 6 knots until as Chg 
as 0.75 miles from the 200,000 ton crude berth. The full power Of fig 
tugs is normally sufficient to timely reduce the headway but at time, 
vessels engines are also called for prompt and strong astern action 


RESTRICTIONS: Pilot does not board vessel after dark. 


Passages: 
Name Width Depth 
(m.) (m.) 
Central Passage 400 — 600 19 —13 
South Passage 300 — 430 12-10 
North Passage 300 13.- 10 
Outport Passage 480 — 540 24 -— 22 
MAX. SIZE: Tankers: 
Max. Max. Max. Sate 
Berth d.w.t. L.O.A. Draft 
200,000 ton 
Sea Berth 200,000 336.34 m. 19.00 m, 
100,000 ton 
Berth 100,000 258.16 m. 14.00 m, 
70,000 ton 
Berth 70,000 238.50 m. 11.91 m. 


Bulk carriers have entered with draft up to 44 ft. 

HEALTH: Radio Pratique is available if application in accordance we 
Japanese Regulations. Quarantine Officers will attend vessel only fro 
daylight to sunset and Master to show all Vaccination Cards, Dee 
Exemption Certificate. In case vessel arrives from cholera-infected are: 
within 10 days, Master must advise crew and passengers’ heat 
condition to respective Quarantine Office through ship's Agent prior 
arrival and close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent throuy 
Choshi Radio or Nagasaki Radio which cover all ports in Japan | 
specifically Westbound vessel to contact Choshi and Northbound » 
contact Nagasaki Radio respectively. 

VHF: 50 Watt powered base station operates at Oh-aza Igiri, Kamig, 
cho, using call sign “Ibaraki Port Radio”, continuous watch is maintaine 
24 hours on Channel 16; all calling should be on Channel 16, ay 
working Channels 14 and 12. Tugs (including Pilots) work on 400 mz 
Shipmaster’s Report: July 1981. 

VHF station (call: “Ibaraki Port Radio") on Channel 16, traffic « 
Channel 14. 

Handles all traffic about pilotage, etc. Station not yet mentioned inLs 
of VHF stations (Radio Holland). Agents pay fee per ship per port ca 
for using the station. 

TUGS: Usually joins vessel at anchorage where Pilot boards; Tug's line: 
used. 


BERTHING: No specific requirements. Pilot boarding time will be notifier 
by ship's Agent mainly by radio. 


Number Major 
of For Cargo 
Name Depth Length Berths Ships Handled 
(m.) (m.) (d.w.t.) 
*Fuka-Shiba Public Wharf — 5.5 300 3 2,000 Sundries 
Berths 
*South Public Wharf Berths —10.0 370 2 15,000 Sundries 
*South Public Wharf Berth — 7.5 130 1 5,000 Sundries 
(a) Heavy Oil & Sundries 37.5 130 1 5,000 Heavy oil, 
Berth Sundries 
Raw Materials Berths —16.0 451 3 5,000 x 2 Coal, iron ore 
80,000 x 1 
Raw Materials Berths —19.0 749 2 150,000 Iron ore, cod 
Slab Berth —14.0 300 1 50,000 Sand, gravel 
iron and steel 
Manufactured Goods —12.0 1,184 6 50,000 Iron and stee 
Berths 
Manufactured Goods — 17.5 782 6 3,000 x 1 Iron and stee 
Berths 5,000x5 
Sundries Berth — 6.0 175 1 3,000 Sundries 
All-Weather Berths —.7.5 200 2 5,000 Sundries 
West Spiral Berth — 6.0 127 1 3,000 Sundries 
(b) Crude Oil Pier No. 1 —22.0 129 1 200,000 Crude oil 
Crude Oil Pier No. 2 —16.0 76.8 1 100,000 Crude oil, 
heavy oil, LPG 
Crude Oil Pier No. 3 —14.0 39.6 1 80,000 Crude oil, 
heavy oil 
Shipping Piers 6.0 92 2 3,000 LPG 
Shipping Piers - 6.0 585 12 3,000 Petroleum 
products 
Shipping Piers - 6.0 764.5 4 3,000 Petroleum 
—: 9.0 products 
(c) Heavy Goods Berth — 5.5 120 1 1,000 Sundries 
50,000-ton Dolphin - 7.5 50 1 5,000 Heavy oil 
(d) 100,000-ton Pier —16.0 231 1 100,000 Raw salt 
(e) 65,000-ton Pier —13.0 280 1 65,000 Cereals 
Shipping Berths (Pier) — 6.3 505 5 500 x 1 Cereals 
2,000 x 1 
3,000 x3 


(f) 65,000-ton Pier —13.0 281 1 
Shipping Berths (Pier) — 6.3 370 3 


65,000 Cereals 
2,000 x 1 Cereals 


3,000 x2 

(g) Kanto Grain Terminal —13.0 280 1 65,000 Cereals 
Berth 

(h) Manufactured Goods -10.0 70 1 1,600 Machinery 
Berth 

(i) High-pressure Gas 75 29 1 3,000 Chemica 
Dolphin 

(j) No. 8 berth -10.0 195 1 15,000 Chemicas 
No. 9 berth — 6.0 28 1 3,000 Chemicals 


Number Major 
of For Cargo 
- Depth Length Berths Ships Handled 
(m.) (m.) (d.w.t.) 
pangerous Cargo & 336 a 3,000 Chemicals 
" agh-Pressure 
gerths 
yanutactured Goods 7.0 145 1 3,000 Chemicals 
Berth 
~ Raw Materials Berths 6.0 150 1 1,500 Chemicals 
joint Berth for Two - 7.0 140 1 3,000 Chemicals 
companies (A) 
Raw Materials- 10.0 400 2 15,000 Silicon Sand 
vanufactured Goods 
Berths (A) 
aga Materials- rae 255 2 5,000 Chemicals 
vanufactured Goods 
perths (B) 
ot Berths for Four — 7.0 230 2 3,000 Chemicals 
companies (B) 
nding Stages at the 4.0 458 a Es, =o 
central Vessel Basin 
waste Oi! Dolphin — 6.5 27.2 2 3,000 — 
anding Stages at the Se 351 — _ _— 
gasin for Small Vessels 3.5 
gf Berths 4.5 939 _ _ _ 
5.0 
semuko Berths 5; 113 — — —_ 


la) Sumitomo Metal Industries Ltd. 

ib) Kashima Oil Co. Ltd. 

ic) The Tokyo Electric Power Co. Inc. 

id) Kashima Chlorine & Alkali Co. Ltd. 

‘e) Showa Sangyo Co. Ltd. 

() Zen-No Silo Co. Ltd. 

9) Kanto Grain Terminal Co. Ltd. 

h) The Shin-etsu Chemical Industry Co. Ltd 

|) Mitsubishi Petrochemical Co. Ltd. 

\) Mitsubishi Petrochemical Co. Ltd. 

x) Japan Synthetic Rubber Co. Ltd. 

) Takeda Chemical Industries Ltd. 

1) &(n) Asahi Glass Co. Ltd. 

A) Asahi Glass Co. Ltd., 

Mitsubishi Gas-Chemical Co. Inc. 

8) Asahi Denka Kogyo K.K., 

Kuraray Co. Ltd., 

Mitsubishi Gas-Chemical Co. Inc., 

Kanegafuchi Chemical Industry Co. Ltd. 
Public Berth. 
WEDICAL: No advance notice required unless urgent. 
TANKERS: Requirements prior to arrival: Manifold: position, number 
#d external and internal diameters. Reducer: type (ASA or JIS, etc.) 
#0 external and internal diameters. Bolt: diameter and number, also 
‘ameter of pitch circle. Pumping capacity. Ship's draft and ETA, to be 
weived by 0900 hrs. every morning continued 3 days prior to day of 
mal. Water requirement (because of necessity of pumping-up tank for 
weparation). 
iething Procedure and Mooring at 200,000 d.w.t. berth: Normally 3 
®5tugs attend and are employed in a combination of “alongside” and 
wm the hook”. 

Vessels always berth port side to. The normal procedure is to bring 
e vessel to a stop, parallel to the berthing face, at a distance of 
‘)-150 m., and then warp her alongside with the tug assistance. The 
quence for handling ship's lines is: spring lines, breast lines, and then 
*wand stern lines. 2 mooring launches are used. 

Since the breasting dolphins at the 200,000 d.w.t. berth used for the 
ng lines are rather a long distance apart, conventional spring lines 
‘om the main deck are frequently very short and often break when a 
well is running. Therefore, it is advisable to try using longer springs 
‘m the forecastle and poop decks. 

The normal mooring configuration is: 4 bow lines, 4 stern lines, and 
*yeasting lines and 2 spring lines both forward and aft. 

The berth is equipped with a sonar docking system. 

Discharge Rates: 


Discharge 
Berth Product Rate (t.p.h.) Shoreline 
200,000 Ton Crude Oil 10/12,000 38 in. x1 
Berth 42 in.x1 
Bunker 5/600 (Connection) 12 in. x1 
100,000 Ton Crude Oil 4/6,000 24 in. x1 
Berth 4/6,000 26 in. x1 
LPG 2/3,000 (Propane) 22in.x1 
(Butane) 22 in.x1 
£0000 7, Bunker 5/600 (Connection) 8 in.x1 
A on Naphtha | : 
Berth White Kerosene | 11800 140. x1 
Minus Crude Oil 3/3,500 16 in. x1 
Fuel Oil 1,800/2,000 20 in. x1 
Crude Oil 3/3,500 24 in. x1 
) Bunker 5/600 (Connection) 8 in.x1 
ENSITY: 1025. 


FRESH WATER: 50 metric t.p.h. from shore pipe, 50% additional for 
~‘ between 0600-0800 hrs. 1700-2200 hrs. and during rainy and 
ae Weather, also on Sundays and holiday. 100% additional for service 
es 2200-0600 hrs. 

"VEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
“ka Bay and Kanmon Port. At all other ports bunkers will be lightered 
, the nearest bunker stock ports at maximum 7 days’ prior notice. 

&s are also available from Kashima Oil Co. with prior notice. 

‘+ PRECAUTIONS: No special precautions, but water curtain made 
~..§side dolphin in case of fire, and there is a fire boat (15 gross tons, 
6 airtoam system). 


— 
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CONSULS: None. 

REPAIRS: Hull and engine repairs possible. 

GANGWAY/DECK WATCHMEN: Not specially required unless at 
Kashima Oil Refinery Berth. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 40 cigarettes to take ashore 
but no spirits. 

AIRPORT: Narita Airport (New Tokyo International Airport). 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police Tel. 110; Ambulance/Fire Tel. 119. 
TELEPHONES: Not available for placing on board. 

SERVICES: No equipment nor facilities, but compass adjusting and 
others arrangeable from Yokohama. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
9 days, extension possible for longer stay. 

IDENTIFICATION CARDS: Not required. 

DEVELOPMENTS: Port under construction. When completed, total 
length of wharf will be about 17 km. for about 30 big industries such as 
iron and steel works, oil refinery and chemical works, foodstuff and 
foodstuff industries, etc. 

AUTHORITY: Kashima Port Administration Office, 13 Oh-aza Higashi 
Fukashiba, Kamisu-City, Kashima-Gun, lbarak-Ken, Japan. Tel: 0299- 
92-2111. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Keiyo Shipping 
Agency Ltd., Kashima Office, 65-86 Kamisu, Kamisu-Machi, Kashima- 
Gun, !baraki-Ken. Cable Address: Keiyoshipkashima Itako Domestic 
Telex: 3658-926 Tel: Kashima 02999 2-2193. 


KAWASAKI: 35.32 N. 139.46 E. (See Plan) 


PORT LIMITS: The boundary of the Kawasaki Port consists of: The 
position of the central outfall of the border canal (Sakai Canal) of 
Ohkawa-cho, Kawasaki-ku, Kawasaki City and Anzen-cho, Tsurumi-ku, 
Yokohama City. From this position to a point of 151° 30’, 3,460 m. and 
from this latter position to a point of 126°, 2,310 m. The position of 136°, 
5,150 m. from the Tamagawa River Haneda Light Beacon, the line drawn 
from the end point of the Tamagawa River administrative boundary 
border line and the sea surface which covers the shore. The water 
surface of the following canals: Sakai Canal (beyond the East of the 
administrative boundary border line), Siraishi Canal, Tanabe Canal, 
Minami Watarida Canal, Asano Canal, Ikegami Canal, Sakurabori Canal, 
lriezaki Canal, Mizue Canal, Shiohama Canal, Yako Canal, Chidori 
Canal, Daishi Canal, Suehiro Canal and Tama Canal. The water surface 
of the area of Siraishi-cho No. 2, Asano-cho No. 1, Yako No. 3-1, Yako 
No. 1-1 and Ukishima-cho No. 100 of Kawasaki-ku, Kawasaki City and 
the downstream water surface of Kannongawa Iriebashi. The water 
surface area of Tamagawa River (beyond the West of the administrative 
boundary border line), downstream of the line drawn 43° 30’ from the 
S.E. side of Tono machi Kawasaki-ku, Kawasaki City. 
DOCUMENTS: 
Quarantine Station 

Quarantine Declaration. 

Crew List. 

Passenger List. 

Fumigation Certificate. 

Cargo Manifest. 

Derat Exemption Certificate and Vaccination List. 
Immigration Office 

All Seamen's Books and Passports. 

Declaration Inward Outward of Vessel. 

Crew List. 

Passenger List. 

Application for shore pass. 
Custom House 

Last Port Clearance. 

Ship's Register. 

List of Tobacco. 

Narcotics List. 

Revolver List. 

Declaration Inward Outward of Vessel. 

Crew List. 

List of Ship's Stores. 

Cargo Manifest. 

Passenger List. 

List of Crew's Baggages or List of Personal Effects. 

Through Cargo Manifest. 
PILOTAGE: See “Yokohama”. 
RESTRICTIONS: Tsurumi Passage 11.70 m. (HW); Kawasaki Passage 
12 m. (HW). At night except in an emergency, vessels over 500 g.t. shall 
not enter port between hours of sunset and sunrise unless permission 
previously obtained from Captain of the Port. Vessels over 500 g.t. may 
enter without prior notice in order avert sea disaster or other unavoidable 
circumstance. 
Note: No vessel of more than 1,000 g.t. permitted enter through 
Kawasaki Passage from 0630 hrs. to 0900 hrs. No vessel of more than 
1,000 g.t. permitted depart through Tsurumi Passage from 0630 hrs. to 
0900 hrs. 
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MAX. SIZE: RADIO: Available at Kawasaki (Same procedure as Yokohama) 
Passage G.R.T. LOA Draft Remark VHF: VHF radio telephone station under joint control of To, 
Kawasaki —_— up to 12m high water Kawasaki, Yokohama and Chiba Port and Harbour Bureau. Cali 9 
250 m. “Kawasaki Port Radio.” This station covers all Tokyo Bay with adiy 
up to 50,000 — 11.7m | 50 km. from location of transmitting antenna (Yokohama). Station 
Tetirurnt _ up to 11.7m in touch with ships crossing in vicinity of Nojimasaki Point and js 
225 m. : ft to communicate with a ship that is a fairly long distance Sout, . 
over 50,000 up to 11m. ee Jyogashima Island. : 
260 m. 
Channels, Class, Frequencies. 
Tankers: Frequencies Frequencies 
Max. Max. Max. Channel Class used by ship used by coay 
Berth d.w.t. LOA Safe Draft Calling 16 F3 156.80 MHz 156.80 MHz 
Keihin Kawasaki Working 11 F3 156.55 MHz 156.55 MH; 
Sea Berth | SOM inter 22a eae 12 F3 156.60 MHz 156.60 Mis 
Toa Nenryo Ohgishima 14 F3 156.70 MHz 156.70 MHz 
Sea Berth 250,000 see 2800 75 18 F3 pore sending 
Toa Nenryo Ukishima 156.90 MHz 161.50 MHz 
Sea Berth 100,000 250'm 16.60.m. receiving receivi 
Toa Nenryo No. 1 Pier 68,000 250 m 12.00 m. 161.50 MHz 156.90 MHz 
General Sekiyu A-1 Pier 65,000 250m 12.00 m. 20 F3 sending sendi 
Mitsubishi Oil No. 1 Pier 73,000 260 m 12.00 m. 157.00 MHz 161.60 MHz 
Mitsubishi Shoji 40,000 250 m 12.00 m. receiving receivi 
Toa Oil No. 1 Pier 46,000 225m 12.00 m. 161.60 MHz 157.00 MHz 
Toa Oil Main Pier 45,700 260m. 12.00 m. 22 F3 sending sending 
HEALTH: Available at Kawasaki (same procedure as Yokohama). 157.10 MHz 161.70 MHz 
BERTHING: Vessels of more than 1,000 g.r.t. desiring to enter First receiving receiving 
Section of Kawasaki, and Fourth Section, Yokohama Quarter, shall 161.70 MHz 157.10 MHz 


report ETA off Tsurumi Passage in advance to Captain of Port. When 
intending shift berths within First Section of Kawasaki and Fourth 
Section, Yokohama or to depart, the estimated time of getting under 
way shall also be reported in advance to Captain of Port. Report shall 
be made by noon of day before estimated date of entry or getting under 
way. Also see following “Tables”. 


Port official in charge of Marine Operation Section, Port and Harboy 
Bureau, City of Yokohama or Kawasaki or Tokyo Metropolis or Chis: 
Prefecture will give ships necessary instruction relating to Py 
Operations Services. No charge for communication in regard to Py 
Operations Services. (Not commercial service.) 

If commercial service required, call “JBK" Tokyo on Channel 26 


No. of 


Name Length Depth Capacity Ships Cargo Handled Remarks 
(m.) (m.) ‘ 
Public 
Chidoricho 
No. 1 Mooring Wharf 120 7.3 3,000 1 General Cargo Wharf 
No. 2 Mooring Pier 171 9.0 10,000 1 General Cargo Pier 
No. 3 Mooring Pier 190 10.0 15,000 1 General Cargo Pier 
No. 4 Mooring Wharf 220 10.0 15,000 1 General Cargo Whart 
No. 5 Mooring Pier 211 10.0 15,000 1 General Cargo Pier 
No. 6 Mooring Pier 209 10.0 15,000 1 General Cargo Pier 
No. 7 Mooring Pier 180 10.0 15,000 1 General Cargo Pier 
ABC Loading Stage 309 4.5 1,000 3 General Cargo Pier 
Kojima Shinden Loading Stage 146 4.5 700 2 General Cargo Pier 
Higashi Ohgishima 
No. 1 Wharf 185 10.0 15,000 1 General Cargo Wharf 
No. 2 Wharf 185 10.0 15,000 1 General Cargo Wharf 
No. 3 Wharf 240 12.0 30,000 1 General Cargo Wharf 
No. 4 Whart 240 12.0 30,000 1 General Cargo Whart 
No. 5 Wharf 240 12.0 30,000 1 General Cargo Whart 
No. 21 Wharf 130 iy 5,000 1 General Cargo Pier 
No. 22 Wharf 130 Tee 5,000 1 General Cargo Pier 
No. 23 Wharf 130 7.5) 5,000 1 General Cargo Pier 
No. 24 Wharf 130 7s) 5,000 1 General Cargo Pier 
No. 25 Wharf 130 7.5 5,000 1 General Cargo Pier 
Waste Oil Disposal Plant 
No. 5 — 6 Piers 174 6.0 2,000 2 Waste Oil Pier 
No. 3 — 4 Piers 98 8.5 500 2 Waste Oil Pier 
Commercial 
Mitsui Wharf 
Coal Wharf 378 10.0 22,000 3 Coal Whart 
General Cargo Wharf 339 9.0 16,000 2 Cement Wharf 
General Cargo South Wharf 102 7.0 6,000 1 lron and Steel Wharf 
Coal South Wharf 124 7.0 6,000 1 Iron and Steel Wharf 
Toyo Wharf and Warehouse 
Parallel Pier 389 12.0 20,000 2 Rice, Cereals and Beans _ Pier 
General Cargo Pier 268 9.5 10,000 2 Cement Pier 
Dolomite Wharf 110 5.5 1,000 1 Chemicals Whart 
Private 
Asahi Chemical Industry 
No. 1 Pier 33 Dal 1,900 1 Chemicals Pier 
No. 2 Pier 32 5.5 2,000 1 Chemicals Pier 
No. 3 Pier 30 5.0 1,200 1 Chemicals Pier 
Idemitsu Kosan Kawasaki 
No. 1 Pier 103 10.0 20,000 1 Petroleum Products Pier 
No. 2 Pier 24 5.0 1,000 1 Petroleum Products Pier 
No. 3 Pier 17 5.0 1,000 1 Petroleum Products Pier 
Idemitsu Kosan Ukishima 
No. 1 Wharf 81 4.7 2,000 1 Heavy Oil Whart 
No. 2 Wharf 81 4.7 2,000 1 Petroleum Products Whart 
Kawaichi Industry Pier 28 6.0 1,500 Iron and Steel Pier 
Kawasaki Chemical 
Chidori Pier 122 9.0 10,000 1 Chemicals Pier 
Tank Pier 25 4.8 1,100 a] Chemicals Pier 
J.N.R. Kawasaki Pier 115 7.0 3,000 1 Machinery Pier 
Showa Gatx Pier 69 11.4 19,000 1 Chemicals Pier 
Showa-Shell Oil 
Ohgimachi Terminal No. 1 — 3 Piers 32 5a 1,500 3 Heavy Oil Pier 
Ohgishima East No. 1 Pier 100 7.5 5,000 1 Petroleum Products Pier 
Ohgishima East No. 2 Pier 90 Lo 3,000 1 Petroleum Products Pier 
Ohgishima East No. 3 Pier 60 5.0 1,000 1 Petroleum Products Pier 
Ohgimachi Refinery No. 1 — 4 Piers 82 10.5 20,000 4 Heavy Oil Pier 
Ohgimachi Refinery No. 5 Pier 40 10.0 4,000 1 Petroleum Products Pier 
Ohgimachi Rifinery No. 6 Pier 58 10.0 4,000 1 Heavy Oil Pier 
Keihin Kawasaki Sea Berth 11 30.0 250,000 1 Crude Oil Single point moo” 
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Name 


spowa Denko Kawasaki Plant 
Ohgimachi No. 1 Berth 
Ohgimachi No. 2 Berth 
Ohgimachi No. 5 Berth 
Kodo Kasei Wharf 
Kyoyu Pier 
snowa Butsuryu Pier 
yippon Express No. 1 Wharf 
general Sekiyu 
A-1 Pier 
A-2 Pier 
A-3 Pier 
A-4 Pier 
B-1 Pier 
B-2 Pier 
Central Glass 
Tama River Base Wharf 
Daiichi Cement 
Cement Pier 
Taio Paper 
Taio Wharf 
Daikyo Oil 
Daikyo Pier 
Toa Oil 
No. 1 Factory, No. 1 Pier 
No. 1 Factory, No. 2 Pier 
No. 1 Factory, No. 3 Pier 
No. 2 Factory, No. 4 Pier 
No. 2 Factory, No. 5 Pier 
Toa Oil, Kyodo Oil 
Main Pier 
No. 1 Wharf 
No. 2 Wharf 
No. 3 Whart 
Toa Nenryo Kogyo 
No. 41 Pier 
No. 42 Pier 
No. 43 Pier 
No. 44 Pier 
No. 45 Pier 
No. 46 Pier 
No. 1 Pier 
No. 2 Pier 
No. 3 Pier 
No. 4 Pier 
No, 5 Pier 
No. 6 Pier 
No. 7 Pier 
Tonen Ukishima Sea Berth 
Tonen Ohgishima Sea Berth 
Ohgishima Oil Bunkering Pier 
Ohgishima Water Bunkering Pier 
Higashi Ohgishima Oil Terminal 
No. 1 Pier 
No. 2 Pier 
No. 3 Pier 
Tokyo Electric Power 
Kawasaki Naphtha Pier 
Kawasaki No. 1 Heavy Oil Pier 
Kawasaki No. 2 Heavy Oil Pier 
Tsurumi No. 1 Coal Pier 
Tsurumi No. 2 Coal Pier 
Tsurumi Heavy Oil A Pier 
Tsurumi Heavy Oil B Pier 
Tsurumi Light Oil Pier 
Ohgishima LNG Berth 
Ohgishima Oil Bunkering Berth 
Toshiba Hamakawasaki Plant Pier 
Tonen Petrochemical Chidori Pier 
Toray Industries Ukishima No. 6 Pier 
Nissho Iwai 
No. 1 Pier 
No. 2 Pier 
\isshin Unyu Soko Kawasaki Pier 
Nisshin Flour Milling Wharf 
Nichimo Oil Refinery No. 1 Pier 
Nippon Car Ferry 
A Pier 
8 Pier 
Nippon Kokan 
Ohgishima Raw Material Berth A 
Ohgishima Raw Material Berth B 
Ohgishima Raw Material Berth C 
Ohgishima North Honsen Wharf 
Ohgishima Fuel Berth A 
Ohgishima Fuel Berth B 
Ohgishima North Berth A 
Ohgishima North Berth B 
Ohgishima North Berth C 
Ohshima East Whart 
, Shiraishi Goods Wharf 
“ppon Oxygen Wharf 
Nihon Seiyu Pier 


Length 


(m.) 


Depth 


(m.) 
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Capacity 


800 
1,000 
3,000 
1,000 
3,000 
2,000 
1,500 


65,000 
6,000 
2,000 
3,000 
2,000 
1,000 
1,300 
1,200 

700 
2,000 


5,000 
46,000 


100,000 


No. of 
Ships 


Pe ee ee ee eee 


Cargo Handled 


Petroleum Products 
Chemicals 


Chemicals 
Chemicals 
Metaric Products 


Crude Oil 
Heavy Oil 
Heavy Oil 


Heavy Oil 
Heavy Oil 


Chemicals 

Cement 

Paper, Pulp 
Petroleum Products 


Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 


Petroleum Products 
Heavy Oil 
Petroleum Products 
Heavy O#! 


Heavy Oil 
Petroleum Products 
Heavy Oil 

Heavy Oil 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Petroleum Products 
Crude Oil 

Crude Oil 

Heavy Oil 

Water 


Heavy Oil 
Heavy Oil 
Heavy Oil 


Petroleum Products 
Petroleum Products 
Petroleum Products 


LNG 

Heavy Oil 
Machinery 
Heavy Oil 
Chemicals 


Heavy Oil 
Heavy Oil 
Chemicals 
Wheat 

Heavy Oil 


Transportation Machinery 
Transportation Machinery 


lron Ore 

Coal 

Coke 

lron and Steel 
Chemicals 


Gravel, Sand, Stone 
Iron and Steel 

Iron and Steel 
Machinery 


JAPAN 


Remarks 


Pier 
Pier 
Wharf 
Pier 
Pier 
Pier 
Wharf 


Pier 
Pier 
Pier 
Pier 
Pier 
Pier 


Wharf 
Pier 
Wharf 
Pier 


Pier 
Pier 
Pier 
Pier 
Pier 


Pier 

Wharf 
Wharf 
Wharf 


Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 


Pier 
Pier 
Pier 


Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 
Pier 


Pier 
Pier 
Pier 
Pier 
Pier 


Pier 
Pier 


Pier 
Pier 
Pier 
Whart 
Pier 
Pier 
Pier 
Pier 
Pier 
Whart 
Wharf 
Whart 
Pier 
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Name Length Depth 
(m.) (m.) 

Nippon Petrochemicals 

Ukishima No. 2 Pier 28 5.0 

Ukishima No. 4 Pier 29 5.0 

Ukishima No. 5 Pier 27 6.0 

Ukishima No. 7 Pier 23 6.0 

Ukishima No. 10 Pier 29 6.0 

Kawasaki Chidori Pier 68 7.0 
Nippon Petroleum Gas 

Main Pier 88 12.0 

No. 3 Pier 28 6.0 
Nippon Cement Pier 115 8.0 
Hitachi Shipbuilding Wharf 466 6.0 
Fujiei Industry Pier 28 6.0 
Liquefied Gas Terminal 

No. 1 Pier 80 10.7 

No. 2 Pier 17 10.7 
Mitsubishi Shoji 

Berth A—B 91 12.0 
Mitsubishi Oil 

Ohgimachi No. 1 Pier 106 12.0 

Ohgimachi No. 2 Pier 99 6.0 

Ohgimachi No. 4 Pier 80 5.0 

Ohgishima No. 5 Pier 100 ce) 

Ohgishima No. 6 Pier 100 tp 

Ohgimachi Wharf 70 4.5 
Ryosei Industry 

Ryosei Pier 30 5.6 


r 


ate 
No. of 
Capacity Ships Cargo Handled Remarks 
1,300 1 Chemicals Pier 
1,300 1 Petroleum Products Pier 
1,500 1 Petroleum Products Pier 
1,300 1 Heavy Oil Pier 
2,000 1 Petroleum Products Pier 
3,000 1 Heavy Oil Pier 
62,000 1 Petroleum Products Pier 
1,300 1 Petroleum Products Pier 
7,000 1 Cement Pier 
26,000 4 Ship Repair Wharf 
1,000 1 lron Ore Pier 
50,000 1 Petroleum Products Pier 
1,000 1 — Pier 
40,000 i Chemicals Pier 
73,000 1 Crude Oil Pier 
3,000 1 Petroleum Products Pier 
1,000 1 Heavy Oil Pier 
5,000 1 Petroleum Products Pier 
5,000 1 Petroleum Products Pier 
500 1 Heavy Oil Whart 
2,000 1 Chemicals Pier 


TUGS: Normally join vessel at anchoring position. Ship's lines used. 
35 tugs up to over 3,000 h.p. available. 

STEVEDORES: Ordering of labour gangs is by 1600 hrs. on the previous 
day. 

MEDICAL: Contact Agent to arrange medical attention. Agent must 
present Arrival Notice to Quarantine Station in advance of vessels 
arrival. Hospital facilities available. 


TANKERS: 
Discharge 
Berth Product Shorelines pay 
t.p.h. 
Keihin Kawasaki Crude Oil 20in.x2 10,000 (max.) 
Sea Berth or manifold 
pressure 7 bar 
Toa Nenryo Ohgishima Crude Oil 16in.x4 13,500 
Sea Berth 
Toa Nenryo Pier Fuel Oil 12 in.x2 5,000 
Toa Nenryo Ukishima Crude Oil 12in.x3 5,000 
Sea Berth 
Toa Oil No. 3 Factory Crude Oil 12in.x3 1,400 
Toa Oil No. 1 Pier Crude Oil 10in.x2 1,670 
General Sekiyu Seisei Crude/Fuel 12 in.x2 3,000 
Mitsubishi Oil Crude Oil 12in.x2 4,000 
Fuel Oil 8in.x1 1,500 
Mitsubishi Shoji Fuel Oil 8 in.x2 800 
Nissho Iwai Fuel Oil (C) 12 in.x1 1,000 
Fuel Oil (A) 10 in.x1 800 


Nissho Co. Ltd., Kawasaki Terminal: This facility is located on the 
Western side of the Daishi Channel about 1,200 m. from the Northern 
entrance of the outer breakwater. It consists of a berth designed to 
accommodate tankers up to about 60,000 d.w.t. in the light loaded 
condition. 

The berth consists of an “L" shaped jetty with a roadway and a pipe 
trestle 20 m. long. It is provided with 2 breasting dolphins which are 
connected to the platform by trestles. 2 bollards are installed on the 
dolphins. Other bollards are installed ashore along the face of the quay. 

No capstans are provided and so it is difficult to send heavy wires 
ashore. Therefore, it is advisable to have a number of synthetic ropes 
readily available. 

The back springs which are made fast to the bollards located on the 
dolphins, have a very short lead and are at a steep angle. 

The 2 dolphins are provided with resilient buffer fender systems having 
hollow rubber tubes. No sonar doppler is provided. 

The normal mooring configuration is: 

3 head lines, 

2 breast lines forward, 
2 back springs forward, 
2 back springs aft, 

2 breast lines aft, 

3 stern lines. 

The terminal does not use hard arms. Rubber hoses are used, 
generally consisting of a string of 3 lengths of 10 in. JLS flanges, 
connected with bolts and nuts. 

The vessel's derrick must be used for handling the hoses. 

High pour fuels are generally handled at this terminal but vessel's 
assistance is no longer required at the end of each discharge for flushing 
the hoses and shore lines. The terminal now flushes back into the ship 
the line's contents. 

No gangway is provided. 

Bunkers and fresh water are not available at this berth. 

Berth A-1: Berth A-1 is designed to accommodate tankers up to about 
65,000 d.w.t. in light loaded condition. The berth consists of a T-shaped 
jetty with a roadway and pipe trestle 40 m. long, and is provided with 
2 breasting dolphins positioned at a distance of 80 m. and connected to 
the platform by trestle. The dolphins are provided with small bollards 
which are seldom used for ship's lines. Usually the lines, including the 
springs are run ashore to bollards having adequate strength. 
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There are no capstans for pulling the lines ashore and some difficulte 
may be experienced, particularly when handling heavy wires. I; 
advisable to have ready a certain number of synthetic ropes. 

2 smaller berths are located in the inner side of the jetty face. The 
berths are left vacant when a tanker is alongside Berth A-1. The struct: 
on these berths may interfere with the vessel's mooring arrangeme 
and may create difficulties when sending the vessel's lines ashore. 

The dolphins are provided with rubber cell fenders (diamond shape! 
Sliding along the dolphins should be avoided so as not to damage fh 
rubber fenders. 

The berth is provided with a sonar doppler to monitor the berth 
speed. The pilot is advised by walkie-talkie if the berthing velo 
exceeds the safety limit. 

The normal mooring configuration is: 

3 head lines, 

2 breast lines forward, 
2 back springs forward, 
2 back springs aft, 

2 breast lines aft, 

3 stern lines. 

3 hard arms are installed on the platform. 2x 12 in. diameter are uss 
for discharging crude and fuels and 112 in. is used for the dischay 
of LPG liquid. No LPG vapour return line is installed on the jetty. An 
are connected by means of nuts and bolts. The flanges are ASA \i 
p.s.i. for bunker fuel, the others for lubricating oil. Bunker can be supp® 
simultaneously with vessel discharge operations. 

Esso controlled tonnage generally discharges fuel and diesels ols’ 
Berth A-1. High pour fuels are also handled at this berth and the term® 
may require vessel's assistance for flushing the arms and the lines 2% 
each discharge. No slop or deballasting facilities are provided. 

A heavy and bulky gangway is provided which has to be lifted by" 
vessel's derrick. 

The hooks on the end of the gangway are narrow and cannot grip" 
ship's sheer strake so have to be laid on the ship's handrail. On seve" 
occasions, vessel's handrails have been damaged by the gang 
hooks. Fresh water is available at this berth through a 2.5 in. outle 
TIDAL CURRENT: The littoral current running Westward 2 
reclaimed industrial area of city is very slow and has rate of about 05" 
around the head of municipal wharf when tide is on the ebb. 
FRESH WATER: Supplied at piers and by water barges, overtime’ 
Sundays and legal holidays. 


Loading 
Capacity 
Barge (ton) Remarks 
Water Hoei Maru No. 12 350 Operated by 
Barge Kosie Maru 300 Water Bureau 


of Kawasaki City 
FUEL: All grades available. 
CONSULS: See “Yokohama’”’. 
REPAIRS: All repairs possible. 
DRY DOCKS: Hitachi Dockyard. 


Dock 

Number Length Breadth Depth Capacity | 
No. 1 155.5m. 254m. 85m. 14,200 g.r.t. 

No. 2 210.0m. 30.0m. 11.0m. 25,000 g.r.t. 


GANGWAY/DECK WATCHMEN: Watchmen not necessary 2%" 
recommended. 

OPENING/CLOSING HATCHES: Normally carried out by steve” 
CERTIFICATES: See “Yokohama”. 

CUSTOMS ALLOWANCES: Tobacco, 200 cigarettes, Wines” 
1 bottle per person. y 
AIRPORT: Distance from airport (Narita International Airport) 290 

Airport served by regular airlines. 

TIME: GMT plus 9 hours. Permanent. 

HOLIDAYS: National holidays, Sundays. National holidays Janua), 
2, 3, 15; February 11; March 21; April 29; May 3, 5; September 5 
October 10; November 3, 23; December 28, 29, 30, 31. Carge! 
cannot be arranged on following days: December 31; January '* 


£/FIRE/AMBULANCE: Police Kawasaki 266-9161; Ambulance 
fire Kawasaki 299-0119. 
@gPHONES: Connection to ship. Charge for use. 
gavicES: Tank-cleaning. Compass adjusting. Direction Finder 


ation 
ne LEAVE: Crew members allowed ashore after being issued with 
| aye passeS 
TY CARDS: Needed to go ashore. 
#AYS: Awaiting favourable tide. Delay of Quarantine inspection. 


@pMASTER’S REPORT: The Tonen Ohgishima Sea Berth: 
: Suggest Mikimoto Lighthouse used for end of passage as from 
we inwards to Uraga Channel (58 miles) heavy concentrations of traffic 
syently experienced. 
) Entry to Uraga Channel for VLCC’s permitted only during daylight 
s sunrise to sunset). 
3 Pilot boards in vicinity Uraga No. 1 Buoy from 1 of the 2 tugs which 
got the vessel to Yokohama/ Kawasaki and requires fire fighting tug 
ending by at Uraga Buoys Nos. 1-6. 
4 Deep draft signal to be displayed including the red flashing light 
Code “First Substitute over Flag ‘B’” and 2 black cylindrical shapes 
§m. x 1.2m.) placed vertically (refer Maritime Traffic Safety Law). 
5 ETAs (No. 1 Buoy Uraga) should be updated as promptly as 
«sible. Considerable importance attached to the vessel's arrival/ 
zing time by Tokyo Wan Traffic Advisory Service Centre (TWTASC). 
§ Vessel must anchor at Kawasaki Anchorage where Port Health 
yards (pilot hoist used). 
? Berthing/Unberthing Ohgishima Sea — berth during daylight only 
wnrise to sunset). 
& Berthing pilots (2) embark at Quarantine Anchorage, 6 tugs all 
sng nylon tow ropes with eye on bitts. Always port side alongside. 
_ %ermooring diagram for details. No additional mooring ropes available 
_ pean or hire from berth. Shore gangway, Chicksan arms 416 in. 
mnections. 
3A spill boom completely surrounds the vessel on the berth. A 
. gmprehensive book (in English) of the Terminal Regulations placed on 
_ yad on arrival. Tonen Company require a tape recording concerning 
_ ipollution to be broadcast throughout the vessel's p/a system before 
ago discharge commences. 
10. Ullaging is witnessed by Oil Co. representative. Samples taken 
. malltanks necessitating the opening of tank hatches. All tanks dipped 
#e discharging completed. 
_ ti, The loading of stores, provisions, etc. (either by crane or derrick) 
_ sot permitted on this berth. No restrictions on items being carried on 
vad via the gangway, e.g. laundry. Necessary to anchor after 
‘harging/ballasting to take on stores. 
'2 During severe weather conditions tug assistance was requested 
island by the vessel on the berth. Tugs cannot approach unless the 
pl boom is removed and this will only be removed if cargo discharge 
vases and Chicksan arms disconnected. 
‘3. A shore liberty boat was arranged through Agent. This service is 
sYokohama, approx. 1 hour journey. A boat service to nearby Kawasaki 
| ‘permitted and take 40 minutes. All boat services suspended when 
. wather deteriorates. Shore passes issued by Immigration Authorities 
; Ndoard and must be collected in before vessel leaves berth. 


WTHORITY: Port & Harbour Bureau of Kawasaki City, 1 Miyamoto- 
8 Kawasaki-ku, Kawasaki City, 210 Japan. Tel: 044 (200) 2111. 
_ mlact: Choshun Kikuchi, Director. 


_ GENT: See “Yokohama”. 


| (RE: 31.23 N. 130.32 E. (See Plan) 


NCUMENTS: 
Ship's Register. 
_ last Port Clearance. 
5 Crew Lists including Passport Numbers. 
5 Passenger Lists. 
' Stores List. 
Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
oe radio, firearms/swords, etc. (only at first port of call in 
_ Japan). 
nip's Agent will prepare Inward/Outward Declaration, 1 Cargo 
“fest and Cargo Manifest in Transit using specific forms. Therefore 
“= sAgent should be provided with necessary information about details 
‘algoes in advance. 
“OTAGE: No particular regulations for navigating in Kagoshima Bay. 
“3gest enter Bay on course close to Osumi Peninsula. 3 Light Beacons 
uth of oil piers for ships approaching and manoeuvring. Bay Pilots 
_Jfovided but Mooring Master provided for assistance to Master for 
| “ing without charge. No VHF available for ship-shore 
‘munication. 
Ms HORAGES: Anchorage area ranges in depth from 30 m. to 60 m. 
wting ground in these areas only fair; recommended vessels lie to 
S8cope of chain. Locally tide rise approximately 3 m. in springs and 
“7. Neaps. Maximum tide currents Northerly 0.32 knots, Southerly 
' knots. Ample anchorage and manoeuvring area N.E. of terminal. 
"ee the holding ground in Kagoshima Bay is not very good, most 
“tls prefer to proceed to the open sea, outside the bay, if a typhoon 
eqacted to pass nearby. 
ped RICTIONS: Night entry and departure permitted subject to 
eaier conditions. However, Harbour Master will not permit vessels 
“ed with oil cargoes to berth between sunset and sunrise. 


_— 


JAPAN 


MAX. SIZE: 
Berth Max. LOA Max. Draft D.W.T. 
(m.) (m.) (tons) 
1 300 16.2 33,000—150,000 
2 300 16.2 33,000—150,000 
3 400 25.2 33,000—450,000 


4 450 30.6 up to 500,000 
HEALTH: Radio Pratique available. Quarantine Officers board the 
vessel either at the Quarantine Anchorage or at the pier, depending on 
availability of berth. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel to contact Choshi and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: Mooring and unmooring assistance provided by 4x3,200 h.p. tugs. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 

MEDICAL: Advance notice required if arriving at weekend. 
TANKERS: (Crude oil only). 


Berth No. Connections Discharge Rate 
1 4x12in. 10,000 k/I (loading/unloading) 
2 4x12 in. 10,000 k/I (loading/unloading) 
3 6x 16 in. 27,600 k/| (unloading) 
12,000 k/I (loading) 
4 2x16 in. 9,200 k/I (loading/unloading) 
3x24 in. 30,000 k/I (unloading) 


12,000 k/I (loading) 
Berthing Procedures and Mooring: The counter current in the bay is 
anti-clockwise and in the berthing area runs in a S.E. to South- 
Southeasterly direction, parallel to the berthing face of the berths, at a 
rate of about 0.5 knots. As a result, vessels always berth port side to. 

The normal berthing procedure is to bring the vessel to a stop at a 
position about 150 m. off the berth, parallel to berthing face, and then 
to warp her alongside with tug assistance. 

Since all berths are surrounded by submersible oil booms, anchors 
cannot be used when close to the berths. 

Berth No. 4 has been designed to permit safe berthing of a 500,000 
d.w.t. tanker with a berthing velocity of 20 cm./sec., but normally the 
berthing velocity is less than 10 cm./sec. 

The sequence of bringing out mooring lines depends on tide and wind 
direction, but normally spring lines first (heaving lines first) and then the 
other lines (direct in the launch). 2 mooring launches attend (115 h.p. 
and 165 h.p.) 

The usual mooring configuration at Berth No. 4 is forward: 4 headlines, 
3 breast lines, 3 spring lines; aft: 4 stern lines, 3 breast lines, 3 spring 
lines. (A total of 20 lines). During the Winter Northwesterly storm periods, 
it is usual to add forward and aft each one breast line and one spring 
line, making a total of 24 lines. At Berth No. 3 under normal conditions, 
18 lines are used and in Winter, 18 lines. During the Winter Northwesterly 
storm periods moorings at Berth No. 3 moorings are same as Berth No. 4. 

Tension winches must be set to manual operation and the brakes 
must be securely applied. 

All mooring lines will be inspected by the terminal prior to commencing 
cargo operations and they have to be in good condition. Also, regular 
inspections of moorings are carried out during the cargo operations. 
DENSITY: 1025. 

FRESH WATER: Water obtainable at berth on oil piers at rate of 30 t.p.h. 
FUEL: Domestic oil is available from Kagoshima and bonded oil will be 
lightered from Moji area, when required. 

FIRE PRECAUTIONS: Very strict Safety Regulations. 

Disregard of regulations will result in stopping all loading or unloading 
operations and the vessel being ordered off berth for appropriate action 
to be taken. 

CONSULS: None. 

REPAIRS: Available Moji, Sasebo and Nagasaki. 

DRY DOCKS: None. 

CERTIFICATES: Ship’s Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Distance from airport about 2 hours by car. ANA, JAL and 
JAS (TDA) airlines serve daily. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police station Tel: 110; Fire brigade 
station is located at terminal and Ambulance available at that station. 
TELEPHONE: Telephone placed on board at Terminal free of charge 
for inter-office communication. 

SERVICES: All services available. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
AUTHORITY: Ibusuki Doboku (Public Works) Office, 301, 12-cho, 
Takanohara, Ibusuki City, Kagoshima Pref. Tel: (09932) 2-2171. 

Nippon Oil Staging Terminal Co., Ltd. 

AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Tokyo Tanker Marine 
Service Co. Ltd. 2856-5, Uenohama Aza Nakamyo, Kiire-cho, Ibusuki- 
gun, Kagoshima-ken. Cable Address: Tankmarine Kiire. Domestic Telex: 
7867-22 Tel: (09934) 5-0171. Fax: (09934) 5-1143. 
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KIKUMA: 34.03 N. 132.51 E. (See Plan) 


LOCATION: Sea Berth: Lat. 34° 03’ 34.2” N., Long. 132° 51' 52” E. 
Dolphin Berth: Lat. 34° 03’ 0.8” N., Long. 132° 51’ 21” E. 
DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from 1 of 3 
pilot stations dependent upon vessel's last port of departure and at 
Master's discretion. Pilotage available throughout 24 hours’ and 
72 hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea pilot stations. Also 
see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position: Lat. 34° 34.09’ N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
Bungo Channel). Position: Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Saganoseki”’. In event bad weather, recommended 
vessels proceed for shelter as near as possible having due regard to 
safety, to Sekisaki Pilot Station. 

3. Mesaki, at East side of Kanmon (Shimonoseki) Straits. Position: 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGE: Lat. 34° 03’ N., Long. 132° 51’ E. Water depth: 15 — 30 m. 
Anchorage located about 350 m. off beach. Holding ground good and 
Port faces lyo-Nada and located Bungo Channel. Current at berth and 
off shore very strong. During Winter months strong N.W. wind prevails. 
RESTRICTIONS: Mooring and unmooring daytime only and to be 
carried out on flood tide. 

MAX. SIZE: 88,450 d.w.t., LOA 237 m. and Max.Draft 16.0 m. 
HEALTH: Closed port. Vessels should obtain Pratique at Matsuyama 
and Sekisaki, also Radio Pratique available in this port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically West bound vessel to contact Choshi and North bound to 
contact Nagasaki Radio respectively. 

TUGS: Join vessel at sea anchorage, always using tugs line without 
charge. 2 to 4 tugs are required for berthing, depending on size of vessel. 
3 tugs are normally used for unberthing. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 

EDICAL: No advance notice required uniess urgent. 

TANKERS: Taiyo Oil Co. Terminal. 2 tanker berths available. 


Type Cargo & Dis- 
diameter/Number charge 
Berth of shore pipes rate 
t.p.h. 
Dolphin Crude oil 
Berth 24 in. x 1(12 in. x2) 4,500 
Motor Gasoline 
18 in. x 1(12 in. x1) 1,600 
Kerosene 
12 in.x1 (10 in. x1) 800 
Gas Oil 
8 in. x2 (10 in. x 1) 800 


DENSITY: Anchorage 1015. Berth 1015. 

FRESH WATER: Fresh water not available but usually brought by barge 
from Onomichi (about 6 hours run to Kikuma). Rate of delivery 80 tons 
to 200 t.p.h. dependent on barge. 

FUEL: Can only be supplied by barge from Hanshin and Kanmon area, 
provided 5 days notice is given. All grades of bonded bunkers are 
stocked in Tokyo Bay, Ilse Bay, Osaka Bay and Kanmon Port. At all 
other ports bunkers will be lightered from nearest bunker stock ports at 
maximum 7 days prior notice. 

CONSULS: No consuls. The nearest Consulates in Kobe. 

REPAIRS: Only minor repairs. 

GANGWAY/DECK WATCHMEN: Not specially 
Passengers or valuable cargo on board. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. Nearest Immigration Office situated at 
yon eva 

AIRPORT: Nearest Matsuyama, distance 50 km. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: See “Kobe”. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days extension possible if ship stays longer. 
GENERAL: As this port is a closed port, the undermentioned procedures 
required: In conformity with regulations vessel required to obtain special 
permission to enter from Shikoku Maritime Bureau. 
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required unless 


Customs request vessel call at Kikuma to obtain special Permigg, 
for entering at preceding port, by paying the charge at the same raj. 
tonnage dues. , 

Prior to arrival of a vessel, the above procedures will be undertal. 
by Agent. 

No quarantine available, the nearest quarantine station is locates; 
Matsuyama. 

No Immigration Office at this port (coming from Matsuyama). 
AUTHORITY: Taiyo Oil Company Ltd., Kikuma Refinery, Tane 407), 
Kikuma-Cho, Ochi-Gun, Ehime-Prefecture, Japan. 799-23. Tel: Ogg 
54-2500. Telex: 584-5542. FAX: 0898-54-4156. Contact: T. Osa, 
Assistant Manager of Oil Handling Section. 


AGENT: See “Niihama’”. 


KINUURA: 34.50 N. 136.56 E. 


DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, came; 
wrist-watch, radio, firearms/swords, etc. (only at first port of cal; 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 

Manifest and Cargo Manifest in transit using specific forms. Therely 
ship's Agent should be provided with necessary information about deta: 
of cargoes in advance. 
PILOTAGE: When Pilot required, cable Agent at least 1 day bel: 
arrival with ETA. Pilot station located Lat. 34° 40’ N., Long. 136° 58 
If ETA changes, cable “Handakoun Handa Aichi” who pass message 
to Pilot. Vessels anchor to await Pilot at above position. \# 
communication available: 

Also see “Nagoya” — Pilotage: “Shipmaster’s Report’. 
ANCHORAGE: Kinuura Anchorage located in position Lat. 34° 49'\ 
Long. 136° 57’ E. Depth of anchorage: Outside high tide bank aby 
38 ft. — 39 ft., inside high tide bank about 32 ft. — 33 ft. 
RESTRICTIONS: Entry restricted only by draft; no other restrictions 

Channel Depths: 

Channel 
Entrance Channel 
Taketoyo Channel 4 
Sekitan Channel 1 
Nishifuto Channel 5 
Handa Channel 3. 

4 
7 


(See Pl 


Depth (m.) 
9.0 — 12.0 


Shinkawa Channel 
Takahawa Channel 
Minami Channel 4.0 
MAX. SIZE: Depth at Central Wharf (West) 12.0 m. (Public Berts 
Naka Nihon Grain Centre 12.0 m., Shell Oil 12.0 m., all other bem 
10.0 m. 
HEALTH: At first port of call in Japan, vessel must obtain Free Pratig# 
Quarantine Officers will attend vessel only from daylight to sunset # 
Master to show all Vaccination Cards, Derat Exemption Certificate’ 
case vessel arrives from cholera-infected area within 10 days, Mast 
must advise crew and passengers health condition to respect 
Quarantine Office through ship's Agent prior to arrival and close all# 
pipes before entering port. 
RADIO: Recommended Master communicates with Agent throw 
Choshi Radio or Nagasaki Radio which cover all ports in Japa 
specifically Westbound vessel, to contact Choshi and Northboun?! 
contact Nagasaki Radio respectively. 
VHF: Mikawawan Port Radio on Channels 16, 11 and 12. Irago Pill? 
Channel 13. 
TUGS: No tug required when vessels enter anchorage, only alongs? 
wharves. 
Tugs — “Kawana Maru” 3,200 h.p., “Kinuura” 3,200 h.p., “Yat 
1,460 h.p. and “Kouhachi Maru” 1,500 h.p. 
BERTHING: No specific requirements. Pilot boarding time will be no! 
by ship's Agent mainly by radio. 
Name Type Length Depth Capacity* 
(m.)  (m.) (dwt) 
Taketoyo Area 


Chuden Quay Private 350 12.0 30,000 
Chuden Quay Private 184 5 5,000 
Asahi Glass Quay Private 218 5.5 2,000 * 
Nippon Kagaku Quay Private 116 11.5 15,000 
Nakayama Jetty Private 50 5.5 1,000 
Nakayama No.1 Quay Private 108 4.5 700 
Nakayama No.2 Quay Private 250 6.0 3,000: 
Tokai Carbon Jetty Private 5.4 45 700 
Nippon Lubrizoil Jetty Private 21 4.5 700 
Kawatetsu No.1 Quay Private 500 6.0 3,000 ' 
Kawatetsu No.2 Quay Private 550 12.0 40,000 
Taketoyo Quay Public 180 4.5 700 
Taketoyo North Quay (Coal) Public 255 7.5 5,000 ° 
Handa Area 
Chuo Wharf W. No.1 Quay = Public = 360 5.5 2,000 ° 
Chuo Wharf W. No.2 Quay Public 520 7.5 5,000 ° 
Chuo Wharf W. No.3 Quay Public 185 10.0 15,00 
Chuo Wharf W. No.4 Quay Public + 185 10.0 15,00 
Chuo Wharf W. No.5 Quay = Public = 240 = 12.0 30,00 
Chuo Wharf W. No.6 Quay = Public +240 §=12.0 30,000 
Chuo Wharf W. No.11 Quay Public 300 4.0 500 


(3) Basin Facilities Plan: 


JAPAN 


ye Type Length Depth Capacity No. 

. (m.) (m.)_— (d.w.t.) 
oda Area ; 

. _«gmesaki Pier Quay Public 555 10.0 15,000 3 
ayo Whart W. Public _ 10.0 10,000 1 
“yooring Buoys (2) 

iw; Private 210 9.0 10,000 1 

: ygnama Area 

»  txkahama No.1 Quay Public 180 4.5 700 3 

~ | mxahama No.2 Quay Public 130 7S 5,000 1 
igi Jetty Public 21 5.0 1,000 1 

gunan Area 

so Wharf E. No. 1 Quay Public 630 5.5 2,000 7 
cnuo Wharf E. No. 2 Quay Public 130 ao 5,000 1 
suo Wharf E. No. 3 Quay Public 185 10.0 15,000 1 
cnuo Wharf E. No. 4 Quay Public 240 12.0 30,000 1 
Toyota Quay Private 300 6.5 3,000 3 
¢ ltoh Quay Private 195 12.0 40,000 1 
yakanihon Grain Quay Private 162 12.0 40,000 1 

)  Nehikinko Quay Private 12 5.5 2,000 2 
yeizairen Quay Private 100 10.0 500 2 
sibashi Quay Private 50 10.0 500 1 
Wazada Quay Private 70 55 2,000 1 
dnoda Quay Private 52 8.0 6,000 1 
Shell Quay (LPG) Private 224 12.0 45,000 1 
Shell Quay Private 72 He) S00 S41 
Shell Quay Private 65 55 1,000 1 

. Sinkawa No.1 Quay Public 100 4.5 700 2 

» Shinkawa No.2 Quay Public 150 4. 500 3 


sEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
» wdays required in order for Agent to arrange stevedores. Vessel must 
» mstantly keep her Agent advised of ETA. If stevedores cannot 
; mmence loading/unloading at time notified by the Agent, the orderers 

ssi pay for waiting time. If cargo gear not rigged on berthing, 

» gvedores will do same for ship's crew at additional cost. 

: (E—DICAL: No advance notice required unless urgent. 

s ENSITY: About 1023-1027. 

¢ ®ESH WATER: Available, but only 1 water barge — capacity 75 tons. 
inenvessels alongside Public Wharves, water can be taken from shore. 
every rate: 75 t.p.h. but if more than 75 tons required barge returns 

_ sore to load, therefore 1 trip takes about 3 hours. 

, ‘VEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
jaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
mm the nearest bunker stock ports at maximum 7 days’ prior notice. 
ONSULS: None. 
=PAIRS: None. 

UNGWAY/DECK WATCHMEN: Not specially 

wssengers or valuable cargo on board. 

PENING/CLOSING HATCHES: Stevedores carry out opening and 

sng hatches. Cost per hour per gang depending on type of cargoes. 

‘ay time lost by ship's crew doing this work, stevedores charge ship 

waiting. Recommend request stevedores for this work unless crew 

= complete it before berthing. 

ERTIFICATES: Ship's Register to show Customs Inspector ship's 
| wstered gross and nett tonnages. Valid Cargo Gear Certificates 
s ®etimes required by stevedores when cargo gear’s maintenance 

spears to be poor. 

, WSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 

¢ uno spirits. 

» ‘RPORT: None. 

y WE: GMT plus 9 hours. No alterations made to clocks during year. 

e OLIDAYS: 20th July. 

| SUCE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
TELEPHONES: No telephones available to place on board. 

» HORE LEAVE: Local Immigration Offices issue shore pass valid for 

' "/3 days, but 3 days extension possible if ship stays longer. 

) "VELOPMENTS: 
| Public Wharves Plan: 


required unless 


» Aa Name Plan Remarks 
e 15,000 D/W class. Depth 10 m. 
2 berths 370 m. long. 
Chuo 5,000 D/W class. Depth 7.5 m. Land for quays 105 ha. 


"barf West 4 berths 520 m. long. 
d 2,000 D/W class. Depth 5.5 m. 
2 berths 180 m. long. 


30,000 D/W class. Depth 12 m. 
1 berth 240 m. long. 


89 ha. completed. 


Taketoyo 15,000 D/W class. Depth 10 m.) Land for quays 10 ha. 
othQuay 1 berth 185 m. long. in progress. 
5,000 D/W class. Depth 7.5 m. 
1 berth 130 m. long. 4 ha. completed. 
Teketoyo 700 D/W class. Depth 4.5m. Land for quays 8 ha. 
luay 6 berths 360 m. long. 6 ha. completed. 
Plot 14 5,000 D/W class. Depth 7.5 m. 


2 berths 260 m. long. Land for quays 6 ha. 
—— CS OKS cOU Mm. tong. Leon quays O/nas) « 


Plot 18 (as for Plot 14). 
Reef AOS 10K, HOt 4) iosiu® uvido? Ewes were >< 
 Jimber Handling Facilities Plan: 
ae Name Plan Remarks 
ka _ 30,000 D/W class. Depth 12 m. 
mesaki 1 berth 240 m. long. 
Quay 15,000 D/W class. Depth 10 m. 
3 berths 555 m. long. 25 ha. under 


~ construction. 


Land for quays 26 ha. 


— 


Area Place Name Plan Remarks 
Chuo Channel Depth 12 m. width 400 m.— 
600 m. for 30,000 D/W 
class ships. 
Nishio Isshiki Depth 7.5 m. width 200 m. 
Channel for 5,000 D/W class 
ships 
Channels Chuo Quay N. Depth 12 m. area 214 ha. 54 ha. 
Port completed. 
Chuo Quay Depth 12 m. area 184 ha. 133 ha. 
completed. 
Chuo Quay W. Depth 5.5m. — 10m. 
area 46 ha. 
Taketoyo N. Depth 6 m. — 12 m. 3 ha. 
Quay area 100 ha. completed. 
Taketoyo Quay Depth 4.5 m. area 4 ha. 
Anchor- No. 1 & 3 plots Depth 12 m. area 258 ha. 35 ha. 
ages completed. 
No. 2 plot Depth 12 m. area 141 ha. 55 ha. 
completed. 
No. 14 & Depth 7.5 m. area 34 ha. 
18 plots 


(4) Outer Wall Facilities Plan: 


Place Name Plan 
No. 14 plot Nishio Breakwater, length 200 m. 
No. 18 plot Isshiki Breakwater, length 200 m. 


AUTHORITY: Kinuura Port Office, 1-1, 11-Gochi, Handa-shi, Japan. 
Tel: (0569) 21-2451. 


AGENT: Dodwell & Co., (Dry Cargo): Handa Koun Kabushiki Kaisha, 
1-4, 11 Go-chi, Handa-shi, Aichi-ken. Cable Address: Handakoun 
Handa. Telex: 04563626 H Koun J. Tel: (0569) 23-2301. 


KIN WAN (Okinawa): 26.22 N. 127.58 E. 


DOCUMENTS: 

Customs: 

Required upon vessel's arrival by: 

Customs Officer: Okinawa Customs Branch, Henza Sub-Branch Office. 
Location: 2972 Aza Henza Yonashiro-Son, Okinawa (Tel: 09897-7- 
8558). 

1. When ship arrives direct from foreign port, Customs Officer will 
board vessel for search. Following documents to be submitted. 

Crew List and Passenger List. 

Stores List (please prepare Stores List stating ship's stores). 

Manifest of crew personal effects. 

(Please prepare manifest of crew personal effects list duly signed by 

each). 

Parcel List. 

Arms and Ammunition List. 

Narcotics List. 

Seal List. 

List of ports of call on current voyage. 

Ship's Registry. 

Last Port Clearance. 

Bill of Lading. 

Ship’s Agent will prepare Inward Declaration, one Cargo Manifest, 
Cargo Manifest in transit using specific forms. Therefore ship's Agent 
should be provided with necessary information about details of cargoes 
in advance. 

2. When ship comes from Japanese port, Customs Officer will not 
attend on board except special case. Agent to attend Customs House 
for entry formalities with following documents. 

Crew List and Passenger List. 

Stores List. 

List of ports of call on current voyage. 

(Last Port Clearance and Documents entrusted with the Master by 

Customs at previous port). 

Manifest in transit using specific forms. Therefore ship's Agent should 
be provided with necessary information about details of cargoes in 
advance. 

Immigration: 

Required upon vessel's arrival by: 

Immigration: Naha immigration Kinwan Sub-Branch Office. 
Location: 2628-2 Ishikawa City, Okinawa (Tel: 09896-4-2858). 

1. When ship arrives direct from foreign port, Immigration Officer will 
board vessel for check. Following documents to be submitted. 

Crew List,...cae hits citale re Cee ie rt te ae area eee 2 copies 

PaSsongenlist: nei tcc epee cakes rae ct tae Rae ee eee 2 copies 

Please collect the crew Seaman's Book in order such as No. 1, No. 
2... till the end as per Crew List stated. 

Please collect the passports in order such as No. 1, No. 2... till the 
end as per Passenger List stated. 

Ship’s Agent will prepare Inward Vessel Declaration, one application 
for shore pass, one application for extension of the area of movement 
using specific forms. 


(See Plan) 
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2. When ship comes from Japanese port, Immigration Officer will not 
attend on board, except special cases. Agent to attend Immigration 
Office for entry formalities with following documents. 


Grew: List... « mated, diem § digeC, .t@inste our. .. 2 copies 
Passenger risny 51. (25008 Wu.) 000... ue eee hie 2 copies 
Seamens' Books 

Passports 


Documents (Shore Passes) entrusted with the Master by Immigration 
at previous port. Ship's Agent will prepare Inward Declaration, one 
application for Shore Pass, one application for Extension of the Area of 
Movement using specific forms. 

APPROACHES: See “‘Berthing’” — Report dated 1983. 
PILOTAGE: Also see “Approaches”. 

Berthing Masters will normally board from a tug having a blue hull 
and cream upperworks, with a tall mast bearing a number (1, 2, 3 or 4). 
Since the tugs have a fairly high freeboard, pilot ladders should be rigged 
with the bottom step about 6 ft. (2 m.) above the water level, otherwise 
the lower steps may be crushed or damaged. Vessels with a freeboard 
exceeding 30 ft. are requested to rig the pilot ladder in conjunction with 
an accommodation ladder in the approved manner. 

Masters of calling vessels are reminded of their obligation to comply 
with statutory rules and are requested to comply with International 
recommendations concerning pilot ladders. If the ladder is not safe, the 
Berthing Master may refuse to board and thus cause unnecessary delay 
to the ship. 

ANCHORAGES: Recommended anchorages: Also see “Berthing” — 
Report dated 1983. 
For mammoths in order of arrival: 

K1: Lat. 26° 24’ 00” N., Long. 127° 57’ 48" E. 

K2: Lat. 26° 23’ 30” N., Long. 127° 57' 12” E. 

KE: Lat. 26° 25’ 00” N., Long. 127° 58' 10" E. 

(Subject Japanese Coastguard M.S.A. approval is obtained by Agent.) 
For vessels 50,000 d.w.t. — 150,000 d.w.t. 

KS: Lat. 26° 23’ 06” N., Long. 127° 56’ 43” E. 

S1: Lat. 26° 22’ 30” N., Long. 127° 56' 48” E. 

S2: Lat. 26° 22’ 00” N., Long. 127° 56’ 48” E. 

Products anchorage: The area bounded by a line joining the following 
positions: 

1. Lat. 26° 22’ 00” N., Long. 127° 56’ 29” E. 

2) Lat)/26° 22""19"N. || Long. 127° 56’ 33” E: 

3. Lat. 26° 22’ 00” N., Long. 127° 57’ 19” E. 

4. Lat. 26° 21’ 51” N., Long. 127° 57’ 05” E. 

The holding ground is good in anchorages, but depths in the first groups 
between 22 and 25 fathoms; it is therefore recommended that at least 
1 shackle of chain be walked back on the windlass before letting go the 
anchor. 

Depths in the product anchorage vary between 10 and 14 fathoms. 
Prohibited Anchorage: Owing to the existence of underwater pipe-lines, 
telephone cables and obstructions, anchoring is prohibited anywhere 
S.E. of a line joining the following 2 positions: 

1. Lat. 26° 22’ 31” N., Long. 127° 58’ 08” E. (i.e. the N.E. dolphin of 

the Sea Island) 

2. Lat. 26° 21’ 37” N., Long. 127° 56’ 44” E. (i.e. the N.E. dolphin of 

No. 3 Berth on the Products Pier) 
For berthing, Masters of vessels are requested to have the propeller 
submerged and vessel in a reasonable trim for ship-handling purposes 
(not exceeding 3.5 m.). 
RESTRICTIONS: Berthing operation is permitted during daylight only. 
Unberthing operations take place throughout 24 hours. 

There are no specific restrictions on draft, but in order to ensure sate 
handling characteristics it is recommended that vessels arriving in ballast 
arrange that the propeller is fully submerged, with a stern trim not 
exceeding about 10 ft. Vessels which do not meet this requirement may 
be delayed in berthing until additional ballast has been run in. 


MAX. SIZE: 5 berths are available for calling tankers. No. 1 Berth can 
accommodate vessels up to 500,000 d.w.t., and No. 2 Berth vessels up 
to 150,000 d.w.t. These 2 berths are situated at the offshore platform. 
Berths No. 3, No. 4, No. 5 are situated at the Product Dock. (Also see 
“Berthing”). 

Least depth 


of water 

Berth No. Max. d.w.t. below datum Remarks 
Sea Berth 1 500,000 102 ft. 

Sea Berth 2 150,000 90 ft. 

7 Max. dist. stern to 

Prod. Pier 3 60,000 50 ft. manifold 320 tt. 
Prod. Pier 4 20,000 36 ft. 

Prod. Pier 5 10,000 30 ft. 


In addition to the above tanker berths a dry-cargo berth is also 
available. This berth is 110 m. in length and has a least depth of 22 ft. 
below Okinawa Datum. 

HEALTH: Quarantine Office: Naha Quarantine Office. 
Location: Naha Godo Chosha Bldg., 11-1, 2-chome, Minato-Machi, 
Naha, Okinawa (Tel: 0988-68-1674). 

At first port of call in Japan, vessel may obtain Free Pratique. 

Quarantine Officer will attend vessel only frorn daylight to sunset, and 
Master to show all vaccination cards and Derat Exemption Certificate. 
If vessel arrives from infected area crew and passengers’ health 
condition to be cabled to Quarantine Officer through ship's Agent prior 
to arrival, and close all soil pipes before entering port. 

(1) Radio Pratique: Free Radio Pratique Telegrams to Quarantine 
Station not less than 12 hours and not more than 36 hours before arrival, 
advising full details of vessel and health condition on board. When Free 
Pratique is granted by radio, vessel will be required to submit the 
following documents to Quarantine Officer on arrival. 


Maritime Declaration of Health... 2.2.02... 06.6 eee ee ee eee 1 copy 
Greve List.and Basgengen List sar so% srasten tages. een. ueltin poets 1 copy 
VEGEMAROR AIM trors.Shikarns déeriene BeenksesIne-psege- 1 copy 
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(2) The following vessels will not be able to obtain Radio Pra 

A vessel that has been in contact with an infected area or a SUSDEqy 
infected area within 15 days of arrival. 

If a vessel has onboard any case, or any suspected case, of infects, 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exempty 

Certificate. 
RADIO: When on route to the Kin Wan Port at Okinawa a vessel's, 
must be communicated to his Agent, 72, 48 and 24 hours prior to ative 
If VHF is not available arrival information can also be passed to yp, 
Agent by “Ship Telephone Service”. Naha: 09885-4-5155. 

It is important that ETAs are confirmed 12 hours before expen 
arrivals and amendments communicated when known. 

VHF station “Kin Wan Tug” located on Henza Island keeps a 24 hp 

listening watch on Channel 16 (156.800 MHz) and Channel 13 (156% 
MHz). Tel: 09897-7-8341 is also manned 24 hours per day. 
RADAR: The port is not equipped with radar. Poor visibility may oo. 
in heavy rain, but fog is rare. Coastlines and buoys within the bay 
good echo returns on ship's radar. All tugs are fitted with radar, ang. 
occasions vessels have been guided into the port by them in hes 
rainstorms, the tug keeping close alongside within sight of the brig 
and communicating by VHF. 
TUGS: 4 tugboats are stationed at the Terminal. The Berthing Mas 
in consultation with the Master will decide the number of tugs requ 
for each berthing operation and as stand-by tugs during the vesse 
stay in port. 

Vessels are berthed with the assistance of up to 4 tugs according, 
the vessel's size and weather conditions. Such tugs will either seo» 
alongside, ‘American style”, or will secure forward or aft by their tows 
hooks. Tugs’ lines are always used. The tugs are 23,400 h.p. Z-pel 
22,600 h.p. Z-peller and 2 small twin-screw tugs 400 h.p., ands 
manned by highly skilled crews. It should be noted that the port champ 
for vessels are a fixed amount based on deadweight tonnage, andy 
charge is not affected by the number of tugs used or not used. Masix 
may thus follow the Berthing Master's recommendations regarding y 
requirements without having to consider what may well be dangem 
economies. 

READINESS: A vessel is ‘arrived’ for Notice of Readiness purpos 
when the Berthing Master boards or, if vessel proceeds to anchom 
without a Berthing Master, when she drops her anchor. ; 
MEDICAL: Agents should be given advance notice of medical or dew 
attention required. Clinic and hospital facilities are available, and: 
emergencies helicopter evacuation is possible. There is also a Comps 
ambulance on Henza Island, for emergencies only. Tel: 119. If» 
answer, or at night, telephone 318. Or contact C.C.D. (Central Cons 
Desk) on VHF Channel 16 or 13 or Tel: 580. 

BERTHING: In normal circumstances no lines are run out until the ves 
is alongside the berth and in position. Tugs will hold her there whilst 
mooring takes place, springs usually being run first, followed} 
breastlines, then head- and stern-lines. On the larger berths all ire 
except springs are lowered to the water and taken to the dolphins? 
line-handling boats, where they are secured to quick-release how 
Nothing is required in the way of pennants, tails or shackles. Sprig 
are passed direct to the dolphins by heaving-lines. 

Owing to the depth of water, anchors are not normally used we 
berthing at the sea-berth. However, the outboard anchor should in! 
cases be ready for emergency use. 

Weather permitting, vessels secure starboard side alongside ali 
3 Berth. At Nos. 4 and 5 vessels can only berth starboard side to® 
pier, owing to the construction of the berths. Therefore if wind condi 
do not permit of berthing in this way, the berthing will be delayed’ 
the wind is suitable. At the sea-berth, mammoth vessels normally be 
port side to the pier, but this is only to reduce the time taken for? 
operation, and they can be berthed starboard side to if conditions req 
it. Smaller vessels are berthed either way according to requiremé 
and conditions. 

The Marine Office is equipped with a Weather Facsimile Recot 
and Masters can obtain the latest information regarding possible s* 
conditions by contacting the Berthing Master on VHF Channel 130° 
calling 580 on the internal telephone system from the berths. W* 
typhoons are imminent all cargo operations cease and vessels 
required to vacate the berths and are recommended to proceed to 


Berth No. 1: Also see “Report” dated 1983 (below). 

Owners: Okinawa Terminal Company Ltd. 

Position: Lat. 26° 22’ 25” N., Long. 127° 58’ 01” E. 

Depth: 30 m. (MLWS). 

Max. Size: 385 m. LOA, 70 m. beam, 26 m. draft. 500,000 dw! 

Services: Fresh water not available. 

Loading Rates: Bunkers/HFO 3,000 ki/h, product 2,000 ki/h. Cn 
12,000 ki/h., Ballast 4,000 kl/h. Max. pressure 250 p.s.i. 


Berth No. 2: Also see “Report” dated 1983 (below). 
Owners: Okinawa Terminal Company Ltd. 
Position: Lat. 26° 22' 25" N., Long. 127° 58’ 01” E. 
Depth: 28 m. (MLWS). 
Max. Size: 305 m. LOA, 45 m. beam, 20 m. draft. 150,000 d.W! 
Services: See Berth No. 1. 
Loading Rates: See Berth No. 1. 


Berth No. 3 

Owners: Okinawa Sekiyu Seisei K.K. 

Position: Lat. 26° 21' 34” N., Long. 127° 56’ 40” E. 

Depth: 15.5 m. (MLWS). 

Max. Size: 240 m. LOA, 35 m. beam, 13.5 m. draft. ad 

Services: Fuel oil (bunkers) available, 70 ki/h. 6 in. hoses usee.™ 
water available, but not fit for drinking. 

Loading Rates: Aviation, JP4 and Naphtha, 500 ki/h x 2 low s# 
FO 1,000 ki/h x 3. Fuel oil and diesel 1,000 ki/h. Max. pressure" 
sq.cm. 

Vessels normally berth starboard side to. 
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yan No. 4 


lo. 
owners: Okinawa Sekiyu Seisei K.K. 


position: Lat. 26° 21’ 29" N., Long. 127° 56’ 48" E. 
reoth: 11.5 m. (MLWS). Pw 
vax. Size: 175m. LOA, 22 m. beam, 10 m. draft limiting condition 
gn. stern to manifold. 
sevices: Fuel oil available, rate 70 kl/h. Chicksan used. Fresh water 
able, but not fit for drinking. 
wading Rates: Aviation, JP4, JP1, kerosene 500 ki/h x 2. Low 

 F.O. 600 ki/h. diesel 1,000 kl/h, fuel oil “A” 1,000 kI/h. Maximum 


yessure 15 kg./sq.cm. 
vessels berth starboard side to. 


seth No. 5 


owners: Okinawa Sekiyu Seisei K.K. 


msition: Lat. 26° 21’ 28" N., Long. 127° 56’ 58” E. 
depth: 10 m. (MLWS). 
vax. Size: 110 m. LOA, 17m. beam, 8.5 m. draft limiting condition 


3000 d.w.t. 


services: Fuel oil, 6 in. hose, 70 kl/h diesel, 6 in. hose, 700 klI/h. Fresh 


‘wer available, but not fit for drinking. 


wading Rates: JP4, JP1, kerosene, diesel and fuel oil “A” 700 kIi/h. 
vx. pressure 20 kg./sq.cm. sulphur, 120 kl/h, max. pressure 15 kg./ 
gom. low sulphur fuel, 600 kli/n max. pressure 20 kg./sq.cm. 


6 200 ki/h max. pressure 27 kg./sq.cm. 


Vessels berth port side to. 


teerator's Report: 1983. 
ynawa Terminal Co. Ltd. (OTC) Sea Berth (Discharging and loading 
eminal): Operated by OTC. 
Terminal operates 24 hours per day, 7 days a week. Ships moored 
»dunmoored at anytime, weather or other circumstances permitting. 


‘eminal will not be closed on any holidays. 


location: Lat. 26° 22’ 25” N., Long. 127° 58’ 01” E. 
aotage: Compulsory. 
wchorage: (See “Plan’) Anchorages are in the following positions. 
gproval of The Captain of the Port of Kim-Nakagusuku must be 


tained through Agent prior to arrival 


Ki: Within a radius 700 m. Lat. 26° 24' 00” N., Long. 127° 57’ 48” E. 
*y vessels of 100,000 g.r.t. or over. 
k2: Within a radius 700 m. Lat. 26° 23’ 30” N., Long. 127° 57’ 12” E. 
‘x vessels of 100,000 g.r.t. or over. 
KE: Within a radius 700 m. Lat. 26° 25’ 00” N., Long. 127° 58’ 10” E. 
*x vessels of 100,000 g.r.t. or over. 
KW: Within a radius 700 m. Lat. 26° 25’ 12” N., Long. 127° 55’ 24” E. 
‘x vessels of 100,000 g.r.t. or over. 
KS: Within a radius 600 m. Lat. 26° 23’ 06” N., Long. 127° 56’ 43” E. 


‘a vessels of maximum 100,000 g.r.t. 


$1: Within a radius 400 m. Lat. 26° 22' 30” N., Long. 127° 56’ 48” E. 


‘x vessels of maximum 10,000 g.r.t. 


$2: Within a radius 400 m. Lat. 26° 22’ 00” N., Long. 127° 56’ 48” E. 


‘a vessels of maximum 10,000 g.r.t. 


‘proaches: For the purpose of Traffic Separation and Control, the 
‘proach to Kin Bay is divided by a channel centre line joining the 


lowing positions. Lat. 26° 26’ 00’N., 
lal, 26° 24' 47” N., Long. 127° 59’ 26" E. 
Vessel should make for position Lat. 


Long. 128°02' 00" E. and 


26° 26' 00" N., Long. 


8°04’ 00" E. off the East coast of Okinawa and from there steer to 
te West, passing Menguisho light beacon abeam to port at a distant 
about 1.25 miles. The Berthing Master will board VLCC’s (150,000 
tw. or over) or any ship which is on a first visit to the port. 

When vessels are abeam of the beacon (but if circumstances should 
yevent this, the ship should continue on the Western course for one 
we past the beacon) alter course to 242°, after about 1.4 miles on this 
*W course the ship will be at the inner pilot boarding area. 


Serthing: 


Yaximum rate 4,000 ki/h 
est side of sea berth (No. 1 berth) 


_Max. size 500,000 d.w.t., Max. draft 26.0 m. 


“ast side of sea berth (No. 2 berth) 


Max. size 150,000 d.w.t., Max. draft 20.0 m. 


3alast: Disposal of dirty ballast water over the side is strictly prohibited 
the Authorities and any pollution of the sea will result in heavy claims 


id fines. 


No ballast is to be taken from the bay unless required for the ship's 
*“yegated clean ballast system. Ballast for cargo tanks will be supplied 


y the terminal. 


LOADING: Loading lines at the berths are as follows: (Note: Hoses are 
‘ied from N.E. to S.W.) 


eth =: Dia. 
No. (in.) 
1 16 


16 
16 
16 
16 
16 
2 16 
16 
16 
16 
1 
ty 
10 
10 
10 
12 
12 
12 
6 


To handle 
Products 
Crude/HFO 
Crude/ballast 
Crude/ballast 
Crude 
Ballast 
Product 
Crude/HFO 
Crude/ballast 
Crude/ballast 
Crude 
Bunkers (DO, FO) 
Ballast 
Naphtha/JP4/kero. 
Naphtha/JP4/kero. 
BallasvLSFO 
Low sulphur fuel 
Low sulphur fuel 
Bunkers (DO, FO) 


Type 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Chicksan arm with Q/C 
Flexible hose 
Mechanical arm 
Mechanical arm 
Mechanical arm 
Mechanical arm 
Mechanical arm 
Mechanical arm 
Flexible hose 


JAPAN 


Berth Dia. 

No. (in.) To handle Type 
4 10 Ballast Mechanical arm 
10 JP4, Jet A1, kero., naph. Mechanical arm 
10 JP4, Jet A1, kero., naph. Mechanical arm 
10 Automotive or marine Mechanical arm 

diesel 
10 Low Sulphur (FO) 

6 Bunkers (DO, FO) Flexible hose 

5 6 Auto/marine diesel, kero. Flexible hose 

4 LPG vapour return Flexible hose 

6 _LPG/propane/butane Flexible hose 
6 Liquid sulphur Mechanical arm 

6 Bunkers (FO, DO) Flexible hose 


During cargo transfer or ballast operation all vessels shall show signal 
flag “B" during the day, and a red light during the night. 

Transfer operation shall not be started, or if started shall be 
discontinued by either the duty officer of the vessel or the Terminal 
supervisor, when any of the following conditions come to his attention: 

(a) During severe electrical storms. 

(b) \f a fire occurs on the pier or on the vessel. 

(c) If there is not sufficient competent personnel aboard the vessel 

or on the pier to safely handle cargo operation in progress. 

(d) Should any condition develop which represents a hazard to the 

vessel or Terminal installation. 
DENSITY: The bay is open to the sea, and normal density is 1025. 


FRESH WATER: Available at Berth Nos. 3, 4 & 5, but not fit for drinking. 
FUEL: All grades of bunkers are available at Nos. 3, 4 and 5. 


FIRE PRECAUTIONS: Smoking and use of naked lights is strictly 
prohibited on board vessels alongside the berths, except in those 
enclosed spaces aboard ship specifically designated by the Master as 
“Smoking Areas”. 

Fire wires of steel must be hanging over the side of the offside bow 
and quarter whilst alongside to enable tugs to connect readily in an 
emergency situation. The towing eyes should be maintained at water 
level. 

Boiler tubes must not be blown whilst vessel is alongside and every 
precaution must be taken to prevent sparks and soot particles escaping 
from the funnel. 

Mooring of boats or craft with mechanical propulsion alongside a 
vessel loading/discharging crude oil or in the process of ballasting, is 
not allowed, unless special permission has been given by the Terminal. 

In case of a fire aboard a vessel alongside the pier the following 
sequence of procedure should be adhered to: 

(a) “Kin Wan Tug” to be informed immediately. 

(b) All cargo operations to cease forthwith. 

(c) MOV’s and gate valves on loading arms, nitrogen and battery 

limit valves to be closed as soon as possible. 

(d) Dock personnel to stand-by for disconnecting loading arms, 
unberthing or fire-fighting in accordance with instructions issued 
by the Berthing Master or “Kin Wan Tug’. 

During an emergency situation on board a vessel alongside, the 

Berthing Master will be in charge of organising the preliminary fire- 
fighting assisted by “Kin Wan Tug”. He is to make use of all available 
means at his disposal, such as tugboats, launches, personnel, terminal 
equipment and other facilities to assist the vessel and protect lives and 
Terminal installations. Should the Berthing Master be unavailable or 
pees to communicate, “Kin Wan Tug” will direct the preliminary fire- 
ighting. 

Kin Bay area comes under the jurisdiction of the 11th District of the 
Japanese Coast Guard and lies in Kin Nakagusuku Port. The telephone 
number of the Captain of the Port-Coast Guard Offices, 11th District is 
098895-4874 or 5439. 

CONSULS: At present the only Consulates on Okinawa are those of 
U.S.A., Korea and Philippines. 


REPAIRS: Only minor repair facilities are available in Kin Wan, for such 
small components as can be sent ashore, e.g. repairing of valves or 
piping, re-winding of electric motors. 

DRY DOCKS: None. 


GANGWAY/DECK WATCHMEN: Shore gangways are fitted at Nos. 1, 
2 and 3, and are supplied free of charge. Ship’s gangways must be 
provided at Nos. 4 and 5. Watchmen are not required since access to 
the berths is controlled by the Company's security guards at the 
installation gates. 


REPATRIATION: Crew changes and/or repatriation can be arranged by 
the Agent. 


AIRPORT: Kin Wan Port is about 2 hours by car from Naha Airport 
(depending on traffic conditions) from where there are frequent services 
by several major airlines to all parts of the world via Tokyo, Honolulu, 
Taipei or Hong Kong. 


TIME: Local time is 9 hours ahead of GMT, unchanged throughout the 
year. 


HOLIDAYS: Local holidays do not normally affect operations in the port. 
Bank Holidays are now basically the same as those in other Japanese 
ports. 


POLICE/AMBULANCE/FIRE: Ambulance 119 after hours or 580 
(C.C.D.) or VHF 16; Fire 119 after hours or 580 (C.C.D.) or VHF 16; 
Police inform C.C.D. by VHF Ch. 16 or Tel: 580, or Berthing Master 
Tel: 578. 


TELEPHONES: Telephones are not placed on board, but for urgent 
ship's business arrangements can be made for calls to be placed through 
the Company switchboard. 

SERVICES: Tank-cleaning alongside is prohibited, but facilities for 
discharge of tank washings are available. See “Pollution Control”. 
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SHORE LEAVE: For reason of safety the Terminal and the Off-Shore 
Platform are restricted areas. However, ship's personnel and visitors to 
ships are permitted to disembark and embark via the dolphins, which 
are also the personnel landing areas. Loitering at the loading platform 
will not be permitted. 

Unauthorised or apparently intoxicated or disorderly persons shall be 
prohibited from entering the pier and the Terminal. 

Shore passes will be issued by the Agent. These passes must be 
surrendered to the Agent prior to the ship’s departure, unless the vessel 
is bound for another port in Japan when they can, after stamping, be 
used in the second port. The pass is sufficient, and no other means of 
identification need be carried when ashore. 

POLLUTION CONTROL: Gas-freeing is not allowed on tankships 
alongside the pier. 

To minimise the chances of pollution a// ballast, whether clean or dirty, 
must be discharged ashore, except that which is contained in 
independent “permanent” ballast tanks. Also all ballast loaded into cargo 
tanks must be taken from ashore, and not from the Bay. The shore 
ballast tank has a capacity of 550,000 barrels and is connected to all 
tanker berths. 

Caution: The sea berth is surrounded by a new type of sink/float oil 
fence to contain any oil that may be spilled on the sea. This fence is 
moored in place by 36 anchors and ropes. Vessels are therefore warned 
against approaching this fence or using any anchors in the vicinity of 
the sea berth. Nor should they throw overboard any old wires, ropes or 
other rubbish which may foul or damage the fence or its moorings. 

The Terminal will, in case of an oil spill, take such steps as may be 
deemed necessary to fight the pollution before it spreads. If the spill is 
due to faulty equipment or materials on the vessel or to negligency on 
the part of ship's personnel, the Terminal shall be indemnified for any 
expenses incurred in connection with the preventive action taken. 

No ballast is to be taken from the Bay unless required for the ship's 
clean permanent ballast system. Ballast for cargo tanks will be supplied 
by the Terminal. 

AUTHORITY: Okinawa Prefectural Government, 1-2-32, !zumisaki, 
Naha, Japan 900. Contact: Nobuo Oshiro, Chief of Port Division. 


AGENT: Kin Wan Port Service Co. Ltd., 6483 Aza-Heianza Yonashiro- 
Son, Okinawa, Japan. Tel: 09897-7-8226, 8341. Cable: Kinwan Port 
Koza, Okinawa. 


KISARAZU (Kimitsu): 35.22 N. 139.52 E. (See Plan) 


PORT LIMITS: Refer to Marine Chart No. 1067. Published by Surveys 
of the Hydrographic Department M.S.A., Japan. 

DOCUMENTS: Arrival 

Quarantine Service: 

Maritime Declaration of Health - WHO Form, 1 copy. 

Crew List — free form, 1 copy. 

Passenger List (if any) — free form, 1 copy. 

Vaccination Certificate (cholera), presentation. 

Derat (Exemption) Certificate, presentation. 

List of valid terms of Crew's Vaccination Certificate, presentation. 
Immigration Service: 

Crew List — free form, 1 copy. 

Passenger List (if any), — free form, 1 copy. 

Seamen's Ledger, presentation. 

Passport or Seamen's Book (all of them), presentation. 

Customs Inspection: 

Ship's Register, presentation. 

Last Port Clearance, presentation. 

Crew List — free form, 1 or 2 copies. 

Passenger List (if any) — free form, 1 copy. 

Store List (Japanese Customs form required). 

Declaration of Crew's Baggage, (Japanese Customs Form required) 
i.e. tobacco, wine/spirits, camera, wrist-watch, radio, firearms/ 
swords, etc. (only at first port of call in Japan.) 

List of ports of call including last foreign port. 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Berthing Pilot: Compulsory for foreign trade vessels over 
10,000 g.w.t. Application to be made to Yokohama Pilot Office, via local 
Agent. Pilot boards on Kisarazu Quarantine Station or entrance of 
approaching passage. Available during daytime only. 

Bay Pilot: Uraga & Nakanose on entering: Bay Pilot became compulsory 
in January 1977 for foreign trade vessels over 10,000 g.w.t. Application 
required 24 hours prior to entering by Cable to Anjin Yokosuku through 
Agent or direct. Pilot boarding position located on point 5.0 miles and 
161° from Kannon Zaki L.H. Available any time, if any deiay, change 
must be cabled to Anjin Yokosuka. 

On leaving: Application same as on Entering. Pilot boarding on pier 
or off harbour. 

ANCHORAGE: Refer to Japanese Chart No. 1062 (middle part of Tokyo 
Bay). Kisarazu Quarantine Anchorage boundary. 

RESTRICTIONS: See “General”. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers health condition to respective 
Quarantine Office through ship's Agent prior to arrival and close all soil 
pipes before entering port. A vessel may be berthed without a stay at 
the anchorage if Radio Pratique system used and permission of Chief 
of Quarantine Office. If Pratique formalities carried out locally vessel 
anchors 1.5 miles off No. 1 Entrance Buoy in position: Lat. 35° 21' 54” N., 
Long. 139° 50’ 35” E. 
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RADIO: Recommended Master communicates with Agent thr 
Choshi Radio or Nagasaki Radio which cover all ports in Japan’ 
specifically Westbound vessel, to contact Choshi, and Northboung 
contact Nagasaki Radio respectively. 


VHF: Port Radio Station at Yokohama works 24 hours. Channel 16 ¢, 
sign “Yokohama Port Radio”. 


RADAR: Radar station at Kannonzaki which controls all vessels in Urag: 


Channel. 
TUGS: 


2 tug boats belonging to Kimitsu tug boat station. 


3,200 h 


2 tugs 


Another 16 tug boats listed belonging to Yokohama tug boat station 


2,000 h.p. — 2,500 h.p. 4 tugs 
2,500 h.p. — 3,000 h.p. 8 tugs 
3,000 h.p. — 3,500 h.p. 4 tugs 


Tug boat's lines used free of charge. 


BERTHING: No specific requirements. Pilot boarding time will be notifix 
by ship’s Agent mainly by VHF. 

Public: Kisarazu Quay E. Max. draft 7.5 m. at high tide. Length 260», 
Capacity 5,000 d.w.t. 


Private: Kisarazu Lumber Association dolphin pier. Max. draft 10.0» 
Length 250 m. Capacity 15,000 d.w.t. 


Kimitsu Works of Nippon Steel Corporation. 


Centre Pier: 
No. 1-4 
No. 5 
No. 6 
No. 7 
No. 8 
No. 10 
No. 11, 12 


Coastal chemical tanker, tug boat basin. 

Coastal Raw material discharging berth. 

Discharging berth of iron ore and coal. Max. draft 16.0 
at high tide. Length of berth 304 m. Capacity 150,000 dw; 
or 270,000 d.w.t. (Part load). Dischage rate for coal 25,0 
tonnes per day. 

Discharging berth of iron ore and coal. Max. draft 18 m¢ 
high tide. Length of berth 350 m. Capacity 200,000 dw: 
Discharge rate for ore 30,000 tonnes per day. 
Discharging berth of iron ore and coal. Max. draft 18 mz 
high tide. Length of berth 422 m. Capacity 270,000 dw: 
Discharge rate for ore 30,000 tonnes per day. 
Coastal Limestone carrier berth. 

Coastal tanker berth. 


Centre Pier unloader at No. 6 & 7 — 4 units each capacity 1,500 tph 
Centre Pier unloader at No. 8 — 1 unit capacity 2,500 t.p.h. 


West Pier: 
No. 1-6 
No. 7 
No. 8 
No. 9 
No. 10 

East Pier: 
No. 2 
No. 3 
No. 4-13 


Coastal small ships only. : 
Loading berth of steel products. Max. draft 11 m. Leng? 
of berth 250 m. Capacity 30,000 d.w.t. Shore crane 1 uv 
20 tons, 1 unit 30 tons. 
Loading berth of steel products. Max. draft 11 m. Leng? 
of berth 250 m. Capacity 30,000 d.w.t. Shore crane 1u" — 
30 tons, 1 unit 20 tons. 

Loading berth of steel products. Max. draft 11 m. Leng? 
of berth 285 m. Capacity 30,000 d.w.t. Shore crane jw 
30 tons, 1 unit 35 tons. 
Loading berth of steel products. Max. draft 11 m. Leng 
of berth 230 m. Capacity 40,000 d.w.t. Shore crane 2 unt 
each 30 tons. 


Loading berth of steel pipes. Max. draft 11 m. Length: 
berth 240 m. Capacity 30,000 d.w.t. Shore crane 3 unt 
on No. 2 & No. 3 berth 30 ton. 

Loading berth of steel pipes. Max. draft 11 m. Length? 
berth 240 m. Capacity 30,000 d.w.t. (See No. 2 Berth) 

Coastal ships only used for loading wire rod, angle be 
etc. and discharging materials. 


CRANES: See “Berthing”. 

BULK CARGO FACILITIES: See ‘“Berthing”. 

SPECIALISED CARGO-HANDLING FACILITIES: See “Berthing’ 
BRIDGES: None. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays 
holidays required in order for Agent to arrange stevedores. Vessel™ — 
constantly keep her Agent advised of ETA. If stevedores can 
commence loading/unloading at time notified by the Agent, the order 
must pay for waiting time. If cargo gear not rigged on berths 
stevedores will do same for ship's crew at additional cost. 


Average loading rates: 


Average discharging rates: 


Coils 75 t.p.h. 

Plates 50-60 t.p.h. 

Pipes 40 t.p.h. 

Angle 40 t.p.h. 

Wire rods 15-25 t.p.h. 

Coal 700 t.p.h. 

Iron ore 750-800 t.p.h. 
1,500—1,600 t.p.h. 
(2,500 ton unloader) 

Manganese ore 600 t.p.h. 

Iron sand 900 t.p.h. 

Coke 700 t.p.h. 


MEDICAL: No advance notice required unless urgent. 
TANKERS: Only coastal tankers. 

DENSITY: Summer 1020, Winter 1025-5. ; 
FRESH WATER: Available from shore line. Rate of delivery 40-50!" 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay Bune 
will be lightered from the nearest bunker stock ports (Yokohama * 
Chiba) at maximum 7 days’ prior notice. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

DRY DOCKS: 500,000 d.w.t. dry dock at Chiba. 

SURVEYORS: Nippon K.K.K., Kimitsu Branch. 
GANGWAY/DECK WATCHMEN: Not specially required U 
passengers or valuable cargo on board. i 
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_NING/CLOSING HATCHES: Stevedores carry out opening and 
hatches except steel hatches. If any time lost by ship's crew 
this work, stevedores charge ship for waiting. Recommend request 
res for this work unless crew can complete it before berthing. 
-yRGO GEAR: Usually load/unload by shore cranes. 
“GTIFICATES: Ship's Register to show Customs Inspector ship's 
ed gross and nett tonnages. Valid Cargo Gear Certificates 
eetimes required by stevedores when cargo gear’s maintenance 


JAPAN 


REGULATIONS: See “General”. 
GENERAL: Notification to Maritime Safety Agency: 

According to Maritime Traffic Safety Law, The Master of large vessel 
(over 200 m. in LOA and 10,000 g.w.t.) is required to give to Regional 
Maritime Safety Agency an advance report of estimated time passing 
the traffic route and other matters and also required to obey the 
instruction given by the Agencies. 

Notification cable definitely to be given by 1200 hrs. (JST) on the day 


gears to be poor. prior to entering, directly from Master or through local Agent. Any change 
4sTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore in reported matters, to be reported 3 hours before the time of entering 
go spirits. by radio communication or telephone. 


=PATRIATION: Possible. 
PORT: Narita (Tokyo) International Airport is about 2 hours by car 
yralway . 


y 
wE: GMT plus 9 hours. No alterations made to clocks during year. 
QUDAYS: No cargo loaded on January 1st. Cargo discharged on all 


widays 

SuCE/AMBULANCE/FIRE: Kisarazu Police Station tel. 0438-23- 
oi; Kisarazu Fire Brigade and Fire Station tel. 0438-23-7121. 
SLEPHONES: No telephones installation direct to vessels alongside 


eat. 
€RVICES: Provisions, laundry, ship's stores, garbage, hold cleaning, 
gigation aids. Special service are called from Chiba, Yokohama and 


(0 
SORE LEAVE: Local Immigration Offices issue shore pass valid for 
my3days, but 3 days’ extension possible if ship stays longer. 
oENTIFICATION CARDS: Shore Pass and Seaman's Book required. 


Seaweed cultivation to be carried out in the vicinity of Nippon Steel 
Corporation Kimitsu Works so Master's co-operation with regards to the 
following items would be appreciated. 

1. The discharge of oil or oily waste into the water is strictly prohibited 
by Marine Pollution Law and other related ordinance. 

2. Proceeding to the cultivation area is prohibited. 

3. Numerous buoys each exhibiting flashing yellow lights have been 
established to mark the outer side-line of the seaweed cultivation area. 

4. Bunkering possible daytime only (sunrise to 1 hour before sunset) 
in the Port of Kimitsu. 

AUTHORITY: Kisarazu Port Administration Office, 3-13-34, Kaifuti 3- 
chome, Kisarazu City, Chiba Pref. 292. Tel: (0438) 25-5141. 

AGENT: Sub-agents of Dodwell & Co. Ltd. Toyko. Chiba Kaiun Sangyo 
Co. Ltd., Kimitsu Office, c/o Kaiun Centre Kimitsu Works of Nippon Steel 
Corporation, No. 1, Kimitsu, Kimitsu-shi, Chiba-ken. Tel: Kimitsu (04395) 
2-0800. Cable Address: Chibamarine Kisarazu. 


ee 


(OBE: 34.40 N. 135.12 E. (See Plan) 


HEALTH: Quarantine Officials board vessel from daylight to sunset at 
Quarantine Anchorage. 
Radio Pratique is available. Vessels must be in possession of a valid 


ors Register. Japanese Sanitary Inspection Certificate. 

last Port Clearance. Documents Required: Derat Exemption Certificate, Crew List, 
‘Stores List. Passenger List, Maritime Declaration of Health and Vaccination Cards. 
{Declaration of Crew's Baggage. RADIO: Recommend Master communicates with Agent through Choshi 
4 Crew Lists. Radio or Nagasaki Radio which cover all ports in Japan. If specifically 


‘Passenger Lists (if any). 
Ship's Agents will prepare other documents such as Inward/Outward 
ielaration, Cargo Manifest, etc., using Japanese Custom’s Forms. 


Westbound vessel to contact Choshi, and Northbound to contact 
Nagasaki Radios respectively. 
Kobe-Radio details: 


*WLOTAGE: Tomogashima Channel Pilot (not compulsory but Security and i 
sommended): Pilot boards 5 — 7 miles South of Tomogashima Port message _— Port message hoes message 
»oroximately Lat. 34°10'N., Long. 135°00’E.). Cable address: Salted bseaale Sat, Kobe Port Radio JC 
iaypilot Kobe”. If Bay Pilot is required, inform them 24 hours prior to station a Koba Por’Radio Kobe Radic 
esel’s arrival at Tomogashima Pilot Station. Special Service 
‘“gbour Pilot: Pilot boards at Quarantine Anchorage at Wada-Misaki Station 
*int. Cable address: “Pilot Kobe”. 24 hours’ prior notice is required. 5th Regional Kobe Municipal- Kobe Central 
then vessel moors to buoy, chain cable should be prepared. Station Owner Maritime Safety ity (its Port & 
NNCHORAGES: Quarantine Anchorage: Lat. 34° 38' N.; 34° 38.6’ N. Telegraph ; 
lng. 135° 10’ E.; 135° 11’ E. Headquarters Harbour Bureau) Office 
All vessels mitt anchorage iene berth, repairs, bunkering, SA ibe ee 134.9 kHz. 143 kHz. 
*., must obtain anchoring position from Harbour Master. : 
%*STRICTIONS: eiierentine Officials are available during daylight eS sei be aaah Sie Sad lag 
oes is not permitted after 2130 hrs. Frequency 512 kHz. 24-hour service. 500 kHz. 512 kHz. 
. : 425 kHz. 
Max. International 
Max. Safe Depth at VHF Channels 
Name of Berth LOA Draft Berth : 12, 16 . ; : 

(m.) (m.) (m.) TUGS: Join vessel at entrance of fairway. Tug’s lines used without extra 
Showa Sangyo 213 10.35 12.60 charge. 40 tugs available. 
Tomen Silo 223 10.35 12.40 BERTHING: Chains must be used in mooring to a buoy. Ship must not 
Zenno Silo 223 10.35 12.20 drop anchor near a buoy when it is moored to one. Ship brought head 
Kohnan Silo 245 10.71 12.20 in alongside pier except in special cases. Some berths impossible to 
Hanshin Silo 210 10.26 11.60 reach after sunset,i.e. dolphin berths. This is why ships need to arrive 


Also see “Tankers”. 


outside breakwater before sunset. 


wharves and Mooring Dolphins for Large Vessels (Public) 
E=East Side; W=West side; S=South side 


Fixed Number of Vessels 


Width Fixed Coming alongside 
of Depth of 
Length Apron Water Gross No. of 
Name (m.) (m.) (m.) Tonnage Berths 
. W. 364 12 9.1 10,000 2 
Shinko Pier 1 ee 364 7.2—12 9.1 10,000 2 
S. 102 _ 94 2,000 1 
Ww 364 6.7-—12 9.1 10,000 2 
2 E 364 12 9.1 10,000 fa 
Ss. 102 — 9.1 2,000 1 
Ww 365 6.7 -—12 9.1 10,000 2 
3 E 378 6.7 -—12 10.0-—11.0 10,000 2 
Ss 102 —_ 9:1 2,000 h 
; 20,000 1 
WwW 591 7.0 —9.0 10.0 — 12.0 | 15,000 1 
4 10,000 1 
50,000 2 
E 644 9.0 10.0 — 12.0 { 10000 ; 
W. 457 11.0 10.0 -— 12.0 30,000 1 
15,000 1 
5 E. 444 11.0 10.0 15,000 2 
Ss 148 — 10.0 5,000 1 
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Fixed Number of Vessels 


Width Fixed Coming alongside 
of Depth of 
Length Apron Water Gross No. of 
Name (m.) (m.) (m.) Tonnage Berths 
BRB RI AM LAA I eG LS I a AE A I 
6 Ww. 445 11.0 10.0 15,000 2 
E. 441 11.0 10.0 15,000 2 
Bo eR we el le ie be rl th a TTS | 
7 E. 200 6.2 10.0 30,000 1 
W. 200 6.2 10.0 15,000 1 
Peete non Sve el ris pomes bee Poke wis boowses "EE ee eee 
8 Ww. 387 6.5 10.0 15,000 2 
E. 400 15.0 10.0 15,000 2 
w 588 20 10.0 —12.0 yor san. 1 
n 15,000 2 
Maya Pier 1 30/000 1 
E 400 20 10.0 — 12.0 I erty 5/000 ¥ 
WSL oe Shed sind fot aviv) vinin aenijust shbesse nebedous 8 eae et i eet epee lai ls 
Ww. 400 20 10.0 — 12.0 | 30,000 1 
15,000 1 
2 E: 400 20 10.0 -12.0 { 30,000 1 
15,000 1 
Sz 192 10 12.0 15,000 1 
30,000 1 
W. 400 20 10.0 — 12.0 ior 5/000 ; 
3 Es 400 20 10.0 — 12.0 30,000 1 
15,000 1 
Ss. 192 10 12.0 15,000 1 
30,000 1 
WwW 400 20 10.0 — 12.0 { 15000 ; 
4 30,000 1 
E 600 20 10.0 — 12.0 { 15/000 é 
Ss 192 10 12.0 15,000 1 
Hyogo Pier 1 w 436 5.4 7.2-9.0 fon ERRRR 
E 623 5.4 aT ae 5,000 4 
S 127 _ 7.2-—9.0 3,000 1 
10,000 1 
2 Ww 436 5.4 7.2-9.0 { 4/000 ‘ 
10,000 1 
= 436 5.4 7.2-9.0 | 8,000 1 
4,000 1 
S. 127 _— 9.0 3,000 4 
3 WwW 265 13 75 6,000 2 
Ss 178 15 9.0 5,000 1 
Hyogo-Ko Shijo Mae 323 10 4.5 700 5 
E 8,000 1 
WwW. 637 8 5.5-9.0 { 2/000 
Naka Pier & 215 8 9.0 8,000 1 
W. 455 LS §.6. 2,000 5 
Tohbu Home Ee. 527 ihe) 6.0 3,000 5 
Trade Wharf [= 629 15 5.5 2,000 yy 
N. 361 15 55 2,000 4 
No. 1 130 6 Baa 1,000 1 
Higashi-Kobe Ferry No. 2 170 re) 3,000 1 
Terminal No. 3 205 6 75 6,000 1 
No. 4 170 6 6.0 3,000 1 
South Side 
Nada Wharf (W.) 135 5.4 6.3 2,000 1 
(E.) 510 5.4 4.5 700 8 
Pier of Waste Oil 
Separation Facilities of Vessels 78 ay chip 9,008 L 
Ss. 180 15 5.5 2,000 2 
Suma Harbour = 110 15 5.5 2,000 1 
C.1- 9 2,650 40 12.0 25,000 9 
Port Island L.1-15 3,000 30 10.0 15,000 15 
Port Island 99 —_ 13.0 f 50,000 1 
Dolphins for bunkering facilities | 3,000 1 
Kobe Fukae Ferry Terminal 170 10 7.5 8,000 1 
Mooring Dolphins 1,800 _ 10.0 — 12.0 (total) 84,000 9 
Rokko Island G.H.1. 1015 20 10.0 15,000 5 
K.L.M. J55 20 10.0 15,000 4 
Ferry Berth 199 6 rp) 6,000 1 
Di Ww. 177 11 10.0 10,000 1 
etalon! E. 185 11 10.0 10,000 1 
Ww. 193 11 8.2 8,000 1 
Takahara 'Whart E 325 13 8.2 8,000 2 
K.S. Nos. 1—5 1,527 y 9.5 -— 13.0 10,000 5 
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JAPAN 
Fixed Number of Vessels 
Width Fixed Coming alongside 
of Depth of 
Length Apron Water Gross No. of 
Name (m.) (m.) (m.) Tonnage Berths 
ARIE a hte RL cen! te Bia EA ae ee 
wnclassified 6,549 4.5 —13.0 500 — 150,000 54 


The column includes most of the private piers of the fitting-out quays belonging to Kobe Shipyard & Engine Works of Mitsubishi Heavy Industries, 
« and Kawasaki Heavy Industries, Ltd.) 


woring Buoys : 
Te whole sea surface within the Port Limits is divided into 6 sections. 


Fixed No. of Vessels 
Coming Alongside 


No. of Buoy 
Section Owner of Buoys Buoys Number or No. of 
Designations Vessels Gross tonnage 
Moored 
Kobe City Government 9 Nos. 1, 2, 4-8, 11, 12 9 2,000 — 20,000 
2 Kawasaki Heavy Industries Ltd. 2 A, B 2 3,000 -— 8,000 
Mitsubishi Heavy Industries Ltd. 2 c,D 2 4,000 — 18,000 
Shell Sekiyu Kaisha, Ltd. 4 Shell Buoy 1 70,000 
3 Maruzen Kanematsu and 4 MKS Buoy 1 60,000 
Esso Companies 
05 Kobe City Government 2 Nos. 21(A,B) 1 10,000 
CONTAINER HANDLING FACILITIES: 
Terminal Berths Length Water Depth — Terminal Area C.F.S. Floor Handling System Container Cranes 
(m.) (m.) (sq.m.) (sq.m.) (tons) 
PO, = 1 300 =—12 103,500 6,663 Chassis 2-30.5 
PC. 2 1 300 wi2 105,000 4,226 Transtainer 2-30.5 
PC. 3 1 300 =it2 105,000 (7,755) ; na 
PC. 4 1 300 ~12 105:000 | (5;303) Some ae pte 
PGand 1 250 =12 91,000 3,564 Transtainer 2-30.5 
PC. 6 1 300 12 91,707 5,048 Chassis 2-30.5 
Pot Island PC. 7 1 300 mle 97,984 ; 
Aoiee : ae bt oy 650 (9,900) Straddle Carrier 6 — 30.5 
PC. 9 1 300 12 105,000 
PC. 10 1 300 12 78,700 - - - 
PC. 11 1 350 =12 85,000 = — = 
PC. 12 1 350 =i2 80,500 = = ai 
{ 1-— 25.4 
Vaya R 2 580 =1Ofet2 46,000 5,732 Straddle Carrier 
| S 2 - 30.5 
RC -1 1 350 id 12.2 ha. 9,222 - 2 — 40.0 
ay RC -2 1 350 13 12.2 ha. - - 2 — 40.0 
mand Ac 3 1 350 14 5 e a 3 — 40.0 
RC -4 1 350 14 - - - 3 — 40.0 
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3ULK HANDLING FACILITIES: Hanshin Silo Company Berth, 11.60 m. Max. Max. Max. safe Mooring—Pipeline— 
*oth alongside available for vessels up to 50,000 tons d.w.t. Discharge Name of Berth d.w.t. LOA Dratt discharging rate 
“ected by 2 pneumatic unloaders with capacity 400 t.p.h. per unit. (approx.) (m.) (m.) 
fobe Silo Berth, length 752 ft., depth alongside 41 ft. 2 mobile Shell. Bunkers ex- 70,000 250 12.6 To 4 buoys. 1x24", 
‘scharging units each with capacity of 500 t.p.h. barge only. No 1x12" for F.O., D.O. 
Sohan Silo Berth, length 214 m., depth alongside 12.2 m. equipped slop discharge Minas/Seria Waxy 
*t 2 discharging units which can be used for grain, sugar, or general _ facilities. Residue. Average 
90, also 1 pnuematic unloader, with capacity 1,500 t.p.h. per unit. discharge rate 
Kobe Steel, Berth No. 3: Length 334 m., depth 13.0 m., max. LOA (1 Pipe) 1,000 t.p.h. 
%0m., beam 40.0 m., draft 12.5 m. 2 cranes available for coal and ore. Max. (2 Pipe) 
‘scharge rate 1,400 tonnes/p.h. 3,000 t.p.h. (mooring 
the current development programme a total of 7 container berths possible when tide 
*¢t0 be provided at Kobe. runs towards West) 
MKS. Bunkers ex- 40,000 234 11.20 To 3 buoys. 216” for 

‘TEVEDORES: At least 24 hours’ prior notice excluding Sundays and __ barge only. (breadth F.O. and D.O. 

days required in order for Agent to arrange stevedores. 33) Average discharge 

rate 1,000 t.p.h. Max. 

KEDICAL: No advance notice required unless urgent. Hospital facilities 1,300 t.p.h. mooring 
*ailable. possible when tide 

. runs towards West) 
ANKERS: Mitsubishi Shoji 45,000 240m. 10.35 m. Alongside Pier. 

the Port Island receives bunker oil from tankers into the terminal and (for L.P.G.tankers). 2x12" for F.O. and 
vers Intermediate 15 and MDO by pipe-line to vessels moored at Bunkers available 1x12" for D.O. 

% Port Island. This berth is equipped with loading arms and utilises | ex-wharf; ex-barge Average discharge 
*%0m completely surrounding the discharging tanker to prevent the at anchorage. No 800 t.p.h. per pipe. 
ead of any oil spill. slop discharge Max. 2,000 t.p.h. 
Storage facilities consist of 3 tanks of 36,000 kl (226 mb) for facilities. Also see 

smediate 15.and 2 tanks of 5,000 kI (31 mb) for MDO. “Shipmasters 

: Umping facilities consist of 3 pumps of 700 ki/hour (4,400 b.p.h.) | Report”. 

Dacity for Intermediate 15 and 2 pumps of 200 kl/hour (1,258 b.p.h.) Port Island 70,000 240m. 10.98 m. 2x16” for Fuel oil. 
*acity for MDO. Oil Berth Average discharge 
becial features include an automatic control system from a central rate 2,000 t.p.h. Max. 
“ol board, remote valve operation, remote tank gauges, 3,500 t.p.h. 


“mmunication equipment at each bunkering berth, flow meters for all 


* a af . 
eg a chemical fire engine, a crane and a lorry for recovery of 
oil. 


Pig terminal is open between 0900 and 1700 hrs. and availability at 
“®'times involves overtime. 
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MKS Buoy Berth (Noda Terminal): When approaching the berth, the 
vessel heads straight for the middle of the berth, taking into account the 
direction and velocity of the tidal stream. Vessels can berth either 
heading East or West, depending on the direction of the tidal stream, 
and always use only 3 of the 4 buoys and 2 bow anchors. When heading 
East the manoeuvre is as follows: When the bow approaches the line 
connecting the 2 Southerly buoys, drop starboard anchor, swing to 
starboard paying out about 8 or 9 shackles. When the vessel is about 
half its length past the 2 Easterly buoys, drop port anchor. Then work 
vessel astern, paying out port chain and heave in starboard chain to 
about 4 shackles. Send ropes to 3 buoys, 2 or 3 ship ropes to each 
buoy, depending on weather and then secure the 40 mm. preventer 
wires. In this case the Southeasterly buoy is not used. 2 or 3 tugs attend. 
When heading West, the manoeuvre is similar, but first drop anchor, 
swing over to port, drop starboard anchor. In this case the Southeasterly 
buoy is not used. Normally 2 mooring launches are used. 
TIDE: Mean height of tide 1.030 m. Some of tanker berths in West part 
of port affected by tide. Currents less than 1 knot inside harbour. 
DENSITY: Winter: 1023 — 1026. Summer: 1018 — 1022. 
FRESH WATER: Supplied from the quays at rates of 40 to 50 cu.m./hr. 
Three water barges available, largest with capacity 325 cu.m., can 
supply vessels at rates up to 300 cu.m./hr. 

Possible to supply fresh water at anchorage weather permitting. 
24 hours’ prior notice is required. 
FUEL: All grades are obtainable from major oil companies and supplied 


by barge. 

FIRE PRECAUTIONS: LPG tankers instructed by Maritime Safety 
Headquarters to strictly observe safety rules. Example: checking on what 
is carried by those who go aboard; banning ship's stores to be loaded 
on to ship which is working. 

CONSULS: The following countries are represented by Consuls in Kobe 
and Osaka area: 


Argentina Germany F.R. Panama 
Australia Greece Paraguay 
Austria Guatemala Philippines 
Belgium India Portugal 
Bolivia Indonesia Singapore 
Brazil Italy Spain 
Central African Rep. Ivory Coast Sri Lanka 
Chad Jordan Sweden 
Chile Korea Switzerland 
China Malagasy Republic Thailand 
Costa Rica Malta Turkey 
Denmark Mexico United 
El Salvador Netherlands Kingdom 
Finland Norway U.S.A. 
France Pakistan U.S.S.R. 
REPAIRS: All repairs possible. 
DRY DOCKS: 
Overall 
Owner Name length Width Depth Remarks 
m. m. m. 
Mitsubishi Heavy Dock No. 4 290.0 41.2 13.0 Capacity 
Industry Ltd. 150,000 d.w.t. 
Kawasaki Heavy Dock No. 1 160.0 22.0 8.83 The largest 
Industry Ltd. Dock No, 2 94.0 15.4 14.8 — ship docked: 
Dock No. 3 172.8 26.0 13.0 215 m.x 
Dock No. 4 215.0 33.5 11.0 30.5m.x6.8 m. 
Capacity of 
No. 4 - 
50,000 d.w.t. 


(Number of docks in Kobe) 
Kobe Dockyard Engine Works Co. Ltd. 
Ishihara Shipyard Co. Ltd. 
Arata Dockyard & Engine Works Co. Ltd. 
Shikase Dockyard Ltd 
Mitsubishi Heavy Industries Ltd. 


3 floating docks 
1 floating dock 
1 floating dock 
1 floating dock 
3 floating docks 
1 dry dock 

2 floating docks 
2 dry docks 


SURVEYORS: Lloyd's Register, Germanischer Lloyd, American Bureau 
of Shipping, Bureau Veritas, Norske Veritas, Nippon Kaiji Kyokai. 
WATCHMEN: Available but not compulsory. 

OPENING/CLOSING HATCHES: By Stevedores or crew, ship's option. 
CERTIFICATES: Ship's Register to show Customs Inspector for 
registered gross and nett tonnage. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Tobacco (per passenger or crew member). 
Temporary shore-leave up to 50 cigarettes (duty free); Disembarkation 
up to 200 cigarettes (duty free). Maximum allowable (only in case of 
disembarkation) up to 800 cigarettes duty free (however, 600 cigarettes 
— taxable). 

Wines and/or Spirits: Crew member: When the ship at sea for more 
than 1 month, up to 6 bottles (1 bottle — duty free); less than 1 month 
up to 6 bottles (no duty free). Passengers: When a passenger travels 
for less than a fortnight up to 12 bottles (1 bottle — duty free); more than 
a fortnight up to 12 bottles (up to 3 bottles — duty free). 
REPATRIATION: Possible. 

AIRPORT: Osaka International Airport. Distance from Airport about 
1 hour by car. 

Domestic: Following regular airlines, Japan Air Lines, All Nippon Air 
Lines, Nihon Kokunai Koku, Toa Koku. 

International: For Far East: Japan Air Lines 31 flights per a week, 
Thai International Air Lines 10 flights per a week, Cathay Pacific Air 
Lines 8 flights per a week, China Air Lines 11 flights per a week, Korean 
Air Lines 12 flights per a week, North-West Air Lines 7 flights per a week. 

For Europe: Lufthansa 1 flight per week, British Airways 3 flights per 
week, Air France 2 flights per week. 

For United States: Japan Air Lines 12 flights per week, Pan American 
3 flights per week. 
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Kawasaki Heavy Industries Ltd. 


TIME: GMT plus 9 hours. No alteration to clocks throughout year. 
HOLIDAYS: 1st January (New Year's Day); 15th January (Coming. 
Age Day); 11th February (National Founding Day); 21st March ( 
Equinox Day); 29th April (The Emperor's Birthday); 3rd May (j, 
Constitution Day); 5th May (Children’s Day); 15th September (Respe. 
for the Aged Day); 23rd September (Autumn Equinox Day); 10th 
(Health Sports Day); 3rd November (Culture Day); 23rd Novemb. 
(Labour Thanksgiving Day). 
POLICE/AMBULANCE/FIRE: Police: 110; Water Police Station 
331-2351, 331-2354, Ikuta Police Station 331-0044, Fukiai Poi, 
Station 231-4441, Hyogo Police Station 551-0051. 

Ambulance: 119. 

Fire: 119; Water Fire Department 331-9951, Fukiai Fire Departme, 
291-0401. 
TELEPHONES: Possible to place telephone on board. 
SERVICES: Compass adjusting, radio/radar services, etc. 
SHORE LEAVE: Crew members free to go ashore with landing passe 
issued by Immigration Authorities. 
DELAYS: 1. Weather condition (where strong wind prevents ship 
entering port). 2. Tide (berths in West part of port). 3. Berths where m 
ships permitted berth alongside at night. 4. Where a quarantine office 
or Pilot being awaited. 5. Shortage of gangs, weather. 
GENERAL: When typhoon approaching, Port Captain requires ships» 
proceed outside breakwater. 
DEVELOPMENTS: 5 additional berths, each 350 m. length and depp 
15 m. are planned for the Port Island in 1996. 

2 additional berths (RC — 6 and RC — 7) under construction at Rok 
Island. 

3 additional berths, each 300 m. LOA and depth 12 m. planned fy 
Maya Piers. 


SHIPMASTER’S REPORT: February 1980. 

Sakai to Kobe: 

Transit: For LPG ships this can only be accomplished in daylight. 
Pilots: In normal conditions Sakai Pilot will depart at about No.5 buoy 
Hamadera Passage and vessel proceed to Kobe No.6 Breakwaly 
embarking Pilot at No.3 Buoy. In weather with poor visibility take ‘Bay 
Pilot, no movements with visibility less than 1 mile. 

Kobe: 

Pilot: For vessels proceeding to Mitsubishi Storage Terminal, Pilots 
embarked at No.3 Buoy and leaves at same. 

Anchorage: Outside Kobe Breakwaters in areas marked on Japanest 
Chart. We anchored in Lima 3 area, very congested. 

Best to obtain up to date Japanese Hydrographic Office Charts ¢ 
Kobe and Osaka Bay as frequent changes, also BA. charts do not have 
incidentals like anchorage areas, Tomogashima traffic routes, lava beds 
etc. 

VHF: Kobe Port Radio. 

N.O.R.: 1st Line ashore. 

Tugs: Two powerful tugs join vessel just inside No.7 Breakwater. Cos 
of one tug Yen 48,000 per hour. 

Terminal: 

Moorings: 3,2,2, each end, Line boat available. 

Tanker type jetty with mooring dolphins each end connected } 
catwalks. 

Berth situated West end of No.2 Industrial area. 

Port side to. 

Gangway can be difficult to land on narrow catwalk. 

No transport near ship, about 5 minutes walk to gate. 

Depth: 12.50 m. 

Connections: Chicksans: 12 in. liquid, 8 in. vapour return. The forwat 
vapour return line has a right angle elbow in it. Connection at 
disconnection by shore personnel, can take 1.5 to 2 hours. 

Quite often a vapour mixture is returned to the vessel if discharg”® 
two grades, generally acceptable if propane and butane. 

Max. Rate: About 700 tonnes/p.h. both grades. 

Surveyor: NKKK in attendance. 

Microbus: We hired microbus for 20 persons on contract hire for 9 hou! 
at Yen 70,000 — about £125. Easy to arrange through Agent. 
Doctor: Obtainable, about £40 per visit. 

Fresh Water: From the pier through Mitsubishi — will only give we 
Master has ordered. At 20 t.p.h. Difficult to connect American coupling 
Yen 500 per tonne. 

Stores: Nil on berth. 

Facilities: All repairs off berth. 

Walport Film and Video exchange through Agent. 

Safety: Normal requirements plus fire axes each end at moorings. 
General: As usual the shore line is continually changing and caié* 
required in taking positions. 

BA. 2265: Kobe Ko. New breakwater marked by temporary light bu 
from Breakwater No. 6 in position 34° 39.99’ N., 135° 14.86'& * 
34° 39.63’ N., 135° 15.19’ E. in direction 324° — 144° for 830 m. 

BA. 3614: Osaka Bay. New Osaka International Airport Bu 
34° 26.9’ N., 135° 16.15’ E. in a Southerly direction for 3.5 miles ® 
Westerly direction for 2.5 miles with causeway to shore in app 
position 34° 24.5’ N., 135° 18.2’ E. Many barges crossing from AN 
Shima. 


Also see “SAKAI” — “Shipmaster’s Report’ — Kobe was 2nd Port of @ 


AUTHORITY: Port and Harbour Bureau, Kobe City Govern 
5-1 Kano-Cho, 6 Chome, Chuo-Ku, Kobe, 650 Japan. Tel: 078% 
8181. Telex: 78548 Kobeport. Cables: Japangate. Contact: Promo 
Division. 

AGENT: Dodweil Tramp Agencies, P.O.Box 557 Kobe Port, Kobe 
Seimei Building 3-7, lsogami-dori 8-chome Fukiai-ku, Kobe. Tel ( 
251-0021. Cable Address: Dodtramp Kobe. International Telex J : 


(KURA: 33.54 N. 130.53 E. (See “Kanmon-Ko”) 
(See Plan) 


wre situated between Moji and Tobata. On the East is contiguous to 
yy Port, on the West to Tobata Port and on the North it opens to the 
wemon Straits. 

;CUMENTS: 

Snip’s Register. 

last Port Clearance. 

4Crew Lists including Passport Numbers. 

Passenger Lists. 

: Stores List. 

‘Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

aos Agent will prepare Inward/Outward Declaration, 1 Cargo 
yuniest and Cargo Manifest in transit using specific forms. Therefore 
os Agent should be provided with necessary information about details 
‘cargoes in advance. 
aLOTAGE: Inland Sea Pilotage should preferably be arranged through 
went by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
erection of ETA outside business hours should be cabled direct to pilot 
ston. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
empulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
»ee pilot stations dependent upon vessel's last port of departure and 
Master's discretion. Pilotage available throughout 24 hours and 72 
sus’ advance notice preferred, thereafter advising any alterations. 
wst Inland Sea Pilots also act as Harbour Pilots up to berth or 
eehorage at destination. 

Note’ VHF communication available with Inland Sea pilot stations. 
so see “Shipmaster’s Report” before first port. 

‘. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
sition Lat. 34° 34.09’ N., Long. 135° 11’ E. Telegraphic address: 
Anjin Kobe”. 

2 Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
sungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
dress “Anjin Saganoseki’. In event bad weather, recommended 
sels proceed for shelter as near as possible having due regard to 
wety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
at 33° 56’ 24” N., Long. 131° 03’ 12” E. 
INCHORAGE: Anchorage not in use as the area is being dredged for 
te purpose of navigation fairway. 
#EALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
arantine Officers will attend vessel only from daylight to sunset and 
\aster to show all Vaccination Cards and Derat Exemption Certificate. 
‘case vessel arrives from cholera-infected area within 10 days, Master 
st advise crew and passengers’ health condition to respective 
arantine Office through ship’s Agent prior to arrival and close all soil 
does before entering port. 
§ADIO; Recommended Master communicates with Agent through 
choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
ecifically Westbound vessel, to contact Choshi and Northbound to 
sonlact Nagasaki Radio respectively. 


UGS: See “Moji”’. 
SERTHING: 
Permissible 
Name of Berth Length Depth draft Capacity 
; (m.) (m.) (m.) (g.r.t.) 
Wurasaki 
— Kawajiri Wharf 225 10.0 10.0 20,000 
| | Wunatsu 
_West Wharf 366 8.2 8.2 13,000 
| wmitomo Metal* 
West No. 1 Wharf 270 12.0 11.0 40,000 d.w.t. 
with part load 
*agari Wharf 
; No.3 OA 180 11.0 10.0 25,000 
No. 4 OA 180 11.0 10.0 25,000 
No. 5 OA 180 11.0 10.0 25,000 
Ferry 270 55 Dia 5,000 
No. 6 OA 200 11.0 10.0 20,000 
No. 7 OA 200 12.0 11.0 20,000 
‘anematsu 
I Pier OA 170 6.5 6.5 18,000 d.w.t. 


«cranes — capacity 1,000 t.p.h. each. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
‘days required in order for Agent to arrange stevedores. Vessel must 
‘stantly keep her Agent advised of ETA. If stevedores cannot 
“nmence loading/unloading at time notified by the Agent, the orderers 
“St pay for waiting time. If cargo gear not rigged on berthing, 
*vedores will do same for ship's crew. Overtime surcharges 
00-1900 hrs. 50% additional of basic stevedorage; 2100-0500 hrs. 
“morning 130% additional; Sundays/holidays 60% additional. 

2) Max. 6 gangs are available. 
“vedores, regular employees 
“"gshoremen 459. 

5) Lighters: Kokura Marine Transportation Co., lighters 25, tonnage 


s) 


116, temporary labourers 109. 


0 tons. 

°) Shore crane: 

Yo. Capacity Location Owners 

- 10 tons Sunatsu Wharf Sumitomo Metal 
6 tons Sunatsu Wharf Kokura Marine 

3 12 tons outreach Sumitomo Metal Sumitomo Metal 

18m. Whart 
3 35 tons Hiagari Wharves Shin Nihon 
Nos. 6 and 7 Steel Corp. 


9) Floating crane: Arrangeable from Moji. 
§) Average performance of loading/discharging: 


~~ Se 


JAPAN 


Discharging: Iron ore 40/50 t.p.h./gang/hatch (by ship's gear). 200 t.p.h./ 
gang/hatch (by shore crane). Coal 40/50 t.p.h./gang/hatch (by ship's 
gear). 100/150 t.p.h./gang/hatch (by shore cranes). Scrap steel, pressed 
20 t.p.h./gang/hatch (by ship’s gear). Ordinary 10 t.p.h./gang/hatch (by 
ship's gear). Bulky 5 t.p.h./gang/hatch (by ship's gear). Loading: Steel 
under 20 ft. long 25-30 t.p.h./gang/hatch, over 20 ft. long 15—20 t.p.h./ 
gang/hatch. 

(f) 2 shifts: 0800 to 1700 hrs. and 1700 to 0700 hrs. Normal working 
hours: 0800 to 1700 hrs. Refer to Moji for further information. 
RESTRICTIONS: Vessel enters port only within 1 hour before and after 
slack tide in daytime. No night departure. 

MAX. SIZE: See “Berthing”. 

TANKERS: Also see ‘“Berthing”. At Kanematsu-Goshi Oil Refinery 
16 in. line, rate 900 t.p.h. (Fuel/diesel oil). No slop facilities available. 
DENSITY: 1025. 

FRESH WATER: From hydrants at Sunatsu and Sumitomo Metal 
wharves, the rate of delivery per hour: 30 tons per hydrant. Also delivered 
by barge. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at max. 7 days’ prior notice. 
CONSULS: See “Moji’’. 

REPAIRS: See “Moji”. 

GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship’s Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Japan Air Lines, Fukuoka, and Cathay Pacific Air Lines, 
Fukuoka, about 1.5 hours by train and taxi from Kokura station to airport. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 


required unless 


SHIPMASTER’S REPORT: 1975. Vessel discharged iron ore at 
Sumitomo Metal Industries. 

Pilotage: Arriving from East. He Saki: Lat. 33°56’ 24”N., Long. 
131708" 125. 

Arriving from West. Mutsure: Lat. 33° 58’ 30” N., Long. 130° 53’ 00” E. 
Anchorage: 

He Saki: Lat. 33° 56.2’ N., Long. 131° 02.9’ E. Depth 11.4 m. 
Mutsure: Lat. 34° 00.0’ N., Long. 130° 52.5’ E. Depth 19.0 m. 

Departing from He Saki anchorage to arrive to port of destination in 
Kanmon Straits in Slack Water and only in daylight. 

Normally Pilot boarding 1 hour before tide change. Allowable drafts 
to transit Kanmon Straits, max. 30 ft. anytime. Max. 32 ft. 10 in. at HW. 
Radio Pratique: Obtained if in possession of valid Sanitary Certificate 
and all Certificates valid. Send cable to Agent with prefix RPM following 
the standard text. 

Docking: Always starboard side. 

Anchor: Port anchor ready for emergency. 

Fenders: Prismatic rubber. 

Gangway: Ship's accommodation ladder. 

Discharging Facilities: 3 cranes — capacity 180 t.p.h. each. 

Departure from Dock: Undocking only in daylight and about 1 hour 
before slack water. 3 tugs are necessary for turning the vessel in the 
narrow basin to head out. 

Under construction 2 unloaders, cantilever bridge type, with capacity 
of 1200 t.p.h. each. 


AUTHORITY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-ku, Kitakyushu City, 801 Japan. Te/: (093)-321-5941. 
FAX: (093) 321-5915. 


KOMATSUSHIMA: 34.00 N. 134.36 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

6 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 5 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Not compulsory. 3 authorised licensed Pilots available. 
ANCHORAGES: Situated at Western corner of Komatsushima Bay and 
port protected by three breakwaters, North, East and South covering 
396,700 sq. m. Depths of water at anchorages as follows: 

(a) Inside Breakwater 8 m. — 10 m., 

(b) Outside Breakwater 8 m. — 13 m., 

(c) Wharf 8.50 m. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englar 


RESTRICTIONS: Vessels must get permission and instructions where 

to anchor from Port Captain before arrival. Wharf and Inner Harbour: 

Entering and sailing usually only during day-time regardless tide and 

current. Outer Harbour: Entry and sailing anytime. 

MAX. SIZE: Anchorage inside breakwater: Length 175 m., breadth no 

limit, draft 8.50 m. 

Anchorage outside breakwater: Length 200., breadth no limit, draft 

10.0 m. 

Shinko Wharf: (Suitable 10,000 d.w.t.) Length 175 m. Draft 8.5 m. 
Kanaiso Wharf. (Suitable 10,000 d.w.t.) Length 170 m. Draft 8.5 m. 
Kanaiso Wharf. (Suitable 15,000 d.w.t.) Length 200 m. Draft 10 m. 

HEALTH: Pratique to be obtained at Shimotsu prior arrival 

Komatsushima. At first port of call in Japan, vessel must obtain Free 

Pratique. Quarantine Officers will attend vessel only from daylight to 

sunset and Master to show all Vaccination Cards, Derat Exemption 

Certificate. In case vessel arrives from cholera-infected area within 

10 days, Master must advise crew and passengers health condition to 

respective Quarantine Office through ship’s Agent prior to arrival and 

close all soil pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 

Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 

specifically Westbound vessel, to contact Choshi, and Northbound to 

contact Nagasaki Radio respectively. 

TUGS: Wharf and Inner Harbour: Join vessel at Sea Anchorage, always 

using tug's line without charge. Outer Harbour: No tug required in normal 

conditions. 1 x 3,000 h.p. and 1 x 2,400 h.p. 

BERTHING: No specific requirements. Pilot boarding time will be notified 

by ship's Agent generally by telegram. 


(a) Quays 
Name of Depth No. of 
Port Area Facility of Water Length Berths 
(m.) (m.) 
Public 
Shinko Wharf 9.0 150 1 
Kanaiso New Quay 11.0 200 1 
Kanaiso Quay 9.0 170 1 
Shinko West Quay 4.5 91 1 
Shinko South Quay 6.4 221 2 
Shinko North Quay 6.4 218 2 
Honko Ferry Jetty 6.5 260 1 
Okinosu Quay SHE 108 1 
Suehiro Quay 5.0 300 4 
Tsuda Quay 5:5 270 3 
Tsuda Quay 10.0 185 1 
Bandai Chuo Quay 5.0 207 3 
Private 
Sanyo Kokusaku Pulp Jetty 6.5 50 
Nankai Ferry Jetty 5.5 85 
Ocean Ferry Quay Tie 130 1 
Tokushima Hanshin Ferry 
Quay 6.4 112 1 
Tokushima Ferry Quay 4.0 88 1 
(b) Mooring Buoys, Dolphins: 
Harbour Name of Depth of No. of 
Area Facility Water Berths 
(rm.) 
Public 
Komatsushima Honko Buoy 9.0 1 
Private 
Tokuyama Cement Dolphin 6.4 1 
Sumitomo Cement Jetty 5.5 1 


Nokyo Shiryo Jetty r Pe, 1 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gears not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1630 — 2130 hrs. 60% additional of basic stevedorage; 2130 
— 0500 hrs. next morning special additional; Sundays/holidays 100% 
additional. 
MEDICAL: No advance notice required unless urgent. 
DENSITY: 1015. 
FRESH WATER: Alongside berth: Can be supplied by shore line with 
capacity of 25 t.p.h. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock at maximum 7 days’ prior notice. 
CONSULS: None. Nearest consulates in Osaka. 
REPAIRS: Only minor repairs up to 3,000 d.w.t. 
DRY DOCKS: No dry dock. Nearest at Hitachi Shipbuilding & 
Engineering Co. Ltd., Chikko Works, Osaka; Kawasaki Heavy Industries 
Ltd., Kobe and Mitsubishi Heavy-Industries Reorganised Ltd., Kobe 
Shipyard & Engine Works. 


GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Nearest airport Tokushima (10 miles North) where Japan Air 
System, have 10 flights to Osaka, and 5 to Tokyo. 
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specially required unless 


TIME: GMT plus 9 hours. No alterations made to clocks during yea 
POLICE/AMBULANCE/FIRE: Police Tel: 110; Ambulance 119: f,, 
119. 1 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: None. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid}, 
only 3 days, but 3 days’ extension possible if ship stays longer. 
AUTHORITY: Komatsujima Port and Harbour Office, 37, Shing 
Sole papa Komatsujima City, Tokushima Pref. Tel: (08853) ; 
22. 


AGENT: See “Niihama’”. 


KUDAMATSU: 34.00 N. 131.52 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Store List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camer 
wrist-watch, radio, firearms/swords, etc. (only at first port of call 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cam 

Manifest and Cargo Manifest in transit using specific forms. Therefor 
ship's Agent should be provided with necessary information about detais 
of cargoes in advance. 
PILOTAGE: Inland Sea Pilotage should preferably be arranged throug 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urger 
correction of ETA outside business hours should be cabled direct to pit 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotag 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from 1 of! 
Pilot stations dependent upon vessel's last port of departure and¢ 
Master's discretion. Pilotage available throughout 24 hours and 72 hous 
advance notice preferred, thereafter advising any alterations. Mos 
Inland Sea Pilots also act as Harbour Pilots up to berth or anchorag 
at destination. 

Note: VHF communication available with Inland Sea Pilot Stations 
Also see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Strait 
Position Lat. 34° 34.09'N., Long. 135° 11'E. Telegraphic addres 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transite 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegrapht 
address ‘“‘Anjin Saganoseki’. In event bad weather, recommend 
vessels proceed for shelter as near as possible having due regard! 
safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Positie 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGE: Kudamatsu loading anchorage Lat. 33° 59’ 40’\\ 
Long. 131° 51’ 20” E. 

RESTRICTIONS: No restriction for entry into and/or departure {ro 
anchorage during night and daytime. But berthing/unberthing effect 
during daytime only. 

MAX. SIZE: No restriction on length, breadth, and draft for any vesst 
entering port, but maximum safe draft for Nippon Oil Jetty 19 m., 178,00 
d.w.t, Hitachi Seisakusho 9.5 m. and Toyo Kohan Wharf 11 m. 
HEALTH: Radio Agent for Free Pratique not less than 12 hours and 
more than 36 hours before arrival, advising full details of vessel 4% 
health condition on board. When Free Pratique is granted by rae! 
vessel will be required to submit the following documents to Quarant® 
Officer on arrival at Quarantine Anchorage (Lat. 33° 56'N., Low 
131° 51’ 30” W.): 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: : 

A vessel that has been in contact with an infected area or a suspec® 
infected area within 15 days of arrival. 

If a vessel has on board any case, or suspected case, of infect 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemp® 
Certificate. 

RADIO: Recommended Master communicates with Agent throw 
Choshi Radio or Nagasaki Radio which cover all ports in Japa’ 
specifically Westbound vessel to contact Choshi and Northboun* 
contact Nagasaki Radio respectively. 

TUGS: Tugs normally join vessel proceeding to Nippon Oil Refine! 
Wharf at Lat. 33°58’ 20”N., Long 131° 53' 30" E. and proceeding ® 
Toyo Kohan Wharf at Lat. 33°59’ 40". N., Long. 131° 51’ 20°E 1 
line used and charges for line’s use is included in tug-boat operat 
charge. 8 tugs available, 2,000 h.p. — 4,000 h.p. 

BERTHING: No specific requirements. Pilot boarding time will be notte 
by ship's Agent mainly by radio. 


(See Play 


LOA Depth Capacity Cargo 
(m.) (m.) (g.r.t.) 
Hitachi Wharf 175 9.5 12,000 PlanvCam@ 
Toyo Kohan Wharf 200 11.0 20,000 Steel Plalé 
Kudamatsu Public Wharf 130 7.5 5,000 General Ca 
Kudamatsu Public Wharf 185 10.0 15,000 General 
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sfEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
~idays required in order for Agent to arrange stevedores. Vessel must 
eestantly keep her Agent advised of ETA. If stevedores cannot 
“mmence loading/unloading at time notified by the Agent, the orderers 
~st pay for waiting time. If cargo gear not rigged on berthing, 
eeyedores will do same for ship's crew at additional cost. Overtime 
geharges 1630-2130 hrs. 60% additional of basic stevedorage; 
30-0830 hrs. next morning 120% additional; Sundays/holidays 100% 
sdditional 
yEDICAL: No advance notice required unless urgent. 
TANKERS: Nippon Oil Refinery: 
Berth 


Max. d.w.t. Max. LOA Max. draft 
(m.) (m.) 
yopon Petroleum East 178,000 420 19.0 
yopon Petroleum West 50,000 400 (6 buoy) 12.0 
Discharge rate 
derth Products Shoreline (t.p.h.) Hoses 
Nippon Oil (East) Crude Oil 34”x1 5,000 Pipeline 
16"=1 Chicksan Joint 
Niopon Oil (West) Crude Oil 10"*1 600/800 
(on floating) 
12”*1 
(on shore) 
DENSITY: 1025. 


FRESH WATER: At anchorage, Kudamatsu section Il: water barges 
walable from Tokuyama. Rate of delivery 50t.p.h. At Nippon Oil 
Refinery and Toyo Kohan Wharf, hydrants are available. Rate of delivery 
20t.p.h. 

PEL: Major oil companies are represented and all grades of marine 
oican be delivered, usually by barge. 

CONSULS: None. 

REPAIRS: Small repairs possible. 

ORY DOCKS: Kasado Dockyard Co. Ltd. 


Dry dock Length Breadth Depth Docking capacity 
(m.) (m.) (m.) (d.w.t.) 

Building dock 255.0 50.0 11.0 90,000 

Repair dock No. 1 153.6 22.2 8.0 16,000 

Repait dock No. 3 227.0 37.0 11.0 70,000 

GANGWAY/DECK WATCHMEN: Not specially required unless 


passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 
eosing hatches. Cost per hour per gang depending on type of cargoes. 
‘any time lost by ship’s crew doing this work, stevedores charge ship 
‘y waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship’s 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometines required by stevedores when cargo gear’s maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Ube and Hiroshima airports: 20 minutes by Shinkansen and 
‘a 20 minutes, total 40 minutes to Ube Airport. 

iSinkansen 40 minutes, taxi 10 minutes, total 50 minutes to Hiroshima 
ifport. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
?OLICE/AMBULANCE/FIRE: Police: 110. Ambulance and Fire: 119. 
TELEPHONES: No arrangements exist for placing telephones on board. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
nly 3 days, but 3 days’ extension possible if ship stays longer. 
AUTHORITY: Shunan Port Administration Office, 111, Chikko-cho, 
okuyama City, Yamaguchi Pref. Tel: (0834) 21-1787. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Sankyu Unyo Kiko K.K., 
1979-14 Aza Yamzakiya, Oaza-Nishitoyoi, Kudamatsu-shi. Yamaguchi- 
fen. Tel. Kudamatsu (0833) 43-0390. Cable Address: Sankyuunyu 
‘udamatsu. Telex: 6754-67. 


KURE: 34.14 N. 132.32 E. 


XOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

5 Crew Lists including Passport Numbers. 

5 Passenger Lists. 

1 Stores List. 

! Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
staal radio, firearms/swords, etc., (only at first port of call in 

japan). 
\ nips Agent will prepare Inward/Outward Declaration, 1 Cargo 
unifest and Cargo Manifest in transit using specific forms. Therefore 
"p's Agent should be provided with necessary information about details 
> °atgoes in advance. 
“LOTAGE: Inland Sea pilotage should preferably be arranged through 
“sent by cable via Nagasaki/Choshi Radio giving 72 hours’ notice. 
ent correction of ETA outside business hours should be cabled direct 
met Station. Inland Sea Pilot Association covers all Inland Sea Ports. 
ne compulsory for vessels over 10,000 g.r.t. Pilots obtained from 
, ®of three pilot stations dependent upon vessel's last port of departure 
0 at Master's discretion. Pilotage available throughout 24 hours and 
, Ours’ advance notice preferred, thereafter advising any alterations. 
P ' Inland Sea Pilots also act as Harbour Pilots up to berth or 
"horage at destination. 
2 Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 

Stion 34° 34.09’ N., 135° 11’ E. Telegraphic Address: Anjin Kobe. 


(See Plan) 
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2. Sekisaki, 3 miles South of Sekisaki lighthouse (vessels transitting 
Bungo Channel). Position 33° 13’ N., 131° 54' E. Telegraphic address 
“Anjin Saganoseki". In event bad weather, recommended vessels 
proceed for shelter as near as possible having due regard to safety, to 
Sekisaki pilot station. 

3. Mutsure, at West Entrance of Kanmon (Shimonoseki) Strait, 
Position: 33° 59’ N., 130° 53’ E. Telegraphic address “Anjin Moji’’. 

Note: VHF communication with pilot stations available as follows: 


Name of Call/Answer Communication 
Station Channel Channel Working 
Kobe Port Radio Channel 16 Channel 12 24 hours 
(For Wadamsaki) 
Shimonoseki Port Radio Channel 16 Channel 14 24 hours 
(For Mutsure) 
Oita Port Radio Channel 16 =Channel 14 24 hours 
(For Sekisaki) 
Also see “Shipmaster’s Report” before first port. 
ANCHORAGES: 
Minimum Minimum Density of | Nature of 
Depth bottom water bottom 
width 
Entrance Channel 20 m. No limit Summer Av. Sand, mud 
1020 and rock 
Harbour Channel(s) 20 m. No limit Winter Av. Mud and 
1025 sand 


Depths refer to M.W.L. Difference between datum quoted and chart 
datum: about 2 m. (to be added) Rise of tide: springs 3.4 m. neaps 2.6 m. 
Also see “Berthing”’. 
HEALTH: Radio Pratique available. Vessels usually anchor at the 
quarantine anchorage where the authorities board and grant Free 
Pratique. Quarantine anchorage (approx. 34° 13' 45” N., 
132° 31’ 00" E.) 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound/ 
Eastbound to contact Nagasaki Radio respectively. 
TUGS: Tugs normally join vessel at quarantine anchorage area. Tug’s 
lines free of charge. 
BERTHING: Harbour/Berthing Pilot available from Quarantine 
anchorage. Pilots do not agree to berth or unberth outside period from 
sunrise to sunset, according to their regulations. For berthing, at least 
2 hours’ advance arrival necessary to reach berth before sunset. 
Harbour Anchorage: Following 2 anchorages with good ground (mud 
& sand) suitable vessels up to 80,000 d.w.t. LOA 300 m. 


Name of Anchorage: Position: Depth: 
Anchorage “C” 34° 13’ 51” N., 132° 31’ 29” E. 20 m. 
Anchorage "D” 34° 13’ 29"'N., 132° 31’ 45” E. 20 m. 
Permissible 
Name of Berth Length Depth Draft Capacity 
if : (m.) (m.) (m.) (d.w.t.) 

Showa Municipal Pier 170 9.0 7.0 10,000 
Nisshin Steel Works 

Pier No. 3 270 18.0 18.0 (with Tide) 150,000 
Kawaraishi Minami 

Municipal Pier 370 10.0 9.5 15,000 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep Agent advised of ETA. If stevedores cannot commence 
loading/unloading at time notifed by the Agent, the orderers must pay 
for waiting time. If cargo gear not rigged on berthing, stevedores will do 
same for ship's crew at additional cost. Overtime surcharges 
1630-2130 hrs. approx. 60% additional of basic stevedorage; 
2130-0430 hrs. next morning 130% additional; Sundays/holidays 
approx. 100% additional. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: No facilities. 

FRESH WATER: Available by barge: 

FUEL: Most grades of domestic oil are available, bonded bunkers will 
be brought by barges from !wakuni, Tokuyama, Moji or Kobe with 
72 hours’ advance notice. 

CONSULS: No consul available at Kure, but Marine Note of Protest can 
be attested by the local notary public. 

REPAIRS: All types of deck and engine repairs are possible. 

DRY DOCKS: Following dry docks are available at |.H.l. Kure Shipyard 


No. Length Width Depth Capacity 
2 343 m. 65 m. 11.0 m. up to 400,000 tons 
3 510m. 80 m. 13.5 m. up to 800,000 tons 


4 334 m. 47 m. 17.0 m. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Hatches usually opened by crew 
before berthing, however, hatches can be opened by stevedores if 
arrangements made. 

CERTIFICATES: Ship's Register to show Customs Inspector for 
confirmation of ship's registered gross and nett tonnages. Valid Cargo 
Gear Certificates sometimes required by stevedores when cargo gear’s 
maintenance appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 

AIRPORT: Hiroshima airport, distance from Kure approximately 35 km. 
— 40 km. and about 90 — 120 minutes by car. Only domestic regular 
airlines available. 6 flights to Tokyo and 2 flights to Kagoshima daily. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police (for emergency) 110; Ambulance 
119. 

TELEPHONES: No arrangements available for placing telephones 
aboard except in special cases. 

SERVICES: All navigational apparatus can be serviced as required with 
minimum 24 hours’ advance notice. Cargo hold/Tank cleaning services 
can be arranged from Kobe area. 


up to 160,000 tons 
specially required unless 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler, 


SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
72 hours only, but 72 hours’ extension possible if ship stays longer. 
GENERAL: kure is a local port which makes it difficult to arrange all 
requirements. At least 72 hours’ notice helpful. 

AUTHORITY: Port and Harbour Dept. — Kure City, 1-6 Chuo 4-chome, 
Kure City, Hiroshima Pref. Te/: (0823) 25-3336. 


AGENT: Sub-agents of Dodwell & Co. Tokyo. Naigai Unyu Co. Ltd., 1- 
7, 1-chome, Naka-dori, Kure-shi, Hiroshima-Pref. Tel. Kure (0823) 21- 
5181/7. Cable Address: Naigai Kure or Kurekanyu Naigaiunyu. Telex: 
6623-40. 


KUSHIRO: 42.58 N. 144.21 E. 


DOCUMENTS: Ship's Register. Last Port Clearance. 4 Crew Lists 
including Passport Numbers. 4 Passenger Lists. 1 Stores List. 1 
Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, wrist- 
watch, radio, firearms/swords, etc. (only at first port of call in Japan). 
Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
PILOTAGE: No telegraphic address. Previous advance notice, minimum 
8 hours’ advance notice ETA and any alterations. Contact pilot boat 
through Harbour Office/tug boats with wireless telephones. Pilot boat 
has no radio telephone. Pilot boat waits at Quarantine Anchorage 
(1,000 m. off and 280° from North Breakwater white light), and entrance 
of breakwater during winter period (December—March). 
ANCHORAGE: Bottom sand and mud. Minimum depth 9 m. in passage 
and 7.5 m. in anchorage. Depth over 29.5 ft. 162,075 sq.m., Section 2; 
Depth over 24.5 ft. 690,000 sq.m., Section 2 and 3; Depth under 24.5 ft. 
393,600 sq.m., Section 3. Tidal range, average high-tide plus 1.533 m., 
average low-tide plus 0.154 m., average tidal difference plus 0.953 m. 
RESTRICTIONS: Vessel allowed to enter and sail day and night. Pilot 
assistance officially not compulsory but in practice necessary, and Pilot 
pence available sunrise to sunset for entry and up to 2100 hrs. for 
sailing. 
MAX. SIZE: See “Berthing”. 
HEALTH: Radio Pratique available. Formalities will be carried out at the 
anchorage. Quarantine Station 1,200 m. — 293° off Kushiro Breakwater 
Red Lighthouse. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
Msp gaan join vessel at entrance of breakwater and ship's lines to 
e used. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. All berths limited by depth in entrance 
channel. 


Berth Length Depth Capacity 
(m.) (m.) d.w.t. 

Central Pier No. 1 & 2 340 9.0 10,000 x2 
No. 3 180 10.0 15,000 x 1 

No. 4 130 7.5 5,000 x 1 

No. 5 130 tne 5,000 x 1 

No. 6 130 re 5,000 x1 

North Pier No. 1 & 2 383 8.0 10,0002 
North Pier No. 3 148 8.0 5,000 1 
New South Pier 130 Tat) 5,000 1 
South Pier 91 5.4 2,000 1 
South Pier 218 7.5 5,000 x1 
Tanker Berth No. 1 130 7.5 6,000 x1 
West Pier No. 1 — 1 90 5.5 6,000 x1 
West Pier No. 1-2 8&3 330 9.0 10,000 x2 
West Pier No. 1 — 4 240 12.0 40,000 x1 
West Pier No. 1-5 185 10.0 15,000 x 1 
West Pier No. 1-6 165 9.0 10,000 x 1 
West Pier No. 1 — 7 165 9.0 10,000 x1 

(use with car ferry) 
West Dolphin 260 7.6 6,000x4 
(tanker only) 

West Pier No. 2-8 90 Sh 2,000 1 
West Pier No. 2-9 180 75 5,000 1 
West Pier No. 2 — 10 185 10.0 15,000 x 1 
West Pier No. 2-11 & 12 480 i2s 40,000 x2 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep Agent advised of ETA. If stevedores cannot commence 
loading/unloading at time notified by the Agent, the orderers must pay 
for waiting time. If cargo gears not rigged on berthing, stevedores will 
do same for ship's crew at additional cost. Overtime surcharges 1630 — 
2130 hrs. 60% additional of basic stevedorage; Sundays/holidays 100% 
additional; Saturdays 10% additional. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: West Dolphin: 4 berths for 6,000 d.w.t. Hose diameter 10 in., 
12 in. and 6 in. 

South New Pier — 1 berth for 6,000 d.w.t. Hose diameter 10 in. x1. 
DENSITY: Average 1025 inner breakwater HW and average 1022 LW. 
FRESH WATER: Direct supply from the wharves or by barge. 

FUEL: Domestic oil is available; bonded oil will be brought from 
Hakodate or Muroran with sufficient advance notice. 

CONSULS: None. U.S. Consul located in Sapporo city. 

REPAIRS: Ordinary deck, engine and electrical repairs arrangable by 
the local factory. 

DRY DOCKS: None; nearest located in Hakodate and Muroran ports. 
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OPENING/CLOSING HATCHES: Stevedores carry out opening am 
closing hatches. Cost per hour per gang depending on type of Cargos: 
If any time lost by ship's crew doing this work, stevedores charge 
for waiting. Recommend request stevedores for this work unless ce, 
can complete it before berthing. 

CERTIFICATES: Ship’s Register to show Customs Inspector 
registered gross and nett tonnages. Valid Cargo Gear Certificais 
sometimes required by stevedores when cargo gear’s maintenay, 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashy 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Kushiro airport about 40 minutes taxi or direct connecty 
bus from port area. Flight service daily, 6 flights for Tokyo and 4 fiighy 
for Sapporo. 

TIME: GMT plus 9 hours. No alterations made to clocks during yea 
HOLIDAYS: 1st May. 

POLICE/AMBULANCE/FIRE: Police HQ 23-7111 or emergency {1 
Hospitals Kushiro Grand Hospital 41-6121, Kushiro Red-Cross Hospi: 
22-7171; Fire HQ 22-2156 or emergency 119. 

TELEPHONES: No systems for arranging on board. 

SERVICES: Arrangable from Muroran. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid 
7 days or 15 days, but 5 days’ extension possible if ship stays longe 
DEVELOPMENTS: Total of 9 berths including one for up to 40,000: 
Industrial raw materials carriers will be built and port breakwater will 
lengthened by 3,940 m. 

AUTHORITY: Port & Harbour Dept. — Kushiro City, 5, Kurogane-cho? 
chome, Kushiro City, Hokkaido. Tel: (0154) 23-5151. 


AGENT: Sub-agents Dodwell & Co. Ltd., Tokyo, Narasaki Sangyo ( 
Ltd., c/o Mitsuwa Transport Co. Ltd., Attn. Shipping Agency Dep 
Shinfuji-cho, Kushiro-shi, Hokkaido. Tel: (0154) 31-3030. Cable addres: 
Funemitsuwa Kushiro. Telex: 0962971 F MTW J. Attn: Agency Dept 


MAIZURU: 35.27 N. 135.19 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camer 
wrist-watch, radio, firearms/swords, etc. (only at first port of call’ 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Car 
Manifest and Cargo Manifest in transit using specific forms. Therefor 
ship's Agents should be provided with necessary information abo 
details of cargoes in advance. 

PILOTAGE: Not compulsory. Pilots are available at the anchorage nes 
Kanegasaki for vessels requiring Pilot services. 

Pilot station: Lat. 35° 32’ 00” N., Long. 135° 18’ 30” E. 
ANCHORAGE: Section 2, Depth 9 m., Section 3, 17 m. 
RESTRICTIONS: Channel depth 12.0 m. 

MAX. SIZE: See “Berthing”. 
HEALTH: Radio Pratique available. Vessels usually anchor at the oul 
harbour where the authorities board and grant Free Pratique. 

No. 1 Quarantine Anchorage (Outer) Lat. 35°30’ 15”N., Low 
135° 20' 42” E. 

No. 2 Quarantine Anchorage (Inner) Lat. 35° 29’ 15" N., Low 
135° 20' 32” E. 

BERTHING: No specific requirements. Pilot boarding time will be notif 
by ship’s Agent mainly by radio. 


Permissible 
Berth Length Depth draft Capacity 
(m.) (m.) (m.) (g.r-t) 
No. 1 Pier 86 4.0 4.0 a 
No. 2 Pier No. 1 Wharf 110 La 6.5 3,000 
No. 2 Wharf 120 7.3 6.5 5,000 
No. 3 Wharf 185 9.0 8.1 8,000 
No. 4 Wharf 105 7.3 6.5 _ 
No. 3 Pier No. 1 Wharf 185 10.0 9.0 re 
No. 2 Wharf 150 10.0 9.0 = 
No.3 Wharf 185 10.0 9.0 = 
No. 4 Pier 185 10.0 9.2 15,00 
Buoy Location Depth Capacity 
(m.) (g.rt) 
Kita Buoy No. 1 Lat. 35° 27' 22” N., 14 15,000 
Long. 135° 19’ 13” E. 
Ohgimi Buoy No. 1 Lat. 35° 30' 28” N., 14 15,000 
Long. 135° 23’ 34” E. 
Katsura Buoy No.1 Lat. 35° 28’ 38"N., 6 5,000 
Long. 135° 20' 27” E. 
Taira Buoy No. 1 Lat. 35° 30’ 34” N., 6 5,000 
Long. 135° 23' 34” E. 
Taira Buoy No. 2 Lat. 35° 30’ 01" N., 8 12,00 
Long. 135° 23' 27” E. 
Taira Buoy No. 3 Lat. 35° 30’ 17" N., 14 15,000 


Long. 135° 23’ 31” E. 

Remarks: No. 1 Pier is exclusively used by fishing boats. No. 2 Pe 
No. 4 Wharf is exclusively used by domestic ferry boats. No. 2 
No. 3 Wharf is only accessible for 130 m. when ferry boat is a! 
at No. 4 Wharf. Taira Buoys (No. 1 — No. 3) are for discharging of OF 
lumber only. 
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_ gANGWAY/DECK WATCHMEN: Not 
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0: Recommended Master communicates with Agent through 
sshi Radio or Nagasaki Radio which cover all ports in Japan. 
‘gecifically Westbound vessel, to contact Choshi, and Northbound 
contact Nagasaki Radio respectively. 
1GS: Both ship's and tug's lines used. 3 tugs available, 1 x 1,600 h.p. 

2x 100 h.p. 

SEVEDORES: At least 24 hours’ prior notice excluding Sundays and 

‘eidays required in order for Agent to arrange stevedores. Vessel must 

~pstantly keep Agent advised of ETA. If stevedores cannot commence 

sading/unloading at time notified by the Agent, the orderers must pay 

er waiting time. If cargo gear not rigged on berthing, stevedores will do 

ame for ship's crew at additional cost. Overtime surcharges 1700 — 

1900 hrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. next 

soning 130% additional; Sundays/holidays 60% additional. 

WEDICAL: No advance notice required unless urgent. 

DENSITY: 1025. 

sRESH WATER: Available from wharf and by barge. 

FUEL: Domestic oil is available; bonded oil will be brought from Moji, 

wit sufficient advance notice. 

CONSULS: None. 

REPAIRS: Possible. 

pRY DOCKS: 246 m. x33.5 m.x 12.5 m. Two others. 

specially required unless 

sassengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 

sosing hatches. Cost per hour per gang depending on type of cargoes. 

‘any time lost by ship’s crew doing this work, stevedores charge ship 

r waiting. Recommend request stevedores for this work unless crew 

can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 

istered gross and nett tonnages. Valid Cargo Gear Certificates 

gmetines required by stevedores when cargo gear maintenance 
ars to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 

put no spirits. 

REPATRIATION: Possible. 

AIRPORT: None. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 

POLICE/AMBULANCE/FIRE: Police 07736-5-0810; Ambulance 07736- 

$2174; Fire 07736-5-2174. 

TELEPHONES: Not possible to place telephones on board. 

SERVICES: None. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 

oly 3 days, but 3 days’ extension possible if ship stays longer. 

AUTHORITY: Maizuru Port Administration Office, 19-5, Koaza 

Snmazaki, Aza Matsukage, Maizuru City, Kyoto Pref. Tel: (0773) 75- 

1174 

AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. lino Kaiun Kaisha 

ud, Maizuru Office, 18-5, Koaza Shimasaki, Oaza Matsukage, Maizuru- 

shi, Kyoto-fu. Cable Address: lino Maizuru. Domestic Telex: 05734-426 

no J. Tel.: Maizuru (0773) 75-21112/7. 


MATSUSHIMA: 32.56 N. 129.36 E. (See Plan) 


SHIPMASTER’S REPORT: May 1988. 


PILOTAGE: Nagasaki pilot boarding ground is at position 32° 43.3’ N., 
129° 46.7’ E. which is about one mile E.N.E. of Ma Hana lighthouse on 
Shima Island. The pilot station and pilot boat at Nagasaki do not have 
/HF so all communications must be made well in advance through the 
esel's Nagasaki agent via telex or by cable via Sasebo Radio. 

On arrival at Matsushima, the Pilot boards from a tug in position 
2° 58.5' N., 129° 35.2’ E. 
ANCHORAGE: The recommended anchorage at Matsushima, but not 
authorised, is in position 32° 58.7’ N., 129° 35.6’ E. 
RESTRICTIONS: Berthing and unberthing during daylight hours only. 
HEALTH: If the vessel is in possession of the Japanese Sanitary 
“ettiicate, Radio Free Pratique can be obtained by sending a message 
the Quarantine Office in Nagasaki via the vessel's Agent, after which 
"e vessel can proceed directly to Matsushima. If vessel is not in 
*essession of Japanese Sanitary Certificate it has to call at Nagasaki 
aren quarantine service, Customs and Immigration formalities, 


_l'vessel is to proceed to Nagasaki for quarantine the Pilot will anchor 
"vessel at the outer roads (Anchorage A, Harbour Section No. 6) in 
*sition 32° 42’ N., 129° 48’ E. The mooring buoy with a red light on 
34. Chart No. 2815 in position 32° 41.8’ N., 129° 47.45’ E. is no longer 
‘existence. 

Quarantine formalities are possible between 0830 hrs. and 1600 hrs., 
"erefore the vessel has to arrive at Nagasaki Roads before 1600 hrs., 
sherwise vessel will have to stay overnight in the roads. As soon as 
= are completed the vessel may sail for Matsushima without a 


'HF: Channels 16, 3 and 6. 

: In general, vessels over 60,000 d.w.t. use 3 tugs and vessels 
ier 60,000 d.w.t. use 2 tugs. On departure 2 tugs are used for 
nberthing. Tugs tow lines are used. The port tugs have a blue hull with 
We superstructure and orange mast. 

ERTHING: Berth P1: Length 255 m., depth alongside 14.0 m. 

Serhs P2, P3 and P4: Each have a length of 114m. and a depth 
*ongside 8.0 m. 
~"atsushima is a small island with an electric plant of the Electric Power 
“velopment Co. Ltd. It is a well organised plant with its own port. The 
crete berth is well fendered and there are ample mooring bollards 
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and additional storm bollards. Off the Northern end of the wharf there 
is a dolphin joined to the shore by a 65 m. long catwalk. The Northern 
end of the berth will accept vessels over 60,000 d.w.t. The Southern 
end is for vessels of 5,000 d.w.t., 2,000 d.w.t. and 2,000 d.w.t. 
respectively. 

It is the custom of the port to berth port side alongside, but if requested 
by the Master, vessel may berth starboard side alongside. 

The berthing pilot, who is a Power Company employee, hands over 
a berthing plan when he arrives, which contains information about 
mooring lines, depth alongside and strength and number of bollards. All 
the bollards are painted and are numbered. The plant and the berth are 
always kept clean. 

There is an approach velocity meter on the quay and tugs are fitted 
with receivers. 

Moorings consisted of 5 head/stern lines and 1 spring line at each 
end. On approaching the berth, 2 headlines can be sent away at one 
time by the line boat. 

On average 5 vessels a month call at Matsushima. 

CARGO HANDLING FACILITIES: At Matsushima there is one unloader 
with 4 IHI cranes of 23 tonnes capacity each. The discharging rate with 
grabs is 700 t.p.h. maximum for each crane, or 2,800 t.p.h. in total. The 
average discharging rate is 1,600 t.p.h. 

Normal working hours are from 0630 hrs. to 2130 hrs., 7 days a week, 
including holidays. 

The only day not worked is January 1st (New Years Day). 
MEDICAL: There is a hospital at Oseto Cho. 

FRESH WATER: Available, rate 15 t.p.h. 

FUEL: Bonded oil (fuel and diesel) will be brought from Seto Island 
ports. 

GANGWAY/DECK WATCHMEN: It is compulsory to have one 
watchman on board to attend to the telephone which is placed on board 
on arrival. The watchman remains on board until vessel’s departure. 
REPATRIATION: Possible via Nagasaki or Sasebo. 

SHORE LEAVE: Shore passes are issued for Matsushima and Oseto 
town only. Oseto town is opposite Matsushima Island. There is a ferry 
boat service between 0700 hrs. and 2210 hrs. 

GENERAL: Provisions: It is possible to obtain stores at the port. 

Tidal Range: Maximum +3.50 m. Minimum —0.50 m. 

Hotels: There is no hotel accommodation at Matsushima or Oseto. 
Tax Free Shop: Should crew wish to buy electrical goods, the Master 
should contact Kaijima Company in Sasebo City via the Agent. It is 
suggested that a cable/telex is sent well in advance in order that a 
salesman may be sent aboard on arrival. 


MATSUYAMA: 33.52 N. 132.42 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from 1 of 3 
pilot stations dependent upon vessel's last port of departure and at 
Master's discretion. Pilotage available throughout 24 hours and 72 hours’ 
advance notice preferred, thereafter advising any alterations. Most 
Inland Sea Pilots also act as Harbour Pilots up to berth or anchorage 
at destination. 

Note: VHF communication available with Inland Sea Pilot stations. Also 
see “Shipmaster's Reports’ before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat: 34° 34.09'N., Long: 135° 11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki lighthouse (vessels transitting 
Bungo Channel). Position Lat: 33° 13’ N., Long: 131° 54’ E. Telegraphic 
address “Anjin Saganoseki”. In event bad weather, recommended 
vessels proceed for shelter as near as possible, having due regard to 
safety, to Sekisaki pilot station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position Lat: 
33° 56° 24’ N., Long: 131° 03’ 12” E. 

ANCHORAGE: The port faces lyo-Nada and located near Bungo Straits. 
Entrance open to lyo-Nada towards West, but port protected by West 
breakwater and small island off Northern part of approaches where 
holding ground good. During Winter months strong N.W. wind prevails 
causing heavy swell at anchorage. Depth of water 17 m. — 25 m. 
RESTRICTIONS: Oil tanker berth: Vessel drawing less than 12 m. can 
moor and unmoor at half-flood during daytime but vessels drawing 12 m. 
or more advised to await high water. 

Dry cargo is logs only and cargo working carried out at anchorage of 
Umaiso and Yura Bay. 

Yura Bay: Vessels no longer than 110 m. can berth. Daytime entry only 
regardless of tide and current. 


(See Plan) 
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MAX. SIZE: Maruzen Oil Co. Ltd., Matsuyama Refinery, Genyu 
Sambashi: Max. 50,000 d.w.t. Max. LOA, 240 m. Max. safe draft 12 m. 

Umaiso Bay: Length of vessel 160 m.; breadth no limit; draft 15 m. 
Yura Bay: Length 110 m.; breadth no limit; draft 10 m. 

Also see “Berthing”. 
HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers’ health condition to respective 
Quarantine Office through ship's Agent prior to arrival and close all soil 
pipes before entering port. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
TUGS: For tankers: Join vessel at Quarantine anchorage, using tug’s 
lines without charge. For dry cargo vessel, no tug required for berthing 
and unberthing in normal conditions. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 

General cargo to be loaded/discharged at the following wharves in 
Matsuyama. 


Max. size 
Berth section Length Depth d.w.t. 
Wharf No. 1 
Sect. 1 380m. 9.5m. 15,000 
Sect. 2 230m. 5.5m. 5,000 


Imazu Port Wharf: New Wharf for log discharging only in position Lat: 
33° 48’ 46.79" N., Long: 132° 41’ 49.06” E. Length 320 m. Depth 9.5 m. 
Restrictions: Due to tidal condition (strong current) Pilot requires 2 
tugs for mooring and unmooring, even if vessel is less than 5,000 g.r.t. 
STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gears not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700-1900 hrs. 50% additional of basic stevedorage; 
2100-0500 hrs. next morning 130% additional; Sundays/holidays 60% 
additional. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: No advance notice of diameter of load/discharge lines 
required. See ‘Max. Size”. 
Manifold: 1 x 12 in. (Fuel Oil) 600 t.p.h.; 1x 12 in. (Crude Oil); 2,000 t.p.h. 
1x12 in. (Diesel Oil) 800 t.p.h. 
DENSITY: Anchorage 1015. Berth 1015. 
FRESH WATER: Maruzen Oil Co. Ltd., Matsuyama Refinery, Genyu 
Sambashi: Can be supplied by shore line with capacity 25 t.p.h. 
Anchorage: Can be supplied by 60 ton barge with capacity 60 t.p.h. 
Strong winds prevail during Winter months, when no water can be 
supplied. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days’ prior notice. 
Also see “Moji, Fuel’. 
CONSULS: Consulates in Kobe. 
REPAIRS: Only minor repairs. 
DRY DOCKS: None. Nearest at Kawasaki Heavy Industries Ltd., 
Sakaide; Hitachi Shipbuilding & Engineering Co. Ltd., Innoshima and 
Mukaishima, dimensions of those docks as follows: 
Kawasaki Heavy Industries Ltd., Sakaide. Dock No. 2 for 500,000 d.w.t. 
vessel 450 m. x72 m.x 12.3 m. Only used presently for shipbuilding and 
after services. 
Hitachi Shipbuilding & Engineering Co. Ltd., Innoshima Dockyard. Dock 
No. 1 for 20,000 d.w.t. vessel 175 m. x25 m. x 25.62 m.x9.10 m. Dock 
No. 3 for 130,000 d.w.t. vessel 282.50 m.x 47 m.* 11.33 m. 
Hitachi Shipbuilding & Engineering Co. Ltd., Mukaishima Dockyard. 
Dock No. 1 for 3,000 d.w.t. vessel 86.18 m.x 13.60 m. 6.80 m. Dock 
No. 2 for 8,500 d.w.t. vessel 125 m.x18m.x7.40 m. Dock No. 3 for 
25,000 d.w.t. vessel 175 m.x29 m.x9 m. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless ship’s crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 
REPATRIATION: Possible. 
AIRPORT: Domestic airport situated South of harbour. All Nippon 
Airways flights to Osaka and Tokyo. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Only at Kobe. 
SHORE LEAVE: Immigration issue shore passes valid for 7 days if 
vessel only calling at one port in Japan or 15 days if vessel calling at 
more than 2 ports in Japan, further extension possible. 
AUTHORITY: Matsuyama Marine Safety Agency, Kaikan-Dori, 
Matsuyama, Japan. Tel: (0899) 51-1197. Contact: Port Captain. 


AGENT: See “Niihama’”’. 
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MIIKE: 33.00 N. 130.23 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

5 Crew Lists including Passport Numbers. 

2 Passenger Lists. 

3 Ports of Call Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camer: 
wrist-watch, radio, firearms/swords, etc. (only at first port of cal - 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cay 
Manifest and Cargo Manifest in transit using specific forms. Therelgy 
ship's Agent should be provided with necessary information about deta 
of cargoes in advance. 

PILOTAGE: Compulsory; Pilots board at the point Lat. 32° 59’ N., Long 
T30° eo" E: 

Shimabara Bay Pilot (Kuchinotsu Pilot) not compulsory. Pilots boa 
1 mile South of Kuchinotsu Lighthouse, Lat. 32° 35’ N., Long. 130° 12'5 
(Advise ETA Kuchinotsu 48 hours prior to arrival.) 

Vessel should proceed to Miike Anchorage by itself in case of Pip 
not being arranged. 

ANCHORAGES: Lat. 32° 59’ N., Long. 130° 23’ E. Harbour limit with: 
circle of 2,700 m. radius centring on lighthouse at West end of Norther 
Breakwater. Roadstead affords safe anchorage, mud and sand. 
RESTRICTIONS: Vessel shall dock or depart on HW. Ebb stream begin 
about 30 mins. before HW and runs to South for 6 hours. Max. currer 
3 knots at entrance of channel. Flood stream begins at about LW tig 
and runs to North for 6 hours max. 3 knots at lighthouse. Channe 
1,800 m. long, 137 m. broad from jetty to jetty, 45.7 m. width at bottor 
7.3m. depth at LWOST. 
MAX. SIZE: No limitation for breadth and length, but max. drafts are a 
follows: 29 ft. 6 in. up to 20,000 d.w.t.; 26 ft. 4 in. up to 25,000 dw! 
24 ft. 6 in. up to 30,000 d.w.t. 
HEALTH: Formalities will be carried out 2 miles off the lighthouse (La 
33° 0’ 8" N., Long. 130° 23’ 50” E.). Radio Pratique available. 
RADIO: Recommended ‘Master communicates with Agent throug 
Choshi Radio or Nagasaki Radio which cover all ports in Japan! 
specifically Westbound vessel, to contact Choshi, and Northbound & 
contact Nagasaki Radio respectively. 
TUGS: 3 tugs available. 2x 1,100 h.p.; 1800 h.p. 
BERTHING: No specific requirements. Pilot boarding time will be notifie 
by ship's Agent mainly by radio. 

Shore cranes 


Berth Length Depth Draft Capacity & pipe-lines 
(m.) = (m.) — (m.) 
North Quay 520 10.7 8.5 30,000 2x10 tons 
(No. 6, 7, 8) 1 unloader* 
Dock Pier 114 8.5 8.2 1x 8,000 
Dock Quay 421 8.5 8.2 2x 8,000 2 coal loaders 
Quay No. 5 91 10.7 10.0 1% 8,000 1 coal loader 


New Quay No.5 68 10.7 10.0 1x 6,000 1 coal loader 
*One shore unloader at North Quay No. 8. Mainly used for vessels ove 
5,000 d.w.t. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays att 
holidays required in order for Agent to arrange stevedores. Vessel mus 
constantly keep her Agent advised of ETA. If stevedores cannw 
commence loading/unloading at time notified by the Agent, the orderes 
must pay for waiting time. If cargo gear not rigged on berthing 
stevedores will do same for ship's crew at additional cost. Overtin 
surcharges 1700 — 1900hrs. 50% additional of basic stevedorag 
2100 — 0500 hrs. next morning 130% additional; Sundays/holiday 
100% additional. 

MEDICAL: No advance notice required unless urgent. 

DENSITY: 1025. 

FRESH WATER: Available at wharf only. Delivery 20 t.p.h. — 251p" 
FUEL: Domestic oil is available; Bonded oil will be brought from Mo)? 
Tokuyama, when required. 

CONSULS: Consuls at Osaka or Tokyo. 
REPAIRS: Minor repairs only. 

DRY DOCKS: See "Moji”. 

GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening & 
closing hatches (according to charter party). Cost per hour per 92% 
depending on type of cargoes. If any time lost by ship's crew doing™ 
work, stevedores charge ship for waiting. Recommend req 
stevedores for this work unless crew can complete it before berthig 
CERTIFICATES: Ship's Register to show Customs Inspector s"® 
registered gross and nett tonnages. Valid Cargo Gear Certifica® 
sometimes required by stevedores when cargo gears’ maintené® 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take as 
but no spirits. 

SURVEYORS: (1) No cargo inspectors available. (2) Lloyd's Regs* 
American Bureau and Bureau Veritas in Miike. 

REPATRIATION: Possible. 

AIRPORT: See “Moji”. 

TIME: GMT plus 9 hours. No alterations made to clocks during ye 
HOLIDAYS: 15th August, 1st January. 
POLICE/AMBULANCE/FIRE: Tel: 110 and 119. 

STORING: See “Prelims”. 

. By truck. 

. Barge storing only when loading steel products. 

. Trucks can proceed alongside at berth. 

. Fork lift trucks available. 

. If any regulations in force agent will arrange documents. 

. Only a few riggers available. Extra riggers come from Moji oF Ke 
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LEPHONES: Available at Agent's office. 


HORE LEAVE: Local Immigration Offices issue crew permit valid for 


wy 7 days, but 7 days’ extension possible if ship stays longer. 
WTHORITY: Mitsui Mining Co., Ltd., Miike Port Office, 1 Shinkomachi, 
seuta, Fukuoka 836, Japan. Tel: (0944) 57-3131. Cables: MPO Omuta. 
Hy 0944-53-5914. Contact: General Manager. 

wartime Safety Agency, No.7 District Agency, Miike Office. Contact: 
w Ohya Kunishige, Port Captain. 


WNAMATA: 32.11 N. 130.21 E. (See Plan) 


PORT LIMITS: The sea surrounded by the circular arc with a radius of 
» (700m. centred upon Myojin-zaki (Lat. 32°11'59”"N., Long. 
» 1 22’ 30" E.), and the line from the point of Myojin-zaki to Tsutsuwa- 
mk (Lat. 32° 10’ 50” N., Long. 130° 22’ 27” E.) and the coast. 
s DOCUMENTS: 
M 3 Crew Lists. 
e 3 Passenger Lists. 
| { Manifest. 
) 1 Customs. 
1 Stores List. 
s | {Health Document. 
{ Bill of Lading. 
PLOTAGE: Pilot station Lat. 32° 11’ N., Long. 130° 04’ E. (1 mile South 
|  #Toshima-Lighthouse of Ushibuka) (acting also as an Agent for foreign 
essels). Senko Co. Ltd., Minamata Branch, located at 2-34 Umedo- 
) | Cho t-chome, Minamata-shi, Kumamoto-ken. Tel: O9666-3-4117. Telex: 
lt | 164941 Senko J. 
0 ANCHORAGE: Within port limits. 
RESTRICTIONS: A Pilot is not available after dark for an outgoing vessel 
wi around-the-clock for incoming vessels. Availability of Pilot is 
d  ‘ependent on the tidal conditions. 
WAX. SIZE: Max. d.w.t. 40,000 tons at anchorage — Length 190 m., 
» pth 10.5 m. Max. d.w.t. 10,000 tons at Hyakken Wharf — Length 
'N%m., depth 6.5 m. The tidal difference between high and low water 
spring tides) is 4.1 m. 
HEALTH: All the necessary procedures must be undertaken at the 


\inamata-Yatsushiro Branch Office of the Nagasaki Quarantine Station. 


Radio Pratique available. Quarantine inspection will be carried out in 
5 sition Lat. 32° 12’ 30” N., Long. 130° 20’ 40” E. This position is about 
minutes by boat from the port. 
Quarantine Office Tel: 2-4016. 
¢ ~—« RADIO: Not available. 
VHF: Not available. 
¢ TGS: 3 tugs (200 h.p.) owned by Senko Co. Ltd, Minamata Branch. 
| BERTHING: Hyakken Wharf: Length 210 m., depth 5.5 m. at low tide. 
gt ~~ Hyakken New Wharf: Length 210 m. depth 6.5 m. 
s CRANES: Not available. A vessel is required to use her own gear 
j, | *#ngside the quay. 
e | SIEVEDORES: Senko Co. Ltd., Minamata Branch. 
3, MEDICAL: Advise Agent. 
S ph dela Available from Hydrant of Hyakken Wharf, rate approx. 
= 200 t.p.h. 
CONSULS: None. 
XEPAIRS: Only minor repairs possible. 
. | DRY DOCKS: Not available. 
yf SURVEYORS: Will attend from Miike (N.K.K.K.). 
SANGWAY/DECK WATCHMEN: Service of watchmen 
"ecessary. 
‘ATCHES: Opening and closing is done by the stevedores if required. 
CUSTOMS: Tel: 2-2347. 
s  SEPATRIATION: Minamata Branch Office of the Fukuoka Immigration 
ice arranges necessary repatriation. 
¢ ‘RPORT: Kumamoto Airport (about 100km. distance), by car. 
¢  “40shima Airport about 60 km. by car. 
s  ‘OLICE/AMBULANCE/FIRE: The Minamata Police Station located at 
sj “4 Tenjin, Minamata-shi, Kumamoto-ken. Tel: 09666-3-2171. 
_ ihe Minamata Head Station of the Minamata Fire Department located 
fe Jinnai-Kitazono, Minamata-shi, Kumamoto-ken. Tel: 09666-3- 


is not 


REPHONES: There are no arrangements for placing telephones on 


e HORE LEAVE: Shore passes are issued at the Minamata Branch 

) ‘ce of the Fukuoka Immigration Office. 

RELAYS: An incoming foreign vessel is to be given priority, but delays 

reve expected when the quay is occupied by vessels. 

*VELOPMENTS: Hyakken New Wharves (7.5 m. and 10 m. depth) to 

= completed in 1990. 

NTHORITY : Minamata Port Office, 2-21 Minatomachi, 3-Chome, 
amata Shi, Kumamoto-Ken, Japan. Tel: 3-2449. 


‘SENT: Senko Co. Ltd., Minamata Branch, located at 2-34, Umedo- 
+2 I-chome, Minamata-Shi, Kumamoto-Ken. Tel: 09666-3-4117. 
*€: 7649-41 Senko J. Cable Address: “Senkomarine Minamata”. 


JAPAN 


MISUMI: 32.38 N. 130.27 E. (See Plan) 


PORT LIMITS: The sea surrounded by the line from Seto-no-hana to 
the lighthouse on Oyano Island, the line from Togasaki on the same 
island to Daishiro-bana on Chizoku Iland, the line from Daishiro-bana 
to Usagi-bana on Tobase Island, the line West to Tobase Bridge, and 
the coast. 

DOCUMENTS: 3 Crew Lists, 3 Passenger Lists, 1 Manifest, 1 Customs, 
1 Stores List, 1 Health Document, 1 Bill of Lading. 

PILOTAGE: Pilot station (acting also as an Agent for foreign vessels). 

Misumi Branch Office of the Nippon Tsuun K.K. located at Higashiko 
1, Misumi-machi, Uto-gun, Kumamoto-ken. Tel: 09645-2-3121 or 2- 
3125. 

Misumi Kaiun K.K. located at Higashiko 1, Misumi-machi, Uto-gun, 
Kumamoto-ken. Tel: 09645-2-3562 or 2-3278. 

ANCHORAGES: Within port limits. 

RESTRICTIONS: A Pilot is not available after dark, also his availability 
depends on the tidal conditions. 

MAX. SIZE: Maximum d.w.t. 15,000 tons from North entrance (Lat. 
32° 38’ N., Long. 130° 27’ E.). 27,000 tons from South entrance (Lat. 
32° 33’ 18” N., Long. 130° 29’ 39” E.). The tidal difference between high 
and low water is great (4 m). 

HEALTH: All the necessary procedures must be undertaken at the 
Misumi Branch Office of the Nagasaki Quarantine Station. 

RADIO: Not available. 

VHF: Not available. 

TUGS: 3 tugs owned by the Misumi Kaiun K.K., 2 tugs owned by the 
Misumi Branch Office of the Nippon Tsuun K.K. 

BERTHING: 

Quay A Length 

” B ” 

» Cc i 165m. 5 9m. 
CRANES: 1 zip crane (fixed) owned by the Kumamoto Prefecture. 3 zip 
cranes (fixed), 2 mobile cranes, 2 shovel loaders (movable) and 5 fork- 
lifts (movable) owned by the Misumi Kaiun K.K. 

1 zip crane (fixed), 1 mobile crane, 4 truck cranes (fixed) and 2 pay 
loaders (movable) owned by the Nippon Tsuun K.K. 

A vessel is not required to use her own gear along the Quays A, B, 
and C, but is sometimes required to do so at the time of loading and 
discharging. 

STEVEDORES: Advise Agent. 

MEDICAL: Advise Agent. 

FRESH WATER: Available from the water supply facilities operated by 
the Kumamoto Prefecture. 

CONSULS: None. 

REPAIRS: Only light repairs possible. 

DRY DOCKS: Small docks for less than 1,000 tons. 
SURVEYORS: Available. 

GANGWAY/DECK WATCHMEN: Service of watchmen 
necessary. 

HATCHES: Opening and closing is done by the stevedores. 
REPATRIATION: Misumi Branch Office of the Fukuoka Immigration 
Office arranges necessary repatriation. 

AIRPORT: Kumamoto Airport (about 60 km. distance). 
POLICE/AMBULANCE/FIRE: The Oyano Police Station Misumi Police 
Box located at Higashiko, Misumi-machi, Uto-gun, Kumamoto-ken. Tel: 
09645-2-3110. Nishi Branch Station of UKI Fire Department located at 
Nakamura, Misumi-machi, Uto-gun, Kumamoto-Ken, Tel: 09645 (2) 
2222. 

EMERGENCY CO-ORDINATION CENTRE: Misumi Kaijo Haonbu 
(Misumi Maritime Safety Office) Tel: 09645 (2) 3103. 

TELEPHONES: There are no arrangements for placing telephone on 
board. 

SHORE LEAVE: Shore passes are to be issued at the Misumi Branch 
Office of the Fukuoka Immigration Office. 

STORING: Trucks may proceed alongside. Fork lift trucks not available. 
Contact Agent if riggers required. 

DELAYS: Delays will be expected when quays are occupied by vessels 
or a Pilot cannot go on board because of the tidal conditions. 
AUTHORITY: Misumi Port Office of the Kumamoto Prefecture, 1160 — 
39, Oaza Misumiura, Misumi-machi, Uto-gun, Kumamoto-ken. Tel: 
09645 (2) 2079. Contact: Port Director. 

AGENT: Holme Ringer & Co., Ltd. c/o Misumi Kaiun K.K. 3-1159, Oaza 
Misumiura Misumi-machi, Uto-gun, Kumamoto-ken. Cable Address: 
Ringer Misumi. Tel: Misumi 09645 (2) 3563 or (2) 3278. 


137 m. Depth 8m. 
160 m. 4 9m. 
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MIYAKO: 39.39 N. 141.58 E. 


DOCUMENTS: 
For Quarantine 

1 Statement by Ship's Master. 

1 Crew List. 

1 Passenger List (if any). 

Yellow cards for all. 

1 Derat Certificate. 
For Immigration 

1 Declaration of Inward Vessel. 

Passport or Seamen's Book for all. 

1 Crew List. 

1 Application for shore pass. 
For Customs 

1 Last Port Clearance. 

1 Declaration of Inward Vessel. 

1 Crew List. 

1 List of Crew’s Baggage. 

1 List of Ship's Store. 

2 Cargo Manifest (Discharging). 

1 Cargo Manifest (Through). 

1 Certificate of Ship’s Registry. 
For Port Management Office 

1 Declaration of Inward Vessel. 
For Maritime Safety Base 

1 Declaration of Inward Vessel. 

1 Crew List. 

1 Cargo Manifest (Discharging). 

1 Cargo Manifest (Through). 

Above documents to be prepared by Master before arrival. 

Master to telegraph ETA and crew's health condition directly to 
Quarantine Miyako before arrival. 
PILOTAGE: Not compulsory, but arrangeable at the Master’s request. 
Pilot ordinarily boards at/around Quarantine anchorage, also available 
boarding at the Master's request at outer harbour which position is 
Heisaki light Northward 1.5 miles (Lat. 39° 40.5’ N., Long. 142° 1.2’ E.). 
ANCHORAGES: Quarantine anchorage located at Lat. 39° 37.82’ N., 
Long. 141° 59.3’ E. Depth 16 m. — 22 m. Bottom mud and sand. Outside 
breakwater, care should be taken not to foul fishing nets. 

Depth in inner anchorage 12 m. — 15m. 
RESTRICTIONS: Night entry and departure permitted subject to 
weather conditions. 
MAX. SIZE: Draft 12 m. and LOA 240 m., breadth no restrictions. 
HEALTH: Radio Pratique available. Formalities carried out at 
anchorage. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
Westbound vessel, via Choshi Radio, and Northbound via Nagasaki 
Radio. 
TUGS: Normally join vessel on passage from anchorage. Tug’s line 
used. One tug available 2,400 h.p. Additional tugs available from 
Kamaishi. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 


(See Plan) 


Max. Depth No. of 
Berth LOA at LW wharf Max. d.w.t. 
(m.) (m.) 

Desaki Wharf No. 1 & 2 218 73 2 3,000 

” » No.3 175 9.0 1 10,000 
Lumber Port buoy 8.0 1 8,000 (G/T) 
Fujiwara Wharf No.1&2 260 715 2 5,000 

” : No. 3 240 12.0 1 40,000 

” i No. 4 180 4.5 - - 

” A No.5&6 260 7.5 - - 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700-1900 hrs. 50% additional of basic stevedorage; 
2100-0500 hrs. next morning 130% additional; Sundays/holidays 60% 
additional. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: No facilities. 

DENSITY: Average 1019. 

FRESH WATER: Available from wharf about 50t.p.h. but no water 
barge. In case vessel urgently requires water at anchorage, tug-boat 
arrangeable for this purpose. 

FUEL: Domestic oil is available; Bonded oil will be brought from Tokyo 
or Sendai, when required. 

CONSULS: None. 

REPAIRS: Minor deck and engine repairs available. 
DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not especially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depends on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommended request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship's Register, Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

AIRPORT: Hanamaki Airport distant 150 km. from Miyako (2.5 hours by 
car). 1 flight between Hanamaki/Tokyo Monday/Thursday/ Friday and 
Saturday and 2 flights Tuesday/Wednesday and Sunday by Toa 
Domestic Air Lines (TDA). 
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required unless 


CUSTOMS ALLOWANCES: 60 cigarettes to take ashore but no Spiny 
REPATRIATION: Possible. 

TIME: GMT plus 9 hours. No alterations made to clocks during yes 
POLICE/AMBULANCE/FIRE: Police 2-5011 (Headquarters) ang 
6037 (Water Police Station); Ambulance 119; Fire 119. { 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Surveyor, Tally, Hold cleaning, Tank cleaning. 
SHORE LEAVE: Local Immigration Office issues shore pass valid) 
only 3 days; 3 days’ extension possible if ship stays longer. If veg. 
advises longer stay in port on arrival, Immigration can issue shore pz» 
for 9 days. 

GENERAL: Discharging ex-gearless vessel at wharf not possible as» 
shore crane for discharge. 

AUTHORITY: Miyako Port Administration Office, 114, Fujiwara; 
chome, Miyako City, lwate Pref. Te/: (01936) 2-1471. : 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Miyako Kowan Une 
Kaisha, Ltd. No. 1-12, Rinkodori Miyako-shi, lwate-ken. Cable addres 
Koun Miyako. Domestic Telex: 8344-08. Tel: (01936) 2-3501/5. Pog: 
No.: 027. 


MIZUSHIMA: 34.31 N. 133.45 E. 


DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camer 
wrist-watch, radio, firearms/swords, etc. (only at first port of cal; 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cay 
Manifest and Cargo Manifest in transit using specific forms. Therel: 
ship's Agent should be provided with necessary information about detai 
of cargoes in advance. 

PILOTAGE: (a) Inland Sea pilotage should preferably be arrange 
through Agent by cable via Nagasaki Radio giving 72 hours’ not 
Urgent correction of ETA outside business hours should be cabled die: 
to pilot station. Inland Sea Pilot Association covers all Inland Sea pot 
Pilotage compulsory for vessels over 10,000 g.r.t. Pilots obtained tre 
1 of 3 pilot stations dependent upon vessel's last port of departure a 
at Master's discretion. Pilotage available throughout 24 hours and? 
hours’ advance notice preferred, thereafter advising any alteration 
Most Inland Sea Pilots also act as Harbour Pilots up to berth: 
anchorage at destination. 

Note: VHF communication available with Inland Sea Pilot Stations. As 
see “Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Strats 
Position Lat. 34° 34.09° N., Long. 135° 11’ E. Telegraphic address “Ary 
Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transits 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraps 
address “Anjin Saganoseki". In event bad weather, recommen 
vessels proceed for shelter as near as possible having due regart! 
safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Posie 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

(b) Vessels over 50,000 d.w.t. or of draft of more than 12.5 m.# 
unable to pass through Kurushima Strait and required to tat 
Wadamisaki. 

There are very narrow and crooked channels, such as the Kurush™ 
Strait, maximum tidal current amounting to 10 knots; the Bisan St 
maximum tidal current amounting to 4 knots, and the Akashi Ste 
maximum tidal current amounting to 6 knots. 

(c) Harbour Pilot: Pilots of the Inland Sea Pilots Association are & 
employed for this pilotage if required, and Pilot boards at Mizush® 
Quarantine Anchorage (Lat. 34° 26'30"N., Long. 133° 34 at 
approximate centre position of quarantine area). However, if an |niét 
Sea Pilot is employed at the above-mentioned pilot stations, the sé” 
Pilot acts for harbour pilotage. 

ANCHORAGES: Anchorages available for small size vessels onl)’ 
case of large vessels waiting for berthing, these vessels shall wal! 
Quarantine Anchorage, at around Nabeshima, at nearby Sakatewa!’ 
off Kobe. 

Around “Q” Anchorage Depth 15 m. — 18 m. 

Around Nabeshima Depth 32 m. — 40 m. (temporarily suspen# 

Nearby Sakatewan Depth 32 m. — 41 m. 

Off Kobe Depth 43 m. — 47 m. 
RESTRICTIONS: (a) Entering and departing from port shall be! 
accordance with instructions to be given by Signal Station. 

(b) No restriction imposed upon entering or leaving port during ng 
time, nevertheless such movements are next to impossible 
consideration of the nature of the structures of the port. In addition P# 
refuse to board during night-time. 

(c) Super-sized vessels, unable to enter except at high tide. 

Pilots should be consulted in advance for draft exceeding 14.80° 
MAX. SIZE: See “Berthing”. 

HEALTH: Radio Pratique available. Formalities will be carried od! 
Quarantine Anchorage Lat. 34° 26’ N., Long. 133° 44’ E. 

RADIO: Recommended Master communicates with Agent thi! 
Choshi Radio or Nagasaki Radio which covers all ports in # 
If specifically Westbound vessel to contact Choshi and Northbou®’ 
contact Nagasaki Radio respectively. 

TUGS: Tugs normally join the vessel at the Quarantine Anchorage ®* 
Usually tug’s lines used free of charge. 


(See Play 
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sERTHING 
vax Max Max. safe Discharging Discharge rate per 
‘et LOA Oraft facilities hour/gang or unit 
ng ron Ore and Scrap 
| y Tokyo Seltetsu 
aBerth - 215m 
4000 164 m. at high tide Ship's gear only Scrap 20 tons 
12.0m Pig Iron 30 tons 


gand C Berths — 300 m 
Crane 6 tonsx2 


000 150m.x 2 9.0m Scrap 30 tons 

a Ship's gear Pig Iron 40 tons 
= Kawasaki Stee! Corp., Mitzushima Works 

perth 

000 485 m 11.0m 28 Tns. Cranex2 


22 Tns. Cranex1 
manashi-gawa Berth - 770m 


000 250 m 11.0m 30 Tns. Cranex2 
ogerth - 400 m 
6000 No limit 11.0m Ship's gear Scrap 15 tons 
7 Shore crane Pig Iron 25 tons 
16 tons *1 
17 tons x1 
i Berth 
om - 656m 
9,000 No limit 14.80m Unloader 
Berth 
po m 1,500 tons x3 Coal 30,000 tons 
20,000 No limit 14.80 m. — Iron ore 40,000 
at high tide tons 


3ain 
«Nishi Nihon Grain Centre Mizushima Works 
ennihon Wharf (Dolphin) 


#000 162 m. 12.0 m. Pneumatic 400 tons per unit 
unloader x 2 
3) Nishi-Futo 
1 berth 
$000 180 m 10.0 m. Ship's gear Wheat 80 tons 
Soybean 70 tons 
2berth 
0,000 130 m. 9.0m Ship's gear Wheat 80 tons 
Soybean 70 tons 
¢) Seto Futo Co. Ltd. 
Seto Futo 
75,000 No limit 140m Pneumatic 400 tons per unit 
unloader x 1 
Level luffing 500 tons per unit 
cranex2 
Silo capacity 
21,000 tons 


i 
4) Mitsubishi Oil Co Ltd., Mizushima Refinery 
No 5 Pier (Dolphin) 


7,000 No limit 12.3 m. Crude oil 12 in.x2 5,000 tons 
Fuel oil 12 in.x2 1,000 tons 
Diesel oil 6 in. = 1 800 tons 

No. 6 Pier (Dolphin) 
28,000 No limit 14.80 m.* Crude oil 12 in.x3 7,000 tons 
Fuel oil 8 in. x1 400 tons 


8) Nippon Mining Co. Ltd., Mizushima Refinery 
No. 1 Pier (Dolphin) 


9,000 No limit 12.5 m. Crude oil 12in.x2 4/5,000 tons 
Fuel oil 7/1,200 tons 
Diesel oil 600 tons 

No. 2 Pier (Dolphin) 

230,000 No limit 14.80 m.* Crude oil 12 in.x5 8,000/12,000 tons 
LPG 12 in.x2 900 tons 
Fuel oil 8 in. x1 400 tons 


0) Asahi Kasei K.K. Mizushima Works 


“4 Pier (Dolphin) 
10,000 (g/t) No limit 8.3m Chemical 100/200 tons 
(vapour line 
4in.x1) 
(cargo line 
6 in. x1) 


‘\8—Some allowance may be granted by Pilot depending on tidal condition. Depth of 
‘et (14.80 m.) + tide=Ship's draft+keel allowance (ship's draftx0.1+0.5 m.). 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
‘idays required in order for Agent to arrange stevedores. Vessel must 
‘nstantly keep her Agent advised of ETA. If stevedores cannot 
*mmence loading/unloading at time notified by the Agent, the orderers 
‘st pay for waiting time. If cargo gear not rigged on berthing, 
‘evedores will do same for ship's crew at additional cost. Overtime 
weharges 1700 — 2100 hrs. 50% additional of basic stevedorage; 
“00- 0500 hrs. next morning 130% additional; Sundays/holidays 
0% additional. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: See “Berthing”’. 
XENSITY: Entrance channel Summer average 1020, Winter average 
23. Harbour channel Summer average 1019, Winter average 1025. 
FRESH WATER: Available at berth, ex-pipe-line. Average delivery rate 
“kUhour. Water barges available, sent from Onomichi. Delivery rate 
“proximately 50 k/tons per hour. 
L: Most grades available. 
FRE PRECAUTIONS: (a) Whenever necessary to repair vessel, the 
“eof “Strictly and Completely No Fire” is to be observed. (b) To keep 
ficiently powered tugboat alongside vessel at all times when engine 
Under repair. (c) A written pledge to be submitted to Oil Company, 
*mising to take full responsibility and to pay full indemnity by ship's 
*mers (in case of repairing vessel) if any accident has occurred by 
Sul of the vessel. 
*ONSULS: No consul available, but marine note of protest can be 
me by the local notary public. 
“PAIRS: All types of deck and engine repairs possible by Mitsui 
pbuilding and Engineering Co. Ltd., Tamano Works. Minor repairs 
*8sible by Nojima Senpaku Co. Ltd., Mizushima Works, Sonkyo 
“nenki Seisakusho Co. 
*ANGWAY/DECK WATCHMEN: Not specially required unless 
ngers or valuable cargo on board. 
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DRY DOCKS: Sanoyasu Dockyard Co. Ltd., Mizushima Shipyard: 
Dimensions of longest drydock. Length 675 m., width 63 m., depth 13 m. 
Mitsui Shipbuilding and Engineering Co. Ltd., Tamano Dock: 

(a) Dimensions of largest dry dock No. 3 D. Dock (length 672 ft. x 
width 103 ft. 3 in. x depth 32 ft.). (6) Number of small docks: 2. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gears maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Okayama Airport is the nearest from Mizushima, distance 
approximately 40 km. and takes about 40 minutes by car. Only domestic 
regular airlines available. 3 flights to Tokyo, daily. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: No telephone installation service on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
SERVICES: All navigational apparatus can be served, as requested, 
but technicians are to be sent from Kobe. 

REGULATIONS: Quarantine Anchorage is outside harbour limits 
therefore (i) no persons allowed ashore from this anchorage, (ii) No 
supplies permitted to vessels and, (iii) No Agency services available. 


REPORT: (Ship’s Agent) 1984. 

As you are aware, a vessel over 200 m. in length or 50,000 d.w.t. is 
not allowed to anchor off Mizushima whilst waiting for a berth or other 
purposes as the space in the Roads is narrow. Therefore, if a berth is 
not available at the expected time of ship's arrival, the ship has to anchor 
off Kobe, which is the nearest available place to wait for berthing turn. 
During vessel's stay in Kobe Roads, quarantine service from Kobe 
Quarantine Station is not available except in an emergency as this 
service is available at Mizushima. The Customs entry which requires 
payment of tonnage dues is not made at Kobe. 

In the above circumstances, we, in order to protect the Owners 
interests, have been instructing the Masters of the vessels to tender 
Notice of Readiness when they arrived off Kobe for waiting berth 
although most Receivers or Charterers only accept the NOR when Free 
Pratique is granted at Mizushima if the vessel is not qualified to obtain 
Radio Pratique. 

It is apparent that when calculation of laytime is made controversy 
arises between Shipowners and Charterers as to who is to bear the risk 
of waiting off Kobe for a discharging berth. The Charterers may contend 
that the Master is not allowed to tender NOR without Free Pratique and 
Customs clearance whilst the Owners rebut that the ship was lying at a 
place for waiting berth solely for Receivers/Charterers convenience, 
being her voyage ended. 

In order to avoid a dispute of this kind, we would respectfully suggest 
modifying the charterparty clause for a vessel of the above category 
calling at Mizushima as follows: 

Quote: 

If berth is not available on arrival at discharging port, vessel shall be 
allowed to tender Notice of Readiness from place of anchorage ordered 
by Port Authorities whether in berth or not, whether in port or not, whether 
Customs cleared or not, whether in Free Pratique or not. 

Laytime at second/third discharging port, if used, to commence on 
arrival, whether in berth or not, whether in port or not, whether Customs 
cleared or not. Time for shifting from a waiting anchorage to discharging 
berth not to count. 

Unquote. 


AUTHORITY: Mizushima Port & Urban Development Bureau, Okayama 
Pref. 1-12, Mizushima Fukuzaki-cho, Kurashiki City, Okayama Pref. 
Tel: (0864) 44-7141. 


AGENT: Sub-agent of Dodwell & Co. Ltd., Tokyo. Naigai Unyu Co. Ltd., 
1, 2 — chome, Kaigan-Dori Mizushima, Kurashiki-Shi Okayama-Ken. 
Cables: Naigai Kurashikimizushima. Tel: Kurashiki (0864) 44-5211. 


MOJI (Kitakyushu): 33.54 N. 130.55 E. 
(See “Kanmon-Ko’). 


LOCATION: Moji port is located in the Kanmon Straits between 
Shimonoseki on Honshu Island and Moji at the Northeast tip of Kyushu 
and is well sheltered from the open sea by steep hills on all sides. 
According to the Harbour Regulations, the port is one of the sections in 
Kanmon Harbour which consists of Moji, Shimonoseki, Kokura and 
Dokai (Tobata, Wakamatsu and Yawata). In 1963, five cities, Moji, 
Kokura, Tobata, Wakamatsu and Yawata situated in North-Eastern part 
of Kyushu were combined in one city, as Kitakyushu. 
Moji is now known as Moji-ku of Kitakyushu City. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


DOCUMENTS: When ship arrives direct from foreign port, Customs 
Officials will board to search vessel. Following documents to be 
submitted: 

Crew List. 

Passenger List. 

Stores List. 

Manifest of crew personal effects (must be signed by individual crew 

member). 

Arms and ammunition list. 

Narcotics List. 

List of ports of call on current voyage. 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration inward/outward (Form No. C2000). 

The following will be checked on board: 

Ship's Registry. 

Last Port Clearance. 

When ship comes from Japanese port, Customs Officials will not 
attend on board, except special case. Master or Agent to attend Custom 
House for entry formalities with following documents: 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward. 

Ship's Registry. 

Last Port Clearance. 

Documents entrusted with the Master by Customs at previous port. 
On ship's departure, clearance issued by Customs, after confirming 
payment of tonnage dues. 


PILOTAGE: (1) Harbour Pilotage: Compulsory for entry, departure and 
when vessel passing through Straits if g.r.t. exceeds 10,000 tons. Pilots 
embark Eastbound vessels at Mutsure Quarantine Anchorage position 
half mile East Mutsure L.H. Lat. 33° 58’ 15” N., Long. 130° 53’ 43” E. 
and Westbound vessels at Hesaki Quarantine Anchorage position 125°, 
1,500 m. from Hesaki L.H. Lat. 33° 56’ 24” N., Long. 131° 03' 12” E. 
Two Pilots embark vessels exceeding 30,000 gross tons for entry and 
departure charging double pilotage. 

(2) Sea Pilotage: Vessels approaching from East can obtain Pilots by 
radio request made at least 24 hours in advance. Pilot embarks at 
position 3 miles South from Sekisaki L.H. Lat. 33° 13’ 00" N., Long. 
131° 54’ 00” E. 

(3) Pilots should be kept closely advised of vessel's accurate ETA at 
pilot station. If any change in vessel's movements, Master requested to 
immediately communicate by radio or VHF to pilot offices directly or 
through Agent reporting revised ETA. Cable addresses of pilot offices 
are: Harbour Pilot ‘Kanmonpilot Moji’, Inland Sea Pilot “Anjin Moji’’. 

(4) VHF: Vessels keep in direct contact with port authorities with regard 
to arrival, berthing instructions and Pilot's requirements through VHF as 
follows: 

(a) Call sign: Kitakyushu Port Radio (or Shimonoseki Port Radio). 

(b) Location of Radio facilities: Transmitting and receiving station 

located at the top of Mt. Hinoyama, Shimonoseki. 
(c) Type of wave: Channel: Simplex 16 (calling, responding); Simplex 
12 (communicating); Simplex 14 (communicating); Duplex 20 and 
22 (communicating). Output 50 W. 

(d) Operating hours: 0000 — 2400 hrs. 

(e) Communicating range: Within a radius of 50 miles from the 
Hinoyama Station. 

(f) Communicating language: Japanese/English. 


ANCHORAGE: 

Tanoura No. 1 anchorage (83° from Moji Saki Light Buoy, 1,340 m.). 
Draft 9.1 m. 

Tanoura No. 2 anchorage (83° from Moji Saki Light Buoy, 1,770 m.). 
Draft 9.1 m. 

Tanoura No. 3 anchorage (80° from Moji Saki Light Buoy, 2,300 m.). 
Draft 9.1 m. 

WIND, TIDE: Easterly winds prevail in warm seasons. N.W. winds 
prevail in Winter season. Dense fog frequently prevails in Spring and 
Autumn. 

Tidal range 3.07 m. Current near entrance of port runs Westward at 

flood and Eastward at ebb. Speed of current in vicinity of narrowest 
section of Straits sometimes reaches 7 — 8 knots. In stream of port, it 
is about 3 — 5 knots. 
RESTRICTIONS: (a) Berthing: During daytime only. Swift tidal current 
prevails at buoy berths necessitating strong moorings, and in 
accordance with harbour rules, ships moor with anchor chains to buoy. 
Requisite chain preparations should be completed before ship leaving 
pilot station. Occasionally large vessels drawing deep draft made to 
await high water and/or suitable current to berth alongside wharves. 

(b) Departure: With adequate notice, no restrictions from anchorage 
and/or buoys. Night departure from wharves generally practicable, 
except No. 7 Wharf and Nos. 8, 9, 10 Wharves, the latter 3 berths 
however only permitting vessel to sail against tide. 

(c) Tug assistance may be required at Pilot's discretion for large vessel 
mooring to and/or unmooring from buoy, depending upon efficiency of 
engine and conditions of weather, tidal current, etc. 

(d) Vessels with draft over 9.14 m. (30 ft.) but not exceeding 10 m. 
can pass through Kanmon Straits with favourable tide. 

MAX. SIZE: Tankers: 1 tanker berth, Mitsui & Co. Berth “B”. Max. d.w.t. 
33,000 tons. Max. LOA, 200 m. Max. safe draft 9.10 m. 

Also see “Berthing” and ‘Tankers’. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel to contact Choshi and Northbound to 
contact Nagasaki Radio respectively. 

VHF: See “Pilotage”’. 

TUGS: Normally join vessel at suitable position for mooring in judgment 
of Pilot and tug. In operation, tug’s line to be used for mooring and 
unmooring without any charge. 10 tugs, 1,500 h.p. — 3,520 h.p. 
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HEALTH: Radio Agent for Free Pratique not less than 12 hours andy 
more than 36 hours before arrival, advising full details of vesse| 
health conditions on board. When Free Pratique is granted by 
vessel will be required to submit the following documents to Quarang, 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspem 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infect, 
disease, within 15 days of arrival. 

lf a vessel does not possess a valid Derat or Derat Exempy 
Certificate. 

(a) Quarantine Station at Western entrance: half mile East tp 
Mutsure Lighthouse Lat. 33° 58’ 15” N., Long. 130° 53’ 43” E. 

(b) Quarantine Station at Eastern entrance: 125°, 1,500 m. fp 
Hesaki Lighthouse Lat. 33° 56’ 24” N., Long. 131° 30’ 12” E. 

(c) Quarantine inspection not allowed inside port except when weat: 
or other special reasons prevent quarantine boat from approaching gs: 
at anchorage. 

(d) “Q” flag should be hoisted until ship is in Free Pratique. 

(e) Vessels exceeding 20,000 gross tonnage may undergo quarant» 
on application when they berth inside port. 

(f) Quarantine service is rendered from sunrise to 1 hour bel» 
sunset. 

(g) When ship arrives from plague infected or suspected area with 
10 days after she left such place, a 24 hour special quarantine, 
required. All sanitary scuppers must be closed and garbage must» 
be thrown overboard after ship reaches 60 miles off Japanese coas 

(h) Radio Pratique is obtainable according to the Radio Prati 
Regulations. 

BERTHING: No specific requirements. Pilot boarding time will be notify 
by ship’s Agent mainly by radio. 


Permissible 
Name of berth Length Depth draft Capacity 
ithe! (m.) (m.) (m.) gt. 
Nishikaigan Wharf 
(public) 
No. 1 (No. 1-2) 450 8.7 8.5 No Limit Subject to drat 
and length 
2 9.0 9.0 No Limit Wharves No | 
being reciaime 
(see “Plan’) 
3 (No. 3-7) 877 9.3 9.3 No Limit 
4 10.0 93 No Limit 
5 10.0 9.0 No Limit 1xcrane for 
grain cargo 
6 10.0 9.3 No Limit 
7 10.0 9.0 No Limit 
8 (No. 8-10) 527 11.0 9.2 No Limit 
9 | 11.0 9.2 No Limit 
10 11.0 9.0 No Limit 
11 195 11.0 9.0 
12 (No. 12-13) 345 9.0 8.5 No Limit 2xpneumatic 
. suckers 
13 9.0 9.3 No Limit 2x pneumatic 
suckers 


No. 11, 12 and 13 also known as Shinhama Wharf. 
Larger size vessel (maximum 25,000 g.r.t. and 220 m. LOA) can be 
accommodated at Nos. 2-3, 3-4 and 12-13 wharves, using 2 berths 


Moji Buoy 
No. 1 9.0 9.2 15,000 
2 9.0 9.2 15,000 
3 9.0 9.3 No Limit Subject to oe 
and length 
6 (160) 10.0 10.0 No Limit 
7 (160) 10.0 10.0 No Limit 
8 9.0 9.0 No Limit 
Tanoura Wharf & 
No. 1 105 0 6.0 
2 105 «6.0 6.0 Banana com 
oe } 370» 10.0 9.6 NoLimit Container be? 
5 170.4 9.0 9.0 No Limit Subject to o@ 
and length 
6 170.3 9.0 9.0 No Limit Subject to o@ 
and length 
r 181.1 9.0 9.0 No Limit Subject to o@ 
and length 
8 185 10.0 9.4 No Limit Subject to o® 
and length 
Tanoura Anchorage 
No. 1, 2 and 3 9.1 9.1 20,000 
Tanoura Oil Berth (dolphin) 
(Mitsui Bussan and 
M-lida Wharf) 10.0 9.1 33,000 
d.w.t. 
Tachinoura Wharf 
No. 1 120 45 
2 185 10.0 9.6 
3 185 10.0 9.6 
4 185 10.0 9.6 
5 185 10.0 9.6 
6 185 10.0 9.6 
a3) 620 120 108 Container te 
9 376 10.0 
28 
29 | 370 10.0 
30 
31 555 10.0 Container 0 
32 
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ji: Shinmoji Wharf is equipped to handle raw materials and 
»és used in the Shinmoji marine industrial area. The second term 
egming construction has been carried out, so that it will be able to 
yton as_an intensive centre for middle-distance and long-distance 
ng in the future. Depths alongside 4.5 m.—10.0 m. 
weopments: See “Developments”. 
‘NTAINER HANDLING FACILITIES: 
‘youra Container Terminal 
Total area: 61,100 sq.m. 
wea per berth: One berth only 
& Sea depth: 10 m. under low water level (LWL) 
Length of wharf: 300 m. 
Us Marshalling yard: 46,894 sq.m. 
on 
om 


ean & 


CFS: 3,390 sq.m. 
Office, control tower: 596 sq.m. 
Single/twin: Single 


Gantry crane: 
Height of span above quay: 9.2 m. 


Max. outreach: 36 m. 
m Max. backreach: 7.5 m. 
Lifting capacity: 37.5 tons 
er Spreader sizes: Capable of handling containers 
ip of ISO-IS & IC also Matson type 
Width of rail: 30 m. 
feefer plugs: 220 Vx12 
NM  jymination: 3 (25 Lux) 1 kWx28 


Track scale: Scaling maximum 50 tons 
Me Saddle carriers: 3 


N” jehinoura No. 1 Container Terminal: 
§ Total area: 128,720 sq. m. 
0! vea per berth: Two berth 
t Sea depth: 12 m. under low water level (LWL) 
ue Length of wharf: 620 m. 
Marshalling yard: 96,665 sq. m. 
eo CFS: 800 sq. m. 


Gantry crane: Single/Twin: Twin (three cranes) 
Height of span above quay: 10.8 m. 
Max outreach: 38 m. 
Max. backreach: 11 m. 
Lifting capacity: 48.6 tons 
Spreader sizes: Capable of handling containers 
of 180-ISO and IC, also Matson type 
1-3 Width of rail: 16 m. 


Reefer plugs: 220 Vx68 
\lumination: 4 (25 Lux) 
Track scale: Scaling maximum 50 tons 


Saddle carriers: 13 


‘ehinoura No. 2 Container Terminal 

Total area: 119,080 sq.m. 

Area per berth: Three berth 
Sea depth: 10 m. under low water level (LWL) 
Length of wharf: 555 m. 

Marshalling yard: 108,110 sq.m. 

Single/Twin: Single (in the future 3 cranes) 
Height of spain above quay: 10.8 m. 

Max. outreach: 37.2 m. 

Lifting capacity: 48.1 tons 

Spreader sizes: Capable of handling containers 
. of 180-ISO and IC, also Matson type 

Width of rail: 16 m. 

220 V x 40 
4 (25 Lux) 

13 (common use with Tachimoura No. 1 Container 
J Terminal). 

‘EVEDORES: At least 24 hours prior notice excluding Sundays and 
| OWays required in order for Agent to arrange stevedores. Vessel must 
‘slantly Keep her Agent advised of ETA. If stevedores cannot 

“nmence loading/unloading at time notified by the Agent, the orderers 

“St pay for waiting time. If cargo gear not rigged on berthing, 

*vedores will do same for ship's crew. Average loading/discharging: 


Gantry crane: 


Reefer plugs: 
llumination: 
_ Straddle carriers: 


2 = Bulk cargo: + Coal 50 t.p.h./gang/hatch (dis) 
lron ore 45-50 t.p.h./gang/hatch (dis) 
h Grain 50 t.p.h./gang/hatch (dis) 
ft  Saled cargo: Cement 50 t.p.h./gang/hatch (load) 
Fertilisers 40 t.p.h./gang/hatch (load) 
ft Grain 30-50 t.p.h./gang/hatch (dis) 
ft General 40 t.p.h./gang/hatch (load) 

Steel cargo: Under 20 ft. 
ft long 25-30 t.p.h./gang/hatch (load) 
Over 20 ft. 15-20 t.p.h./gang/hatch (load) 
| Scrap steel: Pressed 20 t.p.h./gang/hatch (dis) 
Ordinary 10 t.p.h./gang/hatch (dis) 

Bulky and 

awkward 5 t.p.h./gang/hatch (dis) 
“Wmber/logs: Lumber 15-20 t.p.h./gang/hatch (dis) 
30 t.p.h. gang/hatch (dis) 


: Logs 

_£ Shifts; 0800 to 1700 hrs. and 1800 to 0500 hrs. Normal working 
“#8 0800 to 1700 hrs. Overtime work is possible by applying to 
) toms. No work can be arranged on 31st December and during New 
ae ays (1st to 3rd Jan.). No work on 1st and 3rd Sunday of each 


ANKERS: No slop discharge facilities. Mobil Oil Berth situated at 
h | vbo, near Tanoura. In the vicinity of the berth, the current runs towards 

“St nearly all the time. Maximum rate of current 3 knots. Vessels 

Sthed during period that tide sets to West, in daytime only. Mooring 

y Consists of 1 oil pier (length 80 m. width 5m.) and 2 dolphins. 

10 in. pipes connected to vessel; discharge rate 1,000 t.p.h. (Fuel 

"0 diesel oil). 

see “Max. Size”. 
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JAPAN 


BRIDGE: Kanmon Bridge — Clearance 61 m. 

MEDICAL: No advance notice required unless urgent. 

FRESH WATER: Good fresh water supplied from water barges to 

vessels lying at buoys and/or anchorage; from hydrants to those 

alongside wharves. The rate of delivery per hour is 20 — 40 tons from 

hydrant and 50 tons from barge. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 

Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 

from the nearest bunker stock ports at maximum 7 days prior notice. 
Bonded bunker oil is supplied by oil barges. The rate of delivery: 

80 t.p.h. — 100 t.p.h. 


Required 
Suppliers Delivery agents Installation notice 
days 
Shell Sekiyu K.K. Uyeno Unyu Shimonoseki 1 
Esso Oil Co. General Bussan Mutsure 1 
Sakai 4 
Mobil Oil Co. Nisshin Tanker Kokura/Moji 1 
Oita 2-3 
Caltex Oil Co. Shimazu Kaiun Shimonoseki 1 
Kudamatsu 2 
Mitsubishi Shoji Nisshin Tanker Mutsure 1 
Kaisha Asahi Tanker lwakuni 3 
Tsurumi Yuso Kanokawa 3 
C. Itoh & Co. Asahi Tanker Matsuyama 3 
Chikko Kogyo Mizushima 3 
Nissho Co. Nisshin Tanker Mutsure 1 
Tsurumi Yuso Matsuyama 3 
Mitsui & Co. Chikko Kogyo Oita 2-3 
Nippon Mining Co. Nippon Tanker Mizushima 3 
Idemitsu & Co. Nagai Kaiun Tokuyama 2 
Sumitomo Shoji 
Kaisha Asahi Tanker 
Marubeni-lida Co. 
Kanemusu- Nagai Kaiun Kokura 1 


Gosho Co. Asahi Tanker Tokuyama 2 
CONSULS: Honorary British Consulate concurrent with Honorary 
Swedish Consulate. 

REPAIRS: Mitsubishi Heavy Industries, Ltd. Shimonoseki; 
Industries Co., Ltd. Moji; Kitakyushu Iron Works, Tobata. 

DRY DOCKS: Refer “Shimonoseki”’. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship’s crew doing this work, stevedores charge ship 
for waiting. Recommended request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Fukuoka Airport 2 hours by train and taxi. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/JFIRE: Police station (tel. 110) and Fire/ 
Ambulance (tel. 119). 

TELEPHONE: Telephone placed on board. 

SERVICES: All services available, including hold cleaning and grain 
fitting. 

SHORE LEAVE: Immigration Officials board vessel on her arrival in port 
to examine passports, discharge books and/or other equivalent travel 
documents and provide 72-hour landing passes for crew members and 
Passengers. One copy each of Crew List and Passenger List are 
required by them. Providing ship's Agent with a Crew List beforehand 
will be a great help in expediting Immigration business on ship's arrival. 
When ship stays in port more than 72 hours, the landing passes may 
be extended every 72 hours on application. In the event that crew 
members without entry visas are to be landed for repatriation or transfer, 
Immigration will not permit their landing unless passage, by either sea 
or air, ensuring the prompt departure from Japan (within 72 hours) of 
these men, has been booked, or unless the ships to which they are to 
be transferred arrive in Japan within 5 days. 

DEVELOPMENTS: Dredging work is being carried out for deepening 
the draft to 13m. and extending the Pier Aprons. This construction, 
dredging and reclaiming is expected to be completed by 1990. 
Tachinoura District: (See “Plan’). New land of 106 ha. will be reclaimed 
to be used for a public quay for foreign trade, a container terminal and 
for green parks. The 5 berths on the container quays, the 10 berths on 
the quays for foreign trade and the 29 berths on the quays for domestic 
trade will be improved. 

Nishikaigan District: In order to accept larger vessels, port will reclaim 
the land of 20 ha. for the wharf, port roads and green parks. The 6 berths 
on the foreign trade quays will also be improved. Nishikaigan Wharf will 
thus be modernised for foreign trade. 

Shinmoji District: (See “Plan’”). New land of 245 ha. will be reclaimed 
to be used for a car-ferry base, rearrangement space for factories, green 
parks and a yacht harbour. The 2 quays for foreign trade, 2 quays for 
domestic trade and the 2 berths on the ferry quay will be improved. 
Shirashima District: As a part of the national plan for the storage of 
petroleum, a storage base with a capacity of 5.60 million KI. will be 
constructed on the ocean. This will be the first of its kind in the world. 
AUTHORITY: Kitakyushu Port and Harbour Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-ku, Kitakyushu City, 801 Japan. Tel: (093) 321-5941, 
(093)-321-5941. FAX; (093) 321-5915. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


MURORAN: 42.20 N. 140.58 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare 2 Inward/Outward Declarations, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Arranged by Agent subject receipt of ETA advice at least 
24 hours prior arrival. Pilot boards vessel about 1 mile outside 
breakwater. Not compulsory. 

ANCHORAGES: Outside harbour limits: Subject to notice having been 
given to Authorities prior arrival. 

Inside harbour limits: Permitted in any part. 

MAX. SIZE: Nissei Pier (Nippon Petroleum): 


Max. d.w.t. Max. LOA Max. Safe Draft 
*50,000 (*30,000 g.r.t.) 230 m. 11.00 m. 
100,000 Sea Berth 250 m. 15.00 m. 


“For vessels of deadweight tons, gross tons and LOA in excess of 
above limits it is necessary to obtain entry permission from the Harbour 
Master, Pilot and the Refinery in advance. 

Ore Carriers: Max. LOA, 300 m., max. draft, 16.0 m. 

HEALTH: Vessels usually anchor at the sea area within a circle of radius 
1,000 m. — directed 290° 4,200 m. from Daikokujima Lighthouse, where 
the authorities board and grant Free Pratique. Radio Pratique also 
available. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which covers ali ports in Japan. If 
specifically Westbound vessel to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
TUGS: 10 tugs, up to 3,200 h.p. Usually meet vessel near Inner Harbour 
breakwater. 10% additional charge if tug’s lines used. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 

Permissible 


Shore 
Berth Length Depth Draft Capacity Cranes 
j (m.) (m.) (m.) (d.w.t.) 
Motowanishi Wharf 176 10.2 9.7 12,000 1x 5 tons 
Nippon Steel 
Wharf (A) 742 9.0 8.5 12,000 3x 3 tons 
Wharf (B) 400 9.0 8.5 15,000 4x 8 tons 
Nippon Steel 
(iron ore) 250 14.0 14.0 35,000 2x15 tons 
Nippon Steel 
(iron ore) 300 16.5 16.0 160,000 2x21 tons 
Nittsu Pier 150 9.0 8.5 10,000 2x 5 tons 
Centre Pier 310 8.5 8.0 10,000 _ 
West Pier (No. 2) 360 9.0 8.5 10,000 _ 
Nikko Pier 185 8.0 Ba 7,000 — 
Sakimori Wharf 185 10.0 9. 1x10 tons 


STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 
1700-1900 hrs. 50% additional of basic stevedorage; 2100-0500 hrs. 
next morning 130% additional; Sundays/holidays 60% additional. 
pt ees No advance notice required unless urgent. Hospital facilities 
available. 

TANKERS: See “Max. Size”. N.P.R.C. Muroran Refinery. Discharge 
berth. About 25% of deadweight required in ballast. 


Berth Product Pipe-line Discharge Rate 
50,000 d.w.t. Crude Oil 2x12 in. 2,400 k/I 
100,000 d.w.t. Crude Oil 4x12 in. 8,000 k/I 


DENSITY/TIDE: Density 1025. Rise and fall of tide about 4 ft. 

FRESH WATER: Delivery at piers: Average rate about 40 t.p.h. Delivery 
by barge: Rate about 60 t.p.h. 

FUEL: Available. 

CONSULS: None. 

REPAIRS: Only minor repairs available, but Hakodate dockyard able 
undertake all grades repairs. 
GANGWAY/DECK WATCHMEN: Not 
Passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 

CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: Domestic flights only from Chitose Airport — 100 km. from 
Muroran. 

TIME: GMT plus 9 hours. Permanent. 

POLICE/FIRE: Police Muroran 2-5191; Fire Muroran 2-2111. 
TELEPHONES: May only be connected on board at No. 2—2 West Pier. 
SHORE LEAVE: Local Immigration offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
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AUTHORITY: Port & Harbour Bureau, Muroran City, Mubanchi, Kaige, 
cho 1-chome, Muroran City, Hokkaido Tel: (0143) 22-3191. 


AGENT: Sub-agent of Dodwell & Co., Tokyo. Narasaki Sangyo Co. Ly 
3-2, 3-chome, Kaigan-Dori, Muroran-shi, Hokkaido. Tel. Murs, 
(0143) 24-1314/6. Cable Address: Narasaki Muroran. Telex: 098778;, 
Nsmur J. 


NAGASAKI: 32.45 N. 129.52 E. 


DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

5 Crew Lists including Passport/Seaman’s Book Numbers. 

5 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camer 
wrist-watch, radio, firearms/swords, etc. (only at first port of call», 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Carg 
Manifest and Cargo Manifest in Transit using specific forms. Therefor 
ship's Agent should be provided with necessary information about detais 
of cargoes in advance. 

PILOTAGE: Not compulsory, but necessary unless Master wel 
acquainted with locality. Pilot embarks in vicinity of loshima Lighthouse 
Lat. 32° 43’ 20” N., 129° 46’ 43” E. Pilot available any time, subject tp 
adequate notice (no VHF system). All communication with Pilot through 
Agent. Pilot boat carries International signals. “G" flag in daytime ang 
“Morse” signals at night to call Pilot. In event bad weather Pilot boards 
at anchorage off Megami. 

ANCHORAGES: Megami Anchorage located in Harbour Division No.3 
(within line between Kagenoo Lighthouse and West end ¢ 
Shirogashima) 60 ft. depth and capacity of 3 vessels of 20,000 dw! 
Safe anchorage. 

Megami Anchorage, Harbour Division No. 6: Located in line between 

Onata Seto Beacon and Tan Saki, having ample space with 140% 
depth, accepting 500,000 d.w.t. tankers. 
RESTRICTIONS: Berthing: During daytime only, except for emergency 
purposes. Entering into anchorage at Megami is generally permittes 
anytime with Harbour Master's permit. Departure: No restriction from 
buoy or wharf with adequate notice, but no night departure from 0 
Terminals, except Hayashikane Oi! Terminals of Dinokubi and Kozak 
MAX. SIZE: Max. permissible length 1,200 ft., breadth 120 ft., drat 
15.0 m. 


(See Plan) 


Tankers: 
Berth Max. Max. Max. 
d.w.t. LOA Safe Draft 

Zengyoren 60,000 230 m. 13.00 m. 
(Kozaki Depot) 

Hayashikane Oil Co. 60,000 230 m. 13.00 m 
(Dinokubi Depot) 

Mobil Oil Co. 22,000 200 m. 11.00m 
(Kibachi Depot) 

Idemitsu Kosan 22,000 200 m. 11.00m 
(Kibachi Depot) 

General Sekiyu 20,000 230 m. 15.00 m 


(Otao Depot) 
HEALTH: 
(a) Quarantine Station: Sea area surrounded by the following lines 
1. From Senbonyama Beacon to Megami Beacon 
2. From Megami Beacon to Naginata Lighthouse. 
3. From Senbonyama Beacon to Takaboko Island. 
(b) Quarantine service is rendered from sunrise to one hour before 
sunset. 
(c) Radio Pratique is effective. 
RADIO: Recommended Master communicates with Agent through Chos 
Radio or Nagasaki Radio which cover all ports in Japan. If specifica!’ 
Westbound vessel to contact Choshi and Northbound to contac 
Nagasaki Radio respectively. 
TUGS: Tugs normally join vessel at anchorage for swinging andor ® 
berth for assisting vessel. Tugs available: 33,200 h.p. owned by Dok# 
Tug Co.; 3,500 h.p., 3,000 h.p., 2,880 h.p. and 2,400 h.p. owned 
Kowa Kogyo Co.; 2,200 h.p. owned by Nishi Kyushu Marine Co. Li¢ 
BERTHING: No specific requirements. Pilot boarding time will be notife’ 
by ship's Agent mainly by radio. 
Wharf 


Length Depth Capacity Crane 
Dejima 413 m. 9m. 10,000 g.r.t. 3 tons x 2 
x 2 vessels 2 tons x | 
Yanagi 270 m. 12m. 46,000 g.r.t. 
x 1 vessel 
Yanagi 185 m. 10 m. 7,000 g.r.t. 
x 1 vessel 
Matsugae 275 m. 12m. 50,000 g.r.t. 
x 1 vessel Passenger si 
Buoy Ship's Length Permissible Capacity 
(O.A.) draft git 
Nos. 1 —2 270 m. 14m 105,000 * } 
Nos. 2-3 250 m. 14m 50,000 * 
Nos. 3-4 200 m. 14m 20,000 * 
Nos. 4-5 175 m. 14m 6,000 * 
Otao Nos. 1-2 347 m. 21m 150,000 * ’ 
MHI MC—MD 256 m. 10m 25,000 * 


—S: Floating Cranes: 120 tons owned by Kowa Kogyo Co.; 330 

wp floating crane available with adequate prior notice which originally 
sated in Moji area. / 
«eVEDORES: At least 24 hours’ prior notice excluding Sundays and 
days required in order for Agent to arrange stevedores. Vessel must 
pstantly keep her Agent advised of ETA. If stevedores cannot 
“mmence loading/unloading at time notified by the Agent the orderers 
ast pay for waiting time. If cargo gear not rigged on berthing, 
eeyedores will do same for ship’s crew at additional cost. Overtime 
eenarges 1630-2130 hrs. 60% additional of basic stevedorage; 
30-0500 hrs. next morning 150% additional; Sundays/holidays 100% 
sétional. 


yEDICAL: No advance notice required unless urgent. 

TANKERS: 

seth Product Shoreline re 

t.p.h. 

lengyoren Diesel/ 8"x1 700 
Kozaki Depot) Gas Oil 

vayashikane Oil Diesel/Gas/ 8"x1 700 
Dinokubi Depot) Lub Oil 

wodil Oil Co. Fuel Oil 8"x1 400 
Kibachi Depot) (Berthed alongside) 

gemitsu Kosan Fuel Oil 8"x1 400 
(Kibachi Depot) 6"x1 400 

general Sekiyu Fuel Oil 8"x1 700 

(Otao Depot) (Sea Buoy) 


Aslop discharge station operated by Nishi Nippon Tanker Service 
wated at loshima with facilities for tankers up to 500,000 d.w.t. mooring 
three 20-ton bollards. Receiving capacity 1,500 cu.m. per hour. The 
wk cleaning facilities can accept 10 vessels of 200,000 d.w.t. per 
month. 

DENSITY: 1025. 

*RESH WATER: Capacity of water barges: 500 tons and 300 tons. 
dbarges in total. Rate of delivery: 100 t.p.h. Wharf hydrants at Yanagi, 
Vatsugae and Dejima. 

FUEL: Available ex-barge only. 3-5 days’ prior notice required by oil 


company. 
fiRE PRECAUTIONS: No specific precautions. 
CONSULS: 
People's Republic of China, Consul-General, tel. 49-3311 
French Consul Agency, tel. 23-1221 
Portuguese Honorary Consul Agency, tel. 26-2311 
REPAIRS: All types of repair can be carried out. 
DRY DOCKS: 


Length Width Depth Capacity (g.r.t.) 
foyagi Dock (MHI) 400m. 100.0m. 14.5 m. 250,000 
No. 2 Dock (MHI) 335m. 54.0m. 9.5 m. 165,000 
No.3 Dock (MHI) 268m. 37.2m. 8.8 m. 65,000 


SURVEYORS: Cargo surveyors able to attend from Moji or other areas 
‘prior notice given. LR, ABS and BV are available in Nagasaki. Salvage 
‘ssociation or U.S. Salvage are able to attend from Moji to Nagasaki. 
GANGWAY/DECK WATCHMEN: Not specially required unless 
rassengers or valuable cargo on board. 

0PENING/CLOSING HATCHES: Stevedores carry out opening and 
cesing hatches. If any time lost by ship's crew doing this work, 
sevedores charge ship for waiting. Recommend request stevedores for 
hs work unless crew can complete it before berthing. 

CERTIFICATES: Valid Cargo Gear Certificates sometimes required by 
sievedores when cargo gear maintenance appears to be poor. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore, 
‘wut no spirits. 

REPATRIATION: Possible. 

NRPORT: Distance 54 km. (centre of town to air terminal). Time 1.5 
‘ours by car. All Nippon Airway have regular daily service with 7 flights 
‘Tokyo and Osaka, and Towa Domestic Airlines have regular daily 
“vice with 2 flights for Tokyo. 

Overseas services: Japan Air Lines (JAL) and General Administration 
2 Cwil Aviation of China (CAAC) have regular service with 2 flights a 
eek to Shanghai, China. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
*OLICE/AMBULANCE/FIRE: Police 22-2141; Ambulance/Fire 22-3211 

"re station). 

ERGENCY CO-ORDINATION CENTRE: Contact Harbour Master. 
TELEPHONE: Shore telephone can be installed on board vessel at 
"arves of Yanagi, Matsugae and Dejima. Vessels at Mitsubishi Yards 
“Communicate via shipyards’ switchboard with town. 

STORING: See “Prelims”. 

1. Yes. 

2 No restrictions, vessel can store at anytime if adequate notice 
given. 

3 pers can proceed alongside at the berth. 

es. 

No special regulations, but a simple style application must be made 
to Customs before storing. 

0. Yes. 

SORE LEAVE: Local Immigration Officers issue shore pass valid for 
ut 15 days, but 15 days’ extension possible if ship stays longer. 
‘UTHORITY: Nagasaki Port Authority, 2-11 Dejima, Nagasaki City. 

* (0958) 22-1257. FAX: 0958-22-2265 (Head office). 
arbour Master (Maritime Safety Agency): 7-29 Matsugae, Nagasaki. 
* (0958) 27-5133. 

‘GENT: Sub-agents of Dodwell & Co. Ltd., Tokyo, Nagasaki Warehouse 
“ Ud. 2-13, Dejima-Machi, P.O.Box 6, Nagasaki. Tel. Nagasaki 


eed ~cgl Cable Address: Ringer Nagasaki. Telex: 0752322 
OJ. 


oe 


JAPAN 


NAGOYA: 35.05 N. 136.53 E. (See Plan) 


LOCATION: Situated at Northern head of Ise Bay. Harbour protected 
by breakwater 8,250 m. in length stretching from Chita Peninsula to bank 
of Kiso River at opposite side of harbour. 

DOCUMENTS: 

(a) Quarantine (only when arriving from a foreign port); 1 Maritime 
Declaration of Health, 1 Crew List, 1 Cargo Manifest, 1 List of 
Passengers (if any on board), Log Book and Registry should be readily 
available. 

(b) Customs: 1 Declaration Inward/Outward with ports of Call, 1 Ship's 
Registry, 1 Last Port Clearance, 1 Store List including arms and 
narcotics, 2 Manifests of Cargo for Discharge (prepared by Agents), 
1 Manifest of Through Cargo, 1 Crew List, 1 List of Passengers, 1 List 
of Crew's Baggage (only necessary if crew-members have to land 
personal effects ashore). 

(c) Immigration: 1 Crew List, 1 Notification of Arrival, 1 Application for 
Shore-passes, 1 List of Passengers, 1 Notification of Departure (to be 
returned through Agents after sailing). 

(d) Harbour Master: 1 Crew List, 1 Declaration Inward/Outward with 
Ports of Call. 

(e) Port Authority: 1 Declaration Inward/Outward with Ports of Call. 
PILOTAGE: Request Pilot and other services to JHY (Nagoya Port 
Radio Station) at least 5 or 6 hours prior on frequency 500 kHz. JHY 
keeps watch also on 480 kHz. Pilot station near No. 1 and No. 2 channel 
buoys at entrance of harbour channel (1). When wind over 15 m./sec. 
Pilot boards inside High Tide Breakwater. When very rough, Pilot taken 
on board East side of Kinjo Signal Station. Pilotage compulsory for 
vessels over 10,000 g.r.t. Pilot boat white painted with white and red 
funnel and letters “Pilot” on hull. 

Shipmaster's Report: January 1985. 

Pilotage for “Irago Suido”, entrance for Yokkaichi-Nagoya Bay, has 
become compulsory since beginning of 1984. 

Pilot to be arranged through the Agents and boards at Lat. 34° 31’ N., 
Long. 137° 04’ E. 

ETA to be confirmed 3 hours before arrival at No. 1 Buoy by VHF, 
and also to Nagoyahoan, which is the controlling body for the traffic in 
the Irago Strait. 

Shipmaster's Report: January 1987. 

All vessels must enter and leave Ise Bay through Irago Suido Traffic 

Route. Pilotage is compulsory for all foreign vessels and for all vessels 
of 10,000 g.r.t. or over operating N.W. of a line bearing 050° from Hansu 
Hana Lighthouse (Lat. 34° 26.5’ N., Long. 136° 55.6’ E.) to the coast of 
Atsumi Hanto. 
ANCHORAGES: Quarantine Anchorage, located outside High Tide 
Breakwater offers safe anchorage for vessels awaiting Pilot or 
quarantine service. Depth of this anchorage area ranges from 10 m. to 
20 m. Sea bed silty clay. 


MAX. SIZE: 
Berth Capacity Depth Length 
(d.w.t.) (m.) (m.) 
Tanker lsewan 250,000x2 25.5 500 
Sea Berth 
Ore Carrier Nippon Steel Corp. 100,000x1 14.0 350 
Container Ship Nagoya Container 
Berth 35,000 x3 12.0 872 
Car Carrier Toyota 65,000 x 1 11.0 250 
General Cargo Nisshin Seifun 50,000 x 1 12.0 150 
Toyo Grain 50,0001 12.0 255 
Oji Seishi 50,000 x2 12.0 227 
249 


HEALTH: Radio Agent for Free Pratique within 36 hours before arrival, 
advising full details of vessel and health conditions on board. When Free 
Pratique is granted by radio vessel will be required to submit the following 
documents to Quarantine Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case, of infectious 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

RADIO: 

JHY (Nagoya Port Radio Station). Service area: 100 miles. Frequency: 
500 kHz. Working frequency: 429.5 kHz. 

International VHF (Nagoya Port Radio). Service area: 100 miles. 
Frequency: Channel 16, working Channels 12 and 20. 

To be given prior arrival: Name; Capacity; Draft and length; Port of 
departure; Last port; Time of arrival at outer port; Time of passing 
Kamishima Signal Station; Grade of cargo; Grade of dangerous cargo 
(if any); Health of crew. 

TUGS: Usually join at point where vessel directs course toward allocated 
berth. Tug’s lines normally used without charge. 


BERTHING: 
Public Wharves 


Berth Length Depth Capacity 
No. (m.) (m.) (g.r.t.)* 
d.w.t.) 
Garden Pier 1 245 4.5-10.0 700x1 
15,000 x 1 
2 185 10.0 15,0001 
3 210 10.0 *20,000x 1 
West Pier 8 185 10.0 15,000 x1 
9 120 4.5 700x2 
10 185 10.0 15,000 x 1 
969 


andl 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 


Berth Length Depth Capacity 


No. (m.) (m.) (g.r.t.)* 
(d.w.t.) 
Inaei Pier 16 170 9.0 15,000 x 1 
17 226 9.0 15,000 1 
18 176 9.0 15,000 x1 
19 180 10.0 15,0001 
Inaei Pier No. 2 20 — 21 380 10.0 15,000 x2 
22 — 24 540 10.0 15,000x3 
25 200 10.0 15,000 x1 
26 140 4.5 700x2 
No. 10 Coal Wharf 27-29 413 9.0 3,000 x 1 
10,000 1 
15,000 x 1 
31 60 4.5 7001 
32 130 ee 5,000 1 
33 185 10.0 15,000 x1 
No. 4 Wharf 11-12 260 7.5 5,000 x2 
No. 5 Wharf 36 183 5.5 2,000 x2 
No. 6 Wharf 38 185 10.0 15,000x 1 
39 213 9.0 15,0001 
No. 7 Wharf 40-41 240 7.3 5,000 x2 
No. 8 Wharf 43 — 45 420 5.5 2,000 x 4 
700x1 
46 — 48 571 Lt) 2,000x5 
700x1 
Scrap Wharf 50 180 10.0 15,000 1 
5 120 4.5 700x2 
West Pier of 
Area No. 11 70 360 6.5 2,000x4 
Kinjo Wharf 52-53 497 12.0 35,000 x 2 
54 — 56 600 10.0 15,000x3 
58-62 1,000 10.0 15,000x5 
63-67 1,000 10.0 15,000x5 
71 450 5.5 2,000x5 
72-75 520 ra) 5,000 x4 
*76 —77 470 10.5 20,000 x 2 
78 — 81 730 10.0 15,000x4 
82 — 84 600 10.0 15,000 x3 
85 280 12.0 *50,000x 1 
Sorami Wharf 95 — 96 440 wits) 2,000 x3 
1,500 x1 
700 1 


West 4 Section (Logs) 98 —99 370 10.0 15,000 x2 
(G.C.) 90-91 270 10.0-12.0 15,000x2 
92 350 12.0 35,000 1 


West 3 Section (Logs) 88 — 89 260 1.0 5,000 x2 
Public Buoys 

Buoy No. Capacity 

No. 2, 3, 4 27,000 x2 
No, (578, 9, 105°" 145.12, 

19, 20, 21, 22 20,000x8 

No. 50, 51, 52, 57 15,000x3 

No. 53, 54, 58 15,0003 

**No. 55, 59, 60, 61 15,000x3 


Remarks: ‘*Wharf No. 76, 77 & 92 Full Container Berth 
*“Buoy No. 11 and No. 12 Used as Single Buoy 


Private Berths (More than 10,000 d.w.t. capacity) 


General Cargo Capacity Length Depth Remarks 
(d.w.t.) (m.) (m.) ; 
Ube Cement Co. Pier 14,000 78 10.0 Dolphin 
Toho Gas Co. Pier 25,000 144 10.0 
lsewan Kaiun & Nippon Kaiun 
Pier 10,000 152 9.0 
Rinoru Yushi Co. Pier 34,000 182 10.0 
Toray Pier 13,0005 "175 10.0 
Nisshin Seifun Pier 50,000 150 12.0 
Toyo Grain Terminal Pier 50,000 255 12.0 Dolphin 
Zen Nou Pier 65,000 190 12.0 Dolphin 
Chita Futou Co. Pier 35,000 160 12.0 
Oji Seishi Pier 50,000 227 12.0 Dolphin 
50,000 249 12.0 
Yura Kaiun Pier 15,000 250 10.0 
Cement 
Chichibu Cement Co. Pier 12,000 73 10.0 Dolphin 
Automobiles 
Toyota Pier 65,000 250 11.0 
30,000 500 11.0 
20,000 200 11.0 
Tankers 
see “Tankers” 
Iron Ore 
Nippon Steel Corp. Pier 100,000 350 14.0 
70,000 250 13.0 
70,000 250 13.0 
50,000 140 13.0 
Containers 
Public Berth 76-77 20,000x2 470 10.5 3 cranes 
92 35,000x1 350 12.0 2 cranes 


DENSITY: 1020. 

FRESH WATER: Water supplied direct from pier. 

CONTAINER HANDLING FACILITIES: Nagoya Container Berth Co. 

Berths R1, R2 and R3. R1 equipped with 22 m. Ro/Ro ramp. Total length 

872 m. Depth 12.0 m. Capacity 3x 35,000 d.w.t. 6 cranes available. 
Also see “Berthing” — “Private Berths”. 

REPAIRS: All types of repairs possible. Repairs by Ishikawajima-Harima 

Heavy Industries Co. Ltd., Aichi Works. 
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DRY DOCKS: Ishikawajima-Harima Heavy Industries Co. Ltd., 
Works. (IHI), length 810 m., width 92 m. Capacity: Repair 161,000 grt 
build 95,000 g.r.t. : 
BULK HANDLING FACILITIES: Coal Pier (Area No. 10 Wharf) c= 
accommodate ships up to 15,000 tons. Depth of water 10.0 m. 

Nippon Steel Corp., has 1 berth for handling of iron ore with 359» 
long wharf and a depth of water 14 m., 2 berths for ore and/or coal we 
a 500 m. long wharf and a depth of 13 m., 1 berth for scrap iron we 
140 m. wharf and a depth of water 13 m. 

Grain handling facilities include Wharf No. 8, 185 m. long and 10» 
deep. Nisshin Wharf 150 m. long and 12 m. deep. Toyo Grain Whar 
255 m. long and 12 m. deep. Chita Futo Wharf 160 m. long and 125 
deep. 

Also see “Berthing”. 

Ferry Terminals: Nagoya Ferry Berth Co. has 3 berths. Total lengthy 
663 m. with 7.5 m. depth. Capacity is 17,000 g.r.t. and 2* 10,000 gy; 
MEDICAL: Hospitals conveniently located near port. : 
TANKERS: 62 oil tanker berths over 1,000 tons including 2 off-shog 
berths (Sea Berth) of depth: 25.5 m. for 250,000 ton tankers. 


Berth Length Depth Capacity Remarks 
(m. (m.) (d.w.t.) 

Nippon Mining Corp. 128 12.0 50,000 Dolphins 

Idemitsu Chita 433 14.0 100,000 Dolphins 

Toho Gas 420 14.0 100,000 Dolphins 
Chubu Electric Power Joint 
Nippon Mining Corp. Berth 

Showa Shell Petroleum 280 12.0 30,000 Dolphins 
Nippon Petroleum Joint 
Marubeni Berth 

Isewan Sea Berth 500 25.5 250,000 Offshore 

Facility 


Operator's Report: 1983. 

Ise Bay Sea Berth (Discharging Terminal) is operated by Isewan Se 
Berth Co., Ltd. 

Terminal operates 24 hours per day, 7 days a week. Ships moore 
and unmoored daytime, weather or other circumstances permitting 
Terminal will not be closed due to any holidays. : 

Depth around the Sea Berth is 25.0 m. Berth direction alignment « 
North (360°) — South (180°). 

Location: Lat. 33° 55' 26" N., Long. 136° 44’ 36” E. 

Pilotage: Sea Berth requires Pilot for berthing and unberthing. 
Anchorage: South 1, 2, 3, miles off from South end of Ise Bay Sea Berth 
Berthing: East berth port side alongside. West berth starboard sit 
alongside. 

Cargo Handling: Maximum rate 18,000 Kl/hr. Minimum pressu 
10.0 kg./sq.cm. at manifold. 

FUEL: All grades fuel available. Delivered by barge only. 
CONSULS: The following countries are represented in Nagoya: Kores 
Singapore and U.S.A. 

GANGWAY/DECK WATCHMEN: Not compulsory but available. 
OPENING/CLOSING HATCHES: Normally carried out by crew. Wher 
stevedores do this work charges are made. 

CUSTOMS ALLOWANCES: For crew (per landing): 60 cigarettes 
1 bottle of spirit when sailing period exceeds one month, 2 bottles ove 
3 months. 

For passengers: 3 bottles of spirit; 200 cigarettes or 50 ciga’s 
2 ounces of perfume. 

AIRPORT: Nagoya Airport, 20 km. from Port. Flights available © 
Bangkok, Brisbane, Cheju, Denpasar, Guam, Hong Kong, Honolul 
Pusan, Saipan, Seoul, Singapore, Sydney, Taipei, Toronto aw 
Vancouver. 

HOLIDAYS: Cargo handling not arranged on December 31st, Janualj 
1st, 2nd and 3rd, and July 20th (Maritime Day). 

TIME: JST (Japan Standard Time), 9 hours ahead of GMT. 
POLICE/AMBULANCE/FIRE: Police 110, Ambulance 119, Fire 119 
TELEPHONES: Telephone can be arranged on board ships berthedé 
most wharves. For application call 652-7581. Telegram 115, Time 1! 
Weather 177. 

IDENTIFICATION CARDS: Required. 

DEVELOPMENTS: Main Channel 14 m. deep and 350 m. wide will ® 
enlarged to 17.5 m. deep. Secondary Channel 10 m. deep and 300" 
wide will be dredged to 12 m. deep and 400 m. wide. 

Anchorage area 9 m. deep at present will be deepened to 10m 

Kinjo Pier Development: 26 berths with 10 m. will be constructed 

Nippon Kokan K. K. to build large graving dock at Tsu. Length of 000 
250 m. Width of gate 220 m. 

New deep water berth to be built on the South side of the conta"® 
berth with length 350 m. and depth 14.0 m. Completion expected dul™ 
the first half of 1991. 

AUTHORITY: Nagoya Port Authority, 8-21, Irifune, 1-Chome, Min® 
Ku, Nagoya, 455-91 Japan. Tel: (052) 661-4111/4. Telex: 044638!" 
NPAJ. FAX: (052) 661-0155. Contact: Yoshiro Haraguchi, Execut 
Vice-President. 

AGENT: Sub-agent of Dodwell & Co.. Goyo Kaiun Kaisha Ltd # 
Irifune 2-chome Minato-ku, Nagoya-shi Aichi-ken. Cable Add 
“Shipgoyoh Nagoya”. Domestic Telex: 446-3113 Spgoyo J. 
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yHA, Okinawa: 26.12 N. 127.40 E. (See Plan) 
scUMENTS: 
| “gip's Register. 

last Port Clearance. 

Crew Lists, including Passport Numbers. 

yPassenger Lists. 

‘Stores List. 

‘Declaration of Crew's Baggage, i.e. tobacco, wines/spirits, camera, 

wrist-watch, radio, firearms/swords, etc. (Only at first port of call 
in Japan.) 

snip's Agent will prepare Inward/Outward Declaration, 1 Cargo 
untest, Cargo Manifest in transit using specific forms. Therefore Ship's 
went should be provided with necessary information about details of 
qoes in advance. 
®MOTAGE: Pilot services compulsory. Pilot boards in position Lat. 
# 13 49" N., Long. 127° 38’ 20” E. International Pilot Signals used. 
#STRICTIONS: Vessels entering Naha Port are controlled by the 
sting depth in the entrance channel of 11 m. Entry possible 24 hours. 
WX, SIZE: Length and beam not limited. Max. draft 11 m. 
ALTH: Radio Pratique possible. Formalities will be carried out at the 
yarantine Anchorage. 
24D10: Recommended communicate with Agent through Choshi Radio 
y Nagasaki Radio, which cover all ports in Japan. If specifically 
yestbound vessel to contact Choshi, and Northbound to contact 
\sgasaki Radio, respectively. 
GS: 3 tugs available, 2,000 h.p. — 2,400 h.p. 


3ERTHING: 
Number of 
Berth Length Depth Berths 
(m.) m.) 

\aha Whart 

No. 1 200 FAs) 1 

No. 2 195 9.5 1 

No. 3 178 9.5 1 

No. 4 56 Fate) 0 

No. 5 76 5.0 0 
No. 6 147.7 fete 1 
Sinko Wharf 

No. 1 474 G5 3 
No. 2 70 5.0 1 

No. 3 420 rae 3 
No. 4 420 7.5 3 
No. 5 420 11.0 2 


No. 6 11.0 2 
SIEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
widays required in order for Agent to arrange stevedores. 

VEDICAL: All medical and hospital facilities available. 
TANKERS: Two berths for tankers at North side of commercial port. 

Berth F - 7.5 m. depth alongside. 

Berth G — 8.5 m. depth alongside. 

*RESH WATER: Available at the berths at a rate of 20 t.p.h. — 50 t.p.h. 
*UEL: All grades of fuel available. 

PENING/CLOSING HATCHES: Stevedores will carry out this work. 
‘st per gang according to type of cargo. Recommend stevedores for 
®swork unless crew can complete it before berthing. 

#EPAIRS: Facilities available for minor repairs. 

WSTOMS ALLOWANCES: Each man allowed take 60 cigarettes 
shore, but no spirits. 

'ME: GMT plus 9 hours all year round. 

HORE LEAVE: Local Immigration Office issues shore pass valid for 
‘says, but extension possible if ship stays longer. 
XVELOPMENTS: Large scale developments 
*mpletion expected in 1990 — 1991. 

New bridge recently completed. 

‘UTHORITY: Port & Harbour Bureau, Naha City, 95, Tondo-cho, Naha 
“y, Okinawa Pref. Tel: (0988) 68-1843. 


‘GENT: Sub-agent of Dodwell & Co., Connell Bros. Company, Ltd., 
*0B8ox 57, Naha, Okinawa. Cable Address: Seabsea Naha. Tel: J 
#22, Tel: (0988) 63-3991. 
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\AKANOSEKI: 34.00 N. 131.34 W. (See Plan) 


HIPMASTER'S REPORT: December 1988. 


_ RCUMENTS: 
Ship's Register. 
‘ast Port Clearance. 
2copies of Crew List, including Passport Numbers. 
Scopies of Lists of Ports of Call. 
| Copy Stores List. 
»°Py Through Cargo Manifest. 
ease note that Nakanoseki was not the first Port of Call in Japan. 
ppl 's the case then at least one Declaration of Crew's Baggage and 
*® Maritime Declaration of Health will probably be required. 
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“"lals: 

~ustoms: Stationed in Nakanoseki. 

Maritime Safety Office: Stationed in Nakanoseki. 

varantine: Not stationed in Nakanoseki. Free 

Pratique is to be obtained through 
Tokuyama, Ube = and/or Mutsure 
Quarantine Station prior to proceeding to 

a : Nakanoseki. 

amigration: Officials stationed at Tokuyama Office. 

on Authority: Stationed in Nakanoseki. 


“* Status: Open Port (Mitajiri — Nakanoseki Port). 


~ 
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PILOTAGE: Available, but not compulsory. 

According to information received by the vessel prior to arrival off the 
port, Harbour Pilot boards in the vicinity of a 250 m. radius circle (true 
bearing 159°, 1,590 m. from Nakanoseki Lighthouse), depth of water 
approximately 11.10 m. This boarding area is used for vessels with a 
deadweight in excess of 10,000 tons or if the LOA exceeds 150 m. 

Information was also received from the vessel's Agent prior to arrival 
regarding the pilot boarding area. They advised me that the Pilot would 
board in position Lat. 33° 58’ N., Long. 131° 33’ E. (090°, 2.0 miles from 
Saba Shima Lighthouse). In my opinion this is the more practical of the 
2 boarding areas as it keeps the vessel well clear of the numerous fish 
havens in the vicinity of the channel entrance and allows plenty of room 
to manoeuvre to seaward should the vessel have to drift and await the 
Pilot during periods of high winds. 

If required, Inland Sea Pilotage service is available either from 
Sekisaki, Kobe, Hesaki, Tokuyama and/or Kadamatsu Pilot Station. 

The Pilot boarded the vessel using one of the local tugs. 

The Pilot advised me that during flood tide a current of up to 1.2 knots 
can be experienced across the channel entrance, flowing from East to 
West. During ebb tide the flow is in the opposite direction. 
ANCHORAGES: There is no suitable waiting anchorage for vessels of 
this size (PCC/Lumber Carrier, 33,000 g.r.t.). Vessels are requested to 
adjust their ETA so that they arrive at the Pilot Station without having 
to anchor. | questioned the Pilot as to why it was not permissible to 
anchor in the vicinity of the Pilot boarding ground and he advised me 
that it was because of the numerous fishing havens in the area and 
objections received from local fishermen. 

Should the vessel be compelled to anchor for any reason, the Pilot 
advised a position 138°, 3,000 m. from Ryugu Saki Light. Care must be 
taken when anchoring in this position due to the close proximity of 
underwater cables. 

RESTRICTIONS: Berthing is carried out between sunrise and sunset. 

Unberthing is carried out between sunrise and one hour before sunset. 
MAX. SIZE: Dependent on height of tide. Vessel must have 10% under 
keel clearance in the approaches, where the depth of water is 10.50 m. 
VHF: During the early morning approach to the port the vessel was 
unable to contact the Pilot by VHF. 

TUGS: Available as required. Stationed at Tokuyama Port. This vessel 
used 2 tugs for berthing and 1 tug for unberthing. Vessel is equipped 
with bow thruster and was berthed starboard side to, head out. 
BERTHING: Nakanoseki Wharf No. 3 (Owned/Controlled by Yamaguchi 
Prefecture). 

The berth is used exclusively for Mazda vehicles/CKD but occasionally 
for Log/Plant carriers. 


Depth of water in approaches: 10.50 m. 
Depth of water alongside: 12.00 m. 
Length of Wharf: 240 m. 


Side alongside: Basically port side to, but 
starboard side to is also 
acceptable. 

The berth is very exposed to the W/N.W. and strong winds blowing 
from this direction could prove to be a problem for high-sided PCC type 
vessels. 

STEVEDORES: For loading Mazda cars/CKD. 

Nippon Express Company Limited, Hofu Branch. 

Mazda Logistics Service Company Limited, Hofu Branch. 

Naigai Unyu Company Limited, Hofu Branch. 

Loading Rate: Approximately 80 units per gang hour, subject to stowage. 
Labour: Basically 3 or 4 gangs, but a maximum of 6 gangs are available. 
FRESH WATER: Available from shore hydrant, rate approximately 
10 tonnes per hour. The basic charge is 275 Yen per tonne. Barge supply 
is also available, but this must be brought up from Tokuyama Port. 
GENERAL: Charts: There is no large scale BA. Chart of the area 
available at present. For the purpose of our visit, Japanese Chart 
No. 1134 was purchased. 


NAMIKATA: 34.07 N. 132.55 E. 


Port Status — Closed Port. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage. 

PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. 

Inland Sea Pilot Association covers all Inland Sea ports. Pilotage not 
compulsory but recommended in view of great number of islands causing 
navigational hazards. Pilot obtained from one of three pilot stations 
dependent upon vessel's last port of departure and at Master’s 
discretion. Pilotage available throughout 24 hours and 72 hours’ advance 
notice preferred, thereafter advising any alterations. Most Inland Sea 
Pilots also act as Harbour Pilots up to berth. 

1. Wadamisaki. (In this case Pilots compulsory if over 10,000 g.r.t.) 
Position: Lat. 34° 38’ N., Long. 135° 11’ E. Cable Address: “Anjin Kobe”. 

2. Sekisaki. Position: Lat. 33°13'N., Long. 131°54'E. Cable 
Address: “Anjin Saganoseki”. 

3. Hesaki. Position: Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. Cable 
Address: “Anjin Moji”’. 

ANCHORAGE: No anchorage at Namikata. 


(See Plan) 
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RESTRICTIONS: Mooring and unmooring daytime only. 

MAX. SIZE: Oil tankers: 125,000 d.w.t. Gas tankers: 67,000 d.w.t. 
HEALTH: Closed port. Vessels should obtain Pratique at Matsuyama. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio. 

TUGS: Join vessel off Namikata, always using tug’s line without charge. 
2 to 4 tugs are required for berthing, depending on size of vessel. 
BERTHING: Berthing time will be notified by ship's Agent by radio. 
MEDICAL: No advance notice required unless urgent. 

TANKERS: Namikata Terminal Co. Ltd. only. Located approximate 
position Lat. 34° 07’ 07" N., Long. 132° 54’ 32” E. See “Max. Size”. 
FRESH WATER: Available by shore line. Rate of delivery: 20 t.p.h. 
FUEL: Not available. 

REPAIRS: Not possible. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. Nearest Immigration Office situated at 
Niihama. 

AIRPORT: Nearest at Matsuyama and Takamatsu. 

TIME: GMT plus 9 hours. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONE: No facilities for placing telephones on board. 

SHORE LEAVE: Local Immigration Officer issues shore pass. 
GENERAL: As this port is a closed port, the undermentioned procedures 
required to obtain special permission to enter from Shikoku Maritime 
Bureau: 

Usually vessels call at Matsuyama to obtain special permission for 
entering closed port at Namikata, by paying the charge at the same rate 
as tonnage dues; the above procedures will be undertaken by Agent. 
No quarantine available, the nearest Quarantine Station at Matsuyama. 
No Immigration Office at this port (Officials come from Niihama). 

The above procedures of Quarantine/Customs will be undertaken by 
Namikata Agent. 


SHIPMASTER’S REPORT: May 1987. 
Pilotage: Inland Sea Pilot from Seki Saki inwards who also undertakes 
berthing/unberthing, etc. Inland Sea can be traversed by day or night 
although daylight is preferable. 

Pilot should be ordered in advance, telexes sent to ‘Oita Kyushu” via 


Moji MSA Radio and confirmed by VHF when within range of Oita Radio. 


Restrictions: Berthing/unberthing daylight only when current is less than 
0.5 knots for LPG tankers and 1.0 knots for other tankers. 

Vessels must proceed to Matsuyama Anchorage for Immigration 
clearance and to await suitable berthing conditions. 
Anchorage: No anchorage off Namikata, waiting vessels must anchor 
off Matsuyama. 
Obstructions: There is a 10 m. patch just North West of Kazitori-No-Ha. 
Tugs: 3 tugs used for berthing and 2 tugs used for unberthing with the 
usual guard tug in attendance inwards and outwards from Matsuyama 
and whilst vessel alongside. 
Berth: Berth is of modern construction and design. Vessels usually berth 
starboard side to with 4 head/stern lines, 2 breast lines and 2 springs 
fore and aft. Arms: Liquid 2 x 12in. ASA. Vapour return line 1 x 8 in. 
ASA. Discharge rate 1,800 tonnes/hour. Shore gangway provided.Fuel: 
No bunkering allowed at Namikata, however can be supplied off 
Matsuyama where additional tonnage dues must be paid. 


AGENT: Kaiko Tanker Co. Ltd., Namikata Office. Address: Miyazaki- 
600, Namikata-cho, Ochigun, Ehime, Japan. Tel: 0898-52-2009. Telex: 
5845554. FAX: 0898-52-2367. Cable Address: Kaiko Imabari. 

Kaiko Tanker Co. Ltd., Matsuyama Office. Address: 6-12, 1-chome, 
Nakasuka, Matsuyama, Japan. Tel: 0899-51-0733. Telex: 5842011. 
FAX: 0899-51-0359. Cable Address: Kaiko Matsuyama. 


NAOETSU: 37.11 N. 138.14 E. 


DOCUMENTS: 

1 Inward Declaration of Vessel. 

1 Cargo Manifest. 

1 Through Cargo Manifest. 

1 List of Provisions and Stores. 

1 List of Tobacco and Personal Effects. 

7 Crew Lists (preferably airmailed in advance). 

2 Passenger Lists. 
PILOTAGE: Pilot embarks at Quarantine Anchorage to take vessel 
directly to berth during daytime. All transmitting and receiving through 
Niigata Radio Station (call sign JCF, Type of Wave: 438454) or Choshi 
Radio Station and/or Nagasaki Radio Station. Cable Agent 1 week's 
notice of ETA and accurate ETA 24 hours before arrival, thereafter 
advising any change in arrival time. No pilot boat. Pilot uses tug-boat. 
ANCHORAGES: Half-circle drawn at a point of Lat. 37° 11’ 31” N., Long. 
138° 13’ 59” E. (lighthouse) with radius 1,600 m. 
RESTRICTIONS: Berthing and unberthing daytime only. 
MAX. SIZE: LOA 160 m. draft 9.50 m. in Summer, and 9.00 m. in Winter. 
HEALTH: Radio Pratique available. Formalities will be carried out at the 
anchorage. Quarantine Station 321° — 2,200 m. (Lat. 37°11’ 45"N., 
Long. 130° 14’ E. 700 m. radius) from Naoetsu Lighthouse. 
RADIO: Niigata Radio Station: JCF. Nagasaki Radio Station: JOS. 
Choshi Radio Station: JCS. 
VHF: Channel 16. 
TUG: Normally joins vessel at entrance of port. Ship's lines used. 
One tug 750 h.p. One tug 1,800 h.p. will be brought from Niigata when 
required. 
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BERTHING: 
Permissible 
Berth Length Depth Draft Capacity Remarks 
(m.) (m.) (m.) (d.w.t.) 
West Wharf No. 1 185 10.0 9.0 25,000 1 Unioag 
West Wharf No. 2 185 10.0 9.0 25,000 2 Tower Crate 
South Pier No. 1 105 6.0 55 3,000 
South Pier No. 2 105 6.0 Passenger Boat Siz, 
South Pier No. 3 128 6.0 1,500 
South Pier No. 4 120 45 Fishing Boat State 
Centre Pier No. 1 130 6.3 3,000 
Centre Pier No. 2 185 78 15,000 
Lumber Pier 185 10.0 8.9 15,000 
East Pier No. 1 185 10.0 9.0 25,000 
East Pier No. 2 185 10.0 9.0 15,000 
East Pier No. 3 185 10.0 9.0 15,000 
Kosanhin 11.5 40,000 2 Chae 
Tanker Berth N 105 6.0 3,000 
Tanker Berth L 150 6.0 2,000 


STEVEDORES: ETA, draft and hatch cargo quantities to be advig 
before arrival. Main bulk commodities: unloader crane (1) 150 tp» 
tower cranes (3) 120 — 130 t.p.h. and equipment. 

MEDICAL: No notice required except in emergency, and attendance» 
Sundays/holidays. 

DENSITY: 1023 — 1025. 

FRESH WATER: Available from shore. 30 t.p.h. 

FUEL: Domestic oil is available. Bonded oil will be brought from Moj» 
Hakodate, with sufficient advance notice. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

GANGWAY/DECK WATCHMEN: No professional watchmen availate 
OPENING/CLOSING HATCHES: Stevedores if Owner guarantee 
payment of operation charges. 

CUSTOMS ALLOWANCES: Tobacco: Each crew member allowed: 
retain for his private use 200 cigarettes, 50 cigars, 250 grams of tobacn: 
etc. Wine/and/or Spirits: 1 bottle of liquor, to last 1 week. 
REPATRIATION: Necessary documents to be submitted to Immigratiy 
and Customs Authorities in Naoetsu. 

AIRPORT: Niigata. 2.5 hours by train. One flight per day to Tokyo. 
TIME: GMT plus 9 hours. Permanent. 

HOLIDAYS: No work 31st December and 1st, 2nd and 3rd Januay 
Subject to gangs on other holidays. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
TELEPHONE: No facilities for placing telephones on board. 
SERVICES: Technicians for repair and/or adjustment of radar» 
wireless despatched from Niigata or Tokyo. Hold and/or tank cleanin 
operations by shorehands available, however gangs are from Niigata 
SHORE LEAVE: Crews allowed ashore within limit of Johetsu City 
IDENTIFICATION CARDS: Passport and/or Seaman's Book requie 
DELAYS: Due to port congestion. 

GENERAL: During Winter and bad weather, hire of nylon (op 
(100 mm.) desirable in order to avoid hull damage. Rope owned? 
Naoetsu Agency Association. Charge made for use. 

AUTHORITY: Naoetsu Port Administration Office, 6-8, Minato-mach’ 
chome, Johetsu City, Niigata Pref. Tel: (0255) 43-4167. 


AGENT: Sub-Agents of Dodwell & Co. Ltd., Tokyo. Niigata Rinko Kain 
Unso K.K. 9-11, 2-Chome, Minato-cho, Johetsu-shi, Niigata-te 
Tel: Naoetsu (0255) 43-4207. Cable address: “Rinko Naoels 
Telex: 03252-468 Naoetsu Kaiun Unso. 


NAOSHIMA: 34.28 N. 133.58 E. 


PILOTAGE: Not compulsory. Inland-sea Pilots are available at Was 
Misaki or Hesaki (off Moji). 

RESTRICTIONS: Daylight berthing and unberthing only. 
HEALTH: Radio Pratique not available. Vessels usually ancho'’ 
Wada-Misaki (off Kobe) or nearest quarantine port, where the author 
board and grant Free Pratique. 

TUGS: None. Tugs from Mizushima are available. 

BERTHING: Mitsubishi Metal Wharf: Length 180 m. Depth 100° 
Max. draft 10.0 m. Max. size 20,000 g.r.t. 

FRESH WATER: Water barge will be brought from Okayama, W* 
required (150 tons). 

FUEL: Domestic oil is available. Bonded oil will be brought from Ko 
when required. 

REPAIRS: Small repairs can be undertaken. 

AUTHORITY: Port & Harbour Dept., Kagawa Pref., 1-10, Bancne 
chome, Takamatsu City, Kagawa Pref. Tel: (0878) 31-1111, 623% 
34-9302. 


AGENT: See “Uno”. 


NIIGATA: 37.54 N. 139.04 E. 


DOCUMENTS: 
Ship's Register. 
Last Port Clearance. 
3 Crew Lists including Passport Numbers. 
3 Passenger Lists. 
1 Stores List. 
1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, caw’ 
wrist-watch, radio, firearms/swords, etc. (only at first port of & 
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syp's Agent will prepare Inward/Outward Declaration, 1 Cargo 
st and Cargo Manifest in Transit using specific forms. Therefore 

aos Agent should be provided with necessary information about details 
yeargoes in advance. 
m0TAGE: Not compulsory. Pilot embarks at Quarantine Anchorage 
237 58’ N., Long. 139° 03’ E.) to take vessel directly to berth during 

ame. All transmitting and receiving normally effected through Niigata 
ago Station (call sign: JCF, Wave: 438454), or Choshi Radio Station 
ydor Nagasaki Radio Station. Radio ETA 1 week's notice and accurate 
= at least 24 hours before arrival. Notify any changes to ETA. 
iWHORAGES: Anchorage is a rectangle located N.W. of lighthouse 
» West Breakwater at a distance of 1,600 m. covering an area ot about 
000 sq.m. Lat. 37°57’ 37" N., Long. 139° 04' 00" E. Depth: 18- 
4m. Bottom: fine sand. 
we Anchoring: Warning and instructions have been given by Niigata 
wpour Master to secure safety of vessels anchoring off Niigata Port 
sgecially in Winter season, when the port is greatly affected by N.W. 


“1 Vessels anchoring outside the breakwater within the Harbour limit 
ast maintain their position West side of N.W. line drawn from Niigata 
ighthouse (Fl. R. sec. 13m. 12 miles) and must avoid the vicinity of 
semouth of the Shinano River or Showa Oil Co.'s Sea-berth (which is 
smected with shore facilities by submerged pipe-lines). 

2 Vessels anchoring outside the breakwater must maintain their 
ysiions in the sea area where the depth of water is 25 m. or more. 
ms rule does not apply to vessels waiting for quarantine inspection 
odor Pilot. Vessels under 10,000 gross tons should also keep a 
wficient distance from shore. 

3. Vessels over 10,000 gross tons with dangerous cargoes or oil 
yehoring outside the breakwater must advise their positions to the 
ssbour Master by radio. 

4 Vessels anchoring outside the breakwater must keep a bridge 
wich unless they are equipped with radio. (According to the governing 
ww, any vessel staying outside the breakwater is treated as a navigating 
sel even if she is within the harbour limit). 

5. Vessels waiting at anchorage must keep watching weather 
wecast. In case bad weather is reported, the following necessary 
sions should be taken; namely, officers on duty, confirmation of ship's 
nsition, engines on standby, the use of extra anchors, sheltering, etc. 

6 In case a vessel requires shelter from N.W. wind in Winter, it is 
sggested that such vessel proceed to Sado Island and anchor off 
orotsu Port, Akadomari Port, Sado Island South Coast or Sado 
channel. 

7. When approaching the entrance of the port, a vessel can be drawn 
m close to the East Breakwater or the shallows existing East of the 
mt entrance by force of N.W. gale, N.E. current and river flow. 
‘erefore, vessel must enter from N.W. of Niigata Lighthouse, 
aproaching from Quarantine Anchorage and alter course as West 
yeakwater Lighthouse and Niigata Port Light Beacon are seen in aline. 
tsdangerous for vessel to anchor at any areas East of Shinano River. 
8. Prior to arrival, Japanese Charts No. 1155A, 122 and 1197 or 
wostitutes should be provided on board. Charts 1181, 1198 may also 


% needed. 

XESTRICTIONS: Berthing and unberthing daytime only. Entry and/or 
®parture at time authorised by Port Authority. Shinano Fairway from 
on entrance to Rinko Wharves, depth 11 m. to 12 m. 

WAX. SIZE: Tankers: 


Max. Max. Max. Safe 

Berth d.w.t. LOA Draft 

Nisseki Dolphin 36,000 207 m. 10.60 m. 
SBM (Sealine Buoy) 130,000 = 17.00 m. 
Rinko “B" Pier 60,000 210m. 10.60 m. 
Rinko “C”’ Pier 60,000 210m. 10.60 m. 
Rinko “E" Pier 25,000 165 m. 10.00 m. 
East 1 Whart 45,000 220 m. 11.80 m. 
East 3 Jetty 100,000 260 m. 11.80 m. 


HEALTH: Radio Pratique available. Vessels usually anchor at the point 
4. 37° 58' N., Long. 139° 03’ E., where the authorities board and grant 
“ee Pratique. 

*4DIO: Recommended Master communicates with Agent through 
shi Radio or Nagasaki Radio which cover all ports in Japan. West- 
‘und vessel to contact Choshi, and Northbound to contact Nagasaki 
*adio respectively. (Also see ‘“Pilotage’”’.) 

UGS: Tugs normally join vessel at position of fairway. Towing 
erations are done by ship's lines. 7 tugs, 150 h.p. — 1,800 h.p. 
3ERTHING: No specific requirements. Pilot boarding time will be notified 
ship's Agent mainly by radio. 


Niigata: 

: Max. Max. Remarks 

serth d.w.t. LOA Max. Draft 

- (m.) (m.) 

“oA” 60,000 230 | *10.40 (Winter) 1 unloader 

“ko “B” 60,000 210!) 10.60 (Summer)! 3 cranes (coal)** 
“ko "D-1" 15,000 140 *10.40 (Winter) | 3cranes (coal) grain 
ako "D-2" 50,000 210) 10.50 (Summer) | handled at “D-2” 
<ast Port 55,000 250 12.50 1 unloader (coal 

7 and nickel) 

z larf “HH 24,000 180 9.50 Fertilisers 

mat *F 25,000 180 9.50 Fertiliser & grain 
Mart “G" 10,000 180 7.50 Fertilisers 


“dead 15th November — 31st March; Summer 1st April — 14th 
“vember. 

’ Concentrates (copper, zinc and lead) also handled. 

~gashi: West Pier, depth alongside 12 m. 

TeNES: 1x40 ton container crane. 

i VEDORES: At least 24 hours’ prior notice excluding Sundays and 
“Ways required in order for Agent to arrange stevedores. Vessel must 
“Stantly keep her Agent advised of ETA. If stevedores cannot 
“"mence loading/unloading at time notified by Agent, the orderers 
St pay for waiting time. If cargo gear not rigged on berthing, 


JAPAN 


stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900 hrs. 50% additional of basic stevedorage; 2100 
— 0500 hrs. next morning 130% additional; Sundays/holidays 60% 


additional. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: Slop (residues): No discharge facilities. 
LNG Berth recently completed. 


Berth Product Shoreline Discharge Rate 
(t.p-h.) 
Nisseki Dolphin Crude Oil 1x8”, 1x10” 700/1,500 
Fuel Oil 1x8", 1x10” 600/1,000 
SBM (Showa) Crude Oil 1x24" 3,000 
Rinko “B” Crude, Fuel 2x10” 600/1,500 
Rinko "C” Crude, Fuel 2x10" 800/1,000 
Rinko “E” Crude, Fuel 1x8” 600 
East 1 Whart Crude 3x12" 2,000 
Fuel 3x12” 1,800 
East 3 Jetty Crude 1x28" 5,000 
Fuel 1x28" 2,000 
DENSITY: Average in Rinko Wharves (approx.) 1006. Average i 


Municipal Wharves (approx.) 1005. 


n 


FRESH WATER: Available from all wharves. Cannot be supplied at 


anchorage during the Winter season. 


FUEL: Domestic oil is available. Bonded oil will be brought from 


Hakodate or Moji with 7 days’ advance notice. 
CONSULS: None. 

DRY DOCKS: No facilities for ocean going vessel. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 


required unless 


OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost depending on type of cargoes. If any time lost by 
ship's crew doing this work, stevedores charge ship for waiting. 
Recommend request stevedores for this work unless crew can complete 


it before berthing. 


CERTIFICATES: Ship’s Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 


appears to be poor. 


CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 


but no spirits. 

REPATRIATION: Possible. 

AIRPORT: 5 km. Round service Japan Domestic Air Line. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAY: 22nd August. 
POLICE/AMBULANCE/FIRE: Water 
Station 119; Fire Station 119; Main Police Station 110. 
TELEPHONES: No facilities for telephones on board available. 
SERVICES: Hold cleaning by longshoremen available. 


Police 44-2269; Ambulance 


SHORE LEAVE: Local Immigration Offices issue shore pass valid for 


only 3 days, but 3 days’ extension possible if ship stays longer. 


REGULATIONS: Oil carriers can receive bunker by oil barge and/or 


shoreline except when discharging cargo. 
DEVELOPMENTS: An additional container berth will be available 
1992. 


in 


AUTHORITY: Niigata Port Administration Office, 6-3, Ryugashima 1- 


chome, Niigata City. Tel: (0252) 47-9131. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Niigata Rinko Kairiku 


Unso K.K., 2-Chome, Rinko-cho, Niigata-shi, Niigata-ken. Cab 


le 


Address: Rinkokairiku Niigata. Telex: 03122501 Rinkon J., 03122502 


Nrinko J. Tel: (0252) 74-5181 & 8932, 73-2289. 


NIIHAMA: 33.58 N. 133.16 E. 


DOCUMENTS: 
No. of copies 
For Quarantine 


“1. Statement by Ship's Master 1 
*2. Crew List 1 
*3. Passenger List (if any) 1 


*4. Yellow Cards for All 
*5. Derat Certificate 
For Immigration 


1. Declaration of Inward Vessel 1 
*2. Passport or Seamen's Book for All 

3. Crew List 1 
4. Application for Shore Pass 1 


For Customs 

. Declaration of Inward Vessel i 
. Crew List 1 
. List of Tobacco 1 
List of Crew's Baggages 1 
List of Ship’s Stores 1 
6. Cargo Manifest (Discharging) 1 
Cargo Manifest (Through) 1 
. Certificate of Ship’s Registry 1 
For Harbour Master 


1. Declaration of Inward Vessel i 
*2. Crew List 1 

For Harbour Office 
1. Declaration of Inward Vessel 1 


(See Plan) 


*To be prepared by Master before arrival. Others to be made up by 


Agent with assistance of Master on arrival. 


Master to telegraph ETA and Crew’s Health Condition directly to 


Quarantine Niihama before arrival. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englap, 


PILOTAGE: Inland Sea Pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations dependent upon vessel's last port of departure and 
at Master's discretion. Pilotage available throughout 24 hours and 72 
hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea pilot stations. 
Also see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09’ N., Long. 135° 11’ E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Saganoseki”. In event bad weather, recommended 
vessels proceed for shelter as near as possible having due regard to 
safety, to Sekisaki Pilot station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

Inland/Sea Pilotage: Pilotage at Kurushima Channel/Bisan-Seto/Akashi 
Channel is compulsory for ships over 10,000 g.r.t. Pilot boarding position 
unchanged, namely, Sekisaki/Hesaki/Wada, even if ship requires only 
foregoing area's service. 

ANCHORAGES: Approved anchorage area just inside harbour limit. 
A circle drawn at a point Lat. 33° 59’ 18” N., Long. 133° 16’ 31” E. with 
radius of 430 m. where holding ground good and depth of water 12 m. 
— 15m. No buoy moorings. Harbour protected by breakwater. 

TIDE: (Springs) Max. 263 cm.; min. —9 cm. (Neaps) max. 182 cm.; 
min. 136 cm. 

RESTRICTIONS: Pilot does not take vessel in during darkness. Vessel 
has to wait if depth during LW 8.50 m. is insufficient to pass channel. 
MAX. SIZE: See “Berthing”. 

HEALTH: Quarantine Inspectors go aboard during day. Master to keep 
waste until Quarantine inspected in event of any suspected disease or 
fever on board after entered Japan. 

RADIO: Choshi Radio, Nagasaki Radio. 

TUG: Joins vessel at Quarantine Anchorage or Section II, always using 
tug’s lines without charge. “Niihama Maru” 700 h.p. If more powerful 
tugs required, can be obtained from Matsuyama or Mizushima. 
BERTHING: Harbour Pilot operates during day. 


Berth Length Depth Berthing 
Restrictions 
“A” Anchorage 8.0 m. Draft 8.0m. 
LOA 120 m. 
af cee Anchorage 9.3m. Draft 9.0 m. 
LOA 165 m. 
“B-3” Wharf 103 m. 10.0 m. Draft 9.5m. 
LOA 170 m. 
“K-4" Wharf 120 m. 9.1m. Draft 9.0 m. 
LOA 160 m. 
“K-6" Wharf 200 m. 14.0 m. Draft 13.0 m. 
LOA 250 m. 
Kuroshima 
Buoy Anchorage 11.0 m. 10,000 d.w.t. 
or less 
“N-4” Wharf 80 m. 7.0m. Draft 7.5 m. 
LOA 110 m. 
“N-8" Wharf 110 m. 9.3m. Draft 9.0 m. 
LOA 150 m. 
Juki 85 m. 5.0m. Draft 5.0 m. 
LOA 100 m. 


Berth A: Public berth for general purposes, no buoy, just anchorage. 
However, vessel anchoring at this berth sometimes ordered by port 
authority to shift in order vessel approaching or leaving berth No. 4 may 
pass. 

Berth B: Vessel moors stern to wharf with 2 anchors about 4 shackles 
each. 

CRANES: 

Berth “B3” 2x 5 tons 

Berth “K4" 3x 5 tons 

Berth “K6"2x25 tons One 250-ton and one 

50-ton floating crane. 

MEDICAL: Hospitals and medical facilities available weekdays only. 
TANKERS: No facilities for oil carriers. 
DENSITY: Entrance 1023 (rate of tide, 1 knot); channel 1022; anchorage 


1021. 

FRESH WATER: Water is available from the berths “K-4” and “K-6" 
only after normal working hours — 10 t.p.h. Water is not available from 
any other berths. A 70 ton barge is available, it can supply 300 tons per 
day. 

FUEL: Bunkers in bond available from main ports or oil stations in 
tranship. 2 days’ notice. 

CONSULS: None. Nearest in Kobe. 

REPAIRS: Minor repairs only. Main engine piston overhauling possible. 
DRY DOCKS: None. For nearest see “Matsuyama”. 
GANGWAY/DECK WATCHMEN: Not necessary. 
OPENING/CLOSING HATCHES: Stevedores. 

LOADING/DISCHARGE RATES: 

Average rate of Discharging Cargo: 

Alumina 150 — 170 t.p.h. by pneumatic apparatus 


Anthracite coal 50— 70t.p.h. by ship's gear 
Bauxite 700 — 800 t.p.h. by 2 shore cranes 
Chemical Oil 200 — 250 t.p.h. by ship’s pump 


Copper Concentrates 70 — 100 t.p.h. by ship's gear 
130 — 150 t.p.h. by shore crane 
Logs 600,000 — 800,000 BFM/day by ship's gear 
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Nickel Concentrates 70— 90t.p.h. by ship's gear 
130 — 150 t.p.h. by shore crane 
Phosphate 7O0— 90t. by ship's gear 
Potash 40- 60t. by ship's gear 
Salt in bulk 50— 70t. 
80 — 100t. by shore crane 


Average Rate of Loading Cargo: 


VDUVUVUUD VDUUVUVTD 


h. 
h. 
h. 
h. 
h. by ship's gear 
h. 
h. 
h. 
h. 
h. 


Alumina in bags 50—- 60t. by ship's gear 

Alumina in bulk 170 — 180 t. by pneumatic apparatus 
Ammonium Nitrate 50— 60t. by ship's gear 

Anode Paste 100 — 120 t. by shore crane 


Fertiliser in bags 50— 60t.p.h. by ship's gear 

Fertiliser in bulk 80 — 100 t.p.h. by ship's gear 

CUSTOMS ALLOWANCES: Only 50 cigarettes to take ashop 
No spirits. 

CARGO GEAR: Valid Cargo Gear Certificate sometimes required » 
stevedores when cargo gear maintenance appears to be poor. 
REPATRIATION: Arranged by Agent. 

AIRPORT: None. Nearest at Matsuyama and Takamatsu. All Nippy 
Airways — 11 flights per day to Osaka and one to Tokyo. 

TIME: GMT plus 9 hours. Permanent. 

HOLIDAYS: National Holidays: New Year's Day, January 1st; Adu; 
Day, January 15th; Foundation Day, February 11th; Vernal Equinox Da 
March 21st; Emperor's Birthday, April 29th; Constitution Memorial Dg, 
May 3rd; Children’s Day, May 5th; Respect-for-age Day, Septem: 
15th; Autumnal Equinox Day, September 24th; Physical Culture Da, 
October 10th; Culture Day, November 3rd; Labour Thanksgiving Da, 
November 23rd. 

Local holidays: New Year's Day (Lunar Calendar), January 30th; Ms 
Day, May 1st; Memorial Day of the Sea, July 20th; Bon Festival (Lun 
Calendar), August 8th; Autumnal Festival, October 16th-18th. 

Vessels may enter/leave except January 1st, and cargo work can ty 
done as usual at overtime rates on above national/local holidays excey 
for Niihama (December 31, January 1, 2, 3, and October 17, 18). 

Vessels may enter/leave port at overtime rates and cargo work w 
be done up to 1700 hrs. (daytime) against surcharges. 

No cargo will be handled Niilhama (December 31, January 1, 2! 
and October 17, 18). No ship’s movement (as well as cargo handiing 
can be done on January 1st. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
TELEPHONES: No facilities for placing telephones on board. 
SHORE LEAVE: Crew allowed ashore with pass. 

GENERAL: Quarantine: Hiroshima Quarantine Office, Niiham 
Detached Office, Nishibara-cho, Niihama, Tel: Niihama 32-3966. 
Customs: Kobe Customs, Niilhama Branch Customs, Nishibara-ct 
Niihama, Tel: Niihama 32-3405. 

Immigration: Niihama Port Station, Takamatsu Immigration Offc 
Nishibara-cho, Niihama, Tel: Niihama 32-2672. 

Maritime Bureau: Sanbashi-dori, Niihama, Tel: Niihama 32-2855. 
Maritime Safety Agency: Nishibara-cho, Niihama, Tel: Niihama 33-008 
Emergency Procedure: No Harbour Master radio available, therelor 
cable Agent. Telephone sub-agent since one person will be’ 
attendance even during night, who in turn will contact person in charg 
Salvage: No salvage tug stationed, nearest from Kure. 
DEVELOPMENTS: Sumitomo Chemical Co. Ltd., Kikumoto Wort 
intend to make another Bauxite berth available for large size vest 
(suitable for vessels up to 50,000 d.w.t.). 

Sumitomo Metal Mining Co. Ltd., Niihama reclaiming land adjacent 
Western harbour limit of Port of Niihama to construct additional refine’ 
for producing copper with a berth for 25,000 ton vessel to dischay 
copper concentrate. Final date of completion unknown. 
AUTHORITY: Niihama Marine Safety Agency, Nishibara-Cho, Niiham 
Tel: (0897) 32-3405. Contact: Port Captain. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Sumitom 
Warehouse Co. Ltd., 2-5, Sobiraki-cho, Niihama-shi, Ehime-ken. Cat! 
Address: Sumitomosoko Niihama. Domestic Telex: 0584-4432. Tt 
Niihama (0897) 37-1101. 


NISHIHARA (Nakagusuku Wan), Okinawa: 
26.14 N. 127.50 E. (See Pla’ 


LOCATION: The Nansei Sekiyu Ltd. Refinery is located in Nishi 
Town on the East coast of Okinawa, towards the Southern en’ 
Nakagusuku Bay. Also see “Max. Size”. 
DOCUMENTS: 

3 Manifests 

6 Crew Lists 

2 Passenger Lists 

2 Stores Lists 

2 Personal Effects Lists 

2 Ports of Call Lists 

(voyage memo...past 3 months) 

2 Transit Cargo Manifests 

2 International Health Declarations 

Ship's Register 

International Loadline Certificate 

Safety Equipment Certificate 

Derat Certificate 

Last Port Clearance. 

Each Crew member will be issued with an Official Pass, which ™ 
be returned prior to vessel sailing. 


B 


sos 


’ 


| sOTAGE: Normally vessels will be expected to enter Nakagusuku 
stnrough entrance marked Tatsu Kuchi, and pick up Berthing Master 
‘ede bay ~ South of Tsuken Jima. Inside bay Berthing Master requests 
 yesse! keeps South of buoy marking Chikunigaa Shoal. Berthing 
wai be carried out at day time only. 
asate convenient pilot ladder is to be provided for the Berthing Master. 
sdning Master stays aboard vessel throughout discharge, except 
esse! berthed at the pier. 
wWCHORAGES: Navigation and anchorage in the waters near the NSS 
soguct Pier and Crude Berth will in so far as possible be restricted to 
ese ships directed into these waters by Berthing Master. In the 
~eests of safety, ships will not enter the restricted area unless so 
wected by Berthing Master. 
yx. SIZE: For crude vessels a single point mooring (SALM — Single 
wenor Leg Type Mooring), capable of handling vessels from 90,000 
«wt. to 270,000 d.w.t. is established in approximate position Lat. 
#14’ N. Long. 127° 50’ E., about 2.5 miles offshore. 
“products are shipped from a pier connected to the shore — the pier 
~s 2 berths, one for vessels up to 97,000 d.w.t. and one for small 
essels up to 4,000 d.w.t. 
PRATIQUE: Port Officials will board the vessel after berthing. 
gaDlO: Crude vessels discharging at Nishihara should report ETA at 
got station (Lat. 26° 13’ N., Long. 127° 52’ E.) 72, 48, 24 and 12 hours 
yor arrival. Berthing instructions and time of Pilot boarding will be 
gayed by a telegraph appointed Agent. Refinery has no VHF radio. 
Weather reports essential — particularly during typhoon season. Naha 
aadio - JCX medium wave 500 kHz. Traffic lists broadcast at odd hours 


sMT. Short wave 6470 kHz, traffic lists broadcast at even hours GMT. 


TUGS: 2 tugs and a launch are available for assisting with mooring and 
emooring. The Berthing Master in consultation with the Master will 
sede the number of tugs required for the berthing operation and for 
sandby during the time at berth. 

(RUDE BERTH: Single buoy mooring with vessel secured by 2 heavy 
»ypropylene lines from buoy. Lines connected to chains through bow 
mooring lead and secured inboard. Chains secured direct to Brega Pin 
yby double mooring wire or mooring rope (polypropylene 8 in. or over) 
bollards, port and starboard side of forecastle head. There is 72 ft. of 
saler at buoy position. Vessels may remain in berth in winds of up to 
§)m.p.h. 

foating Hoses: 2x24in. into 2x20 in. connected to 2x16in. are 
snnected on vessel's port side. There is a 42 in. line from buoy to 
sore. The maximum pumping rate is 75,000 b.p.h. 

PRODUCT PIER: A 110°-— 290° orientated pier allows tankers to 
sproach the berth in a ballasted condition in either of 2 opposite 
wrections. Vessels of 4,000 d.w.t. size and above will be handled at 
geth No. 1 and smaller vessels at Berth No. 2 

The water depth at the pier is approximately 47 ft. The extreme tidal 
mation is +7.9ft. to —1.0 ft. and maximum storm tide will add 
#proximately 3 ft. The maximum current is less than 1 knot. 

Berth No. 1 is equipped with 116 in. loading arm for clean products 
md 2x16 in. loading arms for dark products. Each of these all-metal 
yoraulically controlled loading arms is fitted with a remotely operated 
supling device to connect to a nominal 10 in. ASA, DIN or BS flanged 
snnection without bolting. 

Berth No. 2 is equipped with 26 in. loading arm for dark and clean 
woducts. These arms are part metal, part hose and are fitted with flanges 
be bolted to a nominal 6 in. ASA, DIN or BS flanged connection. 

Each berth is provided with a gangway. 

Vessels will deballast through the loading arms into a 24 in. ballast 
vaier line leading to refinery tankage. Under no circumstances should 
ssel discharge any ballast water directly into the bay. 

Fire protection at the pier consists of a foam concentrate tank and 
‘portioning pump, a fire water pump and distribution system, fixed 
*mbination water-foam monitors and air-foam play-pipes. 

iL POLLUTION WARNING: We wish to alert all vessels entering this 
mt of the extreme sensitivity on the part of the community and 
*vernmental authorities regarding any incident involving oil pollution of 
"eseas. Any oil spill, regardless of size, is considered a criminal act, 
‘0 offenders are dealt with accordingly. We urge all vessels to make 
*mplete pre-arrival checks for cargo and ballast system tightness, and 
“strictly adhere to all pollution prevention practices, procedures and 
hlcies while discharging or deballasting at this port. Officers and crews 
“ould be extremely alert during all phases of vessel operation for 
‘ential oil spill risks and seek assistance from shore representatives 
‘ould any unusual risk arise. 

'ME: GMT plus 9 hours. Summertime is not used. All ETAs and other 
‘ssages should be made in local time. 

SORE LEAVE: Shore leave is permitted — launch service may be 
*anged but is at vessel's expense. 

No person will be given permission to enter the refinery unless they 
*e in the microbus which will be provided by ship’s Agent. 

AUTHORITY: Nansei Sekiyu K.K., 858 Aza Onaha, Nishihara-Cho, 

Anawa, 903-01 Japan. Postal Address: P.O.Box 525, Naha, Okinawa, 
0-91 Japan. Tel: 098945-3332. 

.4plain of the Port: Kin-Nakagusuku, 46 Yagihamabara, Nakagusuku- 
*", Okinawa, Japan. Tel: 098895 — 4999. 


JAPAN 


OFUNATO: 39.03 N. 141.44 E. (See Plan) 
DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship’s Agent should be provided with necessary information about details 
of cargoes in advance. 

PILOTAGE: Not compulsory but recommended as many fishing 
obstructions in the harbour. Pilot boards about two miles from entrance 
of Ofunato Bay, Lat. 39° 00.2’ N., Long. 141° 45.5’ E. but for vessels 
less than 10,000 g.r.t. Pilot boards in Quarantine Anchorage where depth 
35 m. (but not after dark). Master must radio vessel's Agent of ETA 
24 hours in advance, because neither telegraphic address of pilot station 
nor VHF available. 

ANCHORAGES: Not suitable in stormy weather. Depth of water at 
anchorage 30m. to 40m. Quarantine Anchorage located between 
radius 500 m. of Lat. 38° 59’ N., Long. 141° 48’ E. 

RESTRICTIONS: Depth of water at entrance of passage 14 m., oil 
tanker's draft restricted to 9.0m. and draft of log and coke carriers 
restricted to 8 m. Depth of water alongside wharf 9 m. at mean level. 
MAX. SIZE: Tankers: Kamei Oil Piers: Max. d.w.t. 35,000. Max. LOA, 
210 m. Max. Safe draft 9.0 m. 

Log and Coke Carriers: Max. LOA 180 m., max. draft 8.0 m. Tidal range 
1m.— 1.4m. 

HEALTH: Radio Pratique available. Formalities carried out at the 
anchorage. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically West bound vessel to contact Choshi and North bound to 
contact Nagasaki Radio respectively. 

TUGS: Small tugs 800 h.p. and 600 h.p. available. Large tugs (2,400 
h.p.) can be arranged from Kamaishi with advance notice, they usually 
join vessel about 400 m. in front of jetty and discharging wharf. Ship's 
lines used if necessary. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 

STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gears not rigged on berthing, 
stevedores will do same for ship's crew at additional cost. Overtime 
surcharges 1700 — 1900 hrs. 50% additional of basic stevedorage; 2100 
— 0500 hrs. next morning 130% additional; Sundays/holidays 60% 
additional. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: One tanker berth. Product handled, Diesel Oil. Shoreline, 
8”x2. Discharge rate, 800 t.p.h. 

DENSITY: Average density 1020. 

FRESH WATER: Available from shore. Supply 10 t.p.h. — 15 t.p.h. 
FUEL: Domestic oil is available. Bonded oil will be brought from 
Yokohama or Hakodate, with sufficient advance notice. 

CONSULS: None. 

REPAIRS: Minor deck and engine repairs available. 

DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CERTIFICATES: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Hanamaki Airport about 97 km. from Ofunato. TOA Domestic 
Air Lines (TDA); 2 flights between Hanamaki/Tokyo every day, 2 flights 
between Hanamaki/Osaka every day and 1 flight between Hanamaki/ 
Sapparo every day. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Surveyor: NKKK and Kentei Shin Nihonsha. Hold and tank 
cleaning. Provisions/laundry/water. Bunker: Domestic diesel available. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days; 3 days’ extension possible if ship stays longer. 
GENERAL: Discharging ex-gearless vessel at wharf not available, 
because no shore crane for discharge. 

AUTHORITY: Port & Harbour Department, Iwate Prefecture 
Government, 10-1, Uchimari, Morioka City, lwate Pref., 020 Japan. Tel: 
0196-51-3111. Contact: Masanao Takeda, Director, Port & Harbour 
Department. 

AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Morita & Co. Ltd., 
No. 108 Chayamae, Ofunato-cho, Ofunato-shi, lwate-ken. Cable 
Address: Morita Ofunato. Domestic Telex: 8382-32. Tel.: (01922) 6- 
5131. Postal No. 022. 


specially required unless 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


OITA: 33.17 N. 131.40 E. (See Plan) 


DOCUMENTS: When ship arrives direct from foreign port, Customs 
Officials will board the vessel to search. The following documents are 
to be submitted:— 

Crew List. 

Passenger List. 

Stores List 

Declaration of Crew's baggage. (Must be signed by individual Crew 

member). 

Arms and Ammunition List. 

Narcotics List. 

List of Ports of Call on Current Voyage. 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward (Form No. C2000). 
The following will be checked on board: 

Ship's Registry. 

Last Port Clearance. 

When ship comes from Japanese port, Customs Officials will not 
attend on board, except special case. The Master or Agents are to attend 
at Customs House for entry formalities with the following documents:— 

Discharging Cargo Manifest. 
Through Cargo Manifest. 
Declaration Inward/Outward. 
Ship's Registry. 

Last Port Clearance. 


Documents entrusted with the Master by Customs at previous Port. 


Store List. 

On ship's departure, a clearance is issued by Customs, after 
confirming payment of tonnage dues. 

No Customs house open outside office hours except when advance 

notice given. 
Immigration: \mmigration Officials board vessel on her arrival in port to 
examine passports, discharge books and or other equivalent travel 
documents and provide 72-hour landing passes for Crew members and 
passengers. 2 copies each of Crew List and Passenger List are required 
by them. Providing ship's Agents with a Crew List beforehand will be a 
great help in expediting Immigration business on ship's arrival. When 
ship stays in port more than 72 hours, the landing passes may be 
extended every 72 hours on application. 

In the event that Crew members, without entry visas, are to be landed 
for repatriation or transfer, Immigration will not permit their landing unless 
passage, by either sea or air, ensuring the prompt departure from Japan 
(within 72 hours) of these men have been booked, or unless the ships 
to which they are to be transferred, arrive in Japan within 5 days. 
Certificates: Ship's Register to show Customs Inspector ship’s 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: Harbour pilotage not compulsory. It is compulsory for 
vessels over 10,000 g.r.t. to take a Pilot in the inland Sea. 

Request must be made at least 24 hours in advance and Pilot should 
be kept closely advised of vessel's accurate ETA at pilot station. If there 
is any change in vessel's movements, the Master is requested to 
immediately radio to the pilot office directly or through Agents reporting 
the revised ETA. The cable address of the pilot office is “Anjin Moji’. 
Shipmaster’s Report: April 1988. 

Inland Sea Pilot not compulsory in the Inland Sea from Se Saki to 
Oita or from Oita to He Saki (entrance to Kanmon Kaikyo) 

Nor is pilotage compulsory from Se Saki (Bungo Suido) to He Saki. 

in the Inland Sea, pilotage is compulsory for vessels over 10,000 g.r.t. 
in Kurishima Kaikyo, Bisan Seto and Akashi Kaikyo. 

At Oita, Harbour Pilot is not compulsory, however it is advisable to 
make use of the services of a Harbour Pilot as the tug Captains do not 
speak English, which might cause language problems if no Harbour Pilot 


is employed. 
ANCHORAGES: 
No. Depth Capacity Position Remarks 

(m.) (g.r.t:) thee 
cea Bie SDe Ger 20000 Ae aa 4 md Within radius of 100 m. 
(265°, 3,400 m. from Tsurusaki Hakuchi Breakwater East Lighthouse 'A’” point). 
No. 2 52-53 Over 100,000 33°17’ 09"N. 

131° 42’ 00" E. 680 m. to No. 3 Buoy 


(59°, 1,960 m. from “A” point). 


No. 3 48-50 50,000/100,000 33°17’ 04" N. 
131° 42’ 26” E. 590 m. to No. 4 Buoy 
(70°, 2,490 m. from “A” point). 
No. 4 45-46 20,000/50,000 33° 16’ 52”N. 630 m. to No. 5 Buoy 
131° 42' 44" E. Draft up to 15 m. 


(80°, 2,870 m. from “A” point). 


No. 5 35-40 Under 30,000 580 m. to No. 6 Buoy 


33° 16’ 40" N. 
03" E. Draft up to 13 m. 


131° 43’ 
(88°, 3,300 m. from “A” point). 


No. 6 35 Under 30,000 ay HS os 4 Draft up to 10 m. 
(93°, 3,800 m. from "A" point). 
Shin Nittetsu 5,000 x3 The sea area 
Anchorage 3,000 x3 circumscribed by the lines 
6m. — 40 m. connecting the following 
points end to end: 
1. The point “A”, 278°, 1,310 m. from the Otozu 
Breakwater West light- house in Oita Harbour 
2. The point, 249°, 1,200 m. from “A” 
3. The point, 219°, 170 m. from “A’ 
4. The point, 330°, 550 m. from “A” 
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No. Depth Capacity Position Remarks 
(m.) (g.r-t) 

Quarantine The sea area circumscribed by the following lines: 

Anchorage The line that connects the point “A”, 227°, 

25 m. — 43m. 11,550 m. from the Sekisaki lighthouse with the 


point, 180°, 1,500 m. from “A”; a second line that 

connects the same with the point 260° 2,100 m. 

from it; a third that connects the same with the 

point, 0°, 1,300 m. from it and a fourth that 

connects the same with “A”. 
ee es SS Se ee seccive a 
“It is TeseeRr’y to obtain permission from Harbour before vesse, 
arrival. 
RESTRICTIONS: 
Berthing: During daytime only. 
Departure; Night departure from wharves is generally impractica: 
except vessels at Sea-Berth and Seihin Berth can depart up to 2000 hy. 
However, this will depend upon condition of weather, etc. 
MAX. SIZE: See “Berthing” and “Tankers”. 
HEALTH: 

(a) Quarantine Station: Lat: 33° 16’ 00” N., Long: 131° 46' 00”E 

(b) Quarantine inspection is not allowed inside port except whe 
weather or other special reasons prevent the quarantine bo: 
from approaching ship at anchorage. 

Quarantine is effected in berth for a vessel more than 3,y 
g.r.t., provided the vessel possesses valid (i) Derat Exemptic, 
Fumigation Certificate. (ii) all crew/passengers are healthy 
(Radio message from ship's Master for these items are require 
2 days in advance). 

(c) Quarantine service is rendered from sunrise to 1 hour before sunse 

(d) ‘“Q’ flag should be hoisted until ship has Free Pratique. 

(e) When ship arrives from plague infected or suspected area witty 
10 days after she left such place, a 24 hour special quarantix 
is required. 

All sanitary outlets must be closed and garbage must not 
thrown overboard after ship reaches 60 miles off Japanese Coag 

(f) Radio Free Pratique possible. 

RADIO: Recommended Master communicates with Agent throu 
Choshi Radio or Nagasaki Radio which cover all ports in Japan! 
specifically Westbound vessél, to contact Choshi, and Northbound 
contact Nagasaki Radio respectively. 

VHF: Vessel can keep in direct contact with port authorities in regar 
to their arrival, berthing instructions also Pilot's requirements, et. 
through VHF, the details of which are as follows:— 

(a) Call sign: Oita Port Radio. 

(b) Location of radio facilities: The transmitting and receiving statir 
is located at the top of Mount Tohmiyama, Saganoseki (Sekisaé 

(c) Channel: Simplex 16 (Calling) 

12 (Communicating) 
14 (Communicating) 
Antenna power: 50 W. 
(d) Operating Hours: 0000-2400 hrs. 
(e) Communicating range: Within a radius of 100 km. from the stati 


at sea. 
TUGS: Operator: Oita Rinkai Kogyo. 


THO s.45 Dalaba Fakes 
*Yuhi Maru 276 3,200 Schneider 
*Kakuho Maru 199 3,500 C.P.P. Kort Nozzle 
“Ryusei Maru 199 2,400 Z-Peller. 

Udo Maru 141. 2,000 

Morita Maru 177. 2,000 
*Hikita Maru 274 3,200 Z-Peller 
*Daiho Maru 293 3,200 Z-Peller 

Nagata Maru 3,000 


It is a practice to use tug’s line for berthing/unberthing. 
*Fire extinguishing apparatus equipped. 

Kyushu Oil Co. own a special boat equipped with an extinguis® 
system and station same when a tanker berthing/unberthing at the 


expense. 
BERTHING: 
Wharf Length Max. Max. Capacity Public or 

berth LOA Safe Draft Private 

1 (m.) (m.) (m.) (d.w.t.) 

Sumiyoshi 
No. 1 185 160 9.10 15,000 x 1 Public 
No. 2 185 160 9.20 15,000 x 1 Public 
(Larger size vessels can be accommodated at Nos. 1-2 wharves, Us* 
2 berths) 
Otozu: 
E-3 240 200 11. Under 30,000 ‘Private (Nipp®” 
E-4 200 170 11. Under 30,000 Steel Corp) 
E-5 200 170 12 Under 35,000 és hr 
E-6 200 170 12 Under 35,000 “ - 
E-7 200 170 12 Under 35,000 


(Larger size vessels (max. 50,000 d.w.t. and 250 m. LOA) can 
accommodated at the wharves, using 2 berths). 

Contro! tower for vessel's entry/departure to and from Otozu Hak 
is located at the end of Otozu Hakuchi, close by lighthouse. 
Sea Berths: 


N-1 310 350 22 50,000/200,000 Private (N.S 
(plus 125 m. dolphin) : 
N-2 310 350 25 5,000/300,000 Private (N.S* 
(plus 140 m. dolphin) e 
N-3 350 350 22 50,000/100,000 Private (N.S* 
(plus 140 m. dolphin) 2 
N-4 210 180 20 5,000/30,000 Private (N.S 


STEVEDORES: Stevedoring Companies: 

Nippon Express Co. — maximum 4 gangs are available. 
(at Sumiyoshi public wharves — Tsurusaki Kairiku Unyu — maxim 
gangs are available) 

Hirohata Kaiun Kaisha — maximum 2 gangs are available for load! 
steel products (for export) at Nippon Stee! Corp | 
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ryrusaki Kairiku Unyu — maximum 2 gangs are available for loading 

eel products (for export). 

yigpon Express Co. — maximum 2 gangs are available for discharge 
eel scrap and pig iron. 

xamigumi Co. — 3 gangs are available for discharging iron ore/coal. 

yoxing Hours: 

») At Sumiyoshi public wharves: 0800 to 1700 hrs. (No work on 
Sundays and holidays. No work can be arranged New Year's 
holidays). 

b) At ~v deed Steel Works (coal/iron ore) 3 shifts, 0600 — 1400, 

1400 — 2200, 2200 — 0600 hrs. 

4 Nippon Steel Works (loading steel products) 3 shifts/actual nett 

working 


4. 0700 — 1100 hrs. meal 1100 — 1145 hrs. 


1145 — 1500 hrs. oiling crane: 0700 — 0715 hrs. 7.00 hrs. 
2. 1500 — 1800 hrs. meal 1800 — 1845 hrs. 
1845 — 2215 hrs. oiling crane: 1500 — 1515 hrs. 6.15 hrs. 
2215 — 0200 hrs. meal 0200 — 0245 hrs. 
3, 0245 — 0700 hrs. oiling crane: 2215 — 2230 hrs. 7.45 hrs. 
21.00 hrs. 


erage loading/discharging rates: 

fuk cargo: 
iron Ore (sinter) 1,600 t.p.h./crane/hatch (dis.) 
Coal 1,300 t.p.h./crane/hatch (dis.) 


Steel Scrap: 1,000 tons per day per crane (dis.) 
Pig Iron: 2,700 tons per day per crane (dis.) 
Logs: 30 t.p.h./gang/hatch (dis.) 
Steel Cargo: HR. Coil 200 t.p.h./gang/hatch (load) 
| CRANES: 
Shore cranes: 


No crane available. 
50 tx1, 30 tx3, 20 tx3: 

(for HR. Coil) 

— 50tx1, 35 tx1: (for M.S. Plate) 
3.N.S.C. Sea-Berth — 81tx3 

floating Crane: 40 tons capacity available. 

WEDICAL: Hospitals available. No advance notice required unless 
ygent. 

TANKERS: Private berths: 24 hours operations. Berthing/unberthing 
dung daylight only. 

(ushu Oil Jetty (Dolphin Style): 

ength of berth 480 m., max. LOA 350 m., Max. draft 19.50 m. Capacity 
%,000/270,000 d.w.t. 

A submarine type rubber oil fence is stretched around the berth. 

5unloading arms are installed on the unloading platform and can be 
snnected directly to ship's manifold. 4 of these unloading arms are 
(2in. diameter and used for discharging crude oil. 

The other arm is 12 in. in diameter and used for fuel/diesel oil. Nominal 
zpacity for discharging crude oil is 10,000 K\/hr. and for fuel/diesel oil, 
1,000 Kl/hr. 

Following information required 3 days before arrival: Manifolds, type, 
sze, number and distance between, also pump capacity. 

Snowa Denko Naphtha Berth: (Dolphin) Length of berth 400 m. max. 
0A 300 m. Max. draft 15m. Capacity 5,000/70,000 d.w.t.. Product 
‘andiled - Naphtha. Rubber oil fence provided at berth. 2 12 in. lines, 
‘ale 3,000 Ki/hr. LPG also handled. 
DENSITY: (Average): 

1023 in Summer season at Sumiyoshi. 

1023 in Summer season at Sea-Berth. 

1021/1023 in Summer season at Otozu Hakuchi. 

| 1024 in Winter season at Sumiyoshi. 

1025 in Winter season at Sea-Berth. 

1021/1025 in Winter season at Otozu. 
FRESH WATER: Good fresh water is supplied from hydrants to vessel 
songside wharves. The rate of delivery: 

At Sea-Berth 30/50 t.p.h. hydrants every 103 m. (12 hydrants). 

At Otozu Wharf: 35/45 t.p.h. hydrants are every 50 m. (21 hydrants). 

At Sumiyoshi Public Wharf: 25/30 t.p.h. hydrants every 100m. 
jhydrants). 

At Kyushu Oil Jetty: 25/30 t.p.h. only 1 hydrant is available. 1 day's 
“vance notice required. 

At Showa Yuka 70,000 d.w.t. Naphtha Berth: 25/30 t.p.h. 1 hydrant 
wailable. 1 day's advance notice required. 

Oil barge (tank separated for fresh water) of 40 tons capacity available 
‘emergency case. 

FUEL: Bonded bunkers supplied by oil barges (except vessel at Kyushu 
| Jetty where rate of delivery is 450 Ki/hr). 

The rate of delivery: 200/500 t.p.h. 


| Sumiyoshi public wharves — 
2NS.C. loading wharves — 


Suppliers Delivery Agents Installation 
Shell Sekiyu K.K. Ueno Unyu Shimonoseki 
Esso Oil Co. Nisshin Tanker Shimonoseki 
Mobil Oil Co. Nisshin Tanker Shimonoseki/Oita 
Caltex Oil Co. Shimazu Kaiun Shimonoseki/Oita 
Mitsubishi Shoji Sanem Shoji Mutsure/lwakuni 
Kanokawa 
Mitsui & Co. Chikko Kogyo Oita 
Y. Itoh & Co. ~hi Tanker Matsuyamic. 
wilkko Kogyo Oita 
Nissho-Iwai Co. Nisshin Tanker Mutsure 
Matsuyama 
Nippon Mining Co. Nippon Tanker Mizushima 
Semitsu & Co. ] 
Sumitomo Shoji ' Asahi Tanker Tokuyama 
arubeni Corp. J 
‘anematsu-Gosho Co. Nagai Kaiun Kokura 
Asahi Tanker Tokuyama 


fuelling is permitted only during the hours of daytime, observing as 
Cons the strict precautions against oil spills into the harbour. 
NSULS: None. 
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REPAIRS: 2 companies available. 
DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. Available from Moji. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 
SURVEYORS: 
(a) Classification Survey Associations: 
Nippon Kaiji Kyokai 
Lloyd's Register of Shipping 


(Moji) 
(Nagasaki or 

Shimonoseki) 
(Shimonoseki) 
(Fukuoka) 
(Kobe) 


American Bureau of Shipping 
Bureau Veritas 
Norske Veritas 

(b) Cargo Survey Associations: 


Lloyd's Agents 093-331-1311 


Nippon Kaiji Kentei Kyokai NKKK 58-3951 
Shin Nippon Kentei Kyokai 27-4111 
Far East Superintendence Co., Ltd. 58-9225 
Japan Inspection Co. 58-7020 


REPATRIATION: See “Documents — Immigration’. 

AIRPORT: Oita Airport: approx. 56 km. to the airport via land. Approx. 

16 miles to the airport via sea (hovercraft). Hovercraft run between Oita 

City and the New Oita airport. Domestic line only, Toa Domestic Airlines 

and All Nippon Airways. 

TIME: GMT plus 9 hours. No alteration made to clocks during year. 

POLICE/AMBULANCE/FIRE: Police tel. 110; Ambulance and Fire 119. 

TELEPHONES: No telephones can be placed on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 

only 3 days, but 3 days’ extension possible if ship stays longer. 
According to new Customs regulation, ship's crew members are 

requested to land ashore by designated Micro bus or launch from ship 

bs Sea-berth and by launch from ship at Seihin wharves via Customs 

ouse. 

GENERAL: Japan Maritime Disaster Prevention Centre: 

Tsurusaki Kairiku Unyiu K.K. are appointed by the Japan Maritime 

Disaster Prevention Centre as base for stock piling and use of the 

materials for removal of discharged oil. 

Restrictions: \t is prohibited to pump out bilges, to throw overboard 

sweepings, waste or garbage of any kind and cleaning dust out of holds, 

whilst the vessel is in port or in pilotage waters according to regulations. 

Also, not permitted to wash ship’s deck and painting ship’s outside shell 

platings. 

Services: The following are available: Laundry, hold cleaning, 

fumigation, deck and engine stores, provisions, dunnage, Japanese 

charts (HO and BA charts available from Yokohama and Kobe 

respectively with adequate notice.). 

DEVELOPMENTS: Land reclamation continues in 3 areas. Public 

wharves as well as private wharves will be constructed. 

AUTHORITY: Shin Sangyotoshi Kaihatsu-Kyoku, Ohita Pref., 3-33, 

Mukaibaru Nishi 1-chome, Ohita City Te/: (0975) 58-5111. 


AGENT: Sub-Agents of Dodwell & Co. Ltd., Tokyo. Tsurusaki Kairiku 
Unyu K.K., 1000, Oaza Misa, Oita City, Japan. Postal Code 870-01. 
Tel. 0975—21-6111/9. Cables: Tsurukai Oita. Telex: 07723-89. 


OMISHIMA (Ohmishima), Inokuchi Port: 


34.16 N. 133.00 E. 
DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
correction of ETA outside business hours should be cabled direct to pilot 
station. Inland Sea Pilot Association covers all Inland Sea ports. Pilotage 
compulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
three pilot stations dependent upon vessel's last port of departure and 
at Master’s discretion. Pilotage available throughout 24 hours and 
72 hours’ advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as Harbour Pilots up to berth or 
anchorage at destination. 

Note: VHF communication available with Inland Sea pilot stations. 
Also see ‘‘Shipmaster’s Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
Position Lat. 34° 34.09'N., Long. 135°11'E. Telegraphic address 
“Anjin Kobe”. 
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2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address “Anjin Saganoseki”. In event bad weather, recommended 
vessels proceed for shelter as near as possible, having due regard to 
safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
Lat. 33° 56° 24’ N. Long. 131° 03' 12” E. 

ANCHORAGES: Omishima Island located at centre of the Inland Sea 
and lies between Ehime and Hiroshima prefectures. Eastern part of 
island, Inokuchi surrounded by deep water where holding ground good. 
Oil company located at Inokuchi. No strong winds. 

RESTRICTIONS: No restriction on entry; however mooring and 
unmooring to be carried out during daytime, regardless of tide and 
current. 

MAX. SIZE: Tankers: Maruzen Ohmishima Oil Jetty: Length 140 m. 
Depth 9.0 m. Coastal tankers of 3,000 g.r.t. allowed to berth. Berth 
designed to accept max. 7,000 d.w.t. 

HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from day-light to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from cholera-infected area within 10 days, Master 
must advise crew and passengers health condition to respective 
Quarantine Office through ship’s Agent prior to arrival and close all soil 
pipes before entering port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: Join vessel at sea anchorage, always using tug’s line without 
charge. 

TANKERS: No advance information of loading/discharge lines required. 
No loading facility. Only one berth available for discharge. Product 
handled, fuel oil. Shore line, 1x10 in. Discharge rate, 400 t.p.h. 
DENSITY: Anchorage 1025. Berth 1025. 

FRESH WATER: Not available but usually brought by barge from 
Onomichi (about 3 hours run to Omishima). Rate of delivery 80 tons to 
200 tons per hour which depends on barge. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 

CONSULS: No consuls. Nearest Consulates are at Kobe. 

REPAIRS: Minor repairs only. 

REPATRIATION: Possible. 

AIRPORT: Nearest at Matsuyama and Takamatsu. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119. 
TELEPHONES: Not available. 

GENERAL: Closed port. To conform with regulations vessel obtains 
special permission from Maritime Bureau and Customs at Takamatsu 
to enter. 

Customs request vessels calling Omishima to obtain permission to 
enter at preceding port of call by paying charge at same rate of tonnage 
dues prior to arrival. This procedure undertaken by Agent. No Quarantine 
Station, nearest at Matsuyama. Immigration Officer comes from 
Niihama. 

SHORE LEAVE: Immigration issue shore passes valid for 7 days if 
vessel only calling at one port in Japan or 15 days if vessel calling at 
more than 2 ports in Japan, further extension possible. 

AUTHORITY: Imabari Marine Safety Agency. Te/: (0898) 32-0708. 


AGENT: See “Niihama’’. 


ONAHAMA (Iwaki City): 36.56 N. 140.55 E. 

The ah is protected by breakwater, 7,910 m. long and is open to the 
uth. 

DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

4 Crew Lists including Passport Numbers. 

4 Passenger Lists including Passport Numbers. 

1 Stores List. 

1 Declaration of Crew's baggage, i.e. tobacco wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in Transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnage. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: No means of communication with Pilots and vessels should 
arrange pilotage by advising Agent of ETA. Not compulsory; Pilots are 
available at the anchorage (Lat. 36°53’ 05” N., Long. 140° 54’ E.) for 
vessels requiring Pilot services. 

For Tankers at Lat. 36° 52’ 05” N., Long. 140° 54’ 00" E. 
ANCHORAGES: Just outside No. 1 West Breakwater. Depth of water 
14m. -— 22m. 

RESTRICTIONS: Restriction only by ship's draft. Depths of water 
alongside wharves 9 m. and 10 m. at low tide, and rise of tide is about 
1.40 m. highest. Berthing daylight only. Unberthing at Pilot's option. 


978 


MAX. SIZE: Tankers: Sea Berth: Max. 80,000 d.w.t. Depth 159. 
Max. safe draft, 13.50 m. (Also see “Berthing”). 

HEALTH: Radio Pratique available. Formalities will be carried oy 

anchorage. . 
RADIO: Recommended Master communicates with Agent through Chey 
Radio or Nagasaki Radio which covers all ports in Japan. If specifics 
Westbound vessel to contact Chosi and Northbound to contact Nagas, 
Radio respectively. 

TUGS: Normally join vessel on passage from anchorage. Vessel’s lie 
used. 4 tugs available, 12,400 h.p., 1*2,100 h.p, 11,800 hp. » 
1800 h.p. j 
BERTHING: No specific requirements. Pilot boarding time will be not. 
by ship's Agent mainly by radio. r 


Name of Permissible Shore 
Pier Length Depth Draft Capacity Cranes 
' (m.) (m.) (m.) (d.w.t.) 
No. 1 Pier No.5 130 75 7.0 5,000 
No.6 100 5.0 4.5 1,000 
No.7 100 5.0 4.5 1,000 
No. 2 Pier No.1 165 9.0 9.0 15,000 8tx1 
NG. arias 10.0 9.75 30,000 8tx4 
No. 3 Pier No. 1 175 10.0 9.7 30,000 8tx4 
No.2 175 10.0 9.7 15,000 8tx4 
No.3 175 10.0 9.75 30,000 8tx1 
No.4 175 10.0 9.75 30,000 8tx1 
No. 4 Pier No. 1 90 4.5 4.0 1,000 
No.2 200 10.0 9.7 15,000 
No.3 200 10.0 9.5 15,000 
No. 4 80 6.0 5.5 3,000 
No. 5 80 6.0 oR) 3,000 
No. 6 80 6.0 5.5 3,000 
Fujiwara Pier (Logs Discharge) 
No. 1 185 10.0 9.7 15,000 
No.2. “B25 10.0 9.7 15,000 
No.3 225 10.0 9.7 15,000 
No.4 130 715 7.0 5,000 
Ohtsurugi Pier 
No.1 130 7.5 7.0 5,000 5tx4 
No: 2. 130 7.5 7.0 5,000 
No.3 185 10.0 9.75 15,000 
No.4 185 10.0 9.75 15,000 
No.5 130 ast 7.0 5,000 
No.6 130 7.5 7.0 5,000 
No.7 130 wae 7.0 5,000 
No.8 130 7.5 7.0 5,000 


Sundays and holidays required in order for Agent to arrange stevedor 
ist, 3rd and 4th Sundays shall be non-working days. Vessel mi 
constantly keep her Agent advised of ETA. If stevedores can 
commence loading/unloading at time notified by the Agent, the order 
must pay for waiting time. If cargo gear not rigged on berthiy 
stevedores will do same for ship's crew at additional cost. Overt 
surcharges 1630-2130 hrs. 60% additional of basic stevedoray 
2130-0800 hrs. next morning 120% additional; Sundays/holidays 100 
additional. 

MEDICAL: No advance notice required unless urgent. 
TANKERS: Sea Berth: Product handled, Naphtha and Crude 0 
Shoreline 16 in.x2. Discharge rate 9,000 k/l per hour. Bunkers # 
available ex-pipe-line. 

DENSITY: 1025. 

FRESH WATER: Available from shore lines, at about 30 t.p.h. 
FUEL: Domestic oil is available. Bonded oil will be brought ft 
Yokohama with sufficient advance notice, when required. 
CONSULS: None. 

REPAIRS: Minor repairs only. 

DRY DOCKS: None. 
GANGWAY/DECK WATCHMEN: Not 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening ® 
closing hatches. If any time lost by ship's crew doing this Wo 
stevedores charge ship for waiting. Recommend request stevedores! 
this work unless crew can complete it before berthing. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take as 
but no spirits. 

TIME: GMT plus 9 hours. No alterations made to clocks during ye 
POLICE/AMBULANCE/FIRE: Iwaki (0246); Police 54-1111; Ambul 
and Fire, 119. 

TELEPHONES: No facilities for connecting on board. 


specially required unit 


SHIPMASTER’S REPORT: 1975. 
The port is protected by breakwaters, 1 running North and N.E. 11,170 
long and 1 running Westerly and W.S.W'ly 5,520 ft. long, the latter w* 
affords some protection from Southerly swell. 

Pilotage: The Pilot boards at the main breakwater entrance. If poss® 
obtain Japanese Port Chart No. 63 and approach Chart No. 68. 
Anchorage: If awaiting Pilot anchor approximately 1 mile E.S.E. 0° 
Southern extremity of the East breakwater. 

Max. Size: Several new berths have recently opened, including ® 
and No. 6. \ 
Health: The centre of the Quarantine Anchorage is located 6 cables 
from the Southern extremity of the East breakwater. Radio Prati@# 
accepted if a Japanese Sanitary Inspection Certificate is held. 


AUTHORITY: Onahama Port Construction Office, 38-1, Ona 
Tatsumi-cho, Iwaki City, Fukushima Pref. Tel: (0246) 54-2411. 


AGENT: Sub-agent of Dodwell & Co. Ltd., Tokyo. Onahama Ks* 
Unso Kaisha, Ltd., 36 Tatsumi-cho, Onahama, Iwaki-shi, Fukus™ 
ken. Cable Address: Kaiun Iwaki. Domestic Telex: 08922-80 Ona 
Tel: (0246) 53-3221/6. Postal No.: 971. 


NOMICHI-ITOZAKI (incl. Mihara, Matsunaga): 
420 N. 133.16 E. (See Plan) 


UMENTS: 

oe Register. 

iast Port Clearance. 

4Crew Lists including Passport Numbers. 

3 Passenger Lists. 

‘ Stores List. 

«Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

roy Voyage Memo (last 3 months). 

Ship's Agent will prepare Inward/Outward Declarations, 1 Cargo 
yntest in transit using specific forms. Therefore ship's Agent should 
» provided with necessary information about details of cargoes in 
svance 
saificates: Ship's Register to show Customs Inspector ship's 
astered gross and nett tonnages. Valid Cargo Gear Certificates 
gmetimes required by stevedores when cargo gear maintenance 
goears to be poor. 

PLOTAGE: Inland Sea pilotage should preferably be arranged through 
went by cable via Nagasaki Radio giving 72 hours’ notice. Urgent 
swection of ETA outside business hours should be cabled direct to pilot 
sation. Inland Sea Pilot Association covers all Inland Sea Ports. Pilotage 
sempulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
eee pilot stations dependent upon vessel's last port of departure and 
« Master's discretion. Pilotage available throughout 24 hours and 
"hours advance notice preferred, thereafter advising any alterations. 
st Inland Sea Pilots also act as Harbour Pilots up to berth or 
wchorage at destination. 

Note) VHF communication available with Inland Sea pilot stations. Also 
se Shipmaster’s Report’ before first port. 

{, Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
msition Lat: 34° 34.09'N., Long: 135°11'E. Telegraphic address 
Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
gungo Channel). Position Lat: 33° 13’ N., Long: 131° 54’ E. Telegraphic 
dress ‘Anjin Saganoseki”’. In event bad weather, recommended 
ssels proceed for shelter as near as possible, having due regard to 
slety, to Sekisaki pilot station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position Lat: 
8°56’ 24” N., Long: 131° 03’ 12” E. 
inland Sea Pilot also berths vessels at anchorage berth (if Matsunaga 
Say - logs), or pier in ltozaki district (Mihara section). 

Pilot boards for berthing from 30 minutes after sunrise until 30 minutes 
tefore sunset. 

ANCHORAGES: Draft limitations: ltozaki-Mihara 7.5 m. Matsunaga Bay 

45m. Tidal range: Maximum (+) 3.91 m. Minimum (—) 0.09 m. Capacity 

'3x20,000 ton vessels. 

HEALTH: Radio Pratique not available. Quarantine formalities normally 

carried out at Mutsure (off Moji) when vessel comes from West through 

fanmon Strait, Matsuyama when vessel comes from West through 

Sungo Channel (Sekisaki Pilot Station) and Fukuyama when vessel 

comes from East (Wadamisaki Pilot Station). 

RADIO: Recommended Master communicates with Agent through 

choshi Radio or Nagasaki Radio which cover all ports in Japan. 

‘specifically Westbound vessel, to contact Choshi, and Northbound to 

*ntact Nagasaki Radio respectively. 

TGS: Tugs available at Onomichi at any time with 24 hours notice. 
| Tugs of 2,000 h.p. — 3,000 h.p. available. 

SERTHING: No specific requirements. Pilot boarding time will be notified 

ship's Agent mainly by radio. 


Permissible 
Draft and 

Berth Length Depth Length overall Capacity 
k (m.) (m.) (m.) (g-r-t.) 
‘unicipal 

Nishigosho Pier 404 6.5 5.0130 2,000 
Municipal 

Shinhama Pier 250 5:5: 4.5x100 2,000 
“atsunaga Bay 1x 10,000 
(Anchorage) 5.0-10.0 16,000 
13,000 

Municipal 

lozaki Pier 320 10.0 9.0200 3,000 


llozaki Pier: Cargo handled from Mitsubishi and Hitachi Works, 
“ment in bags, steel and logs. 
SIEVEDORES: At least 24 hours prior notice excluding Sundays and 
‘idays required in order for Agent to arrange stevedores. Vessel must 
stanly keep her Agent advised of ETA. If stevedores cannot 
*mmence loading/unloading at time notified by the Agent, the orderers 
“ust pay for waiting time. If cargo gear not rigged on berthing, 
*evedores will do same for ship's crew. Overtime surcharges 1700 — 
‘#0 hrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. next 
pal 130% additional; Sundays/holidays 60% additional. 
NEDICAL: No advance notice required unless urgent. 
ANKERS: No facilities. 
"RESH WATER: Available. Method of delivery (1) Barge. (2) Pier. 
“ditional charge for overtime work and in event of bad weather. 

L: Domestic oil is available, Bonded oil will be brought from Kobe, 
nokawa, Hirohata or Moji. 
NSULS: None. 
YPENING/CLOSING HATCHES: Stevedores carry out opening and 
~osing hatches. If any time lost by ship's crew doing this work, 
~"edores charge ship for waiting. Recommend request stevedores for 
Work unless crew can complete it before berthing. 


“USTOMS ALLOWANCES: Only allowed 40 cigarettes to take ashore 
“tno spirits. 


~~ 


JAPAN 


REPAIRS: Repairs possible for vessels up to 100,000 g.r.t. 
REPATRIATION: Possible. 

AIRPORT: Nearest domestic airport at Hiroshima. Nearest international 
airport for crew joining/repatriation is Osaka International Airport. 
TIME: GMT plus nine hours. Permanent. 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
TELEPHONES: No arrangements for placing telephones on board. 
SHORE LEAVE: Local Immigration Authority issue shore passes valid 
for 15 days if vessel calling at more than one port in Japan and 7 days 
if vessel only calling at a single port. (If only calling Onomichi-ltozaki, 
Immigration issue 7 day pass). 

AUTHORITY: Port and Harbour Dept., Onomichi City, 27-13 Kohama- 
cho, Onomichi, Hiroshima Prefecture, Japan. 

AGENT: Mihara Shipping Agency Ltd., 1903-22-501, Enichi-cho, 
Mihara, Hiroshima Prefecture, Japan 723. Tel: 08486-4-3342, 0848-25- 
2482 (Onomichi Office). Telex: 642220 Shipmi. FAX: 08486-4-6025. 
Cables: Miharaship Mihara. 


OSAKA: 34.39 N. 135.26 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest in transit using specific forms. Therefore ship's Agent should 
be provided with necessary information about details of cargoes in 
advance. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: Pilotage is compulsory for vessels of 10,000 gross tons or 
more. 24 hours’ notice required. Telegraphic address: “Hanshinpilot 
Osaka’. VHF contact with Osaka Port Radio on Channels 12, 16, 19, 
20. Agents operate Channel 26. Three 15 ton Pilot boats with radio 
equipment to pilot office. Pilot boards anywhere within harbour limits. In 
event bad weather Pilot boards just inside breakwater when 
acknowledgement obtainable from Master. If awaiting Pilot, anchor 
inside harbour limits as near as possible to breakwater. 
ANCHORAGES: Section Nos. 7 and 8. Section 7 is Quarantine 
Anchorage. Section 8 for other vessels. Captain of the Port allocates 
anchorage position prior vessel's arrival which radioed to Master by 
Agent. Max. draft about 14.0 m. 

RESTRICTIONS: Vessels only permitted to enter from sunrise to 
2100 hrs. Full container vessels permitted to enter from sunrise to 
2400 hrs. and to depart at any time of the day. However, in order to 
avoid danger, some wharves (oil wharf, Nakayama Wharf and various 
shipyards where there is not enough space to conduct berthing 
operation), accept vessel only until sunset. 

MAX. SIZE: Max. permissible length 250 m., draft 11.6 m. Also see 
“Tankers”. 

HEALTH: Vessel requiring Free Pratique requested cable directly to 
“Quarantine Station", Osaka informing ETA, date of departure from last 
port, name of last port, number of crew and health condition. At first port 
of call in Japan, vessel must obtain Free Pratique. Quarantine Officers 
will attend vessel only from daylight to sunset and Master to show all 
Vaccination Cards, Derat Exemption Certificate. In case vessel arrives 
from cholera-infected area within 10 days Master must advise crew and 
passengers health condition to respective Quarantine Office through 
ship’s Agent prior to arrival and close all soil pipes before entering port. 

Radio Pratique is available only for a vessel which possesses Valid 
Sanitary Inspection Certificate issued by the Japanese Government. 
RADIO: Osaka Port Radio, 24-hour port operation service on VHF 
Channels 16, 12, 19 and 20. 

RADAR: Osaka Harbour Radar has 24-hour navigation aid and weather 
information service and supplies information on ship movements, etc. 
Contact by VHF Channels 16, 14 and 22. 

TUGS: 10 Port Authority tugs. Tugs join vessel just before harbour 
entrance. Tug’s lines used, no extra charge. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by VHF or radio. 


Mooring Capacity 


(See Plan) 


Wharf Water No. of 
Whart Length Depth Grosstons Ships Main Cargoes Handled 
m (m.) 
Tsumeyoshi Wharf 360 5.5 1,000 4 General Cargoes 
North Port Wharf 1 250 10.9... 17,000 1 Bulk 
500 1 
North West Wharf 2 120 5.5 1,000 1 Bulk 
12.0 30,000 1 
Umemachi West Wharf 792 10.0 20,000 1 Coal, General Cargoes 
‘ 10,000 1 Oil, LPG 
Umemachi Pier 395 10.0 10,000 2 Bulk, Oil 
Sakurajima Wharf 535 10.0 san r General Cargoes 
7 : Passengers, General 
Ajikawa Pier North Wharf 482 5.5 1,700 5 Cargoes 
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Mooring Capacity 


Wharf Water No. of 
Whart Length Depth Gross tons Ships Main Cargoes Handled 
(m.) (m.) 
: . 1,000 1 
Ajikawa Pier West Wharf 120 5:6 500 1 General Cargoes 


Ajikawa Pier South Wharf 312 a non ue General Cargoes 
Ajikawa Wharf 2 360 10.0 "youn . General Cargoes 
Ajikawa Wharf 3 178 10.0 10,000 1 General Cargoes 
Osaka Port Silo Wharf 210 11.0 13,000 1 Bulk Grains 
“a 10,000 1. General Cargoes, 
Ajikawa Wharf 1 320 10.0 3/000 1 Bananas 
Passengers, 
Tempozan Wharf 185 10.0 10,000 1° Ganeral Cargoes 
Ajikawaguchi Wharf 170 10.0 10,000 1 General Cargoes 
Central Pier North Wharf 210 11.0 13,000 1 
Central Pier South Wharf 210 10.0 10,000 1.4 General Cargoes 
Wharf 1 437 a bees . General Cargoes 
Wharf 2 341 10.0 bee ; General Cargoes 
10.0 10,000 1 
Wharf 3 315 75 3/000 ; General Cargo 
6,000 2 General Cargoes, Salt, 
sy abhi Fath hat 500 + Bulk Cement 
Whart 6 359 10.0 10,000 2 General Cargoes 
Whart 7 361 10.0 10,000 2 General Cargoes 
3,000 2 General Cargoes, 
What's SLs ita 1,000 1 Bulk Cement 
7,000 1 
Wharf 10 617, 3% 3,000 2 Steel 
1,000 1 
Wharf 11 90 5.5 1,000 1 Steel 
Taisho Pier 1 North Wharf 450 5.5 1,000 5 General Cargoes 
Wharf A 1,040 Le) 3,000 General Cargoes 
Paper, Pulp, General 
Wharf B 550 7S 3,000 4 Cargoes 
Whart D 580 pe a 2 General Cargoes, Cars 
% ,000 2 
Wharf E 821 be eps 5 Passengers, Cars, 
Wharf G 720 5.5 1,000 8 Steel, General Cargo 
Wharf | 720 5.5 1,000 8 General Cargoes 
Wharf J 720 12.0 20,000 3. Food 
Passengers, 
Wharf K 370 10.0 10,000 2 A Geharsl Cargoes 
Containership General Cargoes 
Wharf No. 1 (C1), 250 13.0. 25,000 DW 1 2.Gantry'Cranes 
Containership General Cargoes 
Wharf No. 2 (C 2) 250 13.0\-, 25,000; DW, \ 2 Gantry Cranes 
Containership General Cargoes 
Wharf No.3 (© 3) 300. 13.0 35,000 D/W 1 5 Gantry Cranes 
Containership General Cargoes 
Wharf No. 4 (C 4) 250 18.0' 25,000 DAW ; 3 Gantry Cranes 
What Nos’ (C5) 300 190 95,000DW 1S Ganty Grane. 
Liner Wharves L1 200 10.0 10,000 1 General Cargo 
L2 200 10.0 10,000 1 General Cargo 
L3 200 10.0 10,000 1 General Cargo 
L4 250 10.0 10,000 1. General Cargo 
Ls 250 10.0 10,000 1 General Cargo 
L6 230 10.0 10,000 1 General Cargo 
L7 230 10.0 10,000 1 General Cargo 
Ferry Wharf Ei 165 re 8,000 1 
F:2\ “130 6.0 3,000 1 
F3 148 6.0 3,000 1 Passengers, 
F4 165 7.5 8,000 1 Cars, 
F5 165 75 8,000 1 General Cargoes 
F6 130 6.0 3,000 1 
F7 240 8.5 10,000 1 
F8 205 a5 8,000 1 
Omni Terminal R1 185 10.0 10,000 Containers; 
R2 240 12.0 20,000 Plant; 
R3 240 12.0 20,000 Steel; 
R4 185 10.0 10,000 Timber, etc. 
R5 185 10.0 10,000 3 Gantry Cranes 


130.5 tons and 
240.5 tons 


CONTAINER FACILITIES: Berths C1, C2, C3, C4, C5, R2, R3 and R4 
each equipped with container handling gantry cranes. Berth C1 equipped 
to handle Ro/Ro. 


constantly keep her Agent advised of ETA. 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew. Overtime surcharges 1630 — 
2130 hrs. 60% additional of basic stevedorage; 2130 — 0500 hrs. next 
morning 130% additional; Sundays/holidays 100% additional. 
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BRIDGES: 4 bridges under construction. Clearance 33.3 m. — 479, 
Completion 1989-91. 

MEDICAL: No advance notice required unless urgent. Generaj a 
Seaman's hospitals available. 

TANKERS: No slop discharge facilities. Wharf No. 49, Sakurajima 9 
Wharf, max. LOA 250 m., max. safe draft 11.60 m. Product h 
fuel oil, diesel oil, Minas Waxy. Shoreline 12in. Discharge 
1,000 t.p.h. 

Shipmaster's Report: December 1985. 

Tankers are only taken alongside between 0930 hrs. and 1500 hy 
In Summer sometimes between 0900 hrs. and 1600 hrs. but it is » 
usual. 

Sakurajima Wharf 49 has a max. safe draft of 11.60 m., however we 
such a draft entering oniy possible during HW. If high water does » 
fall between 0930 hrs. and 1500 hrs. vessel has to wait a few days 

We discharged 5,000 tons of Ethylene Dichloride at Sakurajima Why 
Only one connection of 8 in. Discharging rate 700 cu.m.p.h. 
DENSITY: Outside anchorage: 1023 — 1025. Near breakwater: 102). 
1022. Average density inside breakwater 1020. Wharves near estuary: 
(Aji River, Shirinashi River, Kizu River and etc.): 1016 — 1020. 
FRESH WATER: Methods of delivery: by barges or pipe-line. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Ba 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lighter: 
from the nearest bunker stock ports at maximum 7 days prior notice 
CONSULS: The following consulates available in Osaka: 


Austria France Singapore 
Australia Korea Switzerland 
China, People’s Rep. of New Zealand U.S.A. 


REPAIRS: All grades repairs possible. 

DRY DOCKS: Hitachi Zosen Co. Ltd., Chikko Ship Yard. No. 1 Dog 
247.5 m.x55.7 m., depth 11 m. No. 2 Dock: 355.0 m.x62.7 m., dege 
11m. 

Namura Dock Co. Ltd., No. 1 Dock: 180 m.x27.5 mm., depth 9.37 
No. 2 Dock: 149 m. x22 m., depth 9.3 m. 

Sanoyas Co. Ltd., No. 1 Dock: 155 m.x21.7 m., depth 7.4 m. No! 
Dock: 112 m.x17 m., depth 7m. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening av 
closing hatches. Cost per hour per gang depending on type of cargos 
If any time lost by ship's crew doing this work, stevedores charge st 
for waiting. Recommend request stevedores for this work unless cia 
can complete it before berthing. 

CARGO GEAR: See “Certificates’, but no special requirements. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashor 
but no spirits. 

AIRPORT: One hour required from Osaka Port to Osaka Internation 
Airport by car (about 25 km. distance). Regular airlines: 

Overseas Lines: Japan Airlines, Cathay Pacific Airlines, Chix 
Airlines, Thai International Airlines, North West Airlines, United Airing 
British Airways, Korean Airlines, Lufthansa Airlines, Singapore Airing 
Air France. 

Domestic Lines: Japan Airlines, All Nippon Airways, Toa Airways. 
TIME: GMT plus 9 hours. No alterations made to clocks during yea 
HOLIDAYS: Every Sunday, May 1st, July 20th, December 3isit 
January 4th. 

POLICE/AMBULANCE/FIRE: Police tel. 110; Ambulance tel. 1% 
Fire tel. 119. 

TELEPHONE: Wharf connections available. 

SERVICES: All services available. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid® 
only 3 days, but 3 days’ extension possible if ship stays longer. 
DEVELOPMENTS: Container berths No. C-6 and C-7 un 
construction with completion in 1990 (each 300 m. length and 120° 
depth). Berths No. C-8 and C-9 will be completed in 1991. 
AUTHORITY: Port and Harbour Bureau, City of Osaka, 2-8-24, Chil 
Minato-ku, Osaka, 552 Japan. Tel: (06) 572-5121. Telex: 525-68 
OPPAJ. Cables: Omhbureau. Contact: Sumio Shiozaki, Manage'! 
Promotions Department. 


AGENT: Dodwell Tramp Agencies, Osaka Kagaku-Seni Kaikan, 38° 
chome, Kawara-machi, Higashi-ku, Osaka. International Telex: J632 


required —unles 


Cable Address: Dodtramp Osaka. Domestic Telex: 522-3 
Telephone: (06) 203-5151. 
OTARU: 43.12 N. 141.01 E. (See Pla’ 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, cam 
wrist-watch, radio, firearms/swords, etc. (only at first port of ca! 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 C# 
Manifest and Cargo Manifest in transit using specific forms. 
ship's Agent should be provided with necessary information about 
of cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector 5 
registered gross and nett tonnages. Valid Cargo Gear Certifce® 
sometimes required by stevedores when cargo gear maint 
appears to be poor. rm 
TUGS: Two tugs available. Tugs M/S “Sakura Maru” 147 g/t 1,000 
M/S “Tatwiea Maru” 199 g/t 2,600 h.p. Both belong to the Port A 


@,OTAGE: Limit of Otaru Pilotage District is sea area surrounded by 
~3 drawn from Kayashiba-misaki to Horaiso-misaki and coast line. 
eensed Pilots stationed in office from 0900 to 1700 hrs. Boarding place 
gout 1 mile from North B.W. Lt. H. 70°. Pilot boat painted white and 
gnes International Code flag “H” at forecastle deck. 
wwCHORAGES: Depth of water inside breakwater is 3.6 m. to 17.0 m 
pdnearly everywhere is good anchorage. Sea area outside breakwater 
~ good for anchorage, but be careful not to foul fishing nets. Around 
| Syantine anchorage is best outside breakwater. 

TRICTIONS: Quarantine and Customs business between 0900 hrs. 
yd 1700 hrs. Pilot assistance not compulsory but in practice necessary. 
wax. SIZE: 
ders and Quays 


Depth of 
Berth Length water Capacity Main usage 
No. (m.) (m.) (g/t) 
det No. 1: 1-2 339 9.0—-10.0 10,000x1 General cargo 
6,000 x1 
Bid 27. 10.0  3,000x1 General cargo 
45 293 9.0 6,000x2 Corn 
der No. 2: 7-8 293 9.0 6,000x2 Bananas 
9 126 9.0 3,000x1 General Cargo 
10-11 293 9.0 6,000x2 Corn 
getNo.3: 13-14 343 9.0 6,000x2 General Cargo 
18° AV27 9.0 3,000x1 General Cargo 
10,000x1 Lumber 
16-17 361 9.0-10.0 6,000x1 Mutton 
shudo Pier: 1-2 315 7.5-10.0 3,000x1 General Cargo 
10,000x1 Cement 
3 260 10 10,000x1 Ore 
4-5 380 7.5-12.0 20,000x1 Corn 
3,000 x1 
tatsunai Pier: 1 240 12.0 20,000x1 Corn, Log 
2-4 555 10.0 10,000x3 General Cargo 
Seago 9.0 16,000x1 Ferry Boat 
Wharf A: 6 128 7.0 1,000x1 General Cargo 
12 {28 7.0 1,000x1 General Cargo 
Sekaiemachi Wharf 352 7.0 2,000x3 General Cargo 
| ymaya-machi Wharf 392 Lge 3,000x2 Oil, cement 


HEALTH: See “Hakodate”. 
RADIO: Recommended Master communicates with Agent through 
choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
gecifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
SERTHING: No specific requirements. Pilot boarding time will be notified 
yship's Agent mainly by radio. 
STEVEDORES: At least 24 hours prior notice required in order to 
sange stevedores by Agent, excluding Sundays and holidays. Vessel 
sust constantly keep her Agent advised of ETA. If stevedores cannot 
smmence loading/unloading at time notified by the Agent, the orderers 
rust pay for waiting time. If cargo gear not rigged on berthing, 
sevedores will do same for ship's crew at additional cost. Overtime 
weharges 1630 — 2130hrs. 60% additional of basic stevedorage; 
Sundays/holidays 100% additional. 
NEDICAL: No advance notice required unless urgent. 
TANKERS: Available berthing for small vessels only, 1,000 g/t and usual 
tething 300 — 500 g/t. Japanese tankers only. Draft: Max. permitted 
12m. Discharging: about 100 tonnes p.h. 
DENSITY: Average 1025. 
FRESH WATER: Good drinking water at all piers and wharves. Water 
‘age available when off shore in harbour. 
*UEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
dsaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
‘om the nearest bunker stock ports at maximum 7 days prior notice. 
oe PRECAUTIONS: No smoking at tanker berth, Umaya-machi 
CONSULS: 
American Consulate, Sapporo in Sapporo City only. 
Tel: 011-221-5121. 
US.S.R. Consulate, Sapporo in Sapporo City only. 
Tel: 011-561-3171. 
‘orean Consulate, Sapporo in Sapporo City only. 
Tel: 011-621-0288. 
REPAIRS: All type of deck and engine repairs are possible. 
2RY DOCKS: None. 
SANGWAY/DECK WATCHMEN: Not 
sssengers or valuable cargo on board. 
SPENING/CLOSING HATCHES: Stevedores carry out opening and 
“ssing hatches. Cost per hour per gang depending on type of cargoes. 
any time lost by ship's crew doing this work, stevedores charge ship 
‘waiting. Recommend request stevedores for this work unless crew 
21 complete it before berthing. 
ro ae ALLOWANCES: Only allowed 20 cigarettes to take ashore, 
“INO spirits. 
*EPATRIATION: Possible. 
ARPORT: Distance from airport about 80 km. 21 flights per day from 
— airport to Tokyo airport. 
ME: GMT plus 9 hours. No alterations made to clocks during year. 
pUDAYS: Stevedores do not work on 1st May. 
LICE/AMBULANCE/FIRE: Tel: Police 110; Ambulance and Fire 119. 
LEPHONES: Arrangeable on board. 

RE LEAVE: Local Immigration Offices issue shore pass valid for 
at 3 days, but 3 days’ extension possible if ship stays longer. 
THORITY: Otaru Port Administration Office, 8-2, Minato-machi, 
ary City, Hokkaido Tel: (0134) 23-1264. 


GENT: Sub-agents of Dodwell & Co., Tokyo. Narasaki Sangyo Co. 
> Otaru Branch, Mitsui Bldg., 1-9 1-chome, Ironai-cho, Otaru-shi. Tel: 
'81U (0134) 23-3281. Cable Address: Narasaki Otaru. Telex: 9526-40. 


specially required unless 
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OWASE: 34.04 N. 136.15 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

5 Crew Lists including Passport Numbers. 

5 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). Each person's signature is necessary in it. 

Ship's Agent will prepare 2 Inward/Outward Declarations. 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector ship’s gross 
and net registered tonnages. 

PILOTAGE: Pilot station is 2 miles East from Togashira Island. Pilotage 
é not compulsory at this port but recommended to take pilotage by Toho 

il Co. Ltd. 

ANCHORAGES: Quarantine Anchorage position is Lat. 34° 03’ 55” N., 
Long. 136° 13’ 20” E. Depth of water 60m. — 80m. Radius 500 m. 
However, it is not advisable for vessels to stay there for a long time as 
there are many fishing boats nearby. 

RESTRICTIONS: According to Agreement between Fishery Association 
and Oil Refinery, ship's movement is prohibited at night. See “Berthing’’. 
MAX. SIZE: See “Tankers”. 

HEALTH: Radio Pratique available. Formalities carried out after entering 
the port. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which covers all ports in Japan. 
If specifically Westbound vessel to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: Tugs usually join vessel at Outer Harbour (near Quarantine 
Anchorage) and tug’s line is used. Tugs come from Nagoya. VHF 
Channel 16, 6, and 12. 

BERTHING: Time limit of Pilot boarding for berthing to Toho Oil Terminal 
is 3 hours before sunset due to the agreement between Fisheries and 
Toho Oil Co. Ltd. 

MEDICAL: No advance notice required unless urgent. Hospital facilities 
available. 

TANKERS: Toho Oil Owase Pier: Depth of water, 17.3 m., Max. d.w.t. 
150,000, Max. LOA, 275 m. Max. safe draft 16.00 m. Product handled 
crude oil. Shoreline 2x12”. Discharge rate, 4,500 K/I.p.h. 

Toho Oil Sea Berth: Depth of water, 21.0 m. Max. d.w.t. 250,000. 
Max. LOA 350 m. Max. safe draft 19.00 m. Product handled, crude oil. 
Shoreline 220". Discharge rate 7,000 k/I.p.h. 

FRESH WATER: Fresh water can be supplied to the vessel from pipe 
at quay. Supply capacity 30 t.p.h. 

FUEL: Domestic oils available. Bonded oil will be brought from Nagoya, 
Yokohama, Chiba or Kobe. 

CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 

CONSULS/REPAIRS/AIRPORT: None. 

TIME: GMT plus 9 hours. Permanent. 

TELEPHONES: Emergency numbers, Owase Police Office (05972) 2- 
0004; Owase Fire Station (05972) 2-2020; Owase Hospital (05972) 2- 
2118. No facilities for placing telephones on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but extension possible if ship stays longer. 

AUTHORITY: Owase Doboku (Public Works) Office, 2-11, Hayashi- 
machi, Owase City, Mie Pref. Tel: (05972) 2-2017. 


AGENT: Nippon Express Co., Ltd., Owase Branch. Tel: (05972) 2-2217. 
Cable: “Nexco Owase”. Uyeno Unyu Shokai, Yokkaich Branch. 
Tel: (0593) 45-2271. Cable: “Uyeno Shell Yokkaichi”. 


RUMOI: 43.57 N. 141.38 E. 


SHIPMASTER’S REPORT: November, 1985. 


DOCUMENTS: 

5 Crew Lists on Japanese forms. 

1 Stores List. 

3 Passenger Lists (if carried). 

Last Port Clearance. 

Register. 
PILOTAGE: 24 hours notice required. Boarding position at Quarantine 
Anchorage if fine weather or inside lee of new breakwater. Pilot boat is 
a small tug with a white hull. 
ANCHORAGE: Lat. 43° 57’ 11” N., Long. 143° 37’ 30” E. — Very poor 
holding ground, rock bottom. Exposed from N.W. to S.W. Numerous 
fishing floats, nets, etc., in approach to anchorage to about 3 miles 
offshore. 
RESTRICTIONS: Daylight entry only, sailing reportedly to be allowed 
up to 2 hours after sunset. 
MAX. SIZE: Maximum ship size 150 m. LOA, 25 m. beam and 7.2 m. 


(See Plan) 


draft. 

RADIO: ETA: Via Choisi Radio. This port has no VHF therefore ETA’s 
can be given via Otaru Radio on VHF Channels 16 and 12 when coming 
from South. 

TUGS: Two small tugs of approximately 450 h.p. Very expensive and 
poorly equipped and handled. 

BERTHING: Depth alongside and in approaches 5.5 m. — 7.2 m. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


STEVEDORES: Very good. Discharged boxes of frozen fish at average 
rate of 30 tons per working hour. Normal stevedoring hours 0800 — 
1700 hrs. with overtime to 2100 hrs. if required. 

MEDICAL: Hospital available. 

FRESH WATER: Available. 

FUEL: Available. 

REPAIRS: Minor repairs possible. 

GANGWAY/DECK WATCHMEN: Not compulsory. 
OPENING/CLOSING HATCHES: Crew open and close hatches. 
Stevedores adjust derricks as required under ship's supervision. 
REPATRIATION: Possible. 

AIRPORT: Nearest airport 15 km. from town (subject to delays in winter) 
ice, snow, fog, etc. 

TIME: GMT plus 9 hours all year round. 

TELEPHONE: In Agent's office, adjacent to wharf. 

DEVELOPMENTS: Breakwaters: New Western Breakwater under 
construction. It is marked by a red buoy at North end (position: Lat. 
43° 58’ 28” N., Long. 141° 37’ 52” E.) which must be left to starboard 
on entering. 

GENERAL: Provisions/Laundry: Available. 


SAKAI (Including Senboku and Hannan Port): 
34.34 N. 135.27 E. (See Plan) 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

7 Crew Lists including Passport Numbers. 

2 Passenger Lists. 

1 Stores List 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

wrist-watch, radio, firearms/swords, etc. (if first port of call in Japan). 

Ship's Agent will prepare inwards/outward Declaration, 1 Cargo 

Manifest in transit using specific form. Therefore ship's Agent should be 
provided with necessary information about details of cargoes in advance. 
Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
PILOTAGE: Cable address “Hanshinpilot Osaka’. 24 hours’ notice 
required. VHF (Osaka Port Radio), Channel 16, JBD Osaka Radio, 
Channels 25, 26 and 27. Three boats capacity 15 tons, 147 h.p. Pilot 
boards anywhere within harbour area, but preferably at Quarantine 
Anchorage — Sector No. 7. Bad weather: Unable to take Pilot. Boarding 
measures: Safe pilot ladder. Anchorage for vessel waiting Pilot: As Pilot 
Boarding Area. 

Inland Sea Pilot cable address: “‘Anjin Kobe” can also be used for 
following wharves: Kansai Oil Co. Ltd., Sakai Wharf; Koa Oil Co. Ltd., 
Sakai Wharf. 

ANCHORAGES: Quarantine inspection carried out at Quarantine 
Anchorage — Sector No. 7 where max. draft 12.5 m. Vessels with draft 
over 12.5 m. have to obtain Free Pratique at other ports. 

Anchorage location for larger vessels is designated on a grid system 
by the Captain of the Port. The instructions will be passed to the Master 
via the Agent. 

RESTRICTIONS: Entry not possible after sunset. Sailing possible 
anytime but Pilots not available after sunset. 

(a) Arrival notice for ships over 500 tons gross must be given to 
Harbour Master 48 hours prior to arrival. 

(b) Entrance passage draft limitation: 11.20 m. 

MAX. SIZE: 


Name of Wharf (Jetty) Max. draft Max. LOA 

(m.) (m.) 
Nippon Steel Wharf 3-A/3-B 14.0 255 
Nippon Steel Wharf 2-H 10.2 181 
Ube Kosan Wharf (Export) 9.0 130 
Ube Kosan Wharf (Import) 10.2 174 
Public Wharf 3 & 6 9.0 160 
Public Wharf 1, 2, 4, 5 only for vessel less than 500 tons 
Osaka Seiyosho Wharf 9.0 144 
Tankers: 

Max. Max. Max. Safe 
Name of Berth d.w.t. LOA draft 
(m.) (m.) 

General Wharf 130,000 290 15.50 
Kansai Oil Jetty 130,000 320 15.50 
Koa Sekiyu Crude Oil 150,000 320 15.50 
Ube Kosan, Sakai 

“D" Whart 20,000 170 9.20 
Marubeni Sakai 50,000 250 12.50 
Kansai Oil Jetty (LPG) 160,000 320 15.50 
Mitsui Toatsu (LPG)* 50,000 200 14.00 
Osaka Gas 

Semboku Jetty (LNG) 37,000 230 10.00 


*See “Shipmasters Report’. 

HEALTH: Radio Pratique available. Vessels usually anchor at the 
Quarantine Anchorage in Osaka, where the authorities board and grant 
Free Pratique. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
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VHF: 
Call Sign Call On Work On 
Osaka Bay Pilot Osaka Bay Pilot Channel 16 Channel 
allocated 
Harbour Pilot Hamshin Pilot Channel 13 Channel 13 
Port Radio Osaka Radio Channel 16 | Channel 
Sakai MSA Sakai Hoan Channel 16 ! allocated 


(Captain of the Port) 
TUGS: Join vessel at anchorage under instruction or attending Py 
Tug lines used, cost in tug hire. 
BERTHING: (Berths with less depth or capacity not shown). 


Water Total No. of Ship 
Berth No. Depth length Berths tonnag 

(m.) (m. (dwt, 
Sakai: 
Shiohama Wharf 1 7.0 120 1 5,000 
Ohama Whart 1 4.5 60 1 1,009 
Ohama Wharf a ap 270 3 3,00) 
Ohama Whart 3 7.0 240 2 5,00) 
Ohama Whart 4 9.0 165 1 12,00 
Ohama Whart 5 10.0 370 2 18,00 
Ohama Whart 6 7 130 1 6,00 
Senboku: 
Matsunohama Wharf 1 5.5 540 6 2,000 
Komatsu Wharf 1 55 360 4 3,00 
Komatsu Wharf 2 AM 390 3 6,00) 
Shiomi Wharf 1 4.5 480 4 1,000 
Shiomi Wharf 3 10.0 555 3 18,00 
Shiomi Wharf 4 tas 260 2 6,00 
Sukematsu 2 7.5 390 3 6,000 
Hannan: 
Kishiwada Wharf 1 10.0 185 1 15,00) 
Mooring Buoys 12.0 260 1 20,00) 
Mooring Buoys 12.0 230 1 15,00) 
Mooring Buoys 12.0 190 1 10,00 
Mooring Buoys 12.0 160 1 5,000 
Kaizuka Wharf 1 6.5 202 2 2,00 
Kaizuka Wharf 2 6.5 400 3 3,000 


There are many additional berths with depth of 2 m. — 4m. 
STEVEDORES: At least 24 hours prior notice excluding Sundays a 
holidays required in order for Agents to arrange stevedores. Vessel ms 
constantly keep her Agents advised of ETA. If stevedores canv 
commence loading/unloading at time notified by the Agents, the orders 
must pay for waiting time. If cargo gear not rigged on berth 
stevedores will do same for ship's crew at additional cost. Overtm 
surcharges 1700 — 1900 hrs. 50% additional of basic stevedorage; 2! 
— 0500 hrs. next morning 130% additional; Sundays/holidays 6) 
additional. 

MEDICAL: No advance notice required unless urgent. 
TANKERS: Berthing Procedure at General Wharf: Vessels may e® 
the Hamadera Passage during daylight hours only, from 0700 hrs. ut 
about 2 hours before sunset. In addition, for mooring larger vesses 
tellurometer is provided on bridge. No entry is made if wind speeds: 
15 m./sec. or over (for VLCC's 10 m./sec.), or if a typhoon is foreces 

Normally 4 tugs attend to a vessel of 160,000 d.w.t. and 6 tugs! 
larger vessels. The local rule is that total tug power is from 8% to 1? 
of the vessel's deadweight, depending on weather conditions. 

The berthing manoeuvre is carried out by the attending tugs withve 

little assistance from the ship's engines. The vessel approaches * 
berth at a 5° angle until about 2 ship lengths away. Then, the vesse 
brought parallel to the berth, about 200 ft. to 300 ft. off, and ea 
alongside by the tugs and mooring lines. The approach speet: 
approximately 0.5 knots until 1 ship length away. Currents in the be? 
are very weak. 
Mooring: The 2 mooring launches have insufficient power to hat 
wires and consequently are slow. However, an additional large laut 
is made available to handle wires. The normal mooring sequent: 
forward back spring, aft back spring, bow line, stern line, and bret 
lines. In view of the underpowered mooring launches, it is advisable! 
use synthetic lines for the bow and stern lines. The normal moo" 
configuration is 4 bow lines, 2 forward breast lines, 2 forward b® 
springs, 2 aft back springs, 2 aft breast lines and 4 stern lines. Inv® 
of the limited space available in front of the bow, care shoul? 
exercised not to overshoot the berth. 


Discha? 
Berth Product Shoreline eo 
(tp. 
General Wharf Fuel Oil 12in.x3 —_7/8,000 
Crude Oil 12in.x3 9,000 
Kansai Oil Fuel Oil 10 in.x1 600 
Jetty Crude Oil 36 in.x1  —_7/8,000 
Koa Sekiyu 
Crude Oil Fuel/Crude 32 in. x1 5,00 
Ube Kosan, Sakai 
“D" Whart Naphtha 12in.x1 700 
Marubeni Sakai Fuel Oil 16 in.x1 2,500 
Oil Terminal Minas Oil 18 in.x1 2,500 
Kansai Oil Propane 12 in.x1 1,000 
Jetty (LPG) Butane 10 in.x1 1,000 
Mitsui Toatsu Propane 12 in.x1 1,000 
(LPG) Butane 12 in.x1 1,000 
Osaka Gas 
Senboku Jetty (LNG) LNG 8 in. 2,000 


.x§ 

DENSITY: Osaka Gas Wharf and Nippon Steel Corporation 
1020 to 1025. 

All other wharves, 1010 to 1025. 
FRESH WATER: Minami Hakuchi anchorage by barges. All ® 
wharves by shore line. 
FUEL: Most domestic and bonded fuels available. 
CONSULS: None. 


PAIRS: See “Osaka”. 
mY DOCK: Hitachi Shipbuilding & Engineering Co. Ltd., Sakai 
soyard, Dock No. 2, length 455 m., width 63 m., depth 11 m., capacity 


7000 d.w.t. 
sNGWAY DECK WATCHMEN: Recommended and compulsory for 
yxers working Cargo. 
INGICLOSING HATCHES: Stevedores open and close hatches 
ve terms subject to charter party. 
~sfOMS ALLOWANCES: Each man allowed 200 cigarettes to take 
‘ore but NO spirits. 
4aGO GEAR: See “Certificates” but no special requirements. 
pATRIATION: Possible. 
\gpORT: International Airport Osaka, 45 km. distant. 
ag: GMT plus 9 hours No alterations made to clocks during year. 
~uCE/AMBULANCE/FIRE: See “Osaka”. 
PHONES: Available except Nippon Steel Wharf and Public Wharf. 
£ LEAVE: Local Immigration Officers issue shore leave pass valid 
days, but a 9 day pass is obtainable in case where a vessel stays 
-got for longer period. 
¥VELOPMENTS: 29 berths under construction at Sakai-Senboku. 
ix depth 12 m. 53 berths under construction at Hannan, depths from 
in- 12m. 


siPMASTER’S REPORT: February 1980. (L.P.G. Carrier). 

jsaka Bay: Also see “Kobe” — “Shipmaster's Report”. 

suy No transit of Tomogashima Strait at night from Sunset to Sunrise. 
“45s not a regulation but a Japanese Government request which for 

antents and purposes is a requirement. 

tage: Bay Pilot is a recommendation for LPG carriers which again 

“ans a requirement. About 97% of overseas shipping and 60% of 

wanese foreign going shipping use this service. 

ights: Flashing red over green to be permanently on day and night in 

wanese waters if vessel over 200 m. length. Red is for dangerous 

wqoand flashes at 120 to 140 flashes per minute and green for vessels 
yer 200 m. flashes at 180 to 200 flashes per minute. 

Two black cylinders by day for over 200 m. length plus 1st substitute 
yer B’ for dangerous cargo. 

% Wires/Mooring Line: To be rigged starboard side fore and aft, plus 

‘mooring line at each end. In actual fact we kept the fire wires in during 

nnsit of Osaka Bay in case of slippage and getting caught in propellor. 

he Pilot approved. 

\wigation: Sumoto — Oki Light Buoy: Lat. 34°21.1'N., Long. 

4°00’ E. must be left to port (North or South bound). This is not 

sieated on BA.3614 as a traffic separation buoy. The Pilot advised me 

»a'some foreign ships without Pilot leave this buoy on the wrong side, 

MSA catch any vessel doing this they are liable to prosecution. No 

vgation in visibility less than 1 mile and no berthing when wind speed 

/aceeds 12 m./sec. 

‘ot Boards about 7 miles South of Tomogashima. Cable: ‘Bay Pilot 

‘be’ 12 hours ETA, if any alteration cable ‘Urgent Bay Pilot Kobe’. 

Then by VHF through Kobe Port Radio — range 80 miles. Pilot neariy 
ways starboard side. Boards from 3 fairly fast purpose built red hulled 
wiers based at Sumoto on Awaji Shima Island. 

Pilot disembarks about 1 mile South of Tomogashima Strait. 

iy: For LPG carriers and certain other dangerous classification ships 

tere is no night passage of Tomogashima Straits or Osaka Bay which 

neans from about 1600 hrs. to 0600 hrs. there is no transit. Further 
nmplications are: 

1) At the berths themselves at Sakai and Kobe, LPG movements 
bs carob during darkness prohibited. 

2) Ifvessel has no Sanitary Certificate Free Pratique cannot be given 
"ich means anchoring at Osaka Quarantine anchorage for Pratique. 

(3) The cost of an escort tug whilst vessel is at anchor is fairly costly 
®out £100 per hour. 

Therefore if Pratique is required (No Sanitary Certificate) and berthing 
‘alday is undertaken, arrival at Tomogashima pilot station can only be 
‘ween 0600 to 0930 hrs. as the Quarantine service finishes for lunch 
me and if Pratique is not granted before lunch, entry is unlikely to take 

vace that day. 

‘Sanitary Certificate is held, Pilot boarding at Tomogashima can be 

‘tween 0600 to 1200 hrs. 

*atique: Free Pratique can only be given on proper notification by Radio 

“hours before arrival to Quarantine Service, prefixed by RPM through 

‘gent. Current Sanitary Certificate must be held. 

Pratique is granted whether or not Sanitary Certificate held but as 

ove delay will be entailed. Granted at Osaka Anchorage between 0830 

°1200 hrs. and 1300 to 1700 hrs. Sanitary Certificate costs about £100 

*d\s valid for 1 year. Application is made through Agent who arranges 

*r inspection by ‘Rentokil’ agency (£100) for any debugging and water 

‘sting and then followed by Government inspection which takes about 

hours. Storerooms, fridges, galley, toilets, garbage bins, drinking 

Pa etc., etc., all checked. This certificate entitles vessel to Free 

ue. 

ft the ship is not calling at Japan again within the 12 month period it 

Solitle value, otherwise if likely to call, for an LPG ship with restricted 

"ly the £200 could be well spent. 

oid Pratique, vessel anchors in Osaka Quarantine anchorage position 

3° 34° 37" N., Long: 135° 21.5’ E. (approx.). 

‘Scort Boat: A fire-fighting escort tug is required for Loaded LPG ships 

“ort limits. An escort boat of smaller capabilities is required for LPG 

?s in Vapour taking on bunkers or Lub oil in port limits. 

Approximate cost of firefighting tug is £100 per hour. 

a €refore to anchor overnight to await berthing in loaded condition 

™ fequire escort tug costing in region of £1,500. During cargo 

»*fations instant communication must be maintained with escort tug 

unt? OF Walkie Talkie. 


raced of Readiness: On anchoring at Quarantine anchorage or when 
Nour Pilot boarding, whichever first. 


_ 


JAPAN 


Agent suggests tendering Tomogashima Pliot and seeing if receiver 
accepts. 
Pilot: Harbour Pilot boards at Quarantine anchorage or at No. 1 and 2 
Buoys Hamadera Passage channel as indicated on BA.3614. 
Depth: Minimum depth in channel found to be 18 m. 
V.H.F.: Kobe Port Radio, very powerful station — 80 miles range. Osaka 
Radio used for public correspondence. 
Tugs: Two tugs join about half way down buoyed channel. Usual 
powerful Japanese type, tug’s lines. 
Berth: Mitsui Toatsu — Fertiliser berth: Position Lat: 34° 32.45’ N., 
Long: 135° 25.6’ E. 

Port Side to. 

Depth: 14.5 m. 

Stern overhangs end of quay. 

Gangway can be easily landed. 

No stores on quay. 

If wind speed exceeds 15m./sec. no berthing and_ instant 
disconnection. 

Vessel must be connected and have commenced pumping by sunset. 

Solid concrete pile quay wall with ample fenders. 
Lines: 3, 2, 2, each end. Line boat available, about 1.5 hours to tie up. 
Connections: Rubber hoses for liquid and Vapour Return. 

Propane line 12 in., Butane line 12 in. connection ASA 150. 

Vapour 8 in. for both. 

Shore labour with shore reducers. 

Takes about 1.5 hours to connect. 
Rate: Maximum able to accept: Propane: 800 m.t.p.h. 
Butane: 1,300 m.t.p.h. 

We were pumping at very close to this figure all the time with 3 pumps 
on each grade — shore restriction. 
Cargo General: Little back pressure. 

We had no surveyor, all tonnages on shore figures. 

Plant capacity: Propane: 1 tank of 20,000 metric tons. 
Butane: 3 tanks 12,000 metric tons. 
1 tank 24,000 metric tons. 

Approximately 15 m. of hose is used from shore manifold. 

Fire axe required for moorings each end. 
Watchman: English speaking watchman with telephone on board 
throughout 24 hours. 
Departure/Arrival: Latest 1700 hrs. 

Arrival: Hoses must be connected and discharge commenced before 
sunset. 
Facilities: No stores alongside. 

Water available, about Yen 700 per tonne. 

Doctor will board vessel at minimum charge of Yen 20,000. 

STD telephone to U.K. very expensive. 

Crew changes: Via Osaka International Airport — no difficulties. 

Repairs — Diawa (Company accredited Japan repair company). 
Kobe H. Kajita (Konishi now in general office). 078-681-6001 Telex 
5622-849 Daiwindus. 
Documents: 1st Port: 

1 Health Declaration 

1 Vaccination List. 

1 Application for Shore Pass. 

3 Crew Manifests (Crew Declaration) — Japanese Form. 

7 Crew List — Ship. 

1 Declaration (Ship Information) — Japanese Form. 

3 Ship's Stores. 

If any crew changes new personnel must be added onto original crew 
list (Manifest). 

Seal Bond only, leave Beer Room open. 

Usual procedure with shore passes — all handed in on departure, 
bottom torn off if calling at 2nd port and re-application made. 

For 2nd Port: 

7 Crew Lists. 

1 List Ship's Stores. 

1 Application Shore Passes. 


AUTHORITY: Sakai Port Administration Office, 1, Shiohama-cho, Sakai 
City, Osaka. Tel: (0722) 38-5241. 


AGENT: See “Osaka”. 


SAKAIDE: 34.19 N. 133.51 E. (See Plan) 


DOCUMENTS: 

1 Voyage Memorandum (List of Ports of Call). 

Ship's Register. 

Last Port Clearance. 

5 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificate 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engiy 


PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Nagasaki Radio or Choshi Radio giving 72 hours' 
notice. Urgent correction of ETA outside business hours should be 
cabled direct to pilot station. Inland Sea Pilot Association covers all 
Inland Sea ports. Pilotage is compulsory for vessels over 10,000 g.r.t. 
Pilots obtained from one of three pilot stations dependent upon vessel's 
last port of departure and at Master's discretion. Pilotage available 
throughout 24 hours and 72 hours advance notice preferred, thereafter 
advising any alterations. Most Inland Sea Pilots also act as Harbour 
Pilots up to berth or anchorage at destination. Also see ‘Shipmaster’s 
Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits) 
Position Lat. 34° 34.09'N., Long. 135° 11'E. Telegraphic address 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse (vessels transitting 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address ‘Anjin Saganoseki’. In event bad weather, recommended 
vessels proceed for shelter as near as possible, having due regard to 
safety, to Sekisaki pilot station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGES: Port located on North coast at East part of Shikoku 
Island in Inland Sea. 

Boundaries and Areas. Area bounded by line joined with three points, 
East corner of Sosha river mouth, Mamako-Hana of Semi Jima and 
Tako-Saki of Shotsuji-Yama. 

Depth of water inside harbour limit: 9 m. Outside harbour limit: 13 m. 
RESTRICTIONS: Vessels entering and/or leaving during daytime only 
at wharves; but no restrictions day and night at sea anchorage provided 
favourable weather conditions prevail. 

MAX. SIZE: See “Berthing”. 
HEALTH: At first port of call in Japan, vessel must obtain Free Pratique. 
Quarantine Officers will attend vessel only from daylight to sunset and 
Master to show all Vaccination Cards, Derat Exemption Certificate. In 
case vessel arrives from Cholera infected area within 10 days, Master 
must advise crew and passengers health condition prior to arrival and 
close all soil pipes before entering port. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
VHF: Sakaide Port Radio is located on top of Seijima (Lat. 34° 21’ N., 
Long. 133° 51’ E.). Watch is kept from 0600 to 2000 hrs. each day on 
Channel 16. 
TUGS: Wharves: Join vessel at Sea Anchorage, using tug’s line without 
—- Sea Anchorage: No tug required in normal conditions. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agents mainly by radio. 
Max. 


Max. Max. 
Berth Size LOA draft Remarks 
any (d.w.t.) (m.) (m.) 
Mitsubishi “A” 70,000 275 13.00 Coal 
Mitsubishi “B” 20,000 200 13.00 Coal 
Mitsubishi “C” 55,000 220 11.50 Coke loading 
Centre Pier 20,000 175 9.00 Fertiliser, grain 


East section of Centre Pier, length 160 m., breadth no limit, depth 9 m. 

West section of Centre Pier, length 110m., breadth no limit, 
depth 7.5 m. 

STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 1700 — 
1900 hrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. next 
morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: No advance notice required unless urgent. 

TANKERS: Asia Kyoseki Refinery No. 2 Pier. Max. size 50,000 d.w.t. 
Max. LOA 230 m. Max. draft 12.40 m. 224 in. for crude (4,000 kI.p.h.); 
Abe Hs in. for fuel (1,000 kl.p.h.); 2x 14 in. for chemical products (10,000 

I.p.h.). 

Asia Kyoseki Pier No. 1 (Sea Berth) max. size 100,000 d.w.t., depth 
alongside 19.6 m.; 2x 16 in. connections for crude. Max. unloading rate 
10,000 kI.p.h. 

DENSITY: Inside harbour limit 1025. Outside harbour limit 1025. 
FRESH WATER: Sea anchorage. No water barge available but usually 
brought from Onomichi (about 4 hours run to Sakaide). Rate of delivery 
80 to 200 t.p.h. dependent on barge. 

Centre Pier: Can be supplied by shore line with capacity 25 t.p.h. 

Mitsubishi Chemical Industries Wharf: Can be supplied by shore line 
with capacity 60 t.p.h. 

FUEL: All grades of bonded bunkers are stocked in Tokyo, Ise Bay, 
Osaka and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
FIRE PRECAUTIONS: No specific precautions. 

CONSULS: None. See “Kobe”. 

REPAIRS: Only minor repairs. 

DRY DOCKS: Kawasaki Heavy Industries Ltd., Sakaide, which is 
suitable to dry dock. Dock No. 2 for 500,000 d.w.t. vessel. 
450 m.x72 m.x 12.3 m. Not yet in action for ship repairs. Only used at 
present for ship building and after services. 

Floating dock with capacity 80,000 d.w.t. under construction. 

GANGWAY/DECK WATCHMEN: Not specially required unless 
Passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per gang per hour depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 
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CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashy 

but no spirits. | 
CARGO GEAR: See ‘Certificates’, but no special requirements! 
SURVEYORS: } 

1. Nippon Kaiji Kentei Kyokai is stationed at Sakaide. : 

2. Nippon Kaiji Kyokai (NK Class) and Lloyd's Register are Statigy ! 
at Sakaide. : 
REPATRIATION: Possible. i 
AIRPORT: No airport. Nearest Takamatsu, All Nippon Airways 11 fig I 
to Osaka and one to Tokyo and TOA domestic airlines to Tq, 
Fukuoka. 

TIME: GMT plus 9 hours. No alterations made to clocks during yes 
HOLIDAYS: National Holidays — see “Niihama”. Local Holidays: 
Year's Day (Lunar Calendar) January 30th; May Day May 1st; Mens 
Day of the Sea July 20th; Bon Festival August 8th. ! 

No ship's movement can be effected on January 1st, 2nd and 9 | 
August 8th and October 15th. ) 
POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire » ‘ 
Sakaide Maritime Safety Base, 6-2858. { 
TELEPHONES: No facilities for placing telephones on board. | 
BANKS: No American/European banks. But it is possible to Cole 
foreign currency, especially U.S. Dollars, at The 114th Bank, & 
Takamatsu. ¢ 
STORING: See “Prelims”. ’ 

1. Available by both, however, for Asia Kyoseki by barge. 

2. Available during cargo operations. 

3. Available, however at Mitsubishi “A” or "B" berth — by barge) 
heavyweight goods. 

4. No, however, at Centre Pier East/West they are available. 

5. No special regulations. 

6. Yes. 
SHORE LEAVE: Local Immigration Offices issue shore pass val: 
only 7 days, but extension for next 7 days possible if ship stays low 
GENERAL: Mitsubishi Chemical Industries Co. Ltd., Sakaide Works: 
wharf of above works located outer harbour limit of Sakaide por. 
undermentioned procedures required: In conformity with regulate 
vessel required to get special permission for entering into closed » 
which will be given from Shikoku Maritime Bureau. 

Customs request vessel calls Mitsubishi Chemicals Wharf to obs 
special permission for entering. If tonnage dues paid prior arrival, 
procedure will be attended to by Agent. 

Waiting anchorage: Avoid Bisan Seto Boundary according to spe ; 
water zone navigation order. Imperative to exclude water surfaces ; 
established Fishery Privilege. 

Vessels waiting to berth at centre pier are lightened at anchor. ; 
AUTHORITY: Sakaide Port Administration Office, 5-32 Irifunes: 
Sakaide, Pref. of Kagawa, Japan. Te/; 08774-6-2858. Contact: >| 
Captain. { 
AGENT: Asia Marine Agency Ltd., 1-3-2, Irifune-cho, Sakaides | 


Kagawa-ken. Cable Address: Asiamarine Sakaide. Telex: 058253 
Asimar J. Tel.: (08774) 6-6209/6215. 


' 
1 
t 


SAKATA: 38.55 N. 139.48 E. (See Pia 


Located at mouth of Mogami River. Strong wind blows from Ja | 
Sea November to March. 

In Winter season, wave height between 3 m. to 5 m., length 70™ | 
80m. and period 7 to 10 seconds. Current South to North at! 
coastline. 


TIDAL RANGE: 
Higher high water +61 cm. 
Spring tide high water +45 cm. 
Neap tide high water +41 cm. 
Mean sea level +39 cm. 
Neap tide low water +35 cm. 
Spring tide low water +31 cm. 

DOCUMENTS: 


{ 
| 
: 
Ship's Register. 
Last Port Clearance. 
3 Crew Lists including Passport Numbers. 
3 Passenger Lists. } 
1 Stores List. 
1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, ca™ | 
wrist-watch, radio, firearms/swords, etc., (only at first port oes 
in Japan). i 
Ship's Agent will prepare Inward/Outward Declaration, 1 | 
Manifest and Cargo Manifest in transit using specific forms. T 
ship's Agent should be provided with necessary information about oe | 
of cargoes in advance. 
Certificates: Ship's Register to show Customs Inspector %* 
registered gross and nett tonnages. 
Valid Cargo Gear Certificates sometimes required by steve 
when cargo gear maintenance appears to be poor. 


| 
: 


he 


_0TAGE: Order Pilot through Agent. In bad weather, wait instructions 
nt 
SHORAGES: All sea areas (except waterway) available for 
agrage. No prohibited anchorage areas. Pilot station and quarantine 
ggorage position is the area in the 500 m. radius circle centre of which 
»— 3,100 m. from Sakata Light Station. 
ssIRICTIONS: Ship movements in daytime only. 


ax SIZE: 
} No. of 
‘| Name Berths Length Depth 
(m.) (m.) 
iominato Wharf 1 270 =—13.0 
} ymikei Wharf (Private) 1 270 —13.0 


| gALTH: At first port of call Japan, vessel must obtain Free Pratique. 
‘ygantine Officers will attend vessel only from daylight to sunset and 
_ gser to show all Vaccination Cards, Derat Exemption Certificate. In 
«2 vessel arrives from cholera infected area within 10 days, Master 
‘a¢ advise crew and passengers’ health condition to respective 
ywantine Office through ship's Agent prior to arrival and close all soil 
as before entering port. 
up0: Niigata Radio. Call sign JCF. Recommended Master 
_municates with Agent through Choshi Radio or Nagasaki Radio 
een covers all ports in Japan. 
‘specifically Westbound, vessel to contact Choshi, and Northbound 
-ontact Nagasaki Radio respectively. 
16S: 2x 2,000 h.p. 
| SATHING: No particular requirements. 
igent communicates by means of ship's radio with respect to the 
«ct time when the Pilot has to be taken on board. 


No. of 
« Name Berths Depth Length 
] (m.) (m.) 
(+ Buoy (Logs only) 1 —10.0 220 
§} Sodeoka Wharf 3 i Mo 390 
§) Suisan Wharf (No. 2) - =", 380 
»4  Suisan Wharf (No. 1) - a 140 
/§ East Wharf (Funa ba-cho) 9 — 4.5 555, 
§ East Wharf (Shin machi) 2 oli tet 260 
) West Wharf 1 —10.0 185 
'{ West Wharf 1 —. 4.5 53 
} West Wharf 2 = OLD 180 
Ohama Wharf (No. 2) 5 = 4.2 305 
Ohama Wharf (No. 2) 1 Sate 90 
Ohama (No. 1) 2 =" 9.0 330 
) Sekiyukichi Pier (Private)-Oil 2 = 7:0 92 
'4 Kominato Wharf (No. 1) 1 =—13.0 270 
'§ Kominato Wharf (No. 2) 1 —10.0 185 
§ Kominato Wharf (No. 3) 1 =10°0 185 
-) Kominato Pier 1 —10.0 253 
»! Kyohatsu Wharf (Private) 1 =o.) 160 
} Sumikei Wharf (Private) 1 —13.0 270 
! Kyohatsu Pier (Private)-Oil 2 = urs 324 


JEVEDORES: In order to arrange stevedores, advance notice required 
yAgent at least 24 hours before, except Sundays and National 
‘days, 
‘ogs, 1.400 cu.m. per day are handled by ship’s winches. 
EDICAL: No advance notice required unless urgent. Medical facilities 
wlable at Sakata City Hospital. 
WKERS: 2 berths. Depths 7.0 m. and 7.5 m. 
3ESH WATER: Wharf feedwater only. No water boat. 
MEL: All kinds of bonded oil available at Bay of Tokyo, Bay of Ise and 
tof Kanmon. Bunkers lightered from Hakodate provided at least 
ys’ notice given. 
YNSULS: Korean Consulate Tel: 0222-21-2751. 
"PAIRS: Minor repairs only. 
ANGWAY/DECK WATCHMEN: Not specially required, unless 
Ssengers or valuable cargo on board. 
%ENING/CLOSING HATCHES: Stevedores carry out opening and 
| *sng hatches. Cost per hour per gang depending on type of cargoes. 
ay time lost by ship's crew doing this work, stevedores charge ship 
"waiting. Recommend request stevedores for this work unless crew 
 Scomplete it before berthing. 
‘STOMS ALLOWANCES: If voyage over 30 days — 200 cigarettes 
Sone bottle of spirits per man. 
PATRIATION: Crew replacement conducted basis ‘landing for 
*sfer to another vessel”. 
Orr: Yamagata Airport, situated 105 km. from Sakata. Four flights 
ay. 
ME: GMT plus 9 hours. No alterations. 
SUDAYS: Public offices closed on Sundays and National holidays. 
#0 work every day except 1st and 3rd Sunday of each month and 
‘nd and 3rd January. 
UCE/AMBULANCE/FIRE: Police (urgent) Tel: 110; (usual) Tel: 22- 
“|. Ambulance (urgent) Tel: 119; (usual) Tel: 22-3214. Fire (urgent) 
= 119; (usual) Tel: 22-3214. 
EPHONES: No facilities for placing on board. 
“ORE LEAVE: Local Immigration Offices issue shore pass valid for 
13 days, but 3 day extensions possible if ship stays longer. 
“THORITY: Sakata Port Office, 5-15 Funaba-Cho, 2-Chome, Sakata- 
* Yamagata Pref. Tel: 0234-23-5444. Contact: Teizoh Nakamura, 
ala Port Office. 
SENT: Sub-agent of Dodwell & Co., Tokyo. Sakata Kairiku Unso Co., 
_ *.6-19, 2-chome, Funaba-cho, Sakata-shi, Yamagata-ken. Cable 
= Kairiku Sakata. Domestic Telex: 08733-08, Tel: Sakata (0234) 


SASEBO: 33.10 N. 129.43 E. 


DOCUMENTS: See “General — Customs and Immigration”. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 


appears to be poor. 


JAPAN 
(See Plan) 


PILOTAGE: Compulsory. Vessel should keep Pilot closely advised 
through Agent, of ETA pilot station at least 24 hours prior arrival and 
any subsequent change. Pilot boards vessel 1 mile N.W. Kogosaki 
lighthouse. (Lat: 33° 06’ N., Long: 129° 38’ E.). In bad weather, Pilot will 
board at Lat: 33° 05’ 48” N., Long: 129° 40’ 24” E. 

Telegraphic address of Port Captain “JNK” 500 kHz (Sasebo Maritime 


Safety Office). 


ANCHORAGE: Ample good holding ground in inner harbour, but is 
controlled by U.S. Navy and only following anchorage available for 
commercial vessels: No. 3 Section, Depth 10m. — 37m. Capacity 


20,000 g.r.t. and over x 10. 


RESTRICTIONS: Entry and departure from sunset to sunrise only 
allowed under extenuating circumstances subject to Port Captain's 
special permission (U.S. Naval vessels excepted). No particular 
restrictions upon draft or tide conditions. Berthing during day only. 
Controlling depth of water — in the passage 23 m. — 54 m., at anchorage 


10 m. — 37m. 


MAX. SIZE: See “Berthing”. No particular limitation for entering port. 
For berthing however, acceptable length, draft and breadth will be 
decided case by case in accordance with conditions of each berth 
consulting with Pilots, U.S. Navy and Port Captain. No tanker 


installations outside port. 


HEALTH: See “Moji’”. Quarantine station: Lat: 33° 05’ 30” N., Long: 
129° 42' 00" E. 1.5 miles East of Kogosaki Lighthouse. Vessels 
chartered by USN (GAA, T/C, CVC, V/C) shall be cleared by U.S. Navy 
Quarantine and service available after sunset also. 


RADIO: See “Yokohama”. 


TUGS: Normally join vessel about 0.5 — 1 hour prior berthing and tug’s 
lines used. Charge for use of lines included in tug hire. 


No. of 
Tugs Horse Power Owner 
7 3,200 Nishi-Nippon Harbor Services Co. 
3 2,900 Nishi-Nippon Harbor Services Co. 
1 2,250 Nishi-Nippon Harbor Services Co. 
1 2,000 Nishi-Nippon Harbor Services Co. 
1 1,500 Nishi-Nippon Harbor Services Co. 
6 Small Boats —_Nishi-Nippon Harbor Services Co. 
1 2,400 Sasebo City 
BERTHING: 
Wharf Length Depth Capacity Cargo Remarks 
ERY (m.) (ft.) (g.t.) ’ 
lorizaki 80.5 32 20,000x1 Oil Under U.S. Navy's 
control 
Motofune No. 1 79.5 32 20,000x1 ; Fr ie 
Motofune No. 2 79.5 32 20,0001 ” ” ” 
Akasaki No. 1 & 2 298.0 40 20,000x2 ” ” ” 
Akasaki No. 3 219.0 40 20,000x1 h i: i PF 
Yokose 88.0 45 20,0001 ” » ” ” 
India Berth No. 1 254.4 31 20,0001 For repairs 
r; » No. 2-3 363.5 31 20,000x2 Repairs 
» No. 46 575.5 31 20,000x3 Repairs and general cargo 
‘i ‘i No. 7-8 363.5 31 20,000x2 General cargo 
No. 9 151.5 31 20,0001 General cargo 


No. 1 is under control of U.S. Navy 


No. 2—5: Exclusive use of SSK (Shipyard) 
No. 6-9: Under control of the U.S. Navy. No. 6 and 7 Berths can be used for 
commercial vessels, subject to the U.S. Navy's permission. 


Maehata Gaibo No. 1 185.0 33 


20,000 1 


Grain and general cargo 


Ekiura Wharf 150.0 16 1,000x2 General cargo 
Hizukushi Wharf 103.0 15 500x2 iw a 
Maehata Wharf 143.0 15 500 x3 E A 
Maehata Gaibo No.2 = 190.0 36 25,0001 Grain and general cargo 
No. of Buoy Depth Capacity (g/t) 
10 Over 10,000 
23 9m.—23m. 5,000 to 10,000 
7 Under 5,000 


These buoys also controlled by U.S. Navy and their use for commercial 
purposes subject to U.S. Navy's permission, except following buoy which 


is free for commercial vessels: 


Depth Capacity (g/t) 
No. 9 27 ft. 5,000 x 1 
STEVEDORES: Maximum 10 gangs available. 
Classification Regular employees Temporary labourers 
Stevedores 100 150 


Longshoremen/Warehousemen 


100 


200 


2 shifts: 0830 — 1630 and 1630 — 2130 hrs. Normal working hours: 
0830 — 1630 hrs. Overtime work possible by applying to Customs. No 
work can be arranged during New Year holidays (1st to 4th January), 


31st December and 1st May. 


MEDICAL: Hospital: U.S. Station Hospital (for U.S. military personnel 
only). Sasebo Dojinkai Hospital. Tanaka Hospital. Bussaka Dental 


Hospital. 


TANKERS: Diameter of lines: 8in. No slop (Residue) discharge 
facilities. Number of tanker berths as follows: 


Berth Length 
(m.) 
Akasaki No. 1, 2, 3. 517 
Motofune No. 1 & 2. 159 
lorizaki 80.5 
Yokose 88 


DENSITY: 1025. 


Depth 


Remarks 


40 under U.S. Navy's control 
32 under U.S. Navy's control 
32 under U.S. Navy's control 
45 under U.S. Navy's control 


FRESH WATER: Available by barge 1 each of 200 and 100 tons. Rate 
of delivery 50-100 t.p.h./barge. Water from hydrant at india Berth Nos. 


6, 7, 8 & 9. Rate of delivery 25 t.p.h./hydrant. 
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FUEL: No stock of bonded oil, but lightered from other ports. Adequate 
notice required order avoid delay. Rate of delivery from barges 100/ 
200 t.p.h. 


Suppliers Installation Notice required 
days 
Shell Sekiyu K.K. Nagasaki 3 
Shimonoseki 4 
Esso Oil Co. Shimonoseki 4 
Sakai 6 
Mobil Oil Co. Kokura/Moji 4 
Oita 5 
Caltex Oil Co. Shimonoseki 4 
Kudamatsu 5 
Mitsubishi Shoji Kaisha Shimonoseki 4 
Kanokawa 5 
C. Itoh & Co. Matsuyama 5 
Mizushima 5 
Nissho-Iwai Co. Shimonoseki 4 
Matsuyama 5 
Mitsui Bussan Kaisha Oita 5 
Kanematsu-Gosho Co Kokura 4 
Idemitsu Kosan Kaisha Tokuyama | 
Marubeni-lida Co. 
Sumitomo Shoji Kaisha Tokuyama 5 


CONSULS: None. 

REPAIRS: All deck and engine repairs possible. 

DRY DOCKS: Sasebo Heavy Industries Co. Ltd. No. 3, dry dock: Length 
370 m. Width 70 m. Depth 15 m. Max. ship (d.w.t.) 300,000. Another 5 
dry docks available. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

CARGO GEAR: Shore cranes: 


No. Capacity Location Owners 
1 250 tons India Berth No. 5 S.S.K 
1 15 tons India Berth No. 2&3 S.S.K 
2 15 tons India Berth No. 4&5 S.S.K 
1 15 tons India Berth No. 7 & 8 U.S. Navy 


Floating Cranes: 


No. Capacity Owners 
1 120 tons Nishi-Nippon Harbor Services Co. 
1 12 tons Nishi-Nippon Harbor Services Co. 
1 10 tons Nishi-Nippon Harbor Services Co. 


AIRPORT: Itazuke Airport, Fukuoka, about 120 km. (about 180 minutes 
by taxi). Served by regular airlines. Nagasaki Airport, Nagasaki, about 
50 km. (about 70 minutes by taxi). 10 flights daily (All Nippon Airways). 
TIME: GMT plus 9 hours. No alterations to clocks throughout year. 
POLICE/AMBULANCE/FIRE: Police Station: Sasebo 23-7161 (if 
emergency: 110). Ambulance Sasebo 23-5121 (Sasebo Fire Station). 
Fire Sasebo 119 (Sasebo Fire Station). 

TELEPHONES: No facilities exist for placing telephones on board. 
SERVICES: Hold cleaning. Compass adjusting. Fumigation. 
IDENTIFICATION CARDS: See ‘General — Immigration”. 

WEATHER: Southwesterly winds prevail in Summer, while Northerly 
blows frequently in other seasons. Max. wind velocity recorded 26.1 m./ 
sec. In early Spring dense fog prevails, but renders navigation 
impossible only for 7 days or so. 

Tidal range 2.6 m. Current rate max. 1.5 knots in vicinity of harbour 
entrance at rising tide. At ebb tide, it flows in opposite direction and is 
faster than during flood, but not so strong as to hinder navigation. 
GENERAL: Customs: When vessel arrives direct from foreign port, 
Customs Officials board for search. Following documents to be 
submitted. Crew List, Passenger List, Store List, Manifest of Crew 
Personal Effects (must be signed by individual crew member). Arms and 
Ammunition List, Narcotics List, List of Port of Call on current voyage, 
Discharging Cargo Manifest, Through Cargo Manifest, Declaration 
inward/outward (Form No. C2000). Following will be checked on board. 
Ship's Registry, Last Port Clearance. 

When vessel comes from Japanese port, Customs Officals will not 
attend on board, except special case. Master or Agents to attend at 
Customs House for entry formalities with following documents. 
Discharging Cargo Manifest, Through Cargo Manifest, Declaration 
inward/outward, Ship's Registry, Last Port Clearance, documents 
entrusted with the Master by Customs at previous port. 

On vessel's departure, clearance issued by Customs after confirming 

payment of tonnage dues. 
Immigration: \mmigration Officials board vessel on arrival to examine 
passports, discharge books and/or other equivalent travel documents 
and provide a 72 hour landing pass for crew members and passengers. 
Two copies each of Crew List and Passenger List are required by them. 
Providing vessel's Agent with these documents beforehand will help in 
expediting Immigration business on arrival. When vessel in port more 
than 72 hours, landing passes will be extended every 72 hours on 
application. 

In event that crew members, without entry visas, to be landed for 
repatriation or transfer, Immigration will not permit their landing unless 
passage, by either sea or air, ensuring prompt departure from Japan 
(within 72 hours) of these men has been booked, or unless vessels to 
which they are to be transferred, arrive in Japan within 5 days. Services 
are rendered from 0900 hrs. to 1700 hrs. 

AUTHORITY: Port & Harbour Bureau, Sasebo City, 3-5, Yorozu-cho, 

Sasebo City, Nagasaki Pref. Te/: (0956) 22-6128. 

AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Nishikyushu 

Warehouse Co. Ltd., Tategami-cho, Sasebo-shi, Nagasaki-ken. Tel: 

cone (0956) 24-6161. Cable Address: Soko Sasebo. Telex: 748227 
oko J. 


986 


SHIBUSHI: 31.28 N. 131.07 E. 


SHIPMASTER’S REPORT: April 1990. 


PORT LIMITS: An arc of one mile radius from position Lat. 31° 282 
Long. 131° 06.7’ E. 
DOCUMENTS: As per other Japanese ports. 
PILOTAGE: At present it is arranged by Kagoshima Port Authority, 
only during daytime. Boarding position Lat. 31° 24’ N., Long 131°5 
ANCHORAGE: No fixed locations, anchorage is safe in the bay 
RESTRICTIONS: None. Berthing and unberthing during daylight 
only. 
MAX. SIZE: LOA 240 m., draft 11.5 m. 
HEALTH: Normal pratique procedure. 
RADIO: As for Kagoshima. 
VHF: No VHF watch maintained. 
TUGS: Two tugs available at port for berthing and unberthing. 
BERTHING: Four berths available for medium sized ships, of why 
berths are for ships carrying bulk grain, which is discharged with » 
cranes assisted by conveyor belts into silos built for the purpose ( 
berth — Wakahama Central No.1, without installed shore crane 
available for general cargo. The fourth berth is for local passe 
vessels which call at the port daily. 

Mobile cranes are available locally to assist discharge if require: 
STEVEDORES: 
(a) Working hours are 0830 hrs. to 1630 hrs. 
(b) Overtime normally only for finishing cargo. 
(c) No work on Sundays. 
(d) Discharge rate: Bagged cargo — 300 tonnes per gang/day. 

Bulk cargo — 700 tonnes per gang/day. 

DENSITY: 1025. 


FRESH WATER: Available through hydrants on the jetty. 
CONSULS: None. 

REPAIRS: No facilities available. 

DRY DOCKS: None. 

SURVEYORS: None available. 

GANGWAY/DECK WATCHMAN: Not required. 

HATCHES: Opening/closing normally by crew. 

CUSTOM ALLOWANCE: As per other Japanese ports. 

CARGO GEAR: Optional. 

REPATRIATION: Possible but inconvenient. 

AIRPORT: See “Kagoshima”. 

TIME: GMT plus 9 hours. 

HOLIDAYS: As in other Japanese ports. 

TELEPHONES: Not available on board. 

BANKS: Bank of Kagoshima, daily working hours 0900 to i 
Saturday 0900 to 1200. 

STORING: Passenger jetty and general cargo berth have plenty of@ 
space available alongside for storing by trucks. Fork lifts available: 
can work on jetty. 

SHORE LEAVE: No restrictions. 

IDENTIFICATION CARDS: Shore passes issued by immigration 
GENERAL: Charts: Japanese charts: Kyusyu East Coast — Sibusi!! 
No.185 and Sibusi — Ko No.5850. 

AUTHORITY: Local port authority not yet established. Port operat 
controlled from Kagoshima. 


sHiMIZU: 35.00 N. 138.30 E. (See Plan) 


UMENTS: Quarantine (only when arriving from a foreign port): 
‘Maritime Declaration of Health. 
+ Crew List 
«List of Passengers (if any on board). 

Book and Registry, Certificate of Vaccination and Derat Certificate 
“Jor Derat Exemption Certificate) should be readily available. 


ms. 
, Mieclaration Inward/Outward of vessel. 
.| Ship's Registry. 
‘Last Port Clearance. 
‘Stores List, including arms and narcotics. 
Manifests of Cargo for discharge (prepared by Agents). 
‘Manifest of Through Cargo. 
+ Crew List. 
i List of Passengers. 
» ‘Declaration of Crew's Baggage (only necessary if crew members 
- have to land personal effects ashore). 
»| {Parcel List. 
¢) pnigration: 
» 2 Crew Lists. 
{Application for Shore-passes. 
2Lists of Passengers. 
‘Declaration Inward/Outward of vessel. 
«ybour Master: 
‘Declaration Inward/Outward of vessel. 
st Authority: 
‘ Declaration Inward/Outward of vessel. 
‘tficates: Ship's Register, Radio and Safety equipment Certificate, 
wat Exemption Certificate, etc. 
ALOTAGE: Pilotage should be arranged through Agent by VHF 
symizu Port Radio, Channels 16, 12, 14, 20), or vessels requiring Pilot 
sould hoist signal flag ““G”’. Pilot Station: on the point 043° — 1500 m. 
mm Shimizu Lighthouse (the lighthouse: Lat. 35°00’ 24’N., 
ong. 138° 32’ 00” E.) 
WNCHORAGES: See Section 3 on Chart of Shimizu. 
WAX. SIZE: Dry-cargo: Max. draft 12m. Length and breadth no 
estriction. 
ALTH: Free Pratique automatic calling at another Japanese port. 
‘dio Pratique available. 


JAPAN 


VHF: 
Name of Frequency Class & Type of 
Station (Channel No.) Power (W) Operation Use 
16 Simplex Call & Reply 
12 Simplex Communication 
Shimizu (priority 
Port F3 50 for urgency) 
Radio 14 Simplex Communication 
20 Duplex Communication 
CARGO HANDLING FACILITIES: 
Wharf Type Capacity Number 
Okitsu No. 2 Wharf Gantry (travelling) 37.5 tons 1 
Transtainer (travelling) 30.5 tons 1 
Sodeshi No. 1 Wharf Gantry (travelling) 45.0 tons 1 
46.4 tons 1 
48.6 tons 1 
Transtainer (travelling) 30.5 tons 7 
Sodeshi No. 2 Wharf Unloaders 400 t.p.h 2 
Hinode Wharf Jib Crane (fixed) 51 tons 1 
Fujimi Wharf Unloader (fixed) 400 t.p.h. 1 
180 t.p.h. 2 
Pneumatic unloader 300 t.p.h. 2 
(travelling) 
Belt-conveyor 400 t.p.h. 1 
180 t.p.h. 1 
Cement Unloader 470 t.p.h. 1 
450 t.p.h. 1 
Suzuyo Warehouse Pneumatic Unloader 80 t.p.h. 1 
Wharf (fixed) 
Pneumatic Unloader 50 t.p.h. 1 
(fixed) 
Honen Oil Dolphin Pneumatic Unloader 156 t.p.h. 2 
Pneumatic Unloader 300 t.p.h. 1 
Nihon Light Metal Unloader 540 t.p.h. 2 
Whart Air Slide 150 t.p.h. 1 
Loading Arm 1,400 t.p.h. 1 
Loading Arm 500 t.p.h. 2 


SPECIAL CARGO HANDLING FACILITIES: 

Container Berth: Okitsu No. 2 Wharf No. 11 — No. 12, depth 12 m., 
length 440m. (2 berths), 1 gantry crane (capacity 37.5 tons), 1 
transtainer (capacity 30.5 tons). 

Sodeshi No. 1 Wharf: Berth No. 6 — 8: Length 720 m., depth 12.0 m. 
3 gantry cranes, capacity 45.0 tons, 46.4 tons and 48.6 tons. 
7 transtainers, capacity 30.5 tons each. 


HERTHING: 
t Public: 
Whart Berth Depth Length Max. Size Main Usage 
7 (m.) (m.) (d.w.t.) 
7 
isu No. 1 Wharf No. 1—No. 3 10.0 556 15,000 General Cargo 
No. 4—No. 5 5.5 181 2,000 General Cargo 
No. 6—No. 9 10.0 740 15,000 General Cargo 
y etsu No. 2 Wharf No. 10 ms 168 5,000 General Cargo 
No. 11 — No. 12 12.0 440 30,000 Containers 
$ No. 13 — No. 14 10.0 370 15,000 Cars 
No. 1—No. 4 4.5 240 700 Ballast, Steel materials 
No. 5 75 135 5,000 Looe 
htachi No. 6—No. 8 12.0 720 30,000 ontainers 
pee No. 1 Whart No. 9—No. 10 9.0 350 10,000 = 
No. 11 12.0 240 30,000 Logs 
No. 12 — No. 15 vite) 520 5,000 General Cargo 
P No. 16 10-12 330 30,000 Wood-chips 
weshi No. 2 Wharf No. 17 9.0 165 10,000 Petroleum 
No. 18 he) 72 1,000 Petroleum 
No. 1-—No. 5 6.5 472 3,000 Fish & Shell 
j No. 6—No. 7 4.5 149 700 Fish & Shell 
on Wharf No. 8—No. 12 4.5 340 700 Fish & Shell 
No. 13 — No. 16 4.5 262 700 Fish & Shell 
, No. 17 — No. 18 6.5 185 3,000 Fish & Shell 
*mizu Wharf No. 1—No. 5 4.5 323 700 Steel materials 
Soyabean Meal, Waste Oil 
No. 1 under construction - - = — 
No. 2 0) 130 5,000 General Cargo 
‘ No. 3 (fae) 130 10,000 General Cargo 
made Whart No. 4 12.0 240 30,000 General Cargo 
No. 5 12.0 240 20,000 General Cargo 
No. 1—No. 2 4.5 113 700 Hay 
*imi Whart No. 3—No. 4 9.0 310 10,000 Woodchips 
E No. 5 11.0 240 30,000 Grain, Cement 
* No. 6—No. 7 9.0 329 10,000 Sugar, Raw Cotton, Pulp 
“chorage 
ln 4 344,100 m.? 10,000 — 
tone Buoy Orido 5.0—-10.5 3 Buoys 20,000 Logs 
"wate: 
Sonal Railway Whart 7533: 266 5,000 Cement 
en Sea-Berth 22.0 480 250,000 Naphtha 
en Sea-Berth 6.0-8.2 590 5,000 Naphtha 
“en Dolphin 11.0 210 40,000 Grain, Molasses 
“yo Warehouse Whart 4.5 48 700 Grain 
tuo No. 1 Pier 5.0 27 1,000 Petroleum 
“on Light Metal Wharf 9.0-11.0 365 32,000 Bauxite Ore, 
Alumina, 
’ Heavy Oil 
“syama Steel-Works Wharf 5.0 41 1,000 Steel Materials 
2 Kokan Whart 5.5-6.5 895 24,000 g.r.t. 
eel Shipyard Wharf 4.5-5.5 471 20,000 g.r.t. 
“0 Shipyard Pier 5.5-6.0 277 8,000 g.r.t. 
= Dock Pier 7.0 20 500 g.r.t. 


~@ 
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TUGS: Normally join in-coming vessels near pilot station. Tug’s lines 
usually used no extra charge. 

STEVEDORES: Normally latest time to order gangs 1500 hrs. previous 
day. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: Tonen Berth (8 berths): Max. permitted draft 22 m., max. 
size 250,000 d.w.t. 

DENSITY: 1023 — 1024. 

FRESH WATER: Most berths supply by shore installations, otherwise 
barge. 

FUEL: All grades of oil delivered by barge only. 

FIRE PRECAUTIONS: Harbour fire-fighting corps with a fire-fighting 
boat. 

CONSULS: None. 

REPAIRS: Most repairs and overhauls possible. 

DRY DOCKS: Kanazashi Shipyard, largest dry dock — 122 m.x 18.5 m., 
5,700 tons. Floating dock — 65 m.x18 m. 1,000 tons. 

Nippon Kokan Shipyard, floating dock — 135 m. x 27.8 m. 7,900 tons. 
GANGWAY/DECK WATCHMEN: Service of watchmen optional but not 
necessary. 

OPENING/CLOSING HATCHES: Opening and closing of hatches may 
be done by Crew members or on request to Agent by stevedores. 
CUSTOMS ALLOWANCES: Tobacco: 60 cigarettes permitted. Wine or 
spirits, according to the length of voyage: None within 1 month voyage, 
1 bottle over 1 month, 2 bottles over 3 months. 

SURVEYORS: Japan Marine Surveyors & Sworn Measurers’ 
Association, Shimizu Branch, 7-5, Irifune-cho, Shimizu, Japan. 
Tel: 52-0177. 

Japan Oil Stuff Inspectors Corporation, Shimizu Branch, 1-28, Irifune- 
cho, Shimizu, Japan. Tel: 52-8549. 

New Japan Surveyors & Sworn Measurers’ Association, Shimizu 
Branch, 7-17, 1-chome, Minato-cho, Shimizu, Japan. Tel: 53-1290. 

Japan Grain Inspection Association, Shimizu Office, 2-20, Hinode- 
cho, Shimizu. Tel: 53-1228. 

AIRPORT: 263 km. from Narita International Airport, 180 km. from 
Haneda. 

TIME: GMT plus 9 hours. Permanent. 

HOLIDAYS: No work from December 31st to January 3rd and Shimizu 
Port Festival Day (First Sunday in August). Also the 1st and 3rd Sunday 
of every month, except containers. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance 119; Fire 119; 
Water Police 52-0200. 

TELEPHONE: Telephones can be arranged onboard at most berths by 
calling 64-2002. 

SHIP SUPPLY SERVICE: Operated by Shimizu Port Service Ltd., 10- 
78 Hinode-Cho, Shimizu City, Shizuoka Pref., Japan. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 7 days but 7 days’ extension possible if ship stays longer. 
IDENTIFICATION CARDS: Passport or Seaman's Book. 
AUTHORITY: Shimizu Port Administration Bureau, 9-25 Hinode-Cho, 
Shimizu City, Shizuoka Pref., Japan 424. Te/: Shimizu (0543) 53-2203. 
FAX: 0543-54-0380. Contact: Etsho Matsushima, General Manager. 
Masafo Takagi, Manager of Planning and Development Division. 


AGENT: Sub-Agent of Dodwell & Co. Ltd. Suzuyo & Co., Ltd. 11 — 1 
irifune-cho, Shimizu-shi, Shizuoka-ken. Cable Address: Suzuyo 
Shimizu. Domestic Telex: 3965-671, 672, 677 Suzuyo Smz. Tel: Shimizu 
(0543) 53-3111/3914 and 52-1398. 


SHIMONOSEKI (including Mutsure): 33.57 N. 130.58 E. 
(See Plan) 
(See “Kanmon-Ko’’) 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
pene: radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: Nissin Tanker Pier — Mutsure: Pilotage is not compulsory 
but all vessels should take a Pilot. The Pilots reportedly are experienced, 
qualified and well organised. 

If the vessel is coming from Westwards, the Pilot will board at the 
anchorage position N.N.E. of Mutsure-Sima. 

If the vessel is coming from Eastwards, the same Pilot who navigated 
the vessel through the Kanmon Passage will bring the vessel to the 
berth if the tidal conditions are favourable and the berth is not occupied. 
Otherwise, the vessel should anchor off the terminal in an authorised 
anchorage. 

Pilots meet vessels arriving from Eastward near the entrance 
approaches of Kanmon Passage off the Hesaki Lighthouse. However, 
this is not applicable when the vessel is coming from Seto Naikai. 

Pilots have available heavy launches or tugs which generally have 
black and white superstructure. 
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The Port of Kanmon Ko is divided into several Districts, the 
important of which are Shimomoseki, Moji and Wakamatsy i 
anchorage is quite congested and the traffic is heavy. Also, a 
fishing boats, barges on tow, and other craft may be encountereg ; 
extreme caution should be exercised. 

Also see “Moji”’. 

ANCHORAGES: Mutsure Anchorage: Undermentioned area iS Om 
port. The sea area surrounded by: 

(a) Line connecting Daibahana on Takenoko Island and top, 

Wagora Island. i 

(b) Line connecting top of Wagora Island and Udonoham,. 

Mutsure Island. ’ 

(c) rae ae between Udonohama and Unoishibana on Mus, 

sland. 

(d) Line connecting Unoishibana and Anse-no-Shiri in Shimono 

(e) Line connecting Anse-no-Shiri and point at 370m. & 

Daibahana on the line connecting Daibahana and top of Wage 
Island. 
(f) Line Long. 130° 54’ E. 

Anchorage includes a part of Quarantine Anchorage and Mutsure’ 
Berth; depth 10 m. — 25m. 

RESTRICTIONS: See “Moji”. 


MAX. SIZE: 
Wharf Numbers Length Depth Capacity 
; (m.) —— (m.) (git) 
No. 1 Pier 9-10 330 9.0 10,000x2 
12 165 9.0 10,000x 1 
13 165 9.0 10,000x+4 
No. 2 Pier 15 150 9.0 10,000x1{ 
16 165 10.0 15,000x1 
17 210 10.0 15,000x1 
Hosoe Wharf 18 130 7.5 (Exclusively usg 
by Kampu-Fery 
19 130 7.5 5,000x1 
20 185 10.0 15,000x1 
21 185 10.0 15,000x1 
Hanano-cho Pier 24 185 10.0 15,000x1 
25°C 185 10.0 15,000x1 
26 130 ial) 5,000x1 


Note: If both Nos. 12 and 13 piers are used, LOA up to 160 m. 
If both Nos. 15 and 16 piers are used, LOA up to 160 m. 

If both Nos. 20 and 21 wharves are used, LOA up to 230 m. 

If both Nos. 24 and 25 piers are used, LOA up to 230 m. 
Fukuura Berth 


(for lumber discharge only) 120 7.6 5,500 d.w! 
Nishiyama Berth 240 12.0 30,000x1 
Lumber Pool 185 10.0 15,000x1 


Also see “Tankers”. 


HEALTH: See “Moji”. 

RADIO: Recommended Master communicates with Agent throw 
Choshi Radio or Nagasaki Radio which cover all ports in Japan 
specifically Westbound vessel to contact Choshi and Northbound: 
contact Nagasaki Radio respectively. 

VHF: Shimonoseki Port Radio Station on Channels 16, 12, 14, 208 
22. Pilots on Channel 13. 

TUGS: See “Moji”. 

BERTHING: No specific requirements. Pilot boarding time will be not 
by ship's Agent mainly by radio. 

Mitsui Kinzoku Dolphin Pier: Max. d.w.t. 60,000. Max. LOA 230 
Max. draft 11.90 m. 1 shore crane. Bauxite and phosphate handlet 
BRIDGES: Kanmon Suspension Bridge was built in 1973 acm 
Hayatomo Channel (narrowest place in Kanmon Strait, width of faint 
530 m.) between Shimonoseki and Moji. The height of the bridge 
sea level is 61 m. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays # 
holidays required in order for Agents to arrange stevedores. Vessel ™ 
constantly keep her Agent advised of ETA. If stevedores cat 
commence loading/unloading at time notified by the Agent, the orde® 
must pay for waiting time. If cargo gear not rigged on bert 
stevedores will do same for ship's crew. Overtime surcharges 1 
1900 hrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. ® 
morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: It is recommended that advance notice be given if treat 
required. 

TANKERS: Shell Oil Berth situated at Hikoshima, on Southwestem® 
of Honshu, facing Moji across Kanmon Strait. In vicinity of berth, i 
tide sets to East, ebb tide to West, current about 5-6 knots. Moo 
berth consists of 4 buoys, approximately 140m. offshore, 9® 
between buoys being approximately 270 m. 

Max. dimensions of vessel which can be safely accommodatet® 
18,000 d.w.t., LOA 170m., breadth unlimited, draft 9m. Poe 
handled, fuel oil. Shoreline 18 in. Discharge rate 500 t.p.h. 

Vessels only berthed or unberthed when tide sets to West 0 
daytime only. In approaching berth, as vessel comes against tide, 
engine power and tug assistance required. One 10 in. pipe con 
to vessel; discharge efficiency per hour 500-600 ki. 

Nissin Tanker Pier No. 1 located about 610 m. South of Mus 
Lighthouse. At this berth, West-going current stronger than East 
and ship taken to berth only on Westerly current, with stern 
South. Most suitable berthing time is 2 — 3 hours after comme’ 
of West-going current. Max. dimension of vessel which can! 
accommodated at this berth is 95,000 d.w.t., LOA 246 m., draft ® 
Product handled, fuel oil. Shoreline 3x 12 in. Discharge rate 2,000" 
Berth Nos. 2 and 3 handle coastal tankers only. 

DENSITY: 1025. 

FRESH WATER: Good fresh water supplied either from water ba? 
from hydrants alongside wharves. Rate of delivery from water 
50 t.p.h. and from hydrants 40-50 tons. 


gf: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
- Bay and Kanmon Port. At all other ports bunkers will be lightered 
tn the nearest bunker stock ports at maximum 7 days prior notice. 
: ‘ip see “Moji — Fuel’. 

: ULS: Korean Consul, Tel. (66) 5341. 

PAIRS: All types of repairs possible. 

ay DOCKS: Mitsubishi Heavy Industries Ltd. 4 dockyards (Nos. 3 & 
* ‘smaller vessels). 

easnikane Shipbuilding K.K. 3 dockyards (Max. 1,100 g.t.). 

1 |e Shipbuilding K.K. 1 dockyard (Max. 1,000 g.t.). 

ysubishi Heavy Industries Ltd. 

"| seensions of Docks: 


Length Breadth Draft 
’ (m.) (m.) (m.) 
No. 1 Dock 164.13 25.0 7.04 
No. 2 Dock 150.10 20.0 6.88 

’ wx Size of Vessel for Docking: 
' Length Breadth Draft 
(m.) (m.) (m.) 
No. 1 Dock 160.00 22.50 5.50 
' No. 2 Dock 143.00 19.30 5.00 

ywNGWAY/DECK WATCHMEN: Not specially required unless 


wsengers or valuable cargo on board. 
yENING/CLOSING HATCHES: Stevedores carry out opening and 
esng hatches. Cost per hour per gang depending on type of cargoes. 
my time lost by ship's crew doing this work, stevedores charge ship 
ywaiting. Recommend request stevedores for this work unless crew 
»can complete it before berthing. 
sTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
wino spirits. 
uRGO GEAR: See “Certificates”, but no special requirements. 
*PATRIATION: Possible. 
| WRPORT: Approx. 80 km. to Fukuoka Airport; about 1.5 hours by train. 
gorox. 18 km. to Kitakyushu Airport; 40 minutes by taxi. 
WE: GMT plus 9 hours. No alterations made to clocks during year. 
NUCE/AMBULANCE/FIRE: Police Station 110; Ambulance/Fire 
§aton 119. 
\ELEPHONE: Possible to place telephone on board. 
§RVICES: All services available. 
WORE LEAVE: Local Immigration Offices issue shore pass valid for 
»y3 days, but 3 days’ extension possible if ship stays longer. 
VELOPMENTS: Nishiyama lumber discharge wharves (depth of 
wer 12 m.) and a lumber pool for larger vessels are under construction 
iWestern centre of Hikoshima Island, facing Kanmon Straits. 
WTHORITY: Shimonoseki Port Authority, (750) 1-1 Nabe-cho, 
ymonoseki City, Japan 750. Tel: (0832) 31-1111. FAX: (0832) 23 1300. 
|Ontact: Takao Ito, General Manager. 


GENT: See “Moji”. 


’ 
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 HIMOTSU (including Kainan): 34.06 N. 135.08 E. 


. NCUMENTS: 

Ship's Register. 

last Port Clearance. 

3 Crew Lists including Passport Numbers. 

j Passenger Lists. 

1 Stores List. 

' Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
hh ta radio, firearms/swords, etc. (only at first port of call in 
japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 

, ‘fest and Cargo Manifest in transit using specific forms. Therefore 

, "s Agents should be provided with necessary information about 

, Bails of cargoes in advance. 

; 


“tificates: Ship's Register to show Customs Inspector ship's 
_ Yslered gross and nett tonnages. Valid Cargo Gear Certificates 
_ ™etimes required by stevedores when cargo gear maintenance 
, Sears to be poor. 

*LOTAGE: Pilot request to be given to pilot station through Agent. 
, *ance notice of ETA: 72 hours and 24 hours before arrival. No VHF 

‘lable. Pilot usually attends by tug boat. No special pilot boat. Pilot 
, “ads Lat. 34° 07’ 25” N., Long. 135° 06’ 45” E. No alternative area in 
Ment of bad weather. Location of anchorage for awaiting pilot — Lat. 
; #07' 25" N., Long. 135° 06’ 45” E., as pilot station. 
'CHORAGES: Quarantine Anchorage, 20 m. depth. 

*STRICTIONS: Entry daytime only. 

"8 Bay: Vessels no longer than 110 m. berth. Daytime entrance only 
, Waidless of tide and current. 


"NX. SIZE: Max. d.w.t. Length Draft 
, en 0-1 236,000 480 m. 18.50 m. 
fren E-1 70,000 400 m. 12.50 m. 
truzen Buoy Berth 35,000 230 m. 9.50 m. 
fuzen Jetty 5 50,000 392 m. 11.60 m. 
“Kosan Jetty 9 (Kainan) 70,000 250 m. 12.50 m. 
»Kosan Ohsaki Sea Berth 245,000 aaa 24.00 m. 


‘see “Tankers”. 

"ALTH: Radio Pratique available. 

malities will be carried out at the undermentioned positions which 
Specified by Harbour Master. 
Lat. 34° 07’ 09" N., Long. 135° 06’ 20” E. 

Lat. 34° 08’ 09” N., Long. 135° 06’ 28” E. 

Lat. 34° 08’ 25” N., Long. 135° 05’ 47” E. 

Lat. 34° 08’ 33” N., Long. 135° 06’ 49” E. 

Lat. 34° 09’ 00” N., Long. 135° 06’ 29” E. 

Lat. 34° 08’ 48” N., Long. 135° 07’ 30” E. 

Lat. 34° 09’ 14” N., Long. 135° 07’ 27” E. 
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JAPAN 


RADIO: Recommended Masters communicate with Agents through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound, to contact Choshi, and Northbound, to contact 
Nagasaki Radio respectively. 

TUGS: bi join at Quarantine Anchorage, tug lines used. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agents mainly by radio. 

MEDICAL: No advance notice required unless urgent. 

TANKERS: There are no slop facilities. 


Discharge 

Berth Product Shorelines Rate 
(t.p.h.) 
Tonen O—1 Jetty Crude Oil 2x12 in. 4,500 
3x16 in. 12,000 
Tonen E-1 Jetty Crude Oil 2x12 in. 2,500 
Fuel Oil 110 in. 2,000 
Maruzen No. 5 Jetty Crude Oil 2x Bin. 1,500 
Maruzen Buoy Berth Fuel Oil 1x Bin. 500 
Lube Oil 2x 6in. 500 
Fuji Kosan Jetty 9 Crude Oil 3x16 in. 13,000 


(Kainan) 

Tonen O-1 Jetty: This berth consists of an unfendered central platform 
with access way and pipe trestle to the shore, having on each side 
1 flexible and 2 rigid breasting dolphins with catwalk connected to the 
central platform. There are 2 more rigid mooring dolphins for breasting 
lines located in a backward position relative to the breasting frontage 
and accessible by catwalk. 

The spring lines are secured to either one of the rigid breasting 
dolphins at each side of the central platform. 

The original mooring buoys have been replaced with mooring dolphins 
standing off the central platform 251 m. and 241 m. thus extending the 
total mooring frontage to 492 m. All mooring and breasting dolphins are 
fitted with capstans and remotely operated quick release hooks. 

Currents run parallel to the berthing face, maximum 2 knots each way. 

The berth has been approved for accommodating tankers of about 
236,000 d.w.t. Depth alongside the berth is about 20 m. below C.D. 

Berthing Procedures and Mooring: The vessel is turned about 1 mile 
North of the berth and then backed down to the berth. The reason for 
this procedure is twofold. First, there is insufficient room at the berth for 
turning. Second, in the port of Shimotsu vessels are normally berthed 
heading out so that in case of an emergency they can depart with the 
least possible delay. Furthermore the passage South of Zi-no-Shima 
inland is very often obstructed with fishing nets. 

The vessel is brought parallel to the berth, about 150 ft. — 300 ft. off, 
and then pushed alongside by the attending tugs. Mooring lines are only 
led when the vessel is very close in or resting against breasting dolphins. 
The normal sequence for handling ship's ropes is: spring lines, bow and 
stern lines, and then the forward and aft breasting lines. 

The mooring configuration for vessels less than 100,000 d.w.t. is: 3 
bow lines, 3 stern lines, 2 forward breasting lines, 2 aft breasting lines, 
2 forward back springs, 2 aft back springs. For vessels up to 200,000 
d.w.t., an additional bow line and stern line is required. For vessels over 
200,000 d.w.t., an additional breast line fore and aft is necessary. 
2 mooring launches are used. The berth is equipped with a sonar 
docking system. 

When very strong Southerly winds are experienced, the vessel will 
go port side to. This rarely happens. 

DENSITY: Average density 1012. 

FRESH WATER: Available at every berth except Fuji Kosan Sea Berth, 
by shore lines, rate about 25 tonnes per hour. Also available by barge. 
FUEL: Most grades of domestic and bonded oil are available. If 
bunkering is carried out at anchorage, guard boat and oil fence will be 
required by harbour regulations. 

CONSULS: None. 

REPAIRS: Only minor deck and engine repairs. 

DRY DOCKS: 

Yura Dockyard: Mitsui Shipping & Engineering Co. Ltd. have constructed 
a 350,000 d.w.t. new dockyard in Yura, 50 nautical miles South of Kobe 
Lat. 33° 57’ 30” N., Long. 135° 07’ 00” E. Vessels calling at Yura port 
are requested to note the following information: 

Tonnage dues should be paid at Wakayama since Yura is closed port. 

Dock Master boards at position 280° — 2,000 m. from Arijima 
Lighthouse for entering Yura and Pilot is not required. 

Vessel is requested to wait at Wakayama Anchorage if dry dock or 
wet basin is not available. 

Vessel is requested to call at Shimotsu for Free Pratique if necessary. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Osaka International Airport. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police 110 and Ambulance/Fire 119 (in 
case of emergency). 

TELEPHONES: No facilities for placing telephones on board. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
IDENTIFICATION CARDS: Not required. 

AUTHORITY: Wakayama Shimotsu Port Administration Office, 22, 
Chikko 6-chome, Wakayama City. Tel: (0734) 31-7266. 

AGENT: Sub-Agents of Dodwell & Co., Tokyo: Shimamoto Kaiun K.K., 
Kowan Kaikan, 3066, Shimotsu, Shimotsu-cho, Kaiso-gun, Wakayama- 
ken. Cable address: Shimamoto Wakayama Shimotsu. Domestic Telex: 
05542-749 Shimast. J. Tel: (07349) 2-0141. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engl, 


SHIOGAMA (Including Sendai): 38.20 N. 141.03 E. 
(See Plan) 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Personal Effects. 

Agent should be provided with necessary information to prepare 
Inward/Outward Declarations and Cargo Manifests. 
PILOTAGE: Not compulsory but can be arranged at request of Master. 
Pilot not available after dark. Pilot boards at Fairway Buoy “A”, position 
Lat. 38° 13’ 15” N., Long. 141° 08’ 15” E. 
ANCHORAGES: Depth: 28 m. Bottom: Rock and sand. Anchorage not 
suitable in rough weather and as no sheltered anchorage nearby it is 
advisable for vessels to proceed offshore. 
RESTRICTIONS: For Vessels Entry Into and Sailing from Sendai: 
Priority of entry and sailing from the port is given to ferries. Entry and 
sailing of other vessels is restricted to times outside ferry schedules. 
Entry of tankers controlled by Tohoku Oil Refinery Co. Ltd. under 
supervision of Harbour Master. 
MAX. SIZE: See “Berthing”. 
HEALTH: Radio Pratique available. 
Sendai: Formalities will be carried out at the Quarantine Anchorage (Lat. 
38° 13’ 03” N., Long. 141° 06’ 42” E.) 
Shiogama: Formalities will be carried out at the Quarantine Anchorage. 
RADIO: Choshi Radio or Nagasaki Radio. 


BERTHING: 
Sendai: 
Permissible 
Berth Length Depth Draft Capacity Cranes 
(m.) —_(m.) (m.) (g.r-t.) (tons) 
Tohoku Oil Pier 18.0 17.0 125,000 d.w.t. 
12 m. Public Berth 240 12.0 ai 20,000 
10 m. Public Berth 185 10.0 9.5 18,000 
Azuma Seiko 300 12.0 fie 20,000 2x30 
(Private) 1x10 
Fujisawa Seiko 300 8.0 y Oe 10,000 1x30 
(Private) 
Shiogama: 
Permissible 
Draft & Length Shore 
Berth Length Depth Overall Capacity Cranes 
: (m.) (m.) (m.) — (m.) (g.r.t.) 
Teizan No. 1 (T.1) 160 8.5 8.5 160 10,000 
No. 2(T.2) 160 8.5 8.5 160 10,000 
No. 3(T.3) 130 Viet) 7.0 120 15,000 
No. 4 (T.4) 130 7.5 7.0 120 15,000 
Higashi Wharf 
(E.1,2,3) 330 tas: 7.0 — §3x3,000 1x3t. 
Naka Wharf 130 gph) cgi 130 5,000 1x2t. 
(E. side)(M. 4,5,6) 140 4.5 4.0 2x 1,000 
Naka 
(W. side)(M. 7,8) 197 4.5 4.0 — 2x1,000 
Naka 
(N. side)(MN) 169 5.5 5.0 — 2x2,000 
Nishi Wharf (W) 323 4.5 4. — 4x1,000 


TANKERS: Tohoku Oi! LPG Pier: Vapour Line: 1x8 in., Liquid line 
connection (Propane) 2 12 in., Butane 1 x 12 in., Depth alongside 17 m. 
Length between dolphins, 125 m. 

Vessel discharges through 2x16 in. Chicksan loading arms each 
capable of receiving 4,000 t.p.h. Also 1x8 in. Chicksan loading arm for 
bunker. 

There are no facilities for dirty ballast. 

Storage Capacity: 


Crude Oil: 102,000 KIx5 
55,000 KI x 1 
Fuel Oil: 31,0005 


New Sendai Oil Pier: Report received August 1978. 
Position: Lat. 38° 16’ N., Long. 141° 02’ E. 

Pilot available at Quarantine Anchorage, position Lat. 38° 13’ N., 
Long. 141°06'E. Fresh water available. Depth alongside 18m. 
Permissible draft 17 m. Max. size 150,000 g.r.t. 

FRESH WATER: Supplied by shore line at 40 t.p.h. 

FUEL: Sendai: Domestic oil is available; bonded oi! also available from 
Tohoku Oil K.K. 

Shiogama: Domestic oil is available; bonded oil will be brought from 
Yokohama or Sendai, when required. 

TIME: GMT plus 9 hours. No alterations during the year. 
DEVELOPMENTS: 15 public wharves under construction to 
accommodate vessels of 15,000 — 40,000 d.w.t. for discharging and 
loading A pote and bulk cargoes. Depth alongside 10 m. — 12 m. 
AUTHORITY: Shiogama Port Administration Office, 7-13, Teizan-dori 
1-chome, Shiogama City, Miyagi Pref. Te/; (02236) 2-3391. 

Sendai Port Administration Office, 1-2, Sakae 2-chome, Tagajo City, 
Miyagi Pref. Tel: (02236) 5-9111. 

AGENT: Okimiya Transport Inc. 13-24, 2-chome Minatomachi, 
Shiogama-shi, Miyagi-ken. Cable address: Oki Shiogama. Domestic 
Telex: 08592-49 Okiinc. Tel: (02236) 4-1161. Postal No. 985. 
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TAGONOURA: 35.06 N. 138.42 E. (See P, 


PORT LIMITS: Commences 5 cables from the harbour entray 
A vessel is considered an “arrived ship” at this point. 
DOCUMENTS: Same as “Shimizu”. 

PILOTAGE: Ordered 24 hours in advance through Agents. If 
vessels should obtain Japanese Chart 1075 for the approaches : 
Japanese Harbour Plan No. (P) 98. Two fixed green leading lights 
13 miles lead the ship through the entrance on a bearing of 323.5° h 
Vessels should approach on this transit until 1 mile off the bre: 
entrance which is marked by an Occ. G. 6 sec. 14.4 mile light on 
West Breakwater and a Occ. R. 6 sec. 15 mile light on the & 
Breakwater. The Pilot will board from a tug 1.25 miles from the entra, 
2 tugs will attend for the entrance transit. 

ANCHORAGES: Due to the steep nature of the coast no roads 
anchorages are available. In the event of having to wait for Pig 
weather to moderate it is necessary to steam outside the entrang 
anchor and wait near Shimizu Quarantine Station. 
RESTRICTIONS: The allowable draft should be verified with the Age 
before arrival as this does vary, the average being 6.5 m. alongside: 
berth. The entrance channel has a minimum depth of 9 m. at all tip 
MAX. SIZE: LOA 600 ft., beam 100 ft. These extremes are likely ty 
increased as the port develops. 

HEALTH: Radio Pratique is unavailable even if vessel holds a» 
Japanese Sanitary Inspection Certificate; if not, then quarantine wi 
cleared at Shimizu. 

RADIO: Chosi Radio. When nearing Shimizu a call can be made, 
Shimizu Radio VHF requesting them to telephone ETA to Tagong 
Pilot. 

TUGS: 2 tugs normally required. These are ordered from Shimiz, 
advance by Tagonoura Agents. The same applies on departure. 
BERTHING: 


Permissible 
Berth Length Depth Draft Capaciy 
. (m.) (ms (m.) (d.wi 
Yoshiwara Wharf No. 1 167 9.0 9.0 1X 10,00 
2 125 *§ no 1x 5,00 
Chuo Wharf 1 & 2 410 9.0 9.0 2X 10,00) 
3&4 250 7.5 vats, 2x 5,00 
Asahi Kasei Whart 170 9.0 9.0 110,00) 
(Private) 80 7.5 7.0 1x 5,00 
Fuji Wharf No. 1,2 &3 375 7.5 7.5 3x 5,001 
4 115 6.5 6.5 1x 3,00 
Suzukawa Wharf 48 55 5} 6x 2,00 


5 
SPECIALISED CARGO FACILITIES: Tagonoura handles 
phosphates, etc. Also liquid chemical carriers and tankers. 
BRIDGES: None. 
STEVEDORES: Private arrangements. Working hours: Weeki 
0830 — 2130 hrs. Labour not available 1st and 3rd Sundays of # 
month or January 1st-4th or August 16th. 
MEDICAL: Hospital and immediate services available. 
TANKERS: One oil wharf. Max. permissible draft 5.5 m. Cape 
52,000 d.w.t. vessels. 
DENSITY: 1021. 
FRESH WATER: Unlimited. Available on the berth, rate less & 
15 t.p.h. Cost Yen 250 per ton plus 3% tax. 
FUEL: All grades and lubricants available from Chiba, Toyko, Yokoh# 
and Shimizu. 
REPAIRS: Minor repairs only available. 
DRY DOCK: None. 
SURVEYORS: Cargo Inspectors and Surveyors of all societies: 
available through the Agents. 
GANGWAY/DECK WATCHMEN: Available but not necessary. 
HATCHES: Opened and closed by crew. 
CUSTOMS ALLOWANCES: Same as "Shimizu". 
CARGO GEAR: Ship's gear. 
REPATRIATION: Possible. Frequent train services to Toyko. 
AIRPORT: Narita Chiba Prefecture near Tokyo. 
TIME: GMT plus 9 hours throughout. 
EMERGENCY CO-ORDINATION CENTRE: Maritime Safety Ag® 
Tagonoura Branch Tel: (0545) 32-0154. 
TELEPHONES: Available near Chuo Wharf. 
STORING: Vessels can be stored by trucks proceeding alongside! 
berth and can use fork lift trucks on the wharf to handle stores. 
SERVICES: All services available at short notice from Shimizu or To? 
SHORE LEAVE: Possible. 
IDENTIFICATION CARDS: 7 day passes issued, extended if nee® 
AUTHORITY: Tagonoura Port Administration Office of Shim 
Prefecture, 2-1 Suzukawa-cho, Fuji-shi, Shizuoka-ken, J# 
Tel: 0545-33-0495. FAX: 0545-33-1009. Contact: Mr. Yosuke S 
Manager. 


TANABE: 33.44 N. 135.21 E. 


DOCUMENTS: 
Harbour Master: Report of arrival and departure. i 
Shimotsu Customs Office (Tanabe Branch): 1 copy each 
following. 

Ship's Register 

Last Port Clearance 

Crew List 

Passenger List 

Stores List 

Declaration of Crew's Baggage (First port only) 

Cargo Manifest (Discharge & through cargo) 

Declaration Inward of vessel 

Parcel List. 


(See Pit 
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‘sake immigration Office (Shimotsu Branch): 
)  * getore ship's arrival: “Notice of Ship's Arrival” is to be submitted 
ynours before ship's arrival with Crew List (Name, Nationality, Date 
* | Vath, Number of Passport or Seaman's Book, Rank). 
"> On ship's arrival: “Report of Ship's Arrival” is to be submitted with 
ew and Passenger Lists (if already submitted before ship's arrival, not 


red) ; 
on Ship's Departure: "Report of Ship's Departure” to be submitted 
yo Crew List if any changes. 
we itis required that ship's Agent is able to guarantee the identification 


scales: Ship's Register to show Customs Inspector ship's 

‘estered gross and nett tonnages. Valid Cargo Gear Certificates 

emetimes required by stevedores when cargo gear maintenance 

spears to be poor. ‘ 

®) 0TAGE: Not compulsory, but if required Agent to be advised 

®| s»ours prior arrival. No pilotage sunset to sunrise. Anchorage waiting 

©). pigt Lat. 33° 42’ N., Long. 135° 19’ E. Pilot station 2,200 m. 315° 
om Banshono-hana Lighthouse. Depth 38 m. 

*) WHORAGES: Waiting anchorage, 1,900 m. 40° from Banshono-hana 

i nthouse. Depth 19 m. Bottom, sand and mud. 

®| Tanabe Port, there are many rocks, and therefore it is required to 

t sestigate the port passage sufficiently, according to the Chart of 
tgabe Port which is issued by Maritime Agencies (Chart No. 74). 

4 #STRICTIONS: Max. draft 9.5 m. (31ft.), high tide. Usual draft, under 
ism. (28 ft.). 

When a vessel loaded with explosives or dangerous cargo is entering 
te port, she must obey the instructions issued by Port Master when 
uside the port. 

There is no restriction for night arrival. 
4EALTH: Vessels usually anchor in the port of Owase or Shimotsu, 
were the authorities board and grant Free Pratique. 
u01I0: Recommended Master communicates with Agent through 
‘oshi Radio or Nagasaki Radio which cover all ports in Japan. If 
eeciically Westbound vessel, to contact Choshi, and Northbound to 
ntact Nagasaki Radio respectively. 

Tanabe Maritime Safety Office, call sign: JNH. 

The contents of communications must be concerned with ship's arrival 
eideparture, and maritime safety. 

HF: Call: “Tanabe Hoan”. 

Communication to be concerned with ship's arrival and departure 
sangements and port safety affairs. 

Telephone number of Maritime Agencies: 0739-22-2000. 

TGS: None available. 

ERTHING: 2 buoy berths, depth 10 m. and 7.5 m. 

SEVEDORES: Available through Kinan Port Transport Union. 

WEDICAL: No advance notice required unless urgent. In an emergency 
r wiact Maritime Agencies. 

»| TANKERS: Proceed to Shimotsu. 

JENSITY: About 1030. 

NDE: Tidal range: Maximum plus 2.13 m. Minimum minus 0.21 m. 
*RESH WATER: Available by water barge, capacity 30 tons. Daytime 
| 2ivery only to buoy berths. 48 hours’ notice required. 

*VEL: Bonded oil will be brought from Shimotsu or Kobe, when required. 
» | ONSULS: None. 

/HEPAIRS: No facilities available. 
» SANGWAY/DECK WATCHMEN: Not necessary. 
ENING/CLOSING HATCHES: Stevedores carry out opening and 
‘sing hatches. Cost per hour per gang depending on type of cargoes. 
‘any time lost by ship's crew doing this work, stevedores charge ship 
| Y waiting. Recommend request stevedores for this work unless crew 
® complete it before berthing. 
vous ALLOWANCES: Only allowed 60 cigarettes to take ashore 
ino spirits. 
NRPORT: Nanki Shirahama Airport about 25 km. distant. 2 Domestic 
‘its daily to Tokyo. 
'™ME: GMT plus 9 hours. No alterations made to clocks during year. 
*0LICE/AMBULANCE/FIRE: Tanabe police office, tel. 0739-22-1226; 
‘bulance, tel. O739-22-0931; Fire department, tel. 0739-22-0931. 
» ‘ERVICES: None available locally but obtainable from Osaka. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
y3 days, but 3 days’ extension possible if ship stays longer. 
» NTHORITY: Tanabe Doboku (Public Works) Office, 23-1, Asahigaoka, 
mabe City, Wakayama Pref. Tel: (0739) 22-1200. 


| AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Shimamoto Kaiun 


‘X. 193 Kamiyashiki, Tanabe-shi, Wakayama-ken. Tel: Tanabe (0739) 
4 42424. Cable Address, Shimamoto Tanabe. Telex: 05562-103. 
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'OBATA: 33.55 N. 130.51 E. (See “Kanmon-Ko”) 
J (See Plan) 


XCUMENTS: 
Ship's Register. 
* last Port Clearance. 
grew Lists including Passport Numbers. 
* Passenger Lists. 
' Stores List. 
laration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
a radio, firearms/swords, etc. (only at first port of call in 
.,/8Pan). 
Se Agent will prepare Inward/Outward Declaration, 1 Cargo 
Pe st and Cargo Manifest in transit using specific forms. Therefore 
PS Agent should be provided with necessary information about details 
“*@Igoes in advance. 
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Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
PILOTAGE: Compulsory. Harbour Pilots and Inland Sea Pilots are 
available at the pilot station or quarantine anchorage. Mutsure pilot 
station. Lat. 33° 59’ 30” N., Long. 130° 53’ 00” E. 
ANCHORAGES: No. 5 Section, Wakamatsu. Depth: 9m.— 11m. 
Capacity 15,000 g.r.t. x 2. Quarantine Anchorages also used when 
necessary. 
RESTRICTIONS: 
(a) Vessels exceeding 20,000 tons gross may berth only within 
1 hour before and/or after slack tide. Vessels under 20,000 tons 
gross may berth regardless of current, if it does not exceed 
5 knots. 
(b) Night entry: Vessels under 10,000 gross tons may berth at Nos. 1, 
2, 3 and 8 wharves until 2200 hrs. in Summer season and 
2100 hrs. in Winter season, subject to Harbour Master's 
permission and Pilot's agreement. 
(c) Night departure: Vessels under 20,000 gross tons allowed to sail 
from Nos. 1, 2, 3, 8 wharves and Nos. “A”, “B”, “C” buoys until 
2200 hrs., regardless of current, provided they are moored with 
bow outward. 
(d) Least depth in channel, 17.0 m. 
MAX. SIZE: No. 4 Ore Pier: 160,000 d.w.t. or 250,000 d.w.t. with part 
load. 
HEALTH: Formalities will be carried out at the anchorage. Quarantine 
station 105° — 2,800 m., (800 m. square) from Mutsure Lighthouse. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 
TUGS: Two tugs join vessel at entrance of harbour (in front of harbour 
signal station). Vessels exceeding 20,000 tons gross require 3 tugs. 
One of them will join vessel at Mutsure leading into main harbour and 
2 join vessel at entrance of port (in front of harbour signal station). 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 


Permissible Shore 
Berth Length Depth Draft LOA Cranes 
(m.) — (m.) (m.) (m.) 
(Ore Pier) 
Wharf No. 1 200 10.5 10.5 200 
2 200 11.0 11.0 200 
3 250 13.0 13.0 270 a 
4 405 Lr ghe 16.0 327 
eee Pier) 
arf No. 8 267 apn bee 115 250 
9 367 «9898170 | x10. 
Buoy No. A 12.0 9.5 180 Floating Crane 
(Loading Pier) 
Uchiura No. 5 1x25 t. 
Whar 190 9.5 Boe Soba? on ana ie 
Shoko Wharf 
Tobata 150 8.5 8.5 150 
Shin Nittetsu 
Kagaku (RI) 105 7.5 7.0 110 
Sakaigawa Public 
Wharf (RS) 299 7.5 7.0 120 
Hibikinada Mitsui 
Kozan Coking 
Ind. 13.0 12.2 340 


STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 1700 — 
1900 hrs. (50% additional of basic stevedorage), 2100 — 0500 hrs. next 
morning (130% additional), Sundays/holidays (60% additional). 
MEDICAL: Kinjyo Hospital, Yawata; Shimada Surgical Hospital, Yawata. 
No advance notice required unless urgent. 

TANKERS: Kitakyushu LNG. Co.: Max. size 125,000 d.w.t. Max. LOA 
286 m. Max. draft 12.0 m. 3x16 in. (LNG) discharge rate 12,000 KI.; 
1x16 in. (boil off oil) discharge rate 12,000 kl. 

DENSITY: Average density in the port is about 1019 — 1021 in Summer 
season, 1025 — 1026 in Winter season. 

FRESH WATER: Available in connecting lines from shore side at Wharf 
Nos. 1, 2, 3, 8 and 9. No. of hydrants 5, 4, 5, 5, 5. At buoys: from barges, 
arranged from Wakamatsu. Rate of delivery: 55 — 70 t.p.h., ex-hydrant, 
60 t.p.h., barge. Overtime (0500 — 0800 hrs.) (1700 — 2200 hrs.), 50% 
add.; (2200 — 0500 hrs.), 100% add.; bad weather, 50% add.; Sundays 
and holidays, 50% add.; minimum quantity at Tobata, 30 tons; minimum 
quantity at Mutsure, 50 tons. 

FUEL: Domestic oil is available. Bonded oil will be brought from Moji, 
Ube or Oita with sufficient advance notice, when required. 

FIRE PRECAUTIONS: No tanker berth. Each tugboat equipped with fire 
extinguishing system for attending emergencies on request. 
CONSULS: See “Yawata’’. 

REPAIRS: All types of deck and engine repairs possible afloat. 

DRY DOCK: No dry dock. 

GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo aboard. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship’s crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. 


required unless 
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AIRPORT: See “Yawata’’. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Tobata Police Office, Tel: 093-871-4321; 
Wakamatsu Water Police, Tobata Branch, Tel: 093-861-0284; 
Ambulance/Fire: Tobata Fire Department, Tel: 093-871-2621. 
TELEPHONES: See “Yawata’’. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
WIND/TIDE: South-easterly winds prevail in the warm seasons and 
North-westerly winds in the Winter season. The maximum velocity 
recorded in the past being 18 m./sec. The tidal range is 2.145 m. The 
current at the channel leading to new port runs Southward at the flood 
and Northward at the ebb. The maximum speed of the current is about 
3 knots. There is no current in the dock. 

AUTHORITY: Kitakyushu Port and Harbor Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-ku, Kitakyushu-City, 801 Japan. Te/: (093) 321-5941, 
(093) 321-5941. FAX: (093) 321-5915. 


TOKUYAMA (including Tonda): 34.02 N. 131.48 E. 


Port situated in Yamaguchi Prefecture on Western part of mainland, 
facing Seto Inland Sea. Surrounded by Oshima Peninsula on the East, 
by Otsu-Shima and Uma-Shima (islands) on the S.W. and by the land 
on the North forms a large bay with deep water suitable for shelter. Sen- 
Shima and Kurokami-Shima (islands) lying in harbour, divide it into 
Tokuyama Section and Tonda Section. 

DOCUMENTS: 

(a) Customs. When vessel arrives direct from foreign port, Customs 
Officials will board to search. The following documents are to be 
submitted: 

Crew List. 

Passenger List. 

Stores List. 

Manifest of Crew Personal Effects (must be signed by individual crew 

member). 

Arms and Ammunition List. 

Narcotics List. 

List of Ports of Call on current voyage. 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward (Form No. 02000). 

The following will be checked on board: Ship’s Registry, Last Port 
Clearance. When vessel comes from Japanese port, Customs Officials 
will not attend on board, except special case. Master or Agent are to 
attend at Custom House for entry formalities with the following 
documents: 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward. 

Ship's Registry. 

Last Port Clearance. 

Documents entrusted with Master by Customs at previous port. 

On vessel's departure a clearance is issued by Customs, after 
confirming payment of tonnage dues. Ship's Agent will prepare Inward/ 
Outward Declaration, 1 Cargo Manifest and Cargo Manifest in transit 
using specific forms. Therefore ship’s Agent should be provided with 
necessary information about details of cargoes in advance. 

(b) Immigration. Immigration Officials attend from Tokuyama. They 
board vessel on arrival to examine passports, Discharge Books and/or 
other equivalent travel documents, and provide 72 hour landing passes 
for crew members and passengers. One copy each of Crew List and 
Passenger List are required by them. Providing ship’s Agent with a Crew 
List beforehand will be a great help in expediting Immigration business 
on vessel's arrival. When vessel stays in port more than 72 hours, the 
landing passes will be extended every 72 hours on application. In event 
that crew members, without entry visas, are to be landed for repatriation 
or transfer, Immigration will not permit their landing unless passage, by 
either sea or air, ensuring the prompt departure from Japan (within 72 
hours) of these men has been booked, or unless vessels to which they 
are to be transferred, arrive in Japan within 5 days. Also see 
“Shipmaster’s Report”. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: 

Inland Sea Pilot (Sekisaki/Tokuyama): Not compulsory. Agent gives 24 
hours’ notice to Pilot Association Moji, and advise if ETA changed. 
(Master to cable “Anjin Moji” in case ETA changed and believes that 
his advice, if relayed by Agent, will not reach in good time; for example, 
at night before date of arrival at Sekisaki). Location: 3 miles South of 
Sekisaki Lighthouse (Lat. 33° 13' N., Long. 131° 54’ E.). Pilot boards on 
vessel's arrival at pilot station day and night. No alternative area in event 
of bad weather. No VHF. 

Harbour Pilot (Tokuyama Harbour or Tokuyama-wan): Not compulsory. 
Pilot boards in Tokuyama-wan at Quarantine Anchorage, or other 
anchorage to pilot to berth. Master who has not taken Pilot at Sekisaki 
should enter harbour without Pilot (no pilot station at entrance). Master 
to inquire position for anchoring from Agent prior arrival. Agent will advise 
Master in consideration of vessel's size, draft or number of other vessels, 
especially supertankers in port. 
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ANCHORAGES: Quarantine Anchorage, 34° 01' N., 131° 46’ E. 
water 36 ft. Deeper water of more than 60 ft. about 2 miles Sw. 
Quarantine Anchorage where Quarantine board supertankers. If 
congested, vessels, especially supertankers, anchor Outer Hai 
this case Quarantine go to Outer Harbour if advised by Master or 

In emergency or unable contact Agent, vessel can talk with Harty 
Master by VHF, Channel 16, calling “Tokuyama Hoan”. No restric, 
for entry into and/or departure from the anchorages after nightfall 
MAX. SIZE: Largest recorded vessel to enter 275,000 gy 
19.5 m. draft. 


Tankers: Max. Max. Max. 
d.w.t. LOA Safe Drat 

Berth (m.) (m.) 
Idemitsu Sea Berth 275,000 340 19.50 
Idemitsu Ohura No. 3 50,000 250 12.00 
Idemitsu Ohura No. 5 70,000 300 12.00 
Idemitsu Ohura No. 7 

(L.P.G. Terminal) 50,000 250 12.00 
Idemitsu Center 35,000 220 11.00 
Nippon Seiro Jetty 30,000 200 11.00 


HEALTH: Radio Agent for Free Pratique not less than 12 hours ang» 
more than 36 hours before arrival, advising full details of vessel » 
health conditions on board. When Free Pratique is granted by ra 
vessel will be required to submit the following documents to Quaran» 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspec: 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infect: 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemp 
Certificate. 
RADIO: Recommended Master communicates with Agent thro 
Choshi Radio or Nagasaki Radio which cover all ports in Jape 
If specifically Westbound vessel, to contact Choshi, and Northbor 
to contact Nagasaki Radio respectively. 
TUGS: Join inside harbour. For supertankers outer harbour if request 
Tugs’ lines used. 8 tugs available, up to 4,000 h.p. 


BERTHING: Also see “Tankers”. No specific requirements. Pi 
boarding time will be notified by ship's Agent mainly by radio. 


(a) Wharf Length Depth Capacity Cargo 
—  (m) (my) gt) 

Tokuyama Soda Salt Pier 117 10.0 15,000x1 Salt/Cement Cine 
Tokuyama Soda 

Cement Pier 145 11.0 20,000x1 Cement in buk 
*Toyo Soda Fertiliser Pier 110 9.0 10,000x1 Fertiliser 
*Toyo Soda Salt Pier 140 12.0 20,000x1 Salt/Coal 
“Toyo Soda Cement | 125 9.0 10,000x1 Cement in bi 
“Toyo Soda Cement !I 68 10.0  20,000x1 Cement in bul 
Nisshin Seiko Pier 66 6.0 1,200x1 Steel products 
Harumi Public Pier 260 75 5,000x2 General cargo 
Harumi Public Pier 370 10.0 15,000x2 General cargo 
Minatomachi Public Pier 21 6.0 2,500x2 General cargo 


Buoy Depth Capacity Cargo 
(m.) (d.w.t.) 
Idemitsu Sea Berth 20 275,000x1 Crude oil 


STEVEDORES: At least 24 hours prior notice excluding Sundays # 
holidays required in order for Agent to arrange stevedores. Vessel ™ 
constantly keep her Agent advised of ETA. If stevedores cant 
commence loading/unloading at time notified by the Agent, the ordet 
must pay for waiting time. If cargo gear not rigged on bert 
stevedores will do same for ship's crew. Overtime  surchat 
1630-2130 hrs. (60% additional on basic stevedorage), 2130-0830" 
next morning (120% additional on basic stevedorage), Sundays/holid# 
(100% additional on basic stevedorage). 

Loading/Unloading Facilities: 

(a) Gangs: Maximum 40 gangs are available. 


Classification Regular Employees — Temporary laboures 
Stevedores 200 230 
Longshoremen 110 80 


Stevedoring Companies: Tokuyama Kairiku Unso Kabushiki Kas 
Kamigumi & Co. Ltd.; Toyo Koun Co. Ltd.; Sankyu Unyo Kiko 
and Nippon Express Co. Ltd. 
(b) Lighters: No lighter is available, but coastal boat available for’ 
as substitute for lighters. 8,000 d.w.t. arrangeable with notice of 2 we 
in advance. 
(c) Shore Crane: 
Capacity Max. discharge 


Wharf grab rate 

(tons) (t.p.h.) 
Tokuyama Soda Salt Pier 10 500 
Toyo Soda Salt Pier 12 550 


(d) Floating crane: Capacity, 100 tons available from Kudamatsu 
(e) Average performance of loading/unloading: Loading: Cemet 
bags, 55 — 65t.p.h./gang; Soda ash in bags, 40 — 50t.p.h.@ 
Fertiliser in bags, 55 — 65 t.p.h./gang. Salt in bulk, 500 — 550 t.p.h.#* 
Clinker in bulk, 180 — 200 t.p.h./ship. Chrome Ore in bulk, 65 — 751? 
gang. 
Working Hours: 1 labour shift. Normal working hours: 0800 — 1700" 
Overtime is possible by applying to Customs. No work can be arte? 
for during New Year Holiday (1st to 3rd January) and Holiday (1# 
16th August). 
MEDICAL: No advance notice required unless urgent. 

Hospitals: Asanoumi Hospital, Asami Hospital, Ishikai Hospital, ® 
Hospital, Ono Dental, Ishida Dental. 


> 


i 
S: No slop facilities. 

: WKER . Discharge 
iF Product Shoreline Rate Hoses 
y |» (t.p.h.) 
: ggrtsu Sea Berth Crude Oil 36" 1 10,000 16"x2 
: 30”x1 Flexible, 8 ton 
u derrick for each 
" hose. 

wemtsu Ohura No. 3 Crude Oil 18"x1 5,000 12”x2 


Chicksan joint 
12"x2 


| sentsu Ohura No. 5 Crude Oil 24"x2 5,000 
. Fuel Oil 30”"x1 4,000 Chicksan 
Naphtha 24"x1 3,000 
senitsu Ohura No. 7 LPG 12"x2 1,200 Chicksan joint 
12” 2 (liquid) 
Butane 8"x2 8" 2 (vapour gas) 
Naphtha 24"x1 3,000 
gmisu Centre Fuel Oil 18"x1 2,000 8"x2 Chicksan 
Joint. 
yeoon Seiro Jetty Raw Oil 12”x1 700 8x1 Flexible 
4 Fuel Oil 10”"*1 500 8x1 Flexible 


gemitsu Sea Berth: Located in Tokuyama Bay at the position of Lat. 

959.5'N., Long. 131°46.1'E., consisting of 7 mooring buoys. 

5,000 d.w.t. tanker can be accommodated at this berth, being moored 
» | stuoys fore and aft. 4 powerful tug boats and 2 line boats are engaged 
~  sberthing/unberthing. Depth of water 20 m. Also see ‘Report’ below. 
| Nopon Seiro Refinery: The mooring berth consists of 1 oil pier and 
* i mooring buoys, to which vessel is moored fore and aft, port side 
uogside pier, there are also dolphins fore and aft. 

Nippon Zeon Wharf (25 ft.) for LPG only. 

dperator’s Report: 1983. 

emitsu Kosan Tokuyama Sea Berth (Discharging terminal): 

\ultiple buoy mooring system berth with 1 or 2 anchors. 

~ Berth operates 24 hours per day, 7 days a week. Ships moored and 
emoored at daytime, weather or other circumstances permitting. 
« | eth will not be closed due to any holidays. 

ation: Lat. 33° 59’ 12” N., Long. 131° 46’ 00” E. 

y  *iotage: Not compulsory. 

ioroaches: In order to make use of slack water berthing operations 
} squid be commenced 2 hours before slack water. 

» Berth is to be approached on a course of 075° after passing N.W. of 
“| wa Island, anchorage position visible from ship’s bridge just after 
sassing Sukumo Island abeam to starboard. 

¢ After letting go anchor (port), turn anti-clockwise with tug’s assistance 
nd let out 3 shackles and approach berthing position and take in slack 
nehor chain. 

» inWinter (from November-March) monsoons prevail, let go starboard 
anchor when heading about 320° and port anchor is out to 5 shackles 
fen let out both chains, and move astern into berth. 

ist line out should be taken to either No. 1 or No. 2 mooring buoy, 

¢ wichever is the nearest. 
erthing: 

la) Vessel must not proceed to starboard of yellow buoy, because 
North of transit line No. 2 and 3 buoys area becomes shallow with 
depths 17m. — 19m. 

0) If port anchor let out too fast or too much, ship cannot return to 
manifold position, as anchor position designed for 8 — 9 shackles 
on port anchor when ship made fast. 

(} When Berthing Master comes on board, please advise him of 
number of shackles on each anchor and length from bow to 
manifold. 

_ (d) Wire mooring lines are better than hawsers especially in case of 
No. 1, 2, 3, 4, 5, 7 buoys where wire should be used (each using 
2 wires) as these wires are used to adjust the manifold position. 
(¢) Mooring arrangement: 
Port anchor 8 — 9 shackles 
Starboard anchor 2 — 3 shackles 
No.1—7 buoys 2 lines to each 


DENSITY: 1025. 

FRESH WATER: Water barges available, 1 each of 450 tons, 350 tons 
| #0160 tons. Hydrants at Harumi Public Pier, Idemitsu Central Pier, 
‘tyo Soda Wharf. The rate of delivery: 50 t.p.h. from barge, 20 t.p.h. 
om hydrant. (Public hydrant 30 t.p.h.). 

VEL: Major oil companies are represented and all grades of marine 
» can be delivered usually by barge. 

SONSULS: None. 

*EPAIRS: Minor repairs only. 


aRY DOCKS: Kasado Dockyard in Kudamatsu-wan, entrance 3 miles 
J “Ast of Tokuyama-wan entrance. Largest dry dock for 90,000 tonners 
* %0two other dry docks/building docks. 


SANGWAY/DECK WATCHMEN: Not specially required unless 

“sengers or valuable cargo on board. 

_RENING/CLOSING HATCHES: Stevedores carry out opening and 
“sing hatches. If any time lost by ship’s crew doing this work, 
*vedores charge ship for waiting. Recommend request stevedores for 
Swork unless crew can complete it before berthing. 


, “STOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 


; “40 spirits. 


wPORT: Hiroshima (about 40 minutes by Shinkansen), Ube (about 
- “Minutes by Shinkansen and taxi). 


: T™ME: GMT plus 9 hours. No alterations made to clocks during year. 
; DUCE/AMBULANCE/FIRE: Police, tel. 110; Ambulance and Fire, 


'REPHONES: No facilities for placing on board. 

RVICES: From Moji, Kobe or Osaka. 
eh RE LEAVE: Local Immigration Offices issue shore pass valid for 
“Y3 days, but 3 days’ extension possible if ship stays longer. 


~~ 


JAPAN 


SHIPMASTER’S REPORT: June, 1983. 

Toya Soda Salt Pier at Tonda. 

Documents/Immigration: Landing Passes are now valid for 1 week but 
restricted to the immediate Port Area (Tokuyama) only. This restriction 
is enforced and the Agent must make written, individual application for 
any crew member required or desiring to leave the Tokuyama area. 
There are severe penalties (Y100,000) for being found ashore by the 
Authorities without a Landing Pass. 

Pilotage: The Inland Sea Pilot who boarded at Seki Saki also acted as 
Harbour Pilot, boarding from a fast launch with the vessel making about 
4 knots. Oita Port Radio, in the first Western bay of the Inland Sea after 
passing through the Hayasui Seto entrance, called on VHF Channel 16 
to confirm the vessel's nationality and ETA. 

For a vessel of our size (see ‘“Berthing’’), pilotage is at daylight High 
Water only, using 3 tugs and the Eastern dredged channel into Tonda 
Port. Departure is during daylight hours only (pilot available apparently 
0630 — 1830 hrs. during June, although ours wasn’t ordered by the 
Charterers’ Agents until 0800 hrs.). Vessel was swung off the berth by 
2 tugs and proceeded to sea, again by the Eastern Channel, there being 
a substantial ‘corner’ to negotiate in the dredged channel on the 
Tokuyama section of the port. 

Health: We could not get Radio Pratique as the Authorities required the 
number of the vessel's Sanitary Certificate. However, after berthing, we 
were unable to ascertain just what this Certificate was. The number of 
our Derat Exemption and type and make of the sewage system did not 
satisfy this question either. 

Berthing: We were probably one of the larger vessels to berth at the 
Toyo Soda Salt Pier, discharging 31,536 metric tons of coal on 
dimensions — length 177 m., beam 27.8 m., draft 10.5 m. and of 20,096 
gross tons. With large, engines-aft, bulk carriers there are problems with 
landing the gangway on the end of the jetty. A shore gangway cannot 
be used because of the travel of the Portainer-type discharging crane. 
Stevedores use a vertical steel ladder clipped over the sheer strake for 
access. 

Access ashore through the Toyo Soda Cement Factory is prohibited 
to ship’s crew and a Launch Service (Sampan) must be engaged, with 
the requisite timetable, for transport to Tokuyama, 15 minutes distant, 
the launch berthing at the Customs Pier. 

This launch is also used for the Agent, watchmen, etc. and it may well 
be preferable to lower the off-side gangway to near the water as a means 
of access. The only permitted access to and from the launch via the 
vessel's gangway onto the whart is by a badly bent vertical steel ladder 
at the end of the jetty. 

Fresh Water: Not available from Toyo Soda Salt Pier, delivery can only 
be made by lighter. 

Storing: Mobile cranes are not allowed onto the wharf to work ship's 
stores, E/R spares, etc. and if these cannot be coped with by the vessel's 
own gear or stores crane, floating plant would have to be hired. 


AUTHORITY: Shunan Port Administration Office, 111, Chikko-cho, 
Tokuyama City, Yamaguchi Pref. Tel: (0834) 21-1787. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Holme Ringer & Co. 
Ltd., c/o Sankyu Transportation & Engineering Co. Ltd., Shunan Branch, 
12-7 Chikko-cho, Tokuyama-shi, Yamaguchi-ken. Cable address: 
Ringer Tokuyama. Domestic Telex: 6765-93 Sankyu J. Tel.: Tokuyama 
(0834) 22-0039. 


TOKYO: 35.43 N. 139.46 E. (See Plan) 

DOCUMENTS: 

z 4 Bene Inward/Outward Declaration — (Form C.2000 prepared by 
gent). 


1 copy Berth Application (normally prepared by Agent). 

3 Cargo Manifest (Form C.2030 prepared by Agent). 

1 List Ship's Stores (Form C.2040). 

2 Parcel List. 

5 Passenger Manifest (Form C.2070). 

5 Crew Manifest (Form C.2060). 

1 Statement by Master (Form C.2020). 

1 Declaration for Payment Tonnage Dues (prepared by Agent). 

1 Maritime Declaration of Health. 

1 Application for Shore Passes (prepared by Agent). 

2 Baggage Lists (Form 5370). 

PILOTAGE: 12 hours advance notice of ETA required. Pilot boats 
named Musashi, Takao, Tsukuba and Ayase. No light or sound signals, 
use ship’s radio in case necessity arises. Address: Tokyo Pilot 
Association, 3-26-82 Kaigan, Minato-ku, Tokyo (at the Southern tip of 
the Shibaura Wharf). Tel: 453-1691. 

Pilot’ boards vessel outside harbour. Vessel awaits Pilot around 
“Quarantine Anchorage”. 

Vessels requiring a Pilot for the Uraga Channel should radio request 
to Anjin Yokosuka advising ship's details and arriving time at No. 1 Uraga 
Channel Light Buoy. Uraga Channel Pilot embarks 3 — 5 miles S.S.E. 
of Kannonsaki Lighthouse, and will disembark on arrival at destination 
port limits. Applications for Uraga Channel Pilot should reach pilot office 
24 hours before vessels arrival at No. 1 Uraga Channel Light Buoy. 

Vessels of 10,000 gross tons or more should give “Notification of 
Traffic” to ensure safety of their navigation in or near Uraga Suido and 
Nakanose traffic routes (normally by Agent). 
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AIRPORT: See “Yawata’’. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Tobata Police Office, Tel: 093-871-4321; 
Wakamatsu Water Police, Tobata Branch, Tel: 093-861-0284: 
Ambulance/Fire: Tobata Fire Department, Tel: 093-871-2621. 
TELEPHONES: See “Yawata’’. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
WIND/TIDE: South-easterly winds prevail in the warm seasons and 
North-westerly winds in the Winter season. The maximum velocity 
recorded in the past being 18 m./sec. The tidal range is 2.145 m. The 
current at the channel leading to new port runs Southward at the flood 
and Northward at the ebb. The maximum speed of the current is about 
3 knots. There is no current in the dock. 

AUTHORITY: Kitakyushu Port and Harbor Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-ku, Kitakyushu-City, 801 Japan. Te/: (093) 321-5941, 
(093) 321-5941. FAX: (093) 321-5915. 


TOKUYAMA (including Tonda): 34.02 N. 131.48 E. 


Port situated in Yamaguchi Prefecture on Western part of mainland, 
facing Seto Inland Sea. Surrounded by Oshima Peninsula on the East, 
by Otsu-Shima and Uma-Shima (islands) on the S.W. and by the land 
on the North forms a large bay with deep water suitable for shelter. Sen- 
Shima and Kurokami-Shima (islands) lying in harbour, divide it into 
Tokuyama Section and Tonda Section. 

DOCUMENTS: 

(a) Customs. When vessel arrives direct from foreign port, Customs 
Officials will board to search. The following documents are to be 
submitted: 

Crew List. 

Passenger List. 

Stores List. 

Manifest of Crew Personal Effects (must be signed by individual crew 

member). 

Arms and Ammunition List. 

Narcotics List. 

List of Ports of Call on current voyage. 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward (Form No. 02000). 

The following will be checked on board: Ship's Registry, Last Port 
Clearance. When vessel comes from Japanese port, Customs Officials 
will not attend on board, except special case. Master or Agent are to 
attend at Custom House for entry formalities with the following 
documents: 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward. 

Ship's Registry. 

Last Port Clearance. 

Documents entrusted with Master by Customs at previous port. 

On vessel's departure a clearance is issued by Customs, after 
confirming payment of tonnage dues. Ship's Agent will prepare Inward/ 
Outward Declaration, 1 Cargo Manifest and Cargo Manifest in transit 
using specific forms. Therefore ship's Agent should be provided with 
necessary information about details of cargoes in advance. 

(b) Immigration. Immigration Officials attend from Tokuyama. They 
board vessel on arrival to examine passports, Discharge Books and/or 
other equivalent travel documents, and provide 72 hour landing passes 
for crew members and passengers. One copy each of Crew List and 
Passenger List are required by them. Providing ship's Agent with a Crew 
List beforehand will be a great help in expediting Immigration business 
on vessel's arrival. When vessel stays in port more than 72 hours, the 
landing passes will be extended every 72 hours on application. In event 
that crew members, without entry visas, are to be landed for repatriation 
or transfer, Immigration will not permit their landing unless passage, by 
either sea or air, ensuring the prompt departure from Japan (within 72 
hours) of these men has been booked, or unless vessels to which they 
are to be transferred, arrive in Japan within 5 days. Also see 
“Shipmaster's Report”. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: 

Inland Sea Pilot (Sekisaki/Tokuyama): Not compulsory. Agent gives 24 
hours’ notice to Pilot Association Moji, and advise if ETA changed. 
(Master to cable “Anjin Moji in case ETA changed and believes that 
his advice, if relayed by Agent, will not reach in good time; for example, 
at night before date of arrival at Sekisaki). Location: 3 miles South of 
Sekisaki Lighthouse (Lat. 33° 13’ N., Long. 131° 54’ E.). Pilot boards on 
vessel's arrival at pilot station day and night. No alternative area in event 
of bad weather. No VHF. 

Harbour Pilot (Tokuyama Harbour or Tokuyama-wan): Not compulsory. 
Pilot boards in Tokuyama-wan at Quarantine Anchorage, or other 
anchorage to pilot to berth. Master who has not taken Pilot at Sekisaki 
should enter harbour without Pilot (no pilot station at entrance). Master 
to inquire position for anchoring from Agent prior arrival. Agent will advise 
Master in consideration of vessel's size, draft or number of other vessels, 
especially supertankers in port. 
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ANCHORAGES: Quarantine Anchorage, 34° 01' N., 131° 46’ E. 
water 36 ft. Deeper water of more than 60 ft. about 2 miles Sw 
Quarantine Anchorage where Quarantine board supertankers. If h 
congested, vessels, especially supertankers, anchor Outer Harboy 
this case Quarantine go to Outer Harbour if advised by Master or 

In emergency or unable contact Agent, vessel can talk with Harty 
Master by VHF, Channel 16, calling “Tokuyama Hoan”. No rest 
for entry into and/or departure from the anchorages after nightfall 
MAX. SIZE: Largest recorded vessel to enter 275,000 q, 
19.5 m. draft. 


Tankers: Max. Max. Max. 
d.w.t. LOA Safe Drat 

Berth (m.) (m.) 
Idemitsu Sea Berth 275,000 340 19.50 
Idemitsu Ohura No. 3 50,000 250 12.00 
Idemitsu Ohura No. 5 70,000 300 12.00 
Idemitsu Ohura No. 7 

(L.P.G. Terminal) 50,000 250 12.00 
Idemitsu Center 35,000 220 11.00 
Nippon Seiro Jetty 30,000 200 11.00 


HEALTH: Radio Agent for Free Pratique not less than 12 hours and» 
more than 36 hours before arrival, advising full details of vessel » 
health conditions on board. When Free Pratique is granted by ra 
vessel will be required to submit the following documents to Quaran» 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspex 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infectiy 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exempy 
Certificate. 
RADIO: Recommended Master communicates with Agent throw 
Choshi Radio or Nagasaki Radio which cover all ports in Jape 
If specifically Westbound vessel, to contact Choshi, and Northbow 
to contact Nagasaki Radio respectively. 
TUGS: Join inside harbour. For supertankers outer harbour if requests 
Tugs’ lines used. 8 tugs available, up to 4,000 h.p. 


BERTHING: Also see “Tankers”. No specific requirements. Pi 
boarding time will be notified by ship's Agent mainly by radio. 
(a) Wharf Length Depth Capacity Cargo 
4 (m.) (m.) (g/t) 
Tokuyama Soda Salt Pier 117 


10.0 15,000x1 Salt/Cement Cie 
Tokuyama Soda 
Cement Pier 145 11.0 20,0001 Cement in bulk 
“Toyo Soda Fertiliser Pier 110 9.0 10,0001 Fertiliser 
*Toyo Soda Salt Pier 140 12.0 20,000x1 Salt/Coal 
“Toyo Soda Cement | 125 9.0 10,000x1 Cement in bag 
“Toyo Soda Cement II 68 10.0  20,000x1 Cement in buk 
Nisshin Seiko Pier 66 6.0 1,200x1 Steel products 
Harumi Public Pier 260 7.5 5,000x2 General cargo 
Harumi Public Pier 370 10.0 15,000x2 General cargo 
Minatomachi Public Pier 210 6.0 2,500x2 General cargo 
“Located at Tonda, Lat. 34° 03' N., Long. 131° 44’ E. 
(b) Buoy Depth Capacity Cargo 
(m.) (d.w.t.) 
Idemitsu Sea Berth 20 275,000x1 Crude oil 


STEVEDORES: At least 24 hours prior notice excluding Sundays # 
holidays required in order for Agent to arrange stevedores. Vessel ™ 
constantly keep her Agent advised of ETA. If stevedores cai 
commence loading/unloading at time notified by the Agent, the order 
must pay for waiting time. If cargo gear not rigged on bert 
stevedores will do same for ship’s crew. Overtime surchat 
1630-2130 hrs. (60% additional on basic stevedorage), 2130-0830" 
next morning (120% additional on basic stevedorage), Sundays/holit# 
(100% additional on basic stevedorage). 

Loading/Unloading Facilities: 

(a) Gangs: Maximum 40 gangs are available. 


Classification Regular Employees — Temporary laboures 
Stevedores 200 230 
Longshoremen 110 80 


Stevedoring Companies: Tokuyama Kairiku Unso Kabushiki Kas 
Kamigumi & Co. Ltd.; Toyo Koun Co. Ltd.; Sankyu Unyo Kiko® 
and Nippon Express Co. Ltd. 
(b) Lighters: No lighter is available, but coastal boat available for® 
as substitute for lighters. 8,000 d.w.t. arrangeable with notice of 2 we 
in advance. 
(c) Shore Crane: 
Capacity Max. discharge 


Wharf grab rate 

(tons) (t.p.h.) 
Tokuyama Soda Salt Pier 10 500 
Toyo Soda Salt Pier 12 550 


(d) Floating crane: Capacity, 100 tons available from Kudamatsu. 
(e) Average performance of loading/unloading: Loading: Ceme* 
bags, 55 — 65t.p.h./gang; Soda ash in bags, 40 — 50t.p.h.@ 
Fertiliser in bags, 55 — 65 t.p.h./gang. Salt in bulk, 500 — 550 t.p.h.# 
Clinker in bulk, 180 — 200 t.p.h./ship. Chrome Ore in bulk, 65 — 751? 
gang. 
Working Hours: 1 labour shift. Normal working hours: 0800 — 1700" 
Overtime is possible by applying to Customs. No work can be ara? 
for during New Year Holiday (1st to 3rd January) and Holiday (14 
16th August). 
MEDICAL: No advance notice required unless urgent. 

Hospitals: Asanoumi Hospital, Asami Hospital, Ishikai Hospital, ® 
Hospital, Ono Dental, Ishida Dental. 


h 


eae ne aes SS 


} 


i 


d 


SS 


) 


eaouwre™t 4 = &. 


awkERS: No slop facilities. 
IKE Discharge 
at Product Shoreline Rate Hoses 
= (t.p.h.) 
gprs Sea Berth Crude Oil 36"x1 10,000 16"x2 
30"x1 Flexible, 8 ton 
derrick for each 
hose. 
geitsy Ohura No. 3 Crude Oil 18"x=1 5,000 12"x2 
y Chicksan joint 
etsy Ohura No. 5 Crude Oil 24" 5,000 12”"x2 
: Fuel Oil 30" x 4,000 Chicksan 
Naphtha 24"x1 3,000 
gntsu Ohura No. 7 LPG 12"x2 1,200 Chicksan joint 
12” 2 (liquid) 
Butane 8"x2 8” x2 (vapour gas) 
Naphtha 24"x1 3,000 
gntsu Centre Fuel Oil 18"x1 2,000 e 2 Chicksan 
joint. 
ypon Seiro Jetty Raw Oil 12”x1 700 8”x1 Flexible 
Fuel Oil 10”x1 500 8x1 Flexible 


gemitsu Sea Berth: Located in Tokuyama Bay at the position of Lat. 
959.5'N., Long. 131°46.1’E., consisting of 7 mooring buoys. 
5000 d.w.t. tanker can be accommodated at this berth, being moored 
»tuoys fore and aft. 4 powerful tug boats and 2 line boats are engaged 
-tething/unberthing. Depth of water 20 m. Also see “Report” below. 

Nippon Seiro Refinery: The mooring berth consists of 1 oil pier and 
smooring buoys, to which vessel is moored fore and aft, port side 
yngside pier, there are also dolphins fore and aft. 

Nopon Zeon Wharf (25 ft.) for LPG only. 
tperator’s Report: 1983. 

“mitsu Kosan Tokuyama Sea Berth (Discharging terminal): 

Wultiple buoy mooring system berth with 1 or 2 anchors. 

Berth operates 24 hours per day, 7 days a week. Ships moored and 
emoored at daytime, weather or other circumstances permitting. 
zh will not be closed due to any holidays. 
ation: Lat. 33° 59’ 12” N., Long. 131° 46’ 00” E. 
atage: Not compulsory. 
toroaches: In order to make use of slack water berthing operations 
gould be commenced 2 hours before slack water. 

Berth is to be approached on a course of 075° after passing N.W. of 
wa \sland, anchorage position visible from ship’s bridge just after 
yssing Sukumo Island abeam to starboard. 

After letting go anchor (port), turn anti-clockwise with tug’s assistance 
diet out 3 shackles and approach berthing position and take in slack 
achor chain. 
in Winter (from November-March) monsoons prevail, let go starboard 
/ychor when heading about 320° and port anchor is out to 5 shackles 
ten let out both chains, and move astern into berth. 
ist line out should be taken to either No. 1 or No. 2 mooring buoy, 
wichever is the nearest. 

Serthing: 

a) Vessel must not proceed to starboard of yellow buoy, because 
North of transit line No. 2 and 3 buoys area becomes shallow with 
depths 17m. — 19m. 

>) If port anchor let out too fast or too much, ship cannot return to 
manifold position, as anchor position designed for 8 — 9 shackles 
on port anchor when ship made fast. 

¢) When Berthing Master comes on board, please advise him of 
number of shackles on each anchor and length from bow to 
manifold. 

\) Wire mooring lines are better than hawsers especially in case of 
No. 1, 2, 3, 4, 5, 7 buoys where wire should be used (each using 
2 wires) as these wires are used to adjust the manifold position. 

e) Mooring arrangement: 

Port anchor 8 — 9 shackles 
Starboard anchor 2 — 3 shackles 
No.1—7 buoys 2 lines to each 


XENSITY: 1025. 

RESH WATER: Water barges available, 1 each of 450 tons, 350 tons 
® 160 tons. Hydrants at Harumi Public Pier, Idemitsu Central Pier, 
yo Soda Wharf. The rate of delivery: 50 t.p.h. from barge, 20 t.p.h. 
‘mm hydrant. (Public hydrant 30 t.p.h.). 

"EL: Major oil companies are represented and ail grades of marine 
can be delivered usually by barge. 

|“ONSULS: None. 

HEPAIRS: Minor repairs only. 


}Y DOCKS: Kasado Dockyard in Kudamatsu-wan, entrance 3 miles 
“st of Tokuyama-wan entrance. Largest dry dock for 90,000 tonners 
“0 two other dry docks/building docks. 


UANGWAY/DECK WATCHMEN: Not specially required unless 
_*Ssengers or valuable cargo on board. 


ENING/CLOSING HATCHES: Stevedores carry out opening and 
“sng hatches. If any time lost by ship's crew doing this work, 
*“vedores charge ship for waiting. Recommend request stevedores for 
SWork unless crew can complete it before berthing. 


‘USTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
“40 spirits. 


‘RPORT: Hiroshima (about 40 minutes by Shinkansen), Ube (about 
“minutes by Shinkansen and taxi). 
WE: GMT plus 9 hours. No alterations made to clocks during year. 


DUCE/AMBULANCE/FIRE: Police, tel. 110; Ambulance and Fire, 


REPHONES: No facilities for placing on board. 
VICES: From Moji, Kobe or Osaka. 

a E LEAVE: Local Immigration Offices issue shore pass valid for 
13 days, but 3 days’ extension possible if ship stays longer. 
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JAPAN 


SHIPMASTER’S REPORT: June, 1983. 

Toya Soda Salt Pier at Tonda. 

Documents/Immigration: Landing Passes are now valid for 1 week but 
restricted to the immediate Port Area (Tokuyama) only. This restriction 
is enforced and the Agent must make written, individual application for 
any crew member required or desiring to leave the Tokuyama area. 
There are severe penalties (Y100,000) for being found ashore by the 
Authorities without a Landing Pass. 

Pilotage: The Inland Sea Pilot who boarded at Seki Saki also acted as 
Harbour Pilot, boarding from a fast launch with the vessel making about 
4 knots. Oita Port Radio, in the first Western bay of the Inland Sea after 
passing through the Hayasui Seto entrance, called on VHF Channel 16 
to confirm the vessel's nationality and ETA. 

For a vessel of our size (see “Berthing"), pilotage is at daylight High 
Water only, using 3 tugs and the Eastern dredged channel into Tonda 
Port. Departure is during daylight hours only (pilot available apparently 
0630 — 1830 hrs. during June, although ours wasn't ordered by the 
Charterers’ Agents until 0800 hrs.). Vessel was swung off the berth by 
2 tugs and proceeded to sea, again by the Eastern Channel, there being 
a substantial ‘corner’ to negotiate in the dredged channel on the 
Tokuyama section of the port. 

Health: We could not get Radio Pratique as the Authorities required the 
number of the vessel's Sanitary Certificate. However, after berthing, we 
were unable to ascertain just what this Certificate was. The number of 
our Derat Exemption and type and make of the sewage system did not 
satisfy this question either. 

Berthing: We were probably one of the larger vessels to berth at the 
Toyo Soda Salt Pier, discharging 31,536 metric tons of coal on 
dimensions — length 177 m., beam 27.8 m., draft 10.5 m. and of 20,096 
gross tons. With large, engines-aft, bulk carriers there are problems with 
landing the gangway on the end of the jetty. A shore gangway cannot 
be used because of the travel of the Portainer-type discharging crane. 
Stevedores use a vertical steel ladder clipped over the sheer strake for 
access. 

Access ashore through the Toyo Soda Cement Factory is prohibited 
to ship’s crew and a Launch Service (Sampan) must be engaged, with 
the requisite timetable, for transport to Tokuyama, 15 minutes distant, 
the launch berthing at the Customs Pier. 

This launch is also used for the Agent, watchmen, etc. and it may well 
be preferable to lower the off-side gangway to near the water as a means 
of access. The only permitted access to and from the launch via the 
vessel's gangway onto the wharf is by a badly bent vertical steel ladder 
at the end of the jetty. 

Fresh Water: Not available from Toyo Soda Salt Pier, delivery can only 
be made by lighter. 

Storing: Mobile cranes are not allowed onto the wharf to work ship's 
stores, E/R spares, etc. and if these cannot be coped with by the vessel's 
own gear or stores crane, floating plant would have to be hired. 


AUTHORITY: Shunan Port Administration Office, 111, Chikko-cho, 
Tokuyama City, Yamaguchi Pref. Tel: (0834) 21-1787. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Holme Ringer & Co. 
Ltd., c/o Sankyu Transportation & Engineering Co. Ltd., Shunan Branch, 
12-7 Chikko-cho, Tokuyama-shi, Yamaguchi-ken. Cable address: 
Ringer Tokuyama. Domestic Telex: 6765-93 Sankyu J. Tel.: Tokuyama 
(0834) 22-0039. 


TOKYO: 35.43 N. 139.46 E. (See Plan) 

DOCUMENTS: 

" 4 ns Inward/Outward Declaration — (Form C.2000 prepared by 
gent). 


1 copy Berth Application (normally prepared by Agent). 

3 Cargo Manifest (Form C.2030 prepared by Agent). 

1 List Ship's Stores (Form C.2040). 

2 Parcel List. 

5 Passenger Manifest (Form C.2070). 

5 Crew Manifest (Form C.2060). 

1 Statement by Master (Form C.2020). 

1 Declaration for Payment Tonnage Dues (prepared by Agent). 

1 Maritime Declaration of Health. 

1 Application for Shore Passes (prepared by Agent). 

2 Baggage Lists (Form 5370). 

PILOTAGE: 12 hours advance notice of ETA required. Pilot boats 
named Musashi, Takao, Tsukuba and Ayase. No light or sound signals, 
use ship’s radio in case necessity arises. Address: Tokyo Pilot 
Association, 3-26-82 Kaigan, Minato-ku, Tokyo (at the Southern tip of 
the Shibaura Wharf). Tel: 453-1691. 

Pilot’boards vessel outside harbour. Vessel awaits Pilot around 
“Quarantine Anchorage”. 

Vessels requiring a Pilot for the Uraga Channel should radio request 
to Anjin Yokosuka advising ship's details and arriving time at No. 1 Uraga 
Channel Light Buoy. Uraga Channel Pilot embarks 3 — 5 miles S.S.E. 
of Kannonsaki Lighthouse, and will disembark on arrival at destination 
port limits. Applications for Uraga Channel Pilot should reach pilot office 
24 hours before vessels arrival at No. 1 Uraga Channel Light Buoy. 

Vessels of 10,000 gross tons or more should give “Notification of 
Traffic’ to ensure safety of their navigation in or near Uraga Suido and 
Nakanose traffic routes (normally by Agent). 


993 


bal 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englex 


ADVANCE APPLICATIONS: Passenger ships and large vessels using 
mooring facilities must submit applications for use of facilities to port 
managers (the Port and Harbour Bureau of Tokyo Metropolitan 
Government) through shipping firms or Agents 3 days before entry into 
port so that they may have berths designated. 

When they want to use anchorage facilities, they must submit 
applications for use of anchorage areas to Tokyo-Yokohama Port 
Director (the Port and Harbour Section of the Tokyo Maritime Safety 
Agency) to have anchorage sites designated. Small vessels of less than 
300 gross tons do not need to submit anchorage application. 

When ships of over 500 gross tons want to enter port at night (from 
sunset to sunrise), must submit applications in advance to Port Director 
and receive permission. Copy of written permission given to captain of 
ship when ship has entered port. 

A ship carrying explosives or any other dangerous cargo must submit 
2 copies of application in advance for permission to use port to Port 
Director. Such ships required to stay outside port in No. 3 Area. However, 
they will be allowed to enter port when Port Director considers it 
allowable. 

ANCHORAGES: See “Advance Applications’. 

Quarantine Anchorage on starboard hand of No. 1 Fairway. 

Sector “A” is a triangular sea area formed by line passing through 
point 180° and 400 m. from Light Buoy No. 16 and point 105° and 240 m. 
from same light buoy. Accommodates one 1,000 ton class ship or 2 ships 
of 500 ton class or smaller. 

Sector “C” (263,330 sq.m.) is a space between Harumi Wharf and 
Toyosu Wharf. Accommodates five 2,000 ton class vessels. 

ector ‘‘D” (141,350 sq.m.) sea area enclosed by line drawn from 
point 217° and 400 m. from Northwestern tip of Tsukishima Fishery Base 
through No. 8 Mooring Buoy. No. 15 Buoy and Southern tip of 
Tsukishima Fishery Base. Accommodates 5 vessels smaller than 
1,000 tons, but 2 if vessels larger than 700 tons. 
RESTRICTIONS: No. 1 Fairway is long and narrow (4,200 m. x 300 m.) 
and carries considerable traffic. Vessels under 500 tons not permitted 
use Fairway when vessel over 5,000 tons is in transit. Depth 12 m. 
Container Vessels: May enter from sunrise till 2400 hrs. and may leave 
at any time. 
HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health condition on board. When Free Pratique is granted by radio vessel 
will be required to submit the following documents to Quarantine Officer 
on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or suspected case, of infectious 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

Medical inspection of plants: When a report is received in advance 
from a ship by telegraph or other means of communication, Tokyo Office 
of the Yokohama Plant Disease Prevention Station must be notified by 
telephone or verbally in request for an on-the-spot inspection of plant in 
question. 

Medical inspection of animals: When a report is received from a ship 

in advance by telegraph or other means of communication, the Tokyo 
Branch or the Haneda Branch of Animal Disease Prevention Station 
must be notified by telephone or verbally in request for an on-the-spot 
inspection of the animals. 
RADIO: Vessels entering are watched at all times at Torigasaki, the 
entrance gate to Tokyo Bay, and record of passing the point is taken. 
As each ship passes point, this is immediately communicated by VHF 
radio telephone to head office of Tokyo Signal Communications 
Company. From here news communicated on normal telephone or on 
exclusive direct call telephone to interested parties (also see “VHF"’). 

Recommended Master communicates with Agents through Choshi 
Radio or Nagasaki Radio which covers all ports in Japan. If specifically 
Westbound vessel, to contact Choshi, and Northbound to contact 
Nagasaki Radio respectively. 


MAX. SIZE: Draft: General/Bulk: 7.0m. for Toyosu; 10.0 m ; 
Shinagawa, Harumi and buoys; 10.0 m. for Land-lot No. 13 ang: 
12.0 m. for Oh-i and Aomi. : 
Tide: These drafts are at low water. The difference between high» 
low water level is about 2 m. 
‘Teekers: Tokyo Gas Wharf (Toyosu) Max. d.w.t. 23,000. Max. @ 
11.0 m. 


VHF: 
A. Transmitting antenna: Located 39° 26’ N. 139° 39’ E. 
B. Type: Single communication — Yagi type. 
Plural communication — Corner reflex 
type. 
C. Direction: Southern part of entrance to Tokyo & 
and Port of Tokyo. 
D. Frequency class: F3. 
E. Frequency: Simplex communication — 
156.6 MHz, Channel 12 
156.7 MHz, Channel 14 
156.8 MHz, Channel 16 
(for calling, answering and safety) 
Duplex communications — 
161.6 MHz, Channel 20 
161.7 MHz, Channel 22 
F. Antenna power: 50 W. 
G. Call sign: Tokyo Port Radio. 
H. Range: Approx. 100 km. (straight range) 


S.E. side — About 20 nautical miles Soy 

of Nojimazaki. 

S.W. side — About 5 nautical miles No: 

of Oshima Island. 

North side — Tokyo Port and Chiba Py 
|. Operating time: All times. 
Ship Telephone: Uses VHF and is a service between navigating: 
anchored ships and subscriber telephones on land, and between sip 
connected via base station on land. Communicating  sphe 
approximately 50 km. to 100 km. from base station. Base stati 
located so as to allow communication with any ship sailing al 
Japanese coasts. 


BERTHING: Any vessel entering port required to: 

(1) Submit 1 each of “Declarations Inward/Outward of Vessels’) 
TMG and TMSA. See ‘Documents’. 

(2) Submit “Application for Berth” to TMG. See “Documents”. 

(3) Submit “Application for Designation of Anchoring Site” to TNS 
(Form No. 13) regarding anchoring area. 

Berthing will be in order of arrival, passenger and special cay 
vessels excepted. 


Name of Length Depth No. of 
Wharf Berths 

m.) (m.) 
Shinagawa (Foreign Trade) 585 10.0 3 
Shinagawa (Domestic Trade) 476 8.0 3 
Shinagawa 

Container Terminal 558 10.0 3 
Shibaura 910 7.8 7 
Hinode 564 6.7 6 
Takeshiba 309 6.7 3 
Tsukishima 260 7.2 2 
Harumi 1,444 9- 10.0 8 
Toyosu 800 7 - 10.0 8 
Ariake Terminal 750 5.0 10 
Oh-i Marine Products Wharf 450 12.0 2 
No. 15 Lumber Wharf 720 10.0-12.0 3 
Oh-i Container Terminal 2,300 12.0 8 
Odaiba Terminal 1,800 10.0 9 
Aomi Container Terminal 

(Berth C-1) 300 12.0 1 


There are many private wharves and other smaller public wharves 
use and under construction. 


CARGO HANDLING FACILITIES: 


Wharf/ Terminal Equipment Capacity 

Oh-i Terminal 16 container gantries 30.5 tons 

Shinagawa Container Terminal 1 container gantry 24.5 tons 
2 container gantries 30.5 tons 

Shinagawa (Foreign Trade) 2 unloaders 6.4 tons 
1 belt conveyor 600 t.p.h. 

Shibaura (Foreign Trade) 

Hinode Terminal 

Tsukishima Terminal 

Harumi Terminal 4 portal jib cranes 5 tons 

Toyosu Energy Terminal 

Ariake Terminal 

Odaiba Terminal 2 gantry cranes at 10 tons 


Berth “AB” 
Terminal 15 


Aomi Container Terminal 2 gantry cranes 


Cargo Handled Remarks 
Containers Straddle carriers and transta® 
available. : 
, Ro-Ro facilities, Straddle ca’ 
Containers available. 


Machinery, sugar, fruit. 3 transit sheds (18,118 sq.m 
Open storage 14,451 sq.m. 
2 transit sheds (4,665 sq.m) 
Open storage 2,104 sq.m. 

9 transit sheds (19,583 sq.m 
Open storage 6,806 sq.m. 


Paper, cement, fertiliser, 
feed grain 
Salt, paper, soda ash. 


Marine products 

Sugar, wheat, fruit, 
marine products. 

Gas, steel, coal, general 
cargo. 

Gravel, sand, lumber, 
construction materials. 

General cargo, steel, 


Passenger ship terminal at 
Berth “HL” 


Open storage 92,163 sq.m. 


9 warehouses (64,766 sq.M) 


timber, fruit. 
Timber. Storage capacity 400,000 to 
Open storage yard 254,246 s0* 
Containers 6 straddle carriers 
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gs: The port has 2 tug companies: (i) Toko Service Co. Ltd., 
ug, Kaigan, Minato-ku, Tokyo. Tel: (452) 4781. (ii) Shibaura Tsusen 
ss Lid., 3-1-3, Kaigan, Minato-ku, Tokyo. Tel: (455) 1461. Upon 

tion to either, tugs will be waiting in neighbourhood of scheduled 
yo Ship's lines to be used. 


Ah ggVEDORES: Advance advices should be made 24 hours at latest 
wore vessel's arrival order arrange necessary gangs. 
secharge rates (approx.): 
'y kon, steel and scrap, using crane or magnet, about 1,000 tons/ 


da 
b ra crane and bucket, 1,500/2,000 tons/day. 
» = Ores, grabs and bulldozers, 1,000 tons/day. 
4 Timber, 1,000 tons/day. 
, | ») Grain, crane with bucket or suction, 1,000 tons/day. 


@OICAL: Hospitals, clinics and all specified facilities. Advance notice 
necessary. 


§uNKERS: No slop discharge facilities (see “Services”). One tanker 
ye only. Products handled, Naphtha and crude oil. Shorelines, one 
sn for each product. Discharge rates 1,000 t.p.h. (Naphtha) 900 — 
0tp.h. (Crude). 


2&SH WATER: Water supply from hydrant by Tokyo Metropolis, and 
wemoat by private management. 

» Water supply on 

bh wharves 

Application Bureau of Port and Harbour Offices in 
fh charge of each wharf. 

Work of water supply Tokyo Port Service Association. 

i | » Water supply by 


water boat 
y Extra charge Overtime from 0600 to 0800 50% 
| from 1700 to 2200 50% 
¢ from 2200 to 0600 100% 
i Special district 50% 
3 Festival day 50% 
nthe case of less than 20 tons per time, it will be considered 15 tons 
supply. 


NEL: All grades available. 24 hours’ notice required. 

RE PRECAUTIONS: (Tankers). 

{ Must enter port at dead slow speed preceded by patrol boat of 
SA, 1 tug boat each side of vessel and followed by fire patrol boat. 

, 2 Engine to be kept ready for immediate use in case of emergency. 
i Tow lines to be placed over bow and stern with eyes close to water 

wlace. 

Note) No vessels allowed alongside a tanker during loading or 

isharging. 

PARTURE PROCEDURE: Ship over 300 tons departing must hoist 

imal in daytime and 2 white lamps at night and make 2 prolonged 

‘sts of whistles or siren 30 minutes before starts to move and then 

“according to signals given by signal station on Shibaura Quay. 

*parture notice must be submitted to Maritime Safety Agency and port 

agers (operations Section of Port and Harbour Bureau). Foreign 

‘ps must submit required documents in addition to above notice to 
“yo Custom House, Immigration Control Office. 

XONSULS: Most countries have embassies and consuls in Tokyo. 

‘PAIRS: Ship Repairer: |shikawajima-Harima-Juko Co. Ltd. Tel: 

244) 5670, Telex: J22232 (Ichico), has 2 dry docks for vessels of 
~ ta 23,000 d.w.t. and slipways from 8,000 to 60,000 d.w.t. 

acity. 

RY DOCKS: Largest dry dock: length 180 m.; width 24 m.; depth 
1m. Capable of accommodating vessel of 16,750 gross tons. 

‘iso 1 other dry dock for ocean-going vessels. 

een AYDECK WATCHMEN: Necessary only in the case of 

Gable cargo. 

PENING/CLOSING HATCHES: Normally by crew. 

\STOMS ALLOWANCES: (Tobacco) 200 cigarettes a week. (Wine 
“dor spirits) 760 cc’s per crew member per week. 

WRVEYORS: 

American Bureau of Shipping, Nihon Bidg., 6-2 Ootemachi 2, Chiyoda- 

\% Tokyo 100. Tel: 279-7992/6. 

| Uoyd's Register of Shipping, No. 32 Mori Bidg., 4-30 Shibakoen 3, 
teato-ku, Tokyo 105. Tel: 438-0481. 

Sener Kyokai, 28-2, Hamamatsu-cho, Minato-ku, Tokyo 108. 
‘RPORT: Distance to new Tokyo International Airport (Narita Airport), 
So'ox. 60 km. 

: GMT plus 9 hours. Permanent. 

“SUDAYS: National Holidays: New Year's Day (Jan. 1st); Adult Day 
- 15th); Foundation Day (Feb. 11th); Vernal Equinox Day (around 
“ch 21st); Emperor's Birthday (April 29th); Constitution 
“"memoration Day (May 3rd); Children’s Day (May 5th); Respect-for- 
% Day (Sept. 15th); Autumnal Equinox Day (around Sept. 23rd); 
_ sical Education Day (Oct. 10th); Culture Day (Nov. 3rd); Labour 
anksgiving Day (Nov. 23rd). 

0 Cargo work on 1st or 3rd Sundays of each month, and no work 
™ 3ist December to 3rd January inclusive. Cargo work can be 
ks on all other days including National Holidays. 

CBAMBULANCE/FIRE: Tokyo Water Police, 5-8-36, Konan, 

-#lo-ku, Tokyo. Tel. (433) 2411. Call Fire Stations for ambulances. 

nie Water Fire Station, 5-1-23, Kachidoki, Chuo-ku, Tokyo. Tel. (534) 


LEPHONES: (also see “VHF"). 

Poni on ships moored at piers or jetties to allow telephone 
4 oT between ships and subscriber telephones on land and 
. Ships. 
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BANKS: Sumitomo Trust & Banking Co., Ltd. Tel: 278-3131. Telex: 
J28631, 02226049. 

Yasuda Trust & Banking Co. Ltd. Tel: 278-8111. Telex: J2223828 
Ysdtbt. 

Dai-ichi Kangyo Bank, Ltd. Tel: 596-1111. Telex: J22379, J22315. 

The Kyowa Bank Ltd. Tel: 287-2111. Telex: J24275. 

Mitsui Bank, Ltd. Tel: 501-1111. Telex: J22378, J22559, J22643, 
J22644. 

Sanwa Bank Ltd. Tel: 216-3111. Telex: J22384. 

Mitsubishi Trust & Banking Corp. Tel. 212-1211. Telex: J24259. 

The Nippon Trust & Banking Co. Ltd. Tel: 272-1261. Telex: J24197. 

Toyo Trust & Banking Co. Ltd. Tel: 271-7881. Telex: J22717. Tytbki. 

Industrial Bank of Japan, Ltd. Tel: 214-1111. Telex: J22325. 

Long-Term Credit Bank of Japan, Ltd. Tel: 211-5111. Telex: J24308. 

Nippon Credit Bank, Ltd. Tel: 263-1111. Telex: J26921. 
Branch Offices of Foreign Banks: 
North America: 

Irving Trust Company (Tokyo Branch). Tel: 595-1131. 

Bank of America National Trust and Savings Association. Tel: 214- 
0241. 

American Express International Banking Corporation. Tel: 504-3341. 

Wells Fargo Bank, N.A. Tel: 214-1771. 

Crocker National Bank. Tel: 211-7241. 

Chemical Bank. Tel: 214-1351/9. 

Continental Illinois National Bank and Trust Company of Chicago. Tel: 
216-1661. 

Seattle First National Bank. Tel: 212-6481. 

Security Pacific National Bank. Tel: 214-2721. 

Chase Manhattan Bank: Tel: 214-3361. 

Rainier National Bank: Tel: 214-5781. 

National Bank of Detroit. Tel: Tel: 214-7301. 

Bankers Trust Company. Tel: 214-7171. 

The First National Bank of Chicago. Tel: 245-1021. 

Citibank, N.A. Tel: 279-5411. 

The First National Bank of Boston. Tel: 211-2611. 

Manufacturers’ Hanover Trust Company. Tel: 242-6511. 

Marine Midland Bank, N.A. Tel: 216-0531. 

Mellon Bank, N.A. Tel: 216-5861/4. 

Morgan Guaranty Trust Company of New York. Tel: 214-2761/8. 

First Interstate Bank of California. Tel: 211-0751/9. 
Europe: 

The Chartered Bank. Tel: 213-6541. 

Grindlays Bank, P.L.C. Tel: 271-1151. 

National Westminster Bank, Ltd. 

Barclays Bank International, Ltd. Tel: 214-3611. 

The Hongkong and Shanghai Banking Corporation. Tel: 211-6461. 

Midland Bank, Ltd.Tel: 284-1861. 

Lloyds Bank International Limited. Tel: 214-6771. 

Banca Commerciale Italiana. Tel: 242-3521. 

Algemene Bank Nederland, N.V. Tel: 211-1760/9. 

Amsterdam Rotterdam Bank. Tel: 284-0701/2. 

Credit Suisse. Tel: 215-1681. 

Swiss Bank Corporation. Tel: 214-1731. 

Union Bank of Switzerland.Tel: 214-7471. 

Westdeutsche Landsbank Girozentrale. Tel: 216-0581. 

Commerzbank, A.G. Tel: 502-4371. 

Banque de Paris et des Pays-Bas S.A. Tel: 214-5881. 

Societe Generale de Banque. Tel: 287-0481. 

Deutsche Bank, A.G. Tel: 214-1971/6. 

Dresdner Bank, A.G. Tel: 214-5961. 

Bayerische Vereinsbank Aktengesellschaft. Tel: 284-1341. 

Credit Lyonnais. Tel: 214-4561. 

Societe Generale. Tel: 503-9781. 

Banque Nationale de Paris. Tel: 214-2881. 

Banque de L'Indochine et de Suez. Tel: 582-0271. 

Union de Banques Arabes et Francaises—U.B.A.F. Tel: 241-5945. 
Asia: 

Bank of India. Tel: 212-091 1/3. 

State Bank of India. 

Bank Negara Indonesia.Tel: 214-5621/5. 

Oversea-Chinese Banking Corp., Ltd. Tel: 214-2841. 
SERVICES: Two tank cleaning companies available with barges of 
capacity 100 tons for disposal of residues. All other usual services 
available. 
SHORE LEAVE: Crew members allowed ashore upon ship Master's 
request to Tokyo Immigration Office if have valid Passports or Seaman's 
Pocket Ledgers. In case a crew member has a criminal record or has 
been expelled from Japan, he will not be allowed ashore. 
IDENTIFICATION CARDS: Not required. 
PORT REGULATIONS: Maintenance of order in Port of Tokyo is under 
the responsibility of TMSA in accordance Port Regulation Law. In case 
of an occurrence of disaster, TMSA and the Tokyo Water Fire Station 
will take charge of refuge, rescue and fire fighting. 
DELAYS: Congestion in the port. Bad weather. 
DEVELOPMENTS: 48 public wharves, 2 car ferry berths, 5 passenger 
boat berths, 7 timber berths, 12 berths for dangerous cargo and 20 
specialised berths to be constructed. 

Aomi Container Terminal: Berth C-2 nearing completion and berths 
C-3 and C-4 to be ready in 1992. 

Orange juice terminal to be constructed. 
AUTHORITY: Bureau of Port and Harbor of the Tokyo Metropolitan 
Government, 8-1 Marunouchi 3-Chome, Chiyoda-ku, Tokyo. Tel: 03- 
211-7949. Telex: J 33346 Portokyo. Contact: Port Promotion Section. 
AGENT: Dodwell Tramp Agencies, CPO Box 297, Togin Building, 4—2, 
4-chome, Marunouchi, Chiyoda-ku, Tokyo. Tel. (03) 211-2141. Cable 
Address: Dodtramp Tokyo. International Telex: J22274, J22602 and 
J24469. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engg 


TOMAKOMAI: 42.35 N. 141.35 E. (See Plan) 


PILOTAGE: Not compulsory. Pilots board at the point of 500 m. off from 
breakwater. 

RESTRICTIONS: Berthing and unberthing possible day and night. 
MAX. SIZE: See “Berthing’”. 

HEALTH: Radio Pratique available. Vessels usually anchor at 
Tomakomai, where the Authorities board and grant Free Pratique. 
TUGS: 


Gross Engine Nom. Shaft 
Name Tonnage Type horsepower Owner 
Tomakomai Maru 115.58 Diesel 1,100 Tomako Service Co., Ltd. 
Azuma Maru 197.74 4 3,200 q 
Kasuga Maru 135.00 2,400 Tomakomai Kaiun Co., Ltd 
Hokuto Maru 298.92 4,000 by 
Iburi Maru 190.22 3,200 
Hokuyo Maru 195.38 2,600 " 
Atago Maru 187.67 2,900 Kitanihon Eisen Co., Ltd 
Hercules 272.19 4,000 ~ 
BERTHING: Public Facilities: 
No. Berthing 
Name of Berth Berths Length Depth Capacity Principal goods handled 
(m.) (m. (d.w.t.) 
Wharves: (Western District) 
East Wharf No. 1-4 4 660 -9.0 10,000 Coal (Capacity 400 t.p.h.) 
East Wharf No. 5-6 2 260 -9.0 10,000 Cement, iron & steel products 
West Wharf No. 1-4 4 660 —9.0 10,000 Paper pulp, iron & steel products 
North Wharf No. 1-2 2 260 —7.5 5,000 Paper pulp, motor vehicles 
North Wharf No. 3-4 2 180 —5.5 2,000 Iron & steel products 
South Whart No. 1-2 2 370 -—10.0 15,000 Paper pulp, iron & steel products 
South Wharf No. 3 1 195 —11.0 20,000 Wood chips & pulp 
Central-South Wharf No. 1 1 240 -12.0 30,000 Fertilisers & feeding stuffs 
Central-South Wharf No. 2 1 185 —10.0 15,000 Limestone, fertiliser & faeding 
1 stuff 
Central-South Whart West 1 165 -9.0 10,000 Cement 
Central-Nth. Wharf No. 2-3 260 -7.5 5,000 Iron & steel products, gypsum, 
1 wood materials 
Central-North Wharf No. 4 1 90 -7.5 5,000 Iron & steel products 
Yufutsu Wharf No. 1 1 280 —12.0 30,000 Wood chips 
Yufutsu Wharf No. 2 1 185 —10.0 15,000 Containers 
Yufutsu Wharf No. 3 1 130 -7.5 5,000 Containers 
Yufutsu Wharf No. 4 1 130 -7.5 5,000 Containers 
Yufutsu Wharf No. 5 240 -—12.0 30,000 Containers, 40 ton gantry crane 
Central-North Wharf No. 1 1 185 —10.0 15,000 Wood material 
Fishing Port District No. 1 1 55 =5.0 500 Marine Products 
Wharves: (Eastern District) 
Central Wharf 4 740 -10.0 15,000 Machinery 
Central Wharf 6 780 —7.5 5,000 Machinery 
East Wharf 2 480 -12.0 30,000 Coal, etc. 
East Wharf 6 780 -7.5 5,000 Coal, etc. 
Dolphin Berth 
Timber Port District Dolphin 2 =10.0 15,000 Wood Material 
Private Facilities: 
No. Berthing 
Name of Berth berths Length Depth Capacity Principal goods handled 
(m.)  (m.) (d.w.t.) 
Wharves: 
Tomakomai Industrial Port 13,000 
Development Co., Ltd. 3 669 -85 grt. Ferry vessels 


Dai Nippon Ink & 

Chemical's Ink Co., Ltd. 1 185 
Nikkei Tomakomai Co., Ltd. 1 211 
Nikkei Tomakomai Co., Ltd. 

Central Wharf 
Tomakomai Kyodo 


150. 
-12.0 


5,000 Chemical Industrial Products 
15,000 Alumina, aluminium, coke, metal 


= 


200 -14.0 65,000 Bauxite 


Power Co., Ltd. 1 51.6 ~—10.0 5,000 Machinery, heavy oil 
Soda Group 2 490 -10.0 15,000 Sea salt, etc. 
Tomakomai Chemical Co. 2 330 -10.0 15,000 Sulphuric acid, ore 
Hinode Chemical 

Industrial Co., Ltd. ts 500 -—10.0 15,000 Caustic soda, Petroleum, products 
Sumitomo Metal 1 165 -—7.5 5,000 Iron & steel products 
Maruichi Steel Tube Ltd. 1 185 —7.5 5,000 Iron & steel products 
Nippon Steel Corporation 2 374 —7.5 5,000 Iron & steel products 
Nippon Kokan K.K. 1 185 -7.5 5,000 Iron & steel products 
TANKERS: 

No. of Berthing 
Name of Berth berths Length Depth Capacity Product handled 
(m.) (m.) (d.w.t.) 
Tomakomai Futo Co. 3 390 776 5,000 Petroleum products, 
heavy oil 

Nikkei Tomakomai Co., Ltd. Pier 1 -14.0 70,000 
Oji Paper Co., Ltd. Pier 1 —7.5 5,000 Heavy oil 
YVomakomai Kyodo Thermal 

Power Co., Ltd. Pier 1 at Ae} 5,000 Petroleum products 
Idemitsu Kosan Pier 

(Partly completed) 13 7.5 5,000 Petroleum products 
Petroleum Distribution Base Pier 
Joint Oil Terminal Wharf 4 =Z.0 4,000 Petroleum products 
Idemitsu Hokkaido Sea Berth 1 —24.0 250,000 Crude oil 
Report: 


Idemitsu Hokkaido Sea Berth (Discharging Terminal): 
Location: Lat. 42° 36’ 10” N., Long. 141° 38’ 50” E. 
Operator: |\demitsu Kosan Co. Ltd. 

Terminal operates 24 hours per day, 7 days a week. Ships moored 

and unmoored daytime weather or other circumstances permitting. 
Terminal will not be closed on any holidays. 
Approaches: Clear and unimpeded from South. White and red striped 
high chimney (approx. position: Lat. 42° 38.1’ N., Long. 141° 35.6’ E.) 
makes a most conspicuous landfall. In poor visibility, in heavy fog or 
rain, radar reflector fitted at centre of Sea Berth can be located first by 
ry radar and after that Sea Berth will be seen in direction from N.W. 
to S.E. 

Westward of Sea Berth, there are many cargo vessels anchored. 

Ships berthing starboard side alongside at the Sea Berth, proceed on 
course 314° observing transit of chimney and East Breakwater 
Lighthouse. 

Anchorage: No strict boundary areas for anchorage but Master 
recommended to anchor 1 mile to 2 miles S.E. from Sea Berth. 

Holding ground is good and depth about 27 m. — 30 m. 
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Pilotage: Sea Berth requires Pilot for berthing, no strict 
anchorage for ships awaiting Pilot in Tomakomai area, but Shou 
as close as possible to port in accordance with harbour draft , 
communications. 

2 Pilots will board ships over 30,000 g.r.t. Pilot uses tug bog) 
boarding. 
Important Features: Ships arriving in Winter season (November- 
should pay special attention to the cold, as average temperature ing 
season ranges from —3°C to 5°C. 
MEDICAL: Hospitals, doctors and dentists available. 
FUEL: Domestic oil is available. Bonded oil will be brought § 
Hakodate with sufficient advance notice, when required. 
FRESH WATER: (Public). 


No. of water 

Whart Owner Hydrants Max. cay 
tps 

Coal Whart Tomakomai Port Authority 16 

(Tomako Services Co., Ltd.) 

West Whart a 16 4 
East Wharf “ 6 © 
South Whart J 11 4 
North Wharf “ 8 } 
Central-South Whart - 9 ® 
Central-North Wharf ta 1 4 
Yufutsu Wharf 4 17 4 


REPAIRS: Minor repairs possible. 
SHIP SUPPLY SERVICE: 
Tomako Service Co., Ltd., 9 Shiomi-cho, Tomakomai, Hokka 
053 Japan. 4 service boats. 
Also see “Tugs”. 
DEVELOPMENTS: 
1. The Projected Outer Block Facilities: 


Area Name Plan (— 1995) Complete: 
East Breakwater 5,350 m 4,750 m 
Outer Harbour Central Breakwater 2,750 m. a 
Inside Breakwater 1,030 m - 
A — Breakwater 345 m. 345 m 
B — Breakwater 360 m. 304 m 
East Fairway East Breakwater 40m 40m 
West Breakwater 20 m. 20m 
Central Waterway Breakwater 200 m. - 


2. The Projected Harbour Facilities (Fairway, anchorage # 
waterway) 


Name of Max. Vessels Depth Wier 
Area Harbour Facilities (d.w.t.) (m.) {m) 
East Fairway 250,000 —24 540 -¥ 
Central Fairway 15,000 —10 350 -# 
Outer Harbour Anchorage 250,000 —22 - 
Anchorage 150,000 —20 - 
Anchorage (Refuge wait) - _ - 
East Anchorage 60,000 -7.5~-14 550-9 
Waterway Water area for 
dangerous cargoes 5,000 726 
Central 
Waterway Anchorage 15,000 77:5~>-10 500 
3. The Projected Berthing Facilities 
(a) (Public): 
District Name of facilities Depth Max. Vessels No. Extem 
(m.) (dwt) (a) 
East Waterway East Wharf -12 30,000 1 ra 
72 5,000 6 % 
Central Waterway Central Wharf -7.5~—10  5,000-15,000 118 
(b) (Exclusive): 
Depth Max. Vessels Extension 
District Name of facilities (m.) (d.w.t) No. (m) Remats 
250,000 D/W Class Comp'd June? 
Dolphin -22 250,000 1 — (10,000 DW 
Outer Class) 
Harbour 150,000 D/W Class 
Dolphin —20 150,000 _ 
Terminal facilities 
for bulk cargoes —14 60,000 1 280 Completed 
East 
Waterway _ Berthing facilities for 
dangerous cargoes) —7.5 5,000 15 1,300 Comp'd Oc? 
Hokuden Pier -7.5 5,000 1 143 (2,000 DW 
Class) 


AUTHORITY: Tomakomai Port Authority, 6-38, Minato-machi 1-che" 
Tomakomai City, Hokkaido 053 — Japan. Tel: (0144) 34-5551. # 
(0144) 34-5559. Contact: Takayuki Hotsubo, Executive Vice-Pres® 


AGENT: Sub-Agents of Dodwell & Co., Tokyo. Narasaki Sogo-unyv! 
Ltd. Tomakomai Marine Branch, 13-24, 2-chome Motonak 
Tomakomai City, Hokkaido. Cable Address: Narasaki Tomakt® 
Domestic Telex: 09842-10 Nstoma J. Tel: (0144) 36-3636. 


TOYAMA: 36.46 N. 137.13 E. 


DOCUMENTS: 

Ship's oma 

Last Port Clearance. 

6 Crew Lists, including Passport Numbers. 

6 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, cant 
wrist-watch, radio, firearms/swords, etc. (only at first port of a 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 @ 
Manifest and Cargo Manifest in transit using specific forms. 
ship's Agent should be provided with necessary information about # 
of cargoes in advance. 


an 


Lae 


weecates: Ship's Register to show Customs Inspector ship's 
“aered gross and nett tonnages. Valid Cargo Gear Certificates 
es required by stevedores when cargo gear maintenance 
rs to be poor. ; 
TAGE: Not compulsory. No telegraphic address for pilot station, 
spot arranged through Agent whom keep advised ETA which may 
sent through Niigata Radio. Pilot boards about 1 mile off East 
x akwatel from small tug. In event bad weather recommend remain 
ysde port until weather clears. Pilot available daytime only from 
wrse to sunset ; 
>| wHORAGES: The harbour at the Jintsu river mouth is always calm. 
syers about 125 acres, with depths of from 16.5 ft. to 33 ft. over mud 
“4 sand. Room at anchorage for at least 4 vessels over 5,000 gross 
~\%s Anchoring position for ocean tankers is Lat. 36° 46.6'N., 
mg, 137° 14.4’ E. 
’ rt | SIZE: Max. LOA 175 m., but may be extended by 2.0 m. — 3.0 m. 
Plot agrees. 
uso see “Tankers”. 
4ALTH: Radio Pratique available. 
yarantine Anchorage. : 
upl0: (Also see “Pilotage”): Recommended Master communicates 
Agent through Choshi Radio or Nagasaki Radio which cover all 
ets in Japan. If specifically Westbound vessel, to contact Choshi, and 
_| wthbound to contact Nagasaki Radio respectively. 
16S: Usually join vessel at port entrance but can join outside harbour 
»iaige vessels. Used only when Pilot aboard. 
¢ | Nagata Maru" — 3,000 h.p. uses own lines free of charge. 
Nhonkai Maru" — 1,800 h.p. uses own lines free of charge. 
Raicho” — 2,600 h.p. uses own lines free of charge. 
#ATHING: No specific requirements. Pilot boarding time will be notified 
yship's Agent mainly by radio. 


ae- i as @ 
a2 


Formalities carried out at 


4 Shore 
~ Berth Length Depth Draft Capacity Cranes 
(m.) (m.) (m.) (g.r.t.) (tons) 
| Public: 
~ Whar No. 1 185 10.0 9.5 15,000 1x5 
2 185 10.0 9.5 15,000 1x3 
3 185 10.0 9.5 15,000 
4 4 160 9.0 8.5 10,000 
| 5 180 5 5.0 2,000 
" 6 90 6.0 515 3,000 
nf 7 130 res 7.4 5,000 
8 185 10.0 9.5 15,000 
: 9 90 5.0 4.5 1,000 
». 1 Dolphin 21 5.0 1,000 
=j2 ,, 12 6.0 3,000 
i.3  , 21 5.0 1,000 
O | pate: 
yoda Cement 
_| Silo 100 7.0 
» ‘tkuden Dolphin 18 8.0 5,000 


EDICAL: No advance notice required unless urgent. 
. TANKERS: Max. size: 200,000 d.w.t., max. LOA, no limit, and max. safe 
mt 19m. for Sea Berth of Nihonkai Sekiyu K.K., Toyama. Two lines, 
7 hope 16 in. Reducing pieces supplied as necessary. Discharge rate 
/100 t.p.h. 
XNSITY: 1015-1019 min./max. 
4 RESH WATER: Available ex-wharf at Nos. 1, 2, 3, 4 and 5 Wharves; 
werage 40 t.p.h. Other berthing positions supplied by barge which 
~ ered from Fushiki and is filled up at Toyama. 
VEL: Domestic oil is available. Bonded oil will be brought from Moji 
*h sufficient advance notice when required. 
q FRE PRECAUTIONS: Nihonkai Oil Co., Toyama, issue Safety 
- ‘ulations to Master on arrival tanker sea berth. 
YNSULS: None. 
_ ‘PAIRS: Minor repairs only. 
RY DOCKS: Nihonkai Juko Co. Ltd., Toyama. No. 1 dock, used for 
‘struction. No. 2 dock, ship-building capacity: length, 104 m.; width 
9m. depth, 1.8 m. Size of dock: length, 112 m.; width, 14.6 m.; depth, 
_ ‘Maximum building capacity, 4,000 g.r.t. No. 3 dock, ship-building 
acity: length, 150 m.; width, 20.8 m.; depth, 5 m. Size of dock: length 
a width, 21.88 m.; depth, 9.2 m. Maximum building capacity, 
750 g.r.t. 
“ANGWAY/DECK WATCHMEN: Not 
*sengers or valuable cargo on board. 
PENING/CLOSING HATCHES: Stevedores carry out opening and 
“sing hatches. Cost per hour per gang depending on type of cargoes. 
ay time lost by ship's crew doing this work, stevedores charge ship 
“waiting. Recommend request stevedores for this work unless crew 
= complete it before berthing. 
oom ALLOWANCES: Only allowed 50 cigarettes to take ashore 


specially required unless 


-ePrr wees} 1 


Mino spirits. 
RT: Toyama Airport, distance about 10 km. Five daily flights. 
E: GMT plus 9 hours. Permanent. 
*LICE/AMBULANCE/FIRE: Police, Toyama North Police Station, 
Syama (0764) 37-7171; Ambulance, Toyama lIwase Fire Station, 
Syama (0764) 37-7141 or 119; Fire, Toyama Fire Station, Toyama 
784) 37-7141. 
EPHONES: No facilities for placing on board. 
2 RE LEAVE: Local Immigration Offices issue shore pass valid for 
ute days, but 15 days’ extension possible if ship stays longer. 
tt RITY: Toyama Port Administration Office, 5, Kaigan-dori, 
‘“8shi-Iwasemachi, Toyama City. Tel: (0764) 37-7131. Telex: 5152256 


* ‘oy J. Cables: Nexco Toyamako. FAX: 0764-37-9945. 


g SENT: Nippon Express Co. Ltd., (Toyama Port Branch) No. 61 
4 {#Shi-lwasemachi, Toyama-City, Toyama-Pref, Japan. Tel: 0764-37- 


meme: 5152256 Nextoy J. Fax: 0764-37-9945. Cables: Nexco 
yamako. 
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TOYAMA SHINKO: 36.47 N. 137.10 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

6 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 2 Cargo 

Manifests and 1 Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 
Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 


ANCHORAGES: No anchorage at Toyama-Shinko, therefore, if vessel 
required to await for berth or some other reason, use Fushiki Outer 
Anchorage ground where safe at all seasons with depth from 8 m. to 
11m. Sand and clay bottom. Room at anchorage for at least 6 vessels 
over 5,000 gross tons. 


PILOTAGE: Pilot available any time during daylight. Not compulsory. 
No telegraphic address of pilot station, therefore, direct advice to local 
Agent always required. Pilot meets vessels 209° 2 miles off leading light 
of Fushiki Port, thence takes vessel to Fushiki Quarantine Anchorage 
ground, due to many fishing-nets on both sides of fairway. No Quarantine 
Anchorage ground established presently at Toyama-Shinko, therefore, 
every vessel obtains free pratique at Fushiki. If requiring to come into 
Quarantine Anchorage without taking Pilot, necessary to advise Agent 
in advance. In case of bad weather and need to await outside port, 
recommend cruising in Toyama Bay until sea abates. Bay area too deep 
to anchor and also danger of fishing-nets. When approaching position 
for Pilot, give exact ETA to Agent by using Niigata Radio and/or VHF 
to Fushiki Harbour Master. Small wooden pilot-boat painted yellow. No 
particular light or sound signals required. Even if the vessel already 
obtained Free Pratique in other port, need to approach the aforesaid 
position for Pilot, because of no Pilot position located in Toyama-Shinko. 


RESTRICTIONS: Pilot not available during darkness. No restrictions on 
tide, because small tide in all seasons. If draft over port limitation, vessel 
enters port after making adjustment by lightening in Outer Harbour in 
Fushiki. \ 


MAX. SIZE: Length 200 m., draft 34 ft. Tidal range is max. 0.45 m. 


| 
HEALTH: Formalities will be carried out at Fushiki quarantine 
anchorage. 


RADIO: (also see ‘‘Pilotage’). Recommend Master communicates with 
Agent through Choshi Radio or Nagasaki Radio which cover all ports in 
Japan. If specifically Westbound vessel, to contact Choshi, and 
Northbound to contact Nagasaki Radio respectively. 

TUGS: Tugs normally join vessel at port entrance, but sometimes in 
Fushiki Outer Harbour for larger vessels. Maritia-Maru (2,060 h.p.) and 
Nihonkai-Maru (1,800 h.p.) provide lines, free of charge and Raicho- 
Maru (760 h.p.) uses ship's line. In case public tug, i.e. Nihonkai-Maru 
and Raicho-Maru used, always require Pilot on board. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 


Berth Length Depth Draft Capacity 
(m.) (m.) (m.) (d.w.t.) 
Public 
No. 1 Wharf 280 12.0 11.0 50,000 
(14.0 m. in near future) 
No. 2 Wharf 185 10.0 9.5 15,000 
No. 3 Whart 185 10.0 9.5 15,000 
No. 4 Wharf 185 10.0 9.5 15,000 
No. 5 Wharf 130 To 6.5 5,000 
No. 6 Wharf 130 7.5 6.3 5,000 
East Wharf 185 10.0 9.5 15,000 
Private (Log carrier only) 
Toyama Sangyo 373 10.0 9.0 15,000 
Toyama Chuo MokuzaiNo.1 200 10.0 9.0 15,000 
Toyama Chuo MokuzaiNo.2 155 7.5 7.0 5,000 
Toyama Chuo Mokuzai No.3 210 8.0 rie) 8,000 
Toyama Futo West 70 6.0 5:5 3,000 
Toyama Futo Centre 170 8.0 7.0 5,000 
Toyama Futo East 140 8.0 7.0 5,000 
Koike Mokuzai 171 10. 9. 15,000 


STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 
1700 —1900 hrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. 
next morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: No advance notice required unless urgent. 

DENSITY: Average density between 1015 and 1019 in all seasons. 
FRESH WATER: Available, from wharves No. 1, 2, 3, 4, 5 and 6 average 
10 t.p.h. In other berths, to be supplied by barge, average 50 t.p.h. 
FUEL: Domestic oil is available. Bonded oil will be brought from Kanmon 
area, with 1 week advance notice, when required. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

DRY DOCKS: No dry docks. Nearest available in Toyama. 
GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. 
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ADVANCE APPLICATIONS: Passenger ships and large vessels using 
mooring facilities must submit applications for use of facilities to port 
managers (the Port and Harbour Bureau of Tokyo Metropolitan 
Government) through shipping firms or Agents 3 days before entry into 
port so that they may have berths designated. 

When they want to use anchorage facilities, they must submit 
applications for use of anchorage areas to Tokyo-Yokohama Port 
Director (the Port and Harbour Section of the Tokyo Maritime Safety 
Agency) to have anchorage sites designated. Small vessels of less than 
300 gross tons do not need to submit anchorage application. 

When ships of over 500 gross tons want to enter port at night (from 
sunset to sunrise), must submit applications in advance to Port Director 
and receive permission. Copy of written permission given to captain of 
ship when ship has entered port. 

A ship carrying explosives or any other dangerous cargo must submit 
2 copies of application in advance for permission to use port to Port 
Director. Such ships required to stay outside port in No. 3 Area. However, 
they will be allowed to enter port when Port Director considers it 
allowable. 

ANCHORAGES: See “Advance Applications’. 

Quarantine Anchorage on starboard hand of No. 1 Fairway. 

Sector “A” is a triangular sea area formed by line passing through 
point 180° and 400 m. from Light Buoy No. 16 and point 105° and 240 m. 
from same light buoy. Accommodates one 1,000 ton class ship or 2 ships 
of 500 ton class or smaller. 

Sector “C" (263,330 sq.m.) is a space between Harumi Wharf and 
Toyosu Wharf. Accommodates five 2,000 ton class vessels. 

Sector “D” (141,350 sq.m.) sea area enclosed by line drawn from 
point 217° and 400 m. from Northwestern tip of Tsukishima Fishery Base 
through No. 8 Mooring Buoy. No. 15 Buoy and Southern tip of 
Tsukishima Fishery Base. Accommodates 5 vessels smaller than 
1,000 tons, but 2 if vessels larger than 700 tons. 

RESTRICTIONS: No. 1 Fairway is long and narrow (4,200 m. x 300 m.) 
and carries considerable traffic. Vessels under 500 tons not permitted 
use Fairway when vessel over 5,000 tons is in transit. Depth 12 m. 
Container Vessels: May enter from sunrise till 2400 hrs. and may leave 
at any time. 

HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health condition on board. When Free Pratique is granted by radio vessel 
will be required to submit the following documents to Quarantine Officer 
on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or suspected case, of infectious 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

Medical inspection of plants: When a report is received in advance 
from a ship by telegraph or other means of communication, Tokyo Office 
of the Yokohama Plant Disease Prevention Station must be notified by 
telephone or verbally in request for an on-the-spot inspection of plant in 
question. 

Medical inspection of animals: When a report is received from a ship 

in advance by telegraph or other means of communication, the Tokyo 
Branch or the Haneda Branch of Animal Disease Prevention Station 
must be notified by telephone or verbally in request for an on-the-spot 
inspection of the animals. 
RADIO: Vessels entering are watched at all times at Torigasaki, the 
entrance gate to Tokyo Bay, and record of passing the point is taken. 
As each ship passes point, this is immediately communicated by VHF 
radio telephone to head office of Tokyo Signal Communications 
Company. From here news communicated on normal telephone or on 
exclusive direct call telephone to interested parties (also see “VHF"’). 

Recommended Master communicates with Agents through Choshi 
Radio or Nagasaki Radio which covers all ports in Japan. If specifically 
Westbound vessel, to contact Choshi, and Northbound to contact 
Nagasaki Radio respectively. 


MAX. SIZE: Draft: General/Bulk: 7.0m. for Toyosu; 10.0m ; 
Shinagawa, Harumi and buoys; 10.0 m. for Land-lot No. 13 ang: | 
12.0 m. for Oh-i and Aomi. | 
Tide: These drafts are at low water. The difference between high | 
low water level is about 2 m. 
Tankers: Tokyo Gas Wharf (Toyosu) Max. d.w.t. 23,000. Max. dy 
11.0 m. 


VHF: 
A. Transmitting antenna: Located 39° 26’ N. 139° 39’ E. 
B. Type: Single communication — Yagi type 
Plural communication — Corner reflec 
type. 
C. Direction: Southern part of entrance to Tokyo & 
and Port of Tokyo. 
D. Frequency class: FS: 
E. Frequency: Simplex communication — 
156.6 MHz, Channel 12 
156.7 MHz, Channel 14 
156.8 MHz, Channel 16 
(for calling, answering and safety) | 
Duplex communications — 
161.6 MHz, Channel 20 
161.7 MHz, Channel 22 
F. Antenna power: 50 W. 
G. Call sign: Tokyo Port Radio. | 
H. Range: Approx. 100 km. (straight range) 
S.E. side — About 20 nautical miles Soy 
of Nojimazaki. 


S.W. side — About 5 nautical miles No 

of Oshima Island. 

North side — Tokyo Port and Chiba Py 
|. Operating time: All times. 
Ship Telephone: Uses VHF and is a service between navigating: 
anchored ships and subscriber telephones on land, and between sh» 
connected via base station on land. Communicating  sphe 
approximately 50 km. to 100km. from base station. Base stato 
located so as to allow communication with any ship sailing ak 
Japanese coasts. 


BERTHING: Any vessel entering port required to: 

(1) Submit 1 each of “Declarations Inward/Outward of Vessels! 
TMG and TMSA. See “Documents”. 

(2) Submit “Application for Berth” to TMG. See “Documents”. 

(3) Submit “Application for Designation of Anchoring Site” to TMS 
(Form No. 13) regarding anchoring area. 

Berthing will be in order of arrival, passenger and special cay 
vessels excepted. 


Name of Length Depth No. of 
Wharf Berths 

(m.) (m.) 
Shinagawa (Foreign Trade) 58 10.0 3 
Shinagawa (Domestic Trade) 476 8.0 3 
Shinagawa 

Container Terminal 558 10.0 3 
Shibaura 910 7.8 7 
Hinode 564 6.7 6 
Takeshiba 309 6.7 3 
Tsukishima 260 7.2 2 
Harumi 1,444 9-— 10.0 8 
Toyosu 800 7- 10.0 8 
Ariake Terminal 750 5.0 10 
Oh-i Marine Products Wharf 450 12.0 2 
No. 15 Lumber Wharf 720 10.0-12.0 3 
Oh-i Container Terminal 2,300 12.0 8 
Odaiba Terminal 1,800 10.0 9 
Aomi Container Terminal 

(Berth C-1) 300 12.0 1 


There are many private wharves and other smaller public wharve 
use and under construction. 
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CARGO HANDLING FACILITIES: 


Whart/Terminal Equipment Capacity 
Oh-i Terminal 16 container gantries 30.5 tons 
Shinagawa Container Terminal 1 container gantry 24.5 tons 
2 container gantries 30.5 tons 
Shinagawa (Foreign Trade) 2 unloaders 6.4 tons 
1 belt conveyor 600 t.p.h. 


Shibaura (Foreign Trade) 
Hinode Terminal 


Tsukishima Terminal 
Harumi Terminal 4 portal jib cranes 5 tons 


Toyosu Energy Terminal 


Ariake Terminal 


Odaiba Terminal 2 gantry cranes at 10 tons 
Berth “AB” 

Terminal 15 

Aomi Container Terminal 2 gantry cranes 
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Cargo Handled Remarks 
Containers Straddle carriers and transta\® 
available. a 
4 Ro-Ro facilities, Straddle ca 
Containers availabe: 
Machinery, sugar, fruit. 3 transit sheds (18,118 sq.m) 
Open storage 14,451 sq.m. 
Paper, cement, fertiliser, 2 transit sheds (4,665 sq.m) 
feed grain Open storage 2,104 sq.m. 
Salt, paper, soda ash. 9 transit sheds (19,583 sq.m! 


Open storage 6,806 sq.m. 
Marine products 


Sugar, wheat, fruit, Passenger ship terminal at 
marine products. Berth “HL” 

Gas, steel, coal, general 
cargo. 

Gravel, sand, lumber, Open storage 92,163 sq.m. 
construction materials. 

General cargo, steel, 9 warehouses (64,766 sq.m) 
timber, fruit. 

Timber. Storage capacity 400,000 to® 

Open storage yard 254,246 st” 
Containers 6 straddle carriers 


wg: The port has 2 tug companies: (i) Toko Service Co. Ltd., 
<3 Kaigan, Minato-ku, Tokyo. Tel: (452) 4781. (ii) Shibaura Tsusen 
|" Utd., 3-1-3, Kaigan, Minato-ku, Tokyo. Tel: (455) 1461. Upon 

saeation to either, tugs will be waiting in neighbourhood of scheduled 
vo Ship's lines to be used. 


@yEDORES: Advance advices should be made 24 hours at latest 
ee vessel's arrival order arrange necessary gangs. 

necnarge rates (approx.): 

» lon, steel and scrap, using crane or magnet, about 1,000 tons/ 


da 
R eal: crane and bucket, 1,500/2,000 tons/day. 
» Ores, grabs and bulldozers, 1,000 tons/day. 
» Timber, 1,000 tons/day. 
| 4) Grain, crane with bucket or suction, 1,000 tons/day. 


@ICAL: Hospitals, clinics and all specified facilities. Advance notice 
snecessary. 


4WKERS: No slop discharge facilities (see Services”). One tanker 
only. Products handled, Naphtha and crude oil. Shorelines, one 
‘+9 for each product. Discharge rates 1,000 t.p.h. (Naphtha) 900 — 
mtp.h. (Crude). 


2gSH WATER: Water supply from hydrant by Tokyo Metropolis, and 
weboat by private management. 
|, Water supply on 


»| wharves 

Application Bureau of Port and Harbour Offices in 
charge of each wharf. 

Work of water supply Tokyo Port Service Association. 
. »Water supply by 

water boat 

' tra charge Overtime from 0600 to 0800 50% 
; from 1700 to 2200 50% 
: from 2200 to 0600 100% 
; Special district 50% 
} Festival day 50% 

nthe case of less than 20 tons per time, it will be considered 15 tons 

supply. 


EL: All grades available. 24 hours’ notice required. 
RE PRECAUTIONS: (Tankers). 
‘ Must enter port at dead slow speed preceded by patrol boat of 
¥SA, 1 tug boat each side of vessel and followed by fire patrol boat. 
. 1 Engine to be kept ready for immediate use in case of emergency. 
|i Tow lines to be placed over bow and stern with eyes close to water 
islace. 
ote’ No vessels allowed alongside a tanker during loading or 
harging. 
"PARTURE PROCEDURE: Ship over 300 tons departing must hoist 
al in daytime and 2 white lamps at night and make 2 prolonged 
‘sis of whistles or siren 30 minutes before starts to move and then 
according to signals given by signal station on Shibaura Quay. 
‘arture notice must be submitted to Maritime Safety Agency and port 
‘wagers (operations Section of Port and Harbour Bureau). Foreign 
‘ps must submit required documents in addition to above notice to 
‘yo Custom House, Immigration Control Office. 
‘NSULS: Most countries have embassies and consuls in Tokyo. 
EPAIRS: Ship Repairer: \shikawajima-Harima-Juko Co. Ltd. Tel: 
$244) 5670, Telex: J22232 (Ichico), has 2 dry docks for vessels of 
'000 and 23,000 d.w.t. and slipways from 8,000 to 60,000 d.w.t. 


jzacity. 
*Y DOCKS: Largest dry dock: length 180 m.; width 24 m.; depth 
am. Capable of accommodating vessel of 16,750 gross tons. 
‘iso 1 other dry dock for ocean-going vessels. 
eV DECK WATCHMEN: Necessary only in the case of 
‘Bable cargo. 
PENING/CLOSING HATCHES: Normally by crew. 
) \STOMS ALLOWANCES: (Tobacco) 200 cigarettes a week. (Wine 
"or spirits) 760 cc’s per crew member per week. 
- VAVEYORS: 
‘nerican Bureau of Shipping, Nihon Bidg., 6-2 Ootemachi 2, Chiyoda- 
* Tokyo 100. Tel: 279-7992/6. 
“oyd's Register of Shipping, No. 32 Mori Bldg., 4-30 Shibakoen 3, 
; Mato-ku, Tokyo 105. Tel: 438-0481. 
Nippon Kaiji Kyokai, 28-2, Hamamatsu-cho, Minato-ku, Tokyo 108. 
; 8434-2341. 
'RPORT: Distance to new Tokyo International Airport (Narita Airport), 
Sor0x. 60 km. 
: GMT plus 9 hours. Permanent. 
“UDAYS: National Holidays: New Year's Day (Jan. 1st); Adult Day 
*. 15th); Foundation Day (Feb. 11th); Vernal Equinox Day (around 
‘ 21st); Emperor's Birthday (April 29th); Constitution 
“imemoration Day (May 3rd); Children’s Day (May 5th); Respect-for- 
® Day (Sept. 15th); Autumnal Equinox Day (around Sept. 23rd); 
~/Sical Education Day (Oct. 10th); Culture Day (Nov. 3rd); Labour 
“rksgiving Day (Nov. 23rd). 
© cargo work on 1st or 3rd Sundays of each month, and no work 
™ 31st December to 3rd January inclusive. Cargo work can be 
ee on all other days including National Holidays. 
Ms CE/AMBULANCE/FIRE: Tokyo Water Police, 5-8-36, Konan, 
ee, Tokyo. Tel. (433) 2411. Call Fire Stations for ambulances. 
y Water Fire Station, 5-1-23, Kachidoki, Chuo-ku, Tokyo. Tel. (534) 


EPHONES: (also see VHF"). 
"Stalled on ships moored at piers or jetties to allow telephone 


. emtunications between ships and subscriber telephones on land and 
“WEEN Ships. 
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JAPAN 


BANKS: Sumitomo Trust & Banking Co., Ltd. Tel: 278-3131. Telex: 
J28631, 02226049. 

Yasuda Trust & Banking Co. Ltd. Tel: 278-8111. Telex: J2223828 
Ysdtbt. 

Dai-Ichi Kangyo Bank, Ltd. Tel: 596-1111. Telex: J22379, J22315. 

The Kyowa Bank Ltd. Tel: 287-2111. Telex: J24275. 

Mitsui Bank, Ltd. Tel: 501-1111. Telex: J22378, J22559, J22643, 
J22644. 

Sanwa Bank Ltd. Tel: 216-3111. Telex: J22384. 

Mitsubishi Trust & Banking Corp. Tel. 212-1211. Telex: J24259. 

The Nippon Trust & Banking Co. Ltd. Tel: 272-1261. Telex: J24197. 

Toyo Trust & Banking Co. Ltd. Tel: 271-7881. Telex: J22717. Tytbki. 

Industrial Bank of Japan, Ltd. Tel: 214-1111. Telex: J22325. 

Long-Term Credit Bank of Japan, Ltd. Tel: 211-5111. Telex: J24308. 

Nippon Credit Bank, Ltd. Tel: 263-1111. Telex: J26921. 
Branch Offices of Foreign Banks: 
North America: 

Irving Trust Company (Tokyo Branch). Tel: 595-1131. 

Bank of America National Trust and Savings Association. Tel: 214- 
0241. 

American Express International Banking Corporation. Tel: 504-3341. 

Wells Fargo Bank, N.A. Tel: 214-1771. 

Crocker National Bank. Tel: 211-7241. 

Chemical Bank. Tel: 214-1351/9. 

Continental Illinois National Bank and Trust Company of Chicago. Tel: 
216-1661. 

Seattle First National Bank. Tel: 212-6481. 

Security Pacific National Bank. Tel: 214-2721. 

Chase Manhattan Bank: Tel: 214-3361. 

Rainier National Bank: Tel: 214-5781. 

National Bank of Detroit. Tel: Tel: 214-7301. 

Bankers Trust Company. Tel: 214-7171. 

The First National Bank of Chicago. Tel: 245-1021. 

Citibank, N.A. Tel: 279-5411. 

The First National Bank of Boston. Tel: 211-2611. 

Manufacturers’ Hanover Trust Company. Tel: 242-6511. 

Marine Midland Bank, N.A. Tel: 216-0531. 

Mellon Bank, N.A. Tel: 216-5861/4. 

Morgan Guaranty Trust Company of New York. Tel: 214-2761/8. 

First Interstate Bank of California. Tel: 211-0751/9. 
Europe: 

The Chartered Bank. Tel: 213-6541. 

Grindlays Bank, P.L.C. Tel: 271-1151. 

National Westminster Bank, Ltd. 

Barclays Bank International, Ltd. Tel: 214-3611. 

The Hongkong and Shanghai Banking Corporation. Tel: 211-6461. 

Midland Bank, Ltd.Tel: 284-1861. 

Lloyds Bank International Limited. Tel: 214-6771. 

Banca Commerciale Italiana. Tel: 242-3521. 

Algemene Bank Nederland, N.V. Tel: 211-1760/9. 

Amsterdam Rotterdam Bank. Tel: 284-0701/2. 

Credit Suisse. Tel: 215-1681. 

Swiss Bank Corporation. Tel: 214-1731. 

Union Bank of Switzerland.Tel: 214-7471. 

Westdeutsche Landsbank Girozentrale.Tel: 216-0581. 

Commerzbank, A.G. Tel: 502-4371. 

Banque de Paris et des Pays-Bas S.A. Tel: 214-5881. 

Societe Generale de Banque. Tel: 287-0481. 

Deutsche Bank, A.G. Tel: 214-1971/6. 

Dresdner Bank, A.G. Tel: 214-5961. 

Bayerische Vereinsbank Aktengesellschaft. Tel: 284-1341. 

Credit Lyonnais. Tel: 214-4561. 

Societe Generale. Tel: 503-9781. 

Banque Nationale de Paris. Tel: 214-2881. 

Banque de L'Indochine et de Suez. Tel: 582-0271. 

Union de Banques Arabes et Francaises—U.B.A.F. Tel: 241-5945. 
Asia: 

Bank of India. Tel: 212-091 1/3. 

State Bank of India. 

Bank Negara Indonesia.Tel: 214-5621/5. 

Oversea-Chinese Banking Corp., Ltd. Tel: 214-2841. 
SERVICES: Two tank cleaning companies available with barges of 
capacity 100 tons for disposal of residues. All other usual services 
available. 
SHORE LEAVE: Crew members allowed ashore upon ship Master's 
request to Tokyo Immigration Office if have valid Passports or Seaman's 
Pocket Ledgers. In case a crew member has a criminal record or has 
been expelled from Japan, he will not be allowed ashore. 
IDENTIFICATION CARDS: Not required. 
PORT REGULATIONS: Maintenance of order in Port of Tokyo is under 
the responsibility of TMSA in accordance Port Regulation Law. In case 
of an occurrence of disaster, TMSA and the Tokyo Water Fire Station 
will take charge of refuge, rescue and fire fighting. 
DELAYS: Congestion in the port. Bad weather. 
DEVELOPMENTS: 48 public wharves, 2 car ferry berths, 5 passenger 
boat berths, 7 timber berths, 12 berths for dangerous cargo and 20 
specialised berths to be constructed. 

Aomi Container Terminal: Berth C-2 nearing completion and berths 
C-3 and C-4 to be ready in 1992. 

Orange juice terminal to be constructed. 
AUTHORITY: Bureau of Port and Harbor of the Tokyo Metropolitan 
Government, 8-1 Marunouchi 3-Chome, Chiyoda-ku, Tokyo. Tel: 03- 
211-7949. Telex: J 33346 Portokyo. Contact: Port Promotion Section. 
AGENT: Dodwell Tramp Agencies, CPO Box 297, Togin Building, 4—2, 
1-chome, Marunouchi, Chiyoda-ku, Tokyo. Tel. (03) 211-2141. Cable 
Address: Dodtramp Tokyo. International Telex: J22274, J22602 and 
J24469. 
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AIRPORT: See “Yawata’’. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Tobata Police Office, Tel: 093-871-4321; 
Wakamatsu Water Police, Tobata Branch, Tel: 093-861-0284; 
Ambulance/Fire: Tobata Fire Department, Tel: 093-871-2621. 
TELEPHONES: See ‘Yawata’’. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
WIND/TIDE: South-easterly winds prevail in the warm seasons and 
North-westerly winds in the Winter season. The maximum velocity 
recorded in the past being 18 m./sec. The tidal range is 2.145 m. The 
current at the channel leading to new port runs Southward at the flood 
and Northward at the ebb. The maximum speed of the current is about 
3 knots. There is no current in the dock. 

AUTHORITY: Kitakyushu Port and Harbor Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-ku, Kitakyushu-City, 801 Japan. Te/: (093) 321-5941, 
(093) 321-5941. FAX: (093) 321-5915. 


TOKUYAMA (including Tonda): 34.02 N. 131.48 E. 


Port situated in Yamaguchi Prefecture on Western part of mainland, 
facing Seto Inland Sea. Surrounded by Oshima Peninsula on the East, 
by Otsu-Shima and Uma-Shima (islands) on the S.W. and by the land 
on the North forms a large bay with deep water suitable for shelter. Sen- 
Shima and Kurokami-Shima (islands) lying in harbour, divide it into 
Tokuyama Section and Tonda Section. 

DOCUMENTS: 

(a) Customs. When vessel arrives direct from foreign port, Customs 
Officials will board to search. The following documents are to be 
submitted: 

Crew List. 

Passenger List. 

Stores List. 

Manifest of Crew Personal Effects (must be signed by individual crew 

member). 

Arms and Ammunition List. 

Narcotics List. 

List of Ports of Call on current voyage. 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward (Form No. 02000). 

The following will be checked on board: Ship’s Registry, Last Port 
Clearance. When vessel comes from Japanese port, Customs Officials 
will not attend on board, except special case. Master or Agent are to 
attend at Custom House for entry formalities with the following 
documents: 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward. 

Ship's Registry. 

Last Port Clearance. 

Documents entrusted with Master by Customs at previous port. 

On vessel's departure a clearance is issued by Customs, after 
confirming payment of tonnage dues. Ship's Agent will prepare Inward/ 
Outward Declaration, 1 Cargo Manifest and Cargo Manifest in transit 
using specific forms. Therefore ship’s Agent should be provided with 
necessary information about details of cargoes in advance. 

(b) Immigration. |mmigration Officials attend from Tokuyama. They 
board vessel on arrival to examine passports, Discharge Books and/or 
other equivalent travel documents, and provide 72 hour landing passes 
for crew members and passengers. One copy each of Crew List and 
Passenger List are required by them. Providing ship’s Agent with a Crew 
List beforehand will be a great help in expediting Immigration business 
on vessel's arrival. When vessel stays in port more than 72 hours, the 
landing passes will be extended every 72 hours on application. In event 
that crew members, without entry visas, are to be landed for repatriation 
or transfer, Immigration will not permit their landing unless passage, by 
either sea or air, ensuring the prompt departure from Japan (within 72 
hours) of these men has been booked, or unless vessels to which they 
are to be transferred, arrive in Japan within 5 days. Also see 
“Shipmaster's Report”. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: 

Inland Sea Pilot (Sekisaki/Tokuyama): Not compulsory. Agent gives 24 
hours’ notice to Pilot Association Moji, and advise if ETA changed. 
(Master to cable “Anjin Moji” in case ETA changed and believes that 
his advice, if relayed by Agent, will not reach in good time; for example, 
at night before date of arrival at Sekisaki). Location: 3 miles South of 
Sekisaki Lighthouse (Lat. 33° 13’ N., Long. 131° 54’ E.). Pilot boards on 
vessel's arrival at pilot station day and night. No alternative area in event 
of bad weather. No VHF. 

Harbour Pilot (Tokuyama Harbour or Tokuyama-wan): Not compulsory. 
Pilot boards in Tokuyama-wan at Quarantine Anchorage, or other 
anchorage to pilot to berth. Master who has not taken Pilot at Sekisaki 
should enter harbour without Pilot (no pilot station at entrance). Master 
to inquire position for anchoring from Agent prior arrival. Agent will advise 
Master in consideration of vessel's size, draft or number of other vessels, 
especially supertankers in port. 
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ANCHORAGES: Quarantine Anchorage, 34° 01' N., 131° 46’ E. 
water 36 ft. Deeper water of more than 60 ft. about 2 miles Sw 
Quarantine Anchorage where Quarantine board supertankers. Ifh 
congested, vessels, especially supertankers, anchor Outer Harboy 
this case Quarantine go to Outer Harbour if advised by Master or 

In emergency or unable contact Agent, vessel can talk with Harty 
Master by VHF, Channel 16, calling “Tokuyama Hoan”. No rest 
for entry into and/or departure from the anchorages after nighttall 
MAX. SIZE: Largest recorded vessel to enter 275,000 gy 
19.5 m. draft. 


Tankers: Max. Max. Max. 
d.w.t. LOA Safe Drat 

Berth (m.) (m.) 
Idemitsu Sea Berth 275,000 340 19.50 
Idemitsu Ohura No. 3 50,000 250 12.00 
Idemitsu Ohura No. 5 70,000 300 12.00 
Idemitsu Ohura No. 7 

(L.P.G. Terminal) 50,000 250 12.00 
Idemitsu Center 35,000 220 11.00 
Nippon Seiro Jetty 30,000 200 11.00 


HEALTH: Radio Agent for Free Pratique not less than 12 hours and» 
more than 36 hours before arrival, advising full details of vessel » 
health conditions on board. When Free Pratique is granted by ra 
vessel will be required to submit the following documents to Quarans 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspee 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infectia 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exempe 
Certificate. 
RADIO: Recommended Master communicates with Agent throy 
Choshi Radio or Nagasaki Radio which cover all ports in Jape 
If specifically Westbound vessel, to contact Choshi, and Northboe 
to contact Nagasaki Radio respectively. 
TUGS: Join inside harbour. For supertankers outer harbour if request: 
Tugs’ lines used. 8 tugs available, up to 4,000 h.p. 


BERTHING: Also see “Tankers”. No specific requirements. Pt 
boarding baited id be notified by ship's Agent mainly by radio. 
(a) a 


Length Depth Capacity Cargo 
(my) (my git) 

Tokuyama Soda Salt Pier 117 10.0 15,000x1 Salt/Cement Cline 
Tokuyama Soda 

Cement Pier 145 11.0 20,000x1 Cement in bulk 
“Toyo Soda Fertiliser Pier 110 9.0 10,000x1 Fertiliser 
*Toyo Soda Salt Pier 140 12.0 20,000x1 Salt/Coal 
“Toyo Soda Cement | 125 9.0 10,000x1 Cement in bag 
*Toyo Soda Cement II 68 10.0  20,000x1 Cement in bulk 
Nisshin Seiko Pier 66 6.0 1,200x1 Steel products 
Harumi Public Pier 260 75 5,000x2 General cargo 
Harumi Public Pier 370 10.0 15,000x2 General cargo 
Minatomachi Public Pier 210 6.0 2,500x2 General cargo 


“Located at Tonda, Lat. 34° 03' N., Long. 131° 44’ E. 


(b) Buoy Depth Capacity Cargo 
(m.) — (d.w.t) 
Idemitsu Sea Berth 20 275,000x1 Crude oil 


STEVEDORES: At least 24 hours prior notice excluding Sundays # 
holidays required in order for Agent to arrange stevedores. Vessel 
constantly keep her Agent advised of ETA. If stevedores cat 
commence loading/unloading at time notified by the Agent, the ordet 
must pay for waiting time. If cargo gear not rigged on berth 
stevedores will do same for ship's crew. Overtime surchagt 
1630-2130 hrs. (60% additional on basic stevedorage), 2130-0830" 
next morning (120% additional on basic stevedorage), Sundays/holid# 
(100% additional on basic stevedorage). 
Loading/Unloading Facilities: 
(a) Gangs: Maximum 40 gangs are available. 
Classification Regular Employees 
Stevedores 200 
Longshoremen 110 80 
Stevedoring Companies: Tokuyama Kairiku Unso Kabushiki Kai 
Kamigumi & Co. Ltd.; Toyo Koun Co. Ltd.; Sankyu Unyo Kiko? 
and Nippon Express Co. Ltd. 
(b) Lighters: No lighter is available, but coastal boat available for# 
as substitute for lighters. 8,000 d.w.t. arrangeable with notice of 2 we 
in advance. 
(c) Shore Crane: 


Temporary laboures 
230 


Capacity Max. discharge 


Wharf grab rate 

(tons) (t.p.h.) 
Tokuyama Soda Salt Pier 10 500 
Toyo Soda Salt Pier 12 550 


(d) Floating crane: Capacity, 100 tons available from Kudamatsu. 
(e) Average performance of loading/unloading: Loading: Cemet 
bags, 55 — 65t.p.h./gang; Soda ash in bags, 40 — 50t.p.h.@® 
Fertiliser in bags, 55 — 65 t.p.h./gang. Salt in bulk, 500 — 550 t.p.h.# 
Clinker in bulk, 180 — 200 t.p.h./ship. Chrome Ore in bulk, 65 — 751 
gang. 
Working Hours: 1 labour shift. Normal working hours: 0800 — 1700" 
Overtime is possible by applying to Customs. No work can be ara? 
for during New Year Holiday (1st to 3rd January) and Holiday (1 
16th August). 
MEDICAL: No advance notice required unless urgent. 

Hospitals: Asanoumi Hospital, Asami Hospital, Ishikai Hospital, 
Hospital, Ono Dental, Ishida Dental. 


ERS: No slop facilities. 


Discharge 
wt Product Shoreline Rate Hoses 
(t.p.h.) 
tu Sea Berth Crude Oil 36"x1 10,000 16"x2 
; 30"x1 Flexible, 8 ton 
derrick for each 
hose. 
setsu Ohura No. 3 Crude Oil 18"x1 5,000 12"x2 
Chicksan joint 
getsu Ohura No. 5 Crude Oil 24"x2 5,000 12"x2 
. Fuel Oil 30"x1 4,000 Chicksan 
Naphtha 24"x1 3,000 
getsu Ohura No. 7 LPG 12"x2 1,200 Chicksan joint 
12” x2 (liquid) 
Butane 8"x2 8” 2 (vapour gas) 
Naphtha 24"*1 3,000 
gntsu Centre Fuel Oil 18"*1 2,000 ne 2 Chicksan 
joint. 
yeon Seiro Jetty Raw Oil 12"x1 700 8x1 Flexible 
Fuel Oil 10"x1 500 8”’x1 Flexible 


gemitsu Sea Berth: Located in Tokuyama Bay at the position of Lat. 

959.5'N., Long. 131° 46.1'E., consisting of 7 mooring buoys. 

*000 d.w.t. tanker can be accommodated at this berth, being moored 

swuoys fore and aft. 4 powerful tug boats and 2 line boats are engaged 

sething/unberthing. Depth of water 20 m. Also see “Report” below. 

- Nopon Seiro Refinery: The mooring berth consists of 1 oil pier and 

» »mooring buoys, to which vessel is moored fore and aft, port side 
uogside pier, there are also dolphins fore and aft. 

Nopon Zeon Wharf (25 ft.) for LPG only. 

jerator's Report: 1983. 

enisu Kosan Tokuyama Sea Berth (Discharging terminal): 

wuitiple buoy mooring system berth with 1 or 2 anchors. 

, eth operates 24 hours per day, 7 days a week. Ships moored and 
smoored at daytime, weather or other circumstances permitting. 

- eth will not be closed due to any holidays. 
wation: Lat. 33° 59’ 12” N., Long. 131° 46’ 00” E. 

» Stage: Not compulsory. 
yoroaches: In order to make use of slack water berthing operations 

» sould be commenced 2 hours before slack water. 

_ Berth is to be approached on a course of 075° after passing N.W. of 

‘ya Island, anchorage position visible from ship's bridge just after 
wsing Sukumo Island abeam to starboard. 

After letting go anchor (port), turn anti-clockwise with tug’s assistance 
edlet out 3 shackles and approach berthing position and take in slack 
schor chain. 

_ Winter (from November-March) monsoons prevail, let go starboard 
echor when heading about 320° and port anchor is out to 5 shackles 
ten let out both chains, and move astern into berth. 
ist line out should be taken to either No. 1 or No. 2 mooring buoy, 

 Wichever is the nearest. 
Sething: 

a) Vessel must not proceed to starboard of yellow buoy, because 
North of transit line No. 2 and 3 buoys area becomes shallow with 
depths 17m. — 19m. 

) If port anchor let out too fast or too much, ship cannot return to 
manifold position, as anchor position designed for 8 — 9 shackles 
on port anchor when ship made fast. 

() When Berthing Master comes on board, please advise him of 
number of shackles on each anchor and length from bow to 
manifold. 

4) Wire mooring lines are better than hawsers especially in case of 
No. 1, 2, 3, 4, 5, 7 buoys where wire should be used (each using 
2 wires) as these wires are used to adjust the manifold position. 

| e) Mooring arrangement: 

Port anchor 8 — 9 shackles 
Starboard anchor 2 — 3 shackles 
No.1-—7 buoys 2 lines to each 


 JENSITY: 1025. 
FRESH WATER: Water barges available, 1 each of 450 tons, 350 tons 
 % 160 tons. Hydrants at Harumi Public Pier, Idemitsu Central Pier, 


‘yo Soda Wharf. The rate of delivery: 50 t.p.h. from barge, 20 t.p.h. 
‘™ hydrant. (Public hydrant 30 t.p.h.). 


VEL: Major oil companies are represented and all grades of marine 
‘can be delivered usually by barge. 
NSULS: None. 

_ TEPAIRS: Minor repairs only. 


mY DOCKS: Kasado Dockyard in Kudamatsu-wan, entrance 3 miles 
_ 4lof Tokuyama-wan entrance. Largest dry dock for 90,000 tonners 
- §Stwo other dry docks/building docks. 

ANGWAY/DECK WATCHMEN: Not specially required unless 

*sengers or valuable cargo on board. 

PENING/ICLOSING HATCHES: Stevedores carry out opening and 

“sng hatches. If any time lost by ship's crew doing this work, 

*vedores charge ship for waiting. Recommend request stevedores for 

Swork unless crew can complete it before berthing. 


| TOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
tno spirits. 


‘RPORT: Hiroshima (about 40 minutes by Shinkansen), Ube (about 
‘minutes by Shinkansen and taxi). 


ME: GMT plus 9 hours. No alterations made to clocks during year. 
"UCE/AMBULANCE/FIRE: Police, tel. 110; Ambulance and Fire, 


REPHONES: No facilities for placing on board. 

ICES: From Moji, Kobe or Osaka. 
ki RE LEAVE: Local Immigration Offices issue shore pass valid for 
"3 days, but 3 days’ extension possible if ship stays longer. 


— 


JAPAN 


SHIPMASTER’S REPORT: June, 1983. 

Toya Soda Salt Pier at Tonda. 

Documents/Immigration: Landing Passes are now valid for 1 week but 
restricted to the immediate Port Area (Tokuyama) only. This restriction 
is enforced and the Agent must make written, individual application for 
any crew member required or desiring to leave the Tokuyama area. 
There are severe penalties (Y100,000) for being found ashore by the 
Authorities without a Landing Pass. 

Pilotage: The Inland Sea Pilot who boarded at Seki Saki also acted as 
Harbour Pilot, boarding from a fast launch with the vessel making about 
4 knots. Oita Port Radio, in the first Western bay of the Inland Sea after 
passing through the Hayasui Seto entrance, called on VHF Channel 16 
to confirm the vessel's nationality and ETA. 

For a vessel of our size (see “Berthing”’), pilotage is at daylight High 
Water only, using 3 tugs and the Eastern dredged channel into Tonda 
Port. Departure is during daylight hours only (pilot available apparently 
0630 — 1830 hrs. during June, although ours wasn't ordered by the 
Charterers’ Agents until 0800 hrs.). Vessel was swung off the berth by 
2 tugs and proceeded to sea, again by the Eastern Channel, there being 
a substantial ‘corner’ to negotiate in the dredged channel on the 
Tokuyama section of the port. 

Health: We could not get Radio Pratique as the Authorities required the 
number of the vessel's Sanitary Certificate. However, after berthing, we 
were unable to ascertain just what this Certificate was. The number of 
our Derat Exemption and type and make of the sewage system did not 
satisfy this question either. 

Berthing: We were probably one of the larger vessels to berth at the 
Toyo Soda Salt Pier, discharging 31,536 metric tons of coal on 
dimensions — length 177 m., beam 27.8 m., draft 10.5 m. and of 20,096 
gross tons. With large, engines-aft, bulk carriers there are problems with 
landing the gangway on the end of the jetty. A shore gangway cannot 
be used because of the travel of the Portainer-type discharging crane. 
Stevedores use a vertical steel ladder clipped over the sheer strake for 
access. 

Access ashore through the Toyo Soda Cement Factory is prohibited 
to ship's crew and a Launch Service (Sampan) must be engaged, with 
the requisite timetable, for transport to Tokuyama, 15 minutes distant, 
the launch berthing at the Customs Pier. 

This launch is also used for the Agent, watchmen, etc. and it may well 
be preferable to lower the off-side gangway to near the water as a means 
of access. The only permitted access to and from the launch via the 
vessel's gangway onto the wharf is by a badly bent vertical steel ladder 
at the end of the jetty. 

Fresh Water: Not available from Toyo Soda Salt Pier, delivery can only 
be made by lighter. 

Storing: Mobile cranes are not allowed onto the wharf to work ship’s 
stores, E/R spares, etc. and if these cannot be coped with by the vessel's 
own gear or stores crane, floating plant would have to be hired. 


AUTHORITY: Shunan Port Administration Office, 111, Chikko-cho, 
Tokuyama City, Yamaguchi Pref. Te/: (0834) 21-1787. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Holme Ringer & Co. 
Ltd., c/o Sankyu Transportation & Engineering Co. Ltd., Shunan Branch, 
12-7 Chikko-cho, Tokuyama-shi, Yamaguchi-ken. Cable address: 
Ringer Tokuyama. Domestic Telex: 6765-93 Sankyu J. Tel.: Tokuyama 
(0834) 22-0039. 


TOKYO: 35.43 N. 139.46 E. (See Plan) 

DOCUMENTS: 

% 4 <a Inward/Outward Declaration — (Form C.2000 prepared by 
gent). 


1 copy Berth Application (normally prepared by Agent). 

3 Cargo Manifest (Form C.2030 prepared by Agent). 

1 List Ship’s Stores (Form C.2040). 

2 Parcel List. 

5 Passenger Manifest (Form C.2070). 

5 Crew Manifest (Form C.2060). 

1 Statement by Master (Form C.2020). 

1 Declaration for Payment Tonnage Dues (prepared by Agent). 

1 Maritime Declaration of Health. 

1 Application for Shore Passes (prepared by Agent). 

2 Baggage Lists (Form 5370). 

PILOTAGE: 12 hours advance notice of ETA required. Pilot boats 
named Musashi, Takao, Tsukuba and Ayase. No light or sound signals, 
use ship’s radio in case necessity arises. Address: Tokyo Pilot 
Association, 3-26-82 Kaigan, Minato-ku, Tokyo (at the Southern tip of 
the Shibaura Wharf). Tel: 453-1691. 

Pilot boards vessel outside harbour. Vessel awaits Pilot around 
“Quarantine Anchorage”. 

Vessels requiring a Pilot for the Uraga Channel should radio request 
to Anjin Yokosuka advising ship's details and arriving time at No. 1 Uraga 
Channel Light Buoy. Uraga Channel Pilot embarks 3 — 5 miles S.S.E. 
of Kannonsaki Lighthouse, and will disembark on arrival at destination 
port limits. Applications for Uraga Channel Pilot should reach pilot office 
24 hours before vessels arrival at No. 1 Uraga Channel Light Buoy. 

Vessels of 10,000 gross tons or more should give “Notification of 
Traffic” to ensure safety of their navigation in or near Uraga Suido and 
Nakanose traffic routes (normally by Agent). 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engly 


ADVANCE APPLICATIONS: Passenger ships and large vessels using 
mooring facilities must submit applications for use of facilities to port 
managers (the Port and Harbour Bureau of Tokyo Metropolitan 
Government) through shipping firms or Agents 3 days before entry into 
port so that they may have berths designated. 

When they want to use anchorage facilities, they must submit 
applications for use of anchorage areas to Tokyo-Yokohama Port 
Director (the Port and Harbour Section of the Tokyo Maritime Safety 
Agency) to have anchorage sites designated. Small vessels of less than 
300 gross tons do not need to submit anchorage application. 

When ships of over 500 gross tons want to enter port at night (from 
sunset to sunrise), must submit applications in advance to Port Director 
and receive permission. Copy of written permission given to captain of 
ship when ship has entered port. 

A ship carrying explosives or any other dangerous cargo must submit 
2 copies of application in advance for permission to use port to Port 
Director. Such ships required to stay outside port in No. 3 Area. However, 
they will be allowed to enter port when Port Director considers it 
allowable. 

ANCHORAGES: See ‘Advance Applications”. 

Quarantine Anchorage on starboard hand of No. 1 Fairway. 

Sector “A” is a triangular sea area formed by line passing through 
point 180° and 400 m. from Light Buoy No. 16 and point 105° and 240 m. 
from same light buoy. Accommodates one 1,000 ton class ship or 2 ships 
of 500 ton class or smaller. 

Sector “C" (263,330 sq.m.) is a space between Harumi Wharf and 
Toyosu Wharf. Accommodates five 2,000 ton class vessels. 

Sector “D” (141,350 sq.m.) sea area enclosed by line drawn from 
point 217° and 400 m. from Northwestern tip of Tsukishima Fishery Base 
through No. 8 Mooring Buoy. No. 15 Buoy and Southern tip of 
Tsukishima Fishery Base. Accommodates 5 vessels smaller than 
1,000 tons, but 2 if vessels larger than 700 tons. 

RESTRICTIONS: No. 1 Fairway is long and narrow (4,200 m. x 300 m.) 
and carries considerable traffic. Vessels under 500 tons not permitted 
use Fairway when vessel over 5,000 tons is in transit. Depth 12 m. 
Container Vessels: May enter from sunrise till 2400 hrs. and may leave 
at any time. 

HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health condition on board. When Free Pratique is granted by radio vessel 
will be required to submit the following documents to Quarantine Officer 
on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or suspected case, of infectious 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

Medical inspection of plants: When a report is received in advance 
from a ship by telegraph or other means of communication, Tokyo Office 
of the Yokohama Plant Disease Prevention Station must be notified by 
telephone or verbally in request for an on-the-spot inspection of plant in 
question. 

Medical inspection of animals: When a report is received from a ship 

in advance by telegraph or other means of communication, the Tokyo 
Branch or the Haneda Branch of Animal Disease Prevention Station 
must be notified by telephone or verbally in request for an on-the-spot 
inspection of the animals. 
RADIO: Vessels entering are watched at all times at Torigasaki, the 
entrance gate to Tokyo Bay, and record of passing the point is taken. 
As each ship passes point, this is immediately communicated by VHF 
tadio telephone to head office of Tokyo Signal Communications 
Company. From here news communicated on normal telephone or on 
exclusive direct call telephone to interested parties (also see “VHF"’). 

Recommended Master communicates with Agents through Choshi 
Radio or Nagasaki Radio which covers all ports in Japan. If specifically 
Westbound vessel, to contact Choshi, and Northbound to contact 
Nagasaki Radio respectively. 


MAX. SIZE: Draft: General/Bulk: 7.0m. for Toyosu; 10.0 mi 
Shinagawa, Harumi and buoys; 10.0 m. for Land-lot No. 13 and: | 
12.0 m. for Oh-i and Aomi. q 
Tide: These drafts are at low water. The difference between higha | 
low water level is about 2 m. 
Ap Tokyo Gas Wharf (Toyosu) Max. d.w.t. 23,000. Max. & 
.O m. 


VHF: 
A. Transmitting antenna: Located 39° 26’ N. 139° 39’ E. 
B. Type: Single communication — Yagi type. 
Plural communication — Corner refles 
type. 
C. Direction: Southern part of entrance to Tokyo 
and Port of Tokyo. 
D. Frequency class: F3: 
E. Frequency: Simplex communication — 
156.6 MHz, Channel 12 
156.7 MHz, Channel 14 
156.8 MHz, Channel 16 
(for calling, answering and safety) | 
Duplex communications — 
161.6 MHz, Channel 20 
161.7 MHz, Channel 22 
F. Antenna power: 50 W. | 
G. Call sign: Tokyo Port Radio. 
H. Range: Approx. 100 km. (straight range) 


S.E. side — About 20 nautical miles Sq 

of Nojimazaki. 

S.W. side — About 5 nautical miles Ne 

of Oshima Island. 

North side — Tokyo Port and Chiba Py 
|. Operating time: All times. 
Ship Telephone: Uses VHF and is a service between navigating 
anchored ships and subscriber telephones on land, and between sip 
connected via base station on land. Communicating  sphy 
approximately 50 km. to 100 km. from base station. Base stat 
located so as to allow communication with any ship sailing ae 
Japanese coasts. 


BERTHING: Any vessel entering port required to: 

(1) Submit 1 each of “Declarations Inward/Outward of Vessels’) 
TMG and TMSA. See “Documents”. 

(2) Submit “Application for Berth” to TMG. See “Documents”. 

(3) Submit “Application for Designation of Anchoring Site” to TMS 
(Form No. 13) regarding anchoring area. 

Berthing will be in order of arrival, passenger and special cay 
vessels excepted. 


Name of Length Depth No. of 
Wharf Berths 

(m.) (m.) 
Shinagawa (Foreign Trade) 585 10.0 3 
Shinagawa (Domestic Trade) 476 8.0 3 
Shinagawa 

Container Terminal 558 10.0 3 
Shibaura 910 7.8 7 
Hinode 564 6.7 6 
Takeshiba 309 6.7 3 
Tsukishima 260 7.5 2 
Harumi 1,444 9- 10.0 8 
Toyosu 800 7 - 10.0 8 
Ariake Terminal 750 5.0 10 
Oh-i Marine Products Wharf 450 12.0 2 
No. 15 Lumber Wharf 720 10.0-12.0 3 
Oh-i Container Terminal 2,300 12.0 8 
Odaiba Terminal 1,800 10.0 9 
Aomi Container Terminal 

(Berth C-1) 300 12.0 1 


There are many private wharves and other smaller public wharves 
use and under construction. 


CARGO HANDLING FACILITIES: 


Wharf/Terminal Equipment Capacity 

Oh-i Terminal 16 container gantries 30.5 tons 

Shinagawa Container Terminal 1 container gantry 24.5 tons 
2 container gantries 30.5 tons 

Shinagawa (Foreign Trade) 2 unloaders 6.4 tons 
1 belt conveyor 600 t.p.h. 

Shibaura (Foreign Trade) 

Hinode Terminal 

Tsukishima Terminal 

Harumi Terminal 4 portal jib cranes 5 tons 

Toyosu Energy Terminal 

Ariake Terminal 

Odaiba Terminal 2 gantry cranes at 10 tons 


Berth “AB” 
Terminal 15 


Aomi Container Terminal 2 gantry cranes 


Cargo Handled Remarks 
Containers Straddle carriers and transta® 
available. i 
, Ro-Ro facilities, Straddle ca 
Cooteiners available. 


3 transit sheds (18,118 sq.m! 
Open storage 14,451 sq.m. 
2 transit sheds (4,665 sq.m) 
Open storage 2,104 sq.m. _ 
9 transit sheds (19,583 sq.™ 
Open storage 6,806 sq.m. 


Machinery, sugar, fruit. 


Paper, cement, fertiliser, 
feed grain 
Salt, paper, soda ash. 


Marine products 

Sugar, wheat, fruit, 
marine products. 

Gas, steel, coal, general 
cargo. 

Gravel, sand, lumber, 
construction materials. 

General cargo, steel, 


Passenger ship terminal at 
Berth “HL” 


Open storage 92,163 sq.m 
9 warehouses (64,766 sq.) 


timber, fruit. 
Timber. Storage capacity 400,000 to 
Open storage yard 254,246 so” 
Containers 6 straddle carriers 


ee hE YT a aD eit Le emma Nhe ar Aa EE ee ee CELINE Det Pia Cia wate, sat MOT 


994 


h 


«gs: The port has 2 tug companies: (i) Toko Service Co. Ltd., 
“<8 Kaigan, Minato-ku, Tokyo. Tel: (452) 4781. (ii) Shibaura Tsusen 
a Ltd., 3-1-3, Kaigan, Minato-ku, Tokyo. Tel: (455) 1461. Upon 
} nto either, tugs will be waiting in neighbourhood of scheduled 
vo Ship's lines to be used. 


fVEDORES: Advance advices should be made 24 hours at latest 
‘aye vessel's arrival order arrange necessary gangs. 

seharge rates (approx.): 

» ron, steel and scrap, using crane or magnet, about 1,000 tons/ 


da 
. mae crane and bucket, 1,500/2,000 tons/day. 
+ Ores, grabs and bulldozers, 1,000 tons/day. 
+ Timber, 1,000 tons/day. 
») Grain, crane with bucket or suction, 1,000 tons/day. 


@0ICAL: Hospitals, clinics and all specified facilities. Advance notice 
anecessary. 


4WKERS: No slop discharge facilities (see ‘Services’). One tanker 
only. Products handled, Naphtha and crude oil. Shorelines, one 
»n for each product. Discharge rates 1,000 t.p.h. (Naphtha) 900 — 
wotp.h. (Crude). 


@fSH WATER: Water supply from hydrant by Tokyo Metropolis, and 
wenoat by private management. 

» Water supply on 

J wharves 

Application Bureau of Port and Harbour Offices in 
; charge of each wharf. 

Work of water supply Tokyo Port Service Association. 

|» Water supply by 


water boat 
‘| Extra charge Overtime from 0600 to 0800 50% 
¢ from 1700 to 2200 50% 
: from 2200 to 0600 100% 
: Special district 50% 
q Festival day 50% 
nthe case of less than 20 tons per time, it will be considered 15 tons 
supply. 


MEL: All grades available. 24 hours’ notice required. 
*RE PRECAUTIONS: (Tankers). 
‘ Must enter port at dead slow speed preceded by patrol boat of 
SA, 1 tug boat each side of vessel and followed by fire patrol boat. 
. 2 Engine to be kept ready for immediate use in case of emergency. 
i Tow lines to be placed over bow and stern with eyes close to water 
wiace. 
Note) No vessels allowed alongside a tanker during loading or 
isharging. 
*PARTURE PROCEDURE: Ship over 300 tons departing must hoist 
imal in daytime and 2 white lamps at night and make 2 prolonged 
‘sts of whistles or siren 30 minutes before starts to move and then 
‘according to signals given by signal station on Shibaura Quay. 
sarture notice must be submitted to Maritime Safety Agency and port 
‘wagers (operations Section of Port and Harbour Bureau). Foreign 
‘0s must submit required documents in addition to above notice to 
ayo Custom House, Immigration Control Office. 
‘NSULS: Most countries have embassies and consuls in Tokyo. 
"PAIRS: Ship Repairer: \shikawajima-Harima-Juko Co. Ltd. Tel: 
4244) 5670, Telex: J22232 (Ichico), has 2 dry docks for vessels of 
‘000 and 23,000 d.w.t. and slipways from 8,000 to 60,000 d.w.t. 
Bacity. 
Y DOCKS: Largest dry dock: length 180 m.; width 24 m.; depth 
1m. Capable of accommodating vessel of 16,750 gross tons. 
‘iso 1 other dry dock for ocean-going vessels. 
Ben AVDECK WATCHMEN: Necessary only in the case of 
le cargo. 
PENING/CLOSING HATCHES: Normally by crew. 
' TOMS ALLOWANCES: (Tobacco) 200 cigarettes a week. (Wine 
or spirits) 760 cc’s per crew member per week. 
- WRVEYORS: 
‘nerican Bureau of Shipping, Nihon Blidg., 6-2 Ootemachi 2, Chiyoda- 
“Tokyo 100. Tel: 279-7992/6. 
‘oyd's Register of Shipping, No. 32 Mori Bldg., 4-30 Shibakoen 3, 
; ‘alo-ku, Tokyo 105. Tel: 438-0481. 
‘ippon Kaiji Kyokai, 28-2, Hamamatsu-cho, Minato-ku, Tokyo 108. 
, 2434-0341. 
‘RPORT: Distance to new Tokyo International Airport (Narita Airport), 
Sotox. 60 km. 
ME: GMT plus 9 hours. Permanent. 
“UDAYs: National Holidays: New Year's Day (Jan. 1st); Adult Day 
15th); Foundation Day (Feb. 11th); Vernal Equinox Day (around 
tach 21st); Emperor's Birthday (April 29th); Constitution 
“nmemoration Day (May 3rd); Children’s Day (May 5th); Respect-for- 
® Day (Sept. 15th); Autumnal Equinox Day (around Sept. 23rd); 
_/Sical Education Day (Oct. 10th); Culture Day (Nov. 3rd); Labour 
anksgiving Day (Nov. 23rd). 
. cargo work on 1st or 3rd Sundays of each month, and no work 
| 3ist December to 3rd January inclusive. Cargo work can be 


nee on all other days including National Holidays. 

ICE/AMBULANCE/FIRE: Tokyo Water Police, 5-8-36, Konan, 
3t0-ku, Tokyo. Tel. (433) 2411. Call Fire Stations for ambulances. 
ie Vater Fire Station, 5-1-23, Kachidoki, Chuo-ku, Tokyo. Tel. (534) 


LEPHONES: (also see VHF"). 
Stalled on ships moored at piers or jetties to allow telephone 


- ‘Munications between ships and subscriber telephones on land and 
“Ween ships. 


_ 


JAPAN 


BANKS: Sumitomo Trust & Banking Co., Ltd. Tel: 278-3131. Telex: 
J28631, 02226049. 

Yasuda Trust & Banking Co. Ltd. Tel: 278-8111. Telex: J2223828 
Ysdtbt. 

Dai-Ichi Kangyo Bank, Ltd. Tel: 596-1111. Telex: J22379, J22315. 

The Kyowa Bank Ltd. Tel: 287-2111. Telex: J24275. 

Mitsui Bank, Ltd. Tel: 501-1111. Telex: J22378, J22559, J22643, 
J22644. 

Sanwa Bank Ltd. Tel: 216-3111. Telex: J22384. 

Mitsubishi Trust & Banking Corp. Tel. 212-1211. Telex: J24259. 

The Nippon Trust & Banking Co. Ltd. Tel: 272-1261. Telex: J24197. 

Toyo Trust & Banking Co. Ltd. Tel: 271-7881. Telex: J22717. Tytbki. 

Industrial Bank of Japan, Ltd. Tel: 214-1111. Telex: J22325. 

Long-Term Credit Bank of Japan, Ltd. Tel: 211-5111. Telex: J24308. 

Nippon Credit Bank, Ltd. Tel: 263-1111. Telex: J26921. 
Branch Offices of Foreign Banks: 
North America: 

Irving Trust Company (Tokyo Branch). Tel: 595-1131. 

Bank of America National Trust and Savings Association. Tel: 214- 
0241. 

American Express International Banking Corporation. Tel: 504-3341. 

Wells Fargo Bank, N.A. Tel: 214-1771. 

Crocker National Bank. Tel: 211-7241. 

Chemical Bank. Tel: 214-1351/9. 

Continental Illinois National Bank and Trust Company of Chicago. Tel: 
216-1661. 

Seattle First National Bank. Tel: 212-6481. 

Security Pacific National Bank. Tel: 214-2721. 

Chase Manhattan Bank: Tel: 214-3361. 

Rainier National Bank: Tel: 214-5781. 

National Bank of Detroit. Tel: Tel: 214-7301. 

Bankers Trust Company. Tel: 214-7171. 

The First National Bank of Chicago. Tel: 245-1021. 

Citibank, N.A. Tel: 279-5411. 

The First National Bank of Boston. Tel: 211-2611. 

Manufacturers’ Hanover Trust Company. Tel: 242-6511. 

Marine Midland Bank, N.A. Tel: 216-0531. 

Mellon Bank, N.A. Tel: 216-5861/4. 

Morgan Guaranty Trust Company of New York. Tel: 214-2761/8. 

First Interstate Bank of California. Tel: 211-0751/9. 
Europe: 

The Chartered Bank. Tel: 213-6541. 

Grindlays Bank, P.L.C. Tel: 271-1151. 

National Westminster Bank, Ltd. 

Barclays Bank International, Ltd. Tel: 214-3611. 

The Hongkong and Shanghai Banking Corporation. Tel: 211-6461. 

Midland Bank, Ltd.Tel: 284-1861. 

Lloyds Bank International Limited. Tel: 214-6771. 

Banca Commerciale Italiana. Tel: 242-3521. 

Algemene Bank Nederland, N.V. Tel: 211-1760/9. 

Amsterdam Rotterdam Bank. Tel: 284-0701/2. 

Credit Suisse. Tel: 215-1681. 

Swiss Bank Corporation. Tel: 214-1731. 

Union Bank of Switzerland.Tel: 214-7471. 

Westdeutsche Landsbank Girozentrale. Tel: 216-0581. 

Commerzbank, A.G. Tel: 502-4371. 

Banque de Paris et des Pays-Bas S.A. Tel: 214-5881. 

Societe Generale de Banque. Tel: 287-0481. 

Deutsche Bank, A.G. Tel: 214-1971/6. 

Dresdner Bank, A.G. Tel: 214-5961. 

Bayerische Vereinsbank Aktengeselischaft. Tel: 284-1341. 

Credit Lyonnais. Tel: 214-4561. 

Societe Generale. Tel: 503-9781. 

Banque Nationale de Paris. Tel: 214-2881. 

Banque de L’Indochine et de Suez. Tel: 582-0271. 

Union de Banques Arabes et Francaises—U.B.A.F. Tel: 241-5945. 
Asia: 

Bank of India.Tel: 212-091 1/3. 

State Bank of India. 

Bank Negara Indonesia.Tel: 214-5621/5. 

Oversea-Chinese Banking Corp., Ltd. Tel: 214-2841. 
SERVICES: Two tank cleaning companies available with barges of 
capacity 100 tons for disposal of residues. All other usual services 
available. 
SHORE LEAVE: Crew members allowed ashore upon ship Master's 
request to Tokyo Immigration Office if have valid Passports or Seaman's 
Pocket Ledgers. In case a crew member has a criminal record or has 
been expelled from Japan, he will not be allowed ashore. 
IDENTIFICATION CARDS: Not required. 
PORT REGULATIONS: Maintenance of order in Port of Tokyo is under 
the responsibility of TMSA in accordance Port Regulation Law. In case 
of an occurrence of disaster, TMSA and the Tokyo Water Fire Station 
will take charge of refuge, rescue and fire fighting. 
DELAYS: Congestion in the port. Bad weather. 
DEVELOPMENTS: 48 public wharves, 2 car ferry berths, 5 passenger 
boat berths, 7 timber berths, 12 berths for dangerous cargo and 20 
specialised berths to be constructed. 

Aomi Container Terminal: Berth C-2 nearing completion and berths 
C-3 and C-4 to be ready in 1992. 

Orange juice terminal to be constructed. 
AUTHORITY: Bureau of Port and Harbor of the Tokyo Metropolitan 
Government, 8-1 Marunouchi 3-Chome, Chiyoda-ku, Tokyo. Tel: 03- 
211-7949. Telex: J 33346 Portokyo. Contact: Port Promotion Section. 
AGENT: Dodwell Tramp Agencies, CPO Box 297, Togin Building, 4—2, 
1-chome, Marunouchi, Chiyoda-ku, Tokyo. Tel. (03) 211-2141. Cable 
Address: Dodtramp Tokyo. International Telex: J22274, J22602 and 
J24469. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


AIRPORT: See “Yawata’’. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Tobata Police Office, Tel: 093-871-4321; 
Wakamatsu Water Police, Tobata Branch, Tel: 093-861-0284; 
Ambulance/Fire: Tobata Fire Department, Tel: 093-871-2621. 
TELEPHONES: See “Yawata’’. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
WIND/TIDE: South-easterly winds prevail in the warm seasons and 
North-westerly winds in the Winter season. The maximum velocity 
recorded in the past being 18 m./sec. The tidal range is 2.145 m. The 
current at the channel leading to new port runs Southward at the flood 
and Northward at the ebb. The maximum speed of the current is about 
3 knots. There is no current in the dock. 

AUTHORITY: Kitakyushu Port and Harbor Bureau, 2-7 Nishi-Kaigan, 
1-chome, Moji-ku, Kitakyushu-City, 801 Japan. Te/: (093) 321-5941, 
(093) 321-5941. FAX: (093) 321-5915. 


TOKUYAMA (including Tonda): 34.02 N. 131.48 E. 


Port situated in Yamaguchi Prefecture on Western part of mainland, 
facing Seto Inland Sea. Surrounded by Oshima Peninsula on the East, 
by Otsu-Shima and Uma-Shima (islands) on the S.W. and by the land 
on the North forms a large bay with deep water suitable for shelter. Sen- 
Shima and Kurokami-Shima (islands) lying in harbour, divide it into 
Tokuyama Section and Tonda Section. 

DOCUMENTS: 

(a) Customs. When vessel arrives direct from foreign port, Customs 
Officials will board to search. The following documents are to be 
submitted: 

Crew List. 

Passenger List. 

Stores List. 

Manifest of Crew Personal Effects (must be signed by individual crew 

member). 

Arms and Ammunition List. 

Narcotics List. 

List of Ports of Call on current voyage. 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward (Form No. 02000). 

The following will be checked on board: Ship's Registry, Last Port 
Clearance. When vessel comes from Japanese port, Customs Officials 
will not attend on board, except special case. Master or Agent are to 
attend at Custom House for entry formalities with the following 
documents: 

Discharging Cargo Manifest. 

Through Cargo Manifest. 

Declaration Inward/Outward. 

Ship's Registry. 

Last Port Clearance. 

Documents entrusted with Master by Customs at previous port. 

On vessel's departure a clearance is issued by Customs, after 
confirming payment of tonnage dues. Ship's Agent will prepare Inward/ 
Outward Declaration, 1 Cargo Manifest and Cargo Manifest in transit 
using specific forms. Therefore ship's Agent should be provided with 
necessary information about details of cargoes in advance. 

(b) Immigration. Immigration Officials attend from Tokuyama. They 
board vessel on arrival to examine passports, Discharge Books and/or 
other equivalent travel documents, and provide 72 hour landing passes 
for crew members and passengers. One copy each of Crew List and 
Passenger List are required by them. Providing ship’s Agent with a Crew 
List beforehand will be a great help in expediting Immigration business 
on vessel's arrival. When vessel stays in port more than 72 hours, the 
landing passes will be extended every 72 hours on application. In event 
that crew members, without entry visas, are to be landed for repatriation 
or transfer, Immigration will not permit their landing unless passage, by 
either sea or air, ensuring the prompt departure from Japan (within 72 
hours) of these men has been booked, or unless vessels to which they 
are to be transferred, arrive in Japan within 5 days. Also see 
“Shipmaster’s Report”. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: 

Inland Sea Pilot (Sekisaki/Tokuyama): Not compulsory. Agent gives 24 
hours’ notice to Pilot Association Moji, and advise if ETA changed. 
(Master to cable “Anjin Moji” in case ETA changed and believes that 
his advice, if relayed by Agent, will not reach in good time; for example, 
at night before date of arrival at Sekisaki). Location: 3 miles South of 
Sekisaki Lighthouse (Lat. 33° 13’ N., Long. 131° 54’ E.). Pilot boards on 
vessel's arrival at pilot station day and night. No alternative area in event 
of bad weather. No VHF. 

Harbour Pilot (Tokuyama Harbour or Tokuyama-wan): Not compulsory. 
Pilot boards in Tokuyama-wan at Quarantine Anchorage, or other 
anchorage to pilot to berth. Master who has not taken Pilot at Sekisaki 
should enter harbour without Pilot (no pilot station at entrance). Master 
to inquire position for anchoring from Agent prior arrival. Agent will advise 
Master in consideration of vessel's size, draft or number of other vessels, 
especially supertankers in port. 
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ANCHORAGES: Quarantine Anchorage, 34° 01' N., 131° 46’ E. 
water 36 ft. Deeper water of more than 60 ft. about 2 miles SW 
Quarantine Anchorage where Quarantine board supertankers. If h, 
congested, vessels, especially supertankers, anchor Outer Harboy 
this case Quarantine go to Outer Harbour if advised by Master or 

In emergency or unable contact Agent, vessel can talk with 
Master by VHF, Channel 16, calling “Tokuyama Hoan”. No rest 
for entry into and/or departure from the anchorages after nightfall 
MAX. SIZE: Largest recorded vessel to enter 275,000 q, 
19.5 m. draft. 


Tankers: Max. Max. Max. 
d.w.t. LOA Safe Drat 

Berth (m.) (m.) 
Idemitsu Sea Berth 275,000 340 19.50 
Idemitsu Ohura No. 3 50,000 250 12.00 
Idemitsu Ohura No. 5 70,000 300 12.00 
Idemitsu Ohura No. 7 

(L.P.G. Terminal) 50,000 250 12.00 
Idemitsu Center 35,000 220 11.00 
Nippon Seiro Jetty 30,000 200 11.00 


HEALTH: Radio Agent for Free Pratique not less than 12 hours and» 
more than 36 hours before arrival, advising full details of vessel = 
health conditions on board. When Free Pratique is granted by rm 
vessel will be required to submit the following documents to Quaran» 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspee 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infect: 
disease, within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exempt 
Certificate. 
RADIO: Recommended Master communicates with Agent throx 
Choshi Radio or Nagasaki Radio which cover all ports in Jape 
If specifically Westbound vessel, to contact Choshi, and Northbor 
to contact Nagasaki Radio respectively. 
TUGS: Join inside harbour. For supertankers outer harbour if requesi: 
Tugs’ lines used. 8 tugs available, up to 4,000 h.p. 


BERTHING: Also see “Tankers”. No specific requirements. 
boarding time will be notified by ship's Agent mainly by radio. 
(a) Wharf Length Depth Capacity Cargo 

: (m.) (m.) (g/t) 
Tokuyama Soda Salt Pier 117 10. 


0 15,000x1 Salt/Cement Ciine 

Tokuyama Soda 

Cement Pier 145 11.0 20,000x1 Cement in buk 
*Toyo Soda Fertiliser Pier 110 9.0 10,000x1 Fertiliser 
“Toyo Soda Salt Pier 140 12.0 20,000x1 Salt/Coal 
“Toyo Soda Cement | 125 9.0 10,000x1 Cement in bag 
“Toyo Soda Cement II 68 10.0 20,000x1 Cement in bulk 
Nisshin Seiko Pier 66 6.0 1,200x1 Steel products 
Harumi Public Pier 260 75 5,000x2 General cargo 
Harumi Public Pier 370 10.0 15,000x2 General cargo 
Minatomachi Public Pier 210 6.0 2,500x2 General cargo 


“Located at Tonda, Lat. 34° 03' N., Long. 131° 44’ E, 
( 


Buoy Depth Capacity Cargo 
(m.) (dwt) 
Idemitsu Sea Berth 20 275,000x1 Crude oil 


STEVEDORES: At least 24 hours prior notice excluding Sundays # 
holidays required in order for Agent to arrange stevedores. Vessel ™ 
constantly keep her Agent advised of ETA. If stevedores cant 
commence loading/unloading at time notified by the Agent, the ordet 
must pay for waiting time. If cargo gear not rigged on bert 
stevedores will do same for ship's crew. Overtime surchat 
1630-2130 hrs. (60% additional on basic stevedorage), 2130-0830" 
next morning (120% additional on basic stevedorage), Sundays/holie# 
(100% additional on basic stevedorage). 
Loading/Unloading Facilities: 
(a) Gangs: Maximum 40 gangs are available. 
Classification Regular Employees 
Stevedores 200 
Longshoremen 110 80 
Stevedoring Companies: Tokuyama Kairiku Unso Kabushiki Kas 
Kamigumi & Co. Ltd.; Toyo Koun Co. Ltd.; Sankyu Unyo Kiko® 
and Nippon Express Co. Ltd. 
(b) Lighters: No lighter is available, but coastal boat available for® 
as substitute for lighters. 8,000 d.w.t. arrangeable with notice of 2 we 
in advance. 
(c) Shore Crane: 


Temporary laboures 
230 


Capacity Max. discharge 


Wharf grab rate 

(tons) (t.p.h.) 
Tokuyama Soda Salt Pier 10 500 
Toyo Soda Salt Pier 12 550 


(d) Floating crane: Capacity, 100 tons available from Kudamatsu. 
(e) Average performance of loading/unloading: Loading: Ceme* 
bags, 55 — 65t.p.h./gang; Soda ash in bags, 40 — 50t.p.h.@ 
Fertiliser in bags, 55 — 65 t.p.h./gang. Salt in bulk, 500 — 550 t.p.h.# 
Clinker in bulk, 180 — 200 t.p.h./ship. Chrome Ore in bulk, 65 — 75 
gang. 
Working Hours: 1 labour shift. Normal working hours: 0800 — 1700" 
Overtime is possible by applying to Customs. No work can be ara? 
for during New Year Holiday (1st to 3rd January) and Holiday (14 
16th August). 
MEDICAL: No advance notice required unless urgent. 

Hospitals: Asanoumi Hospital, Asami Hospital, Ishikai Hospital, ® 
Hospital, Ono Dental, Ishida Dental. 


aaxERS: No slop facilities. 


Discharge 
7 wt Product Shoreline Rate Hoses 
|? (t.p.h.) 
} gts Sea Berth Crude Oil 36" 1 10,000 16"x2 
30" 1 Flexible, 8 ton 
: derrick for each 
‘ hose 
getsy Ohura No. 3 Crude Oil = 18"*1 5,000 12"x2 
. Chicksan joint 
getsu Ohura No. 5 Crude Oil 24"x2 5,000 12"x2 
: Fuel Oil 30" 1 4,000 Chicksan 
Naphtha 24"x1 3,000 
getsu Ohura No. 7 LPG 12"x2 1,200 Chicksan joint 
12” 2 (liquid) 
Butane 8"x2 8" x2 (vapour gas) 
Naphtha 24"x1 3,000 
gntsu Centre Fuel Oil 18"x1 2,000 ct x2 Chicksan 
loint. 
weon Seiro Jetty Raw Oil 12”x1 700 8"x1 Flexible 
Fuel Oil 10"x1 500 8x1 Flexible 


gemitsu Sea Berth: Located in Tokuyama Bay at the position of Lat. 
w595'N., Long. 131°46.1'E., consisting of 7 mooring buoys. 
5000 d.w.t. tanker can be accommodated at this berth, being moored 
. sys fore and aft. 4 powerful tug boats and 2 line boats are engaged 
: .pething/unberthing. Depth of water 20 m. Also see “Report” below. 
:  Nopon Seiro Refinery: The mooring berth consists of 1 oil pier and 
: :mooring buoys, to which vessel is moored fore and aft, port side 
| wngside pier, there are also dolphins fore and aft. 

- Nppon Zeon Whar (25 ft.) for LPG only. 
jerator’'s Report: 1983. 

emitsu Kosan Tokuyama Sea Berth (Discharging terminal): 

wultiple buoy mooring system berth with 1 or 2 anchors. 

: Serth operates 24 hours per day, 7 days a week. Ships moored and 

_pmoored at daytime, weather or other circumstances permitting. 
: uth will not be closed due to any holidays. 
uation: Lat. 33° 59’ 12” N., Long. 131° 46’ 00” E. 

‘tage: Not compulsory. 

‘oroaches: In order to make use of slack water berthing operations 
gould be commenced 2 hours before slack water. 

_ Berth is to be approached on a course of 075° after passing N.W. of 
i | Wa Island, anchorage position visible from ship's bridge just after 
/wssing Sukumo Island abeam to starboard. 

After letting go anchor (port), turn anti-clockwise with tug’s assistance 
nilet out 3 shackles and approach berthing position and take in slack 
nehor chain. 

in Winter (from November-March) monsoons prevail, let go starboard 
echor when heading about 320° and port anchor is out to 5 shackles 
ten let out both chains, and move astern into berth. 

ist ine out should be taken to either No. 1 or No. 2 mooring buoy, 
wichever is the nearest. 

Serthing: 

a) Vessel must not proceed to starboard of yellow buoy, because 

North of transit line No. 2 and 3 buoys area becomes shallow with 

depths 17m. — 19 m. 

If port anchor let out too fast or too much, ship cannot return to 

manifold position, as anchor position designed for 8 — 9 shackles 

on port anchor when ship made fast. 

When Berthing Master comes on board, please advise him of 

number of shackles on each anchor and length from bow to 

manifold. 

Wire mooring lines are better than hawsers especially in case of 

No. 1, 2, 3, 4, 5, 7 buoys where wire should be used (each using 

2 wires) as these wires are used to adjust the manifold position. 
(2) Mooring arrangement: 

Port anchor 8 — 9 shackles 

Starboard anchor 2 — 3 shackles 

No.1—7 buoys 2 lines to each 


JENSITY: 1025. 

_ RESH WATER: Water barges available, 1 each of 450 tons, 350 tons 
*0 160 tons. Hydrants at Harumi Public Pier, Idemitsu Central Pier, 
yo Soda Wharf. The rate of delivery: 50 t.p.h. from barge, 20 t.p.h. 
‘m hydrant. (Public hydrant 30 t.p.h.). 

VEL: Major oil companies are represented and all grades of marine 
can be delivered usually by barge. 

SONSULS: None. 

_ XPAIRS: Minor repairs only. 


RY DOCKS: Kasado Dockyard in Kudamatsu-wan, entrance 3 miles 
“st of Tokuyama-wan entrance. Largest dry dock for 90,000 tonners 
®d two other dry docks/building docks. 

SANGWAY/DECK WATCHMEN: Not specially required unless 
“ssengers or valuable cargo on board. 

ENING/CLOSING HATCHES: Stevedores carry out opening and 
“sing hatches. If any time lost by ship's crew doing this work, 
*vedores charge ship for waiting. Recommend request stevedores for 
work unless crew can complete it before berthing. 

USTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
“tno spirits. 

ARPORT: Hiroshima (about 40 minutes by Shinkansen), Ube (about 
“minutes by Shinkansen and taxi). 


TE: GMT plus 9 hours. No alterations made to clocks during year. 
SUCE/AMBULANCE/FIRE: Police, tel. 110; Ambulance and Fire, 
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SEPHONES: No facilities for placing on board. 
VICES: From Moji, Kobe or Osaka. 
RE LEAVE: Local Immigration Offices issue shore pass valid for 


"Y3 days, but 3 days’ extension possible if ship stays longer. 
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JAPAN 


SHIPMASTER’S REPORT: June, 1983. 

Toya Soda Salt Pier at Tonda. 

Documents/immigration: Landing Passes are now valid for 1 week but 
restricted to the immediate Port Area (Tokuyama) only. This restriction 
is enforced and the Agent must make written, individual application for 
any crew member required or desiring to leave the Tokuyama area. 
There are severe penalties (Y100,000) for being found ashore by the 
Authorities without a Landing Pass. 

Pilotage: The Inland Sea Pilot who boarded at Seki Saki also acted as 
Harbour Pilot, boarding from a fast launch with the vessel making about 
4 knots. Oita Port Radio, in the first Western bay of the Inland Sea after 
passing through the Hayasui Seto entrance, called on VHF Channel 16 
to confirm the vessel's nationality and ETA. 

For a vessel of our size (see “Berthing"), pilotage is at daylight High 
Water only, using 3 tugs and the Eastern dredged channel into Tonda 
Port. Departure is during daylight hours only (pilot available apparently 
0630 — 1830 hrs. during June, although ours wasn't ordered by the 
Charterers’ Agents until 0800 hrs.). Vessel was swung off the berth by 
2 tugs and proceeded to sea, again by the Eastern Channel, there being 
a substantial ‘corner’ to negotiate in the dredged channel on the 
Tokuyama section of the port. 

Health: We could not get Radio Pratique as the Authorities required the 
number of the vessel's Sanitary Certificate. However, after berthing, we 
were unable to ascertain just what this Certificate was. The number of 
our Derat Exemption and type and make of the sewage system did not 
satisfy this question either. 

Berthing: We were probably one of the larger vessels to berth at the 
Toyo Soda Salt Pier, discharging 31,536 metric tons of coal on 
dimensions — length 177 m., beam 27.8 m., draft 10.5 m. and of 20,096 
gross tons. With large, engines-aft, bulk carriers there are problems with 
landing the gangway on the end of the jetty. A shore gangway cannot 
be used because of the travel of the Portainer-type discharging crane. 
Stevedores use a vertical steel ladder clipped over the sheer strake for 
access. 

Access ashore through the Toyo Soda Cement Factory is prohibited 
to ship's crew and a Launch Service (Sampan) must be engaged, with 
the requisite timetable, for transport to Tokuyama, 15 minutes distant, 
the launch berthing at the Customs Pier. 

This launch is also used for the Agent, watchmen, etc. and it may well 
be preferable to lower the off-side gangway to near the water as a means 
of access. The only permitted access to and from the launch via the 
vessel's gangway onto the wharf is by a badly bent vertical steel ladder 
at the end of the jetty. 

Fresh Water: Not available from Toyo Soda Salt Pier, delivery can only 
be made by lighter. 

Storing: Mobile cranes are not allowed onto the wharf to work ship’s 
stores, E/R spares, etc. and if these cannot be coped with by the vessel’s 
own gear or stores crane, floating plant would have to be hired. 


AUTHORITY: Shunan Port Administration Office, 111, Chikko-cho, 
Tokuyama City, Yamaguchi Pref. Te/: (0834) 21-1787. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. Holme Ringer & Co. 
Ltd., c/o Sankyu Transportation & Engineering Co. Ltd., Shunan Branch, 
12-7 Chikko-cho, Tokuyama-shi, Yamaguchi-ken. Cable address: 
Ringer Tokuyama. Domestic Telex: 6765-93 Sankyu J. Tel.: Tokuyama 
(0834) 22-0039. 


TOKYO: 35.43 N. 139.46 E. (See Plan) 

DOCUMENTS: 

7 4 ‘i Inward/Outward Declaration — (Form C.2000 prepared by 
gent). 


1 copy Berth Application (normally prepared by Agent). 

3 Cargo Manifest (Form C.2030 prepared by Agent). 

1 List Ship’s Stores (Form C.2040). 

2 Parcel List. 

5 Passenger Manifest (Form C.2070). 

5 Crew Manifest (Form C.2060). 

1 Statement by Master (Form C.2020). 

1 Declaration for Payment Tonnage Dues (prepared by Agent). 

1 Maritime Declaration of Health. 

1 Application for Shore Passes (prepared by Agent). 

2 Baggage Lists (Form 5370). 

PILOTAGE: 12 hours advance notice of ETA required. Pilot boats 
named Musashi, Takao, Tsukuba and Ayase. No light or sound signals, 
use ship's radio in case necessity arises. Address: Tokyo Pilot 
Association, 3-26-82 Kaigan, Minato-ku, Tokyo (at the Southern tip of 
the Shibaura Wharf). Tel: 453-1691. 

Pilot ‘boards vessel outside harbour. Vessel awaits Pilot around 
“Quarantine Anchorage”. 

Vessels requiring a Pilot for the Uraga Channel should radio request 
to Anjin Yokosuka advising ship's details and arriving time at No. 1 Uraga 
Channel Light Buoy. Uraga Channel Pilot embarks 3 — 5 miles S.S.E. 
of Kannonsaki Lighthouse, and will disembark on arrival at destination 
port limits. Applications for Uraga Channel Pilot should reach pilot office 
24 hours before vessels arrival at No. 1 Uraga Channel Light Buoy. 

Vessels of 10,000 gross tons or more should give “Notification of 
Traffic” to ensure safety of their navigation in or near Uraga Suido and 
Nakanose traffic routes (normally by Agent). 
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ADVANCE APPLICATIONS: Passenger ships and large vessels using 
mooring facilities must submit applications for use of facilities to port 
managers (the Port and Harbour Bureau of Tokyo Metropolitan 
Government) through shipping firms or Agents 3 days before entry into 
port so that they may have berths designated. 

When they want to use anchorage facilities, they must submit 
applications for use of anchorage areas to Tokyo-Yokohama Port 
Director (the Port and Harbour Section of the Tokyo Maritime Safety 
Agency) to have anchorage sites designated. Small vessels of less than 
300 gross tons do not need to submit anchorage application. 

When ships of over 500 gross tons want to enter port at night (from 
sunset to sunrise), must submit applications in advance to Port Director 
and receive permission. Copy of written permission given to captain of 
ship when ship has entered port. 

A ship carrying explosives or any other dangerous cargo must submit 
2 copies of application in advance for permission to use port to Port 
Director. Such ships required to stay outside port in No. 3 Area. However, 
they will be allowed to enter port when Port Director considers it 
allowable. 

ANCHORAGES: See ‘Advance Applications’. 

Quarantine Anchorage on starboard hand of No. 1 Fairway. 

Sector “A” is a triangular sea area formed by line passing through 
point 180° and 400 m. from Light Buoy No. 16 and point 105° and 240 m. 
from same light buoy. Accommodates one 1,000 ton class ship or 2 ships 
of 500 ton class or smaller. 

Sector “C” (263,330 sq.m.) is a space between Harumi Wharf and 
Toyosu Wharf. Accommodates five 2,000 ton class vessels. 

Sector ‘“D" (141,350 sq.m.) sea area enclosed by line drawn from 
point 217° and 400 m. from Northwestern tip of Tsukishima Fishery Base 
through No. 8 Mooring Buoy. No. 15 Buoy and Southern tip of 
Tsukishima Fishery Base. Accommodates 5 vessels smaller than 
1,000 tons, but 2 if vessels larger than 700 tons. 

RESTRICTIONS: No. 1 Fairway is long and narrow (4,200 m. x 300 m.) 
and carries considerable traffic. Vessels under 500 tons not permitted 
use Fairway when vessel over 5,000 tons is in transit. Depth 12 m. 
Container Vessels: May enter from sunrise till 2400 hrs. and may leave 
at any time. 

HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health condition on board. When Free Pratique is granted by radio vessel 
will be required to submit the following documents to Quarantine Officer 
on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or suspected case, of infectious 
disease within 15 days of arrival. 

If a vessel does not possess a valid Derat or Derat Exemption 
Certificate. 

Medical inspection of plants: When a report is received in advance 
from a ship by telegraph or other means of communication, Tokyo Office 
of the Yokohama Plant Disease Prevention Station must be notified by 
telephone or verbally in request for an on-the-spot inspection of plant in 
question. 

Medical inspection of animals: When a report is received from a ship 

in advance by telegraph or other means of communication, the Tokyo 
Branch or the Haneda Branch of Animal Disease Prevention Station 
must be notified by telephone or verbally in request for an on-the-spot 
inspection of the animals. 
RADIO: Vessels entering are watched at all times at Torigasaki, the 
entrance gate to Tokyo Bay, and record of passing the point is taken. 
As each ship passes point, this is immediately communicated by VHF 
radio telephone to head office of Tokyo Signal Communications 
Company. From here news communicated on normal telephone or on 
exclusive direct call telephone to interested parties (also see “VHF"’). 

Recommended Master communicates with Agents through Choshi 
Radio or Nagasaki Radio which covers all ports in Japan. If specifically 
Westbound vessel, to contact Choshi, and Northbound to contact 
Nagasaki Radio respectively. 


MAX. SIZE: Draft: General/Bulk: 7.0m. for Toyosu; 10.0m = | 
Shinagawa, Harumi and buoys; 10.0 m. for Land-lot No. 13 ang. | 
12.0 m. for Oh-i and Aomi. : | 
Tide: These drafts are at low water. The difference between highs 
low water level is about 2 m. 
Tganeees Tokyo Gas Wharf (Toyosu) Max. d.w.t. 23,000. Max. 
11.0 m. 


VHF: 
A. Transmitting antenna: Located 39° 26’ N. 139° 39’ E. 
B. Type: Single communication — Yagi type. 
Plural communication — Corner retles 
type. 
C. Direction: Southern part of entrance to Tokyo & 
and Port of Tokyo. 
D. Frequency class: F3. 
E. Frequency: Simplex communication — 
156.6 MHz, Channel 12 
156.7 MHz, Channel 14 
156.8 MHz, Channel 16 
(for calling, answering and safety) 
Duplex communications — 
161.6 MHz, Channel 20 
161.7 MHz, Channel 22 
F. Antenna power: 50 W. 
G. Call sign: Tokyo Port Radio. 
H. Range: Approx. 100 km. (straight range) 
S.E. side — About 20 nautical miles Soy 
of Nojimazaki. 


S.W. side — About 5 nautical miles No 

of Oshima Island. 

North side — Tokyo Port and Chiba Py 
|. Operating time: All times. 
Ship Telephone: Uses VHF and is a service between navigating: 
anchored ships and subscriber telephones on land, and between ship 
connected via base station on land. Communicating  sphe 
approximately 50 km. to 100 km. from base station. Base stat 
located so as to allow communication with any ship sailing ake 
Japanese coasts. 


BERTHING: Any vessel entering port required to: 

(1) Submit 1 each of “Declarations Inward/Outward of Vessels! 
TMG and TMSA. See ‘Documents’. 

(2) Submit “Application for Berth” to TMG. See “Documents’. 

(3) Submit “Application for Designation of Anchoring Site” to TMS 
(Form No. 13) regarding anchoring area. 

Berthing will be in order of arrival, passenger and special cay 
vessels excepted. 


Name of Length Depth No. of 
Wharf Berths 

(m.) (m.) 
Shinagawa (Foreign Trade) 58 10.0 3 
Shinagawa (Domestic Trade) 476 8.0 3 
Shinagawa 

Container Terminal 558 10.0 3 
Shibaura 910 7.8 7 
Hinode 564 6.7 6 
Takeshiba 309 6.7 3 
Tsukishima 260 75 2 
Harumi 1,444 9- 10.0 8 
Toyosu 800 7-10.0 8 
Ariake Terminal 750 5.0 10 
Oh-i Marine Products Wharf 450 12.0 2 
No. 15 Lumber Wharf 720 10.0-12.0 3 
Oh-i Container Terminal 2,300 12.0 8 
Odaiba Terminal 1,800 10.0 9 
Aomi Container Terminal 

(Berth C-1) 300 12.0 1 


There are many private wharves and other smaller public wharvei 
use and under construction. 


CARGO HANDLING FACILITIES: 


Whart/Terminal Equipment Capacity 
Oh-i Terminal 16 container gantries 30.5 tons 
Shinagawa Container Terminal 1 container gantry 24.5 tons 
2 container gantries 30.5 tons 
Shinagawa (Foreign Trade) 2 unloaders 6.4 tons 
1 belt conveyor 600 t.p.h. 


Shibaura (Foreign Trade) 
Hinode Terminal 


Tsukishima Terminal 
Harumi Terminal 4 portal jib cranes 5 tons 


Toyosu Energy Terminal 


Ariake Terminal 


Odaiba Terminal 2 gantry cranes at 10 tons 
Berth “AB” 

Terminal 15 

Aomi Container Terminal 2 gantry cranes 


Cargo Handled Remarks 
Containers Straddle carriers and transta® 
available. con 
: Ro-Ro facilities, Straddle 
Containers ayEitable: 
Machinery, sugar, fruit. 3 transit sheds (18,118 sq.m) 
Open storage 14,451 sq.m. 
Paper, cement, fertiliser, 2 transit sheds (4,665 sq.m) 
feed grain Open storage 2,104 sq.m. _ 
Salt, paper, soda ash. 9 transit sheds (19,583 sq.m 


Open storage 6,806 sq.m. 
Marine products 


Sugar, wheat, fruit, Passenger ship terminal at 
marine products. Berth “HL” 

Gas, steel, coal, general 
cargo. 

Gravel, sand, lumber, Open storage 92,163 sq.m. 
construction materials. 

General cargo, steel, 9 warehouses (64,766 sq.m) 
timber, fruit. 

Timber. Storage capacity 400,000 to 

Open storage yard 254,246 sa 
Containers 6 straddle carriers 
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sg: The port has 2 tug companies: (i) Toko Service Co. Ltd., 
<a Kaigan, Minato-ku, Tokyo. Tel: (452) 4781. (ii) Shibaura Tsusen 
“3 Lid., 3-1-3, Kaigan, Minato-ku, Tokyo. Tel: (455) 1461. Upon 
eeation to either, tugs will be waiting in neighbourhood of scheduled 
wo Ship's lines to be used. 


VEDORES: Advance advices should be made 24 hours at latest 
‘ge vessel's arrival order arrange necessary gangs. 

secharge rates (approx.): 

» ron, steel and scrap, using crane or magnet, about 1,000 tons/ 


da 
. ral crane and bucket, 1,500/2,000 tons/day. 
» Ores, grabs and bulldozers, 1,000 tons/day. 
+ Timber, 1,000 tons/day. 
» Grain, crane with bucket or suction, 1,000 tons/day. 


@0ICAL: Hospitals, clinics and all specified facilities. Advance notice 
“necessary. 


4WKERS: No slop discharge facilities (see “Services’). One tanker 
se only. Products handled, Naphtha and crude oil. Shorelines, one 
en for each product. Discharge rates 1,000 t.p.h. (Naphtha) 900 — 
m0tp.h. (Crude). 


‘aeSH WATER: Water supply from hydrant by Tokyo Metropolis, and 
getoat by private management. 


y Water supply on 


wharves 
Application Bureau of Port and Harbour Offices in 
charge of each wharf. 
Work of water supply Tokyo Port Service Association. 


»Water supply by 


water boat 

Extra charge Overtime from 0600 to 0800 50% 
from 1700 to 2200 50% 
from 2200 to 0600 100% 
Special district 50% 
Festival day 50% 
athe case of less than 20 tons per time, it will be considered 15 tons 

supply. 


VEL: All grades available. 24 hours’ notice required. 


_ RE PRECAUTIONS: (Tankers). 
{| Must enter port at dead slow speed preceded by patrol boat of 


} 


SA, 1 tug boat each side of vessel and followed by fire patrol boat. 
2 Engine to be kept ready for immediate use in case of emergency. 
| i Tow lines to be placed over bow and stern with eyes close to water 


) wiace. 


| tote’ No vessels allowed alongside a tanker during loading or 
ischarging. 
PARTURE PROCEDURE: Ship over 300 tons departing must hoist 
al in daytime and 2 white lamps at night and make 2 prolonged 
‘sts of whistles or siren 30 minutes before starts to move and then 
“according to signals given by signal station on Shibaura Quay. 
‘yarture notice must be submitted to Maritime Safety Agency and port 
nagers (operations Section of Port and Harbour Bureau). Foreign 
Ns must submit required documents in addition to above notice to 
4yo Custom House, Immigration Control Office. 
‘NSULS: Most countries have embassies and consuls in Tokyo. 
PAIRS: Ship Repairer: |shikawajima-Harima-Juko Co. Ltd. Tel: 
244) 5670, Telex: J22232 (Ichico), has 2 dry docks for vessels of 
‘00 and 23,000 d.w.t. and slipways from 8,000 to 60,000 d.w.t. 
Dacity. 
#Y DOCKS: Largest dry dock: length 180 m.; width 24 m.; depth 
am. Capable of accommodating vessel of 16,750 gross tons. 
Aso 1 other dry dock for ocean-going vessels. 
ANGWAY/DECK WATCHMEN: Necessary only in the case of 
table cargo. 
PENING/CLOSING HATCHES: Normally by crew. 
YSTOMS ALLOWANCES: (Tobacco) 200 cigarettes a week. (Wine 
"dor spirits) 760 cc’s per crew member per week. 
WRVEYORS: 
American Bureau of Shipping, Nihon Blidg., 6-2 Ootemachi 2, Chiyoda- 
“Tokyo 100. Tel: 279-7992/6. 
oyd's Register of Shipping, No. 32 Mori Bldg., 4-30 Shibakoen 3, 
"alo-ku, Tokyo 105. Tel: 438-0481. 
ippon Kaiji Kyokai, 28-2, Hamamatsu-cho, Minato-ku, Tokyo 108. 
4434-2341. 
‘RPORT: Distance to new Tokyo International Airport (Narita Airport), 
Sox. 60 km. 
: GMT plus 9 hours. Permanent. 
SUDAYS: National Holidays: New Year's Day (Jan. 1st); Adult Day 
'™. 15th); Foundation Day (Feb. 11th); Vernal Equinox Day (around 
fh 21st); Emperor's Birthday (April 29th); Constitution 
“nmemoration Day (May 3rd); Children’s Day (May 5th); Respect-for- 
® Day (Sept. 15th); Autumnal Equinox Day (around Sept. 23rd); 
,!Seal Education Day (Oct. 10th); Culture Day (Nov. 3rd); Labour 
anksgiving Day (Nov. 23rd). 
. cargo work on 1st or 3rd Sundays of each month, and no work 
‘31st December to 3rd January inclusive. Cargo work can be 
hy on all other days including National Holidays. 
_CE/AMBULANCE/FIRE: Tokyo Water Police, 5-8-36, Konan, 
“ato-ku, Tokyo. Tel. (433) 2411. Call Fire Stations for ambulances. 
i, Water Fire Station, 5-1-23, Kachidoki, Chuo-ku, Tokyo. Tel. (534) 


NEPHONES: (also see “VHF"). 
"Sialled on ships moored at piers or jetties to allow telephone 


- “Munications between ships and subscriber telephones on land and 


“ween ships. 


JAPAN 


BANKS: Sumitomo Trust & Banking Co., Ltd. Tel: 278-3131. Telex: 
J28631, 02226049. 

Yasuda Trust & Banking Co. Ltd. Tel: 278-8111. Telex: J2223828 
Ysdtbt. 

Dai-Ichi Kangyo Bank, Ltd. Tel: 596-1111. Telex: J22379, J22315. 

The Kyowa Bank Ltd. Tel: 287-2111. Telex: J24275. 

Mitsui Bank, Ltd. Tel: 501-1111. Telex: J22378, J22559, J22643, 
J22644. 

Sanwa Bank Ltd. Tel: 216-3111. Telex: J22384. 

Mitsubishi Trust & Banking Corp. Tel. 212-1211. Telex: J24259. 

The Nippon Trust & Banking Co. Ltd. Tel: 272-1261. Telex: J24197. 

Toyo Trust & Banking Co. Ltd. Tel: 271-7881. Telex: J22717. Tytbki. 

Industrial Bank of Japan, Ltd. Tel: 214-1111. Telex: J22325. 

Long-Term Credit Bank of Japan, Ltd. Tel: 211-5111. Telex: J24308. 

Nippon Credit Bank, Ltd. Tel: 263-1111. Telex: J26921. 
Branch Offices of Foreign Banks: 
North America: 

Irving Trust Company (Tokyo Branch). Tel: 595-1131. 

Bank of America National Trust and Savings Association. Tel: 214- 
0241. 

American Express International Banking Corporation. Tel: 504-3341. 

Wells Fargo Bank, N.A. Tel: 214-1771. 

Crocker National Bank. Tel: 211-7241. 

Chemical Bank. Tel: 214-1351/9. 

Continental Illinois National Bank and Trust Company of Chicago. Tel: 
216-1661. 

Seattle First National Bank. Tel: 212-6481. 

Security Pacific National Bank. Tel: 214-2721. 

Chase Manhattan Bank: Tel: 214-3361. 

Rainier National Bank: Tel: 214-5781. 

National Bank of Detroit. Tel: Tel: 214-7301. 

Bankers Trust Company. Tel: 214-7171. 

The First National Bank of Chicago. Tel: 245-1021. 

Citibank, N.A. Tel: 279-5411. 

The First National Bank of Boston. Tel: 211-2611. 

Manufacturers’ Hanover Trust Company. Tel: 242-6511. 

Marine Midland Bank, N.A. Tel: 216-0531. 

Mellon Bank, N.A. Tel: 216-5861/4. 

Morgan Guaranty Trust Company of New York. Tel: 214-2761/8. 

First Interstate Bank of California. Tel: 211-0751/9. 
Europe: 

The Chartered Bank. Tel: 213-6541. 

Grindlays Bank, P.L.C. Tel: 271-1151. 

National Westminster Bank, Ltd. 

Barclays Bank International, Ltd. Tel: 214-3611. 

The Hongkong and Shanghai Banking Corporation. Tel: 211-6461. 

Midland Bank, Ltd.Tel: 284-1861. 

Lloyds Bank International Limited. Tel: 214-6771. 

Banca Commerciale Italiana. Tel: 242-3521. 

Algemene Bank Nederland, N.V. Tel: 211-1760/9. 

Amsterdam Rotterdam Bank. Tel: 284-0701/2. 

Credit Suisse. Tel: 215-1681. 

Swiss Bank Corporation. Tel: 214-1731. 

Union Bank of Switzerland.Tel: 214-7471. 

Westdeutsche Landsbank Girozentrale. Tel: 216-0581. 

Commerzbank, A.G. Tel: 502-4371. 

Banque de Paris et des Pays-Bas S.A. Tel: 214-5881. 

Societe Generale de Banque. Tel: 287-0481. 

Deutsche Bank, A.G. Tel: 214-1971/6. 

Dresdner Bank, A.G. Tel: 214-5961. 

Bayerische Vereinsbank Aktengesellischaft. Tel: 284-1341. 

Credit Lyonnais. Tel: 214-4561. 

Societe Generale. Tel: 503-9781. 

Banque Nationale de Paris. Tel: 214-2881. 

Banque de L’Indochine et de Suez. Tel: 582-0271. 

Union de Banques Arabes et Francaises—U.B.A.F. Tel: 241-5945. 
Asia: 

Bank of India.Tel: 212-0911/3. 

State Bank of India. 

Bank Negara Indonesia.Tel: 214-5621/5. 

Oversea-Chinese Banking Corp., Ltd. Tel: 214-2841. 
SERVICES: Two tank cleaning companies available with barges of 
capacity 100 tons for disposal of residues. All other usual services 
available. 
SHORE LEAVE: Crew members allowed ashore upon ship Master's 
request to Tokyo Immigration Office if have valid Passports or Seaman's 
Pocket Ledgers. In case a crew member has a criminal record or has 
been expelled from Japan, he will not be allowed ashore. 
IDENTIFICATION CARDS: Not required. 
PORT REGULATIONS: Maintenance of order in Port of Tokyo is under 
the responsibility of TMSA in accordance Port Regulation Law. In case 
of an occurrence of disaster, TMSA and the Tokyo Water Fire Station 
will take charge of refuge, rescue and fire fighting. 
DELAYS: Congestion in the port. Bad weather. 
DEVELOPMENTS: 48 public wharves, 2 car ferry berths, 5 passenger 
boat berths, 7 timber berths, 12 berths for dangerous cargo and 20 
specialised berths to be constructed. 

Aomi Container Terminal: Berth C-2 nearing completion and berths 
C-3 and C-4 to be ready in 1992. 

Orange juice terminal to be constructed. 
AUTHORITY: Bureau of Port and Harbor of the Tokyo Metropolitan 
Government, 8-1 Marunouchi 3-Chome, Chiyoda-ku, Tokyo. Tel: 03- 
211-7949. Telex: J 33346 Portokyo. Contact: Port Promotion Section. 
AGENT: Dodwell Tramp Agencies, CPO Box 297, Togin Building, 4—2, 
1-chome, Marunouchi, Chiyoda-ku, Tokyo. Tel. (03) 211-2141. Cable 
Address: Dodtramp Tokyo. International Telex: J22274, J22602 and 
J24469. 
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TOMAKOMAI: 42.35 N. 141.35 E. (See Plan) 


PILOTAGE: Not compulsory. Pilots board at the point of 500 m. off from 
breakwater. 

RESTRICTIONS: Berthing and unberthing possible day and night. 
MAX. SIZE: See “Berthing”. 

HEALTH: Radio Pratique available. Vessels usually anchor at 
Tomakomai, where the Authorities board and grant Free Pratique. 
TUGS: 


Gross Engine Nom. Shaft 
Name Tonnage Type horsepower Owner 
Tomakomai Maru 115.58 Diesel 1,100 Tomako Service Co., Ltd. 
Azuma Maru 197.74 - 3,200 ¥ 
Kasuga Maru 135.00 2,400 Tomakomai Kaiun Co., Ltd. 
Hokuto Maru 298.92 4,000 ¥ 
Iburi Maru 190.22 3,200 
Hokuyo Maru 195.38 2,600 
Atago Maru 187.67 2,900 Kitanihon Eisen Co., Ltd 
Hercules 272.19 4,000 ~ 
BERTHING: Public Facilities: 
No. Berthing 
Name of Berth Berths Length Depth Capacity Principal goods handled 
(m.) (m.) — (d.w.t.) 
Wharves: (Western District) 
East Wharf No. 1-4 4 660 —9.0 10,000 Coal (Capacity 400 t.p.h.) 
East Wharf No. 5-6 2 260 -9.0 10,000 Cement, iron & steel products 
West Wharf No. 1-4 4 660 -9.0 10,000 Paper pulp, iron & steel products 
North Wharf No. 1-2 2 260 -7.5 5,000 Paper pulp, motor vehicles 
North Wharf No. 3-4 e 180 —5.5 2,000 Iron & steel products 
South Wharf No. 1-2 2 370 -—10.0 15,000 Paper pulp, iron & steel products 
South Wharf No. 3 1 195 -11.0 20,000 Wood chips & pulp 
Central-South Wharf No. 1 1 240 -12.0 30,000 Fertilisers & feeding stuffs 
Central-South Wharf No. 2 1 185 -—10.0 15,000 SU Ab fertiliser & feeding 
1 stu 
Central-South Wharf West 1 165 -9.0 10,000 Cement 
Central-Nth. Wharf No. 2-3 260 -7.5 5,000 Iron & steel products, gypsum, 
1 wood materials 
Central-North Wharf No. 4 1 90 —7.5 5,000 Iron & steel products 
Yufutsu Wharf No. 1 1 280 —12.0 30,000 Wood chips 
Yufutsu Wharf No. 2 1 185 -—10.0 15,000 Containers 
Yufutsu Wharf No. 3 1 130 —7.5 5,000 Containers 
Yufutsu Wharf No. 4 1 130 —7.5 5,000 Containers 
Yufutsu Wharf No. 5 240 —12.0 30,000 Containers, 40 ton gantry crane 


Central-North Wharf No. 1 1 185 15,000 Wood material 


Fishing Port District No. 1 1 55 -5.0 500 Marine Products 
Wharves: (Eastern District) 
Central Whart 4 740 —-10.0 15,000 Machinery 
Central Whart 6 780 —7.5 5,000 Machinery 
East Wharf 2 480 -12.0 30,000 Coal, etc. 
East Whart 6 780 -7.5 5,000 Coal, etc. 
Dolphin Berth 
Timber Port District Dolphin 2 —10.0 15,000 Wood Material 
Private Facilities: 
No. Berthing 
Name of Berth berths Length Depth Capacity Principal goods handled 
(m.) (m.)— (d.w.t.) 
Wharves: 
Tomakomai Industrial Port 13,000 
Development Co., Ltd. 3 669 -85 grt. Ferry vessels 
Dai Nippon Ink & 
Chemical's Ink Co., Ltd. 1 185  —7.5 5,000 Chemical Industrial Products 


Nikkei Tomakomai Co., Ltd. 1 211 
Nikkei Tomakomai Co., Ltd 


—12.0 15,000 Alumina, aluminium, coke, metal 


Central Wharf 1 200 -14.0 65,000 Bauxite 
Tomakomai Kyodo 

Power Co., Ltd. 1 51.6 -—10.0 5,000 Machinery, heavy oil 
Soda Group 2 490 -10.0 15,000 Sea salt, etc. 
Tomakomai Chemical Co. 2 330 -10.0 15,000 Sulphuric acid, ore 
Hinode Chemical 

Industrial Co., Ltd. 2 500 -10.0 15,000 Caustic soda, Petroleum, products 
Sumitomo Metal 1 165 —7.5 5,000 Iron & steel products 
Maruichi Steel Tube Ltd. 1 185  -—7.5 5,000 Iron & steel products 
Nippon Steel Corporation 2 374 —7.5 5,000 Iron & steel products 
Nippon Kokan K.K. 1 185 —7.5 5,000 Iron & steel products 
TANKERS: 

No. of Berthing 
Name of Berth berths Length Depth Capacity Product handled 
(m.) (m.) (d.w.t.) 
Tomakomai Futo Co. 3 390 —75 5,000 Petroleum products, 
heavy oil 

Nikkei Tomakomai Co., Ltd. Pier 1 -14.0 70,000 
Oji Paper Co., Ltd. Pier 1 -7.5 5,000 Heavy oil 
Tomakomai Kyodo Thermal 

Power Co., Ltd. Pier 1 —7.5. 5,000 Petroleum products 
Idemitsu Kosan Pier 

(Partly completed) 13 7.6 5,000 Petroleum products 
Petroleum Distribution Base Pier 
Joint Oil Terminal Whart 4 -7.0 4,000 Petroleum products 
Idemitsu Hokkaido Sea Berth 1 —24.0 250,000 Crude oil 
Report: 


Idemitsu Hokkaido Sea Berth (Discharging Terminal): 
Location: Lat. 42° 36’ 10” N., Long. 141° 38’ 50” E. 
Operator: |Idemitsu Kosan Co. Ltd. 

Terminal operates 24 hours per day, 7 days a week. Ships moored 

and unmoored daytime weather or other circumstances permitting. 
Terminal will not be closed on any holidays. 
Approaches: Clear and unimpeded from South. White and red striped 
high chimney (approx. position: Lat. 42° 38.1’ N., Long. 141° 35.6’ E.) 
makes a most conspicuous landfall. In poor visibility, in heavy fog or 
rain, radar reflector fitted at centre of Sea Berth can be located first by 
sues radar and after that Sea Berth will be seen in direction from N.W. 
to S.E. 

Westward of Sea Berth, there are many cargo vessels anchored. 

Ships berthing starboard side alongside at the Sea Berth, proceed on 
course 314° observing transit of chimney and East Breakwater 
Lighthouse. 

Anchorage: No strict boundary areas for anchorage but Master 
recommended to anchor 1 mile to 2 miles S.E. from Sea Berth. 

Holding ground is good and depth about 27 m. — 30 m. 
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Pilotage: Sea Berth requires Pilot for berthing, no strict 

anchorage for ships awaiting Pilot in Tomakomai area, but shou, 

as close as possible to port in accordance with harbour drat, 

communications. 
2 Pilots will board ships over 30,000 g.r.t. Pilot uses tug bog) 

boarding. 

Important Features: Ships arriving in Winter season (November- 

should pay special attention to the cold, as average temperature ing 

season ranges from —3°C to 5°C. 

MEDICAL: Hospitals, doctors and dentists available. 

FUEL: Domestic oil is available. Bonded oil will be brought 

Hakodate with sufficient advance notice, when required. 

FRESH WATER: (Public). 


No. of water 

Whart Owner Hydrants Max. Cam 

tpa 

Coal Whart Tomakomai Port Authority 16 # 

(Tomako Services Co., Ltd.) 

West Wharf ss 16 4 
East Whart 6 & 
South Whart 11 " 
North Wharf 8 4 
Central-South Whart 9 ") 
Central-North Whart te 11 r") 
Yufutsu Wharf i 17 4 


REPAIRS: Minor repairs possible. 
SHIP SUPPLY SERVICE: 
Tomako Service Co., Ltd., 9 Shiomi-cho, Tomakomai, Hokkz 
053 Japan. 4 service boats. 
Also see “Tugs”. 
DEVELOPMENTS: 
1. The Projected Outer Block Facilities: 


Area Name Plan (— 1995) Complete: 
East Breakwater 5,350 m 4.7500 
Outer Harbour Central Breakwater 2,750 m = 
Inside Breakwater 1,030 m. _ 
‘ — Breakwater 345 m. 345 m 
— Breakwater 360 m. 304 m 
East Fairway East Breakwater 40 m. 40m 
West Breakwater 20m 20m 
Central Waterway Breakwater 200 m. - 


2. The Projected Harbour Facilities (Fairway, anchorage # 


Name of Max. Vessels Depth Wit 
Area Harbour Facilities (d.w.t.) (m.) (m) 
East Fairway 250,000 —24 540 -i 
Central Fairway 15,000 —10 350-9 
Outer Harbour Anchorage 250,000 =e ~ 
Anchorage 150,000 —20 = 
Anchorage (Refuge wait) _— _- - 
East Anchorage 60,000 -7.5~-14 550-8 
Waterway Water area for 
dangerous cargoes 5,000 75 
Central 
Waterway Anchorage 15,000 77:5~-10 500 
3. The Projected Berthing Facilities 
(a) (Public): 
District Name of facilities Depth Max. Vessels No. Extent 
(m.) (d.w.t.) (m 
East Waterway East Wharf 12 30,000 1 x“ 
-7.5 5,000 6 % 
Central Waterway Central Wharf -7.5~-10 5,000-15,000 118 
(b) (Exclusive): 
Depth Max. Vessels Extension 
District Name of facilities (m.) (d.w.t) No. (m) Remars 
250,000 D/W Class Comp’d June? 
Dolphin —22 250,000 1 — (10,000 DW 
Outer Class) 
Harbour 150,000 D/W Class 
Dolphin —20 150,000 - 
Terminal facilities 
for bulk cargoes —14 60,000 1 280 Completed 
East 
Waterway __ Berthing facilities for 
dangerous cargoes = —-7.5 5,000 15 1,300 Comp'd Od® 
Hokuden Pier -7.5 5,000 1 143 pep ow 
lass) 


AUTHORITY: Tomakomai Port Authority, 6-38, Minato-machi 1-ch® 
Tomakomai City, Hokkaido 053 — Japan. Tel: (0144) 34-5551. # 
(0144) 34-5559. Contact: Takayuki Hotsubo, Executive Vice-Pres# 


AGENT: Sub-Agents of Dodwell & Co., Tokyo. Narasaki Sogo-unyu! 
Ltd. Tomakomai Marine Branch, 13-24, 2-chome Motonakano* 
Tomakomai City, Hokkaido. Cable Address: Narasaki Tomaki® 
Domestic Telex: 09842-10 Nstoma J. Tel: (0144) 36-3636. 


TOYAMA: 36.46 N. 137.13 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

6 Crew Lists, including Passport Numbers. 

6 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, cat 
wrist-watch, radio, firearms/swords, etc. (only at first port of @ 
Japan). 


yy 


wetcates: Ship's Register to show Customs Inspector ship's 
. gross and nett tonnages. Valid Cargo Gear Certificates 
seimes required by stevedores when cargo gear maintenance 

rs to be poor. , 
mOTAGE: Not compulsory. No telegraphic address for pilot station, 
splot arranged through Agent whom keep advised ETA which may 
pao through Niigata Radio. Pilot boards about 1 mile off East 
seaewater from small tug. In event bad weather recommend remain 
usde port until weather clears. Pilot available daytime only from 
egrse to sunset. ; 

ORAGES: The harbour at the Jintsu river mouth is always calm. 
“gers about 125 acres, with depths of from 16.5 ft. to 33 ft. over mud 
“sand. Room at anchorage for at least 4 vessels over 5,000 gross 
~s Anchoring position for ocean tankers is Lat. 36° 46.6'N., 
og. 187° 14.4’ E. 
jai. SIZE: Max. LOA 175 m., but may be extended by 2.0 m. — 3.0 m. 

dot agrees. 

uso see “Tankers”. 

€ALTH: Radio Pratique available. 
jarantine Anchorage. 
upid: (Also see “Pilotage”): Recommended Master communicates 
Agent through Choshi Radio or Nagasaki Radio which cover all 
ots in Japan. If specifically Westbound vessel, to contact Choshi, and 
ithbound to contact Nagasaki Radio respectively. 
16S: Usually join vessel at port entrance but can join outside harbour 
»aige vessels. Used only when Pilot aboard. 

Nagata Maru” — 3,000 h.p. uses own lines free of charge. 
| Nhonkai Maru” — 1,800 h.p. uses own lines free of charge. 

Raicho” — 2,600 h.p. uses own lines free of charge. 

#RTHING: No specific requirements. Pilot boarding time will be notified 
y ship's Agent mainly by radio. 


Formalities carried out at 


P Shore 
_| Berth Length Depth Draft Capacity Cranes 
(m.) (m.) (m.) (g.r.t.) (tons) 
PUDHIC. 
~ Warf No. 1 185 10.0 9.5 15,000 1x5 
2 185 10.0 9.5 15,000 1x3 
3 185 10.0 9.5 15,000 
: 4 160 9.0 8.5 10,000 
| 5 180 &:5 5:0 2,000 
| 6 90 6.0 5.5 3,000 
7 e 130 45 7.4 5,000 
8 185 10.0 9.5 15,000 
7 9 90 5.0 4.5 1,000 
fo. 1 Dolphin 21 5.0 1,000 
ej2 12 6.0 3,000 
ies 21 5.0 1,000 
| | Srvate: 
| oda Cement 
_| Silo 100 7.0 
» *kuden Dolphin 18 8.0 5,000 


(EDICAL: No advance notice required unless urgent. 

. TANKERS: Max. size: 200,000 d.w.t., max. LOA, no limit, and max. safe 
fa 19 m. for Sea Berth of Nihonkai Sekiyu K.K., Toyama. Two lines, 

. ‘ameter 16 in. Reducing pieces supplied as necessary. Discharge rate 

7500 t.p.h. 

DENSITY: 1015-1019 min./max. 

4 RESH WATER: Available ex-wharf at Nos. 1, 2, 3, 4 and 5 Wharves; 
wetage 40 t.p.h. Other berthing positions supplied by barge which 

~ ‘ered from Fushiki and is filled up at Toyama. 

VEL: Domestic oil is available. Bonded oil will be brought from Moji 

* sufficient advance notice when required. 

"RE PRECAUTIONS: Nihonkai Oil Co., Toyama, 

- “ulations to Master on arrival tanker sea berth. 

‘ONSULS: None. 

_ ¥PAIRS: Minor repairs only. 

_ RY DOCKS: Nihonkai Juko Co. Ltd., Toyama. No. 1 dock, used for 

‘struction. No. 2 dock, ship-building capacity: length, 104 m.; width 

dm.; depth, 1.8 m. Size of dock: length, 112 m.; width, 14.6 m.; depth, 

_ ‘". Maximum building capacity, 4,000 g.r.t. No. 3 dock, ship-building 
pacity: length, 150 m.; width, 20.8 m.; depth, 5 m. Size of dock: length 
el width, 21.88 m.; depth, 9.2 m. Maximum building capacity, 
2190 g.r.t. 

UANGWAY/DECK WATCHMEN: Not 
"ssengers or valuable cargo on board. 
PENING/CLOSING HATCHES: Stevedores carry out opening and 
“sing hatches. Cost per hour per gang depending on type of cargoes. 
ayy time lost by ship's crew doing this work, stevedores charge ship 
“waiting. Recommend request stevedores for this work unless crew 
“complete it before berthing. 

TOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 

Spirits. 

“pom. Toyama Airport, distance about 10 km. Five daily flights. 
WE: GMT plus 9 hours. Permanent. 

*0UCE/AMBULANCE/FIRE: Police, Toyama North Police Station, 
“yama (0764) 37-7171; Ambulance, Toyama Iwase Fire Station, 
sit ee 37-7141 or 119; Fire, Toyama Fire Station, Toyama 
a —7141. 

"LEPHONES: No facilities for placing on board. 

a RE LEAVE: Local Immigration Offices issue shore pass valid for 
15 days, but 15 days’ extension possible if ship stays longer. 
S'HORITY: Toyama Port Administration Office, 5, Kaigan-dori, 
“%Shi-lwasemachi, Toyama City. Tel: (0764) 37-7131. Telex: 5152256 
“oy J. Cables: Nexco Toyamako. FAX: 0764-37-9945. 


c ‘GENT: Nippon Express Co. Ltd., (Toyama Port Branch) No. 61 
? {8shi-lwasemachi, Toyama-City, Toyama-Pref, Japan. Tel: 0764-37- 


: “ymclex: 5152256 Nextoy J. Fax: 0764-37-9945. Cables: Nexco 
3 0. 


. 


issue Safety 
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JAPAN 


TOYAMA SHINKO: 36.47 N. 137.10 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

6 Crew Lists including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agents will prepare Inward/Outward Declaration, 2 Cargo 

Manifests and 1 Cargo Manifest in transit using specific forms. Therefore 
ship's Agents should be provided with necessary information about 
details of cargoes in advance. 
Certificates: Ship's Register to show Customs Inspector ship’s 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 


ANCHORAGES: No anchorage at Toyama-Shinko, therefore, if vessel 
required to await for berth or some other reason, use Fushiki Outer 
Anchorage ground where safe at all seasons with depth from 8 m. to 
11m. Sand and clay bottom. Room at anchorage for at least 6 vessels 
over 5,000 gross tons. 


PILOTAGE: Pilot available any time during daylight. Not compulsory. 
No telegraphic address of pilot station, therefore, direct advice to local 
Agent always required. Pilot meets vessels 209° 2 miles off leading light 
of Fushiki Port, thence takes vessel to Fushiki Quarantine Anchorage 
ground, due to many fishing-nets on both sides of fairway. No Quarantine 
Anchorage ground established presently at Toyama-Shinko, therefore, 
every vessel obtains free pratique at Fushiki. If requiring to come into 
Quarantine Anchorage without taking Pilot, necessary to advise Agent 
in advance. In case of bad weather and need to await outside port, 
recommend cruising in Toyama Bay until sea abates. Bay area too deep 
to anchor and also danger of fishing-nets. When approaching position 
for Pilot, give exact ETA to Agent by using Niigata Radio and/or VHF 
to Fushiki Harbour Master. Small wooden pilot-boat painted yellow. No 
particular light or sound signals required. Even if the vessel already 
obtained Free Pratique in other port, need to approach the aforesaid 
position for Pilot, because of no Pilot position located in Toyama-Shinko. 


RESTRICTIONS: Pilot not available during darkness. No restrictions on 
tide, because small tide in all seasons. If draft over port limitation, vessel 
enters port after making adjustment by lightening in Outer Harbour in 
Fushiki. | 


MAX. SIZE: Length 200 m., draft 34 ft. Tidal range is max. 0.45 m. 


HEALTH: Formalities will be carried out at Fushiki quarantine 
anchorage. 


RADIO: (also see ‘Pilotage’”). Recommend Master communicates with 
Agent through Choshi Radio or Nagasaki Radio which cover all ports in 
Japan. If specifically Westbound vessel, to contact Choshi, and 
Northbound to contact Nagasaki Radio respectively. 

TUGS: Tugs normally join vessel at port entrance, but sometimes in 
Fushiki Outer Harbour for larger vessels. Maritia-Maru (2,060 h.p.) and 
Nihonkai-Maru (1,800 h.p.) provide lines, free of charge and Raicho- 
Maru (760 h.p.) uses ship's line. In case public tug, i.e. Nihonkai-Maru 
and Raicho-Maru used, always require Pilot on board. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship’s Agent mainly by radio. 


Berth Length Depth Draft Capacity 
(m.) (m.) (m.) (d.w.t.) 
Public 
No. 1 Wharf 280 12.0 11.0 50,000 
(14.0 m. in near future) 
No. 2 Wharf 185 10.0 9.5 15,000 
No. 3 Wharf 185 10.0 9.5 15,000 
No. 4 Wharf 185 10.0 9.5 15,000 
No. 5 Wharf 130 7.5 6.5 5,000 
No. 6 Wharf 130 7715 6.3 5,000 
East Wharf 185 10.0 9.5 15,000 
Private (Log carrier only) 
Toyama Sangyo 373 10.0 9.0 15,000 
Toyama Chuo Mokuzai No.1 200 10.0 9.0 15,000 
Toyama Chuo Mokuzai No.2 155 7.5 7.0 5,000 
Toyama Chuo MokuzaiNo.3 210 8.0 7.5 8,000 
Toyama Futo West 70 6.0 5.5 3,000 
Toyama Futo Centre 170 8.0 7.0 5,000 
Toyama Futo East 140 8.0 7.0 5,000 
Koike Mokuzai 171 10. 9. 15,000 


STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 
1700 —1900 hrs. 50% additional of basic stevedorage; 2100 — 0500 hrs. 
next morning 130% additional; Sundays/holidays 60% additional. 
MEDICAL: No advance notice required unless urgent. 

DENSITY: Average density between 1015 and 1019 in all seasons. 
FRESH WATER: Available, from wharves No. 1, 2, 3, 4, 5 and 6 average 
10 t.p.h. In other berths, to be supplied by barge, average 50 t.p.h. 
FUEL: Domestic oil is available. Bonded oil will be brought from Kanmon 
area, with 1 week advance notice, when required. 

CONSULS: None. 

REPAIRS: Minor repairs only. 

DRY DOCKS: No dry docks. Nearest available in Toyama. 
GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can complete it before berthing. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore, 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Toyama Airport about 25 km. distance. Two regular services 
a day. ANA only. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: ist May and New Year's Day, most probably from 
31st December to 3rd January. 

POLICE/AMBULANCE/FIRE: Police, Shinminato Police Station, 
Shinminato (07668) 2-3141; Ambulance, Shinminato Fire Station, 
Shinminato (07668) 2-3175; Fire, Shinminato Fire Station, Shinminato 
(07668) 2-3175. 

TELEPHONES: No facilities for placing telephones on board. 
SERVICES: Hold cleaning available. 

SHORE LEAVE: Local Immigration Officers issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. Attending 
from Fushiki Immigration Office, Fushiki, due to no office in Toyama- 
Shinko. 

AUTHORITY: Toyama Prefecture, 1-7 Shinsogawa, Toyama City, 
Toyama Pref., Japan. Tel: (0764) 31-4111. 


AGENT: Sub-agents of Dodwell & Co. Ltd. Tokyo, Fushiki Kairiku Unso 
Co. Ltd., 6-6 Fushiki-Minato-machi, Takaoka-Shi, Toyama-ken. Head 
Office in Fushiki; Takaoka (0766) 44-1300/9 and Toyama-Shinko 
Branch; Shinminato (07668) 4-3330. Cable address: Fushikikairiku 
Fushiki, only to Fushiki Head Office. Telex: 05155571/2 Kairik J. 


TSUKUMI: 33.05 N. 131.52 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 

PILOTAGE: Not compulsory, but recommended unless Master well 
acquainted with locality. Pilot embarks vessel at anchorage, position 
Lat. 33°05’ 30” N., Long. 131° 54’ 00” E. Request for Pilot made 
through Agent; Master to report ETA 24 hours prior arrival. 
ANCHORAGES: Good holding anchorage available; depth of water 
about 25m. Loading and/or unloading of cargo usually effected 
pon ga wharves and in event of loading/unloading at anchorage, when 
rough weather prevails, difficulty sometimes experienced on account of 
swell from open sea. Therefore suggested that vessel anchor as close 
to shore as possible consistent with safety. 

RESTRICTIONS: 

(a) Berthing: Night entry or berthing after nightfall, though not 
impractical (depending on weather) is not recommended unless 
special arrangements (stevedores, etc.) necessitate vessel's 
immediate berthing. 

(b) Departure: Night departure allowed, weather permitting, and 
subject Pilot's agreement. 

MAX. SIZE: See “Berthing”. 

HEALTH: Vessels usually anchor in the Bay of Saganoseki or Saiki, 
where the authorities board and grant Free Pratique. 

RADIO: Recommended Master communicates with Agents through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: 2 tugs, each 1,800 h.p. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agents mainly by radio. 


Permissible 
Berth Length Depth Draft Capacity 
(m.) (m.) (m.) (g./t.) 

Todaka Pier No. 1 125 10.0 10. 6,000 

No. 2 125 9.0 9.0 6,000 
Nittetsu Pier 160 10.5 10.5 23,000 
Noshima Wharf 164 9.5 9.0 18,000 (d.w.t.) 
No. 2 Wharf 121 8.5 8.0 10,000 (d.w.t.) 
No. 1 Wharf 82 8.0 8.0 3,500 
Noshima Pier 168 16. 16. 100,000 (d.w.t.) 


STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. Overtime surcharges 
1700 —1900 hrs. (50% additional of basic stevedorage), 2100 — 0500 hrs. 
next morning (130% additional), Sundays/holidays (60% additional). 


998 


MEDICAL: No advance notice required unless urgent. 

DENSITY: Average density about 1024. 

FRESH WATER: Available from shore; water barge will be brought fr 
Saiki, when required. 

FUEL: Bonded oil will be brought from Moji or Matsuyama, Whe 
required at anchorage. 

FIRE PRECAUTIONS: By Marine Security Guards. 

CONSULS: None. 

REPAIRS: Local workshop available only for minor repairs. 
GANGWAY/DECK WATCHMEN: Not specially required Unley 
passengers or valuable cargo aboard. 

OPENING/CLOSING HATCHES: Stevedores carry out opening a 
closing hatches. If any time lost by ship's crew doing this Wo 
stevedores charge shin for waiting. Recommend request Stevedores | 
this work unless crew can complete it before berthing. 
CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashy 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Oita Airport; 1 hour from Tsukumi by train. Regular ailing 
ANA, JDA, TAW. 

TIME: GMT plus 9 hours. No alterations to clocks during year. 
HOLIDAYS: 14th — 16th August. 

POLICE/AMBULANCE/FIRE: Police, 110; Ambulance/Fire, 119 
TELEPHONES: No facilities for placing telephones on board. 
SERVICES: No special services available, but if required wil 
arranged by Agent who calls from another port. 

SHORE LEAVE: Local Immigration Offices issue shore pass valid’ 
only 3 days, but 3 days’ extensions possible if ship stays longer. 
AUTHORITY: Usuki Doboku (Public Works) Office, 72-1, Aza Suss 
Oaza Usuki, Usuki City, Ohita Pref. Te/: (09726) 3-4136. 


AGENT: Sub-agents of Dodwell & Co. Tokyo. Azuma Shipping Co. 
Nakatsuru Bidg., 2nd Floor, 15-5, Semento-machi, Tsukumi-shi, 0) 
ken. Cable Address: Ringer Tsukumi. Domestic Telex: 07755- 
Tel.: Tsukumi (09728) 2-2144. 


TSURUGA: 35.40 N. 136.03 E. 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, came 
wrist-watch, radio, firearms/swords, etc. (only at first port of cal 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cargo Manif 
and Cargo Manifest in transit using specific forms. Therefore shi 
Agent should be provided with necessary information about details 
cargoes in advance. 

ertificates: Ship's Register to show Customs Inspectors shij 

registered gross and nett tonnages. Valid Cargo Gear Certificat 
sometimes required by stevedores when cargo gear maintenan 
appears to be poor. 

PILOTAGE: Daylight hours only. Pilot arranged through Agent. Aw 
Pilot at quarantine anchorage (see “Anchorages’”). 
ANCHORAGES: Quarantine Anchorage is best area for anchoring 
avoid heavy weather (being protected from the North by mountain 
Position Lat. 35° 40’ 08" N., Long. 136° 02' 55” E. 

HEALTH: Radio Pratique available. Formalities carried out 
Quarantine anchorage. 

RADIO: Recommended Master communicates with Agent throu 
Choshi Radio or Nagasaki Radio which covers all ports in Jape 
If specifically Westbound vessel, to contact Choshi, and Northbound 
contact Nagasaki Radio respectively. 

TUGS: Join ship inside breakwater and use tug's line. 
BERTHING: No specific requirements. Pilot boarding time will be not" 
by ship’s Agent mainly by radio. 


Permissible Shore 
Berth Length Depth Draft LOA Capacity Crane! 
(m.) — (m.) (m.) (m.) (g.r.t.) (tons) 
Tsuruga Cement 
Wharf (T.C.W.) 150.0 7.55 — 150.0 6,000 1x18: 
Kanegasaki W. 
(K.W.) (Public) 205.0 9.5 86 180.0 18,000 re 
Railway W. j 1xous 
(R.W.) (JNR) 163-6 85 7.8 120.0 6,000 | 4x50 
Horai Wharf 
(H.W.) (Public) 390.0 73 68 180.0 2x4,000 — 
Kawasaki-Matsue : 
Wharf (K-M.W.) 370.0 10.0 9.2 300.0 20,000 1x8 


STEVEDORES: At least 24 hours prior notice excluding Sundays * 
holidays required in order for Agent to arrange stevedores. Vessel ™ 
constantly keep her Agent advised of ETA. If stevedores can 
commence loading/unloading at time notified by the Agent, the onde 
must pay for waiting time. If cargo gear not rigged on 4 
stevedores will do same for ship's crew. Overtime surcharges 1700 
— 1900 hrs. (50% additional of basic stevedorage), 2100 hrs. — 0500 
next morning (130% additional), Sundays/holidays (60% additiona) 
MEDICAL: No advance notice required unless urgent. 
TANKERS: No facilities for large tankers. 

DENSITY: Average density through year 1023. 

FRESH WATER: Available trom wharf, and by barge. 

FUEL: Bonded oil will be brought from Moji with sufficient adver 
notice, when required. 


nd 
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sgNSULS: None. 

palRS: Minor repairs only. 

anGWwAY/DECK WATCHMEN: Not specially required unless 
“ssengers or valuable cargo on board. 

gENINGICLOSING HATCHES: Stevedores carry out opening and 
sng hatches. If any time lost by ship's crew doing this work, 
_,egores charge ship for waiting. Recommend request stevedores for 
~<work unless crew can complete it before berthing. 

~ysTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
seo spirits. 

SPORT: Distance 1 hour by train. 2 flights daily to Tokyo. 

we: GMT plus 9 hours. Permanent. 

»UCEJAMBULANCE/FIRE: Police, 2-4000; Ambulance and Fire, 


<.EPHONES: Not available for placing on board. 

#ORE LEAVE: Local Immigration Offices issue shore pass valid for 
»y 3 days, but 3 days’ extension possible if ship stays longer. 
sRVICES: Hold cleaning. 

\THORITY: Tsuruga Port Administration Office, 2-1, Sakura-Machi, 
“gnuga City, Fukui Pref. Tel: (07702) 2-0369. 


(GENT: Sub-Agents of Dodwell & Co., Tokyo. Tsuruga Kairiku Unyo 
sha Ltd., P.O.Box 11, 10-2, Sakura-machi, Tsuruga-shi, Fukui-ken; 
vie Address: Kairiku Tsuruga, Domestic Telex: 05176-693, Tel.: 
tyruga (07702) 2-3111. 


)BE: 33.56 N. 131.15 E. (See Plan) 


)OCUMENTS: 

Ship's Register. 

\asi Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

| Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 

wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 
\enifest and Cargo Manifest in transit using specific forms. Therefore 
ps Agents should be provided with necessary information about 
wails of cargoes in advance. 

‘etificates: Ship's Register to show Customs Inspector ship's 
mstered gross and nett tonnages. Valid Cargo Gear Certificates 
ometimes required by stevedores when cargo gear maintenance 
spears to be poor. 

*LOTAGE: Not compulsory but recommended unless Master well 
aquainted with area. No Harbour Pilot stationed at Ube but Inland Sea 
lot will attend. 

inland Sea pilotage should preferably be arranged through Agent by 
le via Nagasaki Radio giving 72 hours’ notice. Urgent correction of 
‘A outside business hours should be cabled direct to Pilot station. 
‘and Sea Pilot Association covers all inland sea ports. Pilotage 
*mpulsory for vessels over 10,000 g.r.t. Pilots obtained from one of 
‘ee Pilot stations dependent upon vessel's last port of departure and 
#* Master's discretion. Pilotage available throughout 24 hours and 
hours’ advance notice preferred, thereafter advising any alterations. 
‘ost Inland Sea Pilots also act as Harbour Pilots up to berth or 
"chorage at destination. 

‘tes VHF communication available with Inland Sea Pilot Stations. 

_'. Wadamisaki, at entrance to Kobe (vessels transitting Kii Straits). 
“sition Lat. 34° 34.09'N., Long. 135° 11’. Telegraphic address 
Anjin Kobe”. 

_2 Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transitting 
“ngo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
Sess “Anjin Saganoseki’. In event bad weather, recommended 
*ssels proceed for shelter as near as possible having due regard to 
*ely, to Sekisaki Pilot Station. 

4, Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position 
a. 33° 56’ 24” N., Long. 131° 03’ 12” E. 

'NCHORAGE: Sea bottom is mud. 


Depth 4m.-7.5m. 7.5m.—10m. 

Sheltered 73,000 sq.m. 233,100 sq.m. 

Unsheltered 12,175,500 sq.m. 680,000 sq.m. 
*ESTRICTIONS: 


2) Outer harbour: No restriction. 
ole harbour: Berthing/unberthing is practicable only during 
°) Deep draft vessels may berth at high water only. 
EAL SIZE: See “Berthing” and “Tankers”. 
, LTH: At first port of call in Japan, vessel must obtain Free Pratique. 
jaantine Officers will attend vessel only from daylight to sunset and 
“Ster to show all Vaccination Cards, Derat Exemption Certificate. In 
8 vessel arrives from cholera infected area within 10 days, Master 
rea advise crew and passengers health condition to respective 
“2lantine Office through ship's Agents prior to arrival and close all soil 
#885 before entering port. 

»¥: Recommended Master communicates with Agents through 
*Oshi Radio or Nagasaki Radio which cover all ports in Japan. If 
“eoffically Westbound vessel to contact Choshi and Northbound to 
Nagasaki Radio respectively. 
“8S: “Naruto Maru” 2,800 h.p., “Nachi Maru” 2,800 h.p. and “Iris” 
“h.p. stationed at Ube. Other tugs available from Moji or Tokuyama. 
4Slines used at no extra charge. 
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BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agents mainly by radio. 


Wharf Length Depth 
Public Okinoyama Whart 370 m. 10 m. 
Public Shibanaka Whart 185 m. 10m. 
Public Shibanaka East Wharf 152m. 9m. 
Public Shibanaka New Wharf 260 m. TST 
Ube Cement Wharf 247 m. 9m. 
Ube Kosan Chisso Wharf 188 m. 9m. 
Ube Kosan Urea Wharf 223 m. 9m. 
Ube Kosan No. 2 Pier 131m. 9m. 
Central Glass Wharf 162 m. 9m. 
Public Shinmachi Wharf 260 m. 7.5m. 


Whart for Limestone: 

Name of wharf: Okinoyama Limestone Wharf (Ube Kosan No. 5 
Wharf). Length of wharf 165 m. Maximum safe draft 11.00 m. Maximum 
30,000 d.w.t. Fairway 300 m. wide, 2.25 miles long, 8.80 m. deep, with 
shallow spot 8.40 m. at low water. Accessible max. draft 10.50 m. 
Facilities: Loaders = 2; 1,500 tons per unit/hour. Entry and Departure: 
Berthing/unberthing is practicable only during daytime. Deep draft vessel 
may unberth at high tide only. 

STEVEDORES: At least 24 hours’ prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agents advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agents, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew. Overtime surcharges 1700 hrs. 
— 1900 hrs. (50% additional of basic stevedorage), 2100 hrs. — 0500 hrs. 
next morning (130% additional), Sundays/holidays (60% additional). 
MEDICAL: No advance notice required unless urgent. 

TANKERS: Seibu Sekiyu Co. Refinery. 

(a) Geographical Location: Lat. 33° 49’ 48” N., Long. 131° 13’ E. 163°, 
11,400 m. from Motoyama Misaki. 

(b) Entry Permission: Sea berth located outside harbour limit of Ube 
port and treated as a closed port. Vessels therefore required to obtain 
special permission for entry from Customs at any open port prior to 
arrival. 

(c) Restrictions: Max. 230,000 d.w.t. Max. LOA 325 m. Max. safe draft 
19.5 m. 

(d) Diameter/No. of shore pipes: Float-sink hose: 16 in.x2 lines 
connecting to manifold; sub-marine hose: 20 in. x2 lines; submarine 
pipe-line: 48 in. x1 line. 

(e) Discharging Rate: 7,800 t.p.h. (Crude oil). 

FRESH WATER: (a) Water barges available from Moji and supply about 
50 t.p.h. (b) Water from wharf supply at Central Glass Ube Cement and 
Ube Chisso wharves. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
DENSITY: 1025. 

CONSULS: None. 

REPAIRS: Sasebo Heavy Industries Co., Ltd., Moji; Kitakyushu Iron 
Works, Tobata; Ube Dockyard Co., Ltd. 

DRY DOCKS: None. 

GANGWAY/DECK WATCHMEN: Not specially required unless 
passengers or valuable cargo on board. 

OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. If any time lost by ship's crew doing this work, 
stevedores charge ship for waiting. Recommend request stevedores for 
this work unless crew can complete it before berthing. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

AIRPORT: 30 minutes by road. 

TIME: GMT plus 9 hours. Permanent. 

POLICE/AMBULANCE/FIRE: Police 110; Ambulance/Fire 119. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 day extension possible if ship stays longer. 
SERVICES: All services available. 

AUTHORITY: Ube Port Administration Office, 5-7, Minato-machi 1- 
chome, Ube City, Yamaguchi Pref. Te/: (0836) 31-3311. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. 

Dry Cargo: See “Moji’. 

Tankers: Uyeno Unyu Shokai, Yamaguchi Branch Office, Oaza Nishioki, 
Onoda-shi, Yamaguchi-ken; Cable address: Uyenoshell Ube, Domestic 
Telex: 6845-42, Tel. Ube (0836) 88-1171. 


UNO: 34.29 N. 133.57 E. 


DOCUMENTS: 

Ship’s Register. 

Last Port Clearance. 

6 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
wrist-watch, radio, firearms/swords, etc. (only at first port of call in 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo 

Manifest and Cargo Manifest in transit using specific forms. Therefore 
ship's Agent should be provided with necessary information about details 
of cargoes in advance. 
Certificates: Ship's Register to show Customs Inspector ship's 
registered, gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englen 


PILOTAGE: Inland Sea pilotage should preferably be arranged through 
Agent by cable via Choshi (Nagasaki) Radio giving 72 hours’ notice. 
Urgent correction of ETA outside business hours should be cabled direct 
to pilot station. Inland Sea Pilot Association covers all inland sea ports. 
Pilotage is compulsory for vessels over 10,000 g.r.t. Pilots obtained from 
one of three pilot stations dependent upon vessels last port of departure 
and at Master's discretion. Pilotage available throughout 24 hours and 
72 hours advance notice preferred, thereafter advising any alterations. 
Most Inland Sea Pilots also act as harbour Pilots up to berth or 
anchorage at destination. Harbour Pilots available sunrise to sunset. 
Note: VHF communication available with Inland Sea Pilot Stations. 
Also see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transiting Kii Straits). 
Position Lat. 34° 34’ N., Long. 135° 08’ E. Telegraphic address “Anjin 
Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transiting 
Bungo Channel.) Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegraphic 
address ‘“Anjin Saganoseki’. In event bad weather, recommended 
vessels proceed for shelter as near as possible having due regard to 
safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimonoseki) Straits. Position 
Lat. 33° 57’ N., Long. 131° 03’ E. 


ANCHORAGE: 
Position from 
Harbour anchorage Bottom Depth Tobisu Beacon 
No. 1 Anchorage Sand and/ 13.0 m. 323°-700 m. 
(off shipyard) or Sand/Shell 
No. 3 Anchorage 23.0 m. 043°—1,300 m. 
(Max. LOA 180.0 m.) 
No. 4 (closed port) 21.0 m. 150°—500 m. 
(May-Sept.) 
No. 4 (closed port) 21.0 m. 162°—820 m. 
(Oct.-April) 
No. 5 Anchorage 29.0 m. 023°—850 m. 
(Max. LOA 180.0 m.) 
No. 6 Anchorage 21.0 m. 025°—1,300 m. 


(Max. d.w.t. 6,000) 

RESTRICTIONS: Vessel is only able to berth at time of slack water in 
Bisan Central Passage from daybreak to before sunset. Vessel’s bottom 
clearance must be 10% of depth in passing through the passage and 
whilst in berth. 

Mitsui Hibi Wharf and Hibi Public Wharf are closed-ports. Ship's crew 
members (including Master) must get hired launch (ferryboat) for going 
ashore, this being a Japanese Customs Law. 

MAX. SIZE: See “Berthing”. 
HEALTH: Vessels usually anchor at Wada-Misaki (off Kobe), where the 
Authorities board and grant Free Pratique. 

Quarantine Officials not stationed in the port, therefore, vessel has to 
pass a quarantine inspection at Kobe (Quarantine) Anchorage (Lat. 
34° 38'N., Long. 135° 11’ E.) when vessel coming through the Kii 
Channel, Matsuyama, Mizushima, Sakaide or any other “Q” port when 
coming through the Bungo Channel, or Mutsure “Q” Anchorage (Lat. 
mb 58’ N., Long. 130° 52’ E.) when vessel coming through the Japan 

ea. 

Vaccination is available at local hospital. If vessel requires sanitary 
inspection, Officials come from Mizushima. 

RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. 
If specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

TUGS: ae join vessel at Outer Harbour area. Tug’s lines used. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 


Permissible 
Length 

Berth Length Depth Draft Overall Capacity 

(m.) (m.) (m.) (m.) (g-r.t.) 
No. 1 Pier 270 5.8-8.0 7.1 180 10,000 
No. 3 Pier 185 10 9.6 170 10,000 
Hibi Public 180 10 9.1 170 10,000 

(Closed Port) 

Mitsui Hibi 176 13 12.0 176 30,000 


(Closed Port) 
STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship's crew. 
MEDICAL: No advance notice required unless urgent. 
TANKERS: None. 
DENSITY: Winter 1022.7; Summer 1023.98. 
FRESH WATER: Available ex-shore pipe. Available by water barge, 
100 tons capacity from Mizushima. 
FUEL: Available but not bonded. Bonded fuel is available from main 
ports or oil station. 
CONSULS: No consuls available, but Marine Note of Protest can be 
attested by local notary public at Okayama. 
REPAIRS: All types of deck and engine repairs possible. 
DRY DOCKS: Mitsui Engineering Shipbuilding Co. Ltd.: 


Dry dock Length Width Depth d.w.t. 
No. 1 545 ft. 6 in. 76 ft. 1 in. 26 ft. 9 in. 20,500 
No. 2 560 ft. 74 ft. 1 in. 26 ft. 9 in. 19,000 
No. 3 670 ft. 103 ft. 3 in. 32 ft. 46,000 


Mitsui floating dock, max. size 150,000 d.w.t. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
CUSTOMS ALLOWANCES: Only allowed 60 cigarettes to take ashore 
but no spirits. 
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OPENING/CLOSING HATCHES: Stevedores carry out Opening » 
closing hatches. If any time lost by ship's crew doing this 
stevedores charge ship for waiting. Recommend request Stevedores, 
this work unless crew can complete it before berthing. 
REPATRIATION: Possible. Convenient route for crew joining is by tr 
from Tokyo/Osaka to Uno via Okayama. 

AIRPORT: Okayama Airport 25 km. Only domestic airlines; 3 flights, 
Osaka, via Tokyo, daily. 

TIME: GMT plus 9 hours. No alterations made to clocks during year 
POLICE/AMBULANCE/FIRE: Police (for emergency) Te): 1 
Ambulance Tel: 119; Fire Tel:119. ; 
TELEPHONES: No arrangements for placing telephones on board 
SHORE LEAVE: Local Immigration Offices issue shore pass vali; 
only 72 hours, but 72 hours’ extension possible if ship Stays long 
Pass may be used in Uno (Tamano City) area only. 
AUTHORITY: Tamano Port Administration Office, 8-9, Uno 1-chop 
Tamano City, Okayama Pref. Tel: (0863) 31-3211. 


AGENT: Sub-Agents of Dodwell & Co. Ltd., Tokyo. Naigai Unyu ¢ 
Ltd., Shokokaikan Bldg. 7350, Chikko Kaigan-dori Tamano- 
Okayama-ken (706). Cable Address: Naigai Tamano. Domestic Tek 
5946-869. Tel: (0863) 31-2211. 


WAKAMATSU: 33.54 N. 130.48 E. (See “Kanmon-Ko 
(See Pla 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, came 
wrist-watch, radio, firearms/swords, etc. (only at first port of cal 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo Mani 
and Cargo Manifest in transit using specific forms. Therefore shi 
Agent should be provided with necessary information about details 
cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector shi 
registered gross and nett tonnages. Valid Cargo Gear Certificat 
sometimes required by stevedores when cargo gear maintenan 
appears to be poor. 

PILOTAGE: Compulsory. Harbour Pilots and Inland Sea Pilots 
available at the pilot station or quarantine anchorage. Mutsure Pik 
Station: Lat. 33° 59’ 30” N., Long. 130° 53’ 00” E. Inland Sea pilota 
should preferably be arranged through Agent by cable via Nagas: 
Radio giving 72 hours’ notice. Urgent correction of ETA outside busine 
hours should be cabled direct to pilot station. Inland Sea Pi 
Association covers all inland Sea ports. Pilotage compulsory for vesst 
over 10,000 g.r.t. Pilots obtained from 1 of 3 pilot stations depende 
upon vessels last port of departure and at Master's discretion. Pilota 
available throughout 24 hours and 72 hours advance notice prefers 
thereafter advising any alterations. Most Inland Sea Pilots also act: 
Harbour Pilots up to berth or anchorage at destination. 

Note: VHF communication available with Inland Sea pilot station 
Also see “Shipmaster's Report” before first port. 

1. Wadamisaki, at entrance to Kobe (vessels transiting Kii Strait 
Position Lat. 34° 34.09'N., Long. 135°11'E. Telegraphic adde 
“Anjin Kobe”. 

2. Sekisaki, 3 miles South of Sekisaki Lighthouse. (Vessels transit 
Bungo Channel). Position Lat. 33° 13’ N., Long. 131° 54’ E. Telegrap” 
address ‘“‘Anjin Saganoseki’. In event bad weather, recommend 
vessels proceed for shelter as near as possible having due regai’ 
safety, to Sekisaki Pilot Station. 

3. Hesaki, at East side of Kanmon (Shimoneseki) Straits. Position“ 
33° 56’ 24” N., Long. 131° 03’ 12” E. 

ANCHORAGES: No. 5 section, Wakamatsu. Depth 9m. - 1!!! 
Capacity (g/t), 15,000x2. Also quarantine anchorage. 
RESTRICTIONS: Pilots not available after sunset. Entry and Sailing® 
controlled by the one-way signals as follows: Entry: 0800 to 1100N6 
1300 to 1500 hrs. 1 hour before sunset to sunset. Sailing: 110! 
1300 hrs.; 1500 hrs. to 1 hour before sunset. Sunset to 0800" 
Easterly winds prevail in warm season, dense fog prevails someti™® 
in Spring and Winter, but generally clears in a few hours in the mom 
Tidal range about 1.5 m. and current in leading channel about 15-2 
knots, but no current in port. Due to narrow channel leading to ™ 
harbour and shallow water at entrance of channel, length and draft ¢ 
vessels are generally limited as follows: 

Buoy: Ship's length overall, 165 m.; draft, 8.5 m.; 11,000 g.rt 

Fairway leading into main harbour about 200 m. wide and 2 ™* 
long, running parallel to a breakwater and reclaimed land. In ™ 
channel, as in main harbour and fairway, vessels observe only one" 
traffic and on an outgoing signal from the shore, wait outside for oulg?™ 
vessel until channel is cleared. Vessels with draft of more than 7 © 
enter/depart only at high tide. Entry permitted only from sunrise & 
vessel to be berthed before sunset. Night departure prohibited 
MAX. SIZE: See “Berthing”. fe 
HEALTH: Radio Pratique available. Formalities will be carried out # po 
anchorage. Quarantine station 105° — 2,800 m. (800 m. squalé) 
Mutsure Lighthouse. 

RADIO: Recommended Master communicates with Agent throw 
Choshi Radio or Nagasaki Radio which cover all ports in 

If specially Westbound vessel, to contact Choshi, and Nort 
contact Nagasaki Radio respectively. 


)") 
in) 


. 2 tugs join vessel under Wakato Bridge at corner of fairway 
to main harbour. 
THING: No specific requirements. Pilot boarding time will be notified 
~ chip's Agent mainly by radio. 


Permissible 
Berth Length Shore 
and Length Depth Draft Overall Capacity Cranes 
wharves (m.) (m.) (m.) (m.) (grt) (tons) 
apy B 210 8.5 7.6 165 15,000 _ 
Roy 220 8.5 8.4 160 10,000 — 
soy E 160 8.1 8.1 160 10,000 _ 
soy H 150 6.4 6.4 110 2,500 — 
xoy | 150 6.4 7.0 110 3,000 _ 
aoy L 220 8.6 8.5 165 10,000 _ 
soy M 150 6.7 6.0 110 2,000 _ 
ayy N 200 6.7 6.7 160 7,000 _ 
yexryama 140 7.0 6.8 140 “No limit 1x3, 2x2.3 
isahi Glass 150 8.5 8:5 150 “s 1x3, 1x2 
mata Shoko §=—«.: 150 8.5 8.5 150 * _— 
TW) 
yasubishi 
Coal) OKG 160 8.4 8.4 160 ‘i 2x4 
semical Ind. 
OKJ 180 8.3 8.3 160 9 1 shiploader 
iyosaki OD1 140 8.0 8.0 150 ie — 
iokyo Whart 
OD2. 120 7.0 7.0 120 “ _ 
dophin Wharf 
HD 1 (Logs) 10.0 9.0 190 a — 
HD 2 (Logs) 10.0 9.0 170 A 
HD 3 (Logs) 10.0 9.0 200 _ — 
Subject to draft. 
3RIDGES: Wakato Bridge. Height of mast limited to 38 m. for passing 
der bridge. 


sIEVEDORES: At least 24 hours prior notice excluding Sundays and 
days required in order for Agent to arrange stevedores. Vessel must 
mstantly keep her Agent advised of ETA. If stevedores cannot 
smmence loading/unloading at time notified by the Agent, the orderers 
ast pay for waiting time. If cargo gear not rigged on berthing, 
sevedores will do same for ship's crew. Overtime surcharges 1700 — 
‘M0 hrs. (50% additional of basic stevedorage), 2100 — 0500 hrs. next 
soning (130% additional), Sundays/holidays (60% additional). 
VEDICAL: No advance notice required unless urgent. 

TANKERS: No tanker berths. 

JENSITY: Average density in port about 1019 — 1021 in Summer 
gason; 1025/1026 in Winter season. 

*RESH WATER: Available. Rate of delivery: 50 t.p.h. — 60 t.p.h. ex- 
‘ge. Minimum quantity at buoy, 10 tons; minimum quantity at No. 5 
Section, 30 tons. 

MEL: Domestic oil is available. Bonded oil will be brought from Moji, 
be or Oita with sufficient advance notice, when required. 

ARE PRECAUTIONS: No tanker berth. Each tugboat is equipped with 
‘e extinguisher system for attending emergency case at request. 
CONSULS: See “Yawata”’. 

REPAIRS: All grades deck and engine repairs afloat. 

DRY DOCKS: None. 

(ANGWAY/DECK WATCHMEN: Not 
mssengers or valuable cargo on board. 
PENING/CLOSING HATCHES: Stevedores carry out opening and 
‘sing hatches. If any time lost by ship's crew doing this work, 
‘evedores charge ship for waiting. Recommend request stevedores for 
‘swork unless crew can complete it before berthing. 

| oe ALLOWANCES: Only allowed 50 cigarettes to take ashore 
‘tno spirits. 

RPORT: See “Yawata’”. 

'ME: GMT plus 9 hours. Permanent. 

*0LICE/AMBULANCE/FIRE: Wakamatsu Water Police, tel. 093-761- 
"31; Wakamatsu Police Office, tel. 093-761-2731; Ambulance/Fire: 
"akamatsu Fire Department, tel. 093-761-4031; Defence/Rescue 
“partment, tel. 093-761-4353. 

SORE LEAVE: Local Immigration Offices issue shore pass valid for 
“y3 days, but 3 days’ extension possible if ship stays longer. 
X8VELOPMENTS: Land reclamation N.E. Wakamatsu for discharge 
marves (coal/iron ore). Depth to be 12 m. 

AUTHORITY: Kitakyushu Port & Harbour Bureau, 2-7 Nishikaigan, 
“home, Moji-ku, Kitakyushu-City 801, Japan. Tel: (093) 321-5941. 
AK (093) 321-5915. 


‘GENT: See “Tobata”’. 


specially required unless 


"WAKAYAMA: 34.13 N. 135.08 E. 


OCUMENTS: 

“hip's Register. 

‘4st Port Clearance. 

3 Crew Lists, including Passport Numbers 

5 Passenger Lists. 

! Stores List. 

' Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, camera, 
ea radio, firearms/swords, etc. (only at first port of call in 

an). 

anes Agent will prepare Inward/Outward Declaration, 1 Cargo 
th st and Cargo Manifest in transit using specific forms. Therefore 
. ’SAgent should be provided with necessary information about details 
“21goes in advance. 


(See Plan) 
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Certificates: Ship's Register to show Customs Inspector ship's 
registered gross and nett tonnages. Valid Cargo Gear Certificates 
sometimes required by stevedores when cargo gear maintenance 
appears to be poor. 
PILOTAGE: Wakayama-Shimotsu licensed Pilots. ETA advices to 
Agent. Pilot boards 1,500 m. — 2,500 m. off Wakayama Breakwater. 
Chart Nos. 1150 and 1143 (Japanese Maritime Safety Board). No pilot 
boat. Pilot boards from tug. 
ANCHORAGES: For waiting Pilot and/or berth (nature of bottom, sand 
mixed with mud.) Four anchorage points for large vessels (ore carriers 
for Sumitomo Metal) over 30,000 tons gross are provided by the Port 
Authority. Agents must apply for one when required. The position of 
each from the lighthouse (flashing white) in the Southern sector of the 
port is as follows: 
“A” — 3,000 m. — 255° 
“B” — 3,500 m. — 272° 
“C” — 4,100 m. — 283° 
“D” — 4,800 m. — 292° 
Other vessels are required to anchor in position (approx.) Lat. 
34° 13’ 30° N., Long. 135° 06’ 30” E. or nearer the shore if possible. 
(Wakayama Log Carrier): 2,000 m. 245° and 230° from Red lighthouse; 
depth about 22 m. 
RESTRICTIONS: Pilot available daytime only. Channel depth, (Southern 
Section) 9.0 m; (Northern Section) 14.0 m. 
MAX. SIZE: (Wakayama Log Carrier): South Section, LOA 160 m., 
20,000 d.w.t. draft 9.0m.; LOA 200m., 35,000 d.w.t., draft 10m. 
(Sumitomo Metal Pier, South Section): LOA 300 m., 100,000 d.w.t. or 
150,000 d.w.t. with part load, draft 14.0 m. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio or Kobe Radio which cover all ports 
in Japan. If specifically Westbound vessel, to contact Choshi, and 
Northbound to contact Nagasaki Radio or Kobe Radio respectively. 
HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health condition on board. When Free Pratique is granted by radio vessel 
will be required to submit the following documents to Quarantine Officer 
on arrival: 
Maritime Declaration of Health. Passenger List. 
Crew List. Vaccination List. 
The following vessels will not be able to get Radio Pratique: 
A vessel that has been in contact with an infected area, or a suspected 
infected area within 15 days of arrival. 
If a vessel has on board any case, or suspected cases, of infectious 
disease within 15 days of arrival. 
TUGS: Tug assistance normally commences from outer harbour. Tug 
lines used and charge included in towage. 8 tugs available, up to 3,000 h.p. 
BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 
BULK HANDLING FACILITIES: 


Max. 
Berth d.w.t. Length Depth Cranes 
Sumitomo Metal A 18,000 ee wy 
umitomo Meta 4 h 
Sumitomo Metal B 160,000 365 14.0 tags n 
Sumitomo Metal C 160,000 274 14.0 , 
Sumitomo MetalD 40,000 215 12.0 
Sumitomo Metal E 26,000 od 11.00 
(LOA) (Max. draft) 
Sumitomo Metal F 18,000 180 9.30 2x20 tons 
(LOA) (Max. draft) 


STEVEDORES: At least 24 hours prior notice excluding Sundays and 
holidays required in order for Agent to arrange stevedores. Vessel must 
constantly keep her Agent advised of ETA. If stevedores cannot 
commence loading/unloading at time notified by the Agent, the orderers 
must pay for waiting time. If cargo gear not rigged on berthing, 
stevedores will do same for ship’s crew. Overtime surcharges 1630 — 
2130 hrs. (60% additional of basic stevedorage), 2130 — 0400 hrs. next 
morning (130% additional), 0400 — 0830 hrs. (60% additional), Sundays/ 
holidays (100% additional). 
MEDICAL: No advance notice required unless urgent. 
TANKERS: Wakayama Northport (LPG Dolphin): Sumitomo Metal: Max. 
48,000 d.w.t., Max. LOA 230 m., Max. draft 12.0 m., 1x12 in. (butane), 
rate 2,700 kl. 
DENSITY: 1025 — 1030. 
FRESH WATER: Available alongside and Water boat, capacity 90 tons. 
FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
CONSULS: None. 
REPAIRS: Minor repairs only. Suwa Shipyard Co., Ltd. 

Tel. 0734-31-1694. 
DRY DOCK: None. 
GANGWAY/DECK WATCHMEN: Not specially 
passengers or valuable cargo on board. 
OPENING/CLOSING HATCHES: Stevedores carry out opening and 
closing hatches. Cost per hour per gang depending on type of cargoes. 
If any time lost by ship's crew doing this work, stevedores charge ship 
for waiting. Recommend request stevedores for this work unless crew 
can’ complete it before berthing. 
CUSTOMS ALLOWANCES: Only allowed 200 cigarettes to take ashore 
for one week but no spirits. 
REPATRIATION: Possible. 
AIRPORT: Itami, Osaka, about 3 hours by car. 
TIME: GMT plus 9 hours. No alterations made to clocks during year. 
POLICE/AMBULANCE/FIRE: Police, 110; Ambulance/Fire, 119. 
SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 9 days, but 9 days’ extension possible if ship stays longer. 
DEVELOPMENTS: Breakwater under construction in the vicinity of the 
entrance to Wakayama No. 1 Area. 


required unless 
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AUTHORITY: Wakayama Shimotsu Port Administration Office, 22, 
Chikko 6-chome, Wakayama City. Tel: (0734) 31-7266. 


AGENT: Wakayama North Port (Sumitomo Steel Mills), Sumikin Kaiun 
Co. Ltd., c/o Sumitomo Kinzoku K.K., 1850, Minato, Wakayama City. 
Tel. Wakayama (0734) 55-5151. Cable Address: Shipsumikin 
Wakayama. Telex: 05542161 Smikai J, 05542162, 05542193. 
Wakayama South Port (Lumber/log discharge), Shimamato Kaiun Co., 
Ltd., 7, 5-Chome, Chikko, Wakayama City. Tel: Wakayama (0734) 22- 
5111. Cable Address: Shimamoto Wakayama. Telex: 05542151 
Simawk J. 


YATSUSHIRO: 32.30 N. 130.05 E. (See Plan) 


PORT LIMITS: The sea surrounded by the circle with a radius of 
5,000 m. centred upon the triangulation point on Kagashima Island 
(28.7 m. high), the lines West to the respective bridges on the lowest 
Mae-kawa and Kuma-gawa, and the coast. 
DOCUMENTS: 

3 Crew Lists. 

3 Passenger Lists. 

1 Manifest. 

1 Customs. 

1 Stores List. 

1 Health Document. 

1 Bill of Lading. 
PILOTAGE: Pilot station (acting also as an Agent for foreign vessels): 

Yatsushiro Branch Office of the Nippon Tsuun K.K. located at 262-15 
Minato-machi, Yatsushiro-shi, Kumamoto-ken. Tel: 09653-7-0011 or 7- 
0012. 

Kokoku Unyu K.K. located at 262 Minato-machi, Yatsushiro-shi, 
Kumamoto-Ken. Tel: 09653-7-1101. Telex: 767503 Kounkij. 

Yatsushiro Branch office of Kitakyushu Unyu K.K. located at 3-2 
Tatema, Yatsushiro-shi, Kumamoto-ken. Tel: 09653-2-7136. Telex: 
767592 Yatsushiro Kitakyuunma. 

Yatsushiro Koun K.K. located at 9-4 Asahichuodori, Yatsushiro-shi, 
Kumamoto-ken. Tel: 09653-5-2233. Telex: 767506. 
ANCHORAGES: Within port limits. 
RESTRICTIONS: A Pilot is not available after dark, also his availability 
depends on the tidal conditions. 
MAX. SIZE: Max. d.w.t. 35,000 tons. The tidal difference between high 
and low water is 4.3 m. 
HEALTH: All the necessary procedures must be undertaken at the 
Yatsushiro-Minamata Branch Office of the Nagasaki Quarantine Station. 
RADIO: Not available. 
VHF: Not available. 
TUGS: 1 tug owned by the Jonan Unyu K.K., tugs also available from 
Miike Port in Fukuoka Prefecture. 


BERTHING: 
Quay A Length 130m. Depth 7.5m 
" B mi 130 m. A, ho Mi: 
4 Cc ¥ 165 m. FS 9.0m. 
” D 7 185 m. -f 10.0m 
= 185 m. 10.0 m 


CRANES: 7 mobile cranes and 20 shovel loaders. 

As a rule, when a vessel is secured alongside Quays A, B, C, D and 
E there is no need to use the ship's own gear. However, it may 
sometimes be necessary to use the ship's gear during loading and 
unloading. 

STEVEDORES: Arranged by ship's Agent. 

MEDICAL: Arranged by ship's Agent. 

FRESH WATER: Available from the water supply facilities operated by 
the Kumamoto Prefecture. 

CONSULS: None. 

REPAIRS: Not possible. 

DRY DOCKS: Not available. 

SURVEYORS: Not available. 

GANGWAY/DECK WATCHMEN: Watchman is not necessary. 
HATCHES: Opening and closing is done by the stevedores. 
REPATRIATION: Yatsushiro Branch Office of the Fukuoka Immigration 
office arranges necessary repatriation. 

AIRPORT: Kumamoto Airport (about 70 km. distance). 
POLICE/AMBULANCE/FIRE: The Yatsushiro Police station located at 
Nishimatsuejo-machi, Yatsushiro-shi, Kumamoto-ken. Tel: 09653-5- 
2110. 

The Yatsushiro Head Station of the Yatsushirc Fire Department 
located at 1-10 Matsuejo-machi, Yatsushiro-shi, Kumamoto-ken. 
Tel: 09653-2-6181. 
EMERGENCY CO-ORDINATION CENTRE: Yatsushiro Branch Office 
of the Misumi Maritime Safety Department. Tel: 09653-7-1477. 
TELEPHONES: There is no arrangements for placing telephone on 
board. 
STORING: See “Prelims”. 

T:eK68. 
Yes. 
Yes. 
Yes. 
Yes. 
. Yes. 
SHORE LEAVE: Shore passes are to be issued at the Yatsushiro 
Branch Office of the Fukuoka Immigration Office. 
DELAYS: Delays will be expected when quays are occupied by vessels 
or a Pilot cannot go on board because of the tidal conditions. 
AUTHORITY: Yatsushiro Port Office of the Kumamoto Prefecture, 249 
Minato-Machi, Yatsushiro City, Japan. Te/: 09653-7-0632. Contact: Port 
Office Superintendent. 


AGENT: Yatsushiro Branch Office of the Nippon Tsuun K.K., 262-15 
Minato-machi, Yatsushiro-shi, Kumamoto-ken. Cable Address: Nexco 
Yatsushiro. Tel: 09653-7-0011. 


1002 


OAROL 


YAWATA: 33.52 N. 130.49 E. 
(See “Kanmon-Ko”) 


DOCUMENTS: 

Ship's Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, Came 
wrist-watch, radio, firearms/swords, etc. (only at first port of ca) 
Japan). 

Ship's Agent will prepare Inward/Outward Declaration, 1 Cargo Mani: 
and Cargo Manifest in transit using specific forms. Therefore 
Agent should be provided with necessary information about details 
cargoes in advance. 

Certificates: Ship's Register to show Customs Inspector 
registered gross and nett tonnages. Valid Cargo Gear Centifics 
sometimes required by stevedores when cargo gear maintenay 
appears to be poor. 

PILOTAGE: Harbour Pilotage: Compulsory for entry, departure 
when passing through Straits if vessel exceeds 10,000 g.r.t. depany 
Pilots embark Eastbound vessels at Mutsure Quarantine Anchors 
(see “Moji’’), Westbound vessels at Hesaki Quarantine Anchorage ( 
“Moji”). Two Pilots embark vessels exceeding 20,000 gross ty 
charging 180% pilotage. 

Sea Pilotage: Vessel approaching from East obtain Pilot by ra 
request made at least 24 hours in advance. Pilot embarks 3 miles So, 
from Sekisaki Lighthouse; Lat. 33° 13’ N., Long. 131° 54’ E. 

Pilots should be kept closely advised of accurate ETA pilot station 
any changes, Masters requested radio immediately to pilot offices dix 
or through Agent reporting revised ETA. Cable addresses of pilot offic 
Harbour Pilot, “Kanmonpilot Moji. Inland Sea Pilot, “Anjin Mo) 
Require 24 hours’ notice of ETA, but can attend with 2 — 3 hours’ not 
in emergency cases. 

ANCHORAGES: No anchorage at Yawata, but quarantine anchora 
used in essential cases. See “Health”. 
RESTRICTIONS: 7 
(a) Because of narrow channel leading to Yawata and shallow wa 
at entrance of channel, length and draft of vessel limited, exes 
for berthing at Nishi-Yawata Wharf, where 20,000 gross tonna 


(See Ply 


with 200m. length overall and 8.3m. draft may | 
accommodated. Limits: 
Wharf Buoy 
Length (overall) 166 m. 155 m. 
Draft 8.5 m. 8.5m. 
Gross tonnage 10,000 tons 10,000 tons 


Vessel slightly exceeding above may be berthed at the Pid 
discretion, subject weather conditions and efficiency of engi 
steering, etc. 

(b) Fairway leading into main harbour about 200 m. wide and 2 mil 
long, running parallel to breakwater and reclaimed land. Int 
channel, as in main harbour and fairway to Yawata, vesst 

_ observe one-way traffic and, on a “not-clear” signal from she 
wait outside for outgoing vessels to clear channel. Vessels 
draft of more than 7 m. can enter/depart only at high tide. 

(c) Entry permitted only from sunrise and vessels to be bert 
before sunset. Night departure prohibited. 

(d) Wakato Suspension Bridge crosses channel between Tobata@ 
Wakamatsu. Height of bridge from water line at fairway 42.675! 
at spring high tide; height of mast of vessels passing under brid} 
limited to 38 m. 

(e) Easterly winds prevail in warm season. N.W. winds in Wine 
Dense fog sometimes in Spring and Winter, but generally o# 
in morning. Tidal range about 1.2 m. Tidal current in chan 
about 1.5 to 2.5 knots, but no current in port. 

(f) Port privately owned and controlled by Nippon Steel Corp. 

MAX. SIZE: See “Berthing”. 
HEALTH: See “Moji”. 

(a) Quarantine station at Western entrance: 0.5 mile East of Muls# 
Lighthouse Lat. 33° 58’ 15” N., Long. 130° 53’ 43” E. 

(b) Quarantine station at Eastern entrance: 125°, 1,500 m. 
Hesaki Lighthouse Lat. 33° 56’ 24” N., Long. 131° 30' 12°E 

(c) Quarantine inspection not ailowed inside port except we 
weather or other special reasons prevent quarantine boat 
approaching ship at anchorage. 

(d) Quarantine service is rendered from sunrise to 1 hour de®! 
sunset. 

(e) “Q" flag should be hoisted until ship in Free Pratique. 

(f) Vessels exceeding 20,000 gross tonnage may wu 
quarantine on application when they berth inside port. 

(g) When ship arrives from plague-infected or suspected area W" 
10 days after she left such place, 24 hours special quafa™™ 
required. All sanitary scuppers must be closed and garbage 
not be thrown overboard after ship reaches 60 miles off Japa 
coast. 

RADIO: Recommended Master communicates with Agent throug 
Choshi Radio or Nagasaki Radio which cover all ports in Jape 
specifically Westbound vessel, to contact Choshi, and Northbou 

contact Nagasaki Radio respectively. 

BRIDGE: See ‘Restrictions’. 

STEVEDORES: At least 24 hours prior notice excluding Sundays ® 
holidays required in order for Agent to arrange stevedores. Vessel™ 
constantly keep her Agent advised of ETA. If stevedores 
commence loading/unloading at time notified by the Agent, the 
must pay for waiting time. If cargo gear not rigged on oe 
stevedores will do same for ship's crew. Overtime surcharges ! s 
1900 hrs. (50% additional of basic stevedorage), 2100 — 0500 hs 
morning (130% additional), Sundays/holidays (60% additional). 


' 


a 


ng 


in) gicAL: No advance notice required unless urgent. 

# Vessel can keep in direct contact with port authorities in regard 
val, berthing instruction, etc, through VHF, details as follows: 

Kitakyushu (Moji) Shimonoseki 
» Call sign: “Kitakyushu Port Radio” “Shimonoseki Port Radio” 
» Location of radio facilities: The transmitting and receiving station 
” jocated at top of Mt. Hinoyama, Shimonoseki, for both the above 
radio stations 


4 Type of wave: 
: Channel: Simplex 16 (Calling, responding) 
+. Simplex 12 (Communication) 
" Simplex 14 (Communication) 
| Duplex 20 (Communication) 
hea Duplex 22. (Communication) 
PS Outport: 50 W. 


»% 4 Operating hours: 0000 — 2400. 
» Communicating range: Within a radius of 50 miles from the 


t 
ps station. ; 
§ Communicating language: English and Japanese. 
b §S: 2 tugs join vessel at corner of fairway leading into main harbour. 
nd »s lines used when vessel berths. a 
ire @THING: No specific requirements. Pilot boarding time will be notified 
soe p's Agent mainly by radio. 
ge Permissible Shore 
a o Length Depth Draft Length Cranes 
(m.) (m.) (m.) (m.) (tons) 
dio 2 Wharf) 
uth wtNo. 14 150 9.0 8.0 100 = 
15 150 9.0 8.5 120 _ 
7 16 150 9.0 8.5 147 2x12 
ae 17 150 9.0 8.5 147 _ 
es 18 179 9.0 8.5 166 2x12 
i tal Wharf) 
ice AANO. 19 180 9.0 8.5 166 1x 5 
20 180 9.0 8.5 166 x5 
sge ap or Pig Iron Wharf) 
oe siyawata 
stNo. 2 120 9.0 8.5 100 2x40 
No. O.B.2 220 9.0 8.5 200 = 


Mer yA 220 11.0 95 180 ree 
Pie Capacity for the above, no limit subject to draft and length. 
{ WKERS: No tanker berth. 
§NSITY: Average density in port about 1020 — 1022 in Summer 
son, 1024 — 1025 in Winter season. 
SH WATER: At buoys: Water barges available from Wakamatsu, 
eof delivery about 50 t.p.h. At wharves: (No. 16, 17, 18, 19, 20 and 
#-Yawata Wharf.) From hydrants: 25 t.p.h. — 40 t.p.h. For supply at 
it #-Yawata Wharf, 1 day prior notice required. Overtime charge: (0500 
S 1800 hrs.) (1700 — 2200 hrs.), 50% add.; (2200 — 0500 hrs.), 100% 
’ Gjbad weather 50% add.; Sundays and holidays, 50% add. Minimum 
ot ality at Yawata, 10 tons. Minimum quantity at Mutsure Anchorage, 
ions. 
nis Domestic oil is available. Bonded oil will be brought from Moji, 
teor Oita with sufficient advance notice, when required. 
f® 3 PRECAUTIONS: No tanker berth. Each tugboat is equipped with 
eextinguisher system for attending emergency cases. 
WSULS: British Consul, who is also acting Swedish Consul, is 
Sioned with Holme Ringer, Moji (tel. 093-331-1311). American Consul 
toned at Fukuoka (tel. 092-751-9331). Korean Consul stationed at 
4voka (tel. 092-771-0461). 
AIRS: All types of deck and engine repairs possible. 
*Y DOCKS: No dry dock available. 
_ §NGWAY/DECK WATCHMEN: Not 
&" ‘ssengers or valuable cargo aboard. 
8! PENING/CLOSING HATCHES: Stevedores carry out opening and 
Sing hatches. If any time lost by ship’s crew doing this work, 
*edores charge ship for waiting. Recommend request stevedores for 
‘work unless crew can complete it before berthing. 
4STOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
£90 spirits. 
#® PATRIATION: Possible. 
#PORT: Fukuoka Airport; approx. 70 km. 
” 4) International line: 
JAL, for Pusan (Tuesday and Thursday); 
en for Taipei-Hong Kong (Monday and Thursday); 
CPA, for Taipei-Hong Kong (Wednesday and Saturday); 
KAL, for Pusan-Seoul (Mon., Tues., Wed., Fri., and Sat.). 
#€ 0) Domestic line: 
JAL and ANA, regular service. 
:GMT plus 9 hours. No alterations made to clocks during year. 
g0 “UCE/AMBULANCE/FIRE: Yawata Police Station, tel. 093-671- 
%!; Wakamatsu Water Police, Yawata Port branch, tel. 093-681-3475; 
Ww “oulance/Fire, Yawata Fire Department, tel. 093-671-4831. 
ne SAVICES: Tank cleaning, sand blasting (Fuji Co., Tobata), chemical 
S| “ing (Fuji Co., Tobata). Hold cleaning (Tsuyama Kosan K.K., 
se ‘ala; Fuji Co., Tobata). Compass adjusting (Kajiwara Koki, 
"onoseki). DF calibration (Nippon Radio Co., Tobata). Life-raft 
9 *Ycing and inspection (Kikutani Sengu, Shimonoseki; Marinair 
“ational, Kobe; International Marine, Kobe; Marine International: 
fo 0hama and Tokyo); this service requires name of maker in advance. 
af and radar repairs available, but requires name of makers/type of 
“Machine in advance. Laundry (Sunrise Cleaning, Tobata; Moji Dry 
nd Shing, Moji). Watchmen service available. Charts: only Japanese 
si MS available locally; BA and HO charts can be obtained from Kobe 
ot Yokohama respectively, with adequate notice. Grain fitting (Ushio 
KS Fa ji; Fuji Sobi, Moji); this work is usually carried out at Moji (public 
9: iV Fumigation (Toyo Fumigation Co., Moji), this work is not permitted 
- 4wata but at Moji. Floating crane, capacity 200 tons (Kondo Kaiji, 
wt *amatsu; Nichibei Kosan). Diver (Nippon Salvage Co., Moji; 
ama Kosan, Wakamatsu). Salvage service (Nippon Salvage, Moji) 
“ing service (Fuji Co.). 
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TELEPHONES: Nippon Senpaku Tsushin K.K. available at Moji (tel. 
093-331-1089). In case of Mutsure anchorage, extra boat charge and 
personnel expenses will be incurred. Due to insufficient number of 
telephones require adequate advance notice for installation. Suitable 
ship's electrical voltage; DC — 22/28 v. AC — 100 v. 110 v. 120 v. (to 
keep at least within 10 v.). 

SHORE LEAVE: Local Immigration Offices issue shore pass valid for 
only 3 days, but 3 days’ extension possible if ship stays longer. 
GENERAL: Whenever vessel takes bunkers in port, advisable to close 
deck scuppers’ holes before pumping in order to avoid overflow oil into 
sea. 

DEVELOPMENTS: All the present discharging berths (wharves) for 
coal, ore (including Nishi-Yawata Scrap Wharf) converted to loading 
berths. 

AUTHORITY: Kitakyushu Port and Harbor Bureau, 2-7 Nishikaigan, 
1-chome, Moji-ku, Kitakyushu City, 801 Japan. Tel: (093) 321-5941, 
(093) 321-5941. Fax: (093) 321-5915. 


YOKKAICHI: 34.57 N. 136.38 E. 


DOCUMENTS: See “Yokohama”. 

PILOTAGE: Not compulsory; Pilot available at Lat. 34° 56’ 15” N., Long. 
136° 40’ 40” E. Vessels requiring Pilot cable Agent at least a day ahead 
advising exact ETA pilot station. 

Wireless station for communicating with entering ships and for other 
port business, call signal JCZ. Radio wave in use is A1.A2 500 kHz and 
A1.A2 486 kHz, output A1 50 W. and A2 110 W. Zone of communication 
about 100 km. 

Yokkaichi Signal Station also equipped for assigning berths to entering 
ships and for other port business. VHF communication available, call 
signal Yokkaichi Port Radio, Channel 16. Working Channel 14, 0600 hrs. 
to 2000 hrs. any day. 

Also see “Nagoya” — “Pilotage: Shipmaster’s Report’. 
ANCHORAGES: Vessels anchor in position Lat. 34° 56’ 15” N., Long. 
136° 40’ 40” E. where Authorities board and grant Free Pratique; 
Max. depth 13 m. 

RESTRICTIONS: Entry restricted by vessel's draft and Pratique. 
Max. draft inside port 12 m. Quarantine Authority attend vessel usually 
from dawn to sundown on any day. Berthing daytime only. Unberthing 
any time except tankers daytime only. 

MAX. SIZE: Max. permissible draft inside port 12 m. 


(See Plan) 


Tankers: 
Max. Max. Max. 
Berth d.w.t. LOA Safe Draft 
(m.) (m.) 
Showa Outer SBM 275,000 335 19.30 
Showa Inner SBM 170,000 300 15.80 
Showa Wharf “E” 32,000 232 10.50 
Daikyo SBM 230,000 330 19.50 
Daiyo Umaokoshi Pier 60,000 240 9.80 


HEALTH: Request for Radio Pratique to be addressed to Agents not 
less than 12 hours before arrival. 
SPECIALISED CARGO HANDLING FACILITIES: 
Bulk Cargoes: No. 2 Wharf has a cereal silo which can store 56,840 tons 
of imported grain. 2 pneumatic unloaders with unloading capacity of 
300 t.p.h. per machine at the Northern berth of the pier to connect the 
silo with conveyors. 
Containers: One deep-sea container berth of 280 m., quay length and 
minimum water depth of 12m., incorporating a Ro-Ro ramp. 
Two 37.5 ton and 44.5 ton Hitachi container cranes. Container yard and 
marshalling yard area of 58,750 sq.m. Three TCM straddle carriers, 
3 forklift trucks (10 tons — 25 tons), 15 tractors, 35 trailers. Container 
freight stations at Asake 5,940 sq.m. Wool centre 46,768 sq.m. 
Facilities of Container Terminal: 

1. Total area 58,750 m. 

2. Container berth: Length 280 m., depth 12 m., mooring capacity 
25,000 d.w.t. x1 berth. 

3. Cargo handling equipment: Ramp-way 1 unit, container cranes 
2 sets, 144.5 tons, 137.5 tons. 

4. Transport machine: Straddle carrier, 3 units, 1 x 40 ft., 220 ft.; fork 
lift 3, 1x25 tons, 1x20 tons, 110 tons. 

5. Container yard: Container yard 6 yards, 29,730 m. refrigerated 
container yard, one yard 1,275 m. 

6. Other relevant facilities: Chassis yard 5,740 m.; wool centre 
46,768 m.; cold store 4,664 m.; meat centre 3,335 m. 
Liquid Chemicals/LPG Carriers: 

Operator: Yokkaichi LPG Terminal Co. Ltd. 

Location: Lat. 34° 50’ 05” N., Long. 136° 40’ 00” E. 

Max. Mooring Capacity: 67,000 d.w.t. 

Depth of Water: Passage: 12 m. 

Berth: 12 m. 

Max. Acceptable Length: 255.46 m. 

Max. Acceptable Draft: 10.50 m. 

Tidal Range: Zero to plus 2.36 m. 

Side Berthing: Starboard 

Type of Unloader: Chiksan Arms. 

No. of Receiving Lines: 2 liquid and 2 vapour. 

Size of Manifold Flange: Liquid 12 in., vapour 8 in. ASA-150. 

Manifold Configuration: From forward to aft — bv-bl-pl-pv. 

Max. Airdraft Manifold: 19.00 m. 

Remarks: Safety Pledge letter has to be filed with Port Authority. 
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TIDE: Tidal current of Ese Bay runs Northward along East side of Mie 
Prefecture and turns round at mouth of Kiso River and runs Southward 
for Chita Peninsula. 


Tidal level: High tide Tidal level (average) +7.74 ft. 
Mean tide +4.30 ft. 
Low tide +0.00 ft. 


TUGS: Normally stand-by to assist vessel inside breakwater of entrance 
to fairway; tug’s lines used. 


BERTHING: 
Berth No. Depth Length 
(m.) (m.) 
1 8.0 161.0 
2-3 8.5 245.0 
4-5 9.0 215.0 
6 3.0 179.0 
8 10.0 190.0 
9 10.0 200.0 
10 Ba 200.0 
11 10.0 200.0 
12 5.0 140.0 
13 11.0 245.0 
14 10.0 220.0 
15 10.0 220.0 
16 75 114.0 
17-18 55 163.0 
19-21 5.0 210.0 
TANKERS: 
Berth Product Shoreline Discharge 
Rate (t.p.h.) 
Showa Outer SBM Crude Oil 16 in.x2 8,350 
Showa Inner SBM Crude Oil 12 in.x2 5,000 
Showa Wharf “E” Naphtha 12 in.x1 1,000 
Fuel Oil 12in.x1 1,000 
Kerosene (Load) 10in.x1 300/500 
Lub Oil (Load) 3in.x1 200/300 
Daikyo SBM Crude Oil 16 in.x2 5,000 
Daikyo Umaokoshi Crude Oil 12 in.x2 3,000 
Pier 1 (Chicksan) 
Fuel Oil 12 in.x1 3,000 
Naphtha 6 in. x2 350/400 
Kerosene (Load) 6 in. x2 380/400 
Daikyo Umaokoshi Crude Oil 12in.x1 3,000 
Pier 9 (Chicksan arms) 
Fuel Oil 12 in.x1 3,000 
(Chicksan arms) 
Naphtha 6 in. x2 350/450 


Attention is drawn to the manual ‘Safety Standards on Discharge 
Operations for Crude Oil Tankers”, which will be handed to the Master 
on arrival by the Berthing Master and which are to be strictly adhered 
to. Apart from request for the normal international safety precautions for 
tankers, it contains several regulations which could cause considerable 
delays to vessels if not taken into account when planning discharge/ 
ballasting operations. 

Such regulations are: 

1. Ballasting operations shall commence between sunrise and 
90 minutes before sunset. 

2. Berthing operations shall be performed so that discharge 
operations can be commenced between sunrise and 90 minutes before 
sunset. 

3. Unberthing shall be conducted only between sunrise and sunset. 

4. Discharge operations shall be suspended when malfunctions occur 
to the vessel or discharge facilities or at other times when in the 
judgement of the Master and the Berthing Master, it is necessary to 
suspend operations. 

It is therefore of utmost importance that the planning/timing of port 
operations are carefully drawn up and fully discussed with the Berthing 
Master prior to commencement in order to reduce delays to a minimum. 
The good operational conditions of ship's equipment (pumps, etc.) and 
awareness of personnel are of equal importance. 
DENSITY: Average 1025. 
FRESH WATER: Available, rate of delivery 50 t.p.h. from shore pipes 
at Government wharves; 100 tons from barge; before 2200 hrs. 
additional cost 50%; after 2200 hrs. additional cost 100%. 
FUEL: Most domestic and bonded oil available, ex-barge. 

Minimum 5 days’ notice required. 
CONSULS: None. 
REPAIRS: Minor repairs only. 
AIRPORT: No airport. 
POLICE/AMBULANCE/FIRE: Police, Tel: 110; Ambulance/Fire, Tel: 
119. 
TELEPHONES: Telephone can be arranged from shore connection at 
Government wharves. No connections at tanker berths. 
SERVICES: Technicians for vessel's instruments can be arranged from 
other ports. 
REGULATIONS: Under adverse weather conditions: 
1. If a typhoon is reported approaching, and upon advice from refinery 
representative, loading or unloading operation will be suspended and 
vessel will leave berth to a designated area for refuge. 
2. During a violent thunderstorm, cargo work will be stopped upon 
receiving order from refinery, and vent-line valves securely closed. 
3. During stormy weather, with gusty winds condition, Master shall 
follow weather reports closely and shall endeavour to prevent any 
accidents by taking all possible precautions, such as reinforcing mooring 
ropes and arranging adequate emergency personnel to stand-by for any 
emergency. 
Liability for Accidents: \f accident is judged by Maritime Safety Office 
and Port Captain to be ship's fault, either through negligence of these 
Safety Regulations or otherwise, Master shall immediately cease 
operations, if necessary, and simultaneously follow in good faith the 
instructions of refinery and Port Captain, and take all necessary actions. 
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Master shall inspect and verify cause of accident in the pre: 
refinery representative and ship's Agent, and shall be held res; 

for reporting the accident, in writing, to the parties concerned, Until 
is completed and full agreement reached with refinery represen 
the vessel shall not leave the jetty, unless otherwise requested 
actual confirmation of the accident, and damage liability, Public Sup, 
(Messrs. Japan Marine Inspections Co. Ltd.) is fully entitled to ing 
the accident. 

GENERAL: Lightening: Not allowed, except a cargo of oil or che 
DEVELOPMENTS: New container berth (Berth No. 70) will be ready, 
1991. 

AUTHORITY: Yokkaichi Port Authority, 9-1, Chitose-cho, Yokkaichi ¢y 
Mie Pref. Tel: (0593) 53-5541/6. 


AGENT: Sub-agents of Dodwell & Co. Ltd., Tokyo. 

Dry Cargo Vessels: Yokkaichi Warehouse Co. Ltd., 6, Chitose. 
Yokkaichi Mie-ken, Cable address: Soko Yokkaichi. Domestic Tee 
04948-179 Yonso J. Tel. Yokkaichi (0593) 53-5211. 

Tankers: Uyeno Unyu Shokai Yokkaichi Office c/o Showa Yokkas 
Sekiyu K.K. 1, Shiohama-cho, Yokkaichi-shi Mie-ken. Cable a 
Uyenoshell Yokkaichi. Domestic Telex 0494-8276. Tel: Yokkaichi (05 
45-2271/8. 


YOKOHAMA (incl. Negishi and Tsurumi): 
35.27 N. 139.38 E. 


DOCUMENTS: 
Immigration: 

Ship’s Register. 

Last Port Clearance. 

3 Crew Lists, including Passport Numbers. 

3 Passenger Lists. 

1 Stores List. 

Customs: 

1 Declaration of Crew's Baggage, i.e. tobacco, wine/spirits, came: 
wrist-watch, radio, firearms/swords, etc. (only at first port of calr 
Japan). 

Ship’s Agent will prepare Inward/Outward Declaration, 1 Cay 
Manifest and Cargo Manifest in Transit using specific forms. Therel 
ship’s Agent should be provided with necessary information about detét 
of cargoes in advance. 

There are 3 types of berths in the Port of Yokohama. Public bet 
for common use, directly managed by the Municipal Port and Harter 
Bureau of Yokohama, that is the administration of the port; Berths® 
exclusive use owned and leased by Yokohama Port Term 
Corporation, which was founded by the local government of Yokoha" 
to construct and manage exclusive-use berths for foreign trade; # 
berths owned by public companies located in the bay. 

Shipping companies or Agents have to submit the documents for pr 
entry for all ships of more than 700 g.r.t. to the Accounting Division’ 
the Municipal Port and Harbour Bureau of Yokohama regardless’ 
berth’s type. Furthermore, they have to submit the documents show® 
the exact schedule of ships to the Marine Affairs Division. It also inclu 
the application of the unified arrangement of pilots, tugs, and '* 
handling and the Division will make the reasonable schedule list by us 
the computer and offer the arrangement service. They also submit" 
application for using a berth when ships use the public bev 
All documents’ procedure is done by special forms. 

Certificates: Ship's Register to show Customs Inspector $s?) 
registered gross and nett tonnages. Valid Cargo Gear Certifica® 
sometimes required by stevedores when cargo gear maintens? | 
appears to be poor. 

PILOTAGE: At the Ports of Yokohama and Kawasaki, ships ale © 
bound to use pilots for safe navigation in the ports. ' 

The Port of Yokohama is always very busy, and so, all movem® 
of each ship (entry, exit and shift) are controlled by the Municipal f 
and Harbour Bureau of Yokohama, the Administrator of the ® 
Shipping companies or Agents have to submit the document shor® 
all movement of the ship, which also includes an application ® 
arrangement of pilots, tugs and line-handling, to the Bureau. The Buss 
does the unified arrangement for each ship. If any change necessé” 
arrangements already made, 2 hours’ notice is sufficient to ™ 
rearrangement of them. 

The station of pilot launches is located at the rear of “Pilot Buld® 
(nearby the entrance of Osanbashi Pier). Pilots usually use a sma! 
launch and make use of tugs when it is employed at the same time? 
embarking and disembarking, especially when sea is rough. !n 
case, launch or tug with pilots on board displays “H’ flag or i? 
prescribed in international regulations. Usually pilots in poe’ 
Yokohama and Kawasaki embark or disembark near Yokohama Fa™ 
Entrance Light Buoys No. 1 and 2. But, when ships anchor inst! 
outside the port because of waiting for berths, etc., it is usual /0 
not to request pilots. In these cases ships which want to be quaf 
anchor in the quarantine area in the port and other ships anchor # 
place except for restricted area outside of the port. i 

If ships pick up pilots inside the port, pilot charge is less ® 
assessed on two stages; “From outside of the port to Yokohama F 
Entrance Light Buoys No. 1 and 2” and “from Yokohama Ff 
Entrance Light Buoys No. 1 and 2 to the quay or mooring buoys 


(See Play 


Channel: Ships which are going to enter the port of Yokohama 

fo report to Tokyo Marches of Maritime Safety Agent (“Tokyo 
ees’ is also a call sign) by 1200 hrs. of the day before passing 
Uraga Channel (in the case of ships carrying dangerous 
ges. 3 hours before passing through) and are permitted and given 
orders about passing time. After that, ships request pilots for 

3 Channel by VHF radio or ships’ telephone (call sign “Anjin 
4suka’’). At that time, ships also report the arriving time at No. 1 
«3 Channel Light Buoy (in the case of exit No. 6 Buoy). Pilots for 
~3 Channel usually embark in the area between the limit line of 
«yo Marches Control” and Uraga Channel No. 1 Buoy for entry and 


-ee quay or mooring buoys in the port for exit. 


aecommendations: To be followed by tankers of 100,000 d.w.t. or 
eewhen they navigate through the Uraga Channel with cargo loaded: 

{2 hours and 3 hours, respectively, before such a vessel expects 
.gss the Uraga Channel No. 1 Light Buoy, it should report the following 
wns to the Yokohama Maritime Safety Division. Also, after the three- 
wsinradvance report, it should keep its radio station open. This, 
ever, is not required if the vessel is Southbound: 


s) Name of vessel. 


») Signal letters, d.w.t. tonnage, type and quantity of cargo, name 
in a 3-hours-in- 


of port intended 
advance report). 


») Availability of international VHF transmitter-receiver equipment 


aboard. 


4 Time at which the vessel expects to pass the Uraga Channel 


No.1 Light Buoy. 


) Refrain from sailing through the Channel when visibility is poor due 


to enter 


(not 


nick mist, etc. (less than about 1 nautical mile). 


3 Avoid sailing through the Channel at night unless it is essential to 
»s0. Follow any instruction that may be issued from the Director of 
» Yokohama Maritime Safety Division as to the time for sailing through 


» Channel. 


4 Maintain look-out at the bow and listen to regular weather reports. 
5 Between the neighbourhood of the Uraga Channel No. 2 Light Buoy 
that of the Uraga Channel No. 5 Light Buoy, avoid overtaking other 
«sels (weighing about 500 g.r.t. or more) unless it is essential to do so. 

WCHORAGES: 12 m. — 26 m. in Quarantine Anchorage, and 26 m. — 


required 


JAPAN 


RESTRICTIONS: In the Port of Yokohama, when vessels use berths in 
public piers, conventional cargo vessels may arrive at the berths up to 
2200 hrs. and container vessels may pass through the Honmoku 
breakwater up to 2400 hrs. There is no restriction on departure. Shifting 
inside the port must be done according with the entry and exit. In the 
case of private berths, each company has their own restrictions. 
HEALTH: Radio Agent for Free Pratique not less than 12 hours and not 
more than 36 hours before arrival, advising full details of vessel and 
health conditions on board. When Free Pratique is granted by radio, 
vessel will be required to submit the following documents to Quarantine 
Officer on arrival: 

Maritime Declaration of Health. 

Crew List. 

Passenger List. 

The following vessels will not be able to get Radio Pratique: 

A vessel that has been in contact with an infected area or a suspected 
infected area within 15 days of arrival. 

If a vessel has on board any case, or any suspected case of infectious 
disease, within 15 days of arrival. 

If a vessel has no valid Derat or Derat Exemption Certificate. 
RADIO: Recommended Master communicates with Agent through 
Choshi Radio or Nagasaki Radio which cover all ports in Japan. If 
specifically Westbound vessel, to contact Choshi, and Northbound to 
contact Nagasaki Radio respectively. 

VHF: Call sign Yokohama Port Radio. (See details under ‘“Kawasaki/ 
VHF"). 

TUGS: Tugs are under control of Yokohama Kawasaki Tug Company 
and normally join ships between outer breakwater, light house and 
entrance light buoys. Number of tugs depends on pilot's decision and 
normally one or two tugs are required. Many recently built ships are 
equipped with bow thrusters and in this case only one tug is needed. 
Number of tugs also depends on the specific condition of the quay and 
weather conditions. Usually tug's lines are used and charges are 
included in towage. 34 tugs are available. 

BERTHING: No specific requirements. Pilot boarding time will be notified 
by ship's Agent mainly by radio. 

Mooring Buoys: 


tm. in other areas. For details refer to chart published by Hydrographic District sae Boake Buoys Depth 
wsion of Japan MSA. (m.) 
iAX. SIZE: See “Berthing”. : 
mers: j fl 
ine of Berth Max. d.w.t. Max. LOA Max. safe draft ‘St District Up ; Ee 
ehin Yokohama No limit No limit 19.50 m. 15.000 7 No.1.2.3.4.5.6 5.5—12.0 
Sea berth) ie Sete CC ts BO ION 
del Oil (Main Jetty) No limit 180 m. 10.00 m. HB 8.18 
eneral Sekiyu No limit 182 m. 9.30 m. nd Distri 42 20. 
weil Oil No limit 176 m. 9.20 m. end Cate yt ; et | 9.7- 98 
$2 Oil No. 5 No limit No limit 12.00 m. 
isseki Koyasu No limit 250 m. 12.00 m. 3rd District 1,000 3 N1.N2.N3.N4 
isseki Negishi A (E.) No limit 310 m. 16.70 m. 15,000 4 No.30.31.32.33. 6.5 -— 12.0 
isseki Negishi B No limit 250 m. 13.60 m. 36.37.38 
tel Sekiyu Super Berth No limit 260 m. 11.70 m. 
iyo Gas 50,000 300 m. 12.00 m. 5th District 15,000 2 KM2.KM3 10.0 
Also see Tables. 
Yblic Piers 
Mooring Number of 
Piers Length Depth capacity berths Remarks 
(m.) (m.) (d.w.t.) 
‘mmoku Pier (Public) 5,298 §.5 — 13.0 20,000 3 Includes 3 container berths for 
15,000 22 common use and 5 multi-purpose 
10,000 1 berths with 5 gantry cranes. 
2,000 1 
“‘mmoku Pier 1,700 12.0 — 13.0 40,000 2 All for exclusive use. 
Yokohama Port Terminal 35,000 2 13 container gantry cranes. 
oporation’s Container Berths 25,000 2 1 Ro-Ro Ramp. 
imashita Pier 1,860 10.0 — 12.0 25,000 1 
20,000 1 
P 15,000 8 
Sanbashi Pier 966 10.0 — 12.0 10,000 6 
nko Pier 1,770 7.2-—10.2 15,000 2 Berth No. 7 is used by U.S. Army 
10,000 5 
5,000 3 
, 2,000 1 
‘Manouchi Pier 110 8.0 1,000 1 
®amachi Pier 520 7) 5,000 4 Bananas and Timber 
*koku Pier (Public) 2,110 7.5 — 12.0 30,000 red 
15,000 6 
; 5,000 4 
“™oku Pier 2,200 10.0 -—12.0 35,000 2 2 container berths and 8 liner 
'okohama Port Terminal 15,000 8 berths for exclusive use. 
_*tporation's Berth 4 container gantry cranes 
azawa Timber Pier 185 10.0 15,000 1 
Pier 1,259 9.0— 10.0 15,000 5 All are used by U.S. Army 
best 8,000 2 
e Oil 140 4.6-5.9 3,000 1 For coastwise tankers 


Isposal Facilities 


0 el A a ee De TN ee ee BE ie A ee 


1005 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, ell 


Private Piers 


Mooring Number of Kind of 
District Piers and Wharves ger Depth Capacity Berths Cargo 
(m. (m.) 
RR Te) 310i 8nd PA LE GP A a SGU LENG CLEG_LLEET UL kv 
TSURUMI-WARD 
Asia Sekiyu Wharf No. 3 120 7.5 4,000 1 Oil Products 
No. 4 32.5 6.0 3,000 1 L.P.G. 
No. 5 131 t2i2 65,499 1 Crude Oil 
No. 6 140 rele 5,000 1 Oil Products 
Asahi Glass Co. Ltd. Pier 48x5 7 1,400 S Glass, Silica 
Ajinomoto Co. Ltd. Pier 113 9 10,000 1 Grain 
Azuma Kaiun Pier 64 6.9 3,000 1 Steel Materials 
Ensuiko Berth 100 9 20,000 1 Sugar Cane 
Osaka Cement Co. Ltd. Pier 96 < 5,000 1 Cement 
Kobe Seikojo Co. Ltd. Yokohama Pier 72 4.5 700 1 Steel Materials 
Showa Sangyo Co. Yokohama Pier 169 9.2 20,000 1 Grain 
Showa Shell Pier 70 8 5,000 1 Oil Products 
Showa Shell Co. Super Tanker Berth 87 12 80,000 1 Oil Products 
No. 1 Pier 90 10.8 33,000 1 Oil Products 
Sakai Canal Pier 387 4.5 1,500 10 Petroleum 
Daito Yugyo Yokohama Pier 91 7.6 4,000 1 Petroleum 
Daikoku Warehouse Co. Pier 87 6 1,100 1 Steel Materials 
Tokyo Electric Power Co. Ltd. 
Yokohama Power Plant Pier No. 1 49 9 3,600 1 Heavy Oil 
No. 2 49 9 3,600 1 Naphtha 
Tokyo Gas Co. Ltd. Tsurumi Pier 228 6.5 2,000 1 Coal 
Tsurumi Pier 180 6 2,000 2 Coal 
Tsurumi Pier 141 TAS) 650 2 Coal 
Toshiba Electric Co. Ltd. Pier No. 1 31 te 4,000 1 Electrical Machinery 
No. 2 47 6 2,000 1 Electrical Machinery 
Naigai Yuso Pier 41 4 1,200 1 Oil Products 
Nippon Futo Warehouse Co. Ltd. Pier 26 6 2,500 1 Oil : 
Tsurumi Soda Pier No. 1 35 5 500 1 Salt ) 
No. 2 —No. 3 35x2 5 500 2 Fuel Oil “C” 
Nitto Kagaku Ltd. Yokohama Pier No. 3 19.5 6.1 1,273 1 Sulphur 
No. 4 19.8 6.4 1,600 1 Chemical 
Nippon Kokan Co. Ltd. Keihin Iron Works Wharf A 250 10 3,000 2 Steel Materials 
Ogishima Product Wharf B 266 11.5 40,000 1 Steel Materials 
Cc 267 12.5 40,000 1 Steel Materials 
D 250 12.5 40,000 1 Steel Materials 
Pier 68 5.5 1,500 1 Gravel, Sand 
Pier 118 4.5 1,200 2 Steel Materials, Coe 
Nippon Kokan Co. Ltd. Tsurumi Dock Yard 
East Pier 295 9.5 190,000 1 For Outfitting 
West Pier 240 6.5 8,000 1 For Outfitting 
Centre Pier 295 10 21,000 1 For Outfitting 
Mitsubishi Mining & Cement Pier A 40 4.5 1,600 1 Cement js 
B 130 7A 7,000 1 Cement 5 
Cc 90 7 3,600 1 Cement h 
Mobil Sekiyu Co. Ltd. Pier 113 10 30,000 1 Petroleum : 
Mobil Sekiyu Co. Ltd. Pier 176.7 11.6 30,000 1 Oil Products , 
Mobil Sekiyu Co. Ltd. Asahi Canal Pier 40 3.2 500 1 Oil Products 1 
Mobil Sekiyu Co. Ltd. Asahi Canal Pier 54.3 4.3 1,100 1 Oil Products lg 
Yokohama Sea Berth S.B.M 21 200,000 1 Crude Oil if 
jn 
KANAGAWA-WARD ( 
Sangyo Shinko Co. Pier 32 6 2,200 1 Steel Materials 
Showa Denko Co. Ltd. Yokohama Work Pier 267 9 21,000 1 Ore 5 
Dolphin 72 9 5,300 1 Ore ' 
Nippon Flour Mills Co. Ltd. Pier 163 9 17,000 1 Grain 1 
Nissin Co. Ltd. Pier 254 10 18,000 1 General Cargo ( 
Nippon Kokan Co. Ltd. Asano Dock Yard A 105 ene 3,800 1 For Outfitting ( 
B 93 8.5 7,700 1 For Outfitting l 
D 90 715. 7,700 1 For Outfitting 
i 252 6.1 105,000 1 For Outfitting lJ 
H 170 co 32,000 1 For Outfitting \ 
Nippon Petroleum Refining Co. Ltd. F 
Yokohama Refinery Pier A 248 12 80,000 1 Crude Petroleum $ 
B 81 rs 3,000 1 Oil Products 1 
Cc 105 8 5,300 1 Oil Products § 
D 105 7.3 5,300 1 Oil Products 
E 78 6 2,000 1 Oil Products 1 
F 65 4 1,700 1 Oil Products 4 
Yokohama Warehouse Co. Ltd. ¢ 
Suzushige Wharf No. 1 398 12 30,000 1 General Cargoes  ¢ 
No. 2 148 10 15,000 2 General Cargoes  ¢ 
No. 3 159 8 7,000 3 General Cargoes | + 
National Government Silo Pier 130 10 20,000 1 Grain l 
NTT Pier 100 7.5 6,100 1 For Cable Ships | | 
KDD Ebisu Pier 148 7 2,894 1 For Cable Ships 
NAKA-WARD Q 
Kokusai Futo Co. A, B Berth 348 ares) 170,000 1 Salt, Silica, Gran | 8 
’ 187 6.1 4,000 1 Salt, Silica, Grain Y 
G 183 4 1,000 3 Salt, Silica, Grain |" 
H Pier 87 $5 2,000 1 Ore, Salt $ 
Sumikin Transport Service Co. Ltd. Pier 190 7 3,000 2 Steel Materials 
Seitetsu Unyu Berth 85 3.5 1,450 1 Steel Materials 
Nippon Express Co. Honmoko Pier 208 11 20,000 1 Steel Materials 
Nissan Honmoku Wharf No. 1 — 2 180x2 10 18,000 2 Cars , 
No. 3 110 4.5 3,000 1 Cars is 
Mitsui & Co. Ltd. Honmoku Wharf 208 11 38,000 1 Cars, Timber 
Mitsubishi Heavy Industries, Ltd. 
Honmoku Works No. 1 335 9 120,000 1 For Outfitting 
No. 3 416 9 200,000 1 For Outfitting 
No. 4 416 . 200,000 1 For Outfitting 
No. 6 250 10 15,000 For Outfitting 
No. 7 270 10 15,000 For Outfitting 


igre Piers and Wharves 


Length 
(m.) 


Number of 
Berths 


Mooring 
Depth Capacity 


(m.) 
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960-WARD 
Ishikawajima-Harima Heavy Industries Co. Ltd. 


Yokohama 2nd Works No. 1 Jetty (South) 224 6.5 200,000 1 For Outfitting 
(North) 181 6.5 30,000 1 For Outfitting 
No. 3 Jetty (South) 250 7 200,000 1 For Outfitting 
(North) 256 8 300,000 1 For Outfitting 
No. 4 Jetty (South) 250 9 100,000 1 For Outfitting 
(North) 255 9 200,000 1 For Outfitting 
Ube Kosan Co. Pier 180 8.5 15,000 1 Cement 
Mitsubishi Mining & Cement Pier 120 5.8 499 1 Cement 
Kokan Kenzai Co. Pier 65 7 2,000 1 Steel Materials 
Electric Power Development Co. Isogo Wharf 140 Te 6,500 1 Coal 
Tokyo Gas Co. Ltd. Negishi Wharf 100 125) 57,000 1 L.N.G., Heavy Oil 
Nippon Petroleum Refining Co. Ltd. 
Negishi Refinery Pier A 532 17 260,000 1 Crude Petroleum 
B 114 13 79,000 1 Oil Products 
C2-4 105 7 4,000 3 Oil Products 
Di-4 50 5 700 4 Oil Products 
H1-3 1043 8 6,370 3 Oil Products 
H4—5 142x2 8 7,700 2 Oil Products 
L.P.G. —,No. 1 20 7 2,000 1 LSB.Gi 
L.P.G. — No, 2 10 5 2,200 1 L-P.G: 
Sulphur Pier 30 6.2 1,500 i Sulphur 
700 ton Pier 10 if 700 1 Asphalt 
Nisshin Oil Mills Ltd. lsogo Pier 310 12 55,000 1 Grain 
Domestic Pier 80 12 1,700 1 Oil 
Chichibu Cement Pier 76 5 1,500 1 Cement 
Chiyoda Refrigerator Co. Ltd. Pier 45x2 6 800 2 Fishery Products 
WNAZAWA-WARD 
Asahi Kigyo Co. Suzuegumi Warehouse Co. Pier 185 11 22,000 | Alcohol, Cement 
Asahi Kigyo Co. Suzuegumi Warehouse Co. Pier 45 7 700 1 Alcohol, Cement 
Daikoku Soko Co. Pier 80 7 2,000 1 Steel Materials 
Suzuegumi Warehouse for Ocean-Going Ships 180.5 10.8 23,000 1 Phenol, Methanol 
Coastwise Ships 15 a5 500 1 Phenol, Methanol 
Toyota Motor Pier No. 1 176 6.5 3,000 1 Cars 
No. 2 146 9.5 12,000 1 Cars 
No. 3 259 ner 50,000 1 Cars 
Cosmo Oil Co. Ltd. Pier No. 1 120 7.2 5,000 1 Oil Products 
No. 2 95.2 W fd 1,000 1 Oil Products 
Kawatetsu Warehouse Co. Ltd. Pier 75 6 1,000 1 Steel Materials 
Kawatetsu Warehouse Co. Ltd. Pier 145 6 3,000 1 Steel Materials 
Mitsubishi Heavy Industries, Ltd. 
Kanazawa Works Dolphin 132 6 2,000 1 Diesel 
TEVEDORES: At least 24 hours prior notice excluding Sundays and Discharge 
‘days required in order for Agent to arrange stevedores. Vessel must Berth Product Shoreline Rate 
ysianly keep her Agent advised of ETA. If stevedores cannot (t.p.h.) 
mmence loading/unloading at time notified by Agent, the orderers General Sekiyu Fuel 10 in.x1 600 
‘sl pay for waiting time. If cargo gear not rigged on berthing, (Tsurumi Terminal) Fuel 8 in.x1 600 
wedores will do same for ship's crew. Overtime surcharges Fuel 6 in.x1 300 
90-2130 hrs. (60% additional of basic stevedorage), 2130-0400 hrs. Mobil Oil Lub. Oil 6in.x10 300 (each) 
aimorning (130% additional). Sundays/holidays (100% additional). (Tsurumi Terminal) Fuel 12 in.x3 800 (each) 
RANES: Floating Cranes: Fuel 10 in.x4 600 (each) 
Uft No. Chemical 12in.x1 1,000 
'-100 tons 2 Chemical 8 in. x2 500 (each) 
150 tons 2 Esso Sekiyu Fuel 12in.x1 600 
‘tons and over 3 (Tsurumi Terminal) Lub. Oil 10 in.x1 200 
#90 Handling Machines: Lub. Oil 6in.x2 150/100 
*vate) Machines No. Capacity Kerosene 10 in.x1 500 
ge Sized Machines — Cranes 28 13,041 t.p.h. Soluent 6 in. x1 150 
Others oY 8,171 t.p.h. Asia Oil No. 5 Crude 10 in.x2 2,000 
oCranes and Bridge Cranes 182 12,542 t.p.h. Fuel-C 10 in.x2 2,000 
‘ole Cranes 88 13,759 t.p.h. Fuel-A 6 in. «1 500 
% Lifts 1,396 8,111 t.p.h. Gasoline 6 in. x1 600 
‘wel Loaders 63 220 t.p.h. Kerosene 6 in.x1 500 
astainers 10 183 t.p.h. LPG 6 in.x1 200 
‘addle Carriers 59 1,579 t.p.h. Nisseki Yokohama Crude 12in.x2 2,500 (Total) 
_%@ Municipal Port and Harbour Bureau and the Yokohama Port Nisseki Negoshi A(E.) Crude 12in.x3 7,500 
*minal Corporation. A(W.) Crude 12in.x3 7,500 
chines No. Capacity (tonnes) B Fuel/Crude 12in.x2 5,000 
antty Cranes 3 Each 40.6 (Rated Load) Showa Shell (Sea Berth) Fuel 12in.x3 1,800 (KI.p.h.) 
*try Cranes 3 Each 33.5 (Rated Load) Tokyo Gas LNG 12in.x2 5,000 (KI.p.h.) 
“ry Cranes 22 Each 30.5 (Rated Load) LNG (Gas) 12in.x1 9,000 (cu.m.p.h.) 
‘mer Head Crane 1 Each 50.0 (Rated Load) LPG 12in.x1 2,400 (KI.p.h.) 
*el Luffing Crane 1 Each 30.0 (Rated Load) LPG (Gas) 12 in.x1 3,000 (cu.m.p.h.) 
"ICAL: No advance notice required unless urgent. Naphtha 10 in.x1 2,000 (KI.p.h.) 
ENSITY: Average approx. 1023. Naphtha 6 in.x1 700 (KI.p.h.) 
‘NKERS: Masters of tankers seldom requested to fit reducing pieces FIRE PRECAUTIONS: Oil installations in Yokohama/Kawasaki 


“se arrival for connection of shore lines since oil installation have 
"appliances. Two slop disposal facilities, one in District No. 5 in 
“ohama which is private enterprise and can dispose of dense 
“dues, and one in District No. 1 in Kawasaki which is run by Kawasaki 
'@nd can dispose of diluted slop or oily ballast. (Also see “Max. Size”). 


fet, Discharge 
Sn Product Shoreline Rate 
‘ (t.p.h.) 
n Yokohama Crude 20 in.x2 8,000 
a Berth 
rm Shell Oil Lub. Oil 8in.x2 1,200 (KI.p.h.) 
ain Jetty 6in.x2 1,200 (KI.p.h.) 
4in.x2 1,200 (KI.p.h.) 
Fuel 8in.x6 1,200 (KI.p.h.) 
(Black Oil) 6in.x1 1,200 (KI.p.h.) 
Fuel 8in.x8 1,200 (KI.p.h.) 
(White Oil) 6in.x1 1,200 (KI.p.h.) 


generally do not allow bunker barge to come alongside ships moored 


to their berths. 
CONSULS: 


Consulate-General of Argentine Republic 
Consulate-General of the Republic of Korea 
Honorary Consulate of Paraguay 

Honorary Consulate of the Netherlands 
Honorary-Consulate-General of El Salvador 
Royal Swedish Honorary Consulate 

Royal Thai Honorary Consulate 

Royal Norwegian Honorary Consulate 
Royal Danish Honorary Consulate 
Consular Agency of Mexico 

Honorary Consulate of Colombia 
Vice-Consulate of Brazil 


Tel. 
Tel. 
Tel. 
Tel. 
Tel. 
Tel. 
Tel. 
Tel. 
Tel. 
Tel. 
Tel. 
Tel. 


641-4194 
621—4531/2 
401-3431 
651—1661/9 
211-1371 
201-4171 
651-1361 
641—-0141/7 
651-1381 
671-7277 
312-8461 
641—0097 


SHORE LEAVE: Local Immigration Offices issue shore 
only 3 days; but 3 days’ extension possible if ship stays longer. 


pass valid for 
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FRESH WATER: Available (rate 50 t.p.h.) at Honmoku Pier, Yamashita 
Pier, Osambashi Pier, Shinko Pier, Yamanouchi Pier, Mizuho Pier, 
Detamachi Pier, Daikoku Pier and 4 Automatic Vending Machines. 3 
Water barges with 280 tons capacity also available. 24 hours prior notice 
is required to supply on Sundays and National Holidays. 

FUEL: All grades of bonded bunkers are stocked in Tokyo Bay, Ise Bay, 
Osaka Bay and Kanmon Port. At all other ports bunkers will be lightered 
from the nearest bunker stock ports at maximum 7 days prior notice. 
REPAIRS: Any kind of repairs can be effected at this port. 

DRY DOCKS: The largest dry dock, owned by Ishikawajima-Harima 
Heavy Industries Ltd. (and another six smaller dry docks owned by 
Mitsubishi Heavy Industries Ltd., Nippon Kokan K.K.). Max. length, 
1,161 ft. 5in.; breadth at entrance, 183 ft. 8in.; height of sill above 
bottom dock,, 5 ft. 3 in.; depth on sill at high water, ordinary spring tides, 
20 ft. 3 in. 

CUSTOMS ALLOWANCES: Only allowed 50 cigarettes to take ashore 
but no spirits. 

REPATRIATION: Possible. 

AIRPORT: Haneda International Airport 25 km., Narita International 
Airport 100 km. and served by many regular airlines. 

TIME: GMT plus 9 hours. No alterations made to clocks during year. 
HOLIDAYS: Only observed at Public terminals. 
POLICE/AMBULANCE/FIRE: Police, 110; Ambulance, 119; Fire, 119. 
TELEPHONES: Telephones can be placed on board. 

SERVICES: Almostall requirements by ships could be met, if time permits. 
DEVELOPMENTS: Minato Mirai 21 Project: This project is designed to 
create an attractive city centre for Yokohama, one which will have the 
international and cultural qualities appropriate for a self-reliant, major 
city within the capital region of Japan, and also have the qualities 
appropriate for an international port city. This new urban centre is to be 
built in the inner port area (a total area of 186 hectares, about 110 
hectares, inclusive of the already closed Takashima Pier and the Shinko 
Pier, and some partially reclaimed area of about 76 hectares). 

The project began in 1983 and will be completed in 2000. In 

anticipation of its role in the 21st century, the plan calls for the building 
of facilities for international exchange: conference halls, green belts and 
facilities for the purpose of creating spaces with ample amenities for 
new port activities, daily life and places for people to interact and 
exchange goods and information. 
Honmoku Pier Project: To keep up with this age ot containerisation, 
D-4 Container Terminal started service in November 1984. This was 
followed by D-5 Container Terminal operating in December 1986 with a 
berth 300 m. long and a water depth of 13 m. 

At C Jetty, the number of gantry cranes was increased to boost the 
capacity for handling containers with conventional, Ro-Ro and semi- 
container ships. At present 5 such cranes are in operation. There is also 
a plan to expand the container yard by reclaiming the space between 
B and C Jetties. 

The newly reclaimed area at D Jetty completed in 1985 (about 70 
hectares) has secured space for piers and port facilities to alleviate their 
shortage. It will also be developed as a green belt of about 20 hectares 
with various amenities and the Port of Yokohama Symbol Tower to serve 
as the centre of the area. The citizens began using this tower in July 1986. 
Minami Honmoku Pier Project: The waters off the industrial zone of 
Honmoku Pier have a high development potential as an area for the 
distribution of goods because of the great water depth, its proximity to 
the Tokyo Bay Shore Road and other factors. The plan is to build deep- 
water, larger container terminals in order to respond to the expanding 
demand for container freight and the trend toward larger vessels. 

We also intend to build a new comprehensive base at the Port of 

Yokohama for distribution of goods in the next century. We hope to 
establish facilities to meet both the diversified demands of and increasing 
complexities for goods distribution. 
Daikoku Pier Project: This project envisages the construction of a 
modern pier by a 321 hectare reclamation project, which will be 
completed in two phases: Phase | includes 221 hectares, and Phase II 
is intended for 110 hectares near Daikoku Pier, Tsurumi Ward. The 
Phase | area was reclaimed in 1984. Some of the berths for ocean- 
going trampers were converted into multi-purpose berths to 
accommodate Ro-Ro ships and semi-container ships. 

Work is now in progress to improve the two large container berths to 
cope with the expanding demand for container cargoes in the Phase II 
zone. We plan to improve a complex distribution terminal to be able to 
handle diverse cargoes in a unified, efficient manner, responding to the 
trend toward diversified distribution of goods. We also plan to secure 
areas for citizen recreation activities, as part of our program to improve 
the environment, by establishing large scale green and water areas 
(about 20 hectares), at the gateway to the Port of Yokohama. 

Tokyo Bay Shore Road Project: This project calls for improving the 
160 km. long highway along Tokyo Bay, stretching from Yokosuka to 
Futtsu through Yokohama, Tokyo, Chiba and Kisarazu. There is a plan 
to build a road within the Port of Yokohama linking Ogishima, Daikoku 
Pier and Honmoku Pier, stretching to Kanazawa and Yokosuka. When 
completed, this road will serve as a central network of highways, to 
markedly improve the port functions and alleviate traffic congestion 
within the city. 

Yokohama Bay Bridge Project: To be built as part of the Tokyo Bay 
Shore Road Project, the Bay Bridge will span the Daikoku and Honmoku 
Piers, the central piers of the Port of Yokohama. It is expected to become 
one of the world’s longest cable-stayed bridges. Construction work 
started in November 1980, and will be completed in 1989/90. 
AUTHORITY: Port and Harbour Bureau, City of Yokohama, 2 
Yamashita-cho, Naka-ku, Yokohama, 231 Japan. Tel: 045-671-2874/ 
2888. Telex: 3822844 Green J. Contact: Y. Shimura, Manager of Port 
Promotion Division. 

AGENTS: Dodwell Tramp Agencies, P.O.Box 271, Yokohama Port, 5th 
Ficor, Minato Building, 33, 3-chome, Hon-ho, Naka-ku, Yokohama. Tel: 
(045) 201-6991. Cable Address: Dodtramp Yokohama. International 
Telex: J47721. 
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YOKOSUKA: 35.17 N. 139.40 E. 


DOCUMENTS: 
Customs: 

Port Call Notification. 

Cargo List. 

List of Crew's dutiable possessions. 

Passenger List. 

Crew List. 

Ship's Nationality Certificate. 

Port Departure permission paper. 
Immigration: 

Crew List. 

Port Call Notification. 

Passport or Crew Pocket Book. 
Quarantine: 

Declaration of Health. 

Crew List. 

Passenger List. 
Plant Protection Station: 

Plant Importation Inspection Application. 
Maritime Safety Agency: 

Port Call Notification. 


bil 
Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler 


(See Pi, 


Application for Loading, Transfer and Unloading of Explosives 


Combustibles. 


Application for Transport of Explosives and Combustibles. 


Port Authority: 
Port Call Notification. 
Application for use of Facility. 


PILOTAGE: In applying for Pilot at time of entry and departure, py 
station should be contacted 24 hours in advance of beginning of Pilotag 


through Agent. 44 Pilots available. 


Uraga Channel Pilots: Tel: 0468-35-6211. Telex: 3852-451. 

VHF Call sign: ‘“Uraga Channel Pilot’, on Channel 16. 
ANCHORAGES: At 4th District of Yokosuka Port. Depths 10 m. -% 
RESTRICTIONS: The 1st, 2nd and 3rd District of Yokosuka Port ung 


compulsory pilotage districts. 


Possibilities of Entry or Sailing after Sunset: 


Nagaura Pier: 


Entry — 0600 hrs. to 1800 hrs.; Sailing — 0600 hrs. to 2200 hs 


Yokosuka Shin-ko: 
Entry 
MAX. SIZE: See “‘Berthing”’. 


— 0600 hrs. to 1700 hrs.; Sailing — 0600 hrs. to 1700 hs 


HEALTH: Radio Pratique available. Authorities board at anchoras 
Quarantine Station to be informed in advance name of last port, shi 
name, tonnage, number of crew, number of passengers, shp 
nationality, etc. In event any suspected disease, Agent should » 
advised. When isolation of ship needed, it will be transferred 
Nagahama Quarantine Station in Yokohama. 


RADIO: Local radio station. 


BERTHING: Agent submits application for berth to Port Author 
(Nagaura and Kurihama Port Offices and Yokosuka New Port Why 


Company). 
Max. Size 
Berth Depth Length Draft —Length/g.r.t. 
(m.) (m.) (m.) 
Nagaura Pier 
No. 1 9.0 150 8.7 15,000 g.r.t 
No. 2 10.0 200 9.7 210m 
21,000 grt 
North Dock 10.7 85 10.9 about 
dolphin Plus 200 m 
Tide 
South Dock 4.9 about 80 5.0 2,000 g.r.t. 
dolphin 
East Dock 7.8 about 90 8.0 
dolphin 
Yokosuka Berth 
No. 6 9.4 118 8.0 
No. 7 9.7 118 8.2 
No. 8 10.6 225 9.0 
South 8.2 64 7.2 
No. 9 4.2 160 3.7 
No. 10 10.0 150 8.5 
No. 11 11.6 150 9.5 
No. 12 7.3 280 6.7 
No. 6 Dock 12.6 317 941 
Berth No. 14 12.6 150 9.1 
Berth No. 15 12.6 167 9.1 
Berth No. 16 12.6 167 9.1 
Berth No. 17 12.6 150 9.1 
No.5 Dock 10.0 307 9.1 
No. 4 Dock 7.82 227 6.8 
New Port 
Pier No. 1 5.5 90 5.0 2,000 d.w.t 
Pier No. 2 5.5 90 5.0 2,000 d.w.t 
Pier No. 3 75 130 6.5 5,000 d.w.t 
Wharf No. 1 10.0 200 9.0 15,000 d.w.t 
Wharf No. 2 10.0 200 9.0 15,000 d.w.t. 
Nagaura Buoys 
C1 12.7 190 11.7 20,000 g.r.t 
c3 13.3 160 12.3 20,000 g.r.t 
C4 13.2 250 12.2 20,000 g.r.t 
C5 12.1 270 11.1 20,000 g.r.t 
C6 11.3 170 8.9 10,000 g.r.t 
C8 8.5 130 7.56 3,000 g.r.t 
N2 —N6 7.2 110 6.2 3,000 g.r.t 
N5 7.0 100 6.0 3,000 g.r.t 
N14 6.1 100 55 3,000 g.r.t 
N16 6.1 100 5.5 3,000 g.r.t 
Kurihama 
No. 1 Pier 
(Nichiro) 6.5 220 6.0 8,000 g.r.t 
No. 2 Pier 
(Shingan) 6.6 130 6.1 8,000 g.r.t 


Remarks 


At high tide 
In good weate 


Across sill 515° 


Across sill 32'° 


Across sill 253° 


| 
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aos: Can be arranged through Agent. Tugs normally join vessel in 
ly when vessel enters Nagaura and New Port, and in 7th District 
renters Kurihama. Tug’s lines to be used. Charge for tug’s lines 
aged in charge for tug. 

“@yEDORES: Agent will arrange stevedores. 

OiCAL: Agent can arrange doctor who understands foreign 


ages 
x ERS: No berthing facility for commercial tankers. Only U.S. Naval 
«e Yokosuka, has berthing facilities. 
_agsH WATER: Available by barge or ex-wharf. 50% additional charge 
_. ase of bad weather or out of office hours. 
gi: Most grades of domestic and bonded oil are available from 
4onama or Kawasaki. 
»NSULS: None. 
alRS: Dockyards available for all repairs. 
DOCKS: 1 — 475 19.5 ft.; 1 — 352 15.75 ft. 5 large-size slips; 
ging wharf. 
uNGWAY/DECK WATCHMEN: Agent arranges watchmen. 
9gNING/CLOSING HATCHES: Stevedores or crew. 
ssT0MS ALLOWANCES: Tobacco: 2 packets per day. Spirits: 
sie when more than 1 month voyage; 2 bottles when more than 
inonths voyage. 
@ATRIATION: No facilities exist. If necessity occurs, Yokohama 
engration Office will attend. 
\RPORT: 40 km. to Tokyo International Airport. 
‘WE: GMT plus 9 hours. No alterations during year. 
UDAYS: Cargo work usually daytime. On Saturday afternoon and 
say, National holidays, Municipal Inauguration Anniversary, and 
ember 31, January 1, 2 and 3 no cargo work. 
UCE/AMBULANCE/FIRE: Police, 110; Ambulance/Fire, 119. 
SLEPHONES: Facilities now underway. 
SNERAL: Port situated in city confines, a portion of port is used by 
ySOF and also by the U.S. Navy according to Japan-U.S. Security 


veaty. 
WHORITY: Nagaura Port Office, Mubanchi, Minato-machi, Taura, 
iwosuka City. Tel: (0468) 61-3419. 

2ot & Harbour Dept., Yokosuka City, 11, Ogawa-cho, Yokosuka City. 
¥ (0468) 22-4000. 

GENT: Sub-Agent of Dodwell & Co., Tokyo. Sagami Unyu Kabushiki 
sha, Taura Minato-Machi, Yokosuka-shi, Kanagawa-ken. 

Cables: Sagami Yokosuka Taura. Tel. Yokosuka (0468) 61-5361. 
Telex 03852-528. 


NOTES 
Please also advise Shipping Guides Ltd. 


JAPAN 


1009 


\ a 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


Jordan 


AQABA: 29.31 N. 35.01 E. (See Plan) 


LOCATION: The commercial sea port of Aqaba is the only outlet to the 
Hashemite Kingdom of Jordan, and is situated at the top of the Gulf of 
Aqaba at Lat. 29° 31’ N., Long. 35° 01’ E. 

The Passenger and Container Terminals lie approximately 3 miles to 
the South of the main port. 

The New Oil Exporting Jetty lies approximately 8 miles to the South 
of the main port. 

The Fertiliser Industry Terminal lies approximately 12 miles to the 
South of the main port. 
PORT LIMITS: The Southern limit of the port is an imaginary line 270° 
from Al Derrah Point (Saudi Border); about 12.5 miles from the main 


port. 
DOCUMENTS: Documents required by the authorities for cargoes: 


1 copy of all dangerous goods on board showing IMO & UN numbers. 


6 copies unfreighted Manifest, showing IMO & UN numbers for 

dangerous goods. 

2 copies of unfreighted Manifest for Free Zone if vessel has Free 

Zone cargo. 

1 set of non-negotiable Bills of Lading. 

All Manifests should bear the following clause: ‘This is to certify that 
the above vessel has not called and is also not scheduled to call at any 
Israeli ports nor is owned by any Israeli Company, also it is not included 
in the Black List”. 

All the above documents are to be airmailed to the Agent's Head 
Office in Amman and not Aqaba. 

Documents Required by the Authorities for Free Pratique: 

7 copies Crew List. 

7 copies Passenger List. 

1 copy Stores List. 

1 copy Crew Declaration List. 

1 copy Vaccination List. 

The Following Forms to be Filled: 

2 copies of Maritime Declaration of Health. 

1 Customs Declaration Form. 

2 copies Vessel’s Specification Form. 

1 copy Pilotage Form. 

The Following Documents to be Produced for Checking: 

(a) Log Book. 

(b) Ship's Registry Certificate. (Kept by the Port Authorities until 

departure). 

(c) Derat Certificate. 

Shipmaster'’s Report: November 1988. 
Customs: 3 copies Crew List. 
1 copy Bonded Stores List. 
1 copy Crew Declaration. 
Agent: 3 copies Crew List. 
Quarantine: 3 copies Crew List. 
1 copy Maritime Declaration of Health. 
2 copies Vaccination List. 
Immigration: Photograph for shore passes (compulsory). 


PILOTAGE: Pilotage is compulsory for all vessels above 150 n.r.t. for 
berthing, unberthing and entering the near (East) anchorage area. 
Pilotage is obtained from the Harbour Master through Port Control. Ships 
in harbour requiring a Pilot should call the Pilot via Aqaba Port Control 
Radio (VHF Channel 16, working Channel 12) 1 hour before ship is 
ready to move. Advance notice of the ship's requirement of pilot service 
should be given to the Agent who should advise the Harbour Master or 
his representative. 

It should be noted that vessels may proceed to sea from the anchorage 
without taking a Pilot, but for ships leaving the berths alongside, pilotage 
is compulsory. Sound signals are prohibited. 

Ships intending to go to anchorage, cargo berths or bulk export berths 
should wait for Pilot 1 mile to the West of the Phosphate Berth. 

Ships intending to berth alongside the Floating Berth (Yarmouk) or 
Container Terminal should wait for Pilot 1 mile to the S.W. of these 
berths. 

Ships intending to berth alongside the Fertiliser Berth or the new Oil 
Jetty should wait for Pilot 1 mile to the S.W. of these berths. 

The vessel has to supply the following information to the pilot station 
when requesting a Pilot: 


(a) Name of vessel; (e) Maximum draft; 
(b) Nationality; (f) Gross and net tonnages; 
(c) Agent's name; (g) Cargo for Aqaba; 


(d) Overall length; (h) Any special characteristics of vessel. 
ANCHORAGES: About 0.6 miles from shore in depths of 15 — 30 
fathoms. Ships awaiting discharge can easily anchor in deep water 
anchorage which can accommodate 9 large vessels. 

Anchorages 1-5 are called inner anchorage and are used for ships 
discharging cargo into barges. The remainder (6-9) are used for ships 
waiting. The anchorage may take a larger number of ships during 
congestion periods. All anchorages lie in the compulsory pilotage areas. 

When anchored, all ships must keep 6 cables distance from the Royal 
Jetty. 

RESTRICTIONS: The entry of ships to anchorage after sunset is not 
allowed. Berthing is prohibited during darkness at the oil terminal. 

Ships’ Masters are warned that contravention of above rules renders 
them liable to penalties of up to JD. 10,000 per ship. 

MAX. SIZE: Up to 20,000 d.w.t. Max. draft 32 ft. for the cargo berths 
and 100,000 d.w.t. and 50 ft. draft for the phosphate loading berth. Also 
see “Berthing” and “Notice”’. 

HEALTH: Health Officials board after vessel drops anchor or after vessel 
is secure alongside. 

The Port Medical Officer is in charge of granting Free Pratique to all 
vessels on arrival, and of all medical matters concerning ships and 
seamen. 
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RADIO: Aqaba Radio Station, call sign JYO. 

Watchkeeping hours are currently from 0500 hrs. to 1700 hrs. Cy 
The station received all MF frequencies on: 500 kHz and 477 KH? gy 
receives HF frequencies from 0700 hrs. to 0900 hrs. GMT only 
8728 kHz. The radio station listens on VHF Channel 16. ’ 

Weather forecasts: Twice daily, at 0730 hrs. and 1530 hrs. Gut 

The new radio station will work for 24 hours and will be able to p 
all types of communications (Telegraphic, Telephonic, Telex, etc.) 

Note: To all ships bound for Aqaba Port = In order to facilitate 
and cargo handling at Aqaba Port, Masters of ships are kindly r 
to cable Harbour Master in Aqaba via Aqaba Radio 72 hours and con 
24 hours before arrival providing the following information:— Ship's nan, 
Flag, Last Port, Next Port, Cargo for Aqaba, Tonnage and Type, Leng 
Breadth, GRT/NAT, Draft Forward/Aft, ETA, Aqaba Agent's Name, ln 
or Charterer, Year built, and if Ro-Ro ship, the Ramp Location. 
Station Telex No. 62325 Aq Radio Jo. Station Tel. No. 315544 = 
314321. 


VHF: Aqaba Port Control at Harbour Master's Office listen from 0 
to 2400 hrs. local time on VHF Channel 16, working Channels 10 a 
12 for service messages. Pilots listen VHF Channel 16. 


RADAR: There is no Port Control Radar, but tugs are equipped we 
radar and sounding apparatus. 

TUGS: Compulsory. 3 tugs, 840 h.p. — 1,500 h.p., 9 mooring ang: 
towing boats 80 h.p. — 380 h.p. 

BERTHING: The Main — Port Berths: Includes 12 berths with a te 
length of 2,050 m. for handling general cargo, grain, phosphate » 
discharging lighters. 


Length of 
Berth No. Berths 
be cat (m) 

1 receives ships up 160 
2,5,6 | to 40,000 d.w.t. 180 
3,4 180 
7 150 
8,9 150 
Lighter Discharging Berth 150 
Phosphate Berth A 210 

(With conveyor belts and 

shiploader of 1000 t.p.h.) 
Phosphate Berth B 180 

(With conveyor belts and two (Receives ships » 

shiploaders of 2200 t.p.h. each). to 100,000 dwt 


Also see “Notices”. 

Container Berth: Total length of 540 m. and a depth of 15 m. whicher 
receive 3 vessels at a time up to 100,000 d.w.t. each. It is equips 
with 2x40 ton gantry cranes. Attached to this berth and with a depth 
10 m. is the Ro-Ro Berth with 40 m. length. 

The Container Terminal has a container freight service, Conta 
Freight Station (CFS) and a container and Ro/Ro storage area’ 
309,000 sq. m. 

The capacity of the container storage area is 7,000 full containers # 
5,000 empty containers (in TEUs). 

The Terminal also has 24 power points for the supply of power! 
refrigerated containers. 

Passenger Terminal and Yarmouk Floating Berth: Length 150 m. a 
depth 15 m. It specialises in passenger traffic and their vehicles, it a& 
receives Ro-Ro and container ships. 

Mo’ta Floating Berth: Recently fixed to the North of container ber 
with a length of 150 m. and a depth of 15 m. It is used for bagg 
cement, export purposes and Ro-Ro vessels. Max. size 20,000 dw! 
Moshterak Berth: Length 120 m. and depth of 11 m. Dolphin berth us 
for oil product exports. Max. size 120,000 d.w.t. 

New Oil Export Jetty: Length of jetty 150 m. Depth alongside 250° 
There are 4 breasting dolphins and 4 mooring dolphins. Max. s® 
300,000 d.w.t. Max. monthly oil exporting capacity 300,000 tons 
Industrial Port: Jordan Fertiliser Industry Co. Ltd. 


(A) — Timber berth (J.F.I) 1 Sea Side 
Max. draft permissible 6.8 m. 
Length of berth 80 m. 
Max. vessel width _ 
Max. vessel d.w.t. 5,000 tons 

(B)  (J.F.I.) 2 Shore Side 
Max. draft permissible 1.75 m. 
Length 45 m. 


There is possibility to use Berth No.1 and No.2 for Ro/Ro vesses’ 
different sizes, with stern (straight) ramp of not less than 35 m. in lee 
The vessel will be moored 25 m. from the jetty. 


(C) Fertiliser berth Sea Side Shore Side 
Max. draft permissible 15 m. 11m. 
Length 230 m. 190 m. 
Max. vessel width 27 m. 27 m. 
Max. vessel d.w.t. 50,000 40,000 


22,000 t.p.h. shiploaders and 1 500 t.p.h. ship evacuator. 
2 Potash stores, each 75,000 tons capacity. . 
CARGO EQUIPMENT: Grain Silos: Erected by Ministry of Supp’ 
Berth No.1 with evacuators & conveyor belts with a capacity of 500! 
and storage capacity of 150,000 tons. 
Cargo Handling Equipment: 

62 cranes with a capacity of 2 tons - 90 tons. 

108 Forklifts with a capacity of 1.5 tons - 22 tons. 

49 Tractors. 

9 Straddle carriers for handling containers. 

19 Tug Masters. 

12 Top lifts of 5.0 - 30.5 tons. 

2 Gantry cranes with a capacity of 40 tons each. 

120 Trailers. 

33 Barges with a capacity of 250 tons - 500 tons each, inclua% 
Water Barge, 1 Waste Collection Barge and 1 Oil Pollution co’ 
Barge. 
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swage Facilities: 

“total Snedded Area 41,500 sq.m. 
cosed Hangers Area 34,500 sq.m. 
paved Open Storage Area 450,000 sq.m 
cosed Cold Store 500 Tons 

container Terminal Area 309,000 sq.m. 


EDORES: Stevedoring is carried out by The Ports Corporation 
ye their working hours are from 0700 — 1400, work must start at 0700 
goend at 1400, therefore there is 1 hour overtime in the morning from 
=0 - 0800. The second shift’s working hours are 1700 — 0100 next 
ayning and are counted as overtime hours. 

Snips with homogenous cargoes of bags or steel may work four shifts 
» day - first shift 0700 to 1100, second 1100 to 1600, third 1600 to 
‘90 and fourth 2200 to 0500 next morning. 

“During the month of Ramadan the timing is 0700 — 1300 for the first 
efand 2100 — 0300 next morning for the second shift, the four shift 
stem is suspended during this month. 

“Cargo work is continuous throughout the year with the exception of 
‘day at Eid-El-Fitr (the first day of the holiday) and 1 day at Eid-El- 
una (the first day of the holiday). 

tyday is the official weekly holiday therefore the working hours during 

ns day are treated as overtime hours at an extra cost of JD 37.5 per 
sang per day. 
Oe Working Hours: Ships can work around the clock depending on 
»¢ Master's option and the number of ships in port. Opening of ships’ 
wehes is allowed up to 2100 hrs. if Agent arranges for gangs 
selorehand. 

The port meeting is held daily at 1000 hrs. 

VEDICAL: The Health Department of Aqaba Port provides all medical 

ewices required and responds to any urgent calls by radio before 

«wal. A government hospital is available and is well-staffed. 

“INKERS: Tankers loading fuel oil can be handled at the following 

rerths: 

\ushterak Berth: Consisting of 2 dolphins 120 m. apart from each other 

wih a depth of 11.0 m. 

yew Oil Berth: Export tankers berth alongside storage vessel “Red 

seagull” LOA 362 m. “Red Seagull” is under management of ‘“Sosema 

vatex’ and is used to export Iraqi Crude Oil. No draft restrictions for 

wean-going tankers, however LOA should not exceed 340 m. Loading 

sthrough 3 x 12 in. hoses at an average rate of 8,000 tonnes per hour. 

Pot Restrictions: 

‘No night berthing/unberthing. 

2 Dirty ballast facilities are not available. 

j Pilot boarding area adjacent to the terminal. 

{ Slops not accepted. 

§ No limitation on freeboard. 

Sot Circulars: 

fet. No. 2/10/2/499 

Date: 10/1/86 

‘0 Ocean Going Oil Tankers Arriving at Aqaba Oil Terminal: 

Siandard information from ocean going oil tankers arriving at Aqaba Oil 

‘eminal must be sent by cable or letter to Ports Corporation at least 

'Sdays before arrival. 

| Date/time of arrival to be confirmed 5, 4, 3, 2, 1 days before arrival. 

U ac pares name/kind, date of building, d.w.t., draft, LOA, 
breadth. 

) Ballast condition, quantity of ballast, condition of ballast segregated 
or clean ballast. 

{ Slop quantity on board on arrival. 

3 Condition of cargo tanks, crude oil washed, gas free etc. 

§ All Oe ballasting, deballasting, lines condition flushed, 

Seaned. 

' Equipped with inert gas system, then percentage of oxygen in the 
cargo tanks on arrival and throughout cargo operations. 

‘information sent to Ports Corporation must be correct. 


el, 2/10/2/521 

vale: 29/1/86 

“ot Instructions and Regulations to receive and serve Oil Tankers: 

“oil tankers arriving at Aqaba Oil Terminal should comply and perform 

m the international convention 1973 and 1978 (MARPOL) marine 

ollution protocol and with OCIMF/ICS for ship to ship transfer guide 

*etroleum) for the safety and preventing pollution at Aqaba Gulf, hereby: 
Oil tankers are requested to have segregated ballast, only such 
Capacity which will allow them to operate safely on ballast conditions 
and on manoeuvring purposes are accepted. No other ballast except 
the segregated will be, for any reason, discharged at sea - while 

. here are no reception facilities available at Aqaba Oil Terminal. 

* Oil tankers will be allowed to come alongside the storage vessel only 
fully inerted. They will be rejected if oxygen percentage is more 
than 8% and the inerted condition will be maintained throughout 

. Mooring and loading/discharging operations. 

* Oil tankers must have the cargo tanks dry, clean and suitable to 

, ceive cargo on arrival avoiding any kind of contamination. 

*The crude oil must be loaded by tankers of approximately 

. 200,000 d.w.t. as per contract with Ports Corporation. 

» Tankers age should not be more than 10 years. 

Oll tankers will be inspected by Ports Authority on arrival coming 
alongside the storage vessel and they will be rejected if not complying 
ith the requirements mentioned here above. 

A See “Berthing”. 

ENSITY: Average density in the port is 1031. 

SESH WATER: Fresh water may be supplied to ships and water may 

seat Pplied alongside any of the berths with the exception of the floating 

™ tn which has no water available. 

set: Bunker fuel is available in Aqaba. 

Dey SULS: All Consulates are in Amman, the capital, except for Hon. 

~'sh Consulate, (Vice-Consul), at Kawar Building and Egyptian 

*"Sulate (Western Housing Area). 


— eS 
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REPAIRS: Only minor repairs may be carried out above the waterline. 
Divers may be obtained and a private firm carries out repairs to 
Navigational Aids including radar, gyro compass, echo sounder, wireless 
equipment, etc. 

DRY DOCKS: Slipway for maintaining port equipment. 

SURVEYORS: Germanischer Lloyd, NKK, Bureau Veritas and Lloyd’s 
Register are available. 

GANGWAY/DECK WATCHMEN: Customs provide a guard who has to 
be given full board and lodging. Ships are also supplied with local 
watchmen through Agents. 

OPENING/CLOSING HATCHES: Normally handled by stevedores while 
alongside or by ships’ crew before arrival. 

CUSTOMS ALLOWANCES: 20 packets of cigarettes and 1 bottle of 
liquor for each crew member. Ships’ store is locked and sealed by 
Customs while in port. 

AIRPORT: Aqaba Airport links Aqaba with Amman International Airport 
355 km. away. One flight daily except for Thursday and Saturday when 
2 flights are scheduled for each. 

TIME: GMT plus 2 hours. 

HOLIDAYS: May Day (May 1st); Independence and Army Day (May 
25th); Arab Reconaissance Day (July 4th); Crowning of King Hussein 
(August 11th); King Hussein's Birthday (November 14th). 

The following dates change from year to year as they are reckoned 
in accordance with the lunar calendar consisting of 354 days. 

1986: Eid El Maraj (April 7th); Eid El Fitr (June 8th); Eid El Adha (August 
16th); New Year Hijriya (September 5th); Prophet's Birthday (November 
15th). 

GENERAL: Weather: Masters are warned that during the Winter months 
strong Southerly gales can develop within 2 hours followed by swell. In 
such a case it may be necessary for small vessels to unberth and 
proceed to sea, and also for vessels in the anchorage to weigh anchor 
and proceed to sea and remain at sea until the weather moderates. 
Range of Tide: The range of tide is 1.2 m. at Spring tides. 
Firefighting: The port has its own fire brigade, which includes 5 water 
and foam engines; 1 dry powder engine; 1 ladder engine; 3 water and 
rescue engine and 2 manual high capacity pumps, plus a variety of 
equipment such as breathing apparatus, etc. 

The town of Aqaba has a highly efficient and well equipped fire brigade 
and it is 4 km. away from the port. 

Aqaba Airport 11 km. away also has a fire brigade and assistance 

may be called for from any of these whenever needed. 
Waste Matter and Pollution: No rubbish may be thrown overboard either 
at the anchorage or alongside the quays. A barge calls regularly at all 
anchorages to collect garbage. No vessel which has carried livestock 
may clean its holds while in port. No vessel may pump overboard any 
silage, fuel or water ballast liable to contaminate the port. This regulation 
refers particularly to substances mixed with oil. 

Ships’ Masters are warned that contravention of the above rule 
renders them liable to penalties of up to JD. 10,000 per ship. 
NOTICE: 

The Hashemite Kingdom of Jordan Port Corporation - Aqaba 
No. 7/3/9492 
Date: 4/10/1986 

Circular No. 26 for 1986 (with amendment 8/3/1987) 

to all Ship Agents 

Further to my Circular No. 3 for the year 1985, and effective immediately 
it is forbidden to accept any vessel calling at Aqaba Port for discharge 
at berth if she is exceeding the length and draft hereunder. 

All Lines represented by you should comply with these instructions. 


Berth Draft allowed Length of Vessel 
(m.) (m.) 
No. 1 10.8 200 
No. 2 10 180 
No. 3, 4 12.5 180 
No. 5 10.5 180 
No. 6 10 180 
No. 7 8 150 
No. 8, 9 5.8 110 
Old Phosphate — A 11 — 
New Phosphate — B 15 220 
Mou'ta 15 150 
Joint Berth 12 250 
Ro/Ro 10 180 
Containers 14 230 
Yarmouk 10 150 
Wood vf 120 
Orient Fertiliser Berth 11 190 
Western Fertiliser Berth 15 230 


Fertiliser Berth No. 2 and Ro/Ro Berth (9 m.): Ro/Ro vessels should 
have a ramp with at least 35 m. length, and with a minimum distance 
of 25 m. from the berth. 

Signed: 

General Manager, 

Ports Corporation. 

DEVELOPMENTS Development Projects: Proposed projects for 1990 
are: 

. Erection of a new Ro/Ro passenger terminal. 

. Erection of a berth to serve the Ro/Ro passenger terminal. 

. Developing Port's communication system and the coastal station. 
. Project of prevention of pollution and firefighting. 

. Purchase of 2 tug boats and cargo handling equipment. 

. Computerisation is under consideration. 

AUTHORITY: The Ports Corporation — Aqaba, P.O.Box 115, Aqaba, 
Jordan. Tel: 314024/8. Telex: 62262, 62352 Port Jo, 62235 Radio Jo. 
FAX: 316204. Cables: Port, Aqaba. Contact: Eid Al-Fayez, Director 
General. 

AGENT: Gulf Agency Co. (Jordan) Pvt. Ltd., P.O.Box 1479, Aqaba, 
Jordan Tel: 314218, 312909, After office hours: (06) 821155. 
Telex: 62343 Gacship JO. Fax: 313618. Cables: Gacship, Aqaba. 
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Kenya 


MOMBASA: 04.04 S. 39.40 E. 


DOCUMENTS: 

Health Certificates: Forms obtainable from Pilot. 

6 Crew Lists. 

10 Passenger Lists. 

Dangerous Cargo Lists. 

Ship's Register. 

Shipmaster’s Report: 1981. 

Declaration of Health (Form Med-284). 

Port Health Clearance of Ships (Form GPK-160). 

Set Vaccination Lists. 

4 Crew Lists. 

4 In-transit Passenger Lists. 

4 Landing Passenger Lists. 

Arrival Declaration for Passengers (Landing Only) (Form F1). 

Stores List (Form C7). 

Crew Declarations (Form C8). 

Parcel Lists (Form C3). 

Ship's Register (Copy). 

Ship's Record & Master's Report (Form EAH-6007) (to Pilot). 

Shore Passes (Company Forms). 

Arrival & Sailing Reports (Agency Forms). 

Shipmaster’s Report: April 1984. 

Please note that the “East African Countries” (Kenya, Tanzania, etc.) 
Customs Union does not exist any more and separate Customs 
Declarations are needed for each country. Consequently Bonded Stores 
seal can be broken after Mombasa or Dar Es Salaam. 

PILOTAGE: ETA through ships’ Agents, 48 hours’ notice. VHF Channel 
12 (Mombasa Radio VHF Channel 16). Pilot boat 72 ft. launch, 
international orange hull, white superstructure. No signals for Pilot — call 
on VHF Channel 12 (Mombasa Pilots) or by signal lamp to lighthouse. 
Pilot boat position 1 mile outside ‘Turning Buoy” on Ras Serani leads 
(301°). No special bad weather regulations. Pilot ladder 6 ft. from water 
— must have manropes -— lit at night. 

Tankers: For deep laden tankers, Pilot boards 1 hour before HW. 
Because of strong currents, deeply laden tankers must not attempt to 
“close” in before sighting pilot launch. Good lee and some headway 
recommended. 

Special attention is drawn to the fact that ships bound for Kipevu must 
be in the agreed pilot embarkation position at the agreed time. The time 
agreed is chosen, such that, ships may transit the dredged channel with 
maximum advantage of the rising tide and arrive off the berth just before 
the ebb sets in. At that moment only little time is left to position the 
vessel and tie up sufficient moorings to hold vessel on to the jetty face, 
before the force of the ebb, diverted to an abeam direction by the jetty 
causeway, comes to bear on the ship's side. 

Distance to Shimanzi Jetty, about 6 miles. 

Distance to Kipevu Jetty, about 7 miles. 

ANCHORAGES: No safe outer anchorage. 


RESTRICTIONS: 
Tankers: 

1. By day: Max. length 850 ft. 

By night: Max. length 680 ft. 
Trim to be between 4 ft. to 6 ft. 

2. Restrictions for night movements for Crude Oil or Black Oil ballasted 
vessels up to 850 ft. LOA provided: (Rigid requirements.) 

(a) movement takes place on last 3 hours of flood tide; 

(b) all anchorages between berth and sea are vacant; 

(c) the Duty Pilot holds a Master's Certificate; 

(d) ballast draft to be 18 ft. forward, 22 ft. aft. 

No night movements are permitted for Low Flash White Oil product 
vessels. Masters of vessels ready to sail at night are strongly advised 
to notify the Authorities of the time of sailing; the vessel is to be ready 
to sail before 1600 hrs. and preferably before 1500 hrs. of the day in 
question. 

This should be done by Radio direct to the Assistant Harbour Master 
and through Agent. The Agent must also make the request in writing to 
the Harbour Authorities so that proof of requirements exists. 

This is a standing regulation. 

MAX. SIZE: Length 850 ft. Draft 43 ft. 06 in. Also see “Restrictions”, 
“Berthing” and “Tankers”. 


HEALTH: Radio Port Health Officer, Mombasa, giving last port of 
departure, ETA Mombasa, condition of crew, any sickness on board, 
passengers. Must have “Q" Flag until doctor visits vessel. 


RADIO/VHF: Mombasa Radio Coast Station M/F, H/F, W/T & R/T and 
VHF R/T Services: 

Station 5ZF (W/T) 500 — 524 kHz; traffic list 0100, 0500, 0900, 1300, 
1700, 2100; Continuous watch; listening freq. 500 kHz. 

Station 5ZF2 (W/T) 8710.4 kHz; traffic list 2018; schedules 2018 
—2030, OBS only 0080 — 0030, 0600 — 0630, 1200 — 1230, 1800 — 1830; 
listening freq. 8354 — 8374 kHz. 

Station 5ZF3 (W/T) 13065 kHz; traffic list 0448, 0830, 1518; schedules 
0448 — 0530, 0830 — 0900, 1518 — 1545; listening freq. 12531 — 12561 
kHz. 

Station 5ZF4 (W/T) 17175.2 kHz; traffic list 1248; 1248 — 1315; 
listening freq. 16708 — 16748 kHz. 

Station (R/T) 2595, 2181 kHz; traffic list 0603, 1203; schedules 0600 
— 0630, 1200 — 1230; continuous listening watch outside schedules 2182 
kHz; listening freq. 2182 kHz. 

Station (R/T) 4409.4 kHz; traffic list 0533, 1303; schedules 0530 
—0600, 1300 — 1330; listening freq. 4104.4 kHz. 

Station (R/T) 8805.6 kHz; traffic list 0633, 1233; schedules 0630 
0700, 1230 — 1300; listening watch on 8255.6 kHz; 0330 — 1530 
listening freq. 8255.6 kHz. 


1012 


(See Plan) 


Mombasa Radio also provides continuous R/T service on VHF for, 
benefit of ships in and around Mombasa within radius of 30 
Channel 16 for calling and Channels 26 and 27 for working. All ting 
in GMT. 

TUGS: 34,000 h.p. and 16,000 h.p. (salvage tug). Tugs JOin Veg 

inside harbour between Ferry and Kilindini Reef. Tug lines no additions 

charge. 

BERTHING: All berths fendered. Nos. 8, 9 and 10 and Shimanzig 

Terminal berths, no berthing on ebb tide, with range of 6 ft. or 

Kipevu Oil Terminal berthing on first of ebb with tankers over 650 § 
Draft alongside Nos.1 to 5 32 ft. at datum 


vf BS ist 
” ” 8 31» 
“3 a 9 34% 
10 31» 
SOT 32 » 
” 11 to 14 30 » 

” 16 to 18 36.» 

” Mbaraki 365 » 
KOT 44» 


Draft in Buoys varies from 24 ft. to over 60 ft. at datum 

Channel depth 40 ft. at datum, plus tide, minus 6 ft. N.E. or 8 ft $¢ 
Monsoon gives max. draft for entry. Therefore, max. draft given as 44: 
as this is the controlling factor for KOT. 
CARGO HANDLING: No. 9 Berth has been arranged for bulk exports 
soda ash. Berth for Roll-on/Roll-off traffic operates at Berth No \ 
Container berths at No. 16, 17 and 18. One 40 tonne container cray 
at No. 16. 3 ship-to-shore gantry cranes, 11 rubber mounted yard gan, 
cranes and 2 rail mounted gantry cranes available. Also » 
“Developments”. 

Mbaraki cement berth for bulk export of cement clinker and automat 
loading of cement in bags, also used for bulk import of coal. 

Shimanzi oil terminal now handles all imports of bulk vegetable ols 
well as all other oil products except crude oil. 

Bulk Molasses exports handled at Berth No. 9 and Mbaraki. 

Bulk cargoes are at present handled by grabs, railway wagons a 
lorries. 
STEVEDORES: ETA preferably 48 hours in advance in order to arrang 
gangs. Advisable notify Harbour Master ETA and also give quantity: 
cargo to be loaded and/or discharged and other matters of importan: 
Working Hours: Weekdays: 3 shifts, 0700 — 1500, 1500 — 2300 av 
2300 — 0600. Saturday and Sundays: One shift, 0700 — 1500. 

Stevedoring carried out by Kenya Ports Authority. 
MEDICAL: In emergencies necessary to receive advance not 
Hospital facilities available. Inoculations required — yellow fee 
(endemic zones in Africa and South America), cholera (all ships fr 
Asia). 
TANKERS: Discharge and load white oils at Shimanzi. Discharge at 
load Heavy oils at Kipevu. 
Shimanzi Oil Terminal: T-head jetty with 200 ft. long berthing hes 
Depth alongside 32 ft. LWOST. Bunkers and fresh water available. 
Kipevu Oil Terminal: T-head jetty with 225 ft. long berthing hea 
Tankers up to 65,000 d.w.t. berth at dolphins alongside jetty head; der 
alongside 44 ft. LWOST. Max. length 820 ft. Max. draft 44 ft. (over 42° 
by arrangement). Slop reception facilities for 3,000 tons. 

At Kipevu, tankers normally berth starboard side to at slack tide ® 
the beginning of the ebb. Masters should assist Pilots to moor as quid 
as possible, in view of the abeam current in a direction off the jet 


which is created by the jetty causeway configuration. This current | 


increase with the ebb tide and ships with all wire moorings are advs# 
to use their first-ropes-ashore with priority. Mooring launches are ® 
powered and can only handle 1 wire at a time, and mooring dolpie 


are not fitted with winches and require manual handling of wires. Inve _ 


of the above, and in view of the accurate positioning required to conn 
to chiksan arms, it is vital that the ship be brought against the breast 
dolphins as soon as possible. 


In cases where vessel's mooring is delayed by whatever reaso® — 


Pilots may require extra tugs to assist in keeping the ship alongside 
Report: 
Approaches: The approaches to Mombasa either from North or Sof 


must be conducted with extreme caution as Andromache Reef on! 


S.W. side and Levin Reef on the N.E. side and a great number of shal? 
waters, all of them not detectable at HW, pose a threat to navigali” 
Consideration should also be gt to the very strong East Aine 
current, setting North, which reaches 4.5 knots during the months i 
April to November then declining to about 1.5 knots in February. 

It is strongly suggested that no attempt should be made to 
the approach to the turning buoy without the Pilot on board, and 
the positioning of the ship on the leading line to approach the tun? 
buoy be taken at least 1.5 miles from the turning buoy, to prope 
evaluate the drift. 

The suggested waiting area is in Lat. 04°04’ 12”S. and Lot 
39° 42' 12” E. in about 20 fathoms of water. 4 
Navaids: There are no navigation aids with the exception of an A 
(Ras Serani Lt., KL-389.6-A,, Lat. 4° 04’ 15” S., Long. 39° 40’ 44© 
Anchorages: (Outside). A suggested anchorage postion is Od 
04° 06’ 12” S. and Long. 39° 42’ 12” E. (same as suggested we" 
area). The anchorage is not sheltered, rather exposed to currents, 
and sea, and bottom holding capacity is doubtful. 

Anchoring is not suggested unless the ship has to wait for 4 
period of time. In this case, Pilots should be consulted on VHF Cha™ 
12 for the most suitable position. 

Anchorages: (Inside). There are 6 approved anchorages in the potas 
3 of which are located between Ras Mzimba and Kilindini Ree! 
remaining are situated respectively 2 in Port Kilindini and 1 in Port 

The suggested anchoring point for all of them is along the 
line. 

Tankers are usually not allowed to anchor inside the port, exces! 
short waiting periods. VLCCs are sometimes moored on buoys 10a 
berth. 


™" 


wage: Pilots hold Master's Certificate of Competency. Only Senior 
with Master's Certificates and at least 1 year's experience as Pilots 

‘ asa Roads are authorised to Pilot large ships. There are 

eetty 12 Pilots employed in Mombasa. 

“ene delays in obtaining the Pilot can be expected due to shortage 


4 Paots 

sts board the ship approximately in Lat. 04° 06’ 12” S. and Long. 
»@ 12° E. (waiting area) or up to 1.5 miles from the turning buoy, 
~eablue hull cutter with white superstructure on which ‘Pilot’ is painted 


yhen leaving the port, during the S.W. monsoon period with heavy 
a affecting the port entrance, the Pilot disembarks just after the Ras 
sn turn, before the turning buoy, but may be retained past turning 


wy ‘ 
‘gh pilot hoist and pilot ladder are acceptable for boarding and 
ng the ship although the ladder is preferred. Manropes obligatory. 
‘yombasa is a natural port and very well protected where navigation 
aside conducted with the utmost care and precision. 

me port has recently been dredged to permit entrance by vessels 
/ 1,100 ft. LOA. 

cnart B.A. 666 is very well detailed and meets all necessary 
euements for a safe in-port passage. A very recent Hydrographic 
wey following major dredging activities will be added on a New Edition 
we 1985. 

hen the ship is set on the approaching leading line, up to the turning 
wy the navigation should be checked with utmost care as this leading 
sensitivity is rather poor, since the 2 Mackenzie Pt. beacons are 
»dose to each other. 

tier having rounded the turning buoy navigation proceeds on the 
sain line 301° and in the area South of Ras Serani, the ship has to 
se a sharp turn to West to proceed on course 238°. In this turning 
eatidal currents set North and a good berth must be given to shallow 
@ers, marked by a buoy which is well inside the 6 fathom line. 

When on course 238° the ship approaches the narrowest passage in 
sport, about 600 ft. wide. This passage is marked by a buoy on the 
gun side of the channel and a beacon on the North side. 

tier Ras Mzimba, when on course 309° another narrow passage 
ust be negotiated before entering Port Kilindini. This passage, about 
m4. wide, is usually well marked. 

‘fer this passage, navigation up to the oil jetty does not present any 
wicular difficulty. 

ter Ras Serani up to Port Reitz the tidal currents run in the same 
rection as the channel. 

The port navigation is controlled by VHF from the Harbour Master's 
ee 


Shoals in the port area are marked by beacons. It may occur that 
ome of them are missing without any warning. Caution should be 
secised as in some areas leading line beacons could be obscured by 
mwing vegetation or by anchored ships. 

ENSITY: 1025. 

RESH WATER: Available at all berths; in stream ex-tug at Harbour 
‘sters discretion or barge of 300 tons capacity. 30 t.p.h. on quay. 
VEL: Main Quay Berths: Marine fuel oil, viscosity 1500 secs. Marine 
‘sel fuel. Gas oil cannot be delivered by pipe-line at these berths but 
sivery can be made by bulk lorries up to only 10 tons at extra delivery 
‘1. Minimum 48 hours’ notice required. Quantities of 10 to 30 tons can 
made by rail tank wagon if 48 hours’ advance notice given. Thin fuel 
‘viscosity below 1500 secs. can be delivered at all berths through 
‘wer blender. Only 1 Fisher blender available and can deliver fuel to 
"1 vessel at a time. 

*nanzi Oil Terminal: All grades, i.e. fuel oil, marine diesel, gas oil and 
‘fuel oil (through Fisher blender). 

ed Oil Jetty: Only marine diesel and gas oil can be delivered at this 


‘seu Oil Terminal: Only fuel oil of viscosity between 1500 secs. and 
® secs. available. Fuel oil viscosity below 1500 secs. not available. 
‘east three days’ clear notice required by EA Oil Refineries for 
"nging bunker delivery. Not possible to deliver any marine diesel or 
Sol either ex pipe-line or rail tank-wagons/bulk lorries at this berth. 
ANGWAY/DECK WATCHMEN: Watchmen available for gangway and 
® and recommended. 

PENING/CLOSING HATCHES: Normally done by stevedores except 
‘Gregor type hatches. 

‘STOMS ALLOWANCES: Tobacco, 200 cigarettes for each crew 
‘mber for 8 days. Wine and/or Spirit, 8 small bottles of beer for each 
=wmember for 4 days. 

ARGO GEAR: All cargo gear supplied by stevedores. 

ERTIFICATES: Normal port requirements for safety cargo equipment. 
XENTIFICATION CARDS: Port passes issued by the Port Authority. 
*NSULS: The following countries are represented in Mombasa: 
“gum, Denmark, France, Germany F.R., Greece, India, Italy, 
hla Norway, Sweden, USA. 


see “African Marine” below. 
“Helmaco Engineering Company Ltd., P.O. Box 99111, Mombasa. 
Tel: 316776/7 or 316051/2. Telex: 21003, 21045 A/B COMARCO. 
Almost every aspect of repair work of vessels afloat can be 
undertaken. Slipway for small vessels. 
con Limited, P.O. Box 99111. Mombasa. Telephone and telex 
88 for Helmaco. Underwater cleaning and repairs undertaken. 
arco Communications Ltd., P.O. Box 99111, Mombasa. 
‘Slephone and telex as for Helmaco. Marine electronic repairs of all 
* "ds carried out. 
*Y DOCKS: 
’ al a Dry Dock: 
Cipal Di i t 
egth Pp mensions: 


Pa 590 ft. 00 in. 180.00 m. 
hoe, Width 80 ft. 10 in. 24.75 m. 
i, Width 86 ft. 00 in. 26.40 m. 
"um water depth LWS 13 ft. 00 in. 4.00 m. 
“mum water depth HWS 26 ft. 00 in. 7.90 m. 
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Cranage: 130 ton fixed, adjacent to the dock gate. 

17 ton mobile on rails which can traverse the full length of the West 
side of the dock. 

15 ton mobile on rails which can traverse the full length of the East 
side of the dock. 

1x5 ton fixed at the jetty. 

17 ton mobile. 

1x12 ton mobile. 

Berths: One piled jetty capable of mooring ships of up to 280 ft. length 
overall, with certain draft restrictions. A second berth capable of taking 
ships of up to 300 ft. length overall situated at the dock gate entrance 
for all but very deep drafted vessels. 

Slipways: Two slipways capable of slipping barges, lighters and other 
small craft. 

Tugs and Harbour Craft: For towing and transport. Paint pontoons, 
barges and catamarans, welding generators and air compressors (either 
self-propelled or ‘dumb’) which can be berthed alongside a ‘gash’ barge 
and a barge containing workshop facilities. 

Electrical Shop: A fully equipped workshop (A/C and D/C). 
Carpenter's Shop: Fully equipped to carry out all types of work. 
Foundry: All types of castings in cast iron and non-ferrous metal. 
Maximum single pour in cast iron normally 15 c.w.t. with larger pours 
by special arrangement. 

Paint Shop: All types of ship’s paintwork. 

Design Office: Chief Draftsman and Design Draftsmen undertake all 
types of work. 

Air Conditioning and Refrigeration Workshop: Specialises in the 
installation, repair and servicing of General Electric air conditioning units 
and ship's refrigeration equipment. 

General Labour: Gangs of men for cleaning, storing ship available at 
short notice. 

Power Supplies: A/C and D/C power supplies are available at the 
alongside berths. Two power barges are available which contain: 1 x 400 
KVA, 440 volt, 600/S 3-phase diesel generator; 1x210 KVA, 440 volt, 
60 C/S 3-phase diesel generator; 3x 60 kW, 220 amp 220 volt D/C diesel 
generators. 

Machine Shops: Comprehensively equipped to handle all types of 
engineering work. 

Plate Yard: For all types of ship repairs, ship construction and steel pre- 
fabrication work. A blacksmith’s shop for forging and smithying work and 
a shop for sheet metal work. 

Welding Shop: Electric arc welding, both in shop and in the port area. 
Approved to Lloyd's Register of Shipping standards. 

REPATRIATION: Possible. Facilities available. 

AIRPORT: About 7 miles from port. Served by regular airlines. 

TIME: GMT plus 3 hours. 

HOLIDAYS: New Year's Day; Good Friday; Easter Monday; Labour Day 
(1st May); Madaraka Day (1st June); First Monday in August; Kenyatta 
Day (20th October); Independence Day (12th December); Christmas 
Day; Boxing Day (26th December). 

Also for persons belonging to Islamic Faith: Idd ul Azha and Idd ul 
Fitr. Christmas Day is normally only holiday on which port closed except 
for necessary pilotage of ships in and out and for dealing with mails, 
passengers and their baggage, livestock and perishables. On other 
public holidays restricted working at Mombasa may be carried out at 
overtime rates. Overtime rates also apply on Saturdays after 1500 hrs. 
and on Sundays, and to third shift between 2300-0600 hrs. 
POLICE/AMBULANCE/FIRE: In Port Area — Police 567 444 and 374; 
Ambulance 33; Fire 333. 

TELEPHONES: Telephones supplied on board. Charges include cost 
of local calls. Telephone essential per port regulations. 

SERVICES: All solvents for tank cleaning available. Repairs to Gyro 
compass, radar and most other electronic aids to navigation. Compass 
adjusting by arrangement with port. 

SHIP SUPPLY SERVICE: Kenya Ports Authority, P.O.Box 95009, 
Mombasa — Kenya. Tel: 312211. Telex: 21243 Bandari. Cables: 
Kenports. 

Private Organisations: 

Comarco Ltd., P.O.Box 99111, Mombasa — Kenya. Tel: 316776/7, 
315319. Telex: 21245 Comarco. 

Murri International Salvage Company, P.O.Box 82345, Mombasa — 
Kenya. Tel: 20822/3 — 24 hours. Tel: 24912 — Office hours. Telex: 21215 
Kboat. 

Southern Oil Supply Co. Ltd., P.O.Box 84145, Mombasa — Kenya. 
Tel: 315738, 23889, 313204. Res: 471737. Telex: 20049, 21223, Sosco. 
Cables: Sosco. 

Allied Oil Services, P.O.Box 99570, Mombasa. Tel: 315627. 
SHORE LEAVE: All crew members allowed ashore and to travel except 
those from Socialist countries who must stay on Mombasa Island. 
PORT REGULATIONS: White tankers and vessels carrying explosives 
enter port daylight only. No vessels carrying explosives or dangerous 
cargo allowed to berth at Main Quay. 

DELAYS: Usually no waiting days. 
NOTICE: From the General Manager, East African Oil Refineries Ltd. 
To Ships’ Masters. 

Spillage of Oil and Air Pollution: 

| would like to draw your attention to the serious consequences which 
will arise from any spillage or discharge of oil into the waters of Kilindini 
Harbour. This part of the Kenya shoreline, with its famous coral reef, is 
an extremely beautiful and popular tourist attraction as well as providing 
a means of livelihood for many local people. 

Any spillage of oil can harm the environment and raises a great deal 
of criticisms from the residents of the area. The same applies to 
excessive funnel smoke. 

In the event of any spillage or leak from ship or jetty facilities, ship’s 
officers should immediately warn refinery personnel, who will instigate 
emergency measures. If there is any delay in notifying the refinery, then 
any oil spillage or pollution into the sea must be reported to: 

(1) Ras Serani Lighthouse (Mombasa Port Control) manned 24 hours. 
Telephone Mombasa 312895 (21211 ext. 357 office hours only). 
VHF Radio Channel 12. 
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(2) Senior Harbour Master Kipevu, Office hours telephone Mombasa 
24864 or 312211 ext. 259. Other times telephone Mombasa 471550 or 
through signal station in (1). 

| am sure you will agree that both you and your staff as well as 
ourselves should do all that we can to protect this part of the environment 
against pollution. Moreover, it is a firm belief that we should try our 
utmost to avoid adverse publicity for the oil industry of which we are 
both part. 

NOTICE: Notice from ship's Agent to Masters: 

Stowaways from Mombasa: 

We wish to inform you that stowaways from the Port of Mombasa are 
a very serious problem and we have had a number of vessels leaving 
Mombasa with half a dozen stowaways on board causing the Owners 
considerable expense and inconvenience. 

Please, therefore, take every precaution to ensure your vessel is not 
boarded by stowaways whilst in Mombasa. We would suggest you 
employ shore watchmen to guard the vessel and also perhaps to have 
members of your crew on duty at all times to protect the ship. Please, 
just before sailing, carry out a thorough search of the whole ship with 
your crew and the watchmen. We also suggest that once you have sailed 
and you are outside the port limits, you steam around the area for a few 
hours to give any stowaways the impression that the vessel is fully 
underway, and again during this period have your crew thoroughly 
search the ship. 

If stowaways are found on board of non-Kenyan nationality then the 
authorities do not permit them to be landed in Mombasa. Most of the 
stowaways from Mombasa tend to be Tanzanians. 

We would stress again that stowaways are a serious problem in 
Mombasa and it is up to you to ensure your vessel does not sail with 
stowaways on board. Please inform your crew about stowaways and 
that they should be on the look out at all times for any suspicious persons 
on board. 

DEVELOPMENTS: New equipment installed includes additional gantry 
cranes (515 tons capacity) for container handling at Mombasa and 
inland container depot, now open at Embakasi, Nairobi. 

Berths No. 16, 17 and 18 (total length 600 m.) have been modified to 
take the above mentioned cranes. 

AUTHORITY: Kenya Ports Authority, P.O.Box 95009, Mombasa, Kenya. 
Tel: 312211. Telex: 21243 Bandari. Cables: Kenports. Contact: 
Managing Director. Captain A. J. Ketoyo, Senior Harbour Master. 
AGENT: East African Commercial and Shipping Company Limited, 
Notco House, Moi Avenue, Mombasa, Kenya, P.O.Box 95103. 
Tel. 26251/2 or 21141/2. Telex 21151 Keship Ke. Cables “Kenship, 
Mombasa”. 
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NOTES 
Please also advise Shipping Guides Ltd. 


i 
ypublic of Kiribati 


yNABA (Ocean Island): 00.52 S. 169.35 E. 


“sPHATE MINING HAS CEASED. ALL INSTALLATIONS HAVE 
<N DISMANTLED. 


4RAWA (Betio): 01.25 N. 172.54 E. 


ycUMENTS: 
soms: Boards vessel at anchor. 

‘earance from Last Port. 

‘Crew Lists. 

;Passenger Lists. 

Stores List. 

‘Ship's Report Inward. 

ust of Unmanifested Cargo. 

Crew's Stores List. 

Marine Form. 
eat. 

»atique granted by Health Department who board at anchorage with 
isioms. 

jecinations against Cholera (if required can be carried out). 

\ame of ports visited and date of arrival at respective ports. 
snigration: 

2 Crew Lists. 

) Passenger Lists. 

last Port of Call. 

ext Port of Call. 

Passports. 

fnal Destination. 
gent: 
‘4Bills of Lading. 

5Manifests. 

Last Port. 

Next Port. 

1 Crew List. 

| Passenger List. 
‘culture: 

Pants Certificates. 

‘nimal Certificates. 
AOTAGE: Pilot available and must be informed of vessel's ETA 
snours in advance through the Agent. Entering vessels are strongly 
wised to await Pilot one mile West of Fairway buoy. Pilot can be 
mlacted by VHF on Channel 16. Pilot boards from small tug, painted 
*ow, which flies “H” flag at stern. Buoys in lagoon are likely to be 
‘sing. Also see “Radio”. 
WHORAGES: See Chart BA. 3269. Betio anchorage main 
morage. Inside the lagoon, safe in all weather although in rare strong 
mis it may not be possible to work vessel in the lagoon. 
STRICTIONS: Vessels arriving after 1800 hrs. are advised not to 
ethe passage and should drift 5 miles away from the entry point. 
‘kX. SIZE: Any vessel drawing up to 26 ft. may enter at LWOST and 
‘1, HW. Length and breadth are not critical, however vessels over 
if. to navigate with extreme care. 
tALTH: See “Documents”. 
W010: Tarawa Radio (T3K) on 500 kHz, 2182 kHz and 6215 kHz. 
®act Senior Pilot 4 hours before arrival on VHF Channel 16. Pilot 
"arrange all formalities, Customs, Health, stevedores, etc. 
DAR: No port radar service. 

‘GS: 3 tugs (available for towing barges). 
ERTHING: None (lighterage port). Small jetty will be available in 1988. 
mee: 1 x 20 ton container crane on wharf (stationary). 2 x 5 ton 

lle cranes. 
TEVEDORES: Available 24 hours. Discharging rate 12 t.p.h. Labour 
‘sable weekends and holidays if required. 
EDICAL: Medical attendance could be obtained through the Agent 
“"gworking hours. Hospital available where suspected disease could 
*medically examined. 

NKERS: Vessels drawing up to 14 ft. can anchor close to the jetty 
"e lines are connected to shore pipes. Maximum working pressure 
"0. No tanker berth and vessels must provide lines. Floats can be 
brded by Mobil Oil Agency with labourers if required. 
ast: Sea Water. 
*ESH WATER: Available in limited quantities in an emergency only 
* delivered by water barge. Cost of water A$5.00 per 500 gallons. 
“ty charge A$3.90 per 200 gallons. Water may be contaminated. 
*: Diesel only (in very short supply), in restricted quantities and 
mre by barge in tanks. Refuelling cost A$11.20 per 500 gallons. 
RE PRECAUTIONS: No special precautions other than normal 
jautions for tankers. 
~ ULS: British and Australian High Commissioners and South 
Ba Honorary Consul stationed at Bairiki (also see ‘‘General’”’). 
“laa Small but well equipped and capable workshop for light 
i DOCK: Small patent slip, capable to slip ships of 150 tons 
b ent. 
rus ALLOWANCES: 25 cigarettes per day and 6 cans (310 ml.) 
- lay. 
“SVEYORS: Marine Superintendent of the Ministry of Transport and 
i cyaications will also act as Lloyd’s Sub-Agent and cargo surveyor. 
in ES: Opened and closed by Stevedores. 

CHMEN: Not required. 

ATRIATION: All facilities available for crew changes. 


(See Plan) 


— 


KIRIBATI, Republic of 


AIRPORT: 13 miles from anchorage point. Air service to Nauru on 
Wednesday only, by Air Nauru, arrives from Nauru 0900 hrs. and departs 
1000 hrs.; and to Honolulu once a week by Air Tungaru (the national 
airline) via Maduro, Marshall Islands. 

TIME: GMT plus 12 hours. 

HOLIDAYS: New Year's Day (January 1st); Good Friday; Easter 
Saturday; Easter Monday; Public Holiday (July 14th); Youth Day (first 
Monday in August); Christmas Day (December 25th) and Boxing Day 
(December 26th). No cargo work can be arranged. 
POLICE/AMBULANCE: Police and Ambulance 999. 

SERVICES: Ship's laundries. 

BANK: Bank of Kiribati, P.O.Box 66, Betio. Tel: 26124. 

SHORE LEAVE: All crew are allowed to go ashore after inward 
clearance is granted. 

IDENTIFICATION CARDS: No shore passes issued. Passport or 
Seamen's Book are not required when on shore leave. 
REGULATIONS: No food waste, ballast, engine oil to be discharged in 
the lagoon. 

DELAYS: Expected delays can be caused by heavy rain and port 
congestion. 

GENERAL: Tarawa is the main port of entry for Kiribati. Other entry port 
is Christmas Island. 

Tarawa Atoll is roughly triangular in shape. A number of islets, 
separated by shallow passages, dry at low water, form the Southern 
and Eastern sides of the Atoll. The Eastern side is approximately 
19 miles North and South and the Southern side is 16 miles in an East- 
West direction. 

Causeways link up the islets along the Southern side and part of the 
Eastern side. On the Western side there is a barrier reef, most of which 
is sunken, enclosing a large lagoon navigable by vessels drawing 26 ft. 
at LWOST and 30 ft. at HW. 

The President's and Main Government Offices are at Bairiki Islet which 
is connected by causeways to the Tungaru Central Hospital, 
Government Schools at Bikenibeu and the international airport at Bonriki 
and the Port of Betio. 

DEVELOPMENTS: “L” shaped jetty with length 50 m. and width 8.0 m. 
at head to be constructed at North end of Eastern Mole. Depth alongside 
5.5 m. 

AUTHORITY: Ministry of Transport and Communications, Marine 
Division, P.O.Box 506, Betio, Tarawa, Republic of Kiribati. Te/: 26468. 
Telex: 77022 Mincomm. Cables: Harbour Master, Tarawa. Contact: 
Captain B. Highland, Harbour Master and Marine Superintendent. 


AGENT: Shipping Corporation of Kiribati, P.O. Box 495, Betio, Tarawa, 
Republic of Kiribati. Tel: 26525, 26521. Cable Address: Portco Tarawa. 
Contact: Captain T. D. Murdoch, General Manager. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 
Democratic People’s Republic of Korea 


GENERAL 


ETA PROCEDURE: The Notice of ETA is applicable to the Owners 
(operators and charterers) and the Master of foreign vessels calling at 
ports of the D.P.R.K. 

1. The Owners who fix vessels every month, provide the monthly 


fixture 


of ships to the Ocean Shipping Agency of the D.P.R.K. (Head 


Office) and Branches (herein after called the Agent) before 25th of the 
previous month and advise immediately if any change. 


(a) 
(b) 
(c) 


Vessel's name, flag and call sign. 
ETA and port of call. 
Description and quantity of discharging and loading cargo. 


2. The Owners send the Agent the following documents before arrival 
in the port: (1) Bill of Lading 3 copies, (2) Manifest 3 copies, (3) Stowage 
Plan 3 copies, (4) Charter party or handling terms, (5) Others if any. 

3. The Owner or Master advise the Agent of the Notice of ETA at the 
Pilot Station 10 days and 3 days, 24 hours, 12 hours and 4 hours prior 
to arrival. 


(A) 
(a) 
(b) 
(c) 


(d) 
(e) 


10 days’ Notice: 

Vessel's name, flag and call sign. 

ETA and port of call. 

Vessel’s particulars (g.r.t., n.r.t., d.w.t., number and size of 
hatches, derricks and their capacity, LOA, breadth, draft.) 
Numbers of crew, passengers and nationality. 

Preseration and quantities of discharging/loading, details of heavy 
lift if any. 

Copies of charter party or handling terms. 

Provisions, ship's stores, repair. 

Flag of the D.P.R.K. 

Last port and ship's position. 


(j) Full address of Owner or Operator, payer of disbursements and 
banker. 
(k), Others if any. 

(B) 24 hours’, 12 hours’ and 4 hours’ Notice of ETA at the Pilot 
Station; Ship's position and speed only. 

(C) The Master should advise the Agent of the ship's position and 
the time when she passes the following line. 

(a) Korea East Sea. 
Lat. 42° 24'N., Long. 131° 10’ E. 
Lat. 41° 43’ N., Long. 132° 20’ E. 
Lat. 38°00’ N., Long. 130° 00’ E. 
Lat. 38°00'N., Long. 128° 45’ E. 
(b) Korea West Sea. 
Lat. 39°50’ N., Long. 123° 20’ E. 
Lat. 37°00’ N., Long. 123° 20’ E. 
Lat. 37°00'N., Long. 126° 30’ E. 

(D) The Master should navigate to the pilot station at least 15 miles 
aa} the coast after passing the above lines mentioned in item 
3-(3). 

(E) On arriving at the pilot station the Master should give the Agent 


Chongjin Name The Ocean Shippi 
The D.P.R.K., Chongin 
Address Suhang 2 Dong, tr 
Songpyong District, t 
Chongjin City, , 
The D.P.R.K. i 
Telex No. 6201 ch kosa kp 5 
Cable Address Kosa Chongjin \ 
Telephone No. 23227 Chongjin \ 
Coast Radio HMC ‘ 
Hungnam Name The Ocean Shipping Agency 
The D.P.R.K., Hungnam Bray, 3 
Address Kumbikdong, r 
Ryongsong District, 
Hamhung City, ; 
South Hamgyong Province ¢ 
The D.P.R.K. ; 
Telex No. 6202 hn kosa kp " 
Cable Address Kosa Hungnam 
Telephone No. 2656 Hamhung P 
Coast Radio HMH Q 
Wonsan Name The Ocean Shipping Agenoy: 4 
The D.P.R.K., Wonsan Bran * 
Address Zangchondong, F 
Wonsan City, ; 
Kangwon Province, 
The D.P.R.K. ' 
Telex No. 6203 ws kosa kp 0 
Cable Address Kosa Wonsan r 
Telephone No. 3008 Wonsan P 
Coast Radio HMU \ 
Rajin Name The Ocean Shipping Agengy: " 
The D.P.R.K., Rajin Branch 4 
Address Changpyongdong, k 
Rajin City, p 
North Hangyong Province, A 
The D.P.R.K. § 
Telex No. 6204 rj kosa kp | 
Cable Address Kosa Rajin ‘ 
Telephone No. —-693 Rajin , 
Coast Radio HMR : 
; 
' 
c 
k 


CHUNGUJIN: 41.43 N. 129.42 E. 


DOCUMENTS: 
8 Crew Lists. 


the Notice and enter the port under pilotage. 


(F) The Owner should deposit disbursement funds before ship's 
arrival at the port and inform the Agent of the following; 
(a) Name, amount, date, No. and other details of T.T. 


(b) Ship's name and port of call. 


List of Agencies: 
1. Head Office 
Pyongyang 


Address 


Telex No. 

Cable Address 

Telephone No. 
2. Branch Offices 


Nampo Name 


Address 


Telex No. 
Cable Address 
Telephone No. 
Coast Radio 
Haeju Name 


Address 


Telex No. 
Cable Address 
Telephone No. 
Coast Radio 


Songlim Name 


Address 


Telex No. 
Cable Address 
Telephone No. 
Coast Radio 


1016 


The Ocean Shipping Agency of 
The D.P.R.K. 

Bipa Street, Moranbong District, 
Pyongyang, The D.P.R.K. 

5470 kosa kp 

Kosa Pyongyang 

5-2472 Pyongyang 


The Ocean Shipping Agency of 
The D.P.R.K., Nampo Branch, 
Hoopodong, Nampo District, 
Nampo City, The D.P.R.K. 
5224 np kosa kp 

Kosa Nampo 

5701 Nampo 

HML 


The Ocean Shipping Agency of 
The D.P.R.K., Haeju Branch, 
Sohaedong, Haeju City, 

South Hwanghae Province, 
The D.P.R.K. 

7306 hj kosa kp 

Kosa Haeju 

5310 Haeju 

HMJ 


The Ocean Shipping Agency of 
The D.P.R.K., Songlim Branch, 
Shingyangri, Songlim City, 
North Hwanghae Province, 
The D.P.R.K. 

7307 si kosa kp 

Kosa Songlim 

1100 Songlim 

HMQ 


2 Vaccination Certificates. 

2. Lists showing currency, gold and valuables in possession of 
members. s 

The following information should be radioed to Port Authorities bev 
arrival: 

Number and nationality of crew. ‘ 

Name of last port. . 

Ports called at during last month. j 
PILOTAGE: On reaching North Korean waters, vessels required oe 
a position report every 3 hours to KOSA Chungjin. Pilot and * " 
Authorities board in position 41° 30’N., 130°05’ E. where ves# ' 
should await Pilot. Water depth too deep to permit anchoring. : 
ANCHORAGES: No possibility of anchoring outside harbour limits 
CLEARANCE: On arrival in port, the radar, echo sounder, main a? 
emergency transmitters and all optical equipment is sealed ‘ 
inspection team board the vessel to verify currency and valet : 
declarations. Seamen's Books required to be stamped with landing p= F 
BERTHING: Berth No. 1, max. draft 24 ft. Berths No. 2 and 3, mak = 
27 ft. Berths No. 4 and 5, max. draft 28 ft. , 
CARGO GEAR: Vessels loaded and unloaded by ship's gear. At Be* ' 
4 and 5 there is a conveyor belt facility for coal loading. H 
SHORE LEAVE: Seamen not allowed to visit other vessels, of © 


the harbour area. : 
Unauthorised money changing forbidden, and it is prohibited 0® t 
Korean currency out of the country. i 


No bathing in harbour area. 


1 

SHIPMASTER’S REPORT: December 1980. 3 
There are 2 harbours in Chungjin, the Western harbour and the E&* 4 
harbour which are about 2.5 miles apart. Western harbour is most® 4 
export of coal and iron and Eastern harbour for import of gene 
bulk cargo. 

The following port information is for the Eastern harbour: 
Documents: Immigration, Customs and Quarantine Officials boat? 
vessel at the pilot station. The Korean Authorities bring on 
own forms for ship's stores, currency, valuables, binoculars, 
etc., and fill these in by using the information contained in the # 
forms. However they also take the original of the ship's paper i 
Papers required for entry: 

5 copies Crew List (IMO Forrn). 
copy Vaccination List (Cholera). 
copy Crew's Effect Declaration (IMO Form). 
copy List of Currency and Valuables (Free Form). 
copy Ship's Stores Declaration (IMO Form). 
copy Ports of Call List. 
copy Maritime Declaration of Health. 


i) 
14 


= 
on an ==40 @0 =.4n a> ae 


a ot ot oh 


7 


y General Information” sheet, containing such particulars as vessel's 
call sign, Port of Registry, official number and all the normal data 
in the ship's register, including cargo on board, amount and 
we waded etc., was found to be of great help in filling out their forms 
" geeded-up the entry and clearance process. 5 copies of above 
_aibe made for distribution to Agent, Customs, Immigration, Harbour 

“ee and Quarantine. 

ers Advice: It is important that all crew members strictly comply 

»oe Rules and Regulations in Korea, especially concerning cameras 

© snoculars as photography and the use of binoculars is strictly 

spted in the harbour area as well as in the City and the surrounding 

«ithe Customs, during their second cabin check, find a camera or 

wlars the matter will be treated very seriously. 

~ landing permit, Immigration will stamp the passports or the 

«sans books. However | managed to persuade the Immigration 

«e not to stamp the passports because of the trouble in certain 

wipes when they see a D.P.R. Korean stamp but it took 2 days and 

ex immigration Authorities to get this permission. 

wen filling out the Customs and Immigration Forms, the name North 

wrth Korea should not be written on any of above mentioned forms 
yy other documents as well as on private letters. The Authorities 

taccept a divided Korea and will cross out the name North, in any 
| ee tis written. 

+s not necessary to take cash advance in Korean Won. American 

was and Yen are most welcome. 

age: Method of contact: VHF or radio contact not possible. Agent 

sniorm the pilot station of vessel's ETA. 

wing Position: Lat. 41° 42.8’ N., Long. 129° 50.5’ E. (4 miles S.S.E. 
yeakwater). Pilot is compulsory. Service Time: Daytime only. 

wwrage: From 0.5 miles — 4 miles S.S.W. of Chungjin Harbour in 

-30 fathoms. Good anchorage in mud/sand and protected from 

wherly wind. However during strong South-westerly wind there is a 

ay sea and swell. 

woaches: Simple and straightforward. Practically due North along 

mas East coast until abeam of Cape Kozakof, then straight for the 

wooarding position or anchorage. 

wnctions: Entry: 30 ft. even keel on entry to the harbour. 

weal Regulations: Vessel received orders by cable to navigate 

inles off the Korean D.P.R. coast and pass through position 
%8.9' N., 129° 52’ E. en route to the pilot boarding position. 

& Size: Max. draft alongside at the grain and general pier was 28 ft. 

sin the harbour 30 ft. 

ath: Radio Pratique not available. 

wo: Contact through Congjin Coast Radio Station, call sign “HMC"’ 

mency; Call on 500, work on 428 kHz., ships work 425 kHz. Traffic 

every hour plus 20 minutes. After initial call on 500 kHz., usually 
towed by QRU. MF only. 

Ser arrival, radio station on board is sealed and there is no VHF in 

spot. However after arrival in the port, Agent will bring on board a 

nl ransmitter/receiver for daily communication between Master and 

wits office. The set working on 24 volts. Very few people speak 

‘dish. | found only the Pilot and Agent had a fair command of English. 

nal Notice: Five days then 72, 48 and 24 hours to Agent. Also 5 days 

u3days to receivers. 

, Two tugs available, about 500 h.p. maximum. Tugs always take 
0S line. 

» hing: Mooring Method: Vessels drawing more than 28 ft. must first 
fen her draft at anchor in the inner harbour. Vessel is brought up in 
‘oth South direction in the harbour and moored aft to the bollards on 
*teakwater with 4 lines and port and starboard anchor forward, 
vackles in the water (Mediterranean Mooring). 

; 4ong the grain pier, which is only 150 m. long, a strong mooring is 

{ Snmended partly because the after part of the vessel overhangs the 

; la pier and partly because of the occasionally heavy swell along 

pier. 
™Wharves: Vessels only allowed alongside with draft of 28 ft., but 

j “unding with a line showed about 32 ft. It was not possible to get 

» “information of water depth alongside the general pier. | found the 

s Swharves length to be about 1,500 m. The grain pier is 150 m. long. 

; “an wharves in the Eastern part of the harbour, which are shown on 

| ‘Chart No. 1271, do not exist anymore as usable wharves. 

Sites for Bulk Carriers: There are a total of 8 cranes in the harbour, 

; Sof about 10 tons capacity. Two of the cranes are serving the grain 
bd a pane with a conveyor belt system. No difficulty with height 

p 'essel. 

*) Operations: At the harbour anchorage (Mediterranean mooring) 

» “algo is discharged by ship's gear. Stevedores operating the cranes. 

®ation is slow and there is often damage to the vessel with grabs 

*0 inexperienced stevedores. 

"cranes serve the vessel alongside the grain pier. They are able 

‘sharge about 3,000 tonnes per day but actual quantity discharged 

*tay (taken over a 7 days period) was only 1,600 tonnes, mostly due 

in of stowage space, transportation problems and crane break- 


“vedores work 24 hours a day, 7 days a week. 

€cranes bring the grain to a conveyor belt system which again 
. “the cargo to the store house. The store house has a maximum 
_ Sty of 12,000 tonnes. 

_ *@ is a railroad system serving the grain and general pier. 
; Bedore damage must be reported to the foreman immediately. All 
are repaired before departure by shore repair workers. 

“al: Services available. 

“ty: 1026. 

“Water: Good quality fresh water available at the pier. Charge Won 
{Per ton (U.S.$1.75). Fresh water can also be delivered by barge 
“anchorage. 

* Available but expensive. 

Sars: According to the Agent, all deck and machinery repairs can be 
Ne | expect that to be correct as there is a big shipyard in 
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KOREA, Democratic People’s Republic of 


Surveyors: Local Surveyor only. 

Customs: The Bonded Stores are not sealed but all cameras and 
binoculars are collected before entering the harbour and sealed in a 
locker. Radio room and echo sounder also sealed. 

When the vessel has berthed alongside the pier, Customs will once 
more come on board and this time check thoroughly for binoculars and 
cameras throughout the ship. It is possible they will confiscate all 
cameras and binoculars found during the second check. 

Time: GMT plus 9 hours. 

Shore Leave: Crew members are not allowed outside the harbour area. 
Permission is only given for a visit to the Seaman's Club, just outside 
the gate, but only a walk, straight from the gate to the club. There is an 
armed guard at the gangway to whom crew members must present their 
Passport or Seaman's Book and also once more at the harbour gate. 
Shore leave is from 0800 hrs. to 2300 hrs. There is a new Seaman's 
Club near Western harbour (about 8 km. from Eastern harbour — by car 
about 10 minutes). Transportation to and from this club costs U.S.$7.00 
per bus. 

General: Current: Experienced a slight South-westerly set towards the 
shore in Kyongusogu Bay when approaching from the South. 

Tide: Port not effected. 

Charts: BA. 1271, 1316. J.A. 162. 

Swell: A heavy swell can cause problems for vessels alongside the 
wharves, especially in July/August. At times the swell may cause vessels 
to leave the wharf and shift to the anchorage. 

Distress: In case of distress a long blast followed by a short blast with 
the whistle and repeated 3 times, this will warn the Harbour Master who 
will take action. 

Derat: Derat exemption certificate can be issued. 

Laundry: Available and requires about 3 days. Laundry service is 
satisfactory. 

Provisions: Available in limited quantities. 


SHIPMASTER’S REPORT: January 1990. 

Documentation/Officials: Quarantine and Immigration Officers board 
with the pilot. Documents necessary as per “Guide”. In addition a blank 
form in English and Korean language is presented by Customs where 
Master should fill in number of cameras, binoculars, radios, tapes, 
televisions and sign. They also presented Korean forms for crew and 
ship's stores which Master only signed and attached IMO forms, which 
we already had prepared, without objection. 

Four crew members are required to accompany the search party to 
search the deck, engine room, living quarters and provision stores. There 
is a representative of the Agriculture Ministry who inspects the dry 
provisions room for insects. They found 2 small cockroaches and 
ordered fumigation, which ship's crew carried out. All cameras and 
binoculars were placed under seal. Radio equipment, D/F, echo sounder 
were sealed but VHF and walkie talkies were not sealed and can be 
used throughout ship's stay at anchorage or alongside for daily 
communication with Agent. Bonded stores were sealed after berthing. 
There was no second search after berthing, only similar search prior to 
departure, where 2 Immigration Officers will remain onboard up to pilot 
station and disembark with pilot. 

Pilotage: Pilot boards as indicated on the chart from a tug equipped with 
VHF. 
Radio: Cable received from agents Korea Ocean Shipping Agency 
(KOSA) as follows: Please navigate 15 miles away from our coasts. 
Pass through 41° 23’ N., 130° 08’ E., thence to pilot station. Chongjin 
working frequency short wave as follows: 
16,995 kHz. from 0900 hrs. — 1800 hrs. (local time). 

4,231 kHz. from 0800 hrs. — 1800 hrs. (local time). 

8,693 kHz. from 0000 hrs. — 2400 hrs. (local time). 
VHF: Chongjin Port Radio and KOSA are both equipped with VHF. 
Contact can be established on Channel 16. 
Berthing: Vessel berthed in Western Harbour. 
Cargo Work: Shore cranes were used. Working 24 hours a day, 7 days 
a week. We loaded steel billets and all cargo arrived by rail. Any damage 
by stevedores will be repaired by them. 
Medical: All crew to have valid health card. Injection for Cholera will be 
done onboard if required. 

Costs: 5 Won for each injection, plus 5 Won for each new card plus 
10 Won for Doctor's visit. 

Fresh Water: Available alongside by hose provided by water company. 

Costs: 2.50 Won per ton, plus supply fee of 1 Won per ton plus Winter 
charge of 20% (Holiday charge is 125% and night charge is 75%). 
Fuel: We received 20 tonnes of diesel oil 7 days after request. 

Costs: 980 Won per ton, plus supply charge of 3 Won per ton, plus 
commission. 

Surveyor: D.P.R.K. Register of Shipping surveyor will attend on request. 
Repatriation: A vessel in port sent 20 crew to Manila via Pyongyang. 
Shore Leave/Shore Pass: An armed guard is on duty at the gangway 
at all times. | requested Immigration not to stamp Seamen's Books or 
passports, which they accepted. Ready made shore passes are issued 
without names, only numbers. There is a U.S.$100.00 fine if shore pass 
is lost. 

Shore leave possible from 0900 hrs. to 2100 hrs., but only within 
harbour area. Crew can only visit Seaman's Club which is about 2 km. 
from the gate, by using the bus provided by the Seaman's Club, through 
shipchandler. Single trip costs 10 Won (U.S.$1 = 2.22 Won). 

Excursion tours can be arranged by Agent to museum or hotel. 
Shopping only possible from Seaman's Club or hotel, although there is 
a shop in Agent's building. Agent advised me there is an Agent's branch 
office near East Port. 

Provisions: Provisions are very cheap and can be obtained through 
shipchandler. The supply of fresh provisions is very limited. 
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HAEJU (Haijuube): 37.59 N. 125.42 E. 


SHIPMASTER’S REPORT: August 1978. 


DOCUMENTS: Same as Nampo, but Korean Forms must also be filled 
in on arrival. 
PILOT STATION: B.A. Chart 1258. Situated between following points: 


37° 40’ 30” N. 125° 35’ 00” E. 
37° 42' 00" N. 125° 35' 00” E. 
37° 42' 00" N. 125° 32’ 24” E. 
37° 40’ 30” N. 125° 32' 24” E. 


The ship should anchor and wait. It is imperative to anchor within Pilot 
Station Area, which is used by North and South Korea, otherwise the 
Authority will not board the vessel. Approaches to Haeju are not covered 
by B.A. Charts, Korean (Nos. 15-1354, 1328, 1329) not obtainable. Pilot 
boards together with Quarantine and Immigration officer. The inspection 
starts immediately, all crew must have Seaman Book for identification. 
Food stores and pantries also inspected. Pilotage is carried out 
depending on tide and ship's draft, daytime only. Berthing at slack tide. 
After berthing arrival inspection continues (Harbour Master, Customs, 
Coast Guard). 

ANCHORAGE: Ships sometimes complete loading at the Anchorage in 
position 37° 55.5’ N., 125° 46’ E., depth 11.4 m., but probably swinging 
space for one ship only. Ships waiting for berth anchor in the vicinity of 
the wharf. With no chart it makes the situation difficult, as there are no 
lights or light buoys. Position only obtained by radar. One anchor used 
due to strong tide which sometimes reaches 4 knots. 

ARRIVAL ADVICE: The arrival notice to be sent to KOSA Haeju giving 
all particulars same as Nampo, first contact via Haeju Coast Radio 
Station, call sign HMJ, to be made 48 hours before arrival. Earlier 
contacts via Shanghai Radio. 

RADIO: Haeju Radio, call sign HMJ. 

BERTH: Old berth described in China Sea Pilot, Vol. Ill, page 540. 
Extension works in progress. Shore cranes. Depth at low water about 
6.8 m. 

EXPORTS: Zinc concentrates, cement from the new factory connected 
with Port by conveyor belt. 

FRESH WATER: From hydrant alongside, at anchor by barge (dredger). 
FUEL: In restricted quantities, price unknown. 

SERVICES: Provisions and Laundry, available through Seamen's Club. 
AUTHORITY: Port Master and Harbour Master. 


HEUNGNAM: 39.50 N. 127.45 E. (See Plan) 


SHIPMASTER’S REPORT: November 1983. 


PILOTAGE: The pilot station is at Lat. 39°44.8’N. and Long. 
127° 41.0' E. When arriving at this position and no Pilot is available, 
vessels are ordered to anchor. Ships are also ordered to navigate at 
least 12 miles off the coast. 
ANCHORAGE: The anchorage is secure and safe with a depth of water 
of at least 36 ft., however soundings were unobtainable because of the 
sealing of all equipment. 

If vessels arrive with a draft of over 25 ft., cargo is discharged into 
barges at anchor approximately 1 mile South of the breakwater. 

The white light at the end of the breakwater can be seen at a distance 
of approximately 5 miles. 
MAX. SIZE: The minimum depth in the harbour is 28 ft. and ships of up 
to 25 ft. draft are allowed alongside. 
BERTHING: The length and direction of the quays etc. in the harbour 
are reasonably accurate as they were obtained using radar (See Plan). 

The berths are used as explained on the plan. Also the two cranes 
at the Southern end of the Pier “D” are used for the export of bulk 
cement. 


NAMPO (Chinnampo): 38.43 N. 125.25 E. (See Plan) 


SHIPMASTER'S REPORT No. 1. 


ARRIVAL ADVICE: The following information should be radioed to 
KNSA Nampo before arrival: 

(1) ETA Nampo Station, Lat. 38° 37’ 30” N., Long. 124° 49' 30” E. 

(2) Nationality. 

(3) Gross Registered Tonnage. 

(4) Net Registered Tonnage. 

(5) Deadweight. 

(6) Length overall. 

(7) Height of Freeboard. 

(8) Speed. 

(9) Last Port of Call. 

(10) Colour of ship's hull. 

(11) Number of crew and passengers. 

(12) Hatch Loading/Discharging cargo Plan. 

(13) Draft. 

(14) Ship's position together with ETA 24 hours before arrival within 
area connected positions Lat. 37° 00' N., Long. 124° 30' E., Lat. 
38° 08’ N., Long. 123° 35’ E., and Lat. 39° 50’ N., Long. 124° 07’ E. 
Also vessel should advise position and time passing above 
connected lines. 


1018 


DOCUMENTS: 
8 Crew Lists. q 
2 Vaccination Lists. # 
2 Lists showing currency, gold and valuables in possession Oy 3 
Bonded stores must be declared but not sealed. s 
PILOTAGE/ANCHORAGE: Pilot and Port Authorities (Quarey « 
Officer and Immigration Officers) board at position Lat. 38° 37'%, 9 
Long. 124° 49' 30” E. where vessels should anchor awaiting Pix 4 
Night pilotage prohibited, according to port regulations. m 
CLEARANCE: After embarkation of Port Authorities at Nampo 
the Radar, Echo sounder, VHF, DF, Radio Room and ajj 
equipment is sealed. On arrival in Port, Customs Officers boar, 
vessel and together with Immigration Officers search the whole 
Seamen's Books required to be stamped with landing pass anh 
are taken ashore by Immigration Authorities for formalities. 
RADIO: Nampo Radio. Call sign HML. 
BERTHING: Coal berth can accommodate vessels up to 20,0004, 
There are 2 conveyor belts for coal loading but 1 only can wor 2 
time. Conveyor belts are not movable, the vessel has to shift. Vesy 
loaded and unloaded mostly in the roads by ship's gear. There; 
3 other berths but have no information. # 
FRESH WATER: Only available by barge. 
TIME: GMT plus 9 hours. a 
SHORE LEAVE: Seamen allowed to go ashore by boat or bus a * 
Seamen are not allowed to leave harbour area. In order to visit 
vessels in port, application should be made to Immigration Author 
GENERAL: Currency: It is prohibited to take Korean currency outa 
country. 
Bathing: Prohibited. 
Fishing: Prohibited. 
Provisions: Limited quantities available at the Seamen's Club. 
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SHIPMASTER’S REPORT No. 2. 

Information covering Nampo, Democratic People’s Republic of Ko: 
previously known as Chinnampo. See in connection with this B.A (# 
1257 and 1656, China Sea Pilot III. i 

The following general information was produced by the navga® 
officers of a vessel in 1974. 

NAVIGATIONAL INFORMATION: Pilot boarding point Lat. 38° 375) 
Long. 124° 49’ 5" E. Wreck at Lat. 37° 38’ 2” N., Long. 124° 48'2¢ 
3 masts above water at all states of tide. Radar echo good at 6 me" 
Buoy — old position Lat. 37° 37' 4" N., Long. 124° 51’ 4” E., movei® 
Lat. 37° 37’ 2” N., Long. 124° 50’ 7” E. 

Light Sei To — flash every 23 sec. Visible for 8 miles 

Light buoy at Lat. 37° 37’ 4” N., Long.124° 53’ 6” E., flashes 18 se 
Light Shimai To flashes 18 sec. 

Light San extinguished 

Light Chiri extinguished 

Light Hi To extinguished 

Light at Lat. 38°41'7”N., Long. 125° 18’ 1” E., (Bachishin) flas® 
30 sec. 

Light at Nanryoki extinguished . 
Light at Lat. 38° 43’ 3” N., Long. 125° 24’ 6” E., extinguished. 


PILOTAGE, ANCHORAGES, INSPECTION AND CLEARANCE: 
Pilot boarding point is at the same time the outer limit of Nampo Hatt # 
and the clearing inwards point. To await Pilot and further instruct # 
before proceeding into Nampo, vessels must wait here. Information# & 
be obtained via coastal radio Nampo (details in Nautical Wie 
Service Standing Instructions), VHF is not available. 5 
The anchorage at the pilotage waiting point is good, and the bot & 
is a thin layer of grey mud with clay underneath it. With wind front & 
S.W., there is a slight swell. Depth of water between 25 m. and 2! 
vessels should anchor with a chain length of at least 100m. ol 
b | 
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capstan and calculate adequate room for swinging, since there ise# 
strong tidal flow at all states of the wind and weather, running # 
4 knots according to our observations. 

The Pilot comes on board with clearance authorities. As pilot of # 
(also no VHF) a normal tug is used, which in Winter is also used #! ® 
ice-breaker. The tug does not display a Pilot's flag, only the nai 
flag. The hull of the tug is black, superstructure white with large Ko & 
characters on the front of the bridge. Pilotage only available am © 
daylight hours. 

At clearance inwards point (pilotage boarding point) all bn 
including bridge binoculars, and photographic equipment is 
together and sealed for the total time in port. It is only released ate i 
Pilot leaves the vessel on departure from the port. Likewise al & _ 
sounding, radar, direction finding equipment is sealed. The use os 
equipment and filming and photography in Democratic Pi ‘, 
Republic of Korea is completely forbidden. he 

From the clearance inwards point the journey to the anchorage" 8 
of the town is usually at full speed for most of the way. The a! ‘ 
is selected by the Pilot. The Pilot gives a good impression and {0* | 
observations knows his job well. However, one can only expet fy 
rudimentary English from him. The same applies to the i 
authorities who have only a very few words of English. 
proceeds slowly but is carried out very correctly. 


GENERAL INFORMATION: When at anchor in front of the tow". 
official authorities come on board. These check the whole ship, 
through the deck and engine room areas accompanied by oné 
member of the crew. Whilst the ship is being examined, al 
members must remain in their cabins. The crew member accompa 
the authorities must have his seaman’s book with him as identi 
When the authorities leave the ship finally they take the log — 
bring it back after a few days. Going ashore is permitted, but 

only in the port area. There is a seaman’s hostel there. Travé 
inland is possible, but only by giving 24 hours prior notice to Im 
via the ship's Agent. Also from time to time it is possible 
members to fly out, but this must be arranged via the state 


wa 
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4 Visits to other ships is also possible, but only by giving 24 hours 
t stice to Immigration. Radios and cassette recorders may not be 
* land or even on deck. Their use is only permitted within the 

gacabins. Fresh water and fresh food are available. In the roads, 

s delivered by water boats. Removal of rubbish is also possible 
p pe notice through the Agent, and is even possible at the anchorage. 
J manoeuvring can likewise take place, but it must be reported, and 
" Sy take place in the vicinity of one's own ship. 
~ycearance inwards, the following documents are required: 
. Crew Lists. 
mol Items in Possession of Crew divided into gold, valuables, 
. money, signature. 
yaccination List. 
. \yartime Declaration of Health. 
passenger List, even if none on board. 
narcotics List. 
- stof Tobacco and Personal Goods. 
: se authorities bring a list of provisions with them and fill it out after 
s egation on board. Stores, such as alcohol and cigarettes are not 


: 
Pe Health Authorities place greatest score by cleanliness of toilets, 
aerators, food stores, kitchens, pantries, hospital and _ first-aid 


. Saty, it may be stated that the ship's broker and Agent speak 
! «derstand good English, but from the authorities normally one can 
| eno knowledge of Western languages. 

: ‘port roads offer anchorages for at least 15 sea-going vessels and 
agi room for swinging. However, in each case at least 170 m. chain 
«be allowed so that the vessel lies securely. The tidal current, in 
eance with our observations, runs at a good 4 knots. The 
worage bottom is good and comprises grey mud. The depths of water 
min the charts are, in accordance with our observations, roughly 


peck 

the West of the port on the town shore there is a large shipyard 
,eamobile gantry crane over a slipway under construction. The 
eay is about 150 m. long. Normally, the crane is at night directly on 
stank (high water mark) and is illuminated and thus constitutes a 
ts bearing, particularly at night, since otherwise no long-range port 
mare available. 
" wstion of the crane is about Lat. 34° 43’ 2” N., Long. 125° 24’ 1” E. 
_ satea where the shipyard is located is designated as ‘Iron works" 

oat 1656, map of Chinnampo Ko. The waterside there no longer 
sainiet, but has been straightened out, and building work is still in 
yess. See “Plan Section” of “Guide”. 

sewise building works are in progress along the whole shore line 
seen the shipyard and Nampo Ki. The shore line is also straightened 
= and to all appearances has been developed as anchorage and 
wryard for the Korean Navy. The 2 red/black buoys to the South of 
ton works in the chart are no longer there. In this area there is only 
, mal fixed buoy for guard boats and fishing craft. 

the middle of Shienshin Island there is a 9-storey white hotel, which 

igod landmark by day. 

‘e tidal pole in front of Nampo Ki is no longer available. On the 

wern end Nampo Ki is a bunker with a small house on top. The 
t wpart of the house is pink and the upper part white. The West pier 
f *atsu To has 5 mobile port cranes, with lifting capacity up to 5 tons. 
‘Southern end of the pier are 2 new large warehouses. A floating 
‘mis available with a capacity of about 160 tons. On the Western 
§#s likewise a small warehouse and 2 mobile port cranes (up to 

%s), At the Southern end of the Western pier, are two berths for deep 
jeieighters with a good 9m. water depth N.W. alongside. At the 
when part of the Western pier there is a good 8 m. of water along 
“gh of some 210 m. At Berth 1 (West pier, Southern berth), vessels 
* 1032 ft. draft can go alongside in normal water conditions. The depth 
| ler in the inner part of the port could not be exactly determined, 
’ ‘udging by the vessels there must be about 5 m. 

old coal pier has a berth with at least 10 m. depth of water. East 
' *spier is also a further coal pier, equipped also with conveyor belts 
) tabout 10 m. depth of water alongside. 
_ wberthing and unberthing there are one large and three small tugs 
I table. The large tug acts as pilot craft and for the authorities to visit 
d tearance. It has been previously described. 

“Mm our observations, in the inner roads loading and unloading rarely 
"place. There are only a few lighters available. As the port is 
poe a long waiting time must always be allowed for (at least 


- ical care for crew members here is somewhat difficult, since one 
*vth all means to avoid having to have the crew member transferred 

wd the confines of the port. In this connection, the doctor comes 
Yonce on board and a decision is taken as to whether or not a visit 
' “sital is necessary. For such a hospital visit one has further to go 
“4 Ms Agent to the authorities to obtain permission to go beyond 

on area. 

*0W are some soundings of the roads. The vessel's draft = 8.35 m. 
tearing is Nampo Ki, second bearing is the pier light, fixed red, in 

othe East pier: 
Measured depth, 

: taking into consideration 


) oy Bearing Time vessel's draft 
, (GMT) (m.) 
yi knots 344°, 38° 2330 21.15 
; knots 355°, 42° 0130 19.93 
, knots 355°, 39° 0715 15.97 
knots 343°, 37° 0900 18.41 
pe nots 340.5°, 38.5° 2330 21.15 
i - 343°, 39.5° 0100 21.46 
/ 
| 324°, 41° 0430 16.88 
| {3knots 339°, 37° 0000 21.46 
‘@knots 357°, 40.5° ~—«-0300 19.93 


KOREA, Democratic People’s Republic of 


Measured depth, 
taking into consideration 


Weather Bearing Time vessel's draft 
(Wind) (GMT) (m.) 
290° 10 knots 345°, 40° 0840 18.43 
Circulating 

5 knots 360°, 45° 0640 16.58 


The pier structures have shuttering walls at the bottom, and the upper 
part is composed of equal-shaped stone blocks. At the mooring points 
fenders are composed of car tyres strung together on wires. The pier 
itself is in a satisfactory condition. Rail connection is available, and lorries 
may run along it. Water connections are also available. As the two cranes 
on pier Berth No. 1 have very large beams, they are often positioned 
between two hatches and then work the two hatches alternately. 

Loading and unloading is made difficult since it is not possible to obtain 
precise information as to the number of gangs, the time they will turn 
up for work, whether they will work with their own equipment or with 
cranes or with the mobile cranes available. It continually happens that 
suddenly port workers will appear or disappear, although shortly 
beforehand the Agent will inform to the contrary. 

Telephone connections with Europe are possible. Connections can 
be obtained at the Seaman's Club in the port after 1600 hrs. On average 
it takes an hour to get through. It is advisable always to try to get a line 
to Moscow, and then ask for the required connection oneself in English 
from the Moscow operator. This noticeably hastens the connection. 
Comprehension is at times very bad, calculation of charges is dreadful, 
and one must be prepared to pay three or four times the price as would 
appertain for a similar call in Europe. 

The local currency is the Won. 1 US dollar = approx. 2.15 Won. In 
the Seaman's Club all customary Western currencies can be changed 
into Wons. 

Loading rigging can be positioned from the ship. If for example this 
has to be done at night, it must be discussed in advance with the Agent 
as to whether this has to be done by the ship or the port personnel. If 
the rigging is done by the port personnel, it must be checked carefully. 

Clearance outwards occurs in the harbour roads and not at the pier. 
It takes a good 3 to 4 hours. Here also, all crew members must be in 
their cabins for checking purposes, and if the authorities require it, 
personnel must be available to guide them around the ship. On leaving 
the port, yet another list must be presented of currency which each crew 
member has spent in Korea. 

They are only interested in foreign currency which has been 
exchanged for Wons in the Seaman's Club, since Wons may not be 
exported. 

On the journey out from the port, the Pilot is accompanied by an 
assistant and member of the coastguard. The latter, shortly after coming 
on board, removes all seals from apparatus sealed when coming into 
port. The Pilot leaves the vessel at a position Lat. 38° 35’ 5” N. and 
Long. 124° 55’ 5” E. 

Herewith some soundings, taking into consideration draft of vessel. 
First bearing — pier light East side Hibatsu To — fixed red. Second bearing 
chimney at Lat. 38° 44’ 1” N. and Long. 125° 25’ 9” E. (shown on the 
chart as Chy.) 

GMT 


Weather Bearing Line sounding 
(m.) 
0030 Calm 338° 21.78 
1022 mb 43° 
0130 Calm 338° 
1022 42° 24.79 
0430 Changeable 335.5° 21.03 
1022 40° 
0530 250° 14 knots 312° 
1022 38° 24.18 


SHIPMASTER’S REPORT: No. 3 


VHF: Agent “KOSA” can be contacted on Channel 16. Generally port 
(Pilot, etc.) do not communicate with the ship directly. All 
communications (VHF) to be done through “KOSA". General watch 
keeping time (VHF) — 0900 hrs. to 1030 hrs.; 1200 hrs. to 1300 hrs.; 
1400 hrs. to 1630 hrs.; 1900 hrs to 2100 hrs. and 2330 hrs. to 0030 hrs. 
FRESH WATER: Also available from shore connections alongside in 
Berths No. 1 and No. 2. 
SURVEYORS: State surveyors of D.P.R.K. (Democratic People’s 
Republic of Korea) available. Survey fees about U.S.$1,900.00 per visit. 
REPAIRS: Facilities available. 
New Dry Dock: is in operation which can handle ships over 180 m. in 
length. Shipyard builds ships (2 — 3 ships at a time) of moderate size 
(about 10,000 d.w.t.). 
Dry Dock/Shipyard Workshop undertake ships repair. They have boat 
fully equipped with diving equipment and diver. 

Fre f Engineer/Technician (Electronic) undertake Radar/Echo- 
sounder/VHF repairs. 
GENERAL: 
Marine Note of Protest: No Notary Public or Court of Law. Masters 
wishing to lodge a ‘Note of Protest” can write to the Harbour Master 
who will endorse his (Master's) letter. 

People strongly object calling their country “North Korea”, it is to be 
called Democratic People’s Republic of Korea. 
Fresh Provisions: Fresh provisions also available through the ship 
chandlers (owned/controlled by the Government). It is advisable to take 
stores through the seaman’s club, where quality can be checked before 
the provisions supplied on board. 
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SHIPMASTER’S REPORT: No. 4. May 1986. 


Korean Regulations require foreign vessels to stay 15 miles off coast 
until abreast of port and we were tracked from 37° 00’ N., Northwards 
to ensure that we did so. As well as ETAs at 5 days, 24 hours, 12 hours 
and 4 hours before arrival at pilot station, vessel required to report 
position and speed 24 hours before and on crossing Lat. 37° North. 

Approached Sei To Island on course 075° on flood tide with very 
strong Northerly set and carrying 15° for set to clear shoals to the North. 
Passed Sei To at 1.1 miles and 7 cables North of Hoko To then course 
050° between red can buoy marking Southern end of Chu Shu or Naka 
Su and black conical buoy marking Northern limit of Kashi or Shimo Su, 
then 055° to Pilot Station No. 1 and waiting anchorage North of Shimai 
To. Neither of the above buoys appeared to have lights and were poor 
radar targets, so approach at night not advisable. 

Instructed by cable from Agents (KOSA) to anchor at No. 1 Pilot 
Station to await Pilot, who arrived unexpectedly after only 2 hours at 
anchor. We could hear Agents KOSA on VHF Channel 16 but they did 
not answer. 

2 Pilots, 2 Immigration Officials and Port Health boarded from tug 
which came out from Shimai To. Clearance to enter procedure carried 
out here which included placing all cameras and binoculars in radio room 
and sealing the door, took about one hour. The 2 Immigration Officials 
prices onboard for passage up river. Echo-sounder sealed but not 
radars. 

Channel to locks at Hito Suido passes close Northwards of Shimai 
To, 067° through No. 2 pilot station and waiting area to 8 cables N.N.W. 
of San To, thence straight course to locks. 

The damming of the river and the river sealed off from the sea was 
completed in April 1986. The old main channel (Hito Suido) South of Hi 
To Island closed with sluices and three locks. Two for large ships in way 
of the old deep water channel, of which the largest is 270 m. x36 m. 
and a small lock for fishing vessels close to the Southern shore. The 
2 main locks are side by side with a large control tower and large swing 
bridge on the centre dividing islands, which is extended East and West 
by 100 m. long leading jetties on piles. Leading jetties have vertical wood 
fendering against piles and locks have floating wood fenders for full 


length, both sides. One tug available to assist large ships to enter lock. 


East of locks, channel close to South bank to avoid shallow patch in 
mid-river for first 3 miles, after which appears to be plenty of water for 
virtually full width, expect changes in the future though, with silt washing 
down river which cannot pass dam. 

We went straight on to berth and the rest of the entry procedure which 
took 2 hours carried out, normally this is done at anchor before berthing. 
Papers required were as previous Master’s Reports in ‘Guide to Port 
Entry’. All Cholera vaccinations must be valid and all foreign currency 
must be declared. Before sailing a list is required of all foreign currency 
changed, which is readily possible at the Seaman's Club, all Hotels and 
most of the shops in Nampo amd Pyongyang. 

Officials searched ship thoroughly on arrival. They require 4 Officers/ 
men to accompany searches, with their passports, and all other 
personnel have to be in their cabins. Even deck stores and engine room 
searched. The same procedure takes place before sailing, but this time 
they are looking for stowaways and Korean currency which it is illegal 
to take out of the country. 

Shore leave for ship's crew is only allowed between 0700 hrs. and 
2300 hrs. local time daily and only inside pert area, which includes 
Seaman's Club. Even for this, shore passes and passports must be 
taken, which are checked by guard at foot of gangway, on and off. 
Special permission has to be obtained for visits to Nampo City or the 
capital Pyongyang. This is readily given, though always accompanied 
by an official guide from either the agency or the Seaman’s Club. We 
were allowed cameras out of seal for a guided tour of Pyongyang, but 
they were returned under seal, immediately on return to the ship. 

Taking of soundings with hand lead, making drawings or sketches of 
anything in port area, visiting other ships, taking radios or tape recorders 
on deck and taking anything ashore without declaring to Customs are 
all strictly forbidden. 

Garbage is collected from ship every 3 days, which service has to be 
paid for (about 300 Won each time). All garbage must be kept in closed 
bins, and nothing must be thrown overside. 

Very keen on rat guards and net under gangway. 

Fresh water readily available by barge, in 90 tonne quantities. Seemed 
to be of good quality though quite expensive (4 Won per tonne). 

The Seaman's Club provides chandlery and laundry services. Good 
fresh vegetables available. 

Rate of exchange (May 1986) 2.2 Won to US dollar and 3.4 Won to 
Pound Sterling. 

Bulk handling berth consisted of three large concrete dolphins on steel 
pillars and joined by steel girders, on which tracks for bulk handling 
equipment run. Connected to shore by narrow walkway only. Total length 
of berth about 150 m. so stern was overhanging. 

Berth equipped to discharge grain and to load bulk cement (cement 
being the largest export from the port). 

Cargo of bulk wheat was discharged by three methods:- 

1). By vertical belt lift to conveyor belt, thence to silo. 

2). By ship's grabs via hopper to conveyor belt, thence to silo. 

3). By ship's grabs to barges overside. 

The majority of cargo being discharged by the latter two methods as, 
though the vertical lift belt was the fastest when working, it was 
continually breaking down. Also best work done at night as there was 
frequently a shortage of shore electrical power during the day. 

Draft survey carried out to confirm quantity discharged and surveyor 
signed a statement to the effect that full B/L quantity discharged. Vessel 
not given clearance to sail until this had been done. 

Although nearly everyone from the agency (KOSA) spoke good 
English, there was nobody from stevedores who did and consequently 
a soups had very little control over which hatches were worked 
and when. 
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Agents: Korea Ocean Shipping Agency (KOSA) very attentiye 
said to have 24 hour Channel 16 VHF watch in their office, thoym. 
was not put to the test outside normal working hours. Req i 
everything has to be by written application, i.e. money, fresh water a 
firm, etc. ; 


SHIPMASTER’S REPORT: No. 5. August 1986. 


ARRIVAL: Pre-arrival notices: 
The state Agent, Korea Ocean Shipping Agencies, cable 
“KOSA” will send by cable, instructions regarding reporting 
sea before arrival. !n our case we had to send position 24 hy, # 
12 hours and 4 hours before arrival at pilot station together With coy, 
and speed. $ 
The position is also to be sent when crossing a line joining the folie. 
positions: 


~oaase => oe = 


Lat. 40° 00’ N., Long. 123° 20’ E. a 
Lat. 37° 00’ N.. Long, 123° 20’ E. 
Lat. 37° 00’ N., Long. 126° 30’ E. q 


The coast must be kept at a distance of 15 miles until the app» 

to the Island of Sei To (Lat. 38° 33’ N., Long. 124° 46’ E.) 
Note: North of Lat. 37° 00’ N., the ships are challenged by Korean}, 
vessels either by VHF or Morse Lamp. They request ship's ny 
nationality, cargo on board, destination, port of origin. Sometimes y 
approach close to vessel (3 — 4 cables) to check the name with powe 
projector. { 
PILOTAGE/APPROACHES: Pilot boarding anchorage: 
After passing Sei To Island the ship proceeds to the pilot wap g 
anchorage bounded by the following positions: » 
A. Lat. 38° 41' 24" N., Long. 124° 59’ 12” E. " 
B. Lat. 38° 41’ 54” N., Long. 124° 58’ 06” E. r 
C. Lat. 38° 43’ 06” N., Long. 125° 00’ 24” E. P 
D. Lat. 38° 42’ 06” N., Long. 125° 01’ 36” E. F 

The tide is very strong but the holding ground is good, pay) § 
sufficient chain to avoid dragging. 

Approaches: The red buoy on the SW end of Naka Su Shoal, to ber a 
on the port side when entering, is in position 37° 365) 
124° 50’ 42” E. (7 cables S.W. of charted position). 0 

The black buoy, starboard hand, 2 miles NE, is 3 cables WSW op 
charted position. y 

The black buoy 1 mile N.E. of Shimai To Lighthouse has been charg @ 

to red and is in position (A) of the waiting anchorage (38° 414) 
124° 59.2' E.). 
LOCKS: A dam has been erected across the river from a post 
(approx) 38° 43.4'N., 125° 14' E. in a SW direction to the 5" 
wreck East of Hi To Island, then in a 263° direction to the Datum f 
(38° 40.8’ N., 125° 11’ E.) The area between Datum Rock and #’ 
Island has been reclaimed and a large esplanade built. 

Another dam with gates join Hi To Island to the mainland in aS 
direction (198°). 3 locks have been built on the SSW part: 5 

Lock No. 1: The SSW most, is used for barges. 

Lock No. 2: In the centre, is for large vessels up to 50,000 dwi? 
dimensions are 275 m. x36 m. A training wall extends on both ens’ 
the lock on the Northern part. The walls of the training wall are protee 
with wooden fenders, the lock has floating wooden fenders. 

Lock No. 3: The Northernmost is for medium size ships * 
dimensions are length 225m. and beam 26m. 2 ships cat! 
accommodated at the same time. 

Note: The lack of co-ordination between the Lock Master and Autho® 
operating the gates of the dam is frightening, when the gates are oe" 
a very strong current sets across the Western part of the lock an! 
impossible to leave the lock as the ship is pushed toward the sha ] 
water still existing just outside the lock. Small craft may try to enle” | 
lock when the gate is opened. 

Aroad and railway line on the dam and lock sysiem through 4 sw"? 
bridge. 

2 tugs are available to assist large vessels to enter the lock __ : 

We entered the lock in loaded condition with a draft of 10.00 m.wet A 
any difficulties. Our vessel is 37,500 d.w.t. 4 

The locks have been operating since April and the Pilots do na'® 4 
much experience. 

A very tall monument stands on Hi To Island. 

PORT: See “Plan”. Since the building of the dam there is no tide” 
port and the current is negligible. 

Salinity is lowering. At the time of our stay it varied from 100910 1% 
it is said that in future it will be completely fresh water. { 

5 new berths have been built over the last 5/6 years in addi” 
Berth No. 1 and No. 2 in Hibatsu To. 

Berth No. 3 extends in a Northeasterly direction for 220 m. fron? 
light in position 38° 43’ N., 125° 24.6’ E. There is about 11™ 
alongside the berth 2 cranes of 5 tons are available. 

Berth Nos. 4 and 5 are inside a basin just North of Berth No S* 
are used by barges. ‘ 

Berth No. 6 (NE of Berth No. 3) is formed by 3 large platiost 
equipped with 2 discharges and one loader for grain. There are 
depths of 11.5 m. on the inside part of this berth (where we 
most of the cargo). ¥ 

Berth No. 7 (Eastward of Berth No. 6) is about 340 m. long ‘ 
No. 7 has minimum depth of 6.0 m. at the Eastern part and is 
general cargo. It also has a fixed hopper connected by belt 0? 
The berth is equipped with 2 cranes of about 5 tons capacity. 

Berth No. 8 is equipped with 3 special loaders for cement inte 
probably has a minimum depth of 11 m. as we have seen vesseS 
up to a draft of 10 m. P 

Berth No. 9 (further Northeastward) is a loading berth for coa 
about 180 m. in length with depth of more than 12 m. 

One loader runs on the pier for loading of coal in bulk. 
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Cranes and equipment for handling grain are locally built and 
«to frequent breakdowns. Safety guidelines are absolutely ignored 
mstevedores who use wires and equipment of poor quality. 
Cactnic cable connections are exposed to the weather. 
~atons: Port Regulations must be strictly followed and ships are 
ae to heavy fines for non observance of the regulations. Pollution 
y prohibited. In future the discharge of sewage into the water 
spe prohibited. : 
veal There is another berth further upriver to discharge iron ore at 
«a factory but details are not known. 
e Agent KOSA has a VHF radio operating day and night. 
- sqculars, ship's radio station and echo sounder are sealed at waiting 
' sage, Radars are left open for operation. 


-seMASTER'’S REPORT: No. 6. December 1986. 
_ ssel called at Nampo with a cargo of bulk wheat from India (about 
0 tonnes). 
* The Nampo pilot ground has been established in an area enclosed 
te positions: 
4 Lat. 38° 41' 24” N. 
» Lat. 38° 41’ 54” N. 


Long. 124° 59’ 12” E. 
1 Long. 124° 58’ 06” E. 
+ Lat. 38° 43’ 06" N. Long. 125° 00’ 24” E. 
- 4 Lat. 38° 42’ 36” N. Long. 125° 01’ 36” E. 
» The binoculars are put away under seal, also the use of 
| gsnitters and echo sounders beyond the lock gate is forbidden. 
4 Vessel berthed at Berth No. 6, and the Pilot informed me that a 
'» tresh water draft is safe. 
. Berth No. 6 is a mechanised berth serviced by 2 conveyor belts 
acaims of a discharge rate of 3,000 tonnes per day. There are, 
sever, breakdowns and we managed about 1,000 tonnes per day 
eahigh of 1,400 tonnes per day. A silo receives the wheat and has a 
eeity of 20,000 tonnes. Berth No. 6 is also the loading berth for bulk 
went, serviced by one loader. Supposedly a load rate of 3,500 tonnes 
«tay can be achieved. The storage facility for the bulk cement is a 
. 90 60,000 tonnes capacity. 
§ Galley garbage is cleared every 3 days. The Harbour Authorities 
. esrict and among other things are very particular about rat guards 
» in position and the satisfactory operation of sewerage treatment 
ats 
.§ The Agents are co-operative and helpful, and going by earlier 
wers' reports, | think there is vast improvement in telex and telephone 
i pities. 
1 Agent's cable address: Kosa Nampo. 


§NBONG: 42.20 N. 130.24 E. 


-HPMASTER’S REPORT: March 1987. 


XCUMENTS: 
 itopies Crew Lists (One additional copy required for each application 
- lorshore leave and an additional 2 copies on vessel's departure). 
‘copies Vaccination List. 
; lcopies International Maritime Declaration of Health. 
» loopies Crew Declaration. 
; ltpies List of Valuables and Currency. 
) Copy Bills of Lading. 
; ‘presented on arrival: 
'getable form indicating quantities and country of origin. 
, Ameras and binoculars form. 

eal health form. 

\OTAGE: Compulsory for foreign ships. There is no VHF response 
0 arrival at pilot station. Pilot boards from tug. 

‘HORAGE: Bounded by following points: 
£1700" N. 130° 26’ 30” E. 42° 17’ 00” N. 130° 19’ 00” E. 

oy 30"N. 130° 26’ 30” E. 42° 15’ 30" N. 130° 29’ 00” E. 

‘otand Health Officer board in this area. 

SSTRICTIONS: VLCC movements only carried out at night and during 

“weather conditions with the Harbour Master's permission. 

LTH: No Radio Pratique. Doctor boards with Pilot and Immigration 

“*is. All vaccination certificates checked for validity, any expired 
, Wations given. For hygienic reasons, ship supplied disposable 

‘oermics. If any crew joined vessel within preceding month, all 
, “onnel to have temperature taken by Doctor. 

00: Call Radio Station HMR (Ragin) on 500 kHz between 0800 hrs. 
hrs. (local time). When out of range, messages sent via VPS 
| "Kong. 

“a Advice: All communications for Port and Pilots to be sent via 
; Pils (36 hour, 24 hour and 12 hour messages). Initial message to 

“We present position, speed, DWT, GRT, NRT, LOA, Breadth, 
| er of crew and confirm Democratic People’s Republic of Korea flag 

Lard. After initial report, send position reports every 4 hours. 

‘We were informed after arrival that VHF contact is possible, but 
9perators only respond to Russian and Korean languages. We 
~..’ery brief contact with Pilot when tug 0.5 miles off. 

: *1 x 1,000 h.p. and 2 x 800 h.p. tugs available. Aft tug makes 
| “Sing ship's line, which should be of the floating type. One tug is 
| aranee? buoy mooring lines coiled on deck. 

: ING: S.P.M. located in approximate position 42° 18.3’ N., 
_ £%5'E. and shows LF.2R.12s. There is an inner harbour for 

‘vessels bunkering, size not known. 
. AL: Hospital and dental facilities available at Rajin. 24 hours 
“Stequired for Immigration. 
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KOREA, Democratic People’s Republic of 


TANKERS: S.P.M. has 1 x 16 in. hose string which is connected and 
disconnected by shore personnel. Maximum back pressure allowed at 
ship's rail is 9 kg. Loading rate averaged 1,300 t.p.h. Shore tanks of 
20,000 tons capacity are located approximately 7 km. from the buoy. 
Moorings: Two buoy ropes of 130 mm. diameter are made fast on bitts. 
Ship lowers 2 mooring ropes with lashings and messengers to small 
line boat which then passes them to a tug near buoy. 

DENSITY: 1025. 

FUEL: | believe fuel is available to vessels using the port if advance 
notice given. There is an inner harbour draft restriction of 7.50 m. Barges 
not available. 

FIRE PRECAUTIONS: Minimal, vessel carried out own checks. 
CUSTOMS ALLOWANCE: 200 cigarettes, 1 bottle of spirits, no limit for 
beer. Bonded store not sealed. 

TIME: GMT plus 9 hours. 

STORING: Small amounts of fresh produce are available, depending 
on time of year. Payment in cash (U.S. dollars) is preferred. 

SHORE LEAVE: Application to be made to Immigration 24 hours in 
advance. Crew only allowed to visit Seamen's Club in Rajin. Bus takes 
crew from jetty to Club where crew must remain until return journey. 
Shore pass and Seaman's Book to be carried at all times. These are 
checked by Immigration on the ship and on jetty outward and on return. 
GENERAL: The initial Quarantine and Immigration inspection takes two 
hours, therefore it is advisable to anchor. 

Immigration Officials seal radio, cameras, binoculars and distress 
rockets. They also require radars and depth recorder to be sealed but 
were persuaded to leave this until vessel berthed for safety purposes. 

Once berthed, Customs, Agent, Harbour Master, Receivers, S.P.M. 
Operators and Interpreter board, at which time there is a second 
Immigration and Customs inspection of whole ship. 

Accommodation required for 11 persons and meals for 15 persons. 
Officials come and go daily. 

Prior to departure there is a Customs and Immigration inspection. 
Once completed, Harbour Master issues Clearance Certificate. 

Two Immigration Officials remain onboard until vessel drops Pilots in 
Quarantine Area. 

Pilot remains on bridge throughout discharge and controls the tug 
which is secured at the stern to keep the vessel off the S.P.M. 

Chart: BA. Chart No. 2431 (Unggi). 
Agents: Korea Shipping Agency, Rajin Branch. Cables: “KOSA RAJIN”. 
Telex: 6204 RJKP. Telex manned during office hours only. 


NOTES 
Please also advise Shipping Guides Ltd. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng) 


Republic of Korea 


GENERAL: 


FOREIGN FLAGS: Ministry of Transportation issued following 
instructions regarding entry and exit of foreign flag vessels in Republic 
of Korea waters. 

Item 1: Director, local Marine Bureau shall not grant permission for 
entry of foreign flag vessels under ownership of North Korea, Vietnam 
and China. 

Item 2: Director, local Marine Bureau shall not grant permission for 
entry of foreign flag vessel bound for North Korea or falling short of 
90 days of departure from ports of North Korea. 

Item 3: No restriction shall be applied for entry of foreign flag vessels 
unless same appertained to above clauses in accordance with 
internationally accepted practices. 

ETA: The following requirements apply to vessels carrying dangerous 
cargoes, deep draft vessels and vessels and their tows exceeding 
200 m. in length. Such vessels should inform the District Maritime and 
Port Authority, 12 hours in advance, of their name, tonnage and 
estimated time of entry into the designated area of the following ports: 
Yosu, Pusan and Ulsan. 

HEALTH: Radio Pratique is available at Inchon, Busan, Yosu, Ulsan, 
Pohang, Masan, Mokpo, Gunsan, Chungmu, Bukpyong and Cheju. 

Masters are required by the Ministry of Health and Social Affairs to 
include in a telegram requesting Radio Pratique the following information 
in the order shown: 

. Notice in accordance with Art. 22 (RPM). 
Name and nationality of vessel. 

Number of sanitary certificate. 

Date and place of departure. 

All ports of call with dates. 

Name of entry port and ETA (Korean time). 


. Number of crew and passengers on board. 

. Any transhipment of crew or cargo within 7 days prior to arrival. 
Name of any patient on board ill within 7 days of arrival and 
symptoms. 

11. Any death on board within 7 days of arrival. 

12. Discovery of infected rats, dead or alive. 

13. Infection of cargo by quarantinable disease. 


SOSNODSONS 


14. Any crew or passengers without valid WHO innoculation certificates. 


15. Availability of doctor on board. 

16. Name of Master. 

TIME: GMT plus 9 hours. Summertime (GMT plus 10 hours) from second 
Sunday in May until second Sunday in October. 


BUKPYUNG: 37.29 N. 129.08 E. (See Plan) 


SHIPMASTER’S REPORT: June 1982 


LOCATION: Bukpyung (Lat. 37° 29.5’ N., Long. 129° 08.5’ E.) lies some 
5 miles to the South of Mukho, it has been under construction for the 
past 4 years and now ranks as the third largest port (by tonnage) in 
Korea. The port consists of 2 breakwaters extending from the shore and 
has been constructed primarily for the export of cement in bulk, clinker 
and bagged forms. 

The port is linked to the Donghai Cement Plant which in itself is the 
largest unit cement factory in the world with an annual production 
capacity of 8.7 million tons. 

This report is mainly directed to the facilities associated with the export 
of cement, however where possible relevant information has been 
included which could prove useful to other vessels trading in the area. 
PORT LIMITS: Approximately 1 mile radius off the port but mainly to 
the North of the E./W. Line, passing through the South Breakwater Light. 
Port limits are indicated on Korean Chart No. 141. 

DOCUMENTS: 

6 Crew Lists (on blank paper). 

3 Vaccination Lists. 

2 Port Itineraries for past 6 months. 

2 Passenger Lists. 

2 Arms Lists. 

2 Drugs Lists. 

3 Personal Manifests. 

3 Cargo Manifests. 

3 Stores Lists (including fuel on arrival). 

3 Bonded Stores Lists. 

Korean Maritime Declaration of Health. 

Various Korean entry forms. 

PILOTAGE: Generally operate from 0600 hrs. — 2100hrs. 3 Pilots 
available and appear quite competent. As an exception they will sail 
vessels up to 2200 hrs. from the berth. Small pilot launch painted white. 
No VHF (1982). Pilot ladder required almost to the water, no manropes. 

In heavy swell the Pilot refuses to come out to the vessel and no 

dispensation is given for the vessel to come under the lee of the North 
Breakwater to pick the Pilot up, even though there is ample room. 
Pilotage is relatively simple with a wide deep water entrance to the port 
and a large swinging basin. 
APPROACHES: B.A. Chart 882, also Korean Chart 141. Best to run up 
5 miles off the coast to keep clear of 3.5 fathom patch reported in position 
Lat. 37° 28.5'N., Long. 129° 13.0’ E., then alter course to 270° for 
approaches to anchor area off the port. 


1022 


Name of issuing authority, date and validity of fumigation certificate. 


ANCHORAGE: Recommended anchorage about 1 mile to 1.5 mile 
the breakwater in about 12 fathoms to 14 fathoms of water. We anes, 
with South Breakwater Lt. Ho. bearing 180° (T)<1.27 miles, wa 
shackles down on the port anchor and happily rode out a day of 

in excess of 40 knots, though engines were kept on immediate 

A confused back swell is sometimes thrown off the breakwater dum, 
strong onshore winds. Bottom mainly sandy with some rocks. 
visual and radar targets available to check anchorage position. 
MAX. SIZE: No limitations to length or beam. Max. draft 11.8 m, (Se 
HEALTH: Quarantine Officials generally attend at the anchorage » 
inspect store rooms, galley, etc. Derat sighted and Vaccination |, 
required. Korean Maritime Declaration of Health made out. Pp. 
granted. Various vaccinations can be obtained at the Port Health 0% 
at Bukpyung. The doctor/nurse will not attend onboard to do inj 

No specific vaccinations required for Bukpyung unless VeSSEl fin 
infected area. 

RADAR: No port radar at present. 

VHF: Bukpyung Port Radio operates on Channels 16 and 12. D 
operations only. Initial contact is made via this station and arrival fry 
and ships’ particulars noted. Berthing instructions are generally re 
through Mukho Radio, VHF Channels 16 and 26 from Agents. Local ay 
overseas Calls are also possible through Mukho, with a 24 hour wa 
kept. 

TUGS: Three available: 2x 2,000 b.h.p. and 11,000 b.h.p. Make 
with tugs’ lines with the tugs joining vessel just inside the breakwes 
There are an additional 2 tugs at Mukho (5 miles to the North) and thy 
will work at Bukpyung if required. Communication with tugs is by walkie tai. 
BERTHING: Vessels generally berth port side alongside the South 
(Ssangyong) and starboard side alongside the North Pier. Tugs joins 
inside the breakwater, the offshore anchor is used when off the bes 
Boat takes the headlines only. The North Pier is more exposed than» 
South and a substantial tie up is recommended. The bollards are 25> 
apart and the jetties very well protected with modern horizontal ruby 
type fenders. The gangway can be swung out prior to berthing with 
obstructions to cause damage. South Pier length 735 m., North % 
length 540 m. 

Present Capacity: 430,000 d.w.t., 110,000 d.w.t. and 45,000 dw: 

Additional Future Capacity (1986): 650,000 d.w.t., 120,000 dy: 
and 110,000 d.w.t. 

BULK HANDLING FACILITIES: 

Coal: One coal berth lies at the seaward end of the South Pier, wht 
the other berth is at the inner end of the North Pier. Vessels use te 
own cranes and grabs for discharging the coal onto the quayst 
whereupon it is handled by payloaders and loaded into road true 
Discharge rate is in the region of 5,000 tonnes per day but could impr 
if more payloaders were brought in to handle the quayside operat 
Generally speaking, only two payloaders are used at any one time. Ree 
trucks carry the coal to a stockpile 3 miles away and there appears! 
be ample supply of trucks available. The final few hundred tonnes’ 
each hatch is shovelled by stevedores into savealls and rubber mt 
No bulldozers are available for hatch work. 

If a vessel is not equipped with her own grabs then the compe 
discharge is handled using savealls and manpower. Using this mete 
a discharge rate of about 3,000 tonnes per day could be expected. 
crane drivers are quite competent and stevedores helpful. Any dama 
to ship can be repaired on the spot and stevedores accept full liabl® 
Bagged Cement: Two companies export cement from Bukpywt 
Ssangyong Corporation, the largest, operate from the South Pier we 
Tongyan M&G work off the North Pier. Ssangyong have the facility® 
loading clinker/bulk and bagged cement by conveyors and (oad 
Tongyan can only handle clinker and bulk cement by loader, any bagv 
cargo being handled by ship's gear. 

The Ssangyong export terminal serves the largest unit cement p® 
in the world with an annual production capacity of 8.7 million tons. ™ 
main plant, situated a few miles away at Donghai, is linked to thes 
of Bukpyung by an extensive conveyor system. Further conveyors ® 
the storage facilities to 2 ship loaders (for bagged cargoes) and 2% 
loaders for clinker and bulk cargoes. 

The bagged ship loaders were each rated at 150 tonnes per 
though actual loading rate worked out at nearer 75 tonnes per hou! 
both loaders suffering occasional breakdowns. In addition to the load" 
ship's cranes were also used to lift bagged cement directly from lor 
In all, 5 gangs were used (2 loader and 3 crane) and a daily load® 
of about 4,000 tonnes experienced. The cement was bagged in!? 
skinned paper/polythene and very little breakage was observed ™ 
loader however throws off some cement dust and the ship recev®’ 
liberal covering. 

The bagged cement was initially ordered, by Charterers, in nett we? 
i.e. bags each weighing 50 kg. (gross 50.17 kg.), however as load 
progressed it became obvious that the actual weight loaded ® 
considerably more than that tallied aboard. On checking the & 
weight of a number of bags, all were found to be in excess of 50508 
(gross). Initial instructions from Charterers required the vessel 0 0® 
cargo geared to a limiting draft of 32 ft. at the discharge port, butW® 
realising the full shore tally weight could not be lifted then aut 
was received to load the shore figure. By shore tally and Bills of Lat 
we loaded 490,000 bags cement at 50 kg. nett per bag 
24,500 tonnes. 

Actual deadweight on board by draft survey showed ail 
24,886 tonnes of cargo. One per cent. of spare bags were also 
with the cargo. . 

The bagged cement was pre-slung wherever possible in the nae? 
facilitate a quick discharge, the discharge port, was not 
however, this depending upon the number of cement ships discha? 
on the Indian coast. Ahjin intend sending a supercargo to India 0 
in the discharge. ” 

No problem exists with the loaders regarding height clearane®* 
the coamings, however conversely if the vessel is too deeply a 
then the base of the shoot cannot reach the tank top and t'® 
necessary to de-ballast to bring the ship up to the loader 
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[3790 manifests, etc., were prepared, by the Agents, prior to sailing. 
| procedure is to authorise Agents to sign Bills of Lading on 
's behalf. 
ore companies: Ssangyong Cement Co. Ltd., Tongyan M&G 
sd, Korea Express Co. Ltd. 
CAL: Doctor and hospitals situated at Mukho some 5 miles away. 
ets will arrange car to transport crew members to and from doctors. 
igcal attention is quite expensive. Medical reports issued on request. 
»gmpulance service is available if required. 
agsH WATER: Available by barge in 100 tonne quantities. 
“gL: Supplied only by barge either alongside or whilst the vessel in 
»achorage. The bunker barges are not equipped with heaters and 
sequently the pumping rate very slow (about 90 tonnes per hour for 
@y ol and 120 tonnes per hour for diesel oil). Each barge has a 
exity of about 400 tonnes; No blending on the barge, this being 
«omed at the refinery. The barges generally sail up from Pohang 
anave to clear customs formalities at Bukpyung. Fenders on the 
wes are virtually non-existent and if taking bunkers at the anchorage 
pykind of weather extra tyres etc., should be used. We were supplied 
»torean Marine Bunkering: Seoul 776-8531. 
@ AIRS: Engine and general dock repairs possible from Donghai 
wne Engineering Co. Ltd. The company has a staff of about 12 and 
ecapable of handling most repairs. Welders are Korean registered. 
gous Customs formalities have to be completed before spare parts 
eremoved from the port area. Prices appear reasonable though 
higher than Ulsan and Inchon. Radar repairs can be arranged 
sample notice. Chemical cleaning of heaters, etc., can be arranged. 
WRVEYORS: Local Korean inspectors/surveyors are available at 
who for draft surveys, on/off hire surveys, etc. 
\oyd’s and Bureau Veritas are available from Seoul and will attend 
sels at Bukpyung if necessary, with ample notice. 
{ATCHMEN: Available from Sanghyup Kongsa (again) recommended 
any for their ability to use telephone especially with the Agency 
inles away. Cost about £12 per day. 
NSTOMS: Attend on berthing. Quite casual and friendly. Spirits and 
qettes sealed though beer and wine left unsealed. Normal 
fwances per person and an issue available after vessel has been in 
mior 5 days. One Customs Officer remains on the vessel during the 
ainport, he requires a cabin and meals. Drugs are also sighted and 


wed. 

®ATRIATION: No difficulties in this area. Seoul some 300 km. away 
weed by an express bus service. Sub-Agents liaise with main Agents 
wall repatriations seem to run smoothly. An overnight stay is normally 
raged at Seoul for incoming and outgoing crew members though this 
sends on flight times. The journey between Bukpyung and Seoul takes 
mut 4.5 hours. It is necessary for joining crew members to fill out a 
wsonal manifest once aboard the vessel, this is collected prior to 


aing. 

QUDAYS: See “Inchon”. 

‘bor Day (April Sth) is also an official holiday at Bukpyung. Work is 

issble during all holidays. 

MLEPHONES: Available at all berths. Only local calls taken. 

HORE LEAVE: No restrictions, no curfew. 

@NERAL: 

tather: Refer to Pilot Book. 

during the latter part of March and April long periods of relatively calm 

@iher were disturbed by severe Lows and Fronts causing strong on 

‘ve winds and high seas. During these periods the port remains closed 

toerthing vessels, though sailing is possible. Smaller ships in the 

™Morage generally steam offshore during these periods. 

‘es: Fresh supplies and all chandlery items supplied by Sanghyup 

%gsa Co. Ltd., Bukpyung (the only chandler in the area). Fresh 

Selables, fruit, fish, etc., are in plentiful supply locally. Deck and engine 

es also available in the area, though more selective items can be 

"aned from Seoul. Local supplies are reasonably priced, though meat 

‘ensive. Bonded stores are also available. Medical supplies can be 

“aned from Seoul as well as current BA. Charts and Admiralty 

cations. These again are quite expensive. 

"obilisation: Possible with Port Authority approval. 

“ Regulations: Bukpyung also serves as a naval port and 

"sequently no photography allowed. No written port regulations. 

“ng over the side not allowed for fear of pollution, similarly no 

*ng allowed from the quayside. 

“ich Service: A launch service is available from the anchorage and 

‘selul for crew repatriation. It can also be used for shore leave, once 

*selhas been cleared, though price is unknown. 

Sage: Arranged by Agents, taken away from ship by road truck. 

‘%sh should be retained on board, even at the anchorage, various 

*a craft regularly patrol around the port area and anchorage. 

“suls/Notary: No Consular offices at Bukpyung or Mukho, it being 

“sary to travel to Seoul for these purposes. It is also impossible to 

"= Protest at Bukpyung or Mukho. 

““dry: Adequate laundry facilities exist at Mukho, again arranged by 

“shyup Kongsa Co. Ltd., a 24 hour service is available. 

*sing Gangs: These are available and will clean hatches between 

. Itis not possible to pump out hold residue whilst alongside. 

Sing gangs do not generally work at night so some pre-planning 

‘wed if Vessel to discharge and load at the same port. Work requires 
t supervision. Labour for the gangs picked up off the street. 

"gration: All passports inspected: Shore passes issued for all crew 

vag and these renewable every four or five days. No Curfew exists 

,, yung or Mukho. It is necessary to pass through Customs Office 
migration Office before leaving the port area. Again all 

_.Yation Officials most helpful and friendly and eager to practise their 

echore passes collected prior to sailing before obtaining 


Freight: Little difficulty in obtaining spare parts, air freight etc., from 
.,ountries. Main Agents at Seoul arrange necessary customs 


“ace and transport. 
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KOREA, Republic of 


Agency: Main Agents at Bukpyung: Chokwang Shipping Co. Ltd. They 
are sub-Agents for most of the main Korean Agencies. Their office is 
situated at Mukho. With the number of vessels entering and using Mukho 
and Bukpyung they are kept extremely busy, however all Agency work 
is eventually attended to and their services are quite satisfactory. Telex 
and telephone facilities exist at their office, most telexes are directed 
through the main Agents in Seoul, however a direct line can be obtained 
if necessary. 


SHIPMASTER’S REPORT: November 1985. 

On British Admiralty Chart No. 882 BUKPYUNG. Name seems 
interchangeable on signs, etc. 

The anchorage off the port between 0.5 — 0.75 miles W.N.W. of the 
South Breakwater Light seems good but exposed to E'ly weather. A 
good swell was running when we anchored off and vessel did not berth 
for 24 hours. Contact could be made with Agents through Mukho Radio 
on VHF Channel 16, switching to Channel 26. Language is a problem. 

Panamax bulk carriers are the largest vessels taken at the port. 
Max. permitted draft 12.5 m. 2 moderate powered tugs and 2 small tugs. 
In bad weather would advise a panamax not to berth. 

The commercial port is dominated by Ssang Yong cement works 
which exports over 2 million tons of cement a year. The bulk berth is 
clear and modern. Two grab dischargers are said to work 24 hours a 
day. But there are many stoppages. The jetty is well fendered, good 
bollards at approximately 100 ft. intervals. We would suggest 4 head/ 
stern lines, 2 breast and 2 springs each end. Extra moorings in bad 
weather. 

Pratique: Vessel was informed before arrival that Pratique was 
granted. After anchoring vessel was boarded and store rooms inspected, 
Derat not asked for. Pratique was again granted timed and dated. 

Documents: Only Register asked for. Ship had made out stores, 
personnel goods, narcotic and arms lists on our paper and these were 
accepted. Only narcotics in Master's safe being checked. Shore passes 
were made out (by ship). These are required and checked at gate every 
time. Bond not sealed. 

| was unable to Note Protest either here or at Mukho. No ABS surveyor 
available locally. Checked with Agent before lowering and running 
lifeboat for normal upkeep. | was informed that it was in order. A small 
naval craft wanted to arrest it shortly after it was lowered into the water 
and so we recovered it fast. Painting over the side is allowed. 

Nearest airport at Seoul. There is an express bus service (5 hours) 
or train (6 hours) to Seoul. 

Fresh water is available by barge. Bunkers, heavy fuels, diesel, lub 
oils, can be supplied if several days notice is given, | understand a 
coaster brings same from Busan. 


AUTHORITY: Donghae (Bukpyung) District Maritime and Port Authority. 
Tel: (0394) 32 3631. Telex: K24336 Mhdmpa. 
AGENT: Sub-Agents for Korea Universal Marine Co. Ltd., 855-17 
Sonjung-dong, Donghae, Kanwon-do, Korea. Tel: (0394) 32-5982/3. 
Telex: K25838 Jokwang. Cables: “Chokwang Bukpyung”. Fax: (0394) 
32-5984. 

Associated with Jardine Shipping Agencies. 


BUSAN (Pusan): 35.07 N. 129.02 E. 


DOCUMENTS: 

9 Cargo Manifests. 

3 Transit Cargo Manifests. 

8 Crew Lists. 

8 Passenger Lists. 

4 Passenger Baggage Lists. 

4 Mail Lists (forms supplied by Agent). 

5 Parcels Lists (forms supplied by Agent). 

2 Arms-Narcotics Lists. 

2 Tobacco Lists. 

4 Currency Lists. 

4 Stores Lists. 

4 Crew Personal Effects Lists. 

Immigration: All Seamen's Books examined and shore passes made 
out. These passes to be carried at all times when ashore. 
Certificates: 

Derat Certificate or Exemption. 

Inoculation and Vaccination Certificates for all crew members. 
Shipmaster's Report: November 1988. 

3 copies Transit Cargo Manifest. 

8 copies Crew List (Customs). 

10 copies Crew List (Immigration). 

8 copies Passenger List, (if any). 

2 copies Arms/Narcotic List. 

2 copies Currency List. 

2 copies Stores List. 

2 copies Crew Personal Effects List. 

2 copies Ports of Call List. 
Quarantine: 

1 copy Maritime Declaration of Health. 

1 copy Vaccination List. 
Immigration: Keep record of times of departure and returning to the ship 
of all crew members for handing over to Immigration. 
PILOTAGE: Professional Pilot service is available at Busan and contact 
can be made by telephone No. 44-1651. Necessary for arriving vessel 
to notify Pilots of arrival 24 hours in advance. VHF unavailable. Formal 
address is: 15 4-Ka, Jung Yang-Dong, Jung-Ku, Busan, Korea. Blast 
signal from vessel used to call Pilots. Pilot boarding position 
Lat. 35° 04.25’ N., Long. 129° 07.17’ E. 
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Pilotage is compulsory and available day and night. Pilot boards off 
the entrance to the outer harbour. Pilot boat is white launch with pilot 
signals. Tugs cannot be employed unless Pilot is on board. 
ANCHORAGES: 


Designation Depth Capacity 
S-anchorage 8-9 m. 4 vessels of 300-2,000 tons 
E-anchorage 11-12 m. 6 vessels of 8,000-12,000 tons 


RESTRICTIONS: Vessel having called at Communist ports within 
3 months of contemplated entry of Busan needs to obtain permission of 
authorities. 

MAX. SIZE: Max. size 50,000 d.w.t. LOA 330 m. Max. draft 12.5 m. 
HEALTH: Pratique granted to vessels anchored in a circular quarantine 
anchorage located in Outer Harbour. Quarantine Inspection can be 
arranged by day or night if sufficient advance notice given although 
regular hours are sunrise to sunset. Valid Cholera Certificates required. 
Inoculations against typhoid and typhus may be required depending on 
prevalent conditions. 

Quarantine Anchorages: 

(a) Lat. 35° 05.14' N., Long. 129° 07.34’ E. 

(b) Lat. 35° 04.78' N., Long. 129° 07.12’ E. 

RADIO: Busan Harbour Radio Station: call sign, ‘“6MF”’. 

Vessels to submit ETA to Busan Port and Maritime Authority 72 hours 
and 24 hours before vessel's arrival, message also to include name of 
Owner and Agent. 3 hours before arrival vessel must communicate with 
Busan Port Control. 

Radio-Telegraphy: Calling 500 kHz (operating throughout 24 hours), 
working 520 kHz, 512 kHz. 

Radio-Telephony: Calling 2183.4 (operating throughout 24 hours), 
working 1881.4 kHz, 2320 kHz. 

VHF: Busan Harbour Control, calling on Channel 16, working Channel 
12, 14, 20 and 22. 

RADAR: A radar station is sited in the Harbour Office to assist vessels 
approaching the port in poor visibility. 

TUGS: Tugs join an arriving vessel immediately inside the breakwater 
of Busan Harbour. Ship's own lines are used. Tugs can join large vessels 
outside the breakwater. 11 tugs, 1,000 h.p. — 3,200 h.p. 

BERTHING: Normally in daylight only. 


Length of Depth of Max. 
Pier Quay Water Size 

(m.) (m.) (d.w.t.) 

No. 1 407 8-9 8,000 

7,000 

500 

No. 2 925 9-11 20,000 

10,000 

7,000 

5,000 

500 

No. 3 1,145 9-11 10,000 

8,000 

5,000 

3,000 

No. 4 1,308 9-10 10,000 

8,000 

7,000 

5,000 

3,000 

500 

Central 646 9 8,000 
No. 5 

(Container) 659 12.5 50,000 

(Grain) 371 iN lifes 50,000 
No. 6 

(Container) 603 12:5 50,000 
No. 7 

(Coal) 127 10.5 6,000 

(Scrap) 193 10.5 15,000 

(Ore) 336 7.5 -—10.5 5,000 

No. 8 535 10 15,000 

165 9 10,000 

130 Lic, 5,000 

170 5 1,000 

International 200 8.5 10,000 

Passenger Terminal 120 7 3,000 

3,000 

Coastal Terminal 575 6.5 1,000 


CRANES: 80 cranes with capacity 10 tons — 100 tons. 4x20t.p.h. 
cranes for scrap iron. 
CONTAINER FACILITIES: 6 = 30.5 ton and 240.5 ton capacity gantry 
cranes at the container terminal (Nos. 5 and 6). 2x40.5 ton and 
7 X30.5 ton transtainers available. 354 reefer points available. 
BULK HANDLING FACILITIES: Grain terminal located at Pier No. 5. 
Storage capacity 83,000 tonnes. 2x400t.p.h. ship unloaders and 
1450 t.p.h. conveyor. 

Coal handling facilities at Pier No. 7. 2x300t.p.h. unloaders and 
1600 t.p.h. conveyor. 
STEVEDORES: On basis using full gangs per day, the capacity is : 
1,000 L’tons on general cargo. 
MEDICAL: Service is available at short notice. 
TANKERS: A T-head oil pier extends about 700 ft. on the S.E. side of 
the North Harbour. Least depth at pier head is 32 ft. Used by tankers 
servicing Korea Oil Corporation. 
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FRESH WATER: Available. Rate of water supply, 80 L’t.p.h. Supp 
at pier, or by barge. 

FUEL: Availability on Bunker “A”, Bunker “C", LRFO, LO and diesel, 
FIRE PRECAUTIONS: Port has separate anchorage for tankers. Py 
requests for compliance with regulation not to contaminate Walters ys 
inflammable substances, e.g. petroleum products. Tankers a 
prohibited to clean tanks in port. 
CONSULS: 


Consul, Republic of China Tel: 23-3617 
Consul, Japan Tel: 43-9224 
REPAIRS: All repairs can be effected. 
DRY DOCKS: 
Name of facility Capacity Location 
g.r.t d.w.t. 
Korea Ship Building 
Eng. Corp. No.1 3,000 6,000 Busan 
Korea Ship Building 
Eng. Corp. No.2 20,000 60,000 Busan 
Korea Ship Building 
Eng. Corp. No.3 80,000 150,000 Busan 
Dae Sun Ship 
Building Corp. 2,000 4,000 Busan 


GANGWAY/DECK WATCHMEN: This service is available. 
OPENING/CLOSING HATCHES: Usually carried out by stevedores 
CUSTOMS ALLOWANCES: One carton cigarettes or 1 Ib. of tobacy 
and 1 bottle wine or spirits allowed, each man. 

REPATRIATION: World wide connections are available from Busan» 
Seoul or Tokyo. 

AIRPORT: Airport is at Kim Hey about 28 km. from Busan. Japan-bouy 
plane takes off every 3rd day. 

HOLIDAYS: 1st-3rd January; 1st March; 10th March; 5th April; 6th Jue 
17th July; 15th August; 3rd October; 9th October; 1st Octobe 


24th December; Buddhist Birthday 8th April (by the Lunar Calende — 


Choo Sug (Thanksgiving Day), 15th August (by Lunar Calender). 
POLICE/AMBULANCE/FIRE: Police, 22-0863/2497; Ambulan: 
Busan Quarantine Station, 44-0119/0619. 

TELEPHONES: ‘Port Telephone Service’ operates for purpose» 
serving communication on board-shore. 

SERVICES: Adjustment of compass available. 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Crew required to carry valid identificaty 
cards at all times. 

DELAYS: Port congestion is experienced occasionally. 
DEVELOPMENTS: An additional 3 berth container handling facility: 
be built. 6 container cranes will be available. Completion expected 1% 
AUTHORITY: Pusan District Maritime and Port Authority, 111% 
Jwadchun-dong, Dong-ku, Pusan, Republic of Korea. Tel: (051) & 
0933. Telex: K53377 Bdmpa. 


AGENT: Korea Univeral Marine Co. Ltd., 8th Floor, Keumtaek Buildre 

1161 — 40 Choryang-dong, Dong-ku, Busan, Korea. Tel: (051) 46235 

Telex: K52192 Unimar. Fax: (051) 4648488. Cables: Kochart Busan 
Associated with Jardine Shipping Agencies. 


CHINHAI (Jinhae): 35.07 N. 128.42 E. 


SHIPMASTER’S REPORT: 1977. 


LOCATION: Lat. 35° 09’ N., Long. 128° 40’ E. (Town); Lat. 35°07! 
Long. 128° 42’ E. (Pier). 
DOCUMENTS: 

8 Cargo Manifests. 

8 Crew Lists. 

4 Stores Lists. 

3 Lists of Crew's Personal Effects. Tobacco/Spirits. 

1 Vaccination List. 

1 Health Declaration. 

2 Currency Lists. 
All documents are Standard Form. Although currency lists are requ® 
there are no restrictions on importing or exporting either Korean or off 
currencies. 
PILOTAGE: Pilotage not compulsory but recommended. Pilots ® 
ordered through Agents and board vessel about 10 cables Wes! 
Kadok Do Island. VHF not available. No pilotage during night ho 


Pilot boat is a wooden launch exhibiting International pilotage 
ANCHORAGE: Recommended 7 cables in Northwesterly directo” 
Tongdu Mal Lt. Ho. (Kadok Do.). Depth 25 m. Good anchorage ins 
and mud. Quarantine anchorage is located about 1 mile N.N.W. 
Chori Som Island. 
HEALTH: Radio Pratique not available. Pratique granted # 
inspection. 
RADIO: Busan Radio, call-sign “HLP”. . 
TUGS: Required for mooring and unmooring. 2 tugs available of 600” 
and 1,000 h.p. 
BERTHING: Chinhai is a principal naval base. Vessels drawing #' 
17 ft. can be accommodated alongside inner harbour. , 
A buoyed channel with a depth of 36 ft. MHW leads from 8 
Madang So, to the only berth available for deep-sea vessels a 
1.5 miles N.E. The berth, about 660 ft. in length, belongs to the U™™ 
Chemical Co. and can accommodate vessels with a maximum 0°” 
34 ft. 
Depth-sounding alongside showed at least 43 ft. 3 in. at HW. (cies 
34 ft.). Distance from HW level to deck of pier 2.10 m. Bottom thie 
and density 1025. 
Vessels not exceeding 34 ft. salt water draft berth 2 hours pno! 
and discharging commences immediately. 


me berth is equipped with 1 grab only, and with conveyor-belt to 
gpty factory. The berth is used for discharging phosphate and potash, 
very few general cargoes are handled. Discharge rate for phosphate 

maximum of 8,000 tons per 24 hours, with average of 6,200 tons. 
yso see “Masan” — Bulk cargo facilities. 

DORES: Work is continuous throughout 24 hours including 
sdays, and without meal breaks. 

AL: Attention available. 

WATER: Available ex-barge from Masan, minimum 200 tons at 
$$3.00 per ton. 
4fL: Available ex-barge from Masan. 
gNSULS: Nearest at Busan. 
AIRS: Minor repairs only. 
uNGWAY/DECK WATCHMEN: Available and recommended. 
@ATRIATION: Possible from Busan. 
ysTOMS ALLOWANCES: No restrictions. Stores remain unsealed. 


xPMASTER’S REPORT: February 1979. 


“0TAGE: Pilotage for the Port of Chinhae is compulsory, Pilots only 
glable during daytime. 

aos board in position Lat. 35°02’ N., Long. 128° 47.5’ E. Ships 
ging for a Pilot should anchor in the recommended anchorage situated 
ett-east of the recommended track 306°/126° and extending from 
gut 1 mile West to about 2 miles S.E. of Yon Do Island. 

ROHIBITED ANCHORAGE AREA: A “Prohibited Anchorage Area’ is 
aated between the existing prohibited area (approx. position 
#00'N., 128° 45’ E.) and the Western shore of the Kadok To Island. 
The Northern limit of the “prohibited anchorage” area consists of a 
«tunning from position Lat. 35° 01.4’ N., Long. 128° 47.2’ E. ina 070° 
section to the Western shore of Kadok To Island. 

The Southern limit consists of a line running from Lat. 34° 58’ N., Long. 
# 47.3’ E. in a 061° direction to the Southernmost point of Kadok To 
gand. 

‘ccording to the naval authorities, anchoring within the above 
wtioned area is prohibited because of existing submarine cables. 
WOYS: The red conical Buoy “No. 14” in position Lat. 35° 04.9’ N., 
mg. 128° 42.1’ E. is reported non-existent. 

The red conical lightbuoy in position bearing 135° and 8.5 cables from 
above mentioned Buoy No. 14 is also reported non-existent. 

The black conical lightbuoy Gp. FI(2) 6 sec. in position Lat. 35° 04’ N., 
img. 128° 42.8’ E. is to be moved 4 cables in a 043° direction. 


WIHORITY: Masan District Marine Bureau. 
GENT: See ““Masan”’. 


WMESAN: 37.02 N. 126.21 E. (See Plan) 
HPMASTER’S REPORT: October 1988. 


e: First vessel to call at Daesan S.B.M. 


it station for VLCCs proceeding to the SBM is located in the outer 
wour of Daesan (Lat. 36° 51' 40” N., Long. 126° 08’ 24” E.) in vicinity 
‘nautical miles South of Shin-do, where the Harbour Pilot boards to 
‘ithe vessel to Quarantine Station which is the same as SBM location. 
ation of SBM is Lat. 37° 01’ 46” N., Long. 126° 20’ 50” E. 

the vessel arrived at the pilot boarding area on October 13th and due 
‘stong wind and rough sea the Pilot was unable to board. The anchor 
"dropped 4 nautical miles S.W. of Entrance Buoy No. 1 in a depth 
‘i7m., with good holding ground. 

The Pilot boarded the next morning and the ship entered the buoyed 
‘anel approaching the SBM. At Buoy No. 3 in the channel the ship 
“lo turn around due to obstructions by a large number of protesting 
*ing boats. They suddenly came from everywhere and the vessel was 
“able to navigate through a fleet of obstructing fishing boats. The 
“disembarked from the ship and the anchor was dropped at the 
™@ position as on arrival. 

the Pilot boarded the ship the next morning and commenced 
‘oaching the SBM. When the vessel passed Buoy No. 1 a large 
‘ber of fishing boats sailed from the shore and headed towards the 
*sel and within a short time stopped in front of the vessel very close 
‘he bow. The vessel's engine was now on full astern in order to have 
“dead in the water. One man was on lookout forward as we were not 
®elo see the fishing boats close to the bow from the bridge. The Pilot 
“ised me that an attempt to sail through the protesting fleet of fishing 
"Ss would have caused a serious and dangerous situation. Luckily 
*/ obstructed the vessel where the buoyed channel was wide and 
*) enough to turn around by her own power so again the vessel 
aay dropped off the Pilot and anchored 4 nautical miles S.W. 

y No. 1 
tober 16th was a Sunday and the Agent informed me that no 
ing was possible on holidays and Sundays. He also informed the 
®t lo make sure the fairway was clear prior to lifting anchor and 
“tng to the SBM. 

Pilot boarded the vessel again on the morning of 17th October 
®t receiving confirmation from the Agent that the fairway was clear. 
"Vessel commenced shifting to the SBM and, this morning the buoyed 
“way was clear. 

“loute to the SBM the vessel passed in the middle of the channel 
"Entrance Buoy No. 1 to the SBM. Navigational aids, lighted buoys, 
“cated both sides of the channel. 
. "Passing Kainso Lighthouse on the starboard side, the SBM can 
en 2 nautical miles ahead of the vessel. 
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Apart from the fishing boats, there are many fishing nets in the channel 
and close attention is needed to avoid fowling the propeller. The fishing 
nets are normally attached to white ball-shaped floating buoys. The 
current in this area may have a speed of up to 5 knots, depending on 
tidal flows. 

Berthing at the SBM will take place from one to two hours before low 
water and approaching the buoy only from the West in a North Easterly 
direction. Distance from pilot boarding area to the SBM is 15 nautical 
miles. 

As the SBM at Daesan is new, the Pilots had no experience in berthing 
in this area and no experience in SBM berthing. 

The berthing, assisted by 2 large tugs, took longer than usual for SBM 
berthing, but without any difficulties. 

There is only one mooring hawser from the SBM and the chafing 
chain was too short to reach the chain bow stopper so bollard strops 
and bow shackles were used as an alternative to secure the chafing 
chain. Two additional mooring ropes from the ship were connected to 
the SBM as one mooring hawser ws not considered to be safe due to 
a very strong current. | was told that a second mooring hawser and 
longer chafing chains will be fitted to the SBM in future. During mooring 
the Pilot was on the bridge and the Loading Master forward, to inform 
the Pilot and supervise the mooring. 

Connecting of 2 x 16 in. floating hoses was carried out by shore 
workers. The hoses were connected to the ship’s manifold by Camlock 
quick release system. 

Whilst moored to the SBM one tug was on stand-by aft with a tug’s 
line connected to the vessel. | believe the tug is necessary so as to keep 
the vessel clear of the SBM during the change of tide. 

Maximum discharge rate was 6,000 tonnes p.h., but will later be 
increased to 8,000 tonnes p.h. Upon completion of discharge, the shore 
hoses were flushed with sea water for 30 minutes. 

The vessel unberthed without using tugs. The vessel commenced 
outward passage and the Pilot disembarked between Buoy No. 1 and 
Buoy No. 3. 

At present there is no possibility for supply of food, fresh water, spare 
parts, etc. at this port. 

The SBM is operated by Kukdong Oil Co. Ltd., Daesan Refinery. 

General information on the crude terminal (SBM). 

The diameter of SBM is 10 m. 

Maximum size of crude carrier is 250,000 d.w.t. 

Minimum size of crude carrier is 30,000 d.w.t. 

Depth (MLLW) is 30 m. 

Bottom nature: Clay, sand with boulders. 

Korean Charts HO No. 306, 307 and 353 cover the area from Buoy 
No. 1 to the SBM. 

Information required by Daesan port prior arrival: ETA message to be 
sent at least 72 hours prior to arrival via Agent. 

Quarantine Doctors boarded the vessel on completion of mooring and 
after inspection of the vessel, and gave Port Clearance for Customs and 
Immigration. 

From the SBM to shore, to the Refinery, takes about 40 minutes by 
service boat. There is no housing in this part of the country apart from 
the Refinery and its related offices. 

During normal conditions this new oil terminal is considered to be 
easy to approach and the weather is usually clear and fine. 

As this was the first ship calling at this new port every operation took 
longer than usual, but | believe this is quite normal. The mooring, 
discharging and unmooring went on without any difficulties and with 
excellent co-operation between ship and shore. 


SHIPMASTER’S REPORT: April 1989. 

LOCATION: Daesan is about 20 miles due South of Inchon pilot 
boarding area. 

SBM: Position: Lat. 37° 1.8’ N. Long. 126° 20.8’ E. Light: Fl. (3) Y 
7 sec. Horn 30 sec. 

VESSEL: 155,000 d.w.t. 


DOCUMENTS: 
2 copies Crew Effects List. 
2 copies Bonded Stores List. 
2 copies Stores List. 
8 copies Crew List. 
1 copy Maritime Declaration of Health. 
1 copy Vaccination List. 
2 copies Narcotics List. 
2 copies Arms and Ammunition List. 


PILOTAGE: Pilot boards VLCCs proceeding to the SBM 2 miles South 
of Sin Do or in position Lat. 36° 51.4’ N., Long. 126° 8.24’ E. 


RESTRICTIONS: There are no restrictions. Depths not less than 30 m. 
at chart datum. 


VHF: Pilot calls at Channel 16, working on Channel 12. 
BERTHING: Pilot boards about 2 hours before slack water at Uno Do 
in order to be at the SBM just after the tide has turned. 

Vessel secures to buoy (SBM) with the aid of 2 tugs, one on each 
bow, using tugs lines. Vessel picks up mooring and secures to SBM 
with its chain on vessel's AKD Stopper. 

When vessel is fast, one tug using tug’s line makes fast aft and 
remains there until sailing time. 


CARGO OPERATIONS: Hoses: 2 = 16 in. on port side. 

Discharging Rate: Max. rate 50,000 bbls/hr. 

REPATRIATION: No difficulties encountered. Seoul Airport is 4.5 hours 
by car. 

GENERAL: Chart: BA. Chart No. 1270. 

Accommodation: Required for Mooring/Loading Master, Agent and 
Customs. If possible a rest room should be provided for up to 6 mooring 
personnel. 
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SHIPMASTER’S REPORT: March 1990. 
Position: 37° 01.5’ N., 126° 24.5’ E. 
Location: 30 miles South of Inchon. 
Berth: Product Berth. 
The port is under the jurisdiction of the port of Kunsan (Gunsan), 
some 60 miles further South. 


Daesan is a newly developed industrial area, with amongst others an 
oil refinery. The refinery is operated by Kukdong Oil Company Ltd. The 
import to the refinery is served by a SBM, which can accommodate the 
largest ships. About 30 ships call at the SBM each year, and the oil 
imports total about 40 million barrels per annum. All exports from the 
refinery are shipped through the jetty facilities. Water depths near the 
buoy and in the approaches are not less than 30 m. 


Export of oil products is from a large jetty with 3 berths which can 
accommodate ships with a maximum length of 200 m. The jetty is a 
steel construction on steel pylons with concrete dolphins. The jetty runs 
in a110° — 290° direction. A large catwalk connects the jetty with a 20 m. 
wide causeway. Each of the dolphins is fitted with 2 hydraulically 
operated steel quick release hooks and rope handling capstans. Steel 
wires are not permitted for mooring, due to the large tidal range which 
makes their handling almost impossible. All lines are handled by heaving 
lines and messengers. The least depth alongside is said to be 11.0 m. 

During the approach and mooring, the vessel is assisted by 2 powerful 
tugs of the typical Japanese design. Both are identical 4,200 b.h.p. tugs, 
fitted with dual Schottel propulsion. Tugs lines are used from their bow 
with the 10 in. braided nylon ropes stowed onto the fore deck winch. 

During the time the vessel is alongside, one of the tugs will remain 
alongside to cope with eventualities, caused by the large tidal range and 
strong tide of up to 4 knots. 

The two dolphins on either side of the centre of each berth are fitted 
with 2 heavy wood lined fender boards, which extend from the dolphin 
tops to a few metres below water level. 

Mooring is done with a fairly regular layout of 2 head/stern lines, 
2 breast lines and 2 springs each end. 

Vessels will dock heading into the tide, which means starboard side 
to on ebb and portside to on flood tide. 

Berthing and unberthing is done during daylight only. Berth No. 4 is 
fitted with an approach control system with large digital readout, 
indicating separate values for bow and stern. The system however on 
this occasion was not used. No explanation was given whether it was 
operational or not. The larger ships use Berth No. 4. The maximum size 
handled so far is 35,000 d.w.t. 

Each berth is fitted with 2x12 in. Chicksans. One is used for black 
product and ballast, the other for clean products. No confirmation could 
be obtained that shore lines were fitted with non-return valves, which 
could adversely affect clean product ships discharging ballast. 

Products available are: Fuel Oils A, B and C, Gasoil, Kerosene, 
Unleaded, Premium and Regular Motor Gasolines, Naphtha, Solvent 
(TN), DF 1, JP4 and Jet A1. Loading rates are said to be 1,200 cu.m./hr. 
maximum. 

Heavy Fuel Oils and fresh water are also available from the jetty. No 
information is available as to the grades of Heavy Fuel Oil and the rates, 
quality or price of fresh water. 


Dirty ballast reception facility of 60,000 cu.m. All cargo ballast must 
be discharged to shore facility. Maximum back pressure allowed is 
1.5 bar. Rates should be around 400 cu.m./hr., but only 225 cu.m./hr. 
was achieved. Segregated ballast may be discharged to sea after 
permission is granted by Loading Master. A document prepared by shore 
is to be signed, stating the amount of ballast water or slops that was 
actually pumped ashore. 


There is no easy means of access to the shore. Use of ship’s gangway 
is not recommended, due to the large tidal range and a shore gangway 
is not available. In way of the centre manifold, however, there is a steel 
stairway leading to the water level, which is used by all shore officials 
and personnel. We did not object to this situation, also because no 
permission is granted for shore leave. Even jetty access is denied by 
the police. 


The port lies in the Southern part of the delta where also the port of 
Inchon is situated. 

The port as such is not indicated on the chart, but crude indication of 
the existence of a jetty is given on BA Chart No. 1270, Approaches to 
Inchon. 

Initial approach is made using BA Chart No. 1258, Kyongnyolbi Yolto 
to Taechong Gundo. 

Both BA Charts, although not part of the standard chart index, are 
absolutely required for a safe access to the port, and had to be supplied 
from the Japanese Admiralty Agent. 

The approach channel is fairly wide and well marked with red and 
green light buoys of medium size. The paint is of the fluorescent type, 
which makes the buoys stand out even in the slight haze which was 
encountered. The lights on the buoys are not very strong and only switch 
on very late after sunset. Especially the channel entrance when lining 
up for the entry on a course of 039° must be given ample attention, as 
the tide sets in and out in a direction roughly parallel to the track, with 
maximum rates of about 5 knots. 

Anchorage was obtained about 1 mile West of Kain So in a depth of 
35 m. Vessel was brought up while heading into tidal stream of about 
3 knots using 6 lengths of cable. Generally it can be said that ships will 
swing on their chains in a counter-clockwise direction with the turning 
of the tide. We experienced sudden quick veers halfway through the 
tides, but there was never any stress on the cable. The pilots claim that 
the tidal streams in this part of the channel never exceed 4 knots, which 
is confirmed by the information on BA Chart No. 1270 

Tides and currents all refer to Inchon (Standard Port). Generally HW 
and LW differences are +00.10 from Inchon. Off the jetty the tidal stream 
follows the direction of the channel with rates up to 3.5 knots, but there 
seem to be unpredictable sudden sets across. 
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Directions: BA Chart No. 1258, Kyongnyolbi Yolto to Taech, 
Gundo; and Korean Chart No. 306, An Do to Inchon Hang. 

When approaching from the South, shape course to pass 
3 miles West of Ong Do Lt. (Racon Z), and about 3 miles East of 
Am Lt. (Racon X). Thence proceed to pass between the red and g 
buoys, marking the entrance of the channel just South of Sin Do. 
about 5 miles South of An Do Lt. Once past the buoys steer 039° throug 
the centre of the channel until passing Buoys No. 5 and No. 6, 
course should be altered to 053°, proceeding up to a position betwee 
Buoy No. 7 and Kain So Lt., where the recommended anchorage ; 
located. 

As the tidal stream runs roughly parallel to the channel, only Ming 
adjustments to ship's heading are necessary to allow for set. 

From the anchorage steer 058° to pass between the SBM and By 
No. 10. Thence continue on 070° and steer for the green Buoy No » 
Speed should be reduced to about 3 knots. By this time tugs shou 
have been engaged and ready for assisting. Thence alter course» 
starboard and steer around Buoy No. 12 until vessel is on a SE) 
course, and proceed slowly through the channel until off the jetty. 

This channel has a least depth of 10.4m., and is also used » 
anchorage by smaller vessels awaiting berth. 

The two tugs will then assist in easing the vessel gently alongside 

The pilot vessel, which is a regular work boat, is fitted with VHF ty 
the range is very small. Pilot communicates with tugs and pilot boat we 
handheld VHF radio. All communications were by telex via agents. Tk 
terminal is also equipped with VHF. Call “Kukdong Terminal” » 
Channel 12. 


Documents required: 
5 Crew Lists. 
3 Stores Lists. 
3 Crew Personal Effects Lists. 
1 Narcotics List. 
1 Ports of Call List for last 90 days. 
1 Arms and Ammunition List. 
1 Vaccination List. 
1 Passenger List. 
1 Maritime Declaration of Health (Korean Form). 

Vessel will be attended by Agents, Customs, Police and Quarantiy 
Officers. All documents may be prepared on plain ships stationery. 

Agents will try to help translate queries by other officers, who did jm 
speak or understand English. All Seamen's Books will be checks 
against Crew List, and even minor differences in spelling are notice 
and to be corrected, although differences between Seamen's Book at 
Passport entries are accepted. There is a minor sanitary inspector 
carried out by the Quarantine Officer, who specifically wants to inspet 
vegetable rooms. He will then make out a Korean version of the famile 
Japanese Sanitary Certificate, where all quantities of the entries mu 
be recorded. They are however not checked. Customs Officer will see 
the bonded store, and will check the ship's narcotics. A Korean Hea? 
Form was presented and made out without any problem, # 
subsequently Free Pratique was granted as per special form. 

Agents claim that Daesan is an “open port’, and consequently 
shore leave can be granted. The nearest village seems to be 40 minut 
drive ‘away and the larger cities of Gunsan and Seoul, 2.5 hours at 
4.5 hours drive respectively. 

Only very limited quantities of vegetables and fruits are available tw 
the local or nearby markets. Only cash payment is accepted, elt’ 
Korean Won or US Dollars (US $ 1.0 = 680 Won). Quality of provisio® 
was found to be excellent but prices rather high, because local matit 
caters mainly for seasonal crops. 


Problems: One of the major problems is that communication 's ¥® 
difficult. Only the agents had a minor working knowledge of Engi 
Refinery and jetty personnel do not speak one single word of Engi 
which proves particularly dangerous while handling cargo or in® 
emergency. For reasons of safety, we kept a seaman on standby all 
shore manifold to assist in conveying messages, and if need be to ces 
the Chicksan valve during topping up. Suppliers personnel were \® 
reluctant to sign letters of protest, mainly because nobody wanis* 
accept any responsibility, and agents had to try to translate most off 
wording before all were signed for receipt. 


AUTHORITY: Kukdong Oil Company Ltd., Daesan Refinery, 64 
Daejook-ri, Daesan-myun, Seosan-gun, Chungchongnam-do, Ko® 
Tel: (0455) 63-7651. FAX: (02) 743-0024. 

Head Office: 223, Naeja-dong, Chongno-gu, Seoul, Ko 
Tel: (02) 735-6300. FAX: (02) 733-5481. 


DAIPORI (Daepo): 38.10 N. 128.36 E. | 


Vessels bound for Daipori to load iron ore must first call at Muxtot 
quarantine and customs clearance. 

Pilotage from Mukho to Daipori, 
compulsory, but recommended 


distance of 50 miles, s® 


mf 


HON: 37.28 N. 126.37 E. 
yeuMENTS: 


(See Plan) 


yva 

3 Crew Lists. 

Cargo Manifests. 

Stores Lists (Bond and shop). 

4Crew Customs Declaration. 

sNarcotics List. 

yams and Ammunitions List. 

Ports of Call Lists (last 90 days). 

: Vaccination List. 

Money Lists. 

4Passenger Lists (Marked “Nil’’). 

derat Certificate or exemption. 

wie above lists are typed on ship’s plain paper. 

sasting on Korean Coast: At each port after the first, one requires the 
ne papers but only 2 copies of each, with the exception of the Crew 
sof which 5 copies are required. 

‘vessels with hazardous cargo must complete application to carry 
wardous Cargo and an application for anchorage of hazardous cargo 


assel 

MOTAGE: There are 2 Pilot stations for entering Inchon (Tel: 883- 

nit/4): 

wo: At the Ando Light 38 miles off Inchon, position Lat. 37° 03.9’ N., 
126° 16.5'E. (good weather) and Lat. 37° 06.95’ N., Long. 

# 19.6’ E. (bad weather) located in entrance to channel approaching 

ston from the Yellow Sea. 48 hours advance notice to Agent required 

wyessels requesting to meet Pilot at Ando, customary boarding point 

ydeep-draft vessels. 

amido: Pilotage from Palmido to Inchon or Inchon to Palmido is 

onpulsory. This pilot station is at Palmido Island and Light, 8 miles off 

«hon, position Lat. 37° 21’ N., Long. 126° 31’ E. 

WCHORAGE: Anchorage is divided into 5 large areas according to 

goes of the vessels. 

41-5 (Logs, pulp) 

81-6 (Ships waiting for entry to the inner harbour) 

87-19 (Oil tankers and ships unloading scrap. Coal) 

01-8 (Small tankers, LPG ships) 

01-3 (Logs) 

£1-5 (Ships waiting for entry to the inner harbour) 

¥STRICTIONS: A peculiarity of Inchon Port is the wide tidal range, 

max. 30 ft. difference between the low and high tides. Because of 

teextreme tidal range in Inchon Harbour and the strong tidal currents 

meh result, the importance of maintaining strict surveillance of the 

*sel's mooring lines is emphasised. In this regard, the ship's officers 

screw must be diligent in the performance of their duties. All vessels 

idischarge or load commercial cargoes should invariably obtain prior 

mission for berthing/anchoring from the Inchon District Maritime and 

*m Authority at least 24 hours before arrival, then proceed to a 

uninated anchorage in the stream under direction of a compulsory 

lot 


ck Particulars: 
For 50,000 d.w.t. For 10,000 d.w.t. 
Vessels Vessels 
ack Chamber 1 base 1 base 
dal length 381.0 m. 288.25 m. 
cel " 280.0 183.00 
) .Om. .00 m. 
ag gate 310.0 m. 208.00 m. 
Net 36.0 m. 22.50 m. 
*eght 18.5 m. 18.50 m. 
from sill from sill 
“eight 19.0 m. 19.00 m. 
from bottom from bottom 
‘umber of gates 3 sets 3 sets 
angth of gates 38.0 m. 24.50 m. 
mone 185 Mi) 18°80 m: 
gate 5m. 50m. 
reoht per el 1,050 tons 590 tons 
@ required for 
spening-closing 5 minutes 3 minutes 


WAX. SIZE: Max. size 50,000 d.w.t. Max. LOA 302 m. Max. draft 13.0 m. 
ALTH: The Quarantine Anchorage is located outside the harbour in 
*stlon Lat. 37° 22’ 37” N., Long. 126° 32’ 06” E. A vessel which sailed 
"an “Affected Zone” and not passed 10 days thereafter is compelled 
“{eceive 24 hours quarantine before entering the discharging 
‘“orage. Quarantine is available only for the period from sunrise to sunset. 
‘4010: Inchon Radio. 


Frequency 
Call Sign Calling Working 

6 MF3 MF 500 kHz MF 512 kHz 

or 520 kHz 
‘chon Harbour VHF Channel 16 VHF Channel 12 
Control Channel 14 
Channel 20 
Channel 22 


“GS: There are 17 tugs (1,000 h.p. — 3,200 h.p.). 2-3 tugs are 
“ured for each vessel. 
jlltugs are operated by private companies. 

: ES: 4 Gantry Cranes (35 ton class), 4 Transtainers (30 ton class), 
‘Seating cranes (20 ton — 100 ton class), 101 land-based cranes 
wr ~ 100 ton class). 

0 K CARGO FACILITIES: No. 7 Pier is exclusively used for grain 
* 800 tp.h.) by 2 silo operators. Handling capacity is 4 million tons 
tg Year and storage capacity is 326,000 tons. 

"an Bulk Terminal: Accommodates 250,000 d.w.t. vessels at 
Na NS. 2x700 t.p.h. Pneumatic suction elevators at each berth. 

49€ capacity 138,000 tonnes. 


Sa 


KOREA, Republic of 


BERTHING: 
Total 
Pier Berth Length Depth Capacity Remarks 
No. No. (m.) (m.) (d.w.t.) 
1 11-13 964 8.0 4,500 Dry Cargo 
14-17 75 2,000 Dry Cargo 
2 21-22 1,442 12.0 20,000 Dry/ 
23 12.0 30,000 Bulk Cargo 
3 24-28 1,250 9.5 8,000 Bulk Cargo 
31-34 9.5 8,000 Steel and 
35-36 11.0 10,000 Heavy Cargo 
37 12.0 20,000 
4 41 1,160 12.0 10,000 Container 
42 14.0 30,000 Terminal 
43 14.5 50,000 and Bulk 
44 14.5 30,000 
45 14.5 50,000 
=) 51-52 604 14.0 50,000 Dry/Bulk 
Cargo 
6 Under Development 
iy 71-72 604 14.5 50,000 Grain 
73-74 14.5 50,000 Terminal 
8 81-83 13.0 50,000 Scrap/Bulk 


SPECIALISED CARGO HANDLING FACILITIES: No. 4 Pier (Berth 
Nos. 41-43 — (3 berths) — 625 m.; Berth No. 44 — 225 m. and Berth No. 
45 — 310 m.) is used exclusively for containers. It has 2 container yards 
which are capable of storing 15,457 TEU. Ro-Ro ramp available. 
STEVEDORES: There are 16 stevedoring companies with 105 fork-lifts 
and 17 cranes. Annual cargo handling capacity is 11,625,000 tonnes. 


MEDICAL: Launch is provided in emergency call to evacuate sick men. 
Modernised hospital is available. 


TANKERS: There are six private companies handling oil, LPG and 
liquids. Maximum quantity of LPG loaded in a single operation is 
1,500 tons. 

Kyung In Energy Co. Terminal: 

Designed for 50,000 d.w.t. over 50 ft. depth at LW. The marine terminal 
is situated at Lat. 37° 30’ 12” N., Long. 126° 36’ 19” E. The face of the 
dolphin fendering system is on a bearing of approximately 347° true. 

The vessel will be berthed alongside the main and secondary berthing 

dolphins with the vessel's hull against the fenders, which are an integral 
part of the dolphins. All the dolphins are equipped with electric capstans 
and quick-release mooring hooks. A navigation light and fog horn is 
located on the Southern Exterior Mooring Dolphin (Exterior Mooring 
Dolphin No. 1). A navigation light is also located on Exterior Mooring 
Dolphin No. 2 on the N. side of the terminal facilities. When a vessel of 
the 50,000 d.w.t. class is moored to the terminal, the bow and stern 
lines will perform the function of the breast lines. Therefore, the spring 
lines must be led out through the chocks on board which will provide 
sufficient leads ahead and astern to restrict the movement of the vessel 
along the face of the dolphins. In this regard, due consideration must 
be given to the rise and fall of the tide. 
Loading Arms: There are 3 “Continental-Emsco” loading arms situated 
on the loading platform. The one to the extreme North and the middle 
one of the three are for the discharge of crude oil. Both are fitted with 
16 in. swivel connections having 150 pound flanges. The loading arm 
to the extreme South is for the loading of naphtha and is fitted with a 
12 in. 150 pound flange. The loading arms are designed for a working 
pressure of 100 p.s.i. 

During the connecting and disconnecting of the loading arms to the 
vessel, the loading arms will be manipulated and positioned by shore 
personnel. During the period of time when the loading arms are 
connected to the vessel's manifold, they will be in the ‘float’ position 
and will be self-adjusting. 

General Information: 

Under no circumstances should any member of the ship’s crew 
activate or operate the controls for the loading arms. Authorised shore 
personnel will perform this function. 

The “Continental-Emsco” loading arms will tolerate only a minimum 
amount of transverse movement by the vessel in either direction. In 
other words, the movement of the vessel along the face of the dolphins 
is restricted. For this reason, it is mandatory that the vessel be kept in 
position, and that the mooring lines be properly tended. It is the 
responsibility of the vessel to maintain sufficient deck crew on duty to 
properly tend the mooring lines, and to ensure that the vessel maintains 
proper position relative to the loading arms. 

Discharging Crude Oil: 

The distance from the loading platform to the tanks is approximately 
2.2 km. (1.4 miles). A 30 in. block valve is situated near the location 
where the trestle joins the island causeway. Block valves are also 
installed in the pipe-line system near the inlet to each of the crude oil 
storage tanks. 

There are three crude oil storage tanks on Yul Do Island. Each has 
a capacity of 200,000 barrels. The tanks are 48 ft. in height with an 
overflow at 46 ft. There are no check valves in the crude oil pipe-line 
system. Thus, the vessel must take precautions against back-filling due 
to head pressure on the system. 

It may be necessary to discontinue the discharge of crude oil when 
changing from one tank to another ashore. The vessel will be given 
adequate notice for the stoppage of the ship's cargo pumps. 

Ballast: 

It is unlawful to discharge dirty or oily ballast water into the waters of 
Inchon Harbour. Severe penalties may be invoked against the vessel 
by the Republic of Korea in the event of pollution of harbour waters. 

The centre loading arm provides a dual function. It is used for 
discharging ballast from the vessel as well as for the discharge of crude. 
The ballast flows through a 12 in. pipe-line to the ballast storage tank 
on Yul Do Island. This tank has a capacity of 30,000 barrels, and is 
situated about 1.1 km. (0.68 miles) from the loading platform. 


1027 


Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


Loading Naphtha: 

Naphtha is stored in two mainland storage tanks each of which has 
a capacity of 125,000 barrels. Three pumps provide the flow for shipping 
naphtha. Each pump has a capacity of 1,600 g.p.m. The pumps are on 
independent circuits. Thus, the loading rate of the naphtha can be 
governed by the number of pumps used. 

The pipe-line from the pumps to the loading platform is 18 in. and is 
reduced to 12 in. on the loading platform. A block valve is located in the 
18 in. pipe-line near the point where the island causeway joins the trestle. 
Another block valve is provided in the 12 in. pipe-line on the loading 
platform. 

The pumps which are used for shipping naphtha can be stopped from 
the Marine Terminal Loading Platform, but they must be started from 
the mainland. Under normal conditions the vessel's deck officer on watch 
should give the terminal personnel 10 minutes notice prior to requesting 
that the loading rate be reduced, and the same notification prior to the 
completion of loading. As previously stated, the pumps can be stopped 
from the loading platform in case of an emergency. 

The approximate distance from the mainland naphtha storage tanks 
to the loading platform is 5.4 km. (3.35 miles). 

Regulations: 

1. Sufficient number of crew members are to be on duty at all times 
to properly tend the mooring lines and ensure that the position of 
the vessel is maintained alongside of the dolphins. 

2. Except in the case of an emergency, the deck officer on duty shall 
give the terminal personnel at least 10 minutes notice prior to 
changing the loading rate of the naphtha, and at least 10 minutes 
notice prior to the completion of loading cargo. 

3. Under no circumstances is the vessel’s main propulsion engine 
to be disabled, or are any repairs to be undertaken while the 
vessel is moored to the marine terminal. 

4. The vessel's fire-fighting equipment is to be kept ready for 
immediate use. A sufficient number of hoses shall be led out 
forward and aft to provide full deck coverage. 

5. Lights must be provided by the vessel to illuminate the water area 
in the vicinity of the bow, stern and off-shore side. 

6. Smoking will be permitted in such /nterior spaces as may be 
designated by the vessel's Master. However, smoking will not be 
permitted on any open deck areas. 

7. The loading of ship's stores and supplies will not be permitted 
during the time ballast is being discharged, or naphtha is being 
received by the vessel. 

8. Ullage hole screens are to be used at all times while bulk oil 
transfer operations are in progress. 

9. Galley ranges, unless electric, are not to be used while the vessel 
is loading naphtha. 

10. Except for the period of time actually required for passengers to 
embark or disembark from a launch, no boats, launches or vessels 
will be permitted to moor alongside a vessel which is berthed at 
the marine terminal. 

11. Safety practices which are common to marine terminals on a 
world-wide basis will apply. 

Honam Buoys: Lat. 37°29'00"N., Long. 126° 36’ 03" E., draft 
acceptable 30 ft., at East side of A-3 anchorage. This berth is the private 
facility of the Honam Oil Refinery Co. (joint company with Caltex) for 
discharge of their own petroleum products. Consisting of 4 mooring 
Buoys and sub-marine pipe-lines. 

Union Oil Terminal, 42 ft. depth alongside. Berthing/unberthing in 
daytime slack water only. 

Also see “Daesan”. 


DENSITY: Varies between 1022 and 1024. 

FRESH WATER: Can be supplied by lighter, max. quantity 500 tons. 
FUEL: Available by barge only. 

CONSULS: None locally. Many Consuls and Embassies in Seoul, 
50 minutes by train from Inchon. 

REPAIRS: Deck and engine repairs possible by Inchon Shipbuilding 
Company. 


CUSTOMS ALLOWANCES: One carton cigarettes or 1 Ib. of tobacco, 
and 1 bottle wine allowed, each man. 

GANGWAY/DECK WATCHMEN: Ship security guard service is 
supplied by 2 companies. 

QPENING/CLOSING HATCHES: Normally carried out by stevedores. 
REPATRIATION: Facilities for crew changes or repatriation. 
AIRPORT: Regular flights worldwide from new international airport. 


POLICE/FIRE/AMBULANCE: Police (883) 0011, Fire (882) 4069, 
Ambulance (73) 9000 (Inchon City Hospital). 

TELEPHONES: Portable communication facility is available. 
HOLIDAYS: January 1st (New Year's Day); February 20th (Folklore 
Day, first day of first lunar month); March 1st (Independence Movement 
Day); April Sth (Arbor Day); May Sth (Children’s Day); Buddha's Birthday 
(8th day of fourth lunar month); June 6th (Memorial Day); July 17th 
(Constitution Day); August 15th (Liberation Day); September 
(Thanksgiving Day, 15th day of eighth lunar month); October 1st (Armed 
Forces Day); October 3rd (National Foundation Day); October 9th 
(Korean Alphabet Day); December 25th (Christmas Day). 

SHORE LEAVE: Launch service provided by 3 private companies. 
IDENTIFICATION CARDS: Crew required to carry valid identification 
cards at all times. 


ACCOMMODATION LADDER: Essential for Port Officials on entry. Also 
for tanker berth no access allowed through plant. Rig on port side. 
DELAYS: Can be caused by bad weather. 

GENERAL: Tide condition is critical, swift currents (high tide: 9 m. to 
10 m.) special attention is required. 

DEVELOPMENTS: Coal Terminal to be built in the outer harbour to 
accommodate vessels up to 100,000 d.w.t. Length of berth 240 m., 
depth 16 m. 
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SHIPMASTER’S REPORT: 1974. 

Approaches: Inchon, the port for Seoul, the capital of South Kores 
situated in Lat. 37° 28’ 20” N., Long. 126° 37’ 09” E., and is approaches 
from the South through the Yellow Sea. From Kyoknyolbi Do (Clifgg 
Is.) LH. a course should be set to pass 1 mile North of An Do Ly , 
the vicinity of which the pilot boat will be waiting. Pilotage jis to 
compulsory from this point but is recommended and the Pilot Should 
ordered at least 48 hours before arrival through the Agent, in Incho, 

From An Do, vessels proceed via the Dong Soodo (East Channg 
which is very winding and narrow in places. All lighthouses now sh, 
lights in accordance with B.A. Charts and Publications (1984). 

Pilotage is about 38 miles to the Inchon Anchorage for de: 
vessels, about 3 hours steaming. The Pilot was good even in thick 
and all Pilots seem to speak reasonable English. The pilot launch. 
fitted with VHF. ' 

The anchorage is extensive, with room for about 30 ocean: 
vessels, holding ground is good and no trouble was experienced - 
currents of 5 knots, although even stronger currents are experienced» 
Spring tides. 

The Port: Can be divided into three sections according to location ay 
function; the Inner Dock, Outer Harbour and Northern shoreline. 

The Inner Harbour basin is presently operated for the accommodaty 
of cargo ships up to 50,000 d.w.t. The Outer Harbour, of nq 
construction, is largely for coastal and fishing vessels of less than 5 
tons, and is located just outside and to the S.W. of the Inner Basin, 

The Northern shoreline, North of the closed basin has unload 
facilities at many private plants. These are lighter berths. ‘ 

With the completion, in May 1974, of the new lock system and secoy 
tidal basin, the berthing facilities in the port have changed the 
handling capacity from 1,420,000 tons to 6,270,000 tons per year) 
providing 3,820 m. length of quay and container berths. 

Within the Inner Harbour is the first tidal basin (the older lock syster 
dating from 1923). This basin is accessible through the new lock systen 
Equipment in Use (August 1974): Tugs, 2 of 2,000 h.p.; 3 of 3,600 hp 
Floating cranes, 1 of 75 tons capacity; 1 of 30 tons capacity; Contain 
crane, 1 of 30 tons capacity. 

Bulk Grain (1984): Pier No. 7: Jetty berths Nos. 71 — 72: 2 discharg 
towers, 1 conveyor belt, 1 ship at a time can be handled, capacity 800tp> 

Pier No. 7: Jetty berths Nos. 73 — 74: 2 discharge towers (Simporters 
1 conveyor belt, 1 ship at a time, capacity 22,000 tons per day. 

However, due to congestion of cargo in the elevators the maxim 
capacity on both jetties is reduced to 6,000 — 8,000 tons per day ea 
Additional Equipment Planned: Tug boats, 4 of 7,000 h.p. Floatry 
cranes, 1 of 100 tons capacity; 1 of 70 tons capacity. Container crane: 
4 of 35 tons capacity. 

Further expansion is planned for the Northern side of the inn 
harbour. When completed there will be an additional 800 m. of quayz 
Pier 6 and 780 m. at Pier 8. This will add a total of 10 new berths 
vessels from 5,000 to 50,000 d.w.t. 

The Port of Inchon is administrated, managed and operated by tt 
Government, represented by the Inchon District Marine Bureau (IDNE 
in the Ministry of Transportation. 

Decisions on administration and operation of the port, particularly® 
daily activities, are made by the Director, District Marine Bureau of 
above Ministry. 

Port activities, such as cargo in transit sheds, or in storage and pr 
facilities of Government property, are in the custody of the Associaliv 
of Port Management. This Association is formed from members off 
various port users associations and was formed in 1972, under 
control of the Minister in charge of Port Operations. 

Port service companies and Stevedoring companies are still privalé 
owned. 

Repatriation and relief of crew members was made without # 
apparent difficulty. 


SHIPMASTER’S REPORT: 1975. 

The Ando pilot vessel is equipped with VHF Channel 16. If berth 
in the tidal basin it is necessary to use vessel’s sewage tank or sani) 
tanks provided from ashore. Immigration require 2 copies of crew § 
forwarded before arrival to Agents, also require ports of call list” 
previous 3 months. If any crew member is caught smuggling in Repu 
of Korean ports the vessel is liable to be detained indefinitely. 


SHIPMASTER’S REPORT: October 1986. 

Pilot is quoted as being at Ando, as in Charterer’s telexes, the a! 
pilot station is Chang-An-So, approximately 2.5 hours steaming’ 
Inchon Anchorage. Pilot not compulsory, but unless vessel is 2% 
trader, strongly recommend use of Pilot. Outside there is 10 
problem, shallow patches to be avoided are well marked on chars 

Vessel anchored off Inchon Main Lock at 1930 hrs. on 10th Octo®® 
Shortly after which 2 Berthing Pilots boarded. 4 tugs made fast, &® 
bow and each quarter. There are strong currents. Lining-up for ® 
entrance not easy. Due to language it was not possible for Masi” 
communicate with tugs. Max. draft for Inchon Lock, 12.5 m. at high te 
and 12.2 m. at neap tides. Cleared lock and moved into container 
Vessel berthed safely with no damage to or against vessel. Al® 
2318 hrs. on 10th October. 

Charterer’s Agent attended vessel on arrival with Port Heall® | 
Pratique. At approximately O900hrs. next morning © 
Immigration and other officials boarded and vessel was properly 
Inspection of ship followed. Accornmodation spaces all found 
Insects were found in holds in corn cargo so at 1100 hrs. was | 
all but essential crew would be taken off for a day at 1400 hrs. for 
to be fumigated. | remained on board with 2nd Officer, 3rd Enginee 
3 seamen. | requested to know what gas was being used and that 
safety equipment be left on board. As only cargo space ! 
Charterers informed me, but not in writing, that they would be 
expenses. 


ad 


ew returned on board at 1400 hrs. on 12th October. Vessel still 
fumigation. Crew then opened hatches. The actual fumigation was 
out in an efficient manner, but if something had gone wrong 
npany would be responsible. 
“yscharge commenced 1905 hrs. on 12th October. Work is around 
» dock. But if a container ship comes in, the gantries are moved to 
» Discharging also stops when it rains. There are 4 container gantries. 
ynave grab facility, | noticed 40 tonne SWL on grabs. 
te berth is well fendered, with adequate mooring bollards. Fresh 
wer is supplied by barge. Medical facility appears to be good. Shore 
sgsses are issued and must be taken ashore. The guards at the dock 
wes are very Strict. The dock system is large. No taxi or private car 
joved in. This assists vessel to keep unauthorised people off ship. 
container berth also seems to discharge timber carriers and grain. 
me stevedore permanently on board, co-operated well with Chief 
veer. Port Health came on board to renew Derat, no difficulties 
seountered. 


sPMASTER’S REPORT: November 1989. 


assel: 

“OA 159 m. 

Beam 22.85 m. 

Type Santa Fe 77. 

GAT 12,376 tons. 

NAT. 8,369 tons. 

DW.T. 20,949 tonnes. 

Cargo 15,730 tonnes of tapioca pellets in bulk. 
Wax. arrival draft 31 ft. 00 in. 


goroaches: Pilot boarded about 1 mile off Changnanso Lighthouse in 
w weather. No difficulties found when approaching, but much attention 
ast be given to fishing boats and their fishing nets. 

foth channels (inbound) East and (outbound) West, are well marked 
son BA. Charts No. 1258 and 1270. 

mound: Steaming about 3 hours from Changnanso Lighthouse (Pilot 
ystion) to Inchon anchorage with one Pilot only. Another Pilot used 
mm the anchorage to lock and berthing. 

\bound: Only one Pilot used for unberthing, lockage and steaming in 
sannel. Pilots are very good, co-operative and experienced. 

‘#chorage: The holding ground of Inchon anchorage is very good, even 
rh strong currents. Waiting time at anchorage depends on berth 
mgestion and fumigation. Port Authorities boarded at anchorage 
darantine) for clearing the vessel. Accommodation and cargo 
section by quarantine officers. Cargo found without insects so no 
\mgation carried out. Very strict inspection of provisions, store rooms 
nigalley. They are looking for cockroaches and rat excrement. 

Boat service from anchorage to port is available but rates are very 


igh. 
*t Outer Harbour: For tankers and dry cargo vessels with up-to-date 
tding/unloading facilities. 

mer Tidal Basin: For dry cargo vessels up to 50,000 d.w.t. and 
proximately 11 m. — 12 m. draft. All berths are well fendered. 

Special attention must be given to standard port regulations inthe 
‘al basin area as authorities are very strict on violators. 

No chipping or painting permitted to the vessel's outer hull. 

‘gs: 2- 4 tugs used for berthing, unberthing and locking, depending 
wind/weather, d.w.t. and draft of the vessel. 

“ck Special attention shall be given to the Safe Lockage Regulation 
nd Inchon District Maritime and Port Authority Law No. 14, which is 
wesented on arrival by the local Agents. 

Actual tests to vessel's engines, steering gear, telegraphs, whistle, 
*must be carried out by the vessel prior to entering the lock. 

4 movable projections over vessel's side must be moved inboard 
oo fenders are to be ready for use if necessary. Lock is well 
wdered. 

for entering the lock, 3 tugs are used. 

for safe lockage, trim and list (port/starboard) must be adjusted to 
"per conditions or as required by the authorities. 

sast side of the lock (tidal basin entrance) is under construction and 
#9 works are being carried out. 

hen entering the lock for mooring, use only polypropylene ropes (no 
"85) as they are easier for handling. Vessels are moored at the centre 
‘he lock chamber. 

*vedores: Work round the clock and mostly use ship's gear. Bulk 
#g0es are discharged very quickly, rates from 2,000 tons — 3,000 tons 
* day, depending on number of gangs. 

“ssh Water: Available by barge only, due to general repairs and renewal 
‘sping system at the port. Cost is about U.S.$5.00 per ton. 

‘oe Passes: Crew members shall always carry their passport or 
*aman's Book and landing pass when going on shore leave. 

ot Authorities are very strict, and in cases where landing passes 
®lost, heavy fines are imposed and have to be paid. 

**sity: Inner harbour tidal basin 1023. 

“satiation: Repatriation possible without difficulty. International 
“ections are via Seoul which is 1.5 hours by car from Inchon. 


NTHORITY: Inchon District Maritime and Port Authority, 1-17 Hang- 
2g 7-ga, Jung-gu, Inchon, Republic of Korea. Tel: (032) 883-4061. 
#8: K23380 Idmapa. Contact: Kyu Jin Whang, Director General. 
‘GENT: Korea Universal Marine Co. Ltd., Room 505, Cheung-Seok 
wulding, No. 241-7, 3-Ka, Shin Heung-Dong, Inchon, Korea. Tel: (032) 
"8741, 8836716. Telex: K23228 Samship. Cables: “Samwooship 

n’. Fax: (032) 8847195. 

Oclated with Jardine Shipping Agencies. 


KOREA, Republic of 
KUNSAN (including Changhang): 35.55 N. 126.45 E. 


The Port of Kunsan is situated on the Southern mouth of the Kum River 
which flows into the Yellow Sea, and North Changhang. 
DOCUMENTS: 

6 copies Report (Entry/Departure). 

6 copies Crew List. 

6 copies Passenger List. 

2 copies Crew Personal Effects List. 

3 copies Passenger Luggage List. 

2 copies Store List. 

9 copies Manifest (Dis./Loading) only. 

NOTICES: All vessels bound for Korean ports should give an ETA to 
the local Agents 27 hours prior arrival. This is essential to enable the 
Agents to notify the Port Authorities and arrange Pilot if necessary. 
RESTRICTIONS: Vessels should enter during daylight hours only. Many 
small Korean fishing and cargo boats in this area display dim navigation 
lights or none at all at night. Pilot is not compulsory but all vessels calling 
at this port recommended employ a Pilot in view of the hazardous 
channel and tidal difficulties. Controlling depth 8 ft. at Bar. Keel 
clearance of 2 ft. required. 

PILOTAGE: The pilot station is situated at the Southern side of Piun 
Do (Hiyo To) Island the correct position of which is at Lat. 35° 56’ N., 
Long. 126° 27’ E. 

The boarding point near Piun Do is about 14 miles from Kunsan. Pilot 
to be ordered at least 24 hours in advance. Pilots cannot board in rough 
weather. Due to constantly changing bottom conditions, vessel should 
not attempt to enter without Pilot. 

ANCHORAGE: Outer anchorage about 5.5 miles West of Kunsan for 
vessels drawing up to 28 ft. 

Inner anchorage off Kunsan suitable for vessels of 21 ft. draft. 
MAX. SIZE: Draft 18 ft. to 27 ft. dependent on height of tide. 

RADIO: Kunsan Radio, call sign HLN operating on 500 and 484 kHz. 
TUGS: 5 tugs with respective capacity of 300 h.p. (1) 150 h.p. (2) and 
80 h.p. (2) are available. 1 floating crane with capacity of 30 tons owned 
and managed by the Korea Dredging Corp. is available. 

BERTHING: The port is controlled by Kunsan District Marine Bureau 
and all vessels come under jurisdiction of Kunsan Custom House. The 
anchorages in stream inner harbour can accommodate 1 or 2 vessels 
less than 1,000 gross tons, and outer anchorage (Yubudo Anchorage) 
accommodates 1 ocean-going vessel drawing about 28 ft. There are 5 
pontoon piers (3 for Kunsan and 2 for Changhang) each of which can 
accommodate an ocean-going vessel with maximum draft of 27 ft. 
STEVEDORES: There is 1 stevedoring company with 14 wooden 
barges, 3 steel barges and 3 tug boats. Discharging capacities: average 
records per day of 24 hours: coal 1,500 tons; grain and wheat 1,600 
tons; fertilizer 1,300 — 1,400 tons; cement 1,000 — 1,100 tons; lauan log 
500,000 B/F. Daytime only. 

MEDICAL: Crew members should be in possession of health certificate 
showing vaccinations for typhoid. In case health certificate has expired, 
the person(s) will be vaccinated/inoculated by a quarantine doctor. 
CURFEW: In Korea the curfew is still effective from midnight to 0400 hrs. 
every day. 

HOLIDAYS: Public Holidays — New Year (January 1-3); Independence 
Movement Day (March 1); Labour Day (March 10); Arbor Day (April 5); 
Memorial Day (June 6); Constitution Day (July 17); Liberation Day 
(August 15); Nation’s Foundation Day (October 3); National Alphabet 
Day (October 9); United Nations Day (October 24); Christmas Day 
(December 25). (Can be worked if requested.) 

Local Holidays. Work cannot be carried out on Lunar New Year’s Day 
and the Moon Festival, about 15th August. 

SHORE LEAVE: Crew shore passes will be issued by Port Immigration 
Office. 

DEVELOPMENTS: Major developments underway which are scheduled 
for completion in 1993. 

AUTHORITY: Kunsan District Maritime and Port Authority. Te/: (0654) 
3 4131/4. Telex: K66666 Gsdmpa. 


AGENT: Sub-Agents of Korea Universal Marine Co. Ltd., No. 37-3. 
Changi-dong, Kunsan 511, Korea. Tel: 2-3592. Telex: K66674 
Ssmarine. Cables: “Shinsung Kunsan”. Fax: 43-0510. 

Associated with Jardine Shipping Agencies. 


MASAN: 35.11 N. 128.35 E. 


PORT LIMITS: Port Boundary: 35° 09’ North. 
Arrived ship: A vessel is considered as “arrived” when in the Quarantine 
Anchorage. 
Laytime: (Subject to Charter Party). Generally commences at 0800 hrs. 
if Notice of Readiness tendered p.m. day before and 1300 hrs. if 
tendered a.m. day of arrival. 
DOCUMENTS: 

11 copies of Crew Lists (inward and outward). 

3 copies of Personal Effects. 

3 copies of Stores List. 

3 copies of Bonded Stores Lists. 

11 copies of Passenger Lists. 

3 copies of Narcotics Lists. 

3 copies of Arms and Ammunition Lists. 

4 copies of Manifests (entry clearance only, excluding manifest for 

consignee, stevedore, checker's firm and other related firms) 

2 copies of Bill of Lading. 

5 copies of Entry Report (only entry clearance). 

Ship's Certificates and Seaman's Books or Passports. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


PILOTAGE: Kaduk Pilot Station: Lat. 35°02’ N., Long. 128° 47’ E. 
ETA required 24 hours prior to arrival. (Tel: 2-9225). 

Two pilot boats “An Se” and “Be Yun”. VHF to be installed in pilot boats. 

At the present time contact with Pilot made through Agent or Masan 
Harbour Control on VHF. Vessels to display usual pilot signals. 

In case of bad weather vessels wait for Pilot at the pilot station. 
ANCHORAGE: Mooring capacity at anchorages: A-1, A-2, A-3 Depth 
30 ft.; A-4, A-5, A-6 Depth 24 ft.; A-7, A-8 Depth 23 ft. Quarantine Station 
Depth 36 ft. 

RESTRICTIONS: Should take Pilot's guidance as a Korean Navy base 
is located very close to Masan port. 

MAX. SIZE: 20,000 d.w.t. LOA 210 m. Max. draft 11.0 m. 

HEALTH: Crew members should be in possession of health certificate 
showing vaccination for typhoid. If the health certificate has expired, the 
person(s) will be vaccinated/inoculated by a Masan National Quarantine 
Doctor. 

RADIO: Seoul Radio. 

VHF: VHF at Masan District Maritime and Port Authority (Call “Masan 
Harbour Control’). 

RADAR: None. 

TUGS: Two tugs, “Chung Ryong” (Government owned) 1,000 h.p. and 
“Yong Ma” (Private) 2,000 h.p. Generally, ship’s lines used and tugs 
join vessel at Quarantine Anchorage. 


BERTHING: 
Max. No. of 
Depth Length Size Berths 
(m.) (m.) 
Pier No. 1 8.0 445 8,000 2 
Pier No. 2 5.0 385 500 2 
Pier No. 3 11.0 210 20,000 1 
11.0 210 20,000 1 
Pier No. 4 11.0 1,050 20,000 5 
Dolphin 7.0 88 5,000 1 
KHIK 11.0 240 20,000 1 
Yukong 7.0 100 3,000 1 


CRANES: Cranes with capacity 40 — 60 tons expected to be installed 
at Chang Won Pier. Cargo operation is generally by ship’s own gear. 
BULK CARGO FACILITIES: There are two bulk cargo piers (Nos. 1 
and 3), average discharge rate is 1,500 — 1,800 tons (0800 hrs. — 
2100 hrs.) a day, and sulphur is generally discharged at port of Chinhae, 
where there is a chemical firm. 

Length of pier: 210 m. Depth (low tide) 11 m. and one gantry crane 
(capacity 6 tons bucket) discharging rate is approximately 5,000 tonnes 
a day (24 hours). 

SPECIAL CARGO HANDLING FACILITIES: None. 
BRIDGES: None. 
STEVEDORES: Advise stevedores number of hatches, number of 
derricks and capacity, and supply stowage plan on arrival. 
Average Discharging Rate by Commodities: (0800 — 2100 hrs.). 
Coal 1,500 tonnes 


Grain 1,500 tonnes 
Wire Rods 700 tonnes 
General Cargo 700 tonnes 


Others 600 tonnes 
MEDICAL: Masan National Quarantine Office is responsible for any 
matters relating to vaccinations. Master should prepare a medical report 
form for patients visiting Masan hospital. 
TANKERS: No facilities (Transhipment if any, carried out by lighters). 
FRESH WATER: Available at Masan. 
FUEL: Available by grades. 
FIRE PRECAUTIONS: One fire boat stands by 24 hours a day at Central 
Pier. 
CONSULS: None. 
REPAIRS: Available anytime (two companies). 
DRY DOCKS: 3 minor dry docks. 
eee Various survey firms located at Masan, but not Lloyd’s 
or ABS. 
HATCHES: Generally, first opening and last closing is by ship's crew 
and others by stevedores. 
GANGWAY/DECK WATCHMAN: Available at Masan. 
CUSTOMS ALLOWANCES: Daily consumption quantity only. 
CARGO GEAR: Using of cargo gear (utilisation) depends on negotiation. 
REPATRIATION: Possible. Application for transferring and reason 
required. Agent's guarantee letter (for Crew) also required. 
AIRPORT: Kimhae Airport: 70 km. from Masan. Kimpo Airport: 436 km. 
from Masan. Regular services. 
TELEPHONE: Not available on board vessels. 
SERVICES: Security guard, garbage disposal, line handling, shoring, 
launch, laundry and provision supply available at Masan. 
POLICE/AMBULANCE/FIRE: Telephone Numbers: 

Police (Foreign Section) 2-1206; Fire 2-1334; Ambulance 2-1151. 
HOLIDAYS: New Year's Day (January 1st); New Year's Day (by Lunar 
calendar) (January 1st), Independence Movement Day (March 1st); 
Labour Day (March 10th); Arbor Day (April 5th); Buddha's Birthday 
(Lunar calendar) (April 8th); Children’s Day (May 5th); Memorial Day 
(June 6th); Constitution Day (July 17th); Indpendence Day (August 15th); 
Armed Forces Day (October 1st); National Foundation Day (October 
3rd); National Alphabet Day (October 9th); Christmas Day (December 
25th). 

Cargo operations on the above days depend on negotiations. 
SHORE LEAVE: Crew shore pass issued by Immigration and has to be 
extended every 120 hours. 

IDENTIFICATION CARDS: Shore pass available from Immigration. 
DELAYS: There are no delays for berthing or bunkering. 

GENERAL: ETA to authorities concerned no later than 24 hours before 
arrival. 

DEVELOPMENTS: A large container yard to be built. 

AUTHORITY: Masan District Maritime & Port Authority. Te/: (0551) 
31176. Telex: K53676 Msdmapa. 
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AGENT: Sub-Agents of Korea Universal Marine Co. Ltd., No. 6 ok 

Wapo-dong, Mansan, Korea. Tel: 45-4849. Telex: K52144 Mast, 

Cables: “Yeunghwa Masan”. Fax: 44-2521. 
Associated with Jardine Shipping Agencies. 


MOKPO: 34.37 N. 126.23 E. 


DOCUMENTS: 

6 copies Report (Entry/Departure). 

6 copies Crew List. 

6 copies Passenger List. 

2 copies Crew Personal Effects List. 

3 copies Passenger Luggage List. 

2 copies Stores List. 

9 copies Manifest (Dis./Loading only). 
PILOTAGE: Pilots stationed at Kasado Island, 34° 27’ N. 125° 99: 
30 miles from Mokpo (Tel: 2-1205). 24 hours notice to Agent require 
to arrange Pilot. Although not compulsory, vessels strony 
recommended not to enter without Pilot. ‘ 
NOTICES: All vessels bound for Korean ports should give an ETA» 
the local Agents 27 hours prior to arrival. This is essential to enable} 
Agents to notify the Port Authorities and arrange a Pilot if necessary 
ANCHORAGE: Five anchorages in depths from 11m. to 2%» 
Anchorage Nos. 2, 3, and 4 are better than No. 1 and 5 for dischar 


cargo because No. 1 is sometimes very dangerous due to strong it 


currents. 

RESTRICTIONS: Mokpo is located at the South-Western end of & 
Korean peninsula. The port is at the mouth of the Yungsan River whe 
flows through the Yungsan Peninsula. Kasako Island protects this pe 
from heavy winds and swell. The Yungsan River provides 5 anchorage 
where 5 vessels of Liberty type can berth at a time. 

Tide Information: Max. tide level at high water 4.5 m.; min. tide le« 
at high water 2.8 m.; average tide level at high water 3.5; Max. tide lee 
at low water 0.5 m.; Min. tide level at low water 1.3 m.; Average tis 
level at low water 0.7 m. 

RADIO: Mokpo Radio. Call sign HLM operating on 500 and 484 kHy 
VHF: Pilots on Channels 12 and 16. 

TUGS:Three tugs available, up to 150 h.p. 

BERTHING: Sam Hak Do Pier, length 168 m. and width 18 m., wher 
only one 8,000 ton ocean-going vessel can operate in 13 m. depth 

One berth for vessels of max. LOA 200 m. and max. draft 10.5m 
STEVEDORES: There are 3 stevedoring companies with 28 wood 
barges (1,680 tons), 7 steel barges (1,200 tons) and 3 tug-boats. 
MEDICAL: Crew members should be in possession of Health Certificas 
showing vaccinations for typhoid. In case the Health Certificate he 
expired, the person(s) will be vaccinated/inoculated by a quaraniie 
doctor. 

FRESH WATER: Available at rate of 150 tons per day. 24 hours note 
required. 

HOLIDAYS: Public Holidays; New Year (January 1st 
Independence Movement Day (March 1st); Labour Day (March 100 
Arbor Day (April 5th); Memorial Day (June 6th); Constitution Day (# 
17th); Liberation Day (August 15th); Nation's Foundation Day (Octote 
3rd); National Alphabet Day (October 9th); United Nations Day (Octobe 
24th); Christmas (December 25th). Work can be arranged on all abort 
holidays. Local Holidays; No work can be done on Lunar New Yea? 
on the Moon Festival about August 15th. 

SHORE LEAVE: Crew shore passes will be issued by Port Immigrate 
Office. Extension of shore passes should be made every 72 hours 
AUTHORITY: Mokpo District Marine and Authority. Te/; (0631) 42 13+ 
Telex: K66767 Mpodmpa. 


AGENT: Sub-Agents of Korea Universal Marine Co. Ltd., No 3-7, 

Okwang-dong, Mokpo, Korea. Tel: 2-0108, 2-0567, 42-5155. Tee 

K66780 Interco. Cables: “Intership Mokpo”. Fax: 43-0510. 
Associated with Jardine Shipping Agencies. 


MUKHO: 37.33 N. 129.07 E. (See Pilar 


PORT LIMITS: The port limit is established by lines joining the follow® 
points: 

A. Lat. 37° 33’ 12” N., Long. 129° 07’ 25” E. 

B. Lat. 37° 33’ 12” N., Long. 129° 08’ 12” E. 

C. Lat. 37° 32’ 00" N., Long. 129° 08’ 23” E. 

D. Lat. 37° 32' 00" N., Long. 129° 07’ 02” E. 
DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists (In case of any passenger aboard). 

3 Stores Lists. 

3 Personal Effect Lists. 

3 Cargo Manifests (In case of any cargo on board). 

2 Port Itinerary Reports (For the last 6 months) | 
PILOTAGE: Compulsory and 3 licensed Pilots are available trom i 
— 2200hrs., and usually join ship in position Lat. 37° 32 w 
Long. 129° 08’ 25” E. a8 

VHF Radio is available for contacting pilot station (Tel 22-2324) 
ANCHORAGE: Outer Harbour offers anchorages for the vessel 4 
docking order with a rocky and sandy bottom ‘ 

Vessels lying anchored in this anchorage which is open rosie 
recommended to pay attention to weather conditions. The depths 
from 9m. to 26m 


ICTIONS: Pilot for entering inner harbour is available from 
gohrs. to 2200 hrs. due to close of port. 
%e max. available depth of inner harbour is 8.5 m. The max. tidal 
is 0.4m. 
iL size: The max. permissible length, breadth and draft for entering 
sx harbour is as follows: 
th — 180 m. Breadth — 25 m. Draft — 8.5 m. 
att: Pratique is automatic. For Pratique it is necessary to prepare 
lowing documents: Yellow cards. Derat Certificate and/or Derat 
emotion Certificate. In the event of any suspected disease or fever 
-yard it should be reported without delay to Quarantine Station and/ 
nt in Mukho. 
4ol0: Shore Radio Stations: Seoul Radio, Kangreung Radio, Busan 
io and Mokpo Radio. 
wkho harbour Network 6MF2. 
sf: Call sign “Mukho Radio” Channel 16 for calling station. Channel 
so communication. 
u0AR: None. 
4S: 2 tugs of 1,000 h.p. each equipped with their own towline are 


gable. 
SrHING: No. 1 Pier. (Exclusively for loading Coal/Graphite in bulk). 
geth A: Exclusively for loading Coal/Graphite in bulk. Length 100 m. 
wiable draft at LW 7.5m. 2 lines of belt conveyor and 2 loaders, 
emt above HWL. 7 m. Loading rate per hour per loader 300 tonnes. 
geth B: Exclusively for loading Coal/Graphite in bulk. Length 110 m. 
emissible draft at LW 8m. 2 lines of belt conveyor and 2 loaders, 
t above HWL. 7 m. Loading rate per hour per loader 400 tonnes. 
» 2 Pier: Exclusively utilised for Naval and Coast Guard ships. Length 
m. Depth available 4 m. 
» 3 Pier: For loading bulk cement, bagged cement and cement clinker 
suk, and loading/unloading general cargoes. Length 330 m. Available 
stat LW 8.5 m. or 28 ft. 1 line of conveyor and 1 loader (air slider) 
yoading bulk cement. 2 lines of belt conveyor and 2 loaders for loading 
aged cement. 1 line of belt conveyor and 1 loader for loading cement 
ser in bulk. Available height above HWL 8 m. Loading Rate: Bulk 
ment 400 tonnes/p.h. Bagged cement 1,500 tonnes per day per 
wer. Cement clinker 350 tonnes/p.h. 
ing rate for General Cargo as follows: 
Average discharging rate per hour/gang: 


Stee! material Various 30 tonnes 
Machinery Case 30 tons 

Grain Bulk 25 tonnes 
Gypsum Bulk 25 tonnes 
Coke Bulk 15 tonnes 
Fertiliser Bag 20 tonnes 

verage Loading Rate per hour/gang: 
Iron Ore Bulk 20 tonnes 


« 4 Pier: For loading bulk cement and loading/unloading general 
woes. Length 150 m. Permissible draft at LW 7.5 m. 1 line of belt 
sveyor and 1 loader (air sliding chute) for loading bulk cement. Height 
twe HWL 8 m. Loading Rate: Bulk Cement 400 tonnes/p.h. Loading 
* of general cargoes same as at No. 3 Pier. Discharging rate of 
meral cargoes same as at No. 3 Pier. 
wiral Pier: For loading/unloading general cargoes. Length 120 m. 
‘missible depth at LW 6.5 m. No shore facilities. Loading/unloading 
feral cargoes same as at No. 3 Pier. 
RANES: Mobile Cranes 120 ton and 130 ton. 
CARGO FACILITIES: No discharging facilities. Loading facilities 
® ‘Berthing”’. 
TEVEDORES: Vessels bound for this port are to radio Agent Shipper/ 
‘signee and Harbour Master, at least 24 hours prior to arrival, draft 
‘amival, description/quantity of cargo. 
erage Discharge Rate per gang/hour: 

Steel materials Various Types 30 tons 


Machinery Case 30 tons 
Grain Bulk 25 tons 
Ores Bulk 25 tons 
Fertiliser Bag 20 tons 


\verage Loading Rate per gang/hour: 
(Only with labourer hands — manually) 


Ores Bulk 20 tons 
‘verage Loading Rate per gang/hour: 
(By shore loading facilities) 
Coal/Graphite Bulk 350 tons 
Cement Bulk 350 tons 
Cement Bag 60 tons 
Cement Clinker Bulk 350 tons 


DICAL: Several hospitals available. 
ANKERS: No facilities. 

ITY: Average salinity of water in the port is 1.025. 
FESH WATER: Supply of fresh water available by water barge and 
™ shore water works. 

Supply at pier 50 t.p.h. 

y Supply by barge 100 tons per day 
sah oy grades of domestic and bonded oil available with 4 days 
*' notice. 
RE PRECAUTIONS: None. 
NSULS: None. 

AIRS: None. 
5Y DOCKS: None. 
uN ORS: Classification Surveyors are in Seoul and/or Busan. 
an WAY/DECK WATCHMAN: Owner's/Master’s option. 

CHES: First Opening/Final Closing by crew and intermediate 
ne by stevedores. 


uns ALLOWANCES: Cigarettes: 1 carton. Wine/Spirit: 2 bottles. 


0 GEAR: Shore loading facilities, see “Berthing”. No heavy lift 


8. 
wn RIATION: Possible. 


be RT: No airport locally, however there is an express bus service 
“ween Mukho and Seoul. 


ee 


KOREA, Republic of 


HOLIDAYS: Official Holidays are as follows: 
The New Year Day 1st January Work cannot be 

arranged 
Independence Movement 

Day 1st March 
Memorial Day 6th June 
Constitution Day 17th July 
Independence Day 15th August 
National Foundation Day 3rd October 
Hangul (Korean Alphabet) 

Day 9th October 
Armed Forces Day 1st October 
Festival Days: 

Lunar Calendar New Year 
Labour Day 

Children's Day 

Buddha's Birthday 


Can be arranged 
Can be arranged 
Can be arranged 
Can be arranged 
Can be arranged 


Can be arranged 
Can be arranged 


1st January (Lunar) Work not possible 
10th March Work possible 

5th May Work possible 

8th April (Lunar) Work possible 
Moon Festival Day 15th August (Lunar)Work not possible 
Christmas Day 25th December Work possible 
POLICE/AMBULANCE/FIRE: Police — 3112. Ambulance — 3900. Fire — 
119, 3005. 

TELEPHONES: None. 

SERVICES: None. Should be arranged from Busan/Inchon. 

SHORE LEAVE: Possible. 

IDENTIFICATION CARDS: Shore passes are issued for every Crew 
member who wishes to go ashore. 

REGULATIONS: No particular regulations. 

DELAYS: Normal delays. 

GENERAL: None. 

AUTHORITY: Donghae Maritime & Port Authority. Te/: (0394) 32-3631. 
Telex: K24336. 


AGENT: See “Bukpyung”. 


POHANG: 36.01 N. 129.24 E. (See Plan) 


PORT LIMITS: The sea within the line joining the position of Yeonam 
Southern Cape Long. 129° 25’ E. to that of Lat. 35° 59’ 50” N., Long. 
129° 27’ 30” E. 

DOCUMENTS: See “Busan”. 

PILOTAGE: Compulsory, 4 licensed pilots available. Tel: 2-9221/2. 
ANCHORAGE: 18 anchorages with depths 8.0 m. — 23.0 m. Bottom is 
mud and sand. 

MAX. SIZE: See “Berthing”. 

Ship Operator's Report: Posco Mineral Quay: 

July 1979: Vessel of 142,767 d.w.t., with 112,012 tons of cargo on 
board docked at No. 1 B-2 with a draft aft of 49 ft. 6 in. (15.08 m.). 
The officially accepted draft is 14.50 m. 

HEALTH: Quarantine Anchorage: Lat. 36° 03’ 47” N., 129° 26’ 55” E. 

Radio Pratique to be requested 36 hours prior to arrival. 
RADIO/VHF: Port Control on VHF Channel 16. 

TUGS: 3 tugs available of 3,000 h.p. The tugs are stationed at the third 


pier. 
BERTHING: 


Pier Berth Max. Max. Max. Max. 
No. No. Draft LOA/Beam_ Airdraft Size Remarks 
(m.) (m.) (m.) (d.w.t.) 
1 11 16.5 350/50 ntoe 150,000 21,500 t.p.h. 
unloaders 
13 14.5 310/42 15.0 100,000 31,500 t.p.h. 
14 15.0 310/42 15.0 100,000 unloaders 
(outreach 30 m.) 
2 23 11.2 310/40 13.0 50,000 21,000 t.p.h. 
24 11.0 200/40 13.0 20,000 unloaders and 
25 10.8 200/40 13.0 10,000 1700 t.p.h. 
unloader (outreach 
23 m.) 
3 S1A 7.0 140/25 10.0 5,000 4x15 ton cranes 
31B 8.0 
32 9.0 150/25 10.0 5,000 
33 9.5 150/25 12.0 10,000 
4 41 10.4 225/35 15.0 30,000 2x30 ton cranes 
42 9.0 195/32 13.0 20,000 1x25 ton crane 
and 1x35 ton 
crane 
5 51A 9.6 300/32 13 20,000 
51B 9.1 125 ton crane 
52 10.0 170/30 13 10,000 125 ton and 
130 ton crane 
53 6.0 150/25 5,000 
54 6.0 150/25 5,000 
6 61 5.0 150/20 2,000 
62 4.0 150/20 2,000 
us 73 9.0 240/25 10,000 
74 11.0 245/35 30,000 
75 11.0 245/35 30,000 
76 10.0 300/35 20,000 
8 81 11.0 250/35 30,000 
82 11.0 250/35 30,000 
83 9.5 200/25 10,000 
84 9.5 224/35 20,000 
85 9.5 224/35 20,000 


CRANES: 12 Shore cranes. (Lifting capacities 3,138 t.p.h.) 
MEDICAL: 2 hospitals available. 

FRESH WATER: Can be supplied alongside the quay or by water barge. 
FUEL: Available locally. For large quantities 48 hours notice required. 
FUEL: All grades obtainable from oil companies. 

CUSTOMS ALLOWANCES: Tobacco: 400 cigarettes. Wine: 1,500 cc. 
REPATRIATION: All facilities available for crew changes. 

AIRPORT: Kimpo 200 km., Kimhae 150 km. 
POLICE/AMBULANCE/FIRE: Police 2-3419. Fire 119. Ambulance 2- 
5269. 
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HOLIDAYS: New Year's Day — 3rd January, 1st March, 5th April, 5th 
May, Buddha's Birthday, 6th June, 17th July, 15th August, 3rd October, 
9th October, Christmas Day. 
SERVICES: Sub-Agents. Ship's laundries, etc. 
SHORE LEAVE: Crew members allowed ashore. 
IDENTIFICATION CARDS: Seaman's Book is sufficient. 
DEVELOPMENTS: Central breakwater under construction. 

Works in progress to increase capacity at first pier to 150,000 d.w.t. 
and draft to 16.5 m. 


SHIPMASTER’S REPORT: 1975. 

Pilot: Usually boards the vessel after anchoring in position Lat. 36.03 N., 
Long. 129.26 E. 

Anchorage Position for Quarantine Clearance: Same as for Pilot. 
Berthing: Entry and departure are only permissible during daylight hours, 
vessels are not allowed to berth at night. 

Fresh Water: Available at all times ex-wharf without limit on quantity 
taken. 


SHIPMASTER’S REPORT: 1975. 

Approaches: There are no British Admiralty Charts covering this port. 
The coastal approach to Yongil Man can be made on Chart B.A. 3666, 
thereafter an American Chart No. 95166 (formerly H.O. 3257) is suitable 
for making the approach to the Quarantine Anchorage. 

There are no offlying dangers, and depths shelve gradually from the 
entrance to the head of the bay. 

A good lookout should be maintained for fishing nets which are many. 
Quarantine: Port Health Officials board at the Quarantine Anchorage — 
Position Lat. 36° 02’ N., Long. 129° 26’ E. in a depth of 19 m. No Radio 
Pratique available. 

If vessel arrives at night, officials board at daybreak next morning. 
No port movements during the hours of darkness. 

Notice of Readiness: Accepted at time of Free Pratique granted. 
Pilotage: Pilot boards with Port Health at anchorage. Pilot stated that 
our vessel 72,072 d.w.t. was too big for the port, which was designed 
for max. size 50,000 d.w.t. However, no difficulties experienced, berthing 
in calm weather conditions. Berthing and sailing in daylight hours only. 
Entrance Channel: Entrance to harbour is made via dredged channel, 
commencing between 2 buoys, (Nos. 1 and 2), about 200 ft. apart, 
situated about 1 mile off Southern Breakwater head. 

Axis of approach channel, from midway between the buoys to midway 
between the breakwater heads, is a straight line 259° True. 

Dredged depth in the channel is stated to be not less than 13 m. 
However, according to the echo sounder, depth beneath keel was never 
less than 11 ft. until vessel entered the harbour basin, when further depth 
recording was impossible due to ‘noise’ from propeller wash caused by 
astern movements, obscuring echo sounder signal propagation. As the 
vessel's draft was 36 ft. 08 in. min. depth of water was therefore 
47 ft. 08 in. = 14.5 m. approx. This was verified on the outward passage. 
The 13m. minimum probably refers to the basin within the harbour 
entrance. 

Tide: The rise and fall of tide is only about 1 ft. 

Tugs: There are only 2 tugs available, both very weak. Pilot kept 
complaining that the tugs were inadequate for a vessel of this size, which 
was a fair assessment. 

Berth: See sketch (Plan) for depth alongside POSCO mineral quay. 
Min. depth at berth stated to be 12 m. (39 ft. 04.5 in.) Max. permissible 
draft 11.2 m. (36 ft. 09 in.) Density was 1026. 

Loaded vessels berth head in, starboard side alongside. Can prepare 
accommodation ladder starboard side before arrival. 

The face of the quay is protected by permanent heavy-duty rubber 
fendering. 

Moorings: A minimum of 3 head lines, 1 breast line, and 2 backsprings, 
each end, is recommended. Although the port is well sheltered from the 
prevailing W. — N.W. winds, it is wide open to the N.E. from which strong 
gales can suddenly develop. 

Discharge: 2 modern transporter grabs discharge into a conveyor belt 
system. Discharge rate overall about 1,100 t.p.h., on a 24 hour basis. 
Holds were well swept clean on completion. 

A meticulous draft survey was held upon arrival and after completion, 
to verify Bill of Lading. 

Fresh Water: Plentiful supply from pipe line on the quay. Apply to Agent 
for services of waterman. 

Customs: The bond is not sealed, but a Custom’s Officer is stationed 
on board at the gangway throughout. 

Shore Leave: The crew are not allowed to pass through the steelworks, 
going ashore. A liberty boat must be hired, which plies between the end 
of the quay and Pohang town pier, about a half hour run. 

Last boat returning to ship at night leaves the town at 2200 hrs. First 
boat in the morning leaves at 0600 hrs. Shore passes issued on arrival. 
Documents: The following arrival papers are required:— 

Quarantine Declaration and Vaccination List. 

14 Crew Lists. 

3 Stores Lists. 

3 Crew's Effects Declarations. 

10 Cargo Manifests in Metric Tons. 

N.B. The cargo manifests can be made up on board by typing on plain 
paper, but quantities must be stated in metric tons. 

Repatriation: Possible. A complete Chinese crew change (25 men) was 
carried out during vessel's stay, plus one officer to the U.K. 
Communications: There is no Telex system in Pohang. Cables are 
passed by telephone to General Agents in Seoul, for onward 
transmission. There is no problem arranging telephone communication 
with the U.K., but it is not possible to reverse the charges (call collect). 
Average waiting time about 1 hour. 

Repair Facilities: Most engine and hull repairs can be carried out. There 
are 4 repair firms available, but it is advisable to take the Agent's advice 
as 3 of these firms are very small, with limited manpower. Materials not 
immediately available, can be brought by road from Busan, about 
3 hours’ journey. Lloyd’s Hull & Engine Surveyors based in Busan. 
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SHIPMASTER’S REPORT: July 1975. 
Port Limits: By a line drawn from Lat. 36° 04' 10” N., Long. 129°25; 
to Lat. 35°59’ 50" N., Long. 129° 27’ 30"E., Korean Chart No « 
Pohang Harbour and Approaches refers. . 
Documents: See “Busan”. 
Pilotage: Pilots board either at the Quarantine Anchorage or Off hy 
channel entrance as required. Pilotage within the harbour breakwats, 
is compulsory. No VHF available but Pilots are equipped We | 
transceivers for port operations. | 
Anchorages: |n roadstead, open to the N.E. in depths of 15 m. to2, 
— Numerous mooring buoys and marker buoys for reclamation are . 
the vicinity. Vessels should anchor to seaward until a Pilot boards 
Restrictions: Vessels may arrive and sail from the roadstead at Ny time 
but in daylight only if usirig the inner harbour. 
Max. Size: No restriction in the roadstead, 12 m. in the inner harboy 
Pratique: \t is advisable to give advance notice of Pratique. Pratique . 
granted to vessels anchored in a circular quarantine anchorage, rag. 
500 m., the centre of which is located in Lat. 36° 03' 20"N., Long 
T2SC25 "250 E: 
Radio: All messages to Pohang should be routed through Busan Rag, 
HLP. 
Tugs: A number of tugs are available, the 2 largest being 2,500 h» 
each. Tugs join the vessel at the breakwater entrance. 
Approaches: Vessels using B.A. Chart 3666 should find flashy 
seabuoy in the entrance to Yon Iru Bay located in position {» 
36° 05’ 50” N., Long. 129° 30’ 35” E., and from there steer a course 277 
True (6.8 miles) to the Inner Harbour Fairway Entrance, which is marie: 
by 2 buoys marked 1 and 2 and Qk. FI. G. and FI. R. 3 secon 
respectively each visible 5 miles. An anchorage should be found clog 
seaward of the entrance buoys whilst awaiting a Pilot. 
Berthing: A number of inner harbour berths are available at depts 
ranging between 8 and 12 m. datum. 

The entrance fairway has a minimum depth of 12.4 m. Harb 
developments are still in progress. 
Stevedores: Arranged through Agents. Advance notice desirable. 
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Medical: Available. Me 
Fresh Water: Limited quantities available by barge, if advance not: for 
given. ‘ ‘ 
Consuls: None. | @) 
Repairs: Only repairs of a minor nature can be undertaken. 
Drydock: None. AU 
Surveyors: Lloyd's available from Busan. Ha 
Gangway/Deck Watchmen: Not required. Tel 
Opening/Closing Hatches: By Crew. AC 
Customs Allowance: See “Busan”. 1-4 
Repatriation: Not available. Sh 
Airport: Busan (Suyeng). ] 
Shore Leave: Permitted, but even if vessel berthed alongside, launc 
service must be used. | 
Identification: Shore Passes. 
Developments: Considerable reclamation and harbour developments « 
progress. 
General: Last call of vessel was July 1975. B.A. Chart No. 3666 doe: 
not show the new port of Pohang at all but can be used for approac 
work. Korean Chart No. 135 should be obtained if possible. P\ 
Pil 
SHIPMASTER’S REPORT: June 1980. 121 


The port is situated in the S.E. part of the country at the head ol | pe 
bay and fully exposed to any weather from between North and Eas! 
Approaching the port there are very few navigational hazards exce’ | BE 
numerous small fishing craft. The B.A. Chart No. 3666 covering the ale dey 
is out of date and the inset showing Pohang gives insufficient delal $x 
would recommend that with only B.A. Chart No. 3666 entry to the pu" AU 
should be attempted in daylight only. Korean Chart Nos. 132 and'® 0p 
cover the port and approaches and appear to be more up to date. 

The Korean Pilot Book Supplement No. 9 1978 on Page 71 giv 
information on minefields and swept channels for approaching the po" 
but the Harbour Pilots have no knowledge of these swept roules 
However, there is a large area within the bay that is dangerous © 
navigation and anchoring but not marked on the chart. Vessels shove 
not pass between the shoreline and a line drawn through the positio™ Si 
of the following lighthouse and buoys: 

FI.G. Lt. — Lat. 36°05’ 18” N., Long. 129° 33’ 35” E. 

Buoy RW - Lat. 36° 05’ 30” N., Long. 129° 30’ 30” E. 

Buoy RW - Lat. 36°03’ 12” N., Long. 129° 28’ 20” E. St 

Buoy — Lat. 36° 01' 25” N., Long. 129° 27’ 50” E. 

Also it is advisable to pass at least 2 miles North of the lighthouse 0g 
as to avoid the numerous fishing vessels and fishing stakes off the po" { 
enter the bay passing the buoys on the port hand. 

The indicated Quarantine Anchorage has only a limited depth of wa® 1 
and larger vessels are permitted to anchor in the vicinity of the seo 
buoy where the vessel will be cleared by Quarantine Officers before ™ 
Pilot boards. , 

The ore/coal berth is situated in the new harbour where there 5 * 
a vast amount of new building and reconstruction taking place." 
maximum draft is 14.5 m. and the approach through a short ‘5 
channel which offers no problems. The berth lies in an 035° - 2": 
direction with a depth alongside of 16.0 m. for 950 m. and vessels i 
starboard side alongside. Standard moorings of 4-2-2 at each en y 
the port anchor with about three shackles, the latter being U 
heaving off when unberthing. 

Cargo discharge facilities are three units, with two more - 
construction, which should be completed by 1981, all suitable for 
discharge of ore or coal. Discharge rate was about 30,000 tonnes 
day using 2-3 units continuously. 3 

Four tugs are used for berthing and unberthing operations, ~~ 
which are modern tugs. The two older tugs are due to be replaced 
with more powerful modern units. 
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qidozers are used for clearing hold bottoms and some shore labour 
yegaged sweeping up excess fallout off hatches, etc. Food and some 
of accommodation has to be provided for the shift foremen on a 
wenuous basis. 
‘sesh stores and provisions of good quality and reasonable price were 
ble but no frozen foods of any description available. Laundry 
gice available and fair results. 
tel oil bunkers were available by previous arrangements with 


wre! 


rs 
e@ leave is by launch only. Launch lands personnel in the old 
our about 5 miles away outside the breakwaters of the new harbour. 
ssnore gangways available. Accommodation ladders required on each 
as Port Officials and Agents board via the quay and ship's personnel 
snot allowed to walk on quay. : 
aepatriation for 26 Officers and Crew was done with very little effort 
4minimum paperwork. Personnel travel by coach to Busan thence 
arto Osaka and Tokyo for London. 

snival papers were as those required for Pusan and some company 
ns readily accepted. 

The present maximum draft for the port is 14.5 m. but this is expected 
crease to 14.75 m. next year. 

rot limits have been extended and now join the following positions: 
» 36°04’ 30"N., Long. 129° 25’ 20"E.; Lat. 36°03’ 00’N., 
ng. 129° 28' 00” E.; Lat. 36° 01’ 12” N., Long. 129° 29’ 54” E. 


PMASTER’S REPORT: September, 1982. 

aith: Radio Pratique not possible. 

16 then 6 with Pilot boats; 16 with Pohang Port Authorities; 16, 
26 and 27 with Pohang Radio. 

gs: Four modern tugs. 

thing: Depth alongside Berth No. 1 is 17 m. Vessels berth either side 
ygside. Berthing in daylight only for large vessels. 

2! All grades of bunkers and lubricants available from Korea Marine 
rkering Co., Ltd. Cable address: K Bunker Seoul. Telex: K28412. 
yairs: Sae Won Marine rm sore Co., Ltd., Cable address: Sae 
yine Pohang. Telex: K4395. Tel: (72) 5400-1 (riding crew are available 
‘ship repairs on passage). 

sam Yang Marine Engineering Co., Ltd., Telex: Symeco K4415. Tel: 
2251-2, (3) 4451., Agent for Unitor Service. 


JHORITY: Pohang District Maritime and Port Authority, 58-7 
ngku-Dong, Pohang, Republic of Korea. Tel: (0562) 421812/5. 
ex: K54300 Hangman. 


SENT: Sub-Agents of Korea Universal Marine Co. Ltd. No. 64-4, 
(a Bongbin-ro, Pohang 790-00, Korea. Tel: 3-1611/3. Telex: K54506 
mpo. Cables: “Shinjin Pohang”. Fax: 42-0205. 

‘ssociated with Jardine Shipping Agencies. 


YEONG TAEK: 36.57 N. 126.01 E. 


LOTAGE: Pilot boards in position Lat. 36° 57’ 05” N., Long. 
#01‘ 00" E., which is 38 miles from the LNG Berth. 

STRICTIONS: Vessels berth at daytime HW only. 

XX. SIZE: Berth designed for vessels 90,000 d.w.t. — 100,000 d.w.t. 
RTHING: The dolphin berth, for LNG only, is 480 m. long and has a 
oth of 14.0 m. 

yage: 4 tanks, each with a capacity of 110,000 cu.m. 

NHORITY: Owner: Korea Electric Power Corporation. 

ators: Korea Maritime Port Authority and Korea Gas Corporation. 


AMCHEOG HAN (Sam Chuck): 37.30 N. 129.10 E. 
(See Plan) 


IPMASTER’S REPORT: June 1981 


XCUMENTS: 
Ship's Register (1 copy required to be kept ashore) 
_last Port Clearance. 
0 Crew Lists. 
3Lists of Private Tobacco and Liquors. 
‘Personal Effects Lists. 
‘List of Foreign Money. 
$Stores Lists. 
4 Ship's Property Declarations. 
TAGE: Pilot will board at Quarantine Anchorage. 
departure Sam Chuck vessel has to return Pilot to Bukpyung. 
“ng night time no pilotage. 
*ALTH: On arrival Sam Chuck the vessel has to proceed to Bukpyung, 
“Mt 5 nautical miles North of Sam Chuck, and has to anchor at the 
my . Aochomae in position: Lat. 37°29’ 36" N., Long. 
. Port Health Officers will board the vessel and arrange Free 
ue 


“uments Required: 

‘Crew List. 

‘Maritime Declaration of Health. 
Vaccination List. 


a 


KOREA, Republic of 


VHF: “Mukho Radio” calling Channel 16, communication Channel 26 
(slight interference). 
TUGS: One tug available, equipped with own tow line. 
BERTHING: Conveyor pier, left side of port entrance, exclusively for 
loading cement clinker in bulk. 
Draft allowed according to Pilot is 6.8 m. Other berths, draft allowed 
is 6.7m. 
One belt conveyor with a loading rate about 300 tonnes per hour. 
DENSITY: 1027. 
CUSTOMS ALLOWANCES: 200 cigarettes and 1 bottle of spirits. 
Bonded store will not be sealed, as long as the Master only has the key. 
One Customs Officer will stay on board for the whole time at berth. 
SHORE LEAVE: Possible, shore passes issued for every crew member, 
have to be returned before departure. 
GENERAL: 
Ship Chandler: Available from Mukho. 


SAMCHEON PO: 34.52 N. 128.05 E. 
(See Plan) 


SHIPMASTER’S REPORT: June 1983. 


DOCUMENTS: Formalities similar to other Korean Ports, but local 
Authorities are not used to Foreign going ships yet and Port Clearance 
is very slow. All crew members issued with shore passes by Immigration 
Authorities, these passes are collected in again before sailing, to hand 
back to Immigration. 

PILOTAGE: Although the Port Information Sheet states that pilotage is 
not compulsory, | feel that it would be unwise to attempt both berthing 
and sailing without the benefit of local knowledge. The streams can be 
very strong, we estimated up to about 4 knots whilst we were there. 

Pilot boards at the Quarantine Anchorage. Pilot boarding regulations 
similar to those at other Korean ports. 

Requests for a Pilot should be made through the vessel's local Agents. 
ANCHORAGES: Quarantine Anchorage 34° 51' 56” N., 128° 05’ 23” E. 
(600 m. radius). Good holding ground — yellow mud. Depth 17.2 m. 
Anchorage is open to South. Channel to quay dredged to 18 m. and is 
well buoyed. 

RESTRICTIONS: Berthing/unberthing carried out at slack water, during 
daylight hours only. 

MAX. SIZE: 100,000 tonnes deadweight. Max. depth alongside 18.1 m. 
Rise of tide 1.6 m. 

TUGS: Two tugs are required. They come from Masan, 3 hours’ notice 
required. 

BERTHING: Wharf is 540 m. long and is divided into 2 berths. Principal 
commodity is coal for the power station. 


Length Depth Max. Size 
Northwest end 270 m. 15.10 m. 50,000 d.w.t. 
Southeast end 270 m. 18.10m. 100,000 d.w.t. 


Wharf is very well fendered, and has Irage rubber, ‘Buffer’, type 
fenders at regular intervals. There is a 2 m. high wall, which runs along 
the entire wharf frontage, the mooring bollards are set in breaks in this 
wall; but the set up is dangerous; very awkward for the linesmen, and 
virtually impossible to get a gangway out, ship to shore. 

BULK CARGO FACILITIES: Two ship unloaders with 35 tonne grabs 
available for coal discharge. Capacity 1,500 t.p.h. each. 
STEVEDORES: Working hours per day — 16 hours. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: Nearest Consuls at Busan. 

REPAIRS: Limited repairs may be undertaken by local boat yard. 
GANGWAY/DECK WATCHMEN: Three Watchmen and two Customs 
Officers on board at all times, and have to be fed and accommodated. 
The Watchmen will use one room, but the Customs want to be 
accommodated separately. 

AIRPORT: Nearest at Pusan. 

SHORE LEAVE: Shore leave by liberty boat only, takes crew to the 
small fishing port of Sam Cheon Po, itself about 1 mile further West. 
Crew members are not allowed to walk ashore through the power station, 
so only the liberty boat can be used. 

IDENTIFICATION CARDS: See “Documents”. 

GENERAL: Fairly good quality fresh provisions may be obtained, Agent 
handles chandler’s work as well. Agents very willing to be of assistance, 
but there are very grave language problems, hardly anyone speaks 
English, and those that do are usually very limited in what they 
understand. 


SHIPMASTER’S REPORT: May 1984. 


CHARTS: B.A. No. 127; American 95142; Korean 452. 
DOCUMENTS: 

9 copies Crew List. 

1 Declaration of Health. 

1 Vaccination List. 

3 Passenger Lists (Nil return required). 

2 Crew Declaration of Personal Effects. 

2 Currency Lists. 

2 Ship’s Currency Lists. 

2 Bonded Stores Lists. 

2 Ship's Stores Lists (all foodstuffs on board to be declared). 

1 List of Ports of Call (previous 9 months ports and countries). 

2 Ammunition and Firearms List. 

2 Narcotics Lists (sealed once checked). 

7 Reports of Entrance/Departure (Agent supplies and completes). 
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ARRIVAL: 2 Customs and 2 Immigration officials and 1 army official 
board when vessel alongside, Agents assist. 

PILOT: Boards in position Lat. 34° 50’ N., Long. 128° 6.5’ E., from small 
blue coloured boat. Advance notice of arrival important as Pilot comes 
from Masan (3 hours by bus) and there are no telex facilities in 
Samcheon Po. All messages in and out by telephone from/to respective 
radio stations. Best to use Seoul Radio. At least 24 hours notice after 
which it is too late to change. Pilot boards and takes vessel to Quarantine 
anchorage, waits onboard until vessel cleared, then berths vessel 
alongside, with the aid of 2 tugs. 

BERTH: The berth is 1,550 m. long with depths of 14 m. at West end 
and 16m. at East end. Very well fendered for whole length, but high 
due to very heavy swell during S.W. Monsoon, sufficient bollards along 
whole length. 

There are 2 gantries for 2 berths with 20 ton grabs, onto conveyor 
belts to large storage yard. Air draft at least 25 m. from quay. Outreach 
about 30 m. 

Only import at this berth is coal for power station (Korean Electric 
Company). 

FRESH WATER/FUEL: Available by barge only. Bunkers by barge from 
Yusan or Busan. Fresh water obtained locally but costs U.S.$4.0 per 
ton. 

PROVISIONS: Available locally, usual Korean standard. 

SHORE LEAVE: Possible by launch from ship, nobody allowed through 
installation except Master. 

AGENT: Only one Agent in Samcheon Po. (Boo Young Shipping Co. 
Telephone No. 8111) No telex available. 


SHIPMASTER’S REPORT: November 1985. 


Approach easy from South. Straight up between Jang Got and Suu 
Do. 

Approximately 16m. of water in sheltered Quarantine Anchorage. 
Pilot not required for anchoring. VHF communication with Port Control 
just possible. Poor reception and language problem. Many small fishing 
boats and small buoys in the area. 2 tugs arrived by themselves and 
stood off. Unable to contact them, presumably they had come from 
Busan. Later a Pilot boarded who spoke a little English. Channel is well 
buoyed to the power station berth. 

Vessel berthed at 1830 hrs. and commenced discharge at 1640 hrs. 
the following day. 

A modern power station type berth, well able to cope with Panamax 
type vessels. Jetty well fendered with adequate mooring bollards. 
Unfortunately a wall 6 ft. (2m.) high has been constructed along jetty 
edge with spaces left for bollards. The edges of which tend to chafe 
moorings. It also makes it hard to land gangway or accommodation 
ladder. This done by shore labour as crew not allowed to walk ashore. 
Boat service only, which ran to Si Racha. 

There are guards on the jetty. Two modern grab dischargers available. 
There is no airdraft problem. Damage was done to hand rails in No. 4 
hold, which ship repaired itself. 

Cargo was completed at 0045 hrs. (56 hours after commencement) 
and vessel cleared at 0532 hrs. 


ULSAN (Including Onsan): 35.27 N. 129.23 E. 
(See Plan) 


(a) GENERAL CARGO FACILITIES. 
(b) YUKONG LIMITED — SBM. 


(a) GENERAL CARGO FACILITIES 


LOCATION: Ulsan is located on the Southern part of Korea's East coast 

65 km. by sea from Busan. It is the site of the Hyundai Heavy Industries 
ard, 

PILOTAGE: Compulsory. Quarantine/pilot station situated in position 

Lat. 35° 27’ 26” N., Long. 129° 24’ 30” E. 

VHF: Port Control on VHF Channel 16. Vessel’s to advise requirements 

and ETA 3 hours prior to arrival. 

TUGS: 7 tugs. 600 h.p. — 2,600 h.p. 

BERTHING: The commercial port handles steel products, coal, and 

chemicals required by the Ulsan Industrial Complex, which is adjacent 

to the port area and houses a car factory, an oil refinery, and a number 

of other heavy industry and chemical plants. 


Berth Length Depth Remarks 
(m.) (m.) 
No. 1 130 8.0 General cargo 
No. 2 260 12.0 General cargo, coal, cars 
No. 3 347 9.0 
No. 4 322 7.5-—11.0 Fertiliser, cars 
No. 5 220 11.5 General cargo 
KPC Pier 100 7.0 LPG 
Coal Pier 273 10.0 Coal 


Onsan — see “Shipmaster’s Report’, March 1987. 

FRESH WATER: Available alongside and by barge at anchorage and 
mooring buoys. 

FUEL: Available with 24 hours’ notice. 

DEVELOPMENTS: Grain terminal under construction for handling 
vessels of 15,000 d.w.t. — 60,000 d.w.t. 2750 t.p.h. ship unloaders will 
be available. 

A coal import facility is to be built, Korea Oil Corporation will be the 
user. 
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CHIEF OFFICER’S REPORT: 1975 
Vessel's Particulars: 

Length Overall — 162.18 m. Breadth — 22.8 m. 

Summer Draft — 10.382 m. Summer d.w.t. 21,705 m./tons, 
Anchorage: Local Agents generally wireless the Quarantine Anc 
position which is approx. 1.5 miles W.N.W. from the position shown» 
BA Chart No. 898. Care should be taken while anchoring as there = 
innumerable fishing floats, nets, etc. North of 35° 28’ N., and Weg 
129° 23.7’ E. 

Restrictions: No pilotage between sunset and sunrise. 

Pilotage & Berthing: The standard of pilotage was generally 00d. Py 
arranged by Agents and embarks at Quarantine Anchorage aiter y 

is cleared by Authorities. 1 anchor is used while going alongside. ; 
of unknown h.p. and 2 mooring boats assist while berthing. 4 berths 
available: j 

No. 1 Pier — Length 300 m. Depth variable. 

No. 2 Pier — Length unknown. Depth supposed to be 36 ft. 

No. 3 Pier — Length 165 m. Depth 29 ft. 

No. 4 Pier — No details known. 

Local Authorities themselves do not have any idea as to the achy 
depths alongside. It is advisable to sound the bottom twice gs 
especially at No. 1 Pier as the depths were found to vary almost ey, 
10 ft. Cargo is loaded/discharged by vessel's cargo gear. Rate of loadie 
bagged urea is approx. 400 m/tons per gang per day. Working how 
are normally between 0700 hrs. and 1900 hrs. every day, Saturdays ay 
Sundays included. Only on National Holidays no cargo is works, 
Discharge of bulk sulphur and gas/product carriers is around the clos 
A vessel carrying 28,000 tons of bulk sulphur was discharged in 5 day 
There is 1 crane and conveyor belt on No. 1 Pier only for hand 
sulphur. It was observed that sometimes small coasters were loades 
discharged by mobile cranes. 

Stevedores: Ulsan Port has a rule that a gang engaged for one Particus 
hatch will only work that hatch from start to finish and will not work a» 
other hatch, not even the other end of the hatch if the hatch has me: 
than 1 set of derricks. Gangs have to be ordered before noon for % 
next day. 

Medical: Local hospital used, patients normally taken there » 
watchmen. ; 

Density: Apparently varies. Once 1016 was obtained while 10 day 
earlier 1020 was obtained. 

Fresh Water: Available from barge whose capacity appears toh C 
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150 tons. At least 24 hours notice necessary. we | 
Fuel: Not available. the 
Repairs: Facility available but rates high. arg 
Dry Docks: Hyundai Shipyard located at Ulsan builds VLCCs. M 
Watchmen: Essential on foreign vessels. Arranged by Agents. D 
Hatches: As per charter party but suggest use own crew as labour a 

only experienced with wooden hatchboards. SHI 


Repatriation: Usually done through Seoul which is about 5 hours awa es 
by bus. We changed Radio Officers and experienced no difficulty vert 
Telephones: Placed on board, but only for local calls via exchange. eq 
Services: Only 1 ship chandler who handles everything include yp 
providing watchmen, laundrymen, etc. take 
Identity Cards: Shore pass issued for Ulsan valid for 3 days. To& Sho 
renewed every fourth day. Usually done by watchmen who collect 2 

passes and go to Immigration Office. AUT 
Surveyors: Lloyd’s can be arranged from Busan. | Mae 
General: Ulsan is a very busy port with a large amount of local a) foie 
Japanese coastal traffic. Local Agents keep trying to shift bigger vesse AGI 
ahead and astern to try and squeeze in small coasters. It is advisatt Vas 
to strictly adhere to the charter party rules at all times in this pot! Cab 
prevent delays and expense on vessel's account. A 


b 
SHIPMASTER’S REPORT: May 1979 (Updated 1986). ) 
Vessel: Summer d.w.t., 37,300; LOA, 194 m.; breadth, 28 m.; Summ 
draft, 36 ft. 
Vessel loaded 30,000 tonnes of bagged fertiliser at No. 2 Berth us 
ship’s cranes. The loaded departure draft was 33 ft. 
Port Limits: As shown on Korean chart 119, arc passing through: 
Lat. 35° 28’ 29” N., Long. 129° 24’ 25” E. 
Lat. 35° 26’ 00” N., Long. 129° 24' 23” E. 
Lat. 35° 24’ 13” N., Long. 129° 22’ 00" E. 
Documents: As per “Guide to Port Entry”. 
Pilotage: The Pilot was ordered through the Agent. The Pilot joins ™ Ci 
ship in the anchorage from a white coloured pilot boat which has” 
VHF. A portable VHF is carried by the Pilot for communication with & C 
and pilot station. Only 2 Pilots are on duty each day and there ae" | 
movements in port between 1900 hrs. and 0600 hrs. The standaé® 1 
pilotage was good. | PIL 
Anchorage: The Quarantine Anchorage as shown on Korean Chaft'* ( 
is centred on Lat. 35° 27’ 25” N., Long. 129° 25’ 34” E. (Radius 400" _ me 
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Depth in this anchorage is 33 m. to 47 m. This anchorage is ous® | “@¥! 
the harbour limits. A good anchorage was found 1 mile N.E. of " 
Imodco Buoy in 24 m. A boat service is available from the anchor? te 
Restrictions: No night movements. 
Max. Size: Not known. p 
Health: As per “Guide”. Ar. 
VHF: “Ulsan Radio” maintains a listening watch on Channel 16, 0 Q) 
is made on this Channel then switched to a working Channel. This sia” k 
is used for local calls only. a 
Radar: No port radar. ip | tes 
Tugs: There are 2 tugs available of unknown horsepower. The tugs a1 
the vessel off the berth and use their own lines. | Ui 
Berthing: No. 2 Berth: Length approximately 250 m. The depth aoe a 
was 11 m. with 13 m. offshore, the density varied but averaged it AS 
There are no fixed shore facilities at this berth and it appears th" tl 


often used by car carriers. 

ost | On 
Cranes: Stevedores have 100, 60, 30 and 10 tonne mobile By 
available. 


y Cargo: 30,000 tonnes of bagged fertiliser was loaded using 4 ships 
Cargo was delivered to the berth in trucks and made up into 

on the jetty. The loading rate was 700 tonnes per hatch/day. 
»ed0reS: Gangs should be ordered before 1400 hrs. the previous 
There are a limited number of gangs available. Normal working 
ysare from 0700 — 1900 hrs. with 1 hour break. It is possible to shift 
to different hatches under certain circumstances and night 
ang is possible but not advised as same men work through to next 
, The standard of cargo handling equipment supplied by stevedores 


ae Medical treatment and hospital facilities are available. 

«pes: Hatches should be opened before stevedores arrive on board 
giing time is incured. 

=) Water: Fresh water is available and is delivered by barge. 
sation: Repatriation was carried out via Busan about 2 hours drive 
» without any problems. 

tt Nearest airport Ulsan, regular daily flights to Seoul. 

shones: A telephone is placed on board which is for local calls only 
achange. Overseas calls can be made from shore, these calls are 
et, person to person, only with a waiting time of 2 hours 
proximately). 

sity Cards: A shore pass is issued for Ulsan which is renewed every 
day, usually done by watchmen who collect all passes and take 
nto the Immigration Office. 

es: There is only 1 ship chandler and all stores are ordered through 
The quality is poor and the prices high. 


PMASTER’S REPORT: Port of Onsan. March 1987. 

ns port is, to all intents and purposes, part of the Port of Ulsan — all 
ices (tugs, Pilots, Agents etc.) — are from Ulsan. 

te port itself consists of a dolphin jetty, with berths on both sides 
‘is owned and operated by “Ssangyang Oil Co.” (See B.A. Chart 
(Ports on East Coast of Korea) “On San Hang’). 

ething/unberthing is during daylight only. 

omal berthing is on either side of the jetty, with ship's head to the 
_(vessel swung before berthing). It is recommended that good 
yings, and as many as possible are used, as the jetty is open to 
ely swells which are common during summer months. 

services are available at the berth. Any fresh water or bunkers 
, by barge, from Ulsan. 

ago Connections: There appear to be only 2 per berth (on our call 
used 1x8 in. Chicksan attached to a flexible length of hose. Aft of 
deep sea’ berths there are coaster berths which appear to have 
et Chicksans. 

aximum draft on the berth is reputed to be 10.8 m. 

ocuments are as listed in the “Guide”. 


PMASTER’S REPORT: April 1988. 

ictions: Vessels carrying dangerous cargoes are not allowed to 
hunberth during hours of darkness. 

th: Quarantine deadline is 1700 hrs. 

ency: Currency Lists no longer required. Japanese Yen may be 
f ashore. 

re Leave: No restrictions. 


THORITY: Ulsan District Maritime & Port Administration, 139-9, 
am-Dong, Nam-Ku, Ulsan, Korea 690. Tel: 0522-75-4881/3. 
x K 53425 USPORT. 


ENT: Sub-Agents of Korea Universal Marine Co. Ltd., No. 139-2, 
m-dong, Ulsan, Korea. Tel: 75-8881/4. Telex: K54499 Ussye. 
les: “Shinyang Ulsan”. Fax: 76-1110. 

ssociated with Jardine Shipping Agencies. 


YUKONG — SBM. 


CUMENTS: 

copies of Manifested Parcels on board. 

copies of the Stores List. 

copies of List of Narcotics on board. 

copies of List of Arms and Ammunition on board. 

copies of List of Vessel’s Tobacco, Cigarettes, Spirits, etc. 

Scopies of the Crew List. 

copies of List of Crew's Personal Effects, Tobacco, Cigarettes, 
Spirits, etc. 

'@w's Vaccination Certificates. 

*rat Exemption Certificates. 

“arance from Last Port. 

copies of List of Landing Passengers, if any. 

Dcopies of List of Passengers in Transit, if any. 

pies of List of Passengers Baggage. 

OTAGE: The seaward approaches to the Imodco Terminal mooring 
‘ue free of underwater obstructions, and existing landmarks and 
Sation aids are adequate. Depth of water not less than 65 ft. in 
roaches. The Imodco Terminal can be approached with the summit 
“ngdae San bearing 333° true. When in position the following 
‘S2tion fix will obtain at the mooring site: 

Sigdae San (summit) bearing 333° true distance 2,915 yd. 


Sngjin Hang Light 053° true 4,770 yd. 
.\@nd of breakwater) 
*uck To (centre cut) 255° true 3,800 yd. 


900d radar echo will be obtained from the tanks ashore at 
“oximately 20 miles, the Imodco buoys at a distance of 8 miles, and 
ism Duoys, marking the floating hose heading off the Imodco Buoy, 
iles. 
‘hts ashore, lights on the Imodco Buoys and on the small buoys 
to be unreliable. 
‘clearing Customs a Harbour Pilot will board the vessel to direct 
® buoy and conduct the mooring operations if required. There is 
“ght mooring. However, unmooring is carried out during darkness 
"ell as in daylight. 
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ANCHORAGE: Anchor the vessel about 1 mile S.E. of the buoy, if the 
weather permits. In this location it is less difficult to find vessel, when in 
fog. Do not anchor less than 1 mile from buoy, and under no 
circumstances can the anchors ever be used on approaching the buoy 
terminal, chain cables and pipe-lines are located at this site and 
anchoring is strictly prohibited. 

RESTRICTIONS: No night mooring at any time at SBM. Unmooring 
possible at any time. 

MAX. SIZE: Max. mooring capacity 260,000 d.w.t. Max. draft 64.5 ft. 
HEALTH: Entry prediction to be supplied to Quarantine Authorities by 
vessel's Agent 24 hours before arrival. Master required to complete 
Health Declaration when officer boards on arrival. Free Pratique is 
automatic when coming from another Korean port. 

VHF: Communication available in Ulsan Port 24 hours a day. 

“Ulsan Harbour Control” on Channels 14 and 16 for reporting vessel's 
arrival and departure. 

“Ulsan Pilot” on Channels 13 and 16 and “Ulsan Radio” on Channel 
16 for calling and working channels are Channels 25, 26 and 27 for 
public messages. 

TUGS: 2 tugs assist in mooring operations and 1 tug assists with 
unmooring operation. 

Tugs will join vessel about 1.5 miles East of No. 2 SBM. 


BERTH DESCRIPTION: 2 berths at single buoy moorings. 


Yukong Terminal No. 1 SBM: 

Position: Lat. 35° 27’ 03” N., Long. 129° 23’ 44” E. 

Description: A 12.5 m. diameter yellow buoy installed in August 1988. 

The buoy will be serviced in May 1990. 2x16 in. hoses with length 
980 ft. and 945 ft. respectively will be installed. The hose connections 
are made to the starboard manifold of the vessel only and lifted one at 
a time for connection to the ship's manifold. Each hose when full of oil 
is over 10.5 tons in weight. 

Light: Fl. Y. 6 secs. Visibility over 5 miles on radar. 

Radar Reflector and Fog Horn: Radar reflector equipped, battery 
powered fog horn with a range in excess of 0.5 miles. 


Yukong Terminal No. 2 SBM: 

Position: Lat. 35° 26’ 44” N., Long. 129° 23’ 20” E. 

Description: A 11.4 m. diameter yellow coloured buoy. 

Lights: On buoy: FI. Y. 6 secs. visibility over 5 miles. On hoses: 4 red 
winking marker lights equally spaced along the 980 ft. floating hoses, 
visible for 2 miles. 

Fog Horn: A battery powered fog horn with a range in excess of 
0.5 miles. 

Weather: The berth is open to the weather and a short sharp swell is 
experienced when the wind is from the N.E. 


BERTHING: 2 workboats (16 tons and 10 tons) are in attendance during 
mooring operations. 

1 workboat will keep the hoses clear and the other handles the 
mooring ropes. 

Both bow anchors are to be hove well up in the hawse pipes and 
properly secured before reaching the buoy. 

Anchors are never to be used while at the buoy. They can foul buoy 
cables and pipe-line on the bottom if released. 
No. 1 Buoy: Will be in use May 1990. 
No. 2 Buoy: The vessel will be moored with chain (OCIMF 
recommended). 
Onsan: See “Shipmaster's Report” dated March 1987 in Section (A). 


HOSES: 

No. 1 Buoy: Will be in use May 1990. 

No. 2 Buoy: There are 2x16 in. hoses, 980 ft. and 945 ft. respectively 
in length. The hose connections are made to the port manifold of the 
vessel only and lifted one at a time to the ship's manifold. Each hose, 
when full of cargo is over 10.5 tons in weight. 

Hose Mooring and Connection: Mooring and hose connection, 
disconnection will be carried out by Berthing Master and shore gangs, 
and while the vessel is at the buoy, 1 Harbour Master, 1 Cargo Inspector 
and 6 crew will remain on board during entire operations on the buoy. 
The vessel will be required to provide sleeping quarters and meals for 
them. They are mainly kept on board for emergency. 

BUNKERS AND WATER: Available by barge at the anchorage. 
Bunkering is prohibited at SBM. 

BALLASTING: After the vessel has discharged about half of her laden 
cargo, the vessel should be ballasted to a safe margin, to draw not less 
than 18 ft. forward. 

This will avoid the vessel yawing widely on the buoy with strong winds 
and assist in avoiding contact with the buoy and hoses. Vessel will be 
moored at all times about 120 ft. from buoy. 

REPAIRS/DRY DOCKS: All types of repairs possible at Hyundai Mipo 
Dockyard. Seven docks available, largest being 380 m. x65 m.x 12.7 m. 
ENGINES: The ship’s engines must remain ready with full power for 
immediate use and to keep the vessel a safe distance from the buoy. 
Any repair work or hot work prohibited without the Berth Master's 
permission. 

CUSTOMS ALLOWANCES: One carton cigarettes or 1 Ib. of tobacco, 
and one bottle wine or spirits allowed, each man. 

REPATRIATION: Nearest facilities for crew repatriation are at Pusan. 
HOLIDAYS: 1st, 2nd, 3rd January; 1st March; 10th March; 5th April; 
Sth May; 6th June; 17th July; 15th August; 1st October; 3rd October; 
9th October; 25th December and New Year's Day, (Lunar Calendar Day 
ist January); Buddha's Day (Lunar Calendar Day, 8th April); Moon 
Festival Day (Lunar Calendar Day, 15th August). 

SHORE LEAVE: Allowed. 

IDENTIFICATION CARDS: Crew required to carry valid identification 
cards at all times. 
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REGULATIONS: 
Notice to Vessels Arriving at Yukong Limited — IMODCO Buoy 
Terminal at Ulsan 

In the interest of your vessel and Yukong IMODCO buoy we wish to 
bring to your attention the pecularities that are most likely to occur while 
your vessel is moored to this terminal for discharge of cargo. 

The buoy in its location is subject to wind, sea and tides and although 
the weather here is generally favourable we find that during each change 
of tide the vessel is quite frequently inclined to ride up on the buoy. 

Our past experiences have taught us that the best way to avoid this 
hazard is by use of the vessel's engine. In this instance we will require 
the co-operation of you and your officers. The Berth Master who will 
assist you in mooring will also remain with the vessel throughout its 
entire discharge. 

Tide or wind changes may cause the ship to ride up against the buoy. 
In this case the Berth Master will anticipate the ship’s movements and 
advise a dead slow bell astern to avoid ship's contact with the buoy. 
When the tide or other condition has again resumed its normal trend 
your engineers will be notified that the Berth Master is finished with the 
engine. 

During this period while the ship's engineer is on stand-by, one of 
your deck officers will be required to stand-by on the bridge, to pass the 
engine order from the Berth Master, who will be stationed on the ship's 
bridge to observe and direct this operation. The SBM's crew will stand- 
by at ship's bow and will inform of ship’s movements to the Berth Master. 

The seaward approaches to the Yukong Ltd. IMODCO terminal 
mooring site are free of underwater obstructions. Depth of water is more 
than 64.5 ft. in the approaches. Existing landmarks and navigation aids 
are adequate (Chart No. 119, published by H.O. of Korea is useful). 
A good radar echo will be obtained from the radar reflector located at 
buoy body. 

Do not anchor within one mile of buoy and under no circumstances 
can anchors ever be used on approaching the buoy site and anchoring 
is strictly prohibited. 

Vessels should be anchored 1.5 miles East of No. 2 IMODCO buoy 
where the vessel could be in sight of shore people and the people can 
board ship safely. Vessel should not be confused with the Yukong No. 2 
Buoy and Ssangyong Refinery Buoy, which is located at 
Lat. 35° 25’ 13.5” N., Long. 129° 23’ 08.5" E. on the South side of 
Yukong No. 2 Buoy. 

Use of Korean Government Pilots is compulsory. They will board the 
ship in daytime within the anchorage and before commencement of 
mooring operations. There is no night-time mooring. Vessel unmooring 
is carried out day or night upon completion of cargo discharge. 

The Berth Master will board the ship while at anchorage and will take 
charge of mooring the vessel to the IMODCO buoy. He will be stationed 
at the ship’s forecastle during mooring. 

Two tugs assist with mooring and one tug with unmooring operations. 
Two launches are in attendance, one launch will keep the hose string 
free of the vessel while the other launch handles the mooring ropes 
during mooring operations. If the bight of the floating hoses protrudes a 
considerable distance beyond the buoy, the above hoses will be tended 
to avoid fouling the mooring buoy system while unmooring. 

In the event it becomes necessary to vacate the buoy due to 
inclement weather or any other emergency, we caution you not to turn 
the propeller because it may foul hoses drifting near the ship's stern. 
A boat in attendance will tow the hoses away and clear of your vessel 
so that the ship's propeller can be used. 

To avoid undue strain on the buoy, anchors, floating hoses, mooring 
ropes and chains, it will be necessary to ballast your vessel while on 
the buoy. Approximately 40% of her deadweight may be required as 
ballast to prevent undue strain on the buoy system. Dirty ballast tanks 
should be selected before hoses are connected to the manifold so that 
discharge of cargo and ballasting can be carried out simultaneously 
without contamination of cargo. The vessel will moor about 120 ft. from 
the buoy which will assist in avoiding contact with the buoy. 

When the cargo has been discharged, your tanks inspected and 
found dry and the hoses disconnected, we will then request that you 
vacate the buoy mooring. If you desire to take on ballast or more time 
is pnt to complete your vessel's business you may go to anchorage 
to do so. 

Yukong Limited will provide you with a copy of our crude oil unloading 
procedures which provides information and instructions for safe 
unloading of the crude oil cargo. It will be necessary to release tank 
inert gas pressure after the tugs have left. The Yukong procedure 
specifies certain methods for gauging, water cut, temperature reading, 
sampling cargo and calculation of cargo. These procedures will be 
sirictly followed by the Cargo Inspector together with Surveyor. 

If a VLCC is going to carry out crude oil washing, her equipment must 
satisfy Ulsan open sea buoy’s crude oil washing regulations and 
peculiarities. Crude oil washing can be done under ship's responsibility 
and she must confirm to Yukong Ltd. not less than 7 days before her 
arrival that vessel's crude oil washing system is operational. Yukong 
Ltd. crude terminal provides booster pump to increase pumping rate, 
also an in-line sampler is installed in the shore line to monitor BS&W 
plus crude oil contamination with water. 

The Berth Master is responsible for carrying out terminal's cargo 
unloading procedures. The Cargo Inspector will be on board for cargo 
inspection and will carry out cargo gauging and inspection of cargo 
compartments. Yukong Inspectors will also be on board prior to cargo 
unloading for sampling of cargo. Slop oil and BS&W shall be 
substracted from the quantity of cargo. When the Cargo Inspector is 
satisfied that all obtainable crude oil cargo is discharged to shore tanks, 
he will inspect the ship and sign the ship's empty and dry certificate 
along with the appointed ship's officer and the independent Surveyor. 
Health: ETA to be supplied to Korean Quarantine Authorities by the 
vessel's Agent 24 hours before ship's arrival. The Ship's Master is 
required to complete the Health Declaration upon arrival of the Korean 
Quarantine Officer. Free Pratique is automatic when the ship is coming 
from another Korean port. 
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Radio: \t is recommended that the Master communicates with the she, 
Agent through Pusan Radio, which covers Ulsan port. : 
VHF communication is available in Ulsan port 24 hours/day, 

day. Call sign “Ulsan Port Radio", calling Channel 16, working Ch 
25, 26, and 27. A small walkie-talkie can communicate with the 
by the attendant launch. Pilot office: Tel: 72-7703/0419. Sunjin Tugs 0, 
Tel: 72-1278. 

Ship’s Repairs: Possible if arrangements with local shipyards are map 
prior to the vessel's arrival at Ulsan. 

Identification Cards: Seaman's Book is sufficient, a ferry boat Operate 
at all times. 

SBM Team of Stand-by Men: While the ship is on the buoy, the Vess 
should provide sleeping quarters and linen for 8 men, this INCludes ¢» 
Berth Master and Cargo Inspector. The stand-by men connect a 
disconnect hoses, clear floating hoses when necessary and are may 
kept on board for emergency purposes. Under certain Conditions shoy 
it become necessary, they may ask the vessel for meals. 

Safety: All ships and their Agents or concerned persons shall fol 
good safety practices including, in particular, but not limited to, th 
described in the International Oil Tankers of Terminal Safety Guide, 
issued by the OCIMF. 

1. The vessel's personnel are responsible for the safety of the vege 
and must take all necessary precautions, whether or not so advised) 
the Berth Master, bearing in mind the weather conditions, or any ob: 
circumstances requiring special care or attention. 

2. While the vessel is moored or within the vicinity of moorings « 
vessel's personnel and vessel's operations must comply with or bey 
accordance with the following safety rules: 

The ship's engines must remain ready with full power » 

immediate use. 

Not less than one deck officer and two seamen shall be availa: 

on deck at all times while vessel is in the moorings. 

Power must be available at all times on all deck winches andy 

anchor windlass during vessel's stay at the buoy. 

A good floodlight will be required to illuminate the area arow 

the submarine and cargo hose connections during cargo trans 

operations. 

During the discharge-of ballast at night, the sea area around 

vessel must be adequately lighted. 

Engine repair work is prohibited without the Berth Masts 

permission. 

Hot work is strictly prohibited while cargo is being discharged 

Laundry service is available if requested prior to ship's arrva 
General: Many ship repair parts and equipment are obtainable in Puss 
located some 40 miles away from Ulsan. Allow about 4 hours for the 
procurement. 
OPERATOR: Yukong Limited, 26-4 Yoido-Dong, Youngdungpot. 
Seoul, Korea 150. Te/: (02) 784-0051. Telex: OILKOR K23654. FAX 
2-784-6075. 


AGENT: See “Section — A”. 


YOSU (including Kwangyang): 34.44 N. 127.45 E. 
(See Plat 


(A) CRUDE WHARF, HONAM OIL REFINERY 

(B) PRODUCT WHARF, HONAM OIL REFINERY 

(C) NAKPO WHARF, BERTHS NO. 1, 2, 3, 4 AND 5 

(D) PIER, LUCKY ADVANCED MATERIALS 

(E) DRY CARGO, YOSU HARBOUR 

(F) YOSU ENERGY z 

(G) KWANGYANG STEEL MILL, RAW AND PRODUCT 
BERTHS | 


DOCUMENTS: 
Last Port Clearance. 
Register. | 
13 copies of Crew List. 
12 copies of Passenger Manifest. 
3 copies of Stores List. 
3 copies of Bonded Store List. 
3 copies of Arms and Ammunition List. 
3 copies of Livestock List. 
5 copies of Cargo Manifest. 
1 copy of Vaccination List showing dates of last yellow 
vaccination, etc. 
PILOTAGE: There are 2 pilot stations. Pilot station for vessels o © 
than 30,000 g.r.t. is located at Lat. 34° 44’ N., Long. 127° 49° E.® 
for more than 30,000 g.r.t., such as crude tankers, is located al 
34° 39’ N., Long. 127° 58’ E. 
RESTRICTIONS: 2 overhead power cables with clearance of 277 ® 
39m. respectively in approximate position: Lat. 34° 44'N. 
i Zak Syl =. 
HEALTH: Before proceeding to respective berth vessels must ane 
at the Quarantine Station to obtain Free Pratique. a 
RADIO: Yosu Port Radio Station, call sign 6MYS, operates on 500 
on 24 hour service. | 
The station's range is about 100/150 nautical miles an 5 
recommended that tanker Masters should contact the station givi 
ETA at the pilot station. » 
Vessels calling at Yosu must cable the exact time of arrival e 
pilot station to ship's Agent and Harbour Pilot's office. VHF ert 
calling Agent is Channel 16, name Agent and switch to Channé 
talk. 
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468: 3x 4,200 h.p., 4*3,000 h.p., 12,000 h.p. and 5x 1,000 h.p. 
AL: ETA to be supplied to quarantine authorities by vessel's 
24 hours before arrival. Master required to complete Health 
ation when officer boards on arrival. Free Pratique is automatic 
yencoming from another Korean port. 
Tere are medical facilities in Yosu town. Inoculations and 
«onations can be arranged by the quarantine doctor. 
te Quarantine Stations are located at Lat. 34° 42.5’N., Long. 
752.7'E., for deep drafted vessel and Lat. 34° 45.2’ N., Long. 
7 46.3' E., for less drafted vessel. The Quarantine inspection can be 
ag at other than the above location depending on the situations. The 
section takes place during daylight. 
: 1025. 
s6SH WATER: Fresh water is available for delivery to ships. 
yéL: Bunkers available by barge, subject to advance notice being 


SAIRS: There are repair facilities in Yosu. 

ySTOMS ALLOWANCES: One carton cigarettes or 1 |b. of tobacco, 
¢one bottle wine or spirits allowed, each man. 

sPATRIATION: Crew changes or repatriation can be arranged. 
QUDAYS: 1st, 2nd and 3rd January, 1st March, 10th March, 5th April, 
»May, 6th June, 17th July, 15th August, 1st October, 3rd October, 
October, 25th December. 1st January (Lunar Calendar), 8th April 
gar Calendar), 15th August (Lunar Calendar). 

#0RE LEAVE: Shore leave for ship's personnel is arranged by ship's 
ent and the local authorities. 

ENTIFICATION CARDS: Crew required to carry valid identification 
ds at all times. 

(ARTS: Republic of Korea H.O. Charts No. 209, 241 and 242. 


CRUDE WHARF, HONAM OIL REFINERY 


NERAL DESCRIPTION: The crude wharf is located at Lat. 
§1'N., Long. 127° 46’ 55” E. running in a 336°/156° direction. 
TAGE: Pilot station for crude tankers is located at outer harbour 
gositon: Lat. 34° 39’ N., Long. 127° 58’ E. in the vicinity of Tae Do 
nd, where the Harbour Pilot boards to lead the vessel to Quarantine 
chorage. 
PROACHES: En route to the wharf, at approximately Laat. 
47.3'N., Long. 127° 48.8’ E. vessels pass narrowest part of 
nel, Sam Gi, which has about 22.5 m. depth of water at MLLW, 
jmarked by 5 light-buoys and one lighthouse. The course is laid 
way between the 5 buoys. 
STRICTIONS: Berthing and operating restrictions are as follows: 
1. Maximum approach angle: 10° 
2. Maximum approach velocity: 0.15 m./sec. 
3. Maximum current speed: 2.1 m./sec. 
4. Winds 
(a) Non-operating conditions 

Maximum design velocity 38 m./sec. 
(b) Operating Conditions (Moored at berth) 

Maximum sustained velocity 18m./sec. 

Maximum instant gust 27 m./sec. 
(c) Maximum berthing wind velocity 

13 m./sec. of Southerly wind 
15 m./sec. of Northerly wind 

X. SIZE: 


Maximum crude carrier: 255,000 d.w.t. 
Maximum products carrier (Clean): 80,000 d.w.t. 
Maximum draft: 21m. 

Minimum crude carrier: 80,000 d.w.t. 
Minimum products carrier (Clean): 30,000 d.w.t. 


ALTH: Normally vessels who could not be granted Radio Pratique 

Nor at the Quarantine Station which is located at around 

34° 42.5’ N., Long. 127° 52.6’ E. At this anchorage, Quarantine 

‘0's Come On board. After quarantine inspection, the vessel should 

® port clearance of Customs, Immigration and so on. 

ATHING: Approaching the Wharf: It will be normal tanker practice 

all tankers be berthed bow seaward to ensure a quick and 

omplicated departure in the event of an emergency. Main conditions 

dllowing this practice are as below: 

'. Natural environment’s conditions to be favourable. 

2 Early passage of Sam Gi Channel prior to high tide to meet slack 
tide while berthing. 

3. Vessel should swing to the North of Crude Wharf with the 
co ncaa of tug-boats and approaching course will be about 


nen the above is impracticable due to the limited effective 
“euvring space in the vicinity of the wharf, vessels will approach 
st parallel to the wharf whose direction is about 336°. 

‘tugs will come alongside to the vessel's bow, mid-ship and quarter 
4 3 Buoy. At about half mile off the wharf, the vessel's speed should 
-knots and when abreast of the wharf, the vessel should be stopped. 
"1 Stopped, the abreast distance between vessel and wharf should 
out 100 m. — 200 m. 

‘east distance will be reduced with the assistance of tugs. Closing 
*d must be 10 cm./sec. or less at a distance of 20 m. and less than 
. Sec. at a distance of 3 m. between the vessel and wharf. Distance 
‘Speed for both bow and stern will be displayed on the gangway 
“of wharf upon vessel reaching about 160 m. from wharf. 

“ing: The wharf has 8 dolphins for mooring VLCCs as shown in the 
Section”. Nos. 1 and 4 dolphins are to be used for head and stern 
5 Nos. 2 and 3 for breast lines, and Nos. 5, 6, 7 and 8 dolphins for 
2nd aft spring lines. Each dolphin has quick release hooks with a 
a and about 100 m. of 3 in. messenger lines to pick up mooring 
Sfopes. 

) monitor tanker approach, the wharf is equipped with docking 
#8 which detect distance and approaching speed, which are also 
4yed on top of the gangway tower with visibility of about 200 m. 
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Line handling service agency will render services to handle lines on 
the wharf. The agency will provide 2 launches relaying mooring lines 
from berthing vessel to the wharf and 9 men including a chief in charge 
of the team hooking mooring lines to the dolphins. 

About 20 mooring lines for 200,000 d.w.t. tanker are required. Type 
and quality of mooring lines are in accordance with ISGOTT Paragraph 
3.3.3 — i.e. “Preferably the mooring lines used to secure the tanker 
should all be of the same materials and construction. Wire ropes are 
recommended especially for larger tankers as they limit the tanker 
movement at the berth. Moorings composed entirely of fibres, especially 
synthetics, are not recommended as their high elasticity can allow 
excessive movement due to strong wind or current forces or passing 
ships. Wire ropes and fibre ropes should never be used together in the 
same direction because of the difference in their elastic properties”. 

Vessel puts out springs first, then breast lines and finally head or stern 
lines or vice versa. Normally breast and long lines will be relayed by 
launches to the wharf. While making fast spring lines, vessel should 
adjust centre of her manifolds to wharf loading arms at the request of 
shore operator. Vessels should be held tightly to breasting dolphins with 
the assistance of tug-boats, mainly by tug stationed midship, until 
mooring has been completed. 

Anchoring in the vicinity of the wharf is not allowed except in an 
emergency. 

Unberthing: Tugs will be stationed on seaward side of the vessel's bow, 
midship and quarter as necessary and will push the vessel so as to hold 
the vessel tightly to the breast dolphins while letting-go all mooring lines. 
Sequences of letting-go lines is the reverse of mooring. Therefore, long 
head and stern lines let go first, breast next and springs last. 
DISCHARGING: Prior to arrival: Prior to arrival at the wharf, vessels 
should designate 3 manifolds which are convenient for unloading cargo. 
The designated manifolds should be marked by rags or other materials 
so as to be able to identify them easily from the wharf and adjust the 
vessel's position correctly to loading arms of the wharf. All the vessel's 
manifolds should be kept blinded until vessel is moored. Also, all crude 
oil tankers must be equipped with 16 in. ASA type flanges on her 
manifolds. 

Connection of hoses: Discharging arms are as follows: 

3x 16 in. flanged for crude oils. 

2x12 in. flanged for products (clean). 

After completion of berthing, terminal representative and wharf 

operators will come on board and check readiness to connect 
discharging arms, fire fighting equipment, drip pans and oil removing 
materials. The 3x 16 in. discharging arms for crude oil are rotary counter- 
weighted marine arms with hydraulic quick connect couplings. Remote 
controlled hydraulic positioners are provided and wharf operators will 
position and connect the outboard flanges of the arms to the tanker 
manifold. The vessel's crew, consisting of one responsible officer and 
4 other crew, standby at the manifolds, prepare manifolds to be used, 
and co-ordinate with wharf operators in adjusting, connecting and 
securing discharging arms. 
Operating Envelope: The unloading arms have been designed for an 
operating-height envelope that accounts for the elevation changes due 
to tide and varying freeboard of the largest and smallest tankers for 
which the wharf is designed. The 16in. unloading arms _ will 
accommodate a maximum 255,000 d.w.t. tanker and a minimum 80,000 
d.w.t. tanker, or heights of 26.3 m. to 5.2m. above the lowest water 
level. The 12 in. unloading arms will accommodate a maximum 80,000 
d.w.t. tanker and a minimum 30,000 d.w.t. tanker, or heights of 19.6 m. 
to 4.6m. 

A longitudinal drift of +5.0 m. and a lateral drift of +4.57 m. have been 

allowed for both sizes of unloading arms. 
Rates and Pressure: After hoses have been connected, all shore valves 
will be opened and vessel's Chief Officer informed of shore readiness. 
Vessel will open all valves necessary to discharge except manifolds’ 
valves which will be opened just prior to start of discharge. 

After confirming that the cargo is flowing into designated shore tank, 
tanker rail pressure for all vessel sizes shall be 140 p.s.i.g., and 
maximum discharging rates are: 


Arab Medium Crude Oil 70,000 b.p.h. 
High Pour ; 

Loa SIF | Crude Oil 40,000 b.p.h. 
Naphtha 30,000 b.p.h. 


Crude Oil Washing (COW): Crude oil washing of cargo tanks using fixed 
tank washing machines in conjunction with fully inerted gas tanks is 
permitted on Master's acceptance of Honam Oil’s conditions to carry 
out COW at the crude wharf which will be delivered to the vessel. The 
vessel requiring COW should notify it to Honam Oil in advance together 
with the information of previous COWs conducted and COW schedules 
to be carried out. 

BALLAST: The ballasting operation should be discussed and agreed 
with the terminal representative regarding the approximate time of 
commencement and duration of ballasting both into permanent ballast 
tanks and cargo tanks. 

To obtain quick turn around, the terminal encourages simultaneous 
handling of cargo and ballast, other than permanent ballast, if the vessel 
iS SO equipped. Ballasting should be minimum after discharging cargo. 
FRESH WATER: Not available. 

FUEL: Not available. 

SERVICES: Honam Oil provide the following services: Telex service 
every day from 0800 hrs. to 1800 hrs., except Saturdays when service 
iS available from 0800 hrs. to 1300 hrs., and no service on Sundays and 
holidays. 

Telephone service every day from 0800 hrs. to 1900 hours. 

A list of emergency telephone numbers will be available at the wharf. 
AUTHORITY: Honam Oil, Yocheon Refinery. Tel: 80-2114. Telex: 762 
(domestic). FAX: 82-2228. 

Head office: Seoul. Tel: 787-1114. Telex: Honam K-27234 or K-23261. 
FAX: 787-6051, 785-5451. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engler, 


(B) PRODUCTS WHARF, HONAM OIL REFINERY 


APPROACHES: 

Navigation: The route for product tankers up through to Yosu Gulf is 
easy, without any navigational hazards. After passing the Nak-Po, 
vessels will steer in a Northwesterly direction for about one nautical mile 
and then Westerly, keeping within the 10 metre contours. 

There are 10.5 metres’ shallows at approximate LLW along Myodo 
Sudo, so vessel's draft limit to pass this channel on high tide will be up 
to 10.5 m. or more, depending upon tidal rises and in accordance with 
OCIMF. 

The hydrographic charts for navigation and approaching to the 
Product Wharf area have been published by the Republic of Korea 
Hydrographic Office. 

Approaching and mooring to the Wharf: 

a. Pilotage is compulsory for vessels over 1,000 gross tons in 
accordance with Yosu Port Rules. Tankers calling at the Product 
Wharf of Honam Oil for loading or unloading products should 
notify the latest ETA by radio to Port Authority and related Agents 
for Pilot. 

b. The direction of tidal current stream in the vicinity of the wharf is 
nearly rectilinear and parallel to the wharf, running about 272° on 
flooding and 084° on ebbing at about 3 knots, the tidal range 
between maximum high and low water is about 4.0m. The 
duration of ebb/flood is about 6.75 hours and 5.5 hours 
respectively. 

c. Vessels are to be berthed with bow to seaward whenever 
possible, in order to facilitate unberthing as quickly as possible 
when an emergency situation arises. Use of anchors is not 
allowed while berthing, except in an emergency. 

RADIO: See “Radio” in section “A”. 
BERTHING: Product Wharf: The Product Wharf is located in 
approximate position Lat. 34° 51’ 40” N., Long. 127° 44’ 10” E. 

The Product Wharf is designed to accommodate 5 _ tankers 
simultaneously. Berths No. 1 and No. 4 for approximately 5,000 d.w.t., 
Berth No. 2 for 2,000 d.w.t., Berth No. 3A for 35,000 d.w.t. and Berth 
No. 5 for 50,000 d.w.t. tankers, respectively. 

The wharf is designed to moor and unmoor tankers on a 24 hour 
basis, depending on the tidal conditions at the time and the Master's 
judgement. The illumination for night work is satisfactory. 

Cosmos Wharf: There is one berth located in position Lat. 34° 51’ 20’ N., 
Long. 127° 42’ 45” E., designed to accommodate LPG and Chemical 
vessels of less than 4,000 d.w.t. Shallowest depths of water in the 
approach channel and wharf area are 2.8 m. and 6.2 m. respectively. 
Therefore, vessels approaching the wharf should choose high tide to 
pass through this channel. Illumination for night work is excellent. 
Berth Assignment for Loading/Unloading: Berths will be assigned to the 
vessel after review of the vessel’s size and types of product to be loaded. 
The berth designations will be advised in advance, to the vessel through 
vessel's Agent. 

Flanges: Honam Oil Refinery Wharves are equipped with ASA type 
flanges for loading arms and hoses. 


LOADING: 

Supervision. All cargo operations of loading, unloading, switching of 
tanks and topping-off should be supervised by a ship's responsible 
officer, and sufficient personnel should be on deck at all times to attend 
to the loading and/or unloading operations. 

Loading Arm/Hose Connection: \|t is Honam Oil Refinery's policy that 
vessel's crew shall be responsible for connecting/disconnecting loading 
arm/hoses to and from vessel's manifold. Also proper reducers and 
elbows to fit to wharf loading arm couplings must be connected and 
disconnected by ship’s crew. Wharf operaiors are always on watch to 
handle loading arms and winches for loading hoses. 

Sequences: After mooring at the berth, Honam Oil Wharf Operators will 
come on board and check readiness to connect loading arms, fire 
fighting equipment, oil drip pans or oil removing materials. When the 
vessel is in all respects ready to connect loading arms/ hoses, the 
following loading procedure will apply: 

a. The loading arms/hoses will be swung on board the vessel. 

b. Connect loading arms/hoses by vessels’s crew. 

c. Notice must be given by the vessel to the wharf shift foreman 
one hour before the vessel completes deballasting. 

d. Loading will be commenced by gravity. When the vessel advises 
wharf operator that the cargo is flowing into vessel's tanks, the 
loading rate will gradually be increased by pumping until the 
desired rate has been reached. 

e. The vessel must give 30 minutes’ notice to the wharf operator 
before starting “top-off’, and shall advise if a decreased rate is 
desired. 

f. The vessel must give 15 minutes’ notice to the wharf operator 
prior to completion of loading at which time the wharf operator 
may reduce loading rate and/or stop loading pumps. 

. Ship's valves shall not be closed while loading pump is operating. 

. On completion of loading, loading arms/hoses must be drained 
and disconnected immediately. Samples must be taken upon 
completion of loading. 

Loading Rates: The loading rates vary and depend upon kinds of 

products, sizes of loading arms and pipe lines, vessel conditions, etc. 

Detailed loading rates will be determined by close co-ordination between 

responsible vessel's officer and the wharf operator. 

Each berth is equipped with counter weighted marine loading arms. 
Sizes of these arms’ flanges are 6 in., 8 in., 10 in. and 12 in. ASA. 
Deballasting: The discharge of dirty ballast within the territorial waters 
and entrance is strictly prohibited. Shore facilities for disposal of dirty 
oily ballast water is available at Honam Oil Refinery. The deballasting 
operation should be discussed and agreed with the Product Wharf 
representative regarding the approximate time of commencement, 
duration of deballasting and kind of ballast oil. 
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FRESH WATER: Vessels requiring fresh water request required amo, 
of water to ship's agent in advance. ‘ 
REPAIRS: There are no repair facilities and also repairs are not Allon 
on the product wharf. In the event of emergency cases, Honam Olly 
assist in carrying out repairs under the supervision of refinery’s Saiy Ra 
personnel to expedite vessels from the wharf and a quick turn aroun AV 
AUTHORITY: Honam Oil Refinery. Mé 


(C) NAKPO WHARF, NAMHAE CHEMICAL CORPORATIQy_ ‘© 


A straight berth which could accommodate one 50,000, one 30 
and two 20,000 d.w.t. vessels is located at about Lat. 34° 51’ 49) 
Long. 127° 44’ 40” E. The wharf is handling raw material by 800 t» 
crane and product of fertiliser by 300 tons crane. 


(D) PIER, LUCKY ADVANCED MATERIALS, INC. wu 


Located close to the product wharf of Honam Oil Refinery at abo 
Lat. 34° 51’ 30” N., Long. 127° 44’ 05" E. Maximum vessel size and dy 
are about 4,400 d.w.t. and 5.5 m. respectively. 


(E) DRY CARGO, YOSU HARBOUR 


PIERS: 3 piers are located in Yosu town at about Lat. 34° 449) 
Long. 127° 45.3’ East and consist of No. 1, No. 2 and No. 3 Piers 
RESTRICTIONS: No. 1 Pier is used for only small vessels. No. 2 Ps 
for vessels of less than 20 ft. draft and max. draft at No. 3 Pier is 26 
At anchor draft up to 35 ft. 

pa tet a FACILITIES: Crane barge of 30 tons capaci 
available. 


(F) YOSU ENERGY 


LOCATION: 34° 51’ 38.96” N., 127° 46’ 10.91” E. 
BERTH: 
(1) Principals: 
Max. size: 75,000 CBM., LOA 230 m. 
Max. draft allowable: 13 m. 
Required minimum U.K.C.: 2.5 m. 
(2) Operating Condition: 
(a) Allowable conditions for mooring: 
Max. Wind Speed 
13 m./sec. 
15 m./sec. 
Max. wave height: 1.64 m. 
Approach speed: 0.15 m./sec. 
Tidal time for mooring: Mooring at slack tide. 
Tugs will assist with berthing when strong tidal current. 
Time limit: Berthing operation only carried out in daylight. 
Circumstances where unloading is not allowed: 
Wind Speed: Over 18 m./sec. 
Max. wave height: 0.93 m. 
Speed of tidal current: Tugs will assist with berthing when the 
is a strong tidal current. g 
Time Limit: No restriction. - 
Other conditions: (1) Lightening. (1) 
(2) Lack of proper safety plan and saé 
regulations on board. 
SHORE CONNECTION: For LPG tanker, cargo operation and sv" 
facilities. 
(1) Shore Connection: (P: Propane, B: Butane, L: Liquid, V: Vapou' 


Wind Direction 
Southerly 
Northerly 


ge 
ba 


(0 


— 


(a) Arrangement as seen from seaward (from right to left): BL & (2) 
PV, EL. 
(b) Specification: 
Standard of ; 
Flange 12in.ASA150 8in. ASA300 Bin. ASA300 12 in. ASA® 
Use BL BV PV PL (3) 
Range of 4 
temperature —9°C/0°C —9°C/5°C 50°C/5°C —50°C/-3t 
Max. press.for (4) 
operation 10 kg./sq.cm 5 kg./sq.cm 5 kg./sq.cm. 10 kg./Sq.0". 5) 
Max. flow rate 2200 cu.m.p.h. 2200 cu.m.p.h. 2200 cu.m.p.h. 2200 cum? 
(c) Movable range: 
Limit angle: 60° (6) 
Max. distance for angle of depression: 0.9 m. — 10.6 m. ae 
Height above sea level: 22 m. (Mean sea level) Pie 
(d) Required ship's manifold position: 1) 
— Distance between bow/stern and manifold: About 1107 
— Distance between side plating and manifold: Minimum |" 
— Height above sea level: 20.5 m. (Mean sea level) 
— Distance between each centre of flange: 2.0 m. 
(e) Size and number of reducers with onshore facilities: Pig 


2x10 in. ASA 150 and 2 8 in. ASA 300. 
(2) Cargo Operation: 4 
(a) Requirements of ship's cargo tank and liquid line for discha?” 2) 


Propane Butane 

Tank pressure: Not exceeding Not exceeding 

0.25 kg./sq.cm. 0.25 kg./sq.cm 

Line Temperature: Not exceeding Not exceeding 
—42°C —5G 


(b) Procedure for purging and cool down for connection 
(Arm and unloading line): P 
Procedure for purging before: 3—5 times vent with shore ¥® 
Procedure for purging after: 3 — 5 times loading arm fus® 
with ship's hot gas. 

Procedure for cool down: Not required 


.) Procedure and Rate of Discharging: 


Series Parallel 

Discharging Discharging 
Propane Butane Propane Butane 
(cu.m.p.h.) 
age at start 500 500 500 500 
yerage Rate 1,200 1,200 1,200 1,200 
wx. Rate 2,000 2,000 2,000 2,000 
wwe of Finish 500 500 500 500 
gour Return 6.9 8.9 6.9 8.9 
on Shore 


‘@ Discharging quantity for B/L: Ship's calculated figure. 
e) Circumstances when unberthing is requested: 
- Wind speed: Over 30 m./sec. 
- Wind direction: N.W., S.W. 
~ Max. wave height: 1.64 m. 
- Other Conditions: (1) Typhoon. 
(2) In case of emergency. 
SORING: 
a) Required numbers and quality of mooring ropes: 
Fore lines: 4 wire and P.P. ropes. 
Fore breast lines: aries 4 
Fore spring lines: 
After lines: 
After breast lines: 
After spring lines: ie et Ge 
») Additional mooring ropes from shore: None. 
¢) Gangway: Shore gangway will be used. 
d) Ship's derrick: To be kept on stand-by. 
e) Indication of ship's manifold position: Required. 
) Mooring facilities — requirements: 
- Types of bitts: Quick release hooks. 
Distance between bitts: 50 m. (average). 
Location and types of oil fence: Not available. 
Availability and location of speedmeter for approaching 
speed: Docking sonar on No. 1 breasting dolphin. 
- Place for bonding cable: Not necessary. 
Operation system at berth: 
- Mooring personnel: At the bow: 5 persons. 
At the stern: 5 persons. 
- Connection of arms: 5 persons. 
~ Required time: 15 minutes for each arm. 
- Disconnection of Arms: 4 persons. 
~ Required time: 15 minutes for each arm. 
~ Unmooring Personnel: At the bow: 3 persons. 
At the stern: 3 persons. 
~ Communications: Shore can supply a walkie-talkie. 
Disaster prevention system: 
- External System: None 
~ Internal System: Emergency shut down system. 
Fire fighting system (fire hose). 
~ Disaster prevention facilities at the berth: E.S. system — fire 
fighting system (monitor). 
~ Availability of sea water pollution prevention facilities: None. 
HORE FACILITIES: 
a) Shore liquid lines: (Distance from tank (heater) to ship's 
connection, diameter and max. pressure). 
~ Propane: 1,600 m. (600 m.) — 18 in. — 23 kg./sq.cm. 
~ Butane: 1,800 m. (600 m.) — 18 in. — 14 kg./sq.cm. 
0) Flare stack capacity: Nil. 
JPPLIES AND SERVICE: 
Drinking water and bunkers: 
a) Supply place: Yosu Anchorage. 
0) Method of supply: Barge. 
°) Advance notice: Advise Agent. 
(3) Average rate: Bunkers: 100 — 200 t.p.h. 
Water: 800 tons per day. 
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) Provisions: 
') Available. 
0) Method of supply: From barge. 
‘) Advance notice: Advise Agent. 
| hi provisions available: Meat, fish, vegetables, etc. 
| Medical: 
4) Preventive injection: Cholera available. 
») Advance notice: Advise Agent. 
' Landing: Possible. 
' Ship's repairs availability: 
@) Hull 
'0) Machinery 
_ Surveyor/Diver: Available. 
“RTH SAFETY REGULATIONS: 
* | (Ocean and Coastal Tanker). 


Only at anchorage. 


Vessel size: 

ean: Max. 75,000 CBM. 
P Min. 30,000 CBM. 
Coastal: Max. 3,500 CBM. 


: Min. 1,000 CBM. 
#1: (Only Coastal Tanker). 
Vessel size — Max.: 3,500 CBM. 

; Min.: 1,000 CBM. 

* Loading Arms: 
2 self-standing for liquid LPG, equipped with 8 in. ASA 300 RF 
"anual quick release couplings. 
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(G) KWANGYANG STEEL MILL, RAW AND PRODUCTS 
BERTH 


LOCATION: 34° 54’ N., 127° 45’ E. 
GENERAL: Port under construction. 

Pohang Steel Co. discharge will handle vessels of 250,000 d.w.t. at 
a 900 m. length berth with depth of 20 m. The loading berth of 700 m. 
will accept vessels of 50,000 d.w.t. 

22,000 t.p.h. grab unloaders and 12,000 t.p.h. shiploader will be 
available in the initial stages. 

A 280 m. long quay is to be constructed to accommodate container 
vessels up to 50,000 d.w.t. Container handling equipment and other 
facilities will be available. 


SHIPMASTER’S REPORT: July 1988. 

Pohang Iron & Steel Company's complex is built on about 9 square 
kilometres of reclaimed land on the North side of Kwangyang Hang. It 
started production in May 1987 and at present manufactures about 
5.5 million tons of steel products annually, with 8 million tons planned 
for 1991. The wharf fronting this area runs in a 101°/281° direction with 
an eventual length of 5.4 km. by 1991. 

At the Eastern end a causeway running North and South has been 
built connecting Chijin Do Island with the complex. 

Charts: B.A. Chart No. 3391. Korean Chart No. 241. 
Documents: 
10 copies Crew List. 

5 copies Stores List. 

5 copies Personal Effects List. 

3 copies Arms & Ammunition List (See Notice’). 

3 copies Narcotics List. 

2 copies Ports of Call List (previous 3 months). 

5 copies Cargo Manifest. 

5 copies Through Manifest (where applicable). 

1 copy Maritime Declaration of Health. 

Last Port Clearance. 

Ship's Register. 

Derat Exemption Certificate. 
Pilotage: There are 5 licensed Pilots available at the present time. 
Vessels exceeding 30,000 g.r.t. embark their Pilots at 34°39'N., 
127° 58’ E., and vessels under 30,000 g.r.t. at 34° 39’ N., 127° 29’ E. 
Pilots should be contacted on VHF Channels 16 and 14, 2 hours before 
arrival. This message should be repeated to Yeosu Harbour Control at 
the same time. There are no overhead power lines or bridges in the 
buoyed channel, but many fishing vessels operate in the area and they 
are usually cleared out of the way by a tug steaming ahead of the ship 
from the Quarantine Anchorage to the berth. When in ballast 
southbound, the Pilot leaves in the vicinity of the Quarantine Anchorage 
and the ship should stay outside the buoyed channel. 
Anchorages: Large vessels are usually instructed by Yeosu Harbour 
Control to anchor in the vicinity of Tae Do Island, there is plenty of water 
and good holding ground (mud) here. The Pilot takes the ship up to the 
Quarantine Anchorage for Clearance by Port Officials from Yeosu. 
No mail is delivered unless requested. No Radio Pratique available. 
Max. Size: 250,000 d.w.t. LOA 1,030 m. Beam 50 m. Draft 20.0 m. 
Tugs: Tugs usually start to make fast off Nakpo Gak Light, using tugs’ 
ropes. This ship (loaded inbound) used 4 tugs, both for berthing and 
unberthing. The Pilot communicates with the tugs on VHF Channel 14. 

The following tugs are available: 3 x 4,200h.p., 1 x 3,400 h.p., 
1 x 3,200 h.p., 1 x 2,600 h.p., 1 x 1,900 h.p. and 2 x 1,200 h.p. 
Berthing: Most ships using the Bulk Handling Berth are moored port 
side to (i.e. head out). This ship, 141,000 d.w.t. used 4 headlines, 
4 sternlines, 2 breastlines each end and 2back springs each end. 
2 mooring boats are used to run the first ropes. On the quay is a digital 
readout giving the distance off for bow and stern and speed of approach. 

There are no berthing or sailing operations during the hours of 
darkness. 

Bulk Handling Berth: This is used for the import of iron ore, coal and 
limestone to feed the steelworks. Coal, via the conveyor system, also 
feeds the Coal Loading Berth for transhipping coal for coastal 
distribution. The berth is built on heavy steel piles, running 101°/281° 
with its present length of about 1.5 km. It is well fendered at 40 m. 
intervals with buffer type fenders having face pads 7 m. in width and 
4 m. vertically, these keep vessel about 3 m. off the quay. The ship must 
provide its own brow for the gangway platform for access. The minimum 
depth alongside is 21.5 m. at MLWST, minimum keel clearance 1.5 m. 
Bottom is sand. 

Discharging Facilities: 120 ton cantilever crane is situated at the 
Eastern end of the quay, usually the limestone berth. 

Five electric gantry cranes with grab trolleys are mounted on rails 
which run the full length of the pier. Maximum air draft is 18 m. at HW. 
Outreach from the face of the fenders is 34.85 m. Grab capacity about 
30 tonnes. 

Discharging Rates: Maximum 40,000 t.p.d., normally 25,000 t.p.d. each. 

Three separate conveyor belts run the full length of the pier to enable 
limestone, coal and ore to be discharged simultaneously. 

Coal Loading Berth: This has been built into the Chijin Do Causeway 
and runs from the Eastern end of the Bulk Handling Berth, North and 
South, for about 350 m. It has a moving arm loader and handles ships 
of up to about 30,000 d.w.t., mainly coasters, the coal can come via the 
belt system either from the stock-pile or from larger ships discharging 
at the Bulk Handling Berth, at up to 20,000 t.p.d. There is a regular run 
down to Yeosu by coal barges. 

Steel Products Berth: This lies about 2 km. West of the Bulk Handling 
Berth in the same line and will eventually make up the Western end of 
a continuous line of berths. It has 2 container type gantry cranes and 
3x20 ton cantilever cranes. Main exports at present are steel coils. 
Container Terminal: This is still under construction at Golyak-myon. The 
channel is being widened from 300 m. to 500 m. by dredging. There are 
up to 4 dredgers at a time working in different parts of the Bay. 
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Stevedores: Foremen, labour and crane drivers are in different Unions, NOTES 

this combined with language difficulties causes some confusion, ; ae : 
hopefully over a period of time this will resolve itself. Please also advise Shipping Guides Ltd. 
Medical: Medical treatment and hospital facilities available. 


~ 


Density: Ranges from 1022 to 1025, depending on the season. GE 
Fresh Water: Available only by barge. 

Fuel: Available only by barge, at least 2 day’s notice required. vis 
Repairs: Minor repairs are available at Yeosu, about 23 km. by launch, ul 
and divers are also available, but both are expensive. a 


Watchmen: From the time of obtaining Clearance to the time of sailing, 
a Customs Guard lives on board. 
Repatriation: Possible. Normally by launch to Yeosu then by mini-bus 
to Yeosu Airport. 
Time: GMT plus 9 hours. Daylight Saving Time, GMT plus 10 hours, is 
used from 8th May to 8th October. 
Shore Passes: Necessary for aliens, renewed weekly. Korean crew have 
their Seaman's Books kept by Immigration until sailing time. As the dock 
gate is about 5km. from ship and Kwangyang about 25 km., it is 
necessary to hire a mini-bus from the Agent at about U.S.$40 per trip. 
Telephone: No telephones available from shore. 
Stores: Local chandler can deliver alongside by truck. Western style 
meat and dry stores are usually imported and expensive, fruit and fresh 
vegetables plentiful in season. Spares are not easy to obtain. 
Notice: 

Declaration of Weapons 

As you might know, the Republic of Korea is in a ‘“Quasi-War”’ 
status with North Korea. Therefore, national security is of the 
utmost importance in our country. 

For the above mentioned reason, you must declare/report any 
guns, bullets, explosives, etc., to this country. 

At the time of your departure from this port, you will be permitted 
by the Custom’s Office to take your weapons with you. 

For your own peace of mind, however, the overall security in 
Korea is well provided for and it is therefore unnecessary to carry 
weapons. 

Additionally, you are reminded that failure to properly declare/ 
report your weapons is illegal and punishable by law. 

Thank you for your co-operation. 


SITIO to der ccrtaane tee ofa Mibeat  S mcne Customs Director. 


SS8S8 SSERESSRES ..~.n.- ne eam 
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AGENT: Sub-Agents of Korea Universal Marine Co, Ltd., No, 350 
Soojeon-dong, Yosu, Korea. Tel: 62-1406. Telex: K66734. Cables: 
“Newport Yosu”. Fax: 64-1539. 

Associated with Jardine Shipping Agencies. 
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s4 REGULATIONS: Crew Changes: Crew members joining ships at 
yati ports can enter Kuwait with a valid Seaman's Book, against a 
“snan's Guarantee Letter’ from Agent, allowing 24 hour transit only 
‘on a vessel in port. 
sy the preparation of a Seaman's Guarantee Letter (S.G.L.) and to 
e an “Airline’s OK Board Telex” from Kuwait (to allow crew to 
wi a flight to Kuwait without Kuwaiti visa), please telex the following 
gculars to vessel's Agent: 
full Name 
yationality 
syaman's Book Number/Date and Place of Issue 
ige Date of Birth 
profession 
ignt Details op 
once a seaman enters/joins vessel on S.G.L. as above, it is not 
ented for him to sign off/leave the vessel in Kuwait due to Immigration 
sctions applicable to seamen entering on S.G.L. 
yors to ships, repairmen and business visitors should obtain a visa 
“ye travelling to Kuwait. It is also possible for the Agent to obtain a 
vos visa (N.O.C.) locally in Kuwait. However, visitors must send, 
jays prior to arrival, a photo-copy of the passport pages containing 
‘passport particulars (imperative) and 3 passport size photographs 
ne Agent in order to apply for such a visa. 
»ARES/MAIL: Air Freight of Ship's Spares, Mail etc.: Air-freighted 
we parts and ship's mail should be addressed to the Master c/o the 
ent, and marked: “Ship's Spares (Stores) in Transit” and be 
companied by packing list and commercial invoice and Certificate of 
gn both in original, with name and address of manufacturer 
~erative) and certified by Chamber of Commerce and legalised by 
y Arab Embassy/Consulate. 
Contents and weight of consignment should be correctly stated in all 
cuments and air way-bill. 
customs clearance formalities and delivery of air freight consignments 
<ywait will take 10-14 days. It is, therefore, advisable to despatch air 
ght parcels sufficiently well in advance of ship's arrival. The flight 
als and air way-bill number should be telexed to the Agent enabling 
» Agent to collect delivery order from the airline and commence 
arance formalities immediately. 
3:No documents are needed for ship's mail. It is advisable to send 
9s mail/printed matter/documents by air courier, due to faster 
nding at airport, and to avoid the lengthy procedures applicable to 
‘eight consignments. 
(KING REGULATIONS: Chemicals in Bags: The following is from 
sDirector General, Ports Public Authority. 
You will appreciate that chemical materials arriving in bags require 
velul and special handling to prevent tearing and contamination, and 
:would, therefore, request you to ask all Steamship Agents and 
mers of vessels to give their best attention to shipments of this type 
cafgo, in an effort to ease its handling by the stevedoring labourers 
hout obstacles. 
The bags should properly be bundled and placed on pallets, covered 
‘hick plastic and/or canvas covers for safety and security of the cargo 
‘last discharging. 
'should be noted that unless this type of cargo is shipped on vessels 
der the condition mentioned above, the Ports Public Authority shall 
‘permit discharging and the cargo will remain on board the on-carrying 
sel”. 
Transitand Kuwait Cargo Mixed Together in Ships’ Holds: The Kuwait 
is Public Authority have reported a recent incident which occurred 
‘ng discharge of cargo from a vessel. 
The berthing of the vessel as usual was arranged according to the 
Se from the Master that Kuwait cargo was clear for discharge in all 
Spects, but when the discharging operation was carried out, they 
‘Served that the in transit and Kuwait cargo in all hatches were mixed 
gether. Such being the case the Ports Public Authority were compelled 
‘Nove one truck out to receive Kuwait cargo, and then bring back the 
«kof receivers of the in transit cargo, and so on until the discharging 
completed. This situation naturally entangled the work altogether 
‘caused considerable delay in discharging the cargo from the vessel. 
‘nerefore, the Ports Public Authority have requested that we draw 
‘eipals’ attention to this and ask you to take good care in stowing 
*0 properly in ships’ holds and that it not be mixed together. 


INA ABDULLA: 29.02 N. 48.11E. (See Plan) 


CATION: Mina Abdulla bounded on South by parallel of Lat. 28° 55’ N. 
tive East by Long. 48° 18’ E. and on North by a line joining following 


(1) 29° 01' 45” N. 48° 09’ 25” E. 
(2) 29° 01' 45” N. 48° 10’ 06’ E. 
(3) 29° 02’ N. 48° 10’ 18" E. 
(4) 29° 02’ N. 48° 18’ 00" E. 


AG: Every merchant ship when entering or leaving port between 
Se and sunset shall fly her national flag and national flag of Kuwait 
“nen entering port, shall fly her signal letters. All vessels required 
_.Y Kuwait flag on foremast during daylight hours. Flags may be 
“aned from Agent. 


Ss 


KUWAIT 


APPROACHES: Mina Abdulla is easily located as it is the Southernmost 
refinery of the group of refineries which form Ahmadi, Shuaiba and Mina 
Abdulla. A number of flares will be seen. The Sea Island is situated 
about 3 miles offshore of the refinery. 

When a vessel is ready to enter at the same time as another vessel 
is ready to leave the port, the outgoing vessel shall have priority over 
the incoming vessel, subject always to the provisions of the International 
Regulations for Preventing Collisions at Sea and to the requirements of 
safe navigation. 

DOCUMENTS: Before leaving Kuwait the Master shall be responsible 
for obtaining a Port Clearance Certificate. The documents necessary for 
vessels to enter and leave Mina Abdulla are: 

Enter 

Ship's Manifest. 

Bill of Health. 

Crew List. 

Clearance from Last Port. 

Light Dues Certificate. 

Clear 

Register. 

Load Line Certificate. 

Radio Certificate. 

Safety Certificate. 

Last Port Clearance. 

Masters and Agents of vessels shall, when called upon by a Customs 
Officer or Marine Officer, produce any documents relative to the landing 
or shipment of their vessel’s cargo in the port. The Master or his 
representative is required to hand to the Company a written Notice of 
Readiness to load. 

Discharging certificates of oil cargo loaded from Kuwait and 
Partitioned Zone ports are to be sent to vessels’ local Agents 
immediately duly attested by the Customs Authorities and Arab 
Consulate covering full quantity as per Bill of Lading. 

lf a vessel which has not submitted the certificate for the previous 
voyage Calls for the second time, she will be allowed to load and sail 
only after paying a cash deposit of KD 2,000. 

In order to avoid delay in berthing, loading and outward clearance for 
vessels, all owners must give instructions to Agents at discharging ports 
to forward relevant cargo discharge certificates to Agents at loading ports 
without delay. 

Certificates: There is no organisation for dealing with Derat Certificate 
at Mina Abdulla. Agents are responsible for presentation of Oil- 
discharging Certificate to Customs Authorities as guaranteed by them. 
All Cargo Discharge Certificates duly attested by the Arab Consulate 
are to be sent to Agents directly. 

PILOTAGE: Pilot normally boards the vessel about 1.0 miles — 1.5 miles 
to the Eastward of the Sea Island. Vessels are requested to have pilot 
ladder of approved pattern, safely and securely rigged, and ready for 
immediate use. When it is necessary for a vessel to anchor before 
berthing, she should do so in the recommended anchorage area. At all 
times a Pilot will be available on the Sea Island. 

Vessel with a Pilot on board shall display International Code Flag ‘'H”’ 
in a prominent position whilst manoeuvring under his advice, and shall, 
if so instructed by Pilot, display a flag indicating berth to which vessel 
is proceeding. 

ANCHORAGES: Vessels requiring to anchor for any reason in port limits 
should do so within area enclosed between positions: 


29° 02' N. 48° 14.3' E. 
29° 02' N. 40 sate. 
29° 01.2’ N. 48° 15.1’ E. 
29° 01.2’ N. 48° 14.1’ E. 


or within reasonable proximity to the East if congestion arises in 
anchorage area. 

All vessels and craft within the port shall be navigated with care and 
caution, at a speed, and in a manner which shall not endanger the safety 
of other vessels or craft. In particular, special care and caution is to be 
observed in passing vessels or craft of the following category: weight- 
lifting or deeply-laden craft, vessels or craft in tow and vessels or craft 
engaged on diving, dredging, grabbing, pile-driving or construction work, 
survey operations or the removal of obstructions. 

All vessels within the port shall anchor, or moor and unmoor, when 
and where required by the Pilot, and shall be moved from place to place 
as required and by such means or appliances as may be ordered by 
the Marine Officer. 

Vessels or craft shall not anchor near any submarine lines within the 

port limits, unless engaged on work which, in the opinion of the Pilot, 
necessitates their doing so. 
MAX. SIZE: Mina Abdulla Sea Island consists of 2 berths, primarily for 
loading, although unloading facilities are also available. The offshore 
berth (No. 19) is designed to receive tankers up to 276,000 tonnes 
displacement in ballast to load products and can also accommodate 
loaded tankers of 35 ft. It is envisaged that loaded tankers will only be 
handled in an emergency. 

The inshore berth (No. 18) is designed to receive tankers from 25,000 
to 140,000 tonnes deadweight in ballast annd can also accommodate 
loaded tankers of 25,000 — 90,000 tonnes deadweight in emergencies. 

The minimum depth of water at Berth No. 19 is 59 ft. and at Berth 
No. 18 minimum depth is 57 ft. 

MOORING: Pilots may decline to moor any vessel if in his opinion it is 
not equipped with satisfactory mooring facilities, lines and gear, etc. 

The Sea Island consists of 6 mooring dolphins and 8 breasting 
dolphins all connected to the loading platform by walkways. 

Mooring hooks and capstans for handling ropes are provided. Hooks 
are of the quick release type, and in an emergency can all be 
immediately released from the Control Tower. A shore gangway is 
provided at each berth. 

All vessels berthing at Mina Abdulla must be provided with a minimum 
of 8 mooring ropes forward and aft. 
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HEALTH: Quarantine regulations administered by Kuwait Government's 
Quarantine Medical Officer. Pratique granted at anchorage or berth. 

Vessels calling at Mina Abdulla are requested to send following 
information to “Health Shuaiba Port” via Harbour Master at Mina Al- 
Ahmadi: 

(1) Name of vessel. 

(2) Last port of call. 

(3) Health condition of crew. 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique. 

No craft, other than one having on board the Mooring Master or Port 
Health Officer, may approach any vessel entering the port and no other 
person may board any such vessel until Free Pratique has been granted. 

Adequate covers shall be placed over all overside discharges. 

Masters shall be responsible for ensuring that no unhealthy or 
offensive matter is deposited from their vessels on port premises. Any 
such matter so deposited that is, or becomes offensive, or, in the opinion 
of the Port Health Officer, injurious to heaith, may be removed, 
confiscated or destroyed and the place of deposit cleaned or disinfected 
on the direction of the Marine Officer at the expense of the Master 
responsible. 

Any vessel, having on board offensive goods, or goods which, in the 
opinion of the Port Health Officer, are injurious to health, may be ordered 
to leave the port by the Marine Officer. 

No ashes, refuse or other objectionable matter shall be thrown 
overboard from any vessel either on to any premises or into any waters 
of the port. 

RADIO/VHF: All communications are to be made through the vessel's 
Agent, with the request that they be passed to K.O.C. Mina Abdulla, 
Harbour Master and Marine and Export Operations Department. 
TUGS: 2 large tugs are available to assist in berthing and will operate 
to the Pilot's instructions, but will normally both be used while berthing, 
usually making fast on the starboard side, by means of 2 ropes each of 
which will be provided by the tug. 

Both tugs are fully fitted with Fire Fighting and Dispersant spraying 
equipment. 

LOADING: All products are loaded at the Sea Island by means of rigid 
loading arms. They are all fitted with hydraulically operated quick 
connect/disconnect couplings. 

The black products are loaded by means of 10 i7. connections and 
the white products by 16 in. connections. 


The maximum loading rate will be approximately 2,000 tons per hour. 


Caution: The incoming oil stream is pumped from shore and it is 
extremely dangerous to close a ship's valve against the incoming oil 
stream. Such a procedure creates an excessive pressure, which may 
damage submarine lines, ship's pipe-lines or the terminal facilities. 
Vessels will be held liable for damages resulting from failure to observe 
this precaution. 

Loading and discharging of petroleum vessels shall not be undertaken 
without permission of the Oil Movements Department. 

Loading and discharging of petroleum vessels shall not commence 
until: 

(1) Master or Chief Officer has certified to the Oil Movements 
Department that all necessary valves are open and ihat vessel is in 
proper condition to receive or discharge cargo. 

(2) Master or Chief Officer has certified to the Oil Movements 
Department that all ship's sea valves are closed or blank flanged except 
those required for water circulation purposes, and that these regulations 
are being and will be observed. 

(3) Ship's tanks have been inspected by an authorised inspector and 
passed as suitable for loading. 

Throughout period of loading and discharging operations, following 
conditions shall be observed: 

(1) A responsible Ship’s Officer shall be on watch on board at a point 
near tanks which are receiving oil during process of loading. The 
company’s staff have received instructions to stop loading immediately 
whenever this rule is disregarded. 

(2) A capable member of ship’s crew shall be stationed by ship's tank 
valves which are receiving oil during loading. 

(3) All pipe-lines shall, while rigged for loading or discharging 
petroleum, be directly and continuously earthed and kept constantly 
under supervision. 

(4) No petroleum shall be allowed to escape or overflow. 

(5) The following signals will be observed, as well as the radio 
communications, between ship and shore: 


Signal Flag Light Signal 

by Day Starting by Night 

1 Red Flag Slow Speed 1 Red Light 

2 Red Flags Full Speed 2 Red Lights 
Stopping 

1 Red Flag Slow Speed 1 Red Light 

All Flags Down Stop No Lights 


(6) When normal ship-to-shore communication fails, the emergency 
signal to stop the oil flow will be a continuous blast on the ship's whistle 
until the oil ceases to flow. Steam or air should never be shut off from 
whistle during loading. When practical, means should be provided for 
blowing the whistle from the after section of the cat walk. Whenever an 
Emergency Whistle Signal is used, all loading operations in the berths 
will be shut down until normal communication is restored. For this reason 
it is requested that ships in the area refrain from using ship's whistle for 
other than essential purposes. 

Load Lines: Masters are warned that their load lines are subject to 
scrutiny by the Port Officer from Mina-Al-Ahmadi on completion of 
loading or bunkering. It is in their own interest therefore, to observe the 
regulations, as vessels are liable to be delayed and have to pump ashore 
or be fined if overloaded, and Port Clearance withheld. 

MEDICAL: Patients will in normal course of events be treated by 
Quarantine Medical Officer on board. Neither medical nor hospital 
facilities are provided by the Company. However, in cases of emergency 
those requiring urgent hospitalisation may be taken by vessel's Agent. 
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BALLAST: As soon as practicable after arrival, all vessel's tanks » 
be inspected for evidence of oil in ballast. During discharge of 
similar inspections will continue. If evidence of oil appears at any 
these inspections, the ship must return at once to a point not less j 
100 miles from the coastline and there clean tanks and Segregate skp 

Masters will be required to sign a declaration certifying that any 
ballast intended for discharge from vessel is clean and free from ou 

No deballast reception facilities are available. 

POLLUTION: Cases of discharging dirty ballast or oil spillages Will 
investigated and vessels are liable to fines and/or detention. \, 

shall not discharge into the water of the port any part of the Contents 
their cargo, slop, or ballast tanks or bilges which is liable to pollute thes 
waters. Masters shall ensure that pipe-line and equipment are Cleg 
before using them for discharging anything into the water of the poe 
Scuppers shall be plugged effectively and no leakage or Spillage » 
petroleum on board shall be allowed to leak or be swept overboarg 

The State of Kuwait has stringent laws in force concerning the polly 
of the sea by oil. The following are 2 amended paragraphs of this 

Paragraph 1, Art. 4. “A person responsible for any pollution x 
described in Articles 1 and 2 shall be punished by a fine of not less the 
1,500 Dinars and not more then 40,000 Dinars. In the event of 
committing a similar crime within a period of 1 year from the date of 
conviction, such a person shall be punished by a fine of not less the 
3,000 Dinars and not more than 40,000 Dinars, and in the event of» 
committing yet another crime within a year from this last conviction 
shall be punished by a fine of not less than 6,000 Dinars and not m» 
than 40,000 Dinars”. 

For each offence a bond of 40,000 Kuwaiti Dinars must be deposi 
prior to reiease of vessel. 

Paragraph 3, Art. 6.. “The person responsible for pollution m 
suspend the detention order against the ship on payment, as a cx 
guarantee, of 40,000 Kuwaiti Dinars to the official entrusted with ty 
execution of such order”. 

TIDE: The maximum tidal range is 10 ft. 6 in. and velocity of tide is tr 
0.5 to 2 knots. 

DENSITY: 1025. 

FRESH WATER: Cannot be supplied at Mina Abdulla. In case of utm 
need Agent may hire a barge with a capacity of 100 tons of fresh wae 
from Kuwait, and send to Mina Abdulla. 

FUEL: Fuel oil bunkers can be loaded in either berth at a max. rater 
500 t.p.h, thus raising the max. loading rate of either berth by 500 tp» 
for fuel oil cargoes only. 

CONSULS: See “Shuwaikh". Consuls are situated just outside Kuve 
town, some 30 miles from the terminal. 

REPAIRS: No facilities. 

CUSTOMS: Import of firearms and ammunition is forbidden. Und 
Kuwait Law No. 46, it is an offence to sell or trade liquor within the Sia 
of Kuwait. Any person convicted for selling, purchasing, giving awa 
accepting or acquiring in any manner, liquor or any intoxicating dine 
for the purpose of trading and marketing shall be punished by: 
maximum 3 year’s imprisonment and a maximum fine of KD 300 ord 
only 1 of the 2 aforesaid penalties. Alcoholic beverage is sinc 
prohibited to be held out of bond. Master allowed to keep limited quant’ 
in his cabin. 

REPATRIATION: See “Visa Regulations” under General before fs 
port 

AIRPORT: Kuwait. 

TIME: GMT plus 3 hours. 

PROVISIONS: K.O.T.C. does not provide any chandlering facili 
Masters of vessels calling at Mina Abdulla must arrange for supple 
through ship’s Agent. Foodstuffs, beverages, tobaccos, etc, # 
available from ship chandlers in Kuwait in limited kinds and quantite 
Prices a little more expensive than in Kuwait due to long transporiait! 
Ship’s Agent should be advised by cable well in advance. 
SHORE LEAVE: At present, crews not allowed ashore at Mina Abdvé 
and this rule will be strictly adhered to. 

REGULATIONS: Main engines shall always be kept ready for ut 
Steam pressure shall be maintained at minimum necessary to oper 
auxiliaries and to manoeuvre in case of need. Deck steam is to% 
maintained at all times. 

Engine repairs which may prevent working of main engines may ® 
be undertaken with written permission of the Oil Movements Deparim* 

Master shall at all times retain on board sufficient crew to work vess® 

Vessels shall have both anchors ready for immediate use on ai 
and departure. 

Vessels berthed at sea terminals shall not carry out engine i 
without permission of the Oil Movements Department. ) 

No swimming in vicinity of vessels or from vessels in berth is allow® 
DEVELOPMENTS: The CBM berths formerly used have been remo | 
but the pipelines and ground tackle remain in place. The former pos” 
of the CBM berths, which are about 1 mile South of the Sea Island. ® 
marked by a navigation buoy and Masters are cautioned from ancho™ 
in this area. 

AUTHORITY: Kuwait National Petroleum Co. (KSC), Mina Ab 
Refinery, P.O.Box 69, Safat, 13001-Safat-Kuwait. Tel; 3260233 ® 
3028/3029. Telex: Kunpema 44204 Kt. Cables: Kunpema Kt-\e® 
Mina Abdulla. Contact: Captain Hani S. Omar, Marine Departime* 
Section Head. , 

All shipping movements are directed by Mina Al-Ahmadi Harte 

Master. 


wa AL-AHMADI: 29.04 N. 48.09 E. (See Plan) 
geRATORS: Kuwait Oil Company. 

scATION: Port of Mina Al-Ahmadi is open roadstead situated on 
agem shores of the Gulf. 

LIMITS: From the shore at Lat. 29° 02’ 50” N. Eastward to Long. 
+99 42” E. Thence in a S.E. direction to position Lat. 29° 02’ 45" N., 
48° 09' 47” E. then in an Easterly direction towards Long. 
¢11'30" E. and the Northerly limit Lat. 29° 10’ 00” N. from the shore 
“jong. 48° 11" 30" E. 

4 Southern limits liable to slight modification due to Shuaiba Port 
ension. Changes of no consequence to visiting vessels. 

4G: National flag of Kuwait is to be flown at foremast head during 
ssel's Stay iN port. 


ocUMENTS: 
‘ obtain clearance inwards, following documents required by 
Agents: 
) Ship's Register. 
) Safety Equipment Certificate. 
») Safety Radio Certificate. 
y) Load Line Certificate. 
y) Last Port Clearance. 
yw) Two copies of Crew List showing names, nationalities and 
PassportSeaman’s Book numbers. 
5 (i) to (Vv) are returned to Master together with Port Clearance (valid 
‘nours only) prior to sailing. 
Customs boarding officers require following: 
4) One copy of Crew List. 
») Log Books covering period from last visit. 
© Completed Customs Declaration Form (supplied by boarding 
officer). 
¢) List of Ports visited with arrival and departure dates since last 
visit (form also supplied by boarding officer). 
e) Completed Ballast Form (form also supplied by boarding officer). 
mmigration Officials require the following: 
4) Valid Passport or Seamen's Book — the latter is preferable for 
landing. 
0) Letter of Guarantee from Agents. 
¢) Two copies of Crew Lists. 
Early Departure Procedure. KOC Documents Section are now 
eating an Early Departure Procedure to cut down delays in 
cumentation. Masters may opt to use this scheme, full details of which 
ibe obtained from KOTC. Those vessels not accepting this system 
documentation are unberthed to anchorage to await documentation 
therefore subject to delay in sailing until documents are ready and 
ivered onboard by launch. Weather conditions may prolong such 
“ays ON OCCasions. 
Discharge Certificates: Discharging certificates of oil cargo loaded 
m Kuwait and neutral zone ports are to be sent to vessels’ local Agent 
mediately, duly attested by Customs Authorities and Arab Consulate 
yering full quantity as per Bill of Lading. 
favessel, which has not submitted the certificate for the previous 
yage, calls for the second time, she will be allowed to load and sail 
after paying a cash deposit of KD 2,000. 
norder to avoid delay in berthing, loading and outward clearance for 
‘sels, all owners must give instructions to Agent at discharging ports 
‘onward relevant cargo discharge certificates to Agent at loading ports 
out delay. 
NIGATIONAL AIDS: 
sent hydrographic information may be obtained by radio from the 
‘idle East Navigation Aids Service, Bahrain”. 
nits and Fog Signals: A fog signal on the extreme South end of South 
*- MAA with characteristics of one 3-second blast every minute. 
10x. position Lat. 29° 03’ 42” N., Long. 48° 09’ 42” E. 
‘fog signal situated on the North Pier with a characteristic of 2.5 
“ond blast, 3 second silence, 2.5 second blast, 3 second silence, 2.5 
“ond blast, 46.5 second silence, Approximate position Lat. 
?07' 24” N., Long. 48° 09’ 00” E. 
\log signal situated on MAA — KOC Sea Island with a characteristic 
-2x3second blasts every 90 seconds. Approximate position 
# 29° 06’ 48” N., Long. 48° 17’ 29” E. 
‘fog signal situated on MAA — KOC Single Point Mooring with a 
‘wacteristic of a 10 second blast every 60 seconds. Approximate 
tion Lat. 29° 06.9’ N., Long. 48° 19.2’ E. 
‘log horn situated on the Shuaiba Petroleum Products Pier — SPPP 
wth a characteristic of a 3 second blast every 17 seconds. 
‘pfoximate position Lat. 29° 02’ 46” N., Long. 48° 10’ 46” E. 
A‘og horn situated on the Mina Abdullah Sea Island — MAB — with a 
““acteristic of prolonged blast duration of 2 seconds on and 18 
“onds intervals off. Followed by morse “LI". Approximate position 
# 29°01.5'N., Long. 48° 12’ 45” E. 
‘\OTAGE: Vessels should arrive with sufficient clean ballast for safe 
“0euvring under prevailing weather conditions. Under certain 
*attions the Pilot, after consulting the Harbour Master, may require 
“stlonal ballast to be run in before berthing. 
At berthing, unberthing and manoeuvring of vessels within the port 
"S restricted area and prohibited anchorage must be done under the 
‘vision of a KOC Pilot. 
_'Sthe duty of the Master to inform the Pilot of any special conditions, 
vulties, or peculiarities whatsoever pertaining to his vessel which 
‘oh !mpose hazards in connections with the handling, mooring, 
‘Mooring, loading or discharging of the vessel. 
Ne Pilot boarding places for North Pier and for South Pier are 2 miles 
- of the respective piers, and for the offshore terminals 2 miles off 
*lerminals. 
“tion: Vessels are cautioned to keep well clear of the port area and 
.© account to pass within a distance of 2 miles of North or South 
*Swithout a Pilot on board. 
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ANCHORAGES: The suggested anchorages in the Port of Mina Al- 
Ahmadi have been laid out to facilitate shipping in general. These 


a 
a 
1 
a 


nchorage areas are outside of the port limits and clear of the prohibited 
nchorage and restricted areas. Depths in the anchorages range from 
0 to 15 fathoms, the seabed is of sand and soft coral with mud patches 
nd affords good holding ground. 

Incoming vessels are assigned berths by the Harbour Master in 


accordance with time of arrival, type of cargo required, size of vessel 


a 


nd loaded draft. Endeavour is made to berth vessels on arrival and 


Masters will be advised, prior to arrival, of the pier at which they will 
berth. If a berth is not available, vessels will be requested to anchor in 


ie) 


A 
2. 
3. 


ne of the three anchorages as follows: 
To the North-West or South-East of the Sea Island and inside of 
the Restricted Area. 
To the East of the North Pier, outside of the port limits and to the 
North of the Prohibited Anchorage. 
To the East of the South Pier, outside of the port limits and between 
the Southern limit of the Prohibited Anchorage and the Northern 
port limit of Shuaiba Port. 

To the East of the port limits exists a Prohibited Anchorage and a 


Restricted Area which embraces the Sea Island and submarine-feeder 


pipe-lines. 

Positions of these areas are: 
29° 05' 00" N. 29° 05' 00" N. 
ei 48° 11’ 30” E. to 48° 15’ 00" E. 
Prohibited Anchorage 29° 07'00"N. 29° 07’ 00"N. 
48° 11°30" Es: 487/15’ 00" E- 
29° 05’ 00” N. to 29° 05’ 00” N. 
; 48° 15' 00" E. 48° 20’ 00’ E. 
Restricted Area 29° 05' 00" N. 29°05’ OO" N. 
48° 15’ 00” E. 48° 20’ 00’ E. 


Prohibited anchorage for Mina Abdulla is the area formed by lines 


joining the following position: 


1. 29°02.0'N. 48° 13.0’ E. 
2. 29°00.8'N. 48° 13.0’ E. 


3. 29°00.8'N. 48°09.5' E. 
4. 29°02.0'N. 48°09.4' E. 


HEALTH: Vessels calling at Mina Al-Ahmadi are requested to radio the 
following information to “Health Minahmadi Port”: 


(1) Name of vessel. 

(2) Last port of call. 

(3) Health condition of crew. 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique. 

Free Pratique will be considered at the discretion of the Quarantine 


Officer, and vessels must hoist the yellow flag unless they are informed 
by Agent or Harbour Control that Free Pratique has been granted. 
Regulations. 


(i) All vessels must exhibit quarantine signals until quarantine 
formalities are completed or Free Pratique granted. By day, 
International Code Flag “Q”; by night, red light over white light. 
No person other than the Pilot is allowed to board any vessel 
either alongside pier or at anchorage until pratique has been 
granted. 

Valid Cholera Certificates will be required from travellers coming 
from infected areas with the exception of children under one year. 
Ratguards must be fitted to all moorings — this is being rigidly 
enforced. 

Maritime Declaration of Health Form (supplied by boarding 
Quarantine Officer) to be completed. 


(v) One copy of Crew List containing dates of vaccination and 
inoculation is required. 
(vi) International Certificates of Vaccination and Inoculation to be 
available for inspection if required. 
(vii) Details of air-conditioning available in vessel (form supplied by 
boarding officer). 
(viii) A valid Derat Certificate must be produced. Facilities are available 
locally for renewal. 
RADIO: 


1 


. Station: All radio communications to the Company should be quoted 


in Greenwich Mean Time and should be routed through Kuwait Coast 
Station 9KK, details of which are given below: 


a 
2 
2 


412G Al Kuwait (9KK) Lat. 29° 10’ 09” N., Long. 47° 45' 42” E. 


Frequency Hours 
(9KK) 430*, 450, 500 Al, A2 2 kW. 0300-2100 
(Q9KK2) 4,287 Al 0.75 kW. On request 
(Q9KK3) 6,370 Al 0.75 kW. On request 
(Q9KK4) 8,525 Al 0.75 kW. 0300-2100 
(Q9KK5) 12,895 Al 0.75 kW. 0300-2100 
2,182, 2,200, 2,750 A3 0.1 kW. 0300-2100 


*On request. 

Procedure: Transmits traffic lists on 450 kHz each even hour; 8,525 
nd 12,895 kHz each odd hour plus 35, listens for 30 mins. thereafter: 
,750 KHz each odd hour plus 05. 

. ETA: 72 hours before arrival Masters should transmit to KUOCO 


through Al Kuwait Radio (9KK) the following information required by 
Kuwait Oil Company. 
ETA 


1. ETA. 

2. Cargo and Bunkers required. 

3. Notice of any repairs which may immobilise vessel. 

4. Any special requirements regarding cargo documents. 

5. Max. loading rate and ballast discharge time, special loading 
instructions if any. 

The ETA should be confirmed 24 hours before arrival. The Master 


should also provide Agent with following information prior to arrival: 
SSELAT 


ies 


Last port of call. 

3. Any sickness on board. 

4. Number of crew to see doctor or dentist. 

5. All requirements — provisions, supplies, lubricating oils, repairs, 
stores, machinery for landing, crew repatriation, etc. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engel 
: 


VHF: A short range VHF Radio Telephone. Port control system is in 
operation and continuous watch is maintained on International Channel 
16. Port working Channels are: 


General Port Working. 


| Sea Island Operations and General Port Working. 


74 } Pilot/Tugs Pier Controller North Pier/South Pier. 


Vessels bound for Mina Al-Ahmadi should make contact, as soon 
as they are within range, calling “Mina Al-Ahmadi Port Control” on 
Channel 16. 

Note: As Channel 16 is reserved for calling, safety and emergency, 
stations should refrain from using this Channel unnecessarily. 
RADAR: Norcontrol VTS installed in the Marine Control Centre at the 
South Pier. It covers the approaches to the Sea Island and the South Pier. 
NOTICE OF READINESS: Vessels are accepted for loading either by 
being given a range date or “As convenient”. If a crude oil loading tanker 
arrives within her nominated range date (a 3 day period) her Notice of 
Readiness will be taken as the time of her arrival whether or not she is 
berthed on arrival. An LPG vessel is nominated an “Acceptance Date” 
plus 1 day and her Notice of Readiness will likewise be taken as the 
time of her arrival, whether or not she berths so long as her arrival time 
is within her range. If a vessel arrives “As convenient” or for lifting 
bunkers only then her notice of readiness will be taken as the time that 
the Pilot boards. Time of anchoring, together with position relative to 
South Pier Control should be advised to the Harbour Master by VHF or 
through 9KK as soon as possible. All vessels at anchor are required to 
be ready on receipt of 1 hour's notice from Port Control, this notice will 
be given by VHF or Lamp and vessels should ensure an efficient watch 
is maintained to receive notice. 

Cancellation of Notice of Readiness: \n all cases, including vessels 
having Range Dates, if after having received 1 hour's notice a vessel is 
not ready to berth when Pilot boards, at the expiry of that notice the 
original Notice of Readiness will be cancelled and the Pilot withdrawn. 
The new Notice of Readiness will be the time the Pilot re-boards the 
vessel concerned. As vessels are normally berthed in strict Notice of 
Readiness sequence, a vessel could lose considerable time through not 
being ready and Master should ensure that delays of this nature do not occur. 
TUGS: K.O.C. maintain 3 diesel tugs for port use. They are 5,200 h.p. 
with a designated bollard pull of 70 tons. 2 tugs are normally on duty at 
all times. Hire charges for the services of Pilots, tugs and rope launches 
are covered by comprehensive port charges. Under normal operating 
conditions no tugs or other craft will come alongside the vessel before 
the Pilot boards. Ship’s personnel must not signal for tugs or other boats 
to come alongside. 

Tugs will make fast during all berthing operations, two lines will be 

given to the vessel. A messenger line is recommended for handling 
these lines from the tug to the vessel's deck. Tugs could also be used 
for vacating purposes. 
MOORINGS: When at berth, vessels must be moored to entire 
satisfaction of Pilot. Vessels must be ready at all times to put out extra 
moorings as requested by pier personnel or dictated by weather 
changes. 

Mina Al-Ahmadi is subject to sudden fierce squalls; winds of 70 knots 

have been recorded, therefore vessel's mooring lines must be checked 
frequently to prevent excessive movement of vessel in berth. Experience 
has shown that wholly synthetic moorings have too much elasticity and 
allow vessel to range or drift away from the berth during periods of 
adverse weather. Whilst these moorings are acceptable as head/stern 
ropes, it is felt that the ideal breast moorings should be of wire or a wire 
rope combination with the end being sent ashore fitted with a synthetic 
pennant or tail. This type of mooring provides the necessary elasticity 
while still being able to hold the vessel in position. All vessels moored 
with automatic tension winches must set the manual brakes on these 
winches. 
BERTHING: Vessels can berth at any time of the day and night. Berths 
are allocated by the Harbour Master depending on various factors and 
the berthing position is advised by VHF. All vessels must establish 
contact with Mina Al-Ahmadi Port Control before anchoring to ascertain 
position. Vessels should remain at 1 hour notice for berthing at all times 
and maintain a continuous listening watch on VHF Channel 16. 

The Port facilities consists of 4 Piers, 1 Buoy Mooring (Sea Berth), 
2 Sea Islands and Single Point Mooring. 

South Pier: The South Pier is connected to the shore by an approach 
trestle, which leaves the shore in position Lat. 29° 04’ N., Long. 
48° 09’ E., and runs seaward in an 071° 26’ direction for a distance of 
4,200 ft. (1,280 m.). The “T” head is formed by the oil pier running 
Northwards in a 341° 26’ direction for 2,805 ft. (855 m.) and the South 
arm running in a 174° 26’ direction for 1,076 ft. (826 m.). The pier is a 
steel piled structure with a wooden deck, 24 ft. above zero tide. The 
South Pier has 4 oil-loading berths and 2 L.P.G. berths. New fendering 
system independent of main structure installed to berths towards sea. 
Vessel to provide safe access between ship and terminal. 

Bitumen Pier: A Bitumen Pier, for the export of Bitumen is located in an 
approximate position Lat. 29° 03.9’ N., Long. 48° 09’ E. The Pier 
approach projects out from the shore opposite the Bitumen plant in an 
071° direction for approximately 600 m. The Pier head is 100 m. long 
and runs in a 341° — 161° direction. Water depth approximately 20 ft 
6 in. (zero tide). Largest vessel to be accommodated 5,000 ton S.D.W. 
North Pier — MAA: The North Pier is situated 3.5 nautical miles North 
of the South Pier — MAA and is connected to the shore by an approach 
trestle which runs seaward from Lat. 29° 07.1’ N., Long. 48° 08.2’ E. in 
a direction of 071° for a distance of 4,754 ft. (1,449 m.). The head is 
formed by the Oil Pier which runs Northward in a direction of 341° for 
a distance of 2,304 ft. (702 m.). The pier is a steel piled structure with 
a wooden deck, 20 ft. above zero tide. The North Pier has 4 oil-loading 
berths. An independent berthing dolphin and associated mooring dolphin 
have been recently installed as improved facilities at the South end of 
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the Pier, together with an independent protective dolphin to ; 
docking facilities at the Northwest end of the Pier. Vessels to Provig 
safe access between ship and terminal. 
Sea Island: The loading platform of this Terminal is located in 
Lat. 29° 06.8’ N., Long. 48° 17.5’ E. approximately 7.4 miles East ¢ 
North and South Piers. It is a steel piled structure in 94 ft. of water (26 
tide). It consists primarily of a central loading platform with contro} towe 
6 mooring and 8 breasting dolphins all interconnected by catwalks, J), 
Terminal which lies in a 330° — 150° direction, is some 1,620 ft. in| 
(494 m.). The height of the loading platform above zero tide is 44 ¢ 
The Sea Island — MAA KOC has 2 loading berths. Crude oil is feg, 
the Terminal by a 48 in. submarine line and heavy fuel oil by a 29, 
submarine line. The submarine lines are marked by 3 light 
lettered “A”, “B" and “C’. Details are given in the navigational ag 
L.F.O. and D.O. bunkers are not available at the Sea Island. 
Multi-pile Single Point Mooring: A Single Point Mooring is locates, 
position Lat. 29° 06.9’ N., Long. 48° 19.2' E. approximately 1.5 naute 
miles East of the Sea Island. The SPM is currently mothballed. The hy | 
strings have been removed to store. ( 
Sea Berth: There is 1 sea berth located South of South Pier. Berth» 
is maintained only for the import of refined products. | 
MAB — Sea Island: This terminal has 2 cargo handling berths. Ty | 
terminal is for loading products only which are fed to the terminaly | 
4x24 in. white product lines and 124 in. black product line. She. | 
gangways available on this terminal. 
Shuaiba Petroleum Products Pier: This terminal has 4 product hangin | 
berths. The terminal is connected to the shore by an approach tres , 
which leaves the shore at 29°02’ 25” N., 48°09’ 55" E. and ng | 
seawards in an 062°T direction for distance of 997 m. The “T” head; | 
formed by the oil piers running Northwest in a 331.5° T direction § | 
336.1 m. and Southwards in a 151.5° T direction for 453.7 m. Vesse | 
to provide safe access between ship and terminal. 
Limiting Depths and Berth Lengths: 
Berth Depth at Zero Tide Nominal Length 
(ft.) (ft.) 


| 
| 

| 

South Pier — MAA | 
a: 

| 
| 
{ 
| 


47 930 
3 47 930 
4 48.5 960 
§ 41.5 765 
6 43 705 
9. 44.5 615 
10. 49.5 1,050 
North Pier — MAA 
11. 59 1,490 
2. 59 1,152 
45: 57 870 
16. 57 840 | 
Sea Island —- MAA KOC 
20. 94 1,420 
24: 94 1,420 | 


Loading Manifold, Loading Connection Sizes: South Pier: Berths 5a | 

6 only are equipped with 10 in. cargo hoses and 8 in. bunker hoses: 

standard 150/ASA. 

Berth 1 is equipped with 5x16 in. Cargo Arms. | 
2x12 in. Bunker Arms. 

Berths 3 and 4 are equipped 

with 1x12 in. Cargo Arm, white products 

216 in. Cargo Arms, white products | 

2x16 in. Cargo and Bunker Arms, bit 

products 

4x16 in. Cargo Arms. 

2x12 in. Bunker Arms. 

6 in. bunker hose only. 

All Standard 150/ASA. 


Berth 10 is equipped with 
Berth 9 is equipped with 
North Pier: 


Berths 11 and 12 
Loading Arms 


3x16 in. Cargo Arms. 
2x12 in. Bunker Arms. 
116 in. Chicksan for P.C.NA. (Berth? 
4x12 in. Cargo Flanges. 
2x8 in. Bunker Flanges. 
Standard 150/ASA. 


Berths 15 and 16 
Chicksan Units 


Sea Island: 
Berths 20 and 21 
Loading Arms 


SPM: 
Berth 22 
Floating Hoses 


4x16 in. Cargo Flanges. 
2x12 in. Bunker Flanges. 
Standard 150/ASA. 


2x16 Cargo Flanges. 
1x12 in. Bunker Flanges. 

Standard 150/ASA. 
Reducers: All vessels using the Port of Mina Al-Ahmadi shou ® 
equipped with reducing spools to fit these loading connections. The) 
fittings should be in place, prior to berthing to help expedite the ves* 
turn around. 
Crude/Product Loading Rates: The following table shows the crude# 
products available at each berth and the nominal loading rates. 


Nominé 
Grade Location Rate 

(t.p.h) 
Crude Oil Sea Island 15,000 
Crude Oil North Pier 7,200 
Crude Oil South Pier 2,100 
HFO Bunkers Sea Island 750 
HFO Bunkers North Pier 500 
HFO Bunkers South Pier 500 
HFO Cargo North Pier 2,000 
HFO Cargo South Pier 2,000 
LFO Bunkers North Pier 500 
LFO Bunkers South Pier 500 


Nominal 

Grade Location Rate 
(t.p.h.) 
LFO Cargo South Pier 1,100 
A D.O. Bunkers North Pier 500 
; D.O. Bunkers South Pier 500 
Line Blend Fuel Oil South Pier 1,200 
Gas Oil South Pier 1,500 
L.S.F.O South Pier 2,600 
A.T.K. N. & S. Piers 1,500 
M.S. N. & S. Piers 1,200 
P.C.NA. N. & S. Piers 2,600 
Bulk L.P.G. South Pier 2,000 


) 
; 
1 $F.0.: Low Sulphur Fuel Oil. 
' iTK. Aviation Turbine Kerosene. 
. 4S. Motor Spirit. 
20.NA.: Petrol Chemical Naphtha. 
» op All blended cargoes containing crude oil as one of the components 
te loaded at any crude berth. 
(0.0. are in the process of installing a new metering system for 


s. 
; A 10 in. slop-line is available on all berths on North and South 
ys for reception of slops. For first 3 hours use of this facility is free, 
s seach additional hour or part thereof, a charge is made. Reception of 
sis necessarily slow and a vessel may be considerably delayed in 
} to pump slops ashore. Vessels are therefore expected to arrive 
; ecean ballast and Masters are asked to certify that all tanks and 
; shave been thoroughly washed unless “load on top” techniques are 
s sg operated. 
» S0ICAL: Patients will normally be treated at State Quarantine Clinic, 
; we doctors are on duty between 0800 — 1200 hrs. and 1500 — 
®nrs. daily. In emergencies doctors are available any time. Patients 
wring hospital treatment will be transported by Agents to either KOC 
sotal in Ahmadi or to State hospital in Kuwait. Dental treatment can 
ewranged by Agents. 
25H WATER: Fresh water is not available at Mina Al-Ahmadi. 
«sels should contact their Agents for supply from alternative sources, 
was Shuwaikh Anchorage, Shuaiba Port, etc. 
4€L: Heavy, light and diesel fuel can be supplied on all berths except 
«Sea Island, where only heavy fuel is available. There are no 
wering facilities on the Bitumen Pier. 


API Viscosity Sulphur content 
savy Fuel 15.2-15.8 2,900—3,400 4.0 or less 
ght Fuel 19.0—20.0 600 3.5 or less 
diesel Fuel 35.5-36.5 36 1.5 or less 


BRICATING OILS: The stock of marine products of BP, Shell and 
{Oil are maintained at Mina Al-Ahmadi and requests indicating the 
untities are to be made in advance. All drums are to be handled during 
sallasting or before loading. Vessels will not be allowed to load more 
~9 drums after loading unless under special circumstances and 

“ending on shipping congestion. No bulk luboil delivery service 

lable in Kuwait. 

- NSULS: Most friendly countries maintain Embassies or Consulates 

‘fuwait Town. 
WTOMS: Customs Officials will board vessels to inspect log books 
vscertain violation of Israeli Boycott Rules and seal the liquor bond 
vg stay in berth. An accurate list of alcoholic drinks in Bonded Store 
‘ys to be presented to the officials sealing the bond and the seal is 
to be broken until vessel leaves the port. 

‘ | Personal effects mainly required for personal use and not for re- 
sale or purpose of commercial gain are allowed free of duty. 
However, all other goods are subject to a 4% ad valorem duty (CIF 
value). Suppliers’ invoices and Certificate of Origin are required for 
clearance. 

| lmportation and the sale of alcoholic beverages is strictly prohibited. 
All goods for landing from tankers must be declared to boarding 
Customs Officer and necessary documentation completed. 

) \sraeli goods, goods made by companies having interest or 
branches in Israel, Israeli vessels and vessels trading with Israel 
are boycotted and not allowed entry into Kuwait. 

WIGRATION: 

Nationals of all friendly countries normally allowed to land. Israelis 
forbidden entry into Kuwait. 

Transit visas should be obtained from Kuwait Embassies and 
Consulates abroad. However, in emergencies entry visas can be 
arranged at airport. 

Transit passengers having valid connecting airline ticket to next 
port are allowed to land without visas up to 24 hours, extendable 

_ 048 hours if required. 

' Seamen of all friendly countries normally allowed to land in transit 
‘0 join vessels, without visas but on Agents guarantee. Advance 
information regarding names, nationalities, age, sex, etc. is 
fequired by Agents in order to facilitate reception and immigration 
clearance. 

N.B. Thursdays and Fridays are Company holidays. 

‘ Seamen allowed to land for hospitalisation, repatriation, transfer, 
8tc., on a written undertaking that all expenses are met by Agents 
on behalf of Owners. 

‘Passports must be valid for Kuwait for citizens of all countries. 
Slateless persons are required to have a visa before arrival in 

, Kuwait. 

. See “Visa Regulations” in “General” before first port. 

E: Kuwait State bases local time on the 45th meridian (GMT plus 
sours). This time is in force the whole year. 

pe ING: Vessels can only be stored by barge at the anchorage. When 

yh alongside at the berth, trucks can only proceed to the head of 

ant. From this point hand carts are used to the berth. No fork lifts 

*be used on the jetty. The labour force is supplied by the Ship 

““dler who also deals with the Customs Regulations. 
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DEEP WATER DEPARTURE CHANNEL: A comprehensive survey was 
carried out to determine the route of the Departure Channel for the larger 
and deep draft vessels leaving the port of Mina Al-Ahmadi in a loaded 
condition. This channel is some 28 miles in length; it extends from the 
Sea Island Terminal to Madira Reef and is marked by 21 light buoys 
and 2 light beacons, one established on Taylor Rock and the other on 
Madira Reef. In addition to the above aids, Madira Reef Light Vessel 
has been re-positioned further to the East and renamed Ahmadi to act 
as a fairway mark. Water depth in the departure channel is from 91 ft. 
to 100 ft. and above. Two shallow patches, one is about 9 miles from 
Sea Island with a minimum 91 ft. and the second is 14 miles from Sea 
Island with 92 ft. minimum water. Vessels which by reason of their draft 
are confined to this deep water channel and consequently hampered in 
their freedom to manoeuvre, will exhibit the following signals: 

(i) By day. A black cylinder 4 ft. long by 2 ft. in diameter exhibited 
where it can best be seen. 

(ii) By night. Four red lights vertically disposed spaced 3 ft. apart 
with an all round visibility of 4 miles exhibited where they can 
best be seen. 

The exhibition of these signals in no way absolves any vessel from 
taking all appropriate action to avoid collision as required by the 
International Rules and Regulations for Preventing Collisions at Sea, 
but if a deep draft vessel is in doubt that an approaching vessel is not 
giving her sufficient room to manoeuvre she should indicate such doubt 
by giving at least 5 short and rapid blasts on her whistle. 

Vessels having less draft should, when able to do so, give way to 
vessels exhibiting and sounding these signals and indicate this intention 
by giving 1 short blast followed immediately by 1 long blast on the whistle. 
Normal sound signals for vessels in sight of another should then follow. 

Anchoring and fishing are forbidden within the deep water Departure 
Channel. 

The Departure Channel is marked by the following buoys and beacons 
conforming to the |.A.L.A. “A” system: 


Number! Shape & Position Port/Starboard/ 
Letter Colour N. Lat. E. Long Character Special/Cardinal 
1 Conical G. 28° 57’ 33” 48° 46’ 18" Qk. Fl. G Starboard 
2 Can R. 28° 56' 23” = 48° 46’ 04" Int. Qk. Fl. R Port 
3 Pillar Y.B. 28° 57' 23” 48° 41’ 52” V. Qk. FI.(6) + 

L. Fl. W. 10 secs.S. Cardinal 
4 Can R. 28° 56’ 41” 48° 41’ 12" FI. R. 10 secs. Port 
5 Conical G. 28° 58' 23" 48° 39’ 00" FI. G. 5 secs. Starboard 
6 Can R. 28° 57’ 38" 48° 37' 49” Fi. R. 5 secs. Port 
7 Conical G. 29° 00’ 54” 48° 32' 59” Fi.G. 10 secs. Starboard 
8 Can R. 29°00'09" 48°32'31" FI. R.10secs. Port 
9 Conical G. 29° 00' 38” 48° 31’ 07" Fi. G. 5 secs. Starboard 
10 Pillar B.Y. 29° 00' 27" = 48°. 31’ 53”.—s«V. Qk. FL. W N. Cardinal 
1 Conical G. 29° 01’ 20” 48° 28' 52” FI.G.10 secs. Starboard 
12 Can R. 29° 00’ 22” 48° 31' 27” FI. R. 5 secs. Port 
13 Pillar Y.B. 29° 02’ 18” 48° 25' 34” V. Qk. Fl. (6)+ 

L. Fl. W. 10 secs.S. Cardinal 
14 Can R. 29° 00’ 13” 48° 30’ 51” Gp. Fl. (3) 

R. 10 secs. Port 
16 Pillar Y.B.Y 29° 05’ 27” 48° 21' 25" V. Qk. FI. (9) 

W. 10 secs. W. Cardinal 
16 Can R. 29°01' 40" 48° 26’ 38" Int. Qk. Fl. R. Port 
18 Can R. 29° 01' 46" 48° 25' 44" FI. R. 5 secs. Port 
20 Can R. 29° 01' 53” 48° 24’ 50” Gp. Fl. (3) 

R. 10 secs. Port 
22 Can R. 29° 03’ 18” 48° 22’ 53" Fi. R. 5 secs. Port 
24 Can R. 29° 05’ 05” 48° 20' 26” FI. R. 15 secs. Port 
A Spherical Y. 29° 05’ 38" 48° 11' 30” Qk. FI. Y. Special 
B Spherical Y. 29° 05’ 59” 48° 13’ 15" Qk. FI. Y. Special 
Cc Spherical Y. 29° 06’ 21” 48° 15' 00" ‘Om FLY: Special 
Taylor Rk. Beacon 29° 01’ 20" 48° 34' 33” Int. Qk. FlI.W. — 
Madira Rf. Beacon 28° 56’ 03” 48° 46’ 22" Fl. R. 5 secs. _ 
Ahmadi Light Vessel 28° 50’ 40” 48° 56’ 01” Fl. 12 secs. LVI. 
Al _ 29° 07’ 00” 48° 09’ 18” Qk. FI. Y. Special 
B1 _ 29°06’ 06" 48°09'18" Qk. FI. Y. Special 
C1 _ 29° 05’ 06” 48° 09' 18” Qk. FI. Y. Special 
MAB A2_ Buoy 29° 01' 04” 48° 11' 30" Qubiny. Sp. Mk. 
MAB B2 Buoy 29° 01' 01" 48° 10’ 20” ce oo Ee Sp. Mk. 
MAB C2 Buoy 29° 01’ 00" 48° 12' 36” OE ¥. Sp. Mk. 
Julaiya Buoy 28° 54’ 22” 48° 22' 20" Q.Fl. Y: Sp. Mk 
Shuaiba Buoy 2 29° 01’ 09” 48° 28' 48” QR. Can 
Shuaiba Buoy 4 29° 02’ 15” 48° 10’ 38" Q. R. Can 
MAA SI __ Terminal 29° 06' 48" 48° 17’ 29" FAR Sl 
MAA SPM Terminal 29° 06' 54” 48° 19’ 13” Fl. SPM 
MAB SI __ Terminal 29° 01’ 45” 48° 12’ 27" FILA. Sl 
MAB CBM Buoy 29°01'00" 48° 12'36" Q. Fly. Y. Sp. Mk. 
Medina Is. Lt. Ho. 29° 23'08" 47°59'04" ~~ FI. 5 Sec. Island 


Buoys A1, B1 and C1 mark the submarine pipeline from shore to 

North Pier Terminal (See “Plan’). 

SERVICES: To avoid delay all vessels advised to cable Agent of all 

their requirements in advance, giving full details. 

Repairs. 

(a) Ship Repair: All running repairs are undertaken through local 
contractors. 

(b) Radar/Radio and Electronic Equipment: Maintenance service of 
this equipment is available through KOTC whose engineers/ 
technicians are available for service on request. 

Supplies: Supply of chemicals, paints, spare parts and provisions are 

available through local Agents. 

Laundry: Laundry service is available on advance notice. 

Oil Inspection: An independent oil inspection service is maintained at 

Mina Al-Ahmadi by the following: E. W. Saybolt & Co., B. & R. Redwood 

Ltd., and Chas. Martin. 

Seamens' Services Centre: Situated at South Pier. Provides recreational 

facilities’ for all visiting seamen. Personnel mail service, beverages, 

snooker, toiletries, souvenirs and Walport Film Exchange service 
available. Open 0800 hrs— 2000 hrs. daily. 

Classification Societies: Lloyd’s Register of Shipping has a Resident 

Surveyor in Kuwait and maintains an office with Kuwait Maritime & 

Mercantile Co., who attend marine and non-marine work. Other societies 

have non-exclusive surveyors and their services can be obtained 

through KOTC. 

Divers: Divers’ services are available, including underwater hull cleaning 

service, through KOTC. 
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SHORE LEAVE: Ship's personnel and passengers not permitted ashore 
for any purpose whatsoever until pratique granted. All shore leave is 
contingent upon compliance with quarantine regulations and, under 
limited conditions and hours, shore leave may be granted. Masters 
should consult Agents to obtain the necessary passes. 
REGULATIONS: 

(a) Local Laws: The laws of Kuwait are in force at the Port of Mina Al- 
Ahmadi. Masters and crew members are advised for their own protection 
to abide by them. Comprehensive regulations governing the use of the 
port are promulgated in Law No. 21 of 1961. Masters of visiting vessels 
should acquaint themselves with this law. 

(b) Pollution: The State of Kuwait has stringent laws in force concerning 
the pollution of the sea by oil. For information, the following are two 
paragraphs of this law: 

Para 1, Art. 4: “A person responsible for any pollution as described 
in Articles 1 and 2 shall be punished by a fine of not less than 1,500 
and not more than 40,000 Kuwaiti Dinars. In the event of his committing 
a similar crime within a period of one year from the date of his conviction 
such a person shall be fined not less than 3,000 and not more than 
40,000 Kuwaiti Dinars, and in the event of his committing yet another 
crime within a year from the date of this last conviction he shall be 
punished by a fine of not less than 6,000 but not exceeding 40,000 
Kuwaiti Dinars. 

Para 3, Art. 6: The person responsible for pollution may suspend 
detention order against the ship on payment, as a cash guarantee, of 
40,000 Kuwaiti Dinars to the official entrusted with the execution of such 
order’. 

(c) Certificates: All vessels must comply with International Safety 
Regulations and ensure that ship’s certificates, i.e. Safety Radio, Safety 
Equipment and Load Line are valid. Facilities are available for renewal 
or extension providing proper notice is given. At least 48 hours should 
be allowed exc/uding Thursdays, Fridays or other local holidays. 

(d) Load Line Regulations are strictly enforced, vessels overloaded will 
not be allowed to sail and subject to lengthy delay awaiting suitable 
facilities for pumping ashore. No facilities for pumping cargo ashore from 
Sea Island and S.P.M. are available. 

(e) A Cargo Discharge Certificate for cargo loaded from Kuwait each 
voyage is to be presented to the Customs and Ports in Kuwait through 
the Agents within 4 months from sailing and these certificates are to be 
signed and stamped by local Customs officials and authenticated by an 
Arab Embassy or Consulate in the country of discharge. 

PORT TAX: Introduced by the State of Kuwait at the rate of 45.25 fils 
(KD. 0.4525) calculated on ship's g.r.t. and outward clearance is subject 
to payment of their dues before departure. 

Declaration of g.r.t. and n.r.t. details essential to avoid overcharge. 
AUTHORITY: Kuwait Oil Company (K.S.C.), P.O.Box 9758, Ahmadi- 
61008, Kuwait. Te/: Kuwait 3261558, 3262268. Telex: 44233 KT, 44293 
KT. Cables: Kuoco Kuwait. FAX: 3262265. Contact: Captain A.M. 
Salem, General Superintendent, Marine and Export Operations 
Department. 


AGENT: For all tankers loading/discharging or sundry errands on a sole 
agency basis. Address: Kuwait Oil Tanker S.A.K. (Agency Branch), P.O. 
Box Fahaheel No. 7055, Kuwait. Telex: 4201, 4202. A/B Minatank Kwt. 
Tel. 911753/5; 911758/9; 911811. Cables: “Minatank Kuwait”. 

KOTC Agency is also connected with direct short range telephone 
VHF system and continuous watch is maintained on Channel 16. 
Working channels are and can be reached by calling “Minatank”. 
Channel 16, calling only. Channel 26, Agency Working. Channel 27, 
Agency Working. 


MINA SAUD (Mina Al Zoor): 28.45 N. 48.24 E. 
(See Plan) 


OPERATORS: Mina Saud Marine Terminal operated by Getty Oil 
Company, a subsidiary of Texaco. (hereinafter referred to as the 
Company). Weather and other circumstances permitting, ships will be 
loaded, moored and unmoored at all hours of the day, 7 days a week. 
Company representatives available at all times to discuss with Master 
any problems affecting vessel turnaround. 

LOCATION: Mina Saud located just South of Ras Az Zaur approximately 
23 miles 244° from Madira Light Vessel. Terminal connected to field and 
production centre at Wafra, 31 miles to N.W., by 16 in., and 10 in. oil 
pipe-lines, and 8 in. gas line. 

The most conspicuous object at the terminal is the refinery flare, in 
position Lat. 28° 44’ 13” N., Long. 48° 23’ 19” E. Other objects 
conspicuous to the navigator: Ras Al Zour Beacon: Lat. 28° 44’ 48" N., 
Long. 48° 24' 16” E. A 35 ft. high frame exhibiting 1 flash every 5 secs. 

A conspicuous power station/desalination plant close South of the 
terminal with two chimneys 192 m. high in position Lat. 28° 42' 21" N., 
Long. 48° 22’ 30” E. 

FLAG: All vessels required to fly Kuwait flag at foremast during daylight 
hours. Flags may be obtained from Agents. 

APPROACHES: Vessels on passage direct to Mina Saud up Gulf should 
pass about 1 mile South of Madira Reef Light Vessel, thence make good 
a course of 242° to an anchorage off Mina Saud in 17 m. 
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DOCUMENTS: 

Ship's Manifest. 

Bill of Health. 

Crew List. 

Clearance from Last Port. 

Passengers Manifest, if any. 

Stores List. 

Bonded Stores List. 

Agents are responsible for presentation of Oil Discharging C 
to Customs Authorities as guaranteed by them. All cargo Gischay 
certificates duly attested by Arab Consulate to be sent to the Age: 
directly. 

Cargo documentation carried out by Terminal. Masters will Ores 

assist Terminal Staff hy prompt provision of ship's tank ullages » 
completion of loading. Normal practice is for Master to SIQN big 
documents during loading in order to save time on departure. ( 
the Master desire, he may protect Owners interest by issuing a Prove 
letter at time of signing blank documents. This letter can be Fescing: 
if document figures are acceptable.) 
PILOTAGE: Vessels boarded by Mooring Master either on approach, 
at anchorage. Mooring Masters are Licensed Masters Foreign Goi, 
They act in an advisory capacity to Master and have expert knowles 
of local conditions. 

Mooring Master will pilot the vessel into the berth, supervise » 
mooring and unmooring, and advise Master with respect to » 
connecting and disconnecting submarine hose. A ship's deck off, 
must be on the bridge at all times while ship is manoeuvring, and dé 
officer must direct ship's crew in all hose handling. During lo 
operations Mooring Master will act as Company's representative | 
shore crew of 5 persons handle ropes to and from buoys during berth 
and unberthing. : 

The same crew connect/disconnect hoses and remain on bo» 
throughout loading. 


ANCHORAGES: Centre of the recommended anchorage area js: 
position 090° from Flare 4.3 miles, which has good holding ground yw 
mud and sand bottom. 

Prohibited anchorage area defined as follows: beginning at refine 
flare 060° 3.5 miles thence 180° 1.75 miles thence 270° 3.0 miles: 
refinery flare. 


MAX. SIZE: 
Guidance for Maximum Dimensions: 
Berth No. 1 Berth No. 2 
LOA 800 ft. 1200 ft.tt 
Beam No limit No limit 
Max. Sailing Draft 41 ft. 52 ft. (56 ft’) 
Max. d.w.t. (for full cargo) approx. 
50,000t approx. 140,00) 
Min. depth in berth 43.6 ft. 55.8 ft. 
(48.5 ft. on 
inshore bar) 
Min. depth on exit route 43.6 ft. 53.8 ft. 


*Tidal loading to 56 ft. allowed in suitable conditions. 

tLarger vessels (up to 370,000 d.w.t.) are allowed for part cargo’ 
bunkers providing other parameters are satisfied. 

ttLimiting parameter is maximum distance stern to manifold of 600! 


HEALTH: Vessels calling at Mina Saud are requested to include® 
following information. 

(1) Name of vessel. 

(2) Last port of call. 

(3) Health condition of crew. 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique or details or any cases or suspec® 

cases of infectious diseases during the last four weeks. 

Free Pratique will be considered at the discretion of the Quarantt 
Officer and vessel must hoist the yellow flag unless informed by Ag 
or Harbour Control that Free Pratique has been granted. 


RADIO/VHF: Communications: Messages should either be tele 
direct (Telex: 23074 Kt, Fax: 3950126) or by cable via Kuwait Ra® 
(call sign 9KK on 500 kHz) for onward transmission to Gettymar We 
Al Zour (Mina Saud). 

Kuwait Radio transmits traffic lists on 450 kHz at 25 minutes © 
every even hour and on 8525 kHz and 12895 kHz at 35 minutes ® 
every odd hour. 

VHF Service maintained by Mina Saud Marine. Listening on Cha 
16 (156.8 MHz). Operating hours: Continuous 24 hours a day, 7@ 
per week. 

Masters are requested to advise ETA 72 hours before arrival 
Saud, and to confirm this when 48 hours and 24 hours distant from the ** 

It will assist if the following information is passed to “Gettymarl#* 
Saud” before vessel's arrival. 

Bunker fuel requirements in metric tons or U.S. bbls. at 60° F 

Cargo requirements in long tons or U.S. bbls. at 60° F. 

Confirmation that only clean ballast is to be discharged and expe® 

deballasting time. 

Confirmation that ballast and pipe-lines are clean, 2 ropes of ® 

and both anchors forward and 9 synthetic ropes or wires availate 
Arrival draft fore and aft, expected sailing draft fore and a 4 

When berthed at Mina Saud contact with the shore is maintain” 
VHF R/T portable units supplied by the Company. 

TUGS: Two tugs are available to assist berthing and unberthing ® 
to stand-by for emergencies while vessels are in berth. 

Tug charges of 160 KD. per tug, per hour or part thereof based # 
hours of actual usage when made fast or standing by ready to 
the vessel e.g. during berthing/unberthing operations. (whilst ve* 
in the berth and throughout deballasting/loading operations. 
tug charges will be levied if called to assist, e.g. tug(s) called oe 
vessel to remain in berth in the event of bad weather or for any 
reasons concerning safety). 


NESS: Notice of Readiness will be received by Company within 
ves of Charter Party or Contract when known, otherwise during 
“sary business hours, which shall be between 0700 hrs. and 1800 hrs. 
.g time except on Fridays and Public Holidays. 

yytime to commence 6 hours after time of acceptance or upon 
_mencement of loading, whichever occurs first, except that when 
we of Readiness received before 1600 hrs. local time the 6 hours 
«i be continuous, but if received after 1600 hrs. then such 6 hours 
«i pe daylight hours, daylight hours for such purpose being between 

7 gu and 1800 hrs. local time. 

* “satter giving Notice of Readiness, vessel is delayed in getting into 

tS yoor in loading, such delay shall not count as used laytime unless 

shall be due to default of Company. On completion of loading, 

N wme shall cease upon disconnecting cargo hoses. 

* “sould Company Mooring Master be handed a Notice of Readiness 

* Jolbusiness hours and before commencement of loading he will note 

c 5 Received” at that time, for acceptance by the Company at earliest 

* ommencement of business hours, or at time of commencement of 

whichever shall be first. 

‘Notice of Readiness given after latest accepted nominated lifting 

* 4 \aytime shall not commence before commencement of loading. 

) yLAST: Vessels must have enough clean ballast to permit safe 

* _euvring under any conditions. All vessels, particularly VLCCs must 

«n ballast during early stages of loading and discharge ballast as 

wessary during latter stages of loading. 

yooring Master will advise when ballast discharge may commence. 

section of ship's tanks for suitability to receive cargo carried out by 

gorng Master or by qualified petroleum inspectors if required. 

#AR: For handling 2x10 in. strings of hoses ship's derrick should 

»eaminimum safe working load of at least 5 tons. Outreach overside 

gould be at least 5 ft. 

7 diengths of 1 in. diameter good quality rope each of 20 fathoms in 
eg should be available for use as slip ropes for flexible hoses. 
feducers should be available for connection of hoses to ship's 

. snfold and to ship's bunker line connection. 

» (Company provides snub lines of manila and wire rope for hanging off 
988 

) the event that ship's derrick gear is inadequate for loads required, 

© \work barge can be made available. Charge for this barge, including 

ystoning and personnel, is equivalent of 250 U.S. Dollars per hour 
zprOx.). 

#RTHING: There are 2 loading berths, each conventional multi-buoy 

worings which are connected by a 20 in. submarine line for fuel or 

nde and a 12 in. submarine line for naphtha. Each berth has a 10 in. 
we for fuel or crude and a 10 in. hose for naphtha. 

vessels taking bunkers will use fuel cargo hose before or after loading 

wgo. Manifolds should be prepared with 10 in. 150 ASA standard 

mnections. 

The outer berth, 073° — 2.6 miles from refinery flare, is equipped to 

xevessels of up to approx. 140,000 d.w.t. for full cargo. Larger vessels 

™ be accommodated for bunkering only or part cargo. Max. draft 
towed is 52 ft. In exceptional circumstances tidal loading to 56 ft. is 
towed, See Appendix below. 


— 


‘pendix A. Mina Saud Tidal Loading Procedure, December 1975: 
; ‘suming 1,000 ft. ship has berthed. Starboard anchor between 150 ft. 
© 300 ft. South of starboard anchor marker and one ship's length 
'000 ft.) inside, (Course made good 270°T). Starboard anchor ranged 
‘mg bottom and port anchor let go when 11 — 12 shackles out on 
teboard. i.e. 1,000 ft. West of starboard (allowing for slack). Vessel 
tuld be in berth with between 8 — 10 shackles on each anchor. 
When letting go at HW with ebb tide and heaving port anchor. Vessel 
‘ould manage to remain in at least 16.4 m. charted depth, heading 
Sout 340°T with stern in line with, or to seaward, of manifold marker 


doy 

Every effort should be made to pick up port anchor without slacking 

®much on starboard anchor. Ideally, last shot of port cable is dragged 

‘me whilst starboard cable is fairly tight, so that when port anchor is 

¢ ™igh vessel swings to starboard and presents her port side to the 

¢ “thus regaining a mid berth position. (Sometimes necessary to put 

2 *gnes ahead in order to clear manifold marker hose buoys). 

Pilot should endeavour to have vessel heading North when starboard 
| hor is aweigh. Vessel should then steam North or slightly West of 
# “thin order to maintain a distance of approx. 1,000 ft. from starboard 

*sor marker buoy. Vessel should start turn to starboard (bearing in 
» “Webb tide) when abeam of starboard anchor marker buoy, and 
s “avour to turn on radius of about 1,000 ft. with starboard anchor 

“ker buoy at centre. A course of 066°T should be made good until 
2 “water is reached. If this procedure is followed, the minimum depth 
: "uid be not less than 16.4 m. (chart datum). 

@ “16.4 m. exists in berth and on exit channel. Close attention must 
*paid to vessel's position, as depths of less than 16 m. are in close 
*ximity to exit channel. 

./®ssel should finish loading cargo or bunkers at least 3 hours before 
d " thus ensuring maximum height of tide for bottom clearance plus 

“ng tide for easier control. (Ebb tide usually commences 2 hours 
s ¥ore HW). See “Tides”. 

‘ ‘84m. must be reckoned governing depth. 
véloulate thus: 16.4 + height of tide then subtract 1 m. Result will be 

Be allowable draft (only if weather conditions are ideal). 


0 164 m. 
* 1.8 m. height of tide 
_ 


i 18.2 m. 

~ 1.0 m. clearance 

~~” 

! 17.2 m. allowable draft (56 ft. 5 in.) 

_.Must be borne in mind that mentioned clearances are the absolute 
um that can be tolerated in ideal conditions. 


~ ee 


KUWAIT 


Seismic survey indicates feasibility of dredging or burying pipe-lines 
should it ever be necessary and also indicates good anchor holding 
power potential throughout area. End of appendix. 


The inner berth, 073° — 2.0 miles from refinery flare, has a minimum 
depth of 44 ft. at LLW and can accommodate vessels up to 800 ft. in 
length. Max. draft allowed is 41 ft. 


MOORING: (a) Port is an open roadstead and ships must be prepared 
to use main engines, unmoor and leave at any time. 

(b) Mooring and unmooring carried out during day or night, as 
required. Except mooring at Berth No. 1, during daylight only. 

(c) Vessels moored to ebb tide stream at both inner and outer berths. 

Resilience in mooring achieved by weight of clump anchor and 
catenary of chain cable. Remotely operated quick release hooks connect 
ship's ropes to the buoy. (At outer berth (No. 2) only.) 

(d) Both port and starboard anchors should be lowered clear of hawse 
pipes and ready for instant letting-go from brakes. 

Spar buoys established to mark starboard and port anchor dropping 
positions. 

(e) 9 good quality synthetic ropes (or wires for VLCCs) should be 
flaked ready for running from the stern. After anchoring, as vessel 
proceeds astern in berth, quarter lines are run by Company launch and 
secured to quick release hooks on quarter buoys. 2 Lines are then run 
to No. 5 buoy on the Port Bow. 

(f) When securely moored in correct position for handling hoses, each 
anchor should have about 8 shackles out and it is advisable that tankers 
using these submarine berths be provided with not less than 10x15 
fathom lengths of cable on each anchor. 

(g) Masters are requested to ensure that power to deck machinery 
and sufficient seamen to operate it are immediately available at all times 
when in berth. 

LOADING: Submarine line marked by permanent red coloured buoy at 
each berth, and marker buoys fitted to all hoses. 

Recovery of flexible hoses is by fleeting with ship’s tackle making use 
of beckets fitted to recovery chain. 

“Ship’s Stop” is invariable rule except in an emergency. Ship must 
give reasonable stand-by time to Mooring Master, 15 to 20 minutes, to 
alert Terminal staff on shore for closing valves. 

Loading rate at present averages 1,500 t.p.h. (Max. 2,000 t.p.h.) 
MEDICAL: In emergency only. For normal cases, Agent arranges visit 
to Port Health Doctor. 

FRESH WATER: Not available. 

FUEL: Bunker fuel (Max. 1500 secs Redwood No. 1 equivalent to 
180 Cst.) at loading berths through 12 in. submarine line with single 
10 in. flexible hose, at Berth No. 1, and 10 in. hose at Berth No. 2. 
FIRE PRECAUTIONS: Masters are responsible for enforcing “No 
Smoking” regulations for their vessels and Mooring Master will stop 
loading if he considers them to be inadequate or if they are not being 
obeyed. Smoking in Company craft in the berths is forbidden. 
CONSULS: See ‘‘Kuwait.” 

REPAIRS: Repair facilities are available. Fully qualified divers are 
available from Terminal. Underwater cutting gear, welding equipment 
and a full range of underwater tools are available. 

Services of divers and equipment are available at rates to be arranged 
for the job and agreed by Superintendent of Marine and Terminal 
Operations, Mina Saud. 

Repairs to main engines must not be carried out in the berth without 
permission of Superintendent of Marine and Terminal Operations. 
Normally vessels requiring to immobilise engines will be anchored well 
clear of other ships. 

CUSTOMS: Alcoholic beverages strictly prohibited to be held out of 
bond. 

It is important to remind Owners and Masters that all goods, either 
landed or embarked, must be cleared by Agent through local Kuwait 
Government Customs. 

Import of firearms and ammunition forbidden. 

REPATRIATION: Crew changes normally effected through Kuwait. 

Also see “Visa Regulations” in “General” before first port. 

TIME: GMT plus 3 hours. Permanent. 

WEATHER: In Summer months of June, July and August light to 
moderate Northerly and North-westerly winds are general rule at Mina 
Saud. Occasional strong N.W. winds of Gale force. Strength and 
duration governed by strength of S.W. monsoon blowing outside the 
Gulf. 

During Autumn and early Winter months fine weather is generally 
experienced associated with moderate N.E. monsoon prevailing outside 
the Gulf. Occasional ‘Shamals’ (N.W. winds) occur. 

In late Winter period and Spring, strong S.E. winds with moderately 

heavy seas frequently experienced at Mina Saud. These are due to 
approach of low pressure systems from Atlantic and Mediterranean Sea 
spreading Eastwards across Levant and Iraq. Extremely violent local 
storms sometimes occur without warning especially at change of 
seasons. These disturbances sometimes attain hurricane force and are 
accompanied by erratic changes in wind direction and poor visibility due 
to suspended sand. 
TIDES: Tide cycle is combination of diurnal and semi-diurnal tides giving 
a Higher High, Lower High, Higher Low and Lower Low Waters during 
a 24 hour period. Range of tide is average 7.5 ft. at Springs and 5 ft. at 
Neaps. 

Commencement of ebb stream (direction 190°) after HW may be taken 
as 2 hours before predicted time of HW at Mina Saud published in 
Admiralty Tide Tables. 

Main direction of flood and ebb streams are 010° and 190° 
respectively. Direction is extremely variable between LHW and HLW 
period. Average direction during this period about 045°. 

Tide heights are affected by meteorological conditions and could vary 
by more than 3 ft. from predicted heights in extreme circumstances. 
Times of high and low water may also be considerably affected. 

The Mooring Masters have access to information from the Marine 
Meteorological Station at Mina Saud. 
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SHORE LEAVE: Ship's personnel and passengers not permitted ashore 
for any purpose whatsoever until pratique granted. All shore leave is 
contingent upon compliance with quarantine regulations and, under 
limited conditions and hours, shore leave may be granted. Masters 
should consult Agents to obtain the necessary passes. 
REGULATIONS: 

(a) Local Laws: The laws of Kuwait are in force at the Port of Mina Al- 
Ahmadi. Masters and crew members are advised for their own protection 
to abide by them. Comprehensive regulations governing the use of the 
port are promulgated in Law No. 21 of 1961. Masters of visiting vessels 
should acquaint themselves with this law. 

(b) Pollution: The State of Kuwait has stringent laws in force concerning 
the pollution of the sea by oil. For information, the following are two 
paragraphs of this law: 

Para 1, Art. 4: “A person responsible for any pollution as described 
in Articles 1 and 2 shall be punished by a fine of not less than 1,500 
and not more than 40,000 Kuwaiti Dinars. In the event of his committing 
a similar crime within a period of one year from the date of his conviction 
such a person shall be fined not less than 3,000 and not more than 
40,000 Kuwaiti Dinars, and in the event of his committing yet another 
crime within a year from the date of this last conviction he shall be 
punished by a fine of not less than 6,000 but not exceeding 40,000 
Kuwaiti Dinars. 

Para 3, Art. 6: The person responsible for pollution may suspend 
detention order against the ship on payment, as a cash guarantee, of 
40,000 Kuwaiti Dinars to the official entrusted with the execution of such 
order”. 

(c) Certificates: All vessels must comply with International Safety 
Regulations and ensure that ship's certificates, i.e. Safety Radio, Safety 
Equipment and Load Line are valid. Facilities are available for renewal 
or extension providing proper notice is given. At least 48 hours should 
be allowed excluding Thursdays, Fridays or other local holidays. 

(d) Load Line Regulations are strictly enforced, vessels overloaded will 
not be allowed to sail and subject to lengthy delay awaiting suitable 
facilities for pumping ashore. No facilities for pumping cargo ashore from 
Sea Island and S.P.M. are available. 

(e) A Cargo Discharge Certificate for cargo loaded from Kuwait each 
voyage is to be presented to the Customs and Ports in Kuwait through 
the Agents within 4 months from sailing and these certificates are to be 
signed and stamped by local Customs officials and authenticated by an 
Arab Embassy or Consulate in the country of discharge. 

PORT TAX: Introduced by the State of Kuwait at the rate of 45.25 fils 
(KD. 0.4525) calculated on ship's g.r.t. and outward clearance is subject 
to payment of their dues before departure. 

Declaration of g.r.t. and n.r.t. details essential to avoid overcharge. 
AUTHORITY: Kuwait Oil Company (K.S.C.), P.O.Box 9758, Ahmadi- 
61008, Kuwait. Te/: Kuwait 3261558, 3262268. Telex: 44233 KT, 44293 
KT. Cables: Kuoco Kuwait. FAX: 3262265. Contact: Captain A.M. 
Salem, General Superintendent, Marine and Export Operations 
Department. 


AGENT: For all tankers loading/discharging or sundry errands on a sole 
agency basis. Address: Kuwait Oil Tanker S.A.K. (Agency Branch), P.O. 
Box Fahaheel No. 7055, Kuwait. Telex: 4201, 4202. A/B Minatank Kwt. 
Tel. 911753/5; 911758/9; 911811. Cables: ‘“Minatank Kuwait”. 

KOTC Agency is also connected with direct short range telephone 
VHF system and continuous watch is maintained on Channel 16. 
Working channels are and can be reached by calling “Minatank”’. 
Channel 16, calling only. Channel 26, Agency Working. Channel 27, 
Agency Working. 


MINA SAUD (Mina Al Zoor): 28.45 N. 48.24 E. 
(See Plan) 


OPERATORS: Mina Saud Marine Terminal operated by Getty Oil 
Company, a subsidiary of Texaco. (hereinafter referred to as the 
Company). Weather and other circumstances permitting, ships will be 
loaded, moored and unmoored at all hours of the day, 7 days a week. 
Company representatives available at all times to discuss with Master 
any problems affecting vessel turnaround. 

LOCATION: Mina Saud located just South of Ras Az Zaur approximately 
23 miles 244° from Madira Light Vessel. Terminal connected to field and 
production centre at Wafra, 31 miles to N.W., by 16 in., and 10 in. oil 
pipe-lines, and 8 in. gas line. 

The most conspicuous object at the terminal is the refinery flare, in 
position Lat. 28° 44’ 13” N., Long. 48° 23’ 19” E. Other objects 
conspicuous to the navigator: Ras Al Zour Beacon: Lat. 28° 44’ 48” N., 
Long. 48° 24' 16” E. A 35 ft. high frame exhibiting 1 flash every 5 secs. 

A conspicuous power station/desalination plant close South of the 
terminal with two chimneys 192 m. high in position Lat. 28° 42’ 21" N., 
Long. 48° 22’ 30” E. 

FLAG: All vessels required to fly Kuwait flag at foremast during daylight 
hours. Flags may be obtained from Agents. 

APPROACHES: Vessels on passage direct to Mina Saud up Gulf should 
pass about 1 mile South of Madira Reef Light Vessel, thence make good 
a course of 242° to an anchorage off Mina Saud in 17 m. 
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DOCUMENTS: 

Ship's Manifest. 

Bill of Health. 

Crew List. 

Clearance from Last Port. 

Passengers Manifest, if any. 

Stores List. 

Bonded Stores List. 

Agents are responsible for presentation of Oil Discharging C 
to Customs Authorities as guaranteed by them. All cargo Gischay 
ri! duly attested by Arab Consulate to be sent to the Age: 

irectly. 

Cargo documentation carried out by Terminal. Masters will Qrea 

assist Terminal Staff by prompt provision of ship's tank ullages » 
completion of loading. Normal practice is for Master to SIQN bi 
documents during loading in order to save time on departure. ( 
the Master desire, he may protect Owners interest by issuing a Prot 
letter at time of signing blank documents. This ietter can be rescing: 
if document figures are acceptable.) 
PILOTAGE: Vessels boarded by Mooring Master either on Approachy 
at anchorage. Mooring Masters are Licensed Masters Foreign Goin 
They act in an advisory capacity to Master and have expert knowledy 
of local conditions. 

Mooring Master will pilot the vessel into the berth, supervise » 
mooring and unmooring, and advise Master with respect to » 
connecting and disconnecting submarine hose. A ship's deck off, 
must be on the bridge at all times while ship is manoeuvring, and de 
officer must direct ship's crew in all hose handling. During load 
operations Mooring Master will act as Company's representative. 
shore crew of 5 persons handle ropes to and from buoys during bert 
and unberthing. i 

The same crew connect/disconnect hoses and remain on bo» 
throughout loading. 


ANCHORAGES: Centre of the recommended anchorage area &: 
position 090° from Flare 4.3 miles, which has good holding ground 
mud and sand bottom. 

Prohibited anchorage area defined as follows: beginning at refine 
flare 060° 3.5 miles thence 180° 1.75 miles thence 270° 3.0 miles: 
refinery flare. 


MAX. SIZE: 
Guidance for Maximum Dimensions: 
Berth No. 1 Berth No.2 
LOA 800 ft. 1200 ft.tt 
Beam No limit No limit 
Max. Sailing Draft 41 ft. 52 ft. (56 ft’) 
Max. d.w.t. (for full cargo) approx. 
50,000t approx. 140,000 
Min. depth in berth 43.6 ft. 55.8 ft. 
(48.5 ft. on 
inshore bat) 
Min. depth on exit route 43.6 ft. 53.8 ft. 


“Tidal loading to 56 ft. allowed in suitable conditions. 

tLarger vessels (up to 370,000 d.w.t.) are allowed for part cargo’ 
bunkers providing other parameters are satisfied. 

ttLimiting parameter is maximum distance stern to manifold of 600! 


HEALTH: Vessels calling at Mina Saud are requested to include 
following information. 

(1) Name of vessel. 

(2) Last port of call. 

(3) Health condition of crew. 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique or details or any cases or suspect 

cases of infectious diseases during the last four weeks. 

Free Pratique will be considered at the discretion of the Quarant 
Officer and vessel must hoist the yellow flag unless informed by Ag 
or Harbour Control that Free Pratique has been granted. 


RADIO/VHF: Communications: Messages should either be tele® 
direct (Telex: 23074 Kt, Fax: 3950126) or by cable via Kuwait Rat 
(call sign 9KK on 500 kHz) for onward transmission to Gettymar M® 
Al Zour (Mina Saud). 

Kuwait Radio transmits traffic lists on 450 kHz at 25 minutes ® 
every even hour and on 8525 kHz and 12895 kHz at 35 minutes @ 
every odd hour. 

VHF Service maintained by Mina Saud Marine. Listening on Chait 
16 (156.8 MHz). Operating hours: Continuous 24 hours a day, 7 @% 
per week. 

Masters are requested to advise ETA 72 hours before arrival 
Saud, and to confirm this when 48 hours and 24 hours distant from the 
It will assist if the following information is passed to “Gettymar 

Saud” before vessel's arrival. 

Bunker fuel requirements in metric tons or U.S. bbls. at 60° F. 

Cargo requirements in long tons or U.S. bbls. at 60° F. 

Confirmation that only clean ballast is to be discharged and expe 

deballasting time. 

Confirmation that ballast and pipe-lines are clean, 2 ropes of ¥* 

and both anchors forward and 9 synthetic ropes or wires available ® 
Arrival draft fore and aft, expected sailing draft fore and at q 

When berthed at Mina Saud contact with the shore is maintain’ 
VHF R’T portable units supplied by the Company. 

TUGS: Two tugs are available to assist berthing and unberthing ® 
to stand-by for emergencies while vessels are in berth. 

Tug charges of 160 KD. per tug, per hour or part thereof based # 
hours of actual usage when made fast or standing by ready t0® 
the vessel e.g. during berthing/unberthing operations. (whilst ves* 
in the berth and throughout deballasting/loading operations. 
tug charges will be levied if called to assist, e.g. tug(s) called 10 
vessel to remain in berth in the event of bad weather or for any 
reasons concerning safety). 
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NESS: Notice of Readiness will be received by Company within 
vs of Charter Party or Contract when known, otherwise during 
weary business hours, which shall be between 0700 hrs. and 1800 hrs. 
sme except on Fridays and Public Holidays. 
yime to commence 6 hours after time of acceptance or upon 
emencement of loading, whichever occurs first, except that when 
we of Readiness received before 1600 hrs. local time the 6 hours 
ibe continuous, but if received after 1600 hrs. then such 6 hours 
ibe daylight hours, daylight hours for such purpose being between 

* and 1800 hrs. local time. 
satter giving Notice of Readiness, vessel is delayed in getting into 
* or in loading, such delay shall not count as used laytime unless 
shall be due to default of Company. On completion of loading, 
me shall cease upon disconnecting cargo hoses. 
sould Company Mooring Master be handed a Notice of Readiness 
yolbusiness hours and before commencement of loading he will note 
ss Received” at that time, for acceptance by the Company at earliest 
smmencement of business hours, or at time of commencement of 
ging, whichever shall be first. 
‘Notice of Readiness given after latest accepted nominated lifting 
' 2 \aytime shall not commence before commencement of loading. 
} WILAST: Vessels must have enough clean ballast to permit safe 
® “soeuvring under any conditions. All vessels, particularly VLCCs must 
en ballast during early stages of loading and discharge ballast as 
wessary during latter stages of loading. 
yooring Master will advise when ballast discharge may commence. 
sgection of ship's tanks for suitability to receive cargo carried out by 
oing Master or by qualified petroleum inspectors if required. 
gAR: For handling 2x10 in. strings of hoses ship's derrick should 
»eaminimum safe working load of at least 5 tons. Outreach overside 
suid be at least 5 ft. 
diengths of 1 in. diameter good quality rope each of 20 fathoms in 
egh should be available for use as slip ropes for flexible hoses. 
feducers should be available for connection of hoses to ship's 
wfold and to ship's bunker line connection. 
) Company provides snub lines of manila and wire rope for hanging off 
mses 
nthe event that ship's derrick gear is inadequate for loads required, 
jork barge can be made available. Charge for this barge, including 
ystioning and personnel, is equivalent of 250 U.S. Dollars per hour 
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=pr0x.). 
EATHING: There are 2 loading berths, each conventional multi-buoy 
mings which are connected by a 20 in. submarine line for fuel or 
me and a 12 in. submarine line for naphtha. Each berth has a 10 in. 
we for fuel or crude and a 10 in. hose for naphtha. 

/essels taking bunkers will use fuel cargo hose before or after loading 
wo. Manifolds should be prepared with 10 in. 150 ASA standard 
mnections. 

The outer berth, 073° — 2.6 miles from refinery flare, is equipped to 
wevessels of up to approx. 140,000 d.w.t. for full cargo. Larger vessels 
mbe accommodated for bunkering only or part cargo. Max. draft 
‘owed is 52 ft. In exceptional circumstances tidal loading to 56 ft. is 
towed. See Appendix below. 


‘pendix A. Mina Saud Tidal Loading Procedure, December 1975: 
‘suming 1,000 ft. ship has berthed. Starboard anchor between 150 ft. 
300 ft. South of starboard anchor marker and one ship's length 
000 ft.) inside, (Course made good 270°T). Starboard anchor ranged 
%g bottom and port anchor let go when 11 — 12 shackles out on 
anoard. i.e. 1,000 ft. West of starboard (allowing for slack). Vessel 
md be in berth with between 8 — 10 shackles on each anchor. 

When letting go at HW with ebb tide and heaving port anchor. Vessel 
‘wld manage to remain in at least 16.4 m. charted depth, heading 
tout 340°T with stern in line with, or to seaward, of manifold marker 
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wy. 
Svery effort should be made to pick up port anchor without slacking 
®much on starboard anchor. Ideally, last shot of port cable is dragged 
‘me whilst starboard cable is fairly tight, so that when port anchor is 
{ "igh vessel swings to starboard and presents her port side to the 
» ® thus regaining a mid berth position. (Sometimes necessary to put 
2 *gnes ahead in order to clear manifold marker hose buoys). 

‘lot should endeavour to have vessel heading North when starboard 
“hor is aweigh. Vessel should then steam North or slightly West of 
{ “thin order to maintain a distance of approx. 1,000 ft. from starboard 
‘or marker buoy. Vessel should start turn to starboard (bearing in 
“ebb tide) when abeam of starboard anchor marker buoy, and 
“®avour to turn on radius of about 1,000 ft. with starboard anchor 
“ker buoy at centre. A course of 066°T should be made good until 
s “water is reached. If this procedure is followed, the minimum depth 

"ould be not less than 16.4 m. (chart datum). 

s “16.4 m. exists in berth and on exit channel. Close attention must 
*paid to vessel's position, as depths of less than 16 m. are in close 
*xmity to exit channel. 

,|®ssel should finish loading cargo or bunkers at least 3 hours before 
ba thus ensuring maximum height of tide for bottom clearance plus 
“Sng tide for easier control. (Ebb tide usually commences 2 hours 
"ore HW). See “Tides”. 

54m. must be reckoned governing depth. 

aculate thus: 16.4 + height of tide then subtract 1 m. Result will be 
re allowable draft (only if weather conditions are ideal). 


16.4 m. 
* 1.8m. height of tide 


u ~~ 

! 182m. 

~ 1.0 m. clearance 
—_— 
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‘i m. allowable draft (56 ft. 5 in.) 
gust be borne in mind that mentioned clearances are the absolute 
um that can be tolerated in ideal conditions. 
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KUWAIT 


Seismic survey indicates feasibility of dredging or burying pipe-lines 
should it ever be necessary and also indicates good anchor holding 
power potential throughout area. End of appendix. 


The inner berth, 073° — 2.0 miles from refinery flare, has a minimum 
depth of 44 ft. at LLW and can accommodate vessels up to 800 ft. in 
length. Max. draft allowed is 41 ft. 


MOORING: (a) Port is an open roadstead and ships must be prepared 
to use main engines, unmoor and leave at any time. 

(b) Mooring and unmooring carried out during day or night, as 
required. Except mooring at Berth No. 1, during daylight only. 

(c) Vessels moored to ebb tide stream at both inner and outer berths. 

Resilience in mooring achieved by weight of clump anchor and 
catenary of chain cable. Remotely operated quick release hooks connect 
ship's ropes to the buoy. (At outer berth (No. 2) only.) 

(d) Both port and starboard anchors should be lowered clear of hawse 
pipes and ready for instant letting-go from brakes. 

Spar buoys established to mark starboard and port anchor dropping 
positions. 

(e) 9 good quality synthetic ropes (or wires for VLCCs) should be 
flaked ready for running from the stern. After anchoring, as vessel 
proceeds astern in berth, quarter lines are run by Company launch and 
secured to quick release hooks on quarter buoys. 2 Lines are then run 
to No. 5 buoy on the Port Bow. 

(f) When securely moored in correct position for handling hoses, each 
anchor should have about 8 shackles out and it is advisable that tankers 
using these submarine berths be provided with not less than 10x15 
fathom lengths of cable on each anchor. 

(g) Masters are requested to ensure that power to deck machinery 
and sufficient seamen to operate it are immediately available at all times 
when in berth. 

LOADING: Submarine line marked by permanent red coloured buoy at 
each berth, and marker buoys fitted to all hoses. 

Recovery of flexible hoses is by fleeting with ship’s tackle making use 
of beckets fitted to recovery chain. 

“Ship's Stop” is invariable rule except in an emergency. Ship must 
give reasonable stand-by time to Mooring Master, 15 to 20 minutes, to 
alert Terminal staff on shore for closing valves. 

Loading rate at present averages 1,500 t.p.h. (Max. 2,000 t.p.h.) 
MEDICAL: In emergency only. For normal cases, Agent arranges visit 
to Port Health Doctor. 

FRESH WATER: Not available. 

FUEL: Bunker fuel (Max. 1500 secs Redwood No. 1 equivalent to 
180 Cst.) at loading berths through 12 in. submarine line with single 
10 in. flexible hose, at Berth No. 1, and 10 in. hose at Berth No. 2. 
FIRE PRECAUTIONS: Masters are responsible for enforcing “No 
Smoking” regulations for their vessels and Mooring Master will stop 
loading if he considers them to be inadequate or if they are not being 
obeyed. Smoking in Company craft in the berths is forbidden. 
CONSULS: See ‘‘Kuwait.” 

REPAIRS: Repair facilities are available. Fully qualified divers are 
available from Terminal. Underwater cutting gear, welding equipment 
and a full range of underwater tools are available. 

Services of divers and equipment are available at rates to be arranged 
for the job and agreed by Superintendent of Marine and Terminal 
Operations, Mina Saud. 

Repairs to main engines must not be carried out in the berth without 
permission of Superintendent of Marine and Terminal Operations. 
Normally vessels requiring to immobilise engines will be anchored well 
clear of other ships. 

CUSTOMS: Alcoholic beverages strictly prohibited to be held out of 
bond. 

It is important to remind Owners and Masters that all goods, either 
landed or embarked, must be cleared by Agent through local Kuwait 
Government Customs. 

Import of firearms and ammunition forbidden. 

REPATRIATION: Crew changes normally effected through Kuwait. 

Also see “Visa Regulations” in “General” before first port. 

TIME: GMT plus 3 hours. Permanent. 

WEATHER: In Summer months of June, July and August light to 
moderate Northerly and North-westerly winds are general rule at Mina 
Saud. Occasional strong N.W. winds of Gale force. Strength and 
duration governed by strength of S.W. monsoon blowing outside the 
Gulf. 

During Autumn and early Winter months fine weather is generally 
experienced associated with moderate N.E. monsoon prevailing outside 
the Gulf. Occasional ‘Shamals’ (N.W. winds) occur. 

In late Winter period and Spring, strong S.E. winds with moderately 

heavy seas frequently experienced at Mina Saud. These are due to 
approach of low pressure systems from Atlantic and Mediterranean Sea 
spreading Eastwards across Levant and Iraq. Extremely violent local 
storms sometimes occur without warning especially at change of 
seasons. These disturbances sometimes attain hurricane force and are 
accompanied by erratic changes in wind direction and poor visibility due 
to suspended sand. 
TIDES: Tide cycle is combination of diurnal and semi-diurnal tides giving 
a Higher High, Lower High, Higher Low and Lower Low Waters during 
a 24 hour period. Range of tide is average 7.5 ft. at Springs and 5 ft. at 
Neaps. 

Commencement of ebb stream (direction 190°) after HW may be taken 
as 2 hours before predicted time of HW at Mina Saud published in 
Admiralty Tide Tables. 

Main direction of flood and ebb streams are 010° and 190° 
respectively. Direction is extremely variable between LHW and HLW 
period. Average direction during this period about 045°. 

Tide heights are affected by meteorological conditions and could vary 
by more than 3 ft. from predicted heights in extreme circumstances. 
Times of high and low water may also be considerably affected. 

The Mooring Masters have access to information from the Marine 
Meteorological Station at Mina Saud. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englay 


STORES: Provisions and stores are available from Kuwait. 
Requirements should be arranged with Agents through Kuwait Radio 
prior to arrival at Mina Saud. 

SHORE LEAVE: Can be arranged through Agent. 

AUTHORITY: Getty Oil Company, P.O.Box 6, Mina Al Zour (Mina Saud), 
Zone Code 66051, Kuwait. Te/: 3950444 (ext. 339) or 3950221 or 
3950096. Telex: 23074 Kt. FAX: 3950126. Cables: Gettymar. Contact: 
Captain Hadi M. Al-Abbas, Marine Superintendent. 


AGENT: See “Shuwaikh”. 


SHUAIBA: 29.02 N. 48.10 E. 


PORT LIMITS: From a point on the coastline in position: 
(a) 29° 03’ 09.7” N., 48° 09’ 04.6” E. in direction 090° to 
(b) 29° 03' 09.7” N., 48° 09’ 27.58” E. thence 116° to 
(c) 29° 02' 45” N., 48° 10’ 24.6” E. thence 090° to 
(d) 29° 02’ 45” N., 48° 15’ 09” E. thence 180° to 
(e) 29° 02’ 00” N., 48° 15’ 09” E. thence 270° to 
(f) 29° 02’ 00" N., 48° 10’ 16.8” E. thence 180° to 
(g) 29° 01' 15” N., 48° 10’ 16.8” E. thence 270° to a point on the 
coastline at 
(h) 29° 01' 15” N., 48° 09’ 29.4” E. 

The above limits are shown on Admiralty Chart No. 1223, and the 
coordinates of the first two points are amended according to last 
agreement with KOC in May 1983. 

Ships whilst in port limits during daylight hours shall fly their national 
flag at the after part of the ship and where a ship is of foreign registry 
also the Kuwait National Flag at the fore. 

DOCUMENTS: 

Manifest: 15 copies which should clearly indicate weights in metric tons 
and measurements in cubic metres and each copy should be duly signed 
and stamped by the loading port Agent. 

The copies of the manifest may be photostat copies or carbon copies 
but it is imperative that the stamp and signature made by the loading 
port Agent is appearing in original on each copy. 

If cargo is carried in-transit a separate Transit Cargo Manifest 
(15 copies) is also required in same fashion as above. 

Bills of Lading: 5 sets of non-negotiable copies Bills of Lading, i.e. 
ordinary carbon copies of Bills of Lading. Photostat copies will not be 
accepted. 

In addition the following documents are to be provided: 

4 copies of Final Stowage Plan, duly signed and stamped on each 

copy by the loading port Agent. Photostat copies are accepted as long 

as same are signed and stamped. 

4 copies of Hatch List as above. 

If dangerous cargo is being carried 2 copies of a separate Dangerous 

Cargo List are also required and again each copy to be duly signed 

and stamped by the loading port Agent. 

Also 2 copies of Crew List to be presented to Customs Office. 

N.B. Since all cargo for discharging at Port of Shuaiba has to go on 
direct delivery, and Customs clearance has to be completed prior to 
berthing of a vessel, it is therefore imperative that all documents, as 
above, are in Agent's hands for submission to relative authorities at least 
7 working days prior to vessel's ETA, otherwise berthing of vessel is 
likely to be delayed. 

Certificates: All usual documents such as: 

Ship's Manifest. 

Crew List. 

Clearance from Last Port. 

Passenger Manifest. 

Stores List. 

Bonded Stores List. 

SOLAS Certificates. 

Bill of Measurements, etc. 

PILOTAGE: Pilotage is compulsory and requests for Pilots may be made 
to Shuaiba Port Communications Centre (call sign ““Shuaiba Port’). The 
Port Communications Centre is equipped with VHF Channels 16, 9 and 
13. Shuaiba Port Pilots Telex No.: 44235KT PORTS. HF 2,182 kHz., 
Fax: 3262943. All working around the clock. 

ANCHORAGES: Ships bound for Shuaiba Port, with cargo to load or 
discharge, or intending to use facilities supplied in the port such as 
bunkering, will be permitted to use Shuaiba Port Anchorage between 
Lat. 29° 02.75'N. and Lat. 29° 02.00’N. and between Long. 
48° 15.11’ E. and Long. 48° 12.72’ E. Ships are not permitted to anchor 
to the West of Long. 48° 12.72’ E. 

All other ships not falling in the categories listed in the first paragraph, 
such as vessels waiting for orders or which have not been nominated 
for bunkers, are not permitted to anchor in the Shuaiba Port Anchorage 
and must anchor well to the East of Long. 48° 15.11' E. 
RESTRICTIONS: Ships whilst in port limits during daytight hours shall 
fly their national flag at the aft part of the ship and where a ship is of 
aioe registry also the Kuwait National Flag on the main mast at the 
lore. 

Vessels exceeding 200 m. in length, 32 m. beam and 12 m. draft are 
subject to the Port Authority approval. 
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(See Plan) 


MAX. SIZE: 
Dry Cargo Max. Draft Length of Max. 
Berth Permitted Quay Wall Loa! 
No. (m.) (m.) (m.) 
1 9. 160 200 
2 95 160 200 
3 9.5 200 180 
4 6.5 175 180 
5 6.0 210 170 
6 10.5 257 180, 
Z 10.0 200 180 
8 10.0 200 180 
9 12.0 200 180 
10 12.0 200 180 
11 12.0 200 180 
12 12.0 200 180 
13 12.0 200 180: a 
14 12.0 232 180 
15 12.0 240 Subject | 
16 12.0 210 to berth | 
17 12.0 00 occu 
18 12.0 230 7“ | 
19 12.0 225 200 
20 12.0 225 200, 


The seaward side Berths No. 4, 5, 6, 7 and 8 are occasionally affegs 
by bad weather. 

Agents of vessels with dimensions in excess of the above must ma 
due representation to the Port Authority for permission for these vesss 
to be accepted and ample notice is necessary when submitting sy | 
requests. 
HEALTH: Vessels calling at Shuaiba are requested to send the follows 
information to “Health Shuaiba Port’. 

(1) Name of vessel. 

(2) Last port of call. | 

(3) Health condition of crew. | 

(4) Validity of Cholera Certificates. 

(5) Request for Free Pratique. 

Free Pratique will be considered at the discretion of the Quaranty | 

Officer, and vessels must hoist the yellow flag unless they are informe | 
by ere, Port Communications Centre that Free Pratique has be: | 
granted. 
RADIO: All vessels calling at Shuaiba Port are required to submits | 
initial ETA 72 hours and 36 hours prior to arrival followed by a firm Et ' 
12 hours before arrival. ETAs should be passed through Kuwait Rat 
(9KK) either to the ship's Agent or to the Harbour Master, Shuaiba 

Vessels equipped with VHF should contact Shuaiba Py 
Communications Centre when within range. 

ETAs should contain details of arrival draft, LOA and beam. | 
TUGS: Tugs of 4,200 h.p. are available. The use of tugs is compulsm 
BERTHING: 

Southern Quay Mole: Berths No. 1 to 5. 

The Western side of the mole consists of three berths, Nos. 1, 2a 
3, with a total berthage of 500 m., whilst the Eastern side consists! 
two berths, Nos. 4 and 5 with total berthage of 350 m. 

There are 2 storage sheds but all cargo is direct delivery. 

An overhead conveyor belt system exists at Berths No. 1 and 2 
loading bulk urea. 

Northern Quay Mole: Berths No. 6 to 20. 

Berths No. 6, 7 and 8, which are on the seaward side off | 
breakwater, have a max. allowable draft of 9.5 m. — 10.5 m. (See Me 
Size”) and are restricted to good weather. Berths No. 9 to 14 hav! 
max. allowable draft of 12.0 m. Berths No. 15 — 20 have a max. allowat - 
draft of 12.0 m. Berths No. 12 to 14 are equipped with 4 quayside cra® 
with max. capacity of 15 tons. 

Total berthage of the Northern Quay Mole is 3,220 m. | 
Conveyor facility is available at Berths No. 6 and 14 to load Subs 
and Petcoke respectively. 
Barge and Small Craft Harbour: Situated S.W. of the Souther 08 
Mole. The Small Craft Harbour comprising 3 berths accommodat | 
vessels of less than 4 m. draft. 


Berth No. 1 Length 100 m. . 
Berth No. 2 Length 200 m. 
Berth No. 3 Length 175 m. . 


The Barge Harbour which is more spacious than the Small OF 
Harbour has a water depth of 5.5 m. and includes the following be™ 


Berth No. 1 Length 211 m. 
Berth No. 2 Length 157 m. 
Berth No. 3 Length 287 m. . 
Berth No. 4 Length 250 m. | 


CONTAINER FACILITIES: A multi-user modern container tem™ 
(S.A.C.T.) occupies Berths No. 15, 16, 17 and 18 with a total lengl! 
880m. and a total storage area of 31 hectares, equipped “ 
4x41 tonnes gantry cranes, straddle carriers, heavy duty fori 
tractors and trailers. Both LCL and Reefer service available. 
Storage: There are 2 cargo sheds, but all cargo is being taken - 
delivery. 
STEVEDORES: Stevedores shall be nominated by Owner or Agent | 
a list of stevedores registered by the port for cargo handling ope! 
A common tariff published by the port applies. 
Vessels will be required to maintain a minimum 
dependent on the type of cargo they are carrying. 
Permission for the landing of heavy lifts on the quays must be obi 
from the Port Management each time in advance. 
MEDICAL: There is a medical centre ashore which provides af 
efficient service for vaccinations. Advance notice required if 
attendance needed on board. 
REPAIRS: Small repairs can be arranged if sufficient notice is 
DRY DOCK: No arrangements at Shuaiba Port. Drydocking we 
available with Kuwait Shipbuilding and Repairyard Co., Kae 
Telex: 24438KT A/B DOCKYARD. Tel: 4835488. 
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wkERS: Petroleum Products Pier: Operated by KNPC. Located to 

yfast of the Southern Quay Mole and consisting of 4 berths for the 
.qmodation of tankers. Berths No. 1 and 3 comprise the Eastern 

os whilst Berths No. 2 and 4 are located on the Western side. 
Berth No. 1 Length 350 m., draft 13.71 m. 
Berth No. 2. Length 369 m., draft 12.19 m. 
Berth No. 3 Length 369 m., draft 13.71 m. 
Berth No. 4 Length 331 m., draft 12.12 m. 

se above lengths are inclusive of mooring dolphins positioned 

seward and Southward of the pier. Because of draft restrictions at 

ws No. 2 and 4, tankers in excess of 230m. in length will be 
aected to the Port Authority's acceptance. Each berth is supplied with 
in. fuel lines and 5x 16 in. supply lines for naphtha, avtur and gas 

,Allines reduce to 12 in. at the loading arms. Additionally at Berth 

»2there are lines for discharging lubricating oil and for loading liquid 

-onia (See “Shipmaster's Report’). An 8in. line for slops is 

able. Each berth at the Petroleum Products Pier is equipped to 
ese bunkers by means of 2 x20 in. lines for fuel oil and marine diesel 
-milst light fuel oil is supplied by an 8 in. line. 
gsiTY: 1028. 
26SH WATER: Available at all berths except Berths No. 6, 7 and 8. 
¥6L: The Kuwait National Petroleum Co. KSC, Kuwait, supply marine 
and diesel oil at cargo wharves at Shuaiba by means of small tankers 
«Bunker Barges, under the following specifications. 

; BFO- 380 CST 

BFO — 180 CST 

» MGO - 

; funker nominations may be arranged through Kuwait National 

» woleum Co., Telex No. 44874KT PETCORP, 44875KT PETCORP, 
mel: 2455455, extension bunker sales. 

) least one week's notice required. MGO can only be supplied by 
si bunker barges to the vessels alongside commercial jetty and at 
shorage. 
~WSULS: Most countries represented. 
¥AVEYORS: Lloyd's, ABS and others are represented in Kuwait. 
wNGWAY/DECK WATCHMEN: Watch to be maintained by ship's 


mw 
» \STOMS ALLOWANCES: Tobacco, no restrictions. Wine and/or 
{ rt, alcoholic beverage strictly prohibited to be held out of bond. 
» SATRIATION: Can be arranged. 

‘so see “Visa Regulations” in “General” before first port. 
» PORT: 35 km. to Kuwait International Airport. 
i WE: GMT plus 3 hours. 
» MUDAYS: Every Friday, New Year's Day (1st January), Kuwait 
@onal Day (25th February). 
the following Islamic holidays are celebrated but dates are subject to 
wyation: Prophet's Birthday, Prophet's Ascension, Eid Al Fitr, Eid Al 
a and 1st Muharram. 
. S\UCE/AMBULANCE/FIRE: Port Security Police, Ambulance and Fire 
wartment assistance available upon request. 
HLEPHONES: There are presently no facilities for shipboard 
®phones but it is programmed to provide telephones for the use of 
tgs in the future. 
PECIAL SERVICES: The services of Classification Society Surveyors, 
sk Cleaning Operators, Compass Adjusters, Divers and Underwater 
‘ning and D/F Calibration Adjusters are available in the area. 
INKS: Almost all the commercial banks in Kuwait have their branches 
‘Shuaiba Industrial Area. 
HORE LEAVE: Permitted. 
ENTIFICATION CARDS: Passport or Seamen's Book necessary. 
‘RT REGULATIONS: The following are excerpts of some of the more 
Worant port regulations: 
‘te fighting appliances to be kept in readiness for immediate use. 
*umping or discharging in any way into the sea oil fuel tanks, bilges, 
‘ballasts, etc., is prohibited. 
eng of garbage over the side of the ship into the harbour is 
Mbited. 
te presence of a Pilot on board a vessel shall not relieve the Master 
“sresponsibility regarding the safety of the vessel. The Port Authority 
“ihave the right to claim against a vessel for any damage caused 
‘Mat vessel to berths, shore installations, tugs, buoys, etc. 
te Harbour Master or his deputy may order a vessel to leave the 
"at short notice in the case of emergency, bad weather, etc. 
'essels carrying explosives or dangerous cargoes must declare 
“nities and categories of same when they report their ETA. 
“@w members are prohibited from swimming within the harbour. 
Iwering into the water of ship's life-boats, launches or life-rafts is 
— without the written approval of the Harbour Master or his 
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) Mooring of ship's life-boats, launches or life-rafts to navigational marks 
! “buoys is prohibited. 

4 regard shall be given to the safety of divers when they are working 
» “nthe Port Limits. Engines should be stopped when approaching 
“working area at a circle of 150 m. The launch attending divers 
ays the International flag letter “Alfa’’ during diving operations. 


SNASTER’S REPORT: May 1980 (Updated 1990). Vessel loading 
“nonia. 


‘oaches: Charts B.A. 3773 and BAP1223. The complex lies about 

‘niles South of the port of Mina Al-Ahmadi. 

NX the time of call the Decca chain was not operating. Approach is 

& Straightforward with good positions being obtained by radar and 

| the various light floats and buoys that abound. 

sents appear to follow the trend of the coastline. 

“orage: There is no night berthing allowed on the Ammonia Berth. 

*els arriving during the hours of darkness are asked to anchor about 
$ due East of the berth. 

“ge: Pilots will board the vessel about 1.5 miles due East of the 

, usually from a tug. 
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Call Port and Pilots on Channel 16 VHF, usually work 13 or 14 
thereafter. Communication was good, fluent English. Vessel has the 
option of berthing either side alongside and, if not heavily loaded, would 
suggest starboard side to with the head out. 

Two powerful tugs available for berthing, usually only one required 
for sailing. Tug's lines, lying alongside. 

Length of pilotage about one and a half hours to being secured. 
Berth: Consists of a “T” jetty, the head of which lies about 340°/160°. 
The stem of the “T” is 1,000 m. long and the head about 800 m. long. 

The Ammonia Berth lies on the Northern side of the “T” and inside. 

Quoted depth is 40 ft. which was borne out by soundings. The Pilots 
however quoted a max. sailing draft of 36 ft. 

The Ammonia Berth itself is about 350 m. long. The concrete sections 
of the jetty are currently undergoing repair and this affected the mooring 
arrangements. Besides this there are lamp standards which may 
interfere with lines in the future. Usual mooring arrangements, 
3 headlines, 2 breastlines and 2 springs. 

Gangway: It is only possible to use ship's gangway when lying starboard 
side to as it fouls the chicksan area when head in. Careful positioning 
and tending is required. 

There is a group of chicksans which handle oil products about halfway 
along the jetty and the ammonia chicksans lie just South of these. 

No VRL. No venting. 

Shore personnel connected the Chicksan (bolted) and no reducer was 
necessary. 

Cooldown: Charterers asked us to limit the amount of coolant taken to 
300 tonnes. 

Petrochemical Industries Company (who operate the berth) would 
have allowed us to take this coolant into more than one tank had it been 
possible or necessary. They were very conscious of us having to vent 
excess pressure (using ‘cascade’ system for atmospheres) and went to 
great lengths to ensure no ammonia vapour was discharged to 
atmosphere. 

Control of cargo rate was very good. 

Vessel has to anchor at least three miles off berth to complete cooling. 
Notice of Readiness: Was tendered on arrival and again on completion 
of purging/cooling operations. Cable “Ammoniaship”. This was not 
accepted until secured in the loading berth and ready to load. 
Loading: Despite the length of pipe-line from the refinery the product 
was reasonably cold and they have a recirculating system which enables 
stopping cargo at very little notice. 

Berth operators were quite happy with bottom temperatures only at 
—32°. Loading rate is quoted at 1,000 t.p.h. but our overall average was 
only 605 t.p.h. at which the operators expressed themselves as satisfied. 

Throughout the whole cooling and loading programme the vessel was 
under continual close scrutiny from shore personnel. The technical ability 
of these people was very high indeed (although very fair and practical 
minded). Pressure graphs and temperatures were checked and noted 
hourly together with hourly rates. 

Redwoods attended as surveyors throughout. Bills of Lading are 
presented before sailing and are usually claused “Freight Prepaid”. 

Output of the plant is quoted as about 700 tonnes of liquid per day, 
but the fertiliser division apparently has first call on product which may 
result in short loading. 

Note: The port office, which is situated at the junction of the “T”, is very 
sensitive to ammonia smells and the personnel there test the 
atmosphere using Draeger tubes. 

Bunkers: Diesel oil taken at this call and vessel has to position under 
the oil chicksans. This requires shifting ship to or from the loading 
chicksans. 

Bunker suppliers, KNPC, will NOT accept bills signed over Time 
Charterer’s stamp. Ask Owner for permission to sign the bills ‘clean’ 
prior to arrival. 

General: Shore passes required. Prior arrangements to be made by 
sending necessary information to the agent concerned, at least 3 days 
prior to ship’s arrival. 

Transport: Necessary to get from jetty to shore. This is provided on a 
continual basis. 

Alcohol: Customs will allow alcohol to be issued to bars. It is better to 
arrive with these emptied and ask for an allowance. As usual, it is a 
very grave offence to offer alcohol to shore personnel. 

Fresh Water: Available but none taken. 

Medical: There is a medical centre ashore which provides a very efficient 
service for vaccinations. 

General: Service is available for radars and Decca Navigator. 

No stores taken. 

Items may be landed for despatch to UK after informing the Customs 
and providing a description of the packages, etc. 

Personnel may be repatriated (no alcohol in baggage) and there is a 
frequent service to UK. 

Agents: Kuwait Oil Tanker Company, cables ‘Minatank Kuwait’. 

In case of emergencies they have an office on the shore which is 
manned 24 hours. If necessary to telephone UK one has to go to the 
head office at Anmadi. Agents usually work Channel 26 VHF. 
Departure: About four hours should be allowed for completion of 
paperwork before sailing. Vessel may leave the berth at night. 


AUTHORITY: Ports Public Authority, P.O. Box 3874, Safat, 13067 Safat, 
Kuwait. Te/: 4812623, 4833709. Telex: 22740 Hmshp Kt. Contact: 
Dr. Ibrahim Makki, Director General. 
A.R.Al-Naibari, Assistant Director General PPA, Shuaiba Port., 
P.O.Box 10099, Shuaiba Code 65451. Tel: 3260687/3260189. 
Telex: 44235 PORTS. FAX: 3260150/3262943. 
AGENT: International Shipping Agency Limited, POB 20637, 13067 
Safat, Kuwait. Old KIC Building, 1st Floor, Safat Square, Anmad al Jaber 
Street, Kuwait, State of Kuwait. Tel: 2441860. Facsimile No. (965) 
2415732. Telex: 22208 (Answerback “Isaship Kwt’) and 22396 
(Answerback “Isatug Kt"). Cables: “Shipagent, Kuwait”. 

In the case of tankers, agency services are provided by the Kuwait 
Oil Tanker Company. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


SHUWAIKH (Kuwait Harbour): 29.21 N. 47.56 E. 
(See Plan) 


PORT LIMITS: According to the General Port Rules (1959) the Seaward 
Limits comprise all waters in the area confined by line drawn in direction 
000° from Ras Al Ajuza, (Lat. 29° 23’ 27” N., Long. 48° 00’ 24” E.) to 
the parallel of Lat. 29° 30’ 00” N. Hence in direction 230° to Ras Al 
Ashairij Lat. 29° 23’ 15” N., Long. 47° 51’ 00” E. For the seaward 
boundaries of the Port within which a vessel is considered to be on 
“arrived ship”, refer to “Anchorage”. 

DOCUMENTS: 

Manifest: 15 copies which should clearly indicate weights in metric tons 
and measurements in cubic metres and each copy should be duly signed 
and stamped by the loading port Agent. 

The copies of the manifest may be photostat copies or carbon copies 
but it is imperative that the stamp and signature made by the loading 
port Agent is appearing in original on each copy. 

If cargo is carried in transit a separate transit cargo manifest (15 
copies) is also required in same fashion as above. 

Bills of Lading: 5 sets of non-negotiable copy Bills of Lading i.e. ordinary 
carbon copy Bills of Lading. Photostat copies will not be accepted. 

In addition the following documents are to be provided: 

4 copies of Final Cargo Stowage Plan, duly signed and stamped on 
each copy by the loading port Agent. Photostat copies are accepted 
as long as same are signed and stamped. 

4 copies of Hatch List as above. 

If dangerous cargo is being carried 2 copies of a separate 
Dangerous Cargo List is also required and again each copy to be 
duly signed and stamped by the loading port Agent. 

Also 2 copies of Crew List to be presented to Customs Office. 

1 copy of Crew List, 2 copies of Passenger List, all Seaman’s Books 
or Passports, 1 photograph of each crew member for the 
Immigration Office. 

1 copy of Crew List, 1 copy of Vaccination List, all vaccination books 
for Quarantine Office. Immediately on berthing place the rat guards 
on mooring lines. 

Ship's Registry, Loadline, Cargo Safety Equipment Certificate, Safety 
Radio Certificate and Last Port Clearance to be presented for port 
clearance. 

Certificates: A survey of life rafts may be carried out unless vessel's 
safety certificates indicate that life rafts were surveyed less than 
12 months previously. 

APPROACHES: Navigation Warning No. PPA 1/88 — 1509: The 
following is a Navigational Warning issued by Ports Public Authority. 
State of Kuwait, applicable to all vessels arriving and/or departing all 
ports of Kuwait (Chart No. 3773). 

Vessels arriving at Shuwaikh port: 

1. All vessels calling at Shuwaikh Port shall abide by taking their 
course at 000° from position: 28° 36’ 02” N., 48° 54’ E. up to one 
nautical mile North East of Ahmadi Light Vessel. 

2. To observe its course through 294°, from one nautical mile towards 
North East Ahmadi Light Vessel, up to a distance of 3.8 nautical 
miles towards 160° from the Sea Island. From such a position the 
vessel shall take the course and observe the direction leading it to 
Shuwaikh Anchorage. 

3. Speed of vessels shall not be less than 10 knots until passing Ras 
Al Ard Lighthouse. 

PILOTAGE: Pilotage service available and request for Pilot should be 
made to Port Signals Station, or to look-out Signal Station when in use. 
Ships proceeding through the dredged channel to Shuwaikh are boarded 
by the Pilot in the anchorage. Pilotage not compulsory in the Outer 
Anchorage. 

MAX. SIZE: Max. draft at Berths No. 1 to 14, 31 ft. 6 in., and Berths 
No. 18 to 21, and dolphin berths, 26 ft. 6 in. Max. draft at Berths 
No. 15 to 17, 19 ft. 6 in. These drafts allow 2 ft. of water under the keel. 
Tidal range is about 2.8 m. (9 ft.). Berthing draft dependent upon tidal 
ph at time of arrival, and vessels exceeding 26 ft. have to wait 
or tide. 

ANCHORAGES: Ships may take up anchor berth in the Outer 
Anchorage, without the Pilot. 

Because of congested anchorage, and for the benefit of all concerned, 
the Outer Anchorage (BA Chart 1214) was divided into areas, and the 
approach waterway of 0.75 miles in width from Ras Al Ardh to anchorage 
and vice versa, is left free for navigation. 

Ships bound for Kuwait, in order to discharge their cargo should 
anchor in the area marked by the following co-ordinates, and in the 
depth of water, according to their drafts. 

Lat. 29° 25.0’ N., Long. 47° 58.7’ 
Lat. 29° 27.0’ N., Long. 47° 58.7’ 
Lat. 29° 27.0’ N., Long. 48° 02.5’ 
Lat. 29° 25.0’ N., Long. 48° 02.5’ E. 

Ships which have no cargo for Kuwait, and calling only for fresh water, 
provisions, crew changing, transhipments or any other reason, but not 
discharging cargo, should anchor: North of Parallel 29° 25.0’ N. and 
East of meridian 48° 03.0’ E. If mentioned anchorage area described is 
congested the ship could take temporary anchorage: North of Paralle! 
29° 24.0’ N. and East of Meridian 48° 05.5’ E. but change their position 
to the area described, immediately as opportunity occurs. The ship 
should leave the anchorage immediately after they have received the 
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facilities, and proceed to the anchorage of the Port they are bound for. 


Ships which have received instructions of possibility of berthing in the 
morning, should change their position to the area reserved, marked by 
the following co-ordinates: 

Lat. 29° 25.0’ N., Long. 47° 57.6’ E. 
Lat. 29° 27.0’ N., Long. 47° 57.6’ E. 
Lat. 29° 27.0’ N., Long. 47° 58.7’ E. 
Lat. 29° 25.0’ N., Long. 47° 58.7’ E. 

When the movement is confirmed the vessel should hoist: 

By Day: “G" Flag over a Black Ball or Shape. 
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By Night: A White Light over a Red Light, visible all round. 

Note: (1) The Master shall advise the Director of Marine Opera 
(D.M.O.) and/or the Pilot of any damage or disability tos 
ship under his command, before berthing. 

Ship unable to comply with the berthing instructions, shog 
notify the D.M.O. in ample time of their inability to do go 
VHF, Visual Signals or via Kuwait Radio: 3; 
500 kHz 9 KK 4 — 6381 kHz 
450 kHz 9 KK 6 — 8525 kHz 
Any ship sailing from the outer anchorage for any reag i 
should notify the Kuwait Harbour Control that she is Sail 
and give the reason. 
The Area North of Parallel 29° 25.0’ N. and Weg. { 
Meridian 47° 57.6' E., is reserved for ships of Nationa! Flee 
who require repairs, waiting for orders, changing crews, « 
(2) The D.M.O. may direct any vessel to move from one bes 
to another, or vacate a berth as circumstances demang 
(3) (a). A ship whose turn is defined in the Morning Mee 
and whose Agent is notified, and upon calling her no rey | 
is received shall be prohibited from her turn for 3 days, » 
after its elapse will be given another turn. { 

(b). A ship which is defined as a temporary one on the recy | 

in the Morning Meeting, and upon calling, is not ready st 

be prohibited from taking her turn for 2 days, after whic | 
will be given a normal turn. 

(c). A ship which is registered and then sails, if she dela | 

her return for her specified turn for berthing will be prohibi: 

for 15 days, as delay penalty. | 

HEALTH: Vessels calling at Shuwaikh Port must send the follows | 

information to “Health Port Shuwaikh” by cable: 

(1) Name of vessel 

(2) Last port of call 

(3) Health condition Crew members 

(4) Validity of Cholera Certificates | 

(5) Request for Free Pratique ' 

Vessels arriving at Outer Anchorage must hoist “Q” flag, and kee 
hoisted until Free Pratique is granted. | 

Free Pratique will be granted usually at anchorage, and in some cas 
alongside, at the discretion of the Quarantine Officer. 

No person, except the Pilot, shall board the vessel, before Prati 
is granted. 

RADIO/VHF: Signal Station: (Call Kuwait Harbour Control) 

There is Lookout Signal Station at Ras Al Ajuza (Lat. 29° 23.3 N., Low 

47° 59.8’ E.) and a Port Operation VHF/RT Service at the same posit 

The VHF/RT is a Single Frequency Simplex Service, operating 

Channel 13 (156.650 MHz), 12 (156.600 MHz) and 11 (156.550 MH 

Working restricted to messages relating to the Movements and Saiz 

of Ships. 

All vessels arriving should establish contact with either one of the, 

Stations as soon as possible by VHF or Visual Signals: 

Tel: 2443785, 2443788, 2443796 and 2435873. Telex: 22733, 2274 

Kuwait Coastal Station (9 KK) operates throughout 24 hours. 

Radio Station: 
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2182 kHz 8802.4 kHz 
2765 kHz 13182.5 kHz 
2750 kHz 17328.5 kHz 
4434.9 kHz 22699.0 kHz 
6518.6 kHz 
Radio Telegraphy — 9 KK: 
KK 9KK 2— 4299 kHz 
500 kHz 9KK 4— 6381 kHz 
450 kHz 9KK 6 — 8525 kHz 
9 KK 8 — 12895 kHz 


9 KK20 — 12925 kHz 
9 KK22 — 16995 kHz 
9 KK23 — 22304 kHz 
For Kuwait: Only English and French languages are accepted, fo" 
other countries all languages are accepted. 
Telex: 31933, 31934, 31935 and 31936. Tel: 2410140 and 241014 
Marine Communications 
This Service links the ship directly with their Agent or Principal in Kut 
and the Call for this Branch is “Kuwait Maritime”. 
The “Kuwait Maritime” Service covers all the ship’s calls with Ku 
and abroad. The procedure is as follows: 
Agent to Ship 
Call by telephone No. 108 Kuwait Maritime, asking for connection, 9” 
the Name of the Ship, and her Call Sign. The Kuwait Maritime ope® 
will contact the ship for you on Channel 16 (156.800 MHz) and 
transfer to vessel's frequency for communication. 
Ship to Agent or Abroad 
Call “Kuwait Maritime” on VHF Channel 16 (156.800 MHz) an® 
to be connected to Agent or abroad. 
TUGS: Join vessel entering dredged channel, Tug's lines used. The? 
of tugs by ships manoeuvring within Shuwaikh port limits under dire 
of D.M.O. or Pilots. Number of tugs used for each movement: (a) 2 
for ships exceeding 400 ft. in length. (b) 1 tug for ships between 2 
and 400 ft. in length. 
16 tugs available, 8 of 1,000 — 2,400 h.p. and 8 of 300 — 600 hp 8 
of tugs is compulsory. 
REGISTRATION PROCEDURE: Notification of vessel's 
According to port regulations a questionnaire issued by the D.M.0.” 
filled in and signed by the Master of the vessel, is to be submit® 
the port prior to berthing. In many cases vessels arrive and obtai" 
immediately and thus there is no possibility of present 
questionnaire to Authorities in time. In order avoid berthing oe 
Masters should cable following information to the D.M.O di? | 
48 hours before arrival: 
(a) ETA. 
(b) Total cargo for discharging Kuwait. 
(c) Distribution quantity each hatch. 
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» Declaration hazardous, flammable and explosives cargo, and 
* guns and ammunition. 
»| Declaration all vessel's winches in good working condition and 
cargo clear for discharging at Kuwait. 
4 Draft fore and aft. 
~ jequote below specimen cable covering the above: 
? sel XXX ETA Kuwait 21/8 0600 local quantity discharging 1,400 
«sgeneral hatch one 300 hatch two 300 hatch three 250 hatch four 
4 natch five 250 no hazardous, flammable explosives guns 
-eunition stop All winches derricks good working condition draft fore 
: «1 Ait 27 ft. Kuwait cargo clear for discharging”. 
: me above cable sent to the D.M.O. will facilitate berthing vessel on 
y @ ETA to be reconfirmed before 24 hours, if any change. 
t 
. 
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yo see “Shuaiba — Notice”. 


so cable Health, Port of Shuwaikh: ETA, last port, crew health, 
) ay of certificates, and request Free Pratique. 
y wart from above, on dropping anchor contact Port Health, Tel: 
* q44, through Kuwait Maritime Channel 16 and request Free 
que, and on receiving same inform Agent by VHF or by cable. 
; yhen approaching the anchorage vessel should hoist her ‘Call Sign” 
« Quarantine” flag. 
y arrival at anchorage contact Harbour Control and standby VHF 
ymel 16 when at anchorage. 
4 480 send acknowledgement to ship's Agent stating time cable sent 
rector Marine Operations Department. 
: @ATHING/CRANES: 


Max. 
LOA of 
Depth vessel Max. 
Overall Below’ allowed Permitted 
gerth Length ACD toberth draft Cranage 

(m.) (m.) (m.) (m.) 
Grain elevator 250 t/hr. 
a! 186.58 10.06 iss 9.6 Grain elevator 150 vhr. 

$1445 186.58 10.06 175 9.6 2 cranes x3 tons capacity 


(For each berth) 
e 1 crane x6 tons capacity 
(For each berth) 


147 185.75 10.06 175 9.6 3 cranes x3 tons capacity 
; (For each berth) 
1 cranex6 tons capacity 
fn (For each berth) 
i] 
y Cement elevator 350 thr. 
8 211.51 10.06 200 9.6 3 cranes x3 tons capacity 
£ 1 crane x6 tons capacity 
410 199.92 10.06 220 9.6 3 cranes 3 tons capacity 
(For each berth) 
2 cranes x6 tons capacity 
(For each berth) 
" 3 cranes *3 tons capacity 
199.92 10.06 220 9.6 2 cranes 6 tons capacity 
2 container gantry cranes 
36 ton capacity under the 
213 190.73 10.06 225 9.6 spreader. 
1 mobile crane, 30 tons 
capacity 
1 3 cranes x3 tons capacity 
4 199.92 10.06 220 9.6 1 crane x6 tons capacity 
18 179.72 8.53 200 8.0 3 cranes x3 tons capacity 
2 320 199.92 853 220 Ya bratbna gh ror gee berth) 
a 199.92 8.53 220 8.0 3 cranes x3 tons capacity 
, iS) 181.08 6.7 180 6.0 3-cranesx3 tons capacity 
7 1 cranex6 tons capacity 
i _'6 155.69 6.7 110 6.0 2 cranesx3 tons capacity 
7 199.77 6.7 220 6.0 3 cranes x3 tons capacity 
Q JA 61.36 6.7 50 6.0 
yi, 
q wt 79.00 10.06 9.6 For Ro/Ro ships only 


“e There are 2 Dolphin Berths with depth alongside of 8.53 m. below 
“and capable of taking vessels up to 185 m. in length and 8.0 m. draft. 
* ‘tance channel is 150 m. breadth and 8.53 m. depth (below ACD). 
'e Curvature of the channel has been recently widened, allowing 
® “els of 260 m. to pass through. Such vessels are allowed to berth 
‘ded that their draft is not greater than 9.6 m. 
t 


“88d Stores: 
Store No. Area Store No. Area 

; (sq.m.) (sq.m.) 
1 3,600 16 13,970 
; 2 4,050 17 7,950 
; 3 4,050 18 7,950 
; 4 4,350 19 4,981 
4 8 10,750 20 7,950 
‘ 9 10,750 21 7,950 
4 By 10,750 22 7,950 
4 "1 10,750 24 1,000 
12 10,750 25 1,000 
13 10,750 26 1,000 
14 13,970 27 1,000 

15 13,970 


%al area of closed stores: 171,191 sq.m. 
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KUWAIT 
Covered Stores: Store No. Area 
(sq.m.) 
7 10,000 
23 5,250 


Total area of covered stores: 15,250 sq.m. 
Open Storage Areas: 
Open Storage 


Area No. Area 
(sq.m.) 
2 6,800 
3 4,350 
4 8,600 
5 9,750 
6 6,700 
8 14,190 
9 28,200 
10, 11 47,700 Container operation area for 
Berths No. 12 and 13 
Iron and Timber 
Area 44,000 
Areas North of 
Ghazali Street 260,000 


Total area of open storage: 488,600 sq.m. 
Container Stacking Areas: 


Container Terminal 120,000 sq.m. 
New Extension 145,000 sq.m. 
Total Container 

Stacking Area: 265,000 sq.m. 


STEVEDORES: All stevedoring and transport inside the port is 
performed by an authorised contractor. 
Container work is handled by Shuwaikh Container Terminal (SCT). 
Plans are under consideration for specialised container berth facilities. 
There are four Cement Silos of capacity 14,000 tons each adjacent 
to Berth No. 8. Discharging rate is 350 tons per hour. 
Working Hours: Genera! Cargo Handling: 
Winter (1st November — 31st March): 


Saturday — Wednesday 0700-1430 
1430-2200 
Thursday 0700-1230 
1230-1800 
Summer (1st April — 31st October): 
Saturday — Wednesday 0630-1400 
1400-2130 
Thursday 0630-1230 
1230-1830 


Overtime is compulsory for all vessels. On Fridays, only work on 

vessels which are to be completed during the day. 

Container Terminal: 24 hour working. 

MEDICAL: Masters to radio prior arrival if medical attendance required 
on board. Hospital facilities available. 

A rescue vessel, 90 ft. and 20 knots speed, equipped with surgery, 
operating theatre and all medical appliances is maintained by the 
Ministry of Health. 

DENSITY: 1028 (Winter); 1036 (Summer). 
FRESH WATER: All berths except Berths No. 1 to 7, have fresh water 
connection, and water can be supplied by pipe-line. Rate 20 to 25 t.p.h. 

In addition to water available alongside the berths by pipe-line and 
hose, water may be supplied by barge to ships alongside dolphin berths. 
There are 2 private companies supplying fresh water alongside and at 
anchorage by barge. 

FUEL: Fuel oil and gas oil supplied by bunker tankers. For quality and 
prices please enquire from the Agents. 

FIRE PRECAUTIONS: Shuwaikh Fire Brigade is responsible for all fire 
fighting in port areas and storage areas. There is also a fire station 
situated near the Small Boat Harbour, where the 3 fire fighting tenders 
are berthed. A salt water main for the fighting services is laid at all berths. 
There are two 90 ft. fire fighting tenders capable of pumping 5,000 
gallons of water per minute from 4 nozzles. In addition they can pump 
900 gallons of foam per minute. The 98 ft. fire fighting tender is capable 
of pumping 9,000 litres of water per minute and 650 litres of foam, and 
the capacity of her pump is 4,500 litres of water or 143.5 litres of oil. 
The tender has 8 nozzles for water and 2 nozzles for foam. These 
modern fire-fighting units are equipped with radio, radio-telephone, 
radar, etc. 

REPAIRS: All deck, hull and machinery repairs can be carried out by 
local shipyard. Repair facilities available for Gyro, Radar and electronics. 
DRY DOCK: Floating dock lifting capacity 35,000 tonnes, dimensions 
190 m. x 32 m. Syncrolift rated lifting capacity 2,000, tonnes. 
GANGWAY/DECK WATCHMEN: Gangway Watchman compulsory 
(see “Regulations’’). 

OPENING/CLOSING HATCHES: Opening and closing of hatches is 
normally carried out by the stevedores on liners, and by ship's crew on 
charter vessels. 

CUSTOMS ALLOWANCES: Tobacco: No restrictions. Wine and/or 
spirit allowance: Alcoholic beverage is strictly prohibited to be held out 
of bond. Master allowed to keep limited quantity in his cabin. 

CARGO GEAR: Ship's gear and cranes used for discharging. 
SURVEYORS: Lloyd's Register of Shipping (Kuwait): American Bureau 
of Shipping (Kuwait); Bureau Veritas (Kuwait); Norske Veritas (Bahrain). 
REPATRIATION: Can be arranged. 

Also see ‘Visa Regulations” in “General” before first port. 
AIRPORT: Served by regular airlines. Airport 17 km. from town. 
TIME: GMT plus 3 hours. 

HOLIDAYS: New Year's Day, Id Al Fitr, National Day (February 25th), 
Mount Arafat Day (Wakfa), Id Al Adha, New Hijra Year, Birthday of 
Prophet Mohammad, Isra walma'raj. The above days are subject to 
alteration. 

TELEPHONES: Cannot be arranged on board. 

SERVICES: Swedish Welfare for Seamen. Lloyd’s Surveyor. 
Butterworth Tank Cleaning Machines and Equipment and also under- 
water cleaning. 
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CONSULS: 

Embassies: 
Afghanistan 5396915 Mauritania 5384849 
Algeria 2519987 Morocco 4813700 
Australia 2415880 Netherlands 5312650 
Austria 2552532 Niger 5652639 
Bahrain 5318530 Nigeria 5320794 
Bangladesh 4834078 Norway 5323014 
Belgium 5722014 Oman 2561962 
Bhutan 5388451 Pakistan 2532101 
Bolivia 5339962 Peru 2563148 
Brazil 2549600 Philippines 2522034 
Bulgaria 2531181 Poland 2510355 
Canada 2511451 Qatar 2513599 
China 5339382 Romania 4843419 
Costa Rica 426770 Saudi Arabia 2526088 
Cuba 5382024 Senegal 2542044 
Czechoslovakia 2514451 Somalia 2555567 
Denmark 2544988 Spain 2512722 
Ecuador 2562076 Sri Lanka 4844862 
Egypt 2519955 Sudan 2519299 
France 5312000 Sweden 2523588 
Finland 2463291 Switzerland 2551876 
Germany F.R. 4814182 Syria 2531164 
Greece 5335861 Thailand 5314870 
Hungary 5323901 Tunisia 2542144 
India 2530600 Turkey 2531466 
Indonesia 2514588 UAE 2520816 
Iran 2533220 UK 2432047/46 
Iraq 2521066 USA 2424151 
Italy 2445120 USSR 5642711 
Japan 5312870 Venezuela 5334578 
Jordan 2533151 Yemen Arab Rep. 5312020 
Korea 2554206 People’s Democratic 
Lebanon 2519765 Rep. of Yemen 2517898 
Libya 5339983 Yugoslavia 4813140 
Malaysia 2546022 

Consulates: 
Cyprus 2433075. Sweden 2426908 
Paraguay 4814462 

EMERGENCY CALLS: (R = Residence, O = Office) 

Tel. No. 
Director, Marine Operations Dept. 4870217 (R) 


4875705 (R) 
4818498 (O) 
4810439 (O) 
Asst. Director, Marine Operations Dept. 4816025 (O) 
4835493 (O) 
5319808 (R) 
5317380 (R) 


Berthing Master 4834931, 4834946 
Signal Stations: 
Shuwaikh 4810446, 4818472, 4818478 
Ras Al Ajuza 2443788, 2435873, 2443785, 
2443796 
Fire Station Shuwaikh 4813500, 4817573, 4813692 
Fire Boats 4816777 
Quarantine Doctor 4813535, 4811344, 4820432 
Hospital “SABAH” Exchange 4815000 
Hospital “SABAH” Emergency Ward 4815000, 275, 500 
Police Station, Shuwaikh 4813934 
Coast Guard 4813711, 4816409 
Immigration Shuwaikh 4813676 
Customs Shuwaikh 4810319 


PROVISIONS: All kinds of food available at reasonable prices. 


SHORE LEAVE: Only permitted for Consular matters, medical reasons 
and making emergency telephone calls. Contact Agent for further 
information. 

Shore passes are issued and must be returned to Immigration prior 
to departure, if not returned a heavy fine will be imposed. Crew members 
require a photograph but this is not returned. 


IDENTIFICATION CARDS: Passport or Seaman's Book necessary. 
GENERAL: The following is required from all vessels calling at Kuwaiti 
ports for the first time: 

Quote: 

The Harbour Master Department of the Ports Public Authority, 
with immediate effect, request that Masters of vessels calling for 
the first time at Shuwaikh Port should give in their ETA cables, 
details of cargo on board, the length, width, number and condition 
of hatches, discharging facilities, and any other information which 
they may consider necessary in assisting the Ports Authority to 
allocate the vessels the best berth possible. 

Such information will considerably help all concerned and at the 
same time prevent unnecessary delay and unjustified extra charges 
to owners, since in the event that the allocated berth is not suitable, 
the Harbour Master shall have no alternative but to shift that 
particular vessel to another suitable berth, or take it out to 
anchorage. 

Furthermore, it has been observed some Masters of vessels are 
not indicating in their ETA cables to the Harbour Master the word 
“Kuwait” when indicating the tonnage figures of cargo onboard, 
clear and ready for discharging. It is imperative that the Master 
should say in his cable ‘ETA . . . hours. Cargo for Kuwait . . . tons 
clear and ready for discharging draft . . . ft. 

Unquote. 
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REGULATIONS: The State of Kuwait has stringent laws in } 
concerning the pollution of the sea by oil. The following are two ameng | 
paragraphs of this law: 

Paragraph 1, Art. 4. “A person responsible for any Pollution , 
described in Articles 1 and 2 shall be punished by a fine of not less 
one thousand and five hundred and not more than forty thousand Dina 
In the event of his committing a similar crime within a period of one 
from the date of his conviction, such a person shall be punished by 
fine of not less than three thousand and not more than forty th 
Kuwaiti Dinars, and in the event of his committing yet another cj | 
within a year from this last conviction he shall be punished by a fing, | 
forty thousand Kuwaiti Dinars”. 

Paragraph 3, Art. 6. “The person responsible for pollution m 
suspend the detention order against the ship on payment, as a cm 
guarantee, of forty thousand Kuwaiti Dinars to the official entrusted | 
the execution of such order’. 

The Master shall advise the Harbour Master and/or Pilot of any spes 
damage or disability to the ship under his command before berthing, | 
unberthing. 

A vessel in outer anchorage receiving a Movement Order in writ: 
by signal or VHF, and awaiting the Pilot, shall carry: 7 
By Day: “G” Flag, over a black ball or shape. 

By Night: A white light over a red light. 

Ships that receive instructions to berth at specified hours and» 
adhering to these instructions could lose their turn and be liable tom 
charges for the time lost at the berth, and facilities arranged for andy 
used due to such delay. 

Ships that receive instructions to unberth at specified hours andy 
adhering to these instructions, i.e. retarding the movement of incom 
ship, will be liable to pay charges for time lost at the berth ands 
facilities for the incoming ship, and not used, due to such delay. 

Ships unable to comply with the berthing or unberthing instruct 
should notify the Harbour Master in ample time of their inability to so» 
by VHF, visual signals, personally or through Agent. 

A ship entering or navigating within the dredged channel or inner bey 
shall have at least 1 anchor ready for immediate use. 

The Master of a ship alongside Shuwaikh Wharf or dolphin berth, sx 
ensure that: q 

(a) Vessel not allowed to use VHF to any vessel except to call Kum 
Harbour Control or Kuwait Maritime. 

(b) A safe and proper accommodation ladder to the quay is provide 
adequately lit during the hours of darkness. 

(c) A Quartermaster or watchman is stationed on deck, in charge: 
the ship’s gangway, who shall inform the Master or the Duty Ofm 
whenever required by the Port Authority Officials, and shall check ty 
no authorised persons will enter the officer's or crew's accommodate 
Gangway must be lifted up whenever vessel is not working, and: 
2200 hrs. daily. 

(d) The crew or watchman to attend the mooring ropes and lines, # 
shall cause their adjustment from time to time, as necessary on thes 
and fall of the water. 

(e) That no substance, matter or material is thrown overboard, eit 
into the water or on to the wharf. 

(f) That no engine repairs are undertaken which would preveni® 
movement of the vessel under her own power, without first obtain 
the permission of the Harbour Master. 

(g) That all pipe discharges on that side of the ship nearest to* 
wharf are either adequately and properly covered to prevent their effue 
falling on to the wharf, or their use discontinued while the ship rem 
alongside. 

(h) It is forbidden to jettison or ballast other than clean water or pu" 
out the bilges or oil of any description within the port limits. 

(i) All ships loaded with petroleum or crude oil at the wharf shall 
the end of a steel hawser of sufficient strength, paid out to the we 
edge, at the offshore bow and quarter, to enable tugs to take the ves 
to place of safety with the least possible delay. 

(j) The Master shall at all times retain on board sufficient crew to" 
his ship. 

(k) Ratguards to be fixed to all ship's mooring ropes. 

(|) The Master shall not shift his vessel while alongside the we 
prior to receiving permission from the Harbour Master or Ber 
Master. 

(m) The Master shall not connect water hoses to the water su? 
points and take water on board before receiving permission from’ 
person in charge of water distribution. 

(n) The Master shall report to the Harbour Master or Berthing Ma* 
any incident, accident or unusual happening on board his ship. 

The Master not complying with the above-stated Port Rules, sha’ 
liable to suffer the penalties prescribed for contravention. 

Warning: Port tugs are supplied with nylon and polypropylene haws* 
which require particular attention when securing to ship's bollards 
order that they do not slip. Extra turns than normal on the bollarés® 
recommended. 

NOTICE: 

Supplied to Ship's Master, on arrival, by Agent (October 1984) 

1. One watchman to be kept regularly on gangway. a 

2. Immediately the labourers leave the vessel after each nighl® 
the gangway should be taken up and not to be lowered before 0600 
next working day. 

3. Strictly forbidden to sell any alcoholic drinks onboard or to o* 
on to jetty. 

4. Rat guards to be fixed properly on the ropes. 

5. No cleaning of decks, painting of hull or welding on deck is aloe 
when vessel is alongside jetty. 

6. Neither fresh nor dirty water should be pumped out alongside® 
for any reason and under any circumstances. : 

7. No garbage should be thrown either on jetty or in to sea af 
time and under any circumstances. 

8. Any pollution either during supply of bunkers or at any other® 
and for any reason is entirely your responsibility. 


3 No repairs or dismantling of engines are allowed unless prior 
* “9 approval from the Harbour Master is granted. 
Ai vessel's draft should not exceed that draft on which she was 


: a berth. 

* “iximum drafts of/on various berths are: 

B ‘styNos. 1 — 14 inclusive 31 ft. 6 in. 

pty Nos. 18 — 21 inclusive 26 ft. 6 in. 

. Dolphins 26 ft. 6 in. 

ity Nos. 15 — 17 inclusive 19 ft. 6 in. 

§ MHORITY: Ports Public Authority, State of Kuwait, P.O.Box 3874- 
; 13039 — Safat, Kuwait. Te/: 4812622. Telex: Hmshp-KT 22740 


@ Tora-KT 22733. FAX: 4830284. Contact: Dr. Ibrahim Makki, 
yector-General. 
/ ENT: International Shipping Agency Limited, P-O.Box 20637, 13067 
» wat. Kuwait. Old KIC Building, 1st Floor, Safat Square, Ahmad al Jaber 
wet, Kuwait, State of Kuwait. Tel: 2441860. Facsimile No.: (965) 
g 5732. Telex: 22208 (Answerback “Isaship Kwt’) and 22396 
» yswerback “Isatug KT"). Cables: “Shipagent” Kuwait. 


NOTES 
Please also advise Shipping Guides Ltd. 


KUWAIT 
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Lebanon 


BEIRUT (Beyrouth): 33.54 N. 35.30 E. 


DOCUMENTS: 

Manifests should be visaed by Lebanese Consul at ports of shipment, 
or at any port en route where there is a Lebanese Consul. If on account 
of non-existence of Lebanese Consul at ports of shipment or at any of 
these en route the manifests are not visaed, then such consular visa 
dues are collected at Beirut. 

5 Copies of Cargo Manifests. 

2 Store Lists. 

5 Passenger Lists. 

2 Lists of Cigarettes and Tobacco (see “Customs Allowances’’). 

For cargoes loaded for Lebanon, there are new regulations concerning 
documentation as follows: 

Original Cargo Manifest to be presented to the Authorities should be 
rubber stamped and signed by the Customs Authorities at the port of 
loading. 


Copy of each Bill of Lading should be attached to the above Manifest. 


A letter from Owners/Charterers indicating the Agents at the 

respective port. 
PILOTAGE: Agent arranges Pilot via Harbour Master. Agent therefore 
to be kept well informed of ETA, 48 hours and 24 hours prior arrival. 
Pilot boat white with red funnel. Sound signals, 2 long and 1 short or 
contact can be made via VHF to Harbour Master. Pilot boards outside 
main breakwater. Assistance of Pilot outside daily normal hours, 
Sundays and official holidays, will be cost calculated at 100% more. 
Official normal working hours for pilotage station as follows: from 1st 
October up to 30th April, 0700 till 1700 hrs.; from 1st May up to 30th 
September, 0700 till 1800 hrs., For tankers outside harbour, the pilotage 
dues will be 100% extra. 

Also see “Shipmaster’s Report — January 1982”. 

ANCHORAGE: In Roads outside breakwater. Also see “Shipmaster's 
Report — January, 1982”. 

RESTRICTIONS: No particular restrictions. Pilot normally available 
between sunrise and sunset otherwise by special agreement. 

MAX. SIZE: Max. draft in port 13 m. No limitation to breadth or length. 
HEALTH: Health Authorities board in Roads. Health Form obtainable 
from Agent or doctor. Yellow fever certificates required for ships coming 
from Far East and Red Sea. Owners should check with Agents 
respecting any recent imposition of anti-epidemic regulations and 
requirements for additional injections for Crew members. 

RADIO: Cables via Beirut Radio to and from Agent. 

VHF: VHF Channels 13 and 16. 

TUGS: Tugs of 1,000 h.p. join vessel inside port when necessary. Ship's 
lines to be used. 

BERTHING: If port congested priority given to vessel already registered. 
Passenger-tourist vessels and cargo for Army have priority. Harbour 
capable of berthing 24 ships simultaneously and 3 moored on buoys, 
discharging into barges. All discharging is by ship’s gear. 

Dock No. 1: Surrounded by Quay Nos. 1, 2, 3. Depth of water varies 
between 3 m. and 8 m. Parts of Quay No. 1 and Quay No. 2 with 3 m. 
depth of water are reserved for floating units of port company and for 
launches of Harbour Master and pilotage service. Slipway of 1,000 tons 
capacity and workshops. 

Dock No. 2: Surrounded by Quay Nos. 4, 5, 6, 7, with water depths 
varying between 8 m. and 10.5 m. On Quay No. 5 berthing priority is 
given to passenger ships, while the other quays are for cargo vessels. 
Dock No. 3: Surrounded by Quay Nos. 8, 9, 10, 11, with depths varying 
between 10.5 m. and 13 m. All these quays can berth ships bringing 
general cargo. At Quay No. 8 of 13 m. depth, priority of berthing is given 
to grain ships. 

Grain Silo: There are 120,000 tonnes capacity silos. Ships will be 
unloaded by means of 2 gantry type suction machines, mobile on rails 
with a capacity of 6x 100 t.p.h. 

Containers: A ship's Master advises that containers should be loaded 
on one side of the vessel and vessel berth that side to the berth as 
crane unable to reach outboard side. 

Ro-Ro: All quays in Docks No. 2 and 3 can receive Ro/Ro vessels. 
STEVEDORES: Ordered by Agent. No ETA to Stevedores necessary. 
Working hours, 0800 — 1200, 1300 — 1600. Otherwise overtime on 
Sundays and on official holidays. 

MEDICAL: Master to advise Agent by cable prior to arrival if medical 
attendance required. 

TANKERS: Notice: The Coral Oil Co. Ltd.: Dated November 1984. To 
the Master. 

TANKER MOORING AND DISCHARGING PROCEDURE AT CORAL 
OIL TERMINAL, BEIRUT. 

We should be grateful if you would kindly note the following: 

1. Berthing: The following is for your guidance: 

Our moorings have been laid so as to give you a stern mooring for 
the old lines and amidships mooring for the new line (see item 2) using 
ship's anchors at the head. It is recommended that both anchors should 
be dropped when the vessel is discharging. 

The ideal position for your ship is such that she would be heading 
N.N.W., in which position you will be clear of all obstructions in the event 
of an emergency. As you are aware, there is a wreck lying on the sea- 
bed to the East of the moorings and a half-submerged rock to the West. 

When the significant wind speed is 10 knots, it is recommended that 
you stop cargo operations and advise our representative on board (see 
item 4 below) accordingly. Our hoses will be disconnected immediately 
after that. Please ensure close co-ordination with him. 

When the significant wind speed rises to 15 knots you are 
recommended to unmoor and leave the berth. It is your responsibility to 
ensure that arrangements are made for the Pilot's mooring boat to 
unmoor the ship's lines. 

Please keep in touch with the Meteorological Office in periods of 
unstable weather, and keep your engines in a state of readiness. 
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N.B. For amidships discharge (see item 2 below) you are advises, 
have enough mooring ropes available to cover extra distance tog 
mooring buoys (roughly 4 x 200 m.). 

Please do not “Hang On” in wind speed beyond the above limi 
2. Cargo Discharging System: 

There are two systems: 

(a) The “Old Lines”: The so called “Old Lines” system is jy 
connected through our submarine hoses to your stern discharge 
At that point the following products may be discharged: Lubricating by 
oil through one line and Jet A-1 and a limited number of chemigg 
Gasoline or Gasoil through another line. In this particular case, yoy» 
requested to pump sweet or sea-water plugs, as the case may be} 
clear our submarine and shore line between products. 1 

(b) The ‘New Line”: The so called “New Line” is for amidst 
discharge and is exclusively used for chemicals through a ' 
arrangement. Ideally, you should have Nitrogen aboard as wel, 
compressed air for use in conjunction with this system, bearing in m 
that Nitrogen must be used (not compressed air) with low flash py 
products. 

3. Quality of Cargo: Please hand our representative the Certificate, 
Quality, issued by the Refinery, corresponding to the cargo desting) 
us. 

The cargo may not be discharged unless the Certificate of Qualiy, 
handed to us beforehand and found to be fully conforming to the |ae 
issue of the relevant specifications. 

Furthermore, we shall carry out a few tests on representative samp 
drawn from your tanks before discharge. 

If the results of the analyses are unsatisfactory, the cargo may no) 

discharged. 
4. Personnel on Duty: A member of our staff with a few assistants» 
be on duty day and night on your ship and we trust they will be alloy 
to use your mess-room from time to time. Installation personnel are a 
on constant watch checking the shore tanks, inspecting the pipe-lt 
and manipulating the signals. 

We would ask you to ensure that a responsible member of your ce 
remain on duty at the stern or amidships to answer shore sign 
promptly and react accordingly. 

A member of our staff is always present at the Installation whiles 
ship is discharging and you are requested to contact him if any 
should be required. 

5. Security and Safety: 

(i) No engine repairs should be carried out at this berth. 

(ii) The Port Authority forbids gas freeing while the tanker is bert 
Besides, fishermen’s practices in the immediate vicinity of the berthm 
endanger your ship in case of gas-freeing. 

(iii) You will appreciate that we cannot be held responsible for® 
et of your ship or prevent unauthorised persons from going: 

joard. 

Peddlers might attempt to board tankers, in which case the safely: 
your operations might be affected. It is strongly recommended thal» 
post watchmen to prevent their access to the ship. 

6. Communications: (a) Pumping Signals: Shore signals are madev 
White and Red discs by day and coloured lights by night from the Ye 
Arm of the signalling mast at the shore end of our jetty. 

Ship signals are a series of short blasts of 5 seconds’ duration 

fi) Amidships Discharge: 


Shore Ship Answering 
Signals Signals 
Day Night 
Launch pig or sphere One disc One white One biast 
light 
Pump product Two discs One green’ Two blasts 
light 
Pump air or Three discs Two green Three blasts 
Nitrogen lights 
Stop pumping product, Four discs One red Four blasts 


air or Nitrogen light 
Disconnect No disc Twored Several short# 
lights long blasts 
(ii) Stern Discharge 
Pump water One disc One white One biast 
light 
Pump product slowly Two discs One green Two blasts 
light 
Pump product full Three discs Two green Three blasts 
speed lights 
Stop pumping product Four discs One red Four blasts 
or water light 
Disconnect No disc Two red Several shot# 
lights long blasts 


In the event of the ship having to stop pumping, please sound 4s" 
blasts before closing the valve, whereupon pumping should 10’ 
resumed until the appropriate signal has been run up again on ours? 
mast. 

(b) “Walkie-Talkie”: Walkie-Talkie communication is estab! 
between ship and the shore, but the equipment may fail and the & 
signals are essential. 

(c) Motor-boat: Motor-boat is on Company service while the shie® 
mooring. 

7. Pumping and pumping speed: Delivery of all products may prot 
day and night. 

(i) “Old Lines" Jet A-1, some Chemicals, Gasoline or Gas Ol _ 

When delivering the above products through the “Old Line” (i. 
water plugs), the following pumping speeds must be observed: 

During the first half hour, pump slowly to clear the water plug i. 
pipe-line and avoid development of unrelaxed static electricity 
pumping rates must be limited as follows: Kerosene/Jet A-1 904 
Water 115 t.p.h. 

After the first half hour, the rate of pumping should be commens# 
with a pressure at the stern connection to the submarine hos® 
exceeding 100 p.s.i. It should not be less than 300 product t.p." 
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uthe end of the cargo pumping operation, sea-water is to be pumped 
.sar the product contained in the pipe-line into the shore tanks. 
yong speed must not exceed 115 t.p.h. 

» ‘Old Lines” — Lubricating Base Oils: No restrictions except to 
sure at the stern which is not to exceed 100 p.s.i. 

») “New Line” — Chemicals: No restrictions except to pressure at 
»anidships discharge point which is not to exceed 150 p.s.i. 

me detailed procedure concerning the use of the sphere or pig and 

en, Compressed Air, or Chemical products to push the sphere or 

wil be discussed and agreed with you beforehand. 

‘Quantities to be discharged: Will you please ensure that the quantities 
narged agree with the B/L figures. Any difference in these figures 
suid be confirmed in writing to the member of our staff on board your 
in any case, the shore tanks’ dips are those that will serve as a 
«@ basis for acknowledgment of the cargo received. They are 
wessed and certified by the shore Customs Authorities, as well as the 
ssyance Surveyor. 
;Sp's Agent: The ship's Agent is expected to deal with all questions 
sgt and harbour regulations, currency, health, etc. 

zeminder: Hose-lifting derrick, air compressors and nitrogen; the 
yxer must be fitted with derricks of 3 to 4 tons lifting capacity 
spending on the height of the connection above sea-level) to lift part 
se submarine 8 in. hoses required for connection to its stern 
gharge or amidships discharge, as the case may be. 

athe case of lubricating base oils, the tanker must be provided with 
sar compressor to clear the line before pumping the next grade of 
se oils 

othe case of chemicals, except for those to be discharged at the 
\Lines”, the tanker must have Nitrogen and compressed air available 
saequate quantity. 
yned: Manager Operations. 

dso see “Shipmaster’s Report” dated February 1983. 
ENSITY: 1025. 
RESH WATER: The port company has equipped all quays with 
sdants. Ships moored on buoys can also be supplied with water from 
sem barge. By shore installation or by barge. Delivery rate 20/25 t.p.h. 
yside harbour double price per barge. 
VEL: Fuel, gas oil, diesel obtainable. 48 hours’ notice required. 
RE PRECAUTIONS: Special berths for tankers. 
UNGWAY/DECK WATCHMEN: Available and recommended. 
YENING/CLOSING HATCHES: For liners, by stevedores, otherwise 
agreement. 
WSTOMS ALLOWANCES: (Tobacco) 40 cigarettes per Crew member 
aster 2-3 cartons). Customs very strict, and will search crew cabins. 
‘qulations are as follows: 

| That the quantity of tobacco to be allowed on board vessels upon 
‘er arrival at a Lebanese port, will be fixed on the basis of 2 packets 
crew member, passenger per day and to be calculated on a 
‘ximum period of 4 months, if the vessel emanates from an American, 
san or African port - not central Africa; and for 2 months if the vessel 
sport of call is in Europe, Central Africa or Mediterranean, which will 
deducted port of call, until arrival ata Lebanese port. That the number 
‘passengers to be taken into account on a tourist vessel, will be the 
mber of berths the vessel can accommodate and not the number of 
‘sengers actually on board. As to cargo vessels, the actual number 
‘de accounted for will only be the crew members and the Master of 
te vessel. 

2 |n the event that it is the first call of the vessel at a Lebanese port 
‘not aware of such regulations, and it was found onboard her an 
‘ess quantity to the actual one allowed, as indicated above, a Process 
‘al will be established for the excess quantity found and the 
wrettes placed under seal. An undertaking is also to be obtained from 
er the Owners and/or her Agents to the effect that they will submit 
‘tettficate, within 1 month, to be issued by the relevant Customs 
‘Horities of the next port of call of the vessel after a Lebanese port. 
‘le the seizure on the vessel will be lifted when a Bank Guarantee 
‘valling the amount of fine and dues is placed, or a personal guarantee 
‘the Agent — if solvable — and in the event that the undertaking is 
“ulfilled the usual penalties will be inflicted according to the Law. 
iin the event the vessel is aware of such restriction, and for one 
“son or another, she is carrying an excess quantity, this excess must 
* as per official regulations, shown on the manifest legalised and 
‘ved at the last port of call touched by the vessel prior to Beirut. Any 
‘ess found over and above such declaration will be considered as 
“uggling and the law will be applied. 


oe and/or Spirits: 1 bottle per crew member. Master allowed 3 or 
‘Dottles, 


“UDAYS: 
Holidays Date Days 
New Year's Day January 1st 1 
St. Maron February 9th 1 
Good Friday (Catholic) Varies 1 
Easter Monday (Catholic) Varies 1 
Labour Day May 1st 1 
Good Friday (Orthodox) Varies 1 
Easter Monday (Orthodox) Varies 1 
Al Fiter (Ramadan) Varies 1 
Assumption Day August 15th 1 
Al-Adha Varies 2 
Moslem New Year's Day Varies 1 
Achoura Varies ‘l 
All Saints’ Day November 1st 1 
Independence Day November 22nd 1 
Prophet's Birthday Varies 1 

Bort rristmias Day December 25th 1 


closes completely: New Year's Day, Al-Adha, Easter Monday, 
ay Day, Independence Day, 1st day of Ramadan and Christmas 
md on other holidays, day work in port carried out against overtime 
“ment. 


LEBANON 


CARGO GEAR: Ship's gear to be used but mobile cranes can be hired. 
Shore cranes except mobile cranes only available at Quays 9 and 11. 
Floating crane of 120 tons available. 

CONSULS: Most countries have consulates. 

REPAIRS: Most types of repairs carried out. 

DRY DOCKS: None except for 500/1,000 tonner. 
REPATRIATION: Very good facilities for repatriation. 
AIRPORT: About 10 km. distant, served by regular airlines. 
TIME: GMT plus 2 hours. Summertime, GMT plus 3 hours. 
POLICE/AMBULANCE/FIRE: Telephone numbers: Police 
Ambulance 18, Fire 17. 

TELEPHONES: Available on request by shipping agency. 
SERVICES: Tank-cleaning equipment. Facilities for discharge of tank- 
washings, compass adjusting, laundry, etc., available. 

SHORE LEAVE: Crew allowed onshore. 

IDENTIFICATION CARDS: Shore pass given to each crew member. 
Passport and Seaman's Book to remain in Master's care. 

DELAYS: 1. Unavailability of berth or barges due congestion mainly 
during Winter months (December to April). 2. Vessel already registered 
will lose turn if not returned to port in time. 3. Barge ordered for bunkering 
might be occupied if vessel's arrival delayed. 

DEVELOPMENTS: There are plans for a new container berth with crane 
and container park at the fifth basin. 
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SHIPMASTER’S REPORT: 1978. 

Navigation Buoy: The buoy off the end of the breakwater has been 
replaced in approximately the same position as the original buoy. The 
present buoy is painted green with a ‘cone top mark’. Although the buoy 
is a light buoy the flash was not observed. On no account should the 
vessel pass between the end of the breakwater and the buoy as rubble 
is being dumped to extend the breakwater. The actual dumping position 
is marked. 

ee The local Pilots are now working VHF Channel 16 from the Harbour 

ffice. 


SHIPMASTER’S REPORT: January, 1982. 

Vessels approaching Beirut Harbour from a Southerly direction are 
advised to make Ras Beirut Light on a bearing of 132°. When the light 
is approximately 3 miles away alter course to 090° until the Eastern end 
of breakwater is abeam and alter course to 150° to pass Green Buoy 
(near end of breakwater) to starboard. The Pilot will board vessel near 
the green buoy or at anchorage. 

Good anchorages may be obtained East of breakwater with good 
holding ground. In view of the prevailing tension it is advisable to 
approach Beirut during daylight hours as incidents of sniper fire and 
shelling have been reported. 

Shore leave for seamen/ship’s personnel may be granted during 
daylight hours from 0900 to 1500 only in the Christian (Eastern) Sector. 
It is not advisable to visit the Muslim sector of the Western Beirut. 

Provisions, bonded stores and good shopping available despite 
tension. 


SHIPMASTER’S REPORT: February 1983. 

Tankers: The following are the requirements for product delivery vessels 

calling at tanker berths operated by Dora Terminals. 

Medco Terminal: 

| — TECHNICAL CONDITIONS 
1. Tanker mooring should take place during daylight at the berth 

specially provided for discharging opposite our installations at 
Dora i.e. “Baie Saint Georges”. 

. Tanker’s d.w.t. (dead weight tonnage) must not exceed 25,000 — 
30,000 metric tons. 
. Only stern discharge is permissible. 
. Submerged portion of the tanker’s stern must not exceed 28 ft. — 
29 ft. 
. Discharge hose facilities provided are of 6in., 8in. and 10 in. 
diameter. Working pressure must not exceed 5 — 6 kg./sq.cm. 
Upon arrival, the Shipmaster shall abide by the instructions given 
to him by Beirut Pilot and Harbour Master and by employees of 
this company, it being understood that putting the ship at anchor 
immediately upon arrival is subject to weather conditions. In other 
words mooring, anchorage and discharge of load are not possible 
when sea is rough. 

7. Ship must be equipped with all necessary international 
documents in accordance with universally accepted rules and 
regulations because discharging takes place under supervision 
of Lebanese Customs Authorities and other Government Officials. 

8. Swivelling tanker’s crane boom to extend outside tanker minimum 
3 m. in order to lift vertically flexible hoses. Also suitably located 
hang-off bitts for submarine hose. 

9. Discharge line to be fitted with ASA 150 8 in. flange connected 

(or ASA 150 6 in. connection) and pressure gauge, conveniently 

located. 

Pumps to be preferably centrifuge with by-pass (or relief valve) 

set at 9 kg./sq.cm. 

11. Tanker shall be responsible for any and all damages which may 
occur to our installations whether it be due to weather, natural or 
technical reasons. Tanker shall likewise be responsible for 
damages caused by negligence or faulty manoeuvres on the part 
of the Master or the crew. 

. The company’s Superintendent at his own discretion may refuse 
admission to a tanker or discharge of a cargo when he notices 
that the tanker is not adequately equipped technically for the 
discharging process as is usually required. Shipowners shall then 
carry out all necessary repairs, wherefore demurrage, if any, shall 
be exclusively at the tanker’s expense. 
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13. When the discharge process has been completed and all 

formalities done, hose disconnected and mooring ropes released, 

the tanker, using its anchor to move forward, shall leave the 

mooring place immediately and clear a suitable distance off 

marine installations without using the propeller. 

Should weather conditions worsen during discharge operations, 

the Superintendent shall have the right to disconnect the hose 

and request Shipmaster to leave discharge berth immediately for 

protection of human lives, installations and ship. 

All harm befalling divers and/or company workmen during 

discharge activities shall be at the tanker’s expense as long as 

these men are on board the tanker. 

Both tanker and company shall be prepared to tie-in the discharge 

hose within 6 hours period effective from the time mooring at 

company’s berth has been performed by Beirut Pilot. 

Master is requested to give 72/48/24 hours’ pre-arrival notice 

wets. “Radio Orient” to our cable address “Geochammas 
eirut’’. 

ll — GENERAL CONDITIONS 

1. Details of tanker arrival and discharge must be arranged 
beforehand. Should two tankers arrive at the terminal preference 
shall be accorded the tanker that has arrived first. 

In those cases where a Government-bound tanker comes in for 
unloading at the same time as another tanker is discharging at 
our installations, no demurrage shall be due by the company. 

2. Quantities received are those measured in our tanks. The 
company shall not be responsible for any shortage due to leakage 
or otherwise, notwithstanding the fact that the company shall 
spare no effort to avoid any such loss. 

3. It is clearly understood that all discharge activities such as 
anchorage, discharge, material receiving, storage, etc. are for the 
responsibility and expense of the Government. It is likewise 
agreed that all damage which may befall our marine installations, 
tanks and the company's other installations at Dora, irrespective 
of cause, even if it be a force-majeure, are the responsibility of 
the Government as the company shall then be working in 
accordance with the Government's request and for its account. 

4. All port dues and other charges connected with the tanker or the 
cargo are for the Government expense. 

5. All expense for products delivered by tank trucks are for the 
account of the receiver. 

6. Under all circumstances the company shall be held free of any 
responsibility whether for reasons mentioned above or omitted. 
It is likewise not responsible in all instances where the terms “cas 
fortuit, force majeure” and applicable. 

7. The company may be contacted through the following means: 
(a) Radio Orient Ogero. 

(b) Telex: 22259 Menira/20816 Mecham/20112 Ctctco. 
(c) Telegram: Geochammas-Beirut. 
(d) Tel: 894.077 (working hours: 0800 — 1400 hrs.) 
(e) Marine Band: Channel 16 when 30 miles away. 
Wardieh Terminal: 
Max. draft at Terminal 30 ft. 
Max. quantity which can be received through the sealine is 200 metric 
tons per hour. 
Type of flange — 8 in. flange. 
Pumping can be effected through a 10 in. submarine pipe-line. 
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AUTHORITY: Compagnie de Gestion et D’exploitation du Port de 
Beyrouth, B.P. 1490, Beirut, Lebanon. Tel: (01) 580211/16. 
Cables: Beyrouport-Beirut. Contact: J. Khazen, Port Director. 


AGENT: Gulf Agency Co. (Lebanon) Ltd. All enquiries, telexes, cables 
and correspondence regarding agency appointment and agency 
arrangements that concern Lebanese ports to: 

Gulf Agency Company Ltd., P.O.B. 61033, GR-151 10 Amaroussion, 
Greece. Tel: 6830613-17, after office hours 6722011. Telex: 214548, 
216344, 218687 (“GAC GR”). Fax: 6830611. 


CHEKAA (Including Enfeh Terminal): 34.20 N. 35.43 E. 
(See Plan) 


See “General” before first port. 


Port is used for cement loading and discharge of sulphates. 
ANCHORAGE: Safe anchorage in Chekaa Bay. 

MAX. SIZE: Max. d.w.t. 35,600 tons. Max. draft in calm weather 27 ft. 
LOAD/DISCHARGE: Up to 4,000 tons cement and 2,500 tons coal per 


day. 
TANKERS: Enfeh Terminal: Position: Lat. 34° 20’31"N., Long. 
35° 43' 54” E. Port is used to load and discharge gasoline and bitumen. 
Anchorage: Safe anchorage in Chekaa Bay. 
Max. size: Draft up to 20 ft. 
Berthing: Using 2 anchors and moored stern to shore facilities. In 
event of swell vessel required to leave quay and anchor in bay. 
Storage Capacity: 5,000 tons for gasoline. 2,500 tons for bitumen 
under construction. 
Load/Discharge: Rate 150 t.p.h. Tankers to use stern discharge and 
communicate with shore 48 hours prior to arrival on VHF Channel 16. 
Agent: Gefco. 
REPORT: November 1982. 
Slag is from time to time discharged at this port. 
1. Max. draft permissible: 27 ft. 
2. Length of berthing quay: about 40 m. — 45 m. Therefore vessels 
— do several shifts ahead and astern in order to discharge all 
Ss. 
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3. pth! by 2 shore cranes (1 fixed at quay and 1 mobile) 
grabs. 

4. Daily quantity discharged: about 2500 — 3000 tons per w 
working day of 24 hours (receivers and stevedores Wore 
24 hours round the clock, subject weather permitting). 

5. The quay is at an open road, not sheltered and well ©XxPosegy 
South Westerly winds. 

6. Agency attendance was monopolised in Chekaa since 1975 (Whe 
war started in Lebanon) and the only agents attending are: 
(a) Messrs. Kfoury, the Pilots of Chekaa for: 

The Societe des Ciments Libanais Sal Chekaa. 

(b) Mr. Paul Adem, for: 

The Societe Nationale de Cements Sal Chekaa, the comps 
who owns the above mentioned quay. 


AGENT: See “Beirut”. 
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RAS SELAATA: 34.17 N. 35.40 E. 


See “General” before first port. 

(A) LEBANON CHEMICAL CO. PLANT WHARF: 
(B) SELA’ATA TERMINAL PORT: 

(A) LEBANON CHEMICAL CO. PLANT WHARF: 


LOCATION: Lat. 34° 16.2’ N., Long. 35° 39.2’ E. 

Lebanon Chemical Co. Port is located to the South of Tripoli ang 
used for dry and liquid chemical cargoes. 
PILOTAGE: Pilotage is provided by the Company, and the Pilot mee 
vessels one mile to the S.W. of the quay. 
ANCHORAGE: Good anchorage is available in Sela’ata Roads. 
MAX. SIZE: Depth in manoeuvring area is 21 ft. Maximum permisst 
draft is restricted to 21 ft. 
HEALTH: Health Authorities board in harbour. Health form obtainay 
from Agent. Owner should check with Agent with regard to any rece 
imposition of anti-epidemic regulations and requirements for addition 
injections for crew members. 
RADIO: Cables to and from Agent sent via Beirut Radio. 
VHF: See “General”. 
BERTHING: One pier 90 m. long, suitable for vessels up to a maxine 
of 6,000 tonnes d.w.t. 
STEVEDORES: Cargo handling is carried out by the Company's ce 
round the clock. 
MEDICAL: Master to advise Agent by cable prior to arrival if medw 
attendance required. 
DENSITY: 1026 — 1027. 
FRESH WATER: May be available alongside pier. 
FUEL: Diesel oil available by truck. 
CONSULS: Most countries have consulates in nearby Tripoli. 
AIRPORT: Kleiate (Tripoli) or Beirut. 
TIME: GMT plus 2 hours. GMT plus 3 hours in Summertime. 
HOLIDAYS: 


Holiday Date Days 
New Year's Day January 1st 1 
Al-Adha (Karban Bairam) varies 2 
Ashoura varies 1 
New Year (islamic) varies 1 
Arab League Day March 22nd 1 
Good Friday varies 1 
Easter Monday varies 1 
Good Friday (Oriental) varies 1 
Easter Monday (Oriental) varies 1 
Labour Day May 1st 1 
Martyr's Day May 6th 1 
Ascension Day varies 1 
Mohamed's Birthday varies 1 
Assumption Day August 15th 1 
All Saint's Day November 1st 1 
Independence Day November 22nd 1 
Ramadan varies 2 
Christmas Day December 25th 1 


GENERAL: Lebanon Chemica! Co. have VHF set in manage 
building. Call sign is “Pilot Lebanon Chemical Co.”. It has a range! 
35 miles and listens on VHF Channel 16 from 0630 hrs. to 1600N 
Agent: P. Adem may be contacted on VHF Channel 16 or throug"® 
Company. 

Cables: Cables to Agents and Company are routed through 8% 
Radio. 


(B) SELA’ATA TERMINAL PORT: 


LOCATION: Lat. 34° 16.97’ N., Long. 35° 39.87’ E. 
Sela’ata Terminal Port is located to the South of Tripoli, and is 
for dry, liquid, general cargoes and containers. 
The entrance to the harbour and the channel entrance are rest 
to vessel's having a maximum draft of 13.0 m. 
PILOTAGE: Agent arranges for qualified Pilot to meet vessels 2m) 
N.W. of breakwater. 
ANCHORAGE: Good anchorage available in Sela’ata Roads. 
MAX. SIZE: Depth at entrance 13.0 m. Max. draft alongside # 
13.0 m. 
HEALTH: See Section “A”. | 
RADIO: Cables to and from Agent (ASLAC) via Beirut Radio (06 
VHF: See “General”. ; 
TUGS: There is one tug at Sela’ata (250 h.p.). A second tug com 
made available upon request. 
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THING: One pier about 140 m. long, 2 berths, 2 shore cranes and 
yn unloader (250 t.p.h.), suitable for vessels up to 30,000 tonnes 


i EDORES: No ETA to stevedores necessary. Working hours are 
=p hrs. - 1500 hrs. Overtime on Sundays and on official holidays. 
“CAL: Master to advise Agent (ASLAC) by cable prior to arrival if 

| attendance required. 
aWKERS: Liquid Cargoes: A6 in. connection is available at plant whart 
. walength 800 m. and a discharge capacity of 200 t.p.h. Vessels to 
quipped with a 6 in. discharge hose of 10 m. length. 

: 1026 — 1027. 

2gSH WATER: May be available inside harbour premises. 
#L: Diesel oil is available in trucks. 
unGWAY/DECK WATCHMEN: Recommended. Shore watchmen 
wiable round the clock. 
yENING/CLOSING HATCHES: For liners by stevedores, otherwise 
wagreement. ; 
4STOMS: Available on request. 
ENTIFICATION CARDS: Due to prevailing situation, on shore passes 
qed to crew members. 
~NSULS: Most countries have consulates in nearby Tripoli. 
(RPORT: Beirut or Kleiate (Tripoli). 
‘we: GMT plus 2 hours. Summertime GMT plus 3 hours (15th June — 
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sh October). 
QUDAYS: See Section “A”. 
$NERAL: 
went : A. Sinno (Huiles et Derives) on Channel 16 
‘ (ZOUYOUT). 
‘ables : Cables to Agents routed through Beirut Radio 
(ASLAC). 
’ qipment : Fixed Station sited in Terminal Building and used by 
Supervisor. 
S\ callSign : ZOUYOUT. 
Range : Approximately 35 miles. 
Frequency : Transmitting on Channel 16. 


e Receiving on all frequencies. 


Watches : 0630 hrs. — 1430 hrs. 
{ iobile Station 
. fqwipment : Portable, battery operated, carried aboard vessel with 
loading/discharging Supervisor. 
Call Sign : ZOUYOUT. 
Range : Approximately 2 miles. 
- frequency : Transmitting on CB bands (Domestic). 
Receiving on CB bands (Domestic). 
, Watches : Continuous, whilst vessel loading/discharging. 


we: The VHF system is not connected to the main telephone 
wichboard, and only selected shore stations have access to it. 


GENT: See “Beirut”. 


WON: 33.30 N. 35.21 E. (See Plan) 


ERTHS NO'S. 1, 3 AND 4 HAVE BEEN TAKEN OUT OF SERVICE 
ND ALL MOORING BUOYS HAVE BEEN REMOVED. THE 
NBMARINE LINE IS STILL THERE. 

80TH THE WHITE AND THE RED SEABUOYS ARE MISSING. 


ERATORS: Trans-Arabian Pipe-line Company, Sidon Terminal. The 
“mpany transports crude oil from Saudi Arabia via pipe-lines and 
‘ors from terminal South of Sidon (Saida). Terminal operates 
“hours a day, 7 days a week. 

“vance Information: Prior to acceptance of nomination of vessels, 
‘Sine requires advance information regarding maximum draft, vessel's 
Wpment and location of manifold in reference to distance from the 
fm of the vessel, permanent ballast, simultaneous loading of cargo 
“discharging of ballast, etc. Acceptance or rejection will be made 
f ®s evaluation of above data by Sidon Marine personnel. 

‘AG: All vessels required to fly Lebanese Ensign on foremast during 
“yight hours. Lebanese flags may be obtained from ship's Agent. 
SCATION: Sidon Terminal is open, unsheltered roadstead, situated 
' mediately North of Zahrani River, about 5 miles South of City of Sidon 
' 40a), Lebanon. It is approximately 35 miles South of Beirut, and 

miles North of Tyre. 

‘ RIPTION: Terminal’s Tank Farm consists of 23 storage tanks 

“aled East of terminal at 360 ft. (average) above sea level. Marine 

* administrative offices, a laboratory for testing stocks, 2 large and 2 
j “all storage tanks all located within area just above sea level. An “L”- 

. pier for harbouring Company's marine craft extends 
j *oximately 1,000 ft. from shore near Southern end of berthing area. 

‘WIGATIONAL AIDS: Radio beacon tower located 1,200 ft. back from 
s *8ch, S.E of moorings. Occulting red light (about 30 flashes per minute) 

ered on top, elevation 184 ft. above sea ‘level; position Lat. 

#30 04" N., Long. 35° 20’ 31” E. Tower also marked with 2 sets fixed 
@. lights located respectively 45 ft. and 90 ft. below occulting red light. 

“0 beacon is automatic and operates on 24 hr. basis on frequency 

"26.5 kHz, with “SAD” as the identifying call sign. It will signal 2 times 
_ (8 10-second period and then give a constant 1,000 cycle tone for 
Seconds. Tower is of cage-type construction, painted red and white. 
“ut 2.5 miles S.W. of terminal sea buoy and approximately 2 miles 
“ore is rocky shoal with approximately 32 ft. of water over it. 
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Vessels approaching from Southward should keep offshore until radio 
beacon tower bears 100° true before hauling-in. 

“Sailing Directions for the Mediterranean” (U.S. Navy Hydrographic 
Office Publication No. 154A Vol. IV) reads in part: 

“Caution: As the coast between Saida and Tyre, 20 miles South- 

South-westward, is bordered in places by rocks and shoal water 

extending as far as 1 mile offshore, it should not be approached closer 

than 1.5 miles, nor within depths of less than 16 fathoms.” 

During darkness terminal range lights and mooring buoy marker lights 
may be visible. These lights are located inside the restricted area. 

A conspicuous water tank (painted aluminium) on a tower located Lat. 
33° 29’ 27" N., Long. 35° 21' 10" E., the top of which has elevation of 
460 ft. above sea level. Location is seaward of centre oil storage tanks. 

There are a number of smaller radio towers to N.W. and S.W. of 
beacon tower. South of terminal, at Medreco Refinery, is a conspicuous 
black stack located Lat. 33° 29’ 31”N., Long. 35° 20’ 08” E. A little 
further N.W. from this stack is a tall pipe painted aluminium with a flare 
on top at Lat. 33° 29’ 35” N., Long. 35° 20’ 03” E. 

Berth Locations: 

Berth No. 1 (7 buoys) Lat. 33° 30.8’ N., Long. 35° 19.9’ E. 

Berth No. 3 (6 buoys) Lat. 33° 32.0’ N., Long. 35° 20.4’ E. 

Berth No. 4 (5 buoys) Lat. 33° 32.4’ N., Long. 35° 20.8’ E. 
DOCUMENTS: 

Health Declaration: international Health Form to be filled out by Master 

on arrival. 

Cargo Manifest: No cargo arrival manifest required, as same usually 
prepared by local Agent. 

Clearance: No clearance required. 

Crew List: 4 copies required on arrival. 

Passenger Manifest: If any passengers on board. 

Store List: 2 copies. 

Bonded Store List: 2 copies. Present regulations at Sidon Terminal 
allow each seaman to retain in his possession a maximum of 40 
cigarettes or the equivalent weight of tobacco or cigars. The balance 
of all smoking items must be collected and carefully listed prior 
arrival. This list will be checked by Customs before sealing lockers. 
If any discrepancies, vessel subject to a fine. 

PILOTAGE: Vessels to be moored at Sidon will be boarded by Mooring 
Master of Company within 2 miles to seaward of terminal sea buoy. 
Mooring Master will advise Ship's Master on approaches to berth, 
mooring, unmooring, connecting and disconnecting submarine hoses 
and in all other operations within berthing area. All manoeuvring of ships 
within berthing area shall be done only in accordance with advice of a 
Tapline Mooring Master, subject to the understanding that in all cases 
and circumstances Master of the vessel being manoeuvred shall remain 
solely responsible, on behalf of vessel’s owner, for safety and proper 
manoeuvring of vessel. Ship’s Master or qualified deck officer must be 
on bridge at all times while ship is manoeuvring. 

Vessels must have a pilot ladder safely and securely rigged, and all 
vessels over 45,000 d.w.t. should have an accommodation ladder rigged 
in combination with pilot ladder for safe boarding of Mooring Master and 
Government officials. Pilot ladder should be abaft and close to 
accommodation ladder so that Mooring Master, after climbing a few 
steps, can use accommodation ladder for remaining climb. Since hoses 
handled on port side at Sidon, it is advisable to rig ladders on starboard 
side. If at night, adequate lighting must be rigged over-side for Mooring 
Master to approach side of ship and climb ladder safely. 

Note: Vessels having special rigs, such as hoisting equipment on short 
sections of pilot ladder, are not required to rig pilot/accommodation 
ladders per the above. 

ANCHORAGE: For vessels awaiting berth, good anchorage just W.S.W. 
of terminal sea buoy in 16 to 20 fathoms, sandy bottom. Vessels should 
under no circumstances anchor North of terminal sea buoy as depths 
are excessive for safe anchoring. 

RESTRICTIONS: Berthing and unberthing during daylight hours only. 

Vessels must not arrive with more than 50,000 tons cargo on board. 
MAX. SIZE: Berth No. 2, depth approx. 67 ft. Tankers up to 80,000 
d.w.t. or approx. 55 ft. draft are considered max. size which should be 
handled during Winter months at Sidon, and then only if vessel meets 
all of below recommended requirements. Otherwise, vessels of over 
80,000 d.w.t. should not be nominated for liftings at Sidon during period 
November-April. In Summertime max. 100,000 d.w.t. 

Based on previous experience, sudden and severe storms of long 
duration are not expected from April through October. Vessels over 
80,000 d.w.t. may, therefore be accommodated during this period. 
However, prior to acceptance of nomination of vessels over 80,000 d.w.t. 
Tapline requires advance information regarding max. draft, vessel's 
equipment and location of manifold in reference to distance from stern 
of vessel which should not exceed 450 ft. Acceptance or rejection will 
be made after evaluation of above data by Sidon Marine personnel. 
Summary of Recommendations for Vessels over 40,000 d.w.t.: 

We Capable, efficient and reliable anchor windlass(es). 


2. 15 shots on starboard chain — 13 shots on port chain are 
satisfactory. 
3. Mooring wire winches, 1 on aft well deck, 3 on poop deck, 


200 fathoms wire on each, with adequate number of manila or 
synthetic ropes to double up as needed. 

Capability of lifting 16 in. hose string — 6.5 tons static weight. 
Suitably located hang-off bits. 

Capability of keeping vessel in a reasonable safe ballast condition 
(November-March) by permanent ballast or loading while 
deballasting, or a combination of both. 

ve Ship's manifold located not more than 400 ft. from stern. 
RADIO: 

(a) Facilities. Tapline has own ship-to-shore radio telegraph, and VHF 
radio telephone station at terminal. This station is not open to commercial 
traffic. Services limited to traffic between Tapline and tankers within 
3 days’ sailing time from terminal. Messages to or from tanker agents 
classed as “Commercial” and must be routed via Radio Orient, a 
commercial radio station. Its call sign is ODR. 
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Radio Orient Beirut, call sign ODR, transmits (CW) on 8702 kHz and 
13101 kHz simultaneously half-past each hour beginning at 0630 until 
2130 hrs. GMT, the traffic list; 524 KHz each hour beginning at 0600 hrs. 
until 2100 hrs. GMT, the traffic list. Listens on 8534-8374 kHz and 
12531—12561 kHz for replies and calls each hour from half-past the hour 
until the hour; 500 kHz 0600 to 2200 hrs. GMT and 425, 454, 468 and 
480 kHz from the hour until half-past the hour for replies and calls. Keeps 
watch only between 0600-2200 hrs. GMT on 500 kHz. 

(b) Advice of Arrival. \t is important that ships establish radio contact 
with “ODR"” when 3 days distant from Sidon and maintain this contact 
at regular intervals until just prior to arrival at the terminal. All ships 
should send a 72-hour ETA message to Tapline, giving the best estimate 
of ship's arrival time, a statement of bunker requirements and other 
relevant information. Shorter notice may result in berthing delay. Further 
ETA messages should be sent when vessel is 24 hours and 12 hours 
distant and to cover any other time changes occurring in the original 
ETA or those subsequent thereto. The 12-hour ETA should include a 
statement regarding ‘ship's readiness to load” on arrival, and time 
required to discharge clean ballast after ship is moored. A further contact 
when 4 hours away is desirable for exchange of weather data and 
mooring schedule. Vessels failing to give minimum of 12 hours arrival 
notice may be subject to delays in acceptance. 

(c) Ship-to-Shore Communications. Ship-to-shore communications, 
while ships are in moorings, will be by portable VHF radio units used 
by the Mooring Master only. The use of the ship’s radio station (except 
Channels 16-14) and/or battery charging equipment is prohibited for 
safety reasons during cargo transfer operations. 

In the event of normal ship-to-shore communications failure, the 
(ship's) emergency whistle signal should be used. 

VHF: Tapline VHF radio telephone system operates on international 
Channels 14 and 16, 156.7 MHz and 156.8 MHz respectively. Channel 
16 used to establish contact while all traffic handled on Channel 14. 
Tapline guards these channels on a 24 hour basis, and contact can 
enerally be made at distances up to 100 miles from terminal. 
onversations on these channels will be carried out in English language 
only. 

Mooring Master only will be in direct charge of portable VHF ship-to- 

shore radio communications. 


HEALTH: Rules governing quarantine of vessels are same as found in 
other ports. 


BERTHING: 7 buoys at Berth No. 2. Berths numbered 1 to 4 from South 
to North. Vessels moored on 1 heading (West) basis using both bow 
anchors with max. possible spread of anchors to increase ship's anchor 
beam holding components. Ship’s stern moored to cylindrical buoys 
fitted with release hooks, using 7 ropes (or wires) to respective mooring 
buoys. Permanent moorings consist of 7 steel cylindrical buoys in each 
berth. 

Certain mooring buoys in all berths fitted with 1.5 in. diameter 
preventer wires, one end of which is secured to mooring buoys. When 
required, other end is brought on board vessel by a messenger line after 
ship moored in position. Preventer wires supplemental to ship's regular 
moorings during adverse conditions. Ships should have chain stoppers 
for handling these wires. 


BALLAST: Masters are warned that no dirty ballast or bilge water may 
be discharged within an area extending 100 nautical miles seaward of 
the Lebanese coastline. All pipe-lines, sea suctions, strainers and pumps 
that are to be used for the discharge of clean ballast must be flushed 
clean prior to entering the 100 mile zone. Except for oil retrieved under 
“load-on-top” procedures, Masters must assure themselves that all oil 
tanks, pipe-lines and pumps are free of all traces of oil. 

The terminal has no facilities for receiving oily ballast. A vessel must 
have sufficient ballast for safe manoeuvring. However, by carefully 
watching the weather, especially in the Summer months, by frequent 
interchange of weather information and berthing instructions, and, by a 
knowledge of the behaviour of his own vessel, a Master may desire to 
arrive at the terminal with minimum ballast thereby lessening any 
possibility of infringement of the pollution restrictions of this section, and 
also reducing time in berth. 

As soon as practicable after arrival and prior to acceptance, all the 
vessel's tanks will be inspected for evidence of oil in ballast tanks. 
Inspection will continue during discharge of ballast. If evidence of oil 
appears at either of these inspections, the ship must return at once to 
a point not less than 100 miles from the coastline and there accomplish 
the necessary tank cleaning. Any vessel required to return to a position 
at least 100 miles offshore for the purpose of discharging dirty ballast, 
cleaning tanks or for any similar reason, automatically nullifies any 
Notice of Readiness already tendered, and at the same time loses any 
priority held for loading. On return from sea, vessel will be entered for 
loading at the time of the second arrival, when a new Notice of Readiness 
will be tendered. 

Vessels discharging dirty ballast within the prohibited 100 mile zone 
may be subjected to action by the Lebanese Government. In addition, 
ship's Owners and charterers will be promptly notified of any violation. 

Masters are also warned that ship's garbage or trash should not be 
dumped within 50 miles from the Lebanese coast. 


LOADING: (a) Readiness: Tenders to load will normally be accepted 
and berths assigned to vessels in order of arrival, provided vessels have 
nominations for cargo valid at the time, carry ciean ballast and are in 
all respects equipped and ready to moor. In event berthing delayed on 
account weather, vessels will ordinarily keep their loading priority in order 
of arrival. Vessels required to leave port area on account of weather 
(port closed), should keep in contact with terminal via VHF in order that 
they will be available when weather moderates. Company will make 
every effort to load vessels on arrival, or as promptly as berth is available, 
weather permitting. Notice of readiness will not be accepted unless 
vessel ready to load. Arrival time will be considered as time Mooring 
Master boards vessel underway or time vessel anchors, whichever 
occurs first. 
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(b) Connecting-up. Ships loaded by means of submarine pi 
Weight of the 16 in. hose in No. 2 Berth about 6.5 tons. Hoses Vifteg, 
ship's gear on port side. Detail of flange templates shown in raw, 
below. Ships should provide manifold fittings to allow connectig 
flanges shown in “Plan Section”. ' 
Mooring Master advises ship's personnel in lifting, con 
disconnecting and lowering of hoses. A ship's deck officer Must} 
present, and must direct ship's crew in all hose handling. There my 40 
be sufficient crew on deck to perform this work. we 
(c) Rates: Loading is by gravity flow from tank farm Which , ‘ef 
approximately 360 ft. above sea level. Loading rates as folly (0, 
(approximate maximum): of 


a 
90 
Be 
du 
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Rates (BPH) 
Berth With 1 Hose With 2 Hoses 
2 40,000 70,000 (16 in. hoses) 


Order save ship's time and to ballast vessel as quickly as Poss “2 
as well as to make berth available for others, it is requested that shy 
receive oil as fast as it can be delivered, with due regard for safety }, uf 
removal of any restrictions, such as strainers, etc.; is recommenda; 1 
DISCHARGING: Ships unloading crude or refined products in Tapp 0 
Seaberth must: sh 

1. Be able to discharge at least 1,000 t.p.h. 

2. Be equipped with centrifugal cargo pumps only. Piston pumps» St 
NOT be accepted due to the damaging effect they have on» 7 
submarine hoses. th 

3. Ships without permanent ballast tanks must be able to discha» 
cargo and load ballast simultaneously. ; 

4. Vessels must NOT strip (drain) their cargo tanks into the sealy 
Air injected by this operation may cause the line to float and buckle 
Report: 1983. Cargo discharged through 8 in. line (old bunker line) 
MEDICAL: Neither medical nor hospital facilities provided by Tapix ™ 
Private doctors and hospital facilities available at Sidon and Ber 
Agents acquainted with situation and can make necesy % 
arrangements. pr 

If unable make radio contact, then vessels requiring emerge 
medical assistance should hoist International Code Flag “W" in dayiig: SI 
and at night, send “W” (: — —) on blinker light to attract immeds 
attention, the same signal ‘“W”' (- — —) should be given on ship's whis 
in either day or night hours. Signal should be repeated wm 
acknowledged visually by either another ship in berth; from shore state 
or from Company launch. As soon as signal is received, terminal office 
will advise ship's Agent as soon as possible of the emergency mede 
aid required. 

DENSITY: Salinity of the sea is same as open Atlantic Oce 
Temperature ranges from 60°F. to 85°F. (15.6°C. to 29.4°C.) depend: 
on season. 
FRESH WATER: Not available. 
FUEL: Bunker fuel loaded at rate of 3,000-5,000 bbis.p.h. through8! 
deck hose. Bunker connection should be located near ship's cap 
manifold. Ships calling at Sidon to load crude oil should arrange! » 
bunker fuel nominations through one of the offtaker companies wel’ 
advance of arrival. Bunker fuel will not be delivered until Tapline® 
received a firm nomination. Bunker fuel will be loaded as promptlyé 9j 
circumstances permit, but Tapline assumes no liability for any dew of 
incurred by a vessel in berthing or loading bunker fuel. Marit 9 
lubricants available, through marketing representatives in Beirut! y 
arrangement through Agents. be 
PRECAUTIONS: (a) Valve Control. Ship's valves must not be chs fo 
against the oil stream. or 
(b) Emergency Signal. When, and if normal  ship-to-s 
re 
ve 
Ti 
th 
fe 
se 
st 
ar 
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communications fail, the emergency signal to stop oil flow will t 
continuous blast on ship's whistle, until oil ceases to flow. Steam 
should never be shut off from the whistle during loading. Whenet 
emergency whistle is used, all loading operations in all berths wi? 
shut down until communications can be established with vessel gv" 
the signal. For this reason, it is requested that ships in the area rel# 
from using their whistles for other purposes. 
(c) Readiness to Leave Berth. Port is considered an ‘open roadsie# 
and under no circumstances may engine be shut down for repairs #” 
ships moored in submarine berths. Vessels in submarine berths ™ § 
be able to clear, and shall clear immediately upon advice of Mov ° 
Master. Ship's engine and gear must therefore be ready at all times® 
full power for immediate use. "e 
(d) Loading and Deballasting Simultaneously. Properly equor 
vessels will be encouraged to discharge clean ballast and loa’ 
simultaneously. This capability is especially necessary during unse™ 
weather order keep vessel reasonably ballasted. 
CONSULS: Italy and Norway. Consular or diplomatic representa® 
for most nations maintain offices in Beirut. 
REPAIRS: No facilities. 
SURVEYORS: Available from Beirut. Saybolt also available. 
OFFICIALS: Lebanese officials, such as Customs Director, Quara™ 
Officer, Immigration Officer, Captain of the Port and Police, station! 
Sidon. Should Customs guards be stationed on board while in be® 
is expected that ship will provide food for these guards and other of® 
STORING: See “Prelims”. 

1. Barge only. 

2. No storing during loading/ 

discharging. 

3. Open sea-berth. 
SHORE LEAVE: Arranged between Agent and Lebanese Se” 
Officer aboard vessel. Ship's personnel (other than emergen’ 
medical cases) not allowed to disembark at terminal. All personnel 
ashore must land at Sidon where small boats must cross a shallo#® 
sometimes impassable bar. Delays have been caused to vessels we 
personnel have been unable to rejoin their ship. Sufficient pers 
must be aboard at all times for letting go lines so that vessel ca” 
berth whenever required. 
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4. Open sea-berth. 
6. No. 
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gyERAL: (a) Mooring Wires and Winches. Use of mooring wires to 
§ “Jered drums for all vessels calling at Sidon is strongly recommended. 
> Wyse there are no mooring tugs available, a ship's ability to moor 
B yr marginal weather conditions is dependent upon its ability to warp 
% “snto position. Vessels with capable wire winches and deck mooring 
|goment that are able to place 1 or 2 mooring ropes on a windward 
§ ng buoy, usually able to moor without difficulty. Vessels over 
% | 000 d.w.t should have mooring wires to powered drums, 1 on aft 
S wdeck and 3 on poop deck. The wires should be 200 fathoms in 
ve and so secured as to be easily let go from ship if necessary. 
& . 29pes. Vessels should have 2 suitable, best quality mooring ropes 
® (90 fathoms each located on aft part of after well deck for use on 
+e port or starboard side, 3 (min.) suitable, best quality mooring ropes 
_m0 fathoms each and 3 additional ropes of 150 fathoms each on 
«p deck plus properly located warping winches and bitts. Vessels 
oped with mooring wire winches on poop deck may reduce required 
ystonal” ropes accordingly. Wires are not used on port side of aft 
~ deck due to possible fouling of wire with hose or pipe-line 
i _senwater facilities. In this position a suitable, best quality mooring rope 
x ‘aside used. 2 ropes of 200 fathoms each recommended, to be used 
-ether side while mooring, and used on port side only for securing 
* spin berth. 


wWPMASTER’S REPORT: February 1983. 
‘ers: The following notices are presented to the Master on arrival at 


se terminal. 
TRANS-ARABIAN PIPE-LINE COMPANY 
e SIDON, Lebanon 
Tanker Loading Advice 
EE Re ses Sls Py TNE ert os Sh RE ee Ronn me Ia he Beant 
your vessel is scheduled to moor in Berth No.............. Bt cert 


US .ccccccccceeneeceeeeenenerenence 19 
® ‘4Mooring Master will board your vessel prior to this hour. Engines, 
* 4 machinery, mooring lines and crew should be in readiness to 
ceed to berth. 
The cargo (a 5 ton lift) and fuel hose will be picked up on the PORT 
OE 
The Mooring Master advises ship's personnel regarding the lifting and 
emecting of the submarine hoses, and after loading is completed, 
sading the disconnecting and lowering. In this connection, he acts in 
advisory capacity and assumes no liability on behalf of the Company. 
‘ship's deck officer must be present, and he must approve the hose 
section on board. The ship's crew will do the actual connecting and 
‘sonnecting of the hose. 
The Mooring Master will be 
wmmunications. 
One prolonged blast of ship's whistle is the emergency signal to shore to 
s the flow of oil to the ship and apply vacuum on the submarine lines. 
SHIPS MUST NOT CLOSE VALVES AGAINST INCOMING OIL. 
dos will be held liable for damage resulting from such closures. 
vessels in submarine berths must be able to clear immediately upon 
% ‘stuctions from the Mooring Master. 
© CAUTION: It is the ship Master's responsibility to see that no oil (crude, 
wker C, diesel or bilges) is pumped or spilled overboard from his ship 
*er in the vicinity of the Company's Terminal area or within the area 
1100 miles from the Lebanese coast. In the event of any oil spillage 
toss from your vessel as the result of any act or omission of the 
*ssel, such as but not limited to, pumping of oily water over side from 
wast or bilge, or oil spill during loading, the vessel shall be responsible 
* vallcosts and expenses of clean up, or for any damages to property 

‘injury to persons resulting from such spillage or oil loss. Tapline 
© serves the right to take all reasonable measures to clean up any 
® sulting pollution or contamination on land or sea and will charge to 
! ssel for all costs and expenses incurred thereby. In addition, since 
® ‘gine, as operator of the Terminal, is responsible (as a guarantor of 
® ‘eship) for any damages to property of or injury to third persons, 
~ wuling from such spillages or oil losses, in the event Tapline pays or 
i" stles valid claims of third parties for such damages or injury, Tapline 
"al have the right to recover from the vessel all costs and expenses 
"sng from its handling, payment and settlement of such third party claims. 
& The Port Authorities are very strict in this matter and a written report 
® ‘submitted to ship's owners. WELL DECK SCUPPERS MUST BE 
~ “UGGED DURING LOADING. 

ease sign the attached duplicate of this notice, acknowledging 

*eipt of same. 
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in charge of all ship to shore 


= ed 
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"out limitation crude, bunker C, diesel or bilges is pumped or spilled 
*erboard from his vesse/ in the vicinity of the Company’s Terminal area 
s ‘within the Prohibited Zone offshore Lebanon as defined in the 
national Convention for the Prevention of Pollution of the Sea by 
* 1954, as amended in 1962. In the event of any oil spillage or loss 
™ your vessel including but not limited to spillage due to pumping of 
.! Water over the side from ballast or bilge or oil spill during loading, 
= “€ssel and her owners, operators, Agents, and Master shall be 
) *Sonsible for all costs and expenses of cleanup and for any injury to 
of sons or damage to property, including Tapline employees and 
¢ “erly, resulting from such oil spillage or loss. Tapline reserves the 
; Milo take all reasonable measures to clean up any resulting pollution 
e 
y 


; TRANS-ARABIAN PIPE LINE COMPANY. 
0 
TRANS-ARABIAN PIPE LINE COMPANY 

as SIDON, Lebanon 

REE RTT». A sexe Bye ae OR aI aeH Sy ERNTUR PU INL iow. x. 

‘on, Lebanon 

4ar Sir, 
‘\s the ship Master's responsibility to assure that no oil including 
i 


ve . 

aanlamination on land or sea, but only as a contractor on behalf of 
tar vessel and/or her owners, operators, Agents or Master and will 
“9 the vessel and/or her owners, operators, Agents or Master for 


“ests and expenses incurred thereby. 


LEBANON 


Tapline, as operator of the terminal, is responsible as a guarantor of 
the ship for any injury to third persons or damage to property resulting 
from such oil spillage or losses. The Port Authorities are very strict in 
this matter and a written report is submitted to the vessel's owners, 
operators, Agents or Master for any such incidents. In the event Tapline 
settles or is required to pay valid claims of third parties for such injury 
or damage, Tapline shall have the right to recover from the vessel and/ 
or from her owners, operators, Agents or Master all costs and expenses 
arising from its handling, settlement and payment of such third party claims. 

Please sign and return the attached duplicate of this notice 
acknowledging receipt of same. 

TRANS-ARABIAN PIPE LINE COMPANY. 


AUTHORITY: 1. 
Lebanon. 

2. Trans-Arabian Pipeline Company, P.O.Box 11-1348, Beirut, 
Lebanon. Tel: Beirut 341270-5. Telex: 20769 Le Taplin. Cables: Tapline 
Beirut. Contact: Captain K. E. Hopen, Asst. Terminal Superintendent. 


AGENT: See ‘Beirut’. 


Zahrani Terminal, Lebanon, P.O.Box 28, Sidon, 


TRIPOLI: 34.28 N. 35.49 E. 
(a) DRY-CARGO PORT __(b) OIL TERMINAL 
(a) DRY-CARGO PORT. 


Manifests should be visaed by Lebanese Consul at ports of shipment 
or at any port en route where there is a Lebanese Consul. If on account 
of non-existence Lebanese Consul at ports of shipment or at any ports 
en route the manifests are not visaed, then such consular visa dues are 
collected at Beirut. 

Non-Liner vessels calling at Tripoli, are to present on arrival to the 
local Customs’ authorities, one copy of each manifest of cargo on board 
(even “IN BALLAST” manifests), DULY STAMPED AND SIGNED by 
the Customs’ Authorities at the Loading Ports. 

Otherwise, the vessel is subjected to a Customs’ FINE. 
DOCUMENTS: 

1 Legalised copy of Cargo Manifests. 

5 copies of Cargo Manifests. 

2 Store Lists. 

5 Passenger Lists. 

2 Lists of Cigarettes and Tobacco (see ‘Customs Allowances’’). 

In addition to documents listed, 2 copies of each Bill of Lading are to 
be handed over on arrival to the Agents, for Local Customs’ Authorities 
control and check. 

PILOTAGE: Compulsory. Agent arranges with Harbour Master, 
therefore keep Agent closely advised ETA. Harbour Master may also 
be contacted on VHF Channel 16. 

Pilot boarding position: Lat. 34° 29.6’ N., Long. 35° 49.5’ E. 
APPROACHES: Sunken wreck in position Lat. 34° 30'N., Long. 
35° 49’ E. 

Depth in channel 9.0 m. 

ANCHORAGE: Good anchorage. 

MAX. SIZE: Max. LOA 150m. (occasionally 175 m.). Max. draft 
alongside berth 22 ft. 6 in. 

HEALTH: Health Authorities board in roads. Health form obtainable from 
Agent or doctor. Yellow Fever Certificates required for ships coming 
from Far East and Red Sea. Owners should check with Agents 
respecting any recent imposition of anti-epidemic regulations and 
requirements for additional injections for crew members. 

RADIO: Cables via Beirut Radio to and from Agent. 

VHF: Harbour Master on Channels 16 and 6. 

BERTHING: New pier about 600m. length. 2 berths. 20 cranes, 
capacities 5 tons — 100 tons. 2 forklifts with capacity 20 tons each. 
Lighters available for discharging alongside vessel. Ship's gear often 
used for discharging. There is a grain silo with capacity of 4,000 tonnes. 
30 steel barges of 350 tons capacity each. 40 wooden and steel barges 
of 200 tons capacity each. All cranes, forklift and barges are privately 
owned. 50 ton floating crane available, owned by port company. 
STEVEDORES: Ordered by Agent. No ETA to stevedores necessary. 
Working hours, 0700 — 1500, otherwise overtime included on Sundays 
and on official holidays. 

MEDICAL: Master to advise Agent by cable prior to arrival if medical 
attendance required. Hospitals available. 

DENSITY: 1025. 

FRESH WATER: Available by barge. 

FUEL: Available alongside by tanker trucks. 

REPAIRS: Possible. 

GANGWAY/DECK WATCHMEN: Available and recommended. 
OPENING/CLOSING HATCHES: For liners by stevedores, otherwise 
per agreement. 

CUSTOMS ALLOWANCES: Tobacco. 40 cigarettes per crew member. 
Customs very strict, checking crew cabins. Regulations are as follows: 

1. That the quantity of tobacco to be allowed on board vessels upon 
their arrival at a Lebanese port will be fixed on the basis of 2 packets 
per crew member, passenger per day, and to be calculated on a 
maximum period of 4 months, if the vessel emanates from an American, 
Asian or African port — not Central Africa; and for 2 months if the vessel's 
last port of call is in Europe, Central Africa or Mediterranean, which will 
be deducted from the quantity, and on the same basis the consumption 
by the crew members and passengers during their trip, and this to start 
from the last port of call until arrival at a Lebanese port. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Eng 


13. When the discharge process has been completed and all 
formalities done, hose disconnected and mooring ropes released, 
the tanker, using its anchor to move forward, shall leave the 
mooring place immediately and clear a suitable distance off 
marine installations without using the propeller. 

14. Should weather conditions worsen during discharge operations, 
the Superintendent shall have the right to disconnect the hose 
and request Shipmaster to leave discharge berth immediately for 
protection of human lives, installations and ship. 

15. All harm befalling divers and/or company workmen during 
discharge activities shall be at the tanker’s expense as long as 
these men are on board the tanker. 

16. Both tanker and company shall be prepared to tie-in the discharge 
hose within 6 hours period effective from the time mooring at 
company’s berth has been performed by Beirut Pilot. 

17. Master is requested to give 72/48/24 hours’ pre-arrival notice 
through “Radio Orient” to our cable address “Geochammas 
Beirut”. 

ll — GENERAL CONDITIONS 

1. Details of tanker arrival and discharge must be arranged 
beforehand. Should two tankers arrive at the terminal preference 
shall be accorded the tanker that has arrived first. 

In those cases where a Government-bound tanker comes in for 
unloading at the same time as another tanker is discharging at 
our installations, no demurrage shall be due by the company. 

2. Quantities received are those measured in our tanks. The 
company shall not be responsible for any shortage due to leakage 
or otherwise, notwithstanding the fact that the company shall 
spare no effort to avoid any such loss. 

3. It is clearly understood that all discharge activities such as 
anchorage, discharge, material receiving, storage, etc. are for the 
responsibility and expense of the Government. It is likewise 
agreed that all damage which may befal! our marine installations, 
tanks and the company's other installations at Dora, irrespective 
of cause, even if it be a force-majeure, are the responsibility of 
the Government as the company shall then be working in 
accordance with the Government's request and for its account. 

4. All port dues and other charges connected with the tanker or the 
cargo are for the Government expense. 

5. All expense for products delivered by tank trucks are for the 
account of the receiver. 

6. Under all circumstances the company shall be held free of any 
responsibility whether for reasons mentioned above or omitted. 
It is likewise not responsible in all instances where the terms “cas 
fortuit, force majeure” and applicable. 

7. The company may be contacted through the following means: 
(a) Radio Orient Ogero. 

(b) Telex: 22259 Menira/20816 Mecham/20112 Ctctco. 
(c) Telegram: Geochammas-Beirut. 
(d) Tel: 894.077 (working hours: 0800 — 1400 hrs.) 
(e) Marine Band: Channel 16 when 30 miles away. 
Wardieh Terminal: 
Max. draft at Terminal 30 ft. 
Max. quantity which can be received through the sealine is 200 metric 
tons per hour. 
Type of flange — 8 in. flange. 
Pumping can be effected through a 10 in. submarine pipe-line. 


AUTHORITY: Compagnie de Gestion et D’exploitation du Port de 
Beyrouth, B.P. 1490, Beirut, Lebanon. Tel: (01) 580211/16. 
Cables: Beyrouport-Beirut. Contact: J. Khazen, Port Director. 


AGENT: Gulf Agency Co. (Lebanon) Ltd. All enquiries, telexes, cables 
and correspondence regarding agency appointment and agency 
arrangements that concern Lebanese ports to: 

Gulf Agency Company Ltd., P.O.B. 61033, GR-151 10 Amaroussion, 
Greece. Tel: 6830613-17, after office hours 6722011. Telex: 214548, 
216344, 218687 (“GAC GR"). Fax: 6830611. 


CHEKAA (Including Enfeh Terminal): 34.20 N. 35.43 E. 
(See Plan) 


See “General” before first port. 


Port is used for cement loading and discharge of sulphates. 
ANCHORAGE: Safe anchorage in Chekaa Bay. 
MAX. SIZE: Max. d.w.t. 35,600 tons. Max. draft in calm weather 27 ft. 
peat tn Up to 4,000 tons cement and 2,500 tons coal per 
ay. 
TANKERS: Enfeh Terminal: Position: Lat. 34° 20'31"N., Long. 
35° 43’ 54” E. Port is used to load and discharge gasoline and bitumen. 
Anchorage: Safe anchorage in Chekaa Bay. 
Max. size: Draft up to 20 ft. 
Berthing: Using 2 anchors and moored stern to shore facilities. In 
event of swell vessel required to leave quay and anchor in bay. 
Storage Capacity: 5,000 tons for gasoline. 2,500 tons for bitumen 
under construction. 
Load/Discharge: Rate 150 t.p.h. Tankers to use stern discharge and 
communicate with shore 48 hours prior to arrival on VHF Channel 16. 
Agent: Gefco. 
REPORT: November 1932. 
Slag is from time to time discharged at this port. 
1. Max. draft permissible: 27 ft. 
2. Length of berthing cuay: about 40 m. — 45 m. Therefore vessels 
= do several shifs ahead and astern in order to discharge all 
olds. 
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3. Discharging by 2 shore cranes (1 fixed at quay and 1 Mobile) yen 
grabs. ga 
4. Daily quantity discharged: about 2500 — 3000 tons per 

working day of 24 hours (receivers and stevedores te 
24 hours round the clock, subject weather permitting). qo. 
5. The quay is at an open road, not sheltered and well ©XxPosey, ged! 
South Westerly winds. sed 
6. Agency attendance was monopolised in Chekaa since 1975 (he TANK 
war started in Lebanon) and the only agents attending are: gh 

(a) Messrs. Kfoury, the Pilots of Chekaa for: te 
The Societe des Ciments Libanais Sal Chekaa. ee 
(b) Mr. Paul Adem, for: FRES 
The Societe Nationale de Cements Sal Chekaa, the compa AUEL 
who owns the above mentioned quay. GAN( 
AGENT: See “Beirut”. ive 
wea 
si 
EN 
swe 
RAS SELAATA: 34.17 N. 35.40 E. 
See “General” before first port. Lg 
(A) LEBANON CHEMICAL CO. PLANT WHARF: ar 
(B) SELA’ATA TERMINAL PORT: Agen 


(A) LEBANON CHEMICAL CO. PLANT WHARF: Cable 


LOCATION: Lat. 34° 16.2’ N., Long. 35° 39.2’ E. WHE: 
Lebanon Chemical Co. Port is located to the South of Tripoli an Eq 

used for dry and liquid chemical cargoes. 

PILOTAGE: Pilotage is provided by the Company, and the Pilot me: Ca 

vessels one mile to the S.W. of the quay. 

ANCHORAGE: Good anchorage is available in Sela’ata Roads. 

MAX. SIZE: Depth in manoeuvring area is 21 ft. Maximum permissy 

draft is restricted to 21 ft. P 

HEALTH: Health Authorities board in harbour. Health form obtai | 

from Agent. Owner should check with Agent with regard to any recs Mobi 

imposition of anti-epidemic regulations and requirements for addition £q 

injections for crew members. 

RADIO: Cables to and from Agent sent via Beirut Radio. Ca 

VHF: See “General”. Ra 

BERTHING: One pier 90 m. long, suitable for vessels up to a maxims Fit 

of 6,000 tonnes d.w.t. 

STEVEDORES: Cargo handling is carried out by the Company's c= Wi 

round the clock. ‘Note 

MEDICAL: Master to advise Agent by cable prior to arrival if meda sic 

attendance required. 

DENSITY: 1026 — 1027. AGE 

FRESH WATER: May be available alongside pier. 

FUEL: Diesel oil available by truck. 

CONSULS: Most countries have consulates in nearby Tripoli. 

AIRPORT: Kleiate (Tripoli) or Beirut. 

TIME: ‘GMT plus 2 hours. GMT plus 3 hours in Summertime. 

HOLIDAYS: 


a 
Fre 


Holiday Date Days 
New Year's Day January 1st 1 
Al-Adha (Karban Bairam) varies 2 
Ashoura varies 1 SID 
New Year (Islamic) varies 1 
Arab League Day March 22nd 1 8ER 
Good Friday varies 1 AND 
Easter Monday varies 1 SUB 
Good Friday (Oriental) varies 1 BC 
Easter Monday (Oriental) varies 1 
Labour Day May 1st 1 OPE 
Martyr's Day May 6th 1 Com 
Ascension Day varies 1 expe 
Mohamed's Birthday varies 1 %h 
Assumption Day August 15th 1 Advi 
All Saint's Day November 1st 1 Tap| 
Independence Day November 22nd 1 equi 
Ramadan varies 2 | Sterr 
1 


Christmas Day December 25th and 
GENERAL: Lebanon Chemical Co. have VHF set in manage™ she; 
building. Call sign is “Pilot Lebanon Chemical Co.”. It has a range’ FLA 
35 miles and listens on VHF Channel 16 from 0630 hrs. to 1600NS day! 
Agent: P. Adem may be contacted on VHF Channel 16 or throug® LOc 
Company. mm 
Cables: Cables to Agents and Company are routed through 8 ea 
Radio. n 


DES 

(B) SELA’ATA TERMINAL PORT: Stu 
LOCATION: Lat. 34° 16.97’ N., Long. 35° 39.87’ E. | ~ 
Sela’ata Terminal Port is located to the South of Tripoli, and is # sha 
for dry, liquid, general cargoes and containers. 2p 
The entrance to the harbour and the channel entrance are res! NA\ 
to vessel's having a maximum draft of 13.0 m. bea 
PILOTAGE: Agent arranges for qualified Pilot to meet vessels 28) Mou 
N.W. of breakwater. | a 
ANCHORAGE: Good anchorage available in Sela'ata Roads. "ed 
MAX. SIZE: Depth at entrance 13.0 m. Max. draft alongside ? Rag 
13.0 m. 2 
HEALTH: See Section “A”. 
RADIO: Cables to and from Agent (ASLAC) via Beirut Radio ( 225 
VHF: See “General”. » Ado 
TUGS: There is one tug at Sela’ata (250 h.p.). A second tug CO off 


made available upon request. 


om | 


ING: One pier about 140 m. long, 2 berths, 2 shore cranes and 
» unloader (250 t.p.h.), suitable for vessels up to 30,000 tonnes 


. seDORES: No ETA to stevedores necessary. Working hours are 
| ws. — 1500 hrs. Overtime on Sundays and on official holidays. 
AL: Master to advise Agent (ASLAC) by cable prior to arrival if 

Gai attendance required. 

ERS: Liquid Cargoes: AG in. connection is available at plant wharf 
slength 800 m. and a discharge capacity of 200 t.p.h. Vessels to 
quipped with a 6 in. discharge hose of 10 m. length. 

: 1026 — 1027. 
6H WATER: May be available inside harbour premises. 
: Diesel oil is available in trucks. 

(GWAY/DECK WATCHMEN: Recommended. Shore watchmen 
apie round the clock. 

«ING/CLOSING HATCHES: For liners by stevedores, otherwise 
pyeement. 
sf0MS: Available on request. 

@TiFICATION CARDS: Due to prevailing situation, on shore passes 
i to crew members. 

NSULS: Most countries have consulates in nearby Tripoli. 

PORT: Beirut or Kleiate (Tripoli). 

GMT plus 2 hours. Summertime GMT plus 3 hours (15th June — 
» October). 

WDAYS: See Section “A”. 


WERAL: 

yt : A. Sinno (Huiles et Derives) on Channel 16 
(ZOUYOUT). 

pes : Cables to Agents routed through Beirut Radio 
(ASLAC). 

suipment : Fixed Station sited in Terminal Building and used by 
Supervisor. 

talSign : ZOUYOUT. 

fange : Approximately 35 miles. 

sequency : Transmitting on Channel 16. 

. Receiving on all frequencies. 

latches : 0630 hrs. — 1430 hrs. 

ule Station 

‘iuipment : Portable, battery operated, carried aboard vessel with 
loading/discharging Supervisor. 

tal Sign =: ZOUYOUT. 

ange : Approximately 2 miles. 

‘frequency : Transmitting on CB bands (Domestic). 
Receiving on CB bands (Domestic). 

Watches : Continuous, whilst vessel loading/discharging. 


we The VHF system is not connected to the main telephone 
yehboard, and only selected shore stations have access to it. 


SENT: See “Beirut”. 


ON: 33.30 N. 35.21 E. (See Plan) 


fATHS NO'S. 1, 3 AND 4 HAVE BEEN TAKEN OUT OF SERVICE 
)0 ALL MOORING BUOYS HAVE BEEN REMOVED. THE 
MARINE LINE IS STILL THERE. 

30TH THE WHITE AND THE RED SEABUOYS ARE MISSING. 


PERATORS: Trans-Arabian Pipe-line Company, Sidon Terminal. The 
mpany transports crude oil from Saudi Arabia via pipe-lines and 
‘ors from terminal South of Sidon (Saida). Terminal operates 
‘hours a day, 7 days a week. 
‘vance Information: Prior to acceptance of nomination of vessels, 
»line requires advance information regarding maximum draft, vessel's 
wpment and location of manifold in reference to distance from the 
®n of the vessel, permanent ballast, simultaneous loading of cargo 
‘discharging of ballast, etc. Acceptance or rejection will be made 
| f evaluation of above data by Sidon Marine personnel. 
UG: All vessels required to fly Lebanese Ensign on foremast during 
*ight hours. Lebanese flags may be obtained from ship's Agent. 
XCATION: Sidon Terminal is open, unsheltered roadstead, situated 
™ediately North of Zahrani River, about 5 miles South of City of Sidon 
ada), Lebanon. It is approximately 35 miles South of Beirut, and 
niles North of Tyre. 
SCRIPTION: Terminal’s Tank Farm consists of 23 storage tanks 
“ated East of terminal at 360 ft. (average) above sea level. Marine 
a administrative offices, a laboratory for testing stocks, 2 large and 2 
"all storage tanks all located within area just above sea level. An “L”- 
“fed pier for harbouring Company's marine craft extends 
fyaimately 1,000 ft. from shore near Southern end of berthing area. 
VIGATIONAL AIDS: Radio beacon tower located 1,200 ft. back from 
®ch, S.E of moorings. Occulting red light (about 30 flashes per minute) 
Suited on top, elevation 184 ft. above sea ‘level; position Lat. 
* 30' 04" N., Long. 35° 20’ 31” E. Tower also marked with 2 sets fixed 
“lights located respectively 45 ft. and 90 ft. below occulting red light. 
“0 beacon is automatic and operates on 24 hr. basis on frequency 
"26.5 kHz, with “SAD” as the identifying call sign. It will signal 2 times 
“4 10-second period and then give a constant 1,000 cycle tone for 
“Seconds. Tower is of cage-type construction, painted red and white. 
“out 2.5 miles S.W. of terminal sea buoy and approximately 2 miles 
“ore is rocky shoal with approximately 32 ft. of water over it. 
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Vessels approaching from Southward should keep offshore until radio 
beacon tower bears 100° true before hauling-in. 

“Sailing Directions for the Mediterranean” (U.S. Navy Hydrographic 
Office Publication No. 154A Vol. IV) reads in part: 

“Caution: As the coast between Saida and Tyre, 20 miles South- 

South-westward, is bordered in places by rocks and shoal water 

extending as far as 1 mile offshore, it should not be approached closer 

than 1.5 miles, nor within depths of less than 16 fathoms.” 

During darkness terminal range lights and mooring buoy marker lights 
may be visible. These lights are located inside the restricted area. 

A conspicuous water tank (painted aluminium) on a tower located Lat. 
33° 29’ 27” N., Long. 35° 21’ 10" E., the top of which has elevation of 
460 ft. above sea level. Location is seaward of centre oil storage tanks. 

There are a number of smaller radio towers to N.W. and S.W. of 
beacon tower. South of terminal, at Medreco Refinery, is a conspicuous 
black stack located Lat. 33° 29’ 31”N., Long. 35° 20’ 08" E. A little 
further N.W. from this stack is a tall pipe painted aluminium with a flare 
on top at Lat. 33° 29’ 35” N., Long. 35° 20’ 03” E. 

Berth Locations: 

Berth No. 1 (7 buoys) Lat. 33° 30.8’ N., Long. 35° 19.9’ E. 

Berth No. 3 (6 buoys) Lat. 33° 32.0’ N., Long. 35° 20.4' E. 

Berth No. 4 (5 buoys) Lat. 33° 32.4’ N., Long. 35° 20.8’ E. 
DOCUMENTS: 

Health Declaration: International Health Form to be filled out by Master 

on arrival. 

Cargo Manifest: No cargo arrival manifest required, as same usually 
prepared by local Agent. 

Clearance: No clearance required. 

Crew List: 4 copies required on arrival. 

Passenger Manifest: If any passengers on board. 

Store List: 2 copies. 

Bonded Store List: 2 copies. Present regulations at Sidon Terminal 
allow each seaman to retain in his possession a maximum of 40 
cigarettes or the equivalent weight of tobacco or cigars. The balance 
of all smoking items must be collected and carefully listed prior 
arrival. This list will be checked by Customs before sealing lockers. 
If any discrepancies, vessel subject to a fine. 

PILOTAGE: Vessels to be moored at Sidon will be boarded by Mooring 
Master of Company within 2 miles to seaward of terminal sea buoy. 
Mooring Master will advise Ship's Master on approaches to berth, 
mooring, unmooring, connecting and disconnecting submarine hoses 
and in all other operations within berthing area. All manoeuvring of ships 
within berthing area shall be done only in accordance with advice ofa 
Tapline Mooring Master, subject to the understanding that in all cases 
and circumstances Master of the vessel being manoeuvred shall remain 
solely responsible, on behalf of vessel's owner, for safety and proper 
manoeuvring of vessel. Ship's Master or qualified deck officer must be 
on bridge at all times while ship is manoeuvring. 

Vessels must have a pilot ladder safely and securely rigged, and all 
vessels over 45,000 d.w.t. should have an accommodation ladder rigged 
in combination with pilot ladder for safe boarding of Mooring Master and 
Government officials. Pilot ladder should be abaft and close to 
accommodation ladder so that Mooring Master, after climbing a few 
steps, can use accommodation ladder for remaining climb. Since hoses 
handled on port side at Sidon, it is advisable to rig ladders on starboard 
side. If at night, adequate lighting must be rigged over-side for Mooring 
Master to approach side of ship and climb ladder safely. 

Note: Vessels having special rigs, such as hoisting equipment on short 
sections of pilot ladder, are not required to rig pilot/accommodation 
ladders per the above. 

ANCHORAGE: For vessels awaiting berth, good anchorage just W.S.W. 
of terminal sea buoy in 16 to 20 fathoms, sandy bottom. Vessels should 
under no circumstances anchor North of terminal sea buoy as depths 
are excessive for safe anchoring. 

RESTRICTIONS: Berthing and unberthing during daylight hours only. 

Vessels must not arrive with more than 50,000 tons cargo on board. 
MAX. SIZE: Berth No. 2, depth approx. 67 ft. Tankers up to 80,000 
d.w.t. or approx. 55 ft. draft are considered max. size which should be 
handled during Winter months at Sidon, and then only if vessel meets 
all of below recommended requirements. Otherwise, vessels of over 
80,000 d.w.t. should not be nominated for liftings at Sidon during period 
November-April. In Summertime max. 100,000 d.w.t. 

Based on previous experience, sudden and severe storms of long 
duration are not expected from April through October. Vessels over 
80,000 d.w.t. may, therefore be accommodated during this period. 
However, prior to acceptance of nomination of vessels over 80,000 d.w.t. 
Tapline requires advance information regarding max. draft, vessel's 
equipment and location of manifold in reference to distance from stern 
of vessel which should not exceed 450 ft. Acceptance or rejection will 
be made after evaluation of above data by Sidon Marine personnel. 
Summary of Recommendations for Vessels over 40,000 d.w.t.: 

1 Capable, efficient and reliable anchor windlass(es). 


2. 45 shots on starboard chain — 13 shots on port chain are 
satisfactory. 
3. Mooring wire winches, 1 on aft well deck, 3 on poop deck, 


200 fathoms wire on each, with adequate number of manila or 
synthetic ropes to double up as needed. 

Capability of lifting 16 in. hose string — 6.5 tons static weight. 
Suitably located hang-off bits. 

Capability of keeping vessel in a reasonable safe ballast condition 
(November-March) by permanent ballast or loading while 
deballasting, or a combination of both. 

rh Ship's manifold located not more than 400 ft. from stern. 
RADIO: 

(a) Facilities. Tapline has own ship-to-shore radio telegraph, and VHF 
radio telephone station at terminal. This station is not open to commercial 
traffic. Services limited to traffic between Tapline and tankers within 
3 days’ sailing time from terminal. Messages to or from tanker agents 
classed as ‘Commercial’ and must be routed via Radio Orient, a 
commercial radio station. Its call sign is ODR. 


CD 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


Radio Orient Beirut, call sign ODR, transmits (CW) on 8702 kHz and 
13101 kHz simultaneously half-past each hour beginning at 0630 until 
2130 hrs. GMT, the traffic list; 524 KHz each hour beginning at 0600 hrs. 
until 2100 hrs. GMT, the traffic list. Listens on 8534-8374 kHz and 
12531-12561 kHz for replies and calls each hour from half-past the hour 
until the hour; 500 KHz 0600 to 2200 hrs. GMT and 425, 454, 468 and 
480 kHz from the hour until half-past the hour for replies and calls. Keeps 
watch only between 0600—2200 hrs. GMT on 500 kHz. 

(b) Advice of Arrival. \t is important that ships establish radio contact 
with “ODR” when 3 days distant from Sidon and maintain this contact 
at regular intervals until just prior to arrival at the terminal. All ships 
should send a 72-hour ETA message to Tapline, giving the best estimate 
of ship's arrival time, a statement of bunker requirements and other 
relevant information. Shorter notice may result in berthing delay. Further 
ETA messages should be sent when vessel is 24 hours and 12 hours 
distant and to cover any other time changes occurring in the original 
ETA or those subsequent thereto. The 12-hour ETA should include a 
statement regarding ‘ship's readiness to load" on arrival, and time 
required to discharge clean ballast after ship is moored. A further contact 
when 4 hours away is desirable for exchange of weather data and 
mooring schedule. Vessels failing to give minimum of 12 hours arrival 
notice may be subject to delays in acceptance. 

(c) Ship-to-Shore Communications. Ship-to-shore communications, 
while ships are in moorings, will be by portable VHF radio units used 
by the Mooring Master only. The use of the ship's radio station (except 
Channels 16-14) and/or battery charging equipment is prohibited for 
safety reasons during cargo transfer operations. 

In the event of normal ship-to-shore communications failure, the 
(ship's) emergency whistle signal should be used. 

VHF: Tapline VHF radio telephone system operates on international 
Channels 14 and 16, 156.7 MHz and 156.8 MHz respectively. Channel 
16 used to establish contact while all traffic handled on Channel 14. 
Tapline guards these channels on a 24 hour basis, and contact can 
enerally be made at distances up to 100 miles from terminal. 
onversations on these channels will be carried out in English language 
only. 

Mooring Master only will be in direct charge of portable VHF ship-to- 

shore radio communications. 


HEALTH: Rules governing quarantine of vessels are same as found in 
other ports. 


BERTHING: 7 buoys at Berth No. 2. Berths numbered 1 to 4 from South 
to North. Vessels moored on 1 heading (West) basis using both bow 
anchors with max. possible spread of anchors to increase ship's anchor 
beam holding components. Ship's stern moored to cylindrical buoys 
fitted with release hooks, using 7 ropes (or wires) to respective mooring 
buoys. Permanent moorings consist of 7 steel cylindrical buoys in each 
berth. 

Certain mooring buoys in all berths fitted with 1.5 in. diameter 
preventer wires, one end of which is secured to mooring buoys. When 
required, other end is brought on board vessel by a messenger line after 
ship moored in position. Preventer wires supplemental to ship's regular 
moorings during adverse conditions. Ships should have chain stoppers 
for handling these wires. 


BALLAST: Masters are warned that no dirty ballast or bilge water may 
be discharged within an area extending 100 nautical miles seaward of 
the Lebanese coastline. All pipe-lines, sea suctions, strainers and pumps 
that are to be used for the discharge of clean ballast must be flushed 
clean prior to entering the 100 mile zone. Except for oil retrieved under 
“load-on-top” procedures, Masters must assure themselves that all oil 
tanks, pipe-lines and pumps are free of all traces of oil. 

The terminal has no facilities for receiving oily ballast. A vessel must 
have sufficient ballast for safe manoeuvring. However, by carefully 
watching the weather, especially in the Summer months, by frequent 
interchange of weather information and berthing instructions, and, by a 
knowledge of the behaviour of his own vessel, a Master may desire to 
arrive at the terminal with minimum ballast thereby lessening any 
possibility of infringement of the pollution restrictions of this section, and 
also reducing time in berth. 

As soon as practicable after arrival and prior to acceptance, all the 
vessel's tanks will be inspected for evidence of oil in ballast tanks. 
Inspection will continue during discharge of ballast. If evidence of oil 
appears at either of these inspections, the ship must return at once to 
a point not less than 100 miles from the coastline and there accomplish 
the necessary tank cleaning. Any vessel required to return to a position 
at least 100 miles offshore for the purpose of discharging dirty ballast, 
cleaning tanks or for any similar reason, automatically nullifies any 
Notice of Readiness already tendered, and at the same time loses any 
priority held for loading. On return from sea, vessel will be entered for 
loading at the time of the second arrival, when a new Notice of Readiness 
will be tendered. 

Vessels discharging dirty ballast within the prohibited 100 mile zone 
may be subjected to action by the Lebanese Government. In addition, 
ship's owners and charterers will be promptly notified of any violation. 

Masters are also warned that ship’s garbage or trash should not be 
dumped within 50 miles from the Lebanese coast. 


LOADING: (a) Readiness: Tenders to load will normally be accepted 
and berths assigned to vessels in order of arrival, provided vessels have 
nominations for cargo valid at the time, carry clean ballast and are in 
all respects equipped and ready to moor. In event berthing delayed on 
account weather, vessels will ordinarily keep their loading priority in order 
of arrival. Vessels required to leave port area on account of weather 
(port closed), should keep in contact with terminal via VHF in order that 
they will be available when weather moderates. Company will make 
every effort to load vessels on arrival, or as promptly as berth is available, 
weather permitting. Notice of readiness will not be accepted unless 
vessel ready to load. Arrival time will be considered as time Mooring 
Master boards vessel underway or time vessel anchors, whichever 
occurs first. 
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(b) Connecting-up. Ships loaded by means of submarine pj Ge 
Weight of the 16 in. hose in No. 2 Berth about 6.5 tons. Hoses lifted, 90 
ship's gear on port side. Detail of flange templates shown in rawey Bec 
below. Ships should provide manifold fittings to allow connectig, dull 
flanges shown in “Plan Section”. * sel 
Mooring Master advises ship's personnel in lifting, con) equ 
disconnecting and lowering of hoses. A ship’s deck officer muy 
present, and must direct ship’s crew in all hose handling. There my 
be sufficient crew on deck to perform this work. well 
(c) Rates: Loading is by gravity flow from tank farm Which ; ‘eng 
approximately 360 ft. above sea level. Loading rates as follog (o)| 
(approximate maximum): a2 


Rates (BPH) Me 
Berth With 1 Hose With 2 Hoses 700 
2 40,000 70,000 (16 in. hoses) eu 


Order save ship's time and to ballast vessel as quickly as Possiy “ack 
as well as to make berth available for others, it is requested that shy well 
receive oil as fast as it can be delivered, with due regard for safety , #00 
removal of any restrictions, such as strainers, etc.; is recommenda, mS 
DISCHARGING: Ships unloading crude or refined products in Taply o” 
Seaberth must: ship 

1. Be able to discharge at least 1,000 t.p.h. 

2. Be equipped with centrifugal cargo pumps only. Piston pumps» SH! 
NOT be accepted due to the damaging effect they have on» /@” 
submarine hoses. he 

3. Ships without permanent ballast tanks must be able to discha» 
cargo and load ballast simultaneously. } 

4. Vessels must NOT strip (drain) their cargo tanks into the sealy 
Air injected by this operation may cause the line to float and buckle 
Report: 1983. Cargo discharged through 8 in. line (old bunker line) 
MEDICAL: Neither medical nor hospital facilities provided by Tapix Y 
Private doctors and hospital facilities available at Sidon and Bey A 
Agents acquainted with situation and can make _ necess bo 
T 


arrangements. 
medical assistance should hoist International Code Flag “W" in daylis: be 


Mas 


If unable make radio contact, then vessels requiring emergey 
1 


and at night, send ‘“W” (-.— —) on blinker light to attract immeds _* 
attention, the same signal “W’” (. ——) should be given on ship's whist 
in either day or night hours. Signal should be repeated w 
acknowledged visuaily by either another ship in berth; from shore staty ry" 
or from Company launch. As soon as signal is received, terminal offics ton 
will advise ship's Agent as soon as possible of the emergency mede dsc 
aid required. T 
DENSITY: Salinity of the sea is same as open Atlantic Oce 
Temperature ranges from 60°F. to 85°F. (15.6°C. to 29.4°C.) depends 0 
on season. sor 
FRESH WATER: Not available. 5 
FUEL: Bunker fuel loaded at rate of 3,000—5,000 bbls.p.h. through 4 Shi 
deck hose. Bunker connection should be located near ship's cap 
manifold. Ships calling at Sidon to load crude oil should arrange® jpg 
bunker fuel nominations through one of the offtaker companies wel’ ¢ 
advance of arrival. Bunker fuel will not be delivered until Tapline '% pyp 
received a firm nomination. Bunker fuel will be loaded as promptlyé sith 
circumstances permit, but Tapline assumes no liability for any del 9 4 
incurred by a vessel in berthing or loading bunker fuel. Marit og | 
lubricants available, through marketing representatives in Beirut! yes 
arrangement through Agents. ball 
PRECAUTIONS: (a) Valve Control. Ship's valves must not be Clos for 
against the oil stream. or i 
(b) Emergency Signal. When, and if normal  ship-to-sttt tes 
communications fail, the emergency signal to stop oil flow will b tes) 
continuous blast on ship's whistle, until oil ceases to flow. Steam Of? yes 
should never be shut off from the whistle during loading. Whene® Tag 
emergency whistle is used, all loading operations in all berths wil? the 
shut down until communications can be established with vessel gi" (es) 
the signal. For this reason, it is requested that ships in the area ret sett 
from using their whistles for other purposes. sha 
(c) Readiness to Leave Berth. Port is considered an “open roadstes ° 
Ss 
PLL 
F 
ice 


and under no circumstances may engine be shut down for repairs #” 
ships moored in submarine berths. Vessels in submarine berths ™ 
be able to clear, and shall clear immediately upon advice of Moo™ 
Master. Ship's engine and gear must therefore be ready at all times® 
full power for immediate use. 
(d) Loading and Deballasting Simultaneously. Properly equi 
vessels will be encouraged to discharge clean ballast and load’ 
simultaneously. This capability is especially necessary during unse™® 
weather order keep vessel reasonably ballasted. 
CONSULS: Italy and Norway. Consular or diplomatic representa® 
for most nations maintain offices in Beirut. 
REPAIRS: No facilities. 
SURVEYORS: Available from Beirut. Saybolt also available. 
OFFICIALS: Lebanese officials, such as Customs Director, Quare™ 
Officer, Immigration Officer, Captain of the Port and Police, station” 
Sidon. Should Customs guards be stationed on board while in be®™ 
is expected that ship will provide food for these guards and other off® 
STORING: See “Prelims”. 

1. Barge only. 

2. No storing during loading/ 

discharging. 

3. Open sea-berth. 
SHORE LEAVE: Arranged between Agent and Lebanese / 
Officer aboard vessel. Ship's personnel (other than emergen! 
medical cases) not allowed to disembark at terminal. All personnel 
ashore must land at Sidon where small boats must cross a shallow” 
sometimes impassable bar. Delays have been caused to vessels ¥ 
personnel have been unable to rejoin their ship. Sufficient pe 
must be aboard at all times for letting go lines so that vessel ca" 
berth whenever required. 


4. Open sea-berth. 
6. No. 


Sx SORE FFSTLALZSE_VFLE 


RAL: (a) Mooring Wires and Winches. Use of mooring wires to 
drums for all vessels calling at Sidon is strongly recommended. 
there are no mooring tugs available, a ship's ability to moor 

marginal weather conditions is dependent upon its ability to warp 

nto position. Vessels with capable wire winches and deck mooring 
nt that are able to place 1 or 2 mooring ropes on a windward 
buoy, usually able to moor without difficulty. Vessels over 
so d.w.t. should have mooring wires to powered drums, 1 on aft 
S deck and 3 on poop deck. The wires should be 200 fathoms in 
grand so secured as to be easily let go from ship if necessary. 
-ao0es. Vessels should have 2 suitable, best quality mooring ropes 
‘m0 fathoms each located on aft part of after well deck for use on 
sport or starboard side, 3 (min.) suitable, best quality mooring ropes 
m0 fathoms each and 3 additional ropes of 150 fathoms each on 
«p deck plus properly located warping winches and bitts. Vessels 
with mooring wire winches on poop deck may reduce required 
wwonal” ropes accordingly. Wires are not used on port side of aft 
«deck due to possible fouling of wire with hose or pipe-line 
eater facilities. In this position a suitable, best quality mooring rope 
«ibe used. 2 ropes of 200 fathoms each recommended, to be used 
-ether side while mooring, and used on port side only for securing 
spin berth. 


#PMASTER’S REPORT: February 1983. 


| «ers: The following notices are presented to the Master on arrival at 
terminal. 


TRANS-ARABIAN PIPE-LINE COMPANY 
SIDON, Lebanon 
Tanker Loading Advice 
EE chy elon SAE OR alae RUGIET @ieid ls ate Tinie Bs Sin cA atte 19 aa. 
your vessel is scheduled to moor in Berth No.............. to A ane gs 
RE Say C8 nie Sa IDA: 


Mooring Master will board your vessel prior to this hour. Engines, 
«x machinery, mooring lines and crew should be in readiness to 
meed to berth. 

tne cargo (a 5 ton lift) and fuel hose will be picked up on the PORT 


IE 


; 
J 


the Mooring Master advises ship's personnel regarding the lifting and 
mecting of the submarine hoses, and after loading is completed, 
eading the disconnecting and lowering. In this connection, he acts in 
padvisory capacity and assumes no liability on behalf of the Company. 
isip's deck officer must be present, and he must approve the hose 
mection on board. The ship's crew will do the actual connecting and 
ieonnecting of the hose. 

The Mooring Master will be in charge of all ship to shore 
munications. 

tne prolonged blast of ship's whistle is the emergency signal to shore to 
the flow of oil to the ship and apply vacuum on the submarine lines. 
SHIPS MUST NOT CLOSE VALVES AGAINST INCOMING OIL. 


Ys will be held liable for damage resulting from such closures. 


} 


; 


fessels in submarine berths must be able to clear immediately upon 
svuctions from the Mooring Master. 
CAUTION: It is the ship Master's responsibility to see that no oil (crude, 
wker C, diesel or bilges) is pumped or spilled overboard from his ship 
®er in the vicinity of the Company's Terminal area or within the area 
1100 miles from the Lebanese coast. In the event of any oil spillage 
ross from your vessel as the result of any act or omission of the 
‘sel, such as but not limited to, pumping of oily water over side from 
#ast or bilge, or oil spill during loading, the vessel shall be responsible 
val costs and expenses of clean up, or for any damages to property 
‘njury to persons resulting from such spillage or oil loss. Tapline 
®ves the right to take all reasonable measures to clean up any 
Suing pollution or contamination on land or sea and will charge to 
‘sel for all costs and expenses incurred thereby. In addition, since 
ane, as operator of the Terminal, is responsible (as a guarantor of 
®ship) for any damages to property of or injury to third persons, 
Suting from such spillages or oil losses, in the event Tapline pays or 
es valid claims of third parties for such damages or injury, Tapline 
"di have the right to recover from the vessel all costs and expenses 
"eg from its handling, payment and settlement of such third party claims. 
the Port Authorities are very strict in this matter and a written report 
‘submitted to ship’s owners. WELL DECK SCUPPERS MUST BE 
‘UGGED DURING LOADING. 
ease sign the attached duplicate of this notice, acknowledging 
*ept of same. 

TRANS-ARABIAN PIPE LINE COMPANY. 


TRANS-ARABIAN PIPE LINE COMPANY 
SIDON, Lebanon 

“on, Lebanon 
#4 Sir, 
‘is the ship Master's responsibility to assure that no oil including 
“out limitation crude, bunker C, diesel or bilges is pumped or spilled 
‘board from his vesse/ in the vicinity of the Company's Terminal area 
‘within the Prohibited Zone offshore Lebanon as defined in the 
“ational Convention for the Prevention of Pollution of the Sea by 
©1954, as amended in 1962. In the event of any oil spillage or loss 
~’ your vessel including but not limited to spillage due to pumping of 
/ Water over the side from ballast or bilge or oil spill during loading, 
= ‘€ssel and her owners, operators, Agents, and Master shall be 
“Sonsible for all costs and expenses of cleanup and for any injury to 
sons or damage to property, including Tapline employees and 
pery, resulting from such oil spillage or loss. Tapline reserves the 
a take all reasonable measures to clean up any resulting pollution 
tamination on land or sea, but only as a contractor on behalf of 
~ vessel and/or her owners, operators, Agents or Master and will 
“aye the vessel and/or her owners, operators, Agents or Master for 
““sts and expenses incurred thereby. 
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Tapline, as operator of the terminal, is responsible as a guarantor of 
the ship for any injury to third persons or damage to property resulting 
from such oil spillage or losses. The Port Authorities are very strict in 
this matter and a written report is submitted to the vessel's owners, 
operators, Agents or Master tor any such incidents. In the event Tapline 
settles or is required to pay valid claims of third parties for such injury 
or damage, Tapline shall have the right to recover from the vessel and/ 
or from her owners, operators, Agents or Master all costs and expenses 
arising from its handling, settlement and payment of such third party claims. 

Please sign and return the attached duplicate of this notice 
acknowledging receipt of same. 

TRANS-ARABIAN PIPE LINE COMPANY. 


AUTHORITY: 1. Zahrani Terminal, Lebanon, P.O.Box 28, Sidon, 
Lebanon. 

2. Trans-Arabian Pipeline Company, P.O.Box 11-1348, Beirut, 
Lebanon. Tel: Beirut 341270-5. Telex: 20769 Le Taplin. Cables: Tapline 
Beirut. Contact: Captain K. E. Hopen, Asst. Terminal Superintendent. 


AGENT: See ‘Beirut’. 


TRIPOLI: 34.28 N. 35.49 E. (See Plan) 
(a) DRY-CARGO PORT _(b) OIL TERMINAL 
(a) DRY-CARGO PORT. 


Manifests should be visaed by Lebanese Consul at ports of shipment 
or at any port en route where there is a Lebanese Consul. If on account 
of non-existence Lebanese Consul at ports of shipment or at any ports 
en route the manifests are not visaed, then such consular visa dues are 
collected at Beirut. 

Non-Liner vessels calling at Tripoli, are to present on arrival to the 
local Customs’ authorities, one copy of each manifest of cargo on board 
(even “IN BALLAST” manifests), DULY STAMPED AND SIGNED by 
the Customs’ Authorities at the Loading Ports. 

Otherwise, the vessel is subjected to a Customs’ FINE. 
DOCUMENTS: 

1 Legalised copy of Cargo Manifests. 

5 copies of Cargo Manifests. 

2 Store Lists. 

5 Passenger Lists. 

2 Lists of Cigarettes and Tobacco (see ‘Customs Allowances’). 

In addition to documents listed, 2 copies of each Bill of Lading are to 
be handed over on arrival to the Agents, for Local Customs’ Authorities 
control and check. 

PILOTAGE: Compulsory. Agent arranges with Harbour Master, 
therefore keep Agent closely advised ETA. Harbour Master may also 
be contacted on VHF Channel 16. 

Pilot een position: Lat. 34° 29.6’ N., Long. 35° 49.5’ E. 
APPROACHES: Sunken wreck in position Lat. 34° 30’ N., Long. 
35° 49’ E. 

Depth in channel 9.0 m. 

ANCHORAGE: Good anchorage. 

MAX. SIZE: Max. LOA 150m. (occasionally 175 ™m.). Max. draft 
alongside berth 22 ft. 6 in. 

HEALTH: Health Authorities board in roads. Health form obtainable from 
Agent or doctor. Yellow Fever Certificates required for ships coming 
from Far East and Red Sea. Owners should check with Agents 
respecting any recent imposition of anti-epidemic regulations and 
requirements for additional injections for crew members. 

RADIO: Cables via Beirut Radio to and from Agent. 

VHF: Harbour Master on Channels 16 and 6. 

BERTHING: New pier about 600m. length. 2 berths. 20 cranes, 
capacities 5 tons — 100 tons. 2 forklifts with capacity 20 tons each. 
Lighters available for discharging alongside vessel. Ship's gear often 
used for discharging. There is a grain silo with capacity of 4,000 tonnes. 
30 steel barges of 350 tons capacity each. 40 wooden and steel barges 
of 200 tons capacity each. All cranes, forklift and barges are privately 
owned. 50 ton floating crane available, owned by port company. 
STEVEDORES: Ordered by Agent. No ETA to stevedores necessary. 
Working hours, 0700 — 1500, otherwise overtime included on Sundays 
and on official holidays. 

MEDICAL: Master to advise Agent by cable prior to arrival if medical 
attendance required. Hospitals available. 

DENSITY: 1025. 

FRESH WATER: Available by barge. 

FUEL: Available alongside by tanker trucks. 

REPAIRS: Possible. 

GANGWAY/DECK WATCHMEN: Available and recommended. 
OPENING/CLOSING HATCHES: For liners by stevedores, otherwise 
per agreement. 

CUSTOMS ALLOWANCES: Tobacco. 40 cigarettes per crew member. 
Customs very strict, checking crew cabins. Regulations are as follows: 

1. That the quantity of tobacco to be allowed on board vessels upon 
their arrival at a Lebanese port will be fixed on the basis of 2 packets 
per crew member, passenger per day, and to be calculated on a 
maximum period of 4 months, if the vessel emanates from an American, 
Asian or African port — not Central Africa; and for 2 months if the vessel’s 
last port of call is in Europe, Central Africa or Mediterranean, which will 
be deducted from the quantity, and on the same basis the consumption 
by the crew members and passengers during their trip, and this to start 
from the last port of call until arrival at a Lebanese port. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle 


Radio Orient Beirut, call sign ODR, transmits (CW) on 8702 kHz and 
13101 kHz simultaneously half-past each hour beginning at 0630 until 
2130 hrs. GMT, the traffic list; 524 KHz each hour beginning at 0600 hrs. 
until 2100 hrs. GMT, the traffic list. Listens on 8534-8374 kHz and 
12531-12561 kHz for replies and calls each hour from half-past the hour 
until the hour; 500 KHz 0600 to 2200 hrs. GMT and 425, 454, 468 and 
480 kHz from the hour until half-past the hour for replies and calls. Keeps 
watch only between 0600—2200 hrs. GMT on 500 kHz. 

(b) Advice of Arrival. \t is important that ships establish radio contact 
with “ODR"” when 3 days distant from Sidon and maintain this contact 
at regular intervals until just prior to arrival at the terminal. All ships 
should send a 72-hour ETA message to Tapline, giving the best estimate 
of ship's arrival time, a statement of bunker requirements and other 
relevant information. Shorter notice may result in berthing delay. Further 
ETA messages should be sent when vessel is 24 hours and 12 hours 
distant and to cover any other time changes occurring in the original 
ETA or those subsequent thereto. The 12-hour ETA should include a 
statement regarding “ship's readiness to load” on arrival, and time 
required to discharge clean ballast after ship is moored. A further contact 
when 4 hours away is desirable for exchange of weather data and 
mooring schedule. Vessels failing to give minimum of 12 hours arrival 
notice may be subject to delays in acceptance. 

(c) Ship-to-Shore Communications. Ship-to-shore communications, 
while ships are in moorings, will be by portable VHF radio units used 
by the Mooring Master only. The use of the ship's radio station (except 
Channels 16-14) and/or battery charging equipment is prohibited for 
safety reasons during cargo transfer operations. 

In the event of normal ship-to-shore communications failure, the 

(ship's) emergency whistle signal should be used. 
VHF: Tapline VHF radio telephone system operates on international 
Channels 14 and 16, 156.7 MHz and 156.8 MHz respectively. Channel 
16 used to establish contact while all traffic handled on Channel 14. 
Tapline guards these channels on a 24 hour basis, and contact can 
generally be made at distances up to 100 miles from terminal. 
Conversations on these channels will be carried out in English language 
only. 

Mooring Master only will be in direct charge of portable VHF ship-to- 
shore radio communications. 


HEALTH: Rules governing quarantine of vessels are same as found in 
other ports. 


BERTHING: 7 buoys at Berth No. 2. Berths numbered 1 to 4 from South 
to North. Vessels moored on 1 heading (West) basis using both bow 
anchors with max. possible spread of anchors to increase ship's anchor 
beam holding components. Ship’s stern moored to cylindrical buoys 
fitted with release hooks, using 7 ropes (or wires) to respective mooring 
buoys. Permanent moorings consist of 7 steel cylindrical buoys in each 
berth. 

Certain mooring buoys in all berths fitted with 1.5 in. diameter 
preventer wires, one end of which is secured to mooring buoys. When 
required, other end is brought on board vessel by a messenger line after 
ship moored in position. Preventer wires supplemental to ship’s regular 
moorings during adverse conditions. Ships should have chain stoppers 
for handling these wires. 


BALLAST: Masters are warned that no dirty ballast or bilge water may 
be discharged within an area extending 100 nautical miles seaward of 
the Lebanese coastline. All pipe-lines, sea suctions, strainers and pumps 
that are to be used for the discharge of clean ballast must be flushed 
clean prior to entering the 100 mile zone. Except for oil retrieved under 
“load-on-top” procedures, Masters must assure themselves that all oil 
tanks, pipe-lines and pumps are free of all traces of oil. 

The terminal has no facilities for receiving oily ballast. A vessel must 
have sufficient ballast for safe manoeuvring. However, by carefully 
watching the weather, especially in the Summer months, by frequent 
interchange of weather information and berthing instructions, and, by a 
knowledge of the behaviour of his own vessel, a Master may desire to 
arrive at the terminal with minimum ballast thereby lessening any 
possibility of infringement of the pollution restrictions of this section, and 
also reducing time in berth. 

As soon as practicable after arrival and prior to acceptance, all the 
vessel's tanks will be inspected for evidence of oil in ballast tanks. 
Inspection will continue during discharge of ballast. If evidence of oil 
appears at either of these inspections, the ship must return at once to 
a point not less than 100 miles from the coastline and there accomplish 
the necessary tank cleaning. Any vessel required to return to a position 
at least 100 miles offshore for the purpose of discharging dirty ballast, 
cleaning tanks or for any similar reason, automatically nullifies any 
Notice of Readiness already tendered, and at the same time loses any 
priority held for loading. On return from sea, vessel will be entered for 
loading at the time of the second arrival, when a new Notice of Readiness 
will be tendered. 

Vessels discharging dirty ballast within the prohibited 100 mile zone 
may be subjected to action by the Lebanese Government. In addition, 
ship’s owners and charterers will be promptly notified of any violation. 

Masters are also warned that ship’s garbage or trash should not be 
dumped within 50 miles from the Lebanese coast. 


LOADING: (a) Readiness: Tenders to load will normally be accepted 
and berths assigned to vessels in order of arrival, provided vessels have 
nominations for cargo valid at the time, carry clean ballast and are in 
all respects equipped and ready to moor. In event berthing delayed on 
account weather, vessels will ordinarily keep their loading priority in order 
of arrival. Vessels required to leave port area on account of weather 
(port closed), should keep in contact with terminal via VHF in order that 
they will be available when weather moderates. Company will make 
every effort to load vessels on arrival, or as promptly as berth is available, 
weather permitting. Notice of readiness will not be accepted unless 
vessel ready to load. Arrival time will be considered as time Mooring 
Master boards vessel underway or time vessel anchors, whichever 
occurs first. 
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(b) Connecting-up. Ships loaded by means of submarine Pipe-jng Get 
Weight of the 16 in. hose in No. 2 Berth about 6.5 tons. Hoses lite, 9 
ship's gear on port side. Detail of flange templates shown in raw, Bec 
below. Ships should provide manifold fittings to allow Connectigg, dull 
flanges shown in “Plan Section”. ' sel 

Mooring Master advises ship's personnel in lifting, con equ 
disconnecting and lowering of hoses. A ship's deck officer mug, ™® 
present, and must direct ship's crew in all hose handling. There my 4 
be sufficient crew on deck to perform this work. well 
(c) Rates: Loading is by gravity flow from tank farm whic eng 
approximately 360 ft. above sea level. Loading rates as foligy » 


| 

(approximate maximum): 2 
Rates (BPH) Lf 

Berth With 1 Hose With 2 Hoses 900) 

2 40,000 70,000 (16 in. hoses) aqu 


Order save ship's time and to ballast vessel as quickly as POssiy “aa 
as well as to make berth available for others, it is requested that gy #el 
receive oil as fast as it can be delivered, with due regard for safety }, und 
removal of any restrictions, such as strainers, etc.,; is recommenda mS 
DISCHARGING: Ships unloading crude or refined products in Tapl 0” | 
Seaberth must: ship 

1. Be able to discharge at least 1,000 t.p.h. 

2. Be equipped with centrifugal cargo pumps only. Piston pumpsy SH! 
NOT be accepted due to the damaging effect they have on» /@ 
submarine hoses. the 

3. Ships without permanent ballast tanks must be able to discha: 
cargo and load ballast simultaneously. 1 

4. Vessels must NOT strip (drain) their cargo tanks into the sealp 
Air injected by this operation may cause the line to float and buckle “45 
Report: 1983. Cargo discharged through 8 in. line (old bunker ling) __" 
MEDICAL: Neither medical nor hospital facilities provided by Tap» Y 
Private doctors and hospital facilities available at Sidon and Bey 
Agents acquainted with situation and can make _ necesy deo 
arrangements. eT 

If unable make radio contact, then vessels requiring emerge 0 
medical assistance should hoist International Code Flag “W"’ in dayig st 
and at night, send “W” (-.— —) on blinker light to attract immedz 
attention, the same signal “W” (- ——) should be given on ship's wh on 
in either day or night hours. Signal should be repeated w 
acknowledged visually by either another ship in berth; from shore sta 
or from Company launch. As soon as signal is received, terminal office 
will advise ship's Agent as soon as possible of the emergency mets sc 
aid required. T 
DENSITY: Salinity of the sea is same as open Atlantic Ocew 
Temperature ranges from 60°F. to 85°F. (15.6°C. to 29.4°C.) depend: 0 
on season. 

FRESH WATER: Not available. 

FUEL: Bunker fuel loaded at rate of 3,000—5,000 bbis.p.h. through §: Shi 
deck hose. Bunker connection should be located near ship's cay 
manifold. Ships calling at Sidon to load crude oil should arrange’ pet 
bunker fuel nominations through one of the offtaker companies we ¢ 
advance of arrival. Bunker fuel will not be delivered until Tapline ® py, 
received a firm nomination. Bunker fuel will be loaded as promptly: sith 
circumstances permit, but Tapline assumes no liability for any dew y 4 
incurred by a vessel in berthing or loading bunker fuel. Marit » \ 
lubricants available, through marketing representatives in Beil! yes 


As 
con! 


arrangement through Agents. ball 
PRECAUTIONS: (a) Valve Control. Ship's valves must not be che jor ; 
against the oil stream. Or i 


(b) Emergency Signal. When, and if normal — ship-to-Sht res. 
communications fail, the emergency signal to stop oil flow will & rs, 
continuous blast on ship's whistle, until oil ceases to flow. Steam oF yes; 
should never be shut off from the whistle during loading. Whenet Tap 
emergency whistle is used, all loading operations in all berths wi? the 
shut down until communications can be established with vessel 9¥ (esi 
the signal. For this reason, it is requested that ships in the area re! sett 
from using their whistles for other purposes. sha 
(c) Readiness to Leave Berth. Port is considered an “open roadsle® msi 
and under no circumstances may engine be shut down for repairs” T 
ships moored in submarine berths. Vessels in submarine berths ™ §s 
be able to clear, and shall clear immediately upon advice of Moo PLL 
Master. Ship’s engine and gear must therefore be ready at all times® P 
full power for immediate use. "eee 
(d) Loading and Deballasting Simultaneously. Properly equer 
vessels will be encouraged to discharge clean ballast and |030’ 
simultaneously. This capability is especially necessary during uns? 
weather order keep vessel reasonably ballasted. 

CONSULS: Italy and Norway. Consular or diplomatic representa® 
for most nations maintain offices in Beirut. 

REPAIRS: No facilities. 

SURVEYORS: Available from Beirut. Saybolt also available. 
OFFICIALS: Lebanese officials, such as Customs Director, Quare™ It 
Officer, Immigration Officer, Captain of the Port and Police, station” wth 
Sidon. Should Customs guards be stationed on board while in be® é 
is expected that ship will provide food for these guards and other offe® ite 
STORING: See ‘Prelims’. 
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1. Barge only. 4. Open sea-berth. a 
2. No storing during loading/ 6. No. ay 

discharging. he 
3. Open sea-berth. "sy 


SHORE LEAVE: Arranged between Agent and Lebanese Set ter 
Officer aboard vessel. Ship's personnel (other than emergem” x9 
medical cases) not allowed to disembark at terminal. All personnel Gh 
ashore must land at Sidon where small boats must cross a shallot® x 
sometimes impassable bar. Delays have been caused to vessels we Pu 
personnel have been unable to rejoin their ship. Sufficient pe! 

must be aboard at all times for letting go lines so that vessel can® ae 
berth whenever required. 


RAL: (a) Mooring Wires and Winches. Use of mooring wires to 
ved drums for all vessels calling at Sidon is strongly recommended. 
iE there are no mooring tugs available, a ship's ability to moor 
) yng marginal weather conditions is dependent upon its ability to warp 
into position. Vessels with capable wire winches and deck mooring 
nt that are able to place 1 or 2 mooring ropes on a windward 
| ging buoy, usually able to moor without difficulty. Vessels over 
; 0 d.w.t. should have mooring wires to powered drums, 1 on aft 
| gdeck and 3 on poop deck. The wires should be 200 fathoms in 
gghand so secured as to be easily let go from ship if necessary. 
| .299es. Vessels should have 2 suitable, best quality mooring ropes 
} (0 fathoms each located on aft part of after well deck for use on 
export or starboard side, 3 (min.) suitable, best quality mooring ropes 
m0 fathoms each and 3 additional ropes of 150 fathoms each on 
«p deck plus properly located warping winches and bitts. Vessels 
, with mooring wire winches on poop deck may reduce required 
wtonal’ ropes accordingly. Wires are not used on port side of aft 
a deck due to possible fouling of wire with hose or pipe-line 
' seater facilities. In this position a suitable, best quality mooring rope 
' «be used. 2 ropes of 200 fathoms each recommended, to be used 
-ather side while mooring, and used on port side only for securing 
a in berth. 


#PMASTER’S REPORT: February 1983. 
. wers: The following notices are presented to the Master on arrival at 
seterminal. 
TRANS-ARABIAN PIPE-LINE COMPANY 
SIDON, Lebanon 
Tanker Loading Advice 
MM ae old eRe se ekg IGTET ks tke Bee aith pada Siete mete Ed 19ers. 


«x machinery, mooring lines and crew should be in readiness to 
| seed to berth. 

The cargo (a 5 ton lift) and fuel hose will be picked up on the PORT 
E 


The Mooring Master advises ship's personnel regarding the lifting and 
mmecting of the submarine hoses, and after loading is completed, 
aading the disconnecting and lowering. In this connection, he acts in 
padvisory capacity and assumes no liability on behalf of the Company. 
‘sip’s deck officer must be present, and he must approve the hose 
mection on board. The ship's crew will do the actual connecting and 
sonnecting of the hose. 

The Mooring Master will be in charge of all ship to shore 
_ munications. 

» tne prolonged blast of ship's whistle is the emergency signal to shore to 
the flow of oil to the ship and apply vacuum on the submarine lines. 
SHIPS MUST NOT CLOSE VALVES AGAINST INCOMING OIL. 
Yo will be held liable for damage resulting from such closures. 

' jessels in submarine berths must be able to clear immediately upon 
_ Suctions from the Mooring Master. 

CAUTION: It is the ship Master's responsibility to see that no oil (crude, 
wker C, diesel or bilges) is pumped or spilled overboard from his ship 
er in the vicinity of the Company's Terminal area or within the area 
‘100 miles from the Lebanese coast. In the event of any oil spillage 
‘oss from your vessel as the result of any act or omission of the 
‘sel, such as but not limited to, pumping of oily water over side from 
®ast or bilge, or oil spill during loading, the vessel shall be responsible 
dl costs and expenses of clean up, or for any damages to property 
‘jury to persons resulting from such spillage or oil loss. Tapline 
®eves the right to take all reasonable measures to clean up any 
®uting pollution or contamination on land or sea and will charge to 
‘sel for all costs and expenses incurred thereby. In addition, since 
%ine, as operator of the Terminal, is responsible (as a guarantor of 
= ship) for any damages to property of or injury to third persons, 
Suting from such spillages or oil losses, in the event Tapline pays or 
*les valid claims of third parties for such damages or injury, Tapline 
“have the right to recover from the vessel all costs and expenses 
ng from its handling, payment and settlement of such third party claims. 
he Port Authorities are very strict in this matter and a written report 
' submitted to ship’s owners. WELL DECK SCUPPERS MUST BE 
) WGGED DURING LOADING. 

‘ease sign the attached duplicate of this notice, acknowledging 
“apt of same. 
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TRANS-ARABIAN PIPE LINE COMPANY. 


TRANS-ARABIAN PIPE LINE COMPANY 
SIDON, Lebanon 

“on, Lebanon 

*a Sir, 
' ‘8 the ship Master's responsibility to assure that no oil including 
' “out limitation crude, bunker C, diesel or bilges is pumped or spilled 
" doard from his vessel in the vicinity of the Company's Terminal area 
‘within the Prohibited Zone offshore Lebanon as defined in the 
“mational Convention for the Prevention of Pollution of the Sea by 
* 1954, as amended in 1962. In the event of any oil spillage or loss 
“your vessel including but not limited to spillage due to pumping of 
Water over the side from ballast or bilge or oil spill during loading, 
“Yessel and her owners, operators, Agents, and Master shall be 
Sensible for all costs and expenses of cleanup and for any injury to 
Sons or damage to property, including Tapline employees and 
"verty, resulting from such oil spillage or loss. Tapline reserves the 
Fito take all reasonable measures to clean up any resulting pollution 
anlamination on land or sea, but only as a contractor on behalf of 

vessel and/or her owners, operators, Agents or Master and will 
‘“{€ the vessel and/or her owners, operators, Agents or Master for 
“Sts and expenses incurred thereby. 
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LEBANON 


Tapline, as operator of the terminal, is responsible as a guarantor of 
the ship for any injury to third persons or damage to property resulting 
from such oil spillage or losses. The Port Authorities are very strict in 
this matter and a written report is submitted to the vessel's owners, 
operators, Agents or Master for any such incidents. In the event Tapline 
settles or is required to pay valid claims of third parties for such injury 
or damage, Tapline shall have the right to recover from the vessel and/ 
or from her owners, operators, Agents or Master all costs and expenses 
arising from its handling, settlement and payment of such third party claims. 

Please sign and return the attached duplicate of this notice 
acknowledging receipt of same. 

TRANS-ARABIAN PIPE LINE COMPANY. 


AUTHORITY: 1. 
Lebanon. 

2. Trans-Arabian Pipeline Company, P.O.Box 11-1348, Beirut, 
Lebanon. Tel: Beirut 341270-5. Telex: 20769 Le Taplin. Cables: Tapline 
Beirut. Contact: Captain K. E. Hopen, Asst. Terminal Superintendent. 


AGENT: See ‘Beirut’. 


Zahrani Terminal, Lebanon, P.O.Box 28, Sidon, 


TRIPOLI: 34.28 N. 35.49 E. 
(a) DRY-CARGO PORT _(b) OIL TERMINAL 
(a) DRY-CARGO PORT. 


Manifests should be visaed by Lebanese Consul at ports of shipment 
or at any port en route where there is a Lebanese Consul. If on account 
of non-existence Lebanese Consul at ports of shipment or at any ports 
en route the manifests are not visaed, then such consular visa dues are 
collected at Beirut. 

Non-Liner vessels calling at Tripoli, are to present on arrival to the 
local Customs’ authorities, one copy of each manifest of cargo on board 
(even “IN BALLAST” manifests), DULY STAMPED AND SIGNED by 
the Customs’ Authorities at the Loading Ports. 

Otherwise, the vessel is subjected to a Customs’ FINE. 
DOCUMENTS: 

1 Legalised copy of Cargo Manifests. 

5 copies of Cargo Manifests. 

2 Store Lists. 

5 Passenger Lists. 

2 Lists of Cigarettes and Tobacco (see “Customs Allowances’’). 

In addition to documents listed, 2 copies of each Bill of Lading are to 
be handed over on arrival to the Agents, for Local Customs’ Authorities 
control and check. 

PILOTAGE: Compulsory. Agent arranges with Harbour Master, 
therefore keep Agent closely advised ETA. Harbour Master may also 
be contacted on VHF Channel 16. 

Pilot boarding position: Lat. 34° 29.6’ N., Long. 35° 49.5’ E. 
APPROACHES: Sunken wreck in position Lat. 34°30'N., Long. 
35° 49' E. 

Depth in channel 9.0 m. 

ANCHORAGE: Good anchorage. 

MAX. SIZE: Max. LOA 150m. (occasionally 175 m.). Max. draft 
alongside berth 22 ft. 6 in. 

HEALTH: Health Authorities board in roads. Health form obtainable from 
Agent or doctor. Yellow Fever Certificates required for ships coming 
from Far East and Red Sea. Owners should check with Agents 
respecting any recent imposition of anti-epidemic regulations and 
requirements for additional injections for crew members. 

RADIO: Cables via Beirut Radio to and from Agent. 

VHF: Harbour Master on Channels 16 and 6. 

BERTHING: New pier about 600m. length. 2 berths. 20 cranes, 
capacities 5 tons — 100 tons. 2 forklifts with capacity 20 tons each. 
Lighters available for discharging alongside vessel. Ship's gear often 
used for discharging. There is a grain silo with capacity of 4,000 tonnes. 
30 steel barges of 350 tons capacity each. 40 wooden and steel barges 
of 200 tons capacity each. All cranes, forklift and barges are privately 
owned. 50 ton floating crane available, owned by port company. 
STEVEDORES: Ordered by Agent. No ETA to stevedores necessary. 
Working hours, 0700 — 1500, otherwise overtime included on Sundays 
and on official holidays. 

MEDICAL: Master to advise Agent by cable prior to arrival if medical 
attendance required. Hospitals available. 

DENSITY: 1025. 

FRESH WATER: Available by barge. 

FUEL: Available alongside by tanker trucks. 

REPAIRS: Possible. 

GANGWAY/DECK WATCHMEN: Available and recommended. 
OPENING/CLOSING HATCHES: For liners by stevedores, otherwise 
per agreement. 

CUSTOMS ALLOWANCES: Tobacco. 40 cigarettes per crew member. 
Customs very strict, checking crew cabins. Regulations are as follows: 

1. That the quantity of tobacco to be allowed on board vessels upon 
their arrival at a Lebanese port will be fixed on the basis of 2 packets 
per crew member, passenger per day, and to be calculated on a 
maximum period of 4 months, if the vessel emanates from an American, 
Asian or African port — not Central Africa; and for 2 months if the vessel’s 
last port of call is in Europe, Central Africa or Mediterranean, which will 
be deducted from the quantity, and on the same basis the consumption 
by the crew members and passengers during their trip, and this to start 
from the last port of call until arrival at a Lebanese port. 


(See Plan) 
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Radio Orient Beirut, call sign ODR, transmits (CW) on 8702 kHz and 
13101 kHz simultaneously half-past each hour beginning at 0630 until 
2130 hrs. GMT, the traffic list; 524 KHz each hour beginning at 0600 hrs. 
until 2100 hrs. GMT, the traffic list. Listens on 8534-8374 kHz and 
12531-12561 kHz for replies and calls each hour from half-past the hour 
until the hour; 500 KHz 0600 to 2200 hrs. GMT and 425, 454, 468 and 
480 kHz from the hour until half-past the hour for replies and calls. Keeps 
watch only between 0600-2200 hrs. GMT on 500 kHz. 

(b) Advice of Arrival. \t is important that ships establish radio contact 
with “ODR"” when 3 days distant from Sidon and maintain this contact 
at regular intervals until just prior to arrival at the terminal. All ships 
should send a 72-hour ETA message to Tapline, giving the best estimate 
of ship's arrival time, a statement of bunker requirements and other 
relevant information. Shorter notice may result in berthing delay. Further 
ETA messages should be sent when vessel is 24 hours and 12 hours 
distant and to cover any other time changes occurring in the original 
ETA or those subsequent thereto. The 12-hour ETA should include a 
statement regarding “ship's readiness to load” on arrival, and time 
required to discharge clean ballast after ship is moored. A further contact 
when 4 hours away is desirable for exchange of weather data and 
mooring schedule. Vessels failing to give minimum of 12 hours arrival 
notice may be subject to delays in acceptance. 

(c) Ship-to-Shore Communications. Ship-to-shore communications, 
while ships are in moorings, will be by portable VHF radio units used 
by the Mooring Master only. The use of the ship's radio station (except 
Channels 16-14) and/or battery charging equipment is prohibited for 
safety reasons during cargo transfer operations. 

In the event of normal ship-to-shore communications failure, the 

(ship's) emergency whistle signal should be used. 
VHF: Tapline VHF radio telephone system operates on international 
Channels 14 and 16, 156.7 MHz and 156.8 MHz respectively. Channel 
16 used to establish contact while all traffic handled on Channel 14. 
Tapline guards these channels on a 24 hour basis, and contact can 
generally be made at distances up to 100 miles from terminal. 
Conversations on these channels will be carried out in English language 
only. 

Mooring Master only will be in direct charge of portable VHF ship-to- 
shore radio communications. 


HEALTH: Rules governing quarantine of vessels are same as found in 
other ports. 


BERTHING: 7 buoys at Berth No. 2. Berths numbered 1 to 4 from South 
to North. Vessels moored on 1 heading (West) basis using both bow 
anchors with max. possible spread of anchors to increase ship's anchor 
beam holding components. Ship’s stern moored to cylindrical buoys 
fitted with release hooks, using 7 ropes (or wires) to respective mooring 
buoys. Permanent moorings consist of 7 steel cylindrical buoys in each 
berth. 

Certain mooring buoys in all berths fitted with 1.5 in. diameter 
preventer wires, one end of which is secured to mooring buoys. When 
required, other end is brought on board vessel by a messenger line after 
ship moored in position. Preventer wires supplemental to ship's regular 
moorings during adverse conditions. Ships should have chain stoppers 
for handling these wires. 


BALLAST: Masters are warned that no dirty ballast or bilge water may 
be discharged within an area extending 100 nautical miles seaward of 
the Lebanese coastline. All pipe-lines, sea suctions, strainers and pumps 
that are to be used for the discharge of clean ballast must be flushed 
clean prior to entering the 100 mile zone. Except for oil retrieved under 
“load-on-top” procedures, Masters must assure themselves that all oil 
tanks, pipe-lines and pumps are free of all traces of oil. 

The terminal has no facilities for receiving oily ballast. A vessel must 
have sufficient ballast for safe manoeuvring. However, by carefully 
watching the weather, especially in the Summer months, by frequent 
interchange of weather information and berthing instructions, and, by a 
knowledge of the behaviour of his own vessel, a Master may desire to 
arrive at the terminal with minimum ballast thereby lessening any 
possibility of infringement of the pollution restrictions of this section, and 
also reducing time in berth. 

As soon as practicable after arrival and prior to acceptance, all the 
vessel's tanks will be inspected for evidence of oil in ballast tanks. 
Inspection will continue during discharge of ballast. If evidence of oil 
appears at either of these inspections, the ship must return at once to 
a point not less than 100 miles from the coastline and there accomplish 
the necessary tank cleaning. Any vessel required to return to a position 
at least 100 miles offshore for the purpose of discharging dirty ballast, 
cleaning tanks or for any similar reason, automatically nullifies any 
Notice of Readiness already tendered, and at the same time loses any 
priority held for loading. On return from sea, vessel will be entered for 
loading at the time of the second arrival, when a new Notice of Readiness 
will be tendered. 

Vessels discharging dirty ballast within the prohibited 100 mile zone 
may be subjected to action by the Lebanese Government. In addition, 
ship's owners and charterers will be promptly notified of any violation. 

Masters are also warned that ship's garbage or trash should not be 
dumped within 50 miles from the Lebanese coast. 


LOADING: (a) Readiness: Tenders to load will normally be accepted 
and berths assigned to vessels in order of arrival, provided vessels have 
nominations for cargo valid at the time, carry clean ballast and are in 
all respects equipped and ready to moor. In event berthing delayed on 
account weather, vessels will ordinarily keep their loading priority in order 
of arrival. Vessels required to leave port area on account of weather 
(port closed), should keep in contact with terminal via VHF in order that 
they will be available when weather moderates. Company will make 
every effort to load vessels on arrival, or as promptly as berth is available, 
weather permitting. Notice of readiness will not be accepted unless 
vessel ready to load. Arrival time will be considered as time Mooring 
Master boards vessel underway or time vessel anchors, whichever 
occurs first. 
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(b) Connecting-up. Ships loaded by means of submarine Pipe-ing Gen 
Weight of the 16 in. hose in No. 2 Berth about 6.5 tons. Hoses | ae 
ship's gear on port side. Detail of flange templates shown in Sra, 
below. Ships should provide manifold fittings to allow connectigg, dull 
flanges shown in “Plan Section”. , ‘sell 
Mooring Master advises ship's personnel in lifting, con equi 
disconnecting and lowering of hoses. A ship’s deck officer mug, 
present, and must direct ship’s crew in all hose handling. There m 0 
be sufficient crew on deck to perform this work. well 
(c) Rates: Loading is by gravity flow from tank farm whic, eng 
approximately 360 ft. above sea level. Loading rates as follg o) 
(approximate maximum): dai 


Rates (BPH) be 
Berth With 1 Hose With 2 Hoses 700} 
2 40,000 70,000 (16 in. hoses) saul 


& 


Order save ship's time and to ballast vessel as quickly as Poss 
as well as to make berth available for others, it is requested that dp well 
receive oil as fast as it can be delivered, with due regard for safety 5 wid 
removal of any restrictions, such as strainers, etc. is recommends MS 
DISCHARGING: Ships unloading crude or refined products in Tap, 1 € 
Seaberth must: ship 

1. Be able to discharge at least 1,000 t.p.h. 

2. Be equipped with centrifugal cargo pumps only. Piston pumps, SHII 
NOT be accepted due to the damaging effect they have on» / 
submarine hoses. fhe 

3. Ships without permanent ballast tanks must be able to discha 
cargo and load ballast simultaneously. 

4. Vessels must NOT strip (drain) their cargo tanks into the sea 
Air injected by this operation may cause the line to float and buck 
Report: 1983. Cargo discharged through 8 in. line (old bunker line, 
MEDICAL: Neither medical nor hospital facilities provided by Tapiy U! 
Private doctors and hospital facilities available at Sidon and Bex 
Agents acquainted with situation and can make  necesy 
arrangements. PT 

If unable make radio contact, then vessels requiring emerge DI 
medical assistance should hoist International Code Flag “W"’ in dayig st 
and at night, send ‘“‘W” (-.— —) on blinker light to attract immeds 
attention, the same signal “W"' (- — —) should be given on ship's whs 
in either day or night hours. Signal should be repeated a 
acknowledged visually by either another ship in berth; from shore stay ie 
or from Company launch. As soon as signal is received, terminal offic: ‘ont 
will advise ship's Agent as soon as possible of the emergency Med fice 
aid required. Th 
DENSITY: Salinity of the sea is same as open Atlantic Ocw 
Temperature ranges from 60°F. to 85°F. (15.6°C. to 29.4°C.) depend 01 
on season. 

FRESH WATER: Not available. | 
FUEL: Bunker fuel loaded at rate of 3,000—5,000 bbls.p.h. through # Shig 
deck hose. Bunker connection should be located near ship's ca y 
manifold. Ships calling at Sidon to load crude oil should arrange? net, 
bunker fuel nominations through one of the offtaker companies we ¢, 
advance of arrival. Bunker fuel will not be delivered until Tapline % yn) 
received a firm nomination. Bunker fuel will be loaded as promptly! sith, 
circumstances permit, but Tapline assumes no liability for any dee y 4, 
incurred by a vessel in berthing or loading bunker fuel. Marit o \ 
lubricants available, through marketing representatives in Beit! yese 
arrangement through Agents. balle 
PRECAUTIONS: (a) Valve Control. Ship's valves must not be Clos for ¢ 
against the oil stream. or ir 
(b) Emergency Signal. When, and if normal  ship-to-si ese 
communications fail, the emergency signal to stop oil flow will & resu 
continuous blast on ship's whistle, until oil ceases to flow. Steam 0 yess 
should never be shut off from the whistle during loading. Whene® Tap| 
emergency whistle is used, all loading operations in all berths wi! he 
shut down until communications can be established with vessel 9W 'esu 
the signal. For this reason, it is requested that ships in the area re! sett! 
from using their whistles for other purposes. shal 
(c) Readiness to Leave Berth. Port is considered an “open roadste asi 
and under no circumstances may engine be shut down for repairs” T 
ships moored in submarine berths. Vessels in submarine berths ™ § si 
be able to clear, and shall clear immediately upon advice of Mow PLU 
Master. Ship's engine and gear must therefore be ready at all times® PI 
full power for immediate use. "eee 
(d) Loading and Deballasting Simultaneously. Properly eque® 
vessels will be encouraged to discharge clean ballast and |0a' 
simultaneously. This capability is especially necessary during unse®™ 
weather order keep vessel reasonably ballasted. 

CONSULS: Italy and Norway. Consular or diplomatic representa 
for most nations maintain offices in Beirut. = 
REPAIRS: No facilities. Dea 
SURVEYORS: Available from Beirut. Saybolt also available. 
OFFICIALS: Lebanese officials, such as Customs Director, Quara® lt 
Officer, Immigration Officer, Captain of the Port and Police, station” mth 
Sidon. Should Customs guards be stationed on board while in be® 


is expected that ship will provide food for these guards and other off® tae 
STORING: See ‘Prelims’. Ou 
1. Barge only. 4. Open sea-berth. er 
2. No storing during loading/ 6. No. aly 
discharging. he 


3. Open sea-berth. ep 
SHORE LEAVE: Arranged between Agent and Lebanese set ters 
Officer aboard vessel. Ship's personnel (other than emergen! ro, 
medical cases) not allowed to disembark at terminal. All personnel 
ashore must land at Sidon where small boats must cross a shallot! 
sometimes impassable bar. Delays have been caused to vessels 
personnel have been unable to rejoin their ship. Sufficient 
must be aboard at all times for letting go lines so that vessel can@ ae 
berth whenever required. 


#2 Se 


RAL: (a) Mooring Wires and Winches. Use of mooring wires to 
drums for all vessels calling at Sidon is strongly recommended. 
“ese there are no mooring tugs available, a ship's ability to moor 
. marginal weather conditions is dependent upon its ability to warp 
| into position. Vessels with capable wire winches and deck mooring 
nt that are able to place 1 or 2 mooring ropes on a windward 
| buoy, usually able to moor without difficulty. Vessels over 
} 0 d.w.t. should have mooring wires to powered drums, 1 on aft 
} adeck and 3 on poop deck. The wires should be 200 fathoms in 
and so secured as to be easily let go from ship if necessary. 
| .to99es. Vessels should have 2 suitable, best quality mooring ropes 
| (m0 fathoms each located on aft part of after well deck for use on 
sport or starboard side, 3 (min.) suitable, best quality mooring ropes 
0 fathoms each and 3 additional ropes of 150 fathoms each on 
«p deck plus properly located warping winches and bitts. Vessels 
«oped with mooring wire winches on poop deck may reduce required 
tonal” ropes accordingly. Wires are not used on port side of aft 
a deck due to possible fouling of wire with hose or pipe-line 
«water facilities. In this position a suitable, best quality mooring rope 
«be used. 2 ropes of 200 fathoms each recommended, to be used 
| -ether side while mooring, and used on port side only for securing 
sin berth. 


#@MASTER’S REPORT: February 1983. 
wrers: The following notices are presented to the Master on arrival at 
terminal. 
TRANS-ARABIAN PIPE-LINE COMPANY 
SIDON, Lebanon 
Tanker Loading Advice 


IEE FE. cSiid ot CEL aisia wD SRD weld) tk abel Sega at MEM Rare 1Oxxe. Sie; 
your vessel is scheduled to moor in Berth No.............. 2 | Cares renal, ae 
ws Sete 

4Mooring Master will board your vessel prior to this hour. Engines, 


ek machinery, mooring lines and crew should be in readiness to 

'meed to berth. 

The cargo (a 5 ton lift) and fuel hose will be picked up on the PORT 

3 

The Mooring Master advises ship's personnel regarding the lifting and 

"mecting of the submarine hoses, and after loading is completed, 

-gading the disconnecting and lowering. In this connection, he acts in 

| sadvisory capacity and assumes no liability on behalf of the Company. 

ship's deck officer must be present, and he must approve the hose 
mection on board. The ship's crew will do the actual connecting and 
onnecting of the hose. 

The Mooring Master will be in charge of all ship to shore 
munications. 

' tne prolonged blast of ship’s whistle is the emergency signal to shore to 
the flow of oil to the ship and apply vacuum on the submarine lines. 
SHIPS MUST NOT CLOSE VALVES AGAINST INCOMING OIL. 

Ms will be held liable for damage resulting from such closures. 

_ \essels in submarine berths must be able to clear immediately upon 

Suctions from the Mooring Master. 

_ CAUTION: It is the ship Master's responsibility to see that no oil (crude, 

ker C, diesel or bilges) is pumped or spilled overboard from his ship 

"erin the vicinity of the Company's Terminal area or within the area 

1100 miles from the Lebanese coast. In the event of any oil spillage 

‘toss from your vessel as the result of any act or omission of the 

8sel, such as but not limited to, pumping of oily water over side from 
*ast or bilge, or oil spill during loading, the vessel shall be responsible 

val costs and expenses of clean up, or for any damages to property 

Er njury to persons resulting from such spillage or oil loss. Tapline 

“Reves the right to take all reasonable measures to clean up any 

tuting pollution or contamination on land or sea and will charge to 

*sel for all costs and expenses incurred thereby. In addition, since 

eine, as operator of the Terminal, is responsible (as a guarantor of 

ship) for any damages to property of or injury to third persons, 

Sting from such spillages or oil losses, in the event Tapline pays or 

' *les valid claims of third parties for such damages or injury, Tapline 
‘whave the right to recover from the vessel all costs and expenses 

| ‘ng from its handling, payment and settlement of such third party claims. 

The Port Authorities are very strict in this matter and a written report 

-!sbmitted to ship's owners. WELL DECK SCUPPERS MUST BE 

| YGGED DURING LOADING. 

| Please sign the attached duplicate of this notice, acknowledging 

pt of same. 

; TRANS-ARABIAN PIPE LINE COMPANY. 


TRANS-ARABIAN PIPE LINE COMPANY 
SIDON, Lebanon 


“on, Lebanon 

Sir, 
‘is the ship Master's responsibility to assure that no oil including 
“out limitation crude, bunker C, diesel or bilges is pumped or spilled 
"doard from his vessel! in the vicinity of the Company's Terminal area 
‘thin the Prohibited Zone offshore Lebanon as defined in the 
‘national Convention for the Prevention of Pollution of the Sea by 
©1954, as amended in 1962. In the event of any oil spillage or loss 
~'Your vessel including but not limited to spillage due to pumping of 
{Water over the side from ballast or bilge or oil spill during loading, 
= *essel and her owners, operators, Agents, and Master shall be 
onsible for all costs and expenses of cleanup and for any injury to 
*sons or damage to property, including Tapline employees and 
| Boerty, resulting from such oil spillage or loss. Tapline reserves the 
| Fito take all reasonable measures to clean up any resulting pollution 
| . antamination on land or sea, but only as a contractor on behalf of 

~ Yessel and/or her owners, operators, Agents or Master and will 
‘age the vessel and/or her owners, operators, Agents or Master for 
“sts and expenses incurred thereby. 


‘ 


- 


LEBANON 


Tapline, as operator of the terminal, is responsible as a guarantor of 
the ship for any injury to third persons or damage to property resulting 
from such oil spillage or losses. The Port Authorities are very strict in 
this matter and a written report is submitted to the vessel's owners, 
operators, Agents or Master for any such incidents. In the event Tapline 
settles or is required to pay valid claims of third parties for such injury 
or damage, Tapline shall have the right to recover from the vessel and/ 
or from her owners, operators, Agents or Master all costs and expenses 
arising from its handling, settlement and payment of such third party claims. 

Please sign and return the attached duplicate of this notice 
acknowledging receipt of same. 

TRANS-ARABIAN PIPE LINE COMPANY. 


AUTHORITY: 1. 
Lebanon. 

2. Trans-Arabian Pipeline Company, P.O.Box 11-1348, Beirut, 
Lebanon. Tel: Beirut 341270-5. Telex: 20769 Le Taplin. Cables: Tapline 
Beirut. Contact: Captain K. E. Hopen, Asst. Terminal Superintendent. 


AGENT: See ‘Beirut’. 


Zahrani Terminal, Lebanon, P.O.Box 28, Sidon, 


TRIPOLI: 34.28 N. 35.49 E. 
(a) DRY-CARGO PORT _(b) OIL TERMINAL 
(a) DRY-CARGO PORT. 


Manifests should be visaed by Lebanese Consul at ports of shipment 
or at any port en route where there is a Lebanese Consul. If on account 
of non-existence Lebanese Consul at ports of shipment or at any ports 
en route the manifests are not visaed, then such consular visa dues are 
collected at Beirut. 

Non-Liner vessels calling at Tripoli, are to present on arrival to the 
local Customs’ authorities, one copy of each manifest of cargo on board 
(even “IN BALLAST” manifests), DULY STAMPED AND SIGNED by 
the Customs’ Authorities at the Loading Ports. 

Otherwise, the vessel is subjected to a Customs’ FINE. 
DOCUMENTS: 

1 Legalised copy of Cargo Manifests. 

5 copies of Cargo Manifests. 

2 Store Lists. 

5 Passenger Lists. 

2 Lists of Cigarettes and Tobacco (see “Customs Allowances’). 

In addition to documents listed, 2 copies of each Bill of Lading are to 
be handed over on arrival to the Agents, for Local Customs’ Authorities 
control and check. 

PILOTAGE: Compulsory. Agent arranges with Harbour Master, 
therefore keep Agent closely advised ETA. Harbour Master may also 
be contacted on VHF Channel 16. 

Pilot boarding position: Lat. 34° 29.6’ N., Long. 35° 49.5’ E. 
APPROACHES: Sunken wreck in position Lat. 34° 30'N., Long. 
35° 49’ E. 

Depth in channel 9.0 m. 

ANCHORAGE: Good anchorage. 

MAX. SIZE: Max. LOA 150m. (occasionally 175m.). Max. draft 
alongside berth 22 ft. 6 in. 

HEALTH: Health Authorities board in roads. Health form obtainable from 
Agent or doctor. Yellow Fever Certificates required for ships coming 
from Far East and Red Sea. Owners should check with Agents 
respecting any recent imposition of anti-epidemic regulations and 
requirements for additional injections for crew members. 

RADIO: Cables via Beirut Radio to and from Agent. 

VHF: Harbour Master on Channels 16 and 6. 

BERTHING: New pier about 600m. length. 2 berths. 20 cranes, 
capacities 5 tons — 100 tons. 2 forklifts with capacity 20 tons each. 
Lighters available for discharging alongside vessel. Ship's gear often 
used for discharging. There is a grain silo with capacity of 4,000 tonnes. 
30 steel barges of 350 tons capacity each. 40 wooden and steel barges 
of 200 tons capacity each. All cranes, forklift and barges are privately 
owned. 50 ton floating crane available, owned by port company. 
STEVEDORES: Ordered by Agent. No ETA to stevedores necessary. 
Working hours, 0700 — 1500, otherwise overtime included on Sundays 
and on official holidays. 

MEDICAL: Master to advise Agent by cable prior to arrival if medical 
attendance required. Hospitals available. 

DENSITY: 1025. 

FRESH WATER: Available by barge. 

FUEL: Available alongside by tanker trucks. 

REPAIRS: Possible. 

GANGWAY/DECK WATCHMEN: Available and recommended. 
OPENING/CLOSING HATCHES: For liners by stevedores, otherwise 
per agreement. 

CUSTOMS ALLOWANCES: Tobacco. 40 cigarettes per crew member. 
Customs very strict, checking crew cabins. Regulations are as follows: 

1. That the quantity of tobacco to be allowed on board vessels upon 
their arrival at a Lebanese port will be fixed on the basis of 2 packets 
per crew member, passenger per day, and to be calculated on a 
maximum period of 4 months, if the vessel emanates from an American, 
Asian or African port — not Central Africa; and for 2 months if the vessel's 
last port of call is in Europe, Central Africa or Mediterranean, which will 
be deducted from the quantity, and on the same basis the consumption 
by the crew members and passengers during their trip, and this to start 
from the last port of call until arrival at a Lebanese port. 


(See Plan) 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englang 


That the number of passengers to be taken into account on a tourist 
vessel will be the number of berths the vessel can accommodate and 
not the number of passengers on board. As to cargo vessels, the actual 
number to be accounted for will only be the crew members and the 
Master of the vessel. 

2. In the event that it is the first call of the vessel, at a Lebanese port 
and not aware of such regulations, and it was found on board her an 
excess quantity to the actual one allowed, as indicated above, a Process 
Verbal will be established for the excess quantity found and the 
cigarettes placed under seal. An undertaking is also to be obtained from 
either the Owners and/or her Agents to the effect that they will submit 
a certificate, within one month, to be issued by the relevant Customs 
Authorities of the next port of call of the vessel after a Lebanese port. 
While the seizure of the vessel will be lifted when the Bank guarantee 
equalling the amount of fine and dues is placed, or a Personal Guarantee 
from the Agent — if solvable — and in the event that the undertaking is 
not fulfilled, the usual penalties will be inflicted according to the law. 

3. In the event the vessel is aware of such restriction, and for one 
reason or another she is carrying an excess quantity, this excess must 
be, as per official regulations, be shown on the manifest legalised and 
issued at the last port of call touched by the vessel prior to Beirut. 

Any excess found over and above such declaration will be considered 
as smuggling and the law will be applied. 

Wine and/or spirits: 1 bottle per crew member; Master allowed 3/4 
bottles. 


CARGO GEAR: Ship's gear to be used. 

CONSULS: Most countries have consulates in Beirut. 
AIRPORT: Beirut International Airport is 100 km. from Tripoli. 
TIME: GMT plus 2 hours. Summertime, GMT plus 3 hours. 
HOLIDAYS: 


Holidays Date Days 
New Year's Day January 1st 1 
St. Maron February 9th 1 
Good Friday (Catholic) Varies 1 
Labour Day May 1st 1 
Good Friday (Orthodox) Varies 1 
Al Fitr (Ramadan) Varies 1 
Assumption Day August 15th 1 
Al-Adha Varies 2 
Moslem New Year's Day Varies 1 
Achoura Varies 1 
Independence Day November 22nd 1 
Prophet's Birthday Varies 1 
Christmas Day December 25th 1 


BANKS: 

The British Bank of the Middle East, Mina Street, Tripoli, Lebanon. 
Telex: 21850 Bbme. 

Banco di Roma, Tell Street, Tripoli, Lebanon. Telex: 21818 Romtri. 


STORING: See “Prelims”. 

1. Cargo ships can be stored by barge and truck and tankers by 
supply launches. 

a Sonne ships Yes. Tankers can be stored only at anchorage. 

. Yes. 

4. Yes. 

5. Storing can be done around the clock. 

6. Storing is done by ship chandlers or their Agents. 


SURVEYORS: 
1. Cargo inspectors are available in Tripoli. 
2. Surveyor's (Lloyd's and A.B.S.) are also available in Tripoli. 


IDENTIFICATION CARDS: Shore pass given to each crew member. 
Passport and seaman’s book to remain in Master's care. 


AUTHORITY: The Harbour Master, Ministry of Public Works and 
Transport, El-Mina, Tripoli, Lebanon. Te/: 600283 (Harbour Master). 
Telex: 46030 LE A/B Tihama. Contact: V. Ghazi, Harbour Master. 


AGENT: Gulf Agency Co. (Lebanon) Ltd., P.O.Box 2575, Zeilaa 
Building, 1st Floor, Tripoli El Mina (3100), Lebanon. Cables: “Gacship”, 
Tripoli/Lebanon. Telephone: 600101, 600102, 600146, After hours 
601515. Telex: 44874 or Athens 216344, 218687, 214548. Head Office: 
Beirut (which see). 


(b) OIL TERMINAL. 


Note: Terminal storage tanks were partly destroyed in late 1983. Sea 
berths were re-commissioned in March 1984. 


DOCUMENTS: See “Section A — Dry-cargo Port”. 
PORT LIMITS: There are three spar-buoys to indicate the limits of the 
Company's Sea Terminal boundaries. 

The location of these buoys is as follows: 

1st. Lat. 34° 30’ 03” N. Long. 35° 52’ 30" E. 

2nd. Lat. 34° 29’ 42” N. Long. 35° 52’ 26" E. 

3rd. Lat. 34° 29’ 03” N. Long. 35° 51’ 04” E. 


PILOTAGE: The company’s Mooring Masters will meet tankers 2 miles 
N.E. of Tripoli Breakwater Head. Tankers of 40,000 d.w.t. and over 
should have rigged, when in light condition, an accommodation ladder 
lowered to about 12 ft. above water. This can be adjusted to suit 
conditions. A pilot ladder should be rigged immediately abaft the 
accommodation ladder, to within 2 ft. above the water. This will enable 
Pilot to ascend pilot ladder clear of launch and then step on to the lower 
platform of the accommodation ladder. United Kingdom Merchant 
Shipping (Pilot Ladders) Rules are relevant. 
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ANCHORAGE: Good anchorage immediately W.N.W. of No. 4 Sea ben 
buoys. 5 
MAX. SIZE: Least depth of water available in berth, and swinging Cite ( 
after deducting 6 ft. for the height above sea bed of the sea line ang 
cradle is as follows: No. 1 Berth, 62 ft.; No. 2 Berth, 66 ft.: No. 3 Bow 
53 ft.; No. 4 Berth, 38 ft. The swinging circle is defined as 15 s, 
lengths from dropping position of ship's inshore anchor. The approx; 
we tg quoted are based on an under-keel clearance, in the dents 
of 6 ft. 

VLCCs will be handled in Berth No. 2 and loaded to a dratt of 60% 
During the period April to October, and subject to the Master and Mooring 
Master being satisfied that weather conditions permit loading to A 
reduced under-keel clearance of 4 ft., then the loaded dratt may be 2 
increased to 62 ft. ; 
HEALTH: See “Section A — Dry-cargo Port”. Q 
RADIO: The Lebanese Oil Installations Limited, Tripoli, must te 
informed 48 hours prior to arrival of a vessel's ETA, quantity of 
required, maximum loading rate, SWL of derrick for lifting hoses ary 
confirming that the ballast for discharge in port waters is clea, 
Communication with Iraq Petroleum Company, Limited, should be 5, 
cable addressed to “Petriraq, Tripoli, Lebanon”, or direct to Trigg 
Terminal Radio Station. 

Tripoli Terminal Radio Station. Call Sign — ODC 8. ( 


Hours 
Waveband (GMT) Watch Details | 
0800-0830, ODC 8 Broadcast Traffic List and cals 
ships on 8514 kHz. Listens on 
8354-8374. 
1200-1230 Will transmit on 12831 kHz on request 
High 1600-1630 
Frequency 2230-2300 
0000-2400 Monitor 500 kHz for calls and answers 
only. 
0730 Broadcast on 500 kHz QSW 442 kHz 
0730-0800 _ ‘Transmit Traffic List on 442 kHz, 
receives ship frequencies — 425, 454, 
468, 480 and 512 kHz. 
1130 Broadcast call on 500 kHz, QSW 442 
kHz. 
1132-1200 Transmit Traffic List on 442 kHz, | 
receives on normal ship frequencies - 
425, 454, 468, 480 and 512 kHz. 
Medium 1530 Broadcast call on 500 kHz QSW 442 
Frequency kHz. 
1532-1600 Transmit Traffic List on 442 kHz, be 
receive on norma! ship frequencies- 
425, 454, 468, 480 and 512 kHz. 
2200 Broadcast call on 500 kHz, QSW 442 
kHz. 
2202-2230 Transmit Traffic List on 442 kHz, | 
receive on normal ship frequencies - 
425, 454, 468, 480 and 512 kHz. 
2232 Broadcast call QSY QSX 500 kHz. 


Cables to Agents may be routed through Beirut Radio. 
VHF: Tripoli: 


Equipment: _ Fixed Station sited in Terminal Building and used by 
Control Room. 
Call sign: Tripoli Control 
Range: Approximately 15 miles. 
Frequency: Transmitting on 163.6 MHz. 
Receiving on 159.1 MHz. 
Watches: Continuous. | 
Mobile Station 
Equipment: Portable, battery operated, carried aboard vessel wi 
Mooring Master. 
Call sign: Ship's name (before mooring), or Berth No. (after 
mooring). 
Range: Approximately 8 miles. 
Frequency: Transmitting on 159.1 MHz. 
Receiving on 163.6 MHz. 
Watches: Continuous, whilst Mooring Master on board. 
Notes 


1. Tripoli also keeps a continuous watch on the international cali 
frequency of 158.8 MHz. This has a range of approximate) 
15 miles and its call sign is “Tripoli Control”. 
2. The VHF System is not connected to the main telephow 
switchboard and only selected shore stations have access to 
TUGS: There is no tug at Tripoli. 
BERTHING: Sea Line Berths. 5 berths numbered from N.E. to S" 
specifications as follows: 


Strings of Approximate 
Berth Fixed Flexible Limits 
No.  Max.t.p.h. | Sea Line Hoses Draft Deadweig” 
1 5,000 2x24in. 2x16in.  Sé6ft. 140,00 
2 6,000 1x32 in. 2x16in. G6Oft. 250,000 
3 5,000 1x32 in. 2x16in. 47 ft. 87,000 
4 Products  2x16in. 2x12in. 32ft. 25,000 
5 LPG 1x6 in. 1x6 in. 30ft. 5,000 
1x3 in. 1x3 in. 


As loading is by gravitation, the maximum rates are dependent uper 
availability of suitable shore tanks and loading lines. 
LOADING: wie 
1. Readiness to Load, will be received by the Mooring Maste", 
is the Company Representative on board. The advice from the — 
which states she is ready to receive cargo is considered as final 
as indicating that every operation necessary aboard the vessel has °° 
completed. As soon as possible after such a signal has been 
and without further advice, loading will commence. Damage '0 
can occur if ship's valves are not open at the start of loading 


__ 


, Derricks 
Two hoses are connected on the port side amidship. 
Derricks or cranes reaching over the hose connection should be 
capable of lifting the flexible hose from the sea-bed to a height of 
to 30 ft. above the deck. 

. Aminimum SWL of 5 tons is required for 12 in. hoses. 
~ The faster loading berths equipped with 16 in. hoses are available 
* only to vessels with derricks and tackle with a minimum “Safe 

Working Load of 7 tons”. Such vessels will be given berthing priority 
when queuing occurs and these berths are free but other vessels 
nave not the capacity to handle the larger hoses. 

3 Hose Hang-off Bitts are required at about 10 ft. from the ship's rail 

vine loading manifold to secure the submarine hoses on the port side. 

4 Hose Connection/Disconnection. Ship's crew with a responsible 
écer in charge to perform all operations as advised by the Mooring 
ester, to lift, connect, disconnect and lower hoses. 

5 Ship's manifold — to be prepared for the connection of 12 in. or 
s. hoses with flanges of 150 series, dependent on berth allocation. 
s Loading — Supervision and Commencement 

All operations in connection with starting of loading, discharging, 
switching of tanks on board and topping-off must be directly and 
personally supervised by a responsible ship's officer. 

» The advice from the vessel that she is ready to receive cargo is 
considered as final, and as indicating that every operation 
necessary aboard the vessel has been completed. As soon as such 
asignal has been received, and without further advice, loading will 
commence. Damage to hoses can occur if ship's valves are not 
open at the start of loading. 

Caution: The oil loading stream to the ship is controlled on shore 
and it is extremely dangerous if a ship's valve is closed against the 
flow of oil. 

To prevent excessive pressure from surge in ship and shore lines, 
ship's valves must not be shut-off against the stream, and when 
switching tanks, ship's valves must be closed slowly. Vessels will 
be held liable for damages resulting from any mal-operation of 
valves on board. 

? Tank Dips. During loading frequent checks should be made by the 
sponsible ship's officer to ensure that cargo is entering the designated 
woo tanks only and that there is no escape of oil into pump-rooms or 
rough sea and overboard discharge valves. Particular care must be 
sercised by ship's personnel in “Topping-off’ tanks and towards 
»mpletion of loading to ensure that the terminal is given timely advice 
yany decrease in loading rate required. Adequate “standby” notice 
must be given before the final “stop”. 

8 Loading Operations 
» The Mooring Master will not transmit any loading instructions to the 

shore until the responsible ship's officer is satisfied that the hoses 
are connected correctly and that all valves have been set for 
receiving cargo. 

» Loading rates requested by the vessel or quoted by the terminal 
will be the peak or maximum rate at any time during the loading 
period. 

) While in berth, ships should be ready to move under their own 
power in the event of their breaking adrift, catching fire, fire in 
adjacent berths or other emergency. No repair should be carried 
out while in berth which would immobilize the ship or impair her 
fire-fighting efficiency. 

Failure to vacate the berth on completion of loading may result in 
delays to other vessels, demurrage, and loss of throughput which 
shall be accountable to the vessel. 

1 The Mooring Master will advise the Master of the ship as to any 
signals needed for local requirements. 

* The Mooring Master brings a portable radio on board for ship to 
shore communication. 

*oducts: Requirements for a Product Delivery Vessel: 

\ The discharge berth is an open sea berth. 

2 Tripoli Terminal Call Sign is ODC 8 and Master's ETA should be 

sent at least 48 hours prior to vessel's arrival on 500 kHz. 

Vessel to be equipped with centrifugal pumps capable of 

maintaining a ship's rail pressure of 120 p.s.i. (reciprocating pumps 

are totally unacceptable). 

Max. draft loaded 32 ft. in Berth No. 4 and 62 ft. in Berth No. 2. 

5 ton derrick SWL. 

6 mooring ropes 120 fathoms each. 

Port and starboard anchors to have a minimum of 8 working 

shackles each. 

Midship connection (Portside 112 in. 150 ASA). 

Pumping is against a head of 270 ft. 

Laytime to be calculated at an average discharge rate of 250 t.p.h. 

XNSITY: 1025. 

al WATER: May be available at anchorage before berthing, but it 
S expensive. 

VEL: Fuel oil is available at Berths 2 and 3. The 12 in. bunker hose 

yr i the port side of the vessel. Bunkering rates are 100 t.p.h. 

2950 t.p.h. 

CUSTOMS ALLOWANCES: See “Section A — Dry-cargo Port”. 

SENERAL: 


'. Ballast 

4 Vessels should arrive with sufficent clean ballast for safe handling 
of vessel under prevailing weather conditions. 
Ballast water must be clean and a declaration signed by the 
Master and delivered to the terminal to this effect. Vessel's 
Scuppers must be effectively plugged and leakage or spillage of 
Oil aboard ship must not be swept or washed overboard. 
Pollution of the sea — warning. \t is an offence to discharge dirty 
ballast or pump out bilges. The authorities are very strict and your 
attention is drawn to the Lebanese Notice to Mariners No. 23/1 
of 29th July 1965, and to the volume entitled “International 
Conference on Prevention of Pollution of the Sea by Oil’, issued 
by IMO London. 
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In the event of your vessel discharging dirty ballast or spilling oil, 
cost for cleaning the pollution, third party claims and port fines 
shall be borne by the vessel. 

It is recommended that vessels carry an adequate amount of 
dispersants with means of application in case of oil spills. 

2. Gear to be provided by the ship 
(a) Anchor to be fitted with marker buoys and 20 fathoms line. 

(b) 4 good mooring lines of not less than 150 fathoms each and of 
suitable size for the vessel. 2 additional 150 fathoms lines 
securely tailed to the first lines for cases where 150 fathoms may 
not reach to the stern buoys initially. 

(c) For vessels of 50,000 d.w.t. and larger, powered mooring winches 
with 200 fathoms of wire rope. 

(d) 4 suitable rope stoppers to be available aft. 

(e) 2 good chain stoppers for use on 5.5 in. circumference wires 
(preferably carpenter's patent stoppers). 

(f) 2 good 4.5 in. circumference boat ropes 200 ft. long placed one 
on each side of the vessel. 

(g) 2 good ropes, 15 fathoms x 3.5 in. circumference and 2 heaving 
lines for lowering hoses. 

3. Lighting. Manifold and poop mooring areas should be adequately 
lit to enable night mooring and loading operations to be carried out with 
safety. Sea area around the ship to be illuminated. 

4. Deck Watch. A deck watch must be maintained at all times the 
vessel is in berth. In addition to its normal duties, the watch must inspect 
the hose connections and area around the ship against oil spillage, 
pollution, and prevent unauthorised persons from boarding your vessel. 

5. Boarding of vessel. The control of persons boarding your vessel 
is the ship's responsibility. Boarding should be restricted to Company 
employees on duty and to persons authorised by the Port Authorities 
as advised by your Agents. 

6. Stores/Provisions or other items should not be received or 
discharged whilst loading is in progress. Launches other than the 
Company’s mooring launch, should not lie alongside the vessel. 

7. Tanker Safety. Masters are at all times responsible for the 
application of all safety precautions as prescribed in the International 
Oil Tanker and Terminal Safety Guide. 

8. IOTTSG Safety Check List. The Tanker Safety check list must be 
completed after inspection of each item prior to commencement of and 
during loading. The Mooring Master is authorised to stop all loading 
operations should he consider that the safety of lives and property is 
endangered by the infringement of safety rules. 

9. Action in case of Emergency. \n the event of a fire, oil spillage or 
other emergency on the vessel, 

The Emergency Signal is:— 

3 or more blasts of not less than 10 seconds duration each on whistle 

or siren supplemented by a continuous ringing of the general alarm bells. 


SHIPMASTER’S REPORT: February, 1983. 
Documents: 

1 Copy Cargo Manifest. 

3 Copies Crew Lists. 

1 Copy Personal Effects Declaration. 

1 Copy Bonded Stores List. 

Approaches: Admiralty Chart No. 2903 — Tripoli Roadstead. 

Ramkin Isle Light visible on approaches to the port but cannot be 
relied upon for full power. 

Fairway Light Buoy (flashing green every 4 seconds): 

Position: Lat. 34° 30’ 00” N. 
Long. 35° 52’ 28” E. 
N.B. — The Fairway Buoy has been removed. 

All buoys should be treated with caution as some removed and all 
unlit. Breakwater and mooring buoys give good radar targets. 
Pilotage: Pilotage is compulsory. In an emergency, vessel could dock/ 
undock without Pilot. Area on chart marked ‘Pilots’ should be avoided 
due to a wreck with only 21 ft. clearance. Most suitable position for 
boarding is 1 mile East of this area. 

It is requested that tankers of 40,000 d.w.t. and over should have 
rigged, when in light condition, an accommodation ladder lowered to 
about 12 ft. above the water. A pilot ladder should be rigged immediately 
abaft the accommodation ladder, to within 2 ft. above the water (U.K. 
Merchant Shipping — Pilot ladders — Rules 1965 is relevant). 

Pilot ladder used for boarding. Accommodation ladder unsuitable due 
to swell. 

Anchorage: Area for boarding Pilot is also suitable for anchoring, if 
awaiting berth due to adverse weather, and for approaches to the sealine 
berths. Good holding with 7 shackles of cable. 

Restrictions: No night navigation. 

Max. Size: Draft restricted to 62 ft. No restrictions on length or beam. 
Health: Pratique granted on arrival. 

Radio: Initial ETA sent to Beirut via Portishead Radio. 

(a) Advice of ETA, is required 48 hours prior to vessel's ETA stating 
quantity of cargo required, max. loading rate, SWL of derrick for 
lifting hoses, and confirming that the ballast for discharge in port 
waters is clean. 

(b) Lines of Communication: 

i. Tripoli Terminal Radio Station. Call sign ODC8. 
ii. By cable to ‘“Petriraq Tripoli - Lebanon”. 
iii, International VHF 156.8 MHz — range approx. 15 miles. Call sign 
“Petriraq Tripoli”. 
Tripoli Oil Installations — Lebanon. 

Station: Tripoli Oil Installations — Lebanon, Tripoli Lebanon, private 
station for communication with tankers bound Tripoli, Lebanon. 

Call sign: ODC8. Address: Toil, Tripoli Lebanon. 

Periods open for traffic: ODC8 keeps a continuous 24 hours watch on 
500 kHz for calls and answers only. 
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Medium Frequency Schedules: ODC8 transmits traffic list on 442 kHz 
and listens in the band 425-512 kHz. 

0750 — 0800 hrs. GMT. 1530 — 1600 hrs. GMT. 
1130 — 1200 hrs. GMT. 2200 — 2230 hrs. GMT. 
High Frequency Schedules: ODC8 transmits traffic list on 8514 and 

12831 kHz simultaneously and listens in the band 8554 — 8374 kHz: 
0800 — 0830 hrs. GMT. 1600 — 1630 hrs. GMT. 
1200 — 1230 hrs. GMT. 2230 — 2300 hrs. GMT. 

Note: In addition to above, Tripoli Terminal keeps a continuous watch 

on the international calling frequency of 156.8 MHz. This has a range 
of approximately 15 miles and its call sign is “Toil, Tripoli Lebanon”. 

It is essential that tankers bound Tripoli Lebanon, communicate with 

station ODC8 at least 48 hours before arrival, and thereafter maintain 
contact (It may, at any time, be necessary to change orders regarding 
port of loading). 

Radio station reported to be operating at reduced power but no contact 
made at all to date. Reasons given: No operators, no technicians, no 
maintenance, to name but a few. Contact made by VHF to ‘Tripoli Oil 
Terminal’, range varies from 15 miles down to 3 miles. 


VHF: See “Radio”. Pilots Channel 16, Port Channel 16, Agents’ 
Channels 16 and 14. 

Tugs: Not available. Vessels can dock/undock without tugs under 
favourable weather conditions. 


Conditions of Use: 

Notice: The facilities and assistance provided by TOIL to ships visiting 
the port for any purpose whatsoever are subject to the following 
conditions whether or not any charge is made therefor: 

1. Assistance, Advice or Instructions. 

Neither the TOIL (which expression shall hereafter include any 
other owner of property used in conjunction with the property of 
TOIL) nor its servants or agents (in whatever capacity may be 
acting) shall be responsible for any loss, damage, injury or delay 
from whatsoever cause arising out of any assistance, advice or 
instruction whatsoever given or tendered in respect of any vessel. 
In all circumstances the Master of the vessel shall remain solely 
responsible on behalf of his Owners for the safety and proper 
navigation of his vessel, and the vessel and her Owners shall 
indemnify TOIL or its agent against all loss or damage sustained 
by TOIL or its servants or its agents, or for which TOIL shall be 
legally liable by reason of negligent navigation of the vessel. 

2 oe of Sea Berths, Sea Loading Lines, Harbours, Jetties and 

ear. 

(a) While TOIL has taken all reasonable care to ensure that the 
berths, facilities and other premises of TOIL and the gear 
and equipment used in connection therewith are safe, TOIL 
does not represent or warrant that the sea berths, sea 
loading or bunkering lines, harbours and jetties of TOIL or 
the gear and equipment (including gangways where 
provided) used in connection therewith are safe or suitable 
for any vessel, and any vessel using them or any of them 
shall be and remain at the sole risk of the Owners or Master 
thereof and in particular (but without prejudice to the 
generality of the foregoing) the safety or suitability of the 
gangway is the sole responsibility of the Master. 

TOIL does not warrant the seaworthiness of any craft hired 
or used by any vessel nor its fitness for any particular 
purpose. 

TOIL will not be responsible for the acts or defaults of any 
of its servants or agents or of any Port Authority or its 
servants or agents nor for any loss, damage, injury or delay 
from whatsoever cause arising that may occur to the vessel 
or her cargo or equipment or to the Master or any member 
of her crew whether on board or otherwise, or in the course 
of mooring or unmooring or raising or lowering of the loading 
or bunkering lines or loading or discharging or otherwise 
howsoever, or to any third party, and the vessel and her 
Owners shall hold TOIL or its servants or agents harmless 
and indemnified against all claims, damages, costs and 
expenses arising therefrom. 
TOIL will not be responsible for any loss, damage, injury or 
delay directly or indirectly caused by or arising from strikes, 
lock-outs or labour disputes or disturbances whether TOIL 
or its servants or agents are parties thereto or not. 
If during or by reason of the use of the vessel of the sea 
line terminals, harbours or jetties or other premises of TOIL 
or its agents or the gear or equipment used in connection 
therewith or any craft of TOIL, any of them shall be damaged 
or become dangerous or unusable and irrespective of 
whether or not such damage has been caused or contributed 
to by the negligence of TOIL or its servanis or agents or of 
any Port Authority or its servants or agents, the vessel and 
her Owners shall hold TOIL or its servants or agents 
harmless and indemnified against all loss arising therefrom. 
3. These conditions shall be construed according to the law of 
Lebanon and if so required by TOIL the vessel and her Owners 
shall submit to the jurisdiction of the Lebanese Courts. 


(b) 


(c) 


(d) 


Notice of Readiness: Notice of Readiness accepted by Mooring Master 
at his time of boarding. 
Ballast: Our vessel required a minimum of 6,000 tons of ballast on sailing 
light. 

No facilities for dirty ballast or slops. 
Loading: Mooring Master remains aboard at all times. Mooring boat and 
crew also stand-by throughout. Meals to be provided for the extra 
personnel. 

Loading/Discharge Operations: Ship's pumping pressure not to 
exceed 120 p.s.i. 
Discharging: Reducers supplied by terminal. No problems for 10 in. 
manifold. 
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Programme of operations: 
During Mooring Operations: 


A 
2. 


3. 


Ullage, Water Dip and Sample Ship’s Tanks. 


Labelled Samples ex ship and any forwarded 
from loading port to Refinery for checking 
prior to commencement of discharge. 
Authority to discharge cargo after testing of 
ship's samples. 


General Sequence of Operations: 


43 


4. 


Ship to pump sea water to clear into shore 
tanks the amount of gas oil contained in the 
sea and shore lines 


. When advised follow up with ship's cargo, 


warning of any stoppages in the ship's 
pumps is essential. 


. On completion of discharge, ship to pump 


sea water, as required, to clear sea/shore 
lines. 

Sea/Shore Pipe-line systems to be left with 
sea water. 


Prior to commencement of Discharge: 


vi) 
et 
3. 


Pressure gauge to be fitted at hose on ship's 
manifold connection. 

Discharge pressure at ship's manifold not to 
exceed 120 p.s.i. (9 kgs.). 

Refinery to gauge tanks and prepare lines 
for the reception of gasoline (estimated at 
180 long tons) and to confirm to Terminal 
Shift Supervisor when ready to receive the 
stream (time to be logged). 


. Terminal Supervisor to ensure shift 


attendants are on duty to operate and 
supervise the booster pump at the transfer 
manifold. 


. A Fireman will be required to be in 


attendance at the Booster Pump Manifold 
throughout discharge operations. 


Commencement of Discharge: 


1. 


Vessel to commence pumping sea water, 
gradually increasing pressure to maximum 
when all the system to the shore tank is 
checked and shore tank is receiving stream. 


. The booster Pump will pick up the stream at 


the Transfer Manifold, Pump attendants must 
be instructed to maintain a minimum positive 
suction pressure of 5 p.s.i. and operate 
within permissible amperage readings. 

It is VERY IMPORTANT that ship/shore 
operations be co-ordinated to ensure that the 
Booster Pump is never on stream when the 
ship's pumps are stopped, as this would 
cause DANGEROUS overheating conditions, 
especially dangerous in low flash point 
refined products. 


. Pressure readings at ship's manifold and at 


Foreshore Manifold to be recorded hourly by 
Foreman. 


During Ship's Pumping/Discharge: 


ab 


Refinery to sample at manifold of Tank 39 or 
any other points and advise when the line 
content of gas oil has been displaced and 
pumping of sea water by the ship should 
stop. 


. Refinery to advise when vessel may 


commence pumping its cargo. 


. Refinery to sample stream at Manifold of 


Tank 39 etc., where sea water would be 
drained out and switch stream into 
appropriate storage tanks when the required 
product appears in the sampling. 


. IMPORTANT: Comply with Safety Code 


precautions when gauging receiving tank, 
especially when the oil level is below roof 
supports, to avoid the discharge of static 
electricity by the introduction of any 
“Conductors”, such as a metal gauge tape 
and weight, into the space between the roof 
and level of the oil being received. 


Completion of Cargo: 


a) 


b) 


c 


d) 


e) 


Mooring Master to advise when cargo 
discharge is completed and ship's tanks are 


ry. 
When advised, vessel to resume operations 
by pumping sea water to displace the line 
content of Blend Stock. 

Refinery to advise when pumping of sea 
water may be stopped. 


Refinery to gauge tanks and prepare 
certificate of quantity for cargo received in 
accordance with general procedure. 

Shore line to be re-set to “CLOSED” and to 
be left with sea water up to Tank 39. 


Also see “Loading”. 


r 
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Action 
Terminal for 
Refinery 
Terminal for 
Refinery 


Refinery 

All concerney 
All concerned 
All concerney 
All concerned 


Marine 
Supervisor 
Mooring Mas: 


Refinery 


M.M.S. and 
Terminal 
Supervisor 


Refinery 


Mooring Masi 
on board, also 
Ref. and 
Terminal Shit 
Supervisor 
M.M.S. and 
Terminal 
Supervisor 


Mooring Mast 
(Terminal Sh* 
Supervisor for 
immediate 
instructions to 
Pump 
Attendant), 
Mooring Masi 
and Terminal 
Foreman 


Refinery to 
Terminal Shit 
Supervisor 


Refinery to 
Terminal Shit 
Supervisor 
Refinery 


Refinery 


Mooring Mas® 


Mooring Mas® 
Terminal Sn* 
Supervisor 
Refinery to 
Terminal St” 
Supervisor 
Refinery 
Terminal 


Refinery to P 
Terminal SY 
Supervisor 
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- 1025. 
we Water: Available by barge. Arranged through ship’s Agent. 
sgt fuel oil is available in Berths 2 and 3 through a 12 in. hose lifted 

side. Rates may vary between 100 and 350 t.p.h. 
| and lubrication oils not available. 
Nearest British Consul at Beirut. 

soairs/Dry Dock: Not available. 
gwveyors: Lloyd's. 
snqway/Deck Watchmen: Due to attempted theft of paint stores by 
medmen, security guards recommended at the anchorage and on the 


on Leave: Not permitted. 

ssoms Allowances: Bond checked by Customs but not sealed. 
wor: Nearest at Beirut. 
syices: Available: Laundry service, telex (unreliable), doctor, hospital, 
ysions, recovery of anchors, etc. 

“yt available: No facilities for discharge of slops or dirty ballast. 
@TICE: Responsibility for the safe conduct of operations on board 
asship while at our terminal rests with you as Master. Nevertheless 
xe our personnel, property and other may suffer serious damage in 
seevent of accident aboard your ship, we wish before operations start, 
seek your full operations and understanding on the safety 
surements set out on the Ship/Shore Safety Check List. 

the Safety requirements have been drawn up by ourselves in 
ypunction with other Terminal Operators in Middle East and 
«sentative section of the International Tanker Industry. 

They are based upon the provision of the codes of safe Practice 
wrently accepted by the Oil and Tanker Industries. We therefore expect 
and all under your command to adhere strictly to them, throughout 
wurstay in this Terminal. We, for our part, will ensure that our personnel 
»\kewise and co-operate fully with you in the mutual interest of safe 
yd efficient operation. 

norder to assure ourselves of your compliance with these Safety 
surements we have instructed our Mooring Master to report to you 
yyour deputy and join one of your officers in a routine inspection of 
‘go Decks and accommodation spaces. 

fyou observe any infringement of these requirements by Terminal or 
»yother personnel on board your ships, please bring this immediately 
ene notice of our representative. Should you consider any immediate 
teat to the safety of your ships arises out of any action on our part or 
qupment under our control, you are fully entitled to demand an 
emediate cessation of operations. 

Our Mooring Master is the Company Representative on board. WE 
SERVE THE RIGHT IN THE EVENT OF CONTINUED OR BLATANT 
)SREGARD OF THESE SAFETY REQUIREMENTS IN YOUR SHIP, 
STOP ALL OPERATIONS AND ORDER YOUR SHIP OFF THE 
RTH FOR APPROPRIATE ACTION TO BE TAKEN BY THE 
HARTERERS AND THE OWNERS CONCERNED. 

‘y TRIPOLI OIL INSTALLATIONS — LEBANON 


WTHORITY: Operator: Tripoli Oil Installations Lebanon, P.O.Box 150, 
‘poli (via Beirut), Lebanon. Te/: 601995, 620501/2/3/4. Telex: 46313, 
69. Cables: Petriraq Tripoli. Contact: Captain George Abed, 
‘wminal Manager. 


‘GENT: See ‘Beirut’. 


NOTES 
Please also advise Shipping Guides Ltd. 


LEBANON 
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Liberia 
GENERAL 


COURTESY FLAG: Masters of vessels should check with the Pilot the 
correct times for raising and lowering (0600 — 1800 hrs.) the courtesy 
flag as heavy fines are imposed if raising and lowering is carried out at 
the wrong time. It is also advisable to carry a spare courtesy flag aboard 
the vessel. 


BUCHANAN: 05.52 N. 10.02 W. (See Plan) 


PORT LIMITS: A vessel shall be considered to have arrived at Port of 
Buchanan when she enters a circle with a 3 nautical mile radius from 
the beacon on the main breakwater head (FI.G.3 sec.). The above does 
not affect present stipulations of ore ships’ Notice of Readiness, which 
remain unchanged nor does it limit Port Authorities exclusive right to 
decide in which order ships shall be worked. 

Notice of Readiness: Notice of Readiness will not be accepted from 
vessels anchored more than 3 miles off the head of the main breakwater. 
DOCUMENTS: 

1 copy Clearance from last Port of Call. 

1 copy Health Declaration. 

6 copies Number of Passengers. 

4 copies Ports of Call 

6 copies Cargo Manifest (even in ballast). 

7 copies Crew List. 

3 copies Stores List (ship). 

3 copies Personal Effects List. 

1 copy Vaccination List. 

Customs, health and passport inspection normally takes place at the 
berth. 

It is recommended that the Master of the ship himself attends at the 
boarding party to clear the ship upon arrival and that the above 
documents are prepared upon the ship's arrival. 

PILOTAGE: Lamco provides pilotage. Pilot boarding approximately 
1.5 miles off the main breakwater, bearing 095°/110°. Pilot to be provided 
with a clean and safe ladder on the lee side. Buchanan Pilot on VHF 
Channel 16. 

ANCHORAGE: If waiting for Pilot, anchor off main breakwater on 
bearing 090° — 110°, 1.5 miles — 2.5 miles off main breakwater (South). 
Exit Channel: Anchoring is prohibited within a sector with a bearing of 
060° — 080° to the head of the main breakwater, as this is the exit sector. 
RESTRICTIONS: Harbour traffic hours — towage and pilotage (ore 
ships), 0000 — 2400 hrs. General cargo ships (tankers), 0700 — 2300 hrs. 
MAX. SIZE: See “Bulk Handling Facilities’, “Berthing” and “Tankers”. 
Arrival Draft: Maximum arrival draft for ore carriers must not exceed 
8.85 m. and air draft should not exceed 15.0 m. Maximum arrival draft 
for cargo vessels must not exceed 9.15 m. 

HEALTH: Customs, health and passport inspection normally takes place 
at the berths. Quarantine signal must not be hauled down before “Free 
Pratique” is received. If diseases are suspected on board contact the 
Port Authorities or Agents by radio for instructions. After call at other 
Liberian ports where Free Pratique has been granted, Port Health will 
also board here. 

RADIO: Buchanan Harbour will call on 6520 kHz, 4 days before ETA, 
between 0800 hrs. and 0830 hrs. GMT, or when within 200 miles call 
Buchanan Harbour on 2182 kHz at 0800 hrs. GMT. Communications 
with ore ships per HF, call 2182 kHz. Traffic, 2638 kHz, 2738 kHz. VHF, 
call Channel 16. Traffic, Channels 6, 9, 12 and 14. 

Contact immediately before arrival: 

Watch schedule of Buchanan Harbour: 

From about 2 hours before expected arrival of an ore ship, the LAMCO 
Clearing Office is keeping continuous radio watch on VHF Channel 16 
and call frequency 2182 kHz, for possible subsequent switching over to 
VHF Channels 6, 9, 12 or 14 and 2738 kHz or 2638 kHz. 

The call sign is “Buchanan Harbour", ELM 1. 

All ore ships heading for Buchanan are requested to establish radio 
contact with “Buchanan Harbour”, ELM 1, using the above frequencies 
approximately one hour before estimated time of arrival. 

Contact 24 Hours Before Arrival: 

Whenever an expected ore ship is to arrive in the Port of Buchanan 
within about 24 hours, the LAMCO Clearing Office will for the purpose 
of securing timely and accurate information on the ETA of the ship, 
maintain the following radio watch schedule. 

Morning watch 0800 — 0900 GMT 

Afternoon watch 1500 — 1600 GMT 
Frequencies: 

The radio watch is kept on call frequency 2,182 kHz for subsequent 
switching over to 2638 kHz, or 2738 kHz, or 6520 kHz (0830 — 0900 
and 1530 —1600 GMT). 

The radio set used on shore has a reach of approximately 600 miles. 
In accordance with the above, ore ships heading for Buchanan and 
having radio sets operating on frequencies listed are requested to 
establish radio contact with “Buchanan Harbour’ and give ETA message 
as soon as possible after they have come within 600 miles distance 
from the port. 

Contact at a distance of approximately 1,400 miles and on sailing from 
last port: 

Sailing from last port: On sailing from last port for Buchanan, the owner 
or the Master shall telegraph to “GIMSALES”, Stockholm (Telex No. 
17549) and to “LAMCO", Buchanan (Telex No. 44260) stating expected 
date of arrival and furthermore indicate to the latter the vessel's preferred 
radio working frequency in the 4000 kHz — 8000 kHz range. 
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Radio watches: Starting 4 days before the vessel's ETA at Bucharg 
“Buchanan Harbour’, ELM 1, will call the vessel on 6520.0 kHz dete 
0830 — 0900 GMT and 1530 — 1600 GMT. 

Every day, except on holidays and Sundays, Buchanan Harty, 
keeps watch on 2182.0 kHz between 0800 — 0830 GMT and 154), 
1530 GMT and on 6520.0 kHz between 0800 — 0830 GMT and 
1530 — 1600 GMT. These watches will also be kept on holidays ix 
Sundays in case a vessel is expected on those days or the followin 
workday. 

Notice in advance: The Master shall give telex or cable notice 72 
and 36 hours prior to the vessel’s expected arrival at Buchanan) 
LAMCO, Buchanan, if no radio contact has been established previo, 


TUGS: Lamco provides towage with two tugboats 1,640 h.p. and o 
tugboat 3,300 h.p. Tugs join vessel about 0.5 mile North of red bug, 


BERTHING: Ore Quay: Length 257 m., depth alongside 14.0 m. 
Commercial Quay: Length 320 m., depth alongside 10.0 m. 
Tug Quay: Length 126 m., depth alongside 10.0 m. 
Storage: A commercial warehouse with a_ storage Capacity » 
2,300 sq.m. built on the harbour along with the Customs warehouse: 
1,000 sq.m. 
Iron ore storage capacity: 1.7 million tons on shipping stockpik: 
0.4 million tons on feed stockpiles. 


CRANES: 1 150 ton derrick crane and 1x20 ton portal crane ats 
Commercial Quay. 


BULK HANDLING FACILITIES: 
Instructions for the handling of ore ships with a draft of 39 ft. or mo: 
The departure shall be arranged in such a way that the follow» 
conditions are fulfilled: > 1 
1. Minimum clearance ‘‘C”’ under the ship's keel shall be 3 ft. exce 
for ships having a beam “'B” exceeding 125 ft., for which minime 
clearance required shall be calculated by the following formula: 


B 
C= “357 x 3 ft. 


2. Maximum advisable draft “‘D’’ Max in the basin shall at any timed 
based on the actual height of the sea level ''H" at that time (measue 
from the project O-level) and on the required minimum clearaw 
“C” under the keel shall under normal conditions be estimated: 
follows (for — 12.95 area): 

D max = 42.5 + H—C (all measurements in feet). 

3. Departure on falling tide is permitted only when it can be shown 
the minimum clearance “C” as per above will be maintained dum 
a period of at least 2 hours from the time the tugs start pulling. (Tm 
means as a consequence that for a ship that commences depart, 
less than one hour before high water the draft shall be based 
estimated level of the falling water 2 hours after commencement 

Note that the level one hour after high water has sunk about?) 
and the level 2 hours after high water 25% of the total tidal rang 

Deep Water Basin at Buchanan Ore Loading Quay: With the complete 

of the deep water basin at the Ore Loading Quay, the water def 

alongside the quay is increased from 12.95 m. to 14.00 m. below® 
zero ievel of the General Elevation System. 

The required keel clearance is 3 ft. for ships up to 125 ft. beam. 
max. permissible draft alongside the quay is thus: 


ab gre Bea Bur aah tbitde 


125 
Tidal range: 
MHWS = +1.18 m. above zero level of the General Elevation Syste" 
MLW = +0.05 m. above zero level of the General Elevation Syste 
MLWS = — 0.15 m. below zero level of the General Elevation Syste" 

Because of the necessity to save a rock shelf to support the sheetpllt 
of the cells when blasting and dredging the deep water basin, 
fenders have been installed at the quay in order to keep the bilges’ 
the vessels well clear of those rocks. The new fenders have a diame? 
of 1.20 m. A ship loaded to maximum permissible draft can have 4® 
of 5° without touching the rock slope but since she would touch ™ 
bottom with a list of about 3° such lists will not be tolerated. 

Height of Shiploader: 17.0m. above the water level at MHI 
A 1.0 m. safety margin is normally sufficient. 

Maximum shiploader outreach (including throw) from the new fen 
line is 24.0 m. whereby a max. 48 m. wide vessel can be loaded. Loa" 
rate 6,000 t.p.h. (3,000 t.p.h. July 1987). 

It must be clearly understood that the sailing drafts are unchang® 
The width of the deep water basin is only 60 m. It gives however.” 
great advantage of being able to continue loading without stopping? 
low water, whereby loading can often be completed 12 hours ea* 
than without the deep basin. 

An even greater advantage is probably the increased safety, s™™ 
a large ship develop engine trouble after she has exceeded the fo 
maximum permissible low water draft, in which case operators havé* 
alternative but to pull vessel out at HW as “dead ship” which could 
easily result in a major accident with enormous 
consequences. Now operators can let vessel remain alongside over™ 
next low tide without any risk. 

Vacation of Berth: Vessels should vacate their berths immediately ® 
completion of loading or discharging. 

Ore carriers are allowed a maximum stay of 30 minutes, wheres® 
U.S.$1,000 per hour or any part thereof will be levied at the Ha™ 
Master's discretion. (This may be exempt if vessel on max. draft awe" 
high water sailing.) 


DORES: As early as possible advance notice of ETA required 
py 1500 hrs. on day preceding arrival if a weekday. Or Saturday 
noon if arrival on Sunday. 

working hours: Ore handling: 24 hours a day. 
| cargo handling: 


Shift: 
yonday through 
Friday 0700 — 1500 
Saturday 0700 — 1200 
n Shift: 
yonday through 
Friday 1500 — 2300 
Saturday 1200 — 2300 
ot Shift: 
‘Monday through 
Saturday 2300 — 0700 
days: 0700 — 0700 of next work day. 
wainer vessels/Ro-Ro vessels (Afternoon Shift): 
Yonday through 
Friday 1500 — 2300 
Saturday 1200 -- 2300 


wainer vessels/Ro-Ro vessels (Night Shift): 
Monday through 


Saturday 2300 — 0700 
siainer vessels/Ro-Ro vessels (Sundays and Holidays): 
sundays & 

Holidays 0700 — 0700 


SNICAL: Hospital and medical care is provided; advance notice 
«id be given in serious cases. Yellow fever and cholera vaccinations 
compulsory to enter the Republic. Vaccination book is required. 
WKERS: One tanker berth with 18 in. pipeline for discharging only. 
se connections are 6 in. and 10 in. 
Wax. size: 8.2 m. draft if length 170 m. or less and 7.0 m. if length 
e170 m. 
i depot capacity: 

22,000 cu.m. diesel oil. 

1,000 cu.m. gasoline. 

15,000 cu.m. heavy oil. 
janous storage tanks: 

1,500 cu.m. diesel oil. 

450 cu.m. heavy fuel. 

ENSITY: Varying but around 1020/25. 
2%€SH WATER: Fresh water is available, ex-quay only, rate is 20 t.p.h. 
ect to availability. 
VEL: No bunker facilities available. 
INGWAY/DECK WATCHMEN: Agent strongly recommends 
“ployment of night watchmen as thieving is commonplace. 
ENING/CLOSING HATCHES: Performed by stevedores. 
~NSULS: Swedish Vice-Consul only; however, most countries are 
sesented either by Embassy or Consul at Monrovia. 
fPAIRS: No commercial facilities available. In cases of emergency 
co might assist with minor repairs. 
WSTOMS ALLOWANCES: Direct sales from ships are strictly 
midden. 
EPATRIATION: Can be arranged. 
RPORT: Roberts International Airport about 1 hour ride by car; several 
mmections to the rest of the world. 
WE: GMT; no alterations during the year. 
NLIDAYS: January 1st; February 11th; Second Wednesday in March; 
ich 15th; April 12th; May 14th; July 26th; August 24th; First Thursday 
‘November; November 29th; December 1st; December 25th. Special 
tdays as proclaimed from time to time by the Liberian Government. 
work will be performed on January 1st, July 26th and December 
Sth. 
~LICE/FIRE/AMBULANCE: No phone available; however the Lamco 
‘ant Protection Force should be contacted; one Officer is normally 
asgned to each quay/gate. 
HORE LEAVE: Apart from South African citizens, who are not allowed 
Sore, no restrictions. 
XENTIFICATION CARDS: Not required. 
"LAYS: Generally, no major delays have occurred. For ore carriers 
M tankers the tide may occasionally involve 24/36 hours waiting time 
an” on the size of ships expected to load: general cargo ships; 
“delay. 
#NERAL: Customs: Two Customs Officers stay on board the ship 
‘tng ship's entire stay and they should be given meals in the Officers’ 
‘ss and if necessary night quarters. 
~p It is recommended to keep all cabins locked during the stay in 


*wisions: There are some chandlers in Buchanan for fresh fruits, fish, 
* No duty free or wholesale facilities provided. 

Se Range of tide 0.90 m. — 1.50 m. (3 ft. — 5 ft.) 

WTHORITY: Port Operators: Lamco J. V. Operating Company, 
“Roberts International Airport, Robertsfield, Liberia. Te/: Monrovia 
%238 (local), Monrovia 221190 (overseas), Buchanan 1545, 1546. 
Sex: 44260, 44293 Lamco. Cables: LAMCO Buchanan (Liberia) KTB. 
“ntact: Harbour Master. 

‘GENT: All ore carriers must employ LUVOC as their Agent. 

Her vessels: 

“anship (Liberia) Inc., P.O. Box 19, Lower Buchanan. Tel: 32.32.36, 
211.73. Telex: 44544, also via Monrovia 44281/44344. 


LIBERIA 


GREENVILLE: 04.59 N. 09.03 W. 


PORT LIMITS: Sea Buoy: 04° 58.27' N., 09° 04.27’ W. 
DOCUMENTS: 

6 Crew Lists. 

6 Passenger Lists. 

4 Customs and Crew Declaration. 

2 Vaccination Lists and valid Cholera/Yellow Fever Certificates. 

2 Copies Manifests. 

2 Copies, Bills of Lading. 

Load Line and Safety Construction Certificates. 

Licences of Officers (for Coast Guard). 

Cargo Gear Certificate. 
PILOTAGE: Compulsory. Pilot embarks in position of Sea Buoy or at 
the authorised anchorage. Boarding is done from a launch painted black 
and white with the word “Pilot” inscribed. Contact can be established 
on a normal working day between 0730 — 1700 hrs., on Saturdays 0730 
— 1200 hrs., holidays and Sundays — Office not open, but should a vessel 
be expected the Pilot can be contacted during the expected time of 
arrival on VHF Channel 16 or 12. 
ANCHORAGES: Indicated on the Chart by a dotted line commencing 
in position Lat: 4° 58.8’ N., Long: 9° 03.4’ W. running in a direction 309° 
for 11 cables thence 092° for 10 cables then 188° for 7 cables with a 
minimum depth of 6.5 fathoms. Care should be exercised as there exists 
a 4 fathom patch at the edge of the anchorage area. Vessels proceeding 
to the anchorage area should proceed with the Sea Buoy and the North 
Point Lighthouse, bearing 059° to within a distance of one mile from the 
breakwater, thereafter altering course for the anchorage. 
RESTRICTIONS: Pilotage is carried out between O0500hrs. and 
2300 hrs. daily. Under extenuating circumstances pilotage can be done 
after 2300 hrs., if previous arrangements are made. 
MAX. SIZE: Length 156 m., beam no restriction, draft 7.31 m. 
HEALTH: Pratique granted by Port Health Officer on arrival at berth, 
no Radio Pratique granted. 
RADIO: None, ETA's should be routed to Agents via telex or cables. 
VHF: Contact can be established with the Marine Office or the various 
Agencies during normal working hours Monday — Friday 0730 — 
1700 hrs., and on Saturdays 0730 — 1200 hrs. on Channel 16 VHF. 
RADAR: No Port Control radar. 
TUGS: One twin screw tug of 1,450 b.h.p. available for assisting vessels. 
This tug is equipped with modern fire fighting appliances, and can also 
execute coastal towage of vessels if required. Ship's lines are preferable 
for towing, but if not available then tug’s line can be used. 

Two 192 h.p. launches are available for assisting coasters, and the 
towing of logs when rafting is being done. 


BERTHING: One jetty 585 ft. in length with a depth of 8.1 m. Smaller 
jetty for vessels not exceeding 180 ft. in length with a depth of 4.9 m. 
alongside. In addition vessels loading floating logs can be berthed safely 
in the middle of the basin parallel to the main jetty with a depth of 8.1 m. 
Under favourable weather conditions (November — April) a third vessel 
can be accommodated at right angles to the jetty in a similar depth to 
the inner basin. All loading and discharging must be done by ship’s gear. 
CRANES: None presently available, but plans are underway to purchase 
a 70 ton mobile crane. 

BULK CARGO FACILITIES: Cargo handled-forestry products only i.e. 
cae boules, sawn timber and plywood. 

SPECIALISED CARGO HANDLING FACILITIES: None. 

BRIDGES: None. 

STEVEDORES: Arrangements can only be made on vessel's arrival as 
this depends on the availability of the logs and sawn timber to be loaded. 
The required loading rate for vessels alongside the jetty is 800 cu.m. 
per 24 hours and vessels in the basin 500 cu.m. per 24 hours. 
MEDICAL: One Government owned hospital with 50 beds, and one 
private clinic, both with limited facilities available. 


TANKERS: Facilities for small coastal tankers only, but larger tankers 
loading palm oil can use the large jetty with portable hoses/pipes 
connected from the permanent installation. 

DENSITY: November-April 1025; May-October 1010. 

FRESH WATER: Available at berth or by tug. 

FUEL: Small amounts of diesel can be delivered by truck. 

FIRE PRECAUTIONS: Usual precautions. 

CONSULS: Nearest at Monrovia. 

REPAIRS: No facilities. 

DRY DOCKS: None. 

SURVEYORS: All classification societies are represented at Monrovia. 
Surveyors will travel to Greenville if arrangements are made by Agents. 
GANGWAY/DECK WATCHMEN: Available but not compulsory. 
HATCHES: Opening/closing carried out by crew but alternative 
arrangements can be made for shore labour. 

CUSTOMS ALLOWANCES: 200 cigarettes/1 bottle spirits per crew 
member, but depending on duration of stay. 

CARGO GEAR: Ship's gear only. 

REPATRIATION: Carried out via Monrovia. 

AIRPORT: Small domestic airport 5 miles from the port with two flights 
daily to Monrovia, approximately 45 minutes flying time. 

TIME: GMT is observed throughout the year. 

HOLIDAYS: There are 13 National Holidays, January 1st, New Year's 
Day; February 11th, Armed Forces Day; 2nd Wednesday in March, 
Decoration Day; March 15th, J. J. Roberts’ Birthday; Good Friday; 2nd 
Friday in April, Fast and Prayer Day; April 12th, National Redemption 
Day; July 26th, National Independence Day; August 24th, National Flag 
Day; 1st Thursday in November, Thanksgiving Day; November 29th, 
Tubman’s Birthday and December 25th, Christmas Day. 

No work is permitted whatsoever on January 1st, New Year's Day; 
April 12th, Redemption Day: July 26th, Independence Day and 
December 25th, Christmas Day. 

POLICE/AMBULANCE/FIRE: Within reach. Not available by telephone. 
TELEPHONES: Not available. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engley 


SERVICES: No facilities exist for tank cleaning or compass adjusting. 
SHORE LEAVE: No restrictions. 
IDENTIFICATION CARDS: Not required. 
REGULATIONS: No unusual regulations. 
DELAYS: Can be expected during the rainy season (April-November) 
when adverse weather conditions (heavy swell) exist causing vessels 
to part their moorings. This usually lasts not more than 2 days in any 
given period. At such times, vessels are moved to the inner basin or to 
the roadstead until the conditions improve. 
GENERAL: The port designed for the handling of logs and related wood 
products has just completed a re-habilitation project which included the 
dredging of the basin and approaches, new rafting and lighting facilities, 
also the placing of both fresh and salt water mains to the quay. Feasibility 
studies are now underway with a view to increasing the length of the 
Main Quay by 33 m. Despite the fact that the present facilities are for 
vessels of 156 m., vessels of 160 m. were safely berthed in the past 
year. 
Navigational aids installed in 1987 as follows: 
Sea Buoy R. & W. HOR. bands, Posn., 04° 58.27’ N., 09° 04.27’ W. 
Fl. W. ev. 10 secs. 
Buoy marking mutine patch R. & W. HOR. bands, FI. W. ev. 6 secs. 
Red Buoy bearing 337° x 2 cables from the breakwater marking the 
Northern extremity of the Harbour, Fl. R. 3 ev. 8.5 secs. 
North Pt. Lt. Ho. Sectored FI. R. & W. 2 ev. 11 secs. 
130° — 310° Obscured 
310° — 040° Red 
040° — 080° White 
080° — 130° Red 
Light at the Northern extremity of Jetty, Fl. G. ev. 3 secs. 
AUTHORITY: National Port Authority, Port of Greenville, P.O.Box 165, 
Greenville, Sinoe County, Liberia. Tel: 9538/9. Cables: “Sinoe Port”. 
Contact: Captain S. L. Wynter, Chief Pilot. 


AGENT: See “Monrovia”. 


MONROVIA: 06.20 N. 10.50 W. 


DOCUMENTS: 

4 Crew Lists. 

4 Passenger Lists or Statements “Nil” if none aboard. 

2 Manifests for Customs. This should state ballast if no cargo aboard. 

4 List of Ports of call from commencement of voyage with date of 

calls. 

1 International Health Declaration. 

1 List of dates of yellow fever and cholera vaccination. 

4 Stores Lists. 

2 Crew Customs Declarations. 

Immigration now stamp all seamen's Discharge Books or Passports. 

2 Livestock Lists. 

Notice: 

The National Port Authority have issued Circular No. 1/1988 which 
reads: 

“The National Port Authority, Freeport of Monrovia, is herewith 
announcing the following: 

1, Ship's ETA, draft — and corrected ETA — shall be furnished to the 
Harbour Master in writing, minimum 24 hours prior to ship's 
arrival. 

2. The following cargo documents shall be furnished minimum 
48 hours prior to ship's arrival to the Operations Manager (with 
the exception of those cargo documents of last coastal port in 
West Africa, which shall be made available at ship's arrival). 

Import: 

6 complete and legible sets of Cargo Manifests, classing separate: 
— containers (size and type to be indicated) 

— rolling units 

— general cargo (loose) 

— LCL-container manifest (separate per unit) 
— summary. 

2 Manifests of cargo to be shifted via quay 

1 Stowage/bay plan 

3 List of Dangerous Goods (as to IMDG-codification) for Monrovia 

. 1 List of Dangerous Goods (as IMDG-codification) in transit 

xport: 

2 copies of the provisional Booking List shall be furnished minimum 
48 hours prior to ship's arrival to the Operations Manager 

3 complete and legible sets of Export Manifest classed as the 
Import Manifests — Customs passed and stamped, shall be 
furnished minimum 48 hours. after ship's departure to the 
Operations Manager. 

All cargo documents shall use metric system in weight and 
measurement. 

3. As from 1st May, 1988 a new billing procedure has been 
established. As from this date, vessel's billing shall comprise of 
2 invoices of same old form. 

The first invoice shall cover marine services and facilities including 
water supply only, while the second invoice shall cover Operations 
Department tariff items i.e. shift surcharges for gangs, overtime, etc. 

Payment is expected within 14 days after receipt of invoice, thereafter, 

port's services shall be suspended, until payment has been effected 
completely.” 
PILOTAGE: Pilot is compulsory. Pilotage available day and night, except 
for vessels berthing at the oil jetties. Pilot ordered through local Agent. 
24 hours or minimum 12 hours notice of ETA by Radio Telephone on 
2182 kHz. Pilot instructs ship through signal tower or direct on VHF 
Channel 16. 
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(See Plan) 


Pilot comes out from inside breakwaters by pilot launch, di 
“H" flag by day and white over red light at night and “Pilot” in a 
black letters on side of the launch. Pilot will inform ship by VHF We 
direction to proceed to meet the pilot launch by the Fairwa: 
Vessels should always keep clear of the Fairway Channel, as Very ln 
bulk carriers sail on deep draft. 

APPROACHES: The artificial harbour is protected by 2 rock bre: 
extending 1.25 miles out into the open sea, encompassing gs» 
750 acres of protected waters. The distance between the bre. 
entrance is 970 ft. and in the centre of the opening a 500 ft. wide c 
marked by buoys has been dredged to 49 ft. MLW. This Channg 
1.33 miles long with a 30° turn half way and marked by means 9 
lighted channel buoys. North and South Mole ends of the bre. 
are marked by red and green rotating light beacons respectively, jy 
channel within the breakwaters gradually widens into a turni 
whose depth towards the Iron Ore Piers is dredged to a depth of 45) 
MLW and 30 ft. off the General Cargo Pier. 
ANCHORAGE: Recommended anchorage is 3 miles from bre 
(45 ft. — 60 ft.) in roadstead is to the South of the buoyed channel whe 
provides goods holding ground on a sand and mud bottom. Vessels » 
not anchored within the Inner Harbour except for very short Periods: 
time. 
RESTRICTIONS: Pilot service is day and night. Loaded oil tankers bes 
in daylight hours only. Deep loaded vessels i.e. 40 ft. draft and Over a 
restricted to tide for berthing and sailing. Maximum draft for maing 
piers is 45 ft. Vessels up to 860 ft. length can be accommodates; 
these piers. No restriction on beam except that carriers with beam, 
excess of 126 ft. may experience difficulty in loading with present load 
— Bulk carriers of 90,000 d.w.t. and over will berth only in daylip 
Ours. 
MAX. SIZE: Vessels loading at the Iron Ore Piers are limited oj 
max. draft of 45 ft. and sail from 2 hours before HW up to the time of #) 
At the bunker pier vessels are limited to a draft of 32 ft. and ats 
marginal cargo wharf to a draft of 30 ft. Vessels exceeding these drs 
can be heavily fined. 

Also see “Restrictions” and ‘'Berthing”. 

HEALTH: Vessels entering must fly International Code flag “Q”. Py 
Health Officials board upon berthing. Pratique automatic for vess: 
having cleared at other Liberian ports, but vessel must still ce 
Customs. 

RADIO: ETA messages from ships are received in the Freeport throw 
Liberian Government Radio Station, Monrovia and through French Cz 
Station, Monrovia. 

Monrovia Radio call sign ELC-2150 (6° 17’ N., 10° 48’W.) is fitted ye 
VHF and HF radio at the Freeport, working from 0800 hrs. to 2400'» 
The VHF is of the Marine type with Channels 6, 8, 9, 10, 11, 12, 13 4 
15 and 16. Also transmits on 482-500-512 kHz and receives on 500\* 
Al 2.5 kW. 


Other Frequencies: 8518 ( 8 MHz Channels 5 & 6) A1 2.5 kW 
12709 (13 MHz Channels 5 & 6) A1 2.5 kW 
16983 (16 MHz Channels 5 & 6) A1 2.5 kW 
17146 (17 MHz Channels 5 & 6) A1 2.5 kW 
1 


22491 (22 MHz Channels 5 & 6) A1 2.5 kW 
Telex Address: National Port Authority - NATPORT 44275. 
VHF: Vessels arriving or sailing must make contact with Freeport Cont 
Tower on Channels 16 and later 14 or 12 within the port area and Pikt 
Office and for manouvering Channel 9. 
TUGS: Use of tugs compulsory. 3 tugs available. ‘Nana Kru’ # 
‘Stockton Creek’ 1,700 h.p. each and ‘Bento!’ 3,900 h.p. Join vess# 
just inside breakwater entrance. For berthing, tug lines used; for sailtt 
ships lines often used. 
BERTHING: Cargo Wharf: The marginal cargo wharf is 2,000 ft. io 
(230 ft. leased to Amoco) and 36 ft. wide with 8 transit warehouses. l= 
wharf has a concrete deck and has a depth alongside of 30 ft. at Mul 
All cargo is discharged and loaded by ship's gear. Sufficient amount! 
cargo handling equipment is available such as forklift trucks rangt 
from 4 tons to 35 tons capacity. Tractors and trailers are availatt 
A 40 ton capacity steam crane is available at No. 2 Berth for heavy ® 
There are also 2 mobile cranes with capacities from 25 tons to 35 i 
but they are not suitable for ship discharge. Fresh water is available? 
this wharf, loading rate is approximately 25 t.p.h. 
Bunker Pier: This is a “T" jetty on the South edge of the dredged ba* 
with a depth of 34 ft. at MLW. No fresh water is available at this pe’ | 
Port Authority Circular: October 1985. 

“The maximum Summer deadweight of vessels allowed to bert! 
the Bunker Pier should not exceed 30,000 tonnes. The vessel mus) 
provided with a minimum of 10 manila mooring ropes and undel® 
circumstances will wire mooring lines be accepted especially those! 
auto-tension winches. It is also recommended that special shackles® 
provided by the vessels to be used in case of any unfavourable weat® 
that will endanger the safety of the vessel while she is bet’ 
alongside.” 

The bunker pier can accommodate vessels of max. LOA 700 f # 
draft 32 ft. 

LPRC Crude Oil Discharging Berth: This is situated between the 5% 
Mine and NIOC Ore Piers and consists of one breasting dolphin ani? 
after mooring dolphin. Tankers discharging crude oil are moored? 
means of 2 anchors with starboard side to the dolphin and the s# 
made fast to the mooring dolphin. Discharge is by means of su 
and floating pipe-lines connected on the starboard side amids® 
Tankers are limited to a length of 700 ft. and draft of 40 ft. Fresh w# 
is available at this pier. 

Fish Pier: A pier with its own dredged channel and turning basin is™ 
by fishing vessels to discharge cargo into cold storage. This piers 
situated on the Northern Breakwater with the Cold Storage Fam 
located on the inshore side of the breakwater. Fresh water is aval 
at the pier. The channel to the fish pier is 90 ft. wide and dr 

20 ft. MLW. Size of vessels using this pier is limited to 240 ft. lengt)® 
19 ft. draft. 
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% nore Piers: 

% | ang Mining Company Pier: 

. “approaches max. draft on MLW 45 ft. 

» dongside max. LOA of vessel 900 ft. 

» Max. beam of vessel 125 ft. 
vax. draft on HW 45 ft. 

» songside pier length 886 ft. 

% Depth alongside MLW 45 ft. 

* oading boom height above 

» | HWOST 45 ft. 6 in. 

« \oading boom outreach from 

4 fenderline 57 ft. 

* er length covered by loading 

* boom 750 ft. 

» oading rate 3,200 t.p.h. 

* wtonal Iron Ore Company Pier: 

Approaches max. draft on MLW 45 ft. 
| Alongside max. LOA of vessel 1,000 ft. 
* Max. beam 114 ft. 
® Wax. draft on HW 45 ft. North side 
y 42 ft. South side 


900 ft. 
45 ft. North side 
42 ft. South side 


Ajongside Pier length 
Depth alongside MLW 


. 
€ 
® loading boom outreach from 
2 


fenderline 60 ft. 
» loading boom height above 
¢ HWOST 43 ft. 
Y Pier length covered by loading 

boom 640 ft. 
2 loading rate 1,200 t.p.h. 


/ fresh water available at this Pier. 
& teria Mining Company Pier: (Now used to accommodate vessels). 
$ 


Approaches max. draft on MLW 45 ft. 
Alongside max. LOA of vessel 830 ft. 
Max. beam 130 ft. 


Max. draft on HW 45 ft. North side 
38 ft. South side 

825 ft. 
45 ft. North side 


42 ft. South side 


ao — 


= 


Aiongside Pier length 
Depth alongside MLW 


loading boom outreach from 


fenderline 61 ft. 
» Loading boom height above 
; HWOST 46 ft. 
. Pier length covered by loading 
2 boom 560 ft. 
loading rate 2,000 t.p.h. 


Fresh water available at this Pier. 


RIDGES: None. 

‘EVEDORES: Several stevedoring companies. Port Authority handles 

cargo on shore and accepts cargo ex-ship's hook only. 

' Adaily meeting with all ship's agents is conducted by the Operations 
_ ‘tnager regarding the arrivals and departures of ships and to arrange 
wrequired gangs to load or discharge ships including requests for 
yertime and night work. 

Stevedores gangs have to be ordered the day before required, 
‘wefore essential for Agents to receive ETA messages in sufficient 
me, 
taking Hours: Monday-Friday: 0800-1200 and 1300-1600. Saturday: 
00-1200. Overtime is permitted at night, Sundays and Holidays if 
‘uested. 

{EDICAL: Whenever possible Masters should cable Agents if require 
) sical attention especially when arriving week-ends or during night. 

“pital facilities available. Port Health require yellow fever vaccinations 
_ "crew members. 

ANKERS: See “Restrictions” and ‘“Berthing”. 

ENSITY: Density varies with the tide. Also varies during rainy season 
Stiver flow increases. Varies from 1009 to 1024 oz. per cu. ft. with 
iefage of approx. 1019 oz. per cu. ft. 

RESH WATER: Available (See ‘“Berthing”). Average rate of delivery 
S0rox. 20 t.p.h. 

EL: Light diesel oil and heavy fuel oil available and these can be 
"ded to specification by supplying oil company. Fuel and diesel only 
‘alable on bunkering pier. 

“ONSULS: Majority of foreign countries have Consuls. 

SPAIRS: Limited deck and engine repairs can be carried out by private 
panies. 

RY DOCKS: One very small floating dock capable of lifting 300 tons 

| “max. draft of 8 ft. This dock is used for small coastal craft and only 

“épts very limited outside work. There is also a synchrolift of about 
| Jtons, owned by private fishing company. 
| “ANGWAY/DECK WATCHMEN: Private security men are engaged by 
; 


Agent. Port Security also maintain regular patrol. 
PENING/CLOSING HATCHES: Normally done by stevedores. 
“STOMS ALLOWANCES: Tobacco, reasonable quantities for 
“sumption while in port. Wine and/or Spirit, as tobacco. 

ATRIATION: Repatriation of crew is possible. 

PORT: Roberts Field International Airport 45 miles distant. Served 
es nnerrietioread flights to Europe and America. 


SUDAYs: Many official holidays during year but cargo work carried 
“those days on overtime rates. Port closes 3 times a year: 26th July 
ependence Day), Christmas Day and New Year’s Day. 

SUCE/AMBULANCE/FIRE: Port Authority have own Security Force 


. Fire Service, situated in port area. There is also an ambulance 
*Vice. 


re 
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TELEPHONES: There are no facilities for telephones on board. 
SERVICES: Hull, deck and engine surveys can be obtained through 
Lloyd's, German Lloyd, B.V., Norske Veritas, America Bureau Agents 
and most of the other classification societies. 

Provisions are available from duty-free bonded warehouses in the 

Freeport area. These include frozen, chilled and tinned food, spirits and 
tobacco products. A wide variety of housekeeping items, such as soap, 
paint, etc. are also available. Fresh vegetables and fruits are available 
through ship chandlers. 1100 ton capacity lighter available. 
WEATHER: Tides and Currents: The rise of tide varies from 2.0 ft. to 
3.9 ft. from neaps to springs. The flood tide runs in a north easterly 
direction at approximately 1 knot and the ebb to the S.W. at 
approximately 1 knot. Inside the harbour a tidal flow of 0.5 — 1.0 knots 
is experienced. There is no prediction of the directions of flow as the 
water circulates around the harbour sometimes in one direction and 
sometimes in the opposite. The currents along the coastline are variable 
and not predictable. 
Prevailing Wind: The prevailing wind is West to Southwest during the 
dry season. A Northerly wind is sometimes experienced for 2 or 3 weeks. 
The stronger winds are experienced during the wet season of April to 
November and during this period the average wind force is about Force 
4 (Beaufort Scale). The wind usually rises in the afternoon or early 
evening and falls off during the night. During the dry season the wind 
is usually Northerly during early mornings and backs to the S.W. by late 
afternoon. Dangerous winds are revolving line squalls of intense force 
and usually of very short duration. Heavy rain/winds normally comes 
from the landside. These conditions are considered dangerous to 
vessels only during the process of berthing, but cause no danger to 
vessels in port securely moored. These infrequent tornadoes occur 
during the seasonal transition months of March/April and October/ 
November. 

Vessels alongside piers will sometimes experience a surge, which 
may part mooring lines. This is due not to the wind, but to a swell entering 
the harbour and is a condition which seldom occurs. 

SHORE LEAVE: No restriction on shore leave. 

IDENTIFICATION CARDS: Not required, but Seaman’s Books are 
endorsed aboard by Immigration. 

PIRACY: Acts of piracy have taken place at the port. 


SHIPMASTER’S REPORT: February 1983. 
Pilotage: Pilot launch has black hull, white housing and green housing 
top. The word “Pilot” is painted in large white letters. 

Pilot boards near the Sea Buoy, 7.3 cables from Southern Breakwater. 
Health: 2 Coastguard Officials and 1 Immigration Official board with the 
Pilot to complete formalities. We do not think that this is the case for all 
vessels. 

Radio: The Freeport of Monrovia no longer maintains a watch on HF 
2182 kHz. 
Tugs: 3 tugs available. 

When sailing, vessel takes 1 tug at stern, using 2 ship's lines. 
Gangway/Deck Watchmen: Port security personnel maintain continuous 
watch while vessel is berthed. 

Opening/Closing Hatches: Normally done by ship’s crew. 


AUTHORITY: Office of the Port Manager, National Port Authority, 
Freeport of Monrovia, P.O.Box 14, Monrovia, Liberia. Tel: 221577. 
Telex: 44275. Cables: ‘Natport”. 

AGENT: Scanship (Liberia) Inc., P.O. Box 209, Bushrod Island, 
Monrovia. Tel: 22.28.32, 22.17.50, 22.21.33 and 22.21.30. Fax: 231 225 
300. Telex: 44281 and 44344. Fax: 22.53.00. Cables: “Scanship 
Monrovia”. 
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Socialist People’s Libyan Arab Jamahiriya 


GENERAL: All ports: 


NAVIGATION REGULATIONS: The following telex received from 
i a Marine Department on 21st October 1985. 
uote: 
Please be advised that the following general information to be added 
to next edition of “Guide to Port Entry”. 
1. The following is a resume of instructions issued by the Libyan 
authorities to which all ships must abide in Libyan territorial waters 


(limited by 12 nautical miles and in Gulf of Sirte by parallel 32° 30’ N.). 


2. Ships bound for Libyan ports must inform the authorities of the port 
by writing or telegram 24 hours prior to entering the Libyan territorial 
waters including name, flag, nationality, destination, cargo, agent, date 
of arrival, duration of stay in the port, port of origin and the approach 
route to Libyan port and the port of destination after leaving Libyan 
waters, they must insure continuous monitoring on Channel 16 and 
contact the port authorities on Channels 16, 11 or 12. 

3. Commercial ships may pass on innocent passage within territorial 
waters only during day time provided they inform the Libyan authorities 
at least 12 hours prior to entering and giving the latitudes and longitudes 
of the points of entering and leaving, duration of stay in territorial waters, 
courses and speed. 

4. All ships must keep to the anchorage areas shown in charts and 
Strictly refrain from causing pollution of waters. 

5. The following are declared as prohibited areas: 

(A) 32° 52.8’ N., 13° 24.5' E. 
32° 57.7’ N., 13° 24.5' E. 
32) OF. 7 NE 13°LIBLOVE. 
32° 53.8'.N.,.13° 22,3! E, 


(B) 32° 53.7’ N., 13° 20.6’ E. 
32° 55.9’ N., 13° 18.0’ E. 
32° 55.9’ N., 13° 15.0’. 
32° 54.5’ N., 13° 15.0’ E. 
(C) 31°09.0'N., 19° 42.0'E 
31° 09.0’ N., 19° 19.0' E 
31° 56.0’ N., 19° 42.0’ E. 
31° 56.0’ N., 19° 19:0’ E. 
(D) 32° 58.0' N., 13° 06.0’ E 
32° 53.0’ N., 13° 06.0’ E 


32° 58.0’ N., 12° 48.0’ E. 
32° 52.0’ N., 12° 44.0’ E. 

6. Ships that violate the instructions and the prevailing laws will be 
subject to punitive penalties, including opening fire at the ship and forcing 
her to obey the orders of the Libyan Arab Fleet. 

7. All ships shall proceed to any of the following ports through the 
approaching point and shall inform the Port Control of her course and 
speed. 

Tripoli Port: 

(A) 33°00'N., 12° 58’ E 
(B) 33°,.07"N., 13°.10°E 
(C) 33°05’'N., 13°19’ E 
(D) 33°05’N., 13°04’ E 
Benghazi Port: 
(A) 32° 03’N., 19° 50’ E 
(B) 32°09’N., 19°49’ E 
(C) 32°17'N., 19°53’ E 
(D) 32° 20'N., 20°06’ E 

Zwara Port: 

(EF) 38° 03’ N., 12° 15’ E 

Misurata Port: 

(F) 932°34'N., 15°16’ E 

Oil Terminals (Gulf of Sirte): 

(G) 32° 22'N., 18° 30'E 

Derna Port: 

(H) 32° 58'N., 22° 42'E 

Tobruk: 

(K) 32° 10'N., 24°02’ E 

8. All ships shall maintain communication with the coastal stations. 

9. All ships shall follow the instructions of the Port Authority about the 
anchorage position. 

10. No ship shall have the right to change her anchorage location 
without port authority permission. 

Unquote. 

CLEARANCE: ETA to be advised to Port Authority 24 hours before 
arrival, including the following information: Ship's Name, type, Nationality 
and port of Registry; Owner, Master and Agent names; Gross and Net 
tonnage; Ship's length and draft forward and aft; Expected duration of 
Stay in the port; Last port of call, tonnage, quantity and kind of cargo for 
discharging and loading; Full details of any dangerous liquids or cargo; 
Number of passengers and crew; Health situation. 

Before arrival at the outer limits of the port, vessel requested to hoist 
the following signals: Flags of her call-sign; Flag of Quarantine; Flag of 
ship's Nationality; The Libyan Flag on the foremast; Red Flag during 
daylight and Red light during night-time, if carrying explosives or any 
inflammable cargo; Pilot Flag and the international flag code signals 
must be respected. 

PORT LIMITS: As shown on Admiralty charts. 

DOCUMENTS: On Arrival: Last Port Clearance; Full sets of cargo 
documents; Copies covering consignment; Certificate of Origin; Bills of 
Lading, etc. Not less than 7 copies of Crew and Passenger Lists. Other 
documents as required at each port. 

Ship's Certificates should be delivered to the Marine Inspection Office 

at the port. 
During the First 24 Hours of Arrival: Valid certificates to comply with all 
the International conventions in force for the State whose flag the ship 
is flying. Certificate of Registry. For the National ships, moreover, the 
Official log book, engine log book and ship's articles. 
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Agency Requirements: The following agency requirements in 
of pre-arrival notices and documentation in addition to official docume, 
and certificates needed for ordinary port clearance should be 

with. Pre-arrival notice to be communicated by telex to Agents Contain 
following information: 

(a) vessel's name and flag; 

(b) g.r.t./n.r.t./s.d.w. and nature of cargo; 

(c) ETA and quantity of cargo to be handled; 

(d) exact address to whom disbursements accounts should De ge 

For dry cargo vessels further information should be submitted: 

(e) conditions of stevedoring, whether basis liner terms or F.1.0§ 

(f) net freight earned along with all cargo details specifically each 
of Lading. 

Upon arrival the following documents are to be handed over: 

1. Masters of tankers should produce and hand over to Py 
Authorities ‘Certificate of Discharge’ pertaining to previous calls (Nee 
compliance will cause delay in berthing); 

Following only applying to dry cargo vessels: 

2. 14 copies of Cargo Manifest (clearly stating measurements a 
weights); 

3. 2 copies of Freight Manifest; 

4. 2 copies each Bill of Lading; 

5. 2 copies Cargo Plan. 

Report: May 1984. From State Agent. 

Agent to submit all ship's documents/certificates, cargo documey 
and crew documents and/or any other declarations connected there 
in the Arabic language. This is effective from 1.6.84, noting unti 
date, we shall arrange for the required translation as a transitional per: 
after which and effective from the above mentioned date, all ships she 
arrive with all above said documents/certificates/ declarations, « 
in the Arabic language. 

Your full and strict adherence to the above is required avoidy 
unnecessary inconveniences to all parties concerned as any failurey 
your part shall never be tolerated by the concerned authorities. 
Report: June 1984. From State Agent. 

Please note: Temporarily vessels should arrive with the following s 
certificates already translated into Arabic, otherwise vessels shalt 
delayed in sailing. The other documents we shall arrange for translate 
of same at our end on a temporary basis: 

Certificate of Registry. 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Radio Telegraphy Certificate. 
Load Line Certificate. 
Report: September 1984. From State Agent. 
Following documents imperative to be translated at your end, a 
not by Agent: 
1. Ship’s documents: 
Registry Certificate. 
Load Line Certificate. 
Safety Construction Certificate. 
Safety Equipment Certificate. 
Safety Radio — Telegraphy Certificate. 
2. All Cargo Manifests. 
3. All other lists and declarations such as Crew List, Officers’ Ls 
Stores, etc. 

Note that the competent authorities at our end (namely the Ports at 
Lights Department of Tripoli) are presently insisting on collecting fw 
ship direct all the documents in question in Arabic translation up 
vessel's arrival thus leaving no possibility whatsoever for any assistant 
previously rendered by the Agent. 

PILOTAGE: Pilotage is compulsory for all vessels. Pilot boat will mé 
ships outside the harbour. Ships should wait for Pilot at anchor outs# 
the harbour if weather is good. In case of bad weather, after gett 
permission from Harbour Master ships may enter the harbour at the 
own risk and anchor inside. 

ANCHORAGES: Benghazi: Area between Lat. 
32° 07' N. and Long. 19° 56’ E. and 19° 59.2’ E. 
Derna: Within 1.5 miles radius of position Lat. 32° 49.3’ N. and Low 
22° 39’ E. 
Es Sider: Area between Lat. 30° 41.5’ N. and 30° 43.0’ N. and Lot 
18° 22’ E. and 18° 25’ E. 

Misurata: Within 1.5 miles radius of position Lat. 32° 23.0’ N. and Lot 
15° 18’ E. (about 4.7 miles from main lighthouse). 

Tobruk: Area between Lat. 32° 03.7'N. and 32° 05.5’ N. and Lot 
24° 02.0' E. and 24° 03.0' E. 

Tripoli: Area between Lat. 32°55.5'N. and 32°56.5'N. and Lot 
13° 09.8’ E. and 13° 11.7’ E. 
Zuara: Within 1 mile radius of position Lat. 32° 57’ N., Long. 12° 10 
(in direction 065° from main lighthouse). 

Also see individual oil terminals. 

HEALTH: The following documents to be provided for the doctor: A\® 
Fumigation Certificate; International Vaccination Certificate for e® 
person on board; Health Certificate for any animal or bird on bo#® 
No automatic Free Pratique between the Libyan Ports. 

TUGS: Tugs are available at all Libyan Ports. 

BERTHING PRIORITY: The berthing priority scheme, according to 
as follows: (1) Passenger ships. (2) Animal ships. (3) Liner and™ 
ships. (4) Cargo ships. (5) Tankers and dangerous cargo ships. 5? 
with cargo of less than 300 tons, may not have to comply with ® 
scheme; subject to Harbour Master's decision. 

CONSULS: Embassies in Tripoli. No consuls at any ports. 
SURVEYORS: The following addresses are Agents for the mento™ 
Classification Societies and may be contacted for the necessary su"® 
on request:— 

Lloyd's Register of Shipping: P.O.Box 111115 Tripoli. Telep™ 
74383. Telegraphic Address: Lloydsreg Tripoli Libya. 

Bureau Veritas: Tripoli: Ortelli Agencies, 109 — 1st September St 
P.O.B. 2283, Telephone: 35338 and 37398, Telegraphic address: 
Tripolilibia. 


32° 11'N. & 


an Bureau of Shipping: Tripoli: Libyan Arab Shipping, Baghdad 
Andalus Building, P.O.B. 882, Telephone: 41712 and 39358, 
tgegraphic Address: Arabship Tripolilibia, Telex 20033 Arabship. 
gemanischer Loyd: Tripoli: Johs Rieckermann, Baghdad Street, 
wdalus Building, P.O.B. 2121, Telephone: 37021 and 31069, 
reegraphic address: Rieckermann Tripolilibia. 
zegistro Italiano Navale (RINA): Tripoli: Mr. Mahmoud Gamar, c/o 
pan Arab Shipping Co., Baghdad Street, Andalus Building, P.O.B. 
05, Telephone: 41712 and 39358, Telegraphic address: Gamarin 
trpolilibia. 
SNING/CLOSING HATCHES: To be done by crew. 
. ysTOMS ALLOWANCES: 200 cigarettes for each crew member or 
ger. All kinds of alcoholic drinks are forbidden, even wine and 
‘er, and to be kept in the store under the Customs seal. Also arms, 
me, saccharine and all kinds of anaesthetic. The sum of 10 Libyan 
ars allowed for each crew member. All Libyan and Foreign currency 
»be declared in the Currency Declaration. All personnel effects and 
sectronics to be declared in the Crew Declaration. 
SLACK LIST: Libyan law prohibits vessels from having on board any 
gods or containers of Israeli origin. Any vessel having such goods or 
¢mlainers on board on arrival in the harbour will be liable to heavy fine 
edconfiscation of the goods or containers. The Libyan Authorities may, 
sweover, refuse to clear the vessel. 
MME: Local time at all the seasons is GMT plus 2 hours. 
; #OLIDAYS: Friday is the weekly day off. 2nd March; Revolution Day 
 tstSept. yearly); Evacuation Days (28th March, 11th June, 7th October; 
; arly), Syrian Revolution Day (8th March, yearly); Sudanese Revolution 
} 


_ Jy (25th May, yearly); Egyptian Revolution Day (23rd July, yearly); 
4a New Year (1st Moharam, Muslim year); Ashoura (half day, 10th 
Woharam, Muslim Year); Mohammadan birthday (12th Rabih Awel, 

" wslim Year); lsraa Wa Merag (half day, 26th, Rajeb, Muslim Year); Eid 

fir (1st, 2nd & 3rd Shawal, Muslim Year); Eid El-Adha (9th, 10th. 

» ‘ith, & 12th Zi Al-Heja, Muslim Year). 

TELEPHONES: All calls through Tripoli and Benghazi Coastal Stations 

-No calls allowed when the ship is alongside. 

SHORE LEAVE: Crew members permitted ashore during daytime. 

Sore leave not permitted at oil terminals. 

DENTIFICATION CARDS: Seaman's Book or 

ssports, Identity Cards — all should be valid. 

DENTIFICATION CARDS: Shore passes issued and Seaman’s Book 

ode kept at the gate at port entrance. 

WNE FIELDS: The following areas are prohibited area and dangerous 

wnavigation due to mines: 

(1) Lat. 32° 52.78’ N. Long. 

Lat. 32° 57.67’ N. Long. 

Lat. 32° 57.67' N. Long. 

Lat. 32° 53.82’ N. Long. 


(2) Lat. 32° 53.70’ N. Long. 
Lat. 32° 55.93’ N. Long. 
Lat. 32° 55.93’ N. Long. 
Lat. 32° 54.45’ N. Long. 


Discharge Book, 


13° 24.6’ E. 
13° 24.46’ E. 
13° 18.00’ E. 
13° 22.30’ E. 


13° 20.61’ E. 
13° 18.00’ E. 
13° 15.00’ E. 
13° 15.00’ E. 


(3) Lat. 32° 37.00’ N. Long. 23° 13.00’ E. 
Lat. 32° 14.50’ N. Long. 23° 31.00’ E. 
Lat. 32° 10.50’ N. Long. 23° 28.50’ E. 
Lat. 32° 37.50’ N. Long. 23° 7.50’ E. 


‘TENTION: It is imperative that vessels contact the wireless stations 
nthe Libyan coast at a distance of 30 miles from the proceeding port, 
wing the ship's position. Ship's winches and cargo gear should be in 
tod order otherwise they will be liable to heavy fine if any delay occurs. 
LOATING DOCK: See “Tripoli”. 
"GULATIONS: Foreign currency not to be taken ashore. Crew 
embers’ visits between ships are not allowed without the prior 
®mission of Customs and Immigration. Ship's lifeboats are not to be 
“edwithin harbours limits without the prior permission of the authorities. 
‘engine repairs to be carried out in port whilst alongside or at anchor 
ihe port without prior permission of authorities. Movements of ships 
‘he port are not allowed without instructions. Using ship's propellers 
Mist in port is not allowed without permission. Ship’s whistles not to 
*used without good reason. Cleaning funnels or making smoke whilst 
‘port is strictly forbidden. Ship's gangway to be in position at all times 
"ist alongside. Rat guards to be fixed all times on every rope. Painting 
"scraping the outer hull of the ship not to be carried out without prior 
*mission of authorities. Duty officer to be on board all the time 
*ompanied by sufficient crew. 
for tankers or vessels laden with dangerous cargo; moreover, the 
“tioned hereabove: Red flag to be hoisted in daylight and red light 
*0 on in the night-time. No movements allowed between sunset and 
‘mise for such ships. Electricity to be off from ship's holds whilst loading 
‘ascharging. Towing wires with suitable shackle to be ready fore and 
* Smoking and any kind of fire are strictly forbidden on deck. All steps 
"safety to be carried out. 
*LLUTION: Pollution of any kind is strictly forbidden. Any ship causing 
*ykind of pollution will be liable to heavy fine. 
ae Delays in berthing and load/discharging can normally be 
ed. 
“THORITY: Port Affairs and Maritime Transport Bureau (Marine 
*artment), P.O.Box 648, Tripoli, S.P.L.A.J. Telex: 20400, 20533 
n Ly. Contact: Head of Marine Department. 
SENCY: IMPORTANT. 
diiversal Shipping & Maritime Agency at Benghazi can attend to 
“sels at Benghazi, Marsa el Brega, Marsa el Hariga and Zuetina. 
Universal Shipping & Maritime Agency, 
P.0.Box 2450, 
Omar Mukhtar Street, 
nghazi. 
Cables: “Universal” Benghazi/Libya. 
Telex: 40101/40025. 


re 


LIBYA 


Universal Shipping & Maritime Agency at Tripoli can attend to vessels 
at Tripoli, Misurata, Zuara, Zawia, Ras Lanuf and Es Sider. 
Universal Shipping & Maritime Agency, 
P.O.Box 3703, 
Tripoli. 
Cable Address: “Uniship” Tripoli. 
Telex: 20677, 20263. 


Shahat Shipping & Stevedoring Co. will attend to agency matters at 
Benghazi, Derna, Marsa el Brega, Marsa al Hariga, Tobruk and Zuetina. 
Shahat Shipping and Stevedoring Co., 
P.O.Box 2973 and 1496, 
Benghazi, 
Cable Address: “Shahat Ship” Benghazi. 
Telex: 40231. 


Germa Shipping and Stevedoring Co. will attend to agency matters 
at Misurata, Es Sider, Ras Lanuf, Tripoli and Zawia. 
Germa Shipping and Stevedoring Co., 
(Temporary address Baghdad Street), 
P.O.Box 985, 
Tripoli. 
Cable Address: “Germa Ship”. 
Telex: 20058. 


BENGHAZI: 32.06 N. 20.03 E. 
Also see “General” before first port. 


PORT LIMITS: (a) The water area existing within the actual breakwater 
and that which may fall within any new breakwater eventually 
constructed up to the bridge across the shallow water basin at the 
Eastern side. 

b) The water area known as the navigational channel outside the 
harbour commencing as from the harbour entrance along the 
distinguishing marks of the channel for a distance of 1 mile (2 km.). 
ANCHORAGE: See ‘General’ before first port. 

RESTRICTIONS: Vessels are not permitted to enter harbour between 
sunset and sunrise. 

MAX. SIZE: All types of ships with 27 ft. draft and less in Wintertime 
and 28 ft. and less in Summertime are safe to enter the harbour. 
RADIO: Benghazi Port Radio, from 0800 to 1800 hrs., call sign 5AV, 
R/T 2182, VHF Channel 16. 

VHF: Port Radio on Channels 16 and 12. 

BERTHING: Up to 15 vessels can be berthed at one time. 


Quay Length Depth 

No. m. m. 
1 310 9.0 
2 280 9.0 
3 170 9.0 
Libya No. 1 40 5.5, 
Libya No. 2 130 5.5: 
Libya No. 3 115 5.5 
F.J. No. 1 135 3.0) 
F.J. No. 2 135 ahs) 
F.J. No. 3 135 8.0 


Note: F.J. No. 3 not in use at the present time. 
CRANES: Electric floating crane available up to 200 tons. 
STEVEDORES: All stevedoring operations and formalities to be done 
by Agent, 2 stevedoring companies will be formed in the near future. 
MEDICAL: All facilities available. 
TANKERS: Ras al Mingar: The jetty is near Benghazi. 
One side of the jetty handles dirty products and LPG. 

Max. d.w.t.: 10,000 tonnes. 

Max. draft: 22 ft. in Summer and 21 ft. in Winter. 

Max. LOA: 140 m. 
The other side handles clean petroleum products. 

Max. d.w.t.: 9,000 tonnes. 

Max. draft: 21 ft. 

Max. LOA: 120 m. 

A derrick with SWL of 5 tonnes is required. The derrick must have a 

minimum outreach of 2.7 m. 
FRESH WATER: Available by barge and alongside. Should be obtained 
from Port Authority through ship’s Agent. 
FUEL: Available through Agents. A notice of 48 hours needed, advisable 
for Chief Engineer to check what grades are available. 
CONSULS: None. 
REPAIRS: Minor repairs are possible. Also see “Tripoli”. 
WATCHMEN: Compulsory, provided by Port Authority. 
REPATRIATION: Facilities exist without difficulty. 
AIRPORT: Benina Airport situated 29 km. away. 
POLICE/AMBULANCE/FIRE: Police 99, Ambulance: 2131, 2132, 2281, 
Fire: 5555, 5599. 
SHORE LEAVE: Allowed after Free Pratique, Customs and Immigration 
formalities completed. 
DEVELOPMENTS: Port extension project underway. 
AUTHORITY: Port Manager and Harbour Master. 


AGENCY: See “General” before first port. 
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BOURI: 33.54 N. 12.39 E. (See Plan) 


LOCATION: The position of the AGIP NAME FSO “Sloug” is: 
Lat. 33° 54’ 32.94" N., Long. 12° 39’ 19” E. 

The FSO is moored to a single point mooring structure by a rigid 
bracket. The water depth is 166 m. 

FSO “Sloug”: LOA 348.9m.; Length between perpendiculars — 
330.7 m.; Moulded depth 25.5m.; Moulded breadth 51.8m.; 
Max. draft 20.012 m. and Minimum draft 10.0 m. 

DOCUMENTS: Documents required to obtain clearance are as follows: 

5 copies Crew List. 

5 copies Passenger List. 

2 copies Tobacco/Spirits Declaration. 

2 copies Personal Effects Declaration. 

2 copies Stores Declaration. 

Following certificates will also be inspected by the Libyan authorities: 

Clearance from Last Port. 

International Maritime Health Declaration. 

Animal List, with proper Health Declaration. 

Entering and Leaving Territorial Waters Certificate. 

Report Inwards Certificate. 

Report Outwards Certificate. 

Boycott Certificates. 

Tankers Characteristics Certificate. 

Certificate of Discharge, signed by the discharge port authorities, of 
the last port (cargo) loaded in Libya. 

Tovalop Certificate. 

Port Entry: Offtaking Vessel’s Free Pratique, Customs Entry and 
Clearance, Immigration inspection and documentation for the loading 
operation will be arranged by vessel's agents. 

Agency: An Agency representative is stationed on the FSO for ship's 
Clearance. 


PILOTAGE: The Mooring Master will board the Offtaking Vessel in the 
“Waiting Area” which is located 2 miles South of the FSO. Depth of 
water 166 m. 

Also see “Mooring/Unmooring”. 

APPROACHES: Two production platforms (DP4, DP3) are situated 
respectively in position Lat. 33° 55’ 23.38” N., Long. 12° 40’ 50.96" E. 
and Lat. 33° 53’ 39.45” N., Long. 12° 36’ 23.83” E. 

Subsea lines run between the 2 platforms and the FSO. Ali ships are 
warned that it is strictly forbidden to anchor within 0.5 miles of the line 
joining the two platforms. Furthermore it is forbidden to steam across 
the same line. 

No ship should approach any of the structures closer than 0.5 miles 
and should proceed to the “Waiting Area” (2 miles South of the FSO) 
pas strictly to this regulation, and await for further instructions from 
the FSO. 


RADIO/VHF: ETA: Vessels will inform “Agip Name Tripoli’, through their 
local agents, of their ETA at the designated “Waiting Area” located about 
2 miles South of the FSO “Sloug” Terminal. 
Notices Procedure: All vessels destined to load Crude Oil at the Bouri 
Field are requested to inform “Agip Name Tripoli” of their ETA 72 hours, 
48 hours and 24 hours prior to their arrival at the “Waiting Area”. 

The “72 hour notification” must include the following information: 

1. Firm ETA (local time and date). 

. Name of tanker and Master's name. 
Flag. 
. Gross tonnage. 
. Nett tonnage. 

DWT 


. Quantity of cargo required. 

. Confirm 216 in. connections (ASA 150) on port side manifold. 
. Confirm existence of a Smit Bracket forward. 

. LOA and Draft. 

11. Distance from bow to manifold and stern to manifold. 

12. Minimum vessel's speed and equivalent RPM. 

13. Confirm availability of at least 6 mooring lines forward and 
6 mooring lines aft (mooring lines should be suitable for the 
intended service). 

14. Shipper. 

15. Agent. 

16. Consignee. 

17. Destination. 

18. Last port of call. 

19. Any requirements needing early attention. 

20. Confirm inert gas system operating correctly and that vessel will 
maintain a maximum oxygen content of 8% in the tanks throughout 
berthing, deballasting, loading and unberthing operations. 

The 48 hour and the 24 hour notification shall specify only the latest 
ETA, plus any amendments to the details already advised under the 
“72 hour Notification”. 

After the initial notification has been made, any change in ETA of 
more than 12 hours must be immediately communicated to ‘“‘Agip Name 
Tripoli’ through the ship's agent. 

Radio Contact with the FSO “‘Sloug"’: Vessels in VHF range of the FSO 
will call “Bouri Terminal’ on Channel 16, working on Channel 17. Once 
in contact, a mutually agreed upon channel will be used. 

A private channel will normally be used between the FSO and the 

Offtaking Vessel during operations. The Mooring Master will supply 
portable sets equipped with this channel for operations use. 
Communications during Loading Operations: Medium and high 
frequency radio systems are to be shut down during cargo transfer and 
deballasting. 
Communications Failure: Should communications fail during any part of 
the operation (mooring, cargo transfer, unmooring), the party affected 
shall sound the International Code Signal “K" on her whistle and cargo 
operations, if in progress, will be stopped until normal communications 
are re-established. 
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RESTRICTIONS: Mooring operations normally take place Gury 
daylight. 


MAX. SIZE: 35,000 d.w.t. — 150,000 d.w.t. 


Max. LOA 2835, 
Max. beam 44.0 m. Draft — no limit. 


MOORING/UNMOORING: To ensure coordination between the Fy 
and Offtaking Vessel, a Mooring/Loading Master will be in atte: 

to advise the operational procedures necessary to ensure a sa 
accident and pollution-free operation. 

Mooring Master: The Mooring Master will board the Offtaking Vesss. 
the “Waiting Area” by a tug that will remain in attendance. Necesss 
mooring gear (when applicable) will be transferred to the Offtak, 
Vessel. 

Lifting Gear: The Offtaking Vessel must have her own lifting gear Tigge 
and ready for use on her port side but not swung out. 
Accommodation Ladder: The Offtaking Vessel must have » 
accommodation ladder and pilot ladder, rigged in combination, On be 
starboard side and lowered to about 1.5 m. above the water level. Cree 
in attendance should be in radio contact with the vessel's bridge. 
Lee Side: The Offtaking Vessel shall manoeuvre in a way to Make; 
lee on her starboard side, to allow the Mooring Master and oj 
Terminal personnel to board the vessel. 

Mooring Master's Station: The Mooring Master shall be stationed» 
the bridge of the Offtaking Vessel and advise the Master on the moor 
procedures. Safety Check List(s) must be signed by the vessel's Mase 
prior to the beginning of any operation. 

Aborting of Mooring Operation: The Mooring Master will always 
prepared to abort the mooring operation, either on his own initiative» 
upon instructions of the Master of the Offtaking Vessel. The decis» 
should be taken in ample time whilst the situation is still under cont 
If, for any reason, the Operations Head on the FSO requires to aby 
the operation, he will inform the Offtaking Ship immediately. 
Mooring Master's Duty: The advisory service of the Mooring Mastery! 
continue until the Offtaking Vessel is safely secured to the FSO, eity 
alongside or in tandem and will resume during the unmooring z 
departure operations, until the Offtaking Vessel is at a safe distan 
from the FSO (i.e. in the Waiting Area). 

Mooring Monitoring on the FSO: A second Mooring Master, based 
the FSO, will monitor the mooring of the Offtaking Vessel until vessel: 
securely tied-up and preparations for loading have begun. At that tir 
he will assume the advisory control of the operation, including the riggn 
and connection of the FSO loading arms/hoses. 

Fenders: The fendering system of the FSO consists of 5 “Yokoham 
rubber fenders, secured to the FSO's side prior to the beginning of te 
operation. Offtaking Vessel must be ready to use her own seconds: 
fenders. 

Mooring Operations Hours: Mooring operations will normally take plat 
in daylight hours only. In special cases the Terminal Superintende 
may authorise the Operations Head to perform mooring operatis 
during night hours. 

Mooring Manoeuvre (Side to Side): The Offtaking Vessel will manoeur 
in a safe way so as to approach the FSO’s starboard side, making uw 
of her engines and if necessary utilising the services of the tug! 
attendance, under the Mooring Master's advice. A rope suitable 
towing should be made ready and lowered from the starboard bow? 
the water level when approaching the FSO until securely moored, tou 
used by the tug if necessary. 

Caution: No anchors must be used. Anchors must be secured in si’ 
a way as to avoid accidental release. 

Line Throwing Device: A pneumatic line throwing apparatus will t 
if necessary, used by the FSO to establish contact with the Offtakt 
Vessel. 

Number of Mooring Lines (Side to Side): A minimum of 6 suitable lit 
will be secured fore and 6 aft, 2 of them must be spring lines at ea” 
end. 

Unmooring Manoeuvre (Side to Side): The unmooring manoeuvre ® 
again be monitored by one of the Mooring Masters, stationed on 
FSO. The tug will be in attendance. A rope suitable for towing sho! 
be made ready and lowered, from the Offtaking Vessel’s starboard b® 
to the water level, to be used by the tug if necessary. ; 
Mooring Manoeuvre (Tandem): The Offtaking Vessel will manoeuve! 
a safe way so as to approach the FSO's stern, making use of her engr® 
and, if necessary, utilising the services of the tug in attendance un 
the Mooring Master's advice. i 
Caution: No anchors must be used. Anchors must be secured in S 
a way as to avoid accidental release. A rope, suitable for towing, sn 
be made ready and lowered from the stern central fairlead to a0” 
1.0 m. from the water level, but no further, unless so instructed. 

The tandem mooring assembly floating pick-up rope will be hea 
up from the Offtaking Vessel’s bow Panama Fairlead by a polypropee® 
messenger rope of 1.5 in. diameter and at least 300 ft. long, that ™ 
be made ready while approaching. The Mooring assembly will then” 
heaved up and the chafing chain stoppered in the bow Smit Bracket’ 
case no suitable Smit Bracket is available, the chafing chain wil? 
stoppered by 2 wire snotters made fast on the ship's bollards (" 
snotters and necessary gear will be supplied by the FSO when the ve* 
is at the “Waiting Area’). 

Immediately after the chafing chain is made fast, the tug will pie® 
the stern towing rope, which should be paid out until ordered to be ™ 
fast to one of the stern bollards. 

Care should be taken not to move the propeller during this oper 
The towing rope must be of a ‘‘floating’’ type. , 

The tug will remain in attendance during the whole time the ves 
in ‘tandem’, in order to avoid any contact between the Offtaking V 
and the FSO's stern. ' 
Caution (Tandem and Side-to-Side Mooring): Offtaking ship's si 
engines must be ready to manoeuvre on 10 minutes notice during 
whole time spent moored at the FSO 
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> | oem Mooring Assembly Composition: The system is composed of: 
spout 30 ft.x3.5 in. diameter chafing chain, stoppered by a Smit 

gracket on the FSO 

connected to 
spout 200 ft. x20 in. circumference nylon rope 

connected to 
about 30 ft.x3.5 in. chafing chain that will be stoppered on the 
oftaking Vessel by a Smit Bracket or by 2x2.75in. diameter 
approx.) wire snotters. The chafing chain is held afloat by a metalic 
joy connected by a 1 in. “O" Chain, about 9 ft. long, to the extremity 


of it 
connected to 
, About 600 ft. x 15 in. polypropelene floating pick-up line. 


QADING: Max. loading rate 9,000 cu.m.p.h. (56,610 bbI.p.h.). 
"ude Oil: Name: Bouri. Pour Point: About 21°C. 

API: 23.5. Loading Temp: +40°C. or more. 
sgogen Sulphide: Masters are warned that Bouri Crude might contain 
sagen Sulphide (H,S). Crew members involved in cargo operations 
suid be warned of the hazard that can be faced and how to deal 
mit 
ding Operations at the FSO: Loading operations will be carried out 
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Side-by-Side: Export tanker moored to the FSO's starboard side by 
ner own mooring lines (minimum 6 lines forward and 6 lines aft, of 
which 2 must be spring lines each end) 


or 
Tandem: Export tanker moored to the FSO's stern by the FSO's 
? mooring assembly. Export tankers should have a Smit Bracket fitted. 
' ‘case no Smit Bracket is available, suitable wire snotters and 
'  ancilliary equipment will be supplied by the FSO to allow the mooring. 
eck List’ Before commencing any loading operations a Check List 
' be completed and signed by the Offtaking Vessel’s Master and 
gained by the Mooring Master. 
tooring Arms or (alternative) Hoses: The FSO is equipped with 2 x 16 in. 
'§0ASA) loading arms and alternatively with 2 suspended 16 in. 
_ '9ASA) hoses strings. The Offtaking Vessel could be requested to 
seher own lifting gear to connect and hold suspended the (alternative) 
go hoses. 
= Loading Hose: The FSO is equipped with 1 x 16 in. hose floating 
wng, about 950 ft. long, connected to the stern for “Tandem loading”. 
‘estring end will be picked-up after the completion of stern mooring, 
ythe ship's own lifting gear and connected to the port side manifold. 
hballasting: The Offtaking Vessel must be able to load while 
_ ‘charging ballast from her clean ballast tanks to the sea. In case the 
Making Vessel could not load while discharging ballast, she should be 
ypared to load part cargo before discharging ballast, in order to 
, mantain a proper draft and trim, while always ensuring that no oil 
| jlution could arise. 
. immencement of Loading: Loading operations will start as soon as 
‘mooring arms (or hoses) are connected and as soon as agreed 
, tween the Offtaking Vessel’s Master/Chief Officer and the Mooring 
_ aster, who will assist with the whole operation. 
| wading Rate: Loading will start at low pumping rate to ensure the 
» yiness of the system and will then be brought to the maximum 
| "eviously agreed upon rate. 
| litches during Loading: Manifolds and mooring line watches will be 
mtinuously kept on the Offtaking Vessel during the whole loading 
| §eration. 
4k of Communications: Communications between the Offtaking 
‘sel and the FSO will be ensured by means of portable radio sets 
‘plied by the Mooring Master. In no case should there be a breakdown 
‘communications during the loading operations. In event of such 
"eakdown, the International Morse Signals, letter ‘K’’, will be blown by 
‘eOfftaking Vessel or by the FSO whistle. Loading operations will be 
“pped until communications have been re-established. 
émpletion of Loading: As soon as the loading operation is completed 
"loading arms/hoses will be disconnected and the Offtaking Vessel 
tbe unmoored and sailed to a safe distance from the FSO, with the 
“sory services of the Mooring Master. Cargo documents will be 
‘ought to the vessel later by the tug, unless an “Early Departure 
*xedure” has been agreed upon. 
“tly Departure Procedure: Masters will be asked to agree to the “Early 
“parture Procedure”. Should they accept they will be requested to sign 
‘advance all Bills of Lading” and other shipping documents, in blank. 
#90 figures and other entries to be filled in the cargo papers will be 
‘mmunicated later, either by VHF, telex or radio message. This 
"cedure will expedite ship's departure. 
*ALLAST: There are no facilities for receiving clean/dirty ballast at the 
éminal. Only clean ballast can be discharged overboard. 
DICAL: in case of need of medical attention, the following information 
“ould be sent to the Agents: 
‘Name, rank, nationality and passport number of the crew member. 
‘General symptoms and/or any particular requirements. 
*ESH WATER/FUEL: Available in cases of emergency only. 
*ORE LEAVE: Crews are not allowed shore leave, however sick crew 
*nbers can be repatriated or go ashore for medical attention. In case 
rn the Master must agree the correct procedure with his 


YEATHER: Winds: Radial distribution shows an increase of wind 
“wing from N.W. and a decrease when blowing from E.S.E. Maximum 
*served wind speed can reach gale Force 8 (sometimes more) from 
a during Winter time. 

ves: Waves are mainly from West to North and from East to S.E. 
Waves generated by cyclonic disturbances come from N.W. to S.E. 
“ss the Thyrrenean Sea. High pressure in the Bouri area direct waves 
*ME.S.E. to North. 

“vents: The prevailing current is flowing Eastward with a maximum 
* of about 1.5 knots. 
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LIBYA 
Miscellaneous: 
Max. sea surface temperature: 31°C. 
Min. sea surface temperature: TC. 
Max. air temperature: 33.5°C. 
Min. air temperature: 5°C. 


Rain: 
Annual average is about 381mm. Significant periods are 
January — February with 68 mm. and November — December 
with 80 mm. 

Max. tide range: 0.95 m. 

Bottom conditions: 18 m., thick top silty carbonate 


sand. 
GENERAL: Flag: All ships calling at Bouri Field must fly the Libyan flag 
and the Quarantine signal must be displayed upon the authorities visit. 
Gangway: Normally no gangway will be rigged between the FSO and 
the Offtaking Vessel. Should one be used, a safety net must be fitted 
underneath. 
Visitors: Unauthorised personnel are not allowed to visit the FSO or the 
Offtaking Vessel. 
OPERATOR: AGIP, Tripoli. Telex: 20282 Agip Ly. 


DERNA: 32.45 N. 22.40 E. 


Also see “General” before first port. 


(See Plan) 


PORT LIMITS: (a) The water area existing within the actual breakwater 
and an imaginary line connecting the end of the breakwater and the 
damaged breakwater existing at the Southern side. 

(b) The water area known as the navigational channel outside the 
harbour commencing as from harbour entrance for a distance of 1 km. 
ANCHORAGE: See ‘General’ before first port. 

RESTRICTIONS: Vessels are not permitted to enter harbour between 
2100 hrs. and 0600 hrs. 

MAX. SIZE: Depth of Inner Bay — 8m., Entrance — 9m. and Outer 
Channel 10 m. 

RADIO: Recommended that radio messages for Agents be sent via 
Malta Radio or any other near coast station. 

VHF: Port Control on Channel 16. 

TUGS: 3 tugs available. 

BERTHING: Old Quay, Length 120 m., depth 6 m. New Quay, length 
950 m., depth 9m. 

CRANES: 3 cranes available. 

STEVEDORES: All stevedoring operations and formalities to be done 
by Agent. Two new companies will be formed in the near future. 
MEDICAL: Available. 

TANKERS: Max. size 18,000 d.w.t. Max. draft 11.5m. if weather 
conditions permit. 

FRESH WATER: Available alongside, to be supplied by Port Authority 
through ship's Agents. 

FUEL: Available through Agents, a notice of 24 hours needed. Advisable 
for Chief Engineer to check what grades are available. 

CONSULS: None. 

REPAIRS: Not available. See ‘Tripoli’. 

WATCHMEN: Compulsory, provided by Port Authority. 
REPATRIATION: Available via Benghazi. 
POLICE/AMBULANCE/FIRE: Call Port Manager, 2063 and 2074. 
SHORE LEAVE: Allowed after Free Pratique, Customs and Immigration 
formalities completed. 

DEVELOPMENTS: New port facilities to include 1 quay, length 280 m. 
for general cargo and container vessels, depth alongside 9 m. — 10 m. 

One quay, length 500 m., depth alongside 9 m. — 10 m. This quay will 
have 4 berths, one for grain cargoes, one for the Port Police, one for 
vessels loading and for mooring of a dry dock. 

AUTHORITY: Port Manager and Harbour Master. 


AGENCY: See "General" before first port. 


ES SIDER: 30.38 N. 18.22 E. 


Also see “General” before first port. 


(See Plan) 


DOCUMENTS: Waha acts on behalf of tankers loading at Es Sider and 
shall prepare all crude oil loading documents. Germa Shipping and 
Stevedoring Co. is contracted by Waha for all normal agency duties. 
This agency is currently the only agency used by the four Owner 
Companies. 

After a tanker arrives at the anchorage or is moored in a berth, an 
agency representative will come aboard, accompanied by Jamahiriya 
Customs Officials and Immigration Police. The agency representative 
will present certain clearance forms to the Master, which should be 
completed as soon as possible. After these forms have been signed by 
the Master, they shall be returned to the agency representative, who 
shall make the necessary distribution. 

Crude oil loading documents shall be prepared by the Waha 
documentation group prior to and during loading operations, to expedite 
their final completion. When the tanker has been loaded, the documents 
shall be completed and endorsed by the Customs Officer and by the 
representative of the Secretariat of Petroleum. The documents shall then 
be distributed aboard the tanker and elsewhere, in accordance with 
previously arranged standard documentation schedules. 

The tanker shall be considered clear to depart Es Sider when the 
crude oil loading documents have been delivered to the Master. 
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Jamahiriya Customs Authorities: 
(a) List of the crew with a declaration of their persona! belongings 
(Form supplied by the Customs Authorities). 

(b) List of tanker’s stores. 

(c) List of passengers. 

(d) Six copies of Cargo Manifest for cargo to be discharged at 

Es Sider. 

(e) One copy of Cargo Manifest for cargo in transit. 

Blank copies of “Certificate of Discharge” are placed on board every 
vessel at Es Sider. These certificates must be endorsed by the Customs, 
or other recognised authority, on completion of discharge. One 
completed certificate must then be forwarded to the Libyan Customs 
Authorities according to the instructions contained in the “Certificate of 
Discharge”. At least one further copy should be retained on board, to 
be produced to the Customs on any subsequent voyage to a Libyan 
port. Failure to produce the certificate may result in delays to loading, 
or even rejection of the vessel by the Libyan authorities. 


PILOTAGE: Vessels to be moored, anchored or manoeuvred will only 
be boarded within the recommended anchorage area (Pilot boarding 
area centred at Lat. 30° 41’ 54” N., Long. 18° 23’ 30” E.). A vessel is not 
considered arrived until it is in the recommended anchorage area. The 
Mooring Master will advise the Master on approaches to berths, mooring, 
unmooring, connecting and disconnecting the hoses and in all operations 
within the anchorage or berthing area. All manoeuvring of ships shall 
be done only in accordance with the advice of a Waha Mooring Master, 
subject to the understanding that in all cases and circumstances the 
Master shall remain solely responsible for the safety and proper 
manoeuvring of the tanker. The Master or one of his qualified deck 
officers must be on the bridge at all times while the tanker is being 
manoeuvred. 

Tankers not equipped with pilot hoists shall provide a pilot ladder, or 
ladders, constructed and placed in accordance with latest Safety of Life 
at Sea Convention. Tankers having a large freeboard are requested to 
use a combination of pilot ladder and accommodation ladder, which is 
also in accordance with the above Convention. A ship’s officer, plus the 
necessary crew members, shall be present at the ladder or hoist to 
ensure the safe embarkation and disembarkation of Mooring Masters 
and Port Authorities. All such ladders and hoists shall be thoroughly 
tested and inspected before the vessel arrives in the recommended 
anchorage. 

The Mooring Master shall be in direct control of all tanker 
communications while in the Terminal area. Any unauthorized 
communications will result in the immediate cessation of all operations 
excepting clearing of the berth. Such tanker immediately nullifies its 
Notice of Readiness. 


APPROACHES: Coastal landmarks in the area are as follows: 

(a) The most prominent landmark is a water tower in the terminal 
area which is painted white and is 180 ft. above sea level. This 
water tower is located at Lat. 30° 38’ 00” N., Long. 18° 21’ 01” E. 
and displays a fixed red light at night. 

(b) A communications tower in the Terminal area is a most 
conspicuous landmark. It is located at Lat. 30° 37’ 59.5” N., Long. 
18° 20' 54.5” E. Approximate height above chart datum of this 
tower is 246 ft. It is lighted at night with 2 vertical red lights, and 
has a height above ground of 200 ft. 

(c) Aradio antenna tower which is 395 ft. above sea level is located 
at Lat. 30° 36’ 56” N., Long. 18° 16’ 55” E. At night this tower is 
lighted by an occulting red light, flash two seconds, eclipse one 
second, and there is a fixed red light halfway up the mast. It is 
flanked by two dish shaped aerials. 

(d) There is a water tower at Ras Lanuf Terminal with a highest 
elevation of 179.5ft. above sea level located at Lat. 
30° 30’ 42” N., Long. 18° 32’ 22” E. It is white in colour. A white 
light, characteristics:— flash two every 5 seconds, height above 
sea level 163 ft., is mounted on the seaward side. There is also 
a fixed red air warning light on the top of the structure. 

(e) An omni-directional aircraft radio beacon is situated at Lat. 
30° 37’ 29.8” N., Long. 18° 21’ 07.7” E. transmitting “OJ” 5 times 
every 60 seconds on 300 kHz. 

Range lights and mooring buoy marker lights will appear and 
disappear with unscheduled frequency. These lights are for the use of 
the Mooring Masters at the Terminal and should be disregarded by any 
tankers using the Terminal. 


ANCHORAGE: The recommended anchorage area is within an area 
centred on Lat. 30° 41’ 54” N., Long. 18° 23’ 30” E. with a radius of 
1,000 m. The anchorage area has a sandy bottom with a depth of 
approximately 110 ft. 

Great care should be taken approaching anchorage from the North 
or N.W. to give mono-moorings a wide berth. 


MAX. SIZE: The following are the approximate berth limitations:— 


Length Draft 
No. 1 Berth 920 ft. 81) fi: 
No. 2 Berth 890 ft. 51 ft. 
No. 3 Berth 950 ft. 51 ft. 
No. 4 Mono-Mooring 1,150 ft. 62 ft. 6 in. 
Max. beam 158 ft. Max. d.w.t. 250,000 
No. 5 Mono Mooring 1,165 ft. 73 ft. 


Max. beam 184 ft. Max. d.w.t. 300,000 

Note: No. 4 Mono-Mooring: The max. length overall is 1,150 ft. The 
max. draft to which vessel can load in good weather is 62 ft. 6 in., and 
when vessel lies within 30° of loading line. During adverse weather 
causing vessel to roll and pitch, draft may be restricted to 58 ft. The 
max. draft limitation in good weather is due to depth to top of loading 
line being 63 ft. at distance of 1,900 ft. from buoy. 

Length, beam and d.w.t. could all be extended provided draft does 
not exceed 62 ft. 6 in. 

All the above limitations are based upon standard tankers in normal 
weather conditions. 
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Waha reserve the right to vary the above limitations, depending » 
vessel's freeboard, (OBO's — ore/oil vessels, etc.) and also the Prevaiy 
weather conditions. 

RADIO/VHF: Waha maintains direct communication with Tripoli Rag 
details of which are shown in publication 205 of the U.S. Hydrogr 
Office and are included in the Berne Lists. Waha also maintains ak 
station at Es Sider Terminal. 

Cables should be addressed to: Wahaoil Pipeline Tripolilibya. Cabig 
addressed in this manner will be received directly by the Wah 
Communications Centre in Tripoli and relayed immediately by 
radio or teletypewriter to the terminal at Es Sider. Vessels with a tele 
facility on board should telex directly to 20158 Wahalibya, Attenty 
Marine Superintendent. 

Within 6 hours of clearing its last port for its voyage to Es Sider, ead 
tanker shall provide the Terminal with the following information by caty 
addressed to Wahaoil Pipeline Tripolilibya: 

(a) The name of the tanker. 

(b) The name of the port from which the tanker last cleared. 

(c) The date and hour of the ETA at Es Sider Terminal. 

When the Master of the tanker en route to Es Sider is of the opin 
that his tanker is within 72 hours of arrival at Es Sider, he shall nos 
the Terminal by cable addressed to Wahaoil Pipeline Tripolilibya, OF tele; 
as above, providing the following information: 

(a) The name of the tanker. 

(b) ETA at Es Sider. 

When the Master of the tanker en route to Es Sider is of the opiniy 
that his tanker is within 24 hours of arrival at Es Sider, he shall nos 
the Terminal by cable addressed to Wahaoil Pipeline Tripoliliby, 
providing the following information: 

(a) The name of the tanker. 

(b) ETA at Es Sider. 

(c) Quantity of cargo required, maximum draft on departure Es Side 
ane deballasting time required before vessel can commen: 
loading. 

When the Master of the tanker en route to Es Sider is of the opinir 
that his tanker is within 12 hours of arrival at Es Sider, he shall nots 
the Terminal by cable addressed to Wahaoil Pipeline Tripolilibya, ortel 
as above, providing the following information: 

(a) The name of the tanker. 

(b) ETA at Es Sider. 

4 hours before the Master expects to arrive at Es Sider to receive: 
Mooring Master on board, he shall notify the Terminal by cate 
addressed to Wahaoil Pipeline Tripolilibya, or telex as above, and al: 
pass the same by VHF radio, providing the following information: 

(a) The name of the tanker. 

(b) Precise ETA at Es Sider. 

If the tanker is equipped with a FM radio-telephone in the 156-1 
MHz band, communications may be established with the Es Si 
Terminal Dispatcher by calling on Channel 16, 156.8 MHz. The 
frequency is monitored continuously. The range of the Terminal stat’ 
is approximately 100 miles. 

VHF Channel 12 is also available for use as a marine workig 
frequency, although it is not monitored. 

When the Master submits his first estimated time of arrival to te 
Terminal,he shall indicate if the vessel is to load a part cargo, in whet 
case it should be stated clearly whether it is first or second part? 
loading. 

Jamahiriya Local Time is GMT plus 2 hours (GMT plus 1 hour? 
Winter). 

N.B. Vessels are requested to refrain from using VHF Channel 8,@ 
this is used as a tanker loading frequency, until such time as otte 
frequencies are available and equipment is installed. 

ARRIVAL PROCEDURE: Tenders to load crude oil cargo will normal 
be accepted and berths will be assigned to tankers in order of arrive 
provided they have valid nominations for cargo and carry clean ballas 
if any, and are in all respects equipped and ready to berth. In the evet 
that berthing is delayed on account of weather, tankers will normal 
keep their position in line. Tankers required to leave Terminal area’ 
account of weather (port closed) shall maintain contact with the Term 
via Tripoli Radio or VHF so they will be available when the weatt 
moderates. Waha reserves the right to decline to berth a specific tan 
if its condition or facilities are unsafe for berthing or loading, even thouy 
the Terminal may be open to other tankers. Waha Mai 
Superintendent's decision shall be final. 

As soon as practical after arrival, all tanks will be inspected © 
evidence of oil in ballast. Similar inspections will continue dul 
discharge of ballast. If evidence of oil appears at any time, the tan 
shall be rejected forthwith and shall not again be accepted until 
shown the ballast can be properly discharged. 

If during inspection or during progress of loading it is revealed * 
tanks are noi tight or that oil is leaking from the tanker, it shall be rejec® 
from further loading. Tanker shall not be later accepted for loading un® 
satisfactory evidence of repair is submitted, duly certified by Lloyds® 
ABS Surveyors, or other recognised surveyors. 

Upon arrival at the Terminal of Es Sider, the Master shall give Not 
of Readiness to load by wireless or VHF but not before one or other? 
the following events shall have transpired: 

(a) The Master shall have received the Mooring Master on board? 

(b) The Master shall have dropped anchor in the anchorage. 

However, the Notice of Readiness shall not be accepted unless ™ 
tanker is in every respect ready to load. 

In reporting readiness to load, the Master of any vessel arriving? 
Es Sider for the first time shall state whether the flanges on the mai 
of his vessel are such as to permit hose connections 
modification. 

A tanker shall have sufficient ballast for safe handling. Careful wae 
of the weather, frequent interchange of information between the 
and the Terminal and the knowledge of the behaviour of his tanker™ 
permit the Master to bring his tanker with minimum of ballast and the® 
reduce the possibility of violating sea pollution requirements. 
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TH: Tankers shall fly “Q" on arrival by day and display a red light 
awhite light at night to indicate quarantine conditions. 
| yf; Tankers shall keep continuous watch on VHF Channel 16 when 
ggnchor in the anchorage. Failure to keep watch on Channel 16 may 
| age them their berthing turn. 
| 6s: Not required. Waha maintains launches to assist in berthing 
These are under the direct supervision and control of the 

Master : 
gRTHING: The 3 (7-Buoy) conventional berths are approximately 
‘(mle from shore and in approximately 65 ft. of water. Central Spar 
agys of these 3 berths are: 
“perth No. 1 (Easternmost) 
Lat. 30° 38’ 58" N. 

perth No. 2 (Middle) 
Lat. 30° 39’ 06" N. 

gerth No. 3 (Westernmost) 
Lat. 30° 39’ 35” N. Long. 18° 21' 53” E. 

To the West of the 3 conventional berths is a mono-mooring berth. 
ssabout 2 miles from shore in approximately 80 ft. of water. 

Berth No. 4 

Lat. 30° 40’ 31.5” N. Long. 18° 21' 43.7” E. 

To the East of the 3 conventional berths is a second mono-mooring 
eth. It is about 3.5 miles from shore in approximately 100 ft. of water. 

Berth No. 5 

Lat. 30° 39’ 55.95” N. Long. 18° 25’ 19.13” E. 

Three lightbuoys have been placed on the North, East and West 
‘ydinal points of the manoeuvring circle for Berth No. 5. The 
ssnoeuvring circle circumscribes an area 4,000 ft. from the berth centre. 
tonventional Berths: 

The Mooring Master may reject a tanker if he deems that the tanker 
snot properly equipped; or that the tanker fails to have a full complement 
yyained personnel capable of carrying out all the berthing procedures 
din particular the hose connecting as directed by him; or that the 
wker has dirty ballast; or that the tanks are not suitable for carrying 
née oil. Tankers having a separate system of ballast tanks shall be 
emitted to discharge ballast and load oil simultaneously; however, 
proval shall first be obtained from the Waha Marine Superintendent. 
Tankers shall be equipped with an adequate propulsion unit as 
wified by an appropriate Survey Society. Tankers with inoperative or 
wally inoperative propulsion units shall be rejected. No repairs shall 
» made while the tanker is in or near a berth. 

Tankers shall have 2 bower anchors and ground tackle in good 
wking condition and in sizes and class to qualify under either Lloyd’s 
ABS ratings, even though they may have been classified by other 
Seieties, Vessels should be capable of running out a minimum of 
fathoms (11 shackles) of chain on each anchor in order that they 
sa be berthed at one of the sea loading berths. 

Tankers shall have at least one winch, in good working order, on the 
mop deck capable of heaving on two ropes simultaneously. The winch 
tums must be of such a size to be able to take at least 5 turns of 
nooring rope. 

Tankers shall have one winch on the after end of the main deck, so 
sed that ropes led through the fairleads at the after end of the main 
&k, port and starboard, can be hove on. The winch drum must be of 
wh a size to be able to take 5 turns of mooring rope. 

All tankers shall have suitable stoppers for all lines and stoppers for 
weropes. Wire ropes are a part of the permanent berths and all tankers 
val pick up the wire ropes unless an exception is approved by the 
vaine Superintendent. The exception may be based upon tanker 
‘wing suitable wires with nylon or synthetic rope tails for ease of 
‘dling by launch and launch crews. These tails should be of 
‘propriate strength and of a suitable length to enable them to be 
‘anhandied on to the mooring buoy hooks. Constant tension winches 
™’y not be used except where they can be solidly locked and the 
‘stant tension feature not used. The making fast of berth mooring 
fs on ship's reels will be treated as a last resort to be used only in 
"eabsence of sufficient bitts. 

Tankers shall have at least 9 good synthetic fibre lines of not less 
‘a9 in. circumference and at least 120 fathoms in length, with an eye 
iced in each end. These lines shall be placed out free for running; 
‘mn the after end of the main deck, and 6 on the poop deck. The 3 
"es on the after end of the main deck shall be married together so that 
‘he need arises the double length can be run on either side of the 
ker. The Mooring Master may require the use of additional ropes or 
od to effect a safer mooring, and these are to be supplied on his 

ice. 

_Tankers shall be equipped with blocks, tackle, booms, runners, and 
indry equipment to efficiently hoist the submarine hoses (5 tons at 
*Wentional berths and 10 tons at monobuoys) from the sea bottom. 

* necessary equipment includes wrenches, gaskets, nuts, bolts, 

"0ps, drip pans, sawdust, drift pins, etc. The derrick should be rigged 
"ha single wire runner of sufficient strength to be able to lift 10 tons. 

Afer the tanker is securely berthed, the submarine hoses shall be 

amidships on the port side. The base lift may weigh up to 10 tons. 

“ses shall be lifted and connected by the tanker crew. The Mooring 
“ester shall advise the tanker's officer-in-charge concerning lifting 
‘niques; however, the responsibility for all operations shall remain 
" the officer. 

‘ls believed that the facilities at Es Sider are similar to those of other 

terranean Terminals, and that, generally speaking, no unusual or 

“gue equipment shall be required by the tankers. 

Snore Stops: If it is requested by the Master of the tanker that the 
ra flow should be stopped from the shore at a predetermined 

"age, it must be clearly understood that Waha Oil Company of Libya, 
© will not be held responsible for any error, and that in the case of 
“loading, the excess cargo cannot be pumped back ashore. 

€ssels are encouraged to load and deballast at the same time 
tenting that segregated ballast tanks or double valve separation exists. 
~n0 Moorings: Nos. 4 and 5 Berths are single point buoy moorings. 
ly of the buoy is secured in a fixed position by means of 


Long. 18° 22’ 43” E. 
Long. 18° 22’ 06” E. 


~ 
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8 moorings, whilst the top of the buoy is in the form of a turn-table, 
allowing the ship's moorings and hoses to rotate and take up the position 
the vessel naturally lies due to wind, sea and current conditions. 

Vessels are normally moored by 2 bow lines only, these being 
provided by Waha. A selection of wire strops and shackles will also be 
placed on board for mooring purposes. The 2 mooring lines are hove 
in until the length of chafing chain to O.C.1.M.F. standards is brought 
inboard. According to the mooring arrangements, the Mooring Master 
will advise on the method of securing the vessel. Ship's wires or ropes 
may be required to back up mooring equipment supplied by Waha. Smits 
towing brackets will be utilised when fitted in suitable position and if they 
are of adequate strength and size. Other O.C.I.M.F. standards chain 
compressors and fittings are acceptable. However, it should be noted 
that 2 ropes are provided and therefore 2 chafe chains must be hove 
inboard and properly secured. Under no circumstances shall the ship 
be moored with the lead-in ropes. 

On advice from Waha that a vessel is to load at the mono moorings, 
she will have the following ready before the Mooring Master boards: 

(a) Port side derrick to be rigged ready to lift various wire strops, 
shackles, and hose securing equipment. This equipment will be 
placed on board at the same time as the Mooring Master boards, 
or as soon as possible thereafter, who will advise on its 
disposition. 

Forward, the vessel should have ready 2 good synthetic fibre 
mooring lines, at least 9in. circumference, 2 good 4in. 
circumference rope messengers at least 400 ft. long, or two 3 in. 
wire messengers of the same length, each fitted with a suitable 
screw shackle. Also a crowbar, spikes and hammers. 

No moorings will be required aft. 

The vessel shall make a good lee on the port side, taking due 
care that ladders and accommodation ladders are clear of the 
tanker's manifold area and overboard discharges. 

It is essential on this berth that the hoses be picked up immediately 
mooring operations are complete. On advice from the Mooring Master, 
part of the ship’s crew must be standing by at the port manifold for this 
operation. 

Hose lifting and connecting operations are basically the same as in 
conventional berths, except that hose strings are floating and therefore 
may require bowsing in rough weather. 

Vessel’s engines must be ready at all times, and under no 
circumstances is the propeller to be turned ahead without prior consent 
of the Mooring Master. Failure to comply with this may result in cessation 
of operations, and possible rejection as being unsuitable for a single 
point mooring. Any damage caused to the berth or hoses as a result of 
turning the propeller ahead without consent will be charged against the 
vessel. 

In adverse weather, a continuous lookout will be required on the 
forecastle head, by responsible persons, to keep watch on the moorings, 
manifold and hoses. 

In adverse weather the Mooring Master may require cargo to be 
loaded, in the initial stages, into the forward compartments and this 
should be complied with when requested. 

Vessels are encouraged to load and deballast at the same time, where 
this is possible. In the case of vessels with permanent ballast tanks, this 
ballast should not be started without first consulting the Mooring Master. 
LOADING: Raising, lowering, connecting and disconnecting of 
submarine hoses, as well as all other labours and duties on shipboard, 
shall be performed entirely by the ship's crew. Lack of co-operation by 
the crew in this operation will result in the rejection of the tanker, her 
return to the anchorage and any consequent loss of loading turn until 
crew are prepared to perform this work. 

Mooring Masters shall report unsatisfactory conditions to the Waha 
Marine Superintendent, who may reject the tanker until corrections are 
made. All costs accruing from these conditions shall be for the tanker's 
account. 

Loading Rates: 


(b) 


(c) 
(d) 


Conventional Berth Nos. 1, 2 and 3 40,000 b.p.h. 
No. 4 Mono-Mooring 30,000 b.p.h. 
No. 5 Mono-Mooring 50,000 b.p.h. 


BALLAST: 4 hours deballast time (before commencing loading) is the 
maximum time allowable in consideration of the open and exposed 
nature of the berths. Vessels which take longer to deballast put the berth 
at unacceptable risk if the weather deteriorates. Should a tanker be 
unable to comply with this stipulation, Waha Marine Superintendent may 
berth more suitable vessels ahead of her if poor weather conditions 
dictate. Vessels with an unduly long deballast time may be rejected. 

There are no facilities at Es Sider for the discharge of dirty ballast, 
and vessels arriving with dirty ballast will not be authorised to deballast 
in the vicinity of the Terminal. Any tanker rejected because of dirty ballast 
or sea pollution will automatically nullify its Notice of Readiness to load 
and thereby relinquish any right to priority of loading position. 

It is the Master's responsibility to see that no oil of any kind is pumped 
or spilled overboard from his tanker. This includes oily water from bilges, 
residuals from previous voyages or any other matter that may result in 
pollution of the sea. Owners and Masters are invited to examine all laws 
concerning pollution of the sea, especially in regard to the Mediterranean 
Sea area. Inspections may be made by the Libyan Ports & Lights 
Authorities, whose opinion of the cleanliness of the ballast shall be final. 

The waters in and adjacent to the Terminal of Es Sider must not be 
polluted, and only clean oil-free ballast may be discharged anywhere 
inside of a line 100 miles to seaward and roughly parallel to the Libyan 
Coastline. 

Prior to acceptance all tanks will be inspected for evidence of oil in 
the ballast and during discharging similar inspections will continue. 

Masters are warned that when disposing of dirty ballast outside Libyan 
waters, all pipe-lines, sea-suctions, strainers and pumps that are later 
to be used to discharge clean ballast, must be flushed clean so that 
there will be no chance of even a small amount of pollution when the 
clean ballast is pumped out. 
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Any vessel required to return to a position at least 100 miles offshore 
for cleaning tanks or for any similar reason, automatically nullifies any 
Notice of Readiness already tendered and at the same time loses any 
priority held for loading. On return from sea, vessel will be entered for 
loading at the time of the second arrival, when a new Notice of Readiness 
will be tendered. 

Master's attention is directed to Es Sider Notices concerning oil 

pollution and to the serious consequences of discharging dirty ballast, 
besides having his tanker rejected. 
MEDICAL: Medical assistance shall be on an emergency basis only. 
The Doctor will only board a vessel if it is physically impossible for the 
patient to attend the clinic ashore and there is no priority need for the 
Doctor's services on shore. Normally the Doctor will require the 
accommodation ladder rigged for boarding. 

If it is necessary to land a patient at Es Sider, he must be accompanied 
by an officer able to speak English or Arabic. Patient and accompanying 
person must have their Passports and International Certificates of 
Vaccination and Immunisation, and the Authorities must be advised prior 
to their leaving the ship. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: Consulates are located in Tripoli, which is approximately 
650 km. by road from Es Sider. Some countries having Consulates are: 
Algeria, Argentina, Belgium, Brazil, Chad, Czechoslovakia, Denmark, 
Finland, France, Germany F.R., Ghana, Greece, India, Italy, Japan, 
Jordan (represented by Indian Embassy), Kuwait, Lebanon, Morocco, 
Nigeria, Nationalist Republic of China, Pakistan, Saudi Arabia, Spain, 
Sudan, Syria, Sweden, Switzerland, Tunisia, Turkey, Union of Soviet 
Socialist Republics, Venezuela and Yugoslavia. 

REPAIRS: When a tanker is in or near the berth, its engines shall remain 
ready with full power for immediate use. Engine repairs shall not be 
performed near any berth. 

WATCHMEN: Not less than one capable deck officer and three able 
seamen shall be available on the deck at all times. No person under the 
influence of alcohol shall be allowed on deck. The Mooring Master's 
opinion on the sobriety of an individual shall be final. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, matches, tobacco, 
spirits, wines, beers, perfume, arms, ammunition, saccharine, and 
certain other items shall be placed under Customs seal from the time 
of arrival in port until such time as the tanker has left territorial waters. 

Each officer and crewman is allowed the following ration for each day 
the tanker is in port: (a) 25 cigarettes per day, or 25 grammes of tobacco 
or 25 grammes of cigars. (b) One litre of beer or 0.5 litre of wine. 
(c) Special provisions are sometimes made for the Master. 
REPATRIATION: No facilities exist for crew changes or repatriation. 
TIME: GMT plus 2 hours. 

SHORE LEAVE: None of the officers and none of the crew of any tanker 
shall be permitted shore leave at Es Sider. 

GENERAL: The Terminal of Es Sider operates 24 hours a day, 7 days 
a week, while weather permits. 

Range lights and mooring buoy marker lights will appear and 
disappear with unscheduled frequency. These lights are for the use of 
Mooring Masters at the Terminal, and should be disregarded by any 
tankers using the Terminal. 

Waha maintains launches to assist in berthing tankers. These are 
under the direct supervision and control of the Mooring Master. Any 
service and facilities provided by Waha, including the services of the 
Mooring Masters, launches, or berthing equipment, are at the vessel's 
risk. The furnishing of a Mooring Master, launches, or other services 
and facilities shall not be construed to be, or give rise to, a personal 
contract. Waha shall have benefit of all exemptions from the limitations 
of liabilities to which an owner or a vessel is entitled under the laws of 
the United States of America. 

When a Mooring Master and his assistants, possibly apprentice 
Mooring Masters, are assigned to a tanker, the tanker shall supply them 
with accommodation of the same standard and meals in the same 
manner as comparable personnel of the tanker. No special meals or 
special foods shail be required unless to comply with Moslem religious 
teachings. The intent is that the furnishing of meals to Waha personnel 
be kept to the minimum, compatible with the ordinary working of the 
Terminal. 

No boats may be lowered into the water, except in an emergency. 

Adequate deck lighting must be available for night mooring and 
loading. A good floodlight will be required to illuminate the area around 
the submarine and cargo hose connections during hosing and loading 
operations. During the discharge of ballast at night, the sea area around 
the vessel must be adequately lighted. If vessel is berthed on mono- 
mooring buoy, in addition to the foregoing, lights MUST be provided on 
forecastle head and over bow to facilitate supervision of moorings. 

Stores of any sort shall not be handled while tanker is under “Notice 
ot Readiness”. No stores shall be handled while the tanker is in or near 
a berth. 

Use of anchor marker buoys recommended. 

Should any tanker or craft become an obstruction in any part of the 
Terminal or approaches thereto, or in any area of the submarine pipe- 
line. Waha shall be empowered and shall have the right to take any 
steps it may deem necessary to remove the obstruction without notice 
to the Owners. All expenses of such removal shall be borne by the 
tanker or craft or by those owning it at the time of the accident causing 
the obstruction, and Waha shall be entitled to reimbursement by them 
for any such expenses incurred by it. 

Power must be available at all times on all deck winches and on anchor 
windlass while the vessel is in the moorings. 

If mooring wire winches are used, wires should be secured so as to 
enable them to be quickly let go from the vessel without damage. 

Only in an emergency shall the tanker manifold valves be closed 
against crude flow, and then only with the Mooring Master's consent. 

Should communications fail, the cessation of loading may be effected 
by a continuous sounding of the ship's whistle. This procedure will then 
stop the loading of all tankers in the area. 
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The bridge and/or contro! area shall not be locked nor othe; 
arranged to prevent immediate entry at all times by the Mooring 

In adverse or marginal weather conditions Mooring Master ma 
request that extra personnel be placed on duty on deck for te 
moorings or hoses as required. Masters are advised to Comply with ty 
request. 

The Mooring Master shall witness the plugging of all SCUPPETS. Fai 
to plug scuppers shall result in the tanker's rejection. i 

The presence of unauthorised craft alongside a tanker will Tende,; 
unacceptable. It shall be the duty of the tanker's personnel to Clear g 
such craft away from the tanker. 

When tankers are loading or discharging crude oil or ballast, and Wh 
tank tops are open or ullage plugs are open, boiler tubes shall Not by 
blown. Every precaution shall be exercised to prevent Sparks escapiy 
through the funnel or stack or from the galley stack. The Mooring Mase 
may demand all fires extinguished if he deems it necessary for Sate 

Under the interpretation accorded to the Libyan “Boycott of Israg 
Law, it is considered to be a violation thereof if a vessel Calling at; 
Libyan terminal has on board any item of Israeli origin, irrespective » 
the nature thereof, including but not limited to manufactured Producy 
fruit and vegetables, as well as empty crates, cartons, bottles and Pape 
wrappings, regardless of the country where any of the foregoing wa 
obtained. The law is strictly enforced, and the minimum penalty jy 
violation thereof normally includes a fine and confiscation of all sue 
items. Fines can exceed $1,000. 

Charts: B.A. 3344 and Italian No. 431. 


SHIPMASTER’S REPORT: May 1987. 

Prior to arrival ail storerooms were thoroughly checked to ensure the 
no produce, tools or equipment indicated that they were of Israel » 
South African origin. “Magazines”, Time, Newsweek, old Newspapen 
etc., were put out of sight as many of these publications contain polit: 
cartoons. Israeli and South African national flags were removed {ro 
the flag locker together with their respective name tags. ALL alcoty 
placed in the bonded store and listed. An accurate Stores List of selects: 
items together with a comprehensive accurate Crew Declaration lis 
were prepared. 

Fifteen minutes after berthing, Agent, Customs, Immigration and Py 
Captain boarded. Immigration checked Crew List against Passports 
Customs checked Bonded Stores List against Bond Locker. Customs 
checked coffee and sugar against Stores List. No discrepancies wee 
found and all other items were accepted. Port Captain checked vesse; 
trading certificates and had to be convinced why the vessel could ne 
produce the trading certificates translated into Arabic. This could caus 
a delay on any subsequent voyage to Libya. 

As stated in “Guide to Port Entry”, Master has to sign a Declaratir 
of Discharge, which must be endorsed by the Customs at the Por: 
Discharge and must be posted back to Libya, a copy must remain we 
the vessel. Failure to comply with the regulation will automatically mez 
a long delay and possible rejection of the vessel on any subseque! 
visit to Libya. 

As all the necessary papers were in order and no discrepancies four 
all official were polite and quite happy. 

There were no problems with mooring, loading cargo, figures, e 
However, this vessel does not have the required number of moon 
ropes to berth as per port requirements. (9 ropes required At 
See "Plan Section”. 


AUTHORITY: Waha Oil Co., P.O.Box 395, Tripoli, S.P.L.A.J. Tel: 31118 


29 (ext. 6-212). Telex: 20158 Wahalibya. Cables: Wahadl 
Contact: Marine Superintendent. 

AGENCY: See “General” before first port. 

MARSA AL HARIGA: 32.04 N. 24.00 E. (See Plan 


Also see “General” before first port. 


LOCATION: Marsa al Hariga Oil Terminal is located on the South s# 
of the harbour of Tobruk, approximately 1 mile Eastward of Marsé# 
Hariga. 

APPROACHES: Vessels bound for the terminal should approach 
harbour of Tobruk from the North-East with the lighthouse on Tob¥ 
Point bearing 238° (true). In daylight this lighthouse should be kept ® 
line with the conspicuous German War Memorial on the South side® 
the harbour. 

When about 4 miles from Tobruk Point, course should be altered ® 
224.5° (true) to bring the leading lights on Marsa Umm esc-Sciaus¢* 
line. This course should be maintained until the vessel is close to™ 
outer buoy, where one of the company’s Berthing Masters will boa 

Deep-draft vessels sailing from the terminal should avoid navigat® 
North-Westward of the leading line from Marsa Umm esc-Sciausc, 0#% 
to the presence of shoal water off Tobruk Point. 

DOCUMENTS: 
A. Customs Requirements. On the arrival of a vessel, the Too® 
Customs Authorities will require from the Master of the vessel: 

4 copies of a Crew List. 

2 copies of a List of Ship's Stores. 

2 copies of a Declaration of the Crew's Personal Belongings, inclue® 

currency, cigarettes, gifts, etc. 

4 copies of a Passenger List. 

Last Libyan (cargo discharge certificate) to be checked for validity® 

boarding, if not correct vessel has to wait outside for S¥ 
purposes. 
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I. uatpour Master's Requirements. On the arrival of a vessel, the Tobruk 
pour Master will require from the Master of the vessel: 
+ copy of a Crew List. 
scopy of a Passenger List. 
scopy of the Ship's Manifest. 
, copy of a Port Declaration (form will be made available to each 
on arrival). 
m0TAGE: Vessels coming to and departing from the Terminal will be 
and unberthed by Berthing Masters provided by the company, 
to the understanding that in all circumstances the Master shall 
sain solely responsible on behalf of his Owners for the safety and 
sper navigation of his vessel. 
‘gerthing Masters will board at the Outer Buoy. 
the Pilot and Loading Master are to be provided with cabins whilst 
se vessel is alongside. 
wWCHORAGES: If a berth is not immediately available on a vessel's 
eval off the harbour of Tobruk, the vessel will be advised by the 
mpany where she is to anchor. 
inchorage position for tankers waiting to be berthed is 1.5 miles N.E. 
| ¥ihe Outer Buoy. 


yAX. SIZE: Max. Summer deadweight 150,000 long tons and Max. draft 
gt at No. 1 and Max. Summer deadweight 130,000 long tons and 
vx draft 52 ft. at No. 2. The berths are located at the end of a T-head 
#y which extends some 700 ft. from the shore. There is a minimum 
soth alongside of 60 ft. and approach to and departure from the berth 
«be made in not less than this depth of water. Freeboard at any time 
nist deballasting must not exceed 55 ft. 


#ALTH: The Libyan Authorities will grant clearance by radio of a vessel 
ning to the terminal. Radio messages requesting clearance should 
sent not earlier than 48 hours prior to vessel's arrival off the harbour 
y Tobruk and should give the details required in the Maritime 
telaration of Health which must also be completed. 

SOURTESY FLAG: On entering the territorial waters of the Libyan Arab 
*public which commence 6 miles off the coast of Libya, vessels should 
inssible, hoist the Libyan flag, and in any event the Libyan flag must 
hoisted before entering the harbour of Tobruk. Should a vessel arrive 
shout a Libyan flag on board, one may be obtained from the Company’s 
iething Master when he boards at the Outer Buoy. 

RRIVAL MESSAGES: In addition to their arrival messages to Agent, 
esels must pass an arrival message to the terminal via the company’s 
wo station giving at least 72 hours notice of ETA and advising their 
stmates of: 

a) The quantity of cargo (in long tons) to be loaded at the terminal. 

0) The cargo loading rate (in long tons) per hour. 

¢) The quantity of ballast (in long tons) to be discharged ashore at 

the terminal. 

d) The ballast discharge rate (in long tons). 

f, subsequent to advice of their ETA there is any material change, a 
ther ETA message must be passed via the company’s radio station. 
*ADIO: Tobruk Radio 5 A1 (MF & HF). Position: 32° 02’ N. 24° 00’ E. 
*equency: 420, 500 A1, A2, 0.5 kW. 4241 kHz at 2130 GMT, 8480 kHz 
#1730 GMT, 16963 kHz at 0930 and 1330 GMT. All using A1 0.5 kW. 
ote: Station owned by Arabian Gulf Oil Company. Company telegraphic 
tress: “Injaz Tobruk’. Telex: No.: Agoco Ly 50023. All times given 
# GMT. Station keeps watch on 500 kHz during 24 hours. 

WGS: For berthing and unberthing at the terminal, vessels will be 

‘quired to use the 2 diesel tugs which are available at the terminal. 
ach of these diesel tugs has a bollard pull of approximately 25 tons. 
ERTHING: Jetty: Vessels will berth on the jetty starboard side 
ungside, depending on the prevailing weather conditions, though 
&oard side alongside is preferred. Each berthing head is T’’ shaped 
"is protected by 4 breasting dolphins. 

‘corings: Normal requirements are 4 head ropes, 3 breast ropes and 
‘Springs (Springs to be ropes whenever possible). 

‘| moorings, except the backsprings to the outer breasting dolphins 

Netty Berth No. 1 attached to quick release hooks. 
~oy Berth: Removed. 
*0SES: New loading arms installed (balanced type) are Woodfield 
‘ak4, manifold size 16in. ASA. Loading rate is maximum of 
‘00 t.p.h. per hose. 
a BARRIER: ‘“Gemlen’” floating anti-pollution booms on reels at jetty 
*ads. Boat with chemical dispersants standing-by. Anti-pollution barge 
' floating boom and oil skimmer is available. 
§ALLAST: Vessels should make every effort to arrive at the terminal 
“clean ballast and with the minimum quantity for safe handling under 
*vailing weather conditions. 
Al ballast must be discharged into shore tanks provided by the 
‘pany, unless it is clean ballast, carried in tanks which are completely 
%ated from the vessel's cargo system. However, the discharge of such 
ast into harbour waters must not be commenced until the ballast has 
**1 inspected by a company official, and he has certified that it is in 
"der to commence discharge. 
Ballast can be accepted into the Company's store tanks at rates up 
24500 t.p.h. from the jetty berths. Ballast is discharged ashore over 
rt esed by way of a loading boom. Max. quantity 35,000 tons. 
ADING: Cargo loading at each jetty berth is by means of four 16 in. 
odfield Mark 4 loading arms. Cargo loading at the buoy berth is by 
sede a 34 in. submarine line to which two 12 in. flexible hoses are 
This System permits a max. loading rate of approximately 8,000 t.p.h. 
ae! €ach jetty berth. The actual loading rate for a particular vessel will 
*Getermined prior to the commencement of loading by agreement 
aween the Master and the Company. 

wt. Method: gravity loading, max. head 360 ft. rate regulated to 
edi Loading rates: 2 lines each 4,000 t.p.h. Two 8,000 t.p.h. 
RESH WATER: Not available. 

L: Not available. 
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SAFETY: A copy of the Regulations will be given to Master when 
Company's Berthing Master boards at outer buoy. Masters should make 
themselves thoroughly acquainted with these Regulations, strict 
observance of which is required by the Company. 

In the event of any infringement of the Regulations, operations may 
be stopped and, if so, will not be recommenced until the Company is 
satisfied that appropriate action has been taken by the Master to comply 
with all the Regulations. The Company also reserves the right to unberth 
a vessel in the event of a continued or blatant disregard of any of the 
Regulations. Any loss or expense to the Company resulting from an 
infringement of the Regulations and, in particular, in the event of an 
infringement leading to an interruption of operations and/or unberthing 
of a vessel, will be for the account of the Owners. 

CONSULS: None. 

REPAIRS: No shore facilities for carrying out repairs to vessels either 
at the terminal or at Tobruk. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wines, beer, perfume, arms, ammunition and saccharine have to 
be locked up under Customs’ seal from time of vessel's arrival in harbour 
of Tobruk until time of departure. 

Whilst in harbour, each member of crew allowed following: 200 
cigarettes. All spirits, beer and wines to be placed under seal. 

No fixed allowances for cigars and tobacco. 

Libyan law prohibits vessels from having on board any goods or 
containers of Israeli origin. Any vessel having such goods or containers 
on board on arrival in the harbour of Tobruk will be liable to a heavy 
fine and confiscation of the goods or containers. The Libyan Authorities 
may, moreover, refuse to clear the vessel. 

REGULATIONS: 

1. Ship’s Garbage. Whilst within limits of harbour of Tobruk the 
throwing overside of ship's garbage is prohibited. 

2. Ship's Radio. Once vessel berthed at Terminal the use of her radio 
will not be permitted. 

3. Ship's Boats. Use of ship's boats not permitted within limits of 
harbour of Tobruk. 


SHIPMASTER’S REPORT: April 1983. 

Anchorage: Anchorage position for tankers is from 1.5 miles — 2 miles 
N.E. of the Outer Buoy. Holding ground is bad. As soon as wind 
increases up to Force 7 and swell grows, it is best to heave up the 
anchor and to proceed to sea and wait, keeping watch on VHF Channel 
16. 

Many vessels have lost anchors. 
Max. Size: Berth No. 1 — Max. draft 56 ft. Berth No. 2 — Max draft 52 ft. 


AUTHORITY: General Ports and Lights Administration, P.O.Box 648, 
Tripoli, Libya. 

Operator: Arabian Gulf Oil Co., P.O. Box 44, Tobruk. Tel; 87-22044/7. 
Telex: Agoco Ly 50023. Cables: Injaz Tobruk. FAX: 22044 Tobruk. 
Contact: Marine Department or Terminal Manager. 


AGENCY: See “General” before first port 


MARSA EL BREGA: 30.25 N. 19.34 E. 


Also see “General” before first port. 


(See Plan) 


SIGNALS/FLAGS: The Libyan maritime authorities require all vessels 

conducting business with Libyan ports, or plying the Libyan territorial 

waters, to strictly comply with the following standing international 
maritime practices: 

1. To sound whistle signals appropriate to the different vessel 
manoeuvres, as well as during entering and leaving ports. 

. To fly the flag of the country of registration when approaching port(s) 
of destination, and during vessel's stay in port. 

. To salute Libyan navy vessels upon approaching such vessels. 

. All ships must fly the Libyan flag when inside territorial limits. 

. Libyan Law does not permit ships using Libyan waters to retain Israeli 
flags, stores or literature pertaining to Israel on board, even though 
these may be normally part of the vessel’s navigation equipment. 
Failure to adhere to the above may result in penalties by the 

Authorities. 

LOCATION: Marsa-el-Brega is located in the South-Eastern part of the 

Gulf of Sirte in Lat. 30° 25’ 0” N., Long. 19° 34’ E. It is an open bay 

contained between Ras Magdar and an unnamed headland some 

3 miles to the West. 

Vessels calling at Brega should have on board B.A. Charts No. 3350 
and 3354, or H.D. Chart No. H203. No charts are available at Brega. 

The Brega Sea Buoy is located in Lat. 30° 27.55'N., 
Long. 19° 35.1’ E. A white flashing light is exhibited on a orange/white 
pillar buoy at a height above the water of 6.1 m. The light’s characteristic 
is one flash every ten seconds (Fl. 10 sec.). 

Single point mooring Berth No.5 (SPB5), is located in position 
Lat. 30° 26’ 45.26” N., Long. 19° 34’ 7.4” E. 

Single point mooring Berth No. 6 (SPM 6), is located in position 
La. 30° 26’ 17.3” N., Long. 19° 33’ 1.3” E. The mooring buoys exhibit a 
white flasing light (characteristic “U”). 

Bow mooring (out of service) in position Lat. 30° 26’N., 
Long. 19° 33.9’ E. with a flash red light (2 ev. 5 sec.) at a height of 
28.34 m. above sea. 

Radio beacon (Aero) is located in Lat. 30° 25’ N., Long. 19° 34’ 14” E. 
Call sign is “MB” and operates continuously on a frequency of 403 kHz. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Englan 


A single flare is located in Lat. 30° 24’ 31.9” N., Long. 19° 35’ 49.7” E. 
Three other flares are located approximately 2,213.36 m. to the West 
and Southwest. The flares, when burning, can be seen at extreme 
distances. 

Numerous lit and unlit buoys are located within the restricted area 
shown on B.A. Chart No. 3350. Vessels are cautioned that these buoys 
may change position due to weather. Vessels are not permitted to enter 
restricted area shown, without a Brega pilot on board. 

Brega is radar controlled with scanner in position Lat. 30° 25’ 02.5” N., 
Long. 19° 34’ 55.6” E. Height of tower 34.19 m. 

Berth No. 2 (Naphtha) consists of 5 mooring buoys in position 
Lat. 30° 25.30’ N., Long. 19° 35.45’ E. 


DOCUMENTS: Customs and Immigration Officials will board the vessel, 
except in adverse weather. All relevant documents are supplied by the 
Agent. The Master will sign and stamp the papers. These will then be 
handed over to the Authorities before clearance for loading is granted. 

When ships clear inwards, they should complete the necessary forms 
for members of the crew, and all goods held (e.g. liquor, cigarettes, 
cameras, money, etc.) with the crew members’ signature and rank. This 
form is ordinarily supplied in advance, however ships making their first 
call at Libya will receive advance forms for future calls. 

Customs, Immigration and Lights Authorities Forms: 

Port Declaration — Form P.L. 7 (1 copy). 

(Title in Arabic) Inward Report — Form C.L. 128 (3 copies). 

Cargo Manifest Inward — Form C.L. 1 (3 copies). 

Report Outwards — Form C.L. 4 (3 copies). 

Crew Manifest Inwards — Form C.L. 31 (2 copies). 

Export Manifest Form C.L. 155 (6 copies). 

Certificate of Discharge (see below). 

Ship's Forms: 

Crew List (3 copies) (also 1 copy to be handed to Pilot). 

Stores List (2 copies). 

Clearance from Last Port (1 copy). 

Certificate of Discharge (Tankers only) from last Libyan Cargo. 
Certificate of Discharge: \f vessel has not called at a Libyan port since 
October 18th, 1973, then a letter is required from the Master, addressed 
to the Secretariat of Petroleum, stating that he undertakes to mail the 
Certificate of Discharge, for the present cargo, from the port of discharge 
and retain one signed stamped copy on board. It is essential that the 
Certificate of Discharge for any petroleum cargo loaded after that date, 
be on board the vessel and it must be clearly signed and stamped by 
the Authorities at the port receiving the last Libyan cargo. Vessels may 
Inca delays or be refused loading permission where this is not complied 
with. 

One copy to Secretariat of Petroleum, P.O.Box 2655 and 5335, Tripoli. 

One copy to Marine Superintendent, Sirte Oil Co., Sirte Field, 

P.O.Box 385, Tripoli. 
PILOTAGE: The services of a Pilot/Mooring Master are provided. He 
will normally board the vessel in the vicinity of the Brega Buoy and will 
advise the Master on approaches to the berths, mooring and unmooring, 
connecting and disconnecting cargo hoses, and all other operations 
within the berthing area. Vessels are cautioned not to enter the restricted 
area without the services of a Brega Pilot. Pilot ladder must conform to 
international safety standards. 

The Master of the vessel shall notify the Pilot of any special conditions, 
difficulties or peculiarities, such as defective equipment, lines or gear, 
which might impose special hazards in connection with handling, 
mooring or loading the vessel. 

The pilot will decline to moor vessels if they are not equipped with 
satisfactory mooring equipment, lines, gear, etc. 

Vessels must be moored to the entire satisfaction of the Pilot, and 
must be ready at all times, to put out more lines or to adjust the lines 
as required by any change in the weather, or as requested by the Pilot. 
Masters are responsible for the frequent monitoring and careful tending 
of moorings throughout period on the berth. 

Masters of vessels are reminded of their obligation to comply with 
statutory rules, and are requested to comply with the following: 

The officer responsible for the embarkation or disembarkation of the 
Pilot must be a Watchkeeping Officer. 

The pilot ladder must be properly secured and adequately illuminated. 

The ladder must be in good condition. 

The length of the ladder should not exceed 30 ft. 
For vessels loading Crude/Naphtha, a 
accommodation/pilot ladder should be used. 

Spreaders are to be positioned at intervals of not more than 10 tt. 

Two manropes in good condition should be ready but not lowered, 
unless so instructed by the Pilot. 

A lifebuoy with a safety line and self-illuminating light must be available 
ai the embarking area. 

If, in the opinion of the Pilot, the pilot ladder is not safe, the Pilot may 
refuse to board the vessel, and thus cause delay to the ship. Such 
delay would be for ship's account. 

Vessels are cautioned not to enter the restricted area without the 
services of a Brega Pilot. 

ANCHORAGE: Suitable anchorages are located 0.5 miles — 2.0 miles 
Northeast to East of the Brega Buoy in 22 m. — 23 m. depth. 

Vessels are not permitted to anchor within 0.5 miles of the channels 
into the inner harbour, and are to keep clear of the 143° 41’ leads. 
RESTRICTIONS: Shahat Shipping Co., Benghazi, advised in January 
1984 that only tankers and self-equipped Ro/Ro vessels with forklift and 
drivers are acceptable at the port, due to non-availability of labour. 

No conventional general cargo ships can be discharged until further 
notice. 

In February 1984 Shahat further advised that receivers may discharge 
cargo by their own labour. 

MAX. SIZE: Maximum draft for vessels entering or sailing from the inner 
harbour is 10.0 m. 
Also see “Berthing”. 
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TUGS: Marsa-el-Brega Port maintains tugs and mooring launches. 
assist vessels to moor and unmoor. 
HEALTH: Quarantine signals must be displayed upon entering B;, 
port limits in accordance with international practice, and shall 
continuously displayed until Pratique is granted. 
RADIO: Arrival Advice: The Owner, Master, Charterer or Agent 
cable the following information to Brega Marine, P.O.Box 385, T 
Libya, S.P.L.A.J. (Telex 301 20/21/22 SIRTCO LY or 50557 SIRTCOly 
through Tripoli or via Malta, if beyond communication range of Tripg 
72 hours in advance, and at least 48 hours with subsequent Upda 
message 24 hours before arrival. 

The cable/telex office is closed between 1900 hrs. and 0709 
allowance for delays due to this, and other causes, should be allow: 


or. 
ALL VESSELS: 
Name of vessel. 
Flag. 
Gross tonnage. 
Nett tonnage. 
Summer deadweight. 
Anticipated draft at loaded condition. 
Last port. 
Next port. 
ETA at Brega (local time). 
Agent. 
Length of vessel. 
TANKERS LOADING CRUDE: 
Distance bow to manifold. 
Segregated ballast or deballast time required. 
Size of manifold (1 16 in. American Standard). 
Safe working load of derrick. 
Inert Gas System working and tanks inerted. 
Vessel fitted with bow chain stopper (AKD). 
Certificate of Discharge on board from last Libyan cargo, and if po 
of discharge same as port cleared for. 
Cargo required by vessel. 
TANKERS LOADING NAPHTHA: 
Segregated ballast or deballast time. 
Size of manifold (1x12 in. American Standara). 
Minimum of 10x10 in. circumference fibre or synthetic moor 
ropes (for use at after end of ship). 
Safe working load of port derrick. 
Certificate of Discharge on board from last Libyan cargo, and ifpe 
of discharge same as port cleared for. 
Inert Gas System working and tanks inerted. 
CARGO SHIPS: 
Amount of cargo on board for discharge. 
Receivers of cargo. 
Advise number of stevedore gangs required. 

Latitude 32° 30' N.: 

As a rule, vessels are no longer required to receive permission pw 
to crossing Lat. 32° 30’ N. en route to Brega. It is sufficient to conte 
Maritime Radio Tripoli or Benghazi giving ETA at Lat. 32° 30’ N. at 
proceed to Brega. Should permission be denied, vessels will 
contacted accordingly. 

VHF: Port Control: Marsa-el-Brega Port Control is equipped with V# 
radio. 

The following communication procedure should be adhered to: 

Vessels approaching Brega should call Brega Port Control » 
Channel 16, at least 1 hour before arrival. 

Prior to Pilot boarding, the vessel will be allocated one of 5 workit 
channels (6, 9, 12, 13, 14). Sirte Co. vessels are equipped to oper. 
on these channels. 

Note: Whilst in Libyan Territorial waters, it is prohibited for vessels! 
use Radio and Wireless Telegraphy. However, VHF communicatio® 
between vessels and Libyan Ports Authorities are not affected by 
prohibition. 

BERTHING: Crude Oil Berths, SPM No. 5 and SPM No. 6: 

Maximum size of vessel: 300,000 d.w.t. 

Length and draft unrestricted. 

Flowrate: 48,000 bbis./hr. 

API approximately 40.5. 

Mooring consists of a monobuoy to which are attached 2x15? 
Samson lines. These are shackled to a single 3 in. Chaffing chain, wie 
is attached to a pick-up line. 

1. The ship’s Panama lead should have minimum inside dimensions! 
40 cm. high and 60cm. wide. In the event that a vessel is ® 
equipped with a suitable Panama lead, alternative fairleads wil® 
examined. Should the alternative fairleads be considered insuffice’ 
to accommodate the 3 in. Chaffing chain, the vessel will not® 
berthed. 

In case of vessels without Chain stoppers (AKD) fitted, strops ® 
shackles will be placed on board. PLEASE ADVISE. 

2. The vessel is required to have ready a good 3.5 in. — 4 in. messe® 
line ready, and at least 137.25 m. in length. 

3. Port derrick should have a S.W.L. of 10 tons, and be ready on arm 

4. Vessels berthing at the SPM's must have their anchors secured, # 
to underwater PLEM and pipelines. 

Floating hose is 24 in. with a 16 in. over-the-rail hose. Ship's man 
should be ready to receive 1x16 in. hose (American Standard) , 

5. All mooring, unmooring and hose operations are done by the S% 
crew as indicated by the Mooring Master. 

Notice of Readiness will be accepted only when the Pilot boards®™ 
vessel in the vicinity of Brega Buoy. 
Naphtha Berth No. 2: 

Maximum size of vessel: 55,000 d.w.t., in good weather. 

Maximum length: 244 m. 

Maximum draft: 12.8 m. 

Maximum flowrate: 21,000 bbls./hr. 

API approximately 70. 


snips should have ready aft, a minimum of 10 10 in. circumference 
are or synthetic mooring ropes in good condition, each not less than 
m. (120 fathoms) in length. Mooring wires are not normally 
, ceptable. It is recommended that 4 ropes be ready on the main 
, two on each side. 
sport derrick to be ready to receive one 12 in. hose. 
| goth anchors to be ready and working. 
i Mooring and hose operations by ship's crew. 


»auct Dock: 

' vaximum draft: 7.92 m. 
wtty length: 260 m. 
wading arm 129 m. from corner. 
yessels loading or discharging refined petroleum will be berthed at 
» product jetty. me 
yessels Cannot remain alongside the Breakwater except in fine 
gainer 


yg Jetties A (North) and B (South): 

ead, stern and breast lines to dolphins. 

Springs are secured to the central pier, and in addition shore springs 
en the pier are taken on board. 

vessels must be ready to leave at short notice. 

%4 Jetty A: Connection on East Breasting Dolphin. 

3G Jetty B: Connection on centre berth position. 

‘gstic Jetty A: Connection on North Breasting Dolphin. 


ygo Quay — West Side (Sirte Oil Co.): 

Vaximum size of vessel: 152.5 m. 

Yaximum draft: 7.92 m. 

Snips must have adequate unloading gear. 

The following restrictions and conditions shall be observed by 

wsters, consignees and Agents: 

The permission of the Operations General Manager must be 
obtained before a ship can berth to handle cargo that is non-Sirte 
Oil Co. 

)Unloading must be from ship to truck, and no marshalling 
arrangements can be made available inside the area. 

| Unloading operations may not be performed, except during daylight 
hours as determined by the Marine Superintendent. 

‘loading trucks will adhere strictly to Sirte Oil Co. safety rules. 
iArangements for the entrance and movements of stevedoring 
personnel must be coordinated with Sirte Oil Co. Security Division. 

iThe stevedores will be held responsible for cleaning up after 
unloading the vessel, under direction of Sirte Oil Co. Materials 
Division. 

‘Ten (10) days advance notification must be given to the Marine 
Division. 

i All vessels with or loading Sirte Oil Co. cargo will be given priority, 
even if this requires interruption of the unloading operations of other 
cargo vessels. 


Ro-Ro facility can be used by suitable vessels when Product Jetty is 
soccupied. 
Height of jetty above sea level approximately 1.5 m. 


’st Side of Inner Harbour (NAPETCO): 

Jetty No. 1: Ammonia and methanol. 

Jetty No. 2: Ammonia, methanol, acid and caustic. 

Maximum size of vessel: 30,000 d.w.t. 

Overall moorings: Jetty No. 1 — 334 m. Jetty No. 2 — 341 m. 
oad section: 42 m. 

Maximum draft: 10 m. 


va Berth: 

Overall length: 200 m. 

Yokohama fenders in centre, 62.5 m. from each end. 
drat restriction: 8.8 m. (29 ft.) even keel. 


at Cargo Quay: 

Length of Quay: 394 m. 

Maximum draft: 9.2 m. 

Height of Quay: 2.7 m. 

Maximum size of vessel: 15,000 d.w.t. 

Suitable Ro-Ro vessels may berth stern on to the quay. 

Ships using the Eastern part of the harbour are controlled in the same 
‘®ner as in the Western part of the harbour, together with any particular 
“8s concerning the individual berths therein, that the National 
“tochemical Co. may apply. 

‘NKERS: Communications: During loading offshore communications 
“ween ship and shore is via VHF. In the event of a breakdown in 
‘Mmunications, the ship should sound the emergency signal, 
prising a succession of short blasts on the ship's whistle. All loading 
"then cease until radio contact with the shore has been re-established. 
ety Rules: Safety rules for tankers are as the “International Safety 
ade for Oil Tankers and Terminals.” and IMO Recommendations on 
®Safe Transport, Handling and Storage of Dangerous Substances in 
Areas (Assembly Resolution A.435 (XI). 

Mooring Master is authorised to suspend operations in any cases 
"ee dangerous conditions or practices are deemed to exist, and if 
*2d be removed from berth. 

_/essels at Sea Berths are not to adjust mooring lines before consulting 
®PilotMooring Master. 
last: As soon as practicable after arrival and prior to acceptance, 
alast will be inspected for evidence of oil. Samples will be sent ashore 
“esting. Inspection will continue during discharge of ballast. 
_'€vidence of oil appears, the vessel may be returned to sea, or made 
“*8ep the dirty ballast on board. 
iy vessel required to return to sea for the purpose of cleaning tanks 
aa, any similar reason, automatically nullifies any Notice of Readiness, 
‘2 at the same time loses priority held for loading. On return, a new 
“ce of Readiness must be tendered. 
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Vessels not having sufficient illumination will not berth if discharge of 
ballast continues after dark. 

Loading Precautions: Masters are responsible to see that no oil is spilled 
from their ship. 

If during inspection while loading, it is revealed that the ship's hull is 
not oil-tight, the ship will be rejected and refused further loading. 

Vessels will be encouraged to discharge ballast and load oil 
simultaneously, subject to the loading rate. 

Vessels Loading Crude and Naphtha: Inert Gas/Closed Ullage 
Requirements: It is a requirement of the amendment to “International 
Convention for the Safety of Life at Sea 1974”, Regulation 60, that the 
vessel be fitted with an Inert Gas System. It is also a requirement of the 
same convention and the “International Safety Guide for Oil Tankers 
and Terminals” (ISGOTT) that, prior to loading, the cargo tanks must 
be inerted in accordance with the guidance laid down in Chapter 9 of 
ISGOTT and the |.M.O. Publication “Inert Gas Systems” 1983 edition. 

Unless vessel's cargo tanks have been inerted to the required 
standards, that is, not more than 8% oxygen content by volume, the 
terminal operators will not commence loading and any delays arising, 
until such time tanks are inerted to the required oxygen level, will be to 
vessel's own account, and Notice of Readiness will not be accepted. 

Furthermore, it is also a requirement of Regulation 60 that the vessel 
is fitted with a Closed Ullaging System. The use of which, during loading, 
will ensure that the inert gas/hydrocarbon vapour mixture is expelled 
only through the venting system designed for the purpose, and not 
through the ullage/sighting ports or any other deck openings. 

These requirements are necessary to comply with “SOLAS” 

requirements, and to protect the terminal facilities and Sirte Oil Co. 
require vessel to confirm that they will in fact be met by signing and 
stamping last page of the terminal booklet. 
SPM Berths No. 5 and 6, (Crude Cargo): Forecastle Head Watchman: 
A watchman must be stationed on the forecastle-head at all times to 
report any failure of moorings. He should also report immediately if the 
vessel tends to “ride-up” to the buoy. 

He should be equipped with the appropriate means to communicate 
with the Officer of the Watch. 


INSPECTION/POLLUTION: Arrival: As soon as practicable after arrival 
and prior to acceptance, all of the vessel’s tanks will be inspected for 
evidence of oil in ballast tanks. Inspection will continue during discharge 
of ballast. If evidence of oil appears at either of these inspections, the 
ship must return at once to sea and clean tanks, etc., in accordance 
with the procedures as laid down in the booklet entitled “Clean Seas 
Guide for Oil Tankers — The Operation of Load on Top” as issued by 
the International Chamber of Shipping — Oil Companies International 
Marine Forum. 

Any vessel required to return to sea for the purpose of cleaning tanks 
or for any similar reason automatically nullifies any Notice of Readiness 
already tendered, and at the same time loses priority held for loading. 
On return from sea, vessel will be entered for loading at the time of the 
second arrival when a new Notice of Readiness will be tendered. 

In addition to the lights usually displayed, vessels discharging ballast 

or loading cargo during darkness, will illuminate the area round the ship 
to the satisfaction of the Mooring Master in order that any oil on the 
surface of the sea may be readily detected and appropriate action taken. 
Vessels not having sufficient illumination will not berth if discharge of 
ballast continues after dark. Vessels having sufficient illumination will 
take precedence in berthing order. Vessels should provide suitable 
floodlights for working on deck during night operations, and should 
designate a responsible person to keep a continuous watch on hoses 
and moorings at all times during sea berth occupancy. 
Loading Precautions: Masters are responsible to see that no oil (crude, 
bunker, diesel or bilge) is pumped or spilled overboard from their ships. 
Cargo hose should be inspected to ensure proper connection; drip pans 
should be in place, especially when disconnecting hose; scuppers 
should be plugged tight to contain possible spills; loading valves should 
be checked and tested to ensure proper operation and tight shut off; 
unused cargo and bunker connections should be blanked off; stern 
discharge line, if any, should be closed and blanked off; all sea valves 
should be closed and lashed shut upon completion of deballasting; the 
ship should provide sufficient staff (a minimum of one officer and three 
other crew members are recommended) to ensure proper supervision 
of loading and topping off operations. 

If, during first inspection or during progress of loading, it is revealed 
that ship's hull is not oil-tight, ship will be rejected and refused further 
loading. Ship will not later be accepted for loading unless satisfactory 
evidence, duly certified by Lloyd’s or American Bureau of Shipping or 
other recognised survey agency, of effective repair is submitted. 
Contamination of the Sea: In the event any vessel should discharge dirty 
ballast or spill oil in the vicinity of the Brega Terminal area, Sirte Oil Co. 
retains the right to take any action that may be necessary to clean up 
the contaminated area whether the contamination is upon the sea or 
the shore, or upon any structures or properties located in or upon the 
sea or upon the shore. In addition, Sirte Oil Co. shall have the right to 
settle any claims of third parties arising from such contamination. All 
costs and expenses incurred by Sirte Oil Co. to carry out the cleaning 
up of such contamination, or the settlement of third party claims, shall 
be borne by the vessel or by those owning the vessel at the time of the 
said contamination, and Sirte Oil Co. shall be entitled to reimbursement 
by said owners for any such cost and expenses. 


FRESH WATER: No fresh water is available. 
FUEL: No bunkers are available. 


REPATRIATION: Crew members cannot pay off or leave the vessel at 
Marsa el Brega except in cases of emergency. Even in an emergency, 
it should be noted that Seamen's Books are not valid under the Libyan 
law. A valid passport is required, and with adequate notice by radio it 
is possible to obtain an exit visa for a crew member leaving in an 
emergency. 
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SAFETY: The vessel's personnel are responsible for the safety of the 
vessel and must take all necessary precautions, whether or not so 
advised by the Mooring Master, having in mind the hazards of the 
operation because of the product being loaded, weather conditions and 
any other circumstances requiring special care or caution. 

While a vessel is moored, all the vessel's personnel and vessel's 
Operations must comply with or be in accordance with the following 


Safety Rules: 

(a) Smoking is prohibited on the open decks of vessels. Smoking 
is permitted on board vessels only in enclosed spaces 
specifically assigned by the Master as Smoking Areas. 

Before any loading commences all scuppers on the loading deck 

through which oil might escape overside must be tightly plugged 

and must be so maintained throughout the period the vessel 
remains within the limits of the harbour. 

(c) The Master is responsible to see that oil from the vessel is neither 

spilled nor pumped into the water. At all times while loading cargo, 

all openings to the loading deck from crew, engine, galley and 
other dangerous areas shall be tightly closed. 

Boiler tubes are not to be blown. Every precaution must be taken 

so that sparks do not at any time escape from the funnel or stack. 

(e) Ship's wireless is not to be operated while vessel is in the berth. 

(f) Two hoses with spray nozzles to be laid out near manifolds and 
pressure maintained on fire mains at all times. Two suitable 
portable fire extinguishers (foam or dry powder) should also be 
available and bags of sand kept near manifold to contain any 
small oil spillage. 

(g) Please note carefully that the Mooring Master is authorised to 
suspend operations in case any of the foregoing Safety Rules 
are not observed and in all cases where dangerous conditions 
or practices are deemed to exist. 


(b 


a 


(d 


a 


Shore Alarm Signals: 

Category 2 (Serious Incident): Three 2 second blasts of the District 

siren. 

Category 3 (Major Disaster): A series of three Category 2 alarms. 

hips: 

Fire: Six (6) or more short blasts, followed by a long blast repeated until 
shore contact, and continuous ringing of vessel's fire alarm system. 
VHF Radio: A// vessels to stand by Channel 16. 

Fire or Explosion on Board Crude Vessel Berthed Offshore: 

A. Responsible officer to man bridge, engines to be put on standby 
and crew to disconnect hoses as soon as possible. 

B. Loading to be stopped on other vessels berthed offshore. Hoses 
to be disconnected and hung off, engines put on standby and crew 
standing by to vacate berth if necessary. 

C. Vessels at anchor in the vicinity of the Brega Buoy to have 
engines on standby, with crews ready to heave up and put to sea if 
need arises. 

Fire or Explosion on Board Ships in Inner Harbour: 

A. Master to call Port Control on VHF Channel 16 with details. 

B. Loading arms or hoses to be disconnected as soon as possible. 

C. Loading or discharging to cease immediately on other vessels in 
harbour and offshore berths. Vessels to standby to vacate berths if 
necessary. 

Fire extinguishers and hoses with nozzles capable of projecting a fine 
spray (fog) should be rigged in the vicinity of the loading/discharging 
manifold with fire mains pressurised at all times. (See 13.2.2.3 of |.0.T. 
& T.S.G., 2nd Edition). 

Crude Oil Health Hazards (Hydrogen Sulphide Content) 

A sour crude can be defined as one containing Hydrogen Sulphide 
(HS) within the range of 0.05 cu.ft. to 8.8 cu.ft. per 100 gallons or 
capable of generating atmospheric Hydrogen Sulphide concentrations 
of 5 to 1,000 p.p.m. Hydrogen Sulphide vapours in air are extremely 
toxic and the Maximum Allowable Concentrations (MAC) for personnel 
exposure throughout an eight hour day is 10 p.p.m. The gas is highly 
odorous and a particular hazard is its special effect of Causing paralysis 
of the olfactory nerve, thus destroying the sense of smell. 

Escape of Hydrogen Sulphide vapours from crude oil is relatively facile 
and due to a heavier than air effect (S.G. 1.19) may justify additional 
precautions under some atmospheric conditions. 

The following medical effects on personnel exposed to Hydrogen 
Sulphide represent an indication of the degree of vigilance necessary 
to prevent or minimise exposure: 

Atmospheric Personnel Reaction 

Concentration Range 

(i) 50-100 p.p.m. Slight irritation after exposure for 1 hour. 

(ii) 200-300 p.p.m. Marked irritation after exposure for 1 hour. 


(iil) 500-700 p.p.m. Loss of consciousness after exposure of 
30—60 minutes. 
(iv) 700-900 p.p.m. Rapidly produces unconsciousness and 


death occurs a few minutes later. 

The particular hazards introduced by the carriage of crudes containing 
Hydrogen Sulphide may be restricted by observing the following 
practices: 

(1) Every opportunity should be taken to utilise closed loading 

facilities to discharge displaced gas remote from deck areas. 

(2) During loading operations, where large volumes of gas are 
discharged to atmosphere, regular observations should be made 
of gas concentrations about the decks. 

(3) Any persons engaged in sampling, gauging, sighting open cargo 
tanks or disconnecting cargo hoses, should work windward of 
the vapour source and should be kept under surveillance from 
a safe area. 

(4) In the event of a person being rendered unconscious by vapours 
with high Hydrogen Sulphide content, urgent removal to a safe 
area and application of artificial respiration is of prime 
importance, followed by the early attention of a qualified medical 
practitioner. 
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(5) In respect of loading crude with a high Hydrogen Sy’ 
content, it is not necessary to take water dips after load 
ullages as indicated by “Whessoe” or other automatic ga 
are acceptable on vessels fitted with this type of equi 
Cargo samples taken from the shore meter battery . 
acceptable. 

(6) In respect of transporting crudes with a high Hydrogen Su 
content, one day prior to arrival at the discharge Por, 
pressure/vacuum valves should be jacked open to allow 
concentrations to escape to atmosphere at the masthead; thy 
prior to berthing those valves should be reset in the Operaty 
position. 

The degree of sourness is normally indicated by the Hyd 
Sulphide content in p(arts) p(er) m(illion) liquid measure. The Hyd 
Sulphide contents of various types of sour crudes so defined are» 
follows: 


Hydrogen Sulphide 


Crude (p.p.m. Liquid Measure) 
Agha Jari 20 
Jambur/Bai Hassan 40 
Kirkuk 40-70 
Gach Saran 70 
Brega 260 
Qatar 200-300 


The Atmospheric Hydrogen Sulphide concentration varies Materia) 
with atmospheric conditions. Particular caution should be OXErCigg 
when petroleum vapours generally tend to concentrate about the deck 
H,S is readily detected with a MSA Toxic Gas Detector. 

The precautions referrred to above should be carefully observed: 
all times. 

MEDICAL: There are limited medical and dental facilities at Marsa ¢ 

Brega. Personnel requiring urgent medical treatment may obtain it, by 

this will only be undertaken in serious cases. The cost of transport ay 
treatment will be charged to the vessel. A form entitled “Charges fy 

Ship Account” must be completed in quadruplicate and sent ashore we 

the person requiring treatment. This form can be obtained from the Ship 
Agent. 

Masters of vessels arriving at Marsa el Brega who require medic: 
treatment should give advance notice of their requirements by rade 
whenever possible. 

REPAIRS: No repairs are allowed to ship's engines while vessels a 

moored in the berths. Ship's engines should be ready for use on shy 
notice in case the vessel has to vacate the berth suddenly because: 
bad weather. There are no repair facilities for ships available at Breg: 
SHORE LEAVE: Ship's personnel are not permitted ashore, nor ont: 
wharves or jetties for any purpose whatsoever. 

WEATHER: Meteorologic and Oceanographic Information: 

1. Sea conditions: Mid December to mid April, maximum wave hei 
25 ft. — 30 ft. Late April to early November wave height can rea? 
12 ft., particularly during afternoons, when winds can attain a veloc 
of up to 35 knots. 

2. Wind direction and velocity: Late December to end of February wit 
direction mostly North-Westerly with a velocity of up to 75 knot 
March to May wind direction varies with land/sea breeze effect w 
a velocity up to 15 — 35 knots. June to August mainly Northerly s# 
breezes. September to early November mainly light winds but we. 
occasional gales and sand occurring. Maximum wind — 
45 knots. | 

3. Vessels should not remain at Anchor in bad weather. 

4. All berths in the inner harbour are adversely affected during perio 
of bad weather, particularly when the prevailing wind is from | 
North-West. 

5. All vessels in the inner harbour are therefore required to be reat 
to proceed to sea, as directed by the Marine Superintendent or ® 
representative, when adverse weather prevails or is expected. 0% 
hour's notice will be given to Masters, should it be deemed necess#! 
to vacate the berth. ’ 

6. Masters of cargo/product vessels are cautioned that seaweed’ | 
suspension is present in the inner harbour area, and all precautio® 
should be taken to avoid blockage of main engine intakes. 

Weather: 

Rain and thunderstorms September — April 

Sand storms March — June 

Fine with mostly little cloud June — August. 

Temperatures: May to October: Maximum temperature 120° F. Nom 
day temperature 95° F. ; 
November to April: Minimum temperature 35° F. and maximum 85°F 
Humidity: Generally low during periods of maximum temperature. 
PORT REGULATIONS: 

Cargo Vessels: Also see “Max. Size”. 

The following restrictions, conditions, rules and priorities shal © 
observed by Masters, Consignees and Agents of Non-Sirte Oil Co. ca? 
vessels calling at Marsa el Brega and berthing at the Sirte Oil Co. ca? 
jetty. 

1. The permission of the Operations General Manager must® 
obtained before a non-Sirte Oil Co. cargo vessel can discharge. ™ 
Operations General Manager also designates certain priorities Ww 
may change from time to time. Agents of cargo ships must keep in to 
with Marine Superintendent who will advise them of the priority assio®™ 
to their vessel. 

2. Maximum vessel draft 26 ft. 

3. Maximum length overall 500 ft. 

4. No repairs may be carried out to the propulsion machinery du 
the unloading operation and the ship must remain mobile and be 
to manoeuvre at all times. 

5. Vessels must be equipped with their own unloading Gear. 

6. Unloading must de from ship to truck and no ma 
arrangements can be made available inside the reserved area ™ 
unloading operations must be completed rapidly. 


+ Unloading operations may not be performed except during daylight 
ggs as determined by the Marine Superintendent. 

+ Loading trucks will be required to adhere strictly to Sirte Oil Co.'s 
wey rules, particularly while operating within the limits of the Industrial 
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+ Arrangements for the entrance and movement of the stevedoring 
«sonnel must be coordinated with Sirte Oil Co.'s Industrial Security 

No housing or victualling will be provided for stevedoring 
sonnel. All expenses, costs, remunerations and compensations 
sociated with this activity will be borne directly by the company 

ed. 

The stevedores will be held responsible for cleaning up after 
pletion of unloading. 

‘4; No victual, water supply or bunkering service is available for 
«sels calling at Brega. 

“@. Advance notification must be given to Sirte Oil Co. Marine Division 
-east 10 days prior to arrival of vessel at Marsa el Brega. ETA of 
«sel to be notified 72 hours prior to arrival and confirmation and 
eonfirmation 48 hours and 24 hours respectively prior to arrival. 

4 A system of priorities for cargo vessels entering Brega is in 
evation as follows: 1st — Sirte Oil Co. cargo, 2nd — N.O.C., 3rd — other 
«sels. This system will apply even though this requires interruption of 
wrtions of vessels already berthed. 

«4 Weather and sea conditions, particularly during the period 
seember to April of each year, impose severe restrictions on the cargo 
wusage. Among these restrictions are the discontinuation of unloading 
sithe unberthing of the ships as a safeguard against ship and berth 
gnage. 
oe hour's notice will be given to Masters should it be deemed 
wessary to vacate the berth due to bad weather. 

‘5, Sirte Oil Co. shall not be held reponsible for any waiting period 
ygelay (demurrage) related to the entry of cargo ships, nor be liable 
yany costs or compensation in that connection, regardless of the 
scumstances. 

‘6. Sirte Oil Co. shall not be held liable for any loss, damage or injury 
‘may occur to any property or persons whatever the cause thereof 
song as they are related to or resulting from the use of the port. Such 
ss, damage or injury shall be the liability of the Master, Consignee or 
gent irrespective of whether they are real or alleged. The above named 
val also undertake to indemnify Sirte Oil Co. for any such losses and 
gages and to hold Sirte Oil Co. harmless from any liability that may 
vse as a result thereof. 

17. All vessel movements will be subject to the control and direction 
{Site Oil Co. Marine Division Superintendent. 

‘nkers: Permission for overside painting is to be obtained through the 
gent before painting can be started. 

No repairs are allowed to ship's engines while vessel is moored in 
‘eberths. Ship's engines should be ready for use on short notice, in 
we the vessel has to vacate the berth suddenly because of bad 
weather. 

Vessels should have sufficient ballast aboard for safe manoeuvring, 
“should not arrive excessively ballasted. The propeller should be 
sbmerged, and vessel trimmed not more than 2.43 m. by the stern. 
Vessels not properly ballasted will not be berthed in turn, and will not 
we their Notice of Readiness accepted. 

There are no facilities for the discharge of dirty ballast. A// Ships must 
me with clean Ballast. 

All tank lids must be closed and vented to the atmosphere via the 
weed system. 

ENERAL: Provisions: There are no fresh or dry provisions available 
iMarsa el Brega. 

fal: The Ship's Agency will handle all official and crew ship’s mail. 
‘vbour Work: Dredging is in continual progress in the vicinity of the 
‘er harbour. Vessels are cautioned not to enter the restricted area 
34 Chart 3350) without the services of a Brega Pilot/Mooring Master. 

Al mooring lines to be fitted with adequate ratguards. 

Al berths in the inner harbour are adversely affected during periods 
os weather, particularly when the prevailing wind is from the North- 
est. 

\ivessels allocated berths in the inner harbour are therefore required 
i0e ready to proceed to sea as directed by the Marine Superintendent 
‘his representative when adverse weather prevails or is expected. 
Smoking is strictly prohibited on board all tankers except in locations 
ee by the Masters of the vessels. No smoking on deck even if 
8S free. 

‘ull power must be available for all manoeuvring to and from all berths. 

“ing deballasting and loading, vessels must maintain engines and 

epg machinery in readiness at all times to leave the berth on short 
ce 

No repairs are permitted which will delay or interfere with this 
®iingency. Contravention of this ruling constitutes a serious safety 
‘2ard and will entail towage from the berth and possible delay to the 
*ssel for which Sirte Oil Co. will accept no responsibility. 

is the responsibility of the vessel, before arriving, to see that ballast 
"er is free of oil and to discharge ballast water through ballast 
“charge lines prior to arrival to ensure their cleanliness. 

‘il tankers for sea berths must have port derrick ready for use. 

"asters are warned that no contaminated ballast or bilge water may 
* discharged within Libyan territorial waters. It is the responsiblity of 
~ vessel before arriving to ensure that ballast water is free of oil, and 
olga sea suctions, strainers and pumps have been flushed 
“an of oil. 


MPMASTER'S REPORT: August 1984. 

7a: British Admiralty 3354, 3350. French 5792. 

“pfoach: Refinery buildings are radar identifiable at over 20 miles and 
**laiway buoy (Lat. 30° 27.55’ N., Long. 19° 35.1’ E.) at over 6 miles, 
4 at about this distance it is possible to make out the shape of the 
*dour breakwaters on radar. The line of soundings is very sharp on 
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the echosounder, and the 50 m. line 7 miles out when coming from the 
North was raised very easily. 

Pilotage: Pilot boarded at the fairway buoy from a large tug (Dutch 
company contracted to the port). Vessels are not allowed to proceed 
into the restricted area 0.5 miles South of the fairway buoy without a 
Pilot. The area inside the restricted zone having several tanker SPM’s 
and other obstructions. 

The Pilot was immediately concerned about the vessel's air draft for 
berthing at the Urea Berth. After berthing | made a rough calculation 
and would say a vessel with a main deck air draft of over 38 ft./40 ft. 
would have great difficulty accommodating them. Our main deck air draft 
at the time was 31 ft. When asked the Pilot stated that the maximum 
departure draft was 29 ft. 

To approach the berth vessels enter with 2 tugs (2,000 h.p.) fast on 

the starboard shoulder and quarter, berthing being port side alongside. 
When the breakwater has been rounded vessel is headed East until 
clear of the Fl. 5 sec. elbow buoy when the swing to starboard with 
engines and tugs is started (starboard anchor ready in case of 
emergency). Once vessel is swung until heading about S.W., tugs then 
push her alongside as near into the corner with the general cargo berth 
as she she will go, in our case about 8 m. (this is also to facilitate the 
after elevator being used to work No. 1 Hatch, on this vessel LOA 
169.1 m.). 
Survey/Loading: Shippers are National Petroleum Co. and all cargo 
survey work is done by Societe Generale de Surveillances S.A. The 
surveyor was very helpful. Stowage factor for treated urea is 
approximately 48/49.5 cu. ft. per ton. The loading rate stated was 
400 tonnes p.h. although in actual fact we never achieved an average 
of more than 300 tonnes p.h. Treated urea is very hydroscopic, with the 
climatic conditions in Libya, it is impossible to load if the relative humidity 
is over 75%. This usually involved stopping in the evenings around 
1800/1830 hrs. and restarting in the morning 0800/0830 hrs., although 
on one occasion we did manage to work all night. 

The elevator is self-trimming and does a reasonable job, however, 

with the high stowage factor some hatches were filled but because of 
the restricted F3ight of the elevator, it proved impossible to get the 
loading chute high enough to fill the coamings as we would have liked, 
and thus our intake per hatch was reduced. 
Clearance/Customs formalities: Libyan Government have issued a 
statement that from 7th June, 1984, all incoming ships must have all 
ship's papers and documents translated into Arabic. This we managed 
to have done but only because of the length of stay in the previous port. 
In actual fact the Agent took no notice of these translations, they wanted 
their own forms filled in by the Master. The Customs Officials were very 
courteous. No alcohol is allowed, also all cameras had to be locked in 
the bond as El Brega is a restricted port because of the oil installations, 
and hence no shore leave. The main transmitter was also sealed. 


SHIPMASTER’S REPORT: November 1987. 

Vessel: 95,000 d.w.t. tanker. 

We were advised by Charterers to inform Germa Shipping, Tripoli of 
our ETA and other relevant information. They in turn advised us that we 
should contact Shahat Shipping, Brega, but they were in fact already 
receiving all ETAs. 

We were unable to contact the terminal until some 2 hours off as they 
were in the process of moving their VHF aerial. When re-sited, 
communications are likely to be much improved. 

No information is passed by the terminal to the pilots until just prior 
to arrival of the vessel. It is therefore a good idea to send a 24 hour 
ETA to Sirte Oil Company (Telex No. 30120, 30121, 30122) who will 
pass messages to the pilots. 

Samples were taken of all ballast tanks (even segregated ballast) for 
analysis ashore. If excess oil is found, vessel will be ordered off the 
berth for extra cleaning. 

Maritime Declaration of Health not required. Pilot grants Pratique on 
boarding. Pilot also carries out safety and anti-pollution check lists. 

Tug does not usually tow astern as an on/off shore breeze keeps the 
vessel clear of the buoy, however engines are to be kept on 10 minutes 
notice in order to give stern power. 

After berthing, the Pilot gives papers to the Master, 2 of which have 
to be completed and signed. The remaining papers have to be signed 
and are taken away by the Agent. The ship's stamp is to be placed on 
all papers. 

Libyan Discharge Certificate: It is essential that the discharge figures 
inserted at the discharge port are exactly the same as the Bill of Lading 
figures. 

The Crew Declaration has to be transferred to a local form and signed 
by each crew member. If some of the crew members are too busy to 
sign this form and in order to avoid delays to the Customs, it is in order 
for the Master to sign on their behalf. 

On departure, call Port Control and give time of departure, course, 
speed and destination. 

A new SBM is being laid in a position 242° True x 1.04 nautical miles 
from the existing SBM. 


AUTHORITY: Brega Marine, Sirte Oil Co., P.O.Box 385, Tripoli, Libya, 
S.P.L.A.J. Tel: 021-602052-56. Telex: 30120, 30121, 30122 Sirtco Ly, 
or 50657 Sirtco Ly. Contact: Marine Superintendent — Brega. 
AGENCY: Universal Shipping Agency. Telex: 50635. 
Shahat Agency. Telex: 50635 Shahat Ly. 

Also see “General” before first port. 
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MISURATA (Qasr Ahmed): 32.22 N. 15.13 E. 
(See Plan) 


Also see “General” before first port. 


GENERAL: The harbour is enclosed by 2 rubble mound breakwaters 
armoured by tetrapods. The North Breakwater extends 1,400 m. due 
East from Ras Zarrugh Lighthouse and East Breakwater extends 
1,800 m. due North from the shore near the prominent radio station 
about 2 km. South of the Ras Zarrugh Lighthouse. There are lights on 
the breakwater roundhead. On the North Breakwater a green flashing 
light (0.3 secs.) every 3 secs. and on the Eastern Breakwater a red 
flashing light (0.3 secs.) every 3 secs. The Ras Zarrugh Lighthouse at 
the foot of the North Breakwater is a square tower with black and white 
vertical stripes. The structure is 8 m. high and is on the top of a 16 m. 
hill. The light is flashing white (0.5 secs.) every 5 secs. with a range of 
8 miles. 

On the South side of harbour there is Steel Mill Harbour which is 
under construction. 

There is a radio mast 7.6 miles W.N.W. of Ras Zarrugh with fixed red 
flashing lights. 

For Harbour Entrance there are guides, 2 fixed red lights and 1 green 
flashing light, bearing 273° N.W. from breakwater roundheads. The 
Harbour Entrance Channel is 150 m. wide and 12 m. deep. 

Inside the entrance there is a turning circle, diameter 470 m., depth 
12m. and the harbour dredged area 920m. x 200m. to a depth of 
11 m. leads due South alongside the berth. A500 m. x 300 m. dredged 
area to a depth of 8m. leads to the West alongside the North 
Breakwater. 

Directions: Keep 2-3 miles offshore before turning due West for 
entrance. 
Currents: Predominantly N.W. at mean rate of 0.5 to 0.75 knots but in 
Winter winds can reverse the flow and induce S.E. set in excess 
of 1 knot. 


DOCUMENTS: 

Maritime Declaration of Health (to be completed on arrival). 

Crew List. 

Passenger List (if any). 

Ship's Stock. 

Stores List. 

Animals Aboard List. 

Ship's Log. 

Last Port Clearance. 

Safety Certificate Certificate. 

Construction Certificate. 

Safety Equipment Certificate. 

Load Line Certificate. 

Radio Certificate. 

International Oil Pollution Prevention Certificate. 

Where possible Cargo Manifests and Stowage Plans should be 
forwarded by airmail to the local Agent, ahead of the vessel's arrival. 


PILOTAGE: Compulsory, Pilot will board about 1 mile outside the port 
entrance. 


ANCHORAGES: Bearing approximately 273° to lighthouse on Ras 
Zarrugh 13 m. depth 1 mile (2 km.) offshore but holding ground is poor 
and it is advisable to leave anchorage at signs of onset of bad weather. 
RADIO: “Misurata Port Control” should be worked as early as possible. 
VHF: A high powered base station operates at the top of a 16 m. hill at 
the foot of the lighthouse at Ras Zarrugh. A continuous watch is 
maintained round the clock on Channel 16. All other Authorities such 
as Harbour Master, Customs, etc., should be contacted through “Radio 
Misurata Port Control” on Channel 16. Channel 10 can be used inside 
the harbour. 
TUGS: Join the vessel outside the Harbour Entrance. The tugs are m.t. 
“Sorman’”, m.t. Kiklah", each 565 b.h.p. and m.t. “Al-Keriat’, 2,520 b.h.p. 
BERTHING: There are 6 berths, totalling 1,120 m. of concrete quay 
dredged to 11 m. with timber and rubber fenders and bollards at 15 m. 
intervals, the quay deck is at an elevation of 2.25 m. The berths include 
a Ro/Ro facility at Berth No. 1. 
CRANES: The following types of shore cranes are available and in the 
near future, a floating crane of 100 tons will be available. Capacity of 
cranes are 57, 45, 35 and 25 tons. 
STEVEDORES: Working Hours: 0630 to 2400 hrs., even on holidays. 
MEDICAL: Full hospital facilities are available without prior notice. 
TANKERS: Tankers berth at Berth No. 28. Depth alongside 11.0 m. 
FRESH WATER: Available alongside and by barge. 
FUEL: Available. 
CONSULS: Nearest consuls are at Tripoli. 
REPAIRS: See ‘Tripoli’. 
REPATRIATION: Possible. 
AIRPORT: Tripoli Airport situated about 220 km. from Misurata. 
TIME: Local time GMT plus 1 hour from 1st day of October until 31st 
March, and GMT plus 2 hours from 1st day of April to 30th September. 
HOLIDAYS: Fridays; 1st day of Lunar calander year; Idd-ul-Ahada, 
4 days; Idd-ul-Zoha, 4 days; 2nd March; 8th March; 28th March; 11th 
June; 23rd July; 1st September; 7th October. Even on holidays cargo 
work continuously maintained. 
POLICE/AMBULANCE/FIRE: Call Port Manager Tel: 21101 & 21094. 
SERVICES: All kinds of food and soft drinks are available except 
alcoholic drinks and pork. 
SHORE LEAVE: Allowed after Free Pratique, Customs and Immigration 
formalities completed. 
DEVELOPMENTS: Grain silos are under construction. 

Stage II (Berths No. 7 — 18) has already been started for 1 passenger 
ist 4 general cargo berths, 4 container berths, 2 Ro/Ro berths and 
sheds, etc. 
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SHIPMASTER’S REPORT: December 1977. 
Chart: British Admirality Chart No. 3353 ‘‘Ras Ashdir to Sirte’’. 

A mole has been constructed from Ras Zorog in an East direct, 
the length of which is approximately 1,100 m. 

A second mole extends from the shore in a Northerly direct 
approximately 1,800 m. in length. Entrance to the harbour is betwee 
the outer ends of both moles. 

Wharves and sheds are being built along three quarters of the | 
of the Northerly direction mole, and around the South part of the ; 
harbour perimeter. At the time of the visit by this vessel about 359, 
of quay was completed, with depth alongside of 11 m. 

All the construction work appears to be done by Yugoslavian laboy 
The “Overseer” acted as Pilot and was a very able and pleasant Persy 
All questions regarding cargo and fresh water, provisions, etc., Wer 
dealt with by him. He supplied 10 tons of fresh water by road tanks 
and organised a visit from a ships’ chandler for a small quantity of fre 
salad and potatoes. 

There are 2 small tugs which were used in berthing under the Pi, 
direction. These were very necessary owing to a number of Obstacls 
in the harbour (divers boats, pipes, etc.). The Pilot's knowledge » 
English was limited and it is most necessary for the ship’s Master; 
judge his intentions carefully. 

Without a doubt the Port of Misurata when open for commerce will 
a very useful port, although a small port (inside harbour space ws 
roughly estimated to be about 1,500 m. x 700 m.). The Pilot advise 
that it was expected to be opened about the middle of 1978. 

The vessel anchored off the port entrance at 0800 hrs. and Pi 
boarded at 1100 hrs., vessel berthed shortly afterwards. Discharge » 
208 tons of construction material from No.1 hold commenced ; 
1330 hrs., and ceased at 2400 hrs. for the day. Work resumed» 
0930 hrs. on the following day, and was completed at 1330 hrs. A mobs 
shore crane was used throughout for discharge into lorries. 

All Agency work was attended to by our Tripoli Agent, who arrive: 
onboard at 1700 on day of arrival. As Tripoli was our next port, he wa 
most helpful in advising our berthing prospects at that port, av 
delivering ship's mail. 

The entering and clearing formalities were attended to by 2 Custom 
Officers. They advised that there was strictly no shore leave for ty 
crew. All accommodation was-diligently searched including the Maste: 
for alcohol, and none whatever was allowed to be in crew's possessie 
However when all was found to be in order, on request a small amour 
of bond stores was released for Christmas. 

The vessel departed at 1600hrs. for Tripoli where the Agen 
estimate of 2 — 3 days waiting (although there were 50 ships at anche 
proved to be correct. 


SHIPMASTER’S REPORT: March 1978. 

Work is still in progress on the Southern Mole. More warehouses at 
to be erected there, also a grain silo. On the Western shore of tt 
harbour more berths are to be constructed possibly for containers, tv 
nothing finalised yet. 

Misurata is to be principally a Ro/Ro port specialising in trans 
cargoes. A nearby motorway runs in a Southerly direction for 1,000 mit: 
into Central Africa. 

There will be facilities for conventional cargoes. Dredging is * 
progress in the Western part of the harbour in preparation for the ner 
berths. The area is being marked by red marker buoys. The por: 
scheduled to open in June/July this year and to date there are® 
services excepting Customs who attend to all the Entering and Clean 
formalities. All pilotage being performed by the Master, the contract 
work boats will act as tugs if requested. 

Documentation is similar to requirements for other Libyan ports ait 
the same strictness regarding alcohol. All Officers and Ratings wet 
allowed to retain a small quantity of beer, all other alcoholic drinks bet 
placed under Seal. 


SHIPMASTER'’S REPORT: February 1988, 
Chart: B.A. Chart No. 3353. 
Documents: 

8 copies Crew List. 

2 copies Crew Declaration (on Libyan forms). 

2 copies Manifest. 

1 copy Health Declaration. 

2 copies Currency Declaration (on Libyan forms). 

All Passports. 

1 copy Arms and Ammunition List. 

1 copy Drugs List. 

2 copies Cargo Manifest. 

Cameras placed under seal. No cigarette issue allowed. Bond rema® 
sealed if proceeding to another Libyan port. Definitely no alco” 
Customs would not allow beer issue. Ship's Certificates to be in Are 
Passports exchanged for Landing Cards at the gate. All stores chec# 
for signs of South African and Israeli produce. 

Approaches: The name Qasr Ahmed is not used. All local people # 
the name Misurata and all Libyan Customs and cargo documents 
to Misurata. 

The harbour area and power stations (32° 20’ N., 15° 13.5’ E.) wet) 
identified on the radar at 24 miles. } 

There are two harbours, the older general cargo and tanker po’ 
Misurata and the recently constructed Steel Harbour which is about 
mile to the South. 

On approach, the power station chimneys and the gantry crane? 
the new Steel Harbour breakwater and the grain silo at Misuraté * 
visible. At night, the flashing red lights on the power station chim 
and the horizontal red flashing lights between the chimneys are ve 
conspicuous. 

There are 2 sets of antenna dishes (32° 21.25’ N., 15° 13.3' E)* 
South of Misurata Harbour which are conspicuous. 

Anchorage: Vessels may anchor anywhere off the breakwaters bul® 
within 2 miles of the port. Anchorage exposed to heavy swells. 


The leading line to Misurata Harbour is 270° and is indicated 
veading marks lights (red and white horizontal, inverted triangles and 
ent light exhibiting flash green every 5 seconds and the rear green 
gt flashing green every 12 seconds). The front daymark is barely 


a Fairway Buoy has been removed. 

me Pilot advises that the depth at the tanker berth is 38 ft. and 
ally all the harbour will be the same depth. The maximum draft 

gnitted at the tanker berth is 36 ft. and this was confirmed by the echo 


pete of buoys and a Fairway Buoy in position 32°30.9'N., 
49.0’ E. mark the channel to the Steel Harbour. The leading light is 
sf There are no leading marks or lights visible. The Channel depth 
agieved to be 50 ft. and this was confirmed in part by echo soundings. 
sechannel width is approximately 200 m. 

wage: The Pilot boards outside Misurata Harbour entrance from a 
eal grey tug. Pilot normally boards between 0800 hrs. and 2000 hrs. 
«mally there are no movements on Friday. 

igs There are 2 tugs available, the larger tug being approximately 
11900 h.p. 

3 a arrival, vessels should call Misurata Port Control on 
sannel 16, working Channel 12. On approach all the usual details are 
qured (see “Tripoli — Shipmaster’s Report” dated March 1988). 
syrata Port Control on Telex No. 90130221 PORTMSLY 

edour’ The harbour is being extended beyond the existing 
waxwaters. New berths are under construction to the West of the 
asing Eastern breakwater berths. 

The new oil terminal in position 13° 22.3’ N., 15° 13.2’ E. is capable 
‘aking product tankers up to about 30,000 d.w.t. 

charted buoys inside the harbour have been removed. 

The new Steel Harbour appears to be completed and has conveyors 
ch are adjacent to the steel mills and one gantry type grab crane. 
Within the Steel Harbour there is a service harbour with control tower. 
wer Berth: The tanker berth is on the N.W. corner of Misurata 
«tour. Vessels berth port side alongside. 

The newly constructed concrete berth is a pier with outlying mooring 
phins each end, which are connected to the pier by steel walkways. 
% mooring points and fendering are very good. 

This berth handles product imports for the local area including the 
ee mills and the power station. The products are LPG for cooking and 
wating fuel, jet fuel/Avgas, gas oil and fuel oil. 

Aithe present time, there are no bunker or fresh water facilities, 
owever, we understand that IFO and gas oil and fresh water pipelines 
to be laid to the pier. 

The gangway was easily landed. 

torings: The moorings consisted of 2 head/stern lines, 1 breast line 
m2springs at each end. The starboard anchor with one shackle in 
‘water was used for approaching the berth and a mooring boat assists 
running lines. 

'ygo: LPG is handled by a 6 in. Chicksan arm with clamps, the shore 
auired a 6 in. spool. The pipeline is 8 in. diameter and runs a distance 
4i3km. to 5 spheres with a total capacity of 8,000 cu.m. 

The terminal requires cargo at O°C. Max. pressure 8 kg./sq.m. 
&ximum pumping rate 145 cu.m./h. The shoreline relief valves are set 
116 kg./sq.m. and the maximum pressure in the shore tanks is 
‘ig/sq.m. The average discharge is 68 t.p.h. 

There was no surveyor in attendance and no shore calculations made. 
‘e Receivers, “Breganaft’ checked the ullages. 

The pipeline was hot gassed for 45 minutes. 

Gas oil and Avgas are handled through 210 in. Chicksans and fuel 
'shandled through 1x12 in. Chicksan. 

‘ssh Water: Fresh water is available by barge and should be ordered 
lin advance. While we were in port the barge was moored astern of 
satthe Port Authority Jetty. The capacity of the barge is 200 tonnes. 
‘vil also take water to vessels at anchor in calm weather. 

eee: Customs authorities make a very thorough search of the 
sel. 

“oe Leave: Not permitted. 


*neral: Friday is a holiday so there is very little movement on that day. 


WTHORITY: Port of Misurata, P.O.Box 18218, Misurata, Libya. Tel: 
5!) 24457, 29428. Telex: 30221 Port Ms Ly. FAX: (051) 22492. 
entact: The General Manager. 


‘AS LANUF: 30.31 N. 18.35 E. 


VEBA OIL OPERATIONS (V.O.0.) 
RAS LANUF OIL & GAS PROCESSING CO. INC. (RASCO) 


4‘ VEBA OIL OPERATIONS (V.0.O.) 
‘see “General” before first port. 


“SCUMENTS: Customs will require: 

* Crew Lists. 

‘Crew Declaration of personal belongings (including cigarettes, etc.) 
‘Stores Lists. 

'Passenger List. 

a Lists and Crew Declaration of personal belongings must be on 
.2?proved Libyan Government Documents. Vessels are advised on 
“initial visit to the port to obtain sufficient forms for future visits. Also 


(See Plan) 


ee 


LIBYA 


required are: 

6 Copies of Cargo Manifest for Ras Lanuf Discharge. 

1 Copy of Cargo Manifest for transit cargo with a summary. 

1 Copy of Passenger Manifest. 

A copy of a Certificate of Discharge of the last cargo loaded at a 
Libyan port is required. Said Certificate to be duly signed and stamped 
by Customs Authorities at the discharge port. Blank forms will be 
delivered with the cargo documents. 

Clearance from the last port of call will be required by the Government 

authorities. The police will require 4 copies of a Crew List and a 
Passenger Manifest if any passengers on board. 
PILOTAGE: It is most important that ships establish communications 
with the terminal not less than 72 hours prior to arrival, giving estimated 
time of arrival. Further ETA signals should be sent when the vessel is 
24 hours, 12 hours and 4 hours distant or any time a change of 1 hour 
in original ETA occurs. These messages should state specifically 
whether ETA is given in GMT or local time. The 72 hour signal should 
include the following: ETA, last port of call, if any sickness on board and 
if vessel has clean bill of health. Cargo quantity and grades expected 
to be lifted in net long tons at 60°F. The 12 hour signal should include 
definite indication as to whether the vessel is ready to load or not and 
should also include information on the time she will require to discharge 
ballast after arrival. Precise time of arrival should be given when the 
ship is 4 hours distant from the terminal. 

Vessels to be moored at Ras Lanuf will be boarded by Mooring Master 
in the close vicinity of the suggested anchorage area mentioned below. 
The Mooring Master will advise the Ship's Master on approaches to 
berths, mooring, unmooring, connecting and disconnecting the hoses 
and in all operations within the mooring area. 

NAVIGATION AIDS: 

Seabuoy, red with white quick flash is located in approximately Lat. 
30° 32.8’ N., Long. 18°34.9'E. Vessels in the vicinity should not 
navigate or anchor inshore of a bearing 120° — 270° running through 
this Light Vessel position. 

A Fairway Channel Entrance Buoy flashing white every 2 secs. is 
located in a position approximately 30° 30’ 46” N., 18° 37’ 44” E. 

A Channel Buoy flashing red every 5 secs. is located in a position 
approximately Lat. 30° 30’ 17” N., Long. 18° 36’ 16” E. 

North Breakwater Light with occulting light green 2 every 10 secs. is 
located in a position approximately 30° 30’ 38” N., 18°35’ 43” E. 

East Breakwater Light with occulting light 2 red every 10 secs. is 
located in a position approximately 30° 30’ 29” N., 18°35’ 24” E. 

A Rear Range Light with a fixed white light is located in a position 
approximately Lat. 30° 30’ 56” N., Long. 18° 34’ 09" E. 

A Front Range Light with a fixed white light is located in a position 
approximately Lat. 30° 30’ 54” N., Long. 18° 34' 17” E. 

An Unlit Spar Target Buoy, colour white is located in a position 
approximately Lat. 30° 31’ 20” N., Long. 18° 35’ 21” E. 

An Unlit Spar Target Buoy, colour white is located in a position 
approximately Lat. 30° 31’ 12” N., Long. 18° 35' 35” E. 

The Mooring Area has been swept to a depth of 73 ft. in Berth Nos. 
1, 2 and 3, at the SPM to a depth of 96 ft. 

There are very few coastal landmarks in this area. The following 
should prove helpful to visiting mariners: 

The Terminal Water Tower with highest elevation of 179 ft. 6 in. above 
sea level is located in Lat. 30°30’ 42” N., Long. 18° 32’ 22” E. It is 
coloured white. A white light (characteristics: flash 0.2 secs., eclipse 
1.05 secs., flash 0.2 secs., eclipse 3.55 secs.) is mounted on the 
seaward side of the structure at 163 ft. above sea level. There is also 
a fixed red warning light on top of the tower. 

Large oil storage tanks with highest elevation 376 ft. above sea level 
are located in approximately Lat. 30° 27’ 24” N., Long. 18° 29’ 58” E. 
They are coloured white. 

ANCHORAGE: Suggested anchorage area is within a 3,000 ft. radius 
of position Lat. 30° 33.5’ N., Long. 18° 36’ E. in approximately 90 ft. 
MAX. SIZE: Conventional berths: Up to 56 ft. draft; up to 130,000 d.w.t. 

Single Point Mooring: Up to 75 ft. draft, up to 265,000 d.w.t. 
HEALTH: By day -— fly flag “Q” and by night display red light over white 
light for Quarantine Service. 

Libyan Customs, Federal Police and Immigration Officials will board 
the vessel as soon as possible after arrival to give inward clearance and 
“Pratique” services. Libyan Government Regulations are strictly 
enforced. The vessel should have a clean Bill of Health or equivalent 
document from the last port of call. 

RADIO: Direct communication by radio between ship and shore is by 
VHF International Maritime Mobile Radio-telephone Service to Ras 
Lanuf Oil Movements Control Centre. All communication between ship 
and terminal should be by way of this station. ETA messages to Veba 
Oil Operations, Tripoli, Libya, via Tripoli Radio (call sign 5AT). Ras Lanuf 
Oil Movements Control Centre keeps continuous watch on VHF Radio- 
telephone Channel 16 (156.80 mHz), Channel 14 (156.70 mHz) and 
Channel 11 (156.55 mHz). Vessels approaching the port should make 
contact on Channel 16 when shore will request her to switch to Channel 
14. This Channel will also be used by terminal Marine Section for internal 
use and tanker mooring control. Channel 11 is reserved for 
communications between ships in mooring and Terminal Oil Movements 
Control Centre and should only be used for general purposes after 
obtaining clearance from Oil Movements Control on Channel 16. This 
is a safety measure since oil flow to ships is controlled through Channel 
11 and therefore it must be clear at all times in case of need to stop oil 
flow for any cause. Channel 16 is for calling and safety use only. 
TUGS: 2730 h.p. The company maintains launches (3360 h.p.) to 
assist in mooring and unmooring vessels. These are under the direct 
supervision and control of the Mooring Master. 

BERTHING: There are 4 submarine loading pipe-lines which terminate 
in the following approximate positions which are each marked by an 
unlit white spar buoy. 

Berth No. 1: Lat. 30° 31’ 35” N., Long. 18° 34’ 37” E., from which a 
submarine pipe-line runs to shore on a bearing of approximately 224°. 
Depth of water at spar buoy 70 ft. 
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Berth No. 2: Lat. 30° 31' 55” N., Long. 18° 33’ 58” E., from which a 
submarine pipe-line runs to shore on a bearing approximately 197°. 
Depth of water at spar buoy 70 ft. 

Berth No. 3: Lat. 30° 32’ 18” N., Long: 18° 33’ 19” E., from which a 
submarine pipe-line runs to shore on a bearing of approximately 198°. 
Depth of water at spar buoy 73 ft. 

Berth No. 4: Lat. 30° 31’ 50” N., Long. 18° 36’ 06” E. — a Single Point 
Mooring buoy in 96 ft. of water. 

Raising, lowering, connecting and disconnecting of submarine hoses, 
as well as all other labours and duties on shipboard, will be performed 
by the ship's crew under direction of the Mooring Master. 

LIFTING HOSES: After the vessel is securely moored the submarine 
hose will be hoisted on the port side. Berths No. 1, 2 and 3 are each 
equipped with 2x12 in. loading hoses, the weight being approximately 
5 long tons. Berth No. 4 (SPM) is equipped with 2x 16 in. loading hoses 
the weight being approximately 5.75 long tons. Therefore, all lifting 
equipment and tackle should have a safe working load of at least 6 long 
tons. Hoses are lifted by ship's gear and crew, and all connecting of 
hoses will be done by them. The lifting derrick, equipment, tackle, etc., 
should be topped off and ready on arrival. 

MEDICAL: No medical services (except in case of emergency and 
subject to a doctor being available) or other services are to be expected 
at Ras Lanuf. 

FRESH WATER: Not available. 

FUEL: Not available. 

CONSULS: The only consulates are located in Tripoli which is 670 km. 
by road from Ras Lanuf. 

REPAIRS: When a ship is in the moorings or vicinity, its engines must 
remain on standby with full power for immediate use. Deck machinery 
shall be kept in instant readiness. Positively no repairs of any sort will 
be permitted in the moorings. 

CUSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
spirits, wines, beers, perfume, arms, ammunition, saccharine and 
possibly other items have to be locked up under Customs seal from time 
of arrival of ship in port until time of leaving territorial waters. Each person 
is allowed 25 cigarettes per day of stay or 25 grams of tobacco or cigars 
in lieu. Each man allowed 1 litre of beer or half litre of wine per day. 
Special allowances are made for Master under special circumstances. 
REPATRIATION: Crew members cannot pay off or leave the vessel at 
Ras Lanuf except in cases of extreme emergency. Even in an 
emergency it should be noted that Seamen's Books are not valid under 
the Libyan law. A valid passport is required. 

BALLAST: Positively no provision is made for dirty ballast. Any ship 
arriving with dirty ballast will be rejected and all costs accruing therefrom 
will be to the ship's account. Notice of Readiness shall not be accepted 
until vessel returns with clean ballast and tanks fit to receive cargo. She 
will on second arrival tender a new Notice of Readiness to load. 
TIME: Libyan local time is GMT plus 2 hours (1st April to 30th 
September) and GMT plus 1 hour (1st October to 31st March). 
SHORE LEAVE: Not allowed. 

GENERAL: No stores, foodstuffs or goods whatsoever of Israeli origin 
may be on board any ship calling at Ras Lanuf. 

Penalties: Fine, confiscation of goods and possibly more. The Libyan 
Government strictly enforces this law. 

Whilst arriving fly the Libyan Ensign (plain green). 

Due to the existence in these waters of the fish commonly called 

“Weaver” fish, ship's crew are urged to exercise extreme caution in 
fishing whilst lying off the port area. There have been several cases of 
poisoning by these fish, all of which were distressingly painful, caused 
by contact with the fins. 
AUTHORITY: Veba Oil Operations (V.O.O.) — Ras Lanuf (V40), P.O.Box 
404, Tripoli, S.P.L.A.J. Tel: Tripoli 30081 (ext. 4116). Telex: 20260. 
Cables: Pegasus Tripolilibya. Contact: Captain B. Michels — Ras Lanuf 
Marine Office. 


AGENCY: See “General” before first port. 


(B) RAS LANUF OIL AND GAS PROCESSING CO. INC. 
(RASCO) 


PORT LIMITS: Southward of area bound by Latitude 30° 32.7’ N. and 
between Longitudes 18° 34’ E. and 18° 39’ E. 

DOCUMENTS: 4 copies of Crew List on approved Libyan government 
document. (Vessels are advised to obtain sufficient forms for future visits 
during their stay). 

1 Copy of Personal Effects including cigarettes, etc. 

2 Lists of Stores. 

1 List of Passengers. 

6 Copies of Cargo Manifest for cargo to be discharged at Ras Lanuf 
Harbour. 

1 Copy of Cargo Manifest for cargo in transit. 

1 Copy of Certificate of Discharge (of the last Cargo) at Libyan port 
duly signed and stamped by the Customs Authority at the discharge 
port. Blank forms will be delivered with the cargo documents. If not done 
on board the Ship's Purser should make request for them to be provided. 

Clearance from the last port of call is required by the Government 
Authority. 

4 Copies of Crew List and the Passenger Manifest are required by 
the Police. 
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PILOTAGE: Ras Lanuf Harbour (RASCO) should be advised by 
(Telex: Ras Lanuf 50618, 50650 — Rasco Ly). Cable: Rasco, Ras 
(Telephone via Tripoli 49994-99: via Benghazi 86744-48) at 
72 hours in advance, the ETA at RASCO Anchorage. It should, 
constantly updated/confirmed when 24 hours, 12 hours, and 4 
distant. If more than 1 hour change in ETA occurs, the new ETA 
be given. Clear specification should be made if ETA is in GMT or 
Libyan time. The information in the ETA cables should be completed; 
per the terms of the charter party. The 72 hours message must ino, 
the ETA, last port of call, if any sickness on board, and if Vessel hs 
clean Bill of Health and cargo quantity expected to be lifted in net met 
tons at 60°F (15.6°C). The 12 hour message should include deting 
indication as to the vessel being ready to load or not and should a 
include information on the time she will require to discharge ballast a 
arrival. Precise time of arrival should be given when Ship is 4 hop 
distant from the terminal. On arrival at the anchorage, the vessel my 
contact RASCO Port Control on VHF Channel 16 to register hersey 

Also see “Anchorage”. 

ANCHORAGE: Vessels to be secured alongside will be boarded byt 
Pilot in the anchorage or in its vicinity. The vessel should not manoey» 
or navigate in the vicinity of any sea buoys but should make directly 
the anchorage which is a circle of diameter 1 nautical mile with Cen 
in position Lat. 30° 32’ N., Long. 18° 38.09’ E., in more than 30m: 
water. For shallower draft vessels it is permissible to anchor ty 
Southward as close as possible to this position, in an adequate and sa 
depth, Northward of the Fairway Buoy (position: Lat. 30° 30.6’) 
Long. 18°37.7'E.),leaving seaway free for approaching = 
manoeuvring. If need be vessels may anchor in safe waters Eastys 
of this anchoring area. Anchoring Westward of this area is Prohibite: 
MAX. SIZE: 

a) Tankers 3,000 — 50,000 d.w.t. will be catered for on finger jette 
1A and 1B which have a dredged depth of 14.0 m. Tanke 
3,000 — 30,000 d.w.t. will be catered for on Berths 2A and 2B whe 
have a dredged depth of 12.5 m. and Berths 3A, and 3B whe 
have a dredged depth of 11.5 m. The quay wharf has a dredge 
depth of 11.5 ™m., on which 3 dry cargo ships of 5,000 — 20% 
d.w.t. can be berthed at one time. The quay wharf is 672m: 
length with a 35 ton multi-purpose crane to be installed and a 
to run the entire length of quay wall. Caustic soda dischargiy 
facilities are also available on the wharf, but the LOA of the vess 
is limited as the distance between the ship's manifold and th 
extreme part of the vessels’ stern should not be more than 48° 

b) Max. Size: 


Jetty 1-A, 1-B: 
Max. LOA 250 m. 
D.w.t. 50,000 tons 
Max. Draft 12.5 m. 
Jetty 2-A, 2-B: 
Max. LOA 189 m. 
D.w.t. 30,000 tons 
Max. Draft 10.5 m. 
Jetty 3-A, 3-B: 
Max. LOA 189 m. 
D.w.t. 30,000 tons 
Max. Draft 9.5m. 
Quay Whart: 
Max. LOA 177 m. 
D.w.t. 20,000 tons 
Max. Draft 9.5m. 


c) Hooks have been provided on dolphins which are of 100 te 
capacity. All bollards on the quay wharf fitted on the finger jetté 
are of 100 tons capacity. Other bollards are of 50 tons capaci 

HEALTH: For quarantine services: 

a) By day: Flag “Q” (yellow flag). 

b) By night: Red light over white light. 

c) Libyan Customs and Immigration Officials will board the vessel 
soon as possible after arrival to give inward clearance and Pratio# 
services. Libyan government restrictions are strictly enforced. ™ 
vessel should have a clean Bill of Health or equivalent docume’ 
from the last port of call. 

RADIO/VHF: Direct communication between ship and shore wil! 
made by VHF. RASCO Communication Centre maintains a continu 
VHF watch on VHF channels. On approaching, vessels should ma 
contact on VHF Channel 16 when they will be requested to switch of 
to another channel. ETA messages can presently be received only” 
telex (see “Pilotage’). When 4 hours distant arrival messages are to? 
passed on VHF in addition. VHF Simplex Channels allotted to ™ 
harbour are 10 and 12. The Duplex Channel allotted is 22. Vessels ™ 
confine themselves to the channel ordered by Port Communications - 
RADAR: There is no radar in operation. 

TUGS: The harbour will maintain 2 coastal tugs (approx. 2,000" 
each) with anti-pollution and fire-fighting capabilities, 2 dual pup® 
launches and 3 mooring launches, when the harbour is fully operatio™ 
Vessels are, however, presently berthed by hiring of tugs. 
MEDICAL: Medical service can be provided in the event o a 
emergency. For an emergency having occurred at sea the tem? 
should be informed by quickest means. The patient should be kept re 
for evacuation with his gear, CDC, Passport and one perso"! 
attendance. 

There are limited hospital and dental facilities available at a disia® 
of about 30 km. from the harbour. During working hours, at a disia® 
of about 3 km. medical facilities are available. 

DENSITY: 1027. 

FRESH WATER: Not available. 

FUEL: Not available. 

FIRE PRECAUTIONS: Fire precautions are strictly enforced. Any ® 
on this account will cause stoppage of operations. 

CONSULS: Consulates are located at Tripoli 670 km. away by ™ 
from Ras Lanuf. 


PAIRS: When the ship is berthed, its engines must remain on standby 
yetull power for immediate use. No repairs of any kind will be permitted 
gen alongside. 

gATHING: There are presently 6 finger jetties and a quay wharf (see 
yax. Size"). Berthing will be done at the instructions of the Pilot who 
aboard at the anchorage or in the vicinity. Vessels are to have their 


#ATHING: Arrangement of Facilities at Quay Wharf and Finger Jetties 


Loading Arms 
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berthing gear in readiness well before berthing. 2 good lines forward 
and 2 lines aft will be required for passing to the tugs. Vessels must 
keep their fire-fighting and emergency system in operational readiness 
for their own use. 
Hoses and Fuel Connections: No dirty ballast facilities at present. 

All work on the ship is to be carried out by harbour staff. 


Expected 
Loading Arm Maximum _ Loading Rate 
Size/But Can Working Rate Approx. 
Fit Without of Loading (cu.m./hr.) 
Spool Arm Offload Rate Remarks 
(cu.m./hr.) (cu.m./hr.) 
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Which Can 
Parcel Connect 
Berth Product Size Loading Arm Simultaneously 
No (Tonnes) No. 
1A _— Crude or Fuel 50,000 43, 44 1. Any two adjacent 
Oil 45, 46 2. 44, 45, 46. 
3. 43, 44, 45. 
4. 43, 46 
18 CrudeorFuel 50,000 53, 54, 1. Any two adjacent. 
Oil 55, 56 2. Ba, DO. De. 
3. ‘53, 54, 55. 
4. 53, 56 
1A ~—- Gas Oil 50,000 42, 43, 44 1. Any two adjacent. 
2. 42, 43, 44. 
1B = Gas Oil 50,000 52, 53, 54 1. Any two adjacent. 
2. Oa, Dayio4: 
1A —— Deballast _ 41 (exclusive) — 
Bunkering 46 
1B Deballast — 51 (exclusive) _ 
Bunkering 56 
2A Naphtha 10,000 22 ps 
2B Naphtha 10,000 32 —— 
2A Pyrolysis 10,000 22 _ 
Gasoline 
28 Pyrolysis 10,000 32 ae 
Gasoline 
24 Domestic 30,000 24, 25 Both 
Kerosene 
28 Domestic 30,000 34, 35 Both 
Kerosene 
2A Jet Fuel 10,000 24, 25 _— 
28 = Jett Fuel 10,000 34, 35 — 
2A Deballasting — 21, 26 (exclusive) _ 
Bunkering 
28 ~—s- Deballasting _ 31, 36 (exclusive) = 
Bunkering 
3A" Propylene 4,000 05: Liq. Load Both 
06: Vapour/Off Load 
3A" Butadine (C4) 4,000 03: Liq. Load Both 
04: Vapour/Off Load 
38° Ethylene 4,000 07: Liq. Load Both 
08: Vapour/Off Load 
38 «= LPG 4,000 01: Liq. Load Both 
02: Vapour/Off Load 
Quay Caustic Soda 4,000 09: — 
port) 50% 
Quay Methanol 4,000 10: _ 
mport) 


12 in./8 in., 1,750/1,165 3,160 Deballasting facility presently not 
10 in., 12 in. (3 pumps) available. 

ANSI! 150 Ibs. _ 

12 in./8 in., 1,750/1,165 3,160 Deballasting facility presently not 
10 in., 12 in. (3 pumps) available. 

ANSI 150 Ibs. _ 

12 in./8 in., 2,500/1,850 3,750 Deballasting facility presently not 
10in., 12 in. (3 pumps) available. 

ANSI 150 Ibs. _ 

12 in./8 in., 2,500/1,850 3,750 Deballasting facility presently not 
10 in., 12 in. (3 pumps) available. 

ANSI 150 Ibs. = 

12 in./8 in., 3,000/1,500 — 

10 in., 12 in. 1,000/500 Deballasting facility presently not 
ANSI 150 Ibs. available. Only one arm on 

12 in./8 in., 3,000/1,500  — each berth to be used for 

10 in., 12 in. 1,000/500 deballasting at one time. 

ANSI 150 Ibs. 

12 in./8 in., 1,850/1,500 1,550 Deballasting facility presently not 
10 in., 12 in.* (2 pumps) available. 

ANSI 150 Ibs. _ 

12 in./8 in., 1,850/1,500 1,550 Deballasting facility presently not 
10 in., 12 in.* (2 pumps) available. 

ANSI 150 Ibs. _ 

12 in./8 in., 1,850/1,500 1,300 Deballasting facility presently not 
10 in., 12 in.* (1 pump) available. 

ANS! 150 Ibs. _ 

12 in./8 in., 1,850/1,500 1,300 Deballasting facility presently not 
10 in., 12 in.* (1 pump) available. 

ANSI 150 Ibs. _ 

12 in./8 in., 1,950/1,300 3,750 

10in., 12 in.* (3 pumps) Deballasting facility presently not 
ANSI 150 Ibs. _— available. Cannot load Domestic 
12 in./8 in., 1,950/1,300 3,750 Kerosene simultaneously on 
10 in., 12 in.* (3 pumps) Berths 2A and 2B. 

ANSI 150 Ibs. — 

12 in./8 in., 1,950/1,300 1,150 Deballasting facility presently not 
10 in., 12 in.* (2 pumps) available. 

ANSI 150 Ibs. _— 1. Only one arm at a time. 

12 in./8 in., 1,950/1,300 1,150 2. Cannot load Jet Fuel 

10in., 12 in.* (2 pumps) simultaneously on Berths 2A 
ANSI 150 Ibs. _ and 2B. 

12 in./8 in., 3,000/1,500 — 

10 in., 12 in.* 1,000/500 Deballasting facility presently not 
ANSI 150 Ibs. available. 

12 in./8 in., 3,000/1,500 — Only one arm on each berth to be 
10 in., 12 in.* 1,000/500 used for deballasting at one 
ANSI 150 Ibs. time. 

8 in./6 in., -(720 657 Both arms to be connected 

8 in.” 4,168 kg./hr. 2,450 simultaneously. 

ASA 300 Ibs. 

8 in./6 in., —/630 645 Both arms to be connected 

8 in.” 4,168 kg./hr. 1,500 simultaneously. 

ASA 300 Ibs. 

8 in./6 in., -/780 710 Both arms to be connected 

8 in.” 4,310 kg./hr. 3,800 simultaneously. 

ASA 300 Ibs. 

8 in.6 in., 8 in.” —/710 714 Both arms to be connected 

ASA 300 Ibs. 4,310 kg./hr. 2,900 simultaneously. 

10 in./8 in., —/330 —_ Crane facility presently not 

10 in.* available. 

ASA 150 Ibs. 

10 in./8 in., —/650 a! Crane facility presently not 

10 in.* available. 


ASA 150 Ibs. 
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Other sized spools are provided, 


“‘etties assigned for cryogenic products (Ethylene, Propylene, Butadine (C4)) now in operation. Vessels should arrive ready to load — cooled down with cargo vapour 


‘vessels's tanks similar to the cargo to be loaded. 


re ON Oe as ee is on Se Se ey) I en ie pei et inte a A ple Alyy 


VRVEYORS: No facility for surveying will be provided by the terminal. 
4ANGWAY/DECK WATCHMAN: Vessels are to employ their own 
"ichman on the gangway. 
‘NICHES: Where hatches are required to be opened, the crew will be 
‘ured to open them. 
YSTOMS ALLOWANCES: Cigarettes, cigars, tobacco, matches, 
‘nts, wines, beers, perfumes, arms, ammunition, saccharine and other 
®is have to be locked up under Custom's seal from time of arrival of 
*Pin port until time of leaving territorial waters. Each person is allowed 
Sgarettes per day of stay or 25 grams of tobacco or cigars in lieu. 
sa 'S not allowed to be possessed or consumed by any member of 
crew, 
‘ARGO GEAR: The vessel's cargo gear is to be ready in all respects. 
“cargo gear may be augmented from shore. The Notice of Readiness 
"not be considered valid if cargo gear is not ready for instant use. 
ATRIATION: Crew cannot sign-off except in the event of extreme 
"eigency. Even in an emergency it should be noted that Seaman's 
0k pa) are not a valid document under Libyan law. A valid Passport 


Needed. 
ME: Libyan time is GMT plus 2 hours (1st April to 30th September) 
SGMT plus 1 hour (1st October to 31st March). 


AIRPORT: Although the nearest airport is about 10 km. from the terminal 
the flight schedules are irregular, and are operated by private airlines. 
Regular flights operate from Tripoli 670 km. and Benghazi 375 km. by 
road. 

HOLIDAYS: Notice of Readiness will be accepted and cargo work will 
be carried out on holidays. Fridays are weekly holidays. 
POLICE/AMBULANCE/FIRE: In the event of an emergency, the Duty 
Loading Supervisor on the berth is to be contacted. 

EMERGENCY CO-ORDINATION: Call Duty Loading Supervisor. 
TELEPHONES: At present no facility exists for making a local call or 
international telephone calls from the vessel. Telex facility is available 
if arranged with the agent. 

BALLAST: Presently there are no facilities to handle dirty ballast. Any 
ship arriving with dirty ballast will be rejected and all costs accruing 
therefrom will be to the ship's account. Notice of Readiness shall not be 
accepted until vessel returns with clean ballast and tanks fit to receive 
cargo. She will have to tender a fresh Notice of Readiness to load on 
the second arrival. Tank cleaning and gas freeing alongside will not be 
permitted under any circumstances. 

SERVICES: No special service is available. 

BANKS: No banking or exchange facilities are available. 

STORING: No storing facilities are available. 
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SHORE LEAVE: Not allowed. 

GENERAL: (a) No stores, foodstuffs or goods of Israeli or South African 
origin may be on board any ship calling at Ras Lanuf. Penalties are 
fines, confiscation of goods and possibly more. The Libyan government 
strictly enforces this law. (b) On arrival fly Libyan ensign: plain green 
flag. (c) Once the ship is berthed, there is likely to be no delay in 
commencement of operations. 

DEVELOPMENTS: The port is under development and more 
information, if needed, is obtainable from the Loading Supervisor on 
duty. 


SHIPMASTER’S REPORT: October 1987. 
Documents: 

5 copies Crew List. 

2 copies Crew Declaration. 

2 copies Manifest. 

1 copy Health Declaration. 

1 copy Currency List. 

2 copies Arms and Ammunition list. 

2 copies Drugs List. 

All alcohol is placed in bond and seals are checked during vessels 
stay. Vessels should not have on board any produce from Israel or South 
Africa. 

This was the vessel's first call and Arabic documentation was not 
required. 

Certificate of Discharge of previous Libyan cargo is required. 

The figures for the bond are required in bottles and not litres or weight. 
For first Libyan call the Master is to make a declaration that the vessel 
has not called before and that a Negative Certificate of Discharge is 
held. 

Charts: BA. Chart No. 3343 and 3354. 
Approaches: Vessels are to approach and report to Libyan coastal 
station on reaching position Lat. 32° 30’ N., Long. 18° 30’ E. 

On approach we used Benghazi Radio (5AB) on M/F-R/T (The ship 
does not have W/T). Service was clear and prompt. 

The first radar target sited was the tanks at Es Sider (Lat. 30° 37’ N., 
Long. 18° 17’ E.). These tanks were sighted at 80 miles. 

The wreck in position (Lat. 30°49’N., Long. 18°05’ E.) was 
conspicuous at 29 miles. 

Anchored vessels at Es Sider and Ras Lanuf also make a good target. 

Ras Lanuf RASCO Harbour was picked up at 24 miles. 

An ETA was sent to RASCO and Benghazi Radio 4 hours before 
arrival. 

Anchorage: The anchorage is that indicated on the BA. Chart No. 3343 
(Lat. 30° 32’ N., Long. 18° 38.09’ E.) 

If vessels have to wait for departure documents and are required to 
vacate the berth they anchor 0.5 miles east of the main breakwater. 
Pilotage: Pilots for RASCO Harbour are available 24 hours. There are 
no night restrictions. 

The Pilot boards from a tug near the Sea Buoy and on departure the 
pilot leaves just inside the breakwater heads. 

VHF: Channel 12 is used for communicating with the Pilots. RASCO 
Port Control on Channel 16 after which communications are on either 
Channel 10 or Channel 22. Port Control normally gives 1 hours notice 
for raising anchor and berthing. 

Tugs: At the present time there are 3 tugs in operation in RASCO 
Harbour. 1 x 3,000 h.p., 1 x 2,500 h.p. and 1 x 500 h.p.. Ship’s lines 
are used to the large tug. The small tug pushes alongside. 

Berthing: Vessels normally berth head out at all berths, port side to. 
However, if vessels manifold is in an awkward position vessel can berth 
starboard side to. The depths are as charted on BA. Chart No. 3343. 
Pilots report the maximum Winter draft at Gas Berths No. 3A and 3B 
as being 9.5 m. In Summer a slightly increased draft is allowed. 

The very large breakwaters afford the vessel good shelter. 

Gas carriers berth at the innermost berths - Berth 3A and 3B. Berth 
3A handling propylene and butadine (C4) and Berth No. 3B handles 
ethylene and straight LPG. 

Moorings consist of 2 head/stern lines, 1 breast line and 2 springs 
fore and aft. The finger piers are well fendered. Ship's gangway used. 
A mooring boat assists with running the ship's lines. 

Berths 1A, 1B, 2A and 2B are for products. 

Cargo: Vessel loaded propylene at Berth No. 3A. Largest vessel handled 
to date was 30,000 cu.m., which was a full load of propylene. The 
average sized vessel handled is 4,000 cu.m. 

Export of ethylene and propylene commenced in May 1987 and C4 
shortly thereafter. LPG production is to start in the near future. The plant 
which is immediately behind the general cargo berth produces 1,000 
| rae of ethylene, 500 tonnes of propylene and 300 tonnes of C4 per 

ay. 
At Berth No. 3A the propylene Chicksans are 8 in., 300 ASA for liquid 
and vapour. The maximum pressure on the liquid line is 5 kg./sq.cm. 
and on the vapour return line 1.2 Kg./sq.cm. Connection is by hydraulic 
clamps and shore reducers are provided. 

Maximum propylene loading rate is 450 tonnes per hour. 

The supply line is 3 km. in length and this causes a warm initial “slug”. 
The coldest temperature achieved was —45°C for propylene (Terminal 
written advice), we got down to —44°C. There is no recirculation line. 
The pier staff who were mainly Yugoslavians were very co-operative. 
The SGS/Redwood Surveyor was from Belgium. 

There is no nitrogen for purging at the present time as the plant uses 
the total supply capacity. It is believed that additional nitrogen production 
is planned. 

Fresh Water: Not available. 

Agent: We used Universal Tripoli who are the Government Agent. The 
local representative will have his own telex by November, telex number 
will be 50608 Uniship. We used the plant telephone to contact the agent, 
number being 3331/3332. 

General: There is a general cargo quay called “Marginal Quay" inside 
of Berths No. 3A and 3B. The quay is well fendered and has a large flat 
quayside. 
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The LPG plant is immediatley behind with tanks to the South ang; | 
conspicuous flares in positions Lat. 30° 28.35’ N., Long. 18° 34.95): 
and Lat. 30° 29.40’ N., Long. 18° 34.30’ E. 4 

The breakwater lights are flashing (not occulting). 

Further expansion is taking place to the South of the harbour, 
position Lat. 29° 12’ N., Long. 18° 35.5’ E. 

No services are available at RASCO. 

No alcohol is allowed in cabins. Everything is to be placed in don 

Customs check the seals at odd times. 

We were advised that regular traders are sometimes made a 5 
concession and are allowed beer and wine but only after arrival. 

Positively no South African or Israeli produce to be on board. Lay 
fines are imposed for contravention. 

Ship's Certificates should be in Arabic for regular traders. Howe» 
this is not necessary for the first call. 

The Discharge Certificate is to be endorsed by the Customs at» 
port of discharge. Two copies are to be mailed to Libya and one cm 
is to be retained on board for the vessels next visit to Libya. 

Passes are required if crew members wish to travel in the area. The 
are frequently and carefully checked. 


AUTHORITY: Owners of the harbour: The Ras Lanuf Oil & Ge! 
Processing Co. Inc., Ras Lanuf, Libya. | 
Postal address: 
(i) P.O.Box Tripoli 75071 (Ghout el Shaal). } 
(ii) P.O.Box Benghazi 1971. \ 
Tel: via Tripoli: 49994-99. via Benghazi: 86744-48 { 
Cables: Rasco, Ras Lanuf. Telex: 50613, 50660 (Rasco Ly) { 
Contact: A. B. Khadrawi, Manager — Harbour Operations. 4 
AGENCIES: 1. Germa Shipping Company. 
2. Shahat Shipping Agency. ‘ 

3. Universal Shipping Agency. 

Also see “General” before first port. 

{ 

j 
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TOBRUK: 32.04 N. 24.00 E. 


Also see “General” before first port. 


PORT LIMITS: The complete water area existing within Tobruk Bay» 
that water area existing to the West of an imaginary line commency 
as from Tobruk Peninsula up to the coast to the South. 

It is formed by 3 areas inside the Bay, namely Marsa Tobruk, ty ! 
proposed naval base and Marsa Al-Hariga Oil Terminal. 
ANCHORAGE: See “General” before first port. 

MAX. SIZE: Max. draft: 29 ft. Max. length: 400 ft. 
RADIO: Tobruk Radio (Station operated by Arab Gulf Oil, Operatry 
times 0900/0930, 1300/1330, 1700/1730, 2100/2130 hrs.) 5AL: 420, 4 
and 500, VHF (24 hours) Channels 12, 16 and 19. 
BERTHING: Berths in Tobruk Harbour: 
Quay No. 3: Length 82 ft., draft 11 ft. 
Quay No. 4: Berth 1: Length 560 ft., draft 20 ft. 
Berth 2: Length 395 ft., draft 28 ft. 
Berth 3: Length 410 ft., draft 30 ft. 
STEVEDORES: All stevedoring operations and formalities to be dot 
by Agents. 2 companies to be formed in the near future. 
MEDICAL: Available. 
TANKERS: Refer to “Marsa Al Hariga”’. 
FRESH WATER: Not available. 
FUEL: Not available. 
REPAIRS: Not available; see “Tripoli”. 
REPATRIATION: Available via Benghazi. 
DEVELOPMENTS: Port extension project underway. 
AUTHORITY: Port Manager and Harbour Master. 


AGENCY: See “General” before first port. 


TRIPOLI: 32.54 N. 13.13 E. 


Also see “General” before first port. 


On 6m, Sc ee 


PORT LIMITS: (a) The water area existing inside the actual breakwa 
and that which may fall within any new breakwaters eventu® j 
constructed in accordance with the Port Developments Project. 

(b) The outer water area known as the navigational cha ; 
commencing as from the harbour entrance along the distinguis™ 
marks of the channel for a distance of about 1 mile. 

PILOTAGE: Compulsory Pilot boards at entrance of channel. 
ANCHORAGE: See “General” before first port. } 
RESTRICTIONS: Any containers arriving on Ro/Ro ships should be* 
trailers. 

MAX. SIZE: All types of ships with 28 ft. draft and less are salt’ 
harbour. 

RADIO: Tripoli Radio (coast station — 24 hours), 5AT, 476 and 500 , 
R/T 2182 and 2197, VHF Channels 16 and 6. 

Tripoli Port Radio (24 hours), SAI, 500 kHz, R/T 2182, VHF Chane 
8, 12 and 16 and in an emergency Channel 14. Tripoli Port Radio 1 / 
No. 20464. 
CRANES: 2 floating cranes, 100 tons and 200 tons capacity. 25 ele 
cranes 5 tons - 30 tons capacity. 67 cranes of various capacities wt : 
50 tons. ( 
STEVEDORES: Two companies available. Working hours: 0700-2") ° 


_ @THING: 
Quay Length Depth 
No. (ft.) (ft.) 
Main Port: 5.5 200 11 
6 East 200 13 
6 West 220 13 
7 400 18 
8 400 22 
9 400 23 
10 450 22/25 
11,12 &13 930 22 
Victory 550 22 
F.J. STB.S. 200 10 
F.J-PT.S. 200 9 
Japanese 4,823 19.7 
Karamanly: 1 & 2 (oil) 450 27 
3 400 22 
4 400 18 
5 300 15 
FIOSTB.S: 250 14 
FUuSPTS: 250 16.5 


S0ICAL: All facilities available. 

SH WATER: Available by barge and alongside. Passenger vessels 
gions Maximum and cargo vessels 50 tons maximum. 

€L: Available through Agent. A notice of 24 hours needed, advisable 
-Chief Engineer to check what grades are available. 

®WSULS: Algeria, 34631; Belgium, 37797; Bulgaria, 35733; China, 
0; Denmark, 39413; France, 33526 & 33527; Germany F.R., 33827 
9554; Pakistan, 40072; Poland, 31768; Saudi Arabia, 30486; Spain, 
“#63 and 33275: Sudan, 39181 and 39182; Sweden, 32343; 
weerland, 32416; Greece, 36978 and 36689; India, 41835; Iraq, 
45; Italy, 34131; Jordan, 32707; Kuwait, 40282 and 40281; Lebanon, 
033 and 32289; Malta, 38081 and 38082; Morocco, 34239 and 40188; 
werlands, 41549 and 41550; Syria, 31783; Tunisia, 31051/2; Turkey, 
728; U.S.S.R., 30554; Venezuela, 36838; Yugoslavia, 34114 & 


1192. 
8Y DOCK: Floating Dock: 


Length over platform 136.700 m. 
Length over pontoon 121.200 m. 
Moulded outer breadth 30.600 m. 
inner clear breadth 23.400 m. 
Depth of pontoon at centre line 3.100 m. 
Height of keel blocks 1.200 m. 
Depth of water above keel blocks 6.400 m. 
Lifting capacity 5,000 tons 


Spare parts to be supplied by ship's owner. 3 kinds of marine paint 
eavailable. 

\ATCHMEN: Available. 

fPATRIATION: Crew changes are possible. 

PORT: A number of major air lines operate to and from Tripoli Airport 
fen is about 27 km. from the city. 

0LICE/AMBULANCE/FIRE: Main port call; 39111, 35010, 31518. 
zamanly Wharf call: 30378, 35010, 31518. 

HORE LEAVE: Allowed after Free Pratique, Customs and Immigration 
malities completed. 

VELOPMENTS: 2.6 km. of new quays under construction with depths 
‘10.0 m. — 12.0 m. The second phase of new construction will include 
stns for container vessels and Ro/Ro vessels. 


XPMASTER’S REPORT: March 1988. 

‘at: BA. Chart No. 248. 

tcuments: 

icopies Crew List. 

2copies Crew Declaration (on Libyan forms). 

2copies Manifest. 

‘copy Health Declaration. 

copies Currency Declaration (on Libyan forms). 

4 Passports. 

‘copy Arms and Ammunition List. 

‘copy Drugs List. 

2copies Cargo Manifest. 

vameras are placed under seal. No cigarette issue allowed. Bond 
Tains sealed if proceeding to another Libyan port. Definitely no 
“hol, Customs would not allow beer issue. Ship’s Certificates to be 
‘Nabic. Passports exchanged for Landing Cards at the gate. Ail stores 
*cked for signs of South African and Israeli produce. 

‘proaches: Vessels are to contact Tripoli Radio on 2182 kHz. at least 
‘ours before arrival and obtain current navigational warnings. At the 
Tg advise Tripoli Radio of vessel's ETA and inward course and 


Tipoli Radio normally uses 2197 kHz. as the main M/F transmitting 
Auency. Their reply was prompt and English was good. 
— Radio has Telex Nos. 90129515 AT TPLY and 90120300 TAT 


poli Port should be contacted on VHF Channel 12 as early as 
“sible, giving ETA Tripoli and inward course and speed. 

"poli Port will require the following information: LOA, Beam, Gross 
Mage, Nett Tonnage, Draft, Cargo Tonnage, Agent, Charterer, 
‘er, Flag, Number of Crew and Nationality, Last Port of Call and 
& Port of Call. 

‘poli Port Control has Telex No. 90120464 TRIPORTHLY. 
om approach, Tripoli Port shows up well on radar at 30 miles when 
“€ are ships anchored off. 

F Station “Tarabulus” was not obtainable. 

JN N.E. Breakwater and Tarabulus High Light Tower were 
*Spicuous but the light was weak. 

i Channel Buoys except No. 3 have been withdrawn. Only the 
“cons are in position. 

he The Pilot may be contacted through Tripoli Port Radion on VHF 
“fnel 16, working on Channels 12 and 8. The Pilot boards from a 
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grey tug near Beacon No. 2. If the weather is poor, Pilot may board 
inside the breakwaters. The Pilots speak good English and are 
competent. 

When leaving the Port, the Pilot disembarks in the Outer Harbour 

before reaching the new Breakwater’s entrance. 
Entry: Maximum draft handled to No. 3 Pier and Karamanli Mole is 29 ft. 
Tidal range 1 ft. 6 in. Minimum depth found at Karamanli Mole Oil Berth 
was 32 ft. There are no tanker movements from 30 minutes before 
sunset until 0730 hrs. the next day. 

Generally, cargo vessels are not handled at night, 
movements may be undertaken if absolutely necessary. 

In Winter the Port is often closed due to bad weather which causes 
very heavy N.W. swells across the breakwater entrance near Buoy 
No. 3. 

Anchorage: The anchorage is that indicated on BA. Chart No. 248. 
Anchored vessels were spread out to the East of the limits on the chart 
but West of the Channel Leading Line. The anchorage is unprotected 
from all winds except those off the land. We anchored with Tarabulus 
Lighthouse bearing 165° x 1.5 miles for a period of 12 hours in a Force 9 
wind from the W.N.W. and whilst trying to get underway we parted our 
cable. 

Tugs: Tugs are not used by small vessels. Pilot reports that only 2 tugs 
are in operation at the present time. 

Berth: LPG imports are handled at the outer end of Karamanli Mole. 
This berth only handles LPG. The old oil product pipelines are no longer 
In use. 

The berth face consists of old sheet piling and is in a poor state of 
repair, protected by old tractor tyres. Inner Karamanli Mole is generally 
used by bulk carriers discharging grain, this can restrict the size of ships 
using the oil berth. Normally LPG is handled by small vessels. 

Vessels normally berth port side alongside but can berth starboard 
side alongside if required and if space permits. 

Mooring/Gangway: There are very few bollards on the berth and only 
breast lines can be run. Insufficient room to run stern lines. Ship’s 
gangway was used and it was easy to land. 
Cargo: LPG mix. Normally 75% Butane and 25% Propane, but this 
depends on the season (cooking fuel, etc.). 

Liquid and vapour lines were 3 in. rubber hoses which were connected 
to 6 in. and 4 in. lines respectively. The distance to the pressure tanks 
(20 tonnes each) is 4 km. Pressure tanks product is bled off to road 
tankers and also piped inland. Discharge pressure was 9 kg./sq.cm. and 
the minimum temperature —2°C. via ship's heater and booster pump. 

The line pressure fluctuates when product is bled off to road tankers. 

The liquid shore line is to be hot gassed/blown clear for 2 hours on 
completion of liquid discharge. 

Vapour is returned to ship, only opened 2 tanks for this operation, 
which reached 3 kg./sq.cm. 

Average rate 40 t.p.h. 

No surveyor attended. The receiver “Breganaft”, also the shipper, was 
in attendance at the start and on completion and was of assistance. 

Tank Dry Certificate required on completion. 

Fresh Water: Fresh water is available by tanker truck of 10 tonnes 
capacity or by barge of 200 tonnes capacity. 2 self propelled barges 
were observed in the harbour. Cost of delivery inside the harbour is 
U.S.$10.0 per tonne. 

Agent requires 48 hours’ notice for fresh water in order to prepare 
paperwork. 

Fresh water also obtainable at the outer anchorage in calm weather 
but cost is high. 

VHF: Tripoli Radio on VHF Channel 26 but also uses Channel 22 and 
others as per ALRS. The Ship's Radio Station was sealed by Port Police 
whilst in Port. 

International calls by vessels at anchor to Italy and Greece were 
handled quickly. 

Customs: Officials visited the vessel 17 hours after arrival. As we were 
under seal on coastwise voyage from Zuetina they only checked seals 
on the bond. We were given a cigarette issue but no alcohol of any 
description was issued. All alcohol remains under seal whilst on the 
coastal trade. All radios and cameras were manifested so were allowed 
to be kept in cabins. 
Agent: Vessel handled by “Universal”. Agent attended with Customs 
17 hours after arrival and was helpful with regard to ordering stores. If 
vessel finishes overnight she has to wait for clearance until 1000 hrs. 
the following day as the Customs House does not open until 0800 hrs. 
Stores: Imported stores not available. Fresh produce available but 
dependent upon the season, prices are high. Basic items are obtainable. 
Bunkers: Most grades available by road tanker through “Breganaft”. 
Forms: Also see Documents”. Crew Manifest and Money List to be on 
Libyan forms but if first visit to Libya, international forms are acceptable. 
All Ship's Certificates to be in Arabic. 

Crew Manifest. 

8 copies Crew List on IMO Forms acceptable. 

2 copies Cash in Master's Safe. 

2 copies Ship’s Fixture List. 

Port Clearance and Customs Clearance from Last Port (very 
important). 
General: Vessels on coastwise trade must keep at least 12 miles 
offshore. 

The local currency is the Libyan Dinar and 1 Dinar = U.S.$3.5 (official). 

Mail can be sent out via the Agent. 

Repatriation and crew changes are possible but outward tickets must 
be paid for in Tripoli (not PTA) by remittance of hard currency. There 
are nearly always vacant seats on all outward flights. All crew joining 
require a visa. 

Shore leave is only allowed during daytime. Passport is handed in at 
the gate and a local |.D. card is given in exchange. 

Friday is the Moslem holiday. March 2nd was a Public Holiday. 


AUTHORITY: Port Manager and Harbour Master. 
AGENCY: See “General” before first Port. 


however, 
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ZAWIA (Azzawiya): 32.48 N. 12.42 E. 


Also see “General” before first port. 


(See Plan) 


LOCATION: Zawia Offshore Oil Terminal is situated about 50 km. West 
of Tripoli. 

PORT LIMITS: Seaward limits extend from 32°50’ 30”N. to the 
coastline between 12° 40’ 00" E. and 12° 44’ 00” E. (refer Port Plan on 
B.A. Chart No.3353). Vessels are considered to be “Arrived Ships” and 
(subject to charter party terms) laytime will commence, when the ship 
is approximately 2 miles off the S.A.L.M. berths. The port is operated 
by the National Oil Corporation of the Socialist Peoples Libyan Arab 
Jamahyria. 

DOCUMENTS: Masters are advised to have the following documents 
prepared before arrival in order to expedite ship’s inward clearance: 

6 copies Crew List. 

2 copies Stores Manifest. 

2 copies Personal Declaration (Crew). 

Health Documents. 

Cargo Documents (Cargo Inwards). 

Ship's Papers. 

Ship’s Certificates. 

Discharge Certificate (of last cargo loaded at any Libyan Port - duly 

authenticated at port of discharge. Loading cannot be undertaken until 

document presented to shore official via ship’s Agent.). 

PILOTAGE/APPROACHES: Vessels are advised to anchor Westwards 
of a position about 1 mile Northwards of Berth No.1 and not closer than 
7.5 cables from any berth or to approach any berth closer than 7.5 cables 
without having received Harbour Master's or Duty Pilot's permission. 

S.A.L.M. Berth No.1: 32° 48’ 18” N., 12° 42’ 00” E. 

C.B.M. Berth No.2: 32° 48’ 06” N., 12° 42’ 38” E. 

S.A.L.M. Berth No.3: 32° 48’ 12” N., 12° 41' 12” E. 

Flare Stack (2 Flares in North/South orientation) 

North Flare: 32° 47’ 24” N., 12° 42’ 00” E. 

Azzawiya Oil Terminal is adjacent to the flares. Tankers are warned 

that it is unsafe to remain at anchor during adverse weather conditions. 
The bottom is sand, overlaying bed-rock and the depth of water about 
35 m. When unable to remain at anchor vessels are to keep Northwards 
of Lat. 32° 52’ N. 
RESTRICTIONS: Whilst at a berth, tankers must have main engines 
ready for immediate use at all times. Sudden and often violent changes 
of weather may occur without prior indication at any time and vessels 
may be required to curtail cargo operations, disconnect hoses and 
vacate the berth at very short notice, the Loading Master will advise 
accordingly. 

The Pilot (Loading Master) and when appropriate a Cargo Surveyor 
will be in attendance prior to berthing and until berth vacated, suitable 
accommodation, etc., and normal courtesies to be provided. The Pilot 
may on occasions be detained on board. Pilot, Agent and Port Officials 
and Service craft are available during daylight hours only. Cargo 
documentation and outward clearance for vessels loaded will be 
completed during normal daytime working hours. 

Vessels must have sufficient ballast for safe manoeuvring with 
propeller immersed and trimmed to about 8 ft. by the stern. If in the 
opinion of Harbour Master/Pilot the ship has insufficient ballast she may 
not be allowed to berth. 

The discharge of dirty ballast is strictly prohibited. There are no 
facilities for the reception of water ballast or tank washings ashore. In 
the case of crude oil vessels Crude Oil Washing is not permitted. 
HEALTH: Local Officials will board vessels to grant Free Pratique. 
Vessels must report any suspected disease or fever to local Authority 
prior to being boarded by Agent or Pilot. There are facilities to treat 
serious injuries or illness. Inoculations and vaccinations cannot be dealt 
with. 

VHF: Call sign: “Zawia Port Control’. 

Zawia Port Control keeps 24 hours watch on Channels 16, working 
channels 22 and 27. Vessels approaching the anchorage must give the 
following information when possible: 

(a) Ship's name and flag. 

(b) Up-dated ETA. 

(c) Cargo nomination, grade and quantity. 

(d) Vessels discharging to give grade and Bill of Lading figures. 

(e) Distance between Ship's rail and manifold, manifold size and 

derrick SWL. 

For cargo operations Ship/Shore communication is maintained by 
Loading Master via Walkie-Talkie radio or by VHF Channel 12, Call sign 
“Tank Farm”. 

Service launches operate on Channel 12, though all are equipped 
with standard Ship VHF sets. 

Link calls may be established via Tripoli Radio. 

BERTHING: Prior to berthing, vessels should have the port derrick 
rigged with a SWL of 10 tons if nominated for SBM No.3 (Crude Oil 
discharge), 7 tons for SBM No.1 (Fuel loading and Crude Oil/Reduced 
Crude Oil discharge) and 5 tons for CBM No.2 (Vessels handling White 
Oils, Vacuum Gasoil, Lubricating Oils). 

Vessels proceeding to SBM’s will have 2 wire rope strops with 
shackles placed on board to secure chafing chain ends of nylon mooring 
ropes. 

Vessels loading Fuel Oil or discharging Reduced Crude Oil will have 
a special device placed on board to accommodate 2 hoses connected 
to one ship's manifold. 

Hose handling, connecting and disconnecting to be carried out by 
ship's crew under the supervision of a Deck Officer to Mooring Master's 
advice. 

Masters are requested to have available adjacent to port side 
manifold: 

2x15 m. lengths of synthetic fibre rope 127 mm. circumference. 
1x14 Ib. (6 kilo) and 17 Ib. (3 kilo) hammer. 
21.5 ton chain blocks and/or suitable rope tackle. 
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Large Shifting Spanner. 

1 Wire strop of 20 mm. — 25 mm. diameter, about 2 m.—3 m. lenge 2 

Rope lashings. 
S.A.L.M. Berth No.1: Buoy is moored approximately 1,400 m. Offisho, 
with a least depth of 22 m. in a position 32° 48’ 18” N., 12° 42' gy. Ns 
The berth can accommodate vessels of 15,000 d.w.t. to 100,000 dy, 0 
max. draft 17.0 m. The vessel is secured at the bow with 2 nylon Ll 
ropes. Chafing chain ends are secured by shackles and wire stron. Wh 
The floating hose strings on vessel's portside terminate in 12 in. dia 
flanges, A.S.A. 150, fitted with neoprene ‘O' ring gaskets. Minimy bo 
distance 3.5 m. between manifold and ship's hose rail. Cargo bop 
7 tons SWL. 
C.B.M. Berth No.2: “See Plan’. CBM No.2 is approximately 1,10, ®: 
offshore with an average depth of 21m. in position 32° 48’ 06") Lf 
12° 42’ 38" E. (approx). The berth can accommodate vessels ; 30 
5,000 d.w.t. to 25,000 d.w.t. maximum 175m. LOA and max. ds és 
10.0 m. The vessel is berthed heading about 310° (T) with 2 bow aNcho, 
and 3 buoys (one stern, one starboard quarter, one port quarter). . 

One 8 in. diameter hose (one hose each for leaded and unleade pg 
products) terminating in an 8 in. diameter flat face bolted flange. 0, 
10 in. diameter hose (for lubricating oils only) terminating in a 19. 
diameter flat face bolted flange. ’ 

For those vessels discharging Lub oils, a spherical device (pig) w 
be placed on board with air compressor. ‘ 

Two refinery employees will oversee the discharge operation, con 
line clearing procedures and will remain on board. Food will be supple FL 
from ashore. o 
S.A.L.M. Berth No.3: Buoy is moored approximately 1,350 m. offsh ' 
with a least depth of 24 m. in position 32° 48’ 06” N., 12° 42’ 3g: e 
(approx). The berth can accommodate vessels of 25,000 d.wt ; ap 
140,000 d.w.t., max. draft 19.0 m. The vessel is secured at the bow we 
2 nylon mooring ropes. Chafing chain ends are secured by suitaty 0c 
shackles and mooring strops (supplied). Two floating hose Strings a 
taken on vessel's port side, terminating in 16 in. diameter flanges AS4 of 
fitted with neoprene ‘O' rings and ‘Camlock’ bolts. Cargo boom 10 tty ext 
SWL. 

No lights have yet been installed to mark CBM No.2. 

SALM Berths No.1 and No.3 are each equipped with radar reflects: for 
installed at top buoy and lights mounted on the buoy deck with fy 
following characteristics: Colour White Fl. “U" ev. 12 secs (unreliable 

A light FI.R.G. ev. 7 secs. is exhibited on Eastern end of small ce 
harbour breakwater. 

Tidal streams are generally weak and ineffectual. Sub-sea and sura: 
currents often run in differing directions. Current strengths of abo 
2 knots are not uncommon and are largely influenced by the wind. 
SAFETY: Fire and Safety: Fire and Safety Regulations will be sinc 
enforced at all times and regular checks will be made by the responsi: 
Refinery Official. A safety check list is to be completed and signed» 
the Master, the Chief Officer and Loading Master. Anti-pollution of % 
sea precautions are to be observed at all times. A pollution control vess 
is available for use in the event of accidental spillage. \ 
GENERAL: 


| 
No fuel or diesel bunkers available. Co 
No fresh water available, 
No provisions or supplies available. aul 
No shore leave or crew changes possible. the 
No cranes or lighters available. at 
No repair facilities available. pe 
No lifeboats or other craft to be lowered in to water. fo 
No swimming over the side allowed. Se 


AUTHORITY: Azzawiya Refinery, P.O.Box 15715, Azzawiya. P.0.B0 jai 
6451, Tripoli. Te/: Tripoli 605389/90/91/92/93. Contact: Mohamé be 
M.Zerti, Marine Co-ordinator. D0 


AGENCY: See “General” before first port. 


ZUARA: 32.55 N. 12.07 E. a 
Also see “General” before first port. 


PORT LIMITS: (a) The water area existing between the act 
breakwater and that which may fall within any new breakwater eventus 
constructed. 

(b) The water area known as the navigational channel existing outs 
the harbour entrance for a distance of about 0.5 miles (1 km.). 
APPROACHES: If approaching from the East, vessels are to give™ 
coast a berth of at least 3 nautical miles. 

ANCHORAGE: See “General before first port. 

RESTRICTIONS: Port for ships laden with direct delivery cargo on) 
MAX. SIZE: Ships up to 13 ft. draft and 65 m. length are safe in®™ 
harbour. 

RADIO: Tripoli Radio and Port Radio use VHF Channel 16. 
BERTHING: 


Quay No. Length Depth 

Shore quay 2 ships 13 ft. 

F.J. Stb.S. 165 ft. 13 ft. 
FE.) PES. 165 ft. 13 ft. | 


STEVEDORES: 2 companies available. } 
MEDICAL: Available. 

REPAIRS: Not available, see “Tripoli”. 

REPATRIATION: Possible. 

AIRPORT: Tripoli Airport situated about 127 km. from Zuara. 
POLICE/AMBULANCE/FIRE: Call Port Manager, Tel: 025305 
SHORE LEAVE: Allowed after Free Pratique, Customs and Immig@ 
formalities completed. 

DEVELOPMENTS: 18 berths to be constructed in a new master p* 
AUTHORITY: Port Manager and Harbour Master. 


AGENCY: See “General” before first Port. 
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_ yEITINA: 30.51 N. 20.00 E. 


» gsee “General” before first port. 


(See Plan) 


| eATION: The Terminal Fairway Buoy, moored in position Lat. 

5 55" 00" N., Long. 19° 59’ 48” E., is painted red; it shows at night a 

" ig light flashing “Z” every 10 seconds. A prominent landmark is the 

+ go mast (height 451.5 ft. above sea level) in position Lat. 

» 4957.6" N., Long. 20° 03’ 05.5" E.; it displays at night 3 red lights 

» .syertical line — the top light flashing, the 2 lower fixed. The top light 
-mtop of the mast (which is 400 ft. above the base), the middle light 

_ <6 ft. above the base, and the lowest light is 133 ft. above the base. 

ynght flares at the Liquid Petroleum Gas Plant, in position Lat. 
| 54.2'N., Long. 20°05.4'E£., can be seen from a considerable 

+ ance; by day a column of smoke emanating from this position is also 

; »spicuous. 14 large oil tanks, painted white, near the foot of the Radio 

as, are prominent landmarks. 

} xgtions of Moorings: 

: -Alpatah” berth = Lat. 30° 53' 30” N. 
Brega’’ berth Lat. 30° 52' 18” N. 
Chahett” berth Lat. 30° 52’ 08” N. 

| Dalila” berth Lat. 30° 50’ 56” N. Long. 20° 00' 26” E. 

Echbar’ berth Lat. 30°50' 16.4" N. Long. 19° 59’ 16.1” E. 

_ ‘Alpatah” out of service, marked by navigation buoy. 

| a4GS: When arriving at Zueitina by day, ships must display, in addition 

their own national ensigns, the Libyan flag and the appropriate 

} wrantine signal. Throughout the ships’ stay, during daylight hours, they 

ast display the Libyan flag, their own national ensigns and, when 
| glicable, the International Code signals "B", “H" or “G", and the 
| gropriate quarantine signal. 
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Long. 20° 01’ 05” E. 
Long. 20° 01' 24” E. 
Long. 20° 00' 11” E. 


» CUMENTS: Soon after vessel's arrival, a Custom’'s Officer will board, 
mompanied by a Shahat Agency representative, who will act on behalf 
_ the ship and its Agent, as well as on behalf of the Company, in the 
» wecution of essential business. The following documents, signed by 
» Master and imprinted with the ship's official stamp, are required by 
Customs Official for the Customs and Immigration Departments and 
/ ythe Port and Lights Authority: 
~ 2copies Entering and Leaving Territorial Waters Certificates. 
2 copies Report Inwards Certificates. 
2 copies Crew Declarations of Dutiable Goods. 
2 copies Crew Declaration List. 
2 copies Report Outwards Certificates. 
3 copies Boycott Certificates. 
2 copies Stores Lists. 
§ copies Crew Lists. 
‘ copy Clearance from Last Port of Call. 
2 copies Tanker Characteristics Certificates. 
| Copy Certificate of Discharge, from the Discharge Port Authorities, 
of the last cargo loaded in Zueitina. 
With the exception of the Crew Lists and the Stores Lists and the 
earance from the Last Port, the above forms will be provided by the 
‘mpany clerk. 
is important that the Master should be able to produce a properly 
whenticated certificate of discharge covering the last cargo loaded into 
‘eship in Zueitina. If for some reason he is not in possession of such 
itertificate, he must write a letter of explanation which includes the 
minent extracts from the ship's log book, append his own signature 
ttand stamp it with the ship’s official seal, and address it to the 
soretariat of Petroleum, Es Zueitina, SPLAJ. If the explanation for 
eure to produce the certificate is considered satisfactory the ship may 
permitted to load. If there appears to be any suspicion that the last 
‘was not as stated, the ship will be turned away. 
‘the vessel has not previously loaded in Zueitina, the Master is 
‘uired to confirm this fact in an official letter, stating also the ship's 
Sport of discharge and giving an undertaking that the cargo about to 
*loaded will not be discharged in any of the countries to which the 
‘2 embargo extends. 
The Mooring Master will, after boarding, lose no time in informing 
“etina Marine that he has received one or other of these foregoing 
“uments from the Master, which he will, at the first opportunity, send 
“ore for delivery to the Secretariat of Petroleum representative. This 
sbegai that there is no unnecessary delay in the commencement of 
ing. 
9n completion of loading, the Shahat Agent will again board the ship 
"the cargo documents which are to be signed by the Master. The 
*k has to deliver to the Master one copy of each document for his 
“use and one copy for consignee and bring the rest of documents 
‘hore with him. 
'. Bill of Lading 
2 Cargo Manifest 
3 Time Sheet 
§ Certificate of Origin 
) Master's Receipt 
§ Export Manifest 
“of which forms are provided by the Company or by the Agency. He 
also take ashore any letters to be posted. On occasions, a Customs 
Fcial will visit the ship with the documentation clerk prior to sailing to 
“Sure that the seals which were put on the bonded stores lockers have 
‘been tampered with before the ship has left Libyan waters. 
‘he documentation formalities prior to the ship's departure, are usually 
“pleted whilst the ship is unmooring from the berth, or just after it 
~ left the berth, hove to with the Mooring Master still aboard. 
JTetimes, however (and particularly after the loading of “‘Agip” cargo), 
M4 Processing of the papers ashore may take longer than usual, and 
* Ship may have to anchor to await the clerk’s eventual arrival, in 
"ch case the Mooring Master will direct it to a safe anchorage before 
“embarking. Zueitina Marine will then inform the Master when the 
“Wh bearing the clerk is about to leave the Small Craft Harbour, in 
tent the anchor may be weighed, and a lee side presented to the 
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ACCEPTANCE PROCEDURE: Notice of Readiness, Laytime, etc: 
Vessels Loading Crude Oils: A vessel for which a berth is available on 
arrival will be boarded by the Mooring Master at the Terminal Fairway 
Buoy and, providing that the vessel is in all respects ready to commence 
loading (except for the necessary de-ballasting time), the Notice of 
Readiness will be accepted at the time of the Mooring Master boarding, 
subject to the provisos — a, b, c and d, below. 

If the vessel is not in all respects ready to proceed to the berth, with 
main engine and auxiliaries fully manoeuvrable, mooring ropes on deck, 
anchors, windlasses, winches, etc., in good working order and 
readiness, it will not be accepted until the Mooring Master is satisfied 
that all these conditions are met. 

A vessel which has been instructed by Zueitina Marine to anchor in 
the roadstead on arrival should, after doing so, inform Zueitina Marine 
of the precise anchorage time, which time will, for the purposes of 
berthing order and the Port Log, be considered as the vessel's arrival 
time. According to the practice of the port, acceptance of the Notice of 
Readiness will coincide with this arrival time, providing:— 

(a) that itis within the hours of daylight - deemed to be from 0600 hrs. 

(local time) to 1800 hrs. (local time), 

(b) that it is not a Public Holiday, or a Friday (the Libyan Sabbath), 
unless the vessel is actually handled on that day, 

(c) that the port is open, and 

(d) that the vessel has been nominated to load. 

An exception to clause (a) above, is when conditions allow night 
berthing, in which case the vessel will be accepted when the Mooring 
Master boards, or, should the vessel have been at anchor, when the 
anchor is aweigh, providing that the Mooring Master is then on board. 

In the case of a vessel arriving without nomination, the Notice of 
Readiness will be accepted when notification of her nomination has been 
received at the Terminal, subject to provisos (a), (b) and (c) above, and 
instructions from the Company's Operations Department. On occasions 
when the Company deems it advisable to berth a vessel prior to the 
date of the nominations, acceptance of the Notice of Readiness will be 
at the time the Mooring Master boards, providing that the anchor is then 
aweigh. 

In addition to clauses (a), (b) and (c) and (d), above, vessels will not 
necessarily be accepted when arriving at a time ahead of, or behind, 
their last scheduled Estimated Time of Arrival, especially if such 
acceptance would be at the expense of a vessel that has arrived within 
its nominated period. 

Vessels Loading Liquid Petroleum Gas: A Liquid Petroleum Gas 
Tanker’s Notice of Readiness will be accepted on arrival, provided that: 
(a) the port is open (“port meaning, in this case, the LPG berth), 

(b) that it is not a Friday (the Moslem Sabbath) or an official holiday, 
unless the ship is actually handled on that day, 

(c) that it is not during the night hours — deemed to be, at the LPG 
berth, between 1800 hrs. and 0600 hrs. (local time) — unless the 
ship is actually handled during that period, 

(d) that the ship does not arrive on the same day, or clash with the 
loading of, another LPG tanker chartered under a LINOC contract, 

(e) that the ship's tanks are in such a state of readiness, i.e., requiring 
no cooling, no purging, that loading can be commenced at full 
rate immediately the hoses are connected, 

(f) that the arrival time does not differ appreciably, either before or 
after, from the last signalled ETA sent by the ship and received 
at the Terminal, and 

(g) that the vessel has been nominated to load. 

When a Liquid Petroleum Gas tanker does arrive whilst the port is 
closed, the Notice of Readiness will be accepted at the time of the 
opening of the port, subject to provisos (b), (c), (d), (e), (f) and (g). 

The N.O.R. of an LPG loader arriving on a Friday or on an official 
holiday, or during the aforesaid night hours, will be accepted at 0600 hrs. 
(local time) on the first subsequent working day, subject to provisos (a), 
(d), (e), (f) and (g). 

An LPG tanker arriving on the same day as an LPG tanker scheduled 

to load under a LINOC contract, or whose loading would clash with an 
LPG tanker scheduled to load under a LINOC contract, will have its 
N.O.R. accepted on the completion of hose connection, subject to 
provisos (e) and (f). 
PILOTAGE: A Mooring Master will board the vessel in the close vicinity 
of Terminal Fairway Buoy and advise Master on all manoeuvres relative 
to berthing, connecting and disconnecting the hoses, and in all 
operations within the anchorage or berthing area. 

Vessels of 40,000 d.w.t. and upwards should have a pilot ladder long 
enough to reach the Mooring Master's launch rigged just abaft the 
accommodation ladder, in such a manner that the Mooring Master can 
transfer to the accommodation ladder when about 10 ft. from sea level. 
Ladders must be strong, clean, and in good state of repair and conform 
to international requirements. In cases where the ladder(s) fails to 
conform with these requirements, the Mooring Master will decline to 
board until an adequate ladder has been provided. A good lee should 
be made, to allow the launch to come alongside and the Mooring Master 
to board safely. (Note: Ships which have been instructed to berth at the 
S.P.M’s, and need to take the Company's gear aboard, should have the 
ladder(s) rigged on the port side, in order that they may take it aboard 
from the Mooring Master's launch with the working derrick as soon as 
the Mooring Master has boarded.) 

The Mooring Master may require the vessel to unberth at any time 
he deems it necessary for the safety of the vessel, or the installations, 
or both, or because of infringements of the Port Rules by the vessel. 

As soon as practicable after boarding, the Mooring Master will inspect 
the mooring and lifting equipment and the ballast, and not until he has 
assured himself that the equipment is adequate, and the ballast clean, 
will the ship be accepted. His opinion of the adequacy of the gear, and 
of the cleanliness of the ballast, shall be final. 

TUGS: One tug (“Saladin”) of 4,600 h.p., bollard pull 55 tons now 
available to assist in berthing at CBM and LPG berths. 

One to six mooring launches of 370 h.p. available, normally two 
launches assist berthing at SBM's. 
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Please send corrections and additions to Shipping Guides Ltd., 75 Bell Street, Reigate, Surrey, RH2 7AN, Engle, 


ANCHORAGE: Vessels awaiting the Mooring Master, whether for 
berthing in the crude oil berths or alongside the LPG berth, should heave 
to in the close vicinity of the Terminal Fairway Buoy. If they are obliged, 
or instructed to anchor, they should do so in the recommended 
anchorage, which is within the radius of a circle centred in position Lat. 
30° 55’ N., Long. 20° 01' E. Under no circumstances should they anchor 
South of the 30° 54’ 00” parallel. Whilst at anchor, they should exercise 
the utmost vigilance, as they are liable to drag anchor in rough weather, 
and should keep in VHF radio-telephone with the Terminal at all times. 
If heavy weather necessitates them heaving up anchor and proceeding 
to sea, Zueitina Marine must be informed accordingly. 

RADIO: 72 hours prior to arrival at Zueitina, Masters should advise the 
Company of their vessels’ ETA via Tripoli and via Portishead Radio. 
They should subsequently confirm or amend them when they are 
48 hours and again when they are 24 hours distant from the Port. 

All messages to Zueitina Terminal should be addressed to the 
Operations Manager, Zuetina Oil Company, with copies to the Terminal 
Superintendent. 

Messages should include the quantity and grade of cargo to be loaded, 
the last port of call and destination, Bill of Health status and details of 
any sickness on board. Estimated times of arrival should be given in 
GMT. (Libyan Standard Time is GMT plus 2 hours.). 

Masters of vessels equipped with VHF radio-telephones should 
contact Zueitina Marine on Channel 13 or Channel 16 when within range, 
and give a firm calculated time of arrival at the Zueitina Fairway Buoy. 
They should also again inform Zueitina Marine Duty Officer of the 
quantity and grade of cargo required, the last port, estimated 
deballasting time and the destination. They should confirm that they 
have in their possession a Certificate of Discharge for the last cargo 
loaded into their ships in Zueitina or, in cases of ships arriving in Zueitina 
for the first time, that they have ready for the Secretariat of Petroleum 
a letter which certifies that the cargo which they are about to load will 
not be discharged in any country against which the Arab Oil Embargo 
extends. In vessels paying their first visit to the Terminal, Masters should 
also inform the Duty Officer of the size and type of the manifold 
connections (i.e. 12 in. ASA, or 10 in. European, etc), and whether or 
not they have on board heavy wires and shackles for mooring at the 
mono-buoys. 

(N.B. It is important that all ships arriving at Zueitina are fitted with 
VHF radio-telephones, capable of operating on the main working 
Channels. Without VHF communications, Zueitina Marine cannot always 
know with accuracy a vessel's arrival time, and as a result that vessel 
might well lose its loading turn and be subjected to an appreciable — 
and, with VHF, avoidable — delay in consequence.) 

An aerial radio beacon is located on the North-Eastern arm of the 
Small Craft Harbour, in position Lat. 30° 54’ 05” N., Long. 20° 04’ 12” E., 
intended as an aid to navigation for aircraft flying to and from Zueitina 
airstrip. The beacon transmits continually the call sign ZUE, on 369 kHz: 
the signal, which is omni-directional, has a range in excess of 100 miles. 
HEALTH: Pratique will be granted by the Custom’s Official. He will 
examine the ship's logbook, and will inspect and seal the bonded 
storerooms. 

All ships must display the appropriate quarantine signal until given 

Pratique. 
BERTHING: The sea terminal consists of five berths for loading crude 
oil products, two of which — “Brega” and “Dalila” — are conventional 
buoy moorings, and the others — “Alpatah” (“Alpatah” buoy at present 
temporarily removed but position marked by Tower Buoy with same 
characteristic light) “Chahett” and “Echbar” — are single-point moorings, 
or mono-buoys. Conventional buoy moorings “Brega” and “Dalila” are 
approximately 2.5 miles offshore, with an average depth of 70 ft. and 
80 ft. respectively. 42 in. (ID) submarine lines connect the berths to the 
shore installations. To the header at the seaward end of each of these 
submarine lines are connected two strings of flexible reinforced rubber 
hoses, laid on the sea bed and buoyed when not in use. The forward 
of the two strings is made up of (from the header) three 30 ft. lengths 
of 24 in. i.d. hose, two 30 ft. lengths of 20 in. i.d. hose, and seven 30 ft. 
lengths of 16 in. i.d. hose. The after string is similar, but with one less 
length of 16 in. i.d. hose. To the seaward extremity of each hose string 
is fitted a 16in. to 12 in. ASA reduction flange. When the ship has 
berthed, each hose string is towed in to the ship's side below the 
manifold by the attendant launch, to be hove up by crane or derrick and 
bolted to the ship's connections, invariably on the port side. Where the 
ship's connections differ from the 12 in. ASA flange on the hose, suitable 
reduction spools must be fitted. The weight to be lifted on each hose is 
approximately 7 tons. 

Single-point moorings, “Alpatah’, “Chahett’ and “Echbar” are all 

approximately 3 miles offshore, in an average depth of 100 ft. of water. 
The submarine pipe-lines to “Alpatah” and “Chahett” berths are of 48 in. 
i.d., that to “Echbar” berth, 42 in. i.d. Particulars of the strings of hoses 
from the header to the ship's manifold are described in detail in the 
chapter on “Single-point Moorings”. As in the conventional buoy berths, 
the hoses are always taken up on the port side, and the connecting 
flange on the hose is 12 in. ASA pattern. The weight to be lifted is 
approximately 7 tons, but this is to some extent dependent on the ship's 
freeboard. 
Mooring Equipment: As a guide to Masters who intend to save time and 
labour, especially in these days of reduced “general purpose” crews, 
by equipping their ship with the requisite mooring gear, the following 
standard requirements is suggested: 

(a) Two (2) flexible steel slip wires, 1.75in. dia, 5.5in. 
circumference, 130 ft. in length, or longer if the distance from the 
fairlead to the bitts is such that 130 ft. would be insufficient to 
make fast safely. Such slip-wires will have an eye spliced in one 
end only. 

(b) Two (2) screw-pin or threaded bolt and nut, bow shackles, bow 
size 2.5 in., pin diameter 2.75 in., minimum width, jaw to jaw, 4 in.: 
breaking strain 150 tons. 

Vessels fitted with suitable chain stoppers will reduce mooring time. 
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Single-Point Moorings: The “Mono-buoy” is a large cylindrical be tT 
(weight 106 tons), divided by steel bulkheads into four water. 
compartments, through the centre of which emerges the loading hey tof 
The perimeter of the buoy, to which the buoy-to-ship Moorings, § 
attached, is a turntable which revolves on bogies round the centy 
hose-supporting — section, in such a manner that the vessel berthey, 
the buoy will always lie head to wind. The minimum depth of water wi, aC 
the swinging radius of the largest ship envisaged at the buoy, (at’ 
approximately 95 ft. fa 

To the mono-buoy is attached a 240 ft. length of chain cable, may of t 
up of 2.375 in. U3 steel studded links, and supported in POlyurathe The 
buoyancy collars, at the seaward end of which is a “chafing chain’ }, Asi 
“chafing chain” is 20 ft. long and of similar construction to the me af 
chain, but with three open links at the end: it is detachable for perig F 
renewal. To the end of the chafing chain is attached the “approach Tope eC 
— a 200 ft. length of 10 in. circumference plaited polypropylene Whe LO) 
when not in use, is allowed to float out free from the buoy. prin 

The ship approaches the buoy from downwind, taking care to ke Oru 

the wind right ahead (adequate ballast should be retained aboard; add 
provide manoeuvrability). When sufficiently close, the crew will lower Me 
the attendant launch the end of a good mooring rope, to the eye of wm (Ste 
has been attached a stout nylon lashing, about 2 fathoms long. Ty pro 
mooring rope should be passed out through a central panama leas “Ag 
a suitable one exists (or from a fairlead on the port bow (when the sip Pet 
is fitted with a bulbous bow) a line put out through a central lead, sho 
be brought back along the forecastle, clear of the bulbous bow,» 7 
then be lowered to the water to avoid the possibility of the launch coms owt 
into contact with the bulb when coming in to collect the end of the m at 
Meanwhile, two heavy 5.5 in. circumference flexible steel slip wires» 
have been made fast in readiness, preferably on different sets of bs 
in such a manner that there is an adequate number of turns around» 
bitts and that the end of the eye reaches to approximately 10 ft. » 
10 ft. 9in. respectively from the panama/fairleads. When the che 
comes aboard, it is quickly secured to the wires by two 150 tons &: 
shackles, which are bolted through two of the open links in the chat» 
chain. The strain on the approach rope (which had followed the she 
rope round the drum-end of the windlass) is now released, and» 
weight allowed to come on-to the wires. The approach rope is tte 
“turned-up” as an additional mooring and the ship is now all fast in» 
berth. Ship's tension wires, or other mooring lines, should also» 
shackled or lashed to the chain, for added security. 

When leaving the berth, the ship's additional moorings are ip 
detached from the chain, any slack which is in the approach rope: 
taken in and that rope made fast very securely. The slip wires are tte 
slacked off slowly and carefully until the strain comes on to the appros 
rope (when strong winds have tightened the mooring, it will probably» 
necessary to put the engine slow ahead before attempting to do th: 
The shackles can then be taken adrift, freeing the wires, and» 
approach rope slacked off until the chain reaches the water — care ber 
taken to ensure that it is not allowed to fall across the hoses. The engr 
is then put astern, and the rope allowed to pay out easily (with hal: 
turn around the bitts to stretch it clear) as the ship leaves the buoy 

(Reminder — unlash the ship's rope from the approach rope bel 

unmooring from the buoy!). 
Loading: Rate of loading is between 32,000 b.p.h. and 36,000 b.p 
Conventional Buoy Moorings: |n berths “Brega” and “Dalila” the st 
is berthed with two anchors streamed out ahead and mooring lines! 
5 buoys round the stern and quarters. In addition, to all buoys exoe 
No. 3 (right astern) there are attached 5.5 in. circumference steel wie 
laid on the sea bed, buoyed, when not in use — in all but the most sett’ 
weather these are brought into the ship by the mooring launch, hove! 
and made fast on board. Vessels should have ready a good 3.5 in. 10 
messenger to take up these wires, and strong chain stoppers,’ 
“carpenter's stoppers”, for use when securing them. 

Before the ship reaches the berth, there should be three good moor 
lines ready on the after end of the main deck, two of which have be? 
securely married in readiness to be sent away first, to warp the s* 
round. At least seven good ropes should be ready for running out ft 
the poop, with lashings ready in case one rope has to be marriei! 
another. Plaited polypropylene ropes, at least 120 fathoms long an’ 1 
a diameter and strength appropriate to the size of the vessel, # ne 
recommended: large manilla ropes, slow and cumbersome to han r 
are definitely unsuitable for berthing under these conditions. 

Synthetic ropes on automatic winches are favoured in this port, bt! pe 
is recommended that they be at least 150, and preferably 200 fatho™ wh 
long. The winches must be capable of being firmly locked when in®™ c 
moorings — any tension feature is not permissible whi 

When it has been necessary to slip moorings in order to leave™ 
berth quickly and without the assistance of the mooring launches, ™ oa 
Company will make every effort to recover them and to return the! 
the vessel as soon as possible. Normally the Company makes no cha? 
for recovering anchors and moorings, but it reserves the right to 0° dar 
under exceptional circumstances. 

In the conventional buoy moorings, in order that ships may be secu® 7} 
moored against beam winds and with sufficient chain leading ahe®’ ate 
ride out heavy swells, it is recommended that they be equipped ® the 
ample chain on both bower anchors. Experience gained in sea de® ape 
suggests that the chain required on each anchor should be more Fir 
the length of the ship. In vessels of 100,000 d.w.t., for which the de® Vol 
were designed, it is recommended that there should be 14 shae® ( 
(1,260 ft.) of chain on each anchor. A minimum acceptable amou™ 
chain is 10 shackles (150 fathoms) for the safety of the ship an® 
company’s installations. Anchor marker buoys should be used. 
HOSES: The lifting, lowering, connecting and disconnecting of the 
hoses will be done by the tanker's personnel in accordance with® 
advice and directions of the Mooring Master. Ship's derricks and ® 
winches should be capable of operating with a safe working !0#%! 
7.5 tons and preferably 10 tons. Vessels with inadequate ho 
equipment will be rejected. All derricks should be fitted with “pr 
guys” in addition to normal guy tackles. 
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oe port derrick must be rigged and ready for use on arrival. In addition 
my jeaving SPM should have the starboard derrick ready, too, in order 
‘giitate the discharge of the mooring gear on the lee side. 
‘wis of bitts, or strong staghorns, for hanging off the hoses, must be 
e eed, suitably located near the manifold. 
f» othe surface, extending from the buoy (to which it is connected by 
ns auksan swivel (a universal joint)), is a hose string comprised of 24 
/, pecnbar”) 26 (at “Alpatah" and “Chahett’’) 30 ft. lengths of 24 in. i.d. 
’ hose, culminating in a floating junction box: from the other side 
65 jns junction box emerge two strings of four lengths of 16 in. i.d. hose. 
send ones — the “over-rail’ hoses — are fitted with 16 in. to 12 in. 
hy SA reduction flanges, which, after the hose has been hove aboard, 
aie gbolted or clamped to the ship's manifold. 
de FO" VLCCs, additional lengths of floating hose are inserted if 


' SING: Zueitina Crude Oils and Debutanized Condensate: The 
«opal cargo loaded at Es Zueitina Terminal is Zueitina Field Blended 
ge Oil, pumped in from the Company's wells, 212 km. inland, but in 
ston certain other grades of crude oil are loaded, namely, Zueitina 
sum Crude, Zueitina Premium Crude, and Zueitina Debutanised 
wpilised) Condensate. Also loaded are Liquid Petroleum Gas 
egucts, Butane and Propane (LPG) see “LPG Loading Berth”, and 
|; gp" Buattifel Crude Oil, from the wells of Agnezia Generale Italiana 
he wali, in concession 100. 

frgin naphtha also exported. 

the following pertinent data will, we believe, be of interest to tanker 

wers and operators, Masters and Mates, and to refinery operatives 
2 she discharging ports:- 
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tts Zueitina Field Blend 

the Average A.P.I. 40.1 

m Average Specific Gravity 0.8246 

ain Pour point +35 

Ss Reid Water Vapour Pressure +5.2 p.s.i. at 100°F 
m .S less thanSppm. 

ps Flash Point below 60°F 

he Average loading temperature on board 108°F 

e Barrels per long ton at 60°F 7.741 


be Zueitina Medium Blend 
Average A.P.I. 36 
rst Average Specific Gravity 0.8448 
A Pour point +85 
en Reid Water Vapour Pressure +5.0 p.s.i. at 100°F 
cr H.S less than5 ppm 
te Flash Point below 60°F 
s) Average loading temperature on board 98°F 
he Barrels per long ton at 60°F 7.582 


a Zueitina Premium Crude 
Average A.P.|. 43.5 
Average Specific Gravity 0.8086 


. Pour point +30 

Reid Water Vapour Pressure +5.6 p.s.i. at 100°F 
> H.S less than5 ppm 
A Flash Point less than 60°F 

Average loading temperature on board 108°F 


Barrels per long ton at 60°F 7.922 


Debutanised Condensate: 
Average A.P.I. 78.0 
Average Specific Gravity 0.6706 
ng Pour point —60°F 
en Reid Water Vapour Pressure 11.0 p.s.i. at 100°F 
ip H.S less thant ppm 
yn Flash Point less than 0°F 
to Average loading temperature on board 75°F 
d Barrels per long ton at 60°F 9.555 
ye he grades of cargoes to be loaded will affect the berthing schedule, 
le. “spective of the chronological sequence of vessels’ arrival times. 
is recommended that vessels take the maximum flow with due 
(t “ard to safety, in order to both expedite the turn-round time and to 
ns “ain the bottom-weight to counteract the possible effect of local winds 
ne “ich frequently spring up with little warning. 
Care must be taken not to overload, as there is no provision 
ne “alsoever for cargo once loaded to be pumped back ashore. 
»¢ arning is given of the danger of closing hoses against an incoming 
to How. Such a procedure may create excessive pressures which result 
ye ‘Samage to loading hoses, sea lines, and other Terminal equipment. 
s¢ “sels which ignore this warning and do in consequence cause such 
‘mage will be held responsible for all costs incurred for the renewal 
y “storation of the damaged equipment. 
to 
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The attention of Masters is drawn to Safety Precautions, wherein they 

*Steminded of their responsibilities for ensuring that all persons aboard 
{ships are cognizant with the hazards involved in the loading 
Brations, and with the need for strict observance at all times of the 
"tand Safety Rules. Debutanised Condensate, in particular, is a highly 
“atile fluid which must be treated with the utmost prudence. 

NB. particulars of cargoes included in the foregoing are for 

“mation only and do not constitute a guarantee of quality.). 

“ding — A.G./.P “‘Buattifel’’ Crude: Because of its high wax content 
~ “% -A.G.1.P. “Buattifel” Crude Oil, (hereafter referred to as “Agip”’) 
ig %to be maintained at a very high temperature throughout its entire 
# “sit from the wells to the Terminal system, and thence via the sea 
¢ “Sto the berth and the loading vessel: it will arrive on board at 
~@ *oximately 140°F, and the heating coils in the cargo compartments 
f “St be motivated in readiness and be capable of keeping the oil at 

“we this temperature. 


ae 


LIBYA 


Two berths “Brega” and “Chahett’’, have been modified for the loading 
of Agip cargoes — ships may be moored in either of these berths but 
because of the considerable heating problem involved only one of the 
berths at a time can be used for loading Agip cargo. Through the 
submarine lines to “Brega” and “Chahett” central ‘gut’ lines have been 
inserted — at “Chahett’ berth where the sea line is 48 in. diameter, the 
gut line is of 18 in. diameter, and at “Brega’ — sea line 42 in. diameter 
— the diameter of the gut line is 16 in. These two gut lines (which are, 
of course, tied in ashore with the Terminal tank and metering and 
pumping complex) terminate 20 ft. from the headers at the seaward ends 
of the sea lines. The area between the outside of the gut line and the 
interior wall of the sea line is called the “annulus". To the headers (from 
which emanate the strings of flexible hoses which are ultimately bolted 
to the ship's manifold connections) are fitted remote control hydraulic 
valves, operative from the loading station within the Terminal. 

Immediately prior to the berthing of the prospective Agip loading ship, 
hot Zueitina crude oil is circulated from its storage tank, through the gut 
line, and back through the annulus, heating the entire system. Once the 
ship is securely moored, preparations are made to replace the hot 
“Zueitina” oil with hot Agip oil. (60,000 barrels is the full line content at 
“Chahett”, 33,600 barrels at “Brega’’). This process will take about four 
hours, and ship and shore must work in conjunction to ensure that the 
deballasting and the recirculation of the line with hot Agip oil are 
completed at about the same time. This is of vital importance, for once 
the line system is filled with hot Agip cargo it cannot remain in circulation 
for more than one hour. If the ship is not then ready to receive it, the 
Agip oil must be replaced by Zueitina oil, and only after this has been 
circulated round the line can the line be again replenished with another 
circulation of Agip oil. This entire process may take about 12 hours — a 
wastage of time which neither the Terminal nor the ship operators can 
afford to contemplate with unconcern. 

When ship and shore are ready to begin loading, the remote control 
valves are opened anc. at a very slow rate, the cold Zueitina oil which 
has been in the flexible hoses is loaded — 1,500 barrels at “Chahett’, 
300 barrels at ‘Brega’. 

At this point, the loading officer in the ship will transfer the cargo to 
other tanks to avoid intermingling of the two types of crude, for now hot 
Agip is entering the ship’s system, from the gut line. Loading continues 
at a slow rate until the contents of the gut line — 6,000 barrels at 
“Chahett’, 3,600 at ‘“Brega” — have been pumped into the ship, after 
which the loading of the Agip, at normal rate, is through the annulus 
only. (The gut line is, at this point, filled with Zueitina oil, which will 
remain static throughout the loading of the Agip cargo). 

With about 2,000 barrels of Agip cargo to go to completion, loading 
is stopped in order that the ship's loading officer may check his ullages 
and calculations. When, in “Brega’ there are 300 barrels to go, in 
“Chahett” 1,500 barrels, loading is again stopped briefly: this marks the 
completion ashore of Agip cargo being pumped into the circuit. Now the 
Zueitina oil in the gut line is pumped into the flexible hose strings, so 
that when the required quantity of Agip oil has been loaded into the 
vessels, the hose strings — from the headers to the terminal flanges, 
disconnected from the manifold — are filled with Zueitina crude oil, which 
will not solidify whilst the hoses lie dormant under the sea. Similarly, the 
Agip crude oil in the annulus of the sea line is pumped back into the 
tank ashore and replaced throughout the system by Zueitina crude. 

The foregoing explanation pertains to vessels loading Agip cargo only, 
taking the minimum essential Zueitina oil solely as a line flush. If, 
however, a ship requires a part cargo of Zueitina crude, it will load that 
after completing the Agip cargo, except for that small quantity used as 
the line flush at the commencement. 

A.G.1.P. “Buattifel” Crude, particulars:- 

Average A.P.1. 41.0 at 60°F 

Average Specific Gravity 0.806 

Wax Content 37% 

Pour point +95° 

H.S Nil 

Flash Point 68°F (ABEL) 

Average Loading Temperature on board 140°F to 150°F 

Barrels per Long Ton 7.9 (approximate) 

(N.B. The above data is for information only and does not constitute a 
guarantee of quality). 


LPG LOADING BERTH: Berth, Location and Nature: The LPG loading 
berth is S.S.W. of the Small Craft Harbour, inside Tre Scogli Reef. It is 
designed for vessels of approximately 700 ft. in length, with a cargo 
capacity of 32,000 cu.m. The maximum permissible loaded draft (1977) 
is 28 ft. 

The channel through the reef, between Trinity Buoy (painted yellow, 
quick flash green, Lat. 30° 53’ 30” N., Long. 20° 02’ 48” E.) and Wafeya 
Beacon — Scoglio Sud — (white skeleton tower, group flash, 6 every 10 
seconds) runs in a 315° (T) — 135° (T) direction: it is marked by two 
leading marks, the front one in position Lat. 30° 53' 16” N., Long. 
20° 03’ 42” E., and the rear one 750 m. (2,460 ft.), 135° (T), from this 
position. Both marks are black steel pylons with black and red oblong 
grid topmarks: the front one shows at night an amber light flashing every 
1.5 seconds, whilst the rear one shows an amber occulting light, the 
period of light being six seconds every ten seconds. A small white spar 
buoy, showing at night a quick flashing red light, marks the turning 
position for ships approaching or leaving the berth. 

The loading platform is of structural steel, supported on concrete piles, 
and faced with heavy rubber fenders. Ships are berthed alongside four 
breasting dolphins (two of which are incorporated into the loading 
platform), with other mooring dolphins ahead and astern and on the 
inside bow and inside quarter. Ships approaching the berth swing round 
on the port anchor and about six shackles of chain — when moored, the 
chain is hove tight. 

Only one loading line is used, with a connecting flange of 6 in. ASA 
1,300 Ibs. It is hove on board the ship with the ship’s derrick or crane, 
or radial davit. A 12 in. Chicksan available for large vessels. Vapour line 
to “flare” only provided. 
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Such is the location of the berth — fully exposed to winds from most 

directions but sometimes protected partially by the reef from the worst 
effects of the swell — that on occasions LPG tankers cannot be berthed 
although the crude oil berths in the harbour are operational. And vice 
versa. Consequently, with regard to Port Closure Time, the LPG berth 
is regarded as a separate entity from the main harbour. 
Arrival: On first contacting Zueitina Marine by VHF (Channel 13 or 16), 
the Master of an LPG tanker should, in addition to giving his ETA at the 
Terminal Light Float, inform Zueitina Marine of his last port, the intended 
port of discharge after leaving Zueitina, the quantity and grade of cargo 
required, the temperature at which he wishes the cargo to be loaded, 
the size of the ship’s manifold connections, and whether or not he has 
aboard a Certificate of Discharge for the cargo loaded in Zueitina. 

If the vessel is to berth on arrival, the Mooring Master will board in 
the close vicinity of the Terminal Fairway Buoy. If the ship is instructed 
to anchor, the Master should do so in the recommended anchorage. 
Pratique, Customs Formalities: \f the ship has been obliged to anchor, 
Pratique and Customs formalities may be dealt with in the anchorage. 
Alternatively, they may be attended to on board after the ship has 
berthed. 

For information regarding documents required on arrival, Customs and 

Immigration procedure see “Documents”. 
Loading: For a ship which needs tank purging and coolirig prior to 
loading, the minimum rate will be approximately 100 b.p.h. Inert gas is 
not provided at Zueitina Terminal — the vessel must provide inert gas 
for purging after previous cargoes other than butane or propane. The 
ship will not be loaded until the air has been purged to a maximum 
oxygen content of 0.5%. When loading has commenced, the minimum 
rate permitted by the Libyan Secretariat of Petroleum is 1,500 b.p.h. 
The maximum rate available is between 6,000 and 7,000 b.p.h. For 
“topping off’, the rate can, within these limits, be adjusted to the 
requirements of the loading officer. Arrangements can be made in 
advance for the LPG plant to stop loading when the desired quantity 
has been metered into the ship, or alternatively, the ship’s loading officer 
can instruct the Terminal to stop loading when he sees that the correct 
amount has been received aboard. 

Loading operations on board are the responsibility of the ship's 
personnel. The Master's attention is particularly drawn to the Terms of 
Acceptance as detailed in the “Tanker Loading Advice” letter which he 
has signed, and to the “Zueitina Marine Terminal, Fire and Safety 
Rules”. 

The loading platform — abreast of the ship's manifold and within easy 
hailing distance — is manned at all times during loading operations, and 
the ship must maintain a continuous verbal contact with the loading 
operative. In addition, VHF contact between ship and loading 
installations must be maintained on Channel 12. In the event of any 
emergency — fire, leakage, parting of moorings, etcetera — the operative 
on the platform can stop the loading by remote control. 

Unberthing in Bad Weather: Should deteriorating weather conditions 
necessitate the vessel leaving the berth quickly, a Mooring Master will 
be speedily available at all hours. 

Cargo Particulars: The following data will, we believe, be of interest to 
Masters and Mates and operators of vessels loading LPG products:- 

Propane 

Average A.P.|. 146 

Average Specific Gravity 0.510 60/60°F 

Reid Vapour Pressure 175 p.s.i.g. 

Free Water Nil 

Copper Strip Corrosion 1a 

Flash Point less than 0°F 

Average Loading Temperature —40°F (—40°C) 

Barrels per Metric Ton at 60°F 12.3 (approx). 

Butane 

Average A.P.1. 114.2 

Average Specific Gravity 0.576 60/60°F 

Reid Vapour Pressure 48 p.s.i.g 

Free Water Nil 

Copper Strip Corrosion 1a 

Flash Point less than 0°F 

Loading Temperature at Ship's Request, within Ranges + 18°F (—8°C) 

to +35°F (+2°C) 

Barrels per metric ton at 60°F 10.8 (approx.) 

(N.B. The foregoing data is intended for information only, and does not 
constitute a guarantee of quality.) 

Departure: \Immediately after completion of loading, the manifold 
connections are unbolted and the loading arms retracted. Shortly 
afterwards the Mooring Master will board and, with the assistance of 
adequate mooring boats, unberth the ship and pilot it through the reef 
to a safe anchorage in the outer harbour before disembarking. 

When the documents pertaining to the ship’s loading have been 
completed ashore, a clerk will take them out to the ship. (On occasions 
he will be accompanied by a Customs Official, boarding the ship to 
ensure that the seals which were put on bonded storerooms on arrival 
have not been tampered with before the ship has left Libyan territorial 
water.) It is customary for Zueitina Marine to inform the ship's Master 
when the documents clerk leaves the Small Craft Harbour, so that the 
anchor may be hove up and a lee side presented to the launch. 

After the documentation formalities have been completed on board, 
the Master is required to pass by VHF to Zueitina Marine the official 
sailing time of his ship. 

CUSTOMS ALLOWANCES: Each member of the crew is allowed 
25 cigarettes, or 25 grammes of tobacco, one litre of beer, or half a litre 
of wine, for every day of the ship's stay in port. Other tobacco and 
cigarettes, wines, beers and spirits, as well as matches, arms and 
ammunition, and saccharine, will be retained under seal whilst the ship 
is in Libyan waters. 

REPATRIATION: Only in an emergency can any crew member be paid 
off. Seamen's discharge books are not recognised in Libya. Crew 
members are advised to have a valid passport in their possession in 
case of emergency. 
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MEDICAL: Medical facilities are limited to emergency cases only. 
certain circumstances, however, the Terminal medical Practitioners gd 
give advice to Masters by VHF in cases where Crew members ‘ 
to be suffering from undiagnosed ailments. If it is essential for a 
person to be landed, the ship's Agent must first obtain the Approvas gala! 
the Government authorities. 

The sick person when coming ashore must be accompanied by, 
officer or other responsible person able to speak English, and both sHif 
patient and the person accompanying him must be in POSSESSion « (hal 
passports. (Not seamen’s discharge books, which are not reCOgnigs Doc! 


in Libya). ry 
FRESH WATER: No fresh water available. 2 
FUEL: No bunkers available. 2 


CONSULS: None locally. See “Tripoli”. 1 
REPAIRS: There are no engineering repair shops. 2 
BALLAST: Because of the exposed position of the sea berths, ¢, All 
essential that vessels arrive with sufficient ballast for safe ha 1 
having due regard to existing weather and sea conditions. Experien 1 
has shown that a fair estimate of the amount required is one third of NC 
summer deadweight. A tanker found by the Mooring Master to ) mani 
insufficiently ballasted will be rejected. However, it is imperative for Mt 
safety of the ship and of the installation that deballasting should be, as 
speedy as possible, to reduce the period wherein the ship is Mma amo! 
vulnerable to any sudden deterioration in the weather. It is, indeed, St 
the advantage of everyone concerned if the ship is able to commer Sout 
loading as soon as the hoses are connected, deballasting simultane, Tr 
with the loading of the cargo. In cases when it is essential to Complg rm 
the deballasting before loading can start, and deballasting time in xce4 Appi 
of 6 hours will be deducted from the lay time. Luet 
As there are at Zueitina no facilities for discharging it ashore, vesss 2uet 
must arrive at the Terminal with clean ballast: all lines, pumps, agas 
strainers must have been flushed out prior to arrival within 100 miles: Be 
the Libyan coastline. The 
The Mooring Master will inspect ship's ballast on boarding, and i gooc 
has the power to reject any vessel that he deems would cause polluiy ind 
in the Terminal waters. A vessel so rejected must proceed to a posi Zu 
over 100 miles from the coast, re-ballast, and return only when the balls inc! 
is completely clean. A new notice of readiness must then be tends Wo.‘ 
and the loading turn will be counted as from this second arrival. \W 
The sea area round the ship shall be adequately lighted, as freque Alot 
inspection by the Mooring Master will be made during ballast discharg gun 
Any pollution whatever, including bilge discharge, will be cause tm \ 
rejection. Similarly, any hull leaks causing pollution during loading w Offs! 
be cause for rejection — a vessel rejected on these grounds will notidert 
re-accepted until satisfactory evidence of repairs has been certified) fntn 
a qualified surveyor. wy! 
On completion of deballasting, all unused cargo connections musts dpe 
blanked off, sea valves closed and lashed, deck scuppers rity 
plugged, and drip pans placed below the cargo hose connections. ! flea 
the requirements listed on the Company's Safety and Fire Precautio lugs 
Check Form must be seen to be complied with before loading § noo 
commenced. gun 
In the event that the Company has to settle any third party claims wail 
a result of damage to property caused by pollution attributable in # ert 
way to a vessel, the Company will have the right to reimbursement! ster 
those responsible for the vessel for all expenses incurred. Be 
WEATHER: Weather conditions in Zueitina are generally clement Ti tw 
temperature during the Winter seldom falls below 10°C (50°F), and’ ull. 
the Summer, even at midday, is rarely in excess of 35°C (95°F). Tt 
prevailing winds are Northwesterly. During the mid-Summer months,® Tt 
land- and sea-breezes phenomenon is very apparent: a Northwesie®  e 
wind springs up at about 1100 hrs. sometimes to reach near-gale fo § al 
by late afternoon, then gradually dying away during the evening. Atate Tt 
2300 hrs. the wind begins to blow off the land — again sometimes tt’ Ve 
fresh breeze or near-gale — before falling away completely around daft com 
During the Spring and Autumn, and in the early Winter months, the Yoo 
are frequent prolonged periods of calm, tranquil weather. Howevel !2sp 
Spring especially, and again in the Autumn, such periods may het 
interrupted by the onset of the ‘gibli”, an off-shore wind which, like®™ fe t 
“khamsin” wind in Egypt, springs up with little warning to reach g@ Tr 
intensity, laden with sand and dust to such an extent that visibility! pr 
reduced to a few yards. derth 
In the Winter months, prolonged periods of strong Northwesterly ga® Sarg 
with very heavy seas and high swells, accompanied by frequent ® "se 
squalls, are experienced. Even after the strong winds have subsi#® ail 
long, high swells may continue for several hours to prevent moo Tr 
operations. Such Northwesterly gales are usually accompanied bj! %r 
sharply rising barometer, and follow the passing of a cold front, # %nr 
winds from the West. It 
Rainfall is confined to the Winter months only. Fog is rare, thoug’ Ther 
does occasionally occur in the Spring and Summer around da® Norn 
enerally dissipating after two or three hours. eric 
SURVEYORS. Various companies of cargo inspectors perform dul Suta 
at Zueitina, but must be arranged prior to vessel's arrival through UP "ill 
or Paris headquarters. No Classification Societies at Zueitina. kK 
SHORE LEAVE: No shore leave is permitted. th 
GENERAL: Vessels are advised not to have on board any art Th 
whatsoever of Israeli origin. If anything of such a nature is found (* ™h 
be confiscated and the ship be liable to a fine and possibly to ao PG 
for further investigation. Bil ¢ 
Goods — and, in particular, alcoho! and tobacco — must not be ta) "e s 
from ship to shore, or from ship to ship. P af 
Being an open roadstead, vessels must keep engines in a sialé’| @m 
immediate readiness. No repairs to main engine may be undertake’ Ma 
berth. Steam or electric power must be available on deck in@ _Av 
adjustments to anchor cables or mooring lines are found neces Faci 
Power must be available on ship's whistles and sirens. Ship's 
must not be lowered into the sea and detached from the falls. Swi Cust 
is prohibited. The Mooring Master (and, when applicable, *| #0 
assistant(s)) assigned to a tanker, will remain on board until afte’™| "®c 


{has loaded, unmoored, has completed documentation formalities 

nas Cleared the Company's installations and is safely heading for 

gen sea. During the time he is aboard he is to be provided with 
odation suitable for one of Master Mariner status, and with 
le meals. 


&® 2@aese 2 


the PMASTER'S REPORT: March 1988. 
gt B.A. Chart No. 3346. 
eg puients: 
tcopies Crew List. 
sopies Crew Declaration. 
jopies Ship's Manifest. 
copy Health Declaration. 
jeopies Currency List. 
, # Passports. 
‘copy Arms and Ammunition List. 
ce (copy Drugs List. 
alcohol allowed in cabins, all must be place in bond and 
te miested. “Magazines” and “calendars” must be placed under seal. 
he loney in the ship's safe is to be manifested. If vessel staying in Libyan 
@ wial waters the bond remains sealed. Customs may issue a limited 
t of beer but for ship use only. 
fp Sores must be checked to make sure that there is no produce from 
oe wh Africa or Israel. 
ws Ne Crew Declaration and the Crew Money List must be on Libyan 
a ms, unless first Libyan port of call. 
sg woach: The harbour area was observed on radar at 24 miles and 
gna Light was observed at 15 miles. The Light Float light is weak. 
a gina D/F was operational. Taking of soundings on approach can be 
ng iassistance. 
@ ¥ngazi Radio should be contacted on 2182 kHz. when inward bound. 
Station was difficult to raise but the operators were polite and spoke 
he nd English. They require vessel's destination, ETA, position, course 
onpispeed. 
op luetina Terminal Telex No. 90120130 ZUELY. 
a ehorage: LPG ships anchor in the anchorage indicated on BA. Chart 
“3346. If the vessel is familiar with the Port she may anchor 0.75 miles 
‘N.of Scoglio Sud Reef Lighthouse. 
fi et The Pilot/Mooring Master boards at the anchorage from a mooring 
¢ weh and on departure leaves at the same position. Zuetina Marine is 
in VHF Channel 13. Pilots stay on board whilst the vessel is at the 
“i Shore Mooring but does not normally stay on vessels at the LPG 
be sth unless the weather is poor. 
by *y Between Scoglio Sud Reef Light and Q.FI.R. Buoy in position 
153.55'N., 20°03.40'E. less water reported. Approach and 
be warture to the LPG Berth is made to the South and West of the Q.R. 
me een the buoy and Trinity Shoal. Minimum depth from the Light 
tito the berth was found to be 39 ft. 
ns gs: One large tug/mooring vessel of 4,500 h.p. used at the offshore 
§ sings. 3 mooring launches of 350 h.p. used at the LPG berth, these 
wehes also used at the offshore moorings. A total of 4 launches are 
as lable and a Sth launch is under repair. 
ny sth: Vessels berth starboard side to. The berth is very exposed and 
by 9 closed in Winter. 
Zething and unberthing possible at night time if the weather is calm, 
night berthing and unberthing not carried out if the tanks are 
in 


@ ‘he Radar Station at Zuetina is in the same position as Zuetina Light. 
the berth flat fender face is 25 m. in length with one breasting dolphin 
y "ach end. Small vessels tend to lie on the berth flat face. The berth 
8 iaigned 104° — 284°. 
ui There is a Q.FI.R. Light on the N.W. breasting dolphin. 
8 \essels leave the berth as soon as hoses are disconnected and 
f mplete paperwork at the anchorage. 
@ torings: Moorings consist of 2 head/stern lines, 2 breast lines and 
! “rings at each end. The head and stern lines are sent to buoys and 
tng lines to the mooring dolphins. Springs are sent to bollards on 
nh. 
lf The port anchor was let go to approximately 3 shackles when 
§ woaching the berth. The mooring launches push the vessel into the 
®t and hold her there until all fast. 
S 490: The Chicksan arms have been taken down and only rubber 
M es are used. Liquid hose is 6 in. 300 ASA. A vapour return line is 
d Blable but metered and charged. It was not used. 
@ There is a hydraulic crane on the berth for hose handling. A ship’s 
a eae is also required and ship’s crew are required to make 
nection. 
‘vessel is handling butane and propane, butane is handled first. 
“fe is about 4.5 hours’ wait between products whilst the line is cleared. 
" mal minimum rate is about 55 t.p.h. but can go slower for short 
ods while cooling. The normal maximum for hose loading is 200 t.p.h. 
® vane chilled to about —5°C. Beware of pressure reduction on loading 
‘ed butane. 
Surveyor or terminal representative was in attendance for figures 
‘He start or finish. 
; here is a terminal representative in a hut on the berth during loading 
"a walkie-talkie on Channel 12. Channel 12 also connects with the 
y : Control Room and can be contacted if there are any queries. The 
of Lading is on the shore figures and this compares favourably with 
*ships's figures. 
_Opane can be loaded first by prior arreangement, however, the 
ok is not keen on doing this as the line is normally left under 


fn 

of 

4 Average Specific Gravity of butane 0.567 and propane 0.508. 

4 “ilies: Emergency medical attention is available at the Terminal 
, "c. Agent advises that there are a few fresh stores available. 

§ Ss: Beer is sometimes allowed out of bond if the vessel is 
- .. ding outside Libya, but alcohol will not be issued if vessel is on 
*Soastal trade. A cigarette issue is allowed. 


. 


LIBYA 


If vessel is on the coastal trade, make sure the “Customs Rider” is 
correct on departure. 
Papers: All departure documentation completed at anchorage after 
loading. The agent attends but no representative of the terminal. 
Completion of documentation can take up to 3 hours. The Libyan 
Discharge Certificate is very important and must be properly signed at 
the port of discharge even if on Libyan coastal trade. 
General: The oil company has flights twice a week from Tripoli. Terminal 
personnel often arrive and leave via Benghazi which is 2 hours by road 
and take Air Malta flight to Valletta for onward connections. 


AUTHORITY: Zueitina Marine Terminal, Zueitina Oil Co., P.O.Box 2134, 
Tripoli, S.P.L.A.J. Tel: Tripoli 38011 (ext. 116-119 Zueitina). Telex: 
20289, 20130 Zue Ly. FAX: 39109. Contact: Captain J. Folkestad, 
Marine Superintendent. M. Oun, Operations Manager. 

AGENCY: All ships must have an approved Agent to look after their 
interests. As from 1st June, 1978, all shipping agencies in the Socialist 
People’s Libyan Arab Jamaharaya have been superseded by one 
nationalised company, known as The Shahat Shipping Agency. 

See “General” before first port. 

Cables of estimated time of arrival sent to the Agent should be in 
addition to, and not in place of, those sent to Oxyport, Oxylibya, 
Tripolilibya. Total charges are 750 Libyan dinars for the first 30,000 tons 
summer deadweight, or part thereof, plus 2 dinars 500 Dirhams for every 
100 tons or part thereof in excess of 30,000 tons, plus 2% of the total 
sum in revenue stamps. 


NOTES 
Please also advise Shipping Guides Ltd. 
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yp, see Laayoune 


tus 


pat Point 


» see Turku 
ema, see Degema 
shi, see Himeji 
A) Bukoosh 
Dhabi, see Mina Zayed 
fus, see Basrah 
dog, see Aparri 
yakawa, see Aomori 


“ Grange, see Manchester, U.K. 
sya, see Suez Canal 
, see Milos Island 


salykskiy Bay, see Yuzhnyy 
0SKO bing 

oi 

mos Georgios, see Piraeus 
0s Kosmos, see Piraeus 
hos Nikolaos 

@ Marina 

& Trias, see Megara 

fp Theodoroi 

ala 

adulce 


me, see Jobos 
tom Oy, see Saimaa Canal 
med Bin Rashid 


Sukhna 


& see Kemi 

uiias, see Rhodes 
mniemi, see Saimaa Canal 

Xhobar 
Qadimah 
Nahmah, 
see Saudi Arabia (General) 

\Ounfudah, 

ee Saudi Arabia (General) 

‘yayr, see Saudi Arabia (General) 
a, see Saudi Arabia (General) 
“huraibah, 
see Saudi Arabia (General) 

“ath, see Saudi Arabia (General) 
2a, See Warri 

“da, see San Francisco 


“Terminal, see Sitra 
a Terminal 


“y, W.A., Australia 
N.Y., U.S.A. 
why Bay, see Weipa 


0a ea Terminal, see Santos 


dia, Egypt 
andria, U.S.A. 
~ droupoulis 
Oras 


#282y, see Port Elizabeth 


: &n, see Jakobstad 
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1 

63 
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1533 
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502 
1884 
661 
1533 
2 

2 
1525 
560 
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Alicante 

Aliveri Bay, see Milaki 

Alleppey 

Almeria 

Almirante 

Almirante Barrosso Terminal, 
see Sao Sebastiao 


Almirante Soares Dutra Terminal, 


see Tramandai 
Alotau 
Alsancak, see Izmir 
Altamira, see Tampico 
Altona, see Hamburg 
Alumar 
Alvik 
Ama, see New Orleans 
Amagasaki 
Amapala 
Ambarli, see Istanbul 
Ambes, see Bordeaux 
Ambon 
American Samoa 
Ameriport, see Philadelphia 
Amesville, see New Orleans 
Amherstburg 
Amherst Harbour 
Amlwch 
Amoy, see Xiamen 

and China (General) 
Ampenan 
Amsterdam 
Amuay Bay 
Anacortes 
Anahuac, see Tampico 
Anan 
Anchorage 
Ancona 
Andres, see Boca Chica 
Anewa Bay 
Angle Bay, see Milford Haven 
Ango-Ango, see Matadi 
Angola 
Angra dos Reis 
Anic Terminal, see Gela 
Annaba 
Anoa Natuna, see Late Reports 
Anging 
Antalya 
Antan Terminal 
Antibes 
Antifer, see Le Havre 
Antigua 
Antilla, also see Late Reports 
Antimonan 
Antofagasta 
Antonina 
Antsiranana 
Antwerp 
Aokata 
Aomori 
Apapa, see Lagos 
Aparri 
Apia 
Apra Harbour, see Guam 
Aqaba 
Aracaju 
Aratu 
Arawak Cay, see Nassau 
Arbatax 
Arbroath 
Archangel 
Ardalstangen 
Ardjuna 
Ardrossan, Australia 
Ardrossan, U.K. 
Areia Branca 
Arendal 
Argentina 
Argostoli 
Arguineguin 
Arhus, see Aarhus 
Arica 
Arkiko, see Massawa 
Arnos Vale, see Kingstown 
Arrecife 
Art Island, see Noumea 
Arthur Kill, see New York 
Aruba, see Netherland Antilles 


Arun Terminal, see Lhokseumawe 


Arzannah Island 


Arzew ee 


Arzew El Djedid, see Arzew 
Arziw, see Arzew 
Ascension Island 

Ashdod 

Ashkelon, see Ashdod 
Ashtabula 

Ashtart 

Asnaes 

Aspropyrgos — 

Asry Dry Dock, see Mina Sulman 
Assab ; 
Assens : 
Astillero, see Santander 
Astoria a. 
Asturias, see Cebu , 
Atico “u 
Atsumi , 
Attaka, see Santan Terminal 
Atucha 

Au, see Basle 

Auckland 


Aughinish Island Alumina Plant, 


see Shannon Estuary 
Augusta 


Ausrep 


Australia 

Avarua, see Avatiu f 
Avatiu 7 
Aveiro 

Avernakke, see Nyborg 
Aviles 

Avondale, see New Orleans 
Avonmouth, see Bristol 
Axelsvik, see Karlsborgsverken 
Ayr 

Azhikkal, see Calicut 
Azores 

Azovstal, see Zhdanov 
Azua 

Azzawiya, see Zawia 


BD 
hi 


Babitonga Bay, 

see Sao Francisco do Sul © 
Babouillat 
Backviken, see Landskrona 
Bacong, see Dumaguete 
Baddeck 
Bado, see Uddevalla 
Baejarbryggjan, see Siglufjord 
Bagfas, see Bandirma 
Bagnoli 
Bagotville, see Port Alfred 
Bahamas 
Bahia, see Salvador 
Bahia Blanca 
Bahia de Charco Azul, 

see Puerto Armuelles 
Bahia Gregorio, see Punta Arenas 
Bahia Honda, see Mariel 
Bahia Las Minas 
Bahrain 
Bahregan Oil Centre, 

see Ras Bahregan 
Baia da Ilha Grande, 

see Angra dos Reis 
Baie Comeau 
Baie de la Possession, 

see Pointe des Galets 
Baie des Dames, see Noumea 
Baie des Flamands, 

see Fort de France 
Baie Ugue, see Noumea 
Baithkol, see Karwar 
Baj Baj, see Calcutta 
Bajo Grande, 

also see Maracaibo Lake 
Bakar, see Rijeka 
Balao Terminal _ 
Balboa iia 

or: 


e 


eso 
866 ek: 
1a 5 | 
a 
415 
415 
1392 
474 
1537 
1963 7, 
17820 
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Balikpapan 
Baliwasan, see Zamboanga 
Ballah, see Suez Canal 
Ballast Head 
Ballast Point, 
see Sydney, N.S.W., Australia 
Balls Head, | 
see Sydney, N.S.W., Australia 
Ballybricken Point, see Cork 
Ballylumford, see Larne 
Balmain, 
see Sydney, N.S.W., Australia 
Balongan 
_ Baltic Deep-Sea Pilotage 
Baltimore 
Banaba 
Banana 
Bandar Abbas : 
Bandar Imam Khomeini 
Bandar Mahshahr 
Bandar Seri Begawan 
Bandholm 
Bandirma 
Banes 
Bangkok 
‘Bangladesh 
Bangor, Northern Ireland, U.K. 
Bangor, Maine, U.S.A. 
Banias 
Banjarmasin 
Banjul 
Bantry Bay 
Banyu, see Bunyu 
Banyuwangi 
Banyuwangi (Port Meneng) 
Bar 


Baracoa, also see Late Reports 
Barahona 
Baram, see Miri 
Barao de Tefe, see Antonina 
» Barbados 
Barber's Point, see Honolulu 
Barbours Cut, see Houston 
Barcadera 
Barer. also see Late Reports 
ari 
Barima Bar, see Orinoco River 
Barney Point, see Gladstone 
Barquito, see Chanaral 
Barra do Riacho 
Barranquilla 
Barreiro, see Lisbon 
Barrosso Terminal, 
see Sao Sebastiao 
Barrow-in-Furness 
Barrow Island 
Barry 
Bartica, see Essequibo River 
Barton, see Manchester, U.K. 
Basle 
Basrah 
Bassens, see Bordeaux 
Basseterre, St. Kitts 
Basse Terre, Guadeloupe 
Bastia 
Basuo 
Bata 
Bataan 
Batangas 
Batang Lupar, see Sejingkat 
Bathurst, see Banjul 
Baton Rouge 
Batsfjord 
Batu Ampar 
Batumi 
_ Bauan, see Batangas 
Bay des Dames, see Noumea 
Bay N’'Go, see Noumea 
Bay of Fundy, 
see Saint John, N.B., Canada 
Bay of Plenty, see Tauranga 
Bay Roberts 
Bayonne, France 
Bayonne, N.J., see New York 
Bayou Cosotte, see Pascagoula 
Bayport, see Houston 
Bayside, see St. Andrews 
Baytown 
Beaumont 
Beauty Point, see Launceston 
Bec d'Ambes, see Bordeaux 
Becancour 
Bedi Bunder 
Bei Hai 
Beilun, see Ningbo 
Beira 


Beirut 
Bejaia 
Belawan 
Belekeri 
Belem 
Belfast 
Beigium 
Belgorod-Dnestrovsky 
Belitung, see Tanjung Pandan 
Belize 
Belize 
Bell Bay, see Launceston 
Belledune 
Bellingham 
Belwaarde, see Paramaribo 
Ben Thuy 
Bengkalis Strait, see Dumai 
Benghazi 
Bengkulu 
Beni Enzar, see Port Nador 
Benicia 
Benin, Peoples’ Republic of 
Benoa 
Berbera 
Berbice, see New Amsterdam 
Berdyansk 
Bergen 
Bergs Harbour, see Stockholm 
Bermuda 
Berner’s Bay, see Juneau 
Berre, see Marseilles 
Berrys Bay, 
see Sydney, N.S.W., Australia 
Betio, see Tarawa 
Beypore, see Calicut 
Beyrouth, see Beirut 
Bhavnagar 
Biak 
Bilbao 
Billingham, see Tees River 
Bima ' 
Bima Marine Terminal 
Bin Qasim, 
see Port Muhammed Bin Qasim 
Bintangor, see Sibu 
Biocobian, see Aparri 
Bintulu 
Bintulu Terminal 
Biringkasi 
Birkenhead, see Liverpool 
Birsfelden, see Basie 
Bislig 
Bissau 
Bitung 
Bizerte 
Bjorno, see Kristinestad 
Black Cape, see New Richmond 
Blang Lancang, see Lhokseumawe 
Blaye, see Bordeaux 
Bloors Wharf, see Medway Ports 
Blount Is., see Jacksonville 
Bluff 
Blyth 
Boca Chica 
Boca Grande, Cuba, see Jucaro 
Boca Grande, Florida, U.S.A. 
Bocas del Toro, see Almirante ~ 
Bodo 
Bohavan, see Sandakan 
Bokfjord, see Kirkenes 
Bolivia 
Boma 
Bombay 
Bonaberi, see Douala 
Bonaire, see Netherlands Antilles 
Bonaire Terminal 
Bone, see Annaba 
Bonny 
Bonsu, see Saltpond 
Bontang 
Boom, see Brussels 
Boqueron, see Guantanamo 
Bora Bora 
Borburata, see Puerto Cabello 
Bordeaux 
Borj Islam 
Borssele, see Flushing 
Borstahusen, see Landskrona 
Borusan 
Bosporus, see Istanbul, 
also see Turkey (General) 
and Late Reports 
Boston, U.K. 
Boston, U.S.A. 
Botany Bay 
Botas, see Golovasi 


Botlek, see Rotterdam 
Botnaneset, see Floro 
Botwood 
Bouc, see Marseilles 
Bougie, see Bejaia 
Boulogne sur Mer 
Bourail, see Noumea 
Bourgas 
Bouri 
Bouzas, see Vigo 
Bow Creek, see London 
Bowen 
Bowling, see Clyde Port 
Braakman, see Terneuzen 
Braefoot Bay 
Brahestad, see Raahe 
Braintree, see Boston, U.S.A. 
Brake 
Brasil, see Bonaire Terminal 
Brass Terminal 
Braviken, see Norrkoping 
Brazil mY 
Brazos, see Freeport, Texas, U.S.A. 
Brega, see Marsa el Brega f 
Bremen 
Bremerhaven 
Brest 
Brevik 
Brewer, see Bangor, Maine J 
Bridgeport 
Bridgetown 
Bridgewater, N.S., Canada 
Bridlington 
Brighton, Trinidad 
Brindisi 
Brisbane, also see Late Reports 
Bristol 
Brixham 
Brofjorden 
Bronnoysund 
Brooklyn, see New York 
Broome 
Brownsville 
Bruges, see Zeebrugge 
Brugge, see Zeebrugge 
Brunei, see Brunei Darussalam _ 
Brunei Darussalam 
Brunsbuttel 
Brunswick 
Brussels 
Buatan 
Buchanan 
Buckie 
Buckner Bay, see Nishihara 
Bucksport, see Bangor, Maine, U.S.A 
Bude 
Budge Budge, see Calcutta 
Buenaventura 
Buenos Aires 
Bufadero, see Nuevitas 
Buffalo 
Buffington, see Chicago 
Bugas, see Belgorod-Dnestrovsky 
Buka 
Bukpyung 
Bulgaria 
Bullen Bay 
Bulwer Is., see Brisbane 
Bunbury 
Bundaberg 
Bunyu 
Burea, see Skelleftehamn 
Burela 
Burma, see Myanmar, Union of 
Burnaby, see Vancouver, B.C., Canat 
Burnie 
Burns Harbour 
Burnside 
Burntisland 
Buru Island, see Wamsasi 
Burutu 
Busan 
Bushire 
Busselton 
Butcher Island, see Bombay 
Butterworth, see Penang 
Butuan, see Nasipit 
Butzfleth 
Buyukdere, see Istanbul 

also see Turkey (General) 
BZ 28 Terminal 
BZ 34 Terminal 


Cc 


s, see Mariel 
od 


omodoro Rivadavia 
eres, ; : 
omodoro Rivadavia 
ivia, 

jodoro Rivadavia 
a, see Taital 


ee Philadelphia 
, Republic of 
p loyd, see Kangerlussuaq 


p Overton, see lligan 


n Park Bay, see Kingstown 
, see 
Quang Ninh Area 

River 


; iseway, see Port Hawkesbury 
trait of Canso 
in, 28 Baltimore 


ry 
Lambert, see Port Walcott 
Limboh, see Limbe 


LOpez 


jacques, 
Ho Chi Min City 
e, Republic of 


n, Australia 


Marseilles 


ee Cienfuegos 
N de la Plana 


Catania 
Catbalogan, see Tacloban 
Cavalla, see Kavalla 
Cay Frances, see Caibarien 
Cayenne 
Cayman Brac 
Cayman Islands 
Cayo Arcas 
Cayo Diana, see Cardenas 
Cayo Juan Claro, 
see Puerto Padre 
Cayos Arcas, see Cayo Arcas 
Ceara, see Fortaleza 
Cebu 
Cedros Island, see Morro Redondo 
Ceiba Hueca, see Manzanillo, Cuba 
Cephalonia, see Argostoli 
Ceuta 
Ceyhan, see Golovasi 
Ceylon, see Sri Lanka 
Chacabuco, see Puerto Chacabuco 
Chaguaramas 
Chah-Bahar 
Chake Chake 
Chalkis 
Challis 
Chalmette, see New Orleans 
Chalna, see Mongla 
Champerico 
Chanaral 
Chancay 
Chandler 
Changhang, see Kunsan 
Char Bahar, see Chah-Bahar 
Charleston 
Charlestown, Mass., 
see Boston, U.S.A. 
Charlotte-Amalie, 
see St. Thomas, Virgin Islands 
Charlottetown 
Chatham, N.B., Canada 
Chatham, U.K., see Medway Ports 
Chatham Dockyard, 
see Medway Ports 
Chekaa 
Chelsea, Mass., see Boston, U.S.A. 
Chelsea, N.Y., see New York 
Chemainus 
Cherbourg 
Cheribon, see Cirebon 
Cherry Point, see Bellingham 
Chesapeake and Delaware Ship Canal, 
see Baltimore 
Chiba 
Chicago 
Chicoutimi 
Chile 
Chim Wan, see Kin Wan 
Chimbote 
Chin Huangtao, see Qinhuangdao 
China, People’s Republic of 
Chinhai 
Chinnampo, see Nampo 
Chinwangtao, see Qinhuangdao 
also see China (General) 
Chioggia 
Chiriqui Grande 
Chisimaio 
Chittagong 
Chiungchow Straits, 
see China (General) 
Chiwan 
Chowder Bay, 
see Sydney, N.S.W., Australia 
Christchurch, see Lyttelton 
Christiansted, see Limetree Bay 
Christmas Island 
Chuk Samet Port, see Sattahip 
Chungjin 
Churchill 
Cienfuegos 
Cigading 
Cilacap 
Cinta Terminal 
Cirebon 
Ciro Marina 
Ciudad Bolivar, see Orinoco River 
Ciudad Trujillo, 
see Santo Domingo 
Civitavecchia 
Clarence Cove, see Punta Arenas 
Clarenville 
Claveria, see Aparri 
Cleveland 
Cliffe, see London 
Clifton Point, see Nassau 
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Clifton Ridge, see Lake Charles 
Clyde Port 
Clydebank, see Clyde Port 
Coatzacoalcos 
Cobh, see Cork 
Cochin 
Cockatoo Island, see Sydney, N.S.W. 
Cockatoo Island, W.A., 

see Yampi Sound 
Cockburn Sound, see Fremantle 
Coco Solo, see Colon 
Coffs Harbour 
Colchester 
Coleraine 
Colombia, also see Late Reports 
Colombo 
Colon 
Colonia 
Come by Chance 
Commodore Point, see Jacksonville 
Comodoro Rivadavia 
Comoros, Republic of 
Conakry 
Concarneau 
Concepcion Bay, Chile, 

see Talcahuano 
Concepcion del Uruguay 
Conchan 
Congo, Peoples’ Republic of 
Constable Hook, see New York 
Constantza 
Contrecoeur 
Convent, see Burnside 
Coode Island, see Melbourne 
Cook Islands 
Coolkeeragh, see Londonderry 
Coondapur 
Coos Bay 
Copenhagen 
Coquimbo 
Cordova 
Corfu 
Corinth, see Isthmia 
Corinth Canal, see Isthmia 
Corinto 
Cork 
Corkbeg, see Cork 
Corner Brook 
Corniquel, see Quimper-Corniquel 
Corojal, see Antilla 
Coronel 
Corpach, see Caledonian Canal 
Corpus Christi 
Corunna 
Coryton, see London 
Cossack, see Port Walcott 
Costa Rica 
Cotabato City, see Polloc 
Cotonou 
Courtenay Bay, 

see Saint John, N.B., Canada 
Covenas 
Cowes 
Cowichan Bay 
Crib Point, see Western Port 
Cristobal 
Crofton 
Cromarty Firth Port 
Cronstadt Island 
Crown Point 
Cuba 
Cuddalore 
Cul de Sac Bay 
Cumana, see Puerto Sucre 
Curacao, see Netherlands Antilles 
Curacao Oil Terminal, 

see Bullen Bay 
Curtis Bay, see Baltimore 
Cutuco, see La Union 
Cuxhaven 
Cuyahoga, see Cleveland 
Cyprus 
Cyrus Terminal 


TEXT INDEX 
D 


Da San Shan Channel, see Dalian 
Dadiangas 
Daepo, see Daipori 
Daesan 
Dagenham, see London 
Dahej 
Daipori 
Dairen, see Dalian 
Dakar 
Dakhla, see Villa Cisneros 
Dalaguete, see Cebu 
Dalhousie 
Dalian 
Dalmine, see Campana 
Dalrymple Bay, see Hay Point 
Damietta 
Dammam 
Dampier 
Danang 
Danao, see Cebu 
Dandong 
Danzig, see Gdansk 
Dardanelles, see Turkey (General) 
and Late Reports 
Dar-es-Salaam 
Darin, see Saudi Arabia (General) 
Darius Terminal, see Kharg Island 
Darling Harbour, 
see Sydney, N.S.W., Australia 
Dartford Creek, see London 
Dartmouth 
Daru 
Darwin 
Das Island 
Datu, see Sabah (Minor Ports) 
Datuk Sim Kheng Hong, 
see Kuching 
Davant, see Myrtle Grove 
Davao 
Davao del Sur, see Davao 
Davis Point, see San Francisco 
Deauville, see Trouville-Deauville 
Deer Park, see Houston 
Degema 
Degrad-des-Cannes 
Delair, see Philadelphia 
Delaware River, see Philadelphia 
Delfzijl 
Dellys 
Demerara, see Georgetown, Guyana 
Denmark 
Denofa, see Fredrikstad 
Derince 
Derna 
Dernish, see Limerick 
Destrehan 
Detroit 
Devonport, Tasmania, Australia 
Dhekelia ‘B’ 
Dhuba, see Saudi Arabia (General) 
Diamante 
Diamond Harbour, see Calcutta 
Dicido, see Castro-Urdiales 
Diego Suarez, see Antsiranana 
Dieppe 
Digby 
Diliskelesi 
Dilli 
Dina, see Rijeka 
Dingle, see Liverpcol 
Dinish Island, see Castletownbere 
Discovery Bay, see Port Rhoades 
Divilacan, see Aparri 
Dixon Island, see Port Walcott 
Djakarta, see Jakarta 
Djeno Terminal 
Djibouti, Republic of 
Djibouti 
Djuron, see Norrkoping 
Doha 
Dominica 
Dominican Republic 
Donaldsonville 
Donges, see Nantes 
Dorchester Terminal, see Portsmouth, 
New Hampshire, U.S.A. 
Dordrecht 
Dortyol Terminal, see Golovasi 
Dos Bocas 
Douala 
Douro River, see Leixoes and Oporto 
Douglas, I.0.M., U.K. 
Dover 


Drammen 

Drapetzona, see Piraeus 
Dreines, see Trangisvaag 
Drujba, see Varna 

Dubai 

Dublin 

Dubrovnik 

Duisburg-Ruhrort 
Duluth-Superior 

Duke Point, see Nanaimo 
Dumaguete 

Dumai 

Dun Laoghaire 

Dunbar 

Dundalk, see Baltimore 
Dundee 

Dunedin, see Otago 
Dunkerque, see Dunkirk 
Dunkirk, also see Late Reports 
Dunmore East 

Dunoon 

Durano, see Cebu 

Durazzo, see Durres 

Durban 

Durres 

Dutch Harbour, see Unalaska 
Dzaoudzi, see Port Dzaoudzi 


E 


Eagle Point, see Philadelphia 
East Boston, see Boston, U.S.A. 
East intercourse Island, see Dampier 
East Johore Strait, see Pasir Gudang 
East London 
East Zeit Terminal 
Easter Island 
Eastham, see Manchester 
Eccles, see Manchester, U.K. 
Eckernforde 
Economia Avan - Port, see Archangel 
Ecopetrol, see Cartagena, Colombia 
Ecuador 
Eden 
Edgewater, see New York 
Edinburgh, Tristan de Cunha 
Edincik 
Eemshaven 
Ege Gubre, see Nemrut Bay 
Egedesminde, see Aasiaat 
Egersund 
Egypt, Arab Republic of 
Eilat 
Einswarden, see Bremen 
Eiosvik, see Reykjavik 
Eire, see Ireland, Republic of 
Ekenas 
El Aaiun, see Laayoune 
El Alamein, see Marsa al Hamra 
El Botado, see Puerto Duarte 
El Chaure f 
El Dekheila, see Alexandria, Egypt 
El Dajazair, see Algiers 
EI Djedid, see Arzew 
El Guamache 
El! Jadida 
El Palito 
El Salvador 
E! Segundo 
El Tablazo, 

also see Maracaibo Lake 
Elath, see Eilat 
Elbehafen, see Brunsbuttel 
Elbe Terminal, see Brunsbuttel 
Elefsinos, see Itea 
Elefsis, see Eleusis 
Eleusis 
Elizabeth, see New York 
Ellesmere Port, see Manchester, U.K. 
Ellington, see Suva 
Ellinoperamaton, see Iraklion 
Elsfleth 
Elsinore, see Helsingor 
Emden 
Emmastad, see Willemstad/Emmasted 
Emu Bay, see Burnie 
Enfeh Terminal, see Chekaa 
English Bay, 

see Georgetown, Ascension Island 
English Bay, see Vancouver 
Ensenada, Mexico 


Ensenada de Mora, 
see Manzanillo, Cuba 
Ensted 
Enstedvaertkets, see Aabenraa 
Equatorial Guinea 
Eregli 
Erie 
Es Sider 
Esbjerg 
Escombreras, see Cartagena, Spain 
Escravos 
Esmeraldas, 
also see Balao Terminal 
Esperance 
Esquimalt, see Victoria, B.C.,Canada 
Essequibo River 
Essvik, see Sundsvall 
Estaque, see Marseilles 
Etajima 
Etang de Berre, see Marseilles 
Eten 
Ethiopia 
Eureka 
European Economic Community (E 
Tanker Check List 
Europoort, see Rotterdam 
Everett, Mass., see Boston, U.S.A. 
Everett, Washington 
Everton, see New Amsterdam : 
Evripos Strait, see Chalkis 4 
Exmouth, W.A., Australia ‘ 


F 


Faeringehavn 
Fagerstrand, see Oslo 
Faial, see Horta 
Fairview Cove, see Halifax 
Falconara, see Ancona 
Falktand Islands 
Fall River 
Falmouth 
Famagusta 
Fangcheng 
Fao 
Farasan, see Saudi Arabia (General) 
Farge, see Bremen 
Faroe Islands 
Faslane, see Clyde Port 
Fateh Terminal 
Faversham, see Medway Ports 
Fawley, see Southampton 
Fayal, see Horta 
Fecamp 
Felixstowe 
Felton, see Antilla 
Fener, see Istanbul 
Fenit 
Fercom Terminal, see Late Reports 
Ferndale 
Ferrol 
Fertrin Terminal, see Point Lisas 
Fiborgtangen 
Figueira da Foz 
Fiji Islands 
Finike 
Finland 
Finnart, see Clyde Port 
Fisher Island, see Miami 
Fisherman Islands, see Brisbane 
Fishguard 
Fiumicino 
Flaxenvik, see Stockholm 
Fleetwood 
Flensburg 
Floro 
Flotta, see Scapa Flow 
Flushing 
Flying Fish Cove, see Christmas Islai 
Foca, see Nemrut Bay 
Fonds Mombin, see Port-au-Prince 
Foochow, see Fuzhou 
also see China (General) 
Forcados 
Forno 
Fort Dauphin 
Fort de France 
Fort Denison, 
see Sydney, N.S.W., Australia 
Fort Lauderdale, 
see Port Everglades 
Fort Mifflin, see Philadelphia 


4 


7a 
ee Marseilles 
ye Bridge 


and, see Shannon Estuary 


ab, see Paamiut 
avn 


s, see Gavle 


Point, see Portsmouth, 
lampshire, U.S.A. 
ahamas 


Albany, W.A., Australia 
Islands, see Tonga 
Bay, see Iqaluit 

e Uddevalla 

, see Sete 


ye London 
Ad 
see Savona 


also see China (General) 


hagen, see Norrkoping 
y, see Kalecik 

ad, see Tyne District 

ake, see Panama Canal 


arine Terminal 


and, see Melbourne 

ped 

A 

Metal San Martin 

Santos City, see Dadiangas 


e Bay, see Busselton 
town, Ascension Island 
lown, Cayman Islands 

Guyana, 
80 see Late Reports 


¥ 


, Ontario, see Thunder Bay 


ss Harbour, see Shannon Estuary 


Georgetown, S.C., U.S.A. 
Geraldton 
Geras Bay, see Mitilene 
Germany, Federal Republic of 
Gerona, Cuba, see Nueva Gerona 
Gerona, Spain, 

see Sant Feliu de Guixols 
Ghana 
Ghannouche, see Gabes 
Ghazaouet 
Ghazawet, see Ghazaouet 
Ghent 
Gibara, see Vita 
Gibraltar 
Gijon 
Gillingham, see Medway Ports 
Gingoog 
Girard Point, see Philadelphia 
Giresun 
Girvan 
Gisborne 
Gismeroya, see Mandal 
Gizan 
Gizo 
Gladstone 
Glasgow, see Clyde Port 
Glebe Is., 

see Sydney, N.S.W., Australia 
Glensanda 
Glomfjord, also see Late Reports 
Gloucester, U.K. 

see Sharpness and Gloucester 


Gloucester, U.S.A., see Philadelphia 


Gluckstadt 
Gocek 
Godhavn, see Qegertarsuaq 
Godthab, see Nuuk 
Golfito 
Golluk 
Golovasi 
Good Hope 
Goole 
Goose Bay 
Gorda, see Baracoa 
Gore Bay, 

see Sydney, N.S.W., Australia 
Gosport, see Portsmouth, U.K. 
Goteborg, see Gothenburg 
Gothenburg 
Gotland Is., see Slite 
Gove 
Grafarvogur, see Reykjavik 
Gramercy 
Gran Canaria, see Las Palmas 
Gran Dock, see La Plata 
Grand Bank 


Grand Mal, see St. George's, Grenada 


Grand Turk 

Grangemouth 

Granton 

Granudden, see Gavle 
Granville 

Grays, see London 

Grays Harbor 

Great Bitter Lakes, see Suez Canal 
Great Yarmouth 

Greece 

Green Bay 

Greenhithe, see London 
Greenland 

Greenock, see Clyde Port 
Greenville 

Greenwich Point, see Philadelphia 
Gregorio, see Punta Arenas 
Grenaa 

Grenada 

Gresik 

Gretna, see New Orleans 
Grigorevsky, see Yuzhnyy 
Grimsby 

Groningen 

Groote Eylandt 

Gros Cacouna 

Groton, see New London 
Gruz Harbour, see Dubrovnik 
Guacolda, see Huasco 
Guadeloupe 

Guaiba Island, see Sepetiba Bay 
Guam, also see Late Reports 


Guanabara Bay, see Rio de Janeiro 


Guangzhou, 
also see China (General) 
Guanica 
Guanta 
Guantanamo 
Guaranao 
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Guatemala 

Guatemala, see Antilla 

Guayabal, see Santa Cruz del Sur 
Guayacan 

Guayama, see Las Mareas 
Guayanilla 

Guayaquil 

Guayas River, see Guayaquil 
Guaymas 

Guimaras, see lloilo 

Guinea, Republic of 

Guinea Bissau, Republic of 
Guiria, see Caripito 

Gulfhavn 

Gulf of Morresquillo, see Covenas 
Gulfport, Mississippi 

Gulfport, N.J., see New York 
Guyana 

Guyane 


H 


H.1.R.1. Sea Berth, see Honolulu 
Hachinoe, see Hachinohe 
Hachinohe 
Hadera 
Haderslev 
Haeju 
Hafnagardur, see Siglufjord 
Hafnarfjordur 
Hagu, see Lhokseumawe 
Haifa i 
Haijuube, see Haeju 
Haikou 
Haines 
Haiphong 
Haiti 
Hakata 
Hakodate 
Halat al Mubarras, 

see Mubarras Island 
Halden 
Haldia 
Halifax 
Halkis, see Chalkis 
Halling, see Medway Ports 
Hallstavik 
Halmstad 
Halul Island 
Hamble, see Southampton 
Hamburg 
Hamilton, Australia, see Brisbane 
Hamilton, Bermuda 
Hamilton, Ontario, Canada 
Hamina 
Hammerfest 
Hampton Roads District 
Hamra, see Marsa al Hamra 
Hamrawein 
Hamriya, see Dubai 
Hamriyah 
Hamriyah LPG Terminal 
Hangzhou 
Hanko 
Hannan Port, see Sakai 
Hantsport 
Haraholmen, see Pitea 
Haramidere, see Istanbul 
Harbour Grace 


Harbour Head, see Kingston, Jamaica 


Harburg, see Hamburg 
Hargshamn 

Harnosand 

Harstad 

Hartlepool 

Harvey, see New Orleans 
Harwich 

Hastings, N.Y., see New York 
Haugesund 

Haulbowline Island, see Cork 
Havana 

Havden, see Stenungsund 
Havre St. Pierre 

Hawkins Point, see Baltimore 
Hay Point 

Haydarpasa, see Istanbul 
Heianza I|s., see Kin Wan 
Heimaey, see Vestmannaeyjar 
Helmi, see Raahe 
Helsingborg 

Helsingor 
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Helsinki 
Hemixem, see Antwerp 
Henecan, see San Lorenzo, Honduras 
Hepokari, see Uusikaupunki 
Heraklion, see lIraklion 
Herceg-Novi, see Zelenika 
Hercules, see San Francisco 
Hereke 
Hernosand, see Harnosand 
Heroya 
Herradura Bay, see Guayacan 
Herttoniemi Harbour, see Helsinki 
Heungnam 
Heysham 
Hibikinada 
Higashi, see Niigata 
Hikoshima, see Shimonoseki 
Hillwood, see Launceston 
Hilo 
Himeji 
Hirohata, see Himeji 
- Hiroshima 
Hitachi 
Ho Chi Min City 
Hobart 
‘Hoboken, see New York 
Hochfeld, see Duisburg-Ruhrort 
Hodeidah, also see Late Reports 
Hog Island, see Philadelphia 
Hoganas 
Holbaek 
Holden Oil Dock, see Melbourne 
-Holehaven, see London 
Holmsgarth, see Lerwick 
Holmsund, see Umea 
Holsteinsborg, see Stabnit 
-Holtenau 
Holyhead 
Holyrood, see St. John's, 
Newfoundland, Canada 
Homer 
Hon Gay 
~Honavar 
‘Hondagua 
Honduras 
Honduras Oil Terminal, 
see Santa Cruz de Tenerife 
Honfleur 
Hong Kong 
Honiara 
Honolulu 
Hooker Point, see Tampa 
Hopa 
Hope Island, see Kakinada 
Horie, see Matsuyama 
Hornefors 
~ Hornillo, see Aguilas and Hornillo 
Horsens 
Horta 
Horten 
Hososhima 
Hound Point 
Houston 
Hovic, see Limetree Bay 
Howdon, see Tyne District — 
Howland Hook, see New York 
Howth 
Hoyanger 
Hsingkang, see Tianjin/Xingang, 
also see China (General) 
and Taku Bar 
Huacho 
Hualien 
Huangpu, see Guangzhou 
Huarmey 
_ Huasco 
Hudiksvall 
Hudson River, see New York 
Huelva 
Hueneme 
Hulaylah Terminal 
Hull 
Humbermouth, see Corner Brook 
Humboldt Bay, see Eureka 
Humbug Point, see Weipa 
Hunters Point, see San Francisco 
Hunterston, see Clyde Port 
Huntington Beach, U.S.A. 
Huron 
Husnes 
Hussey Sound, 
see Portland, Maine, U.S.A. 
Husum 


Ibicuy 

Ibiza 

Iceland 

Igarka 

Iggesund, see Hudiksvall 
lho 


Ijmuiden, see Ymuiden 

llang, see Davao 

lle Mayotte, see Port Dzaoudzi 
lle Rousse 

llha Barnabe, see Santos 

llha Grande, see Angra dos Reis 
\lha Madeira, see Sepetiba Bay 
llha Redonda, see Rio de Janeiro 
llheus 

llichevsk 


lloilo 

llulissat 

Imabari 

Imahuru, see Imabari 

Imari 

Imazu, see Matsuyama 

Imbituba 

Immingham 

Ince, see Manchester, U.K. 
Inchon 

India, also see Late Reports 
Indiana Harbour, see Burns Harbour 
Indonesia 

Ingeniero, see La Plata 
Ingeniero Rocca, see La Plata 
Ingeniero White, see Bahia Blanca 
Inkoo 

Innoshima 

Innuit Head, see Iqaluit 

Inokuchi, see Omishima 
Inspection Head, see Launceston 
Intersection, see River Plate 
Invergordon, see Cromarty Firth Port 
Inverness 

loshima, see Nagasaki 

Ipswich 

Iqaluit 

Iquique 

lraklion 

lran 

Iraq 

Ireland, Republic of 


Ireland Is., see Hamilton, Bainiien 


Iriam, see Manchester, U.K. 
Irwell Park, see Manchester, U.K. 
Isabel 
Isabela de Sagua 
Isafjord 
Isdemir 
Ise Bay, see Nagoya 
Ishinomaki 
Iskenderun 
Isla d’'Agua, see Rio de Janeiro 
Ista de Pinos, see Nueva Gerona 
Isle of Boulay, see Abidjan 
Isle of Grain, see Medway Ports, 
also see Late Reports 
Isle of Pines, see Noumea 
Isle of Sheppey, see Medway Ports 
israel 
Isrecognosceringsstation, 
see Narssarssuaq 
Istanbul 
Isthmia 
Istinye, see Istanbul 
Itajai 
Italy 
Itaqui, see Sao Luis 
Itea 
Itozaki, see Onomichi-ltozaki 
Itzehoe 
Ivigtut 
Ivory Coast 
Iwaki, see Onahama 
lwakuni 
Izmail 
Izmir 
Izmit 
Izon 


Jabiru, see Challis 
Jacintoport, see Houston 
Jacksonville 
Jakarta, also see Late Reports 
Jakhau 2 
Jakobshavn, see llulissat 
Jakobstad 
Jamaica 
Jambi 
Jamestown, St. Helena 
Japan 
Jarrow, see Tyne District 
Jawaharlal Nehru Port, 

see Late Reports ‘ 
Jayapura 
Jazttzarakku Island, see Zirku Islan: 
Jebel Ali + 
Jebel Dhanna — Ruwais G 
Jeddah 
Jersey City, see New York 
Jesselton, see Kota Kinabalu 
Jiangyin, see Late Reports 
Jibouti, see Djibouti 
Jijel 
Jimenez 
Jinhae, see Chinhai 
Jizan, see Gizan 
Joao Pessoa, see Cabedelo 
Jobos 
Joensuu, see Saimaa Canal 
Johannedal, see Sundsvall 
Johore Port, see Pasir Gudang 
Jolo 
Jordan 
Jorf Lasfar 
Jose Ignacio 
Jose Panganiban 
Jose Terminal 
Joutseno, see Saimaa Canal 
Ju’aymah 
Jubail 
Jucaro 
Julianehab, see Qagortoq 
Juneau 
Jurong, see Singapore 


K 


Kaarstoe, see Karsto \ 
Kabrit Loop, see Suez Canal 
Kage, see Skelleftehamn 
Kagoshima 
Kahului 
Kainan, see Shimotsu f 
Kaiser, see New Orleans 
Kakande, see Port Kamsar : 
Kakap Natuna Marine Terminal 
Kakinada 
Kakogawa 
Kalajoki, see Raahe 
Kalamaki 
Kalamata 
Kalaranta, see Uusikaupunki 
Kalecik 
Kali Limenes 
Kalifoka, see Corfu 
Kalilimenes, see Kali Limenes 
Kalix Haparanda, 

see Karlsborgsverken 
Kalkis, see Chalkis 
Kalmar a 
Kalundborg 
Kamaishi 
Kamigoto, see Aokata 
Kampuchea, see Cambodia 
Kamsar, see Port Kamsar 
Kanaba, see Milos Island 
Kanda 
Kandla 
Kanematsu-Goshi, see Kokura 
Kangaroo Is., see Ballast Head 
Kangerlussuaq 
Kankesanturai ; 
Kanmon Harbour, see Kanmon-Ko 
Kanmon-Ko 4 
Kanokawa 
Kantang 
Kantvik, see Porkkala q 


ni2 iz Eregli, see Eregli 

stassi, see Gemikonagi 
see Ploce 

“see  hounee 

, see Sandakan 


minde, see Naestved 
e Gavie 


Bay, see Aghios Nikolaos 
n, see Chiba 

e Saimaa Canal 
‘see Saimaa Canal 


e Keflavik-Njarovik 
Njarovik 
ee seo Port K 


r sk nd 
inal, see Kharg Island 
inal, see Kharg Island 


ubair 
bai, see Dubai 
n 
Musa, see Bandar Mahshahr 


aya 
an ishahr 
OKI u Bay, see Latchi 


ini, see Mombasa 
an Kull, see New York 
Ime, see Immingham 


Port, Madinat 
Yar Yanbu-Al- -Sinaiyah, see Yanbu 


Kirkcaldy 

Kirkenes 

Kirkwall 

Kirton Point, see Port Lincoin 
Kisarazu 

Kishon, see Haifa 

Kismayu, see Chisimao 

Kissy Oil Terminal, see Freetown 
Kitakyushu, see Moji 

Kitimat 

Klaipeda 

Klakksvik 

Klang, see Port Kelang 
Kleinhuningen, see Basle 
Kleppsvik, see Reykjavik 
Kleven, see Mandal 
Klintehamn 

Klongtoi, see Bangkok 
Klubbdjupshammen, see Oskarshamn 
Klybeck, see Basle 

Kobe 

Kodiak 

Koge 

Kohani, see Mkoani 
Kohsichang 

Kokkola 

Koko 

Kokura 

Kolding 

Kole 

Kollafjordur, see Reykjavik 
Kolo Harbour, see Karlshamn 
Komatsushima 

Kompongsom 

Koolan Island, see Yampi Sound 
Koper 

Kopervik 

Koping 

Korea, Dem. People’s Republic of 
Korea, Republic of 

Korsor 

Korsoer, see Korsor 
Kosulanniemi, see Saimaa Canal 
Kota Kinabalu 

Kotka 

Kouaoua, see Noumea 
Kourou 

Koverhar 

Kowloon, see Hong Kong 
Kpeme 

Krabi 

Kragero 

Kralendijk 

Kribi 

Kristiansand S. 

Kristiansund N. 

Kristinehamn 

Kristinestad 

Krk Island, see Rijeka 
Kroksvik, see Kristinehamn 
Kruena Geukueh, see Lhokseumawe 
Krueng Raya 

Kuala Beukah 

Kuala Rompin, see Rompin 
Kuala Tanjung 

Kuantan 

Kubikenborg, see Sundsvall 
Kuching 

Kudamatsu 

Kudat, see Sabah (Minor Ports) 
Kumpusaari, see Saimaa Canal 
Kunak 

Kunsan 

Kuntaur, see Banjul 

Kuopio, see Saimaa Canal 
Kurashiki, see Imabari 

Kure 

Kurihama, see Yokosuka 
Kurnell, see Botany Bay 
Kushiro 

Kusulanniemi, see Saimaa Canal 
Kuto Wharf, see Noumea 
Kutubidia, see Chittagong 
Kuwait 

Kuwait Harbour, see Shuwaikh 
Kvarnholmen, see Stockholm 
Kwangchow, see Guangzhou 
Kwangyang, see Yosu 
Kwinana, see Fremantle 
Kymassi 

Kyndby 

Kyrenia 
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L.O.0.P. Terminal 
La Ceiba, Honduras 
La Ceiba, Venezuela, 
also see Maracaibo Lake 
La Chimba Cove, see Antofagasta 
La Chiva, see Antilla 
La Ciotat 
La Estacada, 
also see Maracaibo Lake 
La Goulette 
La Guaira 
La Libertad, Ecuador 
La Libertad, El Salvador 
La Mede, see Marseilles 
La Nouvelle 
La Pallice 
La Pampilla 
La Plata 
La Rochelle 
La Romana 
La Salina, 
also see Maracaibo Lake 
La Salinetas 
La Seyne-Bregaillon, see Toulon 
La Skhira, see La Skhirra 
La Skhirra 
La Spezia, also see Late Reports 
La Teja, see Montevideo 
La Union 
L’Anse a |'Eau, see Tadoussac 
Laajasalo Harbour, see Helsinki 
Laayoune, also see Late Reports 
Labasa 
Labuan 
Labuantring Bay 
Lacustre, see La Salina 
Lae 
Laem Chabang 
Laen Klusi, see Phuket 
Laffiteau, see Port-au-Prince 
Lagos 
Laguna 
Lahad Datu, see Sabah (Minor Ports) 
Lake Charles 
Lakehead Harbour, see Thunder Bay 
Lambert Point, 
see Hampton Roads District 
Lampung, see Panjang 
Landskrona 
Langror, see Soderhamn 
Lan Shui Terminal 
Lanshan, see Late Reports 
Lanshantou 
Lao Tie Shan Channel, 
see China (General) 
Lapaluoto, see Raahe 
Lappeenranta, see Saimaa Canal 
Larnaca, also see Late Reports 
Larne 
Larvik 
Las Flores, see Barranquilla 
Las Mareas 
Las Minas, see Bahia Las Minas 
Las Palmas 
Las Salinas Terminal, see Valparaiso 
Las Piedras Paraguana, 
see Amuay Bay 
Las Ventanas, see Quintero 
Latchford, see Manchester, U.K. 
Latchi 
Lattakia 
Launceston 
Laurium, see Lavrion 
Lauterbourg, see Strasbourg 
Lautoka 
Lavan Island 
Lavera, see Marseilles 
Lavrion 
Lawi Lawi 
Lazaret, see Toulon 
Lazareta, see Syros 
Lazaro Cardenas 
Lebanon 
Le Chateau d’Oleron 
Le Havre 
Le Larivot 
Leerort, see Papenburg 
Legazpi 
Leghorn, see Livorno 
Lehigh, see New York 
Leith 
Leixoes ; 
Lembar, see Labuantring Bay 
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Lenadura, see Punta Arenas 

Lengua de Pajaro, see Antilla 

Leningrad 

Lerwick 

Les Escoumins 

Les Sables d'Olonne 

Levisa Bay, see Antilla 

Levuka 

Lhoknga 

Lhokseumawe 

Lianyungang 

Liau-Ti-Shan, see China (General) 

Liberia 

Libourne 

Libreville 

Libya, see Socialist People’s 
Libyan Arab Jamahiriya 
also see Late Reports 

Lidkoping 

Liege 

Lienyunkang, see China (General) 

Lifou Island, see Noumea 

Lilleborg, see Fredrikstad 

Lillesand 

Limassol 

Limay, see Bataan 

Limbang 

Limbe 

Lime Island, see Sault St. Marie 

Limerick 

Limetree Bay 

Limhamn, see Malmo 

Limni Mines, see Latchi 

Linden, Guyana 

Linden, U.S.A., see New York 

Lindoe, see Odense 

Lindsey, see Immingham 

Lingga, see Sejingkat 

Lirquen 

Lisbon 

Liscomb 

Little Aden, see Aden 

Little Cayman, see Cayman Brac 


Liverpool, N.S., Canada, 


see Late Reports 
Liverpool, U.K. 
Livorno, also see Late Reports 
Lobito 


_Lochmaddy 


Locust Point, see Baltimore 

Loktuan, see Bontang 

Lombrum Naval Base, see Lorengau 

Lome 

London and Thames District 

Londonderry 

Londunarbryggja, see Siglufjord 

Long Beach 

Long Island Point, see Western Port 

Long Reach, see Launceston 

Longkou 

Longview 

Lorengau 

Lorient 

Los Angeles 

Lota 

Loudden, see Stockholm 

Louholmen, see Pitea 

Louisbourg 

Louisiana Offshore Oil Port, 
see L.O.0.P. Terminal 

Lovisa 

Lowestoft 

Luanda 

Lubeck 

Lucero Terminal, see Bilbao 

Lucina Marine Terminal 

Lucinda 

Luderitz 

Ludo, see Cebu 

Lulea 

Lumut, Brunei Darussalam 

Lumut, Malaysia 

Lutong, see Miri 

Lydney 

Lysekil 

Lyttelton 

Lytton, see Brisbane 


M'bya Terminal 
Maaloy 
Maasin, see Tacloban 
Maasviakte, see Rotterdam 
Macapa, see Santana 
Macassar 
Maceio 
Mackay 
Mackenzie, see Linden, Guyana 
Maconacon, see Aparri 
Macoris, see San Pedro de Macoris 
Macquarie Point, see Hobart 
Macian, see Cebu 
Madagascar, Democratic Republic of 
Madan, see Cebu 
Madang 
Madaum, see Davao 
Madeira 
Madinat Yanbu Al-Sinaiyah, 

see Yanbu 
Madras 
Madre de Deus, see Salvador 
Madryn, see Puerto Madryn 
Madura 
Magallanes Bay, see Nasipit 
Magazine Point, see Mobile 
Magellan Straits, see Punta Arenas 
Magnisi, see Augusta 
Mahajunga 
Mahe, see Port Victoria 
Mahon 
Mainaga, see Batangas 
Maizuru 
Majunga, see Mahajunga 
Makassar, see Macassar 
Malabo, see Rey Malabo 
Malacca 
Maiaga 
Malahayati, see Krueng Raya 
Malamocco, see Venice 
Malaysia 
Maldives 
Male 
Malhado, see Ilheus 
Malili 
Malmo 
Malongo, see Cabinda 
Maloy, see Maaloy 
Malpe 
Malta 
Malus Is., see Dampier 
Mamonal, see Cartagena, Colombia 
Manati, see Puerto Padre 
Manaus 
Manchester, U.K. 
Manchester, U.S.A., see Houston 
Mandal 
Mandaue, see Cebu 
Mandji, see Port Gentil 
Mandoukion, see Corfu 
Mandvi 
Manfredonia 
Mangalore, see New Mangalore 
Mangalore (Minor Port) : 
Mangkasa 
Mangla, see Mongla 
Manguinhos, see Rio de Janeiro 
Manhattan, see New York 
Maniitsoq 
Manila 
Manitowoc 
Manopla, see Santa Cruz del Sur 
Manta 
Mantua Creek, see Philadelphia 
Mantyluoto, see Pori 
Manukau Harbour, see Onehunga 
Manzanillo, Cuba 
Manzanillo, Dominican Republic 
Manzanillo, Mexico 
Maputo 
Maqal, see Basrah 
Mar del Plata 
Maracaibo 
Maracaibo Lake 
Maranhao, see Sao Luis 
Marans 
Marckolsheim, see Strasbourg 
Marcus Hook, see Philadelphia 
Mare Island, see Noumea 
Margarita Island, see El Guamache 
Marghera, see Venice 
Mariana Islands, 

Commonwealth of the Northern, 


Maribyrnong River, see Melbourne 
Mariehamn 

Mariel 

Marin 

Marino Point, see Cork 
Mariupol 

Mariveles, see Manila 
Marmagoa, see Mormugao 
Marmorilik 

Marrero, see New Orleans 
Marsa al Hamra 

Marsa al Hariga 

Marsa Badr, see Suez Canal 
Marsa el Brega 

Marsaxlokk, see Valletta 
Marsden Point, see Whangarei 
Marseilles 

Martin Garcia, see River Plate 
Martinez, see San Francisco 
Martinique 

Maryborough 

Masan 

Masao, see Nasipit 

Masbate 

Masinloc 

Masnedoevaerket 
Masnedsund, see Vordingborg 
Massawa 

Matadi 

Matane 

Matanzas, Cuba q 
Matanzas, Venezuela 
Matarani 

Mategata, see Imabari 

Mati 

Matias de Galvez, 

“see Santo Tomas de Castilla 
Matsunaga, see Onomichi-ltozaki 
Matsushima 
Matsuyama 
Maturin Bar, see Caripito 
Mauritania 
Mauritius 
Mayaguez 
Maydown, see Londonderry 
Mayumba, see M’bya Terminal 
Mazagan, see El Jadida 
Mazaruni, see Georgetown, Guyana 
Mazatlan \ 
Medan, see Belawan * 
Mede, see Marseilles 
Media Luna, see Manzanillo, Cuba 
Medway Ports, also see Late Reports 
Mega, see Himeji 
Megara 
Mejillones 
Melbourne, also see Late Reports 
Melilla, 

also see Port Nador 
Meililli, see Augusta 
Melville Bay, see Gove 
Mena Abdulla, see Mina Abdulla 
Meneng, see Banyuwangi _ 
Menstad, see Skien 
Menzel Bourguiba, see Bizerte 
Mersin 
Messina 
Mestaghanem, see Mostaganem 
Metas, see Nemrut Bay 
Methil 
Metlakatla 
Mexico 
Mezen 
Miami 
Micronesia, Federated States of 
Middelfart 
Middlesbrough, see Tees River 
Mihara, see Onomichi-ltozaki 
Miike 
Milaki 
Milazzo 
Milford Haven 
Milhaud, see Toulon 
Milner Bay, see Groote Eylandt 
Milos Island 
Milwaukee 
Mina Abdulla 
Mina Al Bakir, see Albakr Terminal 
Mina Al Zoor, see Mina Saud 
Mina Al-Ahmadi 
Mina Jebel Ali, see Jebel Ali 
Mina Khalid, see Sharjah 
Mina Qaboos, see Port Qaboos 
Mina Raysut, see Port Raysut 
Mina Saqr 
Mina Saud 


i Lightening Area, 
New Orleans 
island, see Dampier 


TT land, see Petersburg 
Canal, see River Plate 


,see Banana 
es, see Namibe 


heel, see Manchester, U.K. 
see Rotterdam 


io 
media 
see Puerto Moin 


jo, see Matarani 


Oo 
see Noumea 

Point Generating Station, 
hannon Estuary 


atini, see Venice 
0 Bay 


Bay, see Brisbane 
wi Port, see Tanabe 


ti Marine Terminal 

ut Newman, see Port Hedland 

mt Maunganui, see Tauranga 
‘an, 


see Fortaleza 

, See Basrah 

Bay, see Trieste 

d Bin Qasim, 

ort Muhammed Bin Qasim 
, see Caledonian Canal 


“lo, see Genoa 


Mundra 

Mungaroo Point, see Eden 
Munkedal, see Lysekil 
Muntok 

Murmansk 

Muroran 

Musel, see Gijon 

Musi Bar, see Palembang 
Mustola Harbour, see Saimaa Canal 
Mutrah, see Port Qaboos 
Mutsure, see Shimonoseki 
Muuga, see Tallinn 
Myanmar, Union of 

My Khe, see Danang 
Mykonos 

Myrtle Grove 


Naadendaal, see Turku 
Naantali 

Nacala 

Nadendal, see Naantali 
Naestved 
Nagapattinam 

Nagasaki 

Nagoya 

Nagaura, see Yokosuka 
Naha, Okinawa 


* Naikorokoro, see Suva 


Nakagusuku Bay, see Nishihara 
Nakanoseki 
Nakety, see Noumea 
Nakhodka 
Nakskov 
Namibe 
Namibia 
Namikata 
Nampo 
Namsos 
Nanaimo 
Nanchital 
Nanisivik 
Nanjing 
Nantes 
Nantong 
Naoetsu 
Naoshima 
Napier 
Naples 
Narovik, see Keflavik-Njarovik 
Narragansett Bay, 
see Providence, Rhode Island 
Narssarssuaq 
Narvik 
Naryan-Mar 
Nasipit 
Nassau 
Natal 
Nauru, Republic of 
Nauru 
Navarino Bay, see Pylos 
Navlakhi 
Nawiliwili 
Necochea, see Quequen 
Nederland, see Smith's Bluff 
Neendakara 
Needham’s Point, see Bridgetown 
Negishi, see Yokohama 
Neiafu, Tonga, see Nuku'alofa 
Nelson 
Nemours, see Ghazaouet 
Nemrut Bay 
Nepoui, see Noumea 
Neskaupstadur 
Netherlands 
Netherlands Antilles 
Nevelsk 
New Amsterdam 
New Bedford 
New Caledonia 
New Guinea, 
see Papua New Guinea 
New Haven, Conn., U.S.A. 
New Holland 
New Hythe, see Medway Ports 
New Jersey, see New York 
New London 
New Mangalore 
New Nickerie 
New Orleans 
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New Plymouth 

New Richmond 

New Ross 

New Westminster, see Fraser Port 
New York 

New Zealand 

Newark, see New York 

Newcastle, N.S.W., Australia 
Newcastle, N.B., Canada 
Newcastle-on-Tyne, see Tyne District 
Newhaven, U.K. 

Newington, see Portsmouth, 

New Hampshire, U.S.A. 
Newport East, see Kingston, Jamaica 
Newport, I.o.W., U.K., see Cowes 
Newport, Gwent, U.K. 

Newport News, 

see Hampton Roads District 
Newport West, see Kingston, Jamaica 
N'Goye, see Noumea 
Nha Trang 
Nha-Be, see Ho Chi Min City 
Nhava, see Bombay 
Niah, see Sarawak Coastal Ports, 

also see Miri 
Nicaragua 
Nicaro, see Antilla, 

also see Late Reports 
Nice 
Niedersachsenbrucke, 

see Wilhelmshaven 
Nieuwpoort 
Nigeria 
Nigg Oil Terminal, 

see Cromarty Firth Port 
Niigata 
Niihama 
Nikiski 
Ningbo 
Ningpo, see Ningbo 
Nipe Bay, see Antilla 
Niquero, see Manzanillo, Cuba 
Nishihara, Okinawa 
Nishtun 
Nissyros, see Yali Island 
Niteroi 
Njarovik, see Keflavik-Njarovik 
Norco, see Good Hope 
Nordenham 
Nordfjordur, see Neskaupstadur 
Norfolk, see Hampton Roads District 
Norrkoping 
Norrsundet 
North Shields, see Tyne District 
North Star Bugt 
North Sydney, N.S., Canada 
North Weymouth, see Boston, U.S.A. 
Northern Ireland, 

see United Kingdom 
Northfleet, see London 
Northport 
Northville, see Riverhead, N.Y. 
Norway 
Nouadhibou 
Nouadhibou Harbour, see Nouadhibou 
Nouakchott 
Noumea 
Nouttasaari, see Oulu 
Novitsky Bay, see Nakhodka 
Novorossiysk 
Norwuz Terminal, see Ras Bahregan 
Nueva Gerona 
Nueva Palmira 
Nuevitas 
Nuku'alofa 
Nunukan 
Nuottasaari, see Oulu 
Nuuk 
Nyborg 
Nyhamn, see Gavle 
Nykobing (Falster) 

Nykobing (Mors) 
Nykoping 
Nynashamn 
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Oakham Ness, see Medway Ports 
Oakland 
‘Obbala, see Umea 
Obidos 
Obras Bocas de Ceniza, 
see Barranquilla 
Ocean Falls 
Ocean Island, see Banaba 
Ocho Rios 
Odense 
_ Odessa 
Ofunato 
Ogdensburg 
Ogorode, see Sapele 
Oguendjo Terminal 
Ohama, see Amagasaki 
Ohgimachi, see Amagasaki 
Ohita, see Oita 
-Ohmishima, see Omishima 
Oita 
-Okha 
Okrika, see Port Harcourt 
Okubo, see Moji 
Olbia 
Old Kilpatrick, see Clyde Port 
Oljysatama, see Turku 
Olympia 
Oman, Sultanate of 
Omisalj, see Rijeka 
Omishima 
- Onahama 
Onega ~ 
Onehunga 
Onomichi-Itozaki 
Onton, see Castro-Urdiales 
Oporto, see Leixoes and Oporto 
Opua 
Oran 
Orange 
Oranjestad 
Orcanera Tip, see Santander 
Orehoved 
Orinoco River 
Oristano 
Oritkari, see Oulu 
Ornskoldsvik 
Oro Bay 
Orrington, see Bangor, Maine 
Orrskar, see Soderhamn 
Ortviken, see Sundsvall 
Orviken, see Skelleftehamn 
Osaka 
Oshawa 
-Oskarshamn 
Oslo 
Ostend 
Ostermoor, see Brunsbuttel 


Otterham Quay, see Medway Ports 
Ouinne, see Noumea 
Quistreham, see Caen 
Oulu 
Ouvea Island, see Noumea 
Ovendo 
Owase 
Owendo, see Ovendo 
Oxelosund 

_ Oxhaga, see Karlshamn 
Oxnard, see Hueneme 
Ozol, see San Francisco 


P 


Paagoumene, see Noumea 
Paamiut 

Pacasmayo 

Pachi 

Padang, see Teluk Bayur 
Padstow 

Pago Pago 

Pahang, see Rompin 

Paita 

Pajaritos, see Coatzacoalcos 
Pakistan 

Pakoi, see China (General) 
Palamos 

Paianca 

Palembang 

Palenque 

Palermo 

Palm Beach 

Palma, Majorca 

Palmeira Bay 

Palo Alto, see Jucaro 
Paloh River, see Sibu 
Palua 

Pamatacualito, see Pertigalete 


Pamfyllon, see Mitilene 


Pampushamnen, see Norrkoping 
Panabo, see Davao 
Panacan, see Davao 
Panama, Republic of 
Panama Canal 
Panama City, Florida, U.S.A. 
Panambur, see New Mangalore 
Panarukan 
Panay, see lloilo 
Pangai, see Nuku'alofa 
Pangkalan Susu 
Pangkalbalam 
Panjang 
Pantalan of Asesa, see Tarragona 
Papeete 
Papenburg 
Papua New Guinea 
Papupandan, see Iloilo 
Para, see Belem 
Paradip 
Paraguay 
Paramaribo 
Paramonga, see Supe 
Paranagua 
Paranam 
Parana River, see River Plate 
Parang, see Polloc 
Pargas 
Paris 
Parker Point, see Dampier 
Parkeston Quay, see Harwich 
Parnassos, see lItea 
Partington, see Manchester, U.K. 
Pasadena 
Pasajes 
Pascagoula 
Pasir Gudang 
Pasir Panjang, see Singapore 
Paspebiac 
Pastelillo, see Nuevitas 
Pasuo, see China (General) 
Pateniemi 
Patillos Cove, see Iquique 
Patras 
Patreksfjordur 
Pauillac, see Bordeaux 
Paulina, see Gramercy 
Paulsboro, see Philadelphia 
Pavitt Point, see Sandakan 
Payardi, see Bahia Las Minas 
Paysandu 
Peanut Is., see Palm Beach 
Pearl Harbour, see Honolulu 
Pedregal 
Peel, |.0.M. 
Pelabuhan Blang Lancang, 
see Lhokseumawe 
Pelabuhan Datuk Sim 
Kheng Hong, see Kuching 
Pelotas 
Pemba, Mozambique 
Pemba, see Wete, Tanzania 
Pembroke, see Milford Haven 
Penang 
Penarth, see Cardiff 
Penco, see Talcahuano 
Pending Point, see Kuching 
Pennington Offshore Terminal 


Pennsauken, see Philadelphia 
Pensacola 
Penzance 
Pepel 
Perama, see Piraeus 
Pernambuco, see Recife 
Pernis, see Rotterdam 
Perth, U.K. 
Perth Amboy, see New York 
Pertigalete 4 
Peru 
Peterhead Bay 
Petersburg 
Petit Couronne, see Rouen 
Philadelphia 
Philipsburg 
Philippeville, see Skikda 
Philippines 
Phuket 
Pichindi, see Turbo 
Picton 
Pictou 
Pietarsaari, see Jakobstad 
Pilon, see Manzanillo, Cuba 
Pilottown, see New Orleans 
Pimentel ; 
Pinder's Point, see Freeport, Bahamas 
Piney Point f 
Pinkenba, see Brisbane 
Pinos Island, see Nueva Gerona 
Piombino 
Pir Pau, see Bombay 
Piraeus 
Pisco, see General San Martin 
Pitch Point, see Sobo 
Pitea 
Pitsundet, see Pitea 
Plaju 
Playa Misericordia, see Malaga 
Ploce 
Plymouth { 
Pohang 
Point Breeze, see Philadelphia 
Point Central, see Nouadhibou 
Point Comfort, 
see Port Lavaca/Port Comfort 
Point Cruz, see Honiara ' 
Point Fortin 
Point Howard, see Wellington 
Point Lisas 
Point Samson, see Port Walcott 
Point Tupper, see Port Hawkesbury 
and Strait of Canso 
Pointe au Pic 
Pointe-a-Pierre 
Pointe-a-Pitre 
Pointe-aux-Basques, see Sept Iles 
Pointe Clairette, see Cape Lopez 
Pointe des Galets 
Pointe du Depart, see Kompongsom 
Pointe Noire 
Pointe Seraphin, see Castries 
Poland : 
Polaroil, see Faeringehavn 7. 
Poleng 
Polloc 
Polynesie Francaise, 
see Society Islands 
Pomalaa 
Ponce 
Pondicherry 
Ponnani, see Calicut 
Ponta da Madeira 
Ponta Delgada 
Pontianak 
Poole 7 
Porbandar 
Pori 
Porkkala J 
Porpoise Harbour, see Prince Rupert 
Poro, see Noumea 
Porsgrunn, see Heroya 
Port Adams 
Port Adelaide, see Adelaide 
Port Alberni 
Port Alfred 
Port Alice 
Port Allen, Hawaii, see Nawiliwili 
Port Allen, La., see Baton Rouge 
Port Alma, see Rockhampton 
Port Alucroix, see Limetree Bay 
Port Angeles , 
Port Antonio 
Port Arecibo 
Port Arthur, Ontario, see Thunder Bay 
Port Arthur, Texas “a 


Ob 
Balchik, see Varna 
asim, . : 
Muhammed Bin Qasim 


n 
wet, see Abidjan 
averal 
Ci ti 


Chalmers, see Otago 


e, see Marseilles 

, see Marseilles 

la Corbiere, see Marseilles 
Croix, see Concarneau 
-Mede, see Marseilles 
ve, see Marseilles 

vera, see Marseilles 
staque, see Marseilles 


ne, see Nouadhibou 
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rcourt, also see Late Reports 
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side, see Corpus Christi 
see Aparri 
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Sydney, N.S.W., Australia 
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le, see Rouen 


9 
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nnedy, see Thursday Island 
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(Point Comfort 


ti, see Puerto Padre 

tne, see Melbourne 
Meneng, see Banyuwangi 

Moody, see Vancouver 


son, see Nelson 

ebar, see Bourgas 
ark, see New York 
iNewport, see Melbourne 
Nolloth 

of Spain 

Percy, see Punta Arenas 
ip, see Melbourne 


ut 


ond, see Philadelphia 
, See Kingston, Jamaica 
id, see Suez Canal 
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ton, see Stockton 
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Port Sulphur 
Port Sutton, see Tampa 
Port Swettenham, see Port Kelang 
Port Talbot 
Port Tampa, see Tampa 
Port Taranaki, see New Plymouth 
Port Topolly, see Varna 
Port Trinidad, see Cienfuegos 
Port Tudy, see Lorient 
Port Vendres 
Port Victoria 
Port Vila 
Port Walcott 
Port Weller 
Port Wentworth 
Port Whangarei, see Whangarei 
Portishead, see Bristol 
Portland, Vic., Australia 
Portland, U.K. 
Portland, Maine, U.S.A. 
Portland, Oregon, U.S.A. 
Porto ABC Norte 
Porto Alegre 
Porto Branolao, see Lisbon 
Porto Corsini Roads, see Ravenna 
Portocel, see Barra do Riacho 
Porto dos Buchos, see Lisbon 
Porto Empedocle 
Porto Foxi, see Cagliari 
Porto Grande 
Porto Marghera, see Venice 
Porto Saco, see Namibe 
Porto Torres 
Porto Trombetas 
Porto Varna-West, see Varna 
Porto Vesme 
Porto Pi, see Palma, Majorca 
Portree 
Portsmouth, Dominica 
Portsmouth, U.K. 
Portsmouth, New Hampshire, U.S.A. 
Portsmouth, Va., U.S.A., 
see Hampton Roads District 
Portugal 
Porvoo 
Poti 
Poum, see Noumea 
Powell River 
Poya, see Noumea 
Pozos Colorados Terminal 
Prai, see Penang 
Praia Formosa, see Funchal 
Praia Mole, see Tubarao 
Prescott 
Preston, see Antilla 
Prince Rupert 
Prince’s Bay, see Cape Lopez 
Princess Royal Harbour, see Albany 
Prinos 
Priolo, see Augusta 
Progreso 
Proper Bay, see Port Lincoln 
Propriano 
Propulsora, see La Plata 
Proti Island 
Provestens, see Copenhagen 
Providence, Rhode Island 
Puerto Acevedo, see Villa Constitucion 
Puerto Aisen, see Puerto Chacabuco 
Puerto Armuelles 
Puerto Barrios 
Puerto Bayovar 
Puerto Belgrano, see Bahia Blanca 
Puerto Bolivar, Colombia 
Puerto Bolivar, Ecuador 
Puerto Borghi, 
see San Lorenzo, Argentina 
Puerto Buitagro, 
see San Nicolas, Argentina 
Puerto Cabello 
Puerto Cabezas 
Puerto Carupano, see Puerto Padre 
Puerto Castilla, Honduras 
Puerto Chacabuco 
Puerto Chicama 
Puerto Cortes 
Puerto Deseado 
Puerto de Hierro 
Puerto de la Luz, see Las Palmas 
Puerto de las Mareas, see Las Mareas 
Puerto de Raos, see Santander 
Puerto de Soller, see Soller 
Puerto Duarte 
Puerto Galvan, see Bahia Blanca 
Puerto Granaderos, see San Lorenzo 
Puerto Honduras, see Santa Cruz 
de Tenerife 
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Puerto La Cruz 
Puerto Las Minas, 

see Bahia Las Minas 
Puerto Limon 
Puerto Local, see Gijon 
Puerto Macias 
Puerto Madero, Argentina, 

see Buenos Aires 
Puerto Madero, Mexico 
Puerto Madryn 
Puerto Maritime, see Guayaquil 
Puerto Miranda 

also see Maracaibo Lake 
Puerto Moin 
Puerto Montt 
Puerto Nuevo, Argentina, 

see San Nicolas 
Puerto Nuevo, Equatorial Guinea, 

see Puerto Macias 
Puerto Nuevo, Puerto Rico, 

see San Juan 
Puerto Ordaz 
Puerto Ordaz Terminal, 

see Punta Cuchillo 
Puerto Padre 
Puerto Percy, see Punta Arenas 
Puerto Plata 
Puerto Princesa 
Puerto Prodeco, see Santa Marta 
Puerto Quetzal, also see Late Reports 
Puerto Rico ; 
Puerto Rosales, see Bahia Blanca 
Puerto San Martin, 

see San Lorenzo, Argentina 
Puerto Sandino 
Puerto Somoza, see Puerto Sandino 
Puerto Sucre 
Puerto Tarafa, see Nuevitas 
Puerto Viejo, see Azua 
Puerto Williams 
Puhos, see Saimaa Canal 
Pula 
Pulau Ayer Chawan, see Singapore 
Pulau Baai, see Bengkulu 
Pulau Bukom, see Singapore 
Pulau Lumut, see Port Kelang 
Pulau Merlimau, see Singapore 
Pulau Pesek, see Singapore 
Pulau Sambu 
Pulau Samulun, see Singapore 
Pulau Sebarok, see Singapore 
Pulmoddai, see Trincomalee 
Pulpit Point, 

see Sydney, N.S.W., Australia 
Pulupandan 
Punta Alice, see Ciro Marina 
Punta Ancla, see Bahia Blanca 
Punta Arenas, Chile 
Punta Bustamente, see Rio Gallegos 
Punta Cardon 
Punta Chavez, see Puerto Cabello 
Punta Ciguena, see Bahia Blanca 
Punta Colorada 
Punta Cuchillo 
Punta de Palmas 

also see Maracaibo Lake 
Punta el Gancho, 

see Rio Gallegos 
Punta Gorda, Cuba, see Baracoa 
Punta Gorda, Venezuela, see Caripito 
Punta Grossa, see Koper 
Punta Loyola, see Rio Gallegos 
Punta Mapam, see Topolobampo 
Punta Marieta, see Caripito 
Punta Medanos 
Punta Molino, see Gaeta 
Punta Palenque, see Palenque 
Punta Quilla 
Punta Salinas, see Antilla 
Punta Tablones, see llo 
Puntarenas, Costa Rica 
Punto Fijo, see Amuay Bay 
Purfleet, see London 
Pusri, see Palembang 
Pusan, see Busan 
Pyarnu 
Pyeong Taek 
Pylos 
Pyrmont, 

see Sydney, N.S.W., Australia 
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Qagortoq : 
Qasr Ahmed, see Misurata 
Qatar 
Qatif, see Saudi Arabia (General) 
Qegertarsuaq 
Qingdao 
Qinhuangdao 
Qua Iboe 
Quang Ninh Area 
Quanzhou 
Quebec 
Queenborough, see Medway Ports 
Queens Park Terminal, 

see St. George's, Grenada 
Quequen 
Quiliano Terminal 
Quimper-Corniquel 
Quinalong Cove, see lligan 
Quincy, see Boston, U.S.A. 
Quinfuquena 
Quintero 
Quiriquina Island, see Talcahuano 
Quy Nhon 


R 


Raa, see Helsingborg 

Raahe 

Rabaul 

Rabigh, also see Late Reports 
Rabochaya, see Odessa 
Rabon Grande 

Rada Vinapu, see Easter Island 
Rainham Creek, see Medway Ports 
Rairi, see Port Redi 

Rajang River, see Sibu 
Ramallo 

Ramba 

Ramsburg, see Georgetown, Guyana 
Ramsey, |.0.M. 

Ramsgate 

Ramshall, see Norrkoping 
Randers 

Rangoon, see Yangon 
Rapasaari, see Saimaa Canal 
Rapid Bay 

Raratonga, see Avatiu 

Rasa, see Rijeka 

Ras Alkatheeb 

Ras-al-Khafji 

Ras al-Khaimah 

Ras al Mingar, see Benghazi 
Ras al Mishab 

Ras Bahregan 

Ras Budran 

Ras Es Sider, see Es Sider 
Ras Gharib 

Ras Isa Marine Terminal 

Ras Lanuf 

Ras Selaata 

Ras Shukheir 

Ras Sif, see Mogadiscio 

Ras Tanura 

Rasta, see Stockholm 
Rathmullen 

Rauma 

Rautaruukki, see Raahe 
Ravenna, also see Late Reports 
Ravensbourne, see Otago 
Recalada, see River Plate 
Recife 

Redcar, see Tees River 

Redi, see Port Redi 

Redwood City 

Refineria Gibraltar, see Algeciras 
Regencia 

Rejang River, see Tanjong Manis 
Rendsberg 

Reni 

Reposaari, see Pori 

Reunion Island 

Revere, see Boston, U.S.A. 
Reykjavik 

Rey Malabo 

Rhodes 

Riachuelo, see Buenos Aires 
Ribadeo 

Rice Point, see Duluth-Superior 


Richards Bay 
Richmond, California 
Richmond, Virginia 
Ridham Dock, see Medway Ports 
Ridley Island, see Prince Rupert 
Riga 
Rijeka 
Rijnpoort, see Rotterdam 
Rimouski 
Ringaskiddy, see Cork 
Rio, see Patras 
Rio de Janeiro 
Rio Gallegos 
Rio Grande, Brazil 
Rio Grande do Sul, see Tramandai 
Rio Haina 
Rio Leon, see Turbo 
Rio Nunez, see Port Kamsar 
Rio Santiago, see La Plata 
Rio Tuba 
Rio Trombetas, see Porto Trombetas 
Risdon, see Hobart 
Risor 
Ristiina, see Saimaa Canal 
River Elbe (General Information) 
River Jade, see Wilhelmshaven 
River Plate 
Riverhead, N.Y. 
Road Harbour & Port Purcell 
Roberts Bank, 

see Vancouver, B.C., Canada 
Rochefort sur Mer 
Rochester, U.K., see Medway Ports 
Rochester, New York, U.S.A. 
Rockhampton 
Rockport, see Tampa 
Rodby 
Rodman Naval Station, see Balboa 
Rodos, see Rhodes 
Rokko Island, see Kobe 
Romania 
Rome, see Georgetown, Guyana 
Rompin 
Ronne 
Ronneby 
Ronnskarsverken, see Skelleftehamn 
Rosario, Argentina 
Rosario, Philippines, see Manila 
Rosarito 
Rosas 
Roscoff 
Roseau 
Rosslare 
Rostock 
Rosyth, see Braefoot Bay 
Rota, see Cadiz 
Rotterdam 
Rouen 
Rowhedge, see Colchester 
Roytta, see Tornio 
Rozelle Bay, 

see Sydney, N.S.W., Australia 
Rozi, see Bedi Bunder 
Ruhrort, see Duisburg-Ruhrort 
Rumoi 
Runcorn, see Manchester, U.K. 
Rupat Strait, see Dumai ‘ 
Ruwais, see Jebel Dhanna — Ruwais 
Rya Harbour, see Gothenburg 
Rye 


S 


Sabah (Minor Ports) 
Sabang 
Sabine-Neches Waterway, 
see Port Arthur, Texas 
Sacavem, see Lisbon 
Sacramento 
Saetia, see Antilla 
Safaga 
Safi 
Sagunto 
Saida, see Sidon 
Saigon, see Ho Chi Min City 
Saimaa Canal and ports in Lake 
Area of Saimaa 
St. Andrews, N.B., Canada 
St. Andrew's Bay, see Panama City 
St. Catharines 
St. Croix. see Virgin Islands 


_ Saint Laurent-du-Maroni 


St. Estephe, see Bordeaux 

St. Eustatius, also see Late Reports 
St. George's, Bermuda 

St. Georges, Grenada 

St. Helena 

St. James, see Burnside 

St. Johann, see Basle 

Saint John, N.B., Canada 

St. John’s, Antigua 

St. John’s, Newfoundland, Canada 
St. John, Switzerland, see Basle 
St. Kitts 


St. Lawrence Seaway, 
also see Late Reports 
St. Louis du Rhone 
St. Lucia 
St. Maarten, see Philipsburg 
St. Malo 
St. Michael's Bay, 
see Sint Michielsbay 
St. Nazaire, see Nantes 
St. Nicholas, see Aghios Nikolaos 
St. Nikolo, see Aghios Nikolaos 
St. Pierre 
St. Pierre and Miquelon 
St. Rose, see New Orleans 
St. Thomas, Virgin Islands F 
St. Vincent, Republic of Cape Verde 
St. Vincent. 4 
Saipan 
Sakai 
Sakaide 
Sakata 
Saladin Marine Terminal 
Salalah, see Port Raysut 
Salaverry 
Salawati 
Saldanha Bay 
Saleef 
Salem 
Salerno 
Salgema Terminal, see Maceio 
Salif, see Saleef 
Salina, Bonaire, see Kralendijk 
Salina Cruz 
Salinas, Ecuador, 
see La Libertad, Ecuador 
Salinas, Venezuela, see Guaranao fu) 
Salineiro Terminal, see Areia Branca 
Salipazari, see Istanbul 7 
Sal Island, see Palmeira Bay 
Salonica, see Thessaloniki ww 
Saltacaballo, see Castro Urdiales 
Salt End, see Hull * 
Saltpond 
Salt River 
Salvador 
Sam Chuck, see Samcheog Han 
Samarai 
Samarinda 
Samcheog Han 
Samcheon Po 
Samoa, see Western Samoa 
Sampit 
Samson Point, see Port Walcott 
Samsun 
San Antonio 
San Antonio Este 
San Carlos 
San Ciprian 
San Diego 
San Fernando 
San Francisco 
San Jose, Guatemala ; 
San Jose, Philippines, see Tacloban | 
San Juan, Puerto Rico , 
San Juan de la Costa 
San Juan del Sur 
San Julian, Argentina 
San Lorenzo, Argentina 
San Lorenzo, Honduras 
San Lorenzo, Venezuela, 4 
also see Maracaibo Lake 
San Luis, see Port San Luis 
San Martin, 
see San Lorenzo, Argentina 
San Martin, see Arica, Chile 
San Miguel, see Ponta Delgada 
San Nicolas, Argentina 
San Nicolas, Aruba, 
Netherlands Antilles 
San Nicolas, Peru 
San Pedrito, see Manzanillo, Mexico — 
San Pedro, Argentina 
San Pedro, Ivory Coast 


pedro, Cal., U.S.A., 

’ Angeles 

de Macoris 

e, Chile 

e, Philippines, see Aparri 
see Ravenna 


yne, see Soderhamn 
4aunhafen, see Hamburg 
ich Oil Terminal, 

e Cape Cod Canal 


, see Santo Domingo 


Barbara, see Huasco 
Cruz, Argentina, 

ee Punta Quilla 

Cruz de! Sur 

C1 uz de Tenerife 

Elena Bay, 

La Libertad, Ecuador 


a lria, see Lisbon 

: el, see Rey Malabo 

ia, see Mariel 

: Lucia Oriente, see Vita 

fa Maria, see Jucaro, Cuba 

Maria, see Cadiz, Spain 
2 Ma ta 

jan Terminal 


iio Tomas de Castilla 
urce, see Bilbao 


ae 
isco do Sul 


and Principe, Republic of 
Bay, see Kota Kinabalu 
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| coastal Ports 


gen 


ads, see Wilhelmshaven 
arbour, see Mariupol 

gat Bay, 
 Willemstad/Emmastad 
see United Kingdom 


: Lalang 

SFoint, see Hobart 

3S, see Sullom Voe 

, Bay, see Teluk Semangka 


Sembawang, see Singapore 
Seme Terminal 
Semporna, see Sabah (Minor Ports) 
Senboku, see Sakai 
Senbong 
Sendai, see Shiogama 
Senegal 
Senipah Terminal 
Sepen, see Rijeka 
Sepetiba Bay 
Sepinggan, see Lawi Lawi 
Sept Iles 
Seria 
Serrano Island, see Iquique 
Sete 
Setubal 
Seven Islands, see Sept Iles 
Seville 
Seward 
Sewaren, see New York 
Sewell's Point, 

see Hampton Roads District 
Seychelles 
Sfaktiria, see Pylos 
Sfax 


Shahid Rejaie Port, see Bandar Abbas 


Sha Lun, see Keelung 
Shanghai, 

also see China (General) 
Shannon Estuary 
Sharjah 
Shark Bay, see Carnarvon 
Sharpness 
Sheerness, see Medway Ports 
Sheet Harbour 
Shekou, see Chiwan 
Shellhaven, see London 
Shen Ao, see Keelung 
Shengjin 
Sherbro River, see Freetown 
Sherm Rabegh, see Rabigh 
Sheskharis, see Novorossiysk 
Sheva, see Jawaharlal Nehru Port 

in Late Reports 
Shibushi 
Shijiusuo 
Shikama, see Himeji 
Shimanzi, see Mombasa 
Shimizu 
Shimonoseki 
Shimotsu 
Shinminato, see Toyama Shinko 
Shinmoji, see Moji 
Shiogama 
Ship Harbour 
Shippegan Harbour 
Shoreham 
Shortland Harbour 
Shuaiba 
Shuwaikh 
Siape Peldar, see Barranquilla 
Sibenik 
Sibolga 
Sibu 
Sibuti, see Sarawak Coastal Ports 
Sidi Kerir 
Sidon 
Sierra Leone 
Siglufjord 
Siilinjarvi, see Saimaa Canal 
Sikea 
Sikka 
Silloth 
Simonette, see Port-au-Prince 
Sim’s Bayou, see Houston 
Sines 
Sinop 
Singapore 
Singapore, also see Late Reports 
Sint Michielsbay 
Sinucane I|s., see Port Hedland 
SIOT Terminal, see Trieste 
Sipitang 
Siporex, see Skelleftehamn 
Sirri Island 
Sirtica, see Ras Lanuf 
Sisimiut 
Sitka 
Sitra 
Sjursoeya, see Oslo 
Skaelskor 
Skaerbaek 
Skagastrond 
Skagen 
Skagway 
Skandia Harbour, see Gothenburg 
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Skaramanga, see Eleusis 
Skarvik Harbour, see Gothenburg 
Skelleftehamn 
Skeppsviken, see Uddevalla 
Skien 
Skikda 
Skogby, see Ekenas 
Skogn, see Fiborgtangen 
Skoldvik, see Porvoo 
Skredsvik 
Skudeneshavn 
Skuthhamn, see Pitea 
Slagen 
Sligo 
Slite 
Smalkalden 
Smiths Bluff 
Snails Bay, 
see Sydney, N.S.W., Australia 
Snodland, see Medway Ports 
Sobo 
Sochi 
Socialist People’s Libyan Arab 
Jamahiriya 
Society Islands 
Soderhamn 
Sodertalje 
Soervaag 
Sola 
Soller 
Solomon Islands 
Solvesborg 
Somali Democratic Republic 
Sonderborg 
Sondre Stromfjord, see Kanderlussuaq 
Songkhla 
Soraker, see Sundsvall 
Sorel 
Sornainen Harbour, see Helsinki 
Sor-Stangnes, see Harstad 
Sorong 
Sourabaja, also see Late Reports 
Sousakion, see Isthmia 
Soussa, see Sousse 
Sousse 
South Africa 
South Boston, see Boston, U.S.A. 
South Brewer, see Bangor, Maine 
South Riding Point 
South Shields, see Tyne District 
Southampton, also see Late Reports 
Soyo, see Quinfuquena 
Spain 
Spanish Guinea, 
see Equatorial Guinea 
Sparrows Point, see Baltimore 
Spezia, see La Spezia 
Split 
Spring Bay 
Springdale 
Squamish 
Sri Lanka 
Sriracha 
Stade, see Butzfleth 
Stadersand 
Stanley 
Stanlow, see Manchester 
Stapleton, see New York 
Staten Is., see New York 
Stavanger 
Stege 
Steno Straits, see Chalkis 
Stenungsund 
Stephenville 
Sterno, see Karlshamn 
Stettin, see Szczecin 
Stignaesvaerkets 
Stilleryd, see Karlshamn 
Stocka, see Hudiksvall 
Stockholm 
Stockton 
Stockvik, see Sundsvall 
Stora Hoggarn, see Stockholm 
Stornoway 
Storugns 
Strahan 
Strait of Canso 
Stralsund 
Stranraer 
Strasbourg 
Strathcona Sound, see Nanisivik 
Straumsvik 
Stromskar, see Umea 
Stromstad 
Strood, see Medway Ports 
Studstrup 
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Stugsund, see Soderhamn 
Sture, also see Late Reports 


- Sturgeon Bay, see Los Angeles 


Stylis 

Suai, see Sarawak Coastal Ports, 
also see Miri 

Suao 

Suda Bay 

Sudan 

Sue-Side, see Navlakhi 

Suez, see Suez Canal 

Suez Canal, also see Late Reports 

Sukhumi 

Sukkertoppen, see Maniitsoq 

Sulina 

Sullom Voe 


_ Summerside 


Sundahofn, see Reykjavik 
Sunderland 
Sundsvall 
Sungai Gerong, see Plaju 
Sungai Pakning 
‘Sungei Merah, see Sibu 
Sungei Sarawak, see Sejingkat 
Sunndalsora 
Sunshine, see Geismar 
Supe 
Superior, see Duluth-Superior 
Suriname 
Surabaya, see Sourabaja 
Sutudden, see Karlshamn 
Suva 
Susak, see Rijeka 
Suza, see Sousse 
Svartvik, see Sundsvall. 
Svendborg 
Svolvaer — 
Swansea 
Swatow, see China (General) 
Sweden 
Swinoujscie, see Szczecin 
Switzerland : 
Sydney, N.S.W., Australia, 

_ also see Late Reports 
Sydney, N.S., Canada 


_ Syd-Port, see Sydney, N.S., Canada 


Syracuse, see Augusta 
Syrian Arab Republic 
Syros 
Szczecin 


T 


Tabaco 
Tabangao, see Batangas © 
Table Bay, see Cape Town 
Tachibana, see Anan 
Tacloban 
Tacoma 
Tadine Wharf, see Noumea 
Tadoussac. i 
Tagbilaran, see Cebu 
—Tagaloan 
Tagonoura 
Taharoa 
Tahkoluoto, see Pori 
Taichung | 
Taipale, see Saimaa Canal 
Taiwan 
Takoradi 
Taku Bar, 

also see China (General) 
Takula Terminal, see Cabinda 
Talara 
Talcahuano 
Ta-Lien, see Dalian, 

also see China (General) 
Talisman Marine Terminal 


_ Tallaboa Bay, see Guayanilla 


Tallbacken, see Norrkoping 
Talleyrand, see Jacksonville 
Tallinn 

Taltal 

Tamano, see Uno 
Tamatave, see Toamasina 
Tammisaari, see Ekenas/Tammisaari 
Tampa 

Tampico 

Tanabe 

Tanah Puteh, see Kuching 
Tanamo 


ao 


Tananger, see Sola 
Tanauan 
Tandjong Perak, see Sourabaja 
Tandjong Priok, see Jakarta 
Tandjung Lepee, see Pomalaa 
Tandjung Uban 
Tanga 
Tangier 
Tangku, see Taku Bar, 
also see China (General) 
Tanjong Berlayer, see Singapore 
Tanjong Bruas, see Malacca 
Tanjong Gul, see Singapore 
Tanjong Kling, see Singapore 
Tanjong Manis 
Tanjong Pagar, see Singapore 
Tanjong Pendam, see Sibu 
Tanjong Penjuru, see Singapore 
Tanjong Po, see Kuching 
Tanjong Salirong 
Tanjung Lepee, see Pomalaa 
Tanjung Pandan 
Tanjung Priok, see Jakarta 
Tanoura, see Moji 
Tan-Tan 
Tanzania 
Tarahan, see Panjang 
Tarakan 
Taranaki, see New Plymouth 
Taranto 
Tarawa 
Tarbert Is. Oil Terminal, 
see Shannon Estuary 
Tarragona 
Tartous 
Tauranga 
Tawau 
Tazerka 
Tebar Terminal, see Sao Sebastiao 
Tebig Terminal, see Angra dos Reis 
Tecarmo, see Carmopolis 
Tedut Terminal, see Tramandai 
Tees River 
Teesport, see Tees River 
Tefran, see Sao Francisco do Sul 
Tegal 
Tekirdag 
Tela 
Telegraf Berget, see Stockholm 
Telok Ayer, Indonesia 
Telok Ayer, Singapore, see Singapore 
Telok Ewa 
Teluk Bayur 
Teluk Betung, see Panjang 
Teluk Semangka 
Tema 
Temadre Terminal, see Salvador 
Tembladora 
Temse, see Brussels 
Tenerife, see Santa Cruz de Tenerife 
Ternate 
Terneuzen 
Tetney Marine Terminal 
Texas City 
Thailand 
Thames District, see London 
Thamesport, see Late Reports, 
also see Medway Ports 
Thamshamn, see Thamshavn 
Thamshavn 
Thessaloniki 
Thevenard 
Thio, see Noumea 
Thorndon, see Wellington 
Thorold 
Three Rivers, see Trois Rivieres 
Thule, see North Star Bugt 
Thunder Bay 
Thursday Is!and 
Tianjin/Xingang, 
also see China (General) 
Tientsin, see Tianjin/Xingang, 
also see China (General) 
Tiko 
Tilbury, see London 
Timaru 
Timsah By-Pass, see Suez Canal 
Tina-an Naga, see Cebu 
Tin Can Island, see Lagos 
Tioga Terminal, see Philadelphia 
Titchfield Peninsular, see Port Antonio 
Tjilatiap, see Cilacap 
Tjirebon, see Cirebon 
Toamasina 
Tobata 


_ Tobruk 


Tocopilla 

Togo Republic 

Tokuyama 

Tokyo 

Toledo, Philippines, see Cebu 
Toledo, U.S.A. 

Tolkis, see Tolkkinen 
Tolkkinen 

Tolo Harbour, see Hong Kong 
Tomakomai 

Tomil Harbour 

Tonda, see Tokuyama 
Tonga 


Tongue Point, see Astoria 


Tonnay-Charente 
Tonsberg 
Topolobampo 
Toppila, see Oulu 
Tore, see Karlsborgsverken 
Torgua, see Rio de Janeiro 
Tornio 
Toronto 
Toros Gubre, see Golovasi 
Torre Annunziata 
Torre del Sale, see Piombino 
Torres Strait 
Torrevieja 
Tors Harbour, see Gothenburg 
Torshavn 
Tortola, see Virgin Islands 
Toryu, see Imabari 
Totnes, see Dartmouth 
Touho Bay, see Noumea 
Toulon 
Tourane, see Danang 
Townsville 
Toyama 
Toyama Shinko 
Trabzon 
Trafaria, see Lisbon 
Tramandai 
Trangisvaag 
Tranmere, see Liverpool 
Travemunde, see Lubeck 
Traweek, see Houston 
Trelleborg 
Trial Bay 
Trieste 
Trincomalee 
Trinidad 
Tripoli, Lebanon 
Tripoli, Libya 
Triso, see Sejingkat 
Tristan da Cunha 
Tristan Island 
Trogir, see Split 
Trois Rivieres 
Tromso 
Trondheim 
Troon, see Ayr 
Trouville, see Trouville-Deauville 
Trouville-Deauville 
Tsamkong, see Zhanjiang, 
also see China (General) 
Tsingtao, see Qingdao, 
also see China (General) 
Tsing Yi, see Hong Kong 
Tsuen Wan, see Hong Kong 
Tsukumi 
Tsuruga 
Tsurumi, see Kawasaki 
and Yokohama 
Tsurusaki, see Oita 
Tuapse 
Tubang 
Tubarao 
Tuborg Havn 
Tumaco 
Tunadalshamnen, see Sundsvall 
Tunas de Zaza, see Cienfuegos 
Tungprong Port, see Sattahip 
Tunis, see La Goulette 
Tunisia 
Turbo 
Turkey, also see Late Reports 
Turks and Caicos Islands 
Turku 
Tuticorin 
Tutuncifilik 
Tuvalu 
Tuxpan 
Tvoroyri, see Trangisvaag 
Twillingate 
Twofold Bay, see Eden 
Tyne District 
Tynemouth, see Tyne District 


a 
Pandang, see Macassar 
porg, see Oulu 


9, see Matsuyama 


) Na 
iwain, 
med Bin Rashid 


see Basrah 


Myanmar 

Soviet Socialist 
lics 

d Arab Emirates 

igdom 

ites of America 


Medway Ports 
Maryborough 

e Nakhodka 

see Castro-Urdiales 
» Rijeka 


, see Carnarvon 
sk 
k, see Ust-Dunaysk 


um, see Eregli 
aupunki 


re, see Savona 


e Bora Bora 
s, see Belem 


also see Late Reports 
B.C., Canada 
er, Washington, U.S.A. 


, Republic of 
nl Island Terminal 


aus, see Saimaa Canal 


‘West, see Varna 
in, see Stockholm 


rbour, Hong Kong, 
ng Kong 


Terminal, 

Oudi Marine Terminal 
, Socialist Republic of 
Fort, see Castries 


3] Quwain, see Ahmed Bin Rashid 
aj, see Saudi Arabia (General) 


arbour, Malaysia, see Labuan 


Vigo 

Vihreasaari, see Oulu 

Vila do Conde 

Vilanova | la Geltru 

Vila Real de Santo Antonio 
Villa Cisneros 

Villa Constitucion 
Villagarcia de Arosa 
Villanueva 


Vinapu Roads, see Easter Island 


Vioeyjarsund, see Reykjavik 
Virgin Islands 
Visakhapatnam 
Visby 
Vita 
Vitoria 
Vivstavarv, see Sundsvall 
Viaardingen, 

also see Rotterdam 
Vlissingen, see Flushing 
Vollsfjorden, see Skien 
Volos 
Voltri, see Genoa 
Voorbaai, see Mossel Bay 
Vordingborg 
Vostochny 
Voudia Bay, see Milos Island 
Vuda Point, see Lautoka 
Vung-Tau 
Vuoksi, see Saimaa Canal 
Vyborg 
Vysotsk, see Vyborg 


W 


Wadi Firan 

Wadrilla Wharf, see Noumea 
Wageningen, see New Nickerie 
Wagner's Point, see Baltimore 
Wabran, see Oran 

Waisarisa 


Waitemata Harbour, see Auckland 


Wakamatsu c 
Wakayama 

Wala Wharf, see Noumea 
Wales, see United Kingdom 
Walkom, see Lovisa 

Wallaroo 

Wallhamn 

Wallsend, see Tyne District 
Walsh Bay, 


see Sydney, N.S.W., Australia 


Walvis Bay 

Wamsasi 

Wanganui 

Warnemunde, see Rostock 
Warrenpoint 

Warri 


Warrington, see Manchester, U.K. 


Watchet 

Waterford 

Waverley Harbour 

We Wharf, see Noumea 
Weehawken, see New York 
Wei Hai 

Weipa 

Welland 


Welland Canal, see St. Lawrence 


Seaway and Late Reports 
Wellington 
Wenchow, see China (General) 
Wenzhou 
Western Port 
Western Samoa 
West Hartlepool, see Hartlepool 
Westport 
Westview, see Powell River 
Westville, see Philadelphia 
Westwego, see New Orleans 
Wete 
Wewak 
Weymouth, U.K. 


Weymouth, Mass., U.S.A., see Boston 


Weymouth, N.S., Canada 

Whampoa, see Guangzhou, 
also see China (General) 

Whangarei 

Whiddy Island, see Bantry Bay 

White Bay, 


see Sydney, N.S.W., Australia 


Whitegate, see Cork 
Whitehaven 
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Whitstable 
Whittier 
Whyalla 
Wicklow 
Widuri Marine Terminal, 

see Late Reports 
Wilhelmsburg, see Hamburg 
Wilhelmshaven 
Willemstad/Emmastad 
Williamstown, see Melbourne 
Wilmington, Delaware 
Wilmington, N.C. 
Windsor 
Wintam, see Brussels 
Wismar 
Wivenhoe, see Colchester 
Wolloomooloo, 


see Sydney, N.S.W., Australia 


Woodbridge Bay, see Roseau 
Woodfibre 

Workington 

Wrangell 


Wright Point, see Port Hawkesbury 


and Strait of Canso 
Wuhan, see Late Reports 
Wuhu, see Late Reports 
Wulsan, see Ulsan 
Wyndham 


X 


Xeros, see Gemikonagi 

Xiamen 

Xiang Jiang, see Tianjin/Xingang 
also see China (General) 

Xingang, see en 
also see China (General) 


Yabucoa 

Yahata, see Chiba 
Yakacik, see Isdemir 
Yali Island 

Yalta 

Yamaguche Bay, see lwakuni 
Yamba 

Yampi Sound 

Yanbu 

Yandina 

Yangon 

Yantai 

Yap, see Tomil Harbour 
Yarimca 

Yarmouk, see Aqaba 
Yarraville, see Melbourne 
Yatsushiro 

Yawata 
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MOORING ARRANGEMENTS 
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NOTES 
1.All wind velocities given are fastest mile velocities 
2.Wind sumed to come from any direction 
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(A) Signals hoist 


to vessels in Port Said Harbour 


(at the automatic signals mast or from the watch tower) 


¥ 
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General Signals 

Reduce speed — Attention - Movement suspension and authorisation — Cancel 
previous signal — Passage free for benzene ships 

Authorisation and interdiction to get underway 

Numerals 

Berths signals 


(8) Signals made by the pilot vessel at Port Said and Suez 


(C) Signals displayed on stations signals masts to vessels 


Signal No. 

1. Stand by to proceed (general) 
2. Proceed (general) 
3. Stand by to make fast (signal mast Km. 18) 
4. Make fast (signal mast Km. 18) 
5. Attention 
6. Immediate stopping 
7. Make fast (vessels from North) 
8. Make fast (vessels from South) 
9. Proceed (vessels from North) 

10. Proceed (vessels from South) 

11. Current signal 

12. Port closed 

13. W/T watch (vessels from North) 

14. W/T watch (vessels from South) 

15. Passage authorisation (ferry boats) 

16. Isolated signal station 

(D) Special signals used by vessels in ports and in the Canal 

1. Vessels carrying bulkpetroleum flash point between 73°F. and 150°F. 
2. Vessels carrying explosives — Not Gas Free 
3. Vessels carrying bulk petroleum flash point under 73°F. 
4. Vessels carrying radioactive substances 
5. | require a Pilot 
6. | require Free Pratique 
7. Coming from infected Por 

8. Under quarantine 
9. Tug required (in ports) 

10. Mooring boats 

11. Searchlight 

12. Last in convoy 

13. Making fast 

14. Vessel manoeuvring to sea 

15. Vessel manoeuvring to Canal 

16. Voluntary stopping (G.V.) 

17. Aground 

18. | have a Pilot 

a. On board 


b. To disembark 


e) Signals used by dredgers 
(1) 


Dredgers working underway 


gee: No. 


Dredging underway 

Passage clear on side shown 
Passage clear on both sides 
Passing not allowed on either side 
| am going about 

| am not under command 


Stationary dredgers and floating equipment 


—- No. 


DOROON 


Passage clear on side shown 

Passage clear on both sides 

Passage clear on side shown, with speed reduction 
Passing not allowed on either side 

Passing not allowed: manoeuvring to clear passage 
| am not under command — passing not allowed 


(2)-Stationary dredgers, floating cranes, etc. — continued 


by Night 
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Signals are made from the Automatic Signa! Mast or from the Watch Tower (vigie) 


Signals made to vessels 
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PORT SAID: 


(A) 


2. All signals are shown as they are seen by vessels coming from Séa. 


SIGNAL MAST 


East 


Light can be 


used Red or 


White 


3. The top triangle (oy night the top light) of the Eastern Side of the mast indicates 


Pointing UP (by night a Red light). It means that the signal is made to vessels moving 


from 


Pointing DOWN (by night a White light). It means that the signal is made to vessels 


tr 

es; 
on 5 
a a 
&o 2 
os 

of $3 
sa-e 
= °o 
sz 3 
00 o 
So So 
sees 
ceea 

é 


*This signal may be hoisted together with the International Signal “K” (sound and visual) 


STOP IMMEDIATELY 


— 3 


— = T 1 
vEANING by Nigh 
. Red Red 
ng not allowed 
ne side 
Two drums one over the othey at A red light at both yard arms 
the yard arm 
- ms ii 
= going about i, 
Red 
Flag D hoisted at the yard arm on A red light shown at the yard arm 
the side to which she is turning on the side to which 
she is turning 
Signal IP by morse lamp 
— at =i 
6 
pnotunder 
mmand 
Black Red CE 
Black Red © 
International Signal 


%s signal may be hoisted together with the International signal K (sound and visual) meaning 


TOP IMMEDIATELY 


(1) General Signals 


i ate from from 
ANAL CANAL SEA 
+ ——— 
6 bot Red en 
White Red 


0F0 
<> 


(2) Stationary dredgers, floating cranes, etc 


EGYPT 


MEANING 
7 


Passage is clear on 
the side shown 
(lam at work or 
moored) 


by Day T 


Adrum at the yard arm on the side 
on which the passage is clear 


SS 


by Night 


©) White 


White White 


Awhite light at the yard arm on the 
side on which the passage is clear 
Two white lights along the bulwark 
on the side on which the passage 


8 


Passage is clear on 
both sides (I am at 
work) 


Adrum at both yard arms 


is clear 


White White 


White White 
A white light at both yard arms 
Two whitelights along the bulwark 


To be From From 
Suspended eed | SOUTH NORTH 


White 
om | O O O = 
/ Red A | 
: 7 | 
Reduce Speed i ATTENTION White 
5 georae = wipes Red 
ALL MOVEMENT Passage Free For 
Benzene Ships 
—|\— A 
Cancel 
Red White Previous | 
A Vv Signal 
Red White 
Red e br Vv 
S AD'SV 
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Passage is clear on 
the side shown but 
only proceed at the 
lowest possible 
speed 


i 


— 
Red 


Ared flag at the 
masthead. A drum at the 
yard arm on the side on 
which the passage is clear 


passage is clear 


on both sides 


C) White 
©) Green 
| 
White White 
Awhite light over a green light on 
the side on which the passage Is 


clear. Two white lights along the 
bulwark on the side on which the 


“This signal is also used by “Warehouse string of barges 
+The International Signal TE may also be hoisted. In this case the decrease of speed is imperative 
By night the imperative decrease of speed is shown on the Pilot's embarkation order 


(1) General Signals'— continued 


Authorisation and Interdiction to Get Underway 


r 


- 
A 


For Canal For Sea For Capaf For Sea 
Red waxe | Red 
Red ¥ Red / White 


(Ol x 


’ S| 
O 
A 


—s* 
Manoeuvre and Departure r Manoeuvre and Departure 
/ Forbidden Authorised 
Z JL 
/ 
f 
| Cherif Basin 


Manoeuvre 
Forbidden 


Departure 
Authorised 


— 
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EGYPT 


(2) Numerals 


r T T 


(B) Signals to be made in Port Said and Port of Suez by the Pilot vessel 
(a) If the weather outside does not prevent the Pilot vessel from going out 


By Day By, 
bogs A white rocket or U A flashed | A Pilot vegsel is going 
in morse | Out to yg 
A" 


N.B.: On seeing this signal, the vessel concerned should 
make a lee for the Pilot vessel 


horten her cable and endeavour to 


In a rough sea preventing the Pilot from coghing aboard, the Pilotvessel will make the 
following signals on nearing the incoming vgssel 


By Night 


Follow the Pilot 
vessel. The Pilot 
will come aboard 
under the lee of the 
breakwater 


(b) If the weather out: 
The Pilot vessel will re 


de prevents the Pilot vess@i from going out 
ain under the lee of the breakwater and make the following signals 


‘ 


By Day By Night 
A red rocket and The Pilot vesse' 
it necessary U I by cannot go out 


morse lamp 
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(3) Berths Signals 
East Berths 


Buoy Basins 


a 


[ Navy Quay Cherif Basin Abbas Basin 


(C) Signals displayed on Station Signal Masts to Vessels 


Signal No, 1 - Stand by to Proceed 

(a) Hoisted on Port Tewtik, Kabrit, Deversoir 
and Ras El Ech "Stand by to Proceed on signal 
No. 2” 


(b) Hoisted on Ballah and repeated on E! 
Ferdan. “Southbound vessels made fast in 
Ballah West Branch, Stand by to Proceed 


(c) Hoisted on Ballah and repeated on E} 
Kantara. “Nonhbound vessels made fast in 
Ballah West Branch, Stand by to Proceed’ 


(d} Hoisted on Km. 3 East Branch of Port Said 
“Southbound Vessels using Port Said East 
Branch, Stand by to Proceed" 


Signal No. 2— Proceed 
(a) Hoisted on Port Tewtik, Kabrit, Deversor 
and Ras El Ech “Proceed 


C) Wh 
(b) Hoisted on Baliah and repeated on El T 
Ferdan. “Southbound vessels made fast in ) Whit 
Ballah West Branch, Proceed 


(c) Hoisted on Ballah and repeated on E! 
Kantara, “Northbound vessels made fast in 
Ballah West Branch, Proceed 


(d) Hoisted on Km. 3 East Branch \ 
“Southbound vessels using Port Said East 
Branch, Proceed” 


(e) Absence of Signal No. 2: “Stay at anchor or 
made fast and keep continuous WT watch 


signal No. 3 - Stand by to Make Fast 
" atKm. 18 mast "Sou 
~ace fast in West Branch K 


i4ar 


Stand by to make fast 


signal No. 4 ~ Make Fast 

wm datKm 18 mast. “Southbound vessels 
East or West By-pass and 
vessels already passed Tineh 
ake Fas' 


Sai 


Signal No. 5 - “Attention 

Southbound and Northbound vessels stand by 
make fast or manoeuvre. Keep WT watch 

mmediately 


Signal No. 6 — Immediate Stopping 
Southbound and Northbound vessels make 
mmediately O Red 
ssels May proceed when signal is lowered or 7 1 
switched off oO Red 
a I 
| © Red 
| 
Signal No. 7 — Make Fast 
vessels from North : Make Fast 
9 be lowered or switched off when all Red 
oncerned vessels are made fast.) 
White 


‘Signal No. 13 - WT Watch 
Vessels from North establish Wireless 
Telegraphy Watch 


Fl. White 
s 


Sh 
KF. White 


‘Signal No. 14- W'T Watch 
‘Yessels from South establish Wireless 
®egraphy Watch 


5 emu 


Signal No. 15 — Passage Authorisation 


y Boat not allowed to move Green 
ight: Light on wharf.) 
Signal No. 16 — Isolated Signal Station 
Ns Signal station is isolated. All 
“ommunications are made by Green 
‘“eless Telegraphy 
White 


Signals No. 13 and 14 can be used at the same time addressing both convoys from North and South 


EGYPT 


Signal No. 8 —- Make Fast 

Vessels from South : Make Fast 

(to be lowered or switched off when all 

concerned vessels are made fast ) White 
Red 


Signal No. 9 - Proceed Fi, Red 


Vessels from North made fast on Signal No. 7 
Proceed 

(Southbound vessels made fast in Port Said 
West Branch and in Ballah West Branch to 
Proceed on Signal No. 2.) 


Signal No. 10 — Proceed 

"Vessels from South made fast on Signal No. 8 
Proceed’ 

(Northbound vessels made fast in Ballah West 
Branch to Proceed on Signal No.2.) 


Signal No. 11 — Current Signal 
Current indication signal 
Hoisted on Challoufa and Geneta signal masts Red 
“Current Running North’ 
Absence of signal: "Current is Running South or 
Slack Water.” & 
| 
Signal No. 12- "Port Closed” 
“Suez Roads closed for bad weather 
' 


(D) Special Signals Used by Vessels in Ports and in the Canal 


1. Oiltanker carrying bulk petroleum (flash 
point between 73° and 150°F) 


2. Vessels carrying 1st group dangerous 
goods. 

Not Gas Free tankers 

LPG-LNG 

Dangerous chemicals in bulk 


3. Petroleum in bulk. (Flash point below 73°F) 


4. Vessels carrying Radio Active substances 


Red 


EGYPT a 


5. |require a Pilot 

N.B. 1. From port to Sea or changing berth, 
signal to be hoisted half an hour before sailing 
time. 

2. For the Canal at least 2 hours before the 1st 
Vessel is expected to enter the Canal 


6. lrequire free pratique 


7. My vessel is coming from an infected port 


8. My vessel is under Quarantine. 


9. | require a tug (followed by a numeral 
pendant to indicate the number of tugs 
required) 

By Night: A long blast on the whistle and letters 
“YA" flashed by morse lamp several times. 


N.B. Signals Nos. 6, 7, 8, 9, 10 and 11 are to be used in Ports only 


"15. The vessel is manoeuvring to get 
underway to the Canal. 


16. Voluntary Stopping (Garage Volontaire) 
Vessel is not ready and will not maintain her 
turn in the convoy. If hoisted by a vessel in the 
Canal. “| am securely made fast and can be 
crossed or doubled by other vessels in the A 
convoy” Z ANSWERING 


PENNANT 


17. Aground 


“Passage clear for tugs”. 


“Passage not clear for tugs” 


Red 


Green 


18. (a) Ihave a Pilot on board 


(b) Leaving Port Said and Port of Suez: “I 
have a Pilotto disembark” 


* When signals Nos. 13, 14 and 15 are hoisted, vessels are not authorised to overtake or cross 


until vessel is securely made fast and Signal No. 16 (G_V.) hoisted 
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Ke ights are extinguished and a RED light put on 


| 


10. | have no mooring boats 


“3° 
By Night: Numeral 3 flashed by morse lamp 
several times 
11. Ihave no shore searchlight 
4" 


By Night: Numeral 4 flashed by morse lamp 
several times. (Signals 10 and 11 canbe used 
in ONE hoist if vessel has no mooring boats 
and searchlight) 


12. Last vessel in the convoy 
Green 


Whee 


"13. The vessel is making fast 


2 
nN 
® 


= 
z 


= 
> 
= 


B. In the Canal when made fast the 2 white 


aft all the time the vessel is moored until actually 


® 
oO 


“14. The vessel is manoeuvring to get 


underway to sea White 


> 
& 


* When signals Nos. 13, 14 and 15 are hoisted, vessels are not authorised to overtake or cross 
until vessel is securely made fast and Signal No. 16 (G_V.) hoisted 
N.B. Signals Nos. 6, 7, 9, 10 and 11 are to be used in Ports only | 


(134s) 
Vesvol 
Leib 

'\ GRL 


ad 
Wy 
. (Wenner. Pen 


ardeatieg Mees of rel | 


(E) Signals used by dredgers in Canal Waters 
(1) Dredgers working underway 


MEANING by Night 
1 

1am dredging 
underway and a 
cannot get out of the 
way White 

Red 

N.B.: In lieu of the a 
International Signal masthead lig 


Passage is clear on. 
the side shown 


Red What 
(© : 


White White 
Awhite light at the yard arm or 
which the passage is clear A’® 
light at the yard arm on which PM 
passage is not clear. Two wht? 
lights along the bulwark 
where passage is clear 


A drum at the yard arm on the side 
on which the passage is clear 


3 


Passage Is clear on 
both sides 


White White 


A white light at both yard arms #® 
two white lights along the bul 
on both sides. 


A drum at both yard arms 


EGYPT/EL SALVADOR 


ZEIT BAY 


LPG BERTH 


elephone 


Marine O 


Private ee 


Private WES: 
(General Cargo) BS 


Private Warehouses 


Import and Export Conveyor Sree 
KS System to Warehouses and Silos 
Private Silos — fee 8. 
[im ee <3 
Private SO Administrative cs 
es (Liquids) nen ff 
Workshop} eee Bulk Handling System 


Oi 


Crane (25 tonnes) Ss) 
& i) a 
eA Warehouses om Electric Cranes & es) 
(General Cargo) » 2 x 3 tonne) a es 
“€s & 
BE 


CEPA Warehouses (General Cargo) 


\ 


Workshops 


EL SALVADOR 


30 


15 a 
10 
ee Zé LA UNION 
i ij : —— i> Seat (Cutuco) 
y fh, x ———=2.__ | DEPTHS IN FEET 
~ a 
: = 
rd e E ’ 
WS % éd ' } Do P * ~ »Z ? A ‘ 
i j pe Py ia A @ rams, oe be oe Y 
<—) : : 4 i , 
. “— §) ) AAS ; i aa = 


CONDITIONS LA UNION 


Current about 300° — 120° Velocity approx 
CUTUC 
4.5 knots at full tide According to Pilot up to ( O) 


7 knots at Spring Tides 


Bottom found to be muddy with stones 


«<—_—______— 68.6 m. ———__ 


hi2.12my 
| 


(6.—$___— 169 25m 


Ship's Heading 280° 


| 
| 
| 
| 


Warehouse 


s . olf 
Heavy Wooden Facing on Piles Protected by car tyres 


sajig uapoon AneaH 


Railroad Track 


FORWARD ROPES 
3 Ropes. 1 Tug Wire 


AFT ROPES 


3 Ropes. 1 Tug Wire 


2 Backsprings all 2 Backsprings e 


with nylon ends EO NS 


EQUATORIAL GUINEA/ETHIOPIA 


(PUERTO NUEVO) 


“Plan supplied by Ship's Master” 


uiydjog uiydjog 


sayyoeys 8 
sayyoeys OL 


S3¥L3W NI SH1d30 
IN3INJDNVYEYYV ONINOOW — HLY38 113HS 
avssv 
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FALKLAND ISLANDS 


Sparrow Cove 


Hamblin Cove High Rock 


(conspic.) 
Sharrean Pe Charles Pt 
Doctor Pt 
Blanco Bay PORT WILLIAM 
Tussac Islang 
Yorke Bay Yorke Pt nee 
° ~~ 

Ordnance Pt Kelly Rock 

y $ 


Tussac Pt 


i \ 


Cortley Hill Quarantine Navy Pt. 3 


Station Engineer Pt 
= 
Y STANLEY HARBOUR Whalebone Cove 
ea 
Py 
oy 
o 
a > Flexiport 
Cathedral 


The Murray Heights 


The Canache Surf Bay ! 


Lookout Rks - 


PORT STANLEY 


EAST FALKLAND ISLAND 


eee 
Radio Masts (conspic.) Hookers P: 
jookers Pt 


PORT STANLEY 


aa 
Fuel barge 


Flexiport 


VAS | /\ FAROE ISLANDS 


x 
> 
7) 
x 
x 
< 
=] 
x 


~~ SCALE OF METRES 


TORSHAVN 
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10m 


Shed No. 3 


LAUTOKA 


Shed No. 1 


Kings Wharf 


NOTE: Finger wharf demolished 
Dredging to - 8 metres below Chart Datum 


4& 


LEVUKA 


DEPTHS IN METRES 
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FIJI/FINLAND 


KING'S WHARF TOTAL LENGTH 1,612 ft 


f South Oil Terminal 
: Bridge | T aE T TH. 1 | 1 


O~- — Port Masters 
Shed No 4 Signal Station 


if 


fy - oe 
| 7 / / Gat Container Yard Mooring = 
| “i Pe Hardstanding Area Shed No. 6 Dolphins $ < 
S S -- | ao 
: = | o 1 52 
y | r > | | i ! zo 
foale-*2 |g Shed No. 211 \ 6 8 
‘ € 7) Shed No. 3 | i i _ 
g a te 


z 
om 

4 
~ 


a aa iat Oa 


New Administration Building 


0 100 250 500 Feet 
+t 4 


PORT OF EKENAS 


SY 


f ae 


EKENAS 
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vauv 140d JO/AHVONNOS 


2 
> 
= 
z 
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HAILIKARI 


HAMINA 


OUTER PORT 


Lp 


LENGTH DRAFT Sea Pilots 
(m) (m) 
345 «6.9 - Z 
2168.6 A Oil Pier 2 


351 7.9 = ? \ 
79 5 “ = Oil Pier 1 


240 7.9 Palokangas 


HK 1 v2 158 7.9 
HK 3—5 310 8.6 
HK 3 Ro 8.4 
HK 6 Ro 86 
PK 1 

PK 1 Ro 

Oil Pier 1 Storage 
Oil Pier 2 

PK 2 

LPG 

HL 


PK 2 to be completed in 1987 


L.P.G. Terminal to be completed in 
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STOR VADERGRUNDET c— 
KOPPNDSUDDEN 


NN 
yo 09 G 
= at BACKAHOLMEN lone / 


Q{ OSTERGARDSHOLMEN 
SKOGSNASET LILLMARSEN 


B 
SANDVIKSHOLMEN 
HAMNHOLMEN 


KRAKUDDEN 


ane KLIPPINGEN 
C)soven KLIPPINGEN GASORSBUKTEN 


KOLAVIKEN 


GASORSUDDEN 


OSTRAVIKEN 
ITALAHTI 
S 


SALSTEN KALSKAREN Oagd 


a ee! 


UDDSKATAN 
TULLHOLMEN 1 
S 


9 


MARASKAR 


/ —— 


Car Park 


Open Storage 


eS 6 Me 
4 >» Customs 
%, &, a2) 
280 
br eae 


% 
497 Tp 


Harbour Master's 
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HARBOUR GATE HELSINKI 


INFORMATION BOARD SORNAINEN HARBOUR 
FERRY BERTH DEPTHS IN METRES 


Harbow 


FLOATING RAMP 


Oil 


ADJUSTABLE RAMP 


SHORE RAMP 


CONTAINER TERMINAL 


HERTTONIEMEN OLJyS 
\ Hertonas Oljehamn 


FREE ZONE 


4 Herttoniemi’ 


STORAGE SHED 


WAREHOUSE FOR DANGEROUS GOODS 


SERVICE BUILDING 


) LAAJASALON OLJYSATAMA: 
Oljehamn : 
/ Laajasalo Oil Harbour, . 


4 » 


CUSTOMS OFFICE 


=== Degero 


HARBOUR CUSTODIANS 


CAR SCALE 


CRANES St, 6t, 1501 


MULTIPURPOSE CRANE 


AREA CHIEF 


INVOICING AND GOODS REPORTING SECTION 


Vallisaari 
Skanslandet 


STORAGE SECTION, SECTION CHIEF 


STORAGE SECTION, FOREMEN 


utmentinna 
veaborg 


$ 


CRANE SECTION, SECTION CHIEF 


RNAISTEN SATAMA 


CRANE SECTION, FOREMEN 


nas hamn . 
SoOrnainen Harbour 


LAND TRAFFIC AND CONTAINER SECTION 
FRESH PRODUCE WAREHOUCE 
PUBLIC SHELTER 


PLANNED EXTENSIONS 


< 

25 
ze 
ig 
wet 
lhe 
wo 
=) 
wa 


r 


pahiajasaari 
‘Ronnsks 


HELSINKI 
DEPTHS IN METRES 
Vastra hamnen 
West Harbour 


SCALE OF METRES 
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FINLAND 


6SEd 


HELSINKI 
HARBOUR 


WEST 


DEPTHS IN METRES 


MARBOUR GATE 
INFORMATION BOARD 

FERRY BERTH 

ADJUSTABLE RAMP 

FLOATING RAMP 

SHORE RAMP 

CONTAINER TERMINAL 

FREE ZONE 

STORAGE AREA 

STORAGE SHEDS 

WAREHOUSE FOR DANGEROUS GOODS 
SERVICE BUILDING 

CUSTOMS OFFICE 

HARBOUR CUSTODIANS 

CRANES 31. 51, 61, 251 


CONTAINER CRANES 


SCALE OF METRES 


Roc ximsarruns 
faeinn ovat 


Sammon ant unt 


MULTIPURPOSE CRANES 

AREA CHIEF 

INVOICING AND GOODS REPORTING SECTION 
STORAGE SECTION, SECTION CHIEF 
STORAGE SECTION. FOREMEN 

LONG-TERM STORAGE SECTION. SECTION CHIET 
LONG-TERM STORAGE SECTION, FOREMEN 
CONTAINER SECTION. SECTION CHIEF 

CRANE SECTION, SECTION CHIEF 

CRANE SECTION. FOREMEN 

RAILWAY GOODS STATION 

PUBLIC SHELTER 


PLANNED EXTENSIONS 


Mune saamenca rue 


HERMESAAR) 


HARBOUR GATE 


INFORMATION BOARD 


HEAD OFFICE 


FERRY BERTH 


ADJUSTABLE RAMP 


SHORE RAMP 


PASSENGER TERMINAL 


STORAGE SHEOS 


CUSTOMS OFFICE 


HARBOUR CUSTODIANS 


INVOICING AND GOODS REPORTING SECTION 


PASSENGER TRAFFIC AND STORAGE SECTION 


SECTION CHIEF 


PASSENGER TRAFFIC AND STORAGE SECTION 


FOREMEN 


REAL ESTATE MAINTENANCE OFFICE 


PUBLIC SHELTER 


KEISARIML VODOMLA! Tum) 
RErSaRIMUOTO OUAY 


eRIMCaNT 
cn OuaY 


Manasiimicartur 
Mawasiim) OUAT 


Ovrmpiacairuay 
Otrwpia auar 


SCALE OF METRES 


HELSINKI 


SOUTH HARBOUR 
DEPTHS IN METRES 


ONV INIA 


FINLAND 


LOCATION 


Customs 
Coal Yard Sy) 


Storage Yards Vy, Oy 


Harbour Office 


Conveyor 


Four Cranes 


Inkoo Power | Inkoon Satama Oy Quay 
Plant Quay 


10m | 713m Channel Dredged to - 13 m 
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° 

991540 snoge} 
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TOSS 
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FINLAND 


Metsa Botnia AB 


Pilot Station 
o 
~8 Fishing Harbour 
Eskilso Ui 
° 
Salgrund 


KASKINEN 


DEPTHS IN METRES 


KEMI 


DEPTHS IN METRES 
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KOKKOLA 


Deep Quay 


Outokumpu Quay 


Industrial Port 


Oil Harbour 


Stone Quay 


General Port 


Shore Quay 


Ro=Ro Quay 


Customs Quay 


Length (m) Max. Draft (m) 
Deep Quay 181 60 
Shore Quay South 323 95 
Shore Quay North 110 71 
Stone Quay 137 71 
Outokumpu Quay 210 95 
Kemira Quay 160 95 
Oil Quay 85 95 
Ro-Ro Quay 120 60 


Kemira Quay 


Harbour Office 


on 


Quays & Max. Draft 
Hietanen Terminal 
Sunila 
Puolanlaitun 
Kantasatama 

Vanhasatama 
Harniemen laituri 
Pohjoislaituri 
Valilaitun 
—Italatun 
Oljysatama 
Teolisuusiaiturit 
Deepwater Terminal 
Kotkan Hoyryvoima Oy 
oljylaiturai 
hublartun 
Valmet Oy 
Kymin Oy Halla 


Shore Cranes 
Sunila 

Sunila 
Puulaniaituni 
Kantasatama 


Hietanen 


Deepwater Terminal 
Teollisuussatamat 
—Kotkan Hoyryvoima Oy 


No Oe a ot oe 


Nn 


Oo 


\ 
v 


METRES O 


et 


wartsila ab 


El Port Office 


KOTKA 


100 


20 
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Gragerso 


Langnasskar 


Ci tema ~~ MARIEHAMN 


4\\Ro—Ro 
ie DEPTHS IN METRES 


Pp Lotsberget 


Korrvik Fiskehamn 


METRES 


LOVISA 


Port Authority Building 
Grain Storage 

Timber Bundling 

Free Zone 
Underground Storage 


GONVINIS 


FINLAND 


Sugar Quay (4 5) 


x , Timber Quay (8 0) 


<<, 


Grain & Coal Berth (13.0) 


- oi i \ 
/ ta aS 


Ke 
——— Ferry Quays (6.0 —- 9.0) f Neste Oy No 1 (57) 
. 


F 
io) 


Freeport en i a oy 


Shipyard —————— 


NAANTALI 


DEPTHS IN METRES 


/ Bollard 75 ton 


Capstan 0.5 ton 28m/min 
Capstan 1 tor 


20m/min 


Quick release unit 90 ton, with 1 hook 


NAANTALI 
NESTE OY, JETTIES NOS 1 & 2 
DEPTHS IN METRES 


FINLAND 


Bollard 30 ton 


Capstan 1 ton, 20m/min 


Capstan 1 ton, 20m/min 


; 3 s - ws 3 ae 2 \ ' 7 ae : : F 3 ‘ ag 
el : Re te a eee rays 


Quick release unit 90 ton, with 2 hooks 


Vessels up to 45,000D.W.T 
DREDGED AT LEAST TO A DEPTH OF 14.2m 
NAANTALI 


NESTE OY, JETTY No.3 
DEPTHS IN METRES 


Nuottasaar! Harbour 


Ontkan! Harbour 


Toppila Harbour 


Vihreasaal™ Harbour 


Oil Quay 
1 


SCALE OF METRES 


TRACK DEPTHS IN METRES 
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Pumps 


Publi 


— Telephone 


f Fire 


@ Bollard = oN 
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| Fresh Water Connection 


Sd \ 


Di Pier Length 74 


VIHREASAARI HARBOUR 


Depth in the Basin 10r X 
2»: 
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7 Bollard 


— First Aid 


Canteen 


Bollard —— 


See rs = 


Harbour Office 


Toppila Quay Sok Mylly 
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Fresh Water 
* Connection 
SCALE : 1:5000 7 


Main Quay: Max. draft 6.4 m 


NUOTTASAAR! HARBOUR 


ORITKARI HARBOUR 


< 
& Cellulose 
F Store 


Ships Telephone 


Ships Telephone 


Ro Ro Berth: Draft 7 m f> 


Fresh Water 
Connection 
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Ships Telephone 
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Fresh Water 
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hip: ele: > — / 
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\ Chemical Quay : Max. draft 64 m 
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ESSENTIAL FACTS FOR INCOMING TANKERS 
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3. Anchorage area is recommended location for vessels awaiting berth 
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in the vicinity of, the operating area been lowered or 4) Where applicatile, have portable pipes been removed 
ecured and have the remaining apex ends been blanked off 
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Efficient towing-wires for emergency use must be lowered to the water's level from the off shore bow and quarter 


DIMENSIONS IN METRES 


P607 


ITALY 


20,000 d.w.t 


TRIESTE 
SIOT FACILITY - PIER 1 
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Aabenraa 
Aalborg 
Aarhus 
Abbot Point 
Aberdeen 
Abidjan 
Abu-Al-Bukhoosh 
Acajutla 
Achladi 
Adabiya, see Suez 
Adelaide 
Aeroskobing 
Agadir 
Agia Trias, see Megara 
Agioi Theodoroi 
Agotnes 
Aguadulce 
Aguilas & Hornillo 
Ahmed Bin Rashid 
Ahus 
Ain Sukhna 
Aioi 
Aitape 
Ajaccio 
Ajos Harbour, see Kemi 
Akita 
Akureyri 
Al Bakr Terminal 
Alameda, see San Francisco 
Alanya 
Alba Marine Facility, see Sitra 
Albany, Western Australia 
Albany, New York 
Alcudia 
Alesund 
Alexandria, Egypt 
Alexandria, Virginia, U.S.A. 
Algeciras 
Algeria 
Algiers 
Aliaga 
Alicante 
Almeria 
Almirante, Panama 
Almirante Soares Dutra Terminal, 
see Tramandai 
Alotau 
Alumar 
Amagasaki 
Ambes, see Bordeaux 
Amherstburg 
Amsterdam, 
also see North Sea Canal 
Amuay Bay 
Anacortes 
Anchorage 
Ancona 
Anewa Bay 
Angle Bay, see Milford Haven 
Ango Ango, see Matadi 
Angola 
Angra Dos Reis 
Antalya 
Antan Terminal 
Antibes 
Antifer, see Le Havre 
Antigua 
Antilla 
Antimonan 
Antofagasta 
Antonina 
Antwerp, also see Late Plans 
Aparri 
Apia 
Apra, see Guam 
Aqaba 
Aracaju 
Aratu 
Arbatax 
Arbroath 
Arctic Canada Traffic Zone 
Ardalstangen 
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Ardjuna P505 
Ardrossan, Australia P29 
Ardrossan, U.K. P1146 
Areia Branca P128 
Arendal P829 
Argentina P11 
Arguineguin P227 
Arhus, see Aarhus P297 
Arica P232 
Art Island, see Noumea P796 
Arun Terminal, 

see Lhokseumawe P528 
Arzannah Island P1129 
Arzew P1 
Arzew El Djedid P2 
Arzew El Jedid, see Arzew El Djedid P2 
Ascension Island P24 
Ashdod P566 
Ashtabula P1253 
Ashtart P1080 
Asnaes P298 
Aspropyrgos P459 
Asry Dry Dock, see Mina Sulman P105 
Assab P351 
Assens P299 
Astoria P1253 
Auckland P803 
Augusta P573 
Ausrep (Australian Ship Reporting Area) P25 
Australia P25 
Avarua, see Avatiu P268 
Avatiu P268 
Aveiro P922 
Aviles P991 
Avonmouth, see Bristol P1153 
Ayr P1147 
Azores P101 

B 

Baddeck P175 
Bagnoli P577 
Bahamas P102 
Bahia Blanca, Galvan P14 
Bahia Blanca, Ingeniero White P14 
Bahia Honda, see Mariel P278 
Bahia Las Minas P855 
Bahia Portete, see Puerto Bolivar P265 
Bahrain P105 
Bajo Grande, P1413 

also see Maracaibo Lake P1419 
Bakar, see Rijeka P1433 
Balao P327 
Balboa P855 
Ballast Head P30 
Ballybricken Point, see Cork P553 
Baltic Deep-Sea Pilotage P109 
Baltic Entrance P291 
Baltimore P1254 
Bandar Abbas P542 
Bandar Imam Khomeini P542 
Bandar Mahshahr P543 
Bandholm P299 
Bandirma P1089 
Bangkok P1069 
Bangladesh P110 
Bangor, U.K. P1148 
Bangor, U.S.A. P1255 
Banias P1061 
Banjul P431 
Bantry Bay P552 
Banyuwangi P507 
Bar P1431 
Baracoa P273 
Barbados P111 
Barbours Cut, see Houston P1319 
Barcadera P786 
Barcelona P991 
Bari P578 
Barra do Riacho P129 
Barranquilla P256 
Barrow-in-Furness P1148 
Barrow Island P30 
Barry P1149 
Basle P1060 
Bassens, see Bordeaux P378 


Basse Terre, Guadeloupe 
Basseterre, St. Kitts 
Bastia 
Bata 
Bataan 
Batangas 
Baton Rouge, 
also see Mississippi River 
Batsfjord 
Batumi 
Bay of Fundy Vessel Traffic 
Management Zone 
Bay Roberts 
Bayonne 
Bayport, see Houston 
Baytown 
Beaumont, 
also see Sabine & Neches Rivers 
Beauty Point, see Launceston 
Becancour 
Beilun, see Ningbo 
Beira 
Bejaia 
Belawan 
Belekeri 
Belem 
Belfast 
Belgium 
Belgorod-Dnestrovsky 
Belize 
Bell Bay, see Launceston 
Bellingham 
Bengkulu 
Benicia 
Benin 
Benoa 
Berbera 
Berdyansk 
Bergen 
Bermuda 
Betio, see Tarawa 
Biak 
Bilbao 
Bima Marine Terminal 
Bintulu 
Bintulu Marine Terminal 
Birkenhead, see Liverpool 
Birsfelden, see Basle 
Bitung 
Bizerte 
Blang Lancang, 
see Lhokseumawe 
Blaye, see Bordeaux 
Bluff 
Blyth 
Boca Grande 
Bombay 
Bonaire 
Bonny 
Boqueron, see Guantanamo 
Borburata, see Puerto Cabello 
Bordeaux 
Borj Islam 
Borusan 
Bosphorus 
Boston 
Bota, see Limbe/Bota 
Botany Bay 
Botas, see Golovasi 
Botwood 
Bougie, see Bejaia 
Boulogne 
Bourgas 
Bouri 
Bowen 
Braakman Harbour, see Terneuzen 
Braefoot Bay 
Brake 
Brasil, see Bonaire 
Brass River 
Brazil 
Bremen 
Bremerhaven 
Brest 
Brevik 
Bridgeport 
Bridgetown 
Bridgewater 


P473 
P939 
P377 
P351 
P889 
P890 
P1256 
P1336 
P829 
P1109 


P169 
P176 
P377 
P1319 
P1257 
P1259 
P1386 
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Brisbane 
Bristol 
Brixham 
Brofjorden 
Broome 
Brownsville 
Brunei 
Brunsbuttel 


_ Brunswick 


Brussels 
Buchanan 
Buckie 
Bude 
Buenaventura 
Buenos Aires 
Buffalo 
Buka 
- Bukpyung 
Bulgaria 
Bullen Bay 
Bunbury 
Bundaberg 
Bunyu 
Burma, see Myanmar 
Burnie : 
Burns Harbour 
Burnside, 
also see Mississippi River 
Burntisland 
Burutu 
Bushire 
Butcher Island, see Bombay 
Butterworth, see Penang 
Butzfleth ' 
BZ 34 Terminal 


Cc 


Cabanas, see Mariel 
-Cabedelo 

Cabinda 

Cabo Negro, _ 

see Punta Arenas, Chile 
Cadiz ; 


Gah 
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Cagayan De Oro 


Cagliari 


: 


Caimanero, see Guantanamo 
Cairns 

Calabar 

Calais 

Calcutta 

Caldera, Chile 

Caldera, Costa Rica 
Calderilla 

Callao 

Calvi 

Cameroon, Republic of 
Campana 

Campbell River 
Campbeltown 

Canada 

Canary Islands 

Cap Haitien 

Cape Cod Canal : 
Cape Cuvier, see Carnarvon 
Cape Flattery 

Cape Lopez 

Cape Town 

Cape Verde Islands 
Caraquet 

Cardenas 

Cardiff 


_ Carmopolis 


Carnarvon 

Caronte, see Marseilles 
Carrickfergus 

Cartagena, Colombia 
Cartagena, Spain 
Casablanca 

Casilda Bay, see Cienfuegos 
Castellon de la Plana 
Castletown Bere 


Castries 


Catania 
Catbalogan, see Tacloban 
Cayman Brac 
Cayman Islands 
Cayo Arcas 
Cayo Juan Claro, 
see Puerto Padre 
Cebu 
Ceiba Hueca, see Manzanillo, Cuba 
Ceuta 


P278 
P130 
P6 


P241 
P997 
P384 
P891 
P579 
P275 
P41 
P821 
P385 
P499 
P233 
P269 
P233 
P880 
P385 
P165 
P13 
P178 
P1156 
P169 
P227 
P482 
P1274 
P42 
P42 
P425 
P982 
P229 
P179 
P273 
P1156 
P131 
P42 
P401 
P1157 
P260 
P1001 
P759 
P274 
P1001 
P552 
P942 
P581 
P914 
P230 
P230 
P747 


P283 
P892 
P277 
P1002 


Ceyhan, see Golovasi 
Chacabuco, see Puerto Chacabuco 
Chaina, see Mongla 
Chancay 

Chandler 

Char Bahar 
Charleston 
Charlottetown 
Chatham, see Medway 
Chekaa 

Cherbourg 

Chiba 

Chicago 

Chicoutimi 

Chile 


Chile Search & Maritime Rescue Areas 


Chimbote 

China (Chinese People’s Rep.) 
Chioggia 

Chiriqui Grande 
Chiwan 
Christmas Island 
Chungjin 
Churchill 
Cienfuegos 
Cilacap 

Cinta Terminal 
Cirebon " 
Ciro Marina | 
Civitivecchia 
Cleveland 


~ Clifton Ridge Terminal, 


see Lake Charles 
Clydeport 
Coatzacoalcos 
Colchester 
Coleraine 
Colombia 
Colombo 
Colon 
Colonia 
Come By Chance 
Conakry 
Concarneau 
Concepcion del Uruguay 
Congo 
Constantza 
Contrecoeur 
Cook Islands 


Coos Bay 


Copenhagen 
Coquimbo 

Corinth, see Isthmia 
Corinto 

Cork 

Coronel 

Corpus Christi 
Corunna 

Costa Rica 
Cotonou 

Covenas 
Cowichan Bay 
Cristobal 

Cromarty Firth Port 
Cronstadt Island 
Crown Point 

Cuba 

Cul de Sac Bay 
Cumana, see Puerto Sucre 
Curacao 

Cuxhaven 

Cyprus 

Cyrus Terminal 


Dadiangas 
Daesan 
Dairen, see Dalian 
Dakar 
Dalhousie 
Dalian 
Dalrymple Bay, see Hay Point 
Damietta 
Dammam 
Dampier 
Danang 
Dar es Salaam 
Dardanelles 
Darius Terminal, 
see Kharg Island 
Dartmouth, U.K. 
Daru 
Darwin 


P231 
P231 
P881 
P248 
P582 
P856 
P249 
P255 
P689 
P181 
P274 
P512 
P513 
P515 
P582 
P583 
P1279 


P1327 
P1158 
P747 
P1161 
P1161 
P256 
P1019 
P858 
P1408 
P181 
P478 
P386 
P14 
P267 
P937 
P182 
P268 
P1280 
P300 
P234 
P461 
P817 
P553 
P234 
P1280 
P1002 
P269 
P119 
P263 
P183 
P858 
P1162 
P1076 
P1076 
P272 
P943 
P1423 
P788 
P436 
P287 
P545 


Das Island 
Davao 
Deauville, see Trouville 
Degrad des Cannes 
Dekheila, see Alexandria 
Delfzijl 
Dellys 
Denmark 
Derince 
Derna 
Destrehan, see Mississippi River 
Detroit 
Devonport, Tasmania 
Dhekelia 
Diamante 
Dieppe 
Digby 
Dilli 
Dina, see Rijeka 
Djakarta, see Jakarta 
Djeno 
Djibouti 
Dominica 
Dominican Republic 
Donaldsonville, 
also see Mississippi River 
Donges, 
see Nantes-St. Nazaire 
Dordrecht 
Douala 
Douglas 
Dover 
Drammen 
Dubai Dry Dock, see Port Rashid 
Dublin 
Dubrovnik 
Duisburg-Ruhrort 
Duluth 
Dumai 
Dunbar 
Dundee 
Dunedin, see Otago 
Dunkirk 
Dun Laoghaire 
Dunoon 
Durban 


E 


Easter Island 

Eastern Canada Traffic Zone 
East London 

Eckernforde 

Ecuador 

Eden 

Eemshaven 

Egypt 

Eilat 

Ekenas 

El Chaure 

El Dekheila, see Alexandria 

El Djazair, see Algiers 

El Guamache 

El Hornillo, see Aguilas and Hornillo 
El Jadida 

EI Palito 

El Salvador 

El Tablazo 

Elbe Pilotage/Helicopter Service 
Elbe Terminal, see Brunsbuttel 
Eleusis 

Emden 

English Bay, see Ascension Island 
Ensted 

Equatorial Guinea 

Eregli 

Erie 

Es Sider 

Esbjerg 

Escravos 

Esmeraldas 

Esperance 

Etajima 

Ethiopia 

Eureka 

Europoort/Rotterdam 

Everett 

Exmouth 


P1129 
P894 
P424 
P482 
P331 
P771 

P3 
P291 

P1090 
P710 

P1336 

P1298 

P49 
P287 
P14 
P387 
P184 
P515 

P1433 
P522 
P267 
P323 
P324 
P325 

P1299 

P1336 


P405 
P771 
P165 
P1165 
P1166 
P831 
P1140 
P557 
P1431 
P437 
P1300 
P516 
P1166 
P1167 
P808 
P388 
P559 
P1168 
P982 


P235. 
P170 
P983 
P438 
P327 
P50 
P772 
P330 
P566 
P355 
P1413 
P331 
P1 
P1414 
P986 
P760 
P1414 
P349 
P1415 
P449 
P433 
P460 
P439 
P24 
P302 
P351 
P1090 
P1300 
P711 
P303 
P822 
P328 
P50 
P625 
P351 
P1301 
P775 
P1302 
P51 


F 


Fagernes, see Narvik 
Falkland Islands 
Falmouth 

Famagusta 
Fangcheng 

Faroe Islands 

Fateh Terminal 
Fawley, see Southampton 
Fecamp 

Felixstowe 

Felton, see Antilla 
Ferndale 

Ferrol 

Fiborgtangen 
Figueira da Foz 


Finnart, see Clydeport 
Firth of Clyde 
Firth of Forth 
Fishguard 
Fiumicino 
Fleetwood 
Flensburg 
Floro 
Flotta, see Scapa Flow 
Flushing 
Flying Fish Cove, 
see Christmas Island 
Foca, see Nemrut Bay 
Forcados 
Forno 
Fortaleza 
Fort de France 
Fos, see Marseilles 
Fowey 
Foynes Island, 
see Shannon Estuary 
Frafjord 
France 
Fraser Port 
Fray Bentos 
Fredericia 
Frederikshavn 
Frederiksskans, see Gavle 
Frederikstad 
Freeport, Bahamas 
Freeport, Texas 
Freetown 
Fremantle 
Froland, see Uddevalla 
Fujairah 
Fukuyama 
Funafuti 
Funchal 
Futtsu, see Kimitsu/Kisarazu 


G 


Gabes 

Gabon 

Gaeta 

Galeota Point 

Galle 

Galvan, see Bahia Blanca 
Galveston 

Galway 

Gamba and Lucina 
Gambia 

Gandia 

Garrucha 

Garston 

Gaspe 

Gastria Bay, see Kalecik 
Gavle 

Gdansk 

Gdynia 

Gebe Island 

Gedser 

Geelong 

Geismar 

Geisum Marine Terminal 
Gemikonagi 

Gemlik 

General San Martin 
General Santos City, see Dadiangas 
Genoa 

Georgetown, Ascension Island 
Georgetown, Cayman Islands 
Georgetown, Guyana 
Georgetown, U.S.A. 
Geraldton 


P841 
P352 
P1168 
P288 
P250 
P353 
P1131 
P1227 
P390 
P1169 
P272 
P1303 
P1003 
P831 
P923 
P354 
P355 
P1158 
P1157 
P1169 
P1170 
P583 
P1170 
P439 
P832 
P1220 
P772 


P255 
P1100 
P823 
P134 
P134 
P742 
P401 
P1171 


P561 
P833 
P376 
P185 
P1408 
P304 
P305 
P1024 
P833 
P102 
P1304 
P965 
P52 
P1055 
P1131 
P625 
P1108 
P723 
P641 


Germany (Federal Republic of) 
Ghana 
Ghannouche, see Gabes 
Ghazaouet 
Ghent 
Gibraltar 
Gijon 
Gingoog 
Giresun 
Girvan 
Gisborne 
Gizan 
Gladstone 
Glasgow, see Clydeport 
Glensanda 
Glomfjord, see Late Plans 
Gloucester, 
see Sharpness & Gloucester 
Gocek 
Golfito 
Golovasi 
Good Hope, 
also see Mississippi River 
Goole 
Gothenburg 
Gove 
Gramercy, see Mississippi River 
Grand Bank 
Grand Turk 
Grangemouth, 
also see Firth of Forth 
Granton, 
also see Firth of Forth 
Granudden, see Gavle 
Granville 
Grays Harbor 
Great Yarmouth 
Greece 
Green Bay 
Greenock, see Clydeport 
Greenland 
Gregorio, see Punta Arenas, Chile 
Grenaa 
Grenada 
Gresik 
Grimsby 
Groningen 
Groote Eylandt 
Guadeloupe 
Guem 
Guanta 
Guantanamo 
Guatemala 
Guayabal, see Santa Cruz del Sur 
Guayacan 
Guayanilla 
Guayaquil 
Guaymas 
Guinea (Republic of) 
Gulfhavn 
Gulfport 
Guyana 
Guyane 


Hachinohe 

Hadera 

Hafnarfjordur 

Haifa 

Haines 

Haiti 

Hakata 

Halden 

Haldia 

Halifax 

Halifax Vessel Traffic 
Management Zone 

Hallstavik 

Halmstad 

Halul Island 

Hamble, see Southampton 

Hamburg 

Hamilton, Bermuda 

Hamilton, Ontaric 

Hamina 

Hammerfest 

Hampton Roads 

Hamrawein 

Hamriyah 

Hanko 

Hannan, see Sakai 

Hantsport 

Haraholmen, see Pitea 


P627 
P568 
P493 
P569 
P1310 
P482 
P628 
P834 
P500 
P187 


P170 
P1029 
P1029 

P932 
P1225 

P440 

P120 

P190 

P356 

P834 
P1310 

P334 
P1132 

P357 

P660 


P190 


P1045 
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Harstad 


Hartlepool 


Harwich 
Haugesund 
Havana 
Hay Point 
Helsingborg 
Helsingor 
Helsinki 
Heroya 
Heungnam 
Heysham 
Hibikinada 
Hilo 
Himeji 
Hiroshima 
Hobart 
Hodeidah 
Hoganas 
Holbaek 
Holtenau 
Holyhead 
Homer 
Honduras 
Honfleur 
Hong Kong 
Honiara 
Honolulu 
Hopa 
Hornefors 
Hornillo, see Aguilas & Hornillo 
Horsens . 
Horta 
Hound Point, 
also see Firth of Forth 
Houston 
Hualien ot 
Huasco 
Hudiksvall 
Huelva 
Hueneme 
Hull 
Hunterston, see Firth of Clyde 
Huntington Beach 
Husnes 
Husum 


Ibiza 
Iceland 
Igarka 
limuiden, see Yjmuiden 
llheus 
llichevsk 
lligan 
llo 
lloilo 
Imabari 
Imbituba 
Immingham 
Inchon 
India 
Indonesia 
Ingeniero White, see Bahia Blanca 
Inkoo 
Inspection Head, see Launceston 
Invergordon, 
see Cromarty Firth Port 
Inverness 
Ipswich 
Iquique 
lraklion 
Iran 
Iraq 
lreland 
Isabela de Sagua 
Isdemir 
Iskenderun, 
also see Ports in Iskenderun Bay 
Isle of Grain, see Medway 
Isle of Pines, see Noumea 
Israel 
Istanbul 
Isthmia 
Itajai 
Italy 
Itaqui, see Sao Luis 
Itzehoe 
Ivory Coast 
Izmail 


P835 
P1177 
P1178 

P835 

P275, 

P60 
P1030 

P307 

P358 

P836 

P690 
P1179 

P628 
P1316 

P630 

P631 

P63, 
P1428 
P1031 

P307 

P443 
P1179 
P1317 

P484 

P391 

P487 

P980 
P1318 
P1097 
P1032 

~ P986. 

P308 
-P101 
P1180 

P1169 

P1319 
P1063, 

--P236 


P1032 


P1005 
P1324 
P1181 
P1157. 
P1324 
P836 
P1033 


PLAN INDEX 


Jacksonville 

Jade Radar Chain, 
see Wilhemshaven 

Jakarta 

Jakobstad 

Jamaica 

Jamestown 

Japan 

Jawaharlal Nehru Port, 
see Late Plans 


Jebel Ali 


Jebel Dhanna-Ruwais 
Jeddah 

Jimenez 

Jizan, see Gizan 


Jolo 


Jordan © 

Jorf Lasfar 

Jose Panganiban 

Ju’aymah, also see Ras Tanura 
Jubail 

Jurong, see Singapore 


K 


Kagoshima 
Kahului 


_ Kakap Natuna Marine Terminal 
_ Kakogawa 


Kalamaki _ 


Kalamata 


=* 


- Kalecik 


Kalmar 
Kalundborg 


~ Kamaishi 


Kanda 

Kandla 

Kanmon-Ko 

Kanokawa 

Kaohsiung 

Karavostassi, see Gemikonagi 
Kardeljevo, see Ploce 
Karlshamn — 

Karlstad 
Karrebaeksminde, see Naestved 
Karsar, see Gavie 

Karsto 


_ Karwar 


Kashima 


_ Kasim Marine Terminal 


Kaskinen 

Kasko, see Kaskinen 
Katakolon 

Katsunan, see Chiba 
Kavieng 

Kawaihae, see Hilo 
Kawasaki 

Keelung — 

Kemi 

Kenya 


_Kerteh Terminal 


Khanom 

Kharg Island 

Khemco Terminal, 
_ see Kharg Island 

Kherson — 

Kholmsk 

Ktior Fakkan 

Kiel 

Kiel Canal 

Kieta 

Kiive 


— Kijang 


Kikuma 

Kilia 

Killybegs 

Kimbe 
Kimitsu/Kisarazu 
King’s Lynn 
Kingston 
Kingstown 
Kinuura 

Kin Wan 
Kiribati 
Kirkcaldy 
Kirkwall 
Kisarazu/Kimitsu 
Kitimat 

Klaipeda 
Klakksvik 
Kleinhueningen, see Basle 
-Klintehamn 


P1325 


P451 
P522 
P360 
P618 
P939 
P620 


P1134 
P1135 
P948 
P904 
P947 
P904 
P684 
P760 
P905 
P948 
P949 
P965 


Kobe 

Kobe & Osaka Area 
Kobe, Port Island 
Kobe, Rokko Island 
Kodiak 

Koge 

Koko 

Kokkola 

Kokura 

Kolding 

Kole Terminal 
Komatsushima 
Koper 

Koping 

Korea (P.D.R.) 
Korea, Republic of 
Korsor 

Kota Kinabalu 
Kotka 


‘Kouaoua, see Noumea 


Kpeme 
Krabi 
Kralendijk 
Kribi ; 
Kristiansand 


Kristinehamn 


Krueng Geukueh, see Lhokseumawe 
Kuantan 
Kuching 


‘Kudamatsu — 


Kudat, see Sabah 
Kunak 


' Kure 


Kuto, see Noumea, Isle of Pines 
Kuwait 

Kwinana, see Fremantle 
Kymassi 


‘Kyndby 


Kyrenia 


L.O.0.P. Terminal 

La Ciotat 

La Goulette 

La Guaira 

La Libertad 

La Nouvelle 

La Pallice/La Rochelle 
La Plata 

La Rochelle 

La Rochelle/La Pallice 
La Romana 

La Salina 

La Seine 

La Seyne Bregaillon, see Toulon 


La Skhirra 


La Spezia 

La Union 

Labuan 

Labuantring Bay 

Lacustre Terminal, see La Salina 
Lae 


_ Laem Chabang 


Lagos 
Laguna 
Lahad Datu, see Sabah 
Lake Charles 
Lakehead Harbour, see Thunder Bay 
Landskrona 
Larnaca 
Larne 
Larvik 
Las Mareas 
Las Palmas 
Lattakia 
Launceston 
Lautoka 
Lavan Island 
Lavera, see Marseilles 
Lavrion 
Lawi Lawi 
Lazaro Cardenas 
Le Havre 
Lebanon 
Legazpi 
Leghorn, see Livorno 
Leith, 
also see Firth of Forth 
Leixoes 
Leningrad 
Lerwick 
Les Sables D’Olonne 
Levuka 


P642 
P642 
P642 
P642 

P1327 
P310 
P823 
P362 
P644 
P311 
P166 
P645 

P1432 

P1036 
P689 
P692 
P311 
P728 
P362 

_P796 

P1074 

P1070 
P789 
P166 
P838 

P1037 
P528 
P729 
P729 
P646 
P737 
P731 
P646 
P796 
P699 

P52 
P463 
P312 
P289 


Lhokseumawe P528 
Liberia P707 
Libya P709 
Lifou Island, see Noumea P796 
Limbe/Bota P167 
Limbe/Tiko P167 
Limerick P561 
Limetree Bay P1426 
Limhamn, see Malmo P1039 
Lirquen, see Talcahuano P244 
Lisbon P924 
Liverpool, N.S., Canada, see Late Plans 
Liverpool, U.K. P1191 
Livorno P589 
Lome P1075 
London P1195 
Londonderry P1201 
Long Beach P1329 
Longview P1330 
Lorengau P875 
Lorient P401 
Los Angeles P1333 
Loudden, see Stockholm P1049 
Louisiana Offshore Oil Port, 

see L.O.0.P. Terminal P1331 
Lovisa P363 
Lowestoft P1202 
Luanda P7 
Lubeck P446 
Lucina P426 
Lucinda P68 
Luderitz P765 
Lulea P1038 
Lumut P162 
Lutong, see Miri P732 
Lydney P1203 
Lysekil P1038 
Lyttelton P805 

M 

Maaloy P839 
Maasin, see Tacloban P915 
Macassar P530 
Maceio P137 
Mackay P68 
Macquarie Harbour, see Strahan P90 
Madagascar P723 
Madang P876 
Madinat, see Yanbu P960 
Madeira P723 
Madras P501 
Madre De Deus Terminal, 

see Salvador P148 
Madryn, see Puerto Madryn P16 
Mahon P1006 
Malacca P732 
Malaga P1007 
Malaysia P724 
Malhado, see Ilheus P135 
Malili/Mangkasa P531 
Malmo P1039 
Malongo Terminal, see Cabinda P6 
Malta P741 
Mamonal, see Cartagena, Colombia P260 
Manati, see Puerto Padre P283 
Manaus P137 
Manchester P1203 
Mandji, see Port Gentil P429 
Manfredonia P592 
Mangkasa/Malili P531 
Manila P906 
Manta P329 
Manzanillo, Cuba P277 
Manzanillo, Mexico P749 
Maracaibo Lake P1419 
Maranhao, see Sao Luis P156 
Mar del Plata P15 
Mare Island, see Noumea P796 
Marianas (North) P742 
Mariehamn P363 
Mariel P278 
Marin P1008 
Marino Point, see Cork P553 
Mariupol P1116 
Marmorilik P471 
Marsa al Hariga P712 
Marsa Badr, see Suez P337 
Marsa el Brega P714 
Marsaxlokk, see Valletta P741 
Marsden Point, 

see Whangerei P815 
Marseilles P401 


Martinique P742 


Maryborough 
Masao, see Nasipit 
Masbate 
Masinloc 
Matadi 
Matanzas, Cuba 
Matanzas, Venezuela 
Matanzas-San Felix, Venezuela 
Matarani 
Mati 
Matsushima 
Matsuyama 
Mauritania 
Mauritius 
McDuffie Terminal, 
see Mobile 
Media Luna, see Manzanillo 
Medway 
Megara 
Mejillones 
Melbourne 
Melilla 
Mersin 
Messina 
— Methil 
Mexico 
Miami 
Micronesia 
Middelfart 
Middlesbrough, see Tees 
Milaki 
Milazzo 
Milford Haven 
Milner Bay, see Groote Eylandt 
Milos Island 
Milwaukee 
Mina Abdulla 
Mina al Ahmadi 
Mina-al-Fahal 
Mina Jebel Ali, see Jebel Ali 
Mina Qaboos, see Port Qaboos 
Mina Raysut, see Port Raysut 
Mina Saqr 
Mina Saud 
Mina Sulman 
Mina Zayed 
Minamata 
Miragoane 
Miri 
Mississippi River 
Mistley 
Misumi 
Misurata 
Mitylene 
Miyako 
Mizushima 
Mkoani 
Moa, see Baracoa 
Mobile 
Mocamedes, see Namibe 
Mogadiscio 
Mohammedia 
Moin Bay, see Puerto Limon 
Moji 
Mombasa 
Monaco 
Monfalcone 
Mongla 
Mongstad 
Moni 
Monrovia 
Montego Bay 
Montevideo 
Montoir, 
see Nantes-St. Nazaire 
Montreal 
Montrose 
Morehead City 
Mori Port, see Tanabe 
Mormugao 
Morocco 
Morphou Bay, see Gemikonagi 
Morro Redondo 
Mosjoen 
Mossel Bay 
Mostaganem 
Motril 
Moudi Marine Terminal 
Mount Maunganui, see Tauranga 
Mourilyan 
Mozambique 
Mtwara 
Muara 
Mubarek Terminal 
Mubarras Terminal 
Mukalla 


Mukho 
Multedo Oil Terminal, 
see Genoa 
Murmansk 
My Khe, see Danang 
Myanmar, (Union of) 
Myrtle Grove, 
see Mississippi River 
Mytilene, see Mitylene 


Naantali 
Nacala 
Naestved 
Nagapattinam 
Nagasaki 
Nagoya 
Naha 
Nakanoseki 
Nakhodka 
Nakskov 
Namibia 
Namikata 
Nampo 
Namsos 
Nanaimo 
Nanisivik 
Nantes/St. Nazaire 
Napier 
Naples 
Narvik 
Nasipit 
Nassau 
Natal 
Nauru 
Nawiliwili 
Nederland, 
see Sabine & Neches Rivers 
Nelson 
Nemrut Bay 
Nepoui, see Noumea 
Netherlands 
Netherlands Antilles 
Nevelsk 
New Bedford 
New Caledonia 
New Haven, U.S.A., 
New Holland 
New London 
New Mangalore 
New Orleans, 
also see Mississippi River 
New Plymouth 
New Richmond 
New Westminster, B.C., 
see Fraser Port 
New York/New Jersey 
New Zealand 
Newcastle, N.S.W. 
Newcastle, U.K., see Tyne 
Newhaven, U.K. 
Newington, 


see Portsmouth, N.H., U.S.A. 


Newport, Gwent, U.K. 
Newport News, 

see Hampton Roads 
Nicaragua 
Nicaro, see Antilla 
Nice 
Nieuwpoort 
Nigeria 
Nigg Oil Terminal, 

see Cromarty Firth Port 
Niihama 
Nikiski 
Ningbo 
Nipe Bay, see Antilla 
Niquero, see Manzanillo 
Nishihara 
Nishtun 
Norco, see Good Hope 
Nordenham 
Norfolk, see Hampton Roads 
Norrkoping 
Norrsundet 
North Sea Canal 
North Sydney, Canada 
Northport 
Northville, see Riverhead 
Norway 
Nouadhibou 
Nouakchott 
Noumea 


P693 


P585 
P1116 
P1425 

P765 


P1336 
P467 


P364 
P764 
P313 
P503 
P652 
P652 
P653 
P653 
P1117 
P314 
P765 
P654 
P690 
P840 
P193 
P194 
P405 
P805 
P594 
P841 


P910. 


P103 
P138 
P766 
P1342 


P1386 
P806 
P1100 


P796 


P767 
P786 
P1118 
P1343 


P796° 


P1343 
P1211 
P1347 

P503 
P1348 
P1336 

P806 


P194 


P185 
P1352 
P803 
P74 
P1241 
P1211 


P1379 
P1212 


P1310 
P817 
P272 
P410 
P116 
P818 


P1162 
P654 
P1358 
P251 
P272 
P277 
P655 
P1429 
P1307 
P447 
P1310 
P1039 
P1041 
P767 
P195 
P1358 
P1384 
P827 
P743 
P744 
P796 
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PLAN INDEX: 


Novorossiysk P1118 
Nueva Gerona P2800 
Nueva Palmira P1441 0 
Nuevitas » R280; 
Nuku'Alofa P1075 _ 
Nykobing ¢ P314_ 
Nykoping P1041 1 
Nynashamn P1042— 
Tet 
O | 
Oakland P1359 
Odense P315 
Odessa P1119 
Ofunato —P656 
Ogdensburg P1359 
Oghishima, see Kawasaki _ P635 
and Yokohama P679_— 
Oguendjo P428 
Oita P656 
Olbia P596 
Olympia P1360 
Oman : P851 © 
Omisalj, see Rijeka P1433 — 
Onega P1119 
Onehunga P807 © 
Onomichi — P657 
Opua _ P807 
Orange, Pt 361 
also see Sabine & Neches Rivers P1386 — 
Oranjestad a 2790 
Orehoved : mePS Te! 
Oristano ee UR5977 | 
Ornskoldsvik 7 . P1042 | 
Oro Bay , ; ok -P877 
Osaka, SSP re press 
. also see Kobe - P64” 
Oshawa — y Po eisoes: 
Oskarshamn P1043 — 
Oslo — P844 
Ostend a PPT: | 
Ostermoor, see Brunsbuttel | y Pass 
Ostrica, 
see Mississippi River — P1396 
Oswego ot 4 P1362 — 
Otago ~P808 ~ i 
Otaru P65 
Otterbacken : P1043, “| 
Ouistreham, see Caen P3884 i 
Oulu . ersoo 
Ouvea Island, see Noumea P796 
Ovendo wR420F 
Oxelosund P1044 
7 ra 
P 
Paagoumene, see Noumea P796 
Pachi P467 
Paita P884 
Pakistan P853 
Palamos P1009 
Palanca Terminal P8 
Palermo P597 
Palma ; P1010 — 
Palm Beach P1362 
Palmeira — P229 
Pampus Harbour, ; 
see Norrkoping P1039 
Panama P853. 
Panama Canal P859 
Panama City, U.S.A. P1363, 
Pangkalbalam P532 
Panjang P532 
Papeete P979 
Papenburg P448 
Papua New Guinea P869 
Para, see Belem SRAZy 
Paradip P504 
Parana and Uruguay Rivers Pil 
Paranagua P138 
Pargas P367 
Paris : P410 
Pasajes P1010 
Pascagoula P1364 
Pasir Gudang A P733 
Paspebiac P196 
Pateniemi P367 
Patras P468 
Pauillac St. Estephe, é 
é see Bordeaux P378 
Paysandu P1410 
Pedregal Pa62 


PLAN INDEX 


Peel 

Pelabuhan, see Lhokseumawe 
Pelotas 

Penang 


_ Penco, see Talcahuano 


Pennington Terminal 
Pensacola 
Penzance 

Perth 


_ Pertigalete 
Peru 


Peterhead 
Philadelphia 
Philippines 


Philipsburg 


Phuket 

Picton 

Pilon, see Manzanillo 
Pimentel 

Piney Point 
Piombino 


- Piraeus 


Pitea 

Placentia Bay Vessel Traffic 
Management Zone 

Plaju 

Ploce 

Plymouth 

Pohang © 


Point Central, see Nouadhibou 


Point Comfort/Port Lavaca 
Point Fortin 
Point Lisas : 
Point Tupper, see Port Hawkesbury 
Pointe a Pierre 
Pointe a Pitre 
Pointe Clairette, 

see Cape Lopez 
Pointe des Galets 
Pointe Noire 
Poland 
Polloc 


-Pomalaa 


Ponce _ 

Ponta da Madeira 
Ponta Delgada 
Poole 


Poro, see Noumea 

Port Aisen, see Puerto Chacabuco 

Port Alberni 

Port Alfred 

Port Alice 

Port Alma, see Rockhampton 

Port Angeles 

Port Antonio 

Port Arthur, 
also see Sabine & Neches Rivers 

Port Askaig 

Port au Prince 

Port aux Basques Vessel Traffic 
Management Zone 

Port Bin Qasim 

Port Bonython 

Port Canaveral 

Port Cartier 

Port Chalmers, see Otago 

Port Dalhousie 

Port Dampier, see Dampier 

Port Elizabeth 

Pert Esquivel 

Port Everglades 

Port Gentil 

Port Hawkesbury/Point Tupper 

Port Hedland 


~ Port Huon 


Port Irene, see Aparri 
Port Jefferson 
Port Jerome, see Rouen 
Port Kamsar 
Port Kelang 
Port Kembla 
Port Kennedy, see Thursday Isiand 
Port Khalid, see Sharjah 
Port Latta 
Port Lavaca/Point Comfort 
Port Lincoln 
Port Louis 
Port Moresby 
Port Neches, 
see Sabine & Neches Rivers 
Port Nolloth 
Port Percy, 
see Punta Arenas, Chile 
Port Pirie 


P1212 


P528 . 


P139 
P734 
P244 
P824 
P1365 
P1213 
P1213 
P1420 
P880 
P1214 
P1366 
P886 
P791 
P1071 
P809 
P277 
P884 
P1371 
P598 
P468 
P1045 


Palvi 
P533 
P1432 
P1214 
P694 
P743 
P1378 
P1078 
P1079 
P202 
P1077 
P474 


P425 
P936 
P268 
P920 
P911 
P533 
P930 
P139 
P101 
P1215 
P368 
P369 
P796 
P240 
P197 
P197 
P198 
P87 
P1371 
P619 
P1372 
P1386 
P1215 
P484 


P171 
P853 
P76 
P1372 
P199 
P808 
P201 
P45 
P984 
P619 
P1373 
P429 
P202 
P79 
P80 
P887 
P1374 
P413 
P480 
P735 
P80 
P94 
P1140 
P82 
P1378 
P83 
P746 
P877 


P1386 
P984 


P241 
P84 


Port Qaboos 
Port Rashid 
Port Raysut 
Port Rhoades 
Port Said 
Port St. Louis du Rhone, 
see St. Louis de Rhone 
Port St. Mary 
Port San Luis 
Port Stanley 
Port Stanvac 
Port Sudan 
Port Sulphur, 
also see Mississippi River 
Port Talbot 
Port Taranaki, see New Plymouth 
Port Vauban, see Antibes 
Port Vendres 
Port Victoria 
Port Vila 
Port Walcott 
Port-of-Spain 
Portland, Australia 
Portland, Maine, U.S.A. 
Portland, Oregon, U.S.A. 
Porto Alegre 
Portocel, see Barra do Riacho 
Porto Corsini, see Ravenna 
Porto Empedocle 
Porto Grande, see St Vincent, 
Cape Verde Islands 
Porto Marghera, see Venice 


‘Porto Trombetas 


Porto Vesme 
Portree 
Portsmouth, Dominica 


_ Portsmouth, U.K. 


Portsmouth, N.H., U.S.A. 
Portsmouth, Va., U.S.A., 
see Hampton Roads 
Portugal 
Porvoo 
Poti - 
Powell River 
Pozos Colorados 
Praia Mole Harbour, 
see Tubarao 
Prescott 
Preston, see Antilla 
Prince Rupert 
Progresso 
Propriano 
Providence 
Puerto Armuelles 
Puerto Bayovar 
Puerto Bolivar, Colombia 
Puerto Cabello 


Puerto Castilla 


Puerto Chacabuco 
Puerto Cortes 
Puerto Deseado 
Puerto Galvan, see Bahia Blanca 
Puerto Ingeniero White, 
see Bahia Bianca 
Puerto La Cruz 


also see El Chaure/Puerto la Cruz 


Puerto Limon 
Puerto Madero 
Puerto Madryn 
Puerto Miranda 
Puerto Moin 
Puerto Montt 
Puerto Nuevo, see Bata 
Puerto Ordaz, 
see Punta Cuchillo 
Puerto Padre 
Puerto Princesa 
Puerto Quetzal 
Puerto Rico 
Puerto Sandino 
Puerto Sucre 
Pulau Baai, see Bengkulu 
Pulupandan 
Punta Arenas, Chile 
Punta Colorado 
Punta Cuchillo 
Punta de Palmas 
Punta Gorda, see Baracoa 
Punta Quilla 
Punta Umbria, see Huelva 
Puntarenas, Costa Rica 
Pyarnu 


Q 


Qasr Ahmed, see Misurata 
Qatar 

Qegertarsuag 

Qingdao 

Qinhuangtao 

Qua Iboe Terminal 
Quebec 

Quequen 

Quiliano Terminal 
Quinfuquena 

Quintero 

Quiriquina Island, see Talcahuano 


Raahe 
Rabaul 
Rabigh 
Ramallo 
Ramsey 
Ramsgate 
Randers 
Rangoon, see Yangon 
Rasa, see Rijeka 
Ras-al-Khafji 
Ras al Mishab 
Ras Bahregan 
Ras Budran 
Ras Isa Marine Terminal 
Ras Lanuf 
Ras Selaata, see Late Plans 
Ras Shukheir 
Ras Tanura/Ju’aymah 
Rauma 
Rautaruukki, see Raahe 
Ravenna, also see Late Plans 
Recife 
Redcar, see Tees 
Redwood City 
Rendsberg 
Reni 
Reposaari, see Pori 
Reunion Island 
Reykjavik 
Richards Bay 
Richmond, California 
Richmond, Virginia 
Ridley Island, see Prince Rupert 
Riga 
Rijeka 
Rio de Janeiro 
Rio Grande 
Rio Haina 
Risavika, see Sola 
Risdon, see Hobart 
River Elbe 
River Parana 
River Plate 
River Uruguay 
Riverhead 
Roberts Bank, see Vancouver 
Rochefort sur Mer 
Rochester, U.K., see Medway 
Rochester, U.S.A. 
Rockhampton 
Rodby 
Rodney Terminal, see Saint John 
Romania 
Ronne 
Ronneby 
Rosario, Argentina 
Rosario, Philippines, see Manila 
Rosarito 
Rosas 
Roscoff 
Roseau 
Rosslare 
Rostock 
Rotterdam/Europoort 
Rouen 
Ruhrort, see Duisburg-Ruhrort 
Rumoi 
Ruwais, 
see Jebel Dhanna-Ruwais 
Rye 


Ss 


Sabah 
Sabang 
Sabine & Neches Rivers 
Sacramento 
Sagunto 
Saimaa Canal 
St. Andrews, N.B. 
St. Eustatius 
St. George's, Bermuda 
St. George's, Grenada 
St. Helena 
St. Johann, see Basle 
Saint John, N.B. 
St. John’s, Antigua 
St. John's, Newfoundland 
St. John's 
Vessel Traffic Management Zone 
St. Kitts 
St. Lawrence Seaway 
St. Lawrence — 
Vessel Traffic Management 
St. Louis du Rhone 
St. Lucia 
St. Malo 
St. Nazaire, 
see Nantes/St. Nazaire 
St. Pierre 
St. Pierre & Miquelon 
St. Thomas 
St. Vincent 
St. Vincent, Cape Verde Islands 
Saipan 
Sakai 
Sakaide 
Sakata 
Salaverry 
Salawati 
Saldanha Bay 
Saladin Marine Terminal 
Salem 
Salerno 
Salina Cruz 
Saltend, see Hull 
Salvador 
Samarai 
- Samarinda 
Samcheog Hang 
Samcheon Po 
Sam Chuck, see Samcheog Hang 
Samsun 
San Antonio 
San Antonio Este 
San Carlos 
San Ciprian 
San Diego 
San Fernando 
San Francisco 
San Jose, Guatemala 
_ San Jose, Philippines, see Tacloban 
San Juan, Puerto Rico 
_ San Juan de la Costa 
San Julian 
San Lorenzo, Argentina 
San Lorenzo, Honduras 
San Martin, Argentina 
San Nicolas, Argentina 
San Nicolas, Aruba, 
Netherlands Antilles 
San Nicolas, Peru 
San Pedro, Argentina 
San Pedro, Ivory Coast 
San Sebastian, see Sao Sebastiao 
San Vicente, Chile 
San Vicente, Philippines, 
see Aparri 
Sandakan 
Sandwich Oil Terminal, 
see Cape Cod Canal 
Sant Carles de la Rapita 
Sant Feliu de Guixols 
Santa Ana, see Davao 
Santa Cruz, Argentina, 
see Punta Quilla 
_ Santa Cruz del Sur 
_ Santa Cruz de Tenerife 
_ Santa Fe 
Santa Marta 
Santan Terminal 
Santana 
Santander 
Santarem 
Santiago de Cuba 
_ Santo Domingo 
Santos 


P737 
P535 
P1386 
P1386 
P1011 
P373 
P207 
P792 
P121 
P472 
P939 
P1060 
P208 
P10 
P210 


P172 
P939 
P941 


P174 
P419 
P942 
P419 


P405 
P944 
P944 
P1426 
P944 
P230 
P742 
P660 
P661 
P662 
P885 
P535 
P985 
P88 
P1387 
P602 
P753 
P1181 
P148 
P878 
P536 
P695 
P695 
P695 
P1104 
P243 
P20 
P754 
P1012 
P1387 
P913 
P1388 
P477 
P914 
P931 
P754 
P20 
P21 
P486 
P21 
P21 


P793 
P886 

P22 
P617 
P156 
P244 


P887 
P738 


P1274 
P1013 
P1013 

P894 


P17 
P284 
P228 

P22 
P266 
P537 
P150 

P1012 
P151 
P286 
P327 
P152 


Santo Tomas de Castilla 
Sao Francisco do Sul 
Sao Luis 
Sao Sebastiao 
Sapele 
Sasa, see Davao 
Sasebo 
Sattahip 
Sauda 
Saudi Arabia 
Sault Ste. Marie 
Savannah 
Savona 
Scalloway 
Scapa Flow 
Scheveningen 
Scrabster 
Seaham 
Seal Sands, see Tees 
Searsport 
Seattle 
Semarang 
Sembawang, see Singapore 
Seme Terminal 
Semporna, see Sabah 
Senboku, see Sakai 
Senegal 
Senipah Terminal 
Sepetiba 
Sept Iles 
Sete 
Setubal 
Seville 
Seward 
Seychelles 
Shannon Estuary 
Sharjah 
Sharpness & Gloucester 
Sheerness, see Medway 
Sheet Harbour 
Shijiusuo 
Shimizu 
Shimonoseki 
Shiogama 
Shippegan 
Shoreham 
Shuaiba 
Shuwaikh 
Sibu 
Sidi Kerir 
Sidon 
Sierra Leone 
Siglufjord 
Silloth 
Sines 
Singapore 
Sirri Island 
Sirtica Terminal, see Ras Lanuf 
Sitka 
Sitra 
Skaelskor 
Skaerbaek 
Skagen 
Skagway 
Skelleftehamn 
Skikda 
Skoldvik, see Porvoo 
Slagen 
Smith's Bluff 

also see Sabine & Neches River 
Sochi 
Society Islands 
Soderhamn 
Sodertalje 
Sola 
Solomon Islands 
Solvesborg 
Somali Republic 
Sonderborg 
Songkhla 
Sorel 
Sorong, see Kasim Marine Terminal 
Sourabaja 
South Africa 
South Riding Point 
Southampton 
Spain 
Split 
Spring Bay 
Sri Lanka 
Sriracha 
Stanley 
Statia Terminals, see St. Eustatius 
Stavanger 
Stege 
Stenungsund 
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Stephenville 
Stigsnaes 
Stockholm 
Stockton, California 
Stornoway 
Storugns 
Strahan 
Strait of Canso Vessel 
Traffic Management Zone 
Stralsund 
Stranraer 
Strasbourg 
Straumsvik 
Studstrup 
Sture 
Suao 
Sudan 
Suez 
Suez Canal 
Sukhumi 
Sulina 
Sullom Voe 
Summerside 
Sunderland 
Sundsvall 
Sungai Gerong, see Plaju 
Surabaja, see Sourabaja 
Suva 
Svendborg 
Swale, see Medway 
Swansea : 
Sweden ee 
Swinoujscie, see Szczecin 


Switzerland — 


Sydney, Australia 
Sydney, Canada 
Syria 

Szczecin — 


Tabaco 

Tacloban 

Tacoma 

Tadine, see Noumea 
Tagaloan 

Tagonoura 

Tahkoluoto, see Pori 
Taichung 

Taiwan 

Takoradi 

Talcahuano 

Talisman Marine Terminal 
Tallaboa Bay, see Guayanilla 
Tallinn _ 
Taltal 

Tamatave, see Toamasina 
Tampa 

Tampico 

Tanabe 

Tanamo 

Tananger, see Sola 

Tanauan 

Tandjong Lepee, see Pomalaa 
Tandjong Perak, see Sourabaja 
Tangier , 
Tanjong Bruas, see Malacca 
Tanjung Priok, see Jakarta 
Tanzania 

Taranaki, see New Plymouth 
Taranto 

Tarawa 

Tarbert Island, see Limerick 
Tarragona 

Tartous 

Tauranga 

Tawau 

Tazerka 

Tees 

Tefran, see Sao Francisco do Sul 


Teluk Bayur 
Tema 

Ternate 
Terneuzen 

Texas City 
Thailand 
Thessaloniki 
Thevenard 

Thio, see Noumea 
Three Rivers, see Trois Rivieres 
Thunder Bay 
Thursday Island 
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Tiko, see Limbe/Tiko 
Timaru 
- ‘Tjilatjap, see Cilacap 
Toamasina : 
Tobata 
Tocopilla 
Tofino Vessel Traffic 
Management Zone 
Togo 
Tokyo 
Toledo 
Tomakomai 
Tomil Harbour 
Tonga — 
Le Tonnay-Charente 
ey Topolobampo 
Tornio- 
Toronto — 
Torre Annunziata 
Tors Harbour, see Gothenburg 
Torshavn 
a Touho Bay, see Noumea 
: Toulon 
= Townsville 
Trabzon 
‘Tramandai, Almirante Soares 
Dutra Terminal 
_ Tranmere, see Liverpool 
Travemunde, see Lubeck 


, 
: Trelleborg | 
, 
oc: Trieste 
‘Trincomalee 
“Trinidad 


Tripoli, Lebanon 
: Trois-Rivieres 
Trondheim | 
Troon, see Ayr 
‘Trouville © 
__ Tsingtao, see Qingdao 
Tuapse 
-. Tubang > 
Tubarao 
Tuborg F 
Tunas de Zaza, see Cienfuegos 
‘Tunisia f 
Turkey é . 
_ Turks and Caicos Islands 
___- Tutuncifilik 
el eT valuic 
‘Tuxpan — 
Twillingate- 
Tyne 


Ube 
Ubu 
Uddevalla < 
‘Ujung Pandang, see Macassar 
Ulsan 
Umea 
Umm al Nar 
Umm al Qaiwain, 

. see Ahmed Bin Rashid 
Umm Said , 
Unalaska 
U.S.S.R. 
United Arab Emirates 
United Kingdom 
United States of America 
Urangan, see Maryborough 
Uruguay 

_ Ushuaia 

_ Ust-Dunaysk 


Vv 


Vaasa 

Vacamonte 

Vado Ligure, see Savona 

Vadso 

Valdez 

Valencia 

Valletta 

Vallvik 

Valparaiso 

Vancouver, Canada 

Vancouver Vessel Traffic 
Management Zone 

Vancouver, U.S.A. 

Vanimo 

Vanuatu 


P375 
P868 
P603 
P851 
P1402 
P1015 
P741 
P1057 
P247 
P221 


P173 
P1405 
P879 
P1412 


Varanus Island Terminal 
Varberg 

Varna 

Vasteras 

Veitsiluoto 

Vejle 

Venezuela 

Venice 

Ventspils 

Vera Cruz 

Verdon, see Bordeaux 
Vestmannaeyjar 

Viana do Castelo 
Victoria, Canada 
Victoria Harbour, see Labuan 
Vietnam 

Vieux Fort, see Castries 
Vigo 

Vila do Conde 

Vilanova | la Geltru 

Villa Constitucion 

Villa Ramallo, see Ramallo 
Villagarcia de Arosa 
Villanueva 

Vinapu Roads, see Easter Island 
Virgin Islands 
Visakhapatnam 

Visby 

Vita 

Vitoria 

Volos 


‘Voltri, see Genoa 


Vordingborg 
Voudhia Bay, see Milos Island 


_Vyborg 


W 


Wadrilla, see Noumea 

Waisarisa 

Wakamatsu 

Wakayama 

Wala, see Noumea 

Wallaroo 

Wallhamn 

Walvis Bay 

Wanganui 

Warrenpoint 

Warri 

Watchet 

Waterford 

We, see Noumea 

Weipa 

Wellington 

West Port, Reunion Island, 
see Pointe des Galets 

Western Port 

Western Samoa 

Westport, New Zealand 

Wewak 

Weymouth, Canada 

Whangerei 

Whitehaven 

Whitstable 

Whyalla 

Wilhelmshaven 

Willemstad 

Wilmington, Delaware 

Wilmington, N.C. 

Windsor 

Wismar 

Woodfibre 

Workington 

Wrangell 

Wyndham 


¥ 


Yabucoa 
Yakacik, see Isdemir 
Yali 
Yalta 
Yamba 
Yanbu 
Yangon 
Yantai 
Yarimca, 
also see Tuiuncifilik/Yarimca 
Yatsushiro 
Yawata 
Yemen, Republic of 


P95 
P1057 
P164 
P1058 
P375 
P322 
P1413 
P615 
P1124 
P757 
P378 
P495 
P928 
P225 
P731 
P1425 
P942 
P1016 
P161 
P1018 
P23 
P18 
P1018 
P917 
P235 
P1426 
P504 
P1059 
P287 
P161 
P469 
P585 
P323 
P465 
P1125 


P796 
P541 
P676 
P676 
P796 
P95 
P1059 
P766 
P811 
P1244 
P827 
P1245 
P564 
P796 
P96 
P811 


P936 
P97 
P1427 
P813 
P879 
P225 
P814 
P1245 
P1246 
P99 
P451 
P795 
P1406 
P1406 
P226 
P456 
P226 
P1246 
P1407 
P100 


P931 
P1097 
P470 
P1126 
P100 
P960 
P765 
P254 
P1107 
P1106 
P678 
P678 
P1428 


Yjmuiden, 
also see North Sea Canal 
Yokkaichi 
Yokohama 
Yokosuka 
Yorktown 
Yosu 
Ystad 
Yugoslavia 
Yuzhnyy 


Z 


Zaandam 

Zaanstad, see Zaandam 
Zadar 

Zahrani, see Sidon 
Zaire 

Zamboanga 

Zanzibar 

Zarate 

Zarzis, see Late Plans 
Zawia 

Zeebrugge 

Zeit Bay 

Zhanjiang 

Zhdanov, see Mariupol 
Zirku Island 

Zueitina 


P786 
P786 
P1437 
P703 
P1438 
P920 
P1068 
P24 


P721 
Pit? 
P349 
P255 
P1116 
P1142 
P721 


ee ee a 


